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METHODS AND APPARATUSES FOR
SECONDARY CONDITIONAL ACCESS

SERVER

FIELD OF THE TECHNOLOGY

The invention relates to conditional access (CA) for sys-
tems such as a digital cable television system, a satellite
television system, etc.

BACKGROUND

Conditional access (CA) is a technique for limiting the
access of content(e.g., audiovisual works such as movies) to
authorized users. For example, CA systems have been devel-
oped for cable TV and non-cable TV including digital televi-
sion (DTV). In a CA system fordigital television, the media
content is scrambled (encrypted) using a standard algorithm
before broadcasting. The key used for scrambling/descram-
bling the media content in a CA system is called a control
word (CW). The control word is securely provided to the
subscribers through entitlement control messagesand entitle-
ment management messages. A security device uses the con-
trol word to descramble (decrypt) the received media content.

Typically, the control word changesfrequently (e.g., about
every 0.1 second). To prevent unauthorized access, the con-
trol words are protected (scrambled/encrypted) using a ser-
vice key (SK) when being broadcast. Only the security
devices in possession of the service key can recover the con-
trol word for descrambling the media content protected by the
CA system.

An entitlement control message (ECM)is typically used to
broadcast the control word in an encrypted form, which can
be decrypted using the service key. The entitlement control
message is checked against the access criteria in order to
provide authorization. The control wordis released if autho-
rization is granted. Using the service key, the system can
securely broadcast common information, such as the control
word, to subscribers simultaneously without having to indi-
vidually broadcast a message for each of the subscribers.

To individually manage each security device, each security
device has a uniqueidentity so that the CA system can broad-
cast a messagespecifically for one security device. An entitle-
ment management message (EMM)typically contains the
actual authorization data (e.g., entitlement) to authorize the
security device for certain access criteria. Entitlement man-
agement messages are individually addressed to particular
security devices. An entitlement management message may
be only for one particular security device with a unique iden-
tity. The system broadcasts an entitlement management mes-
sage for each of the entire population of the security devices
to individually control the security devices. Typically, each
security device has a unique, secrete user key (UK)so that an
entitlement management messagefor one security device can
only be decrypted using the unique user key of the security
device.

Typically, the service key also changes periodically (e.g.,
once a month for subscription TV or once a movie for Pay-
per-View). An entitlement management message can be used
to send the service key to a particular security device for a
subscriber. The CA system broadcasts an entitlement man-
agement message for each subscribing security device to
deliver the service key. After the service key is individually
delivered to the subscribing security devices usingthe entitle-
ment management messages, the CA system can broadcast
the encrypted control words that can be decrypted using the
service key.
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Throughthe use of entitlement management messages and
entitlement control messages, a CA system can offer capa-
bilities such as pay-per-view (PPV), interactive features such
as video-on-demand (VOD)and games, the ability to restrict
accessto certain material, and the ability to direct messages to
specific receiving devices (e.g., set-top boxes with a smart
card).

In digital television, the media content (e.g., video and
audio signals) is converted into a digital form using the
MPEG-2 format. The digital form of the media content ofone
program is multiplexed together with those ofother programs
for transmission so that multiple programs appearto betrans-
mitted simultaneously. The CA system scramblesthe digital
form of programsandtransmits the entitlement control mes-
sages and the entitlement management messages with the
digital form of programsfor broadcast either within the mul-
tiplex (e.g., Satellite) or through an out-of-band channel(e.g.,
Cable).

Typically, a set-top box (STB) at the receiving end
descrambles the data stream and decodes the MPEG-2 data

for viewing. A tunerportion ofthe STBreceives the incoming
signal, demodulatesit and reconstitutes the transport stream,
which contains many packets of information. Theset-top box
can de-multiplex the entitlement management messages and
entitlement control messages and the media content. The data
(e.g., service key and control word) contained in the entitle-
ment management message and entitlement control message
are used to descramble the encrypted programming material.
The set-top box then renders the MPEG-2 data for viewing.

A digital rights management (DRM) system manages
rights digitally. Digital rights management uses encryption
software to protect electronic information and prevent wide-
spread distribution. In a typical digital rights management
scheme, a DRM server software program wraps the digital
content through encryption according to applicable policies.
A DRMclient software program unwraps the content and
makesit accessible in accordance with its rights. The rights
are typically distributed to clients separately from the
wrapped electronic information. DRM clients may include
desktop PCs, handhold devices, set-top boxes, mobile phones
and other portable devices. In additional to encrypting/scram-
bling the digital content to limit the distribution, a digital
rights management system mayalso provide the description,
identification, trading, protection, monitoring and tracking of
various formsofrights.

Content encryption is typically performed using symmet-
ric key cryptography, while key encryption is typically using
public/private key cryptography. In symmetric key cryptog-
raphy, the same key is used to both encrypt and decrypt the
content. In public/private key cryptography, different but
related keys are used to encrypt and decrypt the content.

SUMMARY OF THE DESCRIPTION

Methods and apparatuses for bridging two security sys-
tems so that a primary security system can control premium
content distribution to external devices secured by a second-
ary security system. Some embodimentsofthe present inven-
tion are summarized in this section.

In one embodimentof the present invention, the primary
security system is a broadcast CA system, used to secure the
distribution of premium content only to legitimate subscrib-
ers; and the secondary security system includes a digital
rights managementsystem used to secure the distribution of
premium content only to the legitimate devices of the sub-
scriber.
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In one embodiment of the present invention, the primary
security system is a broadcast CA system, used to secure the
distribution of premium content only to legitimate local
broadcasters; and the secondary sccurity system includes
another broadcast CA system, used to secure the re-distribu-
tion ofpremium content only to the legitimate local subscrib-
ers.

In one embodiment of the present invention, the primary
security system is a digital rights management system, used to
secure the distribution ofpremium content only to legitimate
devices of the subscriber; and the secondary security system
is another digital rights management system, used to secure
the further distribution of premium content only to other
devices of the subscribers not supporting the primary digital
rights management system.

In at least some embodiments of the present invention, a
primary CA server provides entitlement data and/or decryp-
tion keys to multiple primary CA clients, along with some
encrypted premium content. A secondary CA serveracts as a
legitimate primary CAclient; the secondary CAservertries to
recover the protected content and to provide with the pro-
tected content a new set ofentitlement data and/or decryption
keys consistent with the original entitlements to one or more
secondary CA clients.

In one embodimentofthe present invention, the secondary
CA server may completely removethe primary security sys-
tem encryption before processing it for distribution to the
secondary CAclients; or may keep someorthetotality of the
primary security system encryption,still hand overit to the
secondary CAclient but add provisionto the contentso thatit
can be further authorized at playback time.

In one embodiment of the present invention, the primary
CA server may enable the secondary CAservertofirst dis-
tribute protected but non-authorized content to secondary CA
clients and then authorizeit later.

In one aspectof the present invention, a methodto control
a presentation of content, includes: receiving a representation
of content from a first CA server which provides the content
in an encrypted form andusesa first set ofcryptographic keys
to protect the content from unauthorized access; and present-
ing the content, at a user’s request, through a second CA
server which is coupledto thefirst CA server. The presenting
of the content is authorized through a client server relation-
ship between the second andthe first CA servers respectively.
The second CAserveruses a secondset ofcryptographic keys
to protect the content from unauthorized accessin presenting
the content. In one example, the content is presented by a
networkclient ofthe second CAserverusing the secondset of
cryptographic keys; and the first CA server provides the sec-
ond CA serverthe first set of cryptographic keys for autho-
rized use. In one example of an embodiment, the second CA
server authorizes the networkclient to use the content through
the digital rights management system in accordance with
authorization to use received from thefirst CA server. In one

example, the second CA server translates authorization to
access the content from authorization received from thefirst
CA server to authorization for the network client. In one

example of an embodiment, the secondary CA serveracts as
a primary CA server to another CAserver. In one example of
an embodiment, the first CA server provides authorization to
the second CA server according to an identity of the second
CA server; the second CAserverprovides authorization to the
client according to an identity of the client; and the first CA
server is not aware of an identity oftheclient.

One aspect of the present invention includes a method for
the secondary CA server to distribute protected but non-

10

15

20

25

30

35

40

45

50

55

65

4

authorized content to secondary CAclients; and to enable the
sameclients to play back the content when later authorized by
the primary CAserver.

One aspect of the present invention includes a method for
a secondary CA server to process entitlement management
messages from a primary CA server and to transmit to sec-
ondary CA clients through a network connection access con-
trolled data thatis in an access controlled format andthatis at

leastpartially derived from the entitlement management mes-
sages. In one example of an embodiment, the secondary CA
server has a user key representing a subscriberofthe primary
security system; and processing the entitlement management
messages includes: decrypting an entitlement management
message to obtain a service key of the primary security sys-
tem.

In one example of an embodiment, the method further
includes: receiving, at the secondary CA server, an entitle-
ment control message of the primary security system; and
processing the entitlement control messageto obtain a control
word of the primary security system; where the access con-
trolled data includes the control word. In one example, the
access controlled data comprises a decrypted version ofthe
entitlement control message.

In one example of an embodiment, the method further
includes: receiving, at the secondary CA server, an entitle-
ment control message of the primary security system; and
processing the entitlement control message on the secondary
CA serverto generate a substitutive entitlement control mes-
sage as a replacement of the entitlement control message;
where the access controlled data includes the substitutive

entitlement control message. In one example, the substitutive
entitlement control message has a control word encrypted
using a key of the secondary CA server. In one example, the
substitutive entitlement control message is to be decrypted
using a user key of the primary security system. In one
example, the entitlement control message and the substitutive
entitlement control message have a same control word. In
another example, the entitlement control message hasa first
control word; the substitutive entitlement control message
has a second control word; and the first and second control
words are different. In one example, the access controlled
data further includesthe first and second control words.

In one example of an embodiment, the method further
includes: receiving, at the secondary CAserver,a first entitle-
ment control message containing a first control word and
content scrambled by the first control word; generating a
second entitlement control message containing a second con-
trol word that is different from the first control word; and
descrambling the content using the first control word and
rescrambling the content by the second control word; where
the access controlled data comprises the content rescrambled
by the second control word and second entitlement control
message. In one example, the method further includes: stor-
ing, at the secondary CA server, the content rescrambled by
the second control word; and retrieving the content
rescrambled by the second control word in response to a
request from the secondary CAclients.

In another aspect of the present invention, a method to
process media content provided by a primary security system,
includes: receiving, at a secondary CA client from a second-
ary CA server through a network connection, access con-
trolled data thatis in an access controlled format andthatis at

least partially derived from entitlement management mes-
sages of the primary security system. In one example of an
embodiment, the secondary CA client does not have a user
key representing a subscriber of the primary security system.
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In one example of an embodiment, the access controlled
format protects access to data using a digital rights manage-
ment system.

In one example, the methodfurther includes: automatically
determining whetheror not to descramble a portion of media
content received from the primary security system for record-
ing according to the entitlement data; descrambling and
recording the portion of the media content in response to a
determination to descramble; and recording the portion ofthe
media content without descrambling in response to a deter-
mination not to descramble.

In one example of an embodiment, the method further
includes: sending, from the client of the secondary condi-
tional server to the secondary CA server through a network
connection, an entitlement control message, the entitlement
control message containing a control word in an encrypted
form; where the access controlled data comprises the control
word. In one example, the method further includes: descram-
bling media content using the control word; and storing the
media content in a storage under protection of a secondary
security system. In another example, the method further
includes: descrambling media content using the control word;
and rendering the media content for presentation. In one
example, the entitlement control messageis retrieved from a
storage device; the entitlement control message is controlled
by a first entitlement management message for a first time
period, which is earlier than a second entitlement manage-
ment message for a second time period including a time
between when the entitlement control message is sent from
the secondary CA client to the secondary conditional server
and whenthe access controlled data is receivedat the second-

ary CA client. In one example, the access controlled data
includes a decrypted version of the entitlement control mes-
sage.

In one example of an embodiment, the access controlled
data includes a result of descrambling media content
scrambled by the primary security system.

In one example of an embodiment, the method further
includes: receiving a first entitlement control message for
descrambling a portion of media content received from the
primary security system; and sending the first entitlement
control message from the secondary CAclient to the second-
ary CA server through a network connection. The access
controlled data comprises a second entitlement control mes-
sage as a replacementofthe entitlement control message; and
the second entitlement control message is stored with the
portion of the media content. In one example, both thefirst
and the second entitlement control messages contain a same
control word; the second entitlement control message is
encrypted for decryption using a key of the secondary CA
server. In another example, the first entitlement control mes-
sage contains a first control word; the second entitlement
control message contains a second control word;the first and
second control wordsare different; the access controlled data
further comprises the first and second control words; and the
methodfurther includes: descrambling the content using the
first control word and rescrambling the content using the
second control word.

The present invention includes methods and apparatuses
which perform these methods, including data processing sys-
tems which perform these methods, and computer readable
media which when executed on data processing systems
cause the systemsto perform these methods.

Other features of the present invention will be apparent
from the accompanying drawings and from the detailed
description which follows.
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6
BRIEF DESCRIPTION OF THE DRAWINGS

The presentinvention is illustrated by way of example and
not limitation in the figures of the accompanying drawings in
whichlike references indicate similar elements.

FIG. 1 shows a block diagram example ofa data processing
system which may be used with the present invention.

FIGS. 2A and 2B shows a primary security system bridged
to a secondary security system according to one embodiment
of the present invention.

FIG.3 illustrates a complex networked system with mul-
tiple primary security systems reaching multiple secondary
security systemsclients across a home network environment
according to one embodimentofthe present invention.

FIG.4 illustrates a conditional access arrangement which
maybe used with the present invention.

FIG.5 illustrates a system having a secondary CA server
for providing control words to secondary CA clients accord-
ing to one embodimentof the present invention.

FIG.6 illustrates a system having a secondary CA server
for providing media content to secondary CA clients accord-
ing to one embodimentof the present invention.

FIG.7 illustrates a system having a secondary CA server
for decoding entitlement control messages for secondary CA
clients according to one embodimentofthe presentinvention.

FIG.8 illustrates a system having a secondary CA server
for providing substitutive entitlement control messages to
secondary CA clients according to one embodimentof the
present invention.

FIG.9 illustrates a system having a secondary CA server
for re-scrambling media content for secondary CA clients
according to one embodimentofthe present invention.

FIG. 10A illustrates an authorization process for recorded
media content according to one embodimentof the present
invention.

FIG. 10B illustrates a prior art scenario to access recorded
content.

FIG. 10C illustrates a scenario to access recorded content

according to one embodimentofthe present invention.
FIG. 11 illustrates a system in which a secondary CA

server is configured to decode the control words for the cap-
tured media contentretrieved from a storage device according
to one embodimentof the present invention.

FIG. 12 illustrates a system in which a secondary CA
server is configured to decode the control words for capturing
media content into a storage device according to one embodi-
ment of the present invention.

FIG. 13 illustrates a system in which a secondary CA
server is configured to automatically decode the control
words before capturing media content into a storage device,
or after retrieving captured media content from the storage
device, according to one embodimentof the present inven-
tion.

FIG. 14 illustrates a system in which a secondary CA
server is configured to generate substitutive entitlement con-
trol messages and decode the control words for the captured
media content retrieved from a storage device according to
one embodimentof the present invention.

FIG. 15 shows a method of using a secondary CA server
according to one embodimentofthe present invention.

FIG. 16 showsa detailed method of a secondary CA server
according to one embodimentofthe present invention.

DETAILED DESCRIPTION

The following description and drawingsare illustrative of
the invention and are not to be construed as limiting the
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invention. Numerousspecific details are described to provide
a thorough understanding of the present invention. However,
in certain instances, well known or conventional details are
not described in order to avoid obscuring the description of
the present invention. References to one or an embodimentin
the present disclosure are not necessarily references to the
same embodiment; and, such references mean at least one.

FIG. 2A shows a primary security system bridged to a
secondary security system according to one embodiment of
the present invention. In FIG. 2A, the primary CA server
(253) controls the accessto the contentin the primary security
domain (251). The primary security domain (251)is typically
a broadcast CA system. The primary CA server (253) trans-
mits entitlement management messages and entitlement con-
trol messages so that only authorized clients, such as a sub-
scriber’s set top box (e.g., 257) can access (decrypt) the CA
protected content.

In one embodimentof the present invention, a secondary
CA server (255) bridges the primary security domain (251)
and the secondary security domain (261). The secondary
security domain typically includes a set of secondary CA
clients (e.g., 271, 273, ... , 279). The bridge (259) typically
passes CA protected content from the primary security
domain (251) to the secondary security domain (261) so that
the secondary CA clients (e.g., 271, 273, . . . , 279) in the
secondary security domain (261) may access the content
secured in the secondary security domain underthe control of
the secondary CA server (255) in accordance with security
messages provided by the primary security domain (251) to
the secondary CA server (255). The secondary CA clients
(e.g., 271, 273, . . . , 279) rely on the secondary CA server
(255) to obtain the content. The secondary CA server (255)is
partially in the primary security domain (251), since the sec-
ondary CAserveris capable of processing the control infor-
mation for conditional access provided by the primary CA
server (253). The secondary CA server(255) acts as a client of
the primary security domain (251) and as a control informa-
tion provider of the secondary security domain (261).
According to the access terms and conditions given by the
primary CA server (253), the secondary CA server (255)
conditionally allows the secondary CA clients (e.g., 271,
273, ..., 279) to access the content.

For example, in FIG. 2A, the bridge 259 may handover the
scrambled (encrypted) content to the secondary CA clients.
To descramble (decrypt) the content, the secondary CA cli-
ents request information from the secondary CA server (255).
For example, in one embodiment, the secondary CA server
(255) provides control words for descrambling the content to
the authorized secondary CA clients. The control words are
provided underthe protection of a DRM system in the sec-
ondary security domain (261). The secondary security
domain can include another CA server (not shown). In FIG.
2A, the bridge (259) mayalso be partially or completely
combined within the secondary CA server (255) as a single
physical componentof a distributed system.

Note that in FIG. 2A,a bridge and a further secondary CA
server can be used to extend from the secondary domain (261)
into another domain. For example, the client (279) can be
replaced with a bridge and a further secondary CA server ina
waysimilar to the bridge (259) and secondary CA server
(255) replacing a set top box. Such an approach can be used
recursively to form a chain of security domains bridged
through the use of a hierarchy of cascaded secondary CAservers.

In one embodimentofthe present invention, the secondary
security domain is for a localized network, such as a network
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within a homeor hotel or other domain. Alternatively, the
secondary security domain may include Internet.

FIG. 2B illustrates a bridge (283) in relation with a sec-
ondary CA server (281). In FIG. 2B, the secondary CA server
processes security messages, such as CA messages from the
primary security domain. In one embodimentof the present
invention, the secondary CA servertranslates authorization
from the primary security domain into authorization in the
secondary security domain. The secondary CA server gener-
ates security message for the secondary security domain in
accordance with authorization obtained from security mes-
sages in the primary security domain. Thus, entities not
known in the primary security domain can be provisioned
through the use of the secondary CA server, which has an
identity knownin the primary security domain and knowsthe
entities in the secondary security domain. In one embodi-
ment, the secondary CAserverfollowsrules (e.g., CA mes-
sages) of the primary CA server to manage a secondary sub-
scriber management system (SMS)that is different from the
primary subscriber management system managedbythepri-
mary CAserver. In one embodiment,theclient identities and
authentication methods used by the secondary CA server in
the secondary subscriber management system are indepen-
dent from those used by the primary CA serverin the primary
subscriber managementsystem.Asa server in the secondary
subscriber management system anda client in the primary
subscriber management system, the secondary CA server
bridges the two subscriber management systems. In one
embodimentofthe present invention, the CA servers support
two different roots of trust for security. The secondary CA
server and the primary. CA server supportsrootoftrust inde-
pendent from each other. In one embodiment,therootoftrust
is used to authenticate clients; the client authentication in the
secondary security domain is completely independent from
the client authentication in the primary security domain; and
the authorization to use in the secondary security domainis in
accordance with the authorization to use conveyed in the
primary security domain.

In FIG. 2B, a number of components are illustrated for the
bridge (283), such as a physical interface (285), a transcram-
bler (287) and another physical interface (289). For example,
the physical interface (285) may bea tuner which convertsthe
signals representing the CA protected content into a data
format; the transcrambler (287) may convert the protected
content from oneprotected (e.g., encrypted) format to another
protected (e.g., encrypted) format; and the physical interface
(289) may be a data network communication interface for
transmitting the protected contentto a clientin the secondary
security domain. The secondary CA server mayreceive infor-
mation from the physical interface (285). The secondary CA
server (281) may directly provide the content to the physical
interface (289) in accordance with the authorization from the
CA messages. The secondary CA server (281) may provide
messagesto control the operationsofthe transcrambler (287)
and physical interface (289) in accordance with the authori-
zation derived from the CA messages. In general, a bridge
mayinclude more or less components than those illustrated in
FIG. 2B. For example, a bridge may have oneor moreof: as
a tuner, a transcrambler, a transcoder, a physicalinterface, a
network communication interface, a cable, a storage device,
etc.

FIG.3 illustrates a complex networked system with two
primary security system sources (211 and 215) with their own
primary CAservers (226 and 228), two secondary CA servers
(227 and 225) and many secondary CAclients (207, 209, 217,
221, 231 and 233). In one embodimentofthe present inven-
tion, a secondary CA server is used to provide services to a

IPR2025-00305 
ASUS EX1001 Page 25



US 8,291,236 B2
9

plurality of devices connected to a network (201), such as a
local area network (LAN) or a wireless LAN. The network
(201) maybepartially a wired Ethernet in a home ofa service
subscriber with one or more wireless access points for mobile
devices such as a personal data assistant (PDA), a palm com-
puter, a notebook computer, or a cellular phone(e.g., con-
nected to the network through a WiFi or Bluetooth connec-
tion). For example, in FIG. 3, the PDA (243) connects to the
access point (241) through the wireless connection (245) and
further to other components through the network (201). The
network may also be a network for an organization or a
commercial establishment (e.g., a hotel or a motel chain),
such as an intranetor a virtual private network.

In FIG. 3, a cable TV secondary CA server (225) is used
with the cable TV service. The cable primary CAserver (228)
couples with the cable headend (215) to provide the CA
protected media content through the cable television trans-
mission system to the cable TV bridges (e.g., 217 and 219)
which may include cable TV tuners. The cable TV bridges
receive the data packages and de-multiplex the entitlement
management messagesand entitlement control messages and
the scrambled media content. Under the contro] and with the

help of the cable TV secondary CA server (225), the media
content can be secured onastorage(e.g., 221, 223 or 235) for
access by various devices which can play back the media
content, such asthe personal computer (233) the media player
(231), or the PDA (243). The personal computer (233) typi-
cally displays the video content on the display device (239),
such as a Cathode Ray Tube (CRT) monitor or a flat Liquid-
Crystal Display (LCD) panel. The media player (231) typi-
cally presents the media content on a television set (237). A
media player mayalso be integrated with a television set to
form a network-ready digital television set.

In one embodiment, the cable TV secondary CA server
provides services to descramble/decrypt the cable TV broad-
cast. The decrypted/descrambled informationis protected in a
digital rights management system so that the media content
from the broadcast of the cable TV system can be used in an
authorized way. When authorized, the content can be
recorded and played back at any time on any device conve-
nient to the user in accordance with the rights of the sub-
scriber. For example, with a subscription to only one simul-
taneoususe, a user may chooseto use cable TV bridge (217)
to receive the broadcast and view the program on the TV
(247), or use cable TV bridge (219)to record the program on
the storage (223) for playing backat a different time using the
PDA (243), the personal computer (233) or the media player
(231).

In FIG.3, a satellite TV secondary CA server (227) is used
to provide services to both the satellite TV bridge A (207) and
the satellite TV bridge B (209). The satellite TV secondary
CAserver (227) maystore the protected media content on its
storage (229) or on other storage devices on the network, such
as the storage (235) of the personal computer (233) or the
storage (221). Typically, a satellite (211) broadcasts (213) the
protected media content to a geographical area. Separatesat-
ellite dishes (e.g., 203 and 205)are used fordifferentsatellite
bridges (e.g., 207 and 209) respectively.

Traditionally, to access two different channels simulta-
neously, two set-top boxes are used. Satellite set-top boxes
are independent from each other. Thesatellite broadcasts to
the two set-top boxes as if the set-top boxes were for two
different subscribers. In one embodiment of the present
invention, the satellite TV secondary CA server provides
services to both the satellite TV bridges. The satellite TV
secondary CA server (227), not the satellite TV bridges (207
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and 209), has the data representing the subscriber. Thus, one
subscriber needs only one unique identification for the opera-
tion of multiple tuners.

In one embodiment, different secondary CA servers are
used to extend the services of different primary CA servers,
since different primary CA systems typically use entirely
different algorithms and protocols for the entitlement man-
agement messages and entitlement control messages. In one
embodimentofthe present invention,the different secondary
CAserversare physically in one data processing device with
different software and smart cards for the processing of the
messages of different CA systems. Further, a secondary CA
server may be integrated with a bridge, a storage device, a
renderer (e.g., PDA 243, personal computer 223, media
player 231), or a combination of them. For example, the
satellite TV secondary CA server mayincludea storage for
recording media content, a bridge for interfacing with a sat-
ellite dish and a renderer for decoding the media content into
standard video signals (for a television set and/or for a com-
puter monitor).

Further details about various different arrangements of the
components(e.g., secondary CA server, bridge, storage, ren-
derer) and the operations of the components are provided
below.

FIG.4 illustrates a conditional access arrangement which
maybeusedwith the present invention. In one embodimentof
the present invention, a secondary CA server contains a secu-
rity device (307) which has a unique user key (331)to repre-
sent the subscriber. The user key (331) can be used to decrypt
the entitlement management message (EMM) (301), which
has the encrypted service key (311). In one embodimentofthe
present invention, the secondary CA server performs the
EMMdecryption (321) for secondary CA clients using the
user key (331) to recover the service key (SK) (333). The
entitlement control message (ECM) (303) contains the
encrypted control word (313). In one embodiment of the
present invention, the secondary CA server further performs
the ECM decryption (323) using the service key (333) to
recover the control word (CW) (335) for the secondary CA
clients. The scrambled content (305) can be descrambled
using the control word (335) to generate the content (337). In
one embodiment, the secondary CA server provides the con-
trol word to an authorized secondary CAclient to descramble
the content (305). Alternatively, the secondary CA server may
further include a descrambler (325) to descramble the content
for secondary CA clients.

The descrambler of a digital television system usesa stan-
dard algorithm (e.g., Common Scrambling for DVB, DESfor
Advanced Television Systems Committee (ATSC) standard
(Conditional Access System for Terrestrial Broadcast)). The
descrambler (325) can be conveniently located on any of the
components(e.g., a bridge, a renderer or a storage).

In one embodimentofthe present invention, a secondary
CA server performs ECM decryption (323) and then gener-
ates a replacemententitlement control message. The replace-
mententitlement control is encrypted for decryption using a
different service key, which is under the control of the sec-
ondary CAserver, so that the secondary CA server does not
need to maintain the service key (333) for recorded contents.
The replacemententitlement control can be recorded with the
scrambled content (305) protected by the DRM system for
later use.

In one embodiment of the present invention, the control
wordis further changedfor recording. After the descrambler
(325) generates the clear content (337), the clear content is
re-scrambled using a different control word for recording. For
the recorded content, the CA protection maybetranslated so
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that the control word may change in-frequently (e.g., one
control word for one entire movie).

Typically, a secondary CA server performs both EMM
decryption (321) and ECM decryption (323) forall the sec-
ondary CAclients (e.g., a bridge, a renderer or a storage),
since both the ECM and EMMarespecific to a particular CA
system.

In one embodimentofthe present invention,the results of
a secondary CA server are protected using a DRM system;
andthe DRM system managesthe rights accordingto the data
in the EMM (and/or ECM).

Although FIG. 4 showsa particular encryption/decryption
arrangement of a CA system,it is understood that different
arrangements can also be used with the present invention. For
example, in a CA system, the service key may be delivered
physically instead of through broadcasting. In general, the
entitlement management messages are broadcast to indi-
vidual devices to individually authorize entitlement; and the
entitlement control messages are typically broadcast to all
devices to provide the common key for descrambling the
broadcast stream. It is understood that a service key repre-
sents the entitlement recovered from the entitlement manage-
ment message; and the control word represents the key recov-
ered from the entitlement control message for descrambling
the media content.

FIG.5 illustrates a system having a secondary CA server
for providing control words to secondary CA clients accord-
ing to one embodimentofthe present invention. In FIG.5, the
secondary CA server (431) uses its user key (UK 433) to
recoverthe control word from the encrypted entitlement man-
agement message (EMM 435)andentitlement control mes-
sage (ECM 437) for the secondary CA clients over the net-
work (439). The recovered control word (441) is protected
using a DRM system; and only a secondary CA client with
appropriate rights (443) can use the control word (445) to
descramble the content (447) to obtain the clear content (449)
that is not encrypted/scrambled.

Therights to the control word can be determined from the
data in the EMMatthe time ofrecording and/orat the time of
playback. The control word can also be provided to the sec-
ondary CA clients in real time as the broadcastis received for
immediate viewing.

Since the control word is provided through the network
(439) which may cause unpredictable network communica-
tion delay, arrangement is made to synchronize the control
wordwith the decoding ofthe media content. In one embodi-
ment, the secondary CA client synchronizes the control word
obtained from the server with the stream ofmedia content for

descrambling operation. In one embodimentof the present
invention, a secondary CA client for playing back the media
content buffersa time period worth ofcontentin a pipeline for
playback in anticipation of unpredictable network delay in
obtaining the contro] word, which changes frequently (e.g.,
every 0.1 second). When a control word is delay, the
descrambled content in the pipeline decreases and the
scrambled content in the pipeline increases; when the control
word is received, the descrambling operation resumes to
increase the descrambled contentin the pipeline and decrease
the scrambled content in the pipeline. Thus, the buffering
allows the secondary CA client to maintain a constant fate of
descrambled content for rendering in real time.

In one embodimentof the present invention, a secondary
CAserver further includes a descramblerso that the second-

ary CA clients do not need a descrambler.
In one embodimentofthe present invention, the secondary

CA server (431) uses both the data in the EMM received prior
to the content reception and the data in the EMM received
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prior to the content consumption,ifdifferent, to determine the
rights of the user for the service key. For example, in one
embodimentofthe present invention, whenthe useris entitled
to the contentat the time of recording, the service key can be
recovered for the data in the EMMatthe time of recording.
Whenthe recorded content is retrieved from the storage for
playback, the secondary CA server mayfurther determine the
rights according to the data in the EMM forthe current time
period.In one embodiment, for example, the useris entitled to
view the recorded content only if the user is currently a valid
subscriberofthe service (e.g., subscribing for the viewing of
recorded contents). Alternatively, the secondary CA server
uses only the data in the EMMatthe time of recording to
determinethe rights to the recorded contents.

In one embodimentofthe present invention, a primary CA
server provides entitlement only at playback time. For
example, the system can allow the user to record programs
that the user is not entitled to use at the time of recording.
After the user obtains the required rights (e.g., through pur-
chase for pay-per-view,orupgrading a subscription package),
the user can then playback the recorded information at any
convenient time.

Generally, different CA systems(e.g., primary or second-
ary CAservers) have entirely different implementations of
EMMand ECMbutsimilar or same descramblers for content

protection (e.g., according to the ATSC Standard). In one
embodimentofthe present invention, a secondary CA server
decodes both the EMM and ECM andother client compo-
nents process the content in standard formats (e.g., using a
standard descrambling algorithm).

FIG.6 illustrates a system having a secondary CA server
for providing media content to secondary CA clients accord-
ing to one embodimentofthe present invention.In FIG.6, the
secondary CA server (461) has a user key (463) to decrypt the
encrypted entitlement management message (EMM 471) and
the encrypted entitlement control message (ECM 473) and
the scrambled content (475). The secondary CA server
descrambles the content and provides the DRM protected
content (467) through the network (465) so that only the
secondary CA client with the appropriate rights (469) can use
the content (477).

In one embodimentofthe present invention, the secondary
CA server (461) includes one or more bridges and a storage
device. The content can be recorded andstoredin the storage
device for later viewing or provided for real time use. The
secondary CA server may directly record the original CA
protected content, or record the descrambled content (with
encryption for DRM protection), or record the content with
substitutive CA protection (e.g., with replacement entitle-
ment control message, or rescrambling using a different con-
trol word). In one embodimentofthe present invention, the
DRMprotected content (467) is provided to the secondary
CA clients according to the rights determined from EMM
(and/or ECM) messages(e.g., at the time ofrecording and/or
the time of playback).

FIG.7 illustrates a system having a secondary CA server
for decoding entitlement control messages for secondary CA
clients according to one embodimentofthe presentinvention.
In FIG.7, the secondary CA server (501) with the user key
(503) decodes the entitlement management message (EMM
507) and the entitlement control message (ECM, 509) to
provide, over the network (505), the local entitlement control
message (ECM, 511), which is protected under a DRM sys-
tem. The secondary CAclient withthe rights (513) to the local
entitlement control message (ECM,511) can use the control
word (515) in ECM,(511) to descramble the content (517).
Typically, the secondary CA client sendsthe local entitlement
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control message (ECM, 511) back at the playback time for
the control word (515) and then generates the clear content
(519) using the control word (515) received from the second-
ary CA server (501). In one embodiment, the clear content
(519) is rescrambled using a different scheme before stored
ona storage. Alternatively, the descrambled content (519) can
be recorded andstored in a storage under the protection of a
DRMsystem.

Alternatively, a storage records the scrambled content
(517) with the DRM protected ECM, (511) so that a device
with rights (513) can retrieve the media content (517) and
ECM, (511) for viewing at a different time. The decoded
entitlement control message ECM, (511) may be used to
replace the original encrypted entitlement control message
ECM,(509) to generate a stream for storage and access under
the DRM system. Since the use of the decoded entitlement
control message (ECM, 511) does not require the service key
of the primary security system, the management of the
recorded content can be simplified.

In one embodimentof the present invention, a secondary
CA server generates substitutive entitlement control mes-
sages which are encrypted for decryption by a different ser-
vice key that is managed by the secondary CA server(e.g.,
generated and maintained by the CA server). Typically, the
CA system of a primary security system changesthe service
key periodically (e.g., once a month). Entitlement control
messages recorded from different time periods need different
service keys for decryption. In one embodimentofthe present
invention, to simplify the service key management for the
recorded content, a secondary CA server re-encrypts the
entitlement control message to generate a substitutive entitle-
ment control message for recording. The secondary CA
server can later decrypt the substitutive entitlement control
message without using the original service key.

FIG.8 illustrates a system having a secondary CA server
for providing substitutive entitlement control messages to
secondary CA clients according to one embodiment of the
present invention. In FIG. 8, the secondary CA server (531)
receives the entitlement management message (EMM 541)
and the entitlement control message (ECM, 543) which is to
be decrypted using a service key (SK) provided by the EMM
(541). The secondary CA server (531) decrypts the EMM
(541) using the user key (533) to obtain the service key (SK,)
and then further decrypts the ECM,(543) using the service
key (SK,,) and obtains the control word (CW). The secondary
CA server managesa service key SK, (535) and re-encrypts
the control wordto create a local entitlement control message
(ECM, 545), which can then be decrypted using the service
key SK,(535). The decryptionofthe local entitlement control
message ECM,(545) does not needthe original service key
(SK,,) sent in the EMM (541). The secondary CA server(531)
provides the ECM,(545) as a substitutive entitlement control
message to a secondary CAclient through the network (537).
The original entitlement control message (ECM, 543) is
replaced with the substitutive entitlement control message
(ECM, 545) to record and store the scrambled content (547)
on the storage (539). When the scrambled contentis retrieved
from the storage (539)for use in a renderer, the secondary CA
server (531) can decode the ECM,(545) using the service key
(SK, 535) to retrieve the control word in the ECM,(545). The
secondary CA server can then provide the control word to a
secondary CA client in a wayillustrated in FIG. 5. The sec-
ondary CA server (531) may further determine whetheror not
to release the control word based on the entitlement manage-
ment message received at the time of decrypting the substi-
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tutive control message (ECM, 545). In one embodiment, the
information stored on the storage (539) is further protected
under a DRM system.

Ina typical conditional access ofa primary security system
(e.g., digital TV or satellite TV), the control word changes
frequently (e.g., once every 0.1 second). To protect the
recorded and stored content, which may be further protected
under a DRM system, it may not be necessary to change the
control word as frequently. For example, an entire recorded
movie may be rescrambled using one control word. In one
embodimentofthe present invention, a secondary CA server
is used to descramble and re-scramble the CA protected con-
tent for recording.

FIG.9 illustrates a system having a secondary CA server
for re-scrambling media content for secondary CA clients
according to one embodiment of the present invention. In
FIG.9, the secondary CAserver (561) receives the broadcast,
including the entitlement management message (EMM 571),
the entitlement control message (ECM, 573) and the
scrambled content (575). The secondary CAserver (561) uses
the user key (563) to access the data in EMM (571)(e.g.,
recovering the service key), to accessthe data in ECM, (573)
(e.g., recovering the control word), and to descramble the
content (575). The secondary CA server (561) then
rescrambles the content (e.g., using a different control word)
and provides the rescrambled content (569) with the new
entitlement management message (ECM, 567) to one or more
secondary CA clients through the network (565). In one
embodiment, the ECM, (567) is protected under a DRM
system so that only the secondary CA clients with appropriate
rights (581) can challenge the secondary CA server by send-
ing the ECM, (567) at playback time and get in return the
control word (CW, 577) for descrambling the content (569)
to recoverthe clear content (579). In one embodimentof the
present invention, the ECM, (567) is further encrypted for
decryption with a substitutive service key in a way similar to
that illustrated in FIG.8.

FIG. 10A illustrates an authorization process for recorded
media content according to one embodimentof the present
invention. In FIG. 10A,the primary CA system (e.g., a digital
TV system, or a satellite TV system) first sends (731) an
entitlement management message (EMM)requesting cach-
ing of a program. The user may notalready subscribe to the
program (e.g., a movie or a sport program). Thus, the device
ofthe user may not be authorized to descramble the program.
According to one embodimentof the present invention, the
device of the user can record (743) the scrambled program
after receiving the EMMthatrequests caching the program at
a subscriber system. The primary CA system thenstarts (733)
broadcasting the program. After a period oftime based on the
length of the program, the content providing system ends
(735) broadcasting the program. During the period, the device
of the user records (743) the scrambled program. Since the
user is not a subscriber to the program, the device is not
authorized to playback the scrambled content at the time of
recording. After the recording, the user may be prompted for
availability of the program.If the user requests (745) autho-
rization (which may be at any time) to use the recorded
program, an authorization EMM (737) is generated. The
authorization EMM maybegeneratedlocally at the device,in
a way similar to impulse pay per view (IPPV), or generated
after the user calls the operator to obtain the authorization, in
a way similar to over the phone pay per view (OPPV), or
generated after the device transmits the request to the CA
system through a data connection, in a way similar to Video-
on-Demand (VOD). Once the device obtains the authoriza-
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tion to playback the recorded program, the device can
descramble the program for playback (747).

In one embodimentof the present invention, a secondary
CA serveris used to process and manage the EMMforsec-
ondary CA clients. The authorization for playback is
requested and granted through the secondary CA server. In
one embodiment, the primary CA server is aware of the
secondary CA server as a subscriber. For example, the pri-
mary CAserveris aware of the identity of the secondary CA
server and provides authorization according to the subscrip-
tion status of the secondary CA server. However, the primary
CA server may not aware of the identities of the secondary
CA clients. In one embodimentofthe present invention, the
secondary CA server translates the authorization obtained
from the primary CAserverinto authorization for the clients
of the secondary server in a way consistent with thepolicy of
the primary CAserver.

For example, the secondary CA server may not consume
the content; and the secondary CA server may be used to
authorize one ofits clients to use the subscription and con-
sume the content (e.g., playback the media content in real
time or after the media content is recorded). Thus, the sec-
ondary CA server may dynamically attach its subscriberiden-
tity to one ofits clients so that the combined secondary CA
server and the corresponding client, which is dynamically
selected, can be viewed as a subscriber that is known to the
primary CA server.

Further, the secondary CA server may translate access
policies in other sophisticated ways. For example, the sec-
ondary CA server may determine the authorization of simul-
taneous access by multiple devices to the sameor different
media contents. For example, a subscriber may have a sub-
scription to use two independentplayersto see different chan-
nels. Instead of providing the subscriber with two set top
boxes with two different identities, the vendor can provide the
subscriber with a secondary CA server, which has one iden-
tity and authorizes twoplayers to play back the media content
according to the authorization from the primary CA server
based on the subscription.

FIG. 10Billustrates a prior art scenario to access recorded
content. In FIG. 10B, a user device (755), such as a set top
box, that has an identity recognized as a subscriber interacts
with the primary CAserver (753) directly in the authorization
process. For example, after the primary CA server sends a
request to cache a program to a recorder (751), which is
typically a part of a set top box, CA protected media content
(765) can be recordedin recorder (751). At the time ofrecord-
ing the user maynotbe entitled to view the media content. The
CA protected media content can then bestored in the recorder
(751) in a CA protected format. To use the media content
(759), the user device needs authorization from the primary
CA server. If the user device has not already obtained the
authorization, the user device (755) requests (763) authoriza-
tion to use in communication with the primary CA server
(753), which may then send an authorization message (761)
to the user device. The request for authorization may be
alternatively sent through a user phonecall, or through a data
link between the primary CA server (753) and the user device
(755).

In FIG. 10C,the identity of the client ofprimary CA server
(753) is directly attached to the user device which may be
authorized accordingto the identity to remove CA protection
from the received media content and play back (consume) the
media content.

FIG. 10C illustrates a scenario to access recorded content

according to one embodimentof the present invention. In
FIG. 10C, the authorization processis through the secondary
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CA server (772), which is a client of the primary CA server
(773). The secondary CA server (772) has an identity recog-
nized as a subscriber of the primary CA server (773). The
secondary CA server (772) may forward, translate, and/or
manage its authorization received from the primary CA
server (773) into authorization for its clients, such as the
media player (775). Thus, even though the media player (775)
may not have an identity recognizable as a client of the
primary CAserver (773), through the secondary CA server
(772) the media player (775) is effectively recognized as a
legitimate subscriber. Thus, one embodimentofthe present
invention allows the dynamic integration oftwo devices(e.g.,
the secondary CA server and a media player) into one logical
entity, which mayprovide the functionality ofa traditionalset
top box.

Further, one embodiment of the present invention allows
the separation of the identity of the client of primary CA
server (753) in one device (e.g., a secondary CA server) and
a user device which may be authorized according to the
identity to remove CA protection from the received media
content and/or play back the media content. Such an arrange-
mentallows enormousflexibility in a content delivery system
according to one embodiment ofthe present invention. For
example, the media player (775) may use a different content
protection system, such as a DRM system; the primary CA
server don’t have to support all media players of its users/
subscribers; and the secondary CA sever can be used to
extend the service and functionality of the primary CA sys-
tem. Further, for example, the user can copy the protected
content and moveit to other storage medium andstill be able
to watch the content through the control of the secondary CA
server. For example, the protected content can be distributed
on a local network (e.g., within a home,a hotel, a campus, a
building, etc.) through various available communication
tools, media and protocols while the rights to use the pro-
tected content can be managed though the control of the
secondary CAserver in accordancewith the authorization the
secondary CA server obtained from the primary CA server.

In one embodiment, the secondary CA server (772) pro-
vides the authorization to its clients in a way consistent with
the authorization it obtained from the primary CA server
(773). Thus, the secondary CA server (772) conveyslegiti-
mate rights to its clients in accordance with the authorization
from the primary CA server (773) without providing illegiti-
mate access.

For example, in FIG. 10C, the primary CA server may
request (777) the recorder (771) to cache a program. The
recorder (771) then records the CA protected media content
(785)for later retrieval. The recorder (771) can be a device
separated from the secondary CA server (772) and the media
player (775), or a componentintegrated within the secondary
CA server (772) or the media player (775). To play back the
media content (779), the media player (775) requests (789)
authorization to use from the secondary CA server (772),
since the media player (775) is not a direct client of the
primary CAserver (773). If the secondary CA server (772)
has not yet obtained the authorization, the secondary CA
server (772) sends an authorization request (787) to the pri-
mary CAserver (773), which can then provide an authoriza-
tion message (781) to the secondary CAserver (772) based on
the identity ofthe secondary CA server (772) as a clientofthe
primary CA server (773). The secondary CA server then
sends an authorization message (783) to the media player
(775) based on the identity of the media player (775) as a
client of the secondary CA server (772), in accordance with
the authorization message (781) received from the primary
CA server (773).
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In one embodimentof the present invention, a secondary
CA server has data to represent a subscriber. The secondary
CA serveris used to processing the entitlement management
message and/or the entitlement control message of the pri-
mary CAserver. A bridge interfaces with the primary security
system to reconstitute the data stream, including the entitle-
ment management message, the entitlement control message
and the scrambled content. A storage is used to store the
content for playing backat a different time. A rendereris used
to process the content for presentation. Since the contentis
typically control word scrambled/descrambled using a stan-
dard algorithm, a standard scrambler/descrambler can be
continently located on the conditional access, the bridge, or
the renderer, depending on the network configuration and/or
other considerations.

Although some of the figures (e.g., FIGS. 11-14) and
descriptions show a secondary CAserver, a bridge,a storage,
a renderer separately, it is understood that a secondary CA
server, a bridge, a storage, a renderer can be physically com-
bined in various different ways. The communication between
these componentsis not necessarily all through network con-
nections. For example, a secondary CA server maybe physi-
cally separate from a bridge and a renderer and communicat-
ing to the bridge and renderer through a network; and the
bridge and the renderer may be physically separated from
each other or combined in one device. Alternatively, the sec-
ondary CA server may be combined with a bridge, commu-
nicating with a renderer over a network, or be combined with
arenderer, communicating with a bridge over a network. The
storage may be connected through a network to a secondary
CA server, a bridge and a renderer, which may be combined
in various waysasillustrated above. Alternatively, the storage
maybein at least one of the secondaryCA server, the bridge
and the renderer and connectedto the rest of the components
through a network. l'urther, a storage may partially in one
componentandpartially in another. Asillustrated in FIG. 3, a
networked system may have multiple bridges, multiple ren-
derers and multiple storages. Typically, one secondary CA
server is a client of one primary CA server. However, one
secondary CA server may also be a client of multiple CA
systems.

In one embodimentof the present invention, a secondary
CA serveris used on a networkto provide services to second-
ary CA clients. For example, a secondary CA server may
decode entitlement management messages to determine
rights for a DRM system, decode entitlement control mes-
sages to recover control words for secondary CAclients,
generate substitutive entitlement control messages,
descramble CA protected contents for secondary CA clients,
rescramble CA protected contents for secondary CA clients,
etc.

FIG. 11 illustrates a system in which a secondary CA
server is configured to decode the control wordsfor the cap-
tured media contentretrieved from a storage device according
to one embodimentof the present invention. In FIG. 11, the
bridge (603) interfaces with the primary security system to
receive the broadcast feed (601), including the user key (UK)
protected entitlement management message (EMM 615), the
service key (SK) protected entitlement control message
(ECM 613) and the control word (CW) scrambled content
(611).

The bridge (603) may include one or more components,
such as a tuner, a transcrambler, a transcoder, a physical
interface, a network communication interface, a cable, a stor-
age device, etc.

The bridge (603) sends the entitlement management mes-
sage (627) to the secondary CA server (609), which has the
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user key (621) that represents the identity of the subscriber.
The secondary CA server (609) determines the entitlement of
the subscriber to the content from the entitlement manage-
ment message (627). For example, the secondary CA server
(609) uses the user key (621) to retrieve the service key from
the entitlement management message (627). The storage
(605) stores the content and the entitlement control message
(617) underthe protection of a DRM system.

Although FIG. 11 shows a link between the bridge (603)
andthe storage (605), it is understood thatthe recording ofthe
content is not necessary through a direct path from the bridge
to the storage. For example, the content and the entitlement
control message may be sent to the secondary CAserver,
whichthen recordsthe contentinto the storage (605) in accor-
dance to the data in EMM (627). The storage (605) can be
physically integrated within the secondary CA server (609).
Alternatively, or in addition, the bridge (603) may be physi-
cally integrated within the secondary CA server (609).

In one embodimentofthe present invention, only the con-
tent that the subscriberis entitled to according to the EMMat
the time of recording is recorded into the storage (605). For
example, the storage (605) may be a separate network device
or integrated within the bridge (603); and the secondary CA
server (609) authorizes the bridge (603) to record the content
in accordance with the entitlement of the EMM (627).

In one embodiment of the present invention, the bridge
records the content on the storage. In one embodiment, the
bridge records only the contentthat the subscriber is entitled
to use at the time of recording. Based on the data in EMM
(627), the secondary CA server determines whetheror not the
subscriberis entitled to use the scrambled content and sends

a messageto the bridge about the determination. The second-
ary CA server maintains data derived from the EMM (627),
such as the service key, so that the recorded content can be
later decrypted/descrambled after the recorded content is
retrieved from the storage (605) for use.

Alternatively, the bridge may record the scrambled content
and the entitlement control message regardless the entitle-
ment. The secondary CA server maintains data derived from
the EMM (627), such as the service key, so that the recorded
content can be later correlated with the corresponding data
derived from the EMM (627) for decryption/descrambling
operations.

After the renderer (607)retrieves the recorded content and
the associated entitlement control message (617) from the
storage (605), the renderer (605) sends the entitlement control
message (625)to the secondary CAserver (609) protected by
the DRM system. The secondary CA server (609) decodesthe
entitlement control message (625) and releases the control
word (619) only when the accesscriteria are satisfied. The
released control word (619) is protected under a DRM system
so that only the renderer (607) with the appropriate rights
(623) can use the released control word (619) to descramble
the content retrieved from the storage (605).

In one embodimentof the present invention, the released
control word (619) is access controlled according to the
entitlement management message received for the time
period whenthe content is recorded and/or according to the
entitlement management message received for the time
period whenthe contentis retrieved for use. For example, a
movie maybe played back at any time after being recording
if the subscriberis entitled to view it at the time of recording.
Alternatively, a recorded movie may be viewedonly if the
user is a current subscriber. Thus, even if the user is autho-
rizedto play the movie at the time ofrecording, the secondary
CA server still needs to verify that the user is currently a
subscriber at the time of playback according to the entitle-
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ment management messagefor the current time period.In one
embodiment of the present invention, a movie can be
recorded even ifthe subscriberis not entitled to view it at the

time ofrecording,since the entitlement may be obtained after
the recording.

In one embodimentofthe present invention, a CA system
can send entitlement management messages for delayed
authorization. For example, an entitlement management mes-
sage may includea service key for the system to record the
content without the authorization for playback. The second-
ary CA server (609) can managethe service key so that when
the user is subsequently authorized to view the content, the
CA system of the primary security system does not have to
recall which service key was used for the recorded content.
When the user obtains the authorization to view after the

recording(e.g., through a pay-per-viewscheme, or upgrading
the subscription package), the secondary CAserver (609) can
decrypt the entitlement control messageusing the service key
maintained by the secondary CA server.

In one embodimentofthe present invention, the secondary
CA server (609) communicates with the bridge (603) and the
renderer (607) through a network connection. Alternatively,
the secondary CA server (609) may communicate with either
the bridge (603) or the renderer (607) through a network
connection(e.g., when the secondary CAserveris integrated
with either the rendereror the bridge).

FIG. 12 illustrates a system in which a secondary CA
server is configured to decode the control words for capturing
media content into a storage device according to one embodi-
ment of the present invention. In FIG. 12, the bridge (603)
receives the broadcast feed (601), which includes the EMM
(615), ECM (613) and CA protected content (611). The
bridge (603) provides the EMM (627) and ECM (625)to the
secondary CA server (609), which hasthe user key (621). The
secondary CA server (609) recovers the control word (641)
for descrambling the content. The secondary CA serverpro-
vides the DRM protected control word to the authorized
bridge (603) through a network connection. The authorized
bridge descrambles the content and stores the content in the
storage (605). The recorded content (643)in the storage (605)
is protected using a DRM system. Only the renderer (607)
with the appropriate rights (623) can use the recorded content
(643). In one embodimentofthe present invention,the rights
to the recorded content (643) are derived from the entitlement
management messageandthe entitlement control message of
the CA system ofthe primary security system. In one embodi-
ment, the rights are derived from the messagesat the time of
recording. In one embodimentof the present invention, the
rights may be further changed according to subsequent
entitlement management messages.

In one embodiment, the bridge (603) is combined with
renderer (607), which can play back the media contentin real
time. Since the control word is provided through the network,
unpredictable network delay may cause glitches in synchro-
nizing the control word with the media stream. In one
embodiment of the present invention, the bridge buffers a
time period of media stream so that the network delay does
not interrupt the continuous playback of the media stream.

In one embodimentofthe present invention, a system can
automatically switch between removing the CA protection at
the time of recording and removing the CA protection at the
time ofplaying back. For example, the system may automati-
cally removethe CA protection at the time ofrecordingfor the
contentthatthe useris entitled to use at the time ofrecording
and removethe CAprotectionat the time ofplaying back for
the content that the user is not entitled to use at the time of

recording. Alternatively, the switching may be based on auser
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preference, or based on the capability ofthe components used
on the system (e.g., whether or not a bridge has a standard
descrambler, or whether or not renderer has a standard
descrambler), or partially based on the data in an entitlement
management message.

FIG. 13 illustrates a system in which a secondary CA
server is configured to automatically decode the control
words before capturing media content into a storage device,
or after retrieving captured media content from the storage
device, according to one embodiment of the present inven-
tion. In FIG.13, the bridge (603) receives the broadcast (601),
which includes the EMM (615), ECM (613) and CA pro-
tected content (611). The bridge (603) provides the EMM
(627) and ECM (625) to the secondary CA server (609),
which hasthe user key (621). For the contentthat the useris
entitled to use at the time of recording, the secondary CA
server (609) extracts the control word (641) from the ECM
(625) and EMM (627)forthe bridge (603). The bridge (603)
can then descramble the content. After the CA protection is
removed, the content (643)in the storage (605) is placed ina
DRMsystem to prevent unauthorized use. If the CA protec-
tion for the content is to be removedat the time ofplayback,
the scrambled content and the ECM (617) are stored in the
storage (605), protected by the DRM system. Alternatively,
the secondary CA server (609) may managethe service keys
for the decryption ofthe entitlement control messageata later
time. After retrieving the CA protected content, if the CA
protection is not already removed, the renderer (607) sends
the ECM (625)to the secondary CAserver(609) protected by
the DRM system, whichreleases the control word (619) only
to a renderer (607) with the appropriate rights (623).

In one embodiment of the present invention, a system
according to the present invention performs a CA translation
so that the condition access protection for a recorded content
is more suitable for the protection of content stored on a
storage.

FIG. 14 illustrates a system in which a secondary CA
server is configured to generate substitutive entitlement con-
trol messages and decode the control words for the captured
media content retrieved from a storage device according to
one embodiment of the present invention. In FIG. 14, the
bridge (603) receives the broadcast (601), which includes the
EMM (615), ECM, (613) and CA protected content (611).
The bridge (603) provides the EMM (627) and ECM, (625) to
the secondary CA server (609), which has the user key (621).
The secondary CA server (609) decrypts the ECM, (625) and
generates the local ECM, (651). The local ECM, (651) is
provided as a substitutive entitlement control message to
replace the original entitlement control message for record-
ing. Typically only the secondary CA server (609) can
decrypt the local ECM, (651). For example, the secondary
CA server (609) may generate a unique service key to create
local entitlement control message; alternatively, the second-
ary CA server (609) may encrypt the entitlement control
message so that the local entitlement control message can
only be decrypted using the user key (621). The local entitle-
ment control message replaces the original entitlement con-
trol message; and the local entitlement control message and
the scrambled contents are recorded in the storage (605). The
recorded data (653) in the storage (605) may be optionally
protected using a DRM system.To use the recorded content,
the renderer (607) sends the local entitlement control mes-
sage (655) back to the secondary CA server (609) protected
by the DRM system toget in return the control word (619). To
prevent unauthorized access, the secondary CA server pro-
vides the control word (619) underthe protection of a DRM
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system so that only the renderer (607) with the appropriate
rights (623) can used the control word (619).

In one embodimentof the present invention, a substitutive
entitlement control message contains a control word that is
different from the original control wordin the original entitle-
ment control message. In addition to sending the substitutive
entitlement control message to the bridge (603), the second-
ary conditional server (609) also sends the original and the
substitutive control wordsto the bridge (603), underthe pro-
tection of a DRM system. The bridge (603) then descrambles
the content using the original control word, re-scrambles the
content using the substitutive control word, and replaces the
original entitlement control message with the substitutive
entitlement control message for recording. In one embodi-
mentofthe present invention, the CA protectionis translated
so that the CA protection for the recorded contentis suitable
for the managementofplaying back. For example, an entire
recorded movie maybe re-scrambled using one same control
wordso that only one control word is need to play the entire
recorded movie. In one embodimentofthe presentinvention,
the bridge and the secondary CA server are combinedin one;
thus, the secondary CA server can performedthe task of the
descrambling/re-scrambling. Alternatively, the bridge may
send the content to the secondary condition access server
through a network connection forthe descrambling/re-scram-
bling task, which may increase the networktraffic substan-
tially.

FIG. 15 shows a methodof using a secondary CA server
according to one embodiment of the present invention.
Operation 701 receives, at a secondary CAserver, entitlement
management messages of a primary security system (e.g.,
digital cable television, or satellite television, or a digital
radio broadcast system). The entitlement management mes-
sages may be directly received from the primary security
system, or indirectly received from a bridge through a net-
work connection. Operation 703 processes the entitlement
management messages on the secondary CAserver. The sec-
ondary CA serverhasdata (e.g., a user key) representing the
subscriber, which is used to access data in the entitlement
management messages. Operation 705 transmits access con-
trolled data that is in an access controlled format andthat is at

least partially derived from the entitlement management mes-
sages from the secondary CAserver to a secondary CAclient
through a network connection. Operation 707 receives the
access controlled data at the secondary CA client from the
secondary CA server through the network connection. The
access controlled data can be entitlement (such as a service
key) extracted from the entitlement management messages,
control word, a decrypted entitlement control message(e.g.,
for an entitlement control message received directly from the
primary security system, indirectly from a bridge across a
network connection, orretrieved from a storage), a substitu-
tive entitlement control message, control word descrambled
content, control word rescrambled content,etc.

FIG. 16 showsa detailed method of a secondary CA server
according to one embodimentofthe present invention. In one
embodimentofthe present invention, a secondary CA server
can provide services to various different clients according to
the requests received from the secondary CA clients. Opera-
tion 801 determinesif an entitlement management message
(EMM)is received. If an EMM is received (e.g., from a
network bridge, or directly from the broadcast), operation
803 processes the EMM;andoperation 805 determines the
rights of secondary CA clients according to the data in the
EMM.Forexample, the secondary CA server can extract the
entitlement (such as the service key). Operation 807 deter-
minesif a request for data is received from a secondary CA
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client. If a request for data is received, operation 809 deter-
minesif the client is entitled to use the data.

In one embodiment of the present invention, a network
bridge may record the content even if the subscriber is not
entitled to use the content at the time of recording, since the
subscriber may obtain the authorization to use the recorded
content after the contentis recorded. The network bridge may
request a substitutive ECM evenifthe bridge is not entitled to
use. The substitutive ECM is encrypted so that the network
bridge cannot obtain the control word from the substitutive
ECM.Thenetwork bridge can replace the original ECM with
the substitutive ECM for recording so that when the sub-
scriber later obtains the authorization to play back the con-
tent, the secondary CA server can decrypt the substitutive
ECM.

In one embodiment, if operation 809 determinesthe client
is not entitled to use the data and operation 811 determines the
request is not for a substitutive ECM,access to the data is
denied in operation 813. If the request is for a substitutive
ECM,operation 815 determinesif the decryption key for the
ECMis available. In one embodiment of the present inven-
tion, a CA system may or mayallow the recording of certain
content. Thus, the secondary conditional server may or may
not have the decryption key for the ECM.If the decryptionis
not available, operation 813 denies the access; otherwise,
operation 817 generates a substitutive ECM through decrypt-
ing the original ECM andre-encrypting the ECM sothat the
substituttve ECM canbe later decrypted using a key available
to the secondary CA server. Operation 819 then sends the
substitutive ECM to the secondary CA client.

If operation 809 determines the clientis entitled to use the
data, operation 825 determines if an ECM is received for
processing. An ECM maybereceived from a secondary CA
client (e.g., from a bridge that obtains the ECM from the
broadcast, or from a renderer that obtains the LCM from a
storage for recorded media content) or directly from the
broadcast. If an ECM is received for processing, operation
827 determines the decryption key of the ECM.The decryp-
tion key may be derived from a recently recerved EMM,or
from the data maintained by the secondary CA server for
recorded content. The decryption key can be used to access
the control word in the ECM.Ifoperation 827 determinesthat
the request is for the control word, operation 831 sends the
control word to the secondary CA client. The control word
can be sent in a similar way for sending the service key to
prevent unauthorized use. Other data, such as descrambled
content, can also be sent in a similar way.

If operation 829 determines the request is not for the con-
trol word and operation 833 determines the request is for a
substitutive ECM,operation 835 determines if rescrambling
is required. Ifrescrambling is required, operation 837 obtains
anew control word; and operation 839 sends both the original
and the new control words to the secondary CA client. Opera-
tion 841 generates a substitutive ECM.Thesubstitutive ECM
has the new control word if rescrambling is required; other-
wise, the substitutive ECM contains the original control
word. Operation 843 then sends the substitutive ECM to the
secondary CA client.

If operation 845 determines the request is for content,
operation 849 determines whether the scrambled content is
received.Ifthe contentis not received, operation 851 retrieves
the content from a storage. In one embodimentofthe present
invention, the secondary CAserverhasa storageto record the
scrambled content. Then, the secondary CA server processes
the scrambled content.

If operation 853 determines descrambling is required,
operation 855 control word descramblesthe content using the
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control word in the ECM associated with the content. If

operation 857 determines that rescrambling is required,
operation 859 control word rescrambles the content using a
new control word. If operation 861 determines that the
request is for recording the content, operation 865 stores the
content; otherwise, operation 863 sends the content to the
secondary CA client.

If operation 845 determines the request is for the content,
operation 847 further processes request. For example, the
client may request the entitlement information, available con-
tents recorded on a storage, rights to play back or record, or
others.

Tt is understood that FIG. 16 illustrates an example flow
chart of the operations in a secondary CA server according to
one embodimentof the present invention. Some implemen-
tations of secondary CA servers may include more or less
operations. And the operation sequences are illustrative.
From this description, one person skilled in the art under-
stands that many variations and combinations can be imple-
mented.

In one embodimentof the present invention, various com-
ponents, such as a bridge, a renderer, a secondary CA server,
a storage, or various different combinations of these compo-
nents, can be implemented using a digital data processing
system, such as a computer.

FIG. 1 shows one example of a typical computer system
which maybe used with the present invention. Note that while
FIG. 1 illustrates various components of a computer system,
it is not intended to represent any particular architecture or
mannerofinterconnecting the components as such details are
not germaneto the present invention.It will also be appreci-
ated that network computers and other data processing sys-
tems which have fewer or more components mayalso be used
with the present invention. The computer system of FIG. 1
may, for example, be a Sun workstation, or a personal com-
puter (PC) running a Windowsoperating system, or an Apple
Macintosh computer, or a set top box, or other media control-
ler.

As shown in FIG. 1, the computer system 101, whichis a
form of a data processing system, includes a bus 102 and
system core logic 112 which interconnect a microprocessor
103, a ROM 107,and volatile RAM 105 and a non-volatile
memory 106. The microprocessor 103, which may be, for
example, a G3 or G4 or G5 microprocessor from Motorola,
Inc. or IBM is coupled to cache memory 104 as shownin the
example of FIG. 1. The bus 102 and system core logic 112
interconnect these various components together and also
interconnects these components 103, 107, 105, and 106 to a
display controller and display device 108 and to peripheral
devices such as input/output (1/O) devices which may be
mice, keyboards, modems, networkinterfaces, printers, scan-
ners, video cameras and other devices which are well known
in the art. Typically, the input/output devices 110 are coupled
to the system through input/output controllers 109. The vola-
tile RAM 105is typically implemented as dynamic RAM
(DRAM)whichrequires power continually in order to refresh
or maintain the data in the memory. The non-volatile memory
106 is typically a magnetic hard drive, a magnetic optical
drive, or an optical drive (e.g., a DVD RAM), or other type of
memory system which maintains data even after power is
removed from the system. Typically, the non-volatile memory
will also be a random access memory although this is not
required. While FIG. 1 showsthat the non-volatile memory is
a local device coupled directly to the rest of the components
in the data processing system, it will be appreciated that the
present invention mayutilize a non-volatile memory whichis
remote from the system, such as a networkstorage device that
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is coupled to the data processing system through a network
interface such as a modem or Ethernet interface. The bus 102

may include one or more buses connected to one another
throughvariousbridges, controllers and/or adaptersas is well
knownin the art. In one embodimentthe I/O controller 109

includes a USB (Universal Serial Bus) adapter for controlling
USBperipherals, and/or an JEEE-1394 bus adapter for con-
trolling IEEE-1394 peripherals.

It will be apparent from this description that aspects of the
present invention may be embodied, at least in part, in soli-
ware. Thatis, the techniques may be carried out in a computer
system or other data processing system in response to its
processor, such as a microprocessor, executing sequences of
instructions contained in a memory, such as ROM 107,vola-
tile RAM 105, non-volatile memory 106, cache 104 or a
remote storage device. In various embodiments, hardwired
circuitry may be used in combination with software instruc-
tions to implement the present invention. Thus, the tech-
niques are not limited to any specific combination of hard-
ware circuitry and software nor to any particular source for
the instructions executed by the data processing system. In
addition, throughout this description, various functions and
operations are described as being performed by or caused by
software code to simplify description. However, those skilled
in the art will recognize what is meant by such expressionsis
that the functions result from execution of the code by a
processor, such as the microprocessor 103.

A machine readable medium can be used to store software

and data which when executed by a data processing system
causes the system to perform various methodsofthe present
invention. This executable software and data maybestored in
various places including for example ROM 107, volatile
RAM 105, non-volatile memory 106 and/or cache 104 as
shown in FIG.1. Portions ofthis software and/or data may be
stored in any one of these storage devices.

Thus, a machine readable medium includes any mecha-
nism that provides(i.e., stores and/or transmits) information
in a form accessible by a machine(e.g., a computer, network
device, personal digital assistant, manufacturing tool, any
device with a set of one or more processors, etc.). For
example, a machine readable medium includes recordable/
non-recordable media (e.g., read only memory (ROM), ran-
dom access memory (RAM), magnetic disk storage media,
optical storage media, flash memory devices, etc.), as well as
electrical, optical, acoustical or other forms of propagated
signals (e.g., carrier waves, infrared signals, digital signals,
etc.), etc.

In the foregoing specification, the invention has been
described with reference to specific exemplary embodiments
thereof. It will be evident that various modifications may be
made thereto without departing from the broader spirit and
scope ofthe invention asset forth in the following claims. The
specification and drawingsare, accordingly, to be regarded in
an illustrative sense rather than a restrictive sense.

Whatis claimed is:

1. A method to control a presentation of content, the
method comprising:

receiving a representation of content from a first condi-
tional access server which provides the content in an
encrypted form andusesa first set ofcryptographic keys
to protect the content from unauthorized access inafirst
security domain; and

presenting the content,at auser’s request, through a second
conditional access server which is coupled to thefirst
conditional accessserver;
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wherein the presenting ofthe content is authorized through
a client server relationship between the second and the
first conditional access servers respectively;

wherein the second conditional access server uses a second

set of cryptographic keys to protect the content from
unauthorized access in presenting the contentin a sec-
ond security domain; and

wherein the first conditional access server authenticates the
second conditional access server as one ofclient devices

of the first conditional access server through a first
authentication process usingafirst root of trust and the
second conditional access server authenticates client

devices of the second conditional access server through
a second authentication process which 1s independent of
the first authentication process and wherein the second
authentication process uses a secondroot oftrust which
is independentofand differentthan thefirst root oftrust,
and wherein the second conditional access server is con-

figured to substitute the first security domain with the
second security domain for the client devices under the
secondroot oftrust.

2. The method of claim 1, wherein the content is presented
by a network client of the second conditional access server
using the second set of cryptographic keys.

3. The method of claim 2, wherein the first conditional

access server provides the second conditional access server
the first set of cryptographic keys for authorized use.

4. The method ofclaim 3, wherein the user’s requestis after
the first conditional access server providesat least a portion of
the content; and the portion of the content is presented in
responseto the user’s request.

5. The method of claim 2, wherein the secondset of cryp-
tographic keys comprises a key of a digital rights manage-
ment system; and the network client is a digital rights man-
agement client.

6. The method of claim 5, wherein the second conditional
access server authorizes the networkclient to use the content

through the digital rights management system in accordance
with authorization to use received from the first conditional
access server.

7. The methodof claim 1, wherein the second conditional
access server translates authorization to access the content
from authorization received from thefirst conditional access
server to authorization for the networkclient.

8. The method of claim 1, wherein the secondset of cryp-
tographic keys consists one key.

9. The methodof claim 1, wherein the second conditional

access server acts as a primary conditional access server to
another secondary conditional access server.

10. A non-transitory machine readable medium containing
executable computer program instructions which when
executed by a data processing system cause said system to
perform a method to control a presentation of content, the
method comprising:

receiving, at a second conditional access server, a first set
of cryptographic keys from a first conditional access
server which provides a representation of content in an
encrypted form and authorizes access to the content
through the first set of cryptographic keys in a first
security domain; and

authorizing a client ofthe second conditional access server
to present the content in accordance with authorization
the second conditional access server received from the

first conditional access server;

5

20

25

35

40

45

50

65

26
wherein the second conditional access server uses a second

set of cryptographic keys to protect the content from
unauthorized access in presenting the content in a sec-
ond security domain; and

whereinthefirst conditional access server authenticates the
second conditional access server as one of clients of the

first conditional access server througha first authentica-
tion process using a first root of trust and the second
conditional access server authenticates clients of the

second conditional access server through a second
authentication process which is independentofthefirst
authentication process and wherein the second authen-
tication process uses a second root of trust which is
independentof and different than the first root of trust,
and wherein the second conditional access server is con-

figured to substitute the first security domain with the
second security domain for the client devices under the
secondrootof trust.

11. The medium ofclaim 10, wherein the method further
comprises:

recording a representation of the content in an encrypted
form in response to a message from thefirst conditionalaccess server.

12. The medium of claim 11, wherein the client sends a
request, through a network connection to the second condi-
tional access server, for authorization to present the content
after the first conditional access server provides at least a
portion of the content which is recorded; and the second
conditional access server obtains authorization from thefirst

conditional access server, after the first conditional access
server provides the portion of the content, for said authoriz-
ing.

13. The medium ofclaim 10, wherein the method further
comprises:

translating authorization to access the content from autho-
rization received from the first conditional access server
to authorization for the client.

14. The medium of claim 13, wherein the second set of
cryptographic keys comprises a key ofa digital rights man-
agement system; and the client comprises a digital rights
managementclient.

15. The medium of claim 14, wherein the second condi-
tional access server authorizes the client to use the content

through the digital rights management system in accordance
with authorization received from the first conditional access
server.

16. The medium of claim 15, wherein thefirst conditional
access server provides authorization to the second condi-
tional access server according to an identity of the second
conditional access server; the second conditional access
server provides authorization to the client according to an
identity of the client; and the first conditional access serveris
not aware of an identity oftheclient.

17. The medium of claim 10, wherein the second set of
cryptographic keys consists one key.

18. The medium of claim 10, wherein the second condi-
tional access server is a server of a further secondary condi-
tional access server and acts as a primary conditional access
server with respect to the further secondary conditionalaccess server.

19. A secondary conditional access server to control a
presentation of content, the secondary conditional access
server comprising:

a communication interface, the communication interface
to receivea first set ofcryptographic keys froma primary
conditional access server which provides a representa-
tion of content in an encrypted form and authorizes
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access to the content through the first set of crypto-
graphic keysinafirst security domain; and

a controller coupled to the communication interface, the
controller to authorize a client of the secondary condi-
tional accessserver to present the content in accordance
with authorization the secondary conditional access
server received from the primary conditional access
server;

wherein the secondary conditional access server uses a
secondset of cryptographic keys to protect the content
from unauthorized access in presenting the content in a
second security domain, and

wherein the primary conditional access server authenti-
cates the second conditional access server as one of

clients of the primary conditional access server through
a first authentication process usingafirst root oftrust and
the secondary conditional access server authenticates
clients of the secondary conditional access server
through a second authentication process which is inde-
pendentofthe first authentication process and wherein
the second authentication process uses a second root of
trust which is independentof and different than thefirst
root oftrust, and wherein the second conditional access
server is configured to substituethe first security domain
with the second security domain for the client devices
under the secondrootoftrust.

20. The secondary conditional access server of claim 19,
wherein the controller is to translate authorization to access

the content from authorization received from the primary
conditional access server to authorization fortheclient.

21. The secondary conditional access server of claim 20,
wherein the secondset ofcryptographic keys comprises a key
of a digital rights management system;the client comprises a
digital rights management client; and the secondary condi-
tional access server authorizes the client to use the content

through the digital rights management system in accordance
with authorization received from the primary conditionalaccess server.

22. The secondary conditional access server of claim 20,
wherein the primary conditional access server provides
authorization to the secondary conditional access server
according to an identity of the secondary conditional access
server; the secondary conditional access server provides
authorization to the client according to an identity of the
client; and the primary conditional access server is not aware
of an identity ofthe client.

23. A secondary conditional access server to control a
presentation of content, the secondary conditional access
server comprising:

meansfor receiving a first set ofcryptographic keys from a
primary conditional access server which providesa rep-
resentation of content in an encrypted form and autho-
rizes access to the content through thefirst set of cryp-
tographic keys in a first security domain; and

meansfor authorizing a client ofthe secondary conditional
access server to present the content in accordance with
authorization the secondary conditional access server
received from the primary conditional access server;

wherein the secondary conditional access server uses a
second set of cryptographic keys to protect the content
from unauthorized access in presenting the content in a
second security domain, and

wherein the primary conditional access server authenti-
cates the second conditional access server as one of

clients of the primary conditional access server through
a first authentication process usinga first root oftrust and
the secondary conditional access server authenticates
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clients of the secondary conditional access server
through a second authentication process whichis inde-
pendentofthe first authentication process and wherein
the second authentication process uses a second root of
trust which is independentof and different than the first
root of trust, and wherein the second conditional access
server is configured to substitute the first security
domain with the second security domain for the client
devices under the secondrootoftrust.

24. The secondary conditional access server of claim 23,
further comprising:

means for recording a representation of the content in an
encrypted form in response to a message from thepri-
mary conditional access server,

wherein the client sends a request, through a network con-
nection to the secondary conditional access server, for
authorization to present the content after the primary
conditional access server provides at least a portion of
the content which is recorded; and

the secondary conditional access server obtains authoriza-
tion from the primary conditionalaccessserver, after the
primary conditional access server provides the portion
ofthe content, for authorizing the client to present the
content.

25. The secondary conditional access server of claim 23,
further comprising:

means for translating authorization to access the content
from authorization received from the primary condi-
tional access server to authorization for the client,

wherein the secondset of cryptographic keys comprises a
key of a digital rights management system; and

the client comprises a digital rights managementclient;
and

wherein the secondary conditional access server authorizes
the client to use the content through the digital rights
management system in accordance with authorization
received from the primary conditional access server.

26. The secondary conditional access server of claim 23,
wherein the primary conditional access server provides
authorization to the secondary conditional access server
according to an identity of the secondary conditional access
server; the secondary conditional access server provides
authorization to the client according to an identity of the
client; and the primary conditional access serveris not aware
of an identity of the client.

27. The secondary conditional access server of claim 23,
wherein the second set of cryptographic keys consists one
key.

28. A method to provide conditional access, the method
comprising:

broadcasting a first entitlement management messagefora
subscriber to request caching of a media component;

broadcasting the media componentfrom a first conditional
access serverin a first security domain;

receiving a client requestto use the media componentfrom
a client ofa second conditional access server in a second

security domain after said broadcasting; and
responding to the client request from the client of the

second conditional access server,
wherein the first conditional access server authenticates the

second conditional access server as one of clients of the

first conditional access server througha first authentica-
tion process using a first root of trust and the second
conditional access server authenticates clients of the

second conditional access server through a second
authentication process which is independentofthe first
authentication process and wherein the second authen-
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tication process uses a second root of trust which is
independent of and different than the first rootof trust,
and wherein the second conditional access server is con-

figured to substitute the first security domain with the
second security domain for the clients under the second
rootoftrust.

29. The method of claim 28, further comprising:
broadcasting a second entitlement management message to

authorize the client to playback the media component
responsive to the client request.

30. The method of claim 29, wherein the client is not

authorized to use the portion of the media content before the
second entitlement management message.

31. The method of claim 30, wherein the second entitle-

ment management message contains data specifying rights of
the client to use the portion ofthe media content ona plurality
of devices that are capable of using the portion of the media
content simultaneously.

32. A methodto process conditional access protection, the
method comprising:

receiving, at a conditional accessserver, security messages
of a primary security system inafirst security domain;

processing the security messages on the conditional access
server; and

transmitting, from the conditional access server to a sec-
ondary conditional access client through a network con-
nection in a second security domain, access controlled
data that is in an access controlled format andthatis at

least partially derived from the security messages,
wherein the primary security system authenticates the con-

ditional access server as one of clients of the primary
security system through a first authentication process
using a first root of trust and the conditional access
server authenticates clients of the conditional access

server through a second authentication process whichis
independent of the first authentication process and
wherein the second authentication process uses a second
rootof trust which is independent of and different than
the first root of trust, and wherein the conditional access

server is configured to substitute the first security
domain with the second security domain for the clients
under the secondrootoftrust.

33. The method ofclaim 32, wherein the security messages
comprise entitlement managementmessages; the conditional
access server has a user key representing a subscriber of the
primary security system; and said processing the entitlement
management messages comprises:

decrypting to obtain a service key of the primary security
system.

34. The method ofclaim 32, wherein the access controlled
data is protected using a digital rights management system.

35. The method of claim 34, wherein rights to the access
controlled data are at least partially derived from the entitle-
ment management messages.

36. The method of claim 34, further comprising:
receiving, at the conditional access server, an entitlement

control message of the primary security system; and
processing the entitlement control message on the condi-

tional access server to obtain a control wordofthe pri-
mary security system;

wherein the access controlled data comprises the control
word.

37. The method ofclaim 36, wherein the access controlled
data comprises a decrypted version ofthe entitlement control
message.
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38. The methodofclaim 34, further comprising:
receiving, at the conditional access server, an entitlement

control message and scrambled content of the primary
security system; and

descrambling the scrambled content according to the
entitlement control message;

wherein the access controlled data comprises a result of
descrambling the scrambled content.

39. The methodofclaim 38, further comprising:
storing, al the conditional access server, the content in an

encrypted form;
wherein the access controlled data is provided in response

to a request from the secondary conditional accesscli-
ent.

40. The methodofclaim 32, further comprising:
receiving, at the conditional access server, an entitlement

control message of the primary security system; and
processing the entitlement control message on the condi-

tional accessserver to generate a substitutive entitlement
control message as a replacement of the entitlement
control message;

wherein the access controlled data comprises the substitu-
tive entitlement control message.

41. The method of claim 40, wherein the substitutive
entitlement control message has a control word encrypted
using a key of the conditional access server.

42. The method of claim 41, wherein the substitutive
entitlement control message is to be decrypted using a user
key of the conditional access server for the primary security
system.

43. The method of claim 41, wherein the entitlement con-
trol message andthe substitutive entitlement control message
have a same control word.

44. The methodof claim 41, wherein the entitlement con-
trol messagehasa first control word; the substitutive entitle-
ment control message has a second control word; andthefirst
and second control wordsare different.

45. The method of claim 44, wherein the access controlled
data further comprises the first and second control words.

46. The methodofclaim 32, further comprising:
receiving, at the conditional access server, a first entitle-

ment control message containing a first control word and
content scrambled bythefirst control word;

generating a second entitlement control message contain-
ing a second control wordthatis different from thefirst
control word; and

descrambling the content using the first control word and
rescrambling the content by the second control word;

wherein the access controlled data comprises the content
rescrambled by the second control word and second
entitlement control message.

47. The methodofclaim 46, further comprising:
storing, at the conditional access server, the content

rescrambled by the second control word; and
retrieving the content rescrambled by the second control

word in response to a request from the secondary con-
ditional access client.

48. A method to process media content provided by a
primary security system, the method comprising:

receiving, at a secondary conditional access client from a
conditional access server through a network connection,
access controlled data that is in an access controlled

format andthatis at least partially derived from a secu-
rity message of the primary security system in a first
security domain, the secondary conditional access client
being in a second security domain,
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wherein the primary security system authenticates the con-
ditional access server as one of clients of the primary
security system through a first authentication process
using a first root of trust and the conditional access
server authenticates clients of the conditional access

server through a second authentication process whichis
independent of the first authentication process and
wherein the second authentication process uses a second
rootof trust which is independent of and different than
the first root of trust, and wherein the conditional access
server is configured to substitute the first security
domain with the second security domain for the clients
under the secondrootoftrust.

49. The methodofclaim 48, wherein the security message
is an entitlement message; and wherein the secondary condi-
tional access client does not have a user key representing a
subscriber of the primary security system.

50. The methodofclaim 48, wherein the access controlled
format protects access to data using a digital rights manage-
ment system.

51. The method of claim 50, further comprising:
automatically determining whetheror not to descramble a

portion of media content received from the primary
security system for recording according to the entitle-
mentdata;

descrambling and recording the portion of the media con-
tent in response to a determination to descramble; and

recording the portion of the media content without
descrambling in response to a determination not to
descramble.

52. The method of claim 50, further comprising:
sending, from the secondary conditional access client to

the conditional access server through a network connec-
tion, an entitlement control message, the entitlement
control message containing a control word in an
encrypted form;

wherein the access controlled data comprises the control
word.

53. The method of claim 52, further comprising:
descrambling media content using the control word; and
storing the media content in a storage underprotection ofa

digital rights management system.
54. The method of claim 52, further comprising:
descrambling media content using the control word; and
rendering the media content for presentation.
55. The method of claim 54, further comprising:
retrieving the entitlement control message from a storage

device;
wherein the entitlement control messageis controlled by a

first entitlement management message for a first time
period, whichis earlier than a second entitlement man-
agement message for a second timeperiod including a
time between when the entitlement control message is
sent from the secondary conditional access client to the
conditional server and whenthe access controlled data is

received at the secondary conditional accessclient.
56. The method ofclaim 52, wherein the access controlled

data comprises a decrypted version ofthe entitlementcontrol
message.

57. The method ofclaim 50, wherein the access controlled
data comprises a result of descrambling media content
scrambled by a conditional access system of the primary
security system.

58. The method of claim 48, further comprising:
receiving a first entitlement control message for descram-

bling a portion of media content received from the pri-
mary security system; and
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sendingthefirst entitlement control message from the sec-
ondary conditional access client to the conditional
access server through a network connection.

59. The method of claim 58, whercin the access controlled

data comprises a second entitlement control message as a
replacement of the entitlement control message; and the
method further comprises:

storing the second entitlement control message with the
portion of the media content.

60. The method of claim 59, wherein both the first and the

second entitlement control messages contain a same control
word; the secondentitlement control message 1s encrypted to
be decrypted using a keyof the conditional access server.

61. The method of claim 59, wherein the first entitlement

control message contains a first control word; the second
entitlement control message contains a second control word;
the first and second control words are different; the access

controlled data further comprises the first and second control
words; and the method further comprises:

descrambling the content using the first control word and
rescrambling the content using the second control word.

62. A non-transitory machine readable medium containing
executable computer program instructions which when
executed by a data processing system cause said system to
perform a methodto provide conditional access, the method
comprising:

broadcasting a first entitlement management messagefora
subscriber to request caching of a media component;

broadcasting the media componentfromafirst conditional
access serverin a first security domain;

receiving a client requestto use the media componentfrom
a client ofa second conditional access server in a second

security domain after said broadcasting; and
responding to the client request from the client of the

second conditional access server,
wherein the first conditional access server authenticates the

second conditional access server as one of clients of the

first conditional access server througha first authentica-
tion process using a first root of trust and the second
conditional access server authenticates clients of the

second conditional access server through a second
authentication process which is independentofthefirst
authentication process and wherein the second authen-
tication process uses a second root of trust which is
independentof and different than the first root of trust,
and wherein the second conditional access server is con-

figured to substitute the first security domain with the
second security domain for the clients under the second
rootof trust.

63. The medium of claim 62, wherein the method further
comprises:

broadcasting a secondentitlement management messageto
authorize the client to playback the media component
responsive to the client request.

64. The medium of claim 63, wherein the client is not
authorized to use the portion of the media content before the
second entitlement management message.

65. The medium of claim 64, wherein the secondentitle-
ment management message contains data specifying rights of
the client to use the portion ofthe media content onaplurality
of devices that are capable of using the portion of the media
content simultaneously.

66. A non-transitory machine readable medium containing
executable computer program instructions which when
executed by a data processing system cause said system to
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perform a methodto process conditional access protection,
the method comprising:

receiving, at a conditional accessserver, security messages
of a primary sccurity system inafirst security domain;

processing the security messages on the conditional access
server; and

transmitting, from the conditional access server to a sec-
ondary conditional access client through a network con-
nection in a second security domain, access controlled
data that is in an access controlled format andthat is at

least partially derived from the security messages,
wherein the primary security system authenticates the con-

ditional access server as one of clients of the primary
security system through a first authentication process
using a first root of trust and the conditional access
server authenticates clients of the conditional access

server through a second authentication process whichis
independent of the first authentication process and
wherein the second authentication process uses a second
rootof trust which is independent of and different than
the first root of trust, and wherein the conditional access
server is configured to substitute the first security
domain with the second security domain for the clients
under the secondrootoftrust.

67. The medium of claim 66, wherein the security mes-
sages comprise entitlement management messages; the con-
ditional access server has a user key representing a subscriber
of the primary security system; and said processing the
entitlement management messages comprises:

decrypting to obtain a service key of the primary security
system.

68. The medium ofclaim 66, wherein the access controlled
data is protected using a digital rights management system.

69. The medium of claim 68, wherein rights to the access
controlled data are at least partially derived from the entitle-
ment management messages.

70. The medium of claim 68, wherein the method further
comprises:

receiving, at the conditional access server, an entitlement
control message of the primary security system; and

processing the entitlement control message on the condi-
tional access server to obtain a control wordofthe pri-
mary security system;

wherein the access controlled data comprises the control
word.

71. The medium ofclaim 70, wherein the access controlled
data comprises a decrypted version ofthe entitlementcontrol
message.

72. The medium of claim 68, wherein the method further
comprises:

receiving, at the conditional access server, an entitlement
control message and scrambled content of the primary
security system; and

descrambling the scrambled content according to the
entitlement control message;

wherein the access controlled data comprises a result of
descrambling the scrambled content.

73. The medium of claim 72, wherein the method further
comprises:

storing, at the conditional access server, the content in an
encrypted form;

wherein the access controlled data is provided in response
to a request from the secondary conditional accesscli-
ent.

74. The medium of claim 66, wherein the method further
comprises:

10

15

20

25

30

35

40

45

50

55

60

65

34

receiving, at the conditional access server, an entitlement
control message of the primary security system; and

processing the entitlement control message on the condi-
tional access server to generate a substitutive entitlement
control message as a replacement of the entitlement
control message;

wherein the access controlled data comprises the substitu-
tive entitlement control message.

75. The medium of claim 74, wherein the substitutive
entilement control message has a control word encrypted
using a key of the conditional access server.

76. The medium of claim 75, wherein the substitutive

entitlement control message is to be decrypted using a user
key of the conditional access server for the primary security
system.

77. The medium of claim 75, wherein the entitlement con-

trol message andthe substitutive entitlement control message
have a same control word.

78. The medium of claim 75, wherein the entitlement con-
trol messagehasa first control word; the substitutive entitle-
ment control message has a second control word; and

the first and second control wordsare different.

79. The medium ofclaim 78, wherein the access controlled
data further comprises the first and second control words.

80. The medium of claim 66, wherein the method further
comprises:

receiving, at the conditional access server, a first entitle-
ment control message containinga first control word and
content scrambled bythefirst control word;

generating a second entitlement control message contain-
ing a second control wordthatis different from thefirst
control word; and

descrambling the content using the first control word and
rescrambling the content by the second control word;

wherein the access controlled data comprises the content
rescrambled by the second control word and second
entitlement control message.

81. The medium of claim 80, wherein the method further
comprises:

storing, at the conditional access server, the content
rescrambled by the second control word; and

retrieving the content rescrambled by the second control
word in response to a request from the secondary con-
ditional access client.

82. A non-transitory machine readable medium containing
executable computer program instructions which when
executed by a data processing system cause said system to
perform a method to process media content provided by a
primary security system, the method comprising:

receiving, at a secondary conditional access client from a
conditional access server through a network connection,
access controlled data that is in an access controlled

format andthatis at least partially derived from a secu-
rity message of the primary security system in a first
security domain, the secondary conditional accessclient
being in a second security domain,

wherein the primary security system authenticates the con-
ditional access server as one of clients of the primary
security system through a first authentication process
using a first root of trust and the conditional access
server authenticates clients of the conditional access

server through a second authentication process whichis
independent of the first authentication process and
wherein the second authentication process uses a second
root of trust which is independent of and different than
the first root of trust, and wherein the conditional access
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server is configured substitute the first security domain
with the second security domain for the clients underthe
secondroot oftrust.

83. The medium ofclaim 82, wherein the security message
is an entitlement management message; and wherein the sec-
ondary conditional access client does not have a user key
representing a subscriber of the primary security system.

84. The medium ofclaim 82, wherein the access controlled

format protects access to data using a digital rights manage-
ment system.

85. The medium ofclaim 84, wherein the method further

comprises:
automatically determining whetheror not to descramble a

portion of media content received from the primary
security system for recording according to the entitle-
ment data;

descrambling and recording the portion of the media con-
tent in response to a determination to descramble; and

recording the portion of the media content without
descrambling in response to a determination not to
descramble.

86. The medium ofclaim 84, wherein the method further
comprises:

sending, from the secondary conditional access client to
the conditional access server through a network connec-
tion, an entitlement control message, the entitlement
control message containing a control word in an
encrypted form:

wherein the access controlled data comprises the control
word.

87. The medium of claim 86, wherein the method further
comprises:

descrambling media content using the control word; and
storing the media content ina storage underprotection ofa

digital rights management system.
88. The medium of claim 86, wherein the method further

comprises:
descrambling media content using the control word; and
rendering the media content for presentation.
89. The medium of claim 88, wherein the method further

comprises:
retrieving the entitlement control message from a storage

device;
wherein the entitlement control messageis controlled by a

first entitlement management message for a first time
period, whichis earlier than a second entitlement man-
agement message for a second timeperiod including a
time between when the entitlement control message is
sent from the secondary conditional access client to the
conditional server and whenthe access controlled data is

received at the secondary conditional accessclient.
90. The medium ofclaim 86, wherein the access controlled

data comprises a decrypted version ofthe entitlementcontrol
message.

91. The medium ofclaim 84, wherein the access controlled
data comprises a result of descrambling media content
scrambled by a conditional access system of the primary
security system.

92. The medium ofclaim 82, wherein the method further
comprises:

receiving a first entitlement control message for descram-
bling a portion of media content received from thepri-
mary security system; and

sendingthefirst entitlement control message from the sec-
ondary conditional access client to the conditional
access server through a network connection.
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93. The medium ofclaim 92, wherein the access controlled
data comprises a second entitlement control message as a
replacement of the entitlement control message; and the
method further comprises:

storing the second entitlement control message with the
portion of the media content.

94. The medium ofclaim 93, wherein both the first and the
second entitlement control messages contain a same control
word; the secondentitlement control message 1s encrypted to
be decrypted using a keyof the conditional accessserver.

95. The medium of claim 93, wherein the first entitlement
control message contains a first control word; the second
entitlement control message contains a second control word;
the first and second control words are different; the access
controlled data further comprises the first and second control
words; and the method further comprises:

descrambling the content using the first control word and
rescrambling the content using the second control word.

96. A primary security system to provide conditional
access, the system comprising:

means for broadcasting a first entitlement management
message for a subscriber to request caching of a media
component;

meansfor broadcasting the media component, the primary
security system being inafirst security domain;

meansfor receiving a client request to use the media com-
ponent from a client of a secondary conditional access
server in a second security domain after said broadcast-
ing; and

meansfor respondingto the client request from the client of
the secondary conditional access server,

wherein the primary security system authenticates the sec-
ondary conditional access server as one ofclients ofthe
primary security system through a first authentication
process using a first root of trust and the secondary
conditional access server authenticates clients of the

secondary conditional access server through a second
authentication process which is independentofthefirst
authentication process and wherein the second authen-
tication process uses a second root of trust which is
independent of and different than the first root of trust,
and wherein the second conditional access server is con-

figured to substitute the first security domain with the
second security domain for the clients under the second
rootof trust.

97. The system of claim 96, further comprising:
means for broadcasting a second entitlement management

message to authorize the client to playback the media
componentresponsiveto the client request.

98. The system of claim 97, wherein the client is not autho-
rizedto usethe portion ofthe media content before the second
entitlement management message.

99. The system ofclaim 98, wherein the secondentitlement
management message contains data specifying rights of the
client to use the portion of the media content on a plurality of
devices that are capable of using the portion of the media
content simultaneously.

100. A data processing system to process conditional
access protection, the data processing system comprising:

meansfor receiving, at a conditional access server, security
messages of a primary security system in a first security
domain;

means for processing the security messages on the condi-
tional access server; and

meansfor transmitting, from the conditional access server
to a secondary conditional access client through a net-
work connection in a second security domain, access
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controlled data thatis in an access controlled format and

thatis at least partially derived from the security mes-
sages,

wherein the primary security system authenticates the con-
ditional access server as one of clients of the primary
security system through a first authentication process
using a first root of trust and the conditional access
server authenticates clients of the conditional access

server through a second authentication process whichis
independent of the first authentication process and
wherein the second authentication process uses a second
rootof trust which is independent of and different than
the first root of trust, and wherein the conditional access
server is configured substitute the first security domain
with the second security domain for the clients underthe
second root oftrust.

101. The data processing system of claim 100, wherein the
security messages comprise entitlement management mes-
sages; the conditional access server has a user key represent-
ing a subscriber of the primary security system; and said
means for processing the entitlement management messages
comprises:

meansfor decrypting to obtain a service key ofthe primary
security system.

102. The data processing system of claim 100, wherein the
access controlled data is protected using a digital rights man-
agement system.

103. The data processing system of claim 102, wherein
rights to the access controlled data are at least partially
derived from the entitlement management messages.

104. The data processing system of claim 102, further
comprising:

means for receiving, at the conditional access server, an
entitlement control messageofthe primary security sys-
tem; and

means for processing the entitlement control message on
the conditionalaccess server to obtain a control word of

the primary security system;
wherein the access controlled data comprises the control

word.

105. The data processing system of claim 104, wherein the
access controlled data comprises a decrypted version of the
entitlement control message.

106. The data processing system of claim 102, further
comprising:

means for receiving, at the conditional access server, an
entitlement control message and scrambled content of
the primary security system; and

means for descrambling the scrambled content according
to the entitlement control message;

wherein the access controlled data comprises a result of
descrambling the scrambled content.

107. The data processing system of claim 106, further
comprising:

means for storing, at the conditional access server, the
content in an encrypted form;

wherein the access controlled data is provided in response
to a request from the secondary conditional accesscli-
ent.

108. The data processing system of claim 100, further
comprising:

means for receiving, at the conditional access server, an
entitlement control messageofthe primary securitysys-
tem; and

means for processing the entitlement control message on
the conditional access server to generate a substitutive
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entitlement control message as a replacement of the
entitlement control message;

wherein the access controlled data comprises the substitu-
tive entitlement control message.

109. The data processing system ofclaim 108, wherein the
substitutive entitlement control message has a control word
encrypted using a key of the conditional access server.

110. The data processing system ofclaim 109, wherein the
substitutive entitlement control message is to be decrypted
using a user key of the conditional access server for the
primary security system.

111. The data processing system ofclaim 109, wherein the
entitlement control message and the substitutive entitlement
control message have a samecontrol word.

112. The data processing system ofclaim 109, wherein the
entitlement control message has a first control word; the
substitutive entitlement control message has a second control
word; andthefirst and second control words are different.

113. The data processing system ofclaim 112, wherein the
access controlled data further comprises the first and second
control words.

114. The data processing system of claim 100, further
comprising:

meansfor receiving, at the conditional access server, a first
entitlement control message containing a first control
word and content scrambledby thefirst control word;

meansfor generating a second entitlement control message
containing a second control wordthat is different from
the first control word; and

means for descrambling the content using the first control
word and rescrambling the content by the second control
word;

wherein the access controlled data comprises the content
rescrambled by the second control word and second
entitlement control message.

115. The data processing system of claim 114, further
comprising:

means for storing, at the conditional access server, the
content rescrambled by the second control word; and

meansforretrieving the content rescrambled by the second
control word in responseto a request from the secondary
conditional access client.

116. A data processing system to process media content
provided by a primary security system, the data processing
system comprising:

means for receiving, at a secondary conditional access
client from a conditional access server through a net-
work connection, access controlled data that is in an
access controlled format and that is at least partially
derived from a security messageofthe primary security
system in a first security domain, the secondary condi-
tional access client being in a second security domain,

wherein the primary security system authenticates the con-
ditional access server clients of the primary security
system throughafirst authentication process usingafirst
root of trust and the conditional access server authenti-

cates clients of the conditional access server through a
second authentication process which is independent of
the first authentication process and wherein the second
authentication process uses a second root of trust which
is independentofanddifferent than thefirst root oftrust,
and wherein the conditional accessserver is configured
to substitute the first security domain with the second
security domain for the clients under the second root of
trust.

117. The data processing system ofclaim 116, wherein the
security message is an entitlement management message; and
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wherein the secondary conditional access client does nothave
a user key representing a subscriber of the primary security
system.

118. The data processing system of claim 116, wherein the
access controlled format protects access to data using a digital
rights management system.

119. The data processing system of claim 118, further
comprising:

means for automatically determining whether or not to
descramble a portion ofmedia content received from the
primary security system for recording according to the
entitlementdata;

means for descrambling and recording the portion of the
media content in response to a determination to
descramble; and

meansfor recording the portion of the media content with-
out descrambling in response to a determination not to
descramble.

120. The data processing system of claim 118, further
comprising:

means for sending, from the secondary conditional access
client to the conditional access server through a network
connection, an entitlement contro] message, the entitle-
ment control message containing a control word in an
encrypted form;

wherein the access controlled data comprises the control
word.

121. The data processing system of claim 120, further
comprising:

means for descrambling media content using the control
word; and

means for storing the media content in a storage under
protection ofa digital rights management system.

122. The data processing system of claim 120, further
comprising:

means for descrambling media content using the control
word; and

means for rendering the media content for presentation.
123. The data processing system of claim 122, further

comprising:
meansforretrieving the entitlement control message from

a storage device;
wherein the entitlement control messageis controlled by a

first entitlement management message for a first time
period, whichis earlier than a second entitlement man-
agement message for a second timeperiod including a
time between when the entitlement control message is
sent from the secondary conditional access client to the
conditional server and whenthe access controlled data is

received at the secondary conditional accessclient.
124. The data processing system of claim 120, wherein the

access controlled data comprises a decrypted version of the
entitlement control message.

125. The data processing system of claim 118, wherein the
access controlled data comprises a result of descrambling
media content scrambled by a conditional access system of
the primary security system.

126. The data processing system of claim 116, further
comprising:

meansfor receivingafirst entitlement control message for
descrambling a portion of media content received from
the primary security system; and

means for sending the first entitlement control message
from the secondary conditional access client to the con-
ditional access server through a network connection.

127. The data processing system of claim 126, wherein the
access controlled data comprises a secondentitlement control
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message as a replacementofthe entitlement control message;
and the system further comprises:

meansfor storing the second entitlement control message
with the portion of the media content.

128. The data processing system of claim 127, wherein
both the first and the second entitlement control messages
contain a same control word; the second entitlement control
message is encrypted to be decrypted using a key of the
conditional access server.

129. The data processing system ofclaim 127, wherein the
first entitlement control message contains a first control word;
the second entitlement control message contains a second
control word;the first and second control wordsare different;
the access controlled data further comprises the first and
second control words; and the system further comprises:

means for descrambling the content using the first control
word and rescrambling the content using the second
control word.

130. A conditional access server, comprising:
one or more communication interfaces, the one or more

communication interfaces to receive security messages
ofa primary security system in a first security domain;

a processor coupled to the one or more communication
interfaces, the processor to process the security mes-
sages, and the one or more communication interfaces to
transmit, to a secondary conditional access client
through a network connection in a second security
domain, access controlled data that is in an access con-
trolled format and thatis at least partially derived from
the security messages,

wherein the primary security system authenticates the con-
ditional access server clients of the primary security
system throughafirst authentication process usingafirst
root of trust and the conditional access server authenti-

cates clients of the conditional access server through a
second authentication process which is independent of
the first authentication process and wherein the second
authentication process uses a second root of trust which
is independentofanddifferent than thefirst root oftrust,
and wherein the conditional access server is configured
to substitute the first security domain with the second
security domain for the clients under the second root of
trust.

131. The conditional access server of claim 130, wherein
the security messages comprise entitlement management
messages; and the access controlled data is protected using a
digital rights management system.

132. The conditional access server of claim 131, wherein
rights to the access controlled data are at least partially
derived from the entitlement management messages.

133. The conditional access server of claim 131, wherein
the one or more communication interfaces are to receive an

entitlement control message of the primary security system;
the processor is to obtain a control word of the primary
security system from the entitlement control message; and the
access controlled data comprises the control word.

134. The conditional access server of claim 131, wherein
the one or more communication interfaces are to receive an

entitlement control message and scrambled content of the
primary security system; and the conditional access server
further comprises:

a descrambler coupled to the processor, the descrambler to
descramble the scrambled content according to the
entitlement control message;

wherein the access controlled data comprises a result of
descrambling the scrambled content.
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135. The conditional access server of claim 134, further
comprising:

a storage device coupled to one or more communication
interfaces, the storage device to store the content in an
encrypted form;

wherein the access controlled data is provided in response
to a request from the secondary conditional accesscli-
ent.

136. The conditional access server of claim 130, wherein
the one or more communication interfaces are to receive

entitlement control message of the primary security system;
the processoris to generate a substitutive entitlement control
message as a replacementofthe entitlement control message;
and the access controlled data comprises the substitutive
entitlement control message.

137. The conditional access server of claim 136, wherein
the substitutive entitlement control message has a control
word encrypted using a key of the conditional access server.

138. The conditional access server of claim 130, wherein
the one or more communicationinterfaces are to receiveafirst

entitlement control message containing a first control word
and content scrambledbythefirst control word; the processor
is to generate a second entitlement contro] message contain-
ing a second control word that is different from the first
control word; and the conditional access server further com-
prises:

atranscrambler coupled to the one or more communication
interfaces and the processor, the transcrambler to
descramble the content using the first control word and
rescramble the content using the second control word;

wherein the access controlled data comprises the content
rescrambled by the second control word and second
entitlement control message.

139. The conditional access server of claim 138, further
comprising:

a storage device coupled to the transcrambler, the storage
device to store the content rescrambled by the second
control word.

140. A secondary conditional access client, comprising:
a communication interface to receive, from a conditional

access server through a network connection, access con-
trolled data thatis in an access controlled formatand that

is at least partially derived from a security message of a
primary security system in a first security domain, the
secondary conditional access client being in a second
security domain; and

a processor coupled to the communication interface, the
processorto process the access controlled data,

wherein the primary security system authenticates the con-
ditional access server as one of clients of the primary
security system through a first authentication process
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using a first root of trust and the conditional access
server authenticates clients of the conditional access

server through a second authentication process whichis
independent of the first authentication process and
wherein the second authentication process uses a second
root of trust which is independent of and different than
the first root of trust, and wherein the conditional access
server is configured to substitute the first security
domain with the second security domain forthe clients
underthe secondrootoftrust.

141. The client of claim 140, wherein the security message
is an entitlement management message; and wherein the sec-
ondary conditional access client does not have a user key
representing a subscriberof the primary security system.

142. The client ofclaim 140, wherein the access controlled
format protects access to data using a digital rights manage-
ment system.

143. The client of claim 142, wherein the processoris to
automatically determine whetheror not to descramblea por-
tion of media content received from the primary security
system for recording according to the entitlement data; the
client further comprises:

a storage device;
a descrambler coupled to the processor and the storage

device, in response to a determination to descramble the
descrambler to descramblethe portion ofthe media con-
tent for storing in the storage device, in response to a
determination not to descramble the storage device to
record the portion of the media content without
descrambling.

144. Theclient of claim 142, wherein the communication
interface is to send, to the conditional access server through a
network connection, an entitlement control message contain-
ing a control word in an encrypted form; and the access
controlled data comprises the control word.

145. The client of claim 144, further comprising:
a storage device;
a descrambler coupled to the processor and the storage

device, the descrambler to descramble media content
using the control word, the storage device to store the
media content under protection of a digital rights man-
agement system.

146. The client of claim 140, further comprising:
a physical interface to receive a first entitlement control

message for descrambling a portion of media content
received from the primary security system; and

wherein the communication interface is to send thefirst

entitlement control message to the conditional access
server through a network connection.
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