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Foreword

This Technical Specification has been produced by the 3™ Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an
identifying change of release date and an increase in version number as follows:

Version X.y.z
where:
x the first digit:
1 presented to TSG for information;
2 presented to TSG for approval,
3 or greater indicates TSG approved document under change control.

Y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections,
updates, etc.

z the third digit is incremented when editorial only changes have been incorporated in the document.
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1 Scope

The present document specifies the coding, multiplexing and mapping to physical channels for E-UTRA.

2 References

The following documents contain provisions which, through reference in this text, constitute provisions of the present
document.

e References are either specific (identified by date of publication, edition number, version number, etc.) or
non-specific.

e For a specific reference, subsequent revisions do not apply.

e For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same
Release as the present document.

[1] 3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2] 3GPP TS 36.211: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and
modulation".

[3] 3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer
procedures".

[4] 3GPP TS 36.306: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE)

radio access capabilities".

[5] 3GPP TS36.321, “Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access
Control (MAC) protocol specification”

3 Definitions, symbols and abbreviations

3.1 Definitions

For the purposes of the present document, the terms and definitions given in [1] and the following apply. A term
defined in the present document takes precedence over the definition of the same term, if any, in [1].

Definition format

<defined term>: <definition>.

3.2 Symbols

For the purposes of the present document, the following symbols apply:

N 1%% Downlink bandwidth configuration, expressed in number of resource blocks [2]
N f{}]g Uplink bandwidth configuration, expressed in number of resource blocks [2]
N, SI;%SbCH Number of SC-FDMA symbols carrying PUSCH in a subframe

N SI;IIECH'mmal Number of SC-FDMA symbols carrying PUSCH in the initial PUSCH transmission subframe

3GPP
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Nsljrl;lb Number of SC-FDMA symbols in an uplink slot
Ngpg Number of SC-FDMA symbols used for SRS transmission in a subframe (0 or 1).

3.3 Abbreviations

For the purposes of the present document, the following abbreviations apply:

BCH Broadcast channel

CFI Control Format Indicator

CP Cyclic Prefix

DCI Downlink Control Information
DL-SCH Downlink Shared channel

FDD Frequency Division Duplexing

HI HARQ indicator

MCH Multicast channel

PBCH Physical Broadcast channel
PCFICH Physical Control Format Indicator channel
PCH Paging channel

PDCCH Physical Downlink Control channel
PDSCH Physical Downlink Shared channel
PHICH Physical HARQ indicator channel
PMCH Physical Multicast channel

PMI Precoding Matrix Indicator
PRACH Physical Random Access channel
PUCCH Physical Uplink Control channel
PUSCH Physical Uplink Shared channel
RACH Random Access channel

RI Rank Indication

SRS Sounding Reference Signal

TDD Time Division Duplexing

TPMI Transmitted Precoding Matrix Indicator
ucCI Uplink Control Information
UL-SCH Uplink Shared channel

4 Mapping to physical channels

4.1 Uplink

Table 4.1-1 specifies the mapping of the uplink transport channels to their corresponding physical channels. Table 4.1-2
specifies the mapping of the uplink control channel information to its corresponding physical channel.

Table 4.1-1
TrCH Physical Channel
UL-SCH PUSCH
RACH PRACH

Table 4.1-2
Control information Physical Channel
UClI PUCCH, PUSCH

3GPP
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4.2 Downlink

Table 4.2-1 specifies the mapping of the downlink transport channels to their corresponding physical channels. Table
4.2-2 specifies the mapping of the downlink control channel information to its corresponding physical channel.

Table 4.2-1
TrCH Physical Channel
DL-SCH PDSCH
BCH PBCH
PCH PDSCH
MCH PMCH
Table 4.2-2
Control information Physical Channel
CFlI PCFICH
HI PHICH
DCI PDCCH
5 Channel coding, multiplexing and interleaving

Data and control streams from/to MAC layer are encoded /decoded to offer transport and control services over the radio
transmission link. Channel coding scheme is a combination of error detection, error correcting, rate matching,
interleaving and transport channel or control information mapping onto/splitting from physical channels.

5.1 Generic procedures

This section contains coding procedures which are used for more than one transport channel or control information

type.

511 CRC calculation

Denote the input bits to the CRC computation by ¢, a,,a,,as,...,a 4_, , and the parity bits by p,, p;, P2, P3seees Pr1- A

is the size of the input sequence and L is the number of parity bits. The parity bits are generated by one of the following
cyclic generator polynomials:

- gercua(D) = [D¥*+D? + DB+ DV + D+ D + DO+ D7+ D6 + D5+ D* + D* + D + 1] and;
- gcreap(D) = [D** + D® + D%+ D’ + D + 1] for a CRC length L = 24 and;

- gereio(D) = [D' + D' + D’ + 1] for a CRC length L = 16.

- geres(D) =[D?+ D7+ D*+ D* + D + 1] for a CRC length of L = 8.

The encoding is performed in a systematic form, which means that in GF(2), the polynomial:
agD"? +a, D" 1. +a, D™ + pyD® +p, D 4.+ py,D' + pyy

yields a remainder equal to 0 when divided by the corresponding length-24 CRC generator polynomial, gcrc24a(D) or
gcrc248(D), the polynomial:

agD* +a, D" 4. +a, D'+ p,D” +p, D" + ..+ p,D" +ps
yields a remainder equal to 0 when divided by gcrci6(D), and the polynomial:

aoDA+7 + GIDA+6 +...+ aA,ng + poD7 +p1D6 +...+ p6D1 + p7

3GPP
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yields a remainder equal to 0 when divided by gcres(D).

The bits after CRC attachment are denoted by by, b, ,b,, b5 ,...,b_;, where B = A+ L. The relation between ak and by is:
b, =ay fork=0,1,2, ..., 4-1

by =Pi_4 for k= A, A+1, A+2,..., A+L-1.

5.1.2 Code block segmentation and code block CRC attachment

The input bit sequence to the code block segmentation is denoted by b, b,,b,,b5,...,b5_;, where B> 0. If B is larger

than the maximum code block size Z, segmentation of the input bit sequence is performed and an additional CRC
sequence of L = 24 bits is attached to each code block. The maximum code block size is:

- Z=6144.
If the number of filler bits F calculated below is not 0, filler bits are added to the beginning of the first block.
Note that if B < 40, filler bits are added to the beginning of the code block.
The filler bits shall be set to <NULL> at the input to the encoder.
Total number of code blocks C is determined by:
if BLZ
L=0
Number of code blocks: C =1
B'=B
else
L=24
Number of code blocks: C=[B/(Z~L)].
B'=B+C-L
end if

The bits output from code block segmentation, for C # 0, are denoted by ¢,,¢,1,¢,2,¢,35..., (g, 1) » Where ris the

code block number, and K is the number of bits for the code block number r.
Number of bits in each code block (applicable for C # 0 only):

First segmentation size: K, = minimum X in table 5.1.3-3 such that C-K > B’

if C=1

Il
o

the number of code blocks with length K, is C, =1, K_=0, C_
elseif C>1

Second segmentation size: K_= maximum K in table 5.1.3-3 such that K < K,

Ag =K, -K_

3GPP
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C-K,-B
Number of segments of size K_: C_ =| ——F—— 1.
Ak
C

Number of segments of sizeK, - C, =C—

end if

Number of filler bits: F=C,-K, +C_-K_—-B'

fork=0to F-1 -- Insertion of filler bits
cor =<NULL >
end for
k=F
s=0
forr=0to C-1
if r<C._
K, =K._
else
K, =K,
end if

while k<K, —L

Crk = bs
k=k+1
s=s5+1
end while
if C>1
The sequence c,,c¢,1,¢,,¢,3,-C4(k, 1) 1S used to calculate the CRC parity bits p,, p,j, P, Py(11)
according to subclause 5.1.1 with the generator polynomial gcrc24s(D). For CRC calculation it is
assumed that filler bits, if present, have the value 0.
whilek < K,
Crik = Pr(k+L-K,)
k=k+1
end while
end if
k=0
end for

5.1.3 Channel coding

The bit sequence input for a given code block to channel coding is denoted by ¢, ¢, ¢, c3,...,cx_; , Where K is the

number of bits to encode. After encoding the bits are denoted by d (()i ) ,d 1(1‘) ,d ;i) ,d 3(i) " g)_l , where D is the number of

3GPP
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encoded bits per output stream and i indexes the encoder output stream. The relation between ¢, and d ,(C[) and between

K and D is dependent on the channel coding scheme.

The following channel coding schemes can be applied to TrCHs:

- tail biting convolutional coding;

- turbo coding.

Usage of coding scheme and coding rate for the different types of TrCH is shown in table 5.1.3-1. Usage of coding
scheme and coding rate for the different control information types is shown in table 5.1.3-2.

The values of D in connection with each coding scheme:

- tail biting convolutional coding with rate 1/3: D = K;;

- turbo coding with rate 1/3: D =K + 4.

The range for the output stream index i is 0, 1 and 2 for both coding schemes.

Table 5.1.3-1: Usage of channel coding scheme and coding rate for TrCHs

TrCH Coding scheme | Coding rate
UL-SCH
DI;CS:SH Turbo coding 1/3
MCH
Tail biting
BCH convolutional 1/3
coding

Table 5.1.3-2: Usage of channel coding scheme and coding rate for control information

Control Information Coding scheme | Coding rate
Tail biting
DCI convolutional 1/3
coding
CFlI Block code 1/16
HI Repetition code 1/3
Block code variable
Tail bitin
ucl convolutiogal 1/3
coding

5.1.3.1

Tail biting convolutional coding

A tail biting convolutional code with constraint length 7 and coding rate 1/3 is defined.

The configuration of the convolutional encoder is presented in figure 5.1.3-1.

The initial value of the shift register of the encoder shall be set to the values corresponding to the last 6 information bits
in the input stream so that the initial and final states of the shift register are the same. Therefore, denoting the shift
register of the encoder by s, 5;,5,,..., 55, then the initial value of the shift register shall be set to

S = C(k-1-i)

3GPP
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Ck
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Figure 5.1.3-1: Rate 1/3 tail biting convolutional encoder

The encoder output streams d ,50) ,d ,({1) and d ](Cz) correspond to the first, second and third parity streams, respectively as

shown in Figure 5.1.3-1.

5.1.3.2 Turbo coding

5.1.3.21 Turbo encoder

The scheme of turbo encoder is a Parallel Concatenated Convolutional Code (PCCC) with two 8-state constituent
encoders and one turbo code internal interleaver. The coding rate of turbo encoder is 1/3. The structure of turbo
encoder is illustrated in figure 5.1.3-2.

The transfer function of the 8-state constituent code for the PCCC is:

g(D)
go(D)

G(D) = {1,

where
2dD)=1+D*+ D3,
giD)=1+D+ D>

The initial value of the shift registers of the 8-state constituent encoders shall be all zeros when starting to encode the
input bits.

The output from the turbo encoder is

0) _
dk =Xy
o _
dk =Zy
(€ —
dk =Zy

for k=0,1,2,..,K—-1.

If the code block to be encoded is the 0-th code block and the number of filler bits is greater than zero, i.e., > 0, then
the encoder shall set ¢, = 0, k= 0,...,(F-1) at its input and shall set d,go) =< NULL > ,k=0,...,(F-1) and

d =< NULL > , k=0,...,(F-1) at its output.

The bits input to the turbo encoder are denoted by ¢, c;,¢5,¢5,.... Cx_; , and the bits output from the first and second 8-
state constituent encoders are denoted by z,z,,2,,23,...., Zg_ and z{,, 2, 25, Z5 ..., Zx_ » Tespectively. The bits output

from the turbo code internal interleaver are denoted by ¢, c{,..., ¢ _; , and these bits are to be the input to the second 8-

state constituent encoder.
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Xk
1st constituent encoder .
k
) ..
»(— ,\f_‘|: —>
Ck V)
}& + » D » D /L= D
D
Output
Input
Turbo code internal i
interleaver 2nd constituent encoder z,
Output
> >H—>
A
Ck
X @ » D » D » D
A
e
X

Figure 5.1.3-2: Structure of rate 1/3 turbo encoder (dotted lines apply for trellis termination only)

51.3.2.2 Trellis termination for turbo encoder

Trellis termination is performed by taking the tail bits from the shift register feedback after all information bits are
encoded. Tail bits are padded after the encoding of information bits.

The first three tail bits shall be used to terminate the first constituent encoder (upper switch of figure 5.1.3-2 in lower
position) while the second constituent encoder is disabled. The last three tail bits shall be used to terminate the second
constituent encoder (lower switch of figure 5.1.3-2 in lower position) while the first constituent encoder is disabled.

The transmitted bits for trellis termination shall then be:

0) _ 0) _ 0 _ o) _
dy’ =xg,dy =z, dyly =Xk, dgi3 =2k,

O _ n _ 1 o 1 ot
dK) =Zg, d1((+1 =Xg+2 d/(<12 =Zg> d/(<13 = XK

’

2) _ 2) _ 2) _ 2) _
di’ =xgg, dgp =2k, iy =Xk gy =2k

51.3.2.3 Turbo code internal interleaver

The bits input to the turbo code internal interleaver are denoted by ¢, ¢, ,..., cx_; , Where K is the number of input bits.

The bits output from the turbo code internal interleaver are denoted by ¢;, ¢i,...,cx_; -

The relationship between the input and output bits is as follows:

¢ = cn)> i=0, 1,..., (K-1)

3GPP

Petitioner’s Exhibit 1016

Nokia of America Corp., et al. v. KT Corporation, et al.
Case No. IPR2025-00317; U.S. Patent No. 11,405,942
Page 000013



Release 8 14 3GPP TS 36.212 V8.7.0 (2009-05)

where the relationship between the output index 7 and the input index I1(i) satisfies the following quadratic form:
TG) = (f; i+ f, -1 Jmod K
The parameters f, and f, depend on the block size K and are summarized in Table 5.1.3-3.

Table 5.1.3-3: Turbo code internal interleaver parameters

K| fi | fo] i Ki N S i Ki i | fa i Ki i | fa
40 3 10 | 48 | 416 25 52 95 | 1120 | 67 | 140 | 142 | 3200 | 111 | 240
48 7 12 | 49 | 424 51 106 | 96 | 1152 | 35 72 | 143 | 3264 | 443 | 204
56 19 42 | 50 | 432 47 72 97 | 1184 | 19 74 | 144 | 3328 | 51 104
64 7 16 | 51 | 440 91 110 | 98 | 1216 | 39 76 | 145 | 3392 | 51 | 212
72 7 18 | 52 | 448 29 | 168 | 99 | 1248 | 19 78 | 146 | 3456 | 451 | 192
80 11 20 | 53 | 456 29 | 114 | 100 | 1280 | 199 | 240 | 147 | 3520 | 257 | 220
88 5 22 | 54 | 464 | 247 | 58 | 101 | 1312 | 21 82 | 148 | 3584 | 57 | 336
96 11 24 | 55 | 472 29 | 118 | 102 | 1344 | 211 | 252 | 149 | 3648 | 313 | 228
104 7 26 | 56 | 480 89 | 180 | 103 | 1376 | 21 86 | 150 | 3712 | 271 | 232
10 | 112 | 41 84 | 57 | 488 91 122 | 104 | 1408 | 43 88 | 151 | 3776 | 179 | 236
111120 | 103 | 90 | 58 | 496 | 157 | 62 | 105 | 1440 | 149 | 60 | 152 | 3840 | 331 | 120
12 | 128 | 15 32 | 59 | 504 55 84 | 106 | 1472 | 45 92 | 153 | 3904 | 363 | 244
13 | 136 9 34 | 60| 512 31 64 | 107 | 1504 | 49 | 846 | 154 | 3968 | 375 | 248
14 | 144 | 17 | 108 | 61 528 17 66 | 108 | 1536 | 71 48 | 155 | 4032 | 127 | 168
15 | 152 9 38 | 62 | 544 35 68 | 109 | 1568 | 13 28 | 156 | 4096 | 31 64
16 | 160 | 21 120 | 63 | 560 | 227 | 420 | 110 | 1600 | 17 80 | 157 | 4160 | 33 | 130
17 | 168 | 101 84 | 64 | 576 65 96 | 111 | 1632 | 25 | 102 | 158 | 4224 | 43 | 264
18 | 176 | 21 44 | 65 | 592 19 74 | 112 | 1664 | 183 | 104 | 159 | 4288 | 33 | 134
19 | 184 | 57 46 | 66 | 608 37 76 | 113 | 1696 | 55 | 954 | 160 | 4352 | 477 | 408
20 | 192 | 23 48 | 67 | 624 41 234 | 114 | 1728 | 127 | 96 | 161 | 4416 | 35 | 138
211200 | 13 50 | 68 | 640 39 80 | 115 | 1760 | 27 | 110 | 162 | 4480 | 233 | 280
22 | 208 | 27 52 |69 | 656 | 185 | 82 | 116 | 1792 | 29 | 112 | 163 | 4544 | 357 | 142
23 | 216 | 11 36 | 70 | 672 43 | 252 | 117 | 1824 | 29 | 114 | 164 | 4608 | 337 | 480
24 | 224 | 27 56 | 71 688 21 86 | 118 | 1856 | 57 | 116 | 165 | 4672 | 37 | 146
25 | 232 | 85 58 | 72| 704 | 155 | 44 | 119 | 1888 | 45 | 354 | 166 | 4736 | 71 444
26 | 240 | 29 60 | 73| 720 79 | 120 | 120 | 1920 | 31 120 | 167 | 4800 | 71 120
27 | 248 | 33 62 | 74| 736 | 139 | 92 | 121 | 1952 | 59 | 610 | 168 | 4864 | 37 | 152
28 | 256 | 15 32 | 75| 752 23 94 | 122 | 1984 | 185 | 124 | 169 | 4928 | 39 | 462
29 | 264 | 17 | 198 | 76 | 768 | 217 | 48 | 123 | 2016 | 113 | 420 | 170 | 4992 | 127 | 234
30 | 272 | 33 68 | 77 | 784 25 98 | 124 | 2048 | 31 64 | 171 | 5056 | 39 | 158
311280 | 103 | 210 | 78 | 800 17 80 | 125 | 2112 | 17 66 | 172 | 5120 | 39 80
32| 288 | 19 36 | 79| 816 | 127 | 102 | 126 | 2176 | 171 | 136 | 173 | 5184 | 31 96
33|29 | 19 74 | 80 | 832 25 52 | 127 | 2240 | 209 | 420 | 174 | 5248 | 113 | 902
34 | 304 | 37 76 | 81 848 | 239 | 106 | 128 | 2304 | 253 | 216 | 175 | 5312 | 41 166
35| 312 | 19 78 | 82 | 864 17 48 | 129 | 2368 | 367 | 444 | 176 | 5376 | 251 | 336
36 | 320 | 21 120 | 83 | 880 | 137 | 110 | 130 | 2432 | 265 | 456 | 177 | 5440 | 43 | 170
37 | 328 | 21 82 | 84| 896 | 215 | 112 | 131 | 2496 | 181 | 468 | 178 | 5504 | 21 86
38| 336 | 115 | 84 | 85 | 912 29 | 114 | 132 | 2560 | 39 80 | 179 | 5568 | 43 | 174
39| 344 | 193 | 86 | 86 | 928 15 58 | 133 | 2624 | 27 | 164 | 180 | 5632 | 45 | 176
40 | 352 | 21 44 | 87 | 944 | 147 | 118 | 134 | 2688 | 127 | 504 | 181 | 5696 | 45 | 178
41 | 360 | 133 | 90 | 88 | 960 29 60 | 135 | 2752 | 143 | 172 | 182 | 5760 | 161 | 120
42 | 368 | 81 46 | 89 | 976 59 | 122 | 136 | 2816 | 43 88 | 183 | 5824 | 89 | 182
43 | 376 | 45 94 | 90 | 992 65 | 124 | 137 | 2880 | 29 | 300 | 184 | 5888 | 323 | 184
44 | 384 | 23 48 | 91 | 1008 | 55 84 | 138 | 2944 | 45 92 | 185 | 5952 | 47 | 186
45 | 392 | 243 | 98 | 92 | 1024 | 31 64 | 139 | 3008 | 157 | 188 | 186 | 6016 | 23 94
46 | 400 | 151 | 40 | 93 | 1056 | 17 66 | 140 | 3072 | 47 96 | 187 | 6080 | 47 | 190
47 | 408 | 155 | 102 | 94 | 1088 | 171 | 204 | 141 | 3136 | 13 28 | 188 | 6144 | 263 | 480

OO (N[O |WIN|—=| ~
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514 Rate matching

51.41 Rate matching for turbo coded transport channels

The rate matching for turbo coded transport channels is defined per coded block and consists of interleaving the three
information bit streams d ,EO) ,d ,(Cl) and d ,Ez) , followed by the collection of bits and the generation of a circular buffer as

depicted in Figure 5.1.4-1. The output bits for each code block are transmitted as described in subclause 5.1.4.1.2.

a4 (O
k Sub-block ko
» interleaver d
virtual circular
buffer
40 (1 ) ) ) Ck
k Sub-block N Bit Wi Bit selection ;
interleaver " collection and pruning
2)
P v
k Sub-block ko
» interleaver d

Figure 5.1.4-1. Rate matching for turbo coded transport channels

The bit stream d 1({0) is interleaved according to the sub-block interleaver defined in subclause 5.1.4.1.1 with an output

0 ,© 0 (0

sequence defined as v, v, ,v; ..., Ky and where K is defined in subclause 5.1.4.1.1.

The bit stream d ,(Cl) is interleaved according to the sub-block interleaver defined in subclause 5.1.4.1.1 with an output

sequence defined as v(()l) , vl(l) , vgl) yeees v% -

The bit stream d ,({2) is interleaved according to the sub-block interleaver defined in subclause 5.1.4.1.1 with an output

sequence defined as v(()z) s vl(z) , vgz) oo vfr)l -

The sequence of bits e, for transmission is generated according to subclause 5.1.4.1.2.

51.4.11 Sub-block interleaver

The bits input to the block interleaver are denoted by d(()i ) s d](i) ,d g) i g)_ | » where D is the number of bits. The output
bit sequence from the block interleaver is derived as follows:

(1) Assign C STqublock =32 to be the number of columns of the matrix. The columns of the matrix are numbered 0, 1,

2,..., Cﬁblock —1from left to right.

(2) Determine the number of rows of the matrix R;ﬁblack , by finding minimum integer R Srui,block such that:

TC TC
D< (Rsubblock x Csubblock)

The rows of rectangular matrix are numbered 0, 1, 2,..., R’S,, . —1from top to bottom.
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@)1t (Rg,ibk)ck X ClG ok )> D, then Nj = (R;iblock xCLC ok — D) dummy bits are padded such that y; = <NULL>

for k=0, 1,..., Np- 1. Then, write the input bit sequence, i.e. yy, .x = d]?) ,k=0,1,..., D-1, into

the (Rg;;h,wk xCle ) matrix row by row starting with bit yo in column 0 of row 0:

Yo bl Y2 Y e
Csubblock =1
Y 1 Y1 Y1 Y, ~rc
Csu?block Csubl'zlock +1 Csubl{lock +2 3 2 Csub_block -1
Y prC 7C Y p1C 7C Y nrc 7C o YoerC TC
(Rsubbiock —D*Csubplock (Rsubbiock ~DXCsubblock 1 (Rsubbiock ~D*Csubblock +2 (Rsubblock *Csubblock =1

For d,io) and d,(cl) :

(4) Perform the inter-column permutation for the matrix based on the pattern (P( j )> e {0 . that is shown in

Csj;ﬁtb/ock_l}
table 5.1.4-1, where P(j) is the original column position of the j-th permuted column. After permutation of the

columns, the inter-column permuted |R’S,, . * Cﬁ,ﬁb,ock) matrix is equal to

. rc
yP(O) yP(l) yP(Z) yP(C.\'ubbluck -1
y 7C y e y e e Y pTC 7C
P(O)*’?\'ubhloc‘k P“)"'?subbloc‘k P(2)+¢subblock . P(Csubblack._l +Cubblock
e TC TC TC rc 7C o TC TC TC
yP(0)+(qubblock “DxCsubbiock yP(1)+(RS11bblock “DxCsubbiock yP(z)Jr(Rsubb[opk “DxCsubbiock yP(Csubbluck71)+(qubhlock “DxCsubbiock

(5) The output of the block interleaver is the bit sequence read out column by column from the inter-column
permuted (Rgghl{wk xCIC ook )matrix. The bits after sub-block interleaving are denoted
@ @ @) (()i)

by vy, v, v, ,...,v}%_l,where vy’ corresponds toyp(o),vl(’

) ¢
(0] .
Y PO btock
| prc TC
and K nm— (Rsubblock X Csubblock ) .

(2).
Ford,” :

(4) The output of the sub-block interleaver is denoted by v(()z) , vl(Z) v§2) yees V§<2r)1 _,» Where v,({z) = Y2y and where

k

z(k)=| P| {TJ +CIC, X (k modR’S,, )+1 mod K ;
subblock

The permutation function P is defined in Table 5.1.4-1.

Table 5.1.4-1 Inter-column permutation pattern for sub-block interleaver

Number of columns Inter-column permutation pattern
Cz;tcf;hl()ck < P(O)sP(l)""7P(C£tCI;bl()ck _1) >
32 <0, 16, 8, 24, 4, 20, 12, 28, 2, 18, 10, 26, 6, 22, 14, 30,
1,17,9,25,5,21,13,29,3,19,11,27,7, 23,15, 31 >
51.41.2 Bit collection, selection and transmission

The circular buffer of length K, =3K; for the r-th coded block is generated as follows:
wk:v,(fo) fork=0,..., Ky -1

Wi =y fork=0,..., Ky -1
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WK +2k+1 =v,(€2) fork=0,..., Ky -1

Denote the soft buffer size for the transport block by Nir bits and the soft buffer size for the 7-th code block by N bits.
The size N, is obtained as follows, where C is the number of code blocks computed in subclause 5.1.2:

-N, = mim&%J,K Wj for downlink turbo coded transport channels

-N,=K for uplink turbo coded transport channels

w

where N is equal to:

N, = N soft
R = ;
Kyivo - mm(M DL_HARQ> M it )

where:
Nsort 18 the total number of soft channel bits [4].

Kwivio 1s equal to 2 if the UE is configured to receive PDSCH transmissions based on transmission modes 3 or 4 as
defined in Section 7.1 in [3], 1 otherwise.

Mbr,_Harq 1s the maximum number of DL HARQ processes as defined in section 7 in [3].
Miimit 1s a constant equal to 8.

Denoting by E the rate matching output sequence length for the 7-th coded block, and 7vs the redundancy version
number for this transmission (7viix = 0, 1, 2 or 3), the rate matching output bit sequence is e, , k=0,1,..., E—1.

Define by G the total number of bits available for the transmission of one transport block.
SetG'=G/(N, -Q,,) where O, is equal to 2 for QPSK, 4 for I6QAM and 6 for 64QAM, and where
- Npisequal to 1 for transport blocks mapped onto one transmission layer, and
- Npisequal to 2 for transport blocks mapped onto two or four transmission layers.
Sety = G'mod C, where C is the number of code blocks computed in subclause 5.1.2.
if r<C-y-1
setE=N, -0, | G'/C]|
else
setE=N, -0, [G'/C]
end if

TC

N . .
Setky = RIS, 1o [2{—"’1’ "y +2 |, where RIG, . isthe number of rows defined in subclause 5.1.4.1.1.
SRsubblock

Setk=0and;j=0

while { k<E }

if Wi+ jymoan,, #< NULL >

€k = Wiky+j)mod N,

k=k+1
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end if
J=j+l
end while
5.14.2 Rate matching for convolutionally coded transport channels and control
information

The rate matching for convolutionally coded transport channels and control information consists of interleaving the
three bit streams, d 150) , d ,E,l) and d ,52) , followed by the collection of bits and the generation of a circular buffer as

depicted in Figure 5.1.4-2. The output bits are transmitted as described in subclause 5.1.4.2.2.

d;” Subblock | Vi
» upb- »
interleaver d
virtual circular
buffer
dW (1) , : . €k
k Sub-block N Bit Wi Bit selection ’
interleaver " collection and pruning
pro) NE)
k ) Sub-block ko
interleaver d

Figure 5.1.4-2. Rate matching for convolutionally coded transport channels and control information

The bit stream d,go) is interleaved according to the sub-block interleaver defined in subclause 5.1.4.2.1 with an output
sequence defined as v(()o) s vl(o) R vgo) yeres vg)r)[ _, and where Kpp is defined in subclause 5.1.4.2.1.

The bit stream d ,El) is interleaved according to the sub-block interleaver defined in subclause 5.1.4.2.1 with an output
sequence defined as v(()l) s vl(l) s vgl) yeres V;;I)_[ -

The bit stream d,({z) is interleaved according to the sub-block interleaver defined in subclause 5.1.4.2.1 with an output

(()2) @ ,@ @

sequence defined asvy™,v;™, v, ..., Kp-1®

The sequence of bits e, for transmission is generated according to subclause 5.1.4.2.2.

5.1.4.2.1 Sub-block interleaver

The bits input to the block interleaver are denoted by d(()i) ,dl(i) ,d éi) yeves dgzl , where D is the number of bits. The output
bit sequence from the block interleaver is derived as follows:

(1) Assign CE5, =32 to be the number of columns of the matrix. The columns of the matrix are numbered 0, 1,

2,00, CESy 1o —1 from left to right.

(2) Determine the number of rows of the matrix R Scuib,ock , by finding minimum integer R Scuiblock such that:

cc cc
D< (Rsubblock x Csubblock)

. cc
The rows of rectangular matrix are numbered 0, 1, 2,..., Rmbblock —1 from top to bottom.
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3) If(wabzmk % C biock )> D, then N = (Rs(igbzock X C biock — D) dummy bits are padded such that y, = <NULL>
fork=0,1,..., Np- 1. Then, write the input bit sequence, i.e. yy ., = d,ii) ,k=0,1,..., D-1, into

the ( R bbiock % Cwbblmk) matrix row by row starting with bit yo in column 0 of row 0:

Yo N1 Y2 Ycc

subblock
Yeoce Yecc

St Yyece
subblock subblock * +2 zcsubbluck

-1

1 yC‘

subbluck -1

Y pcc Y pcc Y pcc Y pcc cc
(qubb/mk l)xctubb/mk (qubb/ozk l)XCtubb/mk +1 (Rsuhhlock l)xcvuhh/ock +2 (R.\'u/)hlock Xcsuhh/ock -0

(4) Perform the inter-column permutation for the matrix based on the pattern (P( j ))je{

cc that is shown in
0>1"~'>Csubblack 71}

table 5.1.4-2, where P(j) is the original column position of the j-th permuted column. After permutation of the
columns, the inter-column permuted (RS, . x ngb,wk) matrix is equal to

y y cc
Yp) P(1) P(2) yP(C.subb/uck_l)
cC cC cC T CcC cC
yP(O)Jr?subblack yP(l)JrC.‘subblack yP(2)+¢subblock . yP(Csubblockfl)”LCsubblock
Yo oV(RES, . 1y CC Y pya(REC, . _1wcCC Y b (RES, . 1y CC Y€ v(RES,, i €C
(0)+(Rsubbiock ~D*Csubblock (D+(Rsubblock ~D*Csubbiock (2 Rsubbiock ~D*Csubblock ( bblock ~V+(Rsubbiock ~D*Csubblock

(5) The output of the block interleaver is the bit sequence read out column by column from the inter-column
permuted( RS s ioek X CSS ok )matrlx The bits after sub-block interleaving are denoted by v”,v{? v{) . g)n "

(7) (@) _ [ pcc cc
where v" corresponds to yp(), v’ toy, OCES, and Kp; = (Rmbblock x Csubblock)

Table 5.1.4-2 Inter-column permutation pattern for sub-block interleaver

Number of columns Inter-column permutation pattern
Csubblock < P(O)aP(l) P(Csubhlock 1) >

<1,17,9, 25,5, 21,13, 29, 3,19, 11, 27, 7, 23, 15, 31,
0, 16, 8, 24, 4, 20, 12, 28, 2, 18, 10, 26, 6, 22, 14, 30 >

32

This block interleaver is also used in interleaving PDCCH modulation symbols. In that case, the input bit sequence
consists of PDCCH symbol quadruplets [2].

51422 Bit collection, selection and transmission

The circular buffer of length K, =3K|; is generated as follows:
w = v fork=0,..., K;; -1
Wi =vy)  fork=0,..., Ky-1
Kn+k = Vk oo K

Wk =Vve)  fork=0,.., Ky -1
Denoting by E the rate matching output sequence length, the rate matching output bit sequence is ¢, , k=0,1,..., E—1.
Setk=0and;j=0
while { k<E'}

if w

Wimodk, #< NULL >

€ = ijode
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k=k+1
end if
j=i+l

end while

515 Code block concatenation

The input bit sequence for the code block concatenation and channel interleaving block are the sequences e, , for
r=0,.,C—1 and k =0,..., E, —1. The output bit sequence from the code block concatenation and channel interleaving
block is the sequence f, for k=0,...,G-1.

The code block concatenation consists of sequentially concatenating the rate matching outputs for the different code
blocks. Therefore,

Set k=0 and »r=0

while » < C
Set j=0
while j < E,
fi=ey
k=k+1
j=j+1
end while
r=r+l
end while
5.2 Uplink transport channels and control information

521 Random access channel

The sequence index for the random access channel is received from higher layers and is processed according to [2].

5.2.2 Uplink shared channel

Figure 5.2.2-1 shows the processing structure for the UL-SCH transport channel. Data arrives to the coding unit in the
form of a maximum of one transport block every transmission time interval (TTI). The following coding steps can be
identified:

— Add CRC to the transport block

—  Code block segmentation and code block CRC attachment
—  Channel coding of data and control information

— Rate matching

—  Code block concatenation

—  Multiplexing of data and control information
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—  Channel interleaver

The coding steps for UL-SCH transport channel are shown in the figure below.

Ay @) 5eer Ay i

Transport block
CRC attachment

bobywnbsy g

Code block segmentation
Code block CRC attachment

Cr05Cr1 "“’Cr(K, —]) v

Channel coding

dg.d? ,..d"

rl

Oy

Rate matching

ACK ACK _ACK
00 50) 5-s00_1 [0(1)31] r[o(fl OIRI [og " 1or[og " o " ]or
ACK _ACK ACK
[00 0, te OOA('K ) ]
€r0> €156 (1)
Code block Channel Channel Channel
concatenation coding coding coding
90915+ 900y 1 qu RI RI ACK  ACK ACK
0 9q1 seees -1 q() aql seees -1
fOsf 5"'st—1 \ 4 \ 4 QRI Ouck

Data and Control multiplexing

80>815-8H-1 \ 4 y

Channel Interleaver

l h()ahl 9"'9hH+QR171

Figure 5.2.2-1: Transport channel processing for UL-SCH

5.2.21 Transport block CRC attachment
Error detection is provided on UL-SCH transport blocks through a Cyclic Redundancy Check (CRC).

The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
1byay,a,,a,,as,..,a ., and the parity bits by p,, py, p», P3,--., P11 - A s the size of the transport block and L is the
number of parity bits. The lowest order information bit ao is mapped to the most significant bit of the transport block as
defined in Section 6.1.1 of [5].

The parity bits are computed and attached to the UL-SCH transport block according to subclause 5.1.1 setting L to 24
bits and using the generator polynomial gcrca4a(D).
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5222 Code block segmentation and code block CRC attachment

The bits input to the code block segmentation are denoted by b,,b,,b,,b5,...,b5_; where B is the number of bits in the
transport block (including CRC).

Code block segmentation and code block CRC attachment are performed according to subclause 5.1.2.

The bits after code block segmentation are denoted by ¢, ¢,1,¢,5,¢,3,.-.,C,(k, 1) » Where r is the code block number

and K, is the number of bits for code block number 7.

5.2.2.3 Channel coding of UL-SCH

Code blocks are delivered to the channel coding block. The bits in a code block are denoted by
€105 Cr15Cr25Crynnns Cr(k,-1) » Where 7 is the code block number, and K, is the number of bits in code block number .

The total number of code blocks is denoted by C and each code block is individually turbo encoded according to
subclause 5.1.3.2.

After encoding the bits are denoted by d i’o) ,d r(i) ,d ,(12) ,d ﬁ’; ""’dil(-)D<—l)’ withi = 0,1, and 2 and where D, is the number of

bits on the i-th coded stream for code block number r,i.e. D, =K, +4.

5224 Rate matching

dW

Turbo coded blocks are delivered to the rate matching block. They are denoted by d r(f]) ,dW dﬁ"z) ,d') (1)

rl > r3 oo
withi =0,1,and 2, and where r is the code block number, i is the coded stream index, and D, is the number of bits in

each coded stream of code block number 7. The total number of code blocks is denoted by C and each coded block is
individually rate matched according to subclause 5.1.4.1.

After rate matching, the bits are denoted by e,.€,,€,.€,3,....€,(g,_1), Where r is the coded block number, and where

E, is the number of rate matched bits for code block number 7.

5225 Code block concatenation

The bits input to the code block concatenation block are denoted by e,,e,1,€,5,€,3,....,€,(g, 1) for r=0,..,C -1 and

where E, is the number of rate matched bits for the r-th code block.

Code block concatenation is performed according to subclause 5.1.5.

The bits after code block concatenation are denoted by f, f1, f5, f3..-, fg_1 » Where G is the total number of coded bits

for transmission excluding the bits used for control transmission, when control information is multiplexed with the UL-
SCH transmission.

5.2.2.6 Channel coding of control information

Control data arrives at the coding unit in the form of channel quality information (CQI and/or PMI), HARQ-ACK and
rank indication. Different coding rates for the control information are achieved by allocating different number of coded
symbols for its transmission. When control data are transmitted in the PUSCH, the channel coding for HARQ-ACK,
rank indication and channel quality information oy, 0,,0,.,...,0,_; is done independently.

For TDD, two ACK/NACK feedback modes are supported by higher layer configuration.
- ACK/NACK bundling, and
- ACK/NACK multiplexing

For TDD ACK/NACK bundling, HARQ-ACK consists one or two bits information. For TDD ACK/NAK
multiplexing, HARQ-ACK consists of between one and four bits of information and the number of bits is determined as
described in Section 7.3 in [3].
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When the UE transmits HARQ-ACK bits or rank indicator bits, it shall determine the number of coded symbols Q" for
HARQ-ACK or rank indicator as

PUSCH —initial PUSCH —initial PUSCH
O : Msc ' Nsymb : ﬂoffset 4 M PUSCH
s sc

c-1
Sk,
r=0

where O is the number of ACK/NACK bits or rank indicator bits, M SPCUSCH is the scheduled bandwidth for PUSCH

transmission in the current sub-frame for the transport block, expressed as a number of subcarriers in [2], and

N Sl;[ﬁCH_inmal is the number of SC-FDMA symbols per subframe for initial PUSCH transmission for the same transport

block given by N SI;%SbCH'iniﬁal = (2 ( g;b —l)— Nggrs ), where N g is equal to 1 if UE is configured to send PUSCH

and SRS in the same subframe for initial transmission or if the PUSCH resource allocation for initial transmission even
partially overlaps with the cell specific SRS subframe and bandwidth configuration defined in Section 5.5.3 of [2].

M SIZUSCH ~initial ,C,and K . are obtained from the initial PDCCH for the same transport

Q' = min

Otherwise NN g is equal to 0.
block. If there is no initial PDCCH with DCI format 0 for the same transport block, M S‘ZUSCH —initial ' and K, shall

be determined from:

— the most recent semi-persistent scheduling assignment PDCCH, when the initial PUSCH for the same transport
block is semi-persistently scheduled, or,

— the random access response grant for the same transport block, when the PUSCH is initiated by the random
access response grant.

For HARQ-ACK information O, =0, - Q" and [ ﬂ;;f[;iCH = ﬂ%ﬁngCK], where ,B(ngQfACK shall be

determined according to [3].

For rank indication Q,, =Q, - Q' and [ ﬁ;gf,CH = ,B(;I};{Set ], where IBOR;;S@; shall be determined according to [3].

For HARQ-ACK information

— Each positive acknowledgement (ACK) is encoded as a binary ‘1’ and each negative acknowledgement (NAK)
is encoded as a binary ‘0’

— If HARQ-ACK consists of 1-bit of information, i.e., [o(fCK ], it is first encoded according to Table 5.2.2.6-1.

— If HARQ-ACK consists of 2-bits of information, i.e., [0()4CK alACK ] with O(f K corresponding to

ACK/NACK bit for codeword 0 and OIACK corresponding to that for codeword 1, it is first encoded according

to Table 5.2.2.6-2 where 05X = (05X + 0/ ®)mod2.

Table 5.2.2.6-1: Encoding of 1-bit HARQ-ACK

Om Encoded HARQ-ACK
2 [o; " ¥]

¢ o)™ yxx]

6 [0/ yxxxx]
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Table 5.2.2.6-2: Encoding of 2-bit HARQ-ACK

O Encoded HARQ-ACK

2 [064CK OIACK 051CK 064CK OIACK OglCK]

4 [O(z;lCK OIACK X X OZACK O;CK XXOIACK OZACK XX]

6 [oéqCK 01/1CK XX XX O;CK o(‘;lCK XX XX 01/1CK oé‘lCK X X X X]

The “x” and “y” in Table 5.2.2.6-1 and 5.2.2.6-2 are placeholders for [2] to scramble the HARQ-ACK bits in a way that
maximizes the Euclidean distance of the modulation symbols carrying HARQ-ACK information.

For the cases with FDD or TDD ACK/NAK multiplexing when HARQ-ACK consists of one or two bits information,

the bit sequence q(fCK , qIACK , quCK yeres qé‘fg{ _; is obtained by concatenation of multiple encoded HARQ-ACK blocks

where QO ;- is the total number of coded bits for all the encoded HARQ-ACK blocks. The last concatenation of the
encoded HARQ-ACK block may be partial so that the total bit sequence length is equal to O 4 -

For the case with TDD ACK/NACK bundling, a bit sequence (70ACK 5 alACK 5 672ACK yeees 67& if*l is obtained by

concatenation of multiple encoded HARQ-ACK blocks where O -« is the total number of coded bits for all the

encoded HARQ-ACK blocks. The last concatenation of the encoded HARQ-ACK block may be partial so that the total

bit sequence length is equal to O 4x . A scrambling sequence [w(f CKWIA CKWZA CKW; CK] is then selected from Table

5.2.2.6-A with index i = (N, ., —1)mod 4, where N, .., is determined as described in Section 7.3 in [3]. The

bit sequence (]61 K, qlA K, qu & . qéff[( _, is then generated by setting m =1 if HARQ-ACK consists of 1-bit and

m =3 if HARQ-ACK consists of 2-bits and then scrambling aOACK R (71ACK , %ACK yeurs 555?1 as follows

Seti,kto0

while i < Q,cx
if (Z.ACK =y /I place-holder repetition bit
ACK _ (= ack ACK
q, = (%—1 + WLk/mj)mOdz
k =(k+1)mod4m

else

~ACK _

if g, X //aplace-holder bit

ACK ~ACK

4, =4,

else // coded bit
g/ = (7" + w/% Jmod 2
k=(k+1)mod4m

end if

i=i+1

end while
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Table 5.2.2.6-A: Scrambling sequence selection for TDD ACK/NACK bundling

i ACK ACK ACK ACK
! [ W ]
0 [1 11 1]
1 [1010]
2 [1100]
3 [1001]
. .. . ACK _ACK
For the case that HARQ-ACK consists of more than two bits information, i.e. [00 0, .- 04“ 1] with
0" > 2, the bit sequence ¢, {1 g4k . .,qéfgrl is obtained as
OACK _
ACK ACK
Qi = Z(On .M(zm0d32 )m0d2
n=0

where i =0, 1, 2, ..., Qucx-1 and the basis sequences M, are defined in Table 5.2.2.6.4-1.

The vector sequence output of the channel coding for HARQ-ACK information is denoted by qACK, qlACK,..., qg,CK .
— —YACK ™~

where Q'ycx =040k / O,,» and is obtained as follows:

Seti,kto 0

while i < Q¢

PR —[q/K . -CIﬁCQI,ifﬂT
i=i+Q,
k=k+1
end while

For rank indication (RI)

—  The corresponding bit widths for rank indication feedback for PDSCH transmissions are given by table
52.2.6.1-2,5.2.2.6.2-3,5.2.2.6.3-3,5.2.3.3.1-3 and 5.2.3.3.2-4.

— IfRI consists of 1-bit of information, i.e., [0(1)21] , it is first encoded according to Table 5.2.2.6-3. [o(I)U] to RI
mapping is given by Table 5.2.2.6-5.

— If RI consists of 2-bits of information, i.e., [0(1)?1 ole ] with O(f ! corresponding to MSB of 2-bit input and OIR !
corresponding to LSB, it is first encoded according to Table 5.2.2.6-4 where 051 = (o + o1 "Ymod 2.

[oéu olRl] to RI mapping is given by Table 5.2.2.6-6.

Table 5.2.2.6-3: Encoding of 1-bit RI

Om Encoded RI

2 [og" ¥]

4 [og" y xx]

6 lof yxxxx]
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Table 5.2.2.6-4: Encoding of 2-bit RI

Om Encoded RI

2 RI RI RI RI RI RI
[og” o1 03" 0y of 03 ]

4

[o(I)UOIR]xx 0§10§1XX01RIO§IXX]

6 [oglolmxxxx oéuoé”xxxx olR[oéuxxxx]

Table 5.2.2.6-5: oéa to Rl mapping

0 (1;31 RI
0 1
1 2

Table 5.2.2.6-6: oé”, olRI to Rl mapping

0(1){1, OIRI RI
0,0 1
0,1 2
1,0 3
1,1 4

The “x” and “y” in Table 5.2.2.6-3 and 5.2.2.6-4 are placeholders for [2] to scramble the RI bits in a way that
maximizes the Euclidean distance of the modulation symbols carrying rank information.
The bit sequence gy .41 .42 - q Opr—1 8 obtained by concatenation of multiple encoded RI blocks where Qp; is

the total number of coded bits for all the encoded RI blocks. The last concatenation of the encoded RI block may be
partial so that the total bit sequence length is equal to Q,, . The vector sequence output of the channel coding for rank

information is denoted by q(If] , qfu o , where Op; = Op;/ O, , and is obtained as follows:

(]RI
" Z0k-1
Seti,kto 0
while i < QR]

R _[gRl gRL T
g =la g,

i=i+0,
k=k+1

end while

For channel quality control information (CQI and/or PMI)

When the UE transmits channel quality control information bits, it shall determine the number of coded symbols Q" for
channel quality information as
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(O+L)'M£USCH—zmttal 'NPUSCH—mmal .ﬂPUSCH

. symb offset Q .
Q' =min > 2 , M PUSEH ~NPUSbCH ~ =R |\where O is the number of
C-1 sc sym Q
m
2K,
r=0

<
CQI bits, L is the number of CRC bits given by [, = 0 0—1.1 . O =0, -0 and [ B0 = P,
8 otherwise

where ,B;gt shall be determined according to [3]. If rank indicator is not transmitted then Q,, =0.

M Sf,US CH=initial ,C,and K . are obtained from the initial PDCCH for the same transport block. If there is no initial
PDCCH with DCI format 0 for the same transport block, M ;ZUS CH—initial ,C,and K . shall be determined from:

— the most recent semi-persistent scheduling assignment PDCCH, when the initial PUSCH for the same transport
block is semi-persistently scheduled, or,

— the random access response grant for the same transport block, when the PUSCH is initiated by the random
access response grant.
N SP;%%CH'i“mal is the number of SC-FDMA symbols per subframe for initial PUSCH transmission for the same transport
block.

For UL-SCH data information G = NFUSCH . MPUSCH .0 — 0~ Oy, » where M (”S is the scheduled bandwidth for

PUSCH transmission in the current sub-frame for the transport block, and N ;%%CH is the number of SC-FDMA

symbols in the current PUSCH transmission sub-frame given by NS"y‘rJnSbC” = (2.(]\/;;;b _1)_ Ns1es)= where N g, is equal to 1

if UE is configured to send PUSCH and SRS in the same subframe for the current subframe or if the PUSCH resource
allocation for the current subframe even partially overlaps with the cell specific SRS subframe and bandwidth
configuration defined in Section 5.5.3 of [2]. Otherwise N, is equal to 0.

— If the payload size is less than or equal to 11 bits, the channel coding of the channel quality information is
performed according to subclause 5.2.2.6.4 with input sequence 0,,0;,0,,...,0¢_; -

— For payload sizes greater than 11 bits, the CRC attachment, channel coding and rate matching of the channel
quality information is performed according to subclauses 5.1.1, 5.1.3.1 and 5.1.4.2, respectively. The input bit
sequence to the CRC attachment is 0,0, 0,....,0,_; . The output bit sequence of the CRC attachment
operation is the input bit sequence to the channel coding operation. The output bit sequence of the channel
coding operation is the input bit sequence to the rate matching operation.

The output sequence for the channel coding of channel quality information is denoted by ¢,,4,,45,45,.., 900y -1

5.2.2.6.1 Channel quality information formats for wideband CQI reports

Table 5.2.2.6.1-1 shows the fields and the corresponding bit widths for the channel quality information feedback for
wideband reports for PDSCH transmissions associated with transmission mode 4 and transmission mode 6. N in Table

5.2.2.6.1-1 is defined in subclause 7.2 [3].
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Table 5.2.2.6.1-1: Fields for channel quality information (CQl) feedback for wideband CQl reports
(transmission mode 4 and transmission mode 6)

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank>1
Wideband CQI codeword 0 4 4 4 4
Wideband CQI codeword 1 0 4 0 4
Precoding matrix indication 2N N 4N 4N

Table 5.2.2.6.1-2 shows the fields and the corresponding bit width for the rank indication feedback for wideband CQI
reports for PDSCH transmissions associated with transmission mode 4.

Table 5.2.2.6.1-2: Fields for rank indication (RI) feedback for wideband CQlI reports
(transmission mode 4)

Bit width
Field 2 antenna ports 4 antenna ports
Max 2 layers | Max 4 layers
Rank indication 1 1 2

The channel quality bits in Table 5.2.2.6.1-1 form the bit sequence o, 0,,0,,...,0o_; With o, corresponding to the first
bit of the first field in the table, o, corresponding to the second bit of the first field in the table, and o,,_, corresponding

to the last bit in the last field in the table. The field of PMI shall be in the increasing order of the subband index [3]. The
first bit of each field corresponds to MSB and the last bit LSB. The RI bits sequence in Table 5.2.2.6.1-2 is encoded
according to section 5.2.2.6.

5.2.2.6.2 Channel quality information formats for higher layer configured subband CQI
reports

Table 5.2.2.6.2-1 shows the fields and the corresponding bit width for the channel quality information feedback for
higher layer configured report for PDSCH transmissions associated with transmission mode 1, transmission mode 2,
transmission mode 3 and transmission mode 7. N in Table 5.2.2.6.2-1 is defined in subclause 7.2 [3].

Table 5.2.2.6.2-1: Fields for channel quality information (CQl) feedback for higher layer configured
subband CQl reports
(transmission mode 1, transmission mode 2, transmission mode 3 and transmission mode 7)

Field Bit width
Wide-band CQIl codeword 4
Subband differential CQl 2N

Table 5.2.2.6.2-2 show the fields and the corresponding bit widths for the channel quality information feedback for
higher layer configured report for PDSCH transmissions associated with transmission mode 4, transmission mode 5 and
transmission mode 6. N in Table 5.2.2.6.2-2 is defined in subclause 7.2 [3].

Table 5.2.2.6.2-2: Fields for channel quality information (CQI) feedback for higher layer configured
subband CQl reports
(transmission mode 4, transmission mode 5 and transmission mode 6)

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank > 1
Wide-band CQI codeword 0 4 4 4 4
Subband differential CQIl codeword 0 2N 2N 2N 2N
Wide-band CQI codeword 1 0 4 0 4
Subband differential CQI codeword 1 0 2N 0 2N
Precoding matrix indication 2 1 4 4

Table 5.2.2.6.2-3 shows the fields and the corresponding bit width for the rank indication feedback for higher layer
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configured subband CQI reports for PDSCH transmissions associated with transmission mode 3 and transmission mode
4.

Table 5.2.2.6.2-3: Fields for rank indication (RI) feedback for higher layer configured subband CQl
reports
(transmission mode 3 and transmission mode 4)

Bit width
Field 2 antenna ports 4 antenna ports
Max 2 layers | Max 4 layers
Rank indication 1 1 2

The channel quality bits in Table 5.2.2.6.2-1 through Table 5.2.2.6.2-2 form the bit sequence 0,0,,0,,...,09_; With o,
corresponding to the first bit of the first field in each of the tables, o, corresponding to the second bit of the first field in
each of the tables, and o,,_; corresponding to the last bit in the last field in each of the tables. The field of the PMI and

subband differential CQI shall be in the increasing order of the subband index [3]. The first bit of each field corresponds
to MSB and the last bit LSB. The RI bits sequence in Table 5.2.2.6.2-3 is encoded according to section 5.2.2.6.

5.2.26.3 Channel quality information formats for UE selected subband CQI reports

Table 5.2.2.6.3-1 shows the fields and the corresponding bit widths for the channel quality information feedback for UE
selected subband CQI for PDSCH transmissions associated with transmission mode 1, transmission mode 2,
transmission mode 3 and transmission mode 7. L in Table 5.2.2.6.3-1 is defined in subclause 7.2 [3].

Table 5.2.2.6.3-1: Fields for channel quality information (CQl) feedback for UE selected subband CQl
reports
(transmission mode 1, transmission mode 2, transmission mode 3 and transmission mode 7)

Field Bit width
Wide-band CQI codeword 4
Subband differential CQI 2
Position of the M selected subbands L

Table 5.2.2.6.3-2 shows the fields and the corresponding bit widths for the channel quality information feedback for UE
selected subband CQI for PDSCH transmissions associated with transmission mode 4 and transmission mode 6. L in
Table 5.2.2.6.3-2 is defined in subclause 7.2 [3].

Table 5.2.2.6.3-2: Fields for channel quality information (CQIl) feedback for UE selected subband CQl
reports
(transmission mode 4 and transmission mode 6)

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank >1

Wide-band CQI codeword 0
Subband differential CQIl codeword 0
Wide-band CQl codeword 1
Subband differential CQI codeword 1
Position of the M selected subbands
Precoding matrix indication

s~|o|o|v|s
NN N
Yl ISI=1=11NIES
Y ISIENIENTNIES

Table 5.2.2.6.3-3 shows the fields and the corresponding bit widths for the rank indication feedback for UE selected
subband CQI reports for PDSCH transmissions associated with transmission mode 3 and transmission mode 4.
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Table 5.2.2.6.3-3: Fields for rank indication (RI) feedback for UE selected subband CQl reports
(transmission mode 3 and transmission mode 4)

Bit width
Field 2 antenna ports 4 antenna ports
Max 2 layers | Max 4 layers
Rank indication 1 1 2

The channel quality bits in Table 5.2.2.6.3-1 through Table 5.2.2.6.3-2 form the bit sequence o,,0,,0,,...,0o_; With o,
corresponding to the first bit of the first field in each of the tables, o, corresponding to the second bit of the first field in
each of the tables, and o,,_; corresponding to the last bit in the last field in each of the tables. The field of PMI shall

start with the wideband PMI followed by the PMI for the M selected subbands. The first bit of each field corresponds to
MSB and the last bit LSB. The RI bits sequence in Table 5.2.2.6.3-3 is encoded according to section 5.2.2.6.

5.2.2.6.4 Channel coding for CQI/PMI information in PUSCH

The channel quality bits input to the channel coding block are denoted by 0(,0;,05,03,...,09_; Where O is the

number of bits. The number of channel quality bits depends on the transmission format. When PUCCH-based reporting
format is used, the number of CQI/PMI bits is defined in subclause 5.2.3.3.1 for wideband reports and in subclause
5.2.3.3.2 for UE selected subbands reports. When PUSCH-based reporting format is used, the number of CQI/PMI bits
is defined in subclause 5.2.2.6.1 for wideband reports, in subclause 5.2.2.6.2 for higher layer configured subbands
reports and in subclause 5.2.2.6.3 for UE selected subbands reports.

The channel quality indication is first coded using a (32, O) block code. The code words of the (32, O) block code are a
linear combination of the 11 basis sequences denoted M, and defined in Table 5.2.2.6.4-1.
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Table 5.2.2.6.4-1: Basis sequences for (32, O) code

w
o

i Mio | Miqs | Mi2 | Miz | Mia | Mis | Mie | Miz | Mig | Mio | M0
0 1 1 0 0 0 0 0 0 0 0 1
1 1 1 1 0 0 0 0 0 0 1 1
2 1 0 0 1 0 0 1 0 1 1 1
3 1 0 1 1 0 0 0 0 1 0 1
4 1 1 1 1 0 0 0 1 0 0 1
5 1 1 0 0 1 0 1 1 1 0 1
6 1 0 1 0 1 0 1 0 1 1 1
7 1 0 0 1 1 0 0 1 1 0 1
8 1 1 0 1 1 0 0 1 0 1 1
9 1 0 1 1 1 0 1 0 0 1 1
10| 1 0 1 0 0 1 1 1 0 1 1
11 1 1 1 0 0 1 1 0 1 0 1
12| 1 0 0 1 0 1 0 1 1 1 1
13 1 1 0 1 0 1 0 1 0 1 1
14| 1 0 0 0 1 1 0 1 0 0 1
15| 1 1 0 0 1 1 1 1 0 1 1
16| 1 1 1 0 1 1 1 0 0 1 0
17| 1 0 0 1 1 1 0 0 1 0 0
18| 1 1 0 1 1 1 1 1 0 0 0
19| 1 0 0 0 0 1 1 0 0 0 0
20| 1 0 1 0 0 0 1 0 0 0 1
21 1 1 0 1 0 0 0 0 0 1 1
22| 1 0 0 0 1 0 0 1 1 0 1
23| 1 1 1 0 1 0 0 0 1 1 1
24| 1 1 1 1 1 0 1 1 1 1 0
25| 1 1 0 0 0 1 1 1 0 0 1
26 | 1 0 1 1 0 1 0 0 1 1 0
27 | 1 1 1 1 0 1 0 1 1 1 0
28| 1 0 1 0 1 1 1 0 1 0 0
29| 1 0 1 1 1 1 1 1 1 0 0
1 1 1 1 1 1 1 1 1 1 1
1 0 0 0 0 0 0 0 0 0 0

w
-

The encoded CQI/PMI block is denoted by b,b,,b,,b5.,...,b5_, where B =32 and
0-1
b; = Z(on ~Ml-,n)m0d2 wherei=0,1,2, ..., B-1.
n=0

The output bit sequence q,,q,,9,,955--- 90cp1 is obtained by circular repetition of the encoded CQI/PMI block as

follows

49i =b(imoag) Where i=0,1,2, ..., Ocorl.

5.2.2.7 Data and control multiplexing

The control and data multiplexing is performed such that HARQ-ACK information is present on both slots and is
mapped to resources around the demodulation reference signals. In addition, the multiplexing ensures that control and
data information are mapped to different modulation symbols.

The inputs to the data and control multiplexing are the coded bits of the control information denoted by
Go>91>92>9339 01 and the coded bits of the UL-SCH denoted by f, f1, /5, f3...., fg_1 - The output of the data

and control multiplexing operation is denoted by g .g .g,.8,.-8 . - Where H= (G +Ocor ) and H'=H/Q

m?
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and where g, i=0,..,H'—1 are column vectors of length Q,,. H is the total number of coded bits allocated for UL-

SCH data and CQI/PMI information.
The control information and the data shall be multiplexed as follows:

Seti,j, kto 0O

while j < QCQI -- first place the control information

T
g, =lg;4q;.0,]

J=J+0
k=k+1
end while

while i < G -- then place the data
T
&g, =[fi - fisg,-1]

i=i+0,,
k=k+1

end while

5228 Channel interleaver

The channel interleaver described in this subclause in conjunction with the resource element mapping for PUSCH in [2]
implements a time-first mapping of modulation symbols onto the transmit waveform while ensuring that the HARQ-
ACK information is present on both slots in the subframe and is mapped to resources around the uplink demodulation
reference signals.

The input to the channel interleaver are denoted by 8,88, 8y 1 qORI,qf],qgj,...,qg], . and
8922178 S’ Lo 024y 01 L0h -

ACK  ACK

ACK ACK
QO ’gl ’gz

el The number of modulation symbols in the subframe is given by H"=H'+Q,, .. The
—YACK

output bit sequence from the channel interleaver is derived as follows:

(1) Assign C,,,, =N SpyqubCH to be the number of columns of the matrix. The columns of the matrix are numbered 0,

1,2,...,C,,, —1 from left to right. NJU3" is determined according to section 5.2.2.6.

(2) The number of rows of the matrix is R, = (H "0, )/ C,. and we define R, . =R, /0, .

The rows of the rectangular matrix are numbered 0, 1, 2,..., R, . —1 from top to bottom.

mux

(3) If rank information is transmitted in this subframe, the vector sequence qgl, qu[,qgl,..., qg{ | is written onto
=0 "=1 "= =ORrr -

the columns indicated by Table 5.2.2.8-1, and by sets of O,, rows starting from the last row and moving upwards
according to the following pseudocode.

Set i, jto 0.

Setrto R -1

mux
while i < O,

cpy = Column Set(j)
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_ RI
X”XCmux"'CR[ =i

i=i+1

r=R..,. —1-|i/4]

j=(j+3)mod4
end while

Where ColumnSet is given in Table 5.2.2.8-1 and indexed left to right from 0 to 3.

(4) Write the input vector sequence, i.e., Y, =8, fork=0,1,..., H -1, into the (R X Cmux) matrix by sets of

mux
O rows starting with the vector Yo in column 0 and rows 0 to (Qm - 1) and skipping the matrix entries that are

already occupied:

Yy 4 Y, ZCppe—1
C e y C B
—C!nux —Cm_uerl - m}4x+2 . _2 V:IMX 1
X(R;ﬂlu( _1)Xcmwc J_/(R;I11LX _l)xcmwc'*'1 )_/(R;ﬂlLX _l)xcmux+2 J—/(R;morxcmwc_l)
. . . o ACK ACK  ACK ACK
(5) If HARQ-ACK information is transmitted in this subframe, the vector sequence 4, 49, 4, -y
= = = =Quck -

is written onto the columns indicated by Table 5.2.2.8-2, and by sets of O, rows starting from the last row and

moving upwards according to the following pseudocode. Note that this operation overwrites some of the channel
interleaver entries obtained in step (4).

Set i, j to 0.

Setrto R/ -1

while i < Q)¢
Cack = ColumnSet(j)

ACK

Y iiCpurerex L

i=i+1

r=R.,. —1-|i/4]

j=(j+3)mod4
end while

Where ColumnSet is given in Table 5.2.2.8-2 and indexed left to right from 0 to 3.

(6) The output of the block interleaver is the bit sequence read out column by column from the (me( X Cmux)

matrix. The bits after channel interleaving are denoted by A, h, , h, ..., h,, 01
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Table 5.2.2.8-1: Column set for Insertion of rank information

CP configuration

Column Set

Normal

{1,4,7,10}

Extended

{0,3,5, 8}

CP configuration Column Set
Normal {2,3,8 9}
Extended {1,2,6,7}

Uplink control information on PUCCH

3GPP TS 36.212 V8.7.0 (2009-05)

Table 5.2.2.8-2: Column set for Insertion of HARQ-ACK information

Data arrives to the coding unit in the form of indicators for measurement indication, scheduling request and HARQ
acknowledgement.

Three forms of channel coding are used, one for the channel quality information (CQI), another for HARQ-ACK
(acknowledgement) and scheduling request and another for combination of channel quality information (CQI) and

HARQ-ACK.
Channel coding
by.bysnby l
Figure 5.2.3-1: Processing for UCI
5.2.31 Channel coding for UCI HARQ-ACK

The HARQ acknowledgement bits are received from higher layers. HARQ-ACK consists of 1-bit of information, i.e.,
b, or 2-bits of information, i.e., b,,b, with b, corresponding to ACK/NACK bit for codeword 0 and b,

corresponding to that for codeword 1. Each positive acknowledgement (ACK) is encoded as a binary ‘1’ and each
negative acknowledgement (NACK) is encoded as a binary ‘0’. The HARQ-ACK bits are processed according to [2].

5.2.3.2 Channel coding for UCI scheduling request

The scheduling request indication is received from higher layers and is processed according to [2].

5.2.3.3 Channel coding for UCI channel quality information

The channel quality bits input to the channel coding block are denoted by a,,a,,a,,as,...,a _; where 4 is the number

of bits. The number of channel quality bits depends on the transmission format as indicated in subclause 5.2.3.3.1 for
wideband reports and in subclause 5.2.3.3.2 for UE-selected subbands reports.

The channel quality indication is coded using a (20, 4) code. The code words of the (20, 4) code are a linear
combination of the 13 basis sequences denoted M;, and defined in Table 5.2.3.3-1.
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Table 5.2.3.3-1: Basis sequences for (20, A) code

i Mio | Mig | Mi2 | Miz | Mig | Mis | Mig | Mi7 | Mis | Mio | Mito | Minn | Mi2
0 1 1 0 0 0 0 0 0 0 0 1 1 0
1 1 1 1 0 0 0 0 0 0 1 1 1 0
2 1 0 0 1 0 0 1 0 1 1 1 1 1
3 1 0 1 1 0 0 0 0 1 0 1 1 1
4 1 1 1 1 0 0 0 1 0 0 1 1 1
5 1 1 0 0 1 0 1 1 1 0 1 1 1
6 1 0 1 0 1 0 1 0 1 1 1 1 1
7 1 0 0 1 1 0 0 1 1 0 1 1 1
8 1 1 0 1 1 0 0 1 0 1 1 1 1
9 1 0 1 1 1 0 1 0 0 1 1 1 1
10 1 0 1 0 0 1 1 1 0 1 1 1 1
11 1 1 1 0 0 1 1 0 1 0 1 1 1
12 1 0 0 1 0 1 0 1 1 1 1 1 1
13 1 1 0 1 0 1 0 1 0 1 1 1 1
14 1 0 0 0 1 1 0 1 0 0 1 0 1
15 1 1 0 0 1 1 1 1 0 1 1 0 1
16 1 1 1 0 1 1 1 0 0 1 0 1 1
17 1 0 0 1 1 1 0 0 1 0 0 1 1
18 1 1 0 1 1 1 1 1 0 0 0 0 0
19 1 0 0 0 0 1 1 0 0 0 0 0 0

After encoding the bits are denoted by b, b,,b,,b5,...,bz_; where B =20 and with

A-1
b= (a,-M,,)mod2 wherei=0,1,2, ..., B-1.
n=0

5.2.3.3.1 Channel quality information formats for wideband reports

Table 5.2.3.3.1-1 shows the fields and the corresponding bit widths for the channel quality information feedback for
wideband reports for PDSCH transmissions associated with a transmission mode 1, transmission mode 2, transmission
mode 3 and transmission mode 7.

Table 5.2.3.3.1-1: UClI fields for channel quality information (CQl) feedback for wideband reports
(transmission mode 1, transmission mode 2, transmission mode 3 and transmission mode 7)

Field Bit width
Wide-band CQI 4

Table 5.2.3.3.1-2 shows the fields and the corresponding bit widths for the channel quality and precoding matrix
information feedback for wideband reports for PDSCH transmissions associated with transmission mode 4,
transmission mode 5 and transmission mode 6.
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Table 5.2.3.3.1-2: UCI fields for channel quality and precoding information (CQI/PMI) feedback for
wideband reports (transmission mode 4, transmission mode 5 and transmission mode 6)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank =1 | Rank >1
Wide-band CQl 4 4 4 4
Spatial differential CQI 0 3 0 3
Precoding matrix indication 2 1 4 4

Table 5.2.3.3.1-3 shows the fields and the corresponding bit widths for the rank indication feedback for wideband
reports for PDSCH transmissions associated with transmission mode 3 and transmission mode 4.

Table 5.2.3.3.1-3: UClI fields for rank indication (RI) feedback for wideband reports (transmission
mode 3 and transmission mode 4)

Bit width
Field 2 antenna ports 4 antenna ports
Max 2 layers | Max 4 layers
Rank indication 1 1 2

The channel quality bits in Table 5.2.3.3.1-1 through Table 5.2.3.3.1-3 form the bit sequence a,,a,,a,,a3,....,a 4,
with g, corresponding to the first bit of the first field in each of the tables, a; corresponding to the second bit of the
first field in each of the tables, and a ,_; corresponding to the last bit in the last field in each of the tables. The first bit
of each field corresponds to MSB and the last bit LSB. The RI feedback for one bit is mapped according to Table
5.2.2.6-5 with o(f[ replaced by «, . The RI feedback for two bits is mapped according to Table 5.2.2.6-6 with 0(1)?] , olR]

replaced by a,,q, .

5.2.3.3.2 Channel quality information formats for UE-selected sub-band reports

Table 5.2.3.3.2-1 shows the fields and the corresponding bit widths for the sub-band channel quality information
feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission mode 1, transmission
mode 2, transmission mode 3 and transmission mode 7.

Table 5.2.3.3.2-1: UCI fields for channel quality information (CQl) feedback for UE-selected sub-band
reports (transmission mode 1, transmission mode 2, transmission mode 3 and transmission mode 7)

Field Bit width
Sub-band CQlI 4
Sub-band label 1o0r2

Table 5.2.3.3.2-2 shows the fields and the corresponding bit widths for the sub-band channel quality information
feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission mode 4, transmission
mode 5 and transmission mode 6.

Table 5.2.3.3.2-2: UCI fields for channel quality information (CQl) feedback for UE-selected sub-band
reports (transmission mode 4, transmission mode 5 and transmission mode 6)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank > 1
Sub-band CQlI 4 4 4 4
Spatial differential CQI 0 3 0 3
Sub-band label 1o0r2 1o0r2 1o0r2 1o0r2

Table 5.2.3.3.2-3 shows the fields and the corresponding bit widths for the wide-band channel quality and precoding
matrix information feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission
mode 4, transmission mode 5 and transmission mode 6.
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Table 5.2.3.3.2-3: UCI fields for channel quality and precoding information (CQI/PMI) feedback for UE-
selected sub-band reports (transmission mode 4, transmission mode 5 and transmission mode 6)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank =1 | Rank > 1
Wide-band CQl 4 4 4 4
Spatial differential CQI 0 3 0 3
Precoding matrix indication 2 1 4 4

Table 5.2.3.3.2-4 shows the fields and the corresponding bit width for the rank indication feedback for UE-selected sub-
band reports for PDSCH transmissions associated with transmission mode 3 and transmission mode 4.

Table 5.2.3.3.2-4: UClI fields for rank indication (RI) feedback for UE-selected sub-band reports
(transmission mode 3 and transmission mode 4)

Bit width
Field 2 antenna ports 4 antenna ports
Max 2 layers | Max 4 layers
Rank indication 1 1 2

The channel quality bits in Table 5.2.3.3.2-1 through Table 5.2.3.3.2-4 form the bit sequence a,,a;,a,,d5,...,4 4
with g, corresponding to the first bit of the first field in each of the tables, a; corresponding to the second bit of the
first field in each of the tables, and a ,_; corresponding to the last bit in the last field in each of the tables. The first bit
of each field corresponds to MSB and the last bit LSB. The RI feedback for one bit is mapped according to Table
5.2.2.6-5 with oé” replaced by «, . The RI feedback for two bits is mapped according to Table 5.2.2.6-6 with 06” , olRl

replaced by ay,q, .

5.2.34 Channel coding for UCI channel quality information and HARQ-ACK

This section defines the channel coding scheme for the simultaneous transmission of channel quality information and
HARQ-ACK information in a subframe.

When normal CP is used for uplink transmission, the channel quality information is coded according to subclause
5.2.3.3 with input bit sequence ay,a;,a5,as,...,a’y_, and output bit sequence by, b;,b5,b5,...,bp_;, where B'=20. The
HARQ acknowledgement bits are denoted by a; in case one HARQ acknowledgement bit or ag,a; in case two HARQ

acknowledgement bits are reported per subframe. Each positive acknowledgement (ACK) is encoded as a binary ‘1’ and
each negative acknowledgement (NAK) is encoded as a binary ‘0’.

The output of this channel coding block for normal CP is denoted by b,,b5,,b,,b5.,...,b5_,, where
b, =b/,i=0,..,B"-1

In case one HARQ acknowledgement bit is reported per subframe:
by =aj and B=(B'+1)

In case two HARQ acknowledgement bits are reported per subframe:
by =ay,by, =a and B=(B'+2)

When extended CP is used for uplink transmission, the channel quality information and the HARQ-ACK
acknowledgement bits are jointly coded. The HARQ acknowledgement bits are denoted by a; in case one HARQ

acknowledgement bit or [a('; , al"] in case two HARQ acknowledgement bits are reported per subframe.

The channel quality information denoted by ag,a;,a5,d},....,a’y_; is multiplexed with the HARQ acknowledgement bits

to yield the sequence a,,a,,a,,as,...,a ,_; as follows

’ . ’
a;=a;,i=0,.,4"-1
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and

ay =apand 4= (A’ + 1) in case one HARQ-acknowledgement bit is reported per subframe, or

ay =ag, a(q441) = aj and 4= (A' + 2) in case two HARQ-acknowledgement bits are reported per subframe.

The sequence a,a,,a,,as,...,a 4 is encoded according to section 5.2.3.3 to yield the output bit sequence
by,b,,b,y,b5,...,b5_; where B=20.

524 Uplink control information on PUSCH without UL-SCH data
When control data are sent via PUSCH without UL-SCH data, the following coding steps can be identified:
—  Channel coding of control information
—  Control information mapping

—  Channel interleaver

5.2.4.1 Channel coding of control information

Control data arrives at the coding unit in the form of channel quality information (CQI and/or PMI), HARQ-ACK and
rank indication. Different coding rates for the control information are achieved by allocating different number of coded
symbols for its transmission. When the UE transmits HARQ-ACK bits or rank indicator bits, it shall determine the

number of coded symbols Q" for HARQ-ACK or rank indicator as

PUSCH PUSCH PUSCH
0 M Nsvmb ﬂoﬁ@et 4 MPUSCH
, 4

Q' =min
OCQI—MIN

where O is the number of ACK/NACK bits, see also Section 5.2.2.6 for the two ACK/NACK feedback modes for
TDD as configured by higher layers, or rank indicator bits, OCQ,_ an 1s the number of CQI bits including CRC bits

MPYUSCH i the scheduled bandwidth for PUSCH transmission in the current subframe

N sl)ylr}niCH is the number of SC-FDMA symbols in the current PUSCH

assuming rank equals to 1,

expressed as a number of subcarriers in [2], and

transmission sub-frame given by N gl;lr,lleCH = ( (N symb ~ )— N grs ), where N, is equal to 1 if UE is configured to send

PUSCH and SRS in the same subframe for the current subframe or if the PUSCH resource allocation for the current
subframe even partially overlaps with the cell specific SRS subframe and bandwidth configuration defined in Section

5.5.3 of [2]. Otherwise N g, is equal to 0.

. . PUSCH R ACK | pCOI HARQ-ACK
For HARQ-ACK information Q. =Q, - Q" and [ S offiet = offge,Q / ﬂo,f%t ], where ﬂ(,fﬁetQ shall be

determined according to [3].

For rank indication Qp, =Q, - Q" and [ ,B(f;fiiiCH = oﬁm / ﬂocfgelt ], where ﬂol}/éet shall be determined according to
[3].

For CQI and/or PMI information Q,, = NIUSCH PSS .0 — Q-

symb

The channel coding and rate matching of the control data is performed according to subclause 5.2.2.6. The coded output
sequence for channel quality information is denoted by ¢q,,4,,9,,45,---,q Ocor1? the coded vector sequence output for
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HARQ-ACK is denoted by ngK , qlACK , q;CK yeees qg,CK X and the coded vector sequence output for rank indication is
- - - —YACK ™~
RI RI RI RI
denoted by q, -4, -4, ,...,g%il .
5.24.2 Control information mapping

The input are the coded bits of the channel quality information denoted by ¢,,4,,9,,45,...,q Ocpr 1 The output is
denoted by 80°8,°8,:858 ;> where H = Ocor and H'=H/Q,,, and Wheregi ,i=0,.,H'—1 are column
vectors of length Q,,. H is the total number of coded bits allocated for CQI/PMI information.

The control information shall be mapped as follows:

Setj, kto 0

while j < Oy
gk :[q] '“quer*l]T
Jj= ]+Qm
k=k+1

end while

5243 Channel interleaver

ACK ACK ACK ACK
4,

The vector sequences ¢ , g2 , g _,...,g qR[ qR] qRI qRI and ¢ q s are channel
20’21°22°" 217 20 A1 722 T A0 -1 2o 4 LYk -1

interleaved according subclause 5.2.2.8. The bits after channel interleaving are denoted by 4y, A, hy ... by -

5.3 Downlink transport channels and control information

5.3.1 Broadcast channel

Figure 5.3.1-1 shows the processing structure for the BCH transport channel. Data arrives to the coding unit in the form
of a maximum of one transport block every transmission time interval (TTI) of 40ms. The following coding steps can
be identified:

— Add CRC to the transport block
—  Channel coding
— Rate matching

The coding steps for BCH transport channel are shown in the figure below.
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Ay, Ay, 4 l

CRC attachment

C0sClaesCrry v

Channel coding

déi),d(l) d(l)

D1

Rate matching

€05 €)5er € _) i

Figure 5.3.1-1: Transport channel processing for BCH

5.3.1.1 Transport block CRC attachment
Error detection is provided on BCH transport blocks through a Cyclic Redundancy Check (CRC).

The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
1 byay,a,,a,,as,....,a 4, and the parity bits by p,, p, ps, P3,..., p;_; - 4 1s the size of the transport block and set to

24 bits and L is the number of parity bits. The lowest order information bit ao is mapped to the most significant bit of
the transport block as defined in Section 6.1.1 of [5].

The parity bits are computed and attached to the BCH transport block according to subclause 5.1.1 setting L to 16 bits.
After the attachment, the CRC bits are scrambled according to the eNode-B transmit antenna configuration with the
SEQUENCE X 40 0> X s 1505 X e, 15 @S indicated in Table 5.3.1.1-1 to form the sequence of bits ¢y, ¢y, ¢,,¢3,...,cx_; Where

c, =ay fork=0,1,2,...,4-1

cr = (Phos + Xansog)Jmod2  for k= A, A+1, A+42,..., A+15.

Table 5.3.1.1-1: CRC mask for PBCH

Number of transmit antenna ports at eNode-B PBCH CRC mask
< xantO’ ant,1 " ’xant 15 >
1 <0, 0,0,0,0,0,0,0,0,0,0,0,0,0,0, 0>
2 <1,1,1,1,1,1,1,1,1,1,1,1,1,1,1,1>
4 <0,1,0,1,0,1,0,1,0,1,0,1,0,1,0, 1>
5.3.1.2 Channel coding

Information bits are delivered to the channel coding block. They are denoted by ¢, ¢;,¢5,¢3,...,cx_; , Where K is the
number of bits, and they are tail biting convolutionally encoded according to subclause 5.1.3.1.

After encoding the bits are denoted by d(()i ) d l(i) ,déi) , d3([) yeres dgzl ,withi =0,1,and 2, and where D is the number of bits
on the i-th coded stream, i.e., D=K .
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5.3.1.3 Rate matching

A tail biting convolutionally coded block is delivered to the rate matching block. This block of coded bits is denoted
by déi),dl(i),déi),d(i) ,...,dgll , withi =0,1,and 2, and where i is the coded stream index and D is the number of bits in
each coded stream. This coded block is rate matched according to subclause 5.1.4.2.

After rate matching, the bits are denoted by e, e, e,,e5,...,ex_; , where E is the number of rate matched bits.

5.3.2 Downlink shared channel, Paging channel and Multicast channel

Figure 5.3.2-1 shows the processing structure for the DL-SCH, PCH and MCH transport channels. Data arrives to the
coding unit in the form of a maximum of one transport block every transmission time interval (TTI). The following
coding steps can be identified:

Add CRC to the transport block

—  Code block segmentation and code block CRC attachment
—  Channel coding

— Rate matching

—  Code block concatenation

The coding steps for DL-SCH, PCH and MCH transport channels are shown in the figure below.

ao,al,...,aA_l l

Transport block
CRC attachment

bybybyy

Code block segmentation
Code block CRC attachment

CrosCr1seCr(K . -1)

\ 4
Channel coding
d,d ) snd ()
i 4
Rate matching
€10>€r1>-2€r(E, 1) |
Code block
concatenation
JosSrios foa l

Figure 5.3.2-1: Transport channel processing for DL-SCH, PCH and MCH
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5.3.2.1 Transport block CRC attachment

Error detection is provided on transport blocks through a Cyclic Redundancy Check (CRC).

The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
1 byay,a,,a,,as,....,a 4, and the parity bits by py, p\, pa, P53, P11 - 4 1s the size of the transport block and L is the

number of parity bits. The lowest order information bit ao is mapped to the most significant bit of the transport block as
defined in Section 6.1.1 of [5].

The parity bits are computed and attached to the transport block according to subclause 5.1.1 setting L to 24 bits and
using the generator polynomial gcrcasa(D).

5.3.2.2 Code block segmentation and code block CRC attachment

The bits input to the code block segmentation are denoted by b, b,,b,,b;,...,b5_; where B is the number of bits in the
transport block (including CRC).

Code block segmentation and code block CRC attachment are performed according to subclause 5.1.2.

The bits after code block segmentation are denoted by ¢, ¢,1,¢,5,¢,3,.-.,C,(k, 1) » Where r is the code block number

and K, is the number of bits for code block number 7.

5.3.2.3 Channel coding

Code blocks are delivered to the channel coding block. They are denoted by ¢,,¢,1,¢,2,€,35.-Cp(k, 1) » Where 7 is the

code block number, and K is the number of bits in code block number r. The total number of code blocks is denoted by
C and each code block is individually turbo encoded according to subclause 5.1.3.2.

After encoding the bits are denoted by d r(f)) ,dD d 512) ,dW

s 3 ,...,dr(i) , withi =0,],and 2, and where D, is the number of

(D)"l)
bits on the i-th coded stream for code block number r,i.e. D, =K, +4.

53.24 Rate matching

Turbo coded blocks are delivered to the rate matching block. They are denoted by d')),d‘,d'),d ..., a’r(i)

(5,1’
withi =0,1,and 2, and where r is the code block number, i is the coded stream index, and D, is the number of bits in

each coded stream of code block number 7. The total number of code blocks is denoted by C and each coded block is
individually rate matched according to subclause 5.1.4.1.

After rate matching, the bits are denoted by e,,€,,€,,€,3,....€,(g,-1), Where r is the coded block number, and where

E, is the number of rate matched bits for code block number r.

5325 Code block concatenation

The bits input to the code block concatenation block are denoted by e,.,e,,€,5,€,3,....¢,(g, 1) for r=0,...,C—1 and

where E, is the number of rate matched bits for the r-th code block.

Code block concatenation is performed according to subclause 5.1.5.

The bits after code block concatenation are denoted by f,, f;, f5, f35--» f_1 » Where G is the total number of coded bits

for transmission.
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5.3.3 Downlink control information

A DCI transports downlink or uplink scheduling information, or uplink power control commands for one RNTI. The
RNTI is implicitly encoded in the CRC.

Figure 5.3.3-1 shows the processing structure for the DCI. The following coding steps can be identified:
— Information element multiplexing
— CRC attachment
—  Channel coding
— Rate matching

The coding steps for DCI are shown in the figure below.

Ay A yeees Ay l

CRC attachment

C0sClaenrCr_y v

Channel coding

dg),d",...dp), |,

Rate matching

€0,€15e-r8p_| i

Figure 5.3.3-1: Processing for DCI

5.3.31 DCI formats

The fields defined in the DCI formats below are mapped to the information bits ao to a1 as follows.

Each field is mapped in the order in which it appears in the description, including the zero-padding bit(s), if any, with
the first field mapped to the lowest order information bit ao and each successive field mapped to higher order
information bits. The most significant bit of each field is mapped to the lowest order information bit for that field, e.g.
the most significant bit of the first field is mapped to ao.

Note: DCI formats 0, 1A, 3, and 3A shall have the same payload size.

5.3.3.1.1 Format O
DCI format 0 is used for the scheduling of PUSCH.
The following information is transmitted by means of the DCI format 0:
- Flag for formatO/formatl A differentiation — 1 bit, where value 0 indicates format 0 and value 1 indicates format 1A

- Hopping flag — 1 bit as defined in section 8.4 of [3]

- Resource block assignment and hopping resource allocation — ’Vlog2 (N 15% (N 1%'; +1)/ 2)-‘ bits
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- For PUSCH hopping:

- Nuw_hop MSB bits are used to obtain the value of 7pgg (i) as indicated in subclause [8.4] of [3]

- Ulogz (NS5 (NRE +1)/ 2)-‘ -N UL_hop) bits provide the resource allocation of the first slot in the UL
subframe

- For non-hopping PUSCH:

- Ulog2 (NR5 (NZ5 +1)/ 2)-‘ j bits provide the resource allocation in the UL subframe as defined in section
8.1 of [3]

- Modulation and coding scheme and redundancy version — 5 bits as defined in section 8.6 of [3]

- New data indicator — 1 bit

- TPC command for scheduled PUSCH - 2 bits as defined in section 5.1.1.1 of [3]

- Cyclic shift for DM RS — 3 bits as defined in section 5.5.2.1.1 of [2]

- UL index — 2 bits as defined in sections 5.1.1.1 and 8 of [3] (this field is present only for TDD operation with
uplink-downlink configuration 0)

- Downlink Assignment Index (DAI) — 2 bits as defined in section 7.3 of [3] (this field is present only for TDD
operation with uplink-downlink configurations 1-6)

- CQI request — 1 bit as defined in section 7.2.1 of [3]

If the number of information bits in format 0 is less than the payload size of for format 1A (including any padding bits
appended to format 1A), zeros shall be appended to format 0 until the payload size equals that of format 1A.

5.3.3.1.2 Format 1
DCI format 1 is used for the scheduling of one PDSCH codeword.
The following information is transmitted by means of the DCI format 1:
- Resource allocation header (resource allocation type 0 / type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]:

- ’-N x5/ P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]:

- |-log2 (P)-| bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- q-N Ry / P-‘— |-10g2 (P)-|— 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section 7.1. 6 of [3]
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]

- HARQ process number — 3 bits (FDD), 4 bits (TDD)
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- New data indicator — 1 bit
- Redundancy version — 2 bits
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index (this field is present in TDD for all the uplink —downlink configurations and only
applies to TDD operation with uplink —downlink configuration 1-6. This field is not present in FDD) — 2 bits

If the number of information bits in format 1 is equal to that for format 0/1A, one bit of value zero shall be appended to
format 1.

If the number of information bits in format 1 belongs to one of the sizes in Table 5.3.3.1.2-1, one or more zero bit(s)
shall be appended to format 1 until the payload size of format 1 does not belong to one of the sizes in Table 5.3.3.1.2-1
and not equal to that of format 0/1A.

Table 5.3.3.1.2-1: Ambiguous Sizes of Information Bits

| {12, 14, 16 ,20, 24, 26, 32, 40, 44, 56} |

5.3.3.1.3 Format 1A

DCI format 1A is used for the compact scheduling of one PDSCH codeword and random access procedure initiated by a
PDCCH order.

The following information is transmitted by means of the DCI format 1A:
- Flag for formatO/format1 A differentiation — 1 bit, where value 0 indicates format 0 and value 1 indicates format 1A

Format 1A is used for random access procedure initiated by a PDCCH order only if format 1A CRC is scrambled
with C-RNTTI and all the remaining fields are set as follows:

- Localized/Distributed VRB assignment flag — 1 bit is set to ‘0’
- Resource block assignment — ’_logz(N]?é (NRs +1)/ 2)-‘ bits, where all bits shall be set to 1

- Preamble Index — 6 bits
- PRACH Mask Index — 4 bits, [5]

- All the remaining bits in format 1A for compact scheduling assignment of one PDSCH codeword are set to
Zeroes

Otherwise,
- Localized/Distributed VRB assignment flag — 1 bit as defined in 7.1.6.3 of [3]
- Resource block assignment — ’-log2 (N}‘Sé (N]%; + 1)/2)-‘ bits as defined in section 7.1.6.3 of [3]:

- For localized VRB:
DL ; n7DL , . ,
’_log2 (Ngg (Ngg +1)/ 2)-‘ bits provide the resource allocation

- For distributed VRB:

-If Nt <50 or if the format 1A CRC is scrambled by RA-RNTI, P-RNTIL, or SI-RNTI

- ’_log2 (Nps (Nge +1)/ 2)-| bits provide the resource allocation

- Else
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- 1 bit, the MSB indicates the gap value, where value 0 indicates N,,, = N, and value | indicates

Noap = Noap

- (|710g2 (Nps (N2 +1)/ 2)—‘ —1) bits provide the resource allocation

- Modulation and coding scheme — 5bits as defined in section 7.1.7 of [3]
- HARQ process number — 3 bits (FDD) , 4 bits (TDD)
- New data indicator — 1 bit

- If the format 1A CRC is scrambled by RA-RNTI, P-RNTI, or SI-RNTTI:

-If N RDBL > 50 and Localized/Distributed VRB assignment flag is set to 1

- the new data indicator bit indicates the gap value, where value 0 indicates Ny, = N, and value
1 indicates Ny, = Ny, -
- Else the new data indicator bit is reserved.

- Else

- The new data indicator bit as defined in [5]

- Redundancy version — 2 bits
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]
- If the format 1A CRC is scrambled by RA-RNTI, P-RNTI, or SI-RNTI:

- The most significant bit of the TPC command is reserved.

- The least significant bit of the TPC command indicates column Njap of the TBS table defined in [3].

- If least significant bit is 0 then Nppp = 2 else Npgg = 3.

- Else

- The two bits including the most significant bit indicates the TPC command

- Downlink Assignment Index (this field is present in TDD for all the uplink —downlink configurations and only
applies to TDD operation with uplink —downlink configuration 1-6. This field is not present in FDD) — 2 bits

If the number of information bits in format 1A is less than that of format 0, zeros shall be appended to format 1A until
the payload size equals that of format 0.

If the number of information bits in format 1A belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be
appended to format 1A.

When the format 1A CRC is scrambled with a RA-RNTI, P-RNTI, or SI-RNTI then the following fields among the
fields above are reserved:

- HARQ process number

- Downlink Assignment Index (used for TDD only and is not present in FDD)
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5.3.3.1.3A Format 1B
DCI format 1B is used for the compact scheduling of one PDSCH codeword with precoding information.
The following information is transmitted by means of the DCI format 1B:

- Localized/Distributed VRB assignment flag — 1 bit as defined in 7.1.6.3 of [3]

- Resource block assignment — ’-logz(N% (N]?é + l)/2)-‘ bits as defined in 7.1.6.3 of [3]

- For localized VRB:

lrlog (NP (Npy +1)/ 2)-‘ bits provide the resource allocation
- For distributed VRB:

-For Nt <50
- lrlog2 (Nps (NE+1)/ 2)—‘ bits provide the resource allocation

- For N}?BL >50

- 1 bit, the MSB indicates the gap value, where value 0 indicates N, = N, and value 1 indicates

Neap = Noap

- (’_log2 (Nps (NE+1)/ 2)-| —1) bits provide the resource allocation

- Modulation and coding scheme — 5bits as defined in section 7.1.7 of [3]
- HARQ process number — 3 bits (FDD) , 4 bits (TDD)

- New data indicator — 1 bit

- Redundancy version — 2 bits

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index (this field is present in TDD for all the uplink —downlink configurations and only
applies to TDD operation with uplink —downlink configuration 1-6. This field is not present in FDD) — 2 bits

- TPMI information for precoding — number of bits as specified in Table 5.3.3.1.3A-1

TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2]
corresponding to the single-layer transmission.

- PMI confirmation for precoding — 1 bit as specified in Table 5.3.3.1.3A-2

Table 5.3.3.1.3A-1: Number of bits for TPMI information

Number of antenna ports | Number
at eNode-B of bits
2 2
4 4
3GPP
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Table 5.3.3.1.3A-2: Content of PMI confirmation

Bit field mapped
to inde)f’p Message
0 Precoding according to the indicated TPMI in
the TPMI information field
1 Precoding according to the latest PMI report on
PUSCH using the precoder(s) indicated by the
reported PMI(s)

If the number of information bits in format 1B belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be
appended to format 1B.

5.3.3.14 Format 1C
DCI format 1C is used for very compact scheduling of one PDSCH codeword.
The following information is transmitted by means of the DCI format 1C:

- 1 bit indicates the gap value, where value 0 indicates N,,, = N, and value 1 indicates N,,, = N

gap, gap,2

-For N Eé < 50, there is no bit for gap indication

- Resource block assignment — hog2 (I_N\%]{B,gapl / N J (I_]V\[,)I]{B,gapl / NP J+ 1)/ 2)—‘ bits as defined in
7.1.6.3 of [3]

- Transport block size index — 5 bits as defined in section 7.1.7 of [3]

Here, N, and N \%B’gapl are defined in [2] and Ny is defined in [3].

5.3.3.1.4A Format 1D

DCI format 1D is used for the compact scheduling of one PDSCH codeword with precoding and power offset
information.

The following information is transmitted by means of the DCI format 1D:

- Localized/Distributed VRB assignment flag — 1 bit as defined in 7.1.6.3 of [3]

- Resource block assignment — ’-log2 (Nl% (N]?é +1)/ 2)-‘ bits as defined in section 7.1.6.3 of [3]:

- For localized VRB:

’_log S(NRY (N gy +1)/ 2)-‘ bits provide the resource allocation
- For distributed VRB:

-For Nt <50
- lrlog2 (Nps (NE+1)/ 2)—‘ bits provide the resource allocation

-For NP >50

RB =

- 1 bit, the MSB indicates the gap value, where value 0 indicates N, = N, and value 1 indicates

Noap = Noap

- (’_log2 (N (NE+1)/ 2)-‘ —1) bits provide the resource allocation
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- Modulation and coding scheme — 5bits as defined in section 7.1.7 of [3]
- HARQ process number — 3 bits (FDD) , 4 bits (TDD)

- New data indicator — 1 bit

- Redundancy version — 2 bits

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index (this field is present in TDD for all the uplink —downlink configurations and only
applies to TDD operation with uplink —downlink configuration 1-6. This field is not present in FDD) — 2 bits

- TPMI information for precoding — number of bits as specified in Table 5.3.3.1.4A-1

TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2]
corresponding to the single-layer transmission.

- Downlink power offset — 1 bit as defined in section 7.1.5 of [3]

Table 5.3.3.1.4A-1: Number of bits for TPMI information

Number of antenna ports | Number
at eNode-B of bits
2 2
4 4

If the number of information bits in format 1D belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be
appended to format 1D.

5.3.3.1.5 Format 2
The following information is transmitted by means of the DCI format 2:
- Resource allocation header (resource allocation type 0/ type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 defined in section 7.1.6.1 of [3]:

- ’VN s/ P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]:

- |_log2 (P)_I bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- GN Rs / P-‘— |_10g2 (P)-|— 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in subclause 7.1.6.1 of [3]
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index (this field is present in TDD for all the uplink —downlink configurations and only
applies to TDD operation with uplink —downlink configuration 1-6. This field is not present in FDD) — 2 bits

- HARQ process number - 3 bits (FDD), 4 bits (TDD)

- Transport block to codeword swap flag — 1 bit
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In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

In addition, for transport block 2:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

Precoding information — number of bits as specified in Table 5.3.3.1.5-3

If both transport blocks are enabled, the transport block to codeword mapping is specified according to Table
5.3.3.1.5-1.

In case one of the transport blocks is disabled as specified in subclause 7.1.7.2 of [3], the transport block to codeword
swap flag is reserved and the transport block to codeword mapping is specified according to Table 5.3.3.1.5-2.

Table 5.3.3.1.5-1: Transport block to codeword mapping
(two transport blocks enabled)

transport block codeword 0 codeword 1
to codeword
(enabled) (enabled)
swap flag value
0 transport block 1 | transport block 2
1 transport block 2 | transport block 1

Table 5.3.3.1.5-2: Transport block to codeword mapping
(one transport block enabled)

codeword codew
transport transport
0 ord 1
block 1 block 2
(enabled) (disabled)
transport
enabled disabled -
block 1
transport
disabled enabled -
block 2

The interpretation of the precoding information field depends on the number of enabled codewords according to Table
5.3.3.1.5-4 and Table 5.3.3.1.5-5. Note that TPMI indicates which codebook index is used in Table 6.3.4.2.3-1 or Table
6.3.4.2.3-2 of [2]. For a single enabled codeword, indices 18 to 34 inclusive in Table 5.3.3.1.5-5 are only supported for
retransmission of the corresponding transport block if that transport block has previously been transmitted using two
layers with closed-loop spatial multiplexing.
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If the number of information bits in format 2 belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be
appended to format 2.

Some entries in Table 5.3.3.1.5-4 and Table 5.3.3.1.5-5 are used for indicating that the eNode-B has applied precoding
according to PMI(s) reported by the UE. In these cases the precoding for the corresponding RB(s) in subframe # is
according to the latest PMI(s) reported by the UE on PUSCH, not coming from PUCCH, on or before subframe n-4.

Table 5.3.3.1.5-3: Number of bits for precoding information

Number of antenna ports at eNode-B Number of bits for precoding information
2 3
4 6
3GPP
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Table 5.3.3.1.5-4: Content of precoding information field for 2 antenna ports

One codeword: Two codewords:
Codeword 0 enabled, Codeword 0 enabled,
Codeword 1 disabled Codeword 1 enabled

Bit field Bit field
mapped to Message mapped Message
index to index
0 2 layers: Transmit 0 2 layers: Precoding
diversity corresponding to
precoder matrix
111 1
211 -1
1 1 layer: Precoding 1 2 layers: Precoding
corresponding to corresponding to
precoding vector precoder matrix
1] /42 1 {1 1 }
20j -J
2 1 layer: Precoding 2 2 layers: Precoding
corresponding to according to the latest
precoder vector PMI report on
T PUSCH, using the
[1 - 1] /\/5 precoder(s) indicated
by the reported
PMI(s)
3 1 layer: Precoding 3 reserved
corresponding to
precoder vector
[ 12
4 1 layer: Precoding 4 reserved
corresponding to
precoder vector
I -T2
5 1 layer: 5 reserved
Precoding according to
the latest PMI report on
PUSCH, using the
precoder(s) indicated by
the reported PMI(s),
if RI=2 was reported,
using 15t column
multiplied by \/E of all
precoders implied by the
reported PMI(s)
6 1 layer: 6 reserved
Precoding according to
the latest PMI report on
PUSCH, using the
precoder(s) indicated by
the reported PMI(s),
if RI=2 was reported,
using 2™ column
multiplied by \/5 of all
precoders implied by the
reported PMI(s)
7 reserved 7 reserved
3GPP
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Table 5.3.3.1.5-5: Content of precoding information field for 4 antenna ports

One codeword: Two codewords:
Codeword 0 enabled, Codeword 0 enabled,
Codeword 1 disabled Codeword 1 enabled

Bit field Bit field
mapped to Message mapped Message
index to index
0 4 layers: Transmit 0 2 layers: TPMI=0
diversity
1 1 layer: TPMI=0 1 2 layers: TPMI=1
2 1 layer: TPMI=1 . .
. . 15 2 layers: TPMI=15
16 1 layer: TPMI=15 16 2 layers: Precoding
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
17 1 layer: Precoding 17 3 layers: TPMI=0
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
18 2 layers: TPMI=0 18 3 layers: TPMI=1
19 2 layers: TPMI=1 . .
. . 32 3 layers: TPMI=15
33 2 layers: TPMI=15 33 3 layers: Precoding
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
34 2 layers: Precoding 34 4 layers: TPMI=0
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
35-63 reserved 35 4 layers: TPMI=1
49 4 layers: TPMI=15
50 4 layers: Precoding
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
51-63 Reserved

5.3.3.1.5A Format 2A

The following information is transmitted by means of the DCI format 2A:

- Resource allocation header (resource allocation type 0 / type 1) — 1 bit as defined in section 7.1.6 of [3]
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If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]

- ’-N % / P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]

- (logz (P)—| bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- (]-N ]% / P-‘— !—log2 (P)-‘— 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in subclause [7.1.6.1] of [3]
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index (this field is present in TDD for all the uplink —downlink configurations and only
applies to TDD operation with uplink —downlink configuration 1-6. This field is not present in FDD) — 2 bits

- HARQ process number - 3 bits (FDD), 4 bits (TDD)
- Transport block to codeword swap flag — 1 bit
In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits
In addition, for transport block 2:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

Precoding information — number of bits as specified in Table 5.3.3.1.5A-1

If both transport blocks are enabled, the transport block to codeword mapping is specified according to Table
5.3.3.1.5-1.

In case one of the transport blocks is disabled, the transport block to codeword swap flag is reserved and the transport
block to codeword mapping is specified according to Table 5.3.3.1.5-2.

The precoding information field is defined according to Table 5.3.3.1.5A-2. For a single enabled codeword, index 1 in
Table 5.3.3.1.5A-2 is only supported for retransmission of the corresponding transport block if that transport block has
previously been transmitted using two layers with open-loop spatial multiplexing.

For transmission with 2 antenna ports, the precoding information field is not present. The number of transmission layers
is equal to 2 if both codewords are enabled; transmit diversity is used if codeword 0 is enabled while codeword 1 is
disabled.

If the number of information bits in format 2A belongs to one of the sizes in Table 5.3.3.1.2-1, one zero bit shall be
appended to format 2A.
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Table 5.3.3.1.5A-1: Number of bits for precoding information

Number of antenna ports at eNode-B Number of bits for precoding information
2 0
4 2

Table 5.3.3.1.5A-2: Content of precoding information field for 4 antenna ports

One codeword: Two codewords:
Codeword 0 enabled, Codeword 0 enabled,
Codeword 1 disabled Codeword 1 enabled

Bit field Bit field
mapped to Message mapped Message
index to index
0 4 layers: Transmit 0 2 layers: precoder
diversity cycling with large delay
1 2 layers: precoder 1 3 layers: precoder
cycling with large delay cycling with large delay
CDD CDD
2 reserved 2 4 layers: precoder
cycling with large delay
CDD
3 reserved 3 reserved
5.3.3.1.6 Format 3

DCI format 3 is used for the transmission of TPC commands for PUCCH and PUSCH with 2-bit power adjustments.
The following information is transmitted by means of the DCI format 3:

- TPC command number 1, TPC command number 2,..., TPC command number N

L
where N = {%J , and where Lg a0 1S equal to the payload size of format 0 before CRC attachment,

including any padding bits appended to format 0. The parameter tpc-Index provided by higher layers determines
the index to the TPC command for a given UE.

L L
If L for;ato J < forzmato , a bit of value zero shall be appended to format 3.

5.3.3.1.7 Format 3A

DCI format 3A is used for the transmission of TPC commands for PUCCH and PUSCH with single bit power
adjustments.

The following information is transmitted by means of the DCI format 3A:
- TPC command number 1, TPC command number 2,..., TPC command number M

where M = Lgyimato» and where Lg..( is equal to the payload size of format 0 before CRC attachment, including

any padding bits appended to format 0. The parameter fpc-Index provided by higher layers determines the index to the
TPC command for a given UE.
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533.2 CRC attachment

Error detection is provided on DCI transmissions through a Cyclic Redundancy Check (CRC).

The entire PDCCH payload is used to calculate the CRC parity bits. Denote the bits of the PDCCH payload
byay,a;,a,,as,...,a 4, and the parity bits by p,, p;, P2, P3»-» P11 - A 1s the PDCCH payload size and L is the

number of parity bits.

The parity bits are computed and attached according to subclause 5.1.1 setting L to 16 bits, resulting in the
sequence by ,b,,b,,b;,...,bp_, where B=A+ L.

In the case where UE transmit antenna selection is not configured or applicable, after attachment, the CRC parity bits

are scrambled with the corresponding RNTI x X5 » Where X . o corresponds to the MSB of the RNTI,

rnti,O’xrnli,l EAA]

to form the sequence of bits ¢, ¢;,¢,,C5,..., C5_; . The relation between ¢ and by is:
¢, =by fork=0,1,2,...,4-1
r = b + XppigoqJmod2  for k=4, A+1, 442,..., A+15.

In the case where UE transmit antenna selection is configured and applicable, after attachment, the CRC parity bits of
PDCCH with DCI format 0 are scrambled with the antenna selection mask x, ;,X g ,,..., X5 as indicated in Table

5.3.3.2-1 and the corresponding RNTI Xx,,; o, X, 15> X,yi,15 t0 form the sequence of bits ¢, ¢, ¢;,¢3,...,c5_;. The

relation between ¢ and by is:

¢ =by fork=0,1,2, ..., 4-1
cr = + Xpigos + X aspoa)mod2  for k= A, A+, A+2,..., A+15.
Table 5.3.3.2-1: UE transmit antenna selection mask
UE transmit antenna selection Antenna selection mask
< X500 Xas 1o Xas s >
UE port 0 <0,0,0,0,0,0,0,0,0,0,0,0,0,0,0, 0>
UE port 1 <0, 0,0,0,0,0,0,0,0,0,0,0,0,0,0, 1>

5.3.3.3 Channel coding

Information bits are delivered to the channel coding block. They are denoted by c,,c;,c,,¢5,....,cx_; , Where K is the
number of bits, and they are tail biting convolutionally encoded according to subclause 5.1.3.1.

After encoding the bits are denoted by d (()i) ,d 1(i) ,d ;i) ,d 3(i) ) g)_l , with i =0,1,and 2, and where D is the number of
bits on the i-th coded stream, i.e., D=K .

5334 Rate matching

A tail biting convolutionally coded block is delivered to the rate matching block. This block of coded bits is denoted by
déi) , dl(i) , dgi) ,dD . dgll , with i =0,1,and 2, and where i is the coded stream index and D is the number of bits in

each coded stream. This coded block is rate matched according to subclause 5.1.4.2.

After rate matching, the bits are denoted by ¢, e,,e,,e;3,...,e5_, , where E is the number of rate matched bits.

5.34 Control format indicator

Data arrives each subframe to the coding unit in the form of an indicator for the time span, in units of OFDM symbols,
of the DCI in that subframe. The CFI takes values CFI = 1, 2 or 3. For system bandwidths N gy > 10, the span of the
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DCI in units of OFDM symbols, 1, 2 or 3, is given by the CFI. For system bandwidths N ]% <10, the span of the DCI
in units of OFDM symbols, 2, 3 or 4, is given by CFI+1.

|

Channel coding

by,by,....bs; l

Figure 5.3.4-1 Coding for CFI

The coding flow is shown in Figure 5.3.4-1.

5.3.41 Channel coding

The control format indicator is coded according to Table 5.3.4-1.

Table 5.3.4-1: CFl codewords

CFI codeword
CFI1 < bo, b1, ..., b31 >
1 <0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1>
2 <1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0>
3 <1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1>
4
(Reserved) <0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0>

5.35 HARQ indicator

Data arrives to the coding unit in the form of indicators for HARQ acknowledgement.

u

Channel coding

by,by,b, l

Figure 5.3.5-1 Coding for HI

The coding flow is shown in Figure 5.3.5-1.

5.3.51 Channel coding

The HARQ indicator is coded according to Table 5.3.5-1, where for a positive acknowledgement HI = 1 and for a
negative acknowledgement HI = 0.
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Table 5.3.5-1: HI codewords

HI codeword
HI < bo, b1, b2>
0 <0,0,0 >
1 <1,1,1>
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Annex A (informative):
Change history

Change history

Date TSG # TSG Doc. CR Rev | Subject/Comment Old New
2006-09 Skeleton 0.0.0
2006-10 Updated skeleton 0.0.0 [0.0.1
2006-10 Endorsed skeleton 0.0.1 [0.1.0
2006-11 Added TC. Added Broadcast, Paging and MBMS transport 0.1.0 [0.1.1

channels in Table 4.2-1.
2006-11 Endorsed v 0.2.0 0.1.1 [0.2.0
2006-12 Added CC. Added type of coding for each transport channel or 0.2.0 |0.2.1
control information.
2007-01 Editor’s version 0.2.1 [0.2.2
2007-01 Endorsed v 0.3.0 0.2.2 [0.3.0
2007-02 Added QPP turbo Interleaver description. 0.3.0 |0.3.1
2007-02 Editor’s version 0.3.1 [0.3.2
2007-02 Endorsed v 0.4.0 0.3.2 [0.4.0
2007-02 Added CRC details for PDSCH, PDCCH and PUSCH. Added QPP (0.4.0 (0.4.1

turbo-interleaver parameters. Set Z to 6144. Added details on code
block segmentation.

2007-02 Editor’s version 0.4.1 [04.2
2007-03 | RAN#35 | RP-070170 For information at RAN#35 0.4.2 [1.0.0
2007-03 Editor’s version 1.0.0 ]1.0.1
2007-03 Editor’s version 1.0.1 |1.1.0
2007-05 Editor’s version 1.1.0 |1.1.1
2007-05 Editor’s version 1.1.1 |1.1.2
2007-05 Editor’s version 1.1.2 11.2.0
2007-06 Added circular buffer rate matching for PDSCH and PUSCH. 1.2.0 |1.21
Miscellaneous changes.
2007-06 Editor’s version 1.21 |1.2.2
2007-07 Editor’s version 1.22 1123
2007-07 Endorsed by email following decision taken at RAN1#49b 1.2.3 ]1.3.0
2007-08 Editor’s version including decision from RAN1#49bis. 1.3.0 ]1.31
2007-08 Editor’s version 1.3.1 ]1.3.2
2007-08 Editor’s version 1.3.2 |1.4.0
2007-09 Editor’s version with decisions from RAN1#50 1,40 |1,41
2007-09 Editor’s version 141 |1.4.2
10/09/07 | RAN#37 | RP-070730 - - _|For approval at RAN#37 1.4.2 12.0.0
12/09/07 [ RAN_37 | RP-070730 - - _|Approved version 2.0.0 [8.0.0
28/11/07 | RAN_38 | RP-070949 (0001 | - [Update of 36.212 8.0.0 [8.1.0
05/03/08 | RAN_39 | RP-080145 | 0002 | - |Update to 36.212 incorporating decisions from RAN1#51bis and 8.1.0 (8.2.0
RAN1#52
28/05/08 | RAN_40 | RP-080433 [ 0003 | - [Joint coding of CQl and ACK on PUCCH 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 [ 0004 | 1 |ACK insertion into PUSCH 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 [ 0005 | 1 |[Introduction of format 1C 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 [ 0006 | 1 [Miscellaneous fixes to 36.212 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 | 0008 | 1 |On multiplexing scheme for indicators 8.2.0 [8.3.0
28/05/08 | RAN 40 | RP-080433 [ 0009 | 1 [On the soft buffer split of MIMO and TDD 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 [ 0010 | - |Resource assignment field for distributed VRB 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 | 0011 | - |Clarifying the use of the different DCI formats 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 [ 0012 | 1 |Clarifying the value of N, 8.2.0 [8.3.0
28/05/08 | RAN_40 [ RP-080433 [ 0013 | - [Payload size for DCI formats 3 and 3A 8.2.0 [8.3.0
28/05/08 | RAN_40 [ RP-080433 [ 0014 | - |Coding of ACK on PUSCH 8.2.0 [8.3.0
28/05/08 | RAN_40 [ RP-080433 [ 0015 | 1 [Coding of Rl on PUSCH and mapping 8.2.0 [8.3.0
28/05/08 | RAN 40 | RP-080433 | 0016 | - |CRC for control information on PUSCH 8.2.0 [8.3.0
28/05/08 | RAN 40 | RP-080433 | 0017 | - |Introduction of Downlink Assignment Index 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 [ 0018 | - [Coding of CQI/PMI on PUSCH coming from PUCCH 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 | 0019 | - |Simultaneous transmission of aperiodic CQIl and UL control 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 | 0020 | - |Encoding of antenna indicator on DCI format 0 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 [ 0021 | - [PDCCH coverage in narrow bandwidths 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080433 | 0022 | - |Closed-loop and open-loop spatial multiplexing 8.2.0 [8.3.0
28/05/08 | RAN_40 | RP-080457 | 0023 | - [Formula for linkage between PUSCH MCS and amount of 8.2.0 (8.3.0
resources used for control
09/09/08 | RAN_41 | RP-080669 [0026 | - [Correction to PUSCH Channel Interleaver 8.3.0 [8.4.0
09/09/08 | RAN_41 [ RP-080669 [ 0028 | - |Correction of mapping of ACK/NAK to binary bit values 8.3.0 [8.4.0
09/09/08 | RAN 41 | RP-080669 | 0029 | - |Correction to bit collection, selection and transmission 8.3.0 [8.4.0
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Change history

Date TSG # TSG Doc. CR Rev | Subject/Comment Old New
09/09/08 | RAN_41 | RP-080669 0030 | - Padding one bit to DCI format 1 when format 1 and format 0/1A 8.3.0 (8.4.0
have the same size
09/09/08 | RAN_41 | RP-080669 | 0031 | - |Modification of M_limit 8.3.0 [8.4.0
09/09/08 | RAN_41 | RP-080669 | 0032 | - |Definition of Formats 2 and 2A 8.3.0 [8.4.0
09/09/08 | RAN_41 [ RP-080669 | 0033 | 2 |Corrections to DCI formats 8.3.0 [8.4.0
09/09/08 | RAN_41 [ RP-080669 | 0035 | 1 |Format 1B confirmation flag 8.3.0 [8.4.0
09/09/08 | RAN_41 | RP-080669 0036 | - ggrrectirns to Rank information scrambling in Uplink Shared 8.3.0 (8.4.0
annel
09/09/08 | RAN 41 | RP-080669 | 0037 | 2 |Clarification of TPC commands signaled in DCI formats 3/3A 8.3.0 [8.4.0
09/09/08 | RAN_41 [ RP-080669 [ 0038 | - [Clarification on UE transmit antenna selection mask 8.3.0 [8.4.0
09/09/08 | RAN 41 | RP-080669 [ 0039 | 1 |Linking of control resources in PUSCH to data MCS 8.3.0 [8.4.0
09/09/08 | RAN_41 | RP-080669 | 0041 | - |Definition of Bit Mapping for DCI signalling 8.3.0 [8.4.0
09/09/08 | RAN_41 | RP-080669 | 0042 | 1 |Clarification on resource allocation in DCI format 1/2/2A 8.3.0 [8.4.0
09/09/08 | RAN 41 | RP-080669 | 0043 | - |DCI Format 1A changes needed for scheduling Broadcast Control [8.3.0 [8.4.0
09/09/08 | RAN 41 | RP-080669 | 0044 | - |DCI format1C 8.3.0 [8.4.0
09/09/08 | RAN_41 | RP-080669 | 0045 | - |Miscellaneous corrections 8.3.0 [8.4.0
11/09/08 | RAN_41 | RP-080736 | 0046 | 1 [Correction on downlink multi-user MIMO 8.3.0 [8.4.0
09/09/08 | RAN_41 | RP-080669 0047 | - g_orrections to DL DCI Formats In case of Ambiguous Payload 8.3.0 (8.4.0
izes
09/09/08 | RAN_41 | RP-080669 0048 CR for RE provisioning for the control information in case of CQI- [8.3.0 [8.4.0
"~ |only transmission on PUSCH
09/09/08 | RAN 41 | RP-080669 | 0091 | 2 |Coding and multiplexing of multiple ACK/NACK in PUSCH 8.3.0 [8.4.0
03/12/08 | RAN_42 | RP-080983 0050 | 2 gltagll‘ication of input bits corresponding to 2-bit HARQ-ACK and 2- (8.4.0 (8.5.0
i
03/12/08 | RAN_42 | RP-080983 | 0053 | - |Editorial corrections to 36.212 8.4.0 [8.5.0
03/12/08 | RAN_42 | RP-080983 [ 0055 | - [Miscellaneous Corrections 8.4.0 [8.5.0
03/12/08 | RAN 42 | RP-080983 [ 0057 | - |Clarification of mapping of information bits 8.4.0 [8.5.0
03/12/08 | RAN_42 | RP-080983 | 0058 | - |Completion of 36.212 CR47 (R1-083421) for “new” DCI Formats 8.4.0 [8.5.0
03/12/08 | RAN_42 | RP-080983 0059 | - Change for determining DCI format 1A TBS table column indicator |8.4.0 |8.5.0
for broadcast control
03/12/08 | RAN_42 | RP-080983 | 0061 | 2 |Defining DCI format 1A for downlink data arrival 8.4.0 [8.5.0
03/12/08 | RAN_42 [ RP-080983 [ 0063 | 1 |ACK/NACK transmission on PUSCH for LTE TDD 8.4.0 [8.5.0
03/12/08 | RAN_42 [ RP-080983 | 0065 | - |Correction in 36.212 related to TDD downlink HARQ processes 8.4.0 [8.5.0
03/12/08 | RAN_42 | RP-080983 [ 0067 | 1 |Correction of control MCS offset and SRS symbol puncturing 8.4.0 [8.5.0
03/12/08 | RAN_42 | RP-080983 | 0068 | 1 |DCI format 2/2A 8.4.0 [8.5.0
03/12/08 | RAN 42 | RP-080983 [ 0069 | - |Correction to zero padding in DCI format 1 8.4.0 [8.5.0
03/12/08 | RAN_42 | RP-080983 [ 0071 | - |Clarification of Rl bit field mapping for PUCCH 8.4.0 [8.5.0
03/12/08 | RAN 42 | RP-080983 | 0072 | - |Clarifying RNTI bit mapping for PDCCH CRC scrambling 8.4.0 [8.5.0
03/12/08 | RAN_42 [ RP-080983 | 0073 | - |Clarification on BCH transport block size 8.4.0 [8.5.0

03/12/08 | RAN_42 | RP-080983 Clarification on the number of PUCCH-based CQI/PMI bits when 8.4.0 (8.5.0

0076 | - reported on PUSCH
04/03/09 | RAN 43 | RP-090235 77 1 |Corrections to Transmitted Rank Indication 8.5.0 [8.6.0
04/03/09 | RAN_43 | RP-090235 79 1 |Correction to the bundled ACK/NACK and DAI transmission 8.5.0 [8.6.0
04/03/09 | RAN_43 | RP-090235 80 2 |Corrections to transmission modes 8.5.0 [8.6.0
04/03/09 | RAN_43 | RP-090235 81 1 | Correction on ACKNACK transmission on PUSCH for LTE TDD 8.5.0 [8.6.0
04/03/09 | RAN_43 [ RP-090235 82 2 [Corrections to CQIl and Rl fields description 8.5.0 [8.6.0
04/03/09 | RAN_43 [ RP-090235 83 - | Clarifying DCI format 1A and DCI Format 1B 8.5.0 [8.6.0
04/03/09 | RAN_43 | RP-090235 92 1 _|Clarification on channel coding for UCI HARQ-ACK 8.5.0 [8.6.0
27/05/09 | RAN_44 [ RP-090528 87 _ | Clarify some parameters for determining control resources on 8.6.0 (8.7.0

PUSCH
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