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(57) ABSTRACT 

A mctbod is provided for traosmilliag wireless s igoaL,;; io a 
network comprising a network coordinator and one or more 
remote devices. The available transmission time is d ivided 

into a plurality of superframcs, eacb o( which is farther 
divided up into a beacon duration, one or more managcmcot 
time slots, one or more guaraateed Lime slots, aad one or 
more asynchroaous time s lots. Eacb of t he managemeat time 
slots, guaranteed tjme s lots, and asynchroaous time slois are 
assigned to one o( the one or more remote devices. T he 
network coorcliaator scads a beacon 10 the oae or more 
remote devices during the beacon duration. The device or 
coordinator assigned to the current guaranteed time s lot 
seads frames of isochronous data in the current guara□teed 

time slot. The device or coordinator assigaed to the current 
asynchroaous time slot sends frames of asynchroaous data 
ia lbe current asyachroaous time slot. 
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SYSTEM AND METHOD FOR HANDLING 
ASYNCHRONOUS DATA lN A WIRELESS 

NETWORK 

CROSS-REFERENCE TO RELATED P.AJ"ENT 
DOCUMENTS 

[0001] This application relies for priority on U.S. provi­
sional application serial No. 60/349,353, by Knu t T. Odman, 
filed Jan. 22, 2002, entitled ·'SHORT ASYNCHRONOUS 
DATA IN MANAGEMENT TIME SLOl~" U.S. provisional 
application serial No. 60/349,357, by Knut T. Odman, filed 
Jan. 22, 2002, entitled ··LONG ASYNCHRONOUS DATA 
IN ASYNCHRONOUS TIME SLOT," and U.S. provisional 
application serial No. 60/349,359, by Knut T. Odman, filed 
Jan. 22, 2002, entitled "LLC SERVlCE ACCESS POINT 
FOR CONVERGENCE LAYER REPLACING 802.2," the 
contents of botb of wbicb arc hereby incorporated by 
reference in their entirety. 

BACKGROUND OF THE INVENTION 

[0002) The present invention relates 10 wireless personal 
area networks and wireless local area networks. More par­
ticularly, the present invention relates to how to handle sbort 
streams of asynchronous data i11 an assigned but otberwise 
unused management time slot, or long streams of asynchro­
nous data in an asynchronous time slot. 

[0003) The International Standards Organizarion's (ISO) 
Open Systems Ia tercoanectioa (OSI) standard provides a 
seven-layered hierarchy between aa end user and a physical 
device through which different systems can communicate. 
Each layer is responsible for different tasks, and the OSI 
standard specifics the interaction between layers, as well as 
between devices complying with the standard. 

[0004] FIG. l shows the hierarchy o( the seven-layered 
OSI standard. A~ seen in FlG. 1, the OSI standard 100 
includes a physical layer 110, a data link layer 120, a 
network layer 130, a transport layer 140, a session layer 150, 
a preseotatioo layer 160, and an application layer 170. 

[0005] The physical (PHY) layer llO conveys the bit 
stream through the network at the electrical, mechanical, 
functional, and procedural level. It provides the hardware 
means of sending and receiving data on a carrier. The data 
link layer 120 describes the representation of bits oo the 
physical medium and the format of messages on the 
medium, sending blocks of data (sucb as frames) with proper 
synchronization. The networking layer 130 handles the 
routing and forwarding of the data to proper destinat ions, 
maintaining and terminat ing connections. The transport 
layer 140 manages the end-to-end control and error checking 
to ensure complete data transfer. lbc session layer 150 sets 
up, coordinates, and terminates conversations, exchanges, 
and dialogs between the applications at each cod. The 
presentation layer 160 converts incoming and outgoing data 
from one presentation format to another. The application 
layer .l 70 is where communicat ion partners are identified, 
quality of service is identified, user authentication aod 
privacy are considered, and aoy constraints on data syntax 
arc identified. 

[0006) The IEEE 802 Committee bas developed a three­
layer architecture for local networks that roughly corre­
sponds to the physical layer 110 and the data link layer 120 
of the OSI standard 100. FIG. 2 shows the IEEE 802 
standard 200. 
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[0007] As shown in FIG. 2, the IEEE 802 standarcl 200 
includes a physical (PHY) layer 210, a media access control 
(MAC) layer 220, and a logical link control (LLC) layer 225. 
The PHY layer 210 operates essentially as the PHY layer 
110 in the OSI standard 100. The MAC and LLC layers 220 
and 225 share the functions of the data link layer 120 in the 
OSI standard 100. The LLC layer 225 places data in to 
frames that can be communicated at the PHY layer 210; and 
the MAC layer 220 manages comrnuoication over the data 
link, sending data frames and receiving acknowledgement 
(ACK) frames. Together the MAC aod LLC layers 220 and 
225 are responsible for error checking as well as retr ans­
mission of frames that are not received and acknowledged. 

[0008) FIG. 3 is a block diagram of a wireless network 
300 that could use the IEEE 802 standard 200. Jn a preferred 
embodiment the network 300 is a w ireless personal area 
network (WPAN), or pico□et. However, it should be under­
stood that the present invention also applies to other sc11ings 
where baodwicltb is to be sbared among several users, such 
as, for example, wireless local area networks (WLAN), or 
any other appropriate wireless network. 

[0009] When the term piconet is used, it refers to a 
network of devices connected ia an ad hoc fasbioa, having 
one device act as a coordinator (i .e., it foactions as a server) 
while the other devices (sometimes called s tations) follow 
the time allocation instructions of the coordinator (i.e., they 
foaction as clients). The coordinator caa be a designated 
device, or simply one o( tbe devices chosen to function as a 
coordinator. One primary difference between the coordinator 
and non-coordinator devices is that the coordinator must be 
able to communicate with all of the devices in the network, 
while the various oon-coordioator devices need not be ab le 
to communicate wi th all of the other non-coordinator 
devices. 

[0010) As shown in FIG. 3, tbe network 300 includes a 
coordinator 310 and a plurality o( non-coordinator devices 
320. 111c coordinator 310 serves to control the operation of 
lhe network 300. As noted above, the system o( coordinator 
310 aod non-coordinator devices 320 may be called a 
picooet, in which case the coordinator 310 may be referred 
to as a piconet coordinator (PNC). Each of the non-coordi­
nator devices 320 roust be connected to the coordinator 310 
via primary wireless links 330, aod may also be connected 
to one or more other non-coordinator devices 320 via 
se<:oadary wireless links 340, also called peer-to-peer links. 

[OOll) Ia addition, although FIG. 3 shows bi-direclional 
links between devices, they could also be unidirect ional. lo 
this case, each bi-directional link 330, 340 could be shown 
as two unidirectional links, the first goiog in one direction 
and the second going in the opposite direction. 

[OOU] lo some embodiments the coordinator 310 may be 
the same sort of device as aoy of the non-coordinator devices 
320, except with the additional f:unetionality for coord inat­
ing the system, aod the requirement that it communicate 
with every device 320 in the network 300. la other embodi­
ments t be coordina1or 310 may be a separate designated 
control unit that does not function as one of the devices 320. 

[0013] Through the course if the following disclosure the 
coordinator 3 10 will be considered to be a device just like 
the aoa-coordiaator devices 320. However, alternate 
embodiments could use a dedicated coordinator 310. Fur-
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tbermore, individual non-coordinator devices 320 could 
include tbe foactioaal elemenLs of a coordinator 310, but not 
use tbem, functioning as non-coordinator devices. This 
could be the case where any device is a potential coordinator 
310, but only one actually serves that function in a given 
network. 

[0014] Each device of the network 300 may be a different 
wireless device, for example, a digi tal still camera, a digital 
video camera, a personal data as.5istant (PDA), a digital 
music player, or other personal wireless device. 

[0015] The various non-coordinator devices 320 arc con­
fined to a usable physical area 350, which is set based on the 
extent to which tbe coordinator 310 can successfully com­
municate witb eacb of tbe □oa-coordinalor devices 320. Any 
non-coordinator device 320 that is able to communica te with 
the coordinator 310 (and vice versa) is within tbe usable area 
350 of the network 300. As noted, however, it is not 
necessary for every non-coordinator device 320 in the 
network 300 to communicate with every other non-coordi­
nator device 320. 

[0016) FIG. 4 is a block diagram of a device 310, 320 
from the network 300 of FIG. 3. As shown in FIG. 4, each 
device (i.e., each coordinator 310 or □on-coordinator device 
320) includes a physical (PHY) layer 410, a media access 
conLrol (MAC) layer 420, a seL of upper layers 430, and a 
management entity 440. 

[0017] The PHY layer 410 communicates wi1h 1he rest of 
the network 300 via a primary or secondary wireless link 
330 or 340. ll generates and receives data in a Lransmillable 
data format and coover1s it to and from a formal usable 
through the MAC layer 420. The MAC layer 420 serves as 
an inLerface between tbe data formats required by the PIIY 
layer 410 and those required by the upper layers 430. Tbe 
upper layers 430 include tbe functionality of the device 310, 
320. These upper layers 430 may include a logical link 
control (LLC) or the like. The upper layers allow tbe MAC 
layer 420 to interface with various protocols, such as TCP/ 
IP, TCP, UDP, RTP, IP, USB, 1394, UDP/IP, ATM, DV2, 
MPEG, or the like. 

[0018] Typically, the coordinator 310 and the non-coordi­
nator devices 320 in a WPAN share the same bandwidth. 
Accordingly, the coordinator 310 coordinates the shar.ing of 
that bandwidth. Standards have been developed to establish 
protocols for sharing bandwidth in a wireles.s personal area 
network (WPAN) selling. For example, Lhe IEEE standard 
802.15.3 provides a specification for the PHY layer 410 and 
the MAC layer 420 in such a sell ing where bandwidth is 
shared using a form of time division mu lLiple access 
(1DMA). Usiog Ibis standard, tbe MAC layer 420 defrnes 
frames and superframes through which the sharing of the 
bandwidth by the devices 310, 320 is managed by the 
coordinator 310 and/or the aon-coordiaator devices 320. 

[0019) Preferred embodiments of the present invention 
will be described below. And while the embodiments 
described herein will be in the context of a WPAN (or 
piconet), it shou Id be understood that the present invention 
also applies to other settings where bandwidth is to be shared 
among several users, such as, for example, wireless local 
area networks (WLAN), or any other appropriate wireless 
network. 

[0020) The presem invention provides a method of coor­
dinating devices 310, 320 either operating in a network 300 
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or trying to join a network 300 through Lhe use of cyclic 
beacons inside superframes that define the daLa patb across 
the neLwork 300. 

[0021] Device IDs and MAC Addresses 

[0022] One important aspect of working with dev ices 310, 
320 in a network 300 is uniquely identifying each oI Lbe 
devices 310, 320. There are several ways in which this can 
be accomplished. 

[0023] Independent of any network it is in, each device 
310, 320 has a unique MAC address that can be used to 
identify it. This MAC address is generally assigned to Lhe 
device by the manufacturer such that no two devices 310, 
320 have the same MAC address. One set of standards that 
is used in preferred embodiments of the present invention to 
govern MAC addresses can be fouod in IEEE Std. 802-1990, 
'·IEEE Standards for Local and Metropolitan Area Net­
work.s: Overview and Arcb.itecture." 

[0024] For ease of operation, Lhe network 300 can also 
assign a device ID to each device 310, 320 in the network 
300 to use in addition its unique MAC address. lo the 
preferred embodiments the MAC 420 uses ad hoc device 
IDs to identify devices 310, 320. These device IDs can be 
used, for example, to route frames within the network 300 
based on the ad boc device ID of the dest.inatioo of Lhc 
frame. The device IDs are generally much smaller tban the 
MAC addresses for each device 310, 320. In the preferred 
embodiments the device IDs are 8 -bits and the MAC 
addresses are 48-bits. 

[0025] Each device 310, 320 should maintain mapping 
table thaL maps the correspondence between device IDs and 
MAC addresses. The table is filled in based on the device ID 
and MAC address information provided Lo Lhe non-coordi­
nator devices 320 by the coordinator 310. T bis allows eacb 
device 310, 320 to reference themselves and the other 
devices ia the network 300 by eiLher device ID or MAC 
address. 

[0026] The present invention caa be used with Lbe CEEE 
803.15.3 standard for bigh-rate WPANs, which is currently 
under developmenL by tbe IEEE 802.15 WPAN"' Task 
Group 3 (TG3). The details of the current draft 802.15.3 
standard, including a rchives of tbe 802.15.3 working group 
can be found at: hllp://wwwieee802.org/15/pub/TG3.hLml. 
Nothing in this disclosure should be considered to be 
incompatible ,vith Lhe draft 802.15.3 standard, asset forth on 
the IEEE 802 LAN/MAN Standards CommitLee web page. 

[0027] Superframes 

[0028] The available bandwidth in a given network 300 is 
spli t up in Lime by Lhe coordinator 310 into a series of 
repeated superframes. These superframes define bow tbe 
available transmission time is split up among various tasks. 
Individual frames of data are then transferred within these 
superframes io accordance wiLh the timing set forth in Lbe 
superframe. 

[0029] FIG. 5 is a block diagram of a superframe accord­
ing to preferred embodiments of the present invention. As 
shown in FIG. 5, each superframe 500 may include a beacon 
period 510, a contention access period (CAP) 520, and a 
contention free period (CPP) 530. 

[0030) The beacon period 510 is sel aside for tbe coordi­
nator 310 to send a beacon frame out to the non-coordinator 
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devices 320 ia the network 300. Such a beacon frame will 
include information for organizing the operation of devices 
within tbe superframe. Each non-coordiaator device 320 
knows bow 10 recognize a beacon 510 prior to joining the 
network 300, and uses the beacon 510 both 10 identify an 
existing network 300 and to coordinate communication 
within tbe network 300. 

[0031) The CAP 520 is used 10 transmit commands or 
asynchronous data across the network. T he CAP 520 may be 
elimioated io many embodiments and tbc system would then 
pass commands solely during the CFP 530. 

[0032) The CFP 530 includes a plurality of time slots 540. 
Tbese time slots 540 are assigned by tbe coordinator 310 to 
a single transmitting device 310, 320 and one or more 
receiving devices 310, 320 for transmission of information 
between tbern. Generally each time slot 540 is assigned 10 a 
specific transmitter-receiver pair, though ia some cases a 
single transmiuer will transmit 10 mulliple receivers at tbe 
same time. Exemplary types of time slots arc: management 
time s lots (MTS) and guaranteed time slots (GTS). 

[0033] An MTS is a time slot that is used for 1ransmi11ing 
administrative information between the coordinator 310 and 
one of the non-coordinator devices 320. As sucb it must have 
the coordinator 310 be one member of the transmission pair. 
An MTS may be further defined as an upl ink MTS (UMTS) 
if the coordinator 310 is the receiving device, or a downlink 
MTS (OMTS) if tbe coordinator 310 is tbc transmiui.og 
device. 

[0034] A GTS is a time slot tbat is used for 1ransrnit1ing 
isochronous non-administrative data between devices 310, 
320 in the network 300. This can include data transmitted 
between two non-coordinator devices 320, or non-adminis­
trative data transmitted between the coordinator 310 and a 
non-coordinator device 320. 

[0035] As used in this application, a stream is a commu­
nication between a source device and one or more destina­
tion devices. The source and destination devices can be any 
devices 310,320 in tbe network 300. For streams 10 mul tiple 
destinations, 1be destination devices can be all or some of tbc 
devices 310, 320 in the network 300. 

[0036] In some embodiments the uplink MTS may be 
positioned at the front of the CFP 530 and the downlink 
MTS positioned at the end of the CFP 530 10 give tbe 
coordinator 310 a chance 10 respond 10 an uplink MTS in the 
in the downlink MTS of the same superframe 500. However, 
it is aot required that the coordinator 310 respond to a 
request in the same superframe 500. Tbe coordinator 310 
may instead respond in another downlink MTS assigned to 
that non-coordinator device 320 in a later supcrframe 500. 

[(H>37] The supcrfraroe 500 is a fixed time construct that is 
repealed in t in1e. Tbe specific du rat ion of the su perframe 500 
is described in tbe beacon 510. In fact, the beacon 510 
generally includes information regarding how often the 
beacon 510 is repeated, which effectively corresponds 10 the 
duration of the superframc 500. Tbe beacon 510 also con­
tains information regarding the network 300, such as the 
identity of the transmit1er and receiver of each time s lot 540, 
and tbe identity of tbe coordinator 310. 

[0038] The system clock for the network 300 is preferably 
synchronized through tbe generation and reception of the 
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beacons 510. Each non-coordinator device 320 will store a 
synchronization point time upon successful reception of a 
valid beacon 510, and will then use tbis synchroaization 
point time 10 adjust its own timing. 

[0039] Although not shown in FIG. 5, there are preferably 
guard times interspersed between time slots 540 in a CFP 
530. Guard times are used in TDMAsys1cms 10 prevent two 
transmissions from overlapping in time because of inevi­
table errors in clock accuracies and differences in propaga­
tion Limes based on spatial positions. 

[0040] Ia a WPAN, the propagation time will generally be 
insignificant compared 10 the clock accuracy. Thus the 
amount of guard time required is preferably based primarily 
on the clock accuracy and the duration since the previous 
synchronization event. Such a synchronizing event will 
generally occur when a non-coordinator device 320 success­
fully receives a beacon frame from the coordinator 310. 

[0041] For simplicity, a single guard time value may be 
used for the entire supcrframe. 1nc guard time will prefer­
ably be placed at !be end of each beacon frame, GTS, and 
MTS. 

[0042] The exact design of a superframe 500 can vary 
according to implementation. FlG. 6 shows au example of 
a specific superframc design. As shown in FIG. 6., the 
transmission scheme 600 involves dividing tbc available 
transmission time into a plurality of superframes 610. Each 
individual superframe 610 includes a beacon frame 620, an 
uplink MTS 630, a plurality of GTS 640, and a downlink 
MTS 650. This exempla.ry superframe includes no conten­
tion access period. 

[0043] The beacon frame 620 indicates by association ID 
(known as a device LD in the IEEE 802.15.3 draft s tandard) 
a non-coordinator device 320 tbal is assigned 10 the current 
supcrframe 610. It also indicates via a receive-transmit tab le 
Lbe transmitter/receiver assigmnents for tbe individual GTS 
640. 

[0044] In the exemplary superframe structure shown in 
FlG. 6, the up link MTS 630 is set aside for the non­
coordinator device 320 assigned to the current superframc 
610 to upload signals 10 the coordinator 310. All other 
non-coordinator devices 320 remain s ilent on the cUirent 
channel during this time slot. In ahemale embodiments that 
use multiple channels, all other stations on that channel must 
remain silent during an uplink MTS 630, tbougb they may 
still 1raosmi1 on alternate cbaonels. 

[0045) The plurality of GTS 640 are the time slots set 
aside for each of the devices 310, 320 to allow communi­
cation between devices. They do so in accordance with the 
information set forth in the receive-transmit table in the 
beacon 620. Each GTS 640 is preferably large enough lo 
transmit one or more data frames. When a transmi tler­
receiver set is assigned multiple GTS 640, they arc prefer­
ably coatig1tous. 

[0046] The downlink MTS 650 is set aside for the coor­
dinator 310 to download s ignals to the non-coordinator 
device 320 assigned lo the current super frame 610. All other 
non-coordinator devices 320 may ignore all traosmissioos 
during this time slot. 

[0047] The lengths of the uplink and downlink MTS 630 
and 650 must be chosen lo handle the largest possible 
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managemenl frame, an immediale acknowledgemenl (ACK) 
frame, and the receiver-transmilter turnaround time. The 
GTS 640, the leng1b and number must be chosen to accom­
modale the specific requirements of frames 10 be lransmil­
ted, e.g., short MPEG frames, large frames of the maximum 
aUowable length, and the ACK policy used. 

[0048) AJ1hougb the disclosed embodimen1 uses one 
uplink MTS 630 placed before a plUiality of GTS 640, and 
one downlink MTS 650 placed after a plurality of GTS 640, 
the number, distribution, and placement of MTS 630, 650 
aod GTS 640 may be varied in alternate embodiments. 

[0049) However, such a TOMA protocol ia general has ao 
support for asynchronous da ta. J\ system is fore.eel to use a 
stalic stream connection for the passi11g of asynchronous 
data, which leads to a large signal overhead, or to provide aa 
asynchronous period (e.g., a CAP 520) that uses a coatcniion 
access protocol like carrier sense multiple access/collision 
avoidance (CSMA/CA), which leads to performance degra­
dat ion and to power usage increase The power consurnp1ion 
is increased because every device 310, 320 must remain 
powered up during lhe CAP 520 ( i.e., none of the devices 
310, 320 can enter a power-saving sleep mode). The per­
formance is degraded because there is less cerlainty of a 
give□ data frame being transmitted at any given time. 

SUMMARY OF THE INVENTION 

[0050] Consistent with the title of Ibis scclion, only a brief 
description of selected features of the present invention is 
now presented. A more complete description of the present 
invention is the subject of Ibis emire document. 

[0051) An object of the present invention is to provide a 
method for transmitting asynchronous data in a wireless 
network. 

[0052) Another object of the present invention is to pro­
vide alternate ways to send asyoehrooous data so tha t tbe 
asyocbroaous data can be transferred between devices as 
rapidly as possible. 

[0053) Another feature of the present ioventioo is to use a 
priority value assigned to a piece of data to be transmitted to 
determine whether the device is isochronotL5 or asynchro­
nous data, and to determine under what parameters the data 
will be transmiued. 

[0054) These and other objects are accomplished by way 
of a method of traasmiuing wireless signals ia a network 
comprising a network coordinator and one or more remote 
devices, comprising dividing up available transmission time 
i□lo a plu rality of superframes; dividing each of the plurality 
of supcrframes into a beacon duration, one or more man­
agement time slots, one or more guaranteed time slots, and 
one or more asynchronous time slots; assignjng each man­
agemeat time slot to one of the one or more remote devices; 
assigning each guaranteed time slot to one of the one or 
more remote devices or to the network coordinator; assign­
ing each asynchronous time slot to one of tbe one or more 
remote devices or to the network coordinator; sending a 
beacon from the coordinator to the one or more remote 
devices during the beacon duration of each of the plurality 
of superframes; sending one or more frames of isochronous 
data in a current guaranteed time slot from the one or more 
remote device or network coordinator assigned lo the current 
guaran teed time s lo t; and sending one or more frames of 
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asynchronous data in a current asynchronous time slot from 
the one or more remote device or network coordinator 
assigned to the current asynchronous time slot. 

[0055) The method may further comprise sending in a 
current management time s lot a management frame from the 
one of the one or more remote devices assigned to the 
current management time slot to the network coordinator. 
The method may fUither comprise sending in a current 
management time slot a management frame from the net­
work coordinator to the one of the one or more remote 
devices assigned to the eurreot management time slot. 'I11e 
method may further comprise sending in a current manage­
ment time slot a small asynchronous data frame from the one 
of the ooe or more remote dev ices assigned to the cu rrent 
management time s lot to another of the one or more devices 
o r the network coordinator. 

[0056) A guaranteed time period assigned to the ooe or 
more guaranteed time slots is preferably greater than an 
asynchronous time period assigned to the one or more 
asynchronous time slots. 

[0057) The one or more management time slots in each 
supcrframe preferably includes at least aa uplink manage­
ment time s lot for transferring signals between the device 
as.signed to the uplink management time slot and the net­
work coordinator, and a downlink management time slot for 
1ransferringsignals between the network coordinator and the 
device assigned to 1be uplink managemeat lime slot. 

[0058) The method may furt her comprise sending in a 
current uplink management time slot a small asynchronous 
data frame from the one of the one or more remote devices 
assigned to the current management time slot to another of 
the one or more devices or the network coordinator. 

[0059) The beacon duration is preferably formed al the 
beginning o( each of the supcrframes, and the one or more 
managemeDL time slots are preferably formed directly after 
the beacon duration. 

[0060] The wireless signals may be ultrawide bandwidth 
signals. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0061] Amore complete appreciation of the invention and 
its many auendant advant.agcs will be read ily obtained as it 
becomes better understood witb reference to the folJowiag 
detailed description when considered in connection with the 
accompanying drawings, in which: 

[0062) FIG. 1 is a diagram showing ihe hierarchy of the 
seven-layered OSI standard; 

[0063) FIG. 2 is a diagram showing the IEEE 802 stan­
dard; 

[0064] FIG. 3 is a block diagram of a wireless network 
according to a preferred embodiment of the present irwco­
tion; 

[0065] FIG. 4 is a block diagram of a device from the 
network of FIG. 3; 

[0066] F(G. 5 is a block diagram of a superframe accord­
ing to preferred eo1bodimcnts of the present invention; 

[0067) FIG. 6 is a block diagram of a specific superframe 
design according to a preferred embodiment of the present 
invention; 
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(0068) FIG. 7 is a block diagram of a specific superframe 
design according to a preferred embodiment of tbe present 
invealioa; 

[0069] FIG. 8 is a block diagram showing the data con­
nections for a source device sending data to one or more 
destina tion devices in a network according to a preferred 
embodiment of the present invention; 

[0070) FIG. 9 is a block diagram showing a more detailed 
description of source device of FIG. 8; 

[0071] FIG. 10 is a message sequence chart that describes 
bow two data frames are sent to two different destination 
devices using channel time allocation according to a pre­
ferred embodiment of tbe present invention; 

[0072) FIG. 11 is a message sequence chart that describes 
how two data frames are seal to a single destination device 
using channel time allocation according to a preferred 
embodiment of the present invention; 

[0073] FIG. 12 is a message sequence chart that describes 
bow two data frames are sent to a single destination device 
using polling according to a first preferred embodiment of 
the present invention; 

[0074) FIG. 13 is a message sequence chart that describes 
bow two data frames are seal to a single destination device 
using polling according to a second preferred embodiment 
of the present invention; and 

[0075] FIG. 14 is a message sequence chart showing bow 
channel time is requested if more than a default channel time 
allocation is needed according lo a preferred embodiment of 
the present invention. 

DETAILED DESCRIPTION OF lHE 
PREFERRED EMBODIMENTS 

[0076) Preferred embodiments of the present invention 
will now be described with reference to the drawings. 
Throughout the several views, like reference numerals des­
ignate identical or corresponding parts. 

[0077] Asynchronous and Isochrooous Data 

(0078) In a network there arc two kinds of data: asyochro­
oous data and isochronous data. Isochronous data bas an 
assigned bandwidth, the timing of wbicb is guaraatecd, at 
least in the sbort term. Asynchronous data has oo guaranteed 
bandwidth, and is sent as transmission time becomes avail­
able. In operation, asynchronous data transfer bas a high 
level of reliability but no guaranteed delivery time. 

[0079) The assigned bandwidth for isochronous data is 
preferably translated into a channel time by the convergence 
layer in a given device 320, based on current traffic condi­
tions. This convergence layer may be formed in the MAC 
layer 420 or the upper layers 430. The needed channel Lime 
is then requested from the coordinator 310, which g rants 
channel time and is responsible for guaraatecing that the 
channel time will continue to exist, e.g., by assigning 
appropriate GTS to the lraosmilling device 320. The coor­
dinalOr 310 cannot guaramee bandwidth, however. Prefer­
ably the convergence layer monitors and i.f necessary re­
requests channel time. 

[0080) The reliability of isochronous data can be increased 
by using acknowledgement and retry allempts. 
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[0081) The assigned bandwidth for asynchronous data is 
preferably assigned on an as-needed basis. When a device 
320 needs IO send asynchronous data, it requests channel 
time from the coordinator 310 for the asynchronous trans­
mission. The coordinator 310 is responsible for guaranteeing 
the channel time for 1be asynchronous transmission (e.g., in 
an asynchronous time slot or a management time slot as 
shown below), but need not guarantee any continued band­
wid th. 

[0082] The delivery status of asynchronous data can be 
reported accurately to the convergence layer in a device 310, 
320 through the use of an opt ional acknowledgement (ACK) 
and a configurable amount of times that the device will retry 
sending the data if transmission is unsuccessful. 

(0083] Asyncb.ronous data may be delivered by polling, 
i.e. the asynchronous data frames may be sent by a non­
coordinator device 320 only when the coordinator 310 
authorizes transmission of the asynchronous frame by send­
ing the device 320 a poll frame. 

[0084] Su pcrfra me Strucl ure 

[0085] The method and system in this application dis­
closes an alternate superframe desigo and a way of manag­
ing that superframe design that will allow for an effective 
handling of asynchronous data. 

[0086) FIG. 7 shows an example of a specific superframe 
design according lo a preferred embodiment of the present 
invention. As shown in FIG. 7, the transmission scheme 700 
involves dividing the available transmission time into a 
plurality of superframes 710. Each individual superframe 
710 includes a beacon frame 620, an uplink MTS 630, a 
downlink MTS 650, a plurality of GTS 640, and a plurality 
of asynchronous time slots (ATS) 770. 111is exemp lary 
supcrfrnme includes no contention access period 520. 

[0087] Ao ATS 770 is a time slot that is used for trans­
mitting asynchronous data between devices 310, 320 in the 
network 300. This can include data transmiued between two 
non-coordinator devices 320, ooo-administra tive data 1rans­
mit1ed between tbe coordinator 310 and a non-coordinator 
device 320, and administrat ive data transmiued between the 
coordinator 310 and a non-coordinator device 320 that was 
too large for ao MTS. 

[0088] By providing one or more asynchronous time s lots 
within a supcrframc, the system provides a means by which 
asynchronous data cao be passed. 

[0089] The beacon frame 620 indicates by association ID 
(known as a device ID in the LEEE 802.15.3 draft s tandard) 
a non-coordinator device 320 that is assigned to tbe cu rreol 
superframe 710. h also indicates via a receive-transmit tab le 
the 1ransmi11cr/rcceiver assignments for the individual GTS 
640. In addition, it indicates the traosmiuer assignments for 
any AJ'S 770 by indicating tbe device ID and the length and 
position of the assigned ATS 770. It should be noted, 
however, that ATS assignments are generally not persistent. 
Io other words, all AJ'S assignments must be renewed every 
time a new need for ATS arises. Alternate embodiments can 
employ default ATS assignments, however, which will 
remain every superframe. 

[0090) Jo an alternate embodiment, a stream index may be 
added to allow multiple streaming between the same source-
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destina tion pair. This can be shown, for example, in the CTA 
for the draft 802.15.3 standard, which allows for such 
multiple streaming. 

[0091] In the embodiment shown in FIG. 7, the uplink 
MTS 630 is set aside for the non-coordinator device 320 
assigned to the current superframe 710 to upload signals to 
the coordinator 310. All other non-coordinator devices 320 
remain silent on the current channel during this t ime s lot. In 
alternate embodiments that use multiple channels, all 01hcr 
stations oo that channel must remain silent duri.og ao uplink 
MTS 630, though they may still transmi1 on alternate 
cha noels. 

[0092] Io this embodiment, the upli.o.k and dowoli.ok MTS 
630, 650 are be placed in front o[ the CFP 530. However, io 
alternate embodiments, the number, distribution, and place­
ment of MTS 630, 650 and GTS 640 may be varied. 

[0093] The plurality of GTS 640 arc the time slo1s set 
as.idc for each of 1hc devices 310, 320 to pas.s isochronous 
data between each other. They do so in accordance with the 
information se1 forlh in 1bc receive-transmit tab le in the 
beacon 620. Each GTS 640 is preferably large e.oough to 
transmil one or more data frames. When a 1ransminer­
receiver set is assigned multiple GTS 640, Ibey are prefer­
ably contiguous. 

[0094] The plurality of ATS 770 are the timeslots set aside 
for each of the devices 310, 320 to pass asynchronous data 
between each other. They are preferably assigned just as are 
GTS, except that ATS assignments are not persistent. In 
addition, each device preferably maintains a single queue for 
all asynchronous data that it needs to transmit. The coordi­
nator 310 assigns ATS 770 to the devices 310, 320 based 
solely on the contents of this queue. 

[0095] The uplink MTS 630 is generally set aside for the 
non-coordinator device 320 assigned to tbe current super­
frame. 710 upload signals to the coordinator 310, or to send 
smaller asynchronous data frames to other non-coordinator 
devices 320. In some embodiments, non-coordinator devices 
320 that are guaranteed to receive no data frames during an 
MTS may ignore all transmissions during this lime slot. In 
other embodiments, all devices will listen during every 
upli.o.k MTS 630. 

[0096] The downlink MTS 650 is generally set aside for 
the coordinator 310 to download signals to the non-coordi­
nator device 320 assigned lo tbe current supcrframe 710. In 
some al ternate embodiments, if not needed for management 
data, a downlink MTS 650 can be used by the coordinator 
310 to send smaller asynchronous data frames to 01her 
non-coordinator devices 320. In some embodiments, non­
coordinator devices 320 that are guaranteed to receive no 
data frames during an MTS may ignore all transmissions 
during this time slot. In other embodiments, al l devices will 
listen during a downlink MTS 650. 

[0097] The length of the superframe 710 is fixed, and is 
preferably chosen to have a. duration between 10 and 30 ms 
in order to minimize the data buffering requirements. 

[0098] The lengths of the uplink and downlink MTS 630 
and 650 must be chosen to ha.odle the largest possible 
management frame, an immediate acknowledgement (ACK) 
frame, and the receiver-transmitler tumarou.od time. For the 
GTS 640, the length and number must be chosen to accom-
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modate the specific requ irements of frames to be transmit­
ted, e.g., short MPEG frames, large frames of the maximum 
allowable length, and s treaming vs. immediate ACK opera­
tion. For the ATS 770, the length, number, and assignment 
are preferably determined as w ith the assignment of MTS, 
except that when making a request for ATS, a device 310 
passes to the coordinator 310 1he total transmission time 
required to send all of the contents of its asy11chronous 
transmit queue, and the minimum length of an acceptable 
ATS 770. The coordinator 310 then assigns ATS 770 accord­
ingly. 

[0099] Although the disclosed embodiment uses a plural­
ity of GTS 640, a plura lity of ATS 770, one uplink MlS 630 
placed before the GTS 640, and one downlink MTS 650 
placed after the AJS 770, the number, dis1ribu1ion, and 
placement of GTS 640,ATS 770, and MTS 630, 650 may be 
varied in altcrnale embodiments. 

[0100] In this embodiment the management time slots 
(MTS) are for management frames and high priority asyn­
chronous data frames under 256 bytes, the guaranteed time 
slots (GTS) arc for medium priority isochronous data, and 
the asynchronous time slots (AJ'S) are for asynchronous low 
priority data and high priority asyncbrooous data over 255 
bytes. 

[0101] Short and Long Asynchronous Data Frames 

[0102] Io tbc embodiment disclosed io FIG. 7, there are 
two kinds of asynchronous data frames: short asynchronous 
frames and long asyncbronous frames. 

[0103] A short asynchronous frame is one that is small 
enougb to be sent in an MTS in place of a management 
frame. Ia a preferred embodiment, a short asynchronous 
frame has a maximum size of 255 bytes. However, this size 
can vary depending upon the size of the MTS in a particular 
embodiment. 

[0104] A long asynchronous frame is one that is larger 
than a short asynchronous frame, up to a maximum long 
asynchronous frame si:ze. In the preferred embodiment a 
long asynchronous frame can vary in size from 255 bytes up 
to an MTS maximum set by the protocol (e.g., ~2000 bytes 
in some embodiments). However, the minimum long asyn­
chronous frame size can vary according to the maximum 
short asynchronous frame s ize; and 1bc maximum long 
asynchronous frame size can vary according to the cbosen 
transmission parameters of the current protocol. Asynchro­
nous data is preferably limited in size to keep it from 
overwhelming the available air time. 

[0105] In operation, a non-coordinating device 320 can 
send a short asynchronous frame instead of a management 
packet during any upstream MTS as..,;igned to it. Similarly, in 
alternate embodiments, the coordinator 3l0 may send a 
small asynchronous frame during any downlink MTS. 

[0106] If the current protocol requires all devices 310,320 
to listen to all MTS, then the device, then the device 310, 
320 assigned to the current MTS (a non-coordinator device 
320 in an uplink MTS and a coordinator 310 in a downlink 
MTS) can send its short asynchronous frame to any other 
device. If non-coordinator devices 320 are allowed to go to 
sleep during MTS, then it will be necessary for the coordi­
nator to give other devices 320 some advanced warning that 
they will be the recipient of a short asynchronous frame in 
a specific MTS. 
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(0107] Since MTS are always assigned to a specific non­
coordinator device 320, that assignment can be regarded as 
an implicit poll to tbe device for transmission of sborl 
asynchronous frame. 

[0108) As used in this application, the term "short asyn­
chronous frame'· will refer to a valid asynchronous frame of 
a size small enough to be seat in an MTS, and the term "long 
asynchronous frame" will refer 10 a valid asynchronous 
frame of a size too large to be seat in an MTS. The term 
"MTS-data frame" will refer to a short asynchronous frame 
sent during an MTS, and tbe term " ATS-data frame'" will 
refer to either a short or a long asynchronous data frame seat 
during ao ATS. 

[0109] Thus, a long asynchronous frame may only be sent 
in an ATS (as an ATS-data frame), while a short asynchro­
nous frame may be sent ei ther in an MTS (as an MTS-data 
frame) or during an ATS (as an ATS-data frame). 

[0110] Coordinating tbe Transfer of Asynchronous Data 

[0111] The following disclosure relates to the transfer of 
asynchronous data. lsocbroaous data is preferably scot using 
a conventional transfer mode. 

(0112] FIG. 8 is a block diagram showing the data con­
nections for a source device sending data to one or more 
destina tion devices in a network according lo a preferred 
embodiment of tbe present invention. As shown in FIG. 8, 
the system includes a coordinator 310, a source device 820, 
and first and second destination dev ices 830 and 840. la this 
example, tbe source device 820 can send data to either one 
or two dest ination dev ices 830,840. The source device 820 
and the destination devices 830 and 840 are preferably 
non-coordinator devices 320 as described above with respect 
to FIG. 3. 

(0113] J\ltbougb in FIG. 8 one device is shown as a source 
device 820 and 1wo devices are shown as destination devices 
830, 840, this is exemplary only. In a preferred network 
devices will freely cbange from being source and destination 
devices as needed, and a given device will continually 
change its role as data is transmitted through tbe network. 
FIG. 8 simply shows a snapshot where one device is a 
source device 820 and two others are destination devices 
830,840. 

[0114] FIG. 9 shows a more detailed description of source 
device of FIG. 8. As shown in FIG. 9, the source device 
includes a PHY layer 410, a MAC layer 420, and upper 
layers 430. (See FIG. 4.) Tbe MAC layer 420 includes a data 
bandier and MAC management layer 910, an asynchronous 
transmit queue 920, and a transmit control layer 930; and the 
upper layers 430 include a convergence layer 940 and other 
upper layers 950. Although the convergence layer 940 is 
shown as being a part of the upper layers 430, it could also 
be formed in the MAC layer 420. 

[0115] The convergence layer 940 preferably contains a 
fragmenter and operates to calculate tbe needed cbaooel 
time for a given device with respect to frame size, rate, 
acknowledgement policy and estimated amount of retries ( if 
retries are used). In alternate embodiments the fragmcnter 
could be located io the MAC layer 420, e.g., in the data 
handler and MAC management layer 910. 

[0116) The data handler 910 preferably performs a con­
version of addresses from a MAC address to a device ro 
according to the data transmission ru les. 
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[0117] The asynchronous transmit queue 920 .is preferably 
a push-puU queue Cor data and management frames, and may 
contain a frame builder for filling in header data or tbe like. 

[0118) The transmit control layer 930 is responsible for 
determfoiog the right time to send a certa in frame. Appro­
priate time plan or transmission stimulus comes from the 
coordinator 310. 

[0119] A line labeled <;RTS" (request to send) is shown 
coming from the asynchronous transmit queue 920 0£ the 
source device 820 to tbe coordinator 310. The RTS is a 
pseudo notation of the device asking the coordinator for 
permission to send date (e.g., through a poll request, a 
channel time request, etc.). J\ltbougb shown as coming .from 
the asynchronous transmit queue 920 directly to the coor­
dinator 310, tbe RTS actually passes through the PHY layer 
410 as well. 

[0120) A ljoc labeled "CfS" ( clear 10 send) i.s sbowo 
corniag from the coordinator 310 to tbe transmit control 930 
of the source device 820. The CTS is a pseudo notation of 
the coordinator granting permission to sead (e.g., tbrougb a 
poll, a beacon CTA, etc.). Although shown as coming from 
tbe coordinator 310 directly to tbe transmit controller 930, 
the CTS actually passes through the PHY layer 410 as well 

[0121] Referru1g to FIGS. 8 and 9, io operation, the 
coordinator 310 either allocates channel time and/or polls 
the dev ices 820, 830, 840 in the network. (In other embodi­
ments the network could include greater than two dev ices, 
making for a more complicated polling/Cl'A process.) In 
addition, the convergence layer 940 of the device 320 must 
know the channel time needed; the asynchronous transmit 
queue 920 must know the current amount of unsent frames 
(new frames or old frames that bave previously failed 
transmission); and the transmi t controller 930 must know the 
time to send the data. 

[OU2] Therefore, tbe asynchronous transmit queue 920 
must begin by initiating an RTS and providing the coordi­
nator 310 with the current queue status (e.g., bow many 
frames are in the queue, to whom must they be sent., the 
channel time allocation). The trigger for tbe asynchronous 
transmit queue 920 to send the RTS signal is preferably a 
new data entry in the asynchronous transmit queue 920, 
since tbe asynchronous queue 920 has no way of knowing 
when a frame can be sent, nor bow many frames ii will be 
allowed to send next time. 

[0123] The transmit controller 930 must interpret the crs 
message received from the coordinator 310 and pul I the 
appropriate frame(s) out of tbe asynchronous transmit queue 
920. It must provide the asynchronous transmit queue 920 
with enough information to select the right frame(s) for 
transmission. The transmit controller 930 bas no way of 
knowing bow many frames there are in the asynchronous 
queue 920, and bow many of them match the current CTS 
received from the coordinator 310. If there is no matching 
frame, the asynchronous transmit queue 920 must inform tbe 
transmit controller 930 tbat there's nothing to send. 

[0124] In some cases a requesting device might □ever 
receive a suitable CTA. Therefore, tbe transmit queue 920 
must have a self-cleaning function whereby data frames tbal 
arc too old get purged from the transmit queue 920. One 
example of this kind of self-cleaning function is tbe aging 
function provided in the 802.11 standard. To enable an aging 
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fi.mction such as this, every frame must be tagged with a 
transmit timeout value. The transmit queue 920 will then 
periodically cycle through all frames that are noi yet sent to 
see i( any of the frames have been wailing longer than their 
transmit t imeout value allows. In such a case the frames fail 
and are removed from the queue 920. 

[0125] One reason a frame might not bave been sent could 
be either that the destination device 830,840 never acknowl­
edged it or tbat the coordinato r 3 LO never provided a chance 
10 send it. 

[0126] Priority 

[0127] Data frames may a.lso be g iven a pnonty code 
(indicating the prio rity of tbc data transmission) by other 
upper layers 950 than the convergence layer 940. This data 
and priority code is then preferably passed to the conver­
gence layer 940, which uses that information to elect the 
appropriate MAC services for tbe data. In tbe present 
invention, as disclosed in its preferred embodiments, the 
convergence layer 940 uses the priority codes to determine 
tbe type of the data frame (asynchronous or isochronous) 
that the MAC layer 420 should use for transmilt iog the data. 

[0128] The IEEE 802 standard (e.g., the 802.l and 
802.15.3 protocols) offers eight possible priority codes, 0-7. 
In the preferred embodiment, seven of these codes are used. 
As shown in Table l, the preferred embodiment used these 
priority codes to determine both the priority of the data, and 
the kind of delivery service the MAC layer 420 should use 
for the data frames it creates. 

TABLE 1 
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meat), the MAC layer 420 should set the number of retries 
10 zero. If the ACK policy is set 10 yes (i.e., requiring an 
acknowledgement), tbe MAC layer 420 should set tbe 
number of retries to a number up to the maximum number 
o( allowed retries. Preferably, however, the number o( retries 
will be set to a number lower than the maximum. 

[0132] For data with priorities 3, 4, 5, or 6 (Excellent 
Effort, Controlled Load, Video, o r Voice), the convergence 
layer 940 should instruct the MAC layer 420 to transmit the 
data as isochronous data. In tbe preferred embodimeot tbe 
ACK policy and the retry policy arc not determined by the 
priority setting for these priorities. 

[0133] For data wi th a priority 7 (Network Control), the 
coavergeace layer 940 should instruct the MAC layer 42 0 to 
transmit the data as asynchronous data. In the preferred 
embodiment the ACK policy aad the retry policy are 001 
determined by the priority selling for this priority. 

[0134] In operation, the convergence layer 940 will 
receive a primitive, i.e., a message, from a higher layer ihal 
passes some data 10 be scot. The convergence layer 940 then 
selects the appropriate MAC services for the data based of 
priority value contained in the primitive it receives (as 
defined in Table 1). For example, if it receives asyocbrooous 
data with a priority of 0, it wil l set the ACK policy io the 
MAC to requ ire acknowledgement, and will scot the number 
of MAC retries to be the maximum allowed. If the conver­
gence layer 940 receives a primitive with inappropriate 
priority parameters, ii will e ither send a confLrm signal wi lb 

Priority Traffic Type Dala Type ACK Po licy Retry Policy 

0 Best Effort (BE) Asynchronous. Always use ACK. Use maximum number of rtlry 
(Default) attempts. 
l Bocl:ground (BK) Asynchronous. Set ACK policy based Use up to maximum retry 

on the service used. attempts if ACK policy is set to 
yes, ond no retry of ACK policy 
is set 10 no. 

2 Not used Not used Not used Nol tL'-Cd. 

3 Excellent Effort lsoch.ronous Not deteroli.oed No• determined 
(EE) by prloril)1 value. by priority vnlue. 

4 Controlled Load 1.sochronous Not determined Nol determined 
(CL) by priority value. by priority value. 

5 Video (VI) l.sochronous Not deLermioed Not determined 
by priority value. by priority ,,.Jue. 

6 ¼ice (VO) lsochronou.s Nol delermined Not determined 
by priority value. by priorily value. 

7 Network Control Asynchronous. Not determined Not determined 
(NC) by priority value. by priority value. 

[OU9] lo the preferred embodiment priorities 0, l, and 7 
are used for asyocbronous data, priorities 3, 4, 5, and 6 are 
used for isochronous data. and priority 2 is not used. 

a failure message (if a confirm signal is possible), or reassign 
lhe priority to e ither O (Best Effort) for asynchronous data, 
o r 3 (Excellent Effort) for isochronous data. 

[0130] For data with a priority of O (Best Effort) , the 
convergence layer 940 should instruct the MAC layer 420 to 
transmit the data as asynchronous data and to set the ACK 
policy lo yes (i.e., requiring an acknowledge01en1), and to 
use the maximum number of allowed retry attempts. 

[0131] For da ta with a priority of l (Background), the 
convergence layer 940 sbould instruct the MAC layer 420 to 
transmit the data as asynchronous data and 10 set the ACK 
policy based on the service used-yes or no, as required. If 
the ACK policy is set to no (i.e., requiring ao acknowledge-

[0135] Comparison of Channel Time Allocation aad Poll­
ing 

[0136] The following is a brief comparison of channel 
time allocation and polling for d ividing transmiss·ion time 
for asynchronous data in a network. Although these 
examples show the transmission of only two asynchronous 
data frames, the procedures they show can be extended lo 
apply 10 queues of higher numbers of asyocbroaous dat.a 
frames. 
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(0137] Channel Time Allocalion 

(0138] FIG. 10 is a message sequence chart that describes 
bow two data frames arc scot to two different destination 
devices using cbaooel t ime allocation according to a pre­
ferred embodiment of the present invention. As shown in 
FIG. 10, there are six elements involved in this communi­
cat ion: the convergence layer of the source device (SA CL) 
940, tbe asynchronous transmit queue o( the source device 
(SA-TxQ) 920, the transmit conlrollcr of !he source device 
(SA-TxC) 930, the coordinator 310, a first destination device 
(reference by the first destination address--DAl ) 830, and 
a second destination device (reference by !he second desti­
nation address- DA2) 840. 

[0139] As shown in FIG. 10, the convergence layer 940 
starts by queuing a first piece of data to the source device 
asynchronous transmit queue 920. (Step 1005) The conver­
gence layer 940 passes the first data, the address of the 
destination device (DAl in this case), and 1he required 
channel time er,. The source device asynchronous transmit 
queue 920 then sends a channel lime allocation (erA) 
request to the coordinator 310 including the des1ina1ion 
address DAl and the required channel lime CT,. (Step 1010) 
This corresponds to the RTS in FIG. 8. 

[ 0140] The convergence layer 940 then queues a second 
piece of data to the source device asynchronous transmit 
queue 920. (Step 1015) The convergence layer 940 passes a 
new set of data, the address of the destination device (DA2 
in this case), and the requ.ired channel time CT2 of this new 
data. The source device asynchronous transmit queue 920 
theo sends a new CTA request to !he coordinator 310 to take 
the place of tbe old one. This new CTA request provides a 
new snapshot of the status of the source device asynchro­
nous transfer queue 920, and includes both destination 
addresses DAI and l)A2, and the total required channel time 
CT1+CT2 . (Step 1020) In alternate embodiments the beacon 
could include a erA and destination address (erA, and 
DAl ) relating to the first CTA request, and a separate erA 
and destination address (Cl'A:, and DA2) relating to the 
second CTA request. la either embodiment, this corresponds 
to the R1S io FIG. 8. 

[0141] Having received the two erA requests io steps 
1010 and 1020, the coordinator 310 sends a beacon to the 
transmit controller 930 of the source device. (Step 1025) T he 
beacon includes a total allocated CTA (in this case er1+ 
CT2 , which gra11ts enough time 10 send both data frames), 
and destination addresses relating to both Cl/\ requests 
(OAl and DA2). 

[0142] The transmit controller 930 of !he source device 
then issues a pull command to the asynchronous transmit 
queue 920 requesting the first data to be 1ransmit1ed to the 
first destination device 830. (Step 1030) Tbe asynchronous 
transmit queue 920 then sends the firs! data and firs! desti ­
nalioo address DAI 10 the transmit controller 930 so tbat 
they caa be passed on to the PHY layer 410 for transmission. 
(Step 1035) And the transmi t controller 930 then processes 
the first data and first destination address DAl such that they 
are seat onward to 1he first destination device 830. (Step 
1040) 

(0143] Since after sending the first data frame there is still 
enough allocated erA lo send !he second data frame, the 
transmit controller 930 of lhc source device then issues a 
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pull command lo !he asynchronous transmit queue 920 
requesting the second data to be transmitted to the second 
destination device 840. (Step 1045) The asynchronous lrnns­
mit queue 920 then sends !be second data and second 
destination address DA2 to !he transmit controller 930 so 
that they can be passed oo to the PIIY layer 410 for 
transmission. (Step 1050) And the transmit controller 930 
then processes the second data and second destination 
address DA2 such !hat they are sent onward to the second 
destiaatioo device 840. (Step 1055) 

[0144] FIG. 11 is a message sequence chart that describes 
how two data frames arc seot to a single destination device 
using channel time allocation according to a preferred 
embodiment of the presenl invention. As shown in FIG. 11, 
there are five elernenls involved in this communicatioo: the 
convergence layer of the source device (SA CL) 940, the 
asynchronous transmit queue of lbe source device (SA-TxQ) 
920, the transmit coolroller of !be sour(.-e device (SA-TxC) 
930, the controller 310, and a first des1ioa1ioo device (ref­
erence by the first destination address-DA!) 8.,0. 
[0145] As shown in FIG. ll, the convergence layer 940 
starts by queuing a firs! piece of data 10 the source device 
asynchronous transmit queue 920. (Step llOS) The conver­
gence layer 920 passes the first data, the address of the 
destina1ioo device (DAI in this case), and the requ ired 
channel time er1 . ll1e source device asynchronous transmit 
queue 920 then sends a channel time allocation (CTA) 
request 10 tbe coordinator 310 including tbe first destioa1ioo 
address DAl and the required channel 1ime er, . (Step 1110) 

[0146] Tbe convergence layer 910 then queues a second 
piece of data to !he source device asynchronous transmit 
queue 920. (Step UIS) The convergence layer 920 passes 
!he second dala, the address of the destination device (DAl 
in th is case), and the required channel time er 2. Tbe source 
device asynchronous transmit queue 920 then sends a new 
CTA request lo the coordinator 310 lo replace the old CTA 
request, offering a new snapshot of the contents of the source 
device asynchronous traosmi1 queue 920. This new erA 
request includes the firs! destination address DAl and the 
new Iota! required channel lime C1\ +C"f2 . (Step 1120) 
(0147] I-laving received the two erA requests in steps 
llLO and 1120, the coordinator 310 sends a beacon to the 
lraosmit controller 930 of the source device. (Step IDS) 
This beacon includes a destination address relating to the 
first and second CTA request (DAI), and a erA rela1iog to 
the sum of the first and second er A requests (erA,+CTAJ. 
In alternate embodiments the beacon could include a Cl'A 
and destination address (Cli\1 and DAl ) relat ing lo the first 
Cl/\ request, and a separate erA and destination address 
(erA, and DAl) relating lo the second Cl/\ request. 

(0148] The 1ransmi1 coolroller 930 of the source device 
then issues a pull command to the asynchronous lra□smit 
queue 920 requesting the fi rst data to be transmitted to the 
first destination device 830. (Step 1130) 1be asynchronous 
transmit queue 920 theo sends the first data and first desti­
nation address DAI to the transmit conlroUer 930 so !hat 
they can be passed on to the PHY layer 410 for transmission. 
(Step ll3S) And the transmit controller 930 then proce&ses 
!he first data and first dest ination addre&s DA such !hat they 
are sent onward 10 !he first destination device 830. (Step 
1140) 

[0149] The transmit controller 930 of the source device 
!hen issues a pull command to the asynchronous transmit 
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queue 920 requesting the second data to be transmitted to the 
first destination device 830. (Step 1145) The asyachroaous 
transmit queue 920 thea sends the second data aad first 
destination address DAI to the transmit controller 930 so 
that they can be passed oa to tbe PHY layer 410 for 
transmission. (Step 1150) And the transmit controller 930 
then processes the second data and first destination address 
DAI such that they are sent onward to the first destination 
device 830. (Step 1155) 

[0150] In both of these examples, two separate requests 
are made and then two separate allocations are made by the 
coordinator 3 10. Furthermore, the second data frame is 
queued before the source device transmit controller 930 
receives the CIA in the beacon. The coordinator 310 allo­
cates two CTAs in the beacon, and the transmi t controller 
930 fetches twice from the asynchronous transmit queue 920 
using the respective destination addresses as identifiers. 

[0151] Furthermore, in this embodiment the required 
channel time (CT1 , Cf2) roust be calculated so tbat the 
asynchronous transmit queue 920 can pass that information 
along in the CTA request. An alternate scheme has all 
asynchronous CTA set to a predefined size. la that case the 
asynchronous transmit queue 920 only need ask for an 
allocation for the amount of entries in the queue to a l.-ertain 
destina tion device. Ntbougb this alternative will be some­
what wasteful of bandwidth, it simplifies implementation 
considerably. 

[0152] Deallocation Techniques 

[0153] Regardless of the destination, after tbc frames arc 
scat, tbe CTA needs to be deallocated for a giveo device. 
'lbcre arc several possible schemes provided for dea.lloca­
tioo. 

[0154] Using a first alternative, tbe system could set every 
allocation to be valid for oae superframe. Using this scheme, 
CTA will automatically be deallocated after each super­
frame. This is a very simple implementation from tbe 
transmit side, but a problem occurs wben a frame is not 
acknowledged (ACKed). 

[0155] The problem is tbat the unacknowledged frame 
may be severely delayed in being transmitted. Generally the 
only thing that triggers a new request for CTA is a frame 
catering the asynchronous transmit queue 920. If a frame is 
unacknowledged and then its CTA is automatically deallo­
cated at the end of the frame, it cou Id be stuck in the queue 
920 UD til a new frame is entered. 

[0156] In such a scheme, tbe asyocbronous transmit queue 
920 cannot spontaneously send new CT-requests, since it 
doesn't know when to send them. The asynchronous trans­
mit queue 920 can't simply reissue a CT-request every time 
a frame is not acknowledged, however, s ince it doesn' t know 
bow many frame.s there are in the queue for the same DA, 
nor does it know if the unacknowledged frame will be 
purged from the asynchronous transmit queue 920 due to the 
operation of an aging function in tbe asynchronous transmit 
queue 920. 

(0157] Using a seco11d alternative, every allocation could 
be valid for N superframcs, where N is an integer greater 
tban one. Using this scheme, CTA will automatically be 
deallocated after N supcrframcs. 
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[0158] Preferably N is selected to a reasonable number 
corresponding to tbe maximum number of transmission 
retries in tbe network. This solves tbe problems in the first 
alternative, but adds to the complexity of the coordinator 
3 10. Uoder this scberae the coordioator 310 would oeed to 
have separate counters for every CTA, and would need to 
bave every CT-request tagged so that it could determine if a 
new CT-request refers in whole or in part to an ex'isting CTA. 

[0159] Using a third alternative, every allocation cao be 
valid for a certain time period. Using this scheme, Cf A will 
automatically be dea llocated after the time period is ended. 

[0160] This offers tbe advantage of simplicity of concept, 
but adds additional implementation difficulties in synchro­
niz-ing between a request ing device and the coordinator 310. 
In addition, tbe coordinator 310 would need to have separate 
timers for every CTA, and would need to bave every 
CT-request tagged so that ii could determine if a new 
CT-request refers io whole or in part to an existing CTA. 

[0161] Using a fourth alternative, every allocation could 
last forever. In this ca5e ihe requesting device is responsib le 
for freeing the CrA when it no longer has any traffic. Under 
one preferred embodiment, every time tbe transmit control­
ler 930 bas a CTA for a certain destination device, and the 
asynchronous transmit queue 920 reports that it bas no 
frames for that destination device, the transmit controller 
!BO of the source dev ice must send a CJ'A-frce message 
using the destination device's address as the identifier. 

(0162] This works well al the cost of increased traffic, 
since CTA freeing has to be done per dest ination device. The 
biggest cost is that transmit controller 930 roust send a new 
frame for every Cu\ that is not □ceded. It cannot combine 
several free messages into one, since it must pull frames out 
of the queue individually for every Cl'A(one or more times) 
and free them as tbcy arc not needed. The transmit controller 
930 cannot queue up requests since it's strictly a rea l- time 
handler of the TOMA protocol that needs to process events 
as tbey occur. In other words, it cannot use non-deterministic 
p rocessing. 

[0163] Using a fif:tb alternative, every allocation request is 
valid until it is allocated once. Thus, whea a device makes 
a request of the coordjnator 310, the request w ill stay valid 
uotil tbe coordinator 310 supplies wbat was requested (e.g., 
channel time, requested information, etc.) The exact number 
of superframes that it takes to supply what was request.eel is 
unimportant. The allocation request remains valid until the 
request is answered, even wbat was requested takes multiple 
superfraraes to supply (e.g., channel time spread out over 
multiple superframes). 

[0164] Preferably, however, a timeout period is provided 
to set a maximum length that the allocation request. can 
remain valid. In this case, if what was requested is not 
provided by the encl of tbe timeout period, tbe allocation 
request will end and will be considered a failure. Tbis is 
useful primarily for asyncbrooous data, which does oot 
generally have repea ted need for channel time. 

(0165] If a deallocation request is used, there is also tbe 
possibility of a race condition. In such a situation, tbe 
transmit controller 930 could free a CTAjust as a new frame 
for the same dest·ination device enters the asynchronous 
transmit queue 920. Tbe only way to prevent this is for the 
coordinator 310 to always keep one Cl'A allocated for every 
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source device. The preferred melhod of implemenling this is 
10 have the coordinator 310 alloca1e a CTA lime unil 
belween I and a maximwn value for each device, always 
keeping 1 CTA lime unil, even if 1be CIA is fre-ed by lbe 
source device. 

[0.166] AJ1hough any of these five aherna1ivcs can be used, 
lhe fi(lh aherna1ive is most preforable. 

[0167] Polling 

[0168] Under a polling scheme, each source device 820 
ooly transmits when it is polJed by the coordinalor 310. 
AJtbough an IUS is still sent, 1be crs comes in the form of 
a poll, rather than in the form of a CTA. 

[0169] There arc lbrec main differences between polling 
and channel requests. Firs1. polling is not conslrained by the 
destina1ion device 830, 840; when a source device 820 is 
polled ii can send dala to any device. Second, polling has no 
determinislic transmission time. As a result, there are very 
few options for efl'ec1ive power saving. The coordinator 3 10 
may transmit poll-li51s in lhe beacon lo limit but it may not 
eliminate unnecessary wake limes. TI1 ird, the coordinalor 
310 musl a lways follow all traffic during 1he polling tinle. 

[0170] There are 1wo preferred ways for scheduling poll­
ing by lbe coordinator 310: each source dev ice 820 can send 
a poll requcsl for every new frame en1cred into 1he asyn­
chronous transmit queue 920; or (2) the coordina1or 310 
could poll every pollable polen1ial source device according 
to a coordinator-based poUiog algorithm. 

[0171] For reasons similar to those given above for CTA, 
a given poll must be valid until the message is sent, and 1he 
coordinator must respond to a polling request eventually 
with a poll . Preferably an aging function will purge frames 
from the asynchronous transmit queue 920 that could not 
properly get sent. And tbe transmit controller 930 preferably 
pulls the first message out of the transmit queue when a poll 
arrives. 

[0172] F[G.12 is a mes.5age sequence chart that describes 
bow two data frames are seat to a single destination device 
using polling according to a first preferred embodinleat of 
the present ioven1ioo. As shown in FIG. 12, there arc five 
elements involved in this communication: the convergence 
layer of the source device (SA CL) 940, the transmit queue 
of the source device (SA-TxQ) 920, the transmit controller 
of the source device (SA-TxC) 930, the controller 310, and 
a first des1ioation device (reference by the first destination 
address-DAI) 830. 

[0173] As shown io FIG. 12, the convergence layer 940 
starts by queuing a first piece of data lo the source device 
asynchronous transmit queue 920. (Step 1205) The conver­
gence layer 920 passes lhe first data, the address of tbe 
destina tion device (DAl in 1his case), and ihe required 
channel time CT1 . The source device asynchronous transmit 
queue 920 then sends a polling request to the coordinator 
310. (Step 12J0) This poll request need include no addi­
tiona l information. 

[0174] The convergence layer 910 then queues a second 
piece of data to the source device asynchronous transmit 
queue 920. (Step 1215) The convergence layer 920 passes 
the second data, the address of the destination device (DAI 
in ibis case), and the required channel tinle CT2 . The source 
device asynchronous transmi t queue 920 then sends a poll-
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ing request to the coordinator 310. (Step 1220) Th.is poll 
request need include no additional information. 

[0175) Having received the two CTA requests in steps 
12.L0 and 1220, the coordinator 310 sends a beacon to the 
1ransmit controller 930 o( tbe source device. {Step 1225) The 
beacon may include a channel time map including the 
polling slots for lhe current superframe. 

[0176] The coordinator 310 then issues a polling com­
mand to the transmi1 conlrollcr 930 of the source device. 
(Step 1230) This polling command need include no addi­
lional information s ince the source device 820 is not limited 
in any way as to whom it may 1ransrni1 to. Jo response to this 
polling comma ad, the transmit controller 930 of the source 
device then i,;sues a pull command to the asynchronous 
lransmit queue 920 rcquesti11g the first data to be transmincd 
to the first destination device 830. (Step 1235) As wilh the 
polling command, the pull command need include no addi­
tional information, s ince the source device 820 is no1 limitcd 
in any way as to whom it may transmit. 

[0177] Tbe asynchronous transmit queue 920 tben sends 
1be first data and first destination address DAl to the 
transmit controller 930 so that they can be passed on to the 
PHY layer 410 for traosmis.sion. (Step 1240) And the 
transmit controller 930 then processes the first data and first 
des1ination address DA such that 1hey are sent onward to the 
first destination device 830. (Step 1245) 

[0l78] At the next supcrframe, the coordinator 310 sends 
a new beacon to the 1ransmit controller 930 of the source 
device. (Step 1250) The beacon may include a channel time 
map including the poll ing s lots for the current supcrframe. 

[0179] The coordina1or 310 then issues anolher polling 
command lo 1he transmit controller 930 of the source device. 
(Step 1255) T his polling command need include no addi­
liooal information, since the source device 820 is not limilcd 
in any way as to whom ii may transmit to. In response to this 
polling command, 1he transmit controller 930 of the source 
device then issues a pull command to the asynchronous 
lransmit queue 920 requesting the second data to be trans­
mitted to lhe first destination device 830. (Step 1260) As 
with the polling command, the pull command need include 
oo additional information since the source device 820 is aol 
limited in any way as 10 whom it may 1ransmi1. 

[0180] The asynchronous transmit queue 920 the□ sends 
the first data and first destination address DAI to the 
1ransmit controller 930 so that 1hey can be passed on to the 
PHY layer 410 for transmission. (Step 1265) And the 
1ransrnit controller 930 then proces.ses 1be second data and 
first destination address DA such 1hat 1bey are sent onward 
10 1be first destination device 830. (Step 1270) 

[0181] FTG. 13 is a message sequence chart thal describes 
bow two data frames are scat to a single destina1ion device 
using polling according to a second preferred embodiment 
of lhe present invention. As shown in FJG.13, there are five 
clements involved in this communication: 1he convergence 
layer of the source device (SA CL) 940, 1he 1ransrnit q ueue 
of the source device (SA-TxQ) 920, the transmit controller 
of tbe source device (SA-TxC) 930, the coo1roller 310, and 
a first destination device (reference by the first destination 
addrcss-DAl ) 830. 

[0182] As shown in FIG. 13, the convergence layer 940 
starts by queuing a first piece of data to the source device 
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asynchronous transmit queue 920. (Step 1305) The conver­
gence layer 920 passes the first data, the address of the 
destina tion device (DAI in this case), and the required 
channel time CT1 . The source device asynchronous transmit 
queue 920 then sends a polling request to the coordinator 
310 including the required channel time cr1 . (Step 1310) 

[0183] The convergence layer 910 then queues a second 
piece of data lo the source device asynchronous transmit 
queue 920. (Step 1315) The convergence layer 920 passes 
the second data, tbe address of the destination device (DAI 
in this case), and the required channel time Cl\. The source 
device asynchronous transmit queue 920 then sends a poll­
ing request to the coordinator 310 including the required 
channel time CT2 . (Step 1320) 

[0184] Having received the two CTA requests in steps 
1310 and 1320, the coordinator 310 sends a beacon 10 the 
transmit controller 930 of the source device. (Step 1325) The 
beacon may include a channel time map including the 
polling slots for the current superframe. 

[0185] The coordinator 310 then issues a polling com­
mand to the transmit controller 930 of tbe source device. 
(Step 1330) This poll ing command includes channel time 
information CTA1..,2 for the data requests made by the source 
dcvioc. In response 10 th is polling command, the transmit 
controller 930 of the source device then issues a pull 
command to the asynchronous transmit queue 920 request­
ing the first data to be transmitted to tbe first destination 
device 830. (Step 1335) 

[0186] The asynchronous transmit queue 920 then sends 
the first data and first destination address DAl to the 
transmit controller 930 so that tbey can be passed on to the 
PHY layer 410 for transmission. (Step 1340) And the 
transmit controller 930 then processes the first data and first 
destina tion address DA such that they are seat onward lo the 
first destination devioc 830. (Step 1345) 

[0187] If there is still time left during the current super­
frame (and the coordinator 310 will know Lb is prior to 
sending the beacon since the source dev ice sent the required 
channel times CT, and cr2 with the poll requests) the 
transmit controller 930 of the source dcvioc can issue 
aootber pull command to the asynchronous transmit queue 
920 requesting the first data to be transmitted 10 the first 
destina tion device 830. (Step 1340) 

[0188) The asynchronous transmit queue 920 then sends 
the second data and first destination address DAl to the 
transmit controller 930 so that they can be passed on to the 
PHY layer 410 for transmission. (Step 1345) And the 
transmit controller 930 then processes the second data and 
first destina tion address DA such that they are sent onward 
to the first destination device 830. (Step 1350) 

[0189] lo this embodiment the coordinator 310 can use 
more effect ive polling because the source device 820 ini­
tiates the polling request and so can pass a required channel 
time parameter 10 the coordinator 310. As a resu It, this 
approach allows tbe source device 820 to send several 
frames, so long as time remains in the poll. 

(0190) Tbe coordinator 310 must add all outstanding poll 
requests and the source device 820 must make sure that the 
queue 920 is sorted in the same order as tbe poll requests 
were sent. And since the coordinator 310 must follow all 
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traffic in polling, it can count down the used time for all 
frames that have been acknowledged. 

[0191] In these embodiments freeing is oot needed. How­
ever, the source dcvioc 820 may send a frame indicating that 
it no longer needs to be on a poll list, should it be polled with 
an empty queue. 

[0192] If polling with a request to join a polling queue is 
used for transferring asynchronous data, (See, e.g., FIGS. 12 
and 13 and related disclosure deallocation can be performed 
by a device by sending a request 10 be taken oil o( the polling 
list. 

[0193) Using an algorithmic poll instead of polling 
requests leaves the responsibility to the coordinator 310 to 
poll all associated devices that have declared themselves 
pollable. However, s inoc there is no poll requesting, the 
coordinator 310 has oo way of knowing wbo is the desti­
nation device for a given frame, nor docs it know the 
transmission time. As a result, there is no possibil ity to 
implement certain power saving methods that require 
advance notice of an upcoming data frame. 

[0194] In addition, the coordinator 310 must maintain a 
table of pollable associated devices and poll them according 
10 a fair algorithm.Also, the maximum used cbaooel time for 
a given device is preferably limited by a set rule, since a 
polled s tation could keep transmitting indefinitely if no l imit 
is in place. 

[0195] All polling puts a lot of work on tbe coordinator 
3 10. In addition, reocivers must follow all traffic during the 
polling period to see when it 's time for the next poll. If a poll 
request is used it simplifies the coordinator's work some­
what, since it can simply queue up requests and need not 
maintain a poll list. 

[0196] Poll requests also allow a certain amount o( power 
saving capability. The requester could announce its intended 
destination device and the coordinator could then announce 
the destination device during a poll period. Theo any device 
that is guaranteed not to be a destination device can e[lter a 
sleep mode for the duration of the poll period. 

[0197] Algorithmic polling has the smallest amount of 
traffic overhead of all a lgorithms, but it complicates the 
implementation of the coordjnato r tbe most. 

[0198] Polling simplifies the queuing and transmission 
implementation, since only one queue is used. In contrast 
CTA uses one queue per destination device. This queue may 
be sorted according lo priority if that is supported. 

[0199] lmplcmeota tion Problems With Cl/-\ and PolJjng 

[0200] It can be bard for the asynchronous transmit queue 
920 of the source device and the coordinator 310 to maintain 
and recalculate necessary CTA as the traffic flows. 

[0201] One solution is to let all source devices request 
CT A by simply telling the coordiaator310 bow many frames 
are currently in the asyochronmL5 transmit queue 920, 
regardless of size or destination. The coordinator can then 
divide time fairly based on need. 

[0202] Tbe asynchronous transmit queue 920 can also get 
extremely complicated when there is a destination device 
scheme for asynchronous data and a stream oriented scheme 
for isochronous data. In the worst case a device may encl up 
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supporting an extremely large number of data queues as it 
tries to monitor each scheme properly. 

[0203] One alternate solution is 10 stop dividing time 
allocalions according to asynchronous and isochronous da!a. 
When authorized to send data, the source device 820 can 
send to any destination device 830, 840 so long as ii has 
transmission time left. In some embodiments the source 
device 820 may optimize its transmission by sorting its 
queue in order o[ destina1ion device. S1reams wilJ s1ill be 
bandied in separale queues, but there will preferably be only 
one asynchronous queue. Although this alternative caa be 
used, it forces all devices 310, 320 10 constantly listen, 
which is costly in terms or power usage. 

[0204] If a polling scheme is used, the coordinator 310 
must have its receiver built to handle traffic snooping, i.e., to 
check iJ a frame with the acknowledgement policy bit set is 
actually acknowledged, and to quickly assemble a new poll 
message once a burst is done. This can be inefficient ia some 
situations, e.g., for aa ultrawide bandwidth system. 

[0205] One solution is to use a simplified Cf A scheme 
using polling and no destinalion device queue separation. 

[0206] lo some circumstances a CTA can be freed by 
transmit controller 930 at the same time as 1be asynchronous 
lraosmit queue 920 gets a new dala frame. This can cause 
delays ia the new data being lransmitted. 

(0207) Oae solution is 10 give every associated pollable 
station a minimum CTA time (corresponding to one default 
size frame). This scheme will in fact correspond to an 
algorithmic poll, under which each pollable station is 
assigned a fair amount of CTA time-in this case oae default 
frame when it bas indicated that it has ao 1raosmissioas. 

[0208] la order 10 allow certain devices 10 eoler a power 
save mode it is necessary 10 know !he destination devices 
aod channel times for the various lransmis.sioos. Thus, 
power save can't be performed if this information is 001 
passed to the coordinator 310. 

[0209] The solution is to drop bard power save require­
ments for asynchronous data. I[ a device is asleep during an 
ATS 770, higher layers can send a short data frame during 
aa MTS 630, 650, when the device will be awake, 10 tell it 
10 wake up during future ATS 770. 

(0210] Formation and Allocation of ATS 

[0211] For asynchronous data frames, the supcrframe will 
con1aia one or more AST 770. In preferred embodiments, the 
coordinator 310 will mainta in minimum aod maximum 
times for ATS ia each superframe. All superframe lime that 
is no! used for GTS 640, M1S 630, 650, or the beacon 620 
is available for ATS 770 up to Lhe maximum ATS lime. lo 
addition, a minimum ATS time is preferably mainta ined. 
l11ese minimum and maximum values help ensure !bat 
available ATS 770 will always be of a useful leagtb, but will 
001 overwhelm !be available channel time. 

[0212] In aa alternate embodiment, ATS 770 need not 
necessarily exist in every superframe if there is little asyn­
chronous traffic. lo such an embodiment a g1iaranteed ATS 
770 will only appear in periodic superframes. The period­
icily can be varied either s talically or dynamically depend­
ing upon the relative occurrence of asynchronous traffic. 
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[0213] In another alternate embodiment !be coordinator 
310 can announce all of the devices 1ha1 may be receivers of 
da1a during an ATS 770. This will allow all devices that are 
not potenlial da!a receivers ia the ATS 770 to enter into a 
power saving mode. 

(0214] If CJ'A is used, there is a need for deallocation. 
CTA-rcquests must be freed when the message bas been sent 
in order to keep the syslem from clogging up. If the 
coordinator 310 is not snooping traffic it cannot detenrnine 
when a (rame is success(uJly sent aad must depend upon 
being told thal the lransmiller is comple!ed. 

[0215] One solution is tbal every lime the transmit q ueue 
gets a new asyncbroaous data frame, and !here is already oae 
ia the queue, it should send a CT-request to tbe coordinator 
310 giving the current amount of frames in the queue as 
parameter. If defaull CTA are used, however, and there is 
only !he new frame being queued, !he default single CTA 
will take care of 1ba1 oae frame. 

[0216] Every time the transmit coolroller 930 reports a 
frame as succes.sfully sent to the asynchronous lransmil 
queue 920, or the asynchronous transmit queue 920 purges 
a frame due to aging, the asynchronous transmit queue 920 
shall issue a new CT-request indicating the current number 
of entries in !he queue 920, so long as the current amount of 
entries in the queue is greater than zero (or greater than one 
if the de[ault CTA is used). A higher discrepancy tolerance 
may be set to reduce the amouol of CT-request frames beiog 
seat, bul at tbe cost of wasting more bandwidth. However, 
in alternate embodiments !he price in bandwidth may be 
worth it. 

[0217] Ia alternate embodirnea!s tbe coordinator 310 may 
optimize transmission and no! give every device a default 
CTA in every superframe. However, each device should be 
allocated default CrAs with a fair frequency. 

[0218] Frames arc preferably no! removed from the queue 
unlo they arc either successfully sent, they reach tbe maxi­
mum number of re1ries, or their maximum age ia the q ueue 
is reached. 

[0219] Preferably channel time request frames will be 
acknowledged by the coordinator 310. If not, the device can 
simply repeat the request. 

[0220] Asynchronous Time Slots 

[0221] Return ing to FIG. 7, a preferred embodiment of 
!he present invention, uses a plurality of asynchronous time 
slots (ATS) 770 in each supcrframe 710. Tbe amounl of time 
allocated to ATS 770 is simply that amounl of time left over 
in the superframe 710 after the time for the beacon 620, for 
any MTS 630, 650, and for any GTS 640. 

[0222] It is preferable that the amount of time in a g iven 
superfrarne allocated for ATS be coastraiaed to be within sel 
minimum and maximum values, regardles.s of how many or 
bow [ew asynchronous frames must be lransmitted. The 
minimum value is 10 make ccrlain !bat some time in the 
superframe will be allocated for asynchronous traffic. The 
maximum value is to make certain that tbe superframe is 001 
dominated by asynchronous traffic. 

[0223] The coordinator 310 preferably allocates !he avail­
able ATS 10 various source devices (i.e., devices that have 
sent !he coordinator 310 a channel time request) according 
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to the number of frames each has currently to be in their 
respective queues. if nothiog is reported in a CT-request, a 
default status is implied. In the default status, each device 
that has 001 asked for channel time will be given a set 
minimum CTA for ATS. The minimum ATS CTA is tbe 
smallest effective unit of CTA within a superframe. 

[0224] In alternate embodiments tbe coordinator 310 
could assign the minimum ATS C fA 10 a non-requesting 
device less often tban every superfrarne 710. For example, 
the coordinator 310 could allocate a minim11m ATS CTA 
once every third superframe. 1-lowever, a non-requesting 
device should be periodically granted a minim11m ATS CTA. 

[0225] Consider Lbe following examples: a network 300 
has three devices 320 that could transmit. The first of the 
devices 320 sends no infomiation regarding its queue (i.e., 
it has e ither one or zero entries in it); the second of the 
devices 320 sends information to the coordinator 310 indi­
cating that it bas fom entries in its transmit queue; and tbe 
third of tbe devices 320 sends information to the coordinator 
310 indicating that it bas two entries in its transmit queue 

[0226] The channel time allocation for each device 320 
will be calculated according to the following equation: 

q, 
CfA, = -,,- ·ATSr 

r q, 
A:=I 

(I) 

[0227] where Cl'A; is the channel time allocation for the i'h 

device, q, is the number of entries in the i'h transmit queue, 
and ~ is the total available ATS time, and where q, bas 
a minimum value of 1. 

[0228] The minimum value o( l for q, allows for a default 
CTA, equal to ooe f:ractional Cl:A unit for units that don't 
request chaonel time. This defau lt channel time allocation 
acts as a sort o( algorithmic polliog, eosuriog that each 
device 320 is periodically polled. 1-lowevcr, it requires no 
additional circuitry to determine how the polling will be 
done beyond what it takes to assign the default val11e of 1 to 

9;-

[0229] Based on Equation (1), the channel allocation times 
for the three devices are as follows: 

I 
CTA 1 = I +4 + 2 ·ATSr 

I 
= 1-ATSr 

14 
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CTA3 = I +4 + 2 ·ATSr 

= ~-ATSr 
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[0230] The total available ATS time ATST is preferably 
divided such that the assigned fraction caa never be smaller 
that is needed for a maximum frame size at a defaull 
transmission rate, with acknowledgement. If based oo the 
calculation of Equation (1), the fract ional allocations of this 
available time ATST should become any smaller tbao the 
required minimum, the coordinator 310 will remove some 
devices from allocation. Tbese devices caa then be allocated 
time in a subseq11eat beacon, i.e., a later superframe, since 
they will get aooe in the current beacon (supcrframe). This 
assures that an excessively large frame will not get stuck in 
the queue. 

[0231] Preferably, tbe coordinator 310 will indicate to all 
possible destination addresses that they should remain 
awake and listening during the CTA in which their traffic 
may be sent. By 11Sing tbis sort of overlapping CTA, the 
network 300 allows all devices that arc guaranteed not to 
receive any 1ransroissions to go into a power-saving s leep 
mode, while forcing awake only those devices that need to 
be awake. 

[0232] In aa alternate embodiment, the actual CTA sent 10 

the source device will include tbe allocated time and offset, 
tbe address of tbe source device (i.e., the transmiuing 
device), and will pass a destiaatioa address set 10 tbe 
broadcast ID. The destination address parameter is sent as 
the broadcast ID since the actual destination address is 
unknown. The source device is free to send data to aay 
device during its AIS Cl'A, and need not inform tbe coor­
dinator 310 of whom it will be speaking to. 

[0233] Preferably, if a device has frames in its queue, but 
get no CTA in the Cllrrcnt frame (e.g., because there were too 
many devices requesting channel time), it will not repeat the 
CT-request. The coordinator 310 has received its in itial 
CJ:request and will continue 10 process it. There is no need 
to repeat the request, though in some embodiments a new 
request could be made. 

[0234] One reason for using relative allocation of the 
available channel time CTAT i5 so that a device w ith several 
small frames in its queue will aol get a disproporlioaably 
larger CTAthan a device with only a (ew large frames. Once 
it receives its CTA, a device 320 will always have enough 
time to send at least one frame of aay size (up to a set 
maxim=) from its queue. 0( course, in embodiments that 
allow the lransmission of multiple frames, the device 320 
might be able to send multiple frames within the CTA, if the 
frames are small eno11gh. 

[0235] In some embodiments the coordinator 310 may 
choose to split the CTA for a device 320 with many entries 
in its queue between subsequent superframes 710. This 
would be determined as a mailer of fairnc;,s to allow the 
available CJ"AJ' to be d ivided fairly among the various 
devices 320. 
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(0236) FIG. 14 is a message sequence charl showing bow 
cbaanel lime is requested in a system usiag a default CTA if 
more tbaa a default CTA is aeeded according lo a preferred 
embodiment of 1be present invenlioa. As show□ ia HG. 14, 
lbere are five elerneats involved in this cornrnunicalion: the 
convergence layer of the source device (SA CL) 940, the 
lransmit queue of lhe source device (SA-TxQ) 920, the 
lransmil conlroller of 1be source device (SA-TxC) 930, lhe 
coordinator 310, and a firs1 des1iaa1ion device (reference by 
lhe firsl deslinalion address- DJ\l) 830. 

[0237) As shown in FIG. 14, lhe convergence layer 940 
s1ar1s by queuing a firs1 piece of dala to 1be source device 
asynchronous transmit queue 920. (Step 1405) The conver­
gence layer 920 pas.ses the first dala, the addres.s of the 
destination device (DAl in lhis case), and tbe required 
channel time er,. Since ttiis is tbe fus1 entry into 1be source 
device asynchronous transmit queue 920, the queue 920 
need nol send any information 10 the coordinator 310. The 
single eatry in tbe queue 920 will be handled by the default 
CTA. 

[0238) The convergence layer 910 then queues a second 
piece of data 10 the source device asynchronous transmit 
queue 920. (Step 1410) The convergence layer 920 passes 
1he second daia, the address of the destination device (DAI 
in this case), and the required channel time CT2 . Since the 
source device asynchronous transmit queue 920 now has 
two entries, it now sends a channel time request to the 
coordinalor 310 indicating 1ha1 it is no1 a s1ream reques1 and 
1ha1 ii has two entries in its queue 920. (Step 1415) 

[0239) Having received 1be channel time request io step 
1415, lbe coordinator 310 sends a beacoo to tbe transmjt 
controller 930 of the source device. (Step 1420) The beacon 
may ioclude a channel time map iodicating what devices caa 
transmit and for bow long. This channel time map is 
preferably determined based on the calculations set forth 
above in Equation (1). 

[0240) After receiving the beacon, the transmit controller 
930 of the source device issues a pull command 10 the 
asynchronous transmit queue 920 request iog the firsl data to 
be iraosmi1ted 10 the firsl destina1ioo device 830. (Step 1425) 

[0241) The asynchronous transmit queue 920 then sends 
1he first data aod first destination address DAI to the 
1ransmit controller 930 so that they can be passed on 10 the 
PHY layer 410 for transmission. (Step 1430) And the 
transmit controller 930 then processes the first data and first 
destination address DA such that they are sent onward to the 
first destination device 830. (Step 1435) 

[0242) Once 1be data frame has been 1ransmi1ted in Step 
1435, tbe transmit controller 930 sends a transmit s tatus 
report to tbe asyocb_ronous transmit queue 920 indica1iog the 
status of the transmission, e.g., succes.s or failure. (Step 
1440) 

[0243) If the source dev ice 820 has been allocated suffi­
cient time during the current supcrframe to send another 
frame of data (which it bas for tbe purposes of this example), 
the transmit controller 930 of the source device can issue 
another pull command 10 the asynchronous transmit queue 
920 requesting the first data to be transmitted to the first 
destination device 830. (Step 1445) 

[0244) The asynchronous transmit queue 920 then sends 
the second data and first dest ination address DAl to the 
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transmit conlroller 930 so that they can be passed on to the 
PHY layer 410 for transmission. (Step 1450) And the 
transmil controller 930 then processes the second data and 
first deslinarion address DA such 1ha1 they are seat ooward 
to tbe first destination device 830. (Step 1455) 

[0245] Once the data frame has been transmitted in Step 
1455, the transmit coo1roller 930 sends a transmit s tatus 
report 10 the asynchronous transmit queue 920 indicating the 
status o( the transmission, e.g., success or failure. (Step 
1460) 

(0246) Based on the results from tbe transmit slatus 
reports in Steps 1440 and 1460, the asynchronous transmit 
queue 920 will determine what will be doae for the current 
entry in the queue based on the network's acknowledgement 
and retry policy. 

[0247) If a 1raosmi1 status report indicates success, tbe 
entry will be removed from the queue 920 and the asyn­
ctiroo0lLS transmit queue 920 will report lbe success lo 1be 
convergence layer 940 via the data handler and MAC 
management layer 910. lftbe 1ransmi1 status report indicates 
a failure, the entry may or may not be removed. If ibere are 
available retries for 1be data, the asynchronous 1raosmi1 
queue 920 may keep the frame to allow for a retry. If oo 
retries arc available, the eatry may be removed from tbe 
queue 920 aad tbe asyactiroaous transmit queue 920 will 
report the failure to lhe convergence layer 940 via the data 
baadler and MAC managemeot layer 910. 

(0248) The asynchronous transmit queue 920 may also 
decide to purge a frame due to aging, if it has passed the 
maximum time allowed in the queue 920. However the 
asynchronous transmit queue 920 is not allowed to purge 
any frame that is currently under transmission by the 1rans­
mi1 controller 930. 

[0249) Although the asynchronous lransmit queue 920 
need aot send a chaanel lime request when it fust gets a 
single entry, in Lhe case where tbe asynchronous transmit 
queue 920 falls 10 a single eotry from a higher value, tbe 
asynchronous transmit queue 920 can ac111ally request the 
defau lt allocation by seadiog a channel time requesl indi­
caling a single entry in the queue 920. In alternate embodi­
ments the channel time request can be sent with a queue 
value of 0, indicating 1ba1 the device will no longer use the 
ATS. In this case the device may eater a power saving mode. 

[0250) Recovery From a Failed A TS Transfer 

[0251) One primary reason for using asynchronous traffic 
in a quality of service (QoS) oriented network is service 
discovery and lhc negotiation of service parameters. How­
ever, once tbe service is established, asynchronous lraflic 
can be used for main1enance and adjustments to the exi:sLing 
QoS. 

[0252) Generally ii can be assumed tba1 1be device pro­
viding the service has a better power supply than 1hc average 
client dev ice, e.g. sc1-1op boxes or access points are o(teo 
connected to the power grid while client devices may be 
battery powered. And 1hose devices connected 10 better 
power supplies are 1be devices that can best afford to Listen 
during 1be ATS period. 

[0253) Therefore ii is desirable to provide a network in 
which those devices with better power supplies are the 
devices most likely to have 10 listen during an ATS period. 
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In addition, it is preferable that the network provide a 
reasonable level of power saving opLioas for a low power 
device, regardless of the device's fuacLioa in higher layers. 

[0254) However, this is limited in Al'S by the fact that 
asynchronous traffic is not as power efficient as isochronous 
traffic in a TDMA network. Nevertheless, efforts can be 
made to i ncrcasc power efficiency. 

[0255) la one embodiment, the source device intending to 
use the A'IS should via convergence layer functions do its 
best to as.~ure that the intended destination device is awake 
when the message is seot. Should the transmission (ail 
despite this effort, the convergence layer should have a set 
of recovery procedures. One example of a suitable procedure 
would be to send a wake-up or ''ping" message via another 
mechanism to the destination address check its current 
power save policy aod to inform it that it bas data to receive. 

(0256) In addition, if power saving policies are static or 
change rarely, the coordinator 310 could provide informa­
tion about the power save policies of the devices, limiting 
the chance that a message will be sent to a device in a power 
save mode. 
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tion allows a non-coordinator device 320 to send high 
priority short asynchronous data in an uplink MTS 330 
assigned to it as an MTS-data frame when it bas no man­
agement data to send to the coordinator 310. 

[0262) In the preferred embodiment the coordinator 310 is 
assigned uplink MTS 630 just like a non-coordinator device 
320. Since it has no need to send management data to itself, 
the coordinator 310 can use these MTS solely for se[Jdiag 
MTS-data frames. la alternate embodiments, the coordinator 
310 could pass MTS-data frames in downlink MTS 650 
during wbicb it bad ao management data to sead. This could 
be in addition to or in place of using aa uplink MTS 630. 

[0263) As noted above, data to be transmitted can be 
assigned a particular priority, which indicates the traffic type 
of the data, and which the convergence layer 940 uses to 
select the appropriate MAC services for tbe data. This 
priority value can also be used for asynchronous da ta lo 
determine whether it should be sent in as an ATS-data frame 
in an ATS 770 or as an MTS-data frame in an uplink MTS 
630. Table l shows the frame values used ia a preferred 
embodiment. 

TABLE 2 

Frame Prioritv 

Frame Prlority TraBic Type As)rnchronous Frame Si7.£ Data rrame Type 

0 ( Defoull) Best E[ort (BE) 

Background (DK) 

Long or shorl 
asynchronous frame 
Long or short 
asynchronous frame 
n/a 

ATS-data frame 

ATS-data frame 

2 
3 
4 
5 
6 
7 

Excellent Elfon (EE) 
Controlled Load (CL) 
Video (VI) 

n/• 
n/a 
n/a 

Not used 
Isochronous 
Isochronous 
[sochronous 
Isochronous Voice (VO) n/a 

Network Control (NC) Short asynchronous 
frame 

First try as MTS-data frame: 
then try as Af'S-data frame 

[0257) A preferred method of recovering from a failed 
ATS transfer is 10 sead a short asyncllronous frame in the 
MTS of the source device notifying the destination device 
that i t needs 10 listen for a message. By definition the MTS 
are short and so all devices can be required lo listen during 
MTS time without a tremendous power cost. 

[0258) An alternate method for recovering Crom a failed 
ATS transfer is to open a stream of isochronous data to the 
destina tion address using normal procedures for isochronous 
data, deliver tbe data frame(s) and tben close the stream. 
Although it can be difficult to determine when the transfer is 
finished and tbe stream should be closed, this method can 
still allow a recovery. 

[0259) In e ither case, the convergence layer 940 must 
decide the best method of recovery and calculate suitable 
parameters for the recovery transfer requests. 

[0260) Sending Short Asynchronous Data Frames During 
an MTS 

(0261) As described above, ATS 770 can be used for 
sending asynchronous data of any s ize up to a maximum 
allowable size, i.e., long or short asynchronous data as 
ATS-data frames. However, one aspect of the present inven-

(0264) As shown in Table 2, if a Jong or short asynchro­
nous data frame is as.signed a priority 0 or 1, the device 310, 
320 will anempt to send it as an ATS-data frame via an ATS 
770. If, however, a short asynchronous data frame bas a 
priority of 7, the device 310, 320 will attempt to scad it as 
an MTS-data frame via an unused uplink MTS 630, and i( 
that is not possible will then try and send it as an ATS-data 
frame in an J\TS 770. 

[0265) If the length of ao asynchrooous data frame is 
g reater than the maxinmm long asynchronous frame size 
length, it will not be able to receive a proper channel time 
and cauoot be sent. If a loog asynchronous frame (i.e., an 
asynchronous data frame with a length above the maximum 
short asyocbrooous frame leogth) is as.signed a priority of 7, 
it w ill be treated as if it were of priority O or 1, and the device 
310, 320 will attempt to send it as an Al'S-data frame io an 
ATS 770. 

[0266) for tbe purposes of polling, the assignment of an 
uplink MTS 630 Ca[J be considered an implied poll on the 
part of the coordinator 310. Essentially the coordinator 310 
is asking the assigned non-coordinator device 3 10 to send 
any MTS-data frames it bas if it doesn't have ay manage­
ment frames to send. 
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(0267] In alterna te embodiments a different priority 
scheme can be used. However, some sort of indicator 
(whether priority type or another variable) should be pro­
vided 10 indicate whether that the asynchronous frame 
should be sen! as an ATS-data frame in an ATS 770 or as an 
MTS-dala Crame in an MTS. 

[0268] Power Savings 

[0269] A method for power savings if default CTA us used 
15 lo have !he source device send a control frame requesting 
zero channel lime and no stream when it bas nothing to 
transmit during ATS 770. The coordinator can then remove 
the default CTAfor that source device. However, since ii has 
removed itself from the default CTA, the device must then 
subsequently request tbe default CTA for the first frame it 
wishes 10 send during the ATS 770 10 get ii back into being 
allocated a default channel time each superframe. 

[0270] In other embodiments a given destination dev ice 
can s imply decide not lo listen at all during A'fS 770. The 
destination device should announce this policy to the coor­
dinator 31.0 during associa tion or during subsequent power 
save management frames. If des1ina1ion devices have this 
option, it becomes the responsibility of the source device to 
retrieve power saving information from the coordinator 310 
before transmi11 ing in the ATS 770, or after a transmission 
in the ATS 770 has not been acknowledged. Sucb power 
saving ioformatjon will inform 1be source device whether 
tbc desired destination device is io a power saving mode and 
needs to be woken up. 

[0271] Io such embodimen1s every device should listen 
during the MTS periods for short asynchronous data frames 
regardless of its power saving policy. Thus the source device 
could inform the destination device in an MTS that it bas 
traffic to send, even if the destinatfon device were in a power 
saving mode. 

[0272] lo another alternate embodiment, the source device 
could send a short asynchronous message to the coordinator 
310, and let 1be coordinator 310 distribute it when the 
destina tion address exits the power saving mode. However, 
this would increase message latencies and would also com­
plicate lhe implementation of the coordinator 3.Lo, so it is 
preferable to bave each device listen at least during every 
MTS. 

[0273] lo yet another embodjment a destination device 
could refuse lo listen to any asynchronous traffic at all. Such 
a device would be effectively dead to most of the rest of the 
network. It could only request services but never participate 
in normal network activity. 

[0274] Since this kind of deep s leep dev ice would never 
respond to any service discovery or other broadcast request 
frames, it is highly unlikely that any other device would try 
to send a message to it. Any service management frame from 
a service provider to a deep s leep device would have to be 
sent in a reverse stream allocated by the device acting as 
server. In such a case it a source device mistakenly tries to 
send to a deep sleeping dest ination device, tbe effect will be 
the same as if the destination device was not associated in 
the network at all. 

(0275] Three exemplary power saving modes are 
described below: low power, light sleep, and deep s leep. In 
the low power mode a device will listen to all MTS and ATS 
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770, but will only l.isten to GTS when it is announced as a 
destination device. Ia a light sleep mode the device will 
listen to all MTS, but will not listen lo any ATS 770. In a 
deep sleep mode the device will not listen to any MTS or 
ATS 770. 

[0276] A device in a light sleep can switch 10 a low power 
mode upon demand from the convergence layer. This migbt 
happen if the convergence layer 940 receives a message that 
there is asynchronous data to be received. Once the data is 
successfully received, the device can again be put to (jght 
sleep mode. 

[0277] A device in a deep sleep mode will remafo in the 
deep sleep mode until some set criteria awakens it. 

[0278] According 10 a preferred embodiment of tbe 
present invention, there are two ways to announce to a light 
sleep device that there's data to receive: it can be done by 
beacon aooouocemeot; or it can be done tbrougb a short 
asynchronous data frame in an MTS (preferably is.sued by 
the convergence layer in the source device). 

[0279] Using MTS data messages from the source device 
convergence layer has the advantage that source device can 
inform the destina tion device about the tota l length of the 
ATS 770 da ta [rame(s). 

[0280] Obviously, numerous modifications and variations 
of tbe present invention are possible in light or the above 
teacbings. ll is tberefore to be understood tbat withiD the 
soope o( tbc appended claims, the invention may be prac­
ticed otherwise than as specifically described herein. 

We claim: 
l. A method o( transmitting wireless signals in a network 

comprising a network coordinator and one or more remote 
devices, comprising 

dividing up available transmission time into a plurality of 
super frames; 

dividing each o(tbe plurality of superframes into a beacon 
duration, one or more management Lime slots, one or 
more guaranteed time slots, and one or more asynchro­
nous time slots; 

assigning eacb management time slot to one of the one or 
more remote devices; 

assigning each guaranteed time sloi lo one of the one or 
more remote dev ices or to the network coordinator; 

assigning each asynchronous time slot to one of the one 
or more remote devices or to the network coordinator; 

sending a beacon from the coordinator to the one or more 
remote devices during the beacon duration of each of 
the plurality of superframes; 

sending one or more frames of isochronous data in a 
current guaranteed time slot from the one or more 
remote device or network coordinator assigned to the 
current guaranteed time slot; and 

sending one or more frames of asynchronous data in a 
current asynchronous lime slot from the one or more 
remote device or network coordinator assigned to !be 
current asynchronous time s lot. 

2. A method of traasrujllmg wireless signals in a network, 
as recited in claim 1, further comprising sending in a current 
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management lime slo1 a management frame from lhe one of 
1he one or more remote devices assigned to tbe currenl 
management lime slot 10 tbe network coordinator. 

3. A method of transmilliog wireless signals in a ne1work, 
as recited io claim 1, further comprising sending in a currenl 
managemen1 lime s101 a management frame from the ne1-
work coordinalor 10 1be one of the one or more remo1e 
devices assigned lo lhe currenl managemenl l ime slol. 

4. A method of 1ransmi11ing wireless signals in a network, 
as reciled in claim 1, further comprising sending in a currenl 
management lime s101 a small asynchronous data frame from 
1he one of 1he one or more remole devices assigned 10 the 
currenl managemenl lime slot 10 anolher of the one or more 
devices or 1be network coordioalor. 

5. A method of 1ransmi11ing wireless signals iu a network, 
as reciled in claim 1, wherein a guaran1eed 1ime period 
assigned to the one or more guaranleed time slols is grea1er 
1han an asynchronous lime period assigned 10 tile one or 
more asynchronous time slots. 

6. A method of transmiuing wireless signals in a network, 
as reciled in claim 1, wherein the one or more managemeol 
lime s lols in each superframe includes at least 
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an uplink managemenl lime slo1 for transferring signals 
be1ween 1he device assigned to 1he uplink managemenl 
lime slol and 1be network coordinalor, and 

a downlink management Lime slot for lransfcrring signals 
bc1wecn the network coordinator and lhe device 
assigned to 1he uplink management lime slot. 

7 . A melhod of transmilling wireless s ignals in a network, 
as recited in cla im l, fur1her comprising sending in a Cllrrent 
uplink management lime slot a small asynchronous data 
frame from 1hc one of 1he one or more remo1c devices 
assigned to the current management rime slot to another of 
lhe one or more devices or the network coordina1or. 

8 . A met bod of transmit1ing wireless signals in a oetwork, 
as recited in claim L, 

wherein the beacon dura1ioa is formed at the beginning of 
each of lhe superframes, and 

wherein the one or more maoagemenl time slots are 
formed directly afler lhe beacon duration. 

* * * * * 
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