AO 88B (Rev. 02/14) Subpoena to Produce Documents, Information, or Objects or to Permit Inspection of Premises in a Civil Action

UNITED STATES DISTRICT COURT

for the
EASTERN DISTRICT OF TEXAS

SINOTECHNIX, LLC

Plaintiff

A%

SAMSUNG ELECTRONICS CO., LTD.,
etal.

Civil Action No. 2:24-cv-00544-JRG-RSP

N N N N N

Defendant

SUBPOENA TO PRODUCE DOCUMENTS, INFORMATION, OR OBJECTS
OR TO PERMIT INSPECTION OF PREMISES IN A CIVIL ACTION

To: AMKOR TECHNOLOGY INC. - 2045 E. Innovation Circle, Tempe AZ 85284
c/o Corporation Service Company - 251 Little Falls Drive, Wilmington, DE 19808

(Name of person to whom this subpoena is directed)

6 Production: YOU ARE COMMANDED to produce at the time, date, and place set forth below the following
documents, electronically stored information, or objects, and to permit inspection, copying, testing, or sampling of the
material: See Attachments A-C

Place: Regus, 3100 West Ray Road, Suite 201 Date and Time:
Chandler, Arizona, 85226 02/20/2025 5:00 pm

O Inspection of Premises: YOU ARE COMMANDED to permit entry onto the designated premises, land, or
other property possessed or controlled by you at the time, date, and location set forth below, so that the requesting party
may inspect, measure, survey, photograph, test, or sample the property or any designated object or operation on it.

Place: Date and Time:

The following provisions of Fed. R. Civ. P. 45 are attached — Rule 45(c), relating to the place of compliance;
Rule 45(d), relating to your protection as a person subject to a subpoena; and Rule 45(¢e) and (g), relating to your duty to
respond to this subpoena and the potential consequences of not doing so.

Date:  02/11/2025

CLERK OF COURT
OR
/sl Lee J. Matalon

Signature of Clerk or Deputy Clerk Attorney’s signature

The name, address, e-mail address, and telephone number of the attorney representing (name of party)

Samsung Electronics Co., Ltd. and Samsung Electronics America, Inc. , who issues or requests this subpoena, are:

Lee J. Matalon, Desmarais LLP - 230 Park Ave, New York, NY 10169 - (212) 808-2918 - LMatalon@DLLP.com

Notice to the person who issues or requests this subpoena
If this subpoena commands the production of documents, electronically stored information, or tangible things or the
inspection of premises before trial, a notice and a copy of the subpoena must be served on each party in this case before
it is served on the person to whom it is directed. Fed. R. Civ. P. 45(a)(4).
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AO 88B (Rev. 02/14) Subpoena to Produce Documents, Information, or Objects or to Permit Inspection of Premises in a Civil Action (Page 2)

Civil Action No. 2:24-cv-00544-JRG-RSP

PROOF OF SERVICE
(This section should not be filed with the court unless required by Fed. R. Civ. P. 45.)

I received this subpoena for (name of individual and title, if any)

on (date)

(O I served the subpoena by delivering a copy to the named person as follows:

on (date) ;or

(O I returned the subpoena unexecuted because:

Unless the subpoena was issued on behalf of the United States, or one of its officers or agents, I have also
tendered to the witness the fees for one day’s attendance, and the mileage allowed by law, in the amount of

$

My fees are $ for travel and $ for services, for a total of $ 0.00

I declare under penalty of perjury that this information is true.

Date:

Server’s signature

Printed name and title

Server’s address

Additional information regarding attempted service, etc.:
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AO 88B (Rev. 02/14) Subpoena to Produce Documents, Information, or Objects or to Permit Inspection of Premises in a Civil Action(Page 3)

Federal Rule of Civil Procedure 45 (c), (d), (e), and (g) (Effective 12/1/13)

(c) Place of Compliance.

(1) For a Trial, Hearing, or Deposition. A subpoena may command a
person to attend a trial, hearing, or deposition only as follows:
(A) within 100 miles of where the person resides, is employed, or
regularly transacts business in person; or
(B) within the state where the person resides, is employed, or regularly
transacts business in person, if the person
(i) is a party or a party’s officer; or
(ii) is commanded to attend a trial and would not incur substantial
expense.

(2) For Other Discovery. A subpoena may command:

(A) production of documents, electronically stored information, or
tangible things at a place within 100 miles of where the person resides, is
employed, or regularly transacts business in person; and

(B) inspection of premises at the premises to be inspected.

(d) Protecting a Person Subject to a Subpoena; Enforcement.

(1) Avoiding Undue Burden or Expense; Sanctions. A party or attorney
responsible for issuing and serving a subpoena must take reasonable steps
to avoid imposing undue burden or expense on a person subject to the
subpoena. The court for the district where compliance is required must
enforce this duty and impose an appropriate sanction—which may include
lost earnings and reasonable attorney’s fees—on a party or attorney who
fails to comply.

(2) Command to Produce Materials or Permit Inspection.

(A) Appearance Not Required. A person commanded to produce
documents, electronically stored information, or tangible things, or to
permit the inspection of premises, need not appear in person at the place of
production or inspection unless also commanded to appear for a deposition,
hearing, or trial.

(B) Objections. A person commanded to produce documents or tangible
things or to permit inspection may serve on the party or attorney designated
in the subpoena a written objection to inspecting, copying, testing, or
sampling any or all of the materials or to inspecting the premises—or to
producing electronically stored information in the form or forms requested.
The objection must be served before the earlier of the time specified for
compliance or 14 days after the subpoena is served. If an objection is made,
the following rules apply:

(i) At any time, on notice to the commanded person, the serving party
may move the court for the district where compliance is required for an
order compelling production or inspection.

(ii) These acts may be required only as directed in the order, and the
order must protect a person who is neither a party nor a party’s officer from
significant expense resulting from compliance.

(3) Quashing or Modifying a Subpoena.
(A) When Required. On timely motion, the court for the district where

compliance is required must quash or modify a subpoena that:

(i) fails to allow a reasonable time to comply;

(ii) requires a person to comply beyond the geographical limits
specified in Rule 45(c);

(iii) requires disclosure of privileged or other protected matter, if no
exception or waiver applies; or

(iv) subjects a person to undue burden.

(B) When Permitted. To protect a person subject to or affected by a
subpoena, the court for the district where compliance is required may, on
motion, quash or modify the subpoena if it requires:

(i) disclosing a trade secret or other confidential research,
development, or commercial information; or

(ii) disclosing an unretained expert’s opinion or information that does
not describe specific occurrences in dispute and results from the expert’s
study that was not requested by a party.

(C) Specifying Conditions as an Alternative. In the circumstances
described in Rule 45(d)(3)(B), the court may, instead of quashing or
modifying a subpoena, order appearance or production under specified
conditions if the serving party:

(i) shows a substantial need for the testimony or material that cannot be
otherwise met without undue hardship; and

(ii) ensures that the subpoenaed person will be reasonably compensated.

(e) Duties in Responding to a Subpoena.

(1) Producing Documents or Electronically Stored Information. These
procedures apply to producing documents or electronically stored
information:

(A) Documents. A person responding to a subpoena to produce documents
must produce them as they are kept in the ordinary course of business or
must organize and label them to correspond to the categories in the demand.

(B) Form for Producing Electronically Stored Information Not Specified.
If a subpoena does not specify a form for producing electronically stored
information, the person responding must produce it in a form or forms in
which it is ordinarily maintained or in a reasonably usable form or forms.

(C) Electronically Stored Information Produced in Only One Form. The
person responding need not produce the same electronically stored
information in more than one form.

(D) Inaccessible Electronically Stored Information. The person
responding need not provide discovery of electronically stored information
from sources that the person identifies as not reasonably accessible because
of undue burden or cost. On motion to compel discovery or for a protective
order, the person responding must show that the information is not
reasonably accessible because of undue burden or cost. If that showing is
made, the court may nonetheless order discovery from such sources if the
requesting party shows good cause, considering the limitations of Rule
26(b)(2)(C). The court may specify conditions for the discovery.

(2) Claiming Privilege or Protection.

(A) Information Withheld. A person withholding subpoenaed information
under a claim that it is privileged or subject to protection as trial-preparation
material must:

(i) expressly make the claim; and

(i) describe the nature of the withheld documents, communications, or
tangible things in a manner that, without revealing information itself
privileged or protected, will enable the parties to assess the claim.

(B) Information Produced. 1f information produced in response to a
subpoena is subject to a claim of privilege or of protection as
trial-preparation material, the person making the claim may notify any party
that received the information of the claim and the basis for it. After being
notified, a party must promptly return, sequester, or destroy the specified
information and any copies it has; must not use or disclose the information
until the claim is resolved; must take reasonable steps to retrieve the
information if the party disclosed it before being notified; and may promptly
present the information under seal to the court for the district where
compliance is required for a determination of the claim. The person who
produced the information must preserve the information until the claim is
resolved.

(g) Contempt.

The court for the district where compliance is required—and also, after a
motion is transferred, the issuing court—may hold in contempt a person
who, having been served, fails without adequate excuse to obey the
subpoena or an order related to it.

For access to subpoena materials, see Fed. R. Civ. P. 45(a) Committee Note (2013).
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AO 88A (Rev. 12/20) Subpoena to Testify at a Deposition in a Civil Action

UNITED STATES DISTRICT COURT

for the
EASTERN DISTRICT OF TEXAS

SINOTECHNIX, LLC

Plaintiff
V.

SAMSUNG ELECTRONICS CO., LTD,,
etal.

Civil Action No.  2:24-cv-00544-JRG-RSP

N N N N N N

Defendant
SUBPOENA TO TESTIFY AT A DEPOSITION IN A CIVIL ACTION

To: AMKOR TECHNOLOGY INC. - 2045 E. Innovation Circle, Tempe AZ 85284
c/o Corporation Service Company - 251 Little Falls Drive, Wilmington, DE 19808

(Name of person to whom this subpoena is directed)

d Testimony: YOU ARE COMMANDED to appear at the time, date, and place set forth below to testify at a
deposition to be taken in this civil action. If you are an organization, you must promptly confer in good faith with the
party serving this subpoena about the following matters, or those set forth in an attachment, and you must designate one
or more officers, directors, or managing agents, or designate other persons who consent to testify on your behalf about
these matters: Documents and topics described in concurrent Subpoena to Produce Documents, Information or Objects

‘ Place: Regus, 3100 West Ray Road, Suite 201 Date and Time:
Chandler, Arizona, 85226 02/27/2025 9:00 am

|
The deposition will be recorded by this method: ~Audio, Video, Stenographic

O Production: You, or your representatives, must also bring with you to the deposition the following documents,
electronically stored information, or objects, and must permit inspection, copying, testing, or sampling of the
material:

The following provisions of Fed. R. Civ. P. 45 are attached — Rule 45(c), relating to the place of compliance;
Rule 45(d), relating to your protection as a person subject to a subpoena; and Rule 45(e) and (g), relating to your duty to
respond to this subpoena and the potential consequences of not doing so.

Date:  02/11/2025

CLERK OF COURT

OR
/s/ Lee J. Matalon

Signature of Clerk or Deputy Clerk Attorney’s signature

The name, address, e-mail address, and telephone number of the attorney representing (name of party)

Samsung Electronics Co., Ltd. and Samsung Electronics America, Inc.  \ho issues or requests this subpoena, are:
Lee J. Matalon, Desmarais LLP - 230 Park Ave, New York, NY 10169 - (212) 808-2918 - LMatalon@DLLP.com

Notice to the person who issues or requests this subpoena
If this subpoena commands the production of documents, electronically stored information, or tangible things before
trial, a notice and a copy of the subpoena must be served on each party in this case before it is served on the person to
whom it is directed. Fed. R. Civ. P. 45(a)(4).
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AO 88A (Rev. 12/20) Subpoena to Testify at a Deposition in a Civil Action (Page 2)

Civil Action No. 2:24-cv-00544-JRG-RSP

PROOF OF SERVICE
(This section should not be filed with the court unless required by Fed. R. Civ. P. 45.)

I received this subpoena for (name of individual and title, if any)
on (date)

(O I served the subpoena by delivering a copy to the named individual as follows:

on (date) ; or

(O I returned the subpoena unexecuted because:

Unless the subpoena was issued on behalf of the United States, or one of its officers or agents, | have also
tendered to the witness the fees for one day’s attendance, and the mileage allowed by law, in the amount of

$

My fees are $ for travel and $ for services, for a total of $ 0.00

I declare under penalty of perjury that this information is true.

Date:

Server’s signature

Printed name and title

Server’s address

Additional information regarding attempted service, etc.:

IPR2025-00334
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AO 88A (Rev. 12/20) Subpoena to Testify at a Deposition in a Civil Action (Page 3)

Federal Rule of Civil Procedure 45 (¢), (d), (e), and (g) (Effective 12/1/13)

(c) Place of Compliance.

(1) For a Trial, Hearing, or Deposition. A subpoena may command a
person to attend a trial, hearing, or deposition only as follows:
(A) within 100 miles of where the person resides, is employed, or
regularly transacts business in person; or
(B) within the state where the person resides, is employed, or regularly
transacts business in person, if the person
(i) is a party or a party’s officer; or
(ii) is commanded to attend a trial and would not incur substantial
expense.

(2) For Other Discovery. A subpoena may command:

(A) production of documents, electronically stored information, or
tangible things at a place within 100 miles of where the person resides, is
employed, or regularly transacts business in person; and

(B) inspection of premises at the premises to be inspected.

(d) Protecting a Person Subject to a Subpoena; Enforcement.

(1) Avoiding Undue Burden or Expense; Sanctions. A party or attorney
responsible for issuing and serving a subpoena must take reasonable steps
to avoid imposing undue burden or expense on a person subject to the
subpoena. The court for the district where compliance is required must
enforce this duty and impose an appropriate sanction—which may include
lost earnings and reasonable attorney’s fees—on a party or attorney who
fails to comply.

(2) Command to Produce Materials or Permit Inspection.

(A) Appearance Not Required. A person commanded to produce
documents, electronically stored information, or tangible things, or to
permit the inspection of premises, need not appear in person at the place of
production or inspection unless also commanded to appear for a deposition,
hearing, or trial.

(B) Objections. A person commanded to produce documents or tangible
things or to permit inspection may serve on the party or attorney designated
in the subpoena a written objection to inspecting, copying, testing, or
sampling any or all of the materials or to inspecting the premises—or to
producing electronically stored information in the form or forms requested.
The objection must be served before the earlier of the time specified for
compliance or 14 days after the subpoena is served. If an objection is made,
the following rules apply:

(i) At any time, on notice to the commanded person, the serving party
may move the court for the district where compliance is required for an
order compelling production or inspection.

(ii) These acts may be required only as directed in the order, and the
order must protect a person who is neither a party nor a party’s officer from
significant expense resulting from compliance.

(3) Quashing or Modifying a Subpoena.

(A) When Required. On timely motion, the court for the district where
compliance is required must quash or modify a subpoena that:

(i) fails to allow a reasonable time to comply;

(ii) requires a person to comply beyond the geographical limits
specified in Rule 45(c);

(iif) requires disclosure of privileged or other protected matter, if no
exception or waiver applies; or

(iv) subjects a person to undue burden.

(B) When Permitted. To protect a person subject to or affected by a

subpoena, the court for the district where compliance is required may, on
motion, quash or modify the subpoena if it requires:

(i) disclosing a trade secret or other confidential research, development,
or commercial information; or

(i) disclosing an unretained expert’s opinion or information that does
not describe specific occurrences in dispute and results from the expert’s
study that was not requested by a party.

(C) Specifying Conditions as an Alternative. In the circumstances
described in Rule 45(d)(3)(B), the court may, instead of quashing or
modifying a subpoena, order appearance or production under specified
conditions if the serving party:

(i) shows a substantial need for the testimony or material that cannot be
otherwise met without undue hardship; and
(ii) ensures that the subpoenaed person will be reasonably compensated.

(e) Duties in Responding to a Subpoena.

(1) Producing Documents or Electronically Stored Information. These
procedures apply to producing documents or electronically stored
information:

(A) Documents. A person responding to a subpoena to produce documents
must produce them as they are kept in the ordinary course of business or
must organize and label them to correspond to the categories in the demand.

(B) Form for Producing Electronically Stored Information Not Specified.
If a subpoena does not specify a form for producing electronically stored
information, the person responding must produce it in a form or forms in
which it is ordinarily maintained or in a reasonably usable form or forms.

(C) Electronically Stored Information Produced in Only One Form. The
person responding need not produce the same electronically stored
information in more than one form.

(D) Inaccessible Electronically Stored Information. The person
responding need not provide discovery of electronically stored information
from sources that the person identifies as not reasonably accessible because
of undue burden or cost. On motion to compel discovery or for a protective
order, the person responding must show that the information is not
reasonably accessible because of undue burden or cost. If that showing is
made, the court may nonetheless order discovery from such sources if the
requesting party shows good cause, considering the limitations of Rule
26(b)(2)(C). The court may specify conditions for the discovery.

(2) Claiming Privilege or Protection.

(A) Information Withheld. A person withholding subpoenaed information
under a claim that it is privileged or subject to protection as trial-preparation
material must:

(i) expressly make the claim; and

(ii) describe the nature of the withheld documents, communications, or
tangible things in a manner that, without revealing information itself
privileged or protected, will enable the parties to assess the claim.

(B) Information Produced. If information produced in response to a
subpoena is subject to a claim of privilege or of protection as
trial-preparation material, the person making the claim may notify any party
that received the information of the claim and the basis for it. After being
notified, a party must promptly return, sequester, or destroy the specified
information and any copies it has; must not use or disclose the information
until the claim is resolved; must take reasonable steps to retrieve the
information if the party disclosed it before being notified; and may promptly
present the information under seal to the court for the district where
compliance is required for a determination of the claim. The person who
produced the information must preserve the information until the claim is
resolved.

(g) Contempt.

The court for the district where compliance is required—and also, after a
motion is transferred, the issuing court—may hold in contempt a person
who, having been served, fails without adequate excuse to obey the
subpoena or an order related to it.

For access to subpoena materials, see Fed. R. Civ. P. 45(a) Committee Note (2013).
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Attachment A

Pursuant to Rules 34 and 45 of the Federal Rules of Civil Procedure, You are required to
produce the documents requested below for inspection and copying. The requested documents are
to be produced on or before February 20, 2025 at 5:00pm at Regus, 3100 West Ray Road, Ste
201, Chandler, AZ 85226 or at such other time and place as may be agreed by counsel. A copy
of the Protective Order entered in this action for the protection of any requested proprietary,
confidential, or commercially sensitive information is attached hereto as Attachment B.

DEFINITIONS AND INSTRUCTIONS

1. As used herein, “You” and “Your” means Amkor Technology, Inc., and all of its
predecessors (merged, acquired, or otherwise), successors, subsidiaries, parents, sisters, divisions,
departments, partnerships, and affiliates thereof, and all officers, directors, principals, agents,
employees, attorneys, and other persons acting on its behalf.

2. As used herein, “Samsung” means Samsung Electronics Co. Ltd. and all of its
predecessors (merged, acquired, or otherwise), successors, subsidiaries, parents, sisters, divisions,
departments, partnerships, and affiliates thereof, and all officers, directors, principals, agents,
employees, attorneys, and other persons acting on its behalf.

3. As used herein, “Seoul Semiconductor” means Seoul Semiconductor Co., Ltd. and
its predecessor or successor entities, and any of its subsidiaries, divisions, affiliates, and any
present and former agents, employees, partners, attorneys, representatives, and any other person
or entity acting in concert with Seoul Semiconductor Co., Ltd., on behalf of Seoul Semiconductor
Co., Ltd., or within the control of Seoul Semiconductor Co., Ltd, including, but not limited to,
Seoul Optodevice Co. Ltd. and Seoul Viosys Co. Ltd.

4. As used herein, “Similar Product(s),” as applied to a product, means the identified

product and any products having similar structure, function, and/or manufacturing process.
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5. As used herein, “Related Publication(s),” as applied to a publication, means the
identified publication and any publications concerning the same or related subject matter; and, as
applied to a patent or patent application or publication, further includes all patents in the same
family or otherwise sharing a priority relationship including provisionals, continuations,
continuations-in-part, divisionals, and foreign counterparts.

6. As used herein, “Relevant Publication(s)” include the publications included in
Attachment C; all publications (including patents and patent applications or publications in any
jurisdiction) describing any Relevant Product(s) or Similar Products; and any Related
Publication(s). See Attachment C.

7. As used herein, “Relevant Product(s)” refers to Amkor MLF Package, Dual Row
MLF, MLF Punch Dual Row 124 LD, Routable Molded Leadframe Package (rtMLF), MLF 24
LD, MLF 48 LD Saw Singulated, MLF Punch, Chip-on-Lead, Thin MLF, Routable MLF, Multi-
Chip Package, Stacked Die, Non-Exposed Pad, PPF (NiPd) Punch MLF, PPF (NiPd) Saw MLF,
Small MLF, and Multi-Chip Module (MCM) rtMLF, any products described in the Relevant
Publications, and any Similar Products.

8. As used herein, “Relevant Date(s)” include October 7, 2004 and December 3, 2007.

0. As used herein, “and” and “or” shall be construed conjunctively and disjunctively,
so as to acquire the broadest possible meaning.

10. As used herein, “any” and “all” shall be construed to mean “each and every,” so as
to acquire the broadest possible meaning.

11. As used herein, “each” and “every” mean “each and every.”

12. As used herein, “include” and “including” shall be construed to mean “without

limitation,” so as to acquire the broadest possible meaning.
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13.  As used herein, “document” has the same broad meaning as in Rule 34 of the
Federal Rules of Civil Procedure. The term “document” also encompasses tangible things.

14.  As used herein, “person” means any natural person or any business, legal, or
governmental entity or association.

15. As used herein, “related” or “relating” to any given subject means, without
limitation, identifying, describing, discussing, concerning, assessing, stating, reflecting,
constituting, containing, embodying, tending to support or refute, or referring directly or indirectly
to, in any way, the particular subject matter identified.

16. As used herein, “identify” as applied to an event means to provide a description of
the event, the date of the event, the location of the event, and the individuals and entities
participating in the event.

17.  Asused herein, the singular of any word shall include the plural, and the plural shall
include the singular.

18. Pursuant to the requests herein, You are to produce any and all relevant documents
within the Your possession, custody, or control, including documents located in the files of any
and all of Your past and present association members, subsidiaries, parents, sisters, partnerships,
directors, officers, agents, representatives, employees, attorneys, and accountants.

19. Produce each document in its entirety, without deletions, redactions, or exclusions,
regardless of whether you deem part of a document outside of the scope of the requests.

20. Produce documents that identify the file or other source in which each document
responsive to these requests is found or keep a record of such information.

21. Documents from any single file should be produced in the same order as they were

found in such file, including any labels, files, folders, and/or containers in which such documents
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are located or with which such documents are associated. If copies of documents are produced in
lieu of the originals, such copies should be legible and bound or stapled in the same manner as the
originals.

22.  All documents that constitute electronically stored information, with that term
having the meaning ascribed to it by the Federal Rules of Civil Procedure, shall be produced in an
intelligible format.

23. If a document once existed, but has been lost, destroyed, erased, or otherwise is no
longer in your possession, identify the document and state the details concerning the loss or
destruction of such document, including the name and address of the present custodian of any such
document known to You.

24.  If, after conducting a reasonable investigation, a full answer cannot be provided for
any request for the production of documents, state that such is the case and answer to the fullest
extent possible, stating what responsive documents or information are available, what documents
or information cannot be provided, and what efforts were made to obtain the unavailable
documents or information.

25. If any of the documents requested herein are no longer in Your possession, custody,
or control, identify for each such document the date, the type of the document, any senders and
recipients, and any persons receiving any copies of each such document, and provide a summary
of each such document’s pertinent contents.

26. If any document responsive to these requests has been destroyed, describe the
contents of the document, identify the location of any copies of the document, and the date of

destruction of the document.
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27. If any document is withheld on a claim of attorney/client privilege or work product
immunity, provide a detailed privilege log that describes the nature and basis for your claim and
the subject matter of the document withheld, in a manner sufficient to disclose facts upon which
You rely in asserting your claim and to identify the grounds and reasons for withholding the
document. Such description should, at a minimum, include the date of the withheld document, an
identification of each and every author of the document, an identification of each and every person
who received the document, an identification of each and every person from whom the document
was received, a description of the subject of the document, and further information relating to the
document sufficient to explain the claim of privilege or immunity and to permit the adjudication
of the propriety of that claim.

28.  The document requests herein shall be deemed continuing, and it is requested that
You provide supplemental responses and production as additional information or documents
become available, in accordance with Rule 26(e) of the Federal Rules of Civil Procedure.

29. If a document is in a language other than English and an English translation exists,

provide both documents.

DOCUMENT REQUESTS
1. All documents concerning the Relevant Product(s) and all Similar Products.
2. All Relevant Publication(s) and all Related Publications and documents concerning

Relevant Publication(s) and Related Publications.
3. Documents sufficient to show public availability of the Relevant Publication(s) and

all Related Publications prior to each Relevant Date.
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4, Documents sufficient to show the structure, function, configuration, operation,
material composition, manufacturing process, and supplier information for the Relevant Product(s)
or any Similar Products prior to the Relevant Date(s).

5. Documents sufficient to show the structure and function of displays or display
modules (including backlights) using the Relevant Product(s) or any Similar Products; including
any diffusers, reflectors, LEDs or other light sources, light guides, LCD panels, and air gaps prior
to the Relevant Date(s).

6. Documents sufficient to show the structure, function, configuration, operation,
material composition, manufacturing process, and supplier information for all light-emitting
diodes (LEDs) contained in the Relevant Product(s) or any Similar Products prior to the Relevant
Date(s).

7. Documents sufficient to show the structure, function, configuration, operation,
material composition, manufacturing process, and supplier information for all lenses contained in
the Relevant Product(s) or any Similar Products prior to the Relevant Date(s).

8. Documents sufficient to show the package structure of Relevant Products or any
Similar Products, including any lead frames, resins/encapsulants, LED chips, and phosphors
(including type, number, placement, and emission spectra) prior to the Relevant Date(s).

9. Documents sufficient to show the manufacturing process for the Relevant Products
including the forming of semiconductor layers, the photoresist process (including shape and
dimensions), and any baking or etching processes (including temperatures) prior to the Relevant
Date(s).

10. Documents sufficient to show the date on which each of the Relevant Product(s) or

any Similar Products were first sold, on sale, offered for sale, in public use, or otherwise available
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to the public in the United States (including, for example, product catalogs, announcements,
invoices, and sales records).

11.  Physical samples of each Relevant Product and any Similar Products.

12.  All documents describing any communication between You and Seoul
Semiconductor relating to any of Your products with an LED or lens (including the Relevant
Product(s) and any Similar Products) before the Relevant Date(s), including but not limited to any
discussion, negotiation, and final agreement for the demonstration, exhibition, or sale of any such
product to Seoul Semiconductor.

13.  Documents sufficient to show Your policies for documenting and maintaining
records in the ordinary course of Your business.

14.  Documents sufficient to establish authenticity (within the meaning of Fed. R. Evid.

901) of each document You produce in response to this subpoena.

IPR2025-00334

Samsung Electronics Co., Ltd. v. Sinotechnix, LLC
Sinotechnix's Exhibit 2007

Ex. 2007, Page 14



Attachment C

IPR2025-00334

Samsung Electronics Co., Ltd. v. Sinotechnix, LLC
Sinotechnix's Exhibit 2007

Ex. 2007, Page 15



Attachment C-1

IPR2025-00334

Samsung Electronics Co., Ltd. v. Sinotechnix, LLC
Sinotechnix's Exhibit 2007

Ex. 2007, Page 16



MLF® OFFERINGS

Chip-on-Lead (Col)
Thin MicroLeadFrame®
Flip chip MLF® (fcMLF®)
Routable MLF® (rtMLF®)
Single row (up to 108 1/0)

> Punch and saw formats
Dual row (up to 180 1/0)

> Punch and saw formats
Multi-Chip Package (MCP)
Stacked die
Non-exposed pad

PPF (NiPd) punch & saw
MicroLeadFrame®

Small MLF® (less than 2 x 2 body size)
Non-magnetic leadframes for sensors

Split pad designs for increased
flexibility and I/0 count

Wettable flanks (PEL)
Edge Protection™ technology

mkor

Technology®

DATA SHEET | LEADFRAME PRODUCTS

MicroLeadFrame®

Amkor’'s MicroLeadFrame® (MLF®/QFN/SON/DFN) package is a near
CSP plastic encapsulated package with a copper leadframe substrate.
This package uses perimeter lands on the bottom of the package to
provide electrical contact to the Printed Wiring Board (PWB).

The package also offers Amkor's ExposedPad technology as a thermal
enhancement. Having the die attach paddle exposed on the bottom
of the package surface provides an efficient heat path when soldered
directly to the PWB. This enhancement also enables stable ground
using down bonds or by electrical connection through a conductive
die attach material.

Applications

The small size and weight along with excellent thermal and electrical
performance make the MicroLeadFrame® package an ideal choice for
handheld portable applications such as smartphones and tablets or
any other application where size, weight and package performance are
required.

Thermal Performance
Multi-Layer PCB

Body Size # Board Exposed Pad

HacKaze (mm) Vias (mm)

12Ld 3x3 1 1.25 1.25 61.1
28 Ld 5x5 9 2.7 2.54 34.8
44 Ld 7x7 16 4.8 3.81 244
52 Ld 8x8 25 6.1 5.08 20.9
64 Ld 10x10 36 7.1 2.79 29.4
124 Ld 10x10 36 7.1 2.79 30.0

JEDEC standard test boards
Modeled data @ air flow

Electrical Performance
Simulated Results @ 2 GHz

Package Body Size Inductance Capacitance Resistance

(mm) (nH) (pF) (mQ)

Longest 0.564 0.203 141.8

12Ld 3x3 Shortest 0.531 0.220 138.9
Longest 1.766 0.326 315.1

44Ld 7x7 Shortest 1.194 0.289 2345
Longest 2.179 0.518 3375

64Ld 10x10 Shortest 1.475 0.409 250.8

Values dependent on specific die and wire configurations
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MicroLeadFrame®

Features

» Small size (reduce package footprint by 50% or more
and improved RF performance) and weight
Standard leadframe process flow and equipment
Excellent thermal and electrical performance

0.35 mm to 1.45 mm maximum height

I/0 count range: 1-180 available with conventional
MLF®; >200 possible with rtMLF®

1-13 mm body size

Thin profile and superior die-to-body size ratio
Pb-free/Green

Flexible designs and high yields

Saw and punch versions available

vvyywyywy

vvyyvyyvyy

Dual Row MLF® Package

An MLF® package with two rows of leads offers a
cost effective, high-performance solution for devices
requiring up to 180 I/0. Typical applications include
hard disk drives, USB controllers and wireless LAN.

Saw MLF® Wettable Flanks Package

This package meets customer requirements for the
automotive industry including: fine lead pitch (0.50 mm,
0.65 mm), higher solder filled height on the side of lead
area; similar or better BLR performance than standard
design; and elimination of need for X-ray monitoring
after SMD. Amkor has released this process to High
Volume Manufacturing (HVM).

rtMLF® (Routable Molded
Leadframe) Package

The rtMLF® is an MLF® package with resin filled traces
for small form factor driven structures. This offers a
low-cost, high thermal performance device in a smaller
footprint. It has internal routing traces with limited line
width/space capability and this package adapts easily
to flip chip configurations. rtMLF® provides higher pin
count and more flexible internal trace routing with
resin filled leadframe.

Reliability Qualification

Amkor devices are assembled in optimized package
designs with proven reliable semiconductor materials.

v

Moisture sensitivity characterization: JEDEC
level 1#*, 85°C/85% RH, 168 hrs

UHAST: 130°C/85% RH, 96 hrs
Temp/Humidity: 85°C/85% RH, 1000 hours
Temp cycle: -65°C/+150°C, 1000 cycles
High temp storage: 150°C, 1000 hours

vvyyvyy

*Depending on BOM, body size and design

Process Highlights

» Die thickness: .20 £ .05 mm nominal, thinner for
special applications

» Marking: Laser

IPD: Integrated passive device

» Stacked die: Multiple die, pyramid or side by side
combination

v

Standard Materials

» Leadframe: Copper alloy, dual gauge, PPF

» Die attach: Conductive epoxy or DAF, non-conductive
epoxy or DAF

»  Wire: Au, Cu, Au PCC, Ag

» Mold compound: Pb-free/Green capable

» Plating: Matte Sn, NiPdAu, Ag

Test Services

Program generation/conversion
Product engineering

Available test/handling technology
Burn-in capabilities

Tape and reel services

Film frame

vVvYvYyvVvYyvyy

Shipping

» Clear anti-static tubes, bakable trays or metal
canisters
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MicroLeadFrame®

Edge Protection™ TGChﬂOlOgy Edge Protection™ Considerations

Amkor's package enhancement protects the edges of
MLF® packaging during handling, test and assembly
process operations.

Since its inception in the late 1990's, Amkor’s
MicroLeadFrame® package has seen accelerated
adoption by the automotive industry as a result of its
size advantages, robust performance qualities and
the integration of wettable flanks. Amkor offers the

MLF® package in punch and saw formats to meet the Advantages
demanding needs of the automotive industry and > Package corners and edges strengthened by >2x
is recognized as the premiere supplier of this QFN »  Elimination of test induced damage
ackage.
P g » Elimination of common handling damage
To further improve the strength of the MLF® package » No change to package footprint

design, Amkor has developed Edge Protection™
technology that protects the edges of the device during
handling operations, such as test and surface mount
assembly (SMA). By strengthening the edges of the
punch MLF® package, test induced damage has been
significantly reduced. Amkor now offers its punch MLF® VicroLeadFrame-
package with Edge Protection™ technology in a variety 40'LD)
of body sizes.

e\mkor
A

This innovative enhancement is rapidly growing in
acceptance, particularly in the area of test, as Amkor's
Edge Protection™ technology improves the robustness
of package design. Additionally, Amkor has continued
to develop enhancements to extend the capabilities of
the MLF® package. With the proven implementation of
dimple end leads, the punch MLF® continues to be the -
package format of choice for automotive applications. Without Edge Protection™  With Edge Protection™

Cross Section MicroLeadFrame®

Individual Unit Design “Punch” Map Design “Saw”

e © o o
0 EPT e Down bond e Die attach adhesive 0 Ag plating
e Gold wire G Mold compound Q Exposed die paddle c NiPd plating

Package Height Comparison

MQFP

3.93 mm CABGA

SOT/SC,
MQFP LQFP
233mm  TSOP  TSOP

TQFp  TSsop |
1.2mm

1.6 mm
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MicroLeadFrame®

Configuration Options For Dual Row MLF®
MLF® Package Family (mm)

) gle Row Lead Co Dual Row Lead Co
= i . 0.50 mm Pitch 0.40 mm Pitch 0.65 mm Pitch 0.50 mm Pitch
Saw 5x5 32 40 36 52
Saw 6x6 40 48 44 68
Saw 7x7 48 60 60 84

Saw/Punch 8x8 56 68 76 100
Punch 9x9 64 76 84 116
Punch 10x10 72 88 100 132
Punch 1 x11 N/A N/A 108 148
Punch 12x12 88 108 116 164
Punch 13x13 N/A N/A 124 180

Note: Various package sizes available between 1 x 1 through 3 x 3. For example: 2.5x2.5,2x 1 or 1.5x 1.5

emkor”

MicroLeadFrame®
Punch Dual Row
124 LD

G\mkor”

rMLF®

kaor“ kaor

. MicrolLeadFrame®
MicroLeadFrame® 48 LD

24 LD Saw Singulated

Visit amkor.com or email sales@amkor.com for more information.
a m ko r With respect to the information in this document, Amkor makes no guarantee or warranty of its accuracy or that the use of such
Technology® information will not infringe upon the intellectual rights of third parties. Amkor shall not be responsible for any loss or damage of
whatever nature resulting from the use of, or reliance upon it and no patent or other license is implied hereby. This document does not
in any way extend or modify Amkor’s warranty on any product beyond that set forth in its standard terms and conditions of sale. Amkor
reserves the right to make changes in its product and specifications at any time and without notice. The Amkor name and logo are

registered trademarks of Amkor Technology, Inc. All other trademarks mentioned are property of their respective companies.
© 2021 Amkor Technology, Incorporated. All Rights Reserved. DS572U-EN Rev Date: 02/21
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2/6/25, 2:47 PM High Performance, Multi-Chip Leadframe Package With Internal Connections
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High Performance, Multi-Chip Leadframe Package
With Internal Connections

Achieving high package integration with routable leads and high heat dissipation.

DECEMBER 19TH, 2023 - BY: DAEYOUNG PARK (HTTPS://SEMIENGINEERING.COM/AUTHOR/DAEYOUNG-PARK/) /“I/I_I/
L}

For high performance applications, demand for highly integrated packages has increased. This is due to the highly
integrated package’s electrical performance advantages of reduction of interchip distance (delay), high density I/0
counts for multi-function and small form factor [1-3]. With the increasing importance of highly integrated packages,
the need for improved thermal management is also increasing. When the high-density I/0 signals operate for the
highest performance, heat generation increases on the die. The high heat generation without effective heat
dissipation has adverse effects on reliability and electrical performance of electronic products [4].

The MicroLeadFrame (https://amkor.com/packaging/leadframe/microleadframe/) (MLF)/quad flat no lead (QFN)
package, which is a Chip Scale Package (CSP) fabricated from one-layer leadframe, has been used in various
applications for many years [5]. The MLF or QFN is famous for high reliability and high heat dissipation from a thick
copper (Cu) alloy exposed pad which has high thermal conductivity at the bottom of package. This design supports
reduced die temperatures [6]. However, it is hard to apply the QFN in highly integrated package with high density
multi-functional 1/0 counts due to the peripheral leads of QFN. The QFN leadframe cannot have formed routing leads
because of its etching process [7-9].

To overcome the limitations of QFN design, a routable (thin) MicroLeadFrame (rtMLF) package with routable
connections is introduced. The process flows of QFN and rtMLF substrates are shown in figure 1. Comparing the two
substrates, the conventional substrate has top and bottom etching before surface finish (figure 1(a)) while the rtMLF
substrate has etching performed first at the bottom only followed by pre-resin filling and grinding. After top etching,
the top pattern remains, including the routable internal leads without exposing the bottom (figure 1(b)) [7]. The
conventional leadframe substrate may also be configured with internal leads, but their length is limited because they
have no stable support at the bottom. In contrast, an rtMLF substrate can be configured with internal routing leads
because the pre-resin supports the bottom of the internal routing leads. Therefore, it is possible to increase design
flexibility of rtMLF packaging and it can be applied to various applications. Recently, the rtMLF technology has been

https://semiengineering.com/high-performance-multi-chip-leadframe-package-with-internal-connections/ 1/21
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Application Notes for
Surface Mount Assembly of Amkor’s
Dual Row MicroLeadFrame® (MLF) Packages

Technology

August 2005
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1. Introduction

The Dual Row MicroLeadFrame® package (MLF) is a near CSP plastic encapsulated package with a copper leadframe
substrate. This is an extension to the standard single row MicroLeadFrame® (MLF) leadless package where electrical
contact to the PCB is made by soldering the lands on the bottom surface of the package to the PCB with an additional row
of leads on the package. Amkor’s ePad technology enhances the thermal and electrical properties of the package. The
exposed die attach paddle on the bottom efficiently conducts heat to the PCB and provides a stable ground through down
bonds and electrical connections through conductive die attach material. The design of the MicroLeadFrame® package
also allows for flexibility. Its enhanced electrical performance enables the standard 2 GHz operating frequency to be
increased up to 10 GHz with some design considerations.

kaor

MicrolLeadFrame®
Punch Dual Row
124 LD

10x 10

(AR R RARNRRERRH]
[EEE NN FREREREOR]

(FE RN REERNNENY
_AAARRARARAARAAN A

Outer Leads Inner Leads

Figure 1. Dual Row MLF Package Photo and Cross Section Drawings

The Dual row design utilizes an interstitial lead design that results in a staggered lead arrangement. External leads are a full
lead design similar to the single row version. The inner row is offset 0.65 mm or 0.75 mm, depending on lead pitch, which
results in a compact design that maximizes die size while not exceeding SMT capability of a typical 0.50mm pitch SMT
process.

2. Surface Mount Considerations for Dual Row MLF Package

In order to perform at peak, special considerations are needed to properly design the motherboard and to mount the
package. For enhanced thermal, electrical, and board level performance, the exposed pad on the package needs to be
soldered to the board using a corresponding thermal pad on the board. Furthermore, for proper heat conduction through the
board, thermal vias need to be incorporated in the PCB in the thermal pad region. Clearance between the inner row leads
and the thermal pad for vias to route the inner row signals are required. The amount of clearance required depends on the
application. The PCB footprint design needs to be considered from dimensional tolerances due to package, PCB, and
assembly.

A number of factors may have a significant effect on mounting MLF package on the board and the quality of solder joints.
Some of these factors include: amount of solder paste coverage in thermal pad region, stencil design for peripheral and
thermal pad region, type of vias, board thickness, lead finish on the package, surface finish on the board, type of solder
paste, and reflow profile. This applications note provides the guidelines for this purpose. It should be emphasized that this
is just a guideline to help the user in developing the proper motherboard design and surface mount process. Actual studies
as well as development effort maybe needed to optimize the process as per user’s surface mount practices and requirements.
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3. PCB Design Guidelines

This application note will address both package level and board level routing constraints in describing the philosophy
behind the recommended land patterns.

3.1. Dual Row Interstitial package dimensions

Figure 2 shows the relevant dimensions required to develop a land pattern for dual row MLF packages. Typical
values for selected packages are also listed in Table 1. For this figure and subsequent land pattern figures, it is
assumed the package is square for simplicity. Lead dimensioning is similar to the single row MLF, but with the
addition of a basic row pitch dimension (eR). Actual package outlines do not describe an S2 or S3 dimension, but
instead describe the inner leads in terms of positional tolerances about basic dimensions at MMC. To develop a
land pattern, values for S2 and S3 must be calculated.

eT eT

i
B
—1

D S1 D2 S3  S2

s y

d
m alale o

eR
Figure 2. Dual Row MLF component dimensions needed for PCB land pattern design.

3.2. PCB Land Pattern

The methodology develepd by IPC and documented in IPC-7351 (formerly IPC-SM-782) and normally used for
standard single row MLF cannot completely be used for dual row MLF designs. Main reason is due to the multi-
row nature of the package that has more in common with BGA land pattern design than with perimeter leadframe
packages. Application of the standard IPC design methodology would actually result in overlap of the inner and
outer row leads and lead to an unmanufacturable board design. It is also desirable to design the land pattern to
maximize the self centering capability of the package without sacrificing solder joint reliability. Thus a different
approach was taken to arrive at the basic land pattern for dual row MLF.
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Figure 3 below shows the dimensions and symbols of the land pattern that is to be determined. All dimensions
calculated follow the same IPC-7351 convension of describing the land pattern at MMC condition. For
convenience, most land pattern dimensions are described in a “Body Size — XXX format.

A

Zlmax

Glmin .
G2min  Z2max

D2’

- / N K3
Y2 Y1
2.

— X
-

Cro -] x|e Y
Inner Outer
Row Row

Figure 3. PCB Land Pattern Dimensions to be Determined.
Common Tolerances used for all calculations are:

Board fabrication tolerance (F) =0.10mm (x0.05mm, typical capability of board fabricators)

Component placement tolerance (P) =0.10mm  (£0.05mm, typical capability of P&P machines)

Component length tolerance (L, = Cp) =0.20mm  (from package outline drawing “aaa”, 0.10mm profile tolerance)
Minimum Land — Land Spacing (C ;) =0.20mm (compatible with current 0.50mm pitch SMT processes)

The minimum values for solder joint fillets, defined in Figure 4, used to calculate the land pattern dimensions are:
Minimum Toe Fillet (J;) = 0.10mm

Minimum Heel Fillet (Ji;) = 0.05mm
Minimum Side Fillet (Js) = 0.00mm

J; min

Figure 4: Definition of toe, heel, and side fillets.
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3.3. Land Pattern Dimensions for Leads

3.3.1.

0.500 mm pitch applications

First, the land width (X) for both inner and outer rows is needed. Based on history of single row MLF, a lead
width (X) of 0.280mm was chosen for 0.500mm pitch. Outer row land pattern dimension Z 1y, is calculated
using standard IPC methodology and expressed in terms of nominal body size dimension:

Zl,,. =D, +2J, +:C? +F*+ P

D,,, = BODYSIZE - %

Z1,,,. = BODYSIZE +0.340 mm

For Gly;, and Z2y.x values, a minimum clearance of 0.200 mm between inner and outer leads must be
maintained. For a 0.280 mm lead width and 0.650 mm row pitch, a spacing of 0.130 mm between the inner

and outer row leads must be maintained (i.e. %(Gl vin — 22 Max) >0.130 mm). The nominal distance

between package leads is 0.250 mm. Thus the extra 0.120 mm space for toe and heel fillets must be
partitioned between the inner and outer leads. Because the toe fillet is more important to solder joint
reliability, a design rule of J; >2 Jy is used (i.e. J; = 0.080 mm, J; = 0.040 mm). This results in the
following:

Gl,,, = BODYSIZE —0.880 mm
72,, =BODYSIZE —1.140 mm

For G2y, dimension, the heel fillet is limited to conserve space for inner row vias between the leads and the
thermal pad. A value similar to the toe fillet is chosen, Jy = 0.080 mm. This results in the following:

G2,,, = BODYSIZE —2.260 mm

The individual lead dimensions derived from these values are:

Outer row leads: 0.280 x 0.610 mm
Inner row Lead: 0.280 x 0.560 mm

Figure 5 shows the land pattern in graphical format.
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G2ypin= Body Size — 2.260 mm —»{« > 0.56 mm

3.3.2.

Z1yax= Body Size + 0.340 mm —|
Gluis= Body Size — 0.880 mm —p«
Z2yax= Body Size — 1.140 mm —|

0.61 mm

A 4

> < J= 0.040 mm

» |« J;=0.170 mm

—» 0.065 mm

0.075 mm Cr.=0.200 mm

Figure 5: Land Pattern for 0.50mm pitch Dual Row MLF.

0.650 mm pitch applications

For 0.650 mm pitch packages, the same land length and width used for 0.500 mm pitch applications is
recommended. This allows routing of all signals on a single layer by routing the inner row traces between
outer row leads. This will require the use of 0.100 mm width traces to maintain required solder mask
coverage. By routing all signals on a single layer, low cost 2-layer boards are possible. This also maximizes
the thermal pad size. See figure 6 for a typical design example.
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Z 1= Body Size + 0.340 mm —|
Glyi= Body Size — 0.880 mm —pj« > 0.61
Z2\.x= Body Size — 1.340 mm —»|

—-»| |« Jy= 0.040 mm
G2uin= Body Size — 2.460 mm —p|< 0.56
J=0.080 —

Jir 10.080 mm

0.060 mm ‘ 0.075

0.060 mm

D2’ = Body Size —2.880 ————— |

0.075 »

Figure 6: Land Pattern for 0.65 mm pitch Dual Row MLF.

3.4. Inner Row Signal Routing Considerations and Thermal Pad Size

Because of the requirement for inner row signal routing, the lead pitch of the package will determine how many
layers are required for signal routing and if vias are required. The design and spacing of the vias will have an
impact on internal ground plane continuity and limit the maximum size of the thermal pad. For 0.65mm pitch
packages, it was previously shown in section 3.3.2 it is possible to route all signals on a single layer by routing the
inner row traces between outer row leads.

For 0.50mm pitch packages, vias will be required to route inner row signals. The spacing of the vias are
determined by the end application electrical and thermal requirements since vias spacing impacts the internal plane
layer continuity. When the vias are closely spaced, this results in 4 continuous slots in the internal plane layers due
to internal anti-pads merging together. This will have an impact on electrical performance because it breaks up the
ground plane. Thermal performance will also suffer as internal plane heat conduction paths are constrained to the
corners between the slots. When the vias are spaced wider apart, the internal planes can be made continuous by
maintaining a minimum copper web between anti-pads. This will improve electrical and thermal conduction. But
the maximum thermal pad size is reduced due to increased spacing between vias. See figure 7 which shows the
effect of vias spacing on internal plane layer continuity.
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Narrow via spacing
Slotted plane layer

Wide via spacing
Continuous plane layer

Figure 7: Via spacing effect on internal plane continuity.

Normally, the size of the thermal pad should at least match the exposed die paddle size. But due to needed
clearances for vias, the thermal pad size may need to be reduced less than the package paddle size. From a board
mounting perspective, no issues have been seen when the board thermal pad is smaller than the package paddle
size. Thermal pads as small as 80% of the paddle size have been mounted successfully without issue. From a
thermal efficiency perspective, there is minimal impact as long as the thermal pad on the board is at least the same
size as the die inside the package.

Board design rules assumptions for standard 4-layer using %2 oz Cu were made to determine via spacing
requirements. The following values were used in the analysis:

Min Drill Diameter:

Min finished hole diameter:
Via capture pad diameter:
Inner layer anti-pad diameter:

Min outer line widths:
Min outer line spacing:
Min inner line widths:
Min inner line spacing:

Min solder mask land clearance:
Min Land — trace clearance:
Min solder mask feature size:

0.300 mm
0.250 mm
0.500 mm
0.800 mm

0.100 mm
0.100 mm
0.100 mm
0.100 mm

0.060 mm
0.125 mm
0.075 mm

(breakout assumed per IPC-A-600, class 1,2)

(0.125 mm preferred)
(0.125 mm preferred)
(0.075 mm preferred)

(0.150 mm preferred)
(0.100 mm preferred)

Figure 8 shows the resulting land pattern dimensions for the closely spaced vias on 0.500 mm pitch devices.
Figure 9 shows the resulting land pattern dimensions for widely spaced vias on 0.500 mm pitch devices.
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G2y;;,= Body Size —2.260 mm —p

D2’ = Body Size —4.554 mm
0.075 mm

T

1.072 mm —

? 0.800 mm Anti-pad (inner layers)
© 0.500 mm Via pad

NS

0.065 mm

Figure 8: 0.500mm pitch land pattern using closely spaced vias.
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G2y;;,= Body Size —2.260 mm —p|

1.488 mm ——— ¥

D27 = Body Size — 5.390 mm . 0 0.800 mm Anti-pad (inner layers)

0.075 mm .
@ 0.500 mm Via pad
/— p

0.065 mm

0.075 mm

Figure 9: 0.500mm pitch land pattern using widely spaced vias.
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3.5. Thermal Pad Via Design

The dual row MLF package is designed to provide the same superior thermal performance as the single row
version. This requires incorporation of a thermal pad and thermal vias on the PCB. While thermal pad provides a
solderable surface on the top surface of the PCB (to solder the package die paddle on the board), thermal vias are
needed to provide a thermal path to inner and/or bottom layers of the PCB to remove the heat.

In order to effectively transfer heat from the top metal layer of the PCB to the inner or bottom layers, thermal vias
need to be incorporated into the thermal pad design. Because the thermal attributes of dual row MLF are very
similar to standard single row MLF, the same guidelines can be used. The number of thermal vias will depend on
the application and power dissipation and electrical requirements. Although more thermal vias improve the
package thermal performance, there is a point of diminishing returns as additional thermal vias may not
significantly improve the performance. This is shown in Figure 10 where the effect of number of vias on ®ja is
plotted for standard 7x7 MLF 48 lead package. A via diameter of 0.3mm was used for this simulation. As the via
pitch decreases more vias can be incorporated for the same thermal pad size but the incremental performance
improvement goes down.

30
29 - \
< 28
S 27 -
é 26 -
25 —
24
# of Vias 4 9 16 36
Matrix 2x2 3x3 4x4 6x6
Pitch (mm) 24 1.8 1.2 0.9

Figure 10: Effect of Number of Thermal Via on Package Thermal Performance.

Based on this and similar thermal simulations from standard single row MLF, it is recommended that an array of
thermal vias should be incorporated at 1.0 to 1.2mm pitch with via diameter of 0.3 to 0.33 mm. For a complete
discussion on via tenting, please see application notes for standard MLF package.

3.6. Solder Masking Considerations

Non solder mask defined (NSMD) pads are recommended for dual row applications since copper etching process
has tighter control than solder masking process and improves the reliability of solder joints as solder is allowed to
wrap around the sides of metal pads.

Solder mask clearance recommendations are shown in section 3.3 as part of the land pattern figures. For 0.50mm
pitch applications, solder mask may be completely excluded between the leads to create a “trench” pattern.
However, if desired, each land may have its own opening to create “dams” between leads. For 0.65mm pitch
applications which route signals between outer row leads, individual land openings are required to prevent solder
bridging to the singal traces.

For the center thermal pad, a solder mask defined (SMD) structure is recommended
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4. Board Mounting Guidelines

Because of the small lead surface area and the sole reliance on printed solder paste on the PCB surface, care must be
taken to form reliable solder joints for dual row MLF packages. This is further complicated by the large thermal pad
underneath the package and its proximity to the inner edges of the leads. Special considerations are needed in stencil
design and paste printing for both perimeter leads and thermal pads. Since surface mount process varies from company
to company, careful process development is recommended. The following provides some guidelines for stencil design
based on Amkor’s experience in surface mounting of dual row MLF packages.

4.1.

Stencil Design for Perimeter Leads and Thermal Pad

The optimum and reliable solder joints on the perimeter pads should have about 50 to 75 microns (2 to 3 mils)
standoff height and good side fillet on the outside. A joint with good standoff height but no or low fillet will have
reduced life but may meet application requirement. Stencil should be laser cut and electro polished. The polishing
helps in smoothing the stencil walls which results in better paste release. It is also recommended that the stencil
aperture tolerances should be tightly controlled as these tolerances can effectively reduce the aperture size.

Board mounting studies on dual row MLF have found that standoff height is primarily determined by thermal pad
paste coverage. The floating effects of the perimeter leads were minor and not a significant factor in determining
standoff. It was also determined that not enough paste on the thermal pad could lead to inner row bridging due to
the reduced standoff height. Area ratios and aspect ratios of 0.66 and 1.5, respectively, were never exceeded to
maintain proper stencil design. As a result of these studies, an optimum stencil design for the land pattern
described above is as follows:

e Inner row perimeter leads should be 1:1 to the land pattern (ex. Stencil aperture = Land pad = 0.28 x 0.56
mm)

e  Outer row perimeter leads should be 1:1 to the land pattern (ex. Stencil aperture = Land pad = 0.28 x 0.61
mm)

e  Thermal pad design should have 75% paste coverage and use a hatch pattern as shown below in figure 11.
The number of openings should be chosen such that Ay and Ay = 1.00 £0.15mm. Maintaining a web
thickness between openings of 0.200 mm will allow space for flux volatiles to escape thus minimizing
voids.
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4~ 0.200 mm

0.200 mm

¢ D2’ :l
Figure 11: Thermal Pad Stencil Designs for dual row MLF Packages

4.2. Stencil thickness and Solder Paste

The stencil thickness of 0.125mm is recommended for both 0.50mm and 0.65mm pitch dual row parts. A laser-cut,
stainless steel stencil is recommended with electro-polished trapezoidal walls to improve the paste release. Since
not enough space is available underneath the part after reflow, it is recommended that “No Clean”, Type 3 or type
4 paste may be used for mounting MLF packages. Nitrogen purge is also recommended during reflow.

4.3. Reflow Profile

Reflow profile and peak temperature has a strong influence on void formation. Amkor recommends users follow
the reflow profile recommendations of the paste supplier, since this is specific to the requirements of the flux
formulation.

5. Assembly Process Flow

Figure 18 shows the typical process flow for mounting surface mount packages to printed circuit boards. The same
process can be used for mounting the MLFs without any modifications. It is important to include post print and post
reflow inspection, especially during process development. The volume of paste printed should be measured either by
2D or 3D techniques. The paste volume should be around 80 to 90% of stencil aperture volume to indicate good paste
release. After reflow, the mounted package should be inspected in transmission x-ray for the presence of voids, solder
balling, or other defects. Cross-sectioning may also be required to determine the fillet shape and size and joint standoff
height.

Typical reflow profiles for No Clean solder paste are shown in Figure 16. Since the actual reflow profile depends on
the solder paste being used and the board density, Amkor does not recommend a specific profile. However, the
temperature should not exceed the maximum temperature the package is qualified for according to moisture sensitivity
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level. The time above liquidus temperature should be around 60 seconds and the ramp rate during preheat should be
3°C/second or lower.

4_

3

Solder Paste Printing REFLOW

—

\ 4

Post Print Inspection Post Reflow Inspection

(Visual/X-ray)

4_

Component Placement ¢
¢ Rework & Touch Up
Pre Reflow Inspection ¢

I

Figure 18: Typical PCB Mounting Process Flow.

6. Rework Guidelines

Since solder joints are not fully exposed in the case of MLFs, any retouch is limited to the side fillet. For defects
underneath the package, the whole package has to be removed. Rework of MLF packages can be a challenge due to
their small size. In most applications, MLFs will be mounted on smaller, thinner, and denser PCBs that introduce
further challenges due to handling and heating issues. Since reflow of adjacent parts is not desirable during rework, the
proximity of other components may further complicate this process. Because of the product dependent complexities,
the following only provides a guideline and a starting point for the development of a successful rework process for
these packages.

The rework process involves the following steps:
Component Removal

Site Redress

Solder Paste Application,

Component Placement, and

Component Attachment.

poo0oo

These steps are discussed in the following in more detail. Prior to any rework, it is strongly recommended that the PCB
assembly be baked for at least 4 hours at 125°C to remove any residual moisture from the assembly.

6.1. Component Removal

The first step in removal of component is the reflow of solder joints attaching component to the board. Ideally the
reflow profile for part removal should be the same as the one used for part attachment. However, the time above
liquidus can be reduced as long as the reflow is complete.

In the removal process, it is recommended that the board should be heated from the bottom side using convective
heaters and hot gas or air should be used on the top side of the component. Special nozzles should be used to
direct the heating in the component area and heating of adjacent components should be minimized. Excessive
airflow should also be avoided since this may cause CSP to skew. Air velocity of 15 — 20 liters per minute is a
good starting point.
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6.2.

6.3.

6.4.

6.5.

Once the joints have reflowed, the Vacuum lift-off should be automatically engaged during the transition from
reflow to cool down. Because of their small size the vacuum pressure should be kept below 15 inch of Hg. This
will allow the component not to be lifted out if all joints have not been reflowed and avoid the pad liftoff.

Site Redress

After the component has been removed, the site needs to be cleaned properly. It is best to use a combination of a
blade-style conductive tool and desoldering braid. The width of the blade should be matched to the maximum
width of the footprint and the blade temperature should be low enough not to cause any damage to the circuit
board. Once the residual solder has been removed, the lands should be cleaned with a solvent. The solvent is
usually specific to the type of paste used in the original assembly and paste manufacturer’s recommendations
should be followed.

Solder Paste Printing

Because of their small size and finer pitches, solder paste deposition for MLFs requires extra care. However, a
uniform and precise deposition can be achieved if miniature stencil specific to the component is used. The stencil
aperture should be aligned with the pads under 50 to 100X magnification. The stencil should then be lowered onto
the PCB and the paste should be deposited with a small metal squeegee blade. Alternatively, the mini stencil can
be used to print paste on the package side also. A 125 microns thick stencil with aperture size and shape same as
the package land should be used. Also, no-clean flux should be used, as small standoff of MLFs does not leave
much room for cleaning.

Component Placement

MLF packages are expected to have superior self-centering ability due to their small mass and the placement of
this package should be similar to that of BGAs. As the leads are on the underside of the package, split-beam
optical system should be used to align the component on the motherboard. This will form an image of leads
overlaid on the mating footprint and aid in proper alignment. Again, the alignment should be done at 50 to 100X
magnification. The placement machine should have the capability of allowing fine adjustments in X, Y, and
rotational axes.

Component Attachment
The reflow profile developed during original attachment or removal should be used to attach the new component.

Since all reflow profile parameters have already been optimized, using the same profile will eliminate the need for
thermocouple feedback and will reduce operator dependencies.
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BOARD LEVEL ASSEMBLY AND RELIABILITY CONSIDERATIONS
FOR QFN TYPE PACKAGES

Ahmer Syed and WonJoon Kang
Amkor Technology, Inc.
1900 S. Price Road

Chandler, Arizona

ABSTRACT

There is a strong interest in understanding the surface mount
assembly requirements of QFN (Quad Flat No-Lead) type
packages due to their rapid industry acceptance. Board level
reliability is also of great concern as this is a package
without compliant leads. This paper provides guidelines in
board design and surface mount of this package based on
extensive surface mount experiments. Board level reliability
data has also been generated for accelerated temperature
cycling test conditions and is presented here. The data is
generated for different material sets, various body/die sizes,
temperature cycle conditions and board thickness. The data
shows reliable surface mount process is achievable and the
package is very reliable for most applications.

Key words: QFN, MLF, Surface mount assembly, board
level reliability, solder joint reliability.

INTRODUCTION

During the last couple of years the introduction of QFN
(Quad Flat No-lead) package has taken the industry by
storm due to its superb electrical and thermal performance
characteristics. Amkor Technology markets this package as
MicroLeadFrame™ (MLF) and has recently shipped 1
billionth package of this type.

The MicroLeadFrame™ package (MLF) is a near CSP
plastic encapsulated package with a copper leadframe
substrate. This is a leadless package where electrical
contact to the PCB is made by soldering the lands on the
bottom surface of the package to the PCB, instead of the
conventional ~ formed  perimeter leads. = Amkor’s
ExposedPad™ technology enhances the thermal and
electrical properties of the package. The exposed die attach
paddle on the bottom efficiently conducts heat to the PCB
and provides a stable ground through down bonds and
electrical connections through conductive die attach
material. The design of the MLF package also allows for
flexibility. Its enhanced electrical performance enables the
standard 2 GHz operating frequency to be increased up to
10 GHz with some design considerations. The small size
and weight with excellent thermal and electrical
performance make the MLF package an ideal choice for
handheld portable applications such as cell phones and
PDAs or any other application where size, weight and
package performance are required.

Figure 1. MLF Package Photo and Cross Section Drawings.
(a) Punch Singulated, (b) Saw Singulated, Full Lead
(c) Saw Singulated, Lead Pullback

The MLF package comes in two formats: punch singulated,
and saw singulated. While punch singulated packages are
individually punched from molded strip during final
assembly, the saw singulated package are assembled in
array format and separated into individual components
during the final sawing operation. The saw singulated
package is further divided into two options: Full Lead
package, and Lead Pullback package. The full lead package
has the whole thickness of the lead exposed on the package
sides. On the other hand, the lead pullback package has a
bottom half etch leadframe, resulting in only the top half of
the lead thickness exposed to the sides of the package.
Figure 1 shows the differences in these package
configurations.

As shown in Figure 1, the lands on the package bottom side
are rectangular in shape with rounded edge on the inside.
Since the package does not have any solder balls, package to
board electrical connections are achieved by printing the
solder paste on the board and reflow soldering after
component placement. In order to form reliable solder joint,
special attention is needed in designing the board pad
pattern. Similarly, the surface mount process for this
package is complicated due to presence of large exposed
pad on bottom side of the package. Attention is required for
proper stencil design, paste printing, and reflow profiling.
The package design as well as board and test conditions also
impact the board level reliability of this package. This paper
deals with all of these aspects and provides guidelines and
data to achieve a reliable solution for a particular
application.
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