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I. INTRODUCTION 
 

The Petition challenges claims 1-3, 10-12, 22-25, 28, 30 and 32-33 

(“Challenged Claims”) of U.S. Patent No. 7,916,180 (“ ‘180 Patent,” Ex. 1001) 

under three grounds of unpatentability. Claims 1 and 22 are the only Challenged 

Claims that are independent.  The Board should deny the institution for at least the 

following reasons.  

 In connection with addressing the shortcomings of foveal image sensors that 

achieved high resolution only in the narrow field of view of the fovea, the ‘180 Patent 

identified the need for a camera that simultaneously acquired high resolution images 

associated with multiple fields of view.  Ex. 1001, 2:21-24 (emphasis added).  The 

Detailed Description that followed described a “digital camera system” that uses 

separate channels to capture “multiple high resolution images in which different 

fields of view are acquired simultaneously,” together with an “image processor ... 

configured to generate a combined image or data based at least in part on the images 

from the first and second camera channels (and additional camera channels when 

present).” Id., 3:21-36 and 9:3-5 (emphasis added).  The intrinsic evidence  

demonstrates that the recitation in Claim 1 of an “image having a relatively high 

resolution” formed by “combin[ing] data of a frame” is an image formed from 

multiple high resolution images with different fields of view acquired 

simultaneously.   In purporting to map Matsushima to Claim 1, Petitioner argues that 
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the claim is met by combining a single high resolution image from one field of view 

with a low resolution image from another field of view.  This mapping must be 

rejected, as it is entirely divorced from the specification.  Just like the image 

produced by the foveal image sensor disparaged in the Background of the ‘180 

Patent, Matsushima’s image has a high resolution only in the narrow field of view 

corresponding to the center of the image. 

 Independent claim 22 recites “independently controlling ... data acquisition ... 

during a frame.”  Here, the phrase “during a frame” refers to “the exposure interval 

during which an image sensor captures a single image.”  However, in its proposed 

construction of “during a frame,” the Petition omits the connection to the period of 

time that data for an image is acquired.  Instead, the Petition proposes to construe 

“during a frame” as simply “during a period of time” (namely, any period of time) -

- which effectively reads the limitation out of the claim.  Pet., 6.  Petitioner needed 

to take this tact because none of the references relied on in the Petition show 

application of the required independent control occurring  during the period of time 

that data is acquired by an image sensor.   

 For at least these reasons, and as explained more fully below, institution 

should be denied. 
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II. THE SPECIFICATION OF THE ‘180 PATENT 
 

A. Background of the ‘180 Patent 
 

The Background of the ‘180 Patent discussed several challenges associated  

with implementing a “zoom” feature in digital cameras.  One challenge involved the 

power and time required to move the optical elements associated with a zoom lens, 

which limited the ability of “optical zoom” to acquire multiple fields of view in rapid 

and/or simultaneous fashion.  From the ‘180 Patent: 

 One obstacle in the challenge to deliver higher image quality is 

the lens system of digital cameras. The ability to image with different 

fields of view (zoom in and out) is a highly desired feature. Zoom, as 

performed by the lens system, is known as “optical zoom’. This 

desirable ‘zoom lens’ feature adds additional components, size and cost 

to a lens system.  The zoom lens also requires significant power and 

time to operate. The time to move the optical elements in the zoom lens 

limits the ability to acquire multiple fields of view in rapid and/or 

simultaneous fashion.  Ex. 1001, 1:46-55 (emphasis added).  

 

Digital cameras provided an alternative to “optical zoom” which the ‘180 

Patent described as “electronic zoom.”  The ‘180 Patent went on to explain that 

“electronic zoom” resulted in a pronounced loss of resolution.  As the ‘180 Patent 

explained: 

 Digital camera suppliers have one advantage over traditional film 

providers in the area of zoom capability. Through electronic 

processing, digital cameras can provide ‘electronic zoom’ which 

provides the zoom capability by cropping the outer regions of an image 

and then electronically enlarging the center region to the original size 

of the image. In a manner similar to traditional enlargements, a degree 

of resolution is lost when performing this process. Further, since digital 
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cameras capture discrete input to form a picture rather than the 

ubiquitous process of film, the lost resolution is more pronounced. As 

such, although ‘electronic zoom’ is a desired feature, it is not a direct 

substitute for ‘optical zoom.’   Ex. 1001, 1:56-66 (emphasis added). 

 

Another known alternative discussed in the ‘180 Patent for capturing different 

fields of view was a foveal image sensor.  In a foveal imaging sensor, “the pixels in 

the central fovea region have a smaller size than the pixels arranged ... about the 

central region.”  Ex. 2005, Abstract; Ex. 2013, ¶35.  An exemplary foveal imaging 

sensor is illustrated below: 

 

Id.  In a foveal image sensor, the small pixels in the center (or fovea) provide a higher 

resolution in the relatively narrow field of view of the fovea, and pixels around the 

fovea provide a lower resolution in the area surrounding the fovea.  Ex. 2013, ¶36.   

The ‘180 Patent disparaged foveal image sensors as deficient, because they had high 

resolution only in the narrow field of view associated with the fovea: 

... Foveal image sensors that use multiple pixels arranged both within 

and about a central fovea region of the chip can be used to acquire both 

a wide and narrow field of view. The pixels in the central fovea region 
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have a smaller size than the pixels arranged in peripheral rings about 

the central region. The foveal image sensor has high resolution only in 

the narrow field of view.  Ex. 1001, 2:10-16 (emphasis added). 

 

In contrast to foveal image sensors that achieved high resolution only in the narrow 

field of view of the fovea, the Background of the ‘180 Patent identified the need for 

a camera that simultaneously acquired high resolution images associated with 

multiple fields of view.  Id., 2:21-24 (“[T]here is a need for a high-performance solid-

state digital camera that is capable of simultaneously acquiring imag[es] having high 

resolution using multiple fields of view”); Ex. 2013, ¶37.   As the ‘180 Patent 

explained, a camera capable of simultaneously acquiring multiple high resolution 

images with different fields of view had utility in machine vision tasks “including 

search, detection, recognition and tracking” associated with “active vision systems 

of autonomous or semi-autonomous host systems” ranging from “robots, unmanned 

vehicles, self-navigating cars, automatic assembly and product inspection systems 

... smart weapons and missile defense systems.”  Id., 3:32-34 and 3:64-4:9.   

B. Overview of the ‘180 Patent 
 

The first paragraph of the Detailed Description of the ‘180 Patent summarized 

the invention as follows: 

 A digital camera system and methods are described below that 

provide a digital camera in which multiple fields of view (FOV) of an 

image are simultaneously acquired. The digital camera system includes 

a digital camera having two or more camera channels each with 

independent image sensors.  The sensor of each camera channel has an 
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active area that includes multiple picture elements (pixels), and image 

capture includes simultaneous or nearly simultaneous use of the 

multiple camera channels. Each camera channel and associated optics 

of that camera channel has a predetermined field of view that can be 

different from other camera channels of the digital camera system. The 

digital camera system therefore makes possible the formation of 

multiple high resolution images in which different fields of view are 

acquired simultaneously.  Id., 3:21-36 (emphasis added). 

 

Thus, in contrast to the foveal imaging systems (disparaged in the Background) that 

achieved high resolution only in the narrow field of view of the fovea, the ‘180 Patent 

was directed to a system in which multiple high resolution images with different 

fields of view are acquired simultaneously.  Ex. 2013, ¶39. 

 Figure 3 (reproduced below with annotations) illustrates “a digital camera 200 

configured for simultaneous acquisition of multiple fields of view.” Id., 5:45-46. The 

digital camera subsystem includes four camera channels 260A-260D (red boxes).  

Id., 5:56-58.  As shown in Figure 4 (also reproduced below with annotations), each 

of the independently controlled camera channels 260A-260D includes an optics 

component 290A-290D (orange circles), respectively, and a sensor component 

292A-292D (green boxes), respectively.  Id., 6:19-22. 
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 The system disclosed in the ‘180 Patent further includes an “image processor 

... configured to generate a combined image or data based at least in part on the 

images from the first and second camera channels (and additional camera channels 

when present).” Id., 9:3-5; see also,  9:53-57 (“The signal processing circuit 710 may 

combine the output from signal processing 708 into output data (usually in the form 

of a recombined full color image)”); 10:7-10 (“These individual images are then 

combined with additional signal processing circuitry ... to form a full image for 

output”); 10:42-45 (“[I]ndividual images are created for each of these arrays. 

Following this process, the individual images are combined or to form one full color 

or black/white image”); 15:11-12 (“[T]he processor may generate a combined image 

based, at least in part, on the images from two or more of such optical channels.”) 

 The ‘180 Patent described the “electrical operation of each camera channel” 

as being “independent of the other camera channels.” Ex. 1001, 3:49-54.  In this 
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regard, the ‘180 Patent states: 

 The combination of the focal plane or image sensor size along 

with the optical focal length associated with each image sensor is 

chosen to provide a desired field of view. The electrical operation of 

each camera channel is independent of the other camera channels and 

multiple fields of view can be acquired simultaneously. Id., 3:49-54 

(emphasis added). 

 

 Next, the ‘180 Patent identified two electrical parameters to be independently 

controlled “for each camera channel,” namely, “imager frame rate and integration 

time.”  Id., 3:58-60 (emphasis added).  Later in the specification, the ‘180 Patent 

reiterated its disclosure of independent control of frame rate and integration time for 

each channel or field of view: 

... The digital camera system of an embodiment improves performance 

of imaging systems and improves functions of search, detection, 

recognition and tracking by providing simultaneous high resolution 

imaging in multiple fields of view with optimum electrical operation 

(such as independent frame rate and integration time control) in each 

field of view.  Id., 4:9-15 (emphasis added). 

* * * 

... The four camera channels 260A-260D can be operated 

simultaneously with independent electrical control of features such as 

integration time control and frame rate ... Id., 5:63-66 (emphasis 

added). 

* * * 

... In addition to array area differences between the channels, 

parameters of the image sensor electrical operation (e.g., integration 

time, frame rate, etc.) can be configured differently in order to optimize 

system camera performance in the field of view of one or more specific 

camera channels.  Id., 7:23-27 (emphasis added). 
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 The ‘180 Patent explained that the integration time control for each sensor can 

be accomplished using a technique that was known as rolling mode.  Id., 20:48-50; 

Ex. 2013, ¶44.  As explained below, operation of an image sensor in a “rolling mode” 

involves control during a frame of the start and stop times of the integration period 

for individual rows of pixels in the sensor.  Id. An image sensor operating in a 

“rolling mode” is synonymous with a “rolling shutter,” meaning that the start and 

end time of the integration interval for each row of the sensor are staggered.  Id.  A 

diagram illustrating a rolling shutter from the time of the ‘180 Patent is set forth 

below. Ex. 2006, Figure 4 (annotations added).  The vertical axis (labelled scanline 

index) corresponds to individual rows of pixels (numbered from 1 to M) on the 

image sensor, while the horizontal axis corresponds to time.  Id., 6:1-5; Ex. 2007, 

Figure  2A, 1:37-42; Ex. 2013, ¶44.   
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Ex. 2006, Figure 4.  In the diagram above, the time interval labelled eR, corresponds 

to the exposure interval for row 1, and TR corresponds to the time when the 

information in the first row (or first scanline) is read out.  Id., 6:1-5; Ex. 2013, ¶45.  

As shown above, the start time of the interval for each subsequent row (or scanline) 

in the sensor is some interval after the start time of the exposure interval for the 

previous row. Ex. 2006, 6:1-5; Ex. 2007, 1:37-42; Ex. 2013, ¶45.  In this example, 

the integration period for each row (or scanline) is the same, but the start and stop 

times for each row (or scanline) are different.  Ex. 2007, 1:42-45; Ex. 2013, ¶45.   

 Referring still to the diagram above, the time interval labelled EFP corresponds 

to the frame exposure period, which extends from the start of the exposure interval 

of the first row (or scanline) to the stop time of the exposure interval for the last row 

or scanline.  Ex. 2006, 6:5-19; Ex. 2013, ¶46.  The time interval labelled EFP is also 

referred to as a “single frame period” and corresponds to the continuous exposure 

time over which any of the entire array of pixels is integrating photons.  Ex. 2009, 

11:49-51 (“A single frame period is the continuous exposure time over which any of 

the entire array of pixels or plate of film is exposed.”) Ex. 2013, ¶46.  When an image 

sensor is operating in the rolling mode (or rolling shutter mode), the start and stop 

time of the integration interval of individual rows (or scanlines) of pixels is 

controlled during the frame.  Ex. 2013, ¶46. In embodiments of the ‘180 Patent that 

use the rolling mode, integration control during the frame can occur independently 
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for the sensor in each camera channel / field of view.  Ex. 1001, 4:9-15, 5:63-66, 

7:23-27 and 20:48-50; Ex. 2013, ¶46.   As explained more fully later, such 

embodiments are the subject of claim 22 of the ‘180 Patent, which recites 

“independently controlling simultaneous data acquisition with each of the first and 

second channels during a frame.” Ex. 1001, 25:31-33 (emphasis added); Ex. 2013, 

¶46. 

 For completeness, it bears noting that the ‘180 Patent discloses other 

embodiments (which are not the subject of claim 22) in which independent control 

of the simultaneous data acquisition of each of the channels does not occur during 

the frame.  Ex. 2013, ¶47.  For example, in connection with Figure 4, the ‘180 Patent 

discloses the use of “positioners 310 and 320” to “position each of the one or more 

optics portions (e.g., optics portions 290A-290D) of a camera channel” relative to 

one of “respective sensor portions 292A-292D.”  Id., 8:16-38.  Here, control of the 

position of the optics portions (i.e., moving each optics portion into its proper 

position) would necessarily need to occur before the frame during which data was 

acquired with the channels.  Ex. 2013, ¶47.   

 In another example where the simultaneous data acquisition of each of the 

channels does not occur during the frame, the ‘180 Patent discloses that the image 

sensors can be operated in a “snap-shot” mode (also referred to as a “global 
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shutter.”)1  Id., 20:51.  When a snapshot (or global) shutter is used, there is a common 

exposure period for each of the plurality of rows of pixels which “begins at a 

common exposure start time ... and ends at a common exposure stop time.”  Ex. 

2019, 19:4-18; Ex. 2013, ¶48.  In contrast to an image sensor operating in the rolling 

shutter mode where the start and stop times of the integration interval of individual 

rows of pixels are controlled during the frame -- in the snapshot (or global) shutter 

mode, common control signals are applied only at the confines of the frame exposure 

rather than during the frame, i.e., rather than at some point between the beginning 

and the end of the exposure interval during which an image sensor captures a single 

image.  Ex. 2013, ¶48.   The following diagram illustrates the difference between the 

rolling shutter and global shutter modes: 

 

 
1 See, e.g., Ex. 2007, at 1 (Specifications for Cypress CMOS Image Sensor, 2007) 

referring to a “snapshot (or global) shutter.  



13 
 
 
 

Ex. 2013, ¶49.  Significantly, as depicted above, in the rolling shutter mode the start 

and stop times of the integration interval of individual rows of pixels must 

necessarily be controlled during the frame time, while in the global shutter mode no 

such control is used during the frame time.  Ex. 2013, ¶49.   

III. PROSECUTION HISTORY OF THE ‘180 PATENT 

 

The specification of the ‘180 Patent was originally filed as U.S. Patent 

Application No. 11/788,279 on April 19, 2007 (the ‘279 Application).  Ex. 1002, 

351.  The ‘279 Application was a continuation-in-part of U.S. Patent Application 

No. 11/212,803, filed August 25, 2005 (the ‘803 Application).  Id.  As illustrated 

below, the ‘279 Application was one of two continuation-in-part applications filed 

on the same day (April 19, 2007) that claimed priority to the ‘803 Application. 

 

The two continuation-in-part applications filed on April 19, 2007 were directed to 

different subject matter.  More particularly, Application No. 11/788,122 (bottom 

right) was directed to increasing the dynamic range of digital camera systems in 
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scenes with, e.g., highly varying illumination.  The disclosure of Application No. 

11/788,122 corresponds to U.S. Patent No. 9,232,158 which is the subject of co-

pending IPR2025-00222.  The other continuation-in-part application filed the same 

day was the ‘279 Application, which, as explained above, was directed to the 

formation of multiple high resolution images in which different fields of view are 

acquired simultaneously.  Ex. 1001, 3:21-36; Ex. 2013, ¶51. 

There were material differences between the specifications of the ‘279 and 

‘803 Applications which are pertinent to these proceedings. These differences are 

discussed below in connection with a description of the prosecution history of each 

application. 

A. Prosecution History of the ‘803 Application 
 

 Unlike the ‘279 Application, the Background of the ‘803 Application made 

no mention of the shortcomings of foveal image sensors that achieved high 

resolution only in the narrow field of view of the fovea.  The Background of the ‘803 

Application similarly made no mention of the need for a camera that simultaneously 

acquired high resolution images associated with multiple fields of view.   Nor did the 

specification of the ‘803 Application mention the machine vision applications such 

as “active vision systems of autonomous or semi-autonomous host systems” ranging 

from “robots, unmanned vehicles, self-navigating cars, automatic assembly and 

product inspection systems ... smart weapons and missile defense systems.”  Ex. 
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1001, 3:32-34 and 3:64-4:9. The independent claims filed as part of the ‘803 

Application likewise made no mention of the simultaneous acquisition of images in 

multiple fields of view.  For example, original claim 1 of the ‘803 Application 

recited: 

1.   A digital camera comprising: 

 a plurality of arrays of photo detectors, including: 

a first array of photo detectors to sample an intensity of 

light; and 

a second array of photo detectors to sample an intensity of 

light; 

 signal processing circuitry, coupled to the first and second arrays 

of photo detectors, to generate a composite image using (i) data which 

is representative of the intensity of light sampled by the first array of 

photo detectors, and (ii) data which is representative of the intensity of 

light sampled by the second array of photo detectors; and 

 wherein the first array of photo detectors, the second array of 

photo detectors, and the signal processing circuitry are integrated on or 

in the same semiconductor substrate. 

  

Ex. 1050, 1172.   The other original independent claim, namely claim 34, also made 

no mention of the simultaneous acquisition of images in multiple fields of view.  Id., 

1177-1178. 

 In the first Office Action, the Examiner rejected independent claims 1 and 34 

as obvious based on U.S. Patent Publ. 2005/0128509 (Tokkonen) (Ex. 2015) in view 

of U.S. Patent No. 7,123,298 (Schroeder) (Ex. 2016).  Ex. 1030, 515-517.2   Among 

 
2 The Examiner also applied U.S. Patent No. 6,611,289 (Yu) (Ex. 1005) to certain 

dependent claims.  Ex. 1030, 527-528.   
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other techniques, Schroeder disclosed a light sensor with separate regions where 

“[e]xposure control can be individually applied to the regions of the light sensor to 

optimize the signal-to-noise ratio of each image signal component.”  Ex. 2016, 3:47-

49. In this respect, Schroeder disclosed “an exposure control circuit that applies 

exposure control to each of the regions independently.”  Id., 7:21-22. Significantly, 

however, neither Tokkonen or Schroeder mentioned the simultaneous acquisition of 

high resolution images in multiple fields of view, or independent control of image 

acquisition during a frame.  

 In response, the Applicant amended the independent claims to recite: “timing 

and control logic to provide timing and control information to the signal processing 

circuitry, the first array of photo detectors and/or the second array of photo 

detectors,” and argued that the amended claims were distinguishable from the cited 

references. Ex. 1050, 38, 44 and 54-58. 

 The Examiner responded with a Final Office Action, wherein he maintained 

the rejection of the independent claims over Tokkonen and Schroeder. The Applicant 

subsequently allowed the ‘803 to become abandoned in due course. Ex. 1050, 1-2. 

B. Prosecution History of the ‘279 Application 

 

 Prior to the abandonment of the ‘803 Application, the Applicant filed the ‘279 

Application as a continuation-in-part of the ‘803 Application.  Unlike the ‘803 

Application, (i) the Background of the ‘279 Application (which matured into the 
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‘180  Patent) discussed, inter alia, the shortcomings of foveal image sensors that 

achieved high resolution only in the narrow field of view of the fovea, and the need 

for a camera that simultaneously acquired high resolution images associated with 

multiple fields of view, and (ii) the specification of the ‘279 Application explained 

that simultaneously acquired high resolution images associated with multiple fields 

of view would be useful in machine vision applications such as “active vision 

systems of autonomous or semi-autonomous host systems” ranging from “robots, 

unmanned vehicles, self-navigating cars, automatic assembly and product inspection 

systems ... smart weapons and missile defense systems.”  Ex. 1002, 352-353 and 

356.  Moreover, in contrast to the Detailed Description of the ‘803 Application, the 

first paragraph of the Detailed Description of the ‘279 Application described a 

“digital camera system” that “makes possible the formation of multiple high 

resolution images in which different fields of view are acquired simultaneously.” Id., 

355. 

 Consistent with these changes in the Background and Detailed Description, 

and in contrast to the independent claims of the ‘803 Application, the independent 

claims of the ‘237 Application recited, inter alia, the independent control of 

simultaneous data acquisition using channels having different fields of view to 

“provide an image having a relatively high resolution”“ (original independent claim 

1), and “independently controlling simultaneous data acquisition with each of the 
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first and second channels during a frame” (independent claims 17, 22 and 36).  Ex. 

1002, 389 and 391-392. 

 In the first Office Action, the Examiner did not apply Tokkonen, Schroeder 

or Yu – none of which discuss the problem of simultaneously acquiring high 

resolution images associated with multiple fields of view.  Rather, the Examiner 

rejected the independent claims as being anticipated by U.S. Patent No. 5,691,765 

(Schieltz) (Ex. 2017).  Ex. 1002, 188-194.  In contrast to the references applied in 

the ‘803 Application, Schieltz disclosed a camera with a fisheye lens for use in 

surveillance systems.  Ex. 2017, 2:22, 3:11-14.  In the embodiment shown below, 

the image from the fisheye lens was split into four 90° views, each of which directed 

light to a respective sensor.  Id., 3:16-18 and 3:52-57.   

 

Id., Figure 1 (reproduced in part) and Figure 2 (red annotations added).  One object 

of Schieltz was “to provide a surveillance camera apparatus” having “sufficient 

resolution for effective zooming.” Id., 1:41-52 and 2:3-8 (emphasis added).  Thus, 
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the Examiner mapped the original independent claims to a reference which 

simultaneously acquired images associated with multiple fields of view, each of 

which had sufficient resolution for effective zooming. Ex. 2013, ¶60. 

 In response to the first Office Action, the Applicant amended independent 

claim 1 as follows: 

1.  (Currently Amended) A digital camera comprising: 

 a plurality of channels, wherein each channel includes an optics 

component and an array of photo-detectors integrated on a 

semiconductor substrate, the plurality of channels including a first 

channel having a first field of view (FOV) comprising a first angular 

extent of a scene imaged by the camera and a second channel having a 

second FOV comprising a second angular extent of the scene imaged 

by the camera that is different than the first FOV, wherein the first and 

second angular extents are different; and 

 a processing component coupled to the plurality of channels, the 

processing component configured to independently control 

simultaneous data acquisition with each of the plurality of channels, the 

processing component configured to combine data of a frame from at 

least one of the plurality of channels to provide an image having a 

relatively high resolution. 

 

Ex. 1002, 131. The Applicant made similar amendments to the other independent 

claims. Id., 133-134, 136.  In the accompanying Remarks, the Applicant argued that 

Schieltz failed to disclose first and second fields of view having different angular 

extents.  In this regard, the Applicant argued: 

 Schieltz discloses that a single image 14 is equally divided into 

four separate components 15, 16, 17, and 18. Each component of the 

image is then sent through its respective light conduit and is separately 

processed. However, Schieltz fails to disclose that the components 15, 

16, 17, and 18 correspond to different angular extents of a scene. To 
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the contrary, Fig. 2 of Schieltz appears to illustrate that the components 

15, 16, 17, and 18 are identical in size and thus have same angular 

extents.  Id., 140 (emphasis added). 

 

 The Examiner responded with a Final Rejection of the independent claims as 

being obvious over Schieltz in view of U.S. Patent No. 4,323,925 (Abell) (Ex. 2018).  

Ex. 1002, 99-107.  Abell disclosed a system for “arraying a plurality of image sensor 

modules so that their individual imaging resolutions may be combined to provide 

high total imaging resolution.”  Ex. 2018, 2:6-9.  In applying Abell, the Examiner 

again relied on a reference which simultaneously acquired images associated with 

multiple fields of view, each of which had high resolution.  Ex. 2013, ¶63.  Figure 2 

of Abell (Ex. 2018) is reproduced below: 

 

 In rejecting the claims as obvious over Schieltz and Abell, the Examiner 

reasoned as follows: 

... [Schieltz] does not teach wherein the four image sensors each capture 

images that are images captured with different angular extents of the 

scene. 

 Abell et al depicts in Figures 2 and 3 and teaches on Column 5, 

Lines 18-29 the use of a camera that has multiple image sensors and in 
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one embodiment images the scene with a lens and then transmits the 

captured image to multiple image sensors using fiber bundles similar to 

Schieltz et al. However, Abell et al teaches that it is advantageous to 

eliminate the single lens and fiber bundle optics and use the optics 

depicted in Figure 2 in order to reduce the cost of the imaging system. 

This configuration results in each image sensor receiving a different 

angular extent of the scene.  Ex. 1002, 101. 

 

 The Applicant next filed a Response After Final Action in which the Applicant 

amended claim 1 as follows:  

1.  (Currently Amended) A digital camera comprising: 

 a plurality of channels, wherein each channel includes an optics 

component and an array of photo-detectors integrated on a 

semiconductor substrate, the plurality of channels including a first 

channel having a first field of view (FOV) comprising a first angular 

[[extent]] width of a scene imaged by the camera and a second channel 

having a second FOV comprising a second angular [[extent]] width of 

the scene imaged by the camera, wherein the first and second angular 

[[extents]] widths are different; and 

 a processing component coupled to the plurality of channels, the 

processing component configured to independently control 

simultaneous data acquisition with each of the plurality of channels, the 

processing component configured to combine data of a frame from at 

least one of the plurality of channels to provide an image having a 

relatively high resolution. 

 

Ex. 1002, 82. The Applicant made similar amendments to the other independent 

claims. Id., 84-85, 87.   In the accompanying Remarks, the Applicant argued that 

“[t]here is no suggestion in Abell that the optical configuration of the arrayed lenses 

results in different angular widths ... “  Id., 91. 

 The Examiner responded with a Notice of Allowance.   Id., 56. 
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IV. CHALLENGED CLAIMS OF THE ‘180 PATENT 

 

Petitioner challenges independent claims 1 and 22 and dependent claims 2-3, 

10-12, 23-25, 28, 30, and 32-33 of the ‘180 Patent.  The challenged independent 

claims are set forth below. 

Starting with independent claim 1, this claim recites: 

1. A digital camera comprising: 

 a plurality of channels, wherein each channel includes an optics 

component and an array of photo-detectors integrated on a 

semiconductor substrate, the plurality of channels including a first 

channel having a first field of view (FOV) comprising a first angular 

width of a scene imaged by the camera and a second channel having a 

second FOV comprising a second angular width of the scene imaged 

by the camera, wherein the first and second angular widths are 

different; and 

 a processing component coupled to the plurality of channels, the 

processing component configured to independently control 

simultaneous data acquisition with each of the plurality of channels, 

the processing component configured to combine data of a frame from 

at least one of the plurality of channels to provide an image having a 

relatively high resolution. 

 

Claim 1 recites independently controlling simultaneous data acquisition with 

first and second optical channels, each of which has a field of view with a different 

angular width.  Claim 1 also covers combining data acquired from the first and 

second channels3 “to provide an image having a relatively high resolution.” Ex. 

2013, ¶68. 

 
3 The limitation in claim 1 that requires combining data of a frame from “at least one 

of the plurality of channels” clearly covers combining data of a frame from the first 
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Turning next to independent claim 22, this claim recites: 

22. A method comprising: 

configuring a first optics component relative to a first image sensor to 

form a first channel having a first field of view (FOV) that 

comprises a first angular width of a scene; 

configuring a second optics component relative to a second image 

sensor to form a second channel having a second FOV that 

comprises a second angular width of the scene, wherein the first 

and second angular widths are different; 

independently controlling simultaneous data acquisition with each of 

the first and second channels during a frame; and 

combining data received during the frame from one or more of the first 

and second channels to provide an image. 

 

Claim 22 recites independently controlling simultaneous data acquisition with 

first and second optical channels during a frame, where each channel has a field of 

view with a different angular width. 

V. CLAIM CONSTRUCTION 

 

The claim limitations at issue must be construed under Phillips v. AWH Corp., 

415 F.3d 1303 (Fed. Cir. 2005). Claim language is not read in isolation. Phillips, 

 

and second channels to provide an image having a relatively high resolution.  In this 

regard, it bears noting that the Petition asserts that this limitation from claim 1 is met 

by combining images 62A and 62B in Matsushima.  Petition, 57.  To the extent there 

was a question whether this limitation from claim 1 could be met by combining data 

from only one (rather than both) of the recited first and second channels (no such 

question was raised by the Petition), there would no need for the Board to resolve 

that question given that the Petition only maps the subject limitation to the 

combination of images 62A and 62B from Matsushima’s “first and second 

channels.” 
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415 F.3d at 1315. Rather, the claim language, when read in light of the specification 

and the prosecution history, elucidates the meaning of the claim language. 

A. “combine data of a frame ... to provide an image having a relatively 

high resolution” (claim 1) 
 

 In claim 1, the “image having a relatively high resolution” formed by 

“combin[ing] data of a frame” corresponds to an image formed from multiple high 

resolution images with different fields of view acquired simultaneously.  Petitioner 

chose not to propose a formal construction of “combin[ing] data of a frame ... to 

provide an image having a relatively high resolution” as recited in claim 1. However, 

in its mappings to Matsushima,4 Petitioner argues that this limitation is met by 

combining a single high resolution image from one field of view with a low 

resolution image from another field of view.  Ex. 2013, ¶71. Petitioner’s implicit 

construction of this limitation must be rejected, as the intrinsic evidence 

demonstrates that an “image having a relatively high resolution” formed by 

“combin[ing] data of a frame” (as recited in claim 1) must be an image formed by 

 
4 As noted above, the limitation in claim 1 that requires combining data of a frame 

from “at least one of the plurality of channels” clearly covers combining data of a 

frame from the first and second channels to provide an image having a relatively 

high resolution, and that the Petition asserts that this limitation from claim 1 is met 

by combining images 62A and 62B in Matsushima.  See, note 3, supra. 
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combining multiple high resolution images with different fields of view acquired 

simultaneously.  Id. 

 Petitioner’s implicit construction corresponds to the output of the prior art 

foveal image sensor disparaged in the specification of the ‘180 Patent.  Ex. 2013, 

¶72.  As explained above, the specification disparaged the prior art foveal image 

sensor (below left) because it resulted in an image having a high resolution only in 

the narrow field of view corresponding to the center of the image.  Ex. 1001, 2:10-

16; Ex. 2013, ¶72.  Just like the image produced by the foveal image sensor (left 

side, Ex. 2005, Figure 1), Matsushima’s synthesized image (right side) corresponds 

to an image having a high resolution only in the narrow field of view corresponding 

to the center of the image. Id. 

 

In connection with addressing the shortcomings of foveal image sensors that 

achieved high resolution only in the narrow field of view of the fovea, the 

Background of the ‘180 Patent identified the need for a camera that simultaneously 



26 
 
 
 

acquired high resolution images associated with multiple fields of view. Ex. 1001, 

2:21-24 (“[T]here is a need for a high-performance solid-state digital camera that is 

capable of simultaneously acquiring imag[es] having high resolution using multiple 

fields of view.”)   The Detailed Description that followed then described a “digital 

camera system” that uses separate channels to capture “multiple high resolution 

images in which different fields of view are acquired simultaneously,” together with 

an “image processor ... configured to generate a combined image or data based at 

least in part on the images from the first and second camera channels (and additional 

camera channels when present).”  Id., 3:21-36 and 9:3-5 (emphasis added). 

The law is clear and well-settled that claims should not be read so broadly as 

to encompass prior art distinguished in the specification. SciMed Life Sys. v. 

Advanced Cardiovascular Sys., 242 F.3d 1337 (Fed. Cir. 2001), citing, Tronzo v. 

Biomet, Inc., 156 F.3d 1154, 1159 (Fed. Cir. 1998) (specification distinguished prior 

art as inferior and touted advantages of a conical shaped cup for use in an artificial 

hip device; “such statements make clear that the ‘589 patent discloses only conical 

shaped cups and nothing further”); Ekchian v. Home Depot, Inc., 104 F.3d 1299, 

1304 (Fed. Cir. 1997) (“Since, by distinguishing the claimed invention over the prior 

art, an applicant is indicating what the claims do not cover, he is by implication 

surrendering such protection.”).  
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As recognized by the Federal Circuit, even where the language of the claims, 

read without reference to the specification, might be considered broad enough to 

encompass a feature, that feature is deemed to be outside the reach of the claims 

where the specification makes clear that the invention does not include the particular 

feature. Chi. Bd. Options Exch., Inc. v. Int’l Sec. Exch., LLC, 677 F.3d 1361 (Fed. 

Cir. 2012), citing, Honeywell Int’l, Inc. v. ITT Indus., Inc., 452 F.3d 1312, 1319 (Fed. 

Cir. 2006) (quoting SciMed Life Sys., 242 F.3d 1337, 1341).  

 Similarly, in the present case, the claims must be read in light of the 

specification, which disparaged images having high resolution only in a narrow field 

of view surrounded by low resolution data, in favor of a system that uses separate 

channels to simultaneously capture multiple high resolution images in different fields 

of view and then generates a combined image with a relatively high resolution based 

on the images from the separate channels.  Ex. 1001, 3:21-36 and 9:3-5; Ex. 2013, 

¶74. 

 Moreover, the prosecution history supports Patent Owner’s proposed 

construction requiring the simultaneous capture of multiple high resolution images 

in different fields of view in order to generate a combined image with a relatively 

high resolution. Ex. 2013, ¶75. As explained previously, during prosecution of the 

‘279 Application, the Examiner only applied references which simultaneously 

acquired images associated with multiple fields of view, each of which had a high 
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resolution.  More specifically, the Examiner applied Schieltz, which simultaneously 

acquired images associated with multiple fields of view, each of which had sufficient 

resolution for effective zooming.  Ex. 1002, 188-194 and Ex. 2011, 1:41-52 and 2:3-

8.  The other reference applied by the Examiner -- Abell --  disclosed simultaneously 

acquired images associated with multiple fields of view, each of which had high 

resolution.  Ex. 1002, 99-107 and Ex. 2012, 2:6-9 (disclosing “arraying a plurality 

of image sensor modules so that their individual imaging resolutions may be 

combined to provide high total imaging resolution.”) 

 As noted above, Petitioner chose not to propose a formal construction of 

“combin[ing] data of a frame ... to provide an image having a relatively high 

resolution” as recited in independent claim 1. However, in its mappings to 

Matsushima, Petitioner argues that this limitation is met by combining a single high 

resolution image from one field of view with a low resolution image from another 

field of view.  Ex. 2013, ¶76. Petitioner’s implicit construction of this limitation must 

be rejected, as it is entirely divorced from the specification.  Rather, the specification 

and prosecution history demonstrate that an “image having a relatively high 

resolution” formed by “combin[ing] data of a frame” (as recited in claim 1) must be 

an image formed from multiple high resolution images with different fields of view 

acquired simultaneously. Id.  
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B. “independently controlling ... data acquisition ... during a frame” 

(claim 22) 

 

 Claim 22 recites “independently controlling ... data acquisition ... during a 

frame.”  In this context, a “frame” is digital data corresponding to a single image.  

See, e.g., Ex. 1001, 20:19-21 (referring to “one frame of digital camera data.”) Ex. 

2013, ¶77. The phrase “during a frame” corresponds to the exposure interval during 

which an image sensor captures a single image.”  See, e.g., Ex. 2009, 11:49-51 (“A 

single frame period is the continuous exposure time over which any of the entire 

array of pixels ... is exposed.”)5  Consistent with Patent Owner’s proposed 

construction, the ‘180 Patent repeatedly speaks of controlling the “frame rate,” 

which is typically expressed as the number of single images captured by the sensor 

per second.  Ex. 1001, 4:57-60 (“imager frame rate”); 4:9-15 (“independent frame 

rate), 5:63-66 (“frame rate”); 7:23-27 (“frame rate”); and Ex. 2013, ¶77.  

 Petitioner appears to agree with Patent Owner’s interpretation equating 

“during a frame” to the exposure interval during which an image sensor captures a 

single image.”  For example, the Petition states that “[a] POSITA would have 

understood that “during a frame” refers to during a period of time that data for an 

image frame is acquired.” Pet., 7-8 (emphasis added).  However, in its proposed 

 
5 See also, Ex. 2006, 6:5-19 (describing the “frame exposure period” in a rolling 

mode shutter as extends from the start of the exposure interval of the first row (or 

scanline) to the stop time of the exposure interval for the last row or scanline.) 
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construction of “during a frame,” the Petition omits the connection to the period of 

time that data for an image is acquired.  Ex. 2013, ¶78. Instead, the Petition proposes 

to construe “during a frame” as simply “during a period of time” (namely, any period 

of time) -- which effectively reads the limitation out of the claim.  Pet., 6.  Petitioner 

needed to take this tact because none of the references relied on in the Petition show 

application of the required independent control occurring  during the period of time 

that data is acquired by an image sensor.   See, Section IX, infra; Ex. 2013, ¶79.  

When used as a preposition as in the case of claim 22, the term “during” 

imparts a temporal requirement6 and means “at some time between the beginning 

and the end of a period.”  Ex. 2013, ¶79; Cambridge Dictionary, Ex. 2011, 1.  Thus, 

“during a frame” as used in claim 22 should be construed as “at some point between 

the beginning and the end of the exposure interval during which an image sensor 

captures a single image.” 

  

 
6 Unlike independent claim 22 which recites “independently controlling 

simultaneous data acquisition with each of the first and second channels during a 

frame,” independent claim 1 has no corresponding temporal requirement.  More 

specifically, claim 1 does not recite the temporal requirement that the independent 

control occur “during a frame.”  Ex. 1001, 24:12-15.  Under the doctrine of claim 

differentiation, this distinction between independent claims 1 and 22 highlights the 

importance of imparting meaning to the phrase “during a frame” in claim 22. 
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VI. APPLICABLE LEGAL STANDARDS  
 

The Board may only grant a petition for IPR where “the information presented 

in the petition ... shows that there is a reasonable likelihood that the petitioner would 

prevail with respect to at least 1 of the claims challenged in the petition.” 35 U.S.C. 

§ 314(a); 37 C.F.R. § 42.108(c). Accordingly, the Petitioner bears the burden of 

showing this statutory threshold has been met. See Office Patent Trial Practice 

Guide, 77 Fed. Reg. 48,756, 48,756 (Aug. 14, 2012) (“The Board ... may institute a 

trial where the petitioner establishes that the standards for instituting the requested 

trial are met...”) 

VII. A PERSON HAVING ORDINARY SKILL IN THE ART 
 

A person of ordinary skill in the art (“POSITA”) as of the effective filing date 

of the ‘180 Patent would have had a bachelor’s degree in electrical engineering, 

computer science, computer engineering, physics, or a related subject, and two to 

three years of work experience in digital imaging. Ex. 2013, ¶80. 

VIII. GROUND 1 FAILS TO RENDER CLAIMS 1, 2-3 AND 10-12 

UNPATENTABLE BECAUSE MATSUSHIMA-YU FAILS TO 

COMBINE MULTIPLE HIGH RESOLUTION IMAGES WITH 

DIFFERENT FIELDS OF VIEW 

 

 Ground 1 challenges independent claim 1 as obvious over the combination of 

Matsushima and Yu (“Matsushima-Yu”).  However, with respect to limitation in 

claim 1 reciting “the processing component configured to combine data of frame ... 



32 
 
 
 

to provide an image having a relatively high resolution,” Ground 1 of the Petition 

relies solely on Matsushima.  Pet., 57-59.  As explained below, Matsushima fails to 

meet this limitation because the reference fails to combine data from multiple high 

resolution images with different fields of view acquired simultaneously.  Rather, just 

like the images from the foveal sensor disparaged in the Background of the ‘180 

Patent, Matsushima’s synthesized images have a high resolution only in a single 

narrow field of view surrounded by low resolution data.  Ex. 1001, 3:21-36 and 9:3-

5; Ex. 2013, ¶81. 

A. Overview of Matsushima 

  

 Matsushima discloses “a digital camera having a wide-angle first imaging 

system and a telephoto second imaging system.”  Ex. 1007, 1. The first imaging 

system captures a first image 62A (left side) with a wide angle lens, and the second 

imaging system captures a second image 62B (right side) using a telephoto lens with 

a longer focal length than the lens used in the first imaging system. Id., 1, 3; Ex. 

2013, ¶82. 
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Ex. 1007, 1. Image 62B (captured by the second imaging system using the telephoto 

lens) is then “scaled down to the same magnification” as “captured image 62A taken 

using the first imaging system” and “synthesized with the captured image 62A taken 

using the first imaging system.”  Id., 1; Ex. 2013, ¶83. As explained in Matsushima: 

 The synthesizing means synthesizes the first captured image with 

the image that has been scaled down using the scale-down means. At 

this time, an image that has been scaled down using the scale-down 

means is generated from an image taken with the telephoto second 

imaging system, so the amount of information is greater than the 

amount of information in the central portion of the first captured image. 

This enables the image quality in the center of the image to be 

improved.  Ex. 1007, [0011]. 

 

Figure 1 of Matsushita (reproduced below) discloses a first imaging system 

12A (red box) and a second imaging system 12B (green box). 
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First imaging system 12A (red box) includes “[i]maging optics 14A” which “are 

composed of a first lens group 19A with an imaging lens 15A and a focus lens 16A, 

and an aperture 17A.”  Id., [0019]. Similarly, the second imaging system 12B (green 

box) includes “imaging optics 14B” which “are composed of a second lens group 

19B with an imaging lens 15B and a focus lens 16B, and an aperture 17B.”  Id. “Lens 

group 19A is a wide-angle single focal length lens whose shooting angle α is wider 

than the shooting angle β of lens group 19B.”  Id., [0020]. The first imaging system 

12A includes CCD 18A, and the second imaging system includes CCD 18B. Id., 

[0021]. “CCD 18A and CCD 18B can be ... CCDs of the same size, that is, the same 

number of pixels.”  Id.   
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B. Matsushima Fails To Combine Multiple High Resolution Images 

With Different Fields Of View 
 

As explained above, the limitation in claim 1 reciting an “image having a 

relatively high resolution” formed by “combin[ing] data of a frame” (as recited in 

claim 1) is an image formed from multiple high resolution images with different 

fields of view acquired simultaneously.  See, Section V(A), supra; Ex. 2013, ¶85.  

The Petition asserts that this limitation from claim 1 is met by combining images 

62A and 62B in Matsushima. Pet., 57.7  However, only one of the images (i.e., image 

62A) used to form the synthesized image in Matsushima corresponds to a high 

resolution image.  The other image (i.e., image 62B) corresponds to a low resolution 

image.  Ex. 2013, ¶85. As shown in the annotated version of Figure 4 of Matsushima 

below, Matsushima’s synthesized image includes a high resolution image only in the 

narrow field of view in the center of the image, while the surrounding areas 

correspond to a low resolution image. Id. 

 

 
7 In this regard, the Petition (at 57) argues: “Matsushima describes the processing 

component discussed at Ground 1:[1.2.1]-[1.2.2] is configured to combine (synthesis 

processing) data of a frame (data of an image frame 62A and data of an image frame 

62B) from at least one of the plurality of channels (first and second imaging systems 

12A and 12B) to provide an image having a relatively high resolution (an image 

frame of FIG. 6 with improved image quality). Ex.1007, [0007] (“a telephoto 

captured image is combined in the center of a wide-angle captured image”)” 

(emphasis in original, citations omitted). 
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Just like the image produced by the foveal image sensor and disparaged in the ‘180 

Patent, Matsushima’s synthesized image corresponds to an image having a high 

resolution only in the narrow field of view corresponding to the center of the image.  

Ex. 2013, ¶86. Thus, Matsushima fails to disclose an “image having a relatively high 

resolution” formed by combining data from multiple high resolution images with 

different fields of view acquired simultaneously, as required by claim 1. Id. Since 

the Petitioner has failed to demonstrate that Matsushima-Yu expressly or inherently 

discloses all of the limitations of claim 1, Ground 1 of the Petition has failed to 

demonstrate a reasonable likelihood of success with respect to claim 1. 

C. Ground 1 Fails to Render Dependent Claims 2-3 And 10-12 

Unpatentable  
 

 Dependent claims 2-3 and 10-12 are also challenged in Ground 1.  The 

mappings for these dependent claims in Ground 1 rely on the same mappings for 

independent claim 1 discussed immediately above.  Since Ground 1 of the Petition 

fails to demonstrate that all of the limitations of claim 1 are met by Matsushima-Yu, 
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Ground 1 of the Petition has similarly failed to demonstrate a reasonable likelihood 

of success with respect to dependent claims 2-3 and 10-12.   

IX. GROUND 1 FAILS TO RENDER CLAIM 22 UNPATENTABLE 

BECAUSE MATSUSHIMA-YU FAILS TO DISCLOSE 

INDEPENDENTLY CONTROLLING SIMULTANEOUS DATA 

ACQUISITION DURING A FRAME 

 

Claim 22 recites “independently controlling simultaneous data acquisition 

with each of the first and second channels during a frame.”  This claim limitation 

requires the combination of: (i) independent control of simultaneous data acquisition 

with the first and second channels, and (ii) that such independent control take place 

during a frame.  Both aspects must be present for the limitation to be satisfied.  The 

Petition identifies a laundry list of aspects of Matsushima and/or Yu as purporting 

to meet this limitation; however, not one of these aspects maps to “independently 

controlling simultaneous data acquisition with each of the first and second channels 

during a frame.” Ex. 2013, ¶87. 

As explained in Section V(B), supra, the limitation in claim 22 requiring 

application of independent control “during a frame” requires independently 

controlling data acquisition at some point between the beginning and the end of the 

exposure interval during which an image sensor captures a single image. 
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  As explained above, operation of an image sensor in a “rolling mode” 

(illustrated again below) as disclosed in the ‘180 Patent is an example of controlling 

data acquisition ... during a frame.  Ex. 1001, 20:48-50; Ex. 2013, ¶88. 

 

Ex. 2006, Figure 3.  In the rolling mode, the start time of the interval for each 

subsequent row (or scanline) in the sensor is some interval after the start time of the 

exposure interval for the previous row. Id., 6:1-5; Ex. 2007, 1:37-42; Ex. 2013, ¶89.   

Thus, when an image sensor is operating in the rolling mode, the start and stop time 

of the integration interval of individual rows (or scanlines) of pixels is controlled 

during the frame.  See Section II(B), supra; Ex. 2013, ¶89. By contrast, a sensor can 

be operated in a “snap-shot” mode (also referred to as a “global shutter”) where 

common control signals are applied only at the confines of the frame exposure rather 

than during the frame, i.e., rather than at some point between the beginning and the 
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end of the exposure interval during which the image sensor captures a single image.  

See Section II(B), supra; Ex. 2013, ¶89. 

In Ground 1, the Petition alleges that the limitation in claim 22 reciting 

“independently controlling simultaneous data acquisition ... during a frame” is met 

by Matsushima alone, or in combination with Yu.  Pet., 21-34.  However, Petitioners 

analysis appears to skip over the temporal aspect of this control requirement, namely 

that it occur “during a frame.”  There is no evidence that any of the control applied 

by Matsushima or Yu occurs “during a frame” -- as opposed, e.g., before the frame.  

Ex. 2013, ¶90. Set forth below is analysis of each of the disclosures from 

Matsushima and Yu relied on in the Petition for the limitation in question. 

A. Control of Matsushima’s Lenses And Apertures Does Not Occur 

“During A Frame” 
 

The Petition maps each of (i) calculations performed by Matsushima’s CPU 

that control “the driving circuits 52A and 52B of the imaging lenses 15A and 15B, 

the focus lenses 16A and 16B, and the apertures 17A and 17B” and (ii) the operation 

of Matsushima’s automatic focus (AF) function, to the limitation requiring 

application of independent control “during a frame.”  Pet., 21 and 26.  However, 

there is no evidence that any of this control occurs “during a frame,” i.e., at a point 

between the beginning and the end of the exposure interval during which the image 

sensor captures an image.  See Section II(B), supra.  On the contrary, a POSITA 
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would have expected any adjustments to Matsushima’s lens (e.g., autofocusing) and 

apertures to occur before the exposure interval during which the image sensor 

captures a single image. Ex. 2013, ¶91. 

B. Matsushima’s Timing Signals Do Not Control Data Acquisition 

“During A Frame” 

 

 The Petition also maps Matsushima’s “timing signals” to the limitation 

requiring application of independent control “during a frame.”  Pet., 24.  The Petition 

(at 24) relies on the following disclosure in Matsushima discussing timing signals: 

 A timing signal generating circuit (TG) 28 provides appropriate 

timing signals to the CCD drive circuits 20A and 20B, the CDS circuits 

22A and 22B, and the A/D converters 24A and 24B in response to 

commands from the CPU 30, and each circuit is driven synchronously 

by timing signals applied from the timing signal generating circuit 28. 

Ex. 1007, [0027] (emphasis added). 

 

 For multiple reasons, this passage fails to disclose independent control of data 

acquisition “during a frame.”   First, Matsushima discloses that these timing signals 

are used to control the timing of the retrieval of information from the CCDs, rather 

than the acquisition of data by each CCD. See Ex. 1007, [0023] (“The accumulated 

signal charges are retrieved by CCD drive pulses applied by CCD drive circuits 20A 

and 20B, and are sequentially output from CCD 18A and CCD 18B.”)  Second, the 

Petition provides no evidence that these timing signals apply control “during a 

frame,” i.e., at a point between the beginning and the end of the exposure interval 

during which the image sensor captures an image.  See Section II(B), supra.  On the 
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contrary, a POSITA would have understood that Matsushima’s timing signals for 

retrieving data from the CCDs could occur after the exposure interval during which 

the image sensor captures a single image.  Ex. 2013, ¶93.   

C. Pressing Matsushima’s “Release Button” Does Not Independently 

Control Data Acquisition With First And Second Channels 

“During A Frame” 

 

 The Petition also maps the pressing of Matsushima’s “release button” to the 

limitation requiring application of independent control “during a frame.”  Pet., 24-

25.  Pressing of the release button in Matsushima does not equate to the application 

of independently controlling data acquisition with each of the first and second 

channels “during a frame.”  First, there is no evidence that depression of the release 

button independently controls the first and second channels.  Rather, to the extent 

actuation of the release button is “control,” it is common control -- rather than 

independent control -- with respect to the first and second channels.  Ex. 2013, ¶94.  

Second, actuation of the release button does not occur “during a frame,” i.e., at a 

point between the beginning and the end of the exposure interval during which the 

image sensor captures a single image.  See Section II(B), supra; Ex. 2013, ¶94.  On 

the contrary, a POSITA would have understood that actuation of the release button 

would necessarily need to occur before the exposure interval during which the image 

sensor captures an image.  Ex. 2013, ¶94.   
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D. Matsushima’s Correlated Double Sampling Circuit, A/D 

Converters And Integration Circuits Do Not Independently 

Control Data Acquisition With First And Second Channels 

“During A Frame” 

 

 The Petition also maps Matsushima’s “correlated double sampling circuits 

22A and 22B, and analog-to-digital (A/D) converters 24A and 24B” and “integration 

circuits 60A and 60B” to the limitation requiring application of independent control 

of data acquisition with each channel “during a frame.”  Pet., 25 and 28.  This 

mapping fails for at least two reasons. 

 First, Matsushima’s correlated double sampling circuits 22A and 22B, analog-

to-digital (A/D) converters 24A and 24B, and integration circuits 60A and 60B are 

not part of the first and second channels as mapped in the Petition.  As shown in the 

image from the Petition reproduced below, the channels simply do not include 

correlated double sampling circuits 22A and 22B, analog-to-digital (A/D) converters 

24A and 24B and integration circuits 60A and 60B. 
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Pet., 19.  Because the correlated double sampling circuits 22A and 22B, analog-to-

digital (A/D) converters 24A and 24B and integration circuits 60A and 60B are not 

part of the first and second channels, it is clear that any control of these components 

does not amount to “independently controlling simultaneous data acquisition with 

each of the first and second channels ...,” as claimed. Ex. 2013, ¶96. 

 Second, the correlated double sampling circuits 22A and 22B, analog-to-

digital (A/D) converters 24A and 24B, and integration circuits 60A and 60B are 

downstream of the CCDs 18A and 18B that acquire the images.  Ex. 2013, ¶97. The 

Petition provides no evidence that the correlated double sampling circuits 22A and 

22B,  analog-to-digital (A/D) converters 24A and 24B, and integration circuits apply 

control “during a frame,” i.e., at a point between the beginning and the end of the 

exposure interval during which the image sensor captures an image.  See Section 

II(B), supra.  Ex. 2013, ¶97. 

E. Matsushima Fails To Teach Independent Control Of Integration 

Time Or Exposure Time For Its Imaging Systems “During A 

Frame” 

 

1. The Text Of Matsushima Describes A Common Integration 

Time Or Exposure Time For Both Imaging Systems 

 

 While Matsushima describes a dual-imaging system with separate CCD 

sensors, its exposure control mechanism applies a single charge accumulation time 

to both CCDs, indicating that integration time is not independently managed for each 
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sensor. Ex. 2013, ¶98. Matsushima’s automatic exposure (AE) control relies on a 

single luminance value to determine a common aperture setting and shutter speed, 

which are then applied uniformly to both imaging systems.  Id. The common 

integration time control for both imaging systems in Matsushima fails to meet the 

limitation in claim 22 requiring “independently controlling simultaneous data 

acquisition with each of the first and second channels.” Id. 

In Matsushima, “CPU 30 performs various calculations such as focus 

evaluation calculations and AE [automatic exposure] calculations.” Ex. 1007, 

[0031]. However, Matsushima makes clear that a single charge accumulation time 

is used for controlling both CCD 18A and 18B in Matsushita’s two imaging systems. 

Ex. 2013, ¶99. From Matsushima: 

 For AE control, the subject luminance (imaging EV value) is 

determined based on integration of the R, G, and B signals in a single 

frame by the integration circuits 60A and 60B, and the aperture value 

and shutter speed are determined based on this imaging EV value. The 

apertures 17A and 17B are driven via the drive circuits 52A and 52B, 

and the CCD 18A and CCD 18B charge accumulation time is controlled 

using an electronic shutter to reach the determined shutter speed. ... 

 

 During imaging and recording, the AF operation is performed 

when the release button is “half-pressed,” and the metering operation is 

repeated several times to obtain the exact imaging EV. The final 

aperture value and shutter speed for imaging is then determined based 

on the imaging EV. The apertures 17A and 17B are then driven to the 

final aperture value when the release button is “fully press”, and the 

charge accumulation time is controlled by the electronic shutters at the 

determined shutter speed. Id., [0034]-[0035] (emphasis added). 
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The fact that Matsushima refers to “the charge accumulation time” (in the singular) 

of both “the CCD 18A and CCD 18B” indicates that the same charge accumulation 

time is used to drive both devices. Ex. 2013, ¶100. Matsushima’s references to “the 

subject luminance” (singular), one EV value (singular), “the final aperture value” 

(singular) used to drive for both apertures 17A and 17B, and “the determined shutter 

speed (singular), likewise indicate that one luminance (EV value) is determined for 

the subject, and a common aperture value as well as a common shutter speed are used 

in both imaging systems. Id. Matsushima’s use of a common accumulation time for 

both of its CCDs fails to disclose “independently controlling simultaneous data 

acquisition with each of the first and second channels,” as recited in claim 22. Id. 

2. The Testimony Of Petitioner’s Expert Alleging That 

Matsushima Uses Different Integration Times Is 

Unsupported By The Reference 

 

 Petitioner’s expert asserts that Matsushima discloses images with different 

integration times, but this assertion is unsupported by the actual disclosure of 

Matsushima. As explained below, the cited passages relied on in the expert 

declaration do not reference independent integration time control or variation 

between the two imaging systems. Instead, Matsushima consistently refers to the 

subject luminance and the charge accumulation time in the singular, indicating that 

a single exposure control is applied to both CCDs. Ex. 2013, ¶101. The expert’s 
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attempt to infer different integration times based on a supposed difference in 

luminance across fields of view is not grounded in Matsushima’s teachings.  Id. 

In his Declaration, Petitioner’s expert stated; 

 99. Matsushima performs independent control of aperture and 

charge accumulation time for each channel to achieve “optimal 

exposure adjustment” for image acquisition, because the AE control is 

based on independently determined imaging EV values of the channels 

with different FOVs, e.g., different EV values for each channel, where 

the corresponding portions of the FOVs of the same scene have 

different brightness. Ex.1007, [0017]. The AE control is performed by 

independently controlling charge accumulation times for the channels, 

based on the independent determination of the first subject luminance 

for the first FOV and the second subject luminance for the second FOV. 

Ex.1007, [0034]. Matsushima describes that the first subject luminance 

of shooting angle α and the second subject luminance of shooting angel 

β are determined independently (by circuit 60A for first channel, and 

60B for second channel independently). Ex.1007, [0034] (AE control 

is based on the subject luminance (imaging EV value) according to the 

scene of the respective FOV). 

 

Ex. 1003, ¶99 (emphasis added). The assertions that Matsushima has “different EV 

values for each channel” and that in Matsushima there is “a first subject luminance” 

and “a second subject luminance” are not supported (either expressly or inherently) 

in Matsushima. Ex. 2013, ¶103. The citations (paragraphs [0017] and [0034] of 

Matsushima) that Petitioner’s expert cited for this assertion are set forth below: 

[0017] FIG. 1 is a block diagram showing the configuration of a digital 

camera. This digital camera 10 has two independent imaging systems 

(a first imaging system 12A and a second imaging system 12B), and 

subject images are formed on the light-receiving surfaces of CCD 18A 

and 18B via imaging optics 14A and 14B, respectively. 

* * * 
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[0034] For AE control, the subject luminance (imaging EV value) is 

determined based on integration of the R, G, and B signals in a single 

frame by the integration circuits 60A and 60B, and the aperture value 

and shutter speed are determined based on this imaging EV value. The 

apertures 17A and 17B are driven via the drive circuits 52A and 52B, 

and the CCD 18A and CCD 18B charge accumulation time is 

controlled using an electronic shutter to reach the determined shutter 

speed. ... (emphasis added).   

 

The portions of Matsushima (above) relied on by Petitioner’s expert do not disclose 

“different EV values for each channel” -- the actual text discloses “this EV value” 

(singular).   Ex. 2013, ¶103. Nor does the text of Matsushima describe “a first subject 

luminance” and “a second subject luminance” -- instead, the actual text of 

Matsushima refers to “the subject luminance” (singular).  Id. 

 Later, Petitioner’s expert alleges: 

 102.  In Matsushima, the charge accumulation time/integration 

times of the two channels would have independent values, because the 

first and second channels are controlled independently based on 

captured images of different subject luminance with different FOVs. 

Ex.1007, [0034]. For example, the first sensor imaging the larger FOV 

(see 62A including the sun, the sky and other background objects) has 

a different subject illuminance (e.g., a higher subject illuminance) from 

the second sensor imaging the smaller FOV (see 62B including a person 

and a flower), thereby a different integration time (e.g., a shorter 

integration time) is determined for the first channel. (Emphasis added). 

 

 The text of Matsushima (e.g., at [0034]-[0035]) says the opposite of what 

Petitioner’s expert alleges it does.  Ex. 2013, ¶104. Specifically, those portions of 

Matsushima describe “the subject luminance” (singular) and “the charge 

accumulation time” (singular) -- rather than different subject luminances or different 
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integration times.  Id. In making this analysis, Petitioner’s expert has strayed far and 

wide from what a POSITA would have understood from the actual words of 

Matsushita. 

3. Given The Known Obstacles To Synthesizing Digital Images 

With Different Exposures, Interpreting Matsushima As 

Disclosing  Different Integration Times Would Be 

Inconsistent With The Prior Art As A Whole 
 

 Petitioner’s argument that Matsushima’s images 62A and 62B have different 

exposure times—and that this equates to different integration times—is both 

inconsistent with Matsushima’s disclosure and contrary to the understanding of the 

prior art. Ex. 2013, ¶105. Matsushima explicitly describes a synthesis process aimed 

at achieving a natural boundary between combined images, a goal that the prior art 

recognized as particularly challenging when merging images with different 

exposures. Id. More specifically, prior research, including studies on image mosaics, 

highlighted the difficulty of blending images with differing exposures without 

producing unnatural seams.  Id. Thus, Petitioner’s argument that images 62A and 

62B in Matsushima have different exposure times (which the Petition equates with 

different integration times) is inconsistent with the teachings of the prior art as a 

whole, which recognized the challenge of achieving a natural boundary (as called 

for Matsushima) when synthesizing images with different exposures.  Id. 
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   As shown in Figures 4A and 4B of Matsushima (reproduced below), 

Matsushima disclosed that “a scaled down image 66 is generated from a captured 

image 62B” by scaling down image 62B “to the same magnification (shooting angle) 

as the captured image 62A,” and then “both images are synthesized by replacing the 

image in the center of the captured image 62A corresponding to the scaled down 

image 66, with the scaled down image 66.”  Ex. 1007, [0049]; Ex. 2013, ¶106.   

 

Matsushima recognized that “simply replacing the image in the center of the 

captured image 62A with the scaled down image 66 may result in an unnatural 

boundary between the two images,” and stated that “correction data is generated to 

correct the image in the peripheral regions 68 based on the image data in the 

peripheral region 68 (shaded region) of the scaled down image 66 and the image data 

in the peripheral region 68 of the captured image 62A.”  Ex. 1007, [0050]-[0051] 

(emphasis added). The “correction data” is used so that “the boundary between the 

captured image 62A and the scaled down image 66 can be kept from becoming 
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unnatural.”  Id., [0057]; Ex. 2013, ¶107. Matsushima’s “correction data” is 

represented by the “correction curve” illustrated in Figure 5 of the reference, which 

functions to “blend” the areas of overlap.  Id. 

 Matsushima does not state that its techniques were useful for synthesizing 

images with different exposures. This is not surprising, because synthesizing   

images with different exposures in a manner that resulted in a natural boundary was 

a known problem.  Ex. 2013, ¶108. As explained in one paper from the time 

(authored by researchers at Harvard and Microsoft): 

When capturing images to create mosaics, automatic cameras often 

change their exposure settings. Even if the images are blended in the 

areas of overlap, if the exposure difference between images is too high, 

it will give the panorama a creased look around the edges of the 

overlap. Feathering [10] the effect of the blend into the rest of the image 

will help remove creases, but the exposure change will still be too 

abrupt to appear natural. (Figure 7) Uyttendaele, Matthew, Ashley 

Eden, and Richard Skeliski. “Eliminating ghosting and exposure 

artifacts in image mosaics.” Proceedings of the 2001 IEEE Computer 

Society Conference on Computer Vision and Pattern Recognition. 

CVPR 2001. Vol. 2. IEEE, 2001. Ex. 2012, 4 (emphasis added). 

 

The unnatural boundary after synthesis of the images with different exposures is 

illustrated in Figure 7(A) of the paper (reproduced below): 
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Id., 6. Figure 7(A) (above) shows a two image mosaic where two images with 

different exposures have been blended and feathered. Id., 4, 6. The boundary 

between the two images is a highly noticeable and far from “natural” boundary 

between images 62A and 66 called for in Matsushima. Id., 6 (referring to “the sharp 

transition between images in the center of the mosaic”); Ex. 2013, ¶109. 

 The paper discussed two methods for potentially ameliorating the unnatural 

boundary shown in Figure 7(A), neither of which resulted in a natural boundary. Ex. 

2013, ¶110. One method, referred to as a “block based exposure adjustment,” 

resulted in the image shown in Figure 7(B) of the paper (reproduced below): 
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After “block based exposure adjustment,” the boundary between the two images is 

still highly noticeable and far from “natural” boundary between images 62A and 66 

called for in Matsushima. Id. 

 The other method for potentially ameliorating the unnatural boundary method 

involved the application of an “exposure compensation algorithm” and resulted in 

the image shown in Figure 7(C) of the paper (reproduced below): 
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While somewhat improved, the boundary between the two images is still noticeable 

and far from “natural” boundary between images called for in Matsushima. Ex. 

2013, ¶111. 

 When viewed in light of the prior art as a whole -- which recognized the 

challenge of synthesizing images with different exposures in a manner that resulted 

in the natural boundary explicitly called for by Matsushima -- the actual wording of 

Matsushima makes sense. More specifically, Matsushima’s description of a  

common charge accumulation for both CCD 18A and CCD 18B would have resulted 

in images having the same exposure.  Ex. 2013, ¶112. While Matsushima’s blending 

of images with the same exposure may indeed have resulted in the natural boundary 

called for by the reference, there is no description in Matsushima or in the Petition 

itself of any techniques at the time that could have synthesized images with different 

exposures in a way that would have resulted in the natural boundary called for by 

Matsushima. Id. Thus, in addition to deviating from the actual text of Matsushima, 

Petitioner’s reading of the Matsushima is inconsistent with the state of the art, which 

recognized that achieving a natural boundary8 between images with different 

 
8 Avoiding an unnatural boundary between image seams was central to Matsushima, 

which, like Yu, was directed to images like those captured with film that would be 

pleasing to the eye. Ex. 2013, 112.  By contrast, the ‘180 Patent was directed to 

“visual imaging tasks including search, detection, recognition and tracking” 

associated with “active vision systems of autonomous or semi-autonomous host 

systems” ranging from “robots, unmanned vehicles, self-navigating cars, automatic 
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exposures was problematic.  Id. For these additional reasons, the Petitioner has failed 

to demonstrate that Matsushima expressly or inherently discloses independent 

control of the integration time of channel. 

4. There Is No Evidence That Matsushima’s Integration Time 

Or Exposure Time Control Is Applied “During A Frame” 

 

 Finally, even if Matsushima independently controlled the integration time of 

each sensor (it does not), there is no evidence that such integration time control is 

applied “during the frame,” i.e., at a point between the beginning and the end of the 

exposure interval during which the image sensor captures an image. Ex. 2013, ¶113. 

Matsushima does not disclose that its integration control operates in a “rolling mode” 

(or using a “rolling shutter”) where the start and stop time of the integration interval 

of individual rows (or scanlines) of pixels is controlled during the frame.  Nor is 

such an implementation inherent that Matsushima.  Id.  For example, a sensor can 

be operated in a “snap-shot” mode (also referred to as a “global shutter”) where 

common control signals are applied only at the confines of the frame exposure rather 

than during the frame, i.e., at some point between the beginning and the end of the 

exposure interval during which the image sensor captures a single image. Id. Thus, 

 

assembly and product inspection systems ... smart weapons and missile defense 

systems.” Ex. 1001, 3:32-34 and 3:64-4:9.  While high resolution images are 

required for these machine vision applications, there is no requirement that the 

images be pleasing to the eye. Ex. 2013, 112. 
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Matsushima fails to disclose (expressly or inherently) integration time control that 

is applied “during the frame.”   

F. The Petition Presents No Evidence That Yu Independently 

Controls Data Acquisition With First And Second Channels 

“During A Frame” 

 

1. Overview of Yu 
 

 Yu is directed to “digital photography,” and to a digital camera that takes 

digital photographs (still images) with colors and details that more closely replicate 

that of film cameras. Ex. 2013, ¶114. Starting with its “Description of Related Art,” 

Yu describes the capability of film-photography to produce high-resolution images 

and vivid colors, and explained the shortcomings of existing digital photography 

techniques that lacked the high-resolution and vivid colors produced by film. From 

Yu: 

Description of Related Art  

 Digital photography is one of the most exciting technologies to 

emerge during the twentieth century. With the appropriate hardware 

and software (and a little knowledge), anyone can put the principles of 

digital photography to work. Digital cameras are on the cutting edge 

of digital photography. ... 

 

  Digital cameras, however, do not work in the way as the 

traditional film cameras do. In fact, they are more closely related to 

computer scanners, copiers, or fax machines.   ...  

 

 Nevertheless, there are many cases in which digital cameras 

simply could not be used due to the limited resolutions from today’s 

digital cameras. Film-based photographs have immeasurably higher 

resolutions than digital cameras. The comparison magnitude may be 
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somewhere millions of pixels versus tens thousands of pixels in the 

digital cameras. Although, it is theoretically possible to design a 

photosensitive chip with multimillion of pixels, the cost of such chip 

would be a forbidden number and may consequently drag the digital 

cameras out of the consumer market. ... 

 

 To have color images with higher resolutions, the number of 

photocells in a sensor must be increased. ... Therefore there is a great 

need for a generic solution that makes digital cameras capable of 

producing high resolution images without  enormously incurring the 

cost of photosensitive chips with multimillion photocells.  

 

 A second noticeable quality between digital cameras and film-

based cameras is the dynamic range. Films have the necessary 

chemical pigments to make colors much more vivid and more adaptive 

to light conditions than current digital cameras can do. This is largely 

due to the limited pixel depth the current digital cameras could produce 

and the limited sensitivity of the photocells in the image sensor. There 

is thus a further need for digital cameras that produce better colors and 

details in a greater range. ... Ex. 1005, 1:12-2:16 (emphasis added). 

 

 After discussing the deficiencies of digital photography as compared to film-

based photography, Yu positioned its invention as having “been made in 

consideration of the above described problems and needs” in order to improve the 

image resolution and color ranges of existing digital cameras by providing “film-

like true color” images “without incurring substantial costs.”  From Yu: 

SUMMARY OF THE INVENTION 

 Recent product introductions, technological advancements, and 

price cuts, along with the emergence of email and the World Wide Web, 

have helped make digital cameras the hottest new category of consumer 

electronics products. But the image qualities, noticeably the image  

resolutions and color dynamic ranges, have limited the popularity of 

digital cameras among consumers. Under the constraints of improving 

image qualities without incurring substantial costs to the digital 
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cameras, the present invention discloses improved digital cameras that 

use multiple image sensors with multiple lenses. 

 

 The present invention has been made in consideration of the 

above described problems and needs and has particular applications to 

digital cameras that are demanded to produce digital images of high 

qualities. ... Using a set of digital image processes embedded in a digital 

signal processing chip, images from the three color image sensors are 

processed with reference to the image from the black-and-white image 

sensor and subsequently produce high quality and film-like true color 

digital images. Ex. 1005, 2:23-49 (emphasis added). 

 

 The Detailed Description Of The Preferred Embodiments of Yu also 

emphasized that Yu was directed to a digital camera that, in some cases, had the 

same look as a “regular film camera” and that could capture digital photographs that 

could be printed “on glossy paper.” From Yu: 

 FIG. 4B shows another arrangement of four lenses 402, 404, 406 

and 408 in a regular camera lens opening 410 so that the exterior 

appearance of a digital camera with multiple sensors and multiple 

lenses may look the same as a regular film camera. Ex. 1005, 6:17-21 

(emphasis added). 

* * * 

 For completeness, along with digital image processing circuitry 

338, post circuitry 350 includes all necessary circuits to further process 

vector or color image 340. It is understood to those skilled in the art 

that some of the functions performed may include image compression 

in a conventional format such as JPEG and necessary I/O functions so 

that color images generated by digital camera 300 may be downloaded 

to other computing devices for further artistic editing/processing and 

subsequently for printing on glossy paper or publication on the Internet 

or World Wide Web.   Ex. 1005, 7:9-18 (emphasis added). 
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2. There Is No Evidence That Yu Independently Controls Data 

Acquisition With First And Second Channels “During A 

Frame” 

 

 Assuming arguendo that Yu independently controlled the integration time of 

each sensor, there is no evidence that such integration time control is applied “during 

the frame,” i.e., at a point between the beginning and the end of the exposure interval 

during which the image sensor captures an image. Ex. 2013, ¶116. Yu does not 

disclose that its integration control operates in a “rolling mode” (or using a “rolling 

shutter”) where the start and stop time of the integration interval of individual rows 

(or scanlines) of pixels is controlled during the frame. Id. Nor is such an 

implementation inherent that Yu.  As described in Section IX(F)(1), supra, Yu is 

directed to a digital camera that takes digital photographs (still images) with colors 

and details that more closely replicate that of film cameras.  Thus, Yu’s sensor would 

have been expected to operate in a “snap-shot” mode (also referred to as a “global 

shutter”) where common control signals are applied only at the confines of the frame 

exposure rather than during the frame, i.e., at some point between the beginning and 

the end of the exposure interval during which the image sensor captures a single 

image. Ex. 2013, ¶116. Thus, Yu fails to disclose (expressly or inherently) 

integration time control that is applied “during the frame.” 
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G. It Would Not Have Been Obvious To Combine Matsushima And 

Yu As Proposed In The Petition 

 

 The Petition argues in the alternative that it would have been obvious to apply 

Yu’s independent integration time control to Matsushima.  However, in the 

combination as proposed, Matsushima’s images 62A and 62B would have had 

different exposures, resulting in a synthesized image with an unnatural boundary.  

See, Section X(E)(3), supra; Ex. 2013, ¶117.  Matsushima’s focus on maintaining a 

natural boundary in the synthesized image between images 62A and 62B would have 

discouraged a POSITA from using different integration times to capture images 62A 

and 62B.  See, Section X(E)(3), supra; Ex. 2013, ¶117. 

H. Ground 1 Fails To Present A Reasonable Likelihood Of Success 

With Respect To Independent Claim 22 
 

In summary, the Petition’s challenge of independent Claim 22 in Ground 1 is 

deficient for multiple reasons.  Claim 22 requires the combination of: (i) independent 

control of simultaneous data acquisition with the first and second channels, and (ii) 

that such independent control take place during a frame, i.e., at a point between the 

beginning and the end of the exposure interval during which the image sensor 

captures an image.  The Petition identifies a laundry list of aspects of Matsushima 

and/or Yu as purporting to meet this limitation; however, not one of these aspects 

independently controls simultaneous data acquisition with each of the first and 

second channels between the beginning and the end of the exposure interval during 
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which the image sensor captures an image.  Independent control of Matsushima’s 

lenses and apertures does not occur during this time interval, nor do Matsushima’s 

timing signals independently control data acquisition during such time interval.  

Depression of Matsushima’s release button and Matsushima’s correlated double 

sampling circuit, A/D converters and integration circuits also fail to independently 

control data acquisition between the beginning and the end of the exposure interval 

during which the image sensor captures an image.  

 Matsushima similarly fails to teach independent control of integration time or 

exposure time of its imaging systems between the beginning and the end of the 

exposure interval during which the image sensor captures an image.  In this regard, 

the text of Matsushima only ever describes a common integration time or exposure 

time for both imaging systems, and there is no evidence that Matsushima’s 

integration time or exposure time control is applied between the beginning and the 

end of the exposure interval during which the image sensor captures an image.  

Moreover, given the known obstacles to synthesizing digital images with different 

exposures, interpreting Matsushima as disclosing different integration times would 

be inconsistent with the prior art as a whole 

 With respect to Yu, the Petition presents no evidence that Yu applies 

independent control of data acquisition with first and second channels between the 

beginning and the end of the exposure interval during which the image sensor 
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captures an image.  Moreover, it would not have been obvious to combine 

Matsushima and Yu as proposed in the Petition, as doing so would have caused 

Matsushima’s images 62a and 62b to have had different exposures, resulting in a 

synthesized image with an unnatural boundary.  Matsushima’s focus on maintaining 

a natural boundary in the synthesized image between images 62a and 62b would 

have discouraged the use of different integration times to capture images 62a and 

62b.   

I. Ground 1 Fails To Render Dependent Claims 23-25, 28, 30 And 32-

33 Unpatentable  
 

 Dependent claims 23-25, 28, 30 and 32-33 and are also challenged in Ground 

1.  The mappings for these dependent claims in Ground 1 rely on the same mapping 

for independent claim 22 discussed immediately above.  Since Ground 1 of the 

Petition fails to demonstrate that all of the limitations of claim 22 are met by 

Matsushima-Yu, Ground 1 of the Petition has similarly failed to demonstrate a 

reasonable likelihood of success with respect to dependent claims 23-25, 28, 30, and 

32-33. 

X. GROUND 2 FAILS TO RENDER DEPENDENT CLAIMS 28 AND 30 

UNPATENTABLE 
 

 Dependent claims 28 and 30 and are also challenged in Ground 2.  However, 

the mappings for these dependent claims in Ground 2 rely on the mapping for 

independent claim 22 from Ground 1.  Since Ground 1 of the Petition fails to 
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demonstrate that all of the limitations of claim 22 are met by Matsushima-Yu, 

Ground 2 of the Petition has similarly failed to demonstrate a reasonable likelihood 

of success with respect to dependent claims 28 and 30. 

XI. GROUND 3 FAILS TO RENDER CLAIMS 22-23, 28, AND 30 

UNPATENTABLE 
 

 With respect to independent claim 22, Ground 3 relies on Yu for the limitation 

reciting “independently controlling simultaneous data acquisition with each of the 

first and second channels during a frame.” Pet., 84-85. As explained in Section 

IV(G)(6), supra, Yu fails to meet this limitation.  Ex. 2013, ¶119. 

 Dependent claims 23, 28, and 30 are also challenged in Ground 3. However, 

the mappings for these dependent claims in Ground 3 rely on the mapping for 

independent claim 22 from Ground 3 which, as discussed in the paragraph 

immediately above, is deficient. Therefore, Ground 3 fails to demonstrate a 

reasonable likelihood of success with respect to dependent claims 23, 28 and 30.  
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XII. CONCLUSION 

Petitioner has not met its burden of showing that the cited references, alone or 

in combination, disclose, teach or suggest all of the limitations of the Challenged 

Claims of the ‘180 Patent. The Board should therefore deny institution of the 

Petition. 
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