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luction to HTTP Live Streaming

.ve Streaming provides a reliable, cost-effective means of

'ing continuous and long-form video over the Internet. It

a receiver to adapt the bit rate of the media to the current

¢ conditions in order to maintain uninterrupted playback at the
)Issible quality. It supports interstitial content boundaries.
'ides a flexible framework for media encryption. It can

intly offer multiple renditions of the same content, such as
:ranslations. It offers compatibility with large-scale HTTP

| infrastructure to support delivery to large audiences.

‘he Internet-Draft was first posted in 2009, HTTP Live

.ng has been implemented and deployed by a wide array of

. producers, tools vendors, distributors, and device

‘turers. 1In the subsequent eight years, the protocol has been
| by extensive review and discussion with a variety of media
.ng implementors.

‘pose of this document is to facilitate interoperability

I HTTP Live Streaming implementations by describing the media
.ssion protocol. Using this protocol, a client can receive a
lous stream of media from a server for concurrent presentation.
ycument describes version 7 of the protocol.

.ew

media presentation is specified by a Uniform Resource
‘ier (URI) [REC3986] to a Playlist.

st is either a Media Playlist or a Master Playlist. Both are
;ext files containing URIs and descriptive tags.

I Playlist contains a list of Media Segments, which, when
sequentially, will play the multimedia presentation.
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; an example of a Media Playlist:

I
"TARGETDURATION:10

19.009,
‘media.example.com/first.ts
19.009,
‘media.example.com/second.ts
'13.003,

‘media.example.com/third.ts

'st line is the format identifier tag #EXTM3U. The 1line

1ing #EXT-X-TARGETDURATION says that all Media Segments will be
nds long or less. Then, three Media Segments are declared.

'st and second are 9.009 seconds long; the third is 3.003

r this Playlist, the client first downloads it and then

ids and plays each Media Segment declared within it. The
reloads the Playlist as described in this document to discover
led segments. Data SHOULD be carried over HTTP [REC7230], but,
rral, a URI can specify any protocol that can reliably transfer
:cified resource on demand.

complex presentation can be described by a Master Playlist. A
Playlist provides a set of Variant Streams, each of which
)es a different version of the same content.

iInt Stream includes a Media Playlist that specifies media
| at a particular bit rate, in a particular format, and at a
1lar resolution for media containing video.

int Stream can also specify a set of Renditions. Renditions
:ernate versions of the content, such as audio produced in
:nt languages or video recorded from different camera angles.

; should switch between different Variant Streams to adapt to
¢ conditions. Clients should choose Renditions based on user
nces.

r words "MUST", "MUST NOT", "REQUIRED", "SHALL", "SHALL NOT",
)", "SHOULD NOT", "RECOMMENDED", "NOT RECOMMENDED", "MAY", and
IAL" in this document are to be interpreted as described in
[REC2119] [REC8174] when, and only when, they appear in all
.S, as shown here.
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Segments

I Playlist contains a series of Media Segments that make up the
. presentation. A Media Segment is specified by a URI and
111y a byte range.

‘ation of each Media Segment is indicated in the Media Playlist
EXTINF tag (Section 4.3.2.1).

:gment in a Media Playlist has a unique integer Media Sequence
The Media Sequence Number of the first segment in the Media
it is either @ or declared in the Playlist (Section 4.3.3.2).
lia Sequence Number of every other segment is equal to the
vequence Number of the segment that precedes it plus one.

dia Segment MUST carry the continuation of the encoded

ram from the end of the segment with the previous Media

‘e Number, where values in a series such as timestamps and

Iity Counters MUST continue uninterrupted. The only exceptions
» first Media Segment ever to appear in a Media Playlist and
vegments that are explicitly signaled as discontinuities

n _4.3.2.3). Unmarked media discontinuities can trigger

'k errors.

lia Segment that contains video SHOULD include enough

ition to initialize a video decoder and decode a continuous set
les that includes the final frame in the Segment; network

ncy is optimized if there is enough information in the Segment
yde all frames in the Segment. For example, any Media Segment
1ing H.264 video SHOULD contain an Instantaneous Decoding

I (IDR); frames prior to the first IDR will be downloaded but
.y discarded.

orted Media Segment Formats

lia Segments MUST be in a format described in this section.
irt of other media file formats is not defined.

:dia formats require a common sequence of bytes to initialize a
before a Media Segment can be parsed. This format-specific

‘e is called the Media Initialization Section. The Media
.ization Section can be specified by an EXT-X-MAP tag

n 4.3.2.5). The Media Initialization Section MUST NOT contain
data.
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i-2 Transport Streams
Transport Streams are specified by [ISO 13818].

[ia Initialization Section of an MPEG-2 Transport Stream
. 1s a Program Association Table (PAT) followed by a Program
1le (PMT).

)t Stream Segments MUST contain a single MPEG-2 Program;

'k of Multi-Program Transport Streams is not defined. Each

)rt Stream Segment MUST contain a PAT and a PMT, or have an

IAP tag (Section 4.3.2.5) applied to it. The first two

irt Stream packets in a Segment without an EXT-X-MAP tag SHOULD
\T and a PMT.

jmented MPEG-4

Fragments are specified by the ISO Base Media File Format

‘F]. Unlike regular MPEG-4 files that have a Movie Box

) that contains sample tables and a Media Data Box ('mdat')
1ing the corresponding samples, an MPEG-4 Fragment consists of
» Fragment Box ('moof') containing a subset of the sample table
ledia Data Box containing those samples. Use of MPEG-4

its does require a Movie Box for initialization, but that Movie
itains only non-sample-specific information such as track and
descriptions.

lented MPEG-4 (fMP4) Segment is a "segment" as defined by
1 3 of [ISOBMFF], including the constraints on Media Data Boxes
:ion 8.16 of [ISOBMFF].

[ia Initialization Section for an fMP4 Segment is an ISO Base
‘ile that can initialize a parser for that Segment.

r speaking, fMP4 Segments and Media Initialization Sections are
‘F] files that also satisfy the constraints described in this
I

lia Initialization Section for an fMP4 Segment MUST contain a
'pe Box ('ftyp') containing a brand that is compatible with

or higher. The File Type Box MUST be followed by a Movie Box.
rie Box MUST contain a Track Box ('trak') for every Track

it Box ('traf') in the fMP4 Segment, with matching track_ID.
‘ack Box SHOULD contain a sample table, but its sample count

v zero. Movie Header Boxes ('mvhd') and Track Header Boxes

) MUST have durations of zero. A Movie Extends Box ('mvex')
11low the last Track Box. Note that a Common Media Application
(CMAF) Header [CMAF] meets all these requirements.
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‘MP4 Segment, every Track Fragment Box MUST contain a Track

it Decode Time Box ('tfdt'). fMP4 Segments MUST use movie-
it-relative addressing. fMP4 Segments MUST NOT use external
'ferences. Note that a CMAF Segment meets these requirements.

| Segment in a Playlist containing the EXT-X-I-FRAMES-ONLY tag
n 4.3.3.6) MAY omit the portion of the Media Data Box
.ng the intra-coded frame (I-frame) sample data.

IP4 Segment in a Media Playlist MUST have an EXT-X-MAP tag
| to it.

ied Audio

'd Audio Segment contains encoded audio samples and ID3 tags

‘e simply packed together with minimal framing and no per-
timestamps. Supported Packed Audio formats are Advanced Audio
(AAC) with Audio Data Transport Stream (ADTS) framing

818 7], MP3 [ISO_13818 3], AC-3 [AC_3], and Enhanced AC-3

'd Audio Segment has no Media Initialization Section.

icked Audio Segment MUST signal the timestamp of its first

with an ID3 Private frame (PRIV) tag [ID3] at the beginning of
ment. The ID3 PRIV owner identifier MUST be
)ple.streaming.transportStreamTimestamp"”. The ID3 payload MUST
i-bit MPEG-2 Program Elementary Stream timestamp expressed as a
lian eight-octet number, with the upper 31 bits set to zero.

; SHOULD NOT play Packed Audio Segments without this ID3 tag.

T

‘T Segment is a section of a WebVTT [WebVTT] file. WebVTT
'S carry subtitles.

[ia Initialization Section of a WebVTT Segment is the WebVTT

'bVTT Segment MUST contain all subtitle cues that are intended
lisplayed during the period indicated by the segment EXTINF

n. The start time offset and end time offset of each cue MUST
‘e the total display time for that cue, even if part of the cue
iInge is outside the Segment period. A WebVTT Segment MAY

I no cues; this indicates that no subtitles are to be displayed
that period.
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bVTT Segment MUST either start with a WebVTT header or have an
IAP tag applied to it.

'r to synchronize timestamps between audio/video and subtitles,

‘MESTAMP-MAP metadata header SHOULD be added to each WebVTT
This header maps WebVTT cue timestamps to MPEG-2 (PES)

mps in other Renditions of the Variant Stream. Its format is:

yTAMP-MAP=LOCAL :<cue time>,MPEGTS:<MPEG-2 time>
(-TIMESTAMP-MAP=LOCAL :00:00:00.000,MPEGTS:900000

» timestamp in the LOCAL attribute MAY fall outside the range
» covered by the segment.

bVTT segment does not have the X-TIMESTAMP-MAP, the client
;sume that the WebVTT cue time of @ maps to an MPEG-2 timestamp

nchronizing WebVTT with PES timestamps, clients SHOULD account
;es where the 33-bit PES timestamps have wrapped and the WebVTT
les have not.

.Ssts

:ction describes the Playlist files used by HTTP Live

.ng. In this section, "MUST" and "MUST NOT" specify the rules
v syntax and structure of legal Playlist files. Playlists that
 these rules are invalid; clients MUST fail to parse them.
tion 6.3.2.

'mat of the Playlist files is derived from the M3U [M3U]
it file format and inherits two tags from that earlier file
EXTM3U (Section 4.3.1.1) and EXTINF (Section 4.3.2.1).

specification of tag syntax, a string enclosed by <>

‘ies a tag parameter; its specific format is described in its
‘inition. If a parameter is further surrounded by [], it is
11; otherwise, it is required.

.aylist file MUST be identifiable either by the path component
URI or by HTTP Content-Type. In the first case, the path MUST
‘h either .m3u8 or .m3u. In the second, the HTTP Content-Type
» "application/vnd.apple.mpegurl” or "audio/mpegurl”. Clients
refuse to parse Playlists that are not so identified.
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.nition of a Playlist

it files MUST be encoded in UTF-8 [REC3629]. They MUST NOT

I any Byte Order Mark (BOM); clients SHOULD fail to parse

ts that contain a BOM or do not parse as UTF-8. Playlist

IUST NOT contain UTF-8 control characters (U+Q000 to U+@@1F and
to U+009F), with the exceptions of CR (U+@0@D) and LF

\).  All character sequences MUST be normalized according to

v normalization form "NFC" [UNICODE]. Note that US-ASCII

II]1 conforms to these rules.

.n a Playlist file are terminated by either a single line feed
‘er or a carriage return character followed by a line feed

:er. Each line is a URI, is blank, or starts with the

.er '#'. Blank lines are ignored. Whitespace MUST NOT be

:, except for elements in which it is explicitly specified.

‘hat start with the character '#' are either comments or tags.
}gin with #EXT. They are case sensitive. All other lines that
iith '#' are comments and SHOULD be ignored.

.ine identifies a Media Segment or a Playlist file (see
14.3.4.2). Each Media Segment is specified by a URI and the
1at apply to it.

st is a Media Playlist if all URI lines in the Playlist

'y Media Segments. A Playlist is a Master Playlist if all URI
.n the Playlist identify Media Playlists. A Playlist MUST be

a Media Playlist or a Master Playlist; all other Playlists are
l.

.n a Playlist, whether it is a URI line or part of a tag, MAY
itive. Any relative URI is considered to be relative to the
the Playlist that contains it.

‘ation of a Media Playlist is the sum of the durations of the
vegments within it.

ment bit rate of a Media Segment is the size of the Media

- divided by its EXTINF duration (Section 4.3.2.1). Note that
icludes container overhead but does not include overhead

| by the delivery system, such as HTTP, TCP, or IP headers.

Ik segment bit rate of a Media Playlist is the largest bit rate
contiguous set of segments whose total duration is between 0.5
v times the target duration. The bit rate of a set is

ited by dividing the sum of the segment sizes by the sum of the
- durations.
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:rage segment bit rate of a Media Playlist is the sum of the

in bits) of every Media Segment in the Media Playlist, divided
Media Playlist duration. Note that this includes container
id, but not HTTP or other overhead imposed by the delivery
‘ibute Lists

I tags have values that are attribute-lists. An attribute-list
)mma-separated list of attribute/value pairs with no

ace.

‘ibute/value pair has the following syntax:

IteName=AttributeValue

‘ibuteName is an unquoted string containing characters from the

.21, [0..9] and '-'. Therefore, AttributeNames contain only
Ise letters, not lowercase. There MUST NOT be any whitespace
I the AttributeName and the '=' character, nor between the '='

‘er and the AttributeValue.
‘ibuteValue is one of the following:

.mal-integer: an unquoted string of characters from the set

9] expressing an integer in base-10 arithmetic in the range

1 0 to 2764-1 (18446744073709551615). A decimal-integer may be
1'1 to 20 characters long.

idecimal-sequence: an unquoted string of characters from the
[0..9] and [A..F] that is prefixed with @x or @X. The maximum
ith of a hexadecimal-sequence depends on its AttributeNames.

.mal-floating-point: an unquoted string of characters from the
[0..9] and '.' that expresses a non-negative floating-point
)er in decimal positional notation.

led-decimal-floating-point: an unquoted string of characters
1 the set [0..9], '-', and '.' that expresses a signed
1iting-point number in decimal positional notation.

;ed-string: a string of characters within a pair of double

‘es (@0x22). The following characters MUST NOT appear in a
‘ed-string: line feed (@xA), carriage return (@xD), or double
‘e (0x22). Quoted-string AttributeValues SHOULD be constructed
‘hat byte-wise comparison is sufficient to test two quoted-

.ng AttributeValues for equality. Note that this implies case-
;itive comparison.
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lerated-string: an unquoted character string from a set that is
dcitly defined by the AttributeName. An enumerated-string
. never contain double quotes ("), commas (,), or whitespace.

n n

.mal-resolution: two decimal-integers separated by the "x
‘acter. The first integer is a horizontal pixel dimension
Ith); the second is a vertical pixel dimension (height).

)e of the AttributeValue for a given AttributeName is specified
attribute definition.

I AttributeName MUST NOT appear more than once in a given
ite-1ist. Clients SHOULD refuse to parse such Playlists.

'list Tags

't tags specify either global parameters of the Playlist or
ition about the Media Segments or Media Playlists that appear
‘hem.

iIsic Tags

:ags are allowed in both Media Playlists and Master Playlists.
EXTM3U

‘M3U tag indicates that the file is an Extended M3U [M3U]

it file. It MUST be the first line of every Media Playlist and
laster Playlist. Its format is:

I

EXT-X-VERSION

"-X-VERSION tag indicates the compatibility version of the
't file, its associated media, and its server.

"-X-VERSION tag applies to the entire Playlist file. Its
is:

‘"VERSION:<n>

I 1s an integer indicating the protocol compatibility version
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" appear in all Playlists containing tags or attributes that

. compatible with protocol version 1 to support

)erability with older clients. Section 7 specifies the minimum
f the compatibility version number for any given Playlist

st file MUST NOT contain more than one EXT-X-VERSION tag. If
it encounters a Playlist with multiple EXT-X-VERSION tags, it
11l to parse it.

dia Segment Tags

:dia Segment is specified by a series of Media Segment tags
'd by a URI. Some Media Segment tags apply to just the next
:; others apply to all subsequent segments until another

‘e of the same tag.

| Segment tag MUST NOT appear in a Master Playlist. Clients
111 to parse Playlists that contain both Media Segment tags and
Playlist tags (Section 4.3.4).

EXTINF

‘INF tag specifies the duration of a Media Segment. It applies
» the next Media Segment. This tag is REQUIRED for each Media
Its format is:

“:<duration>, [<title>]

luration is a decimal-floating-point or decimal-integer number
;cribed in Section 4.2) that specifies the duration of the
vegment in seconds. Durations SHOULD be decimal-floating-
with enough accuracy to avoid perceptible error when segment
ns are accumulated. However, if the compatibility version

is less than 3, durations MUST be integers. Durations that
jorted as integers SHOULD be rounded to the nearest integer.
1ainder of the line following the comma is an optional human-
.e informative title of the Media Segment expressed as UTF-8
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EXT-X-BYTERANGE

"-X-BYTERANGE tag indicates that a Media Segment is a sub-range
resource identified by its URI. It applies only to the next
ie that follows it in the Playlist. Its format is:
‘BYTERANGE : <n>[@<0>]

I is a decimal-integer indicating the length of the sub-range
's. If present, o is a decimal-integer indicating the start of
)-range, as a byte offset from the beginning of the resource.

i not present, the sub-range begins at the next byte following
)-range of the previous Media Segment.

i not present, a previous Media Segment MUST appear in the

't file and MUST be a sub-range of the same media resource, or
lia Segment is undefined and the client MUST fail to parse the
T

I Segment without an EXT-X-BYTERANGE tag consists of the entire
‘e identified by its URI.

the EXT-X-BYTERANGE tag REQUIRES a compatibility version
of 4 or greater.

EXT-X-DISCONTINUITY

"-X-DISCONTINUITY tag indicates a discontinuity between the
vegment that follows it and the one that preceded it.

mat is:
‘DISCONTINUITY

"-X-DISCONTINUITY tag MUST be present if there is a change in
the following characteristics:

» format
rer, type, and identifiers of tracks

'stamp sequence
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"-X-DISCONTINUITY tag SHOULD be present if there is a change in
the following characteristics:

yding parameters
yding sequence

tions 3, 6.2.1, and 6.3.3 for more information about the EXT-
INTINUITY tag.

EXT-X-KEY

vegments MAY be encrypted. The EXT-X-KEY tag specifies how to
. them. It applies to every Media Segment and to every Media
.dization Section declared by an EXT-X-MAP tag that appears

I it and the next EXT-X-KEY tag in the Playlist file with the
'YFORMAT attribute (or the end of the Playlist file). Two or
{T-X-KEY tags with different KEYFORMAT attributes MAY apply to
le Media Segment if they ultimately produce the same decryption
‘he format is:

KEY:<attribute-1list>
Jlowing attributes are defined:
10D

value is an enumerated-string that specifies the encryption
iod. This attribute is REQUIRED.

methods defined are: NONE, AES-128, and SAMPLE-AES.

:ncryption method of NONE means that Media Segments are not
'ypted. If the encryption method is NONE, other attributes
" NOT be present.

:ncryption method of AES-128 signals that Media Segments are
1letely encrypted using the Advanced Encryption Standard (AES)
. 128] with a 128-bit key, Cipher Block Chaining (CBC), and
.dc-Key Cryptography Standards #7 (PKCS7) padding [REC5652].
is restarted on each segment boundary, using either the
:ialization Vector (IV) attribute value or the Media Sequence
)er as the IV; see Section 5.2.

:ncryption method of SAMPLE-AES means that the Media Segments

:ain media samples, such as audio or video, that are encrypted
Ig the Advanced Encryption Standard [AES_128]. How these media
rams are encrypted and encapsulated in a segment depends on the
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.a encoding and the media format of the segment. fMP4 Media
lents are encrypted using the 'cbcs' scheme of Common

'yption [COMMON_ENC]. Encryption of other Media Segment

1ats containing H.264 [H_264], AAC [ISO_14496], AC-3 [AC_3],
Enhanced AC-3 [AC 3] media streams is described in the HTTP

+ Streaming (HLS) Sample Encryption specification [SampleEnc].
IV attribute MAY be present; see Section 5.2.

value is a quoted-string containing a URI that specifies how
btain the key. This attribute is REQUIRED unless the METHOD
IONE .

value is a hexadecimal-sequence that specifies a 128-bit

.gned integer Initialization Vector to be used with the key.

of the IV attribute REQUIRES a compatibility version number of
: greater. See Section 5.2 for when the IV attribute is used.

‘ORMAT

value is a quoted-string that specifies how the key is
‘esented in the resource identified by the URI; see Section 5
more detail. This attribute is OPTIONAL; its absence

.cates an implicit value of "identity". Use of the KEYFORMAT
‘ibute REQUIRES a compatibility version number of 5 or greater.

‘ORMATVERSIONS

value is a quoted-string containing one or more positive

igers separated by the "/" character (for example, "1", "1/2",
1/2/5"). If more than one version of a particular KEYFORMAT
lefined, this attribute can be used to indicate which

iion(s) this instance complies with. This attribute is

ONAL; if it is not present, its value is considered to be "1".
of the KEYFORMATVERSIONS attribute REQUIRES a compatibility
;ion number of 5 or greater.

Media Playlist file does not contain an EXT-X-KEY tag, then
-egments are not encrypted.

.tion 5 for the format of the Key file and Sections 5.2, 6.2.3,
.6 for additional information on Media Segment encryption.
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EXT-X-MAP

-X-MAP tag specifies how to obtain the Media Initialization

I (Section 3) required to parse the applicable Media Segments.
.les to every Media Segment that appears after it in the

it until the next EXT-X-MAP tag or until the end of the

T,

‘mat is:
‘MAP:<attribute-1list>

Jowing attributes are defined:

value is a quoted-string containing a URI that identifies a
wurce that contains the Media Initialization Section. This
‘ibute is REQUIRED.

:RANGE

value is a quoted-string specifying a byte range into the
wurce identified by the URI attribute. This range SHOULD

:ain only the Media Initialization Section. The format of the
» range is described in Section 4.3.2.2. This attribute is
ONAL; if it is not present, the byte range is the entire
wurce indicated by the URI.

‘X-MAP tag SHOULD be supplied for Media Segments in Playlists
le EXT-X-I-FRAMES-ONLY tag when the first Media Segment (i.e.,
') in the Playlist (or the first segment following an EXT-
INTINUITY tag) does not immediately follow the Media

.ization Section at the beginning of its resource.

the EXT-X-MAP tag in a Media Playlist that contains the EXT-

\MES-ONLY tag REQUIRES a compatibility version number of 5 or

: Use of the EXT-X-MAP tag in a Media Playlist that DOES NOT
I the EXT-X-I-FRAMES-ONLY tag REQUIRES a compatibility version
of 6 or greater.

Media Initialization Section declared by an EXT-X-MAP tag is

:ed with a METHOD of AES-128, the IV attribute of the EXT-X-KEY
it applies to the EXT-X-MAP is REQUIRED.
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EXT-X-PROGRAM-DATE-TIME

"-X-PROGRAM-DATE-TIME tag associates the first sample of a
vegment with an absolute date and/or time. It applies only to
't Media Segment. Its format is:
‘PROGRAM-DATE-TIME:<date-time-msec>

late-time-msec is an ISO/IEC 8601:2004 [ISO_8601] date/time
:ntation, such as YYYY-MM-DDThh:mm:ss.SSSZ. It SHOULD indicate
zone and fractional parts of seconds, to millisecond accuracy.
mple:

‘PROGRAM-DATE-TIME:2010-02-19T14:54:23.031+08:00

‘tions 6.2.1 and 6.3.3 for more information on the EXT-X-
I-DATE-TIME tag.

EXT-X-DATERANGE

"-X-DATERANGE tag associates a Date Range (i.e., a range of
fined by a starting and ending date) with a set of attribute/
rairs. Its format is:

‘DATERANGE : <attribute-1list>

‘he defined attributes are:

loted-string that uniquely identifies a Date Range in the
rlist. This attribute is REQUIRED.

'S

.dent-defined quoted-string that specifies some set of

‘ibutes and their associated value semantics. All Date Ranges
I the same CLASS attribute value MUST adhere to these

intics. This attribute is OPTIONAL.

\T-DATE

iIoted-string containing the IS0-8601 date at which the Date
Je begins. This attribute is REQUIRED.
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‘DATE

iIoted-string containing the IS0-8601 date at which the Date
Je ends. It MUST be equal to or later than the value of the
\T-DATE attribute. This attribute is OPTIONAL.

\TION

duration of the Date Range expressed as a decimal-floating-
it number of seconds. It MUST NOT be negative. A single
:ant in time (e.g., crossing a finish 1line) SHOULD be
‘esented with a duration of @. This attribute is OPTIONAL.

INED-DURATION

expected duration of the Date Range expressed as a decimal-
iting-point number of seconds. It MUST NOT be negative. This
‘ibute SHOULD be used to indicate the expected duration of a

» Range whose actual duration is not yet known. It is

‘ONAL.

‘lient-attribute>

"X-" prefix defines a namespace reserved for client-defined
‘ibutes. The client-attribute MUST be a legal AttributeName.
:nts SHOULD use a reverse-DNS syntax when defining their own
‘ibute names to avoid collisions. The attribute value MUST be
ioted-string, a hexadecimal-sequence, or a decimal-floating-

it. An example of a client-defined attribute is X-COM-EXAMPLE-
D="XYZ123". These attributes are OPTIONAL.

:35-CMD, SCTE35-0UT, SCTE35-IN

| to carry SCTE-35 data; see Section 4.3.2.7.1 for more
yxmation. These attributes are OPTIONAL.

‘ON-NEXT

'numerated-string whose value MUST be YES. This attribute
.cates that the end of the range containing it is equal to the
\T-DATE of its Following Range. The Following Range is the

» Range of the same CLASS that has the earliest START-DATE

'r the START-DATE of the range in question. This attribute is
‘ONAL.

‘X-DATERANGE tag with an END-ON-NEXT=YES attribute MUST have a

ittribute. Other EXT-X-DATERANGE tags with the same CLASS
ite MUST NOT specify Date Ranges that overlap.
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‘X-DATERANGE tag with an END-ON-NEXT=YES attribute MUST NOT
I DURATION or END-DATE attributes.

Range with neither a DURATION, an END-DATE, nor an END-ON-
‘'S attribute has an unknown duration, even if it has a PLANNED-
N.

.aylist contains an EXT-X-DATERANGE tag, it MUST also contain
it one EXT-X-PROGRAM-DATE-TIME tag.

.aylist contains two EXT-X-DATERANGE tags with the same ID
ite value, then any AttributeName that appears in both tags
ive the same AttributeValue.

ite Range contains both a DURATION attribute and an END-DATE
ite, the value of the END-DATE attribute MUST be equal to the
'f the START-DATE attribute plus the value of the DURATION
Ite.

; SHOULD ignore EXT-X-DATERANGE tags with illegal syntax.
Mapping SCTE-35 into EXT-X-DATERANGE

information carried in source media according to the SCTE-35
.cation [SCTE35] MAY be represented in a Media Playlist using
JATERANGE tags.

-TE-35 splice_info_section() containing a splice_null(),
schedule(), bandwidth_reservation(), or private_cmd() SHOULD
‘esented by an EXT-X-DATERANGE tag with an SCTE35-CMD attribute
ralue is the big-endian binary representation of the
info_section(), expressed as a hexadecimal-sequence.

:-35 splice out/in pair signaled by a pair of splice_insert()
Is SHOULD be represented by one or more EXT-X-DATERANGE tags
Ig the same ID attribute, which MUST be unique to that splice
pair. The "out" splice_info_section() (with
hetwork_indicator set to 1) MUST be placed in an SCTE35-0UT
ite, with the same formatting as SCTE35-CMD. The "in"
dinfo_section() (with out_of_network_indicator set to @) MUST
‘ed in an SCTE35-IN attribute, with the same formatting as
CMD.

:-35 splice out/in pair signaled by a pair of time_signal()
Is, each carrying a single segmentation_descriptor(), SHOULD be
:nted by one or more EXT-X-DATERANGE tags carrying the same ID
ite, which MUST be unique to that splice out/in pair. The
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plice_info_section() MUST be placed in an SCTE35-0UT
ite; the "in" splice_info_section() MUST be placed in an
IN attribute.

:nt types of segmentation, as indicated by the

:ation_type_id in the segmentation_descriptor(), SHOULD be
:nted by separate EXT-X-DATERANGE tags, even if two or more
:ation_descriptor()s arrive in the same splice_info_section().
. case, each EXT-X-DATERANGE tag will have an SCTE35-0UT,

IN, or SCTE35-CMD attribute whose value is the entire
info_section().

:-35 time_signal() command that does not signal a splice out or
it SHOULD be represented by an EXT-X-DATERANGE tag with an
‘CMD attribute.

\RT-DATE of an EXT-X-DATERANGE tag containing an SCTE35-0UT
ite MUST be the date and time that corresponds to the program
" that splice.

\RT-DATE of an EXT-X-DATERANGE tag containing an SCTE35-CMD
» the date and time specified by the splice_time() in the

| or the program time at which the command appeared in the
stream if the command does not specify a splice_time().

‘X-DATERANGE tag containing an SCTE35-0UT attribute MAY contain
IED-DURATION attribute. Its value MUST be the planned duration
splice.

!ATION of an EXT-X-DATERANGE tag containing an SCTE35-IN
ite MUST be the actual (not planned) program duration between
‘Tesponding out-point and that in-point.

)-DATE of an EXT-X-DATERANGE tag containing an SCTE35-IN
ite MUST be the actual (not planned) program date and time of
I-point.

actual end date and time is not known when an SCTE35-0UT

ite is added to the Playlist, the DURATION attribute and the
IE attribute MUST NOT be present; the actual end date of the
SHOULD be signaled by another EXT-X-DATERANGE tag once it has
itablished.

1led splice SHOULD NOT appear in the Playlist as an EXT-
‘ANGE tag.
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‘X-DATERANGE tag announcing a splice SHOULD be added to a
it at the same time as the last pre-splice Media Segment, or
» if possible.

attribute of an EXT-X-DATERANGE tag MAY contain a

event_id and/or a segmentation_event_id, but it MUST be unique
Playlist. If there is a possibility that an SCTE-35 id will
ied, the ID attribute value MUST include disambiguation, such
ite or sequence number.

dia Playlist Tags
Ylaylist tags describe global parameters of the Media Playlist.

IUST NOT be more than one Media Playlist tag of each type in
lia Playlist.

I Playlist tag MUST NOT appear in a Master Playlist.
EXT-X-TARGETDURATION

"-X-TARGETDURATION tag specifies the maximum Media Segment

n. The EXTINF duration of each Media Segment in the Playlist
lhen rounded to the nearest integer, MUST be less than or equal
target duration; longer segments can trigger playback stalls
'r errors. It applies to the entire Playlist file. Its format

"TARGETDURATION: <s>

i 1s a decimal-integer indicating the target duration in
. The EXT-X-TARGETDURATION tag is REQUIRED.

EXT-X-MEDIA-SEQUENCE

"-X-MEDIA-SEQUENCE tag indicates the Media Sequence Number of
‘st Media Segment that appears in a Playlist file. Its format
‘MEDIA-SEQUENCE : <number>

iumber is a decimal-integer.

Media Playlist file does not contain an EXT-X-MEDIA-SEQUENCE
ien the Media Sequence Number of the first Media Segment in the
'laylist SHALL be considered to be ©. A client MUST NOT assume

\gments with the same Media Sequence Number in different Media
ts contain matching content (see Section 6.3.2).
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‘or a Media Segment is not required to contain its Media
‘e Number.

‘tions 6.2.1 and 6.3.5 for more information on setting the EXT-
\-SEQUENCE tag.

"-X-MEDIA-SEQUENCE tag MUST appear before the first Media
- in the Playlist.

EXT-X-DISCONTINUITY-SEQUENCE

"-X-DISCONTINUITY-SEQUENCE tag allows synchronization between
:nt Renditions of the same Variant Stream or different Variant
; that have EXT-X-DISCONTINUITY tags in their Media Playlists.
‘mat is:

‘DISCONTINUITY-SEQUENCE:<number>

iumber is a decimal-integer.

Media Playlist does not contain an EXT-X-DISCONTINUITY-

‘E tag, then the Discontinuity Sequence Number of the first

vegment in the Playlist SHALL be considered to be 0.

"-X-DISCONTINUITY-SEQUENCE tag MUST appear before the first
vegment in the Playlist.

"-X-DISCONTINUITY-SEQUENCE tag MUST appear before any EXT-
INTINUITY tag.

‘tions 6.2.1 and 6.2.2 for more information about setting the
'f the EXT-X-DISCONTINUITY-SEQUENCE tag.

EXT-X-ENDLIST

"-X-ENDLIST tag indicates that no more Media Segments will be
;0 the Media Playlist file. It MAY occur anywhere in the Media
't file. Its format is:

‘ENDLIST
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EXT-X-PLAYLIST-TYPE

"-X-PLAYLIST-TYPE tag provides mutability information about the
'laylist file. It applies to the entire Media Playlist file.
JPTIONAL. Its format is:

‘PLAYLIST-TYPE:<type-enum>
'ype-enum is either EVENT or VOD.

1 6.2.1 defines the implications of the EXT-X-PLAYLIST-TYPE

EXT-X-PLAYLIST-TYPE value is EVENT, Media Segments can only be
;0 the end of the Media Playlist. If the EXT-X-PLAYLIST-TYPE
.S Video On Demand (VOD), the Media Playlist cannot change.

EXT-X-PLAYLIST-TYPE tag is omitted from a Media Playlist, the
it can be updated according to the rules in Section 6.2.1 with
.tional restrictions. For example, a live Playlist

in_6.2.2) MAY be updated to remove Media Segments in the order
ley appeared.

EXT-X-I-FRAMES-ONLY

"-X-I-FRAMES-ONLY tag indicates that each Media Segment in the
it describes a single I-frame. I-frames are encoded video
whose encoding does not depend on any other frame. I-frame
its can be used for trick play, such as fast forward, rapid

, and scrubbing.

"-X-I-FRAMES-ONLY tag applies to the entire Playlist. Its
is:

‘T-FRAMES-ONLY

.aylist with the EXT-X-I-FRAMES-ONLY tag, the Media Segment

n (EXTINF tag value) is the time between the presentation time
I-frame in the Media Segment and the presentation time of the
frame in the Playlist, or the end of the presentation if it is
it I-frame in the Playlist.

‘esources containing I-frame segments MUST begin with either a

‘nitialization Section (Section 3) or be accompanied by an EXT-
:ag indicating the Media Initialization Section so that clients
id and decode I-frame segments in any order. The byte range of
‘ame segment with an EXT-X-BYTERANGE tag applied to it

n 4.3.2.2) MUST NOT include its Media Initialization Section;
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; can assume that the Media Initialization Section is defined
EXT-X-MAP tag or is located from the start of the resource to
‘set of the first I-frame segment in that resource.

the EXT-X-I-FRAMES-ONLY REQUIRES a compatibility version
of 4 or greater.

ister Playlist Tags

Playlist tags define the Variant Streams, Renditions, and
llobal parameters of the presentation.

Playlist tags MUST NOT appear in a Media Playlist; clients
111 to parse any Playlist that contains both a Master Playlist
| either a Media Playlist tag or a Media Segment tag.

EXT-X-MEDIA

"-X-MEDIA tag is used to relate Media Playlists that contain
itive Renditions (Section 4.3.4.2.1) of the same content. For
1, three EXT-X-MEDIA tags can be used to identify audio-only
'laylists that contain English, French, and Spanish Renditions
same presentation. Or, two EXT-X-MEDIA tags can be used to
'y video-only Media Playlists that show two different camera

‘mat is:
‘MEDIA:<attribute-1list>

Jowing attributes are defined:

value is an enumerated-string; valid strings are AUDIO, VIDEO,
'ITLES, and CLOSED-CAPTIONS. This attribute is REQUIRED.

.cally, closed-caption [CEA608] media is carried in the video
ram. Therefore, an EXT-X-MEDIA tag with TYPE of CLOSED-

"IONS does not specify a Rendition; the closed-caption media is
;ent in the Media Segments of every video Rendition.

value is a quoted-string containing a URI that identifies the
.a Playlist file. This attribute is OPTIONAL; see

don 4.3.4.2.1. If the TYPE is CLOSED-CAPTIONS, the URI
‘ibute MUST NOT be present.
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IP-ID

value is a quoted-string that specifies the group to which the
lition belongs. See Section 4.3.4.1.1. This attribute is
IIRED.

1UAGE

value is a quoted-string containing one of the standard Tags
Identifying Languages [REC5646], which identifies the primary
juage used in the Rendition. This attribute is OPTIONAL.

)C-LANGUAGE

value is a quoted-string containing a language tag [REC5646]

. identifies a language that is associated with the Rendition.

Issociated language is often used in a different role than the
juage specified by the LANGUAGE attribute (e.g., written versus
ien or a fallback dialect). This attribute is OPTIONAL.

LANGUAGE and ASSOC-LANGUAGE attributes can be used, for
iple, to link Norwegian Renditions that use different spoken
written languages.

value is a quoted-string containing a human-readable
:ription of the Rendition. If the LANGUAGE attribute is
ient, then this description SHOULD be in that language. This
:ibute is REQUIRED.

WULT

value is an enumerated-string; valid strings are YES and NO.
‘he value is YES, then the client SHOULD play this Rendition of
content in the absence of information from the user indicating
.fferent choice. This attribute is OPTIONAL. Its absence
.cates an implicit value of NO.

JISELECT

value is an enumerated-string; valid strings are YES and NO.
, attribute is OPTIONAL. Its absence indicates an implicit
le of NO. If the value is YES, then the client MAY choose to
r this Rendition in the absence of explicit user preference
iuse it matches the current playback environment, such as

;en system language.
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‘he AUTOSELECT attribute is present, its value MUST be YES if
value of the DEFAULT attribute is YES.

-ED

value is an enumerated-string; valid strings are YES and NO.

, attribute is OPTIONAL. Its absence indicates an implicit

le of NO. The FORCED attribute MUST NOT be present unless the
: 1s SUBTITLES.

1lue of YES indicates that the Rendition contains content that
:onsidered essential to play. When selecting a FORCED

[ition, a client SHOULD choose the one that best matches the
‘ent playback environment (e.g., language).

1lue of NO indicates that the Rendition contains content that
.ntended to be played in response to explicit user request.

‘REAM-ID

value is a quoted-string that specifies a Rendition within the
lents in the Media Playlist. This attribute is REQUIRED if the
" attribute is CLOSED-CAPTIONS, in which case it MUST have one
:he values: "CC1", "CC2", "CC3", "CC4", or "SERVICEn" where n

" be an integer between 1 and 63 (e.g., "SERVICE3" or

\WVICE42").

values "CC1", "CC2", "CC3", and "CC4" identify a Line 21 Data
'ices channel [CEA608]. The "SERVICE" values identify a

.tal Television Closed Captioning [CEA708] service block

er.

all other TYPE values, the INSTREAM-ID MUST NOT be specified.
!ACTERISTICS

value is a quoted-string containing one or more Uniform Type
itifiers [UTI] separated by comma (,) characters. This
:ibute is OPTIONAL. Each UTI indicates an individual
racteristic of the Rendition.

IBTITLES Rendition MAY include the following characteristics:
1lic.accessibility.transcribes-spoken-dialog",
ylic.accessibility.describes-music-and-sound", and
ylic.easy-to-read" (which indicates that the subtitles have

I edited for ease of reading).
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\UDIO Rendition MAY include the following characteristic:
1lic.accessibility.describes-video".

CHARACTERISTICS attribute MAY include private UTIs.

INELS

value is a quoted-string that specifies an ordered, backslash-
irated ("/") list of parameters. If the TYPE attribute is

.0, then the first parameter is a count of audio channels
‘essed as a decimal-integer, indicating the maximum number of
spendent, simultaneous audio channels present in any Media

lent in the Rendition. For example, an AC-3 5.1 Rendition

.d have a CHANNELS="6" attribute. No other CHANNELS parameters
currently defined.

audio EXT-X-MEDIA tags SHOULD have a CHANNELS attribute. If a
;er Playlist contains two Renditions encoded with the same

:c but a different number of channels, then the CHANNELS

:ibute is REQUIRED; otherwise, it is OPTIONAL.

Rendition Groups

yf one or more EXT-X-MEDIA tags with the same GROUP-ID value

» same TYPE value defines a Group of Renditions. Each member
Group MUST be an alternative Rendition of the same content;

.se, playback errors can occur.

"-X-MEDIA tags in a Playlist MUST meet the following
1ints:

EXT-X-MEDIA tags in the same Group MUST have different NAME
‘ibutes.

‘oup MUST NOT have more than one member with a DEFAULT
‘ibute of YES.

I EXT-X-MEDIA tag with an AUTOSELECT=YES attribute SHOULD have
mbination of LANGUAGE [REC5646], ASSOC-LANGUAGE, FORCED, and
\ACTERISTICS attributes that is distinct from those of other
JISELECT=YES members of its Group.

.ist MAY contain multiple Groups of the same TYPE in order to
» multiple encodings of that media type. If it does so, each
)f the same TYPE MUST have the same set of members, and each
jonding member MUST have identical attributes with the

.on of the URI and CHANNELS attributes.
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'mber in a Group of Renditions MAY have a different sample
For example, an English Rendition can be encoded with AC-3

le a Spanish Rendition is encoded with AAC stereo. However,

"-X-STREAM-INF tag (Section 4.3.4.2) or EXT-X-I-FRAME-STREAM-

| (Section 4.3.4.3) that references such a Group MUST have a

attribute that lists every sample format present in any

.on in the Group, or client playback failures can occur. In

mple above, the CODECS attribute would include

p4a.40.2".

EXT-X-STREAM-INF

-X-STREAM-INF tag specifies a Variant Stream, which is a set
litions that can be combined to play the presentation. The
ites of the tag provide information about the Variant Stream.

- 1line that follows the EXT-X-STREAM-INF tag specifies a Media
it that carries a Rendition of the Variant Stream. The URI

» REQUIRED. C(lients that do not support multiple video

.ons SHOULD play this Rendition.

mat is:

STREAM-INF:<attribute-list>

Jlowing attributes are defined:
WIDTH

value is a decimal-integer of bits per second. It represents
peak segment bit rate of the Variant Stream.

111 the Media Segments in a Variant Stream have already been
ited, the BANDWIDTH value MUST be the largest sum of peak

lent bit rates that is produced by any playable combination of
[itions. (For a Variant Stream with a single Media Playlist,

; 1s just the peak segment bit rate of that Media Playlist.)
.naccurate value can cause playback stalls or prevent clients
1 playing the variant.

‘he Master Playlist is to be made available before all Media
lents in the presentation have been encoded, the BANDWIDTH

le SHOULD be the BANDWIDTH value of a representative period of
lar content, encoded using the same settings.
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'y EXT-X-STREAM-INF tag MUST include the BANDWIDTH attribute.

\AGE-BANDWIDTH

value is a decimal-integer of bits per second. It represents
average segment bit rate of the Variant Stream.

111 the Media Segments in a Variant Stream have already been
ited, the AVERAGE-BANDWIDTH value MUST be the largest sum of
‘age segment bit rates that is produced by any playable
yination of Renditions. (For a Variant Stream with a single

.a Playlist, this is just the average segment bit rate of that
.a Playlist.) An inaccurate value can cause playback stalls or
'ent clients from playing the variant.

‘he Master Playlist is to be made available before all Media
lents in the presentation have been encoded, the AVERAGE-
WIDTH value SHOULD be the AVERAGE-BANDWIDTH value of a
‘esentative period of similar content, encoded using the same
‘ings.

AVERAGE -BANDWIDTH attribute is OPTIONAL.
:CS

value is a quoted-string containing a comma-separated list of
1ats, where each format specifies a media sample type that is
;ent in one or more Renditions specified by the Variant Stream.
.d format identifiers are those in the ISO Base Media File

1at Name Space defined by "The 'Codecs' and 'Profiles’

imeters for "Bucket" Media Types" [REC6381].

example, a stream containing AAC low complexity (AAC-LC) audio
H.264 Main Profile Level 3.0 video would have a CODECS value
mp4a.40.2,avcl.4d401e".

'y EXT-X-STREAM-INF tag SHOULD include a CODECS attribute.

JLUTION

value is a decimal-resolution describing the optimal pixel
ylution at which to display all the video in the Variant
ram.

RESOLUTION attribute is OPTIONAL but is recommended if the
.ant Stream includes video.
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IE-RATE

value is a decimal-floating-point describing the maximum frame
» for all the video in the Variant Stream, rounded to three
.mal places.

FRAME-RATE attribute is OPTIONAL but is recommended if the
.ant Stream includes video. The FRAME-RATE attribute SHOULD be
.uded if any video in a Variant Stream exceeds 30 frames per
nd.

'-LEVEL

value is an enumerated-string; valid strings are TYPE-© and
This attribute is advisory; a value of TYPE-0@ indicates

. the Variant Stream could fail to play unless the output is

;ected by High-bandwidth Digital Content Protection (HDCP) Type

IDCP] or equivalent. A value of NONE indicates that the

:ent does not require output copy protection.

'ypted Variant Streams with different HDCP levels SHOULD use
‘erent media encryption keys.

HDCP-LEVEL attribute is OPTIONAL. It SHOULD be present if any
:ent in the Variant Stream will fail to play without HDCP.

:nts without output copy protection SHOULD NOT load a Variant
ram with an HDCP-LEVEL attribute unless its value is NONE.

0

value is a quoted-string. It MUST match the value of the
IP-ID attribute of an EXT-X-MEDIA tag elsewhere in the Master
'1ist whose TYPE attribute is AUDIO. It indicates the set of
.0 Renditions that SHOULD be used when playing the

;entation. See Section 4.3.4.2.1.

AUDIO attribute is OPTIONAL.
0

value is a quoted-string. It MUST match the value of the
IP-ID attribute of an EXT-X-MEDIA tag elsewhere in the Master
'1ist whose TYPE attribute is VIDEO. It indicates the set of
0 Renditions that SHOULD be used when playing the

;entation. See Section 4.3.4.2.1.

VIDEO attribute is OPTIONAL.
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‘ITLES

value is a quoted-string. It MUST match the value of the
IP-ID attribute of an EXT-X-MEDIA tag elsewhere in the Master
'1ist whose TYPE attribute is SUBTITLES. It indicates the set
jubtitle Renditions that can be used when playing the
;entation. See Section 4.3.4.2.1.

SUBTITLES attribute is OPTIONAL.
\ED-CAPTIONS

value can be either a quoted-string or an enumerated-string

I the value NONE. If the value is a quoted-string, it MUST

‘h the value of the GROUP-ID attribute of an EXT-X-MEDIA tag
'where in the Playlist whose TYPE attribute is CLOSED-CAPTIONS,
it indicates the set of closed-caption Renditions that can be
| when playing the presentation. See Section 4.3.4.2.1.

‘he value is the enumerated-string value NONE, all EXT-X-
:AM-INF tags MUST have this attribute with a value of NONE,
.cating that there are no closed captions in any Variant Stream
‘he Master Playlist. Having closed captions in one Variant

ram but not another can trigger playback inconsistencies.

CLOSED-CAPTIONS attribute is OPTIONAL.
Alternative Renditions

I EXT-X-STREAM-INF tag contains an AUDIO, VIDEO, SUBTITLES, or
‘CAPTIONS attribute, it indicates that alternative Renditions
content are available for playback of that Variant Stream.

'fining alternative Renditions, the following constraints MUST
to prevent client playback errors:

playable combinations of Renditions associated with an EXT-X-
:AM-INF tag MUST have an aggregate bandwidth less than or equal
‘he BANDWIDTH attribute of the EXT-X-STREAM-INF tag.

In EXT-X-STREAM-INF tag contains a RESOLUTION attribute and a
‘0 attribute, then every alternative video Rendition MUST have
jptimal display resolution matching the value of the RESOLUTION
‘ibute.

'y alternative Rendition associated with an EXT-X-STREAM-INF
MUST meet the constraints for a Variant Stream described in
:ion 6.2.4.
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. attribute of the EXT-X-MEDIA tag is REQUIRED if the media

; SUBTITLES, but OPTIONAL if the media type is VIDEO or AUDIO.
media type is VIDEO or AUDIO, a missing URI attribute

‘es that the media data for this Rendition is included in the
Ylaylist of any EXT-X-STREAM-INF tag referencing this EXT-

« tag. If the media TYPE is AUDIO and the URI attribute is

|, clients MUST assume that the audio data for this Rendition
;ent in every video Rendition specified by the EXT-X-STREAM-INF

. attribute of the EXT-X-MEDIA tag MUST NOT be included if the
'ype is CLOSED-CAPTIONS.

EXT-X-I-FRAME-STREAM-INF
-X-I-FRAME-STREAM-INF tag identifies a Media Playlist file
1ing the I-frames of a multimedia presentation. It stands

in that it does not apply to a particular URI in the Master
t. Its format is:

‘I-FRAME-STREAM-INF:<attribute-1list>

:ributes defined for the EXT-X-STREAM-INF tag (Section 4.3.4.2)
0 defined for the EXT-X-I-FRAME-STREAM-INF tag, except for the
\ATE, AUDIO, SUBTITLES, and CLOSED-CAPTIONS attributes. 1In

n, the following attribute is defined:

value is a quoted-string containing a URI that identifies the
‘ame Media Playlist file. That Playlist file MUST contain an
‘X-I-FRAMES-ONLY tag.

:XT-X-I-FRAME-STREAM-INF tag MUST include a BANDWIDTH attribute
JIRI attribute.

wwisions in Section 4.3.4.2.1 also apply to EXT-X-I-FRAME-
INF tags with a VIDEO attribute.

'r Playlist that specifies alternative VIDEO Renditions and
» Playlists SHOULD include an alternative I-frame VIDEO

.on for each reqular VIDEO Rendition, with the same NAME and
iE attributes.
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EXT-X-SESSION-DATA

"-X-SESSION-DATA tag allows arbitrary session data to be
| in a Master Playlist.

‘mat 1is:
‘SESSION-DATA:<attribute-1list>
Jowing attributes are defined:
\-1ID

value of DATA-ID is a quoted-string that identifies a

‘icular data value. The DATA-ID SHOULD conform to a reverse
naming convention, such as "com.example.movie.title"; however,
‘e is no central registration authority, so Playlist authors
ILD take care to choose a value that is unlikely to collide

I others. This attribute is REQUIRED.

IE

IE is a quoted-string. It contains the data identified by
\-ID. If the LANGUAGE is specified, VALUE SHOULD contain a
In-readable string written in the specified language.

value is a quoted-string containing a URI. The resource
itified by the URI MUST be formatted as JSON [REC7159];
:rwise, clients may fail to interpret the resource.

1UAGE

value is a quoted-string containing a language tag [RFC5646]
. identifies the language of the VALUE. This attribute is
‘ONAL.

{T-X-SESSION-DATA tag MUST contain either a VALUE or URI
ite, but not both.

.ist MAY contain multiple EXT-X-SESSION-DATA tags with the same
) attribute. A Playlist MUST NOT contain more than one EXT-X-
|-DATA tag with the same DATA-ID attribute and the same

iE attribute.
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EXT-X-SESSION-KEY

"-X-SESSION-KEY tag allows encryption keys from Media Playlists
pecified in a Master Playlist. This allows the client to
| these keys without having to read the Media Playlist(s)

mat is:
‘SESSION-KEY:<attribute-list>

:ributes defined for the EXT-X-KEY tag (Section 4.3.2.4) are
'fined for the EXT-X-SESSION-KEY, except that the value of the
attribute MUST NOT be NONE. If an EXT-X-SESSION-KEY is used,
.ues of the METHOD, KEYFORMAT, and KEYFORMATVERSIONS attributes
itch any EXT-X-KEY with the same URI value.

JESSION-KEY tags SHOULD be added if multiple Variant Streams or
.ons use the same encryption keys and formats. An EXT-X-
I-KEY tag is not associated with any particular Media Playlist.

'r Playlist MUST NOT contain more than one EXT-X-SESSION-KEY

‘h the same METHOD, URI, IV, KEYFORMAT, and KEYFORMATVERSIONS
Ite values.

"-X-SESSION-KEY tag is optional.

wdia or Master Playlist Tags

IS in this section can appear in either Master Playlists or
Ylaylists. If one of these tags appears in a Master Playlist,
ILD NOT appear in any Media Playlist referenced by that Master
it. A tag that appears in both MUST have the same value;

.se, clients SHOULD ignore the value in the Media Playlist(s).

:ags MUST NOT appear more than once in a Playlist. If a tag
; more than once, clients MUST fail to parse the Playlist.

EXT-X-INDEPENDENT - SEGMENTS

"-X-INDEPENDENT-SEGMENTS tag indicates that all media samples
:dia Segment can be decoded without information from other
's. It applies to every Media Segment in the Playlist.

‘mat 1is:

-INDEPENDENT - SEGMENTS
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EXT-X-INDEPENDENT-SEGMENTS tag appears in a Master Playlist,
.des to every Media Segment in every Media Playlist in the
Playlist.

EXT-X-START

"-X-START tag indicates a preferred point at which to start
| @ Playlist. By default, clients SHOULD start playback at
yint when beginning a playback session. This tag is OPTIONAL.

mat is:
‘START :<attribute-1list>
Jlowing attributes are defined:

:-OFFSET

value of TIME-OFFSET is a signed-decimal-floating-point number
;econds. A positive number indicates a time offset from the
.nning of the Playlist. A negative number indicates a negative
» offset from the end of the last Media Segment in the

rlist. This attribute is REQUIRED.

absolute value of TIME-OFFSET SHOULD NOT be larger than the
'1list duration. If the absolute value of TIME-OFFSET exceeds
duration of the Playlist, it indicates either the end of the
1ist (if positive) or the beginning of the Playlist (if
1tive).

‘he Playlist does not contain the EXT-X-ENDLIST tag, the TIME-
'ET SHOULD NOT be within three target durations of the end of
Playlist file.

ISE

value is an enumerated-string; valid strings are YES and NO.
‘he value is YES, clients SHOULD start playback at the Media
lent containing the TIME-OFFSET, but SHOULD NOT render media
1les in that segment whose presentation times are prior to the
:-OFFSET. If the value is NO, clients SHOULD attempt to render
'y media sample in that segment. This attribute is OPTIONAL.

.t is missing, its value should be treated as NO.
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des
icture of Key Files

X-KEY tag with a URI attribute identifies a Key file. A Key
)ntains a cipher key that can decrypt Media Segments in the
T,

'8] encryption uses 16-octet keys. If the KEYFORMAT of an EXT-
‘ag is "identity", the Key file is a single packed array of 16
in binary format.

‘or AES-128

'8] REQUIRES the same 16-octet IV to be supplied when

:ing and decrypting. Varying this IV increases the strength of
her.

ittribute on an EXT-X-KEY tag with a KEYFORMAT of "identity"
.es an IV that can be used when decrypting Media Segments
;ed with that Key file. IV values for AES-128 are 128-bit

‘X-KEY tag with a KEYFORMAT of "identity" that does not have an
‘ibute indicates that the Media Sequence Number is to be used
IV when decrypting a Media Segment, by putting its big-endian
representation into a 16-octet (128-bit) buffer and padding

v left) with zeros.

:/Server Responsibilities
‘oduction

:ction describes how the server generates the Playlist and
vegments and how the client should download them for playback.

'er Responsibilities

mneral Server Responsibilities

duction of the source media is outside the scope of this

it, which simply presumes a source of continuous encoded media
1ing the presentation.

'ver MUST divide the source media into individual Media

s whose duration is less than or equal to a constant target

n. Segments that are longer than the planned target duration
.gger playback stalls and other errors.
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'ver SHOULD attempt to divide the source media at points that
. effective decode of individual Media Segments, e.g., on
and key frame boundaries.

'ver MUST create a URI for every Media Segment that enables its
; to obtain the segment data. If a server supports partial

| of resources (e.g., via HTTP Range requests), it MAY specify
's as sub-ranges of larger resources using the EXT-X-BYTERANGE

lia Segment that is specified in a Playlist loaded by a client

» available for immediate download, or playback errors can
Once download starts, its transfer rate SHOULD NOT be

iined by the segment production process.

:rvers SHOULD transfer text files -- such as Playlists and
segments -- using the "gzip" Content-Encoding if the client
‘es that it is prepared to accept it.

'ver must create a Media Playlist file (Section 4) that
IS @ URI for each Media Segment that the server wishes to make
yle, in the order in which they are to be played.

.ue of the EXT-X-VERSION tag (Section 4.3.1.2) SHOULD NOT be
© than what is required for the tags and attributes in the
't (see Section 7).

 to the Playlist file MUST be made atomically from the point
I of the clients, or playback errors MAY occur.

'ver MUST NOT change the Media Playlist file, except to:

ind lines to it (Section 6.2.1).

wve Media Segment URIs from the Playlist in the order that they
rar, along with any tags that apply only to those segments
tion 6.2.2).

:ement the value of the EXT-X-MEDIA-SEQUENCE or EXT-X-
‘ONTINUITY-SEQUENCE tags (Section 6.2.2).

an EXT-X-ENDLIST tag to the Playlist (Section 6.2.1).
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I Playlist has further constraints on its updates if it

IS an EXT-X-PLAYLIST-TYPE tag. An EXT-X-PLAYLIST-TYPE tag with
» of VOD indicates that the Playlist file MUST NOT change. An
'LAYLIST-TYPE tag with a value of EVENT indicates that the

MUST NOT change or delete any part of the Playlist file; it
)end lines to it.

.ue of the EXT-X-TARGETDURATION tag in the Media Playlist MUST
iInge. A typical target duration is 1@ seconds.

it changes other than those allowed here can trigger playback
and inconsistent client behavior.

:dia Segment in a Media Playlist has an integer Discontinuity
‘e Number. The Discontinuity Sequence Number can be used in
n to the timestamps within the media to synchronize Media

's across different Renditions.

nt's Discontinuity Sequence Number is the value of the EXT-X-
"INUITY-SEQUENCE tag (or zero if none) plus the number of EXT-
INTINUITY tags in the Playlist preceding the URI line of the

'ver MAY associate an absolute date and time with a Media

- by applying an EXT-X-PROGRAM-DATE-TIME tag to it. This

; an informative mapping of the (wall-clock) date and time

.ed by the tag to the first media timestamp in the segment,

1ay be used as a basis for seeking, for display, or for other
's. If a server provides this mapping, it SHOULD apply an EXT-
\AM-DATE-TIME tag to every segment that has an EXT-

INTINUITY tag applied to it.

'ver MUST NOT add any EXT-X-PROGRAM-DATE-TIME tag to a Playlist
wuld cause the mapping between program date and Media Segment
)me ambiguous.

'ver MUST NOT remove an EXT-X-DATERANGE tag from a Playlist if
‘e in the range maps to a Media Segment in the Playlist.

'ver MUST NOT reuse the ID attribute value of an EXT-
\ANGE tag for any new Date Range in the same Playlist.

ile Following Range of a Date Range with an END-ON-NEXT=YES

ite is added to a Playlist, the Server MUST NOT subsequently
Jate Range with the same CLASS attribute whose START-DATE is
I that of the END-ON-NEXT=YES range and its Following Range.
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‘e Ranges with a PLANNED-DURATION attribute, the Server SHOULD

the actual end of the range once it has been established. It

so by adding another EXT-X-DATERANGE tag with the same ID

ite value and either a DURATION or an END-DATE attribute or, if
‘e Range has an END-ON-NEXT=YES attribute, by adding a

.ng Range.

Media Playlist contains the final Media Segment of the
:ation, then the Playlist file MUST contain the EXT-X-ENDLIST
1is allows clients to minimize unproductive Playlist reloads.

:dia Playlist does not contain the EXT-X-ENDLIST tag, the
MUST make a new version of the Playlist file available that
IS at least one new Media Segment. It MUST be made available
‘e to the time that the previous version of the Playlist file
le available: no earlier than one-half the target duration
‘hat time, and no later than 1.5 times the target duration
‘hat time. This allows clients to utilize the network

ntly.

server wishes to remove an entire presentation, it SHOULD

v a clear indication to clients that the Playlist file is no
available (e.g., with an HTTP 404 or 410 response). It MUST
that all Media Segments in the Playlist file remain available
:nts for at least the duration of the Playlist file at the time
wal to prevent interruption of in-progress playback.

.ve Playlists

'ver MAY limit the availability of Media Segments by removing
vegments from the Playlist file (Section 6.2.1). If Media

's are to be removed, the Playlist file MUST contain an EXT-X-
JEQUENCE tag. Its value MUST be incremented by 1 for every
-egment that is removed from the Playlist file; it MUST NOT

;e or wrap. Clients can malfunction if each Media Segment does
‘e a consistent, unique Media Sequence Number.

vegments MUST be removed from the Playlist file in the order
ley appear in the Playlist; otherwise, client playback can
‘tion.

'ver MUST NOT remove a Media Segment from a Playlist file

. an EXT-X-ENDLIST tag if that would produce a Playlist whose
n is less than three times the target duration. Doing so can
> playback stalls.
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le server removes a Media Segment URI from the Playlist, the
jonding Media Segment MUST remain available to clients for a

of time equal to the duration of the segment plus the duration
longest Playlist file distributed by the server containing
:gment. Removing a Media Segment earlier than that can

Ipt in-progress playback.

server wishes to remove segments from a Media Playlist
1ing an EXT-X-DISCONTINUITY tag, the Media Playlist MUST

I an EXT-X-DISCONTINUITY-SEQUENCE tag. Without the EXT-X-
‘INUITY-SEQUENCE tag, it can be impossible for a client to
corresponding segments between Renditions.

server removes an EXT-X-DISCONTINUITY tag from the Media

t, it MUST increment the value of the EXT-X-DISCONTINUITY -

‘E tag so that the Discontinuity Sequence Numbers of the

's still in the Media Playlist remain unchanged. The value of
"-X-DISCONTINUITY-SEQUENCE tag MUST NOT decrease or wrap.

; can malfunction if each Media Segment does not have a

:ent Discontinuity Sequence Number.

'rver plans to remove a Media Segment after it is delivered to
; over HTTP, it SHOULD ensure that the HTTP response contains
.res header that reflects the planned time-to-live.

Playlist MUST NOT contain the EXT-X-PLAYLIST-TYPE tag, as no
7f that tag allows Media Segments to be removed.

icxypting Media Segments

vegments MAY be encrypted. Every encrypted Media Segment MUST
I EXT-X-KEY tag (Section 4.3.2.4) applied to it with a URI that
.ent can use to obtain a Key file (Section 5) containing the
:ion key.

I Segment can only be encrypted with one encryption METHOD,
e encryption key and IV. However, a server MAY offer

.e ways to retrieve that key by providing multiple EXT-X-KEY
rach with a different KEYFORMAT attribute value.

'ver MAY set the HTTP Expires header in the key response to
‘e the duration for which the key can be cached.

:ncrypted Media Segment in a Playlist that is preceded by an
;ed Media Segment MUST have an EXT-X-KEY tag applied to it with
D attribute of NONE. Otherwise, the client will misinterpret
;egments as encrypted.
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encryption METHOD is AES-128 and the Playlist does not contain
"-X-I-FRAMES-ONLY tag, AES encryption as described in
1 4.3.2.4 SHALL be applied to individual Media Segments.

encryption METHOD is AES-128 and the Playlist contains an EXT-
WMES-ONLY tag, the entire resource MUST be encrypted using

» CBC with PKCS7 padding [REC5652]. Encryption MAY be

‘ed on 16-byte block boundaries, unless the first block

IS an I-frame. The IV used for encryption MUST be either the
vequence Number of the Media Segment or the value of the IV

ite of the EXT-X-KEY tag, as described in Section 5.2. These
1ints allow a client to load and decrypt individual I-frames
.ed as sub-ranges of regular encrypted Media Segments, and
ledia Initialization Sections.

encryption METHOD is SAMPLE-AES, media samples MAY be
‘ed prior to encapsulation in a Media Segment.

'ver MUST NOT remove an EXT-X-KEY tag from the Playlist file if
.les to any Media Segment in the Playlist file, or clients who

lently load that Playlist will be unable to decrypt those Media
'S.

'oviding Variant Streams

v MAY offer multiple Media Playlist files to provide different
Igs of the same presentation. If it does so, it SHOULD provide
'r Playlist file that lists each Variant Stream to allow

; to switch between encodings dynamically.

Playlists describe regular Variant Streams with EXT-X-STREAM-
Is and I-frame Variant Streams with EXT-X-I-FRAME-STREAM-INF

:XT-X-STREAM-INF tag or EXT-X-I-FRAME-STREAM-INF tag contains
JECS attribute, the attribute value MUST include every media
[REC6381] present in any Media Segment in any of the

.ons specified by the Variant Stream.
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'ver MUST meet the following constraints when producing Variant
; in order to allow clients to switch between them seamlessly:
I Variant Stream MUST present the same content.
‘hing content in Variant Streams MUST have matching timestamps.
i allows clients to synchronize the media.

hing content in Variant Streams MUST have matching
;ontinuity Sequence Numbers (see Section 4.3.3.3).

I Media Playlist in each Variant Stream MUST have the same

jet duration. The only exceptions are SUBTITLES Renditions and
.a Playlists containing an EXT-X-I-FRAMES-ONLY tag, which MAY

v different target durations if they have an EXT-X-PLAYLIST-

: of VOD.

:ent that appears in a Media Playlist of one Variant Stream but
in another MUST appear either at the beginning or at the end
‘he Media Playlist file and MUST NOT be longer than the target
ition.

iny Media Playlists have an EXT-X-PLAYLIST-TYPE tag, all Media
'1ists MUST have an EXT-X-PLAYLIST-TYPE tag with the same
le.

he Playlist contains an EXT-X-PLAYLIST-TYPE tag with the value
'0D, the first segment of every Media Playlist in every Variant
ram MUST start at the same media timestamp.

iny Media Playlist in a Master Playlist contains an EXT-X-
iIRAM-DATE-TIME tag, then all Media Playlists in that Master
'1ist MUST contain EXT-X-PROGRAM-DATE-TIME tags with consistent
yings of date and time to media timestamps.

I Variant Stream MUST contain the same set of Date Ranges, each
identified by an EXT-X-DATERANGE tag(s) with the same ID
‘ibute value and containing the same set of attribute/value

’S.

.tion, for broadest compatibility, Variant Streams SHOULD
I the same encoded audio bitstream. This allows clients to
between Variant Streams without audible glitching.

.es for Variant Streams also apply to alternative Renditions
iction 4.3.4.2.1).
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'nt Responsibilities
mneral Client Responsibilities

» client obtains the URI to the Playlist file is outside the
yf this document; it is presumed to have done so.

.ent obtains the Playlist file from the URI. If the Playlist
) obtained is a Master Playlist, the client can select a
. Stream to load from the Master Playlist.

i MUST ensure that loaded Playlists comply with Section 4 and
le EXT-X-VERSION tag, if present, specifies a protocol version
:ed by the client; if either check fails, the client MUST NOT
. to use the Playlist, or unintended behavior could occur.

URI element in a Playlist contains an URI scheme that the
cannot handle, the client MUST stop playback. All clients
ipport HTTP schemes.

jort forward compatibility, when parsing Playlists, clients

)Te any unrecognized tags.

)re any attribute/value pair with an unrecognized
‘ibuteName.

)re any tag containing an attribute/value pair of type
lerated-string whose AttributeName is recognized but whose
‘ibuteValue is not recognized, unless the definition of the
‘ibute says otherwise.

‘hms used by the client to switch between Variant Streams are
the scope of this document.

vading the Media Playlist File

:ime a Media Playlist is loaded or reloaded from a Playlist

le client MUST determine the next Media Segment to load, as

)ed in Section 6.3.5, if it intends to play the presentation
.y (i.e., in Playlist order at the nominal playback rate).

Media Playlist contains the EXT-X-MEDIA-SEQUENCE tag, the
SHOULD assume that each Media Segment in it will become
.able at the time that the Playlist file was loaded plus the
n of the Playlist file.
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it MAY use the segment Media Sequence Number to track the
n of a Media Segment within a Playlist when the Playlist is
d .

it MUST NOT assume that segments with the same Media Sequence
in different Variant Streams or Renditions have the same

n in the presentation; Playlists MAY have independent Media

‘e Numbers. Instead, a client MUST use the relative position
I segment on the Playlist timeline and its Discontinuity

e Number to locate corresponding segments.

it MUST load the Media Playlist file of every Rendition

'd for playback in order to locate the media specific to that
.on. But, to prevent unnecessary load on the server, it SHOULD
id the Playlist file of any other Rendition.

le Variant Streams, it is possible to select Renditions that do
:lude the Rendition specified by the EXT-X-STREAM-INF tag. As
ibove, the client SHOULD NOT load that Rendition in those

.aying the Media Playlist File

.ent SHALL choose which Media Segment to play first from the
'laylist when playback starts. If the EXT-X-ENDLIST tag is not
. and the client intends to play the media normally, the client
NOT choose a segment that starts less than three target

s from the end of the Playlist file. Doing so can trigger

'k stalls.

playback can be achieved by playing the Media Segments in the
‘hat they appear in the Playlist. The client MAY present the
1le media in any way it wishes, including normal playback,
access, and trick modes.

:oding parameters for samples in a Media Segment and across

.6 Media Segments in a Media Playlist SHOULD remain consistent.
:, clients SHOULD deal with encoding changes as they are

.ered, for example, by scaling video content to accommodate a
:ion change. If the Variant Stream includes a RESOLUTION

ite, clients SHOULD display all video within a rectangle with
le proportions as that resolution.

; SHOULD be prepared to handle multiple tracks of a particular

'.g., audio or video). A client with no other preference
choose the track with the lowest numerical track identifier

. can play.

https://datatracker.ietf.org/doc/html/rfc8216

9/9/25, 9:33 PM

Page 88 of 119


https://datatracker.ietf.org/doc/html/rfc8216

RFC 8216 - HTTP Live Streaming 9/9/25, 9:33 PM

lay Informational [Page 45]

https://datatracker.ietf.org/doc/html/rfc8216 Page 89 of 119



RFC 8216 - HTTP Live Streaming

HTTP Live Streaming August 2017

; SHOULD ignore private streams inside Transport Streams that

) not recognize. Private streams can be used to support

:nt devices with the same stream, although stream authors

be sensitive to the additional network load that this imposes.

.ent MUST be prepared to reset its parser(s) and decoder(s)
playing a Media Segment that has an EXT-X-DISCONTINUITY tag
| to it; otherwise, playback errors can occur.

.ent SHOULD attempt to load Media Segments in advance of when
11 be required for uninterrupted playback to compensate for
ITy variations in latency and throughput.

.ent MAY use the value of the EXT-X-PROGRAM-DATE-TIME tag to

r the program origination time to the user. If the value

1s time zone information, the client SHALL take it into

;; if it does not, the client MAY assume the time to be local.

1at dates in Playlists can refer to when the content was
'd (or to other times), which have no relation to the time of
k.

first EXT-X-PROGRAM-DATE-TIME tag in a Playlist appears after
more Media Segment URIs, the client SHOULD extrapolate

'd from that tag (using EXTINF durations and/or media

mps) to associate dates with those segments. To associate a
.th any other Media Segment that does not have an EXT-X-
I-DATE-TIME tag applied to it directly, the client SHOULD
1late forward from the last EXT-X-PROGRAM-DATE-TIME tag

.ng before that segment in the Playlist.

1loading the Media Playlist File

.ent MUST periodically reload a Media Playlist file to learn
'dia is currently available, unless it contains an EXT-X-
T-TYPE tag with a value of VOD, or a value of EVENT and the
:NDLIST tag is also present.

:, the client MUST NOT attempt to reload the Playlist file more
itly than specified by this section, in order to limit the
‘ive load on the server.

client loads a Playlist file for the first time or reloads a
it file and finds that it has changed since the last time it
ided, the client MUST wait for at least the target duration
attempting to reload the Playlist file again, measured from
't time the client began loading the Playlist file.

https://datatracker.ietf.org/doc/html/rfc8216

9/9/25, 9:33 PM

Page 90 of 119


https://datatracker.ietf.org/doc/html/rfc8216

RFC 8216 - HTTP Live Streaming 9/9/25, 9:33 PM

lay Informational [Page 46]

https://datatracker.ietf.org/doc/html/rfc8216 Page 91 of 119



RFC 8216 - HTTP Live Streaming

HTTP Live Streaming August 2017

client reloads a Playlist file and finds that it has not
[, then it MUST wait for a period of one-half the target
)n before retrying.

‘eloading a Media Playlist, the client SHOULD verify that each
vegment in it has the same URI (and byte range, if specified)
Media Segment with the same Media Sequence Number in the

IS Media Playlist. It SHOULD halt playback if it does not, as
yrmally indicates a server error.

T to reduce server load, the client SHOULD NOT reload the

't files of Variant Streams or alternate Renditions that are

‘rently being played. If it decides to switch playback to a

:nt Variant Stream, it SHOULD stop reloading the Playlist of

| Variant Stream and begin loading the Playlist of the new

. Stream. It can use the EXTINF durations and the constraints

don 6.2.4 to determine the approximate location of

jonding media. Once media from the new Variant Stream has been
the timestamps in the Media Segments can be used to

nize the old and new timelines precisely.

it MUST NOT attempt to use the Media Sequence Number to
nize between streams (see Section 6.3.2).

'termining the Next Segment to Load

.ent MUST examine the Media Playlist file every time it 1is
or reloaded to determine the next Media Segment to load, as
. of available media MAY have changed.

'st segment to load is generally the segment that the client
)sen to play first (see Section 6.3.3).

'r to play the presentation normally, the next Media Segment to
; the one with the lowest Media Sequence Number that is greater
le Media Sequence Number of the last Media Segment loaded.

icxypting Encrypted Media Segments
:dia Playlist file contains an EXT-X-KEY tag that specifies a

. URI, the client can obtain that Key file and use the key
it to decrypt all Media Segments to which that EXT-X-KEY tag
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it MUST ignore any EXT-X-KEY tag with an unsupported or
jnized KEYFORMAT attribute, to allow for cross-device
jability. If the Playlist contains a Media Segment to which
(T-X-KEY tags with unrecognized or unsupported KEYFORMAT
ites are applied, playback SHOULD fail.

it MUST NOT attempt to decrypt any segments whose EXT-X-KEY tag
IETHOD attribute that it does not recognize.

encryption METHOD is AES-128, AES-128 CBC decryption SHALL be
| to individual Media Segments, whose encryption format is
)ed in Section 4.3.2.4.

encryption METHOD is AES-128 and the Media Segment is part of
‘ame Playlist (Section 4.3.3.6) and it has an EXT-X-BYTERANGE
1lied to it, special care needs to be taken in loading and

:ing the segment, because the resource identified by the URI is
;ed in 16-byte blocks from the start of the resource.

:rypted I-frame can be recovered by first widening its byte
as specified by the EXT-X-BYTERANGE tag, so that it starts and
I 16-byte boundaries from the start of the resource.

‘he byte range is widened further to include a 16-byte block at
jinning of the range. This 16-byte block allows the correct IV
» following block to be calculated.

lened byte range can then be loaded and decrypted with AES-128
.ng an arbitrary IV. The number of bytes added to the

.ng and the end of the original byte range are discarded from
'rypted bytes; what remains is the decrypted I-frame.

encryption METHOD is SAMPLE-AES, AES-128 decryption SHALL be
| to encrypted media samples within the Media Segment.

‘X-KEY tag with a METHOD of NONE indicates that the Media
's it applies to are not encrypted.

0l Version Compatibility

11 compatibility is specified by the EXT-X-VERSION tag. A
it that contains tags or attributes that are not compatible
‘otocol version 1 MUST include an EXT-X-VERSION tag.

it MUST NOT attempt playback if it does not support the

11 version specified by the EXT-X-VERSION tag, or unintended
)r could occur.
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I Playlist MUST indicate an EXT-X-VERSION of 2 or higher if it
IS
IV attribute of the EXT-X-KEY tag.

I Playlist MUST indicate an EXT-X-VERSION of 3 or higher if it
IS:

1iting-point EXTINF duration values.

I Playlist MUST indicate an EXT-X-VERSION of 4 or higher if it
1S

EXT-X-BYTERANGE tag.
EXT-X-I-FRAMES-ONLY tag.

I Playlist MUST indicate an EXT-X-VERSION of 5 or higher if it
IS:

KEYFORMAT and KEYFORMATVERSIONS attributes of the EXT-X-KEY

EXT-X-MAP tag.

I Playlist MUST indicate an EXT-X-VERSION of 6 or higher if it
1S

EXT-X-MAP tag in a Media Playlist that does not contain EXT-
‘FRAMES-ONLY .

v Playlist MUST indicate an EXT-X-VERSION of 7 or higher if it
1S

\WWICE" values for the INSTREAM-ID attribute of the EXT-X-MEDIA

"-X-MEDIA tag and the AUDIO, VIDEO, and SUBTITLES attributes of
"-X-STREAM-INF tag are backward compatible to protocol version

playback on older clients may not be desirable. A server MAY

'r indicating an EXT-X-VERSION of 4 or higher in the Master

it but is not required to do so.

JGRAM-ID attribute of the EXT-X-STREAM-INF and the EXT-X-I-
' TREAM-INF tags was removed in protocol version 6.

"-X-ALLOW-CACHE tag was removed in protocol version 7.
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.st Examples

1le Media Playlist

"TARGETDURATION:10
‘"VERSION:3
"19.009,

‘media.example.com/first.ts
19.009,

‘media.example.com/second.ts
:13.003,

‘media.example.com/third.ts
'ENDLIST

' Media Playlist Using HTTPS

[

"VERSION:3
"TARGETDURATION:8
‘MEDIA-SEQUENCE:2680

©17.975,

'‘/priv.example.com/fileSequence2680.ts
17.941,

‘/priv.example.com/fileSequence2681.ts
17.975,

‘/priv.example.com/fileSequence2682.ts
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'1ist with Encrypted Media Segments

I

"VERSION:3
‘MEDIA-SEQUENCE: 7794
"TARGETDURATION:15

‘KEY :METHOD=AES-128,URI="https://priv.example.com/key.php?r=52"

12.833,
‘media.example.com/fileSequence52-A.ts
:15.0,
‘media.example.com/fileSequence52-B.ts
:13.333,
‘media.example.com/fileSequence52-C.ts

‘KEY :METHOD=AES-128,URI="https://priv.example.com/key.php?r=53"

:15.0,
‘media.example.com/fileSequence53-A.ts

:er Playlist

I

'STREAM-INF :BANDWIDTH=1280000, AVERAGE -BANDWIDTH=1000000
‘'example.com/low.m3u8

'STREAM-INF : BANDWIDTH=2560000 , AVERAGE - BANDWIDTH=2000000
‘example.com/mid.m3u8

'STREAM-INF : BANDWIDTH=7680000@ , AVERAGE - BANDWIDTH=6000000
‘example.com/hi.m3u8

'STREAM-INF:BANDWIDTH=65000, CODECS="mp4a.40.5"
‘example.com/audio-only.m3u8

:er Playlist with I-Frames

)

‘STREAM-INF :BANDWIDTH=1280000

[io-video.m3u8

.I-FRAME-STREAM-INF :BANDWIDTH=86000,URI="1ow/iframe.m3u8"
‘STREAM-INF :BANDWIDTH=2560000

[io-video.m3u8

-I-FRAME -STREAM-INF :BANDWIDTH=150000,URI="mid/iframe.m3u8"
'STREAM-INF :BANDWIDTH=7680000

.0-video.m3u8

.I-FRAME-STREAM-INF :BANDWIDTH=550000,URI="hi/iframe.m3u8"
'STREAM-INF :BANDWIDTH=65000, CODECS="mp4a.40.5"

nly.m3u8
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:ex Playlist with Alternative Audio

; example, the CODECS attributes have been condensed for space.
.s used to indicate that the tag continues on the following
.th whitespace removed:

I

‘MEDIA:TYPE=AUDIO,GROUP-ID="aac",NAME="English", \
WLT=YES,AUTOSELECT=YES, LANGUAGE="en", \
:"main/english-audio.m3u8"
‘MEDIA:TYPE=AUDIO,GROUP-ID="aac",NAME="Deutsch", \
\ULT=NO, AUTOSELECT=YES, LANGUAGE="de", \
:"main/german-audio.m3u8"
‘MEDIA:TYPE=AUDIO,GROUP-ID="aac",NAME="Commentary", \
\ULT=NO, AUTOSELECT=NO, LANGUAGE="en", \
:"commentary/audio-only.m3u8"

'STREAM-INF:BANDWIDTH=1280000,CODECS="...",AUDIO="aac"
leo-only.m3u8
'STREAM-INF :BANDWIDTH=2560000,CODECS="..." ,AUDIO="aac"
leo-only.m3u8
'STREAM-INF: BANDWIDTH=7680000,CODECS="...",AUDIO="aac"
:0-only.m3u8

'STREAM-INF :BANDWIDTH=65000, CODECS="mp4a.40.5" ,AUDIO="aac"
Iglish-audio.m3u8

:exr Playlist with Alternative Video

:ample shows three different video Renditions (Main,

‘ield, and Dugout) and three different Variant Streams (low,

id high). In this example, clients that did not support the

IEDIA tag and the VIDEO attribute of the EXT-X-STREAM-INF tag
nly be able to play the video Rendition "Main".

he EXT-X-STREAM-INF tag has no AUDIO attribute, all video
.ons would be required to contain the audio.
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; example, the CODECS attributes have been condensed for space.
.s used to indicate that the tag continues on the following
.th whitespace removed:

J

‘MEDIA:TYPE=VIDEO,GROUP-ID="1ow",NAME="Main", \
WLT=YES,URI="1ow/main/audio-video.m3u8"
‘MEDIA:TYPE=VIDEO,GROUP-ID="1ow",NAME="Centerfield", \
\WULT=NO,URI="1ow/centerfield/audio-video.m3u8"
‘MEDIA:TYPE=VIDEO,GROUP-ID="1ow",NAME="Dugout", \
\ULT=NO,URI="1low/dugout/audio-video.m3u8"

'STREAM-INF :BANDWIDTH=1280000,CODECS="...",VIDEO="1ow"
.n/audio-video.m3u8

‘MEDIA:TYPE=VIDEO,GROUP-ID="mid",NAME="Main", \
\WULT=YES,URI="mid/main/audio-video.m3u8"
‘MEDIA:TYPE=VIDEO,GROUP-ID="mid",NAME="Centerfield", \
\WULT=NO,URI="mid/centerfield/audio-video.m3u8"
‘MEDIA:TYPE=VIDEO,GROUP-ID="mid",NAME="Dugout", \
\ULT=NO,URI="mid/dugout/audio-video.m3u8"

‘STREAM-INF : BANDWIDTH=2560000,CODECS="...",VIDEO="mid"
.n/audio-video.m3u8

‘MEDIA:TYPE=VIDEO,GROUP-ID="hi",NAME="Main", \
\WULT=YES,URI="hi/main/audio-video.m3u8"
‘MEDIA:TYPE=VIDEO,GROUP-ID="hi",NAME="Centerfield", \
\WULT=NO,URI="hi/centerfield/audio-video.m3u8"
‘MEDIA:TYPE=VIDEO,GROUP-ID="hi",NAME="Dugout", \
\ULT=NO,URI="hi/dugout/audio-video.m3u8"

'STREAM-INF :BANDWIDTH=7680000,CODECS="...",VIDEO="hi"
1/audio-video.m3u8

;ion Data in a Master Playlist

; example, only the EXT-X-SESSION-DATA is shown:

SESSION-DATA:DATA-ID="com.example.lyrics",URI="1lyrics.json"

‘SESSION-DATA:DATA-ID="com.example.title", LANGUAGE="en", \
VALUE="This is an example"

'SESSION-DATA:DATA-ID="com.example.title", LANGUAGE="es", \
VALUE="Este es un ejemplo"
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!ACTERISTICS Attribute Containing Multiple Characteristics
| characteristics are valid in combination, as in:

‘ERISTICS=
r.accessibility.transcribes-spoken-dialog, public.easy-to-read"

"-X-DATERANGE Carrying SCTE-35 Tags

:ample shows two EXT-X-DATERANGE tags that describe a single
inge, with an SCTE-35 "out" splice_insert() command that is
lently updated with an SCTE-35 "in" splice_insert() command.
J

‘DATERANGE : ID="splice-6FFFFFF@",START-DATE="2014-03-05T11:

, PLANNED-DURATION=59.993, SCTE35-0UT=0xFC002F0000000000FF®
/6FFFFFFOQOEQ11622DCAFF000052636200000000000A0008029896F50
'00000000

lia Segment declarations for 60s worth of media

‘DATERANGE : ID="splice-6FFFFFF@" ,DURATION=59.993,SCTE35-IN=
'AD0000000OOFF000VOFOS56FFFFFF000401162802E6100000000000A00
/6F50000008700000000

.onsiderations

IS registered the following media type [REC2046]:

me: application

» name: vnd.apple.mpegurl

'd parameters: none

11 parameters: none

Ig considerations: encoded as UTF-8, which is 8-bit text. This
'ype may require encoding on transports not capable of handling
:ext. See Section 4 for more information.

'y considerations: See Section 10.

;sion: this media type does not employ compression.
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)erability considerations: There are no byte-ordering issues,
‘iles are 8-bit text. Applications could encounter
jnized tags, which SHOULD be ignored.

led specification: see Section 4.

itions that use this media type: Multimedia applications such
iPhone media player in i0S 3.0 and later and QuickTime Player
0S X version 10.6 and later.

it identifier considerations: no Fragment Identifiers are
| for this media type.

nal information:

‘ecated alias names for this type: none

.C number(s): #EXTM3U

» extension(s): .m3u8, .m3u (see Section 4)
.ntosh file type code(s): none

& email address to contact for further information: David
singer@apple.com.

'd usage: LIMITED USE
tions on usage: none

Roger Pantos
Controller: David Singer
ity Considerations

‘he protocol generally uses HTTP to transfer data, most of the
rcurity considerations apply. See Section 15 of HTTP
] .

‘ile parsers are typically subject to "fuzzing" attacks.

:ntors SHOULD pay particular attention to code that will parse
:ceived from a server and ensure that all possible inputs are
| correctly.

it files contain URIs, which clients will use to make network
's of arbitrary entities. Clients SHOULD range-check responses
rent buffer overflows. See also the Security Considerations

I of "Uniform Resource Identifier (URI): Generic Syntax"

6] .
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‘rom URL resolution, this format does not employ any form of
content.

; SHOULD 1imit each playback session to a reasonable number of
‘ent downloads (e.g., four) to avoid contributing to denial-of-
v attacks.

quests often include session state ("cookies"), which may

I private user data. Implementations MUST follow cookie

'tion and expiry rules specified by "HTTP State Management

.sm" [REC6265] to protect themselves from attack. See also the
'y Considerations section of that document, and "Use of HTTP
lanagement" [REC2964].

:ion keys are specified by URI. The delivery of these keys
be secured by a mechanism such as HTTP Over TLS [REC2818]
:1ly SSL) in conjunction with a secure realm or a session token.
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