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I, Dr. Michael Miles, of Springville, UT, declare that: 

I. ASSIGNMENT 

1. I have been retained by POSCO (“Petitioner”) in connection with the 

above-captioned petition for Inter Partes Review (“IPR”) of U.S. Patent No. 

10,961,602 to Pascal Drillet et al. (“the ’602 Patent”). I understand the ʼ602 Patent 

is currently assigned to ArcelorMittal (“Patent Owner”). I have been asked to 

provide my independent analysis of the ’602 Patent based on the prior art 

publications cited in this declaration. I was previously engaged by Petitioner as an 

expert in IPR2019-01275, relating to U.S. Patent No. 9,708,683 (EX-1028), which 

is a parent patent to the ’602 Patent. I have also provided an analysis relating to the 

’602 Patent in IPR2024-01376. 

2. I have been asked by Petitioner to offer opinions regarding the ʼ602 

Patent, including the unpatentability of claims 1-30 (which I may refer to 

subsequently as the “Challenged Claims”) in view of certain prior art. This 

declaration sets forth the opinions I have reached to date regarding these matters. 

3. I am being compensated by Petitioner at my standard hourly 

consulting rate for my time spent on this matter. My compensation is not 

contingent on the outcome of the IPR or on the substance of my opinions. 

4. I have no financial interest in Petitioner or Patent Owner. 

II. BACKGROUND 
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A. Educational Background 

5. I earned a B.S. degree in Metallurgical Engineering in 1989 from the 

University of Idaho. I then earned my M.S. degree in Metallurgical Engineering in 

1991 from the Ohio State University. I earned my Ph.D. degree in Materials 

Science and Engineering from Ecole des Mines de Paris in 1995. My M.S. research 

was focused on the formability of sheet metal alloys, including several steel alloys, 

an aluminum alloy, and a brass alloy. My Ph.D. work involved the modeling of hot 

forming processes, especially forging, where the heat transfer between the tools 

and the workpiece were taken into account. 

B. Career History & Relevant Industry Participation 

6. I joined Brigham Young University (BYU), in Provo, UT, in 2001 as 

an assistant professor in the manufacturing engineering technology program. At 

BYU, I became an associate professor in 2007 and a full professor in 2013. I 

served as program chair of the manufacturing engineering technology program 

from 2009 – 2016. I am currently a professor in the manufacturing engineering 

department (there was a program change in 2019) at BYU. My research focus is on 

the forming and fabrication of metal alloys, with emphasis on 

microstructure/formability relationships and the welding/joining of dissimilar 

alloys. 

7. I have been funded by the National Science Foundation nine times on 

11



Attorney Docket No. 58281-0002IP2 
IPR of U.S. Patent No. 10,961,602 

 

3 

various research topics related to forming and joining of sheet metal alloys, 

including microstructure/formability relationships in steels containing retained 

austenite. I have also received funding from the Department of Energy (dissimilar 

metals joining) and NASA (friction stir welding of aluminum alloys). In all of 

these projects, I have mentored students in carrying out the research, collaborated 

with companies and National Labs (General Motors, Honda, Megastir 

Technologies, Oak Ridge National Lab), and worked with these teams to publish 

our results in archival journals. 

8. Prior to joining BYU, I worked as a project engineer from 1995 to 

1996 at Pechiney Research Center in Voreppe, France. From 1996 to 1998, I was a 

tooling engineer and a project engineer for American National Can (a subsidiary of 

Pechiney) in Elk Grove Village, Illinois. From 1998 to 1999, I was an engineering 

manager for American National Can in Whitehouse, Ohio, then assumed the role 

of assistant plant manager from 2000 to 2001 at the same facility for Rexam PLC 

(American National Can was purchased by Rexam). 

9. I am an inventor listed in the following United States Patents: End 

Closure with Improved Openability (US 6,024,239), Three-body joining using 

friction stir processing techniques (US 8,157,154), Friction bit joining using a 

friction rivet (US 9,764,375), and Systems and methods for friction bit joining (US 

11,697,173). A listing of the year, patent number, and patent title is found in my 
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Curriculum Vitae included in Appendix A. I am also a listed inventor on several 

international patents. 

10. Additional information regarding my background, qualifications, and 

presentations is included as part of my curriculum vitae. 

11. It is for at least these reasons that I am an expert in sheet metal 

forming and the microstructure/property relationships that influence formability, 

including phase transformations that occur during the forming of advanced high 

strength sheet steels for automotive manufacturing. 

III. MATERIALS REVIEWED 

12. In forming my opinions, I have reviewed the ʼ602 Patent and 

considered relevant portions of each of the documents listed in the Exhibit List 

above and the other references cited in my declaration. In reaching my opinions, I 

have relied upon my experience in the field and also considered the viewpoint of a 

person of ordinary skill in the art as of December 2005, which I understand is the 

alleged date of conception of the ’602 Patent. As explained below, I am familiar 

with the level of skill of a person of ordinary skill in the art regarding the relevant 

technology at issue as of that time 

IV. DESCRIPTION OF THE RELEVANT TIMEFRAME, THE 
RELEVANT FIELD, AND A PERSON OF ORDINARY SKILL IN 
THE ART 

 
13. I understand that the ’602 Patent claims a priority date of October 30, 
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2006. However, I am informed that Patent Owner claims a date of conception of 

December 2005. For the purposes of my analysis, I have used the December 2005 

date as the relevant date for my analysis of the prior art.  

14. I considered several factors to determine the skill level of a person of 

ordinary skill in the art of the ’602 patent in December 2005, including the types of 

problems encountered in the art, the solutions to those problems, the pace of 

innovation in the field, the sophistication of the technology, and the education level 

of active workers in the field. 

15. Based on my knowledge, expertise, and the prior art cited in the ’602 

Patent, it is my opinion that a person of ordinary skill in the field of the ’602 Patent 

would have had at least an undergraduate degree in materials science, 

manufacturing engineering, mechanical engineering, or equivalent knowledge, 

training, or experience, with at least two years of experience working in 

metallurgy. 

16. Unless noted otherwise, when I state that something would be known 

or understood by one skilled in the art, or a skilled artisan, or a person having 

ordinary skill in the art (“POSITA”), I am referring to a person with this level of 

education and experience at the time of the alleged invention, which I am assuming 

to be in or around December 2005. 

V. SUMMARY OF THE ’602 PATENT 

14
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17. I have reviewed and will now summarize the ’602 Patent. The ’602 

Patent purports to provide novel manufacturing methods and structures associated 

with a “coating” formed by hot-stamping pre-coated steel blanks. The ’602 Patent 

acknowledges that these coatings and their manufacture were already “important, 

especially in the automotive industry.” EX-1001, 1:38-39. As the Background 

describes, processing to obtain a coating typically included “[p]re-coating of a steel 

sheet[], by hot dipping; [t]rimming or cutting for obtaining blanks; [h]eating the 

blanks in order to obtain alloying of the steel substrate with the pre-coating, as well 

as the austenitizing of the steel; and [h]ot forming followed by rapid cooling of the 

part in order to obtain predominantly martensitic structures.” EX-1001, 1:41-47. 

18. Starting with this well-established process, the ’602 Patent alleges 

several improvements. First, the ’602 Patent emphasizes the “importan[ce]” of 

“control of the homogeneity of the pre-coating thickness over the entire sheet” by 

“monitor[ing] continuously” the pre-coating thickness. EX-1001, 2:54-57, 4:65. 

However, the ’602 Patent does not claim any pre-coating or homogeneity thereof. 

19. The ’602 Patent further notes (i) certain process parameters that are 

linked to the manufacture of “fully homogeneous martensitic structure[s]” and (ii) 

the advantages of “reduction of sulfur below a critical value.” EX-1001, 2:64-3:7. 

But, as will be demonstrated below, both the claimed low sulfur amounts and the 

claimed “fully martensitic” products were recognized in the art. For example, 

15
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Takagi, Vaissiere, and Somani each provide a detailed discussion of how the hot-

stamping process can be tuned to obtain martensitic structures. EX-1016, [0028]; 

EX-1021, 3, 6; EX-1032, 8. 

20. Finally, the ’602 Patent describes that “particularly good weldability 

[] is associated with a special succession of coating layers on the parts.” EX-1001, 

2:60-63. An example of the claimed coating, which includes four layers, is 

described with respect to the manufacturing process of “Example 2” and illustrated 

in FIG. 1 of the ’602 Patent, reproduced below. EX-1001, 12:30-61. 

 
FIG. 1 of the ’602 Patent 

21. I have reviewed relevant portions of the file history of the ’602 Patent 

(EX-1002). The only reference applied in a rejection during prosecution of the 

’602 Patent was Laurent. EX-1002, 30-34. The allowance relied on the art’s 
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alleged lack of teaching of layers having the recited iron compositions and total 

thickness. EX-1002, 11. The two primary references on which I have based my 

discussion – Suehiro and Takagi – directly disclose the recited iron compositions, 

and each of Cornette and GMW14400 evidences and discloses the recited 

thickness greater than 30 micrometers, thereby teaching the features that justified 

allowance, thereby teaching the features that justified allowance. 

VI. GROUND 1A: Claims 1, 2, 5, 6, and 9-30 are obvious over Takagi in 
view of Cornette 

A. Takagi 

22. Takagi is a patent application publication directed to steel parts with 

“Al-Si-Fe alloy layer[s].” EX-1016, [0005]. As described by Takagi, “a heat 

resisting hot-dip aluminum-coated steel sheet containing Si in a coating layer is 

heated at a rate of 1-10° C./sec to a temperature in the temperature range of 900-

950° C., and held at that raised temperature for a holding time (or duration) of 2-8 

minutes.” Id., [0026]. “After the heat treatment for holding in the abovementioned 

temperature range, the steel sheet is carried from a heating furnace to a forming 

press.” Id., [0027]. “The forming operation into a desired shape is started in the 

temperature range of 700-800° C. After the forming operation, the shaped sheet is 

cooled rapidly.” Id., [0028]. A POSITA would have understood that this process – 

heating, forming while hot, and rapid cooling – is a hot-stamping process as 

17
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disclosed in the ’602 Patent. 

23. Takagi describes that “[d]uring the growth of the Al-Si-Fe alloy layer 

by the heat treatment, mutual diffusion between Al coating and steel substrate layer 

produces various Al-Si-Fe ternary intermetallic compounds []. The Al-Si-Fe alloy 

layer formed by the heat treatment has a layered structure made up of these 

intermetallic compounds, and offers advantages of formability, corrosion 

resistance and weldability.” EX-1016, [0016]. Table 1 of Takagi provides 

manufacturing methods, compositions, and hardness values for multiple layers of 

coatings obtained using five different combinations of temperature and hold time. 

Nos. 1 and 4 in Table 1 are coatings having five distinct layers, whereas No, 5 

includes four distinct layers.  

18
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Annotated Takagi Table 1 

24. In Table 1, layers Inner, Inter 1, Inter 2, Inter 3, and Outer are 

arranged from the base steel outwards in that order. Takagi FIG. 2A erroneously 

shows the opposite order for intermediate layers 1, 2, and 3. FIG. 2(a) of the 

original Japanese patent filing, JP3738754, shows the correct order, which accords 

with the order in which the layers are presented in Table 1 and with Takagi’s 

discussion of the soft inner layer. EX-1018. Especially in view of the descriptions 

relating to the soft inner layer, a POSITA would have recognized that Takagi’s 

FIG. 2A represents a clear error. The translated drawing from the JP filing, along 

with a corrected version of the US publication, are shown below. 
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Top: translation of FIG. 2(a) of JP3738754 

Bottom: corrected FIG. 2A of Takagi 
B. Cornette 

25. Cornette describes “mechanical testing and different design solutions 

associated with” certain steel grades. EX-1014, 3. “A specific part of [Cornette] 

deals with a ultra high tensile strength pre-coated boron steel for hot forming.” Id. 

Specifically, Cornette describes the use of “USIBOR 1500” steel in a hot-stamping 

(or “hot forming”) process. Id., 9. A “hot dipped” aluminum-silicon pre-coating 

with average thickness 25 µm is applied to the steel, and the pre-coated steel is 

20



Attorney Docket No. 58281-0002IP2 
IPR of U.S. Patent No. 10,961,602 

 

12 

heated at “generally 900˚C [for] 5 minutes” and hot-stamped to obtain, as a result 

of an “alloying reaction between substrate [] and the coating,” an “Fe-Al-Si layer [] 

at the steel surface” that is “typically about 40 µm.” Id., 9. 

26. FIG. 22 of Cornette, reproduced below, shows the coating (a 

“multiphase alloy layer”), in which four distinct layers are visible. Id. It would 

have been clear to a POSITA that these four layers constitute the Fe-Al-Si coating, 

with an indicated base steel region underneath. The morphology at the top of the 

coating (top of indicated layer 4) is representative of a top layer, not of a layer 

adjacent to base steel. And the coating forms part of a hot-stamped product, for 

example, for the reasons discussed in the ’683 Patent’s IPR, in which it was found 

that these layers and the underlying steel form a “stamped product.” EX-1029, 32-

35. 
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Annotated Cornette FIG. 22 

27. Some of my analysis for IPR2024-01376 involved measurements of 

coating and layer thickness in Cornette FIG. 22. While working on the present 

Declaration, I identified that many of those measurements were moderately 

incorrect. It appears that my measurements were based on a copy of Cornette FIG. 

22 that had had its aspect ratio unintentionally altered, potentially due to image 

resizing during preparation of annotated drawings. The difference between the 
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correct and incorrect measurements was not large and would not have changed my 

conclusions in that matter. The measurements in this Declaration have been 

confirmed for accuracy. 

C. Combination of Takagi and Cornette 

28. Takagi discloses a pre-coating thickness of 10-20 µm but does not 

explicitly disclose a post hot-stamping coating thickness corresponding to that pre-

coating thickness. EX-1016, [0035]. However, based on Cornette, a POSITA 

would have expected Takagi’s post hot-stamping coating thickness to be 30 µm or 

more. Cornette discloses a post hot-stamping coating thickness of “about 40 µm” 

corresponding to a pre-coating thickness of 25 µm, an increase of 60%. EX-1014, 

9. When this factor is applied to Takagi’s 20 µm pre-coating thickness, the 

expected coating thickness would be 32 µm. This relationship is corroborated by 

FR2833504 (“FR Laurent”), which describes that alloying of a pre-coating 

“generally corresponds to a 50% increase” in thickness for the resulting coating, 

which would result in a 30 µm coating thickness if applied to Takagi’s 20 µm pre-

coating thickness. EX-1025, 5:17-20. This relationship is further evidenced by 

GMW14400, which uses a “20 to 33” µm pre-coating to obtain a coating “> 35 

µm,” suggesting a 75% increase in thickness from pre-coating to coating 

(assuming that a 20 µm pre-coating corresponds to a 35 µm coating). EX-1026, 7. 

As such, Cornette can be applied as evidencing Takagi’s teaching of a 32 µm post 
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hot-stamping coating thickness, without requiring modification of Takagi’s 

coatings. 

29. Further, beyond teaching a post hot-stamping coating thickness of 32 

µm corresponding to Takagi’s pre-coating thickness, Cornette illustrates that it 

would have been obvious to a POSITA to focus on the pre-coating thickness and 

the thickness of the coating after hot-stamping as parameters to be varied and 

optimized. In my review, I identified a number of prior art documents that attest to 

the importance of layer thickness for determining its properties and effectiveness. 

Cornette itself notes that “[t]he average [pre-coating] layer thickness showing the 

best compromise between corrosion protection and weldability is 25 µm” and links 

this “best” pre-coating thickness to a “typical” thickness of the alloyed “Fe-Al-Si” 

layer of “about 40 µm at the steel surface.” EX-1014, 9. As a POSITA would have 

understood, Cornette’s discussion of the “best compromise between corrosion 

protection and weldability” is clearly in reference to coatings, not pre-coatings, 

because the coating of a hot-stamped part, not the pre-coating, is what will be 

welded and what will protect against corrosion. As such, Cornette’s discussion can 

equivalently be expressed as “[t]he average [pre-coating] layer thickness [that, 

when hot-stamped, produces a resulting coating with] the best compromise 

between corrosion protection and weldability is 25 µm, [and that resulting coating 

is] typically about 40 µm.” Guided by this description, a POSITA would certainly 
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have been motivated to obtain relatively thick coatings (e.g., with a thickness of 

about 40 µm) in order to obtain the “best compromise between corrosion 

protection and weldability,” based on which it would have been obvious to try the 

25 µm that Cornette describes provides that thickness. 

30. Similarly, Certified Translation of JP2004-244704 (“Maki”) notes that 

“[a] thickness of 20 μm or more is preferred because a thicker layer responsible for 

corrosion resistance results in greater overall corrosion resistance and a longer 

material life. Although there are no particular restrictions on the upper limit, the 

plating thickness is preferably no more than 60 μm due to the upper limit on 

plating thickness that can be stably produced using the hot-dip plating method.” 

EX-1034, [0013]. Further, GMW14400 requires a coating thickness of “>35” μm 

in order to provide vehicle parts to General Motors. EX-1026, 7. 

31. I am informed that, when the prior art recognizes a certain parameter 

as result-effective, it would have been obvious to a POSITA to optimize that 

parameter. I am also informed that a parameter is “result-effective” when its 

variation or adjustment achieves a recognized result. Here, the references identified 

above demonstrate that a POSITA would have found it obvious to try varying and 

experimenting with different coating thicknesses in order to obtain a thickness 

recognized by the art as beneficial. For example, it would have been obvious for a 

POSITA to seek to obtain a coating thickness of “about 40 µm” by using a pre-
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coating thickness of “25 µm” as taught by Cornette, in order to achieve “the best 

compromise between corrosion protection and weldability.” EX-1014, 9. Further 

reinforcing the obviousness of this combination, these values of Cornette are 

within the ranges specified as desirable by Maki and GMW14400. EX-1034, 

[0013]; EX-1026, 7. 

32. A POSITA would have had a reasonable expectation of success in 

combining Takagi with Cornette to obtain thicker coatings, e.g., coatings of about 

40 µm or about 32.3 µm as measured in Cornette FIG. 22. Cornette’s pre-coating 

thickness of 25 µm represents only a 25% difference compared to the 20 µm pre-

coating thickness described by Takagi, a relatively small change. And, as discussed 

above, Cornette and FR Laurent are in agreement on the efficacy of adjusting pre-

coating thickness to modify coating thickness. As such, obtaining the desired 

coating thickness would have entailed nothing more than applying Cornette’s 

known techniques and parameters to Takagi to obtain a predictable result. 

33. It would also have been obvious to experiment by modifying other 

aspects of Takagi’s hot-stamping process based on Cornette’s disclosure. For 

example, it would have been obvious to try using, as the base steel, the USIBOR 

1500 steel noted by Cornette, which provides “excellent mechanical properties of 

the material after the press hardening process with good corrosion protection.” EX-

1014, 9; And the POSITA would have found it obvious to try varying the various 
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heating parameters described by Takagi, e.g., within the thermal process window 

(“Heating 5-10 min. 880-950˚C” or “generally 900°C, 5 minutes”) described by 

Cornette. EX-1014, 9. For example, Takagi recognizes each of heating rate, 

heating temperature, rate of primary cooling, forming temperature, and quenching 

rate as result-effective. EX-1016, [0019] and [0026]-[0037]. In experimenting 

and/or modifying Takagi based on Cornette, a POSITA would have been 

motivated by Cornette’s disclosure that these process parameters (represented, for 

example, by Cornette’s FIG. 22 coating) provide “good results” for weldability, 

have “good capacity” for corrosion resistance, and are offer desirable paint 

adherence. EX-1014, 10-11. A POSITA would have had a reasonable expectation 

that these modifications would be successful: for example, Cornette’s heating 

temperatures and times are within the ranges disclosed by Takagi. EX-1016, 

[0047]. Moreover, the corresponding experimentation was well within the reach 

and skill of a POSITA, e.g., by appropriately configuring the austenitization 

furnace and quenching die. 

34. As a result, based on the foregoing routine experimentation, a 

POSITA would have arrived at various coatings with layers having various 

thicknesses and compositions. For example, a POSITA would have arrived at 

coatings having, for each of their four or five layers, the layer composition 

described for Takagi’s No. 1, 4, or 5 coatings (or similar composition), and having 
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Cornette’s total coating thickness of “about 40 µm,” or, as another example, the 

32.3 µm thickness shown in Cornette FIG. 22 (see [1h] below). EX-1014, 9. As 

discussed above in this section, it would have been obvious to achieve this coating 

thickness, and other coating thicknesses in a similar range, at least by varying the 

pre-coating thickness, e.g., using a pre-coating thickness of about 25 µm, as taught 

by Cornette. As such, in view of Cornette, it would have been obvious to obtain 

coatings with thicknesses greater then 30 µm, as recited in claim 1. 

35. Further, in view of their similar four-layer structures, a POSITA 

would have arrived at a Takagi-Cornette No. 5 coating such that the coating 

would have the layer thicknesses and morphologies shown in Cornette FIG. 22 (or 

similar thicknesses and morphologies). This correspondence of the layer 

thicknesses/morphologies for the Takagi-Cornette No. 5 coating is shown in 

annotated Cornette FIG. 22 below. 
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Annotated Cornette FIG. 22 

36. Certainly, obtaining the foregoing compositions and coating thickness 

(and, in the case of the Takagi-Cornette No. 5 coating, the layer thicknesses and 

morphologies of Cornette FIG. 22) would require experimentation and some 

degree of trial and error, within the finite number of possible experimental values 

for some or all of the foregoing thermal treatment parameters and within 

reasonable expected variation for the relationship between pre-coating thickness 

and coating thickness. Modification of one parameter (e.g., to obtain a thicker 

coating) might affect another parameter (e.g., layer composition). However, 

handling these expected complications would have been well within the bounds of 
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routine experimentation for a metallurgist, in view of Takagi’s and Cornette’s 

disclosures. Given (i) the relatively small increase in pre-coating thickness 

associated with a modification of Takagi based on Cornette’s pre-coating thickness 

(only from 20 µm to 25 µm), (ii) the art’s recognition that layer characteristics 

(e.g., hardness and corrosion resistance, as discussed by Takagi) depend directly on 

layer composition, (iii) the art’s clear recognition of the most relevant process 

parameters for modifying layer compositions and thicknesses, and (iv) in the case 

of the Takagi-Cornette No. 5 coating, the fact that both Takagi’s No. 5 coating and 

Cornette’s coating include four layers, the manufacture of the modified coatings 

would have been obvious. EX-1016, [0019]-[0026]. 

37. As a result, the No. 1, 4, and 5 coatings (whether the No. 1, 4, and 5 

coatings modified to have Cornette’s thicknesses, or the No. 5 coating modified to 

have the layer morphology of Cornette FIG. 22) are members of a wide class of 

coatings that are rendered obvious by Takagi in view of Cornette or GMW14400. 

For example, insofar as any aspects of the coating layers described in the ’602 

Patent may be the result of specific heating parameters or pre-coating parameters, a 

POSITA would have arrived at such layers by routine experimentation. This 

conclusion is based on a comparison between the values disclosed in the ’602 

Patent and those in the prior art. The values are generally identical or very similar, 

and the ’602 Patent includes no disclosure to suggest an unexpected criticality in 
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any of these parameters that would place any of the claimed layer parameters 

outside the bounds of routine experimentation. When comparing the ’602 Patent to 

the prior art, a POSITA would have seen very similar processes being applied to 

very similar steel parts. EX-1001, 5:17-18, 6:63-67, 7:1, 7:10-14, 7:41-45, 11:11-

14, 12:32-40; EX-1016, [0026], [0028], [0037], Table 1; EX-1014, 9; EX-1055, 

[02], [07], [14]-[15], [18], FIG. 3. 

Parameter 
’602 

Patent  

’602 
Patent 

Example 2 
Takagi  Cornette  Suehiro 

Pre-coating 
thickness 

(µm) 
20 – 33  --- 10 – 20 25 --- 

Heating rate 
(˚C/s) 

4 - 12 10 8; 1-10 --- ~81, 10 

Temperature 
(˚C) 

880 - 940 920 
900, 920, 

950 
880-950; 900 900, 950 

Hold time 
(min) 

< 3 – 13  < 6 
3, 4, 5; 2-

8; 2-10 
<2 5 – 10; 5 0.5; 3 

Cooling rate 
(˚C/s) 

> 30, or 
> 50 

 
20 – 100; 

30 
--- > 20, > 30 

38. As such, a POSITA would have had a reasonable expectation that 

Cornette’s and Takagi’s teachings could be combined to obtain thicker coatings, 

 
1 Based on “2 min” heating time to reach “950˚C”. EX-1055, 4. 

2 “<” in this table indicates that the disclosed time includes both the heating ramp-

up time and the hold time. 
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e.g., coatings having the 32.3 µm or “about 40 µm” thickness of Cornette. 

39. With respect to the possible effect on layer compositions of adjusting 

process parameters to achieve a thicker coating, the art does not suggest that the 

compositions recited in the ’602 Patent would be outside the scope of reasonable 

experimentation and optimization. The art is in general agreement on the layer 

compositions obtained by typical hot-stamping processes, and these compositions 

match or are very similar to those of the ’602 Patent. With respect to Takagi and 

Suehiro, see the discussions below related to layer composition, which demonstrate 

that Takagi and Suehiro disclose compositions similar to one another and to the 

’602 Patent. Other documents, too, are in agreement. For example, the Laurent 

Presentation discloses, for a coating with a thickness of about 30 µm, a superficial 

layer (layer (d)) composition of 45% Fe, 53% Al, 1.3% Si; an intermetallic layer 

(layer (c)) composition of 65% Fe, 29% Al, 4% Si; and a diffusion layer (layer (a)) 

composition of 90.4% Fe, 6.2% Al, 2.1% Si. EX-1056, 7. All of these 

compositions are similar to those of Takagi, Suehiro, and the ’602 Patent for the 

corresponding layers. As another example, Engels discloses, for a coating with a 

thickness of about 40 µm,  a superficial layer (layer (d)) composition of 44.1% Fe, 

53.2% Al, 1.9% Si; an intermetallic layer (layer (c)) composition of 54.3% Fe, 

33.9% Al, 10.6% Si; an intermediate layer (layer (b)) composition of 45.9% Fe, 

51.4% Al, and 1.9% Si; and a diffusion layer (layer (a)) composition of 89.2% Fe, 
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7.2% Al, 1.9% Si. EX-1005, 9. These values, too, agree with those of the other 

references and the ’602 Patent. As such, the composition elements of the ’602 

Patent’s claims appear to be merely reflecting the expected result of performing 

hot-stamping on a pre-coated steel using widely-agreed-upon process parameters 

(see the table above), rather than representing a new or unexpected result. 

Therefore, it would have been within the skill of a POSITA to, with a reasonable 

expectation of success, adjust coating characteristics (such as achieving a coating 

thickness greater than µm, modulating layer thickness/morphology, and the like) 

while also achieving the layer compositions of the ’602 Patent’s claims. 

40. Certainly, layer thickness/morphology and composition may be 

associated with one another. For example, based on my experience, a POSITA 

would expect that a given change to austenitization temperature might affect both 

coating and/or layer thickness and the composition of one or more layers, such that 

a POSITA would have had to exercise care when performing experimentation, e.g., 

to generally retain a multi-layer structure with target hardness and corrosion 

resistance as taught by Takagi. However, this type of optimization was well-

established and would have constituted merely routine optimization in the field. I 

note, for example, Takagi’s clear description of how the high-temperature 

diffusion process proceeds to form a multi-layer coating. EX-1016, [0019]. 

41. With respect to the Takagi-Cornette combination, based on visual 
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inspection, Cornette’s innermost layer, mapped to layer (a) below, may include a 

shading gradient suggestive of two sub-layers. To the extent Cornette FIG. 22 is 

interpreted in this manner, the combination of Takagi and Cornette can also yield 

Takagi-Cornette No. 1 and 4 coatings having the layer compositions of Takagi and 

the layer thicknesses and/or morphologies of Cornette FIG. 22’s five total layers, 

of which two are sub-layers in the innermost layer. My discussions below that rely 

on Cornette’s layer thicknesses and/or morphology are compatible with and should 

be understood to include this mapping. 

42. From my experience during IPR proceedings for the ’683 Patent, I am 

aware that the heating rates disclosed in the ’602 Patent were a focus of some 

discussion. Heating rates were also discussed in detail during prosecution of the 

’602 Patent. EX-1002, 16-20. With respect to the heating rates, I will briefly note 

that the disclosed preferential heating rate range of “4 [to] 12°C./s” encompasses 

Takagi’s disclosed heating rates of 8˚C/s and 1-10˚C/s; encompasses the heating 

rate of “10˚C/s” disclosed by Suehiro; encompasses the heating rate range of 5-

10˚C/s disclosed by WO02/103073; and encompasses the heating rates from 20˚C 

to 700˚C disclosed in FIG. 2 of EX-1039, which I measure to be 5.2 °C/s and 
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8°C/s.3 EX-1001, 7:13-24; EX-1016, [0026], [0037]; EX-1055, FIG. 3; EX-1035, 

57:1; EX-1039, FIG. 2. I can find no evidence that any of the foregoing 

temperature or coating parameters disclosed by the ’602 Patent represented an 

invention or novel insight. These parameter ranges described by the ’602 Patent 

were general in view of the prior art, and it would have been well within the skill 

of a POSITA to arrive at the claimed coatings as a result of routine 

experimentation within the conditions of the prior art. 

D. Analysis of Claims 

1. Claim 1 

[1pre]: A precoated steel product comprising: 

43. Takagi’s parts are “precoated steel product[s]” or, importing the 

definition of “product” from the ’602 Patent, “precoated steel stamped blanks.”4 

Takagi describes that, in the “[t]est [p]rocedure” used for producing Takagi’s 

samples, “[f]rom the [] hot-dip aluminum-coated [i.e., precoated]” steel sheet, a 

flat plate [] was cut out, heat-treated [] and formed into a shape shown in FIG. 1.” 

EX-1016, [0036]. “Form[ing]” refers to stamping, because the blanks are “formed” 

 
3 For the EX-1039 value, I measured the average heating rate over the 20˚C to 

700˚C range based on the curves in FIG. 2. 

4 “Product” is defined in the ’602 patent at 14:56. 
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into a part by the stamping. Further, as discussed above in the description of 

Cornette, Cornette throughout refers to “hot stamping,” and Cornette FIG. 22 

illustrates a hot-stamped product. EX-1014, 10-11. Also, Cornette repeatedly refers 

to a “pre-coated boron steel.” EX-1014, 9-10. 

[1a]: a strip of base steel having a first side and a second side; and 

44. Takagi’s No. 1, 4, and 5 parts include a strip of base steel having a 

first side and a second side. These sides are shown, for example, in Takagi FIG. 1, 

which illustrates the “shape” of the hot-stamped parts of Takagi No. 1, 4, and 5. 

This shape is obtained by “form[ing]” a “flat plate.” EX-1016, [0036]. A POSITA 

would have understood that the “base steel” of the FIG. 1 part, and its two sides, 

are underneath a coating, the coating formed by “hot-dip[ping],” e.g., “immersing 

a strip continuously in a bath of molten aluminum” (or aluminum-silicon). EX-

1016, [0013]. That is, in FIG. 1, the visible surfaces are surfaces of the coating, but 

a POSITA would have understood that a strip of base steel with two sides was 

under the coating. This is corroborated by Cornette, which describes the presence 

of a “base material” or “substrate” of “boron steel.” EX-1014, 9.  
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Annotated Takagi FIG. 1 

[1b]: a coating on at least one of the first side of the strip of base steel and 

the second side of the strip of base steel, 

45. Takagi’s parts include the recited coating. These coatings are 

illustrated, for example, in Takagi FIG. 2A. For combination with Cornette, such a 

coating is also shown in Cornette’s FIG. 22 coating, which corresponds to the 

Takagi No. 5 coating as a Takagi-Cornette coating as discussed above. 
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Takagi FIG. 2A (annotated and corrected) 

 

 

Cornette FIG. 22 (annotated) 
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[1c]: wherein the coating results from interdiffusion between the base steel, 

and an aluminum or aluminum alloy pre-coating, 

46. Takagi’s coatings result from interdiffusion between the base steel, 

and an aluminum or aluminum alloy pre-coating. For example, Takagi describes 

that “[d]uring the growth of the Al-Si-Fe alloy layer by the heat treatment, mutual 

diffusion between Al coating and steel substrate layer produces various Al-Si-Fe 

ternary intermetallic compounds.” EX-1016, [0016]. Similarly, Cornette describes 

an “alloying reaction between substrate (iron) and the coating (aluminum – silicon) 

which leads to a hard multiphase alloy layer.” EX-1014, 9. A POSITA would have 

understood this “alloying reaction” to be equivalent to or involve interdiffusion. 

[1d]:  and wherein the coating includes, proceeding from the base steel 

outwards: (a) an interdiffusion layer having a first mean iron composition, 

47. Takagi alone and/or as modified by Cornette discloses the recited 

layers (a)-(d). As one example, as shown in annotated Takagi FIG. 2A below, the 

Inner, Inter 2, Inter 3, and Outer layers of each of the Takagi (or Takagi-

Cornette) No. 1 and 4 coatings teach the recited layers (a), (b), (c), and (d), 

respectively. As another example, the Inner, Inter 1, Inter 2, and Outer layers of 

the Takagi (or Takagi-Cornette) No. 5 coating (which lacks an Inter 3 layer) teach 

the recited layers (a), (b), (c), and (d), respectively. These mappings are 

summarized in the table below. A POSITA would have understood that other 
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mappings are also possible. 

Takagi layer No. 1 and 4 mapping No. 5 mapping 
Outer Layer (d) Layer (d) 
Inter 3 Layer (c) -- 
Inter 2 Layer (b) Layer (c) 
Inter 1 -- Layer (b) 
Inner Layer (a) Layer (a) 

48. The compositions of the coatings’ layers, in association with the 

corresponding layers of the ’602 Patent, are shown in the annotated Takagi Table 1 

below. 

 

Takagi Table 1 (annotated) 

49. For the Takagi-Cornette No. 5 coating in which Takagi’s layers have 
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the thicknesses and/or morphologies of Cornette’s corresponding layers, or similar 

thicknesses and/or morphologies, the mapping is illustrated below. 

 
Annotated Cornette FIG. 22 

50. The “interdiffusion layer” corresponds to the Inner layer of the Takagi 

or Takagi-Cornette No. 1, 4, and 5 coatings. According to Takagi’s Table 1, this 

Inner layer has first mean iron compositions of 89.6%, 90.7%, and 94.3% in the 

No. 1, 4, and 5 coatings, respectively. 

51. Based on Takagi’s description that the percentages in Table 1 are 

“percent by mass,” a POSITA would have understood that these percentages refer 

to “mean” compositions. EX-1016, [0020]. In the field of steel metallurgy, a 
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disclosure of a composition for a material, phase, or layer implicitly is, and would 

have been understood as, a disclosure of a mean composition of the material, 

phase, or layer. “Mean” composition is by far the most common way to report a 

composition and would have been the most accessible measure of a layer’s 

composition for a POSITA seeking to apply Takagi’s teachings to hot-stamped 

steel. 

52. Absent a statement or suggestion otherwise—which Takagi does not 

provide—a POSITA would have understood Takagi’s disclosures of compositions 

to be disclosures of mean compositions, thereby satisfying this claim element. 

53. Alternatively, for the No. 1 and 4 coatings, the “interdiffusion layer” 

can correspond to the Inner and Inter 1 layers together, such that the two layers are 

sub-layers of the interdiffusion layer. Based on my review of the literature, this is a 

common characteristic of the coatings of hot-stamped steels: a deepest layer of the 

coating may include two sub-layers, depending on the exact thermal process to 

which the coating was subjected. For example, the presence of a sub-layer or 

gradient structure in the deepest layer is shown in both Cornette FIG. 22 and 

Suehiro FIG. 12, where Suehiro itself identifies that layer as including two layers 

(layers (4) and (5)). EX-1014, FIG. 22; EX-1055, FIGS. 12-13. This structure is 

also illustrated by Engels, which shows an innermost layer composed of a 

measurable phase 1 and a very thin, “unmeasurable” second phase. EX-1005, 9, 
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FIG. 5. 

54. Takagi also suggests this structure. Of Takagi’s five samples, Nos. 1 

and 4 include five layers, whereas Nos. 2 and 5 include four layers. EX-1016, FIG. 

4. A comparison of the compositions of the layers of these coatings strongly 

suggests that the “missing” layer of Nos. 2 and 5 would be the equivalent of the 

Inter 1 layers of Nos. 1 and 4, such that the Inter 1 layers of Nos. 2 and 5 

corresponds to the Inter 2 layers of Nos. 1 and 4 based on their composition and 

location within the coating. That is, Takagi’s disclosure, when viewed alongside 

the other available art, would have suggested to a POSITA that the Inner layer of 

the No. 5 sample may include two sub-layers that are, in the No. 1 and 4 samples, 

differentiated as Inner and Inter 1 layers. 
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Annotated Takagi Table 1 

55.  In fact, this physical phenomenon is also indicated by the ’602 

Patent’s disclosure that the interdiffusion layer “is itself composed of two sub-

layers,” although the claims of the ’602 Patent lack any requirement that the 

“interdiffusion layer” or “layer (a)” be composed of two sub-layers.” EX-1001, 

12:46. 

56. In the case where Takagi’s two inner layers are together interpreted as 

one layer, the mappings are as shown below. These mappings should be 

understood as being applied below, where applicable. 
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Takagi layer 
Alternative No. 1 and 

4 mapping 
Outer Layer (d) 
Inter 3 Layer (c) 
Inter 2 Layer (b) 

Inner + Inter 1 Layer (a) 
 

[1e]: (b) an intermediate layer having a second mean iron composition 

different from the first mean iron composition, 

57. Takagi alone and/or as modified by Cornette discloses the 

intermediate layer. According to Takagi’s Table 1, the layer corresponding to the 

intermediate layer (Inter 2 for the No. 1 and 4 coatings, and Inter 1 for the No. 5 

coating) has second mean iron compositions of 50.1%, 46.8%, and 42.7%, 

respectively. These second mean iron compositions are different from the 

corresponding first mean iron compositions of the interdiffusion layer.  

[1f]: (c) an intermetallic layer having a third mean iron composition 

different from the first and second mean iron compositions, the third mean iron 

composition being higher than the second mean iron composition; and 

58. Takagi alone and/or as modified by Cornette discloses the 

intermetallic layer. According to Takagi’s Table 1, the layer corresponding to the 

intermetallic layer (Inter 3 for the No. 1 and 4 coatings, and Inter 2 for the No. 5 

coating) has third mean iron compositions of 62.0%, 63.1%, and 51.4%, 

respectively. These third mean iron compositions are different from the 
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corresponding first and second mean iron compositions, and are also higher than 

the corresponding second mean iron compositions. 

[1g]: (d) a superficial layer having a fourth mean iron composition different 

from the third mean iron composition, 

59. Takagi alone and/or as modified by Cornette discloses the superficial 

layer. According to Takagi’s Table 1, the Outer layer, which corresponds to the 

superficial layer, has fourth mean iron compositions of 44.5%, 49.8%, and 38.4% 

for the No. 1, 4, and 5 coatings, respectively. These fourth mean iron compositions 

are different from the corresponding third mean iron compositions. 

[1h]: wherein the coating of the hot stamped coated steel product has a 

thickness greater than 30 micrometers. 

60. Takagi alone and/or in view of Cornette teaches a coating thickness 

greater than 30 µm. As discussed above, applying Cornette’s thickness increase of 

60% to Takagi’s 20 µm pre-coating thickness results in a thickness of 32 µm, 

greater than 30 µm. EX-1014, 9; EX-1016, [0035]. Further, in reference to the 

Takagi-Cornette combination, the Takagi-Cornette No. 1, 4, and 5 coatings are 

modified to have thicknesses similar to Cornette’s part, e.g., 32.3 µm or “about 40 

µm,” satisfying the recitation of “greater than 30 micrometers.” For example, 

based on Cornette, it would have been obvious to a POSITA to try varying process 

parameters such as thermal parameters and/or pre-coating thickness, as a matter of 
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routine experimentation, to arrive at a coating having the thickness of the coating 

shown in Cornette FIG. 22. Based on the scale included in that drawing, the 

thickness of that coating, for at least one measurement position, is approximately 

32.3 µm. This measurement is shown in the annotated drawing below. The 

measurement was performed by using the common “ImageJ” software to 

determine a pixel-to-distance conversion using the 20 µm scale, and then applying 

that conversion to a vertical line through Cornette’s coating. 

61. I note further that the ’602 Patent fails to describe any criticality 

associated with a coating thickness “greater than 30 micrometers.” The ’602 Patent 

describes the benefit of a pre-coating thickness of “20-33 micrometers” (a range 

that overlaps Takagi’s range and encompasses Cornette 25 µm pre-coating), but 

provides no discussion or justification relating to the “preferred embodiment [in 

which] the total thickness of layers (a) to (d) is greater than 30 micrometers.” EX-

1001, 5:17-21, 6:44-45. Certainly the ’602 Patent includes no suggestion of any 

criticality associated with the particular threshold of 30 µm.  
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Cornette FIG. 22 (annotated) 

2. Claim 2 

[2]: The precoated steel product as recited in claim 1 wherein the layers (c) 

and (d) are quasi continuous by occupying at least 90% of a level corresponding to 

each of the layers (c) and (d) and wherein less than 10% of layer (c) is present at 

an extreme surface of the product. 

62. I conducted an analysis of Cornette FIG. 22, based on observations of 

the shading of the different layers of Cornette’s coating. 

63. The outer two layers of Cornette FIG. 22 are quasi continuous. For 
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example, the layers’ continuity is illustrated in the segment of FIG. 22 enlarged 

below. Claim 2 merely refers to “a level corresponding to each of the layers” and, 

thus, the enlarged segment of FIG. 22 demonstrates “a level” of layers (c) and (d) 

that satisfies claim 2. As discussed above with respect to the Takagi-Cornette 

combination, these layers reflect an obvious morphology of layers (c) and (d) of at 

least the Takagi-Cornette No. 5 coating. 

 
Cornette FIG. 22 (annotated) 

64. Reviewing the entirety of the SEM image in FIG. 22, these layers 

extend continuously or essentially continuously across the entire image, except for 

at most one segment (indicated with red below). A POSITA would have 

considered the layers to be continuous or essentially continuous (or quasi 

continuous) despite this segment. To the extent that this segment is considered to 

make the layer discontinuous, the segment occupies only about 6% (6.9 µm/116 
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µm) of the total width of FIG. 22. Therefore, layer (c) in Cornette FIG. 22 is 

“quasi-continuous” even if the indicated red section is interpreted as a 

discontinuity.  

65. Indeed, the red section appears to be damage imparted after cross-

sectioning was performed (e.g., an indentation in the coating) and is almost 

certainly an artifact originating post-processing, such that a correct analysis would 

include the red section, resulting in layer (c) being fully continuous across FIG. 22.  

66. Accordingly, layers (c) and (d) of the Takagi-Cornette No. 5 coating 

are quasi continuous. 
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EX-1014, FIG. 22 (annotated) 

67. Cornette FIG. 22 illustrates, based on visual inspection and the 

relative shadings of different layers, that essentially none of the second-highest 

layer (corresponding to layer (c) of the Takagi-Cornette No. 5 coating) is present at 

the extreme surface of the coating. Accordingly, the corresponding limitation is 

rendered obvious by the Takagi-Cornette combination. 

3. Claims 5 and 6 

[5]: The precoated steel product as recited in claim 1 wherein the base steel 

comprises 20 ppm or less of sulfur. 

[6]: The precoated steel product as recited in claim 2 wherein the base steel 
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comprises 20 ppm or less of sulfur. 

68. As discussed above in reference to the Takagi-Cornette combination, 

it would have been obvious for a POSITA to use, as the base steel, the USIBOR 

1500 steel described by Cornette as providing “excellent mechanical properties of 

the material after the press hardening process with good corrosion protection.” EX-

1014, 9. According to Cornette, this steel has a maximum sulfur content of 

0.008%, or 80 ppm. It would have been obvious for a POSITA to optimize the 

sulfur content within this range, for example, to arrive at the claimed range of “20 

ppm or less.” For example, a POSITA would have interpreted Cornette’s 

disclosure of a maximum sulfur content as strongly suggestive of sulfur content as 

a relevant parameter to be optimized. 

4. Claim 9 

[9]: The precoated steel product as recited in claim 1 wherein the layer (a) 

has a thickness less than 15 micrometers. 

69. As discussed above in reference to the Takagi-Cornette combination, 

Cornette FIG. 22 represents an obvious morphology of the Takagi-Cornette No. 5 

coating, and, correspondingly, the inner layer of FIG. 22 represents an obvious 

morphology of layer (a). Based on the annotated FIG. 22 below, this layer has a 

measured thickness of 10.7 µm, satisfying this claim.  Indeed, the ’602 Patent 

describes no criticality, unexpected results, or qualitative difference for the claimed 
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range.  

 
Cornette FIG. 22 (annotated) 

5. Claim 10 

[10]: The precoated steel product as recited in claim 1 wherein the layer (a) 

has a thickness less than 10 micrometers. 

70. As discussed above in reference to claim 9, the layer of Cornette 

corresponding to layer (a) has a measured thickness of 10.7 µm. EX-1014, FIG. 22. 

However, it would have been obvious to a POSITA to experiment with the layer 

thicknesses (e.g., by adjusting thermal parameters) to arrive at the claimed less 
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than 10 µm. The claimed range would represent a decrease in thickness for layer 

(a) of less than 1 µm, and the ’602 Patent does not describe any criticality or 

unexpected results for “less than 10 micrometers” compared to 10.7 µm in the 

Takagi-Cornette coating. Nor would a POSITA have expected there to be such a 

qualitative or critical difference, in view of well-understood principles of 

metallurgy. 

71. A POSITA would have readily understood that the 0.7 µm difference 

between 10.7 µm and 10 µm would have been less than manufacturing tolerances 

for layer thicknesses of coatings on hot-stamped steel parts. Layers would never be 

perfectly uniform, and the thickness of the layer would be expected to vary from 

part-to-part and within a given part. For example, GMW14400 describes that 

thickness measurements of the pre-coating should be conducted with instruments 

that “have a capability of ± 1.0 µm accuracy,” indicating a tolerance for and 

expectation of thickness variations on that scale. EX-1026, 3. Indeed, this 0.7 µm 

difference is less than the location-to-location variation observed for the innermost 

layer in various documents illustrating a multilayer coating. EX-1014, FIG. 22; 

EX-1055, FIG. 12; EX-1005, FIG. 5; EX-1019, FIG. 4. 

72. A POSITA would have been motivated to experiment with the layer 

(a) (Inner layer) thickness to arrive at the claimed thickness range with a 

reasonable expectation of success. Takagi explicitly recognizes this thickness as a 
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result-effective variable, noting the thickness’ relationship to crack prevention and 

corrosion resistance. EX-1016, [0017]. It is true that Takagi generally suggests that 

the Inner layer should be thicker rather than thinner. EX-1016, [0017]. However, 

Takagi’s recognition of the Inner layer thickness as a relevant parameter would 

have led a POSITA to try reducing its thickness as a matter of routine optimization, 

for example, to confirm Takagi’s teachings and assess the relationship between 

layer thickness and material properties throughout a broad range of values. This 

type of study would have been typical and expected. 

73. Takagi also describes that the layer can be tuned “by controlling the 

raised temperature of the heating and the holding time at the raised temperature.” 

EX-1016, [0019]. By varying these thermal parameters and the other parameters 

noted by Takagi and Cornette (e.g., heating rate and temperature), it would have 

been obvious for a POSITA to arrive at the claimed thickness. EX-1016, [0037]; 

EX-1014, 9. 

6. Claim 11 

[11]: The precoated steel product as recited in claim 1 wherein the 

interdiffusion layer comprises the following components by weight based on total 

weight: 86 to 95% Fe, 4 to 10% Al, and 0 to 5% Si. 

74. As taught in Takagi’s Table 1, the Inner layers of Nos. 1 and 4 have 

compositions of 89.6% Fe, 7.7% Al, 2.0% Si, and 90.7% Fe, 6.0% Al, 1.5% Si, 
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respectively, within the claimed range. 

75. The Inner layer of the No. 5 coating has a composition of 94.3% Fe, 

3.2% Al, 0.4% Si. EX-1016, Table 1. These iron and silicon compositions are 

within the claimed range, whereas the Al% differs by 0.8% from the 4% of claim 

11. Takagi’s Al% value, which is close to the claimed range, renders obvious the 

claimed range for the reasons I discuss below for claim 12. 

76. Further, Takagi’s percentages are “mass %,” which is equivalent to 

weight % because weight and mass are related by a constant factor that cancels out 

when calculating mass/weight proportions. EX-1016, [0020]. Also, a POSITA 

would have understood these percentages to be based on total weight. For example, 

the composition percentages for each layer do not sum to 100%, suggesting that 

the percentages are based on a total weight and not, for example, limited to 

consideration of Fe, Al, and Si. 

7. Claim 12 

[12]: The precoated steel product as recited in claim 1 wherein the 

intermediate layer comprises the following components by weight based on total 

weight: 39 to 47% Fe, 53 to 61% Al, and 0 to 2% Si. 

77. The intermediate layer corresponds to the Inter 2 layer of the 

Takagi/Takagi-Cornette No. 1 and 4 coatings and the Inter 1 layer of the 

Takagi/Takagi-Cornette No. 5 coating. These layers have compositions, 
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respectively, of or similar to (i) 50.1% Fe, 48.4% Al, 1.2% Si, (ii) 46.8% Fe, 

51.9% Al, 0.6% Si, and (iii) 42.7% Fe, 54.5% Al, 2.5% Si. These values are 

within the recited ranges except for No. 1 Al% (deviation of 4.6%), No. 1 Fe% 

(deviation of 3.1%), No. 4 Al% (deviation of 1.1%), and No. 5 Si% (deviation of 

0.5%).  

78. These compositions render obvious the claimed compositions. I am 

informed that a claimed amount that does not overlap with, but is close to, a prior 

art amount, is obvious absent countervailing evidence such as unexpected results. 

Here, the ’602 Patent describes no criticality or unexpected results for the claimed 

ranges compared to Takagi’s very similar values. Based on my metallurgical 

experience, a POSITA would not expect there to be any qualitative difference in 

layer properties between, for example, a 53% Al layer and a 51.9% Al layer, or 

between a 2% Si layer and a 2.5% Si layer. 

79. Moreover, a POSITA would have been motivated to experiment with 

various Al%, Fe%, and Si% to arrive at the claimed compositions. First, a POSITA 

would have naturally understood that the concentrations of components in a layer 

would be relevant for determining properties of that layer. In addition, Takagi 

describes both Fe% and Al% as result-effective, noting specifically Fe%’s 

relationship to hardness and Al%’s relationship to corrosion resistance. EX-1016, 

[0020]-[0021]. Takagi also describes the physical mechanism behind layer 
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formation and how “the diffusion quantity of Fe [can be] varied” (which would 

correspond to control of Al%, Fe%, and Si%) “by controlling the raised 

temperature of the heating and the holding time at the raised temperature.” EX-

1016, [0019]. This emphasis on layer composition as a parameter to be tuned 

would have been corroborated by (i) Maki’s disclosure that Al% at least partially 

determines corrosion resistance, (ii) WO02/103073’s disclosure that Si% and Al% 

modulate layer hardness, workability, weldability, and/or corrosion resistance, and 

(iii) the Laurent Presentation’s detailed measurements of layer composition within 

a hot-stamped coating. EX-1034, [0012]; EX-1035, 25:21-28, 29:3-7, 31:6-12; EX-

1056, 7. By varying the parameters noted by Takagi and Cornette (e.g., heating 

rate, heating temperature, holding time, and the like), it would have been obvious 

for a POSITA to arrive at the claimed compositions as a result of routine 

experimentation on result-effective variables. 

80. Also, the above differences in Al%, Fe%, and Si% (e.g., the 

difference between 51.9% and 53%) would have been well within manufacturing 

tolerances and measurement accuracy for a micron-scale layer in a thin, multi-layer 

coating. Layers would never be perfectly uniform, and the composition of the layer 

would be expected to vary from part-to-part and within a given part. And the 

disclosed compositions would have been obtained by Scanning Electron 

Micrograph Energy Dispersion Spectroscopy (SEM-EDS), for which, in which 
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experience, measured element compositions can vary by a percentage or more. 

81. Based on the above reasoning, Takagi’s disclosed compositions 

render obvious the compositions of claim 12. 

8. Claim 13 

[13]: The precoated steel product as recited in claim 1 wherein the 

intermetallic layer comprises the following components by weight based on total 

weight: 62 to 67% Fe, 30 to 34% Al, and 2 to 6% Si. 

82. As taught in Takagi’s Table 1, the Inter 3 layers of Nos. 1 and 4 have 

compositions of 62.0% Fe, 31.6% Al, 5.7% Si, and 63.1% Fe, 30.4% Al, 5.3% 

Si, respectively, values within the claimed range. 

9. Claim 14 

[14]: The precoated steel product as recited in claim 1 wherein the 

superficial layer comprises the following components by weight based on total 

weight: 39 to 47% Fe, 53 to 61% Al, and 0 to 2% Si. 

83. As taught in Takagi’s Table 1, the Outer layers of Nos. 1, 4, and 5 

have compositions of 44.5% Fe, 54.8% Al, 0.8% Si; 49.8% Fe, 47.4% Al, 2.2% 

Si; and 38.4% Fe, 54.5% Al, 6.8% Si, respectively. All of the No. 1 values are 

within the recited ranges. The No. 4 values deviate from the recited ranges by 

2.8%, 5.6%, and 0.2% for Fe%, Al%, and Si%, respectively. For No. 5, the Al% is 

within the claimed range, while the Fe% differs by 0.6% and the Si% differs by 
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4.8%. Absent evidence of criticality or unexpected results, these values render 

obvious the claimed ranges as discussed for claim 12. 

10. Claims 15-17 

84. See claims 12-14.  

11. Claim 18 

[18]: The precoated steel product as recited in claim 1 wherein the 

interdiffusion layer has a thickness of from 1 micron to 15 microns. 

85. See claim 9. For example, the Takagi-Cornette No. 5 coating has an 

interdiffusion (Inner) layer with a measured thickness of 10.7 µm. Indeed, the ’602 

Patent describes no criticality, unexpected results, or qualitative difference for the 

claimed range.  

60



Attorney Docket No. 58281-0002IP2 
IPR of U.S. Patent No. 10,961,602 

 

52 

 
Cornette FIG. 22 (annotated) 

 

12. Claim 19 

[19]: The precoated steel product as recited in claim 1 wherein the first 

mean iron composition is 90 percent, the second mean iron composition is 43 

percent, the third mean iron composition is 63 percent and the fourth mean iron 

composition is 45 percent. 

86. The No. 1, 4, and 5 coatings have layer-wise Fe% of 89.6, 50.1, 62.0, 

44.5; 90.7, 46.8, 63.1, 49.8; and 94.3%, 42.7%, 51.4%, 38.4%, all similar to the 
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claimed Fe%.  

87. As I discussed above, it my understanding that a claimed amount that 

does not overlap with, but is close to, a prior art amount, is obvious absent 

countervailing evidence. Here, the ’602 Patent describes no criticality or 

unexpected results for the first, second, third, and fourth mean iron compositions 

required in claim 19, as opposed to Takagi’s disclosure. Absent a showing of 

criticality or unexpected results, the values taught by Takagi render obvious the 

claimed values. For example, the ’602 Patent fails to describe a “difference in kind 

and not of degree” associated with the differences between claim 19’s Fe% and 

Takagi’s. Indeed, based on my professional and academic experience, a POSITA 

would not have expected there to be any such qualitative difference in properties, 

as the differences in composition are not greater than many ranges given for 

nominal steel compositions, which can routinely span 20% or more. See, e.g., EX-

1047, Table 1. Further, these differences would likely fall within manufacturing 

tolerances for micron-scale layers in a hot-stamped coating  

  

13. Claim 20 

[20]: The precoated steel product as recited in claim 1 wherein the fourth 

mean iron composition is lower than the third mean iron composition. 

88. See [1e]-[1f]. The third mean iron compositions of the No. 1, 4, and 5 
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coatings are 62.0%, 63.1%, and 51.4%, respectively, while the fourth mean iron 

compositions are 44.5%, 49.8%, and 38.4%. EX-1016, Table 1. The corresponding 

pairs of these values satisfy the recited relationship. 

14. Claim 21 

[21]: A precoated steel product comprising: 

a strip of base steel having a first side and a second side; and a coating on 

at least one of the first side of the strip of base steel and the second side of the strip 

of base steel, wherein the coating results from interdiffusion between the base 

steel, and an aluminum or aluminum alloy pre-coating, and wherein the coating 

includes, proceeding from the base steel outwards: 

(a) an interdiffusion layer having a first mean iron composition, 

(b) an intermediate layer having a second mean iron composition different 

from the first mean iron composition, 

(c) an intermetallic layer having a third mean iron composition different 

from the first and second mean iron compositions, the third mean iron 

concentration being higher than the second mean iron composition, and 

(d) a superficial layer having a fourth mean iron composition different from 

the first, second and third mean iron compositions, 

wherein the coating has a thickness greater than 30 micrometers. 

89. See claim 1 above. Claim 21 is identical to claim 1 except for 
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additionally reciting that the fourth mean composition is different from the first 

and second mean iron compositions. This element is disclosed in Takagi’s Table 1. 

Specifically, the fourth mean iron compositions disclosed by Takagi (the iron 

compositions of the Outer layers of the No. 1, 4, and 5 coatings) are 44.5%, 49.8%, 

and 38.4%, respectively, which are different from the iron compositions disclosed 

for the other layers of those coatings. EX-1016, Table 1. 

15. Claim 22 

90. See [20]. 

16. Claim 23 

[23]: The precoated steel product as recited in claim 22 wherein the fourth 

mean iron composition is higher than the second mean iron composition. 

91. The claimed Fe% relationship is satisfied for the No. 4 coating based 

on Takagi’s Table 1 (46.8% for Inter 2 and 49.8% for Outer). The No. 1 coating 

has Fe% of 50.1% for Inter 2 and 44.5% for Outer, and the No. 5 coating has 

42.7% for Inter 1 and 38.4% for Outer, which render obvious claim 23 for reasons 

discussed for claim 12 above. 

17. Claim 24 

[24]: A precoated steel product comprising: 

a strip of base steel having a first side and a second side; and 

a coating on at least one of the first side of the strip of base steel and the 
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second side of the strip of base steel, wherein the coating results from 

interdiffusion between the base steel, and an aluminum or aluminum alloy pre-

coating, and wherein the coating includes, proceeding from the base steel 

outwards: 

(a) an interdiffusion layer having a first mean aluminum composition, 

(b) an intermediate layer having a second mean aluminum composition 

different from the first mean aluminum composition, 

(c) an intermetallic layer having a third mean aluminum composition 

different from the first and second mean aluminum compositions, and 

(d) a superficial layer having a fourth mean aluminum composition different 

from the first, second and third mean aluminum compositions, the second mean 

aluminum composition being greater than the third mean aluminum composition; 

wherein the coating has a thickness greater than 30 micrometers. 

92. See claim 1 above. Claim 24 is identical to claim 1 except that (i) 

mean aluminum compositions are recited instead of mean iron compositions, (ii) 

the fourth mean Al% is “different from the first, second and third mean” Al%, and 

(iii) “the second mean aluminum composition [is] greater than the third mean 

aluminum composition.” These relationships are directly disclosed for the No. 1 

and 4 coatings in Takagi’s Table 1 based on the correspondence between Takagi’s 

layers and the first through fourth layers discussed for claim 1. EX-1016, Table 1. 

65



Attorney Docket No. 58281-0002IP2 
IPR of U.S. Patent No. 10,961,602 

 

57 

For the No. 5 coating, these relationships are also directly disclosed, except for the 

description of equal values of Al%, which render obvious different values. 

93. For example, according to Takagi’s Table 1, the Inner layer, 

corresponding to the interdiffusion layer of the No. 1, 4, and 5 coatings, has first 

mean aluminum compositions of 7.7%, 6.0%, and 3.2%, respectively. 

94. Further, according to Takagi’s Table 1, the layer corresponding to the 

intermediate layer (Inter 2 for the No. 1 and 4 coatings and Inter 1 for the No. 5 

coating) has second mean aluminum compositions of 48.4%, 51.9%, and 54.5%, 

respectively. These second mean aluminum compositions are different from the 

corresponding first mean aluminum compositions of the interdiffusion layer. 

95. Moreover, according to Takagi’s Table 1, the layer corresponding to 

the intermetallic layer (Inter 3 for the No. 1 and 4 coatings, and Inter 2 for the No. 

5 coating) has third mean aluminum compositions of 31.6%, 30.4%, and 33.4%, 

respectively. These third mean aluminum compositions are different from the 

corresponding first and second mean aluminum compositions. 

96. According to Takagi’s Table 1, the Outer layer, which corresponds to 

the superficial layer, has fourth mean aluminum compositions of 54.8%, 47.4%, 

and 54.5% for the No. 1, 4, and 5 coatings, respectively. These fourth mean 

aluminum compositions are different from the corresponding first, second, and 

third mean aluminum compositions for the No. 1 and 4 coatings. 
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97. For the No. 5 coating, the fourth mean aluminum composition is 

different from the first and third mean aluminum compositions but matches the 

second mean aluminum composition (54.5%). However, for reasons discussed with 

respect to claim 12, it would have been obvious, as a matter of routine 

experimentation, to try varying the second and/or fourth aluminum compositions. 

For example, a POSITA would have noted Takagi’s extensive discussion of the 

importance of Al% for corrosion resistance and layer hardness, and would have 

found it obvious to experiment with the Al% to optimize these characteristics (e.g., 

by modifying the thermal parameters discussed by Takagi as result-effective). EX-

1016, [0019]-[0037]. As a result of this experimentation, it would have been 

obvious to arrive at second and fourth mean aluminum compositions that are at 

least slightly different from one another, thereby satisfying this claim limitation for 

the Takagi-Cornette No. 5 coating. 

98. Further, for each of the No. 1, 4, and 5 coatings, the second mean 

aluminum composition (48.4%, 51.9%, and 54.5%, respectively) is greater than the 

third mean aluminum composition (31.6%, 30.4%, and 33.4%, respectively). 

18. Claim 25 

[25]: The precoated steel product as recited in claim 24 wherein the fourth 

mean aluminum composition is less than the second mean aluminum composition. 

99. See claim 24.  
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100. For the No. 4 coating, the recited aluminum composition relationship 

is directly satisfied based on the Inter 2 and Outer Al%. EX-1016, Table 1. For the 

No. 5 coating, the disclosed second and fourth mean aluminum compositions are 

equal, which renders obvious different values for these parameters. EX-1016, 

Table 1. For the No. 1 coating, the second and fourth mean aluminum 

compositions are 48.4% and 54.8%, respectively, which render obvious claim 24 

for reasons discussed for [12]. EX-1016, Table 1. 

19. Claim 26 

101. See claims 9, 10, and 18.  

20. Claims 27-30 

102. See claims 11-14.  

VII. GROUND 1B: Claims 3, 4, 7, and 8 are obvious over Takagi in view of 
Cornette and Laurent 

A. Laurent  

103. Laurent describes “steel sheet[s]” having compositions that “ensur[e] 

a very high mechanical resistance after thermal treatment.” EX-1023, 1:47-62. 

Laurent discusses elemental components of the steel and how those components 

improve performance. EX-1023, 4:18-33. Laurent’s components “allow hardening 

in the stampers” and the “mechanical characteristics [] of the sheet [] allow [] a 

deep stamping.” Id., 2:50, 4:30. This disclosure indicates that the steels of Laurent 

are well-suited for hot-stamping processes. 
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B. Combination of Takagi-Cornette and Laurent 

104. It would have been obvious to use the steel compositions of Laurent 

as the base steel when applying Takagi and Cornette. While Takagi discloses 

certain characteristics of a “[b]ase material” including a “steel sheet,” Takagi does 

not disclose elemental concentrations of the base steel. EX-1016, [0046]. As such, 

a POSITA would have looked to Laurent to teach the base steel composition. A 

POSITA would have been motivated by Laurent’s discussion of the advantages of 

such a steel, including advantages of the particular elements and concentrations 

and Laurent’s description that the disclosed compositions “make[] it possible to 

obtain high mechanical characteristics which may exceed 1500 MPa for 

mechanical resistance.” EX-1023, 2:46-50. For example, Laurent describes that 

certain “[c]hromium, manganese, boron, and carbon” concentrations are used “for 

their effect on hardenability” and that the disclosed manganese, chromium, and 

boron concentrations are “optimized from the point of view of weldability.” EX-

1023, 4:19-33. And a POSITA would have had a reasonable expectation of success 

in using Laurent’s base steel, given that Laurent discloses the steel in the specific 

context of hot-stamping (“stamping” and “hot-shaping”), the method applied by 

Takagi and Cornette. EX-1023, 2:46-61. 

105. In view of Cornette’s disclosure of certain compositions for a 

“USIBOR 1500” steel, the use of Laurent’s steel instead of Cornette’s would have 
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constituted only a minor modification within the general conditions of what was 

already in use. As shown below, Cornette’s steel (USIBOR 1500) and Laurent’s 

steel have generally similar compositions, such that the substitution of one for the 

other would have constituted. And a POSITA would not have expected that the 

substitution of one steel for another would have any discernable effect on 

characteristics of the coating (e.g., composition and thickness), given that the 

differences between Cornette’s steel and Laurent’s are at most minor and given 

that both steels are overwhelmingly composed of iron. 

Element 
Cornette 

(USIBOR 1500) 
Composition (%) 

Laurent Composition 
(%) 

C 0.2 ≤ C% ≤ 0.25 0.20% < C < 0.5% 
Mn 1.1 ≤ Mn% ≤ 1.35 0.8% < Mn < 1.5% 
Si 0.15 ≤ Si% ≤ 0.35 0.1% < Si < 0.35% 
Cr 0.15 ≤ Cr% ≤ 0.3 0.01% < Cr < 1% 
Ti 0.02 ≤ Ti% ≤ 0.05 Ti < 0.1% 
Al 0.02 ≤ Al% ≤ 0.06 Al < 0.1% 
P -- P < 0.05% 
S ≤ 0.008 S < 0.03% 

B 
0.002 ≤ B% ≤ 

0.004 
0.0005% < B < 0.01% 

 

C. Analysis of Claims 

1. Claims 3 and 4 

[3]: The precoated steel product as recited in claim 1 wherein the base steel 

includes the following components by weight based on total weight: 
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0.15%<carbon<0.5%; 0.5%<manganese<3%; 0.1%<silicon<0.5%; 

0.01%<chromium<1%; titanium<0.2%; aluminum<0.1%; phosphorus<0.1%; 

sulfur<0.05%; 0.0005%<boron<0.08%; and further comprises iron and 

impurities inherent in processing. 

[4]: The precoated steel product as recited in claim 1 wherein the base steel 

comprises the following components by weight based on total weight: 

0.20%<carbon<0.5%; 0.8%<manganese<1.5%; 0.1%<silicon<0.35%; 

0.01%<chromium<1%; titanium<0.1%; aluminum<0.1%; phosphorus<0.05%; 

sulfur<0.03%; 0.0005%<boron<0.01%; and further comprises iron and 

impurities inherent in processing. 

106. The “preferabl[e]” steel “composition by weight” of Laurent disclosed 

at the top of col. 2 satisfies or renders obvious [3]-[4]. EX-1023, 1:66-2:10. I am 

informed that a recited range overlapping with or lying inside a range disclosed by 

the prior art is obvious, absent countervailing evidence such as unexpected results, 

which have not been alleged or evidenced here. It would have been obvious to 

optimize compositions within the ranges disclosed by Laurent, to arrive at values 

within the ranges of claims 3-4.  
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Element [3] composition [4] composition 
Laurent 

composition (col.2) 
C 0.15% < C < 0.5% 0.2% < C < 0.5% 0.20% < C < 0.5% 

Mn 0.5% < Mn < 3% 0.8% < Mn < 1.5% 0.8% < Mn < 1.5% 
Si 0.1% < Si < 0.5% 0.1% < Si < 0.35% 0.1% < Si < 0.35% 
Cr 0.01% < Cr < 1% 0.01% < Cr < 1% 0.01% < Cr < 1% 
Ti Ti < 0.2% Ti < 0.1% Ti < 0.1% 
Al Al < 0.1% Al < 0.1% Al < 0.1% 
P P < 0.1% P < 0.05% P < 0.05% 
S S < 0.05% S < 0.03% S < 0.03% 

B 
0.0005% < B < 

0.08% 
0.0005% < B < 

0.01% 
0.0005% < B < 

0.01% 

Remainder 
“iron and impurities 

inherent in 
processing” 

“iron and impurities 
inherent in 
processing” 

“iron and impurities 
inherent in 
processing” 

 

2. Claims 7 and 8 

[7]: The precoated steel product as recited in claim 1 wherein a ratio of 

titanium to nitrogen in the base steel in weight % is in excess of 3.42. 

[8]: The precoated steel product as recited in claim 2 wherein a ratio of 

titanium to nitrogen in the base steel in weight % is in excess of 3.42. 

107. Laurent discloses “[t]itanium, the ratio of the content of which with 

respect to the nitrogen content should be in excess of 3.42, is introduced in 

order to prevent combining of the boron with the nitrogen, the nitrogen being 

combined with titanium.” EX-1023, 4:25-28. It would have been obvious to use 

this Ti:N range in order to prevent boron combination as described by Laurent, 

e.g., in order to obtain the recited chemical benefit (preventing combining of boron 

72



Attorney Docket No. 58281-0002IP2 
IPR of U.S. Patent No. 10,961,602 

 

64 

with nitrogen). 

 

VIII. GROUND 1C: Claims 3-6 are obvious over Takagi in view of Cornette 
and Nishibata 

A. Nishibata 

108. Nishibata describes steel compositions and process parameters for 

“hot forming” (i.e., hot-stamping) for automotive components. EX-1050, 1. 

Nishibata describes that the inclusion of certain elements, in certain concentrations, 

can improve properties of the steel. For example, Nishibata discusses the benefits 

of certain concentrations of carbon, manganese, silicon, chromium, titanium, 

aluminum, phosphorous, sulfur, and boron. EX-1050, 3-5. Based on the inclusion 

of these elements, “it is possible to produce hot-formed members that also have 

stabilized strengths and toughnesses.” Id., 2. 

B. Combination of Takagi-Cornette and Nishibata 

109. It would have been obvious to use the steel compositions of Nishibata 

as the base steel when applying Takagi and Cornette. As noted in §VII.B, Takagi 

does not disclose elemental concentrations of the base stee, such that a POSITA 

would have looked to Nishibata to teach the base steel composition. A POSITA 

would have been motivated by Nishibata’s discussion of the advantages of such a 

steel, including that the steel provides “stabilized strengths and toughnesses.” EX-

1050, 2. For each of carbon, manganese, chromium, titanium, boron, silicon, 
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phosphorous, sulfur, aluminum, and nitrogen, Nishibata provides a target 

concentration range and reasoning as to why that range is desirable. EX-1050, 5-6. 

110. With respect to sulfur specifically, a POSITA would have been 

motivated to use Nishibata’s sulfur concentration based on Nishibata’s comment 

that sulfur is “effective in raising the hardening ability of the steel plate and raising 

the stabilizing of its strength after hardening” if included at a sufficiently low 

concentration. EX-1050, 6. Based on my knowledge and experience, a POSITA 

would have recognized that mechanical properties of a steel can be improved by 

reducing the steel’s sulfur content. It was recognized that the inclusion of sulfur at 

high concentrations can deteriorate steel formability. EX-1052, [0088]. See also 

EX-1051 at 5 (discussing that, ideally, sulfur would be limited to 10 ppm in steels 

by 1990). Knowing this, a POSITA would have been motivated to look for a boron 

steel having a low sulfur content, such as the boron steels described in Nishibata 

(e.g., boron steels with low sulfur contents, e.g., ≤ 20 ppm). 

111. A POSITA would have had a reasonable expectation of success in 

using Nishibata’s base steel, given that Nishibata discloses the steel in the specific 

context of hot-stamping (“hot-press[ing]”), the method applied by Takagi and 

Cornette. EX-1050, 7-8. Indeed, Takagi, Cornette, and Nishibata are all in the 

same field of pre-coated boron steels used for automotive parts. EX-1014, 1; EX-

1016, [0001]; EX-1050, 3. 
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112. In view of Cornette’s disclosure of certain compositions for a 

“USIBOR 1500” steel, the use of Nishibata’s steel instead of Cornette’s would 

have constituted the minor substitution of Nishibata’s steel for Cornette’s similar 

steel.  Indeed, as shown below, Cornette’s steel (USIBOR 1500) and Nishibata’s 

steel have generally similar compositions, such that the substitution of one for the 

other would have constituted only a minor modification within the general 

conditions of what was already in use. EX-1014, 9; EX-1050, Table 1. 

Element 
Cornette 

(USIBOR 1500) 
Composition (%) 

Nishibata 
composition (Table 1) 

C 0.2 ≤ C% ≤ 0.25 0.16% ≤ C ≤ 0.42% 
Mn 1.1 ≤ Mn% ≤ 1.35 1.2% ≤ Mn ≤ 1.53% 
Si 0.15 ≤ Si% ≤ 0.35 0.02% ≤ Si ≤ 0.25% 
Cr 0.15 ≤ Cr% ≤ 0.3 0.19% ≤ Cr ≤ 0.2% 
Ti 0.02 ≤ Ti% ≤ 0.05 0.02% ≤ Ti ≤ 0.03% 
Al 0.02 ≤ Al% ≤ 0.06 0.04% ≤ Al ≤ 0.06% 
P -- 0.001% ≤ P ≤ 0.019% 
S ≤ 0.008 0.001% ≤ S ≤ 0.004% 

B 
0.002 ≤ B% ≤ 

0.004 
0.0007% ≤ B ≤ 

0.0015% 
 

113. In addition to the foregoing reasons, there are also other reasons why 

a POSITA would have been motivated to modify Takagi-Cornette in view of 

Nishibata. First, Takagi-Cornette and Nishibata are in the same field of endeavor 

as the ’602 Patent (e.g., pre-coated boron steels used for automotive parts). See 

EX-1050 at 2 (disclosing that “[t]his invention provides hot-formed members 
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which can be produced from high-strength steel plates by using a hot-forming 

method and which also have stabilized strengths and toughnesses, as well as a hot-

forming method for producing them”). 

114. Second, as noted above, the concentrations disclosed for Nishibata’s 

steels are similar to those of Cornette’s steel composition. In light of this, a 

POSITA would have expected the proposed combination of Takagi-Cornette and 

Nishibata to yield predictable and successful results (e.g., a coated steel stamped 

product having the advantages described by Takagi-Cornette and Nishibata). 

C. Analysis of Claims 

1. Claims 3 and 4 

[3]: The precoated steel product as recited in claim 1 wherein the base steel 

includes the following components by weight based on total weight: 

0.15%<carbon<0.5%; 0.5%<manganese<3%; 0.1%<silicon<0.5%; 

0.01%<chromium<1%; titanium<0.2%; aluminum<0.1%; phosphorus<0.1%; 

sulfur<0.05%; 0.0005%<boron<0.08%; and further comprises iron and 

impurities inherent in processing. 

[4]: The precoated steel product as recited in claim 1 wherein the base steel 

comprises the following components by weight based on total weight: 

0.20%<carbon<0.5%; 0.8%<manganese<1.5%; 0.1%<silicon<0.35%; 

0.01%<chromium<1%; titanium<0.1%; aluminum<0.1%; phosphorus<0.05%; 

76



Attorney Docket No. 58281-0002IP2 
IPR of U.S. Patent No. 10,961,602 

 

68 

sulfur<0.03%; 0.0005%<boron<0.01%; and further comprises iron and 

impurities inherent in processing. 

115. Nishibata’s composition ranges, corresponding to the discrete values 

provided in Nishibata Table 1, are entirely within or substantially overlap with the 

ranges recited in ’602 patent claims 3 and 4, rendering obvious the claims, as 

shown below. EX-1050, Table 1. The Nishibata ranges in the table are derived 

from the discrete values provided for Nishibata’s steels in Table 1. The recited 

compositions are also rendered obvious by the compositions on Nishibata pg. 3-4. 

Element [3] composition [4] composition 
Nishibata 

composition (Table 1) 
C 0.15% < C < 0.5% 0.2% < C < 0.5% 0.16% ≤ C ≤ 0.42% 

Mn 0.5% < Mn < 3% 0.8% < Mn < 1.5% 1.2% ≤ Mn ≤ 1.53% 
Si 0.1% < Si < 0.5% 0.1% < Si < 0.35% 0.02% ≤ Si ≤ 0.25% 
Cr 0.01% < Cr < 1% 0.01% < Cr < 1% 0.19% ≤ Cr ≤ 0.2% 
Ti Ti < 0.2% Ti < 0.1% 0.02% ≤ Ti ≤ 0.03% 
Al Al < 0.1% Al < 0.1% 0.04% ≤ Al ≤ 0.06% 
P P < 0.1% P < 0.05% 0.001% ≤ P ≤ 0.019% 
S S < 0.05% S < 0.03% 0.001% ≤ S ≤ 0.004% 

B 0.0005% < B < 0.08% 
0.0005% < B < 

0.01% 
0.0007% ≤ B ≤ 

0.0015% 

Remainder 
“iron and impurities 

inherent in processing” 

“iron and impurities 
inherent in 
processing” 

“essentially Fe” 

 

2. Claims 5 and 6 

[5]: The precoated steel product as recited in claim 1 wherein the base steel 

comprises 20 ppm or less of sulfur. 
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[6]: The precoated steel product as recited in claim 2 wherein the base steel 

comprises 20 ppm or less of sulfur. 

116. Nishibata discloses base steel compositions having sulfur% of 0.002% 

and 0.001% (20 ppm and 10 ppm), within the range of [5]-[6]. EX-1050, Table 1. 

The sulfur% range based on Nishibata’s steels in Table 1 also substantially 

overlaps with the claimed range, and the claimed range is also encompassed by 

Nishibata’s sulfur range of “≤0.05%.” EX-1050, 4. Further, the low recited 

concentrations of sulfur were common and well-known technology in the field of 

hot-press-forming (HPF) steels. 

 
Annotated Nishibata Table 1 

117. Nishibata’s steel compositions in pg. 5-6 (“1. Composition of the base 

steel plate”) also satisfy or overlap with the compositions of [3]-[6], rendering 

obvious those compositions. EX-1050, 3-4. 

IX. GROUND 1D: Claims 1, 3-4, 11-17, 19-25, and 27-30 are obvious over 
Takagi in view of GMW14400 

A. GMW14400 
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118. GMW14400 is a material specification published by General Motors 

and designed to inform steel makers of the requirements of steel to be used in GM 

vehicles. Steel manufacturers were required to follow this specification to supply 

vehicle parts to GM. The specification “covers the requirements for low carbon, 

heat-treatable boron steel used in the manufacture of structural parts requiring heat 

treatments to achieve high strength.” EX-1026, 1. “Part sections [] supplied under 

this standard shall be made by austenitizing a pre cut blank, hot stamping the 

heated blank and rapid cooling (quenching) the stamped part in the die or via water 

quenching.” Id.  

119. GMW14400 requires a “20 to 33” µm Al-Si pre-coating “[p]rior to 

hot-stamping” where coating thickness “[f]ollowing hot-stamping” is “>35” µm. I 

note that this pre-coating thickness range exactly matches the target pre-coating 

thickness range disclosed by the ’602 Patent. EX-1001, 5:12-19. EX-1026, 7. 

GMW14400 also requires a certain chemical composition of the base steel. Id., 2. 

B. Combination of Takagi and GMW14400 

120. GMW14400 is applied at least as a substitute for Cornette, as applied 

in Grounds 1A-1C, to teach and motivate a coating thickness “>35” µm. EX-1026, 

7; GMW14400 teaches that a coating thickness “>35” µm can be achieved by 

using a pre-coating thickness (“[p]rior to hot-stamping”) of “20 to 33” µm, a range 

that overlaps with Takagi’s pre-coating thickness range of 10-20 µm. EX-1016, 
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[0035]; EX-1026, 7. As such, GMW14400 is applied as evidencing Takagi’s 

teaching of coating thicknesses greater than 30 µm. In view of GMW14400’s 

disclosure, a POSITA would have had a reasonable expectation of success in 

achieving these thicknesses, e.g., by adjusting parameters (e.g., pre-coating 

thickness, the heat treatment parameters identified by Takagi, and the pre-coating 

composition in reference to the 85-95 Al% aluminum-silicon coating bath 

described by GMW14400) as needed. EX-1026, 6. 

121. Further, GMW14400 demonstrates strong market motivation and 

demand to achieve such a thickness, as steel researchers and manufacturers would 

have been highly motivated to conform to General Motors’ requirements.  It would 

have been typical for a researcher in industry or academia to review standards such 

as GMW14400 to learn about industrial objectives and steel processing, for 

example, in order to guide internal design and research. Based on GMW14400’s 

requirements, a POSITA would have sought to form a hot-stamped coating with a 

thickness greater than 35 µm. 

122. Accordingly, to the extent Takagi fails to explicitly teach a coating 

thickness greater than 30 µm, it would have been obvious to modify Takagi to 

have such a thickness, in view of GMW14400. For example, it would have been 

obvious for a POSITA to experiment with the pre-coating thickness in the range of 

“20 to 33” µm specified by GMW14400, with this range representing only a very 
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small to moderate increase in pre-coating thickness compared to Takagi’s 20 µm. 

EX-1016, [0035]; EX-1026, 7. See §VI.C for discussion of the well-established 

and predictable link between pre-coating thickness and coating thickness. 

Accordingly, in view of GMW14400, a POSITA would have had a reasonable 

expectation of success in achieving coating thicknesses greater than 30 µm, e.g., 

the “>35” µm coating thicknesses disclosed by GMW14400. 

C. Analysis of Claims 

1. Claims 1, 11-17, 19-25, and 27-30 

123. See discussion for Ground 1A, with GMW14400’s evidence of 

coating thicknesses greater than 30 µm, and GMW14400’s motivation and 

teachings on how to obtain coating thicknesses greater than 30 µm, substituted for 

Cornette’s. 

2. Claims 3-4 

[3]: The precoated steel product as recited in claim 1 wherein the base steel 

includes the following components by weight based on total weight: 

0.15%<carbon<0.5%; 0.5%<manganese<3%; 0.1%<silicon<0.5%; 

0.01%<chromium<1%; titanium<0.2%; aluminum<0.1%; phosphorus<0.1%; 

sulfur<0.05%; 0.0005%<boron<0.08%; and further comprises iron and 

impurities inherent in processing. 

[4]: The precoated steel product as recited in claim 1 wherein the base steel 
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comprises the following components by weight based on total weight: 

0.20%<carbon<0.5%; 0.8%<manganese<1.5%; 0.1%<silicon<0.35%; 

0.01%<chromium<1%; titanium<0.1%; aluminum<0.1%; phosphorus<0.05%; 

sulfur<0.03%; 0.0005%<boron<0.01%; and further comprises iron and 

impurities inherent in processing. 

124. GMW14400’s steel compositions satisfy or overlap all composition 

ranges in [3]-[4], rendering obvious those compositions. EX-1026, 2. It would have 

been obvious to use these steel compositions to satisfy General Motors’ 

requirements.  

125. The “0.010 max. %” nitrogen disclosed by GMW14400 would have 

been understood by a POSITA as an “impurit[y] inherent in processing.” If too 

much nitrogen is present, the nitrogen will bond with boron, which is a critical 

element needed to increase hardenability. In the art, we generally seek to minimize 

the amount of nitrogen, which is considered to be an impurity. Further, the 

disclosure of “steel” in GMW14400 would have been understood by a POSITA as 

disclosing that the remainder of the material would be composed of iron and any 

trace impurities, iron being the primary component of steel. 

126. Further, GMW1440’s lack of disclosure of a Ti% range would have 

suggested to a POSITA that Ti would be present in small quantities if at all, such 

that this disclosure teaches a steel with Ti% of less than 0.1%. For example, 
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because GMW14400 does not teach the inclusion of Ti and [3]-[4] recite ranges 

that include 0% Ti, GMW14400 teaches a Ti% within the claimed range. 

Element [3] composition [4] composition 
GMW14400 
composition  

C 0.15% < C < 0.5% 0.2% < C < 0.5% 0.20 to 0.25% C 
Mn 0.5% < Mn < 3% 0.8% < Mn < 1.5% 1.00 to 1.35% Mn 
Si 0.1% < Si < 0.5% 0.1% < Si < 0.35% 0.15 to 0.35% Si 
Cr 0.01% < Cr < 1% 0.01% < Cr < 1% 0.11 to 0.35%  Cr 
Ti Ti < 0.2% Ti < 0.1% [none (satisfied)] 
Al Al < 0.1% Al < 0.1% 0.010 min. % Al 
P P < 0.1% P < 0.05% 0.025 max. % 
S S < 0.05% S < 0.03% 0.010 max. % 

B 
0.0005% < B < 

0.08% 
0.0005% < B < 

0.01% 
0.0015 to 0.005 wt. 

% 

Remainder 
“iron and impurities 

inherent in 
processing” 

“iron and impurities 
inherent in 
processing” 

iron (implicit); 
0.010 max. % N 

 

X. GROUND 1E: Claims 3-4 and 7 are obvious over Takagi in view of 
GMW14400 and Laurent 

A. Combination of Takagi, GMW14400, and Laurent 

127. For reasons discussed in §VII.B for the Takagi-Cornette-Laurent 

combination, it would have been obvious for a POSITA to try using Laurent’s base 

steel when applying Takagi and GMW14400. Notably, as shown in the table 

below, Laurent’s compositions are similar to those of GMW14400, such that this 

substitution would have been only a minor modification. EX-1026, 2; EX-1023, 

1:66-2:10. 

B. Analysis of Claims 
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128. See §VII.C. Laurent’s compositions (top of col. 2) satisfy or render 

obvious the compositions of claims 3-4, as shown below, and Laurent’s disclosure 

that “[t]itanium, the ratio of the content of which with respect to the nitrogen 

content should be in excess of 3.42” teaches claim 7. EX-1023, 1:66-2:10, 4:25-26. 

Element [3] composition [4] composition 
GMW1440 
composition 

Laurent 
composition 

(col.2) 

C 
0.15% < C < 

0.5% 
0.2% < C < 

0.5% 
0.20 to 0.25% 

C 
0.20% < C < 

0.5% 

Mn 
0.5% < Mn < 

3% 
0.8% < Mn < 

1.5% 
1.00 to 1.35% 

Mn 
0.8% < Mn < 

1.5% 

Si 
0.1% < Si < 

0.5% 
0.1% < Si < 

0.35% 
0.15 to 0.35% 

Si 
0.1% < Si < 

0.35% 

Cr 
0.01% < Cr < 

1% 
0.01% < Cr < 

1% 
0.11 to 0.35%  

Cr 
0.01% < Cr < 

1% 
Ti Ti < 0.2% Ti < 0.1% -- Ti < 0.1% 

Al Al < 0.1% Al < 0.1% 
0.010 min. % 

Al 
Al < 0.1% 

P P < 0.1% P < 0.05% 0.025 max. % P < 0.05% 
S S < 0.05% S < 0.03% 0.010 max. % S < 0.03% 

B 
0.0005% < B < 

0.08% 
0.0005% < B < 

0.01% 
0.0015 to 

0.005 wt. % 
0.0015% < B 

< 0.01% 

Remainder 

“iron and 
impurities 
inherent in 
processing” 

“iron and 
impurities 
inherent in 
processing” 

iron (implicit); 
0.010 max. % 

N 

“iron and 
impurities 
inherent in 
processing” 

 

XI. GROUND 1F: Claims 3-5 are obvious over Takagi in view of 
GMW14400 and Nishibata 

A. Combination of Takagi, GMW14400, and Laurent 

129. For reasons discussed in §VIII.B for the Takagi-Cornette-Nishibata 
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combination, it would have been obvious for a POSITA to try using Nishibata’s 

base steel when applying Takagi and GMW14400. Notably, as shown in the table 

below, Nishibata’s compositions are similar to those of GMW14400, such that this 

substitution would have been only a minor modification. EX-1026, 2; EX-1050, 

Table 1. 

Element 
GMW1440 
composition 

Nishibata composition 
(Table 1) 

C 0.20 to 0.25% C 0.16% ≤ C ≤ 0.42% 
Mn 1.00 to 1.35% Mn 1.2% ≤ Mn ≤ 1.53% 
Si 0.15 to 0.35% Si 0.02% ≤ Si ≤ 0.25% 
Cr 0.11 to 0.35%  Cr 0.19% ≤ Cr ≤ 0.2% 
Ti -- 0.02% ≤ Ti ≤ 0.03% 
Al 0.010 min. % Al 0.04% ≤ Al ≤ 0.06% 
P 0.025 max. % 0.001% ≤ P ≤ 0.019% 
S 0.010 max. % 0.001% ≤ S ≤ 0.004% 
B 0.0015 to 0.005 wt. % 0.0007% ≤ B ≤ 0.0015% 

Remainder 
iron (implicit); 

0.010 max. % N 
“essentially Fe” 

 

B. Analysis of Claims 

130. See §VIII.C. The compositions in Nishibata Table 1 and pg. 5-6 

satisfy or render obvious the compositions of claims 3-5. EX-1050, Table 1. 

XII. GROUND 2A: Claims 1-2, 5-6, and 9-30 are obvious over Suehiro in 
view of Cornette 

A. Suehiro  

131. Like the ’602 Patent, Suehiro is directed to “forming methods 

including mold quenching, hot forming, hot stamping, and hot pressing … to 
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obtain parts with a strength of about 1500 MPa.” EX-1055, [02]. As part of a 

license agreement with Arcelor (a predecessor of ArcelorMittal) regarding 

Arcelor’s “USIBOR1500, an aluminum-plated product,” Nippon Steel Corporation 

“has been studying manufacturing technologies and the product characteristics of 

the USIBOR1500” and issued Suehiro to “report[] the results of our study on 

various properties of aluminum-plated steel sheets for hot forming applications .” 

EX-1055, [2]. 

132. Suehiro outlines the hot forming method that was “already in practical 

use” and was the same as that of the ’602 Patent. EX-1055, [3]. Referring to FIG. 1 

(reproduced below), the method starts with “heat[ing]” “steel sheets” “to a 

temperature in the austenite range [such as] 850°C or higher,” and then “the steel 

sheet is taken out of the furnace and transported to a press machine, where it is 

pressed with a mold at room temperature and quenched at the same time.” EX-

1055, [03]. 
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Suehiro FIG. 1 

133. Suehiro recognizes the desirability of an aluminized steel sheet for 

“excellent hardenability” and “excellent heat resistance” and identifies a high-level 

chemical composition of the aluminized steel. EX-1055, [05], Table 1. 

 
Suehiro Table 1 

134. Similar to the ’602 Patent, Suehiro shows an example of an Fe-Al-Si 

alloy layer structure of the steel sheet product after hot forming. EX-1055, [14]-

[15]. In particular, Suehiro’s “Figure 12 shows the alloying state after holding at 

950°C for 0.5 min, and Figure 13 shows the results of SEM-EDS measurements of 

Fe, Al, and Si concentrations in the surface plating layer in the direction of the 

plate thickness.” EX-1055, [14]-[15]. FIG. 12 shows a total coating thickness of 
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about 22 µm.5 

 
Suehiro FIG. 12 

 
5 For clarity, this Declaration draws on figures from EX-1053, which are higher-

quality than, but otherwise identical to, the corresponding figures of the translated 

document EX-1055. 
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Suehiro FIG. 13 

B. Combination of Suehiro and Cornette 

135. In relation to claim limitation [1h], in view of Cornette, a POSITA 

would have been motivated and found it obvious to adjust the coating thickness of 

Suehiro to be greater than 30 µm, for reasons discussed in §VI.C. For example, a 

POSITA would have been motivated to increase the coating thickness, compared 

to Suehiro’s coating thickness of about 22 µm, to achieve the “typical” thickness of 

“about 40 µm” that Cornette describes is associated with “the best compromise 

between corrosion protection and weldability.” EX-1014, 9. 

136. And, as discussed in §VI.C, the prior art is replete with recognition of 

coating thickness as a result-effective variable, all of which would have caused a 
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POSITA to try varying the coating thickness, including pursuing thicker coatings. 

In view of this objective, a POSITA would have identified Cornette as a reference 

that teaches thicker coatings, such as “about 40 µm” or 32.3 µm. EX-1014, FIG. 

22. Based on Cornette’s disclosure, a POSITA would have found it obvious to try 

modifying Suehiro’s processes based on Cornette’s process parameters and 

conditions in order to obtain such a coating, for example, by trying Cornette’s “25 

µm” pre-coating thickness and/or by trying, and experimenting based on, 

Cornette’s disclosed thermal parameters. EX-1014, 9, FIG. 21. 

137. A POSITA would have had confidence that these modifications would 

be successful, because the processes disclosed in Suehiro and Cornette are 

consistent with one another, such as use of the same precoated steel (e.g., both 

using USIBOR 1500 steel) and similar heating temperatures and times (e.g., 

“[h]eating 5-10 min. 880-950 °C” in Cornette and “850 °C or higher” or 950 °C for 

2.5-7 mins6 in Suehiro with 0.5 min or 3 min holding time (“180s” in FIG. 4)). EX-

 
6 Suehiro discusses the time (e.g., “180s,” “0.5 min,” or “5 min”) for holding an 

aluminized steel at a predetermined temperature (e.g., “950°C”), separately from a 

heating phase, namely “the time required to reach the holding temperature” “in an 

electric furnace under atmospheric conditions,” which is “approximately 2 

minutes.” EX-1055, [14]-[16], FIG. 3. Therefore, the total heating time would be 
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1021, 9, FIG. 21; EX-1055, [14]-[16]. As such, modification of Suehiro based on 

Cornette would have constituted only a minor modification within the general 

conditions of what was already in use by Cornette. And, as noted in §VI.C, a 

POSITA would have also been aware of a direct correlation between pre-coating 

thickness and coating thickness. EX-1025, 5:17-20. Further, Suehiro and Cornette 

together identify the key parameters of interest for adjusting coating 

characteristics, including “[h]eating rate,” “[h]olding time,” pre-coating thickness, 

and temperature, with similar values to those disclosed by the ’602 Patent and by 

other references. EX-1055, FIG. 3; EX-1014, 9. See §VI.C. 

138. Therefore, adjustments to achieve a thicker coating, such as the 

thicknesses disclosed by Cornette, would have been well within the skill of 

POSITA and would have been achievable with a reasonable expectation of 

success. The modifications to Suehiro would have entailed nothing more than 

applying Cornette’s known techniques and parameters to Suehiro to obtain a 

predictable result. 

139. As a further modification, for reasons discussed in §VI.C for the 

Takagi-Cornette combination, it would have been obvious, and within the skill of a 

 
calculated as the sum of the heating phase (“approximately 2 min”) and the holding 

time (e.g., “180s,” “0.5 min,” or “5 min”).  
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POSITA, in modifying Suehiro’s coating based on Cornette, to arrive at layer 

characteristics (e.g., layer thickness and/or morphology) matching, or similar to, 

those shown in Cornette FIG. 22. For example, as a result of routine 

experimentation and optimization,  it would have been obvious to arrive at 

Suehiro’s layers (1)-(5) with the thicknesses and/or morphologies of Cornette’s 

corresponding layers, as shown below. Layers (4)-(5), as depicted in Suehiro FIG. 

12, appear as one layer with a shading gradient, such that these layers together can 

be mapped to Cornette’s innermost layer, which exhibits a similar shading 

gradient. This agrees with my discussion in §VI.C that hot-stamped coatings often 

have an innermost layer composed of two sub-layers, and that Cornette’s inner 

layer, which appears to exhibit a shading gradient, may be composed of two sub-

layers. 
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Annotated Cornette FIG. 22 

 
140. Similar to my discussion for the Takagi-Cornette combination, the 

foregoing Suehiro-Cornette coating, in which Cornette’s thickness and layer 

characteristics are applied to Suehiro’s layer compositions, is a member of a wide 

class of coatings that are rendered obvious by Suehiro in view of Cornette. In view 

of the similar compositions and heating parameters across the references and the 

’602 Patent, and based on what would have constituted routine experimentation for 

a POSITA, a POSITA would have had a reasonable expectation of success in 

achieving these coatings. 

141. For example, insofar as any aspects of the coating layers described in 
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the ’602 Patent may be the result of specific heating parameters or pre-coating 

parameters, a POSITA would have arrived at such layers by routine 

experimentation. This conclusion is based on a comparison between the values 

disclosed in the ’602 Patent and those in the prior art. The values are generally 

identical or very similar, and the ’602 Patent includes no disclosure to suggest an 

unexpected criticality in any of these parameters that would place any of the 

claimed layer parameters outside the bounds of routine experimentation. When 

comparing the ’602 Patent to the prior art, a POSITA would have seen very similar 

processes being applied to very similar steel parts. EX-1001, 5:17-18, 6:63-67, 7:1, 

7:10-14, 7:41-45, 11:11-14, 12:32-40; EX-1016, [0026], [0028], [0037], Table 1; 

EX-1014, 9; EX-1055, 2-4. 

C. Analysis of Claims 

1. Claim 1 

[1pre]: A precoated steel product comprising: 

142. Suehiro’s “hot stamp[ed],” “quench[ed]” “steel sheets” formed from 

“coated” steel are “precoated steel product[s]” or “precoated steel stamped blanks.” 

EX-1055, [02], Title. 

[1a]: a strip of base steel having a first side and a second side; and 

143. Suehiro’s “hot stamp[ed],” “quench[ed]” “steel sheets” are “strips of 

base steel having a first side and a second side.” EX-1055, [02]. For example, in its 
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description of the hot stamping process, Suehiro illustrates blanks having first sides 

and second sides, as shown in annotated FIG. 1 below. 

Annotated Suehiro FIG. 1 

[1b]: a coating on at least one of the first side of the strip of base steel and 

the second side of the strip of base steel, 

144. Suehiro’s “layered alloy phase” “after holding at 950°C for 0.5 min” 

is a “coating on at least one of the first side of the strip of base steel and the second 

side of the strip of base steel.” EX-1055, [15]. 

[1c]: wherein the coating results from interdiffusion between the base steel, 

and an aluminum or aluminum alloy pre-coating, 

145. Suehiro’s “layered alloy phase” “results from interdiffusion between 

the base steel, and an aluminum or aluminum alloy pre-coating.” EX-1055, 4.  For 

example, Suehiro describes that the alloy layer structure derives from “an 
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aluminum plating containing 10% Si” and that, as the steel sheets are heated, “Al 

diffuses.” EX-1055, [14]-[16]. 

146. Suehiro describes that “at a heating rate obtained in an electric 

furnace, a Fe-Al alloy layer with a high melting point is formed during heating and 

quickly reaches the surface layer, so the melt does not adhere to the furnace 

material.” EX-1055, [14]. “As alloying progresses, a layered alloy phase with the 

Al and Fe concentrations shown in the figure is formed.” Id. Based on this 

description, a POSITA would have understood that Suehiro’s layer structure 

(coating) was formed by interdiffusion between the iron of the base steel and the 

aluminum and silicon of the pre-coating. 

[1d]: and wherein the coating includes, proceeding from the base steel 

outwards: (a) an interdiffusion layer having a first mean iron composition, 

147. Suehiro’s “layered alloy phase” includes, proceeding from the base 

steel outwards, (a) an interdiffusion layer, (b) an intermediate layer, (c) an 

intermetallic layer, and (d) a superficial layer. EX-1055, [15]. Suehiro describes 

that this “alloy phase consists of five layers.” EX-1055, [15]. These five layers are 

labeled by Suehiro in FIG. 13. At least four layers are also visible in FIG. 12, 

based on their different shadings. The innermost visually-defined layer has a 

shading gradient that suggests it encompasses layers (4) and (5) together, with 

layer (4) less visually distinct. As a result, and consistent with an example in the 

96



Attorney Docket No. 58281-0002IP2 
IPR of U.S. Patent No. 10,961,602 

 

88 

’602 Patent as discussed in §VI.D.1, Suehiro’s layer (4) would be understood as 

forming a sub-layer of an overall layer composed of both layers (4) and (5). 

148. Of the layers: 

 Layer (5) (alternatively, layers (4) and (5) together) teaches layer (a) (the 

“interdiffusion layer”). As shown in FIG. 12, layer (5) is arranged 

directly on the underlying steel. 

 Layer (3) teaches layer (b) (the “intermediate layer”). Id. 

 Layer (2) teaches layer (c) (the “intermetallic layer”). Id. 

 Layer (1) teaches layer (d) (the “superficial layer”). Id. 

 
Annotated Suehiro FIG. 12 
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Annotated Suehiro FIG. 13 

 

149. As such, Suehiro’s layer (5) or (4)+(5) is “an interdiffusion layer.” An 

average7 of the layer (5) (or (4)+(5)) datapoints in FIG. 13 is indicative of a first 

mean iron composition. This calculation results in a value of 91.9% in the case 

where layer (5) is the interdiffusion layer, or 84.6% where layers (4)+(5) are the 

interdiffusion layer. 

 
7 For this and other averaging calculations based on Suehiro FIG. 13, all datapoints 

were included, except for the apparently doubled datapoint corresponding to an 

Al% of about 36.1% in layer (1). 
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150. For this and other data derived from Suehiro FIG. 13 discussed here, I 

used the tool at “https://plotdigitizer.com/app”, which allowed me to calibrate data 

coordinates based on Suehiro’s axes and axes labels. Based on this calibration, 

numerical values for each datapoint could be extracted with a high degree of 

accuracy using the same tool, by clicking on the datapoint in a magnified version 

of the imported FIG. 13. 

[1e]: (b) an intermediate layer having a second mean iron composition 

different from the first mean iron composition, 

151. See [1d] above. Suehiro’s layer (3) is an “intermediate layer” having 

an average of composition datapoints, for layer (3) in FIG. 13, of 51.1%. 

[1f]: (c) an intermetallic layer having a third mean iron composition 

different from the first and second mean iron compositions, the third mean iron 

composition being higher than the second mean iron composition; and 

152. See [1d] above. Suehiro’s layer (2) is an “intermetallic layer” having 

an average of composition datapoints, for layer (2) in FIG. 13, of 57.4%. This third 

value is greater than the second value for layer (2). 

[1g]: (d) a superficial layer having a fourth mean iron composition different 

from the third mean iron composition, 

153. See [1d] above. Suehiro’s layer (1) is a “superficial layer” having an 

average of composition datapoints, for layer (1) in FIG. 13, of 50.2% based on the 
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datapoints in FIG. 13. 

[1h]: wherein the coating of the hot stamped coated steel product has a 

thickness greater than 30 micrometers. 

154. As discussed above (§XII.B),  in view of Cornette, it would have been 

obvious for the Suehiro coating to be modified to have a thickness greater than 30 

µm. For example, it would have been obvious to arrive at a modified coating 

having a thickness such as the “typically about 40 µm” taught by Cornette or the 

approximately 32.3 µm thickness shown in Cornette FIG. 22. See also discussion 

for Ground 1A regarding the ’602 Patent’s lack of teaching of any criticality 

associated with the particular threshold of 30 µm. 
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Annotated Cornette FIG. 22 

2. Claim 2 

[2]: The precoated steel product as recited in claim 1 wherein the layers (c) 

and (d) are quasi continuous by occupying at least 90% of a level corresponding to 

each of the layers (c) and (d) and wherein less than 10% of layer (c) is present at 

an extreme surface of the product. 

155. With respect to “the layers (c) and (d) are quasi continuous by 

occupying at least 90% of a level corresponding to each of the layers (c) and (d),” 

Suehiro’s FIG. 12 illustrates that each of layer (2) and (1) (corresponding to layers 

(c) and (d)) extends continuously without discontinuity (e.g., pore, slit, etc.) across 

the entire SEM image in FIG. 12, as shown below. 
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156. For “less than 10% of layer (c) is present at an extreme surface of the 

product,” Suehiro’s FIG. 12 shows that essentially none of layer (2) (corresponding 

to layer (c)) is present at the extreme surface of Suehiro’s coating. This is evident 

by an examination of Suehiro’s FIG. 12, in which the lighter shaded layer (2) is 

entirely covered by the darker layer (1). 

 
Annotated Suehiro FIG. 12 

157. In addition, for the modification of Suehiro’s coating to have layer 

morphologies as shown in Cornette FIG. 22, the resulting coating would satisfy 

claim 2 for reasons discussed above with respect to claim 2 for the Takagi-Cornette 

combination. See §VI.D.2.  

3. Claims 5 and 6 

[5]: The precoated steel product as recited in claim 1 wherein the base steel 

comprises 20 ppm or less of sulfur. 
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[6]: The precoated steel product as recited in claim 2 wherein the base steel 

comprises 20 ppm or less of sulfur. 

158. Suehiro and Cornette both disclose USIBOR 1500 as the base steel for 

hot forming. EX-1014, 9; EX-1055, [02]. See §VI.D.3 (Ground 1A) for why it 

would have been obvious to arrive at the claimed sulfur composition based on 

Cornette’s disclosed USIBOR 1500 composition. 

4. Claim 9 

[9]: The precoated steel product as recited in claim 1 wherein the layer (a) 

has a thickness less than 15 micrometers. 

159. Based on FIG. 13, Suehiro’s layer (5) (corresponding to layer (a)) has 

a thickness of 6.2 µm in comparison to a total coating thickness of 22.2 µm. 

Scaling this proportional layer thickness to the 32.3 µm coating thickness shown in 

Cornette FIG. 22 gives a layer thickness of 9 µm that would be expected if 

Suehiro’s coating were modified to have the 32.3 µm thickness. This satisfies 

claim 9. 

160. Based on my experience and knowledge, it is my belief that the 

proportional extrapolation of layer (a) thickness based on coating thickness 

represents a POSITA’s reasonable first-order estimate of how such a layer would 

be formed, or could be formed within the bounds of routine experimentation, when 

the coating is made thicker. For example, as a first-order estimate, given a layer 
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forming x% of the thickness of a 20 µm coating, a POSITA would expect that 

obtaining a corresponding layer forming x% of the thickness of a 30 µm coating 

would have been achievable with a reasonable expectation of success. Elemental 

diffusion rate is proportional to elemental concentration gradient, so, as the 

gradient increases (e.g., when a thicker pre-coating is used), individual layers 

would be formed based on this gradient, resulting in an increase in layer thickness. 

I would expect this diffusion process to require more time (i.e., a longer thermal 

treatment) than the diffusion process for thinner pre-coatings, and the 

experimentation to account for this would have been routine to a POSITA. 

161. As one example experiment, sheet specimens of the base steel (e.g., 

Usibor 1500) could be coated with the same thickness of pre-coating alloy, then 

placed in a furnace at 900°C for different periods of time (e.g., 4, 4.25, 4.5, 4.75, 

and 5.0 minutes). After removal from the furnace, the specimens could be 

sectioned, mounted, and polished for examination under a microscope. The 

thickness of the coating, and the various layers of the coating, including the 

interdiffusion layer, could then be measured (as is standard procedure). In this 

case, the temperature would be the same for each specimen, and, as a result, I 

would expect the interdiffusion layer, for example, to get progressively thicker as 

the heating time increases. This and similar experiments would have been within 

the bounds of routine experimentation for a POSITA. And, a POSITA would have 
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been motivated to optimize the layer thickness based on the art’s teaching of layer 

thickness as an important variable. See EX-1016, [0017]. 

162. As a result of this optimization process (for example, by varying 

temperature and/or holding time), a POSITA would have had a reasonable 

expectation of success in obtaining, for layer (a), a proportional thickness at least 

similar to that found in Suehiro’s coating, thereby satisfying claim 9. 

163. In addition, for the modification of Suehiro’s coating to have layer 

thicknesses as shown in Cornette FIG. 22, the innermost layer satisfies claim 9. As 

shown in FIG. 22, the innermost layer (corresponding to layer (a)) has a measured 

thickness of 10.7 µm, satisfying this claim, as illustrated in annotated FIG. 22 

below. 
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Annotated Cornette FIG. 22 

5. Claim 10 

[10]: The precoated steel product as recited in claim 1 wherein the layer (a) 

has a thickness less than 10 micrometers. 

164. As discussed for claim 9, the expected layer (5) thickness 

(corresponding to layer (a)) of 9 µm obtained by scaling Suehiro’s layer 

thicknesses based on Cornette’s coating thickness satisfies claim 10. 

165. In addition, for the modification of Suehiro’s coating to have layer 

thicknesses as shown in Cornette FIG. 22, the measured thickness of 10.7 µm 

renders obvious the claimed range of “less than 10 micrometers.” Based on the 
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10.7 µm thickness, a POSITA would have found it obvious to experiment with the 

coating thickness to arrive at the claimed thickness of less than 10 µm. See 

discussion of claim 10 for Ground 1A (§VI.D.5).  

6. Claim 11 

[11]: The precoated steel product as recited in claim 1 wherein the 

interdiffusion layer comprises the following components by weight based on total 

weight: 86 to 95% Fe, 4 to 10% Al, and 0 to 5% Si. 

166. Suehiro’s layer (5), or layers (4)+(5), which correspond to the 

“interdiffusion layer,” teach the recited composition. For example, for the 

measurement position indicated in annotated FIG. 13 below, Suehiro’s layer (5) 

has a “mass%” composition (equivalent to a composition “by weight”) of 90.2% 

Fe, 6.8% Al, and 2.1% Si, values within the claimed ranges. These values, and the 

other sets of Fe, Al, and Si concentration disclosed by Suehiro, sum to less than 

100%, indicating that these are concentrations “based on total weight.” 
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Annotated Suehiro FIG. 13 

167. As another measurement of Suehiro’s coating, the measured 

compositions within each layer can be averaged. Performing this analysis gives a 

composition of 91.9% Fe, 5.6% Al, 1.5% Si for layer (5), or a composition of 

84.6% Fe, 11.7% Al, 2.5% Si for layers (4) and (5) together. EX-1055, FIG. 13. 

The layer (5) values are within the claimed range, while the layers (4)+(5) 

composition has Fe% deviating from the claimed range by 1.4% and Al% 

deviating from the claimed range by 1.7%. These values, which are close to the 

claimed range, render obvious the claimed range for reasons discussed for claim 12 

in §VI.D.7 (Ground 1A), e.g., in the absence of any alleged criticality, unexpected 
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results, or qualitative difference in properties. 

 
Annotated Suehiro FIG. 13 

7. Claim 12 

[12]: The precoated steel product as recited in claim 1 wherein the 

intermediate layer comprises the following components by weight based on total 

weight: 39 to 47% Fe, 53 to 61% Al, and 0 to 2% Si. 

168. Suehiro’s layer (3), which corresponds to the “intermediate layer,” 

teaches the recited composition. For example, for the two measurement positions 

indicated in annotated FIG. 13 below, Suehiro’s layer (3) has a composition of 

46.3% Fe (within range), 52.7% Al (0.3% deviation), 0.1% Si (within range), or 
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48% Fe (1% deviation), 50.8% Al (2.2% deviation), 0.6% Si (within range). These 

values satisfy or render obvious the ranges of claim 12 for reasons discussed in 

§VI.D.7. 

 
Annotated Suehiro FIG. 13 

169. As another measurement of Suehiro’s coating, the average of the 

measured compositions within layer (3) is 51.1% Fe (deviation of 4.1%), 46.5% Al 

(deviation of 6.5%), 1.3% Si (within range). These values satisfy or render obvious 

the ranges of claim 12 for reasons discussed in §VI.D.7. 
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Annotated Suehiro FIG. 13 

8. Claim 13 

[13]: The precoated steel product as recited in claim 1 wherein the 

intermetallic layer comprises the following components by weight based on total 

weight: 62 to 67% Fe, 30 to 34% Al, and 2 to 6% Si. 

170. Suehiro’s layer (2), which corresponds to the “intermetallic layer,” 

teaches the recited composition. For example, for the two measurement positions 

indicated in annotated FIG. 13 below, Suehiro’s layer (2) has a composition of 

61% Fe (1% deviation), 31.5% Al (within range), 5.8% Si (within range), or 60% 

Fe (2% deviation), 32.8% Al (within range), 5.9% Si (within range). These values 
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satisfy or render obvious the ranges of claim 13 for reasons discussed in §VI.D.7. 

 
Annotated Suehiro FIG. 13 

171. As another measurement of Suehiro’s coating, the average of the 

measured compositions within layer (2) is 57.4% Fe (4.6% deviation), 37.3% Al 

(3.3% deviation), 4% Si (within range). These values satisfy or render obvious the 

ranges of claim 13 for reasons discussed in §VI.D.7. 
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Annotated Suehiro FIG. 13 

9. Claim 14 

[14]: The precoated steel product as recited in claim 1 wherein the 

superficial layer comprises the following components by weight based on total 

weight: 39 to 47% Fe, 53 to 61% Al, and 0 to 2% Si. 

172. Suehiro’s layer (1), which corresponds to the “superficial layer,” 

teaches the recited composition. For example, for the two measurement positions 

indicated in annotated FIG. 13 below, Suehiro’s layer (1) has a composition of 

44.3% Fe (within range), 53.9% Al (within range), 0.8% Si (within range), or 

45.3% Fe (within range), 52.2% Al (0.8% deviation), 0.9% Si (within range). 

These values satisfy or render obvious the ranges of claim 14 for reasons discussed 
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in §VI.D.7. 

 
Annotated Suehiro FIG. 13 

173. As another measurement of Suehiro’s coating, the average of the 

measured compositions within layer (1) is 50.2% Fe (3.2% deviation), 45.4% Al 

(7.6% deviation), 3.3% Si (1.3% deviation). These values render obvious the 

ranges of claim 14 for reasons discussed in §VI.D.7. 
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Annotated Suehiro FIG. 13 

10. Claim 15 

174. See claim 12. 

11. Claim 16 

175. See claim 13. 

12. Claim 17 

176. See claim 14. 

13. Claim 18 

[18]: The precoated steel product as recited in claim 1 wherein the 

interdiffusion layer has a thickness of from 1 micron to 15 microns. 

177. See analysis of claim 9, which establishes that layer (5) of the Suehiro 
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coating, which corresponds to the interdiffusion coating, has a thickness of 9 µm 

when scaled to the thickness of Cornette’s FIG. 22 coating, or has a thickness of 

10.7 µm in the Suehiro-Cornette coating in which layer thicknesses are those 

shown in Cornette FIG. 22. 

14. Claim 19 

[19]: The precoated steel product as recited in claim 1 wherein the first 

mean iron composition is 90 percent, the second mean iron composition is 43 

percent, the third mean iron composition is 63 percent and the fourth mean iron 

composition is 45 percent. 

178. The disclosed compositions of Suehiro’s layers (1)-(5) render obvious 

the recited iron compositions. As discussed for claim 1, based on FIG. 13, the 

calculated average values indicative of first through fourth mean iron compositions 

are 91.9%, 51.1%, 57.4%, and 50.2%, which render obvious the recited 

compositions for reasons discussed in §VI.D.7. 

15. Claim 20 

[20]: The precoated steel product as recited in claim 1 wherein the fourth 

mean iron composition is lower than the third mean iron composition. 

179. As discussed for claim 1, the calculated average value indicative of 

the fourth mean iron composition of layer (1) is 50.2%, which is lower than the 

calculated average value of 57.4% for layer (2), indicative of the third mean iron 
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composition. EX-1055, FIG. 13. 

16. Claim 21 

[21]: A precoated steel product comprising: 

a strip of base steel having a first side and a second side; and a coating on 

at least one of the first side of the strip of base steel and the second side of the strip 

of base steel, wherein the coating results from interdiffusion between the base 

steel, and an aluminum or aluminum alloy pre-coating, and wherein the coating 

includes, proceeding from the base steel outwards: 

(a) an interdiffusion layer having a first mean iron composition, 

(b) an intermediate layer having a second mean iron composition different 

from the first mean iron composition, 

(c) an intermetallic layer having a third mean iron composition different 

from the first and second mean iron compositions, the third mean iron 

concentration being higher than the second mean iron composition, and 

(d) a superficial layer having a fourth mean iron composition different from 

the first, second and third mean iron compositions, 

wherein the coating has a thickness greater than 30 micrometers. 

180. See claim 1 above. Claim 21 is identical to claim 1 except for 

additionally reciting that the fourth mean iron composition is different from the 

first and second mean iron compositions. This element is disclosed in Suehiro FIG. 
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13, based on the calculated average values of the composition datapoints for each 

layer (91.9%, 51.1%, 57.4%, and 50.2%), which are indicative of the mean iron 

compositions. 

17. Claim 22 

181. See claim 20. 

18. Claim 23 

[23]: The precoated steel product as recited in claim 22 wherein the fourth 

mean iron composition is higher than the second mean iron composition. 

182. The recited iron composition relationship is rendered obvious by 

Suehiro FIG. 13. As discussed for claim 1, based on FIG. 13, the calculated 

average of Suehiro’s datapoints for layer (1) (indicative of the fourth mean iron 

composition) is 50.2%, and the calculated average of Suehiro’s datapoints for layer 

(3) (indicative of the second mean iron composition) is 51.1%. This pair of values, 

which differ by only 0.9%, renders obvious claim 23 for reasons discussed in 

§VI.D.7. The small deviation between 51.1% and 50.2% is well within the bounds 

of routine experimentation, manufacturing tolerances, and measurement accuracy, 

such that it would have been obvious for a POSITA to arrive at a pair of slightly 

different values satisfying the relationship of claim 23. 

19. Claim 24 

[24]: A precoated steel product comprising: 
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a strip of base steel having a first side and a second side; and 

a coating on at least one of the first side of the strip of base steel and the 

second side of the strip of base steel, wherein the coating results from 

interdiffusion between the base steel, and an aluminum or aluminum alloy pre-

coating, and wherein the coating includes, proceeding from the base steel 

outwards: 

(a) an interdiffusion layer having a first mean aluminum composition, 

(b) an intermediate layer having a second mean aluminum composition 

different from the first mean aluminum composition, 

(c) an intermetallic layer having a third mean aluminum composition 

different from the first and second mean aluminum compositions, and 

(d) a superficial layer having a fourth mean aluminum composition different 

from the first, second and third mean aluminum compositions, the second mean 

aluminum composition being greater than the third mean aluminum composition; 

wherein the coating has a thickness greater than 30 micrometers. 

183. See claim 1 above. Claim 24 is identical to claim 1 except that (i) 

mean aluminum compositions are recited instead of mean iron compositions, (ii) 

the fourth mean Al% is “different from the first, second and third mean” Al%, and 

(iii) “the second mean aluminum composition [is] greater than the third mean 

aluminum composition.” These elements are disclosed for the Suehiro-Cornette 
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coatings as illustrated in Suehiro FIG. 13. 

184. For example, the composition datapoints within each of Suehiro’s 

layers can be averaged to obtain values indicative of mean aluminum 

compositions. Performing this calculation results in values of 5.6% for layer (5) or 

11.7% for layers (4)+(5) (interdiffusion); 46.5% for layer (3) (intermediate); 37.3% 

for layer (2) (intermetallic); and 45.4% for layer (1) (superficial). These values 

satisfy claim 24. 

 
Annotated Suehiro FIG. 13 

20. Claim 25 

[25]: The precoated steel product as recited in claim 24 wherein the fourth 
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mean aluminum composition is less than the second mean aluminum composition. 

185. See claim 24. The calculated average value indicative of the fourth 

mean aluminum composition is 45.4%, which is less than the calculated 46.5% 

average value indicative of the second mean aluminum composition. 

21. Claim 26 

186. See claims 9, 10, and 18.  

22. Claims 27-30 

187. See claims 11-14.  

XIII. GROUND 2B: Claims 3-4 and 7-8 are obvious over Suehiro in view of 
Cornette and Laurent 

A. Combination of Suehiro-Cornette and Laurent 

188. For reasons discussed in §VII.B, it would have been obvious to try 

using Laurent’s steel compositions in the hot stamping processes described by 

Suehiro and Cornette. This would have constituted no more than substitution of 

one element (the Laurent steel) for another (the USIBOR 1500 steel of Suehiro or 

Cornette) known in the field. EX-1055, [02]; EX-1014, 9. Further, as shown 

below, Laurent’s steel composition is similar to those of both Suehiro and 

Cornette, such that the substitution of one for the other would have constituted a 

minor modification within the general conditions of what was already in use. EX-

1055, Table 1; EX-1014, 9; EX-1023, 1:66-2:10. 
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Element 
Cornette 

(USIBOR 1500) 
Composition (%) 

Laurent 
Composition (%) 

Suehiro 
Composition (%) 

C 0.2 ≤ C% ≤ 0.25 0.20% < C < 0.5% 0.22 
Mn 1.1 ≤ Mn% ≤ 1.35 0.8% < Mn < 1.5% 1.2 
Si 0.15 ≤ Si% ≤ 0.35 0.1% < Si < 0.35% -- 
Cr 0.15 ≤ Cr% ≤ 0.3 0.01% < Cr < 1% 0.15 
Ti 0.02 ≤ Ti% ≤ 0.05 Ti < 0.1% -- 
Al 0.02 ≤ Al% ≤ 0.06 Al < 0.1% -- 
P -- P < 0.05% -- 
S ≤ 0.008 S < 0.03% -- 

B 
0.002 ≤ B% ≤ 

0.004 
0.0005% < B < 

0.01% 
0.002 

 

B. Analysis of Claims 

1. Claims 3 and 4 

[3]: The precoated steel product as recited in claim 1 wherein the base steel 

includes the following components by weight based on total weight: 

0.15%<carbon<0.5%; 0.5%<manganese<3%; 0.1%<silicon<0.5%; 

0.01%<chromium<1%; titanium<0.2%; aluminum<0.1%; phosphorus<0.1%; 

sulfur<0.05%; 0.0005%<boron<0.08%; and further comprises iron and 

impurities inherent in processing. 

[4]: The precoated steel product as recited in claim 1 wherein the base steel 

comprises the following components by weight based on total weight: 

0.20%<carbon<0.5%; 0.8%<manganese<1.5%; 0.1%<silicon<0.35%; 

0.01%<chromium<1%; titanium<0.1%; aluminum<0.1%; phosphorus<0.05%; 
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sulfur<0.03%; 0.0005%<boron<0.01%; and further comprises iron and 

impurities inherent in processing. 

189. See discussion of claims 3-4 for Ground 1B (§VII.C). Laurent’s steel, 

applied to Suehiro and Cornette as discussed in §XIII.A, satisfies or renders 

obvious the recited compositions. 

2. Claims 7 and 8 

[7]: The precoated steel product as recited in claim 1 wherein a ratio of 

titanium to nitrogen in the base steel in weight % is in excess of 3.42. 

[8]: The precoated steel product as recited in claim 2 wherein a ratio of 

titanium to nitrogen in the base steel in weight % is in excess of 3.42. 

190. See discussion of claims 7-8 for Ground 1B (§VII.C.2). Laurent 

discloses the recited elemental ratio. EX-1023, 4:25-26. 

XIV. GROUND 2C: Claims 3-6 are obvious over Suehiro in view of Cornette 
and Nishibata 

A. Combination of Suehiro-Cornette and Nishibata 

191. For reasons discussed in §VIII.B, it would have been obvious to try 

using Nishibata’s steel compositions in the hot stamping processes described by 

Suehiro and Cornette. As noted above for the Suehiro-Cornette-Laurent 

combination, this would have constituted no more than substitution of one element 

(the Nishibata steel) for another (the USIBOR 1500 steel of Suehiro and/or 

Cornette) known in the field. EX-1055, [02], Table 1; EX-1014, 9. Further, as 
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shown below, Nishibata’s steel composition is similar to those of both Suehiro and 

Cornette, such that the substitution of one for the other would have constituted a 

minor modification within the general conditions of what was already in use. EX-

1055, [02], Table 1; EX-1014, 9; EX-1023, 1:66-2:10; EX-1050, Table 1. 

Element 
Cornette 

(USIBOR 1500) 
Composition (%) 

Nishibata 
composition (Table 

1) 

Suehiro 
Composition (%) 

C 0.2 ≤ C% ≤ 0.25 0.16% ≤ C ≤ 0.42% 0.22 
Mn 1.1 ≤ Mn% ≤ 1.35 1.2% ≤ Mn ≤ 1.53% 1.2 
Si 0.15 ≤ Si% ≤ 0.35 0.02% ≤ Si ≤ 0.25% -- 
Cr 0.15 ≤ Cr% ≤ 0.3 0.19% ≤ Cr ≤ 0.2% 0.15 
Ti 0.02 ≤ Ti% ≤ 0.05 0.02% ≤ Ti ≤ 0.03% -- 
Al 0.02 ≤ Al% ≤ 0.06 0.04% ≤ Al ≤ 0.06% -- 

P -- 
0.001% ≤ P ≤ 

0.019% 
-- 

S ≤ 0.008 
0.001% ≤ S ≤ 

0.004% 
-- 

B 
0.002 ≤ B% ≤ 

0.004 
0.0007% ≤ B ≤ 

0.0015% 
0.002 

 

B. Analysis of Claims 

1. Claims 3 and 4 

[3]: The precoated steel product as recited in claim 1 wherein the base steel 

includes the following components by weight based on total weight: 

0.15%<carbon<0.5%; 0.5%<manganese<3%; 0.1%<silicon<0.5%; 

0.01%<chromium<1%; titanium<0.2%; aluminum<0.1%; phosphorus<0.1%; 

sulfur<0.05%; 0.0005%<boron<0.08%; and further comprises iron and 
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impurities inherent in processing. 

 [4]: The precoated steel product as recited in claim 1 wherein the base steel 

comprises the following components by weight based on total weight: 

0.20%<carbon<0.5%; 0.8%<manganese<1.5%; 0.1%<silicon<0.35%; 

0.01%<chromium<1%; titanium<0.1%; aluminum<0.1%; phosphorus<0.05%; 

sulfur<0.03%; 0.0005%<boron<0.01%; and further comprises iron and 

impurities inherent in processing. 

192. See discussion of claims 3-4 for Ground 1C (§VIII.C). Nishibata’s 

steel, applied to Suehiro and Cornette as discussed in §XIV.A, satisfies or renders 

obvious the recited compositions. 

2. Claims 5 and 6 

[5]: The precoated steel product as recited in claim 1 wherein the base steel 

comprises 20 ppm or less of sulfur. 

[6]: The precoated steel product as recited in claim 2 wherein the base steel 

comprises 20 ppm or less of sulfur. 

193. See discussion of claims 5-6 for Ground 1C (§VIII.C). Nishibata’s 

steel, applied to Suehiro and Cornette as discussed in §XIV.A, satisfies or renders 

obvious the sulfur concentrations. 

XV. GROUND 2D: Claims 1-4 and 9-30 are obvious over Suehiro in view of 
GMW14400  
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A. Combination of Suehiro and GMW14400 

194. See §§IX.B and XII.B. GMW14400 is applied at least as a substitute 

for Cornette, as applied in Grounds 2A-2C, to motivate a coating thickness “>35” 

µm. Based on GMW14400, a POSITA would have been strongly motivated to 

achieve a coating thickness “>35” µm, as required by GMW14400. in order to 

satisfy market requirements. EX-1026, 7. For example, it would have been obvious 

for a POSITA to experiment with the pre-coating thickness in the range of “20 to 

33” µm specified by GMW14400. EX-1026, 7. See §VI.C for discussion of the 

well-established and predictable link between pre-coating thickness and coating 

thickness. Accordingly, in view of GMW14400, a POSITA would have had a 

reasonable expectation of success in achieving coating thicknesses greater than 30 

µm, e.g., the “>35” µm coating thicknesses disclosed by GMW14400. 

B. Analysis of Claims 

1. Claims 1-2, 11-17, 19-25, and 27-30 

195. See discussion for Ground 2A. GMW14400’s teachings on obtaining 

coating thicknesses greater than 30 µm (for example, GMW14400’s corresponding 

pre-coating thickness range) are substituted for Cornette’s. 

2. Claims 9-10, 18, and 26 

196. As discussed for [9], based on FIG. 13, Suehiro’s layer (5) 

(corresponding to layer (a)) has a thickness of 6.2 µm in comparison to a total 
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coating thickness of 22.2 µm. Scaling this proportional layer thickness to the 35 

µm coating thickness specified by GMW14400 gives a layer thickness of 9.8 µm 

that would be expected if Suehiro’s coating were modified to have the 35 µm 

thickness. This value satisfies or renders obvious claims 9-10, 18, and 26. 

3. Claims 3-4 

197. GMW14400’s steel compositions satisfy or overlap all composition 

ranges in [3]-[4], rendering obvious those compositions. EX-1026, 2. It would have 

been obvious to use these steel compositions to satisfy General Motors’ 

requirements. 

XVI. GROUNDS 2E, 2F: Claims 3-4 and 7-8 are obvious over Suehiro in view 
of GMW14400 and Laurent, and claims 3-6 are obvious over Suehiro in 
view of GMW14400 and Nishibata 

198. See discussion of the Suehiro-Cornette-Laurent and Suehiro-Cornette-

Nishibata combinations (§§XIII-XIV), and the comparison of GMW14400’s and 

Laurent’s/Nishibata’s steel compositions in §§X-XI. The same reasoning applies 

for the combination of Suehiro and GMW14400 with Laurent and Nishibata. 

XVII. CLAIM INTERPRETATION 

199. I understand that, for purposes of my analysis in this inter partes 

review proceeding, the terms appearing in the patent claims should be interpreted 

“using the same claim construction standard that would be used to construe the 

claim in a civil action under 35 U.S.C. 283(b)...”  37 C.F.R. § 42.100(b).  In that 

127



Attorney Docket No. 58281-0002IP2 
IPR of U.S. Patent No. 10,961,602 

 

119 

regard, I understand that the best indicator of claim meaning is its usage in the 

context of the patent specification as understood by a POSITA.  I further 

understand that the words of the claims should be given their plain meaning unless 

that meaning is inconsistent with the patent specification or the patent’s history of 

examination before the Patent Office.  I also understand that the words of the 

claims should be interpreted as they would have been interpreted by a POSITA at 

the time of the invention was made. 

XVIII. LEGAL PRINCIPLES 

A. Anticipation 

200. I have been informed that a patent claim is invalid as anticipated 

under 35 U.S.C. § 102 if each and every element of a claim, as properly construed, 

is found either explicitly or inherently in a single prior art reference.  Under the 

principles of inherency, if the prior art necessarily functions in accordance with, or 

includes the claimed limitations, it anticipates. 

201. I have been informed that a claim is invalid under 35 U.S.C. § 102(a) 

if the claimed invention was known or used by others in the U.S., or was patented 

or published anywhere, before the applicant’s invention.  I further have been 

informed that a claim is invalid under 35 U.S.C. § 102(b) if the invention was 

patented or published anywhere, or was in public use, on sale, or offered for sale in 

this country, more than one year prior to the filing date of the patent application 
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(critical date).   

B. Obviousness 

202. I have been informed that a patent claim is invalid as “obvious” under 

35 U.S.C. § 103 in light of one or more prior art references if it would have been 

obvious to a POSITA, taking into account (1) the scope and content of the prior art, 

(2) the differences between the prior art and the claims, (3) the level of ordinary 

skill in the art, and (4) any so called “secondary considerations” of non-

obviousness, which include: (i) “long felt need” for the claimed invention, (ii) 

commercial success attributable to the claimed invention, (iii) unexpected results 

of the claimed invention, and (iv) “copying” of the claimed invention by others.   

203. I have been informed that a claim can be obvious in light of a single 

prior art reference or multiple prior art references.  To be obvious in light of a 

single prior art reference or multiple prior art references, there must be a reason to 

modify the single prior art reference, or combine two or more references, in order 

to achieve the claimed invention.  This reason may come from a teaching, 

suggestion, or motivation to combine, or may come from the reference or 

references themselves, the knowledge or “common sense” of one skilled in the art, 

or from the nature of the problem to be solved, and may be explicit or implicit 

from the prior art as a whole.  I have been informed that the combination of 

familiar elements according to known methods is likely to be obvious when it does 
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no more than yield predictable results.  I also understand it is improper to rely on 

hindsight in making the obviousness determination. 

XIX. CONCLUSION

204. The findings and opinions set forth in this declaration are based on my

work and examinations to date. 

205. I may continue my examinations. I may also receive additional

documentation and other factual evidence over the course of this IPR that will 

allow me to supplement and/or refine my opinions. I reserve the right to add to, 

alter, or delete my opinions and my declaration upon discovery of any additional 

information. I reserve the right to make such changes as may be deemed necessary. 

206. In signing this declaration, I recognize that the declaration will be

filed as evidence in an IPR before the PTAB. I also recognize that I may be subject 

to cross-examination in the case and that cross-examination will take place within 

the United States. If cross-examination is required of me, I will appear for cross-

examination within the United States during the time allotted for cross- 

examination. 
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207. I hereby declare that all statements made herein of my own

knowledge are true and that all statements made on information and belief are 

believed to be true; and further that these statements were made with the 

knowledge that willful false statements and the like are punishable by fine or 

imprisonment, or both, under Section 1001 of Title 18 of the United States Code. 

Dated: / 2. / 2 3 / 2.0 z 4 By: 
Dr. Michael Miles 
Springville, UT 

--
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