bath <89.5 <I>% </ {> at 800 </ B> OC.

By laminating <B> 1000 OC </ B> from 4 10 2 mm thick, the sheet always remains covered with an
Al-Fe alloy, but this film contains only < B> 10 </ B> lyso of Al, the thickness always being <0.10
mm. </ P> <p align = "JUSTIFY"™> This ability of steel to form with the Al </ B> rich coating during
hot deformation of the increasingly diluted alioys, To considerably increase the covering power of
the initial layer whose surface thus increases as the deformation of the part increases.

in order to manufacture by heat deformation and conformably {0 the invention, a product such as a
key is firstly laundered Of the blank, either by shot blasting, by sandblasting, or by chemical or
electrolytic pickling.

The chemical pickling can for example be achieved by immersing the blank in a dilute hydrochloric
acid bath of from 10 {o 15 at a temperature of 200 and optionally added Nitric acid, hydrofluoric
acid, or tin chioride.

{tis also possible to pick the biank from a concentrated zinc chicride base or even from a
concentrated zinc chioride stream. Melted directly on the blank.

In this case, when the preform is subseguently quenched in the aluminum bath, an excellent
bonding of the alioy layer to the base is achieved, Aluminum oxide due {o the presence of the zinc
which is combined on the one hand with the iron of the blank and on the other hand the aluminum
of the protective layer.

However, since the presence of the aforementioned stream has the disadvantage of producing
acid chioride smoke, it is possible, if desired after pickling, to coat the zinc blank, either by
Immersion thereof in zinc <B> o </ B> the liquid state, or by elecirolysis.

it is important to note that when the blank is subjecied to a diffusion process at a higher
temperature than at 800 ° C. </ B> the zinc distils and only the aluminum-iron alloy remains on
the part.

The blank has been thoroughly etched and is freg of any oxide or grease deposiis or coatings of
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any kind and is carefully dried, preferably by preheating to a temperature of < 100 to </ B> 200
<B> OC, </ B> to remove any moisture without causing a film of oxide.

in order to carry out the protective coating on the aluminum base, the pre-heated blank is
immersed in the alloy bath carried at </ B> B> temperature between 600 and 8001, for a time
which is in the order of a few seconds when a coating of < 2 microns thick, but which can reach a
few minutes in the case of higher thicknesses, for example 0.10-0J5 mm.

The bath in which the plumbing is quenched may consist of pure aluminum or aluminum alioys
and less than 15% silicon, aluminum and less than 20% ) Of zine. Of aluminum and less than 8
per cent of copper, aluminum and less than 57 per cent calcium, or aluminum and about 2 per
cent manganese, Nickel, chromium, etc.

However, among all these alloys, itis recommended {0 use an aluminum alloy and from <3> {o </
B> 13% </ B> of silicon, an aluminum alioy and > From 3 </ B> <Br o <i> 5 </ > </ B> lyo of zinc
or pure aluminum.

When removing the blank after its immersion in the aluminum alloy bath, it is necessary to ensure
that the films which cover the bath are not entrained with the blank. It is possible to separate these
films just before the immersion or the emergence of the blank, either by blowing argon or using
thin sheeis. It is sometimes necessary 10 rapidly brush the blank when it is cooled to remove
dandruff or lumps from the <B> through </ B> The height of the oxidized layer of the bath may
have been deposited.

When the biank is thus covered and preheated, it is placed in an oven which carries the
deformation temperature. This temperaiure is generally higher than 850 QC and can even reach
<1250 OC. </ B>

When the blank has been brought {0 the desired temperature throughout its mass, it is then
passed {o the press, the lubrication being carried out with graphite or resistant greases < B> o </
B> heat. The forging is stopped at a temperature close 1o the steel transformation point, but this
temperature may be less than the point Ac '(for example 700 or 600) OC). </ B>

In the single FIGURE of the drawing, the variations in the hardness of the surface layers of a
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forged flat key made of semi-hard steel are shown, on the one hand according to FiG. And, on the
other hand, without coating.

This key is made using a semi-hard steel whose composition is as follows: Carbon <B>: <U> 0.35
</ U» </ B> <P>%; </ > Manganese <B>: 0.80 lyo, Chrome <B>: 0.80 </ B>%; Vanadium <B>: <i>
0.10%; </ I> Silicon <B>: 0.3 </ B> 170.

The coating is obtained by immersing the blank for a pericd of 1 1o 2 minutes ina bath at a
temperature of 750 to 800.degree. C. </ B> Maximum, having the following composition: <BR> Al
</ B> 98-99%; Fe <B> 05to<i>1 </I> </ B> 170, f 0.5 <B> at 1%. </ B>

in the figure, the distance in mm counted from the surface, from the point at which the hardness
was measured, was represented on the abscissa. The numerals representing the Vickers micro-
hardness measured with a load of 100 grams were plotted on the ordinate. </ B>

The curve <B> 1 </ B> represents the hardness in the case of the key fabricated according to the
invention. Curve 2 shows the hardness in the case of a forged key in a conventional manner.

it should be noted first of gli that the hardness of the base metal is about 280 Vickers.

in the case of curve 2, which has a normal forging, the hardness decreases as the soft edge
approaches a value of 200 Vickers. This decrease in hardness corresponds o a decarburization of
the stesl due to the presence of the oxide layer.

On the other hand, in the case of curve <B> 1, </ B>, which corresponds {o the key manufactured
in conformity with <BR> <BR> <BR> <BR> According to the invention, the hardness increases
considerably as soon as the edge of the workpiece approaches <B> o </ B> less than 0.1 <B>
mm </ B> To 400 Vickers at least.

The key obtained according to the invention therefore has a surface coating of very high hardness.
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Excellent results have been obtained by forging, in accordance with the invention, a steel knife
with chromium and 0.2% carbon, and A steel chisel with <0.6 </ B> 170 of carbon, <B> 0.5 </ B>
<{>% of manganese and <B> 0.35 </ B> 510 of silicon.

It will be seen that the objects produced by het deformation in accordance with the invention have
a very hard surface coating which makes it possible to give, The hard layer provides a protection
against subseqguent corrosion of the object.

Moreover, during the hot forming, the protective coating avoids, as explained above, any oxidation
of the underlying metal while facilitating the deformation of the metal.

it will be undersiood that the embodiments described above are given only by way of examples
and will be able to receive any desired modifications without departing for this purpose from the
scope of the invention.

Among the varicus modeas of hot plastic deformation, the process described is not limited to
striking and forging operations but can aiso be used for spinning and laminating operations, for
example.
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CLAIMS FR1297906

The present invention relates to a novel process for the manufacture of objects made of ferrous
metals obtained by hot deformation, in particular in the range from 600 to 800.degree. To 1250 </
B> O, this process being essentially characterized in that, prior to forging, the blank is coated
with an aluminum-based protective layer, this process possibly also having the The following
characteristics are taken individually or in combination: <B> 10 </ B> The protective layeris
obtained by immersing the previously pickled blank in an aluminum bath 98-88, 8 </ B> 170 or
dan, a molten aluminum alioy, For an unalioyed carbon steel blank, a bath consisting of an
aluminum alloy and of silicon is used; <B> 30 </ B> For a low alloy steel, a bath containing an
aluminum, copper and zing alloy is used, The coating bath may consist of alloys of aluminum and
silicon, zinc, magnesium, copper, calcium, manganese; <BR> <BR> <BR> <BR>»> <BR> <BR>
<BR> <BR> <BR> <BR>» <BR> <BR> <BR> <BR> <BR> <BR>» «BR> <BR> <BR> <BR> <BR>
<BR> <BR> <BR> <BR> <BR> <BH> <BR> <BR> <BR> <BR> <BR With added nitric acid,
hydrofiuoric acid and tin chioride, if necessary; <BR> <BR> <BR> <BR> <BR> <BR> Before
immersion, the blank, after being pickled, is coated with a zinc laver facilitating the attachment of
the protective coating <B> {0 </ B> > Aluminum base; <B> 70 </ B> Before immersion, the blank,
afier being piclkded, is coated with a layer of tin {0 facilitate aftachment of the proteciive coating to
<{ B> Al base. B. The new industrial product consisting of an object obtained from a preform by
hot deformation, essentially characterized by the fact that most of its Surface is provided with an
aluminum-based coating, this coating having a high hardness and aliowing the object in guestion
to better withstand <B> to </ B> the attack of the external agents {rust for exampie) whiie having a
better appearance due {0 the polishing which ii is possibie to confer on it in a durable manner.
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de ln loi du 5 juillet 1844 modifide par la loi du 7 avril 1902.)

On sait qu'un grand nombre dobjets en aeler
ou en alliages ferreux dobticnnent par déformation
4 chaud §’ébauches préalablement réchauffées.

La difficulté puncipsle que Pon rencontre lovs
de cetie fabrication découle du fait quiune pelficule
{oxyde se forme spontanément sur le métal lorsque
celui-ci est porié 3 la température de déformation
en présence de Poxygine atwosphérigue.

Lors de la déformation 3 chaud, gui est chienze
soit en frappant sur Uébauche des coups successifs,
30it en proveguant un écoulement progressif du mé-
tal, Ja pellicule doxyde gui est pen malléable
s'éenille et se détache en metiant ainel 3 nu ume
nouvelle surface du métal qui & nouvean se réoxyde:

La présence de ces erofites ou pellicules doxyde
généralement désignfes sous le nom de calamine,
offre de nombreux inconvénients parmi lesquels on
peui citer :

Une décarburation de la couche superficielle du
métal, I carbons contenu dans sette couche Stant
briilé par Voxygéne apporté par Poxyde;

Un grossissement du grain;

Une oxydation intergranulaive de la sous-couche
du métal;

Un mauvais état de surface de Particle fini qui
exige un polissage ou un netfoyage important pour
enlever les couches défeciuenses tant aum peint de
vue de Taspect ef des dimensions de la pidee
obtenne, gn'au point de vue des qualites métallue-
gigues de cette piéoe;

Une perte Importante de méial par oxydation;

Une modification des tencurs des couches super-
ficielles en métaux d'apport, tels gue le chrome, le
cuivre, le nickel, efe

T arrive également gue les pellicules doxyde
sincrustent dans les outils servant & la déformation
du métal et provoguent une usure trop rapide om
une détérioration de ceux-ci.

2 - 41874

Comine on le voit, ces imconvénients sont nom-
breux et ils ont une iriple conséquence : abaissement
des qualités intrinségues de U'objet obtenu, finftion
meins soignée de cet ariicle, usure ef détérioration
de Poutillage.

On a déja propesé diverses solutions pour tenter
de remédier 3 ces inconvénients :

B est possible de brosser les ébanches oxydées
fors de leur réchauifage, de manifre 3 enlever la
couche d'oxyde, mais une telle opération fait perdre
un femps important ef provoque une diminuton
notable de la température de la pitee, ce qui exige
un réchauffage 4 ume température plus Eevée et
entraine par conséquent une formation plus grande
doxyde,

On & également proposé Fellectuer le réchanllage
de Tébauche dans une atmosphére contrdlée non
oxydante, mais cette solution nécessite la servitude
d'éguipements cofiteux et &1 elle permet de réduire
Vépaisseur des pellicules d’oxyde lors du réchauffage,
efle ue supprime en rien la réoxydation en cours de
déformation.

Ou a songd 3 réduire considérablement le temps
de réchauffage en procédant au chanffage de la
pidce par induction, mals ce prooddé est coliteux et
ne peut pas convenir aux pitces de toutes dimen-
sions,

Fanfin, on a également songé & recouvrir 'ébauche
& V'aide d'wn revBtement protectenr 4 base de cuivye,
de chrome on de nicksl, mais une telle pratique n'a
pu se développer car elle est cofiteuse ef présente
dimportantes  difficuligs,

La présente invention comcerne um procedé de
fabrication par déformation de piéoes sidérurgiques
préalablement protégées de Poxydation par une cou-
che protectrice.

" La présenie invention a pour objet un nouvean
procédé de déformation & chand de produits sidé-

Prix du foscicule: 2 WF
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rurgiques, ce procédé é&tant essentlellement carac-
térisé par le fait qavant deffectuer Is déformation,
on entoure Pébanche d'un revétement 4 base d’alumi-
nium réalisé de préférence par trempage de Uébau-
che d’un revétement 3 base d’aluminimn réalisé
de préférence par trempage de Pébauche dans un
bain liqguide du métal constituant le reviiement.

Lors de la déformation & chaud des £hauches
munies dun revéiement de protection conforme 3
FPinvention, on constate que le revitement se déforme
en méme temps que Pébauche, ce qui permet dobte-
nir une excellente protection contre Poxydation et
un produit défini lul-mdme revétn dune mince
peilicule d'alliage & base d'aluminium.

Ce résultat tount 3 fait inattendu, car on sait
depnis longtemps quw'd tempéraiure ambiante les
alliages fer-aluminium sont trés fragiles et se fissp-
rent lorsqu'on désive leur imposer la meindre défor-
mation. En particulier, les composés Fe-Al of Fel.
Al présentent une grande dureté et sont trés fragiles.

Cependant, Pexpérience a montré gu’en opfrant
dans les conditions conformes & Pinventlon, ces
alliages & base daluminium ont une plasticité com-
parable & celle du métal duns lequel est faite Pébay.
che et qu’il est possible de conserver le revétement
protecteur jusquan dernier stade de la fabricatton.

La présente mvention a également pour objet ko
prodeit industriel nouvean gue constitue un objet
en fer ou alliage lerreux obtenu par défoumation
4 chaud conformément an procédé indigué ci-dessus.

Drans Je but de mieux faire comprendre Pinvention,
on va décrire & ttre d'illustration et sans swcun
coractére Hmitatif plusieurs modes de mise en
@uvre. :
Pour vérifier Ta capacité de déformatien de la

peliicale protecirice d’alliage daluminivm, qui st
la raractéristique principale de Vinvention, on prend
nne éprouvette de traction en acier doux, revéiue
dun afliage dlumininm-sliciom 3 18 % de silicium;
on chauffe cetfe éprouvette 3 une température de
1000 3 1200°C, puis on fa casse

On constaie que Péprouvette s'allonge de 90 3
160 % ot que Ia pellicule protecirise reste visible
sur toute la surface de Péprouvetle, méme dans la
partie sitnée & proximité de la cassure qui 2 &é
soumise & la siriction.

L analyse moyenne des pellicules indigque environ
30 2 50% LAl et 50 & 70% de fer pour le
revdlement obfenu sur une 8le en acler doux de
4 mm. L'épaisseur de cette couche est d'environ
0,10 mm au bout de 5 minutes de maintien, of de
(4,05 mm au bout de 1 wminute de malntien dans le
bain fondu delvminivm 99,5 % 4 800 °C,

Par laminage &3 1000°C de 4 4 2 mm d'épale-
seur, o tle demenre toujours recouverte dun
allinge ALFe, mals cetie pellicule ne renferme plus

que 10% &AL, Pépaissenr Sant towjowrs de
0,18 mm,

[N S

Cette faculté de Tacier de former avee le revéie-
ment riche en Al au cours de la déformation 3

- chaud des alliages de plus en plus diluds permet

danguenter considérablement lo pouvoir couvrant
de la couche initiale dont la surface augmente ainsi
an fur et 4 mesure de la déformation de la pidoe.

Pour fabriquer par déformation & chaud, et son-
formément 4 Tinvention, un produit tel qu'une clf,
on procéde tout d’abord au blanchissage de Iéban-
che, soit par grenaillage, soit par sablage, soit
encors par décapage chimique ou électrolytique.

Le décapage chimigue pent par exemple fire
obtenn en immergeant Iébauche dans un hain
Facide chiorhydrigue dilué de 10 3 15%. 3 ks
température de 20°, ef éventuellewent additionnd
dacide nitrique, dacide fluorhydrique, ou de chlo-
rure d’étain. .

11 est également possible de procéder au décapage
de Pébauche & Vaide dun fux i base de cldorure
de zinc concentré ou méme fondu directement sur
Vébauche.

Dans ce cas, lorsque V'ébauche est ultériearement
trempée dans le bain 3 base aluminiom, on obtient
un excellent accrochage de la conche de Falliage 3
base Faluminium en raison de la présence du zine
qui s'allie d'une part au fer de Pébauche, &t d'autre
part & Paluminiom de la couche de protection.

Toutefois, comme la présence du Auz précité &
Vincowvénient de dégager des fumfes acides de
chlorure daluminiom, on pent, si on Is désire, aprés
décapage, revétir Pébauche de zine, solt par fmmer-
sion de celleei dans du zine & Pétat quide, soit par
élecirolyss,

Il convient de remarquer gue lorsgue I'éhauche est
soumise & un fraitement de diffusion 3 une tempé-
vature supérieure & 800 °(, le zine distille et i me
este sur la pldce que Ualliage alumintum-fer.

D’ébauche, ayant &t parfsitement décapée et se
présentant ssus oxyde nil dépdt ou endult gras
d’aucune sorle, est scigneusement séchée, de préfé-
rence par un préchauffage & une température den-
viron 100 4 200°C, de maniére 3 chasser foute
trace d’humiditd sans provoquer Ia formation dun
in Poxyde.

Pour effectusr le revélement protecienr & base
daluminium, on procdde A Pimmersion de Pébanche
ainsi préchauffée dans le bain d'alliage porté 3 une
texnpérature comprise eptre 600 ef B00° pendant un
temps gui est de Pordre de guelques secondes lors-
gu'on désire un revdtement de 1 & 2 microns d'épais-
sewr, mads gqui peut atteindre guelques minutes
dans le cas de plus fortes épaisseurs, 0,13:0.18 mm
par exemple.

Le bain dans lequel on trempe Fébauche peut
&tre constitué par de Valurinium pur ou par des
allisges daluminium et de moins de 15 % de sili-
cium, d’aluminium et de moins de 20 % de zine,
Faluminium et de moins de 8 % de cuivre, d'alw-
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niinfunt e de moins de 20 % de caleium, ou encore
d'aluminium et d'environ 2% de manganése, de
kel, de chrome, elc.

pendant, parmi tous ces alliages, il est recom-
mandé dutiliser un alliage d'aluminium ot de § 2
13 % de sificinm, wn alliage daluminium et de 3
4 5% de zine ou de Paluminium pur.

Lorsqu’on vetire Pébanche aprés son immersion
dans lo bain d'allisge d'alumintum, il faut veiller
3 ce que les pellicules qui recouvrent Iz bain ne
solent pas entrainées avec Pébauche. I est possible
d'écarter ces pellicules juste avant Pimmersion ou
Pémersion de Pébauche solt par soufBape dargon,
soit & Vaide de i8les minces. I est guelquefois
néesgsaire de procéder également & wn brossage
rapide de Pébanche lors de son refvoidissement pour
enlever les pellicules ou grumeaux gue le passage
a la hautenr de la couche oxydée de bain a pe
déposer,

Lorsque Vébauche est ainsl recouverte ef pré-
chaufide, elle est placée dans un four gui Ia perts
4 la température de déformation. Cette température
est généralement supérieure 3 850 °C ot peut méme
atteindre 1 258 °C.

Lorsque U'ébauche a &6 portée & la température
voulue dans toute sa masse, elle est ensuite passée
3 la presse, la lubrification Stent effestuée avec du
graphite ou des graisses résistant & la chalenr. Ou
arrdte le forgeage & une température voisine du
point de transformation de P'acier, cette température
pouvant &ve cependant inférieure au point Al
{par exemple T00 ou 600 °C).

On a représent® sur la figure unigue du dessin
tes variations de la dureté des couches superficielles
d'mne «lé plate forgée en acier mi-dur, d'ume pant
conformément 4 Pinvention, et d'autre part sans
procéder an reviiement.

Colte clé est réalisée 3 Paide dun scier mi-dur
dont Ia composition est la suivante «

Carbone : 0,35 %;

Mangandse : (0,90 %;

Chrome @ 0,80 %

Vanadium : 0,10 %;

Siliciom ¢ 0,3 %.

Le revitement est obtenu en immwergsant I'éhau-
che pendant une durée de 1 3 2 mivutes dans un
bain & une température de 750 4 800 °C marimum,
ayant la composition saivante :

Al: 9899 %;

Fe:05321%;

Si:054l1%.

Sur la figure, on a veprésenté en ahscisses la dis-
tance en mm comptde ¥ partiv de la sarface, du
point auguel on a mesuré la duretd. On a porté en
ordonndes les chiffres représentant la wmicro-duveté
Vickers mesurée avee une charge de 100 g

La courbe 1 veprésente la duretd dans le cas de
Ia clé fabriguée conformément 3 Pinvention.

e Qs

[1.297.906]
La courbe 2 représente lz dureté dams le cas
dune cle forgée d'une manidve classique,

On remarque tont d’abord gue Ia dureté du méal
de bhase est d'environ 280 Vickers.

Dans le cas de la courbe 2, qui présente un for-
geage normal, la dureté diminue au fur et & mesure
gue Fon se rapproche du bhord tendre vers une
valeur de Pordre de 200 Vickers. Cette diminntion
de la dureté correspond & yne décarburation de Pasler
due & la présence de la sonche Poxyde.

‘On remarque par contrs, daps le cas de la
courbe 1, qui correspond 3 la clé fabriguée confor-
mément & Pinvention, que la dureté oroft tris nota-
blement dés que Pon se rapproche & moins de
%1 um du bord de la pides pour atteindre des
valeurs allant jusqu'd 400 Vickers au moins,

La clé obtenue conformément i Pinvention pré-
sente done wn revéiewent superficied dune Erds
grande dureté.

Dexceflents réaultats ont ét6 obienus en forgeant,
conformément 4 Plovention, vn couteaw en acier
comportant 13 % de chrome et 0,2 % de carbone, et
un ciseau en acier comportant 0,6 % da carbone,
0,5 % de mangandse ot 0,35 % de silicium,

On voit que les objets fabriquée par déformation
4 chaud conformément 3 Vinvention présentent un
revétement superficiel trés dur qui permet de don-
ner & U'ehiet fini un poli particulidrement intéres.
sant, cette conche dure assurant d’aillewss upe pro-
tection contre Ia corrosion wltérieure de cet objet.

De plus, lors de Is formation & chaud, le revéte-
ment protecteur évite, comme cela a 8 expliqué plus
baut, toute oxydation du métal sous-jacent tout en
facilitant la d&formation du métal.

I est bien entendu que les modes de mise en
eivre indiqués ci-dessus ne sont donnds qu'd titve
d’exemples et pourront recevolr toutes modifications
désirables sans sortir pour cela du cadre de Pin-
vention.

Parmi les différents modes de déformation plas-
tique 3 chand, le procédé déerit nest pas limitd anx
opérations de frappe et de forgeage, mais peut
également &tre utilisd pour celles de filage at de
laminage pav exewmple,

RESUME

La présente invention a pour chijet :

A. Ur nouvean procéddé pour fabriquer des ohjets
en mélaux ferreux obtenus par déformation & chaud
en particolier dans Vintervalle de 600 & 1250 °(,
ce procédé tant essentiellement caractérisé par Je
fait qu'avant forgeage on enrche P'ébauche d'une
couche de protection & base d’aluminium, ce procédé
pouvant présenter en outre les caractéristiques sui-
vanies prises isolément ou en combinaison :

1° La couche protecirice est obtenuve en immer-
geant ébauche préalablement décapée dans un bain
d’aluminiom 98-99,0 9% ou dans un allisge dalumi-
nium en fusion;
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2° Pour une dbauche en acier aw carbone non
allié on wilise un bain constitud par un alliage
Faluminium. ef de 13 % de siliciom;

3¢ Pour un acier faiblement allié, on uiilise un
bain contenant un alliage daluminiom, de cuivre et
de zinc}

4 Le bain de revétement peut éire constitué par
des alliages Falumininm et de silichum, zine, magné-
sium, cuivre, calelum, manganése;

5° L’ébhanche est décapée par immersion dans un
bain & 20° constitué par de Pacide chlorhydrique
4 une concenlration de 10 & 15 %, additionné
dacide nitrigue, dacide Buorhydrigue et de chlo-
rure d'4tain si néeessalre;

6° Préalablement & P'iramersion, I'ébauche, aprés
avolr &6 décapée, est revéiue d'une couche de zine
facilitant Pacerochage du rev@lement protecteur 4
base &alumininm;

[ A

7° Préalablement & Pimmersion, Pébauche, aprés
avoir #4é décapée, est revétue d'une conche détain
facilitant Vacorochage du revétement protecteur &
base d'AL

B. Le produit mdusiriel nouvean que constitue
un objet obteny & partir d'une &hauche par défor-
mage & chaud, essenticllement caractérisé par le
fait que la plus grande partie de sa surfave est munie
dun revitement 4 hase d’aluminium, ce reviiement
présentant une grands dureié et permettant 3 Pobjet
en guestion de micux résister & Pattague des agents
exérieurs (rouille par exemple) tout en ayani un
meilleur aspect dif au polissage qu’il est possible de
lui conférer de manidre durable,

Gasron BEAUTHILDUMONTEL
Par procuration

Alain Casaronecs

Pour s venic des faseienles, s'adresser & PImermismiz Namowmais, 27, rue de la Convention, Paris (15%.
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& component s produced from a strip of rolled (especially hot-rolled) sheet steel, by
coating with aluminum or its alloy and pressing operations. The process involves: (a)
soating the rolled sheet with & metal or an alloy assuring protection of the surface and
the steel; {b} raising the tempsrature of the coated sheet for forming; {¢} produging, at
the surface, an intermetaliic alloy composite asswring protection against corrosion and
decarburation of the sieel, with the intermetallic composite able {0 assure a lubrication
function; {d} forming the costad sheet, notably by pressing; {8) cooling the formad
compaonsnt in order to confer increased hardness of the stes! and increased surface
hardness in the coating. The melal used for coaling the stesl shest is aluminum or an
aluminum alloy, so that the intermetaliic alloy composite is made up of aluminum, iron
and silicon.
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DESCRIPTION FR2787735

Method for producing a workpiece from a strip of sheet steel
Roiled and in particular hot-rolled.

The invention relates to a method for producing a workpiece from a strip of laminated steel sheet,
in particular hot-rolied. The steel sheets (0 be subjected o high temperature forming and / or heat
treatment are not delivered coated for considerations of coating resistance during heat treatment.
The coating is therefore carried out on a finishad part, which requires careful cleaning of the
surfaces and of the hollow parts. This cleaning requires the use of acids and bases whose
recycling and storage are a major financial burden and pose risks for operators and the
gnvircnment. In addition, the heat freatment must be carmied oul under controlled atmosphere in
order to avoid decarburization and oxidation of the steel. Then, in the case of hot forming, the
scale, by virtue of its abrasive power, damages the shaping tools, which reduces the guality of the
dimensionally and aesthetically obtained parts or requires frequent and expensive Tool repairs.

Finally, in order to increase their resistance (o corrosion, the parts thus obtained must be
subjected to an expensive post-treatment, the application of which is difficult, if not impossible,
especially in the case of
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Parts having hollows.

SUMMARY OF THE INVENTION The object of the invention is to propose laminated steel sheets
from 0.2 mm to about 20 mm thick, coated, in particular after hot rolling, and subjected to shaping,
either hot or cold Followed by heat treatment, the temperature increase to be ensured without
decarburization of the steel of the sheet without oxidation of the surface of the sheet before, during
and after the hot forming and

Or heat treatment.

The invention relates to a method for producing a workpiece from a strip of rolled steel sheet, in
particular hot-rolled, which is characterized in that: the laminated sheet is coated with a metai or
Of a metal alloy providing protection of the surface and the steel, the coated sheet is subjected {o
a temperature increase for its shaping, an intermetallic alloy compound is thus produced on the
surface, Protection against corrosion, against the decarburization of steel, the intermetallic
compound being capable of performing a lubricating function, the shaping is carried out, in
particular by stamping, the workpieces is cooled to give high mechanical hardness characieristics
of the Steel and high surface hardness of the coating. The other characteristics of the invention
are: the hot-rolled sheet is coated after hot rolling and pickling; the metal or the metallic coating
alloy is aluminum or a

alurninum ailoy.

- intermetallic alloy is a compound based mainly on aluminum, iron and silicon, - metal or metal
alloy coating and

hot.

The coated sheet is subjecied o a temperature rise of more than 700 ° C. before shaping and / or
heat treatment,

The coated shest is hot stamped.
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The part obtained in particular by pressing is cooled to undergo

Quenching, at a rate greater than the critical quenching rate.

The invention also relates {0 a hot-rolled sheet, in particular a hot-rolled sheet, comprising a
coating of metal or a metal alloy depoesited on the surface, for the hot production of an intermetallic
compound, the intermetailic compound providing a corrosion protection against a barrier against
The decarburization of steel from the sheet metal, the lubrication during the hot forming of the
sheet metal, and the finished workpiece after shaping and cooling of the high mechanical
hardness characteristics of the steel, A high surface hardness of the surface of

Said finished part.

Another characteristic of the invention is: the sheet comprises a surface deposition of aluminum or
of an aluminum alloy. The invention also relates o the use of sheet metal in hot forming, in
particular by stamping parts having high mechanical characteristics in hardness and high
characteristics of

Hardness on the surface ensuring a very good resistance to abrasion.

The description which follows will make the invention well understood.

The process according to the invention consists in coating a steel, in particular hot-rolled, for heat
freatment and or hot forming, with a metal or a metal alloy such as aluminum or an aluminum alloy
composed, for example, of aluminum And silicon. The metal or metal alloy coating is chosen s0 as
to have corrosion protection and {o withstand high temperature. In the case of a heat treaiment, or
an increase in temperature for shaping, the coating forms an alloy layer having a high resistance
{0 corrosion, abrasion, wear and fatigue. The coating does not modify the formability properties of
the steel and thus allows a wide variety of cold and hot shaping. After hot rolling the strip can be
pickied and cold-rolled before being coated. In the case where the sheet is cold-rolled,

it can be annealed before being coated.
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The laminated sheet can be coated with, for example, the following two types of metal alioy:

Alloy N 1: 5i: 9% to 10%; Fe: 2% t0 3.5%; Balance: Al and impurities.

Alloy N 2: Fe: 2% to 4%, Balance: Al and impurities.

For the alioy NO1, the thickness of the coating is between 5 um and 100 um, and preferably
between 10 um and 25 um. For the N 2 alloy, the thickness of the coating is between 15 um and
100 um and preferably between

Pm and 50 um.

For shaping or heat treatment, the sheet is subjected {0 a temperature rise preferably comprised
between 750 ° C. and 1200 ° C. in an oven comprising an atmosphere requiring no further control
due 1o the oxidation barrier formed by the coaling. When the temperature is raised, the aluminum-
based coating is transformed into a layer alioyed on the surface comprising different phases
depending on the temperature treatment and having a high hardness

Which may exceed 600 HY 100 q.

According to the process of the invention, sheets having a thickness of between 0.2 mm and 20
mm can be produced having good

Shaping properties as well as good corrosion resistance.

The coated sheets delivered have a high resistance to corrosion during temperature rise, shaping,

Heat treatments, and when using the finished formed paris.
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in addition {0 corrosion, the presence of the coating during heat treatments or hot forming
processes avoids the decarburization of the base steel. This has an undeniable advantage in the
case of hot forming, for example in a pressing press. In fact, the intermetaliic alloy formed avoids
the formation of the scale, the wear of the tools by the scale, and thus makes it possible 1o
lengthen the average life of said tools. It has been noted that the hot-formed intermetallic alloy has
a high temperature lubricant function. Moreover, the protective effect against the decarburization
of the intermetallic alioy makes it possible {0 use a high-temperaiure furnace exceeding 900 ° C.
with an uncontrolied atmosphere, even for heating times of several hours. At the end of the
furnace, it is no longer necessary to strike the piece oblained, thus saving due {o the removal of
the pickling bath

Of the finished parts.

Due to the characteristics of the costing after raising the temperature, the parts obtained have an
increased resistance {o fatigue, wear, abrasion and corrosion. In addition, the coating is weldable

Before and after raising the temperature.

The steel of the sheet provides, by quenching effect on cooling, the high mechanical
characteristics of the part obiained after shaping, the coating being transformed into a hot
intermetallic alioy ensuring for its part, due o its qualities of lubricant and Resistance to friction, an
improvement in the shaping, in parficular, in the

[1]

10 field of hot stamping.

in one embodiment, a sheet of hot-rolled steel sheet of the following composition by weight is
used: carbon: 8.15% to 0.25%, manganese: 0.8% {o 1.5%, silicon: 1% to 0.35%, chromium: 6.01%
to 0.2%, titanium: less than 0.1%, aluminum: less than 0.1%, phosphorus: less than 0.05%, sulfur
fess OfF 0.03%, boron: 0.0005% to 0.01%, the sheet strip is coated with an N 1 or 2 alloy coating,
the sheet is austenitized at 950 C prior to forming and quenched in the sheet, The coating serving
as a lubricant during shaping, in addition to its functions of protection against cold corrosion, hot
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and against decarburization. When tempering, the alloy coating does not interfere with the
extraction of heat by the tool and may favor it. After forming and guenching, it is no longer
necessary to sirike the piece or {o protect it.

The basic coating provides protection throughout the process.
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CLAIMS FR2787735

CLAIMS.

(2]

Process for producing a workpiece from a strip of laminated steel sheet, in particular hot-rolled,
characterized in that: the laminated sheet is coated with a metal or a metal alioy providing
protection of The surface and the steel the coated sheet is subjected 1o a temperature increase
for its shaping, an intermetallic alloy compound is thus produced on the surface, providing
protection against corrosion, against decarburization Of the steel, the intermetallic compound
being capable of performing a lubricating funciion, the shaping is effected in particular by
stamping, the shaped part is cooled to impart high mechanical hardness characteristics of the
steel and a high surface hardness of coating. 2. Process according to Claim 1, characterized in
that the hot-rolled sheet is coated immediately afier hot rolling, 3. Process according to Claim 1,
characterized in that the metal or the metallic coating alloy is aluminum or an aluminum alloy.

[4]

4. Process according {o Claim 1, characterized in that the alloy
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Intermetailic compound is a compound based on aluminum, iron and silicon.

Process according to Claim 1, characterized in that the coating of

Metal or metal alloy and made with hot dip.

A process according to claim 1, characterized in that the coated shest is subjected to a
temperature increase of more than 700 ° C before the

Shaping and / or heat treatment.

Method according to Claim 1, characterized in that the coated sheet

Is stamped hot.

Process according o claim 1, characterized in that the part oblained, in particular, by stamping, is
cooled {o undergo a guench,

Velocity higher than the critical guenching rate.
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A hot-rolied sheet, in particular a hot-rolled sheet, having a metal or metal alloy coating deposiied
on the surface for hot-drawing an intermetallic compound, the intermetallic compound providing a
corrosion protection barrier against the decarburization of steel Of the sheet metal, lubrication
during the hot forming of the sheei, and on the finished part, after shaping and cooling, the high
mechanical properties of steel hardness aswell as a

Surface hardness of the surface of said finished part.

10.

Hot-rolled sheet according to claim 9, characterized in that it comprises a surface deposition of
aluminum or of an aluminum ailoy.

11.

Use of the sheet according to claim @ or 10 in the arrangement

In particular by stamping parts having high mechanical characteristics in hardness and high
characteristics of

Hardness on the surface ensuring a very good resistance to abrasion.
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—
@ PROCEDE DE REALISATION DPUNE PIECE A PARTIR DPUNE BANDE DE TOLE D’ACIER LAMINEE ET
NOTAMMENT LAMINEE A CHAUD.

\0_) Procede de realisation d'une piece 2 partir d'une ban-
de de t6le d’acier laminge et notarmment iaminée a chaud,
caractérisée en ce que:

- on revét la tole laminée d’un métal ou d'un alliage mé-
talligue assurant ung protection de la surface et de Tacier,

- on soumet la wie ravétue & une Slévation en tempéra-
fure pour sa mise en forme,

- on réalise, de ce fait un composé allis intermétaliique,
en surface, assurant une protection contre la corresion, con-
tre la décarburation de Facier, le composé intermétallique
pouvant assurer une fonction de lubrification,

- on gffectue [a mise en forme notamment par emboutis-
sage,

- on refroidit la piece formée pour conférer des caracté-
ristigues mécaniques de duraté élevées de Pacier et une du-
reté superficielie dlevée du revéterment.
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Procédé de réalisation d'une pidce 3 partir d'une bande de t8le d’acler

jaminde et notammaeant laminée 3 chaud.

L'invention concerns un procédé de réalisation d'une pidce a partir
d’une bande de tdle d'acier laminée et notamment laminge & chaud.

Les t0les en acier devant subir un formage a haute température et ou
un  fraitement thermigue ne sont pas livrées revétues pour des
considérations de tenue du revétement lors du traitement thermigue. Le
revBtement est donc effectuéd sur pidce finie ce qui nécessite un nettoyage
soigné des surfaces et des parties creuses. Ce nettovage requiert
Vutilisation d’acides et ou da bases dont le recyclage et le stockage sont
une charge financigre importante et présentent des risques pour les
opérateurs et pour Venvironnement. De plus, le traitement thermique doit
étre effectud sous atmosphére contrdlée afin d'éviter toute décarburation
et oxydation de ‘acler. Ensuite, dang le cas du formage & chaud, la
calamine, de par son pouveir abrasif, endommage les outils de mise en
forme, ce qui diminue la qualité des piéces obtenues du point de vue
dimensionnel et esthétique, ou oblige 3 de fréquentes et colteuses
réparations d’cutils. Enfin, pour augmenter leur résistance 3 la corrosion,

les pidces ainsi obtenues doivent recevoir un post traitement colteux dont

Vapplication est difficile, voire impossible, en particulier dans le cas de |

pigces comportant des creux.

Le but de linvention est de proposer des tdles d’acier laminées de
0,2 mm & environ 20 mm d'épaisseur, revétues notamment aprés
laminage a chaud, et devant subir une mise en forme, soit 3 chaud, soit a
froid suivie d'un traltement thermique, "élévation de température devant
étre assurée sans décarburation de 'acier de la tdle, sans oxydation de la
surface de ladite Glg, avant, pendant et aprés 1a mise en forme 3 chaud et
ou ig traitement tharmigue,

L'invention a pour objet un procédé de réalisation d’une pidce &
partir d’'une bande de 1dle d'acier laminée et notamment laminée 3 chaud et

qui se caractérise en ce gue:
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- pn revét la tdle lamingée d'un métal ou d’un alliage métallique assurant
une protection de la surface et de Vacier,
- on soumet [a t8le revétue 3 une élévation en température pour sa mise en
forme,
- gn réalise, de ce fait un composé allié imermétaliique, en surface,
assurant ung protection contre la corrosion, contre la décarburation da
Facier, le composé intermétalliqgue pouvant assurer une fonction de
iubrification,
- on effectue la mise en forme notamment par emboutissage,
- on refroidit la pidce formée pour canférer des caractéristiques mécanigues
de dureté élevées de Vacler et une duretd superficielle élevée du
revétement.

l.es autres caractéristiques de invention sont:
- on revét la tdle laminée & chaud aprés laminage a chaud &t décapage,
- le métal ou alliage métallique de revétement est de aluminium ou un
alilage d'sluminium.
- {'alliage  interméitallique est un composé 4 base principalement
d"aluminium, de fer et de silicium,
- e revétement de métal ou d'alliage métalliqua et effectué au trempé 3
chaud.
- la tdle revéiue st soumise 3 une élévation de température supérieure 3
700°C avant Ia mise an forme et ou le traltemant thermique,
- la t8le revétue est emboutie & chaud,
- lg piece obtenue notamment par emboutissage est refroidie pour subir
une trempe, & une vitesse supérieure 3 la vitesse critique de trempe.

Liinvention concerne également une tdle laminde notamment & chaud
comportant un revétement de métal ou d'alliage métaliique déposé en
surface, pour la réalisation 4 chaud d'un composé intermétallique, le
composé intermétailique assurant, une protection contre la corrosion, une
barridre contre la décarburation de acler de la tdle, une lubrification lors
de fa mise en forme 3 chaud de la t0le, et sur la piéce finie, aprés mise en

forme et refroidissement, des caractéristigues mécaniqgues de duretd de
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Facier é&levées ainsi gu'une dureté superficieile élevée de la surface de
ladite piace finie.

Une autre caractéristique de Vinvention est:
- {a tdle comporte un dépdt en surface d’aluminium ou d'un alliage
d’aluminium.

L'invention concerne encore Vutilisation de la tdle dans la mise en
forme & chaud notamment par emboutissage de pieéces de hautes

caractdristigues mécanigques en dureté et de hautes caractéristiques de

“'dureté en surface assurant une trés bonne tenue a V'abrasion.

La description qui suit fera bien comprendre Uinvention.

Le procédé selon l'invention consiste & revétir un acier notamment
laminé 3 chaud, pour traitement thermigus et ou formage a8 chaud, avec un
métal ou un alliage métallique tels gue de Valuminium ou un alliiage
d'aluminium composé par exemple d'aluminium et de silicium, Le
revétement de métal pu d’alliage métallique est choisi de manidre a avolr
une protection contre la corrosion st de maniére & résister & une haute
température. Lors d’un iraitement thermigue, ou d’une élévation de
température pour 13 mise en forme, le revétement forme une couche alliée
présentant une grande résistance 3 1a corrosion, a ["abrasion, & 'usure 8t 3
la fatigue. Le revétement ne rmodifie pas les propriétés de formabilité de
Facier et autorise ainsi une grande variéié de mise en forme 3 froid et 2
chaud.

Aprés laminage & chaud la bande peut étre décapée et laminge 2
froid avant d’&tre revétue. Dans le cas ou iz tdle est laminée 3 froid, cells
o peut &tre recuite avant d’étre revéiue,

On peut revélir iz tdle laminge avec, par exemple, les deux types
d'alliage métallique suivants:

Alliage N®1: Si: 9% 3 10%; Fe: 2% 2 3,5%; Soide: Al et des impuretés.
Alliage N°2: Fa: 2% & 4%: Solde: Al et des impuretés.
Pour Valliage N®1 I'épaisseur du revétemant est compris entre 5 um et 100

ym, et de préférence entre 10 pm et 25 ym. Pour Palliage N®2 Vépaisseur
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du revétement est compris entre 15 ym et 100 ym, et de préférence entre
30 pym et 5O um.

Pour Ia mise en forme ou le traitement thermique, l1a 1dle est soumise
& une &lévation de température comprise de préférence antre 750°C st
1200°C dans un four compaortant une atmosphére ne nécessitant plus de
contréle du fait de la barridre & 'oxydation formée par le revérement. Lors
de Pélévation de iz température, le revétement & base d'aluminium se
transforme en une couche alliée an surface comportant différentes phases
dépendant du traitement en température et présentant une grande dureté
pouvant dépasser 600 HV 100g.

Selon le procédé de linvention, on peut produire des tdles dont
"épaisseur est comprise entre $,2 mm et 20 mm, avant de bonnes
proprigtds de rmise en forme ainsi qu'une bonne résistance a Ia corrosion,

Les toles livrées revétues, présentent une résistance importante 3 la
corrpsion pendant les élévations de température, la mise en forme, les
traitements thermiques, et lors de [‘utilisation des pidces formées finies.

La présence du revétement lors de traitements thermiques ou de
formagas & chaud permet d’'éviter en plus de la corrosion, la décarburation
de V'acier de base. Cela & un avantage indéniable dans le cas d'une mise en
forrme & chaud par exemple dans une presse d'emboutissage. En effet,
I"alliage intermétallique formé évite, la formation de la calamine, Vusurse des
putils par la calamine, et permet de ce fait, un allongement de la vie
movyenne desdits outils. Il a été remarqué que l"alliage intermétallique formé
a chaud, a une fonction de lubrifiant 3 haute température. De plus, effet
de protection contre la décarburation de l'alliage intermétallique permet
"'ugage de four hauts temnpérature dépassant 300°C ayant une atmoasphére
non contrélée, et cela, méme pour des temps de chauffe de plusieurs
heures.

En sortie de four, il nest plus nécessaire de décaper la pidéce
obtenue, d’olb une éconoamle du fait de la suppression du bain de décapage

des pidces finies.
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De par les caractéristiqgues du revétement aprés élévation de
température, les piéces obtenues ont une résistance accrue 3 la fatigue, a
Fusure, & Vabrasion et 3 la corrosion. De plus, le revétement est soudable
avant et apras élévation de température.

L'acier de la thle assure, par effet de trempe au refroidissement, des
caractéristiques mécaniques élevées de la piéce obtenue aprés mise en
forme, le revétement transformé en un alliage intermétallique & chaud
assurant pour 5a part, du fait de ses qualitds de lubrifiant et de résistance
aux frottement, une amélioration de la mise an forme, notamment, das:asﬂ la
domaine de "'emboutissage 3 chaud,

Dans un exemple de réalisation, on utilise une bande de 1dle laminde
a chaud en acler de composition pondérale suivante:
carbone: 0,15% & 0,25%,
manganése: 0,8% a 1,5%,
silicium: 0,1% & 0,35%,
chrome: 8,01% 4 0,2%,
titane: moins de 0,1%,
aluminium: maeins de 0,1%,
phosphore: moins ds §,05%,
soufre: moins de 0,03%,
bore : 3,0005% & 0,01%,
on revél la bande de t8le d’un revétemant de type alliage N°1 ou 2,
on austénitise ia idle & 930°C avant formage et trempe dans Poutll, e
revétament assurant un réle de lubrifiant lors de la mise en forme, en pius
de ses fonctions de protection contre 13 corresion 2 froid, & chaud et
contre la décarburation. Lors de la trempe, le revéiement allié ng géne pas
Vextraction de la chaleur par Voutil et peut la favoriser. Aprés formage st
trempe, i n'est plus nécassaire de décaper la pidce ou de la protéger, le

revétement de base assurant la protection tout au long du procédé.
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REVENDICATIONS.

1. Procédé de réalisation d’une pidce & partir d’une bande de tdle d'acier
laminge et notamment [aminée 3 chaud, caractérisée an ce que:

- on revél la tole laminde d'un métal ou d'un alliage métallique assurant
une protection de la surface et de "acier,

- on soumet a3 t8le revétue & une élévation en tampérature pour 58 mise en

forme,

- on réalise, de ce fait un composé allié intermétaliique, en surface,
assurant une protection contre ia corresion, contre la décarburation de
acier, le composé intermétallique pouvant assurer une fonction de
ubrification,

- on effectue la mise en forme notamment par emboutissage,

- on refroidit 1a piéce formée pour conférer des caractéristiques mécaniques
de dureté ¢glevées de {'acier et une dureté superficielle élevée du

revéiement,

2. Procédé selon la revendication 1 caractérisé en ce gue on revét le téle

laminge 2 chaud immédiatement aprés laminage & chaud,

3. Procédé selon la revendication 1 caraciérisé en ce que le métal ou
Valliage métallique de revéiement est de Valuminium ou un alliage

d atuminium.

4. Proceédé selon la revendication 1 caractérisé en ce que Valliage

intermétaliique est un composé & base d'aluminium, de fer et de silicium.

B. Procédé selon la revendication 1 caractérisé en ce que le revétement de

métal ou d'alliage métallique et effectud au trempé 3 chaud.
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6. Procédé selon la revendication 1 caractérisé en ce gue la t8le revérue

st soumise & une élévation de température supérieure 3 700°C avant la

mise en forme et ou e traitement thermique,

7. Procéde selon ia revendication 1 caractérisé en ce que iz tdle revéiue

gst emboutie & chaud.

8. Procédé selon la revendication 1 caractérisé en ce gue 1a piéce oblenue
notamment’ par emboutissage est refroidie pour subir une trempe, 3 une

vitesse supérieure a la vitessa ¢ritique de trempe.

8. Téle laminée notamment & chaud comporiant un revétement de métal
ou d’alliage métallique déposé en surface, pour la réalisation & chaud d’un
composé  intermétaliique, le composé intermétallique assurant, une
protection contre la corrosion, une barridre contre la décarburation de
I"acier de la tdle, une lubrification lors de la mise en forme 3 chaud de la
tdle, et sur la pidce finle, aprés mise en forme et refroidissement, des
cargetéristigues mécaniques de dureté de ['acier édlevées ainsi gu'une

dureté superficielle dlevée de la surface de ladite pidce finie,

10. Téle laminée 3 chaud selon la revendication 9 caractérisée en ce
qu'elle comporte un dépdt en surface d'aluminium ou d’un alliage

d’aluminium,

11. Utilisation de la t8le selon les revendications 9 ou 10 dans la mise en
forme & chaud notamment par emboutissage de pidces de haules
caractéristiques meécaniques en dureté et de hautes caractéristiques de

duretd en surface assurant une trés bonne tenusg & Fabrasion.
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This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810}, a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.
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CERTIFICATION STATEMENT

Please see 37 CFR 1.97 and 1.98 to make the appropriate selection({s):

That each item of information contained in the information disclosure statement was first cited in any communication
from a foreign patent office in a counterpart foreign application not more than three months prior to the filing of the
information disclosure statement. See 37 CFR 1.97(e)(1).

OR

That no item of information contained in the information disclosure statement was cited in a communication from a
foreign patent office in a counterpart foreign application, and, to the knowledge of the person signing the certification
after making reasonable inquiry, no item of information contained in the information disclosure statement was known to

[ ] any individual designated in 37 CFR 1.56(c) more than three months prior to the filing of the information disclosure
statement. See 37 CFR 1.97(e){(2).

See attached certification statement.
The fee set forth in 37 CFR 1.17 (p) has been submitted herewith.

X A certification statement is not submitted herewith.

SIGNATURE

A signature of the applicant or representative is required in accordance with CFR 1.33, 10.18. Please see CFR 1.4(d) for the
form of the signature.

Signature {Jennifer L. O'Connell/ Date (YYYY-MM-DD) 2019-06-04
Name/Print Jennifer L. O'Connell Registration Number 57392

This collection of information is required by 37 CFR 1.97 and 1.98. The information is required to obtain or retain a benefit by the
public which is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.5.C. 122 and 37 CFR
1.14. This collection is estimated to take 1 hour to complete, including gathering, preparing and submitting the completed
application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S.
Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND
FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria,
VA 22313-1450.
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the
attached form related to a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised
that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited
is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark Office is to
process and/or examine your submission related to a patent application or patent. If you do not furnish the requested
information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act
(5 U.5.C. 552) and the Privacy Act (5 U.5.C. 552a). Records from this system of records may be disclosed to the
Department of Justice to determine whether the Freedom of Information Act requires disclosure of these record s.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a
court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of settlement
negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance from the
Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for
the information in order to perform a contract. Recipients of information shall be required to comply with the
requirements of the Privacy Act of 1874, as amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records
may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant
to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of
National Security review (35 U.5.C. 181) and for review pursuant to the Atomic Energy Act (42 U.5.C. 218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or
his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility to
recommend improvements in records management practices and programs, under authority of 44 U.S.C. 2904 and
2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of records for this
purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make
determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.5.C. 151. Further, a record
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in
an application which became abandoned or in which the proceedings were terminated and which application is
referenced by either a published application, an application open to public inspections or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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Description

[0001] The invention concerns a process for
manufacturing a part from a strip of hot-rolled sheet
steel.

[0002] Steel sheets having to undergo forming at
high temperature or heat treatment are not delivered
coated because of resistance of the coating during
the heat treatment. The coating is therefore
undcrtaken on the finished part, which rcequircs
careful cleaning of surfaces and grooved parts. This
cleaning requires the use of acids or bases, recycling
and storage of which entail a significant financial
expense and present risks for the operators and for
the environment. Furthermore, the heat treatment
must be undertaken in a controlled environment to
avoid any decarburation and oxidation of the steel.
Then, in the case of hot forming, the carbon deposit,
owing to its abrasive power, damages the forming
tools, which reduces the quality of the parts
obtained from a dimensional and aesthetic point of
view, or requires frequent and costly tool repairs.
Lastly, to increase their resistance to corrosion, the
parts thus obtained must undergo costly post-
treatment, application of which is difficult, even
impossible, particularly in the case of parts
comprising grooves.

[0003] The aim of the invention is to propose rolled
steel sheets of a thickness of 0.2 mm to around 20
mm, coated after hot-rolling, and having to undergo
forming, either hot or cold, followed by heat
treatment, with the temperature having to be
increased without decarburation of the sheet steel,
without oxidation of thc surfacc of the said shect,
before, during and after the hot forming or the heat
treatment.

[0004] The invention has the purpose of a process
for manufacturing a part from a strip of hot-rolled
sheet steel and which is characterized in that:

- the rolled sheet 1s coated with a metal or a metal
alloy providing protection of the surface and the
steel,

- the temperature of the coated sheet 1s increased
for its forming,

- this creates an alloyed intermetallic compound,
providing protection against corrosion, and
against decarburation of the steel, it being
possible for said intermetallic compound to
providc a lubricating function,

- the forming is undertaken by stamping,

- the part formed is cooled so as to confer a high
degree of mechanical hardness of the steel and a
high degree of superficial hardness of the
coating.

[0005] The other features of the invention are:

- the hot-rolled sheet is coated after hot-rolling
and pickling,
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- the metal or metal alloy coating is made of
aluminum or aluminum alloy,

- the intermetallic alloy is a compound principally
based on aluminum, iron and silicon,

- the metal or metal alloy coating is hot-dipped,

- the coated sheet is heated to a temperature above
700°C before forming,

- the coated sheet is hot-stamped,

- the stamped part is quench-cooled at a rate above
the critical quench rate.

[0006] The invention also concerns a hot-rolled
sheet comprising a metal or metal alloy coating
deposited on the surface, for the hot manufacture of
an intermetallic compound, the intermetallic
compound providing protection against corrosion, a
barrier against decarburation of the steel sheet,
lubrication upon hot forming of the sheet, and on the
finished part, after forming and cooling, a high
degree of mechanical hardness of the steel and a
high degree of superficial hardness of the surface of
the said finished part.

[0007] Another feature of the invention is:

- the sheet comprises an aluminum or aluminum
alloy surface deposit.

[0008] The invention also concerns the use of the
sheet in the hot forming by stamping parts with a
high degree of mechanical hardness and a high
degree of surface hardness providing very good
resistance to abrasion.

The following description will
undcrstand the invention.

[0009] The process according to the invention
consists of coating a hot-rolled steel sheet, for heat
treatment or hot forming, with a metal or metal alloy
such as aluminum or an aluminum alloy composed
for example of aluminum and silicon. The metal or
metal alloy coating is chosen to provide protection
against corrosion and to withstand a high
tempcraturc. Upon hcat trcatment, or an incrcasc in
temperature for forming, the coating forms an
alloyed layer presenting a high resistance to
corrosion, abrasion, wear and fatigue. The coating
does not change the formability properties of the
steel, and thus allows a great variety of hot and cold
forming.

[0010] After hot-rolling the strip can be pickled
and cold-rollcd before being coated.

[0011] The rolled steel can be coated, for example,
with the following two types of metal alloy:

help better

Alloy no. 1: Si: 9% to 10%; Fe: 2% to 3.5%;
Balance: Al and impurities.

Alloy no. 2: Fe: 2% to 4%; Balance: Al and
impurities.
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For alloy no. 1 the thickness of the coating is
between 5 um and 100 pm, and preferably between
10 pm and 25 pm. For alloy no. 2 the thickness of
the coating is between 15 pm and 100 pm, and
preferably between 30 pm and 50 pm.

[0012] For the forming or heat treatment the sheet
is heated to a high temperature, preferably between
750°C and 1200°C, in a furnace comprising an
atmosphere no longer requiring control owing to the
barricr to oxidation formcd by thc coating. Upon
increasing the temperature, the aluminum-based
coating transformed into an alloyed layer on the
surface comprising various phases depending on the
heat treatment and presenting a high degree of
hardness that can exceed 600 HV 100g.

[0013] According to the process of the invention,
sheets can be produced of a thickness between 0.2
mm and 20 mm, having good forming propertics
and good resistance to corrosion.

[0014] The sheets delivered coated present a high
resistance to corrosion during temperature
increases, forming, heat treatments, and upon use of
the finished formed parts.

[0015] The presence of the coating during heat
treatments or hot forming makes it possible to
avoid, in addition to corrosion, decarburation of the
base stecl. This has an undeniable advantage in the
case of hot forming in a stamping press. Indeed, the
intermetallic alloy formed avoids the formation of
carbon deposit and therefore the wear of tools by the
carbon deposit, and due to this lengthens the
average life of the said tools. It has been noted that
the hot formed intermetallic alloy provides a
lubricating  function at high tcmpcraturc.
Furthermore, the protective effect against
decarburation of the intermetallic alloy enables the
use of the furnace at a high temperature exceeding
900°C and having an uncontrolled atmosphere, even
for heating times of several hours.

[0016] On leaving the furnace, it is no longer
necessary to pickle the part obtained, hence a saving
owing to the removal of the pickling bath for the
finished parts.

[0017] Owing to the characteristics of the coating
after increasing the temperature, the parts obtained
have increased resistance to fatigue, wear, abrasion
and corrosion. Furthermore, the coating can be
welded before and after raising the temperature.
[0018] The sheet steel, through the effect of the
quench  cooling, providcs high mcchanical
characteristics of the part obtained after forming, the
coating transformed into an intermetallic alloy when
hot providing, owing to its qualities of lubricant and
resistance to friction, an improvement of the
forming in the area of the hot stamping.

[0019] In one embodiment, a hot-rolled sheet steel
strip is used of the following weight composition:
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carbon: 0.15% to 0.25%,
mangancsc: 0.8% to 1.5%,
silicon: 0.1% to 0.35%,
chromium: 0.01% to 0.2%
titanium: less than 0.1%,
aluminum: less than 0.1%,
phosphorus: less than 0.05%,
sulfur: less than 0.03%,
boron: 0.0005% to 0.01%,

>

the sheet strip is coated with a coating of alloy no. 1
or no. 2,

the sheet is austenitized at 950°C before forming
and quenching in the tool, with the coating
providing a role of lubricant upon forming, in
addition to its functions of protection against cold
and hot corrosion and against decarburation. Upon
quenching, the alloy coating does not hinder the
extraction of the heat by the tool and can favor it.
After forming and quenching, it is no longer
necessary to pickle the part or to protect it, as the
base coating provides protection throughout the
process.

Claims

1. Process of producing a part from a strip of hot-
rolled steel sheet, characterized in that:

- the rolled sheet is coated with an aluminum
alloy containing 9 to 10% silicon and 2 to
3.5% 1iron, the balance consisting of
aluminum and impuritics, as a laycr having a
thickness between 5 and 100 pm, or with an
aluminum alloy containing 2 to 4% iron, the
balance consisting of aluminum and
impurities, as a layer having a thickness
between 15 and 100 pum, the coating with the
aluminum alloy being carried out by hot-dip
coating, immediately after hot-rolling and
pickling;

- the coated sheet 1s heated to a temperature
above 700°C before the forming operation
until consequently producing an alloyed
intermetallic compound based on aluminum,
iron and silicon on the surface, protecting the
steel from corrosion and from decarburation,
it being possible for said intermetallic
compound to providc a lubricating function;
- the part 1s hot-stamped; and

- the formed part is quench-cooled at a rate
above the critical quench rate.

2. Hot-rolled steel sheet having a coating
consisting of an alloyed intermetallic compound,
based on aluminum, iron and silicon, on the
surfacc,
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said coating being obtained by the heat
treatment of said sheet precoated with an
aluminum alloy containing 9 to 10% silicon and
2 to 3.5% iron, the balance consisting of
aluminum and impurities, as a layer having a
thickness between 5 and 100 um, or with an
aluminum alloy containing 2 to 4% iron, the
balance consisting of aluminum and impurities,
as a layer having a thickness between 15 and
100 pm, said coating thickncss between 15 and
100 pm, said coating being deposited by hot-dip
coating, immediately after the hot-rolling and
pickling, and said heat treatment being carried
out at a temperature above 700°C.

Part obtained by hot-stamping the shect
according to Claim 2, followed by a quench at a
rate above the critical quench rate.

Claims

1. Process of producing a part from a strip of hot-

rolled steel sheet, characterized in that:

- the rolled sheet is coated with an aluminum
alloy containing 9 to 10% silicon and 2 to
3.5% 1ron, the balance consisting of
aluminum and impurities, as a layer having a
thickness between 5 and 100 pm, or with an
aluminum alloy containing 2 to 4% iron, the
balance consisting of aluminum and
impurities, as a layer having a thickness
between 15 and 100 pm, the coating with the
aluminum alloy becing carricd out by hot-dip
coating, immediately after hot-rolling and
pickling;

- the coated sheet is heated to a temperature
above 700°C before the forming operation
until consequently producing an alloyed
intermetallic compound based on aluminum,
iron and silicon on the surface, protecting the
stecl from corrosion and from decarburation,
it being possible for said intermetallic
compound to provide a lubricating function;
- the part is hot-stamped; and

- the formed part is quench-cooled at a rate
above the critical quench rate.

steel sheet having a coating
consisting of an alloycd intcrmctallic compound,
based on aluminum, iron and silicon, on the
surface, said coating being obtained by the heat
treatment of said sheet precoated with an
aluminum alloy containing 9 to 10% silicon and
2 to 3.5% iron, the balance consisting of
aluminum and impurities, as a layer having a
thickness between 5 and 100 pm, or with an
aluminum alloy containing 2 to 4% iron, thc
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. Part obtained by hot-stamping the

6

balance consisting of aluminum and impurities,
as a laycr having a thickncss between 15 and 100
um, said coating thickness between 15 and 100
pum, said coating being deposited by hot-dip
coating, immediately after the hot-rolling and
pickling, and said heat treatment being carried
out at a temperature above 700°C.

sheet
according to Claim 2, followed by a quench at a
rate above the critical quench rate.

Claims

1. Process of producing a part from a strip of hot-

rolled steel sheet. characterized in that:

- the rolled sheet is coated with an aluminum
alloy containing 9 to 10% silicon and 2 to
3.5% 1iron, the balance consisting of
aluminum and impurities, as a layer having a
thickness between 5 and 100 pm, or with an
aluminum alloy containing 2 to 4% iron, the
balance consisting of aluminum and
impurities, as a layer having a thickness
between 15 and 100 um, the coating with the
aluminum alloy being carried out by hot-dip
coating, immediately after hot-rolling and
pickling;

- the coated sheet is heated to a temperature
above 700°C before the forming operation
until consequently producing an alloyed
intermetallic compound based on aluminum,
iron and silicon on thc surfacc, protccting the
steel from corrosion and from decarburation,
it being possible for said intermetallic
compound to provide a lubricating function;
- the part is hot-stamped; and

- the formed part is quench-cooled at a rate
above the critical quench rate.

Hot-rolled steel sheet having a coating
consisting of an alloyed intermetallic
compound, based on aluminum, iron and

silicon, on the surface, said coating being
obtained by the heat treatment of said sheet
precoated with an aluminum alloy containing 9
to 10% silicon and 2 to 3.5% iron, the balance
consisting of aluminum and impurities, as a
laycr having a thickness between 5 and 100 um,
or with an aluminum alloy containing 2 to 4%
iron, the balance consisting of aluminum and
impurities, as a layer having a thickness
between 15 and 100 um, said coating thickness
between 15 and 100 um, said coating being
deposited by hot-dip coating, immediately after
the hot-rolling and pickling, and said heat

POSCO Exthrseloovptadog 2016

Filed with Petition for IPR of U.S. Patent NoPagro&36851430



7 EP 1013 785 B1 8

treatment being carried out at a temperature
above 700°C.

Part obtained by hot-stamping the sheet

according to Claim 2, followed by a quench at a 5

rate above the critical quench rate.
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Description

[0001] L’invention concerne un procédé de réalisation
d’une piéce a partir d’'une bande de tdle d’acier laminée
a chaud.

[0002] Les tbles en acier devant subir un formage a
haute température et ou un traitement thermique ne sont
pas livrées revétues pour des considérations de tenue
du revétement lors du traitement thermique. Le revéte-
ment est donc effectué sur piéce finie ce qui nécessite
un nettoyage soigné des surfaces et des parties creuses.
Ce nettoyage requiert I'utilisation d’acides et ou de bases
dont le recyclage et le stockage sont une charge finan-
ciére importante et présentent des risques pour les opé-
rateurs et pour I'environnement. De plus, le traitement
thermique doit étre effectué sous atmosphere contrélée
afin d’éviter toute décarburation et oxydation de I'acier.
Ensuite, dans le cas du formage a chaud, la calamine,
de par son pouvoir abrasif, endommage les outils de mise
en forme, ce qui diminue la qualité des pieces obtenues
du point de vue dimensionnel et esthétique, ou oblige a
de fréquentes et colteuses réparations d’outils. Enfin,
pour augmenter leur résistance a la corrosion, les piéces
ainsi obtenues doivent recevoir un post traitement co0-
teux dont l'application est difficile, voire impossible, en
particulier dans le cas de piéces comportant des creux.
[0003] Le butde l'invention est de proposer des tbles
d’acierlaminées de 0,2 mm aenviron 20 mm d’'épaisseur,
revétues aprés laminage a chaud, et devant subir une
mise en forme, soit a chaud, soit a froid suivie d'un trai-
tementthermique, I'élévation de température devant étre
assurée sans décarburation de l'acier de la tble, sans
oxydation de la surface de ladite t6le, avant, pendant et
apres la mise en forme a chaud et ou le traitement ther-
mique.

[0004] L’invention a pour objet un procédé de réalisa-
tion d’'une piéce a partir d'une bande de tole d’acier la-
minée a chaud et qui se caractérise en ce que:

- on revét la téle laminée d’'un métal ou d’'un alliage
métallique assurant une protection de la surface et
de I'acier,

- onsoumetla tble revétue a une élévation en tempé-
rature pour sa mise en forme,

- on réalise, de ce fait un composé allié intermétalli-
que, en surface, assurant une protection contre la
corrosion, contre la décarburation de I'acier, le com-
posé intermétallique pouvant assurer une fonction
de lubrification,

- on effectue la mise en forme par emboutissage,

- onrefroidit la piéce formée pour conférer des carac-
téristiques mécaniques de dureté élevées de I'acier
et une dureté superficielle élevée du revétement.

[0005] Les autres caractéristiques de I'invention sont:

- onrevét la tole laminée a chaud aprés laminage a
chaud et décapage,
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- le métal ou l'alliage métallique de revétement est de
'aluminium ou un alliage d'aluminium.

- lalliage intermétallique est un composé a base prin-
cipalement d’aluminium, de fer et de silicium,

- le revétement de métal ou d’'alliage métallique et ef-
fectué au trempé a chaud.

- lat6le revétue est soumise a une élévation de tem-
pérature supérieure a 700°C avant la mise en forme,

- latéle revétue est emboutie a chaud.

- lapiece obtenue par emboutissage est refroidie pour
subir une trempe, a une vitesse supérieure a la vi-
tesse critique de trempe.

[0006] L’invention concerne également une tble lami-
née a chaud comportant un revétement de métal ou d’al-
liage métallique déposé en surface, pour la réalisation a
chaud d’'un composé intermétallique, le composé inter-
métallique assurant, une protection contre la corrosion,
une barriére contre la décarburation de I'acier de la tdle,
une lubrification lors de la mise en forme a chaud de la
tole, et sur la piéce finie, aprés mise en forme et refroi-
dissement, des caractéristiques mécaniques de dureté
de I'acier élevées ainsiqu’une dureté superficielle élevée
de la surface de ladite piéce finie.

[0007] Une autre caractéristique de l'invention est:

- latdle comporte un dépbt en surface d’aluminiumou
d’'un alliage d’aluminium.

[0008] L’invention concerne encore l'utilisation de la
tole dans la mise en forme a chaud par emboutissage
de pieces de hautes caractéristiques mécaniques en du-
reté et de hautes caractéristiques de dureté en surface
assurant une trés bonne tenue a I'abrasion.

La description qui suit fera bien comprendre 'invention.
[0009] Le procédé selon I'invention consiste a revétir
un acier laminé a chaud, pour traitement thermique et ou
formage a chaud, avec un métal ou un alliage métallique
tels que de l'aluminium ou un alliage d’aluminium com-
posé par exemple d’aluminium et de silicium. Le revéte-
ment de métal ou d’alliage métallique est choisi de ma-
niere a avoir une protection contre la corrosion et de ma-
niere a résister a une haute température. Lors d’un trai-
tement thermique, ou d’'une élévation de température
pour la mise en forme, le revétement forme une couche
alliée présentant une grande résistance a la corrosion,
a l'abrasion, a l'usure et a la fatigue. Le revétement ne
modifie pas les propriétés de formabilité de I'acier et auto-
rise ainsi une grande variété de mise en forme a froid et
a chaud.

[0010] Apréslaminage a chaud la bande peut étre dé-
capée et laminée a froid avant d’étre revétue.

[0011] On peut revétir la tdle laminée avec, par exem-
ple, les deux types d’alliage métallique suivants:

Alliage N°1: Si: 9% a 10%; Fe: 2% a 3,5%; Solde:
Al et des impuretés.
Alliage N°2:Fe: 2% a 4%:; Solde: Aletdesimpuretés.
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Pour 'alliage N°1 I'épaisseur du revétement est compris
entre 5 p.m et 100 p.m, et de préférence entre 10 nm et
25 pm. Pour I'alliage N°2 I'épaisseur du revétement est
compris entre 15 pm et 100 .m, et de préférence entre
30 pmet 50 pm.

[0012] Pour la mise en forme ou le traitement thermi-
que, la tble est soumise a une élévation de température
comprise de préférence entre 750°C et 1200°C dans un
four comportant une atmosphére ne nécessitant plus de
contrble du fait de la barriére a 'oxydation formée par le
revétement. Lors de I'élévation de la température, le re-
vétement a base d’aluminium se transforme en une cou-
che alliée en surface comportant différentes phases dé-
pendant du traitement en température et présentantune
grande dureté pouvant dépasser 600 HV 100g.

[0013] Selon le procédé de I'invention, on peut produi-
re des toles dont I'épaisseur est comprise entre 0,2 mm
et 20 mm, ayant de bonnes propriétés de mise en forme
ainsi qu’une bonne résistance a la corrosion.

[0014] Les toles livrées revétues, présentent une ré-
sistance importante a la corrosion pendant les élévations
de température, la mise en forme, les traitements ther-
miques, et lors de l'utilisation des pieces formées finies.
[0015] La présence durevétement lors de traitements
thermiques ou de formages a chaud permet d’éviter en
plus de la corrosion, la décarburation de I'acier de base.
Cela a un avantage indéniable dans le cas d’'une mise
en forme & chaud dans une presse d’emboutissage. En
effet, 'alliage intermétallique formé évite, la formation de
la calamine, 'usure des outils par la calamine, et permet
de ce fait, un allongement de la vie moyenne desdits
outils. Il a été remarqué que lalliage intermétallique for-
mé a chaud, a une fonction de lubrifiant a haute tempé-
rature. De plus, I'effet de protection contre la décarbura-
tion de lalliage intermétallique permet 'usage de four
haute température dépassant 900°C ayant une atmos-
phére non contrélée, et cela, méme pour des temps de
chauffe de plusieurs heures.

[0016] En sortie de four, il nest plus nécessaire de
décaper la piéce obtenue, d’ou une économie du fait de
la suppression du bain de décapage des piéces finies.
[0017] De par les caractéristiques du revétement
apres élévation de température, les piéces obtenues ont
une résistance accrue a la fatigue, a 'usure, a l'abrasion
et a la corrosion. De plus, le revétement est soudable
avant et aprés élévation de température.

[0018] L’acierde latdle assure, par effet de trempe au
refroidissement, des caractéristiques mécaniques éle-
vées de la piéce obtenue aprés mise en forme, le revé-
tement transformé en un alliage intermétallique a chaud
assurant pour sa part, du fait de ses qualités de lubrifiant
et de résistance aux frottement, une amélioration de la
mise en forme, dans le domaine de 'emboutissage a
chaud.

[0019] Dans un exemple de réalisation, on utilise une
bande de t6le laminée a chaud en acier de composition
pondérale suivante:
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carbone: 0,15% a 0,25%,
manganése: 0,8% a 1,5%,
silicium: 0,1% a 0,35%,
chrome: 0,01% a 0,2%,
titane: moins de 0, 1 %,
aluminium: moins de 0,1 %,
phosphore: moins de 0,05%,
soufre: moins de 0,03%,
bore : 0,0005% a 0,01 %,

onrevét la bande de tble d’'un revétement de type alliage
N°1 ou 2,

on austénitise la tdle a 950°C avant formage et trempe
dans l'outil, le revétement assurant un rdle de lubrifiant
lors de la mise en forme, en plus de ses fonctions de
protection contre la corrosion a froid, a chaud et contre
la décarburation. Lors de la trempe, le revétement allié
ne gene pas 'extraction de la chaleur par I'outil et peut
la favoriser. Apres formage et trempe, il n'est plus né-
cessaire de décaper la piece ou de la protéger, le revé-
tement de base assurant la protection tout au long du
procédé.

Revendications

1. Procédé de réalisation d’'une piéce a partir d’'une
bande de tble d’acier laminée et laminée a chaud,
caractérisée en ce que :

- on revét la téle laminée d'un alliage d’alumi-
nium comprenant de 9 a 10% de silicium et de
2 a 3,5% de fer, le solde étant constitué d’alu-
minium et d'impuretés, en une couche d’épais-
seur comprise entre 5 et 100p.m, ou d'un alliage
a aluminium comprenant de 2 a 4% de fer, le
solde étant constitué d’aluminium et d'impure-
tés, en une couche d’épaisseur comprise entre
15 et 100 pm, le revétement d’alliage d’alumi-
nium étant effectué au trempé a chaud, immé-
diatement aprés laminage a chaud, et décapa-
ge,

- on soumet la téle revétue a une élévation en
température supérieure a 700°C avant la mise
en forme jusqu’aréaliser, de ce fait un composé
allié intermétallique a base d’aluminium, de fer
et de silicium, en surface, assurant une protec-
tion contre la corrosion, contre la décarburation
de l'acier, le composé intermétallique pouvant
assurer une fonction de lubrification,

- on emboultit la piéce a chaud,

- on refroidit la piéce formée par trempe, a une
vitesse supérieure a la vitesse critique de trem-

pe.

2. Tole d’acier laminée a chaud comportant un revéte-
ment constitué d’'un composé allié intermétallique a
base d’aluminium, de fer et de silicium, en surface,
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ledit revétement étant obtenu par traitement thermi-
que de ladite tble préalablement revétue d’'un alliage
d’aluminium comprenant de 9 a 10% de silicium et
de 2 2 3,5% de fer, le solde étant constitué d’alumi-
nium et d’impuretés, en une couche d'épaisseur
comprise entre 5 et 100p.m, ou d’un alliage a alumi-
nium comprenant de 2 a 4% de fer, le solde étant
constitué d’aluminium et d'impuretés, en une couche
d’épaisseur comprise entre 15 et 100 p.m, ledit re-
vétement étant déposé ou trempé a chaud, immé-
diatement aprés laminage a chaud, et décapage et
ledit traitement thermique étant effectué a une tem-
pérature supérieure a 700°C.

Piéce obtenue par emboutissage a chaud de la tle
selon la revendication 2, suivi d'une trempe, a une
vitesse supérieure a la vitesse critique de trempe.

Claims

Process of producing a part from a strip of a hot-
rolled steel sheet, characterized in that:

- the rolled sheet is coated with an aluminium
alloy containing 9 to 10% silicon and 2 to 3.5%
iron, the balance consisting of aluminium and
impurities, as a layer having a thickness be-
tween 5 and 100 wm, or with an aluminium alloy
containing 2 to 4% iron, the balance consisting
of aluminium and impurities, as a layer having
a thickness between 15 and 100 pm, the coating
with the aluminium alloy being carried out by hot-
dip coating, immediately after hot rolling and
pickling;

- the coated sheet is heated to a temperature
above 700°C before the forming operation until
consequently producing an alloyed intermetallic
compound based on aluminium, iron and silicon
on the surface, protecting the steel from corro-
sion and from decarburation, it being possible
for said intermetallic compound to provide a lu-
bricating function;

- the part is hot-stamped; and

- the formed part is quench-cooled at a rate
above the critical quench rate.

Hot-rolled steel sheet having a coating consisting of
an alloyed intermetallic compound, based on alumin-
ium, iron and silicon, on the surface, said coating
being obtained by the heat treatment of said sheet
precoated with an aluminium alloy containing 9 to
10% silicon and 2 to 3.5% iron, the balance consist-
ing of aluminium and impurities, as a layer having a
thickness between 5 and 100 p.m, or with an alumin-
ium alloy containing 2 to 4% iron, the balance con-
sisting of aluminium and impurities, as a layer having
a thickness between 15 and 100 pnm, said coating
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being deposited by hot-dip coating, immediately af-
ter the hot rolling and pickling, and said heat treat-
ment being carried out at a temperature above
700°C.

Part obtained by hot-stamping the sheet according
to Claim 2, followed by a quench at a rate above the
critical quench rate.

Patentanspriiche

Verfahren zum Herstellen eines Formteils ausge-
hend von einem warmgewalzten Stahlblechband,
dadurch gekennzeichnet, dass:

- man das gewalzte Blech mit einer Aluminium-
legierung, die 9 bis 10 % Silicium und 2 bis 3,5
% Eisen enthalt, wobeider Rest aus Aluminium
und Verunreinigungen besteht, in einer Schicht
mit einer Starke zwischen 5 und 100 p.m be-
schichtet oder mit einer Aluminiumlegierung, die
2 bis 4 % Eisen enthalt, wobei der Rest aus Alu-
minium und Verunreinigungen besteht, in einer
Schicht mit einer Starke zwischen 15 und 100
prm, wobei die Beschichtung mit einer Alumini-
umlegierung durch Warmharten unmittelbar
nach dem Warmwalzen und Beizen erfolgt,

- man das beschichtete Blech einer Tempera-
turerhdhung Gber 700 °C vor dem Formen un-
terwirft, bis man dadurch eine intermetallische
legierte Verbindung auf der Basis von Alumini-
um, Eisen und Silicium auf der Oberflache her-
stellt, die einen Schutz vor Korrosion, Entkohlen
des Stahls sicherstellt, wobei die intermetalli-
sche Verbindung eine Schmierfunktion sicher-
stellen kann,

- man das Formteil warm stanzt,

- man das durch Harten gebildete Formteil mit
einer Geschwindigkeit Qber der kritischen Hart-
geschwindigkeit abkihlt.

Warmgewalztes Stahlblech, das eine Beschichtung
aufweist, die aus einer legierten intermetallischen
Verbindung auf der Basis von Aluminium, Eisen und
Silicium auf der Oberflache besteht, wobei die Be-
schichtung durch eine Warmebehandlung des
Blechs erzielt wird, das zuvor mit einer Aluminium-
legierung beschichtet wurde, die 9 bis 10 % Silicium
und 2 bis 3,5 % Eisen enthalt, wobei der Rest aus
Aluminium und Verunreinigungen besteht, in einer
Schicht mit einer Starke zwischen 5 und 100 pm,
oder mit einer Aluminiumlegierung, die 2 bis 4 %
Eisen enthalt, wobei der Rest aus Aluminium und
Verunreinigungen besteht, in einer Schicht mit einer
Starke zwischen 15 und 100 pm, wobei die Be-
schichtung durch Warmharten unmittelbar nach dem
Warmwalzen und Beizen erfolgt, und die Warmebe-

POSCO ExHipielodvitad 6042016
Filed with Petition for IPR of U.S. Patent NoPegro&36881430



7 EP 1 013 785 B1 8

handlung bei einer Temperatur Gber 700 °C erfolgt.

Formteil, das durch Warmstanzen des Blechs nach
Anspruch 2 erzielt wird, gefolgt von einem Héarten
bei einer Geschwindigkeit, die grdBer ist als die kri-
tische Hartgeschwindigkeit.
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Hot-Forming Method and in Particular Obtaining All or Part of an Automotive
Vehicle Wheel

The present invention relates to obtaining a part by a hot-forming method and in
particular obtaining all or part of an automotive vehicle wheel.

Currently, wheel disks are obtained by cold stamping of a sheet-metal blank or
by flow-turning.

In the case of obtaining a wheel disk by stamping of a sheet-metal blank, it is
necessary to perform several shaping operations, for which several stamping tools must
be made. The number of stamping tools is of order 7, 8 or 9.

The following are the main disadvantages of the indicated present technique:

- Any change of shape requires machining or fabricating 7 to 9 different pairs of
tools.

- Any manufacturing change leads to disassembling then assembling and
adjusting 7 to 9 tools together with the adjustment of the associated presses.

- All these tools must be stored.

- Because of the fabrication cost of the tools, small runs cannot be made
economically.

- It is not possible to make thick parts.

In the case of getting, for example, a wheel disk by flow-turning, productivity is
reduced compared to stamping, which limits the manufacturing in large runs.

In the two cases indicated:

- Using stamping or lubricating oil is essential and requires degreasing before
painting.

- These oils and the effluents must be stored and treated.

From the perspective of the properties sought:

- The increase of the mechanical properties leads to reduction of the formability,
which limits the shape of the wheel disks and generates an increased elastic
return, penalizing the dimensional guarantees.

- Increasing the mechanical properties requires the use of more and more
powerful presses.

- The temporary protection against corrosion, before painting for example a
stamped wheel disk, requires oiling the part and then degreasing it. It is also
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necessary to remove the stamping oil before painting, which comes with a cost

and an ecological risk.

The goal of the invention is the execution of a part by hot stamping, in one single

pass, adhering to the dimensional guarantees, while also having the possibility of getting

complex shapes.

The object of the invention is obtaining a part by a hot-forming method and in

particular obtaining all or part of an automotive vehicle wheel, for example a wheel disk,

characterized in that in a hot-stamping operation a precoated steel sheet hot-rolled for

thermal treatment is used.

The other characteristics of the invention are:

The steel sheet is a precoated hot or cold-rolled steel sheet with the following

general composition by weight:

0.15% < carbon < 0.5%
0.5% < manganese < 3%
0.1% < silicon < 0.5%

0% < chrome < 1%
Titanium < 0.2%
Aluminum < 0.1%
Phosphorus < 0.1%
Sulfur < 0.05%

0.0005% < boron < 0.08%

The other characteristics of the invention are:

The coating is aluminum-based,

Preferably, the steel sheet is a precoated hot or cold-rolled steel sheet with the

following composition by weight:

0.15% < carbon < 0.5%
0.8% < manganese < 1.5%
0.1% < silicon < 0.35%

0% < chrome < 1%
Titanium < 0.1%

Aluminum < 0.1%
Phosphorus < 0.05%
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Sulfur < 0.03%
0.0005% < boron < 0.01%

- In the composition by weight of the sheet, the titanium concentration relative to
the nitrogen concentration is greater than 3.42;

- The base composition by weight of the metal bath for coating comprises from 9%
to 10% silicon, 2% to 3.5% iron, and the remainder of the bath is composed of
aluminum and impurities;

- The base composition by weight of the metal bath for coating comprises from 2%
to 4% iron;

- The base composition by weight of the metal bath for coating comprises from 0
to 50% zinc.

The following description will make the invention well understood.

The problem to be solved is to make a part by a hot-forming method and in
particular getting all or part of an automotive vehicle wheel like for example a light
vehicle or truck wheel disk or a wheel disk and a part of the wheel rim, in a single pass,
meeting the dimensional guarantees, while also implementing complex shapes.

From French patent application 98/08793, a coated hot or cold steel sheet and
comprising a very high strength after thermal treatment is known. From the French
patent application 98/016477, a method for execution of a part from a strip of rolled steel
sheet, and in particular hot-rolled, is known.

According to the invention, a particularly significant use of the sheet and of the
method presented was demonstrated by getting a part by a hot-shaping method and, in
particular, getting all or part of an automotive vehicle wheel, in a single hot-stamping
pass, whereas the techniques used to date call for many complex tools and also many
shaping operations.

Contrary to known industrial habits, the inventors obtained a wheel disk, in a
single pass, by hot stamping a precoated hot-rolled steel sheet, which previously was
done in 7 or 8 stamping operations, with the plane of the precut sheet having the
following general composition by weight:

0.15% < carbon < 0.5%
0.5% < manganese < 3%
0.1% < silicon < 0.5%
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0.01% < chrome < 1%
Titanium < 0.2%
Aluminum < 0.1%
Phosphorus < 0.1%
Sulfur < 0.05%

0.0005% < boron < 0.08%

A notable improvement in fatigue resistance without posing welding problems
and having increased corrosion resistance after painting can be obtained by using a
precoated steel for thermal treatment.

Further, the method and the steel used allow a notable weight reduction and an
increase of the fatigue life. Finally, the resulting wheel disk can be welded and then
painted without changes to existing lines.

Preferably the steel for the sheet has the following composition by weight:

0.15% < carbon < 0.5%
0.8% < manganese < 1.5%
0.1% < silicon < 0.35%
0.01% < chrome < 1%
Titanium < 0.1%

Aluminum < 0.1%
Phosphorus < 0.05%
Sulfur < 0.03%

0.0005% < boron < 0.01%

The sheet provides a very high mechanical strength after thermal treatment and the
aluminum-based coating provides a high corrosion and fatigue resistance.

In order to get the part, in a single pass, by hot stamping of the coated hot-rolled
sheet, it is preferable that the ratio of the titanium concentration to the nitrogen
concentration be greater than 3.42.

The base composition by weight of the aluminum-based coating of the coated
hot-rolled sheet comprises from 9% to 10% silicon and from 2% to 3.5% iron.

The base composition by weight of the coating of the coated hot-rolled sheet can
also comprise from 2% to 4% iron. The base composition by weight of the metal bath
comprises from 0 to 50% zinc.
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In an implementation example, the steel according to the invention containing
0.231% carbon; 1.145% manganese; 0.020% phosphorus; 0.0038% sulfur; 0.239%
silicon; 0.043% aluminum; 0.009% copper; 0.020% nickel; 0.179% chrome; 0.0042%
nitrogen; 0.032% titanium; 0.0028% boron; and 0.0051% calcium, in sheet form, is
coated with an aluminum-based layer about 25 um thick before thermal treatment.

The sheet-metal blank is heated in a furnace at a temperature included between
750°C and 1000°C and more generally at a temperature included between 850°C and
950°C for a time that varies depending on the thickness. For a thickness of 2 mm, the
sheet-metal blank stays in the furnace for six minutes. The rate of temperature increase
is greater than 3°C/s. Because of the coating, it is not necessary to use an inert
atmosphere furnace.

During reheating of the sheet-metal blank, the coating alloys with the substrate to
form an intermetallic alloy. By interdiffusion, the alloying leads to an increase of the
thickness of the layer which, for the treatment specified above, corresponds to a 50%
increase.

The hot-sheet-metal blank is next transferred to the cooling tool or not,
depending on the production rate, thickness of the sheet and the targeted cooling
speed, in order to be shaped. There must not be blank clamping pressure in order to
avoid tearing of the sheet due to the low high temperature strength thereof. The
deformation speed must be sufficient for avoiding deforming the steel at a temperature
below 400°C.

The resulting wheel disk is kept in the tool until reaching a temperature below
200°C and preferably below 100°C in order to meet the dimension guarantees. If the
targeted structure for the substrate is a martensitic structure, the average cooling speed
from the temperature on leaving the furnace to 400°C must be over 27°C/s. If the
average cooling speed is below this value, bainite, ferrite or even pearlite can appear. It
is therefore possible to get various structures and therefore various properties
depending on the targeted cooling speed. Just the same, the best fatigue results are
obtained with a totally martensitic steel structure.

Because of the hot forming, there is no damage to the metallurgical structure.
This has a beneficial effect on the fatigue resistance because of the elimination of
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internal defects that could serve to initiate fatigue cracks. It is not necessary to add
stamping lubricant because the precoating acts as a lubricant.

The resulting part can directly go through the painting cycle. If this is not the
case, it is not necessary to apply a temporary corrosion protection because the alloyed
layer slows the appearance of corrosion. During the thermal cycle, the coating, alloyed
or not, protects the steel from oxidation and decarburization.

The alloy layer made on the part has a hardness gradient. Starting from the
extreme layer and moving towards the sheet, the hardness varies from 750HV0.1 to
300HVO0.1 at the coating layer-sheet interface, and then increases up to about 500HV0.1
in the sheet, when the structure of the steel is entirely martensitic. It is the layer at
300HVO0.1 which, by stopping cracks, gives the part an increased fatigue resistance.

If the steel from the proposed solution is used but not precoated, a significant
breakdown of the average fatigue limit is noted, as seen in Table 1 below, principally
related to the decarburization of the steel. The proposed solution avoids this
phenomenon, because of the presence of the precoating. The alternating reversed-
bending fatigue tests show a notable improvement.

Table 1.
Steel Rp0.2 Rm Number of Average Fatigue
(MPa) (MPa) validation Limit (MPa)
Through | Through | cycles for the
limitation of
the fatigue
limit (millions
of cycles)
USIDUR 355 432 514 1.106 279
comparison example
USIFORM 800 766 872 2.106 388
comparison example
Result according to the 980 1490 2.106 249
invention, no
precoating
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Result according to the 980 1480 2.106 439

invention

Compared to the USIDUR 355 sheet, commonly used industrially for
implementing wheel disks, the improvement is 40% in life or reduced weight. Compared
to the grade indicated, used for wheel disks, the fatigue limit has an improvement of
over 12%.

The following are the advantages of obtaining a part by a hot-forming method
and in particular obtaining all or part of an automotive vehicle wheel:

- A wheel disk implementation in a single forming pass;

- Because of the significant hot formability, a single tool is needed; it is therefore
possible to make parts with complex shapes, in series, economically such as
styled wheels;

- A very good dimensional guarantee because there is no elastic return as in the
case of cold stamping or flow-turning;

- The high mechanical properties after tempering in the stamping tool allow
significant weight reduction;

- The precoating provides an enhanced guarantee against corrosion and wear;

- An increased formability during heating of the sheet-metal blank allows hot
forming of thicknesses that usually could only be formed by flow-turning;

- The deformation can take place during the hot austenitic phase, without damage,
which guarantees a better fatigue resistance by elimination of internal defects
generally created during hot deformation;

- Because of the precoating, there is no need to lubricate the sheet during the hot
forming, thus eliminating the degreasing step before painting;

- Because of the coating, there is no need to apply temporary corrosion protection
on the parts awaiting painting;

- Unlike zinc-based coatings, the thermally untreated precoating does not degrade
the fatigue resistance and even increases it;

- The impact behavior is improved by the use of the selected steel type;

- The thermally treated precoating does not need specific welding material and

precautions.
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Other parts can benefit from this production method. Specifically, the fatigue-

sized suspension parts can be indicated such as: control arms, tie rods, etc.

1.

CLAIMS

A hot-forming method and in particular obtaining all or part of an automotive vehicle
wheel, for example a wheel disk, characterized in that in a hot-stamping operation a

precoated steel sheet hot or cold rolled for thermal treatment is used.

The method according to claim 1, characterized in that the steel sheet is a precoated

hot-rolled steel sheet with the following general composition by weight:

0.15% < carbon < 0.5%
0.5% < manganese < 3%
0.1% < silicon < 0.5%

0% < chrome < 1%
Titanium < 0.2%
Aluminum < 0.1%
Phosphorus < 0.1%
Sulfur < 0.05%

0.0005% < boron < 0.08%

The method according to claim 1, characterized in that the coating is aluminum-

. The method according to claim 1, characterized in that preferably, the steel sheet is
a precoated hot or cold-rolled steel sheet with the following composition by weight:

0.15% < carbon < 0.5%
0.8% < manganese < 1.5%
0.1% < silicon < 0.35%
0.01% < chrome < 1%
Titanium < 0.1%

Aluminum < 0.1%
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Phosphorus < 0.05%
Sulfur < 0.03%
0.0005% < boron < 0.01%

. The method according to claim 1, characterized in that in the composition by weight
of the sheet, the titanium concentration relative to the nitrogen concentration is
greater than 3.42.

. The method according to claim 1, characterized in that the base composition by
weight of the metal bath for coating comprises from 9% to 10% silicon, 2% to 3.5%

iron, and the remainder of the bath is composed of aluminum and impurities.

. The method according to claim 1, characterized in that the base composition by
weight of the metal bath for coating comprises from 2% to 4% iron.

. The method according to claim 1, characterized in that the base composition by
weight of the metal bath for coating comprises from 0 to 50% zinc.
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Procédé de mise en forme a chaud et notamment ’obtention de tout ou

partie d’une roue de véhicule automobile.

La présente invention concerne ['obtention d’une piéce par un procédé de mise
en forme a chaud et notamment I'obtention de tout ou partie d’'une roue de véhicule
automobile.

Actuellement, les voiles de roues sont obtenus soit par emboutissage a froid d'un
flan de tdle soit par fluotournage. '

Dans le cas de l'obtention d’'un voile par emboutissage d'un flan de tdle, il est
nécessaire de réaliser plusieurs opérations de mise en forme, ce qui impose la
réalisation de plusieurs outils d’'emboutissage. Le nombre d’outils d’emboutissage est
de l'ordre de 7, 8 ou 9.

Les principaux inconvénients de la présente technique citée sont les suivants :

- Tout changement de forme nécessite I'usinage ou la fabrication de 7 a 9 paires
d’outils différents.

- Tout changement de fabrication occasionne le démontage puis le montage et le
réglage de 7 a 9 outils ainsi que le réglage des presses associgées.

- Ces nombreux outils doivent étre stockés.

- Le colt de fabrication des outils ne permet pas la réalisation de petites séries de
maniére économique. |

- I n'est pas possible de réaliser des piéces de forte épaisseur.

Dans le cas de I'obtention, par exemple, d’'un voile de roue par fluotournage, la
productivité est réduite comparativement a 'emboutissage, ce qui limite la fabrication en
grandes séries.

Dans les deux techniques citées :

- Lutilisation d’huile d’emboutissage ou de lubrifiant est impératif et nécessite un
dégraissage avant mise en peinture.

- Il faut stocker et traiter ces huiles ainsi que les effluents.

Du point de vue des caractéristiques recherchées :

- L'augmentation des caractéristiques mécaniques entraine une diminution de la
formabilité, ce qui limite la forme des voiles, et génére un retour élastique accru,
pénalisant les garanties dimensionnelles.

- L'augmentation des caractéristigues mécaniques impose d'utiliser des presses de

plus en plus puissantes.
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- La protection temporaire contre la corrosion, avant peinture par exemple d'un voile
embouti, nécessite d’huiler la piéce puis de la dégraisser. Il est également
nécessaire de retirer I'huile d’emboutissage avant peinture, ce qui comporte un cout
et un risque écologique.

Le but de Pinvention est la réalisation d’'une piéce par emboutissage a chaud, en
une seule passe, en respectant les garanties dimensionnelles, tout en ayant la
possibilité d'obtenir des formes complexes.

Linvention a pour objet I'obtention d'une piéce par un procédé de mise en forme
a chaud et notamment I'obtention de tout ou partie d’'une roue de véhicule automobile
comme par exemple un voile de roue, caractérisée en ce qu'on utilise, dans une
opération d‘emboutissage a chaud, une téle d’acier laminée a chaud pour traitement
thermique, pré revétue.

Les autres caractéristiques de I'invention sont :

- la tole d’acier est une tble d’acier laminée a chaud ou a froid pré revétue de
composition générale pondérale suivante :

0,15% < carbone < 0,5%
0,5% < manganése < 3%
0,1% < silicium < 0,5%
0% < chrome < 1%
titane < 0,2%

aluminium < 0,1%
phosphore < 0,1%

soufre < 0,05%

0,0005% < bore < 0,08%

les autres caractéristiques de l'invention sont :

- le revétement est a base d’aluminium,

- de préférence, la tole d’acier est une tdle d'acier laminée & chaud ou a froid pré
revétue de la composition pondérale suivante :

0,15% < carbone < 0,5%
0,8% < manganése < 1,5%
0,1% < silicium < 0,35%
0% < chrome < 1%

titane < 0,1%

aluminium < 0,1%
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phosphore < 0,05%
soufre < 0,03%
0,0005% < bore < 0,01%

- dans la composition pondérale de la tdle, la teneur en titane par rapport a la teneur
en azote est supérieure a 3,42,

- le bain métallique du revétement comprend dans sa composition ponderale de base,
de 9% a 10% de silicium, de 2% a 3,5% de fer, le reste du bain étant composé
d’aluminium et des impuretés,

- le bain métallique du revétement comprend dans sa composition pondérale de base
de 2% a 4% de fer,

- le bain métallique du revétement peut contenir dans sa composition pondérale de
base, de 0 a 50% de zinc.

La description qui suit fera bien comprendre I'invention.

Le probléme posé est de réaliser une piéce par un procédé de mise en forme a
chaud et notamment l'obtention de tout ou partie d’'une roue de véhicule automobile
comme par exemple, un voile de roue de VL ou PL (voiture 1égére ou poids lourd) ou un
voile de roue et une partie de la jante de roue, en une seule passe, en respectant les
garanties dimensionnelles, tout en réalisant des formes complexes.

Il est connu de la demande de brevet FR N° 98 08793 une tole d’acier a chaud et
a froid revétue et comportant une trés haute résistance aprés traitement thermique. ||
est également connu de la demande de brevet FR N° 98 16477 un procédé de
réalisation d'une piéce a partir d'une bande de tble d'acier laminée et notamment
laminée a chaud.

Selon linvention, une utilisation particuliérement importante d'une tole et du
procédé présentés a été démontrée, dans ['obtention d’une piéce par un procéde de
mise en forme a chaud et, notamment, I'obtention de tout ou partie d'une roue de
véhicule automobile, en une seule passe d’emboutissage & chaud, alors que les
techniques utilisées a ce jour, demande des outillages nombreux, complexes, ainsi que
des opérations nombreuses de mise en forme.

A I'encontre des habitudes industrielles connues, les inventeurs ont obtenu, en
une seule passe, par emboutissage a chaud d'une tdle d’acier laminée a chaud pré
revétu, un voile de roue, qui antérieurement, était réalisé en 7 ou 8 opérations
d’emboutissage, le plan de téle prédécoupé ayant la composition pondérale générale

suivante :
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0,15% < carbone < 0,5%
0,5% < manganéses < 3%
0,1% < silicium < 0,5%
0,01% < chrome < 1%
titane < 0,2%
aluminium < 0,1%
phosphore < 0,1%
soufre < 0,05%
0,0005% < bore < 0,08%

L'utilisation d’un acier pour traitement thermique pré revétu permet d’obtenir un
gain notable en résistance a la fatigue sans poser de probléme de soudage et en
présentant une résistance accrue a la corrosion aprés peinture.

De plus, le procédé et I'acier utilisé permettent un allégement notable et une
augmentation de la durée de vie en fatigue. Enfin, le voile obtenu peut étre soudé puis
peint sans modification des lignes existantes.

De préférence I'acier de la téle a la composition pondérale suivante :

0,15% < carbone < 0,5%

0,8% < manganeses < 1,5%

0,1% < silicium < 0,35%

0,01% < chrome < 1%

titane < 0,1%

aluminium < 0,1%

phosphore < 0,05%

soufre < 0,03%

0,0005% < bore < 0,01%
la t6le assurant une trés haute résistance mécanique aprés traitement thermique et le
revétement a base d’aluminium assurant une haute tenue a la corrosion et a la fatigue.

Pour I'obtention de la piéce, en une seule passe, par emboutissage a chaud de
la téle laminée a chaud revétue, il est préférable que la teneur en titane par rapport a la
teneur en azote soit supérieure a 3,42.

Le revétement de la téle laminée a chaud revétue, a base d’aluminium,
comprend dans sa composition pondérale de base, de 9% a 10% de silicium, de 2% a
3,5% de fer.
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Le revétement de la téle laminée a chaud revétue peut également comprendre
dans sa composition pondérale de base, de 2% a 4% de fer. Le bain métallique peut
contenir dans sa composition pondérale de base de 0 a 50% de zinc.

Dans un exemple de réalisation, I'acier selon l'invention contenant 0,231% de
carbone ; 1,145% de manganése ; 0,020% de phosphore ; 0,0038% de soufre ; 0,239%
de silicium ; 0,043% d’aluminium ; 0,009% de cuivre ; 0,020% de nickel ; 0,179% de
chrome ; 0.0042% d’azote ; 0.032% de titane ; 0,0028% de bore ; 0,0051% de calcium,
sous la forme d'une t6le est revétue d'une couche a base d’aluminium ayant environ 25
pum d’épaisseur avant traitement thermique.

Le flan de téle est chauffé dans un four, & une température comprise entre 750°C
et 1000°C et plus généralement a une température comprise entre 850°C et 950°C
pendant un temps variant en fonction de I'épaisseur. Pour une épaisseur de 2 mm, le
flan de tble séjourne pendant 6 minutes dans le four. La vitesse de montée en
température est supérieure a 3°C/s. Du fait du revétement, il n'est pas nécessaire
d'utiliser un four a atmosphere inerte.

Lors du réchauffage du flan de tble, le revétement s’allie avec le substrat pour
former un alliage intermétallique. L’alliation entraine, par inter diffusion, une
augmentation de I'épaisseur de la couche qui, pour le traitement ci-dessus spécifié,
correspond généralement a une augmentation de 50%.

Le flan de t6le chaud est ensuite transféré dans 'outil refroidi ou non, en fonction
de la cadence, de I'épaisseur de la tole et de la vitesse de refroidissement visée, pour
étre mis en forme. il ne doit pas y avoir de pression de serre flan afin d’éviter le
déchirement de la téle d0 & sa faible résistance a haute température. La vitesse de
déformation doit étre suffisante pour éviter de déformer l'acier & une température
inférieure a 400°C.

Le voile de roue ainsi obtenu est maintenu dans l'outil jusqu'a atteindre une
température inférieure a 200°C et de préférence inférieure a 100°C afin de respecter les
garanties de dimension. La vitesse de refroidissement moyenne doit étre supérieure a
27°C/s, entre la température de sortie du four et 400°C, si la structure visée pour le
substrat est une structure martensitique. Si la vitesse moyenne de refroidissement est
inférieure a cette valeur, de la bainite, de la ferrite, voire de la perlite peuvent
apparaitre. Il est ainsi possible d'obtenir différentes structures et donc différentes

propriétés en fonction de la vitesse de refroidissement visée. Néanmoins, les meilleurs
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résultats en fatigue sont obtenus avec une structure de [l'acier, totalement
martensitique.

Du fait du formage a chaud, il n'y a pas d’endommagement de la structure
métallurgique. Ceci a un effet bénéfique sur la tenue en fatigue du fait de la suppression
des défauts internes pouvant servir d'initiation des fissures en fatigue. Il n'est pas
nécessaire d'ajouter de lubrifiant d’emboutissage car le pré revétement fait office de
lubrifiant.

La piéce ainsi obtenue peut subir directement le cycle de peinture. Si ce n'est
pas le cas, il nest pas nécessaire d’appliquer une protection temporaire contre la
corrosion car la couche alliée ralentit 'apparition de la corrosion. Lors du cycle
thermique, le revétement, alliée ou non, protege l'acier de l'oxydation et de la
décarburation.

La couche alliée réalisée sur la piece présente un gradient de dureté. En partant
de la couche extréme et en se déplagant vers la tdle, la dureté varie de 750HV0,1 a 300
HV0,1 a linterface couche de revétement - tble, puis augmente jusqu'a environ
500HV0,1 dans la tole, lorsque la structure de 'acier est totalement martensitique. C'est
la couche a 300HVO,1 qui, en arrétant les fissures, confere a la piéce une tenue en
fatigue accrue.

Si on utilise l'acier de la solution proposée mais non pré revétu, on note une
dégradation importante de limite d’endurance moyenne, comme matérialise sur le
tableau 1 ci-dessous liée principalement a la décarburation de Vacier. La solution
proposée, de part la présence de la pré protection, évite ce phénoméne. Les essais de

fatigue en flexion plane alternée montre un gain notable.

Tableau 1.
Acier Rp0.2 Rm Nombre de cycles de | Limite d’endurance
(MPa) (MPa) |validation de la Moyenne (MPa)
Travers |Travers |limitation de la limite
d’endurance {millions
de cycles)
USIDUR 355 exemple de 432 514 1. 106 279
comparaison
USIFORM 800 exemple 766 872 2. 106 388
de comparaison :
Obtention selon 980 1490 2. 106 249
l'invention, non pré
revétue
Obtention selon 980 1480 2.106 439
I'invention
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Par rapport a la téle USIDUR 355, couramment utilisé industriellement pour la
réalisation des voiles de roues, le gain est de 40% en durée de vie ou en aliégement.
Par rapport a la nuance citée, utilisée pour les voiles de roues, la limite d’endurance
présente un gain supérieur a 12%.

Les avantages de l'obtention d’'une piéce par un procédé de mise en forme a
chaud et notamment 'obtention de tout ou partie d'une roue de véhicule automobile

sont les suivants :

une réalisation de voile de roue en une seule passe de formage,

- du fait de la formabilité importante & chaud, un seul outil est nécessaire. il est donc
possible de faire des piéces de formes complexes en série de maniére économique
telles que les roues de style,

- une trés bonne garantie dimensionnelle car il n'y a pas de retour élastique comme
dans le cas de 'emboutissage a froid ou du fluotournage,

- les caractéristiques mécaniques élevées apres trempe dans l'outil d’emboutissage
permettent un alléegement significatif,

- le pré revétement assure une garantie accrue a la corrosion et a l'usure,

- une formabilité accrue lors de la chauffe du flan de tble permet de former a chaud
des épaisseurs ne pouvant habituellement étre mise en forme que par fluotournage,

- une déformation peut avoir lieu dans la phase austénitique a chaud, sans
endommagement, ce qui garantie une meilleure tenue a la fatigue par élimination
des défauts internes généralement créés lors d’'une déformation a froid,

- du fait du pré revétement, il est inutile de lubrifier la téle lors du formage a chaud,
supprimant ainsi I'étape de dégraissage avant peinture,

- grace au revétement, il est inutile d’appliquer une protection temporaire contre la
corrosion sur les piéces en attente de peinture,

- le pré revétement non traité thermiquement, contrairement aux revétements a base
de zinc, ne dégrade pas la tenue a la fatigue et méme ['augmente,

- le comportement aux chocs est renforcé par I'utilisation du type d’acier choisi,

- le pré revétement traité thermiquement ne nécessite pas de matériel de soudage et
de précaution particuliers.

D'autres piéces peuvent bénéficier de cette méthode d’obtention. On peut citer en
particulier les piéces de liaison au sol dimensionnées en fatigue telles que : les bras de

suspension, bras de roue...

POSCO ExHiwswelroMtitiagsx 2016
Filed with Petition for PR of U.S. Patent No F§99835f 1430



10

15

20

25

30

2833504
REVENDICATIONS.

1. Procédé de mise en forme & chaud et notamment, obtention de tout ou partie d’une

roue de véhicule automobile comme par exemple un voile de roue, caractérisé en ce
gu’on utilise, dans une opération d‘emboutissage a chaud, une téle d’acier laminée a

chaud ou a froid pour traitement thermique pré revétu.

. Procédé selon la revendication 1, caractérisé en ce que la tdle d’acier est une téle

d'acier laminée a chaud pré revétu de la composition générale pondérale suivante :
0,15% < carbone < 0,5%
0,5% < manganése < 3%
0,1% < silicium < 0,5%
0% < chrome < 1%
titane < 0,2%
aluminium < 0,1%
phosphore < 0,1%
soufre < 0,05%
0,0005% < bore < 0,08%

. Procédé selon la revendication 1, caractérisé en ce que le revétement est a base

d’aluminium.

. Procédé selon la revendication 1, caractérisé en ce que de préférence, la tble

d’acier est une tble d'acier laminée a chaud ou & froid pré revétue de la composition
pondérale suivante :
0,15% < carbone < 0,5%
0,8% < manganése < 1,5%
0,1% < silicium < 0,35%
0,01% < chrome < 1%
titane < 0,1%
aluminium < 0,1%
phosphore < 0,05%
soufre < 0,03%
0,0005% < bore < 0,01%
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. Procédé selon la revendication 1, caractérisé en ce que dans la composition

pondérale de la tble, la teneur en titane par rapport a la teneur en azote est

supérieure a 3,42.

. Procédé selon la revendication 1, caractérisé en ce que le bain métallique du

revétement comprend dans sa composition pondérale de base, de 9% a 10% de
silicium, de 2% a 3,5% de fer, le reste du bain étant composé d’aluminium et des

impuretés.

. Procédé selon la revendication 1, caractérisé en ce que le bain métallique du

revétement comprend dans sa composition pondérale de base, de 2% a 4% de fer.

. Procédé selon la revendication 1, caractérisé en ce que le bain métallique du

revétement peut contenir dans sa composition pondérale de base, de 0 & 50% de

zinc.
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[Document Name]Description

[Title of the invention]Hot pressing method for high strength member using steel
sheet and hot pressed parts

[Technical field]

[0001]1The present invention relates to a hot pressing method and a hot press part for
manufacturing a strength member such as a pillar, a door impact beam, a bumper beam,
etc. of an automobile using cold rolling, hot rolled steel sheet or Al based or Zn
based plated steel sheet.

[Background of thc invention]

[0002]In order to reduce the weight of an automobile which comes to an end of global
environmental problem, it is necessary to increase the strength of steel plates used
in automobiles as high as possible, but as the steel plate is increased in strength,
clongation and r valuc dccrcasc and moldability deteriorates. In order to solve such a
problem, Japanese Unexamined Patent Publication No. 2000 (1999) - 234153 discloses a
technique in which hot molding is performed and the strength is increased by
utilizing heat at that time.In this technique, it is intended to appropriately
control a component in steel, heat in a temperature range of ferrite, and increase in
strength using precipitation strengthening in this temperature range. In addition,
Japanese Patent Application Laid-open No. 87183 (2000) proposes a high-strength steel
sheet which has a yield strength at a molding temperature which is much lower than a
yield strength at room temperature for the purpose of improving press forming
accuracy. However, with such technology, a limit may be in the strength obtained. On
the other hand, Japanese Unexamined Patent Publication No. Hei 2000 (1999) - 38640
proposes a technique in which, [or the purpose ol obtaining higher strength, heat is
applied to a high temperature austenite single phase region after molding, and then
transformed into a hard phase in a subsequent cooling step.

[0003]However, if heat and rapid cooling is performed after molding, there is a
possibility of causing a problem in shape accuracy.As a technique for overcoming this
drawback, thcrc is discloscd a tcchnique in which a stcel sheet is hcated to an
austenite single phase region and is then cooled at a rate higher than or equal to a
critical cooling rate of martensitic transformation determined by a steel component
in a press forming process (SAE, 2001 - 01 0078) and Japanese Unexamined Patent
Publication No. Hei 2001 - 181833.In the former document, it is disclosed to use an
Al plated stcel sheet in order to suppress gencration of scalc on hecating. This
pressing step is referred to as hot pressing in the present invention.

[0004]As a prior art relating to a hot press using such a plated steel sheet, there
is the following. Japanese Patent Application Laid-open No. 147499 2003 discloses an
example in which a steel plate coated with a plating layer made of Fe - Zn alloy is
used for hot pressing, and Japanese Unexamined Patent Publication No. Hei 2003 (1999)
- 41343 discloses an example in which an Al-based plating steel sheet coated with a
plating layer made of I'e - Al alloy is used for hot pressing.[further, as a method of
pressing a heated metal plate material using a die and a punch in Japanese Patent
Laid-Open No. 2002 282951, an example is disclosed in which a clearance of a mold is
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defined from the viewpoint of formability and hardenability.
[Patent document 1]JP 2000-87183A

[Patent document 2]JP 2000-38640A

[Patent document 3]JP 2001-181833A

[Patent document 4]JP 2003-147499A

[Patent document 5]JP 2003-41343A

[Patent document 6]JP 2002-282951A

[Non-patent documentl]SAE, 2001 - 0l - 0078

[Disclosurc of thc invention]

[Problem to be solved by the invention]

[0005]As described above, a high-strength steel sheet used in an automobile or the
likc has an csscntial problcm of the above mentioncd moldability, particularly, a
hydrogen embrittlement (sometimes referred to as a placement or delayed fracture) of
a high strength material having a strength of more than 1000 MPa.Therefore, when used
as a steel sheet for hot pressing, it is important to reduce the amount of hydrogen
in a raw material.It is an object of the present invention to solve the above
problems and to provide a hot rolling and cold rolled steel sheet which is capable of
obtaining a strength of 1200 MPa or more after high temperature molding, and which
has extremely little fear of hydrogen embrittlement, and a hot pressing method and a
press part using an Al based plated steel sheet or a 7Zn based plated steel sheet.

[Means for solving the problem]

[0006]In order to solve the above problems, the present inventors have conducted
various studies.As a result, it has been found that it is extremely important to
control the atmosphere and the temperature at the time of heating to an austenite
single phase region before pressing to produce a plated steel sheet for hot pressing
excellent in hydrogen embrittlement resistance.In other words, if hydrogen is
containcd in an atmosphcrc at thce timc of hcating, it is important to rcducc thcsc
components because the hydrogen penetrates into the steel plate and the hydrogen
possibly enters the steel plate even if moisture is contained. It has also been found
that it is important to properly select the clearance of the mold to prevent hydrogen
embrittlement. The gist of the present invention based on such knowledge is as
follows.

(1) A steel sheet containing a C:0.05~0.5% as a steel component as a steel component,
or a steel sheet plated with Al or 7Zn as a main component is manufactured by a hot
pressing method. A hot pressing method of the high strength automobile component the

heating temperature before a press being three or more Ac(s) and 1100 degrees C or
less, and making hydrogen concentration in a heated atmosphere below into the 6

volume %, and the dew point being 10 degrees C or less.

(2) A hot pressing method for a high strength automobile member according to claim 1,
wherein a hydrogen concentration in a heating atmosphere is 1 vol% or less and a dew
point is 10 ° C. or less.

(3) The present invention is characterized in that a gap (a clearance) between a die
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and a punch is 1.0 to 1.8 times as large as a thickness of a steel material to be
used, when a steel sheet is introduced into a press and is molded after heating (1).
A hot pressing method according to item 2).

(4) A hot press part comprising the hot press method according to any one of (1) to
(3).

[Effect of the invention]

[0007]According to the present invention, a high-strength member can be manufactured
by hot pressing using a hot rolling, a cold rolled steel sheet, an Al based plated
steel sheel, or a 7Zn based plated steel sheet, and can be used without hydrogen
embrittlement, and its industrial significance is extremely large.

[Best mode for carrying out the invention]

[0008]Next, a limitation of the present invention will be described.As described
above, according to thc prescent invention, hot rolling, cold rolled stcel shecet, or
Al based, Zn based plated steel sheet is heated to 700 ° C. or higher and then hot
molded and immediately cooled by a mold and quenched to obtain desired strength, and
in the present invention, a steel sheet before heating, press forming is defined.As a
steel sheet component, it is necessary to be excellent in hardenability, and for
this purposc, it is nccecssary to have a C content of 0.05% or morc, and prcfcrably
0.1% or more.For other elements in the steel, elements such as
Si,Mn,Ti,B,Cr,Mo,Al,P,S,N may be added.Si is effective in fatigue characteristics,
and is preferably 0.05 to 1% by weight.Since Mn,B,Cr,Mo contributes to improvement in
hardenability, when making it contain, it is [ below Mn:0.5~3%,B:0.05% ] desirable
to use less than Cr:2% and less than Mo:0.5%. Ti and Al improve the oxidation
resistance of an Al based plated steel sheet, and it is desirable to contain Ti in an
amount of 0.5% or less and Al in an amount of 0.1% or less, when contained.

[0009]As the plating type, a steel plate or a steel plate plated with Zn is
considered, and when these steel plates are used for hot pressing, formation of iron
oxide on the surflace can be suppressed and corrosion resistance can be imparted. The
composition of Al system plating layer is described first. An Al-based plated steel
sheet is currently manufactured for various applications, and the present invention
is applicable to these steel sheets.As a configuration of the Al-based plating layer,
there is a steel plate containing Al as a main component and preferably containing 3
to 15% of Si in order to suppress generation of an alloy layer during hot-dip Al
plating. In addition, Cr,Mg,Ti,Sn or thec likec is uscd as an clcment for further
improving corrosion resistance of the plating layer, and it is also possible to add
these elements. In this case, it is desirable to contain a
Cr:0.1~1%,Mg:0.5~10%,Ti:0.1~1%, Sn:1~5%. In addition, Fe is contained as an impurity in
the Al-based plating layer, and this amount is usually 0.05 to 0.5%.In addition, an
intcrmctallic compound such as FcAl3, Fc2Al15, Fe3Al, Fe2A18S1i may be formed on the
surface after heating. These phases tend to have a multilayer structure which is
typically a 5 layer structure, but these phase structures do not detract from the
spirit of the invention.['urther, as the composition thereof, Al, I'e is mainly used,
and Si is also contained in the Al plating bath when Si is added in an amount of 5 to
10%. The composition of these elements accounts for 90% or more in total.In addition,
there may be a small amount of Al that is not alloyed, but a small amount of Al does
not affect performance particularly.After heating, an Al-based oxide or a nitride
covers the surface, and the amount thereof is not particularly limited.

[0010]Next, a structure of the Zn-based plating layer will be described. The Zn-based
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plated steel sheet has various compositions now, and the present invention is
applicable to these steel sheets.As a typical structure of the 7Zn plating layer, the
following may be mentioned.Zn — 0.2% Al, Zn - 5% Al - 0.1% Mg, Zn - 5% Al - 0.1% Mg -
Misch metal, Zn - 7% Al - 3% Mg, Zn - 11% Al - 3% Mg - 0.1% Si, Zn - 55% Al - 1.6%
Si, etc.In addition, there are some which were changed to 7Zn-10% Fe by heating after
plating with Al bath Zn-0.1%. In addition, Cr,Mg,Ti,Sn or the like is used as an
element for further improving corrosion resistance of the plating layer, and it is
also possible to add these elements.In this case, it is desirable to contain a
Cr:0.1~1%,Mg:0.5~10%,Ti:0.1~1%, Sn:1~5%. In addition, a ferrite phase containing ¢, &
I, I', I 1, and so on or a ferrite phase in which 7Zn is dissolved can be formed on
the surlace alter heating.These phases may be distributed in layers or distributed in
the form of granules, which does not detract from the spirit of the invention. In
addition, as long as Al contains Al, the Fe - Al based compound may be generated. In
the case of Zn plating, a Zn based or Al based oxide film is formed after heating,
but even if these films are generated, the gist of the present invention is not
impaired.

[0011]Although there is no particular limitation on the deposition amount of Al
based, Zn based plating, the plating pretreatment, and the post treatment, it is
desirable that the plating deposition amount is 50 g / m 2 or more of one side.This
is because, as the amount of plating applied increases, an effect of suppressing
oxidation at thc timc of hcating, a hcating, and a corrosion rcsistancc at thc timc
of forming a molded rear part are improved.As a post-plating treatment, a chromate
treatment, a resin coating treatment, or the like may be used for the purpose of
primary rust prevention and lubricity, but it is not preferable because the organic
resin is lost when heated. In consideration of the 6 valent chromium regulation in
recent years, a 3 valent treatment film such as electrolytic chromate is preferred. It

is possible to use only an oil coating without applying a chromate film in the case
of an Al-based plated steel sheet excellent in corrosion resistance.Specifying the
temperature and atmosphere at the time of heating in the present invention, the
temperature shall be three or more Ac(s) and 1100 degrees C or less. This is due to
the fact that an Ac 3 temperature or higher is required for completely transforming
the steel sheet into an austenite single phase region, while an excessively high
heating temperature leads to an oxidation of the surface and an active entry of
hydrogen into the steel.In addition, when Zn plating is used, it is desirable to set
the temperature at 1000 ° C. as an upper limit because Zn is completely evaporated
at a temperature of about 910 ° C. and Zn is completely evaporated at a high
temperature.More preferably, the upper limit temperature is 920 ° C.The lower limit
temperaturc is preferably 800 ° C.This is bccausc, cven when hcating is performed at
an Ac 3 temperature or higher, the temperature of the steel sheet is lowered during
the transfer of the steel sheet from the furnace to the press machine after the
heating, and thus, the ferrite may be generated.

[0012]1The hcating atmosphcrc has a hydrogen concentration of 6 vol% or less. This is
to increase the possibility of hydrogen embrittlement due to intrusion of hydrogen
into the steel as described above.A lower limit is not particularly provided, and a
lower limit is preferable.More preferably, the amount of hydrogen is 1% or less.It
has also been found in the present invention that moisture in the atmosphere can
easily enter into the steel as hydrogen.For this reason, it is preferred that the
moisture content in the atmosphere is low, and the dew point is measured to measure
the water content, but the upper limit of the dew point is set to 10 ° C.In
addition, as for the conversion of the dew point and the water content, the following
formula is known, and the water content at this time is 1.2 vol%. In particular, when
a 7Zn based plated steel sheet is used, oxygen is contained in an atmosphere, and Zn
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oxide tends to be formed on the surface of the steel sheet to suppress evaporation of
7/n.For this reason, when a Zn-based plated steel sheet is used, oxygen is preferably
contained in an atmosphere of 1 to 21%.In addition, it is necessary to control the
hydrogen concentration and the moisture content in a heated atmosphere because of the
presence of hydrogen penetration during heating of a steel plate (bare material)
without plating.

[Mathematical formula 1]

- *
pH20:exp[k 44016 —118.774 poj

8.314* 7dp
pH20 : 7K F B E (IAFH /7 38) Tdp: B (i)

[0013]The heating method is not particularly limited, and an induction heating, a
radiant heating, an induction heating, or the like may be used. In this case, the
heating rate is not limited.This of course depends largely on the thickness and shape
of the plate.A hot press is characterized in that it cools from an austenite phase
to obtain a hardened structure, and, ol course, a cooling rate alter heating is
large. In the present invention, it is necessary to cool at least a critical cooling
rate for obtaining a martensitic structure determined by a steel component, but as a
guideline, it is desirable that an average cooling temperature from 700 ° C. to 350
C. is 15 ° C. / sec or more.It is considered that this cooling rate depends on

the steel component, and in a steel having good hardenabilily, a desired martensite
is obtaincd as a main componcnt cven at a cooling ratc of about 20 ° €. / sce, and a
cooling rate of about 30 ° C. / sec is required depending on the type of
steel.While a gap (clearance) between a die and a punch is one of important factors
at the time of pressing, in the present invention, this clearance is preferably 1.0
to 1.8 times the thickness of the plate thickness.Since a board cannot flow easily
and it will bccomec ironing if clcarancc is narrow, galling occurs in a stccl sheccet
surface, and it is thought that it may become a starting point of hydrogen
embrittlement. When wide, it is in the tendency which becomes that it is hard to be
tempered, and strength unevenness arises in parts and it is thought that remaining
stress remains and concern of hydrogen embrittlement increases into parts.

[Examples]

[0014]Hereinafter, the present invention will be described in more detail with
reference to Examples.
(Example 1)
A cold rolled steel sheet having a steel component shown in Table 1 and having a
thickness of 1.4 was heated under various conditions, and then molded by a hat-shaped
mold shown in FIG. 1.The clearance was 1.1 times the thickness of the plate. Then,
punching of 5 ¢ and 0.5 of clearance (both sides) was performed on the flange
portion of the hat at 10 points, and after 7 days, the punched portion was observed
by a loupe of 20 times to determine presence / absence of [ine cracks.Healing was
pcrformed by inscrting a samplc into an atmosphcrc controlled clcctric furnacc. A
temperature rise time of up to 900 ° C. was approximately 4 minutes, a time from the
furnace to the press was approximately 10 seconds, and a press start temperature was
approximately 750 ° C.Cooling was performed with a mold, and average cooling speed
from 700 ©° C. to 350 ° C. was 40 ° C. / sec.Table 2 shows the heating conditions
and thc prcscnce or abscnce of microcracks. In addition, when the Vickers hardness was
measured at a partial cutting load of 10 kgf after molding, all of the samples were
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in the range of Hv:410~510, and the microstructure showed a martensitic
structure.After hot pressing, iron oxide was generated on the surfaces of these steel
sheets. In No. 8 of Lxample 1, there were b or more microcracks due to the high dew
point. In No. 1 and No. 3, since the amount of hydrogen was 1% or more, small cracks
occurred.

[0015]
[Table 1]
1
5= C Si Mn P S Al N Ti Cr Mo B

A 0.15 ] 0.1 | 2.1 0.01 | 0.004 | 0.03 | 0.004 | 0.02 0.4 | 0.01 0.003
B 0.21 | 0.2 1 0.9 | 0.02 | 0.005 | 0.015 | 0.005 | 0.01 0.9 0.4 0.004
C 0.27 1 0.1510.88 ]| 0.01 | 0.002 | 0.02 | 0.004 | 0.02 | 0.23 0.5 0.003

[Tablc 2]
&2
FS | oA IRE R ERE B R v QN
(C) FI5T) 7ksE | B | BEE DI

(vol%) C) (vol%)
1 A 950 1 5 8 0.01 VAN A FE B {5
2 A 900 1 0.1 2 0.3 © A58 A 51
3 B 800 2 2 ~10 0.5 O A5 5)
4 B 850 3 0.5 0 21 © 7 38 BA 15
5 C 1000 1 0.1 -30 21 © AR5
6 C 850 5 0.05 2 21 © A ZS B 1)
7 A 900 10 0.07 6 21 © A58 B 4]
8 B 850 8 0.1 13 21 X Jot gt
9 B 850 5 0.2 0 21 © AR
10 C 850 2 0.1 -10 21 © A58 B 151

PRANT T 2 DFEEFES,
10 SR OWANT Ty 2OEEOEET @018, O:1 8, A5 ERME, X5 EE

(Example 2)

[0016]Molten Al plating was performed using a cold-rolled steel sheet (thickness of
1.4) as shown in Table 3, which has undergone a conventional hot rolling process and
a cold rolling process, as a material.In the hot-dip Al plating, a line of an
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oxidation furnace - a reduction furnace flag was used, and a plating amount was
adjusted to 80 g / m 2 by a gas wiping method after plating, followed by cooling. At
this time, the plating bath composition was Al - 10% Si - 2% l‘e, and the bath
temperature was 660 ° C.Fe in the bath is unavoidable from plating equipment and
strips.The plating appearance was good without non-plating. The molten Al plated steel
sheet thus prepared was heated under various conditions and then molded by a
hat-shaped mold shown in FIG. 1.The clearance was 1.1 times the thickness of the
plate. Then, punching of 5 ¢ and 0.5 of clearance (both sides) was performed on the
flange portion of the hat at 10 points, and after 7 days, the punched portion was
observed by a loupe of 20 times to determine presence / absence of fine
cracks.Heating was performed by inserting a sample into an atmosphere controlled
electric furnace.A temperature rise time of up to 900 ° C. was approximately 4
minutes, a time from the furnace to the press was approximately 10 seconds, and a
press start temperature was approximately 750 ° C.Cooling was performed with a mold,
and average cooling speed from 700 ° C. to 350 ° C. was 40 ° (. / sec.Table 4
shows the heating conditions and the presence or absence of microcracks. In addition,
when the Vickers hardness was mcasurcd at a partial cutting load of 10 kgf after
molding, all of the samples were in the range of Hv:410~510, and the microstructure
showed a martensitic structure.After hot pressing, no iron oxide was generated on the
surfaces of these steel sheets.

[0017]
[Table 3]
=3
C Si Mn P S Al N Ti Cr Mo B

0.22 [ 0.21 | 1.20 ] 0.02 | 0.003 | 0.027 | 0.003 | 0.002 { 0.18 | 0.02 | 0.0018

[Tablc 4]
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4

&5 | BE 1R TEFF ] INFAZE K i UNAT
(C) ) KR FEm | BEE DFE
(vol%) C) (vol%)

1 800 5 0.01 2 0.3 © AZE B 5
2 900 3 0.02 1 0.5 © A %56 87 {3
3 1000 2 0.1 3 0.8 ©) 3B )
4 1100 2 N.D. 1 1 © AT B 5
5 900 2 10 0 0.01 X HrE )

6 900 2 4 1 0.01 A AFE B {5
7 900 2 1 -1 0.01 © A3 97 )
8 900 2 0.1 15 0.01 X FrE

9 900 2 0.1 6 0.1 © 5 BH 51
10 900 2 0.05 2 0.1 © 2 %% B 431
11 900 2 2 -20 0.5 O A ZE B 4]
12 900 2 0.01 7 21 © A BB
13 900 2 0.01 1 21 © A3 B 15
14 980 8 0.01 1 21 © A FE A5
15 1050 5 0.01 1 21 © & FE A5
16 900 10 5 6 0.06 JAN A ER 5

BT Z o Z IR S
10 FAFDEINTTZ o rDELKOEET ©:01H. O:1E, A5 ERM. X5 @EL

[0018]As shown in Table 4, the amount of hydrogen that penetrates into the steel
varies according to the heating atmosphere and temperature, and the sensitivity to
the microcracks changes. In No. 5 with a hydrogen concentration of 10 vol% and No. 8
with a dew point of 15 ° C., 5 or more cracks were observed.As the hydrogen
concentration and dew point decreased, the occurrence of cracks was suppressed, but
in the case of a No.6,11,16, some cracks occurred.

(Example 3)

[0019]Various 7Zn based plating was applied using a cold rolled steel sheet having a
steel content of 1.4 as shown in Table 5.Table 6 shows the plating type, bath
component and bath temperature at this time.Using these Zn based plated steel sheets,
a hat molding was performed in the same manner as in Example 1, and the way in which
the minute cracks alter punching were observed was observed.Table 7 shows the
relationship between the heating conditions and the occurrence of cracks.Cooling was
performed with a mold, and average cooling speed from 700 ©° C. to 350 ° C. was 20
° C. / sec.When the cross section hardness after molding was measured in the same
manner as in Example 1, all of the cross section was located between the Hv:410~510
and the microstructure showed a martensite structure.Alfter hol pressing, no iron
oxidc was gencrated on the surfaccs of thesc stccl shecets.

[0020]
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[Table 5]

#5
wE |l C Si | Mn P S Al N Ti Cr | Mo B
A 1015 0.1 | 2.1 | 0.01 | 0.004 | 0.03 | 0004 | 0.02 | 0.4 | 0.01 | 0.003
B |021}02]| 09| 002 |0.005]|0.015]|0.005| 0.0l | 09| 04 0.004
C ]0.27 10.15|0.88{ 0.01 | 0.002 | 0.02 | 0.004 | 0.02 |0.23]| 05 0.003

[Tablc 6]

#6
(ERe o EAEAY Friffd 7 &g/ ni) iR (C)
| Gl Zn—0.2%Al 85 160
GA Zn—10.5%Fe 70 460
GL Zn—55%Al-1.6%Si 75 610
GAM Zn—6%Al-3%Mg 65 420
GAMS |  Zn—11%Al-3%Mg-0. 1%Si 80 430

[Table 7]

#£7

BE | 8 | vox | BE 1R FEBF DIETF S i G N B
(°C) (53 KFE | BR | BEEFE DFE
(vol%) | CC) | (val%)

1 A Gl 950 1 5 8 0.01 JAN IR
2 A GA 900 1 0.1 2 0.3 © 75 B 5
3 B GL 800 2 2 -10 0.5 O 738 B 5
4 B GAM 850 3 0.5 0 21 © 7% AR 5]
5 C | GAMS 1000 1 0.1 -30 21 © A3 5
6 C GI 850 5 0.05 2 21 © A FE A B
7 A GI 900 10 0.07 6 21 © 7% BR 1)
8 B GA 850 8 0.1 13 21 X s
9 B GA 850 5 0.2 ' 0 21 © 7 5E BR
10 C GL 850 2 0.1 -10 21 © FIEB )
BN T DFEETER

10 RO Ty 2 OEEOEF ©:01F. O:1 8. A:5 ERM, X5 @R

[0021]In the same manner as in Examples 1 and 2, No. 8 in Table 7 had a high dew
point, and thus microcracks occurred. In Nos. 1 and 3, since the amount of hydrogen
was larger than 1%, slight cracks occurred slightly.In addition, since the oxygen
concentration of Nos. 1 to 3 is low, contamination in the furnace and deterioration
of the surface of the steel sheet caused by evaporation of Zn in the furnace were
obscrvced.

(Example 4)
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[0022]A cold-rolled steel sheet (thickness : 1.4) as shown in Table 8 was used as a
material.A part thereof was subjected to hot-dip Al plating or hot-dip Zn plating. In
the hot dip plating, a line of an oxidation-free furnace and a reduction furnace was
used, and the amount of plating was adjusted by a gas wiping method after plating,
and then, the appearance of the coocled plating was good without non-plating. The
plating species, bath components, and bath temperature are shown in Table 9.

[0023]
[Table 8]
3 8
C Si Mn r S Al N Ti Cr Mo B

0.22 10.21 [ 1.20| 0.02 | 0.003 | 0.027 | 0,003 | 0.002 | 0.18 | 0.02 | 0.0018

[Table 9]
#9
ke ¥ > EHARL Ji A} % Bg/ nl) BIECC)
AL Al-10%Si-2%Fc 80 660
Gl Zn—0.2%Al 85 460
GA Zn—10.5%Fe 70 460

[0024]1The steel sheet thus produced was heated under various conditions and then
molded with a hat-shaped mold shown in FIG. 1.The clearance during hot pressing is
shown in Table 10.Then, punching of 5 ¢ and 0.5 of clearance (both sides) was
performed on the flange portion of the hat at 10 points, and after 7 days, the
punched portion was observed by a loupe of 20 times to determine presence / absence
of fine cracks.Heating was performed by inserting a sample into an atmosphere
controlled electric furnace.A temperature rise time of up to 900 ° C. was
approximatcly 4 minutcs, a timc from thc furnacc to thc prcss was approximatcly 10
seconds, and a press start temperature was approximately 750 ° C.Cooling was
performed with a mold, and average cooling speed from 700 ° C. to 350 ° C. was 40
° C. / sec.lable 10 shows the heating conditions and the presence or absence of
microcracks. In addition, when the Vickers hardness was measured at a partial cutting
load of 10 kgf after molding, all of the samples were in the range of Hv:410~510, and
the microstructure showed a martensitic structure.

[0025]

[Table 10]
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F* 10

& | BpTLz |wox | B | BT INEATER & por | BRIESK
=2 T & BEo| R | kFE | ES | BER | 507 P

2T TR CC) | G | vol) | (C) | (vol) | P

(RE )

1 0.8 HEE | 900 3 0.02 1 0.5 X BY 2377
2 1.0 MEE | 900 3 0.02 1 0.5 © Y AFREAY
3 1.1 #EE | 900 3 0.02 1 0.5 © AV AFEEH B
4 1.4 #EE | 900 3 0.02 1 0.5 © ‘Y FFEHF|
5 1.7 AE | 900 3 0.02 1 0.5 O HO ACFE BR 5
6 1.9 WEE | 900 3 0.02 1 0.5 X FY Bl
7 0.8 GI [900] 10 0.07 6 21 b ML L9
8 1.0 GI | 900 10 0.07 6 21 © HEL A FE )
9 1.1 GI {900 | 10 0.07 6 21 © i AR FE B
10 1.4 Gl | 900 10 0.07 6 21 © L A FE BB
11 1.7 Gl {900 10 0.07 6 21 O L A FE B )
12 1.9 Gt ] 900 10 0.07 8 21 x L FeRR
13 0.8 GA | 850 5 0.2 0 21 X L Lo
14 1.0 GA | 850 5 0.2 0 21 © L A FERR 15
15 1.1 GA | 850 5 0.2 0 21 © HEL A ZEER )
16 1.4 GA | 850 5 0.2 0 21 © L A% B
17 1.7 GA | 850 5 0.2 0 21 O HL 458 B 1)
18 1.9 GA | 850 5 0.2 0 21 x L = ol
PRANT T o 7 OB R AR,

10 KPP OB TZ o POEEKOEE ©@:0fF. O:1 8. A5 {\ERE. x5EE

[0026]In the No.1, 7, 13 of Table 10, since the clearance of the mold during hot
pressing was less than or equal to the limit, 5 or more microcracks were observed. In
the No.6, 12, 18 of Table 10, since the clearance of the mold at the time of hot
pressing was larger than or equal to the limit, the strength unevenness occurred and
residual stress remained in the component, and 5 or more microcracks were
recognized. In the No.5, 11, 17, since the clearance of the mold at the time of hot
pressing was large, unevenness in strength occurred and residual stress remained in
the component, so that slight cracks were generated.

[Brief description of the drawings]
[0027]

FIG. 1 is an external view of a hat-shaped mold used for a working test of an
embodiment ;.
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(2) MAFHERFTOKFRENIERBILLT., BAPIOCLU T THLSZ a2 LT 55
R (1) Wit B o SMEF S M OERME T LV R Fik,

(3) MEAEBWMREL 7L ABICTEAL., BT HIBEBOX A ALV FHEOMB (707 Z
YAY BEHTAHEMOBEDL 0~ 1.8F THHZ L EREMETHIFHERE (1) F=iF ( 40
2) WM T LV RAF ik,

(4) (1) IDE (3) ODWVWTFhP»—ICRHEROBME T L AFTEZTHWVWDL I LaREET D
ZH L A ER AL,

[ 383 ©zh R ]
[000 7]

ARFEHIZCLD L, BVE, AWK, £T/7-A 1 ZTD - XHESL D IFInEd > & MR % F
ALTHM 7L ATHECI Y EMESHEREST 2203 TE, R DODKFMA R HE
A3 522 RAEA2D2LOTHD, TOTEMNERIIMRMD TR XU,
[HEEHTEZOOKEBEOFEE
[00O0 8] 50
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WICAFHOREBHBAIZ DWW TCHRAT S,

AR L7 L9, RBEHIZTELE, HILEMK., FZIFAL R, Infkd > TR E T00CLL
kiom#Eg, AR BELIELICEAM A, EARLLTCHEOMEZES L0 T, K
EHICBWTIEME, 7VARBROMERZEET D20 L35, KT &L THEEA
NHIZENLTCVWD ZENMLET, 2ODIKECEIINUESMLETCHLY, EFE L IO
1%L ETch b, P mmlc>0» i, Si. Mn, Ti. B, Cr. Mo, Al, P, S, NEDxH=
BIEMENDHFELH D, SIKETRFMICHRRE Y EHAITISHBEIF0.06~ 1% &3 5
DB EFE LV, Mn, B, Cr, Mol ANLEDH LICHFHIT 5D CEH T HHEIEMn: 0.5
~ 3%, B: 0.06%LLF. Cr: 2%LL F. Mo: 0.5%EL F &9 2008 EFE L, Ti. ALIZALE ® -
EMHROMEBAEZR EXE20OTCHEASIELHAEIETLI: 0.6% LT, AL: 0. 1%L F &9 5% 10
DB EFE LV,

[000 9]

Do X ELTIFAL AR, R0 LEZHMEREZONRL, 2o E2EMT
LRICAWS &, REoBIbgko Lk aMEl L., WMBEEZTMAET L ERHTEEL RS,

ETAIRD o T HOBRIZCOWTHRERND, A OHBMITICALRD o  #RH» -
HENLTEBY, REHEZINANLOMBEOBEBRPAR THL D, MED>ERBOMAK & L TiX
CALEERGE L, BRRBALD S SN0 EBOAEKRETIEI T 5 OICSiEEE L IZ3~ 1
5% EHSETIZHEBE N L, ZToflicdsoxEBoOMAB®EZ EhvmbEs®3xmEL L TCr, M
g. Ti. SnEXHVH . o FHEMT 52 EHABEBTH D, ZOBITIECr: 0.1~ 1%, Mg:
0.5~ 10%. Ti: 0.1~ 1%, Sn: I~ 5% S HEETDHONREE LV, RBAIZAD - B HIZIZFe 20
NAHY > L TCEAINL., ZOBIFBEH0.0656~ 0.5%ThH 5,

72 ¥, MMELHE T T X FeAl, . Fo,Als ., FegAl, Fe, Al Si%S 0 & BEMAESw R LK LG

L, ITNOoOMIIARENICITSEEE L2 BEGEZ L 2FBRICHEDIN, 2o 0MEE
EREDOLI»BR LD AS LARBEBEIVOEENBBLbLbNLEZHLO TRV, E® OMK
L L TIXAL, FeZ £ & L, Al - XWICSIZHmMUE & 212 1XSibb~ 10%FREESAH S
NDLH, THHDOLEOHMBAAEE TN, LEZED 5, TMMEOAEEL TR VAR
BITT 52 b0 5508, PETOHNIEFICHRICIIERE L 2w, MEZALZOERLELY
REBEAGLREBEBIDZINNDL OB DWW TIIFFICHAEL W,
[0010]
WIZInH O > EBOERICHODWVWTIRARNS, InFd > XHFMBITBREE 2 DML D b o 23 30
EEATBY, AEARFXINLLOMKOBHAIFAE THL DL, REXBURInR D - X B O K
LTI, MOELHIBRELEOBPFT LN S, 4Zn-0.2%A1, Zn-5%A1-0. 1%Mg. Zn-5%Al-0. 1%Mg-
S w i a A F I, Zn-T%AL-3%Mg. Zn—-11%A1-3%Mg-0. 1%Si. Zn—-55%A1-1.6%Si%, = Oizz
n=0. %A1 T®H > E LZRBICMBE T 5 2 & TIn-10%Fell BfbE R - L9200 H 5, 2
DD s X EOMBEMEEZ LD ESFES5mEEREL TCCr, Mg, Ti, SENHH, Z 1150 %
W22 &b WETCHDS, TOBICIECr: 0.1~ 1%, Mg: 0.5~ 10%. Ti: 0.1~ 1%. Sn:
I~ b%E A ST HDONREZE LW,

B, OmBELEREICIXL, 1, ', TIHZEOE&RBHEALEHnZLWE L7 =T 4
FHABSERK LGS, TN OHHIEIBRICOMLEY, HE5WVWIERRICOALELZ S ZNSL
DHEBEREDOL 2R LI A S ELABEBRPAOEENBRDbILD L O Ty, iz 40
O E L TIEHAMNZERT 2> THNEAE LEFe-AlRLEREKRT DI &EHH
D 2%, InRDoETDEHEE, MBKBIZInR, HD5WIFAIROMBIELEKT 28 160
ERLTOLAEBHOBEZH L I DO TRV,

[O001 1]

AR, InR D > EZOMNERE, Do TAlAH, BLABICOWTIERIZRET LS & O T AR
WA, Do XM ERIZIAENOg/ m U ETHDLIEREIT LY, Do XN EENEZVIFY
O NEEFOERALIEI SR, N, KEEHLICLEEBEOoOmMEESsMET B CH DL, ©
SEBOE L L C—RViHFE., BEBEEZENE L7 A - 0B, BEHELBSE LD D
L0, FEEBIENEAT Z2LEHERAELTLE>EZDHET LRV, 74— N0ELITFED
6ffi 7 o LEHEEEE S S L, BEM I 0 A — FEOMEOLTREENGFE L, ¥ A — b 50
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REEZMAEET, BWMET LT 2L 0MERMICENTZAIRD > EMROBZEICIXTA AT
H 5,
AFERHECBOWTMAFORE L FHAZHETLD>LD THO | TDIREIFT AL L, 110
OCLU T ET25, TNNEHMEIEL2ICA — AT A FEABICERET L7 DICASEEL
BHETHLD, —FNBRIEBERRTELLERPBRLLEZD, T ~OKFOEANER
W22 2082, InRfD X2 EHTLIHEESICET NN TInOMARKNINNC TH
FEY BB THEHInRERICHEBL THAROBAARE L7257 DI21000C% LB E 3 52 &
MEZT LV, X6 0®EELCiE, LREENQICTHD, FIRIEEIIZSOC L3 52 &RNE
T LW, Ac3IBEL FICMBAL TCHMNMABICHEHEEZF»LHL T L AMICEXT 5 Mz
BEMBKTLTO Y274 FBERLTLE> LB HEEZDTH D, 10
[001 2]
MBBEHRIEARKEFREZOEBUILL N ST 5, THEMBLEZLSICH#MTICKERE AT
DI TKRBZERMIELOBESEZEDLZEDTHLDL, TRIEFEZCRT T, B FEFREFE LV, &
DIFET L BRAZEER AT LD, ABICEHIAFTFOKRKSLEZICMFICAF L L TR
ALBLZILZ2ABABCHARLE, 20O FHITAKSLEWVWERGE L, &
AE@#FRzllE L CAhkSEZHEST 2N, a0 FREFI0CCET 5, vk, BREKRSE
OHMBEIZSDWVWTIEHEFORNBRALINL, ZTOHROKSEL L TEHL2ERMYTH D, FIZInE D
SEXMEETHEATHEECEIFTEIAYTICBZLNERTR IR TCDEF N, MR EXHEHICInD B
MEBKR L CInoEREMEG T2ERmICH L, 0D Inkd > THMKEZERT D L 21
EEHAIYHICBELZI~2EAT LI ENHFELY, T, Do XHELZT TR, Bo 20
EEFWHERVHAEK (M) oW THEMBAFTOKREERBARD SO CTMEAZHI T O KEE
ELRKoEOEBEBRLETH D,
[%# 1]

- *
pH?20 = exp(~ 44016~ 118.774 po}

8.314*Tdp
pH20 : /KR IEE (AFESY ) Tdp: BB (MR D)

[o01 3] 30
MEBGFHEIC DWW TRBICHEZDR T T, V7 b Fa— 7S C@BEMNMEL L. B

WO, MEMBAEEZEA L TL LW, ZTOLXOMBEELREL RV, T ALY %R

E. Rk EiKLET 5,

B 7L ARA— AT S A FHELLOMAL CBHEAMRABEEBS I LICEEAL Y, LM
BEEDODEBAEEDEENRKE W, AFBEBBPHIZBOWTERMASICEIO®RE~ LT P 10 A
BEEBLEDOBRBABANEEUN L THINT L BN EELRLIE, BRLELTI00CHBS
50CE TOEH WA ENI5C /scclh ETHBH T &N EE Ly, I 04 HI K MR
TEL, BARKEORIFRM TCIZ20C /secBEEOHAEE CLFHEDO LT U 4 K&
BETHMBAIELNSE L, HEIZEL > CIE30C/secEEONHEERN LI L 25 L& 2
LB, 40

TV ARIZEY A RERNCTFOBBR (27U 7 70 2) PEEZREATO 1L DTH DN,
ERKAICB DOV TCIZIOZ VT I ABRKREDL. O~ L.8ETHDLI ENEEE LWL, 72U 75
CABRFEWERERSWMALBELS, LIENMT s EzERMICH U BREAEL, KEW
feO A ERDIAEBMERD D EEBZLZL0D, FEHEVERASHES R Z2EMRIZH O, B
SR THRE S LN AT TEHERNICEABIS IR R CAhkERIEOBSNEEDL EEZ 20N
%,

[ = Hti 1 ]

[0014]

WICEB CERBHZ T VEMCHAT D,

(FEH B 1) 50
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I ART LMD E2HT T OHEI AnmOWLMKEEx OEFETME L, £ O
BHEINIECTET Ny PEBROEMCEE LE, 27UV T T ARKEOL IBELE LE, 0O
BNy hD 7T U EICEMme . 7 U T T A0.5mm (MWD DITEHR E A 1054T v, 7 ARIB
BIZ200fE DN — X TH IR ETEHEHEEL CHRA Y T v 27 0FBAE L -, MBEEE %R M
KEMLUEZEBER{LFENICHEAT DS IL TITo7, 900CFE TOHIERKREBIZIZEAS., Frs 7
L AETCORRBIZHION ¢, 71 REBIEERHNGBOCE 7=, GHIEM cITv, 700C
MH3BOCETCOEYBHAEEIZAOOCC/ B TH o7z, MEAEZHELELWM NI Ty 7 OFEEEK2ITR
9, B, Ny kB E —HOUWHULMEBEIORFTE y I —X@EEZWMELEZLE A, &
TONKRBEIZEB W Ty : 410~ 5100 &EHFIWZH YV . i~ Ar 7T ¥ 14 FHEELZRLE, £
BEE 7L ARBIICITIALOMROELEICITEMASESRAEL 2,

EMEH 1 ONo. SITBAEADBDE W DI/ T v 7 BB EFREAE L7, No. 1L No. 32
KEEP WA E T/, WM/ 79y 7B EERTL I,

[001 5]
[ £ 1]
# 1
55| C Si | Mn P S Al N Ti Cr Mo B
A 1015|011 | 21| 001 [0.004] 0.03 |0.004}| 0.02 | 0.4 | 0.0l | 0.003
B j0.21] 0.2 09] 002 |0.005]|0015]|0.005]| 001 | 09| 0.4 0.004
C 1027 |0.15]|0.88| 0.01 | 0.002| 0.02 |0.004 | 0.02 |0.23| 0.5 0.003
[% 2]
#=2
&= | IRE PR IERF INELTE R i U
(C) FI(43) KFE | R | BEHE DIEE
(vol%) (°C) (vol%)
1 A 950 1 5 8 0.01 Jay AR
2 A 900 1 0.1 2 0.3 ©) AZE IR B
3 B 800 2 2 -10 0.5 O 23 BR 151
4 B 850 3 0.5 0 21 © A FE B B
5 C 1000 1 0.1 -30 21 © A F B (5]
6 C 850 5 0.05 2 21 © A FE )
7 A 900 10 0.07 6 21 © A FE B 1)
8 B 850 8 0.1 13 21 x e 03]
9 B 850 5 0.2 0 21 © A5 H
10 C 850 2 0.1 -10 21 © A B ]
BN T o OFEAEFE AR

10 AF DR NIZ o rOBHEDOEST ©:0E. O: 1. A:5 {EFRE. X5 EMUE

(2= 2)
[0O01 6]

B OMRILE, BELEEZREZ, RIWART LI RMARSOEEMMK (KEL 1nn) %
MBLE L THEMAMID ~ X X297 o7, B@A D > X 12X - BXFEX A 7° OF A2 %
AL, D>oX®% IV ATVALA L 7HETH > XfEREL @S0/ m  ICHFHE L., £ 0ikE A
Lz, ZTOBEDHD > EWMEE L TIEAL-10%Si-2%Fe, IR IZ660C TH o7/~ , o DFeld

10

20

30
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Do XZHBUCRA NIy T LER SN AEARATBOLO THED, Do XHABEXTRD - XER
KBRBICTho7e, ZTOXHSCLTHELLEE/MAID S THREZEExORMHTMHEL, =D
BEINKICTEY Ny VEROEM OB LEZ, 2V 7 I 2R EEOLIKEE LEZ, 0
oy b7 TP EICEmme . 7 U T T A0 bnm (WD) D ITHR & 2 10847, TH %8
BIZ2005 DO — N TH R ETHWEHEE L THR/INY F v 27 OF 8 E LTz, NEXEE % 5
SBEMLEIFBERKFERNICHEAT LS LE TITo7, 900CETCOFERBIZITE4S. Frb 7
L AETCORBIEMNION T, 71 2HBEEEINTBOCHE -7, HHIEE® TITVv, 700C
M B350CE TOFEWHmEIZIOC/ B Thoie, MBELEELWANT Z7 v s OHFERZEK 4R
F. B, Ny PEBEE O HUMEIOeI T vy —XRWEHEIZHELEL IS, £
TOHOKBEIZBW THY : 4110~ 5100 &HFHICH 0, Hiz~ 15 oV 4 FEBEEZRLE, £7-
BB 7L ABICIE N OO REICITERABEEIEAEL 2o,

[001 7]
[% 3] .
# 3
C Si Mn P S Al N Ti Cr Mo B

0.22 10.21 [ 1.20 | 0.02 | 0.003 | 0.027 | 0.003 | 0.002 {0.18 | 0.02 | 0.0018

[% 4]
&4
HE | WE | RERR AR R L UNT A
§®) (53) KR A | BBER DEE
{vol%h) C) (vol%)
1 800 .5 0.01 2 0.3 © A5 B
2 500 3 0.02 1 0.5 © A58 B 5
3 1000 2 0.1 3 0.8 © A5 8147
4 1100 2 N.D. 1 1 © AZE B
5 900 2 10 0 0.01 X e 3t
6 900 2 4 1 0.01 N K38 A B
7 900 2 1 -1 0.01 © 3% 815
8 900 2 0.1 15 0.01 X L #45)
9 900 2 0.1 6 0.1 @ A I B
10 900 2 0.05 2 0.1 © A% B )
11 900 2 2 -20 0.5 O ARG
12 900 2 0.01 7 21 © A FE B 5
13 900 2 0.01 1 21 © A FE B 451
14 980 8 0.01 1 21 © 738 BH 451
15 1050 5 0.01 1 21 © A3 B )
16 900 10 5 6 0.06 A A ZEBH )
WD DOFEATES

10 RFOBNIZ9rDBEDEE ©:0ME. O: 1. A5 EKE, X5 @

[001 8]
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FALRT IS MARTEIELCEEICLIVMATICEBAT IASZTENLELL THA Y
Ty J T DREZENENT D, KEFEBEBENLI0vol%®DNo. 5, # R M 15°C ® No. 8IZ [ 51
Lbor Sy rsrBAERBOONEL, KFEE, BELz VD22 T7 I v 7 O34T
fil T AL TWL< A, No.6, 11, 16O K IBRFEITIETBET O T v 7 BmHELELIE,

( 3 H 51 3)
[Oo01 9]

ROWTAT LI RWK ST EZE T HDREL AmmD G KR 2 AW TH %~ OZnHRk H - & &
WL, ZTDOEEODoXHBEBNT, WIREEGIZTT, ZHEHDInHRD > XMKEMHE
AL CERF 1L EEZFIC Ay PREZITO, ITHREMTEOHB/NT F v 7 DAY K5 & # 2
L7, ZOROMBESEMEL 7 Ty 7 BERNOBREXR 7IZTT ., AT S TIT v, 70 10
0C2 5 350CETHLEHBEIZ20C/B Th -7, EFMH 1 & FEEICELEE % O @l g%
WMELEZEIA, £ THv: 410~ 5100 HICH D, HE b~ L7 ¥ A4 PEHBEET T LT, =
AT L ARICITING DMK OEXTIZITBALGENIEA LT,

[002 0]
[% 5]
#* 5
BB | C Si | Mn P S Al N Ti Cr | Mo B
A |0.15] 0.1 | 2.1 | 0.0l [0.004 | 003 |0.004| 002 | 0.4 | 0.01 | 0.003
B 0200209 ] 002 |0.005]0.015]|0005] 00l { 0.9 | 04 0.004 20
C 10.27 |0.15]0.88 | 0.01 | 0.002 | 0.02 | 0.004 | 0.02 |0.23] 05 0.003
[# 6]
#6
5 oS 1 &) 5 B(g/ i) WIR(C)
Gl Zn—0.2%Al 85 460
GA Zn—-10.5%Fe 70 460
GL Zn—55%Al-1.6%Si 75 610
GAM Zn—6%Al-3%Mg 65 420 30
GAMS |  Zn-11%Al-3%Mg—0.1%Si 80 430
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[#% 7]
#£7

EHS | W | ok | BE PR IERF ANEAGR B R [ G e B

(C) EilCs)) KF | BR | BEBER DIEE

vol) | CC) | (vol%)

1 A Gl 950 1 5 8 0.01 JAN A5 B 4
2 A GA 900 1 0.1 2 0.3 © A< 5E BH 5
3 B GL 800 2 2 -10 0.5 @ A
4 B GAM 850 3 0.5 0 21 © A F B 1)
5 C | GaMs 1000 1 0.1 -30 21 ©) AZE Y 5]
6 C Gl 850 5 0.05 2 21 © AZE B 5
7 A GI 900 10 0.07 6 21 © A FEER
8 B GA 850 8 0.1 13 21 X S
9 B GA 850 5 0.2 0 21 @ 58 R )
10 C GL. 850 2 0.1 -10 21 © A3 B 4
TN T oI DFAEFESR

10 SO T T rORENEE ©:0E, O:1{8. A5 (B, x5 @l

[Oo 0O 2 1]

EWH 1, 2 LRELICET ONoBIZTTEABBE WD /NT T v 7B AE LI, No.l
C3EAKEFEEND ALV L REVVED, WA Ty IR BFETERAELE, FENo.o 1l - JER
FRENDEOVZDIZ, FIWTOInORBILEDS FNDFIL, MREFEBHOS/ALANED L ILE

(=58 Wl 4)

[002 2]

BEOBRE, BIETREZELZ, RSIECTAT X ZRHME S OBEMMK (RKEL 4nn) % 44
BB L THWE, 0 —HIXEMALD &, FLLEFEMInFZDo &ML, B o X
TMBILIF- BLF XA 7 OFTA 0 EFAL. DX T A A B FHETHD o X4

il

i

BEZHE L, O0RGBALZDoEHNBHITARAD - EE R BT Thotz, - &L WK

. IR A FE I T,
[

0023]
[% 8]
#* 8
C | Si[Mn]| P S Al N Ti | cr | Mo B

0.22 ]0.21 ] 1.20 | 0.02 | 0.003 | 0.027 | 0.003 | 0.002 | 0.18 | 0.02 | 0.0018

[ % 9]
F9
w5 ¥ > EFH AY Rt & B(g/nd) BIECC)
AL Al-10%Si~2%Fe 80 660
Gl Zn—0.2%Al 85 460
GA Zn—-10.5%Fe 70 460
[O00 2 4]
IO L THBULULZMEZME DX TMEAL, ZO0BF 1IHIC TS Ny FERD
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M TEHRE L, BB 7 LVARABEOZ TS RARERLIOWCET, OH% Ny b7 5P
Wizbmme . 7 U T Z A0 bnm (@ |l) DFTHR & 2 10581T v, THRBEIZ205 D/ — 2T
THEBZEHB LK D vy s 0F8KHAEL L, bD?f&bi%ﬁﬂ%E?%ﬁﬂHﬁﬂ L7ZEXFWN
AT H T & TITol, 900CECORIERBERIFFEA4S., Fhrhro 7V RAFETCORHBEIZHN
10FF T, 7L ZBIEEEXNTI0CTE o 72, {Aiﬂi/\ﬂ‘”(‘\ﬁw\ 700°C 7 & 350°C F T D FE
WHEEEFAOOC/ B TCho7n, MBAEH LMD 7 7y 7 0FLEZRLOOICAT, B, /Ny
PR O LA EIOkgf CE vy VP —2@BELZHUELEZ LIS, ETOKEBEZBD
THv: 410~ 5100 &I H D | HEIT~ VT o 4 PEABE = L 7=,

[002 5]
[£1 0] 10
10
& | LR | wox | H | BRE MAEHE ol E"f;‘gfé
= TD & B | PSRl | kFE | BE | BE | FTv7
TVTFZo A Oy | (3 | (vol%) | (Cy | (volw) | DFAE
(FRJZ )
1 0.8 EE | 900 3 0.02 1 0.5 X BY a3l
2 1.0 ¥EE | 900 3 0.02 1 0.5 © AY FFRAGY
3 1.1 EE | 900 3 0.02 1 0.5 © A9 A3 B 50
4 1.4 EE | 900 3 0.02 1 0.5 © AY A FE B G
5 1.7 EE | 900 3 0.02 1 0.5 @ 119 AFERHH
6 1.9 ME | 900 3 0.02 1 0.5 X Y A
7 0.8 GI 900 10 0.07 6 21 X L Rt
8 1.0 GI | 900 10 0.07 6 21 © L ¥ W)
9 1.1 Gl | 900 10 0.07 6 21 © L A% BA )
10 1.4 Gl 900 10 0.07 6 21 © L 78 B4
11 1.7 Gl | 900 10 0.07 6 21 O L A FEHF
12 1.9 Gl | 900 10 0.07 6 21 x i Feig %0
13 0.8 GA | 850 5 0.2 0 21 x L ey
14 1.0 GA | 850 5 0.2 0 21 © =L A FE B4
15 1.1 GA | 850 5 0.2 0 21 © HEL AE B )
16 1.4 GA | 850 5 0.2 0 21 © HEL A3 B )
17 1.7 GA | 850 5 0.2 0 21 @) L A6 B 441)
18 1.9 GA | 850 5 0.2 0 21 x L e
WarINT T OB TR
10 EF ORI F o rOEKOEE ©:01E, O:1 {8, A5 @k, x5 @l L 40
[00 2 6]
F1O0DONo. 1, 7, 13ZEBM ALV RAEOEMO 7 V75 ZABHIBU T Th -7t
S L EDOEANT Ty s RO BN, F1 0DNo. 6, 12 | I8IZERM L 2O &R
DI UVT T UAPHEHRBUETCH oL, BMEDOLBNAEL CTEHENIZEASNNE- TS5
WU LELOWANY 5 v 7 B@BDLIALE, No.b, 11, 1TEEAM 7LV 2ABoL&B 027 )7 5
AMRED CTCHLoTLOBMEDOLRAEAC TCHEANICEEN IR ELSEREZ RT ZD ., #MA
7Ty IR FEFTREL L,
[ B oot 3 72 7 89 ]
[002 7] 50
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1
Specifications
Method for Hot Forming and Hot-Formed Members
Field of Technology

This invention concerns hot-formed members, including mechanical structural parts, such as
automobile body structural parts, suspension parts, etc., and a method for hot forming which is
used in manufacturing them. More specifically, this invention concerns hot-pressed members and
a hot-pressing method for that purpose.

Below, this invention will be explained by using hot-press forming as an example, but this
invention can also be applied to hot-forming methods other than press forming, such as roll
forming, forging, etc.

Prior Art

In recent years, in order to reduce the weights of automobiles, efforts have been made to
increase the strengths of the steel materials by giving them tensile strengths of 590 MPa or
higher, for example, and reducing their weights. In this kind of trend, as the strengths of the thin
steel plates that are widely used in automobiles have been increased, their press-forming abilities
have decreased, and it has been difficult to produce complex shapes. Specifically, as their
strengths have increased, their ductilities have decreased and fractures are caused in places which
have high degrees of working. The spring-back and wall camber have become larger, and the
problem of worsening dimensional accuracy has arisen.

Therefore, in the case of steel plates with high strengths, especially ones with tensile
strengths of 780 MPa or higher, it is not easy to produce parts by using press forming as a
method of cold working. These high-strength steel plates can be worked by using roll forming
instead of press forming, but roll forming can only be employed with parts which have uniform
cross sections in the longitudinal direction, so that the shapes of the products to which it can be
employed are limited.

On the other hand, as disclosed in UK Patent No. 1490535, in a hot press method in which
heated steel plates are press formed, the steel plates are heated to high temperatures so that the
steel plate material is softened and becomes highly ductile. As a result, complex shapes can be
formed with good dimensional accuracy in the heated state. Furthermore, by the method of die
cooling, that is, heating the steel plates to the austenitic temperature range and quenching them in
dies, increasing the strengths of the plates by martensitic transformation, that is, hardening, can
be accomplished at the same time.
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However, when die cooling is used in the hot press method, the quench hardness of the
material is in the range of Hv 400-490, which is insufficient, in the case of 0.2% C materials. In
addition, there is the problem that the hardness of the material has an extremely large dispersion.

A hot press technique which was developed by the Swedish company Plunger was disclosed
in Advanced Materials & Processes, Vol. 146, No. 6, 12/94, p. 16. In this technique, the die
quenching is done starting from 980°C. The die temperature is assumed to be in the range of
room temperature to several tens of °C, since it is not stated that the die is heated in that
disclosure.

In the Japanese Unexamined Patent Application Heisei 8 [1996]-269615, rapid-quenching
hot rolled steel plates are disclosed containing C: 0.18-0.30%, Si: 0.01-1.0%, Mn: 0.2—-1.5%, P:
<0.03%, S: <0.02%, sol. Al: <0.08%, Cr: 0.1-0.5%, B: 0.0006—-0.0040%, and N: <0.01%, and in
some cases also at least one of Cu: <0.5%, Ni: <0.3%, and Ti: 0.01-0.05%, with the remaining
content being iron. These steel plates are given high strengths by high-frequency quenching after
they have been cold worked.

Disclosure of the Invention

This invention provides hot-formed members which can be produced from high-strength
steel plates by using a hot-forming method and which also have stabilized strengths and
toughnesses, as well as a hot-forming method for producing them.

More specifically, this invention provides hot-pressed members, including mechanical
structural parts, such as automobile body structural parts, suspension parts, etc., and a method for
hot pressing which is used in manufacturing them.

By means of this method, it is possible to produce hot-formed members that also have
stabilized strengths and toughnesses from hot forming; in this method, when the members are
cooled after forming, for example, when they are die-cooled, the average cooling rate in the
temperature range below the Ms point (the temperature at which martensite begins to be formed
from austenite) is kept within a specific range.

In one embodiment, this invention concerns a method of hot forming in which a steel plate
that has a composition essentially containing C: 0.15-0.45%, Mn: 0.5-3.0%, Cr: 0.1-0.5%, Ti:
0.01-0.1%, B: 0.0002—-0.004%, Si: <0.5%, P: <0.05%, S: <0.05%, Al: <1%, and N: <0.01%, as
well as one or two or more of Ni: <2%, Cu: <1%, Mo: <1%, V: <1%, and Nb: <1%, with the
remaining content being Fe and unavoidable impurities, is heated and kept at the Acs point or
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higher, after which it is formed to the final product shape. By means of this invention, during the
forming or when the material is cooled from the forming temperature after forming, a quenching
process is performed in which the cooling rate to the Ms point of the formed member is at or
above the critical cooling rate, and the average cooling rate from the Ms point to 200°C is 25—
150°C/sec. Furthermore, in this invention, the term “critical cooling rate” means the upper
critical cooling rate.

In another embodiment, this invention concerns hot-formed members that have been formed
from a steel plate which has the aforementioned steel composition. These hot-formed members
have a hardness after the hot forming which is less than the maximum quench hardness — 10 and
equal to or greater than the maximum quench hardness — 100.

In a favorable embodiment of this invention, the hot forming is hot-press forming which is
performed by using a die for press forming.

By means of this invention, it is possible to make hot-press members which have both
stabilized strength and toughness. Therefore, this invention contributes greatly to expanding the
applications of high-strength steel plates as a material for press-formed members.

Simple Explanation of the Drawings

Fig. 1 is a schematic explanatory drawing of the hot-forming method.

Fig. 2 is a schematic drawing which shows the shape of a test piece for measuring the critical
cooling rate.

Detailed Explanation of the Invention

The reasons for employing the aforementioned steel composition and forming conditions in
this invention are as follows. In this invention, “%” in the steel composition, that is, the chemical
composition of the steel, means “wt %.”

1. Composition of the base steel plate
C:0.15-045%

Carbon (C) is an extremely important element which raises the hardening ability of the steel
plate and principally determining its strength after hardening. Furthermore, it is an element
which lowers the Acs point and furthers the lowering of the hardening treatment temperature.
However, if the C content is less than 0.15%, its effect will be insufficient, and if it exceeds
0.45%, there will be a deterioration in the toughness of the hardened parts. The lower limit of
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the desirable C content is 0.16% and its upper limit is 0.35%.
Mn: 0.5-3.0%

Manganese (Mn) is an extremely effective element for raising the hardening ability of the
steel plate and stabilizing and maintaining its strength after hardening. Furthermore, it is an
element which lowers the Acs point and furthers the lowering of the hardening treatment
temperature. However, if the Mn content is less than 0.5%, its effect will be insufficient, and if it
exceeds 3.0%, there will be a deterioration in the toughness of the hardened parts. The range of
the desirable Mn content is 0.8-2.0%.

Cr: 0.1-0.5%

Chromium (Cr) is an effective element for raising the hardening ability of the steel plate and
stabilizing and maintaining its strength after hardening. However, if the Cr content is less than
0.1%, its effect will be insufficient, and if it exceeds 0.5%, its effectiveness will be saturated and
a useless increase in cost will be invited. The range of the desirable Cr content is 0.15-0.30%.

Ti: 0.01-0.1%

Titanium (T1) is an effective element for raising the hardening ability of the steel plate and
stabilizing and maintaining its strength after hardening. However, if the Ti content is less than
0.01%, its effect will be insufficient, and if it exceeds 0.1%, its effectiveness will be saturated
and a useless increase in cost will be invited. The range of the desirable Ti content is 0.015-
0.03%.

B: 0.0002-0004%

Boron (B) is an important element for raising the hardening ability of the steel plate and
further raising the stabilizing and maintaining of its strength after hardening. However, if the B
content is less than 0.0002%, its effect will be insufficient, and if it exceeds 0.004%, its
effectiveness will be saturated and an increase in cost will be invited. The range of the desirable
B content is 0.0005-0.0025%.

Si: <0.5%. P: <0.05%. S: <0.05%, Al: <1%, and N: <0.01%

All of these elements are also effective in raising the hardening ability of the steel plate and
raising the stabilizing of its strength after hardening. However, if their contents are above the
respective upper limits mentioned above, their effectiveness will be saturated and cost increases
will be invited.

1 or 2 or more of Ni: <2%. Cu: <1%., Mo: <1%. V: <1%. and Nb: <1%
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All of these elements are also effective in raising the hardening ability of the steel plate and
raising the stabilizing of its strength after hardening; therefore, 1 or 2 or more of them are
contained in the composition of the steel plate. However, even if their contents are above their
respective upper limits, the effectiveness will be small and useless cost increases will be invited.
Therefore, the contents of these alloy elements are made within the aforementioned ranges.

The steel plate which is used in this invention is heated to the austenite temperature range
and an austenite transformation is caused when it is heated before the forming; therefore, its
mechanical properties at room temperature before the heating are not important and its metal
structure before the heating is not particularly limited. Consequently, the basic steel plate that is
used may be a hot rolled steel plate, cold rolled steel plate, or plated sheet steel, and the method
for producing it is not particularly limited. Examples of the plated sheet steels are aluminum-
based plating steel sheet (that is, aluminized and aluminum alloy plating steel sheets) and zinc-
based plating steel sheet (that is, zincified and zinc alloy plating steel sheets). The plated steel
sheets may be electroplated steel sheets or molten plated sheet steels. Moreover, alloyed hot dip
galvanized steel sheets may also be used.

2. Heating conditions and holding time

In the die cooling at the time of the hot pressing, in order to perform the hardening treatment
after forming the formed members, that is, the hot-pressed members, the base steel plate must
first be heated to the austenite temperature range and put into the austenite phase. For this, it is
heated at or above the Acs point and held for 1 minute or more at this temperature under the
ordinary conditions. No particular upper limit is set for the holding time, but it is desirable for
the upper limit to be about 10 minutes, considering the efficiency of the actual production.

3. Cooling rate at the time of the hot pressing

The cooling rate during the hot pressing (in the die) or after the hot pressing (after
deforming) is a parameter which plays an extremely important role in obtaining stabilized
strength and toughness in the hot-pressed members.

In order to give the hot-pressed members stabilized strength and toughness, it is not essential
to make the structure after the hot pressing a complete martensite structure, but rather to make it
an auto-tempered martensite structure. In order to make this auto-tempered martensite structure,
in the cooling step during or after the hot pressing, it is cooled to the Ms
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point at a cooling rate at or above the critical cooling rate, so that a diffusion transformation does
not occur, and in the temperature range from the Ms point to 200°C, it is cooled at a slow cooling
rate, that is, an average cooling rate of 25-150°C/sec. By performing this kind of cooling, the
tempering is performed at the same time that the martensite transformation occurs; therefore,
there is little variation in strength and a martensite structure with excellent toughness is obtained.
Desirable cooling rates from the Ms point to 200°C are in the range of 30-120°C/sec.

4. The method of forming in the hot-pressing method

Shapes of the forming in the hot-pressing method include bending, drawing, stretch forming,
hole expansion, and flanging. Furthermore, if a means for cooling the steel plate simultaneously
with or immediately after the forming is provided, this invention may also be applied to forming
methods other than hot pressing, for example, roll forming.

5. Hot-pressed members

The members which are produced by the hot-pressing method described above have
tempered martensite structures with little variation in strength and excellent toughness.
Moreover, since the strength obtained is the strength of the tempered martensite structure, the
hardness is lower than the hardness (Hv), that is, the maximum quench hardness — 10, and since
they are not excessively tempered, it is equal to or greater than the maximum quench hardness —
100. If the value of Hv becomes higher than the maximum quench hardness — 10, the toughness
will be lowered, and if it is less than the maximum quench hardness — 100, the strength will be
lowered. Desirable values of Hv are in the range of less than the maximum quench hardness — 20
or lower and the maximum quench hardness — 80 or higher.

Here, the “maximum quench hardness” is the hardness that is obtained when a water-cooling
treatment is performed after the material is kept for 10 minutes in a salt bath heated to 900°C.

6. The method of cooling at the time of the hot-press forming

Ordinarily, since steel dies are kept at room temperature or several tens of degrees Celsius,
cooling of the formed members is accomplished by these steel dies when hot-press forming is
done. Therefore, in order to change the cooling rate, it is understood that the die dimensions may
be changed and the thermal capacity changed.

Moreover, the cooling rate can also be changed by changing the die material to a dissimilar
metal (for example, copper, etc.). Moreover, if the die dimensions or material are not changed,
the cooling rate can also be changed by changing the quantity of cooling water, when a water-
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cooled die is used. In this case, also, the cooling rate of the press-formed members can also be
changed by, for example, using a die which has a number of grooves cut in it beforehand and
causing water to flow through the grooves during the pressing, or raising the pressing machine
during the press formation and causing water to flow between the dies.

Therefore, the following means are considered for changing the cooling rate before and after
the Ms point:

(1) transferring to a die with a different thermal capacity or a room-temperature die
immediately after the Ms point is reached;

(2) in the case of using a water-cooled die, changing the quantity of water flowing in the die
immediately after the Ms point is reached; and

(3) changing the quantity of water flowing between the die and the member immediately
after the Ms point is reached.

Working Examples

The following working examples are examples of this invention, but the invention is not
limited in any way by them.

In these examples, steel plates (1.0 mm thick) with the composition shown in Table 1 are
used as the base steel plates. These steel plates were made by hot or cold rolling slab ingots
which were made in the laboratory. Furthermore, for steel No. 2, hot dip galvanizing (60 g/m? of
Zn adhering per side) was performed, after which an alloying treatment was performed (Fe
content in the plating film 15 mass %).

These steel plates were cut into pieces 40 W x 60 L (mm) and heated at 900°C x 5 minutes in
a furnace with an air atmosphere, after which they were removed from the furnace and hot-press
forming was performed immediately thereafter with a flat plate steel die. For steel No. 2, the hot-
press forming was performed by changing the cooling conditions (tests Nos. 2, 5, and 6).

The Vickers hardnesses of the hot-pressed members that were obtained were measured (load
9.8 N, number of measurements: 5). Moreover, the cooling rates after the press forming were
measured by attaching thermocouples to the steel plates. The cooling rates were primarily
changed by changing the die dimensions.

Furthermore, for test No. 2, the cooling rate was adjusted by injecting water between the dies
immediately after the steel plate temperature reached the Ms point.
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The maximum quench hardness was taken to be the hardness that was obtained when a
water-cooling treatment was performed after the material was kept for 10 minutes in a salt bath
heated to 900°C.

Table 2 shows the results that were obtained, in terms of the Acsz points, Ms points, and
critical cooling rates of each kind of steel, which were measured by the following methods.

Cylindrical test pieces 3.0 mm in diameter and 10 mm long (Fig. 2) were cut from the hot-
rolled plates and heated in air to 950°C at a temperature rise rate of 10°C/sec. After they were
kept at this temperature for 5 minutes, they were cooled to room temperature at various cooling
rates. The Acs and Ms points were measured by measuring the changes in the thermal expansions
of the test pieces during the heating and cooling. Moreover, the Vickers hardnesses (load 49 N,
number of measurements: 5) of the test pieces that were obtained were measured, and their
structures were observed, and the critical cooling rates were estimated from these results.

Table 1

Steel Chemical composition (mass %; remainder: essentially Fe)
No. C Si | Mn P S Cu [ Ni Cr [Mo | V Ti | Nb [ Al B N

1 0.16 [ 0.02 [ 1.36 | 0.019 | 0.004 [ 0.01 | 0.01 | 0.19 — 1001 ]0.03 — 0.06 | 0.0013 | 0.008

2 021 [ 025 [ 1.20 [ 0.008 | 0.002 [ 0.01 [ 0.02 [ 020 | - ]0.01 | 0.02 | 0.01 | 0.05 [ 0.0007 | 0.005

3 0.33 [ 0.11 [ 1.53 | 0.001 | 0.001 - - 020 | - - 0.02 - 0.04 | 0.0015 [ 0.001

4 0.42 ] 0.11 | 1.51 | 0.001 | 0.001 - - 0.20 ] 0.01 - 0.02 - 0.04 ] 0.0014 | 0.001

Table 2
Critical | Me3ured | Average .
Ms . cooling coolin Hardness | Maximum
Acs ' cooling g .
Test | Steel . oint rate to Ms | pate from | after hot quench Die size
point |P rate ) . Notes
No. | No. cc) | O (°Clsec) point Ms point | Ppressing | hardness | (tx W xL mm)
(°Clsec) | t0200°C HV) HV)

1 1 860 (450 25 60 40 418 461 50 x 400 x 400

2 2 823 410 17 60 100 451 501 50 x 400 x 400™! Working

3 3 823 (390 10 60 40 560 652 50 x 400 x 400 Examples

4 4 785 (370 10 60 30 683 750 50 x 400 x 400

5 2 823 (410 17 60 227 390 501 50 x 50 x 400 Comparison

6 2 823 (410 17 60 200" 500 501 50 x 50 x 40072 Examples

*1 Water injected between dies immediately after the Ms point
*2 Pressing machine raised immediately after the Ms point and test pieces immediately put into a water bath
*3 Conditions outside the range of this invention

POSCO ExAib#ldd07aD&£02016
Filed with Petition for IPR of U.S. Patent N&?@&7(389&881430



TRANSLATION
WO 2004/106573 PCT/JP2004/007654

In Tests Nos. 14 in these examples of the invention, since the average cooling rate from the
Ms point to 200°C was correct, the hardnesses obtained were lower than the maximum quench
hardness — 10 and higher than the maximum quench hardness — 100.

In Test No. 5, a comparison example, the cooling rate was above the critical cooling rate but
the average cooling rate from the Ms point to 200°C was slow; therefore, sufficient hardness was
not obtained. Moreover, in Test No. 6, another comparison example, the average cooling rate
from the Ms point to 200°C was too rapid; therefore, it was too hard. Here, the meaning of “too
hard” is not that the absolute value of the hardness was high, but that it was near the maximum
quench hardness.

In the case of the steel plate of Test No. 2, an example of this invention, the plate was heated
at 900°C x 5 minutes in a furnace with an air atmosphere, removed from the furnace and hat-type
hot-press forming was performed [blank size: 1.0 T x 80 W x 320 L (mm)].

A schematic drawing of the hat-forming method used in this case is shown in Fig. 1. The hot-
press forming conditions used were: forming height 70 mm, Rd (die shoulder R) 8 mm, Rp
(punch shoulder R) 8 mm, clearance 1.0 mm, and blank holding force 12.7 kN.

Moreover, the Vickers hardnesses were measured in the bottom punch part, middle side wall
part, and flange part of the hot-press formed member (load 9.8 N, number of measurements: 5).
The cooling rates at these locations were measured by attaching thermocouples at each location.
The results are shown in Table 3.

Table 3
Average cooling rate Hardness after hot pressing
from Ms point to 200°C (HV)
(°C/sec)

Bottom of 55 460

punch
Center of 100 471
side wall

Flange 120 480

Since the average cooling rate from the Ms point to 200°C was correct in each location, good
hardnesses were obtained. Moreover, it can be seen that the variation in hardness within the same
member was small.
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10

Claims

1. A method of hot forming which is a method in which steel plates having essentially the
steel compositions of C: 0.15-0.45%, Mn: 0.5-3.0%, Cr: 0.1-0.5%, Ti: 0.01-0.1%, B: 0.0002—
0.004%, Si: <0.5%, P: <0.05%, S: <0.05%, Al: <1%, and N: <0.01%, as well as one or two or
more of Ni: <2%, Cu: <1%, Mo: <1%, V: <1%, and Nb: <1%, with the remaining content being
Fe and unavoidable impurities, are heated and kept at a temperature of the Acs point or higher,
after which they are formed to the final product shape; moreover, when they are cooled from the
forming temperature during or after the forming, the cooling rate to the Ms point of the formed
member is at or above the critical cooling rate and a quenching treatment is performed in which
they are cooled at an average cooling rate from the Ms point to 200°C in the range of 25—
150°C/sec.

2. The method of hot forming in Claim 1 in which the aforementioned forming is performed
by using a press-forming die.

3. The method of hot forming in Claim 1 or Claim 2 in which, after the aforementioned
forming is performed by using a die for press forming, the cooling is performed by injecting
water between the dies.

4. Hot-formed members, characterized in that they are constituted from steel plates which
have essentially the steel compositions of C: 0.15-0.45%, Mn: 0.5-3.0%, Cr: 0.1-0.5%, Ti:
0.01-0.1%, B: 0.0002—-0.004%, Si: <0.5%, P: <0.05%, S: <0.05%, Al: <1%, and N: <0.01%, as
well as one or two or more of Ni: <2%, Cu: <1%, Mo: <1%, V: <1%, and Nb: <1%, with the
remaining content being Fe and unavoidable impurities, and their hardnesses after the hot
forming are Vickers hardnesses which are less than the maximum quench hardness — 10 and
equal to or greater than the maximum quench hardness — 100.

5. Hot-formed members of Claim 4 in which the aforementioned hot forming is hot-press
forming.
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~f" (57) Abstract: A method for hot forming, wherein in the cooling step of hot pressing, a formed product is first cooled at a rate of a
critical cooling rate or higher down to the Ms point thereof and then cooled at a rate of 25 to 150°C/s from the Ms point to 200°C;
and a hot pressed member which has been formed by the method and has a Vickers hardness of less than (the maximum quench
hardness - 10) and (the maximum quench hardness - 100) or more. The hot pressed member is manufactured from a high strength
steel sheet by means of hot pressing and exhibits a stable strength and toughness in combination.
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Replacement drawing sheet(s) including the correction is required if the drawing(s) is objected to. See 37 CFR 1.121(d).

Priority under 35 U.S.C. § 119
12)(J Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f).
Certified copies:

a)lJ All b)(J Some** ¢)J None of the:
1.[J Certified copies of the priority documents have been received.
2.0 Certified copies of the priority documents have been received in Application No.

3.0 Copies of the certified copies of the priority documents have been received in this National Stage
application from the International Bureau (PCT Rule 17.2(a)).

** See the attached detailed Office action for a list of the certified copies not received.

Attachment(s)

1) Notice of References Cited (PTO-892) 3) [ Interview Summary (PTO-413)
Paper No(s)/Mail Date
4) [J Other: _

2) Information Disclosure Statement(s) (PTO/SB/08a and/or PTO/SB/08b)
Paper No(s)/Mail Date 06/04/19 and 06/04/19.

U.S. Patent and Trademark Office
PTOL-326 (Rev. 11-13) Office Action Summary Part of Paper No./Mail Date 20190708
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DETAILED ACTION
Notice of Pre-AIA or AIA Status

The present application is being examined under the pre-AlA first to invent provisions.

Information Disclosure Statement
The information disclosure statements (IDS) submitted on 4 June 2019 were considered
by the examiner.
Claim Rejections - 35 USC § 112

The following is a quotation of 35 U.S.C. 112(b):

(b) CONCLUSION.—The specification shall conclude with one or more claims particularly pointing
out and distinctly claiming the subject matter which the inventor or a joint inventor regards as the
invention.

The following is a quotation of 35 U.S.C. 112 (pre-AlA), second paragraph:

The specification shall conclude with one or more claims particularly pointing out and distinctly
claiming the subject matter which the applicant regards as his invention.

Claims 25-47 are rejected under 35 U.S.C. 112(b) or 35 U.S.C. 112 (pre-AlA),
second paragraph, as being indefinite for failing to particularly point out and distinctly
claim the subject matter which the inventor or a joint inventor, or for pre-AIA the
applicant regards as the invention.

Claim 25 is directed to a precoated steel product having a precoating with “a controlled
thickness to create a precoated steel strip heat treatable to form a coating” having an
interdiffusion layer, intermediate layer, intermetallic layer, and a superficial layer wherein the
coating has a thickness greater than 30 micrometers and the interdiffusion layer is less than 15

micrometers. It is unclear as to the precoating that would meet these limitations.
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It is noted that the layers of the interdiffusion layer, intermediate layer, intermetallic
layer, and superficial layer are not defined by the claims. It is not clear what distinguishes each
of these respective layers.

Additionally, the claimed product is not the product having the layers set forth in the
instant application. Rather, it must merely be capable of forming such layers. The method of
producing the resulting product is not limited beyond that precoated steel strip is heat treatable. It
is unclear what structure of the precoating is necessary in order to achieve these claimed layers
within a final product. For example, it is unclear if it is an issue of a thickness of the layers,
directed to a structure of a precoating based on a particular deposition method or processing
conditions, or some other type of factor.

Therefore, the metes and bounds of the instant claims cannot be determined. It is unclear
what precoating product would or would not fall within the scope of the instant claims. For the
purposes of examination, the Office is unable to determine the scope of these claims.

Claims 26-47 depend from claim 25 and incorporate the limitations therein. Therefore

these claims are rejected for the reasons set forth above in regards to claim 25.

Conclusion
Any inquiry concerning this communication or earlier communications from the
examiner should be directed to Daniel J Schleis whose telephone number is (571)270-5636. The
examiner can normally be reached on 10 AM to 4 PM Monday through Friday.
Examiner interviews are available via telephone, in-person, and video conferencing using

a USPTO supplied web-based collaboration tool. To schedule an interview, applicant is

ArcelorMittal Ex. 2016
Page 840 of 1430
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encouraged to use the USPTO Automated Interview Request (AIR) at
http://www.uspto.gov/interviewpractice.

If attempts to reach the examiner by telephone are unsuccessful, the examiner’s
supervisor, Humera Sheikh can be reached on (571) 272-0604. The fax phone number for the
organization where this application or proceeding is assigned is 571-273-8300.

Information regarding the status of an application may be obtained from the Patent
Application Information Retrieval (PAIR) system. Status information for published applications
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished
applications is available through Private PAIR only. For more information about the PAIR
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would
like assistance from a USPTO Customer Service Representative or access to the automated

information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000.

Daniel J. Schleis
Primary Examiner
Art Unit 1784

/Daniel J. Schleis/
Primary Examiner, Art Unit 1784
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3 20010042393 A1 P001-11-22 Kefferstein et al.
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4 70110056594 A1 P011-03-10 [Macherey et al.
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6 20040009366 P004-01-15 Takagi et al.

7 20030152796 P003-08-14 Clancy et al.
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1 3290199 EP A1 2018-03-07 Drillet In English
See English Abstract
2 P758571 FR A 1998-07-24 | orraine and EPO machine
translation
3 P006097593 wo A 2006-09-21 | aurent See US 2008/0283156
4 1102004007071 DE A1 2005-09-08 Audi AG See US 2007/0163683
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6 005078144 o A1 2005-08-25 pudi AG See US 2007/163683
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7 P833504 FR A1 2003-06-20 Lsinor and EPO machine
translation

See English Abstract

8 013785 EP A1 2000-06-28 | orraine Laminage and EPO machine
translation
9 |P012048841 o Al |2012:0419 |[fata Steel IMUIDENB. | rp ey

'8

Tata Steel JMUIDEN B

10 012028224 o A1 2012-03-08 Y " | In English
11 |[1380666 FP A1 2004-01-14 NISSAN MOTOR In English
12 3290200 FP A1 2018-03-07 Prillet In English
13 008053273 o A1 2008-05-08 Prillet In English

See English Abstract

CHEREPOVETS A
14 P040556 RU C1 1995-07-25 WMETALL KOM and EP_O machine
translation
15  |[1531604 CN A 2004-09-22 Nippon Steel See WO02/103073A2
16 D2103073 Wwo A2 2002-12-27 Nippon Steel Corporation | In English
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19 006529002 P 2003-12-28 See US 8127449
See English Abstract
20 H11156293 P 1999-06-15 Kada and EPO machine
translation
21 002178069 P 2002-06-25 Brodt See US 7137201
22 P008937977 P 2008-10-02 See US 7708843
See English Abstract
23 P787735 FR 2000-06-30 | orraine Laminage and EPO machine
translation
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1 Raviere et al, Hot Stamping Experiment and Numerical Simulation of Pre-coated USIBOR1500 Quenchable Steels,
SAE 2003-01-2859, 2003
Merklein, M et al., "EinflussgréRen im Pressharteprozess” Tagungsband 4. Chemnitzer Karosseriekolloguium,
2 November 2005, ISSN: 3-937524-33-9, see English translation
Forschungsvereinigung Stahlanwendungen e. V., "Forschung far die Praxis P644 - Auslegung des Prozessfensters far
3 Hie Blechumformung héchstfester Vergiatungsstahle bei erhéhten Temperaturen” Disseldorf: Verlags und
Vertriebsgesellschaft mbH, 2006, ISBN: 3-937567-42-9, see partial English translation
4 Lsinor Auto Groupe website, Product Descrniption, USIBOR Heattreatable manganese-boron steel, bare or precoated
[1/3, http//iwww _usinorauto.com/v_anglaise/produits/ffiches/ a_usibor3.htm, Feb. 21, 2003
5 Lsinor Auto Groupe website, Product Descrniption, USIBOR Heattreatable manganese-boron steel, bare or precoated
P/3, hitp/iwww _usinorauto.com/v_anglaise/produits/fichas/ a_usibor3.htm, Apr. 29, 2002
6 Lsinor Auto Groupe website, Product Descrniption, USIBOR Heattreatable manganese-boron steel, bare or precoated
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7 Altan, ‘Hot-stamping boron-alloyed steels for automotive parts - Part |I: Microstructure, material strength changes
Huring hot stamping’, Stamping Journal, January 2007

8 Merklein M.: "Neuere Entwicklungen zur Umformung héchstfester Stahlwerkstoffe," EFB-Kollogquium 2005, see Englishj
ranslation

9 Roll et al.: "Prozesskette zum Warmumformen von Blechen,” Tagungsband SFU Leichtbau durch Umformtechnik,
Beptember 2005, see English translation

10 | aurent J.-P. "Hot formed Pre-coated boron steels: A solution of the resistance-formability's dilemma" - 1st European
Conference of Experts, 10/14/2003

11 [5arcia Aranda L., Ravier P., Chastel Y., "Hot stamping of quenchable steels - Material data and process simulations”,
IDDRG conference, 2003

Merklein M., "Characterisation of the Flow Properties of the Quenchenable Ulira High Strength Steel 22MnB35", Annals

12 bf the CIRP Vol. 55/1/2006

13 |JTuretta A_, Testing material formability in hot stamping operations, 2006

Babbit M., "Some Highlights on New Steel Products for Automotive Use," steel research international Col. 77, issue 9
14
fo 10, Dec. 13, 2016

| aurent J.-P., "Hot formed Pre-coated boron steels, A solution of the resistance-formability's dilemma" - 1st European
15 Conference of experts, Hot Forming and Casting Tachnologies for Lightweight Automobile Design, 27./28. November
P003

[5arcia Aranda L., Chastel Y., "Experiments and simulation of hot stamping of quenchable steels,” ICTP 7th
16 Iptemational Conference on Technology of Plasticity, Advanced Technology of Plasticity 2002, Proceedings, Vol. 2,
okohama, JP, Oct. 27-Nov. 1, 2002

Buehiro, Masayoshi et al., "Properties of Aluminium-coated Steels for Hot-forming" NIPPON STEEL TECHNICAL

17 REPORT No. 88, Juli 2003
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Kefferstein R., "Development of safety and structural automotive parts by hot-stamping, the USIBOR 1500P solution”,

18 | a Revue de Metallurgie, ATS - JSI 2004

[Geilfuss A., Kraska M., "Untersuchungen zum Warmumform-prozess ultrahochdester Stahle” - 1st European
19 Conference of experts, Hot Forming and Casting Tachnologies for Lightweight Automobile Design, 27./28. November
P003, see English Translation

[Gehringhoff, "Neueste Trends und Entwicklungen in der Warmumformung" aus Tagungsband" Aluminium and steel
forming in automotive engineering 17/18 February 2005" Berlin: tci - Technik & Kommunikation-Verl -GmbH, 2005, In

20 Fnglish

[Grothe, "Dubbel - Taschenbuch fiur den Maschinenbau" Berlin Heidelberg: Springer, 2005, Ed. 21. Auflage, ISBN:
21 3-540-22142-5 see English translation

Paland, "Technisches Taschenbuch, 7. veranderter Nachdruck" Herzogenaurach: Schaeffler KG, 2002, see English
22 ranslation

Hein, Kefferstein and Dahan, ‘Hot Stamping of USIBOR 1500 P: Part and Process Analysis Based on Numerical
23 Bimulation’, in: Liewald (eds), New Developments in Sheet Metal Forming, 2006, in English and English partial
ranslations

Cornette et al.,, "High Strength Steels for Automotive Safety Parts" SAE Technical Paper Series 2001-01-0078, March
24 P001, ISSN: 0148-7191

ITechnische Lieferspezifikation TL VW 4225-2006:5 "Legierter Vergatungsstahl 22Mn85 unbeschichtet oder

2 vorbeschichtet”, May 2006, see English Translation
26 Vaissiere et al., "Development of pre-coated boron stegl for applications on PSA Peugeot Citroen and Renault bodies
In white "IBEC 2003" und SAE Technical Paper Series 2002-01-2048, Juli 2002 - ISSN: 0148-7191
ITNOReport 010028844 - Analyses on hot-formed coated steel samples, August 20, 2015/Proces-verbaa/ Agin Boeder
27 - - - '
bn sample taking of the Volkswagen Passat, see partial English translation
8 'Standard Specification for Steel Sheet, Aluminum Cotaed," by Hot-Dip Process. ASTM Standard A 463/A 463M - 06,

P006
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29 Preliminary Opinion of the European Patent Office Board of Appeal on EP 2 242 863 B1, dated July 3, 2018

30 Decision of the District Court The Hague on EP2242863B1, September 13, 2017 including English Translation

31 Winkel: "Quetten zum Pressharten von Stahlblech im Automobilbau/ Quenches for press hardening steal plate in the
Car industry,” Fachberichte, Gaswaerme International (53) Nr. 7/2004, see English translation

Fngels H., Schalmin, 0., Miller-Bollenhagen, C., "Regelung und Uberwachung des Warmumformprozesses

32 borlegierter Vergutungsstahle in Vortragstexte zur Veranstaltung Internationale Konferenz "Neuere Entwicklungen in
Her Blechumformung"” _.." Neuere Entwicklungen in der Blechumformung in Leinfelden-Echterdingen am 9.+10. Mai
P006 unter Leitung von Prof. Dr.-Ing Liewald, 2006, English version provided

33 Fxtended European Search Report EP3290199, dated February 7, 2018

34 Fxtended European Search Report EP3290200, dated March 12, 2018

35 Declaration of Sascha Sikora, August 29, 2018 see partial English translation

36 Remarks re EP2086755 features (Re-adjustment of EP2086755 Application Example 2), see English translation

37 Fxpert opinion re "Citroen C5 VF7RC4HXET76658312, registration date 2005", March 2, 2018, see English translation

Fxpert opinion re "Citroen C5 VF7DE4HXB76075211, Registration date 2001", August 15, 2018, see English

38
ranslaton

Niederschrifl uber Tatsachenaufnahme und Becbachtung des Notars anlasslich des Ausbaus eines Bauteils aus einem
39 Fahrzeug, October 22, 2018, see English translation ("Record of facts and observation of the notary on the occasion off
he removal of a component from a vehicle and the metallographic preparation”)
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40 DVS Presentation by Carsten Lachmann, Jan 18, 2008

41 Application report: Examination of body components with AlSi coating systems, Application No.: 18041806a-A2004 by
ITAZ GmbH, August 27, 2018, See English translation

42 Application report: Examination of body components with AISi coating systems, Application No.: 18041806a-S2001 by
ITAZ GmbH, August 27, 2018, see English translation

43 Kraftfahrtbundesamt, "Neuzulassungen von Personenkratwagen”, 9 Feb. 2005

44 Autoscout24 .de, "Suchergebnisse "Citroen C5, Erstzulassung 2005"

45 Autoscout24 .de, "Suchergebnisse "Citroen C5, Erstzulassung 2001"

46 Mmobile.de, "Suchergebnisse "Cltroen C5, Erstzulassung 2005"

47 mobile.de, "Suchergebnisse "Cltroen C5, Erstzulassung 2001"

48 Record of facts and observation of the notary on the occasion of the removal of a component from a vehicle and the
netallographic preparation by Notary Eik Léffelbein, August 22, 2018

Fvaluation of the porosity of the coating in a reference range of a Fig. (Fig. 22 of Cornette et al., "High Strength Steels
for Automotive Safety Parts" SAE Technical Paper Series 2001-01-0078, March 2001, ISSN: 0148-7191) -

49 ‘Bildanalyse eines Literaturbildes, Applications-Nr. 18041806a-Literaturbild”, August 27, 2018, see partial translation

50 Boezewinkel et al.: Tata Steel analysis of Volkwagen Passat. Project 11450, Oct. 7, 2017
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citation if not in conformance and not considered. Include copy of this form with next communication to applicant.

1 See Kind Codes of USPTO Patent Documents at www.USPTO.GOV or MPEP 901.04. 2 Enter office that issued the document, by the two-letter code (WIPO
Standard ST.3). 2 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent document.
4 Kind of document by the appropriate symbols as indicated on the document under WIPQ Standard ST.16 if possible. * Applicant is to place a check mark here if
English language translation is attached.
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CERTIFICATION STATEMENT

Please see 37 CFR 1.97 and 1.98 to make the appropriate selection(s):

That each item of information contained in the information disclosure statement was first cited in any communication
from a foreign patent office in a counterpart foreign application not more than three months prior to the filing of the
information disclosure statement. See 37 CFR 1.97(e)(1).

OR

That no item of information contained in the information disclosure statement was cited in a communication from a
foreign patent office in a counterpart foreign application, and, to the knowledge of the person signing the certification
after making reasonable inquiry, no item of information contained in the information disclosure statement was known to

[ ] any individual designated in 37 CFR 1.56(c) more than three months prior to the filing of the information disclosure
statement. See 37 CFR 1.97(e)(2).

See attached certification statement.
The fee set forth in 37 CFR 1.17 (p) has been submitted herewith.

X A certification statement is not submitted herewith.

SIGNATURE

A signature of the applicant or representative is required in accordance with CFR 1.33, 10.18. Please see CFR 1.4(d) for the
form of the signature.

Signature Jennifer L. O'Connell/ Date (YYYY-MM-DD) 2019-06-04
Name/Print Jennifer L. O'Connell Registration Number 57392

This collection of information is required by 37 CFR 1.97 and 1.98. The information is required to obtain or retain a benefit by the
public which is to file {and by the USPTO to process) an application. Confidentiality is governed by 35 U.5.C. 122 and 37 CFR
1.14. This collection is estimated to take 1 hour to complete, including gathering, preparing and submitting the completed
application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S.
Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND
FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria,
VA 22313-1450.
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the
attached form related to a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised
that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited
is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark Office is to
process and/or examine your submission related to a patent application or patent. If you do not furnish the requested
information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act
(5 U.5.C. 552) and the Privacy Act (5 U.5.C. 552a). Records from this system of records may be disclosed to the
Department of Justice to determine whether the Freedom of Information Act requires disclosure of these record s.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a
court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of settlement
negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance from the
Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for
the information in order to perform a contract. Recipients of information shall be required to comply with the
requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records
may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant
to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of
National Security review (35 U.5.C. 181) and for review pursuant to the Atomic Energy Act (42 U.5.C. 218(¢)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or
his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility to
recommend improvements in records management practices and programs, under authority of 44 U.S.C. 2904 and
2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of records for this
purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make
determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in
an application which became abandoned or in which the proceedings were terminated and which application is
referenced by either a published application, an application open to public inspections or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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1 'Hot-Dip Aluminised Sheet Metal fal AS," Production information re. fire-aluminized sheet metal, August 2007,
pbublished by ThyssenKrupp Steel, see English translation

2 Naderi et al., “Hot stamping of ultra high strength steels”, November 2, 2007

3 Belf-study programme 339 - Volkswagen Passat, March 2005

4 Mikipedia Article on VW Passat, downloaded at https://fr wikipedia.org/wiki/Volkswagen_Passalt, last accessed on
fugust 11, 2016 see machine translation

5 Declaration by Th. A. Kop: "On the physicis of heating a blank for hot forming," August 15, 2016

6 Declaration by Dr Grigorieva dated 17/10/2016 and curriculum vitae

7 Declaration by Dr Grigorieva dated 28/09/2016

8 Pecision of the District Court of The Hague denying the request for stay and translation dated May 18, 2016, case
number C/09/509050-HA ZA 16435

9 Bourouga: "Report on the heating of coated steel blanks for hot stamping by Pr Bourouga," July 31, 2018
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Attorney Docket No.: 20631.1028CONS
Confirmation No.: 7637

Examiner: Daniel J. Schleis
Title: Coated Steel Strips, Coated Stamped Products and Methods
Submitted electronically via EFS-WEB November 25, 2019

RESPONSE TO OFFICE ACTION

Dear Sir or Madam:

In response to the Office Action dated July 11, 2019, please re-consider the above-

identified patent application based on the following:
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IN THE CLAIMS

This listing of claims will replace all prior versions, and listings, of claims in the

application:

Listing of Claims:

Claims 1 to 47 (canceled).

Claim 48 (new): A coated steel hot stamped product comprising:

a strip of base steel having a first side and a second side; and

a coating on at least one of the first side of the strip of base steel and the second side of
the strip of base steel, wherein the coating results from interdiffusion between the base steel, and
an aluminum or aluminum alloy pre-coating, and wherein the coating includes, proceeding from
the base steel outwards:

(a) an interdiffusion layer having a first mean iron composition,

(b) an intermediate layer having a second mean iron composition different from
the first mean iron composition,

(c) an intermetallic layer having a third mean iron composition different from the
first and second mean iron compositions, the third mean iron composition being higher than the
second mean iron composition; and

(d) a superficial layer having a fourth mean iron composition different from the
third mean iron composition,

wherein the coating has a thickness greater than 30 micrometers.

Claim 49 (new): The coated steel hot stamped product as recited in claim 48 wherein the layers
(c) and (d) are quasi continuous by occupying at least 90% of a level corresponding to each of
the layers (c) and (d) and wherein less than 10% of layer (c) is present at an extreme surface of

the product.

Claim 50 (new): The coated steel hot stamped product as recited in claim 48 wherein the base

steel includes the following components by weight based on total weight:

Page 2 of 9
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0.15%<carbon<0.5%;
0.5%<manganese<3%,;
0.1%<silicon<0.5%;
0.01%<chromium<1%o;
titanium<0.2%;
aluminum<0.1%;
phosphorus<0.1%;
sulfur<0.05%,;
0.0005%<boron<0.08%;

and further comprises iron and impurities inherent in processing.

Claim 51 (new): The coated steel hot stamped product as recited in claim 48 wherein the base
steel comprises the following components by weight based on total weight:

0.20%<carbon<0.5%;

0.8%<manganese<1.5%;

0.1%<silicon<0.35%;

0.01%<chromium<1%o;

titanium<0.1%;

aluminum<0.1%;

phosphorus<0.05%;

sulfur<0.03%;

0.0005%<boron<0.01%;

and further comprises iron and impurities inherent in processing.

Claim 52 (new): The coated steel hot stamped product as recited in claim 48 wherein the base

steel comprises 20 ppm or less of sulfur.

Claim 53 (new): The coated steel hot stamped product as recited in claim 49 wherein the base

steel comprises 20 ppm or less of sulfur.

Page 3 of 9

ArcelorMittal Ex. 2016
Page 873 of 1430



Application No. 16/413,799 20631.1028CONS
Response to Office Action

Claim 54 (new): The coated steel hot stamped product as recited in claim 48 wherein a ratio of

titanium to nitrogen in the base steel in weight % is in excess of 3.42.

Claim 55 (new): The coated steel hot stamped product as recited in claim 49 wherein a ratio of

titanium to nitrogen in the base steel in weight % is in excess of 3.42.

Claim 56 (new): The coated steel hot stamped product as recited in claim 48 wherein the layer

(a) has a thickness less than 15 micrometers.

Claim 57 (new): The coated steel hot stamped product as recited in claim 48 wherein the layer

(a) has a thickness less than 10 micrometers.

Claim 58 (new): The coated steel hot stamped product as recited in claim 48 wherein the
interdiffusion layer comprises the following components by weight based on total weight: 86 to

95% Fe, 4 t010% Al, and 0 to 5% Si.

Claim 59 (new): The coated steel hot stamped product as recited in claim 48 wherein the
intermediate layer comprises the following components by weight based on total weight: 39 to

47% Fe, 53 to 61% Al, and 0 to 2% Si.

Claim 60 (new): The coated steel hot stamped product as recited in claim 48 wherein the
intermetallic layer comprises the following components by weight based on total weight: 62 to

67% Fe, 30 to 34% Al, and 2 to 6% Si.

Claim 61 (new): The coated steel hot stamped product as recited in claim 48 wherein the
superficial layer comprises the following components by weight based on total weight: 39 to

47% Fe, 53 to 61% Al, and 0 to 2% Si.

Claim 62 (new): The coated steel hot stamped product as recited in claim 58 wherein the
intermediate layer comprises the following components by weight based on total weight: 39 to

47% Fe, 53 to 61% Al, and 0 to 2% Si.
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Claim 63 (new): The coated steel hot stamped product as recited in claim 62 wherein the
intermetallic layer comprises the following components by weight based on total weight: 62 to

67% Fe, 30 to 34% Al, and 2 to 6% Si.

Claim 64 (new): The coated steel hot stamped product as recited in claim 63 wherein the
superficial layer comprises the following components by weight based on total weight: 39 to

47% Fe, 53 to 61% Al, and 0 to 2% Si.

Claim 65 (new): The coated steel hot stamped product as recited in claim 48 wherein the

interdiffusion layer has a thickness of from 1 micron to 15 microns.

Claim 66 (new): The coated steel hot stamped product as recited in claim 48 wherein the first
mean iron composition is 90 percent, the second mean iron composition is 43 percent, the third

mean iron composition is 63 percent and the fourth mean iron composition is 45 percent.

Claim 67 (new): The coated steel hot stamped product as recited in claim 48 wherein the fourth

mean iron composition is lower than the third mean iron composition.

Claim 68 (new): A coated steel hot stamped product comprising:
a strip of base steel having a first side and a second side; and
a coating on at least one of the first side of the strip of base steel and the second side of
the strip of base steel, wherein the coating results from interdiffusion between the base steel, and
an aluminum or aluminum alloy pre-coating, and wherein the coating includes, proceeding from
the base steel outwards:
(a) an interdiffusion layer having a first mean iron composition,
(b) an intermediate layer having a second mean iron composition different from
the first mean iron composition,
(c) an intermetallic layer having a third mean iron composition different from the
first and second mean iron compositions, the third mean iron concentration being higher

than the second mean iron composition, and
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(d) a superficial layer having a fourth mean iron composition different from the
first, second and third mean iron compositions,

wherein the coating has a thickness greater than 30 micrometers.

Claim 69 (new): The coated steel hot stamped product as recited in claim 68 wherein the fourth

mean iron composition is lower than the third mean iron composition.

Claim 70 (new): The coated steel hot stamped product as recited in claim 69 wherein the fourth

mean iron composition is higher than the second mean iron composition.

Claim 71 (new): A coated steel hot stamped product comprising:
a strip of base steel having a first side and a second side; and
a coating on at least one of the first side of the strip of base steel and the second side of
the strip of base steel, wherein the coating results from interdiffusion between the base steel, and
an aluminum or aluminum alloy pre-coating, and wherein the coating includes, proceeding from
the base steel outwards:
(a) an interdiffusion layer having a first mean aluminum composition,
(b) an intermediate layer having a second mean aluminum composition different
from the first mean aluminum composition,
(¢) an intermetallic layer having a third mean aluminum composition different
from the first and second mean aluminum compositions, and
(d) a superficial layer having a fourth mean aluminum composition different from
the first, second and third mean aluminum compositions, the second mean aluminum
composition being greater than the third mean aluminum composition;

wherein the coating has a thickness greater than 30 micrometers.

Claim 72 (new): The coated steel hot stamped product as recited in claim 71 wherein the fourth

mean aluminum composition is less than the second mean aluminum composition.

Claim 73 (new): The coated steel hot stamped product as recited in claim 71 wherein the

layer (a) has a thickness less than 15 micrometers.
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Claim 74 (new): The coated steel hot stamped product as recited in claim 71 wherein the
interdiffusion layer comprises the following components by weight based on total weight: 86 to

95% Fe, 4 t010% Al, and 0 to 5% Si.

Claim 75 (new): The coated steel hot stamped product as recited in claim 71 wherein the
intermediate layer comprises the following components by weight based on total weight: 39 to

47% Fe, 53 to 61% Al, and 0 to 2% Si.

Claim 76 (new): The coated steel hot stamped product as recited in claim 71 wherein the

intermetallic layer comprises the following components by weight based on total weight: 62 to

67% Fe, 30 to 34% Al, and 2 to 6% Si.

Claim 77 (new): The coated steel hot stamped product as recited in claim 71 wherein the
superficial layer comprises the following components by weight based on total weight: 39 to

47% Fe, 53 to 61% Al, and 0 to 2% Si.
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REMARKS
Claims 25 to 47 are pending. Claims 25 to 47 were rejected under 35 U.S.C. 112(b) as
being indefinite.
Claims 25 to 47 have been canceled without prejudice and claims 48 to 77 added.
Support for the new claims is found in the original claims and at 0049 to 0057 and 0122 to 0126
for example.

Reconsideration of the application as amended is respectfully requested.

Rejections under 35 U.S.C. § 112
Claims 25 to 47 were rejected under 35 U.S.C. 112(b) as being indefinite.

Claims 25 to 47 have been canceled in favor of new claims that now recite a coated steel
hot stamped product as described, support being found at 0049 to 0057 and 0122 to 0126 for
example. These claims thus address the Examiner’s concern regarding the layer structure not
being in the precoated product. Claims directed to the precoating features have been removed
without prejudice.

In view of the above, withdrawal of the rejection under 35 U.S.C. § 112 to claims 25 to

47 is respectfully requested.

New Claims

The new claims recite mean composition features finding support for example at 0049 to
0057 and 0122 to 0126. The new independent claims remove the claim limitation of “layer (a)
has a thickness less than 15 micrometers” found at the specification at 0057, but add certain
mean composition features, namely in claims 48 and 68 of “an intermetallic layer having a third
mean iron composition different from the first and second mean iron compositions, the third
mean iron concentration being higher than the second mean iron composition” and in claim 71 of
“the second mean aluminum composition being greater than the third mean aluminum
composition.” These again find support for example at 0049 to 0057 and 0122 to 0126.

Applicants would like to note that during previous prosecution of related U.S. Patent No.
9,708,683, the claim limitation of the layer (a) having a thickness less than 15 micrometers was
at issue in the issuance of those claims. While Applicant has now removed that limitation in the

independent claims in the present application (though it remains in some dependent claims), it is

Page 8 of 9
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Application No. 16/413,799 20631.1028CONS
Response to Office Action

noted that Takagi U.S. 2004/0009366 states at 0035 that: “Thickness of aluminum coating layer:
10720 um.” While this is the thickness of the aluminum coating before heat treatment in Takagi,
there is simply no indication that the Takagi heat treatment process would increase this coating
layer to meet the claim limitation of the present independent claims of claims 48, 68 and 71 of
“wherein the coating has a thickness greater than 30 micrometers.” Nor, if Takagi were so
modified, is there any indication that the layer compositions as claimed in claims 48, 68 and 71
would be attained.

Applicant also notes that for the related U.S. 9,708,683 patent a petition for inter partes
review has been filed and invites the Examiner to review the papers filed in that proceeding. The

present claims are respectfully submitted as patentable over all of the prior art at issue.

CONCLUSION

It is respectfully submitted that the application is in condition for allowance and
applicants respectfully request such action.
If any fees are deemed to be due at this time, the Assistant Commissioner is authorized to

charge payment of the same to Deposit Account No. 50-0552.

Respectfully submitted,
DAVIDSON, DAVIDSON & KAPPEL, LLC

By:
William C. Gehris, Reg. No. 38,156
Davidson, Davidson & Kappel, LLC
589 Eighth Ave, 16" Floor
New York, New York 10018
Page 9 of 9
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PTO/AIA/22 (03-13)

Approved for use through 11/30/2020. OMB 0651-0031

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number.

Docket Number (Optional)
PETITION FOR EXTENSION OF TIME UNDER 37 CFR 1.136(a) | 20631.1028CON5

Application Number Filed

16413799 05/16/2019
" Coated Steel Strips, Coated Stamped Products and Methods

Art Unit Examiner

1784 SCHLEIS, DANIEL J

This is a request under the provisions of 37 CFR 1.136(a) to extend the period for filing a reply in the above-identified application.

The requested extension and fee are as follows (check time period desired and enter the appropriate fee below):

Fee Small Entity Fee Micro Entity Fee
One month (37 CFR 1.17(@)(1)) $200 $100 $50 $ 200
[] Two months (37 CFR 1.17(a)(2)) $600 $300 $150 $
[] Three months (37 CFR 1.17(a)(3)) $1,400 $700 $350 $
[] Four months (37 CFR 1.17(a)(4)) $2,200 $1,100 $550 $
[] Five months (37 CFR 1.17(a)(5)) $3,000 $1,500 $750 $

Applicant asserts small entity status. See 37 CFR 1.27.

Applicant certifies micro entity status. See 37 CFR 1.29.
Form PTO/SB/15A or B or equivalent must either be enclosed or have been submitted previously.

A check in the amount of the fee is enclosed.

Payment by credit card. Form PTO-2038 is attached.

The Director has already been authorized to charge fees in this application to a Deposit Account.

O O O O

The Director is hereby authorized to charge any fees which may be required, or credit any overpayment, to
Deposit Account Number 500552

Payment made via EFS-Web.

WARNING: Information on this form may become public. Credit card information should not be included on this form. Provide
credit card information and authorization on PTO-2038.

| am the

|:| applicant.

attorney or agent of record. Registration number 38156

|:| attorney or agent acting under 37 CFR 1.34. Registration number
/williamcgehris/ 11/25/2019

Signature Date
William C. Gehris 2127361940
Typed or printed name Telephone Number

NOTE: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4 for signature requirements and certifications. Submit
multiple forms if more than one signature is required, see below™.

|:] * Total of forms are submitted.

This collection of information is required by 37 CFR 1.136(a). The information is required to obtain or retain a benefit by the public, which is to file (and by the
USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 6 minutes to
complete, including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any
comments on the amount of time you require to complete this form and/or suggestions for reducing this burden should be sent to the Chief Information Officer,
U.S. Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS
TO THIS ADDRESS. SEND TO: Mail Stop PCT, Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the requirements of
the Act, please be advised that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2)
furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information is used by the
U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent application or
patent. If you do not furnish the requested information, the U.S. Patent and Trademark Office may not be able to
process and/or examine your submission, which may result in termination of proceedings or abandonment of the
application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records may
be disclosed to the Department of Justice to determine whether disclosure of these records is required by the
Freedom of Information Act.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence
to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of
settlement negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance from
the Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having
need for the information in order to perform a contract. Recipients of information shall be required to comply
with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property
Organization, pursuant to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes
of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C.
218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General
Services, or his/her designee, during an inspection of records conducted by GSA as part of that agency’s
responsibility to recommend improvements in records management practices and programs, under authority of
44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing
inspection of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such
disclosure shall not be used to make determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a
record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record
was filed in an application which became abandoned or in which the proceedings were terminated and which
application is referenced by either a published application, an application open to public inspection or an issued
patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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Electronic Patent Application Fee Transmittal

Application Number: 16413799

Filing Date: 16-May-2019

Title of Invention: Coated Steel Strips, Coated Stamped Products and Methods
First Named Inventor/Applicant Name: Pascal DRILLET

Filer: William C. Gehris/Simon Steiner

Attorney Docket Number: 20631.1028CON5

Filed as Large Entity

Filing Fees for Utility under 35 USC111(a)

Description Fee Code

Quantity

Amount

Sub-Total in
UsD($)

Basic Filing:

Pages:

Claims:

Miscellaneous-Filing:

Petition:

Patent-Appeals-and-Interference:

Post-Allowance-and-Post-Issuance:

Extension-of-Time:
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.. . Sub-Total in
Description Fee Code Quantity Amount USD($)
Extension - 1 month with $0 paid 1251 1 200 200
Miscellaneous:
Total in USD ($) 200
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Electronic Acknowledgement Receipt

EFS ID: 37855584
Application Number: 16413799
International Application Number:
Confirmation Number: 7637

Title of Invention:

Coated Steel Strips, Coated Stamped Products and Methods

First Named Inventor/Applicant Name:

Pascal DRILLET

Customer Number:

23280

Filer:

William C. Gehris/Simon Steiner

Filer Authorized By:

William C. Gehris

Attorney Docket Number:

20631.1028CON5

Receipt Date: 25-NOV-2019
Filing Date: 16-MAY-2019
Time Stamp: 18:27:46

Application Type:

Utility under 35 USC 111{(a)

Payment information:

Submitted with Payment yes

Payment Type DA

Payment was successfully received in RAM $200

RAM confirmation Number E2019A0128031197
Deposit Account 500552

Authorized User

Simon Steiner

The Director of the USPTO is hereby authorized to charge indicated fees and credit any overpayment as follows:

37 CFR 1.16 {National application filing, search, and examination fees)

37 CFR 1.17 (Patent application and reexamination processing fees)
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37 CFR 1.19 (Document supply fees)
37 CFR 1.20 {Post Issuance fees)
37 CFR 1.21 {Miscellaneous fees and charges)
File Listing:
Document s . . File Size(Bytes Multi Pages
Document Description File Name ( y i . . 9
Number Message Digest | Part/.zip| (ifappl.)
275127
206311028con5DraftResOA_12
1 o yes 9
nOV1 9_WGp 0afa95c64c56efob7d0c23c93cbdccf32162
3008
Multipart Description/PDF files in .zip description
Document Description Start End
Amendment/Req. Reconsideration-After Non-Final Reject 1 1
Claims 2 7
Applicant Arguments/Remarks Made in an Amendment 8 9
Warnings:
Information:
145664
2 Extension of Time extension.PDF no 2
eef024e7512727b6561d635943426bfedcf4)
5de7
Warnings:
Information:
30725
3 Fee Worksheet (SB06) fee-info.pdf no 2
f172b4f526ddf7960028c56c28b2af7aceee
Warnings:
Information:
Total Files Size (in bytes): 451516
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This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810}, a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.
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Doc code: IDS PTO/SBI08a (03-15)
o . . . Approved for use through 07/31/2016. OMB 0651-0031
Doc description: Information Disclosure Statement (IDS) Filed U.S. Patent and Trademark Office: U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

Application Number 16413799
Filing Date P019-05-16

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.9%)

First Named Inventor |Prillet

Art Unit 1784

Examiner Name Schleis

Aftorney Docket Number 20631.1028CON35

U.S.PATENTS Remove
. . . . Pages,Columns,Lines where
E).(allm*lner Cite Patent Number Kind Issue Date Nar.ne of Patentee or Applicant Relevant Passages or Relevant
Initial No Code! of cited Document )
Figures Appear
1
If you wish to add additional U.S. Patent citation information please click the Add button. Add
U.S.PATENT APPLICATION PUBLICATIONS Remove
Examiner| .. Publication Kind | Publication Name of Patentee or Applicant Pages,Columns, Lines where
e Cite No . Relevant Passages or Relevant
Initial Number Code’| Date of cited Document

Figures Appear

If you wish to add additional U.S. Published Application citation information please click the Add button| Add

FOREIGN PATENT DOCUMENTS Remove

Name of Patentee or Pages,Columns Lines
Examiner| Cite | Foreign Document Country Kind | Publication where Relevant

: i i 5
Initial* No | Number3 Code?| Code#| Date Applicant of cited Passages or Relevant T

Document Figures Appear

If you wish to add additional Foreign Patent Document citation information please click the Add button | Add

NON-PATENT LITERATURE DOCUMENTS Remove
. .. | Include name of the author (in CAPITAL LETTERS), title of the article (when appropriate), title of the item
Examiner| Cite . : ; '
e (book, magazine, journal, serial, symposium, catalog, etc), date, pages(s), volume-issue number(s), TS
Initials No : ; :
publisher, city and/or country where published.
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Application Number 16413799

Filing Date 2019-05-16

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.9%)

First Named Inventor | Drillet
Art Unit 1784

Examiner Name Schleis

Aftorney Docket Number 20631.1028CON5

1 'Continuously hot-dip coated strip and sheet of strucutral steels - Technical delivery conditions," European Standard
FN 10326, July 2004, NON-EN 10326

If you wish to add additional non-patent literature document citation information please click the Add button| Add
EXAMINER SIGNATURE

Examiner Signature Date Considered

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through a
citation if not in conformance and not considered. Include copy of this form with next communication to applicant.

1 See Kind Codes of USPTO Patent Documents at www.USPTO.GOV or MPEP 901.04. 2 Enter office that issued the document, by the two-letter code (WIPO

Standard ST.3). 2 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent document.
4 Kind of document by the appropriate symbols as indicated on the document under WIPQ Standard ST.16 if possible.  Applicant is to place a check mark here if
English language translation is attached.
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Application Number 16413799
Filing Date 2019-05-16

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.9%)

First Named Inventor | Drillet

Art Unit 1784

Examiner Name Schleis

Aftorney Docket Number 20631.1028CON5

CERTIFICATION STATEMENT

Please see 37 CFR 1.97 and 1.98 to make the appropriate selection({s):

That each item of information contained in the information disclosure statement was first cited in any communication
from a foreign patent office in a counterpart foreign application not more than three months prior to the filing of the
information disclosure statement. See 37 CFR 1.97(e)(1).

OR

That no item of information contained in the information disclosure statement was cited in a communication from a
foreign patent office in a counterpart foreign application, and, to the knowledge of the person signing the certification
after making reasonable inquiry, no item of information contained in the information disclosure statement was known to

[ ] any individual designated in 37 CFR 1.56(c) more than three months prior to the filing of the information disclosure
statement. See 37 CFR 1.97(e){(2).

See attached certification statement.
X The fee set forth in 37 CFR 1.17 (p) has been submitted herewith.

X A certification statement is not submitted herewith.

SIGNATURE

A signature of the applicant or representative is required in accordance with CFR 1.33, 10.18. Please see CFR 1.4(d) for the
form of the signature.

Signature fwilliamcgehris/ Date (YYYY-MM-DD) 2020-01-06
Name/Print William C. Gehris Registration Number 38156

This collection of information is required by 37 CFR 1.97 and 1.98. The information is required to obtain or retain a benefit by the
public which is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.5.C. 122 and 37 CFR
1.14. This collection is estimated to take 1 hour to complete, including gathering, preparing and submitting the completed
application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S.
Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND
FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria,
VA 22313-1450.
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the
attached form related to a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised
that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited
is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark Office is to
process and/or examine your submission related to a patent application or patent. If you do not furnish the requested
information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act
(5 U.5.C. 552) and the Privacy Act (5 U.5.C. 552a). Records from this system of records may be disclosed to the
Department of Justice to determine whether the Freedom of Information Act requires disclosure of these record s.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a
court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of settlement
negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance from the
Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for
the information in order to perform a contract. Recipients of information shall be required to comply with the
requirements of the Privacy Act of 1874, as amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records
may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant
to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of
National Security review (35 U.5.C. 181) and for review pursuant to the Atomic Energy Act (42 U.5.C. 218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or
his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility to
recommend improvements in records management practices and programs, under authority of 44 U.S.C. 2904 and
2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of records for this
purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make
determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.5.C. 151. Further, a record
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in
an application which became abandoned or in which the proceedings were terminated and which application is
referenced by either a published application, an application open to public inspections or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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Filing Date: 16-May-2019

Title of Invention: Coated Steel Strips, Coated Stamped Products and Methods
First Named Inventor/Applicant Name: Pascal DRILLET

Filer: William C. Gehris/Simon Steiner

Attorney Docket Number: 20631.1028CON5

Filed as Large Entity

Filing Fees for Utility under 35 USC111(a)

Description Fee Code

Quantity

Amount

Sub-Total in
UsD($)

Basic Filing:

Pages:

Claims:

Miscellaneous-Filing:

Petition:

Patent-Appeals-and-Interference:

Post-Allowance-and-Post-Issuance:

Extension-of-Time:
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Electronic Acknowledgement Receipt

EFS ID: 38216106
Application Number: 16413799
International Application Number:
Confirmation Number: 7637

Title of Invention:

Coated Steel Strips, Coated Stamped Products and Methods

First Named Inventor/Applicant Name:

Pascal DRILLET

Customer Number:

23280

Filer:

William C. Gehris/Simon Steiner

Filer Authorized By:

William C. Gehris

Attorney Docket Number:

20631.1028CON5

Receipt Date: 06-JAN-2020
Filing Date: 16-MAY-2019
Time Stamp: 17:26:42

Application Type:

Utility under 35 USC 111{(a)

Payment information:

Submitted with Payment yes

Payment Type DA

Payment was successfully received in RAM $240

RAM confirmation Number E202016H28254356
Deposit Account 500552

Authorized User

Simon Steiner

The Director of the USPTO is hereby authorized to charge indicated fees and credit any overpayment as follows:

37 CFR 1.16 {National application filing, search, and examination fees)

37 CFR 1.17 (Patent application and reexamination processing fees)
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37 CFR 1.19 (Document supply fees)
37 CFR 1.20 {Post Issuance fees)

37 CFR 1.21 {Miscellaneous fees and charges)

File Listing:
Document .. . File Size(Bytes Multi Pages
Document Description File Name ( y i . . 9
Number Message Digest | Part/.zip| (ifappl.)
1631436
1 Non Patent Literature D82.PDF no 25
839d121c824780631dfa1011f8cfe1aa30a0
4c1d
Warnings:
Information:
1035293
5 Information Disclosure Statement (IDS) IDSJan2020.PDF o 4
Form (SB08)
324d04b63c1a108162227db0b46e679f95d
2eael
Warnings:

Information:

A U.S. Patent Number Citation or a U.S. Publication Number Citation is required in the Information Disclosure Statement (IDS) form for
autoloading of data into USPTO systems. You may remove the form to add the required data in order to correct the Informational Message if
you are citing U.S. References. If you chose not to include U.S. References, the image of the form will be processed and be made available
within the Image File Wrapper (IFW) system. However, no data will be extracted from this form. Any additional data such as Foreign Patent
Documents or Non Patent Literature will be manually reviewed and keyed into USPTO systems.

30685
3 Fee Worksheet (SB06) fee-info.pdf no 2
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5895¢c
Warnings:
Information:
Total Files Size (in bytes): 2697414
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This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810}, a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.
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UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.O. Box 1450

Alexandria, Virginia 22313-1450

WWW.uspto.gov

| APPLICATION NO. | FILING DATE FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. |  CONFIRMATION NO. |
16/413,799 05/16/2019 Pascal DRILLET 20631.1028CONS5 7637
23280 7590 03/02/2020 | EXAMINER |
Davidson, Davidson & Kappel, LLC
589 8th Avenue SCHLEIS, DANIEL J
16th Floor
New York. NY 10018 | ART UNIT | PAPER NUMBER |
1784
| NOTIFICATION DATE | DELIVERY MODE |
03/02/2020 ELECTRONIC

Please find below and/or attached an Office communication concerning this application or proceeding.
The time period for reply, if any, is set in the attached communication.

Notice of the Office communication was sent electronically on above-indicated "Notification Date" to the
following e-mail address(es):

ddk @ddkpatent.com

PTOL-90A (Rev. 04/07)
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DETAILED ACTION

4. (Continued)

The amendment filed on 25 November 2019 canceling all claims drawn to the elected
invention and presenting only claims drawn to a non-elected invention is non-responsive (MPEP
§ 821.03) and has not been entered. The remaining claims are not readable on the elected
invention.

The inventions are independent or distinct, each from the other because:

Newly submitted claims 48-77 directed to an invention that is independent or distinct
from the invention originally claimed for the following reasons:

Restriction to one of the following inventions is required under 35 U.S.C. 121:

I. Original Claims 25-47, drawn to a precoated steel product,
classified in B32B 15/012.

II. Amended Claims 48-77, drawn to a coated hot stamped product,
classified in C21D 9/46.

Inventions I and II are related as mutually exclusive species in an intermediate-final
product relationship. Distinctness is proven for claims in this relationship if the intermediate
product is useful to make other than the final product, and the species are patentably distinct
(MPEP § 806.05(j)). In the instant case, the intermediate product is deemed to be useful as a
product that has not been stamped, for example as a sheet panel that is not stamped (e.g. simply a
panel for a structure that is attached to the structure and is in sheet form) and the inventions are
deemed patentably distinct because there is nothing of record to show them to be obvious
variants.

Since applicant has received an action on the merits for the originally presented

invention, this invention has been constructively elected by original presentation for prosecution
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on the merits. Accordingly, claims 48-77 are withdrawn from consideration as being directed to
a non-elected invention. See 37 CFR 1.142(b) and MPEP § 821.03.

Since the above-mentioned amendment appears to be a bona fide attempt to reply,
applicant is given a TIME PERIOD of TWO MONTHS from the mailing date of this notice
within which to supply the omission or correction in order to avoid abandonment.

EXTENSIONS OF THIS TIME PERIOD UNDER 37 CFR 1.136(a) ARE AVAILABLE.

Conclusion

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to Daniel J Schleis whose telephone number is (571)270-5636. The
examiner can normally be reached on 10 AM to 4 PM Monday through Friday.

Examiner interviews are available via telephone, in-person, and video conferencing using
a USPTO supplied web-based collaboration tool. To schedule an interview, applicant is
encouraged to use the USPTO Automated Interview Request (AIR) at
http://www.uspto.gov/interviewpractice.

If attempts to reach the examiner by telephone are unsuccessful, the examiner’s
supervisor, Humera Sheikh can be reached on (571) 272-0604. The fax phone number for the
organization where this application or proceeding is assigned is 571-273-8300.

Information regarding the status of an application may be obtained from the Patent
Application Information Retrieval (PAIR) system. Status information for published applications
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished
applications is available through Private PAIR only. For more information about the PAIR

system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR
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system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would
like assistance from a USPTO Customer Service Representative or access to the automated

information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000.

Daniel J. Schleis
Primary Examiner
Art Unit 1784

/Daniel J. Schleis/
Primary Examiner, Art Unit 1784
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Application No. Applicant(s)

. . 16/413,799 .
Notice of Non-Compliant PRILLET otal
Examiner Art Unit |AIA (FITF) Status
Amendment (37 CFR 1.127) Dol J Schieis 1781 |No

-- The MAILING DATE of this communication appears on the cover sheet with the correspornderice address --

The amendment document filed on 11/25/2019 is considered non-compliant because it has failed to meet the
requirements of 37 CFR 1.121 or 1.4. In order for the amendment document to be compliant, correction of the following
item(s) is required.

THE FOLLOWING MARKED (X) ITEM(S) CAUSE THE AMENDMENT DOCUMENT TO BE NON-COMPLIANT:
J 1. Amendments to the specification:
(0 A. Amended paragraph(s) do not include markings.
J B.New paragraph(s) should not be underlined.
J C.Other :

0 2. Abstract:

(0 A.Not presented on a separate sheet. 37 CFR 1.72.
(0 B.Other .

O 3. Amendments to the drawings:

[J A. The drawings are not properly identified in the top margin as “Replacement Sheet”, “New Sheet”,
or “Annotated Sheet” as required by 37 CFR 1.121(d).

O B. The practice of submitting proposed drawing correction has been eliminated. Replacement
drawings showing amended figures, without markings, in compliance with 37 CFR 1.84 are
required.

O C. Other .

4. Amendments to the claims:

(J A. A complete listing of all of the claims is not present.

(J B. The listing of claims does not include the text of all pending claims (including withdrawn claims)

(J C. Each claim has not been provided with the proper status identifier, and as such, the individual
status of each claim cannot be identified. Note: the status of every claim must be indicated after
its claim number by using one of the following status identifiers: (Original), (Currently amended), (
Canceled), (Previously presented), (New), (Not entered), (Withdrawn) and (Withdrawn-currently
amended).

[J D. The claims of this amendment paper have not been presented in ascending numerical order.

E. Other: See Continuation .

J 5. Other (e.g., the amendment is unsigned or not signed in accordance with 37 CFR 1.4):

For further explanation of the amendment format required by 37 CFR 1.121, see MPEP § 714.

TIME PERIODS FOR FILING A REPLY TO THIS NOTICE:

1. Applicant is given no new time period if the non-compliant amendment is an after-final amendment or an
amendment filed after allowance. If applicant wishes to resubmit the non-compliant after-final amendment with
corrections, the entire corrected amendment must be resubmitted.

2. Applicant is given two months from the mail date of this notice to supply the correction, if the non-compliant
amendment is one of the following: a preliminary amendment, a non-final amendment (including a submission
for a request for continued examination (RCE) under 37 CFR 1.114), a supplemental amendment filed within a
suspension period under 37 CFR 1.103(a) or (c), and an amendment filed in response to a Quay/e action. If
any of above boxes 1. to 4. are checked, the correction required is only the corrected section of the
non-compliant amendment in compliance with 37 CFR 1.121.

Extensions of time are available under 37 CFR 1.136(a) only if the non-compliant amendment is a
non-final amendment or an amendment filed in response to a Quay/e action.

Failure to timely respond to this notice will result in:
Abandonment of the application if the non-compliant amendment is a non-final amendment or an
amendment filed in response to a Quay/e action; or
Non-entry of the amendment if the non-compliant amendment is a preliminary amendment or
supplemental amendment.

Arcalarhlitial
T CCToTTvITtTaT =X
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Daniel J. Schleis/
Primary Examiner, Art Unit 1784

U.S. Patent and Trademark Office Part of Paper No. 20200226
PTOL-324 (11-13) Notice of Non-Compliant Amendment (37 CFR 1.121)
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PTO/SB/06 (09-11)

Approved for use through 1/31/2014. OMB 0651-0032
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number.

PATENT APPLICATION FEE DETERMINATION RECORD APP“CE‘“O;‘JL%O%S‘ Number
Substitute for Form PTO-875 ’

Filing Date
05/16/2019

(7o be Mailed

APPLICATION AS FILED - PARTI

ENTITY: LARGE [ smaLL (O micro

(Column 1} (Column 2}
FOR NUMBER FILED NUMBER EXTRA RATE ($) FEE ($)
(] Basic FEE N/A N/A N/A
(37 CFR 1.16(a), (b), or (c))
() SEARCH FEE
(37 CFR 1.16(k), (i), or (m)) N/A N/A N/A
D EXAMINATION FEE
(37 CFR 1.16(0), (p), or () N/A N/A N/A
TOTAL CLAIMS . .
(37 GFR 1.16(i)) minus 20 = x $100 -
INDEPENDENT CLAIMS . *
(37 CFR 1.16(h)) minus 3 = x $460 -
If the specification and drawings exceed 100 sheets
of paper, the application size fee due is $310 ($155
DST:;LIE?QON SIZE FEE (37 for small entity) for each additional 50 sheets or
16(s)) fraction thereof. See 35 U.S.C. 41(a)(1)(G) and 37
CFR 1.16(s).
[J MULTIPLE DEPENDENT GLAIM PRESENT (37 CFR 1.16())
* If the difference in column 1 is less than zero, enter "0" in column 2. TOTAL
APPLICATION AS AMENDED - PART Il
(Column 1) (Column 2) (Column 3)
CLAIMS HIGHEST
— 04/08/2020 ;{E#"EAF'{N'NG gg'g\ﬁgﬁjsw PRESENT EXTRA RATE ($) ADDITIONAL FEE ($)
E AMENDMENT PAID FOR
Total * ; wx - =
. 30 vinus | 30 -0 x $100 - 0
Z | Independent « : wx —
g (37 CFF:% 1.16(h) 3 Minus 3 =0 x $460 - 0
< [ Application Size Fee (37 CFR 1.16(s))
D FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR
1.16(j))
TOTAL ADD'L FEE 0
(Column 1) (Column 2) (Column 3)
CLAIMS HIGHEST
REMAINING NUMBER
AFTER PREVIOUSLY PRESENT EXTRA RATE ($) ADDITIONAL FEE ($)
E AMENDMENT PAID FOR
L | Total * ; *x = -
= | srorr sy Minus = x $0 =
8 [ Independent . - wn -
E (37 CFF:% 1.16(h) Minus = x $0 =
E () Application Size Fee (37 CFR 1.16(s))

J FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR
1.16()))

TOTAL ADD'L FEE

* If the entry in column 1 is less than the entry in column 2, write "0" in column 3. SLIE

** If the "Highest Number Previously Paid For” IN THIS SPAGE is less than 20, enter "20". /TONYA Q MCBRIDE/

*** If the "Highest Number Previously Paid For" IN THIS SPACE is less than 3, enter "3".

The "Highest Number Previously Paid For" (Total or Independent} is the highest number found in the appropriate box in column 1.

This collection of information is required by 37 CFR 1.16. The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to
process} an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 12 minutes to complete, including gathering,
preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S.
Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS

ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

/f you need assistance in completing the form, call 1-800-PT0-9199 and select option 2.
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Information:

Total Files Size (in bytes): 96232

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810}, a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.
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IN THE UNITED STATES PATENT & TRADEMARK OFFICE

Application of’ ARCELORMITTAL
Inventor(s): Drillet et al.
Application No.: 16/413,799

Filed: May 16, 2019

Attorney Docket No.: 20631.1028CONS
Confirmation No.: 7637

Examiner: Daniel J. Schleis
Title: Coated Steel Strips, Coated Stamped Products and Methods
Submitted electronically via EFS-WEB April 8, 2020

RESPONSE TO OFFICE ACTION

Dear Sir or Madam:

In response to the Office Action dated March 2, 2020, please re-consider the above-

identified patent application based on the following:
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Response to Office Action

IN THE CLAIMS

This listing of claims will replace all prior versions, and listings, of claims in the

application:

Listing of Claims:

Claims 1 to 47 (canceled).

Claim 48 (currently amended): A precoated steel het-stamped product comprising:

a strip of base steel having a first side and a second side; and

a coating on at least one of the first side of the strip of base steel and the second side of
the strip of base steel, wherein the coating results from interdiffusion between the base steel, and
an aluminum or aluminum alloy pre-coating, and wherein the coating includes, proceeding from
the base steel outwards:

(a) an interdiffusion layer having a first mean iron composition,

(b) an intermediate layer having a second mean iron composition different from
the first mean iron composition,

(c) an intermetallic layer having a third mean iron composition different from the
first and second mean iron compositions, the third mean iron composition being higher than the
second mean iron composition; and

(d) a superficial layer having a fourth mean iron composition different from the
third mean iron composition,

wherein the coating has a thickness greater than 30 micrometers.

Claim 49 (currently amended): The precoated steel hetstamped product as recited in claim 48
wherein the layers (c) and (d) are quasi continuous by occupying at least 90% of a level
corresponding to each of the layers (¢) and (d) and wherein less than 10% of layer (c) is present

at an extreme surface of the product.

Claim 50 (currently amended): The precoated steel hetstamped product as recited in claim 48

wherein the base steel includes the following components by weight based on total weight:

Page 2 of 9
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0.15%<carbon<0.5%;
0.5%<manganese<3%,;
0.1%<silicon<0.5%;
0.01%<chromium<1%;
titanium<0.2%;
aluminum<0.1%;
phosphorus<0.1%;
sulfur<0.05%;
0.0005%<boron<0.08%;

and further comprises iron and impurities inherent in processing.

Claim 51 (currently amended): The precoated steel hetstamped product as recited in claim 48
wherein the base steel comprises the following components by weight based on total weight:

0.20%<carbon<0.5%;

0.8%<manganese<1.5%;

0.1%<silicon<0.35%;

0.01%<chromium<1%;

titanium<0.1%;

aluminum<0.1%;

phosphorus<0.05%;

sulfur<0.03%;

0.0005%<boron<0.01%:;

and further comprises iron and impurities inherent in processing.

Claim 52 (currently amended): The precoated steel hetstamped product as recited in claim 48

wherein the base steel comprises 20 ppm or less of sulfur.

Claim 53 (currently amended): The precoated steel hetstamped product as recited in claim 49

wherein the base steel comprises 20 ppm or less of sulfur.

Page 3 of 9
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Claim 54 (currently amended): The precoated steel hetstamped product as recited in claim 48

wherein a ratio of titanium to nitrogen in the base steel in weight % is in excess of 3.42.

Claim 55 (currently amended): The precoated steel het-stamped product as recited in claim 49

wherein a ratio of titanium to nitrogen in the base steel in weight % is in excess of 3.42.

Claim 56 (currently amended): The precoated steel hetstamped product as recited in claim 48

wherein the layer (a) has a thickness less than 15 micrometers.

Claim 57 (currently amended): The precoated steel hetstamped product as recited in claim 48

wherein the layer (a) has a thickness less than 10 micrometers.

Claim 58 (currently amended): The precoated steel hetstamped-product as recited in claim 48
wherein the interdiffusion layer comprises the following components by weight based on total

weight: 86 to 95% Fe, 4 t010% Al, and 0 to 5% Si.

Claim 59 (currently amended): The precoated steel hetstamped product as recited in claim 48
wherein the intermediate layer comprises the following components by weight based on total

weight: 39 to 47% Fe, 53 to 61% Al, and 0 to 2% Si.

Claim 60 (currently amended): The precoated steel hetstamped product as recited in claim 48
wherein the intermetallic layer comprises the following components by weight based on total

weight: 62 to 67% Fe, 30 to 34% Al, and 2 to 6% Si.

Claim 61 (currently amended): The precoated steel hetstamped product as recited in claim 48
wherein the superficial layer comprises the following components by weight based on total

weight: 39 to 47% Fe, 53 to 61% Al, and 0 to 2% Si.

Claim 62 (currently amended): The precoated steel hetstamped product as recited in claim 58
wherein the intermediate layer comprises the following components by weight based on total

weight: 39 to 47% Fe, 53 to 61% Al, and 0 to 2% Si.

Page 4 of 9
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Claim 63 (currently amended): The precoated steel het-stamped-product as recited in claim 62
wherein the intermetallic layer comprises the following components by weight based on total

weight: 62 to 67% Fe, 30 to 34% Al, and 2 to 6% Si.

Claim 64 (currently amended): The precoated steel het-stamped product as recited in claim 63
wherein the superficial layer comprises the following components by weight based on total

weight: 39 to 47% Fe, 53 to 61% Al, and 0 to 2% Si.

Claim 65 (currently amended): The precoated steel hetstamped product as recited in claim 48

wherein the interdiffusion layer has a thickness of from 1 micron to 15 microns.

Claim 66 (currently amended): The precoated steel hetstamped product as recited in claim 48
wherein the first mean iron composition is 90 percent, the second mean iron composition is 43
percent, the third mean iron composition is 63 percent and the fourth mean iron composition is

45 percent.

Claim 67 (currently amended): The precoated steel hetstamped product as recited in claim 48

wherein the fourth mean iron composition is lower than the third mean iron composition.

Claim 68 (currently amended): A precoated steel het-stamped product comprising:
a strip of base steel having a first side and a second side; and
a coating on at least one of the first side of the strip of base steel and the second side of
the strip of base steel, wherein the coating results from interdiffusion between the base steel, and
an aluminum or aluminum alloy pre-coating, and wherein the coating includes, proceeding from
the base steel outwards:
(a) an interdiffusion layer having a first mean iron composition,
(b) an intermediate layer having a second mean iron composition different from

the first mean iron composition,

Page 50of 9
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(c) an intermetallic layer having a third mean iron composition different from the
first and second mean iron compositions, the third mean iron concentration being higher
than the second mean iron composition, and

(d) a superficial layer having a fourth mean iron composition different from the
first, second and third mean iron compositions,

wherein the coating has a thickness greater than 30 micrometers.

Claim 69 (currently amended): The precoated steel het-stamped product as recited in claim 68

wherein the fourth mean iron composition is lower than the third mean iron composition.

Claim 70 (currently amended): The precoated steel hetstamped product as recited in claim 69

wherein the fourth mean iron composition is higher than the second mean iron composition.

Claim 71 (currently amended): A precoated steel het-stamped product comprising:
a strip of base steel having a first side and a second side; and
a coating on at least one of the first side of the strip of base steel and the second side of
the strip of base steel, wherein the coating results from interdiffusion between the base steel, and
an aluminum or aluminum alloy pre-coating, and wherein the coating includes, proceeding from
the base steel outwards:
(a) an interdiffusion layer having a first mean aluminum composition,
(b) an intermediate layer having a second mean aluminum composition different
from the first mean aluminum composition,
(c) an intermetallic layer having a third mean aluminum composition different
from the first and second mean aluminum compositions, and
(d) a superficial layer having a fourth mean aluminum composition different from
the first, second and third mean aluminum compositions, the second mean aluminum
composition being greater than the third mean aluminum composition;

wherein the coating has a thickness greater than 30 micrometers.
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Claim 72 (currently amended): The precoated steel het-stamped product as recited in claim 71
wherein the fourth mean aluminum composition is less than the second mean aluminum

composition.

Claim 73 (currently amended): The precoated steel hetstamped product as recited in claim

71 wherein the layer (a) has a thickness less than 15 micrometers.

Claim 74 (currently amended): The precoated steel hetstamped product as recited in claim 71
wherein the interdiffusion layer comprises the following components by weight based on total

weight: 86 to 95% Fe, 4 t010% Al, and 0 to 5% Si.

Claim 75 (currently amended): The precoated steel hetstamped product as recited in claim 71
wherein the intermediate layer comprises the following components by weight based on total

weight: 39 to 47% Fe, 53 to 61% Al, and 0 to 2% Si.

Claim 76 (currently amended): The precoated steel hetstamped product as recited in claim 71
wherein the intermetallic layer comprises the following components by weight based on total

weight: 62 to 67% Fe, 30 to 34% Al, and 2 to 6% Si.

Claim 77 (currently amended): The precoated steel hetstamped-product as recited in claim 71
wherein the superficial layer comprises the following components by weight based on total

weight: 39 to 47% Fe, 53 to 61% Al, and 0 to 2% Si.
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REMARKS
Claims 48 to 77 are pending. In the Office Action dated March 3, 2020, the Examiner
issued a restriction requirement alleging that claims 48-77 were directed to a non-elected
invention. According to the Examiner, original claims 25-47 were directed to “a precoated steel
product” (Group I), and previously submitted claims 48 to 77 were directed to “a coated hot
stamped product” (Group II). Claims 48 to 77 have been amended to be directed to

constructively elected invention (I) “a precoated steel product”.

In the Office Action dated July 11, 2019, previously pending Claims 25 to 47 were
rejected under 35 U.S.C. 1 12(b) as being indefinite. These claims were canceled in favor of new
claims 48-77 which were subject to the restriction requirement addressed above. Claims 48-77
are herein amended to recite "a precoated steel product". It is respectfully submitted that
currently amended claims 48-77 address the Examiner's concern that, in prior claims 25-47, the
layer structure was not positively claimed as part of the precoated steel product. It is respectfully

submitted that claims 48-77 comply with 35 U.S.C. 1 12.

Applicant further notes that claims 48-77 recite mean composition features finding
support for example at 0049 to 0057 and 0122 to 0126. The independent claims remove the
claim limitation of "layer (a) has a thickness less than 15 micrometers" found at the specification
at 0057, but add certain mean composition features, namely in claims 48 and 68 of "an
intermetallic layer having a third mean iron composition different from the first and second mean
iron compositions, the third mean iron concentration being higher than the second mean iron
composition" and in claim 71 of "the second mean aluminum composition being greater than the
third mean aluminum composition." These again find support for example at 0049 to 0057 and
0122 to 0126. Applicants would like to note that during previous prosecution of related U.S.
Patent No. 9,708,683, the claim limitation of the layer (a) having a thickness less than 15
micrometers was at issue in the issuance of those claims. While Applicant has now removed that
limitation in the independent claims in the present application (though it remains in some
dependent claims), it is noted that Takagi U.S. 2004/0009366 states at 0035 that: "Thickness of
aluminum coating layer: 10~20 um." While this is the thickness of the aluminum coating before

heat treatment in Takagi, there is simply no indication that the Takagi heat treatment process
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would increase this coating layer to meet the claim limitation of the present independent claims
of claims 48, 68 and 71 of "wherein the coating has a thickness greater than 30 micrometers."
Nor, if Takagi were so modified, is there any indication that the layer compositions as claimed in

claims 48, 68 and 71 would be attained.

Applicant also notes that for the related U.S. 9,708,683 patent a petition for inter partes

review has been filed and invites the Examiner to review the papers filed in that proceeding.

The present claims are respectfully submitted as patentable over all of the prior art at
issue.
It is respectfully submitted that the application is in condition for allowance and

applicants respectfully request such action

If any fees are deemed to be due at this time, the Assistant Commissioner is authorized to

charge payment of the same to Deposit Account No. 50-0552.

Respectfully submitted,
DAVIDSON, DAVIDSON & KAPPEL, LLC

By:___ /Cary Kappel/
Cary Kappel, Reg. No. 36,561

Davidson, Davidson & Kappel, LLC
589 Eighth Ave, 22°¢ Floor
New York, New York 10018
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Application No. Applicant(s)

16/413,799 DRILLET et al.
Office Action Summary Examiner ArtUnit | AIA (FITF) Status
Daniel J Schleis 1784 No

-- The MAILING DATE of this communication appears on the cover sheet with the corresponderice address --
Period for Reply

A SHORTENED STATUTORY PERIOD FOR REPLY IS SET TO EXPIRE 3 MONTHS FROM THE MAILING
DATE OF THIS COMMUNICATION.

Extensions of time may be available under the provisions of 37 CFR 1.136(a). In no event, however, may a reply be timely filed after SIX (6) MONTHS from the mailing
date of this communication.

- If NO period for reply is specified above, the maximum statutory period will apply and will expire SIX (6} MONTHS from the mailing date of this communication.

- Failure to reply within the set or extended period for reply will, by statute, cause the application to become ABANDONED (35 U.S.C. § 133).
Any reply received by the Office later than three months after the mailing date of this communication, even if timely filed, may reduce any earned patent term
adjustment. See 37 CFR 1.704(b).

Status
1) Responsive to communication(s) filed on 04/08/2020.
0 A declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filedon
2a)l¥] This action is FINAL. 2b) [J This action is non-final.

3)(J An election was made by the applicant in response to a restriction requirement set forth during the interview
on ; the restriction requirement and election have been incorporated into this action.

4)J Since this application is in condition for allowance except for formal matters, prosecution as to the merits is
closed in accordance with the practice under £x parre Quayte, 1935 C.D. 11, 453 O.G. 213.

Disposition of Claims*
5) Claim(s) 48-77 is/are pending in the application.

5a) Of the above claim(s) _____is/are withdrawn from consideration.
6) (J Claim(s) ____is/are allowed.
7) Claim(s) 48-77 is/are rejected.
8) [ Claim(s) ____is/are objected to.
9) (J Claim(s) are subject to restriction and/or election requirement
* If any claims have been determined allowable, you may be eligible to benefit from the Patent Prosecution Highway program at a

participating intellectual property office for the corresponding application. For more information, please see
http://www.uspto.gov/patents/init_events/pph/index.jsp or send an inquiry to PPHfeedback@uspto.gov.

Application Papers
10)[10 The specification is objected to by the Examiner.
11)[0J The drawing(s) fledon _____is/are: a)(] accepted or b){] objected to by the Examiner.
Applicant may not request that any objection to the drawing(s) be held in abeyance. See 37 CFR 1.85(a).
Replacement drawing sheet(s) including the correction is required if the drawing(s) is objected to. See 37 CFR 1.121(d).

Priority under 35 U.S.C. § 119

12)[1] Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f).
Certified copies:

a)ld All b)(J Some** ¢)d None of the:
1.[J Certified copies of the priority documents have been received.
2.(J Certified copies of the priority documents have been received in Application No.

3.0 Copies of the certified copies of the priority documents have been received in this National Stage
application from the International Bureau (PCT Rule 17.2(a)).

** See the attached detailed Office action for a list of the certified copies not received.

Attachment(s)

1) Notice of References Cited (PTO-892) 3) [ Interview Summary (PTO-413)
. . Paper No(s)/Mail Date

2) Information Disclosure Statement(s) (PTO/SB/08a and/or PTO/SB/08b) 4) (] Other:

Paper No(s)/Mail Date 07/08/2019 and 01/06/2020.
U.S. Patent and Trademark Office

PTOL-326 (Rev. 11-13) Office Action Summary Part of Paper No./Mail Date 20200428
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Application/Control Number: 16/413,799 Page 2
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DETAILED ACTION
Response to Amendment
In view of the amendments to the claims, the 35 U.S.C. 112 rejections directed to the
claims are withdrawn. New rejections directed to the claims are set forth below and were

necessitated by these amendments.

Information Disclosure Statement
The information disclosure statements (IDS) submitted on 8 July 2019 and 6 January

2020 were considered by the examiner.

Claim Rejections - 35 USC § 102/ § 103
In the event the determination of the status of the application as subject to AIA 35 U.S.C.
102 and 103 (or as subject to pre-AIA 35 U.S.C. 102 and 103) is incorrect, any correction of the
statutory basis for the rejection will not be considered a new ground of rejection if the prior art
relied upon, and the rationale supporting the rejection, would be the same under either status.
The following is a quotation of the appropriate paragraphs of pre-AIA 35 U.S.C. 102 that

form the basis for the rejections under this section made in this Office action:

A person shall be entitled to a patent unless —
(b) the invention was patented or described in a printed publication in this or a foreign country or in

public use or on sale in this country, more than one year prior to the date of application for patent in the
United States.

The following is a quotation of pre-AIA 35 U.S.C. 103(a) which forms the basis for all

obviousness rejections set forth in this Office action:

(a) A patent may not be obtained though the invention is not identically disclosed or described as set
forth in section 102, if the differences between the subject matter sought to be patented and the prior art
are such that the subject matter as a whole would have been obvious at the time the invention was made

ArcelorMittal Ex. 2016
Page 916 of 1430



Application/Control Number: 16/413,799 Page 3
Art Unit: 1784

to a person having ordinary skill in the art to which said subject matter pertains. Patentability shall not
be negatived by the manner in which the invention was made.

The factual inquiries set forth in Graham v. John Deere Co., 383 U.S. 1, 148 USPQ 459
(1966), that are applied for establishing a background for determining obviousness under pre-
ATA 35 U.S.C. 103(a) are summarized as follows:

1. Determining the scope and contents of the prior art.

2. Ascertaining the differences between the prior art and the claims at issue.

3. Resolving the level of ordinary skill in the pertinent art.

4. Considering objective evidence present in the application indicating obviousness or
nonobviousness.

This application currently names joint inventors. In considering patentability of the
claims under pre-AIA 35 U.S.C. 103(a), the examiner presumes that the subject matter of the
various claims was commonly owned at the time any inventions covered therein were made
absent any evidence to the contrary. Applicant is advised of the obligation under 37 CFR 1.56 to
point out the inventor and invention dates of each claim that was not commonly owned at the
time a later invention was made in order for the examiner to consider the applicability of pre-
ATA 35 U.S.C. 103(c) and potential pre-AIA 35 U.S.C. 102(e), (f) or (g) prior art under pre-AlA

35 U.S.C. 103(a).

Claims 48-50 and 54-77 are rejected under 35 U.S.C. 102(b) as anticipated by or, in
the alternative, under 35 U.S.C. 103(a) as obvious over U.S. Patent Number 6,296,805
(Laurent).

In regards to independent claims 48, 68, and 71 and dependent claims 49, 50, 54-67, 69-

70, and 72-77, Laurent is directed to a coated, hot- and cold-rolled steel sheet comprising a very
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high resistance after thermal treatment. (1:6-8) The sheet is provided with an aluminum-based
coating, for example by dipping in a bath containing, in addition, from 8% to 11% silicon, from
2% to 4% iron, the sheet having a high mechanical resistance after thermal treatment and a high
resistance to corrosion, as well as a good capacity for painting and gluing. (2:37-45) The
aluminum-based layer is provided in a thickness of about 20 microns. (3:38-44)

Laurent teaches a composition for the steel that completely falls within or overlaps the

teachings within the instant application and set forth within the claims. Laurent teaches:

Claim 50 Claim 51 Laurent
(1:47-64)

Carbon 0.15-0.5 0.2-0.5 0.15-0.5
Manganese 0.5-3 0.8-1.5 0.5-3
Silicon 0.1-0.5 0.1-0.35 0.1-0.5
Chromium 0.01-1 0.01-1 0.01-1
Titanium <0.2 <0.1 <0.2
Aluminum <0.1 <0.1 <0.1
Phosphorous <0.1 <0.05 <0.1
Sulfur <0.05 <0.03 <0.05
Boron 0.0005-0.08 0.0005-0.01 0.0005-0.08
Iron Balance Balance Balance

Diffusion of the iron in the coating will be initiated at high temperature, thus there will be

better cohesion between the coating and steel in the sheet. (3:26-37) After the shaping of a

casting the coating is subjected to an increase in temperature to an excess of 5° C/second. (3:26-

29)

Thermal treatment of the metal sheet consists in a heating at a temperature between Acl,

starting temperature of austenitic formation, for example 750° C and 1200° C, in a furnace, for a

period which depends on the temperature to be reached and the thickness of the casting sheet.

(3:61-65) For a completely martensitic structure, and for steel having the composition of the

ArcelorMittal Ex. 2016
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example, the speed of cooling should be in excess of the critical speed of hardening, which is 27°
C / second for an austenitizing at 900° C for five minutes, wherein the sheet has a thickness of

approximately 1 mm. (4:4-9)

This process appears to be identical or substantially identical to the process set forth in
the specification of the instant application, which produces the claimed product. The instant
application sets forth that the aluminum hot-dip coating is precisely controlled to fall within a
range equal to 20 and 33 microns. (§46-47 of Specification) The favorable layer disposition is
obtained when aluminum- or aluminum alloy pre-coated steel sheets, whose thickness range
from, e.g. 07 to 3 mm, are heated for 3 to 13 minutes in a furnace heated to a temperature of 880
to 940° C. ({58 of Specification) The heating rate is between 4 and 12° C/second for producing
a favorable alloyed layer disposition. ({59 of Specification)

The Instant Application sets forth that the Al-Si coating has 8 to 11% silicon, from 2 to
4% iron, and the remainder being aluminum or aluminum alloy. (67 of Specification) The
Typical composition of Al-Si coating is Al-9.3% silicon-2.8%Fe. ({67 of Specification) The
inventive coatings, however, are not limited to these compositions. (67 of Specification)

It appears that the thickness of the aluminum hot-dip coating, the composition of the hot-
dip aluminum coating, the thickness of the steel sheet, the time and temperature of the heating
within the furnace, and the heating rates in Laurent are identical or substantially identical to
those set forth in the specification of the instant application. Applicant teaches that the heating
rate and temperature lead to the favorable layer disposition. (See {58 and {59 of Specification)
Laurent further sets forth the composition of the steel that falls within the teachings of the instant

application and result in the claimed structure.
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Where the claimed and prior art products are identical or substantially identical, or are
produced by identical or substantially identical processes, the Office can require an applicant to
prove that the prior art products do not necessarily or inherently possess the characteristics of the
claimed product. Whether the rejection is based on “inherency” under 35 USC 102, on “prima
facie obviousness” under 35 USC 103, jointly or alternatively, the burden of proof is the same,
and its fairness is evidenced by the Office’s inability to manufacture products or to obtain and
compare prior art products.

Consequently, absent a showing to the contrary, it appears that the properties of the
product in the prior art necessarily or inherently possesses the characteristics of the claimed
product, including the presence of the four claimed layers, the resulting thickness of the overall

coating and its respective layers, and the quasi-continuous nature of the layers.

As to claims 54 and 55, Laurent teaches in the preferred embodiment that the titanium

content with respect to the nitrogen content is in excess of 3.42. [2:11-14]

Claim Rejections - 35 USC § 103
Claims 51-53 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable
over Laurent
As to claim 51, Laurent sets forth compositional ranges that overlap the claimed

compositional ranges.

Claim 51 Laurent
(1:47-64)
Carbon 0.2-0.5 0.15-0.5
Manganese 0.8-1.5 0.5-3
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Silicon 0.1-0.35 0.1-0.5
Chromium 0.01-1 0.01-1
Titanium <0.1 <0.2
Aluminum <0.1 <0.1
Phosphorous <0.05 <0.1

Sulfur <0.03 <0.05
Boron 0.0005-0.01 0.0005-0.08
Iron Balance Balance

As to claims 52 and 53, Laurent teaches that the sulfur content of the preferred
embodiment has a sulfur content of less than 0.03%. (1:65-2:10) This range taught by Laurent

overlaps the claimed range.

Response to Arguments
Applicant’s arguments with respect to the claims have been considered but are moot

because the arguments do not apply to any of the references being used in the current rejection.

Conclusion

Applicant's amendment necessitated the new ground(s) of rejection presented in this
Office action. Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a).
Applicant is reminded of the extension of time policy as set forth in 37 CFR 1.136(a).

A shortened statutory period for reply to this final action is set to expire THREE
MONTHS from the mailing date of this action. In the event a first reply is filed within TWO
MONTHS of the mailing date of this final action and the advisory action is not mailed until after
the end of the THREE-MONTH shortened statutory period, then the shortened statutory period
will expire on the date the advisory action is mailed, and any extension fee pursuant to 37
CFR 1.136(a) will be calculated from the mailing date of the advisory action. In no event,
however, will the statutory period for reply expire later than SIX MONTHS from the date of this

final action.
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Any inquiry concerning this communication or earlier communications from the
examiner should be directed to Daniel J Schleis whose telephone number is (571)270-5636. The
examiner can normally be reached on 10 AM to 4 PM Monday through Friday.

Examiner interviews are available via telephone, in-person, and video conferencing using
a USPTO supplied web-based collaboration tool. To schedule an interview, applicant is
encouraged to use the USPTO Automated Interview Request (AIR) at
http://www.uspto.gov/interviewpractice.

If attempts to reach the examiner by telephone are unsuccessful, the examiner’s
supervisor, Humera Sheikh can be reached on (571) 272-0604. The fax phone number for the

organization where this application or proceeding is assigned is 571-273-8300.

Information regarding the status of an application may be obtained from the Patent
Application Information Retrieval (PAIR) system. Status information for published applications
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished
applications is available through Private PAIR only. For more information about the PAIR
system, see https://ppair-my.uspto.gov/pair/PrivatePair.

Should you have questions on access to the Private PAIR system, contact the Electronic
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a USPTO
Customer Service Representative or access to the automated information system, call 800-786-

9199 (IN USA OR CANADA) or 571-272-1000.

Daniel J. Schleis
Primary Examiner
Art Unit 1784

/Daniel J. Schleis/
Primary Examiner, Art Unit 1784
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:523 and (carbon ¢) same (manganese Mn)
“same (Silicon si) same (Chromium Cr)
“same (titanium ti) same (aluminum al) ,
-same (Phosphorus P) same (Sulfur Sulphur
:S) same (Boron B)

2524 and (aluminum aluminium al) near5
‘(pre-coat$4 precoat$4 layer coat$5)

'US-PGPUB;
USPAT;
'USOCR

US-PGPUB; -
_USPAT;
_USOCR

-US-PGPUB;
'USPAT;
-USOCR;
.EPO; JPO;
. DERWENT

12013/02/26
12:36 |

12013/02/26
:12:40 :

1((428/601,600,602,653) or

, - US-PGPUB;
(420/104,120,121,126) or

‘USPAT:

US-PGPU

USPAT;
'USOCR;

EPO; JPO;

'DERWENT

ON

12013/02/26
111:01 |

12013/02/26
111:02 é

12013/02/26
111:03 :

2013/02/26
112:13 ?

2013/02/26
112:33 5

12013/02/26
112:33 5

2013/02/26
12:35

12013/09/19
116:58 '

‘USOCR
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(148/531,535,534,537,635,653) or
(72/364,342.1,47) or (280/1)).CCLS.

'US-PGPUB; -
USPAT;
USOCR;

:528 and (interdiffusion intermediate
intermetallic superficial) near3 layer

'EPO; JPO;

'DERWENT

US-PGPUB; -
(USPAT;

_USOCR;
'EPO; JPO;

'DERWENT

'US-PGPUB;
{USPAT;

USOCR;
EPO; JPO;

'DERWENT

'US-PGPUB;
_USPAT;
'USOCR

:("20060134451" | "20070113936" |
1"20070166565" | "20070246509" |
:"20090020276" | "20090165901" |
:"20100101688" | "20100112370" |
:"20100183897" | "20110014494" |
1"20110240280" | "20110287276" | :
:"20110287277" | "5037707" | "6019939" | -
:"7387844").PN. OR ("8247082").URPN. :

12013/09/19
:16:59 :

'US-PGPUB;
USPAT;

%("4673551" | "4906534" | "5037707" |
:"5100048").PN. OR ("6019939").URPN.

2013/09/19
1700

12013/09/19
117:00 5

US-PGPUB;
_USPAT;
'USOCR

- US-PGPUB;
. USPAT;
'USOCR

("4985196" | "4990545" | "5139832" |
"6084849").PN. OR ("7060140").URPN.

:("4196025" | "4309886" | "4793869" |
:"5507677" | "5509842" | "5618401" |
-"5625251" | "5629051" | "5646478").PN.
‘OR ("5871851").URPN.

%("4601766" | "5019191" | "5871851").PN.
-OR ("6129992").URPN.

1("3795971" | "4455352" | "4956025").PN.
-OR ("5529644").URPN.

USPAT;
'USOCR

US-PGPUB; -
{USPAT;

12013/09/19
17:01 |

2013/09/19
116:58 ?

12013/09/19
116:59 5

2013/09/19
1659

2013/09/19
116:59 f

2013/09/19
17:00

12013/09/19
117:00 5

12013/09/19
117:01 |

12013/09/19
17:01 |

‘USOCR
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(("20010042393") or ("8127449") or
("7137201") or ("7708843") or
("20070163683") or ("20070175040") or
("3240269") or ("7503116") or
("7217331")).PN.

US-PGPUB;
{USPAT;
USOCR;
'FPRS; EPO; -
:JPO;
:DERWENT

(("20010042393") or ("8127449") or
("7137201") or ("7708843") or
("20070163683") or ("20070175040") or
("3240269") or ("7503116") or
("7217331")).PN.

("3214820" | "6197132" | "6296805").PN.
OR ("7708843").URPN.

US-PGPUB; -
USPAT;
{USOCR

 US-PGPUB;
USPAT;
-USOCR

((428/601,600,602,653) or
(420/104,120,121,126) or
(148/531,535,534,537,635,653) or
(72/364,342.1,47) or (280/1)).CCLS.

:548 and (interdiffusion intermediate
-intermetallic superficial) near3 layer

US-PGPUB;
_USPAT;
'USOCR

US-PGPUB;
| USPAT;
 USOCR;
'EPO; JPO;
‘DERWENT

(C21D9/46 or C23C2/12 or C23C2/40 or
.C23C2/26 or B32B15/012 or

. Y10T428/12389 or Y10T428/12396 or
Y10T428/12757).cpc.

 US-PGPUB;
_USPAT;
:USOCR;
-EPO; JPO;
:DERWENT

1550 and (interdiffusion intermediate
intermetallic superficial) near3 layer

'US-PGPUB;
- USPAT;
'USOCR;
“EPO; JPO;
'DERWENT

-US-PGPUB;
'USPAT;
-USOCR;
'EPO; JPO;
‘DERWENT

(C21D9/46 or C23C2/12 or C23C2/40 or
|C23C2/26 or B32B15/012 or
Y10T428/12389 or Y10T428/12396 or
 Y10T428/12757).cpc.

US-PGPUB; -
_USPAT;
'USOCR;

'EPO; JPO;
'DERWENT

:S53 and (interdiffusion intermediate

| US-PGPUB;
:intermetallic superficial) near3 layer

_USPAT;
_USOCR;
'EPO; JPO;
DERWENT

12017/03/10
108:29 a

12017/03/10
108:43 ?

2017/03/10°
0848

2019/07/08
110:56 ?

12019/07/08
110:56 ?

12019/07/08
110:58 ?

12019/07/08
111:00 5

12019/07/08
11:02 |

12020/07/06
112:06 |

12020/07/06
112:06 |
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VVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVVV . Operator Stamp
541 5 246 (C21D9/46 B32B15/012 C23C2/12 Us- ;OR ON  2016/12/02
, . C23C2/26 C23C2/40 Y10T428/12389 . PGPUB; 111:46

, Y10T428/12396 Y10T428/12757).cpc. ~ USPAT f |
'S42 11,776 S41 and (aluminum aluminium al) near5  US- OR ON  2016/12/02
5 (pre-coat$4 precoat$4 layer coat$s) PGPUB; : :11:46
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% : _intermetallic superficial) near3 layer).cim.  PGPUB; i :11:47
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'S57 1202 S56 and ((interdiffusion intermediate US- OR ON 12020/07/06
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Doc code: IDS
Dec description: Information Disclosure Statement (IDS) Filed

07/08/2019

16/413,79% - GAU:

1784

PTO/SB/08a (03-15)

Approved for use through 07/31/2016. OMB 0651-0031
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

Application Number 16413799

Filing Date P019-05-16

First Named Inventor |[rillet

Art Unit 1784

Examiner Name TBD

Aftorney Docket Number 20631.1028CON5

U.S.PATENTS Remove
Examiner| Cite Kind Name of Patentee or Applicant Pages,Columns, Lines where
e Patent Number Issue Date . Relevant Passages or Relevant
Initial No Code! of cited Document )
Figures Appear
1 867344 B2 P011-01-11 Kusumi et al.
2

If you wish to add additional U.S. Patent citation information please click the Add button.

Add

U.S.PATENT APPLICATION PUBLICATIONS

Remove

Examiner| .. Publication Kind | Publication Name of Patentee or Applicant Pages Columns, Lines where
e Cite No . Relevant Passages or Relevant
Initial Number Code'| Date of cited Document )
Figures Appear
1 20040238080 A1l P004-12-02 Vandeputte et al.

If you wish to add additional U.S. Published Application citation information please click the Add button| Add

FOREIGN PATENT DOCUMENTS

Remove

Name of Patentee or Pages,Columns,Lines
Examiner| Cite | Foreign Document Country Kind | Publication Applicant of cited where Relevant Ts
Initial* No | Number? Code2j Code#| Date PR Passages or Relevant
Document .
Figures Appear
1 |booa106573 o Al |2004-12-09 II\JSEL)JM'TOMO METAL | see English translation
2 833504 FR A1l 2003-06-20 | aurent et al. See English translation

EFS Web 2.1.17

ALL REFERENCES CONSIDERED EXCEPT WHERE LINED THROUGH. /DJs/

ArcelorMittal Ex.
Page 933 of 1430

2016



Receipt date: 07/08/201¢ 16/413,79% ~ GaU: 1784
Application Number 16413799
Filing Date 2019-05-16
INFORMATION DISCLOSURE First Named Inventor | Drillet
STATEMENT BY APPLICANT ———— po—
( Not for submission under 37 CFR 1.99)
Examiner Name TBD
Aftorney Docket Number 20631.1028CON5
3 013785 FR B1 2006-10-25 | aurent See English translation
See English machine
4 P006051543 P A 2006-02-23 Kusumi et al. translation, also e.g. US
7867344
If you wish to add additional Foreign Patent Document citation information please click the Add button | Add
NON-PATENT LITERATURE DOCUMENTS Remove
. .. | Include name of the author (in CAPITAL LETTERS), title of the article (when appropriate), title of the item
Examiner| Cite o . . '
. (book, magazine, journal, serial, symposium, catalog, etc), date, pages(s), volume-issue number(s), TS
Initials No . . .
publisher, city and/or country where published.
1 Mahesh C. Somani, et al_, “Dimensional Changes and Microstructural Evolution in a B-bearing Steel in the Simulated
Forming and Quenching Process,” ISIJ International, 2001, Volume 41, Issue 4, Pages 361-367 ("Somani”)
Declaration of Mel Desart, dated April 16, 2019, relating to attached "High Strength Steels for Automotive Safety
2 Parts,” SAE Technical Paper 2001-01-0078. 2001, by Cornette, ., Hourman, T_, Hudin, O_, Laurent, J_, and Reynaert,
A-!I
3 Peclaration Dr. Michael Miles, dated June 28, 2019 as filed in IPR2019-01275, US Patent No. 9,708,683
Declaration of Mel Desart, dated May 30, 2019, relating to attached "High Strength Steels for Automotive Safety
4 Parts," SAE 2001 Transactions Journal of Materials & Manufacturing-v110-5, by Corneae, D., Hourman, T., Hudin, 0_,
| aurent, J., and Reynaert, A"
Declaration of Dr. Michael L. Knolt dated April 22, 2019 realting to attached Somani (Mahesh C. Somani, et al_,
5 ‘Dimensional Changes and Microstructural Evolution in a B-bearing Steel in the Simulated Forming and Quenching
Process,” ISIJ International, 2001, Volume 41, Issue 4, Pages 361-367 (“Somani”)) from University of Michigan's Art,
Architecture, and Engineering Library's Technical Services Department
6 Publication History from SAE Mobilus, dated May 30, 2019 for Cometle et al_, "High Strength Steels for Automotive
Bafety Parts" SAE Technical Paper Series 2001-01-0078, March 24 001, ISSN: 0148-7191
7 Fekete, J., Stibich, A_, and Shi, M., “A Comparison of the Response of HSLA and Dual Phase Sheet Steel in Dynamic
Crush,” SAE Technical Paper 2001-01-3101, 2001
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Receipt date: 07/08/201¢ 16/413,79% ~ GaU: 1784
Application Number 16413799

Filing Date 2019-05-16

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

First Named Inventor | Drillet

Art Unit 1784

Examiner Name TBD

Aftorney Docket Number 20631.1028CON5

8 Robert R. Mayer, “Theoretical Effects of Hydroforming on Crashworthiness of Straight Sections,” ASME International
Mechanical Engineering Congress and Exposition, Applied Mechanics {(2004):591-603

Publication History from ISIJ International for "Mahesh C. Somani, et al., “Dimensional Changes and Microstructural
9 Fvolution in a B-bearing Steel in the Simulated Forming and Quenching Process,” ISIJ International, 2001, Volume 41,
ssue 4, Pages 361-367 (“Somani™)"

10 |Mebster's New Twentieth Century Dictionary (2nd ed. 1964), published by The World Publishing Company

11 Random House Webster's Unabridged Dictionary (2nd ed. 1998), Random House New York

12 ASM Materials Engineering Dictionary, ASM INternational, The Materials Information Society, 1992

13 Dictionary of Materials and Manufacturing, Nichols Publishing: New York, 1990

14 | McGraw-Hill Dictionary of Scientific and Technical Terms, Sixth Edition, 2003

15 Certified Translation of "alliation" and "alliage™

16 Ahindra Ghosh, “Secondary Steelmaking, Principles and Applications” (2001), CRC Press

17 Bkerstrom, P. et al., “Material parameter estimation for boron steel from simultaneous cooling and compression
bxperiments,” Modelling and Simulation in Materials Science and Engineering. 2005, Vol.13, No.8, p.1291

18 ASTM Dictionaly of Engineering Science & Technology, ASTM International 2005
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Receipt date:

07/08/2019 16/413,79% - GAU:

1784

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

Application Number 16413799

Filing Date 2019-05-16

First Named Inventor | Drillet

Art Unit 1784

Examiner Name TBD

Aftorney Docket Number 20631.1028CON5

19 Chambers Dictionary of Science and Technology, Tenth edition, 1999
20 |Webster's Third New International Dictionary of the English Language Unabridged, 2003
Engels, H. et al., “Controlling and Monitoring of the Hot-Stamping Process of Boron-Alloyed Heat-Treated Steels.” — p.
21 35-50 (“Engels™), published in Liewald, M. {Ed.). “New developments in sheet metal forming”: Frankfurt a.M.:
ATINFO, Werkstoff-Informationsges (2006)
Declaration of Marcel Thoms of University of Stuttgart dated June 7, 2019 relating to attached "Engels, H. et al_,
22 ‘Controlling and Monitoring of the Hot-Stamping Process of Boron-Alloyed Heat-Treated Steels.” — p. 135-50
“Engels™), published in Liewald, M. (Ed ). “New developments in sheet metal forming”: Frankfurt a.M_: MATINFO,
Werkstoff-Informationsges (2006)"
23 Certified translation of "Stahl”
24 Preliminary Opinion issued on June 19, 2019 in opposition proceedings of European Patent Application 06842403.5

If you wish to add additional non-patent literature document citation information please click the Add button| Add

EXAMINER SIGNATURE

Examiner Signature /Daniel J. Schleis/ Date Considered 07/06/2020

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through a
citation if not in conformance and not considered. Include copy of this form with next communication to applicant.

1 See Kind Codes of USPTO Patent Documents at www.USPTO.GOV or MPEP 901.04. 2 Enter office that issued the document, by the two-letter code (WIPO

Standard ST.3). 2 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent document.
4 Kind of document by the appropriate symbols as indicated on the document under WIPQ Standard ST.16 if possible. * Applicant is to place a check mark here if
English language translation is attached.

EFS Web 2.1.17

ArcelorMittal Ex. 2016
ALL REFERENCES CONSIDERED EXCEPT WHERE LINED THROUGH. /DJs/ Page 936 of 1430



Receipt date: 07/08/201¢ 16/413,79% ~ GaU: 1784
Application Number 16413799

Filing Date 2019-05-16

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

First Named Inventor | Drillet

Art Unit 1784

Examiner Name TBD

Aftorney Docket Number 20631.1028CON5

CERTIFICATION STATEMENT

Please see 37 CFR 1.97 and 1.98 to make the appropriate selection(s):

That each item of information contained in the information disclosure statement was first cited in any communication
from a foreign patent office in a counterpart foreign application not more than three months prior to the filing of the
information disclosure statement. See 37 CFR 1.97(e)(1).

OR

That no item of information contained in the information disclosure statement was cited in a communication from a
foreign patent office in a counterpart foreign application, and, to the knowledge of the person signing the certification
after making reasonable inquiry, no item of information contained in the information disclosure statement was known to

[ ] any individual designated in 37 CFR 1.56(c) more than three months prior to the filing of the information disclosure
statement. See 37 CFR 1.97(e)(2).

See attached certification statement.
The fee set forth in 37 CFR 1.17 (p) has been submitted herewith.

X A certification statement is not submitted herewith.

SIGNATURE
A signature of the applicant or representative is required in accordance with CFR 1.33, 10.18. Please see CFR 1.4(d) for the
form of the signature.

Signature Jennifer L. O'Connell/ Date (YYYY-MM-DD) 2019-07-08
Name/Print Jennifer L. O'Connell Registration Number 57392

This collection of information is required by 37 CFR 1.97 and 1.98. The information is required to obtain or retain a benefit by the
public which is to file {and by the USPTO to process) an application. Confidentiality is governed by 35 U.5.C. 122 and 37 CFR
1.14. This collection is estimated to take 1 hour to complete, including gathering, preparing and submitting the completed
application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S.
Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND
FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria,
VA 22313-1450.
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Receipt date: 07/08/2019 16/413,79% - GAU: 1784

Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the
attached form related to a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised
that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited
is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark Office is to
process and/or examine your submission related to a patent application or patent. If you do not furnish the requested
information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act
(5 U.5.C. 552) and the Privacy Act (5 U.5.C. 552a). Records from this system of records may be disclosed to the
Department of Justice to determine whether the Freedom of Information Act requires disclosure of these record s.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a
court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of settlement
negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance from the
Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for
the information in order to perform a contract. Recipients of information shall be required to comply with the
requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records
may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant
to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of
National Security review (35 U.5.C. 181) and for review pursuant to the Atomic Energy Act (42 U.5.C. 218(¢)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or
his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility to
recommend improvements in records management practices and programs, under authority of 44 U.S.C. 2904 and
2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of records for this
purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make
determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in
an application which became abandoned or in which the proceedings were terminated and which application is
referenced by either a published application, an application open to public inspections or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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Doc code: IDS PTO/SBI08a (03-15)
o . . . Approved for use through 07/31/2016. OMB 0651-0031
Doc description: Information Disclosure Statement (IDS) Filed U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

Application Number 16413799
Filing Date P019-05-16

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

First Named Inventor |Prillet
Art Unit 1784

Examiner Name Schleis

Aftorney Docket Number 20631.1028CON5

U.S.PATENTS Remove
. . . . Pages,Columns,Lines where
E).(allm*lner Cite Patent Number Kind Issue Date Nar.ne of Patentee or Applicant Relevant Passages or Relevant
Initial No Code! of cited Document )
Figures Appear
1
If you wish to add additional U.S. Patent citation information please click the Add button. Add
U.S.PATENT APPLICATION PUBLICATIONS Remove
Examiner| .. Publication Kind | Publication Name of Patentee or Applicant Pages Columns, Lines where
e Cite No . Relevant Passages or Relevant
Initial Number Code'| Date of cited Document

Figures Appear

If you wish to add additional U.S. Published Application citation information please click the Add button| Add
FOREIGN PATENT DOCUMENTS Remove

Name of Patentee or Pages,Columns, Lines

Examiner| Cite | Foreign Document Country Kind | Publication Applicant of cited where Relevant Ts
Initial* No | Number? Code2j Code#| Date PR Passages or Relevant

Figures Appear

Document

If you wish to add additional Foreign Patent Document citation information please click the Add button | Add

NON-PATENT LITERATURE DOCUMENTS Remove
, .. | Include name of the author (in CAPITAL LETTERS), title of the article (when appropriate), title of the item
Examiner| Cite S . ; '
o (book, magazine, journal, serial, symposium, catalog, etc), date, pages(s), volume-issue number(s), T=
Initials No : - :
publisher, city and/or country where published.
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Receipt date: 01/08/2020 16/413,79% ~ GaU: 1784
Application Number 16413799

Filing Date 2019-05-16

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

First Named Inventor | Drillet
Art Unit 1784

Examiner Name Schleis

Aftorney Docket Number 20631.1028CON5

1 'Continuously hot-dip coated strip and sheet of strucutral steels - Technical delivery conditions," European Standard
FN 10326, July 2004, NON-EN 10326

If you wish to add additional non-patent literature document citation information please click the Add button| Add
EXAMINER SIGNATURE
Examiner Signature /Daniel J. Schleis/ Date Considered 04/27/2020

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through a
citation if not in conformance and not considered. Include copy of this form with next communication to applicant.

1 See Kind Codes of USPTO Patent Documents at www.USPTO.GOV or MPEP 901.04. 2 Enter office that issued the document, by the two-letter code (WIPO

Standard ST.3). 2 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent document.
4 Kind of document by the appropriate symbols as indicated on the document under WIPQ Standard ST.16 if possible. * Applicant is to place a check mark here if
English language translation is attached.
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Receipt date: 01/08/2020 16/413,79% ~ GaU: 1784
Application Number 16413799

Filing Date 2019-05-16

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

First Named Inventor | Drillet

Art Unit 1784

Examiner Name Schleis

Aftorney Docket Number 20631.1028CON5

CERTIFICATION STATEMENT

Please see 37 CFR 1.97 and 1.98 to make the appropriate selection(s):

That each item of information contained in the information disclosure statement was first cited in any communication
from a foreign patent office in a counterpart foreign application not more than three months prior to the filing of the
information disclosure statement. See 37 CFR 1.97(e)(1).

OR

That no item of information contained in the information disclosure statement was cited in a communication from a
foreign patent office in a counterpart foreign application, and, to the knowledge of the person signing the certification
after making reasonable inquiry, no item of information contained in the information disclosure statement was known to

[ ] any individual designated in 37 CFR 1.56(c) more than three months prior to the filing of the information disclosure
statement. See 37 CFR 1.97(e)(2).

See attached certification statement.
X The fee set forth in 37 CFR 1.17 (p) has been submitted herewith.

X A certification statement is not submitted herewith.

SIGNATURE

A signature of the applicant or representative is required in accordance with CFR 1.33, 10.18. Please see CFR 1.4(d) for the
form of the signature.

Signature fwilliamcgehris/ Date (YYYY-MM-DD) 2020-01-06
Name/Print William C. Gehris Registration Number 38156

This collection of information is required by 37 CFR 1.97 and 1.98. The information is required to obtain or retain a benefit by the
public which is to file {and by the USPTO to process) an application. Confidentiality is governed by 35 U.5.C. 122 and 37 CFR
1.14. This collection is estimated to take 1 hour to complete, including gathering, preparing and submitting the completed
application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S.
Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND
FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria,
VA 22313-1450.
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Receipt date: 01/06/2020 16/413,79% - GAU: 1784

Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the
attached form related to a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised
that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited
is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark Office is to
process and/or examine your submission related to a patent application or patent. If you do not furnish the requested
information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act
(5 U.5.C. 552) and the Privacy Act (5 U.5.C. 552a). Records from this system of records may be disclosed to the
Department of Justice to determine whether the Freedom of Information Act requires disclosure of these record s.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a
court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of settlement
negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance from the
Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for
the information in order to perform a contract. Recipients of information shall be required to comply with the
requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records
may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant
to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of
National Security review (35 U.5.C. 181) and for review pursuant to the Atomic Energy Act (42 U.5.C. 218(¢)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or
his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility to
recommend improvements in records management practices and programs, under authority of 44 U.S.C. 2904 and
2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of records for this
purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make
determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in
an application which became abandoned or in which the proceedings were terminated and which application is
referenced by either a published application, an application open to public inspections or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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PTO/SB/06 (09-11)

Approved for use through 1/31/2014. OMB 0651-0032

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number.

Application or Docket Number Filing Date
PATENT APPLICg};gmtEEFFCI))rE'IF"EgIE\gIglATION RECORD 167413799 051192019 3o be Maed

ENTITY: LARGE [ smaLL (O micro

APPLICATION AS FILED - PARTI

(Column 1} (Column 2}
FOR NUMBER FILED NUMBER EXTRA RATE ($) FEE ($)
(] Basic FEE N/A N/A N/A
(37 CFR 1.16(a), (b), or (c))
() SEARCH FEE
(37 CFR 1.16(K), (i), or (m)) N/A N/A N/A
D EXAMINATION FEE
(37 CFR 1.16(0), (p), or (q)) N/A N/A N/A
TOTAL CLAIMS . .
(37 GFR 1.16(i)) minus 20 = x $100 -
INDEPENDENT CLAIMS . *
(37 CFR 1.16(h)) minus 3 = x $460 -
If the specification and drawings exceed 100 sheets
of paper, the application size fee due is $310 ($155
DST:;LIE?QON SIZE FEE (37 for small entity) for each additional 50 sheets or
16(s)) fraction thereof. See 35 U.S.C. 41(a)(1)(G) and 37
CFR 1.16(s).
[J MULTIPLE DEPENDENT GLAIM PRESENT (37 CFR 1.16())
* If the difference in column 1 is less than zero, enter "0" in column 2. TOTAL
APPLICATION AS AMENDED - PART Il
(Column 1) (Column 2) (Column 3)
CLAIMS HIGHEST
REMAINING NUMBER
— 01/08/2021 | arter PREVIOUSLY PRESENT EXTRA RATE ($) ADDITIONAL FEE ($)
E AMENDMENT PAID FOR
Total « - . _ _
H 30 Minus | ** 30 -0 x $100 - 0
4 * ) .
UEJ !g‘fg&e{_‘gﬁ'@‘)‘ 3 Minus 3 =0 x $480 - 0
< [ Application Size Fee (37 CFR 1.16(s))
D FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR
1.16(j))
TOTAL ADD'L FEE 0
(Column 1} (Column 2} (Column 3}
CLAIMS HIGHEST
REMAINING NUMBER
AFTER PREVIOUSLY PRESENT EXTRA RATE ($) ADDITIONAL FEE ($)
E AMENDMENT PAID FOR
L | Total * ; *x = =
> (sganR 1.16(i)) Minus ~ X $ 0 -
[a) .
E !27d§|:%e1r.]1%ﬁwr)])t ) Minus | = = x $0 -
E () Application Size Fee (37 CFR 1.16(s))
D FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR
1.16()))

TOTAL ADD'L FEE

* If the entry in column 1 is less than the entry in column 2, write "0" in column 3. LIE

** If the "Highest Number Previously Paid For" IN THIS SPAGE is less than 20, enter "20". /NICOLE LOVE HENSLEY/
*** If the "Highest Number Previously Paid For" IN THIS SPACE is less than 3, enter "3".
The "Highest Number Previously Paid For" (Total or Independent} is the highest number found in the appropriate box in column 1.

This collection of information is required by 37 CFR 1.16. The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to
process} an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 12 minutes to complete, including gathering,
preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S.
Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS
ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

/f you need assistance in completing the form, call 1-800-PT0-9199 and select option 2.
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Doc code: RCEX PTO/SB/30EFS (02-18)

Doc description: Request for Continued Examination (RCE) Approved for use through 11/30/2020. OMB 0651-0031
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of inforrnation unless it contains a valid OMB control number.

REQUEST FOR CONTINUED EXAMINATION(RCE)TRANSMITTAL
(Submitted Only via EFS-Web)

Application | |/ 14799 Filing | bo19 0516 Docket Number | 1,101 1028cONS Art 1 b784
Number Date (if applicable) Unit

First Named| o, < ol DRILLET Examiner SCHLEIS, DANIEL J

Inventor Name

This is a Request for Continued Examination (RCE) under 37 CFR 1.114 of the above-identified application.
Request for Continued Examination (RCE) practice under 37 CFR 1.114 does not apply to any utility or plant application filed prior to June 8,
1995, or to any design applicaticn. The Instruction Sheet for this form is located at WWW.USPTO.GOV

SUBMISSION REQUIRED UNDER 37 CFR 1.114

Note: If the RCE is proper, any previously filed unentered amendments and amendments enclosed with the RCE will be entered in the crder
in which they were filed unless applicant instructs otherwise. If applicant does not wish to have any previously filed unentered amendment(s)
entered, applicant must request non-entry of such amendment(s).

] Previously submitted. If a final Office action is outstanding, any amendments filed after the final Office action may be considered as a
submission even if this box is not checked.

[ ] Consider the arguments in the Appeal Brief or Reply Brief previously filed on

[ ] Other

[X] Enclosed

X Amendment/Reply
Information Disclosure Statement (IDS)

|:| Affidavit(s)/ Declaration(s)

[] Other

MISCELLANEOUS

|:| Suspension of action on the above-identified application is requested under 37 CFR 1.103(c) for a period of months
{Period of suspension shall not exceed 3 months; Fee under 37 CFR 1.17{i) required)

[] Other

FEES

The RCE fee under 37 CFR 1.17(e) is required by 37 CFR 1.114 when the RCE is filed.
|Z| The Director is hereby authorized to charge any underpayment of fees, or credit any overpayments, to
Deposit Account No F500552

SIGNATURE OF APPLICANT, ATTORNEY, OR AGENT REQUIRED

X Patent Practitioner Signature

Applicant Signature

ArcelorMittal Ex. 2016
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Doc code: RCEX

PTO/SB/30EFS (02-18)

Doc description: Request for Continued Examination (RCE) Approved for use through 11/30/2020. OMB 0651-0031

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of inforrnation unless it contains a valid OMB control number.

Signature of Registered U.S. Patent Practitioner

Signature Iwilliamcgehrisl

Date (YYYY-MM-DD) EO21—01—08 I

Name |Nilliam C. Gehris

Registration Number F8156

This collection of information is required by 37 CFR 1.114. The information is required to obtain or retain a benefit by the public which is to
file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.8.C. 122 and 37 CFR 1.11 and 1.14. This collection is
estimated to take 12 minutes to complete, including gathering, preparing, and submitting the completed application form to the USPTO. Time
will vary depending upon the individual case. Any comments on the amount of time you require to complete this form and/or suggestions for
reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S. Department of Commerce,
P.O. Box 1450, Alexandria, VA 22313-1450.

If you need assistance in completing the form, call 1-800-PT0O-9199 and select option 2.
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the
attached form related to a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be
advised that: (1) the general authority for the collection of this information is 353 U.S.C. 2(b)(2); (2) furnishing of the information
solicited is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark Office
is to process and/or examine your submission related to a patent application or patent. If you do not furnish the requested
information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information
Act (5 U.5.C. 552) and the Privacy Act (5 U.5.C. 552a). Records from this system of records may be disclosed to the
Department of Justice to determine whether the Freedom of Information Act requires disclosure of these records.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a
court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of settlement
negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance from the
Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need
for the information in order to perform a contract. Recipients of information shall be required to comply with the
requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records
may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property Organization,
pursuant to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of
National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services,
or his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility to
recommend improvements in records management practices and programs, under authority of 44 U.S5.C. 2904 and
2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of records for this
purpose, and any other relevant {i.e., GSA or Commerce) directive. Such disclosure shall not be used to make
determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.5.C. 122(b) or issuance of a patent pursuant to 35 U.5.C. 151. Further, a record may
be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in an
application which became abandoned or in which the proceedings were terminated and which application is
referenced by either a published application, an application open to public inspections or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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Electronic Patent Application Fee Transmittal

Application Number: 16413799

Filing Date: 16-May-2019

Title of Invention: Coated Steel Strips, Coated Stamped Products and Methods
First Named Inventor/Applicant Name: Pascal DRILLET

Filer: William C. Gehris/Simon Steiner

Attorney Docket Number: 20631.1028CON5

Filed as Large Entity

Filing Fees for Utility under 35 USC 111(a)

Description Fee Code

Quantity

Amount

Sub-Total in
UsD($)

Basic Filing:

Pages:

Claims:

Miscellaneous-Filing:

Petition:

Patent-Appeals-and-Interference:

Post-Allowance-and-Post-Issuance:

Extension-of-Time:

ArcelorMittal Ex. 2016
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Description Fee Code Quantity Amount Sull)j-s'l'g(tsa\)l in
Extension - 3 months with $0 paid 1253 1 1480 1480
Miscellaneous:
RCE- 1ST REQUEST 1801 1 1360 1360
Total in USD ($) 2840
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Electronic Acknowledgement Receipt

EFS ID: 41581760
Application Number: 16413799
International Application Number:
Confirmation Number: 7637

Title of Invention:

Coated Steel Strips, Coated Stamped Products and Methods

First Named Inventor/Applicant Name:

Pascal DRILLET

Customer Number:

23280

Filer:

William C. Gehris/Simon Steiner

Filer Authorized By:

William C. Gehris

Attorney Docket Number:

20631.1028CON5

Receipt Date: 08-JAN-2021
Filing Date: 16-MAY-2019
Time Stamp: 11:45:10

Application Type:

Utility under 35 USC 111{(a)

Payment information:

Submitted with Payment yes

Payment Type DA

Payment was successfully received in RAM $2840

RAM confirmation Number E202118B45414923
Deposit Account 500552

Authorized User

Simon Steiner

The Director of the USPTO is hereby authorized to charge indicated fees and credit any overpayment as follows:

37 CFR 1.16 {National application filing, search, and examination fees)

37 CFR 1.17 (Patent application and reexamination processing fees)

Arcetorivtittat Ex—2016
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37 CFR 1.19 (Document supply fees)
37 CFR 1.20 {Post Issuance fees)
37 CFR 1.21 {Miscellaneous fees and charges)
File Listing:
Document s . File Size(Bytes Multi Pages
Document Description File Name ( y i . . 9
Number Message Digest | Part/.zip| (ifappl.)
435020
1 Foreign Reference DE19749706wtranslation.pdf no 10
0acbd07871f1be79d37532de1e8fb46a401
cdeac
Warnings:
Information:
590302
2 Foreign Reference EP919.PDF no 9
7956f475505af853e2d6c70602c79ef10683
b8da
Warnings:
Information:
3436169
3 Foreign Reference CA2573226A1.pdf no 23
2f414€0096772910ca709ef408ce81936f76|
Warnings:
Information:
1082648
4 Foreign Reference EP549.PDF no 21
4365fd2bd6295095981831bf6a095b719d3]
Warnings:
Information:
691250
5 Foreign Reference EP314.PDF no 19
5c88138002e67 ca3aca8d7d82ffdff64f6e62|
ee6
Warnings:
Information:
641254
6 Foreign Reference FRO79FF.pdf no 18
66df71ce2f7c3ee1016e34d39985b7fe7d 2|
6d75
Warnings:
Information:
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4037030

7 Foreign Reference AU622697B2.pdf no 25
69544783454ef9ea5c71e94e8225ca076e0
df78e
Warnings:
Information:
926244
8 Foreign Reference JPO37FF0001.PDF no 16
3f804da7a6170632e9878ac6fb89674ea3 3f|
3e2a
Warnings:
Information:
1958384
9 Non Patent Literature StahlundEisen120.pdf no 7
161797214b2fbb05113ea5fc644bd2a95947
aael
Warnings:
Information:
1427555
EmpiricalFormulaefortheCalcul
10 Non Patent Literature ationofSomeTransformationTe no 7
mperatures_pdf 97966f782828aa64059817987c34a4ff2cc()
362
Warnings:
Information:
146432
1 Non Patent Literature 16413825.pdf no 1
64f3e7e5265481a26f8adc60baa3bffedbadf
361
Warnings:
Information:
1858447
12 Non Patent Literature LowCarbon_GMW14400.pdf no 8
0cf16db800a67b628a1ca2c5f3d5d4f62cc7|
cfaf
Warnings:
Information:
619989
. GokhaleReportonguantitative.
13 Non Patent Literature P df a no 6
p 8d62118198d15455a716f7604fc99d665a7
4464f
Warnings:
Information:
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14

Non Patent Literature

Summons09701846.pdf

2977220

640452c08febc14075ee304f843167bd0ead]
08dc

no 21

Warnings:

Information:

15

Non Patent Literature

BourougaReportibheating.pdf

1129784

81e7ff805aa75aba57452548930bb68dch8
8264

no 11

Warnings:

Information:

16

Non Patent Literature

MasayukiHeatingandCooling.
pdf

4926491

6c640894dc1354731a1181c95fc05bc949b
523d2

no 22

Warnings:

Information:

17

Non Patent Literature

Kolleckinvestigation.pdf

1093474

e826a85b15f33a6c265fa6483d0feSccOfb3q
857

no 4

Warnings:

Information:

18

Non Patent Literature

KahlSomelikeithot.pdf

2183841

2dc12b403265f73c50baf7db30132f987 11t
a03

no 4

Warnings:

Information:

19

Non Patent Literature

WEIFANFormation.pdf

1923468

57e4929d44e629befSe34cec56c2ecd 1€29
af7e

no 6

Warnings:

Information:

20

Foreign Reference

EP7004ff pdf

6932

aBcf268dcc466ed594b43ef3e0d978f6b5d3
4088

no 2

Warnings:

Information:
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Information Disclosure Statement (IDS)

1037121

. no 6
21 Form (SB0S) IDSJan2021ff.PDF
2abbf215a93c7f7966ee13c52a864db07137]
45f5
Warnings:
Information:
649900
2 Non Patent Literature PTABflnaIdec;5|ochIPR201 90127 o 57
p c021dcddeSfeec30e3d2d9c7a3blaladdle
offe2
Warnings:
Information:
346640
206311028con5RCE-
es 14
23 ResFOA_4Jan21.pdf y
1587488e49e996cf2f16780ad 246ba115283
7c7c
Multipart Description/PDF files in .zip description
Document Description Start End
Response After Final Action 1 1
2 7
Applicant Arguments/Remarks Made in an Amendment 8 14
Warnings:
Information:
20380819
24 Non Patent Literature PssatSelfStudy2006FF1.pdf no 35
35820288b7edebad9842db362126055426
bé6cch
Warnings:
Information:
16003383
25 Non Patent Literature PssatSelfStudy2006FF2.pdf no 41
087410d1c012eef0384a8304c7balcb73cb
71c3b
Warnings:
Information:
172408
26 Extension of Time extension-0001.PDF no 2
9029b0e39d 1aafo8c95ee80b0c8a4d21163)
e40f2
Warnings:
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Information:

1349952
27 Request for ContRIEEEd Examination RCE.PDF o 3
( ) 9abc7f77d7al 1efe0d32eaec2bcc244529¢e1
900
Warnings:
Information:
32624
28 Fee Worksheet (SB06) fee-info.pdf no 2
b8d964124c2b1421d7117ad6663cal3a417]
64ed3
Warnings:
Information:
Total Files Size (in bytes): 72064781

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810}, a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.
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Notice

This translation is machine-generated. it cannot be guaranteed that # is intelligible, accurate,
complete, reliable or fit for specific purposes. Critical decisions, such as commercially relevant or
financial decisions, should not be based on machine-transiation output.

DESCRIPTION DE19749706C 1

1¢ The invention relates 1o a method for the production of thin hotwrolied stee! strip with g final
thickness <1 mm from strip-shaped cast pre-material in successive steps, in which the solidified
pre-material leaving the casling plant is divided info pre-strip lengths and heated to rolling
temperature in a continuous furnace to convert it into a multi-stand Roll out the finishing train in
a temperature-controlled manner and then wind it up intc a coil.

16 Such a method is known from DE 185 40 878 At

16 Hot-rolled steel strip is produced, for example, in such a way that a cast semi-finished product,
the weight of which is determined by the subseguent coll weight of the finished product, is
reshaped to the desired geometric dimensions by one or more rolling processes. Usually these
processeas run one after the other and nof simulfaneously. It is only in the recent past that fully
continuous or semicontinuous casting and rolling systems have increasingly been proposed.
Although such systems were mentioned very early in the literature, it was always pointed out
that these configurations can hardly be used in practice, since the parameters necessary for
setling the desired strip properties could not be represented at that time.

24 {0 connection with single-strand systems, so-called semi-endiess rolling has already been
proposed, in which case long slabs are fed to a rolling mill via correspondingly long roller hearth
furnaces. The slab is only divided into individual strips after the rolling mill. With this technology
it is possibie to roll several coils of very thin strips (0.8 mim) from relatively thick slabs at high
speed (20 m / 8). However, this high speed can onily be achieved if the strip is clamped between
the stands and the reel.

a0 The introduction of the beginning of the strip into the last stands of the finishing line and the
transport of the beginning of the strip over the cutfeed roller table {0 the reel can only take place
at a much lower speed, a maximum of 1010 12 m /s, in particular, when very thin and slightly
cooling strips are 1o be rolled at ausienitic temperatures, there are problems with the high rolling
speeds of the thin hot strips on the run-cut roller table due o the continuous law and when the
strips are threaded into the rolling stands.

a6 The object of the present invention is {0 propose a method for the production of thin hot-rolled
steel strip with which thin strips can be rolled austenitically at high speeds and then coiled into
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coils and in which the threading of these strips into the rolling stands and inte the reel aiso
occurs small tape thickness is made possible.

40 To solve the problem, based on the feaiures specified in the preamble of claim 1, the invention
proposes that a first strip length range of the coll 1o be wound is olled into a strip with a
thickness> 1 mm on a reduced number of stands of the finishing train, that by connecting
additional stands the finishing train, a second and possibly further strip length areas of the coil is
reduced at increased rolling speed 0 a strip with a final thickness <1 mm 10 6.8 mm, and thatin
a later wrapping process of the coil, the strip length areas of different thicknesses are
separated.

47 The proposed method enables the rolling ¢f 0.8 mm thick finished strip in the austenitic
temperature range by grading the sirip thickness. Because the first strip length area is rolled
with a greater thickness and correspondingly lower speed on a reduced number of roll stands,
there are no problems with threading and winding the head area of this strip on the reel system.
Threading the relatively thick sirip into the last finishing stands and transporting it over the
cutfeed roller table is aiso not problematic, because the thicker strip is still sufficiently rigid. Only
after a preselected strip length range has been reeled in is the strip reduced further by adding
additional stands to the finishing train, which also increases the rolling speed. The now further
reduced, preferably rolled cut to 0.8 mm thick strip is coiled on the same reel as the previous
strip length; a separation of the differently thick band length areas is only carried out during a
later wrapping process of the coil.

se According te the invention, i is thus easily possible to roll strips of different thickness graded
strips from one and the same thin slab, which are later separaied depending on the cusiomer's
reguest and / or the rolling program.

51 Preferably, in ong embodiment of the invention, the first strip length range of the coil to be
wound is rolled {0 a thickness of approx. 1.5 mm in a maximum of six stands of the finishing
train, the rest of the coil is graded after connecling additional stands or completely in any
smaller thickness with the This thickness and the temperature of the rolled strip adjusted rolling
speed rolled o the final thickness.

g5 In order 10 spacifically solve the problem of starting the {ape, il s proposed in a further
embodiment of the invention that the first tape length range of the coil to be wound is rolled at
iow speed and in such a length that the head of the tape is inserted into the reel and Strip
tension is built up between the reel and the finishing train, that after increasing the speed and
reducing the strip thickness, the remaining coil length is rolled, and that the thickened head
piecs is cut off when the strip is wrapped around. In this way, & lost starting piece is created that
can be cut off on a separate rewinding system, but the method enables a very thin strip to be
rolled out at very high speeds afier the head of the strip has run into the reel

74 According to a further feature of the invention, compleate recrysiallization of the material is
achieved by a correspondingly large distance between the first and second finishing stands.

76 The process is suilable for two-stage rodling in the finishing train, with austenitic roliing in the first
finishing stand and exclusively ferritic roiling in the further finishing stands, and targeted cooling
of the strip between the first and second rolling stands.

7e if & long roller hearth furnace (up to 100 m} is used, high specific coill weights can be achieved.

10-08-2020 2 ArcelorMittal Ex. 2016

Page 957 of 1430



With the winding of the tape according to the invention, the output losses due {o the severing of
the head piece are avoided if a partial length of a thicker tape that can be sold is wound up at
the beginning of the coil. Large coil weights reduce the frequency with which the beginning of
the strip is cropped, so that cropping losses can be kept low even i a thicker length of strip is
only produced for winding the strip onto the reel

g5 An embodiment of a casting and rolling plant according to the invention is shown in the drawing

figures and is explained below:

a7 1 shows a single-strand casting installalion on which the method according to the invention can

be camiad out,

ge With the same system configuration, FIG. 2 shows a two-strand casting system with transverse

siab transport.
grin Fig. 1, 1 denotes the ladle turrel, which supplies the casting machine numbered with 2 of a
continuous sheet caster with mell. A length of approx. 100 m is cut from the pre-strip cast in the
mold by means of the pendulum shears 3 gfier if has entered the roller hearth furnace 4. The
pre-strip is then introduced into the first finishing stand & and rolled there austenitically before it
is pierced into the other stands of the finishing train 7. The rolled strip leaves the finishing train 7
and runs over the run-cut roller table with strip codling to the reel 8, where it is wound into a coil.
As proposed in the invention, a clear distance is provided between the first finishing stand 5 and
the first stand of the finishing train 7, which makes a complete recrystallization of the material
between these two stands possible. in addition, by installing a strip cooling system between
these stands, ferritic rolling is also possible, with an austenitic structure then still being present
in the first finishing stand 5 and a ferritic structure in the finishing stands of the finishing train 7.

1oz The stands of the finishing frain 7 can be switched on and off individually so that work can be

carried out according to the proposal of the invention.

104 The system in Fig. 2 differs from that in Fig. 1 only in that the casting machine 2, the pendulum
shear 3 and the furnace 4 are present twice, the only finishing line being served by lateral
displacement of slabs cut {0 length via a slab transverse fransport can.

107 The inventive method can be camried cut on the system shown, for example, as follows: The
pre-strip ieaving the roller hearth furnace with a length of approx. 100 m becomes a sirip with a
thickness of in the first finishing stand 5 and at the same time in the following five stands of the
finishing line 7 rolled out approx. 1.5 mm. As soon as the strip rolled in this way has reached
the reel 9 via the run-out roller table 8 and has been wound up there, the strip is further
reduced to 0.8 mm in thickness, for example, by connecting the iast stand of the finishing train
7, thereby increasing the run-out speed of the strip The cutfeed roller table is unproblematic
because the strip is damped between the finishing train 7 and the reel @ and the very thin strip
can therefore be rolled out at extremely high speeds. When the cooling device 8 is used
between the first finishing stand and the finishing train 7, ferritic rolling can be carried out on
the thin strip at high speeds and thus a two-stage rolling process can be carried out.
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Notice

This translation is machine-generated. it cannot be guaranteed that # is intelligible, accurate,
complete, reliable or fit for specific purposes. Critical decisions, such as commercially relevant or
financial decisions, should not be based on machine-transiation output.

CLAIMS DE19749706C1

1.

13 Process for the production of thin hot-rolled steel strip with a final thickness <1 mm from strip-
shaped cast raw material in successive sleps, in which the solidified raw material leaving the
casting plant is divided into pre-strip lengths and heated to rolling temperature in a continuous
furnace in order o roll # oul in a temperature-controlied multi-stand finishing train and then wind
it up to form a coil, characterized in that a first strip length range of the ¢oil to be wound is rolled
into a strip with a thickness> 1 mm on a reduced number of stands of the finishing train, that by
connecting further stands of the finishing frain, a second and possibly further strip length areas
of the colil is reduced with increased rolling speed to a strip with a final thickness <1 mm {0 0.8
mm and that in a later wrapping process of the coll, the strip length areas of different
thicknesses are separated .

2.

26 Process for the production of thin hot-rolied steel strip according o claim 1, characterized in that
the first strip length range of the coil 1o be wound is rolled to a thickness of approx. 1.5 mm in a
maximum of six stands of the finishing train and the rest of the coil is graded or graded afier
additional stands are connected is completely rolled in any thickness with the respective
thickness and the temperature of the rolled strip adjusted rolling speed 1o the final thicknass.

3.

34 A method for producing thin hol-rolled steel strip according to claim 1 or 2, characterized in that
the first strip length range of the coil to be wound is rolled at low speed and in such a length that
the head of the strip is inserted into the reel and the strip is pulied between the reel and The
finishing mill is constructed so that afler increasing the speed and reducing the strip thickness,
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the remaining coil length is rolled and that the thickened head piece is cut off when the strip is
wrapped around.

4.
43 Process for the production of thin, hot-rolled stes! strip according to one of Claims 1 10 3,

characterized in that a compliete recrystiallization of the strip takes place with a corresponding
distance between the first and the second roll stand.

5.

43 Process for the production of thin hot-rolled steel strip according to one of Claims 1 {o 4,
characterized in that rolling is carried cut in two stages in the finishing frain, with austenitic
rolling in the first finishing stand and exclusively ferritic rolling in the further finishing stands and
a targeted one between the first and second roliing stands The belt is cooled down.
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Verfahren zur Herstellung von diinnem warmgewalztem Stahlband

Die Erfindung betrifft ein Verfahren zur Herstellung von mi‘:ﬂ
diinnem warmgewalzten Stahlband mit einer Enddicke < ISJ K H‘TY' EEN - / /E
1 mm aus bandférmig gegossenem Vormaterial in aufein- oy \

T 2 3 5 6 7

ander folgenden Schritten, bei dem das die Giel3anlage 4 8 g
verlassende erstarrte Vormaterial in Vorbandlangen auf-
geteilt und in einem Durchlaufofen auf Walztemperatur
erwdrmt wird, um es in einer mehrgeristigen Fertigstra-
Be temperaturgesteuert auszuwalzen und im Anschluld
daran zu einem Coil aufzuwickeln. Dabei wird ein erster
Bandlangenbereich des aufzuwickelnden Coil auf einer
reduzierten Anzahl von Geriste der Fertigstral3e zu einem
Band mit einer Dicke > 1 mm gewalzt, dann wird durch
Zuschalten weiterer Gerliste der Fertigstral3e ein zweiter
und gegebenenfalls weitere Bandldngenbereiche des
Coils mit erhéhter Walzgeschwindigkeit zu einem Band
mit einer Dicke < 1 mm bis 0,8 mm reduziert und bei ei-
nem spater erflolgenden Umwickelvorgang des Coils wird
eine Auftrennung der Bandlangenbereiche unterschiedli-
cher Dicke vorgenommen.
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DE 19749706 C 1

1
Beschreibung

Die Erfindung betrifft ein Verfahren zur Herstellung von
diinnem warmgewalzten Stahlband mit einer Enddicke <
1 mm aus bandférmig gegossenem Vormaterial in aufeinan-
derfolgenden Schritten, bei dem das die GieBanlage verlas-
sende erstarrte Vormaterial in Vorbandldngen aufgeteilt und
in cinem Durchlaufofen auf Walztempceratur erwirmt wird,
um es in einer mehrgeriistigen Fertigstrale temperaturge-
steucrt auszuwalzen und im Anschlufl daran zu cinem Coil
aufzuwickeln.

Fin derartiges Verfahren ist aus der DE 195 40 978 Al
bekannt.

Die Ilerstellung von warmgewalztem Stahlband erfolgt
beispielsweise derart, daB ein gegossenes Halbzeug, dessen
Gewicht durch das spitere Bundgewicht des Fertigproduk-
tes bestimmt ist, durch einen oder mehrere Walzprozesse auf
die gewiinschten geometrischen Abmessungen umgeformt
wird, Ublicherweise laufen diese Prozesse hintereinander
und nicht simultan ab. Erst in der jiingeren Vergangenheit
werden vermehrt vollkontinuierlich oder semikontinuierlich
arbeitende Giefi-Walzanlagen vorgeschlagen. Zwar sind
derartige Anlagen in der Literatur schon sehr frith erwihnt
worden, es wurde jedoch slels daraul verwiesen, daf diese
Konfigurationen praktisch kaum anwendbar sind, da die zur
FEinstellung der gewlinschten Bandeigenschaften notwendi-
gen Parameter zur damaligen Zeit nicht dargestellt werden
konnten.

Im Zusammenhang mit Einstranganlagen ist berceits cine
sogenannte Semi-Indloswalzung vorgeschlagen worden,
dabei werden lange Brammen iiber entsprechend lange Rol-
lenherdofen einem Walzwerk zugefiihrt. Die Unterteilung
der Bramme in einzelne Binder erfolgt erst hinter dem
Walzwerk. Bei dieser Technik besteht die Moglichkeit, aus
relativ dicken Brammen mehrere Coils sehr diinner Béander
(0,8 mm) mit hoher Geschwindigkeit (20 m/s) zu walzen.
Diese hohe Geschwindigkeit kann aber nur dann gefahren
werden, wenn das Band zwischen Geriisten und Haspel ein-
gespannt ist.

Das Einfuihren des Bandanfanges in die letzten Gertiiste
der FertigstraB3e sowie der Transport des Bandanfanges tiber
den Auslaufrollgang zum Haspel kann nur mit wesentlich
geringerer Geschwindigkeil, maximal 10 bis 12 m/s erfol-
gen. Insbesondere dann, wenn sehr diinne und leicht abkiih-
lende Bander bei austenitischen Temperaturen gewalzt wer-
den sollen, gibt es Probleme bei den aufgrund des Konti-Ge-
setzes hohen Walzgeschwindigkeiten der diinnen Warmbén-
der auf dem Auslaufrollgang sowie beim Einfédeln der Bén-
der in die Walzgertiste.

Aufgabe der vorliegenden Erfindung ist cs, ein Verfahren
zur Herstellung von diinnem warmgewalzten Stahlband vor-
zuschlagen, mit dem diinne Bénder mit hohen Geschwindig-
keiten austenitisch gewalzt und im AnschluB zu Bunden
aufgecoilt werden kénnen und bei dem das Einf#deln dieser
Binder in die Walzgeriiste und in den Haspel auch bei gerin-
ger Banddicke ermoglicht wird.

Zur Losung der Aufgabe wird ausgehend von den im
Oberbegriff des Anspruchs 1 angegebenen Merkmalen er-
findungsgemil vorgeschlagen, daf3 ein erster Bandléngen-
bereich des aufzuwickelnden Coils auf einer reduzierten
Anzahl von CGerlisten der I'ertigstrale zu einem Band mit ei-
ner Dicke > 1 mm gewalzt wird, dafl durch Zuschalten wei-
terer Gerliste der Fertigstrale cin zweiter und gegebenen-
[alls weilere Bandlingenbereiche des Coils mil erhéhter
Walzgeschwindigkeit zu einem Band mit einer Enddicke <
1 mm bis 0,8 mm reduziert wird, und daB bei einem spiter
erfolgenden Umwickelvorgang des Coils eine Auftrennung
der Bandlingenbereiche unterschiedlicher Dicke vorgenom-
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men wird.

Das vorgeschlagene Verfahren ermdglicht das Walzen
von 0,8 mm dickem Fertighand in austenitischem Tempera-
turbereich durch Abstufung der Banddicke. Weil der erste
Bandlédngenbereich mit einer gréBeren Dicke und entspre-
chend geringerer Geschwindiglkeit auf einer reduzierten An-
zahl von Walzgeriisten angewalzt wird, bestehen keine Pro-
bleme beim Einfadeln und Anwickeln des Kopfbereiches
dieses Bandes auf der Haspelanlage. Das Einfideln des rela-
tiv dicken Bandes in dic letzten Fertiggertiste und der Trans-
port Uiber den Auslaufrollgang ist ebenfalls nicht problema-
tisch, weil das dickere Band noch gentigende Steifigkeit auf-
weist. Erst nach Anhaspeln eines vorgewdhlten Bandl4n-
genbereichs wird durch Zuschalten zusitzlicher Gertiste der
Fertigstrale eine weitere Reduzierung des Bandes vorge-
nommen, wodurch auch die Walzgeschwindigkeit erhoht
wird. Das nunmehr weiter reduzierte, vorzugsweise bis auf
0.8 mm dicke ausgewalzte Band wird auf dem gleichen
Haspel wie die vorherige Bandlénge aufgecoilt; eine Tren-
nung der unterschiedlich dicken Bandlidngenbereiche wird
erst bei einem spiteren Umwickelvorgang des Coils vorge-
nommen. Nach der Erfindung ist es somit leicht moéglich,
auf ein und derselben Anlage aus ein und derselben Diinn-
bramme unterschiedlich in ihrer Dicke abgestulie Binder zu
walzen, die spiter je nach Kundenwunsch und/oder Walz-
programm getrennt werden.

Vorzugsweise wird in einer Ausgestaltung der Erfindung
der erste Bandlingenbereich des aufzuwickelnden Coils in
maximal scchs Geriisten der Fertigstrac auf cine dicke von
ca. 1,5 mm gewalzt, der Rest des Coils wird nach Zuschal-
ten weiterer Geriiste abgestuft oder komplett in jeder belie-
bigen geringeren Dicke mit der dieser Dicke und der Tempe-
ratur des gewalzten Bandes angepafiter Walzgeschwindig-
keit auf die Enddicke gewalzt.

Um speziell das Problem des Anwickelns des Bandes zu
l6sen, ist in einer weiteren Ausgestaltung der Erfindung vor-
geschlagen, dal3 der ersten Bandlidngenbereich des aufzu-
wickelnden Coils bei niedriger Geschwindigkeit so lange
und in einer solchen Linge gewalzt wird, bis der Kopf des
Bandes in den Haspel eingefiihrt und Bandzug zwischen
Haspel und Fertigstra3e aufgebaut ist, da3 nach ErhGhung
der Geschwindigkeit und Reduzierung der Banddicke die
resiliche Coillinge gewalzt wird, und daB bei einem Um-
wickelvorgang des Bandes das verdickte Kopfstiick abge-
rennt. wird. Auf diese Weise entsteht zwar ein verlorenes
Anfangsstlick, das auf einer separaten Umwickelanlage ab-
getrennt werden kann, doch erméglicht das Verfahren nach-
dem der Kopf des Bandes im Haspel eingelaufen ist das
Auswalzen eines sehr diinnen Bandes mit sehr hohen Ge-
schwindigkeiten,.

Durch einen entsprechend grofien Abstand zwischen dem
ersten und dem zweiten Fertiggerlist wird nach einem weite-
ren Merkmal der Erfindung eine vollstéindige Rekristallisa-
tion des Materials erreicht.

Das Verfahren eignet sich zur zweistufigen Walzung in
der Tertigstralle, wobei im ersten Tertiggeriist austenitisch
und in den weiteren Fertiggeriisten ausschlieBlich ferritisch
gewalzt wird und zwischen dem ersten und zweiten Walzge-
rist eine gezielte Abkiihlung des Bandes vorgenommen
wird.

Wenn ein langer Rollenherdofen (bis 100 m) eingesetzt
wird, konnen hohe spezifische Coilgewichte erreicht wer-
den. Mit dem crfindungsgemiBen Anwickeln des Bandes
werden die Ausbringungsverluste durch Abtlrennen des
Kopfstiickes vermieden, wenn eine Teillinge eines ver-
kaufsfihigen dickeren Bandes am Anlang des Coils aulge-
wickelt wird. GroBBe Coilgewichte reduzieren die Hiufigkeit
des Schopfens des Bandanfanges, so daR selbst dann, wenn
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3

eine dickere Bandlinge nur zum Anwickeln des Bandes aul
dem Haspel hergestellt wird, die Schopfverluste gering zu
halten sind.

Ein Austiihrungsbeispiel einer erfindungsgemiBlen Giel3-
und Walzanlage ist in Zeichnungsfiguren dargestellt und
wird nachfolgend erléutert:

Fig. 1 zeigt eine einsiréingige GieRanlage, auf der das er-
findungsgemailic Verfahren durchgefiihrt werden kann,

Fig. 2 zeigt bei gleicher Anlagenkonfiguration eine zwei-
strangige GicBanlage mit Brammenquertransport.

In Fig. 1 ist mit 1 der Pfannendrehturm bezeichnet, der
die mit 2 bezifferte GieBmaschine einer BogenstranggieBRan-
lage mit Schmelze versorgt. Von dem in der Kokille gegos-
senen Vorband wird eine Linge von ca. 100 m mittels der
Pendelschere 3 abgetrennt, nachdem sie in den Rollenherd-
hofen 4 eingelaufen ist. Das Vorband wird sodann in das er-
ste Fertiggeriist § eingefiihrt und dort austenitisch gewalzt,
bevor es in die weiteren Geriiste der FertigstraBe 7 angesto-
chen wird. Das gewalzte Band verléft die Fertigstrale 7 und
lduft tiber den Auslaufrollgang mit Bandkiihlung zum Has-
pel9, wo es zu einem Coil aufgewickelt wird. Wie in der kir-
findung vorgeschlagen, ist zwischen dem ersten Fertiggeriist
5 und dem ersten Geriist der Fertigstrae 7 ein deutlicher
Abstand vorgesehen, der eine vollstdndige Rekristallisie-
rung des Materials zwischen diesen beiden Gerlisten mog-
lich macht. Zus#izlich ist durch den Einbau einer Bandkiih-
lung zwischen diesen Geriisten auch ferritisches Walzen
moglich, wobei dann im ersten Fertiggertist 5 noch austeni-
tisches und in den Fertiggeriisten der Fertigstrae 7 ferriti-
sches Geflige vorliegt. Die Geriiste der I'ertigstraBle 7 sind
einzeln zu- und abschaltbar, so daf nach dem Vorschlag der
Erfindung gearbeitet werden kann.

Die Anlage in Fig. 2 unterscheidet sich von der in Fig. 1
nur dadurch, daB die GieBmaschine 2, die Pendelschere 3
und der Ofen 4 doppelt vorhanden sind, wobei durch seitli-
ches Verschieben von in Linge geschnittenen Brammen
iiber einen Brammenquertransport die einzige Fertigstralle
bedient werden kann.

Das erfindungsgemifle Verfahren 146t sich auf der darge-
stellten Anlage beispielsweise wie folgt durchfiihren: Das
den Rollenherdofen verlassende Vorband mit einer Linge
von ca. 100 m wird in dem ersten Fertiggeriist 5 und gleich-
zeilig in den nachlolgenden [tinl Gertisten der Fertigstrafe 7
zu einem Band mit einer Dicke von ca. 1,5 mm ausgewalzt.
Sobald das so gewalzte Band tiber den Auslaufrollgang 8
den ITaspel 9 erreicht und dort angewickelt worden ist, wird
durch Zuschalten des letzten Gerlistes der Fertigstrae 7
eine weitere Reduzierung des Bandes auf beispielsweise
0,8 mm Dicke durchgefiihrt, dabei erhoht sich die Auslauf-
geschwindigkeit des Bandes auf dem Auslaufrollgang un-
problematisch, weil das Bandes zwischen der Fertigstrae 7
und dem Haspel 9 eingespannt ist und somit das sehr diinne
Band mit extrem hohen Geschwindigkeiten ausgewalzt wer-
den kann. Bei Finsatz der Kiihlvorrichtung 6 zwischen dem
ersten Fertigwalzgeriist und der FertigstraBe 7 148t sich bei
dem Diinnband ein ferritisches Walzen mit hohen Ge-
schwindigkeiten durchfihren und somit ein zweistufiger
Walzprozel3 ausfiihren.

Patentanspriiche

1. Verfahren zur Ilerstellung von diinnem warmge-
walzten Stahlband mit cincr Enddicke < 1 mm aus
band(6rmig gegossenem Vormalerial in aufeinander
folgenden Schritten, bei dem das die GieBanlage ver-
lassende erstarrte Vormaterial in Vorbandldngen aulge-
teilt und in einem Durchlaufofen aut Walztemperatur
erwiarmt wird, um es in einer mehrgeriistigen Ferrig-

10

15

20

25

30

35

40

45

50

55

60

65

4

straBe lemperaturgesteuerl auszuwalzen und im An-
schluB daran zu einem Coil aufzuwickeln, dadurch ge-
kennzeichnet, dafl ein erster Bandldangenbereich des
aufzuwickelnden Coils auf einer reduzierten Anzahl
von Geriiste der FertigstraBe zu einem Band mit einer
Dicke > 1 mm gewalzt wird, da durch Zuschalten
weiterer Gertiste der Fertigsirale ein zweiter und gege-
benenfalls wcitere Bandlangenberciche des Coils mit
erhohter Walzgeschwindigkeit zu einem Band mit ei-
ner Enddicke < 1 mm bis 0,8 mm reduziert wird und
daB bei einem spiter erfolgenden Umwickelvorgang
des Coils eine Auftrennung der Bandldngenbereiche
unterschiedlicher Dicke vorgenommen wird.

2. Verfahren zur Ilerstellung von diinnem warmge-
walzten Stahlband nach Anspruch 1, dadurch gekenn-
zeichnet, dal der erste Bandldngenbereich des aufzu-
wickelnden Coils in maximal sechs Geriisten der Fer-
tigstrafe auf eine Dicke von ca. 1,5 mm gewalzt wird
und der Rest des Coils nach Zuschalten weiterer Gerti-
ste abgestuft oder komplett in jeder beliebigen Dicke
mit der jeweiligen Dicke und der 'lemperatur des ge-
walzten Bandes angepaliter Walzgeschwindigkeit auf
die Enddicke gewalzt wird.

3. Verfzhren zur Herstellung von diinnem warmmge-
walzten Stahlband nach Anspruch 1 oder 2, dadurch
gekennzeichnet, daRl der erste Bandldngenbereich des
aufzuwickelnden Coils bei niedriger Geschwindigkeit
so lange und in einer solchen Linge gewalzt wird, bis
der Kopf des Bandes in den Haspel cingefiihrt und
Bandzug zwischen Ilaspel und Tiertigstral3e aufgebaut
ist, dafl nach Erhohung der Geschwindigkeit und Redu-
zierung der Banddicke die restliche Coilldnge gewalzt
wird und daB bei einem Umwickelvorgang des Bandes
das verdickte Kopfstiick abgetrennt wird.

4. Verfahren zur Herstellung von diinnem warmge-
walzten Stahlband nach einem der Anspriiche 1 bis 3,
dadurch gekennzeichnet, dal3 bei entsprechendem Ab-
stand zwischen dem ersten und dem zweiten Walzge-
riist eine vollsténdige Rekristallisierung des Bandes er-
folgt.

5. Verfahren zur Herstellung von diinnem warmge-
walzten Stahlband nach einem der Anspriiche 1 bis 4,
dadurch gekennzeichnet, daf in der Fertigsiraie zwei-
stufig gewalzt wird, wobei im ersten Fertiggeriist aus-
tenitisch und in den weiteren Fertiggeriisten aus-
schlieBlich ferritisch gewalzt wird und zwischen dem
ersten und dem zweiten Walzgeriist eine gezielte Ab-
kithlung des Bandes vorgenommen wird.

Hierzu 1 Scite(n) Zeichnungen
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Description

[0001] This invention relates to a method and appa-
ratus for the descaling and subsequent cold-rolling of
metal strip, particularly but not exclusively steel sheet in
the form of strip.

[0002] Inthe making of steel strip, there is a descaling
step for removing rust (or scale) from the surface of a
hot coil and a cold rolling step for reducing the strip to a
predetermined thickness. The descaling step has had
its efficiency improved by combining a chemical method
(e.g. pickling) and a mechanical method. On the other
hand, the cold rolling step is exemplified by either a re-
versing mill for rolling multiple passes reversibly, or by
a tandem mill system for rolling in one pass in one di-
rection through a plurality of rolling machines.

[0003] Many existing general plants perform the des-
caling step and the cold rolling step discontinuously.
Since the descaling step employs a continuous line
passing hot coils sequentially, an expensive welder is
arranged at the entrance side of the descaler. In order
to prevent interruption of the line during the welding,
moreover, a long accumulator (looper) and a long pick-
ling tank are provided. Since, moreover, the pickled coil
has to be fed to the cold rolling mill line, the pickled coil
is divided again at the exit of the pickling equipment so
that it may be sized suitably for the transfer and storage
in the factory, until it is taken up for cold rolling. Between
the pickling equipment and the cold rollingmill line, there
may be a wide coil yard for abserbing the difference be-
tween the production schemes of the two equipments.
This yard is equipped with facilities for transferring, stor-
ing and managing the coils.

[0004] An alternative approach has already been
practiced using continuous pickling and cold rolling
equipment, in which the pickling equipment and the tan-
dem mill are directly connected.

[0005] With the aim of obtaining benefit from use of a
single multi-pass reversing roll mill, it has been pro-
posed to employ large size coils, composed of a strip
having a length several times, e.g. five times, that of the
normal transportable coil. JP-B-57-39844 (US-A-4 123
011) shows a welder for joining short coils, after which
the strip is wound into a large size coil. The welding line
stops when the large size coil is completed, and this coil
is then unwound through a Sendzimir mill. Multi-pass
rolling through this mill takes place, rewinding at each
end being onto further drums. The final rolling pass
leads to rewinding into the small coils, with shears sub-
dividing the strip. The function of the large coil is to
achieve a high yield and high production capacity of the
reversing mill, by minimizing the periods of acceleration
and deceleration of the mill and of threading the strip.
Yield is also increased. However, this document does
not concern itself with the combination of a descaler and
a mill.

[0006] Another use of such large size coils, for a dif-
ferent purpose, is shown by JP-B-59-52710 (JP-A-
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54-58664). This discloses a line having awelder, an ac-
cumulator, a descaler, shears and large size coils on a
pair of interchangeable drums. A single pass tandem
mill is fed from the large coils alternatingly and delivers
rolled strip to shears and drums for small coils. The size
of the large coilis said to be five o tentimes the standard
small size. The reason given for the use of the large coil
is to allow continued operation of the descaler even
when the mill is stopped. There may be many reasons
for stoppage of the mill such as roll changing. Thus, the
formation of the large coils is apparently necessary only
in order to deal with such a stoppage of the mill. Since
there are no particular restrictions on the capacity of the
descaler, the objective in this apparatus must be to max-
imize the capacity of the expensive tandem rolling mill.
This means that the capacity of the descaler must be
equal to the desired capacity of the rolling mill, and con-
sequently the throughput speed of the descaler must be
at least equal to that of the rolling mill. A large and ex-
pensive descaler is required. The capacity of a tandem
mill is in principle much greater than that of a reversing
mill.

[0007] A clear distinction in the prior art exists be-
tweenthe concept of using atandem mill, where the aim
is to achieve maximum use of the very high capacity of
the expensive tandem mill, and on the other hand the
concept of use of a reversing multi-pass cold rolling mill,
whose capacity is much less than that of the tandem
mill. The aim of this second concept is to arrange the
plant to achieve, in an economical way, a maximum
throughput through the reversing mill, together with if
possible, high quality of product.

[0008] Figs. 3 and 4 illustrate this distinction by pre-
senting data ofthe descaling equipment (i.e. the pickling
equipment) and the coeld rolling equipment prevailing at
present in Japan.

[0009] Fig. 3 plots the correlation between the nomi-
nal production capacity (per month) of the pickling
equipment and the line length of each line. These cor-
relations naturally disperse depending upon the layout
of the individual equipments and the product mixing ra-
tios.
[0010] However, as a whole it can be seen that:

(1) a large line length is required for a high produc-
tion capacity; and

(2) the line will not always become short in propor-
tion to the capacity in an equipment having a low
production capacity.

[0011] On the other hand, Fig. 4 presents the distri-
bution of the nominal production capacity (per month)
and the number of such cold rolling plants existing in
Japan. For example, numeral 1 indicates a so-called
"single-stand reversing mill*, and numeral 5 indicates a
so-called "five-stand tandem mill". For cold rolling
plants, as a whole it can concluded that:
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(1) a higher production capacity can be achieved by
a larger number of stands of the rolling mill; and
(2) a small production capacity can be realized by
a single stand mill.

[0012] Thus, the situation for a descaling and cold roll-
ing apparatus at present is as follows:

(1) a production capacity higher than 100,000 tons
permonth can be achieved by a large-scale pickling
equipment having a line length of 200 to 300 m and
a large-scale tandem mill having 5 to 6 stands; and
(2) aproduction capacity lowerthan 30,000 tons per
month can be achieved by a pickling equipment
having a line of length 100 m, which is rather long
in relation to the production capacity and a single
stand reversing mill of the smallest scale.

[0013] However, for a line having a medium produc-
tion capacity of about 50,000 tons per month between
the foregoing capacities (1) and (2):

(8) the pickling equipment requires a scale as large
as that of 100,000 tons per month; and

(4) the cold rolling equipment has to adopt a multi-
stand tandem mill having a scale as large as
100,000 tons per month because it is required to
effect a predetermined thickness reduction in one
pass, or a plurality of single stand reversing mills
having a low production capacity have to be provid-
ed.

[0014] Thus, the equipment is so redundant relative
to the desired production capacity that high and uneco-
nomical investment is required.

[0015] On the other hand, the needs for the produc-
tion and supply of steel sheet materials are not domestic
but worldwide, and instead of the large-scale mills which
have existed, medium-scale steel sheet production fa-
cilities are desired near the markets for the product.
[0016] In order to satisfy the above-specified needs,
facilities are required for realizing a highly economical
descaling and cold rolling method which is compact for
the production scale but requires no excessive invest-
ment, and apparatus for realizing that method. However,
these are hard to realize with the methods of the prior
art.

[0017] With the existing plants of the prior art, the fol-
lowing problems are present.

(1) The continuous pickling line connects hot coils
consecutively, so that an expensive welder is ar-
ranged at the entrance of the pickling equipment. In
order to avoid interruption of the line during the
welding, a long accumulator is arranged together
with a long pickling tank, so that the line length is
seriously enlarged as a whole.

(2) The pickled coils to be fed to the cold rolling
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equipment at a subsequent step are made by divid-
ing the strip again so that their size may be suited
for transfer and storage in the factory.

(3) It is also necessary to interpose between the
pickling equipment and the cold rolling equipment
a wide coil yard for absorbing the difference be-
tween the production schemes of the two equip-
ments and plant facilities for transferring, storing
and managing the coil in that region.

[0018] On the other hand, the above-specified items
(2) and (3) are rationalized in the continuous pickling
and cold rolling apparatus proposed in the prior art in
which the pickling equipment and the tandem mill are
directly connected. However, this apparatus naturally
requires large-scale devices such as a large accumula-
tor between the pickling equipment and the tandem mill
so that it is effective for the very high production capacity
of the tandem mill, but is of excessive size and cost for
a plant having a medium production capacity.

[0019] Next, as to the cold rolling equipment, the tan-
dem mills described above are suited for the large-scale
plant having a large production capacity but not for a
plant having a medium production ability.

[0020] On the other hand, the reversing mill has a
scale suitable for the case in which a small production
capacity is to be attained, but it has been thought that
the number of such mills has to be increased for a me-
dium-scale production capacity. A proposal is made in
JP-A-57-64403 to combine a descaler and a reversing
mill in a continuous line, but this results in a large, ex-
pensive and impractical plant, whose capacity is actu-
ally limited. JP-A-57-64403 describes a plant for contin-
uous descaling and multi-pass reversing-mill rolling. A
welder joins the strip, before entry to a descaler, from
which the strip passes directly to the mill region. In the
mill region, there are large strip accumulators whose in-
tention is to allow the reversing mill to operate on the
strip, portion by portion with multi-pass reverse rolling,
while not interrupting the progress of the descaler. The
strip is not sub-divided or coiled in the mill region. Fig.
3 of this document shows that the capacity becomes sat-
urated, or nearly so, with a cycle length (i.e. the unit
length of strip which is subjected to three-pass reversing
rolling at one time) of 1,000 to 1,500 meters. Such a
length is too short to obtain large benefits in the rolling
operation. The apparatus also is impractical. Not only
are the large accumulators expensive and bulky, but al-
so it appears that their size limits the capacity of the ma-
chine. A large increase of accumulator capacity would
result only in a small increase of productivity of the mill.
[0021] As mentioned above, JP-B-57-39844 propos-
es an improvement in the use of a reversing mill, but
does not disclose a combined descaling and rolling line.
Merely to provide a descaling line in front of the mill of
JP-B-57-39844 would lead to an expensive plant, em-
ploying two welders and requiring space for storage of
the coils, after descaling. The descaling apparatus, if
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placed after the welder shown in JP-B-57-39844, would
be stopped when the welder stops, which is highly un-
satisfactory for a descaler which should cperate contin-
uously to avoid over-pickling of parts of the strip. This
stop time of the descaler would mean that the descaler
has to be larger in nominal capacity than is required by
the rolling mill capacity. Another disadvantage of the
process of JP-B-57-39844 is the need to stop welding
and winding a large coil on an entry drum during the first
pass rolling, which reduces capacity. Yet another disad-
vantage is the need to stop the mill during its final pass
at each time of coil division, which also reduces capac-
ity.

[0022] The object ofthe present inventionisto provide
a solution to at least some of the problems identified
above and to provide a descaling and cold rolling meth-
od for metal strip, which can be compact and have effi-
cient and economical production capacity at a suitable
scale.

[0023] The invention is based on the realization that,
inasingle apparatus line, the descaler and the reversing
cold rolling mill can be operated simultaneously and at
respective different strip entry speeds, by the interposi-
tion between them of means forforming large coils. This
has the advantages, not appreciated in the prior art, that
the descaler operating at a relatively low speed can be
relatively short and therefore inexpensive, while the re-
versing mill is operated at appropriate speeds to give it
a maximum production capacity. In this way, production
capacities of both descaler and rolling mill can be max-
imized, without excessive investment cost, because
each does not interfere in the operation of the other.
[0024] The production capacity of the relatively short
descaler is matched to that of the reversing mill. Idle pe-
riods of the descaler and the mill in normal operation
can be minimized or are eliminated. The descaler can
operate continuously, with its output being divided to
form the large coils, so avoiding over-pickling and other
problems due to an idle pericd of the descaler, and
avoiding the need for repeated threading of the descal-
er. Only one strip joining device such as a welder is re-
quired. The apparatus can operate almost as a fully con-
tinuous line, with interruption of continuity arising only
on changing of the large coils fed into the reversing mill.
The benefits of rolling long lengths in the reversing mill
(i.e. reduction of number of reversals, reduction of
threading time, improvement of yield due to reduction of
strip end waste) are obtained.

[0025] In consequence, the welding, descaling, re-
versing rolling and re-division of the strip can be carried
out high efficiently with a compact and economic appa-
ratus, having a production capacity making a maximum
use of the reversing mill.

[0026] The long strip length which is coiled to form the
large coils is typically several times the length of the con-
ventional transportable coil. In one example, this long
strip length is at least 5000m, preferably more than
8000m, e.g. 8000-12000 m.
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[0027] The invention provides a method of descaling
and cold rolling metal strip as set out in claim 1.
[0028] Inthis specification and claims, the terms "long
strip length" and "large coil" are not intended to define
particular sizes, but merely to indicate that the strip
lengths rolled in the inventicn are substantially longer
than the coils from which they are formed, and than the
coils which are finally produced.

[0029] Embodiments of the invention will be de-
scribed below by way of non-limitative example with ref-
erence to the accompanying drawings, in which:-

Fig. 1 is a schematic diagram showing the construc-
tion of the descaling and cold rolling apparatus ac-
cording to one embodiment of the present inven-
tion;

Fig. 2 is a schematic diagram of the construction of
the descaling and cold rolling apparatus according
to a second embodiment of the present invention;
Fig. 3 is a graph illustrating the relation between the
nominal production capacity of pickling equipment
existingin Japan and the equipment line length; and
Fig. 4 is a graph illustrating the number of cold roll-
ing lines existing in Japan for respective nominal
production capabilities, numerical values in bar
graphs indicating the number of rolling mill stands
in the individual lines.

[0030] In Fig. 1, the descaling and cold relling appa-
ratus embodying the present invention is a single line
with a descaler 5 and a cold rolling mill 13 for reversible
multi-pass cold rolling. At the entrance of the descaler
5, there is arranged a welder 4 for welding a plurality of
hot-rolled coils 1 of regular transportable size to be fed
to the descaler 5. Transport means 2 for the coils 1 is
indicated. Between the descaler 5 and the reversible
rolling mill 13, there is arranged an entrance side take-
up and let-off device 7 for coiling the descaled strip te
form a large coil 6 and simultaneously uncoiling the
large coil 10A onthe same line to feed it to the reversible
rolling mill 13. Atthe exit of this reversible rolling mill 13,
on the otherhand, there is arranged a shearing machine
16 acting as re-dividing means for dividing again the
cold-rolled large coil 15. Between the reversible rolling
mill 13 and the shearing machine 16, there is arranged
an exit side take-up and let-off device 11 for coiling the
cold-rolled strips to form a large coil 10B and simultane-
ously uncoiling a large coil 14 on the same line to feed
ittothe shearingmachine 16. A hot-rolled coil let-off reel
3 is arranged at the entrance side of the welder 4, and
a cold-rolled coil take-up reel 18 is arranged at the exit
side of the shearing machine 16.

[0031] Not shown in Fig. 1 are an accumulator (loop-
er) between the welder 4 and the descaler 5, and a
shears after the descaler for dividing the strip exiting
from the descaler 5 for coiling.

[0032] The entrance take-up and let-off device 7 and
the exit take-up and let-off device 11 are each of the well-
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known carousel reel type, in which two expandable reel
drums 8 and 9, and 12 and 14 are rotatably borne on
rotary discs 7a and 11a so that they each can rotate on
their individual axes, and can rotate as a pair about a
central axis of the disc 7a or 11a to exchange their po-
sitions mutually.

[0033] An advantage of the Carousel devices 7, 11 il-
lustrated here is that a high power driving motor is re-
quired only for the drums 9, 12 coiling or uncoiling the
material being rolled by the mill. Relatively small motors
are requiredforthe drums 8, 14. The carousels 7,11 can
therefore be arranged so that the drums 8, 9 and 12, 14
are interchanged in rotation of the discs 7a, 11a, but the
respective motors are not interchanged. This reduces
overall the cost of the motors required.

[0034] Theregularsize hot-rolledcoils 1 are delivered
by a hot -rolled coil car 2 from outside of the line onto
the hot-rolled coil let-off reel 3 so that they are consec-
utively let off and welded by the welder 4. The coils de-
livered may vary in width and are cold. Then, a large coil
6 is taken up after the descaler 5 onto the drum 8 of the
entrancetake-up and let-off device 7. On the other hand,
simultaneously using the other drum 9 of the entrance
take-up and let-off device 7 and the drum 12 of the exit
take-up and let-off device 11 a previous long strip length
of forming coils 10A and 10B is rolled a predetermined
number of passes (e.g. three or five) by the reversible
rolling mill 13. Simultaneously, also the large coil 15 on
the other drum 14 of the exit take-up and let-off device
11 is uncoiled and divided again by the shearing ma-
chine 16 so that it is taken up as a plurality of regular
size cold-rolled coils 17 by the take-up reel 18. The coils
17 are delivered to outside of the line by the cold-rolled
coil car 19.

[0035] Between the coiling and uncoiling of the large
coils 6 and 10A between the descaler 5 and the revers-
ible rolling mill 13, the disc 7a is rotated to interchange
the positions of the drums 8 and 9. Likewise, the coiling
and uncoiling of the large coils 10B and 15 between the
reversible rolling mill 13 and the shearing machine 16
are likewise carried out with interchange of the positions
of the drums 12 and 14.

[0036] There will now be described typical specifica-
tions of the large coils 6 and 10A, and 10B and 15. The
hot coil handled by a conventional reversing mill has a
weight of 10 to 20 tons, a length of about 500 to 1,000
m and a diameter of about 1.5 to 2 m. In the present
embodiment of the invention in contrast, the large coils
6 etc. having a very large weight need not be transport-
ed, e.g. by the crane of the plant. Thus, no difficulty aris-
es even if several regular size hot-rolled coils are con-
nected to form a long strip length having a weight of 100
tons or more and a length of about 10,000 m. The length
of the large coil may be 10 times as large as that of the
regular hot-rolled coil, but the diameter of the large coil
is about 5 m at most so that it can be handled with ad-
equate ease.

[0037] Inthe present embodiment thus far described,
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the descaled strip is once taken up as the large coil 6
by the entrance take-up and let-off device 7, and the
large coil 10A is let off and fed to the reversible rolling
mill 13 so that the descaling step and the rolling step are
carried highly efficiently independently in parallel with-
out any interference. On the other hand, the strip thus
rolled to a predetermined thickness is divided again to
form the regular size coils 17. By the exit take-up and
let-off device 11, moreover, the cold-rolled strip is taken
up again, and-the long coil 15 is let off and fed to the
shearing machine 16. As a result, the rolling step and
the redividing step are also carried highly efficiently in-
dependently without any interference.

[0038] At this time, the rolling step is usually carried
out by the multi-pass reversible rolling and takes the
longest time for one large coil. As a result, the descaling
step and the re-dividing step have their internal line
speed relatively reduced compared with the entry speed
ateach pass ofthe mill 13. Since, therefore, the descaler
5 is a chemical descaler, i.e., uses the pickling method,
the pickling tank can be short. If a mechanical descaler
is used in combination with the chemical descaler, the
descaler 5 can have its line length shortened and made
compact.

[0039] Moreover, the various operations can be ac-
complished under selected conditions without interfer-
ing with each other. Forexample, the redividing andfinal
coiling steps can be carried out at a low line speed for
inspecting the surfaces of the rolled product. Thus, a
treating step can be added, if required, to the re-dividing
step.

[0040] As a result, the welding step, descaling step,
reversible rolling step and re-dividing step of the coil can
be carried out highly efficiently without any mutual inter-
ference. The strip entry speed of the descaler 5 is dif-
ferent from the higher strip entry speeds in the rolling
passes in the mill 13. There is no waste between the
descaling step and the cold-rolling step and between the
cold-rolling step and the re-dividing step, while a suita-
ble production scale is maintained. Only one expensive
welder 4 is required so that a highly compact and eco-
nomical apparatus can be realized.

[0041] Sincethecoillength rolledis long, the frequen-
cy of changing pass direction, which can cause trouble,
can be drastically reduced to elongate the rolling time
period of one cycle, so that the operation can be run
stably with high productivity and production yield.
[0042] The rolling step is reversible using a large coil
so that the productivity and production yield can become
better than in reversible rolling methods of the prior art.
The rolling mill need not be interrupted even at the weld-
ing time or the re-dividing time to improve the quality of
the surface, yield and productivity of the product.
[0043] Fig.2 shows another embediment of the appa-
ratus of the invention, in which the parts corresponding
to those of Fig.1 are given the same reference numbers
and will not be fully described again. From the reel 3,
the uncoiling strip from the hot-rolled coil 1 passes
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through a straightener 3a and optional end shears 3b to
the welder 4. After the welder 4 there is shown an ac-
cumulator (looper) 4a used to ensure that welding can
take place without interruption of the descaler 5. The
descaler 5 includes a scale breaker section 5a, an acid
picklingtank 5b and arinse tank 5c. A small accumulator
5d is located after the descaler 5, before an edge trim-
mer 5e (which prepares the descaled strip for coiling)
and shears 5f, which divide the joined strip passing con-
tinuously through the descaler 5 into the successive
long strip lengths for coiling as the large coils 6. The
remainder of the line is substantially as shown in and
described for Fig.1.

[0044] This embodiment of Fig. 2 has a production ca-
pacity of about 60,000 tons/month (or 700,000 tons/
year). The pickling line (from the reel 3 to the carousel
device 7) occupies a space about 100m in length.
[0045] Itcanbe understood that the length of the long
strip in each coil 6 does not correspond to an integral
multiple of the length of the input coils 1. The length of
the large coil 6 is chosen suitably for the cold rolling op-
eration.

[0046] The descaling method and the descaler 5 are
not limited to the chemical or mechanical types. These
two types may be combined. It is also apparent that the
type of the single stand reversing rolling mill is not es-
pecially limited. A six-high roll stand is indicated by way
of example.

[0047] The take-up and let-off devices 7 and 11 may
have carousel reel drums as solid drums which are not
expandable nor contractible. In this case, the drum
structures to be used need not be complex.

[0048] Furthermore, the present embodiment has
been described with carousel reels in the take-up and
let-off device 7 between the descaling step and the roll-
ing step. However, the means for connecting those two
steps as the same line can be exemplified devices such
as acoilcar, aceilconveyor or acoil hoist. The positional
relation and distance between the two steps is not lim-
itedto those of the foregoing embodiments. Specifically,
unlike the pickled coils of regular size of past practice in
the art, the large coils formed at the descaling step are
not extracted to be stored outside the line prior to rolling.
Preferably the large coils are fed to the rolling step sub-
stantially in the order of preparation.

Claims

1. A method of descaling and cold rolling metal strip,
comprising the following steps performed in a single
apparatus line:-

(a) joining a plurality of coils of said stripto form
a plurality of long strip lengths,

(b) sequentially passing said long strip lengths
through a descaler (5),

(c) winding said long strip lengths into large
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coils (6), and

(d) sequentially cold rolling said long strip
lengths in a cold rolling mill (13) from said large
coils,

characterized in that the descaler (5) and the cold
rolling mill (13) operate simultaneously on two of the
long strip lengths,

in step (d) each said long strip length is rolled
in a plurality of passes, with reversing, through
a reversible multi-pass cold rolling mill (13) with
unwinding of the long strip length and rewinding
thereof between each two said passes through
said mill,

the speed of said strip in said descaler (5) being
slower than the entry speed of the strip in each
of said passes through said mill (13).

2. A method according to claim 1 wherein in step (c)
the long strip length is coiled onto one of a first pair
of coiling drums (8,9) to form said large coil, and
thereafter said first pair of coiling drums (8,9) are
mutually interchanged in position before unwinding
of said large coil.

3. A method according to claim 1 or claim 2 wherein
after the final one of said cold rolling passes said
long strip length is recoiled onto a first one of a sec-
ond pair of coiling drums (12,14), thereafter said
second pair of coiling drums (12,14) are mutually
interchanged in position, and then said long strip
length is unceiled from said first one of said second
pair of coiling drums, subdivided and recoiled as a
plurality of smaller coils.

Patentanspriiche

1. Verfahren zum Entzundern und Kaltwalzen von Me-
tallband mit den folgenden Schritten, die in einer
einzigen FertigungsstraBe ausgefuhrt werden:

(a) Verbinden einer Vielzahl von Coils des ge-
nannten Bands, um eine Vielzahl langer Band-
abschnitte auszubilden,

(b) aufeinanderfolgendes Hindurchfiihren der
langen Bandabschnitte durch einen Entzunde-
rer (5),

(c) Aufwickeln der langen Bandabschnitte zu
groBen Coils (6), und

(d) aufeinanderfolgendes Kaltwalzen der lan-
gen Bandabschnitte von den besagten groBen
Coils in einer KaltwalzstraBe (13),

dadurch gekennzeichnet, daB der Entzun-
derer (5) und das Kaltwalzwerk (13) gleichzeitig
zwei der langen Bandabschnitte bearbeiten,
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in Schritt (d) jeder der langen Bandabschnitte
in einer Vielzahl von Durchgangen mit Umkeh-
rung durch eine Vieldurchgangs-Umkehrkalt-
walzstraBe (13) gewalzt wird, wobei die langen
Bandabschnitte abgewickelt und zwischen je-
weils zwei der besagten Durchgénge durch die
StraBe wieder aufgewikkelt werden, und

die Geschwindigkeit des Bands in dem Entzun-
derer (5) langsamer ist als die Eintrittsge-
schwindigkeit des Bands in jedem der Durch-
gdnge durch die StraBe (13).

Verfahren nach Anspruch 1, wobei der lange Band-
abschnitt in Schritt (¢) von einem ersten Paar Wik-
keltrommeln (8, 9) auf die eine davon gewickelt
wird, um das besagte groBe Coil zu bilden, und an-
schlieBend die Wickeltrommeln (8, 9) dieses ersten
Paars vor dem Abwickeln des groBen Coils in ihren
Positionen gegenseitig ausgetauscht werden.

Verfahren nach Anspruch 1 oder 2, wobeider lange
Bandabschnitt nach dem letzten der Kaltwalzdurch-
gdnge von einem zweiten Paar Wickeltrommeln
(12, 14) auf eine davon gewickelt wird, anschlie-
Bend die Wickeltrommeln (12, 14) dieses zweiten
Paars in ihren Positionen gegenseitig vertauscht
und dann der lange Bandabschnitt ven der ersten
des zweiten Paars Wickeltrommeln abgewickelt,
unterteilt und als eine Vielzahl kleinerer Coils wie-
der aufgewickelt wird.

Revendications

Procédé de décalaminage et de laminage a froid de
feuillard, comprenant les étapes suivantes, exécu-
tées dans une seule lighe de machines :

(a) réunir une pluralit¢ de bobines dudit
feuillard pour former une pluralité de grandes
longueurs de feuillard,

(b) faire successivement passer lesdites gran-
des longueurs de feuillard dans une décalami-
neuse (5),

(c) enrouler lesdites grandes longueurs de
feuillard en grosses bobines (6), et

(d) successivement laminer a froid lesdites
grandes longueurs defeuillard dans un laminoir
a froid (13) a partir desdites grosses bobines,

caractérisé en ce que la décalamineuse (5) et le
laminoir a froid (13) agissent simultanément sur
deux des grandes longueurs de feuillard,

lors de I'étape (d), chague dite grande longueur
de feuillard est laminée en une pluralité de pas-
ses, en va-et-vient, dans un laminoir a froid ré-
versible multipasse (13) avec déroulement de
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la grande longueur de feuillard et rembobinage
de celle-ci entre deux dites passes dans ledit
laminoir,

la vitesse dudit feuillard dans ladite décalami-
neuse (5) étant inférieure a la vitesse d'entrée
du feuillard lors de chacune desdites passes
dans ledit laminoir (13).

Procédé selon la revendication 1, dans lequel, lors
de I'étape (c), la grande longueur de feuillard est
enroulée sur un premier tambour parmi deux tam-
bours d'enroulement (8, 9) pour former ladite gros-
se bobine, aprés quoi lesdits deux tambours d'en-
roulement (8, 9) prennent chacun la place de ['autre
avant que ladite grosse bobine ne soit déroulée.

Procédé selon la revendication 1 ou la revendica-
tion 2, dans lequel, aprés la passe finale parmi les-
dites passes de laminage a froid, ladite grande lon-
gueur de feuillard est réenroulée sur un premier
tambour parmi deux tambours d'enroulement (12,
14), aprés quoi lesdits deux tambours d'enroule-
ment (12, 14) prennent chacun la place de l'autre,
puis ladite grande longueur de feuillard est déroulée
dudit premier desdits deux tambours d'enroule-
ment, est subdivisée et réenroulée sous la forme
d'une pluralité de bobines plus petites.
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(57) Abrégé(suite)/Abstract(continued):
main component, and by the employment of a hot pressing method, characterized in that the heating temperature before pressing
is Ac, or higher and 1100°C or lower, and the atmosphere during heating has a hydrogen concentration of 6 vol % or less and

exhibits a dew point of 10°C or lower; and a hot pressed member manufactured by the above method. The above hot pressing
method or hot pressed member uses a hot-rolled or cold-rolled steel sheet or an Al-based metal plated steel sheet or a Zn-based
metal plated steel sheet, and can provide a member having a strength of 1200 MPa or higher after a forming at a high temperature
and also being almost free from the fear of hydrogen embrittleness.

2.
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ABSTRACT

The present invention provides a method of hot
pressing using hot rolled and cold rolled steel sheet or
Al-based plated steel sheet or Zn-based plated steel
sheet enabling a strength of at least 1200 MPa to be
obtained after high temperature forming and with
extremely little possibility of hydrogen embrittlement
and such hot pressed parts, that i1s, a method of hot
pressing a high strength automobile parts comprising
using steel sheet contalning as steel compositions by wt%
C:0.05 to 0.5% or steel sheet plated mainly with Al or 2Zn
to produce automobile members by hot pressing during
which making the heating temperature before pressing Acs
or more to 1100°C or less, making the hydrogen

concentration in the heating atmosphere 6 vol% or less,

and making the dew point 10°C or less and such hot pressed

parts.
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DESCRIPTION

METHOD OF HOT PRESSING HIGH STRENGTH MEMBER USING STEEL
SHEET AND SUCH HOT PRESSED PARTS

TECHNICAL FIELD

The present invention relates to a method of hot
pressing comprising using cold rolled or hot rolled steel
sheet or Al-based or Zn-based plated steel sheet to hot
press automobile pillars, door impact beams, bumper
beams, or other strength parts and such hot pressed
parts.

BACKGROUND ART

To lighten the weight of automobiles, an issue
arising from the problem of global warming, it is
necessary to make the steel sheet used for automobiles as
high in strength as possible. In general, if making steel
sheet high in strength, the elongation and r value
decrease and the formability deteriorates. To solve this
problem, technology for hot forming materials and using
the heat at that time to raise the strength is disclosed
in Japanese Patent Publication (A) No. 2000-234153. This
technology aims at suitably controlling the steel
compositions, heating the steel in the ferrite
temperature region, and utilizing precipitation
strengthening in this temperature region to raise the
strength.

Further, Japanese Patent Publication (A) No. 2000-
87183 proposes high strength steel sheet improved in
press forming precision by reducing the yield strength at
the formation temperature to much lower than the yield
strength at ordinary temperature. However, these
technologies may be limited in the obtained strength. On
the other hand, technology for obtaining a higher
strength by heating the material to the high temperature

austenite single-phase region after formation and

transforming it to a hard phase in the subsequent co#rtélorylittal Ex. 2016
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process is proposed in Japanese Patent Publication (A)
No. 2000-38640.

However, if heating and rapidly cooling a sheet
after forming, problems may arise in the shape precision.
As technology for overcoming this defect, technology for
heating steel sheet to the austenite single-phase region,
then cooling in the press formation process by a cooling
rate of at least the critical cooling rate of martensite
transformation determined by the steel compositions is
disclosed in the Document (SAE, 2001-01-0078) and
Japanese Patent Publication (A) No. 2001-181833. The
former document discloses to suppress scaling of the
surface at the time of heating by using Al-plated steel
sheet. This type of pressing process is called "hot
pressing” in the present invention.

As prior technology relating to hot pressing using
such plated steel sheet, the following may be mentioned.
Japanese Patent Publication (A) No. 2003-147499 discloses
an example of using steel sheet covered by a plating
layer comprised of an Fe-Zn alloy for hot pressing, while
Japanese Patent Publication (A) No. 2003-41343 discloses
an example of using Al-based plated steel sheet covered
by a plating layer comprised of an Fe-Al alloy for hot
pressing.

Further, Japanese Patent Publicaticn (A) No. 2002-
282951 discloses the example of a method of using a die
and punch to press a heated metal sheet wherein the die
clearance is defined from the viewpoint of the
formability and hardenability.

DISCLOSURE OF THE INVENTION

In this way, the higher the strength, the more high
strength steel sheet used for automobiles etc. has the
above-mentioned problem of formability and the inherent
problem, in particular in high strength materials of over
1000 MPa, of hydrogen embrittlement (also called aging
cracks and delayed fracture), as is known from the past.

Therefore, when using steel sheet as sheet for hot
ArcelorMittal Ex. 2016
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pressing, it is important to lower the amount of hydrogen
of the material.

The present invention was made to solve this problem
and provides a method of hot pressing using hot rolled or
cold rolled steel sheet or an Al-based plated steel sheet
or a Zn-based plated steel sheet able to give a strength
of 1200 MPa or more after high temperature forming and
with extremely little liability of hydrogen embrittlement
and such pressed parts.

The inventors engaged in various studies to solve
the above problem. As a result, they discovered that
controlling the atmosphere and temperature at the time of
heating to the austenite single-phase region before
pressing is important for producing hot pressed parts
superior in resistance to hydrogen embrittlement. That
is, since the atmosphere at the time of heating includes
hydrogen, this hydrogen invades the steel sheet. Even if
moisture 1is included, similarly hydrogen may invade the
steel sheet, so it is important to reduce hydrogen and
moisture. Further, the inventors discovered that to
prevent hydrogen embrittlement, it is important to
suitably select the die clearance. The gist of the
present invention based on this discovery is as follows:

(1) A method of hot pressing a high strength
automobile parts comprising using steel sheet containing
as a steel compositions, by wt%, C:0.05 to 0.5% or steel
sheet plated mainly by Al or Zn to hot press an
automobile member during which making the heating

temperature before pressing at least the Acs and not more
than 1100°C, making the hydrogen concentration in the
heating atmosphere not more than 6 vol%, and making the
dew point not more than 10°C.

(2) A method of hot pressing a high strength
automobile parts as set forth in (1), characterized in
that a hydrogen concentration in the heating atmosphere
is not more than 1 vol% and a dew point is not more than
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10°C.

(3) A method of hot pressing a high strength
automobile parts as set forth in (1) or (2),
characterized by introducing the steel sheet after
heating into a press machine and making a clearance
between a die and punch at the time of forming 1.0 to 1.8
times the thickness of the steel material used.

(4) A hot pressed part characterized by using a
method of hot pressing as set forth in any one cf (1) to
(3).

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is an external view of a hat shaped die used
for a processing test of the examples.

BEST MODE FOR WORKING THE INVENTION

Next, the reasons for limitation of the present
invention will be explained.

As explained above, the present invention comprises
heating hot rolled or cold rolled steel sheet or Al-based
or Zn-based plated steel sheet to 700°C or more, then hot
forming it and immediately cooling and hardening it in a
die to obtain the desired strength. The present invention
defines the steel sheet before heating and press forming.
The steel sheet compositions have to be superior in
hardenability. Therefore, the amount of C must be (0.05%
or more, preferably 0.1% or more. As other steel
elements, Si, Mn, Ti, B, Cr, Mo, Al, P, S, N, or other
elements are sometimes added. Si has an effect on the
fatigue characteristics, so when included, 0.05 to 1% is
preferable. Mn, B, Cr, and Mo contribute to the
improvement of the hardenability, so when included, Mn:
0.5 to 3%, B: 0.05% or less, Cr: 2% or less, and Mo: 0.5%
or less are preferable. Ti and Al improve the oxidation
resistance of Al-based plated steel sheet, so when
included, Ti: 0.5% or less and Al: 0.1% or less are
preferable.

As to the type of plating, steel sheet given Al-

based or Zn-based plating may be considered. If usingrcelorMittal Ex. 2016
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these for hot pressing, formation of iron oxide at the
surface 1is suppressed and corrosion resistance can be
imparted.

First, the configuration of the Al-based plating
layer will be explained. At the present time, Al-based
plated steel sheets are being produced for various
applications. The present invention may be used for these
steel sheets. As the to configuration of the Al-based
plating layer, there is steel sheet with plating mainly
comprised of Al and, to suppress the formation of an
alloy layer at the time of hot dip Al coating, preferably
containing 3 to 15% of Si. In addition, as elements for
improving more the corrosion resistance of the plating
layer, there are Cr, Mg, Ti, Sn, etc. These may also be
added. At this time, Cr: 0.1 to 1%, Mg: 0.5 to 10%, Ti:
0.1 to 1%, and Sn: 1 to 5% are desirably further
included. Note that the Al-based plating layer contains
Fe as an impurity. The amount is normally 0.05 to 0.5%.

Note that after heating, the surface may be formed
with intermetallic compounds such as FeAl;, Fe,Als, FejAl,
and Fe,AlgSi. These phases tend typically to be composite
layer structures of five layers, but no matter what these
phase structures, the gist of the invention of the
present invention is not affected. Further, the
composition is mainly Al and Fe. When adding Si to the Al
plating bath, Si is also included in an amount of about 5
to 10%. These elements form at least 90% of the total.
Further, there may be some slight amount of residual Al
not alloyed, but if a small amount, it does not have any
particular effect on the performance. After heating, an
Al-based oxide or nitride covers the surface, but these
amounts are not particularly defined.

Next, the configuration of the Zn-plating layer will
be explained. Zn-based plated steel sheets are currently
being produced in various compositions. The present
invention can be applied to these steel sheets. As
typical configurations of Zn-based plating layers,
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following may be mentioned: Zn-0.2%Al, Zn-5%Al-0.1%Mg,
Zn-5%A1-0.1%Mg-mische metal, Zn-7%A1-3%Mg, Zn-11%Al-3%Mg-
0.1%8Si, Zn-55%AR1-1.6%Si, etc. In addition, by plating in
a 7Zn-0.1%A1 bath, then heating, this may be changed to
7n-10%Fe. In addition, as elements for improving more the
corrosion resistance of the plating layer, there are Cr,
Mg, Ti, Sn, etc. These may also be added. At this time,
Cr: 0.1 to 1%, Mg: 0.5 to 10%, Ti: 0.1 to 1%, and Sn: 1
to 5% are preferably contained.

Note that after heating, the surface may be formed

with §, 81, I', 'l phases or other intermetallic compounds
or a ferrite phase containing Zn in solid solution. These
phases may be distributed in layers or distributed in the
form of particles, but no matter what these phase
structures, the gist of the invention of the present
application is not affected. Further, if plating
comprised including Al, formation of the above-mentioned
Fe-Al-based compound is also possible. In the case of Zn-
based plating, after the heating, a Zn-based or Al-based
oxide film is formed, but even if these are formed, the
gist of the present invention is not affected.

The amount of deposition of the Al-based or Zn-based
plating, the treatment before plating, and the treatment
after it are not particularly limited, but the plating
deposition is preferably at least 50 g/m? on one side.
This is because the greater the amount of plating
deposition, the more improved the effect of suppression
of oxidation at the time of heating and the corrosion
resistance of the part after heating and forming. As such
treatment after plating, chromate treatment, resin
coating, etc. for primary rust prevention and lubrication
are possible, but an organic resin is consumed upon
heating, so is not preferred. For the chromate treatment
as well, considering the recent restrictions on
hexavalent chrome, electrolytic chromate or other
trivalent cocatings are preferred. Even not imparting a

chromate coating and just coating with oil is pOSSiQ%&m}MmmEk 2016
Page 984 of 1430



10

15

20

25

30

35

CA 02573226 2007-01-08

the case of Al-based plated steel sheet superior in
corrosion resistance.
In the present invention, the temperature and

atmosphere at the time of heating are defined. The

temperature is made at least Acs; and not more than 1100°C.
This is because for the steel sheet to completely
transform to the austenite single-phase region, the Acs
temperature or more is necessary. On the other hand, if
the heating temperature is too high, the surface oxidizes
and hydrogen more actively invades the steel. If using a

Zn-based plating, in addition to this, since the boiling

point of Zn is about 910°C and, at a high temperature, Zn
will completely evaporate away and the steel sheet will
become seriously oxidized, 1000°C is preferably made the
upper limit. More preferably, the upper limit temperature
is 920°C. The lower limit temperature is preferably made

800°C. This is because even if heating to the Ac;
temperature or more, in the interval after heating when
the steel sheet is taken out from the furnace and
transported to the press machine, the temperature drops
and ferrite ends up being formed in some cases.

The heating atmosphere is made one with a hydrogen
concentration of 6 vol% or less. This is because, as
explained above, the invasion of hydrogen into the steel
will increase the liability of hydrogen embrittlement. No
lower limit is particularly set, but the lower the
better. More preferably, the amcunt of hydrogen is 1% or
less. Similarly, the inventors discovered in the present
invention that the moisture in the atmosphere may also
easily invade the steel as hydrogen. Therefore, the
moisture in the atmosphere is also preferably low. In
practice, the dew point is measured to measure the

moisture content. The upper limit of the dew point is

made 10°C. Note that the following equation is known for
conversion of the dew point and moisture content. The

moisture content at this time 1is 1.2 vol%. In particular
ArcelorMittal Ex. 2016
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when using a Zn-based plated steel sheet, having the
atmosphere contain oxygen causes the steel sheet surface
to be formed with a Zn oxide and suppress the evaporation
of 7Zn. Therefore, when using a Zn-based plated steel
sheet, the atmosphere preferably contains oxygen in an
amount of 1 to 21%. Further, not only plated steel sheet,
but also not plated steel sheet (bare material) is
invaded by hydrogen during heating, so the hydrogen
concentration and moisture content of the heating
atmosphere must be controlled.

Equation 1

44016 -118.774* Tdp
8.314* Tdp

pH,0= exp(—
pPH,O: hydrogen concentration (vol%)

Tdp: dew point (absolute temperature)

The heating method is not particularly prescribed.
It may be radiant heating by radiant tubes etc.,
induction heating, conduction heating, etc. The heating
rate at this time is not limited. This naturally depends
largely on the sheet thickness and the shape.

Hot pressing is characterized by cooling from an
austenite phase to obtain a hardened microstructure.
Naturally, the effect of the cooling rate after heating
is great. In the present invention, it is necessary to
cool by at least the critical cooling rate for obtaining
a martensite structure as determined by the steel

compositions, but as a general measure, the average
cooling temperature from 700°C to 350°C is preferably at
least 15°C/sec. This cooling rate depends on the steel
ingredients. In a steel with a good hardenability, even
with a cooling rate of about 20°C/sec, a desired structure
mainly comprised of martensite can be obtained. Depending

on the type of the steel, a cooling rate of about 30°C/sec

ArcelorMittal Ex. 2016
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may become necessary.

At the time of pressing, the clearance between the
die and punch is an important factor. In the present
invention, this clearance is preferably 1.0 to 1.8 times
the sheet thickness. If the clearance is small, the sheet
will have difficulty flowing resulting in ironing, so the
surface of the steel sheet will suffer from galling which
may form the starting point for hydrogen embrittlement.
Further, if large, hardening tends to become difficult,
the part will become uneven in strength, residual stress
will remain in the part, and the possibility of hydrogen
embrittlement will rise.

EXAMPLES

Next, examples will be used to explain the present
invention in further detail.

(Example 1)

Cold rolled steel sheets having the steel
compositions shown in Table 1 and having thicknesses of
1.4 mm were heated under various conditions, then formed
by a hat shaped die as shown in FIG. 1. The clearance was
made 1.1 times the sheet thickness. After this, in the
flange of each part, 5 mm¢ holes were punched at 10 points
with a clearance of 0.5 mm (two sides). After the elapse
of seven days, a 20X power loupe was used to examine the
punched out parts and judge the presence of microcracks.
The samples were heated by insertion in an electric
furnace controlled in atmosphere. The time for raising
the temperature to 900°C was about 4 minutes, the time
from the furnace to the press was about 10 seconds, and
the press start temperature was about 750°C. The cooling
was performed in the die. The average cooling rate from
700°C to 350°C was 40°C/sec. The heating conditions and
the presence of any microcracks are shown in Table 2.
Note that after forming, part was cut out and measured
for Vicker's hardness at a load of 10 kgf, whereupon the

Hv was in the range of 410 to 510 and a martensite

ArcelorMittal Ex. 2016
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microstructure was exhibited at all levels. Further,
after hot pressing, the surfaces of these steel sheets
were formed with iron oxide.

No. 8 of Example 1 was high in dew point, so five or
more microcracks occurred. No. 1 and No. 3 had amounts of

hydrogen of over 1%, so small amounts of microcracks

occurred.
Table 1
Sym- C Si Mn P S Al N Ti Cr Mo B
bol
A 0.154§ 0.1 2.1 10.0110.004{0.031}0.00470.02| 0.4 |0.01(0.003
B 0.21] 0.2 0.9 | 0.02(0.005(0.015{0.005{0.01 | 0.9 0.4 [0.004
C 0.2710.15]0.88 ] 0.01}0.002] 0.02 }0.004) 0.021]0.23 0.5 ]0.003
Table 2
No. | Steel | Temp. | Holding Heating atmosphere Occur-
(°c) temp. |Hydrogen| Dew {Oxygen|rence of
(min) (vol%) point | (vol%) | micro-
(°C) cracks
1 A 950 1 5 8 0.01 F Inv. ex.
2 A 900 1 0.1 2 0.3 VG Inv. ex.
3 B 800 2 2 -10 0.5 G Inv. ex.
4 B 850 3 0.5 0 21 VG Inv. ex.
5 C 1000 1 0.1 -30 21 VG Inv. ex.
6 C 850 5 0.05 2 21 VG Inv. ex.
7 A 900 10 0.07 6 21 VG Inv. ex.
8 B 850 8 0.1 13 21 P Comp. ex.
9 B 850 5 0.2 0 21 VG Inv. ex.
10 C 850 2 0.1 -10 21 VG Inv. ex.

Scoring of cccurrence of microcracks:
Total number of microcracks at 10 points: VG (very good):
0, G (good): 1, F (fair): less than 5, P (poor): 5 or

more

(Example 2)

Cold rolled steel sheets of the steel compositions
shown in Table 3 after the ordinary hot rolling and cold
rolling processes (sheet thickness 1.4 mm) were used as
materials for hot dip Al coating. The hot dip Al coating
was performed using a nonoxidizing furnace-reduction
furnace type line. After plating, the gas wiping method
was used to adjust the plating deposition to 80 g/m®? per

side, then the sheets were cooled. The plating appearance

ArcelorMittal Ex. 2016
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was good with no nonplated areas. The type of plating and
the bath temperature are shown in Table 9. The plating

bath composition at this time was Al1-10%3Si-2%Fe and the

bath temperature was 660°C. The Fe in the bath was
unavoidable Fe from the plating equipment or strip. The
plating appearance was good with no nonplated areas. The
thus hot dip Al coated steel sheets were heated under
various conditions, then formed by a hat shaped die shown

in FIG. 1. The clearance was made 1.1 times the sheet

thickness. After this, in the flange of each part, 5 mmd
holes were punched at 10 points with a clearance of 0.5
mm (two sides). After the elapse of seven days, a 20X
power loupe was used to examine the punched out parts and
judge the presence of microcracks. The samples were

heated by insertion in an electric furnace controlled in

atmosphere. The time for raising the temperature to 900°C
was about 4 minutes, the time from the furnace to the

press was about 10 seconds, and the press start
temperature was about 750°C. The cooling was performed in
the die. The average cooling rate from 700°C to 350°C was

40°C/sec. The heating conditions and the presence of any
microcracks are shown in Table 4. Note that after forming
into the hats, parts were cut ocut and measured for
Vicker's hardness at a load of 10 kgf, whereupon the Hv's
were in the range of 410 to 510 and a martensite
structure was exhibited at all levels. Further, after hot
pressing, the surfaces of these steel sheets were not
formed with iron oxide.

Table 3

C Si Mn P S Al N Ti Cr Mo B

0.2210.2111.20(0.02]0.003/0.027)0.003)0.002)0.18]0.02]0.0018

ArcelorMittal Ex. 2016
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Table 4
No. |Temp. | Holding Heating atmosphere Occurrence of
(°c) temp. |Hydrogen| Dew | Oxygen | microcracks
(min) (vol%) | point | (vol$%)
(°C)

1 800 5 0.01 2 0.3 VG Inv. ex.
2 900 3 0.02 1 0.5 VG Inv. ex.
3 1000 2 0.1 3 0.8 VG Inv. ex.
4 1100 2 N.D. 1 1 VG Inv. ex.
S 900 2 10 0 0.01 p Comp. ex.
6 900 2 4 1 0.01 F Inv. ex.
7 900 2 1 -1 0.01 VG Inv. ex.
8 900 2 0.1 15 0.01 p Comp. ex.
9 900 2 0.1 6 0.1 VG Inv. ex.
10 900 2 0.05 2 0.1 VG Inv. ex.
11 900 2 2 -20 C.5 G Inv. ex.
12 900 2 0.01 7 21 VG Inv. ex.
13 900 2 0.01 1 21 VG Inv. ex.
14 980 8 0.01 1 21 vG Inv. ex.
15 1050 5 0.01 1 21 VG Inv. ex.
16 900 10 5 6 0.06 F Inv. ex.

Scoring of occurrence of microcracks:

Total number of microcracks at 10 points: VG (very good):
0, G (good): 1, F (fair): less than 5, P (poor): 5 or
more

As shown in Table 4, the amount of hydrogen invading
the steel changes and the sensitivity to microcracks
changes depending on the heating atmosphere and
temperature. No. 5 with a hydrogen concentration of 10
vol% and No. 8 with a dew point of 15°C exhibited five or
more cracks. As the hydrogen concentration and dew point
are lowered, the formation of cracks is suppressed, but
in the case of Nos. 6, 11, and 16, some cracks were
formed.

(Example 3)

Cold rolled steel sheets having the steel
compositions shown in Table 5 and having thicknesses of
1.4 mm were used for various types of Zn-based plating.
The type of plating, bath compositions, and bath
temperature at this time are shown in Table 6. These Zn-
based plated steel sheets were used to form hats in the
same way as 1in Example 1. The presence of any microcracks
after punching was examined. The relationship betwee%n%ﬁﬁw

ittal Ex. 2016
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heating conditions and the state of formation of cracks

at this time is shown in Table 7. The cooling was
performed in the die. The average cooling rate from 700°C

to 350°C was 20°C/sec. The samples were measured for
cross-sectional hardness after formation in the same way
as in Example 1, whereupon all the samples had Hv's in
the range of 410 to 510 and the structures were
martensite microstructures. Further, after hot pressing,
the surfaces of these steel sheets were not formed with

iron oxide.

Table 5
Symbol C Si Mn P S Al N Ti Cr Mo B
A 0.15| 0.1 2.1 10.01]0.004]0.03}0.004|0.02}| 0.4 | 0.01 |0.003
B 0.214} 0.2 0.9 1 0.02[0.005|0.015[0.005|0.01 | 0.9 0.4 (0.004
C 0.2740.1510.88}10.01 [0.002| 0.02 ]0.004] 0.02 ] 0.23 0.5 {0.003
Table 6
Sym- Composition of Single side Bath
bol plating layer deposition (g/m?) temp.
(°c)
GI Zn-0.2%A1 85 460
GA Zn-10.5%Fe 70 460
GL Zn-55%A1-1.6%S1 75 610
GAM Zn-6%A1-3%Mg 65 420
GAMS | Zn-11%A1-3%Mg-0.1%S1 80 430
Table 7
No. |Steel|Plat-|Temp. |Holding| Heating atmosphere Occur-
ing (°C) time |Hydro-| Dew |[Oxygen|rence of
{min) gen |point| (vol%)]| micro-
(vol%) | (°C) cracks
1 A GI 950 1 5 8 0.01 F Inv. ex.
2 A GA 300 1 0.1 2 0.3 VG Inv. ex.
3 B GL 800 2 2 -10 0.5 G Inv. ex.
4 B GAM 850 3 0.5 0 21 VG Inv. ex.
5 C GAMS | 1000 1 0.1 -30 21 VG Inv. ex.
6 C GI 850 5 0.05 2 21 VG Inv. ex.
7 A GI 500 10 0.07 6 21 VG Inv. ex.
8 B GA 850 8 0.1 13 21 p Comp. ex.
9 B GA 850 5 0.2 0 21 VG Inv. ex.
10 C GL 850 2 0.1 ~-10 21 VG Inv. ex.

Scoring of occurrence of microcracks:

Total number of microcracks at 10 points: VG (very good):
ArcelorMittal Ex. 2016
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0, G (good): 1, F (fair): less than 5, P (poor): 5 or

more

In the same way as in Examples 1 and 2, No. 8 of
Table 7 had a high dew point, so microcracks occurred.
Nos. 1 and 3 had amounts of hydrogen larger than 1%, so
some microcracks occurred. Further, Nos. 1 to 3 had low
oxygen concentrations, so the furnace became dirty along
with evaporatiocn of the Zn in the furnace and
deterioration of the surfaces 0f the steel sheets were
observed.

(Example 4)

Cold rolled steel sheets of the steel compositions
shown in Table 8 after the ordinary hot rolling and cold
rolling processes (sheet thickness 1.4 mm) were used as
materials. Parts were coated with Al by hot dipping or
coated with Zn by hot dipping. The hot dipping was
performed using a nonoxidizing furnace-reduction furnace
type line. After plating, the gas wiping method was used
to adjust the plating deposition, then the sheets were
cooled. The plating appearance was good with no nonplated
areas. The type of plating and the bath temperature are
shown in Table 8.

Table 8

C Si Mn P S Al N Ti Cr Mo B
0.22 | 0.21 | 1.20 | 0.02 {0.003j0.027{0.00310.002{ 0.18 [0.02(0.0018

Table 9
Sym- Composition Single side Bath
bol of plating deposition (g/m?) temp.
layer (°c)
AL | A1-10%Si-2%Fe 80 660
GI Zn-0.2%A1 85 460
GA Zn-10.5%Fe 70 460

The thus produced steel sheets were heated under
various conditions and then formed by the hat shaped die
shown in FIG. 1. The clearance at the time of hot
' i h in Table 10. Aft i i
pressing is shown in Ta er this, in the flﬁ%%gmmmmExzoﬂs
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rt, 5 mm¢ holes were punched at 10 points with a
of 0.5 mm (two sides). After the elapse of

, a 20X power loupe was used to examine the

t parts and judge the presence of microcracks.
s were heated by insertion in an electric

ntrolled in atmosphere. The time for raising

ature to 900°C was about 4 minutes, the time

urnace to the press was about 10 seconds, and

start temperature was about 750°C. The cooling

was performed in the die. The average cooling rate from

700°C to 350°C was 40°C/sec. The heating conditions and

the presen
Note that

and measur

ce of any microcracks are shown in Table 10.
after forming into the hat, part was cut out

ed for Vicker's hardness at a load of 10 kgf,

whereupon the Hv was in the range of 410 to 510 and a
martensite microstructure was exhibited at all levels.
Table 10
No.{ Clearance | Type |Temp. |Hold-|Heating atmosphere | Occur- {Produc-
at hot of (°c) | ing [Hydro-| Dew |Oxygen| rence |tion of
press plat- time | gen |point|(vol$%) of iron
(thickness| ing (min) | (vol%)| (°c) micro- | oxide
ratio) cracks
1 0.8 CR 900 3 0.02 1 0.5 P Yes Comp.
ex.
2 1.0 CR 900 3 0.02 1 0.5 VG Yes |Inv. ex.
3 1.1 CR 900 3 0.02 1 0.5 VG Yes Inv. ex.
4 1.4 CR 900 3 0.02 1 0.5 VG Yes |Inv. ex.
5 1.7 CR 900 3 0.02 1 0.5 G Yes Inv. ex.
6 1.9 CR 900 3 0.02 1 0.5 P Yes Comp.
ex.
7 0.8 GI 900 10 0.07 6 21 P No Comp.
ex.
8 1.0 GI 900 10 0.07 6 21 VG No Inv. ex.
9 1.1 GI 900 10 0.07 6 21 VG No Inv. ex.
10 1.4 GI 900 10 0.07 6 21 VG No Inv. ex.
11 1.7 GI 900 10 0.07 6 21 G No Inv. ex.
12 1.9 GI 900 10 0.07 6 21 p No Comp.
ex.
13 0.8 GA 850 5 0.2 0 21 P No Comp.
ex.
14 1.0 GA 850 5 0.2 0 21 VG No Inv. ex.
15 1.1 GA 850 5 0.2 0 21 VG No Inv. ex.
16 1.4 GA 850 5 0.2 0 21 VG No Inv. ex.
17 1.7 GA 850 5 0.2 0 21 G No Inv. ex.
18 1.9 GA 850 5 0.2 0 21 P No Comp .
ex.
Scoring of occurrence of microcracks: ArcelorMittal Ex. 2016
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Total number of microcracks at 10 points: VG (very good):
0, G (good): 1, F (fair): less than 5, P (poor): 5 or
more

Nos. 1, 7, and 13 of Table 10 had clearances of the
die at the time of hot pressing of less than the limit,
so five or more microcracks were observed. Nos. 6, 12,
and 18 of Table 10 had die clearances at the time of hot
pressing of over the limit, so were uneven in strength
and had residual stress remaining in the parts, so five
or more microcracks were observed. Nos. 5, 11, and 17 had
somewhat larger die clearances at the time of hot
pressing, so were uneven in strength and tended to have
residual stress remaining in the parts, so some
microcracks occurred.

INDUSTRIAL APPLICABILITY

According to the present invention, it is possible
to use hot rolled or cold rolled steel sheet or Al-based
plated steel sheet or Zn-based plated steel sheet to
produce high strength members by the hot pressing method

and possible to use them without hydrogen embrittlement.
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CLAIMS
1. A method of hot pressing a high strength
automobile parts comprising using steel sheet containing
as a steel compositions, by wt%, C:0.05 to 0.5% or steel
sheet plated mainly by Al or Zn to form an automobile
member by hot pressing during which making the heating

temperature before pressing at least Ac; and not more than

1100°C, making the hydrogen concentration in the heating

atmosphere not more than 6 vol%, and making the dew point

not more than 10°C.

2. A method of hot pressing a high strength
automobile parts as set forth in claim 1, characterized
in that a hydrogen concentration in the heating

atmosphere is not more than 1 vol% and a dew point is not

more than 10°C.

3. A method of hot pressing a high strength
automobile member as set forth in claim 1 or 2,
characterized by introducing the steel sheet after
heating into a press machine and making a clearance
between a die and punch at the time of shaping 1.0 to 1.8
times the thickness of the steel material used.

4. A hot pressed part characterized by using a
method of hot pressing as set forth in any one of claim 1

to claim 3.

ArcelorMittal Ex. 2016
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Description

Background of the Invention

{1) Eield of the Invention.

This invention relates to the coating of metal strips with uniform coating weights and more particularly to the deter-
mination or control of the coating weight on hot-metal coated strips with so-called gas doctors or gas knives, and par-
ticularly to the use of adjustable arifice gas knives.

{2) Description of the Prior Art.

Various means have been used to control the coating weight of so-called hot dip coated strip and sheet material
and particularly ferrous-base sheet and strip material which is passed through molten baths of tern, zinc, aluminum,
aluminum-zine and the like. In the coating of such material, the ferrous substrate material as it exits from the bath surface,
draws up with it a guantity of at least temporarily adhering molten metal, which, as the ferrous material passes upwardly,
solidifies on the surface of the base material. If the strip or sheet material is withdrawn from the bath sufficiently slowly,
the excess molten metal will drain from the surface naturally establishing a coating thickness or weight dependent basi-
cally upon the temperature of the substrate as well as the coating plus the physical characteristics of the unsolidified
coating material, particularly the weight or specific gravity. As coating lines have been accelerated, however, too much
excess coating has been drawn up from the molten bath upen the surface of the substrate and has not had sufficient
time to drain back into the molten bath causing overly thick as well as uneven coatings on the coated product.

Various expedients have been used o wipe this excess coating from the substrate surface including charcoal or the
like floating upon the bath surface, stationary wipers between which the strip passes, so-called coating rolls between
which the strip passes and in more modern practice blasts of gas which wipe the molten coating back into the bath
leaving the desired residual surface layer which then solidifies, forming the ultimate coating upon the substrate.

The use of coating or doctor rolls between which the ferrous substrate passed as it exited from the molten bath was
a very significant improvement in hot metal coating of sheet and strip material and over a period, the use of such rolls
became very sophisticated in design and implementation. Thege coating rolls essentially limited the amount of metal
drawn out of the metal bath with the substrate and then allowed the metal to be recoated with hot metal from the limited
reservoir of metal between the rolls. The coating weight could be controlled by the pressure applied between the rolls
and the depth the rolls were submerged in the molten bath. Almost all such sophisticated coating roll systems have now,
however, been superseded by even more sophisticated gas or fluid wiping apparatus which is more flexible and longer
lasting and, in general, does a better job at a lesser cost.

In the fluid or gas wiping process as used in the steel industry, a gas such as steam, air, nitrogen or other gaseous
fluid is forced from a plenum chamber through a narrow slot or slit and directed against a molten metal coated steel strip
or sheet as it passes upwardly from the molten coating bath past or by the slot. The narrow elengated blast of gas issuing
from the slot wipes excess moalten coating from the surface of the metal base and generally smooths the molten surface.
Such gas wiping devices are generally referred to as fluid knives cr wipers, or, if air is the wiping fluid, usually as air
knives or wipers. They are also sometimes referred to as air doctors.

Fluid-wiping techniques have, in turn, developed into very sophisticated systems and a number of apparatus designs
have been developed to wipe or smooth various molten coatings including zinc and aluminum and combinations of zinc
and aluminum. One persistent problem has been that of so-called edge buildup in which the coating is thicker along the
adges of the coated material dus gensrally to less sffective wiping at the edges as the result of interfersnce between
oppositely directed blasts of gas wiping the two opposite sides of the strip or sheet material. This has necessitated the
use of increased slot diameters at the ends of the gas wiping orifices or slots near the sides of the strip or sheet material.
However, since the ultimate coating weight is a function of a number of factors, including, primarily, strip or line speed,
strip width and surface finish, strip temperature as well as the mclten bath temperature, distance of the gas nozzle from
the strip, gas flow through the nozzle and configuration of the nozzle, it is difficult to provide and, in fact, so far as it is
known, impossible to provide a single nozzle or slot width and configuration that will be suitable for all coating conditions.
Superimposed upon these enumerated factors in any particular coating bath is the further complication that each coating
material has its own characteristics which inherently change the characteristics of the wiping operation. For example,
molten zing is inherently heavier than molten aluminum so that the effects of gravity tend to be more pronounced and a
lesser blast of wiping gas will, in most cases, be effective to remove more molten zinc coating material than aluminum
coating material. The amount of edge buildup, furthermore, is likely to be significantly less. Thus, in changing from one
to another coating material, a new coating nozzle or wiping air die is usually necessary, requiring not only the changing
of nozzles or wiping dies, a not inconsiderable job, but the maintenance of an inventory of different nozzles and dies
which inventory is by no means inexpensive.

ArcelorMittal Ex. 2016
Page 998 of 1430



10

20

25

30

35

40

45

50

55

EP 0 692 549 A1

Changes in line speed during operation of a coating bath, cooling of the strip, particularly if it has been heated in
batch-type rather than in-line furnaces, changes in bath temperature and the like may also have considerable influence
upon the wiping of the molten coated surlace with a fluid wiper. For example, the molten bath and the strip or sheet
being coated are seldom, if ever, of similar temperatures when they are brought tegether by the strip being immersed
in the bath. Consequently, if the strip is cooler, the bath will tend to be cocled and, if the strip is hotter, the bath will tend
to be heated as the strip is passed through the bath and the bath will tend to recover in the intervals between strips.
This factor in itself causes the coating on the strip to vary progressively in a pattern from end to end. While small, such
variation may assume importance for certain products and can be of relatively great economic significancs in large scale
operations, where any excess coating can assume considerable importance in cost of coating.

It has baen recognized, therefore, that it would be desirable to have an infinitely adjustable slot width within normal
operating limits which could, in particular, be adjusted while a coating line is operating to make adjustments for other
variable factors of the coating operation as well as to make deliberate changes when such appear desirable. For example,
it may at times be convenient to change the coating weight part way through the coating of a coil to accommodate a
particular order and the like.

It would, in particular, be conveniant if the width and configuration of the slot of a gas wiping die could be altered or
varied easily, not only between orders or dependent upon coating conditions, but also as a coating operation progresses.
Among prior attempts to provide variable orifices to conveniently make changes in the coating of a substrate may be
mentioned the following:

U.S. Patent 2,415,644 issued February 11, 1947 to L.W. Leonhard et al. discloses an early form of doctor blade
or air knife for smoothing and wiping the coating on a strip or web. Changes in the coating weight obtained by changing
various parameters of the coating process, including the gas pressure, the width of the gas wiping orifice and other
expedients are mentioned or discussed. Leonhard et al. discloses an air knife having two halves held together by adjust-
ing and locking bolts. These bolts extending through the center of the enclosed chamber may in one embodiment be
adjusted by a mechanical arrangement to adjust the opening of the gas orifice between the two halves of the die body
in accordance with a control system. While the Leonhard et al. apparatus is designed especially for coating nonmetallic
webs and the like and is arranged to operate on only one side of the web, it would probably be applicable also to the
coating of metal strip and sheet material.

U.S. Patent 3,753,418 issued August 21, 1973 to R. Roncan discloses a wiping die arrangement for ferrous sheet
and strip incorporating a nonadjustable upper lip opposed to an adjustable or flexible lip. The flexible lower lip may be
adjusted by means of a mechanical screw arrangement which, through a series of rotating arme and intermediate inter-
meshing gears, forces the flexible lip up and down to adjust the distance between the lips. Differential adjustment along
the length of the lip is said to be attainable.

U.S. Patent 3,841,557 issued October 15, 1974 to E.S. Atkinson discloses a gas wiping die in which the width of
the slotfromwhich the gas issues can be selectively adjusted by means of heating elements positioned at closely spaced
intervals in one-half of the die. Atkinson, in his background discussion, discloses prior use of removable shims or inserts
and the use of adjusting screws or bolts to warp the walls of the gas slot with respect ta each other. These prior methods
were slow and required an excessive amount of labor, however.

U.S. Patent 3,917,888 issued November 4, 1975 to D.J. Beam et al. discloses a gas wiping die in which the orifice
width can be selectively changed by sliding inta place on one lip, a variable insert member. The rate of taper of the
opening can be adjusted by inserting different adjustment strips on the lip.

U.S. Patent 3,938,468 issued February 17, 1976 to J.B. Kirschner discloses a gas wiping die having a variable slot
valve means mounted in or between the lips of the gas orifice of the die to change the effective cross section of the
orifice. The valve means is in the form of a long, substantially round member or bar mounted in a circular opening within
the die lips. The circular member is relisved in a certain pattern along one side to form a variable valve surface to allow
the escape of gas past the rotatable valve member.

U.S. Patent 4,106,429 issued August 15, 1978 to |.J. Phillips discloses a gas wiping die in which the wiping orifice
may be varied in size by moving the lips of the wiping orifice of the die longitudinally toward or away from the material
being wiped. The lips are moved longitudinally with respect to the remainder of the wiping die. Such longitudinal move-
ment is effected by a rotatable cam arrangement journaled within the lip structure itself. When a camis rotated, it causes
the separate lip structure to slide laterally with respect to the remaining structure of the wiping die, in effect, lengthening
or shortening the lips.

U.S. Patent 4 524,716 issued June 25, 1985 to H.J. Mueller discloses a recent gas wiping die particularly for use
inthe paper coating arts. The Mueller die has converging lips and is provided with a flexible gas flow maodification member
in the form of a semi-stopper directly behind the opening of the lips. This stopper may be moved toward and away from
the opening in the lips to relatively open or close the orifice and thereby control the flow of gas from the lips.

U.S. Patent 5,127,581 to Kuwano et al. discloses a fluid jetting pipe for use with powered chemical sprayers, blow
cleaners and the like. The jetting pipe has an opening at the end and is provided with variable pivoted outlet members
or throttling means projecting forward from the normal outlet of the jetting pipe. These pivoting outlet members are
geared to each other by an intermediate intermeshing gearing which coordinates the opening or ocutward movement of
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one outlet member with the other. The intermeshing gears jointly serve as a linkage unit for simultaneously turning both
the variable outlet members in opposite directions. While this U.S. Patent is directed toward a special type of nozzle,
principally different from the inventional means, it does broadly disclose two variable position outlet members which are
spring biased away from each other (by a separate spring) and which has a mechanical arrangement for overcoming
the spring biasing, and describes interlocking gears to coordinate the movement of the two variable position outlet
members. The toothed gear arrangement which is disclosed in this U.S. Patent shows gears one jaw or closure member
of a pair of closure members together so they have equal movement. The actual movement of the jaw membars is not
effected by the gearing between them, however. If this U.S. Patent would be combined with e.g. U.S. 2,415,644 therefors,
this would result in coordinating the opening of the two sets of outlet members together so that both operate equally or
are opened or closed equally by being geared together. If the general arangement of U.S. 5,127,581 would be changed
to a presumably less preferred, merely once mentioned cam arrangement such cam arrangement would then also be
used as a linkage unit for simultaneously turning both of the variable outlet membaers in opposite directions.

As can be seen from the above citations of prior patented gas wiping dies, there have been a fair number of attempts
0 produce a practical wiping die having a variable, and preferably, an infinitely variable die orifice. However, each has
had certain disadvantages and no really satisfactory arrangement for varying the contour of the lips of the gas die to
vary the flow of gas through various portions of the gas die to allow for varying conditions on a coating line have been
either designed or developed. There is, consequently, a need for a practical gas wiping die or gas doctor, particularly
for wiping and smoothing molten metal on the surface of ferrous strip and sheet material that may be conveniently varied
in cross section to quickly vary the amount of gas issuing from the die at any given location across the face of the die
to allow for variations in the operation of the ¢oating line.

Objects of the Invention

It is an object of the present invention, therefore, to provide a gas wiping die in which the width of the wiping crifice
may be varied from portion-to-portion or location-to-location across the face of the die to adjust for changes in the
operating parameters of a coating line.

It is a further object of the invention to provide a gas wiping die in which the opening of the gas wiping orifice may
be easily varied in a predetermined ratio across the face of the die with changes in the coating operation.

It is a still further object of the invention to provide a substantially infinitely adjustable orifice across the face of a
gas wiping die to facilitate control of the wiping gas force upon various portions of a coated strip or sheet passing the
coating die.

It is a still further object of the invention to provide an arrangement for differentially varying the width of the opening
in a gas wiping die by means of a predetermined cam-shaft arrangement acting directly upon the lips of a wiping die.

It is a still further object of the invention to provide an arrangement for varying the opening of the orifice of a gas
wiping die across the face of the die by means of a predetermined shape of a rotatable cam shaft controlling the position
of the lips.

Itis a still further object of this invention to provide an arrangement for varying the opening of a wiping die by means
of an easily changeable cam shaft.

It is a sfill further object of the invention to provide a method of varying the wiping of a strip or sheet material with
a gas wiping die during the coating of a single length of coil in a predetermined manner to allow for a progressive change
in line or coating conditions during the coating of a single coil.

It is a still further object of the invention to provide a coating die apparatus that is effective to accurately and con-
veniently vary, in a predetermined manner, the opening of the wiping orifice of a gas wiping die by a single, foolproof
mechanical arrangement.

It is a still further object of the invention to provide a convenient and effective arrangement for varying the opening
across the face of a gas wiping die by means of a series of interconnected cams.

It is a still further object of the invention to provide a convenient and effective arrangement for varying the opening
of a gas wiping die by means of a series of interconnected cams or a cam shaft extending more or less parallel to the
opening of the die and acting upon a flexible lip of said die.

It is a still further object of the invention to provide an arrangement for varying the opening of a gas wiping die by
use of more than one cam shaft.

Further objects and advartages of the invention will become evident from review of the following description and
discussion together with the appended drawings.

The inventional solution is as defined in claims 1 and 12. Preferable features and embodiments are defined in the
subclaims 2 to 11 and 13 to 15. The inventional apparatus is suitable for smoothing and wiping liquid material on a strip,
liquid molten metal coated strips or liquid coating material on a flat base material.

The inventional method according to claims 16 to 19 can advantageously be performed with a cam arrangement
as defined in the preceding device claims.

ArcelorMittal Ex. 2016
Page 1000 of 1430



10

20

25

30

35

40

45

50

55

EP 0 692 549 A1
Brief Description of the Invention

The present invention provides a gas wiping die for the wiping of molten coatings on flat material passing from a
molten coating bath and particularly a molten metal coating bath. The wiping die is provided with at least one flexible or
movable lip which is preferably permanently biased in one direction and urged in the opposite direction to tend to opan
or close the gas wiping die orifice by a multiple cam arrangement. The multiple cams are mounted upon or form an
integral part of a cam shaft which is in mechanical contact either directly or indirectly with the flexible lip. Rotation of the
cam shaft causes the multiple cams or the various sections of a differential cam or cams to exert more or less force
against the mavakile or flexible lips ta adjust them to open or close the die orifice at the effective location of the particular
cam diameter in order to control the passage of wiping gas through this portion of the wiping die orifice. Mere than one
cam shaft may be used to exert variable force against the flexible lip. Preferably an electrical stepping motor or motors
is or are used to operate the cam shaft or shafts which control the opening between the lips of the die orifice at various
positions along the crifice. The cam shafts may be used in conjunction with and/or replaced by differently contoured
cam shaft assemblies to vary the adjustments possible. The cam shaft assemblies ar equivalent functioning arrange-
ments may be used to progressively vary the opening of wiping dies in a predetermined mannar as a strip passes through
a coating line to adjust for regularly recurring changes in coating distribution from one end of a coated strip to the other.

The Applicant has proved that if a differential cam arrangement is provided on a cam shaft with the cams in contact
with a flexible lip pf the wiping die that a very practical and inexpensive method and means for adjusting the lips of the
wiping die differentially both across the face of the strip and temporally along the strip as coating continues is attained.
The arrangement of the invention is at once simple, practical and inexpensive.

In the inventional apparatus the cam shatt is preferably provided with a plurality of discreet cam patterns providing
different contours to the lip openings in a predetermined time-related sequence when moved at a controlled rate by a
motive means connected thereto.

Furthermore, the cam shaft may be advantageously provided with a plurality of smoothly changing cam surface
patterns which effectively blend into each other to provide a sequence of preset time-related lip openings blending into
each other as the cam patterns are moved at a controlled rate by a motive means connected thereto.

The time sequence essentially is dependent not upon an outside sequence of events, but directly upon a preset
contour of a cam arrangement which may be designed to correspond with outside events such as liquid level speed,
strip length, temperature or any of a number of other parameters, but is nevertheless preset once made.

Brief Description of the Drawings

Figure 1 is a transverse cross section through a preferred embodiment of the improved wiping die of the invention.

Figure 2 is a longitudinal view of the wiping die shown in Figure 1 viewed in the direction of, or facing the wiping
orifice, but with the upper front lip of the die removed.

Figure 3 is a diagrammatic sketch showing the cam arrangement and drive arrangement from the front of the wiping
die.

Figure 4 is an end view of a typical cam shaft of the invention showing varicus diameters and contours of the cams
on such shaft.

Figure 5 is a diagrammatic sketch similar to Figure 3, but of an alternative embodiment of the invention incorporating
two cam shafts.

Figure 6 is a diagrammatic sketch of a further alternative embodiment showing three cam shafts providing additional
flexibility with respect to the corn action.

Figure 7 is a transverse cross section of an alternative embodiment of the invention in which the cam arrangsment
directly contacts the flexible lower lip section of the wiping die from outside the plenum chamber of the wiping die.

Figure 8 is a longitudinal view of the arrangement of Figure 7 viewed in the direction of the wiping gas orifice with
the protective cover normally mounted over the cam arrangement removed.

Figure 9 is a transverse cross section of an alternative embodiment of the invention wherein the cam shaft directly
contacts the flexible lower lips from inside the wiping die plenum chamber.

Figure 10 is a front view of the embodiment shown in Figure 9.

Figure 11 is a transverse cross section of an alternative embodiment of the invention wherein the cam shaft directly
contacts the upper lip of the coating die from inside the plenum chamber.

Figure 12 is a front view of the embodiment shown in Figure 11.

Figure 13 is a diagrammatic sketch of a control system associated with a pair of wiping dies similar to those shown
in Figures 1 and 2 mounted on a hot dip coating line.

Figure 14 is a view along the side in a longitudinal direction of a cam shaft made in accordance with one frequent
arrangement or embodiment of the invention.

Figure 15 is a view along the side in a longitudinal direction of an integral cam shaft and cam arrangement in
accordance with another embodiment of the invention.
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Figure 16 is a view along the side in a longitudinal direction of a further embodiment of the present invention.

Figure 17 is an end view of one contour of cam arrangement on a cam shaftin accordance with the present invention.

Figure 18 is an end view of an alternative cam contour on the cam shatft of an alternative embodiment of the present
invention.

Figure 19 is a graphical presentation of the contour of the coating of a coated strip exhibiting a differential contour
from end to end, said strip having been coated without using the present invention.

Figure 20 is a graphical presentation of the contour of the coating from one end to the other of a coated strip made
using the present invention.

Description of the Preferred Embodiments

As indicated in the foregoing introductory remarks, the ultimate coating weight on a hot metal coated strip is a
function of a number of factors, including (a) the line speed, (b) the width and surface finish of the strip, (¢) strip temper-
ature (d) molten bath temperature, (€) distance of the gas nozzle from the strip, (f) gas flow through the nozzle, and (g)
the configuration of the nozzle which determines the configuration of the gas stream igsuing from the gas knife and
against the strip. One of the primary factors is the configuration of the gas stream issuing from the gas wiping orifice of
the gas wiping die. Furthermore, conditions tend to change as the coating process proceeds. Consequently, it would be
desirable to have a universally adjustable gas wiping orifice on a gas wiping die, which orifice could be adjusted not only
with respect to the relative opening of said orifice, but also with respect 1o the contour or relative opening across the
lateral extert of the gas orifice. In other words, it may be desirable in some operations, to have the gas wiping orifice
relatively wide in the center and narrow toward the two edges so a heavier blast of gas issues from the center of said
orifice. On the other hand, it is more frequently desirable to have the ends of the gas orifice relatively wider so that a
heavier discharge of gas issues from the ends ar extremities of the orifice providing more wiping action upon the edges
of the strip where a heavy coating buildup tends to occur due primarily to interference between two oppositely moving
gas streams or curtains from the two oppositely directed gas wiping orifices on opposite sides of the strip near the strip
edges. This is the so-called edge-wiping or heavy edge phenomenon. If a sheet or strip with a uniformly heavy edge is
cailed in the normal manner, the edges of the strip will be progressively turned upwardly as the coil is wound causing
an unstable winding condition and in a long section of strip resulting in a coil having a severe camber when uncoiled.
Such coils often require a separate flattening operation before being used. In addition, the excess coating on the edges
is an economic loss, since, if the specification for the thickness of the coating is attained in the center of the coated strip,
the sides of the strip will be too heavily coated with a resulting substantial loss in coating material, the cost of which
cannot be recovered due to the fact that the coating weight meets a lesser specification overall.

Various arrangements and mechanisms have been proposed in the past for adjusting the width over all of the coating
die orifice or, alternatively, adjusting the shape of the orffice. Such methods may comprise most basically the provision
of a series of wiping dies having various configurations of orifice openings. Such arrangements may also comprise
separate lip assemblies having differential or adjustable openings between them. A still further alternative which has
been used to some extent, but nct widely, has been in those arrangements in which the lips of the wiping die may be
adjusted either mechanically, usually by rotating a threaded rod of some form ta move the lips of the wiping die toward
or away from each other, or, in at least one case, thermally, to differentially vary the shape and opening between the lips
of the gas wiping die. While these various methods for adjusting the lips of a gas wiping die have had some success,
they have, in general, not been satisfactory overall. A major detriment of such prior systems has been the multiple
adjustments that must be effected in order to differentially adjust the lips of the coating die. This can require the use of
multiple control and motor means. Consequently, there has been a need for a practical, easily operable and easily
adjustable means for universally and differentially adjusting the opening between the lips of the wiping die or betwesn
various portions of the lips of a wiping die.

The present inventicn provides the practical arrangement, therefore, for varying the opening between the lips of a
wiping die on a predetermined pattern basis as well as for making changes in the gauge of the wiping die in response
to changing conditions on a coating line. Such changing conditions may involve changing from one order to a different
order frequently requiring as a result different gauges of metal, different heating conditions or different coating materials.
For example, one order may be for one gauge of strip or sheet material and the immediately following order may have
a different gauge.

Since metal to be coated seldom, if ever, is entered into a coating pot at the same temperature as the molten metal
within the coating pot, any new gauge strip entered into a coating pot will be either extracting heat from the coating pot
at a greater or lesser rate or adding heat to the coating pot at a greater or lesser rate than the immediately preceding
strip of a preceding order. In many cases, the material being coated will be heated to a higher temperature during
pretreatment than the molten coating bath, depending, of course on the composition of the coating bath, and this addi-
tional heat is taken advantage of to maintain the temperature of the coating bath. However, a heavier gauge strip or
sheet of the same temperature will add more heat to the molten bath displacing, over a period, the temperature of the
bath upwardly and resulting in different wiping properties of the melten metal. Since the heated metal strip enters the
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bath at a very high rate of speed, it may cause relatively significant temperature changes in a very short time. Meanwhile,
although adjustments of the heating of the coating pot by its principal heating means may be made to counteract changes
in the heating of the strip, such changes can only be made relatively slowly. If relatively quick adjustments of the wiping
gas can be made, however, these other changes can be often compensated for.

While the pressure of the gas and thereto, the volume of wiping gas have previously been adjustable relatively
quickly, differential adjustment of the wiping gas orifices has not been conveniently attainable on an accelerated basis.
The differences which differential heating may make in the relative coating weight across the width of a strip may, by the
use of the present invention, be immediately compensated for by changing the relative opening of the slot of the coating
die. This is done by adjusting the cam arrangement of the invention to bias one of the lips of the coating die more or
less from the opposing lip to open or close that particular portion of the coating die orifice as may be appropriate to
maintain uniform conditions of coating of the strip.

The coating characteristics of various coating materials such as, for example, zinc, aluminum and aluminum-zinc
combinations are also different and the gauge of the coating across the face of the strip varies particularly dependent
upon the weight or density of the coating, since different densities cause more or less of the coating to drain downwardly
upon the strip surface back into the molten bath merely through the action of gravitational force. Normally upon the
changing of the coating material within the pot, it will be necessary to also change the wiging dies in order to have a
wiping die with an orifice contour appropriate to that particular coating material. Obviously, however, changing the coating
dies adds an extra cost fagtor, and even if accomplished during the changing of other elements of the coating bath
arrangement, still requires additional personnel, not to say the danger of working above or in the vicinity of a hot metal
coating material. By the use of the present invention, however, that is with the use of a cam arrangement for varying the
width of the slot orifice in the coating die, rapid changes from one coating material to another may be easily adjusted
for merely by providing a cam having sections about its diameter appropriate for several alternative coating materials.
This still allows a certain amount of specialized variation on the cam which will enable the process to be adjusted for
the particular specialized changes which may be encountered with any particular coating material. Alternatively, a dif-
ferent cam rod with a different cam ratio may be easily substituted for a previous cam rod to alter the available adjustments
to the orifice opening available during operation.

The following description in conjunction with the appended drawings is designed to make clear the full advantages
as well as the operation of the process of the invention and the construction of the necessary equipment for implementing
the process of the invention.

In Figure 1 there is shown a typical gas wiping coating die 11 comprising a chamber having more or less angular
side walls 13 which enclose an open plenum chamber 15. It will be recognized that the plenum chamber 15 extends
outwardly and inwardly from the plane of the drawing to form a fairly extensive open space for the receipt of a wiping
gas such as air, steam, hitrogen or other suitable gas to be used for providing an elongated gas blast from the orifice of
the wiping die to wipe the surface of a metal strip passing the orifice of the wiping die. Such wiping gas may be supplied
to the plenum chamber 15 via headers 14 from which a suitable gas is fed via conduits 16 to the plenum chamber 15.
The wiping die 11 is provided also with an upper lip 17 secured to the side walls 13 by fastenings 18, usually large
industrial or machine screws. Likewise, the lower lip 21 is also secured to the side walls 13 through machine screws 23.
It will be understood that the machine screws 19 and 23 extend more or less in a row along the face of the coating die
as shown in various of the figures such as, for example, Figures 3, 5, 6 and 8 which show the upper lip fastenings 19.
The lower end of the upper lip 17 is designated as 25 while the outer end of the lower lip 21 is designated as 27. These
ends 25 and 27 are contiguous with each other and define between their surfaces a narrow gas slat 29 through which
the gas wiping jet or sheet of gas extends. This slot orifice 29 may have an operating width of perhaps three (3) one
hundreds to 4.5 one hundreds inches and is preferably adjustable in accordance with the invention within a range of
.025 to .050 inches. As may be seen from Figurs 2, this adjustment is fairly critical and may bs accomplished across
the extent of the lip through the action of a continuous series of push or adjustment rods 31 as shown in Figure 3, only
one of which is shown in Figure 1. Such rods 31 are arranged to press downwardly upon the lower lip 21 to bias it away
from the upper lip 17. It will be understood that there are a series of adjustment rods 31 as shown in Figures 2 and 3
spaced at intervals along the wiping die in a position to exert downward force against the lower lip at various positions
along the length of the wiping die. The lower lip 21 is meanwhile arranged to have a natural resilient action which will
tend to bring it back or flex it toward the upper lip 17. In this manner, the resilience of the metal in the lower lip is arranged
to tend to close the slot orifice 29 while the adjustment rods 31 are arranged to resist this closure and maintain the slot
orifice sufficiently open for the exit of the amount of wiping gas which it is desired to have pass through that particular
portion of the slot.

The upper portions of the adjustment rods 31 pass through a series of bushings 33 in the upper surface of the side
walls 13 of the coating die 11. As shown in Figure 11, the bushings are arranged in a step 35 in the upper portion of the
side walls 13 of the coating die 11. However, it will be understood, that the bushings 33 could be positioned in any
convenient location within the upper portions of the coating die 11. The upper bearing end 37 of each of the push rods
31 are arranged to centact various cam surfaces 39 of cams 41 spaced at intervals along a cam shaft 43. The cam shaft
43 extends longitudinally along the step 35 of the wiping die and is journaled in conventional fashion in suitable bearings,
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not shown, at the ends or positioned at strategic intervals along the step 35, or, in other words, along the longitudinal
axtent of the coating die 11. As shown diagrammatically in Figure 2, the cam shaft 43 may be turned either by manual
adjustment from a suitable crank or other manual means, not shown, for applying torque to the cam shaft 43, or more
preferably, by a remote drive means such as an electrical stepping motor or the like controlled from a remote location
away from the coating ling, or at least away from the immediate vicinity of the hot metal bath. Motor control of the position
of the cam shaft may be either controlled by manually operated controls or by computer means as shown, for example,
in Figure 13.

Figure 3 shows the end of the cam shaft driven by a chain drive 47 from a stepping motor 49 through the action of
sprockets 51 and 53 mounted respectively upon the end of the cam shaft and the stepping motor shaft. The stepping
motor 49 is in turn shown supported from an overhang on the end of the coating die. Such cverhang 55 comprises the
ond of a structural member or bracket 57 which passes over the top of the coating die 11 and is secured to the upper
portion of the side walls 13 of the coating die in any suitable manner. It will be understood that the bracket 57 may be
replaced by any other suitable arrangement for supporting the coating die and/or the stepping motor 49.

Figure 4 shows an enlarged end view of the cam shaft 43 with the series of separate cams of varying sizes and
configurations 41 gpaced at various Iocations along the extent of the cam shaft 43. Normally the cams 41 located at or
toward the ends of the cam shaft 43 will be larger in general diameter or "higher” at their largest portion than the cams
41 towards the center of the cam shaft 43. The smaller diameter portion of the cams 41 may be substantially the same
height as the surface of the cam shaft 43 or may will be mere extensions of the surface of the cam shaft. Alternatively,
they may comprise discrete cam sections on a separate shaft as shown in Figures 1 to 3.

As may be seen by reference to Figures 1 and 2, when the cam shaft 43 is rotated by the stepping motor 49 shown
in Figure 3, the cams 41 will be rotated into various positions, depending on how much the stepping moter 42 is turned.
If the cam shaft 43 is turned from an initial position in which all the cam surfaces are the same elevation or distance
from the center 59 of the cam shalft 43, as shown at the upper leit in Figure 4, to a position 180 degrees from the initial
position, the cams will be brought into a position in which the distance of the cam surfaces 39 of each camwillbe ata
maximum distance from the center 59 of the cam shaft 43. This will bias the push rods or adjustment rods 31, as shown
in Figures 1, 2, 3 and 4, downwardly to a degree dependent upon which diameter of the cam is bearing on its topbearing
surface 37. Since the cams 41 designated A, B, C and D in Figure 3 from the ends of the coating die have the greatest
maximum diameters in decreasing corder, the push rods 31 at the ends of the die will bias the lower lip 21 of the die
downwardly farther at the ends of the coating die than toward the center of the coating die. The minimum biasing is at
the center of the coating die where the cam surface 39 of the various cams designated in Figure 3, for example, as L,
M and N, in increasing order from the center cam L, has the minimum diameter or the minimum distance from the center
59 of the cam shaft 43 to the outer cam surface 39.

It will be seen from the above, therefore, that when the cam shaft is in the minimum position, i.e. wherein the cam
surface 39 is the minimum distance from the center §9 of the center of the cam shatt 43, the camber of the slot opening
29, or, in other words, the differential between the opening on the ends of the coating die orifice and the opening of the
center of the coating die orifice, will be a minimum. In the case where the cam surfaces are all of equal height at this
point, the coating die will be arranged with the orifice having the same diameter along the entire extent of the orifice.
When such cam shaft, however, is rotated 180 degrees, the distance from the center of the cam shaft 59 and the individual
cam surfaces will be maximized and the orifice will be opened a maximum extent in all areas. Since the end cams are
normally arranged to have the maximum distance at this point between the center of the cam shaft and the cam surface,
the outer portions of the wiping die will be opened up a maximum amount when the cam shaft is at this 180° positian.
Rotation of the cam shaft an intermediate amount or degree between the minimum and maximum will provide various
intermediate openings of the slot of the wiping die. Thus by machining a cam shaft in various configurations and then
moving or rctating such cam shaft to a series of predetermined positions to take advantage of these configurations, a
regular sequence of adjustments of the die can be made. Such adjustments may be made for various operating condi-
tions. For example, if it is desired to operate the line with a relatively great differential between the opening of the coating
die orifice in the center and the opening of the coating die orifice at the sides of the die or the extremities of the die in
order to maximize the suppression of edge buildup, the cam may be rotated to the maximum differential position. How-
ever, if for some reason coating buildup is significantly less in another operation, the cam may be rotated to a less
extreme position.

Alternatively, if the coating conditions tend to change as the operation of the line continues, the stepping motor may
be operated progressively to turn or rotate the cam shaft and apply different openings to the coating die orifices to adjust
for continuously varying conditions. While for illustration the use of a cam shaft arrangement has been shown in which
the contour of the die opening slot is relatively or differentially opened more at the ends of the die as the overall die slot
is increased in opening width particularly to compensate for increasing edge buildup, it will be understood that the cam
shaft arrangement of the invention can be made with a relative contour which will compensate for various other changes
in coating conditions and ¢hanges depending upon the operation.

In Figure 3, the arrangement shown in Figures 1 and 2 is shown from the outside of the die facing towards the die
orifice. A series of increasing cam diameters across the face of the wiping die from the center may be seen and it will

ArcelorMittal Ex. 2016
Page 1004 of 1430



10

20

25

30

35

40

45

50

55

EP 0 692 549 A1

be noted that the opening of the slot orifice 29 at the bottom of the die is greater at the ends. The lower ends of the push
rods or adjustment rods 31 may be seen through the slot apening or slot crifice 29 as viewed in Figure 3. The push rods
or adjustment rods 31, although visible in Figure 3, have a very limited diameter in an actual installation so that they do
not seriously interfere with the flow of gas from the slot orifice of the wiping die. In order to minimize any interference
with such flow, it is desirable that the adjustment rods 31 be positioned back as far as possible from the opening in the
slat orifice as shown in Figure 1. Other designs may bring the push rods even farther away from the slot opening.

Figure 5is similar to Figure 3, but shows an alternative smbodiment of the invention in which there are two separate
cam shafts each provided with separate stepping motors 49a and 4%b. It is frequently found that the coating operation
has become unegual in that one edge of the coated sirip or sheet has a heavier coating than the other edge. In such
case, it may be dasirable to differentially adjust the coating die openings on opposite edges of the strip. The arrangement
shown in Figure 5 allows such independent adjustment of the die openings adjacent the two edges. In this manner, if
there is a heavier edge buildup on one adjacent edge of the strip for one reason or another, the coating die can be
opened more adjacent that edge to allow more for adjustment of the coating on that side by applying a heavier or more
vigorous blast of coating wiping gas on that side. It will be understood that in the apparatus of Figure 5, a series of cams
on each cam shaft will have different maximum diameters, usually based largely upon having a lesser/maximum on that
portion of the cam which is to be used in the center of the die and a greater/maximum diameter on that portion of the
cam shaft which is to be mounted near the edges of the coating die. Rather than having a generally curved configuration,
therefore, which will provide first a maximum opening, decreasing to a minimum opening near the center of the die and
then back to a maximum opening near the other end of the die, each individual cam shaft will have merely a series of
diameters which will provide a minimum opening of the die orifices at one end of the cam shaft and a maximum opening
at the other end when the cam shaft is turned to its maximum differential extent. As indicated above, this particular
sequence is merely illustrative of a frequently used contour for the die opening and various changeable contours can
be provided for. As in the arrangement shown in Figures 1, 2, 3 and 4, the cam shafts in Figure 5 may be adjusted sither
manually by crank means or preferably by stepping motors as shown. Whare an automatic control system is used to
control the operation of the stepping motors, it will obviously be necessary to incorporate a somewhat more sophisticated
control means for maintaining the relative rotation of the cam shafts at a desired proportion. When there are two con-
tiguous cam shafts, it will usually be found desirable to have the minimum height of the cams uniform completely around
the two closest adjacent cams so that when these two ends are placed next to each other, the adjustment of the adjacent
portions of the lips of the die will be the same regardless of what relative position the adjustment of the two cam shafts
take. For conveniencs in illustration, the camber of the slot opening 29 is shown in Figure 5 uniform across its width.

Figure 6 shows a still further alternative arrangement of the invention which provides not just two (2) separate cam
shafts, but three (3) separate cam shafts, 43a, 43b and 43¢, each operated by a separate stepping motor 49a, 49b and
49¢. As will be understood, this arrangement provides certain advantages of flexibility of the coating ling, but also has
increased complexity and may be worthwhile only in certain specific lines where complete flexibility is particularly impor-
tant. The cams and slot opening are again for convenience shown uniform and, in fact, the variations in an actual instal-
lation may be so small as to be scarcely detectable with the naked eye.

While the arrangement shown in Figures 1, 2, 3 and 4 and their variations shown in Figures 5 and 6 are very effective
and easily implemented, the adjustment rods extending through the plenum chamber of the coating die do introduce a
minimum of turbulence and possible variations in the gas wiping jet issuing from the slot in the gas wiping die.

Fig. 7 shows an alternative arrangement for a wiping die in which the cam shaft 43 and cams 41 are journaled in
bearings, not shown, on structural brackets 63 attached to ar constituting extensions of the side walls 13 of the coating
die. see, for example, Fig. 8. The cam shaft 43 and structural brackets 63 are mounted below the wiping die in a position
such that the cam surfaces bear against the underside of the lower lip 21 of the wiping die. The stiff structural brackets
63 hold the cam surfaces 39 tightly against the bottom portion of the flexible lower lip 21 of the wiping die so that as the
relative elevation of the cam surfaces changes with respect to each other as the cam shaft rotates, the flexible lip may
be pressed more or less inwardly to partially close the gap of the slot orifice 29. In the embodiment shown in Figure 7,
it will be understood that the flexible lower lip 21 is arranged to have its normal flexing in an outward direction so that
such flexing will be opposed by the surfaces 39 of the cams 41. The upper lip 17 is arranged essentially in the same
position as in the other die shown in the Figures 1 to 4. It is preferable to have a cover 65 mounted aver the cam shaft
43 and cams 41 to prevent them from being splashed by hot metal from the molten coating bath located under the wiping
dies. Obviously, if molten metal splashed upon the cam surfaces, it would change, atleast temporarily, the critical machin-
ing of such surfaces and interfere with acourate operation and biasing of the lower lip 21 of the wiping die 11.

Figure 8 is a longitudinal view of the wiping die shown in Figure 7 viewed in the direction of the orifice slot 29 and
showing the cam shaft 43 and the various cams 41 arranged under the main structure of the wiping die. In Figure 8, the
cover 65 for the cam shaft arrangement has been removed in order to better show the cam arrangement. It will be noted
that, since the cam shaft is positioned beneath the lower lip, there is absolutely no impediment within the plenum chamber
15 which might interfere with even egress of the wiping gas originally derived from the manifolds 14 from plenum chamber
15 through the slct orifice 29. The arrangement of a stepping motor 49 at the end of the wiping die is shown in Figure
8 in a position to operate the cam shaft 43. An outwardly increasing camber of the die opening 29 is shown in Figure 8.
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Figure © shows a still further embodiment of the invention in which the cam shaft 43 and cams 41 are positioned
directly against the flexible lower lip in a somewhat similar manner to that shown in Figure 7 except that the position of
the cams is above the lip 21 rather than below the lip 21. It will be understood that the permanent biasing of the lip 21
will, in the case of Figure 9, be toward the upper lip 17 rather than away from it as in Figure 7. Preferably, a smoothly
contoured cover 67 is provided within the interior of the plenum chamber 15 of the wiping die shown in Figure 9. Such
smoothly contoured cover prevents the inevitable hump ocrasioned by the presence of the fairly sturdy and substantial
cam shaft 43 and cams 41 mounted thereupen from interfering with smooth flow of gas from the plenum chamber 15
through the slot orifice 29. Since the cam shaft 43 and cams 41 are maintained completely within the interior of the
wiping die structure, they are in a fairly clean, non-contaminated atmosphere and it is, therefore, not necessary that a
tight fit be maintained between the cover and the flexible lower lip 21. This allows the lip 21 to be easily flexed without
interference from the cover. Such cover 67 is, as indicated above, present not 5o much as a protective cover to shield
the cams 41 and cam shaft 43, but to attain a smooth flow of gas across the cover which gas might otherwise be forced
into turbulence by passage past the uneven surfaces of the cams. It will be understood that both the size of the cam
shaft shift and the height of the cover 67 has been exagerated in Figure S.

Figure 10 shows a longitudinal outside view of the wiping die shown in Figure 9. It will be noted in Figure 10 that
the slot orifice does not appear constricted by the presence of adjustment rods or other extraneous mechanical devices
which might interfere with the smooth flow of wiping gas from the orifice.

Figure 11 shows a still further alternative embodiment of the invention in which the flexible lip is the upper lip 17,
and such lip is biased from the inside by means of a rotatable cam arrangement. As in Figures 7 and 9, the cam shaft
43 and cams 41 supported upon such shaft are supported in turn upon a structural bracket 69 which is attached securely
to the end of the upper side wall 13. In Figure 11, the flexible lip 17 will be permanently biased inwardly toward the
plenum chamber and the cams 41 will serve to press such lip 17 outwardly away from the plenum chamber and also
away from the slot orifice 29 so that said slot orifice is maintained open to allow wiping gas to pass therethroughin a
thin sheet which serves to wipe the surface of the strip or sheet passing up from a coating bath past the end of the wiping
die 11. Both the structural bracket 69 and the cam shaft 43, as well as the cams 41 attached thereto, are preferably
protected by cover 71 which, as seen in Figure 11, is securely attached to the inside of the sidewall 13 of the coating
die and extends downwardly over the cam assembly to generally protect the cam assembly from the contenis of the
plenum chamber 15. A space or clearance 73 is provided, however, between the end of the cover 71 and the inside
surface of the flexible upper lip 17 to allow clearance for movement of the flexible lip 17. As in the previous embodiments,
flexible lip 17 ie biased so that it normally flexes itself in a direction opposite to the directionin which it is forced outwardly
by the cam surfaces. While some of the wiping gas will get into the cam chamber behind the cover 71, no harm will be
done since the gas, even in the case of steam, is clean and unpolluted. As in the previous embodiments in Figures 7
and 9, it will be seen in Figure 11 that the cam arrangement is substantially out of line with the slot orifice so that neither
the cams nor the cover over the cams interferes in any way with the gas exiting from the slot orifice 29. Figure 12 is a
frant view of the coating die of Figure 11 showing the unobstructed die orifice 29 and ¢lean appearance similar to Figure
10.

It will be understood in Figures 7, 9 and 11 that while the cam means are shown in the form of a single cam, usually
rotated by a stepping metor mounted at one end of the die, that double or multiple cams can be used such as shown in
Figures 5 and 6.

Figure 13 shows a diagrammatic sketch of a coating apparatus making use of the preferred wiping dies of the
invention as shown in Figures 1 through 4. In Figure 13, a coating pot 81 for a hot-dip-coating-type metal such as
aluminum, zinc or aluminum-zinc, shown as a peol of molten coating metal 83 in the pot 81, is arranged with a sinker
roll 85 held at a predetermined depth within the molten metal 83 and a stabilizer roll 86 just below the surface of the
moltsn metal. A metal strip such as a sieel strip 87 passes into the hot metal through the surface after having passed
over guide rolls 89, 91 and 93. The guide rolls 89 and 91 are contained within a muffle furnace 95 where the strip is
heated, usually in a reducing atmosphere, prior to passing into the molten metal 83. A pair of gas wiping dies 97 and
99, which as indicated above, are substantially identical to those shown diagrammatically in Figures 1 through 4 are
supported upon structural support members 101 and 103 upon which they are pivoted at 102 and 104 ata predetermined
height above the hot metal bath. The steel strip 87 passes upwardly from the sinker roll 85 past the stabilizer roll 86 and
between the gas wiping dies 97 and 99 in a position such that each side of the strip will be wiped by a preheated
pressurized gas curtain issuing from the slot orifice of each wiping die. The wiping dies 97 ard 99 are both provided
with cam means 107 and 109 acting through push rod means 111 and 113 to hias the lower lips of the wiping dies 97
and 99 to provide a differential thickness curtain of gas to wipe the surface of the strip 87 in order to establish a desired
thickness of coating upon such surface. The wiping dies 97 and 99 are shown partially broken away to reveal the push
rod means 111 and 113 extending vertically inside.

The gas curtain issuing from the slot orifices of the gas wiping dies serves to wipe back excess coating into the
coating bath 83. The gas for the wiping dies 97 and 99 is provided through headers 115 and 117 which are supplied
with the gas through any suitable source. An electrical stepping motor is provided in conjunction with each coating die
97 and 99 to control the rotation of the cam means 107 and 109. Meanwhile, a main computer control means 121 is
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supplied to control the wiping of the strip or sheet automatically. The computer control means 121 is, in itself, controlled
from a console 123 which may provide, through manual manipulation, input data indicating what thickness of coating is
to be applied to the surface of the strip or sheet. The main computer control is provided with a number of sensors 125,
127 and 129 to detect respectively, the temperature of the strip issuing from the muffle furnace 95 and passing through
the snout or hood 96, the temperature of the hot metal bath 83, the thickness of coating on the strip issuing from the
bath on both sides of the strip, the temperature detector on the one side of the strip being denoted as detector 129A
and the detector on the other side of the strip being denoted as detector 129B. A further detector, again with one detector
on each side of the strig, is a coating thickness detector pair 131A and 131B provided above the wiping dies. The two
detectors 131A and 131B detect the final coating thickness after the strip has passed through the coating detectors and
preferably after the coating has solidified upon the surface of the strip, although this is not strictly necessary. Each ane
of these detectors is connected to the main computer control by a suitable signal line.

A control line passes also from the computer control 121, to each of the headers 115 and 117 feeding gas to the
coating dies as well as to the stepping motors 118 which contral each of the cam means. These control lines serve to
automatically position the cam means to ¢pen or close the slot orifice or wiping orifices of each wiping die to the best
differential opening across the face of the die for the particular coating conditions. They also control the amount of gas
passing to the coating dies through the headers by means usually of a butterfly valve in the headers. These additional
control features are not shown, as they are conventional in the art.

Figures 14, 15 amd 16 show for comparison longitudinal views of forms of cam shafts 43 having either integral cams
or separate cams 41 rigidly secured to its surface similar to these shown in the previous views. In Figure 14 the cam
shaft is shown by itself with a series of differentially proportioned cams equally spaced along the shaft. The overall
camber is shown generally convex rather than concave as shown in the other illustrations teillustrate that various contours
of the cam shaft may be used for various control functions. It can be seen in Figure 14 that the top of the cams upon
the cam shaft has a substantially parallel series of cam surfaces whereas the bottom of the cam shatft, i.e. 180° from
the parallel series of cam surfaces, has a generally convex arrangement of cooperating cam surfaces which define, as
shown, a convex shape, which, it will be understood, could also be concave and might more usually be concave in
outline. The cam arrangement shown in Figure 14 is designed espedially for use with the dies shown in the previous
figures where only either a push or adjustment rod bears directly upon the flexible lip which is ultimately moved by the
cams or, alternatively, the cam surfaces bear directly upon the surface of the flexible lip of the coating die. It will be
understood that various configurations and combinations of cams may be used together to obtain various arrangements
of the cam surfaces and contours of the ultimate flexible die surfaces.

Figure 15 shows a modified type of cam in which the cam shaft itself provides essentially the surface of the various
cams of the various sections. This is a substantially solid cam arrangement which, it will be noticed, has essentially the
same overall outline of cam surfaces as in Figure 14.

One disadvantage of the arrangement shown in Figure 15 is that surfaces of the cams are inclined at the same
angle as the overall change between the cam paositions This is a disadvantage because of the inclined point of contact
with other mechanical means which may tend to be detrimentally displaced to the side, particularly in the operation of
adjustment rods such as shown in Figures 1 through 4. However, this disadvantage can be obviated by providing a cam
shaft such as shown in Figure 16. In the cam shaft shown in Figure 16, each of the cam locations for operation of a push
rod is provided with a uniform surface parallel to the central axis of the cam shaft so that there are, in fact, "flat,” although
upwardly curved, cam surfaces 61 for the push rods to bear against. It will be seen that Figures 14 and 16 are substantially
equivalent to each other with the exception that the excess metal between the cam sections has been removed in Figure
14 to make a lighter, but not necessarily stronger or cheaper structure.

Various cam outlines may also be used. For example, a normal cam outline having a progressively increasing dis-
tance betwesn the center of the cam shaft and the edge of the cam surface from one portion to another is shown in
Figure 4. Another possible arrangement is shown in Figure 17 in which instead of the maximum distance between the
center of the cam shaft and the surface of the cam, i.e. the highest uniform section, being located at 180° from the
portion having the lowest uniform section, the distance of the cam surface from the center of the cam shaft instead
increases from the minimum distance steadily as the cam turns until the maximum distance between the two points is
found at a location of about 300 ar more degrees about the cam shaft progressing in one direction. The distance of the
cam surface from the center of the cam shaft then decreases precipitiously to bring it back to the minimum or lowest
uniform section. The arrangement shown in Figure 17 provides a wider range of attainable adjustments over a cam shaft
having the same diameter as the cam shaft arrangement shown in Figure 4. In other words, in Figure 4, the increase in
size of the cam shaft occurs over one-half of the distance about the cam shaft, while in Figure 17 the same increase in
distance oceurs over more than three-quarters of the circumference of the cam or cam shaft allowing basically a more
gradual increase which will give finer control with a less precise movement of the cam shaft. The lowest cam portion in
Figure 17 is at 61A while the maximum cam diameter is at 61B fairly close by.

Other arrangements are also possible such as, far example, that shown in Figure 18 where the cam surface
progresses in a series of steps from lesser to greater distances between the center of the cam shaft and the surface of
the cams. As seen in Figure 18, the series of steps 133 provide longer areas, for example 133A and 133B, of more or
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less uniform cam action elevation and push rod action. This arrangement also has advantages in obtaining increased
preciseness of movement with a less precise prime mover. In ather words, a stepping motor or other movement providing
means does not have to be as precise in operation to arrive at a given elevation ¢n the cam surface. Instead, certain
predetermined, desirable surface elevations are provided already machined on the surface, which the stepping motor
or other motive unit need merely reach fairly imprecisely and which will then be held for a significant distance on the
cam as the cam shaft turns so that there is less danger that an imprecise opening of the die lips may be attained by an
anomaly in the operation of the motive means. Other possible variations of the cam surfaces to operate the cam of the
invention will occur to those skilled in the art.

Figure 19 is a plot showing schematically the coating gauge or thickness of a lengthy strip or sheet passing through
a coating bath whare the strip or sheet is cooler than the bath temperature. Plot A is for thickness of the coating on one
edge of the sheet and plot C is for the thickness of the coating on the other edge cf the sheet, while plot B is the thickness
of the coating in the center of the sheet. The gauge of the coating thickness are plotted on the abscissa of the graph in
relative terms, i.e. an increase in coating thickness is shown by increase in the position of the graph for each coating,
such positions being plotable according to the index marks on the abscissa at the left and the right of the graph. The
indax marks, however, do not have any absolute values other than that the marks are 1000th of an inch apart. Conse-
quently, if the strip coating increases by 1000th of an inch, or one mil, the elevation of the plot will rise from one index
mark to the next. The three plots, A, B and G, for different portions of the strip, consequently do not indicate that the
coating is thicker on A than on C, but only show the relative increase in the coating from one end of the strip at the left
of the plot to the other end of the strip at the right of the plot.

It may be seen in Figure 19 that the center of the strip tended to become more thickly coated, but only to a relatively
minor extent, while the edges of the strip A and C were more subject to an increase in coating thickness due to heavy
edge coating effect which became relatively more pronounced as the temperature of the bath decreased due to the
cooling of the strip entering into the bath causing more material to adhere to the strip surface, basically because the
moltan coating material becomes slightly more viscous with decreasing temperature.

Figure 20 shows the same type of plct as in Figure 19. In the case of Figure 20, plots X and Z plot the relative
thickness of coating on the edges of a strip or on the surface of the strip near the edges, while the plot X indicates the
thickness of the coating in the center of the strip. The coating line in operation, plotted in Figure 20, is an illustration of
typical results to be expected from a line such as shown in Figure 13 when equipped with a means such as the cam
arrangement shown in the drawings to gradually increase the opening of the gas orifice and the gas wiping dies, par-
ticularly near the edges of the dies as the coating process proceeds from one end to the other strip being coated. It will
be seen that the predetermined camber of the cam surfaces has effectively counteracted the progressively increasing
viscosity of the coating by opening the gas wiping die's orifices sufficiently to counteract such increasing viscosity by
wiping additional coating from the surface of the strip. The control system 121, shown in Figure 13, through detection
of the temperature of the strip and of the bath material operates the stepping motors which turn the cam surfaces at a
rate which will maintain both the temperature of the bath material more constant and at the same time, compensates
for the increasing viscosity of the molten bath material by increasing the gas blast issuing from the slot orifices of the
wiping dies. Since essentially the same series of increases tend to oceur in each coating bath subjected to this phe-
nomenon, a cam which will carrect for this type of changes can be fairly easily designed.

As will be recognized, if the relative increase in the cam surfaces of the cam rod shown in either Figures 14, 15 or
16, are carefully calculated beforehand, and the rapidity of change of the stepping motor is also carefully orchestrated
by a computer means or even, alternatively, by manual means, the continuous compensation demonstrated by Figure
20 for a slow and undesirable increase in the amount of coating on a strip can be easily compensated for. It will be
recognized that if manual turning of the cams are provided, that the compensation will be somewhat stepwise, since
very fins adjustments will not be practical. However, thres to four adjustments of the cam rotation during the run through
of a strip will successifully even out the coating to a considerable extent. Naturally, however, it is very desirable to have
a computer run the stepping motors. Alternatively, the motors can be run manually, again, however, with the somewhat
stepwise adjustmeant which this provides. A more uniformly coated strip on the average, however, will still result.

It will also be recognized, that a coating line making use of the cam rod adjustments of the present invention will
normally have available a series of cam rode which may be easily substituted for each other, depending upon the oper-
ation of the line. For example, a given line may well have a master cam rod which will take care of most changes on a
line and allow the line operators to compensate particularly over a period for heavy edge buildup and the like. However,
atthe same time, ather specialized cam rods may be produced and kept available at the site to compensate for specialized
conditions or to provide specialized adjustment for the openings in the coating knives.

While the present invention has been described at some length and with some particularlity with regard to several
embodiments, it is not intended that the invention be limited to any such particulars or embodiments, but it is to be
construed broadly with reference to the appended claims so as to provide the broadest possible interpretation of such
claims in view of the prior art and thereby to effectively encompass the intended scope of the invention.
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Claims

1.

10.

11.

12.

An adjustable die for smoothing and wiping liguid coating material on flat elongated material moving past said die
using a fluid wiping medium issuing from said die comprising:

{a) a die body (11) encompassing a plenum chamber (15) and an elongated orifice along one side for egress
of said fluid wiping medium,

{b) means for supplying pressurized fluid wiping medium to said plenum chamber,

(c) a pair of fluid confining members (17, 21) on each side of the elongated arifice (29) for defining the opening
between said fluid confining members and therefore the confermation and/or dimensions of any stream of fluid
wiping medium passing through the orifice,

(d) at least one of said fluid confining members being resiliently biasable toward or away from the other of said
pair of fluid confining members,

(e) said resiliently biasable confining member being in atleast indirect physical contact with atleast two different
contour variable position cam surfaces (39) arranged and constructed to biag the resilient fluid confining member
at two different points in line with the elongated orifice in directions which will redefine the conformation and/or
dimensions of the elongated orifice and therefore the stream of any fluid wiping medium passing through the
orifice, and

(f) said variable position cam surface being adjustable with respect to its position by means of a movement
engendering means.

An adjustable wiping die in accordance with claim 1 wherein the pair of fluid confining members comprise integrally
relisient lip means (17, 21) on the wiping die.

An adjustable wiping die in accordance with claim 2 wherein there are a plurality of differentially contoured variable
position cam surfaces (39) in at least indirect contact with the resilient lip means {17, 21).

An adjustable wiping die in accordance with claim 3 wherein tha plurality of variable position cam surfaces (39) are
provided upon a rotatable cam shaft (43) rotatable by the movement engendering means.

An adjustable wiping die in accerdance with claim 4 wherein the variable position cam surfaces (39) are in indirect
contact with said resilient lip means (17, 21) through a plurality of independent intermediiate biasing members (31).

An adjustable wiping die in accordance with claim § wherein the plurality of independent intermediate biasing mem-
bers comprise independently movable push rod means (31} extending between the variable position cam surfaces
and the resilient lip means.

An adjustable wiping die in accordance with claim 4 wherein the variable position cam surfaces (39) are in direct
contact with the resilient lip means to bias said lip means.

An adjustable wiping die in accordance with claim 7 wherein the variable position cam surfaces (39) are defined by
substantially adjacent cams (41) mounted on a cam shaft (43) or wherein the variable position cam surfaces are
defined by a substantially continuous variable conformation cam surface on a rotatable cam menber.

An adjustable wiping die in accordance with claim 3 wherein the variable position cam surfaces (39) are defined by
a variable conformation cam surface positicned along a rotatable cam member which is rotatable by a stepping
motor (49), wherein operation of the stepping motor to rotate the rotatable cam member is controlled by a control
system in accordance with a predetermined pattern based upon coating operation data provided to the control
system.

An adjustable wiping die in accordance with claims 8 and 9 wherein there are at least two separate cam shafts (43)
for adjusting separate sections of the resilient lip means.

An adjustable wiping die in accordance with claim 2 wherein the resilient lip means is permanently biased in a
direction opposite to which the variable position cam surface will physically urge the lip means.

An apparatus for smoothing and wiping liquid material on a strip by gas wiping comprising:
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(a) an elongated plenum chamber (15) connected to manifold means (14, 16) for supplying a wiping gas to said
plenum chamber,

(b) a pair of oppositely disposed lips (17, 21) associated with said plenum chamber and defining an elongated
gas ejection and wiping crifice (29) on said plenum chamber,

(c) at least one of said oppaositely disposed lips having a resilient construction enabling the outer end of said
lip to be adjustably positioned with respect fo the outer lip to thereby vary the orifice width between the lips,
(d) a plurality of differential cam sufaces (39) provided about a transverse shaft (43) mounted substantially
parallel to the orifice between the lips such that the cam surfaces are in at least in direct contact with a surface
of said lip having a resilient construction such that rotation of said shaft will difierentially alter the contour of
said lip and the elongated gas ejection and wiping orifice in a predetermined ratio.

An apparatus in accordance with claim 12 wherein natural flexure of the lip is toward the opposite lip and the shaft
and the associated cam surfaces are journaled within the plenum chamber adjacent and in effective contact with
one side of the flexible lip or, alternatively, wherein natural flexure of the lip is away from the opposite lip and the
shaft and associated cam surfaces are located outside of the plenum chamber in at least indirect contact with said lip.

An apparatus in accordance with claim 13 additionally incorporating a shield means separating the cam means in
contact with said lip from the main portion of the plenum chamber.

An apparatus in accordance with claims 13 and 14 wherein the transverse shatft is rotatable by a stepping motor.
A methed for wiping a coated sheet or strip material with a gas wiping die comprising:

(a) passing the coated material past the wiping dis,

(b) adjusting the wiping gas flow through the gas crifice in the die differentially along the extent of the crifice in
a predetermined pattern by variying the distance between the lips at differential locations along the lips by a
means having a predetermined contour pattern of differential adjustment modes operable in discreet time peri-
ods during operation of the coating line for providing predetermined contour openings between the lips.

A method in accordance with claim 16 wherein the means having predetermined differential adjustment modes is
a rotatable cam arrangement.

A methed in accardance with claim 16 or 17 wherein a series of predetermined contour openings between the lips
is provided by a cam shaft having a plurality of differential cam surfaces asscciated with it and with a plurality of
discreet cam patterns providing different contours to the lip openings in a time-related sequence.

A method in agcordance with claim 16 or 17 wherein the cam shaft is provided with a plurality of smoothly changing

cam patterns which effectively blend into each other to provide a sequence of time-related lip openings blending
into each other.
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(54) Method of manufacturing hot dip coated metal strip

(57) A method of manufacturing a hot dip coated
metal strip includes the steps of depositing a molten
metal coating solution on the surfaces of the metal strip
by continuously dipping the metal strip in a coating bath,
lifting the metal strip at a constant speed while support-
ing it with a pair of upper and lower support rolls for
clamping the surfaces of the metal strip in the coating
bath, adjusting the coating weights of the molten metal
deposited on the surfaces of the metal strip by wiping
the molten metal with gases from gas wiping nozzles
disposed above the surface of the coating bath, and
advancing the metal strip while supporting it with a pair
of upper and lower touch rolls for clamping the surfaces
thereof, wherein the metal strip is advanced by setting
the distance L between the upper support roll disposed
in the coating bath and the lower touch roll disposed
outside the coating bath within the range determined by
a formula L<80xTx W2/V, where L: distance
between the upper support roll in the coating bath and
the lower touch roll outside the coating bath (mm), V:
line speed of the metal strip (m/min),

T: tension imposed on the metal strip (kgf/mm?), and W:
target coating weight per one side of the metal strip
(g/mz). According to the invention, the stable quality of
the metal strip can be obtained by reducing the variation
of the coasting weights of the molten metal deposited
on the surfaces of the metal strip by reducing the varia-
tion of the coating weights of the molten metal depos-
ited on the surfaces of the metal strip at all times
regardless of the change of the operating conditions
under which continuous hot dip galvanizing operation is
carried out. Further, a coating cost can be greatly

reduced by preventing the excessive deposition of the
molten metal.
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Description
BACKGROUND OF THE INVENTION
1. Field of the Invention
[0001] The present invention relates to a method of manufacturing a hot dip coated metal strip. More particularly,
the present invention relates to a method of manufacturing a hot dip coated metal strip having a coating layer of a uni-
form thickness by reducing the vibration of the metal strip which is lifted from a hot dip coating bath and travels vertically

at an approximately constant speed.

2. Description of the Related Art

[0002] In general, hot dip galvanizing is applied to the surfaces of a steel strip using a continuous hot dip galvaniz-
ing apparatus (also referred to as a line) as described below.
[0003] First, as shown in Fig. 2, a steel strip 1 as a material to be coated is introduced into a hot dip galvanizing

bath 2, the direction of travel of the steel strip 1 is diverted upward by a sink roll 3 disposed in the galvanizing bath 2,
the crossbow of the steel strip 1 is corrected by a pair of upper and lower support rolls 4 disposed in the galvanizing
bath 2 so as to clamp both the surfaces of the steel strip 1, and then the steel strip 1 is lifted vertically from the galva-
nizing bath 2. During that time, molten zinc is deposited on the surfaces of the steel strip 1. A gas 6 (referred to as a
wiping gas) is blown onto the surfaces of the steel strip 1, on which the molten zinc has been deposited and which trav-
els upward, through nozzles 5 (referred to as wiping nozzles because they wipe off the coated metal) so that the amount
of the molten metal deposited on the steel strip 1 is adjusted to a desired amount (so that the molten metal can be uni-
formly deposited on the entire surface of the steel strip 1). A pair of touch rolls 7, which clamp the surfaces of the steel
strip 1 similarly to the support rolls 4, are disposed above the wiping nozzles 5 to stabilize the travel of the steel strip 1.
The steel strip 1, which has passed through the touch rolls 7, may be subjected to an alloying treatment by travelling
through an alloying furnace 8 disposed above the touch rolls 7 so that the coating layer thereof is alloyed when neces-
sary.

[0004] By the way, recently, it has become very important to stably manufacture at high speed a hot dip galvanized
steel strip which has a low coating weight (referred to as light coating). In accordance with the reduced coating weight,
there has been required a technology for manufacturing a hot dip galvanized steel strip while preventing the vibration
thereof due to an increase in the pressure of the wiping gas 68, and the like. This is because the coating weight of the
molten zinc depaosited on the surfaces of the steel strip is greatly varied by an increase in the vibration of the steel strip
and the quality of a product is thereby deteriorated.

[0005] Ordinarily, when the hot dip coated steel strip 1, which has a particularly low coating weight (coating weight
per one side is 45 g/m? or less), is manufactured at a high speed, the steel strip 1 is vibrated at the position where the
wiping nozzles 5 are disposed in a direction vertical to the surfaces thereof in a total amplitude of vibration of 1 - 2 mm
at all times.

[0006] Since wiping cannot be smoothly carried out when this vibration occurs, at present, the standard deviation
of the variation of the coating weights on the surfaces of a steel strip ¢ is set to a large value of 2 - 4 g/m2 (c=2-4
g/m2) with respect to the coating weight per one side of 45 g/m2. However, since it is generally required by customers
to guarantee the lower limit of the coating weight, when the guarantee for the lower limit is kept, molten zinc is exces-
sively deposited. This means that a large amount of zinc is wastefully consumed from the view point of manufacturers.
[0007] When a hot dip galvannealed steel strip is manufactured, the large variation of the coating weight directly
leads to the variation of the coating weight of hot dip galvannealing. Thus, when the steel strip 1 is manufactured, the
coating is often undesirably exfoliated in a powder state (referred to as powdering) from a portion of the steel strip 1
where zinc is thickly deposited; moreover,a defect such as uneven alloying, and the like is liable to occur in the manu-
facture of the steel strip 1.

[0008] Technologies for preventing the vibration have been vigorously developed and many of them have been pub-
lished. For example, Japanese Unexamined Patent Application Publications Nos. 5-320847 and 5-078806 disclose
technologies for disposing a static pressure pad to maintain the pressure of a gas which is blown to wiping nozzles at
a constant pressure. Further, Japanese Unexamined Patent Application Publication No. 6-322503 discloses a technol-
ogy for separately disposing nozzles for blowing a shield gas above wiping nozzles and disposing gas shield plates
between the shield gas blowing nozzles and the wiping nozzles.

[0009] However, the technologies for preventing the vibration of a steel strip by means of the static pressure pad or
by blowing another gas are not in practical use because high power must be specially provided to generate a desired
pressure and flow rate of gas as well as the effect of the technologies is lowered when the steel strip has a relatively
large thickness.
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[0010] Further, Japanese Unexamined Patent Applicaticn Publications Nos. 52-113330, 6-179956 and 6-287736
disclose technologies for preventing the vibration of a steel strip using magnetic force or electromagnetic force. How-
ever, these technologies are not yet in practical use because not only do they separately require an expensive magnetic
force generator and operation is made complex but also the effect of the technologies is lowered in a steel strip having
a relatively large thickness.

SUMMARY OF THE INVENTION

[0011] In view of the above circumstances, an object of the present invention is to provide a method of manufactur-
ing a hot dip coated metal strip which can provide the metal strip with stable quality by reducing the variation of the coat-
ing weight of molten metal to be deposited on the surfaces of the metal strip even if operating conditions of hot dip
coating are changed as well as which can greatly lower a coating cost by preventing the excessive deposition of the
molten metal.

[0012] To achieve the above object, the inventors examined the influences of tension of a traveling metal strip, tar-
get coating weight, linear speed of the metal strip, pressure of a wiping gas, distance between a touch roll disposed
above wiping nozzles and a support roll disposed in a bath, and the like on the vibration of the metal strip at a gas wiping
position in many test operations. Then, the inventors have completed the present invention based on a knowledge dis-
covered from the analysis of data obtained in the examination that the vibration of a metal strip can be greatly reduced
when operation is carried out by setting the distance between the touch roll and the support roll disposed in the bath
within a certain range.

[0013] That is, according to the present invention, there is provided a method of manufacturing a hot dip coated
metal strip which includes the steps of depositing molten metal on the surfaces of the metal strip by continucusly dip-
ping the metal strip in a hot dip coating bath, lifting the metal strip at a constant speed while supporting it with a pair of
upper and lower support rolls for clamping the surfaces of the metal strip in the coating bath, adjusting the coating
weights of the molten metal deposited on the surfaces of the metal strip by wiping the molten metal with gases from gas
wiping nozzles disposed above the surface of the coating bath, and advancing the metal strip while supporting it with a
pair of upper and lower touch rolls disposed outside the coating bath for clamping the surfaces thereof, wherein the
metal strip is advanced by setting the distance L between the upper support roll disposed in the coating bath and the
lower touch roll disposed outside the coating bath within the range determined by the following formula:

L<80xTx W2V
in which,

L: distance between the upper support roll in the coating bath and the lower touch roll outside the coating bath
(mm);

V: linear speed of the metal strip (m/min);

T: tension imposed on the metal strip (kgf/mm?); and

W: target coating weight per one side of the metal strip (g/mz)

[0014] Furthermore, according to the present invention, it is preferable that the metal strip be composed of a steel
strip and that the molten metal coating solution in the hot dip coating bath be mclten zinc. Still further, it is preferable
that the metal strip be subjected to an alloying treatment downstream of the upper touch roll.

[0015] According to the present invention, the total amplitude of vibration of the metal strip having the molten metal
deposited on the surfaces thereof is greatly reduced at gas wiping positions as compared with a conventional total
amplitude of vibration, and coating weights can be smoothly and ideally adjusted. As a result, a metal strip having mol-
ten metal deposited on all surfaces thereof can be stably manufactured with a uniform coating weight.

BRIEF DESCRIPTION OF THE DRAWINGS
[0016]

Fig. 1 is a view showing how support rolls and touch rolls are disposed within and outside a bath, respectively, and
how a steel strip is vibrateq;

Fig. 2 is a view showing an ordinary continuous hot dip galvanizing apparatus;

Fig. 3 is a graph showing the relationship between a distance L between an upper support roll in the bath and a
lower touch roll outside the bath and a total amplitude of vibration of a steel strip;

Fig. 4 is a graph showing the relationship between a pressure of a gas ejected from gas wiping nozzles and a total
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amplitude of vibration of a steel strip;

Fig. 5is a graph showing the relationship between tension of a steel strip and a total amplitude of vibration thereof;
Fig. 6 is a graph showing the relationship between a pressure of a gas ejected from the gas wiping nozzles and a
coating weight per one side of a steel strip;

Fig. 7 is a graph showing the relationship between the linear speed of a steel strip and a coating weight per one
side thereof;

Fig. 8 is a graph showing the relationship between a total amplitude of vibration of a steel strip and variation of a
coating weight per one side thereof;

Fig. 9 is a graph comparing variation of a coating weight in a conventional coating method and that in the method
of the present invention;

Fig. 10 is a graph comparing an amount of consumption of metal in the conventional coating method and that in the
method of the present invention; and

Fig. 11 is a graph comparing a ratio of occurrence of a defective product due to powdering in the conventional coat-
ing method and that in the method of the present invention.

DESCRIPTION OF PREFERRED EMBODIMENTS

[0017] The inventors carried out various test operations using the continucus hot dip galvanizing apparatus shown
in Fig. 2 and described above. At that time, the support rolls 4 and the touch rolls 7 are arranged as pairs of upper and
lower rolls, respectively as shown in Figs. 1 and 2. In the figures, each upper roll is denoted by "a" and each lower roll
is denoted by "b".

[0018] A distance L (reference numeral 10, units of mm) was measured between an upper support roll 4a and a
lower touch roll 7b in parallel with the pass line 9 of the steel strip 1. Further, a total amplitude of vibration B (reference
numeral 11, units of mm) of the steel strip 1 was measured by measuring with a range finder distances between the
surfaces of the steel strip 1 and the front edges of the wiping nozzles (hereinafter, simply referred to as nozzles) 5 per-
pendicular to the pass line 9.

[0019] First, the inventors examined the influence of the distance L between the upper support roll 4a disposed in
the bath and the lower touch roll 7b on the total amplitude of vibration B of the steel strip 1 when tension of the steel
strip 1 was setto 1.5 kgf/mm2 and a line speed thereof was set to 90 m/min. As a result, the relationship shown in Fig.
3 was found. That is, the total amplitude of vibration was reduced by a decrease in the distance L whenever a ceating
weight per one side was 30 g/m2 and 45 g/m2. The relationship is represented by the following formula (1).

B L (M

[0020] Furthermore, the inventors paid attention to the pressure p of a wiping gas 6 and the tension T of the steel
strip 1 as factors which influenced the total amplitude of vibration B of the steel strip 1 and tested them. Fig. 4 shows
the result of measurement of the pressure p and the total amplitude of vibration B of the steel strip when the distance
L was set to 1000 mm and the distance between the front edges of the nozzles and the surfaces of the steel strip was
set to about 6 - 8 mm. Furthermore, Fig. 56 shows the result of measurement of the total amplitude of vibration B of the
steel strip 1 when the tension T was variously changed.

[0021] It can be seen from Figs. 4 and 5 that the total amplitude of vibration B of the steel strip 1 is approximately
in proportion to the gas pressure p of the nozzles and approximately in inverse proportion to the tension T of the steel
strip 1. This relationship can be expressed simply by a formula (2).

B o P/T (2)
[0022] Further, the relationship among the gas pressure of the nozzles, the line speed of the steel strip 1 and the
coating weight thereof was examined.
[0023] Fig. 6 shows the relationship between the gas pressure p and the coating weight per one side of the steel

strip 1 when the distance between the front edges of the nozzles 5 and the steel strip 1 was setto 6 - 8 mm and the line
speed of the steel strip 1 was set to 90 m/min and the gas pressure p was variously changed. In this case, the ceating
weight per one side is approximately in proportion to the inverse square root of the pressure P. In contrast, Fig. 7 shows
the relaticnship between the line speed of the steel strip 1 and the coating weight per one side when the distance
between the front edges of the nozzles and the steel strip 1 was set to about 6 - 8 mm, the pressure P was kept constant
and the line speed was variously changed. As a result, it can be seen that the coating weight per one side is approxi-
mately in proportion to the square root of the line speed of the steel strip 1.

[0024] Therefore, the following formula (3) will be established, where the coating weight per one side is represented
by W (g/m?), the line speed of the steel strip 1 is represented by V (m/min) and the gas pressure P is represented by P
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(kgf/cm?).
2
P o V/W (3)

[0025] Note that the coating weight per one side W was measured with a coating weight meter and shows the value
of the coating weight per one side of the steel strip 1. Further, while the relationship between the line speed of the steel
strip 1 and the total amplitude of vibration B thereof was examined with the other conditions kept constant in the test,
the total amplitude of vibration B of the steel strip 1 was almost entirely uninfluenced by the line speed.

[0026] Thus, the inventors have found that the following formula will be established by arranging the formulas (1),
(2), and (3) obtained in the above tests.

B o Lx VAT x W?) (4)

[0027] Next, the expression L x VAT x W2), which was referred to as a vibration coefficient, was used to arrange
test data.

[0028] The inventors thereafter examined the relationship between the total amplitude of vibration B of the steel
strip 1 and the variation of the coating weight (evaluation was carried out based on the standard deviation o(g/mz) of
the coating weight). Conventionally, the variation of the coating weight is evaluated on both sides of a steel strip and
Japanese Industrial Standards (JIS) also employs so-called "both side guarantee” which evaluates the variation based
on both side total coating weight of steel strip. The applicant discloses a both side coating technology in Japanese
Unexamined Patent Application Publication No. 10-306356.

[0029] Inthe variation of the both side total coating weight, when the steel strip 1 approaches one of the wiping noz-
zles 5 by vibration, the coating weight of the side of the steel strip 1 near to the nozzle is reduced, whereas the coating
weight of the side thereof far from the nozzle is increased. However, a "both side total coating weight" which is obtained
by adding the coating weights of both the sides of the steel strip 1 does not greatly vary in many cases, and thus the
standard deviation ¢ is made to a small value. Therefore, the "both side guarantee” is used for convenience in technol-
ogy, and the deviation of the coating weight must be naturally evaluated based on the coating weight per one side from
the view point of coating characteristics, an anti-powdering property and the like. As a natural result, automobile man-
ufactures recently require "one side guarantee" beyend the stipulation of JIS.

[0030] Thus, when the inventors reviewed coating weights used in their company at present on the basis of one
side, it was found that the standard deviation ¢ of them was about 2 - 3 g/m2. Thus, we intended to establish an oper-
ating method of coating for obtaining a standard deviation ¢ smaller than the above value, specifically, a standard devi-
ation ¢ of 1.5 g/mZor less. As a result, the inventors have found that the operating method can be established when a
total amplitude of vibration B of a steel strip is set to 0.5 mm or less regardless of the change of the operating conditions
in coating as shown in Fig. 8. When many tests were carried out to stably minimize the total amplitude of vibration, it
was found that the vibration coefficient should satisfy the following formula.

L x VAT x W?) < 80

The present invention has been completed by employing this condition. That is, the steel strip 1 is advanced with the
upper limit of the distance L between the upper support roll 4a and the lower touch roll 7b which is set to satisfy the
following formula.

L <80 x VAT x W?)

[0031] Furthermore, it is even better to set the upper limit to satisfy L < 60 x V/(T x W2) .

[0032] Note that the lower limit of the distance L is not particularly critical in the present invention. In an actual coat-
ing apparatus, however, the upper support roll 4a ordinarily has a diameter of about 250 mm®J, each support roll has
an immersion depth of about 150 - 200 mm at the center thereof, a height of each wiping nozzle 5 above the bath is
about 150 - 600 mm, and a distance of at least about 300 mm is necessary from each wiping nozzle 5 to the lower touch
roll 7b above the bath from a view point of the structure of the coating apparatus. As a result, in practice the lower limit
of the distance L is expected to be about 600 mm.

[0033] Furthermore, it is preferable to move the touch roll 7b to actually change the distance L. This is because it
is easier to move the lower touch roll 7b than to move the upper support roll 4a disposed in the bath from the view point
of the structure of the coating apparatus.
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Example

[0034] A cold rolled steel strip 1 having a thickness of 0.65 - 0.90 mm was galvanized by the continuous hot dip gal-
vanizing apparatus shown in Fig. 2.

[0035] At that time, operation was carried out using the method of manufacturing a hot dip coated metal strip
according to the present invention in which restriction is imposed on the setting of the distance between the above rolls
(examples of the present invention) and by a conventional method in which no restriction is imposed thereon (compar-
ative examples). A coating weight was measured on-line while advancing the steel strip 1. The measurement was per-
formed by a fluorescent X-ray coating weight meter (not shown) disposed above the steel strip 1 in travel so as to face
downward. Accordingly, the variation ¢ of the measured coating weights represents the variation thereof on one side of
the steel strip 1. Furthermore, the pressure of a wiping gas used under the conditions of the respective examples is a
value measured on the side of the steel strip 1 where the coating weight was measured.

[0036] Table 1 shows the operating conditions and the result of the measurements collectively. It is apparent from
Table 1 that in the specimens Nos. 1 - 18, which were manufactured by the manufacturing method accordinzg to the
present inventicn, the total amplitudes of vibration of the steel strip 1 are 0.5 mm or less because L x V/(T x W™) < 80
is satisfied therein. As a result, the variation ¢ of the coating weights is made to 1.5 g/m2 or less in all the examples
(referto Fig. 9). This suggests that a target value of the coating weight can mere closely approach a lower limit value in
the operation and the consumption of metal can be greatly reduced thereby. Fig. 10 shows the comparison of an
amount of coating metal actually consumed in the conventional manufacturing method with that actually consumed in
the manufacturing method according to the present invention. When the consumption in the conventional manufactur-
ing method is represented by 100%, the consumption in the manufacturing method of the present invention is about
90%. This means that the consumption of the coating metal can be greatly reduced.

[0037] On the other hand, in the specimens Nos. 19 - 29 manufactured by the conventional manufacturing method,
the steel strip 1 has a large total amplitude of vibration and the variation G of the coating weights thereof is 2.0 g/m2 or
more.
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Table 1

No. | Thick- | Width Line Tension | Coating Pressure L {VxL) Total Variation

ness (rnm) Speed (kg /mm?) Weight of (mm) / (TxW?) Amplitude of

i /) per One | Aiping

(a/m) (kg/cm?) (mm) Glg/m’}

Example 1 0.7 1200 60 2.0 31 0.58 800 25 0.18 0.25

of the 2 0.7 1200 60 1.8 30 0.58 800 36 0.23 0.31

Invention 3 0.7 1200 60 1.0 43 0.28 800 26 0.25 0.30

4 0.7 1200 57 2.0 32 0.58 1000 28 0.22 0.35

5 0.75 1150 58 1.5 30 0.58 1000 43 0.30 0.55

6 €.75 | 1150 60 1.5 45 0.25 1000 20 0.20 0.23

7 C.75 1150 60 2.0 28 0.58 1200 46 0.27 0.50

8 Q.75 1150 62 1.5 33 0.58 1200 46 0.33 0.60

9 0.75 1150 60 1.5 31 0.58 1200 50 0.40 1.05

10 0.65 1350 90 2.0 30 0.92 800 16 0.26 0.25

11 0.65 1350 20 2.0 47 0.44 800 16 0.13 0.23

12 0.65 1350 92 2.0 57 0.23 800 11 0.10 0.20

13 0.85 1150 122 2.0 32 1.22 800 48 0.35 0.51

14 .85 1150 120 2.0 43 0.54 800 26 0.20 0.30

15 0.85 1150 119 2.0 58 0.32 800 14 0.12 0.20

16 Q.85 1150 120 2.0 35 1.08 1200 59 0.44 .35

17 0.85 1150 122 2.0 45 0.55 1200 36 0.25 .51

18 0.85 1150 122 2.0 55 0.31 1200 24 0.15 0.30

19 0.85 [ 1150 120 1.5 35 0.60 1000 65 0.47 1.41

20 0.85 1150 120 1.5 35 0.60 1200 78 0.50 1.50

Compara- 19 0.72 1300 60 1.0 32 0.63 1500 88 0.60 1.9
tive

Example 20 0.7 1550 60 1.0 31 0.48 1500 94 0.62 1.8

21 0.7 1550 58 1.3 30 0.59 1800 89 0.55 1.8

22 0.7 1550 20 1.0 30 0.92 1500 150 1.05 4.0

23 0.7 1550 90 1.1 35 0.65 1500 100 0.70 2.0

24 Q.67 1050 90 1.5 30 0.88 1500 100 0.65 1.8

25 0.67 1050 92 1.0 45 0.43 200 21 0.58 1.6

26 0.9 1450 122 1.0 32 1.13 1500 178 1.35 6.0

27 0.9 1450 120 1.0 43 0.60 1500 7 0.70 2.2

28 0.9 1450 120 1.5 35 0.96 1300 85 0.55 1.8

29 0.9 1450 122 1.5 30 1.22 1300 117 0.70 2.1

[0038] Next, a so-called "hot dip galvanized steel strip" was manufacturing by disposing an alloying furnace 8 above
the touch rolls 7 in Fig. 2 and by heating the steel strip 1 on which molten zinc was deposited in the alloying furnace 8
so that the Fe content in the zinc coating layer of the steel strip 1 was made to 8 - 13 wi%. Then, an anti-powdering
property, which was one of impertant characteristics of quality, of the steel strip 1 was examined. Powdering is a defect
wherein a deposited coating layer is exfoliated in a powder state from a portion of a hot dip galvanized steel sheet,
which detracts from the intimate contact property of the coating during press forming thereof. When this phenomenon
occurs during press forming, the powder of the coating falls between a press die and the steel sheet to thereby cause
a defect of irregularity to the steel sheet. Thus, it is desired that no powdering occurs.

[0039] Operation was carried out paying attention to the powdering under the conditions of a target coating weight
per one side set to 45 - 55 g/m?, a line speed of the steel strip 1 setto 100 m/min - 150 m/min, and a tension of the steel
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strip 1 setto 1.5 kgf/mm2 -20 kgf/mmg. Table 2 shows examples of operating conditions other than the above operating
conditions and the result of the operation collectively. Note that the anti-powdering property was evaluated by a known
method of putting an adhesive tape on the coating layer of a specimen sampled from a hot dip galvanized steel strip
under pressure, peeling off the adhesive tape after the specimen was bent 90° and returned to its original state and
then measuring an amount of exfoliation of the coated layer with a fluorescent X-ray. That is, the anti-powdering prop-
erty is represented by the number of counts, which is counted with the X-ray, of zinc contained in the exfoliated coating
layer. Usually, when the number of counts is 1500 or less, no defect due to powdering occurs at an actual press forming.
However, when the number of counts exceeds 1500, a defect due to powdering often occurs.

[0040] It is apparent from Table 2 that since the variation of a coating weight can be greatly reduced according to
the method of the present inventicon, the number of counts is stable at a low value, whereby the hot dip galvanized steel
strip 1 excellent in the anti-powdering property can be stably manufactured. In contrast, in the conventional method,
there was made a product in which the number of counts was increased and made to 1500 or more at some portions
and in which the defect due to powdering was liable arise often when the product was processed. This is because a
coating weight greatly varied in the product. Fig. 11 shows a ratio of occurrence of defective products after they were
press formed. It is apparent from Fig. 11 that almost no defective products are made by the method of the presentinven-
tion.

[0041] In the above examples, the steel strip was used as a metal strip and the molten zinc was used as molten
metal. However, it is needless to say that the present invention is by no means limited thereto and is applicable to other
kinds of metal strip and to molten metal other than molten zinc.

Table 2
Experi- Thickness | Width (mm) | L (mm) Total Variation Average Number of
ment No. (mm) Amplitude | of coating | Density of | Counts of
of Vibra- weights Fein Powdering
tion (mm) c(g/m2) Coating | (Count/Sec)
Layer (%) >
Example 1 0.75 1200 800 0.21 0.25 11.0 400-870
In?/fe:jfiin 2 0.75 1200 800 0.24 0.31 11.3 500-950
3 0.75 1200 800 0.22 0.30 12.5 350-750
4 0.75 1200 1000 0.40 1.05 12.7 370-1200
5 0.75 1200 1000 0.29 0.55 10.9 450-850
6 0.80 1550 800 0.31 0.43 11.8 480-720
7 0.80 1550 800 0.25 0.60 11.8 500-950
8 0.80 1550 800 0.35 0.60 12.2 430-830
9 0.80 1550 800 0.38 1.02 10.7 500-1350
10 0.80 1550 800 0.27 0.23 10.8 350-730
Compara- 11 0.75 1250 1500 0.65 2.02 11.3 430-1950
tive Elzam' 12 0.75 1250 1500 0.60 1.90 10.8 520-1750
P 13 0.75 1250 1500 0.85 3.50 11.5 480-1550
14 0.75 1250 1500 1.02 4.20 12.0 550-2500
15 0.75 1250 1500 0.88 4.00 11.4 450-2550
16 0.86 1500 1600 0.95 3.60 11.8 580-1950
17 0.86 1500 1600 1.20 5.20 10.7 550-3200
18 0.86 1500 1600 1.10 4.30 10.5 650-2900
19 0.86 1500 1600 0.92 3.75 11.2 800-2300
20 0.86 1500 1600 0.98 3.80 12.4 600-2050
*: Showing Maximum and Minimum Measured Values
8
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As described above, a metal strip having molten metal deposited on all surfaces thereof at a uniform coating weight can
be manufactured by the present invention. As a result, it is possible to more closely approach a lower target coating
weight during a coating operation, whereby the consumption of coating metal can be greatly reduced as compared with
a conventional consumption.

Claims
1. A method of manufacturing a hot dip coated metal strip, comprising the steps of:

dipping a metal strip in a hot dip coating bath to continuously deposit molten metal on surfaces of the metal
strip;

conveying the metal strip at a substantially constant speed while supporting said strip with a pair of upper and
lower support rolls that clamp the surfaces of the metal strip in the coating bath;

adjusting a coating weight of the molten metal deposited on the surfaces of the metal strip by wiping the molten
metal with gases from gas wiping nozzles disposed above a surface of the coating bath; and

advancing the metal strip while supporting it with a pair of upper and lower touch rolls disposed outside the
coating bath for clamping the surfaces thereof,

wherein the metal strip is advanced by setting the distance L between the upper support roll disposed in the
coating bath and the lower touch roll disposed outside the coating bath within the range determined by the fol-
lowing formula

L<80xTx W2V
wherein,

L: distance between the upper support roll in the coating bath and the lower touch roll outside the coating bath
(mm);

V: line speed of the metal strip (m/min);

T: tension imposed on the metal strip (kgf/mmz); and

W: target coating weight per one side of the metal strip (g/mz).

2. The method according to claim 1, wherein said metal strip is composed of a steel strip and said hot dip coating bath
is filled with molten zinc.

3. The method according to claim 1, wherein said metal strip is subjected to an alloying treatment downstream of said
upper touch roll.

4. A method of manufacturing a hot dip coated metal strip, comprising the steps of:

conveying a metal strip through a hot dip coating bath to continuously deposit molten metal on surfaces of the
metal strip;

supporting said metal strip with a pair of support rolls submerged in the ceating bath;

blowing gas on said metal strip as it emerges from said coating bath with gas wiping nozzles disposed above
a surface of the coating bath, thereby to adjust a coating weight of molten metal on said strip; and

further conveying the metal strip while supporting it with a pair of touch rolls disposed outside the coating bath,
wherein a distance L between an upper support roll disposed in the coating bath and a lower touch roll dis-
posed outside the coating bath is maintained according to the following formula

L<80xTx W3V
wherein,

L: distance between the upper support roll in the coating bath and the lower touch roll outside the coating bath
(mm);

V: line speed of the metal strip (m/min);

T: tension imposed on the metal strip (kgf/mm?); and

W: target coating weight per one side of the metal strip (g/m®).
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The method according to claim 4, wherein said metal strip is composed of a steel strip and said hot dip coating bath

is filled with molten zinc.

The method according to claim 4, wherein said metal strip is subjected to an alloying treatment downstream of said

upper touch roll.

10
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FIG. 2
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CLAIMES

~ A method of hot-dipped coating of 2 part, in particuiar of 3 sirip, of steel containing atl least 8§,1% by weight of manganese, in
particular of stainless and / or alloy steel in which the stnp s preparad beiore coaling Toliowing a sequence of freaimenis carried
out under a controlled atmosphears then the strip s dipped in a bath of aluminum or moltan aluminum alley, characterized n that
the atmospheres of said reatments are all non-reducing.

2

- Method acoording 1o claim 1 characterized in that the hydrogen concentrations in the atmospheres of said treatments are ali
less than or equal to 4%,

3.

- Method according 1o ¢laim 1 or 2 characterized in that said treatments are heat treatments,

4.

~ Method according to olaim 3 characterized in that, when said segquence of reatments comprises heating and cooling, the
heating and cooling atmospheras contain mors than 88% nitrogen.
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The present inveniion relales 10 a process for coating aluminum or aluminugm alloys by hot daping a pant, in particiar of a sirip,
made of stesl containing at least 0.1% by weight of manganesea, in parlicuiar stainless sleal and 7 or alloy,

In general, in order 1o carry oul a metal coating by dipping a steel part, the part 1o de coaled is prepared and 4 s dipped in &
coating bath, that is 1o say here g balh of molten matal,

The preparation of said part generaily comprises a ceraln number of sugceassive ireatments.

Thus, for example, 1o prepare said part, 18 surface is cleaned, it is healed, then i1 is cooled. The cleaning of the surface can be
carried out in pariicular by chemical degreasing ireaiment, by heat ireatment called prehesting, or even by physical {reatment.
intended 1o recrysiaiiize he sieel that makes up the part; i is thus carried out for a period and acoording 1o a determining
ternperature profile for the mechanical properties of said part,

The cooling is intended 1o bring the temperature of the room 1o g temperature close o that of the bath of molten metal) it i
genarally carried out under a jet of cold gas,

When the coating is aluminum-based and the parts to be coated are made of stainiess steal and 7 or alloy, in particular
containing at least §.1% manganese, iLis known how (o prepare the part, in particular the iast ones. stages such as healing and
cocling, under a reducing atmosphere, m particidar containing hydrogen.

Indeed, the part to be coated has on the surface fraces of oxidas of the alioying elements of said slainless steel and / or alloy;
ihe cleaning treatment, in parficular when carried out by prehealing, further oxidizes said surface; it 8 known thal these oxides,
and in particular the chromium axides, can preavent the molten melal of the bath rom properly wetting the surface of ihe strip at
the time of guenching, which is delrimental 10 the qualily of the coating oblained, in paticular at the level of its adherence {0 the
plece and its geometric homogensity,

This arangement concarmning the atmosphere of the preparation treatments is therefore useful for reducing the oxides of the
alloying elemeants of steel in particuiar chromium, which are found on the surface of the parl ¢ be coatad and for significantly
improving the quality of the coating. quenching, especially in ferms of 43 adhesion o e part and its geomelric homogeneily,

Thus, it is known {0 use hydrogan in high proporiions in the cooling and haating aimosphers {0 reduce, al the surface of the part
10 be coated, the oxides initially present or which were formed during the previous treatments of the preparation; but the use of
hydrogen has senous ensonomic and safely drawbacks,

French patent nD2 884 817 filed on 87/16/80 in the names of the companies SOLLAC and UGINE 8A desoribes such a process
and has {he advantage, compared with the pronesses of the prior an, of avoding the use of atmospheres reducing agents
containing high proportions of hivdrogen, during the preparation of a part 1o be coated, in particuiar daring cooling.

This document descnbes a preparalion process for the dipping aluminum coaling of a stainless stes! strip in which said strip is
greheated in a non-oxidizing atmosphere at a lemparature iower than in the prior an, sald strip is heated. in 3 non-oxidizing
aimosphare, which may be reducing and coniain hydrogen, and said strip is cooled in g non-reactive atmosphers, such as
nitrogen, and which may coniain hydrogen.
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Thus, thanks to a lower temperature and a non-oxidizing atmosghere during preheating, the formation of oxides at the
surface of the strip s Hmited and the subseguent treatments can advaniageously be carried out under less raducing
atmospheres, therefore containing less hydrogen than those commonly used previcusily, whie oblaining an aluminum
aeating of good quality, in particular of good adhasion and gond homogeneity,

However, in this process, the counterparnt of the lower temperature and tne non-oxidizing almosphere of the preheating can
e a reduction in the gually of cleaning, i particular when bodiss fouling the suwrface of the part, in particular fatty
suhstances, do not. are not completely decomposad under these new prahisating conditions.

It may also be necessary o extand the duralion of the prehealing treatiment in order o oblain a sufficlent guality of the
cleaning, but this extension of the duration of the treatment is delrimental {0 the productivity,

Furthermore, in particalar for heating and cooling treatments, it is ofien necessary © use hydrogen, although obhviously in
smatior proportions than before; the drawbacks linked o the use of hydrogen, and which relate 1o the safety and cost of the
insiaiistions, have therefore not baen completely sliminated,

The obiect of the invention is {o avoid the use of nydrogen during the preparation of a part, in particular of a strip, made of
stainiess steal and 7/ or alloy containing at ileast §.1% of manganese for a coating with hardened aluminum or aluminum
alloys.

The ohiect of the invention s also 1o faciiiale the carrying out of the preparation treaiments of such a strip, and i particular
10 ensure buh ihe guality of ihe cleaning and ih») productivily,

To inis end, the invention relates 10 & process for coating aluminum or aluminum alioy by hot dipping a pan, in particular a
strig, made of stee! containing at ieast 9.1% by welght, manganese, i particular stainiess stesl and ¢ or alloy 1 which the
strip s prepared before coating according 1o a sequence of tregiments carried out under a controlled atmosghere then the
strip is dippad in & bath of aluminum or moiten aluminum alioy, characterized in that said atmospheres are all non-reduscing.

The process according to the invention may inciude one or more of the foliowing characteristics -~ the hydrogen
concentrations in the stmoespheras of said treatments are all less than or equal {o 4%, - said freatments are hast reatments,
- when saxd sequence of treatments comprises heating and On cooling, the heating and cooling atmoaspherss contain more
ihan 88% niirogen.

The inveniion will now e described in more delall with reference 1o the appended figure, which shows a schematic view of
an insiafiation for pregaring and an instatlation for sentinunusly dipping 8 metal sirip.

As shown in the singie Figure, the continuous preparation instaliation designated as a whole by the reference 1 comprises -
a preheating fummace 2, - @ heat treatment fumace §, - a cooling chamber 4, Sald praparation installation s installed
upstream of a dip coating instaligtion designated as & whole by the reference 5 i comprises fape support rollers 17
distributed throughout the insialialion and which define the tape path.

The dip coaling plant 5 is known in seif and will not be describad here in detall, in a conventional manner, it comprises a
soaking container coniaining the coating bath 8, compoesed of aluminum or of molten aluminum alloy, and apin gjectors 7.

The preheating fumace 2 is a dires! flame furmace comprising an ai inlel 3, bumer ramps 8 aranged on either side of the
strip patn, and a chimney 10 for evacuaiing the gases, i particular combustion, | the preheating fumace 2 alse comprises a
strig inlet 11 and a sirip oulle! 12 opening directly into the haat reaiment fumace 3.

The heat treatment fumace 3 nas radiant tubes and a controlled atmosphere, in pardicular by a treatment gas inlel 13 is
cutiet opens directly into the cooling chambear 4,

Trae cooling chamber 4 is provided with cooling gas ejector ramps 14 arranged on either side of the sirip path, the eieciors of
which arg orented towards the strip paih; the cooling chamber 4 18 aiso provided with a2 gas discharge chimney 15 and
spens out via a strip outlet channel 18 balow the level of the free surface of the Bauid metal § of the ceating installation &
The praparation installation also comprises means for measuring the temperature of the atmosphers and of the slrip, means
for measuring the dew points and for controfiing the humidity level which are installed in the preheating furmnace 2, the heat
reatment furmnace 3, and the conling chamber 4; these means ars Known in themsebves and are not shown hera,

The cooling gas sjector ramps 14 and the treatment gas inlet 13 are connectad to gas supply means which are not shown
hare.

In order to proceed with the dip coating of a strip B of stainless steel and 7 or alfioy containing at least §.1% manganese, said
strip is prepared according o the following sequence - said strip is preheated detweaen the burner ramps ¥ of the preheating
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firnace 2 supplied in excess of at least 2% of fuel relative 1o the stoichiometric combustion condiions in a non-oxidizing
atmosphere, the temperaiure of which is generally batwean 300800 and 12000C; in this way, the lempearature of the strip
al the outlet of the preheating oven 2 is higher than the decomposition temperaiure of the bodies fouling the surfage of
ihe strig, in particular of the falty substances, and generaily between 4000C and 70000, ine surface of said sirip is then
cleaned.

- Said strip is heatireated i the heat reaiment furnace 3 for a time sufficient for the measured temperature of said strip
at the outlet of the heat reatment furmace 3 {0 be greater than the recrystallization temperature of the stainless and 7 or
alloy steel of the strip, that i3 10 say generaily between 75000 and 85000, and to oblain the required mechanical
groperiies of the stnp; the temperature of the atmosphers of the neat ireatment furnace 8 therefore established hebween
S50 and 1R00GC and, moreover, iis dew point belwesn -450C and 2550,

Said heat treatment 8 carmead out under a aon-reducing atmosphere; by means of the gas supply means, a non-reducing
treatiment gas, here nitrogen containing less than .19 hydroegen, s injectad into the heat treatiment fumaca 3 through
the gas inlet 13 at a fiow rate such that said furnace 3 is in overpressure with respect 1o the preheating fumace 2 and to
the cooling chamber 4,

Without departing from the invention, it is possible 1o use nitrogen containing 4% hydrogen as the treatment gas; even at
these concantrations, the use of hydrogen does in fact present no drawback with regard 10 the safely and the cost of the
instaiiations.

- Said strip s cooled bhehween the cooling gas ejector ramps 14 in the cooling chamber 4 under a non-reducing
aimosghere; thanks 1o the gas supply means, the ramps 14 are in fact supphed wiln non-reducing cooling gas, hers
pittogen at ampient temperature containing less than §.1% of hydrogen, at a flow rate such as the measured
ternperature of the strip at the outlet of said chamber 4 15 close 1o that of the molten metal bath 8, i generally between
7000 and 7O00C, the dew point i5 set betwaen -300C and -150C.

The cooling and, in part, freatment gases are discharged through the exhaust chimney 15 The other part of the
treatmeant gases is discharged through the axhaust chimney 10 of the prehesting fumace 2.

The strip emerges from the preparation installation 1 through the outiet channel 186 of the cooling chamber 4 and
therefore immediately soaks in the bath of liquid metal § of the coating installation 5.

Thus, during the prepargtion of the sirip for the coating, since there s no uppar {imit temperature for preheating, i is
advaniageously possidle 16 proceed at a higher temperature 10 ensure both the quality of cleaning and good productivity,

Tnus also, when oreparing the sirip for coating, the use of nydrogen and the drawbacks associated with #s use, in terms
of safety and costs, are completely avoided,

The conduct of the sirip preparation treatments for dip coating s greatiy faciiiiated,

Afier the strin has been prepared, the sirip is then dip coated according 10 a method Known per se which is not described
here v detaill; in particiian e wiper ejeciors 7 are adiusied o obiain the desired costing thickness, for example
approximaliely twenty micromatars,

The Apglicant has sarprisingly ohserved thal, while the slrip praparation ireatments were all carried oul in ihe absence of
hydrogen and in a non-reducing atrmosphere, the aluminum or aluminum alloy coating produced by dipging according ©
methods known from elsewhere exhibit good geometric nomogeneity and good adhesion 1o the strip B of stainless steel
and f or alioy providad that said steel containg at feast §1% manganasea; this resull is all the more surprising since the
preparation conditions are neither able 1o complelely prevent the formation of oxides, nor even 1o reduce them al the
surface of the strip.

Zxample 1. An alloy steel strip with a thickness of T mm 18 taken, the manganese content of which is 6.178%.
The otner alloying eiements are in particular SEG37% - Cr0.84% - Al 0.8% - T §.32% - Ny 0.21%.

Using the installation dascribed above, the invention is camied oul under the following preparation and coating conditions
. Preheating fumace 2 - stvip femperature at the fumace oulist; 85004,

Heating furnace 3 - strip lemperature at the furnace outlet 8500 €.
~ composition of the atmosphere: Nitrogen.
~ dew pointy -360C,

ArcelorMittal Ex. 2016
3 of 4 P3gp dR83Pf1430am



2720079-Desc-en http://translationportal .epo.org/emtp/translate/? ACTION=description-retr. ..

Cooling chamber 4 - strip temperature at the chamber outlet; 8300C,
- composition of the almaosphere: Mitrogen.

- dew point: -250C,

Coating bath 8 - compaosdion: Al 87.6% - 81 8.1% - Fe) 3.3%.

- immersion Hime: 3 s

The spin ejectors 7 are adjusted {0 ioad the strip of approximately 120 g/ m2 on the double side with a coating which
has the following composition: Al 88.8% - 81 8% - Fa: 7.2%.

The adhesion and the thickness homogenelty of the coating are then measured by the following methods -
Standardized adhesion test ASTM No. A 483 488 the method consists of foiding at 1800 ° €. a sample of coated
strip 1o a diameisr corresponding t© two times the thickness of the sampie,; the test is postive F no chipping of the
poating can be detented after bending.

The adhesion tests caried out on samples of the strip, thus prepared and coated according lo the invention, are
positive,

- Coating thickness or lead measuremeni acoording b ASTM standard nQA 428-88 ine mathod is based on
measuring the weight of several samples before and after chemical stripping of the coating.

The ioad measuremants camed oul on three samples of the strip, thus prepared and coated according to the
invention, give results 120 g/ md; 123 g/ mZ; 121 g/ md .. and correspond 1o good homogeneity.

Example 2 A 1.4 mmn thick 5177 stainless stes! stiip is taken, the manganese oontent of which is §.45%.
Tna other alloving elements are in particalar, ©n 17.7% - 81 0.44% - T 0.29% - Nb: §0.82%.

Using the instaliation descoribed above, the imvention s camed out under the same preparation and ooaling
conditions as in Example 1.

The spin ejaclors 7 are adjusted o load ihe sing of approxdmately 120 g/ m2 on the doubie sida with a coating which
ntas the following composition: Al 88.8% - 51 8% -~ Fe: 7.2%.

Tha adhesion and the thickness homogeneily of the coaling are then measured by the same methods 38 i Txampls
1 - The adhesion tests caried out on sampies of the strip, thus prepared and coated according 1o the invention, are
positive,

- The igad measurements cairiad oul on three samples of the strip, thus prepared and coated according 1o the
nvention, give resulls 122 ¢/ m2; 124 g/ m2; 121 g/ m2 ... and correspond {0 gond homogeneaity.
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Procédé de revétement d’aluminium par trempe & chaud d’une piéce, notamment d’une bande, en acier
contenant au moins 0,1 % en poids de manganese, notamment en acier inoxydable et/ou allié.

Dans ce procédé, on prépare la bande avant le revéte-
meént suivant une séquence de traitements sous atmosphe-
res toutes non réductrices puis on trempe la bande dans un
bain d'aluminium ou d'alliage d’aluminium fondu.
Simplification et sécurité de la préparation pour le revéte-
ment au trempé.
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La présente invention est relative 3 un procédé de revétement
d’aluminium ou d'alliages d'aluminium par trempé a chaud d'une piéce,
notamment d'une bande, en acier contenant au moins 0,1% en poids
de manganése, notamment en acier inoxydable et/ou allié.

D'une maniére générale, pour procéder a un revétement métallique
au trempé d'une piéce en acier, on prépare la piéce a revétir et on la
trempe dans un bain de revétement, c'est a dire ici un bain de métal
fondu.

La préparation de ladite piéce comporte généralement un certain
nombre de traitements successifs.

Ainsi par exemple, pour préparer ladite piéce, on nettoie sa surface,
on la chauffe , puis on la refroidit .

Le nettoyage de la surface peut é&tre notamment réalisé par
traitement chimique de dégraisssage, par traitement thermique appelé
préchauffage, voire par traitement physique .

Le chauffage est destiné 3 recristalliser ['acier qui compose la piéce
; il est ainsi effectué pendant une durée et selon un profil de température
déterminant pour les propriétés mécaniques de ladite piéce.

Le refroidissement est destiné a ramener la température de la piéce
a une température proche de celle du bain de métal fondu ; elle est
généralement conduite sous jet de gaz froid.

Lorsque le revétement est a base d'aluminium et que les piéces a
revétir sont en acier inoxydable et/ou allié, notamment contenant au
moins 0,1 % de manganése, il est connu de réaliser la préparation de la
piéce, en particulier les derniéres étapes comme le chauffage et le
refroidissement, sous une atmosphére réductrice, notamment contenant
de I'hydrogéne.

En effet, la piéce a revétir présente en surface des traces d'oxydes
des éléments d'alliages dudit acier inoxydable et/ou allié ; le traitement de
nettoyage, en particulier lorsqu’il est réalisé par préchauffage, oxyde
encore davantage ladite surface ; il est connu que ces oxydes, et en
particulier les oxydes de chrome, peuvent empécher le métal fondu du
bain de mouiller convenablement la surface de la bande au moment du
trempé, ce qui est préjudiciable a la qualité du revétement obtenu,
notamment au niveau de son adhérence a la piéce et de son homogénéité

géométrique.
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Cette disposition concernant ['atmosphére des traitements de
préparation est donc utile pour réduire les oxydes des éléments d'alliages
de I'acier, notamment de chrome, qui se trouvent 3 la surface de la piéce
a revétir et pour améliorer sensiblement la qualité du revétement au
trempé, notamment au niveau de son adhérence a la piéce et de son
homogénéité géométrique.

Ainsi, il est connu d'utiliser de I'hydrogéne en fortes proportions
dans I'atmosphére de refroidissement et de chauffage pour réduire, a la
surface de la piéce A revétir, les oxydes initialement présents ou qui se
sont formés lors des traitements précédents de la préparation ; mais
I'utilisation d'hydrogéne présente de graves inconvénients économiques
et de sécurité.

Le brevet frangais n°2 664 617 déposé le 16/07/90 aux noms des
Sociétés SOLLAC et UGINE S.A. décrit un tel procédé et présente
I'avantage, par rapport aux procédés de I'art antérieur, d'éviter
I'utilisation d'atmosphéres réductrices contenant de fortes proportions
d'hydrogéne, lors de la préparation d'une piéce a revétir, en particulier au
moment du refroidissement.

Ce document décrit un procédé de préparation pour le revétement
d'aluminium au trempé d'une bande d'acier inoxydable dans lequel on
préchauffe ladite bande dans une atmosphére non oxydante 38 une
température plus basse que dans ['art antérieur, on chauffe ladite bande
dans une atmosphére non oxydante, pouvant étre réductrice et contenir
de I'hydrogéne, et on refroidit ladite bande dans une atmosphére non
réactive, comme de I'azote, et pouvant contenir de I'hydrogéne.

Ainsi, grace a une température plus basse et une atmosphére non
oxydante au préchauffage, on limite la formation d'oxydes a la surface de
la bande et on peut avantageusement effectuer les traitements ultérieurs
sous des atmosphéres moins réductrices, donc contenant moins
d'hydrogéne que celles couramment utilisées auparavant, tout en
obtenant un revétement d'aluminium de bonne qualité, en particulier de
bonne adhérence et de bonne homogénéité.

Néanmoins, dans ce procédé, la contrepartie de la température plus
basse et de I'atmosphére non oxydante du préchauffage peut étre une
diminution de la qualité du nettoyage, en particulier lorsque des corps
encrassant la surface de la piéce, notamment des corps gras, ne sont pas
totalement décomposés dans ces nouvelles conditions de préchauffage.
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Il peut étre également nécessaire de prolonger la durée du
traitement de préchauffage pour obtenir une qualité suffisante du
nettoyage, mais cet allongement de la durée du traitement est
préjudiciable a la productivité.

Par ailleurs, notamment pour les traitements de chauffage et de
refroidissement, il reste souvent nécessaire d'utiliser de I"hydrogéne, bien
qu'évidemment en plus faibles proportions qu'auparavant ; on n'a donc
pas totalement supprimé les inconvénients lié¢ a I'utilisation d'hydrogéne,
et qui concernent la sécurité et le colt des installations.

L'invention a pour but d'éviter I'utilisation d'hydrogéne lors de la
préparation d'une piéce, notamment d'une bande, en acier inoxydable
et/ou allié contenant au moins 0,1 % de manganése pour un revétement
au trempé d’aluminium ou d’alliages d'aluminium.

L'invention a également pour but de faciliter la conduite des
traitements de préparation d'une telle bande, et en particulier d'assurer a
la fois la qualité du nettoyage et la productivité.

A cet effet, I'invention a pour objet un procédé de revétement
d'aluminium ou d'alliage d'aluminium par trempé a chaud d'une piéce,
notamment d'une bande, en acier contenant au moins 0,1% en poids de
manganése, notamment en acier inoxydable et/ou allié dans lequel on
prépare la bande avant le revétement suivant une séquence de
traitements effectués sous atmosphére contrblée puis on trempe la bande
dans un bain d'aluminium ou d'alliage d‘'aluminium fondu, caractérisé en
ce que lesdites atmosphéres sont toutes non réductrices.

Le procédé suivant I'invention peut comporter une ou plusieurs des
caractéristiques suivantes :

- les concentrations en hydrogéne des atmosphéres desdits
traitements sont toutes inférieures ou égales 3 4 %,

- lesdits traitements sont des traitements thermiques,

- lorsque ladite séquence de traitements comporte un chauffage et
un refroidissement, les atmosphéres de chauffage et de refroidissement
contiennent plus de 96 % d'azote.

L'invention va maintenant étre décrite plus en détail en regard de la
figure annexée , qui représente une vue schématique d'une installation de
préparation et d'une installation de revétement au trempé en continu
d'une bande métallique.
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Comme représenté a la Figure unique, l'installation de préparation
en continu désignée dans son ensemble par la référence 1 comprend :

- un four de préchauffage 2,

- un four de traitement thermique 3,

- une chambre de refroidissement 4,

Ladite installation de préparation est installée en amont d'une
installation de revétement au trempé désignée dans son ensemble par la
référence 5 ; elle comporte des rouleaux-support de bande 17 répartis
dans toute l'installation et qui définissent le chemin de bande.

L'installation de revétement au trempé 5 est connue par elle-méme
et ne sera pas décrite ici en détail ; d'une maniére classique, elle
comporte un récipient de trempage contenant le bain 6 de revétement,
composé d'aluminium ou d'alliage d'aluminium en fusion, et des éjecteurs
d'essorage 7.

Le four de préchauffage 2 est un four a flamme directe comportant
une entrée d'air 8, des rampes de brileurs 9 disposées de part et d'autre
du chemin de bande, et une cheminée 10 d'évacuation des gaz, en
particulier de combustion ; le four de préchauffage 2 comporte encore
une entrée de bande 11 et une sortie de bande 12 débouchant
directement dans le four de traitement thermique 3.

Le four de traitement thermique 3 est a tubes radiants et a
atmospheére contrblée, en particulier par une entrée de gaz de traitement
13 ; sa sortie débouche directement dans Ila chambre de
refroidissement 4.

La chambre de refroidissement 4 est dotée de rampes d'éjecteurs
de gaz de refroidissement 14 disposées de part et d'autre du chemin de
bande, dont les éjecteurs sont orientés vers le chemin de bande ; la
chambre de refroidissement 4 est également dotée d'une cheminée
d'évacuation des gaz 15 et débouche par un canal de sortie de bande 16
sous le niveau de la surface libre du métal liquide 6 de I'installation de
revétement 5.

L'installation de préparation comporte également des moyens de
mesure de température de l'atmosphére et de la bande, des moyens de
mesure des points de rosée et de contrdéle du taux d'humidité, qui sont
installés dans le four de préchauffage 2, le four de traitement thermique
3, et Ia chambre de refroidissement 4 ; ces moyens sont connus en eux-
mémes et ne sont pas représentés ici.
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Les rampes d'éjecteurs de gaz de refroidissement 14 et I'entrée de
gaz de traitement 13 sont reliés &8 des moyens d'alimentation en gaz qui
ne sont pas représentés ici.

Afin de procéder au revétement au trempé d'une bande B d'acier
inoxydable et/ou allié contenant au moins 0,1% de manganése , on
prépare ladite bande selon la séquence suivante :

- on préchauffe ladite bande entre les rampes de brileurs 9 du four de
préchauffage 2 alimenté en excés d'au moins 2 % de carburant par
rapport aux conditions stoechiométriques de combustion dans une
atmosphére non oxydante dont la température est généralement située
entre 800°C et 1300°C ; de cette maniére, la température de la bande a
la sortie du four de préchauffage 2 est supérieure a la température de
décomposition des corps encrassant la surface de la bande, notamment
des corps gras, et généralement située entre 400°C et 700°C ; la surface
de ladite bande est alors nettoyée.

- on traite thermiquement ladite bande dans le four de traitement
thermique 3 pendant une durée suffisante pour que la température
mesurée de ladite bande a la sortie du four de traitement thermique 3 soit
supérieure a la température de recristallisation de I'acier inoxydabie et/ou
allié de la bande, c'est a dire en général comprise entre 750°C et 950°C,
et pour obtenir les propriétés mécaniques requises de la bande ; on établit
donc la température de I'atmosphére du four de traitement thermique
entre 850°C et 1000°C et, par ailleurs, son point de rosée entre -45°C et
-25°C.

On effectue ledit traitement thermique sous une atmosphére non
réductrice ; grdce au moyen d'alimentation en gaz, on injecte dans le four
de traitement thermique 3 par I'entrée de gaz 13 un gaz de traitement non
réducteur, ici de |'azote contenant moins de 0,1% d’'hydrogéne, 3 un
débit tel que ledit four 3 soit en surpression par rapport au four de
préchauffage 2 et a la chambre de refroidissement 4.

Sans se départir de I'invention, il est possible d'utiliser comme gaz de
traitement de ['azote contenant 4% d'hydrogéne ; méme a ces
concentrations, I'utilisation d'hydrogéne ne présente en effet aucun
inconvénient quant a la sécurité et au co(t des installations.

- on refroidit ladite bande entre les rampes d'éjecteurs de gaz de
refroidissement 14 dans la chambre de refroidissement 4 sous une
atmosphére non réductrice ; grdce aux moyens d'alimentation en gaz, on
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6
alimente en effet les rampes 14 en gaz de refroidissement non réducteur,
ici de I'azote & température ambiante contenant moins de 0,1%
d'hydrogéne, a un débit tel que la température mesurée de la bande a la
sortie de ladite chambre 4 soit proche de celle du bain de métal fondu 6,
c'est A dire en général comprise entre 670°C et 700°C ; on régle le point
de rosée entre -30°C et -15°C.

Les gaz de refroidissement et, en partie, de traitement s'évacuent par la
cheminée d'évacuation 15 ; I'autre partie des gaz de traitement s'évacue
par la cheminée d'évacuation 10 du four de préchauffage 2.

La bande ressort de l'installation de préparation 1 par le canal de sortie
16 de la chambre de refroidissement 4 et trempe donc immédiatement
dans le bain de métal liquide 6 de 'installation de revétement 5.

Ainsi, lors de la préparation de la bande pour le revétement,
puisqu'il n'y a pas de température limite supérieure de préchauffage, on
peut avantageusement procéder a une température plus élevée pour
assurer a la fois la qualité du nettoyage et une bonne productivité.

Ainsi également, lors de la préparation de la bande pour le
revétement, on évite totalement |['utilisation d'hydrogéne et les
inconvénients liés a son utilisation, aux plans de la sécurité et des coqts.

La conduite des traitements de préparation de la bande pour le
revétement au trempé est largement facilitée.

Aprés la préparation de la bande, on procéde ensuite au revétement
au trempé de la bande selon un procédé connu en lui-méme qui n'est pas
décrit ici en détail ; on régle en particulier les éjecteurs d'essorage 7 pour
obtenir I'épaisseur de revétement souhaitée, par exemple de environ vingt
micromeétres.

La Demanderesse a constaté avec surprise que, alors que les
traitements de préparation de la bande ont tous été conduits en I'absence
d’hydrogéne et en atmosphére non réductrice, le revétement d'aluminium
ou d'alliage d'aluminium réalisé au trempé selon des méthodes connues
par ailleurs présente une bonne homogénéité géométrique et une bonne
adhérence sur la bande B d'acier inoxydable et/ou allié 38 condition que
ledit acier contienne au moins 0,1 % de manganése ; ce résultat est
d'autant plus surprenant que les conditions de préparation ne sont aptes
ni & empécher totalement la formation d'oxydes, ni méme a les réduire a
la surface de la bande.
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Exemple 1 :
On prend un bande d'acier allié d'épaisseur 1 mm dont la teneur en

manganése est de 0,178 %.

Les autres éléments d'alliage sont notamment : Si : 0,37 % - Cr :
0,84%-Al:09%-Ti:032%-Nb:0,21 %.

En utilisant !'installation décrite ci-dessus, on procéde selon
I'invention dans les conditions suivantes de préparation et de
revétement :

. Four de préchauffage 2 :

- température de bande en sortie de four : 650°C.
. Four de chauffage 3 :

- température de bande en sortie de four : 850°C.

- composition de I'atmosphére : Azote.

- point de rosée : -30°C.

. Chambre de refroidissement 4 :

- température de bande en sortie de chambre : 680°C.
- composition de I'atmosphére : Azote.
- point de rosée : -25°C.

. Bain de revétement 6 :

- composition : Al : 87,6 % - Si: 9,1 % - Fe : 3,3 %.
- durée d'immersion : 3 s.

On régle les éjecteurs d'essorage 7 pour charger la bande de
120g/m2 environ en double face d'un revétement qui présente la
composition suivante : Al : 86,8 % -Si: 6 % -Fe : 7,2 %.

On mesure ensuite I'adhérence et I'homogénéité en épaisseur du

revétement par les méthodes suivantes :
- Test d'adhérence normalisé ASTM n°® A 463 488 : la méthode consiste
au pliage a 180°C d'un échantillon de bande revétue selon un diamétre
correspondant a deux fois I'épaisseur de |I"échantillon ; le test est positif si
aucun écaillage du revétement ne peut étre décelé aprés pliage.

Les tests d'adhérence effectués sur des échantillons de la bande,
ainsi préparée et revétue selon I'invention, sont positifs.

- Mesure d'épaisseur ou de charge de revétement selon la norme ASTM
n°A 428-99 : la méthode est basée sur la mesure de poids de plusieurs
échantillons avant et aprés décapage chimique du revétement.

Les mesures de charge effectuées sur trois échantillons de la
bande, ainsi préparée et revétue selon Il'invention, donnent comme
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résultats : 120 g/m2 ; 123 g/m2 ; 121 g/m2 ... et correspondent a une
bonne homogénéité.

Exemple 2 :

On prend un bande d'acier inoxydable F17T d'épaisseur 1,4 mm
dont la teneur en manganése est de 0,45 %.

Les autres éléments d'alliage sont notamment : Cr : 17,7 % - Si :
0,44 % -Ti:0,29 % - Nb : 0,62 %.
En utilisant l'installation décrite ci-dessus, on procéde selon l'invention
dans les mémes conditions de préparation et de revétement que dans
I'exemple 1.

On régle les éjecteurs d'essorage 7 pour charger la bande de
120 g/m2 environ en double face d’'un revétement qui présente la
composition suivante : Al : 86,8 % -Si: 6 % -Fe : 7,2 %.

On mesure ensuite ['adhérence et I'"homogénéité en épaisseur du
revétement par les mémes méthodes que dans I'exemple 1 :
- Les tests d'adhérence effectués sur des échantillons de la bande, ainsi
préparée et revétue selon l'invention, sont positifs.
- Les mesures de charge effectuées sur trois échantillons de la bande,
ainsi préparée et revétue selon l'invention, donnent comme résultats :
122 g/m2 ; 124 g/m2 ; 121 g/m2 ... et correspondent & une bonne
homogénéité.
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REVENDICATIONS

1.- Procédé de revétement par trempé a chaud d'une piéce,
notamment d'une bande, en acier contenant au moins 0,1% en poids de
manganése, notamment en acier inoxydable et/ou alli€ dans lequel on
prépare la bande avant le revétement suivant une séquence de
traitements effectués sous atmosphére contrélée puis on trempe la bande
dans un bain d'aluminium ou d'alliage d'aluminium fondu, caractérisé en
ce que les atmospheéres desdits traitements sont toutes non réductrices.

2.- Procédé selon la revendication 1 caractérisé en ce que les
concentrations en hydrogéne des atmosphéres desdits traitements sont
toutes inférieures ou égales a 4 %.

3.- Procédé selon la revendication 1 ou 2 caractérisé en ce que
lesdits traitements sont des traitements thermiques.

4.- Procédé selon la revendication 3 caractérisé en ce que, lorsque
ladite séquence de traitements comporte un chauffage et un
refroidissement, les atmosphéres de chauffage et de refroidissement
contiennent plus de 96 % d'azote.

ArcelorMittal Ex. 2016
Page 1052 of 1430



11

2720079

M~
P

A\

JiA

I

JiA)

/I\

Q
Q
O

O C O
*l-/“w

=

@ ﬂ/"’
D ;
\
> <
| ==l
= | <=
o =" | <=
L\ S UQ OU
-
' 4 : I
m\/f

ArcelorMittal Ex. 2016
Page 1053 of 1430



REPUBLIQUE FRANCAISE 2720079
RAPPORT DE RECHERCHE N oy
INSTITUT NATIONAL PRELIMINAIRE
dela Etabii sur 1a base des dernid icati FA 499504
PROPRIETE INDUSTRIELLE dépostes avant le commencement de la recherche FR 9406239
DOCUMENTS CONSIDERES COMME PERTINENTS l-lﬂ"-l
Cltation ._m“--.—'l ds la demands
des partiss purtinestes examinde
A AU-B-24 455 (JOHN LYSAGHT) 1-4
* page 6, ligne 30 - ligne 33 *
* page 8, ligne 24 - ligne 31;
revendications 1,7; figures 1,4 *
A FR-A-2 086 302 (N.V. BEKAERT) 1-4
* page 4, ligne 1 - ligne 16 *
* page 5, ligne 23 - ligne 27;
revendications 1-3 *
A GB-A-676 198 (MICHEL ALFERIEFF) 1-4
*document entier*
A PATENT ABSTRACTS OF JAPAN 1-4
vol. 14, no. 17 (C-675) 16 Janvier 1990
& JP-A-01 259 153 (NIPPON STEEL CORP) 16
Octobre 1989
* abrégé *
A PA‘I 5 s 1013(?:-022'),”1‘0 Juill 1981 -
vol. 5, no. uillet DOMAINES
& JP-A-56 047 554 (NISSHIN STEEL) 30 Avril SeciacE Gl
1981 C23C
* abrégé *
A,D |EP-A-0 467 749 (SOLLAC) 1-4
= pevendications 1,4,12 *
US-A-4 210 097 (FRED BYRD)
A GB-A-2 001 105 (ARMCO STEEL CORPORATION)
PATENT ABSTRACTS OF JAPAN
vol. 9, no. 5 (C-260) 10 Janvier 1985
& JP-A-59 157 266 (KAWASAKI SEITETSU) 6
Septembre 1984
* abrégé *
1
Date & sshivamant ds lo sushesshe Bemninsiesr
i 29 Décembre 1994 Elsen, D
X : particullivement pertinent i Jui senl " i In date de dipit ot qui ¥'s iob o'l cte dutn
§| NEREEERE e —— | LRSI
! A:leml’-—-w L : cith powr
asvidve-plan tachnaingiqus ginisel
g g:wx & : memive de ls mine famille, documant corsespendant

ArcelorMittal Ex. 2016
Page 1054 of 1430



(12) PATENT ABRIDGMENT  (11) pocument No. AU-B-39425/89
(19) AUSTRALIAN PATENT OFFICE (10) Acceptance No. 622697

(54)

Title
HOT DIP ALUMINUM COATED CHROMIUM ALLOY STEEL

International Patent Classification(s)

(51)* C23C002/02 €23C002/12

(21)
(43)
(44)
@)

(72)

(74)
(56)

(57)

Application No. : 39425/89 (22) Application Date : 08.08.39
Publication Date : 08.02.90
Publication Date of Accepted Application : 16.04.92

Applicant(s)
AK MANAGEMENT CORPORATION

Inventor(s)
STEVEN L. BOSTON; RICHARD A. COLEMAN; FARREL M. KILBANE; DANNY E. LEE; WILLIAM R.
SEAY

Attorney or Agent o
SPRUSON & FERGUSON , GPO Box 3898, SYDNEY NSW 2001

Prior Art Documents
AU 592437 72930/87 €23C2/12

Claim

1. A method of contirucus hot dip coating a steel strip with

aluminium, comprising the steps of:

heating a ferritic chromium alloy steel strip to a temperature
no greater than about 650°C by direct combustion of fuel and air
wherein the gaseous products of said combustion have no free
oxygen,

further heating said strip to a temperature of at least about
830°C,

cooling ~=zid strip to a temperature no less than the melting
point of an aluminium coating metat,

passing said strip through a prote¢tive atmosphere having at
Teast about 95% by volume hydrogen,

dipping said strip into a molten bath of said coating metal to
deposit a coating layer on said strip,

satd coating layer being substantially free of uncoated areas
and tightly adherent to said strip.

3
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ABSTRACT OF THE DISCLOSURE

Continuous hot dip aluminum coated ferritic chromium alloy
steel strip. Strip is cleaned by heating to a temperature no greater
than about 650°C in a direct fired furnace. The cleaned strip is
further heated in a protective atmosphere containing at least 95%
by wvolume hydrogen, cooled in the protective hydrogen
atmosphere to near or slightly above the melting point of an
aluminum coating metal, and passed into a bath of the aluminum
coating metal. The low direct fired furnace cleaning temperature
and hydrogen protective atmosphere provides good wetting of a
chromium alloy steel surface to prevent uncoated areas or pin

holes in the aluminum coated layer.
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HOT DIP ALUMINUM COATED CHROMIUM ALLOY STEEL

BACKGROUND OF THE INVENTION

This invention relates to a continuously hot dipped metallic coated
ferritic chromium alloy ferrous base strip and a process to enhance the

wetting of the strip surface with molten aluminum.

Hot dip aluminum coated stee! exhibits a high corrosion resistance to
salt and finds various applications in automotive exhaust systems and
combustion equipment. In recent years, exhaust system requirements have
increased with respect to durability and aesthetics. For this reason, there
has become a need to increase high temperature oxidation resistance and
salt corrgsion resistance by replacing aluminum coated low carbon or low
alloy steels with aluminum coated chromium alloy steels. For high
temperature oxidation, at least pant of the aluminum codiing layer can be
diffused into the iron base by the heat during use to form an Fe-Al alloy
layer. If uncoated areas are present in the aluminum coating layer,
accelerated oxidation leading to a perforation of the base metal may result if

the Fe-Al alloy is not continuously formed on the base metal. For lower

-1A -
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. temperatures, the aluminum coating layer acts as a barrier protection for
atmospheric conditions and as a cathodic coating in high salt environments.
Again, it uncoated areas are present, accelerated corrosion may occur

leading to failure of the coated structure.

It is well known to hot dip metallic coat low carbon steel strip without a
flux by subjecting the strip to a preliminary treatment which provides a clean
surface free of oil, dirt and iron oxide which is readily wettable by the coating
metal. One type of preliminary in-line anneal treatment for low carbon steel

10 is described in U.S. patent 3,320,085 issued to C. A. Turner, Jr. The Turner
process, also known as the Selas process, for preparation of low carbon

steel strip for hot dip metallic coating includes passing the strip through a

3
teea

e e

et f direct fired furnace having an atmosphere heated to a temperature of at least
SR 2400°F (1316°C). The atmosphere is formed from the gaseous products of
15 combustion of fuel and air and has no free oxygen. The fuel-air ratio is

controlled to provide the necessary reducing characteristics for effecting

© cleaning of the stee’i strip. The fuel-air ratio is regulated to provide a slight
¢ excess of fuel so that there is no free oxygen but excess combustibles in the.
form of carbon monoxide and hydrogen. Maintaining a furnace atmosphere

20 of at least 1316°C having at least 3% excess combustibles is reducing to

‘ steel up to 1700°F (927°C). Turner teaches his cleaned strip is then passed
through a sealed delivery duct having a neutral or protective atmosphere

prior to passing the cleaned strip into a coating pot. For coating with molten

zinc, Turner teaches heating the strip up to 1000°F (538°C). For coating

1 25 with molten aluminum, Turner teaches heating the strip within the
temperature range of 1250-1300°F (677-704°C) in the direct fired furnace

since the atmosphere is still reducing to the steel at these temperatures.

t

i
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Modern direct fired furnaces include an additional furnace section
normally heated with radiant tubes. This furnace section contains the same
neutral or reducing protective atmosphere, e.g. 75% nitrogen - 25%

5 hydrogen, as the delivery duct described above.

U.S. patent No. 3,925,579 issued to C. Flinchum et al describes an in-
line pretreatment for hot dip aluminum coating low alloy steel strip to
enhance wettability by the coating metal. The steel contains one or more of

10 up to 5% chromium, up to 3% aluminum, up to 2% silicon and up to 1%
o titanium, all percentages by weight. The strip is heated to a temperature
) above 1100°F (593°C) in an atmosphere oxidizing to iron to form a surface
: oxide layer, further treated under conditions which reduce the iron oxide
‘ whereby the surface layer is reduced to a pure iron matrix containing a

15 uniform dispersion ot oxides of the alloying elements.

The problems associated with nonwetting of aluminum coatings onto

ferritic chromium alloy steel are also well known. Hot dip aluminum coatings
wettabiliby

have pooere&abimy to ferritic chromium alloy steel base metals and

20 normally have uncoated or bare spots in the aluminum coating layer. By

poor adherence is meant flaking or crazing of the coating during bending the

strip. To overcome the adherence problem, some have proposed heat

treating the aluminum coated steel to anchor the coating layer to the base

metai. Others lightly reroll the coated chromium alloy steel to bond the
2S5 aluminum coating. Finally, those concerned about uncoated spots have
generally avoided continuous hot dip coating. Rather, batch type hot dip

coating or spray coating processes have been used. For example, alfer a
- 3 -

%
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chromium alloy stese! article has been fabricated, it is dipped for an extended
period of time within an aluminum coating bath to form a very thick coating

layer.

5 U.S. patent 4,675,214 issued to F. M. Kilbane et al, incorporated
herein by reference, propdses a solution for enhancing the wetting of ferritic
chromium alloy steel strip continuously coated with hot dip aluminum
coatings. The Kilbane process includes cleaning a ferritic chromium alloy

steel and passing the cleaned steel through a protective hydrogen

e ex 10 atmosphere substantially void of nitrogen prior to entry of the steel into an
. ‘ aluminum coating bath. This process resulted in improved wetting of ferritic
e chromium alloy steel so long as the steel was not cleaned by heating to an
el slevated temparature in a diract fired furnace. According 1o Turner, a direct

. fired furnace having an atmosphere with at least 3% combustibles heated to

15 2400°F (1316°C) is reducing to steel up to 1700°F (927°C). Navertheless,

heating ferritic chromium alloy steel at temperatures about 1250°F (677°C)

‘ | and above in a direct fired furnace whose atmcsphere has no free oxygen
T and subsequently passing the steel through a protective atmosphere of
substantially pure hydrogen immediately prior to hot dip coating with

20 aluminum still had large uncoated areas. Not being bound by theory, it is

believed a direct fired furnace atmosphere having no free oxygen doses have

significant oxidizing potential due to the presence of water and apparently is

oxidizing to the chromium contained in a chromium alloy ferrous strip. The

chromium oxide formed on the surface of the strip apparently is not removed

g 25 sufficiently by the protective hydrogen atmosphere prior to entry into the

coating bath thereby preventing complete wetting of the strip surface.

i
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’ BRIEF SUMMARY OF THE INVENTION

The invention relates to a continuous hot dip aluminum coated ferritic

5 chromium alloy steel strip heated in a direct fired furnace by the combustion

of fuel and éir wherein the gaseous products of combustion have no free

oxygen. The surface of the strip is heated to a temperature sufficient to

remove oil, dirt, iron oxide, and the like but below a temperature causing

excessive oxidation of chromium in the strip base metal. The strip is further

10 heated in another furnace portion and is cooled, if necessary, to near or

T slightly above the melting point of an aluminum coating metal. The strip is
then passed through a protective atmosphere of at least 95% by volume

tt

hydrogen and then into a molten bath of the aluminum coating metal to

LI £

deposit a layer of the coating metal on thé strip.

15
It is a principal object of this invention to form hot dip aluminum
2 coated ferritic chromium alloy steels having enhanced wetting by the coating
metal.
20 It is another object of the invention to form a hot dip aluminum coating

on a chromium alloy steel strip cleaned in a direct fired furnace.

itis a further object of the invention to form a hot dip aluminum coating

on a deep drawing chromium alloy steel strip that is annealed in-line on the

25 coating fine.

AP EI
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According to a broad form of the invention, there is provided a
method of continuous hot dip coating a steel strip with aluminium,
comprising the steps of:

heating a ferritic chromium alloy steel strip to a temperature no
§ 5 greater than about 650°C by direct combustion of fuel and air
wherein the gaseous products of said combustion have no free oxygen,
further heating said strip to a temperature of at least about

5

830°C,
cooling said strip to a temperature no less than the melting point
10 of an aluminum coating metal,

passing said strip through a protective atmosphere having at least
about 95% by volume hydrogen,
dipping said strip into a molten bath of said coating metal to
deposit a coating layer on said strip,

15 said coating layer being substantially free of uncoated areas and
tightly adherent to said strip.

The invention is directed to an improvement in or modification of the
invention disclosed and claimed in Australian Patent No. 592437.

One feature of the invention is to clean a ferritic chromium alloy

20 steel strip having enhanced wetting by an aluminium coating by heating the
strip in a direct fired furnace on an aluminum coating line below a
temperature creating excessive oxidation of chromium contained in the strip.

Another feature of the invention is to further heat the cleaned
chromium alloy steel strip to a fully annealed condition in another furnace

25 portion having a protective atmosphere containing at least about 95% by
volume hydrogen.

Another feature of the invention is to supply less than 80% of the
total thermal energy required to fully anneal the deep drawing ferritic
chromium alloy steel strip in the diréct fired furnace of the aluminum

30 coating line.

Another feature of the invention is to maintain the cleaned chromium
alloy steel strip in a protective atmosphere containing at teast about 95%
by volume hydrogen, less than 200 ppm oxygen, and having a dew point less
than +40°F (+4°C) until the cleaned strip is passed into the aluminum

35 coating metal.

Another feature of the invention is to fully anneal and cool the
s \—)’S~TQ
é * A
3R
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