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I, David Ricketts, declare as follows:
I. INTRODUCTION

1. [ am over the age of eighteen (18) and otherwise competent to make
this Declaration.

2. I have been retained by Kangxi Commnication Technologies
(Shangahi) Co., Ltd. (Petitioner) as an independent, technical expert consultant in
this proceeding before the United States Patent and Trademark Office (USPTO). 1
am being compensated at my rate of $725 per hour for my services. No part of my
compensation is dependent on my opinions or on the outcome of this proceeding. |
have no financial interest in any of the parties to this proceeding.

3. This Declaration is in support of the Petition for inter partes review
involving U.S. Patent 9,917,563 (EX-1001), entitled “Apparatus and Methods for
Biasing of Power Amplifiers” and listing Ping Li and Paul T. DiCarlo as the
inventors.

4. For the purposes of this inter partes review as I discuss later, I have
been instructed to assume that the effective filing date of the Claims of the 563
Patent challenged by the Petitioner in inter partes reviews is no earlier than May

13,2011.



5. I understand that, according to USPTO records, the 563 Patent are
currently assigned to Skyworks Solutions, Inc. (“Patent Owner”). I assume for
purposes of this proceeding that Skyworks Solutions, Inc. is the patent owner.

6. The *563 Patent is generally directed to a power amplifiers and
biasing circuits to correct for a variation in gain of a power amplifier. I am
familiar with the technology described in the *563 Patent as of the earliest possible
priority date of May 13, 2011, the filing date of Provisional Application No.
61/486,186.

7. In preparing this Declaration, I have reviewed the *563 Patent (EX-
1001) its prosecution history (EX-1002), as well as the patents and documents
cited herein, and I have considered these documents in light of the general
knowledge in the art as of May 13, 2011. In formulating my opinions, I have
relied upon my experience in the relevant art. I have also considered the viewpoint
of a person of ordinary skill in the art (“POSITA”) in the relevant field, as of May
13,2011, who I describe below (§ V.D). For convenience, the materials I
considered in arriving at my opinions are listed in Appendix A.

8. I have been asked to provide my technical expertise, analysis, insights
and opinions regarding the *563 Patent and relevant references that form the basis

of the arguments set forth in the accompanying Petition for inter partes review of



the ’563 Patent. As described in detail below, I offer the following opinions in this
Declaration:

0. In my opinion, based on my experience, knowledge and consideration
of a POSITA, and in view of the evidence I discuss herein, a POSITA would have
found Claims 14, 15, 17, and 20 of the ’563 Patent to be obvious over Ishimaru in
view of Ichitsubo alone (Ground 1 below) or further in view of Harrison (Ground
2 below) and a POSITA would have been motivated to combine the teachings of
these references.

10.  Unless otherwise indicated, the emphasis in quotations has been
added.

II. QUALIFICATIONS

11. My qualifications for forming the opinions set forth in this declaration
are summarized here and explained in more detail in my curriculum vitae, which is
included as Appendix B. Appendix B also includes a list of my publications and
patents.

12. I am currently Full Professor of Electrical and Computer Engineering
at the North Carolina State University. In my position I conduct research and teach
undergraduate and graduate students in the area of electrical and computer
engineering. The courses I teach include Advanced Analog Integrated Circuit

(“IC”) Design, Radio System Design, Analog Circuit Laboratory and Power



Management IC Design. I also lead a research group that conducts research and
design of electrical and electronic circuits, including millimeter wave and
microwave circuits and systems, wireless power transfer circuits, power electronics
and nano-electronic and nano-photonic devices. I lead research in power
electronics and power conversion integrated circuits. I have served in my current
position since 2012.

13. I have collaborated with numerous industries in power electronics,
wireless power, radio frequency circuits and others. During this time, I worked
with engineers of varying experience, including those with 2-20 years, including
engineers with 5 years of experience.

14.  Prior to my current position, I served as an Assistant Professor of
Electrical and Computer Engineering and held a courtesy appointment in the
Materials Science Department at Carnegie Mellon University from 2006 to 2012. 1
taught undergraduate and graduate device physics, which included photovoltaic
devices.

15. Ireceived my B.S. and M.S. in Electrical Engineering in 1995 and
1997, respectively, from Worcester Polytechnic Institute in Worcester,
Massachusetts. I received my Ph.D. in Electrical Engineering from Harvard

University in Cambridge, Massachusetts in 2006.



16.  Prior to entering academia, I worked as an engineer in private industry
holding several engineering and managerial positions where I developed and
oversaw the development of electrical and electronic circuits, including those
related to power transfer, power conversion, and semiconductor design in wired
and wireless circuits and systems.

17.  From 1995 to 1999, I held a position as an engineer and senior
engineer at American Power Conversion, where I designed uninterruptable power
supplies (UPS), AC-DC and DC-DC converters. The AC-DC converters were
originally developed for solar power grids to convert DC power from solar panels
to AC energy to power homes. The technology also included methods to transfer
energy from the solar panels directly to the grid, as well as microgrid, at home
solar installations and voltage and current inverters. In addition, I worked on AC-
DC and DC-DC converters as well as battery chargers.

18.  From 1999 to 2001, I held a position as a Principal Consultant at
Renaissance Design, Inc., where I designed power management ICs for DC-DC
converters and DC-AC inverters.

19.  From 2000 to 2002, I held a position as a Manager of New Product
Development at ON Semiconductor Corp., where I was responsible for six product
development teams including market analysis, business development, system

design, integrated circuit design and testing. In that role I oversaw the



development of over twenty power management ICs, also known as power ASICs,
in bipolar, CMOS, and BiCMOS technologies. These ICs related to DC-DC
converters among other power electronic circuits.

20.  From 2002 to 2003, I held the position of Advanced System
Engineering Manager at ON Semiconductor Corp., where I directed a team of
system engineers to develop multi-phase power management ICs for Intel and
AMD microprocessors.

21.  In 2006 I received my PhD on the topic of advanced oscillator
topologies and radio frequency integrated circuits. My work on integrated circuit
oscillators was included in the 2008 McGraw-Hill Yearbook of Science and
Technology and discussed in Nature, the pre-eminent science journal. In addition,
my work on advanced materials for circuits included the first Si-Ge shell-core
nanowire oscillator on plastic.

22.  Since 2006, I have conducted research at the forefront of radio
frequency power amplifier design. I have published numerous journal and
conference papers on power amplifiers, with multiple designs being the best
reported in the world at the date of publication. I have experience in design and
testing of power amplifiers in various technologies, such as Silicon Germanium,

complementary metal oxide semiconductor (CMOS), Silicon on Insulator, etc.



23. I have published two books, at least 50 academic journal papers and
78 conference papers, as shown in my curriculum vitae, in RF systems, wireless
power transfer circuits, magnetic circuits and materials, analog circuits, RF circuits
and nanoscale devices.

24. I am the recipient of the National Science Foundation CAREER
award for work in emerging magnetic devices known as spin-torque oscillators. I
also received the Defense Advanced Research Projects Young Faculty Award for
my work in emerging magnetic devices.

25. Based on my above-described over three decades of experience in
semiconductors and of radio frequency power amplifier design, and the acceptance
of my publications and professional recognition by societies in my field, I believe
that [ am qualified to be an expert in the field of radio frequency electronics.

26. Based on my experience described above, and as indicated in my
curriculum vitae, I am qualified to provide the following opinions with respect the
patents in this case. Additionally, I am at least a person having ordinary skill in the
art as of the priority date of the *563 Patent.

III. RELEVANT LEGAL STANDARDS

27. 1donot provide any legal opinions in this Declaration. I have been

informed and understand that certain legal standards are to be applied by technical

experts in forming opinions regarding the meaning and validity of patent claims. I



have been asked to provide my opinions regarding whether the claims of the *563
Patent would have been obvious to a person having ordinary skill in the art at the
time of the alleged invention, in light of the prior art.

28.  Further, I have been informed and understand that a patent claim is
not patentable as obvious (a requirement I understand to be governed by a statute,
35 U.S.C. § 103) if the differences between the patent claim and the prior art are
such that the claimed subject matter as a whole would have been obvious at the
time the claimed invention was made to a person having ordinary skill in the
relevant art. Obviousness, as I have been informed and understand, is based on the
scope and content of the prior art, the differences between the prior art and the
claim, the level of ordinary skill in the art, and, to the extent that they exist, certain
objective indicia of non-obviousness.

29. T understand that objective indicia can be important evidence
regarding whether a patent is obvious or nonobvious, if it has an appropriate nexus
to the claimed invention, 1.e., is a result of the merits of a claimed invention (rather
than the result of design needs or market-pressure advertising or similar activities).
Such indicia include: commercial success of products covered by the patent claims;
a long-felt need for the invention; failed attempts by others to make the invention;
copying of the invention by others in the field; unexpected results achieved by the

invention as compared to the closest prior art; praise of the invention by the



infringer or others in the field; the taking of licenses under the patent by others;
expressions of surprise by experts and those skilled in the art at the making of the
invention; the patentee proceeded contrary to the accepted wisdom of the prior art,
and, the contemporaneous development of the subject matter claimed by others.

30. Ihave been informed that whether there are any relevant differences
between the prior art and the claimed invention is to be analyzed from the view of
a person of ordinary skill in the relevant art at the time of the invention. As such,
my opinions below as to a person of ordinary skill in the art are as of the time of
the invention, even if not expressly stated as such; for example, even if stated in
the present tense.

31. In analyzing the relevance of the differences between the claimed
invention and the prior art, I have been informed that I must consider the impact, if
any, of such differences on the obviousness or non-obviousness of the invention as
a whole, not merely some portion of it. The person of ordinary skill faced with a
problem is able to apply his or her experience and ability to solve the problem and
also look to any available prior art to help solve the problem.

32. Ihave been informed that a precise teaching in the prior art directed to
the subject matter of the claimed invention is not needed. I have been informed that
one may take into account the inferences and creative steps that a person of

ordinary skill in the art would have employed in reviewing the prior art at the time



of the invention. For example, if the claimed invention combined elements known
in the prior art and the combination yielded results that were predictable to a
person of ordinary skill in the art at the time of the invention, then this evidence
would make it more likely that the claim was obvious. On the other hand, if the
combination of known elements yielded unexpected or unpredictable results, or if
the prior art teaches away from combining the known elements, then this evidence
would make it more likely that the claim that successfully combined those
elements was not obvious.

33. I have been informed and understand that there are recognized,
exemplary, rationales for combining or modifying references to show obviousness
of claimed subject matter. Some of the rationales include the following: combining
prior art elements according to known methods to yield predictable results; simple
substitution of one known element for another to yield predictable results; use of a
known technique to improve a similar device (method or product) in the same way;
applying a known technique to a known device (method or product) ready for
improvement to yield predictable results; choosing from a finite number of
identified, predictable solutions, with a reasonable expectation of success; known
work in one field of endeavor may prompt variations of it for use in either the same
field or a different one based on design incentives or other market forces if the

variations are predictable to one of ordinary skill in the art; and some teaching,

10



suggestion, or motivation in the prior art that would have led one of ordinary skill
to modify the prior art reference or to combine prior art teachings to arrive at the
claimed invention.

IV. OVERVIEW

34.  In my opinion, the Challenged Claims are obvious over the prior art.
The *563 Patent is directed to a power amplifier (“PA”) and biasing circuit that
addresses the problem of PA gain variation at startup, i.e., gain variation during the
time period between when the PA is enabled (turned on) and when it reaches
steady state operation. Thermal effects at startup can cause the amplifier’s gain to
be lower than its steady-state gain until the circuitry heats up. This startup/warm-
up phenomenon was known in the art at the time of the invention. The *563
Patent’s proposed solution was to provide a current boost to the PA to correct for
variation of gain when the PA is activated/enabled, i.e., during PA startup. EX-
1001 4:41-55, 10:9-13; see, e.g.:

The correction current can be used to adjust the magnitude of the bias
current so as to compensate for a variation in gain of the power
amplifier over time when the power amplifier is transitioned from a
disabled state to an enabled state. For example, shortly after a power
amplifier is enabled, absent compensation the current of a primary
biasing circuit can come up slow due to thermal effects, and the power
amplifier’s gain can be low. By including the time-dependent signal

generator and the current amplifier, a current boost can be provided to

11



the power amplifier so as to provide the power amplifier with a
substantially flat gain response versus time. Correcting for gain
variation in the power amplifier can improve the power amplifier’s
performance, including, for example, the power amplifier’s dynamic

error vector magnitude (EVM).

EX-1001 4:41-55.

For example, shortly after the power amplifier 32 is enabled, absent
compensation the current of the primary biasing circuit 74 can come up
slow due to thermal effects, and the gain of the power amplifier 32 can

be low.

EX-1001 10:9-13. The 563 Patent illustrates a PA bias block that produces a bias

current (/z145) (purple arrow) to the PA (green) including a current boost at startup:

12
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35. The enable signal (pink arrow) is activated at startup, causing a time-

dependent signal generator (red) to generate a shaped control current (Iconrror)

(red arrow) that is received by a current amplifier (gold) implemented as a current

mirror. The current mirror replicates (i.e. mirrors) and amplifies /conrror (red
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arrow) to form the correction current (/cogrrecrion) (gold arrow), which is pulled!
from a primary biasing circuit (purple).

36. The ’563 Patent’s time-dependent signal generator and
amplifier/current mirror together form a gain correction circuit (dark blue).
Icontror and Icorrecrion (gold arrow) are shaped to temporarily adjust current in the
PA’s primary biasing circuit (purple) in an amount and duration necessary to cause
the primary biasing circuit to provide a corresponding temporary boost in /s to
boost the PA’s gain at startup, compensating for gain variations when the PA is

enabled. The amount and duration of /correcrion 1s thus configured to counteract

I Although Figure 4 has an arrowhead suggesting that /correcrion flows into the
primary biasing circuit in some embodiments, that figure is directed to a generic
current amplifier. All of the Challenged Claims, however, are directed to the
embodiment where the amplifier includes, or is implemented as, a “current mirror.”
EX-1001 Fig. 5 (mirror 83), 10:23, 11:36-38; see §IV.F.2 (discussing current
mirrors). In the current mirror disclosure, Icorrecrioy 18 pulled from the primary
biasing circuit as shown in Figure 5. This ability to pull current in a desired amount
1s a conventional use of a current mirror. See §IV.F.2. Given that all of the
Challenged Claims are directed to current mirror embodiments, we annotate the

direction of Icorrecrioy in Figure 4 using the direction shown in Figure 5.

14



and compensate for the thermal startup characteristics of a given PA, i.e., the PA’s
gain over time absent compensation.

37.  The resulting short “boost” in Ip4s to the PA overcomes its low gain
at startup, thereby reaching steady state sooner and providing a flatter gain

response versus time, as shown below.

startup steady state

-10

0 2 4 6 8 10 12 14 16 18 20
TIME (uS)

FIG.6
EX-1001 Fig. 6 (annotated).

38. However, the use of biasing circuitry to generate a boost current to
correct for low gain when a PA is enabled (i.e. at startup) was known in the prior
art. For example, Ishimaru discloses a nearly identical architecture for a PA bias
circuit that addresses the same PA gain variation arising from thermal effects at
startup. EX-1004 9952-54; see, e.g.:

In the speedup circuit 122, with electric charge flowing into the

capacitance element 121 at a rise time of the control voltage of the

15



control voltage source 135 (at turn-on of the amplifier), a current
transiently (temporarily) flows from the output terminal 118 into the
fifth transistor 119, causing the voltage value of the output terminal 118
to lower. As a result, due to a change of the bias point of the third
transistor 115, the voltage of a connecting terminal 117, which connects
the collector of the third transistor 115 to the base of the bias transistor
107, transiently increases. Thus, at the rise time, the current fed to the
amplifier transistor 103 by the bias transistor 107 transiently increases.
Therefore, at the rise time, the power amplification factor of the
amplifier transistor 103 transiently increases, so that the time elapsing
until temperature variations due to heat generation of the amplifier
transistor 103 come to an equilibrium on the whole circuit is shortened,

with a result of reduced distortion

EX-1004 952.

FIG. 2 shows an example of transient response of an operating current
(collector current Ic3) of the amplifier transistor 103 in a comparative
example in which the speedup circuit 122 is removed in the circuit of
FIG. 1. In this comparative example having no speedup circuit, due to
the fact that a temperature increasing rate of the bias transistor 107 is
slower than that of the amplifier transistor 103, the value of the current
fed from the bias circuit 111 to the amplifier transistor 103 continues to

vary, the variations in current value making a cause of signal distortion.

EX-1004 953.

Next, FIG. 3 shows an example (simulation result) of transient response

of the operating current (collector current Ic3) of the amplifier transistor

16



103 in the power amplifier of this embodiment. In this embodiment, the
current to be fed from the bias transistor 107 to the amplifier transistor
103 is forcedly increased at turn-on of the amplifier, with the result that
the value of the operating current Ic3 comes to a steady state in about
1/4 the time of transient response of the comparative example of FIG.
2. Thus, occurrence of distortions of the amplification signal due to
temperature variations in the amplifier circuit is suppressed, so that the
linearity of the circuit in burst operation is improved. That is, gain
variations due to collector current variations of the power amplifier

using a bipolar transistor can be compensated.

EX-1004 954. Ishimaru’s architecture is illustrated below (elements in common

with the *563 Patent annotated in a common color):

time dependent signal generator
primary biasing circuit

Fig.
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LA L B |
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control current
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EX-1004 Fig. 1 (annotated).

39.  Ishimaru’s enable signal (pink arrow) is activated at startup, causing a
time-dependent signal generator (red) to generate a shaped control current
({contror) (red arrow) that is received by a current amplifier (gold) implemented as
a current mirror. The current mirror replicates (i.e. mirrors) and amplifies /conrror
(red arrow) to form a correction current (Icorrecrion) (gold arrow) pulled from a
primary biasing circuit (purple).

40.  Ishimaru’s time-dependent signal generator and amplifier/current
mirror together form a gain correction circuit (dark blue), which Ishimaru calls a
“speedup circuit.” The speedup circuit (dark blue) is a gain correction circuit in
that it is a circuit that generates /conrror and Icorrecrion (gold arrow) shaped for the
purpose of correcting for the low gain of the PA (green) at startup. The Iconrror
and Icorrecrioy (gold arrow) are shaped to temporarily pull current out of the PA’s
primary biasing circuit (purple) in an amount and duration necessary to cause the
primary biasing circuit to provide a corresponding temporary boost in bias current
(Is14s) to the PA (green) to boost its gain during the startup period when its gain
would otherwise be too low. The Icorrecrion 18 thus configured to compensate for
the thermal startup characteristics of a given PA, i.e., the PA’s gain over time

absent compensation.

18



41.  The resulting short “boost” in /45 is provided to the PA to overcome
its low gain at startup, thereby reaching steady state sooner and providing a flatter

gain response versus time, as illustrated by Ishimaru:

Fig.3

100

=20 T T 711 i N I_i = e T i_l_l_l_l' I
0 10 20 30 40 50
TIME (us)

startup steady state

EX-1004 Fig. 3 (annotated).

42. Thus, Ishimaru is a parallel disclosure to the 563 Patent, directed to
the same problem and proposing the same solution, but using slightly different
words to describe the same concepts.

43.  While Ishimaru does not expressly describe the extra detail of its
power amplifier and biasing circuitry being on an integrated circuit (“IC”) in a
packaged module, that is understood by a POSITA in view of the general
knowledge in the art, as exemplified by Ichitsubo (EX-1005). As described in

19



Ground 1, it would have been obvious to implement Ishimaru’s circuitry on an IC

using the packaging exemplified by Ichitsubo. As shown in the following

annotated figures, Ichitsubo teaches placing a PA (green) and bias circuit (blue) on

the same IC (pink), where the IC is attached to a package substrate (brown) in a

packaged module (gray).

integrated circuit (IC)

GN‘DII

Input Impedance

Matching Network 18 ~

RFIN 1]»

_— Output Impedance

RF OUT

package substrate

Figure 1

EX-1005 Fig. 1 (annotated).
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Molding 802 \ / /
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S
®
/ / \ \\
Die Bond 210 Active ar Passive Dic Pad 804 Active or Passive
IC Substrate §0B 1T Substrate 806

F1G. 8

EX-1005 Fig. 8 (annotated).

44,

In my opinion, based on my experience, knowledge, and consideration

of a POSITA as described in Ground 1, the combination of Ishimaru and Ichitsubo

discloses each of the challenged claims.

45.

Ground 2 is provided to the extent that the Patent Owner asserts that

the mirror or current mirror terms of the Challenged Claims require importing

additional limitations from the specification, in which case the Harrison reference

discloses these additional limitations.

V.

BACKGROUND

A.

Overview of the °563 Patent

21



46. The *563 Patent explains that “RF power amplifiers” “boost the power
of a RF signal having a relatively low power,” for example, “in mobile phones to
amplify a RF signal for transmission.” EX-1001 1:29-33. The specification
purports to address “a need for improving power amplifier biasing.” EX-1001
1:42-44. Biasing is the application of a suitable DC voltage or current (typically a
DC offset applied to the base terminal of a transistor) to set or place the constituent
PA transistor in an “on” state at a particular operating point so that it is ready to
undertake AC signal amplification. EX-1023 141. Bias conditions of a PA can be
thought of as “idling conditions” in that they are established when there is no AC
signal at the input of the transistor, i.e. the conditions present when idle. EX-1024
218, 220-228; see, e.g.:

Transistor circuits are usually designed to amplify an ac input voltage
rather than dc current. In this type of arrangement, the ac is
superimposed on the dc. The dc is used to establish specific quiescent
emitter and collector currents. These bias currents should set the idling
voltage (voltage before ac is applied to the circuit) at the collector at
one-half of Ecc. Because the collector voltage, Vc, is equal to Ecc —

IcR¢, Ve should be idling at about Ecc/2.

EX-1024 218

Bias or idling conditions are established when there is no ac voltage at

the input of the circuit, or Ejy = 0. At this time, only the dc emitter
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supply voltage less the base-emitter voltage is across Rc¢ the only

component in this circuit that is outside of the transistor.

EX-1024 220. The patent is directed to the problem that “shortly after a power
amplifier is enabled, absent compensation, the current of a primary biasing circuit
can come up slow due to thermal effects, and the power amplifier’s gain can be
low.” EX-1001 4:45-48.

47.  The specification purports to solve that problem by providing “a
current boost ... to the power amplifier [bias signal] so as to provide the power
amplifier with a substantially flat gain response versus time.” EX-1001 4:41-52.
Specifically, the specification describes “a power amplifier and a power amplifier
bias block” where the bias block receives “an enable signal” to turn the PA on. Id.
The bias block includes a “primary biasing circuit” and a “gain correction block”,
which includes a “time-dependent signal generator” and “current amplifier.” The
“time-dependent signal generator” shapes the enable signal to generate /conrror,
which is amplified to generate Icorrecrion. The primary biasing circuit generates
1145 for the PA using Icorrecrion. Icorrecrion 1 used to adjust /z145 to compensate
for a variation in gain of the PA over time when the PA is “transitioned from a
disabled state to an enabled state.” Specifically, /145 1s temporarily “boosted” to
overcome the PA’s “low” gain at startup, providing the PA “with a substantially

flat gain response versus time.” Id. 4:23-52; see, e.g.:
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Apparatus and methods for biasing power amplifiers are disclosed
herein. In certain implementations, a power amplifier and a power
amplifier bias block are provided. The power amplifier can be used to
amplify a radio frequency (RF) signal for transmission, and the power
amplifier bias block can be used to bias the power amplifier. The power
amplifier bias block can receive an enable signal that can be used to
enable or disable the power amplifier so as to pulse the power

amplifier’s output.

In certain implementations, the power amplifier bias block includes a
primary biasing circuit and a gain correction block including a time-
dependent signal generator and a current amplifier. The time-dependent
signal generator or control block can be used to shape the enable signal
so as to generate a control current, which can be amplified by the
current amplifier to generate a correction current. The power amplifier
bias block can generate a bias current for the power amplifier using the
primary biasing circuit and the correction current. The correction
current can be used to adjust the magnitude of the bias current so as to
compensate for a variation in gain of the power amplifier over time
when the power amplifier is transitioned from a disabled state to an
enabled state. For example, shortly after a power amplifier is enabled,
absent compensation the current of a primary biasing circuit can come
up slow due to thermal effects, and the power amplifier’s gain can be
low. By including the time dependent signal generator and the current
amplifier, a current boost can be provided to the power amplifier so as
to provide the power amplifier with a substantially flat gain response

versus time.
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Id. 4:23-52.
48.  Figure 4 (below) illustrates PA bias block 50, battery 21, and PA 32
(green). EX-1001 9:15-19; see, e.g.:

FIG. 4 is a schematic block diagram of one example of a power
amplifier system 70 including a power amplifier bias block 50
according to one embodiment. The illustrated power amplifier system
70 includes the power amplifier bias block 50, the battery 21, and the

power amplifier 32.

EX-1001 9:15-19. The PA bias block includes both gain correction block 71 (dark
blue) and primary biasing circuit 74 (purple). When the ENABLE signal is on, the
bias block provides /45 to the base of a bipolar transistor of PA 32. Id. 9:32-41;
see, e.g.:

The power amplifier bias block 50 includes a gain correction block 71
and a primary biasing circuit 74. The gain correction block 71 includes
a time-dependent signal generator or control block 72 and a current
amplifier 73. The power amplifier bias block 50 can receive an enable
signal ENABLE, and use the enable signal ENABLE to generate a bias
current Ipias using charge stored on the battery 21. The bias current Igias
can be provided to, for example, a base of a bipolar transistor of the

power amplifier 32, as was described earlier.

Id. 9:32-41.
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The “bias circuit” (light blue) consists of a conventional “primary bias

circuit” 74 (purple) driven by a conventional, unmodified “enable signal” (purple),

plus a supplemental “gain correction circuit” (dark blue) that generates

Icorrecrion to shape the /145 that emerges from the primary bias circuit. The “time-

dependent signal generator” (red) produces a small current signal /conrror that

varies in time with a desired shape and then the current amplifier (gold) scales up

(i.e. amplifies) that shaped signal to an appropriate amplitude, creating Icorrecrion.
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The current amplifier replicates (i.e. mirrors) and amplifies /conrror (red arrow) to
form Icorrecrion (gold arrow), pulled from the primary biasing circuit (purple).
This replication of current is referred to as a “current mirror” as discussed in the

State of the Art section. EX-1001 11:19-12:2, Figs 4 and 5; see also §1V.F.2; see,

e.g.:

To aid in reducing the area of the RC network 82, the current mirror
83 can be used to amplify the control current IcontroL t0 generate
the correction current Icorrection. Thus, the amplifier 83 can be used
to obtain a correction current Icorrection Of a suitable magnitude, while
reducing the size of the components of the RC network 82 relative to a
scheme omitting a current amplifier. By amplifying the control current
IcontroL 1n this manner, the power amplifier bias block 80 can be
integrated on-chip with a power amplifier without having to use a
relatively large resistor, which may not provide enough current

variation to provide suitable gain compensation.

The illustrated current mirror 83 includes a first NPN bipolar transistor
85, a second NPN bipolar transistor 86, a third NPN bipolar transistor
87, a fourth NPN bipolar transistor 88, and a resistor 89. The first NPN
bipolar transistor 85 includes an emitter electrically connected to the
first or power low voltage V,, which can be, for example, ground, and
a base and a collector electrically connected to a base of the second
NPN bipolar transistor 86 at an input of the current mirror 83
configured to receive the control current IcontroL. The second NPN
bipolar transistor 86 further includes an emitter electrically connected

to the power low voltage Vi, and a collector electrically connected to a

27



first end of the resistor 89, to a base of the fourth NPN bipolar transistor
88, and to a base and a collector of the third NPN bipolar transistor 87.
The third and fourth NPN bipolar transistors 87, 88 each include an
emitter electrically connected to the power low voltage V. The resistor
89 includes a second end configured to receive the enable signal
ENABLE. The fourth NPN bipolar transistor 88 further includes a

collector configured to generate the correction current IcorrecTiON.

The resistor 89 can have any suitable resistance, including, for example,
a resistance selected based on the voltage level of power amplifier
enable signal ENABLE and/or system requirements. In certain
implementations, the resistor 89 has a resistance ranging between about
10 kQ to about 50 kQ, for example, about 20 kQ. By electrically
connected the second end of the resistor 89 to the enable signal
ENABLE, the power consumption of the power amplifier bias block 80
can be reduced when the enable signal ENABLE is low. However, in
other implementations, the current mirror 83 can be configured in

other ways.

The current mirror 83 can have any suitable gain. In one
implementation, the current mirror 83 is configured to amplify the
control current IcontroL, by a factor ranging between about 5 to
about 50, for example, about 10. As used herein, the term current
mirror can refer to current amplification circuits including a plurality of

current mirrors combined (e.g., cascaded) to achieve a target gain.

EX-1001 11:19-12:2
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EX-1001 Fig. 5 (annotated).

50. In operation, the enable signal (pink arrow) is activated when the PA
is enabled, switching from off to on. The time-dependent signal generator, in
response, takes that flat “enable” signal and generates a shaped /conrror (red
arrow) that is received by the current amplifier (gold). The current amplifier (gold)
scales up (amplifies) /conrror (red arrow) to form Icorrecrion (gold arrow). The
primary biasing circuit (purple) receives the shaped /correcrion and
correspondingly adjusts the magnitude of /.45 (purple arrow) to compensate for a
variation in gain of the PA during startup. The short-term “boost” in /5145 helps
overcome the PA’s low gain during startup, correcting for that gain variation. EX-

1001 9:33-35, 9:66-10:9; see, e.g.:
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The power amplifier bias block 50 includes a gain correction block 71
and a primary biasing circuit 74. The gain correction block 71 includes
a time-dependent signal generator or control block 72 and a current

amplifier 73.

EX-1001 9:33-35.

The power amplifier bias block 50 includes the time-dependent signal
generator 72, which can be used to generate a control current IcontroL
when the enable signal ENABLE is transitioned from a disabled state
to an enabled state. The control current IcontroL can be provided to the
current amplifier 73, which can amplify the control current IconTroL tO
generate a correction current Icorrection. The correction current
IcorrecTiON Can be used by the primary biasing circuit 74 to correct for
a variation in gain over time that can occur shortly after the power

amplifier 32 is enabled.

EX-1001 9:66-10:9.

51.  Figure 6 (below) is a graph of the collector current (of the PA
transistor) versus time, where time zero is when the power amplifier is enabled and
where plots 101 through 105 correspond to different battery voltage values. The
time-dependent signal generator generates Iconrror to adjust the PA’s 145 so that
the PA’s gain reaches steady state after about 8us. EX-1001 12:56-13:7; see, e.g.:

FIG. 6 is a graph 100 of one example of collector current versus time.
The graph 100 begins at a time zero that is associated with enabling a

power amplifier. The graph 100 includes a first plot 101, a second plot

30



102, a third plot 103, a fourth plot 104 and a fifth plot 105, which
correspond to different battery voltage values. In particular, the first,
second, third, fourth, and fifth plots 101-105 correspond to battery
voltage values of about 3.2 V, about 3.4 V, about 3.6 V, about 3.8 V,
and about 4.0 V, respectively.

In certain implementations described herein, a time-dependent signal
generator 1s used to generate a signal that can be used to adjust a power
amplifier's bias current during a time period within about 8 us after the
power amplifier is enabled. Thereafter the power amplifier's bias
current can be substantially constant until the power amplifier's enable
signal is deactivated. In certain implementations, the power amplifier's
bias current can vary by more than about 50% during the initial time
period that the correction current is used to adjust the power amplifier's

bias current.

EX-1001 12:56-13:7
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EX-1001 Fig. 6 (annotated).

52.  Figures 10A and 10B (annotated below) show how the circuit was
packaged. More specifically, Figure 10A shows “a packaged power amplifier
module 300,” and Figure 10B shows a cross-section thereof. An integrated circuit
(“IC or die 301”) (pink) is attached to package substrate 320 (orange), inside
packaged module 300. The IC includes PA 32 (green) and bias block 50 (blue).
Bias block 50 (blue) includes the time-dependent signal generator 72, current
amplifier/mirror 73, and primary biasing circuit 74. EX-1001 14:9-27; see, e.g.:

FIG. 10A is a schematic diagram of one example of a packaged power
amplifier module 300. FIG. 10B is a schematic diagram of a cross-
section of the packaged power amplifier module 300 of FIG. 10A taken
along the lines 10B-10B.
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The packaged power amplifier module 300 includes an IC or die 301,
surface mount components 303, wirebonds 308, a package substrate
320, and encapsulation 340. The package substrate 320 includes pads
306 formed from conductors disposed therein. Additionally, the die 301
includes pads 304, and the wirebonds 308 have been used to electrically
connect the pads 304 of the die 301 to the pads 306 of the package
substrate 301.

As illustrated in FIGS. 10A and 10B, the die 301 includes the power
amplifier 32 and the power amplifier bias block 50 formed therein. The
power amplifier bias block 50 includes the time dependent signal

generator 72, the current amplifier 73, and the primary biasing circuit

74.

EX-1001 14:9-27.
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EX-1001 Figs. 10A, 10B (annotated).
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B. Priority Date of the Challenged Claims
53.  The ’563 Patent claims priority to May 13, 2011. EX-1001 (60)

(provisional application 61/486,186, filed on May 13, 2011. Solely for the
purposes of this IPR, I have been instructed to assume the priority date for the
Patent is May 13, 2011.

C. Claim Construction

54. I have been instructed to give each claim term in the Challenged
Claims its plain and ordinary meaning in this proceeding. It is my opinion that the
prior art I have relied upon meets each of the claim terms under any reasonable
construction. Thus, I understand that no specific construction of any claim term is
required.

D.  Person of Ordinary SKkill in the Art

55.  With respect to the 563 Patent, a POSITA would have been someone
knowledgeable and familiar with analog and RF circuit design. A POSITA would
have gained knowledge of these concepts through a mixture of training and work
experience, such as by having at least a Bachelor’s degree in electrical engineering,
or related field, and at least two to three years of training or additional work
experience in the area of RF electronics, or a related field. Additional hands-on
and design experience could compensate for less formal education, and vice versa,

at the time of the priority date of each patent. The knowledge and skill of a
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POSITA is further reflected in the prior art references themselves, as well as the
State of the Art, discussed below.

E. State of the Art

56. In the following section I describe the state of the art for power
amplifier systems as of May 13, 2011. The prior art references, and the
discussions of what was known to a POSITA, provide the factual support for the
general description of the state of the art at the time of the invention, provide
additional motivation to modify or combine the reference. Accordingly, these
references should be considered by the Board.

1. The Gain Variation of Power Amplifier at Startup Was
Known

57. A POSITA in May 2011 understood that a PA was commonly
implemented using one or more transistors (such as a bipolar junction transistor
(BJT)) to amplify an RF signal. EX-1008(Johnson)1605 (“bipolar transistors have
evolved as the preferred choice” for wireless PAs due to “higher gain and current
density at the frequencies employed”); see, e.g.:

Several device technologies have found use in the PA field.
Historically, gated field-effect structures such as MOS and MESFET
structures have found widespread use but, due to higher gain and
current density at the frequencies employed, bipolar transistors have
evolved as the preferred choice. GaAs HBTs have dominated such

applications, however, bandgap-engineered SiGe heterostructure
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bipolar transistors (HBTs) are an emerging alternative due to their

ability to provide high integration and to reduce cost.

EX-1008 1605. A BJT transistor has three terminals, “collector”, “base” and

“emitter” as labelled, “C”, “B”, and “E”, respectively, in the figure below.

;_.

EX-1013(Gray) 92. The biasing and operation of such transistors to amplify a
signal applied to the base of the transistor was well known. EX-1024(Horowitz)
218, 220-228; EX-1006 47-50, 52-55; EX-1015 38; see, e.g.:

Transistor circuits are usually designed to amplify an ac input voltage
rather than dc current. In this type of arrangement, the ac is
superimposed on the dc. The dc is used to establish specific quiescent
emitter and collector currents. These bias currents should set the idling
voltage (voltage before ac is applied to the circuit) at the collector at
one-half of Ecc. Because the collector voltage, Vc, is equal to Ecc —

IcR¢, Ve should be idling at about Ecc/2.

EX-1024 218

Bias or idling conditions are established when there is no ac voltage at
the input of the circuit, or Ejy = 0. At this time, only the dc emitter
supply voltage less the base-emitter voltage is across R¢ the only

component in this circuit that is outside of the transistor.
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EX-1024 220.

As was true in the common-base circuit, it is also desirable here to let
the voltage at the collector terminal in this circuit idle at E/2 volts. To
do this, the idling voltage across R, must be equal to half of the supply
voltage, or IcRc = Ecc/2. Because Ic is related to Ig, Ip is set by the
designer of the circuit to equal the desired le divided by beta. I can, of
course, be set by using the proper base resistor, Rg, in the circuit. Ac
signal voltage is usually fed through a capacitor to the base and applied
between the base and emitter to the transistor. The input voltage varies
the base and hence collector current in step with the cyclic variations of
the ac. A magnified version of the ac input voltage is developed across

the collector resistor by the ac collector current flowing through it.
EX-1024 222-223.

The ac input signal adds a variable current to the dc idling current in
the base. It is amplified by the transistor so that a magnified version of
the ac input is across Rc. When the voltage at the base is at its peak in
the cycle, the collector current is also at its peak. Because the voltage
across Rc is the product of the collector current with R, this voltage is

also at its maximum level.

EX-1024 222-224.

The bipolar transistor (both NPN and PNP) is a normally-off device
until sufficient voltage (Vgg) and base current (Ig) are provided to turn
it on, because it is a current-controlled device. The transistor can be

biased into any one of three states: cutoff (off), saturated (full-on), or
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active (a predetermined state facilitated by biasing it halfway between
saturation and cutoff) (Figure 4.4A). For example, in a 12-volt amplifier
circuit, the transistor would normally be biased midway between the
supply rails at 6 volts, to ensure a perfectly symmetrical AC signal
swing (assuming that the input signal was also at the correct level)

(Figure 4.48).

The BJT relies on a small forward base current (Ig) and a small forward
voltage (Vgg) at its base, inducing and controlling a much larger
forward current between the collector and the emitter. The base current
(Is) 1s very small in comparison with the collector and emitter currents.
For small-signal transistors switching a few milliamps, the base current

will likely be in microamps.

EX-1006 52.

bias Short for bias voltage. A voltage applied to an electronic device to
ensure that it operates on a particular portion of its P> characteristic

curve.

EX-1015 38.

58. A POSITA in May 2011 was aware that the gain response of a PA
“varies with temperature” and that “at temperatures below the [PA’s] steady-state
operating temperature,” the gain of a PA will be lower than it would be at the
steady-state operating temperature (assuming the same bias signal). EX-

1010(Doherty) 995-6; see, e.g.:
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Although various fluctuations in physical characteristics caused by
changing operating conditions can affect the gain or phase response of

the PA, the temperature of the PA has a profound affect on its response.

EX-1010 95.

The gain and phase response of a PA varies with temperature such that
at temperatures below the steady-state operating temperature, the actual
gain exhibited by the PA having a specific bias signal applied thereto
will be less than the expected gain of the PA at steady-state operating
temperatures in response to that same specific bias signal, and
correspondingly, the actual phase response at a specific bias may be
different from the expected phase response of the PA at steady-state
operating temperatures. As the PA warms up, the actual gain of the PA
increases to its expected value while the phase response of the PA
approaches an expected steady-state phase response. In order to achieve
a desired target operating gain and phase response, a standard or steady-
state bias level can be applied to the PA while the PA is operating at its
steady-state operating temperature, but at temperatures below the
steady-state operating temperature, the standard bias level is

insufficient to achieve the target operating response.

EX-1010 995-6. It was known that, as the PA warms up, the gain of the PA
approaches its steady-state expected value. A POSITA was thus aware that “at
temperatures below the steady-state operating temperature, the standard bias level
1s insufficient to achieve the target operating response.” EX-1010 96. This

problem existed in conditions where “the PA’s temperature fluctuates between idle
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temperatures and its steady-state operating temperature” and this fluctuation
“causes variations in the gain and phase of the PA away from the target operating
response.” EX-1010 98; see, e.g.:

Due to its profound affect on the gain and phase response of the PA,
one main contributor to unwanted changes in a PA's response and
dynamic EVM is thermal changes of the PA caused by dynamic heating
effects. Under pulsed conditions, the PA's temperature fluctuates
between idle temperatures and its steady-state operating temperature,
which in turn causes variations in the gain and phase of the PA away
from the target operating response. One particular situation for which
this can occur, is when the PA receives an RF signal data burst, after it
has remained idle long enough that its temperature has fallen below its
steady-state operating temperature. In one standard RF transmitter
application, a TX enable is received 500 ns to 1 us before the RF signal
data to be transmitted is received. If the PA is sufficiently small, this
time period is long enough to allow the PA to turn on and warm-up to
its steady-state operating temperature. If the PA is large, the time period
between receipt of the Tx enable and the receipt of RF signal data may
be shorter than the time the PA needs to reach its steady-state operating
temperature. In this case, some of the RF signal data may be received
and amplified while the PA is in a thermally changing state during
which the gain and phase response of the amplifier is also changing.
This occurs primarily at the beginning of the pulse sequence, when the
PA is coolest and hence at a temperature farthest from its steady-state

operating temperature.
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EX-1010 8.

59.  Further, it was known that a PA was conventionally operated in
bursts, turning it on just before, and off just after, transmission of a signal, “in

order to suppress power consumption” when not in use. EX-1018(A4kagi) 4; see,

e.g.:

In a communication device such as a wireless LAN, it is not such that
an input signal is not always ON at the time of transmission in a system,
but such that a burst operation is performed wherein an ON state in
which the input signal is input and an OFF state in which the input
signal is not input are repeated. In an off state in which an input signal
1s not input, a usage method in which a high-frequency power amplifier
is turned off by being synchronized to a burst operation is often used in
order to suppress power consumption of a system. In the conventional
high-frequency power amplifier in FIG. 4, the DC power source E1 is
turned on and off by being synchronized to the burst operation, but the

DC power source E2 is always on.

EX-1018 94. Consistent with EX-1010 discussed above, it was well known
that the gain (or “power amplification factor”) of the PA is lower at startup

(green) than at steady state (blue), as shown below:
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EX-1018 Fig. 5A (annotated), 6.

60. A POSITA also knew that this issue of the PA gain being too low on
startup could be addressed using resistor-capacitor based “speedup” circuits to
provide a temporary boost to the /45 supplied to a PA. For example, Doherty
described that a “common approach” to avoid “unwanted ... gain variations” in the
PA was to “to speed up the gain ... response of the PA by applying an external
resistor and speed-up capacitor to provide more forward [bias] current earlier to the
PA.” EX-1010 909; see, e.g.:

In order to ensure low dynamic EVM and an output signal that is not
distorted by unwanted gain and phase variations, a PA is generally not
used unless it is thermally stable. A common approach to avoid the
problem of dynamic EVM is simply to wait until a PA is thermally
stable before using it to amplify the signal. A second common approach
is to speed up the gain and phase response of the PA by applying an
external resistor and speed-up capacitor to provide more forward

current earlier to the PA. Although the speed-up capacitor can improve
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the time response of the PA, as a passive mechanism it cannot provide
the additional forward current until the RF input signal itself arrives.
Consequently, the beginning of the RF signal data will suffer from
some amount of dynamic EVM and the additional current may not be

sufficient to bring the PA into a thermally stable state at a desired rate.

EX-1010 99. Likewise, Akagi described that in “the conventional high-frequency
power amplifier”, a resistor and capacitor circuit (EX-1018 Fig. 4, R1, C1) is
generally used so that “immediately after the DC power source E1 is turned on, an
instantaneous current flows into the bias circuit” to cause the PA’s “bias point” to
be “set to be high, and the power amplification factor becomes high” to provide

“power amplification factor correction” to compensate for the thermal properties of
the PA. EX-1018 97, Fig. 4 (R1, C1); see, e.g.:

Thus, in the conventional high-frequency power amplifier, as illustrated
in FIG. 4, a method wherein a circuit in which the resistor R1 and the
capacitor C1 as an example of a capacitance element are connected in
parallel is inserted in series between the DC power source E1 and the
bias circuit 130 is generally used. In this case, immediately after the DC
power source El is turned on, an instantaneous current flows into the
bias circuit 130 via the capacitance 1, and the same voltage as the DC
voltage of the DC power source El is applied to the bias circuit 130.
The voltage value applied to the bias circuit 130 gradually decreases
according to a time constant determined by the resistor R1 and the
capacitor Cl1, and finally reaches a value corresponding to a voltage

drop caused by the current flowing through the resistor R1. Thus, for
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the amplifier, the DC voltage of the DC power source El is applied
immediately after the power source is turned on, the bias point is set to
be high, and the power amplification factor becomes high, but, as time
advances, current flows through the resistor R1, causing a voltage drop,
and the amplifier operates at a low bias point and the power
amplification factor becomes small by the amount of voltage drop.
Thus, the power amplification factor correction is performed based on

the thermal response.

EX-1018 q7. Thus, a POSITA had a well-developed understanding of using time-
dependent current generation, including RC speedup circuits, to adapt a PA biasing
circuit to boost a PA’s Ip4s in the period just after enablement of the PA.

2. Current Mirrors Were Widely Known

61. Current mirrors were likewise commonplace and formed part of the
general knowledge in the art long before May 2011. As discussed further below, a
POSITA was well versed in their multiple and various structures, from single-
transistor mirrors, to complicated, multi-transistor designs. A POSITA understood
how to use and include current mirrors in analog circuit designs, including RF PAs
and their biasing circuits. Their behavior and benefits were predictable and well
documented. They were pervasive in the literature.

62. For example, the current mirror had “become a familiar icon of
modern analog design.” EX-1012(Gilbert) 239. They were “widely used in

analog integrated circuits [] as biasing elements.” EX-1013(Gray) 251. Indeed,
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current mirrors were considered “particularly useful building blocks for analog
circuit design” because “they provide a means of establishing the DC bias levels
within the circuit.” EX-1014(Grebene) 170. Using current mirrors in biasing had
advantages including “superior insensitivity of circuit performance to variations in
power supply and temperature.” EX-1013 251.

63. As its name suggests, a current mirror is a circuit that “replicates” (in
the sense of “reproduces”, “reflects”, “replicates”, “duplicates” efc.)—i.e.
“mirrors”—an input current as its output current. EX-1014 170 (“the reference
current” is “reproduced or reflected” and “because of this property” are “known

as current mirror circuits.”); see, e.g.:

In a constant-current stage, the reference current in one branch of the
circuit is accurately reproduced or reflected in a second branch,
relatively independent of the absolute values of the device parameters.
Because of this property, these subcircuits are also known as current
mirror circuits. Such circuit configurations are particularly useful
building blocks for analog circuit design, since they provide a means of
establishing the dc bias levels within the circuit, within the accuracy of

the matching or tracking properties of the monolithic components.

EX-1014 170. EX-1012 240 (“an output node ... into which a replication” of “the
input current flows in the same direction”); see, e.g.:

The simplest current mirror is a three-terminal device, Figure 6.1la,

having an input node, N1, capable of accepting a current, 1;, of only one
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polarity, an output node, N2, into which a replication, I, of the input
current flows in the same direction, and a common node, NO, in which

the sum of the input and output currents flow.

EX-1012 240. EX-1013 251 (“[T]he input current is reflected to the output,

leading to the name current mirror.”); see, e.g.:

A current mirror is an element with at least three terminals, as shown
in Fig. 4.1. The common terminal is connected to a power supply, and
the input current source is connected to the input terminal. Ideally, the
output current is equal to the input current multiplied by a desired
current gain. If the gain is unity, the input current is reflected to the
output, leading to the name current mirror. Under ideal conditions, the
current-mirror gain is independent of input frequency, and the output
current is independent of the voltage between the output and common

terminals.

EX-1013 251. EX-1006 70-71 (“current mirrors (aka current reflectors),
where an input current is mirrored at the output, in either a matched 1:1 or

other ratio.”); see, e.g.:

Some other devices, such as the JFET, the current regulator diode
(CRD), and the power MOSFET, can result in a two-lead current source
configuration, but any worthwhile BJT current source requires an input
terminal, an output terminal, and a voltage bias point. In some
configurations, four terminals are needed. As a result, virtually all BJT
current sources are configured as current mirrors (aka current

reflectors), where an input current is mirrored at the output, in either a

46



matched 1 :1 or other ratio. This may be either a fraction or a multiple

of the input, or scaled in some other manner.
EX-1006 70-71.

64. Barrie Gilbert started his textbook chapter on “Bipolar Current
Mirrors” by observing that “[f]lew readers of this book will need to be introduced
to the concept of the current mirror; it has become a familiar icon of modern
analog design.” EX-1012 239. Barrie Gilbert was one of the pre-eminent industry
leaders in analog circuit design. EX-1021(Gilbert Biography) (‘“Barrie was likely
the most famous analog circuit designer in the world.”). Barrie Gilbert was
featured, for example, on “the cover of the Fall 2007 IEEE Solid-State Circuits
Society News issue and virtually the entire issue devoted to him.” EX-1021
(showing IEEE issue cover page titled “The Gears of Genius: Barrie Gilbert and
Analog Circuits™).

65.  Gilbert begins by describing the “generalized form” of a current
mirror. He described the “simplest current mirror” was a three node device, with
“an input node, N1, capable of accepting a current 11 (red arrow) of “only one
polarity, an output node, N2, into which a replication 12” (gold arrow) of “the
input current flows in the same direction, and a common node, NO, in which the

sum of the input and output currents flow.” EX-1012 240; see, e.g.:
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The simplest current mirror is a three-terminal device, Figure 6.1la,
having an input node, N1, capable of accepting a current, 1;, of only one
polarity, an output node, N2, into which a replication, I, of the input
current flows in the same direction, and a common node, NO, in which

the sum of the input and output currents flow.

EX-1012 240.
V1 Ve
11# YIE
N1 N2 .
\ z /
g o0
\ /
NO

10Y
Ve

(a)

EX-1012 240, Fig. 6.1a (annotated); accord EX-1013 Fig. 4.1a.

66. In such current mirrors, the replicated current (12, gold arrow above)
is pulled into the mirror, and is thus called a “current sink.” This arrangement is
referred to as a “positive” current mirror. EX-1012 330; EX-1013 Fig. 4.1; see,
eg.:

There are many different types of current mirror and we begin by
considering some definitions and terms commonly used. Current

mirrors are firstly categorised as positive or negative. Positive current
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mirrors have an output in the form of a current sink (quiescant output
current positive). Thus they require a power supply which is at a
relatively negative potential. Negative current mirrors have a current
source output (quiescant output current negative) and require a more

positive power supply.
EX-1012 330.

67. Current mirrors having a common node at the more positive power
supply, and replicate the input current as a current source flowing out of the output
of the current mirror are referred to as “negative” current mirrors. see EX-1012
330; EX-1013 252, Fig. 4.1(b). Gray likewise depicts the same fundamental inputs
and outputs of a current mirror:

Vsup

R,
e

IN ouT

— V.
v Current T ouT
IN mirror

COMMON

(a)

EX-1013 (Gray) Fig. 4.1(a) (annotated).
68.  This ability of a current mirror to take an input current that is acting as
a current source (red), and then replicate that same current i.e. mirror it, to create a

current sink at the output, was well known to a POSITA. This was a common
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reason to include a current mirror in a circuit, i.e., when one needed to couple a
current source from one circuit as a current sink pulling a replicated amount of
current from another circuit.

Single Transistor Current Mirrors

69. Current mirrors were known to come in many forms. For example, it
was well known to use a single transistor to take, e.g., a current source as an input
current, and then replicate (mirror) it to an output terminal of the transistor as, e.g.,
a current sink. For example, Gilbert provides a section on “One-transistor

Mirrors”, describing how to arrange a single BJT transistor as a current mirror.

V1

ve ve
11 yra 12|
N1 N2 | }
\ z / I1
(a) @, ©°

NO
10 '
i "3
Gilbert, 240, Fig. 6.1a (annotated) Gilbert, 243, Fig. 6.2a (annotated)
70.  Gilbert explained that “[1]n the simplest possible scenario, a single
BJT can be used as a mirror.” EX-1012 242 (section titled “One-transistor
Mirrors™). With reference to the transistor in Fig. 6.2 (above), Gilbert explained

that node NI (of the general current mirror form shown in Figure 6. 1a) is the base

of the transistor in Fig. 6.2a (i.e. the input of the current mirror), and likewise, N2
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is the collector (i.e. the output of the current mirror), and NO the emitter (i.e. the
common node of the current mirror). EX-1012 242; see, e.g.:

In the simplest possible scenario, a single BJT can be used as a mirror:
node N1 (of Figure 6. la) is the base, N2 the collector and NO the
emitter. Of course, the practical objection to this proposal is that the
mirror ratio, M, is much higher than generally needed and poorly-
controlled, being just the common-emitter current-gain, J3, and not
very linear. While these objections are all true, it is nevertheless useful
to begin here, because we will discover that many of the properties of
more familiar mirrors can be predicted from the behavior of the single

transistor circuit.

EX-1012 242.

71.  While “not very linear” and “poorly-controlled” compared to other
current mirrors, the “mirror ratio, M” of the single BJT mirror is the “common-
emitter current-gain, 7. EX-1012 242. The output is scaled by the amplification
factor of the BJT, namely the common-emitter current-gain, 8. That is because in a
BJT biased into its active region, the collector current (/¢) and base current (/) are
generally related by the equation: Ic =1z * B. EX-1015 38; EX-1012 242-243;
see, e.g.:

beta current gain factor Syn. common-emitter forward-current
transfer ratio; forward current gain. Symbol: B. The short-circuit
current-amplification factor in a bipolar transistor with P»>common-

emitter connection: B = al./ alg Vg constant where I is the collector
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current and Ip is the base current; the collector voltage, Vg, is constant.

B is always greater than unity and practical values up to 500 are used.

EX-1015 38.

It will be assumed that B is independent of current over the range of
interest. If B were also independent of V,, the output I, would always
be simply BI; and the output resistance ro would be infinite. In fact, 3
increases with V, due to base-width modulation, and in the customary
BJT model would be exactly doubled when the collector bias voltage,

Vs (roughly, V), is equal to the forward Early voltage, Var.

EX-1012 243.
72.  Similarly, in the following example, Gilbert shows and describes a

single transistor current mirror, “Q1”, to bias “an operational amplifier”.

"{;

(Signal?

Gilbert, Fig. 6.4 (annotated)

EX-1012 Fig. 6.4 (annotated).



73.  Gilbert described the transistor Q1 in the above figure as a “simple
open-base PNP current mirror”, “used to bias an [operational amplifier] ... with

improved efficiency.” EX-1012 248; see, e.g.:

Figure 6.4 A simple open-base PNP current mirror (Q1) used to bias an
op-amp slewing node with improved efficiency; remaining components

are for illustrative purposes only.
EX-1012 248.

Two-Transistor Current Mirrors

74. Long before May 2011, undergraduate electrical engineering students
were likewise conversant with the basic two-transistor current mirror form. EX-
1013 253, Fig. 4.2; EX-1012 251, Fig. 6.7a. For example, a “simple bipolar
current mirror” is shown in the annotated Figure 4.2 below, with the input current

annotated in red and the mirrored output current in yellow.

w(®
IOUT:IKQ*. *
T oy
B T B
N Ip: Ipo
L

EX-1013 253, Fig. 4.2.
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75.  This two-transistor current mirror format was a heavily documented,
staple of analog circuit design having highly predictable behaviors and advantages,
readily known to undergraduate level students.

Advanced Current Mirrors

76.  Although a POSITA knew of simple single and two transistor current
mirror designs, a POSITA also knew that “current mirrors” were not limited to any
one configuration or arrangement.

77. More advanced, multi-transistor structures were likewise known for
mirroring an input current to an output current, with various connections between
the gates of the mirrors. EX-1012 261, Fig. 6.12b, 276-77, Fig. 6.25b; EX-1012

292, Fig. 6.42c.

Ve
G I1 12
% R1 Q2
.
Q1 it
e
Ae

54



EX-1012 261, Fig. 6.12b.
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EX-1012 286, Fig. 6.36.

78.  One well-known benefit of current mirrors was that they could be
configured to provide a desired current amplification when mirroring the current,
such that the “output current is equal to the input current multiplied by a desired
current gain.” EX-1013 251; see, e.g.:

A current mirror is an element with at least three terminals, as shown
in Fig. 4.1. The common terminal is connected to a power supply, and
the input current source is connected to the input terminal. Ideally, the
output current is equal to the input current multiplied by a desired
current gain. If the gain is unity, the input current is reflected to the
output, leading to the name current mirror. Under ideal conditions, the

current-mirror gain is independent of input frequency, and the output
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current is independent of the voltage between the output and common

terminals.

EX-1013 251. It was well known that one could advantageously set the gain by
controlling the size of the transistors involved. EX-1013 254, 257; see, e.g.:

Thus for identical devices Q1 and Q2, the gain of the current mirror is
approximately unity... In practice, the devices need not be identical...
Since the saturation current of a bipolar transistor is proportional to its
emitter area, the first term in (4.6) shows that the gain of the current
mirror can be larger or smaller than unity because the emitter areas can
be ratioed. If the desired current-mirror gain is a rational number, M/N,
the area ratio is usually set by connecting M identical devices called
units in parallel to form Q2 and N units in parallel to form Q1 to
minimize mismatch arising from lithographic effects in forming the

emitter regions
EX-1013 254.

Equation 4.17 shows that the gain of the current mirror can be larger or
smaller than unity because the transistor sizes can be ratioed. To ratio
the transistor sizes, either the widths or the lengths can be made unequal
in principle. In practice, however, the lengths of M1 and M2 are rarely

made unequal.

EX-1013 257. In the case of bipolar transistors, this was done by scaling
emitter area. EX-1012 280; EX-1014 172; see, e.g.:

There is no particular difficulty in achieving high mirror ratios. In many

cases, simple emitter area ratios will suffice, supported by current gain
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if necessary (as in the EFA mirror, which is not limited to the use of a
single transistor for current boosting). In practical monolithic designs,

emitter area ratios of up to 100: 1 are not hard to achieve.
EX-1012 280.

The basic current-voltage equations (4.1) through (4.8) hold over a
broad temperature range (typically -60 to + 150°C) and over six orders
of magnitude of current. Thus, the basic current mirror circuit of Figure
4.1 provides a means of obtaining a current reference level, independent
of implicit device parameters, which can be "scaled" by proper choice
of the emitter areas of the two transistors. Assuming typical Vgg
mismatch of <+ 1 mV and B in the range of 100-200, the typical output
current /2 would be within 5% of I.r over a wide range of temperature

and current levels.
EX-1014 172.

79.  Thus, there was a robust state of the art in current mirrors at the time
of the purported invention. A POSITA knew how to design and implement a wide
variety of mirror circuits, from single transistor to complicated multi-transistor
circuits, all achieving well understood, predictable behavior in replicating, i.e.,
mirroring an input current to an output current.

3. Packaging of Power Amplifiers and Biasing Circuits Was
Common Knowledge and Routine

80. By May 2011, it was well known to a POSITA to include both PAs

and their bias circuits on an integrated circuit (“IC”), to achieve commonly
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understood benefits in terms of size, cost, uniformity of component characteristics
and thermal responses.

81.  Analog signal processing functions in wireless communications were
frequently consolidated into a single package called a “front end module.” EX-
1011(Bowick) 3. These modules included PAs and their bias circuits on a single
IC. EX-1011 2-3; EX-1010 (Dougherty) 4958-60 (describing PA and bias circuit
on same integrated circuit), 89; EX-1007 (Marra) 965-68 (describing PA
biasing, and disclosing an “integrated circuit” having both “an amplifier and a bias
circuit”); EX-1019 (Hedberg) at 2:37-43 (an advantage of “a bias regulator and an
output transistor of a power amplifier[] fabricated upon a common integrated-
circuit substrate” is “close thermal coupling between the bias regulator and the
power amplifier.”).

82.  For example, Johnson demonstrated a front-end module (“FEM”)
having PAs, biasing and additional circuitry (e.g. power control, antenna switch,
etc.) on a single IC packaged on a substrate for the benefit of making the “PA
module simpler and more cost-effective.” EX-1008(Johnson) 1609, 1612, Fig. 17,
see, e.g.:

As a CMOS derivative, SiGe BiCMOS technologies offer the
advantage of high levels of integration, with a wide variety of on-chip
active and passive device offerings [4], [11]. This allows the integration

of bias and power control circuitry, voltage regulation, and temperature
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compensation to be integrated into the PA, making the PA module

simpler and more cost-effective.
EX-1008 1609.

The favorable thermal properties, lower cost of wafer processing, and
the higher integration capabilities demonstrated by these SiGe PAs
make them a compelling choice for wireless applications. A SiGe
BiCMOS flip-chip together with LTCC is a very strong path for PA
modules. The combined module exhibits superior performance and
stability together with a low component count for the entire front-end

solution.

EX-10081612.

EX-1008 Fig. 17 (photograph of the die of the FEM).
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83. Johnson described a package substrate of a “low-temperature-cured
ceramic (LTCC).” EX-1008 1610. Johnson packaged the “die” by mounting it
using “flip-chip technology onto the substrate surface,” to achieve “extremely low
parasitic inductance and good thermal conductivity together with a small
footprint.” Id. Johnson described the packaged IC for power amplifier “modules.”
1d. 1612 (“SiGe BiCMOS flip-chip together with LTCC is a very strong path for
PA modules.”).

84. A POSITA understood that packaging is the process of enclosing an
IC (i.e. the semiconductor “die” or “chip’)? within a protective casing that shields
it from environmental damage while also providing electrical connections allowing
it to be connected within an electronic device. ICs were implemented in packaged
modules because “die[s] or chips have to ultimately be packaged to be useful.”

EX-1009 003; see, e.g.:

package in MMIC technology, die or chips have to ultimately be
packaged to be useful. An example of a package is the TO7 “can.”
TheMMIC chip is connected within the can with bond wires connecting
from pads on the chip to lead pins on the package. The package protects
the chip from the environment and allows easy connection of the chip
with other components needed to assemble an entire system, such as a

DBS TV receiver.

2 A semiconductor “die” is a “chip.” EX-1015 125.
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EX-1009 003.

85. It was also well known to package two or more ICs together on a
common package substrate to form what was known as a “multi-chip module.”

For example, Diels depicted a representative module:

first integrated circuit

second integrated circuit

packaged module =—

1 4
- C.PN-Ina Feedtsougn CPAine Fesdtrough

package substrate

EX-1022 Fig. 2 (annotated, reproduced in part).

VI. IDENTIFICATION OF CHALLENGES
A.  Challenged Claims
86. Claims 2, 10-11, 17, 18, 20, 21, and 22 of the ’563 Patent are

challenged in the Petition.
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B. Statutory Grounds for Challenges

Grounds Claims Basis References

Ground 1 14, 15,17, and 20 §103 Ishimaru in view of Ichitsubo

Ground 2 14, 15,17, and 20 §103 Ishimaru in view of Ichitsubo
and Harrison

C. Prior Art Basis

87. I understand that U.S. Patent Publication 2009/0212863 (“Ishimaru’)
(EX-1004), U.S. Patent Publication 2004/0232982 (“Ichitsubo”) (EX-1005), and
Current Sources and Voltage References, A Design Reference for Electronics
Engineers (Elsevier 2005) (“Harrison’) (EX-1006) qualify as prior art for purposes
of this IPR.

VII. IDENTIFICATION OF HOW THE CHALLENGED CLAIMS ARE
UNPATENTABLE

A. Ground 1: Claims 14, 15, 17, and 20 Are Obvious over Ishimaru
in View of Ichitsubo

1. Ishimaru

88.  Ishimaru is titled “Power Amplifier” and relates to “a high frequency
power amplifier to be used in radio communication devices or the like.” EX-1004
Abstract, §1; see, e.g.:

In the power amplifier of the invention, at a start of power amplification
by an amplifier transistor 103 serving as an amplification section, a

speedup circuit 122 transiently increases a bias which is fed to the
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amplifier transistor 103 via a bias power source section composed of a
bias circuit 111 and a power source circuit 112. As a result, the power
amplification factor of the amplifier transistor 103 is transiently
increased at the start of power amplification by the amplifier transistor
103. Thus, the time elapsing until temperature variations due to heat
generation of the amplifier transistor 103 come to an equilibrium on the
whole circuit 1s shortened, with a result of reduced distortion of the
amplification signal such as a modulated-wave signal. Accordingly, in
the invention, it becomes possible to suppress distortion increases of an
amplification signal due to heat generation at the start time without

using any temperature sensing element.

EX-1004 Abstract. Ishimaru explains that PAs in communication systems such as
those using “Orthogonal Frequency Division Multiplex[ing]” have “such a circuit
design for linearization that the system runs on a linear amplification range of
enough smaller outputs than a maximum output of the power amplifier” so that the
output RF signal “is not distorted in the power amplifier.” Id. 42; see, e.g.:

Conventionally, a power amplifier including a bipolar transistor is used
as an amplifier for amplifying a signal or the like. Among others, a
system that requires linear amplification such as a system using OFDM
(Orthogonal Frequency Division Multiplex) modulated waves or the
like has such a circuit design for linearization that the system runs on a
linear amplification range of enough smaller outputs than a maximum
output of the power amplifier so that the modulated wave signal is not

distorted in the power amplifier.
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99 ¢

Id. 92. Ishimaru further explains that “linear amplification” “means that even with
input signal power changed, the output signal power is amplified at a constant ratio
for output while the phase keeps unchanged.” Further, Ishimaru explains that in
some communication systems, “slight changes of amplification gain as small as 0.2

to 0.3 dB may matter,” i.e., affect a communication link. /d. q3; see, e.g.:

It should be noted here that the linear amplification mentioned above
means that even with input signal power changed, the output signal
power is amplified at a constant ratio for output while the phase keeps
unchanged. In some communication systems, slight changes of

amplification gain as small as 0.2 to 0.3 dB may matter

1d. 43. A POSITA would thus understand that Ishimaru is from the same field of art
as the ’563 Patent because it relates to the field of RF electronics generally, PAs
specifically, and controlling/compensating gain in particular.

89.  Ishimaru explains that thermal changes that occur slowly during
startup can last for “tens to several hundreds of microseconds” and affect the
“amplification ratio” of the PA during that time. EX-1004 94; see, e.g.:

As another aspect of the linear amplification, there are some cases in
which variations in amplification ratio or phase on the order of several
tens to several hundreds of us caused by relatively slow temperature
increases due to heat generation as an example do matter. As a circuit
for correcting effects of such heat generation by the power amplifier's
own, there has been shown, in U.S. Pat. No. 4.924, 194 (see FIG. 1), a

circuit in which heat generation of an amplifier transistor is detected by
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a temperature sensing element (PIN diode) thermally coupled to the
amplifier transistor and the detection result is reflected on a bias voltage

of the amplifier transistor.

Id. 4. In an example of such gain variation of the PA at startup, Ishimaru showed

how collector current of the PA comes up slowly (~10 us in this example):

Fig.2 PRIOR ART

100
80

[

lc3 40
(mA) 30

0 10 20 30 40 50
TIME (15)

startup steady state

EX-1004 Fig. 2 (annotated).
90.  Ishimaru’s solution, shown in Figure 1 below, was a PA and bias
circuit that included a “speedup circuit” that “transiently (temporarily) increases”

the /145 fed to the amplifier transistor by the bias circuit during the period after

startup. EX-1004 9[13; see, e.g.:
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According to the power amplifier of this invention, at a start of power
amplification by the first transistor of the amplification section, the
speedup circuit transiently (temporarily) increases the bias fed to the
first transistor by the bias power source section, so that the power
amplification factor of the first transistor is transiently increased at the
start of power amplification. Thus, the time elapsing until temperature
variations due to heat generation of the first transistor (amplifier
transistor) that performs the power amplification come to an
equilibrium on the whole circuit is shortened, with a result of reduced

distortion of the amplification signal (e.g., modulated-wave signal).

EX-1004 9q13. Speedup circuit 122 includes transistors 119, 120, resistance
element 136, as well as a capacitance element 121 connected between the base of
transistor 120 and bias terminal 108. Id. §50-51; see, e.g.:

The speedup circuit 122 has a fifth transistor 119 whose collector is
connected to the output terminal 118, and a sixth transistor 120 whose
emitter is connected to a base of the fifth transistor 119. The emitter of
the fifth transistor 119 is connected to the ground via a resistance

element 136.
EX-1004 950.

The speedup circuit 122 also has a capacitance element 121 which is
connected between a base of the sixth transistor 120 and the bias
terminal 108, and two diodes 125, 126 which are connected in series

between the base of the sixth transistor 120 and the bias terminal 108.
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EX-1004 q51.

time dependent signal generator
prlmalryr biasing circuit

Fig.
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gain correction __—
circuit
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:t 135
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j / bias circuit

| © bias current
111 1(38

125/

106

control current

power amplifier

EX-1004 Fig. 1 (annotated).

91. Figure 1 shows an input signal terminal 101 that receives a high-
frequency signal (brown arrow) as an input signal, and this input signal passes
through an input matching circuit 102, and is then amplified by amplifier transistor
103 (green). The amplifier transistor 103 outputs a signal through output matching
circuit 104 to output signal terminal 105. Figure 1 also depicts a bias circuit 111
and a bias power source section 112, which together constitute a bias power source

section (purple), and a speedup circuit 122 (dark blue). EX-1004 9943, 46, 49; see,

e.g.:
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Also, a bias transistor 107 as a second transistor is a transistor that
supplies a base bias current to a base terminal of the amplifier transistor
103. An emitter of the bias transistor 107 is connected to a base terminal
of the amplifier transistor 103 via a resistance element 109. The
resistance element 109 is a ballast (stabilization) resistor which is
inserted in a base bias channel to prevent thermal runaway of the

amplifier transistor 103.

EX-1004 943.

A power source circuit 112 is connected to the base terminal of the bias
transistor 107 of the bias circuit 111. The bias circuit 111 and the power

source circuit 112 constitute a bias power source section.

EX-1004 946.

A connecting point PO between the base of the third transistor 115 and
the emitter of the fourth transistor 116 in the power source circuit 112

is connected to an output terminal 118 of a speedup circuit 122.

EX-1004 949.

92. Bias circuit 111 includes a bias transistor 107 and capacitance element
110, where a collector of the bias transistor is connected to a bias terminal 108,
which is in turn connected to a control voltage source 135. EX-1004 944; see, e.g.:

The bias transistor 107 has its collector connected to a bias terminal 108
via a resistance element 133. The bias terminal 108 is connected to a

control voltage source 135.
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EX-1004 944. The emitter of the bias transistor 107 is connected to the base of the
amplifier transistor 103, and “supplies a base bias current” (purple arrow) to the
base of the amplifier transistor (green). Id. 443; see, e.g.:

Also, a bias transistor 107 as a second transistor is a transistor that
supplies a base bias current to a base terminal of the amplifier transistor
103. An emitter of the bias transistor 107 is connected to a base terminal
of the amplifier transistor 103 via a resistance element 109. The
resistance element 109 is a ballast (stabilization) resistor which is
inserted in a base bias channel to prevent thermal runaway of the

amplifier transistor 103.

1d. 943. Power source circuit 112 is connected to the base of the bias transistor
107. Id. J46; see, e.g.:

A power source circuit 112 is connected to the base terminal of the bias
transistor 107 of the bias circuit 111. The bias circuit 111 and the power

source circuit 112 constitute a bias power source section.

1d. 946. Power source circuit 112 has a connecting point PO, which is connected to
an output terminal 118 of a speedup circuit 122. Id. J49; see, e.g.:

A connecting point PO between the base of the third transistor 115 and
the emitter of the fourth transistor 116 in the power source circuit 112

1s connected to an output terminal 118 of a speedup circuit 122.

1d. 949.
93.  The circuit used “capacitance element 121” “at turn-on of the

amplifier” to generate an Icorrecrion (gold arrow) that “transiently (temporarily)
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flows” out of the biasing circuit from “output terminal 118.” That causes the
voltage on the base of bias transistor 107 to “transiently increase[]”, causing the
bias “current fed to the amplifier transistor 103” to likewise “transiently
increase[].” EX-1004 952; see, e.g.:

In the speedup circuit 122, with electric charge flowing into the
capacitance element 121 at a rise time of the control voltage of the
control voltage source 135 (at turn-on of the amplifier), a current
transiently (temporarily) flows from the output terminal 118 into the
fifth transistor 119, causing the voltage value of the output terminal 118
to lower. As a result, due to a change of the bias point of the third
transistor 115, the voltage of a connecting terminal 117, which connects
the collector of the third transistor 115 to the base of the bias transistor
107, transiently increases. Thus, at the rise time, the current fed to the
amplifier transistor 103 by the bias transistor 107 transiently increases.
Therefore, at the rise time, the power amplification factor of the
amplifier transistor 103 transiently increases, so that the time elapsing
until temperature variations due to heat generation of the amplifier
transistor 103 come to an equilibrium on the whole circuit is shortened,
with a result of reduced distortion of the amplification signal (e.g.,

modulated wave signal).
EX-1004 952.

94.  As illustrated in annotated Figure 1, a POSITA understood that the
bias circuit (light blue) consists of a conventional “primary bias circuit” 111, 112

(purple) driven by a conventional, unmodified “enable signal” (pink), plus a gain
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correction circuit (speedup circuit) (dark blue) that generates the /correcrion (gold
arrow) to shape the bias current (purple arrow) that emerges from the primary bias
circuit. That Icorrecrion 1s generated by the gain correction circuit using a time-
dependent signal generator (red) to generate a small /coyrror (red arrow) with the
desired shape, and then scaling up that shaped signal to an appropriate amplitude
using a “current amplifier” (gold). The current amplifier replicates (i.e. mirrors)
and amplifies the control current the /conrror (red arrow) to form the Icorrecrion
(gold arrow), which is pulled from the primary biasing circuit (purple).

95.  Ishimaru explains that, at a rise time of control voltage source 135
(which is input to bias terminal 108 and is the enable signal), “with electric charge
flowing into the capacitance element 121 “a current transiently (temporarily)
flows from the output terminal 118 into the fifth transistor 119, causing the voltage
value of the output terminal 118 to lower.” EX-1004 952. The /zus (purple
arrow) fed “to the amplifier transistor 103 is forcedly increased at turn-on of the
amplifier.” Id. 54. This means that “at the rise time, the current fed to the
amplifier transistor 103 by the bias transistor 107 transiently increases.” Id. 52.

96. Accordingly, to compensate for the startup phenomenon shown in
Figure 2 (above), Ishimaru disclosed simulation results of a transient boost in PA

collector current at PA startup. EX-1004 954, Fig. 3; see, e.g.:

71



Next, FIG. 3 shows an example (simulation result) of transient response
of the operating current (collector current Ic3) of the amplifier transistor
103 in the power amplifier of this embodiment. In this embodiment, the
current to be fed from the bias transistor 107 to the amplifier transistor
103 is forcedly increased at turn-on of the amplifier, with the result that
the value of the operating current Ic3 comes to a steady state in about
1/4 the time of transient response of the comparative example of FIG.
2. Thus, occurrence of distortions of the amplification signal due to
temperature variations in the amplifier circuit is suppressed, so that the
linearity of the circuit in burst operation is improved. That is, gain
variations due to collector current variations of the power amplifier

using a bipolar transistor can be compensated.

1d. 54.
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EX-1004 Fig. 3 (annotated).
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97.  Ishimaru taught that the forced transient boost in current corrected for
the startup gain variation of the PA:

Therefore, at the rise time, the power amplification factor of the
amplifier transistor 103 transiently increases, so that the time
elapsing until temperature variations due to heat generation of the
amplifier transistor 103 come to an equilibrium on the whole circuit
is shortened, with a result of reduced distortion of the amplification

signal (e.g., modulated wave signal).

EX-1004 952.

Thus, occurrence of distortions of the amplification signal due to
temperature variations in the amplifier circuit is suppressed, so that
the linearity of the circuit in burst operation is improved. That is, gain
variations due to collector current variations of the power amplifier

using a bipolar transistor can be compensated.

EX-1004 954.
98.  While Ishimaru does not expressly describe the extra detail of its PA
and biasing circuitry being on an IC in a packaged module, that is understood by a

POSITA in view of the general knowledge in the art, as explained further below.

That general knowledge is exemplified by Ichitsubo (EX-1005).
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2. Ichitsubo
99.  Ichitsubo is titled “RF Front-End Module for Wireless

Communication Devices” and relates to a “radio frequency (RF) power amplifier|]
(PA) module.” EX-1005 Abstract, 92; see, e.g.:

Systems and methods are disclosed for a device with an active substrate
comprising substantially transistors or diodes formed thereon, the
active substrate having at least a power amplifier formed thereon; a
passive substrate comprising substantially inductors, capacitors or
resistors formed thereon, a plurality of bonding pads positioned on the
active and passive substrates, and bonding wires connected to the

bonding pads.

EX-1005 Abstract. Ichitsubo described that its PA module teachings were
applicable to wireless communication devices and protocols, including cellular and
WLAN/802.11. Id. 9927, 35; see, e.g.:

The PA module 14 shown in FIG. 1 can be used in a wide range wireless
communication devices such as cellular phone, mobile computers, and
handheld wireless digital devices. The PA module has a miniature size

of a fewmillimeters.

1d. §35. Ichitsubo taught using various semiconductor technologies for the PA
module, including “Silicon Bipolar, CMOS, RFCMOS, [BiCMOS], SiGe,
GaAs HBT, HEMT, Etc.” Id. q8; see, e.g.:

Implementations of the device may include one or more of the

following. The module can be made of one or more Active substrates
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for active and certain supporting passive components. The module can
include one or more substantially passive substrates for passive
components only. The substrates are interconnected with bonding
wires. The substrates can be mounted on a metal lead-frame, or can be
encapsulated in molded plastics. The active substrate contains primarily
for transistors, which could be either Silicon Bipolar, CMOS,
RFCMOS, BICOMS, SiGe, GaAs HBT, HEMT, etc. They are typically
made from more expensive wafers with the semiconductor layer
structure, junctions, and dopings. The passive Substrate is for circuits
network of R, L, C which do not need active device structure. A few
conductive metal layers can be used on the passive substrate for
inductor (L) and interconnection. An insulating layer with suitable
dielectric properties such as Nitride or Oxide can be used as the
dielectric layer for capacitor (C). The passive substrate can include a
layer such as TaN and NiCr for resistor (R). Passive components can
still be on the die of the Active IC, but the circuit of passive components
such as transmission lines, impedance matching network, filters, balun,
and diplexers are located in the inexpensive dies of passive Substrate.
Typically, a diplexer consists of a set of two band pass filters or a set of

high pass and low pass filter.

1d. 8. Ichitsubo is thus from the same field of art as the 563 Patent because it
relates to the field of RF electronics generally and a wide range of PAs

specifically.
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100. Ichitsubo explains that “[pJortable devices ... with wireless
communication capability are being developed in ever decreasing size for
convenience of use.” EX-1005 92; see, e.g.:

The present invention relates to radio frequency (RF) power amplifiers
(PA) module. Portable devices such as laptop personal computers (PC),
Personal Digital Assistant (PDA) and cellular phones with wireless
communication capability are being developed in ever decreasing size
for convenience of use. Correspondingly, the electrical components
thereof must also decrease in size while still providing effective radio
transmission performance. However, the substantially high
transmission power associated with RF communication increases the

difficulty of miniaturization of the transmission components.

EX-1005 92. As expected by a POSITA, Ichitsubo describes assembly in a small,
convenient packaged module: A “PA module provides a unitary or common
component which may be conveniently assembled in a RF transmission device,
with correspondingly simplified assembly, compact 3D size, and enhanced RF
amplification performance.” Id. 98, 24, 28 (“amplifier module is compact and has
smaller foot print”), 435 (PA module has “a miniature size of a few millimeters.”).
101. Referencing Figure 1 (below), Ichitsubo describes a “radio frequency
power amplifier (PA) module 14” (packaged module) (gray), in which various
circuitry—"“input impedance matching network 18, the output impedance matching

network 20, the power amplifiers 24, the bias circuit 22, and the power sensor 26
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“are integrated on an integrated circuit (IC)” (integrated circuit) (pink). EX-1005
925. More specifically, the referenced circuitry was “fabricated in an integrated
circuit on a semiconductor chip.” Id. 925, 38; see, e.g.:

FIG. 1 shows a system diagram of the radio frequency power amplifier
(PA) module 14 for wireless communications in accordance to an
embodiment of the present invention. The PA module is built on a
module substrate 12, which can be a multiplayer printed circuit board
(PCB), lead frame, lower-temperature co-fired ceramics (ITCC), or
other suitable electronic materials. The substrate includes metal pins
adapted to receive connecting terminals of integrated circuits including
the Power Amplifiers 24, the Bias Circuit 22, the Power Sensor 26, and
optionally Control Logic 28. The Power Amplifiers 24, the Power
Sensor 26, the Bias Circuit 22, can be fabricated in an integrated circuit
on a semiconductor chip. The Power Amplifiers 24 can be of one or
multiple Stages. In the particular example shown in FIG. 1, two
Sequentially connected Stages of power transistors are employed. The
power amplifier IC has an electrically conductive metal layer to be
bonded to the top metal layer of the module. The power amplifier IC 24
can also include, in accordance with another feature of the present
invention, input impedance matching circuit 18 and output impedance
matching circuit 20. The input and output impedance matching
networks are prefer ably based on the 50-ohm standard of the RF
industry.

1d. 425. Ichitsubo, in short, combines the PAs 24 and their bias circuit 22 on the

same die/chip.
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102. The overall PA module is built on a variety of “module substrate 12”
(package substrate) types, including a “multiplayer printed circuit board (PCB),
lead frame, lower-temperature co-fired ceramics (ITCC), or other suitable

electronic materials.” EX-1005 925.
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anf 3] =g oo
4
4[4 [5] |
/ PC Ve

12
package substrate

Figure 1

EX-1005 Fig. 1 (annotated).

103. Ichitsubo also shows a cross-sectional view of packaging, describing
and showing the mounting of the IC to the package substrate in the packaged

module:
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integrated circuit (1C)

) ) Chip 1o Pin
Module 800 Intra-chip Imer-chip Wire Bond 818

ire Bond B12 Wire Bond 814
Molding 802 \ \ / /
packaged \ in 820
module :

Die Bond E10 Active or Passive Dic Pad 804 Active or Passive
IC Substrate B0E 1C Substrate 806

F1G. 8

EX-1005 Fig. 8 (annotated), 8.

3. Motivation to Combine Ishimaru and Ichitsubo

104. A POSITA would have been motivated to combine Ishimaru’s

teaching of a PA and bias circuit with Ichitsubo’s packaging teachings of

implementing a PA and bias circuit on an IC attached to a package substrate in a

packaged module for at least the following reasons.

105. First, as explained in the detailed claim mapping below §V.C.4

([14.0]-[14.2]), the combination involves nothing more than using Ichitsubo as an

express disclosure of the type of IC packaging that a POSITA already understands

would be used for Ishimaru in view of the general knowledge in the art. Nothing
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about the structures, methods or concepts disclosed in Ishimaru would need to be
changed to implement Ishimaru’s power amplifier and bias circuit on a packaged
[C—that i1s understood and expected of Ishimaru when incorporating it into a
wireless communications device.

106. Second, as described in the State of the Art section, a POSITA would
have been motivated by any one of the numerous and well-known advantages of
packaged ICs, which are demanded by the electronics market, including:
decreased size, cost and power consumption, increased reliability and durability,
and ease of manufacturing and assembly. §IV.F.3. The combination involves
nothing more than following the well-established path of commercial circuit
integration and packaging for the same benefits that have made packaged ICs
dominate the electronics industry, such as protecting the chip from the
environment and allowing easy connections; indeed, to make the chip “useful.”
EX-1009 003; see, e.g.:

package in MMIC technology, die or chips have to ultimately be
packaged to be useful. An example of a package is the TO7 “can.”
TheMMIC chip is connected within the can with bond wires connecting
from pads on the chip to lead pins on the package. The package protects
the chip from the environment and allows easy connection of the chip
with other components needed to assemble an entire system, such as a

DBS TV receiver.
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EX-1009 003. en the market demands and practices, a POSITA would have been
readily motivated to package Ishimaru’s power amplifier and bias circuit using the
packaged IC teachings of Ichitsubo.

107. Third, a POSITA would have also been motivated by the express
teachings, suggestions and motivations of Ichitsubo itself. For example, a POSITA
would have been motivated by Ichitsubo’s description of a “radio frequency (RF)
power amplifiers (PA) module” for use in wireless devices being “developed in
ever decreasing size for convenience of use,” and teaching of a “compact 3D
size” PA module having “enhanced amplification performance” that “can be
used in a wide range [of] wireless communication devices such as cellular
phone[s], mobile computers, and handheld wireless digital devices” EX-1005 992,
24, 35. Ichitsubo explains that its solution to these problems — a unitary PA
module “which may be conveniently assembled in a RF transmission device” —
has advantages including “minimiz[ing] device count and/or printed circuit

99 ¢¢

board real estate,” “simplified assembly, compact 3D size, and enhanced RF
amplification performance.” 1d. 499, 24, 25. In other words, Ichitsubo expressly
teaches benefits of packaging readily applicable to Ishimaru’s PA and bias circuit

for its intended use with “radio communication devices” EX-1004 Abstract. A

POSITA would have been motivated to follow these teachings in Ichitsubo to
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predictably achieve a compact, reliable fabrication of Ishimaru’s PA and bias
circuit. EX-1004 9942-52; EX-1005 998, 25.

108. Further, a POSITA would have a reasonable expectation of success in
implementing Ishimaru’s teachings following Ichitsubo’s packaging teachings of a
PA module because implementing a power amplifier and bias circuit on an IC
inside a packaged module was no more than the routine exercise of skill for a
POSITA making the PA module simpler and more cost effective. §IV.F.3
(discussing e.g., EX-1011 3; EX-1011 2-3; EX-1010 9958-60, 89; EX-1007 9965-
68; EX-1019 at 2:37-43; EX-1008 1609); see, e.g.:

As a CMOS derivative, SiGe BiCMOS technologies offer the
advantage of high levels of integration, with a wide variety of on-chip
active and passive device offerings [4], [11]. This allows the integration
of bias and power control circuitry, voltage regulation, and temperature
compensation to be integrated into the PA, making the PA module

simpler and more cost-effective.

EX-1008 1609.

109. Nor is there anything counterintuitive, technologically challenging, or
unique about the notion of the claimed integration and packaging. The
specification of the 563 Patent only briefly describes the packaging involved, and
does so at a high level of generality, without providing any technological solutions

or advances in the technology of IC fabrication or packaging. EX-1001 14:9-15:8,
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Figs. 10A, 10B. This lack of detail in the 563 Patent is not surprising given the
well-developed state of the art for ICs and packaging as discussed above.

110. Further, a POSITA understood that the implementation of Ishimaru’s
speedup circuit facilitated the use of resistors and capacitors of suitable size that
could be implemented in an on-chip integration with the PA. Ishimaru’s
transistors 119/120 provide amplification to the current that charges capacitor 121
and flows to ground through resistor 136. EX-1004 Fig. 1, §955-56; see, e.g.:

In addition, the capacitance element 121 of the speedup circuit 122 may
be a capacitance element whose capacitance value is changeable. In this
case, changing the capacitance value of the capacitance element 121
makes it possible to adjust the time duration during which the bias fed
to the amplifier transistor 103 at a start of amplification operation by
the speedup circuit 122 via the bias power source section composed of

the power source circuit 112 and the bias circuit 111 is kept increased.

EX-1004 956. Owing to the very high gain of transistors 119/120, the current in the
capacitor can be made very small, and therefore the capacitor 121 can be made
small for a given time constant. Likewise, the size of resistor 136 can be small as
the capacitor current (/¢;2;) is generally the resistor current (/z;35) divided by the
gain of transistors 119 and 120. This is consistent with the disclosure of the 563
Patent, which describes how amplifying Iconrror With amplifier 73 allows one to

“reduce a magnitude of the resistor and/or capacitor needed to generate a suitable
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correction current, thereby permitting the time-dependent signal generator 72 to be
integrated on-chip with the power amplifier 32.” EX-1001 14:36-41.

111. Elaborating on this point, Ishimaru’s speedup circuit facilitated the
use of resistors and capacitors of suitable size because Ishimaru uses significant
amplification of its C121 current in its speedup circuit, prevents the need for
resistors or capacitors anywhere near the size that could be an impediment to on-
chip integration with the PA. More specifically, a POSITA understands that
Ishimaru applies a large current amplification (by virtue of transistors 119, and
120) to the transient current controlled by “capacitance element 121.” (see EX-
1004 9952, 55-56, Fig. 1 (capacitor 121, transistors 119 and 120, and resistor
136)). The current in resistor 136 is used to charge the capacitor 121, through
transistors 119 and 120. Owing to the very high gain of transistors 119 and 120, the
current in the capacitor can be made very small, and therefore the capacitor 121
can be made very small for a given time constant. This is consistent with the
Challenged Patent’s discussion of using amplification to allow for small
components for integrated circuits. See, e.g., EX-1001 14:36-41. Likewise the
size of resistor 136 can be small as the capacitor current (/¢;2;) 1s the resistor
current (/;35) divided by the gain of transistors 119 and 120. The physical size of
a resistor in an integrated circuit is directly attributable to its resistance value, i.e. a

large resistor is physically large, and vice versa. The current through a small
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resistor, however, is larger for a given voltage. In Ishimaru, a physically small
resistor can be used for resistor 136 as its current when traced back to capacitor
121, will be greatly reduced by the gain of 119 and 120. A small resistor has the
benefit of being easily implementable on an integrated circuit due to its small size.
Thus, this amplification and the presence of transistors 119 and 120 — which
themselves provide effective resistance — permits very small resistor and
capacitor values in Ishimaru’s circuit.

4. Detailed Application of Ishimaru in View of Ichitsubo to the
Challenged Claims

Claim 14

[14.0] A packaged module comprising:
[14.1] a package substrate; and;

[14.2] an integrated circuit attached to the package substrate and
including

112. Ishimaru in view of Ichitsubo discloses these limitations.
113. Ishimaru discloses a PA (green) and bias circuit (blue) for use in a
radio communications devices. EX-1004 Abstract, q1, Fig. 1; see, e.g.:

In the power amplifier of the invention, at a start of power amplification
by an amplifier transistor 103 serving as an amplification section, a
speedup circuit 122 transiently increases a bias which is fed to the
amplifier transistor 103 via a bias power source section composed of a

bias circuit 111 and a power source circuit 112. As a result, the power
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amplification factor of the amplifier transistor 103 is transiently
increased at the start of power amplification by the amplifier transistor
103. Thus, the time elapsing until temperature variations due to heat
generation of the amplifier transistor 103 come to an equilibrium on the
whole circuit 1s shortened, with a result of reduced distortion of the
amplification signal such as a modulated-wave signal. Accordingly, in
the invention, it becomes possible to suppress distortion increases of an
amplification signal due to heat generation at the start time without

using any temperature sensing element.

EX-1004 Abstract.
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EX-1004 Fig. 1 (annotated).
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114. While Ishimaru does not expressly describe the extra detail of its PA
(green) and bias circuit (blue) being in an integrated circuit attached to a package
substrate as part of a packaged module as claimed, that is nonetheless understood
by a POSITA for several reasons. First, Ishimaru discloses that its PA and bias
circuit is for “a high frequency power amplifier to be used in radio
communication devices or the like.” EX-1004 Abstract 1. A POSITA readily
understood that the overwhelming majority of these types of circuits were designed
as packaged ICs. EX-1009 003 (“die[s] or chips have to ultimately be packaged to
be useful.”); EX-1011 3 (describing packaging in “front end modules”); EX-1008
1609, 1612, Fig. 17; EX-1022 Fig. 2; EX-1019; §IV.F.3; see, e.g.:

package in MMIC technology, die or chips have to ultimately be
packaged to be useful. An example of a package is the TO7 “can.”
TheMMIC chip is connected within the can with bond wires connecting
from pads on the chip to lead pins on the package. The package protects
the chip from the environment and allows easy connection of the chip
with other components needed to assemble an entire system, such as a

DBS TV receiver.

EX-1009 003. Second, Ishimaru is directed to an incremental improvement in the
startup behavior of PAs that is directed at the margin of high performing devices,
i.e., the type implemented in packaged ICs. Third, Ishimaru is directed to

improvements in the startup behavior of PAs, which requires additional circuitry.
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Such additional circuitry would be routine and expected to be integrated into an IC
and packaged.

115. For these reasons, a POSITA reading Ishimaru in 2011 understood
that Ishimaru’s “radio communication device” with its PA (green) and bias circuits
(blue) would be implemented in an integrated circuit attached to a package
substrate in a packaged module as claimed. Thus, while not explicitly stated, the
packaging limitations claimed are nonetheless disclosed to a POSITA in view of
the reasonable inferences that a skilled artisan would draw when reading Ishimaru.

Ishimaru in view of Ichitsubo

116. To the extent that Patent Owner argues that Ishimaru does not
explicitly state that PA (green) and bias circuits (blue) in a “radio communication
device” would be implemented in an integrated circuit attached to a package
substrate in a packaged module as claimed, it would have been obvious to
implement Ishimaru’s PA (green) and bias circuit (blue) in the form of an
integrated circuit attached to a package substrate as part of a packaged module in
view of Ichitsubo, for the reasons described in the Motivation to Combine section
above (§V.C.3).

Packaged Module
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117. Referencing Figure 1 (below), Ichitsubo describes a “radio frequency

power amplifier (PA) module 14” (packaged module) (gray). EX-1005 925; see,

e.g.:

FIG. 1 shows a system diagram of the radio frequency power amplifier
(PA) module 14 for wireless communications in accordance to an
embodiment of the present invention. The PA module is built on a
module substrate 12, which can be a multiplayer printed circuit board
(PCB), lead frame, lower-temperature co-fired ceramics (ITCC), or
other suitable electronic materials. The substrate includes metal pins
adapted to receive connecting terminals of integrated circuits including
the Power Amplifiers 24, the Bias Circuit 22, the Power Sensor 26, and
optionally Control Logic 28. The Power Amplifiers 24, the Power
Sensor 26, the Bias Circuit 22, can be fabricated in an integrated circuit
on a semiconductor chip. The Power Amplifiers 24 can be of one or
multiple Stages. In the particular example shown in FIG. 1, two
Sequentially connected Stages of power transistors are employed. The
power amplifier IC has an electrically conductive metal layer to be
bonded to the top metal layer of the module. The power amplifier IC 24
can also include, in accordance with another feature of the present
invention, input impedance matching circuit 18 and output impedance
matching circuit 20. The input and output impedance matching
networks are prefer ably based on the 50-ohm standard of the RF
industry.
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EX-1005 925. The PA module is a packaged module in that it contains, simplifies
and protects, i.e. packages, one or more ICs in a unitary module for assembly into
larger device. EX-1005 993, 24, 84; see, e.g.:

The PA module provides a unitary or common component which may
be conveniently assembled in a RF transmission device, with
correspondingly simplified assembly, compact 3D size, and
enhanced RF amplification performance. In accordance with the
present invention, the term “module” refers to such a unitary device for
wireless communications, comprising integrated power amplifiers and

other circuitry and auxiliary electronic components.
EX-1005 924.

FIG. 8 shows a cross-sectional view of another embodiment of an RF
module 800. The module 800 encapsulates circuit elements in a
molding 802 such as a plastic molding. Pins 820 are provided to provide
electrical I/Os for the module. The pins 820 are connected to active or
passive substrates 806-808 using chip to pin wire-bonds 818. The
substrates 806-808 are bonded to a die pad 804 using die bond 810,
which can be a suitable epoxy or can be solder, among others.
Additionally, connections inside a chip can be wire-bonded using intra-
chip wire-bond 812. Moreover, connections between chips can be wire-
bonded using interchip wire-bonds 814. In one embodiment, the pins
can be gold plated (Au Plating). A ground base of nickel plating is
provided to attach one or more dies thereto. Wires are bonded between
the dies and the gold-plated pins. The entire assembly is then

encapsulated in a mold to protect the power amplifier from
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environmental variables such as humidity and temperature and

physical stress, among others.

EX-1005 984.
integrated circuit (IC) 14
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1
GND:l GND packaged
Input Impedance | Output impedance module
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C«NDE aND Amplifiers 24
—

package substrate

Figure 1

EX-1005 Fig. 1 (annotated).

Integrated Circuit

118. The packaged module includes an integrated circuit (pink).
Specifically, Ichitsubo teaches that a PA and bias circuit, plus more various
circuitry (“input impedance matching network 18, the output impedance matching
network 20, the power amplifiers 24, the bias circuit 22 and the power sensor 26”),

are “integrated on an integrated circuit (IC)” conventionally in the form of a
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“semiconductor integrated circuit (IC) chip or die” (integrated circuit) (pink). EX-
1005 993, 25, 38; see, e.g.:

A major component of the wireless communication device is the radio
frequency PA. The PA is conventionally in the form of a
semiconductor integrated circuit (IC) chip or die in which signal
amplification is effected with substantial power. The amplifier chip
is interconnected in a circuit with certain off-chip components such as
inductors, capacitors, resistors, and transmission lines used for
controlling operation of the amplifier chip and providing impedance
matching of the input and output RF signals. The amplifier chip and
associated components are typically assembled, on a printed circuit
board (PCB) in which the components are interconnected by layers

printed metal circuits and layers of dielectric substrates.

EX-1005 93.

FIG. 1 shows a system diagram of the radio frequency power amplifier
(PA) module 14 for wireless communications in accordance to an
embodiment of the present invention. The PA module is built on a
module substrate 12, which can be a multiplayer printed circuit board
(PCB), lead frame, lower-temperature co-fired ceramics (ITCC), or
other suitable electronic materials. The substrate includes metal pins
adapted to receive connecting terminals of integrated circuits including
the Power Amplifiers 24, the Bias Circuit 22, the Power Sensor 26, and
optionally Control Logic 28. The Power Amplifiers 24, the Power
Sensor 26, the Bias Circuit 22, can be fabricated in an integrated

circuit on a semiconductor chip. The Power Amplifiers 24 can be of
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one or multiple stages. In the particular example shown in FIG. 1, two
sequentially connected stages of power transistors are employed. The
power amplifier IC has an electrically conductive metal layer to be
bonded to the top metal layer of the module. The power amplifier IC 24
can also include, in accordance with another feature of the present
invention, input impedance matching circuit 18 and output impedance
matching circuit 20. The input and output impedance matching
networks are prefer ably based on the 50-ohm standard of the RF
industry.

EX-1005 925.

In one embodiment, the input impedance matching network 18, the
output impedance matching network 20, the power amplifiers 24, the
bias circuit 22 and the power sensor 26 are integrated on an
integrated circuit (IC). The IC includes top terminals or bonding Pins
which provide various input and output connections to the internal
components of the chip. The top terminals are electrically joined to one
or more of the plates in the module Substrate 12. In the preferred
embodiment, the chip includes Gallium Arsenide Heterojunction
Bipolar Transistors (GaAs HBT). However, other Semiconductor

materials may also be used.

EX-1005 938.
119. Under Patent Owner’s construction, an IC can include integration

across multiple dies (EX-1020), but that does not distinguish the art, which
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likewise discloses a packaged module having multiple chips integrated therein on a

common package substrate:

first integrated circuit (IC) second integrated circuit (IC)
_ . Chip to Pin
Module 800\ Jra-chip Imer-chip Wire Bond 818

-/ TN\ N

Die Bond 810 Active or Passive Dic Ped 804 Active or Passive

packaged
module

IC Substrate RO 1C Substrate 806
package
G. 8 substrate

EX-1005 Fig. 8 (annotated).

120. Thus, even under Patent Owner’s one-or-more-chip construction,
Ichitsubo not only literally discloses that (since it discloses all the claimed
components on one chip) but the relaxed/reduced degree of integration would be
even more easily accomplished on multiple dice for the same reasons (e.g.
miniaturization, efficiency) set forth above.

Package Substrate
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121. As illustrated in Fig. 8, Itchitsubo also teaches that the PA module has
a variety of “module substrate 12” (package substrate) (brown) types, including a
“multiplayer printed circuit board (PCB), lead frame, lower-temperature co-fired
ceramics (LTCC), or other suitable electronic materials.” This “RF power
amplifier module includes a multi-layer three-dimensional substrate having a
bottom metal layer adapted to bond with the printed circuit board (PCB) of a
wireless communications device” and this substrate “has one or more upper layers
adapted to receive the amplifier chip and other off-chip components™ (integrated
circuit attached to the package substrate). The IC is electrically connected and
otherwise secured to the package substrate (integrated circuit attached to the
package substrate). For example, the PA “is built on a module substrate 12,”
which “has one or more upper layers adapted to receive the amplifier chip.” Ex-
1005 929. Furthermore, referencing Figure 8 (below), Ichitsubo discloses that its
integrated circuits can be “bonded” to a substrate (e.g. die pad 804) “using die

bond 810.” EX-1005 984.
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EX-1005 Fig. 8 (annotated).

[14.2.1] a power amplifier configured to provide amplification to a
radio frequency signal and

122. Ishimaru discloses this limitation.

123. Ishimaru discloses “a high-frequency power amplifier to be used in
radio communication devices.” EX-1004 §1. The circuitry for the PA includes “an
amplification section having a first transistor for performing power amplification”
(green) (a power amplifier configured to provide amplification), as well as “a bias
power source section” and “a speedup circuit.” EX-1004 4910-12; see, e.g.:

an amplification section having a first transistor for performing power

amplification;
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EX-1004 910.

a bias power source section having a second transis tor for feeding a

bias to the first transistor; and

EX-1004 q11.

a speedup circuit for transiently increasing the bias fed to the first
transistor by bias power source section at a start of the power

amplification.

EX-1004 q12. As illustrated in Figure 1 (annotated below), Ishimaru further
discloses that “a high-frequency signal as an input signal [is] inputted from an
input signal terminal 101, ... is amplified by an amplifier transistor 103 serving as
a first transistor, and then, ... outputted from an output signal terminal 105.” EX-
1004 942; see, e.g.:

In this power amplifier, a high-frequency signal as an input signal
inputted from an input signal terminal 101, passing through an input
matching circuit 102, is amplified by an amplifier transistor 103 serving
as a first transistor, and then, after passing through an output matching
circuit 104, outputted from an output signal terminal 105. In FIG. 1,
reference sign 106 denotes a collector bias terminal of the amplifier
transistor 103. Between the collector bias terminal 106 and the ground
are connected a DC power source 137 and a capacitance element 138.

The amplifier transistor 103 forms an amplification section.

EX-1004 942.
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EX-1004 Fig. 1 (annotated).

124. Because Ishimaru is directed to a PA for a radio communications
device, a POSITA reading Ishimaru understood that the high-frequency input
signal at input terminal 101 is a radio frequency signal (brown arrow) for
amplification by amplifier transistor 103 (a power amplifier configured to provide
amplification) to generate an amplified radio frequency signal at output terminal

105.

[14.2.2] a bias circuit configured to receive a power amplifier enable
signal and to generate a bias signal that biases the power amplifier,
the bias circuit including

125. Ishimaru discloses this limitation.
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126. As shown in Figure 1, Ishimaru discloses a “speedup circuit 122,”
“power source circuit 112, and “bias circuit 1117 (collectively, a bias circuit)
(light blue) that receives a “control voltage from voltage source 135 (power
amplifier enable signal) (pink arrow) and supplies a “base bias current” (generate
a bias signal) (purple arrow) to the “base terminal of amplifier transistor 103”
(biases the power amplifier) (green). EX-1004 Abstract, 4924, 31, 49-52; see, e.g.:

In the power amplifier of the invention, at a start of power amplification
by an amplifier transistor 103 serving as an amplification section, a
speedup circuit 122 transiently increases a bias which is fed to the
amplifier transistor 103 via a bias power source section composed of a
bias circuit 111 and a power source circuit 112. As a result, the power
amplification factor of the amplifier transistor 103 is transiently
increased at the start of power amplification by the amplifier transistor
103. Thus, the time elapsing until temperature variations due to heat
generation of the amplifier transistor 103 come to an equilibrium on the
whole circuit is shortened, with a result of reduced distortion of the
amplification signal such as a modulated-wave signal. Accordingly, in
the invention, it becomes possible to suppress distortion increases of an
amplification signal due to heat generation at the start time without

using any temperature sensing element.

EX-1004 Abstract.
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EX-1004 Fig. 1 (annotated).
127. Ishimaru discloses that the control voltage from control voltage

source 135 at bias terminal 108 “controls turn-on and -off of power amplification.”
EX-1004 924; see, e.g.:

Accordingly, in this invention, at the start of power amplification, i.e.,
immediately after the control voltage source that controls turn-on and -
off of the power amplification is turned on so that the bias voltage is
applied from the control voltage source to the first transistor via the bias
power source section, the current following into the base of the first
transistor is transiently increased by the speedup circuit. As a result of
this, variations in the operating current due to heat generation of the

power amplifier or the like can be canceled, by which variations in
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amplification factor can be suppressed, and improvement of the
linearity can be achieved. That is, without use of any temperature
sensing element, since the speedup circuit enabled to adjust the
transient response of the operating current is connected to the bias
power source section, distortion increases of the amplification signal

(modulated-wave signal) due to heat generation can be suppressed.

EX-1004 924. Thus, Ishimaru’s control voltage is a power amplifier enable signal.
As explained in limitations 14.2.2.1-2 below, Ishimaru further discloses that, in
response to the control voltage from source 135 being turned on (power amplifier
enable signal), the 1145 (bias signal) that is applied to the base of amplifier
transistor 103 transiently (temporarily) increases due to the operation of the
speedup circuit 122, power source circuit 112, and bias circuit 111 (configured to .
.. generate a bias signal that biases the power amplifier). EX-1004 931; see, e.g.:

According to the power amplifier of this embodiment, by electric
charge flowing into the capacitance element at a rise time of the control
voltage of the control voltage source (upon turn-on of the amplifier), a
current transiently (temporarily) flows into the collector of the fifth
transistor, causing the voltage value of the collector to lower. As a
result, due to a change of the bias point of the third transistor, the
voltage of the connecting terminal at which the collector of the third
transistor is connected to the base of the second transistor is temporarily
increased. Thus, the current fed to the first transistor by the second
transistor is transiently increased at the rise time. Therefore, the power

amplification factor of the first transistor is transiently increased at the
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rise time, so that the time elapsing until temperature variations due to
heat generation of the first transistor come to an equilibrium on the
whole circuit is shortened, with a result of reduced distortion of the

amplification signal (e.g., modulated wave signal).

EX-1004 931.

[14.2.2.1] a gain correction circuit configured to generate a control

current in response to activation of the power amplifier enable

signal and to mirror the control current to generate a correction
current

128. Ishimaru discloses this limitation.
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EX-1004 (Ishimaru) Fig. 1 (annotated).
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129. With reference to Figure 1, Ishimaru discloses a speedup circuit 122
(gain correction circuit) (dark blue) that includes a capacitance element 121,
diodes 125 and 126, transistors 119 and 120, and resistance element 136. EX-1004
9950-51; see, e.g.:

The speedup circuit 122 has a fifth transistor 119 whose collector is
connected to the output terminal 118, and a sixth transistor 120 whose
emitter is connected to a base of the fifth transistor 119. The emitter of
the fifth transistor 119 is connected to the ground via a resistance

element 136.

EX-1004 950.

The speedup circuit 122 also has a capacitance element 121 which is
connected between a base of the sixth transistor 120 and the bias
terminal 108, and two diodes 125, 126 which are connected in series

between the base of the sixth transistor 120 and the bias terminal 108.

EX-1004 951. In response to the “rise time of the control voltage of the control
voltage source 135 (at turn-on of the amplifier),” (activation of the power amplifier
enable signal) (pink arrow), the speedup circuit applies a transient or time-varying
current to the base of transistor 119 (control current) (red arrow). EX-1004 952.
This is a control current at least because it is used to control the correction to the

biasing of Ishimaru’s PA to compensate for gain variation, as discussed next.
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130. This Iconrror (red arrow) is amplified by transistor 119, resulting in a

transient current being pulled into the collector of transistor 119 from node 118, a

correction current, Icorrecrioy (gold arrow). EX-1004 452; see, e.g.:

In the speedup circuit 122, with electric charge flowing into the
capacitance element 121 at a rise time of the control voltage of the
control voltage source 135 (at turn-on of the amplifier), a current
transiently (temporarily) flows from the output terminal 118 into the
fifth transistor 119, causing the voltage value of the output terminal 118
to lower. As a result, due to a change of the bias point of the third
transistor 115, the voltage of a connecting terminal 117, which connects
the collector of the third transistor 115 to the base of the bias transistor
107, transiently increases. Thus, at the rise time, the current fed to the
amplifier transistor 103 by the bias transistor 107 transiently increases.
Therefore, at the rise time, the power amplification factor of the
amplifier transistor 103 transiently increases, so that the time elapsing
until temperature variations due to heat generation of the amplifier
transistor 103 come to an equilibrium on the whole circuit is shortened,
with a result of reduced distortion of the amplification signal (e.g.,

modulated wave signal).

EX-1004 952.

131.

Ishimaru’s speedup circuit 122 (dark blue) is a gain correction circuit

in that it 1s a circuit for gain correction of Ishimaru’s power amplifier (green) and

is configured to generate a control current in response to activation of the power

amplifier enable signal and to mirror the control current to generate a correction
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current, as already explained. The speedup circuit 112 (dark blue) shapes the
Icorrection (gold arrow) as a “current that transiently (temporarily) flows™ out of
the PA’s primary biasing circuit (purple). EX-1004 952. This Icorrecrion (gold
arrow) is shaped in an amount and duration necessary to cause the primary biasing
circuit to send a corresponding temporary boost in /45 to the PA (green) to boost
its gain during the startup period when it would otherwise be too low, i.e. to correct
for the gain variation of the PA. EX-1004 §52; see, e.g.:

More specifically:

Thus, occurrence of distortions of the amplification signal due to
temperature variations in the amplifier circuit is suppressed, so that
the linearity of the circuit in burst operation is improved. That is, gain
variations due to collector current variations of the power amplifier

using a bipolar transistor can be compensated.

EX-1004 954.

132. The speedup circuit/gain correction circuit (dark blue) achieves this
PA gain correction by shaping the /correcrion (gold arrow) to cause a temporary
voltage increase at the base of transistor 107 in the primary biasing circuit
(purple), which transiently boosts the amount of “bias base current” (bias signal),
1.e., an Ip4s (purple arrow) supplied to bias the PA’s amplifier transistor 103. EX-
1004 952. That transiently boosts the gain of the PA based on the Icorrecrion,

compensating for the low gain of PA at startup. EX-1004 952. This boost is
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shown by the increased collector current through amplifier transistor 103 during

startup shown in Figure 3 of Ishimaru. EX-1004 Fig. 3.

Fig.3
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EX-1004 Fig. 3 (annotated).

133. Thus, a POSITA reviewing Ishimaru understood that the base current
applied to transistor 119 is an Iconrror (red arrow) because it controls generation
of transistor 119’s collector current Icorrecrion (gold arrow), which, in turn,
ultimately controls /.45 (purple) generated by bias circuit 111 that is applied to the
base of amplifier transistor 103, thus leading to the transient increase in the
collector current through the PA transistor to correct the gain of the power
amplifier.

Current Mirror
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134. As shown in Fig. 1, partially reproduced below, Ishimaru’s transistor
119 is a current mirror that is configured to replicate, i.e., configured to mirror

(gold) the Iconrror (red arrow) to generate the Icorrecrion (gold arrow).

control current

EX-1004 Fig. 1 (annotated) (partial).

135. Consistent with the discussion of current mirrors in the State of the
Art section, transistor 119 as connected in Ishimaru is configured to mirror in that
it is configured to replicate (reproduce, duplicate, reflect, etc.), i.e., mirror the
current at its input (the base of transistor 119) to generate the current at its output
(the collector of transistor 119). §IV.F.2; EX-1004 Fig. 1.

136. When connected as shown in Ishimaru, transistor 119 takes the

general, three-node form set out by Barrie Gilbert and Gray for a current mirror.
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EX-1012 Fig. 6.1a; EX-1013 Fig. 4.1). Accordingly, in the side-by-side images
below, Ishimaru’s transistor 119 is used as a current mirror in that node NI (of
Gilbert Figure 6.1a showing a current mirror) is the base of transistor 119, N2 the
collector of transistor 119, and NO the emitter of transistor 119, with the circuit
replicating (and scaling) current I1 to generate output current 12. EX-1012 242,
Fig. 6.1a; EX-1013 Fig. 4.1; see, e.g.:

In the simplest possible scenario, a single BJT can be used as a mirror:
node N1 (of Figure 6. la) is the base, N2 the collector and NO the
emitter. Of course, the practical objection to this proposal is that the
mirror ratio, M, is much higher than generally needed and poorly-
controlled, being just the common-emitter current-gain, J3, and not
very linear. While these objections are all true, it is nevertheless useful
to begin here, because we will discover that many of the properties of
more familiar mirrors can be predicted from the behavior of the single

transistor circuit.

EX-1012 242.
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EX-1012 240, Fig. 6.1a (annotated) EX-1004 Fig. 1 (annotated)(partial)
137. Likewise, Ishimaru’s transistor 119 is connected and used in the same

way as Gilbert’s single-transistor current mirror of his Figure 6.2a.
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EX-1012 243, Fig. 6.2a (annotated) EX-1004 Fig. 1 (annotated) (partial).
138. 1In addition to the replication discussed above, Ishimaru’s current

mirror is further configured to amplify the /conrroz, scaling it up by the
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amplification factor to form Icorrecrion, namely the common-emitter current-gain,
B, of the transistor 119, which quantifies the “mirror ratio (discussed below) of

Ishimaru’s current mirror. §IV.F.2, EX-2015 38; EX-1012 242-243; see, e.g.:

beta current gain factor Syn. common-emitter forward-current
transfer ratio; forward current gain. Symbol: B. The short-circuit
current-amplification factor in a bipolar transistor with »common-
emitter connection: B = al./ alg Vg constant where I is the collector
current and Iy is the base current; the collector voltage, Vg, is constant.

B is always greater than unity and practical values up to 500 are used.

EX-1015 38.

In the simplest possible scenario, a single BJT can be used as a mirror:
node NI (of Figure 6. la) is the base, N2 the collector and NO the
emitter. Of course, the practical objection to this proposal is that the
mirror ratio, M, is much higher than generally needed and poorly-
controlled, being just the common-emitter current-gain, , and not very
linear. While these objections are all true, it is nevertheless useful to
begin here, because we will discover that many of the properties of
more familiar mirrors can be predicted from the behavior of the single

transistor circuit.

Figure 6.2a shows the biasing for an NPN device. We wish to determine
the input and output resistances. It will be assumed that B is independent
of current over the range of interest. If B were also independent of V,,
the output I, would always be simply BI; and the output resistance r,

would be infinite. In fact, B increases with V, due to base-width
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modulation, and in the customary BJT model would be exactly doubled
when the collector bias voltage, Vg (roughly, V), is equal to the

forward Early voltage, Var.

EX-1012 242-243. The current at the collector (/¢;;9) of transistor 119 (a transistor
having B119) 1s generally related to the current at the transistor’s base (/z;19) by the
equation: Ic;;9= Biio*Ip119. Thus, the ratio of the input current /5,9 to the output
current I¢y;91s generally Bi19. The gain through the transistor is the “mirror ratio”,
“M”, by which Ishimaru’s current mirror scales the Iconrror to generate the
Icorrecrion. EX-1012 242-243; EX-1004 Fig. 1. The gain of transistor 119 can be
configured to a target value by designing the voltage and current biasing of the
transistor 119 (within the constraints of the circuit), such that a  in a range, e.g., of
about 60 to 150 or more, can be achieved. The time constant of the transient can
then be tuned through the choice of components, namely C121 and R136. EX-
1004 99 55-56; see, e.g.:

In the power amplifier of this embodiment also, the capacitance value
of the capacitance element 121 of the speedup circuit 122 is adjusted so
as to cancel transient variations in gain due to the temperature variations
at a start of power amplification. As a result of this, deterioration of the
linearity due to variations of amplification gain can be canceled so that

the value of dynamic EVM (error vector magnitude) can be improved.

EX-1004 955.
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In addition, the capacitance element 121 of the speedup circuit 122 may
be a capacitance element whose capacitance value is changeable. In this
case, changing the capacitance value of the capacitance element 121
makes it possible to adjust the time duration during which the bias fed
to the amplifier transistor 103 at a start of amplification operation by
the speedup circuit 122 via the bias power source section composed of

the power source circuit 112 and the bias circuit 111 is kept increased.

EX-1004 956.

139. Thus, transistor 119 as connected in Ishimaru 1s a current mirror in
that it constitutes a circuit configured to mirror a current, which can be configured
to achieve a target gain. Transistor 119 is a circuit that has electrical
interconnections, including input/output and other connections that permit current
to flow through the circuit. EX-1020 2; see, e.g.:

Plain meaning, such as “one or more circuits configured to mirror a

current, which can be configured to achieve a target gain”

EX-1020 2.

140. Ishimaru thus discloses a speedup circuit 122 for correcting the gain
of the PA (a gain correction circuit) (dark blue) that, in response to “a rise time of
the control voltage of the control voltage source 135 (at turn-on of the
amplifier)”(in response to activation of the power amplifier enable signal) (pink
arrow), generates a transient or time-varying current via capacitor 121 that is

amplified (by transistor 120) and applied to the base of transistor 119 (generate a
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control current) (red arrow) that is replicated, i.e., mirrored (and scaled up) at the
collector of transistor 119 in the form of a transient or time-varying current (mirror
the control current to generate a correction current) (gold arrow) that is pulled
from node 118 to affect the generation of /45 (bias signal) (purple arrow) applied
to the base of amplifier transistor 103.

[14.2.2.2] and a primary biasing circuit configured to generate the
bias signal based on the correction current and the power amplifier
enable signal.

141. Ishimaru discloses this limitation. See [14.2.2.1]. As shown in the
portion of Figure 1 reproduced below, Ishimaru discloses a power source circuit
112 and bias circuit 111, which constitute the primary biasing circuit (purple)
which together supply a “base bias current” (Ipi4s, the bias signal) (purple arrow) to
the amplifier transistor 103. As explained below, this /45 1s based on the control
voltage (the power amplifier enable signal) (pink arrow) and the current drawn out

of node 118 (the correction current) (gold arrow).
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EX-1004 Fig. 1 (partial) (annotated).
142. Ishimaru explains that “bias circuit 111 and the power source circuit
112 constitute a bias power source section.” EX-1004 46; see, e.g.:

A power source circuit 112 is connected to the base terminal of the bias
transistor 107 of the bias circuit 111. The bias circuit 111 and the power

source circuit 112 constitute a bias power source section.
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EX-1004 946. The combination of this circuitry is a primary biasing circuit in that
it is the main circuitry used to generate the “base bias current” that biases the
operating point of the transistor of the PA (green) to its intended state (e.g.
enabled, and biased to operate at its intended operating point, suitable for
amplification). See, e.g., EX-1024 218, 220-228; EX-1006 Fig. 2.1; see, e.g.:

Transistor circuits are usually designed to amplify an ac input voltage
rather than dc current. In this type of arrangement, the ac is
superimposed on the dc. The dc is used to establish specific quiescent
emitter and collector currents. These bias currents should set the idling
voltage (voltage before ac is applied to the circuit) at the collector at
one-half of Ecc. Because the collector voltage, Vc, is equal to Ecc —

IcRc, Ve should be idling at about Ecc/2.

EX-1024 218.

Bias or idling conditions are established when there is no ac voltage at
the input of the circuit, or Ejy = 0. At this time, only the dc emitter
supply voltage less the base-emitter voltage is across R¢ the only

component in this circuit that is outside of the transistor.

EX-1024 220.

As was true in the common-base circuit, it is also desirable here to let
the voltage at the collector terminal in this circuit idle at E/2 volts. To
do this, the idling voltage across R, must be equal to half of the supply
voltage, or IcRc = Ecc/2. Because Ic is related to Ig, Ip is set by the

designer of the circuit to equal the desired le divided by beta. I can, of
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course, be set by using the proper base resistor, Rg, in the circuit. Ac
signal voltage is usually fed through a capacitor to the base and applied
between the base and emitter to the transistor. The input voltage varies
the base and hence collector current in step with the cyclic variations of
the ac. A magnified version of the ac input voltage is developed across

the collector resistor by the ac collector current flowing through it.

EX-1024 223. More specifically, bias circuit 111 1s “composed of the bias

transistor 107 and a capacitance element 110 connected to the base of bias
transistor 107. EX-1004 945; see, e.g.:

A bias circuit 111 composed of the bias transistor 107 and a capacitance
element 110 connected to a base terminal of the bias transistor 107 has
a function of increasing the base bias current in response to an increase
in signal strength of the input signal, and functions to keep the
amplification ratio of an output signal as well as its phase rotation after
amplification constant even when the signal strength of the input signal

has changed.

EX-1004 945. Bias transistor 107’s collector is connected to bias terminal 108
through a resistor 133, and the bias terminal 108 is connected to control voltage
source 135 (the power amplifier enable signal) (pink arrow). EX-1004 944; see,
eg.

The bias transistor 107 has its collector connected to a bias terminal 108
via a resistance element 133. The bias terminal 108 is connected to a

control voltage source 135.
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EX-1004 944. The emitter of bias transistor 107 is connected to a base terminal of
the amplifier transistor 103 via resistance element 109 and “supplies a base bias
current to the base of amplification transistor 103.” EX-1004 943; see, e.g.:

Also, a bias transistor 107 as a second transistor is a transistor that
supplies a base bias current to a base terminal of the amplifier transistor
103. An emitter of the bias transistor 107 is connected to a base terminal
of the amplifier transistor 103 via a resistance element 109. The
resistance element 109 is a ballast (stabilization) resistor which is
inserted in a base bias channel to prevent thermal runaway of the

amplifier transistor 103.

EX-1004 943. Thus, the “base bias current” provided by bias transistor 107 to the
amplifier transistor 103 is a bias signal.

143. Bias transistor 107 in circuit 111 operates in conjunction with power
source circuit 112 to generate /45 applied to the amplifier transistor 103 and thus,
circuit 111 and 112, collectively are a primary biasing circuit (purple).

144. More specifically, as shown in the portion of the annotated Figure 1
above, node 117 of circuit 112 is connected to the base terminal of the bias
transistor 107 and, thus, controls the bias point of transistor 107 and, consequently,
the transistor 107’s collector current. EX-1004 9946, 48; see, e.g.:

A power source circuit 112 is connected to the base terminal of the bias
transistor 107 of the bias circuit 111. The bias circuit 111 and the power

source circuit 112 constitute a bias power source section.
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EX-1004 946. Node PO of power source circuit 112 (i.e., the base of transistor 115
and emitter of transistor 116) is connected to output terminal 118 of speedup
circuit 122. Id. 9948-49; see, e.g.:

In this embodiment, as shown in FIG. 1, the power source circuit 112
has a third transistor 115, a fourth transistor 116, and a resistance
element 114. The third transistor 115 has its collector connected to the
base of the bias transistor 107 and its emitter connected to the ground.
Also, a base of the third transistor 115 is connected to an emitter of the
fourth transistor 116. The collector of the third transistor 115 is
connected to the bias terminal 108 via a resistance element 131.
Meanwhile, the fourth transistor 116 has its emitter connected to the
ground via the resistance element 114 and its collector connected to the

bias terminal 108 via a resistance element 132.

1d. 948.

145. Ishimaru explains that, at a rise time of the control voltage from the
control voltage source 135, “a current transiently (temporarily) from the output
terminal 118” flows into the speedup circuit 122. EX-1004 952; see, e.g.:

In the speedup circuit 122, with electric charge flowing into the
capacitance element 121 at a rise time of the control voltage of the
control voltage source 135 (at turn-on of the amplifier), a current
transiently (temporarily) flows from the output terminal 118 into the
fifth transistor 119, causing the voltage value of the output terminal 118
to lower. As a result, due to a change of the bias point of the third

transistor 115, the voltage of a connecting terminal 117, which connects
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the collector of the third transistor 115 to the base of the bias transistor
107, transiently increases. Thus, at the rise time, the current fed to the
amplifier transistor 103 by the bias transistor 107 transiently increases.
Therefore, at the rise time, the power amplification factor of the
amplifier transistor 103 transiently increases, so that the time elapsing
until temperature variations due to heat generation of the amplifier
transistor 103 come to an equilibrium on the whole circuit is shortened,
with a result of reduced distortion of the amplification signal (e.g.,

modulated wave signal).

EX-1004 952. As explained for [14.2.2.1] above, this current is Icorrecrion. The
transient rise in Icorrecrion causes the voltage at output terminal 118 to lower,
which raises the voltage at the collector of transistor 115 (node 117), which
controls the bias transistor 107, and this causes “the current fed to the amplifier
transistor by the bias transistor 107” (the bias signal) to transiently increase. Id.
Figure 3, which shows the transient response of the collector current of the
amplifier transistor 103, illustrates how the transient rise in Icorrecrion causes the

collector current of PA transistor 103 to temporarily increase during startup. /d.

q54.
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146. This transient increase in the collector current of amplifier transistor

startup

EX-1004 Fig. 3 (annotated).

EX-1004 9953-54; see, e.g.:

TIME (1 s)

steady state

103 1s due to a transient increase in the /3145 because the collector current amplifies
Ip14s via PA transistor 103’°s amplification factor B. Further, Ishimaru explicitly
explains that the collector current 103 (also called “operating current Ic3”’) “comes
to a steady state in about % of the time of transient response of the comparative

example of Fig. 2,” which is the transient response without speedup circuit 122.

Next, FIG. 3 shows an example (simulation result) of transient response

of the operating current (collector current Ic3) of the amplifier transistor

120




103 in the power amplifier of this embodiment. In this embodiment, the
current to be fed from the bias transistor 107 to the amplifier transistor
103 is forcedly increased at turn-on of the amplifier, with the result that
the value of the operating current Ic3 comes to a steady state in about
1/4 the time of transient response of the comparative example of FIG.
2. Thus, occurrence of distortions of the amplification signal due to
temperature variations in the amplifier circuit is suppressed, so that the
linearity of the circuit in burst operation is improved. That is, gain
variations due to collector current variations of the power amplifier

using a bipolar transistor can be compensated.

EX-1004 954.

147. Accordingly, Ishimaru discloses a bias power source section with a
bias circuit 111 and power source section 112 (together, a primary biasing circuit)
that provides Ip4s (a bias signal). At turn-on (i.e., enablement) of power
amplification, this /45 is based on the current pulled from terminal 118 and the
control voltage from the control voltage source 135 (configured to generate the
bias signal based on the correction current and the power amplifier enable signal).

Claim 15

[15] The packaged module of claim 14 wherein the primary bias
circuit includes a first transistor, the correction current configured
to change a current flowing through the first transistor.

148. Ishimaru discloses this limitation.
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149. As shown in the annotated excerpt of Figure 1 below, Ishimaru
discloses that bias power source section (the primary bias circuit) (purple) includes
transistor 115, which is a first transistor (red). EX-1004 948; see, e.g.:

In this embodiment, as shown in FIG. 1, the power source circuit 112
has a third transistor 115, a fourth transistor 116, and a resistance
element 114. The third transistor 115 has its collector connected to the
base of the bias transistor 107 and its emitter connected to the ground.
Also, a base of the third transistor 115 is connected to an emitter of the
fourth transistor 116. The collector of the third transistor 115 is
connected to the bias terminal 108 via a resistance element 131.
Meanwhile, the fourth transistor 116 has its emitter connected to the
ground via the resistance element 114 and its collector connected to the

bias terminal 108 via a resistance element 132.

EX-1004 948. As described with respect to limitation [14.2.2.2], the base of
transistor 115 is connected to connecting point PO, through which /correcrion
(gold) flows into speedup circuit 122. Id. 949, 52. When the amplifier turns on in
response to the control voltage from the control voltage source 135, the Icorrecrion
temporarily increases, which lowers the voltage at the base of transistor 115. /d.
452; see, e.g.:

In the speedup circuit 122, with electric charge flowing into the
capacitance element 121 at a rise time of the control voltage of the
control voltage source 135 (at turn-on of the amplifier), a current

transiently (temporarily) flows from the output terminal 118 into the
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fifth transistor 119, causing the voltage value of the output terminal 118
to lower. As a result, due to a change of the bias point of the third
transistor 115, the voltage of a connecting terminal 117, which connects
the collector of the third transistor 115 to the base of the bias transistor
107, transiently increases. Thus, at the rise time, the current fed to the
amplifier transistor 103 by the bias transistor 107 transiently increases.
Therefore, at the rise time, the power amplification factor of the
amplifier transistor 103 transiently increases, so that the time elapsing
until temperature variations due to heat generation of the amplifier
transistor 103 come to an equilibrium on the whole circuit is shortened,
with a result of reduced distortion of the amplification signal (e.g.,

modulated wave signal).

EX-1004 952. A POSITA understands that this change in the voltage at the base of
transistor 115 changes the bias point of transistor 115 and, thus, changes the

current flowing through (i.e., from the collector to the emitter) transistor 115.
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EX-1004 Fig. 1 (partial) (annotated).

150. Thus, Ishimaru discloses that the bias power source section (the
primary bias circuit) (purple) has a transistor 115 (includes a first transistor) (red)
where a change in the current flowing into speedup circuit 112 changes the current
flowing through transistor 115 (the correction current configured to change a
current flowing through the first transistor).

Claim 17

[17] The packaged module of claim 14 wherein the gain correction
circuit includes a current mirror configured to generate the
correction current by mirroring the control current, the current
mirror configured to receive the power amplifier enable signal.

151. Ishimaru discloses this limitation for the same reason as discussed

with respect to limitation [14.2.2.1]. Specifically, the speedup circuit (gain
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correction circuit) (dark blue) includes transistor 119 (current mirror) (gold)
configured to generate Icorrecrion (gold arrow) by mirroring /conrror (red arrow),
where the current mirror is configured to receive the power amplifier enable signal

(purple arrow) as illustrated in the annotations of Fig. 1, below.

time dependent signal generator
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EX-1004 Fig. 1 (annotated).

Claim 20

[20] The packaged module of claim 15 wherein the primary bias
circuit further includes a second transistor electrically coupled to
the first transistor and configured to provide the bias signal to the
power amplifier.

152. Ishimaru discloses this limitation.
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153. As shown in the portion of Annotated Fig. 1 below, Ishimaru
discloses that bias power source section (the primary bias circuit) (purple) includes
a transistor 115 (the first transistor) (red circle) and transistor 107 (a second
transistor) (red circle). Transistor 115 “has its collector connected to the base” of
“transistor 107,” and transistor 107 “supplies a base bias current (purple) to a base
terminal of the amplifier transistor 103.” EX-1004 9948, 43; see, e.g.:

Also, a bias transistor 107 as a second transistor is a transistor that
supplies a base bias current to a base terminal of the amplifier transistor
103. An emitter of the bias transistor 107 is connected to a base terminal
of the amplifier transistor 103 via a resistance element 109. The
resistance element 109 is a ballast (stabilization) resistor which is
inserted in a base bias channel to prevent thermal runaway of the

amplifier transistor 103.

EX-1004 943.
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154. Ishimaru thus discloses a bias power source (the primary bias circuit)
including transistor 107 (a second transistor) (red circle) with a base connected to
the collector of transistor 115 (electrically coupled to the first transistor) (red
circle) where transistor 107 “supplies a base bias current” (is configured to provide
the bias signal) (purple) “to a base terminal of the amplifier transistor 103” (zo the

power amplifier).
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B. Ground 2: Claims 14, 15, 17, and 20 Are Obvious over Ishimaru
in View of Ichitsubo in View of Harrison

155. Ground 2 is submitted to address Patent Owner’s claim construction
of current mirror that differs from Petitioner’s plain meaning in that Patent
Owner’s construction adds the limitations that the current mirror must have “at
least two transistors with their base or gate terminals tied together.” While I
maintain the State of the Art (§1V.F.2) demonstrates that a POSITA understood
that a current mirror is not limited to any specific number or configuration of
transistors, Ground 2 discloses a current mirror even under Patent Owner’s claim
construction. In such circumstances, I understand from counsel that the Board
need not construe a claim term.

156. Ground 2 is identical to Ground 1 except for limitation [14.2.2.1] and
Claim 17, which are specifically addressed below. All other limitations are
disclosed by the combination of Ishimaru and Ichitsubo set forth above.

1. Harrison

157. Harrison is a book titled “Current Sources & Voltage References” and
its Chapter 4 1s titled “Using BJTs to Create Current Sources.” EX-1006 47.
Harrison explains that a bipolar junction transistor (or “BJT”) is a “current-
operated semiconductor device” with “three terminals that are designated the base,

the collector, and the emitter.” Id. 49.
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Figure 4.2. Showing the structure of the BJT, as well as its various voltages, currents, and
polarities. Notice the two inherent diodes that provide forward and reverse bias.

EX-1006 50, Fig. 4.2.

158. Harrison explains that “simple current sources” using bipolar analog
transistors were used starting in the late 1960s “for purposes of biasing and
stability” and analog circuit designers “found a reliable method of biasing their
circuits and thereby improving the overall quality and accuracy of their products.”
1d. 68; see, e.g.:

When the silicon bipolar analog IC became a practical reality in the late
1960s, simple current sources began to be used in their architectures for
purposes of biasing and stability. Their performances far outperformed
their discrete predecessors, because all of the necessary components

were integrated into the chip's design. As a result, much development
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focused on creating current sources for bipolar circuits between the
mid-60s and the early '80s. At last, analog designers had found a
reliable method of biasing their circuits and thereby improving the
overall quality and accuracy of their products. As other technologies
have since evolved, such as complimentary-bipolar (CB), analog
CMOS, and gallium arsenide (GaAs) RF amplifiers, current sources

were used in them also, with similarly good results.

Id. 68. Harrison further explains that “virtually all BJT current sources are
configured as current mirrors (aka current reflectors), where an input current is
mirrored at the output, in either a matched 1:1 or other ratio.” Id. 70; see, e.g.:

Some other devices, such as the JFET, the current regulator diode
(CRD), and the power MOSFET, can result in a two-lead current source
configuration, but any worthwhile BJT current source requires an input
terminal, an output terminal, and a voltage bias point. In some
configurations, four terminals are needed. As a result, virtually all BJT
current sources are configured as current mirrors (aka current
reflectors), where an input current is mirrored at the output, in either a
matched 1 :1 or other ratio. This may be either a fraction or a multiple

of the input, or scaled in some other manner.

1d. 70. Harrison is from the same field of art as the *563 Patent because it
describes the operation of analog circuit components, such as bipolar junction

transistors, that are used in RF electronics and PAs.
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159. Harrison illustrates simple two-transistor current source designs using

BJT NPN transistors:

Basic NPN Current sink
Figure 4.18. Basic BJT current mirrors.
EX-1006 Fig. 4.18 (reproduced in part), 71 (“reference current, Irgr, will be
mirrored (duplicated)”).
160. Harrison’s two-transistor current mirror shown and described in Fig.
4.18 was a widely understood circuit, well established in the general knowledge of
a POSITA. §IV.F.2; EX-1013 251-254, 257, Fig. 4.2; EX-1012 251, 280, Fig.

6.7(a); EX-1014 171. Harrison is exemplary of that general knowledge.

131



MO,
‘TOUTz‘lCE{ N
* "t'1+
N I/
Vi Q1/{ T; ?!:; O
_ _l_ -
EX-1013 Figure 4.2.
Ve
—--
Il Ie
a1 ) 2
e Ae

EX-1012 Figure 6.7.

132



+ Vec

n 3y

21y

kj*:_:

'Q] IIH! f.!_-r.- Q?

EX-1012 Figure 4.1.

2. Detailed Application of Ishimaru in View of Ichitsubo in
View of Harrison

Claim 14

[14.2.2.1] a gain correction circuit configured to generate a control
current in response to activation of the power amplifier enable
signal and to mirror the control current to generate a correction
current

161. To the extent Patent Owner argues that Ishimaru does not disclose a
current mirror, Ishimaru in view Harrison discloses this limitation.

162. As discussed in Ground 1, Ishimaru discloses a speedup circuit 122
that responds at “a rise time of the control voltage of the control voltage source 135
(at turn-on of the amplifier)” to generate a time-varying current via capacitor 121

that is amplified by and 119 (current amplifier). §V.C. Furthermore, as illustrated
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in the annotated Figure 1, below, a POSITA recognizes that Ishimaru uses the
amplified version of the current (red arrow) as a current sink to pull a specifically

shaped Icorrecrion (gold arrow) out of the primary biasing circuit.

EX-1004 Fig. 1 (annotated).

163. A POSITA readily recognizes the coupling of the left and right sides
of Ishimaru’s circuit as involving a current source generated on the left side that is
replicated as a current sink on the right side, which is a coupling that takes the

general form of a current mirror (i.e. transistor 119 as discussed in Ground 1).
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164. A POSITA further recognizes that the current source / current sink
coupling of Ishimaru would be well suited for, and ready for improvement by, the
use of additional current mirror structures to couple the two sides of Ishimaru’s
circuit to achieve the well-known benefits of such current mirrors.

165. In that regard, Harrison teaches a well-known “basic” current mirror
using NPN transistors that operates as a “mirror-sink,” as shown in the excerpt of

Figure 4.18 below:

EX-1006 71; Fig. 4.18.
166. As can be seen in Figure 4.18 above, this current mirror also satisfies

Patent Owner’s proposed construction of current mirror in that it has at least two

135



transistors (Q1 and Q2) with their base terminals tied together. EX-1020 2; EX-
1006 71, Fig. 4.18; see, e.g.:

In both current mirror circuits, Q;’s base and collector are shorted
together, while the base and emitter act as a diode. The series resistor,
R, provides a fixed voltage and current to Q;’s collector, as well as
base current for Q; and Q. In the NPN circuit, because Q,’s collector
and base are shorted, and its emitter.is grounded, this clamps the Vgg at

approximately 0.65 volt above ground.

EX-1006 71. Furthermore, the basic current mirror above is a circuit configured to
mirror Iggr to Ico, and is configurable to achieve a target gain that can be finely
tuned by adjusting the ratio of the transistor sizes. EX-1006 95 (describing
“current scaling” by setting the ratio of the emitter area); see also EX-1012 280;
EX-1013 254, 257; EX-1014 172; see, e.g.:

With the exception of the Widlar and the Wyatt current sources, up until
now we have looked at current sources that generate input-to-output
currents in a 1:1 ratio, but it is often necessary to generate integer
multiples or fractions on an initial current. For the IC designer this is
accomplished in the design by creating transistors with multiple
emitters, or with bulk emitter area ratioed in either greater or lesser
amounts. In this way a current can be made, say, 10 times or one-tenth
of the initial input current. It is sometimes depicted in a manufacturer's
circuit schematic as a number written next to the particular emitter (see

Figure 4.22D). It is sometimes shown, for example, as 10E or 10A.
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For the board-level designer, generating multiples or fractions of an
initial current can be accomplished in different ways. One way to do
this is by paralleling individual transistors as shown in the following

circuits, in what is known as current scaling.

EX-1006 95.

There is no particular difficulty in achieving high mirror ratios. In many
cases, simple emitter area ratios will suffice, supported by current gain
if necessary (as in the EFA mirror, which is not limited to the use of a
single transistor for current boosting). In practical monolithic designs,

emitter area ratios of up to 100:1 are not hard to achieve.

EX-1012 280.

Since the saturation current of a bipolar transistor is proportional to its
emitter area, the first term in (4.6) shows that the gain of the current
mirror can be larger or smaller than unity because the emitter areas can
be ratioed. If the desired current-mirror gain is a rational number, M/N,
the area ratio is usually set by connecting M identical devices called
units in parallel to form Q2 and N units in parallel to form Q1 to
minimize mismatch arising from lithographic effects in forming the

emitter regions.

EX-1013 254.

Equation 4.17 shows that the gain of the current mirror can be larger or
smaller than unity because the transistor sizes can be ratioed. To ratio

the transistor sizes, either the widths or the lengths can be made unequal
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in principle. In practice, however, the lengths of M1 and M2 are rarely

made unequal.

EX-1013 257.

The basic current-voltage equations (4.1) through (4.8) hold over a
broad temperature range (typically -60 to + 150°C) and over six orders
of magnitude of current. Thus, the basic current mirror circuit of Figure
4.1 provides a means of obtaining a current reference level, independent
of implicit device parameters, which can be "scaled" by proper choice
of the emitter areas of the two transistors. Assuming typical Vgg
mismatch of <+ 1 mV and B in the range of 100-200, the typical output
current /2 would be within 5% of I..f over a wide range of temperature

and current levels.

EX-1014 172.

167. A POSITA would recognize modifying the speedup circuit as taught
by Ishimaru to add a basic current mirror as taught by Harrison would be
beneficial because it provides flexibility in allowing a broader range of voltages
and a broader range of amplification due to the ability to achieve the desired
current amplification by changing the ratios of transistor sizes in the basic current
mirror. §IV.F.2. In my opinion, a POSITA would easily and advantageously
apply Harrison’s teaching to Ishimaru as illustrated below in the following

annotated figures, derived from Ishimaru’s Figure 1 and Harrison’s Figure 4.18:
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168. As illustrated above, a basic current mirror such as taught by Harrison

can be advantageously added to Ishimaru’s speedup circuit by interposing the basic
current mirror at the emitter of transistor 119, and then connecting node P0/118 to
the collector of current mirror transistor Q2. The collector of transistor 119 is then

connected to the control voltage source (the enable signal).
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169. As shown in the above annotations and simulation, Ishimaru’ speedup
circuit modified with Harrison’s basic current mirror is a gain correction circuit
(dark blue) that responds at “a rise time of the control voltage of the control
voltage source 135 (at turn-on of the amplifier)” in response to activation of the PA
enable signal (pink) to generate a transient current signal via capacitor 121 that is
amplified by transistors 120 and 119 and passed through resistor 136 to generate a
control current (red arrow). Ishimaru modified with Harrison then takes this
amplified time varying current signal (red arrow) and mirrors it using the basic
current mirror to generate a time-varying Icorrecrion (gold arrow) that is pulled

from node 118.
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170. A POSITA would have been highly motivated to combine Ishimaru’s
teaching of a bias circuit for a PA with Harrison’s disclosure of a basic current
mirror and have a reasonable expectation of success for at least the following
reasons.

171. Harrison discloses a “basic” current mirror. EX-1006 71. Current
mirrors were well-known in the art and were considered “a familiar icon of modern

analog design.” EX-1012 239. Indeed, current mirrors were “widely used in

99 ¢¢

analog integrated circuits” “as biasing elements” and were “particularly useful

building blocks for analog circuit design.” EX-1013 251; EX-1014 170; see, e.g.:

Current mirrors made by using active devices have come to be widely
used in analog integrated circuits both as biasing elements and as load
devices for amplifier stages. The use of current mirrors in biasing can
result in superior insensitivity of circuit performance to variations in
power supply and temperature. Current mirrors are frequently more
economical than resistors in terms of the die area required to provide
bias current of a certain value, particularly when the required value of

bias current is small.
EX-1013 251.

In a constant-current stage, the reference current in one branch of the
circuit is accurately reproduced or reflected in a second branch,
relatively independent of the absolute values of the device parameters.
Because of this property, these subcircuits are also known as current

mirror circuits. Such circuit configurations are particularly useful
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building blocks for analog circuit design, since they provide a means of
establishing the de bias levels within the circuit, within the accuracy of

the matching or tracking properties of the monolithic components.
EX-1014 170.

172. One of these advantages was that current mirrors take a reference
current in one branch of a circuit and accurately reproduce or reflect that current in
a second branch of that circuit, and can do so “relatively independent of the
absolute values of the device parameters.” Id.; EX-1014 171. Thus, current
mirrors were useful in coupling circuits together such that an input current could
advantageously be provided into one branch of a circuit and the current mirror
would then replicate (or mirror) that current such that the current mirror would pull
a mirrored version of that current out of the second branch of the circuit. Harrison
illustrates this configuration (called a current sink), where the input branch is

annotated in red and the output branch is annotated in yellow. EX-1006 71.
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Basic NPN Current sink

Basic BJT current mirrors.

EX-1006 (Fig. 4.18) (annotated).

173. Further, current mirrors were known to be useful in providing desired
current scaling when mirroring a current (called current mirror gain) by changing
the ratios of transistor sizes. EX-1006 95 (describing “current scaling” by setting
the ratio of the emitter area); see, e.g.:

With the exception of the Widlar and the Wyatt current sources, up until
now we have looked at current sources that generate input-to-output
currents in a 1:1 ratio, but it is often necessary to generate integer
multiples or fractions on an initial current. For the IC designer this is
accomplished in the design by creating transistors with multiple
emitters, or with bulk emitter area ratioed in either greater or lesser
amounts. In this way a current can be made, say, 10 times or one-tenth

of the initial input current. It is sometimes depicted in a manufacturer's
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circuit schematic as a number written next to the particular emitter (see

Figure 4.22D). It is sometimes shown, for example, as 10E or 10A.

For the board-level designer, generating multiples or fractions of an
initial current can be accomplished in different ways. One way to do
this is by paralleling individual transistors as shown in the following

circuits, in what is known as current scaling.

EX-1006 95. In the case of bipolar junction transistors, this would be done by
changing the relative sizes of the emitters of the current mirror transistors. EX-
1013 254. Scaling transistor sizes in current mirrors to achieve granular, targeted
levels of scaling that could advantageously be fine-tuned was well understood as of
the priority date of the 563 Patent, and described in multiple textbooks. EX-1013
251-257; EX-1014 172; EX-1012 252, 280; see, e.g.:

Since the saturation current of a bipolar transistor is proportional to its
emitter area, the first term in (4.6) shows that the gain of the current
mirror can be larger or smaller than unity because the emitter areas can
be ratioed. If the desired current-mirror gain is a rational number, M/N,
the area ratio is usually set by connecting M identical devices called
units in parallel to form (2 and N units in parallel to form Q1 to
minimize mismatch arising from lithographic effects in forming the

emitter regions.

EX-1013 254.

Equation 4.17 shows that the gain of the current mirror can be larger or

smaller than unity because the transistor sizes can be ratioed. To ratio
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the transistor sizes, either the widths or the lengths can be made unequal
in principle. In practice, however, the lengths of M1 and M2 are rarely

made unequal.

EX-1013 257.

The basic current-voltage equations (4.1) through (4.8) hold over a
broad temperature range (typically -60 to + 150°C) and over six orders
of magnitude of current. Thus, the basic current mirror circuit of Figure
4.1 provides a means of obtaining a current reference level, independent
of implicit device parameters, which can be "scaled" by proper choice
of the emitter areas of the two transistors. Assuming typical Vgg
mismatch of <+ 1 mV and B in the range of 100-200, the typical output
current /2 would be within 5% of I..f over a wide range of temperature

and current levels.

EX-1014 172.

There is no particular difficulty in achieving high mirror ratios. In many
cases, simple emitter area ratios will suffice, supported by current gain
if necessary (as in the EFA mirror, which is not limited to the use of a
single transistor for current boosting). In practical monolithic designs,

emitter area ratios of up to 100:1 are not hard to achieve.

EX-1012 280.
174. In addition, a POSITA understood that Harrison’s two-transistor
current mirror would advantageously provide better isolation between the left side

and the right side of Ishimaru’s circuit. First, because there are separate emitter
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currents and paths in the two-transistor mirror, there is a degree of separation
between the left and right sides of the circuit. Second, it avoids the issue that using
a single transistor like Ishimaru’s 119 as the current mirror has coupling (parasitic)
between its base and collector due to standard parasitic capacitance. This coupling
across 119 can create unwanted coupling across the transistor, such that noise on
one side of the circuit can pass to the other side. Adding Harrison’s two-transistor
current mirror does not suffer that flaw, providing better isolation between the
input and output current signals than Ishimaru provides.

175. A POSITA would thus have been motivated to modify the teachings
of Ishimaru to add a basic current mirror as taught by Harrison because a POSITA
understood that Ishimaru’s circuit is designed to amplify the current that flows
through capacitor 121 (annotated in red below) to generate the current sink pulled

from node 118 (annotated in yellow). EX-1004 q950-52, Fig. 1.

146



EX-1004 Fig. 1 (annotated).

176. A POSITA recognized that Ishimaru used a current source (red) from
circuit 122 to generate a current sink (yellow) from 112, coupling the two circuits
using the current mirroring provided by transistor 119. A POSITA readily
understood that this coupling could be improved by use of the basic current mirror
of Harrison because of multiple advantages of providing an additional stage of fine
tuning the current amplification. The additional stage of fine tuning would give
the designer an additional degree of freedom in designing the circuit, would

provide better isolation between the two sides of the circuit, and allow fine tuning
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in a final amplification stage that had better linearity, better control, and higher
configurability of its mirror ratio, M, in scaling the mirrored current. See also
§IV.F.2 (discussing two-transistor mirrors).

177. A POSITA would understand that, without the additional teachings of
Harrison, Ishimaru’s circuit is constrained by the limited configurability of the B
(amplification factor) of transistors 119 and 120. EX-1006 53-55; see, e.g.:

Gain is a variable parameter that is difficult to control in processing
and-manufacturing. As a result, manufacturers normally provide only a
minimum gain specification. The particular process will yield a range

of gains, where any one device's value may typically range from, say,

100 to 350.

EX-1006 55. A POSITA was aware that the  of transistors 119 and 120 could be,
e.g., 60 to 150 or more, meaning that the gain of Ishimaru’s transistors 119 and
120 would be a relatively large and cumbersome gain (for example, x100 for
transistor 120 and x100 for transistor 119 would result in a total gain of 10,000).
EX-1006 53-55; EX-1015 38 (practical 3 values can be “up to 500”). While the 3
values provide amplification, and, for transistor 119 provide a mirror ratio, that
mirror ratio is “not very linear” and “poorly-controlled” compared to other current
mirrors, such as the basic current mirror of Harrison. EX-1012 242; EX-1006 53-

53; see, e.g.:
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In the simplest possible scenario, a single BJT can be used as a mirror:
node N1 (of Figure 6. la) is the base, N2 the collector and NO the
emitter. Of course, the practical objection to this proposal is that the
mirror ratio, M, is much higher than generally needed and poorly-
controlled, being just the common-emitter current-gain, J3, and not
very linear. While these objections are all true, it is nevertheless useful
to begin here, because we will discover that many of the properties of
more familiar mirrors can be predicted from the behavior of the single

transistor circuit.

EX-1012 242. Thus, a POSITA readily understood that having to rely upon just the
B gains of transistors 119 and 120 is another factor making tuning Ishimaru’s
circuit overly complicated and constrained.

178. Adding a basic current mirror similar to that taught by Harrison,
however, allows for an additional stage of amplification that can be finely tuned,
linear, tightly controlled and granular scaling of the current by adjusting the emitter
area of the current mirror transistors, as discussed above. Being able to scale
currents in this manner would be useful for a circuit designer wanting to establish a
speedup control circuit that could be reused and adapted for different PA
applications and product lines. That is because a POSITA understood that
different PAs have different startup and steady state operating qualities, and that
the gain variation in Ishimaru’s Figure 2 is specific to a given PA in a given layout,

in a specific operating point and use case. The corresponding corrective transient
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current thus has a specific amplitude and duration that is suitable for the
application at issue.

179. For example, using different PA circuit layouts (i.e. where
components are dimensionally closer or farther away from each other), different
PA packaging, or different PA integrated circuits using a different semiconductor
manufacturing process (e.g., Gallium Arsenide (“GaAs”) Heterojunction Bipolar
Transistors (“HBTs”) (together “GaAs HBTs”), or Silicon Germanium Bipolar
CMOS HBTs (“SiGe BiCMOS HBTs”)), will result in different thermal behaviors
and startup effects, and so the amount of correction required will vary. Ishimaru
itself recognizes that temperature effects depend on the layout of the PA and the
amount of correction required varies across applications. EX-1004 923 (“[TJurn-
on behavior of the control voltage source in the amplifier depends on the layout of
the amplifier, particularly on the placement of transistors[.]”), 43 (“In some
communication systems, slight changes of amplification gain as small as 0.2 to 0.3
dB may matter.”), 94 (“there are some cases in which variations in amplification
ratio or phase on the order of several tens to several hundreds of us caused by
relatively slow temperature increases due to heat generation as an example do
matter.”) ; see, e.g.:

That is, heat generation of transistors becomes larger in a transistor for
signal amplification involving larger current consumption (first

transistor), and smaller in a transistor for bias Supply (second

150



transistor). Then, in stages before the temperature's reach to the
equilibrium, the temperature is higher at around the signal-
amplification transistor and lower increasingly with increasing distance
from the signal-amplification transistor, where these temperature
differences cause the current value to vary, forming a cause of
distortion of the modulated-wave signal. Therefore, turn-on behavior of
the control voltage source in the amplifier depends on the layout of the
amplifier, particularly on the placement of transistors, and amplifiers of
the same layout result in the same characteristics as to turn-on and -off

transient variations of the amplifiers.

EX-1004 923.

It should be noted here that the linear amplification mentioned above
means that even with input signal power changed, the output signal
power is amplified at a constant ratio for output while the phase keeps
unchanged. In some communication systems, slight changes of

amplification gain as small as 0.2 to 0.3 dB may matter

EX-1004 3.

As another aspect of the linear amplification, there are some cases in
which variations in amplification ratio or phase on the order of several
tens to several hundreds of us caused by relatively slow temperature
increases due to heat generation as an example do matter. As a circuit
for correcting effects of such heat generation by the power amplifier's
own, there has been shown, in U.S. Pat. No. 4.924, 194 (see FIG. 1), a
circuit in which heat generation of an amplifier transistor is detected by

a temperature sensing element (PIN diode) thermally coupled to the
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amplifier transistor and the detection result is reflected on a bias voltage

of the amplifier transistor

EX-1004 94.

180. Thus, Ishimaru provides express motivation for a POSITA to add a
current mirror of similar design to Harrison’s for its intended purpose in order to
provide flexibility in scaling Ishimaru’s current, including allowing a designer to
tune the operation of Ishimaru’s corrective current transient in Figure 3 to a higher
peak (such as for a PA having a larger gain variation). A POSITA understands
that Ishimaru’s circuit otherwise constrains the ability to tune Icorrecrion at node
118 as a function of the current through capacitor 121 because of the common,
fixed relationships caused by transistor 119 and resistor 136 and the design
constraints that limit the configurability of the amplification factors B of transistors
119 and 120. A POSITA would have recognized that Harrison’s two-transistor
current mirror would advantageously provide an extra degree of freedom in tuning
Ishimaru’s circuit to compensate for the gain problems of a given PA.

181. Modifying the teachings of Ishimaru with the basic current mirror
taught by Harrison would involve no more than combining prior art elements
(Ishimaru and a conventional current mirror) according to known methods
(coupling a current source through a positive current mirror to a current sink, while

scaling the mirror’s gain to provide tunable amplification) to yield predictable
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results. Adding a current mirror simply uses a known technique (scaling currents
between two branches of a current mirror) to improve Ishimaru by scaling its
currents between the two branches of its circuits in the same way.

182. The combined teachings of Ishimaru and Harrison is consistent with
the disclosure of the *563 Patent that the term current mirror can refer to current
amplification circuits including a plurality of current mirrors combined (e.g.,
cascaded) to achieve a target gain. EX-1001 11:66-12:2; see, e.g.:

As used herein, the term current mirror can refer to current
amplification circuits including a plurality of current mirrors combined

(e.g. cascaded) to achieve a target gain.

EX-1001 11:66-12.2.

Claim 17

[17] The packaged module of claim 14 wherein the gain correction
circuit includes a current mirror configured to generate the
correction current by mirroring the control current, the current
mirror configured to receive the power amplifier enable signal.

183. Ishimaru in view of Harrison discloses this limitation for the same
reasons as discussed with respect to limitation [14.2.2.1].
184. Thus, for Ground 2 Ishimaru in view of Ichitsubo in further view of

Harrison discloses each of the Challenged Claims.
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CONCLUSION AND DECLARATION

My findings and opinions set forth in this Declaration are based on my work
and examination to date. I may continue my examinations in view of additional
documents or other factual evidence over the course of this proceeding that may
necessitate supplementing and/or refining my opinions. I reserve the right to add
to, alter, or delete my opinions and my Declaration upon discovery of additional
information. I reserve the right to make such changes as necessary.

In signing this Declaration, I understand that the Declaration will be filed as
evidence in a contested case before the Patent Trial and Appeal Board of the
United States Patent and Trademark Office. I acknowledge that I may be subject to
cross-examination in this case and that cross-examination will take place within the
United States. If cross-examination is required of me, I will appear for cross-
examination within the United States during the time allotted for cross-
examination.

I declare that all statements made herein of my knowledge are true, and that
all statements made on information and belief are believed to be true, and that
these statements were made with the knowledge that willful false statements and
the like so made are punishable by fine or imprisonment, or both, under Section
1001, of Title 18 of the United States Code.

[SIGNATURE ON FOLLOWING PAGE]
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Case - Mojo Mobility (Patent Owner) v. Samsung
Case No. 2:22-cv-00398
Retained by Patent Owner

Anderson Dailey LLP (2023-)
Case — Joy Laskar, Ph.D. v. Phillip W. Hurd; and Patrick A. Jenkins
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Case — Polaris Powerled Tech LLC (Patent Owner) v. Samsung
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Case — The Noco Company, Inc. (Patent Owner) v. Shenzhen Gooloo E-Commerce Co., Ltd.
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Ph.D., Electrical Engineering, 2006, Harvard University

M.Sc., Electrical Engineering, 1997, Worcester Polytechnic Institute
B.Sc., Electrical Engineering, 1995, Worcester Polytechnic Institute

2. Professional experience:
Full Professor, 2012 — present, Department of Electrical and Computer Engineering North Carolina State
University, Raleigh, NC

Visiting Researcher (Research Scientist), 7/2012 — 8/2013, MTL-ECE Massachusetts Institute of Technology,
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Morteza Abbasi (2013-2016, research Prof. NCSU, 2016-18)
Jordan Besnoff (2014, now at Oakridge National Labs)
Junfeng Xu (2013, now at SpaceX)
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Mathew Chabalko (2012, now at Disney Research)
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31. Andrew Hillenius (BS), Summer/Fall, 2011 (CMU, Independent Study)

32. Chongzhe Li (BS), Spring 2010 (CMU, Independent Study)

XN R WD =



David S. Ricketts

33. Christopher Heidelberger (BS), Summer 2009, (CMU) NSF REU
34. Yue Lu (BS), Summer 2007 (CMU Independent Study)
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II.D. MASTER'S AND DOCTORAL THESES DIRECTED AND BEING
DIRECTED Show numbers and dates in each category

I am actively directing the theses of 2 Ph.D. students and __ 0 Master with Thesis option
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1. Radio System Design, D. S. Ricketts, I[gram Spark, 2015.
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Microwave Magazine, vol. 21, no. 7,pp. 10-22, 2020.

6. W.C. Harris, D.D. Stancil, and David S. Ricketts, “Improved wireless power transfer efficiency with non-
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Using Digital Light Processing," in IEEE Transactions on Microwave Theory and Techniques, vol. 67, no. 3,
pp- 883-895, March 2019.

D. S. Ricketts, J. Shen, J. Dunn, “Expanding the Antenna Frontier With Antenna Synthesis and 3D Printing”,
(Cover article), Microwave Engineering Europe, Sept. 2018.
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pp.341,344, Jan. 2014.

D. Arumugam, J. Griffin, D. Stancil and D. S. Ricketts, “Three-Dimensional Position and Orientation
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Football: A Goal-Line Measurement," Antennas and Propagation Magazine, IEEE , vol.55, no.1, pp.138,146,
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0. 0. Yildirim, D. S. Ricketts, and D. Ham, "Reflection soliton oscillator," IEEE Transactions on Microwave
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1. H.Zhong and D. S. Ricketts, "14dB Active Gain Magnetic Negative Permeability Metamaterial Cell with Self-
coupling Compensation," 2023 53rd European Microwave Conference (EuMC), Berlin, Germany, 2023, pp.
424-427, doi: 10.23919/EuMC58039.2023.10290148.

2. G. Garner, B. Byars, J. Wetherington, J. Besnoff and D. S. Ricketts, “Radio Disruption of Electronic Systems,”
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3. H.Zhong and D. S. Ricketts, "14dB Active Gain Magnetic Negative Permeability Metamaterial Cell with Self-
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5. J. Shen and D. S. Ricketts, “Advances in 3D additive manufacturing for complex mm-wave components and
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6. M. Aiken and D. S. Ricketts, “Simple Laminated PCB Atrtificial Dielectrics for mm-Wave Quasioptical
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7. J. Besnoff, Y. Buchbut, K. Scheim and D. S. Ricketts, "A 50% Fractional Bandwidth, Wireless Power
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8. J. Besnoff, Y. Buchbut, K. Scheim and D. S. Ricketts, "Dynamic Impedance Matching of Multiple Loads in
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9. J. Shen, D. P. Parekh, M. D. Dickey and D. S. Ricketts, "3D Printed Coaxial Transmission Line Using Low
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15. D. Ricketts and M. Abbasi, "Analytical limits to maximum RF performance of spin torque nano-oscillators,"
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Besnoff, J.; Ricketts, D., "Quadrature amplitude modulated (QAM) communication link for near and mid-range
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M. J. Chabalko, W. C. Harris, D. D. Stancil and D. S. Ricketts, “Experimental Characterization of Volume-
mode Waves in Near-field Anisotropic Metamaterials with Application to Wireless Power Transfer,” Asia-
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Junfeng Xu; Ricketts, D.S., "Broadband W-band On-Chip Yagi Antenna Using Superstrate for High Efficiency
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Chabalko, M.J.; Ricketts, D.S., "The effects of magneto-static resonances in metamaterials on the quality factor
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Chabalko, M.J.; Ricketts, D.S., "Low-frequency metamaterial permeability retrieval for near-field applications,"
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Wei Tai; Ricketts, D.S., "A W-band 21.1 dBm power amplifier with an 8-way zero-degree combiner in 45 nm
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Wei Tai; Ricketts, D.S.,”Watt-Level, All-Silicon mm-Wave Power Amplifiers Using Zero-Degree Combiners”
GOMACTech (Government Microcircuit Applications and Critical Technology) Conference, April 2014

Wei Tai; Ricketts, D.S., "A Q-band power amplifier with high-gain pre-driver and 18.7 dBm output power for
fully integrated CMOS transmitters," Power Amplifiers for Wireless and Radio Applications (PAWR), 2014
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41

42.

43.

44.

45.

46.

47.

48.

49.

50.

51.

52.

53.

54.

55.

56.

57.

58.

59.

60.

61.

David S. Ricketts

. 0. Ozcan, W. Hu, M. Sitti, J. A. Bain and D.S. Ricketts, “Experimental Investigation of Force, Conduction and
Growth in Nano-oxidation using scanning probe microscopy,” Enabling Nanomanufacturing for Rapid
Innovation, Aug. 2013. [Best Poster]

D. S. Ricketts and M. Chabalko, “Distributed Resonant Coil Systems for Efficient Wireless Power Transfer,”
Progress in Electromagnetics Research Symposium (PIERS), Aug. 2013.

J. Xu and D. S. Ricketts, “A Transmission line based resistance compression network (TRCN) for microwave
applications,” Microwave Symposium Digest (IMS), 2013 IEEE MTT-S International , vol., no., pp.1,3, 2-7
June 2013

D. S. Ricketts and M. Chabalko, “On the efficient wireless power transfer in resonant multi-receiver systems,”
Circuits and Systems (ISCAS), 2013 IEEE International Symposium on , vol., no., pp.2779,2782, 19-23 May
2013

Arumugam, D.D.; Sibley, M.; Griffin, J.D.; Stancil, D.D.; Ricketts, D.S., "An active position sensing tag for
sports visualization in American football," RFID (RFID), 2013 IEEE International Conference on , vol., no.,
pp-96,103, April 30 2013.

W. Tai, L. R. Carley and D. S. Ricketts, “A 0.7W Fully Integrated 42GHz Power Amplifier with 10% PAE in
130nm SiGe BiCMOS,” Solid-State Circuits Conference Digest of Technical Papers (ISSCC), 2013 IEEE
International , vol., no., pp.142,143, 17-21 Feb. 2013

M. W. Chen, D. Tian, S. Phatak, L. R. Carley, D. S. Ricketts, “A 4GHz-Bandwidth Op-Amp Free Track-and-
Hold and 6-bit Flash ADC in 45nm SOI CMOS” Silicon Monolithic Integrated Circuits in RF Systems (SiRF),
2013 IEEE 13th Topical Meeting on , vol., no., pp.126,128, 21-23 Jan. 2013

D. Birt, K. An, M. Tsoi, S. Tamaru, D. Ricketts, K.L. Wong, P.K. Amiri, K.L. Wang and X. Li,” Oscillatory
Spatial Intensity Pattern for Spin Waves Excited with a Coplanar Waveguide Antenna,” Conference on
Magnetism and Magnetic Materials, Chicago, IL, paper EC-02, Jan. 2013.

C. Liand D. S. Ricketts, “A low-loss, compact, A/4 power combiner architecture,” Microwave Integrated
Circuits Conference (EuMIC), 2012 7th European , vol., no., pp.147,150, 29-30 Oct. 2012

D. S. Ricketts and A. Hillenius, “Equivalence of inductive coupling and strongly coupled Magnetic resonance
in wireless power transfer,” Progress in Electromagnetics Research Symposium (PIERS), Aug. 2012.

D. Arumugam, J. Griffin, D. Stancil and D. S. Ricketts, “Experimental study on the effects of groups of people
on magnetoquasistatic positioning accuracy,” Antennas and Propagation Society International Symposium
(APSURSI), 2012 IEEE , vol., no., pp.1,2, 8-14 July 2012

D. S. Ricketts, “A dispersion-tapered reflection soliton oscillator,” Microwave Symposium Digest (MTT), 2012
IEEE MTT-S International , vol., no., pp.1,3, 17-22 June 2012

D. Tian, L. R. Carley and D. S. Ricketts, “Frequency Scaling of Power Reclamation Networksin Outphasing
PA Architectures,” Circuits and Systems (ISCAS), 2012 IEEE International Symposium on , vol., no.,
pp-1058,1061, 20-23 May 2012

S. Tamaru and D. S. Ricketts, “Origin of variation in the oscillation characteristics of point contact based spin
torque oscillators,” Magnetics Letters, IEEE , vol.3, no., pp.3000504,3000504, 2012

W. Hu J. A. Bain and D. S. Ricketts, “In-situ characterization using AFM probes in multiple modes,” Int. Conf.
Electron, Ion, Photon Beam Technology and Nanofabrication, May, 2012.

Lee, B.J.; Hillenius, A.; Ricketts, D.S., "Magnetic resonant wireless power delivery for distributed sensor and
wireless systems," Wireless Sensors and Sensor Networks (WiSNet), 2012 IEEE Topical Conference on , vol.,
no., pp.13,16, 15-18 Jan. 2012.

D. Arumugam, J. Griffin, D. Stancil and D. S. Ricketts, “A wireless orientation sensor using
magnetoquasistatic fields and complex image theory,” Radio and Wireless Symposium (RWS), 2012 IEEE ,
vol., no., pp.251,254, 15-18 Jan. 2012

W. Tai, L. R. Carley and D. S. Ricketts, “A Q-band SiGe Power Amplifier with 15.5 dBm Saturated Output
Power and 26% Peak PAE,” Bipolar/BiCMOS Circuits and Technology Meeting (BCTM), 2011 IEEE , vol.,
no., pp.146,149, 9-11 Oct. 2011

D. Arumugam, D. Stancil and D. S. Ricketts, “Proximity and Orientation Sensing Using Magnetoquasistatic
Fields and Complex Image Theory” Vehicular Technology Conference (VTC Fall), 2011 IEEE , vol., no.,
pp-1,5, 5-8 Sept. 2011

W. Hu, J. Gu, Z. George and D. S. Ricketts, “Directed scanning probe nanomanufacturing of lateral Ti-TiO2-
Ti junctions for low capacitance MIM rectenna diodes,” Micro and Nano Engineering Conf., Berlin, Sept. 2011.
D. Arumugam, J. Griffin, D. Stancil and D. S. Ricketts, “2-Dimensional Position Measurement using
Magnetoquasistatic Fields,” Antennas and Propagation in Wireless Communications (APWC), 2011 IEEE-APS
Topical Conference on , vol., no., pp.1193,1196, 12-16 Sept. 2011
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62. W.Hu, Y. Tang, Y.Zhang, J. Gu, S. Tamaru, J. A. Bain, L. R. Carley, R. F. Davis, G. K. Fedder and D. S.
Ricketts, “TI/TIO2 nanodevice fabrication using compliant probes and CMOS probe-arrays,” Technologies for
Future Micro-Nano Manufacturing, Napa Valley, CA, Aug. 2011.

63. D. Arumugam, J. Griffin, D. Stancil and D. S. Ricketts, “Higher Order Loop Corrections for Short Range
Magnetoquasistatic Position Tracking,” Antennas and Propagation (APSURSI), 2011 IEEE International
Symposium on , vol., no., pp.1755,1757, 3-8 July 2011

64. M. E. Karagozler, A. M. Thaker, S. Goldstein and D. S. Ricketts, “Electrostatic-actuation generation and
control of micro robots in a post-processed HV SOI CMOS,” Circuits and Systems (ISCAS), 2011 IEEE
International Symposium on , vol., no., pp.2509,2512, 15-18 May 2011

65. W. Hu, S. Tamaru, J. A. Bain and D. S. Ricketts, “High Current Pulse Generation for Thermal Surface
Modification using Standard STM,” Int. Conf. Electron, Ion, Photon Beam Technology and Nanofabrication,
May. 2011.

66. J. R. Smith, D. S. Ricketts and J. A. Bain, “Localized thermal modification of surfaces via pulsed electron
bombardment from an STM tip,” Int. Conf. Electron, Ion, Photon Beam Technology and Nanofabrication, May.
2011.

67. D. Arumugam, J. Griffin, D. Stancil and D. S. Ricketts, “Long Range Magnetoquasistatic Position Tracking
using a Simple Active RFID Tag,” IEEE Int. Conf. RFID, Apr. 2011.

68. S. Tamaru and D. S. Ricketts, “Influence of the bias field orientation on the interaction strength between two
closely formed spin torque oscillators,” Int. Magnetics Conf., paper CO-05, Taiwan, Apr 2011.

69. E.R. Evarts, R.A. Booth, L.R. Shah, Y. Tang, S. Tamaru, D.S. Ricketts, J.A. Bain, S.A. Majetich,”Sub-30 nm
Magnetic Tunnel Junction and Spin Valve Nanopillar Analysis Using Conductive Atomic Force Microscopy,”
Int. Magnetics Conf., paper BB-03, Taiwan, Apr 2011.

70. J. R. Smith, W. Hu, Y-Y Dang, O. Ozcan, M. Sitti, J. A. Bain, D. S. Ricketts, R. Davis, “Scanning Probe
Nanomanufacturing on Si: Surface Characterization of the Process Technique,” Materials Research
Symposium, paper G1.5, Nov. 2010

71. E.R. Evarts, M. Moneck, R. A. Booth, C. Hogg, D. S. Ricketts, J-G Zhu, J.A. Bain, and S. A. Majetich, “Spin
Torque Switching of 26 nm Diameter Magnetic Tunnel Junction Using a Conductive Atomic Force
Microscope,” Conference on Magnetism and Magnetic Materials, Atlanta, GA, paper FC-13, Nov. 2010.

72. E.R. Evarts, T.T. Farkas, B. Tsukerman, L. Cao, D. S. Ricketts, G. Markovich, J.A. Bain, and S.A.
Majetich, “Noise Measurements on Magnetic Tunnel Junction Nanopillars using Conductive Atomic Force
Microscopy,” Conference on Magnetism and Magnetic Materials, Atlanta, GA, paper CB-10, Nov. 2010.

73. M. W. Chen and D. S. Ricketts, “An 8.6GHz 42ps Pulse-Width Electrical Mode-Locked Oscillator,”
International Solid-State Circuits Conference (ISSCC), pp. 500-501, Feb. 2010.

74. D. S. Ricketts, L. Cao and S. Tamaru, “Spin-torque oscillator arrays as a solution for line width reduction in RF
applications”, Conference on Magnetism and Magnetic Materials, paper EY-01, Washington D.C., Dec. 2009.

75. D. S. Ricketts, T. Schlesinger, Y. Luo and J. Bain, “Materials and Devices for Hybrid CMOS Circuits:
Expanding the Functionality of Nanoscale CMOS,” Nano-DDS Conference, Ft. Lauderdale, FL, Oct. 2009
(Invited).

76. D. S. Ricketts and S. Bruck, “Stochastic Logic”, NRI-MIND, Architectures for post- CMOS switches
(Invited), Notre Dame, IN, Oct. 2009.

77. D.S. Ricketts, X. Li and D. Ham, “Soliton Electronics,” CMOS Emerging Technology Workshop, Whistler,
Canada, 2007. (invited)

78. W.F. Andress, D. S. Ricketts, X. Li, and D. Ham, “Passive & active control of regenerative standing & soliton
waves,” (Invited) Proc. of the IEEE Custom Integrated Circuits Conference, pp. 29-36, Sept. 2006.

79. D. S. Ricketts, X. Li and D. Ham, “Taming the electrical soliton: A new direction in picosecond electronics,”
Radio Frequency Integrated Circuits (RFIC) Symposium, 2006 IEEE , vol., no., pp.4 pp.,24, 11-13 June 2006

80. D. S. Ricketts and D. Ham, “A chip-scale electrical soliton modelocked oscillator,” IEEE International Solid-
State Circuits Conference (ISSCC), pp. 432-433, Feb 2006.

81. D. S. Ricketts, X. Li, M. DePetro, and D. Ham, “A self-sustained electrical soliton oscillator,” Microwave
Symposium Digest, 2005 IEEE MTT-S International , vol., no., pp.4 pp.,, 12-17 June 2005

82. D. Ham, W. Andress, and D. S. Ricketts, “Phase noise in oscillators,” (Invited) Int. Workshop on Sip/SoC
Integration of MEMS and Passive Components with RF-ICs, March 2004.

INVITED CONFERENCE PRESENTATIONS (WITHOUT PAPERS)
Graduate student author; undergraduate author
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David S. Ricketts

D. S. Ricketts, W. Harris, J. Zhu, D. Baron, “Dynamic artificial surfaces for mm-wave imaging using photon
induced plasmas in silicon lenses.” DMI Online Workshop on Energy/Quantum/Metamaterials, Dec, 2020.

D. S. Ricketts, “Lessons from Build-a-Radio/Radar in a Day: The Ins and Outs of Experiential Design for
Students,” European Microwave Week, Teaching Microwave Engineering Special Session, Sept 2020.

M. Abbasi and D. S. Ricketts, “100 Gb/s All-electronic Radios: Opportunities and Challenges”, GomacTech,
Mar. 2014

W. Tai, C. Li, Z. Li, G. Yahalom, D.S. Ricketts, V. Stojanovic and J. Dawson, “A 45 GHz Asymmetric
Multilevel Outphasing Transmitter in 45nm SOI CMOS,” Student Research Int. Solid-State Circuits Conf,
IEEE, Feb. 2012.

J.R. Smith, W. Hu, Y.Y. Dang, O. Ozcan, M. Sitti, J. Bain, R. Davis and D. S. Ricketts, “Writing Si nanowires
on Si (100) with an STM tip: surface preparation and initial results,” Materials Research Symposium, M11.50,
Boston, MA, Nov. 2009

R. S. Friedman, M. C. McAlpine, D. S. Ricketts, D. Ham, C. M. Lieber, “Fully integrated high frequency
nanowire ring oscillators,” Materials Research Symposium, Mar. 2005.

D. S. Ricketts, “Current sensing and accuracy for CPU multi-phase DC-DC converters: the sub 20 mV
challenge,” IBM Power Delivery Symposium, 2002.

ACADEMIC WORKSHOPS and SHORT COURSES (Chair or Co-Chair)

1.

2.
3.
4

11.
12.

13.

14.

15.

16.

17.

18.
19.

20.

21.

22.

RF and Electronic Warfare Workshop with NSA. Dec. 2023.

“Build a Foxhole Radio” International Microwave Symposium, San Diego, CA June, 2023

RF Engineering workshop, US Navay Academy, May 2023

RF Bootcamp in residence course, delivered at UT Dallas in collaboration with Texas Analog Center of
Excellence. May 2023.

12" Tom Brazil Doctoral School of microwaves “Build a Frequency Modulated Continuous Wave Radar in 1-
day” IEEE European Microwave Week, Milan, Italy, Sept 2022.

11" Tom Brazil Doctoral School of microwaves “Build a modern digital radio”” IEEE European Microwave
Week, London, UK, June 2021.

“Build a NIST Atomic Clock Radio” International Microwave Symposium, Denver, Co June, 2022.

5th European Micwoave Student and Doctoral School: “Build a Frequency Modulated Continuous Wave Radar
in 1-day” IEEE European Microwave Week, Utrecht, NL 2020 (virtual).

Frequency-Modulated Continuous Wave Radar in 1-day”, European Microwave, Utrecht, NL, 2020.

. “4™ European Microwave Student and Doctoral Schools: Build a modern digital radio,” IEEE ,” IEEE European

Microwave Week, Paris, France, Oct 2019.

“Build a 950 MHz radar in a day,” IEEE Int. Microwave Symposium, Boston, MA, June 2019.

“Design, Fab and Test Your Own Microwave Component,” Industry Workshop, IEEE Int. Microwave
Symposium, Boston, MA, June 2019..

“From Bits to Waves: Building a Modern Digital Radio in 1 Day — Hand-on Workshop,” IEEE Asia Pacific
Microwave Conference, Kyoto, Japan, 2018.

“4™ European Microwave Student and Doctoral Schools: Build a modern digital radio,” IEEE ,” IEEE
European Microwave Week, Madrid, Spain, Sep 2017.

“Build a 16 QAM Radio — Student Design Competition,” IEEE Int. Microwave Symposium, Philadelphia, PA,
June 2018.

“Design, Fab and Test Your Own Microwave Component,” Industry Workshop, IEEE Int. Microwave
Symposium, Philadelphia, PA, June 2018.

3 European Microwave Student and Doctoral Schools: Build a modern digital radio,” IEEE ,” IEEE European
Microwave Week, Nuremberg, Germany, Oct 2017.

“Build a Modern Digital Radio in a day,” Int. Microwave Symposium, Honolulu, HI, June 2017.

“From Bits to Waves: Building a Modern Digital Radio in 1 Day — Hand-on Workshop,” IEEE Asia Pacific
Microwave Conference, New Delhi, India, Nov 2016.

“From Bits to Waves: Building a Modern Digital Radio in 1 Day — Hand-on Workshop,” IEEE European
Microwave Week, London, UK, Oct 2016.

“From Bits to Waves: Building a Modern Digital Radio in 1 Day — Hand-on Workshop,” EDICON, Boston,
MA, Sep. 2016.

“Emerging devices for Microwave Circuits and Systems,” IEEE Int. Microwave Symposium, San Francisco
CA,, May 2016.

15



23.
24,

David S. Ricketts

“Build a Modern Digital Radio in a day,” IEEE Int. Microwave Symposium, San Francisco, CA, May 2016.
“Build a Modern Digital Radio in a day,” IEEE Radio Wireless Week, Austin, Texas, Jan, 2016.

INVITED RESEARCH PRESENTATIONS, Universities and Industry

1.
2.

Nownk

*

10.
11.
12.
13.
14.
15.
16.

17.
18.

19.

20.

21.
22.

23.
24,
25.
26.
27.
28.
29.

30.
31.

32.

33.

“From one to one million Volts,” ECE Colloquim, NCSU Apr. 2024

“Live from Faraday’s Lab”: An Intuitive and Historical Perspective on Electromagnetism” IEEE MTT Webinar,
May 2022.

“NCSU Rabbit Radar: Design, Simulation & Building your own Frequency Modulated Continuous Wave Radar
at Home,” IEEE MTT-S Virtual Lecture, Sept, 2020

“From Bits to Waves - Building a Modern Digital Radio,” Cadence Live, August 2020.

“Data, Sensors and New Technologies for Smart Cities,” RMIT, Melbourne Australia, Mar 2019.

“New Approaches to [oT in Smart Cities,” Western Sydney University, Sydney, Australia, Mar 2019.
“Enhancing, Shaping and Steering WPT Fields,” WPT NSF ERC Industry Workshop, Alexandria, VA, Dec
2018.

“High-speed GaN RF DC-DC Converter design,” Power America Webinar, NCSU, Oct. 2018.

“High-speed Communication & Field Enhancement Using Artificial Materials,” Pennsylvania State University,
Oct 2018.

“Modern Digital Radios,” EuMW Microapp Lecture, Madrid Sept. 2018.

“Sensors and Networks for Smart Cities,” City of San Diego, CA, Apr 2018.

“Emerging Technologies in Sensors for Smart Cities,” Facebook, Dublin, Feb 2018.

“Science in Microwaves,” NSF Workshop at IMS2017, June 2017.

“Magic with Magnetic Fields: NFL Football Tracking”, Raleigh Engineers Club, Raleigh, NC, June 2017.
“Maximum power and phase noise in spin-torque oscillators,” AIST Dec 2016.

“High-power, broadband multipliers for high-speed microscale radios,” IEEE IMS invited workshop
presentation, May 2016.

“Advances in wireless power transfer research: challenges and opportunities,” General Motors, Feb. 2016.
“Magic with magnetic fields: NFL football tracking and advances in wireless power transfer &
communication,” Univ. of Washington, Feb, 2015.

“State of the art and future of high-speed wireless transceivers: Opportunities and challenges for near-THz
communication,” CMOS Emerging Technologies Conference, Plenary, Invited, May 2015.

“Advances in wireless power transfer research from academia: Challenges and opportunities,” Wireless Power
Summit, Invited, Berkeley, CA, Nov 2014.

“Advances in high-speed integrated and nanoelectronics,” AIST Nov 2014.

“Watt-level, Highly Efficient, Fully Integrated all-Silicon Linear Power Amplification for mm-Wave Radar and
Communications,” Berkeley Nov. 2014.

“High-speed integrated circuits: From water waves to optical sampling,” Analog Devices, Oct 2014,
“Advanced RF substrates: Applications in mm-wave electronics,” DuPont 2014,

“Advanced mm-wave Circuits and Systems,” Nuvotronics, 2014.

“Watt-level, Highly Efficient, Fully Integrated all-Silicon Linear Power Amplification for mm-Wave Radar and
Communications,” University of Delft, Netherlands, 2014

“Watt-level, Highly Efficient, Fully Integrated all-Silicon Linear Power Amplification for mm-Wave Radar and
Communications,” University of Pavia, Italy, 2014

“Magnetoquasistatics: Emerging Applications in Sports Visualization and Enhanced Wireless Power Transfer,”
University of Perugia, Italy, 2014

“Power, Sensing and Communication: Opportunities for a wireless world,” General Motors Research, Herzlia
Israel, Oct. 2013.

“Enabling Rapid Innovation in Nanomanufacturing,” ENRI NSF workshop keynote, Napa, CA. Aug. 2013.
“Watt-level, Highly Efficient, Fully Integrated Linear Power Amplification for mm-Wave Radar and
Communications,” MIT, Boston Ma, May 2013.

“Watt-level, Highly Efficient, Fully Integrated Linear Power Amplification for mm-Wave Radar and
Communications,” Qualcomm, San Diego, CA, Jan 2013.

“Impedance Matched Magnetoquasistatic Wireless Power: On the equivalence of inductive and strongly
coupled magnetic resonance and the challenges of multiple and mobile receivers” Qualcomm, San Diego, CA,
Jan 2013.
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34.

35.

36.

37.

38.
39.

40.
41.

42.
43.

44,
45.
46.
47.
48.

49.
50.
51.
52.
53.

54.
55.
56.
57.
58.
59.
60.

61.

62.
63.
64.
65.
66.

David S. Ricketts

RF from Kilometer to Millimeter Waves: NFL Football Tracking and High-power mm-Wave Circuits and
Systems,” POSTECH, Korea Aug 2012 (Distinguished Lecturer)

“Watt-level, Highly Efficient, Fully Integrated Linear Power Amplification for mm-Wave Radar and
Communications,” Jet Propulsion Laboratory, Pasadena, CA, Jul 2012.

“NFL Football Tracking, Microrobots and Nanoelectronics: Novel applications of Analog Circuits, E&M and
MEMS,” University of FL, Apr 2012.

“RF devices, circuits & systems: from nanometers to kilometers,” University of Illinois, Urbana Champagne,
Apr 2012.

“Applications of Analog Circuits and Electromagnetics in mm-wave RF and pRobots,” NCSU Mar 2012.
“RF from Kilometer- to Millimeter-waves: NFL Football Tracking and Power Amplifier Circuits & Systems,”
UMich. Mar 2012.

“RF devices, circuits and systems: from nanometer to kilometer” University of Utah, Feb 2012

“NFL Football Tracking and Microrobots: Novel Applications of Analog Circuits, MEMS and E&M,” Harvard
University, Feb 2012

“RF devices, circuits and systems: from nanometer to kilometer,” Duke Univ, Jan 2012

“At the boundaries of high-frequency analog & RF ICs: Speed, energy and uncertainty”, Univ. NC State, NC,
Dec 2011, (Invited, Distinguished Lecturer)

“Quasistatics in E&M: Sports Visualization, Wireless Power and Microrobots,” Ga Tech, GA Nov. 2011.
“RF devices, circuits and systems: from nanometer to kilometer,” Univ. of Texas, Austin, Oct 2011

“RF devices, circuits and systems: from nanometer to kilometer,” Princeton Univ., Oct 2011

“High-speed PA and ADCs,” Univ. Wisconsin, Oct. 2011

“At the boundaries of high-frequency analog & RF ICs: Speed, energy and uncertainty”, GA Tech, GA, May
2011

“RF PA’s and spin-torque oscillators for RF,” University of FL., Mar, 2011

“Tip-directed, Field-assisted Nanofabrication,” NIST, Mar 2011.

“Extending the boundaries of analog and RF electronics,” Brown Univ., Mar, 2011.

“Nanoscale magnetics for integrated power conversion and RF,” ARL, Jan, 2011.

“Ultimate limitation of conversion in conventional ADCs,” ONR Superconducting Electronics Program, San
Diego, Jan. 2011.

“Tip-assisted, field emission nanofabrication,” Zyvex Corp., Apr., 2010.

“Tip-assisted Nanofabrication,” Worcester Polytechnic Institute, MA, Mar. 2010.

“Spin Torque Oscillators for Agile RF,” DARPA YFA Program, Oct. 2009.

“Perspectives on electrical oscillators,” IBM Research, NY, Apr., 2009

“Electrical oscillators and phase noise,” NIST, Boulder, CO, Oct. 2008

“Creativity in science and engineering,” Innovation in Science and Engineering, Harvard University, Oct. 2008
“The Double Helix, a case study in scientific discovery,” Innovation in Science & Technology, Paris University
Consortium, Paris France, 2008.

“Creativity in science and engineering,” Innovation in Science & Technology, Paris University Consortium,
Paris France, 2008.

“New directions : soliton mode-locking and nanowire circuits,” CMU, Sept. 2006

“Electrical soliton oscillators” University of Michigan, Mar, 2006

“Electrical soliton oscillator and nanowire Circuits,” University of California, Berkeley, Apr. 2006
“Electrical soliton oscillators,” Cornell University, Mar 2006.

“Electrical solitons,” The Cooper Union, Feb. 2006.

STEM Workshops, K-12

1.

2.

STEM workshop for middle-school students in collaboration with Naval Information Warfare Center Atlantic
STEM. July 2023.
IEEE Project CONNECT workshop teaching High School how to build AM radio. June 2023.
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ITII.C. ORGANIZATION PARTICIPATION

Participation in centers, consortia, institutes, interdisciplinary/multidisciplinary activities and other
organized scholarly efforts between departments within and across colleges or institutions

N/A

IV. EXTENSION AND ENGAGEMENT WITH CONSTITUENCIES OUTSIDE THE
UNIVERSITY

Faculty Affliate (2023-) Bloomberg Cities Center, Kennedy School of Government

Faculty Associate (2014-), Innovation Fellow (2011-2014) Technology and Entrepreneurship Center,
School of Engineering and Applied Science (SEAS), Harvard University. Courtesy appointment in SEAS
for collaboration on innovation with students and faculty. Guest lecture in ES139/239 courses and assist
with program development for symposia.

IV.A ACCOMPLISHMENTS

List accomplishments as applicable, e.g., bulletins, brochures, reports, pamphlets, non-refereed publications, computer software,
educational videotapes, slide sets, popular press articles, and other pertinent evidence.

Experiential ECE Lectures — 800,000 You Tube views (two lectures)

Online dissemination of RF system design - ~200,000 You Tube views. Non-NCSU watch 800+ hours
viewed per month of PIs RF system design YouTube videos.

Developed two online courses including 70 video lectures and 20 laboratory assignments.

www.rickettslab.org/radiosystemdesign
www.rickettslab.org/adc

IV.B. PROGRAM IMPACTS

Describe results/impact of accomplishment.

N/A
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VI. SERVICE TO THE UNIVERSITY AND PROFESSIONAL SOCIETIES

University service (department, college, and university committees and governance organizations); state,
regional, national and international professional activities and committee work, including professional
associations.

DEPARTMENT SERVICE

Teaching Review Committee F22-

Promotion, Tenure Committee Co-Chair 2023

Marketing and Communication (ECE Department) — 2020-22

ECE Open House (ECE Department) — 2020-

Faculty Search Committee (ECE Department) — 2017, 2019, 2022
Course Curricula Committee (ECE Department) - 2015-present
Senior Design Director Search Committee (ECE Department) - 2014
Participated in Engineering Open House (ECE Department), 2014

UNIVERSITY SERVICE
N/A

PROFESSIONAL SOCIETIES

Chair, IEEE Chapter ACME (Joint chapter of Antennas and Propagation (AP), Electronic Packaging Society (EP),
Microwave Theory and Techniques (MTT), and Electron Devices (ED) 2019-2023

Technical Committee Chair for IEEE T-MTT 9 Society 2020-2022

Technical Committee Vice-chair for IEEE T-MTT 7 Society 2015-2019

Technical Program Chair: Enabling Nanomanufacturing for Rapid Innovation, TRC/NSF Workshop, Aug. 2013
Technical Program Committee (member) — IEEE International Microwave Symposium 2014-;

Technical Program Committee IEEE BioWireless 2012-2015.

Session Chair - Nanotechnology, CMOS Emerging Technologies Conf., Banff, Canada 2009; NANO-DDS,
Chemically-Synthesized, Biomimetic Systems and Biologically-Inspired Architectures Session, August 2011.

NSF Panelist (6 panels)

Reviewer for journals: ACS Nano Letters, Journal of Solid State Circuits (IEEE)Electron Device Letters (IEEE)Transactions on
Circuits and Systems (IEEE)Proceedings of the National Academy of Sciences, MacArthur Foundation (Fellows program)Nano
Letters, Sensors Journal of Applied Physics, Journal of Emerging and Selected Topics in Power Electronics, IET Circuits,
Devices & Systems, IEEE Transactions on Power Electronics, IEEE Antennas and Wireless Propagation Letters, IEEE
Transaction on Antennas and Propagation, IEEE Microwave and Wireless Components Letters, IEEE Transactions on
Biomedical Circuits and Systems, Micromcahines, [IET Microwaves, Antennas & Propagation, International Journal of Circuit
Theory and Applications, Scientific Reports.
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	Claim 17
	[17] The packaged module of claim 14 wherein the gain correction circuit includes a current mirror configured to generate the correction current by mirroring the control current, the current mirror configured to receive the power amplifier enable signal.
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