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(57) ABSTRACT 

An electromagnetic pen digitizer is integrated into a flat 
panel display assembly using "bent TAB' active electronics. 
Integration is performed by placing a discrete electromag 
netic pen digitizer further inside the flat panel display 
assembly itself behind the diffuser backlight component, but 
in front of the “bent TAB' active electronics. Interference 
from the active electronicS is avoided because they are not 
in between the digitizer and the pen operating upon the flat 
panel display. The electromagnetic pen digitizer is integrated 
into the flat panel display assembly by inserting the digitizer 
into the flat panel display assembly behind the diffuser 
backlight during the routine manufacture of the flat panel 
display assembly. Alternatively, the discrete electromagnetic 
pen digitizer is bonded to the diffuser backlight earlier in the 
manufacturing process; the combined diffuser backlight/ 
digitizer component is placed into the flat panel display 
assembly during the routine manufacture of the complete flat 
panel display assembly. By integrating Such a digitizer into 
the routine manufacturing process of a flat panel display, a 
standard “off-the-shelf flat panel display may be used. The 
digitizer may be directly coated onto the diffuser backlight 
through an indium tin oxide (ITO) coating on the backlight 
itself. Also, an electromagnetic digitizer may be fabricated 
onto the front of the diffuser backlight by using a thin-film 
etched flexible circuit technique or a silk Screen printed 
thin-film technique. Integrating an electromagnetic pen digi 
tizer in this fashion allows for greater use of “off-the-shelf 
display panels with only Slight modifications. 

24 Claims, 5 Drawing Sheets 
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FLAT PANEL DISPLAY WITH INTEGRATED 
ELECTROMAGNETIC PEN DIGITIZER 

FIELD OF THE INVENTION 

The present invention relates generally to a display Screen 
of a computer System. More Specifically, the present inven 
tion relates to an electromagnetic pen digitizer that is 
integrated into a flat panel display. 

BACKGROUND OF THE INVENTION 

Within a computer System, numerous techniques exist for 
inputting data and commands from a user to the computer 
System. One technique is to use a special computer “pen’ for 
entering information via a display Screen of a computer 
System. A user moves the pen around on the Screen, inputting 
or Selecting information to be transmitted to the computer 
System. 
A variety of technologies exist for inputting information 

to a computer System using a pen. One Such technique uses 
a special pen in conjunction with an electromagnetic pen 
digitizer that is placed behind the display unit of a computer 
System. By moving the pen around on the glass Screen of a 
display unit, and/or by pressing the pen against the glass 
Screen, the electromagnetic pen digitizer is able to receive 
information from the pen and transmit this information to 
the computer System. The pen is able to transmit information 
using electromagnetic Signals that are picked up by antenna 
on the digitizer. One advantage of using an electromagnetic 
pen digitizer is that this technology is able to input infor 
mation from the pen Such as its X, Y coordinates on the 
display, pen button Status, the tilt of the pen and the pressure 
of the pen on the glass Screen. Such electromagnetic pen 
digitizers are especially useful in (but not limited to) flat 
panel display assemblies of a portable computer. 
AS Shown in FIG. 1, electromagnetic pen digitizers to date 

have been assembled with flat panel displays simply by 
placing a discrete digitizer implemented using Standard 
printed circuit board technology completely behind the flat 
panel display (including being behind the diffuser backlight 
and behind the active display electronics). FIG. 1 shows a 
display unit 10 of a computer System having a flat panel 
display assembly 12 and an electromagnetic pen digitizer 
14. Digitizer 14 is a Standard electromagnetic pen digitizer. 
Display 12 includes viewable area 16 through which infor 
mation is presented to the user and through which the user 
may input information, and an outside Side area 18 that is not 
used for presenting or inputting information. In older gen 
erations of flat panel displays, Side area 18 is relatively large 
compared to Viewable area 16 and incorporates the active 
display electronics 20 that control the presentation of infor 
mation on viewable area 16 of display 12. 
As can be seen in FIG. 2, active display electronics 20 are 

located in side area 18 outside of viewable area 16 of display 
12. Thus, because Side area 18 is relatively large compared 
to viewable area 16, electronics 20 are easily incorporated to 
the side of viewable area 16. Thus, electronics 20 do not 
interfere with the interaction between a special pen moving 
on viewable area 16 and electromagnetic pen digitizer 14 
located behind display 12. In other words, having electronics 
20 to the side of area 16 prevents electronics 20 from 
interfering with electromagnetic signals between the pen and 
the digitizer. Such a design for a display unit is workable, 
although viewable area 16 may be relatively small. 
AS flat panel display technology moves forward, the 

overall size of a display unit has been Shrinking due to 
designs in which the active display electronics are located 
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2 
directly behind the viewable area of the display. By locating 
the active electronics behind the viewable area, Space is 
Saved at the Sides of a flat panel display assembly and allows 
for an overall Smaller package. Also, as the Side areas of a 
flat panel display assembly are no longer needed to incor 
porate the active display electronics, the viewable area of the 
display may also be made larger, with attendant advantages 
for a user. 

FIG.3 illustrates an example of a display unit in which the 
active display electronics are placed behind the viewable 
area of the display. Shown is a display unit 30 having a flat 
panel display assembly 32, a viewable area 36, side area 38 
and active display electronics 40. As electronics 40 are now 
located directly behind viewable area 36, side area 38 may 
now be made much smaller relative to viewable area 36. 
Thus, the overall size of display unit 30 may be reduced, or 
alternatively, the size of viewable area 36 may be increased. 
Each of these alternatives has various advantages. One 
technique for locating electronics 40 behind viewable area 
36 literally “folds” the electronics in behind viewable area 
36. This technique, often referred to as “bent TAB or 
“folded TAB", uses a printed circuit board attached via 
flexible ribbon cable (“flex cable') to the mother glass of the 
flat panel display assembly. Attached to the flex cable are a 
number of integrated circuit drivers that are attached using 
tape-automated bonding (TAB) construction technology. 
This “bent TAB' technique allows active electronics 40 to 
be placed behind viewable area 36. Of course, other tech 
niques aside from “bent TAB may be used in order to place 
the active electronics behind a viewable area. 

Unfortunately, attempting to place a discrete electromag 
netic pen digitizer behind a flat panel display assembly that 
includes active electronics behind the viewable area is not 
possible due to the interference of the electromagnetic 
energy and the electromagnetic Shielding induced by the 
active electronics. In other words, when the active electron 
ics are located directly in front of a discrete electromagnetic 
pen digitizer, the electromagnetic Signals between a pen on 
the display Screen and the digitizer are blocked or distorted 
by the electronics. 

FIG. 4 illustrates a display unit 50 in which this situation 
occurs. Flat panel display assembly 32 has a viewable area 
36, side areas 38 and active display electronics 40. Active 
electronics 40 are located in between viewable area 36 and 
an electromagnetic pen digitizer 34. ElectronicS 40 interfere 
with communication between pen 52 and digitizer 34. 

Digitizer 34 is basically a Sensor panel that includes 
numerous antenna for receiving a signal from pen 52, and 
may also serve as a power Source for pen 52. In operation, 
digitizer 34 Sends an energy pulse to pen 52 which receives 
power for operation from the energy pulse, or is triggered by 
the energy pulse to transmit for pen battery Systems. Pen 52 
is then able to transmit information Such as pen button Status 
and pressure to digitizer 34 by broadcasting a relatively 
weak electromagnetic Signal. Digitizer 34 derives location 
and tilt of the pen by looking at the relative Signal Strengths 
from the antennas in the digitizer. Because the Signal is 
relatively weak, electronicS 40 create interference. Although 
various manufacturers have attempted to Solve this problem 
(Such as by changing the frequency of the pen, by increasing 
Signal Strength via a pen battery, by decreasing maximum 
pen resolution or by reducing the active pen area), a work 
able solution for this type of display assembly is yet to be 
found. Therefore, display units that include a flat panel 
display assembly along with an electromagnetic pen digi 
tizer are typically only implemented with a Small viewable 
area and a large Side area in which the active electronics are 
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incorporated. Large viewable areas of display units Such as 
is shown in FIG. 3 that are made possible with technologies 
such as “bent TAB have proven extremely difficult to use 
with an electromagnetic pen digitizer. 

Other types of digitizers for detecting the location of a pen 
on a Screen are in use, but these have a variety of disad 
Vantages. For example, a resistive membrane may be placed 
on top of a flat panel display assembly. However, because 
this membrane is placed on top of the display, leSS light is 
transmitted, and more power is needed to increase light from 
the backlight unit. However, this technique is not well Suited 
for a portable computer having a flat panel display where 
power is at a premium. Another technique uses electroStatic 
capacitance in which an indium tin oxide (ITO) conductive 
film is also placed on top of the display. Similar to the 
previous problem, because this film is on top of the display, 
it reduces the light transmitted and more power is required. 
In addition, this conductive film is implemented as a grid 
upon the display which also causes interference with the 
display of information to a user. Also, these techniques only 
Supply the pen location and pen button Status and not tilt or 
preSSure. An electromagnetic pen digitizer is more desirable 
as it is able to receive and to derive much more information 
from a broadcasting pen. For example, tilt is not obtained 
from the pen, but is calculated from the digitizer Sensor 
panel. 

Another technique uses LED lights around the perimeter 
of a Screen which indicate the location of a pen when their 
light path is broken. However, in addition to not providing 
tilt or pressure information (only X,Y coordinates), the 
resolution provided by this technique is too low for accept 
able use on a high definition flat panel display. Thus, 
although other digitizers aside from an electromagnetic 
digitizer may be used, each has a variety of drawbackS. An 
electromagnetic digitizer is able to provide location, tilt and 
preSSure information which is advantageous in many Situa 
tions. 

Therefore, it is desirable to provide a technique by which 
an electromagnetic pen digitizer may be used with a flat 
panel display assembly having electronics behind a viewable 
area. It is further desirable that Such a technique have the 
lowest fiscal and manufacturing impact to existing flat panel 
display assemblies in order to avoid potentially large capital 
costs and development time required to develop a flat panel 
display assembly that is custom built for use with an 
electromagnetic pen digitizer. 

SUMMARY OF THE INVENTION 

To achieve the foregoing, and in accordance with the 
purpose of the present invention, a technique for integrating 
an electromagnetic pen digitizer with a flat panel display 
assembly is disclosed. 

Integration of Such a digitizer with a flat panel display 
with active electronicS is performed by placing a discrete 
electromagnetic pen digitizer inside the flat panel display 
assembly itself behind the diffuser backlight component, but 
in front of the active electronics. Thus, interference from the 
active electronicS is avoided because they are not in between 
the digitizer and the pen operating upon the flat panel 
display. In one embodiment, “bent TAB' technology is used 
to fabricate the active display electronics. 

By integrating a discrete electromagnetic pen digitizer 
into a Standard flat panel display assembly, the digitizer is as 
close to the pen as possible and is in front of the active 
electronics, thus avoiding interference. A digitizer closer to 
the pen receives a more accurate Signal from the pen and 
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4 
produces leSS jitter. By integrating a relatively thin digitizer 
into a Standard flat panel display assembly, a complete flat 
panel with pen functionality may be produced at a lower cost 
and much more quickly than designing and building from 
Scratch a custom flat panel display assembly that incorpo 
rates pen functionality. For example, techniques that pro 
duce an antenna grid directly onto the mother glass can be 
extremely expensive and difficult to engineer. Such tech 
niques are the Subject of research by companies Such as 
Sharp and Lucky Goldstar. By contrast, the present inven 
tion allows a digitizer to be relatively inexpensively and 
easily inserted into a Standard flat panel display assembly. 

In one embodiment of the invention, the electromagnetic 
pen digitizer is integrated into the flat panel display assem 
bly by inserting the digitizer into the flat panel display 
assembly behind the diffuser backlight during the routine 
manufacture of the flat panel display assembly. 
Alternatively, the discrete electromagnetic pen digitizer may 
be bonded to the diffuser backlight earlier in the manufac 
turing process; the combined diffuser backlight/digitizer 
component is then placed into the flat panel display assem 
bly during the routine manufacture of the complete flat panel 
display assembly. By integrating Such a digitizer into the 
routine manufacturing process of a flat panel display, a 
custom flat panel display need not be designed. A Standard 
“off-the-shelf flat panel display may be used. 

Furthermore, the digitizer may be directly integrated onto 
the diffuser backlight through an indium tin oxide (ITO) 
coating on the backlight itself, thus eliminating the need for 
an additional, Separate, discrete electromagnetic pen digi 
tizer. In addition to forming a digitizer directly onto the 
diffuser backlight by using an ITO coating, an electromag 
netic pen digitizer may also be fabricated onto the front of 
the diffuser backlight by using a thin-film etched flexible 
circuit technique or a Silk Screen printed thin-film technique. 
Such thin film digitizers are more easily integrated into a 
Standard flat panel display assembly having a fixed width. 

Integrating an electromagnetic pen digitizer in this fash 
ion allows for greater use of “off-the-shelf display panels 
with only Slight modifications in order to add the extra pen 
functionality to Such a display panel. Traditional flat panel 
displays that are designed from the ground up to be inte 
grated with an electromagnetic pen digitizer may cost from 
S250,000 to S500,000. By contrast, use of the present 
invention could cost at little as S5,000 to S25,000 in order to 
make such modifications to “off-the-shelf display panels. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention, together with further advantages thereof, 
may best be understood by reference to the following 
description taken in conjunction with the accompanying 
drawings in which: 

FIG. 1 is a perspective view of a display unit of a 
computer System in which a digitizer is placed behind a flat 
panel display assembly. 

FIG. 2 is a front view of the display unit of FIG. 1. 
FIG. 3 is a front view of a flat panel display assembly 

having active display electronicS located behind its viewable 
aca. 

FIG. 4 is a side view of the display assembly of FIG. 3 in 
which an electromagnetic pen digitizer is placed behind the 
display assembly. 

FIG. 5 is an exploded perspective view of a discrete 
electromagnetic pen digitizer integrated into a flat panel 
display assembly according to one embodiment of the 
present invention. 
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FIG. 6 is a front view of the display assembly of FIG. 5. 
FIG. 7 is a sectional view of the display assembly of FIG. 

6. 

FIG. 8 is a symbolic view of an alternative embodiment 
of the present invention. 

FIG. 9 is a symbolic view of another alternative embodi 
ment of the present invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention provides an apparatus and tech 
nique by which an electromagnetic pen digitizer may be 
integrated into a Standard flat panel display assembly that 
includes active display electronicS located directly behind 
the viewable area of the display. 

FIG. 5 is an exploded perspective view of a flat panel 
display assembly 100 incorporating an embodiment of the 
present invention. Display assembly 100 may originally be 
any standard “off-the-shelf” flat panel display assembly for 
use with a laptop computer, desktop computer, portable 
computer, personal digital assistant (PDA), etc. The present 
invention is Suitable for use with any display that uses an 
interactive electromagnetic digitizer that is operated using a 
pen, Stylus, Similar tool or even a user's finger. By way of 
example, the present invention is particularly well Suited for 
use on a portable computer in which Screen size and power 
consumption are at a premium. 

Flat panel display assembly 100 includes top glass 102, 
front housing 104, mother glass 106, backlight unit 108, 
electromagnetic pen digitizer 110 and rear housing 112. Top 
glass 102 is any Suitable glass for protecting the display from 
the outside world and may also include a gasket for use in 
sealing the assembly. Front and rear housings 104 and 112 
are any Suitable housings for holding the assembly together, 
and include brackets 114 for Securing the assembly. 
Mother glass 106 may be any of a variety of units for the 

display of information to a user. By way of example, mother 
glass 106 may incorporate an LCD display, a plasma display 
or Similar. Mother glass 106 may be of glass, plastic, or other 
Suitable material used for the presentation of information in 
a computer System. 
By way of example, mother glass 106 includes glass 116 

and glass 118 between which is sandwiched an LCD display 
(not shown). Connected to the LCD display to assist in its 
operation are a number of flex cables 120 onto which are 
bonded integrated circuit driverS 122 using a tape-automated 
bonding (TAB) construction technique. Attached to flex 
cables 120 are printed circuit boards 124 that provide control 
for the LCD display. Connectors located on circuit boards 
124 provide an interface to the computer System. 

Flex cables 120, drivers 122 and boards 124 constitute the 
“bent TAB' active display electronics. When the flat panel 
display is assembled, these active electronics are folded 
behind not only backlight unit 108, but also behind digitizer 
110. Thus, through the use of flex cables of an appropriate 
length and “bent TAB' technology, the active electronics of 
a flat panel display are placed behind an electromagnetic pen 
digitizer So as to not interfere with the interaction between 
the digitizer and a pen on top glass 102. Preferably, provided 
that the digitizer is of nominal thickness (about 0.3 mm to 
0.5 mm), the cables need not be lengthened from normal. 

Backlight unit 108 includes a diffusion layer. In one 
embodiment of the invention, there are two diffusion layers 
used to diffuse light throughout the backlight unit. Bulb 128 
provides light that travels down tapered light pipe 130 in 
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6 
order to provide light throughout the backlight unit. 
Attached to bulb 128 is a power cord and plug 132. Because 
the LCD display does not provide light itself, backlight unit 
108 serves to push light through the LCD display so that the 
information may be viewed by a user. In an alternative 
embodiment of the invention, if mother glass 106 uses a 
technology that provides its own light, then backlight unit 
108 would not be required. 

Electromagnetic pen digitizer 110 includes an antenna 
grid 134 and a cable 136 for transmitting information to the 
computer system into which flat panel display assembly 100 
is integrated. Because of grid 134, it is preferable for 
digitizer 110 to be located behind backlight unit 108. Thus, 
grid 134 is not projected onto mother glass 106. In an 
alternative embodiment of the invention, if grid 134 is not 
present, is extremely fine, or is otherwise negligible, then 
digitizer 110 may also be placed in front of backlight unit 
108. When the flat panel display is assembled, the active 
display electronics of mother glass 106 are folded behind 
digitizer 110 So as to not interfere with its communication 
with a pen on the Screen. 

Digitizer 110 may be formed in a variety of manners. By 
way of example, digitizer 110 may be any Standard electro 
magnetic pen digitizer implemented on a printed circuit 
board. In other embodiments, digitizer 110 may be a thin 
film etched flexible circuit board, or a silk screen printed 
thin-film board. Using thin film technology allows the 
digitizer to be extremely thin and allows a manufacturer of 
a display assembly to integrate Such a digitizer directly into 
a Standard display assembly without needing to retool manu 
facturing facilities and/or to change the design of the display 
assembly. In one embodiment of the invention, a digitizer 
that is approximately 0.3 to 0.5 mm thick works well. By 
way of example, thin film digitizers are available from 
Wacom Co. Ltd., Saitama 349-11 Japan, and Calcomp and 
Lockheed Martin Co. of Scottsdale, Ariz. 

FIGS. 6 and 7 present different views of display assembly 
100. FIG. 6 shows a front view of display assembly 100 
illustrating how viewable area 146 of the display is rela 
tively large compared to the outside area 148. FIG. 7 is a 
sectional view of FIG. 6 taken along line VII-VII. 
Although FIG. 7 is presented in an expanded view for 
clarity, it should be appreciated that normally all of the glass, 
electronics, backlight, etc., are Sandwiched together into a 
relatively thin package for incorporation into a computer 
System. 

Display assembly 100 is held together by front and rear 
housings 104 and 112 and includes top glass 102, mother 
glass 106, backlight 108, and electromagnetic pen digitizer 
110 behind which are folded the active display electronics. 
Digitizer pen 52 is used in conjunction with digitizer 110. 
Pen 52 may be any of a wide variety of pens suitable for use 
with an electromagnetic pen digitizer. By way of example, 
pen 52 may have an attached cord or be cordless, and may 
be implemented as discussed in U.S. Pat. Nos. 5,120,908 or 
5,122,623. A pen having an attached cord receives power 
through the cord and the digitizer need only operate as a 
Sensor of radio waves. A pen that is cordless receives power 
inductively from the digitizer and is then able to Send energy 
back to the digitizer. The information that the pen transmits 
includes pressure, pen button Status, etc. 

FIGS. 8 and 9 present symbolic views of alternative 
embodiments of the invention. FIG. 8 illustrates an embodi 
ment of a flat panel display assembly 100a in which an 
electromagnetic pen digitizer 110a is fabricated on the back 
side of a backlight unit 108a. Digitizer 110a may be fabri 
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cated onto the backlight using any of a variety of coatings 
Such as an ITO coating. 

FIG. 9 is an alternative embodiment of a flat panel display 
100b in which an electromagnetic pen digitizer 110b is 
fabricated onto the front side of backlight unit 108b through 
the use of a clear thin film technology. 

Although the foregoing invention has been described in 
Some detail for purposes of clarity of understanding, it will 
be apparent that certain changes and modifications may be 
practiced within the Scope of the appended claims. For 
instance, the invention is Suitable for use with any display in 
which the electronics interfere with communication between 
the pen and the electromagnetic digitizer. Furthermore, the 
digitizer may be located behind or in front of the backlight 
unit, and may be coated directly onto the backlight unit. 
Also, the backlight unit is optional if the mother glass unit 
Supplies its own light, or if light is Supplied in Some other 
fashion. The invention is useful with “bent TAB' technology 
or with any other technique used for placing electronics 
behind a mother glass unit. Therefore, the described embodi 
ments should be taken as illustrative and not restrictive, and 
the invention should not be limited to the details given 
herein but should be defined by the following claims and 
their full Scope of equivalents. 
We claim: 
1. A flat panel display assembly that allows use of an 

electromagnetic pen for input of data to a computer System, 
Said flat panel display assembly comprising: 

a housing for containing Said flat panel display assembly; 
a mother unit located within Said housing for displaying 

information from Said computer System on Said mother 
unit, 

an electromagnetic pen digitizer located within Said hous 
ing and behind said mother unit, said electromagnetic 
pen digitizer capable of receiving Signals from Said 
electromagnetic pen representing data for input to Said 
computer System; and 

active display electronicS located within Said housing and 
behind Said electromagnetic pen digitizer Such that Said 
active display electronics do not interfere with Said 
Signals from Said electromagnetic pen, Said active dis 
play electronics being in electrical communication with 
Said mother unit and used for controlling Said informa 
tion displayed on Said mother unit, Said active display 
electronics being located Substantially behind Said 
mother unit Such that a viewable area of Said flat panel 
display assembly is relatively large compared to a 
non-viewable area of Said flat panel display assembly. 

2. A flat panel display assembly as recited in claim 1 
wherein Said active display electronics include a flexible 
cable for attachment to Said mother unit and are fabricated 
using bent tape-automated bonding (TAB) construction, said 
flexible cable having a Sufficient length Such that Said active 
display electronics are folded in behind Said electromagnetic 
pen digitizer. 

3. A flat panel display assembly as recited in claim 1 
wherein Said flat panel display assembly is a Standard 
assembly and Said electromagnetic pen digitizer is a discrete 
unit fabricated using flexible circuit technology and is 
relatively thin Such that Said discrete electromagnetic pen 
digitizer is Suitable for easy integration into Said Standard 
assembly. 

4. A flat panel display assembly as recited in claim 3 
wherein Said discrete electromagnetic pen digitizer has a 
thickness of about 0.3 mm to about 0.5 mm. 

5. A flat panel display assembly as recited in claim 1 
wherein Said mother unit is a mother glass unit and Said 
assembly further comprises: 
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8 
a backlight unit located within Said housing and behind 

Said mother glass unit and used for providing light to 
Said mother glass unit. 

6. A flat panel display assembly as recited in claim 5 
wherein Said electromagnetic pen digitizer is fabricated 
directly onto Said backlight unit using a thin film coating 
technique, whereby the thickness of Said electromagnetic 
pen digitizer is reduced and is easily integrated into a 
Standard flat panel display assembly. 

7. A flat panel display assembly as recited in claim 6 
wherein said thin film coating is an indium tin oxide (ITO) 
coating being Substantially clear. 

8. A flat panel display assembly as recited in claim 1 
wherein Said electromagnetic pen is a cordless pen, and 
wherein Said electromagnetic pen digitizer being further 
capable of transmitting an energy pulse to Said electromag 
netic cordless pen to Supply power. 

9. A flat panel display assembly that allows use of an 
electromagnetic pen for input of data to a computer System, 
Said flat panel display assembly comprising: 

a Standard housing for containing Said flat panel display 
assembly; 

a mother glass unit located within Said housing for 
displaying information from Said computer System on 
Said mother glass unit; 

a backlight unit located within Said housing and behind 
Said mother glass unit and used for providing light to 
Said mother glass unit; 

a discrete electromagnetic pen digitizer located within 
Said housing and behind Said mother glass unit, Said 
discrete electromagnetic pen digitizer being relatively 
thin permitting easy integration into said standard hous 
ing and capable of receiving Signals from Said electro 
magnetic pen representing data for input to Said com 
puter System; and 

bent tape-automated bonding (TAB) electronics located 
within said housing and folded behind said discrete 
electromagnetic pen digitizer Such that Said bent TAB 
electronics do not interfere with Said Signals from Said 
electromagnetic pen, Said bent TAB electronicS elec 
trically connected to Said mother glass unit and used for 
controlling Said information displayed on Said mother 
glass unit, Said bent TAB electronics being located 
Substantially behind Said mother glass unit Such that a 
Viewable area of Said flat panel display assembly is 
relatively large compared to a non-viewable area of 
Said flat panel display assembly. 

10. A flat panel display assembly as recited in claim 9 
wherein said bent TAB electronics include a flexible cable 
for attachment to Said mother glass unit, Said flexible cable 
having a Sufficient length to permit Said bent TAB electron 
ics to be folded in behind Said discrete electromagnetic pen 
digitizer. 

11. A flat panel display assembly as recited in claim 9 
wherein Said flat panel display assembly is a Standard 
assembly and Said discrete electromagnetic pen digitizer is 
fabricated using flexible circuit technology permitting easy 
integration into Said Standard assembly. 

12. A flat panel display assembly as recited in claim 11 
wherein Said discrete electromagnetic pen digitizer has a 
thickness of about 0.3 mm to about 0.5 mm. 

13. A flat panel display assembly as recited in claim 9 
wherein Said electromagnetic pen is a cordless pen, and 
wherein Said discrete electromagnetic pen digitizer being 
further capable of transmitting an energy pulse to Said 
electromagnetic cordless pen to Supply power. 
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14. A method of assembling a flat panel display assembly, 
Said flat panel display assembly Suitable for use with an 
electromagnetic pen for inputting data to a computer System, 
Said method comprising: 

providing a housing Suitable for containing Said flat panel 
display assembly; 

inserting a mother unit within Said housing, Said mother 
unit including active display electronics electrically 
connected with Said mother unit and with Said com 
puter System, Said active display electronics used for 
controlling information displayed on Said mother unit; 

inserting an electromagnetic pen digitizer within Said 
housing and behind Said mother unit, Said electromag 
netic pen digitizer capable of receiving Signals from 
Said electromagnetic pen representing data for input to 
Said computer System; and 

placing Said active display electronics of Said mother unit 
within Said housing and behind Said electromagnetic 
pen digitizer Such that Said active display electronics do 
not interfere with Said Signals from Said electromag 
netic pen, Said active display electronics being located 
Substantially behind said mother unit such that a view 
able area of Said flat panel display assembly is rela 
tively large compared to a non-viewable area of Said 
flat panel display assembly. 

15. A method as recited in claim 14 wherein said active 
display electronics include a flexible cable for attachment to 
Said mother unit and are fabricated using bent tape 
automated bonding (TAB) construction, wherein said step of 
placing Said active display electronics includes the Sub-Step 
of: 

folding Said active display electronics behind said elec 
tromagnetic pen digitizer using Said flexible cable, Said 
flexible cable having a Sufficient length Such that Said 
active display electronics may be folded. 

16. A method as recited in claim 14 wherein said flat panel 
display assembly is a Standard assembly and Said electro 
magnetic pen digitizer is a discrete unit fabricated using 
flexible circuit technology and is relatively thin Such that 
Said Step of inserting an electromagnetic pen digitizer per 
mits easy integration of Said discrete electromagnetic pen 
digitizer into Said Standard assembly. 

17. A method as recited in claim 16 wherein said discrete 
electromagnetic pen digitizer has a thickness of about 0.3 
mm to about 0.5 mm. 

18. A method as recited in claim 14 further comprising the 
Step of 

inserting a backlight unit within Said housing and behind 
Said mother unit, Said backlight unit Suitable for pro 
Viding light to Said mother unit. 

19. A method as recited in claim 18 wherein said elec 
tromagnetic pen digitizer is fabricated directly onto Said 
backlight unit using a thin film coating technique, and Said 
Steps of inserting a backlight unit and inserting an electro 
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magnetic pen digitizer are performed as one, whereby the 
thickness of Said electromagnetic pen digitizer is reduced 
and is easily integrated into a Standard flat panel display 
assembly. 

20. A method as recited in claim 19 wherein said thin film 
coating is an indium tin oxide (ITO) coating being Substan 
tially clear. 

21. A method of assembling a flat panel display assembly, 
Said flat panel display assembly Suitable for use with an 
electromagnetic pen for inputting data to a computer System, 
Said method comprising: 

providing a Standard housing Suitable for containing Said 
flat panel display assembly; 

inserting a mother glass unit within Said Standard housing, 
Said mother glass unit including bent tape-automated 
bonding (TAB) electronics electrically connected with 
Said mother glass unit and with Said computer System, 
said bent TAB electronics used for controlling infor 
mation displayed on Said mother glass unit; 

inserting a backlight unit within Said Standard housing and 
behind Said mother glass unit, Said backlight unit 
Suitable for providing light to Said mother glass unit; 

inserting a discrete electromagnetic pen digitizer within 
Said Standard housing and behind Said mother glass 
unit, Said discrete electromagnetic pen digitizer being 
relatively thin permitting easy integration into Said 
Standard housing and capable of receiving Signals from 
Said electromagnetic pen representing data for input to 
Said computer System; and 

folding said bent TAB electronics of said mother glass 
unit behind Said discrete electromagnetic pen digitizer 
Such that said bent TAB electronics do not interfere 
with Said Signals from Said electromagnetic pen, Said 
bent TAB electronics being located substantially 
behind Said mother glass unit Such that a viewable area 
of Said flat panel display assembly is relatively large 
compared to a non-viewable area of Said flat panel 
display assembly. 

22. A method as recited in claim 21 wherein said bent 
TAB electronics include a flexible cable for attachment to 
Said mother glass unit with a Sufficient length to permit Said 
bent TAB electronics to be folded behind said discrete 
electromagnetic pen digitizer. 

23. A method as recited in claim 21 wherein said flat panel 
display assembly is a Standard assembly and Said discrete 
electromagnetic pen digitizer is fabricated using flexible 
circuit technology Such that Said Step of inserting a discrete 
electromagnetic pen digitizer permits easy integration of 
Said discrete electromagnetic pen digitizer into Said Standard 
assembly. 

24. A method as recited in claim 23 wherein said discrete 
electromagnetic pen digitizer has a thickness of about 0.3 
mm to about 0.5 mm. 
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