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57 ABSTRACT 
An automatic exposure controller for camera permits a 
free selection between a spotwise photometry, an auto 
mode and a manual photographing mode. When switch 
ing from the spotwise photometry mode to another 
photographing mode, photometric information which is 
stored during the spotwise photometry mode is cleared. 

4 Claims, 6 Drawing Figures 
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AUTOMATIC EXPOSURE CONTROLLER FOR A 
CAMERA 

BACKGROUND OF THE INVENTION 
The invention relates to an automatic exposure con 

troller for a camera, and more particularly, to such 
controller for use with a camera of the type which 
permits a free choice between a plurality of photo 
graphing modes, in at least one of which photometric 
information is stored in a memory circuit to enable a 
subsequent exposure control in accordance with the 
stored information. 

In a conventional automatic exposure controller for a 
camera of the type in which photometric information is 
stored in a memory circuit for use in subsequent expo 
sure control, the stored photometric information can be 
reset only by the provision of a devoted reset switch. 
However, the provision of a separate reset switch is 
undesirable in view of the recent trend toward a mini 
mized size and weight and a simplified appearance. 

In particular, in an arrangement in which photomet 
ric information is derived from spotwise photometry 
and is then stored, the intent of a photographer relating 
to a photographic composition can be reflected by the 
entry at a desired area within an image field of an object 
being photographed, the photometry of which has been 
made. Consequently, such photographing mode is 
adopted in photographic cameras of an advanced class. 
Such camera is generally capable of choosing one or 
more additional photographing modes. For example a 
mode changeover switch will be provided to permit a 
choice between a photographing mode utilizing a 
stored spotwise photometry and another photographing 
mode of an average photometry type which does not 
utilize stored information. For the reason mentioned 
previously, a provision of a separate reset switch in such 
a camera is undesirable. 

SUMMARY OF THE INVENTION 

It is an object of the invention to provide an auto 
matic exposure controller for a camera which is capable 
of performing a plurality of photographing modes 
wherein one of the modes provides an exposure control 
in response to photometric information which is stored 
and wherein the storage of the photometric information 
is reset as the photographing mode is changed to an 
other mode. 

In accordance with the invention, a mere switching 
from a photographing mode in which photometric in 
formation is stored in accordance with the intent of a 
photographer to another photographing mode is all that 
is required to reset the stored information, thus dispens 
ing with any devoted reset switch. In this manner, the 
entire camera system is simplified, advantageously pro 
viding a reduced size and weight. 
BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a circuit diagram, partly in block form, of an 
automatic exposure controller according to one em 
bodiment of the invention; 

FIG. 2 is a block diagram of an information process 
ing circuit used in the arrangement of FIG. 1; 
FIG. 3 is a circuit diagram of a D/A converter shown 

in FIG. 1; 
FIG. 4 is a flowchart of a control program performed 

by the automatic exposure controller of FIG. 1; and 
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2 
FIGS. 5 and 6 are flowcharts of certain subroutines 

shown in FIG. 4. 

DESCRIPTION OF PREFERRED EMBODIMENT 

Referring to FIG. 1, there is shown an electrical 
circuit diagram of an automatic exposure controller for 
a camera according to one embodiment of the inven 
tion. As shown, there is provided a light receiving ele 
ment 1 which is disposed for average photometry, 
namely, disposed so as to receive light from a relatively 
large area or substantially entire image field after the 
light has been reflected by a first shutter blind or film 
surface of a single lens reflex camera. The anode of the 
element 1 is connected to an inverting input terminal of 
an operational amplifier 2 while its cathode is connected 
to its non-inverting input terminal. The non-inverting 
input terminal is also connected to a terminal of a refer 
ence voltage circuit 3 at which a reference voltage VR1 
is developed. The inverting input terminal of the ampli 
fier 2 is connected to the base and collector of an NPN 
transistor 4 in common, and the emitter of the transistor 
is connected to the output terminal of the amplifier 2. 
The common connection of the base and collector of 
the transistor 4 which is connected between the invert 
ing input terminal and the output terminal of the ampli 
fier 2 allows the transistor 4 to function as a logarithmic 
compression diode which converts a photocurrent Ip1 
produced by the element 1 into a voltage having a cor 
responding logarithmic value. The output terminal of 
the amplifier 2 is also connected to the emitter of an 
NPN transistor 5, the base and collector of which are 
connected in common and connected through a con 
stant current source 6 to a terminal 7, to which a supply 
voltage Vcc is applied. This configuration of connec 
tion of the transistor 5, which is connected across the 
output terminal of the amplifier 2 and the source 6 
which supplies a constant current flow I1, allows it to 
function as a diode which cancels an inverse saturation 
current of the transistor 4. Accordingly, there is devel 
oped a voltage at the base and collector of the transistor 
5 which is proportional to the logarithmic conversion of 
the photocurrent Ip1 from the element 1 and the abso 
lute temperature. The base and collector of the transis 
tor 5 is connected to the non-inverting input terminal of 
an operational amplifier 8 functioning as an impedance 
converter and forming a voltage follower having a high 
input impedance. The inverting input terminal of the 
amplifier8 is connected to its output terminal, which is 
in turn connected through an analog switch 9 to one 
input of a comparator 22 contained in information pro 
cessing circuit 21, which is indicated by phantom lines. 
The described arrangement comprises an average 

photometry circuit 10. In substantially the same man 
ner, a spotwise photometry circuit 20 is provided. Spe 
cifically, the spotwise photometry circuit 20 comprises 
a light receiving element 11 disposed for spotwise pho 
tometry, an operational amplifier 12, an NPN transistor 
14 which is configured to provide a logarithmic com 
pression, an NPN transistor 15 which cancels an inverse 
saturation current, a constant current source 16, an 
operational amplifier 18 which serves an impedance 
conversion, and an analog switch 19. It will be seen that 
the circuit connection is quite the same as the connec 
tion of corresponding parts shown and described above 
in connection with the average photometry circuit 10. 
The distinction of the spotwise photometry circuit 20 
over the average photometry circuit 10 is the fact that 
the element 11 is disposed to receive light from an ob 
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ject being photographed over a relatively small area, 
namely, essentially the central region of an image field 
in a spotwise manner and that the source 16 is capable of 
changing the magnitude of the constant current I2, 
which allows an adjustment of an output level from the 
spotwise photometry to match an output level from the 
average photometry. The output terminal of the ampli 
fier 18 is connected through the analog switch 19 to the 
one input terminal of the comparator 22 in the informa 
tion processing circuit 21. 

Considering the information processing circuit 21, 
the other input terminal of the comparator 22 is con 
nected to a D/A converter 23 which forms together 
with the comparator 22 and a central processing unit 24 
an A/D converter of sequential comparison type which 
converts an analog voltage corresponding to the bright 

4. 
circuit 32. The gate circuit 28 is enabled to operate the 
latch circuit 31 in order to output various information 
such as shutter speed or diaphragm aperture by means 
of the information output circuit 32. Gates of the circuit 
29 other than that selected by CPU 24 remain normally 
closed. The purpose of the latch circuit 31 is to hold a 
signal delivered to the information output circuit 32 
until it is updated. 

10 

15 

ness of an object being photographed, determined dur 
ing the average or the spotwise photometry, into a 
corresponding digital value. Specifically, the compara 
tor 22 compares an analog value representing an outut 
voltage V1 from the average photometry or an output 
voltage V2 from the spotwise photometry which corre 
sponds to the brightness of an object being photo 
graphed against an output voltage Vo from the D/A 
converter 23 to provide an high level or binary "1" for 
V1 (or V2)d Vo and provides a low level or binary "O' 
for V1(or V2)<Vo. The output terminal of the compar 
ator 22 is connected to a selection switch 25 which 
selects one of a plurality of different photographing 
information such as film speed or diaphragm aperture, 
information indicating an automatic photographing 
mode in which an average photometry is relied upon to 
determine an exposure period automatically or indicat 
ing a spotwise photometry photographing mode, all 
supplied from information input circuit 26, in response 
to an address signal supplied from CPU 24. In this man 
ner, an output from the comparator 22 is supplied to 
CPU24 together with information input from the infor 
mation input circuit 26 through the selection switch 25 
in response to an instruction from CPU 24. CPU 24 
performs a variety of local and arithmetic operations, 
decisions and control of storage. For example, it causes 
the conversion of an analog voltage representing the 
brightness of an object being photographed into a cor 
responding digital value for storage, or calculates a 
shutter speed or a diaphragm aperture which is required 
to achieve a proper exposure, thus functioning as a 
central control over the entire camera system. An out 
put from CPU 24 is introduced into the converter 23 for 
conversion into a corresponding analog value. It is to be 
noted that reference voltages VR1, VR2 (VR1<VR2) 
developed by the reference voltage circuit 3 are applied 
to the converter 23. Also, CPU 24 feeds a signal to a 
latch circuit 27, the output terminal of which is directly 
connected to the control terminal of the analog switch 
19 and is also connected through an inverter 28 to the 
control terminal of the analog switch 9. The analog 
switches 9, 19 are rendered conductive when a high 
level is applied to their control terminals, and are ren 
dered non-conductive when a low level is applied 
thereto. In this manner, depending on an output level 
from the latch circuit 27, either one of the analog 
switches 9, 19 is conductive while the other is non-con 
ductive in alternate fashion. When the analog switch 9 
is conductive, an output from the average photometry is 
introduced into the comparator 22. CPU 24 also pro 
duces an output which is fed through a gate circuit 29 
and a latch circuit 31 to activate information output 

20 

25 

FIG. 2 shows a specific arrangement of the informa 
tion processing circuit 21. In general use, the term 
"CPU' is considered as including a memory, and hence 
CPU 24 is constructed herein as including such mem 
ory. CLK 40 represents a clock generator producing 
pulses which provide a timing signals for the operation 
of the entire circuit. An output of the clock generator is 
fed to a control circuit CONT 41, which produces a 
variety of control signals delivered to an arithmetic and 
processing circuit ALU 42, a read-only memory ROM 
43, a random access memory RAM 44 and other circuits 
for operation thereof. For example, when a control 
signal from CONT 41 is fed to ROM 43, and instruction 
is taken out of the latter, and the various static func 
tional circuits of ALU 42 operate in accordance with a 
control sequence which is signified by each instruction 
code, thus controlling the execution of the instruction. 
An instruction register INR 45 temporarily stores an 
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output from ROM 43, and an instruction decoder IND 
46 supplies a control signal to CONT 41 in accordance 
with the content of an instruction stored in INR 45. A 
program counter PC 47 stores an address of an instruc 
tion to be executed in order to assure the execution of a 
program in a proper sequence. It is to be noted that the 
content in PC47 is incremented by one from the lowest 
to the highest address in the sequence of instructions to 
be executed. A stack pointer SP 48 temporarily stores 
the content of PC. 47, an index register IX 49, an A 
accumulator ACA 50 and another accumulator B or 
ACB 51 without destructing the content in the event of 
occurrence of an interrupt or a transfer instruction to a 
subroutine in the course of executing an instruction, 
thereby enabling the re-use of such content. IX49 stores 
an address of an instruction in an arrangement in which 
the instructions are executed on an index address basis. 
ALU 42 includes an adder, a shift circuit and registers 
so that arithmetic and logical operations performed on 
data and a data transfer can be made. ACA 50 and ACB 
51 are central registers used in the data processing. For 
example, when executing an instruction "X--Y=S', 
"X" is entered into ACA 50 initially, followed by the 
addition of 'Y' to the content of ACA 50. Subse 
quently, the sum is loaded into ACA 50, whereby the 
sum 'S' is loaded in the ACA 50. A condition code 
register CCR52 stores the result of an arithmetic opera 
tion. CCR52 includes flags including a flag for control 
ling the interrupt function and other flags controlling 
conditional branches which may be required as a result 
of arithmetic operations in the event a carry or borrow 
is produced, whether or not the result is equal to zero or 
if an overflow has occurred. CPU 24 executes the in 
structions on the basis of a determination rendered con 
cerning the condition of CCR52. The read-only mem 
ory ROM 43 stores data representing the content of 
instructions, which are sequentially read out by PC 47 
for execution of the instructions. The random access 
memory RAM 44 temporarily stores data which is used 
in the course of an arithmetic operation as well as a 
variety of other input and output information. An ad 
dress latch and buffer ADLB 53 temporarily stores an 
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address signal fed from the interior of CPU 24 after its 
conversion into an electrical signal of a magnitude 
which is required to drive ROM 43, RAM 44 and selec 
tion switch 25. A data latch and buffer DLB 54 tempo 
rarily stores data signal fed from the interior of CPU 25 
after its conversion into an electrical signal of a magni 
tude which is required to drive ROM 43, RAM 44, etc. 
The information input circuit 26 includes a release 

signal detection switch RELD55, a first shutter blind 
running detection switch SHFS 56, a self-mode detec 
tion switch SEFD 57, an auto-mode detection switch 
MAUD 58, a spotwise mode detection switch MSPD 
59, a manual code inputting device MASD 60, a dia 
phragm information inputting device APRD 61, and a 
film speed information inputting device ASAD 62. 
Thus, the selection switch 25 provides a selection 
among an output from the comparator 22, information 
from various detection switches and particular input 
information from the input devices of the information 
input circuit 26, in accordance with an address signal 
fed from CPU 24. In this manner, an address code fed 
from CPU 24 has a one-to-one correspondence with one 
of a variety of input information. 
A spotwise photometry signal inputting device 

MECMS 64 receives a spotwise photometry signal sup 
plied from a photographer before a shutter release, thus 
enabling the storage of spotwise photometry informa 
tion. A gate circuit GATE 65 is provided to detect the 
internal condition of MECMS 64, while a gate circuit 
GATE 66 is provided to supply a signal which resets 
the internal condition of MECMS 64 after CPU 24 has 
supplied the spotwise photometry signal thereto. 
The arrangement further includes an average pho 

tometry display AVIDIP 67, a spotwise photometry 
display SPDIP 68 and a manual display MADIP 69. 
Another selection switch SELT 70 is provided for se 
lecting one of display data supplied from CPU 24 for 
application to one of the displays 67 to 69. A latch 
circuit LACH 71 maintains the data to be displayed 
until it is updated. A decoder DECD 72 converts data 
to be displayed which is supplied from CPU 24 into a 
signal form which is suitable for display. Data to be 
displayed is passed through a gate circuit GATE 73 
before it is supplied from CPU 24 to one of the displays 
67 to 69. There are also provided an over-exposure 
indicator OVER 74 and an under-exposure indicator 
UNDR 75, each of which is associated with a latch 
circuit LACH 76 which temporarily stores such data. 
Data from CPU 24 is passed through a gate circuit 
GATE 77 before it is fed through LACH 76 to either 
indicator 74 or 75. The arrangement further includes a 
mirror up-drive circuit MILUP 78 which causes a mir 
ror to move upward in response to a mirror up signal 
fed from CPU 24, and a second shutter blind starting 
drive circuit SHSS 79 which allows a second shutter 
blind to begin running in response to a second shutter 
blind start signal fed from CPU 24. These signals are 
temporarily stored by a latch circuit LACH 80 after the 
signal has been passed through a gate circuit GATE 81. 
It is to be understood that the gate circuits GATE 65, 
66, 73, 77 and 81 are included in the gate circuit 29 
mentioned previously while the latch circuits LACH 
71, 76 and 80 are included in the latch circuit 31. Simi 
larly, the displays 67, 68 and 69 and the indicators 74, 75 
as well as the drive circuit 78, 79 are included in the 
information output circuit 32. It is also to be noted that 
the latch circuit LACH 80 also serves as the latch cir 
cuit 27 which supplies a control signal to the control 
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6 
terminals of the analog switches 9, 19. The output of 
LACH 80 is also fed to SELT 70 since it is necessary 
when an average photometry is established through the 
control of the analog switches 9, 19 by the output from 
the latch circuit LACH 80 or 27 that an indication of 
the average photometry be provided at the same time as 
a corresponding arithmetic operation is being made. A 
mode selection switch MDSLT 82 allows a selection 
among an auto-mode, a spotwise mode or manual mode. 
It is to be noted that the switch MDSLT 82 is ganged 
with the detection switches MAUD 58 and MSPD 59 in 
the information input circuit 26. 
FIG. 3 shows an exemplary circuit arrangement of 

the D/A converter 23 which forms an A/D converter 
of sequential comparison type together with the com 
parator 22 and CPU 24. The D/A converter 23 is of an 
8-bit ladder type, and includes sixteen changeover 
switches 90a-90h, 91a-91h, each of which is an analog 
switch formed by CMOS switch. One end of each of the 
changeover switches 90a-90h is connected to a terminal 
3a of the reference voltage circuit 3 where the reference 
voltage VR1 is developed, and one end of each of the 
changeover switches 91a-91h is connected to a terminal 
3b of the circuit 3 where the reference voltage VR2 is 
developed. Each of the changeover switches 90a-90h 
includes a control terminal, to which a respective bit 
signal bi-bo is applied from CPU 24. Each of the 
changeover switches 91a-91h also includes a control 
terminal, to which an inversion of respective bit signals 
b7-bo is applied through an associated one of inversion 
93a-93h. The other end of the changeover switches 
90a-90h is connected with the other end of the corre 
sponding changeover switches 91a-91h, with the junc 
tion therebetween being connected to one end of resis 
tors 94a-94h, respectively. The other end of the resis 
tors 94a-94h is successively connected to one end, suc 
cessive junctions between, and the other end of a bank 
of resistors 95a-95g which are connected in series with 
each other. The junction between the resistors 94a, 95a 
is connected to the noninverting input terminal of an 
operational amplifier 96 which forms a voltage foll 
lower. The junction between the resistors 94h, 95g is 
connected through a resistor 94i to the terminal 3a 
where the reference voltage VR1 is applied. The invert 
ing input terminal and the output terminal of the ampli 
fier 96 are connected in common and connected to an 
output terminal 97 of the D/A converter 23. Each of 
the resistors 95a-95g has a resistance of R, each of the 
resistors 94a-94i has a resistance of 2R, and the refer 
ence voltages VR1, VR2 are related such that 
VR2d VR1. When each bit signal b7-bo from CPU 24 
assumes an 'H' level, the corresponding changeover 
switch90a-90h is closed to apply the reference voltage 
VR1 to one end of the corresponding resistors 94a-94h. 
Conversely, when each bit signal b7-bo assumes an "L' . 
level, the corresponding changeover switch 91a-91h is 
closed to apply the reference voltage VR2 to one end of 
the corresponding resistor 94a-94h. In this manner, 
depending on the values of the respective bit signals 
b7-b0, the D/A converter 23 produces an output volt 
age Vo which is expressed as follows: 

WR2. 
2 

VR (1) W = WR1 + - (b120+ b2-1 + b52-2+ 

b2-3+ b2-4+ b2-5 + b12-6+ bi) 
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Here, the bit signals b7-bo assume a value of 1 when in 
its “H' level, and assumes a value of 0 when in its "L' 
level. 
The operation of the automatic exposure controller 

described above will now be described with reference 
to FIGS. 4 to 6. When a power switch, not shown, is 
turned on, all the electrical circuits are powered, and 
the various circuit components within the information 
processing circuit 21 are initialized or reset to their 
initial conditions. PC 47 sequentially reads out an in 
struction from ROM 43 for execution thereof. 
When the execution of the program shown in FIG. 4 

starts, the photographing mode to be used is initially 
determined. If MDSLT82 has selected a spotwise mode 
and MSPD 59 in the information input circuit 26 is 
operated, the selection switch 25 has selected the detec 
tion of the spotwise mode, whereby GATE 81 is 
opened to allow LACH 80 (latch circuit 27) to feed a 
signal which controls the analog switches 9, 19. At this 
time, the output from LACH 80 (latch circuit 27) ini 
tially assumes a low level, whereby the analog switch 9 
is turned on to introduce an output from the average 
photometry circuit into the comparator 22 of the infor 
mation processing circuit 21. Assuming that the element 
1 which is used for average photometry produces a 
photocurrent of Ip1 and the source 6 provides a collec 
tor current of I1 for the transistor 5, the collector poten 
tial V of the transistor 5 is expressed as follows: 

where k represents Boltzmann's constant, q the charge 
of an electron and T the absolute temperature. The 
voltage V is fed through the amplifier 8 and analog 
switch9 to be applied to the inverting input terminal of 
the comparators 2 as an average photometric output. 
The voltage V in the form of an analog voltage corre 
sponding to the brightness of an object being photo 
graphed, when applied to the inverting input terminal 
of the comparator 22, causes the A/D converter com 
prising the comparator 22, the D/A converter 23 and 
CPU 24 to produce a corresponding digital value, 
which is developed at the output of the comparator 22. 
The detailed description of operation of the analog-to 
digital conversion will not be given here. The average 
photometric value DA in digital form is stored within 
RAM 44 of CPU 24 at a specified address. The average 
photometric value DA is fed through GATE 73 to 
AVDIP 67, which displays it. The output from LACH 
80 (latch circuit 27) then inverts to a high level, 
whereby the analog switch 19 is turned on to permit an 
output from the spotwise photometry circuit to be in 
troduced into the information processing circuit 2. 
Assuming the element 11 which is used for spotwise 
photometry produces a photocurrent of Ip2 and the 
source 16 provides a collector current of 12 for the tran 
sistor 15, the collector potential of the transistor, or an 
output voltage V2 which is applied to the inverting 
input terminal of the comparator 22 through the analog 
switch 19, can be represented as follows: 

The voltage V2 in analog form is converted into a corre 
sponding digital value by the A/D converter compris 
ing the comparator 22, D/A converter 23 and CPU 24. 
The spotwise photometric value Ds in digital form is 
stored in RAM 44 at a specified address. The spotwise 
photometric value Ds is also fed through GATE 73 to 
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8 
AVDIP 67, which displays it. Thus, AVEDIP 67 dis 
plays both the average photometric value DA and the 
spotwise photometric value Ds to permit a photogra 
pher to perform a photometric operation while observ 
ing the displayed values DA, Ds. At this point in time, 
if a photographer desires to take a picture on the basis of 
spotwise photometry over a plurality of spots, he di 
rects the camera toward the object being determined, 
each time operating an external member. In response to 
the operation of the external member, a signal is fed to 
MECMS 64 and GATE 65 is enabled, whereby CPU 24 
detects that the spotwise photometry signal has been fed 
to MECMS 64. CPU 24 stores the number of times N 
the spotwise photometry signal has been inputted, and 
then calculated an average value of spotwise photome 
try Dsm over N spots, by dividing the sum of N spot 
wise photometric values by the number N. The average 
value Dsm is fed through GATE 73 to SPDIP 68, 
which displays it. An exposure period which is based on 
the average value Dsm is preset in a timer counter. This 
exposure period is determined by decrementing the 
timer counter with a reference pulse until it reaches a 
given value. Subsequently, while the external member is 
not operated and no spotwise photometry signal is ap 
plied to MECMS 64, CPU 24 detects this fact, and then 
determines if a release signal is applied thereto. If 
RELD 55 has not been operated to produce a release 
signal, the average value Dsm from the spotwise pho 
tometry is displayed by SPDIP 68, followed by estab 
lishing an exposure period which is based on such aver 
age value Dsm in the timer counter. If RELD 55 has 
been operated to produce a release signal, the program 
transfers to a subroutine WAIT 2. 
When the program goes to the subroutine WAIT 2, a 

detection is made whether or not a self-timer is selected, 
as shown in FIG. 6. If the self-timer is selected, the 
self-timer is actuated. Upon termination of the operation 
of the self-timer, CPU 24 then supplies a signal through 
GATE 81 to MILUP 78, thus causing the mirror to 
move upward. If the self-timer is not selected, its detec 
tion is followed by an immediate upward movement of 
the mirror. Subsequently, the condition of SHFS 56 is 
detected, utilizing the selection switch 25, and if the first 
shutter blind has started, a time counting operation by 
the counter which counts up an exposure period is initi 
ated. When the counter times out, a signal is fed through 
GATE 81 to SHSS 79 to initiate the running of the 
second shutter blind, thus terminating an exposure. The 
subroutine is then terminated, returning to the start 
position of the program shown in FIG. 4. 
The above description covers the execution of an 

exposure controlling program during the spotwise pho 
tometry. An average photometric value DA is dis 
played by AVDIP 67 during the spotwise mode, and 
SPDIP 68 displays both the spotwise photometric value 
Ds and spotwise photometry average value Dsm. 
GATE 73 connected to the input side of these displays 
are supplied with the described three kinds of photo 
metric data in time sharing scheme. Since the execution 
of the program proceeds very rapidly, it appears that 
the display of these three photometric values takes 
place simultaneously and continuously. 

Returning to FIG.4, after the start of the execution of 
the program, if it is determined at the branch point 
which determines the photographing mode that the 
spotwise photometry mode is not selected, it is then 
determined whether or not the auto-mode is selected. If 
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the auto-mode is selected by a selection of this mode by 
MDSLT 82 and the operation of MAUD 58, the pro 
gram transfers to a subroutine WAIT 1. As shown in 
FIG. 5, in the subroutine WAIT 1, the average value 
Dsm of the spotwise photometry as well as the number 
of times N the spotwise photometry has been repeated 
are cleared. This means that photometric information 
obtained during the spotwise photometry is entirely 
reset by a switching from the spotwise mode to the 
auto-mode upon selecting the auto-mode by means of 
MDSLT82, as when it is desired to repeat the photome 
try by resetting photometric information even though 
MDSLT 82 initially selected the spotwise mode, fol 
lowed by inputting the desired photometric information 
into MECMS 64. Subsequently, the analog switch 9 is 
turned on, whereby the output from the average pho 
tometry circuit is fed to the comparator 22, and the 
output voltage V1 from the average photometry is sub 
ject to analog-to-digital conversion. When the average 
value DA in digital form is stored in CPU 24, the pro 
gram returns from the subroutine WAIT 1 to display 
the average value DA by means of AUDIP 67. After 
such display, a timer counter which determines the 
exposure period is established on the basis of the aver 
age photometric value DA. The selection switch 25 
then allows the condition of RELD 55 to be detected, 
and if no release is made, the program returns to a point 
where the photographing mode is determined again. If 
a release has been made, the program transfers to the 
subroutine WAIT 2 shown in FIG. 6, which is con 
structed as mentioned previously. When returning from 
the subroutine WAIT 2, the program returns to the start 
position. 

After starting the execution of the program, if it is 
determined at the branch point where the photograph 
ing mode is determined that neither spotwise mode nor 
auto-mode is selected, it follows that MDSLT 82 and 
MASD 60 have selected the manual mode. When the 
selection of the manual mode is detected through the 
selection switch 25, the program transfers to the subrou 
tine WAIT 1 shown in FIG. 5 in the similar manner as 
occurs in the auto-mode mentioned above. Specifically, 
when the manual mode is selected, both the average 
value Dsm and the number of times N of the spotwise 
photometry are cleared as before. Specifically, when it 
is desired to repeat the photometry after the spotwise 
photometry mode has been selected to input desired 
photometric information into MECMS 64, there takes 
place a switching from the spotwise mode to a photo 
graphing mode other than that, namely, to either auto 
mode or manual mode, and this clears photometric 
information resulting from the spotwise photometry. 
When returning from the subroutine WAIT 1, MASD 
60 inputs a manual period code DM. A difference 
(DM-DA) between the manual period code DM and 
the average value DA which has been calculated in the 
subroutine WAIT 1 is determined, and the difference is 
displayed by MADIP 69. Subsequently, a manual expo 
sure period which is based on the difference 
(DM-DA) is established in the timer counter. The 
condition of RELD 55 is then detected, and if no release 
is made, the program returns to the point where the 
photograhing mode is determined after the start of the 
program. If a release has been made, the program trans 
fers to the subroutine WAIT 2 shown in FIG. 6. When 
the subroutine WAIT 2 has been executed to terminate 
an exposure, the program returns to the start position. 
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As discussed above, in the automatic exposure con 

troller described above, the outputs from the average 
photometry and the spotwise photometry are intro 
duced into the information processing circuit 21 
wherein an analog-to-digital conversion is made. In 
accordance with various information inputs, CPU 24 
performs arithmetic operations and storage of data. It 
will be noted that the automatic exposure controller has 
a plurality of photograhing modes. A spotwise photom 
etry over a plurality of spots may be made, and the 
resulting output may be stored to determine an average 
value which is used to control the exposure. Alterna 
tively, an automatic photographing mode which is 
based on the average photometric value or a manual 
photographing mode may be used in which the expo 
sure control is performed in a fully automatic manner. 
As when the spotwise photometry over a plurality of 
spots is selected, where the photometric value is stored 
in accordance with the intent of a photographer with 
respect to a photographic composition, it is possible that 
the composition be changed in the course of the pho 
tometry. In such instance, the photometric information 
must be changed, and hence it is necessary to reset the 
spotwise photometric value which has once been 
stored. In such instance, switching MDSLT 82 to a 
photographing mode other than the spotwise photome 
try mode resets entire photometric information which 
results from the spotwise photometry, as mentioned 
above in connection with flowcharts, at the initiation of 
executing a program in the automatic or manual photo 
graphing mode. Accordingly, if it is desired to continue 
the spotwise photometry after the photometric informa 
tion has once been reset, MDSLT 82 may be again 
switched to the spot photometry mode, whereupon 
MSPD 59 detects an output from the spotwise photom 
etry to permit the execution of a program in the spot 
wise photometry. 
What is claimed is: 
1. An automatic exposure controller for camera, con 

prising: 
an A/D converter for converting an output from a 
photometry circuit into a corresponding digital 
value; 

a mode selection switch for selecting one of a plural 
ity of photographing modes; and 
central processing unit having the capability of 
storing an output from the A/D converter during a 
first photographing mode, the central processing 
unit responding to the switching of the mode selec 
tion switch from the first photographing mode to a 
second photographing mode by clearing the photo 
metric information which had been stored during 
the first photographing mode, and then performing 
an arithmetic operation to determine an exposure 
period during the second photographing mode. 

2. An automatic exposure controller according to 
claim 1 in which the photometry circuit includes an 
average photometry circuit and a spotwise photometry 
circuit, the central processing unit selecting whether 
the output from the average photometry circuit and/or 
the output of the spotwise photometry circuit is applied 
as an input to the A/D converter as a function of the 
position of the mode selection switch. 

3. An automatic exposure controller according to 
claim 1 in which the A/D converter is of a sequential 
comparison type and comprises the central processing 
unit, a D/A converter for converting a digital output 
from the central processing unit into a corresponding 

a. 
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analog value, and a comparator for comparing the out 
put from the D/A converter against the output from the 
photometry circuit. 

4. An automatic exposure controller according to 
claim 1 in which the first photographing mode is a 
spotwise photometry photographing mode, and when 
the mode selection switch has selected the spotwise 

5 

12 
photometry mode, the central processing unit stores the 
photometric value from the photometry circuit N times, 
N being an integer greater than zero, and calculates an 
average value of the added photometric values, thus 
determining an exposure period to be used during the 
spotwise photometry on the basis of the average value. 
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