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UNITED STATES DISTRICT COURT
FOR THE WESTERN DISTRICT OF TEXAS
MIDLAND/ODESSA DIVISION

REDSTONE LOGICS LLC

Plaintiff, Case No. 7:24-cv-00231

V.

JURY TRIAL DEMANDED

QUALCOMM INC.; QUALCOMM
TECHNOLOGIES, INC.,

Defendants.

COMPLAINT FOR PATENT INFRINGEMENT

Plaintiff Redstone Logics LLC (“Redstone”) files this complaint against Defendants Qual-
comm Inc. and Qualcomm Technologies, Inc. (collectively, “Defendants” or “Qualcomm) alleg-
ing infringement of U.S. Patent No. 8,549,339 (the “’339 Patent” or the “Patent-in-Suit”).

The Parties

1. Plaintiff Redstone Logics LLC is a limited liability company organized under the laws of
the State of Texas, with an address at 2150 S. Central Expressway, Suite 200, McKinney, TX
75070.

2. Qualcomm Inc. is a company organized under the laws of the state of Delaware with a
principal place of business at 5775 Morehouse Dr., San Diego, CA 92121. Qualcomm Inc. may
be served with process through its registered agent, The Prentice-Hall Corporation System, Inc.,
at 251 Little Falls Dr., Wilmington, Delaware, 19808.

3. Qualcomm Technologies, Inc. is a company organized under the laws of the state of Dela-
ware with a principal place of business at 5775 Morehouse Dr., San Diego, CA 92121. Qualcomm

Technologies, Inc. may be served with process through its registered agent, Corporation Service
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Company, at 251 Little Falls Dr., Wilmington, Delaware 19808. Qualcomm Technologies, Inc. is
a subsidiary of Qualcomm Inc. Qualcomm Technologies, Inc. operates, along with its subsidiaries,
substantially all of Qualcomm’s engineering, research and development functions, and substan-
tially all of its products and services businesses.

Jurisdiction and Venue
4. This action arises under the patent laws of the United States, Title 35 of the United States
Code. This Court has original subject matter jurisdiction pursuant to 28 U.S.C. §§ 1331 and
1338(a).
5. This Court has personal jurisdiction over Defendants in this action because Defendants
have established minimum contacts with the United States as a whole, such that the exercise of
jurisdiction would not offend traditional notions of fair play and substantial justice. Defendants
have purposefully directed activities at the United States, in particular, directing Accused Products
for sale to customers and distributors within the United States (including within this District) and
engaging in sales and marketing efforts to generate and support such sales. Defendants have com-
mitted and continue to commit acts of infringement in this District by, among other things, import-
ing, offering to sell, and selling products that infringe the Asserted Patent. Defendants, directly
and through subsidiaries, intermediaries, and third parties, have committed and continue to commit
acts of infringement in this District by, among other things, making, using, offering to sell, selling,
and importing products that infringe the Asserted Patent.
6. Venue is proper in this District under 28 U.S.C. §§ 1391 and 1400(b). Upon information
and belief, Defendants have transacted business in this District and have committed acts of direct
and indirect infringement in this District by, among other things, making, using, offering to sell,

selling, and importing products that infringe the Asserted Patents. Defendants have regular and
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established place of business in this District at at least 9600 N. Mopac Expressway, Ste 900, Stone-

bridge Plaza II, Austin, Texas 78759 and 13929 Center Lake Drive, Parmer, Building 1, Austin,

Texas 78753.
Count 1
Infringement of U.S. Patent No. 8,549,339
7. Redstone incorporates by reference each of the allegations in the preceding paragraphs and

further alleges as follows:

8. Redstone is the owner of U.S. Patent No. 8,549,339 entitled “Processor core communica-
tion in multi-core processor,” which issued on October 1, 2013. A copy of the *339 Patent is at-
tached to this complaint as Exhibit 1.

9. On information and belief, Defendants make, use, offer for sale, sell, and/or import certain
products (“Accused Instrumentalities™), including products comprising one or more SoC each
comprising two or more sets of processors implementing or based on the DynamIQ Shared Unit
architecture (e.g., ARMv8.2, ARMv9 ARMvV9.2, and successors) or big. LITTLE architecture, in-
cluding without limitation the Snapdragon 8 Gen 2 and the Snapdragon 835 Mobile Platform, that
directly infringe, literally and/or under the doctrine of equivalents, one or more claims of the 339
Patent.

10.  Defendants also knowingly and intentionally induce infringement of one or more claims of
the *339 Patent in violation of 35 U.S.C. § 271(b). Through at least the filing and service of this
Complaint, Defendants have had knowledge of the ’339 Patent and the infringing nature of the
Accused Instrumentalities. Despite this knowledge of the *339 Patent, Defendants continue to ac-
tively encourage and instruct their customers and end users (for example, through engineering

documents for customers that integrate the Accused Products into consumer devices, and through
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user manuals and online instruction materials on their website) to use the Accused Instrumentali-
ties in ways that directly infringe the *339 Patent. Furthermore, Defendants offer the Accused In-
strumentalities in a form and configuration such that customers and end users will perform the
claimed method automatically by using the Accused Instrumentalities “out of the box™ in their
ordinary way. Defendants do so knowing and intending that their customers and end users will
commit these infringing acts. Defendants also continue to make, use, offer for sale, sell, and/or
import the Accused Instrumentalities, despite their knowledge of the *339 Patent, thereby specifi-
cally intending for and inducing their customers to infringe the 339 Patent through the customers’
normal and customary use of the Accused Instrumentalities.

11.  Defendants have also infringed, and continue to infringe, one or more claims of the *339
Patent by selling, offering for sale, or importing into the United States, the Accused Instrumental-
ities, knowing that the Accused Instrumentalities constitute a material part of the inventions
claimed in the *339 Patent, are especially made or adapted to infringe the 339 Patent, and are not
staple articles or commodities of commerce suitable for non-infringing use. Defendants have been,
and currently are, contributorily infringing the *339 Patent in violation of 35 U.S.C. §§ 271(c) and
(®.

12. The Accused Instrumentalities satisfy all claim limitations of one or more claims of
the *339 Patent. A claim chart comparing independent claim 1 of the *339 Patent to representative
Accused Instrumentalities is attached as Exhibit 2 and incorporated by reference herein.

13. By making, using, offering for sale, selling and/or importing into the United States the
Accused Instrumentalities, Defendants have injured Plaintiff and are liable for infringement of

the *339 Patent pursuant to 35 U.S.C. § 271.
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14.  Asaresult of Defendants’ infringement of the *339 Patent, Plaintiff is entitled to monetary
damages in an amount adequate to compensate for Defendants’ infringement, but in no event less
than a reasonable royalty for the use made of the invention by Defendants, together with interest
and costs as fixed by the Court.
Jury Trial Demanded
15.  Pursuant to Rule 38 of the Federal Rules of Civil Procedure, Redstone requests a trial by
jury of any issues so triable by right.
Prayer for Relief
Plaintiff Redstone respectfully requests the following relief from this Court:
A. A judgment in favor of Redstone that Defendants have infringed the *339 Patent, and that
the *339 Patent is valid, enforceable, and patent-eligible;
B. A judgment and order requiring Defendants to pay Redstone compensatory damages, costs,
expenses, and pre- and post-judgment interest for its infringement of the asserted patent, as pro-
vided under 35 U.S.C. § 284;
C. Any and all injunctive and/or equitable relief to which Redstone may be entitled including,
but not limited to, ongoing royalties with respect to Defendants’ infringement of the *339 Patent;
D. A judgment and order requiring Defendants to provide an accounting and to pay supple-
mental damages to Redstone, including, without limitation, pre-judgment and post-judgment in-
terest;
E. A finding that this case is exceptional under 35 U.S.C. § 285, and an award of Redstone’s
reasonable attorney’s fees and costs; and

F. Any and all other relief to which Redstone may be entitled.
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Dated: September 20, 2024

/s/ Reza Mirzaie

Reza Mirzaie

CA State Bar No. 246953
Marc A. Fenster

CA State Bar No. 181067

Neil A. Rubin

CA State Bar No. 250761
Christian W. Conkle

CA State Bar No. 306374
Jonathan Ma

CA State Bar No. 312773
RUSS AUGUST & KABAT
12424 Wilshire Boulevard, 12th Floor
Los Angeles, CA 90025
Telephone: 310-826-7474
Email: rmirzaie@raklaw.com
Email: mfenster@raklaw.com
Email: nrubin@raklaw.com
Email: cconkle@raklaw.com
Email: jma@raklaw.com

ATTORNEYS FOR PLAINTIFF,
REDSTONE LOGICS LLC
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1
PROCESSOR CORE COMMUNICATION IN
MULTI-CORE PROCESSOR

BACKGROUND OF THE DISCLOSURE

A multi-core processor includes two or more independent
processor cores arranged in an array. Each processor core in a
conventional multi-core processor generally shares the same
supply voltage and clock signal to simplify the interfaces
between the processor cores. For power consumption man-
agement, dynamic supply voltage and clock speed control
may be utilized, so that a multi-core processor may operate at
high power and high clock frequency when needed and at low
power when the computing requirements are reduced.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing and other features of the present disclosure
will become more fully apparent from the following descrip-
tion and appended claims, taken in conjunction with the
accompanying drawings. These drawings depict only several
embodiments in accordance with the disclosure and are,
therefore, not to be considered limiting of its scope. The
disclosure will be described with additional specificity and
detail through use of the accompanying drawings.

FIG. 1 illustrates an example configuration of a multi-core
processor;

FIG. 2 is a block diagram illustrating an example set of
processor cores with example interface blocks having level
shifters;

FIG. 3 is another block diagram illustrating an example set
of processor cores with example interface blocks having syn-
chronizers;

FIG. 4 is a flow chart illustrating an example transition
processing routine for managing a clock frequency change;
and

FIG. 5is a block diagram illustrating an example computer
program product for handling processor core communication
in a multi-core processor; all arranged in accordance with at
least some embodiments of the present disclosure.

DETAILED DESCRIPTION

In the following detailed description, reference is made to
the accompanying drawings, which form a part hereof. In the
drawings, similar symbols typically identify similar compo-
nents, unless context dictates otherwise. The illustrative
embodiments described in the detailed description, drawings,
and claims are not meant to be limiting. Other embodiments
may be utilized, and other changes may be made, without
departing from the spirit or scope of the subject matter pre-
sented here. It will be readily understood that the aspects of
the present disclosure, as generally described herein, and
illustrated in the Figures, can be arranged, substituted, com-
bined, and designed in a wide variety of different configura-
tions, all of which are explicitly contemplated and make part
of this disclosure.

This disclosure is drawn, inter alia, to devices, methods,
systems, and computer programs related to power manage-
ment for a multi-core processor.

A multi-core processor may include multiple processor
cores arranged in an array. A power profile associated with an
individual processor core may be controlled through signals
that may be received from control blocks that are located in
the periphery of the multi-core processor. The power profile
may include, without limitation, one or more power-supply
voltages of the core processor, clock rates of the core proces-
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sor, clock multipliers of the core processor, power throttling
of the core processor, and/or sleep state cycles of the core
processor.

FIG. 1 illustrates an example configuration of a multi-core
processor 100 that is arranged in accordance with at least
some embodiments of the present disclosure. The multi-core
processor 100 may include multiple processor cores 102
arranged in rows and columns in a 2-dimensional array in an
integrated circuit. A processor core may be coupled with
adjacent processor cores through an interface circuit 120. In
some implementations, the processor cores 102 may be hori-
zontally coupled to one another, vertically coupled to one
another, and/or diagonally coupled to one another by the
interface circuit 120. In some example implementations, the
processor core 102 located on one edge of the multi-core
processor 100 may also be coupled to the processor core 102
on the opposite edge with a wrap-around connection 122,
which may be employed to ensure a continuous connection
among the processor cores in the same row and/or column.

The multi-core processor 100 may be further divided into
regions. In some implementations, the regions of multi-core
processor 100 may correspond to rows of the two-dimen-
sional array, and the regions may or may not be overlapping.
Each row of processors may also be referred to as a “stripe.”
For example, the multi-core processor 100 may be divided
into stripes 112,114, 116, and 118. Each stripe may be asso-
ciated with an independent power profile. For example, the
stripe 112 may be powered by a supply voltage received from
a power control block 108 and/or may be associated with an
independent clock domain defined by a clock signal received
from a clock control block 110. In some implementations, the
power control block 108 and the clock control block 110 may
be arranged at two different sides of the multi-core processor
100 as shown in FIG. 1. In some other implementations, the
power control block 108 and the clock control block 110 may
be arranged at the same side of the multi-core processor 100.
In yet some other implementations, the power control block
108 and the clock control block 110 may be arranged in a
common area located near the center of the multi-core pro-
cessor 100.

The power profile associated with a stripe may be deter-
mined based on the computational requirements of the tasks
assigned to the processor cores in the stripe. In some imple-
mentations, sensors placed at the input of each processor core
may be configured to measure the supply voltage and the local
temperature for the processor core. The measured supply
voltage and local temperature may be maintained in the
power control block 108. One or more performance counters
associated with each processor core may also provide feed-
back to the power control block 108. Based on the measured
operational information (e.g., supply voltage and local tem-
perature) and the performance data, the power control block
108 may then be configured to select a supply voltage for each
strip. For example, the tasks with the highest computational
requirements may be scheduled into the topmost stripe, such
as the stripe 112. The stripe 112 may be configured to operate
at a high supply voltage. The tasks with lesser computational
requirements may be scheduled into the stripe 114 and so
forth. The stripes 114, 116, and 118 thus may be configured to
operate lower supply voltages.

In some implementations, supply voltages to the stripes
may be selected such that the selected supply voltages for
adjacent stripes may differ by a limited amount. This limited
amount may be based on a relationship between the output
voltage level associated with one stripe and the input voltage
level associated with an adjacent stripe. For example, suppose
the stripe with the higher supply voltage (e.g., the stripe 112)
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may be associated with an output voltage level (e.g.,V,). V,
needs to fall reliably within an acceptable input voltage level
range (e.g., V,, to V,_) for an adjacent stripe (e.g., the stripe
114). In other words, the power control block 108 may be
configured to select the supply voltages to the stripe 112 and
the stripe 114, so that the aforementioned relationship
between V, and range V,, to V,_ may be maintained.

To maintain the limited differential relationship discussed
above, adjusting the supply voltage to one stripe may involve
adjusting the supply voltages to the other stripes. To illustrate,
suppose the power control block 108 may adjust the supply
voltage to the stripe 112. To maintain the limited differential
relationship, the power control block 108 may adjust the
supply voltages to the stripes 118, 116, and 114 before adjust-
ing the supply voltage to the stripe 112.

Although dynamically adjusting the power profile for a
stripe in response to changes in computational requirements
may reduce power consumption for a multi-core processor,
such adjustments may take some period of time to stabilize.
To further illustrate the interfaces that facilitate communica-
tion between two processor cores in the multi-core processor
100, a subset 150 of processor cores 152,154, and 156 of FIG.
1 may be selected. The processor core 152 belongs to the
stripe 112; the processor core 154 belongs to the stripe 114;
and the processor core 156 belongs to the stripe 116.

FIG. 2 is a block diagram illustrating an example subset
150 of processor cores with example interface blocks having
level shifters, arranged in accordance with at least some
embodiments of the present disclosure. The processor core
152 may be powered by a supply voltage 1 and coupled to an
interface block 200 having a level shifter 202; the processor
core 154 may be powered by a supply voltage 2 and coupled
to the same interface block 200; and the processor core 156
may be powered by a supply voltage 3 and coupled to an
interface block 204 having a level shifter 206. In some imple-
mentations, the inputs of the level shifter 202 may be the
supply voltage 1 and the supply voltage 2, and the inputs of
the level shifter 206 may be the supply voltage 2 and the
supply voltage 3. The supply voltage 1, the supply voltage 2,
and the supply voltage 3 may come from a power control
block, such as the power control block 108 of FIG. 1.

When the processor core 152 of the stripe 112 sends a
signal to the processor core 154 of the stripe 114, in some
implementations, the output voltage of the level shifter 202
may be tied to the supply voltage 2, and the input voltage of
the level shifter 202 may be tied to the supply voltage 1. The
level shifters are arranged to translate the signal levels such
that each of the processor cores operates correctly (e.g., the
processor cores properly interpret the voltages as valid logic
levels even though processor cores are powered by different
supply voltages). Here, the level shifter 202 may be adapted to
translate first logic levels associated with the stripe 112 to
second logic levels associated with the stripe 114, and the
level shifter 202 may be referenced to the supply voltage 2.
On the other hand, when the processor core 154 of the stripe
114 sends a signal to the processor core 152 of the stripe 112,
the output voltage of the level shifter 202 may be tied to the
supply voltage 1, and the input voltage of the level shifter 202
may be tied to the supply voltage 2. In other words, the level
shifter 202 may be adapted to translate second logic levels
associated with the stripe 114 to first logic levels associated
with stripe 112, and the level shifter 202 may be referenced to
the supply voltage 1. The relationships among the supply
voltage 1, supply voltage 2, and the level shifter 202 described
above similarly apply to the relationships among the supply
voltage 2, supply voltage 3, and the level shifter 206.
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FIG. 3 is another block diagram illustrating an example
subset 150 of processor cores with example interface blocks
having synchronizers, arranged in accordance with at least
some embodiments of the present disclosure. The processor
core 152 may be driven by a clock signal 1 and coupled to an
interface block 300 having a synchronizer 302; the processor
core 154 may be driven by a clock signal 2 and coupled to the
same interface block 300; and the processor core 156 may be
driven by a clock signal 3 and coupled to an interface block
304 having a synchronizer 306. In some implementations, the
clock signal 1, the clock signal 2, the clock signal 3, and the
respective phase lock loops (PLLs) may be a part of a clock
control block, such as the clock control block 110. The pro-
cessing results of the PLL blocks may be fed back to a tran-
sition processing routine 308. Commands generated by the
transition processing routine 308 may also be sent to the
synchronizer 302 and/or the synchronizer 306.

As discussed above, when the power profile for a stripe
changes, such as a change in clock frequency, the clock signal
for the stripe may become unstable. To handle such a situa-
tion, FIG. 4 is a flow chart illustrating an example transition
processing routine 400 for managing a clock frequency
change, arranged in accordance with at least some embodi-
ments of the present disclosure. For ease of description, the
transition processing routine 400 is described in terms ofa set
of processor cores and interface blocks substantially similar
to those described previously with respect to FIG. 3. The
transition processing routine 400 may include one or more
functions, operations, or actions as depicted by operations
402,404, 406, 408, and/or 410. In some implementations, the
various features of the illustrated operations for the transition
processing routine 400 may be combined into fewer opera-
tions, divided into additional operations, or eliminated based
on the desired result.

Processing for the transition processing routine 400 may
begin at operation 402, “receive clock frequency change
request.” Operation 402 may be followed by operation 404,
“idle communication between stripes.” Operation 404 may be
followed by operation 406, “examine PLL blocks of request-
ing stripe and adjacent stripe(s).” Operation 406 may be fol-
lowed by operation 408, “does each of PLL blocks acquire a
lock?” Operation 408 may be followed by either operation
406 when the decision logic tested at block 408 fails to be
satisfied (NO), or operation 410, “determine whether to
resume communication between stripes”, when the decision
logic tested at block 408 is satisfied (YES). Processing for the
routine may terminate after block 410.

For illustration, suppose the processor core 154 of the
stripe 114 in FIG. 3 is asked to change its clock frequency
based on the tasks that are being assigned to the stripe 114 for
processing. After having received the request in operation
402, the transition processing routine 400 may issue com-
mands to the synchronizer 302 and the synchronizer 306 in
operation 404 to idle the communications between the pro-
cessor core 154 and the processor core 152 and between the
processor core 154 and the processor core 156. Following
operation 404, the outputs of the PLL blocks for the stripes
that are adjacent to the stripe 114 may be examined in opera-
tion 406. Depending on whether the PLL blocks have
acquired locks as determined in operation 408, the transition
processing routine 400 may decide in operation 410 whether
the transition sequence has occurred properly and the com-
munication between the stripes may resume.

In some implementations, after each of the PLL block 1,
PLL block 2, and PLL block 3 is determined to have acquired
a lock of its respective clock signal in operation 408, a stable
clock signal may be sent to the processor core 154 and also the
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synchronizer 302 and the synchronizer 306. Then, the syn-
chronizer 302 may be configured to synchronize the clock
signal 1 and the clock signal 2 for the communication
between the processor core 152 and the processor core 154.
Similarly, the synchronizer 306 may be configured to syn-
chronize the clock signal 2 and the clock signal 3 for the
communication between the processor core 154 and the pro-
cessor core 156.

FIG. 5 is a block diagram illustrating a computer program
product 500 for handling processor core communication in a
multi-core processor in accordance with at least some
embodiments of the present disclosure. Computer program
product 500 may include one or more sets of executable
instructions 502 for executing the transition processing rou-
tine described above and illustrated in FIG. 4. Computer
program product 500 may be transmitted in a signal bearing
medium 504 or another similar communication medium 506.
Computer program product 500 may also be recorded in a
computer readable medium 508 or another similar recordable
medium 510.

There is little distinction left between hardware and soft-
ware implementations of aspects of systems; the use of hard-
ware or software is generally (but not always, in thatin certain
contexts the choice between hardware and software can
become significant) a design choice representing cost vs.
efficiency tradeoffs. There are various vehicles by which pro-
cesses and/or systems and/or other technologies described
herein can be effected (e.g., hardware, software, and/or firm-
ware), and that the preferred vehicle will vary with the context
in which the processes and/or systems and/or other technolo-
gies are deployed. For example, if an implementer determines
that speed and accuracy are paramount, the implementer may
opt for a mainly hardware and/or firmware vehicle; if flex-
ibility is paramount, the implementer may opt for a mainly
software implementation; or, yet again alternatively, the
implementer may opt for some combination of hardware,
software, and/or firmware.

The foregoing detailed description has set forth various
embodiments of the devices and/or processes via the use of
block diagrams, flowcharts, and/or examples. Insofar as such
block diagrams, flowcharts, and/or examples contain one or
more functions and/or operations, it will be understood by
those within the art that each function and/or operation within
such block diagrams, flowcharts, or examples can be imple-
mented, individually and/or collectively, by a wide range of
hardware, software, firmware, or virtually any combination
thereof. In one embodiment, several portions of the subject
matter described herein may be implemented via Application
Specific Integrated Circuits (ASICs), Field Programmable
Gate Arrays (FPGAs), digital signal processors (DSPs), or
other integrated formats. However, those skilled in the art will
recognize that some aspects of the embodiments disclosed
herein, in whole or in part, can be equivalently implemented
in integrated circuits, as one or more computer programs
running on one or more computers (e.g., as one or more
programs running on one or more computer systems), as one
Or more programs running on one or more processors (e.g., as
one Or more programs running on one or more microproces-
sors), as firmware, or as virtually any combination thereof,
and that designing the circuitry and/or writing the code for the
software and or firmware would be well within the skill of one
of'skill in the art in light of this disclosure. In addition, those
skilled in the art will appreciate that the mechanisms of the
subject matter described herein are capable of being distrib-
uted as a program product in a variety of forms, and that an
illustrative embodiment of the subject matter described
herein applies regardless of the particular type of signal bear-
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ing medium used to actually carry out the distribution.
Examples of a signal bearing medium include, but are not
limited to, the following: a recordable type medium such as a
floppy disk, a hard disk drive, a Compact Disc (CD), a Digital
Video Disk (DVD), a digital tape, a computer memory, etc.;
and a transmission type medium such as a digital and/or an
analog communication medium (e.g., a fiber optic cable, a
waveguide, a wired communications link and/or channel, a
wireless communication link and/or channel, etc.).

Those skilled in the art will recognize that it is common
within the art to describe devices and/or processes in the
fashion set forth herein, and thereafter use engineering prac-
tices to integrate such described devices and/or processes into
data processing systems. That is, at least a portion of the
devices and/or processes described herein can be integrated
into a data processing system via a reasonable amount of
experimentation. Those having skill in the art will recognize
that a typical data processing system generally includes one
or more of a system unit housing, a video display device, a
memory such as volatile and non-volatile memory, proces-
sors such as microprocessors and digital signal processors,
computational entities such as operating systems, drivers,
graphical user interfaces, and applications programs, one or
more interaction devices, such as a touch pad or screen,
and/or control systems including feedback loops and control
motors (e.g., feedback for sensing position and/or velocity;
control motors for moving and/or adjusting components and/
or quantities). A typical data processing system may be
implemented utilizing any suitable commercially available
components, such as those typically found in data computing/
communication and/or network computing/communication
systems.

The herein described subject matter sometimes illustrates
different components contained within, or connected with,
different other components. It is to be understood that such
depicted architectures are merely exemplary, and that in fact
many other architectures can be implemented which achieve
the same functionality. In a conceptual sense, any arrange-
ment of components to achieve the same functionality is
effectively “associated” such that the desired functionality is
achieved. Hence, any two components herein combined to
achieve a particular functionality can be seen as “associated
with” each other such that the desired functionality is
achieved, irrespective of architectures or intermedial compo-
nents. Likewise, any two components so associated can also
be viewed as being “operably connected”, or “operably
coupled”, to each other to achieve the desired functionality,
and any two components capable of being so associated can
also be viewed as being “operably couplable”, to each other to
achieve the desired functionality. Specific examples of oper-
ably couplable include but are not limited to physically mate-
able and/or physically interacting components and/or wire-
lessly interactable and/or wirelessly interacting components
and/or logically interacting and/or logically interactable com-
ponents.

With respect to the use of substantially any plural and/or
singular terms herein, those having skill in the art can trans-
late from the plural to the singular and/or from the singular to
the plural as is appropriate to the context and/or application.
The various singular/plural permutations may be expressly
set forth herein for sake of clarity.

Itwill be understood by those within the art that, in general,
terms used herein, and especially in the appended claims
(e.g., bodies of the appended claims) are generally intended
as “open” terms (e.g., the term “including” should be inter-
preted as “including but not limited to,” the term “having”
should be interpreted as “having at least,” the term “includes”

Page 16 of 65



Case 7:24-cv-00231-ADA Document 1-1 Filed 09/20/24 Page 11 of 13

US 8,549,339 B2

7

should be interpreted as “includes but is not limited to,” etc.).
It will be further understood by those within the art that if a
specific number of an introduced claim recitation is intended,
such an intent will be explicitly recited in the claim, and in the
absence of such recitation no such intent is present. For
example, as an aid to understanding, the following appended
claims may contain usage of the introductory phrases “at least
one” and “one or more” to introduce claim recitations. How-
ever, the use of such phrases should not be construed to imply
that the introduction of a claim recitation by the indefinite
articles “a” or “an” limits any particular claim containing
such introduced claim recitation to inventions containing
only one such recitation, even when the same claim includes
the introductory phrases “one or more” or “at least one” and
indefinite articles such as “a” or “an” (e.g., “a” and/or “an”
should typically be interpreted to mean “at least one” or “one
or more”); the same holds true for the use of definite articles
used to introduce claim recitations. In addition, even if a
specific number of an introduced claim recitation is explicitly
recited, those skilled in the art will recognize that such reci-
tation should typically be interpreted to mean at least the
recited number (e.g., the bare recitation of “two recitations,”
without other modifiers, typically means at least two recita-
tions, or two or more recitations). Furthermore, in those
instances where a convention analogous to “at least one of A,
B, and C, etc.” is used, in general such a construction is
intended in the sense one having skill in the art would under-
stand the convention (e.g., “a system having at least one of A,
B, and C” would include but not be limited to systems that
have A alone, B alone, C alone, A and B together, A and C
together, B and C together, and/or A, B, and C together, etc.).
In those instances where a convention analogous to “at least
oneof A, B, or C, etc.” is used, in general such a construction
is intended in the sense one having skill in the art would
understand the convention (e.g., “a system having at least one
of'A, B, or C” would include but not be limited to systems that
have A alone, B alone, C alone, A and B together, A and C
together, B and C together, and/or A, B, and C together, etc.).
It will be further understood by those within the art that
virtually any disjunctive word and/or phrase presenting two
or more alternative terms, whether in the description, claims,
or drawings, should be understood to contemplate the possi-
bilities of including one of the terms, either of the terms, or
both terms. For example, the phrase “A or B” will be under-
stood to include the possibilities of “A” or “B” or “A and B.”

While various aspects and embodiments have been dis-
closed herein, other aspects and embodiments will be appar-
ent to those skilled in the art. The various aspects and embodi-
ments disclosed herein are for purposes of illustration and are
not intended to be limiting, with the true scope and spirit
being indicated by the following claims.

We claim:

1. A multi-core processor, comprising:

a first set of processor cores of the multi-core processor,
wherein each processor core from the first set of proces-
sor cores is configured to dynamically receive a first
supply voltage and a first output clock signal of a first
phase lock loop (PLL) having a first clock signal as
input;

a second set of processor cores of the multi-core processor,
wherein each processor core from the second set of
processor cores is configured to dynamically receive a
second supply voltage and a second output clock signal
of'a second PLL having a second clock signal as input,
wherein the first supply voltage is independent from the
second supply voltage, and the first clock signal is inde-
pendent from the second clock signal; and
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an interface block coupled to the first set of processor cores
and also coupled to the second set of processor cores,
wherein the interface block is configured to facilitate
communication between the first set of processor cores
and the second set of processor cores.

2. The multi-core processor of claim 1, wherein the inter-
face block further comprises a first level shifter that is refer-
enced to the second supply voltage and adapted to translate
first logic levels associated with the first set of processor cores
to second logic levels associated with the second set of pro-
cessor cores for a first signal traveling from the first set of
processor cores to the second set of processor cores.

3. The multi-core processor of claim 1, wherein the inter-
face block further comprises a second level shifter that is
referenced to the first supply voltage and adapted to translate
second logic levels associated with the second set of proces-
sor cores to first logic levels associated with the first set of
processor cores for a second signal traveling from the second
set of processor cores to the first set of processor cores.

4. The multi-core processor of claim 1, wherein the inter-
face block further comprises a synchronizer configured to
synchronize the first clock signal and the second clock signal
for communication between one or more processor cores of
the first set of processor cores and one or more processor
cores of the second set of processor cores.

5. The multi-core processor of claim 1, wherein the first set
of processor cores and the second set of processor cores are
configured to receive one or more control signals from one or
more control blocks located in a periphery of the multi-core
processor.

6. The multi-core processor of claim 5, wherein the first set
of processor cores is adjacent to the second set of processor
cores, and the one or more control blocks are configured to
select the first supply voltage and the second supply voltage to
maintain a differential relationship between the first supply
voltage and the second supply voltage.

7. The multi-core processor of claim 6, wherein the differ-
ential relationship is based on having an output voltage level
associated with the first set of processor cores to be within an
acceptable input voltage level associated with the second set
of processor cores.

8. The multi-core processor of claim 1, wherein the first set
of processor cores are located in a first region of the multi-
core processor, and the second set of processor cores are
located in a second region of the multi-core processor.

9. The multi-core processor of claim 8, wherein the first
region and the second region are overlapping regions of the
multi-core processor.

10. The multi-core processor of claim 8, wherein the first
region and the second region are non-overlapping regions of
the multi-core processor.

11. The multi-core processor of claim 8, wherein the first
region corresponds to a first row of the multi-core processor,
and wherein the second region corresponds to a second row of
the multi-core processor.

12. The multi-core processor of claim 1, wherein the inter-
face block is configured to idle communications between the
first set of processor cores and the second set of processor
cores when one or more of the first output clock signal and/or
the second output clock signal is determined to have changed.

13. The multi-core processor of claim 12, wherein the
interface block is configured to resume communication
between the first set of processor cores and the second set of
processor cores after one or more of the first output clock
signal and/or the second output clock signal is determined to
have stabilized.
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14. The multi-core processor of claim 1, wherein the first
set of processor cores and the second set of processor cores
are configured to receive one or more control signals from one
or more control blocks located in a common region that is
substantially central to the first set of processor cores and the
second set of processor cores.

15. A method for managing communications in a multi-
core processor that includes a plurality of processor cores
having a first set of processor cores and a second set of
processor cores, the method comprising:

idling communications between the first set of processor

cores and the second set of processor cores in response to
a clock frequency change request for the first set of
processor cores; and

resuming communications between the first set of proces-

sor cores and the second set of processor cores after
having determined that a first phase lock loop operation
associated with a first clock signal for the first set of
processor cores has acquired a first lock signal and a
second phase lock loop operation associated with a sec-
ond clock signal for the second set of processor cores has
also acquired a second lock signal, wherein the first
clock signal is independent from the second clock sig-
nal.

16. The method of claim 15, wherein resuming communi-
cations further comprises having determined that a third
phase lock loop operation associated with a third set of pro-
cessor cores in the multi-core processor has acquired a third
lock signal, wherein the third set of processor cores is adja-
cent to the first set of processor cores.

17. The method of claim 16, wherein the second set of
processor cores is adjacent to the first set of processor cores.

18. A non-transitory computer-readable medium contain-
ing a sequence of instructions to manage communications in
a multi-core processor that includes a plurality of processor
cores having a first set of processor cores and a second set of
processor cores, which when executed by a computing
device, causes the computing device to:

issue a first command to idle communications between the

first set of processor cores and the second set of proces-
sor cores in response to a clock frequency change
request for the first set of processor cores;

issue a second command to resume communications

between the first set of processor cores and the second
set of processor cores after having determined that a first
phase lock loop operation associated with a first clock
signal for the first set of processor cores has acquired a
first lock signal and a second phase lock loop operation
associated with a second clock signal for the second set
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of processor cores has also acquired a second lock sig-
nal, wherein the first clock signal is independent from
the second clock signal.

19. The non-transitory computer-readable medium of
claim 18, further including a sequence of instructions, which
when executed by the computing device, causes the comput-
ing device to determine whether a third phase lock loop
operation associated with a third set of processor cores in the
multi-core processor has acquired a third lock signal before
issuing the second command, wherein the third set of proces-
sor cores is adjacent to the first set of processor cores.

20. The non-transitory computer-readable medium of
claim 19, wherein the second set of processor cores is adja-
cent to the first set of processor cores.

21. A multi-core processor, comprising:

a first set of processor cores of the multi-core processor,
wherein each processor core from the first set of proces-
sor cores is configured to dynamically receive a first
supply voltage from a power control block and a first
output clock signal from a first phase lock loop (PLL)
having a first clock signal as input in a clock control
block;

a second set of processor cores of the multi-core processor,
wherein each processor core from the second set of
processor cores is configured to dynamically receive a
second supply voltage from the power control block and
a second output clock signal from a second PLL having
a second clock signal as input in the clock control block,
wherein the first supply voltage is independent from the
second supply voltage, and the first clock signal is inde-
pendent from the second clock signal; and

an interface block coupled to the first set of processor cores
and also coupled to the second set of processor cores,
wherein the interface block is configured to facilitate
communication between the first set of processor cores
and the second set of processor cores.

22. The multi-core processor of claim 21, wherein the
interface block is configured to idle communications between
the first set of processor cores and the second set of processor
cores when one or more of the first output clock signal and/or
the second output clock signal is determined to have changed.

23. The multi-core processor of claim 22, wherein the
interface block is configured to resume communication
between the first set of processor cores and the second set of
processor cores after one or more of the first output clock
signal and/or the second output clock signal is determined to
have stabilized.
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U.S. Patent No. 8,549,339 (*°339 Patent”)

Accused Products

Qualcomm’s products comprising one or more SoC each comprising two or more sets of processors implementing or based on
the DynamIQ Shared Unit architecture (e.g., ARMvS.2, ARMv9 ARMV9.2, and successors) or big. LITTLE architecture, including
without limitation the Snapdragon 8 Gen 2 and the Snapdragon 835 Mobile Platform.

Claim 1

Claim 1 Accused Products

[1pre] 1. A multi-core To the extent the preamble is limiting, each Accused Product comprises a multi-core processor.

rocessor, comprising: . ) )
P PrISIg For example, Snapdragon 8 Gen 2 Octa-Core processor contains eight cores implementing the

ARM DynamlQ Shared Unit-110 architecture. In a further example, the Snapdragon 835 Mobile
Platform contains eight cores implementing the ARM big.LITTLE architecture.

See, e.g.:
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Claim 1

Accused Products

Snapdragon 8 Gen 2 (2023) [edit]

The Snapdragon 8 Gen 2 was announced on November 15, 2022.[252]

Notable features over its predecessor (8 Gen 1):
e 4nm (TSMC N4) process
e Support up to 16 GB LPDDR5X 4200 MHz
e Support UFS 4.0
e CPU features
* 1 Kryo Prime (ARM Cortex-X3), up to 3.36 GHz. Prime core
e 1MB L2 cache
e Only 64-bit support (253]
® 2 Kryo Gold (ARM Cortex-A715), up to 2.8 GHz. High Performance cores
e Only 64-bit support [25°]
¢ 2 Kryo Gold (ARM Cortex-A710), up to 2.8 GHz. Performance cores
o 32-bit and 64-bit support!2>3]
¢ 3 Kryo Silver (ARM Cortex-A510), up to 2 GHz. Efficiency cores
e 32-bit and 64-bit support!2>3!
* 35% performance uplift and 40% power efficiency improvement
¢ 8 MB system-level cache

https://en.wikipedia.org/wiki/List of Qualcomm_Snapdragon_systems _on_chips#Snapdragon 8

Gen_2 (2023)
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Claim 1

Accused Products

DynamlQ Shared Unit-110

First DynamIQ Shared Unit of the Armv? generation, up to 12 cores
supported, up to 16MB L3, and enhanced power management
features.

Supporting:

e Cortex-X3
e Cortex-X2

e Cortex-A715

e Cortex-A710

e Cortex-A510

https://www.arm.com/technologies/dynamiq
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Claim 1

Accused Products

Figure 2-2: Example configuration with two Cortex®-A510 single-core complexes

DynamIQ cluster

Cortex-A510 complex 0

Cortex-A510 core 0

Dedicated logic

L2 TLB

VPU %) <—External memory interface=p-
cache DynamiQ <4+—Interrupt interface=—p-
cluster Power management and
Cortex-A510 complex 1 shared <- clock control
logic | g4—Design for Test (DFT)—p
Cortex-A510 core 1 .
<4—CoreSight infrastructure=—p-
Dedicated logic < Utility bu »
L2 TLB
VPU 2
cache

Arm Cortex-A510 Core Technical Reference Manual at p. 23

Our initial testing shows that Snapdragon 835’s Kryo 280 CPU is an octa-core, big.LITTLE configuration with
four semi-custom A73 “performance” cores and four semi-custom A53 “efficiency” cores. Kryo 280’s
performance cores are pretty much equivalent to Kirin 960’s A73 cores in both integer and floating-point IPC,
but comparing them to Snapdragon 820’s Kryo CPU shows mixed results: integer IPC improves but floating-
point regresses.

https://www.anandtech.com/show/11201/qualcomm-snapdragon-835-performance-preview/6
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Claim 1

Accused Products

1.2 Document scope

This application note focuses on the following processors and highlights important issues when
powering up or powering down processor cores and clusters on an SoC.

Cortex*-A7.

Cortex"-A15.
Cortex™-A17.
Cortex*-AS53.
Cortex*-A57.
Cortex*-A72.
Cortex*-A73.

“High-level Considerations for Power Management of a big. LITTLE™ System Application Note
424,” available at https://developer.arm.com/documentation/dai0424/a/

21 ARM?® big.LITTLE" system example

A big LITTLE system uses two different types of cores that are combined in a coherent system.
big cores are designed for high performance while LITTLE cores are designed for high energy
efficiency. The big cores are used for resource-intensive software threads, and energy-efficient
LITTLE cores handle low-intensity software threads that use fewer compute resources. The
result is high energy efficiency and high performance.

“High-level Considerations for Power Management of a big. LITTLE™ System Application Note
424,” available at https://developer.arm.com/documentation/dai0424/a/
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Claim 1

Accused Products

STANDBYWFI/STANDBYWFIL2

l SPIs

nFIQOUT

Interrupt Controller

nIRQOUT

nlRQ/nFIQ/ nlRQ/nFIQ/
nVFIQ/nVIQ nVFIQ/nVIQ

Domain Bridge (slave)
Domain Bridge (master)

ACE

ACE-LITE

Domain Bridge (slave)
Domain Bridge (master)

ACE

Control signals

STANDBYWFI/STANDBYWFIL

Figure 2-1 A typical big.LITTLE system

“High-level Considerations for Power Management of a big. LITTLE™ System Application Note
424.,” available at https://developer.arm.com/documentation/dai0424/a/
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Claim 1

Accused Products

[1a] a first set of processor
cores of the multi-core
processor, wherein each
processor core from the first
set of processor cores is
configured to dynamically
receive a first supply voltage
and a first output clock signal
of a first phase lock loop
(PLL) having a first clock
signal as input;

Each Accused Product comprises a first set of processor cores of the multi-core processor,
wherein each processor core from the first set of processor cores is configured to dynamically
receive a first supply voltage and a first output clock signal of a first phase lock loop (PLL) having
a first clock signal as input.

For example, the Snapdragon 8 Gen 2 Octa-Core includes a first set of high efficiency processor
cores (one or more ARM Cortex-A510 cores). The processor core(s) in the first set receive a
dynamic supply voltage and a first output clock signal of a first PLL having a first clock signal as
input.

For another example, the Snapdragon 835 Mobile Platform includes a first set of high efficiency
processor cores (one or more A53 cores). The processor core(s) in the first set receive a dynamic
supply voltage and a first output clock signal of a first PLL having a first clock signal as input.

See, e.g.:
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Claim 1

Accused Products

Snapdragon 8 Gen 2 (2023) [edit]

The Snapdragon 8 Gen 2 was announced on November 15, 2022.[252]

Notable features over its predecessor (8 Gen 1):
e 4nm (TSMC N4) process
e Support up to 16 GB LPDDR5X 4200 MHz
e Support UFS 4.0
e CPU features
* 1 Kryo Prime (ARM Cortex-X3), up to 3.36 GHz. Prime core
e 1MB L2 cache
e Only 64-bit support (253]
® 2 Kryo Gold (ARM Cortex-A715), up to 2.8 GHz. High Performance cores
e Only 64-bit support [25°]
¢ 2 Kryo Gold (ARM Cortex-A710), up to 2.8 GHz. Performance cores
o 32-bit and 64-bit support!2>3]
¢ 3 Kryo Silver (ARM Cortex-A510), up to 2 GHz. Efficiency cores
e 32-bit and 64-bit support!2>3!
* 35% performance uplift and 40% power efficiency improvement
¢ 8 MB system-level cache

https://en.wikipedia.org/wiki/List of Qualcomm_Snapdragon_systems _on_chips#Snapdragon 8

Gen_2 (2023)
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Claim 1

Accused Products

Cluster features
The DSU-110 has the following cluster features:

e Support for Arm®v9.0-A architecture cores
e Support for up to four types of core, and a maximum of 12 cores in the cluster

e Power Policy Units (PPUs) providing autonomous power management of the L3 cache and the
cores

e Support for cores running independently at different frequencies and voltages known as
Dynamic Voltage Frequency Scaling (DVFS). For cores in a complex, DVFS is only possible for the
whole complex not for individual cores.

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual, available at
https://documentation-service.arm.com/static/62bb28beb334256d9ea8cc32, at p. 19

A cluster can be configured with up to four different types of cores in the same cluster. Each core
type targeting different power efficiency and performance levels. This arrangement allows for

an intermediate core that has an intermediate performance and efficiency level. The cluster also
supports complexes.

A cluster can be configured in many arrangements. Examples of cluster arrangements are:

e One or more cores of the same type.

e Various arrangements of two types of cores. For example, one or more cores targeting either a
high-performance level or a higher power efficiency level.

e Various arrangements of three or four types of cores. For example, one or more high-
peformance cores, power-efficient cores, and intermediate cores.

e One or more complexes and no individual cores. For information on complexes, see 2.3.1 What
is a complex? on page 25.

e One or more complexes and individual cores.

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 22
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DynamlQ cluster

DynamlQ cluster shared logic

[ High efficiency core
[ High performance core
Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 23
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DynamlQ cluster

--

DynamlQ cluster shared logic

B High performance core
[l Balanced performance core
[ High efficiency core

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 24

11
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DynamiQ cluster

Complex 0 Complex 1

Shared logic Shared logic

Complex 2 Complex 3

Shared logic Shared logic

DynamIQ cluster shared logic

[B Supported core in complex
Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 24

The DSU-110 DynamIQ™ cluster supports blocks that are called complexes which contain up to
two cores of the same type and some shared logic. Sharing some logic between the two cores of a
dual core complex can make the dual core complex area efficient. However, this area efficiency is at
the cost of reduced performance compared with using two single-core complexes.

Arm® DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 25
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Figure 4-1: DSU-110 clock domains

The DynamlQ™ Shared Unit-110 (DSU-110) has multiple clock domains. Each core or complex can
be implemented in a separate clock domain.

The following figure shows the clock domains for an example cluster with four standalone cores.

DynamlQ Shared Unit

DynamlQ Cluster

CPU 0 bridge CPU 1 bridge CPU 2 bridge CPU 3 bridge

[H GICCLK [ PCLK

DynamIQ™ cluster.

Arm Cortex-A510 Core Technical Reference Manual at p. 39

[ PERIPHCLK  [] sCLK [] Includes COREXCLK, PERIPHCLK, ATCLK, and SCLK domains

L3 memory system
SCU and L3 cache
Snoop filter L
e Trace RAM arrays L3 RAM arrays APB:
funnel t=APB:
Il PPUCLK [0 ATCLK [l COREOCLK to CORE3CLK

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 46

The DynamlQ™ Shared Unit-110 (DSU-110) Power Policy Units (PPUs) control power management
for the Cortex®-A510 core. A Cortex®-A510 complex supports separate gated power domains
for the complex, for each core inside the complex, and for the Vector Processing Unit (VPU). It also
supports a dedicated voltage domain for each complex, and a voltage domain for the DSU-110

13
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The cluster contains several clock domains for functionality that is likely to be connected to
different clocks in the system. Within each core, the CPU bridge contains asynchronous bridges fo
all crossings between the core and cluster clock domains. Each CPU bridge is split, with one half
of each bridge in the core clock domain and the other half in the relevant cluster domain. At the
cluster level, there is the Snoop Control Unit (SCU) bridge which contains crossings between the
cluster clock domains as required.

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 46

The DynamIQ Shared Unit-110 (DSU-110) has a separate clock signal for each standalone core or complex. There are also separate clocks for the internal logic, and some of the €|

interfaces.

The following table describes the clock signals of the DSU-110.

Table 1. DSU-110 clock signals

Description

The clocks for each of the cores in the cluster that are not part of a complex.

COREyCLK y is the core instance number, for example, COREOCLK is the clock for core O.

These signals clock all core logic, including L1 and L2 caches.

The clocks for each complex in the cluster. Each clock is connected to all cores in the respective complex.

COMPLEXXCLK . . )
x is the complex instance number, for example, COMPLEXOCLK is the clock for complex O.

https://developer.arm.com/documentation/101381/0400/Clocks-and-resets/Clocks-

14
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REFCLK

4.1.1 Input clocks

Input clocks must be provided with a source that is external to, or embedded in, the subsystem.

Table 4-1: Input clocks

Clock Description

Main reference clock

The input clock to System Control Processor (SCP) boots coming out of reset. REFCLK also clocks other logic like SCP
generic and watchdog timers.

CPUXPLLCLKnN

CPUXPLLCLKn is a high-frequency reference clock inputs used for application core PLL, that is, one per core, where n =
0-7.

CLUSOPLLCLKn

CLUSOPLLCLKn is a high-frequency reference clock inputs used for cluster PLL, that is, one clock per cluster, where n is
the number of clusters in a subsystem. As RD-TC21 reference subsystem only contain one cluster, n is fixed to 1.

INTPLLCLK

INTPLLCLK is a high-frequency reference clock input used for the Interconnect block.

SYSPLLCLK

SYSPLLCLK is a high-frequency clock input for the main block.

DMCPLLCLK

DMCPLLCLK is a high-frequency reference clock input used for the Memory block.

GPUPLLCLK

GPUPLLCLK is a high-frequency reference clock input used for the GPU block.

1d.

Arm® Total Compute 2021 Reference Design Software Developer Guide at p. 40

4.1.2 Systems clocks
RD-TC21 internally derives clocks that are used for parts of the subsystem. These clocks are
generated only when the VSYS.SYSTOP power domain is powered. Each clock can be individually
controlled.

The following table summarizes these derived internal clocks.

15
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Table 4-2: Systems internal derived clocks

performance.

Id. at 47-48

Clock Signal PLL Description

CLUSXCORECLKn |CPUPLL Core clock.

n is the number Each core is clocked independently to each other. Therefore, One clock per cluster, where

of clustersin a

subsystem.

CLUSXCLK CLUSXPLLCLKN | CPU Cluster x clock.
The cluster clock drives the logic in the Processor block, where x is O to 31.

INTCLKOUT INTPLLCLK Coherent Interconnect Clock
Clock for the interconnect and other expansion master and slave ports. This clock is generated from
INTPLLCLK

Id. atp. 41

4.3 Power control

Good power management is key to reduce system power consumption while maintaining a high

An RD-TC21 reference subsystem contains the following power management features:

e Multiple voltage domains to allow for Dynamic Voltage and Frequency Scaling (DVFS) on
application processors and the GPU

e Multiple power-gated regions provide comprehensive leakage management
e Multiple power modes for different system scenarios

e A System Control Processor (SCP) based on a Cortex®-M3 processor controls power, clock, reset,
and the static configuration of the system

e Power Policy Units (PPUs) are used to manage power states of each voltage and power domain
under the control of the SCP

16
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4.3.1 Voltage domain

A voltage domain is defined as a collection of design elements supplied by a single voltage. The
voltage supply to the domain might be scaled or switched off for power or performance reasons.

Total Compute 2021 Reference Design (RD-TC21) supports the following voltage domains:

VCPUO

The first voltage domain in the processor cluster for “LITTLE” cores. Supports DVFS.
VCPU1

The second voltage domain in the processor cluster for ELP and “big” cores. Supports DVFS.
VGPU

The voltage domain for GPU. Supports DVFS.
VSYS

The voltage domain for the rest of the subsystem. Does not support DVFS.

Id. atp. 48

SCP runtime firmware
The SCP runtime firmware executes after Trusted Firmware for A-profile (TF-A) BL2 has

authenticated and copied it from flash.
The SCP runtime firmware performs the following functions:

e Responds to System Control and Management Interface (SCMI) messages through Message
Handling Unit (MHU) version 2.0 for processor power control and Dynamic Voltage and
Frequency Scaling (DVFS)

¢ Power domain management

e Clock management

Id. atp. 65
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Our initial testing shows that Snapdragon 835’s Kryo 280 CPU is an octa-core, big.LITTLE configuration with
four semi-custom A73 “performance” cores and four semi-custom A53 “efficiency” cores. Kryo 280’s
performance cores are pretty much equivalent to Kirin 960’s A73 cores in both integer and floating-point IPC,
but comparing them to Snapdragon 820’s Kryo CPU shows mixed results: integer IPC improves but floating-
point regresses.

https://www.anandtech.com/show/11201/qualcomm-snapdragon-835-performance-preview/6

Voltage domains
The voltage supply to a domain might be scaled or removed for power or performance reasons.

Except for low complexity solutions, it is rare to use a single logic voltage supply for the whole
SoC.

The primary reason for additional voltage domains is to support DVFS for functional areas of
the SoC. The second reason is to enable external supply switch-off, or reduction to
non-functional state retention levels, to some logic areas while maintaining an operational level
supply to others.

However, the cost for additional voltage domains is significant, because additional voltage
regulators, extra effort, and complexity are required in the SoC physical implementation.
Therefore, you must carefully assess the value of the addition of each voltage domain against
the performance and power requirements for the design.

In a big LITTLE system, each cluster must have a dedicated voltage supply. This is a critical
success factor when combined with big. LITTLE software.

“High-level Considerations for Power Management of a big. LITTLE™ System Application Note
424,” available at https://developer.arm.com/documentation/dai0424/a/
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Figure 2-2 Power domain hierarchy

In Figure 2-2, two processor clusters are implemented with per-core and cluster power domains.
The big cluster is in the VBIG voltage domain, while the LITTLE cluster is in the VLITTLE
voltage domain. The system controller is in an always-on power domain. All the other
components are in the system logic power domain (SYSTOP).

“High-level Considerations for Power Management of a big. LITTLE™ System Application Note
424.,” available at https://developer.arm.com/documentation/dai0424/a/
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Clock domains

Clock domains can interact with each other synchronously or asynchronously. Synchronous
clock domains can have independent source activity. Each cluster requires an independent
clock, and the CCI requires a clock.

“High-level Considerations for Power Management of a big. LITTLE™ System Application Note
424,” available at https://developer.arm.com/documentation/dai0424/a/
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CoreTile Express A15x2 A7x3
Daughterboard

24MHz

Cortex-A15_A7 MPCore Test Chip

«——CPU_CLKO0_A15 OSCCLK
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MPCore [«A7_CLK—glitchless «——CPU_CLK2_A7/2 2
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and debug  [«— PCLK — Interconnect
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Figure 2-10 CoreTile Express A15x2 A7x3 daughterboard clocks

ARM® CoreTile Express A15x2 A7%3 Technical Reference Manual, available at
https://developer.arm.com/documentation/ddi0503/1/
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[1b] a second set of processor
cores of the multi-core
processor, wherein each
processor core from the second
set of processor cores is
configured to dynamically
receive a second supply
voltage and a second output
clock signal of a second PLL
having a second clock signal
as input, wherein the first
supply voltage is independent
from the second supply
voltage, and the first clock
signal is independent from the
second clock signal; and

Each Accused Product comprises a second set of processor cores of the multi-core processor,
wherein each processor core from the second set of processor cores is configured to dynamically
receive a second supply voltage and a second output clock signal of a second PLL having a second
clock signal as input, wherein the first supply voltage is independent from the second supply
voltage, and the first clock signal is independent from the second clock signal.

For example, in addition to the first set of processor cores, the Snapdragon 8 Gen 2 Octa-Core has
a second set of high-performance processor cores (one or more ARM Cortex-A710 cores). For
another example, in addition to the first set of processor cores, the Snapdragon 8 Gen 2 Octa-Core
has a second set of high-performance processor cores (one or more ARM Cortex-A715 cores).
The processor core(s) in the second set receive a second, independent dynamic supply voltage and
a second clock signal of a second PLL receiving an independent second clock signal.

For a further example, in addition to the first set of processor cores, the Snapdragon 835 Mobile
Platform has a second set of high-performance processor cores (one or more A73 cores). The
processor core(s) in the second set receive a second, independent dynamic supply voltage and a
second clock signal of a second PLL receiving an independent second clock signal See, e.g.:

22

Page 42 of 65




Case 7:24-cv-00231-ADA Document 1-2 Filed 09/20/24 Page 24 of 44

Claim 1

Accused Products

Snapdragon 8 Gen 2 (2023) [edit]

The Snapdragon 8 Gen 2 was announced on November 15, 2022.[252]

Notable features over its predecessor (8 Gen 1):
e 4nm (TSMC N4) process
e Support up to 16 GB LPDDR5X 4200 MHz
e Support UFS 4.0
e CPU features
* 1 Kryo Prime (ARM Cortex-X3), up to 3.36 GHz. Prime core
e 1MB L2 cache
e Only 64-bit support (253]
® 2 Kryo Gold (ARM Cortex-A715), up to 2.8 GHz. High Performance cores
e Only 64-bit support [25°]
¢ 2 Kryo Gold (ARM Cortex-A710), up to 2.8 GHz. Performance cores
o 32-bit and 64-bit support!2>3]
¢ 3 Kryo Silver (ARM Cortex-A510), up to 2 GHz. Efficiency cores
e 32-bit and 64-bit support!2>3!
* 35% performance uplift and 40% power efficiency improvement
¢ 8 MB system-level cache

https://en.wikipedia.org/wiki/List of Qualcomm_Snapdragon_systems _on_chips#Snapdragon 8

Gen_2 (2023)
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Cluster features
The DSU-110 has the following cluster features:

e Support for Arm®v9.0-A architecture cores
e Support for up to four types of core, and a maximum of 12 cores in the cluster

e Power Policy Units (PPUs) providing autonomous power management of the L3 cache and the
cores

e Support for cores running independently at different frequencies and voltages known as
Dynamic Voltage Frequency Scaling (DVFS). For cores in a complex, DVFS is only possible for the
whole complex not for individual cores.

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual, available at
https://documentation-service.arm.com/static/62bb28beb334256d9ea8cc32, at p. 19

A cluster can be configured with up to four different types of cores in the same cluster. Each core
type targeting different power efficiency and performance levels. This arrangement allows for

an intermediate core that has an intermediate performance and efficiency level. The cluster also
supports complexes.

A cluster can be configured in many arrangements. Examples of cluster arrangements are:

e One or more cores of the same type.

e Various arrangements of two types of cores. For example, one or more cores targeting either a
high-performance level or a higher power efficiency level.

e Various arrangements of three or four types of cores. For example, one or more high-
peformance cores, power-efficient cores, and intermediate cores.

e One or more complexes and no individual cores. For information on complexes, see 2.3.1 What
is a complex? on page 25.

e One or more complexes and individual cores.

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 22
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DynamlQ cluster

DynamlQ cluster shared logic

[ High efficiency core
[ High performance core
Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 23
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DynamlQ cluster

--

DynamlQ cluster shared logic

B High performance core
[l Balanced performance core
[ High efficiency core

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 24
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DynamiQ cluster

Complex 0 Complex 1

Shared logic Shared logic

Complex 2 Complex 3

Shared logic Shared logic

DynamIQ cluster shared logic

[B Supported core in complex
Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 24

The DSU-110 DynamIQ™ cluster supports blocks that are called complexes which contain up to
two cores of the same type and some shared logic. Sharing some logic between the two cores of a
dual core complex can make the dual core complex area efficient. However, this area efficiency is at
the cost of reduced performance compared with using two single-core complexes.

Arm® DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 25

27

Page 47 of 65



Case 7:24-cv-00231-ADA Document 1-2 Filed 09/20/24 Page 29 of 44

Claim 1 Accused Products

The DynamlQ™ Shared Unit-110 (DSU-110) has multiple clock domains. Each core or complex can
be implemented in a separate clock domain.

The following figure shows the clock domains for an example cluster with four standalone cores.

Figure 4-1: DSU-110 clock domains

DynamlQ Shared Unit

DynamlQ Cluster

CPU 0 bridge CPU 1 bridge CPU 2 bridge CPU 3 bridge
L3 memory system
. .

SCU and L3 cache

Snoop filter L
RAM arrays L3 RAM arrays .: APB:
~APB:

Il PPUCLK [ ATCLK [l COREOCLK to CORE3CLK
[ PERIPHCLK  [] sCLK [] Includes COREXCLK, PERIPHCLK, ATCLK, and SCLK domains
[H GICCLK [ PCLK

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 46
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6.1 The Power Policy Unit

Power mode control for the DynamIQ™ Shared Unit-110 (DSU-110) is provided by the Power Policy
Units (PPUs) that are integrated into the cluster. These PPUs control all the PPU modes for all
components in the cluster.

A PPU is a standard component for abstracting software-controlled power domain policy to
low-level hardware control signaling. There is one PPU for controlling the DSU-110 DynamIQ™
cluster power domain (PDCLUSTER). Also, each core has its own individual PPU for controlling its
respective core power domain (for example, a PPU for PDCOREO and a PPU for PDCORE1). This
includes any cores included as part of a complex.

A component in the system such as a System Control Processor (SCP) can program the PPUs through
the utility bus to set the required power policy. The PPUs control the low-level details of powering
up, powering down, and resetting domains as necessary to implement the requested policy. The
hardware performs any actions to reach the requested power mode, such as gating clocks, cleaning
and invalidating caches, or disabling coherency.

e Although the cluster and each core in the cluster has their own PPU, the shared
logic of a complex does not have a dedicated PPU. Instead, power management
of the complex is controlled as a combination of the PPUs for the cores it
contains. See Table 5-8: PPU mode and power domain states for a dual-core
complex on page 74.

e The cluster and all the core PPUs are provided as part of the DSU-110.

e The implementation process automatically creates the PPU for the cluster and
each core PPU, and connects these into the DSU-110 DynamIQ™ cluster. Each
PPU has a set of memory-mapped control registers which is accessed using the
utility bus.

Id. atp. 78
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The DynamlQ™ Shared Unit-110 (DSU-110) Power Policy Units (PPUs) control power management
for the Cortex®-A510 core. A Cortex®-A510 complex supports separate gated power domains
for the complex, for each core inside the complex, and for the Vector Processing Unit (VPU). It also
supports a dedicated voltage domain for each complex, and a voltage domain for the DSU-110
DynamIQ™ cluster.

Arm Cortex-A510 Core Technical Reference Manual at p. 39

The cluster contains several clock domains for functionality that is likely to be connected to
different clocks in the system. Within each core, the CPU bridge contains asynchronous bridges fo
all crossings between the core and cluster clock domains. Each CPU bridge is split, with one half
of each bridge in the core clock domain and the other half in the relevant cluster domain. At the
cluster level, there is the Snoop Control Unit (SCU) bridge which contains crossings between the
cluster clock domains as required.

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 46

The DynamIQ Shared Unit-110 (DSU-110) has a separate clock signal for each standalone core or complex. There are also separate clocks for the internal logic, and some of the €|
interfaces.

The following table describes the clock signals of the DSU-110.

Table 1. DSU-110 clock signals

Signal Description

The clocks for each of the cores in the cluster that are not part of a complex.

COREyCLK y is the core instance number, for example, COREOCLK is the clock for core 0.

These signals clock all core logic, including L1 and L2 caches.

The clocks for each complex in the cluster. Each clock is connected to all cores in the respective complex.

COMPLEXxCLK . . -
x is the complex instance number, for example, COMPLEXOCLK is the clock for complex O.

https://developer.arm.com/documentation/101381/0400/Clocks-and-resets/Clocks-
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REFCLK

4.1.1 Input clocks

Input clocks must be provided with a source that is external to, or embedded in, the subsystem.

Table 4-1: Input clocks

Clock Description

Main reference clock

The input clock to System Control Processor (SCP) boots coming out of reset. REFCLK also clocks other logic like SCP
generic and watchdog timers.

CPUXPLLCLKnN

CPUXPLLCLKn is a high-frequency reference clock inputs used for application core PLL, that is, one per core, where n =
0-7.

CLUSOPLLCLKn

CLUSOPLLCLKn is a high-frequency reference clock inputs used for cluster PLL, that is, one clock per cluster, where n is
the number of clusters in a subsystem. As RD-TC21 reference subsystem only contain one cluster, n is fixed to 1.

INTPLLCLK

INTPLLCLK is a high-frequency reference clock input used for the Interconnect block.

SYSPLLCLK

SYSPLLCLK is a high-frequency clock input for the main block.

DMCPLLCLK

DMCPLLCLK is a high-frequency reference clock input used for the Memory block.

GPUPLLCLK

GPUPLLCLK is a high-frequency reference clock input used for the GPU block.

1d.

Arm® Total Compute 2021 Reference Design Software Developer Guide at p. 40

4.1.2 Systems clocks
RD-TC21 internally derives clocks that are used for parts of the subsystem. These clocks are
generated only when the VSYS.SYSTOP power domain is powered. Each clock can be individually
controlled.

The following table summarizes these derived internal clocks.
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Table 4-2: Systems internal derived clocks

performance.

Id. at 47-48

Clock Signal PLL Description

CLUSXCORECLKn |CPUPLL Core clock.

n is the number Each core is clocked independently to each other. Therefore, One clock per cluster, where

of clustersin a

subsystem.

CLUSXCLK CLUSXPLLCLKN | CPU Cluster x clock.
The cluster clock drives the logic in the Processor block, where x is O to 31.

INTCLKOUT INTPLLCLK Coherent Interconnect Clock
Clock for the interconnect and other expansion master and slave ports. This clock is generated from
INTPLLCLK

Id. atp. 41

4.3 Power control

Good power management is key to reduce system power consumption while maintaining a high

An RD-TC21 reference subsystem contains the following power management features:

e Multiple voltage domains to allow for Dynamic Voltage and Frequency Scaling (DVFS) on
application processors and the GPU

e Multiple power-gated regions provide comprehensive leakage management
e Multiple power modes for different system scenarios

e A System Control Processor (SCP) based on a Cortex®-M3 processor controls power, clock, reset,
and the static configuration of the system

e Power Policy Units (PPUs) are used to manage power states of each voltage and power domain
under the control of the SCP
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4.3.1 Voltage domain

A voltage domain is defined as a collection of design elements supplied by a single voltage. The
voltage supply to the domain might be scaled or switched off for power or performance reasons.

Total Compute 2021 Reference Design (RD-TC21) supports the following voltage domains:

VCPUO

The first voltage domain in the processor cluster for “LITTLE” cores. Supports DVFS.
VCPU1

The second voltage domain in the processor cluster for ELP and “big” cores. Supports DVFS.
VGPU

The voltage domain for GPU. Supports DVFS.
VSYS

The voltage domain for the rest of the subsystem. Does not support DVFS.

Id. atp. 48

SCP runtime firmware
The SCP runtime firmware executes after Trusted Firmware for A-profile (TF-A) BL2 has

authenticated and copied it from flash.
The SCP runtime firmware performs the following functions:

e Responds to System Control and Management Interface (SCMI) messages through Message
Handling Unit (MHU) version 2.0 for processor power control and Dynamic Voltage and
Frequency Scaling (DVFS)

¢ Power domain management

e Clock management

Id. atp. 65
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Our initial testing shows that Snapdragon 835’s Kryo 280 CPU is an octa-core, big.LITTLE configuration with
four semi-custom A73 “performance” cores and four semi-custom A53 “efficiency” cores. Kryo 280’s
performance cores are pretty much equivalent to Kirin 960’s A73 cores in both integer and floating-point IPC,
but comparing them to Snapdragon 820’s Kryo CPU shows mixed results: integer IPC improves but floating-
point regresses.

https://www.anandtech.com/show/11201/qualcomm-snapdragon-835-performance-preview/6

Voltage domains
The voltage supply to a domain might be scaled or removed for power or performance reasons.

Except for low complexity solutions, it is rare to use a single logic voltage supply for the whole
SoC.

The primary reason for additional voltage domains is to support DVFS for functional areas of
the SoC. The second reason is to enable external supply switch-off, or reduction to
non-functional state retention levels, to some logic areas while maintaining an operational level
supply to others.

However, the cost for additional voltage domains is significant, because additional voltage
regulators, extra effort, and complexity are required in the SoC physical implementation.
Therefore, you must carefully assess the value of the addition of each voltage domain against
the performance and power requirements for the design.

In a big LITTLE system, each cluster must have a dedicated voltage supply. This is a critical
success factor when combined with big. LITTLE software.

“High-level Considerations for Power Management of a big. LITTLE™ System Application Note
424,” available at https://developer.arm.com/documentation/dai0424/a/
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Figure 2-2 Power domain hierarchy

In Figure 2-2, two processor clusters are implemented with per-core and cluster power domains.
The big cluster is in the VBIG voltage domain, while the LITTLE cluster is in the VLITTLE
voltage domain. The system controller is in an always-on power domain. All the other
components are in the system logic power domain (SYSTOP).

“High-level Considerations for Power Management of a big. LITTLE™ System Application Note
424.,” available at https://developer.arm.com/documentation/dai0424/a/
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Accused Products

Clock domains

Clock domains can interact with each other synchronously or asynchronously. Synchronous
clock domains can have independent source activity. Each cluster requires an independent
clock, and the CCI requires a clock.

“High-level Considerations for Power Management of a big. LITTLE™ System Application Note
424,” available at https://developer.arm.com/documentation/dai0424/a/
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Figure 2-10 CoreTile Express A15x2 A7x3 daughterboard clocks

ARM® CoreTile Express A15x2 A7%3 Technical Reference Manual, available at
https://developer.arm.com/documentation/ddi0503/1/
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[Ic] an interface block coupled
to the first set of processor
cores and also coupled to the
second set of processor cores,
wherein the interface block is
configured to facilitate
communication between the
first set of processor cores and
the second set of processor
cores.

Each Accused Product comprises an interface block coupled to the first set of processor cores and
also coupled to the second set of processor cores, wherein the interface block is configured to
facilitate communication between the first set of processor cores and the second set of processor
cores.

For example, the Snapdragon 8 Gen 2 Octa-Core includes a DynamlQ Shared Unit (DSU),
including a Snoop Control Unit (SCU), that is coupled to each core or to each set of processor
cores and is configured to communicate between the sets of processor cores, including by
buffering and resynchronizing signals across clock domains and by maintaining coherency
between caches in the cores or complexes and/or with the L3 shared memory implemented by the
DSU.

For another example, the Snapdragon 835 Mobile Platform includes a cache coherent
interconnect, such as a CCI-400 or CCI-550, that is coupled to each core or to each set of
processor cores and is configured to communicate between the sets of processor cores, for
example by maintaining coherency between caches in the cores or complexes.

See, e.g.:

When you implement a DSU-110 DynamIQ™ cluster, all interfacing between the cores, complexes,
and the DynamIQ™ Shared Unit-110 (DSU-110) is implemented automatically. All the external signal
inputs and outputs pass through the DSU-110. The DSU-110 buffers and resynchronizes many of
these signals to allow cores and complexes to be clocked at different speeds.

The memory interfacing of each core is internally connected to the DSU-110 L3 memory system.
Where necessary, the DSU-110 implements additional buffering to compensate for different clock
rates of the core and DSU-110 L3 memory system.

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 34
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All cores in the DSU-110 DynamlQ™ cluster, including those in complexes, are coherently
connected to an L3 memory system that includes an L3 cache and a Snoop Control Unit (SCU).

The SCU maintains coherency between caches in the cores and the L3 cache, and includes a
snoop filter to optimize coherency maintenance operations. The shared L3 cache simplifies process
migration between the cores.

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 18

Snoop Control Unit
The Snoop Control Unit (SCU) maintains coherency between all the data caches in the cluster.

The SCU contains buffers that can handle direct cache-to-cache transfers between cores without
having to read or write data to the L3 cache. Cache line migration enables dirty lines to be moved
between cores. Also, there is no requirement to write back transferred cache line data to the L3
cache.

The SCU contains a set of snoop filters that track the addresses for locations cached in the core
caches. Including the snoop filters means that the SCU does not need to request a look up in the
core caches when it receives a coherent memory request. These snoop filters are accessed by
coherent requests from the other cores or from the system. If there is a simultaneous hit in the L3
tags and the SCU snoop filters, then the L3 cache normally provides the data in preference to a
core. The size of the snoop filter is automatically determined from the configured number of cores
and the cache sizes in those cores.

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 35
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| DynamIQ
| Shared Unit-110

DynamiQ cluster

Complex 0
Core 0 Core 1
CPU bridge CPU bridge Core 4 Core 5
Core 2 Core 3 Shared logic
CPU bridge
CPU bridge CPU bridge 9
DynamlQ cluster shared logic
Snoop Control Unit (SCU) and L3 cache Accelerator
i Coherency Port
Power Policy ) (ACP) DebugBlock
Units (PPUs) L3 cache Snoop filters
DebugBlock
interface
‘ Memory interface ‘ Peripheral Port
| Utility bus | | DSU-110 bridges |

Arm DynamIQ™ Shared Unit-110 Technical Reference Manual at p. 17

[ et et ettt ettt )
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Cache Coherency Interface and big. LITTLE Technology

The key ingredient that makes big.LITTLE technology possible is coherency. big.LITTLE software models
require transparent and performant transfer of data between big and LITTLE processors. Hardware
coherency enables this, transparently to the software. Without hardware coherency, the transfer of data
between big and LITTLE cores would always occur through main memory - this would be slow and not
power efficient. In addition, it would require complex cache management software, to enable data
conherency between big and LITTLE processors

Figure 4 is an example of CPU subsystem consisting of a Cortex-A7 cluster, a Cortex-A15 cluster and a
set of system fabric components which enable the seamless data transfer between clusters. This fabric is
collectively referred to as a "Cache Coherent Interconnect” — in this case the ARM CoreLink™ CCI-400
interconnect IP. The system is completed by the CoreLink GIC-400, which provides dynamically
configurable interrupt distribution to all the cores.

ARM White Paper “big.LITTLE Technology: The Future of Mobile Making very high
performance available in a mobile envelope without sacrificing energy efficiency,” available at
https://armkeil.blob.core.windows.net/developer/Files/pdf/white-paper/big-little-technology-the-
future-of-mobile.pdf
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Interrupts

Hbiill - JLLELLL

GIC-400
Interrupt Controller

IRQL
\

.

*

.

ACE ¢
Interface ~

CCI1-400 Cache Coherent Interconnect
Figure 3: Cache coherency in a big.LITTLE system

ARM White Paper “big.LITTLE Technology: The Future of Mobile Making very high
performance available in a mobile envelope without sacrificing energy efficiency,” available at
https://armkeil.blob.core.windows.net/developer/Files/pdf/white-paper/big-little-technology-the-

future-of-mobile.pdf
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As shown in Figure 3, the bus interfaces of Cortex-A15 and Cortex-A7 processors make use of the
AMBA® AXI Coherency Extensions (ACE) to the widely-used AMBA AXI protocol. This protocol provides
for coherent data transfer at the bus level. In the AMBA ACE protocol, three coherency channels are
added in addition to the normal five channels of AMBA AXI. As an example, the lower part of Figure
shows the steps in a coherent data read from the Cortex-A7 cluster to the Cortex-A15 cluster. This starts
with the Cortex-A7 cluster issuing a Coherent Read Request through the RADDR channel. The CCI-400
hands over the request to the Cortex-A15 processor's ACADDR channel to snoop into Cortex-A15
processor’'s cache. On receiving the request from CCI-400, the Cortex-A15 processor checks the data
availability and reports this information back through the CRRESP channel. If the requested data is in the
cache, the Cortex-A15 processor places it on the CDATA channel. Then the CCI-400 moves the data
from the Cortex-A15 processor's CDATA channel to the Cortex-A7 processor's RDATA channel, resulting
in a cache linefill in the Cortex-A7 processor. The CCI-400 and the ACE protocol enable full coherency

between the Cortex-A15 and Cortex-A7 clusters, allowing data sharing to take place without external
memory transactions.

ARM White Paper “big.LITTLE Technology: The Future of Mobile Making very high
performance available in a mobile envelope without sacrificing energy efficiency,” available at

https://armkeil.blob.core.windows.net/developer/Files/pdf/white-paper/big-little-technology-the-
future-of-mobile.pdf
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