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(57) ABSTRACT 

Systems, methods and program codes are provided for selec 
tively adjusting multi-core processor chip structure indi 
vidual processor core power Supply Voltages through control 
ling individual power Supplies for each core, in one aspect to 
ensure that one or more cores operate at clock rates in com 
pliance with one or more performance specifications. Nomi 
nal power Supply Voltage is Supplied to a first processing core, 
and a second core power Supply Voltage greater or lower than 
the nominal power Supply Voltage is Supplied to a second 
processing core, both cores operating in compliance with a 
reference clock rate specification. The second power Supply 
voltage may be selected from ordered discrete supply volt 
ages derived by progressively lowering the nominal Supply 
Voltage, optionally wherein the selected Supply Voltage also 
enables the second core to operate within another perfor 
mance specification. 

20 Claims, 4 Drawing Sheets 
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1. 

INDEPENDENT PROCESSORVOLTAGE 
SUPPLY 

FIELD OF THE INVENTION 

The present invention relates to semiconductor devices, 
and methods and program products for manufacturing semi 
conductor devices, and more particularly to multiple-core 
processor structures. 

BACKGROUND OF THE INVENTION 

Multi-core microprocessor (MCP) chips comprise a plu 
rality of independent digital signal processor (DSP) cores on 
one single integrated circuit (IC) chip package, and are useful 
and efficient structures for central processing unit (CPU) and 
System-on-a-chip or System on Chip (SoC or SOC) applica 
tions. The provision of pluralities of individual instruction 
processing cores enables higher computation capacity rela 
tive to single processor chip structures. Computer systems 
incorporating MCP's usually consume less power and have a 
lower cost and higher reliability than alternative multi-chip 
systems, as well as provide assembly cost advantages by 
requiring fewer physical system components. 
As with single processor chip structures, MCP processors 

must meet performance specifications for a given operating 
environment input(s), wherein each core must generally dem 
onstrate one or more specified clock rates in response to a 
common power Supply Voltage. However, particularly with 
respect to Sub-100 nanometer semiconductor applications, 
individual MCP processing cores may have different perfor 
mance characteristics due to with-in chip process variations. 

Generally, the probability that an MCP will meet the per 
formance specifications for a given specific operating envi 
ronment diminishes in proportion to the number of individual 
processing cores on the MCP. This is due in part to the fact that 
while most of the individual cores may meet performance 
requirements, one or more individual cores may fail under the 
same operating environment. In some cases, failure of only 
one core may cause an entire MCP structure to fail specifica 
tions, even though most or all of the rest of the cores perform 
within specifications. Thus, the total costs involved in deploy 
ing an MCP chip may exceed those of alternative multi-chip 
Solutions due to lower manufacturing yields. 

SUMMARY OF THE INVENTION 

According to the present invention, a method is provided 
comprising Supplying power to processing cores formed on a 
multi-core processor System chip by Supplying a nominal 
power Supply Voltage to a first processing core and a second 
core power Supply Voltage to a second processing core, the 
second core power Supply Voltage greater or lower than the 
nominal power Supply Voltage, and wherein the first and 
second cores thereby operate in compliance with a reference 
clock rate specification. In one aspect the second core power 
Supply Voltage is selected by raising or lowering a nominal 
power Supply Voltage until the second core meets the mini 
mum reference clock rate specification. 

In another aspect, a method selects a lower second core 
power Supply by progressively lowering the nominal Supply 
Voltage to define a plurality of progressively ordered discrete 
Supply Voltages and selecting a lowest Supply Voltage of the 
plurality at which the second core operates in compliance 
with the reference clock rate specification. In one aspect, the 
reference clock rate specification is a Sum of a specified 
reference clock rate and a margin rate. In another aspect, 
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2 
determining the second core Supply Voltage comprises adding 
a margin Voltage to a selected lowest Supply Voltage of the 
plurality of ordered Voltages. In another aspect, determining 
the second core Supply Voltage comprises selecting the lowest 
Supply Voltage of the plurality of ordered Voltages that is also 
greater than a specified functional threshold Voltage. 

Still further, in one aspect the second core Supply Voltage is 
determined by selecting a lowest Supply Voltage of the plu 
rality of ordered voltages that also enables the second core to 
operate withina performance specification when processing a 
functional test code. In one aspect, the functional test code is 
a core bottleneck behavior code or a worst-case delay code. 

In another aspect, a method selects a lowest Supply Voltage 
by progressively testing the second core with a functional test 
code at each of a plurality of progressively ordered discrete 
Supply Voltages in an order from lowest Voltage to highest 
Voltage until one of the discrete Supply Voltages is identified 
at which the second core operates within a performance 
specification. 

In another aspect, a method further comprises Supplying a 
third core power Supply Voltage to a third processing core, the 
third core power Supply Voltage selected by raising the nomi 
nal power supply voltage until the third core meets the refer 
ence clock rate specification. 

In another aspect, a multi-core processor chip system is 
provided comprising first and second individual processing 
cores formed on a unitary chip structure, each core connected 
to first and second adjustable power Supplies, respectively. A 
controller connected to the first and second power Supplies is 
configured to cause the first power Supply to Supply a nominal 
power Supply Voltage to the first core and cause the second 
power supply to supply a second power supply voltage to a 
second core, the second power Supply Voltage more or less 
than the nominal Voltage, wherein the first and second cores 
operate within a reference clock rate specification. 

In one aspect, a system controller is configured to select the 
second power Supply Voltage by raising or lowering a second 
power Supply nominal power Supply Voltage until the second 
core meets the reference clock rate specification. In another 
aspect system first and second individual processing cores are 
formed in a common process. In another aspect, at least one 
inter-core Voltage-level translation communication block is 
provided in communication with the cores and configured to 
the cores to function with divergent on-signal Supply Volt 
ageS. 

In one aspect, a system controller is configured to deter 
mine the second core Supply Voltage by selecting a lowest 
Supply Voltage of a plurality of ordered discrete Supply Volt 
ages that are also each greater than a specified functional 
threshold Voltage. In another aspect, a system controller 
determines the second core Supply Voltage by selecting a 
lowest Supply Voltage of a plurality of ordered discrete Supply 
Voltages that also enables the second core to operate within a 
performance specification when processing a functional test 
code. In one aspect, the functional test code is a core bottle 
neck behavior code or a worst-case delay code. In another 
aspect, a system further comprises a third processing core 
Supplied with a third core power Supply Voltage selected by 
raising the nominal power Supply Voltage until the third core 
meets the reference clock rate specification. 

In another aspect, a method is provided for producing 
computer executable program code and providing the pro 
gram code to be deployed to and executed on a computer 
system, for example by a service provider who offers to 
implement, deploy, and/or perform functions for others. Still 
further, an article of manufacture comprising a computer 
usable medium having the computer readable program Redstone Logics LLC, Ex. 2017 
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embodied in said medium may be provided. The program 
code comprises instructions which, when executed on the 
computer system, cause the computer system to selectively 
adjust multi-core processor chip structure individual proces 
Sor core power Supply Voltages to ensure that one or more 
cores operate at clock rates in compliance with one or more 
performance specifications. 

In one aspect, a program code causes a computer system to 
Supply power to first and second processing cores formed on 
a multi-core processor system chip by Supplying a nominal 
power Supply Voltage to a first processing core and a second 
core power Supply Voltage to a second processing core, the 
second core power Supply Voltage greater or lower than the 
nominal power Supply Voltage, wherein the first and second 
cores operate in compliance with a reference clock rate speci 
fication. 

In one aspect, a program code causes a computer system to 
select a second core power Supply Voltage by raising or low 
ering a nominal power Supply Voltage until the second core 
meets the reference clock rate specification. In another 
aspect, a program code causes a computer system to select a 
second core power Supply Voltage by progressively lowering 
a nominal Supply Voltage to define a plurality of progressively 
ordered discrete Supply Voltages; and determine the second 
core Supply Voltage by selecting a lowest Supply Voltage of 
the plurality of ordered discrete supply voltages at which the 
second core operates at a rate in compliance with a reference 
clock rate specification. 

In another aspect, a program code causes a computer sys 
tem to add a margin Voltage to a selected lowest Supply 
Voltage of a plurality of ordered discrete supply voltages. And 
in another aspect, a program code causes a computer system 
to determine a second core Supply Voltage by selecting a 
lowest Supply Voltage of a plurality of ordered discrete Supply 
Voltages that also enables a second core to operate within a 
performance specification when processing a functional test 
code. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other features of this invention will be more 
readily understood from the following detailed description of 
the various aspects of the invention taken in conjunction with 
the accompanying drawings in which: 

FIG. 1 is a schematic representation of a prior art multi 
core processor structure. 

FIG. 2 is a schematic representation of a multi-core pro 
cessor structure according to the present invention. 

FIG. 3 illustrates a process for configuring a multi-core 
processor structure according to the present invention. 

FIG. 4 illustrates another process for configuring a multi 
core processor structure according to the present invention. 

FIG. 5 illustrates another process for configuring a multi 
core processor structure according to the present invention. 

FIG. 6 illustrates another process for configuring a multi 
core processor structure according to the present invention. 

FIG. 7 is a schematic representation of a computing struc 
ture appropriate for practicing the present invention. 

The drawings are not necessarily to Scale. The drawings are 
merely schematic representations, not intended to portray 
specific parameters of the invention. The drawings are 
intended to depict only typical embodiments of the invention, 
and therefore should not be considered as limiting the scope 
of the invention. In the drawings, like numbering represents 
like elements. 
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4 
DETAILED DESCRIPTION OF THE INVENTION 

For convenience purposes, the Detailed Description of the 
Invention has the following sections: 

I. General Description 

II. Computerized Implementation 

I. General Description. 
FIG. 1 provides a schematic representation of a conven 

tional prior art multi-core processor structure (MCP) 100 
with four individual processing cores 102.104,106.108 each 
receiving a power supply Voltage V, from a power supply 
110. Success or failure of the MCP 100 to meet performance 
standards is generally determined under prior art methods by 
observing both individual core and chip-wide behavior. Of 
first concern is the operational processing speed of each indi 
vidual core 102,104,106.108, which may each be described 
by as a core clock rate (fr), where k is an integer denoting 
one of the cores 102,104,106.108: each core k must demon 
strate a minimum reference clock speed f for a specified 
nominal power Supply Voltage V, if any one of the cores 
102.104,106.108 fails to meet this requirement the entire 
MCP structure fails under prior art testing methodologies and 
systems, and no means are provided for correcting Such a 
deficiency. 
A second concern is the overall power consumption of the 

MCP chip 100. MCP's are generally required to perform 
within maximum power consumption requirements, and thus 
the MCP 100 power consumption W, the sum of the 
power consumptions P of each of the individual processor 
cores 102.104,106.108, must stay below a specified maxi 
mum W, to meet performance specifications under prior 
art testing methodologies and systems, else the entire chip 
100 fails. The power consumption P. of each of the individual 
processor cores 102.104,106.108 may be described by Equa 
tion 1: 

where P is the power in Watts for a corek 102,104,106 or 
108, V, is the supply voltage in Volts from the power supply 
110, frk is a core's processor core clock frequency in 
Hertz, and C. is a semiconductor random variation parameter, 
for example a parasitic capacitance and resistance factor. 

Equation 1 

Although faster is generally better in terms of processor 
computing performance, as shown by Equation 1 a higher 
individual clock rate frk for a supply Voltage V, will 
result in a correspondingly higher core power consumption 
P. To ensure that total MCP 100 power consumption remains 
below a specified maximum power consumption 
(WisW) it is generally required that each clock rate 
frk resulting from the common power supply Voltage V, 
is less than a specified maximum clock rate f: if any one of 
the cores 102,104,106.108 exhibits a clock rate frk higher 
than f, then the higher power consumption P of that core 
indicates that total chip power consumption is be greater than 
a specified maximum (WCW), and the entire chip 
MCP 100 structure fails, even though all of the remaining 
cores may have clock rates within specifications (for 
example, for the remaining core's k, frk.<f). And as the 
number of individual cores increases in MCP structures, the 
likelihood of within-chip core performance variation 
increases, and thus the likelihood that one individual core 
102.104,106.108 will fail to meet specifications increases: Redstone Logics LLC, Ex. 2017 
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therefore, prior art MCP's yields may be expected to decrease 
as more individual cores are incorporated into single MCP 
chip structures. 

Turning now to FIG. 2, a multi-core MCP structure 200 
according to the present invention is provided comprising a 
plurality of individual processing cores 202,204.206.208, 
each connected to an adjustable power Supply 212,214,216. 
218, respectively, each of the power supplies 212,214,216, 
218 controlled by a controller 210. It is known that each of the 
individual processing cores 202.204.206.208 may evidence 
divergent clock rates frk in response to similar operational 
inputs and operating environments. For example, in response 
to the same nominal power Supply Voltage V, the first 
core 102 may exhibit an impermissibly slow clock rate rela 
tive to a minimum reference clock speed (frk (f), the 
second core 104 may exhibit an impermissibly fast clock rate 
relative to a maximum clock speed (f -f), and the 
other remaining cores 106.108 may operate within specifica 
tions (frk >fe and <f). What is important is that the 
present invention provides a means to adjust each individual 
core clock rate frk by adjusting its cores individual power 
supply voltage V, thereby enabling the MCP chip 200 to 
pass specifications and increase yields. 

In the present embodiment, the individual power supplies 
212.214.216,218 are located off-chip, although on-chip 
embodiments of the present invention may also be practiced. 
It is also to be understood that the number of cores 212,214, 
216,218 is chosen for illustrative purposes only, and that the 
MCP 200 may have more or less cores 212,214,216.218 
according to the present invention. 
An advantage of the present invention is that the controller 

210 means is configured to individually select and adjust a 
supply voltage V, supplied to each core 202,204.206.208 
by its respective adjustable power supply 212.214.216,218, 
and thereby select a clock rate frk for each as required to 
meet one or more specifications. For example, if the core 202 
clock rate frk fails to meet a minimum reference clock 
speed? then the controller may increase the supply Voltage 
V, Supplied by its adjustable power supply 212 to thereby 
raise its clock rate frk equal to or greater than f. and 
thereby bring the core 202 into specification. This may be 
performed on each of the remaining cores 204.206.208 as 
needed, and thus each core 202,204.206.208 may be config 
ured to pass a minimum clock speed specification (f), 
enabling an otherwise failing MCP 200 to pass said specifi 
cation. 
The MCP 200 further comprises at least one inter-core 

Voltage-level translation communication block 220 config 
ured to enable the cores 202,204.206.208 to function with 
divergent on-signal supply Voltages V, . The communica 
tion block 220 may be located between the controller 210 and 
the cores 202,204.206.208. Alternatively, one or more com 
munication blocks 220 may located among cores 202,204, 
206,208 themselves, for example in the case of intra-core 
networks. Still further, the controller 210 may itself be con 
figured to provide inter-core Voltage-level translation func 
tions and separate block structures 220 may be omitted. 

Furthermore, as lowering a core clock rate lowers the 
power consumption P. for that core, the controller 210 is thus 
configured to lower overall chip power consumption W. 
of the MCP 200 and enable an otherwise failing MCP 200 to 
pass said power consumption specification. For example, if 
the core 202 clock rate Fre exceeds a maximum clock rate 
f then the controller 210 may decrease the Supply Voltage 
V, supplied by adjustable power Supply 212 to thereby 
lower said clock rate frk and bring core 202 within speci 
fications (for less than or equal to f). 
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6 
FIG.3 illustrates a method for configuring the MCP 200 in 

response to performance specifications. At 300, the MCP 200 
is powered up and at 302 a nominal Supply Voltage V, is 
provided to each of the cores 202.204.206.208. V, is 
generally selected as appropriate for the MCP 200 architec 
ture through one or more circuit design rules, although in 
other embodiments it may be determined through other 
means. At 304 and 306, the clock rates frk of each of the 
cores 202,204.206.208 are checked to ensure that they meet a 
minimum reference clock speed f for the specified nomi spec 

nal power Supply Voltage V. In the embodiment illustrated 
in FIG. 3, if any of the cores 202,204.206.208 fail (frk. 
.<f) than the MCP 200 fails and the process ends at 308. 

Alternatively, if each core 202,204.206.208 meets the 
minimum reference clock speed frequirements then a first 
corek (202.204.206 or 208) is selected and the controller 210 
causes its respective power Supply 212 to Supply a new lower 
Supply voltage Voro, at 310, thereby causing the first corek 
to operate at a new lower clock rate frko, which is then 
compared to the minimum reference clock speed feat 312. 
If the new lowered core clock rate frko, does not meet the 
specifications (for example, frk is less than or equal to the 
f) at the new lowerpower supply Voltage Voro, then the 
previous original power Supply Voltage V, is set as 
V, for the core k at 314, and the process iterates through 
the remaining cores (202.204.206 or 208) as shown at 316. 

However, if the new lowered core clock rate frko, meets 
specifications (for example, frk->f) at 312 then the new 
lowerpower supply Voltage V,io, is itselflowered to a new 
stepped-down Value V, at 310 (Vol.1, sVoro, ) and 
the clock responsively generated by the core (frk) is then 
compared to the minimum reference clock speed fat 312. 
This process continues n times until ann" lowered clock rate 
lowered core clock rate frk, does not meet the specifica 
tions (for example, frk, is less than or equal to the f). 
wherein the power supply Voltage V, for the previous 
passing clock rate (frk, ) is set as the adjusted mini 
mum nominal power Supply Voltage V, for the core 202 at 
314 by the controller 210. 
The controller 210 thus sets adjusted minimum nominal 

power Supply Voltages V, supplied by each respective 
power supply 212,214,216.218. With the V, for each core 
202,204.206.208 thus set to each respective V, the over 
all chip power consumption W is determined with each 
core clocking at its V, Supply Voltage, and Write is 
compared to a specified maximum power consumption value 
W at 318, the chip 200 responsively passed at 320 or 
failed at 308. Thus, if any of the cores 202,204.206.208 have 
their supply Voltage lowered (VV,) the overall 
chip power consumption W is thereby lowered, and the 
likelihood of the chip 200 passing the power consumption 
specification (W<W) is improved; the present inven 
tion thereby providing advantages in improving chip 200 
manufacturing yields. 

In another example, each V, may be increased as 
required in response to one or more test codes. For example, 
referring now to FIG. 4, after each core V is set and the 
MCP chip passes overall chip power consumption require 
ments (for example, as illustrated in FIG. 3 and described 
above), at 402, one or more functional test code(s) is/are 
executed on each core 202,204.206.208 and corresponding 
core performances are observed. Each functional test code is 
selected wherein execution of the code approximates one or 
more core behaviors or environments, and wherein each core 
may then be assessed for performance at its V: examples 
include core bottleneck behavior codes and design path 
worst-case delay codes, and other functional codes may be Redstone Logics LLC, Ex. 2017 
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practiced according to the present invention, Some of which 
will be apparent to one skilled in the art. 

At 404, a first core 202 is selected and its function test code 
performance is compared to specification requirements at 
406. If the test results meet the specifications, then the next 
core 204.206 or 208 is selected at 407 until all cores are tested 
(as shown at 414). If, however, the core 202 test results do not 
meet the required performance characteristic(s) at said V. 
at 406, then at 408 the controller raises V, for the core 

under testand the corek is retested with the functional code(s) 
at 410. In this fashion the controller may raise the V, set 
for the core's power supply (212.214.216 or 218) one or more 
times until at 412 the core 202 meets required functional 
code(s) performance. At 414, this process is thus repeated for 
the remaining individual cores 204.206.208 until all cores 
202,204.206.208 meet the performance requisites and the 
process ends at 416, thus with each V individually incre 
mented as required. 
The present invention may also raise the clock rate of cores 

that do not meet a minimum reference clock speed, thereby 
enabling an otherwise failing MCP chip 200 to pass a mini 
mum reference clock specification, which may further 
increase manufacturing yields. In one example illustrated in 
FIG. 5, the process of FIG. 3 incorporates an additional con 
figuration process step 502 wherein each core k failing to 
meet the minimum reference clock speed at 304 has its supply 
Voltage Voo, raised until its clock rate folk meets the f. 
requirement. Thus, the present invention may raise or lower 
each core supply voltage Vor, as needed until each core 
meets specifications, thus enabling the MCP chip to pass both 
minimum and maximum core clock rate specifications in the 
present example. 
The present invention provides for repetitive lowering 

iterations in order to enable graduated and/or incremental 
voltage lowering of each supply Voltage V, (for example, 
at steps 310 and 312 above) by the controller, which may 
gradually lower a core supply voltage V, for each core 
202,204.206.208 to determine the lowest supply voltage at 
which each individual core will evidence a clock rate required 
by specifications (for example, Voro, ). In one example, 
the V, is lowered by the same fixed amount incrementally 
in a step-down fashion at each Subsequent repeated lowering 
at 310. Alternative embodiments may lower the Voro, in 
different and divergent amounts between repetitions: for 
example a second iteration lowering amount may be a loga 
rithmic or algorithmic function of a previous first lowering 
amount. In some embodiments one or more of the Supply 
Voltages Voo, may be selected through a search algorithm, 
for example through a binary search. Other means may also 
be used to determine the amount by which a power supply 
V, is lowered at any iteration of step 310, and the present 
invention is not limited to the examples described herein. 

Thus, the power supply 212.214.216 or 218 for any respec 
tive core 202,204.206 or 208 may be adjusted by the control 
ler 210 to raise or lower the respective power supply voltage 
V, provided. Rather than providing each core the same 
V, value as taught in the prior art, by lowering at least one 
individual core's supply voltage V, the present invention 
achieves a corresponding lowering of chip power consump 
tion Wi, which may enable the chip 200 to meet a maxi 
mum power consumption value W that it otherwise would 
have been exceeded. And by raising at least one individual 
core's supply voltage V, to comply with a minimum clock 
ratef, the controller 210 enables an otherwise failing MCP 
chip 200 to pass another specification. 
The faster a given core 202,204.206.208 is at V, the 

greater the amount of V, reduction may be achieved in 
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8 
setting its V, which corresponds to greater reductions in 
overall chip power consumption W. Thus, faster cores 
202,204.206.208 provide greater total V, reductions, 
directly translating faster core efficiencies to lower overall 
chip 200 power consumption W values on an individual 
basis. 

In another advantage, prior art individual core maximum 
clock rates f specifications may be obviated. As long as 
each individual core 202,204.206.208 rate f-, exceeds a 
designated minimum clock rate f at V, and total chip 
power consumption W doesn't exceed a designated 
maximum W, then there may be no need to set a clock rate 
limit f ceiling. Thus, further efficiencies are obtained by 
eliminating the possibility that the MCP chip 200 will failan 
individual core maximum clock rate specification. 

Alternatively, if individual cores are required to meet a 
maximum clock rate specification, then the present invention 
may provide a means for verifying that each corek meets said 
specification. Thus, in one example illustrated in FIG. 6, 
Subsequent to determining each core’s adjusted power Supply 
voltage V, at 316 or 318 as described above, the core 
clock rate frk at V, is compared to a specified maxi 
mum rate fat 602, wherein if any of the coresk fail to meet 
the maximum rate specification (for example, for >f), 
then the MCP chip fails at 308. 

It will also be appreciated that in setting individual core 
Voltage Supply values V that one or more margin values 
may be used, for example to provide for margins or error or 
operational anomalies, as is well known in engineering con 
ventions. Thus, in one or more embodiments of the chip 200 
configuration processes discussed above (for example, at one 
or more of steps 310, 408 and 502), a core's supply voltage 
V, is raised or lowered until the core's clock rate frk 
meets the required specification (312, 412 or 304, respec 
tively) plus a margin value f. In this fashion MCP chip 
200 functionality becomes more robust at the margin off. 
clock rates, though perhaps at the cost of providing lower 
power consumption efficiencies due to correspondingly 
higher VA, settings. 

In alternative embodiments, margin Voltage amounts may 
be provided. For example, when it is determined that a given 
Supply Voltage V, produces a core clock rate frk meet 
ing a relevant specification, then a margin Voltage amount 
V, may be added or subtracted to the determined supply 
Voltage V, to define V, (for example, at one or more of 
steps 314, 412 and 304). This provides advantages in some 
MCP processes and architectures wherein defining and/or 
providing for clock rate margin values, such as the f, 
configuration process described above, may be non-trivial. 
Thus, a V, may provide robust chip 200 functionality at 
the margins of varying operational or Supply Voltage environ 
mentS. 

The present invention may also be configured to limit an 
amount that V, may be lowered by to determine each V. 
k, for example to assure core functionality and/or desired 
performance characteristics. In one aspect, core 202.204.206, 
208 digital circuitry may maintain functionality within an 
expected range of power Supply Voltages defined by manu 
facturing technology limits for the specific MCP 200 archi 
tecture. The present invention may accordingly be configured 
to ensure that total V, reductions in establishing adjusted 
minimum nominal values V, do not exceed allowable 
ranges for relevant technology limits. Thus, the present inven 
tion may limit V to a value or value range relative to a 
specific V, value, for example in order to enable efficient 
handling of a core’s input and output data, meet a required 
Voltage Swing amplitude and/or average level, or meet an Redstone Logics LLC, Ex. 2017 
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error rate specifications. Other requirements may also be 
recognized by one skilled in the art and a V. selected in 
response thereto, and the present examples are not exhaustive 
but are merely illustrative. Thus, in one example, at one or 
more of steps 314, 412 and 304 a minimum supply voltage 
threshold V, is provided below which V may not be 
lowered or above which V may not be raised, and V. 
is only decreased or increased until V is reached. 
As described above, adjusted core power Supply Voltages 

may be determined by incrementally raising or lowering pre 
vious power Supply values (for example, at one or more of 
310,408 or 502 above). In alternative embodiments, previous 
V, values observed are saved at each testing iteration (for 
example, at one or more of 304,314, or 412 above), and these 
saved values are selected and a core k retested through one or 
more Subsequent iterations (for example, at one or more of 
310, 408 or 502 above) until the lowest or highest previously 
saved Voro, value passing the respective test is selected as the 
new V for the corek (for example, at one or more of 304, 
314, or 412 above). 
II. Computerized Implementation 

Referring now to FIG. 7, a diagram of a computerized 
implementation 708 of the present invention is shown. As 
depicted, implementation 708 includes a multi-core proces 
sor chip 712 deployed within a computer system 704 which 
demonstrates, among other things, that the present invention 
could be implemented within a network environment (e.g., 
the Internet, a wide area network (WAN), a local area network 
(LAN), a virtual private network (VPN), etc.), or on a stand 
alone computer system. In the case of the former, communi 
cation throughout the network can occur via any combination 
of various types of communications links. For example, the 
communication links can comprise addressable connections 
that may utilize any combination of wired and/or wireless 
transmission methods. Where communications occur via the 
Internet, connectivity could be provided by conventional 
TCP/IP sockets-based protocol, and an Internet service pro 
vider could be used to establish connectivity to the Internet. 
Still yet, computer infrastructure 708 is intended to demon 
strate that some or all of the components of implementation 
708 could be deployed, managed, serviced, etc. by a service 
provider who offers to implement, deploy, and/or perform the 
functions of the present invention for others. 
As shown, computer system 704 includes the MCP 712, a 

memory 732, a storage system 716 and an input/output (I/O) 
interface 728. Further, the computer system 704 is shown in 
communication with external device 702 computer systems 
and an external computer or computer network 730. In gen 
eral, the MCP 712 executes computer program code, which 
may be stored in the memory 732 and/or the storage system 
716. While executing computer program code, the MCP 712 
can read and/or write data to/from memory 732, storage sys 
tem 716, and/or I/O interface 728. External device 702 can 
comprise any device (e.g., keyboard, pointing device, display, 
etc.) that enables a user to interact with computer system 704 
and/or any devices (e.g., network card, modem, etc.) that 
enable the computer system 704 to communicate with one or 
more other computing devices 730. 
The computer infrastructure 708 is only illustrative of vari 

ous types of computer infrastructures for implementing the 
invention. For example, in one embodiment, computer infra 
structure 708 comprises two or more computing devices 704, 
730 (e.g., a server cluster) that communicate over a network 
to perform the various process steps of the invention. More 
over, computer system 708 is only representative of various 
possible computer systems that can include numerous com 
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10 
binations of hardware. To this extent, in other embodiments, 
the computer system 708 can comprise any specific purpose 
computing article of manufacture comprising hardware and/ 
or computer program code for performing specific functions, 
any computing article of manufacture that comprises a com 
bination of specific purpose and general purpose hardware/ 
Software, or the like. In each case, the program code and 
hardware can be created using standard programming and 
engineering techniques, respectively. Moreover, memory 732 
and/or storage system 716 can comprise any combination of 
various types of data storage and/or transmission media that 
reside at one or more physical locations. Further, I/O interface 
728 can comprise any system for exchanging information 
with one or more external device 702. Still further, it is under 
stood that one or more additional components (e.g., system 
Software, math co-processing unit, etc.) not shown in FIG. 7 
can be included in computer system 704. However, if com 
puter system 704 comprises a handheld device or the like, it is 
understood that one or more external devices 702 (e.g., a 
display) and/or storage system 716 could be contained within 
computer system 704, not externally as shown in part. 

Storage system 716 can be any type of system (e.g., a 
database) capable of providing storage for information under 
the present invention. To this extent, storage system 716 could 
include one or more storage devices, such as a magnetic disk 
drive oran optical disk drive. In another embodiment, storage 
system 716 includes data distributed across, for example, a 
local area network (LAN), wide area network (WAN) or a 
storage area network (SAN) (not shown). In addition, 
although not shown, additional components, such as cache 
memory, communication systems, system software, etc., may 
be incorporated into computer system 704. 

Thus, the computer system memory 732, or similar struc 
tures within the external device 702 or the external computer 
or computer network 730 may comprise an MCP configura 
tion application, said application configured to perform one 
or more of the processes of the present invention as discussed 
above. Specifically, MCP configuration software may com 
prise computer executable program code, said code compris 
ing instructions which, when executed on the computer sys 
tem 704 and/or 730, causes the computer system 704.730 to 
selectively adjust multi-core processor chip structure 712 
individual processor core power Supply Voltages to ensure 
that one or more cores operate at clock rates in compliance 
with one or more performance specifications. 

While shown and described herein as a method and system 
for providing individual power Supply Voltages to each core 
of a multi-core processor structure, it is understood that the 
invention further provides various alternative embodiments. 
For example, in one embodiment, the invention provides a 
computer-readablefuseable medium that includes computer 
program code to enable a computer infrastructure to practice 
the steps of the present invention as discussed above. To this 
extent, the computer-readablefuseable medium includes pro 
gram code that implements each of the various process steps 
of the invention. It is understood that the terms computer 
readable medium or computer useable medium comprises 
one or more of any type of physical embodiment of the 
program code. In particular, the computer-readablefuseable 
medium can comprise program code embodied on one or 
more portable storage articles of manufacture (e.g., a compact 
disc, a magnetic disk, a tape, etc.), on one or more data storage 
portions of a computing device, such as memory 732 and/or 
storage system 716 (e.g., a fixed disk, a read-only memory, a 
random access memory, a cache memory, etc.), and/or as a Redstone Logics LLC, Ex. 2017 
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data signal (e.g., a propagated signal) traveling over a net 
work (e.g., during a wired/wireless electronic distribution of 
the program code). 

In another embodiment, the invention provides a business 
method that performs the process steps of the invention on a 
Subscription, advertising, and/or fee basis. That is, a service 
provider, Such as a Solution Integrator, could offer to selec 
tively adjust multi-core processor chip structure 712 indi 
vidual processor core power Supply Voltages to ensure that 
one or more cores operate at clock rates in compliance with 
one or more performance specifications. In this case, the 
service provider can create, maintain, Support, etc., a com 
puter infrastructure, such as all or part of the computer infra 
structure 708, which performs the process steps of the inven 
tion for one or more customers. In return, the service provider 
can receive payment from the customer(s) under a Subscrip 
tion and/or fee agreement and/or the service provider can 
receive payment from the sale of advertising content to one or 
more third parties. 

In still another embodiment, the invention provides a com 
puter-implemented method for selectively adjusting multi 
core processor chip structure 712 individual processor core 
power Supply Voltages to ensure that one or more cores oper 
ate at clock rates in compliance with one or more performance 
specifications. In this case, a computer infrastructure, such as 
computer infrastructure 708, can be provided and one or more 
systems for performing the process steps of the invention can 
be obtained (e.g., created, purchased, used, modified, etc.) 
and deployed to the computer infrastructure. To this extent, 
the deployment of a system can comprise one or more of: (1) 
installing program code on a computing device. Such as com 
puter system 704, from a computer-readable medium (for 
example, a storage unit 716); (2) adding one or more com 
puting devices 730 to the computer infrastructure; and (3) 
incorporating and/or modifying one or more existing systems 
704,730 of the computer infrastructure to enable the com 
puter infrastructure to perform the process steps of the inven 
tion. 
As used herein, it is understood that the terms “program 

code' and “computer program code' are synonymous and 
mean any expression, in any language, code or notation, of a 
set of instructions intended to cause a computing device hav 
ing an information processing capability to perform a particu 
lar function either directly or after either or both of the fol 
lowing: (a) conversion to another language, code or notation; 
and/or (b) reproduction in a different material form. To this 
extent, program code can be embodied as one or more of an 
application/software program, component software/a library 
of functions, an operating system, a basic I/O System/driver 
for a particular computing and/or I/O device, and the like. 
The foregoing description of various aspects of the inven 

tion has been presented for purposes of illustration and 
description. It is not intended to be exhaustive or to limit the 
invention to the precise form disclosed, and obviously, many 
modifications and variations are possible. Such modifications 
and variations that may be apparent to a person skilled in the 
art are intended to be included within the scope of the inven 
tion as defined by the accompanying claims. 
We claim: 
1. A method for Supplying power to first and second pro 

cessing cores formed on a multi-core processor System chip, 
comprising the steps of 

Supplying a nominal power Supply Voltage to a first pro 
cessing core; 

Supplying a second core power Supply Voltage to a second 
processing core, the second core power Supply Voltage 
greater or lower than the nominal power Supply Voltage; 
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12 
the first core operating at a rate in compliance with a 

reference clock rate specification; and 
the second core operating at the rate in compliance with the 

reference clock rate specification. 
2. The method of claim 1, further comprising selecting the 

second core power Supply Voltage by raising or lowering the 
nominal power Supply Voltage until the second core operates 
at the rate in compliance with the reference clock rate speci 
fication. 

3. The method of claim 2, wherein the step of selecting the 
second core power Supply Voltage comprises lowering the 
nominal power Supply Voltage by: 

progressively lowering the nominal Supply Voltage to 
define a plurality of progressively ordered discrete Sup 
ply Voltages; and 

determining the second core Supply Voltage by selecting a 
lowest supply voltage of the plurality of ordered discrete 
Supply Voltages at which the second core operates at the 
rate in compliance with the reference clock rate specifi 
cation. 

4. The method of claim3, wherein the reference clock rate 
specification is a sum of a specified minimum reference clock 
rate and a margin rate. 

5. The method of claim 3 wherein the step of determining 
the second core Supply Voltage further comprises adding a 
margin Voltage to the selected lowest Supply Voltage. 

6. The method of claim 3 wherein the step of determining 
the second core Supply Voltage further comprises selecting 
the lowest supply voltage of the plurality of ordered discrete 
Supply Voltages that is also greater than a specified functional 
threshold voltage. 

7. The method of claim3, further comprising the step of the 
second core processing a functional test code; 

wherein the step of determining the second core Supply 
Voltage further comprises selecting a lowest Supply Volt 
age of the plurality of ordered discrete Supply Voltages 
that also enables the second core to operate within a 
performance specification when processing the func 
tional test code. 

8. The method of claim 7, wherein the functional test code 
is a core bottleneck behavior code or a worst-case delay code. 

9. The method of claim 7, wherein the step of selecting the 
lowest Supply Voltage comprises: 

progressively testing the second core with the functional 
test code with each of the plurality of progressively 
ordered discrete Supply Voltages in an order from a low 
est Voltage to a highest Voltage untila one of the discrete 
Supply Voltages is identified at which the second core 
operates at a rate greater than the a reference clock rate 
and within the performance specification. 

10. The method of claim3, further comprising the steps of: 
Supplying a third core power Supply Voltage to a third 

processing core; 
selecting the third core power Supply Voltage by raising the 

nominal power Supply Voltage until the third core oper 
ates at the rate in compliance with the reference clock 
rate specification. 

11. An apparatus, comprising: 
a controller in circuit communication with a first adjustable 

power Supply and a second adjustable power Supply that 
causes the first adjustable power Supply to Supply a 
nominal power Supply Voltage to a first individual pro 
cessing core formed on a unitary chip structure to cause 
the first core to operate at a rate within a reference clock 
rate specification, and to cause the second adjustable 
power Supply to supply a second power Supply Voltage 
that is more or less than the nominal Voltage to a second Redstone Logics LLC, Ex. 2017 
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individual processing core formed on the unitary chip 
structure to cause the second core to operate at the rate 
within the reference clock rate specification. 

12. The apparatus of claim 11, wherein the controller fur 
ther selects the second power Supply Voltage by raising or 
lowering the nominal power Supply Voltage until the second 
core operates at the rate within the reference clock rate speci 
fication. 

13. The apparatus of claim 12, wherein the first and second 
individual processing cores are formed in a common process. 

14. The apparatus of claim 12, further comprising: 
at least one inter-core Voltage-level translation communi 

cation block in communication with the first and second 
cores to enable said first and second cores to function 
with divergent on-signal Supply Voltages. 

15. The apparatus of claim 12 wherein the controller 
selects the second power Supply Voltage by lowering the 
nominal power Supply Voltage, and determines the second 
core Supply Voltage by selecting a lowest Supply Voltage of a 
plurality of ordered discrete Supply Voltages that are also each 
greater than a specified functional threshold Voltage. 

16. The apparatus of claim 15, 
wherein the controller further causes a third adjustable 

power Supply connected to a third individual processing 
core formed on the unitary chip structure to Supply a 
third power supply voltage to the third core, the third 
power Supply Voltage more than the nominal Voltage, the 
third power supply voltage selected to cause the third 
core to operate at the rate within the reference clock rate 
specification. 

17. The apparatus of claim 15, wherein the controller fur 
ther determines the second core supply voltage by selecting a 
lowest Supply Voltage of a plurality of ordered discrete Supply 
Voltages that also enables the second core to operate within a 
performance specification when processing a functional test 
code. 
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18. The apparatus of claim 17, wherein the functional test 

code is a core bottleneck behavior code or a worst-case delay 
code. 

19. An article of manufacture for supplying power to first 
and second processing cores formed on a multi-core proces 
Sor system chip, comprising: 

a computer readable storage medium having computer 
readable program code embodied therewith, the com 
puter readable program code comprising: 

computer readable program code configured to Supply 
power to first and second processing cores formed on a 
multi-core processor System chip by: 

Supplying a nominal power Supply Voltage to a first pro 
cessing core; and 

Supplying a second core power Supply Voltage to a second 
processing core, the second core power Supply Voltage 
greater or lower than the nominal power Supply Voltage; 

wherein the first core operates at a rate in compliance with 
a reference clock rate specification; and 

wherein the second core operates at the rate in compliance 
with the reference clock rate specification. 

20. The article of claim 19 wherein the program code is 
further to select the second core power Supply Voltage by 
raising or lowering the nominal power Supply Voltage until 
the second core meets the reference clock rate specification; 

wherein the lowering the nominal power Supply Voltage 
comprises progressively lowering the nominal Supply 
Voltage to define a plurality of progressively ordered 
discrete Supply Voltages; and 

wherein determining the second core Supply Voltage com 
prises selecting a lowest Supply Voltage of the plurality 
of ordered discrete supply voltages at which the second 
core operates at the rate in compliance with the reference 
clock rate specification. 
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