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(57) ABSTRACT 

A method includes, at an electronic device with a display and 
a touch-sensitive surface: concurrently displaying a first text 
entry area and an unsplit keyboard on the display; detecting a 
gesture on the touch-sensitive surface; and, in response to 
detecting the gesture on the touch-sensitive surface, replacing 
the unsplit keyboard with an integrated input area. The inte­
grated input area includes a left portion with a left side of a 
split keyboard, a right portion with a right side of the split 
keyboard, and a center portion in between the left portion and 
the right portion. 
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I t<:i>:t entry tlrea disp!,~y$ a portion .pfthe tt»<t i:n !he first tr:i:-:t ent.r.y ~ ••••• L •• --~ 
I area a1 a se,;::()f'.d sli:e that is t;.:~_rger {han the first si.'!e I 1 
---------------------- --- I 
f While d¼pfoyin~l tn~i fofo~3r.hed kip1if ;.fre;f· c¼l*ihlli'£f ii ·tieiforiii ji ii l I 6 }Q 
I !oca6on on the touch•S{:\fi$itive surface that corre$ponds to a 1 ••••• L. _.,,-
1 !oc::.hon of a character kav 1n !he split kevtcoatd I I 
- - - - - - - - - - ._I.., - - - - - .._, - - - - .- - I 

r-- - ·- ·--- - --·- i _ --·- - ·- ·--·- - - ·-1 : •. 1i1 te_spcnsa ~ detecting the gesture at the !o~tion on the touch- 618 
I s1:.msitrve surtac<:i th;,1t corresponds 10 the locaii<m of ttie charsct£cir I I _,.., 
I key in the spl:it kayt>oarct. inputung anti c,.:incurrenl!y -ctisp!aylrig the I·-+ --· ·-
! c<irr,➔sponding <::han:icter in the fa$t tt:)::<! enhy area and lhe %1<::cnd I I 

! I _ _ _ _ • _ !axt en!!Y arn,"I cm th~dfsp)ay _ _ ___ J : 
~------------------- --- -
t - Display an animation that transmons the tmsprn ~;efboard to the- - l 6; 0 
:_ _________ integrf.lb;id if\p{it. arl:l.~ _ _ __ _ _ _ _ _ ~--- ,/ 

Figure6A 
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i A ! 600 --~_,~ "'-- • .,./' 

- - - - - - - -- - - - - - r _ - - - -- - - - -- - -, 5•0 1 WM!e displ.;.iying the 1:nfegtated input area, detecl. a seer.ind gesture on U1e I j,:;. 
: toUctH;;ansttive SW-face: f _,. 

i . -- --·-· -- ------ -- . -1 I.··· 1 
1 The second ge$ture i:s a mu!tlfinger pinch gesture at a iocatk)n on the i 1 . €:3'4 

: 1 tow:':h~s.ensHive surtace !hat c,-orresponds to the kicaucn of the integra!ed r···-r, ... 

1 1 input am.a on the display I I -------- ---- -----------I 
I t - - - - - - - - - - - - - - - - - - - - - - - - - - =i I e3e 
: I The second ge:srura is a tap gesture on a keyboard selei::tion k:on l•-v~r---
1 ....... · ... · ....... · ........ ····•: .............. · .... ········: ········.········.···· ... ····.········ I 

_______ ___ l ________ ---,6~ 
1 Iii r~-spor%e t◊ tkHectfr)g the secor.d gos.tum or1 the touctH;;ensitive sur1~ce, 1 .. ,,/ 
: replaclng the integrated inplit area with the tm:sp!it keyooarct 1 
I r-"':'----.-·--:----·-:-_--- .. --•~·-.----~.--1 I···.· 
I I Display an arnmaWm that transit~:ms the integ~tad !ti,pt.it araa to tha i I 6:}0 
I I tmsplit ~:eyooard l-----'"+y,,..,-· 

L:=::::=::::===== ::::=::::=:J 

l - ···• - · - -. - - .. - - • ·. •. - · - - - ·. · - • - - - - • · - ·- l 634 
j Th1l dtsplay i$ a t.oucn,-S(;l!)$rtive displ*lY that if)C!udes th1:.i tt~w::h,,,sr:,msili\/ti 1 / 
I ~m ~ 

Figure 6B 
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Display ~'l fo'$.t keyboard oii a display, the !lrst keyboan.i comprising a llrst 
ptw·li!ity of keys 

Delaet a key .adwafa:m ges:!ure at .a fln,! time at a locatk:-n on a touch,sensl:tive 
surface that cones.ponds to a !c-calion of a first key in the first keyboard 

In response to detecting the key activation gesture at the first time, activate 
the first key 

1= ...... ··· ·. ······· ····· ····- ,- ·-- ... - ··· · --····- ·- ,- ·- ... ··· · ···.···· ··· · 1 

! In response lo detecting the key activation gesture a1 the first time, ! 
1 disable a gesture recognizerfor the keyboard selection gesture for !he r··· 
1 predefined period of lime ! 

Dalect one or rncre contacts on the toucti--sensiHva surface at a second titn-a 
after the first time, the one or me-re conl:adl.Si <:W'respi.::mdfng to a keyboard 

selection gesture 
f ········ ··· -···-··· ......... ... ······ ······ -- •• ........ . • ............... ... ···- i 

704 
....._.,...,,..~~' 

700 
........... 1 

710 
i 

--✓--

1 The k!;lybo,:1rd se!f.~cHon gesture is tJ nioltmnger tiestore at ,J locati!:in nn ! 712 
1 the touc.h-,serisitlve surface th.at corresponds to tl'le !ocati<in <if the fast ~--- ,.,../ 
l keyboard on the disptay l 

Figure7A 
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In resptmse to detecting the orie ni- rnore contacts that conespond to !he 
keyboard selection gesture at the second time .aft-at the first fana; 

R:ep!ace the first keyboa(d with a second keyboard when the second 7'14 
time exceeds a predefined period of Urn~ after the fimt time -·- ·~---·/ 

r-- --------------------- I 
j Display an antmaHon !hat tran~itlons the first ke:"f'board to the •·' 716 
J . s _.. . ...,...,/ 
I second keyboard r- -· 

Maintain <:Hsplay of lfle first keyboard when the second Hrne ls less than 
the predefined period of time after the first tlrne-

718 
~.::•;•· 

720 1-----------------------------1 / 
The electronic device- is a portable electronic device 1---,... 

1-------------------------- .--1 
1 The display is a touch-sensitive- display that. lndudes the tooch-sensi't~te• t 7~F 
l ~~ ~ 

Figure7B 
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Conctm-ently disp!ay a fir'$! text entry Sr-0$ and an inte$wt:,t-Od input ;..vee1 on a 
i:Hspl.:ly, the lnt~irated iripUt$teti fnckidin1r e1 left portion with a le.ft $kle ct a 
split lmytmard; a right portion with a right side of the ip!ft keyboard; .;.md .;.t 

center portion in bet\~>'1:MHl the ieft portion and 1he right portion 

S0.2 
_._.,,/ 

i BM --------------------------------____ ,/ 
Detect a first contact on a touch~sensitive surface at a lo-cation that 

correspond$ to the center portion of the integrated input area 

Jn response to detecting mr,:Nement o:f too first (';0111l~ct along the touch­
sensihve surface, move the integK~!f.3d input .aret~ ln accordance with lhe 

movement, of the first contact \'•'hen lhe movement of the first contact e;:cee<ls 
a first movenent threshold 

Detect a second contact, distinct from the firnt contact, on the touch--sensith.re 
siJrf:ace at a 10:::anon that corresponds to the split ke'!,'board 

Date.ct movement of the second contact along the touchysensihve surface 

Figure SA 

800 
.,... ... ~--~/ 
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In response to detecting rnovemenl of the second contact along the touch­
sensiHve st1rf.1:1ce, move the integr.ated input are.a in accon:la11ce with the 

movement of th~ second contact when the rnovement of !he second contact 
exceeds a second movement threshold, the second movementthreshold 

being greater than the first movement threshold 

$l4 
,..,.. ... .,:-~i 

8t6 1-----------------------------1 ; 
A respediv~ moveroent mre$hOld is ;::1 ti.mdii:m of a horiztmtl::11 dist,)nce of a 1 -,.. 

1\~spective contad frcm i::I verlici::11 ~;:enterl ine of the bte~J(ated input ¥ea t 

1------- ------------------- ---1 
1 The integrated input ares is constrained to vartica! movement on the display I . . , 
1 and the int:e9rate<l input are .. ~ mov:es. ln acctiruaoce with t=i vertk:a! cornp-.:inet1t 1 8 ; 8 

1 of movement of a respectiv~ contact when a movement threshold for the v---·· 
1 respective cont.act is exoE1eded t 

1- --- --- -- --------- -- --- --- ---,a~ 
The left side of the split keyboard and the right slde of the split ke'yboard fw-j 

: rn,._lint."¼in fil<ed µosmo11s H,>l<ltive to each other within me fr'iti,i9r,)tect input are,J t 
l durlng movement of the integrated input area I 

Figure 88 
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Concurrently disptay on a display: an app!lcation content area with a flrst size, 902 
and f.)i'l input -.vea with a kizybr)tirtl, ttie if1put .itea tJ1sin1~ adlai:.:eilt to and _,) 

sef)ar,.3te fn:mi ltifj appHc,Mk>r1 conti:i11t art.ta •1vHh the f!rsl site.; me fripul ar«'i 
being at a bottom of the display 

Move the input atea a-way from the bottom of lhe disp!,::)Y over ttie 
application content area 

Increase the appticatbn content area to a second size larger than the 
first $i:te r--------------------- ----1 The first size of the appHcation content area has a first height; the 1 

secon,d she of' the ;;:ipp!ici~tion t::ontent area h1~s t~ set:::ond height; 1 
the input area has an input area height; and the second height is r·· 
greater than the fir:st hetght by an amount equal to the input area 1 

h~~i{iht J 

Figure 9 

906 
,.,,.,,.. ... :.,,,. . .-: .. •·} 
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Concurrently display a ti? . .x.t entry are,'1, a left side of a split keyboard< ,'1rK'i a 1 (H12 
right side of a spm kr1yboard; !he ten side of !he spnt keyb<) .. m.l fnciuctiri9 .. t --~-/ 
ph..ira!io/ of m1M; of ~;eys and lhe right gide of the split keyboard indudiri;g a 

corresponding pitm:i!ity ot rows of k.eys 

! 1004 
) 

Det&;;t a iJ&!StutB at a k,,::alii)ri en a looi:.:h-si~risith>'e tut-face tht=it c0tresr:ii:mtls lo .... ~-
a predefined are-a adjacent to an<:! to the right cl a rightmost key in a 

respective row of the left side of the spH keyboard 

I - ·- - •. - - . - ·- - - - ·- - ·- - - • . - - · - - - ·- - - - l ·1{)00 
1 The prede~ned. area actJacent_to anct to th~ right <)f the: rigMmc~t key ln l ,--✓' 
1 the respective row of the ten s~::le of the spilt keyboard 1s an undisplayed r-·~ -~ 
1 key activ~stiorl atBa th;;it torresponds to !hi:} leftmost key in the l 
1 corresponding respedhte row of the fight side of the spHt keyboard i 

. .--_____________ ...__i _____________ ..., 1008 
,,/ 

!ri resp◊nse to ctcetecting the gesture at the !OC$li~':ln on the t◊liC.tl-$erisWve 
,:;,wfooo tMt corresponds to !he predt,!lned area .adjacent to and ki the r~;;iht of 

the rlgMrnost key in the respf.;-Cfoie row of thi.:.c left side of the spnt keyhi.:iar:d, 
entering ln the text entry area a character that corresponds to a leftmost ~;ey in 

a correspondirig respective row of foe right side ◊fthe spHt keyboard 

........... 

- · - • ·-- -· ---· · - · ·- --- --·. i . . . . . 

1 Detect a gesture at .,:t loc.;:atbn on the torn::h,sensmve .swfac-0 mat corresponds I iOJH 
: to a predefined area adjacent !o an,~ to t°:~ left o~ a. f.eHmost key in a respective ~--·j 

1 row of the right $ide of the spu keyb~rd 1 
:1 1-------·-------·--------·-----·1 I 

1 1 The predefine<l area adjacent ID and to the left ofthe !eflrnost key in lhe l ! 1~,12 
1 1 respective row of the fight side of the split keyboard is an unrlisp!eyad t-i------· 

1 1 key adlv.1:1h(>n area tha!. ix>n-espnnds to thi:i rlg!itmtist ki:iy in the 1 1 

1 i corresponding re:c'ipective row ot the left slde of the spM keyboard l I 

I ------------~yJ-------=----- _! 

'-....,,,,,_/_,,, 

Figure 10A 
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'10◊0"'·-~ [!;7 
·-.,,,., ....... ,.-·/ 

1------------ _j ___________ .- l 

1 !n response tc detacfo1g th$z gesti..ire :3t the !oei:ltfc:·1 on the touch-s-ensWve ! 1~)4 

I surfa~ th;:it o;:irrezponds to lhe pre,;:lefined area adJacent to and to the left of r----··· 

1 the _!efu~<Jst key in the respe-cfrve mw of tl1e r~;nt side <:">f the spH( keyboard. ! 

1 entenn-g m the text entry area a charactei- mat corresponds to a ngritmost 1<ey ! 

1 in a corresponding respe-cfrve row ot the left si:de ot dw split kEo:-yboar,j 1 
• •. ·+· ·+ --- .. • • .,,-.,. .,,-, .,,- .·•.·• .• - •• •. - ➔- --➔ --- .. • • .,,-.,. .,,-, .,,- .·•.·• • -. ·+ - ➔ --- --- -.· • .,,·v .,,-, .,,-~ 

1=========================-~=-1 
I Priorto ;JetElding the gt1~1clurEi, l1-Eltt3d a keyadivalkm geslum at a foM tlff!H at f 10~6 

1 a !oc.atio-n on the !Duch-sensih""e surface that corresponds to a location of a , ____ ,/ 
I vi:sible key in ttie sp!R keytY.Jt-ll'd ! 

.. .. . . . . . . .. .. .. . . . . . . ·_. · .. ·_ ·_. . ·* . . .. .. .. . . . . . . ·_. .. .. . ... ·. . .. . •i 

: ! n rasponse to detecting the gast'<lrn at a second time aftar Hie flfSt time: I 
f... • • - • - • - .- l !._ , 1 
1 Enter in the text entry area !Me charncterthat cotrnaponda to the leftmost ! f 1~,18 

: ! ·. !<.0y in ih(l GOff0t,~H:mdir:g r-Ec",SP0{~tiv0 mw ()T !h{~ right skl{~ pf th(l spf(i r-t/ 

1 1 1<e~'tx:iard when the sacond fo-:=-·,e is ~~s tt::ari a pradeHnad period of tirne i ! 

1 
l -after the fast !im~ 1 t 

I---------------------------- I 
I ! 
1 

! ++ N +· + + N N v v v N c+· v + + N N v v v N N +· + + + J j 

I : ~:~:::~~~'::~ :~ ::: ~~::;~~~= ~::;:~~::~:~1~1t~:r:~:~;:.: ~~ : : 1~,20 
I 1 !he spnt keyboard when lhe secorn:l mne Eixceeds Hie predefa,ed pertod !""_!", ... 
I I of time after the first faue i f 

L---=--=--------=---=------==~ 

Figure 108 
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CaM:t.menHy dlsp,ay a fii-st text sntly 1:1rea .ani:i 1:1i1 iritegi-ated ir,put atel:l. the 1102 
lntegi-ated input i:H~a 1ncl1.id!ng; ,l lefl ~mtfo.·m with a left sli:le <sf a spil l keyhoan:l; -~j 
.a dght porllon -with a right side of too split keyooard; and a center: poi-tion 'Nith 
a second text entry area, the center portion in hatween the left portion and the 

flf]ht por!k.m 

1104 
Detect a gesture at a !ocatfon on a touch-sensitive surface that ccrresponds to ____ ,) 

~i !(>C~ltkm <i ,'.3 dii)Hl-cter l<t~y in th(~ sp!tt k~iyb~>Md 

In response to detecting the gesture at the location on the touch-::mnsHive 
$Otfalte that ci:irresi:>onds h:i the !(>Ci:ilkm of !he char,lcter key in the ::ip!~t 

keybtiard, input ,=md com:tment!y display the cortesµonding character in the 
flrst text Mtt'f area and tha secc-nd tex1 entry area on the display 

I .. - . - - - - - -. - - -. - - - - - - - - - 11108 
1 Tha first te~t entry area tlisptays taxt t:it a 1lrst ~i~~e; .,m-d the sea:ind text eri!ty L,.J 
1 area displays a porhon ,.)f the text in the first te~;t aritiy area at a second si~.e I 
I that is larger than the first siui I 

1110 ,---·--- - ·-- ---··----·-- · --•-·------ .·--1 ) 
1 The 'Width of th<.:.1 integrated input area is the same as the width of the display r·--· 

i----------- ----- - ---- - --1 . 
1 ?'ac left_ si'.°e of ~~e s~Ht- keybo~rd and the rlg~t 5.ide ~ -t~e s~M l,;~yboard_ , 1 1 ·~ 2 
1 mwnta,n fote.d pos!ttons relative to ea<:h other wi!hin the integrated ,nput area ~---
! during movement of the inl~grated input ar<:J-a I 

I ----------------- - - - - - - - - - - 1 ·1•114 
1 ThH St~$xind tilxt Hntiy t~fE~a in<:ktdt>'i-i an i:niti:lditm f>Olnt thi:1! rHrnHlns st:~ikinmy ~ ... / 
1 on ihH d!sp!ay as text is enti:irnd I 

__ - ____ - __ - ____ - · -· - · ""'""'" __ ~- _____ - _ , 11 :·a 
I The second text entry area includes an insertion point !----·"' 

f - - - - - - · - - - - - - . - . - - - - - -.- - - - -- -i I . · .; 
1 Detect a gesture on the iotich-s~ns!tive surface at a location that I I 1) 8 
1 c-orre-sp-onds to the 1nserhon pomt :n the second text eniry area r··,-· 

r----- . • ______ I ------------, : . 
1 W:ove the !nsertkln p-olnt iri the second text entry area in accordance with I ! 11/0 
1 the gesture on the touch-sensitive surface at the location {hat rr_,,, 
j ,~>l're$pci)f1(l$ t(> !he irlScertk)n p¢irlt. i:i1 Hie OOCorid !ext er\try ~ir~,:I I I 

L~~--=:: __ ::: ___ ::~ __ _ ::~ __ ::J 
Figure 11A 
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1122 
: rnspi(IY Kixt "idtllilf; C(lfltrti!s kl !he t(mh~f p()ft!()O cit th(~ k!t~)f~n1t!Sld input ~H<:)~$ t., ... i 

! 1- _-- _ - _ ··_ -- ·- - _ ·- _ • __ - ·-·-· -1 I 

1 1 The tad editing ci:m!rols in the center portion of the integra!ed input area I i 1124 

1 I have cmmsponding text editing controts in !tie fast te;.:t entry aHw !w•.t·~-/ 

L - ·_ - - -~: - :: - - ~: - --- - ---- : - - _· - - ~ -~ - - ... ~ 
_ -------- -----*------------- __ ·1·1?6: 
! Oeh;,d a gesture on the touch...zensitive surface at a bc.ation that corresponds L •.• / 
I !o a led editing C<HitnJI in H1e center p-(lrtkm ()f the in!egrated inpu! are,:~ ! 
•-- ----- ------------ -- -- J 

_ _ _ _ _ _ _ __ _ _ _ _ _ _i - - - - -- - - - .- - - - - 1 ·12e 
I Exw.::ute a !ext editing cormnan··J in acoordance with !he fJes:!ure tm Hie touch-- \ .. ~) 
I zensitve surface .,it lhl.:.! !oca!lon that ct.itles.pom.:fa. lo thr:i text editing control I 
'------------- _______________ J 

I --,- "" ----· ----· '·"" '"" ---· .,_. ·'" ·•--· ·•--· ,,___ --,- --,- --,- "'" ----· '"'' ----•· .,_. .,_. ·"' -•--· ·•--· . ._,. ---,- --,- "" "" 1 1 ·1 yO 

1 Di:splay uzer•zele·ctab!e input e~1:1erts in the center portion -of !he integrated !-·•'..--
! mputarea 1 

J • -_ - --_ •-• • ~1 • _-~ - --•- - -~ - ~ 
1 Detect a ge~ture on ~e t~uch-zen~itlv: surface at a. bc.ati~n t~at cor~esponds I 11 l.2 
1 !O a user--seiectab!e mput element 1n t11e center portion of the mte~Jr<=1ted ff)put 1 ... ,,.,,. 
1 area ! 

,--------------!=-------------, 
I ln_respor~se to detecting !:M gesture on theh:~..1Ch•$$f~Sitive .m..irtace_at the ! ... "i' 
1 location that corresponds to the user,selectab!e mput element select the user~ 1 

11.f 4 

1 selectable input element i--,., 

I------- _-------- ---------111;~6 
1 Detect a gesture on {he touch•sensitive surface at a bcation that corresponds !w•·"./ 

1 to the center porllon of the integrated input area I 

I - -- - -- _! -- - ------- 1 

1 In respor~se to detadlng the gesture on the ti::iuch•ser~srnve .surface at the I 
1138 

1 k::icatlon ttiat rn:::rrnspnnds to the center portion of the integrated input mea, I ; 

1 display a popup view r,./ 

Figure 118 
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1100y••A .... , 

l - . • • • - • - - - - - - - • 11140 
j Deled -<cl ph.m,11ity of gestures on !he touchAs.ensitive surf:ace at a !ocafo::m that I • , 
• corresp,mds to the center portk.iri .of the integrated input area r_,✓ 
c .... ···_···· ........ ··.··· ·_··· , ............ , ... , .... , l_ ............ ·•.··· ., ... , ... , ...... ··.·' . .... - l 1112 

; Enter in the first text entry ar~ fmd the s.econd te;d entry an:c\a a character !hat !--···'/ 
'· corrnsp-onds to the p!ma!ity of gestures 1 

----- ------------ ---------, i Detec1 a plurality of gestures on !he touch-serwltive surface at a location that 1 
11,14 

• corresponds to the cen.ter portion ol the integrated input area r./ 

----------·---1 -------------

). - - - ·- - - - - - - - - - - - - - - - - - - - - 1111€'; 
;, f,,lake a drawing i.n accordance v.ilh the piurn!Hy of gestures f,_.,/ 

, _____________________________ 
1 

111s 

; Otsp!ay a su~mes!ed ·worr.l lo !he center porlkm of the intew·ated input tirea 1·~·•'/ 

- - - - - - - - - - - - - - =1= - - - - - - - - - - - - - -
I . . . . . . . . . . . . 1 1 ·. ~o 
l Detr:id a ~eskffe on th-i:t fouchAsensiUve surfacr:i ~it ~ loca!km that correspt1r1ds ! ' 1? • 
i to the SltgiJOSlB<l word i---✓·-

----- --- - l __ • -- -- - 1 
: Execute a text editing command in accordance ·t,"ith the gesture on the touch- ! 11 :2 
l• sensitive surface at the location that oorresponds to the suggested wmd t-··•·",... 

• 1 
i: Ditp!<3Y <3 p!eraMy of erni:ili ch1:1re<,!ers in t.he <::en!ei- podion tif the irs.!ew·eted 1 

11j 4 

• input area r-··----
= - - - - - - - = = = = - - =1= - - - - = = = = = = - - - -

' . . - . i -- . ·1 
; D&h,H:::! *1 <>estw:e on the toedH:.ensiHvi:i Sl1tiac1:! at ~ l:ocafo:m th~it corms>:H:lf1ds i 

11\>f.> " ,> . . . . . . . . . . . ,. I / 

; to ~m 1:irnoji cht:ir<~Cb:er in !he plurality of emojl ch~imcters r,,, ,. 

- -- ... - . --*- - ... -- - - 1 

! fri response to detecting tha ~sture on the tooctH;ensWva sutlaoo at tha I 11 ?8 

; bcation that corresponds to the emojl character, input and display tha erriof i r-/ 
• chamcter in the fast text entry area and foe second text entry area on the I 

drsp!ai ! 
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i100·-,,~ 

,.-----. ----- -----. -.·.- -, .. , 

1 Oispl,:1y a p!urnlity of uni code charnc!ers in the canter portion of !h0 inregmted I 11J0 
I i.np,it ,:1ri:1~~ r,,. 

1-- --- · __ l ____ •. •.• --l 

1 Detect ,t gestur~ tin the t<ludH,ensifo,e st.itf~<:e .~t a. k>c,:1tkm t.h,:1! (xinesp(lt1(ls I 112 

1 kl t~ w11ccde chanictet m the p!l,rahty of unict,de cha meters r· ..... 
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DEVICE, METHOD, AND GRAPHICAL USER 
INTERFACE FOR MANIPULATING SOFT 

KEYBOARDS 

RELATED APPLICATIONS 

[0001] This application claims priority to U.S. Provisional 
Application Ser. No. 61/410,862, filed Nov. 5, 2010, entitled 
"Device, Method, and Graphical User Interface for Manipu­
lating Soft Keyboard," which is incorporated herein by refer­
ence in its entirety. 
[0002] This application is also related to the following: (1) 
U.S. application Ser. No. ___ , filed ___ , entitled 
"Device, Method, and Graphical User Interface for Manipu­
lating Soft Keyboards," (Attorney Docket No. P9740US1/ 
63266-5300US); (2) U.S. application Ser. No. __ , filed 
___ , entitled "Device, Method, and Graphical User Inter­
face for Manipulating Soft Keyboards," (Attorney Docket 
No. P9741US1/63266-5301US); (3) U.S. application Ser. 
No. ___ , filed ___ , entitled "Device, Method, and 
Graphical User Interface for Manipulating Soft Keyboards," 
(Attorney Docket No. P9742US1/63266-5302US); (4) U.S. 
application Ser. No. ___ , filed ___ , entitled "Device, 
Method, and Graphical User Interface for Manipulating Soft 
Keyboards," (Attorney Docket No. P9743US1/63266-
5303US); (5)U.S. application Ser. No. __ , filed __ , 
entitled "Device, Method, and Graphical User Interface for 
Manipulating Soft Keyboards," (Attorney Docket No. 
P9746US1/63266-5304US); (6) U.S. application Ser. No. 
___ , filed ___ , entitled "Device, Method, and Graphi-
cal User Interface for Manipulating Soft Keyboards," (Attor­
ney Docket No. P9740US2/63266-5362US); and (7) U.S. 
application Ser. No. ___ , filed ___ , entitled "Device, 
Method, and Graphical User Interface for Manipulating Soft 
Keyboards," (Attorney Docket No. P9739US2/63266-
5363US), which are incorporated herein by reference in their 
entirety. 

TECHNICAL FIELD 

[0003] This relates generally to electronic devices with 
touch-sensitive surfaces, including but not limited to elec­
tronic devices with touch-sensitive surfaces that control a soft 
keyboard on a display. 

BACKGROUND 

[0004] The use of touch-sensitive surfaces as input devices 
for computers and other electronic computing devices has 
increased significantly in recent years. Exemplary touch-sen­
sitive surfaces include touch pads and touch screen displays. 
Such surfaces are widely used to manipulate user interface 
objects on a display. 
[0005] Exemplary user interface objects include soft key­
boards. Exemplary manipulations include selecting a soft 
keyboard, adjusting the position and/or size of the soft key­
board, and activating keys in the soft keyboard. A user may 
need to perform such manipulations on soft keyboards in a file 
management program ( e.g., Finder from Apple Inc. of Cuper­
tino, Calif.), an image management application (e.g., Aper­
ture or iPhoto from Apple Inc. of Cupertino, Calif.), a digital 
content (e.g., videos and music) management application 
(e.g., iTunes fromApple Inc. of Cupertino, Calif.), a drawing 
application, a presentation application ( e.g., Keynote from 
Apple Inc. of Cupertino, Calif.), a word processing applica­
tion (e.g., Pages from Apple Inc. of Cupertino, Calif.), a 
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website creation application ( e.g., iWeb from Apple Inc. of 
Cupertino, Calif.), a disk authoring application (e.g., iDVD 
from Apple Inc. of Cupertino, Calif.), or a spreadsheet appli­
cation ( e.g., Numbers from Apple Inc. of Cupertino, Calif.). 
[0006] But existing methods for performing these manipu­
lations are cumbersome and inefficient. For example, two­
thumb typing on an unsplit soft keyboard on a tablet-sized 
portable device while a user is holding the device is tedious 
and creates a significant cognitive burden on the user. In 
addition, existing methods take longer than necessary, 
thereby wasting energy. This latter consideration is particu­
larly important in battery-operated devices. 

SUMMARY 

[0007] Accordingly, there is a need for electronic devices 
with faster, more efficient methods and interfaces for manipu­
lating soft keyboards. Such methods and interfaces may 
complement or replace conventional methods for manipulat­
ing soft keyboards. Such methods and interfaces reduce the 
cognitive burden on a user and produce a more efficient 
human-machine interface. For battery-operated devices, such 
methods and interfaces conserve power and increase the time 
between battery charges. 
[0008] The above deficiencies and other problems associ­
ated with user interfaces for electronic devices with touch­
sensitive surfaces are reduced or eliminated by the disclosed 
devices. In some embodiments, the device is a desktop com­
puter. In some embodiments, the device is portable (e.g., a 
notebook computer, tablet computer, or handheld device). In 
some embodiments, the device has a touchpad. In some 
embodiments, the device has a touch-sensitive display (also 
known as a "touch screen" or "touch screen display"). In 
some embodiments, the device has a graphical user interface 
(GUI), one or more processors, memory and one or more 
modules, programs or sets of instructions stored in the 
memory for performing multiple functions. In some embodi­
ments, the user interacts with the GUI primarily through 
finger contacts and gestures on the touch-sensitive surface. In 
some embodiments, the functions may include image editing, 
drawing, presenting, word processing, website creating, disk 
authoring, spreadsheet making, game playing, telephoning, 
video conferencing, e-mailing, instant messaging, workout 
support, digital photographing, digital videoing, web brows­
ing, digital music playing, and/or digital video playing. 
Executable instructions for performing these functions may 
be included in a non-transitory computer readable storage 
medium or other computer program product configured for 
execution by one or more processors. 
[0009] In accordance with some embodiments, a method is 
performed at an electronic device with a display and a touch­
sensitive surface. The method includes: concurrently display­
ing a first text entry area and an unsplit keyboard on the 
display; detecting a gesture on the touch-sensitive surface; 
and, in response to detecting the gesture on the touch-sensi­
tive surface, replacing the unsplit keyboard with an integrated 
input area. The integrated input area includes: a left portion 
with a left side of a split keyboard; a right portion with a right 
side of the split keyboard; and a center portion in between the 
left portion and the right portion. 
[001 OJ In accordance with some embodiments, a method is 
performed at an electronic device with a display and a touch­
sensitive surface. The method includes: displaying a first 
keyboard on the display, the first keyboard comprising a first 
plurality of keys; detecting a key activation gesture at a first 
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time at a location on the touch-sensitive surface that corre­
sponds to a location of a first key in the first keyboard; in 
response to detecting the key activation gesture at the first 
time, activating the first key; detecting one or more contacts 
on the touch-sensitive surface at a second time after the first 
time, the one or more contacts corresponding to a keyboard 
selection gesture; and, in response to detecting the one or 
more contacts that correspond to the keyboard selection ges­
ture at the second time after the first time: replacing the first 
keyboard with a second keyboard when the second time 
exceeds a predefined period of time after the first time; and 
maintaining display of the first keyboard when the second 
time is less than the predefined period of time after the first 
time. 
[0011] In accordance with some embodiments, a method is 
performed at an electronic device with a display and a touch­
sensitive surface. The method includes: concurrently display­
ing a first text entry area and an integrated input area on the 
display, the integrated input area including: a left portion with 
a left side of a split keyboard; a right portion with a right side 
of the split keyboard; and a center portion in between the left 
portion and the right portion; detecting a first contact on the 
touch-sensitive surface at a location that corresponds to the 
center portion of the integrated input area; detecting move­
ment of the first contact along the touch-sensitive surface; in 
response to detecting movement of the first contact along the 
touch-sensitive surface, moving the integrated input area in 
accordance with the movement of the first contact when the 
movement of the first contact exceeds a first movement 
threshold; detecting a second contact, distinct from the first 
contact, on the touch-sensitive surface at a location that cor­
responds to the split keyboard; detecting movement of the 
second contact along the touch-sensitive surface; and, in 
response to detecting movement of the second contact along 
the touch-sensitive surface, moving the integrated input area 
in accordance with the movement of the second contact when 
the movement of the second contact exceeds a second move­
ment threshold, the second movement threshold being greater 
than the first movement threshold. 
[0012] In accordance with some embodiments, a method is 
performed at an electronic device with a display and a touch­
sensitive surface. The method includes: concurrently display­
ing on the display an application content area with a first size, 
and an input area with a keyboard, the input area being adja­
cent to and separate from the application content area with the 
first size, the input area being at a bottom of the display; 
detecting a gesture on the touch-sensitive surface; in response 
to detecting the gesture on the touch-sensitive surface: mov­
ing the input area away from the bottom of the display over 
the application content area; and increasing the application 
content area to a second size larger than the first size. 
[0013] In accordance with some embodiments, a method is 
performed at an electronic device with a display and a touch­
sensitive surface. The method includes: concurrently display­
ing a text entry area, a left side of a split keyboard, and a right 
side of a split keyboard, the left side of the split keyboard 
including a plurality of rows of keys and the right side of the 
split keyboard including a corresponding plurality of rows of 
keys; detecting a gesture at a location on the touch-sensitive 
surface that corresponds to a predefined area adjacent to and 
to the right of a rightmost key in a respective row of the left 
side of the split keyboard, wherein the rightmost key in the 
respective row of the left side of the split keyboard is unique 
to the left side of the split keyboard; and, in response to 
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detecting the gesture at the location on the touch-sensitive 
surface that corresponds to the predefined area adjacent to and 
to the right of the rightmost key in the respective row of the 
left side of the split keyboard, entering in the text entry area a 
character that corresponds to a leftmost key in a correspond­
ing respective row of the right side of the split keyboard. 
[0014] In accordance with some embodiments, a method is 
performed at an electronic device with a display and a touch­
sensitive surface. The method includes: concurrently display­
ing a first text entry area and an integrated input area, the 
integrated input area including: a left portion with a left side 
of a split keyboard; a right portion with a right side of the split 
keyboard; and a center portion with a second text entry area, 
the center portion in between the left portion and the right 
portion; detecting a gesture at a location on the touch-sensi­
tive surface that corresponds to a location of a character key in 
the split keyboard; and, in response to detecting the gesture at 
the location on the touch-sensitive surface that corresponds to 
the location of the character key in the split keyboard, input­
ting and concurrently displaying the corresponding character 
in the first text entry area and the second text entry area on the 
display. 
[0015] In accordance with some embodiments, a method is 
performed at an electronic device with a display and a touch­
sensitive surface. The method includes: concurrently display­
ing on the display an application content area that includes 
one or more text entry areas, and an input area with a keyboard 
that is displayed over the application content area; detecting a 
drag gesture on the touch-sensitive surface at a location that 
corresponds to the input area on the display; in response to 
detecting the drag gesture, moving the input area on the 
display in accordance with the drag gesture; detecting a flick 
gesture on the touch-sensitive surface at a location that cor­
responds to the input area on the display; and, in response to 
detecting the flick gesture, moving the input area on the 
display with inertia in accordance with the flick gesture such 
that the input area comes to rest at a location adjacent to and 
just below a text entry area in the application content area. 
[0016] In accordance with some embodiments, a method is 
performed at an electronic device with a display and a touch­
sensitive surface. The method includes: concurrently display­
ing on the display a first text entry area, and an integrated 
input area, the integrated input area including: a left portion 
with a left side of a split keyboard; a right portion with a right 
side of the split keyboard; and a center portion in between the 
left portion and the right portion; detecting a first input on the 
touch-sensitive surface; in response to detecting the first 
input, entering a reconfiguration mode for the integrated input 
area; and, while in the reconfiguration mode for the integrated 
input area: detecting a second input by a first thumb and/or a 
second thumb; in response to detecting the second input, 
adjusting the size of at least one of the left side and the right 
side of the split keyboard in the integrated input area; detect­
ing a third input; and, in response to detecting the third input, 
exiting the reconfiguration mode for the integrated input area. 
[0017] In accordance with some embodiments, an elec­
tronic device includes a display, a touch-sensitive surface, one 
or more processors, memory, and one or more programs. The 
one or more programs are stored in the memory and config­
ured to be executed by the one or more processors. The one or 
more programs include instructions for: concurrently dis­
playing a first text entry area and an unsplit keyboard on the 
display; detecting a gesture on the touch-sensitive surface; 
and, in response to detecting the gesture on the touch-sensi-
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tive surface, replacing the unsplit keyboard with an integrated 
input area, the integrated input area including: a left portion 
with a left side of a split keyboard; a right portion with a right 
side of the split keyboard; and a center portion in between the 
left portion and the right portion. 
[0018] In accordance with some embodiments, an elec­
tronic device includes a display, a touch-sensitive surface, one 
or more processors, memory, and one or more programs. The 
one or more programs are stored in the memory and config­
ured to be executed by the one or more processors. The one or 
more programs include instructions for: displaying a first 
keyboard on the display, the first keyboard comprising a first 
plurality of keys; detecting a key activation gesture at a first 
time at a location on the touch-sensitive surface that corre­
sponds to a location of a first key in the first keyboard; in 
response to detecting the key activation gesture at the first 
time, activating the first key; detecting one or more contacts 
on the touch-sensitive surface at a second time after the first 
time, the one or more contacts corresponding to a keyboard 
selection gesture; and, in response to detecting the one or 
more contacts that correspond to the keyboard selection ges­
ture at the second time after the first time: replacing the first 
keyboard with a second keyboard when the second time 
exceeds a predefined period of time after the first time; and 
maintaining display of the first keyboard when the second 
time is less than the predefined period of time after the first 
time. 
[0019] In accordance with some embodiments, an elec­
tronic device includes a display, a touch-sensitive surface, one 
or more processors, memory, and one or more programs. The 
one or more programs are stored in the memory and config­
ured to be executed by the one or more processors. The one or 
more programs include instructions for: concurrently dis­
playing a first text entry area and an integrated input area on 
the display, the integrated input area including: a left portion 
with a left side of a split keyboard; a right portion with a right 
side of the split keyboard; and a center portion in between the 
left portion and the right portion; detecting a first contact on 
the touch-sensitive surface at a location that corresponds to 
the center portion of the integrated input area; detecting 
movement of the first contact along the touch-sensitive sur­
face; in response to detecting movement of the first contact 
along the touch-sensitive surface, moving the integrated input 
area in accordance with the movement of the first contact 
when the movement of the first contact exceeds a first move­
ment threshold; detecting a second contact, distinct from the 
first contact, on the touch-sensitive surface at a location that 
corresponds to the split keyboard; detecting movement of the 
second contact along the touch-sensitive surface; and, in 
response to detecting movement of the second contact along 
the touch-sensitive surface, moving the integrated input area 
in accordance with the movement of the second contact when 
the movement of the second contact exceeds a second move­
ment threshold, the second movement threshold being greater 
than the first movement threshold. 
[0020] In accordance with some embodiments, an elec­
tronic device includes a display, a touch-sensitive surface, one 
or more processors, memory, and one or more programs. The 
one or more programs are stored in the memory and config­
ured to be executed by the one or more processors. The one or 
more programs include instructions for: concurrently dis­
playing on the display an application content area with a first 
size, and an input area with a keyboard, the input area being 
adjacent to and separate from the application content area 
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with the first size, the input area being at a bottom of the 
display; detecting a gesture on the touch-sensitive surface; in 
response to detecting the gesture on the touch-sensitive sur­
face: moving the input area away from the bottom of the 
display over the application content area; and increasing the 
application content area to a second size larger than the first 
size. 
[0021] In accordance with some embodiments, an elec­
tronic device includes a display, a touch-sensitive surface, one 
or more processors, memory, and one or more programs. The 
one or more programs are stored in the memory and config­
ured to be executed by the one or more processors. The one or 
more programs include instructions for: concurrently dis­
playing a text entry area, a left side of a split keyboard, and a 
right side of a split keyboard, the left side of the split keyboard 
including a plurality of rows of keys and the right side of the 
split keyboard including a corresponding plurality of rows of 
keys; detecting a gesture at a location on the touch-sensitive 
surface that corresponds to a predefined area adjacent to and 
to the right of a rightmost key in a respective row of the left 
side of the split keyboard, wherein the rightmost key in the 
respective row of the left side of the split keyboard is unique 
to the left side of the split keyboard; and, in response to 
detecting the gesture at the location on the touch-sensitive 
surface that corresponds to the predefined area adjacent to and 
to the right of the rightmost key in the respective row of the 
left side of the split keyboard, entering in the text entry area a 
character that corresponds to a leftmost key in a correspond­
ing respective row of the right side of the split keyboard. 
[0022] In accordance with some embodiments, an elec­
tronic device includes a display, a touch-sensitive surface, one 
or more processors, memory, and one or more programs. The 
one or more programs are stored in the memory and config­
ured to be executed by the one or more processors. The one or 
more programs include instructions for: concurrently dis­
playing a first text entry area and an integrated input area, the 
integrated input area including: a left portion with a left side 
of a split keyboard; a right portion with a right side of the split 
keyboard; and a center portion with a second text entry area, 
the center portion in between the left portion and the right 
portion; detecting a gesture at a location on the touch-sensi­
tive surface that corresponds to a location of a character key in 
the split keyboard; and, in response to detecting the gesture at 
the location on the touch-sensitive surface that corresponds to 
the location of the character key in the split keyboard, input­
ting and concurrently displaying the corresponding character 
in the first text entry area and the second text entry area on the 
display. 
[0023] In accordance with some embodiments, an elec­
tronic device includes a display, a touch-sensitive surface, one 
or more processors, memory, and one or more programs. The 
one or more programs are stored in the memory and config­
ured to be executed by the one or more processors. The one or 
more programs include instructions for: concurrently dis­
playing on the display an application content area that 
includes one or more text entry areas, and an input area with 
a keyboard that is displayed over the application content area; 
detecting a drag gesture on the touch-sensitive surface at a 
location that corresponds to the input area on the display; in 
response to detecting the drag gesture, moving the input area 
on the display in accordance with the drag gesture; detecting 
a flick gesture on the touch-sensitive surface at a location that 
corresponds to the input area on the display; and, in response 
to detecting the flick gesture, moving the input area on the 
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display with inertia in accordance with the flick gesture such 
that the input area comes to rest at a location adjacent to and 
just below a text entry area in the application content area. 
[0024] In accordance with some embodiments, an elec­
tronic device includes a display, a touch-sensitive surface, one 
or more processors, memory, and one or more programs. The 
one or more programs are stored in the memory and config­
ured to be executed by the one or more processors. The one or 
more programs include instructions for: concurrently dis­
playing on the display a first text entry area, and an integrated 
input area, the integrated input area including: a left portion 
with a left side of a split keyboard; a right portion with a right 
side of the split keyboard; and a center portion in between the 
left portion and the right portion; detecting a first input on the 
touch-sensitive surface; in response to detecting the first 
input, entering a reconfiguration mode for the integrated input 
area; and, while in the reconfiguration mode for the integrated 
input area: detecting a second input by a first thumb and/or a 
second thumb; in response to detecting the second input, 
adjusting the size of at least one of the left side and the right 
side of the split keyboard in the integrated input area; detect­
ing a third input; and, in response to detecting the third input, 
exiting the reconfiguration mode for the integrated input area. 
[0025] In accordance with some embodiments, a graphical 
user interface on an electronic device with a display, a touch­
sensitive surface, a memory, and one or more processors to 
execute one or more programs stored in the memory includes 
concurrently displayed: a first text entry area and an unsplit 
keyboard; wherein: in response to detection of a gesture on 
the touch-sensitive surface, the unsplit keyboard is replaced 
with an integrated input area, the integrated input area includ­
ing: a left portion with a left side of a split keyboard; a right 
portion with a right side of the split keyboard; and a center 
portion in between the left portion and the right portion. 
[0026] In accordance with some embodiments, a graphical 
user interface on an electronic device with a display, a touch­
sensitive surface, a memory, and one or more processors to 
execute one or more programs stored in the memory includes 
a first keyboard, the first keyboard comprising a first plurality 
of keys; wherein: a key activation gesture is detected at a first 
time at a location on the touch-sensitive surface that corre­
sponds to a location of a first key in the first keyboard; in 
response to detecting the key activation gesture at the first 
time, the first key is activated; one or more contacts are 
detected on the touch-sensitive surface at a second time after 
the first time, the one or more contacts corresponding to a 
keyboard selection gesture; and, in response to detecting the 
one or more contacts that correspond to the keyboard selec­
tion gesture at the second time after the first time: the first 
keyboard is replaced with a second keyboard when the second 
time exceeds a predefined period of time after the first time; 
and display of the first keyboard is maintained when the 
second time is less than the predefined period of time after the 
first time. 
[0027] In accordance with some embodiments, a graphical 
user interface on an electronic device with a display, a touch­
sensitive surface, a memory, and one or more processors to 
execute one or more programs stored in the memory includes 
concurrently displayed: a first text entry area and an inte­
grated input area, the integrated input area including: a left 
portion with a left side of a split keyboard; a right portion with 
a right side of the split keyboard; and a center portion in 
between the left portion and the right portion; wherein: a first 
contact is detected on the touch-sensitive surface at a location 
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that corresponds to the center portion of the integrated input 
area; movement of the first contact is detected along the 
touch-sensitive surface; in response to detecting movement of 
the first contact along the touch-sensitive surface, the inte­
grated input area is moved in accordance with the movement 
of the first contact when the movement of the first contact 
exceeds a first movement threshold; a second contact, distinct 
from the first contact, is detected on the touch-sensitive sur­
face at a location that corresponds to the split keyboard; 
movement of the second contact is detected along the touch­
sensitive surface; and, in response to detecting movement of 
the second contact along the touch-sensitive surface, the inte­
grated input area is moved in accordance with the movement 
of the second contact when the movement of the second 
contact exceeds a second movement threshold, the second 
movement threshold being greater than the first movement 
threshold. 
[0028] In accordance with some embodiments, a graphical 
user interface on an electronic device with a display, a touch­
sensitive surface, a memory, and one or more processors to 
execute one or more programs stored in the memory includes 
concurrently displayed: an application content area with a 
first size, and an input area with a keyboard, the input area 
being adjacent to and separate from the application content 
area with the first size, the input area being at a bottom of the 
display; wherein: a gesture is detected on the touch-sensitive 
surface; in response to detecting the gesture on the touch­
sensitive surface: the input area is moved away from the 
bottom of the display over the application content area; and 
the application content area is increased to a second size 
larger than the first size. 
[0029] In accordance with some embodiments, a graphical 
user interface on an electronic device with a display, a touch­
sensitive surface, a memory, and one or more processors to 
execute one or more programs stored in the memory includes 
concurrently displayed: a text entry area, a left side of a split 
keyboard, and a right side of a split keyboard, the left side of 
the split keyboard including a plurality of rows ofkeys and the 
right side of the split keyboard including a corresponding 
plurality of rows of keys; wherein: a gesture is detected at a 
location on the touch-sensitive surface that corresponds to a 
predefined area adjacent to and to the right of a rightmost key 
in a respective row of the left side of the split keyboard, 
wherein the rightmost key in the respective row of the left side 
of the split keyboard is unique to the left side of the split 
keyboard; and, in response to detecting the gesture at the 
location on the touch-sensitive surface that corresponds to the 
predefined area adjacent to and to the right of the rightmost 
key in the respective row of the left side of the split keyboard, 
a character that corresponds to a leftmost key in a correspond­
ing respective row of the right side of the split keyboard is 
entered in the text entry area. 
[0030] In accordance with some embodiments, a graphical 
user interface on an electronic device with a display, a touch­
sensitive surface, a memory, and one or more processors to 
execute one or more programs stored in the memory includes 
concurrently displayed: a first text entry area, and an inte­
grated input area, the integrated input area including: a left 
portion with a left side of a split keyboard; a right portion with 
a right side of the split keyboard; and a center portion with a 
second text entry area, the center portion in between the left 
portion and the right portion; wherein: a gesture is detected at 
a location on the touch-sensitive surface that corresponds to a 
location of a character key in the split keyboard; and, in 
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response to detecting the gesture at the location on the touch­
sensitive surface that corresponds to the location of the char­
acter key in the split keyboard, the corresponding character is 
inputted and concurrently displayed in the first text entry area 
and the second text entry area on the display. 
[0031] In accordance with some embodiments, a graphical 
user interface on an electronic device with a display, a touch­
sensitive surface, a memory, and one or more processors to 
execute one or more programs stored in the memory includes 
concurrently displayed: an application content area that 
includes one or more text entry areas, and an input area with 
a keyboard that is displayed over the application content area; 
wherein: a drag gesture is detected on the touch-sensitive 
surface at a location that corresponds to the input area on the 
display; in response to detecting the drag gesture, the input 
area is moved on the display in accordance with the drag 
gesture; a flick gesture is detected on the touch-sensitive 
surface at a location that corresponds to the input area on the 
display; and, in response to detecting the flick gesture, the 
input area is moved on the display with inertia in accordance 
with the flick gesture such that the input area comes to rest at 
a location adjacent to and just below a text entry area in the 
application content area. 
[0032] In accordance with some embodiments, a graphical 
user interface on an electronic device with a display, a touch­
sensitive surface, a memory, and one or more processors to 
execute one or more programs stored in the memory includes 
concurrently displayed: a first text entry area, and an inte­
grated input area, the integrated input area including: a left 
portion with a left side of a split keyboard; a right portion with 
a right side of the split keyboard; and a center portion in 
between the left portion and the right portion; wherein: a first 
input is detected on the touch-sensitive surface; in response to 
detecting the first input, a reconfiguration mode for the inte­
grated input area is entered; and, while in the reconfiguration 
mode for the integrated input area: a second input by a first 
thumb and/or a second thumb is detected; in response to 
detecting the second input, the size of at least one of the left 
side and the right side of the split keyboard in the integrated 
input area is adjusted; a third input is detected; and, in 
response to detecting the third input, the reconfiguration 
mode for the integrated input area is exited. 
[0033] In accordance with some embodiments, a non-tran­
sitory computer readable storage medium has stored therein 
instructions which when executed by an electronic device 
with a display and a touch-sensitive surface, cause the device 
to: concurrently display a first text entry area and an unsplit 
keyboard on the display; detect a gesture on the touch-sensi­
tive surface; and, in response to detecting the gesture on the 
touch-sensitive surface, replace the unsplit keyboard with an 
integrated input area, the integrated input area including: a 
left portion with a left side of a split keyboard; a right portion 
with a right side of the split keyboard; and a center portion in 
between the left portion and the right portion. 
[0034] In accordance with some embodiments, a non-tran­
sitory computer readable storage medium has stored therein 
instructions which when executed by an electronic device 
with a display and a touch-sensitive surface, cause the device 
to: display a first keyboard on the display, the first keyboard 
comprising a first plurality of keys; detect a key activation 
gesture at a first time at a location on the touch-sensitive 
surface that corresponds to a location of a first key in the first 
keyboard; in response to detecting the key activation gesture 
at the first time, activate the first key; detect one or more 
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contacts on the touch-sensitive surface at a second time after 
the first time, the one or more contacts corresponding to a 
keyboard selection gesture; and, in response to detecting the 
one or more contacts that correspond to the keyboard selec­
tion gesture at the second time after the first time: replace the 
first keyboard with a second keyboard when the second time 
exceeds a predefined period of time after the first time; and 
maintain display of the first keyboard when the second time is 
less than the predefined period of time after the first time. 
[0035] In accordance with some embodiments, a non-tran­
sitory computer readable storage medium has stored therein 
instructions which when executed by an electronic device 
with a display and a touch-sensitive surface, cause the device 
to: concurrently display a first text entry area and an inte­
grated input area on the display, the integrated input area 
including: a left portion with a left side of a split keyboard; a 
right portion with a right side of the split keyboard; and a 
center portion in between the left portion and the right por­
tion; detect a first contact on the touch-sensitive surface at a 
location that corresponds to the center portion of the inte­
grated input area; detect movement of the first contact along 
the touch-sensitive surface; in response to detecting move­
ment of the first contact along the touch-sensitive surface, 
move the integrated input area in accordance with the move­
ment of the first contact when the movement of the first 
contact exceeds a first movement threshold; detect a second 
contact, distinct from the first contact, on the touch-sensitive 
surface at a location that corresponds to the split keyboard; 
detect movement of the second contact along the touch-sen­
sitive surface; and, in response to detecting movement of the 
second contact along the touch-sensitive surface, move the 
integrated input area in accordance with the movement of the 
second contact when the movement of the second contact 
exceeds a second movement threshold, the second movement 
threshold being greater than the first movement threshold. 
[0036] In accordance with some embodiments, a non-tran­
sitory computer readable storage medium has stored therein 
instructions which when executed by an electronic device 
with a display and a touch-sensitive surface, cause the device 
to: concurrently display on the display an application content 
area with a first size, and an input area with a keyboard, the 
input area being adjacent to and separate from the application 
content area with the first size, the input area being at a bottom 
of the display; detect a gesture on the touch-sensitive surface; 
in response to detecting the gesture on the touch-sensitive 
surface: move the input area away from the bottom of the 
display over the application content area; and increase the 
application content area to a second size larger than the first 
size. 
[0037] In accordance with some embodiments, a non-tran­
sitory computer readable storage medium has stored therein 
instructions which when executed by an electronic device 
with a display and a touch-sensitive surface, cause the device 
to: concurrently display a text entry area, a left side of a split 
keyboard, and a right side of a split keyboard, the left side of 
the split keyboard including a plurality of rows ofkeys and the 
right side of the split keyboard including a corresponding 
plurality of rows of keys; detect a gesture at a location on the 
touch-sensitive surface that corresponds to a predefined area 
adjacent to and to the right of a rightmost key in a respective 
row of the left side of the split keyboard, wherein the right­
most key in the respective row of the left side of the split 
keyboard is unique to the left side of the split keyboard; and, 
in response to detecting the gesture at the location on the 
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touch-sensitive surface that corresponds to the predefined 
area adjacent to and to the right of the rightmost key in the 
respective row of the left side of the split keyboard, enter in 
the text entry area a character that corresponds to a leftmost 
key in a corresponding respective row of the right side of the 
split keyboard. 
[0038] In accordance with some embodiments, a non-tran­
sitory computer readable storage medium has stored therein 
instructions which when executed by an electronic device 
with a display and a touch-sensitive surface, cause the device 
to: concurrently display a first text entry area and an inte­
grated input area, the integrated input area including: a left 
portion with a left side of a split keyboard; a right portion with 
a right side of the split keyboard; and a center portion with a 
second text entry area, the center portion in between the left 
portion and the right portion; detect a gesture at a location on 
the touch-sensitive surface that corresponds to a location of a 
character key in the split keyboard; and, in response to detect­
ing the gesture at the location on the touch-sensitive surface 
that corresponds to the location of the character key in the 
split keyboard, input and concurrently display the corre­
sponding character in the first text entry area and the second 
text entry area on the display. 
[0039] In accordance with some embodiments, a non-tran­
sitory computer readable storage medium has stored therein 
instructions which when executed by an electronic device 
with a display and a touch-sensitive surface, cause the device 
to: concurrently display on the display an application content 
area that includes one or more text entry areas, and an input 
area with a keyboard that is displayed over the application 
content area; detect a drag gesture on the touch-sensitive 
surface at a location that corresponds to the input area on the 
display; in response to detecting the drag gesture, move the 
input area on the display in accordance with the drag gesture; 
detect a flick gesture on the touch-sensitive surface at a loca­
tion that corresponds to the input area on the display; and, in 
response to detecting the flick gesture, move the input area on 
the display with inertia in accordance with the flick gesture 
such that the input area comes to rest at a location adjacent to 
and just below a text entry area in the application content area. 
[0040] In accordance with some embodiments, a non-tran­
sitory computer readable storage medium has stored therein 
instructions which when executed by an electronic device 
with a display and a touch-sensitive surface, cause the device 
to: concurrently display on the display a first text entry area, 
and an integrated input area, the integrated input area includ­
ing: a left portion with a left side of a split keyboard; a right 
portion with a right side of the split keyboard; and a center 
portion in between the left portion and the right portion; 
detect a first input on the touch-sensitive surface; in response 
to detecting the first input, enter a reconfiguration mode for 
the integrated input area; and, while in the reconfiguration 
mode for the integrated input area: detect a second input by a 
first thumb and/or a second thumb; in response to detecting 
the second input, adjust the size of at least one of the left side 
and the right side of the split keyboard in the integrated input 
area; detect a third input; and, in response to detecting the 
third input, exit the reconfiguration mode for the integrated 
input area. 
[0041] In accordance with some embodiments, an elec­
tronic device includes: a display; a touch-sensitive surface; 
means for concurrently displaying a first text entry area and 
an unsplit keyboard on the display; means for detecting a 
gesture on the touch-sensitive surface; and, means for, in 
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response to detecting the gesture on the touch-sensitive sur­
face, replacing the unsplit keyboard with an integrated input 
area, the integrated input area including: a left portion with a 
left side of a split keyboard; a right portion with a right side of 
the split keyboard; and a center portion in between the left 
portion and the right portion. 

[0042] In accordance with some embodiments, an elec­
tronic device includes: a display; a touch-sensitive surface; 
means for displaying a first keyboard on the display, the first 
keyboard comprising a first plurality of keys; means for 
detecting a key activation gesture at a first time at a location on 
the touch-sensitive surface that corresponds to a location of a 
first key in the first keyboard; means for, in response to detect­
ing the key activation gesture at the first time, activating the 
first key; means for detecting one or more contacts on the 
touch-sensitive surface at a second time after the first time, the 
one or more contacts corresponding to a keyboard selection 
gesture; and, in response to detecting the one or more contacts 
that correspond to the keyboard selection gesture at the sec­
ond time after the first time: means for replacing the first 
keyboard with a second keyboard when the second time 
exceeds a predefined period of time after the first time; and 
means for maintaining display of the first keyboard when the 
second time is less than the predefined period of time after the 
first time. 
[0043] In accordance with some embodiments, an elec­
tronic device includes: a display; a touch-sensitive surface; 
means for concurrently displaying a first text entry area and 
an integrated input area on the display, the integrated input 
area including: a left portion with a left side of a split key­
board; a right portion with a right side of the split keyboard; 
and a center portion in between the left portion and the right 
portion; means for detecting a first contact on the touch­
sensitive surface at a location that corresponds to the center 
portion of the integrated input area; means for detecting 
movement of the first contact along the touch-sensitive sur­
face; means for, in response to detecting movement of the first 
contact along the touch-sensitive surface, moving the inte­
grated input area in accordance with the movement of the first 
contact when the movement of the first contact exceeds a first 
movement threshold; means for detecting a second contact, 
distinct from the first contact, on the touch-sensitive surface at 
a location that corresponds to the split keyboard; means for 
detecting movement of the second contact along the touch­
sensitive surface; and, means for, in response to detecting 
movement of the second contact along the touch-sensitive 
surface, moving the integrated input area in accordance with 
the movement of the second contact when the movement of 
the second contact exceeds a second movement threshold, the 
second movement threshold being greater than the first move­
ment threshold. 
[0044] In accordance with some embodiments, an elec­
tronic device includes: a display; a touch-sensitive surface; 
means for concurrently displaying on the display an applica­
tion content area with a first size, and an input area with a 
keyboard, the input area being adjacent to and separate from 
the application content area with the first size, the input area 
being at a bottom of the display; means for detecting a gesture 
on the touch-sensitive surface; in response to detecting the 
gesture on the touch-sensitive surface: means for moving the 
input area away from the bottom of the display over the 
application content area; and means for increasing the appli­
cation content area to a second size larger than the first size. 
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[0045] In accordance with some embodiments, an elec­
tronic device includes: a display; a touch-sensitive surface; 
means for concurrently displaying a text entry area, a left side 
of a split keyboard, and a right side of a split keyboard, the left 
side of the split keyboard including a plurality of rows of keys 
and the right side of the split keyboard including a corre­
sponding plurality of rows of keys; means for detecting a 
gesture at a location on the touch-sensitive surface that cor­
responds to a predefined area adjacent to and to the right of a 
rightmost key in a respective row of the left side of the split 
keyboard, wherein the rightmost key in the respective row of 
the left side of the split keyboard is unique to the left side of 
the split keyboard; and, means for, in response to detecting the 
gesture at the location on the touch-sensitive surface that 
corresponds to the predefined area adjacent to and to the right 
of the rightmost key in the respective row of the left side of the 
split keyboard, entering in the text entry area a character that 
corresponds to a leftmost key in a corresponding respective 
row of the right side of the split keyboard. 
[0046] In accordance with some embodiments, an elec­
tronic device includes: a display; a touch-sensitive surface; 
means for concurrently displaying a first text entry area and 
an integrated input area, the integrated input area including: a 
left portion with a left side of a split keyboard; a right portion 
with a right side of the split keyboard; and a center portion 
with a second text entry area, the center portion in between the 
left portion and the right portion; means for detecting a ges­
ture at a location on the touch-sensitive surface that corre­
sponds to a location of a character key in the split keyboard; 
and, means for in response to detecting the gesture at the 
location on the touch-sensitive surface that corresponds to the 
location of the character key in the split keyboard, inputting 
and concurrently displaying the corresponding character in 
the first text entry area and the second text entry area on the 
display. 
[0047] In accordance with some embodiments, an elec­
tronic device includes: a display; a touch-sensitive surface; 
means for concurrently displaying on the display an applica­
tion content area that includes one or more text entry areas, 
and an input area with a keyboard that is displayed over the 
application content area; means for detecting a drag gesture 
on the touch-sensitive surface at a location that corresponds to 
the input area on the display; means for, in response to detect­
ing the drag gesture, moving the input area on the display in 
accordance with the drag gesture; means for detecting a flick 
gesture on the touch-sensitive surface at a location that cor­
responds to the input area on the display; and, means for, in 
response to detecting the flick gesture, moving the input area 
on the display with inertia in accordance with the flick gesture 
such that the input area comes to rest at a location adjacent to 
and just below a text entry area in the application content area. 
[0048] In accordance with some embodiments, an elec­
tronic device includes: a display; a touch-sensitive surface; 
means for concurrently displaying on the display a first text 
entry area, and an integrated input area, the integrated input 
area including: a left portion with a left side of a split key­
board; a right portion with a right side of the split keyboard; 
and a center portion in between the left portion and the right 
portion; means for detecting a first input on the touch-sensi­
tive surface; means for in response to detecting the first input, 
entering a reconfiguration mode for the integrated input area; 
and, while in the reconfiguration mode for the integrated 
input area: means for detecting a second input by a first thumb 
and/ or a second thumb; means for, in response to detecting the 
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second input, adjusting the size of at least one of the left side 
and the right side of the split keyboard in the integrated input 
area; means for detecting a third input; and, means for, in 
response to detecting the third input, exiting the reconfigura­
tion mode for the integrated input area. 

[0049] In accordance with some embodiments, an informa­
tion processing apparatus for use in an electronic device with 
a display and a touch-sensitive surface includes: means for 
concurrently displaying a first text entry area and an unsplit 
keyboard on the display; means for detecting a gesture on the 
touch-sensitive surface; and, means for, in response to detect­
ing the gesture on the touch-sensitive surface, replacing the 
unsplit keyboard with an integrated input area, the integrated 
input area including: a left portion with a left side of a split 
keyboard; a right portion with a right side of the split key­
board; and a center portion in between the left portion and the 
right portion. 

[0050] In accordance with some embodiments, an informa­
tion processing apparatus for use in an electronic device with 
a display and a touch-sensitive surface includes: means for 
displaying a first keyboard on the display, the first keyboard 
comprising a first plurality of keys; means for detecting a key 
activation gesture at a first time at a location on the touch­
sensitive surface that corresponds to a location of a first key in 
the first keyboard; means for in response to detecting the key 
activation gesture at the first time, activating the first key; 
means for detecting one or more contacts on the touch-sen­
sitive surface at a second time after the first time, the one or 
more contacts corresponding to a keyboard selection gesture; 
and, in response to detecting the one or more contacts that 
correspond to the keyboard selection gesture at the second 
time after the first time: means for replacing the first keyboard 
with a second keyboard when the second time exceeds a 
predefined period of time after the first time; and means for 
maintaining display of the first keyboard when the second 
time is less than the predefined period of time after the first 
time. 
[0051] In accordance with some embodiments, an informa­
tion processing apparatus for use in an electronic device with 
a display and a touch-sensitive surface includes: means for 
concurrently displaying a first text entry area and an inte­
grated input area on the display, the integrated input area 
including: a left portion with a left side of a split keyboard; a 
right portion with a right side of the split keyboard; and a 
center portion in between the left portion and the right por­
tion; means for detecting a first contact on the touch-sensitive 
surface at a location that corresponds to the center portion of 
the integrated input area; means for detecting movement of 
the first contact along the touch-sensitive surface; means for, 
in response to detecting movement of the first contact along 
the touch-sensitive surface, moving the integrated input area 
in accordance with the movement of the first contact when the 
movement of the first contact exceeds a first movement 
threshold; means for detecting a second contact, distinct from 
the first contact, on the touch-sensitive surface at a location 
that corresponds to the split keyboard; means for detecting 
movement of the second contact along the touch-sensitive 
surface; and, means for, in response to detecting movement of 
the second contact along the touch-sensitive surface, moving 
the integrated input area in accordance with the movement of 
the second contact when the movement of the second contact 
exceeds a second movement threshold, the second movement 
threshold being greater than the first movement threshold. 
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[0052] In accordance with some embodiments, an informa­
tion processing apparatus for use in an electronic device with 
a display and a touch-sensitive surface includes: means for 
concurrently displaying on the display an application content 
area with a first size, and an input area with a keyboard, the 
input area being adjacent to and separate from the application 
content area with the first size, the input area being at a bottom 
of the display; means for detecting a gesture on the touch­
sensitive surface; in response to detecting the gesture on the 
touch-sensitive surface: means for moving the input area 
away from the bottom of the display over the application 
content area; and means for increasing the application content 
area to a second size larger than the first size. 
[0053] In accordance with some embodiments, an informa­
tion processing apparatus for use in an electronic device with 
a display and a touch-sensitive surface includes: means for 
concurrently displaying a text entry area, a left side of a split 
keyboard, and a right side of a split keyboard, the left side of 
the split keyboard including a plurality of rows ofkeys and the 
right side of the split keyboard including a corresponding 
plurality of rows of keys; means for detecting a gesture at a 
location on the touch-sensitive surface that corresponds to a 
predefined area adjacent to and to the right of a rightmost key 
in a respective row of the left side of the split keyboard, 
wherein the rightmost key in the respective row of the left side 
of the split keyboard is unique to the left side of the split 
keyboard; and, means for in response to detecting the gesture 
at the location on the touch-sensitive surface that corresponds 
to the predefined area adjacent to and to the right of the 
rightmost key in the respective row of the left side of the split 
keyboard, entering in the text entry area a character that 
corresponds to a leftmost key in a corresponding respective 
row of the right side of the split keyboard. 
[0054] In accordance with some embodiments, an informa­
tion processing apparatus for use in an electronic device with 
a display and a touch-sensitive surface includes: means for 
concurrently displaying a first text entry area and an inte­
grated input area, the integrated input area including: a left 
portion with a left side of a split keyboard; a right portion with 
a right side of the split keyboard; and a center portion with a 
second text entry area, the center portion in between the left 
portion and the right portion; means for detecting a gesture at 
a location on the touch-sensitive surface that corresponds to a 
location of a character key in the split keyboard; and, means 
for in response to detecting the gesture at the location on the 
touch-sensitive surface that corresponds to the location of the 
character key in the split keyboard, inputting and concur­
rently displaying the corresponding character in the first text 
entry area and the second text entry area on the display. 
[0055] In accordance with some embodiments, an informa­
tion processing apparatus for use in an electronic device with 
a display and a touch-sensitive surface includes: means for 
concurrently displaying on the display an application content 
area that includes one or more text entry areas, and an input 
area with a keyboard that is displayed over the application 
content area; means for detecting a drag gesture on the touch­
sensitive surface at a location that corresponds to the input 
area on the display; means for, in response to detecting the 
drag gesture, moving the input area on the display in accor­
dance with the drag gesture; means for detecting a flick ges­
ture on the touch-sensitive surface at a location that corre­
sponds to the input area on the display; and, means for, in 
response to detecting the flick gesture, moving the input area 
on the display with inertia in accordance with the flick gesture 
such that the input area comes to rest at a location adjacent to 
and just below a text entry area in the application content area. 
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[0056] In accordance with some embodiments, an informa­
tion processing apparatus for use in an electronic device with 
a display and a touch-sensitive surface includes: means for 
concurrently displaying on the display a first text entry area, 
and an integrated input area, the integrated input area includ­
ing: a left portion with a left side of a split keyboard; a right 
portion with a right side of the split keyboard; and a center 
portion in between the left portion and the right portion; 
means for detecting a first input on the touch-sensitive sur­
face; means for, in response to detecting the first input, enter­
ing a reconfiguration mode for the integrated input area; and, 
while in the reconfiguration mode for the integrated input 
area: means for detecting a second input by a first thumb 
and/or a second thumb; means for, in response to detecting the 
second input, adjusting the size of at least one of the left side 
and the right side of the split keyboard in the integrated input 
area; means for detecting a third input; and, means for, in 
response to detecting the third input, exiting the reconfigura­
tion mode for the integrated input area. 
[0057] In accordance with some embodiments, an elec­
tronic device includes a display unit configured to concur­
rently display a first text entry area and an unsplit keyboard, a 
touch-sensitive surface unit configured to receive user ges­
tures, and a processing unit coupled to the display unit and the 
touch-sensitive surface unit. The processing unit is config­
ured to detect a gesture on the touch-sensitive surface unit, 
and, in response to detecting the gesture on the touch-sensi­
tive surface unit, replace the unsplit keyboard with an inte­
grated input area. The integrated input area includes a left 
portion with a left side of a split keyboard, a right portion with 
a right side of the split keyboard, and a center portion in 
between the left portion and the right portion. 
[0058] In accordance with some embodiments, an elec­
tronic device includes a display unit configured to display a 
first keyboard, the first keyboard including a first plurality of 
keys; a touch-sensitive surface unit configured to receive user 
gestures; and a processing unit coupled to the display unit and 
the touch-sensitive surface unit. The processing unit is con­
figured to detect a key activation gesture at a first time at a 
location on the touch-sensitive surface unit that corresponds 
to a location of a first key in the first keyboard; in response to 
detecting the key activation gesture at the first time, activate 
the first key; detect one or more contacts on the touch-sensi­
tive surface unit at a second time after the first time, the one or 
more contacts corresponding to a keyboard selection gesture; 
and in response to detecting the one or more contacts that 
correspond to the keyboard selection gesture at the second 
time after the first time: replace the first keyboard with a 
second keyboard on the display unit when the second time 
exceeds a predefined period of time after the first time; and 
maintain display of the first keyboard on the display unit 
when the second time is less than the predefined period of 
time after the first time. 
[0059] In accordance with some embodiments, an elec­
tronic device includes a display unit configured to concur­
rently display a first text entry area and an integrated input 
area, the integrated input area including a left portion with a 
left side of a split keyboard, a right portion with a right side of 
the split keyboard, and a center portion in between the left 
portion and the right portion; a touch-sensitive surface unit 
configured to receive user contacts and movements of the user 
contacts; and a processing unit coupled to the display unit and 
the touch-sensitive surface unit. The processing unit is con­
figured to detect a first contact on the touch-sensitive surface 
unit at a location that corresponds to the center portion of the 
integrated input area; detect movement of the first contact 
along the touch-sensitive surface unit; in response to detect-
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ing the movement of the first contact along the touch-sensitive 
surface unit, move the integrated input area on the display unit 
in accordance with the movement of the first contact when the 
movement of the first contact exceeds a first movement 
threshold; detect a second contact, distinct from the first 
contact, on the touch-sensitive surface unit at a location that 
corresponds to the split keyboard; detect movement of the 
second contact along the touch-sensitive surface unit; and, in 
response to detecting the movement of the second contact 
along the touch-sensitive surface unit, move the integrated 
input area on the display unit in accordance with the move­
ment of the second contact when the movement of the second 
contact exceeds a second movement threshold, the second 
movement threshold being greater than the first movement 
threshold. 
[0060] In accordance with some embodiments, an elec­
tronic device includes a display unit configured to concur­
rently display an application content area with a first size, and 
an input area with a keyboard, the input area being adjacent to 
and separate from the application content area with the first 
size, the input area being at a bottom of the display unit; a 
touch-sensitive surface unit configured to receive user ges­
tures; and a processing unit coupled to the display unit and the 
touch-sensitive surface unit. The processing unit is config­
ured to detect a gesture on the touch-sensitive surface unit; 
and, in response to detecting the gesture on the touch-sensi­
tive surface unit: move the input area away from the bottom of 
the display unit over the application content area, and 
increase a size of the application content area to a second size 
larger than the first size. 
[0061] In accordance with some embodiments, an elec­
tronic device includes a display unit configured to concur­
rently display a text entry area, a left side of a split keyboard, 
and a right side of a split keyboard, the left side of the split 
keyboard including a plurality of rows of keys and the right 
side of the split keyboard including a corresponding plurality 
of rows of keys; a touch-sensitive surface unit configured to 
receive user gestures; and a processing unit coupled to the 
display unit and the touch-sensitive surface unit. The process­
ing unit is configured to detect a gesture at a location on the 
touch-sensitive surface unit that corresponds to a predefined 
area adjacent to and to the right of a rightmost key in a 
respective row of the left side of the split keyboard; and, in 
response to detecting the gesture at the location on the touch­
sensitive surface unit that corresponds to the predefined area 
adjacent to and to the right of the rightmost key in the respec­
tive row of the left side of the split keyboard, enter in the text 
entry area a character that corresponds to a leftmost key in a 
corresponding respective row of the right side of the split 
keyboard. 
[0062] In accordance with some embodiments, an elec­
tronic device includes a display unit configured to concur­
rently display a first text entry area and an integrated input 
area, the integrated input area including a left portion with a 
left side of a split keyboard, a right portion with a right side of 
the split keyboard, and a center portion with a second text 
entry area, the center portion in between the left portion and 
the right portion; a touch-sensitive surface unit configured to 
receive user gestures; and a processing unit coupled to the 
display unit and the touch-sensitive surface unit. The process­
ing unit is configured to: detect a gesture at a location on the 
touch-sensitive surface unit that corresponds to a location of 
a character key in the split keyboard; and, in response to 
detecting the gesture at the location on the touch-sensitive 
surface unit that corresponds to the location of the character 
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key in the split keyboard, input and enable concurrent display 
of the corresponding character in the first text entry area and 
the second text entry area on the display unit. 
[0063] In accordance with some embodiments, an elec­
tronic device includes a display unit configured to concur­
rently display an application content area that includes one or 
more text entry areas, and an input area with a keyboard that 
is displayed over the application content area; a touch-sensi­
tive surface unit configured to receive user gestures; and a 
processing unit coupled to the display unit and the touch­
sensitive surface unit. The processing unit is configured to: 
detect a drag gesture on the touch-sensitive surface unit at a 
location that corresponds to the input area on the display unit; 
in response to detecting the drag gesture, move the input area 
on the display unit in accordance with the drag gesture; detect 
a flick gesture on the touch-sensitive surface unit at a location 
that corresponds to the input area on the display unit; and, in 
response to detecting the flick gesture, move the input area on 
the display unit with inertia in accordance with the flick 
gesture such that the input area comes to rest at a location 
adjacent to and just below a text entry area in the application 
content area. 
[0064] In accordance with some embodiments, an elec­
tronic device includes a display unit configured to concur­
rently display a first text entry area, and an integrated input 
area, the integrated input area including: a left portion with a 
left side of a split keyboard, a right portion with a right side of 
the split keyboard, and a center portion in between the left 
portion and the right portion; a touch-sensitive surface unit 
configured to receive user inputs; a processing unit coupled to 
the display unit and the touch-sensitive surface unit. The 
processing unit is configured to: detect a first input on the 
touch-sensitive surface unit; in response to detecting the first 
input, enter a reconfiguration mode for the integrated input 
area; while in the reconfiguration mode for the integrated 
input area: detect a second input by a first thumb and/or a 
second thumb; in response to detecting the second input, 
adjust the size of at least one of the left side and the right side 
of the split keyboard in the integrated input area; and detect a 
third input; and, in response to detecting the third input, exit 
the reconfiguration mode for the integrated input area. 
[0065] Thus, electronic devices with displays and touch­
sensitive surfaces are provided with faster, more efficient 
methods and interfaces for manipulating soft keyboards, 
thereby increasing the effectiveness, efficiency, and user sat­
isfaction with such devices. Such methods and interfaces may 
complement or replace conventional methods for manipulat­
ing soft keyboards. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0066] For a better understanding of the aforementioned 
embodiments of the invention as well as additional embodi­
ments thereof, reference should be made to the Description of 
Embodiments below, in conjunction with the following draw­
ings in which like reference numerals refer to corresponding 
parts throughout the figures. 
[0067] FIG. lA is a block diagram illustrating a portable 
multifunction device with a touch-sensitive display in accor­
dance with some embodiments. 
[0068] FIG. 1B is a block diagram illustrating exemplary 
components for event handling in accordance with some 
embodiments. 
[0069] FIG. 2 illustrates a portable multifunction device 
having a touch screen in accordance with some embodiments. 
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[0070] FIG. 3 is a block diagram of an exemplary multi­
function device with a display and a touch-sensitive surface in 
accordance with some embodiments. 
[ 0071] FIG. 4A illustrates an exemplary user interface for a 
menu of applications on a portable multifunction device in 
accordance with some embodiments. 
[0072] FIG. 4B illustrates an exemplary user interface for a 
multifunction device with a touch-sensitive surface that is 
separate from the display in accordance with some embodi­
ments. 
[0073] FIGS. 5A-5NNN illustrate exemplary user inter­
faces for manipulating soft keyboards in accordance with 
some embodiments. 
[0074] FIGS. 6A-6B are flow diagrams illustrating a 
method of replacing an unsplit keyboard with an integrated 
input area in accordance with some embodiments. 
[0075] FIGS. 7A-7B are flow diagrams illustrating a 
method of responding to a keyboard selection gesture in 
accordance with some embodiments. 
[0076] FIGS. 8A-8B are flow diagrams illustrating a 
method of moving an integrated input area in accordance with 
some embodiments. 
[0077] FIG. 9 is a flow diagram illustrating a method of 
moving an input area and adjusting the size of an application 
content area in accordance with some embodiments. 
[0078] FIGS. l0A-l0B are flow diagrams illustrating a 
method of entering characters with a split soft keyboard in 
accordance with some embodiments. 
[0079] FIGS. llA-llD are flow diagrams illustrating a 
method of using a center portion of an integrated input area in 
accordance with some embodiments. 
[0080] FIGS. 12A-12B are flow diagrams illustrating a 
method of moving an input area that includes a keyboard over 
an application content area in accordance with some embodi­
ments. 
[0081] FIGS. 13A-13B are flow diagrams illustrating a 
method of reconfiguring an integrated input area in accor­
dance with some embodiments. 
[0082] FIG. 14 is a functional block diagram of an elec­
tronic device in accordance with some embodiments. 
[0083] FIG. 15 is a functional block diagram of an elec­
tronic device in accordance with some embodiments. 
[0084] FIG. 16 is a functional block diagram of an elec­
tronic device in accordance with some embodiments. 
[0085] FIG. 17 is a functional block diagram of an elec­
tronic device in accordance with some embodiments. 
[0086] FIG. 18 is a functional block diagram of an elec­
tronic device in accordance with some embodiments. 
[0087] FIG. 19 is a functional block diagram of an elec­
tronic device in accordance with some embodiments. 
[0088] FIG. 20 is a functional block diagram of an elec­
tronic device in accordance with some embodiments. 
[0089] FIG. 21 is a functional block diagram of an elec­
tronic device in accordance with some embodiments. 

DESCRIPTION OF EMBODIMENTS 

[0090] Many electronic devices have graphical user inter­
faces with soft keyboards for character entry. On a relatively 
large portable device, such as a tablet computer, typing on an 
unsplit soft keyboard may be fine in certain situations, such as 
when the computer is resting on a solid surface, but problem­
atic in other situations. For example, unsplit keyboards are 
not convenient for typing when both hands are holding onto 
the device. Split soft keyboards may be better in these situa-
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tions. But the use of split keyboards for two-thumb typing 
when both hands are holding onto the device raises new issues 
that have not been recognized and/or properly addressed, 
such as: 

[0091] Easily converting between an unsplit keyboard 
and an integrated input area that includes a split key­
board; 

[0092] Preventing accidentally changing soft keyboards 
while typing ( e.g., from an unsplit keyboard to an inte­
grated input area with a split keyboard, or vice versa); 

[0093] Moving an integrated input area when desired, 
but preventing accidental movement of the integrated 
input area when a user contact moves during typing with 
the split keyboard; 

[0094] Moving an input area and adjusting the size of an 
application content area to display more of the applica­
tion; 

[0095] More efficiently entering characters during two­
thumb typing with a split soft keyboard; 

[0096] Using the center portion of an integrated input 
area to make character entry faster and more efficient 
during two-thumb typing; 

[0097] Moving an input area that includes a keyboard 
over an application content area so that the input area is 
just below a text entry area in the application; and 

[0098] Easily customizing a split keyboard in an inte-
grated input area to the size of the user's thumbs. 

[0099] The embodiments described below address these 
issues and related issues. 
[0100] Below, FIGS. lA-lB, 2, 3, and 14-21 provide a 
description of exemplary devices. FIGS. 4A-4B and 
5A-5NNN illustrate exemplary user interfaces for manipulat­
ing soft keyboards. FIGS. 6A-6B, 7A-7B, 8A-8B, 9, l0A­
l0B, llA-llD, 12A-12B, 13A-13B are flow diagrams illus­
trating methods of manipulating soft keyboards. The user 
interfaces in FIGS. 5A-5NNN are used to illustrate the pro­
cesses in FIGS. 6A-6B, 7A-7B, 8A-8B, 9, l0A-l0B, llA­
llD, 12A-12B, 13A-13B. 

Exemplary Devices 

[0101] Reference will now be made in detail to embodi­
ments, examples of which are illustrated in the accompanying 
drawings. In the following detailed description, numerous 
specific details are set forth in order to provide a thorough 
understanding of the present invention. However, it will be 
apparent to one of ordinary skill in the art that the present 
invention may be practiced without these specific details. In 
other instances, well-known methods, procedures, compo­
nents, circuits, and networks have not been described in detail 
so as not to unnecessarily obscure aspects of the embodi­
ments. 
[0102] It will also be understood that, although the terms 
first, second, etc. may be used herein to describe various 
elements, these elements should not be limited by these 
terms. These terms are only used to distinguish one element 
from another. For example, a first contact could be termed a 
second contact, and, similarly, a second contact could be 
termed a first contact, without departing from the scope of the 
present invention. The first contact and the second contact are 
both contacts, but they are not the same contact. 
[0103] The terminology used in the description of the 
invention herein is for the purpose of describing particular 
embodiments only and is not intended to be limiting of the 
invention. As used in the description of the invention and the 
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appended claims, the singular forms "a", "an" and "the" are 
intended to include the plural forms as well, unless the con­
text clearly indicates otherwise. It will also be understood that 
the term "and/or" as used herein refers to and encompasses 
any and all possible combinations of one or more of the 
associated listed items. It will be further understood that the 
terms "includes," "including," "comprises," and/or "compris­
ing," when used in this specification, specify the presence of 
stated features, integers, steps, operations, elements, and/or 
components, but do not preclude the presence or addition of 
one or more other features, integers, steps, operations, ele­
ments, components, and/or groups thereof. 
[0104] As used herein, the term "if' may be construed to 
mean "when" or "upon" or "in response to determining" or 
"in response to detecting," depending on the context. Simi­
larly, the phrase "if it is determined" or "if [ a stated condition 
or event] is detected" may be construed to mean "upon deter­
mining" or "in response to determining" or "upon detecting 
[the stated condition or event]" or "in response to detecting 
[the stated condition or event]," depending on the context. 
[0105] Embodiments of electronic devices, user interfaces 
for such devices, and associated processes for using such 
devices are described. In some embodiments, the device is a 
portable communications device, such as a mobile telephone, 
that also contains other functions, such as PDA and/or music 
player functions. Exemplary embodiments of portable mul­
tifunction devices include, without limitation, the iPhone®, 
iPod Touch®, and iPad® devices from Apple Inc. of Cuper­
tino, Calif. Other portable electronic devices, such as laptops 
or tablet computers with touch-sensitive surfaces ( e.g., touch 
screen displays and/or touch pads), may also be used. It 
should also be understood that, in some embodiments, the 
device is not a portable communications device, but is a 
desktop computer with a touch-sensitive surface ( e.g., a touch 
screen display and/or a touch pad). 
[0106] In the discussion that follows, an electronic device 
that includes a display and a touch-sensitive surface is 
described. It should be understood, however, that the elec­
tronic device may include one or more other physical user­
interface devices, such as a physical keyboard, a mouse and/ 
or a joystick. 
[0107] The device typically supports a variety of applica­
tions, such as one or more of the following: a drawing appli­
cation, a presentation application, a word processing appli­
cation, a website creation application, a disk authoring 
application, a spreadsheet application, a gaming application, 
a telephone application, a video conferencing application, an 
e-mail application, an instant messaging application, a work­
out support application, a photo management application, a 
digital camera application, a digital video camera application, 
a web browsing application, a digital music player applica­
tion, and/or a digital video player application. 
[0108] The various applications that may be executed on 
the device may use at least one common physical user-inter­
face device, such as the touch-sensitive surface. One or more 
functions of the touch-sensitive surface as well as corre­
sponding information displayed on the device may be 
adjusted and/or varied from one application to the next and/or 
within a respective application. In this way, a common physi­
cal architecture (such as the touch-sensitive surface) of the 
device may support the variety of applications with user inter­
faces that are intuitive and transparent to the user. 
[0109] Attention is now directed toward embodiments of 
portable devices with touch-sensitive displays. FIG. lA is a 
block diagram illustrating portable multifunction device 100 
with touch-sensitive displays 112 in accordance with some 
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embodiments. Touch-sensitive display 112 is sometimes 
called a "touch screen" for convenience, and may also be 
known as or called a touch-sensitive display system. Device 
100 may include memory 102 (which may include one or 
more computer readable storage mediums), memory control­
ler 122, one or more processing units (CPU's) 120, peripher­
als interface 118, RF circuitry 108, audio circuitry 110, 
speaker 111, microphone 113, input/output (I/0) subsystem 
106, other input or control devices 116, and external port 124. 
Device 100 may include one or more optical sensors 164. 
These components may communicate over one or more com­
munication buses or signal lines 103. 
[0110] It should be appreciated that device 100 is only one 
example of a portable multifunction device, and that device 
100 may have more or fewer components than shown, may 
combine two or more components, or may have a different 
configuration or arrangement of the components. The various 
components shown in FIG. lA may be implemented in hard­
ware, software, or a combination of both hardware and soft­
ware, including one or more signal processing and/or appli­
cation specific integrated circuits. 
[0111] Memory 102 may include high-speed random 
access memory and may also include non-volatile memory, 
such as one or more magnetic disk storage devices, flash 
memory devices, or other non-volatile solid-state memory 
devices. Access to memory 102 by other components of 
device 100, such as CPU 120 and the peripherals interface 
118, may be controlled by memory controller 122. 
[0112] Peripherals interface 118 can be used to couple 
input and output peripherals of the device to CPU 120 and 
memory 102. The one or more processors 120 run or execute 
various software programs and/or sets of instructions stored 
in memory 102 to perform various functions for device 100 
and to process data. 
[0113] In some embodiments, peripherals interface 118, 
CPU 120, and memory controller 122 may be implemented 
on a single chip, such as chip 104. In some other embodi­
ments, they may be implemented on separate chips. 
[0114] RF (radio frequency) circuitry 108 receives and 
sends RF signals, also called electromagnetic signals. RF 
circuitry 108 converts electrical signals to/from electromag­
netic signals and communicates with communications net­
works and other communications devices via the electromag­
netic signals. RF circuitry 108 may include well-known 
circuitry for performing these functions, including but not 
limited to an antenna system, an RF transceiver, one or more 
amplifiers, a tuner, one or more oscillators, a digital signal 
processor, a CODEC chipset, a subscriber identity module 
(SIM) card, memory, and so forth. RF circuitry 108 may 
communicate with networks, such as the Internet, also 
referred to as the World Wide Web (WWW), an intranet 
and/or a wireless network, such as a cellular telephone net­
work, a wireless local area network (LAN) and/or a metro­
politan area network (MAN), and other devices by wireless 
communication. The wireless communication may use any of 
a plurality of communications standards, protocols and tech­
nologies, including but not limited to Global System for 
Mobile Communications (GSM), Enhanced Data GSM Envi­
ronment (EDGE), high-speed downlink packet access (HS­
DPA), high-speed uplink packet access (HSUPA), wideband 
code division multiple access (W-CDMA), code division 
multiple access (CDMA), time division multiple access 
(TDMA), Bluetooth, Wireless Fidelity (Wi-Fi) (e.g., IEEE 
802.lla, IEEE 802.llb, IEEE 802.llg and/or IEEE 802. 
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1 ln), voice over Internet Protocol (VoIP), Wi-MAX, a proto­
col for e-mail ( e.g., Internet message access protocol (IMAP) 
and/or post office protocol (POP)), instant messaging (e.g., 
extensible messaging and presence protocol (XMPP), Ses­
sion Initiation Protocol for Instant Messaging and Presence 
Leveraging Extensions (SIMPLE), Instant Messaging and 
Presence Service (IMPS)), and/or Short Message Service 
(SMS), or any other suitable communication protocol, 
including communication protocols not yet developed as of 
the filing date of this document. 

[0115] Audio circuitry 110, speaker 111, and microphone 
113 provide an audio interface between a user and device 100. 
Audio circuitry 110 receives audio data from peripherals 
interface 118, converts the audio data to an electrical signal, 
and transmits the electrical signal to speaker 111. Speaker 
111 converts the electrical signal to human-audible sound 
waves. Audio circuitry 110 also receives electrical signals 
converted by microphone 113 from sound waves. Audio cir­
cuitry 110 converts the electrical signal to audio data and 
transmits the audio data to peripherals interface 118 for pro­
cessing. Audio data may be retrieved from and/or transmitted 
to memory 102 and/or RF circuitry 108 by peripherals inter­
face 118. In some embodiments, audio circuitry 110 also 
includes a headset jack ( e.g., 212, FIG. 2). The headset jack 
provides an interface between audio circuitry 110 and remov­
able audio input/output peripherals, such as output-only 
headphones or a headset with both output (e.g., a headphone 
for one or both ears) and input ( e.g., a microphone). 
[0116] I/O subsystem 106 couples input/output peripherals 
on device 100, such as touch screen 112 and other input 
control devices 116, to peripherals interface 118. I/O sub­
system 106 may include display controller 156 and one or 
more input controllers 160 for other input or control devices. 
The one or more input controllers 160 receive/send electrical 
signals from/to other input or control devices 116. The other 
input control devices 116 may include physical buttons (e.g., 
push buttons, rocker buttons, etc.), dials, slider switches,joy­
sticks, click wheels, and so forth. In some alternate embodi­
ments, input controller(s) 160 may be coupled to any (or 
none) of the following: a keyboard, infrared port, USB port, 
and a pointer device such as a mouse. The one or more buttons 
(e.g., 208, FIG. 2) may include an up/ down button for volume 
control of speaker 111 and/or microphone 113. The one or 
more buttons may include a push button (e.g., 206, FIG. 2). 
[0117] Touch-sensitive display 112 provides an input inter­
face and an output interface between the device and a user. 
Display controller 156 receives and/or sends electrical signals 
from/to touch screen 112. Touch screen 112 displays visual 
output to the user. The visual output may include graphics, 
text, icons, video, and any combination thereof ( collectively 
termed "graphics"). In some embodiments, some or all of the 
visual output may correspond to user-interface objects. 
[0118] Touch screen 112 has a touch-sensitive surface, sen­
sor or set of sensors that accepts input from the user based on 
haptic and/or tactile contact. Touch screen 112 and display 
controller 156 ( along with any associated modules and/or sets 
ofinstructions in memory 102) detect contact ( and any move­
ment or breaking of the contact) on touch screen 112 and 
converts the detected contact into interaction with user-inter­
face objects ( e.g., one or more soft keys, icons, web pages or 
images) that are displayed on touch screen 112. In an exem­
plary embodiment, a point of contact between touch screen 
112 and the user corresponds to a finger of the user. 
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[0119] Touch screen 112 may use LCD (liquid crystal dis­
play) technology, LPD (light emitting polymer display) tech­
nology, or LED (light emitting diode) technology, although 
other display technologies may be used in other embodi­
ments. Touch screen 112 and display controller 156 may 
detect contact and any movement or breaking thereof using 
any of a plurality of touch sensing technologies now known or 
later developed, including but not limited to capacitive, resis­
tive, infrared, and surface acoustic wave technologies, as well 
as other proximity sensor arrays or other elements for deter­
mining one or more points of contact with touch screen 112. 
In an exemplary embodiment, projected mutual capacitance 
sensing technology is used, such as that found in the iPhone®, 
iPod Touch®, and iPad® fromApple Inc. of Cupertino, Calif. 
[0120] Touch screen 112 may have a video resolution in 
excess ofl 00 dpi. In some embodiments, the touch screen has 
a video resolution of approximately 160 dpi. The user may 
make contact with touch screen 112 using any suitable object 
or appendage, such as a stylus, a finger, and so forth. In some 
embodiments, the user interface is designed to work primarily 
with finger-based contacts and gestures, which can be less 
precise than stylus-based input due to the larger area of con­
tact of a finger on the touch screen. In some embodiments, the 
device translates the rough finger-based input into a precise 
pointer/cursor position or command for performing the 
actions desired by the user. 
[0121] In some embodiments, in addition to the touch 
screen, device 100 may include a touchpad (not shown) for 
activating or deactivating particular functions. In some 
embodiments, the touchpad is a touch-sensitive area of the 
device that, unlike the touch screen, does not display visual 
output. The touchpad may be a touch-sensitive surface that is 
separate from touch screen 112 or an extension of the touch­
sensitive surface formed by the touch screen. 
[0122] Device 100 also includes power system 162 for 
powering the various components. Power system 162 may 
include a power management system, one or more power 
sources ( e.g., battery, alternating current (AC)), a recharging 
system, a power failure detection circuit, a power converter or 
inverter, a power status indicator ( e.g., a light-emitting diode 
(LED)) and any other components associated with the gen­
eration, management and distribution of power in portable 
devices. 
[0123] Device 100 may also include one or more optical 
sensors 164. FIG. lA shows an optical sensor coupled to 
optical sensor controller 158 in I/O subsystem 106. Optical 
sensor 164 may include charge-coupled device (CCD) or 
complementary metal-oxide semiconductor (CMOS) pho­
totransistors. Optical sensor 164 receives light from the envi­
ronment, projected through one or more lens, and converts the 
light to data representing an image. In conjunction with imag­
ing module 143 (also called a camera module), optical sensor 
164 may capture still images or video. In some embodiments, 
an optical sensor is located on the back of device 100, oppo­
site touch screen display 112 on the front of the device, so that 
the touch screen display may be used as a viewfinder for still 
and/or video image acquisition. In some embodiments, 
another optical sensor is located on the front of the device so 
that the user's image may be obtained for videoconferencing 
while the user views the other video conference participants 
on the touch screen display. 
[0124] Device 100 may also include one or more proximity 
sensors 166. FIG. lA shows proximity sensor 166 coupled to 
peripherals interface 118. Alternately, proximity sensor 166 
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may be coupled to input controller 160 in I/O subsystem 106. 
In some embodiments, the proximity sensor turns off and 
disables touch screen 112 when the multifunction device is 
placed near the user's ear ( e.g., when the user is making a 
phone call). 
[0125] Device 100 may also include one or more acceler­
ometers 168. FIG. lA shows accelerometer 168 coupled to 
peripherals interface 118. Alternately, accelerometer 168 
may be coupled to an input controller 160 in I/O subsystem 
106. In some embodiments, information is displayed on the 
touch screen display in a portrait view or a landscape view 
based on an analysis of data received from the one or more 
accelerometers. Device 100 optionally includes, in addition 
to accelerometer(s) 168, a magnetometer (not shown) and a 
GPS (or GLONASS or other global navigation system) 
receiver (not shown) for obtaining information concerning 
the location and orientation (e.g., portrait or landscape) of 
device 100. 
[0126] In some embodiments, the software components 
stored in memory 102 include operating system 126, commu­
nication module ( or set of instructions) 128, contact/motion 
module ( or set ofinstructions) 130, graphics module ( or set of 
instructions) 132, text input module ( or set of instructions) 
134, Global Positioning System (GPS) module (or set of 
instructions) 135, and applications ( or sets of instructions) 
136. Furthermore, in some embodiments memory 102 stores 
device/global internal state 157, as shown in FIGS. lA and 3. 
Device/global internal state 157 includes one or more of: 
active application state, indicating which applications, if any, 
are currently active; display state, indicating what applica­
tions, views or other information occupy various regions of 
touch screen display 112; sensor state, including information 
obtained from the device's various sensors and input control 
devices 116; and location information concerning the 
device's location and/or attitude. 
[0127] Operating system 126 (e.g., Darwin, RTXC, 
LINUX, UNIX, OS X, WINDOWS, or an embedded operat­
ing system such as VxWorks) includes various software com­
ponents and/or drivers for controlling and managing general 
system tasks ( e.g., memory management, storage device con­
trol, power management, etc.) and facilitates communication 
between various hardware and software components. 
[0128] Communication module 128 facilitates communi­
cation with other devices over one or more external ports 124 
and also includes various software components for handling 
data received by RF circuitry 108 and/or external port 124. 
External port 124 (e.g., Universal Serial Bus (USB), 
FIREWIRE, etc.) is adapted for coupling directly to other 
devices or indirectly over a network ( e.g., the Internet, wire­
less LAN, etc.). In some embodiments, the external port is a 
multi-pin (e.g., 30-pin) connector that is the same as, or 
similar to and/or compatible with the 30-pin connector used 
on iPod (trademark of Apple Inc.) devices. 
[0129] Contact/motion module 130 may detect contact 
with touch screen 112 (in conjunction with display controller 
156) and other touch sensitive devices ( e.g., a touchpad or 
physical click wheel). Contact/motion module 130 includes 
various software components for performing various opera­
tions related to detection of contact, such as determining if 
contact has occurred (e.g., detecting a finger-down event), 
determining ifthere is movement of the contact and tracking 
the movement across the touch-sensitive surface ( e.g., detect­
ing one or more finger-dragging events), and determining if 
the contact has ceased (e.g., detecting a finger-up event or a 
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break in contact). Contact/motion module 130 receives con­
tact data from the touch-sensitive surface. Determining 
movement of the point of contact, which is represented by a 
series of contact data, may include determining speed (mag­
nitude), velocity (magnitude and direction), and/or an accel­
eration (a change in magnitude and/or direction) of the point 
of contact. These operations may be applied to single contacts 
(e.g., one finger contacts) or to multiple simultaneous con­
tacts (e.g., "multitouch"/multiple finger contacts). In some 
embodiments, contact/motion module 130 and display con­
troller 156 detect contact on a touchpad. 
[0130] Contact/motion module 130 may detect a gesture 
input by a user. Different gestures on the touch-sensitive 
surface have different contact patterns. Thus, a gesture may 
be detected by detecting a particular contact pattern. For 
example, detecting a finger tap gesture includes detecting a 
finger-down event followed by detecting a finger-up (lift off) 
event at the same position ( or substantially the same position) 
as the finger-down event ( e.g., at the position of an icon). As 
another example, detecting a finger swipe gesture on the 
touch-sensitive surface includes detecting a finger-down 
event followed by detecting one or more finger-dragging 
events, and subsequently followed by detecting a finger-up 
(lift off) event. 
[0131] Graphics module 132 includes various known soft­
ware components for rendering and displaying graphics on 
touch screen 112 or other display, including components for 
changing the intensity of graphics that are displayed. As used 
herein, the term "graphics" includes any object that can be 
displayed to a user, including without limitation text, web 
pages, icons (such as user-interface objects including soft 
keys), digital images, videos, animations and the like. 
[0132] In some embodiments, graphics module 132 stores 
data representing graphics to be used. Each graphic may be 
assigned a corresponding code. Graphics module 132 
receives, from applications etc., one or more codes specifying 
graphics to be displayed along with, if necessary, coordinate 
data and other graphic property data, and then generates 
screen image data to output to display controller 156. 
[0133] Text input module 134, which may be a component 
of graphics module 132, provides soft keyboards for entering 
text in various applications ( e.g., contacts 137, e-mail 140, IM 
141, browser 147, and any other application that needs text 
input). 
[0134] GPS module 135 determines the location of the 
device and provides this information for use in various appli­
cations ( e.g., to telephone 138 for use in location-based dial­
ing, to camera 143 as picture/video metadata, and to applica­
tions that provide location-based services such as weather 
widgets, local yellow page widgets, and map/navigation wid­
gets). 
[0135] Applications 136 may include the following mod­
ules ( or sets of instructions), or a subset or superset thereof: 

[0136] contacts module 137 (sometimes called an 
address book or contact list); 

[0137] telephone module 138; 
[0138] video conferencing module 139; 
[0139] e-mail client module 140; 
[0140] instant messaging (IM) module 141; 
[0141] workout support module 142; 
[0142] camera module 143 for still and/or video images; 
[0143] image management module 144; 
[0144] browser module 147; 
[0145] calendar module 148; 
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[0146] widget modules 149, which may include one or 
more of: weather widget 149-1, stocks widget 149-2, 
calculator widget 149-3, alarm clock widget 149-4, dic­
tionary widget 149-5, and other widgets obtained by the 
user, as well as user-created widgets 149-6; 

[0147] widget creator module 150 for making user-cre­
ated widgets 149-6; 

[0148] search module 151; 
[0149] video and music player module 152, which may 

be made up of a video player module and a music player 
module; 

[0150] notes module 153; 
[0151] map module 154; and/or 
[0152] online video module 155. 

[0153] Examples of other applications 136 that may be 
stored in memory 102 include other word processing appli­
cations, other image editing applications, drawing applica­
tions, presentation applications, JAVA-enabled applications, 
encryption, digital rights management, voice recognition, 
and voice replication. 
[0154] In conjunction with touch screen 112, display con­
troller 156, contact module 130, graphics module 132, and 
text input module 134, contacts module 137 may be used to 
manage an address book or contact list (e.g., stored in appli­
cation internal state 192 of contacts module 137 in memory 
102 or memory 370), including: adding name(s) to the 
address book; deleting name(s) from the address book; asso­
ciating telephone number(s), e-mail address(es), physical 
address( es) or other information with a name; associating an 
image with a name; categorizing and sorting names; provid­
ing telephone numbers or e-mail addresses to initiate and/or 
facilitate communications by telephone 138, video confer­
ence 139, e-mail 140, or IM 141; and so forth. 
[0155] In conjunction with RF circuitry 108, audio cir­
cuitry 110, speaker 111, microphone 113, touch screen 112, 
display controller 156, contact module 130, graphics module 
132, and text input module 134, telephone module 138 may 
be used to enter a sequence of characters corresponding to a 
telephone number, access one or more telephone numbers in 
address book 137, modify a telephone number that has been 
entered, dial a respective telephone number, conduct a con­
versation and disconnect or hang up when the conversation is 
completed. As noted above, the wireless communication may 
use any of a plurality of communications standards, protocols 
and technologies. 
[0156] In conjunction with RF circuitry 108, audio cir­
cuitry 110, speaker 111, microphone 113, touch screen 112, 
display controller 156, optical sensor 164, optical sensor con­
troller 158, contact module 130, graphics module 132, text 
input module 134, contact list 137, and telephone module 
138, videoconferencing module 139 includes executable 
instructions to initiate, conduct, and terminate a video con­
ference between a user and one or more other participants in 
accordance with user instructions. 
[0157] In conjunction with RF circuitry 108, touch screen 
112, display controller 156, contact module 130, graphics 
module 132, and text input module 134, e-mail client module 
140 includes executable instructions to create, send, receive, 
and manage e-mail in response to user instructions. In con­
junction with image management module 144, e-mail client 
module 140 makes it very easy to create and send e-mails with 
still or video images taken with camera module 143. 
[0158] In conjunction with RF circuitry 108, touch screen 
112, display controller 156, contact module 130, graphics 
module 132, and text input module 134, the instant messaging 
module 141 includes executable instructions to enter a 
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sequence of characters corresponding to an instant message, 
to modify previously entered characters, to transmit a respec­
tive instant message (for example, using a Short Message 
Service (SMS) or Multimedia Message Service (MMS) pro­
tocol for telephony-based instant messages or using XMPP, 
SIMPLE, or IMPS for Internet-based instant messages), to 
receive instant messages and to view received instant mes­
sages. In some embodiments, transmitted and/or received 
instant messages may include graphics, photos, audio files, 
video files and/or other attachments as are supported in a 
MMS and/or an Enhanced Messaging Service (EMS). As 
used herein, "instant messaging" refers to both telephony­
based messages (e.g., messages sent using SMS or MMS) and 
Internet-based messages (e.g., messages sent using XMPP, 
SIMPLE, or IMPS). 
[0159] In conjunction with RF circuitry 108, touch screen 
112, display controller 156, contact module 130, graphics 
module 132, text input module 134, GPS module 135, map 
module 154, and music player module 146, workout support 
module 142 includes executable instructions to create work­
outs ( e.g., with time, distance, and/or calorie burning goals); 
communicate with workout sensors (sports devices); receive 
workout sensor data; calibrate sensors used to monitor a 
workout; select and play music for a workout; and display, 
store and transmit workout data. 
[0160] In conjunction with touch screen 112, display con­
troller 156, optical sensor(s) 164, optical sensor controller 
158, contact module 130, graphics module 132, and image 
management module 144, camera module 143 includes 
executable instructions to capture still images or video (in­
cluding a video stream) and store them into memory 102, 
modify characteristics ofa still image or video, or delete a still 
image or video from memory 102. 
[0161] In conjunction with touch screen 112, display con­
troller 156, contact module 130, graphics module 132, text 
input module 134, and camera module 143, image manage­
ment module 144 includes executable instructions to arrange, 
modify (e.g., edit), or otherwise manipulate, label, delete, 
present ( e.g., in a digital slide show or album), and store still 
and/or video images. 
[0162] In conjunction with RF circuitry 108, touch screen 
112, display system controller 156, contact module 130, 
graphics module 132, and text input module 134, browser 
module 147 includes executable instructions to browse the 
Internet in accordance with user instructions, including 
searching, linking to, receiving, and displaying web pages or 
portions thereof, as well as attachments and other files linked 
to web pages. 
[0163] In conjunction with RF circuitry 108, touch screen 
112, display system controller 156, contact module 130, 
graphics module 132, text input module 134, e-mail client 
module 140, and browser module 147, calendar module 148 
includes executable instructions to create, display, modify, 
and store calendars and data associated with calendars (e.g., 
calendar entries, to do lists, etc.) in accordance with user 
instructions. 
[0164] In conjunction with RF circuitry 108, touch screen 
112, display system controller 156, contact module 130, 
graphics module 132, text input module 134, and browser 
module 147, widget modules 149 are mini-applications that 
may be downloaded and used by a user ( e.g., weather widget 
149-1, stocks widget 149-2, calculator widget 149-3, alarm 
clock widget 149-4, and dictionary widget 149-5) or created 
by the user (e.g., user-created widget 149-6). In some 
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embodiments, a widget includes an HTML (Hypertext 
Markup Language) file, a CSS (Cascading Style Sheets) file, 
and a JavaScript file. In some embodiments, a widget includes 
an XML (Extensible Markup Language) file and a JavaScript 
file (e.g., Yahoo! Widgets). 
[0165] In conjunction with RF circuitry 108, touch screen 
112, display system controller 156, contact module 130, 
graphics module 132, text input module 134, and browser 
module 147, the widget creator module 150 may be used by a 
user to create widgets ( e.g., turning a user-specified portion of 
a web page into a widget). 
[0166] In conjunction with touch screen 112, display sys­
tem controller 156, contact module 130, graphics module 
132, and text input module 134, search module 151 includes 
executable instructions to search for text, music, sound, 
image, video, and/ or other files in memory 102 that match one 
or more search criteria ( e.g., one or more user-specified 
search terms) in accordance with user instructions. 
[0167] In conjunction with touch screen 112, display sys­
tem controller 156, contact module 130, graphics module 
132, audio circuitry 110, speaker 111, RF circuitry 108, and 
browser module 147, video and music player module 152 
includes executable instructions that allow the user to down­
load and play back recorded music and other sound files 
stored in one or more file formats, such as MP3 or AAC files, 
and executable instructions to display, present or otherwise 
play back videos ( e.g., on touch screen 112 or on an external, 
connected display via external port 124). In some embodi­
ments, device 100 may include the fonctionality of an MP3 
player, such as an iPod (trademark of Apple Inc.). 
[0168] In conjunction with touch screen 112, display con­
troller 156, contact module 130, graphics module 132, and 
text input module 134, notes module 153 includes executable 
instructions to create and manage notes, to do lists, and the 
like in accordance with user instructions. 
[0169] In conjunction with RF circuitry 108, touch screen 
112, display system controller 156, contact module 130, 
graphics module 132, text input module 134, GPS module 
135, and browser module 147, map module 154 may be used 
to receive, display, modify, and store maps and data associ­
ated with maps (e.g., driving directions; data on stores and 
other points of interest at or near a particular location; and 
other location-based data) in accordance with user instruc­
tions. 
[0170] In conjunction with touch screen 112, display sys­
tem controller 156, contact module 130, graphics module 
132, audio circuitry 110, speaker 111, RF circuitry 108, text 
input module 134, e-mail client module 140, and browser 
module 147, online video module 155 includes instructions 
that allow the user to access, browse, receive ( e.g., by stream­
ing and/or download), play back ( e.g., on the touch screen or 
on an external, connected display via external port 124), send 
an e-mail with a link to a particular online video, and other­
wise manage online videos in one or more file formats, such 
as H.264. In some embodiments, instant messaging module 
141, rather than e-mail client module 140, is used to send a 
link to a particular online video. 
[0171] Each of the above identified modules and applica­
tions correspond to a set of executable instructions for per­
forming one or more functions described above and the meth­
ods described in this application ( e.g., the computer­
implemented methods and other information processing 
methods described herein). These modules (i.e., sets of 
instructions) need not be implemented as separate software 
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programs, procedures or modules, and thus various subsets of 
these modules may be combined or otherwise re-arranged in 
various embodiments. In some embodiments, memory 102 
may store a subset of the modules and data structures identi­
fied above. Furthermore, memory 102 may store additional 
modules and data structures not described above. 
[0172] In some embodiments, device 100 is a device where 
operation of a predefined set of functions on the device is 
performed exclusively through a touch screen and/or a touch­
pad. By using a touch screen and/or a touchpad as the primary 
input control device for operation of device 100, the number 
of physical input control devices (such as push buttons, dials, 
and the like) on device 100 may be reduced. 
[0173] The predefined set of fonctions that may be per­
formed exclusively through a touch screen and/or a touchpad 
include navigation between user interfaces. In some embodi­
ments, the touchpad, when touched by the user, navigates 
device 100 to a main, home, or root menu from any user 
interface that may be displayed on device 100. In such 
embodiments, the touchpad may be referred to as a "menu 
button." In some other embodiments, the menu button may be 
a physical push button or other physical input control device 
instead of a touchpad. 
[0174] FIG. lC is a block diagram illustrating exemplary 
components for event handling in accordance with some 
embodiments. In some embodiments, memory 102 (in FIGS. 
lA and 1B) or 370 (FIG. 3) includes event sorter 170 ( e.g., in 
operating system 126) and a respective application 136-1 
(e.g., any of the aforementioned applications 137-151, 155, 
380-390). 
[0175] Event sorter 170 receives event information and 
determines the application 136-1 and application view 191 of 
application 136-1 to which to deliver the event information. 
Event sorter 170 includes event monitor 171 and event dis­
patcher module 17 4. In some embodiments, application 
136-1 includes application internal state 192, which indicates 
the current application view(s) displayed on touch sensitive 
display 112 when the application is active or executing. In 
some embodiments, device/global internal state 157 is used 
by event sorter 170 to determine which application(s) is (are) 
currently active, and application internal state 192 is used by 
event sorter 170 to determine application views 191 to which 
to deliver event information. 
[0176] In some embodiments, application internal state 192 
includes additional information, such as one or more of: 
resume information to be used when application 136-1 
resumes execution, user interface state information that indi­
cates information being displayed or that is ready for display 
by application 136-1, a state queue for enabling the user to go 
back to a prior state or view of application 136-1, and a 
redo/undo queue of previous actions taken by the user. 
[0177] Event monitor 171 receives event information from 
peripherals interface 118. Event information includes infor­
mation about a sub-event (e.g., a user touch on touch-sensi­
tive display 112, as part of a multi-touch gesture). Peripherals 
interface 118 transmits information it receives from I/O sub­
system 106 or a sensor, such as proximity sensor 166, accel­
erometer(s) 168, and/or microphone 113 (through audio cir­
cuitry 110). Information that peripherals interface 118 
receives from I/O subsystem 106 includes information from 
touch-sensitive display 112 or a touch-sensitive surface. 
[0178] In some embodiments, event monitor 171 sends 
requests to the peripherals interface 118 at predetermined 
intervals. In response, peripherals interface 118 transmits 
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event information. In other embodiments, peripheral inter­
face 118 transmits event information only when there is a 
significant event ( e.g., receiving an input above a predeter­
mined noise threshold and/or for more than a predetermined 
duration). 
[0179] In some embodiments, event sorter 170 also 
includes a hit view determination module 172 and/or an active 
event recognizer determination module 173. 
[0180] Hit view determination module 172 provides soft­
ware procedures for determining where a sub-event has taken 
place within one or more views, when touch sensitive display 
112 displays more than one view. Views are made up of 
controls and other elements that a user can see on the display. 
[0181] Another aspect of the user interface associated with 
an application is a set of views, sometimes herein called 
application views or user interface windows, in which infor­
mation is displayed and touch-based gestures occur. The 
application views (of a respective application) in which a 
touch is detected may correspond to programmatic levels 
within a programmatic or view hierarchy of the application. 
For example, the lowest level view in which a touch is 
detected may be called the hit view, and the set of events that 
are recognized as proper inputs may be determined based, at 
least in part, on the hit view of the initial touch that begins a 
touch-based gesture. 
[0182] Hit view determination module 172 receives infor­
mation related to sub-events of a touch-based gesture. When 
an application has multiple views organized in a hierarchy, hit 
view determination module 172 identifies a hit view as the 
lowest view in the hierarchy which should handle the sub­
event. In most circumstances, the hit view is the lowest level 
view in which an initiating sub-event occurs (i.e., the first 
sub-event in the sequence of sub-events that form an event or 
potential event). Once the hit view is identified by the hit view 
determination module, the hit view typically receives all sub­
events related to the same touch or input source for which it 
was identified as the hit view. 
[0183] Active event recognizer determination module 173 
determines which view or views within a view hierarchy 
should receive a particular sequence of sub-events. In some 
embodiments, active event recognizer determination module 
173 determines that only the hit view should receive a par­
ticular sequence of sub-events. In other embodiments, active 
event recognizer determination module 173 determines that 
all views that include the physical location of a sub-event are 
actively involved views, and therefore determines that all 
actively involved views should receive a particular sequence 
of sub-events. In other embodiments, even if touch sub-events 
were entirely confined to the area associated with one par­
ticular view, views higher in the hierarchy would still remain 
as actively involved views. 
[0184] Event dispatcher module 174 dispatches the event 
information to an event recognizer ( e.g., event recognizer 
180). In embodiments including active event recognizer 
determination module 173, event dispatcher module 17 4 
delivers the event information to an event recognizer deter­
mined by active event recognizer determination module 173. 
In some embodiments, event dispatcher module 174 stores in 
an event queue the event information, which is retrieved by a 
respective event receiver module 182. 
[0185] In some embodiments, operating system 126 
includes event sorter 170. Alternatively, application 136-1 
includes event sorter 170. In yet other embodiments, event 
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sorter 170 is a stand-alone module, or a part of another mod­
ule stored in memory 102, such as contact/motion module 
130. 
[0186] In some embodiments, application 136-1 includes a 
plurality of event handlers 190 and one or more application 
views 191, each of which includes instructions for handling 
touch events that occur within a respective view of the appli­
cation's user interface. Each application view 191 of the 
application 136-1 includes one or more event recognizers 
180. Typically, a respective application view 191 includes a 
plurality of event recognizers 180. In other embodiments, one 
or more of event recognizers 180 are part of a separate mod­
ule, such as a user interface kit (not shown) or a higher level 
object from which application 136-1 inherits methods and 
other properties. In some embodiments, a respective event 
handler 190 includes one or more of: data updater 176, object 
updater 177, GUI updater 178, and/or event data 179 received 
from event sorter 170. Event handler 190 may utilize or call 
data updater 176, object updater 177 or GUI updater 178 to 
update the application internal state 192. Alternatively, one or 
more of the application views 191 includes one or more 
respective event handlers 190. Also, in some embodiments, 
one or more of data updater 176, object updater 177, and GUI 
updater 178 are included in a respective application view 191. 
[0187] A respective event recognizer 180 receives event 
information ( e.g., event data 179) from event sorter 170, and 
identifies an event from the event information. Event recog­
nizer 180 includes event receiver 182 and event comparator 
184. In some embodiments, event recognizer 180 also 
includes at least a subset of: metadata 183, and event delivery 
instructions 188 (which may include sub-event delivery 
instructions). 
[0188] Event receiver 182 receives event information from 
event sorter 170. The event information includes information 
about a sub-event, for example, a touch or a touch movement. 
Depending on the sub-event, the event information also 
includes additional information, such as location of the sub­
event. When the sub-event concerns motion of a touch the 
event information may also include speed and direction of the 
sub-event. In some embodiments, events include rotation of 
the device from one orientation to another ( e.g., from a por­
trait orientation to a landscape orientation, or vice versa), and 
the event information includes corresponding information 
about the current orientation (also called device attitude) of 
the device. 
[0189] Event comparator 184 compares the event informa­
tion to predefined event or sub-event definitions and, based on 
the comparison, determines an event or sub-event, or deter­
mines or updates the state of an event or sub-event. In some 
embodiments, event comparator 184 includes event defini­
tions 186. Event definitions 186 contain definitions of events 
( e.g., predefined sequences of sub-events), for example, event 
1 (187-1), event 2 (187-2), and others. In some embodiments, 
sub-events in an event 187 include, for example, touch begin, 
touch end, touch movement, touch cancellation, and multiple 
touching. In one example, the definition for event 1 (187-1) is 
a double tap on a displayed object. The double tap, for 
example, comprises a first touch (touch begin) on the dis­
played object for a predetermined phase, a first lift-off (touch 
end) for a predetermined phase, a second touch (touch begin) 
on the displayed object for a predetermined phase, and a 
second lift-off (touch end) for a predetermined phase. In 
another example, the definition for event 2 (187-2) is a drag­
ging on a displayed object. The dragging, for example, com-
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prises a touch (or contact) on the displayed object for a pre­
determined phase, a movement of the touch across touch­
sensitive display 112, and lift-off of the touch (touch end). In 
some embodiments, the event also includes information for 
one or more associated event handlers 190. 
[0190] In some embodiments, event definition 187 includes 
a definition of an event for a respective user-interface object. 
In some embodiments, event comparator 184 performs a hit 
test to determine which user-interface object is associated 
with a sub-event. For example, in an application view in 
which three user-interface objects are displayed on touch­
sensitive display 112, when a touch is detected on touch­
sensitive display 112, event comparator 184 performs a hit 
test to determine which of the three user-interface objects is 
associated with the touch (sub-event). If each displayed 
object is associated with a respective event handler 190, the 
event comparator uses the result of the hit test to determine 
which event handler 190 should be activated. For example, 
event comparator 184 selects an event handler associated with 
the sub-event and the object triggering the hit test. 
[0191] In some embodiments, the definition for a respective 
event 187 also includes delayed actions that delay delivery of 
the event information until after it has been determined 
whether the sequence of sub-events does or does not corre­
spond to the event recognizer's event type. 
[0192] When a respective event recognizer 180 determines 
that the series of sub-events do not match any of the events in 
event definitions 186, the respective event recognizer 180 
enters an event impossible, event failed, or event ended state, 
after which it disregards subsequent sub-events of the touch­
based gesture. In this situation, other event recognizers, if any, 
that remain active for the hit view continue to track and 
process sub-events of an ongoing touch-based gesture. 
[0193] In some embodiments, a respective event recognizer 
180 includes metadata 183 with configurable properties, 
flags, and/or lists that indicate how the event delivery system 
should perform sub-event delivery to actively involved event 
recognizers. In some embodiments, metadata 183 includes 
configurable properties, flags, and/or lists that indicate how 
event recognizers may interact with one another. In some 
embodiments, metadata 183 includes configurable proper­
ties, flags, and/or lists that indicate whether sub-events are 
delivered to varying levels in the view or programmatic hier­
archy. 
[0194] In some embodiments, a respective event recognizer 
180 activates event handler 190 associated with an event 
when one or more particular sub-events of an event are rec­
ognized. In some embodiments, a respective event recognizer 
180 delivers event information associated with the event to 
event handler 190. Activating an event handler 190 is distinct 
from sending (and deferred sending) sub-events to a respec­
tive hit view. In some embodiments, event recognizer 180 
throws a flag associated with the recognized event, and event 
handler 190 associated with the flag catches the flag and 
performs a predefined process. 
[0195] In some embodiments, event delivery instructions 
188 include sub-event delivery instructions that deliver event 
information about a sub-event without activating an event 
handler. Instead, the sub-event delivery instructions deliver 
event information to event handlers associated with the series 
of sub-events or to actively involved views. Event handlers 
associated with the series of sub-events or with actively 
involved views receive the event information and perform a 
predetermined process. 
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[0196] In some embodiments, data updater 176 creates and 
updates data used in application 136-1. For example, data 
updater 176 updates the telephone number used in contacts 
module 137, or stores a video file used in video player module 
145. In some embodiments, object updater 177 creates and 
updates objects used in application 136-1. For example, 
object updater 176 creates a new user-interface object or 
updates the position of a user-interface object. GUI updater 
178 updates the GUI. For example, GUI updater 178 prepares 
display information and sends it to graphics module 132 for 
display on a touch-sensitive display. 
[0197] In some embodiments, event handler(s) 190 
includes or has access to data updater 176, object updater 177, 
and GUI updater 178. In some embodiments, data updater 
176, object updater 177, and GUI updater 178 are included in 
a single module of a respective application 136-1 or applica­
tion view 191. In other embodiments, they are included in two 
or more software modules. 
[0198] It shall be understood that the foregoing discussion 
regarding event handling of user touches on touch-sensitive 
displays also applies to other forms of user inputs to operate 
multifunction devices 100 with input-devices, not all of 
which are initiated on touch screens, e.g., coordinating mouse 
movement and mouse button presses with or without single or 
multiple keyboard presses or holds, user movements taps, 
drags, scrolls, etc., on touch-pads, pen stylus inputs, move­
ment of the device, oral instructions, detected eye move­
ments, biometric inputs, and/or any combination thereof, 
which may be utilized as inputs corresponding to sub-events 
which define an event to be recognized. 
[0199] FIG. 2 illustrates a portable multifunction device 
100 having a touch screen 112 in accordance with some 
embodiments. The touch screen may display one or more 
graphics within user interface (UI) 200. In this embodiment, 
as well as others described below, a user may select one or 
more of the graphics by making a gesture on the graphics, for 
example, with one or more fingers 202 (not drawn to scale in 
the figure) or one or more styluses 203 (not drawn to scale in 
the figure). In some embodiments, selection of one or more 
graphics occurs when the user breaks contact with the one or 
more graphics. In some embodiments, the gesture may 
include one or more taps, one or more swipes (from left to 
right, right to left, upward and/or downward) and/or a rolling 
of a finger (from right to left, left to right, upward and/or 
downward) that has made contact with device 100. In some 
embodiments, inadvertent contact with a graphic may not 
select the graphic. For example, a swipe gesture that sweeps 
over an application icon may not select the corresponding 
application when the gesture corresponding to selection is a 
tap. 
[0200] Device 100 may also include one or more physical 
buttons, such as "home" or menu button 204. As described 
previously, menu button 204 may be used to navigate to any 
application 136 in a set of applications that may be executed 
on device 100. Alternatively, in some embodiments, the menu 
button is implemented as a soft key in a GUI displayed on 
touch screen 112. 
[0201] In one embodiment, device 100 includes touch 
screen 112, menu button 204, push button 206 for powering 
the device on/off and locking the device, volume adjustment 
button(s) 208, Subscriber Identity Module (SIM) card slot 
210, head set jack 212, and docking/charging external port 
124. Push button 206 may be used to turn the power on/off on 
the device by depressing the button and holding the button in 
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the depressed state for a predefined time interval; to lock the 
device by depressing the button and releasing the button 
before the predefined time interval has elapsed; and/or to 
unlock the device or initiate an unlock process. In an alterna­
tive embodiment, device 100 also may accept verbal input for 
activation or deactivation of some functions through micro­
phone 113. 
[0202] FIG. 3 is a block diagram of an exemplary multi­
function device with a display and a touch-sensitive surface in 
accordance with some embodiments. Device 300 need not be 
portable. In some embodiments, device 300 is a laptop com­
puter, a desktop computer, a tablet computer, a multimedia 
player device, a navigation device, an educational device 
(such as a child's learning toy), a gaming system, or a control 
device (e.g., a home or industrial controller). Device 300 
typically includes one or more processing units (CPU's) 310, 
one or more network or other communications interfaces 3 60, 
memory 370, and one or more communication buses 320 for 
interconnecting these components. Communication buses 
320 may include circuitry (sometimes called a chipset) that 
interconnects and controls communications between system 
components. Device 300 includes input/output (I/0) interface 
330 comprising display 340, which is typically a touch screen 
display. I/0 interface 330 also may include a keyboard and/or 
mouse (or other pointing device) 350 and touchpad 355. 
Memory 370 includes high-speed random access memory, 
such as DRAM, SRAM, DDR RAM or other random access 
solid state memory devices; and may include non-volatile 
memory, such as one or more magnetic disk storage devices, 
optical disk storage devices, flash memory devices, or other 
non-volatile solid state storage devices. Memory 370 may 
optionally include one or more storage devices remotely 
located from CPU(s) 310. In some embodiments, memory 
370 stores programs, modules, and data structures analogous 
to the programs, modules, and data structures stored in 
memory 102 of portable multifunction device 100 (FIG.1), or 
a subset thereof. Furthermore, memory 370 may store addi­
tional programs, modules, and data structures not present in 
memory 102 of portable multifunction device 100. For 
example, memory 370 of device 300 may store drawing mod­
ule 380, presentation module 382, word processing module 
384, website creation module 386, disk authoring module 
388, and/or spreadsheet module 390, while memory 102 of 
portable multifunction device 100 (FIG. 1) may not store 
these modules. 
[0203] Each of the above identified elements in FIG. 3 may 
be stored in one or more of the previously mentioned memory 
devices. Each of the above identified modules corresponds to 
a set of instructions for performing a function described 
above. The above identified modules or programs (i.e., sets of 
instructions) need not be implemented as separate software 
programs, procedures or modules, and thus various subsets of 
these modules may be combined or otherwise re-arranged in 
various embodiments. In some embodiments, memory 370 
may store a subset of the modules and data structures identi­
fied above. Furthermore, memory 370 may store additional 
modules and data structures not described above. 
[0204] Attention is now directed towards embodiments of 
user interfaces ("UI") that may be implemented on portable 
multifunction device 100. 
[0205] FIG. 4A illustrates an exemplary user interface for a 
menu of applications on portable multifunction device 100 in 
accordance with some embodiments. Similar user interfaces 
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may be implemented on device 300. In some embodiments, 
user interface 400 includes the following elements, or a subset 
or superset thereof: 

[0206] Signal strength indicator(s) 402 for wireless com-
munication(s), such as cellular and Wi-Fi signals; 

[0207] Time 404; 
[0208] Bluetooth indicator 405; 
[0209] Battery status indicator 406; 
[0210] Tray 408 with icons for frequently used applica­

tions, such as: 
[0211] Phone 138, which may include an indicator 

414 of the number of missed calls or voicemail mes­
sages; 

[0212] E-mail client 140, which may include an indi­
cator 410 of the number of unread e-mails; 

[0213] Browser 147; and 
[0214] Video and music player 152, also referred to as 

iPod (trademark of Apple Inc.) module 152; and 
[0215] Icons for other applications, such as: 

[0216] IM 141; 
[0217] Image management 144; 
[0218] Camera 143; 
[0219] Weather 149-1; 
[0220] Stocks 149-2; 
[0221] Workout support 142; 
[0222] Calendar 148; 
[0223] Alarm clock 149-4; 
[0224] Map 154; 
[0225] Notes 153; 
[0226] Settings 412, which provides access to settings 

for device 100 and its various applications 136; and 
[0227] Online video module 155, also referred to as 

YouTube (trademark of Google Inc.) module 155. 
[0228] FIG. 4B illustrates an exemplary user interface on a 
device (e.g., device 300, FIG. 3) with a touch-sensitive sur­
face 451 ( e.g., a tablet or touchpad 355, FIG. 3) that is sepa­
rate from the display 450 (e.g., touch screen display 112). 
Although many of the examples which follow will be given 
with reference to inputs on touch screen display 112 (where 
the touch sensitive surface and the display are combined), in 
some embodiments, the device detects inputs on a touch­
sensitive surface that is separate from the display, as shown in 
FIG. 4B. In some embodiments the touch sensitive surface 
(e.g., 451 in FIG. 4B)has a primary axis (e.g., 452 in FIG. 4B) 
that corresponds to a primary axis (e.g., 453 in FIG. 4B) on 
the display (e.g., 450). In accordance with these embodi­
ments, the device detects contacts ( e.g., 460 and 462 in FIG. 
4B) with the touch-sensitive surface 451 at locations that 
correspond to respective locations on the display ( e.g., in FIG. 
4B, 460 corresponds to 468 and 462 corresponds to 470). In 
this way, user inputs (e.g., contacts 460 and 462, and move­
ments thereof) detected by the device on the touch-sensitive 
surface (e.g., 451 in FIG. 4B) are used by the device to 
manipulate the user interface on the display ( e.g., 450 in FIG. 
4B) of the multifunction device when the touch-sensitive 
surface is separate from the display. It should be understood 
that similar methods may be used for other user interfaces 
described herein. 

User Interfaces and Associated Processes 

[0229] Attention is now directed towards embodiments of 
user interfaces ("UI") and associated processes that may be 
implemented on an electronic device with a display and a 
touch-sensitive surface, such as device 300 or portable mul­
tifunction device 100. 
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[0230] FIGS. SA-SNNN illustrate exemplary user inter­
faces for manipulating soft keyboards in accordance with 
some embodiments. The user interfaces in these figures are 
used to illustrate the processes described below, including the 
processes in FIGS. 6A-6B, 7 A-7B, 8A-8B, 9, lOA-10B, llA­
llD, 12A-12B, 13A-13B. 
[0231] FIG. SA depicts user interface (UI) 5000A dis­
played on touch-sensitive display 112 of a device ( e.g., device 
100). UI 5000Amay be a user interface in an application ( e.g., 
a notes application, a web browser application, etc.) on device 
100. UI 5000Aincludes text entry area 5002. Cursor5004 and 
input text 5006 are displayed in text entry area 5002. 
[0232] Unsplit soft keyboard 5008 is displayed on display 
112. The keys of unsplit soft keyboard 5008 are not split 
amongst two or more distinct keyboard portions. In some 
embodiments, unsplit soft keyboard 5008 includes keyboard 
split key 5012. In some embodiments, keyboard split key 
5012 shows an icon or other graphical indicia ( e.g., an icon or 
graphic showing two halves moving, as in splitting, apart) that 
keyboard split key 5012 may be used to switch to an inte­
grated input area that includes a split soft keyboard. 
[0233] FIG. SA also depicts exemplary gestures that, if 
detected, activate splitting of unsplit soft keyboard 5008 in 
response. Gesture 5010 is a two-finger de-pinch gesture per­
formed on unsplit soft keyboard 5008. Gesture 5010 includes 
finger contacts 5010-A and 5010-B moving apart from each 
other in directions 5011-A and 5011-B, respectively, on dis­
play 112. On the other hand, gesture 5014 is a tap gesture on 
keyboard split key 5012. 
[0234] In response to detection of either gesture 5010 or 
5014 on display 112, device 100 changes unsplit soft key­
board 5008 (FIG. SA) into integrated input area 5016 (FIG. 
SC). In some embodiments, an animation showing the tran­
sition from unsplit soft keyboard 5008 to integrated input area 
5016 is displayed on display 112. For example, the transi­
tional animation may show unsplit soft keyboard 5008 split­
ting into halves and center area 5016-C appearing between 
the halves, with the halves moving apart from each other in 
directions 5017-A and 5017-B. The halves become split key­
board portions 5016-A and 5016-B and the keys of unsplit 
soft keyboard 5008 are divided amongst the halves. In some 
embodiments, some keys are included in both left and right 
portions 5016-A and 5016-B of integrated input area 5016. 
FIG. 5B depicts user interface 5000B at an instant in the 
transitional animation from unsplit soft keyboard 5008 to 
integrated input area 5016. What was unsplit soft keyboard 
5008 has transitioned into integrated input area 5016, with the 
keys of unsplit soft keyboard 5008 divided between two 
opposing portions. Upon completion of the transition anima­
tion, integrated input area 5016 is displayed, as shown in FIG. 
SC. 
[0235] FIG. SC depicts user interface SOOOC, with inte­
grated input area 5016 displayed after completion of the 
transition animation. Integrated input area 5016 includes left 
split keyboard portion 5016-A and right split keyboard por­
tion 5016-B, and center area 5016-C between split keyboard 
portions 5016-A and 5016-B. Split keyboard portions 5016-A 
and 5016-B and center area 5016-C form integrated input area 
5016. In some embodiments, integrated input area 5016 
includes keyboard unsplit key 5018, replacing keyboard split 
key 5012. In some embodiments, a character key is included 
in both split keyboard portions 5016-A and 5016-B. For 
example, "G" key 5019 is included in both portions 5016-A 
and 5016-B. In some embodiments, some keys in unsplit soft 
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keyboard 5008 are not displayed in integrated input area 
5016. For example, hide keyboard key 5009 (FIG. SA) in 
unsplit soft keyboard 5008 is not displayed in integrated input 
area 5016. 
[0236] In some embodiments, center area 5016-C displays 
duplicate cursor 5020 and duplicate input text 5022. Dupli­
cate cursor 5020 and duplicate input text 5022 mirror cursor 
5004 and at least a portion of input text 5006, respectively. 
The portion of input text 5006 that is visible in center area 
5016-C as duplicate input text 5022 at any moment is typi­
cally the portion of input text 5006 that is in the immediate 
vicinity of cursor 5004. In some embodiments, duplicate 
cursor 5020 and duplicate input text 5006 are displayed at 
larger sizes than cursor 5004 and input text 5006, respec­
tively. In some other embodiments, center area 5016 is empty, 
and text entry area 5002 is visible through center area 5016-C, 
as shown in FIG. SK. 
[0237] FIG. SD depicts user interface 5000D, with gesture 
5026 detected on display 112. Gesture 5026 is detected on 
"T' key 5024 in left split keyboard portion 5016-A. In 
response to detection of gesture 5026 on "T" key 5024, "T" 
key 5024 is activated and a "t" character is entered into input 
text 5006. Duplicate input text 5022 in center area 5016-C 
also shows the "t" character being entered, mirroring the 
entering of the "t" character into input text 5006. 
[0238] FIG. SE depicts user interface SOOOE, showing ges­
tures that, if detected, activate un-splitting of the split soft 
keyboard in integrated input area 5016 in response. Gesture 
5028 is a two-finger pinch gesture performed on integrated 
input area 5016. Gesture 5028 includes finger contacts 
5028-A and 5028-B moving toward each other in directions 
5030-A and 5030-B, respectively, on display 112. On the 
other hand, gesture 5032 is a tap gesture on keyboard unsplit 
key 5018. 
[0239] In response to detection of either gesture 5028 or 
5032 on display 112, device 100 changes integrated input area 
5016 into unsplit soft keyboard 5008. In some embodiments, 
an animation showing the transition from integrated input 
area 5016 to unsplit soft keyboard 5008 is displayed on dis­
play 112. For example, the transitional animation may show 
split keyboard portions 5016-A and 5016-B merging together 
and center area 5016-C reducing in size and eventually ceas­
ing to be displayed. FIG. SF depicts user interface SOOOF at a 
point in the transitional animation. Integrated input area por­
tions 5016-A and 5016-B are merging together in directions 
5034-A and 5034-B and center area 5016-C continually 
reduces in size. Upon completion of the transition animation, 
unsplit soft keyboard 5008, including keyboard split key 
5012, is displayed in UI 5000G, as shown in FIG. SG. 
[0240] FIG. SH depicts user interface 5000H displayed on 
display 112. Tap gesture 5038 is detected at some time on "T' 
key 5036 in unsplit soft keyboard 5008. In response, "T' key 
5036 is activated; a "t" character is entered into input text 
5006 displayed in UI 50001, as shown in FIG. SI. 
[0241] FIG. SI also depicts gesture 5010 detected on dis­
play 112 at a time after the time of detection of gesture 5038. 
In some embodiments, whether integrated input area 5016 is 
displayed in place of unsplit soft keyboard 5008, in response 
to detection of gesture 5010 depends on the time when gesture 
5038 is detected and the time when gesture 5010 is detected. 
If the time period between the time when gesture 5038 is 
detected and the time when gesture 5010 is detected exceeds 
a predefined period of time (e.g., 0.3, 0.5, or 1.0 seconds), 
then integrated input area 5016 is displayed in UI 5000K, as 
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shown in FIG. SK. In some embodiments, a transitional ani­
mation is displayed in UI 50001, as shown in FIG. SJ. FIG. SJ 
is similar to FIG. 5B, and thus a detailed description of FIG. 
SJ is omitted for brevity. If the time period between the time 
when gesture 5038 is detected and the time when gesture 
5010 is detected does not exceed the predefined period of 
time, then the display ofunsplit soft keyboard 5008 is main­
tained. This use of a time threshold prevents accidental con­
version of the unsplit keyboard 5008 into an integrated input 
area 5016 when the user is in the middle of typing using the 
unsplit keyboard. 

[0242] FIG. SL depicts user interface S000L displayed on 
display 112. User interface S000L may be a user interface in 
an application ( e.g., a notes application, a web browser appli­
cation, etc.) on device 100. User interface S000L includes text 
entry area 5002 and integrated input area 5039. Integrated 
input area 5039 includes split keyboard portions 5039-A and 
5039-B, and center area 5039-C. In some embodiments, inte­
grated input area 5039 is integrated input area 5016, with 
duplicate input text and a duplicate cursor displayed in center 
area 5039-C. 

[0243] In some embodiments, integrated input area 5039 
may move to a different location on display 112 in response to 
a gesture (e.g., a dragging gesture). In FIG. SL, two gestures 
are shown: gesture 5040 and gesture 5044. Gesture 5040 is a 
dragging gesture where the finger contact begins in center 
area 5039-C, as indicated by finger contact position 5040-1, 
and moves to position 5040-2. Gesture 5044 is a dragging 
gesture where the finger contact begins in split keyboard 
portion 5039-B, as indicated by finger contact position 5044-
1, and moves to position 5044-2. 

[0244] Whether integrated input area 5039 does move in 
response to detection of gesture 5040 or gesture 5044 
depends on whether the magnitude of respective gesture 5040 
or 5044, i.e., a distance the finger contact moves in the ges­
ture, exceeds a respective predefined threshold. The amount 
of the threshold depends on whether the detected gesture 
begins in center area 5039 or in split keyboard portion 5039-A 
or 5039-B. For a gesture that starts in center area 5039-C, 
threshold 5042 is a predefined distance from the start of the 
gesture. For a gesture that starts in split keyboard portion 
5039-B or 5039-A, threshold 5046 is a predefined distance 
from the start of the gesture. The distance for threshold 5046 
is longer than the distance for threshold 5042. Thus, the 
integrated input area will start moving in accordance with the 
movement of the contact in gesture 5040 before the integrated 
input area will start moving in accordance with the movement 
of the contact in gesture 5044. The distance threshold is 
greaterover the split keyboard portions of the integrated input 
area ( as compared to the center portion of the integrated input 
area) to prevent accidental movement of the integrated input 
area when a user contact moves during typing with the split 
keyboard. 
[0245] In some embodiments, a distance threshold is com­
pared against the vertical distance component of the gesture. 
In some other embodiments, the distance threshold is com­
pared against the complete gesture, including both the hori­
zontal and vertical distance components; the threshold is 
compared against the absolute distance of the gesture. Thus, 
for example, alternative thresholds 5046 and 5048 are shown 
for gesture 5044. Threshold 5046 is compared to the vertical 
component of gesture 5044. Threshold 5048, on the other 
hand, is compared to the complete gesture 5044. 
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[0246] If either gesture 5040 or 5044 is detected, and the 
detected gesture exceeds a respective threshold in accordance 
with where the detected gesture began, then integrated input 
area 5039 moves vertically in accordance with the direction 
of the detected gesture in UI 5000M, as shown in FIG. SM. 
Split keyboard portions 5039-A, 5039-B, and center area 
5039-C move together as one integrated unit in a vertical 
direction. Movement of integrated input area 5039 is typi­
cally restricted to vertical-up or down-movement, which 
keeps the left and right split keyboard portions adjacent to the 
left and right sides of the display, respectively, when the 
integrated input area is moved. In turn, this keeps the keys in 
the left and right split keyboard portions easily reachable by 
the left and right thumbs, respectively, during two-thumb 
typing. 
[0247] FIG. SN illustrates two charts showing the amount 
of the threshold based on where on display 112 the gesture 
begins. Chart 5050 shows the amount of the threshold accord­
ing to some embodiments. Chart 5050 has an x-axis being the 
position along the width of display 112 and the y-axis being 
the magnitude of the threshold, with the ends of the x-axis 
representing the left and right edges of display 112. Line 5052 
is a line marking the center axis of display 112. Span 5055 
between lines 5054-A and 5054-B represent the width of 
center area 5039-C. The areas outside of span 5055 represent 
the widths of split keyboard portions 5039-A and 5039-B. A 
first value is defined for threshold 5056-B, for gestures that 
begin in center area 5039-C. Threshold 5056-B is constant for 
the width of center area 5039-C:. A second value is defined for 
threshold 5056-A, for gestures that begin in either split key­
board portion 5039-A or 5039-B. Threshold 5056-A is con­
stant for the widths of split keyboard portions 5039-A or 
5039-B. 
[0248] Chart 5058 shows the amount of the threshold 
according to some alternative embodiments. Chart 5058 has 
an x-axis being the position along the width of display 112 
and the y-axis being the magnitude of the threshold, with the 
ends of the x-axis representing the left and right edges of 
display 112. Span 5055 between lines 5054-A and 5054-B 
represents the width of center area 5039-C. The areas outside 
of span 5055 represent the widths of split keyboard portions 
5039-A and 5039-B. Chart 5058 shows threshold amounts 
5060-A and 5060-B defined to be a particular amount at 
center line 5052 and increasing linearly from that amount 
with the distance from center line 5052. Under either chart 
5050 or 5058, the threshold within center area 5039-C is 
lower than the threshold in split keyboard portion 5039-A or 
5039-B. In center area 5039-C, the distance threshold is lower 
because there is less opportunity for confusing a dragging 
gesture (for moving integrated input area 5039) with a key 
activation gesture (for entering a character). 
[0249] FIG. 50 depicts UI 50000. UI 50000 includes 
application content area 5062, with height 5064, displayed on 
display 112. UI 50000 also includes integrated input area 
5039, with height 5065, docked at the bottom on display 112. 
The sum of height 5064 and height 5065 is equal ( or substan­
tially equal, e.g., within 10 pixels) to height 5066 of display 
112. Gesture 5068 is detected on display 112. Gesture 5068 
includes a finger contact moving on display 112 from position 
5068-1 to position 5068-2. 
[0250] In response to detecting gesture 5068, integrated 
input area 5039 is undocked and moves vertically in accor­
dance with the direction of gesture 5068 in UI 5000P, as 
shown in FIG. SP. Integrated input area 5039 is displayed as 
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an overlay over application content area 5062 in FIG. SP. Also 
in response to detecting gesture 5068, application content 
area 5062 increases in size to occupy height 5066. As a result 
of the increase in size, content in application content area 
5062 that was previously not visible in UI 50000 absent 
scrolling may become visible in UI 5000P. For example, 
instant messaging (IM) field 5067 is visible in UI 5000P 
without scrolling. Thus, when an input area with a keyboard 
is "undocked" from the bottom of the display, more display 
area is used to display the application content area and the 
input area "floats" over the application content area. 

[0251] FIG. SQ depicts UI S000Q displayed on display 
112. UI S000Q includes text entry area 5002 and split soft 
keyboard 5069. In some embodiments, split soft keyboard 
5069 is part of integrated input area 5016 or 5039. Cursor 
5004 and input text 5006 are displayed in text entry area 5002. 
Split keyboard 5069 includes left split keyboard portion 
5069-A and right split keyboard portion 5069-B. In left split 
keyboard portion 5069-A, the rightmost letter keys include 
"T' key 5070, "F" key 5072, and "V" key 5074. In right split 
keyboard portion 5039-B, the leftmost letter keys include "Y" 
key 5076, "G" key 5078, and "B" key 5080. 
[0252] To the right of"T' key 5070, "F" key 5072, and "V" 
key 5074 in left split keyboard portion 5069-A are undis­
played key activation areas 5082, 5084, and 5086, respec­
tively. Activation area 5082 corresponds to "Y" key 5076. 
Activation area 5084 corresponds to "G" key 5078. Activa­
tion area 5086 corresponds to "B" key 5080. The undisplayed 
key activation areas are typically the same size as or slightly 
larger ( e.g., up to 10% larger) than the corresponding key. The 
diagonal lines in activation areas 5082, 5084, and 5086 in the 
figures are used to indicate that these activation areas are not 
displayed to the user, whereas the corresponding keys are 
displayed. 
[0253] To the left of"Y" key 5076, "G" key 5078, and "B" 
key 5080 are undisplayed key activation areas 5088, 5090, 
and 5092, respectively. Activation area 5088 corresponds to 
"T" key 5070. Activation area 5090 corresponds to "F" key 
5072. Activation area 5092 corresponds to "V" key 5074. The 
undisplayed key activation areas are typically the same size as 
or slightly larger ( e.g., up to 10% larger) than the correspond­
ing key. The diagonal lines in activation areas 5088, 5090, and 
5092 in the figures are used to indicate that these activation 
areas are not displayed to the user, whereas the corresponding 
keys are displayed. 
[0254] FIG. SQ also shows gesture 5096 ( e.g., a tap gesture) 
detected on "O" key 5094 in right split keyboard portion 
5069-B. In response to detection of gesture 5096, a character 
"o" is entered into input text 5006 in UI S000R, as shown in 
FIG. SR. 
[0255] FIG. SR also shows gesture 5098 detected on key 
activation area 5086 following detection of gesture 5096. In 
some embodiments, in response to detection of gesture 5098, 
a character "b" is entered into input text 5006 in UI S000S, as 
shown in FIG. SS, as key activation area 5086 corresponds to 
"B" key 5080. 
[0256] In some other embodiments, a character "b" is 
entered into input text 5006 in response to detection of gesture 
5098 if the time period between the time of detection for 
gesture 5096 and the time of detection for gesture 5098 is less 
than a predefined period of time. If the time period exceeds 
the predefined period, entering of the character "b" is fore­
gone; gesture 5098 is ignored. 
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[0257] FIG. ST shows UI 5000T, with gesture 5100 
detected on key activation area 5088. In response to detection 
of gesture 5100, a character"t" is entered into input text 5006 
in UIS000U, as shown in FIG. SU, as key activationarea5088 
corresponds to "T" key 5070. 
[0258] FIG. SV depicts UI 5000V. UI 5000V includes text 
entry area 5002 and integrated input area 5016. Integrated 
input area 5016 includes split keyboard portions 5016-A (the 
left portion) and 5016-B (the right portion) and center area 
5016-C. Cursor 5004 and input text 5006 are also displayed in 
text entry area 5002. Cursor 5004 and input text 5006 are 
mirrored in center area 5016-C as duplicate cursor 5020 and 
duplicate input text 5022, respectively. In some embodi­
ments, duplicate cursor 5020 and duplicate input text 5022 
are displayed at larger sizes than cursor 5004 and input text 
5006, respectively. 
[0259] FIG. SV also shows gesture 5102 ( e.g., a tap gesture) 
detected on "T' key 5024 in left split keyboard portion 5016-
A. In response to detection of gesture 5102, a character "t" is 
entered into input text 5006 in UI 5000W, as shown in FIG. 
SW. Input text 5006, including the newly entered character 
"t," is mirrored in center area 5016-C, as duplicate input text 
5022 also shows the newly entered letter "t." 
[0260] FIG. SX shows UI S000X, with gesture 5102 
detected on duplicate cursor 5020 in center area 5016-C, 
while duplicate cursor 5020 is located at the end of duplicate 
input text 5022 (mirroring cursor 5004 being located at the 
end of input text 5006). Gesture 5102 is a dragging gesture, 
with the finger contact moving in direction 5103. In response 
to detection of gesture 5102 on duplicate cursor 5020, cursor 
5004 is moved to a different position in input text 5006 in 
accordance with direction 5103 in UI S000Y, as shown in 
FIG. SY. The result of the movement of cursor 5004 is mir­
rored in center area 5016-C, as duplicate input text 5022 is 
moved so that duplicate cursor 5020 is in the same position 
relative to duplicate input text 5022 as cursor 5004 is relative 
to input text 5006. In some embodiments, duplicate cursor 
5020 remains stationary within center area 5016-C, and its 
position relative to duplicate input text 5022 changes by 
advancing or retreating duplicate input text 5022, as shown in 
FIG. SY. 
[0261] FIG. SZ depicts UI S000Z. Editing control object 
5104, corresponding to a text editing operation, is displayed 
in UI S000Z near input text 5006. Editing control object 5104 
corresponds to a text pasting operation to be performed on 
input text 5006 if activated. Duplicate editing control object 
5106, corresponding to editing control object 5104, is dis­
played in center area 5016-C near duplicate input text 5022. 
Gesture 5108 (e.g., a tap gesture) is detected on duplicate 
editing control object 5106. 
[0262] In response to detection of gesture 5108 on dupli­
cate editing control object 5106, the text pasting operation 
corresponding to editing control object 5104 is activated in UI 
S000AA, as shown in FIG. SAA. Text "ahead" is pasted into 
input text 5006. The text pasting is mirrored in center area 
5016-C, as duplicate text 5022 is updated to also include the 
pasted text "ahead." 
[0263] FIG. SBB depicts UI 50008B. UI 50008B includes 
form 5110 displayed in text entry area 5002. Form 5110 
includes one or more text entry fields 5114 and one or more 
checkboxes 5112, each respective checkbox 5112 associated 
with an option in form 5110. For example, checkbox 5112-A 
in form 5110 is associated with the "Vegetarian" option. 
Duplicate checkboxes 5116 and the corresponding options 
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mirror checkboxes 5112 and the corresponding options and 
are displayed in center area 5016-C. For example, duplicate 
checkbox 5116-A corresponds to checkbox 5112-A, dupli­
cate checkbox 5116-B corresponds to checkbox 5112-B, and 
so on forth. In some embodiments, duplicate checkboxes 
5116 and the corresponding options are displayed at larger 
sizes than their corresponding checkboxes 5112. Gesture 
5118 ( e.g., a tap gesture) is detected on duplicate checkbox 
5116-A, which is unselected (i.e., not checked), as is check­
box 5112-A. 
[0264] In response to detection of gesture 5118 on dupli­
cate checkbox 5116-A, checkbox 5112-A is selected in UI 
S000CC, as shown in FIG. SCC. Duplicate checkbox 5116-A 
is also selected, mirroring the selection of checkbox 5112-A. 
[0265] FIG. SDD depicts UI S000DD. UI S000DD shows 
gesture 5120 detected in center area 5016-C, away from 
duplicate cursor 5020 and duplicate input text 5022. In some 
embodiments, gesture 5120 is a double tap gesture or a finger 
contact held in place. In response to detection of gesture 5120 
in center area 5016-C, pop-up menu 5122 is displayed in UI 
S000EE, as shown in FIG. SEE. Duplicate menu 5124 is 
displayed in center area 5016-C. Selection of an option in 
duplicate menu 5124 has the same effect as selecting the 
corresponding option in pop-up menu 5122. In other embodi­
ments (not shown), in response to detection of gesture 5120, 
menu 5124 is displayed in center area 5016-C, without con­
currently displaying 5122; in other words, a pop-up menu is 
just displayed in the center area 5016-C. 
[0266] FIG. SFF depicts UI S000FF. UI S000FF includes 
handwriting 5126 made using one or more finger strokes 5128 
made within center area 5016-C. Handwriting 5126 is recog­
nized to resemble a Chinese character, and one or more can­
didate characters (not shown) may be displayed in center area 
5016-C. In response to selection of a candidate character, the 
selected candidate character is entered into input text 5006 in 
UI S000GG, as shown in FIG. SGG. In UI S000GG, the 

character "~" is entered into input text 5006. In some 
embodiments, duplicate input text 5022 also shows the char-

acter "~ " being entered. 
[0267] FIG. SHH depicts UI S000HH. UI S000HH includes 
cursor 5004 in text entry area 5002 and drawing 5130, made 
using one or more finger strokes 5132, in center area 5016-C. 
After completion of drawing 5130, drawing 5133 corre­
sponding to drawing 5130 is entered into text entry area 5002 
in UI S000II, as shown in FIG. SIL 
[0268] FIG. SJJ depicts UI S000JJ. UI S000JJ includes 
input text 5006 and cursor 5004 displayed in text entry area 
5002. Suggested word 5134 for input text 5006 is displayed. 
Duplicate suggested word 5136, corresponding to suggested 
word 5134, is displayed in center area 5016-C near duplicate 
input text 5022. Gesture 5138 ( e.g., a tap gesture) is detected 
on X-icon 5137 (which corresponds to X-icon 5135 accom­
panying suggested word 5134) accompanying duplicate sug­
gested word 5136. 
[0269] In response to detection of gesture 5138 on X-icon 
5137, suggested word 5134 is rejected, and input text 506 
remains as is in UI S000KK, as shown in FIG. SKK. 
[0270] FIG. SLL depicts UI S000LL. UI S000LL includes 
input text 5006 and cursor 5004 displayed in text entry area 
5002. One or more emoticons 5140 available for entry into 
input text 5006 are displayed. Duplicate emoticons 5142, 
corresponding to emoticons 5140, are displayed in center area 
5016-C near duplicate input text 5022. Gesture 5144 ( e.g., a 
tap gesture) is detected on duplicate emoticon 5142-A, which 
corresponds to emoticon 5140-A. 
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[0271] In response to detection of gesture 5144 on dupli­
cate emoticon 5142-A, emoticon 5140-A is entered into input 
text 5006 in UI S000MM, as shown in FIG. SMM. The 
changed text input 5006 is mirrored in center area 5016-C, as 
duplicate emoticon 5142-A is entered into duplicate input 
text 5022. In other embodiments (not shown), emoticons 
5142 are displayed in center area 5016-C, without concur­
rently displaying emoticons 5140; in other words, the emoti­
cons available for input are just displayed in the center area 
5016-C. 
[0272] FIG. SNN depicts UI S000NN, which includes input 
text 5006 and cursor 5004 displayed in text entry area 5002. 
One or more Unicode characters 5146 available for entry into 
input text 5006 are displayed. Duplicate Unicode characters 
5148, corresponding to Unicode characters 5146, are dis­
played in center area 5016-C near duplicate input text 5022. 
Gesture 5149 (e.g., a tap gesture) is detected on duplicate 
Unicode character 5148-A, which corresponds to Unicode 
character 5146-A. 
[0273] In response to detection of gesture 5149 on dupli­
cate Unicode character 5148-A, Unicode character 5146-A is 
entered into input text 5006 in UI 500000, as shown in FIG. 
500. The changed text input 5006 is mirrored in center area 
5016-C, as duplicate input text 5022 also includes duplicate 
Unicode character 5148-A. In other embodiments (not 
shown), Unicode characters 5148 are displayed in center area 
5016-C, without concurrently displaying Unicode characters 
5146; in other words, the Unicode characters available for 
input are just displayed in the center area 5016-C. 
[0274] FIG. SPP depicts UI S000PP, which includes input 
text 5006 and cursor 5004 displayed in text entry area 5002. 
Cursor 5004 and at least a portion of input text 5006 are 
mirrored in center area 5016-C as duplicate cursor 5020 and 
duplicate input text 5022, respectively. Gesture 5150 is 
detected in center area 5016-C. Gesture 5150 includes a fin­
ger contact moving from position 5150-A to position 5150-B, 
going over duplicate input text 5022. 
[0275] In response to detection of gesture 5150 over dupli­
cate input text 5022, duplicate input text 5022 is displayed 
with shading 5154 ( or other highlighting), indicating that 
duplicate input text 5022 is selected. The corresponding text 
in input text 5006 is displayed with shading 5152 ( or other 
highlighting) as well. 
[0276] FIG. SRR depicts UI S000RR, which includes input 
text 5006 and cursor 5004 displayed in text entry area 5002. 
Cursor 5004 and input text 5006 is mirrored in center area 
5016-C as duplicate cursor 5020 and duplicate input text 
5022, respectively. Gesture 5156 ( e.g., a double tap gesture, a 
triple tap gesture, or a tap and hold gesture) is detected in 
center area 5016-C on duplicate input text 5022. Gesture 
5156 is associated with a text formatting operation (e.g., 
making text bold, underling text, italicizing text, etc.). 
[0277] In response to detection of gesture 5156 on dupli­
cate input text 5022, the formatting of input text 5006 is 
changed in UI S000SS, as shown in FIG. SSS. Input text 5006 
is changed to bold text. Duplicate input text 5022 is also 
changed to bold text to mirror the change in the formatting of 
input text 5006. 
[0278] FIG. STT depicts UI S000TT. Displayed in UI 
S000TT is a menu 5158 of input options for center area 
5016-C. Menu 5158 includes options for allowable user 
inputs in center area 5016-C, such as gestures associated with 
text formatting operations, gestures associated with text edit­
ing operations, Chinese character handwriting, drawing, 
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emoticons, and so forth. A user may select, in menu 5158, 
inputs that they want enabled or disabled in center area 5016-
C. 

[0279] FIG. 5UU depicts UI 5000UU. UI 5000UU includes 
application content area 5160 (e.g., a content area in a web 
browser, content area in a word processing application, etc.). 
Displayed in application content area 5160 are one or more 
text entry areas 5162 (e.g., text fields in an online form). For 
example, application content area 5160 includes text entry 
areas 5162-A thru 5162-F that are a part of an online form. 
Soft keyboard 5164 is also displayed. While soft keyboard 
5164 is shown as an unsplit soft keyboard, in some embodi­
ments, the input area is a split soft keyboard or an integrated 
input area that includes a split keyboard, such as integrated 
input area 5016 or 5039. 
[0280] Gesture 5166 is detected on display 112. Gesture 
5166 is a dragging gesture that includes a finger contact 
starting at position 5166-A and moving to position 5166-B. In 
response to detection of gesture 5166, soft keyboard 5164 
moves vertically in accordance with the direction of gesture 
5166 and final position 5166-B in UI 5000VV, as shown in 
FIG. 5VV. After drag gesture 5166, soft keyboard 5164 may 
partially obscure a text entry area 5162. For example, in UI 
5000VV, soft keyboard 5164 partially obscures text entry area 
5162-F. 
[0281] FIG. 5UU depicts UI 5000WW. In UI 5000WW, 
gesture 5168 is detected. Gesture 5168 is a flick gesture in a 
vertical direction starting from a location on soft keyboard 
5164. In response to detection of gesture 5168, movement 
trajectory 5170, including movement inertia, is imparted to 
soft keyboard 5164 in accordance with gesture 5168. For 
example, a short trajectory is imparted in response to a small 
flicking gesture, and a long trajectory is imparted in response 
to a large flicking gesture. Movement trajectory 5170 has 
termination point 5171. 
[0282] Soft keyboard 5164 moves with inertia in accor­
dance with movement trajectory 5170 in UI 5000XX, as 
shown in FIG. 5XX, and comes to rest at a position adjacent 
to and below text entry area 5162-F. As soft keyboard 5164 
stops just below text entry area 5162-F, none of text entry area 
5162-F is obscured by soft keyboard 5164. Even though 
trajectory 5170 and the associated movement inertia would 
otherwise carry soft keyboard 5164 to termination point 
5171, which is above the bottom of text entry area 5162-F 
(FIG. 5WW), trajectory 5170 is adjusted so that soft keyboard 
5164 stops just below text entry area 5162-F. 
[0283] FIG. 5YY depicts UI 5000YY. In UI 5000YY, ges­
ture 5172 is detected. Gesture 5172 is a flicking gesture in a 
vertical direction starting from a location on soft keyboard 
5164, and is a larger flicking gesture than gesture 5168. In 
response to detection of gesture 5172, movement trajectory 
5174, including movement inertia, is imparted onto soft key­
board 5164 in accordance with gesture 5172. Movement tra­
jectory 5174 is larger than movement trajectory 5170 and has 
termination point 5175. 
[0284] Soft keyboard 5164 moves with inertia in accor­
dance with movement trajectory 5174 in UI 5000ZZ, as 
shown in FIG. 5ZZ, and comes to rest at a position adjacent to 
and below text entry area 5162-A. As soft keyboard stops just 
below text entry area 5162-A, none of text entry area 5162-A 
is obscured by soft keyboard 5164. Even though trajectory 
5174 and the associated inertia would otherwise carry soft 
keyboard 5164 to termination point 5175, which is above the 
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bottom of text entry area 5162-A (FIG. 5YY), trajectory 5174 
is adjusted so that soft keyboard 5164 stops just below text 
entry area 5162-A. 
[0285] In some embodiments, when the keyboard is 
"thrown" or "flung," the keyboard bounces off the top or 
bottom of the display by some amount (e.g., an amount cor­
responding to a top or bottom toolbar height, respectively) if 
there is some appreciable velocity component of the touch at 
the time the touch lifts off. Conversely, when the keyboard is 
dragged to the edge of the display and released with no or very 
little velocity, the keyboard "docks" flush with the edge of the 
display (not shown). 
[0286] FIG. 5AAA depicts UI 5000AAA displayed on dis­
play 112. UI 5000AAA includes text entry area 5002, with 
cursor 5004 and input text 5006 displayed in text entry area 
5002. Integrated input area 5039 is also displayed in UI 
5000AAA. Integrated input area 5039 includes split keyboard 
portions 5039-A (the left portion) and 5039-B (the right por­
tion) and center area 5039-C. 
[0287] Gesture 5176 is detected on display 112. In some 
embodiments, gesture 5176 is a two-thumb tap gesture, with 
one thumb on location 5176-A over split keyboard portion 
5039-A and the other thumb on location 5176-B over split 
keyboard portion 5039-B. 
[0288] In response to detection of gesture 5176, device 100 
enters a reconfiguration mode for integrated input area 5039 
in UI 5000B8B (FIG. 5B8B). While device 100 is in the 
reconfiguration mode, gesture 5178 is detected on display 
112. Gesture 5178 includes a left thumb contact moving 
toward the left edge of display 112. In response to detection of 
gesture 5178, split keyboard portion 5039-A reduces in size 
(e.g., in width, height, or both width and height) in UI 
5000CCC, as shown in FIG. 5CCC, and the keys in split 
keyboard portion 5039-A rescale in accordance with the size 
reduction of split keyboard portion 5039-A. In some embodi­
ments, center area 5039-C increases in size and split keyboard 
portion 5039-B maintains the same size in response. In some 
other embodiments, both center area 5039-C and split key­
board portion 5039-B increases in size in response. 
[0289] FIG. 5DDD depicts UI 5000DDD, which shows 
gesture 5180 detected on display 112 while in the reconfigu­
ration mode. Gesture 5180 includes a left thumb contact 
moving away from the left edge of display 112. In response to 
detection of gesture 5180, split keyboard portion 5039-A 
increases in size ( e.g., in width, height, or both width and 
height) in UI 5000EEE, as shown in FIG. 5EEE, and the keys 
in split keyboard portion 5039-A rescale in accordance with 
the size increase of split keyboard portion 5039-A. In some 
embodiments, center area 5039-C decreases in size and split 
keyboard portion 5039-B maintains the same size in 
response. In some other embodiments, both center area 
5039-C and split keyboard portion 5039-B decreases in size 
in response. 
[0290] FIG. 5FFF depicts UI 5000FFF, which shows ges­
ture 5182 detected on display 112 while in the reconfiguration 
mode. Gesture 5182 includes a right thumb contact moving 
toward the right edge of display 112. In response to detection 
of gesture 5182, split keyboard portion 5039-B reduces in 
size (e.g., in width, height, or both width and height) in UI 
5000GGG, as shown in FIG. 5GGG, and the keys in split 
keyboard portion 5039-B rescale in accordance with the size 
reduction of split keyboard portion 5039-B. In some embodi­
ments, center area 5039-C increases in size and split keyboard 
portion 5039-A maintains the same size in response. In some 
other embodiments, both center area 5039-C and split key­
board portion 5039-A increases in size in response. 



US 2012/0113023 Al 

[0291] FIG. SHHH depicts UI S000HHH, which shows 
gesture 5184 detected on display 112 while in the reconfigu­
ration mode. Gesture 5184 includes a right thumb contact 
moving away from the right edge of display 112. In response 
to detection of gesture 5184, split keyboard portion 5039-B 
increases in size ( e.g., in width, height, or both width and 
height) in UI S000III, as shown in FIG. SIII, and the keys in 
split keyboard portion 5039-B rescale in accordance with the 
size reduction of split keyboard portion 5039-B. In some 
embodiments, center area 5039-C decreases in size and split 
keyboard portion 5039-A maintains the same size in 
response. In some other embodiments, both center area 
5039-C and split keyboard portion 5039-A decreases in size 
in response. 
[0292] FIG. SJJJ depicts UI S000JJJ, which shows gesture 
5186 being detected on display 112 while in the reconfigura­
tion mode, in some other embodiments. Gesture 5186 
includes a left thumb contact moving toward the left edge of 
display 112. In response to detection of gesture 5186, both 
split keyboard portions 5039-A and 5039-B reduce in size 
(e.g., in width, height, or both width and height) in UI 
S000KKK, as shown in FIG. SKKK, and the keys in split 
keyboard portions 5039-A and 5039-B rescale in accordance 
with the size reduction of split keyboard portions 5039-A and 
5039-B, respectively. Center area 5039-C also increases in 
size as a result. 
[0293] FIG. SLLL depicts UI S000LLL, which shows ges­
ture 5188 being detected on display 112 while in the recon­
figuration mode, in some other embodiments. Gesture 5188 
includes a left thumb contact moving away from the left edge 
of display 112. In response to detection of gesture 5188, both 
split keyboard portions 5039-A and 5039-B increase in size 
(e.g., in width, height, or both width and height) in UI 
S000MMM, as shown in FIG. SMMM, and the keys in split 
keyboard portions 5039-A and 5039-B rescale in accordance 
with the size increase of split keyboard portions 5039-A and 
5039-B, respectively. Center area 5039-C also decreases in 
size as a result. 
[0294] FIG. SNNN depicts UI S000NNN, where gesture 
5190 is detected on display 112. In some embodiments, ges­
ture 5190 is a two-thumb tap gesture, with one thumb on 
location 5190-A over split keyboard portion 5039-A and the 
other thumb on location 5190-B over split keyboard portion 
5039-B. In response to detection of gesture 5190, device 100 
exits the reconfiguration mode for integrated input area 5039. 
[0295] It should be appreciated that, while the details of 
FIGS. SA and SNNN were described in the context of display 
112 in portrait orientation, the details of FIGS. SA-SNNN 
also apply in an analogous manner to a display ( e.g., display 
112) in landscape orientation. 
[0296] FIGS. 6A-6B are flow diagrams illustrating a 
method 600 of replacing an unsplit keyboard with an inte­
grated input area in accordance with some embodiments. The 
method 600 is performed at an electronic device ( e.g., device 
300, FIG. 3, or portable multifunction device 100, FIG. 1) 
with a display and a touch-sensitive surface. In some embodi­
ments, the display is a touch screen display and the touch­
sensitive surface is on the display. In some embodiments, the 
display is separate from the touch-sensitive surface. Some 
operations in method 600 may be combined and/or the order 
of some operations may be changed. 
[0297] As described below, the method 600 provides an 
intuitive way to replace an unsplit keyboard with an inte­
grated input area for text entry. The method is particularly 
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useful when a user is typing with a tablet computer and wants 
to change from using an unsplit keyboard ( e.g., for ten-finger 
typing when the tablet computer is resting on a solid surface) 
to using an integrated input area with a split keyboard (e.g., 
for two-thumb typing when the tablet computer is being held 
by the user's remaining eight fingers) or vice versa. The 
method reduces the cognitive burden on a user when manipu­
lating soft keyboards, thereby creating a more efficient 
human-machine interface. For battery-operated electronic 
devices, enabling a user to manipulate a soft keyboard faster 
and more efficiently conserves power and increases the time 
between battery charges. 
[0298] The device concurrently displays (602) a first text 
entry area (e.g., in an application content area) and an unsplit 
keyboard (e.g. a single, unitary, or merged keyboard that 
includes character keys from the left and right sides of a split 
keyboard) on the display. FIG. SA, for example, shows text 
entry area 5002 and unsplit soft keyboard 5008 being dis­
played concurrently on display 112. 
[0299] The device detects (604) a gesture on the touch­
sensitive surface. For example, in FIG. SA, gesture 5010 or 
5014 is detected on display 112, which is a touch screen. 
[0300] In some embodiments, the gesture is (606) a multi­
finger (i.e., more than one finger) depinch gesture at a location 
on the touch-sensitive surface that corresponds to the location 
of the unsplit keyboard on the display. For example, in FIG. 
SA, gesture 5010 is a two-finger depinch gesture on unsplit 
soft keyboard 5008. In some embodiments, the two-finger 
depinch gesture requires symmetric horizontal movement ( or 
movement within a predetermined angle of horizontal, such 
as 5°, 10°, 15° or 20°) on the touch-sensitive surface. Requir­
ing symmetric horizontal movement helps filter out anchored 
depinch gestures where only one touch moves, non-horizon­
tal depinch gestures, and other gestures that may not be 
intended to replace the unsplit keyboard with an integrated 
input area. 
[0301] In some embodiments, the gesture is (608) a tap 
gesture on a keyboard selection icon ( e.g., a finger tap gesture 
on an icon that toggles between the unsplit keyboard, the 
integrated input area, and possibly other types of keyboard 
input areas; a finger tap gesture on an icon that activates 
replacement of the unsplit keyboard with the integrated input 
area). For example, in FIG. SA, gesture 5014 is a tap gesture 
on keyboard split key 5012, which shows an icon of two 
halves moving apart in a split. 
[0302] In response to detecting the gesture on the touch­
sensitive surface, the device replaces (610) the unsplit key­
board with an integrated input area. The integrated input area 
includes a left portion with a left side of a split keyboard, a 
right portion with a right side of the split keyboard, and a 
center portion in between the left portion and the right por­
tion. For example, in FIGS. SA-SC, in response to detection 
of gesture 5010, unsplit soft keyboard 5008 is replaced with 
integrated input area 5016. Integrated input area 5016 
includes left split keyboard portion 5016-A, right split key­
board portion 5016-B, and center area 5016-C situated 
between the left and right portions 5016-A, 5016-B. 
[0303] In some embodiments, the width of the integrated 
input area is the same ( or substantially the same, e.g., 90% or 
95%) as the width of the display. This width makes the left 
side of the split keyboard more accessible to the left thumb of 
a user. Similarly, this width makes the right side of the split 
keyboard more accessible to the right thumb of a user. 
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[0304] In some embodiments, the integrated input area is 
visually distinguished from other user interface elements in 
the display, for example by providing the left portion, center 
portion, and right portion of the integrated input area with a 
common distinct shading, background color or pattern, and/ 
or by providing a distinctive border around the left portion, 
center portion, and right portion of the integrated input area. 

[0305] In some embodiments, the integrated input area 
includes a second text entry area (612). The second text entry 
area typically displays a duplicate portion of the first text 
entry area, such as an area near the cursor in first text entry 
area. For example, the second text entry area may contain a 
duplicate of the cursor/insertion point in the first text entry 
area and one or more words from the most recent text entered 
by the user adjacent to the cursor/insertion point. For 
example, integrated input area 5016 includes center area 
5016-C. Center area 5016-C displays duplicate input text 
5022, making center area 5016-C a second text entry area to 
the first text entry area 5002. 
[0306] In some embodiment, the first text entry area dis­
plays (614) text at a first size, and the second text entry area 
displays a portion of the text in the first text entry area at a 
second size that is larger than the first size. For example, in 
FIG. SC, duplicate text input 5022 is displayed in center area 
5016-C at a larger size than input text 5006 in text entry area 
5002. 
[0307] In some embodiments, while displaying the inte­
grated input area, the device detects ( 616) a gesture (e.g., a tap 
gesture 5026 on the 'T' key 5024, FIG. SD) at a location on 
the touch-sensitive surface that corresponds to a location of a 
character key in the split keyboard. In response to detecting 
the gesture at the location on the touch-sensitive surface that 
corresponds to the location of the character key in the split 
keyboard, the device inputs and concurrently displays (618) 
the corresponding character in the first text entry area and the 
second text entry area on the display. For example, in FIG. 
SD, in response to detection of gesture 5026, a character "t" is 
entered into input text 5006 and duplicate input text 5022. 
[0308] In some embodiments, replacing the unsplit key­
board with the integrated input area includes displaying ( 620) 
an animation that transitions the unsplit keyboard to the inte­
grated input area. For example, FIG. 5B shows an instant in a 
transition animation from unsplit soft keyboard 5008 to inte­
grated input area 5016. 
[0309] In some embodiments, the transition for each char­
acter key is a linear interpolation between two states, the 
unsplit ( or merged) state and the split state. In some embodi­
ments, at least one character key is duplicated during the 
transition so that the left portion of the split keyboard and the 
right portion of the split keyboard contain at least one com­
mon character key ( e.g., the "g" keys 5019-A and 5019-B in 
FIG. SC). In some embodiments, some keys in the unsplit 
keyboard are not displayed in the split keyboard (e.g., hide 
keyboard key 5009 in the unsplit keyboard (FIG. SA) is not 
displayed in the split keyboard (FIG. SC)). In some embodi­
ments, during the animated transition to the integrated input 
area, keys that are not displayed in the split keyboard appear 
to be pushed off-screen as they fade to zero opacity during the 
transition. 
[0310] In some embodiments, while displaying the inte­
grated input area, the device detects ( 622) a second gesture on 
the touch-sensitive surface (e.g., a gesture 5028 or 5032 on 
display 112, FIG. SE). 
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[0311] In some embodiments, the second gesture is (624) a 
multifinger (i.e., more than one finger) pinch gesture at a 
location on the touch-sensitive surface that corresponds to the 
location of the integrated input area on the display. For 
example, in FIG. SE, gesture 5028 is a two-finger pinch 
gesture on display 112. In some embodiments, the two-finger 
pinch gesture requires symmetric horizontal movement ( or 
movement within a predetermined angle of horizontal, such 
as 5°, 10°, 15° or 20°) on the touch-sensitive surface. Requir­
ing symmetric horizontal movement helps filter out anchored 
pinch gestures where only one touch moves, non-horizontal 
pinch gestures, and other gestures that may not be intended to 
replace the integrated input area with the unsplit keyboard. 
[0312] In some embodiments, the second gesture is ( 626) a 
tap gesture on a keyboard selection icon ( e.g., a finger tap 
gesture on an icon that toggles between the unsplit keyboard, 
the integrated input area, and possibly other types ofkeyboard 
input areas; a finger tap gesture on an icon that activates 
replacement of the unsplit keyboard with the integrated input 
area). For example, in FIG. SE, gesture 5032 is a tap gesture 
on keyboard unsplit key 5018, which shows an icon of two 
halves merging together. 
[0313] In response to detecting the second gesture on the 
touch-sensitive surface, the device replaces (628) the inte­
grated input area with the unsplit keyboard. For example, in 
FIGS. SE-SG, in response to gesture 5028 or 5032, integrated 
input area 5016 is replaced with unsplit keyboard 5008. 
[0314] In some embodiments, replacing the integrated 
input area with theunsplitkeyboard includes displaying (630) 
an animation that transitions the integrated input area to the 
unsplit keyboard. For example, FIG. SF shows an instant in a 
transition animation from integrated input area 5016 to 
unsplit soft keyboard 5008. 
[0315] In some embodiments, the electronic device is (632) 
a portable electronic device (e.g., a tablet computer such as 
the iPad® device from Apple Inc. of Cupertino, Calif.). For 
example, device 100 or 300 may be a portable tablet com­
puter. 
[0316] In some embodiments, the display is (634) a touch­
sensitive display that includes the touch-sensitive surface. For 
example, display 112 is a touch screen. 
[0317] Details in method 600 apply to the methods 
described below, and are omitted for brevity. 
[0318] FIGS. 7A-7B are flow diagrams illustrating a 
method 700 of responding to a keyboard selection gesture in 
accordance with some embodiments. The method 700 is per­
formed at an electronic device (e.g., device 300, FIG. 3, or 
portable multifunction device 100, FIG. 1) with a display and 
a touch-sensitive surface. In some embodiments, the display 
is a touch screen display and the touch-sensitive surface is on 
the display. In some embodiments, the display is separate 
from the touch-sensitive surface. Some operations in method 
700 may be combined and/or the order of some operations 
may be changed. 
[0319] As described below, the method 700 provides a way 
to prevent accidentally changing soft keyboards while typing 
( e.g., from an unsplit keyboard to an integrated input area 
with a split keyboard, or vice versa). The method reduces the 
cognitive burden on a user when manipulating and using soft 
keyboards, thereby creating a more efficient human-machine 
interface. For battery-operated electronic devices, enabling a 
user to manipulate and use soft keyboards faster and more 
efficiently conserves power and increases the time between 
battery charges. 
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[0320] The device displays (702) a first keyboard on the 
display, the first keyboard comprising a first plurality of keys 
(e.g. a split keyboard or, conversely, a single, unitary, or 
merged keyboard that includes character keys from the left 
and right portions of the split keyboard). For example, in FIG. 
SH, unsplit keyboard 5008 is displayed. Unsplit keyboard 
5008 includes a plurality of letter keys, an example of which 
is "T" key 5036. 
[0321] The device detects (704) a key activation gesture at 
a first time at a location on the touch-sensitive surface that 
corresponds to a location of a first key in the first keyboard 
(e.g., a tap gesture 5038 on the 'T' key 5036, FIG. SH). 
[0322] In response to detecting the key activation gesture at 
the first time, the device activates (706) the first key ( e.g., 
entering a character that corresponds to the first key or per­
forming an action that corresponds to the first key). For 
example, in FIGS. SH-SI, in response to gesture 5038 on "T" 
key 536, a character "t" is entered into input text 5006. 
[0323] In some embodiments, in response to detecting the 
key activation gesture at the first time, the device disables 
(708) a gesture recognizer for the keyboard selection gesture 
for the predefined period of time. For example, in FIG. SH, in 
response to detection of gesture 5038, the device disables a 
gesture recognizer for the keyboard selection gesture for the 
predefined period of time. 
[0324] The device detects (710) one or more contacts on the 
touch-sensitive surface at a second time after the first time, the 
one or more contacts corresponding to a keyboard selection 
gesture. For example, in FIG. SI, gesture 5010, which 
includes two contacts, is detected. 
[0325] In some embodiments, the keyboard selection ges­
ture is (712) a multifinger gesture at a location on the touch­
sensitive surface that corresponds to the location of the first 
keyboard on the display. For example, in FIG. SI, gesture 
5010 is a two-finger depinch gesture on unsplit soft keyboard 
5008. 
[0326] In response to detecting the one or more contacts 
that correspond to the keyboard selection gesture at the sec­
ond time after the first time, the device replaces (714) the first 
keyboard with a second keyboard when the second time 
exceeds a predefined period of time after the first time. 
[0327] In some embodiments, replacing the first keyboard 
with the second keyboard includes displaying (716) an ani­
mation that transitions the first keyboard to the second key­
board. For example, FIG. SJ shows an instant in a transition 
animation from unsplit soft keyboard 5008 to integrated input 
area 5016. 
[0328] In some embodiments, although the contacts that 
correspond to a keyboard selection gesture are detected on the 
touch-sensitive surface, the keyboard selection gesture is not 
recognized because the gesture recognizers for the keyboard 
selection gesture are disabled for a predefined period of time 
after a key activation gesture is detected. 
[0329] In response to detecting the one or more contacts 
that correspond to the keyboard selection gesture at the sec­
ond time after the first time, the device maintains (718) dis­
play of the first keyboard when the second time is less than the 
predefined period of time after the first time. 
[0330] For example, in response to detecting a multifinger 
pinch gesture to select a merged keyboard when a split key­
board is currently displayed, the split keyboard is replaced by 
the merged keyboard if more than a predefined period of time 
(e.g., 0.3, 0.4, 0.5, 0.6 seconds or some other reasonable 
period of time) has elapsed since a key in the split keyboard 
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was activated. But the split keyboard remains displayed ifless 
than the predefined period of time has elapsed since a key in 
the split keyboard was activated, thereby preventing acciden­
tally changing the keyboard when the user is actively typing. 
Conversely, in response to detecting a multifinger depinch 
gesture to select a split keyboard when a merged keyboard is 
currently displayed, the merged keyboard is replaced by the 
split keyboard if more than the predefined period of time has 
elapsed since a key in the merged keyboard was activated. But 
the merged keyboard remains displayed if less than the pre­
defined period of time has elapsed since a key in the merged 
keyboard was activated. 
[0331] As an example, in FIGS. SH-SI, if the time period 
from gesture 5038 to gesture 5010 exceeds the predefined 
period of time, then unsplit soft keyboard 5008 is replaced 
withsplitsoftkeyboardarea5016, as shown in FIG. SK. If the 
time period from gesture 5038 to gesture 5010 does not 
exceeds the predefined period of time, then unsplit soft key­
board 5008 remains displayed. 
[0332] In some embodiments, the electronic device is (720) 
a portable electronic device (e.g., a tablet computer). For 
example, device 100 or 300 may be a portable tablet com­
puter. 
[0333] In some embodiments, the display is (722) a touch­
sensitive display that includes the touch-sensitive surface. For 
example, display 112 is a touch screen. 
[0334] FIGS. 8A-8B are flow diagrams illustrating a 
method 800 of moving an integrated input area in accordance 
with some embodiments. The method 800 is performed at an 
electronic device (e.g., device 300, FIG. 3, or portable mul­
tifunction device 100, FIG. 1) with a display and a touch­
sensitive surface. In some embodiments, the display is a touch 
screen display and the touch-sensitive surface is on the dis­
play. In some embodiments, the display is separate from the 
touch-sensitive surface. Some operations in method 800 may 
be combined and/or the order of some operations may be 
changed. 
[0335] As described below, the method 800 provides a way 
to prevent accidental movement of an integrated input area 
when a user contact moves during typing with the split key­
board. The method reduces the cognitive burden on a user 
when repositioning and using an integrated input area that 
includes a split keyboard, thereby creating a more efficient 
human-machine interface. For battery-operated electronic 
devices, enabling a user to reposition and use a soft keyboard 
faster and more efficiently conserves power and increases the 
time between battery charges. 
[0336] The device concurrently displays (802) a first text 
entry area and an integrated input area on the display, the 
integrated input area including: a left portion with a left side 
of a split keyboard, a right portion with a right side of the split 
keyboard, and a center portion in between the left portion and 
the right portion. For example, in FIG. SL, text entry area 
5002 and integrated input area 5039 are displayed on display 
112. Integrated input area 5039 includes left split keyboard 
portion 5039-A, right split keyboard portion 5039-B, and 
center area 5039-C between left and right split keyboard 
portions 5039-A and 5039-B. 
[0337] The device detects (804) a first contact on the touch­
sensitive surface at a location that corresponds to the center 
portion of the integrated input area. For example, in FIG. SL, 
a finger contact corresponding to gesture 5040 is detected at 
position 5040-1 in center area 5039-C. 
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[0338] The device detects (806) movement of the first con­
tact along the touch-sensitive surface. For example, in FIG. 
SL, the finger contact in gesture 5040 moves from position 
5040-1 to position 5040-2. 
[0339] In response to detecting movement of the first con­
tact along the touch-sensitive surface, the device moves (808) 
the integrated input area in accordance with the movement of 
the first contact when the movement of the first contact 
exceeds a first movement threshold. For example, in FIGS. 
SL-SM, when the movement of gesture 5040 exceeds thresh­
old 5042, then integrated input area 5039 moves in accor­
dance with the movement gesture 5040. 
[0340] The device detects (810) a second contact, distinct 
from the first contact, on the touch-sensitive surface at a 
location that corresponds to the split keyboard. For example, 
in FIG. SL, a finger contact corresponding to gesture 5044 is 
detected at position 5044-1 in right split keyboard portion 
5039-B. 
[0341] The device detects (812) movement of the second 
contact along the touch-sensitive surface. For example, in 
FIG. SL, the finger contact in gesture 5044 moves from posi­
tion 5044-1 to position 5044-2. 
[0342] In response to detecting movement of the second 
contact along the touch-sensitive surface, the device moves 
(814) the integrated input area in accordance with the move­
ment of the second contact when the movement of the second 
contact exceeds a second movement threshold, the second 
movement threshold being greater than the first movement 
threshold. For example, in FIGS. SL-SM, when the move­
ment of gesture 5044 exceeds threshold distance 5046 (or 
threshold distance 5048, depending on the implementation), 
then integrated input area 5039 moves in accordance with the 
movement gesture 5044. 
[0343] In some embodiments, a respective movement 
threshold is a function of a horizontal distance of a respective 
contact from a vertical centerline of the integrated input area 
(816). For example, in FIG. SN, charts 5050 and 5058 show 
the threshold distance as a function of distance from the 
centerline of integrated input area 5039. In some embodi­
ments, the movement threshold increases as the horizontal 
distance of the contact from the vertical centerline increases. 
For example, in FIG. SL, threshold distance 5046 in right soft 
keyboard portion 5039-B is greater than threshold distance 
5042 in center area 5039-C. As another example. chart 5058 
in FIG. SN shows the threshold distance varying linearly with 
distance from a centerline of integrated input area 5039. 
[0344] In some embodiments, the integrated input area is 
constrained to vertical movement on the display (e.g., when 
the width of the integrated input area is the same (or substan­
tially the same, e.g., 90% or 95%) as the width of the display) 
and the integrated input area moves in accordance with a 
vertical component of movement of a respective contact when 
a movement threshold for the respective contact is exceeded 
(818). For example, in FIG. SL-SM, even with gesture 5044 
having an angular movement (and thus having a horizontal 
component and a vertical component), movement of inte­
grated input area 5039 is constrained to vertical movement. 
The horizontal movement of gesture 5044 is ignored. 
[0345] In some embodiments, the left side of the split key­
board and the right side of the split keyboard maintain fixed 
positions relative to each other within the integrated input 
area during movement of the integrated input area (820). For 
example, in FIGS. SL-SM, left and right split keyboard por­
tions 5039-A and 5039-B remain in fixed positions relative to 
each other during the movement. 
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[0346] FIG. 9 is a flow diagram illustrating a method 900 of 
moving an input area and adjusting the size of an application 
content area in accordance with some embodiments. The 
method 900 is performed at an electronic device ( e.g., device 
300, FIG. 3, or portable multifunction device 100, FIG. 1) 
with a display and a touch-sensitive surface. In some embodi­
ments, the display is a touch screen display and the touch­
sensitive surface is on the display. In some embodiments, the 
display is separate from the touch-sensitive surface. Some 
operations in method 900 may be combined and/or the order 
of some operations may be changed. 
[0347] As described below, the method 900 provides a way 
to increase the size of an application content area (e.g., an 
application view or window) when an input area with a key­
board is moved from the bottom of a display. The method is 
particularly useful when a user is typing with a tablet com­
puter with a limited display area because it allows for more of 
an application to be viewed, thereby creating a more efficient 
human-machine interface. For battery-operated electronic 
devices, enabling a user to manipulate a soft keyboard and see 
more of an application lets the user work faster, which con­
serves power and increases the time between battery charges. 
[0348] The device concurrently displays (902) on the dis­
play an application content area with a first size and an input 
area with a keyboard ( e.g., a split keyboard or a merged 
keyboard), with the input area being adjacent to and separate 
from the application content area with the first size and the 
input area being at a bottom of the display. For example, in 
FIG. 50, application content area 5062 with height 5064 and 
integrated input area 5039 with height 5065 are displayed. 
Integrated input area 5039 is docked at the bottom of display 
112 and is adjacent to and separate from application content 
area 5062. 
[0349] The device detects (904) a gesture on the touch­
sensitive surface ( e.g., an upward flick or drag gesture at a 
location on the touch-sensitive surface that corresponds to the 
input area at the bottom of the display). For example, in FIG. 
50, gesture 5068, which is a dragging gesture, is detected on 
display 112. 
[0350] In response to detecting the gesture on the touch­
sensitive surface, the device moves (906) the input area away 
from the bottom of the display over the application content 
area, and increases (908) the application content area to a 
second size larger than the first size. For example, in FIG. SP, 
in response to detection of gesture 5068, integrated input area 
5039 moves away from the bottom of display 112 and over 
application content area 5062. Additionally, application con­
tent area 5062 (FIG. SP) increases in size to a size with height 
5066, which is larger than the size of the application content 
area with height 5064 (FIG. 50). 
[0351] In some embodiments, the first size of the applica­
tion content area has a first height, the second size of the 
application content area has a second height, the input area 
has an input area height, and the second height is greater than 
the first height by an amount equal to ( or substantially equal 
to (e.g., up to 5% or 10% difference)) the input area height 
(910). For example, in FIG. 50, applicationcontentarea5062 
has height 5064, and integrated input area 5039 has height 
5065. In FIG. SP, application content area 5062 has height 
5066, which is the sum of height 5064 and height 5065. 
[0352] In other words, when the keyboard is "anchored" at 
the bottom of the screen, an application treats the keyboard as 
being an area with non-zero height that cannot be used to 
display the application content area. Thus, the application 
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reduces the size of its application content area accordingly. 
But, when the keyboard is moved away from the bottom of the 
screen (becomes "unanchored" from the bottom of the dis­
play), the application treats the keyboard as being an area with 
zero height ( even though the actual displayed height of the 
input area is non-zero) and so the application increases its 
content display area to use more of the display ( e.g., to use all 
or substantially all of the display area). When unanchored, the 
keyboard floats over the application content area. The key­
board moves vertically in response to detecting an upward 
finger gesture. The keyboard may move with inertia if the 
velocity upon liftoff of the finger is above a predefined thresh­
old. 
[0353] FIGS. l0A-10B are flow diagrams illustrating a 
method 1000 of entering characters with a split soft keyboard 
in accordance with some embodiments. The method 1000 is 
performed at an electronic device ( e.g., device 300, FIG. 3, or 
portable multifunction device 100, FIG. 1) with a display and 
a touch-sensitive surface. In some embodiments, the display 
is a touch screen display and the touch-sensitive surface is on 
the display. In some embodiments, the display is separate 
from the touch-sensitive surface. Some operations in method 
900 may be combined and/or the order of some operations 
may be changed. 
[0354] As described below, the method 1000 makes two­
thumb typing with a split keyboard ( e.g., on a tablet computer 
that is being held by the user's remaining eight fingers) faster 
and more efficient by letting a user easily activate certain keys 
on the right side of a split keyboard with a left thumb (and 
conversely, letting a user easily activate certain keys on the 
left side of a split keyboard with a right thumb), thereby 
creating a more efficient human-machine interface. For bat­
tery-operated electronic devices, enabling a two-thumb typist 
to enter characters in a split soft keyboard faster and more 
efficiently conserves power and increases the time between 
battery charges. 
[0355] The device concurrently displays (1002) a text entry 
area, a left side of a split keyboard, and a right side of a split 
keyboard, with the left side of the split keyboard including a 
plurality of rows of keys and the right side of the split key­
board including a corresponding plurality of rows of keys. A 
row of keys on the left side of the split keyboard and a row of 
keys on the right side of the keyboard are corresponding if the 
rows belong in the same row in the unsplit keyboard corre­
sponding to the split keyboard. 
[0356] For example, in FIG. SQ, text entry area 5002 and 
split soft keyboard 5069 are displayed. Split soft keyboard 
5069 includes left split keyboard portion 5069-A and right 
split keyboard portion 5069-B. Split soft keyboard 5069 
includes letter keys arranged in accordance with the 
QWERTY layout. In left portion 5069-A, the top row ofletter 
keys includes "Q," "W," "E," "R," and "T" keys. The middle 
row of letter keys includes "A," "S," "D," and "F" keys. The 
lower row ofletter keys includes "Z," "X," "C," and "V" keys. 
In right portion 5069-B, the top row ofletter keys include "Y," 
"U," "I," "O," and "P" keys. The middle row of letter keys 
includes "G," "H," "J," "K," and "L" keys. The lower row of 
letter keys includes "B," "N," and "M" keys. The row with 
"Q," "W," "E," "R," and "T" keys on left portion 5069-A and 
the row with "Y," "U," "I," "O," and "P" keys on right portion 
5069-B are corresponding because these rows belong to the 
same top row in an unsplit QWERTY keyboard. Similarly, the 
row with "A," "S," "D," and "F" keys correspond to the row 
with "G," "H," "J," "K," and "L" keys, and the row with "Z," 
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"X," "C," and "V" keys correspond to the row with "B," "N," 
and "M" keys. On the other hand, the row with "Q," "W," "E," 
"R," and "T" keys on left portion 5069-A does not correspond 
to the row with "G," "H," "J," "K," and "L" keys or to the row 
with "B," "N," and "M" keys in right portion 5069-B because 
they do not belong to the same row in an unsplit QWERTY 
keyboard. 
[0357] The device (1004) detects a gesture at a location on 
the touch-sensitive surface that corresponds to a predefined 
area adjacent to and to the right of a rightmost key in a 
respective row of the left side of the split keyboard. For 
example, in FIG. SR, gesture 5098 is detected on predefined 
key activation area 5086, which is to the right of"V" key 5074 
in the lower row of letter keys in left split keyboard portion 
5069-A. 
[0358] In some embodiments, the predefined area adjacent 
to and to the right of the rightmost key in the respective row of 
the left side of the split keyboard is an undisplayed key acti­
vation area that corresponds to the leftmost key in the corre­
sponding respective row of the right side of the split keyboard 
(1006). For example, in FIG. SQ, key activation areas 5082, 
5084, and 5086, which are adjacent to and to right of keys 
5070, 5072, and 5074, respectively, correspond to keys 5076, 
5078, and 5080, respectively. 
[0359] In response to detecting the gesture at the location 
on the touch-sensitive surface that corresponds to the pre­
defined area adjacent to and to the right of the rightmost key 
in the respective row of the left side of the split keyboard, the 
device enters (1008) in the text entry area a character that 
corresponds to a leftmost key in a corresponding respective 
row of the right side of the split keyboard. For example, in 
FIGS. SR-SS, in response to detection of gesture 5098, a 
character "b" is entered into input text 5006, as key activation 
area 5086 corresponds to "B" key 5080 in right split keyboard 
portion 5069-B; "B" key 5080 is the leftmost key in the 
corresponding row in right split keyboard portion 5069-B. 
[0360] If the leftmost key in the corresponding respective 
row of the right side of the split keyboard is a duplicate of the 
rightmost key in the respective row of the left side of the split 
keyboard, then the key adjacent to and to the right of the 
leftmost key in the corresponding respective row of the right 
side of the split keyboard is entered instead. For example, 
returning to the lower rows ofletter keys in left and right split 
keyboard portions 5069-A and 5069-B in FIG. SQ, if undis­
played key activation area 5092 corresponding to "V" key 
5074 is instead a displayed duplicate "V" key, then in 
response to detection of a gesture on key activation area 5086 
to the right of the rightmost "V" key 507 4 in the lower row in 
left portion 5069-A, a character "b" (corresponding to "B" 
key 5080) is entered instead of a character "v" corresponding 
to the duplicate "V" key. 
[0361] In some embodiments, the device detects (1010) a 
gesture at a location on the touch-sensitive surface that cor­
responds to a predefined area adjacent to and to the left of a 
leftmost key in a respective row of the right side of the split 
keyboard. For example, in FIG. ST, gesture 5100 is detected 
on predefined key activation area 5088, which is to the left of 
the rightmost "Y" key in the top row ofletter keys in right split 
keyboard portion 5069-B. 
[0362] In some embodiments, the predefined area adjacent 
to and to the left of the leftmost key in the respective row of the 
right side of the split keyboard is an undisplayed key activa­
tion area that corresponds to the rightmost key in the corre­
sponding respective row of the left side of the split keyboard 
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(1012). For example, in FIG. SQ, key activation areas 5088, 
5090, and 5092, which are adjacent to and to left of keys 5076, 
5078, and 5080, respectively, correspond to keys 5070, 5072, 
and 5074, respectively. 
[0363] In response to detecting the gesture at the location 
on the touch-sensitive surface that corresponds to the pre­
defined area adjacent to and to the left of the leftmost key in 
the respective row of the right side of the split keyboard, the 
device enters (1014) in the text entry area a character that 
corresponds to a rightmost key in a corresponding respective 
row of the left side of the split keyboard. For example, in 
FIGS. ST-SU, in response to detection of gesture 5100, a 
character "t" is entered into input text 5006, as key activation 
area 5088 corresponds to "T" key 5070 in left split keyboard 
portion 5069-A; 'T' key 5070 is the rightmost key in the 
corresponding row in left split keyboard portion 5069-B. 
[0364] If the rightmost key in the corresponding respective 
row of the left side of the split keyboard is a duplicate of the 
leftmost key in the respective row of the right side of the split 
keyboard, then the key adjacent to and to the left of the 
rightmost key in the corresponding respective row of the left 
side of the split keyboard is entered instead. For example, in 
the middle rows of letter keys in left and right split keyboard 
portions 5069-A and 5069-B in FIG. SQ, if undisplayed key 
activation area 5084 corresponding to "G" key 5078 is instead 
a displayed duplicate "G" key, then in response to detection of 
a gesture on key activation area 5090 to the left of the leftmost 
"G" key 5078 in the middle row in right portion 5069-B, a 
character "f' ( corresponding to "F" key 5072) is entered 
instead of a character "g" corresponding to the duplicate "G" 
key. 
[0365] In some embodiments, prior to detecting the ges­
ture, the device detects (1016) a key activation gesture at a 
first time at a location on the touch-sensitive surface that 
corresponds to a location of a visible key in the split keyboard. 
For example, in FIGS. SQ-SR, prior to detection of gesture 
5098, gesture 5096 is detected on "O" key 5094. A character 
"o" is entered into input text 5006 in response to detection of 
gesture 5096. 
[0366] In response to detecting the gesture at a second time 
after the first time, the device enters (1018) in the text entry 
area the character that corresponds to the leftmost key in the 
corresponding respective row of the right side of the split 
keyboard when the second time is less than a predefined 
period of time after the first time, but the device foregoes 
(1020) entering in the text entry area the character that cor­
responds to the leftmost key in the corresponding respective 
row of the right side of the split keyboard when the second 
time exceeds the predefined period of time after the first time. 
In some embodiments, the undisplayed keys areas are only 
activatable when the user is actively typing, as determined by 
detecting activation of visible keys in the split keyboard 
within a predefined period of time (e.g., 0.5, 1.0, or 2.0 sec­
onds or some other reasonable period of time) of detecting the 
gesture in the undisplayed key area. When the gesture in the 
undisplayed key area is detected after the predefined period of 
time has elapsed since detecting activation of a visible key, the 
character corresponding to the undisplayed key is not entered. 
This prevents accidental text entry of characters that corre­
spond to the undisplayed key areas when the user is not 
actively typing. 
[0367] For example, if the time period between when ges­
ture 5096 is detected and when gesture 5098 is detected is less 
than a predefined period of time, then a character "b" is 
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entered in response to gesture 5098. On the other hand, if the 
time period between when gesture 5096 is detected and when 
gesture 5098 is detected is more than the predefined period of 
time, then the character "b" is not entered in response to 
gesture 5098. 
[0368] FIGS. llA-llD are flow diagrams illustrating a 
method 1100 of using a center portion of an integrated input 
area in accordance with some embodiments. The method 
1100 is performed at an electronic device (e.g., device 300, 
FIG. 3, or portable multifunction device 100, FIG. 1) with a 
display and a touch-sensitive surface. In some embodiments, 
the display is a touch screen display and the touch-sensitive 
surface is on the display. In some embodiments, the display is 
separate from the touch-sensitive surface. Some operations in 
method 1100 may be combined and/or the order of some 
operations may be changed. 
[0369] As described below, the method 1100 provides a 
way to use the center portion of an integrated input area to 
make character entry faster and more efficient. The method is 
particularly useful when a user is performing two-thumb 
typing with a tablet computer. The method makes additional 
character entry functions readily accessible to the user's 
thumbs, thereby creating a more efficient human-machine 
interface. For battery-operated electronic devices, enabling a 
user to perform character entry faster and more efficiently 
conserves power and increases the time between battery 
charges. 
[0370] The device concurrently displays (1102) a first text 
entry area and an integrated input area, the integrated input 
area including a left portion with a left side of a split key­
board, a right portion with a right side of the split keyboard, 
and a center portion with a second text entry area, the center 
portion in between the left portion and the right portion. For 
example, in FIG. SY, text entry area 5002 and integrated input 
area 5016 are displayed on display 112. Integrated input area 
5016 includes left split keyboard portion 5016-A, right split 
keyboard portion 5016-B, and center area 5016-C between 
left and right portions 5016-A and 5016-B. Center area 
5016-C serves as a second text entry area, as duplicate cursor 
5020 and duplicate input text 5022 are displayed in center 
area 5016-C. 
[0371] The device detects (1104) a gesture at a location on 
the touch-sensitive surface that corresponds to a location of a 
character key in the split keyboard ( e.g., a tap gesture 5102 on 
"T' key 5024 key on left portion 5016-A, FIG. SV). 
[0372] In response to detecting the gesture at the location 
on the touch-sensitive surface that corresponds to the location 
of the character key in the split keyboard, the device inputs 
and concurrently displays (1106) the corresponding character 
in the first text entry area and the second text entry area on the 
display. In FIG. SW, in response to detection of gesture 5102 
on "T" key 5024, a character "t" is entered into input text 5006 
and concurrently displayed. A character "t" is also entered 
into duplicate input text 5022 and concurrently displayed in 
center area 5016-C. Having a second text entry area in the 
center portion of the integrated input area that shows a portion 
of the text being entered in the first text entry area makes text 
input faster, more efficient, and less stressful by reducing the 
amount of eye movement when a user is thumb typing with 
the split keyboard. 
[0373] In some embodiments, the first text entry area dis­
plays text at a first size, and the second text entry area displays 
a portion of the text in the first text entry area at a second size 
that is larger than the first size (1108). For example, in FIG. 
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SY, duplicate text input 5022 is displayed in center area 
5016-C at a larger size than input text 5006 in text entry area 
5002. 
[0374] In some embodiments, the width of the integrated 
input area is the same ( or substantially the same, e.g., 90% or 
95%) as the width of the display (1110). Integrated input area 
5016 in FIG. SY, for example, has a width that spans the width 
of display 112. 
[0375] In some embodiments, the left side of the split key­
board and the right side of the split keyboard maintain fixed 
positions relative to each other within the integrated input 
area during movement of the integrated input area (1112). 
Having the left and right portions maintain fixed positions 
relative to each other keeps the left and right portions at 
relative positions on the display that are more familiar to the 
use, and thus less cognitive readjustment is needed on the part 
of the user to maintain typing efficiency. 
[0376] For example, FIG. SM shows integrated input area 
5039 moving in response to detection of a gesture ( e.g., ges­
ture 5040). Within integrated input area 5039, left portion 
5039-A and right portion 5039-B maintain fixed positions 
relative to each other during the movement. Integrated input 
areas 5039 and 5016 are similar, and thus when integrated 
input area 5016 moves, left and right portions 5016-A and 
5016-B maintain fixed positions relative to each other. 
[0377] In some embodiments, the second text entry area 
includes an insertion point that remains stationary on the 
display as text is entered (1114). A stationary insertion point 
in the second text entry area provides a stable focal point for 
the user that helps reduce lateral eye movement. For example, 
in FIG. SX-SY, duplicate cursor 5020 is stationary within 
center area 5016-C; when the position of duplicate 5020 
relative to duplicate input text 5022 changes, duplicate input 
text 5022 is displayed as advancing or retreating relative to 
duplicate cursor 5020. 
[0378] In some embodiments, the second text entry area 
includes an insertion point (1116). The device detects (1118) 
a gesture on the touch-sensitive surface at a location that 
corresponds to the insertion point in the second text entry 
area, and moves (1120) the insertion point in the second text 
entry area in accordance with the gesture on the touch-sensi­
tive surface at the location that corresponds to the insertion 
point in the second text entry area. The insertion point in the 
first text entry area is also moved in accordance with the 
gesture on the touch-sensitive surface at the location that 
corresponds to the insertion point in the second text entry 
area. For example, a leftward swipe moves the insertion point 
to the beginning of a word, while a rightward swipe moves the 
insertion point to the end of a word. Adjusting the insertion 
point via gestures in the second text entry area has the advan­
tage of requiring the user to move their thumb only a small 
distance from where they are typing (versus the alternative of 
reaching to the first text entry area ( or a menu bar at the top of 
the display) each time an adjustment is needed. 
[0379] For example, in FIG. SX-SY, gesture 5102, moving 
in direction 5103, is detected on duplicate cursor 5020 in 
center area 5016-C. In response to detection of gesture 5102, 
duplicate cursor 5020 changes position relative to duplicate 
input text 5022 within center area 5016-C in accordance with 
gesture 5102 ( and cursor 5004 does the same relative to input 
text 5006). 
[0380] In some embodiments, the device displays (1122) 
text editing controls ( e.g., icons, or graphical or user interface 
objects for selecting, cutting, copying, and/or pasting text) in 
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the center portion of the integrated input area. In some 
embodiments, the text editing controls in the center portion of 
the integrated input area have corresponding text editing con­
trols in the first text entry area (1124). For example, the text 
editing controls in the center portion may be duplicates of text 
editing controls in the first text entry area. For example, in 
FIG. SZ, text editing control 5104, corresponding to text 
editing control 5106, is displayed in text entry area 5002. In 
some embodiments, the device detects (1126) a gesture on the 
touch-sensitive surface at a location that corresponds to a text 
editing control in the center portion of the integrated input 
area, and executes (1128) a text editing command in accor­
dance with the gesture on the touch-sensitive surface at the 
location that corresponds to the text editing control. Editing 
the text via gestures in the center portion of the integrated 
input area has the advantage of requiring the user to move 
their thumb only a small distance from where they are typing 
(versus the alternative of reaching to the first text entry area 
( or a menu bar at the top of the display) each time an edit 
function is needed. 
[0381] For example, in FIG. SZ-SAA, text editing control 
5106 corresponding to a paste operation is displayed in center 
area 5016-C. Gesture 5108 on text editing control 5106 is 
detected in center area 516-C. In response to detection of 
gesture 5108, a paste operation is executed; text "ahead" is 
pasted into duplicate text 5022 and input text 5006. 
[0382] In some embodiments, the device displays (1130) 
user-selectable input elements ( e.g., radio buttons, check 
boxes, pick lists, time pickers, and/or date pickers) in the 
center portion of the integrated input area, detects (1132) a 
gesture on the touch-sensitive surface at a location that cor­
responds to a user-selectable input element in the center por­
tion of the integrated input area, and, in response to detecting 
the gesture on the touch-sensitive surface at the location that 
corresponds to the user-selectable input element, selects 
(1134) the user-selectable input element. Selecting radio but­
tons, check boxes, items in pick lists, times and dates via 
gestures in the center portion of the integrated input area has 
the advantage of requiring the user to move their thumb only 
a small distance from where they are typing each time a 
selection is needed. 
[0383] For example, in FIG. SBB-SCC, form 5110 is dis­
played in text entry area 5002. Form 5110 includes check­
boxes 5112, each respective checkbox corresponding to an 
option in the form. At least some of checkboxes 5112 are 
displayed in center area 5016-C as duplicate checkboxes 
5116. Gesture 5118 is detected on duplicate checkbox 
5116-A in center area 5016-C. In response to detection of 
gesture 5118, checkbox 5116-A is selected. 
[0384] In some embodiments, the device detects (1136) a 
gesture on the touch-sensitive surface at a location that cor­
responds to the center portion of the integrated input area 
( e.g., a tap gesture on an icon to activate a popup menu or a 
predefined multifinger gesture within the center portion), and, 
in response to detecting the gesture on the touch-sensitive 
surface at the location that corresponds to the center portion 
of the integrated input area, displays (1138) a popup view. 
Accessing a popup view (e.g., a window or menu in an appli­
cation) via a gesture in the center portion of the integrated 
input area has the advantage of requiring the user to move 
their thumb only a small distance from where they are typing 
(versus the alternative of reaching to the first text entry area 
(or a menu bar at the top of the display) each time a popup 
view is needed. 
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[0385] For example, in FIGS. 5DD-5EE, gesture 5120 is 
detected in center area 5016-C. In response to detection of 
gesture 5120, popup menu 5124 is displayed. In some 
embodiments, popup menu 5122, corresponding to popup 
menu 5124, is displayed in text entry area 5002. 
[0386] In some embodiments, the device detects (1140) a 
plurality of gestures on the touch-sensitive surface at a loca­
tion that corresponds to the center portion of the integrated 
input area (e.g., a series of finger strokes and taps that corre­
spond to Chinese, Japanese, Korean, or other characters), and 
enters (1142) in the first text entry area and the second text 
entry area a character that corresponds to the plurality of 
gestures. Exemplary characters include alphabetic charac­
ters, numeric characters, symbols, punctuation characters, 
Arabic script characters, Cyrillic characters, Greek charac­
ters, emoji symbols, emoticon symbols, Asian characters 
such as sinographs, Japanese Kanji, katakana, or hiragana, 
etc., Devanagari characters, Perso-Arabic characters, Gur­
mukhi characters, and Hebrew characters. Drawing charac­
ters via gestures in the center portion of the integrated input 
area has the advantage of requiring the user to move their 
finger only a small distance from where they are typing. 
[0387] For example, in FIGS. 5FF-5GG, one or more ges­
tures 5128 corresponding to handwriting 5126 are detected in 

center area 5016-C. Character"~" corresponding to hand­
writing 5126 is entered into input text 5006 and duplicate 
input text 5022. 
[0388] In some embodiments, the device detects (1144) a 
plurality of gestures on the touch-sensitive surface at a loca­
tion that corresponds to the center portion of the integrated 
input area (e.g., a series of finger strokes and taps that corre­
spond to a simple drawing), and makes (1146) a drawing in 
accordance with the plurality of gestures. Drawing via ges­
tures in the center portion of the integrated input area has the 
advantage of requiring the user to move their finger only a 
small distance from where they are typing. 
[0389] For example, in FIGS. 5HH-5II, one or more ges­
tures 5132 corresponding to drawing 5130 are detected in 
center area 5016-C. Drawing 5133, corresponding to drawing 
5130 is entered into input text 5006. 
[0390] In some embodiments, the device displays (1148) a 
suggested word in the center portion of the integrated input 
area (e.g., a word automatically suggested to complete or 
correct a series of characters displayed in the first text entry 
area and the second text entry area), detects (1150) a gesture 
on the touch-sensitive surface at a location that corresponds to 
the suggested word, and executes (1152) a text editing com­
mand in accordance with the gesture on the touch-sensitive 
surface at the location that corresponds to the suggested word. 
In some embodiments, tapping the suggested word accepts 
and inputs the suggested word. In some embodiments, tap­
ping the suggested word ( or an X icon) rejects and terminates 
display of the suggested word. Editing the text via gestures in 
the center portion of the integrated input area has the advan­
tage of requiring the user to move their thumb only a small 
distance from where they are typing (versus the alternative of 
reaching to the first text entry area ( or a menu bar at the top of 
the display) each time an edit function is needed. 
[0391] For example, in FIGS. 5JJ-5KK, suggested word 
5134 is displayed in text entry area 5002, and duplicate sug­
gested word 5136, corresponding to suggested word 5134, is 
displayed in center area 5016-C. Suggested word 5136 is 
displayed with X icon 5137. Gesture 5138 is detected on X 
icon 5137 associated with suggested word 5136. In response 
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to detection of gesture 5138, suggested word 5136 is rejected 
and display of suggested word 5136 and suggested word 5134 
are terminated. 

[0392] In some embodiments, the device displays (1154) a 
plurality of emoji characters in the center portion of the inte­
grated input area, detects (1156) a gesture on the touch­
sensitive surface at a location that corresponds to an emoji 
character in the plurality of emoji characters ( e.g., a tap ges­
ture on the emoji character), and, in response to detecting the 
gesture on the touch-sensitive surface at the location that 
corresponds to the emoji character, inputs and displays 
(1158) the emoji character in the first text entry area and the 
second text entry area on the display. Entering emoji charac­
ters via gestures in the center portion of the integrated input 
area has the advantage of requiring the user to move their 
thumb only a small distance from where they are typing 
(versus the alternative of reaching to the first text entry area 
(or a menu bar at the top of the display) each time an emoji 
character is needed. 
[0393] For example, in FIGS. 5LL-5MM, emoji characters 
5140, including emoji character 5140-A, are displayed in text 
entry area 5002. Duplicate emoji characters 5142 are dis­
played in center area 5016-C. Duplicate emoji character 
5142-A is a duplicate of emoji character 5140-A. Gesture 
5144 is detected on duplicate emoji character 5142-A. In 
response to detection of gesture 5144, emoji character 
5140-A is entered into input text 5006 and displayed, and 
duplicate emoji character 5142-A is entered into duplicate 
input text 5022 and displayed. 
[0394] In some embodiments, the device displays (1160) a 
plurality of unicode characters in the center portion of the 
integrated input area, detects (1162) a gesture on the touch­
sensitive surface at a location that corresponds to a unicode 
character in the plurality of unicode characters (e.g., a tap 
gesture on the unicode character), and, in response to detect­
ing the gesture on the touch-sensitive surface at the location 
that corresponds to the unicode character, inputs and displays 
(1164) the unicode character in the first text entry area and the 
second text entry area on the display. Entering unicode char­
acters via gestures in the center portion of the integrated input 
area has the advantage of requiring the user to move their 
thumb only a small distance from where they are typing 
(versus the alternative of reaching to the first text entry area 
( or a menu bar at the top of the display) each time a unicode 
character is needed. 
[0395] For example, in FIGS. 5NN-5OO, unicode charac­
ters 5146, including unicode character 5146-A, are displayed 
in text entry area 5002. Duplicateunicode characters 5148 are 
displayed in center area 5016-C. Duplicate unicode character 
5148-A is a duplicate ofunicode character 5146-A. Gesture 
5149 is detected on duplicate unicode character 5148-A. In 
response to detection of gesture 5149, unicode character 
5146-A is entered into input text 5006 and displayed, and 
duplicate unicode character 5148-A is entered into duplicate 
input text 5022 and displayed. 
[0396] In some embodiments, the device detects (1166) a 
gesture on the touch-sensitive surface at a location that cor­
responds to the second text entry area (e.g., a tap and drag 
gesture over text in the second text entry area), and, in 
response to detecting the gesture on the touch-sensitive sur­
face at the location that corresponds to the second text entry 
area, selects (1168) a range of text. Selecting text via gestures 
in the center portion of the integrated input area has the 
advantage of requiring the user to move their thumb only a 
small distance from where they are typing. 



US 2012/0113023 Al 

[0397] For example, in FIGS. 5PP-5QQ, gesture 5150 is 
detected over duplicate input text 5022 in center area 5016-C. 
Gesture 5150 includes a tap and drag gesture from position 
5150-A to position 5150-B. In response to gesture 5150, 
duplicate input text 5022 is selected, as indicated by high­
lighting 5154. 

[0398] In some embodiments, the device detects (1170) a 
gesture on the touch-sensitive surface at a location that cor­
responds to one or more words in the second text entry area 
(e.g., a swipe or double-tap gesture on a word in the second 
text entry area), and, in response to detecting the gesture on 
the touch-sensitive surface at the location that corresponds to 
the second text entry area, formats (1172) the one or more 
words. Formatting text via gestures in the center portion of the 
integrated input area has the advantage of requiring the user to 
move their thumb only a small distance from where they are 
typing. 
[0399] For example, in FIGS. 5RR-5SS, gesture 5156 is 
detected on word "gotten" in duplicate input text 5022, in 
center area 5016-C. In response to detection of gesture 5156, 
the word "gotten" in duplicate input text 5022 and the corre­
sponding word in input text 5006 are formatted as bold text. 
[0400] In some embodiments, input elements in the center 
portion of the integrated input area are user-configurable 
(e.g., via a tool bar or settings menu) (1174). The various 
features described above with respect to the center portion 
(e.g., character handwriting, drawing, selecting user select­
able elements, text editing operations, etc.) may be selectively 
enabled by a user. For example, in FIG. 5TT, an options page 
showing 5158 showing the available input elements for center 
area 5016-C is displayed. Options page 5158 includes input 
element options for center area 5016-C and corresponding 
checkboxes for enabling or disabling those options. 
[0401] FIGS. 12A-12B are flow diagrams illustrating a 
method 1200 of moving an input area that includes a key­
board over an application content area in accordance with 
some embodiments. The method 1200 is performed at an 
electronic device (e.g., device 300, FIG. 3, or portable mul­
tifunction device 100, FIG. 1) with a display and a touch­
sensitive surface. In some embodiments, the display is a touch 
screen display and the touch-sensitive surface is on the dis­
play. In some embodiments, the display is separate from the 
touch-sensitive surface. Some operations in method 1200 
may be combined and/or the order of some operations may be 
changed. 
[0402] As described below, the method 1200 provides a 
way to use an imprecise flick gesture to precisely and auto­
matically place a soft keyboard just below a text entry area in 
an application. The method reduces the cognitive burden on a 
user when positioning and using a soft keyboard, thereby 
creating a more efficient human-machine interface. For bat­
tery-operated electronic devices, enabling a user to manipu­
late a soft keyboard faster and more efficiently conserves 
power and increases the time between battery charges. 
[0403] The device concurrently displays (1202) on the dis­
play an application content area that includes one or more text 
entry areas and an input area with a keyboard ( e.g., a merged 
keyboard or an integrated input area with a split keyboard) 
that is displayed over the application content area. FIG. 5UU, 
for example, shows application content area 5160 displayed 
on display 112. Text entry areas 5162 are displayed in appli­
cation content area 5160. Soft keyboard 5164 is also dis­
played on display 112. 
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[0404] The device detects (1204) a drag gesture on the 
touch-sensitive surface at a location that corresponds to the 
input area on the display. For example, in FIG. 5UU, drag 
gesture 5166 is detected on display 112. Drag gesture 5166 
starts from position 5166-1, which is located in soft keyboard 
5164. 

[0405] The device, in response to detecting the drag ges­
ture, moves (1206) the input area on the display in accordance 
with the drag gesture. In response to detection of drag gesture 
5166, soft keyboard 5164 is moved in accordance with drag 
gesture 5166, as shown in FIG. 5VV. 

[0406] The device detects (1208) a flick gesture on the 
touch-sensitive surface at a location that corresponds to the 
input area on the display. For example, in FIG. 5WW, gesture 
5168 is detected on display 112. Gesture 5168 starts from a 
location corresponding to soft keyboard 5164. 

[0407] The device, in response to detecting the flick ges­
ture, moves (1210) the input area on the display with inertia in 
accordance with the flick gesture such that the input area 
comes to rest at a location adjacent to and just below a text 
entry area in the application content area. 

[0408] In other words, when a drag gesture is applied to the 
input area, the input area tracks (follows) the movement of the 
finger making the drag gesture. When lift-off of the finger 
making the drag gesture is detected, the movement of the 
input area stops. In contrast, when a flick gesture is applied to 
the input area, the input area is 'thrown' in the direction of the 
flick gesture with some simulated inertia and friction, so the 
input area does not stop at a location that corresponds to 
where lift-off of the finger making the flick gesture occurred. 
Instead, the input area continues to move in the direction of 
the flick gesture, gradually slows down, and comes to rest at 
a location adjacent to and just below a text entry area in the 
application. Thus, an imprecise flick gesture results in auto­
matic, precise placement of a keyboard just below a text entry 
area in an application, whereas a more precise drag gesture 
enables a user to manually position the text entry area. 
[0409] For example, in FIGS. 5WW-5XX, in response to 
gesture 5168, soft keyboard 5164 moves with trajectory 5170, 
including movement inertia, in accordance with gesture 
5168. Soft keyboard 5164 comes to rest adjacent to and below 
text entry area 5162-F; soft keyboard 5164 docks just below 
text entry area 5162-F. 
[0410] In some embodiments, moving the input area on the 
display with inertia in accordance with the flick gesture 
includes calculating (1212) a trajectory of the input area 
based on the flick gesture, searching (1214) for one or more 
text entry areas in the application content area that meet 
predefined candidate criteria, and, when one or more candi­
date text entry areas are found, identifying (1216) a respective 
candidate text entry area as the text entry area that the input 
area will come to rest adjacent to and just below and adjusting 
the trajectory accordingly. For example, in FIGS. 5WW-
5XX, trajectory 5170 with termination point 5171 is calcu­
lated based on gesture 5168. One or more text entry areas 
5162 in application content area 5160 that meet predefined 
criteria (e.g., within a predefined distance from termination 
point 5171) are searched. Among candidates text entry areas 
that are found, one ( e.g., 5162-F) is selected as the text entry 
area under which soft keyboard 5164 will come to rest. Tra­
jectory 5170 is adjusted so that soft keyboard 5164 comes to 
rest under text entry area 5162-F. 
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[0411] As another example, in FIGS. SYY-SZZ, trajectory 
5174 with termination point 5175 is calculated based on flick 
gesture 5172. One or more text entry areas 5162 in applica­
tion content area 5160 that meet predefined criteria (e.g., 
within a predefined distance from termination point 5175) are 
searched. Among candidates text entry areas that are found, 
one (e.g., 5162-A) is selected as the text entry area under 
which soft keyboard 5164 will come to rest. Trajectory 517 4 
is adjusted so that soft keyboard 5164 comes to rest under text 
entry area 5162-A. 
[0412] In some embodiments, identifying one of the can­
didate text entry areas as the text entry area that the input area 
will come to rest adjacent to and just below includes selecting 
(1218) a respective candidate text entry area that is closest to 
a termination point of the trajectory as the text entry area that 
the input area will come to rest adjacent to and just below. For 
example, in FIG. SYY, text entry area 5162-A is selected as 
the text entry area under which soft keyboard 5164 come to 
rest; text entry area 5162-A is closest to termination point 
5175. In SZZ, soft keyboard 5164 comes to rest adjacent to 
and under text entry area 5162-A. 
[0413] In some embodiments, the respective candidate text 
entry area is identified as the text entry area that the input area 
will come to rest adjacent to and just below based on prox­
imity of the respective candidate text entry area to a termina­
tion point of the trajectory (1220). For example, in FIG. 
SYY-SZZ, text entry area 5162-A is selected as the text entry 
area under which soft keyboard 5164 comes to rest based on 
the fact that it is the closest among text entry areas 5162 to 
termination point 5175. 
[0414] In some embodiments, the trajectory is calculated 
based on simulated physical properties of the input area 
(1222). For example, one or more simulated physical prop­
erties are associated with application content area 5160. 
Examples of simulated physical properties include properties 
that affect the motion of an object, such as density, friction 
coefficient, and so forth. Values for the properties are pre­
defined. A trajectory (e.g., trajectory 5170) is calculated 
based on the properties and the corresponding gesture ( e.g., 
gesture 5168). 
[0415] In some embodiments, the candidate criteria are met 
for a respective text entry area if the respective text entry area 
is within a predefined distance of a termination point of the 
trajectory (1224). For example, in FIG. SYY, text entry areas 
that are within a predefined distance (e.g., distance 5177) 
from termination point 5175 are identified as candidate text 
entry areas under which soft keyboard 5164 may come to rest 
in accordance with trajectory 5175. Text entry areas 5162-A 
and 5162-B are within distance 5177 and are thus identified as 
candidate text entry areas. 
[0416] FIGS. 13A-13B are flow diagrams illustrating a 
method 1300 of reconfiguring an integrated input area in 
accordance with some embodiments. The method 1300 is 
performed at an electronic device ( e.g., device 300, FIG. 3, or 
portable multifunction device 100, FIG. 1) with a display and 
a touch-sensitive surface. In some embodiments, the display 
is a touch screen display and the touch-sensitive surface is on 
the display. In some embodiments, the display is separate 
from the touch-sensitive surface. Some operations in method 
1300 may be combined and/or the order of some operations 
may be changed. 
[0417] As described below, the method 1300 provides an 
intuitive way to reconfigure the sizes and positions of the left 
side and right side of a soft split keyboard in an integrated 
input area. The method is particularly useful when a user is 
performing two-thumb typing with a tablet computer ( e.g., 
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when the tablet computer is being held by the user's remain­
ing eight fingers). The method makes it fast and easy for a user 
to customize a split keyboard in an integrated input area to the 
size of the user's thumbs, thereby creating a more efficient 
human-machine interface. For battery-operated electronic 
devices, using a split keyboard that is customized to the size 
of the user's thumbs enables the user to perform character 
entry faster and more efficiently, thereby conserving power 
and increasing the time between battery charges. 
[0418] The device concurrently displays (1302) on the dis­
play a first text entry area, and an integrated input area, the 
integrated input area including a left portion with a left side of 
a split keyboard, a right portion with a right side of the split 
keyboard, and a center portion in between the left portion and 
the right portion. For example, in FIG. SAAA, text entry area 
5002 and integrated input area 5039 are displayed. Integrated 
input area 5039 includes left split keyboard portion 5039-A, 
right soft keyboard portion 5039-B, and center area 5039-C 
between left and right portions 5039-A and 5039-B. 
[0419] The device detects (1304) a first input on the touch­
sensitive surface. In some embodiments, the first input is by a 
first thumb and a second thumb, distinct from the first thumb, 
on the touch-sensitive surface (1305) (e.g., a single tap ges­
ture by the first thumb concurrent with a single tap gesture by 
the second thumb; a double tap gesture by the first thumb 
concurrent with a double tap gesture by the second thumb; or 
a swipe gesture by the first thumb concurrent with a swipe 
gesture by the second thumb). In some embodiments, the first 
input is detected at a location on the touch-sensitive surface 
that corresponds to the location of the integrated input area on 
the display. For example, returning to FIG. SAA, gesture 
5176 is detected in split soft keyboard 5039. Gesture 5176 
includes concurrent thumb contacts 5176-A and 5176-B on 
display 112. 
[0420] In response to detecting the first input, the device 
enters (1306) a reconfiguration mode for the integrated input 
area. In response to detection of gesture 5176 (FIG. SAAA), 
for example, device 100 enters a reconfiguration mode for 
integrated input area 5039. While in reconfiguration mode, 
device 100 is receptive to one or more gestures for resizing 
portions of the split keyboard in integrated input area 5039. 
One advantage of having a distinct reconfiguration mode for 
the integrated input area is that this prevents the split key­
board from being accidentally reconfigured when the user is 
thumb typing. 
[0421] While in the reconfiguration mode for the integrated 
input area, the device detects (1308) a second input by the first 
thumb and/or the second thumb. In response to detecting the 
second input, the device adjusts (1310) the size of at least one 
of the left side and the right side of the split keyboard in the 
integrated input area. 
[0422] While in the reconfiguration mode for the integrated 
input area, the device detects (1312) a third input. In some 
embodiments, the third input is by the first thumb and/or the 
second thumb ( e.g., a single tap gesture by the first thumb 
concurrent with a single tap gesture by the second thumb; a 
double tap gesture by the first thumb concurrent with a double 
tap gesture by the second thumb; or a swipe gesture by the 
first thumb concurrent with a swipe gesture by the second 
thumb). In response to detecting the third input, the device 
exits (1314) the reconfiguration mode for the integrated input 
area. In some embodiments, the third input is detected at a 
location on the touch-sensitive surface that corresponds to the 
location of the integrated input area on the display. 
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[0423] For example, FIGS. 5B8B thru 5MMM shows vari­
ous gestures detected while in reconfiguration mode and the 
resulting change to integrated input area 5039 in response to 
the respective detected gesture. To take just one of these 
examples, FIG. 5LLL shows gesture 5188 being detected. 
Gesture 5188 includes a left thumb moving away from the left 
edge of display 112. In response to detection of gesture 5188, 
left portion 5039-A and right portion 5039-B increase in size, 
as shown in FIG. 5MMM. FIG. 5NNN shows gesture 5190 
detected on display 112. In response to gesture 5190, device 
100 exits the reconfiguration mode, and split keyboard por­
tions 5039-A and 5039-B maintain their new sizes. 
[0424] In some embodiments, the second input includes a 
horizontal movement of a left thumb towards a left vertical 
side of the display, and in response to detecting the horizontal 
movement of the left thumb towards the left vertical side of 
the display, the device reduces (1316) the size of the left side 
of the split keyboard. In some embodiments, movement by 
one thumb adjusts the size of the corresponding side of the 
split keyboard. For example in FIGS. 5BBB-5CCC, gesture 
5178 is detected on display 112. Gesture 5178 includes a left 
thumb moving horizontally toward the left vertical side of 
display 112. In response to detection of gesture 5178, left split 
keyboard portion 5039-A reduces in size. 
[0425] In some embodiments, the second input includes a 
horizontal movement of a left thumb away from a left vertical 
side of the display, and in response to detecting the horizontal 
movement of the left thumb away from the left vertical side of 
the display, the device increases (1318) the size of the left side 
of the split keyboard. For example in FIGS. 5DDD-5EEE, 
gesture 5180 is detected on display 112. Gesture 5180 
includes a left thumb moving horizontally away from the left 
vertical side of display 112. In response to detection of ges­
ture 5180, left split keyboard portion 5039-A increases in 
size. 
[0426] Analogously, in some embodiments, movement by 
the right thumb toward the right vertical side of the display 
and away from the right vertical side of the display decreases 
and increases, respectively, the size of the right side of the 
split keyboard, as shown in FIGS. 5FFF-5III. 
[0427] In some embodiments, the second input includes a 
horizontal movement of the first thumb towards a vertical side 
of the display closest to the first thumb ( e.g., moving the left 
thumb towards the left vertical side of the display or moving 
the right thumb towards the right vertical side of the display), 
and in response to detecting the horizontal movement of the 
first thumb towards the vertical side of the display closest to 
the first thumb, the device reduces the size of the left side and 
the right side of the split keyboard (1320). In some embodi­
ments, movement by just one thumb concurrently reduces the 
size of both the left side and the right side of the split key­
board. For example, in FIGS. 5JJJ-5KKK, gesture 5186 is 
detected on display 112. Gesture 5186 includes a left thumb 
moving toward the left vertical side of display 112. In 
response to detection of gesture 5186, left split keyboard 
portion 5039-A and right split keyboard portion 5039-B are 
concurrently reduced in size. 
[0428] In some embodiments, the left edge of the left side 
of the split keyboard maintains its position (which is typically 
near the left vertical side of the display) as the left side of the 
split keyboard is reduced. Thus, the right edge of the left side 
of the split keyboard moves closer to the left vertical side of 
the display as the left side of the split keyboard is reduced. 
This makes it easier for the left thumb to reach the keys near 
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the right edge of the left side of the split keyboard and elimi­
nates the need for the user to reposition the left edge of the left 
side of the keyboard after the left side of the keyboard is 
reduced. Similarly, in some embodiments, the right edge of 
the right side of the split keyboard maintains its position 
(which is typically near the right vertical side of the display) 
as the right side of the split keyboard is reduced. Thus, the left 
edge of the right side of the split keyboard moves closer to the 
right vertical side of the display as the right side of the split 
keyboard is reduced. This makes it easier for the right thumb 
to reach the keys near the left edge of the right side of the split 
keyboard and eliminates the need for the user to reposition the 
right edge of the right side of the keyboard after the right side 
of the keyboard is reduced. 
[0429] In some embodiments, the second input includes a 
horizontal movement of the first thumb away from a vertical 
side of the display closest to the first thumb ( e.g., moving the 
left thumb away from the left vertical side of the display or 
moving the right thumb away from the right vertical side of 
the display), and in response to detecting the horizontal 
movement of the first thumb away from the vertical side of the 
display closest to the first thumb, the device increases (1322) 
the size of the left side and the right side of the split keyboard. 
In some embodiments, movement by just one thumb concur­
rently increases the size of both the left side and the right side 
of the split keyboard. For example, in FIGS. 5LLL-5MMM, 
gesture 5188 is detected on display 112. Gesture 5188 
includes a left thumb moving away from the left vertical side 
of display 112. In response to detection of gesture 5188, left 
split keyboard portion 5039-A and right split keyboard por­
tion 5039-B increase in size. 
[0430] In accordance with some embodiments, FIG. 14 
shows a functional block diagram of an electronic device 
1400 configured in accordance with the principles of the 
invention as described above. The functional blocks of the 
device may be implemented by hardware, software, or a com­
bination of hardware and software to carry out the principles 
of the invention. It is understood by persons of skill in the art 
that the functional blocks described in FIG. 14 may be com­
bined or separated into sub-blocks to implement the prin­
ciples of the invention as described above. Therefore, the 
description herein may support any possible combination or 
separation or further definition of the functional blocks 
described herein. 
[0431] As shown in FIG. 14, an electronic device 1400 
includes a display unit 1402 configured to concurrently dis­
play a first text entry area and an unsplit keyboard, a touch­
sensitive surface unit 1404 configured to receive user ges­
tures, and a processing unit 1406 coupled to the display unit 
1402 and the touch-sensitive surface unit 1404. In some 
embodiments, the processing unit 1406 includes a detecting 
unit 1408, a replacing unit 1410, an inputting unit 1412, and 
a display enabling unit 1414. 
[0432] The processing unit 1406 is configured to detect a 
gesture on the touch-sensitive surface unit 1404 (e.g., with the 
detecting unit 1408), and, in response to detecting the gesture 
on the touch-sensitive surface unit 1404, replace the unsplit 
keyboard with an integrated input area ( e.g., with the replac­
ing unit 1410). The integrated input area includes a left por­
tion with a left side of a split keyboard, a right portion with a 
right side of the split keyboard, and a center portion in 
between the left portion and the right portion. 
[0433] In some embodiments, the integrated input area 
includes a second text entry area. 
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[0434] In some embodiments, the first text entry area is a 
text entry area that displays text at a first size, and the second 
text entry area is a text entry area that displays a portion of the 
text in the first text entry area at a second size that is larger 
than the first size. 

[0435] In some embodiments, the processing unit 1406 is 
configured to: while displaying the integrated input area, 
detect a gesture at a location on the touch-sensitive surface 
unit 1404 that corresponds to a location of a character key in 
the split keyboard ( e.g., with the detecting unit 1408); and, in 
response to detecting the gesture at the location on the touch­
sensitive surface unit 1404 that corresponds to the location of 
the character key in the split keyboard, input and enable 
concurrent display of the corresponding character in the first 
text entry area and the second text entry area on the display 
unit 1402 (e.g., with the inputting unit 1412 and the display 
enabling unit 1414). 
[0436] In some embodiments, the electronic device 1400 is 
a portable electronic device. 
[0437] In some embodiments, the display unit 1402 is a 
touch-sensitive display unit that includes a touch-sensitive 
surface unit 1404. 
[0438] In some embodiments, the gesture is a multifinger 
depinch gesture at a location on the touch-sensitive surface 
unit 1404 that corresponds to the location of the unsplit key­
board on the display unit 1402. 
[0439] In some embodiments, the gesture is a tap gesture on 
a keyboard selection icon. 
[0440] In some embodiments, replacing the unsplit key­
board with the integrated input area includes enabling display 
of an animation that transitions the unsplit keyboard to the 
integrated input area. 
[0441] In some embodiments, the processing unit 1406 is 
configured to: while displaying the integrated input area, 
detect a second gesture on the touch-sensitive surface unit 
1404 ( e.g., with the detecting unit 1408); and, in response to 
detecting the second gesture on the touch-sensitive surface 
unit 1404, replace the integrated input area with the unsplit 
keyboard (e.g., with the replacing unit 1410). 
[0442] In some embodiments, the second gesture is a mul­
tifinger pinch gesture at a location on the touch-sensitive 
surface unit 1404 that corresponds to the location of the 
integrated input area on the display unit 1402. 
[0443] In some embodiments, the second gesture is a tap 
gesture on a keyboard selection icon. 
[0444] In some embodiments, replacing the integrated 
input area with the unsplit keyboard includes enabling display 
of an animation that transitions the integrated input area to the 
unsplit keyboard. 
[0445] In accordance with some embodiments, FIG. 15 
shows a functional block diagram of an electronic device 
1500 configured in accordance with the principles of the 
invention as described above. The functional blocks of the 
device may be implemented by hardware, software, or a com­
bination of hardware and software to carry out the principles 
of the invention. It is understood by persons of skill in the art 
that the functional blocks described in FIG. 15 may be com­
bined or separated into sub-blocks to implement the prin­
ciples of the invention as described above. Therefore, the 
description herein may support any possible combination or 
separation or further definition of the functional blocks 
described herein. 
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[0446] As shown in FIG. 15, an electronic device 1500 
includes a display unit 1502 configured to display a first 
keyboard, the first keyboard including a first plurality of keys; 
a touch-sensitive surface unit 1504 configured to receive user 
gestures; and a processing unit 1506 coupled to the display 
unit 1502 and the touch-sensitive surface unit 1504. In some 
embodiments, the processing unit 1506 includes a detecting 
unit 1508, an activating unit 1510, a replacing unit 1512, a 
maintaining unit 1514, and a disabling unit 1516. 
[0447] The processing unit 1506 is configured to detect a 
key activation gesture at a first time at a location on the 
touch-sensitive surface unit 1504 that corresponds to a loca­
tion of a first key in the first keyboard ( e.g., with the detecting 
unit 1508); in response to detecting the key activation gesture 
at the first time, activate the first key ( e.g., with the activating 
unit 151 0); detect one or more contacts on the touch-sensitive 
surface unit 1504 at a second time after the first time, the one 
or more contacts corresponding to a keyboard selection ges­
ture ( e.g., with the detecting unit 1508); and in response to 
detecting the one or more contacts that correspond to the 
keyboard selection gesture at the second time after the first 
time: replace the first keyboard with a second keyboard on the 
display unit 1502 when the second time exceeds a predefined 
period of time after the first time ( e.g., with the replacing unit 
1512); and maintain display of the first keyboard on the 
display unit 1502 when the second time is less than the pre­
defined period of time after the first time ( e.g., with the 
maintaining unit 1514). 
[0448] In some embodiments, the processing unit 1506 is 
configured to: in response to detecting the key activation 
gesture at the first time, disable a gesture recognizer for the 
keyboard selection gesture for the predefined period of time 
(e.g., with the disabling unit 1516). 
[0449] In some embodiments, the electronic device 1500 is 
a portable electronic device. 
[0450] In some embodiments, the display unit 1502 is a 
touch-sensitive display unit that includes the touch-sensitive 
surface unit 1504. 
[0451] In some embodiments, the keyboard selection ges­
ture is a multifinger gesture at a location on the touch-sensi­
tive surface unit 1504 that corresponds to the location of the 
first keyboard on the display unit 1502. 
[0452] In some embodiments, replacing the first keyboard 
with the second keyboard includes enabling display of an 
animation that transitions the first keyboard to the second 
keyboard. 
[0453] In accordance with some embodiments, FIG. 16 
shows a functional block diagram of an electronic device 
1600 configured in accordance with the principles of the 
invention as described above. The functional blocks of the 
device may be implemented by hardware, software, or a com­
bination of hardware and software to carry out the principles 
of the invention. It is understood by persons of skill in the art 
that the functional blocks described in FIG. 16 may be com­
bined or separated into sub-blocks to implement the prin­
ciples of the invention as described above. Therefore, the 
description herein may support any possible combination or 
separation or further definition of the functional blocks 
described herein. 
[0454] As shown in FIG. 16, an electronic device 1600 
includes a display unit 1602 configured to concurrently dis­
play a first text entry area and an integrated input area, the 
integrated input area including a left portion with a left side of 
a split keyboard, a right portion with a right side of the split 
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keyboard, and a center portion in between the left portion and 
the right portion; a touch-sensitive surface unit 1604 config­
ured to receive user contacts and movements of the user 
contacts; and a processing unit 1606 coupled to the display 
unit 1602 and the touch-sensitive surface unit 1604. In some 
embodiments, the processing unit 1606 includes a detecting 
unit 1608, and a moving unit 1610. 
[0455] The processing unit 1606 is configured to detect a 
first contact on the touch-sensitive surface unit 1604 at a 
location that corresponds to the center portion of the inte­
grated input area (e.g., with the detecting unit 1608); detect 
movement of the first contact along the touch-sensitive sur­
face unit 1604 ( e.g., with the detecting unit 1608); in response 
to detecting the movement of the first contact along the touch­
sensitive surface unit 1604, move the integrated input area on 
the display unit 1602 in accordance with the movement of the 
first contact when the movement of the first contact exceeds a 
first movement threshold (e.g., with the moving unit 1610); 
detect a second contact, distinct from the first contact, on the 
touch-sensitive surface unit 1604 at a location that corre­
sponds to the split keyboard ( e.g., with the detecting unit 
1608); detect movement of the second contact along the 
touch-sensitive surface unit 1604 ( e.g., with the detecting unit 
1608); and, in response to detecting the movement of the 
second contact along the touch-sensitive surface unit 1604, 
move the integrated input area on the display unit 1602 in 
accordance with the movement of the second contact when 
the movement of the second contact exceeds a second move­
ment threshold, the second movement threshold being greater 
than the first movement threshold ( e.g., with the moving unit 
1610). 
[0456] In some embodiments, a respective movement 
threshold is a function of a horizontal distance of a respective 
contact from a vertical centerline of the integrated input area. 
[0457] In some embodiments, the integrated input area is 
constrained to vertical movement on the display unit 1602 
and the integrated input area moves in accordance with a 
vertical component of movement of a respective contact when 
a movement threshold for the respective contact is exceeded. 
[0458] In some embodiments, the left side of the split key­
board and the right side of the split keyboard maintain fixed 
positions relative to each other within the integrated input 
area during movement of the integrated input area. 
[0459] In accordance with some embodiments, FIG. 17 
shows a functional block diagram of an electronic device 
1700 configured in accordance with the principles of the 
invention as described above. The functional blocks of the 
device may be implemented by hardware, software, or a com­
bination of hardware and software to carry out the principles 
of the invention. It is understood by persons of skill in the art 
that the functional blocks described in FIG. 17 may be com­
bined or separated into sub-blocks to implement the prin­
ciples of the invention as described above. Therefore, the 
description herein may support any possible combination or 
separation or further definition of the functional blocks 
described herein. 
[0460] As shown in FIG. 17, an electronic device 1700 
includes a display unit 1702 configured to concurrently dis­
play an application content area with a first size, and an input 
area with a keyboard, the input area being adjacent to and 
separate from the application content area with the first size, 
the input area being at a bottom of the display unit 1702; a 
touch-sensitive surface unit 1704 configured to receive user 
gestures; and a processing unit 1706 coupled to the display 
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unit 1702 and the touch-sensitive surface unit 1704. In some 
embodiments, the processing unit 1706 includes a detecting 
unit 1708, a moving unit 1710, and an increasing unit 1712. 
[0461] The processing unit 1706 is configured to detect a 
gesture on the touch-sensitive surface unit 1704 (e.g., with the 
detecting unit 1708); and, in response to detecting the gesture 
on the touch-sensitive surface unit 1704: move the input area 
away from the bottom of the display unit 1702 over the 
application content area (e.g., with the moving unit 1710), 
and increase a size of the application content area to a second 
size larger than the first size (e.g., with the increasing unit 
1712). 
[0462] In some embodiments, the first size of the applica­
tion content area has a first height, the second size of the 
application content area has a second height, the input area 
has an input area height, and the second height is greater than 
the first height by an amount equal to the input area height. 
[0463] In accordance with some embodiments, FIG. 18 
shows a functional block diagram of an electronic device 
1800 configured in accordance with the principles of the 
invention as described above. The functional blocks of the 
device may be implemented by hardware, software, or a com­
bination of hardware and software to carry out the principles 
of the invention. It is understood by persons of skill in the art 
that the functional blocks described in FIG. 18 may be com­
bined or separated into sub-blocks to implement the prin­
ciples of the invention as described above. Therefore, the 
description herein may support any possible combination or 
separation or further definition of the functional blocks 
described herein. 
[0464] As shown in FIG. 18, an electronic device 1800 
includes a display unit 1802 configured to concurrently dis­
play a text entry area, a left side of a split keyboard, and a right 
side of a split keyboard, the left side of the split keyboard 
including a plurality of rows of keys and the right side of the 
split keyboard including a corresponding plurality of rows of 
keys; a touch-sensitive surface unit 1804 configured to 
receive user gestures; and a processing unit 1806 coupled to 
the display unit 1802 and the touch-sensitive surface unit 
1804. In some embodiments, the processing unit 1806 
includes a detecting unit 1808, an entering unit 1810, and a 
foregoing unit 1812. 
[0465] The processing unit 1806 is configured to detect a 
gesture at a location on the touch-sensitive surface unit 1804 
that corresponds to a predefined area adjacent to and to the 
right of a rightmost key in a respective row of the left side of 
the split keyboard ( e.g., with the detecting unit 1808); and, in 
response to detecting the gesture at the location on the touch­
sensitive surface unit 1804 that corresponds to the predefined 
area adjacent to and to the right of the rightmost key in the 
respective row of the left side of the split keyboard, enter in 
the text entry area a character that corresponds to a leftmost 
key in a corresponding respective row of the right side of the 
split keyboard (e.g., with the entering unit 1810). 
[0466] In some embodiments, the predefined area adjacent 
to and to the right of the rightmost key in the respective row of 
the left side of the split keyboard is an undisplayed key acti­
vation area that corresponds to the leftmost key in the corre­
sponding respective row of the right side of the split keyboard. 
[0467] In some embodiments, the processing unit 1806 is 
configured to detect a gesture at a location on the touch­
sensitive surface unit 1804 that corresponds to a predefined 
area adjacent to and to the left of a leftmost key in a respective 
row of the right side of the split keyboard ( e.g., with the 
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detecting unit 1808); and, in response to detecting the gesture 
at the location on the touch-sensitive surface unit 1804 that 
corresponds to the predefined area adjacent to and to the left 
of the leftmost key in the respective row of the right side of the 
split keyboard, enter in the text entry area a character that 
corresponds to a rightmost key in a corresponding respective 
row of the left side of the split keyboard ( e.g., with the enter­
ing unit 1810). 
[0468] In some embodiments, the predefined area adjacent 
to and to the left of the leftmost key in the respective row of the 
right side of the split keyboard is an undisplayed key activa­
tion area that corresponds to the rightmost key in the corre­
sponding respective row of the left side of the split keyboard. 
[0469] In some embodiments, the processing unit 1806 is 
configured to: prior to detecting the gesture, detect a key 
activation gesture at a first time at a location on the touch­
sensitive surface unit 1804 that corresponds to a location of a 
visible key in the split keyboard ( e.g., with the detecting unit 
1808); and, in response to detecting the gesture at a second 
time after the first time: enter in the text entry area the char­
acter that corresponds to the leftmost key in the correspond­
ing respective row of the right side of the split keyboard when 
the second time is less than a predefined period of time after 
the first time (e.g., with the entering unit 1810); and forego 
entering in the text entry area the character that corresponds to 
the leftmost key in the corresponding respective row of the 
right side of the split keyboard when the second time exceeds 
the predefined period of time after the first time ( e.g., with the 
foregoing unit 1812). 
[0470] In accordance with some embodiments, FIG. 19 
shows a functional block diagram of an electronic device 
1900 configured in accordance with the principles of the 
invention as described above. The functional blocks of the 
device may be implemented by hardware, software, or a com­
bination of hardware and software to carry out the principles 
of the invention. It is understood by persons of skill in the art 
that the functional blocks described in FIG. 19 may be com­
bined or separated into sub-blocks to implement the prin­
ciples of the invention as described above. Therefore, the 
description herein may support any possible combination or 
separation or further definition of the functional blocks 
described herein. 
[0471] As shown in FIG. 19, an electronic device 1900 
includes a display unit 1902 configured to concurrently dis­
play a first text entry area and an integrated input area, the 
integrated input area including a left portion with a left side of 
a split keyboard, a right portion with a right side of the split 
keyboard, and a center portion with a second text entry area, 
the center portion in between the left portion and the right 
portion; a touch-sensitive surface unit 1904 configured to 
receive user gestures; and a processing unit 1906 coupled to 
the display unit 1902 and the touch-sensitive surface unit 
1904. In some embodiments, the processing unit 1906 
includes a detecting unit 1908, a display enabling unit 1910, 
an inputting unit 1912, moving unit 1914, an executing unit 
1916, a selecting unit 1918, a making unit 1920, a formatting 
unit 1922, and an entering unit 1924. 
[0472] The processing unit 1906 is configured to: detect a 
gesture at a location on the touch-sensitive surface unit 1904 
that corresponds to a location of a character key in the split 
keyboard ( e.g., with the detecting unit 1908); and, in response 
to detecting the gesture at the location on the touch-sensitive 
surface unit 1904 that corresponds to the location of the 
character key in the split keyboard, input and enable concur-
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rent display of the corresponding character in the first text 
entry area and the second text entry area on the display unit 
1902 ( e.g., with the inputting unit 1912 and the display 
enabling unit 1910). 
[0473] In some embodiments, the first text entry area dis­
plays text at a first size, and the second text entry area displays 
a portion of the text in the first text entry area at a second size 
that is larger than the first size. 
[0474] In some embodiments, the width of the integrated 
input area is the same as the width of the display unit 1902. 
[0475] In some embodiments, the left side of the split key­
board and the right side of the split keyboard maintain fixed 
positions relative to each other within the integrated input 
area during movement of the integrated input area. 
[0476] In some embodiments, the second text entry area 
includes an insertion point that remains stationary on the 
display unit 1902 as text is entered. 
[0477] In some embodiments, the second text entry area 
includes an insertion point, wherein the processing unit 1906 
is configured to: detect a gesture on the touch-sensitive sur­
face unit 1904 at a location that corresponds to the insertion 
point in the second text entry area ( e.g., with the detecting unit 
1908); and, move the insertion point in the second text entry 
area in accordance with the gesture on the touch-sensitive 
surface unit 1904 at the location that corresponds to the inser­
tion point in the second text entry area ( e.g., with the moving 
unit 1914). 
[0478] In some embodiments, the processing unit 1906 is 
configured to: enable display of text editing controls in the 
center portion of the integrated input area ( e.g., with the 
display enabling unit 1910); detect a gesture on the touch­
sensitive surface unit 1904 at a location that corresponds to a 
text editing control in the center portion of the integrated 
input area ( e.g., with the detecting unit 1908); and, execute a 
text editing command in accordance with the gesture on the 
touch-sensitive surface unit 1904 at the location that corre­
sponds to the text editing control ( e.g., with the executing unit 
1916). 
[0479] In some embodiments, the text editing controls in 
the center portion of the integrated input area have corre­
sponding text editing controls in the first text entry area. 
[0480] In some embodiments, the processing unit 1906 is 
configured to: enable display of user-selectable input ele­
ments in the center portion of the integrated input area (e.g., 
with the display enabling unit 1910); detect a gesture on the 
touch-sensitive surface unit 1904 at a location that corre­
sponds to a user-selectable input element in the center portion 
of the integrated input area (e.g., with the detecting unit 
1908); and, in response to detecting the gesture on the touch­
sensitive surface unit 1904 at the location that corresponds to 
the user-selectable input element, select the user-selectable 
input element (e.g., with the selecting unit 1918). 
[0481] In some embodiments, the processing unit 1906 is 
configured to: detect a gesture on the touch-sensitive surface 
unit 1904 at a location that corresponds to the center portion 
of the integrated input area (e.g., with the detecting unit 
1908); and, in response to detecting the gesture on the touch­
sensitive surface unit 1904 at the location that corresponds to 
the center portion of the integrated input area, enable display 
ofa popup view (e.g., with the display enabling unit 1910). 
[0482] In some embodiments, the processing unit 1906 is 
configured to: detect a plurality of gestures on the touch­
sensitive surface unit 1904 at a location that corresponds to 
the center portion of the integrated input area (e.g., with the 



US 2012/0113023 Al 

detecting unit 1908); and, enter in the first text entry area and 
the second text entry area a character that corresponds to the 
plurality of gestures ( e.g., with the entering unit 1924). 

[0483] In some embodiments, the processing unit 1906 is 
configured to: detect a plurality of gestures on the touch­
sensitive surface unit 1904 at a location that corresponds to 
the center portion of the integrated input area (e.g., with the 
detecting unit 1908); and, make a drawing in accordance with 
the plurality of gestures ( e.g., with the making unit 1920). 

[0484] In some embodiments, the processing unit 1906 is 
configured to: enable display of a suggested word in the 
center portion of the integrated input area ( e.g., with the 
display enabling unit 1910); detect a gesture on the touch­
sensitive surface unit 1904 at a location that corresponds to 
the suggested word ( e.g., with the detecting unit 1908); and, 
execute a text editing command in accordance with the ges­
ture on the touch-sensitive surface unit 1904 at the location 
that corresponds to the suggested word ( e.g., with the execut­
ing unit 1916). 

[0485] In some embodiments, the processing unit 1906 is 
configured to: enable display of a plurality of emoji charac­
ters in the center portion of the integrated input area ( e.g., with 
the display enabling unit 1910); detect a gesture on the touch­
sensitive surface unit 1904 at a location that corresponds to an 
emoji character in the plurality of emoji characters ( e.g., with 
the detecting unit 1908); and, in response to detecting the 
gesture on the touch-sensitive surface unit 1904 at the loca­
tion that corresponds to the emoji character, input and enable 
display of the emoji character in the first text entry area and 
the second text entry area on the display unit 1902 ( e.g., with 
the inputting unit 1912 and the display enabling unit 1910). 
[0486] In some embodiments, the processing unit 1906 is 
configured to: enable display of a plurality ofunicode char­
acters in the center portion of the integrated input area ( e.g., 
with the display enabling unit 1910); detect a gesture on the 
touch-sensitive surface unit 1904 at a location that corre­
sponds to a unicode character in the plurality of unicode 
characters (e.g., with the detecting unit 1908); and, in 
response to detecting the gesture on the touch-sensitive sur­
face unit 1904 at the location that corresponds to the uni code 
character, input and enable display of the unicode character in 
the first text entry area and the second text entry area on the 
display unit 1902 ( e.g., with the inputting unit 1912 and the 
display enabling unit 1910). 
[0487] In some embodiments, the processing unit 1906 is 
configured to: detect a gesture on the touch-sensitive surface 
unit 1904 at a location that corresponds to the second text 
entry area ( e.g., with the detecting unit 1908); and, in 
response to detecting the gesture on the touch-sensitive sur­
face unit 1904 at the location that corresponds to the second 
text entry area, select a range of text ( e.g., with the select unit 
1918). 
[0488] In some embodiments, the processing unit 1906 is 
configured to: detect a gesture on the touch-sensitive surface 
unit 1904 at a location that corresponds to one or more words 
in the second text entry area (e.g., with the detecting unit 
1908); and, in response to detecting the gesture on the touch­
sensitive surface unit 1904 at the location that corresponds to 
the second text entry area, format the one or more words ( e.g., 
with the formatting unit 1922). 
[0489] In some embodiments, input elements in the center 
portion of the integrated input area are user-configurable. 
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[0490] In accordance with some embodiments, FIG. 20 
shows a functional block diagram of an electronic device 
2000 configured in accordance with the principles of the 
invention as described above. The functional blocks of the 
device may be implemented by hardware, software, or a com­
bination of hardware and software to carry out the principles 
of the invention. It is understood by persons of skill in the art 
that the functional blocks described in FIG. 20 may be com­
bined or separated into sub-blocks to implement the prin­
ciples of the invention as described above. Therefore, the 
description herein may support any possible combination or 
separation or further definition of the functional blocks 
described herein. 
[0491] As shown in FIG. 20, an electronic device 2000 
includes a display unit 2002 configured to concurrently dis­
play an application content area that includes one or more text 
entry areas, and an input area with a keyboard that is dis­
played over the application content area; a touch-sensitive 
surface unit 2004 configured to receive user gestures; and a 
processing unit 2006 coupled to the display unit 2002 and the 
touch-sensitive surface unit 2004. In some embodiments, the 
processing unit 2006 includes a detecting unit 2008, and a 
moving unit 2010. 
[0492] The processing unit 2006 is configured to: detect a 
drag gesture on the touch-sensitive surface unit 2004 at a 
location that corresponds to the input area on the display unit 
2002 (e.g., with the detecting unit 2008); in response to 
detecting the drag gesture, move the input area on the display 
unit 2002 in accordance with the drag gesture ( e.g., with the 
moving unit 2010); detect a flick gesture on the touch-sensi­
tive surface unit 2004 at a location that corresponds to the 
input area on the display unit 2002 (e.g., with the detecting 
unit 2008); and, in response to detecting the flick gesture, 
move the input area on the display unit 2002 with inertia in 
accordance with the flick gesture such that the input area 
comes to rest at a location adjacent to and just below a text 
entry area in the application content area ( e.g., with the mov­
ing unit 2010). 
[0493] In some embodiments, moving the input area on the 
display unit 2002 with inertia in accordance with the flick 
gesture includes: calculating a trajectory of the input area 
based on the flick gesture; searching for one or more text entry 
areas in the application content area that meet predefined 
candidate criteria; and, when one or more candidate text entry 
areas are found, identifying a respective candidate text entry 
area as the text entry area that the input area will come to rest 
adjacent to and just below and adjusting the trajectory accord­
ingly. 
[0494] In some embodiments, the respective candidate text 
entry area is identified as the text entry area that the input area 
will come to rest adjacent to and just below based on prox­
imity of the respective candidate text entry area to a termina­
tion point of the trajectory. 
[0495] In some embodiments, the trajectory is calculated 
based on simulated physical properties of the input area. 
[0496] In some embodiments, the candidate criteria are met 
for a respective text entry area if the respective text entry area 
is within a predefined distance of a termination point of the 
trajectory. 
[0497] In some embodiments, identifying one of the can­
didate text entry areas as the text entry area that the input area 
will come to rest adjacent to and just below includes selecting 
a respective candidate text entry area that is closest to a 
termination point of the trajectory as the text entry area that 
the input area will come to rest adjacent to and just below. 
[0498] In accordance with some embodiments, FIG. 21 
shows a functional block diagram of an electronic device 
2100 configured in accordance with the principles of the 
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invention as described above. The functional blocks of the 
device may be implemented by hardware, software, or a com­
bination of hardware and software to carry out the principles 
of the invention. It is understood by persons of skill in the art 
that the functional blocks described in FIG. 21 may be com­
bined or separated into sub-blocks to implement the prin­
ciples of the invention as described above. Therefore, the 
description herein may support any possible combination or 
separation or further definition of the functional blocks 
described herein. 
[0499] As shown in FIG. 21, an electronic device 2100 
includes a display unit 2102 configured to concurrently dis­
play a first text entry area, and an integrated input area, the 
integrated input area including: a left portion with a left side 
of a split keyboard, a right portion with a right side of the split 
keyboard, and a center portion in between the left portion and 
the right portion; a touch-sensitive surface unit 2104 config­
ured to receive user inputs; a processing unit 2106 coupled to 
the display unit 2102 and the touch-sensitive surface unit 
2104. In some embodiments, the processing unit 2106 
includes a detecting unit 2108, an entering unit 2110, an 
adjusting unit 2112, an exiting unit 2114, a reducing unit 
2116, and an increasing unit 2118. 
[0500] The processing unit 2106 is configured to: detect a 
first input on the touch-sensitive surface unit 2104 ( e.g., with 
the detecting unit 2108); in response to detecting the first 
input, enter a reconfiguration mode for the integrated input 
area (e.g., with the entering unit 2110); while in the recon­
figuration mode for the integrated input area: detect a second 
input by a first thumb and/or a second thumb ( e.g., with the 
detecting unit 2108); in response to detecting the second 
input, adjust the size ofat least one of the left side and the right 
side of the split keyboard in the integrated input area ( e.g., 
with the adjusting unit 2112); and detect a third input (e.g., 
with the detecting unit 2108); and, in response to detecting the 
third input, exit the reconfiguration mode for the integrated 
input area (e.g., with the exiting unit 2114). 
[0501] In some embodiments, the first input includes a first 
thumb and a second thumb, distinct from the first thumb. 
[0502] In some embodiments, the third input includes the 
first thumb and/or the second thumb. 
[0503] In some embodiments, the second input includes a 
horizontal movement of a left thumb towards a left vertical 
side of the display unit 2102; and the processing unit 2106 is 
configured to, in response to detecting the horizontal move­
ment of the left thumb towards the left vertical side of the 
display unit 2102, reduce the size of the left side of the split 
keyboard (e.g., with the reducing unit 2116). 
[0504] In some embodiments, the second input includes a 
horizontal movement of a left thumb away from a left vertical 
side of the display unit 2102; and the processing unit 2106 is 
configured to, in response to detecting the horizontal move­
ment of the left thumb away from the left vertical side of the 
display unit 2102, increase the size of the left side of the split 
keyboard (e.g., with the increasing unit 2118). 
[0505] In some embodiments, the second input includes a 
horizontal movement of the first thumb towards a vertical side 
of the display unit 2102 closest to the first thumb; and the 
processing unit 2106 is configured to, in response to detecting 
the horizontal movement of the first thumb towards the ver­
tical side of the display unit 2102 closest to the first thumb, 
reduce the size of the left side and the right side of the split 
keyboard (e.g., with the reducing unit 2116). 
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[0506] In some embodiments, the second input includes a 
horizontal movement of the first thumb away from a vertical 
side of the display unit 2102 closest to the first thumb; and the 
processing unit 2106 is configured to, in response to detecting 
the horizontal movement of the first thumb away from the 
vertical side of the display unit 2102 closest to the first thumb, 
increase the size of the left side and the right side of the split 
keyboard (e.g., with the increasing unit 2118). 
[0507] The operations in the information processing meth­
ods described above may be implemented by running one or 
more functional modules in information processing appara­
tus such as general purpose processors or application specific 
chips. These modules, combinations of these modules, and/or 
their combination with general hardware ( e.g., as described 
above with respect to FIGS. lA and 3) are all included within 
the scope of protection of the invention. 
[0508] The operations described above with reference to 
FIGS. 6A-6B, 7A-7B, 8A-8B, 9, l0A-10B, llA-llD, 12A-
12B, and 13A-13B may be implemented by components 
depicted in FIGS. lA-1B. For example, detection operation 
604, and replacing operation 610 may be implemented by 
event sorter 170, event recognizer 180, and event handler 190. 
Event monitor 171 in event sorter 170 detects a contact on 
touch-sensitive display 112, and event dispatcher module 174 
delivers the event information to application 136-1. A respec­
tive event recognizer 180 of application 136-1 compares the 
event information to respective event definitions 186, and 
determines whether a first contact at a first location on the 
touch-sensitive surface corresponds to a predefined event or 
sub-event, such as selection of an object on a user interface. 
When a respective predefined event or sub-event is detected, 
event recognizer 180 activates an event handler 190 associ­
ated with the detection of the event or sub-event. Event han­
dler 190 may utilize or call data updater 176 or object updater 
177 to update the application internal state 192. In some 
embodiments, event handler 190 accesses a respective GUI 
updater 178 to update what is displayed by the application. 
Similarly, it would be clear to a person having ordinary skill 
in the art how other processes can be implemented based on 
the components depicted in FIGS. lA-1B. 
[0509] The foregoing description, for purpose of explana­
tion, has been described with reference to specific embodi­
ments. However, the illustrative discussions above are not 
intended to be exhaustive or to limit the invention to the 
precise forms disclosed. Many modifications and variations 
are possible in view of the above teachings. The embodiments 
were chosen and described in order to best explain the prin­
ciples of the invention and its practical applications, to 
thereby enable others skilled in the art to best utilize the 
invention and various embodiments with various modifica­
tions as are suited to the particular use contemplated. 

What is claimed is: 
1. An electronic device, comprising: 
a display; 
a touch-sensitive surface; 
one or more processors; 
memory; and 
one or more programs, wherein the one or more programs 

are stored in the memory and configured to be executed 
by the one or more processors, the one or more programs 
including instructions for: 
concurrently displaying a first text entry area and an 

unsplit keyboard on the display; 
detecting a gesture on the touch-sensitive surface; and, 
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in response to detecting the gesture on the touch-sensi­
tive surface, replacing the unsplit keyboard with an 
integrated input area, the integrated input area includ­
ing: 
a left portion with a left side of a split keyboard; 
a right portion with a right side of the split keyboard; 

and 
a center portion in between the left portion and the 

right portion. 
2. The device of claim 1, wherein the integrated input area 

includes a second text entry area. 
3. The device of claim 2, wherein: 
the first text entry area displays text at a first size; and 
the second text entry area displays a portion of the text in 

the first text entry area at a second size that is larger than 
the first size. 

4. The device of claim 2, including instructions for: 
while displaying the integrated input area, detecting ages­

ture at a location on the touch-sensitive surface that 
corresponds to a location of a character key in the split 
keyboard; and, 

in response to detecting the gesture at the location on the 
touch-sensitive surface that corresponds to the location 
of the character key in the split keyboard, inputting and 
concurrently displaying the corresponding character in 
the first text entry area and the second text entry area on 
the display. 

5. The device of claim 1, wherein the electronic device is a 
portable electronic device. 

6. The device of claim 1, wherein the display is a touch­
sensitive display that includes the touch-sensitive surface. 

7. The device of claim 1, wherein the gesture is a multifin­
ger depinch gesture at a location on the touch-sensitive sur­
face that corresponds to the location of the unsplit keyboard 
on the display. 

8. The device of claim 1, wherein the gesture is a tap 
gesture on a keyboard selection icon. 

9. The device of claim 1, wherein replacing the unsplit 
keyboard with the integrated input area includes displaying 
an animation that transitions the unsplit keyboard to the inte­
grated input area. 

10. The device of claim 1, including instructions for: 
while displaying the integrated input area, detecting a sec­

ond gesture on the touch-sensitive surface; and, 
in response to detecting the second gesture on the touch­

sensitive surface, replacing the integrated input area 
with the unsplit keyboard. 

11. The device of claim 10, wherein the second gesture is a 
multifinger pinch gesture at a location on the touch-sensitive 
surface that corresponds to the location of the integrated input 
area on the display. 
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12. The device of claim 10, wherein the second gesture is a 
tap gesture on a keyboard selection icon. 

13. The device of claim 10, wherein replacing the inte­
grated input area with the unsplit keyboard includes display­
ing an animation that transitions the integrated input area to 
the unsplit keyboard. 

14. A method, comprising: 
at an electronic device with a display and a touch-sensitive 

surface: 
concurrently displaying a first text entry area and an 

unsplit keyboard on the display; 
detecting a gesture on the touch-sensitive surface; and, 
in response to detecting the gesture on the touch-sensi­

tive surface, replacing the unsplit keyboard with an 
integrated input area, the integrated input area includ­
ing: 
a left portion with a left side of a split keyboard; 
a right portion with a right side of the split keyboard; 

and 
a center portion in between the left portion and the 

right portion. 
15. A graphical user interface on an electronic device with 

a display, a touch-sensitive surface, a memory, and one or 
more processors to execute one or more programs stored in 
the memory, the graphical user interface comprising: 

concurrently displayed: 
a first text entry area and an unsplit keyboard; 

wherein: 
in response to detection of a gesture on the touch-sensitive 

surface, the unsplit keyboard is replaced with an inte­
grated input area, the integrated input area including: 
a left portion with a left side of a split keyboard; 
a right portion with a right side of the split keyboard; and 
a center portion in between the left portion and the right 

portion. 
16. A non-transitory computer readable storage medium 

storing one or more programs, the one or more programs 
comprising instructions, which when executed by an elec­
tronic device with a display and a touch-sensitive surface, 
cause the device to: 

concurrently display a first text entry area and an unsplit 
keyboard on the display; 

detect a gesture on the touch-sensitive surface; and, 
in response to detecting the gesture on the touch-sensitive 

surface, replace the unsplit keyboard with an integrated 
input area, the integrated input area including: 
a left portion with a left side of a split keyboard; 
a right portion with a right side of the split keyboard; and 
a center portion in between the left portion and the right 

portion. 

* * * * * 




