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Title: 

Specification: 

A MICROPHONE FOR DAT A ENTRY 

USING INTEGRATED KEYPAD SYSTEMS 

The invention described hereafter relates to method of configuration of 

symbols such as characters, punctuation, functions, etc. ( e.g. symbols of a 

computer keyboard) on a small keypad having a limited number of keys, for data 

entry in general, and for data and/or text entry method combining voice/speech 

1 o of a user and key interactions ( e.g. key presses) on a keypad, in particular. This 

method facilitates the use of such a keypad. 

Fig. I, shows an example of an integrated keypad 100 for a data entry 

method using key presses and voice/speech recognition systems. In this example, 

the keys of the keypad may respond to one or more type of interactions with 

15 them. Said interactions may be such as: 

20 

pressing a key with a specific finger or a portion of a finger (using a 

finger recognition system) 

a single tap (e.g. press) on a key or a double tap (e.g. two consecutive 

presses with short time interval) on a key. 

a slight pressure (or a touch) on a key, or a heavy pressure on a key 

a short time interaction with a key (e.g. a short time pressing of a key) 

or a longer time pressing of a key etc ... 



To each of said interactions or to any combination of them with the keys 

of the keypad, a group of symbols on said keypad may be assigned. For example, 

the symbols shown on the top side of the keys of the keypad 100, may be 

assigned to a single pressure on the keys of the keypad. If a user, for example 

5 presses the key 101, the symbols "DEF3 ."maybe selected. In the same example, 

the symbols configured on the bottom side of the keys of the keypad I 00, may be 

assigned for example, to a double tap on said keys. If a user, for examples double 

taps on the key IO 1, then the symbols " { } ' " are selected. 

Same selection may also be possible with other interactions such as those 

Io described before depending on the system implemented with the keys of the 

keypad. For example, a slight press (or a touch) on the key 101, could select the 

symbols configured on the top side of said key, and a heavier pressure on the 

same key, could select the symbols configured on the bottom side of said key. 

As described, when a user interacts with a key, a recognition system 

I 5 candidates the symbols on said key which are assigned to said type of interaction. 

For example, if a user touches or slightly presses the key 102, the system 

candidates the symbols, "A", "B", "C", "2", and ",". To select one of said 

candidated symbols, said user may speak, for example, either said symbol or a 

position appellation of said symbol on said key. For this purpose a voice/speech 

20 recognition systems is used. 

If the user does not speak, a predefined symbol among those candidated 

symbols, may be selected as default. In this example, the punctuation"," shown 
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in a box 103 is selected. To select one of the other candidated symbols, for 

example the Jetter "B", the user may speak said letter. 

In the same example, if the user presses heavily the key I 02, then the 

symbols"[","]", and"'"' may be candidated. As described above, if the user does 

5 not speak, a predefined symbol among those selected by said pressing action, 

may be selected as default. In this example, the punctuation "'"' is selected. Also 

in this example, to select a desired symbol among the two other candidated 

symbols"[", or"]", the user may use different methods such as speaking said 

desired symbol, and/or speaking its position relating to the other symbols, and/or 

IO speaking its color (if each symbol has a different color), and/or any predefined 

appellation ( e.g. a predefined voice or sound generated by a user) assigned to 

said symbol. For example, if the user says "left", then the character"[" is 

selected. If the user says "right", then the chara~ter "]" is selected. 

Of course, instead of using a voice/speech, a behavior of a user combined 

15 with a key interaction may select a symbol. For example, a user may press the 

key 102 heavily and swipe his finger towards a desired symbol. 

The above-mentioned method of data entry may also be applied to a 

keypad having keys responding to a single type of interaction with said keys ( e.g. 

a standard telephone keypad having push-buttons). As shown in Fig. 2, a keypad • 
20 200 having keys responding to a single interaction with said keys. When a user 

presses a key all of the symbols on said key are candidated by the system. For 

example, if the user presses the key 202, then the symbols, "A", "B", "C", "2", 

",", "["," ",and"]" are canditated. 
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In this example, if the user does not speak, the system may select a 

predefined default symbol. In this example, punctuation "," 203 is selected. 

Still in the same example, to select a desired symbol among the said 

candidates, the user may either speak a desired symbol, or for example, speak a 

5 position appellation of said symbol, on said key or relating to other symbols on 
... 

said key, or any other appe11ation as described before. For example, a symbol 

among those configured on the top of the key (e.g. "A", "B", "C", or "2"), may 

be selected by speaking it. In other hand, for example, one of the symbols 

configured on the bottom side of the key, (e.g. 'T'," ",or"]") may be selected 

IO by speaking its position relative, for example, to the two other symbols on the 

bottom side of said key, by saying for example, "left", "midd1e, or "right". For 

example, to select"[" 204, the user may press the key 202 and say "left". 

As mentioned, the keys the keypad of fig. I, may respond to at least two 

predefined types of interactions with them. Each type of interaction with a key of 

15 said keypad may candidate a group of said characters on said key. 

As described before, during a data entry such as writing a text, different 

interactions with the keys ( e.g. one tap, double tap) and different user behavior 

(e.g. speaking, not speaking) combined with said key interactions, may be 

required. Although the data entry method of this invention is a quick and easy 

20 data entry, a good configuration of the symbols on the keys of the keypad of this 

invention, may result a still easier and quicker data entry system. This method 

will be described hereafter. 
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According to one embodiment, as shown in fig. 3, a number of symbols 

( e.g. symbols on a computer keyboard) are physically divided into at least two 

groups and ananged on a telephone keypad keys by their order of priority ( e.g. 

frequency of use, familiarity of the user with existing arrangement of some 

5 symbols such as letters and digits on a standard telephone keypad, etc.), as 

follow: 

First group assigned to a first type of interaction with a keys 

10 a) A first subgroup using voice/speech 

Digits O - 9, and letters A-Z may be placed on the keys of a keypad 

according to standard configuration and assigned to a first type of interaction 

( e.g. a first level of pressure) with said keys. A desired symbol among them 

may be selected by interacting (e.g. said first type of interaction) with a 

15 conesponding key and naturally speaking said symbol. In fig. 3 said symbols 

( e.g. 301) are configured on the top side of the keys. 

Letters and digits may frequently be used during, for example, a text 

entry. They both, may naturally be spoken while, for example, tapping on 

20 corresponding keys. Therefor, for faster and easier data entry, they preferably 

may be assigned to a same type of interaction with the keys of a keypad. 

b) A second subgroup not using voice/speech 
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At least part of the other symbols (e.g. punctuation, functions, etc.) which 

are frequently used during a data ( e.g. text) entry may be placed on the keys 

(one symbol per key) of the keypad and be assigned to said first type of 

interaction ( e.g. a single tap) with said keys. As default, a desired symbol may 

5 be selected by only said interaction with corresponding key without the use of 

speech/voice. In fig. 3 said symbols (e.g. 302) are configured in boxes on the 

top side of the keys. 

Of course, said symbols may also be selected by speaking them while 

IO interacting with a corresponding key, but because speaking this kind of 

symbols (e.g. punctuation, functions) is not always a natural behavior, it is 

preferable to not to speak them. 

15 

At least a second group assigned to at least a second type of interaction with 

at least one key 

At least part of the remaining symbols may be assigned to at least a 

second type of interaction with said keys of said keypad. They may be divided 

into two groups as follow: 

20 c) A third subgroup not using voice/speech 

A third subgroup comprising the remaining frequently used symbols and 

the ones which are difficult and/or not natural to pronounce, may be placed on 

said keys of said keypad (one symbol per key) and assigned to a second type 
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of interaction ( e.g. double tap, heavier pressure level, two keys pressed 

simultaneously, a p011ion of a finger by which the key is touched, etc.) with 

said keys. 

As default, a desired symbol may be selected by only said interaction with 

5 a corresponding key without the use of speech/voice. In fig. 3 said symbols ( e.g. 

303) are configured in boxes on the bottom side of the keys. 

Of course, said symbols may also be selected by speaking them while 

interacting with a corresponding key, but because speaking this kind of symbols 

(e.g. punctuation, functions) is not always a natural behavior, it is preferable to 

l O not to speak them. 

d) At least a fourth subgroup using voice/speech 

A fourth subgroup comprising at least part of remaining symbols may also 

be assigned to said second type of interaction with the keys of said keypad and be 

15 combined with a user's behavior such as voice. In fig. 3 said symbols (e.g. 304) 

are configured on the bottom side of the keys. Said symbols may be selected by 

said second type of interaction with a corresponding key and use of voice/speech 

in different manners such as: 

20 - the symbols being selected by naturally pronouncing their appellation 

- the symbols being selected by naturally speaking their position relative 

to each other on a key or their position while using them in a text ( e.g. 

"<", ">" in this example, said symbols do not belong to said second type 
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of interaction, this is only an example), by saying for example, "left, right, 

open, close, etc." 

- the symbols which are very rarely used (they are very few) and/or are 

difficult to pronounce (e.g. 304). For a fast and easy data entry method, 

said symbols may also be selected by speaking their position on a key, or 

relative to each other on said key. Of course they be selected by using 

other speech such a pronouncing them. 

e) Others 

If needed, other symbols such as "Fl-F12", etc. may be provided on the 

keys of the keypad and assigned a type of interaction. For example, they may be 

assigned to said second type of interaction (with or without using speech), or be 

assigned to another kind of interaction such as pressing two keys simultaneously, 

triple tagging on corresponding key( s ), using a switch to enter to another mode, 

15 etc. 

More considerations to enhance the keypad and the use of it 

Because Digits O ~ 9, and letters A-Z may be placed on the keys of a 

20 keypad according to standard configuration and be assigned to a first type of 

interaction ( e.g. a first level of pressure, a single tap, etc.) with said keys 

combined with speech, some keys such as 311, 312, 313, and 314, may contain at 

most one symbol ( e.g. digit 1 on the key 311, or digit O on the key 313) used in 
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said configuration. Thus for better use of said keys, some easy and natural to 

pronounce symbols 321-324 may be added on said keys and be assigned to said 

first type of interaction. for example, a user can select the character "(" by using a 

first type of interaction with key 311 and saying, for example, "left", or "open". 

5 To select the character ")" the user may use the same first type of interaction with 

said key 311 and say for example, "right" or "close". This is a quick, and more 

importantly a natural speech for said symbols. Because the number of candidated 

symbols on said keys 311-314, assigned to said first type of interaction does not 

exceed the ones on the other keys, the voice recognition system may still have a 

Io similar degree of accuracy as for the other keys. 

Also, some symbols may be used in both modes (interactions with the 

keys). Said symbols may be configured more than once on a keypad (e.g. either 

on a single key or on different keys) and be assigned to a first and/or to a second 

type of interaction with corresponding key( s ). 

15 Fig.3, illustrates a preferred embodiment of this invention for a computer 

data entry system. The keys of the keypad 300 respond to two or more different 

interaction (such as different levels of pressures, single or double tap, etc.) on 

them. As shown, a number of symbols, such as alphanumerical characters, 

punctuations, functions, and PC command are distributed among said keys as 

20 follow: 

Mode 1 
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First group- Letters A-Zand digits 0-9 are the symbols which are very 

frequently used during a data entry such as writing a text. They may easily and 

most importantly, naturally, be pronounced while pressing corresponding keys. 

Therefor they are arranged together on the same side on the keys, belonging to a 

5 same type of interaction ( e.g. a first mode) such as a single tap ( e.g. single press) 

on a key, and are selected by speaking them. 

Second group- Characters such as punctuations, and functions which are 

very frequently used during a data entry such as writing a text, may belong to a 

same type of interaction which is used for selecting said letters and digits ( e.g. 

10 said first mode). This is to stay, as much as possible, with a same type of 

interaction with the keys while entering data. Each key may only have one of said 

characters of said second group. This group of symbols may be selected by only 

pressing a corresponding key, without using voice. For better distinction, they are 

shown in boxes on the top (e.g. same side as for the letters and the digits) of the 

15 keys. 

Mode2 

Other symbols of said number of symbols are shown on the bottom side 

of the keys of the keypad. They are assigned to a second type of interaction (e.g. 

20 double tap) with said keys. 

Third group- The default symbols (e.g. those which require an 

interaction with a key and may not require use of voice) are shown in boxes. Said 

IO 



symbols comprise characters, punctuations, functions, etc., which are less 

currently used by users. 

Fourth group- Finally the symbols which are rarely used in a data entry, 

5 and are not spelled naturally, are in this example, located at the left side on the 

bottom side of the keys. They may be selected by corresponding interaction ( e.g. 

double tapping) with corresponding key and either (e.g. almost simultaneously) 

pronouncing them, or calling them by speaking a predefined speech or voice 

assigned to said symbols ( e.g. "left, right", or "blue, red" etc.). 

By using a keypad having keys corresponding to different type of 

interaction with them (preferably two types, to not complicate the use of the 

keys) and having some symbols which do not require speech (e.g. defaults), when 

a key of said keypad is interacted, either a desired key is directly interacted ( e.g. 

default), or the candidated symbols to be selected by a user behavior such as 

15 voice/speech are minimal. This augments the accuracy of voice recognition 

system. 

For example, when a user slightly presses a key, the system selects the 

symbols on the top of said key among those symbols situated on said key. If the 

user simultaneously uses a voice, then the system selects those symbols requiring 

20 voice among said selected symbols. This procedure of reducing the number of 

candidates and requiring voice recognition technology to select one of them, is 

used to have a data entry with high accuracy through a keypad having a limited 
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number of keys. The reducing procedure is made by user natural behaviors, such 

as pressing a key and/or speaking. 

As shown in fig.4, the keys 411,412,413, and 414, have up to one 

symbol (shown on the top side of said keys) requiring voice interaction and 

5 assigned to a first type of interaction with said keys. On the other hand, same 

keys on the bottom side contain two symbols which require a second type of 

interaction with said keys and also requires voice interaction. Said two symbols 

may be used more frequently ( e.g. in an arithmetic data entry or when writing a 

software, etc.) than the other symbols belonging to same category. In this case 

IO and to still minimize the user errors while interacting with keys ( e.g. pressing), 

said symbols may also been assigned to said first type of interaction with said 

keys. The total of the candidated symbol remains low. A user may press said key 

as he desires and speak. 

Additional arrangements may be provided on above-mentioned keypad to 

15 fapilitate its use by a user. For example, "-" and"_", "'"' and ""', or";" and ":" 

maj., be configured as default symbols on a same key 411, or on two neighboring 

keys 415, 416. Also "Sp" and " " ( e.g. Tab), may also be considered as default 

symbols and been configured on the same key 412, each responding to a different 

type of interaction ( e.g. pressing level) with said key. For example, by pressing 

20 once the key 412, the character "Sp" is selected. By double tapping the same key, 

the "tab" function is selected. 

While interacting with a key ( e.g. pressing a key once or double tagging 

on it), by not releasing said key, a symbol corresponding to said interaction 
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(including speech if needed) may be selected and repeated until the key is 

released. For example, by double tapping on the key 415 and keeping the key 

pressed after the second tap and not speaking, the default symbol ( e.g. "&") 

assigned to said interaction is selected and repeated until the user releases said 

5 key. To enter the letter "X" and repeating it, the user may for example, press the 

corresponding key 415 (without releasing it) and say "X". The letter "X" will be 

repeated until the user releases said key. 

Also, for a more familiar look of the keypad, letters, digits, and characters 

such as"#" and "*",maybe placed on said keys according to a standard 

Io telephone keypad configuration. 

Additional keys separately disposed from the keys of said keypad may be 

used to contain some of said symbols or additional symbols. In the example of 

Fig. 6, the cursor is navigated in different directions by at least one key separately 

disposed from the keys of the keypad 600. A single key 601, may be assigned to 

15 all directions 602. The user may, for example, press said key and say "up, down, 

• 
left, or right to navigate the cursor in corresponding directions. The key 601, may 

also be a multi-directional key (e.g. similar to those used in video games, or in 

some cellular phones to navigate in the menu). The user may press on the top, 

right, bottom, or left side of the key 601, to navigate the cursor accordingly. Also 

20 a plurality of additional keys may be assigned, each to for example, to at least a 

symbol such as 

Said additional keys may be the existing keys on an electronic device. For 

example, in a cellular phone, in addition to the twelve keys of a standard 
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telephone keypad, additional function keys such as menu key, or on/of key etc., 

are provided. at least some of those keys may be used as additional data entry 

keys, containing a number of symbols, while the system is, for example, in a text 

entry mode. This frees some spaces on the standard telephone keypad keys. The 

5 freed spaces may permit a better accuracy of voice recognition system and/or a 

more user friendly configuration of the symbols on the keys of the keypad. 

The above-mentioned method of configuration and the examples shown 

before are only shown as examples. Of course many other configurations of the 

symbols and different assignment to different user interactions with the keys may 

IO be considered. For example, a key may not have a default symbol or on a key, 

there may be no symbols which are assigned to a voice/speech. 

Also not all of the keys of the keypad may respond to a same kind of 

interaction. For example, a first key of a keypad may respond to two levels of 

pressure while another key of the same keypad may respond to a single or double 

15 tap on it. 

Figs. 1-7 show different configurations of the symbols on the keys of 

keypads. 

20 The above-mentioned data entry system permits a full data entry such as a 

full text data entry through a computer keypad. By inputting, one by one, 

characters such as letters, punctuation marks, functions, etc, words, and sentences 

may be inputted. 
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This will have a great impact on telecommunication market permitting to 

enhance many applications and methods already in use. Some of them are listed 

hereafter. 

It is understood that any combination of the above-mentioned interactions may be 

5 used for inputting a desired symbol. 

According to one embodiment of the invention, the user uses voice/speech 

to input a desired symbol such as a letter without other interaction such as 

pressing a key. The user may use the keys of the keypad (e.g. single press, double 

press, triple press, etc) to enter symbols such as punctuations without speaking 

10 them. 

15 

It is understood that the data entry method described in this application 

may be applied to all other languages such as Chinese, Koreans, Japanese, Etc. 

Correction and Repeating of Symbols 

Different methods may be used to correct an erroneously entered symbol. 

As mentioned, to enter a symbol, a user for example, may press a corresponding 

key and speak said desired symbol configured on said key. It may happen that the 

voice/speech recognition system misinterprets the user's speech and the system 

20 selects a non-desired symbol configured on said key. 

For example, if the user: 

15 
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a) recognizes an erroneously entered symbol before entering a next 

desired symbol (e.g. the cursor is positioned after said erroneous symbol, 

next to it), he then may proceed a correction procedure explained 

hereafter; 

b) recognizes an erroneously entered symbol after entering at least a next 

symbol, he first may navigate in the text by corresponding means such as 

the key IO 1 (fig. I), or 202 (fig.2), having navigation functions, and 

positions the cursor after said erroneous symbol next to it. He, then, 

proceeds to a correction procedure explained hereafter; 

After positioning the cursor after said erroneous symbol, next to it, the 

user may re-speak either said desired symbol or its position appellation without 

re-pressing said corresponding key. If the system again selects the same deleted 

15 symbol, it will automatically reject said selection and selects a symbol among 

remaining symbols configured on said key, wherein either its appellation or its 

position appellation corresponds to next highest probability corresponding to said 

user's speech. If still an erroneous symbol is selected by the system, the 

procedure of re-speaking the desired symbol by the user and the selection of the 

20 next symbol among the remaining symbols on said key with highest probability, 

may continue until said desired symbol is selected by the system. 

It is understood that in a data entry system using a keypad having keys 

responding, for example, two levels of pressure, when correcting, the recognition 
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system may first proceed to select a symbol among those belonging to the same 

group of symbols belonging to the pressure level applied for selecting said 

erroneous symbol. If none of those symbols is accepted by the user, then the 

system may proceed to select a symbol among the symbols belonging to the other 

5 pressure level on said key. 

Fig. 7B, shows a flowchart corresponding to an embodiment of a method 

of correction. If for any reason a user wants to correct an already entered symbol, 

he may enter this correction procedure. 

Correction procedure starts at step 3000. If the replacing symbol is not 

Io situated on the same key as the to-be-replaced symbol 30 I 0, then the user deletes 

the to-be-replaced symbol 3020, and enters the replacing symbol by pressing a 

corresponding key and if needed, with added speech 3030 and exits 3110. 

If the replacing symbol is situated on the same key as the to-be-replaced 

symbol 3040, and the replacing symbol does not require speech 3050, then the 

15 system proceeds to steps 3020 and 3030, and acts accordingly as described 

before, and exits 31 l 0. 

20 

If the replacing symbol is situated on the same key as the to-be-replaced 

symbol 3040, and the replacing symbol does require speech 3060, two 

possibilities are considered: 

a) the cursor is not situated after the to-be-replaced symbol 3070. In this 

case the user positions the cursor after the to-be-replaced symbol, next 

to it 3080, and proceeds to next step 3090; 
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b) the cursor is situated after the to-be-replaced symbol 3070 (e.g. the 

user recognizes an erroneously entered symbol, immediately). In this 

case the user proceeds to next step 3090; 

At the step 3090, the user speaks the desired symbol without pressing a 

key. By not pressing a key and only speaking, the system understands that a 

symbol belonging to a key which is situated before the cursor must be replaced 

by another symbol belonging to the same key. The system then, will select a 

symbol among the rest of the symbols (e.g. excluding the symbols already 

IO selected) on said key with highest probability corresponding to said speech 3100. 

If the new selected symbol is yet a non-desired 

symbol 3110, the system ( and the user) re-enters at the step 3090. If the selected 

symbol is the desired one the system exits the correction procedure 3120. 

Of course, instead of the above-mentioned method, a conventional 

15 method of correcting a symbol may also be provided. for example, to correct an 

already entered symbol, the user may simply, first delete said symbol and then re­

enter a new symbol by pressing a corresponding key and if needed, with added 

speech. 

The text entry system, may also be applied to a word level ( e.g. the user 

20 speaks a word and types it by using a keypad). A same text entry procedure may 

combine word level entry (e.g. for words contained in a data base) and character 

level entry. Therefore the correction procedure described above, may also be 

applied for a word level data entry. 
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For example, to enter a word a user may speak said word and press the 

corresponding keys. If for any reason such as disambiguity between two words 

having closed pronunciation and similar key presses, the recognition system 

selects a non-desired word, then the user may re-speak said desired word without 

5 re-pressing said corresponding keys. The system then, will select a word among 

the rest of candidates words corresponding to said key presses (e.g. excluding the 

words already selected) with highest probability corresponding to said speech. If 

the new selected word is yet not the desired one, the user may re-speak said word. 

this procedure may be repeated until either said desired word is selected by the 

IO system or there is no other candidate word. in this case, the user can enter said 

desired word by character by character entry system such as the one explained 

before. 

It is understood that in word level, when correcting, the cursor should be 

positioned after said to-be-replaced word. For this purpose and for avoiding the 

15 ambiguity with character correction mode, when modifying a whole word (word 

correcting level), the user may position the cursor after said to-be-replaced word 

wherein at least one space character separates said word and said cursor. This is 

because for example, if a user wants to correct the last character of an already 

entered word, he should locate the cursor immediately after said character. By 

20 positioning the cursor after at least one space after the word ( or at the beginning 

of the next line, if said word is the last word of the previous line), and speaking 

without pressing keys, the system recognizes that the user may desire to correct 

the last word before the cursor. For better result, it is understood that if the to-be-
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replaced word contains a punctuation mark (e.g. "." "?"","etc.), the cursor may 

be replaced after an space after the punctuation mark. This is because in some 

cases the user may desire to modify an erroneous punctuation mark which must 

be situated at the end of a word. For this purpose the user may position the cursor 

5 next to said punctuation mark. 

To avoid accidental corrections ( e.g. the cursor is positioned somewhere 

in the text and someone speaks without intending a data entry), different methods 

may be applied. For example, a pause or non-text key may be used while a user 

desires for example, to rest during a text entry. Another solution is that after the 

IO cursor is positioned in a location in a text, after a laps of time (for example two 

seconds) no correction of the last word or character before the cursor is accepted 

by the system. If a user desires to correct said word or said character he may, for 

example, navigate said cursor (at least one move to any direction) and bring it 

back to said desired position. After the cursor is repositioned in the desired 

15 location, the time will be counted from the start and the user should start 

correcting said word or said character before said laps of time is expired. 

20 

Repeating a symbol 

To repeat a desired symbol, the user, first presses the corresponding key 

and if required either speaks said symbol, or he speaks the position appellation of 

said symbol on its corresponding key or according to other symbols on said key. 

The system then selects the desired symbol. The user continues to press said key 
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without interruption. After a predefined laps of time, the system recognizes that 

the user indents to repeat said symbol. The system repeats said symbol until the 

user stops pressing said key. 

It should be noted that the above described method of correction and 

5 repeating of key symbol can be used in conjunction with any method of entry 

including but not limited to single/double tap, pressure sensitive keys, keys 

pressed simultaneously, keys pressed on only a potion thereof etc. 

IO 

Telephone directory 

To make a phone call, instead of dialing a number, a user may enter a to­

be-called destination by any information such as name (e.g. person, company, 

etc.) and if necessary enter more information such as the said to-be-called party 

address, etc. A central directory, may automatically direct said call to said 

15 destination. If there are more than one telephone lines assigned to a said 

destination (e.g. party), or there are more than one choice for said desired 

information entered by the user, a corresponding selection list ( e.g. telephone 

numbers, or any other predefined assignments assigned to said telephone lines) 

may be transmitted to the caller's phone and displayed for example, on the 

20 display unit of his phone. Then the user may select a desired choice and make the 

phone call. 

The above-mentioned method of calling ( e.g. dialing), may permit to 

eliminate the need of calling a party (e.g., a person) by his/her telephone number. 
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5 

Therefor may eliminate ( or at list reduces) the need of remembering phone 

numbers, carrying telephone books, or using an operator's aid. 

Interactive directories using voice/speech 

Voice directories are more and more used by companies, institutions, etc. 

This method of interaction with another party is a very time consuming and 

frustrating procedure for the users. Many people, by hearing a voice directory on 

the other side of the phone, disconnect the communication. Even when a person 

10 tries to interact with said system, it frequently happens that after spending plenty 

of time, the caller does not succeed to access a desired service or person. The 

main reason for this ambiguity is that when listening to a voice directory 

indication, many times a user must wait until all the options are announced. He 

(the user), many times does not remember all choices which were announced. He 

15 must re-listen to those choices. 

Also many times the voice directory demands a data to be entered by a 

user. This data entry is limited in variation because of either the limited number 

of keys of a telephone keypad or the complexity of entering symbols through it. 

The above-mentioned data entry method permits a fast visual interaction 

20 with a directory. The called party may transmit a visual intera.:::tive directory to 

the caller and the caller may see all choices almost instantly, and respond or ask 

questions using his telephone keypad ( comprising the above-mentioned data 

entry system) easily and quickly. 
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Voice mails 

Voice mails may also be replaced by text mails. This method is already in 

5 use. The advantage of the method of data entry described above is evident when a 

user has to answer or to write a massage to another party. The data entry method 

of the invention is also dramatically enhances the use of massaging systems 

through mobile electronic devices such as cellular phones. One of the most 

10 

15 

known use is in the SMS. 

The number of electronic devices using a telephone-type keypad is 

immense. The data entry method of this invention permits a dramatically 

enhanced data entry through the keypads of said devices. Of course this method 

is not limited to a telephone-type keypad. It may be used for any keypad wherein 

at least a key of said keypad contains more than one symbol. 

Multi-sectioned keypad 

The size of a keypad using the above-mentioned data entry method, may 

still be minimized by using a keypad having multiple sections. Said keypad may 

20 be minimal in size ( e.g. as large as the largest section, for example as large as of 

the size of an adult user's fingertip or the size of a small keypad key) in a closed 

position, and maximized as desired when the keypad is in open position 

( depending on the number of sections used and/or opened). 
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Theoretically, in closed position, the keypad may even have the size of a 

key of said keypad. 

Fig 8 shows one embodiment of said keypad 800 containing at least three 

sections 801, wherein each of said sections contains one column of the keys of a 

5 telephone keypad. When said keypad is in open position, a telephone-type keypad 

800 is provided. In closed position 802 said keypad may have the width of one of 

said sections. 

Another embodiment of said keypad is shown in fig. 9. Said keypad 900 

contains at least two sections 901-902 wherein a first section 90 I contains two 

10 columns 911-9 I 2 of the keys of a telephone-type keypad, and a second section 

902 of said keypad contains at least the third column 913 of said telephone-type 

keypad. When said keypad is in open position, a telephone-type keypad is 

provided. Said keypad, may also have an additional column 914 of keys arranged 

on said second section. In closed position 920 said keypad may have the width of 

15 one of said sections. 

As shown in fig. 10, another embodiment of said keypad 1000 contains at 

least four sections 1001-1004 wherein each of said sections contains one row of 

the keys of a telephone keypad. When said keypad is in open position, a 

telephone-type keypad is provided. In closed position 1005 the length of said 

20 keypad may the size of the width of one row of the keys of said keypad. 

Fig. 11 shows another embodiment of said keypad 1100 containing at 

least two sections 110 l -1102 wherein a first section contains two rows of the 

keys of a telephone-type keypad, and a second section of said keypad contains 
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the other two rows of said telephone-type keypad. When said keypad is in open 

position, a telephone-type keypad is provided. In closed position 1103, the length 

of the keypad may be as the size of the width of one row of the keys of said 

keypad. 

The above-mentioned multi-sectioned keypad has already been described 

in patent applications already filed by the inventor. 

By using the above-mentioned data entrJ method through a multi­

sectioned keypad as described, a miniaturized easy to use full data entry keypad 

may be provided. Such keypad may be used in many device, specially those 

1 o having a limited size. 

Of course, the above-mentioned symbol configuration may be used on 

said multi-sectioned keypad. 

Fig. 12 shows another embodiment of a multi-sectioned keypad 1200. The 

distance between the sections having keys 1201 may be increased by any means. 

15 For example, empty (e.g. not containing keys) sections 1202, may be provided 

between the sections containing keys. This will permit more enlarged the distance 

between the sections when said keypad is in open position. In other hand, it also 

permits to have a still thinner keypad in closed position 1203. 

20 A data entry device having integrated keypad and mouse or point and click 

device 
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To enhance the data entry method through a keypad in general and 

through the keypad of this invention in particular, a point and click system, 

hereinafter a mouse, can be integrated in the back side of an electronic device 

having a keypad for data entry in its front side. 

5 Fig. 13, shows an electronic device such a cellular phone 1300 wherein a 

user holds in palm of his hand 1301. Said user may use only one hand to hold 

said device 1300 in his hand and in the same time manipulate its keypad 1303 

located in front, and a mouse or point and click device (not shown) located on the 

backside of said device. The thumb 1302 of said user may use the keypad 1303, 

IO while his index finger 1304 may manipulate said mouse (in the back). Three 

other fingers 1305 may help holding the device in the user's hand. 

The mouse or point and click device integrated in the back of said device 

may have similar functionality to that of a computer mouse. Also several keys 

( e.g. two keys) of either the telephone-type keypad or among the additional keys 

15 of said device may be assigned to the mouse click functions. for example, keys 

1308 and 1318 may function with the integrated mouse of said device 1300 and 

have the similar functionality of the keys of a computer mouse. Said keys may 

have the same functionality as the keys of a computer mouse. For example, by 

manipulating the mouse, the user may navigate a Normal Select (pointer) 

20 indicator 1306 on the screen 1307 of said device and position it on a desired 

menu 1311. As for a computer mouse, said user then, for example, may tap 

( click) or double tap ( double click) on a predefined key 1308 of said keypad 

26 



(which is assigned to the mouse) to for example, select or open said desired menu 

1311 which is pointed by said Normal Select (pointer) indicator 1306. 

Because the display of mobile devices such as cellular phones has a small 

size, a rotating button 13 IO may be provided in said device to permit to a user to, 

5 for example rotate the menu lists. For example, after a desired menu 1311 

appears on the screen 1307, a user may use the mouse to bring the Normal Select 

(pointer) indicator on said desired menu and select it by using a predefined key 

such as one of the keys 1313 of the telephone-type keypad 1303 or one of the 

additional keys 1308 on said device, etc. 

IO As for a computer, then the user may press said key to open the related 

menu bar 1312. To select a function 1313 of said menu barl312, the user may 

maintain said key pressed and after bringing the Normal Select (pointer) indicator 

1306 on said function, by releasing said key, said function may be selected. 

Other functionalities similar to those of a computer may be provided by 

15 using said keypad and said mouse. 

Also, instead of using said keys assigned to a mouse, a user may use a 

predefined voice/speech or other predefined behavior(s) to replace the functions 

of said keys. For example, after positioning the Normal Select (pointer) indicator 

1306 on an icon, instead of pressing a key, the user may say .. select" or "open" to 

20 select or open the application represented by said icon. 

Fig. 14, shows an electronic device such as a mobile phone 1400. A 

plurality of different icons 1411-1414 representing different applications, are 

displayed on the screen 1402 of said device. To select and/or open one of the 
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applications, as for computers, by using a mouse, a user may bring the a Normal 

Select (pointer) indicator 1403, on a desired icon 1411. Then said user may select 

said icon by for example pressing once, a predefined key 1404 of said keypad. To 

open the application represented by said icon, the user, for example, may double 

5 tap on a predefined key 1404 of said keypad. 

The mouse integrated in the backside of an electronic device may be of 

any type. For example, Fig.15 shows the backside of an electronic device 1500 

such as the ones shown in figs. 13-14. The mouse 1501, is similar to a 

conventional computer mouse. It may be manipulated, as described, with a user's 

10 finger. It may also be manipulated like a conventional computer mouse, by laying 

the device on a surface such as a desk and swiping said mouse on said surface. 

Fig. 16, shows another conventional type of mouse ( a sensitive pad) 

integrated on the backside of an electronic device 1500 such as the ones shown in 

figs. 13-14. The mouse 1601, is similar to a conventional computer mouse. It may 

15 be manipulated, as described, with a user's finger. in this example, preferably as 

described before, while holding the device in the palm of his hand, the user uses 

his index finger I 602 to use ( e.g. to manipulate) said mouse. Accordingly to this 

position, the user uses his thumb (not shown) to manipulate the keys of a keypad 

(not shown) which is located in the front side ( e.g. other side) of said device. 

20 Mobile devices should preferably, be manipulated by only one hand. This 

is because while the users are in motion (e.g. being in a bus or in a train) the users 

may use the other hand for other purposes such as holding a bar while standing in 

a train or using one hand to hold a newspaper or a briefcase). 
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By implementing the mouse in the back of a device such as a mobile 

phone, the user may manipulate said device and to enter data with one hand. He 

can use simultaneously, both, the keypad and the mouse of said device. 

Of course, if he desires, said user can use his both hands to manipulate 

5 said device and its mouse. 

Another method of using said device is to dispose it on a surface such as 

on a desk and slide said device on said surface in a same manner as a regular 

computer mouse and enter the data using said keypad. 

It is understood that the any type of mouse including the ones described 

10 before, may be integrated in any part of a mobile device. For example, a mouse 

may be located in the front side of said device. Also said mouse may be located 

on a side of said device and being manipulated simultaneously with the keypad 

by fingers explained before. 

It should be noted that a mouse has been used through out this discussion, 

15 however any point and click data entry device such as stylus computer integrated 

in an electronic device and combined with a telephone-type keypad is within the 

contemplation of the present invention. 

20 

External integrated data entry unit 

Also, an external integrated data entry unit comprising a keypad and 

mouse may be provided and used in electronic devices requiring data entry 

means such as keyboard ( or keypad) and/or mouse. There may be provided an 
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integrated data entry unit having the keys of a keypad ( e.g. a telephone-type 

keypad) in front of said unit and a mouse being integrated within the back of said 

unit. Said data entry unit may be connected to a desired device such as a 

computer, a PDA, a camera, a TV, a fax machine, etc. 

Figs. 19 shows a computer 1900 comprising a keyboard 1901, a mouse 

1902, a monitor 1903 and other computer accessories (not shown). In some 

circumstances ( e.g. when a user does not desire to sit down on a desk chair in 

front of a monitor and he prefers, for example, to lie down on his bed while 

interacting with said computer) instead of a large keyboard and/or corresponding 

1 o mouse a user may utilize a small external integrated data entry unit. There may 

be provided an external data entry unit 1904 containing features such as keypad 

keys 1911 positioned on the front side of said data entry unit, a microphone 

which may be an extendable microphone 1906, a mouse (not shown) integrated 

within the back side of said data entry unit ( described before). Said data entry 

15 unit may be (wirelessly or by wires) connected to said electronic device (e.g. said 

computer 1900). An integrated data entry system such as the one described before 

(e.g. using voice recognition systems combined with interaction of keys by a 

user) may be integrated either within the said electronic device ( e.g. said 

computer 1900) or within said data entry unit 1904. Also a microphone may be 

20 integrated within said electronic device ( e.g. computer). Said integrated data 

entry system may use one or both microphones located on said data entry unit or 

within said electronic device.(e.g. computer). 
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For a better view of while interacting, specially when interacting from far 

with an electronic device such as said computer 1900, a display unit 1905 may be 

integrated within said a entry unit such as said integrated data entry unit 1904 of 

this invention. When interacting from far with a monitor 1903 of said electronic 

5 device 1900, a user may have a general view of the display 1910 of said monitor 

1903. A closed area 1908 around the arrow 1909 or another area selected by 

using the mouse on the display 1910 of said monitor 1903 may simultaneously be 

shown on said display 1905 of said data entry unit 1904. The size of said area 

1908 may be defined by manufacturer or by the user. Preferably the size of said 

IO area 1908 may be closed to the size of the display 1905 of said data entry unit 

1904. This may permit a closed and/or if desired a real size view of the 

interacting area 1908 to the user ( e.g. by seeing said area on the data entry screen 

1905). While having a general view of the display 1910 of the monitor 1903, a 

user may have a particular closed view of the interacting area 1908 which is 

15 simultaneously shown on the display 1905 of said data entry unit 1904. For 

example a user may use the keypad mouse (not shown, in the back of the keypad) 

to navigate the arrow 1909 on the computer display 1910. Simultaneously said 

arrow 1909 and the area 1908 around said arrow 1909 on said computer display 

1910 may be shown on the keypad display 1905. 

20 For an interaction such as opening a file, a user may for example, navigate 

an arrow 1909 on the screen 1910 of said computer an position it on a desired file 

1907. Said navigated areas 1908 and said file 1907 may be seen on said data 

entry screen 1905. By having the display 1905 of said data entry unit 1904 closed 
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to his eyes, a user can clearly see his interactions on the display 1905 of said data 

entry unit 1904 while having a general view on a large display 1910 of said 

electronic device 1900 ( e.g. computer). 

It is understood that said interaction area 1908 may be defined and vary 

5 according to different needs or definitions. For example, said interacting area 

IO 

may be the area around an arrow 1909 wherein said arrow is in the center of said 

area or said area is the area at the right, left, top, bottom , etc. of said arrow or any 

area on the screen of said monitor, regardless of the location of said arrow on the 

display of said monitor). 

Fig. 20 shows a data entry unit 2000 such as the one described before 

being connected to a computer 2001. During a data entry such as a text entry, the 

area 2002 around the interacting point 2003 ( e.g. cursor) is simultaneously shown 

on the keypad display 2004. 

Figs. 21 a-21 b show an example of different electronic devices which may 

I 5 use the above described data entry unit. Fig. 21 a shows a computer 2100 and fig. 

21 b shows a TV 2101. The data entry unit 2102 of said TV 2101 may also 

operate as a remote control of said TV 2101. For example, by using the mouse 

(not shown) situated in the back side of said data entry unit 2102, a user may 

locate a selecting arrow 2103 on the icon 2104 representing a movie or a channel 

20 and opening it by double tapping ( double clicking) on a key 2105 of said data 

entry unit. Of course said data entry unit 2102 of said TV may also be used for 

data entry such as internet through TVs or sending massages through TVs, cable 
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TVs, etc. In this case the integrated data entry system of this invention may be 

integrated within for example, the TV's modem 2106. 

Extendable Microphone 

An extendable and /or rotatable microphone may be integrated in 

electronic devices such as cellular phones. Said microphone may be a rigid 

microphone being extended towards a user's mouth. 

With the advancement of the technology, new input systems and devices 

Io are coming to the market to permit easy interacting with instruments. Many of 

those input systems use voice/speech recognition system wherein a user speaks 

the data or commands to be input. Because it is a natural way to input data, voice 

recognition system is becoming very popular. Computers, telephones, toys, and 

many other instruments are equipped with this different kinds of data entry 

15 system using voice recognition systems. 

20 

Although this is a good method of input, it has an important shortcoming. 

It is not a discrete method of input. A user, usually, does not want others to hear 

what he speaks, and in the other hand people do not like other people's loud 

speaking. 

To overcome (or at least reduce) significantly this problem, the user must 

speak quietly. To not cause misinterpretation of user's voice/speech by a voice 

recognition system, the microphone must be closed to user's mouth. 
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It is the subject of this invention to provide instruments using a user's 

voice as data, with a microphone extending from said instruments towards the 

user's mouth. 

There are many advantages using such a microphone. One advantage of 

5 such a microphone is that by extending said microphone towards said user's 

mouth and speaking closed into it the voice/speech recognition system may better 

distinguish and recognize said voice/speech. Another advantage is that by 

positioning said microphone close to user's mouth (e.g. next to the mouth), a user 

may speak silently (e.g. whisper) into it. This permits an almost silent and a 

10 discrete data entry. Still, another advantage of said microphone is that because of 

being integrated in corresponding electronic device, in order to keep said 

microphone in a desired position (e.g. close to a user's mouth), a user may not 

have to hold said microphone by his hand(s). Also, said user does not have to 

carry said microphone separately from said electronic device. 

15 By combining the features such as the enhanced keypad of the invention, 

the mouse, the extendable microphone and the data entry method in a manner 

such as the manners explained before, either in an electronic device or as an 

external unit to be connected to an electronic device, a completely enhanced data 

entry system may be provided. A user, may for example, by only using one hand, 

20 hold an electronic device such as a data entry device (e.g. mobile phone, PDA, 

et.), use all of the features such as the enhanced keypad, integrated mouse, and 

the extendable microphone, etc., and in the same time by using his natural 
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habitudes ( e.g. pressing keys of the keypad and in needed, speaking) provide a 

quick, easy, and specially natural data entry. 

One of the most important applications of the extendab]e microphone is 

when the data entry systems of mobile communication devices combine use of 

5 keypad and voice/speech recognition system. In this method a user interacts with 

a key (for example by pushing it), and in the same time he may speak for 

example, a symbol on said key. In order to press a key containing a desired 

symbol, the user may need to see the keypad. He also may need to see the data on 

a display of the device. In the other hand, the user may prefer to speak said 

10 symbols quietly. The extendable microphone permits to position the mobile 

phone far from eyes, enough to see that keypad, and in the same time to have the 

microphone closed to the mouth, permitting to speak quietly. 

As they many people are used to, they may hold their mobile phone in one 

hand, while pressing the keys of the keypad with a thumb of the same hand. The 

15 second hand may be used to either hold said hand around the microphone to 

reduce the outside noise, or to keep the microphone in an optimal relationship 

with the mouth. 

If the microphone of an instrument is wireless, or the member connecting 

it with the instrument is made from non-rigid materials, the user may hold the 

20 microphone in a manner to position it at the palm side of his hand, between two 

fingers. Then by positioning the palm o said hand around the mouth he can 

significantly reduce the outside noise while speaking. 
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It is understood that the user interface containing the data entry unit and 

the display, of an electronic device using a user's voice to input data, may be of 

any kind. For example, instead of a keypad it may contain a touch sensitive pad, 

or it may be equipped only with a voice recognition system without the need of a 

5 keypad. 

Fig. 18, shows according to one embodiment of the invention, an 

electronic device 1800 such as a cellular phone or a PDA. As shown, the keypad 

180 I is located in the front side of said device 1800. A mouse (not shown) is 

located in the backside of said device 1800, An extendable microphone 1802 is 

10 also integrated within said device. Said microphone may be extended and 

positioned in a desired position (e.g. next to the user's mouth) by a user. Said 

device may also contain a data entry method as described before. By using only 

one hand, a user may proceed to a quick and easy data entry with a very high 

accuracy. Positioning said microphone next to user's mouth, permits a better 

15 recognition of the voice/speech of the user by the system. Said user, may also 

speak silently ( e.g. whisper) into said microphone. This permits an almost silent 

data entry. 

In alternative embodiments of the present invention Figs.18b to 18c, show 

a mobile phone 1800 having a keypad 1801 and a display unit. The mobile phone 

20 is equipped with a pivoting section 1803 with a microphone 1802 installed at its 

end. By extending the microphone towards his mouth, the user may speak quietly 

into the phone and in the same time being capable to see the display and keypad 
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1801 of his phone and eventually use them simultaneously while speaking to 

microphone 1802. 

Fig.18d, shows a rotating extendable microphone 1810 to permit a user to 

position the instrument at a convenient relationship to him, and in the same time 

5 by rotating and extending the microphone accordingly, to bring microphone 1810 

close to his mouth or to a desired location. It must be noted that the member 

connecting the microphone to the instrument may have at least two sections, 

being extended/retracted according to each other and to the instrument. They may 

have folding, sliding, telescopically and other movement for extending or 

Io retracting. 

Figs. 18e and 18f, shows an integrated rotating microphone 1820 being 

telescopically extendable. In this embodiment, the extendable section comprising 

microphone 1820 may be located in the instrument. When desired, a user may 

pull this section out and extend it towards his mouth. Microphone I 820 may also 

15 be used, when it not pulled out. 

According to another embodiment of the invention as shown in Figs. 18g 

and 18h, the extending member 1830 containing a microphone 1831, may be a 

section of a multi-sectioned device. This section may be used as the cover of said 

device. The section comprising the microphone I 831 may itself been multi-

20 sectioned to be extendable and/or adjustable as desired. 

According to embodiment shown in Fig. 18i, an extendable microphone 

1840 as described before, may be installed in a computer or similar devices. 
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Also, according to another embodiment of the invention, a microphone of 

an instrument may be attached to a user's ring, or itself being shaped like a ring, 

and be worn by said user. This microphone may be connected to said instrument, 

either wirelessly or by wire. When in use, the user approaches his hand to his 

5 mouth and speaks. 

It is understood that instruments shown in the drawings are shown as 

example. The extendable microphone may be installed in any instrument. It may 

also be installed at any location on extending section. • 

In communication devices, the extending section comprising the 

IO microphone may be used as the antenna of said instruments. In this case the 

antennas may be manufactured as sections described, and contain integrated 

microphones. 

It must be noted that in addition to at least an extendable microphone, an 

instrument may comprise at least one additional regular microphone, wherein 

15 said microphones may be used separately or simultaneously with said extendable 

microphone. 

It must be noted that the extendable member comprising the microphone 

may be manufactured with rigid materials to permit positioning the microphone 

in a desired position without the need of keeping it by hand. 

20 For better manipulation, the section comprising the microphone may also be 

manufactured by semi rigid or soft materials. 

It must be noted that any extending/retracting methods such as 

unfolding/folding methods may be used. 
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As described before, the integrated keypad and/or the mouse and/or the 

extendable microphone of this invention may also be integrated within a variety 

of electronic devices such as a PDA, a remote control of a TV, and a large variety 

of other electronic devices. For example, by using said integrated keypad and 

5 mouse within remote control of a TV, a user may point on an icon, shown on the 

TV screen relating to a movie and select said movie by using a predefined key of 

said remote control. 

Also, as described, said integrated keypad and/or mouse and/or 

extendable microphone may be manufactured as a separated device and to be 

IO connected to said electronic devices. 

Of course said keypad, alone or integrated with said mouse and/ or said 

extendable microphone, may be combined with a data and text entry method such 

as the data entry method of this invention. 

Fig. 17 shows some of the electronic devices which may use the enhanced 

15 keypad, the enhanced mouse, the extendable microphone, and the data entry 

method of this invention. 

20 

An electronic device may contain at least one or more of the features of 

this invention. It may, for example, contain all of the features of the invention as 

described. 

Data entry through a land line phone 

39 



The data entry method described before, may also be used in land-lined 

phones and their corresponding networks. As known, each key of a telephone 

keypad generates a predefined tone which is transmitted through the land line 

networks. There are twelve predefined tones assigned to twelve keys of telephone 

5 keypads. By using, a land line telephone and its keypad, for the purpose of a data 

entry such as entering text, there may be the need of additional tones to be 

generated. To each symbol, there may be assigned a different tone so that the 

network will recognize a symbol according to the generated tone assigned to said 

symbol. 

10 

A wrist-worn multi-sectioned data entry unit 

Fig. 22a shows as example, different embodiments of a data entry units 

2201-2203 of this invention as described before. To reduce the size of said data 

15 entry unit a multi-sectioned data entry unit 2202-2203 which may have a multi­

sectioned keypad 2212-2222 as described before, may be provided. said multi­

sectioned data entry unit may have some or all of the features of this inventions. 

It may also have an integrated data entry system described in this application. As 

example, the data entry unit 2202 comprises a display 2213 an antenna 2214 

20 (may be extendable), a microphone 2215 (may be extendable), a mouse 

integrated in the beck of said data entry unit (not shown). 

An embodiment of a data entry unit of this invention may be carried on a 

wrist. It may be integrated within a wrist worn device such as a watch or within a 
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bracelet such as a wristwatch band. Said data entry unit may have some or all of 

the features of the integrated data entry unit of this invention. This will permit to 

have a small data entry unit attached to a user's wrist. Said wrist-worn data entry 

unit may be used as a data entry unit of any electronic device. By connecting his 

5 wrist-worn data entry unit to a desired electronic device, a user for example, may 

open his apartment door, interact with a TV, interact with a computer, dial a 

telephone number, etc .. A same data entry unit may be used for operating 

different electronic devices. For this purpose, an access code may be assigned to 

each electronic device. By entering (for example, through said data entry unit) the 

Io access code of a desired electronic device a connection between said data entry 

unit and said electronic device may be established. 

Fig. 22b shows an example of a wrist-worn data entry unit 2290 ( e.g. 

multi-sectioned data entry unit having a multi-sectioned keypad 2291) of this 

invention (in open position) connected (wirelessly or through wires 2292) to a 

15 hand-held device such as a PDA 2293. Said multi-sectioned data entry unit 2290 

may also comprise additional features such as some or all of the features 

described in this application. In this example, there are provided a display unit 

2294 an antenna 2295, a microphone 2296 and a mouse 2297. 

It is understood that said multi-sectioned keypad may be detached from 

20 the wrist worn device/bracelet 2298. For this purpose different 

detachment/attachment known to people skill in the art may be provided. For 

example, as shown in fig. 23a, a housing 2301 for containing said data entry 

device may be provided within a bracelet 2202. Fig. 23b shows said housing 
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2303 in open position. A detachable data entry unit 2304 may be provided within 

said housing 230 I. Fig 23c shows said housing in open position 2305 and in close 

position 2306. In open position ( e.g. when using said data entry unit), part of the 

elements 2311 (e.g. part of the keys and/or display, etc) of said data entry unit 

5 may lye down within the cover 2312 of said housing. 

According to one embodiment of the invention, a device such as a 

wristwatch 2307 may be provided in the opposite side on the wrist within the 

same bracelet. For example, there may be provided a wristwatch band having a 

housing to contain a data entry unit. Said wristwatch band may be attached to any 

Io wrist device such as a wristwatch, a wrist camera, etc. The housing of the data 

entry device may be located on one side 2308 of a wearer's wrist and the housing 

of said other wrist device may be located on the opposite side 2309 of said 

wearer's wrist. To attach said wristband to a device such as a wristwatch the 

traditional wristwatch band attachment means 2310 (e.g. bars) may be provided. 

15 The above mentioned wristband housing may also be used to contain any 

other wrist device. for example, instead of containing a data entry unit, said wrist 

housing may be adapted to contain a variety of electronic devices such as a 

wristphone. 

There may be a lot of advantages when using a wrist-worn data entry unit 

20 of this invention. for example, a user may carry an electronic device in for 

example, his pocket, and having a display unit (may be flexible) of said electronic 

device in his hand. The interaction with said electronic device may be provided 

through said wrist-worn data entry unit. In another example, the wrist-worn data 
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5 

entry unit of this invention may be used to operate an electronic news display (a 

PCT application regarding an electronic news display has been filed on October 

27t\ 2000 by the inventor). 

Extendable Display Unit 

According to one embodiment of the invention an extendable display unit 

may be provided within an electronic device such as data entry unit of the 

invention or within a mobile phone. Fig. 24a shows an extendable display unit 

IO 2400 in closed position. This display unit may be made of rigid and/or semi rigid 

materials and may be folded or unfolded for example by corresponding hinges 

2401, or being telescopically extended or retracted, or having means to permit it 

being expanded and being retracted by any method. 

Fig 24b shows a mobile computing device 2402 such as a mobile phone 

15 having said extendable display 2400 of this invention, in open position, When 

open, said extended display unit may have the width of an A4 standard paper 

permitting the user to see and work on a real width size of a document while, for 

example, said user in writing a letter with a word processing program or 

browsing a web page. 

20 The display unit of the invention may also be made from flexible 

materials. Fig 25a shows a flexible display unit 2500 in closed position. 

It is understood that the display unit of the invention may also display the 

information on at least part of it's other (e.g. exterior} side 2505. This is 
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5 

important because in some situations a user may desire to use the display unit 

without expanding it. 

Fig. 25b shows an electronic device 2501 having a flexible display unit 

2500 of the invention, in open position. 

By having an electronic device such as the data entry unit of the 

invention, a mobile phone, a PDA, etc., having at least one of the enhanced 

features of the invention such as an extendable/non extendable display unit 

comprising a telecommunication means as described before, a mouse of the 

invention, an extendable microphone, an extendable camera, a data entry system 

IO of the invention, a voice recognition system, or any other feature described in this 

15 

application, a complete data entry/computing device, which may be held and 

manipulated by one user's hand, may be provided. This is very important because 

as is well known that in mobile environment computing/data entry at least one of 

the user's hand must be free. 

Extendable Camera 

As described for extendable microphone, an electronic device may also be 

equipped with an extendable camera. For example, for the data entry system of 

20 the invention combining keys presses and lip reading (instead or in addition to 

voice/speech of the user) an extendable camera may be provided in 

corresponding electronic device or data entry unit.. 
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Fig.26 shows a mobile computing device 2600 equipped with a pivoting 

section 2601. Said pivoting section may have a camera 2602 and/or a microphone 

2603 installed at, for example, its end. By extending the camera towards his 

mouth, the user may speak to the camera and the camera may transmit images of 

5 the user's lips for example, during data entry of the invention using combination 

of key presses and lips. The user, in the same time may be capable to see the 

display and the keypad of his phone and eventually use them simultaneously 

while speaking to the camera. Of course the microphone installed on the 

extendable section may transmit the user's voice to the voice recognition system 

IO of the data entry system. 

The extendable section 2601 may contain an antenna, or itself being the 

antenna of the electronic device. 

Also, the extendable microphone and/or camera of the invention may be 

detachably attached to an electronic device such as a mobile telephone or a PDA. 

15 This is because in many situations manufacturers of electronic devices (such as 

mobile phones) do not desire to modify their hardware for new applications. 

According to one embodiment of the invention, the external pivoting 

section comprising the microphone and/or a camera may be a separate unit being 

detachably attached to the corresponding electronic device. Fig. 27 shows a 

20 detachable unit 270 l and an electronic instrument 2700, such as a mobile phone, 

being in detached position. The detachable unit 2701 may comprise any one of a 

number of component, including but not limited to, a microphone 2702, a camera 

2703, a speaker 2704, an optical reader (not shown) or other components 
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necessary to be closed to the user for better interaction with the electronic 

instrument. The unit may also comprise at least one antenna or itself being an 

antenna. The unit may also comprise attachment and/or connecting means 2705, 

to attach unit 2701 to electronic device 2700 and to connect the components 

5 available on the unit 2701 to electronic instrument 2700. For attaching and 

connecting purposes, attachment and connecting means 2705 may be adapted to 

use the ports 2706 available within an electronic device such as a mobile phone 

2700 or a computer, the ports being provided for connection of peripheral 

components such as a microphone, a speaker, a camera, an antenna, etc. It is 

IO understood that ports 2706 may be the standard ports such as a microphone jack 

or USB port, or any other similar connection means available in electronic 

instruments. In this case, the attachment/connecting means may, for example, be 

standard connecting means which plug into corresponding port(s) available 

within the electronic instrument. 

15 It is understood that the attachment and/or connecting means of the 

external unit may be provided to have either mechanical attaching functionality 

or electrical/electronic connecting functionality or both. As shown in Fig. 27a, for 

example, the external unit 2701 may comprise a pin 2705 fixedly positioned on 

the external unit for mechanically attaching the external unit to the electronic 

20 instrument. The pin may also electrically/electronically connect for example, the 

microphone component 2702 available within the unit 2701 to the electronic 

instrument shown before. In addition to the pin, the external unit may contain 

another connector 2707 such as a USB connector, connected by wire 2708 to for 
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example, a camera 2703 installed within the external unit 2701. In this case, the 

connector 2707 may only electronically/electrically connect the unit 2701 to the 

electronic instrument 

For better mechanical attachment more that one port may be used by 

5 attachment and connecting means of the external unit. For example, the 

attachment and connecting means may comprise two attachment means, such as 

two pins fixedly positioned on the external unit wherein a first pin plugs into a 

first port of the electronic instrument corresponding to for example an external 

microphone, and a second pin plugs into the port corresponding to for example an 

Io external speaker. 

Fig. 27b shows the detachable external unit 270 I and the electronic 

instrument 2700 of the invention, in attached position. 

After attaching the external unit 2701 to the electronic instrument 2700 

(for example, by plugging the pin 2705 into corresponding port 2706) the user 

15 may adjust the external unit 2701 in a desired position by extending and rotating 

movements as described before in this application for extendable microphone and 

camera. Again, it must be noted that the detachable unit of the invention may 

have characteristics similar to those of the extendable section of the invention as 

described before for the external microphone and camera in this application. For 

20 example, the detachable unit 2701 of the invention may be multi-sectioned 

having at least two sections 2710-2711, wherein each section having movements 

such as pivoting, rotating and extending (telescopically, foldable/unfoldable), 
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relating to each other and to the external unit. Attaching sections 2712-2714 may 

be used for these purposes. 

The detachable unit as described permits to add extemal/perphera] 

components to an electronic instrument and use them as they were part of the 

5 original instrument. This firstly permits to use the unit without holding the 

components in hand or attaching it to user's body (e.g. a headphone which must 

be attached to user's head) and secondly, it permits to add the components to the 

electronic instrument without obliging the manufacturers of the electronic 

instruments (such as mobile phones) to modify their hardware. 

10 The data entry method of this invention may also use other data entry 

means. For example, instead of assigning the symbols to the keys of a keypad, 

said symbols may be assigned to other objects such as the fingers ( or portions of 

the fingers) of a user. Also instead of ( or in addition to) voice/speech input, the 

system may recognize the data input by reading (recognizing the movements of) 

15 the lips of the user in combination with/without key presses. The user may press 

a key of the keypad and speak a desired letter among the symbols on said key. By 

recognizing the movements of the user's lips speaking said letter combined with 

said key press, the system may easily recognize and input the intended letter. 

Also as mentioned, example given in method of configuration described 

20 in this application were showed as samples. Variety of different configurations 

and assignment of symbols may be considered depending on data entry unit 

needed. The principle in this the method of configuration is to define different 

group of symbols according to different factors such as frequency of use, natural 
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pronunciation, natural non-pronunciation, etc, and assign them accordingly 

assigning them priority rates. The highest priority rated group (with or without 

speaking) is assigned to easiest and most natural key interaction (e.g. a single 

press). This group also includes the highest ranked non-spoken symbols. Then the 

5 second highest priority is assigned to second Jess easier interaction (e.g. double 

press) and so on. 

With continuous reference to data entry system described before, the 

assignment of symbols to the keys of a keypad may be made in manner to still 

more enhance the recognition by voice/speech or lip-reading systems. Fig. 28 

Io shows a keypad 2800 wherein letter symbols having closed pronunciation are 

assigned to the keys of said keypad in a manner to avoid ambiguity between 

them. As shown, letters having closed pronunciations "c" & "d", "j" & "k", "m" 

& "n", "v" & "t", are separated and placed on different keys. This will help the 

speech recognition system to more easily recognize said letters. For example, to 

15 select the letter "c", a user may press the key 280 l and says "c". To select the 

letter "d", the user presses the key 2802 and says "d". Other letters having closed 

pronunciations such as "b" & "p", "t" & "d", "f' & "s", are also assigned to 

different keys. 

Embedded speech recognition systems for small devices are designed to 

20 use memory as less as possible. Separating symbols having resembling 

pronunciation and assigning them to different keys, dramatically simplifies the 

recognition algorithms resulting the use of less memory. 
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With continuous reference to Fig. 28, as shown, the configuration of 

letters is provided in a manner to maintain the letters a-z in continuous order ( e.g. 

a,b,c ............ z). Configuration of symbols on the keypad 2800 is made in a 

manner to keep it as similar as possible to a standard telephone-type keypad. It is 

5 understood that this order may be changed if desired. 

Also, separation of resembling lip-articulated symbols may help lip­

reading (lip recognition) systems to more easily recognize them. For example, 

assigning letters "j" & "k" to different keys will dramatically ease their 

recognition. 

It is understood that for recognizing a spoken symbol such as a letter, 

more than one image of user's lips at different times during speaking said letter 

may be provided to lip recognition/reading system. 

Lip reading (recognition) system of the invention may use any image­

producing and image-recognition processing technology for recognition 

15 purposes. For example, as mentioned before, a camera may be used to receive 

image(s) of user's lips while said user is saying a symbol such as a letter and is 

pressing the key corresponding to said symbol on the keypad. Other image 

producing and/or image capturing technologies may also be used. For example, 

instead of a camera, a projector and receiver of means such as light or waves may 

20 be used to project said means to the user's lips ( and eventually, face) and 

receives back said means providing a digital image of user's lips (and eventually 

user's face) while said user is saying a symbol such as a letter and pressing the 

key corresponding to said symbol on the keypad. 
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The data entry system of the invention which combines key press and user 

behavior (e.g. speech) may use different behavior (e.g. speech) recognition 

technologies. For example, in addition to movements of the lips, the pressing 

action of the user's tongue on user's teeth may be detected for better recognition 

5 of the speech. 

According to one embodiment of the invention, as shown in fig. 29, 

instead of ( or in addition to) a camera, the lip reading system of the invention 

may use a touch/press sensitive component 9900 removabley mounted on user's 

denture and/or lips. Said component may have sensors 9903 distributed within its 

IO surface to detect a pressure action on any part of it permitting to measure the size, 

location, pressure measure, etc., of the impact between the user's tongue and said 

component. Said component may have two sections. A first section 9901 being 

placed between the two lips (upper and lower lips) of said user and a second 9902 

section being located on the user's denture (preferably the upper front denture). 

15 An attaching means 9904 permits to attach/fix said component on user's denture. 

Fig. 29a shows a sensitive component 9910 as described hereabove, being 

mounted on a user's denture 9919 in a manner a section 9911 of the component is 

located between the upper and lower lips of said user (in this figure, the 

component, the user's teeth and tongue are shown outside user's body). Said user 

20 may press the key 0013 which contains the letters "abc", and speak the letter "b". 

By saying "b" the lips 9914-9915 of the user press said sensitive section 9911 

between the lips. The system recognizes that the intended letter is the letter "b" 

because saying the two other letters ( e.g. "ab") do not require pressing the lips on 
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each other. If the user presses the key 9913 and pronounces the letter "c", then 

the tongue 9916 of the user will slightly press the inside portion 9912 of the 

denture section of the component located on the front user's upper denture. The 

system will recognize that the intended symbol is the letter "c", because other 

5 letters on said key ( e.g. "be") do not require said pressing action on said portion 

of the component. If the user presses the key 9913 and says the letter "a", then no 

pressing action will be applied on said component. Then the system recognizes 

that the intended letter is the letter "a". In other example, if the user presses the 

key 9917 and says the letter "j" the tongue of the user presses the inside upper 

1 o portion of the denture section of the component. If the user presses the key 9917 

and says the letter "l", then the tongue of the user will press almost the whole 

inside portion of the denture section of the component. In this case, almost the 

whole sensors distributed within the inside portion of the denture section of the 

component will be pressed and the system recognizes that the intended letter is 

15 the letter "l". 

The above-mentioned lip reading/recognition system permits a discrete 

and efficient method of data input with high accuracy. This data entry system 

may particularly be used in sectors such as the army, police, or intelligence. 

Hereafter an example of a letter input recognition system through a 

20 telephone-type keypad, according to one embodiment of this invention: 
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ABC key 
A B C 
no pressure lip section pressed upper inside portion of 

the denture section is 
5 slightly pressed 

DEF key 
D E F 
whole inside denture no pressure lip section pressed 

IO section is pressed 

GHI key 
G H 
upper inside portion upper inside of portion no pressure 

15 of the denture section of the denture section 
is strongly pressed is slightly pressed 

JKL key 
J K L 

20 upper inside portion no pressure whole inside denture 
of the denture section section is pressed 
is slightly pressed 

MNOkey 
25 M N 0 

lip section pressed whole inside denture no pressure 
section pressed 

PQRSkey 
30 p Q R s 

lip section pressed lip section pressed no pressure upper inside 
(on sides) portion of the 

denture section is 
slightly pressed 

35 
TUVkey 
T u V 
whole inside denture lip section pressed lip section pressed 
section is pressed (on sides) 

40 

WXYZkey 
w X y Z (zed) 
lip section pressed upper inside portion no pressure whole inside 

45 of denture section portion ofthe 
is pressed denture is 

pressed 
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It must be noted that the table above is only shown as an example to show 

the easiness of distinguishing the letters by saying a desired letter (while using 

the described hardware) and pressing the corresponding key. It is understood that 

other distinguishing parameters such as the timing of the pressure on the 

5 hardware (e.g. when saying "g" or saying "h", both being on the same key and 

maybe having similar pressure levels) based on this system may be taken in 

consideration by the recognition system and people skilled in the art. Also, saying 

other symbols such as numbers ( e.g. 0-9) by the user and recognizing them may 

be considered by the above-mentioned system. 

15 

20 

In addition, the sensitive component of the invention may be connected to 

processing device ( e.g. a cellphone) wirelessly or by means wires. If it is 

connected wirelessly, the component may contain a transmitter for transmitting 

the pressure information. The component may further comprise a battery power 

source for powering its functions, 

As described before, the invention combines key presses and speech for 

improved recognition accuracy. In one embodiment, a grammar is made on the 

fly to allow recognition of letters corresponding only to the key presses. 

As is well know in the art (e.g., LetterWise), letter-pair frequency 

probabilities can be used to determine the next letter given the previous letter. 

The above grammars created to support the combination of key presses 

and speech can be augmented with probability information to provide for higher 

accuracy. 
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5 

IO 

For example, if a user presses 8-4-3 and says T-H-E, then the system 

should recognize T-H-E. However, since the 3 key includes the letters D-E-F, it 

could also incorrectly recognize T-H-D. To avoid this problem, we can add 

probabilities. 

For the key 8, we have the letters T-U-V; for 4 we have G-H-I; and for 3 

we have D-E-F. Given the key presses 8-4-3, the system would create the 

following grammar using standard grammar notation: 

<s> =(TIU IV) (GI HI I) (DIE IF); 

This can also be expressed as 

<s> = T <sl>; 

<s> = U <sl>; 

15 <s> = V <sl>; 

<sl> = G <s2>; 

<sl> = H <s2>; 

<s l> = I <s2>; 

<s2> =D; 

20 <s2> = E; 

<s2> = F; 
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Adding simple unigram probabilities for the first set of letters and bi-gram 

probabilities (for example, trained on a word corpus such as dictionary) we might 

have something such as: 

<s>, 0.80 = T <sl_T>; 

5 <s>, 0.15 = U <sl_U>; 

<s>, 0.05 = V <sl V>; 

<sl_T>, 0.05 = G <s2_G>; 

<sl_T>, 0.65 = H <s2_H>; II 0.65 represents the probability ofH preceded by T 

in the current context 

lO <sl_T>, 0.30 = I <s2_I>; 

<sl_U>, 0.30= G <s2_G>; 

<sl_U>, 0.50= H <s2_H>; 

<sl_U>, 0.20 = I <s2_I>; 

<sl_ V>, 0.01 = G <s2_G>; 

15 <sl_ V>, 0.04 = H <s2_H>; 

<s1_ V>, 0.95 = I <s2_1>; 

<s2_G>, 0.05 = D; 

<s2_G>, 0.85 = E; 

<s2_G>, 0.10 = F; 

20 <s2_H>, 0.10 = D; 

<s2_H>, 0.85 = E; 

<s2_H>, 0.05 = F; 

<s2_1>, 0.20 = D; 
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<s2_I>, 0.20 = E; 

<s2_I>, 0.60 = F; 

Note that the grammars are larger, but since they are built on the fly they 

5 are still manageable for embedded applications. 

10 

Note that the probabilities can be based strickly on letter-pair frequencies, 

but also weighted by the relative word frequency from which they come. For 

example, the letter pair T-H might count for more from the word THE vs the 

word THIN. 

Note that the recognizer will pursue all paths in parallel and combine the 

acoustic probabilities with the grammar probabilities to compute the overall best 

answer. 

Usually, during data ( e.g. text) entry by voice/speech, a 

microphone/transducer perceives the user's voice/speech and transmits it to a 

15 processor of a desired electronic device for recognition process by a voice/speech 

recognition system. A great obstacle (specially, in the mobile environment) for an 

efficient speech to data/text conversion by the voice/speech recognition systems 

is the poor quality of the inputted audio, said poor quality being caused by the 

outside noise. It must be noted that the microphone "hears" everything without 

20 distinction. 

Many efforts have been made by researchers to distinguish and eliminate 

an outside noise from a desired audio. Until now those efforts have permitted to 

only partially reduce the outside noise but still much more work must be done to 
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achieve an acceptable result. Unfortunately, the current noise 

cancellation/reduction technologies also reduce the quality of the desired audio, 

making said audio inappropriate for recognition by the voice/speech recognition 

systems. 

To reduce (or even completely eliminate) the outside noise during data 

entry into an electronic device by voice/speech input, without degrading the 

quality of said voice/speech input an ear-integrated microphone/transducer unit 

positioned in a user's car can be provided. Said microphone/transducer may also 

permit a better reception quality of the user's voice/speech, even if said user 

IO speaks low or whispers. 

As is well known, when humans speak, the bone vibrations caused by, 

and corresponding to, said speech are conducted to ear resulting the air vibrations 

corresponding to said speech in th inner ear and in the ear canal. 

According, to one method, said air vibrations may be perceived by an ear-

15 integrated microphone positioned in the ear, preferably in the ear canal. 

According to another method, said ear bone vibrations, themselves, may 

be perceived from the inner ear by an ear-integrated transducer positioned in the 

ear. 

Fig. 30 shows a microphone/transducer unit 5300 designed in a manner to 

20 be integrated within a user's ear in a manner that the microphone/transducer 

component 5301 locates inside the user's ear ( preferably, the use's ear canal). 

Preferably, in addition to microphone/transducer component 5301, said 

unit 5300 may also have hermetically isolating means 5302 wherein when said 
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microphone 5301 is installed in a user's ear (preferably, in the user's ear canal), 

said hermetically isolating means 5302 may isolate said microphone from the 

outside ( ear) environment noise, permitting said microphone 530 I to only 

perceive the user's voice/speech formed inside the ear. The outside noise which is 

5 a major problem for voice/speech recognition systems will dramatically be 

reduced or will even be completely eliminated. 

The user may adjust the level of hermitically isolation as needed. For 

example, to cancel the speech echo in the ear canal said microphone may be less 

isolated from outside ear environment by slightly extracting said microphone unit 

IO from said user's ear canal. The microphone unit may also have integrated 

isolating/unisolating level means. 

Said microphone/transducer 530 I may be connected to a corresponding 

electronic device, by means of wires 5303, or by means of wireless 

communication systems. The wireless communication system may be of any kind 

15 such as blue-tooth, infra-red, RF, etc. 

The above-mentioned, ear integrated microphone/transducer may be used 

to perceive the voice/speech of a user during a voice/speech-to-data ( e.g. text) 

entry system using the data entry system of the invention combining key press 

and corresponding speech, now named press-and-speak (KIKS) technology. By 

20 pressing a key and saying the desired symbol (e.g. a letter) assigned to said key, 

as described before, the voice/speech recognition system tries to match said 

speech to one of speech patterns of only few symbols assigned to said key. In this 

case, even if an ear-integrated microphone/transducer has lower equality audio 
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5 

perception than a standard microphone, the quality of spoken symbols perceived 

by said ear-integrated microphone/transducer will still be fair enough to permit 

the voice/speech recognition system to easily recognize a spoken symbol among 

said few symbols on that key. 

According, to one embodiment of the invention, as shown in fig. 3 l, an 

ear-integrated microphone 5400 may be provided and be connected to a mobile 

electronic device such as a mobile phone 5402. As shown, the microphone 5401 

is designed in a manner to be positioned into a user's ear canal and perceive the 

user's speech/voice vibrations produced in the user's ear when said user speaks. 

10 Said speech may then be transmitted to said mobile phone 5402, by means of 

wires 5403, or wirelessly. 

By being installed in the user's ear and having hermetically isolating 

means 5404, said microphone 5401 will only perceive the user's voice/speech. 

The outside noise which is a major problem for voice/speech recognition systems 

15 will dramatically be reduced or even completely be eliminated. As mentioned 

before, the level of isolation may be adjustable, automatically, or by the user. 

For example, when a user presses a key 5405 and speaks the letter "k" 

which is located on said key, the vibrations of said speech in the user's ear may 

be perceived by said ear-integrated transducer/microphone and be transmitted to a 

20 desired electronic device. The voice/speech recognition system of the invention 

has to match said speech to already stored speech patterns of a few symbols 

located on said key ( e.g. in this example, "J, K, L, 5"). Even if the quality of said 
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speech is not good enough (e.g. because the user spoke low), said speech could 

be easily matched with the stored pattern of the desired letter. 

As just noted, another advantage of this system is that the user may speak 

low or even whisper. Because on one hand, the microphone is installed in the 

5 user's ear and directly perceives the user's voice without being disturbed by 

outside noise, and on the other hand the recognition system tries to match a 

spoken symbol to only few choices, even if a user speaks low, whispers, the 

quality of the user's voice will still be good enough for use by the voice/speech 

recognition system. For the same reasons the recognition system may be user-

Io independent. Of course, training the system with the user's voice ( e.g. speaker 

dependent method) will cause greatly better recognition accuracy rate by the 

recognition system. 

In addition to the microphone/transducer, the ear-integrated unit may also 

contain a speaker located beside the microphone/transducer and also being 

15 integrated within the user's ear for listening purposes. 

20 

According to one embodiment of the invention, as shown in fig. 32, an 

ear-integrated microphone and speaker 5500 can be provided in a manner that the 

microphone 5501 installs in a first user's ear (as described here-above) and the 

speaker 5502 installs in a second user's ear. 

The above specifications should not be construed as limiting the scope of 

the invention but merely describing some of the preferred embodiments of the 

invention. Many variations are to be considered within the scope of the present 

invention. For example, in the example of the ear-integrated unit of the fig. 32, 
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both ears may be provided by both, microphone and speaker components. In 

another example, when said ear-integrated unit is wirelessly connected to a 

corresponding electronic device, a battery power source may be provided within 

said ear-integrated unit. Also for better speech reception quality, the ear-

5 integrated microphone unit of the invention may also comprise at least an 

additional standard microphone situated outside of the ear (for example, on the 

transmitting wire). The inside ear microphone combined with the outside ear 

microphone may provide more audio signal information to the speech/voice 

recognition system of the invention. It must also be noted that the data entry 

lo system of the invention may use any microphone or transducer using any 

technology to perceive the inside ear speech vibrations. 

15 

20 
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M~C~_orl_1--rJ~!.~·:_ ~!__:J- ("::_&,-~·cl ~t/_/z.~~~-;r _l _r;~_,~c·:A 

A method of general <lala entry comhining key press and speech has; hcc11 explained in 
PCT application PCT/US00/29647. 

As mentioned in said application, by pn.:ssiug a key and spcaking/nol speaking a desired 
symbol such as a d,aracter among a group of symbols assigned to said kl:y, said desired 
symbol may be selected. For example, for enlring the word '"morning" through a standard 
telephurn.:-lypc keypad, a user may: 

-press the key 6 and say •m' ; 
-press the key 6 and say ·o' ; 
-press the key 7 and say 'r' ~ 
-press the key 6 and say 'n' ; 
-press the key 4 an<l ;,ay 'i' ; 
-press 1 he key (i and say 'n • ; 
-press the key 4 ,wd say • g'. 

lly speaking a word, letter hy lellcr, and pn.:ssing the corresponding keys said word may 
be inputti:d. 

In said PCT application, there was also describe<l lhal a usl:r can spi.:ak a word while 
pressing th~ key~ cnrre!-,pomling to tJ,c kHt.-.:, cnmtiltlling said word. As nwntioncd, for• 
this purpose a word dictionary dala base may hl, used. For example, whe.n a user speaks the 
word "curd" and presses the con-cspomlin~ keys (e.g. keys "2 2 7 3", dictionary value 2273), 
the system se.lects from said dictionary the words corresponding to suid key presses. (n Lhis 

example, lhe same scl of k('.y presses also c01Tcspo11d to other words such as '\;an:", 
''bare", ·'hase", "cape", and "case". The system then compares the user's speech (of the 
word) with Lhc mnuurizcd speech pattern!-. of all of words having the same key press (e.g. 
same value) and if one of them nmh:hl,s said user's speech, it selects said word. 

According Lo this systL:m, the: recognition system will sck.:t a word among only few 
.:andidatcs (e.g. 6 words, in the example above). As result the recognition becomes easy 
and the accuracy of the speech recognition system dramatically augments, permitting a 
general text enlry wilh high m.:curncy. It must also he noted that speaking a word while 
typing it is a human familiar behavior. 

The above-mentioned method of speaking a word and pn.:ssing thr.: corresponding keys 
and cump,1riug said key presses tu a dictionary of wo1·ds requires the use of a suhslanlial 
amount of memory. Having stored the speech patterns of all words available in a 
language and having a database of key pn.::;:,;c.;:; corn.:sponding to the words available in 
said language require large amount of memory. Due to reduced size of Lhe memory in 
mobile devices, even for a single language, integrating said amount of speech patterns, 
<licliunary of words and corresponding key presses data base h, almost impossible. 

In order to overcome the problems in the above-mentioned data entry system ,md still 
providing a natural data entry system, mclhods hereafter are described. 



• Press ~lnd speak datn entry method according to at least Dart of key presses 
ofa word and sueech ofat Jeasr part of said word 

Considering that when a user speak.s and types a word, he nalurally. may speak a word in 
different skp.s corresponding lo syllables of the speL:ch of said word. For example, while 
writing the wonl "moming" using a keyboard such as a kt:ypad, the user first ~mys "mor" 
and presses the corresponding keys then he says ·'ning" and types thL~ corresponding keys. 
Al.so, for example, for entering the word "playing", the user may first pronounce the 
phonemes corresponding lo the first syllable (c_g. "plc") while typing the letters "pla", 
and then pronounces th1.: phonemes corresponding lo the scrnnd syllahle (e.g. ''ying"') 
whill.: typing "ying". 

In unolher example, to enter the word "·unalyzc", Lhe user may first pronounce the 
phoneme corrc.spom1ing to tht: first syllable (e.g. "a") while typing the Jetter "a", then he 
pronounces the phonemes corresponding to the second syllable (e.g. "m1") whik typing 
"na", and finally he pronounces the phonemes corresponding to the third syUabk (e.g. 
"1ise") while pressing the key.s corresponding I.O letters "lyzc". 

Basing on the above-mentioned principles, a natural press and speak data entry syskm 
using r<.::duced number of vucabulary pauerns ti.">r entering any word (e.g. general 
dictation), foi- a mobik device having limited size of memory (e.g. mobile phone, PDA) 
and limited uumhcr of keys (e.g. telephone keypad) may be provided. The system may 
even be used for fixed devices such as personal computers. 

Fig. 8 I :shows as an example the arrangement of leUers of the letters "a'' to "z" on a 
telephom:-type keypad 8100. The letter "b" is posilioncd on Lhe key 8101. To said key 
810 I, all or at least part ( e.g. first, first and second, firsl and second and third, elc.), of the 
phonemes corresponding lo a syllable departing from the letter "h" may be assi1,,'lled. For 
~_-~~ .. 'l·''"• -< ,a,• ._,_c plwncm':;' •'band-, '-','-'Ul..-:'!1'\/l1~l1__11_g.!~' .~!!.l!v:Y..(!I,d,J).~{l(.1.~ .. !Jl,,~X. !Jh,~t~Rey-d to 
another sec uf phonemes CmTesponding to letters "ban" may be assigned. Still also, to the 
same Jetter and ihe same key another set of phonemes corresponding lo letters "ha" may be 
assigned. Jt is um.krstood that to T11c same letter and the same key the phoneme 
corresponding to "b" m.ay also be assigned. 

AU Keys-All Phunemcs 
Also, for example, letter "t" is located on the key 8 of the keypad. To that key di fferenl sets 
of phom:mcs sucl1 as "le", "ti''. "ta", ''to", etc., may be assigned. Pror.i-?u~ci_r.ie; ~-!~'.' :~:~X. 
example n~t a,;·Aim.:rican/Eng)ish native. To prod~ce the. word "teabag" a user may press 
the "l" key 8801 a11d say "te" and continue to press the remaining keys corresponding to 
the remaining letters '\:a". The sy;;lem first compares the speech of the user with the speech 
pattcm.s assigned Lo the first pressed key (ill this example, "t" key 880 l ). A ftcr matching 
said spc.:cch to om: or those paUerns, the system selects one or more character sets assigned 
to said patlcm. As mentioned, in this example, the same speech may correspond to two 
diffcre1,1t sets of charndcrs, one conesponding to the letters "tea" (e.g. key presses value 



832) and the other corn.:sponding Lo letrcrs "tee" (e.g. key presses value 833). The system 
compan:s the value of keys pn:sscd hy the t,scr with the values of the character sels of said 
list and if one of them matches the user key presses ii chooses it to CVt!nlually being 
inputted/outputted. In this case Lhe letters ·'tea" may be inputted/outputted. An endpoint 
signal such as a space key press may inform the system that the key press ancl speech for 
the current word is cmkd. In tllis case the system's sdection is linaL 

l.11 our r.;xample, the selection is not final. The user then may press the "h" key and say 
"bag" and continue lo press the remaining keys c01Tesponding Lo tl1c remaining letters "ag''. 
The system behaves like before ,mt! selects the keys corresponding to "bag". 

ny saying "te" mid pn:ssing the keys ··x, }, l" am.I Lheu saying "bag'' and pressing the keys 
"1, 1, 4". Lh1:: word ''teabag" may be produced. i\s noticed, the word ·'tcahag" is produced 
by speech and key presses without having its entire speech pattern in the memory. In fact 
the spec:d1 paHern of the word '•t.cabag" was prodnced by two other speech patterns (e.g. 
"lt!" and "hag") available in the memrny, ead1 representing pait of said speech pattern an<l 
together producing si-1.i<l spl'ech pattern. The speech patterns of""te" or "hag" may he used 
as pm1 ofthc speech p,1.Ucrns of other wor<ls such as '"teaming" or "Baghdad", rcspcl'.lively. 

Memnrizing a partial speech paUt,rn or a word corresponding lo part of the spce::ch of othcr 
words in a om.: or more langL1ages, permit~ Lhe recognition of said words entirely in a press 
an<l .speech data cmry system of the invcnlion. lkcause a same pattern is used to recognize 
more than one word, less memorized speech pan ems are required for recognition of rhc 
words in a language, reducing lhe amounl of memory needed. 

All Keys-Less l'hom:mcs 
For still using less memory and also nol reducing the accuracy rate ofihe recognition, a 
dictionary based w01·d predictive system may be l1sc<l with the above-mentioned data cnlry 
methoJs. 

According Lo one cmhodiment of the invention the system may disamhiguatc the key 
press(es) corresponding to charaders co11stituting a word and produce said word hy using a 
speech n.:\-'.ognition :;yslcm for recognizing some of thl: characters of said word an<l thefr 
position in :-11 kast one syllahle in said word, comhined with evaluation of the value of the 
rest of the key pn:sscs corresponding ro said word. For th is purpose a word dicLiomuy data 
base is used. Hereofo.:r some detailed examples explaining tl1c recognition prncedure. 

Aooon.l;"S to n.,;.I ..,,nbod, .. ,~ .. 1. ,,1" tlu ... iu v'-ulh111 i11:>Ll.'.itU or IIlCHIOnZIIlg all (.)t thC phOllCtrl('S 
i.i1 u ;;yJl,~bk ora won!, only one lo two phonemes. and when rarely necessary. three or 
n1t1rc phoui.;mcs (phoncml: set) in a syllabic (prl'ferably those at the beginning of said 
syllable) may b1.: memorized and used for lhe recognition purposes by the prc:,;s ,md speech 
data entry :;yslem of the invention. In this system the numher of the speech patterns (e.g. 
phoneme set.-; pronunciation) necessary for recognition of many entire words may 
dratnatit:ally be reduced. On the other hand the number of lhe sets or character reprcscnlinr 
said phoneme sets may be augmented but certainly wiU not have a significant impact on the 
amount of rncrnllry needt:d. 



Hy recognizing at lem,l lwo of the characters (preferably the beginning characters) in at 
least om~ syllable (preferably the first syllable) oL.t wtml using the speech and key presses, 
and (if the world is longer than those recognized characters) by typing the lu:y pn.:sscs 
corresponding lo the rest of the characters of a word, almost every word in a language (e.g. 
English) may be recnenized. 

For each letter (e.g. at the beginning of a syllable i..11 a word), different sets of phonemes 
may be considered. Said syllables and/or said sets of phonemes may he located at any 
position within a word. l(ach of said sets of phonemes may cmTespond lo one or more sets 
of characters having similar/almosl similar pronunci,1tion. Table l shows an example of 
some oftl1e phoneme sets that may LH.:1:ur at the beginning of a syllabic in a word with the 
Jetter 'T'. In the last row, Table I also shows an additional example fo1· a phoneme sel an<l a 
relating character set for the letter "i", starling in a syllable in a word. 

A 
Speech/phonemes 
al the bcgiu11i11g or 
a syllable in a word 

ls having 
R 

Characlc:rs st:: 

prnnuncialio 
lo lht: phom;m 

n similar 
'.:S sd of A 

la, --
ta, tai, 

C 
words having syllables 

with starting 
characters sets of B 

-··-
tap, tango 
take, tailor 

ta 
la 

ta 
----+-- '·-·- ... 

~as, 
ta, tau 

_____ .,_ __ top 
Tc 

taste 
Lalk, taupe 
Top 
tent 

,. -·-- ---

-·. --·--- ---

tip 

tI 

le 

thro 

______ 11_1g~•----

ti 

Lip 

ti, tic-, ty 

.. 
t, tee, tea, ry - .. ..... 

-+--to_,'--~oo. two 
!ii, try 
thi 
thro 
in 

... 

-----··-· 

Table I 

tilt 
·- -- . 

lipper 

·-. ---
re-tire Cti" in the beginning of'the 
middle syllable), tiebreak, type 

l, teeth, team, security 
to .. tooth, two 
tric:d, re-try 
thin 
throw 
trying 

Although more phonemes in a set of phonemes in a syllable in a word (e.g. lap, tak, las, 

etc.) may be considered and memori1/.eu Lo help recognition uf said wurd, by usiug th1: press 
and speech system of the invention also using a dictionary of words data hase, in most 
cases a :-;horter phom:1m.:s scl cumbiued with key presses corresponding to a samt: word 
may be enough for producing said word. ln the examples of table 1 column A, phoneme 



sets represt:nling the beginning of a syllabic (in 8 wm<l) and L:mlir,g with a vowel, 

comhincd with key presses cmTesponding to chtm\Ct1.~rs reprt:senting said word will result 

in producing said word. For example. to prn<lucc the won.I '"li-lk", a user may press "f' 

(e.g. the 8 key) and say 'ti" and then pn:ss the remaining h:y presses corresponding to 

remaining lellcrs "itle". To phonemes "Li" character sets such as "ti, t.y, tic" an.: a:ssigned. 

First letter "C' is already selected. Second lellcr possibilities will be ".i", because of pressing 

the key 4 (e.g. "y'' is on the kt;y 9). The next key pressed i.s Lhc key relating to the k:ttcr "t". 

in this case the ••tic'' possibility is rejected. So "ti" will bL: definitively selected. The system 

now considers ·'ti" and the remaining key presses 8 (e.g. t, u, v), 5 (e.g. g, h, i), and J (e.g. 

d, c, t). Comparing these input with a dictionary of words data base wi JI reveal that the only 

word corresponding lo these input is the word ·'title". The system then selects the word 

"title''. 

For better recognition, the user may speak more than om: ::;y Hable of a word. In this case, in 

the system may consider the inpul of characters from rnon.: titan one syllabic of :sa.id word. 

By typing a word (having one or more syllablt:!i) thrnugh a keyboard/keypad and speaki11g 

said word parcially/cntircly, in c.tlmust every case, rccugnition of one lo three b1.;ginr1ing 

characters of al least one or said syllables or said word by the spc(;ch recognition systt:m 

combined with evaluation of'thc key presses corresponding lo the rcsl ufthe characters or 
said word will produce said word. This can also be usctiil for fm;lL:r data entry through a PC 

keyboard. 

Also for example_, to enter the word "taken" which comprises two syllables "ta" and "ken", 

when typing the first character (e.g. "f', key .. 8'') the user says "ta" and the presses the rcsl 

of the keys ( e.g. ·'a") con-esponding to the rest of the charaders or tlu.; first syllable. The 

user lhen naturally prnct:cds to the next syll:.tblc w.1d says "kc11" while pressing the k<.:y ''5" 

coITespon<ling to letter "k" and continues to press the remaining keys of said syllable (e.g. 

'~en'""). 

Aller recognition procedures des(;ribcd above, if the selected output comprisL:s mvre than 

one words, said words may be presented lo the user (c.g. in a list pri11tcd at the display) and 

the user rnay select onl' uf thi:111 hy for cxampk pressing a ··scki:I" ki.::y. 

Shortcut: Le:s.s Kcv.s-AII Phonemes 
For faster data entry (e.g. in mohik cuvirumoent, on small devices) less keys combined 
will, the speech of a word nrny pcm1i1 the '-'Hlry of m1id word, 

According to one crnbodimem of the invention a user nrny pn::ss the keys corresponding lo 

t11e first lellL:r of part1all of the syllables of lhL: word while speaking thL: cunc:sponding 

syllablc(s). 

According to this embodiment, for example, to enter the word "liplup" which may be 

divided in two syllables "lip" and "top", Lhe user may tirsl press the key 8 and say "lip" 

(e.g. the first syllable of'lhe word ''tiptop", then he may press the key 8 and say ··top·• (e.g. 

the seeoml syllable of the word "tiptop"). In the ex.ample of lahk 1, set of characters "tip" 



is assigm:d, to the set of phonemes "tip·· and to the leucr ''f' on the key 8. When the user 

presses the key 8 and says 'tip", the system compart:s the speech of the user with all of'thc 

phonemes sets which are assigned to the key 8. After matching and selecting on of them, 

the system selects the character sets which arc assigned to said sci uf phnncm~s. In thi::; 

case only one character set (e.g. tip) was (ohviously) assigned lo lhl: phoneme :set "tip". 

The system then proct:i.:ds in till: same manner to the next syllahk and so on. Afler selcding 

all characters c.on-csponding to all syllables, the system then assembles Lh\.:111 and compares -

the.: word with the words availahk in a dktionary data baSl'. If the word matches ont: of said 

wOJds ii is finally selected lo t:vcmually being inpuued/lll1tpurted. 

It is understood that in many cases, more than om: charncter sets ofwonls m,1y be 

availablc/assi gncd to a phoneme seL In this case the systems cn:ah.:s all of the possible 

assemblies hdwcen said character sets and compares them with said dictionary of words. 

111 almost every case only one of said assembled characters may match a wurd in the 

dictionary. Said word will be inputted/oulpnttcd. Ir more than one assembly of charnt:tcr 

sets correspond to words available in the dictionary, said words may be prescntt.:J tu the 

user ( e.g. in a list prinled ar the di.splay) and lhc user m11y sdcct urn; of them by for 

example pn.;ssi.ng a '·select'' key. 

Still according Lo this embodiment, for example, to enter the word ''thirst'\ all phonemes 

constituting said world may be assigned to the let.ter ··r- (e.g. po:c,itinned-on/as1;ignc::<l-to the 

key 8_ TI1e user presses the key X and says "'lhirsr'. As explained he fore. the system sck:t:ts 

the character set(s) (in this case, only one --lhirst".) of the sytlabk(s) (in this case, one) of 

the word, and assembles them (in this case, 110 assembly). The system compares tl1c 

character set with the didionary of word and ift.he character set 111atchcs one of said words 

in the dictionary, then it is selected as input/output. 

Shortcut: Lt:~s Keys-Less Phonemes 

In the ahovc-rncntioned embodiment of the inn:ulio11, fi1r still using less memory am.I al:m 

not reducing the aecuracy rate of th~ recognition, a dictionary btiscd word predictive 

syslnn muy he u:.ed. 

According Lo one embodiment of lhc iuvi:111inn instead of memorizing all orthc phonemes 

available in a syllable in a v,,ortl, only one lo lwo phom.:1w:s, and when rarely necessary, 

three or more phonemes (phoneme set) in a syllabk (preforahly those al the beginning of 

said syllable) may he memorized and used for tin;: recognition purposes by the press and 

speech data entry system ofthe invcmion using om: (and rnn.::ly, 1wo 01 111uH.::) lu:y v11..::s;:.c::, 

per syllahlc. A user presst'.S the kc)' correspnndi11g to the first charae.ln in a 1irst syllable 

and speaks (the phonemes ol) said syllable. If a word has more than nnc syllable, the user 

repeal<; this procedure unti I the las! syllable of the word. 

According to this enibodirm:nl, wh1.:11 the u,-er presses a key and speaks a syllubh:, 1hc 

voice/speech recognition system hears lhe user'::; :,pr;;1,;:1;h and matches lh1.: beginning (in 

:SUH!\.: i.,1~tc'>, all) ul' c<,._,id ~p,;,,;,ch lo" phoncn1c 3Ct. ar,"ie:neJ (c.1;;. u"·u.ifr,hle in the ,ncittory) to 

said key. Then, the system selects the character sct(s) as5igned to said phoneme set. As 



mentioned the phom:rnc set and corresponding character sct(s) may compri:s-.: uuly some of 

Lhe (beginning) phonemes and characlers of said syllahlc. After entering th1,; entire word 

using tJ1e same procedure, the system uses t1 dictionary of words to sckct a word (rarely 

more than one word) which matches the group or selected characters aud their position in a 

word. The recognition procedure may also be hascd u11 comparing the position ofcm:h 

character in t11e corresponding syllahk amJ in said word. For demon:slrnting this 

embodiment an exampk hereafter is provided. 

For example, by using Lhc table J, lo enkr the word .. trying" (e.g. phonemes "trI-ing). lhe 

user may first pn:ss the key 8 and say ··trr·. The system matches his speech the 
corresponding phoneme set assigned to the key 8 and select the corresponding charm.:ler 

sets (e.g. in this example, '"try''. "tri"). The user then presses the key 4 corresponding lo the 

the character/phoneme •'i" and says ''ing". Jn this case, the system rnald1es the bt:ginning of 

the usLT's speech with tht: phoneme set "in" assignc to the key 4 and selects the 
corresponding character set "in". The usei- now has finished lo enter th;.; wurd rmd he enters 

an endpoint symbol such as pressing ,1 spun: key nr pressing any key without speaking (e.g. 

pressing a key and nol speaking may be assigned Lo characters such as punclualion marks, 

pc functions, etc. this muller has already heen explained in the PCTs already filed by this 

inventor.) The system now may create lwo different group of characters each compl'ising 

characters starting from tht: bcgirmi11g of each syllable that may not comprise'. all of the 

characters of a syllable. The two group of characters arc: 
··1ri in,. 

and; 
.. try in" 

Only the second group of characters (e.g. "try in") corresponds Lo an existing word in the 
English dictionary wherein said word comprises the letters "try" at the beginning of its first 

syllable, and also comprises the letters "in" at the beginning of an another (e.g. second) 

syllahlc. Said wurd is the word ·'trying·'. 

In this syslem llu.: m1mbcr of the speech pancms (e.g. phoneme sets prunum:iatiuu) 

necessary for recognition of many entire words may dramatically be reduced. On the other 

hand the number oft he sets of character representing said phoneme sets may be augmented 

bul certainly will not have a significant impat.'I on th(:" amount ofrncmory needed. 

th,- s:ys:t,..,, m;iy ,li..,arnhium,f.., th~ k~y pr~ss(c.s) c.orrcsnondinu to a word and nroducc said 
word by using a speech recognition sy:;li..:m fur n;:1.:ognizing some of the characters of said 
word and their position in a syllable in said word. rnmhincd with evalm1liuu ufthe value of 

the rest of the key presses l:on-c:;pundi11g lll :;,0iid wnrd. Hereafter some detailed examples 

explaining th-.: n::<:ognitinn procedure. 



In a.lmost every 1.:t1:;c only one of said assembled characters may match i.t word in the 

dictionary. Saitl word will be inputted/outputted. Trmon::' than one assembly of character 

sets correspond lo won.ls available in the dictionary, said words may be presented Lo the 

user (e_g_ in a list printed at thi.; display) and the user may select one or them hy for 

example pressing a "select'' ki:y. 

Also, still in this cmbouirnent, in some cases wherein lwo or lllOfl' words may become 

availahle for <lata cnlered I e.g. as ".s" at the end of,; word such as "lastes" wherein the 

phoneme set assigned lo the kller ·r (at thc beginning of the syllahlc) comprises "tas" and 

the charnctt:r set as.signed to said pho11crne set/key press comprises lhe letters "tas". 1.n this 

case the user may press the key corresponding to the letter "s" (at the end of lhe word) and 

say "s" (or pronnuncc the phoneme "s"). This act is also a nmural act that permits a beller 

di.<;ambiguation procedure. Also for C,Xatnplc, lo say "lastc", lhc w;er can press the key '·t" 

(e.g. 8) and say ''t.is", then pre.:-"s the key ctn1espon<ling to the second "t" (e.g. ,tgain 8) and 

say "te". 

To p0rmit better recognition of the speech pronounced by the users that, in many cases, 

may he natives of non t:nglish spQkt:n regions, some similar phonemes such as "ro" and 

"to" and their c:urrL'.sponding chmm.:lcr sets may be grouped in a same group. 

Ibc above-mentioned embodiments of the invention permits the entry of texts in all 

languages such a:.-; English or Chim.::se. This is because this is because human phonemes and 

language characlcrs are assie,111ed to kt:y presses. 

TbL: daLa entry systt:m described in t!1is invention is a dcrivalio11 or Lhe data entry systems 

clescribc<l in the PCTs and l JS provisional applications fikd hy this inventor. The 

combinations of a character by character dal:.i entry .system providing a full PC keyboard 

function as described in lhe previous applications and a wor<l levcl <lata entry system as 

dcsci-ihed here in this application will provide a complete lasL, easy and natural data entry 

in mobih: (and evi.:n in fix) environments permitting quick dat~1 entry through key hoards 

having nxlm:ed number nfk.cys (e.g. keypads) of small electronic devices. 



Thus, while there have been shown and described and pointed out 

fundamental novel features of the invention as applied to alternative 

embodiments thereof, it will be understood that various omissions and 

substitutions and changes in the form and details of the disclosed invention may 

5 be made by those skilled in the art without departing from the spirit of the 

invention. It is to be understood that the drawings are not necessarily drawn to 

scale, but that they are merely conceptual in nature. For example, instead of 

providing a separate pressure system to each key of a keypad, a single pressure 

sensitive system ( e.g. a pressure sensitive pad) may be provided with all of them 

Io ( e.g. a single large pad above or under the keys). Also a user may interact with a 

key by other means than his fingers. For example, said user may use a pen to 

press a key. 
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