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Title: 

Specification: 

A MICROPHONE FOR DATA ENTRY 

USING INTEGRATED KEYPAD SYSTEMS 

The invention described hereafter relates to method of configuration of 

symbols such as characters, punctuation, functions, etc. ( e.g. symbols of a 

computer keyboard) on a small keypad having a limited number of keys, for data 

entry in general, and for data and/or text enby method combining voice/speech 

10 of a user and key interactions (e.g. key presses) on a keypad, in particular. This 

method facilitates the use of such a keypad. 

Fig. 1, shows an example ofan integrated keypad 100 for a data entry 

method using key presses and voice/speech recognition systems. In this example, 

the keys of the Jceypad may respond to one or more type of interactions with 

15 them. Said interactions may be such as: 

- pressing a key with a specific fmger or a portion of a finger (using a 

finger recognition system) 

a single tap ( e.g. press) on a key or a double tap ( e.g. two consecutive 

presses with short time interval) on a key. 

a slight pressure ( or a touch) on a key, or a heavy pressure on a key 

- a short time interaction with a key (e.g. a short time pressing of a key) 

or a longer time pressing of a key etc ... 
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To each of said interactions or to any combination oftbem with the keys 

of the keypad, a group of symbols on said keypad may be assigned. For example, 

the symbols shown on the top side of the keys of the keypad 100, may be 

assigned to a single pressure on the keys of the keypad. If a user, for example 

5 presses the key 101, tl1e symbols "DEF3 ." may be selected. In the same example, 

the symbols configured on the bottom side of the keys of the keypad 100, may be 

assigned for example, to a double tap on said keys. If a user, for examples double 

taps on the key 101, then the symbols " {}' "are selected, 

Same selection may also be possible with other interactions such as those 

IO described before depending on the system implemented with the keys of the 

keypad. For example, a slight press ( or a touch) on the key 101, could select the 

symbols configured an the top side of said key, and a heavier pressure on the 

same key, could select the symbols configured on the bottom side of said key, 

As described, when a user interacts with a key, a recognition system 

15 candidates the symbols on said key which are assigned to said type of interaction. 

For example, if a user touches or slightly presses the key 102, the system 

candidates the symbols, "A", "B", "C", "2", and",". To select one of said 

candidated symbols, said user may speak, for example, either said symbol or a 

position appellation of said symbol on sa[d key. For this purpose a voice/speech 

20 recognition systems is used. 

If the user does not speak, a predefined symbol among those candidated 

symbols, may be selected as default. In this example, the punctuation "," shown 

2 
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in a box 103 is selected. To select one of'the other c~ndidated symbols, for 

example the letter "B", the user may speak said Jetter. 

In the same example, if the user presses heavily the key 102, then th'e 

symbols "[", "]''i and""" may be candidated. As described above, if the user does 

s not speak, a predefined symbol among those selected by said pressing action, 

may be selected as default. In this example, the punctuation """ is selected. Also 

in this example, to select a desired symbol among the two other candidated 

symbols "[", or "]", tl1e user may use different metl1ods such as speaking said 

desired symbol, and/or speaking its position relating to the other symbols, and/or 

10 speaking its color (if each symbol has a different cofor), and/or ally predefined 

appellation (e.g. a predefined voice or sound generated by a user) assigned to 

said symbol. For example, iftl1e user says "left", then tl1e character"[" is 

selected. If the user says "right", then the character "]" is selected. 

Of course, instead of using a voice/speech, a behavior of a user combined 

15 with a key interaction may select a symbol. For example, a user may press the 

key 102 heavily and swipe his finger towards a desired symbol. 

The above-mentioned method of data entry may also be applied to a 

keypad having keys responding to a single type of interaction with said keys (e.g. 

a standard telephone keypad having push-buttons). As shown in Fig. 2, a keypad 
t 

20 200 having keys responding to a single interaction with said keys. ½111en a user 

presses a key all of the symbols on said key are can di dated by the system. For 

example, if the user presses the key 202, then the symbols, "A", "B", "C", "2", 

",", "["," ",and"]" are canditated. 

3 
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In this example, if the user does not speak, the system may select a 

predefined default symbol. In this example, punctuation "," 203 is selected. 

Still in the same example, to select a desired symbol among the said 

candidates, the user may ei0er speak a desired symbol, or for example, speak a 

s position appellation of said symbol, on said key or relating to other symbols on 
t 

said key, or any other appellation as described before. For example, a symbol 

among those configured on the top of.the key (e.g. "A", "B", "C", or "2"), may 

be selected by speaking it. In other band, for example, one of the symbols 

configured on the bottom side of the key, (e.g."["," ",or"]") may be selected 

10 by speaking its position relative, for example, to the two other symbols on the 

bottom side of said key, by saying for example, "left", "middle, or "right". For 

example, to select"[" 204, the user may press the key 202 and say "left". 

As mentioned, the keys the keypad of iig.1, may respond to at least two 

predefined types of interactions with them. Each type of interaction with a key of 

15 said keypad may candidate a group of said characters on said key. 

As described before, during a data entzy such as writing a text, different 

interactions with the keys (e.g. one tap, double tap) and different user beliavior 

(e.g. speaking, not speaking) combined with said key interactions, may be 

required. Although the data entry method of this invention is a quick and easy 

20 data entry, a good configuration of tlie symbols on the keys of the keypad of this 

invention, may result a still easier and quicker data entry system. This method 

will be described hereafter. 

4 
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According to o~e embodiment, as shown in fig. 3, a number ofsy'robols 

(e.g. symbols on a computer keyboard) are physically divided into at least two 

groups and arranged on a telephone keypad keys by tl1eir order of priority (e.g. 

frequency of use, familiarity oftbe user with existing arrangement of some 

5 symbols such as letters and digits on a standard telephone keypad, etc.), as 

follow: 

First group assigned to a first type of interaction with a kevs 

IO a) A first subgroup using voice/speech 

Digits O - 9, and letters A-Z may be placed an the keys of a keypad 

according to standard configuration and assigned to a first type ofinteraction 

(e.g. a first level of pressure) with said keys. A desired symbol among them 

may be s"elected by interacting ( e.g. said first type of interaction) with a 

15 corresponding key and naturaIIy speaking said symbol. In fig. 3 said symbols 

( e.g. 301) are configured on the top side of the keys. 

Letters and digits may frequently be used during, for example, a text 

entry. They both, may naturaliy be spoken while, for example, tapping on 

20 corresponding keys. Therefor, for faster and easier data entry, they preferably 

may be assigned to a same type of interaction with the keys of a keypad. 

b) A second subgroup not using voice/speech 

5 
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At least part of the other symbols ( e.g. punctuation; functions,. etc.) which 

are frequently used during a data (e.g. text) entry may be placed on the keys 

(one symbol per key) of the keypad and be assigned to said flrst type of 

interaction (e.g. a single tap) with said keys. As default, a desired symbol may 

5 be selected by only said interaction with corresponding key without the use of 

speech/voice. In fig. 3 said symbols (e.g. 302) are configured in boxes on the 

top side of the keys. 

Of course, said symbols may also be selected by speaking them while 

10 interacting with a corresponding key, but because speaking this kind of 

symbols (e.g. punctuation, functions) is not always a natural behavior, it is 

preferable to not to speak them. 

At least a second group assigned to at least a second type of interaction with 

at least one key 

At least part of the remaining sym~ols may be assigned to at least a 

second type ofinteraction with said keys of said keypad. They may be divided 

into two groups as foliow: 

20 c) A third subgroup not using voice/speech 

A third subgroup comprising the remaining frequently used symbols and 

the ones which are difficult and/or not natural to pronounce, may be placed on 

said keys of said keypad (one symbol per key) and assigned to a second type 

6 
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of interaction ( e.g. double tap, heavier p1:essure level, two· keys pressed 

~imultaneously, a portion of a fmger by which the key is touched, etc.) w,ith 

said keys. 

As default, a desired symbol may be selected by only said interaction with 

5 a corresponding key without the use of speech/voice. In fig. 3 said symbols (e.g. 

303) are configured in boxes on the bottom side of the keys. 

Of course, said symbols may also be selected by speaking them while 

interacting with a corresponding kej, but because speaki11g this kind of symbols 

(e.g. punctuation, functions) is not always a natural behavior, it is preferable to 

Io not to speak them. 

d) At least a fourth subgroup using voice/speech 

A fourth subgroup coinprising at least part ofremaining symbols may also 

be assigned to said second type of interaction with the keys of said keypad and be 

15 combined with a user's behavior such as voice. In fig. 3 said symbols (e.g. 304) 

are configured on the bottom side of the keys. Said symbols may be selected by 

said second type of interaction with a corresponding lcey and use of voice/speech 

in different manners such as: 

- the symbols being selected by naturally pronouncing their appellation 

- the symbols being selected by naturaliy speaking their position relative 

to each other on a key or their position while using them in a text (e.g. 

"<", ">" in this example, said symbols do not belong to said second type 

7 . 
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ofinteraction, this is only an exa~ple), by saying for example, "left, right, 

open, close, etc." 

- the symbols which are very rarely used (they are very few) and/or are 

difficult to pronounce (e.g. 304). For a fast and easy data entry method, 

S said symbols may also be selected by speaking their position on a key, or 

relative to each other on said key. Of course they be selected by using 

other speech such a pronouncing them. 

e) Others 

10 If needed, other symbols such as "Fl-F12", etc. may be provided on the 

keys of the keypad and assigned a type of interaction. For example, they may be 

assign~d to said second type of interaction (with or without using speech), or be 

assigned to another kind of foteraction such as pressing two keys simultaneously, 

triple tagging on corresponding key(s), using a switch to enter to another mode, 

15 etc. 

More considemtions to enhance tile keypad and the use ofit 

Because Digits 0- 9, and letters A-Z may be placed on the keys of a 

20 keypad according to standard configuration and be assigned to a first type of 

interaction (e.g. a first level of pressure, a single tap, etc.) with said keys 

combined with speech, some keys such as 311, 312, 313, and 314, may contain at 

most one symbol (e.g. digit 1 on the key 311, or digit 0 011 the key 313) used in 

8 
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said coniiguratfon. Thus for better use of said keys, some easy and natur~I to . 

pronounce symbols 321-324 may be added on said keys and be assigned to said 

first type of interaction. for ex.ample, a user can select the character"(" by using a 

first type of interaction with key 311 and saying, for example, "left", or "open". 

5 To select the character")" the user may use the same first type of interaction with. 

said key 311 and say for example, "right" or "close". This is a quick, and more 

importantly a natural speech for said symbols. Because the number of candidated 

symbols on said keys 311-314, assigned to said first type of interaction does not 

exceed the ones on the other keys, the voice recognition system may still have a 

1 O similar degree of accuracy as for the other keys. 

Also, some symbols may be used in both modes (interactions with the 

keys). Said symbols may be configured more than once on a keypad (e.g. either 

on a single key or on different keys) and be assigned to a frrst and/or to a second 

type of interaction with corresponding key(s). 

Fig.3, illustrates a preferred embodiment of this invention for a computer 

data entry system. The keys of the keypad 300 respond to two or more different 

interaction (such as different levels of pressures, sfogle or double tap, etc.) on 

them. As shown, a number of symbols, such as alphanumerical characters, 

punctuations, functions, and PC command are distributed among said keys as 

20 fallow: 

Mode 1 

9 
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Fi_rst group- Letters A-Zand digits 0-9 are the syml:iols which are very 

frequently used during a data entry such as writing a text. They may easily and 

most importantly, naturally, be pronounced while pressing corresponding keys. 

Therefor they are arranged together on the same side on the keys, belonging to a 

5 same type of interaction (e.g. a first mode) such as a single tap (e.g. single press) 

on a key, and are selected by speaking them 

Second group- Characters such as punctuations, and functions which are 

very frequently used during a data entry such as writing a text, may belong to a 

same type of interaction which is used for selecting said letters and digits (e.g. 

10 said first mode). This is to stay, as much as possible, with a same type of 

interaction with the keys while entering data. Each key may only have one of said 

characters of said second group. This group of symbols may be selected by only 

pressing a corresponding key, without using voice. For better distinction, they are 

shown in boxes on the top (e.g. same side as for the letters and tl1e digits) of the 

15 keys. 

Mode2 

Other symbols of said number of symbols are shown on the bottom side 

of the keys of the keypad. They are assigned to a second type of interaction (e.g. 

20 double tap) with said keys. 

Third group- The default symbols (e.g. those which require an 

interaction with a key and may not require use of voice) are shown in boxes. Said 
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symbols comprise characters, punctuations, functions, etc .. , which are less 

currently used by users. 

Fourth group- Finally the symbols which are rarely used in a data entry, 

S and are not spelled naturaliy, are in this example, located at tl1e left side on the 

bottom side of the keys. Th~y may be selected by corresponding interaction ( e.g. 

double tapping) with corresponding key and either (e.g. almost simultaneously) 

pronouncing them, or caliing them by speaking a predefined speech or voice 

assigned to said symbols ( e.g. "left, right", or "blue, red" etc.). 

1 O By using a keypad having keys corresponding to different type of 

interaction with them (preferably two types, to not complicate the use of the 

keys) and having some symbols which do not require speech ( e.g. defaults), when 

a key of said keypad is interacted, either a desired key is directly interacted ( e.g. 

default), or the candidated symbols to be selected by a user behavior such as 

15 voice/speech are minimal. This augments the accuracy of voice recognition 

system. 

For example, when a user slightly presses a key, the system selects the 

symbols on the top of said key among dJOse symbols situated on said key. If the 

user simultaneously uses a voice, then the system selects those symbols requiring 

20 voice among said selected symbols. This procedure ofreducing the number of 

candidates and requiring voice recognition technology to select one of them, is 

used to have a data entry with high accuracy through a keypad having a limited 
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number of keys. The reducii1g procedure is made 'by user natural behaviors, such 

as pressing a key and/or speaking. 

As shown in fig.4, the keys 411,412, 413, and 414, have up to one 

symbol (shown on the top side of said keys) requiring voice interaction and 

5 assigned to a first type of interaction with said keys. On the other hand, same 

keys on tl1e bottom side contain two symbols which require a second type of 

interaction with said keys and also req~ires voice interaction. Said two symbols 

may be used more frequently (e.g. in an arithmetic data entry or when writing a 

software, etc.) than the other symbols belonging to same category. In this case 

1 O and to still minimize the user errors while interacting with keys ( e.g. pressing), 

said symbols may also been assigned to said first type ofinteraction with said 

keys. The t~tal of the candidated symbol remains low. A user may press said key 

as he desires and speak. 

Additional arrangements may be provided on above-mentioned keypad to 

f8filitate its use by a user. For example, "-"and"_","'"' and""', or";" and":" 

m;J be configured as default symbols on a same key 411, or on two neighboring 

keys 415,416. Also "Sp" and" "(e.g. Tab), may also be considered as default 

symbols and been configured on the san1e Icey 412, each responding to a different 

type of interaction ( e.g. pressing level) with said key. For example, by pressing 

20 once the key 412, the character "Sp" is selected. By double tapping the same key, 

the "tab" function is selected. 

While interacting with a key (e.g. pressing a key once or double tagging 

011 it), by not releasing said key, a symbol conesponding to said interaction 
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(including spe~cb if needed) may be selected and repeated until the key is 

released. For example, by double tapping on the key 415 and keeping t11e key 

pressed after the second tap and not speaking, the default symbol ( e.g. "& ") 

assigned to said interaction is selected and repeated until the user releases said 

5 key. To enter the letter "X" and repeating it, the user may for example, press the 

corresponding key 415 (without releasing it) and say "X'\ The letter "X" will be 

repeated until tlJe user releases said key. 

Also, for a more familiar look of the keypad, letters, digits, and characters 

such as "#" and "*'', may be placed on said keys according to a standard 

1 O telephone keypad configuration. 

Additional keys separately disposed from tlJe keys of said keypad :pJay be 

used to contain some of said symbols or additional symbols. In the example of 

Fig. 6, the cursor is navigated in different directions by at least one key separately 

disposed from the keys of the keypad 600. A single key'601, may be assigned to 

15 all directions 602. The user may, for example, press said key and say "up, down, 
..f 

left, or right to navigate the cursor in corresponding directions. The key 601, may 

also be a multi-directional key (e.g. sirni1ar to tI10se used in video games, or in 

some celJular phones to navigate in the menu). The user may press on the top, 

right, bottom, or left side of the key 601, to navigate the cursor accordingly. Also 

20 a plurality of additional keys may be assigned, each to for example, to at least a 

symbol such as " ". 

Said additional keys may be the existing keys on an electronic device. For 

example, in a cellular phone, in addition to the twelve keys of a standard 
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telephone keypad, additional function keys such as menu key, or on/of key etc., 

are provided. at least some of those keys may be used as additional data entry 

keys, containing a number of symbols, while the system is, for example, in a text 

entry mode. This frees some spaces on the standard telephone keypad keys. The 

5 freed spaces may permit a better accuracy of voice recognition system and/or a 

more user friendly configuration of the symbols on the keys oftbe keypad. 

The above-mentioned method of configuration and the examples shown 

before are only shown as examples. Of course many other configurations of the 

symbols and different assignment to different user interactions witb the keys may 

10 be considered. For example, a key may not have a default symbol or on a key, 

there may be no symbols which are assigned to a voice/speech. 

Also not all of the keys of the keypad may respond to a same kind of 

interaction. For example, a first key of a keypad may respond to two levels of 

pressure while another key of the same keypad may respond to a single or double 

15 tap on it. 

Figs. 1-7 slww different configurations of the symbols on the keys of 

keypads. 

20 TlJe above-mentioned data entry system pennits a fuII data entry such as a 

full text data entry through a computer keypad. By inputting, one by one, 

characters sucl1 as letters, punctuation marks, functions, etc, words, and sentences 

may be inputted. 
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This will have a great impact on telecomm'unication market permitting to 

enhance many applications and methods already in use. Some of them are listed 

hereafter. 

It is understood that any combination of the above-mentioned interactions may be 

5 used for inputting a desired symbol. 

According to one embodiment of the invention, the user uses voice/speech 

to input a desired symbol such as a letter withou~ other interaction such as 

pressing a key. The user may use the keys of the keypad ( e.g. single press, double 

press, triple press, etc) to enter symbols such as punctuations without speaking 

10 tbem. 

It is understood that the data entry method described in this application 

may be applied to all other languages such as Chinese, Koreans, Japanese, Etc. 

Correction and Repeating of Symbols 

Different methods may be used to correct an erroneously entered symbol. 

As mentioned, to enter a symbol, a user for example, may press a corresponding 

key and speak said desired symbol configured on said key. It may happen that the 

voice/speech recognition system misinterprets the user's speech and the system 

20 selects a non~desired symbol configured on said key. 

For example, if the user: 
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a) recognizes an erroneously entered symbol before entering a next 

desired symbol (e.g. the cursor is positioned after said erroneous symbol, 

next to it), he then may proceed a correction procedure explained 

hereafter; 

b) recognizes an erroneously entered symbol after entering at least a next 

symbol, be first may navigate in the text by corresponding means such as 

the key 101 (fig.I), or 202 (fig.2), having navigation functions, and 

positions the cursor after said erroneous symbol next to it. He, tl1en, 

IO proceeds to a con-ection procedure explained hereafter; 

After positioning the cursor after said erroneous symbol, next to it, the 

user may re-speak either said desired symbol or its position appellation without 

re-pressing said corresponding key. If the system again selects the same deleted 

15 symbol, it will automatically reject said selection and selects a symbol among 

remaining symbols configured on said key, wherein either its appellation or its 

position appeIJation corresponds to next highest probability corresponding to said 

user's speech. If still an erroneous symbol is selected by tl1e system, the 

procedure ofre-speaking the desired symbol by the user and the selection of the 

20 next symbol among the remaining symbols on said key with highest probability, 

may continue until said desired symbol is selected by the system. 

It is understood that in a data entry system using a keypad having keys 

responding, for example, two levels of pressure, when correcting, tl1e recognition 
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system may flls~ pr;ceed to select a symbol among those belonging to the same 

group of symbols belonging to the pressure level applied for selecting said 

ezrnneous symbol. If none of those symbols is accepted by tbe user, then the 

system may proceed to select a symbol among the symbols belonging to the other 

5 pressure level on said key. 

Fig. 7B, shows a flowchart corresponding to an embodiment of a method 

of correction. If for any reason a user wants to correct an already entered symbol, 
' ' 

he may enter this correction procedure. 

Correction procedure starts at step 3000. If the replacing symbol is not 

1 O situated on the same key as the to-be-replaced symbol JO 10, then the user deletes 

the to-be-replaced symbol 3020, and enters the replacing symbol by pressing a 

corresponding lcey and if needed, with added speech 3030 and exits 3110. 

If the replacing symbol is situated on the same Jcey as the t~-be-repiaced 

symbol 3040, and the repfacing symbol does not require speech 3050, then the 

15 ~ystem proceeds to steps 3020 and 3030, and acts accordingly as described 

before, and exits 3110. 

If the replacing symbol is situated on the same key as the to-be-replaced 

symbol 3 040, and the replacing symbol does require speech 3060, two 

possibilities are considered: 

a) tbe cursor is not situated after the to-be-replaced symbol 3070. In this 

case the user positions the cursor after the to-be-replaced symbol, next 

to it 3080, and proceeds to next step 3090; 
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b) the c~rsor is situated after tIJe to-be-replaced symbol 3070 (e.g. the 

user recognizes an erroneously entered symbol, immediately). In this 

case the user proceeds to next step 3090; 

5 At the step 3090, the user speaks the desired symbol without pressing a 

key. By not pressing a key and only speaking, the system understands that a 

symbol belonging to a key which is situated before the cursor must be replaced 

by another symbol belonging to the same key. The system then, wilI select a 

symbol among tbe rest of the symbols (e.g. excluding the symbols already 

10 selected) on said key with highest probability corresponding to said speech 3100. 

If the new selected symbol is yet a non-desired 

symbol 3110, the system (and the user) re-enters at the step 3090. If the selected 

symbol is the desired one the system exits the correction procedure 3120. 

Of course, instead of tbe above-mentioned method, a conventional 

15 method of correcting a symbol may also be provided. for example, to correct an 

already e11tered symbol, the user may simply, fi.rst delete saiq symbol and then re­

enter a new symbol by pressing a corresponding key and if needed, with added 

speech. 

The text entry system, may also be applied to a word level (e.g. tl1e user 

20 speaks a word and types it by using a keypad). A same text entry procedure may 

combine word level e11t1y ( e.g. for words contained in a data base) and character 

level entry. Therefore the comction procedure described above, may also be 

applied for a word level data entry. 
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For example, to enter.a word a user may speak said word ~d press the 

corresponding keys. If for any reason such as disambiguity between two words 

having closed pronunciation and simiiar key presses, the recognition system 

selects a non-desired word, then the user may re-speak said desired word without 

5 re-pressing said corresponding keys. The system then, will select a word among 

the rest of candidates words corresponding to said key presses ( e.g. excluding the 

words already selected) with highest probability corresponding to said speech. If 

the new selected word is yet not the desired one, tl1e user may re-speak said word. 

this procedure may be repeated until either said desired word is selected by the 

IO system or there is no other candidate word. in this case, the user can enter.said 

desired word by character by character entry system such as the one explained 

before. 

It is understood that in word level, when correcting, the cursor should be 

positioned after said to-be-repJaced word. For this purpose and for avoiding the 

15 ambiguity with character correction mode, when modifying a whole word (word 

correcting level), the user may position the cursor after said to-be-replaced word 

wherein at least one space character separates said word and said cursor. This is 

because for example, if a user wants to correct the last character of an already 

entered word, he sl10uld locate the cursor immediately after said character. By 

20 positioning the cursor after at least one space after the word (or at the beginning 

of the next line, if said word is the last word of the previous line), and speaking 

without pressing keys, the system recognizes that the user may desire to correct 

the last word before the cursor. For better result, it is understood that if the to-be-
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replaced word contains a punctuation mark ( e.g. "." "7" "," etc.), the cursor may 

be replaced after an space after the punctuation mark. This is because in some 

cases the user may desire to modify an erroneous punctuation mark which must 

be situated at the end of a word. For this purpose the user may position the cursor 

5 next to said punctuation mark. 

To avoid accidental corrections (e.g. the cursor is positioned somewhere 

in the text and someone speaks without intending a data entry), different methods 

may be applied. For example, a pause or non-text key may be used while a user 

desires for example, to rest during a text entry. Another solution is that after_ the 

JO cursor is positioned in a location in a text, after a laps of time (for example two 

seconds) no correction of the last word or character before the cursor is accepted 

by the system. If a user de.sires to correct said word or said character be may, for 

example, navigate said cursor (at least one move to any direction) and bring it 

back to said desired position. After the cursor is repositioned in the desired 

15 location, the time wiIJ he counted from the start and the user should start 

correcting said word or said character before said Iafs of time is expired. 

Repeating a symbol 

To repeat a desired symbol, the user, first presses the corresponding key 

and if required either speaks said symbol, or he speaks the position appellation of 

said symbol on its corresponding key or according to other symbols on said key. 

The system then selects the desired symbol. The user continues to press said key 
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without interruption. After a predefi.ned laps of time, the system recognizes that 

the user indents to repeat said symbol. The system repeats said symbol until the 

user stops pressing said key. 

It should be noted tbat the above described method of correction and 

5 • repeating of key symbol can be used in conjunction with any method of entry 

including but not limited to single/double tap, pressure sensitive keys, keys 

pressed simultaneously, keys pressed on only a potion thereof etc. 

Telephone directory 

To make a phone call, instead of dialing a number, a user may enter a to­

be-calJed destination by any infonnation such as name (e.g. person, company, 

etc.) and if necessary enter more information such as the said to-be-calJed party 

address, etc. A central directory, may automatically direct said call to said 

15 destination. If there a.re more than one telephone lines assigned to a said 

destination (e.g. party), or there are more than one choice for said desired 

information entered by the user, a corresponding selection list (e.g. telephone 

numbers, or any other predefined assignments assigned to said telephone lines) 

may be transmitted to the ca1Jer's phone and displayed for example, on the 

20 display unit of his plwne. Tl1en the user may select a desired choice and make tlw 

phone call. 

The above-mentioned metlwd of calling (e.g. dialing), may permit to 

eliminate the need of calling a party (e.g., a person) by his/her telephone number. 
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Therefo~ may eliminate (or at list reduces) the need ofremembering phone 

numbers1 carrying telephone books1 or using an operator's aid. 

Interactive directories using voice/speech 

Voice directories are more and more used by companies, institutions, etc. 

This method of interaction with another party is a very time consuming and 

frustrating procedure for the users. Many people, by hearing a voice directory on 

the other side of the phone, disconnect the communication. Even when a person 

1 O tries to interact with said system, it frequently happens that after spending plenty 

of time, the caller does not succeed to access a desired service or person. The 

main reason for this ambiguity is that when listening to a voice directory 

indication, many times a user must wait until all the options are announced. He 

(the user), many times does not remember all choices which were announced. He 

15 must re-listen to those choices. 

Also many times the voice directory demands a data to be entered by a 

user. This data entry is limited in variation because of either the limited number 

of keys ofa telephone keypad or the complexity of entering symbols through it. 

The above-mentioned data entry method permits a fast visual interaction 

20 with a directory. The called party may transmit a visual intera~tive directory to 

the caller and the caller may see all choices almost instantly, and respond or ask 

questions using his telephone keypad (comprising the above-mentioned data 

e11t1y system) easily and quickly. 
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Voice mails 

( 

Voice mails may also be replaced by text mails. This method is already in 

5 use. The advantage of the method of data entry described above is evident when a 

user bas to answer or to write a massage to anotl1er party. The data entry metlwd 

of the invention is also dramatically enhances the use of massaging systems 

through mobile electronic devices such as cellular phones. One of the most 

known use is ill the SMS. 

The number of electronic devices using a telephone-type keypad is 

immense. The data entry method of this invention permits a dramatically 

enhanced data entry through the keypads of said devices. Of course this method 

is not limited to a telephone-type keypad. It may be used for any keypad wherein 

at least a key ~f said keypad contains more than one symbol. 

Multi-sectioned keypad 

The size of a keypad using the above-mentioned data entry metlJOd, may 

still be minimized by using a keypad having multiple sections. Said keypad may 

20 be minimal in size (e.g. as large as the largest section, for example as large as of 

the size of an adult user's fingertip or the size of a small keypad key) in a closed 

position, and maximized as desired when the keypad is in open position 

( dependi11g on the Dumber of sections used and/or opened), 
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Theoretically, in closed position, the keypad may even have the size of a 

key of said keypad. 

Fig 8 shows one embodiment of said keypad 800 containing at least three 

sections 80 l I wherein each of said sections contains one column of the keys of a 

5 telephone keypad. When said keypad is in open position, a telephone-type keypad 

800 is provided. In closed position 802 said keypad may have the width of one of 

said sections. 

Another embodiment of said keypad is shown in fig. 9. Said keypad 900 

contains at least two sections 901-902 wI1erein a first section 901 contains two 

10 columns 911-912 of the keys of a telephone-type keypad, and a second section 

902 of said keypad contains at least the third column 913 of said telephone-type 

keypad. Wben said keypad is in open position, a t~Jepbone-type lceypad is 

provided. Said keypad, may also have an additional column 914 of keys arranged 

on said second section. In closed position 920 said keypad may have the width of 

15 one of said sections. 

As shown in fig. 10, another embodiment of said keypad 1000 contains at 

least four sections 1001-1004 wherein each of said sections contains one row of 

the keys of a telephone keypad. When said keypad is in open position, a 

telephone-type keypad is provided. In closed position 1005 the length of said 

20 keypad may the size of the width of one row of the keys of said keypad. 

Fig. 11 shows another embodiment of said keypad 1100 containing at 

least two sections 1101-1102 wherein a first section contains two rows of the 

keys of a telephone-type keypad, and a second section of said keypad contains 
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the other two rows of said telephone-type keypad. When said keypad is in open 

position, a telephone-type keypad is provided. In closed position 1103, the length 

of the keypad may be as the size of the width of one row of the keys of said · 

keypad. 

The above-mentioned multi-sectioned keypad has already been described 

in patent applications already filed by the inventor. 

By using the above-mentioned data entry method through a multi­

sectioned keypad as described, a miniaturized easy to use full data entry keypad 

may be provided. Such keypad may be used in many device, specially those 

Io having a limited size. 

Of course, the above-mentioned symbol configuration may be used on 

~aid multi-sectioned keypad. 

Fig. 12 shows another embodiment of a multi-sectioned keypad 1200. The 

distance between the sections having keys 1201 may be increased by any means. 

15 For example, empty (e.g. not containing keys) sections 1202, may be provided 

between the sections containing keys. This will permit more enlarged tlrn distance 

between the sections when said keypad is in open position. In other band, it also 

pem1its to hav~ a stiIJ thinner keypad in closed position 1203. 

20 A data entry device having integrated keypad and mouse or point and click 

~ 
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To enhance the data entry method through a keypad in general and 

through the keypad of this invention in particular, a point and click system, 

hereinafter a mouse, can be integrated in the back side of an electronic device 

having a keypad for data entry in its front side. 

Fig. 13, shows an electronic devic~ such a cellular phone 1300 wherein a 

user holds in palm of his hand 1301. Said user may use only one hand to hold. 

said device 1300 in bis band and in the same time manipulate its keypad 1303 

located fo front, and a mouse or point and click device (not shown) located on the 

backside of said device. The tlmmb 1302 of said user may use the keypad 1303, 

IO while his index finger 1304 may manipulate said mouse (in the back). Three 

other fingers 1305 may help holding the device in the user's hand. 

The mouse or point and click device integrated in the back of said device 

may have similar functionality to that of a computer mouse. Also several keys 

(e.g. two keys) of either the telephone-type keypad or among the additional keys 

15 of said device may be assigned to the mouse click functions. for example, keys 

1308 and 1318 may function with the integrated mouse of said device 1300 and 

have the similar functionality of the keys of a computer mouse. Said keys may 

have the same functionality as the keys of a computer mouse. For example, by 

manipulating tile mouse, the user may navigate a Normal Select (pointer) 

20 indicator 1306 on the screen 1307 of said device and position it on a desired 

menu 1311. As for a computer mouse, said user then, for example, may tap 

( click) or double tap ( double click) on a predefined key 1308 of said keypad 
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(which is assigned to the mouse) to for example, select or open said desired menu 

1311 which is pointed by said Normal Select (poiilter) indicator 1306, 

Because the display of mobile devices such as cellular phones has a small 

size, a rotating button 1310 may be provided in saiq device to permit to a user to, 

5 for example rotate the menu lists. For example, after a desired menu 1311 

appears on the screen 1307, a user may use tlje mouse to bring the Normal Select 

(pointer) indicator on said desired menu and select it by using a predefined key 

such as one of the keys 1313 of the telephone-type keypad 1303 or one of the 

additional keys 1308 on said device, etc, 

IO As for a computer, then the user may press said key to open the related 

menu bar 1312. To select a function 1313 of said menu bar1312, the user may 

maintain said key pressed and after bringing the Nonna] Select (pointer) indicator 

1306 on said function, by releasing said key, said function may be selected. 

Other .functionalities sirmlar to those of a computer may be provided by 

15 using said keypad and said mouse. 

Also, instead of using said keys assigned to a mouse, a user may use a 

predefined voice/speech or other predefined behaviar(s) to replace the .functions 

of said keys. For example, after positioning the Normal Select (pointer) indicator 

1306 on an icon, instead of pressing a key, the user may say "select" or "open" to 

20 select or open the application represented by said icon. 

Fig. 14, shows an electronic device such as a mobile phone 1400. A 

plurality of different icons 1411-1414 representing different applications, are 

displayed on the screen 1402 of said device, To select and/or open one of the 
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applications, as for computers, by using.a mouse, a· user may bring the a Normal 

Select (pointer) indicator 14031 on a desired icon 1411. Then said user may select 

said icon by for example pressing once, a predefined key 1404 of said keypad. To 

open the application represented by said icon, the user, for example, may double 

5 tap on a predefined key 1404 of said keypad. 

The mouse integrated in the backside of an electronic device may be of 

any type. For example, Fig.15 shows the backside of an electronic device 1500 

such as tbe ones sl10wn in figs. 13-14. The mouse 1501, is similar to a 

conventional computer mouse. It may be manipulated, as described, with a user's 

10 flnger. It may also be manipulated like a conventional computer mouse, by laying 

the device on a surface such as a desk and swiping said mouse on said surface. 

Fig. 16, shows anotl1er conventional type of mouse ( a sensitive pad) 

integrated on the backside of an electronic device 1500 such as the ones shown in 

figs. 13-14. The mouse 1601, is similar to a conventional computer mouse. It may 

15 be manipulated, as described, wiili a user's finger. in tllis example, pre~erably as 

described before, wbileholding the device in the palm of his hand, the user uses 

his index finger 1602 to use (e.g. to manipulate) said mouse. Accordingly to this 

position, the user uses his thumb (not shown) to manipulate the keys of a keypad 

(not shown) which is located in the front side (e.g. other side) of said device. 

Mobile devices sbould preferably, be manipulated by only one hand. This 

is because while the users are in motion (e.g. being in a bus or in a train) the users 

may use the other band for other purposes such as holding a bar while standing in 

a train or using one hand to hold a newspaper or a briefcase). 
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By implementing the mouse in the back of a device such as a mobile 

phone, the user may manipulate said device and to enter data with one hand. He 

can use simultaneously, both, the keypad and the mouse of said device. 

Of course, if he desires, said user can use his both hands to manipulate 

5 said device and its mouse. 

Another metlwd of using said device is to dispose it on a surface such as 

on a desk and slide said device on said surface in a same manner as a regular 

computer mouse and enter the data using said keypad. 

It is understood that the any type of mouse including the ones described 

JO before, may be integrated in any pa.rt of a mobile device. For example, a mouse 

may be located ii;i tlie front side of said device. Also said mouse may be located 

on a side of said device and being manipulated simultaneously with the keypad 

by fingers explained before. 

It should be noted that a mouse has been used through out this discussion, 

15 however any point and click data entry device such as stylus computer integrated 

in an electronic device and combined with a telephone-type keypad is within the 

contemplation of the present invention. 

External integrated data entry unit 

Also, an external integrated data ent1y unit comprising a keypad and 

mouse may be provided and used in electronic devices requiring data entry 

means such as keyboard (or keypad) and/or mouse. There may be provided an 
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integrated data entry unit having the keys of a keypad ( e.g. a telephone•type 

keypad) in front of said unit and a mouse being integrated within the back of said 

unit. Said data entry unit may be connected to a desired device such as a 

computer, a PDA, a camera, a TV, a fax machine, etc. 

5 Figs. 19 shows a computer 1900 comprising a keyboard 1901, a mouse 

1902, a monitor 1903 and other computer accessories (not shown). In some 

circumstances (e.g. when a user does not desire to sit down on a desk chair in 

front of a monitor and he prefers, for example, to lie down on his bed while 

interacting with said computer) instead of a large keyboard and/or corresponding 

1 O mouse a user may utilize a small external integrated data entry unit. There may 

be provided an external data entry unit 1904 containing features such as keypad 

keys 1911 positioned on the front side of said data entry unit, a microphone 

which may be an extendable microphone 1906, a mouse (not shown) integrated 

within the back side of said data entry unit (described before). Said data entry 

15 unit may be (wirelessly or by wires) connected to said electronic devict (e.g. said 

computer 1900). An integrated data entry system sucb as the one described before 

(e.g. using voice recognition systems combined with interaction of keys by a 

user) may be integrated either within the said electronic device (e.g. said 

computer 1900) or within said data entry unit 1904. Also a microphone may be 

20 integrated within said electronic device (e.g. computer). Said integrated data 

entry system may use one or both microphones located on said data entry unit or 

within said electronic device.(e.g. computer). 
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For a better view of while interacting, specially when interacting from far 

with an electronic device such as said computer 1900, a display unit 1905 may be 

integrated within said a entry unit such as said integrated data entry unit 1904 of 

this invention. "When interacting from far with a monitor 1903 of said electronic 

5 device 1900, a user may have a general view of the display 1910 of said monitor 

1903. A closed area 1908 around the arrow 1909 or another area selected by 

using the mouse on the display 1910 of said monitor 1903 may simultaneously be 

shown 011 said display 1905 of said data entry unit 1904. The size of said area 

1908 may be defined by manufacturer or by the user. Preferably the size of said 

JO area 1908 may be closed to the size of the display 1905 of said data entry unit 

1904. This may permit a closed and/or if desired a real size view of the 

interacting area 1908 to the user (e.g. by seeing said area on the data entry screen 

1905). While having a general view of the display 1910 of the monitor 1903, a 

user may have a particular closed view of the interacting area 1908 which is 

15 simultaneously shown on tpe display 1905 of said data entry unit 1904. For 

example a user may use the Jceypad mouse (not shown, in .the back of the keypad) 

to navigate tlie arrow 1909 on tl1e computer display 1910. Simultaneously said 

arrow 1909 and the area 1908 around said arrow 1909 on said computer display 

1910 may be shown on the keypad display 1905. 

20 For an interaction such as opening a file, a user may for example, navigate 

an arrow 1909 on tlie screen 1910 of said computer an position it 011 a desired tile 

1907. Said navigated areas 1908 and said file 1907 may be seen on said data 

entry screen 1905. By having the display 1905 of said data entry unit 1904 closed 
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. to his eyes, a user can clearly see bis interactions on tlJe display 1905 of said data 

entry unit 1904 while having a general view on a large display 1910 of said 

electronic device 1900 (e.g. computer). 

It is understood that said interaction area 1908 may be defined and vary 

5 according to different needs or definitions. For example, said interacting area 

may be tbe area around an airow 1909 wherein said arrow is in tl1e center of said 

area or said area is the area at the right, left, top, bottom I etc. of said arrow or any 

area on the screen of said monitor, regardless oftbe location of said arrow on tlie 

display of said monitor). 

JO Fig. 20 shows a data entry unit 2000 sucb as the one described before 

being connected to a computer 2001. During a data entry such as a text entry, the 

area 2002 around tbe interacting point 2003 (e.g. cursor) is simultaneously shown 

on the keypad display 2004. 

Figs. 21a-2lb show an example of different electronic devices which may 

15 use the above described data entry unit Fig. 21a shows a computer 2100 and fig. 

21b shows a TV 2101. The data entry unit 2102 of said TV 2101 may also 

operate as a remote control of said TV 2101. For example, by using the mouse 

(not shown) situated in the back side of said data entry unit 2102, a user may 

locate a selecting arrow 2103 on the ico11 2 I 04 representing a movie or a channel 

20 and opening it by double tapping ( double clicking) on a key 2105 of said data 

entry unit. Of course said data entry unit 2102 of said TV may also be used for 

data entry such as internet through TVs or sending massages through TVs, cable 
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TVs, etc. In this case the integrated data entry system of this invention may be 

integrated within for example, the TV's modern 2106. 

Extendable Microphone 

An extendabJe and /or rotatable microphone may be integrated in 

electronic devices such as cellular phones. Said microplmne may be a rigid 

microphone being extended towards a user's mouth. 

With the advancement of the technology, new input systems and devices 

10 are coming to the market to permit easy interacting with instruments. Many of 

those input systems use voice/speech recognition system wherein a user speaks 

the data or commands to be input. Because it is a natural way to input data., voice 

recognition system is becoming vezy popular. Computers, telephones, toys, and 

many other instruments are equipped with this different ldnds of data entry 

15 system using voice recognition systems. 

Although this is a good method of input, it has an important shortcoming. 

It is not a discrete method ofinput. A user, usually, does not want others to hear 

what he speaks, and in the other hand people do not like other people's loud 

speaking. 

To overcome (or at least reduce) significantly this problem, the user must 

speak quietly, To not cause misinterpretation of u~er's voice/speech by a voice 

recognition system, the microphone must be closed to user's mouth. 
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It is the subject of th~s invention to provide instruments using a user's 

voice as data, with a microphone extending from said instruments towards the 

user's mouth. 

There are many advantages using such a microplJOne. One advantage of 

5 such a microphone is that by extending said microphone towards said user's 

mouth and speaking closed into it the voice/speech recognition system may better 

distinguish and recognize said voice/speech. Another advantage is that by 

positioning said microphone close to user's mouth (e.g. next to the mouth), a user 

may speak silently (e.g. whisper) into it. This permits an almost silent and a 

JO discrete data entry. Still, another advantage of said microphone is that because of 

being integrated in corresponding electronic device, in order to keep said 

microphone in a desired position ( e.g. close to a user's mouth), a user may not 

have to bold said microphone by his hand(s). Also, said user does not have to 

cany said microphone separately from said electronic device. 

By combining the features such as the enhanced keypad of the invention, 

the mouse, the extendable microphone and the data entry method in a manner 

such as the manners explained before, either in an electronic device or as an 

external unit to be connected to an electronic device, a completely enhanced data 

entry system may be provided. A user, may for example, by only using one hand, 

20 hold an electronic device such as a data entry device (e.g. mobile phone, PDA, 

et.), use all of tlrn features such as the enhanced keypad, integrated mouse, and 

the extendable microphone, etc., and in the same time by using his natural 
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habitudes· (e.g. pressing keys of the keypad and in needed, speaking) provid~ a 

quick, easy, and specially natural data entry. 

One of the most important applications of the extendabJe microphone is 

when the data entry systems of mobile communication devices combine use of 

5 keypad and voice/speech recognition system. In this method a user interacts with 

a key (for example by pushing it), and in the same time he may speak for 

example, a symbol on said key. In order to press a key containing a desired 

symbol, the user may need to see the keypad. He also may need to see the data on 

a display of the device. In the other hand, the user may prefer to speak said 

1 O symbols quietly. The extendable microphone permits to position the mobile 

phone far from eyes, enough to see that keypad, and in the same time to have the 

microphone closed to the mouth, permitting to speak quietly. 

As they many people are used to, they may bold their mobile phone fo one 

hand, while pressing the keys of the keypad with a thumb of the same hand. The 

15 second hand may be used to either hold said hand around the microphone to 

reduce tlw outside noise, or to keep the microphone in an optimal relationship 

with the mouth. 

If the microphone of an instrument is wireless, or t1Je member connecting 

it with the instrument is made from non-rigid materials, the user may hold the 

20 microphone in a manner to position it at the palm side of his band, between two 

fingers. Then by positioning the palm o said band around the mouth he can 

sig11iticantly reduce the outside noise while speaking, 
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It is understood that the user interface containing the data entry unit and 

the display, of an electronic device using a user's voice to input data., may be of 

any kind. For example, instead of a keypad it may contain a touch sensitive pad, 

or it may be equipped only with a voice recognition system without the need of a 

5 keypad. 

Fig. 18, shows according to one embodiment of the invention, an 

electronic device 1800 such as a cellular phone or a PDA. As shown, the keypad 

1801 is located in the front side of said device 1800. A mouse (not shown) is 

located in t11e backside of said device 1800, An extendabJe microphone 1802 is 

JO • also integrated within said device. Said microphone may be extended and 

positioned in a desired position (e.g. next to the user's moutl1) by a user. Said 

device may also contain a data entry method as described before. By using only 

one hand, a user may proceed to a quick and easy data entry with a very high 

accuracy. Positioning said microphone next to user's mouth, permits a better 

15 recognition of the voice/speech of the user by the system. Said user, may also 

speak silently (e.g. whisper) into said microphone. This pennits an almost silent 

data entry. 

In alternative embodiments of the present invention Figs.18b to 18c, show 

a mobile phone 1800 having a keypad 1801 and a display unit. The mobile phone 

20 is equipped with a pivoting section 1803 with a microphone 1802 installed at its 

end. By extending the microphone towards his mouth, the user may speak quietly 

into the pl1011e and in tlJe same time being capable to see the display and keypad 
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1801 of his phone and eventually use them sim,ultaneously while speaking to 

microphone 1802. 

Fig.1 Bd, shows a rotating extendable microphone 1810 to pennit a user to 

position the instrument at a convenient relationship to him, and in the same time 

5 by rotating and extending the microphone accordingly, to bring microphone 1810 

close to his mouth or to a desired location. It must be noted that the member 

connecting the microphone to the instrument may have at least two sections, 

being extended/retracted according to each other and to the instrument. They may 

have folding, sliding, telescopically and other movement for extending or 

10 retracting. 

Figs. 18e and 18[, shows an integrated rotating microphone 1820 being 

telescopically extendable. In this embodimen~ the extendable section comprising 

microphone 1820 may be located in the instrument. When desired, a user may 

pull this section out and extend it towards his mouth. Microphone 1820 may also 

15 be used, when it not pulled out. 

According to another embodiment of the invention as shown in Figs. 18g 

and 18h, the extending member 1830 containing a microphone 1R31, may be a 

section of a multi-sectioned device. This section may be used as the cover of said 

device. The section comprising the microphone 1831 may itself been multi-

20 sectioned to be extendable and/or adjustable as desired. 

According to embodiment sl1own in Fig. l Bi, an extendabJe microphone 

1840 as described before, may be installed in a computer or similar devices. 
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Also, according to another embodiment of the invention, a microphone of 

an instrument may be attached to a user's ring, or itself being shaped like a ring, 

and be worn by said user. Th.is microphone may be connected to said instrument, 

either wirelessly or by wire, When in use, the user approaches his hand to his 

5 mouth and speaks. 

It is understood that instruments shown in tl1e drawings are shown as 

example. The extendabJe microphone may be installed in any instrument. It may 

also be installed at any location on extending section. 

In communication devices, the extending section comprising the 

JO microphone may be used as the antenna of said instruments. In this case the 

antemias may be manufactured as sections described, and contain integrated 

microphones. 

It must be noted that in addition to at least an extendable microphone, an 

instrument may comprise at least one additional regular microphone,·wherein 

15 said microphones may be used separately or simultaneously with said extendable 

microphone. 

It must be noted that the extendable member comprising the microphone 

may be manufactured with rigid materials to permit positioning the microphone 

in a desired position without the need of keeping it by hand. 

20 For better manipulation, the section comprising the microphone may also be 

manufactured by semi rigid or soft materials. 

It must be noted that any extending/retracting methods such as 

unfolding/folding methods may be used. 
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• As descri~ed before, the integrated keypad and/or the mouse and/or the 

extendabie microphone of this invention may also be integrated within a variety 

of electronic devices such as a PDA, a remote control of a TV, and a large variety 

of other electronic devices. For example, by using said integrated keypad and 

s mouse within remote control of a TV, a user may point on an icon, sl10wn on the 

TV screen relating to a movie and select said movie by using a predefined key of 

said remote control. 

Also, as described,. said integrated keypad and/or mouse and/or 

extendable microphone may be manufactured as a separated device and to be 

JO connected to said electronic devices. 

Of course said keypad, alone or integrated with said mouse and/ or said 

extendable microphone, may be combined with a data and text entry method such 

as the data entry method of this invention. 

Fig. 17 shows some of the electronic devices which may use the enhanced 

15 keypad, the enhanced mouse, the extendable microphone, and the data entry 

method of this invention. 

An electronic device may contain at feast one or more oftbe features of 

this invention. It may, for example, contain aIJ of the features of the invention as 

described. 

Data entry through a land line ollone 
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The data entzy method described before, may also be used in land-lined 

phones and their corresponding networks. As known, each key of a telephone 

keypad generates a predefined tone which is transmitted through the land line 

networks. There are twelve predefined tones assigned to twelve keys of telephone 

5 keypads. By using, a land line telephone and its keypad, for the purpose of a data 

ent1y such as entering text, there may be the need of additio11aJ tones to be 

generated. To each symbol, there may be assigned a different tone so that tlrn 

network will recognize a symbol according to the generated to11e assigned to said 

symbol. 

A wrist-worn muiti-sectioned data entry unit 

Fig. 22a shows as example, different embodiments of a data entry units 

2201-2203 of this invention as described before. To reduce tbe size of said data 

15 entry unit a multi-sectioned data entry unit 2202-2203 which may have a multi­

sectioned keypad 2212-2222 as described before, may be provided. said muni­

sectioned data entry unit may have some or all of the features of this inventions. 

It may also have an integrated data entry system described in this application. As 

example, the data entry unit 2202 comprises a display 2213 an antenna 2214 

20 (may be extendable), a rnicrop110ne 2215 (may be extendabJe), a mouse 

integrated in the beck of said data entry unit (not sl10wn). 

An embodiment of a data entry unit of this invention may be carried on a 

wrist. It may be integrated within a wrist worn device such as a watch or within a 
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bra9eJet sucb as a wristwatch band. Said data· entry unit may have some ·or all of 

the features of the integrated data entry unit of this invention. This wilJ pennit to 

have a small data entry unit attached to a user's wrist. Said wrist-worn data entry 

unit may be used as a data entzy unit of any _electronic device. By connecting his 

5 wrist-worn data entry unit to a desired electronic device, a user for example, may 

open his apartment door, interact with a TV, interact with a computer, dial a 

telephone number, etc .. A same data entry unit may be used for operating 

different electronic devices. For this purpose, an access code may be assigned to 

each electronic device. By entering (for example, through said data entry unit) the 

IO access code of a desired electronic device a connection between said data entry 

unit and said electronic device may be established. 

Fig. 22b shows an example of a wrist-worn data entry unit 2290 ( e.g. 

multi-sectioned data entry unit having a multi-sectioned keypad 2291) of this 

invention (in open position) connected (wireJessJy or through wires 2292) to a 

15 hand-held device such as a PDA 2293. Said multi-sectioned data entry unit 2290 

may also comprise additional features such as some or all of the features 

described in this application. In this example, there are provided a display unit 

2294 an antenna 2295, a microphone 2296 and a mouse 2297. 

It is understood that said multi-sectioned keypad may be detached from 

20 the wrist worn device/bracelet 2298. For this purpose different 

detachment/attachment Jrnown to people skiJJ in the aii may be pi·ovided. For 

example, as shown in fig. 23a, a housing 2301 for containing said data entry 

device may be provided within a bracelet 2202. Fig. 23b shows said housing 
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2303 in open position. A detachable data entry unit 2304 may be provided within 

said housing 2301. Fig 23c shows said housing in open position 2305 anq in close 

position 2306. In open position (e.g. when using said data entry unit), part of the 

elements 2311 (e.g. part oftbe keys and/or display, etc) of said data entry unit 

S may lye down within tl1e cover 2312 of said housing. 

According to one embodiment of the invention, a device such as a 

wz::istwatch 2307 may be provided in the opposite side on the wrist within the 

same bracelet. For example, there may be provided a wristwatch band having a 

housing to contain a data entry unit. Said wristwatch band may be attacl1ed to any 

JO wrist device such as a wristwatch, a wrist camera, etc. Tlle housing of the data 

entry device may be located on one side 2308 of a wearer's wrist and the housing 

of said other wrist device may be located on the opposite side 2309 of said 

wearer's wrist. To attach said wristband to a device such as a wristwatch the 

traditional wristwatch band attachment means 2310 ( e.g. bars) may be provided. 

15 The above mentioned wristband housing may also be used to contain any 

other wrist device. for example, instead of containing a data entry unit, said wrist 

housing may be adapted to contain a variety of electronic devices such as a 

wristphone. 

There may be a Jot of advantages when using a wrist-worn data entry unit 

20 of this invention. for example, a user may carry an electronic device in for 

example, his pocket, and baving a display unit (may be flexible) of said electronic 

device in his hand. TI1e interaction with said electronic device may be provided 

through said wrist-worn data entry unit. In another example, the wrist-worn data 
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entry unit of this invention may be used to ·operate an electronic news display (a 

PCT application regarding an electronic news display has been filed on October 

27th
, 2000 by the inventor). 

5 Extendable Display Unit 

According to one embodiment of tI1e invention an extendabJe display unit 

may be provided within an electronic device such as data entry unit of the 

invention or within a mobile phone. Fig. 24a shows an extendable display unit 

JO 2400 in closed position. This display unit may be made of rigid and/or semi rigid 

materials and may be folded or unfolded for example by corresponding hinges 

2401, or being telescopically extended or retracted, or having means to pennit it 

being expanded and being retracted by any method. 

Fig 24b shows a mobile computing device 2402 such as a mobile phone 

15 having said extend.able display 2400 of this invention, in open position, When 

open, said extended display unit may have the width of an A4 standard paper 

permitting the user to see and work on a real width size of a document while, for 

example, said user in writing a letter with a word processing program or 

browsing a web page. 

The display unit of the invention may also be made from flexible 

materials. Fig 25a shows a flexible display unit 2500 in closed position. 

It is understood that the display unit of the invention may also display the 

information on at least part of it's other (e.g. exterior} side 2505. This is 

43 



15 

( 

important because in. some situations a user may desire to use the display unit 

without expanding it. 

Fig. 25b shows an electronic device 2501 having a flexible display unit 

2500 of the invention, in open position. 

5 By having an electronic device such as the data entry unit of the 

invention, a mobile phone, a PDA, etc., having at least one of the enhanced 

features of the invention such as ru1 extendabJe/non extendable display unit 

comprising a telecommunication means as described before, a mouse of the 

invention, an extendable microphone, an extendable camera, a data entry system 

1 O of the invention, a voice recognition system, or any otJ1er feature described in this 

application, a complete data entry/computing device, which may be held and 

manipulated by one user's hand, may be provided. This is very important because 

as is well Jmown that in mobile environment computing(data entzy at least one of 

the user's band must be free. 

Extendable Camera 

As described for extendabJe microphone, an electronic device may also be 

equipped with an extendable camera. For example, for the data entry system of 

20 the invention combining keys presses and lip reading (instead or in addition to 

voice/speech of the user) an extendable camera may be provided in 

corresponding electronic device or data entJy unit.. 
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Fig.26 shows a mobile computin.g device 2600 equipped with a pivoting 

section 2601 .. Said pivoting section may have a camera 2602 and/or a microphone 

2603 installed at, for example, its end. By extending the camera towards bis 

mouth, the user may speak to the camera and the camera may transmit images of 

5 the user's lips for example, during data entry of the invention using combination 

of key presses and lips. The user, in the same time may be capable to see tlJe 

display and the keypad of his phone and eventually use them simultaneously 

while speaking to the camera. Of course the microphone installed on the 

extendable section may transmit the user's voice to the voice recognition system 

1 O of the data entry system. 

The extendable section 2601 may contain an antenna, or itself being the 

antenna of the electronic device. 

Also, the extendable microphone and/or camera of the invention may be 

detachably attached to an electronic device such as a mobile telephone or a PDA. 

15 This is because in many situations manufacturers of electronic devices (such as 

mobile phones) do not desire to modify their hardware for new applications. 

According to one embodiment of the invention, the external pivoting 

section comprising the microphone and/or a camera may be a separate unit being 

detachably attached to the corresponding electronic device. Fig. 27 shows a 

20 detaclrnble unit 2701 and an electronic instrument 2700, such as a mobile phone, 

being in detached position. The detachable unit 2701 may comprise any one of a 

number of component, including but not limited to, a microphone 2702, a camera 

2703, a speaker 2704, an optical reader (not shown) or other components 
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necessary to be closed to the user for b_etter interaction with 'the electronic 

instrument. The unit may also compri~e at least one ru1tenna or itself being an 

antenna.. The unit may also comprise attachment and/or connecting means 2705, 

to attach unit 2701 to electronic device 2700 and to connect the components 

S available on the unit 2701 to electronic instrument 2700. For attaching and 

connecting purposes, attachment and connecting means 2705 may be adapted to 

use tlJe ports 2706 available within an electronic device such as a mobile phone 

2700 or a computer, the ports being provided for connection of peripl1eral 

components such as a microphone, a speaker, a camera, an ru1tenna, etc. It is 

10 understood th~t ports 2706 may be tlie standard ports such as a microphone jack 

or USB port, or any other similar connection means available in electronic; 

instruments. In this case, the attachment/connecting means may, for example, be 

standard connecting means which plug into corresponding port(s) available 

within tlie electronic instrument. 

It is understood that ilie attachment and/or connecting means of the 

external unit may be provided to have eitlJer mechanical attaching functionality 

or electrical/electronic connecting functionality or both. As shown in Fig. 27a, for 

example, the external unit 2701 may comprise a pin 2705 fixedly positioned on 

tl1e extemal unit for mechanicaIJy attaching the external unit to tlJe electronic 

20 instrument. The pin may also electrically/electronically com1ect for example, the 

micropho11e conJponent 2702 available within the unit 2701 to the electronic 

instrument shown before. In addition to the pin, the external unit may contain 

another connector 2 707 such as a USB connector, connected by wire 2708 to for 
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example, a C'amera 2703 installed within the external unit 2701. I.n this case, the 

connector 2707 may only eJectronicalJy/eJectrically connect the unit 2701 to the 

electronic instrument. 

For better mechanical attachment more that one port may be used by 

5 attachment and cormecting means of the external unit. For example, the 

attachment and connecting means may comprise two attachment means, such as 

two pins fixedly positioned on the external unit wherein a flrst pin plugs into a 

first port of tbe electronic instrument corresponding to for example an external 

microphone, and a second p~n plugs into the port corresponding to for example an 

1 O external speaker. 

Fig. 27b shows the detachable external unit 2701 and the electronic 

instrument 2 700 of the invention, in attached position. 

After attaching the external unit 2701 to the electronic instrument 2700 

(for example, by plugging the pin 2705 into corresponding port 2706) the user 

15 may adjust the external unit 2701 in a desired position by extending and rotating 

movements as described before in this application for extendable microphone and 

camera. Again, it must be noted that the detachable unit of the invention may 

have characteristics similar to tlmse of the extendabie section of the invention as 

described before for the external microphone and camera in this application. For 

20 example, tlw detachable unit 2701 of the invention may be multi-sectioned 

having at least two sections 2710-2711, wherein each section having movements 

such as pivoting, rotating and extending (telescopically, foldable/unfoldable), 
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relating to each other and to the external unit. Attaching se'ctions 2712~2714 may 

be used for these purposes. 

The detachable unit as described permits to add external/perpheral 

components to an electronic instrument and use them as they were part of the 

5 original instrument. This firstly permits to use the unit without holding tl1e 

components in band or attaching it to user's body (e.g. a headphone which must 

be attached to user's head) and secondly, it permits to add the components to the 

electronic instrument without obliging the manufacturers of the electronic 

instruments (such as mobile p!JOnes) to modify their hardware. 

10 The data entry method of this invention may also use other data entry 

means. For example, instead of assigning the symbols to tI1e keys of a keypad, 

said symbols may be assigned to other objects such as the fingers ( or portions of 

the fingers) of a user. Also instead of (or in addition to) voice/speech input, the 

system may recognize the data input by reading (recognizing the movements of) 

15 the lips of the user in combination with/without key presses. The user may press 

a key of the keypad and speak a desired Jetter an1ong the symbols on said key. By 

recognizing the movements of the user's lips spealdng said Jetter combined with 

said key press, the system may easily recognize and input the intended Jetter. 

Also as mentioned, example given in method of configuration described 

20 in this application were showed as samples. Variety of different configurations 

and assignment of symbols may be considered depending on data entry unit 

needed. The principle in this tl1e method of configuration is to define different 

group of symbols according to different factors such as frequency of use, natural 
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assigning them priority rates. The highest priority rated group (with or without 

speaking) is assigned to easiest and most natural key interaction (e.g. a single 

press). This group also includes the highest ranked non-spoken symbols. Then the 

S second higl1est priority is assigned to second less easier interaction (e.g. double 

press) and so on. 

With continuous reference to data entry system described before, the 

assignment of symbols to the keys of a keypad may be made in manner to still 

more enhance the recognition by voice/speech or lip-reading systems. Fig. 28 

JO shows a keypad 2800 wherein Jetter symbols having closed pronunciation are 

assigned to the keys of said keypad in a manner to avoid ambiguity between 

them. As sbown, letters having closed pronunciations "c" & "d'1, 'j"' & "k", "m" 

& "n", "v" & "t", are separated and placed on different keys. This will help the 

speech recognition system to more easily recognize said letters. For example, to 

15 select the letter "c", a user may press the key 2801 and says "c". To select the 

letter "d", tlle user presses the key 2802 and says "d". Other letters having closed 

pronunciations such as "b" & "p", "t" & "d", "f" & "s", are also assigned to 

different keys. 

Embedded speech recognition systems for small devices are designed to 

20 use memory as less as possible; Separating symbols having resembling 

pronunciation and assigning them to different keys, dramatically simplifies the 

recognition algoritlm1s resulting the use of less memory, 
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With continuous reference to Fig. 28, as shown, the configuration of 

letters is provided in a manner to maintain the letters a-z in continuous order (e.g. 

a,b,c .......... .. z). Configuration of symbols on the keypad 2800 is made in a 

manner to keep it as similar as possible to a standard telephone-type keypad. It is 

5 understood that tl1is order may be changed if desired. 

Also, separation ofresembling lip-articulated symbols may help lip­

reading (lip recognition) systems to more easily recognize them. For example, 

assigning letters "j" & "k" to different keys will dramatically ease their 

recognition. 

It is understood that for recognizing a spoken symbol such as a Jetter, 

more than one image of user's lips at different times during speaking said letter 

may be provided to lip recognition/reading system. 

Lip reading (recognition) system oftbe invention may use any image­

producing and image-recognition processing technology for recognitioz:i 

15 purposes. For example, as mentioned before, a camera may be used to receive 

irnage(s) of user's lips while said user is saying a symbol such as a Jetter and is 

pressing the key corresponding to said symbol on the keypad. Other image 

producing and/or image capturing technologies may also be used. For example, 

instead of a camera, a projector and receiver of means such as light or waves may 

20 be used to project said means to the user's lips ( and eventually, face) and 

receives back said means providing a digital image of user's lips (and eventually 

user's face) while said user is saying a symbol such as a letter and pressing the 

key corresponding to said symbol on the keypad. 
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The data entry system of the invention which combines k~y press and-user 

behavior (e.g. speech) may use different behavior (e.g. speech) recognition 

technologies. For example, in addition to movements of the lips, tbe pressing 

action of the user's tongue on user's teeth may be detected for better recognition 

5 of the speech. 

According to one embodiment of the invention, as shown in flg. 29, 

instead of (or in addition to) a camera, the lip reading system of the invention 

may use a touch/press sensitive component 9900 removabJey mounted on user's 

denture and/or lips. Said component may have sensors 9903 distributed within its 

1 O surface to detect a pressure action on any part of it permitting to measure the size, 

location, pressure measure, etc., of the impact between the user's tongue and said 

component. Said component may have two sections. A first section 9901 being 

placed between the two lips (upper and lower lips) of said user and a second 9902 

section being located on the user's denture (preferably the upper front denture). 

15 An attaching means 9904 permits to attach/fix said component on user's denture. 

Fig. 29a shows a sensitive component 9910 as described hereabove, being 

mounted on a user's denture 9919 in a manner a section 9911 of the component is 

located between the upper and lower lips of said user (in this figure, the 

component, the user's teeth and tongue are shown outside user's body). Said user 

20 may press the key 0013 which contains the letters "abc", and speak the Jetter "b". 

By saying "b" the lips 9914-9915 of the user press said sensitive section 9911 

between the lips. Tile system recognizes that tl1e intended Jetter is the Jetter "b" 

because saying the tvvo other letters (e.g. "ab") do not require pressing tl1e lips on 
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each other. If the user presses the key 9913 and pronounces the letter i'c"1 then 

the tongue 9916 of the user will slightly press the inside portion 9912 of the 

denture section of the component located on the front user's upper denture. The 

system will recognize that the intended symbol is the Jetter "c", because other 

5 letters on said key (e.g. "be") do not require said pressing action on said portion 

of the component. If the user presses tl1e key 9913 and says tl1e letter "a", then no 

pressing action will be applied on said component. Then the system recognizes 

that ilie intended Jetter is the letter "a". In other example, if the user presses the 

key 9917 and says the Jetter 'T' the tongue of the user presses the inside upper 

10 portion of the denture section oftbe component. If the user presses the key 9917 

and says the letter "l'', then the tongue of the user will press almost the whole 

inside portion of tl1e denture section of th_e component. In this case, almost the 

whole sensors distributed within the inside portion of the denture section of the 

component will be pressed and the system recognizes that the intended Jetter is 

15 the Jetter "l". 

The above-mentioned lip reading/recognition system permits a discrete 

and efficient method of data input with high accuracy. This data entry system 

may particularly be used in sectors such as the army, police, or intelligence. 

Hereafter an example of a letter input recognition system through a 

20 telephone-type keypad, according to one embodiment of this invention: 

52 



5 

IO 

ABC key· 
·A 

no pressure 

DEF key 
D 

B 
lip section pressed· 

B 
whole inside denture no pressure 
section is pressed 

Gfilkey 
G H 

( 

C 
upper inside portion of 
the denture section is 
slightly pressed 

F 
lip section pressed 

I 
upper inside portion upper inside of portion no pressure 

15 of the denture section of the denture section 
is strongly pressed is slightly pressed 

JK.Lkey 
J K L 

20 upper inside portion 110 pressure 
of the denture section 

whole inside denture 
section is pressed 

is slightly pressed 

MNOicey 
25 M N 0 

lip section pressed whole inside denture no pressure 
section pressed 

PQRSkey 
30 p Q R s 

lip section pressed lip section pressed 
(on sides) 

35 

TUVkey 
T u 
whole inside dentul'e lip section pressed 
section is pressed (on sides) 

40 

WXYZkey 
w X 
lip section pressed upper inside portion 

45 of denture section 
is pressed 
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no pressure 

V 
lip section pressed 

y 
no pressure 

upper inside 
portion of the 
denture section is 
slightly pressed 

Z (zed) 
whole inside 
po1iion of the 
de11ture is 
pressed 



( ( 

It must be noted that the table above is only shown as an example to show 

the easiness of distinguishing the letters by saying a desired Jetter (while using 

the described hardware) and pressing the corresponding key. It is understood that 

other distinguishing parameters such as the timing of the pressure on the 

S hardware (e.g. when saying "g'' or saying "h", both being on the same key and 

maybe having similar pressure levels) based on this system may be taken in 

consideration by the recognition system and people skilled in the art. Also, saying 

other symbols such as numbers (e.g. 0-9) by the user and recognizing them may 

be considered by the above-mentioned system. 

JO In addition, the sensitive component of the invention may be connected to 

processing device (e.g. a cellpllone) wirelessly ~r by means wires. If it is 

connected wirelessly, the component may conta,in a transmitter for transmitting 

the pressure infonnation. The component may further comprise a battery power 

source for powering its functions, 

15 As described before, the invention combines key presses and speech for 

improved recognition accuracy. In one embodiment, a grammar is made on tbe 

fly to allow recognition ofletters corresponding only to the key presses. 

As is well know in the art (e.g., LetterWise), letter~pair frequency 

probabilities can be used to determine the next letter given the previous letter. 

20 The above grammars created to support the combination of key presses 

and speech can be augmented with probability infonnation to provide for higher 

accuracy. 

54 



10 

.( 

For example, if a user presses 8-4-3 and says T-H-E, then the system 

should recognize T-H-E. However, since the 3 key includes the letters D-B-F, it 

could also incorrectly recognize T-H-D. To avoid this problem, we can add 

probabilities. 

s For the key 8, we have the letters T-U-V; for 4 we have G-H-I; and for 3 

we have D-B-F. Given the key presses 8-4-31 the system would create tbe 

following grammar using standard grammar notation: 

<s> == (T / U / V) (G / H / I) (D / E / F); 

This can also be expressed as 

<s> == T <s1>; 

<s>:::: U<s1>; 

15 <s> = V <s1>; 

<s1> G <s2>; 

<s1> = H <s2>; 

<s1> = I <s2>; 

<s2> = D; 

20 <s2> == E; 

<s2> = F; 
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Adding simple unigram probabilities for the fi~st set ofletters and bi.gram. 

probabilities (for example, trained on a word corpus such as dictionary) we might 

have something such as: 

<s>, 0.80 = T<sl_T>; 

5 <s>, 0.15 = U <sl_U>; 

<s>, 0.05 = V <s1_ V>; 

<sI_T>, 0.05 = G <s2_G>; 

<sl_T>, 0.65 = H <s2_H>; II 0.65 represents the probability ofH preceded by T 

in the cun·ent context 

10 <sl_T>, 0.30 = I <s2_I>; 

<sl_U>, 0.30= G <s2_G>; 

<sl_U>, 0.50= H <s2_H>; 

<sl_U>, 0.20 = I <s2_I>; 

<s1_ V>, 0.01 == G <s2_G>; 

15 <sl_ V>, 0.04 = H <s2_H>; 

<s1_ V>, 0.95 = I <s2_1>; 

<s2_G>, 0.05 = D; 

<s2_G>, 0.85 = E; 

<s2_G>, 0.10= F; 

20 <s2_H>, 0.10 = D; 

<s2_H>, 0.85 = B; 

<s2_H>, 0.05 = F; 

<s2_1>, 0.20 = D; 
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<s2_I>, 0.20 = B; 

<s2_I>, 0.60 = F; 

( 

Note that the grammars are larger, but since they are built on the fly they 

5 are stiII manageable for embedded applications. 

Note that the probabilities can be based strickJy on letter•pair frequencies, 

but also weighted by the relative word frequency from which they come. For 

example, the letter pair T·H might count for more from the word THE vs the 

word THIN. 

Note that the recognizer will pursue all paths in parallel and combine the 

acoustic probabilities with tlw grammar probabilities to compute the overall best 

answer. 

Usually, during data (e.g. text) entry by voice/speech, a 

microphone/transducer perceives the user's voice/speech and transmits it to a 

15 processor of a desired electronic device for recognition process by a voice/speech 

recognition system. A great obstacle (specially, in the mobile environment) for an 

efficient speech to data/text conversion by the voice/speech recognition systems 

is the poor quality of the inputted audio, said poor quality being caused by the 

outside noise. It must be noted that the microphone 11I1ears 11 eve1ything without 

20 distinction. 

Many efforts have been made by researchers to distinguish and eliminate 

an outside noise from a desired audio. Until now those efforts have permitted to 

only partially reduce the outside noise but sti11 much more work must be done to 
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achieve an acceptable result. Unfortunately, the current noise 

cancellation/reduction technologies also reduce the quality of the desired audio, 

making said audio inappropriate for recognition by the voice/speech recognition 

systems. 

To reduce (or even completely eliminate) the outside noise during data 

entry into an electronic device by voice/speecl1 input, without degrading the 

quality of said voice/speech input an ear-integrated microphone/transducer unit 

positioned in a user1s car can be provided Said microphone/transducer may also 

permit a better reception quality of the user's voice/speech, even if said user 

1 o speaks low or whispers. 

As is well lmown, when humans speak, the bone vibrations caused by, 

and corresponding to, said speech are conducted to ear resulting the air vibrations 

corresponding to said speech in th inner ear and in the ear canal. 

According, to one method, said air vibrations may be perceived by an ear-

15 integrated microphone positioned in the ear, preferably in the ear canal. 

According to another method, said ear bone vibrations, themselves, may 

be perceived from the inner ear by an ear-integrated transducer positioned in the 

ear. 

Fig. 30 shows a micropl10ne/transducer unit 5300 designed in a manner to 

20 be integrated within a user's ear in a manner that the microphone/transducer 

component 5301 Jocates inside the user's ear ( preferably, the use's ear canal). 

Preferably, in addition to microphone/transducer component 5301, said 

unit 5300 may also have hemietically isolating means 5302 wherein when said 
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microphone 5301 is instailed in a user's ear (preferably, in the user's eM ~anal), 

said hermetically isolating means 5302 may isolate said microphone from the 

outside (ear) environment noise, permitting said microphone 5301 to only 

perceive tile user's voice/speech formed inside the ear. The outside noise which is 

S a major problem for voice/speech recognition systems will dramaticaliy be 

reduce.cl or will even be completely eliminated. 

The user may adjust the level of hermiticaIJy isolation as needed. For 

example, to cancel the speech echo in the ear canal said microphone may be less 

isolatecl. from outside ear environment by slightly extracting said microphone unit 

10 from said user's ear canal. The microphone unit may also have integrated 

isolating/unisolating level means. 

Said microphone/transducer 5301 may be connected to a corresponding 

electronic device, by means of wires 5303, or by means of wireless 

communication systems. The wireless communication system may be of any kind 

15 such as blue-tooth, infra-red, RF, etc. 

The above-mentioned, ear integrated microphone/transducer may be used 

to perceive the voice/speech of a user during a voice/speech-to-data ( e.g. text) 

entry system using the data entry system of the invention combining key press 

and corresponding speech, now named press-and-speak (KlKS) technology. By 

20 pressing a key and saying the desired symbol (e.g. a Jetter) assigned to said key, 

as described before, the voice/speech recognition system tries to match said 

speech to one of speech patterns of oDly few symbols assigned to said key. In this 

case, even if an ear-integrated microphone/transducer has lower equality audio 
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perception than a standard microphone, the quality of spoken symbols perceived 

by said ear-integrated microphone/transducer will still be fair enough to permit 

the voice/speech recognition system to easily recognize a spoken symbol among • 

said few symbols on that key. 

According, to one embodiment of the invention, as shown in fig. 31, an 

ear-integrated microphone 5400 may be provided and be cormected to a mobile 

electronic device such as a mobile phone 5402. As shown, tbe microphone 5401 

is designed in a manner to be positioned into a user's ear canal and perceive the 

user's speech/voice vibrations produced in the user's ear when said user speaks. 

10 Said speech may then be transmitted to said mobile phone 5402, by means of 

wires 5403, or wirelessly. 

By being installed in the user's ear and having hermetically isolating 

means 5404, said microphone 5401 will only perceive tbe user's voice/speech. 

The outside noise which is a major problem for voice/speech recognition systems·· • 

15 will dramatically be reduced or even completely be eliminated. As mentioned 

before, the level of isolation may be adjustable, automatically, or by the user. 

For example, when a user presses a key 5405 and speaks the letter "k" 

which is located on said key, the vibrations of said speech in the user's ear may 

be perceived by said ear-integrated transducer/microphone and be transmitted to a 

20 desired electronic device. The voice/speech recognition system of the invention 

has to match said speecl1 to already stored speech patterns of a few symbols 

located on said key (e.g. in this example, "J, K, L, 5"). Even if the quality of said 
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speech is not good enough (e.g. because the user spoke low), said speech could 

' " 

be easily matched with the stored pattern of the desired Jetter. 

As just noted, another advantage of this system is that the user may speak 

low or even whisper. Because on one hand, the microphone is installed in the 

s user's ear and directly perceives the user's voice without being disturbed by 

outside noise, and on the other hand the recognition system tries to match a 

spoken symbol to only few choices, even if a user speaks low, whispers, the 

quality of the user's voice wiII stiII be good enough for use by the voice/speech 

recognition system. For the same reasons the recognition system may be user• 

1 O independent. Of course, training the system with the user's voice ( e.g. speaker 

dependent method) will cause greatly better recognition accuracy rate by the 

.recognition system. 

In addition to the microphone/transducer, the ear-integrated unit may also 

contain a speaker located beside the microphone/transducer and also being 

15 integrated within the user's ear for listening purposes. 

According to one embodiment oftbe invention, as shown in fig. 32, an 

ear-integrated microphone and speaker 5500 can be provided in a manner that the 

microphone 5501 installs in a first user's ear (as described here-above) and the 

speaker 5502 installs in a second user's ear. 

The above specifications should not be construed as limiting the scope of 

the invention but merely describing some of the prefen-ed embodiments of the 

invention. Many variations are to be considered within the scope of the present 

invention. For example, in the example of the ear-integrated unit of the fig. 32, 
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both ears may be provided by both, microphone and speaker components. In • 

another example, when said ear-integrated unit is wir~lessly connected to a 

con-esponding electronic device, a battery power source may be provided within 

said ear•integrated unit. Also for better speech reception quality, tl1e ear-

s integrated microphone unit of the invention may also comprise at least an 

additional standard microphone situated outside of the ear (for example, on the 

transmitting wire). Tbe inside ear microphone combined with the outside ear 

microphone may provide more audio signal infonnation to the speech/voice 

recognition sy~tem of the invention. It must also be noted that the data entry 

1 O system of tbe invention may use any microphone or transducer using any 

technology to perceive the inside ear speech vibrations. 
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Background 
A method of general data entry combining key press and speech has been explained in 
PCT application PCT/US00/29647. 

As described in said application, by pressing a key and speaking/not speaking a desired 
symbol such as a character among a group of symbols assigned to said key, said desired 
symbol may be selected. For example, for entering the word "morning" through a 
standard telephone-type keypad (see Fig 81) a user may: 

-press the key 8101 and say 'm 1
; 

-press the key 8101 and say 'o'; 
-press the key 8106 and say 'r' ; 
-press the key 8 I 08 and say 'n' ; 
-press the key 8104 and say 'i' ; 
-press the key 8106 and say 'n' ; 
-press the key 8104 and say 'g'. 

By speaking a word, Jetter by Jetter ( or symbol by symbol), and pressing the 
corresponding keys, said word may be inputted. 

The data entry system described in said PCT may permit a keyboard having reduced 
number of keys ( e.g. telephone keypad) to act as a full-sized PC keyboard ( e.g. one 
pressing action per symbol). 

~ Word by Word Data Entry System 

To enhance the above-mentioned data entry system, a word level data entry system has 
been proposed in said PCT application. In said application, there was described that a 
user can enter a word by speaking said word and pressing the keys corresponding to the 
letters constituting said word. 

The speech of each word in a language may be constituted of a set of phoneme( s) 
wherein said set of phoneme( s) comprises one or more phonemes. Fig. 82 shows as an 
example, a dictionary of words 8200 wherein for each entry (e.g. word) 8201, its 
character set 8202, relating key press values 8203 (using a telephone keypad), phoneme 
set 8204 corresponding to said word, and speech model 8205 (to eventually be used by a 
voice/speech recognition system) of said phoneme set are shown. 

According to one method of speech recognition, when a user speaks a word, his speech 
may be compared with said memorized speech models, and one or more best matched 
models will be selected by the system. Then the word(s) (e.g. character sets) 
corresponding to said selected model(s) may be selected by the system. If the selection 
contains one word, said word may become the final selection. If the selection comprises 
more than one word, then said words may be presented to the user (e.g. in a list printed at 
the display) and the user may select one of them by for example pressing a "select" key. 
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The above-mentioned method ofrecognition of words based on their speech, is described 
only as an example. It is understood that other methods ofrecognition by speech may be 
considered by the people skilled in the art. 

Recognizing a word based on its speech only, is not an accurate system. There are many 
reasons for this. For example, many words may have similar or confusing pronunciations. 
Also factors such as the outside noise may result ambiguity in a word level data entry 
system. Inputting arbitrary words by voice requires complicated software, taking into 
account a large variety of parameters such as accents, voice inflections, user intention, or 
noise interaction. For these reasons speech recognition systems are based on recognition of 
phrases wherein for example, words having similar pronunciations may be disambiguated 
in a phrase according to the context of said phrase. Speech recognition systems based on 
recognition of phrases require large amount of memory and CPU use, making their 
integration in small devices such as mobile phones, impossible at this time. 

The press and speak technology invented by this inventor and described in different PCT 
and US provisional applications filed earlier, may solve the above-mentioned problems. 
In addition to/combination with a character by character entry system as described in said 
applications, a word-level data entry technology of the invention may provide the users of 
smail/mobile/fixed devices with a natural quick (word by word) text/data entry system. 

As mentioned, in the PCT application PCT/US00/29647, there was described that a user 
can speak a word while pressing the keys corresponding to the letters constituting said 
word. There was also mentioned that for this purpose a word dictionary data base may be 
used. According to that and by referring to the fig. 81, when a user speaks the word 
"card" and presses the corresponding keys ( e.g. keys 8102, 8102, 8106, 8109 of the 
telephone-type keypad), the system selects from said word dictionary (such as the one 
shown in fig. 82), the words corresponding to said key presses. In this example, the same 
set of key presses may also correspond to other words such as "care", "bare", "base", 
"cape", and "case". The system then, may compare the user's speech (of the word) with 
the speech of said words having the same key presses and if one of them matches said 
user's speech, the system selects said word. If speech of non of said words matches the 
user's speech, the system then, may select the word (or words) that its (their) speech best 
match(es) said user's speech. 

According to this method, the recognition system will select a word among only few 
candidates (e.g. 6 words, in the example above). As result the recognition becomes easy 
and the accuracy of the speech recognition system dramatically augments, pennitting a 
general word~Ievel text entry with high accuracy. It must also be noted that speaking a 
word while typing it is a human familiar behavior. 

According to another embodiment of the invention, for entering a word, a user may press 
few (e.g. one, two, and if needed, more) keys corresponding to the letter(s) of the 
beginning of a word and (preferably, simultaneously) speak said word. According to said 
few key presses and said speech, the system may recognize the intended word. For this 
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purpose, according to one method, fqr example, the system may first select the words of . 
the dictionary data base wherein to the beginning characters of said words correspond to 
said key presses, and compares the speech of said selected words with the user's speech. 
The system,. then selects one or more words wherein their speech best matches said user's 
speech. Selecting the words existing in a dictionary of words database according to the 
first few key presses, dramatically reduces the number of said selected words to be 
compared with the user's speech. This permits a very high accuracy of the input of an 
intended word. According to another method, for example, the system may first select the 
words of the dictionary wherein their speech best match said user's speech. The system 
then, may evaluate the beginning characters (evaluating to which key presses the belong) 
of (the character sets constituting) said words with said user's corresponding few key 
presses to finally select the character set(s) which their beginning characters match said 
user's key presses. 

In the above-mentioned embodiments, if the selection contains one word, said word may 
become the final selection. If the selection comprises more than one word, then said 
words may be presented to the user (e.g. in a list printed at the display) and the user may 
select one of them by for example pressing a "select" key. 

The above-mentioned methods of speaking a word and pressing the keys corresponding 
to the characters constituting at least part of said word, and comparing said key presses 
with the key presses corresponding to the letters of the words in a dictionary of words, 
requires the use of a substantial amount of memory. Having stored the phoneme sets/ 
speech ( e.g. models) of all of the words available in a language, a database of the chain of 
characters corresponding to said words available in one or more languages, and also 
having a data base of the key presses corresponding to said words available in said 
dictionary data base require large amount of memory. 

Also, as described in the prior applications, in the character by character data entry 
system of the invention a symbol such as a punctuation mark may be assigned to a key of 
t11e keypad and be inputted as default by pressing said key without spea..ldng speech. For 
said reason, in the word level data entry system of the invention as described before, a 
user may finish to speak a word before finishing to enter all of its corresponding key 
presses. This may confuse the recognition system because those last key presses which 
were not covered by user's speech may be considered as said default characters. There 
are some solutions to overcome this problem. For example, a user may first speak a word 
and then press the con-esponding keys. This may indicate to the system that the set of key 
presses accruing after the speech correspond to said speech. 

In another example, the system may exit the text mode and enter into another mode such 
as a punctuation/function mode, by a predefined action such as, for example, pressing a 
mode key. As explained in said PCT applications, to each key of a keypad one or two 
special characters such as punctuation marks, space character, or a functions, may be 
assigned. By a single press on a key of said keypad without speaking, a symbol such as 
punctuation mark on said key will be inputted. A double press on the same key without 
speech may provide another (e.g. punctuation) symbol assigned to said key. By pressing a 
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key while the system is in said special character mode, a symbol such as a punctuation 
mark may be entered at the end (or any other position) of the word, also indicating to the 
system the end of said word. 

~ Data Entry System Based on sab~speeches 

There must be considered that when a user speaks a word while typing it, he naturally, 
may break said speech of said word into one or more sub-speech portions ( e.g. while he 
types the letters c01Tesponding to each sub-speech) according to for example, the 
syllables of said speech. For example, while typing the word "morning" using a keyboard 
such as a keypad, the user may naturally, first say a first sub-speech, "mor" and/while he 
presses the corresponding keys. Then the user may pronounce a following sub-speech, 
"ning" and type the corresponding keys. For easier demonstration, in this application, the 
word "sub-speech" is used for the speech of a portion of the speech of a word. For 
example, the word "perhaps", may be spoken in two sub speeches "per" and "haps". Also 
for example, the word "pet" may be spoken in a single sub-speech, "pet". 

Also, for example, for entering the word "playing", the user may first pronounce the 
phonemes corresponding to the first syllable ( e.g. "pie") while typing the keys 
corresponding to the letters "pla", and then pronounce the phonemes corresponding to the 
second syllable ( e.g. "ying") while typing the set of characters "ying". 

It must be noted that one user may divide a word into portions differently :from another 
user. Accordingly, the sub-speech and the corresponding key presses, for each portion 
may be different. After completing the data ( e.g. key press and sub-speech) entry of all 
portions of said word by said users, the final results will be similar. 

In the above-mentioned example, said another user may pronounce the first portion as 
"pla" and press the keys of corresponding character set, "play". He then, may say "ing' 
and press the keys corresponding to the chain of characters, "ing". Also for example, a 
third user may enter the word "playing" in three sequences of sub-speeches and key 
presses. Said user may say, "pie", "yin", and "g'' ( e.g. spelling the character "g" or 
pronouncing the corresponding sound) while typing the corresponding keys. It is 
understood that the most natural way of dividing a word in different sequences of speech 
and key presses is that each sequence of speech correspond to a sy11able of said word. 
Therefore, it must be noted that even though in many paragraphs of this application we 
note a syllable as a portion/sequence of a word, the data entry system of the invention 
applies to any form of division of a word in one or more portions. 

According to the above-mentioned principles, the word "trying' may be pronounced in 
two portions ( e.g. syllables) "trr', and "ing". Also for example, the word "playground" 
may be divided and inputted in two portions (e.g. according to its two syllables), "pla", 
and "ground". 
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As it is shown in the examples above, part of the sp~ech of different words in one ( or 
more) languages may have similar pronunciations (e.g. being composed by a same set of 
phonemes). For example, the words, "trying", and "playing" have common sub-speech 
portion "ing" ( or "ying") within their speech. 

According to the above-mentioned principles, there may be created a method of data entry 
wherein by memorizing predefined sets of phonemes/speech-models corresponding to sub­
speeches of a word and considering at least part of the key presses corresponding to the 
characters sets assigned to corresponding phoneme sets, recognition of entire words in a 
press and speak data entry system of the invention may become effective. Fig. 84 shows a 
dictionary of phoneme sets 8401 con-esponding to sub-speeches of whole words dictionary 
8402, and a dictionary of character sets 8403 corresponding to the phoneme sets of said 
phoneme set dictionary 8401, also comprising a dictionary of key press values (according 
to a telephone keypad) 8404 corresponding to said dictionary of character sets 8403 
corresponding to said dictionary of phoneme sets 8401. according to different embodiments 
of the invention, one or more of these data bases may be used by the data entry system of 
the invention. 

Because in many cases, a same phoneme set (sub-speech model) may be used in order to 
recognize other words (having the same sub-speech pronunciation in their speech), less 
memorized phoneme-sets/speech-models are required for recognition of entire words 
available one or more dictionary of words, reducing the amount of the memory needed. 
This wi11 result in assignment of reduced number of phoneme sets to the corresponding 
keys of a keyboard such as a telephone-type keypad and will, dramatically, augment the 
accuracy of the speech recognition system. 

Fig. 83 shows exemplary samples of words of English language 8301 having similar 
speech portions 8302. As shown, four short phoneme sets 8302, may produce the speech 
of seven entire words 8301. Is understood that said phoneme sets 8302 may represent part 
of speech of many other words in English or other languages, too. 

Based on the above-mentioned principles, a natural press and speak data entry system 
using reduced number of phoneme sets for entering any word ( e.g. general dictation, 
arbitrary text entry) through a mobile device having limited size of memory (e.g. mobile 
phone, PDA) and limited number of keys (e.g. telephone keypad) may be provided. The 
system may also enhance the data entry by for example, using a PC keyboard for fixed 
devices such as personal computers. In this case, (because a PC keyboard has more keys), 
sti11 more reduced number of phoneme sets will be assigned to each key, augmenting the 
accuracy of the speech recognition system. Hereafter, different detailed embodiments of 
the invention are described. 

All Keys-At Least Part of the Phonemes 
According to one embodiment of the invention, a user may divide the speech of a word. into 
different sub-speeches wherein each sub-speech is represented by a phoneme-set. By 
speaking each phoneme set and/while pressing the keys corresponding to the letters 
corresponding to said phonemes sets and repeating (in order, from fist to last) this 
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procedure for a1l of ( or at least part o:t) saia'sub-speeches, said entire word ( e.g. in 
characters) may be inputted. • 

As shown in Fig. 81, for example, the letter "t" is located on the key 8101 of the keypad 
8100. To said key different sets of phonemes such as "te", "ti", "ta", "to", etc., and/or 
corresponding speech models may be assigned (see table I, fig. 85). Pronouncing "te" may 
correspond to different sets of letters such as "tea", "tee", or even "the" (if the user is for 
example not an American/English native). To produce the word "teabag" a user may press 
the "t" key 810 I and say "te" and continue to press the remaining keys corresponding to 
the remaining letters, "ea". The system compares the speech of the user with the speech 
( e.g. models) assigned to the first pressed key (in this example, "t" key 8101 ). After 
matching said user's speech to one ( or more) of said phoneme-sets/speech-models assigned 
to said key, the system selects on or more of the character set(s) assigned to said phoneme 
set(s)/speech-model(s). As mentioned, in this example, a same speech may correspond to 
two different sets of characters, one corresponding to the letters "tea" (e.g. key presses 
value 832) and the other corresponding to letters "tee" (e.g. key presses value 833). The 
system compares (e.g. the value of) the keys pressed by the user with the (e.g. values o:t) 
the key presses corresponding to the character sets of said list and if one of them matches 
the user key presses the system chooses it to eventua11y being inputted/outputted. In this 
case the letters "tea" may be the final selection for this stage. An endpoint (e.g. end of the 
word) signal such as a space key press may inform the system that the key presses and 
speech for the current entire word are ended. 

In the above-mentioned example, the selection is not final. The user then may press the "b" 
(e.g. corresponding to the first character in the following syllable in the word) key 8102 
and say "bag" and continue to press the remaining keys corresponding to the remaining 
letters "ag". The system proceeds like before and selects the corresponding character set, 
"bag". The user now, signals the end of the word by for example, pressing an space key. 

By saying "te" and pressing the keys "8, 3, I" and then saying "bag" and pressing the keys 
"1, 1, 4", the word ''teabag" may be produced. As noticed, the word "teabag" is produced 
by speech and key presses without having its entire speech model/phoneme-set in the 
memory. In fact the speech model of the word "teabag" was produced by two other sub­
speech models (e.g. of"te" and "bag") available in the memory, each representing part of 
said speech model of the entire word "teabag" and together producing said entire speech 
model. The speech models of "te" or "bag" may be used as paii of the speech­
models/phoneme-sets of other words such as "teaming" or "Baghdad", respectively. 

Although in this embodiment, the recognition accuracy is very high, it may happen that 
sometimes the final selection is an e11"oneous word which do not exist in the data base. For 
this reason, before inputting/outputting said word, the system may compare the final 
selection with the words of a dictionary of the word of the desired language. If said 
selection does not match a word in said dictionary, it is rejected. 

Also, according to one method, while pressing the corresponding keys of a portion of a 
word and speaking it, the user may speak in a manner that his speech covers said 
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corresponding key presses during said entry. This will have the advantage that the uset's 
speech at every moment corresponds to the key being presses simultaneously, permitting 
easier recognition of said speech. On the other hand, at the end of the entry of a word, a 
user may press any key without speaking. This may inform the system that the word is 
entirely entered ( e.g. pressing a key and not speaking may be assigned to characters such as 
punctuation marks, PC functions, etc. This matter has already been explained in the PCT 
applications that have already been filed by this inventor). 

After completion of the recognition procedures described above, if the selected output 
comprises more than one word, said words may be presented to the user ( e.g. in a list 
printed at the display) and the user may select one of them by for example pressing a 
"select" key. 

It must be noted that in some cases, recognizing part of the phonemes of one or more sub­
speeches of a word (preferably, those at the beginning of said sub speeches), may be 
enough for recognition of the corresponding word in the press and speak data entry system 
of the invention. 

According to one embodiment of the invention instead of considering all of the phonemes 
corresponding to a sub-speech of a word, only a few phonemes, (preferably those at the 
beginning of said sub-speech) may be considered and assigned to the key corresponding to 
the first Jetter of the character set(s) corresponding to said phoneme set. Said phoneme set 
may be used for the recognition purposes by the press and speech data entry system of the 
invention. Thanks to this method, the number of the speech-models/phoneme-sets 
necessary for recognition of many entire words may dramaticaily be reduced. In this case, 
to each key of a keyboard such as a keypad, only few phoneme sets will be assigned 
permitting easier recognition of said phoneme sets by the voice/speech recognition system. 

By using a speech recognition system for evaluation of all/few (preferably the beginning) 
characters of each sub-speech (preferably, the first) of a word along with consideration of 
all of the key presses corresponding to all of the characters of said word, a word in a 
language may be recognized by the data entry system of the invention. 

According to this embodiment, for each letter different sets of phonemes (or speech 
models) according to sub-speeches of the words in a language may be considered and 
memorized. Said sets of phonemes may be located at any position within a word. Each of 
said sets of phonemes may correspond to one or more sets of characters having 
similar/almost similar pronunciation. Fig. 85 shows an exemplary table showing some of 
the phoneme sets that may occur at the beginning ( or anywhere else) of a syllable of a word 
starting with the letter "t". In the last row, of the table also shows an additional example of 
a phoneme set and a relating character set for the letter "i". 

Although phoneme sets having more phonemes (e.g. taps, take, tast, etc.) may be 
considered, modeled, and memorized to help recognition of a word, in this embodiment 
wherein the user presses a11 of the keys con-esponding to the letters of a word, 
evaluating/recognizing few beginning characters of one or more portions ( e.g. syllables) of 
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said word by the vpice/sp~ech recognition and also using dictionary of words data base and 
relating databases (such as key presses values) as shown in fig. 84, may be enough for 
producing said word. obviously, when needed, longer phoneme sets may also be used for 
better recognition and disambiguity. 

As an example, by considering fig. 81 and also using the table 1 of the fig. 85, to produce 
the word "ti-tle", a user may press the key 8101 corresponding to the letter "t" and say 'tr' 
and then press the remaining key presses corresponding to remaining letters "itle". At the 
end of the word the user presses for example, an end-of-the-word key such as a space key. 
To the phoneme set "ti", character sets such as "ti, ty, tie" are assigned. The first letter 'r 
is obviously, selected. Second letter will be "i", because of pressing the key 8103 ( e.g. "y" 
is on the key 8104 ). The next key pressed is the key 8101 relating to the Jetter "t". in this 
case the character set "tie" possibility is rejected. So "ti" will be definitively selected. The 
system now considers "ti" along with the remaining key presses 8 ( e.g. "t, u, v"), 5 ( e.g. "g, 
h, i"), and 3 (e.g. "d, e, f'). Comparing these input with a dictionary of words having 
corresponding key presses data base wi11 reveal that the only word corresponding to these 
input is the word "title". The system then selects the word "title". 

For better recognition, the user may speak more than one sub-speech of a word while 
pressing the corresponding keys. In this case, the system may consider the input of 
characters corresponding to more than one sub-speech of said word. 

By typing a word (having one or more portions/sy1lables) through a keyboard/keypad and 
speaking said word partial1y/entireiy, in almost every case, recognition of few beginning 
characters of at least one of said syllables (preferably, the first sy11able) of said word by the 
speech recognition system (helped by the evaluation of the corresponding key presses), 
combined with the evaluation of the key presses corresponding to the rest of the characters 
of said word will produce said word. 

In another example, to enter the word "taken" which comprises two sub-speeches/syIJab]es, 
"ta" and "ken", when typing the first character "t" Ocey 8101 ), the user says "ta" and then 
presses the rest of the keys (e.g. "a") corresponding to the rest of the characters of the first 
sylJable. The user then naturally proceeds to the next syilable and says "ken" while 
pressing the key 8105 corresponding to letter "k" and continues to press the remaining keys 
of said next syllable corresponding to the letters "en". He then may press an space key to 
inform the system of the end of data entry. 

After completion of the recognition procedures described above, if the selected output 
comprises more than one word, said words may be presented to the user ( e.g. in a list 
printed at the display) and the user may select one of them by for example pressing a 
"select" key. 

Shortcut: Less Key Presses Combined With at least Part of the Phonemes 
Small mobile electronic devices having keypads with limited number of keys are 
commonly used worldwide. Users press the keys of said keypads by using the fingers 
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(e.g. thumb, forefinger) of one hand. Even in a the above-mentioned data entry systems 
wherein each symbol is entered by a single pressing action on a· corresponding key, the 
speed of data entry is slower than the speed of the data entry using a PC keyboard 
wherein the users usuaIIy use the fingers of both hands to press the keys of the keyboard. 

To enhance the data entry system of the invention and to permit quicker data (e.g. text) 
entry, a macro-level data/text entry system have been proposed in the PCT application 
PCT/US00/29647. In said PCT application, there was mentioned that macros (e.g. a chain 
of letters/characters) can be assigned to a key of a keypad and inputted by a single pressing 
action combined with/without voice/speech. By assigning at least part of the characters of a 
word to a single key press an entire word may be inputted by few key presses. By applying 
this method within the press and speak data entry method of the invention, a quick data 
entry for mobile environment/small devices may be provided. In this method, the number 
of key presses are Jess than the number of the characters of a word (except for the single 
characters and some words such as out-of-dictionary-words, which may require character 
by character entry). 

According to the preferred embodiment of the invention a user may press the key(s) 
corresponding to the first letter of portion( s) of a word while, preferably simultaneously, 
speaking said corresponding portion(s). For this purpose a user may divide a word to 
different portions according to, for example, the syllables of said speech. Speaking each 
portion/syllable of a word is called "sub-speech" in this application. 

According to this embodiment, for example, to enter the word "tiptop" which may be 
divided in two sub-speeches (e.g. according to its syllables) "tip" and "top", the user may 
first press the key 810 I ( e.g. letter "t" is assigned to said key) and (preferably, 
simultaneously) say "tip" (e.g. the first sub-speech of the word "tiptop"), then he may press 
the key 8101 and (preferably, simultaneously) say "top" ( e.g. the second sub-speech of the 
word "tiptop."). Using the table in the fig. 85, set of characters "tip" is assigned to the set of 
phonemes "tip" and to the letter "t" on the key 8101. When the user presses the key 8101 
and says 'tip", the system compares the speech of the user with aII of the phoneme 
sets/models which are assigned to the key 8101. After selecting one ( or more) of said 
phoneme sets which match said user's speech, the system selects the character sets which 
are assigned to said selected set(s) of phonemes. In the current example, only one character 
set ( e.g. tip) was assigned to the phoneme set "tip". The system then proceeds in the same 
manner to the next portion (e.g. sub-speech) of the word, and so on. In this example, the 
character set "top" was the only character set which was assigned to the phoneme set "top". 
The system selects said character set. After selecting all character sets corresponding to all 
of the sub-speeches/syllables of the word, the system then assembles said character sets 
( e.g. an example of assembly procedure is described in the next paragraph) providing 
different groups/chains of characters. The system then compares each of said group of 
characters with the words (e.g. character sets) of a dictionary of words data base available 
in the memory. For example, after selecting one of the words of the dictionary which best 
matches to one of said groups of characters, the system may select said word as the final 
selection. In this example, after entering the second portion/sy!Iable, the user presses for 
example, a space key, or another key without speaking to inform the system that the word 
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wad entirely entered ( e.g. pressing a key and not speaking may be assigned to characters 
such as punctuation marks, PC functions, etc). This matter has already been explained in 
the PCT applications that have already been filed by this inventor.). The system assembles 
the character sets 'tip' and "top' and produces a group ofcharacters 'tiptop". The system 
then compares said group of characters with the words available in a dictionary of words 
data base of the system (e.g. an English dictionary) and if one of said words matches said 
group of characters the system inputs/outputs said word. In this example, the word "tiptop' 
exists in an English dictionary of the system. Said word is fina11y inputted/outputted. 

Fig 86 shows a method of assembly of selected character sets of the embodiments. For 
example, when a user tried to enter the word "envelope" in three sequences by using an 
embodiment of the invention, the system selected one to two character sets 8601 for each 
portion. The system then assembles said character sets according to their respective 
position within said word, providing different group of characters 8602. Said group of 
characters 8602 will be compared with the words of the dictionary of words of the system 
and the group(s) of characters which match(es) one or more of said words will be finally 
selected and inputted. In this example, the character set 8603 ( e.g. envelope"), is the only 
character set which matches a word in said dictionary. Said word is finally selected. 

As mentioned, in some cases, the speech recognition system may select more than one 
phoneme set/speech model for the speech of all/part ( e.g. a syllable) of a word. For 
example, if a user having a "bad" accent tries to enter the word "teabag" according the 
current embodiment of the invention, he first presses the key 8101 and simultaneously says 
"te". The system may not be sure whether the user said "te", or "the". In this case the 
system may select different character sets corresponding to both phoneme sets. By using 
the same procedure, the user then enters the second portion of the word. In this example, 
only one character set, "bag", was selected by the system. The user finally, presses an space 
key. The system, then may assemble (in different arrangements) said character sets to 
produce different group of characters and compare each of said group of characters with 
the words of a dictionary of words data base. In this example the possible group of 
characters may are: 

"teebag" 
"teabag" 
"thebag" 

The only group of characters that matches a word in a dictionary of words in for example, 
English language, is the word "teabag". This word may be considered as the final selection. 

As just demonstrated, it may happen that the system selects more than one character set for 
each/some phoneme sets of a word. In this case, more than one group of characters may be 
assembled. Therefore, probably, more than one word of the dictionary may match said 
assembled groups of characters. In this case, said words may be presented to the user ( e.g. 
in a list printed at the display) and the user may select one of them by for example pressing 
a "select" key. Also, if the system comprises enough memory and processing speed, a 
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speech recognition system may be used to select one of said selected word according to the 
corresponding phrase context. • • 

If a word/portion-of-a-word comprises many phonemes but its speech comprises a single 
syllable, according to one method, a phoneme-set/model comprising all of said phonemes 
of said word/portion-of-a-word may be assigned to said word. For example, to enter the 
word "thirst", a phoneme set constituting of all of the phonemes of said world may be 
assigned to said word and to the letter "t" ( e.g. positioned-on/assigned-to the key 8101 ). 
The user presses the key 8101 and says "thirst". As explained before, the system selects the 
character set(s) (in this example, only one, "thirst") of sub-speech(es) (in this example, one 
sub-speech) of the word, and assembles them (in this example, no assembly). The system 
then, may compare the said characters set with the words of the dictionary of the word of 
the system and if said character set matches one of said words in the dictionary, then it 
selects said word as the final selection. In this case, the word "thirst" will be finally 
selected. 

In some cases, specially when words are comprised of only one syllable, more than one key 
press for a syllable may be necessary for disambiguation of a word. For this purpose, 
different user-friendly methods may be implemented. For exampJe, the word "fire", which 
origina11y comprises one syllable may be pronounced in two syIIabJes comprising phoneme 
sets, "fi", and "re", respectively. The user in this case may first press the key corresponding 
to the letter "f' while saying "fi". He then, may press the key corresponding to the letter 
"r", and may say "re". 

Also, for example, the word "times", may be pronounced in two syllables, "tr' and "mes", 
or "tim" and "es". Also a word such as "listen", may be pronounced in two syl1ab1es, "Jis", 
and "ten" which may require the key presses corresponding to letters "1' and "t", 
respectively. Also according to this principle, the word "thirst", may be divided in three 
portions, "thir", "s", and "t". For example, by considering that the phoneme set "thir" may 
already been assigned to the key comprising the letter "t" ( e.g. key 8101 ), the user may 
press the key 8101, and say "thir', then he may press the key 8106 corresponding to the 
letter "s" and pronounce the sound of the phoneme "s". He then, may press the key 8101 
corresponding to the letter 't" and pronounce the sound of the phoneme "t'. At the end of 
the word, the user may press an end-of the-word key such as a space key 8107. 

Also for better disambiguation and also for reducing the number of phoneme-sets necessary 
for words having for example, the same speech at their beginning ( e.g. "bring" and 
"brings"), in addition to pressing the first key of a syllable, and speaking said syllable, in 
some cases one or more character such as the last character(s) ( e.g. "s") of a word/syllable 
may be pressed and spoken. For example, a user may press a key con·esponding to the 
character "b" and say "bring" ( e.g. phoneme-set "bring,, was assigned to the key "8102). 
He then, may press the key corresponding to the letter "s", and either pronounces "s" or 
speaks the sound of the phoneme "s'. After providing an end-of-the-word signal such as 
pressing the "space" key, the system will considers the two data input sequences, and 
provides the corresponding word "brings" (e.g. its phoneme set was not assigned to the key 
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8 I 02). It is understood that entering one or more single character(s) by using the met4od 
here, may be possible in any position (such as in the beginning, in the middle, or at the end) 
within a word. For not confusing the system, when a user enters a portion ( of a word) 
comprising a letter, by the word entry system of the invention, he preferably may speak the 
sound of said letter. For example, instead of saying "em", the user may pronounce the 
sound of the phoneme "m". Also in a similar case, speaking saying "t", may be related by 
the system to the chain of characters "tea', "tea" and the Jetter "t', while pronouncing the 
sound of the phoneme "t', will be related to only the letter "t". 

As described before, for better disambiguation, a word/portion-of-a-word/syllable-of-a­
word/sub-speech-of-a-word (such as "thirst'' or "brings") having substantial number of 
phoneme sets may be divided into more than one portion wherein some of said portions 
may contain one phoneme/character only, and entered according to the data entry system of 
the invention. Also as mentioned, according to this approach, multiple phoneme-sets 
wherein each comprising fewer number of phonemes may replace a single phoneme-set 
comprising substantial number of phonemes, for representing a portion of a word ( e.g. a 
syllable). Also as described before, dividing the speech of a long portion (e.g. long syllable 
comprising substantial number of phonemes) of a word into shorter sub-speech/phoneme-
set portions, wilI reduce the total number of phoneme-sets necessary for recognition of all 
of the words available in a dictionary data base. As also described before, this will pennit 
to assign less phoneme-sets to each key of the keyboard/keypad. 

According to one embodiment of the invention, based on the above-mentioned principles, 
to each key of a keyboard/keypad short phoneme-sets comprising few phonemes may be 
assigned. For this purpose, for example, if a phoneme-set starts with a consonant it may 
comprise fo1Iowing structures/phonemes: 

only said consonant. 
said consonant at the beginning, and at least one vowel after that 
said consonant at the beginning, at least one vowel after said consonant, and one 
consonant after said vowel(s) 

If the phoneme-set starts with a vowel, it may have the fo11owing structures: 
at least one vowel at the beginning 
said vowel(s) at the beginning, and one consonant after that 

Fig. 88 shows some examples of the phoneme-sets 8801 for the constant "t" 8802 and the 
vowel "u' 8803, according to this embodiment of the invention. Columns 8804, 8805, 
8806, show the different portions of said phoneme-sets according to the sound groups ( e.g. 
consonant/vowel) constituting said phoneme-set. Column 8807 shows corresponding 
exemplary words wherein the corresponding phoneme-sets constitute part of the speech of 
said words. For example, phoneme set "tar" 8808 constitutes portion 8809 of the word 
"stair". Column 8810 shows an estimation exemplary of the number of key presses for 
entering the corresponding words ( one key press corresponding to the first character of 
each portion of the word according to this embodiment of the invention). For example, to 
enter the word 'until" 8811, a user will first press the key 8101 (see fig. 81) corresponding 
to the letter "u" and preferably simultaneously, says "un". He then presses again the key 
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8 IO 1 corresponding to the letter "t", and also preferably simultaneously, says "til". To end 
the word, the user then informs the system by an end-of-the-word signal such as pressing a 
space key. The word until was entered by two key presses ( excluding the end-of-the-word 
signal) along with the use's speech. According to the current embodiment based on the 
principles described before, a consonant phoneme which has not a vowel, immediately, 
before or after it, may be considered as a separate portion of the speech of a word. For 
example, the "s" at the beginning of the word "study" 8812, and the "s" in the middle of 
the word "understood" 8813 may follow this rule. This will extremely reduce the number 
of phoneme-sets necessary for entering of any word available in a dictionary ( e.g maybe 
less than one hundred phoneme-sets per the beginning phoneme/character of a portion of a 
word may be enough for recognition of a11 of the words in for example, the English 
language). Fig. 88 shows other beginning phonemes/characters such as "v" 8814, and "th" 
8815 assigned to the key 8101 of a telephone-type keypad. For each of said beginning 
phonemes/characters, phoneme-sets according to the above-mentioned principles may be 
considered. It is understood that if needed/desired longer sub-speech portions of a word, 
having more phonemes may also be considered with the short phoneme-sets of the system. 
Also for examples, phoneme sets representing more than one syllable of a word may also 
be considered. Also for easier recognition, as described in previous embodiments, to pem1it 
better recognition of the speech pronounced by the users that, in many cases, may be 
natives of non English spoken regions, character-sets corresponding to phoneme sets (such 
as "to" and "to") having ambiguously similar pronunciation, may be assigned to all of said 
phoneme-sets. 

Memorized short phoneme-sets/speech-models may permit the recognition and entry of 
words in many languages. For example, the phoneme set "sha", may be used for 
recognition of words such as:-

"shadow", in English, 
"chaleur", in French, 
"shalom', in Hebrew, 
"shabab", in Arabic, 
"Geisha", in Japanese, Etc. 

To each of said phoneme sets, corresponding character-sets in a corresponding language 
may be assigned. As mentioned before, by doing so, a powerful multi-lingual data entry 
system based on phoneme-set recognition may be provided. For this purpose one or more 
data bases in different languages may be available within the system. Different methods to 
enter different text in different languages may be considered. 

According to one method, by having a common short phoneme-sets data base and the 
corresponding character-sets database in many languages, for entering text in a desired 
language, a user may select a language mode by infonning the system by a predefined 
means. For example, said user may press a mode key to enter into a desired language mode. 
In this case after entering a word by entering the p01iions of a said word according to a 
corresponding embodiment of the invention, the system will compare the selected 
corresponding groups/chains of assembled character-sets with the words of a dictionary of 
words corresponding to said selected desired language. After matching said group of 

75 



( 

characters with one or more words of said dictionary, the .system selects said matched 
word(s) as the final selection to be inputted/outputted. If the selection contains one word, 
said word may become the final selection. If the selection comprises more than one word, 
then said words may be presented to the user (e.g. in a list printed at the display) and the 

. user may select one of them by for example using a "select" key. 

According to another method, all data bases in different languages available with the 
system will be used simultaneously, permitting to enter an arbitrary word entry in different 
languages. For example, after entering a word by entering the portions of a said word 
according to one embodiment of the invention, the system will compare the selected 
corresponding groups of characters with the words of a all of the dictionaries of words 
available with the system. After matching said group of characters with the words available 
in different dictionaries available with the system, the system selects said matched word(s) 

. as the final selection to be inputted/outputted. If the selection contains one word, said word 
may become the final selection. If the selection comprises more than one word, then said 
words may be presented to the user (e.g. in a list printed at the display) and the user may 
select one of them by for example using a "select" key. 

In some languages such as Hebrew or Arabic, wherein most of the vowels are not presented 
by separate characters, the system may even work with higher accuracy. 

The system may also work without the step of comparison of the assembled selected 
character-sets with a dictionary of word. This is useful for entering text in different 
languages without worrying about their existence in the dictionary of the words of the 
system. For example, if the system does not comprise a Hebrew dictionary of words, a user 
may enter a text in Hebrew language by using the roman letters. To enter the word 
"Shalom", the user will use the existing phoneme sets "sha" and "lorn" and their 
corresponding character sets available within the system. A means such as a mode key may 
be used to inform the system that the assembled group of characters will be 
inputted/outputted without said comparison. If more than on assembled group of characters 
has been produced, they will be may be presented to the user ( e.g. in a list printed at the 
display) and the user may select one of them by for example pressing a "select" key .. 

In the word entry embodiments of the invention, if the inputted/outputted word is not the 
one desired by the user, a word-erasing function may be assigned to a key. Similar to a 
character erasing function (e.g. delete, backspace) keys, pressing a word-erase-key will 
erase the word before the cursor on the display. 

According to another embodiment of the invention, most phoneme-sets of the system will 
have only one consonant. Fig. 89 shows some of them as example. According to this 
embodiment, for example, to enter the word "teabag" 890 I, the user first presses the key 
8 IO I while saying "te". He then presses the key 8102 while saying "ba". He finally presses 
the key 8103 while saying "g" ( or pronouncing the sound of the phoneme "g"). As in other 
embodiments, at the end of the word he may press a key such as space key. 
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For better response and to augment the ·accuracy of the system, an auto-correction software 

may be combined with the embodiments of the invention. Auto correction software are 

known by the people skilled in the art. For example, when a user tries to enter the word 

"network", he first presses the key 8108 of the keypad to which the letter "n" is assigned 

and simultaneously says "net". To the same key 8108 the letter "m" is also assigned. In 

some situations, the system may misrecognize the user's speech and select a character set 

such as "met" for said speech. The user proceeds to entering the next syllable by pressing 

the key 8104 corresponding to the first letter, "w", of said syllable and says "work". The . 

system recognizes the phoneme set "work" pronounced by the user and selects a 

corresponding character set "work". Now the system assembles the two selected character 

sets and gets the word "metwork". By comparing this word with the words existing in the 

dictionary of the words database of the system, the system can not match said assembled 

word with any of said words of said database. The system then will try to match said 

assembled word with the most resembling word. In this case, according to one hypothesis 

the system may replace the letter "m" by the letter "n", providing the word "network", 

which is available in said dictionary. According to another hypothesis, by considering that 

"m", and "n" may be misrecognized by the voice recognition system and both are located 

on a same key, the system will replace the phoneme set "met' by the "phoneme set "net' 

and select the character set "net' assigned to the phoneme set "net". Then, by replacing the 

character set "met" by the character set "net', the word 'network" will be assembled. Said 

word is available in the dictionary of the words of the system. It will finally be selected. 

In another example, entering "that" may be recognized as "vat" by the system. Same 

procedure will disambiguate said word and will provide the correct word, "that". 

In another example, if the system does not match an assembled group of characters with a 

word of the dictionary, the auto-correction software of the system may evaluate the 

position of the characters of said assembled character-set (relating to each other) in a 

corresponding portion ( e.g. syllable) and /or within said assembled group of characters, and 

tries to match said group of characters to a word of the dictionary. For example, if a 

character is missing within said chain/group of characters, by said comparison with the 

words of the dictionary, the system may recognize the error and output/input the right 

word. For example, if a user enters the word "un-der-s-tand" ( e.g. in 4 portions), and 

forgets to enter the portion "s" of said word, one of the assembled group of characters may 

be the chain of characters "undertand". By considering the characters of said chain of 

characters and their position relating to each other in said chain, and comparing said chain 

of characters with the words of the dictionary, the system may recognize that the intended 

word is the word "understand" and eventually either will input/output said word or may 

present it to the user for user's decision. The auto-correction software of the system may 

have part of, or all of the functionalities any auto-correction software known by the people 

skilled in the art. 

Words such as "to', "too", or "two", having the same pronunciation, may follow special 

rules. For example, the most commonly used word among these words is the word "to". 

This word may be entered according to the embodiment of the invention. The output for 

this operation will be the word "to" by default. The word "too', may be entered (in two 
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syllables) by pressing th~ key corresponding to the letter "t", while saying "too". Before 
pressing the end-of-the-word key, the user may also enter an additional character "o", by 
pressing the key corresponding to the letter "o", and saying "o". Now he may press the 
endpoint key. The word "too" wi1l be recognized and inputted. To enter the word "two'\ 
the system may either enter it character by character, or assign a special speech such as 
"tro" to said word and enter it using this embodiment. Also for example, to enter "two", the 
user may press the key 810 I and pronounce a long "too ". To enter the digit "2", the user 
presses the corresponding key 8102, and pronounces said digit. 

A very interesting issue has just been mentioned. For example, by saying "fiv" and 
pressing the key 8109 corresponding to the first Jetter of the word "five", the word "five" 
will be entered. Interestingly, by saying "fiv" and pressing the key 8105 corresponding to 
the digit "5", the digit "five" will be entered. By saying a word having two different output 
symbols, and using key presses, the user intention is clarified. This is one of the 
shortcomings of the data entry by the speech alone wherein the user intention may not be 
considered by the voice/speech recognition system. Also for example, to a same digit, more 
than one speeches may be assigned. For example, to the digit "4", two speeches, "four", 
and "forty", may be assigned. A user may produce the number "45", by either saying 
"four", "five" while pressing the corresponding keys, or he may say "forty five" while 
pressing the same keys. Also when a user presses the key 8106 and says "seven", the digit 
"7" will be inputted. This is because to enter the word "seven", the user may press the key 
8106, and say "se". He then may press the key 8101 and say 'ven". 

In other languages such as French, wherein the speech of the digit "7", comprises one 
syllable, for disambiguation purpose, a custom made speech having two syllables may be 
assigned to the character set "sept". For example, the word "septo" may be created by a 
user and added to the dictionary of the word. This word may be pointed to the word "sept" 
in the dictionary. When a user enters the word "septa" (according to the current 
embodiment of the invention) the system wil1 find said word in the dictionary of the words 
of the system. Instead of inputting/outputting said word, the system wi11 input/output the 
word pointed by the word "septa". Said word is the word "sept'\ The created symbols 
pointing to the words of the dictionary data base may be arranged in a separate database 
It must be noted that the sub-speech-level data entry system of the invention is based on the 
recognition of the speech of at least part of a word ( e.g. sub speech of a word). Considering 
that many words in one or more languages may have common sub-speeches, by slightly 
modifying/adding phoneme sets and assign the corresponding characters to said phoneme 
sets, a multi-lingual data entry system may become available. For example, many 
languages such as English, German, Arabic, Hebrew, and even Chinese languages, may 
comprise words having portions/syllables with similar pronunciation. 

It is understood that a user may add new standard or custom-made words and 
corresponding speech to the dictionary database of the system. accordingly, the system may 
produce corresponding key press values and speech models and add to corresponding 
databases. 
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As mentioned before, to enter a word, a user may press a key corresponding to the first 
character/Jetter of a first portion of a word and speak (the phonemes· of) said portions. If 
said word is spoken in more than one portions, the user may repeat this procedure for each 
of the remaining portions of said word. 
According to one embodiment of the invention, when the user presses a key corresponding 
to the first letter of a portion (such as a syllable) of a word and speaks said portion, the 
voice/speech recognition system hears said user's speech and tries to match at least a 
portion (preferably, at least the beginning portion) of said speech to the phoneme sets 
assigned to said key. The best matched phoneme sets are selected and the corresponding 
character sets will be selected by the system. After entering the entire word by repeating 
the same procedure for each portion ( e.g. syliable) of said word, one or more character sets 
for each portion ( e.g. syllable) of said word may be selected, respectively. The system now, 
may have one or more character sets for each portion (syllable) of a word wherein each 
character set may comprise at least part of the (preferably, the beginning) characters of said 
syllables. The system then, wi11 try to match each of said characters sets to the ( e.g. 
beginning) characters of the corresponding syllables of the words of a dictionary of the 
words data base of the system. The best matched word(s) wm be selected. In many cases 
only one word of the dictionary will be selected. Said word will be inputted/outputted. If 
more than one word available is selected, said words may be presented to the user (e.g. in a 
list printed at the display) and the user may select one of them by for example pressing a 
"select" key. 

For example, by using the table of the fig. 85, to enter the word "trying" (e.g. phonemes 
"tri~ing), the user may first press the key 8101 and say "trr'. The system matches the user's 
speech to the corresponding phoneme set assigned to the key 810 l and selects the 
corresponding character sets ( e.g. in this example,' "try", "tri"). The user then presses the 
key 8103 corresponding to the character "i" and says "ing". In this case, the system 
matches the beginning of the user's speech to the phoneme set "in" assigned to the key 
8103 (e.g. phoneme set "ing" does not exist in the exemplary data base, therefore it is not 
assigned to said key) and selects the corresponding character set "in". The user now has 
finished to enter the word and he enters an endpoint (e.g. end of the word) symbol such as 
pressing a space key or pressing any key without speaking ( e.g. pressing a key and not 
speaking may be assigned to characters such as punctuation marks, PC functions, etc. This 
matter has already been explained in the PCT applications that have already been filed by 
this inventor). The system now may create different groups of characters each comprising 
possible characters of at least part of the beginning characters of each syllable of the 
desired word. In this example, two group of characters may be created. Said groups of 
characters are: 

"tri - in " 
and; 

"try - in " 

Only the second group of characters ( e.g. "try in") c01Tesponds to an existing word in the 
English dictionary wherein said word comprises the letters "try" at the beginning of its first 
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syllable, and also comprises the letters "in" at the beginning of another ( e.g. second) 
syllable of said word. Said word is the word "trying". 

In this system the quantity of phoneme sets/speech models necessary for recognition of 
many entire wo.rds may dramatically be reduced. On the other hand the number of the sets 
of character representing said phoneme sets may be augmented but will not have a 
significant impact on the amount of memory needed. 

In many cases only one of said assembled characters may match a word in the dictionary. 
Said word will be inputted/outputted. If more than one assembly of character sets 
correspond to words available in the dictionary, said words may be presented to the user 
(e.g. in a list printed at the display) and the user may select one of them by for example 
pressing a "select" key. 

As mentioned before, the system may select a word according to one or more of said 
selected character/phoneme sets corresponding to speech/sub-speech of said word. 

In some cases, the system may not consider one or more of said selected 
character/phoneme sets, considering that they were erroneously selected by the system. 
Also, according to the needs, the system may consider only part of the characters/phonemes 
of a phoneme/character set selected by the system. For example, if the user attempts to 
enter the word "demonstrating", in four portions "de-mons-tra-ting", and the system 
erroneously selects the character sets, "des-month-tra-ting", according to one recognition 
method ( e.g. comparison of said character/phoneme sets with the words of the dictionary), 
the system may not find a word corresponding to assembly of said sets of characters. The 
system then, may notice that by considering the letters "de" (e.g. few begging letters) of the 
first selected character-set and the letters "mon" (few begging letters) of the second 
character-set, also considering the third and forth character sets, the intended word may be 
the word "demonstrating". Also as needed, the system may add characters to an assembled 
( of the selected character sets) chain of characters or delete characters from said chain of 
characters to match it to a best matching word of the dictionary. For example, if the user 
attempts to enter the word "sit-ting", in two portions, and the system erroneously selects 
the character sets, "si-ting", according to a recognition method (e.g. comparison of said 
character/phoneme sets with the words of the dictionary), the system may decide that a 
letter "t" must be added after the Jetter "i", within said chain of characters to match it to the 
word "sitting". In another example, if the user attempts to enter the word "mee-ting", in 
two portions, and the system erroneously selects the character sets, "meet-ting", according 
to a recognition method ( e.g. comparison of said character/phoneme sets with the words of 
the dictionary), the system may decide that a letter "t" must be deleted after the letter "e", 
in said chain of characters to match it to the word "meeting". 

Having a same phoneme at the end of a portion of a word ( e.g. said word having more than 
one portion/syllable) and at the beginning of the following portion of said word may permit 
better recognition accuracy by the system. 
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According to one embodiment of the im:ention,.for example, to phoneme~sets (assigned to 
a key) terminating with a phoneme such as a vowel, additional phoneme-sets comprising 
said phoneme-set and an additional phoneme such as a consonant at its end may be 
considered and assigned to said key. This may augment the recognition accuracy. For 
example, by referring to Fig. 81, when entering the word "coming" comprising two 
portions "co-ming", the user may press the keys 8102 say "co", then he may immediately 
press the key 8108 and say "ming". Because the first portion of the sub-speech is too short, 
if the phoneme-set "com" is not assigned to the same key 8i02 wherein the phoneme-set 
"co" is assigned, while pressing said key and saying "co", it may happen that the system 
may misrecognize the speech of said portion by the user and select an erroneous phoneme­
set such as "call". On the other hand if the phoneme-set 'com" is also assigned to said key, 
the beginning phoneme "m" of the portion "ming" would be similar to the ending phoneme 
"m" of the phoneme-set "com". In this case the system may select two phoneme-sets "com­
ming" and their corresponding character-sets, (e.g. "com/come'\ and "ming" as example). 
After comparing the assembled character-sets with the words of the dictionary, the system 
may decide to eliminate one "m" in one of said assembled character-set and match said 
assembled character-set it to the word "coming" of the dictionary database. 

To permit better recognition of the speech pronounced by the users that, in many cases, 
may be natives of non English spoken regions, character sets assigned to phoneme sets 
(such as "vo" and "tho") having ambiguously similar pronunciation, may be assigned to all 
of said phoneme sets. 

Entering data such as text through a small keypad severely reduces the data entry speed. 
The data entry systems of the invention based on pressing a single key for each 
portion/syllable of a word, while speaking said portion/syllable dramatically augments the 
data entry speed. The system has also many other advantages. One advantage of the system 
is that the system may recognize (with high accuracy) a word by pressing maybe a single 
key per each portion ( e.g. syllable) of said word. Another great advantage of the system is 
that the users do not have to worry about misspelling/mistyping a word which, particularly, 
in word predictive data entry systems result in misrecognition/non-recognition of an entire 
word. Also another great advantage of the system is in that when a user presses the key 
corresponding to the first letter of a portion of a word, he speaks (said portion) during said 
key press. At the end of a word, the user may enter a default symbol such as a punctuation 
mark (assigned to a key) by pressing said key without speaking. As mentioned before, this 
key press may also be used as the end-of-the-word signal. For example, a user may enter 
the word "hi", by pressing the key 8103 and simultaneously say "hI". He then may press 
the key 8107 without speaking. This will infonn that the entry of the word is ended and the 
symbol"," must be added at the end of said word. The final input/output will be the 
character set "hi,". 

The data entry system described in this invention is a derivation of the data entry systems 
described in the PCTs and US provisional applications filed by this inventor. The 
combinations of a character by character data entry system providing a full PC keyboard 
function as described in the previous applications and a word/portion-of-a-word level data 
entry system as described in said PCT application and here in this application will provide 
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a complete fast, easy and natural data entry in mobile (and even in fix) environments • 
pennitting quick data entry through keyboards having reduced number of keys (e.g. 
keypads) of small electronic devices. 

As mentioned before, the data entry system of the invention may use any keyboard such 
as a PC keyboard. Also as mentioned, according to the data entry system of the invention, 
a symbol on a key of a keyboard may be entered by pressing said key without speaking. 
The data entry system of the invention may optimistically function with a keyboard such 
as a standard PC keyboard wherein a single symbol is assigned to a predefined pressing 
action on one or more keys. As is known by people using computer keyboards such as the 
one shown in Fig. 90, for example, by pressing a key 9001 of a PC keyboard 9000, the 
letter "b" may be entered. Also for example, by pressing, simultaneously, the shift key 
9002 and the key 9003, the symbol"#" may be entered. 

By combining the data entry system of the invention with such a keyboard, on one hand a 
user may use said keyboard as usual by pressing the keys corresponding the desired data 
without speaking said data (this pennits to enter single letters, punctuation characters, 
numbers, commands, etc., without speaking), and on the other hand, said user may enter a 
desired data ( e.g. word/part-of-a-word) by speaking said data and pressing (preferably 
simultaneously) the corresponding key(s). For example, by using a keyboard such as a 
PC keyboard, to enter the letter "b", the user may press the key 9001 without speaking. 
To enter the word/syllable "band", the user may press the key 9001 and (preferably, 
simultaneously) say "band". Without the necessity of additional manipulation for 
changing modes, this, on one hand pennits the user to work with the keyboard as usual, 
and on the other hand enables said user to enter a macro such as a word/part-of-the-word 
by speaking said macro and (preferably, simultaneously) pressing the corresponding one 
or more key. 

As mentioned before, the combinations of a character by character data entry system 
providing a full PC keyboard function as described in the previous applications and a 
word/portion-of-a-word level data entry system as described in said PCT application and 
here in this application will provide a complete fast, easy and natural data entry system. 

Speech of a word may be comprised of one or more sub-speeches also corresponding to 
single characters. For example, by referring to Fig. 81, when a user presses the key 8102 
of the keypad 8100 and says "b", said data entered, may correspond to the letter "b", the 
word "be", and the word "bee". According to one embodiment, the system may assign 
the highest priority to the character level data, considering (e.g. in this example, the letter 
"b") as the first choice to eventually being inputted/presented to the user. If this is not 
what the user intended to enter, he then may either continue to enter the rest of the word, 
character by character, or he, for example, may press an end key to finish the entry of 
said word and then for example, manipulate a select-key to navigate between the other 
choices ( e.g. "be", and "bee", in this example) and select the one he desires. 

According to this method, also for example, while entering a word/chain-of-characters 
staziing with a sub-speech corresponding to a single character and also eventually 
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corresponding to the.speech of a word/part-of-a-word assigned to said key, said character 
may be given the highest priority and eventually being printed on the display of a 
corresponding device, even before the end-of-the-word signal is inputted by the user. If 
the next part-of-the-speech/sub-speech entered, may still correspond/also-correspond to a 
single letter, this procedure may be repeated. If an end-of-the-word signal such as a space 
key occurs, said chain of characters may be given the highest priority and may remain on 
the display. Proceeding to a next task, such as entering the next word, will be considered 
as confirmation of acceptance of said chain of characters by the user. If the same data 
entered also corresponds to one or more words matched by the system, said words may 
also be available/presented to the user. If said printed chain of single characters is not 
what the user intended to enter, the user may, for example, use a select key to navigate 
between said words and select the one he desires. 

With continuous description of this embodiment of the invention, if one of the data 
(speech/part-of-the-speech and/or key press) entered during entering a word/part-of-a­
word, does not correspond to a single character and at the end-of-the-word signal has 
been inputted, then said displayed characters may be erased and instead, the word 
(corresponding to said data) with highest priority may be presented to the user. If the 
same data entered also corresponds to more words, said words may a1so be presented to 
the user, ifhe desires. In this case, the user may, for example, use a select key to navigate 
between said words and select the word he desires. 

By using a standard telephone keypad and the data entry of the system of the invention, 
there may notice that in English language there are no words with more than one syllable 
wherein the speech of al1 of said sy1Iables also correspond to single letters on the 
corresponding keys. 

There are severa1 one-syllable words which correspond to a character on a corresponding 
key (e.g. "b, be, bee", or "t~ tea, tee"). As mentioned, in those cases, said single 1etters 
may be given the highest priority. 

According to the above-mentioned principles, for example: 
to enter "b", the user presses the key 8102 and says "b" 
to enter "bmx", the user presses the corresponding keys while pronouncing the 
corresponding letters 
to enter "bmx95", the user presses the corresponding keys and pronounces the 
corresponding characters 
to enter the word "before", the user either presses the corresponding keys while 
pronouncing the corresponding letters (e.g. character by character data entry), or 
for example, he first presses the key 8102 and (preferably, simultaneously) says 
"be" and then he presses the key 8 I 09 and says "for". At the end he enters an end­
of-the-word signal such as pressing a space key (e.g. word/portion-of-a-word data 
entry system). 
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Th·e advantage of this method is in that the user may co~bine cryaracter by character data 
entry of the invention with the word/part-of-the-word data entry system of the invention, 
without switching between different modes. 

The data entry system of the invention is a complete data entry system enabling a user at 
any moment to either enter arbitrary chain of characters comprising symbols such as 
letters, numbers, punctuation characters, (PC) commands, or enter words existing in a 
dictionary database. 

According to one embodiment of the invention, the character-sets (corresponding to the 
speech of a word/part-of-a-word) selected by the system may be presented to the user 
before the procedure of assembly and comparison with the word of the dictionary 
database is started. For example, after each entry of a portion of a word, the character-sets 
corresponding to said entered data may immediately be presented to the user. The 
advantage of this method is in that immediately after entering a portion of a word, the 
user may verify if said portion of the word was misrecognized by the system. In this case 
the user may erase said portion and repeat ( or if necessary, enter said portion, character 
by character) said entry until the correct characters corresponding to said portion are 
entered. Instead of erasing one by one the characters corresponding to an entered portion 
of a word, a key permitting to erase the entire characters corresponding to said portion 
may be provided. According to one embodiment of the invention, a same key may be 
used to erase an entire word and/or a portion of a word. For example, a sing1e press on 
said key may result the erasing an entered portion of a word ( e.g. a cursor situated 
immediate1y after said portion by the system/user indicates the system that said portion 
wiU be deleted). Also for example, a double press on said key may result in erasing all of 
the portions entered for said word ( e.g. a cursor may be situated immediately after the the 
portions to be deleted to informs the system that all portions of a word situated before 
said cursor must be de1eted). 

It may happen that a user desires to enter a chain of characters such as "systemXBS" 
comprising entire word(s) and single character(s). 

According to one embodiment, after each entry of the data co1Tesponding to a p01iion of 
said chain of characters or at the end of the entry of said entire chain of characters, the 
system may recognize that there is no word in the dictionary that corresponds to the 
selected character-sets corresponding to each portion of the word. In other hand the 
system may recognize that the assembly of some of sequential selected character-sets, 
correspond to a word in the dictionary database while the others correspond to single 
characters. In this case the system will form an output comprising of said characters and 
words in a sing1e chain of characters. In the example above, the word "systemXBS" may 
be entered in five portions, "sys-tem-x-b-5". 

For example, by using a telephone keypad such as the one shown in fig. 81, the selected 
character-sets corresponding to the key press and speech of each portion may be as 
follow: 

84 



( 

( ( 
I 

portion sys tern X b 5 
character-set sis/sys tern/theme/ X b/be/bee 5 

After assembly/comparing said portions with the words of a dictionary, the system may 
recognize that there is no word in the database matching the assemblies of said selected 
character-sets. Then the system may recognize that there are on one hand some portions 
corresponding to a single character, and on the other hands a single character-set or 
combination of successive other portions correspond to the word( s) in said database. The 
system then inputs/outputs said combination. In our example, the system may recognize 
that the assembly of a first and a second character-set "sys" and "tern", matches the word 
"system". The third and fifth character-sets correspond to the letter "x" and the number 
"5" respectively. The forth portion may correspond either to the Jetter "b", or to the 
words "be" and "bee". 

The system may present to the user the following choices according their priority: 
"systemxb5" 
"systemxbe5'' 
"systemxbee511 

It is understood that for easing the recognition procedure of chain of characters 
comprising single characters and an entire word, the user may signal the start/end of said 
words/characters in said chain by a predefined signal such as pressing a predefined key. 

According to one embodiment of the invention, a word being divided into more than one 
portions for being inputted, may preferably, be divided in a manner that, when possible, 
the speech of said portions start with a vowel. For example, the word "merchandize" may 
be divided in portions "rnerch-and-ize". Also for example, the word "manipulate" may be 
divided into "man-ip-ul-ate". 

Also for better results, the selected character-sets corresponding to a phoneme-set 
corresponding to the speech of a portion of a word may consider the corresponding 
phoneme-sets when said character-sets are compared with the words of the dictionary 
database. For example, in English language, the corresponding character-sets for the 
phoneme-set "ar" may be character-sets such as "air", "ar", and "are". The corresponding 
character-sets for the phoneme-set "ar" may be "are", and "ar". In this example, both 
phoneme-sets have similar character-sets, "are", and "ar". In case of misrecognition of 
the input, the system may attempt for a disambiguation or correction procedure. Knowing 
to which phoneme-set a character-set is related, may help the system to better proceed to 
said procedure. For example, if the user intends to enter the word "ar", and the system 
erroneously recognizes said speech as "ab" (e.g. no meaning in this example). Relating 
character-sets for said erroneously recognized phoneme-set may be character-sets such as 
"abe", "ab". By considering said phoneme-set, the system will be directed towards the 
words such as "aim", "ail", "air", etc. ( e.g. relating to the phoneme "a"), rather than the 
words such as "an", "am" (e.g. relating to the phoneme "a"). 

As mentioned before, phoneme sets representing more than one syllable of a word may 
also be considered and assigned to a key. Also as mentioned before, an entire word may 
be entered by speaking it and simultaneously pressing a key corresponding to the first 
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phoneme/character of said w.ord. Ev.en a chain of words may be assigned to a key. It may 
happen that the sy&tem does not recognize a phoneme-ser ( e.g. sub-speech), of a word 
having more than one sub-speech (e.g. syllable). In this case, two or more consecutive 
sub-speeches ( e.g. syllables) of said word may be assigned to a key. Referring to fig. 81, 
for example, the word "da-ta" ( e.g. wherein for example, the system misrecognises the 
phoneme-set "ta"), may be assigned to the key 8109. To enter said word, the user may 
press the key 8109 and say "data". 

Press and speak data entry system of the invention permits to enter words, therefore an 
end-of-the-word procedure may automatically or manually being managed by the system 
or by the user, respectively. 

As described before, there are at least two kinds of words being entered: 
- Words being entered in one portion by a single sub-speech/speech (e.g. words 

having one sy11ab1e) combined with the corresponding key press(es) 
- Words being divided into more than one portion ( e.g. words having more than one 

syllable, or words having one syllable but comprising multiple consecutive 
consonants or vowels) and being entered by sub-speech/speech corresponding to 
each portion combined with the corresponding key press(es) for each portion. 

According to one embodiment of the invention, when an entire word corresponding to an 
existing word in a database of the words of a language is entered and the user enters an 
end-of-the-word signal such as pressing an "End-of-a-Word" key, then said word will 
consider the result of said data entered for being inputted/outputted. According to 
predefined system design/mode, the system may consider to add or not to add a character 
such as a space character at the end of said result. If the system or the user, do not enter a 
symbol such as a space character or an enter-function after said word, the next entered 
word/character will be attached to the end of said word. 

Example: 
"FOR" followed by an "End-of-the-Word" key ( no spacing), results "FOR" 

According to another embodiment of the invention, when an entire word corresponding 
to an existing word in a database of the words of a language is entered and the user enters 
additional symbols such as at least a space character, at least a punctuation mark, or at 
least an "enter" function at the end of said word, then said word and said additional 
symbols are entered. 

Examples: 
"FOR" followed by an " " results "FOR " 
"FOR" followed by a "," results "FOR," 
"FOR" followed by an"." results "FOR." 

According to one embodiment of the invention, when a user enters a word corresponding 
to an existing word in a dictionary database of the words of a language and then said user 
enters a next word (without entering an end-of-the-word signal such as a space character 
between said two consecutive words) also corresponding to an existing word in the 

86 



( 

dictionary, but the assembly of said two words does not correspond to a.word in a 
dictionary of words database, then the system will automatically add a space character 
between said two words. 

Example: "FOR" fol1owed by "SOME" results "FOR SOME" 

According to one embodiment of the invention, when a user enters a word corresponding 
to an existing word in a dictionary database of the words of a language and then said user 
enters a next word (without entering an end-of-the-word signal such as a space character 
between said two consecutive words) also corresponding to an existing word in the 
dictionary, and the assembly of said two words also correspond to a word in a dictionary 
of words database, then the system may present two choices to the user. A first choice 
may be the assembly of said two words (without a space character between them), and 
the second choice will be said two words comprising one (or more) space character 
between them. According to factors such as predefined system design, meaning of 
assembled and separate meaning of said words, phrase concept, etc., the system may give 
may a higher priority to one of said choices and may print it on the display of the 
corresponding device for user confirmation. The user, then, will decide which one to 
select. For example, proceeding to the entry of the next word/character will inform the 
user that the first choice was confirmed. 

Example I: 
"FOR" foIJowed by "GIVE" may result a first choice 
"FOR" followed by "GIVE" may result a second choice 

Example 2: 

"FORGIVE" 
"FOR GIVE" 

"WORK" foJJowed by "MAN" may result "WORKMAN" 
"WORK" followed by "MAN" also may result "WORK MAN" 

The above-mentioned procedure may be repeated for the following word(s) also 
corresponding to the same principles. 

Exainp]e: 
"WORKMAN" followed by "SHIP" may results "WORKMANSHIP" 
"WORKMAN" foIJowed by "SHIP" may also result "WORKMAN SHIP" 

According to one embodiment of the invention, when a first word corresponding to an 
existing word in a database of the words of a language is entered and the user enters a 
next word/portion-of-a-word to the end of said first word (with no space character 
between them) and said next word/portion does not corresponds to an existing word in 
the dictionary, but said next word/po1iion assembled with said first word corresponds to a 

. word in the dictionary, then the system wilJ automatically attach said first word and said 
second word/portion to provide a single word. 

Example: 
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"FOR" followed by "CING" results "FORCING" 
"FORGIVE" followed by "NESS" results "FORGIVENESS1

' 

According to one embodiment of the invention, when a first entered word/portion-of-a­
word does not exist in a database of the words of a language and the user enters a next 
word/potion-of-a-word, the system will assemble said first and next portions and 
compares said assembly with the words in a dictionary. If said assembly corresponds to a 
word in said dictionary, then the system selects said word and eventually presents it to the 
user for confirmation. 

Example: 
"SYS" followed by "TEM" results "SYSTEM" 

It is understood, that for better results, also for reducing the ambiguity, automatic end-of­
the-word procedure may be combined with user intervention. For example, pressing a 
space key at the end of a portion, may inform the system that said portion must be 
assembled with at least one portion preceding it. The system may also place a space 
character at the end of said assembled word. 

Example 1: without user intervention, the following situation may occur: 
"FOR" followed by "GIVE" may result a first choice, "FORGIVE" 
"FOR" followed by "GIVE" may result also a second choice, "FOR GIVE" 

Example 2: with user intervention, the following situation may occur: 
"FOR" followed by "GIVE" followed " " may result one choice, "FORGIVE " 

Entering the system into a manual/semi-automatic/automatic end-of-the-word 
mode/procedure may be optional. A user may inform the system by a means such as a 
mode button for entering into said procedure or exiting from it. This is because in many 
cases the user may prefer to manually handle the end-of-the-word issues. 

As mentioned in a previous embodiment, the user may desire to, arbitrary, enter one or 
more words within a chain of characters. This matter has already been described in one of 
the previous embodiments of the invention. 

Example: "91 SYSTEMep 7" 

According to one embodiment of the invention, the system may present to the user, the 
current entered word/potion-of-a word (e.g. immediately) after its entry (e.g. speech and 
corresponding key press) and before an "end-of-the-word" signal has been inputted. This 
will be a dynamic recognition processing. The system may match said portion with the 
words'of the dictionary, relate said po1iion to previous words/portions-of-words, current 
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phrase context, etc., to decide which output t.o present to the user. The system may also, 
simply present said portion, as-it-is, to the user. This procedure may also enable the user 
to enter words without spacing between them. For example, after a selected result (e.g. 
word) presented to the user has been selected by him, the user may proceed to entering 
the following word/potion-of-a-word without adding a space character between said first 
word and said following word/portion-of-a word. The system will attach said two words. 

Example: 
"PRESS" followed by "SPEAK" results "PRESSSPEAK" 

In additional to standard words in a dictionary, the word database of the system may also 
comprise abbreviations, words comprising special characters (e.g. "it's"), etc. 

Referring to Fig. 81, for example, when a user presses the key 8103 and says "its", the 
system may select the words, "its", and "it's" assigned to said key and said (portion of) 
speech. The system may either itself select one of said words ( e.g. according to phrase 
concept, previous word, etc.) as the final selection or it may present said selected words 
to the user for final selection by him. In this case the system, for example, may print the 
word with highest priority (e.g. "its") at the display of the corresponding device. If this is 
what the user desired to enter, then the user may use a predefined confirmation means 
such as pressing a predefined key or proceeding to entering the following data ( e.g. text). 
Proceeding to entering the foilowing data (e.g. text) may be considered by the system as 
the confinnation of the acceptance of the current proposed word. If said printed/proposed 
word is not what the user intended to enter, then the user may select the other selected 
words (e.g. "it's") by a selecting means provided within the system. 

As mentioned in previous upplications, symbols (e.g. speech/phoneme-sets/character­
sets/etc.) may be assigned to a mode/action such as double-pressing on for example, a key, 
combined with/without speaking. According to one embodiment of the invention, an 
ambiguous word(s)/part-of-a-word may be assigned to said mode/action. For example, the 
words "tom" and "tone" (e.g. assigned to a same key 8101) may cause ambiguity when 
they arc pronounced by a user. One solution to disambiguate them may be in assigning 
each of them to a different mode/action. For example, a t1ser may single press ( e.g. pressing 
once) the key 8101 and say ''torn'' to enter the character-set "tom'' of the example. Also 
said user may double-press the key 8101 and say "ton" to enter the character-set "tone" of 
lhc example. 

Also for example, a first phoneme-set (e.g. corresponding lo at lens! pnrl of the speech ofa 
\,vnrd) ending \Vith a vowel may cause ambiguity with n second phoneme-set which 
comprises snid first phoneme-set al the beginning of it and includes addit.ional phoncmc(s). 
Said first phoneme-set and said second phoneme-set may be assigned to t,;,,,o different 
modes. This 11rny signi licantly augment the nccurncy of voice/speech recognition, in noisy 
environments. For exnmple, the plwne·me-set ''ma" may cause ambiguity with the 
phoneme-set "mnll" \.vhcn they are pronounced by a user. For better disambiguation, each 
of them may be assigned to a different mode, For example, the phoneme-set ''ma" mny be 
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assigned to a single-press of a cori·esponding key and the phoneme-set "mall" may b·e 
assigned to a double-press on said corresponding key. 

According to another embodiment of the invention, the symbols (e.g. phoneme-sets) 
causing ambiguity may be assigned to different corresponding modes/actions such as 
pressing different keys. Although obviously it is not convenient, in the example above, the 
first phoneme-set "ma" may, for example, be assigned to a first key such as 8101, and the 
second phoneme-set "mall" may be assigned to another key. 

Also, according to one embodiment of the invention, a first phoneme-set represented by a 
ut leasl a character representing the beginning phoneme of said first phoneme-set may be 
assigned to a first nction/mode, and a second phoneme-set represented by at least a 
character representing the beginning phoneme of said second phoneme-set may he assigned 
to a second action/mode, and so on. For example, the phoneme-sets starting with a 
representing chan1c!er "s" may be assigned to a single press on the key 810 I, and the 
phoneme-sets starting with a representing character such as "sh'' or "t", may be assi,!::,rned to 
a double press on, the same key 810 I, or another key. 

According to one embodiment of the invention, single letters (e.g. ''a" lo "z") may be 
assigned to a first mode/action and words/portion-of-words may be assigned to a second 
::iction/mode. For example, a single letter may be assigned to a single press on a 
corresponding key (e.g. combining with user's speech of said letter), and a word/portion­
of-a-word may be assigned to a double press on a corresponding key. According to this 
example, a user may combine a letter-by-letter data entry and a word/part-of-a-word data 
entry. For this purpose, on one hand, said user may provide a letter-by-letter data entry by 
single presses on the keys corresponding to the letters to be entered while speaking said 
1.etters, and on the other hand, said user may provide a word/part-of.a-word data entry by 
double presses on the keys corresponding to the word/part-of-a-word lo be entered while 
sreaking said \Vord/part-of-a-word. 

According to one embodiment of the invention, a means such as a button press may be 
provided for the above-mentioned pw11ose. For example, by pressing a mode button the 
system may enter into a character-by-character data entry system and by re-pressing the 
same button or pressing another button, !he system may enter into a worcl/part-of.-a-word 
data entry system. According to this embodiment, in a corresponding mode, a user may for 
cxnmple, enter a chnracter or a worcl/parl-of-a-word by a single pressing action on a 
corresponding key i.lllcl speuking the corresponding character ( e.g. letter) or word/pmt-of-a­
word. 

Also worcls/portion-of:.words having similar pronunciation mny be assigned to different 
modes, for example, ~1ccording to their priority, in general, or in the corresponding phrase. 
In this case, for example, a first word/portion-of-word may be assigned to a mode such as a 
single press, and a second word/portion-of:.word may be assigned to a mode such as a 
double press on a corresponding key, a11cl so on. For example, words "by" and ''buy" lrnve 
similar pronunciations. A user 1rniy enter the word "by" by n single press on a key assigned 
lo the letter "b" nnd saying "bi". Sr1icl user may enter the word "buy'' ( e.g. having lower 

90 



( 

priority, in genera.)) by applying a double press on a key corresponding to the letter "b" and 
saying "bi". Also for example, the syllable/character-set "bi" (also pronounced "bt''), may 
be assigned to a third mode such as a triple tapping on a key, and so on. 

As mentioned before, the different assembly of selected character-sets relating to the 
speech of at least one portion of a word may COITespond to more than a word in a 
dictionary data base. Also as mentioned before, a selecting means such as a "select-key" 
may be used to select an intended word among those matched words. A higher priority 
(when there are more than one selected words) may be assigned to a 1.vord according to 
the context of the phrase to which it belongs. Also, higher priority (when there are more 
than one selected words) may be assigned to a word according to the context of at least 
one of the, previous nnd/or the following portion(s)-of-words/words. 

According to one embodiment of the invention, each of said mntchecl words may be 
assigned to a different mode of the data entry system of the invention. For example, when 
a user presses a key corresponding to the letter "b" and says ''be", two words "be" and 
"bee" may he selected by the system. To avoid the use of for example, a "select-key", 
according to this embodiment, a first selection "be" may be assigned to a mode such as a 
single~press mode and n second selection 'bee'' may be assigned to a mode such as a 
double-press mode. According to this embodiment, in the example above, a user may 
press once the key corresponding to "b" and says "be" to provide ''be". He also, may 
double press the same key and say "be" to provide "bee". 

According to one embodiment of the invention, some of the spacing issues may also be 
assigned to a mode such as a single-press mode or a double-press mode. For example, in 
automatic spacing procedure, the attnching/detaching (e.g. of portions-of-words/words) 
functions may be assigned to a double-press mode. According to this embodiment, a 
word/portion-of-a-word assigned to this mode may be attached to a v,1ord/portion entered 
before or being entered after this word/portion. For example, when if a user enters a word 
such as the word "fr>r" by a single press (e.g. while speaking it), a space character mny 
automatically be provided before (or after, or both before and after) said word. If same 
word is entered by a double-press (e.g. while speaking it), said word may be attached to 
the previous word/portion-of-word, or to the word/portion-of-word entered after it. 

f n the example above, also fr>r example, a double press after the entry of a word/portion­
of-,Hvord nrny c:iuse the same result. 

According to one embodiment of the invention, for automatic spacing purposes, some of 
the words/part-of--the-words assigned to corresponding phoneme-sets, may include at • 
least one space charncter at the end or them. In Lhis case, when said space is not required, 
it may, autonrnticully, be deleted by the system. Characters such as punctuation marks, 
entered ;:it the end of a word may be loc;:ited (e.g. by the system) before said space. For 
example: 

"word'' followed by ",'1 results ''word," 
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According to another embodiment of the invention, for m~tomatic spacing purposes some 
of the words/part-of-the-words assigned to corresponding phoneme-sets, may include at 
least one spnce character at the beginning of them. Jn this case, when said space is not 
required (e.g. for the first word of a line), it may be deleted by the system. BecaLtse the 
space character is located at the beginning of the words, characters such as single letters 
or the punctuation marks may, as usual, be entered at the end of a word (e.g. attached to 
it). 

According to one embodiment of the invention, during data entry including automatic 
spacing procedure, an action such as a key press for attaching the c1ment portion/word to 
!he previous/fol/owing portion/word may be provided. For example, if a space is 
autonrntica/ly provided betvveen two (e.g. current and precedent) words/portions, a 
predefined nction such as a key press may eliminate said space and attach said t\.vo 
words/portions. Example: 

"for"+" give"+ a predefined key-press, results ''forgive" 

According to another embodiment of the invention, a longer durntion of pronunciation of 
a vowel of a word/syllable/portion-of-a-word, ending with said vowel, may cause a better 
disambiguation procedure by the speech recognition of the invention. For example, 
pronouncing a more significant laps of time, Lhe vowel "o" when saying "vo" may inform 
the system that the word/portion-of-a-word to be entered is "vo'' and not for example, the 
word/portion-of-a-word ''vol". 

According to one embodiment of the invention, by using a predefined means such as a 
predefined key pressing action, the data to be inputted may be capitalized. For example, 
by pressing a ''Caps Lock" key the letters/words/part-of-words entered by a user may be 
inputted/outputted in uppercase letters. 

According to one embodiment of the invention, a letter/word/part-of-word in lowercase 
may be assigned to a first mode such as a single press on a corresponding key (e.g. 
combined with/without the speech of said letter/word/part-ot:word) and a 
letter/word/part-of-word in uppercase may be assigned to a second mode such as a double 
press on a corresponding key (e.g. combined with/vvithout the speech of said 
lctter/word/part-of-v,1ord). For example, to provide the word ( e.g. character-set) 
"thought", a user may single press the key 8101 and say "thought''. To produce the word 
( e.g. character-set) ''THOUGHT", said user may double press the key 810 I and say 
"thought". This may permit to locally capitalize an inpllt. 

Also, according to a similar principle, a word/part-of-word h<1ving its first letter in 
uppercase and the rest of it in lowercase, may be assigned to 3 mode such as a single­
press mode, double-press mode, etc. 

According to one embodiment of the invention, as described in previous applications for 
clrnracter-by-charnctcr cl::it<1 entry, a lctier/word/parl-o(:a-word may be assigned to more 
than one single nction, such as pressing two keys simultaneously. For example, a 
worcl/parl-o/:a-worcl starting with "th", may be assigned lo pressing simultaneously, two 
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different keys assigned to the letters "t" and "h" respectively, and ( eventually) speaking 
said word/part-of-a-word. Same principles may be assigned to vvords/parts-of-words 
starting with "ch", "sh", or any other letter of an alphabet (e.g. "a", "b", etc.). 

According to one embodiment of the invention, words/part-of-a-words starting with a 
phoneme represented by a character may be assigned to a first mode such as a single 
press on a corresponding key, and words/part-of-n-words starting with a phoneme 
represented by more than one character nay be assigned to a second mode such as a 
double-press on a corresponding key. For example, words/part-of-words starting ,vith "t" 
may be assigned to a single-press on a corresponding key (e.g. combined with the speech 
of snid words), and words/part-of-words starting "th'' may be assigned to a double-press 
on said corresponding key (e.g. combined with the speech of said words). 

As mentioned before, depending on different embodiments of the invention, in different 
categories di fferenl dictionaries such as dictionary of words in one or more languages, 
dictionary of syllables/part-of-words ( character-sets), dictionary of speech models ( e.g. of 
syllables/paii-of-words), etc., may be used. If necessary, two or more dictionaries in each 
or in whole categories may be merged. For example, a dictionary of words and a dictionary 
of part-of-words may be merged. 

As described before, the data entry system of the invention may use any keyboard and 
1m1y function with many data entry systems such as "multi-tap" system, word predictive 
systems, virtual keyboards, etc. For example, on one hand, a user may enter text (e.g. 
letters, words) using said other systems by pressing keys of the corresponding keyboards, 
without speaking (e.g. as habitual) the input, and on the other hand, said user may enter 
data such as text (e.g. letters, worcls/part-of:.vvords), by pressing corresponding keys and 
speaking said data (e.g. letters, words/part-of-words, other characters such as punctuation 
marks, etc.). 

As mentioned before, the data entry system of the invention may use any voice/speech 
recognition system and method for recognizing the spoken symbols such as characters, 
words-part-of 'vvorcls, phrases, etc. The system may also use other recognition systems 
such as lip-reading, eye-reading, etc, in combination vvith user's actions recognition 
systems such as different modes ofkey-presscs, finger recognition, fingerprint 
recognition, finger movement recognition (e.g. by using a camera), etc. These recognition 
systems and user's actions have been described in previous patent applicalions by this 
inventor. Al/ of the features in said previous applications (e.g. concerning the symbol-by­
symbol data entry) may also be applied to macros e.g. word/portion-Of \1''0rd by 
word/portion-of-word) data entry system of the invention. 

According to another embodiment of the invention, (as described in previous applications 
concerning the chnractcr-by-clrnracter entry level) a user may speak words/part-of-words 
without pressing the corresponding keys. On the other hand, said user may press a key to 
inform the system of the end/beginning or a speech (e.g. a character, a pnrt -of-a-word, a 
word, a phrase, etc.), a punctuation mark, a function, etc. 
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The data entry system of the invention may also be applied to the entry of macros such as 

more-than-a-word sequences, or even to a phrase entry system. For example, a user may 

speak two words and press a key corresponding to the first letter of the first word of said 

two words. 

Although in many paragraphs in this application and in the previous applications, for data 

entry purposes, key presses combined with voice/speech of the user have been mentioned 

as examples, the data entry system of the invention may be applied to other data entry 

means (e.g. objects such as user's fingers to which characters, words/paii-of-words, etc. 

may be assigned) and may use other use 's behaviors and corresponding recognition 

systems. For example (as have already been described in previous patent applications 

filed by this inventor), instead of (or in combination with) analyzing pressing actions on 

keyboard keys, the system (by for example, using a camera) may recognize the 

movements of the fingers of the user in the space. For example, a user may tap his right 

thumb (to which for example, the letter "m, n, o", are assigned) on a table and say "milk". 

In this example, said user's finger movement combined with said user's speech may be 

used to enter the word "milk". 

In another example and according to same principles, said other data entry means may be 

a user's handwritten symbol (e.g. graffiti) such as a letter, and said behavior may be 

user's speech. For example, by using a pen-based device (e.g. PDA, stylus, etc.) using a 

hand-writing recognition system, a user may write a symbol such as a letter and speak 

said letter to enhance the accuracy of the recognition system of the system. In another 

example, said user may write at least one letter corresponding to at least a first phoneme 

of the speech of a word/part-of-a-word, and speak said word/part-of-a-word. When said 

user writes said letter, the hand-writing recognition system of the device recognizes said 

letter and relates it to the words-part-of-the-words and/or phoneme-sets assigned to said 

at least one letter (or symbol). When the system hears the user's voice, it tries to match it 

to at least one of said phoneme-sets. If there is a phoneme-set among said phoneme-sets 

which matches to said speech, then the system selects the character-sets corresponding to 

said phoneme-set. The rest of the procedure ( e.g. the procedure of finding final words) is 

similar to the ones described in different embodiments of this application and the 

applications filed before by this inventor. 

According to one embodiment, the data entry system of the invention as described in this 

application and previous applications filed by this inventor, may be summarized as 

follow: 

- A data entry system comprising: 
- The use of at least one object/action ( e.g. to which symbols such as at least, a 

character, a word, a part-of-a-word, a function, etc. may be assigned) for informing 

the system of at least a first input, combined with; 
- at least one user's behavior (no behavior is also considered as a behavior) for 

informing the system of at least a second input providing more information to the 

system for helping the system to select an intended input corresponding to said first 

input; 
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wherein, said /action may be objects/actions such as a user's fingers, keys of a keyboard, 

user's fingerprints, hand-writing, etc., and said user's behavior may be behaviors such as 

user's speech, directions of user's finger movements (including no movement), user's 

fingerprints, user's lip or eyes movements, etc. 

Contrary to other data entry systems wherein many key presses are used to input few 

characters, the data entry system of the invention may use few key presses to provide the 

entry of many characters. 
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A Method of Configuration of Symbols on a Keypad 
Different methods of configuration of symbols have been proposed in prior patent 
applications filed by this inventor. Fig. 87 shows a method of assignment of symbols to the 
keys of a keypad 8700. 

As before, Letters a-z, and digits 0-9 are positioned on their standard position on a 
telephone-type keypad and may be inputted by pressing the corresponding key while 
speaking them. 

Also as before, many punctuation characters and functions are assigned to the keys of said 
keypad and may be inputted by pressing ( or double pressing) the corresponding keys 
without speaking them. 

In this configuration, some of the punctuation marks such as "+" sign, which are natura11y 
spoken by the users, are assigned to some keys and may be inputted by pressing a the 
corresponding key and speaking them. 

Also according to this arrangement some symbols such as the"-" sign 8702, which may 
have different meaning and according to a context, may be pronounced or not pronounced 
according to the context of the data, are positioned in a key, in two locations. They are once 
grouped with the symbols requiring speaking while entering them, and also grouped with 
the symbols who should not be spoken while entering them. To a symbol requiring speech, 
more than one speech may be assigned according to the context of the data. For example, 
the sign"." 8702 assigned to the key 8703, may be inputted in different ways. 

- A user may press the key 8703 and say "minus" 
- A user may press the key 8703 and say "dash" 
- A user may press the key 8703 without speaking. 

Thus, while there have been shown and described and pointed out fundamental 

novel features of the invention as applied to alternative embodiments thereof, it will be 

understood that various omissions and substitutions and changes in the form and details 

of the disclosed invention may be made by those ski1led in the art without departing from 

the spirit of the invention. It is the intention, therefore, to be limited only as indicated by 

the scope of the claims appended hereto. It is to be understood that the drawings are not 

necessarily drawn to scale, but that they are merely conceptual in nature. For example, 

the features described in this application and the applications fiJed before may apply to 

all of the embodiments of the invention. Also an embodiment of the invention may be 

function separately or it may function combined with one or more other embodiments of 

the invention. Also, for example, if the system comprises enough memory and 

processing capabilities, a phrase recognition system may be used to select one of said 

selected word according to the corresponding phrase context. 

Cf tp 



( 

Tnltm:hanging ambiguous_symbols on the keys ofa keypad 

As mentioned hefore, some symbols such as t11e letters assigned lo a same key of a 

keypad/keyboard may have nearly similar pronunciatio11s. This may cause ambiguity for 

the voice/speech recognition system of the invention. fig. 91 a shows a standard 

telephone-type keypad 9100. Pair of lellers, "d" and ""e", assigned to Lhe key 910 I may 

caLL<;C ambiguity to the voice/speech rec.:o!_.,milion system of the invention when said key is 

presses and one of said leuers is pronounced. l'air of'lencrs, "m" and "n" assigned Lo tht:l 

neighboring key 9102 may also cause ambiguity between them wh1.:11 one of them is 

pronounced. On the other hand, letters "e" or "d" may easily be distinguished from the 

letters "m" or ''n". By interchanging the assigmncnt of one of Lhe lellers of each pair to 

the corresponding key of the olht.:r pair, the recognition probh.:rn of said four letter.~ (e.g. 

by using the press and speak data entry system of" the invention) will be solved. This may 

slightly modify the alphabetical order con figuration of a keypad, but will dramatically 

augment the accuracy or Lhl: data entry. Fig. 91 b shows a keypad ~) 110 uftt:r said 

modification. 

~.ulomalk Spacing Method. 
As previously mentioned, an ,rntumatic spacing procedure for attaching/detaching of 

po11ions-of-word-'llwords may~ be-:-1ssi-gneU--W-tt mutk sud1 as a single-press mode or 

double-press mode. As aln.:11dy described, a user may enter a symbol such as al le,L'll part 

of a word (e.g. without providing a space character at its end), by speaking said symbol 

while pressing a key corresponding to the beginning character/plmnemc o( said symbol 

(in the character by character data entry system of the invention, said beginning character 

is said symbol). Accordinia: Lo said procedure, also for example, a user may enter a 

symbol such as al 11.:ast part of a wor·d (e.g. including a space character at its end), hy 

speaking said symbol while double-pressing said key corresponding to the beginning 

character/phoneme of said symhol. In data entry systems requiring many key presses to 

ent~r a word, this may be particularly beneficial. 

According to the ahove-menlion1.:d principles, for example, in a character-by-character 

data entry system or the invention, a character may he cnlcr1.:d and attached to the 

previous characlcr, by ::.peaking/nnt-spcaking said character while, for example, single 

pressing a corresponding key. Same action including a double-pressing action may cause 

to enter said characler and attach it to said previous character, but also may add a space 

character after the current drnract.er. The next characlc!' to be e11tercd will be positioned 

after said space character (e.g. wiH be attached lo said space character). For example, to 

enter the words "st:c you ", a user may first enter lht: kiters "s" and "c" by saying them 

while single pressing their corresponding keys. Then he may say ''e" while double 

pressing its corresponding key. The user then may enter the letters "y" and "o" by saying 

them while single pressing lhc cum:sponding keys. He, then, may say "u" while double 

pressing the corresponding key. 

According to another embodiment of the invention, instead of' locating said space 

character after said current character, the system may loc,1le said space character before 

said current character. 
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ll is understood that instead of a space character, any other symbol (or group or symbols) 

may be considered after said character or he fore iL or course, considering that a letter is 

part ()fa word, as previously described, same procedure applies to part-1.1f•a•wonl/word 

level of the data entry i-ystem of the inve11tiL1I1. Ag,tin for cxample, a user may enter the 

words "pn::parc it", ht: firsL enlt:r the portion "pre" by saying it while for example, single 

pressing the key corresponding to the kttt::r ·'p". Then he may enter "pare" (e.g. im:luding 

a space at tl1e end of it) by saying "pare " while <louhle pressing the key corrcspor1ding to 

lhe letter ''p'', The use then, may enter the word "iL" (e.g. also including a space at the 

end of it) by saying it whik lluubk pms:sing thi.; key corresponding to the letter ''i". 

QWERTY Configurfili9J1.on a Keypad H;aying Reduced Number of Keys 

According to one embodiment of the invention, the co11figuration and/or assignmeut llf 

letters on a keypad may be according to the configuration of the k:llcrs on a QWERTY 

key hoard. Thi.i; may altra<.:l many people who do not use a telephone-type keypad for data 

entry simply because they are not familiar with the alphabetical order conligurat.ion of 

letters on a standard telephone keypad. Accordi11g to one embodiment of the inve11t.iou, 

usiitg such keypad combined with the data entry system ofthc irm.:nliun may also 

provide belier n:cugnilion m.:curm:y by the voice/speet:h recognition system of the 

invention. 

Fi~. 921.1 shows u tclcphum.:-Lypc kuypau 920 whcrdn alphabetical characters are 

arra11gcd-011/assig11ed-to its keys acco1·ding to the configuration of the said letters ou a 

QWERTY kc:yboard. As shown, the letters on the upper row of the letter keys ofa 

QWERTY keyboard arc distributed on the kc.:ys 921-923 of the upper row 924 of said. 

keypad 920, in the same order (relating to each other) of said lctlt::rs on said QWERTY 

key hoard. The lellers positioning on the middle letter row of a QWERTY keyboard arc 

di_stributcdcm the keys ofth9 second row 925 of said keypad 921, in the same order 

(relating to each other) that said letters arc arranged on a QWERTY keyboard. And 

finally, Letters on the lower letter row of a QWERTY keyboaJ'd arc distributed on the 

keys of a third row 926 of said keypad 920, in the sHtne order (relating to each other) that 

they are positioned on a QWERTY keyhoard. 

With continuous reference to this embodiment, said alphahetical letters may be 

distdbutcd on the keys of said keypad in a 111a1111c1· to locate ambiguous letters on 

diflcrent keys. fig. 92b shows as an example, a QWUlTY arranged keypad 927 with 

minor modific11tions. In said keypad., the key assignment of the letters "M" 928 and ''/'' 

929, are interchanged in a nmnncr to eliminate the ambiguity between the lellers --M" and 

"N". l_n this example, the QWERTY configuration has been slightly modified hut hy 

using said keypad wilh lhc data entry system of the invuntion, thi.; n.:cognition ac.:t:uruey 

may be augmented. It is understood that any other letter arrangement and modificatiorts 

may be considered. 

A:s ::;huwn. Lht: QWERTY kl.:yp11d uftlu..: i.r1v1.mt.ion urny comprise other symbols such as 

punctuation characters, numbers, ti.1nctio11s, etc. They may be entered by using the data 
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entry system of the invention a~ described iu this application and the previous 

applications filed by this inventor. 

IL must be noted that_alphabetical letters having a QWERTY (or any other) arrange1'nent 

may be assigned to the keys of any keyboard having reduced number of keys. Said· 

keyboard may be combined and used with the data entry system of the invention, It is 

understood that for better accuracy, any standard arrangement may be modi lied, 

QWERTY Arrangement on Six Keys 

According to one embodiment of the invention, the data entry system of the invt:ntion 

may use a keyboard/keypad wherein alphabetical letters having a QWElrJ'Y arrangement 

arc ,issigmxl to six keys of said keyboard/keypad. 

As known, alphabetical letters arc arranged 011 the keys of three rows of keys a PC 

keyboard m:cording Lo a configuration order called QWERTY. Fig 9J shows a QWERTY 

keyboard 9300 wherein the letters A to Z arc arranged on three rows of the keys 9307, 

9308, 9309 of said keyboard. Usually, a user uses the fingers of his hoth hand for (touch) 

typing on said keyboard. lly using the lingers of his left ha11d, a user for example, types 

the alphabetical keys as shown tm the left side 930 I of said keyboard 9300, and by using 

the fiug1:rs uf hi:; right han<l, a u:;cr for cxmnplc, types lhe alphabetical keys siniatcd on 

the light side 9302 of said keyboard 9300, A.ecording to these principles, it may be 

considered that the alphabetical keys of a QWERTY keyboard are arranged according to 

a three-row ~)307, 9308, 9309 by two-column 9301-9302 table, • 

According lo one embodiment of the invention, a group of six keys (e.g. 3 by 2) of a 

reduced keyboard may be used to duplicate said QWERTY arrangement ofa PC 

keyboard on them ,md used with the data entry system of the invention. Fig. 93a shows a,;··· 

an example, six keys preferably arranged in three rows 9317-9319 and two columns 

9311-9312 for duplicating said QWERTY arrangement on them. A.s an example, the 

upper left key 9313 contains the lcllcrs "QWERT", con·esponding to the letters situated 

on the keys of the left side 9.101 oflhe upper row 9.101 of the QWERTY keyboard 9300 

of the Fig. 93. The Other keys of said group of six keys follow the same principle and 

contain the eorrcspondi11g letters siniatcd 011 the keys of the corrcsponding row-and-side 

of said PC keybo;ird. 

A. user of a QWERTY keyboard usually knows exactly the location or each letter. A 

motor rdkx pl:rmits him to typi.: quickly llll t1 QWERTY ki.:_yboanl. Duplicating a 

QWERTY arrangement on six keys as described here-above, permits the user Lo Louch­

type (fast typirtg) on a keyboard having reduced nurnhcr of kcys. Said user n1ay, fo1· 

example, use the thumbs ofbotb hands (lcti thumb for lcH column, right thumb for right 

column) for data entry. This looks like keying on a PC keyhoard permitting fast data 

entry. 

It is understood that the left side and right side characters definition of a keyboard 

described in the example above is shown only as an example. Said definition may be 
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~~sign{~d. t() \ U~)Ltplf::r,Jf s{~i.~.tt<~l~i resc.>Jffsthat probkrr~'.. h1stead. orp~ilsi1,1g and pressing 
~aid key once, the wmrSimply d<.>µbl<fpress~s said key without saidpa~,1se~ 
•,,.,• ' , ,, •. • .. ' ' ' ",' ' ',, '•• • •' : ' ' ' ,, ' • ,: '•' !.''.: •_,, ,. \_,', '~'•••• .• '•'• ,_.,:. •,..•,,' ' ' /" ' , ' ., ' I '•: '• \,,: , •' ,,., .~'' 

!',• \{'·[ •• ::../()/~'.''. .. ~~i/\;:.:<::·\/ .. 'f 

Also, it is understood that the QWERTY arrangement of the lctt~rs on a gruup of keys as 
described here-above, is provided as an example. Other configuration of symbols such as 
the alphal.H;:ti<.:til ,.>1·1.h.:r:;;t 1.m L1lhi.:r.m1mbcr llf keys, in any key arrangements, may be 
considered. For example, according one embo.dimc.11LufJhi::...iruLL:nliu11,_a_ke..)qiaclma1-¥--------­

contain two keys for assigning the mosl lh::c.p1ently used letters, ,Uld it may have olhi;.r two 

k.C)l!:l tu which h.:s::i frc4ucnlly ust:c.l leLLers are assig11ed. • 

Today must c!L:ctrunie dcvic1:s pcrmilling Juta enlry are equipped with a telephone-type 
keypad. The configuration and assignment of Lhe alphabetical letters as described hefore 

may he applied tu tl1t: k1:ys of a t1:kphonc-lype keypad. 
/.J> I 
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Fig. 94a shows a tclcpl10nc-type keypad 9400 wht::rcin alphabcdcallcrtcrs having 

QWERTY configuration arc assigned (e.g. as described before) to six keys of two 
neighboring columns 9401, 9402 of said keypad. By being on neighboring columns, entry 

of the letters by (the thumb of) a single hand becomes easicr. Also as mc11tionc::J before, 
the ust::r may use his both thumbs (e.g. !cit thumb for left column, right thumb for l'ighl 
column) for tJLlick data entry. lt is understood that other symbols such as punctuation 
marks, numbers, llinctions, etc., may be distributed among the keys of st1id keypad and be 
entered according to the data entry system of the invention as described in this 
application and the applications filed before by this inventor. 

Mg. 94b shows anotht::r tclephonc-typt· keypad 9410 wherein alphabetical lellcrs having 

QWERTY configuration are assigned (e.g. as dt:scribed before) to six keys or two 
exterior columns 9411, 1)412 of said keypad. By being on two extcrior columns, entry of 
the lellcrs by (the thumbs of) two hands becomes t:.asier. Also as mentiu11ed befon.:, the 
user may a single hand for tlata entry. In this t:Xample, minor modifications have been 

applied ft>r augmt::nting the accunu.:y ofLhc voice/speech recognition system of the 
invention. For example, leLtcrs ·'m" and ··k" have been interchanged on the corresponding 

keys 9413, 9414 to avoid the ambiguity between the letters ''m" and "n". /\!so, lellt:rs "f' 
and "z" have been interchanged on the corresponding keys 9413, 9414 to avoid the 
ambiguity betwt-:cn the leHcrs "f' arid "s". II is understood that other changes in the 
eo11figuration may be considered. for fa<;ter datc1 entry some dmracters such as 1.ht:: space 
character may be assigned to several keys 9415, 9416. 

Fig. 94c shows another tckphcme-type ki..:_vpad ()420 wherein alphabetfoal ktters 
arrangement based on principles described before and showed in fig. 93c are a-;signed to 

four keys of saitl keypad~ • 

Tl is underntood that the QWERTY arrangement of letters on few (e.g. 6, 4, 2. etc.) key:-; • 

ofa keyboard sut:h as a keypad is described as cxampk:. Other kind of letter 
al'J'angemcnts such as alphabetical order muy also he considered and assigm:d 10 few keys ' 
such as two/four/six. etc .. keys. 

A personal mobile computer/telcco111municaOon dcvic.!! 
A mobile device must be small to pmvidc easy portability. An ideal mobili.: device 
requiring data (e.g. text) enlry and/or data communic11tion must have small data cnlry unit 
(e.g. HI most, only fow keys) and a large (e.g. wide) display. 

The arrangement of alphabetical letters (and Nhcr symbols) uu few keys and the 

capability of quick and accurate complcrc dnt.i entry pmvidcd by the data entry system or 
the invention through said few keys, may permit to reconsi<ler the design of somc of the 

current prodllcts for making thcrn more dficienl. 

One of those products is the mobile phont" which is now used ft,r the tasks such as lt:xt 
messaging and tJ1e internet, aml is predicted to ht:come a mobile computing device. The 
actual 1ll(1hilc phone is designed contrary to the principles Jcscdbed here-above. 111is is 
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because the (complkatcd) <lata entry systems ol'the mobile phuues require the use of 

many keys, using a substantial surface of the phone, providing :slow data entry, and 

leaving a small area for a small (e.g. nam,w) disph1y unit. 

One ol' the n1cist commonly used applications ol' a computer is the word processing 

procedure. Along with the use ol"the Internet, writing letters will also bi.:.:omc the most 

commonly used application or a mobile computericornmunication device. Said 

application requires a wide tlisplay to pennit drafting, formatting, ..-rnd viewing the 

document prelcrably in its entire width. For example, while drafting a letter, the ust::r 

musl sec said document in its entire width, without being obliged lo scroll it to the left or 

to the right. 

According to one embotlimenl of the invention, an electronic dcvict:: such m; a mobile 

compuling/communication ckvice comprising a wit.le display and small data entry unit 

having quick data entry cap,tbility 1m1y he provided. Fig. 95a show:s a mobile 

cmnputing/communication device 9500 having two rows ol'kcys 9501, 9502 wherein the 

alphabetical lellcrs (e.g. preferably, having QWIJ{TY arrangement as described before) 

arc assigned to them. Other symbols such as numbers, punctuation marks, functions, etc. 

may also be assignetl to saitl keys (or other keys), as described before. Said keys of said 

communication device may be combined with lht: press mid speak data entry system or 

the invention to provide a t:omplt:tc quick data entry. Use of few ke,1s (e.g. in Lwo rows 

only) for data entry, permits lo integrate a wide display 9503 within said device. 'fht'. 

width ol'said mobile device (and obviously, said display unit) may be approximately the 

width or an A4 paper to provide an almost real size (e.g. widtl1) tlocument for viewing. 

Said mobile computing/communication device may also have other bullons sut:h as the 

buttons 9504, 9505 for functions such as scrolling the docnment Lo upward/downward. to 

left/right, navigating a cursor 9506 within said display 9503, senclll:nd functions, etc. 

Also said device may comprise a mouse (e.g. a point ,mcl click <lcvi<:e) within, for 

example, the backside ofit. ln several patent applications (such as "stylus Complltcr", 

and "Features to Enhance I )ala Entry") tiled by this inventor mouse/browsing issues on a 

display and other dala entry enhancement means have ht:cn described. All of said issues 

of ~aid applications may he combined between them and/or cc,mbined with the data entry 

syi-;tem and data commuriicat.ion devices of Lhis iuvenliun. 

With continuous description of Fig. 9:,a, the arrangement of Lht: keys in two rows ~)50 f, 

9502 on lefl i:u1d right side of sai<l communication device 9500 permits the user to thumb• 

type with his two hands while holding said device 9500. lt is underslouJ that other 

configuration of'letters and other symbols on other armngemcnt. ofkl:ys on said device 

may he considered. For example, the device may comprise only fow keys arranged in 

only one mw wherdn said symbols te.g. lcni:rs) are assig11ed t<> them. 

Also as m~ntiom:d before and dcscrihcd in corrcsptmding patent application, by 

providing a mouse (not shown) in the backside of said de.vice, Lhe u.-;cr may use for 

example, his forefinger, for operating said mouse while pressing a relating button with 

his thumb. 
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Also, as mentioned, said device may be used as a telephone. 1t may comprise at ltmst om: 

microphone 9507 and at least a speaker 9508. The distance betwet::n the location of said 

microphone and said speah:r on said device may corrcspoml lo thi: distance between 

moulli a11rl enr nf a user. • 

Fig. 95b shows as an example, a device 9510 similar to that of' the Jig. 9500, wherein its 

input unit comprises four keys only. arranged in two rows 9511, 9.'i 12 and wherei11 the 

alphabetical letters and numbers arc assigned to said keys according lo principles alrL~acly 

described. Other syrnhols and functions (not shown) may also be assigned lo said keys 

and/or other keys according to the principles already dcscribed. A user may use his L\HJ 

LhLUnbs 9) 11. 9514 for typing. 

Fig. 95c shows as an example, a device 9520 similar to that of the lig. 9510, whercin its 

input Llnit comprises four keys only arranged in two rows 9521, 9522 located on one side 

of said electronic device, and wherein the alphabetical letlcrs_, and numbers an:: assigned 

to said keys according lo princ.iples already (lescrihcd. Other symbols amf functions (m.11 

shown) may also be assigned to saic.l keys and/or other keys aecordiug ti.) the principles 

already described. A user may use one hand (or two hands) for data entry. A nub 9523 

may be provided in the center of arrangement of said four keys to pem1il data c:-nt,·y 

without looking al the keypad. 

Fig. 95d shows as an example, a device 9510 similar to thai ofthc fig. 9520, wherein its 

input unit comprist:s loll!' keys arranged in two rows 9531, 9532 located on ont: side uf 

said dcctronic device, and wherein the ,1lphahelical ktters, and numbers are assigned lo 

said keys according to principles already tlcscribed. A third row of keys 9533 duplicating 

one of said lirst two rows or keys (in this example, 9531 ), is positioned al the opposi1e 

end ofsaitl electronic device 9530. This arrangement of keys permits the user lo r:uter 

data with one or two hands at his choice. Other symbols and functions (not shown) may 

also he assigned t.o said keys and/or other keys according to the principles already 

described. • • 

Fig. 95c shows ai; an example, an cll\clroui1,; device 9.:-.40 designed according lu thi.: 

principles described in this application and similar to the preceding c:mboLli!llents with the 

difference: that here an t::xlcndable/relractablc/foldahle display 9541 may be provided 

within said electronic device to permit a large display while needed. For example, by 

using an organic light-cmitling diode (01 VD) dbplay. said electronic device may be 

equipped with a one-piece exlem!ablc display. 

According to one embodiment ol' the iuveulion, as shown in fig. 95t: an ekctronic: dc.:vicl:' 

9550 such as lht: one described before, may comprise a priming unit (not shown) 

integrated within it. liecaust: of the design of said ckctfonic device (e.g. having 

approximately the wiJth of an A4 paper) a printing/scunning/cL1pyiug unit may be 

integrated wit.bin said device. for example. a user may feed a paper 9.551 tu print a page. 

Providing a complete solution for a mobile compL1ti11g/ communica1io11 device may be 

extremely useful in many situations. for example, a user may drall documents suc:h a~ cl 

1,0 '1 



lct.1.1:r and print 1111..:rn irnmc<lialcly. Alsu for example. a salesman may draft a document 
such as an invoice in client's promises and print ii for immediate delivery. 

To permit reducing the size of said mobih: computing/ communication device and still 
bc;ing Cfipabk of printing a slandai-tl size paper such as an A4 paper, a dcviuc 

. correspondiug to the size of half of said standard size paper may be provided. 

Fig. 95g shows ,1 standard blank document 9560 suc.:h as an A4 paper. As shown in 
Fig. 95h. said papt:ff may be folded in its rnidclk, providing two half faces 9561. 9562. As 
shown in Fig. 95k said J'oklcd document may be tcd into the printing unit of an electronic 
device 9570 such as the mobile computing/communication device uf the invention to 
print a page of a document such as an edited letter, on its both half faces 9561, 9562 
providing a Slamlard sized printed letter. This will permit manul11cturing of a small sized 
mubik dcclronic device heing capable of printing a standard si7.e document. 

Circular Keyboard 
According to one embodiment ofthl: invc:nlion, at least prut oflhe kl:ys ofa keypad rnay 
be positioned on said keypad in a n,awu.:r lo create a circular form. Fig 96 shows as an 
cxamplc, a keypad 9620 comprising six keys %21-9626 positioned around a centered 
key 9627. Said centered kl:y 9627 may be physically ditkrcnt than said other six keys. 
For example, said key 9627 may he bigger than the other keys, or il may be have a nub 
on it. Alphabetical lclll:rs having QWElff'Y configuration may he distributed among said 
keys. A space character may be assigned lo the key 9627 situatt::d in Lhe center. Of course 
said keys may also con1prisc other symbols such as uumbl:rs, punctuation marks, 
functions, etc as described earlier in this application and the applications hefore. The 
advantage of"lhis kind ( e.g. circular) of key arrangcrm:nt on a keypad is that, by 
recog11iziI1g said centered, key by touching it, ti use~ may type on said keys without. 
looking al the keypad. 

A Wrist Commuuiualion Device 
The data entry system of the invention may permit to create small dectronic devices with 
capability of complete. quick data c:ntry. One of the promising fulure telecommunication 
devices is a wrist. comrmmication device. Many efforts have been provided to create a 
workabk wrist communication/organizer device:. The major problem of such device is 
work,1hlc relatively quick data entry system. Some manufocturl:rs have provided 
prototypes of wrist phones using vuicdspcech recognition technology for data entry. 01' 
course, hardware and softv,•are limitation of' such devices provide poor data entry results. 
The data entry system of the invention comhined with use oflcw keys as described in this 
application am! the application,c; filed before by this inventor may rcsulve this problem 
and pennit quick data entry on very small devices. fig. 96a shows as an example, a wrist 
electronic device W,OO comprising !cw keys (e.g. in this example, four keys arranged in 
two rows 960 I, 9602) wherein symbols such as alphahetical letters. numbers, punctuatio11 
marks, etc., arc assigned to said keys according lo the principles of the data tmlry system 
of th.is invmtiun. Said electronic device also comprises a data e11try system of' the 
invention using at least said keys. Said keys may be of any kind such as resembling to the 
regular keys of a mobile phone, or being Louch-sensitive. Touch sen~it.ive keys may 
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permit touch-typing with two fingers !Jo03, 9604 of one hand. A display unit 9505 may 
also he provided for viewing the data entered, the'. data rcccivtld, etc. A watch unit 9606 
may also be as!;emblcd with said wrist device. Said wiist deviuc may also comprise other 
buttons such as 9607, 9608 l<.>r functions such as send/end, etc .. It must he noted that for 
faster data entry, a user my remove the 1Nrist device from his wiist and use the thumbs or 
both fingers. ea<.:h for prcssi ng the key:s of one ruw nf key:.;. 

it is understood that other number of keys (e.g. 6 keys as dest:ribed before) and other key 
ana.nge,rncnts (e.g. such as the circular key iimmgcmenl d1.:scrihcd befi.)rc) may he 
<.:unsidcn.:tl. 

It is also understood that other kinds of designs for a wrisl cumrnunication/orgtmin.:·r 
device may he considered. For example, as shown in Fig. 9711, /j Hip cover porLinn 970 I 
may be provided with a wrist device 9700. Suid device 9700 may for exampli;:, comprises 
most of the keys 9703 used for data entry, and said flip cover 9701 may comprise a 
di.splay unit 9702 ( or vise versa). As shown in fig. 97b, on the other sidc of said flip • 
cover, a display unit ':)71 l of a watch tlDil may be installed. In t:hn;cd ptisition. said wrist 
devke may rest·mble, and be usetl as, .-i wris1wa1ch. 

Tl is understood that the wrist device:-; sho\vn and described here above are shown only as 
examples. Other types ol' wrist devices may be considered wilh thc prei;s and speak data 
entry S)'Slcm of' the invention requiring tht' use of only few keys. Fvr example, as shown . 
in fig. 98a, a wrist communication device 9800 comprising lhc datt1 entry system of lhv 
invention using few numbers or keys 980.1, may be <.ktachabely-anac.hed-to/intcgrateJ­
with the bracelet 9801 or a watch unit 980:l. Fig. 98h shows a wrist device 98 IO simihtr 
to Lhc on~ 9800 of the Jig. ~J8a wilh the di ffcrcnce that hc1·e the display unit 98 l J and th..: 
dala entry hys 9812 arc separated and located on a 11ip C{lVtlr 9813 and the device main 
body 9814, rcspeclivdy (01' vi~c versa): 

As mentioned, the data entry system of the inv<.:nlion may be integrated within devices 
having lcw numbers of keys. A 1-'IJA is an electronic organiicr that usually uses a 
handwriting recognition system or rniniatunzcd virtual QWERTY keyboard wherein buth 
methods have maj<.1r shortcoming providing slow and frustrating data entry pmccdure .. 
Usually most PDA c.k:vices contain at least four keys. The data entry system of the 
invention may use said keys according to pr)nciplcs dcscrioeJ before, to provide a quick 
and accurate data entry for PDA devices. Other devices such as "fable! PCs may also use 
daw entry system uftlic i11vcnlion. 

Movement-Tracking fpr Datu En1rx 
Dividing a group of symbols such as alphabetic.al letlcrs, uumbers, .pun<.:tuation mark~, 
functions, etc., in few suh-groups aml using them with the pres:-; uml :;peak syslr.:m tif the 
invention may permit the elimination of use of buthm 1m:::ssh1g action by, 1.:v1.:11tunlly, 
replacing it with olhCf user's bdiavior r<.:eognition systl:mt-, such as n.:t.:ogni?.ing his 
movements. Said movemcnts n1ay he the movc:mcnts of for cxtunple, fingers, c::yes. foe,.;, 
elc., of a user. This mi:.ty bl~ gJ'eaLly bcncticiul for user's having limited molt11· ability, ur in 
t::nvironmenls rcquiiing more dh,crctc d111.a enlry ~y~tem. • 
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According to one cmhodimenl of the invention, and by referring to fig. 93c as an 

example, a user may move his eyes (or his foce, in case nf foce ti-acking system, or hi:s 

fingers in case of finger tracking system) to the uppcr right sidt: and say "Y" for entering 

said letter. Same movement without speaking may be assigned to tor example, the 

punctuation mark'•." 9J.15. To enter the letler ''s'', the user may move his eyes towards 

lower ldl side and say "8". By using only few clearly/easily recognizing movements or a 

user assigned fr, few suh-grnup ol'symhols combined a feature (of the data cntr_y system 

of the invention) such as speaking a desired symbol, the data entry system of the 

invention will provide quick and at:curntc data entry withnut requiring har·dw~irc (e.g. 

buttons). • 

It is understood that as described in previous applications instead of keys other objects 

such as a s1:.nsitive kl:ypad or us1:.r's lingers may he used for assigning said subgroups of 

symbols lo them. For example, filr entering a dei;ired symbol, a user may tap his finger 

(Lu whid1 said symhol is assigned) on a desk and speak said letter assigned to said ting~r 

(movement). Also instead of voice/speech of the user olher user's behavior and behavior 

recognition systems such as lip reading systems may he used. 

One of the major problems for the at-least-part-of .. a-word level (e.g. syllabk-lcvel) data 

entry of the invention is that if there is an outside noise and the speech of said part•of-th1:­

word ends with a vowel, the system may misn:cognize said speech and provide au output 

usually corresponding Lo the heginning of' the desired portion but ending with a constant. 

for example. il'a ust::r says "mo" lwhile pressing the key corresponding to the letter ·•m"), 

thc syslcm may providt: an oulpul such as "mall". To ef imim1te this problem some 

methuds may bi.; appfa:d with the tlala i.:nlry system of thc inventicm, 

According lo ont' crnhodimenl of' th<:: inv~nlion, as proposed in previously, word/porti011-

of-a-word ending with a vowd pronunciation may he grouped with tl1e pot1ions having 

similar beginning pronunciation hut ending with a consonanLAfter said portions arc 

entered, the dictinnary comparisnn and phrase structure will decided what was is dcsircd 

portion to be inputted . 

.t\ccording to one embodiment of the invention, a keypad wherein the alphabetical letters 

arc arranged 011 for cxampk. two colu11111s of keys 111ay be used for the at-least-patt-nf-a­

word level (e.g. syllable-level) data entry system Q/"the inventiou, 

Fig. 99 shows as an cxampk, a keypad 9900 wherein the alphabetical letters arc arranged 

on rwo columns of keys 9901 and 9902. Said arrangement foc.:ates letters/phonemes 

having closed pronunciation on dirfcrcnl keys. Said arrangement also reminds a 

QWERTY amm~1:m1:nt with son1t: modilkations. In this example, the middle column 

does not contain letter characters. Different methods of at-least-part-of-a-word level (e.g. 

syllable-level) data entry system of the invention as described c:arlier may use said type or 

keypad or other keypads such as those shown in previous figs. having tcw keys, such the 

figs. 93a to 9Jd. 

lo 7 
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As described earlie1·, ,tccording to one embodiment of the invention, if a word/portion-01:. 
a-word ends with a vowel, a user muy press a key ol'~aid keypad coTI'esponding to the 
heginning pho.ucme./lcller or irnid word/portion-ot:.a-word and 8peak said word/p:-ul-of-a­
wmd, for entering it. If neccs::mry, for providing mori.: information abMI said portion, a 
user n1ay press adclitinna! keys col1'esponding to ,\t least part or the letters constituting 
said pot1ion. For example, irsaid word/purr.-oJ~a-word ends with a consonant phoneme, 
the user may press an additional key corresponding to said consonant. 

To pt:rmit the system to tlisringuish betwccn a key press con-espondlng to the beginning 
phoncmt::: of u word/portion-of-a~wortl and a key press correspo11ding to for example. thL­
last phonenw of said word/portion-o1~a-wor<l, different methods such as the ones 
described hcrcafter, may bl:! provided. • 

Accun.ling to nnc embodiment of the invention, whcn /il lls~r presses a first key 
corresponding to the beginning phoneme/letter of a 'word/portion-or-a-word while 
speaking it, he 11111y keep said key pre!::SCd, mid press at least an ad<lilional key 
corresponding to a110ther letter (prderably lhc lasl consonant) of suid word/portion-oJ'..u­
word. 

Tf said another leH1.:r is located on a same beginning key, the user 111ay double-press said 
key while spcaki11g said word/part-of-a-word. 

Fig. 9!>tt shnw:s a keypad 9910 wherein alphabetical characters (shown in t1ppercase) al'e 
arranged cm two CDlumns ol'its hys 9911, C)~Jl2. F.ach or said keys containing said 
alphabetical characters also contains the alphabetical characters (shown in lowercai;e) 
assigned tu the opposite key of the same row. Whi.:n a user attempts to cnler a wnrd/parl­
of-n-w(,rd, he presses the ki:y corresponding to the beginning character/phoneme of' said 
word/pa,1-or-a~wonl printed in uppercase letter and speaks said word/part-of-a-woru. If 
said user dcsin:s to prnvitle more information such as p1'cssing a key corresponding to an 
additional iell~r of' said wmd/part-of:.a-M>rd. (while keeping said lirst key presses) said 
user may pn.:ss a key situaled on the opposite column corresponding to said additional 
lcttcl' (pri11ft:d in uppercase or J()wercasc on a key of sail! opposite column) of suid 
word/part-of-a-word. For example, if a user desires to enter the word "fund", he first 
presses the key 9913 and says said word, and (while keeping said key 9913, pressed) said 
user pres~e:s consecutively, for example. l\.vo additional keys 9914 and 9915 
corresponding 10 the cot1sonants "n". mid "d"'. 

Fig. 99h shows a kc.:ypad 9920 similar lo the keypad of the fig. 99b with the dilforencL" 
that, here two columns 9921, 9922 arc assigned to the kllers/phonemcs t:lirrcsponding to 
a beginning phonemu ol'a word/part-of-a-word, and an additional column 9923 is useJ to 
provide more infhm1,1tion about :mid word/part~of'-a-wcml by prt!ssing, at least a key 
corresponding, to al le.ast a letter other than the btginning feller or imid wmd/part-of-a­
word. This may pem,it data tmt.ry using one hand only. For example, if a us~.r dcsir~s to 
enter the word •'fund", he first pn::sscs tht::: key 992·'1an<l says said won.I, and (a/let· 
releasing said key 99 i~ said user presses consecutively, for example, two additional 
keys 99 2Jand 99 2-' c.:mTcspontling to the consonants "n". and "d". 



As mentioned before, the word/portion-of-a-word data entry system of the invention may 
also function without the step of comparing the assembled selected character-sets with a 
dictionary of words/portions-of-words. A user may enter a word, portion by potion, and 
have them inputted directly. As mentioned, this is useful for entering a-word/part-of-a word 
in different languages without worrying about its existence in a dictionary of 
words/portions-of-words. A means such as a mode key may be used to inform the system 
that the assembled group of characters will be inputted/outputted without said comparison. 
If more than one assembled group of characters has been produced they may be presented 
to the user (e.g. in a list printed at the display) and the user may select one of them by, for 
example, pressing a "select" key. In another embodiment, if rnore than one assembled 
group of characters has been produced, an assembled group of character having the highest 
priority may be inputted automatically, by proceeding to, for example, the entry of a next 
word/portion-of-a word, a punctuation mark, a function such as "enter", etc. 

Also, According to said principles described earlier in this application, a word may be 
inputted by entering it portion-by-portion with/without the step of comparison with a 
dictionary of words. Also as described before, said portion may be a character or a group of 
characters of a word (a macro). 

According to one embodiment of the invention, in addition to the alphabetical letters, the 
character by character data entry system of the invention may use a limited number of 
frequently used poxtion-of-a-words (e.g. tion", "ing", "sion", "ment", Hship'\ "ed", etc.) 
and/or limited number of frequently used words (e.g. "the", "and'', "will", etc.,) to provide 
a quick and accurate data entry system requiring small amount of memory and low 
processing power. Said limited number of words/portion-of-a-words may be assigned to the 
corresponding keys of a keypad according to the principles of the data entry system of the 
invention as described in this application and the applications filed before. According to 
this embodiment, for example, a user may enter the word ''portion", in four portions "p", 
"o", "t", and "tion'1

• To do so, for example by using the keypad of the figure 93c, said user 
may first say "p" and press (almost simultaneously) the corresponding key 9330. He, then, 
may say "o" and press (almost simultaneously) the corresponding key 9333. Then, said 
user may say "r" and press (almost simultaneously) the corresponding key 9330. And 
finally, he may say "shen" (e.g. pronunciation of the portion-of-a-word, "tion") and press 
(almost simultaneously) the key 9330 (e.g. corresponding to the letter "f', the first letter of 
the portion-of-a-word, "tion'') to which the portion "tjon" is assigned. 

As mentioned before, this embodiment of the invention may be processed with/without the 
use of the step of comparison of the inputted word with the words of a dictionary of words 
as described before in the applications. In case of not using said comparison step, the data 
may be inputted/outputted portion by portion. 

As mentioned, this embodiment of the invention is beneficial for the integration of the data 
entry system of the invention within small devices (e.g. wrist-mounted electronic devices, 
cellular phones) wherein the memory size and the processor speed are limited. In addition 
to ( or in replacement of) said frequently used words/portion-of-a-words, a user may also 
add his preferred words/portion-of-a-words to said list. 



As previously described, the data entry system of the invention may use few numbers of 
keys for a complete data entry. It is understood that instead of said few keys, a single multi­
mode/multi-section button having different predefined sections wherein each section 
responding differently to a user's action/contact on said each of said different predefined 
sections of said multi-mode/multi-section button, may be provided wherein 
characters/phoneme-sets/character-sets as described in this invention may be assigned to 
said action/contact with said predefined sections. Fig. 100 shows, as an example, a multi­
mode/multi-section button 10000 ( e.g. resembling to a multi/mode button used in many 
electronic games, cellular phones, remote controllers of TVs, etc.) wherein five sections 
10001-10005 of said button, each respond differently to user's finger action (e.g. pressing) 
/contact on said section. As an example, different alphanwneric characters and 
punctuations are assigned to four 10001-10004 of said sections and the space character is 
assigned to the middle section 10005. It is understood that said button 10000 may have a 
different shape such as an oval shape, and rnay have different number of sections wherein 
different configuration of symbols may be assigned to each of said portions. 
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Tims, whik there lrnve hc.:cn shown anti lkscribed and pointed out funtlamenl.al 

novel foatures of the invention as applied 10 alternative embodiments lhm)of, it will be 

tmderslootl Lb(lt various omissions antl substiLutions and c.:hangc.:s in the form and tlcLails 

of Lhc.: disclosed invention may be made by tbose skilk<l in llu.: art without departing from 

the spiril of the invcntirln. IL is the intention, lhl:n:li.irc, to be limited only as indic.:ate<l by 

the scope of the dairns appendt:!<l hereto. lt is to he understood that Lhe um wings r11·6 J1()t 

necessaiily <lrawn to scalt:!, hut that they are merely concepluul in nalun:. For example, 

the fealurc.:s described in this application an<l the applications fik<l bdurc rnay apply lo 

all orthc embodiments of the invention. Also an embodiment of the invention muy bc.: 

function sepi1ratdy or it may /u.m:tion combined with onc.: or more other e1:11bodimcnrs of 

the irivt:!nlion. Also, for t:xmnplc, if the S)'Slrn1 l:umprises enough memory and 

processing capabi/ itiel{, a phrase rerngi1iliorr systcru may he used to select one of' sai<l 

selected word according to the corresponding phrase contex.L . 
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Speech/phonemes Characters sets having words having syllables 

at the beginning of pronunciation similar with starting 
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