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Title: 

Specification: 

A MICROPHONE FOR DATA ENTRY 

USING INTEGRATED KEYPAD SYSTEMS 

The invention described hereafter relates to method of configuration of 

symbols such as characters, punctuation, .functions, etc. ( e.g. symbols of a 

computer keyboard) on a small keypad having a limited number of keys, for data 

entry in general, and for data and/or text entry method combining voice/speech 

10 of a user and key interactions (e.g. key presses) on a keypad, in particular. This 

method facilitates the use of such a keypad. 

Fig. 1, shows an example ofan integrated keypad 100 for a data entry 

method using key presses and voice/speech recognition systems. In this example, 

the keys of the keypad may respond to one or more type of interactions with 

15 them. Sa[d interactions may be such as: 

- pressing a key with a specific finger or a portion of a finger (using a 

finger recognition system) 

a single tap (e.g. press) on a key or a double tap (e.g. two consecutive 

presses with short time interval) on a key. 

a slight pressure (or a touch) on a key, or a heavy pressure on a key 

- a short time interaction with a key (e.g. a short time pressing of a key) 

or a longer time pressing of a key etc ... 



To each of said interactions or to any combination of them with the keys 

• of the keypad, a group of symbols on said keypad may be assigned. For example, 

the symbols shown on the top side of the keys of the keypad 100, may be 

assigned to a single pressure on the keys of the keypad. If a user, for example 

5 • presses the key 101, the symbols "DEF3 ."maybe selected. In the same example, 

the symbols configured on the bottom side of the keys of the keypad 100, may be 

assigned for example, to a double tap on said keys. If a user, for examples double 

taps on the key 101, then the symbols " { } ' "are selected. 

Same selection may also be possible with other interactions such as those 

10 described before depending on the system implemented with the keys of the 

keypad. For example, a slight press ( or a touch) on the key 101, could select the 

symbols configured on the top side of said key, and a heavier pressure on the 

same key, could select the symbols configured on the bottom side of said key. 

As described, when a user interacts with a key, a recognition system 

15 candidates the symbols on said key which are assigned to said type of interaction. 

For example, if a user touches or slightly presses the key 102, the system 

candidates the symbols, "A", "B,,, "C", "2", and ", ". To select one of said 

candidated symbols, said user may speak, for example, either said symbol or a 

position appellation of said symbol on sa~d key. For this pmpose a voice/speech 

20 recognition systems is used. 

If the user does not speak, a predefined symbol among those candidated 

symbols, may be selected as default. In this example, the punctuation"," shown 
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in a box 103 is selected. To select one ofthe other candidated symbols, for 

example the Jetter "B", the user may speak said letter. 

In the same example, if the user presses heavily the key 102, then the 

symbols "[", "]", and """ niay be candidated. As described above, if the user does 

5 not speak, a predefined symbol among those selected by said pressing action, 

may be selected as default. In this example, the punctuation "'"' is selected. Also 

in this example, to select a desired symbol among the two other'candidated 

symbols "[", or "]", tl1e user may use different methods such as speaking said 

desired symbol, and/or speaking its position relating to the oilier symbols, and/or 

10 speaking its color (if each symbol has a different c_olor), and/or any predefined 

appellation (e.g. a predefmed voice or sound generated by a user) assigned to 

said symbol. For example, if ilie user says "left", ilien the character"[" is 

selected. If ilie user says "right", ilien the character "]" is selected. 

Of course, instead of using a voice/speech, a behavior of a user combined 

15 with a key interaction may select a symbol. For example, a user may press the 

key 102 heavily and swipe his finger towards a desired symbol. 

The above-mentioned method of data entry may also be applied to a 

keypad having keys responding to a single type of interaction with said keys ( e.g. 

a standard telephone keypad having puJh-buttons). As shown in Fig. 2, a keypad 

20 200 having keys responding to a single interaction wiili said keys. When a user 

presses a key all of the symbols on said key are candidated by the system. For 

example, if the user presses the key 202, then the symbols, "A", "B", "C", "2", 

", ", "[", " ", and "]" are canditated. 
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In this example, if the user does not speak, the system may select a 

predefined default symbol. In this example, punctuation"," 203 is selected. 

Still in the same example1 to select a desired symbol among the said 

candidates, the user may ei~er speak a desired symbol, or for example, speak a 

5 position appellation of said symbol, on said key or relating to other symbols on 
t 

said key, or any other appellation as described before. For example, a symbol 

among those configured on the top of_the key (e.g. "A", "B", "C", or "2"), may 

be selected by speaking it. In other hand, for example, one of the symbols 

configured on the bottom side of the key, (e.g."["," ", or 'T') may be selected 

10 by speaking its position relative, for example, to the two other symbols on the 

bottom side of said key1 by saying for exan1ple1 "left", "middie1 or "right". For 

example, to select"[" 204, the user may press the key 202 and say "left". 

As mentioned, the keys the keypad of fig.1 1 may respond to at least two 

predefined types of interactions with them. Each type of interaction with a key of 

15 said keypad may candidate a group of said characters on said key. 

As described before, during a data entry such as writing a tex~ different 

interactions with the keys (e.g. one tap, double tap) and different user behavior 

( e.g. speaking, not speaking) combined with said key interactions, may be 

required. Although the data entry method of this invention is a quick and easy 

20 data entry, a good configuration of t11e symbols on the keys of the keypad of this 

invention, may result a still easier and quicker data entry system. This method 

will be described hereafter. 
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According to one embodimen~ as shown in fig. 3, a number of sy~bols 

( e.g. symbols on a comp1:1ter keyboard) are physically divided into at least two 

groups and arranged on a telephone keypad keys by their order of priority (e.g. 

frequency of use, familiarity of the user with existing arrangement of some 

5 symbols such as letters and digits on a standard telephone keypad, etc.), as 

follow: 

First group assigned to a first type of interaction with a kevs 

JO a) A first subgroup using voice/speech 

Digits 0- 9, and letters A-Z may be placed on the keys of a keypad., 

according to standard configuration and assigned to a first type of interaction 

(e.g. a first level of pressure) with said keys. A desired symbol among them 

may be sdected by interacting ( e.g. said first type of interaction) with a 

15 corresponding key and naturally speaking said symbol. In fig. 3 said symbols 

(e.g. 301) are configured on the top side of the keys. 

Letters and digits may frequently be used during, for example, a text 

entry. They both, may naturally be spoken while, for example, tapping on 

20 . corresponding keys. Therefor, for faster and easier data entry, they preferably 

may be assigned to a same type of interaction with the keys of a keypad. 

b) A second subgroup not using voice/speech 
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At least part of the other symbols (e.g. punctuation~ functions, etc.) which 

are frequently used during a data (e.g. text) entry may be placed on the keys 

(one symbol per key) of the keypad and be assigned to said first type of 

interaction (e.g. a single tap) with said keys. As default, a desired symbol may 

s be selected by only said interaction with corresponding key without the use of 

speech/voice. In fig. 3 said symbols (e.g. 302) are configured in boxes on the 

top side of the keys. 

Of course, said symbols may also be selected by speaking them while 

10 interacting ·with a corresponding key, but because speaking this kind of 

symbols (e.g. punctuation, :functions) is not always a natural behavior, it is 

preferable to not to speak them. 

At least a second group assigned to at least a second type of interaction with 

at least one key 

At I east part of the remaining sym~ols may be assigned to at least a 

second type of interaction with said keys of said keypad. They may be divided 

into two groups as follow: 

20 c) A third subgroup not using voice/speech 

A third subgroup comprising the remaining frequently used symbols and 

the ones which are difficult and/or not natural to pronounce, may be placed on 

said keys of said keypad (one symbol per key) and assigned to a second type 
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of interaction (e.g. double tap, heavier pressure level, two· keys pressed 

simultaneously, a portion of a fmger by which the key is touched, etc.) w,ith 

said keys. 

As default, a desired symbol may be selected by only said interaction with 

5 a corresponding key without the use of speech/voice. In fig. 3 said symbols (e.g. 

303) are configured in boxes on the bottom side of the keys. 

Of course, said symbols may also be selected by speaking them while 

interacting with a corresponding key, but because speaking this kind of symbols 

(e.g. punctuation, functions) is not always a natural behavior, it is preferable to 

1 o not to speak them. 

d) At least a fourth subgroup using voice/speech 

A fourth subgroup comprising at least part ofremaining symbols may also 

be assigned to said second type of interaction with the keys of said keypad and be 

15 combined with a user's behavior such as voice. In fig. 3 said symbols (e.g. 304) 

are configured on the bottom side of the keys. Said symbols may be selected by 

said second type of interaction with a corresponding key and use of voice/speech 

in different manners such as: 

- the symbols being selected by naturally pronouncing their appellation 

- the symbols being selected by naturally speaking their position relative 

to each other on a key or their position while using them in a text ( e.g. 

"<", ">" in this example, said symbols do not belong to said second type 
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of interaction, this is only an example), by saying for example, "left, right, 

open, close, etc." 

- the symbols which are vezy rarely used (they are vezy few) and/or are 

difficult to pronounce (e.g. 304). For a fast-and easy data entry method, 

5 said symbols may also be selected by speaking their position on a key, or 

relative to each other on said key. Of course they be selected by using 

other speech such a pronouncing them. 

e) Others 

10 If needed, other symbols such as "Fl-Fl2", etc. may be provided on the 

keys of the keypad and assigned a type of interaction. For example, they may be 

assigned to said second type of interaction (with or without using speech), or be 

assigned to another kind of interaction such as pressing two keys simultaneously, 

triple tagging on corresponding key(s), using a switch to enter to another mode, 

15 etc. 

More considerations to enhance the keypad and the use of it 

Because Digits 0- 9, and letters A-Z may be placed on the keys of a 

20 keypad according to standard configuration and be assigned to a first type of 

interaction ( e.g. a first level of pressure, a single tap, etc.) with said keys 

combined with speech, some keys such as 311, 312, 313, and 314, may contain at 

most one symbol ( e.g. digit 1 on the key 311, or digit O on the key 313) used in 
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said configuration. Thus for better use of said keys, some easy and natur~l to . 

pronounce symbols 321-324 may be added on said keys and be assigned to said 

first type of interaction. for example, a user can select the character "(" by using a 

first type of interaction with key 311 and saying, for example, "left", or "open". 

5 To select the character")" the user may use the same first type of interaction with 

said key 311 and say for example, "right" or "close". This is a quick, and more 

importantly a natural speech for said symbols. Because the number of can di dated 

symbols on said keys 311-314, assigned to said first type of interaction does not 

exceed tlw ones on the other keys, the voice recognition system may still have a 

10 similar degree of accuracy as for the other keys. 

Also, some symbols may be used in both modes (interactions with the 

keys). Said symbols may be configured more than once on a keypad (e.g. either 

on a single key or on different keys) and be assigned to a first and/or to a second 

type of interaction with corresponding key(s ). 

15 Fig.3, illustrates a preferred embodiment of this invention for a computer 

data entry system. The keys of the keypad 300 respond to two or more different 

interaction (such as different levels of pressures, single or double tap, etc.) on 

them. As shown, a number of symbols, such as alphanumerical characters, 

punctuations, functions, and PC command are distributed among said keys as 

20 follow: 

Mode 1 
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First group- Letters A-Zand digits 0-9 are the symools which are vety 

frequently used during a data entry such as writing a text. They may easily and 

most importantly, naturally, be pronounced while pressing corresponding keys. 

Therefor they are arranged together on the same side on the keys, belonging to a 

5 same type of interaction (e.g. a first mode) such as a single tap (e.g. single press) 

on a key, and are selected by speaking them. 

Second group- Characters such as punctuations, and :functions which are 

very frequently used during a data entry such as writing a text, may belong to a 

same type of interaction which is used for selecting said letters and digits (e.g. 

10 said first mode). This is to stay, as much as possible, with a same type of 

interaction with the keys while entering data. Each key may only have one of said 

characters of said second group. This group of symbols may be selected by only 

pressing a corresponding key, without using voice. For better distinction, they are 

shown in boxes on the top (e.g. same side as for the letters and the digits) of th'e 

15 keys. 

Mode2 

Other symbols of said number of symbols are shown on the bottom side 

of the keys of the keypad. They are assigned to a second type of interaction (e.g. 

20 double tap) with said keys. 

Third group- The default symbols (e.g. those which require an 

interaction with a key and may not require use of voice) are shown in boxes. Said 

10 



symbols comprise characters, punctuations, functions, etc., which are less 

currently used by users. 

Fourth group- Finally the symbols which are rarely used in a data entry, 

5 and are not spelled naturaliy, are in this example, located at the left side on the 

bottom side of the keys. They may be selected by corresponding interaction ( e.g. 

double tapping) with corresponding key and either (e.g. almost simultaneously) 

pronouncing them, or calling them by speaking a predefined speech or voice 

assigned to said symbols (e.g. "left, right", or "blue, red" etc.). 

1 O By using a keypad having keys corresponding to different type of 

interaction with them (preferably two types, to not complicate the use of the 

keys) and having some symbols which do not require speech (e.g. defaults), when 

a key of said keypad is interacted, either a desired key is directly interacted (e.g. 

default), or the candidated symbols to be selected by a user behavior such as 

15 voice/speech are minimal. This augments the accuracy of voice recognition 

system. 

For example, when a user slightly presses a key, the system selects the 

symbols on .the top of said key among those symbols situated on said key. If the 

user simultaneously uses a voice, then the system selects those symbols requiring 

20 voice among said selected symbols. This procedure of reducing the number of 

candidates and requiring voice recognition technology to select one of them, is 

used to have a data entry with high accuracy through a keypad having a limited 
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number of keys .. The reducing procedure is made'by user natural behaviors, such 

as pressing a key and/or speaking. 

As shown in fig.41 the keys 411 1 412, 413, and 414, have up to one 

symbol (shown on the top side of said keys) requiring voice interaction and 

5 assigned to a first type of interaction with said keys. On the other hand, same 

keys on the bottom side contain two symbols which require a second type of 

interaction with said keys and also requires voice interaction. Said two symbols 

may be used more frequently (e.g. in an arithmetic data entry or when writing a 

software, etc.) than the other symbols belonging to same category. In this case 

IO and to still minimize the user errors while interacting with keys (e.g. pressing), 

said symbols may also been assigned to said first type of interaction with said • 

keys. The t';)tal of the candidated symbol remains low. A user may press said key 

as he desires and speak. 

Additional arrangements may be provided on above-mentioned keypad to 

fafilitate its use by a user. For example, "-"and"_'', "',,,and""', or";" and":" 

mzj, be configured as default symbols on a same key 411, or on two neighboring 

keys 415,416. Also "Sp" and" "(e.g. Tab), may also be considered as default 

symbols and been configured on the same key 412, each responding to a different 

type of interaction (e.g. pressing level) with said key. For example, by pressing 

20 once the key 412, the character "Sp" is selected. By double tapping the same key, 

the "tab" function is selected. 

While interacting with a key (e.g. pressing a key once or double tagging 

on it), by not releasing said key, a symbol corresponding to said interaction 
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(including speech'if needed) may be selected and repeated until the key is 

released. For example, by double tapping on the key 415 and keeping the key 

pressed after the second tap and not speaking, the default symbol (e.g. "&") 

assigned to said interaction is selected and repeated until the user releases said 

S key. To enter the letter "X" and repeating it, the user may for example, press the 

corresponding key 415 (without releasing it) and say "X". The letter "X" will be 

repeated until tl1e user releases said key. 

Also, for a more familiar look of the keypad, letters, digits, and characters 

such as "#" and "*", may be placed on said keys according to a standard 

10 telephone keypad configuration. 

Additional keys separately disposed from tl1e keys of said keypad inay be 

used to contain some of said symbols or additional symbols. In the example of 

Fig. 6, the cursor is navigated in different directions by at least one key separately 

disposed from the keys of the keypad 600. A single key 601, may be assigned to 

1S all directions 602. The user may, for example, press said key and say ''up, down, 

• 
left, or right to navigate the cursor in corresponding directions. The key 601, may 

also be a multi-directional key (e.g. similar to tl10se used in video games, or in 

some ceIIuJar phones to navigate in the menu). The user may press on the top, 

right, bottom, or left side of the key 601, to navigate the cursor accordingly. Also 

20 a plurality of additional keys may be assigned, each to for exan1ple, to at I east a 

symbol such as " " . 

Said additional keys may be the existing keys on an electronic device. For 

example, in a cellular phone, in addition to the twelve keys of a standard 
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telephone keypad, additional function keys such as menu key, or on/of key etc., 

are provided. at least some of those keys may be used as additional data entry 

keys, containing a number of symbols, while the system is, for example, in a text 

entry mode. This frees some spaces on the standard telephone keypad keys. The 

5 freed spaces may permit a better accuracy of voice recognition system and/or a 

more user friendly configuration of the symbols on the keys of the keypad. 

• The above-mentioned method of configuration and the examples shown 

before are only shown as examples. Of course many other configurations of the 

symbols and different assignment to different user interactions with the keys may 

10 be considered. For example, a key may not have a default symbol or on a key, 

there may be no symbols which are assigned to a voice/speech. 

Also not all of the keys of the keypad may respond to a same kind of 

interaction. For example, a first key of a keypad may respond to two levels of 

pressure while another key of the same keypad may respond to a single or double 

15 tap on it. 

Figs. 1-7 show different configurations of the symbols on the keys of 

keypads. 

Tlrn above-mentioned data entry system permits a full data entry such as a 

full text data entry through a computer keypad. By inputting, one by one, 

characters sucl1 as letters, punctuation marks, functions, etc, words, and sentences 

may be inputted. 
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This will have a great impact on telecommunication market permitting to 

enhance many applications and methods already in use. Some of them are listed 

hereafter. 

It is understood that any combination of the above-mentioned interactions may be 

5 used for inputting a desired symbol. • 

According to one embodiment of the invention, the user uses voice/speech 

to input a desired symbol such as a letter without other interaction such as 

pressing a key. The user may use the keys of the keypad ( e.g. single press, double 

press, triple press, etc) to enter symbols such as punctuations without speaking 

10 them. 

It is understood that the data entry method described in this application 

may be applied to all other languages such as Chinese, Koreans, Japanese, Etc. 

Correction and Repeating of Symbols 

Different methods may be used to correct an erroneously entered symbol. 

As mentioned, to enter a symbol, a user for example, may press a corresponding 

key and speak said desired symbol configured on said key. It may happen that the 

voice/speech recognition system misinterprets the user's speech and the system 

20 selects a non-desired symbol configured on said key. 

For example, if the user: 
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a) recognizes an erroneously entered symbol before entering a next 

desired symbol (e.g. the cursor is positioned after said erroneous symbol, 

next to it), he then may proceed a correction procedure explained 

hereafter; 

b) recognizes an erroneously entered symbol after entering at least a next 

symbol, he first may navigate in the text by con-esponding means such as 

the key 101 (fig.I), or 202 (fig.2), having navigation functions, and 

positions tl1e cursor after said erroneous symbol next to it. He, then, 

proceeds to a correction procedure explained hereafter; 

After positioning the cursor after said erroneous symbol, next to it, the 

user may re-speak either said desired symbol or its position appellation without 

re-pressing said corresponding key. If the system again selects the same deleted 

IS symbol, it will automatically reject said selection and selects a symbol among 

remaining symbols configured on said key, wherein either its appellation or its 

position appellation corresponds to next highest probability corresponding to said 

user's speech. If still an erroneous symbol is selected by the system, the 

procedure ofre-speaking the desired symbol by the user and the selection of the 

2D next symbol among the remaining symbols on said key with highest probability, 

may continue until said desired symbol is selected by the system. 

It is understood that in a data entry system using a keypad having keys 

responding, for example, two levels of pressure, when correcting, the recognition 
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system may first pr~ceed to select a symbol among those belonging to the same 

group of symbols belonging to the pressure level applied for selecting said 

e1TOneous symbol. If none of those symbols is accepted by the user, then the 

system may proceed to select a symbol among the symbols belonging to the other 

S pressure level on said key. 

Fig. 7B, shows a flowchart corresponding to an embodiment of a method 

of correction. If for any reason a user wants to correct an already entered symbol, 
' 

' 

he may enter this correction procedure. 

Correction procedure starts at step 3000. If the replacing symbol is not 

IO situated on the same key as the to-be-replaced symbol 3010, then the user deletes 

the to-be-replaced symbol 3020, and enters the replacing symbol by pressing a 

corresponding lcey and if needed, with added speech 3030 and exits 3110. 

If the replacing symbol is situated on the same key as the to-be-replaced 

symbol 3040, and the replacing symbol does not require speech 3050, then the 

15 system proceeds to steps 3020 and 3030, and acts accordingly as described 

before, and exits 3110. 

If the replacing symbol is situated on the same key as the to-be-replaced 

symbol 3040, and the replacing symbol does require speech 3060, two 

possibilities are considered: 

a) the cursor is not situated after the to-be-replaced symbol 3070. In this 

case the user positions the cursor after the to-be-replaced symbol, next 

to it 3080, and proceeds to next step 3090; 
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b) the cursor is situated aft.er the to-be-replaced symbol 3070 (e.g. the 

user recognizes an erroneously entered symbol, immediately). In this 

case the user proceeds to next step 3090; 

At the step 3 090, the user speaks the desired symbol without pressing a 

key. By not pressing a key and only speaking, the system understands that a 

symbol belonging to a key which is situated before the cursor must be replaced 

by another symbol belonging to the same key. The system then, will select a 

symbol among the rest of the symbols (e.g. excluding the symbols already 

l O selected) on said key with highest probability corresponding to said speech 3100. 

If the new selected symbol is yet a non-desired 

symbol 3110, the system ( and the user) re-enters at the step 3090. If the selected 

symbol is the desired one the system exits the correction procedure 3120. 

Of course, instead of the above-mentioned method, a conventional 

15 method of correcting a symbol may also be provided. for example, to correct an 

already entered symbol, the user may simply, first delete saiq symbol and then re­

enter a new symbol by pressing a corresponding key and if needed, with added 

speech. 

The text entry system, may also be applied to a word level (e.g. the user 

20 speaks a word and types it by using a keypad). A same text entry procedure may 

combine word level entry (e.g. for words contained in a data base) and character 

level entry. Therefore the correction procedure described above, may also be 

applied for a word level data entry. 
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For example, to enter a word a user may speak said word and press the 

corresponding keys. If for any reason such as disambiguity between two words 

having closed pronunciation and simiiar key presses, the recognition system 

selects a non-desired word, then the user may re-speak said desired word without 

s re-pressing said corresponding keys. Tl1e system then, will select a word among 

the rest of candidates words corresponding to said key presses ( e.g. excluding the 

words already selected) with highest probability corresponding to said speech. If 

the new selected word is yet not the desired one, the user may re-speak said word. 

this procedure may be repeated until either said desired word is selected by the 

10 system or there is no other candidate word. in this case, the user can enter said 

. desired word by character by character entry system such as the one explained 

before. 

It is understood that in word level, when correcting, the cursor should be 

positioned after said to-be-replaced word. For this purpose and for avoiding the 

15 ambiguity with character correction mode, when modifying a whole word (word 

correcting level), the user may position the cursor after said to-be-replaced word 

wherein at least one space character separates said word and said cursor. This is 

because for example, if a user wants to correct the last character of an already 

entered word, he should locate the cursor immediately after said character. By 

20 positioning the cursor after at least one space after the word (or at the beginning 

of the next line, if said word is the last word of the previous line), and speaking 

without pressing keys, the system recognizes that the user may desire to correct 

the last word before the cursor. For better result, it is understood that if the to-be-
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replaced word contains a punctuation ~ark (e.g. "." "?"","etc.), the cursor may 

be replaced after an space after the punctuation mark. This is because in some 

cases the user may desire to modify an erroneous punctuation mark which must 

be situated at the end of a word. For this purpose the user may position the cursor 

5 next to said punctuation mark. 

To avoid accidental corrections (e.g. the cursor is positioned somewhere 

in the text and someone speaks without intending a data entry), different methods 

may be applied. For example, a pause or non-text key may be used while a user 

desires for example, to rest during a text entry. Another solution is that after_ the 

10 cursor is positioned in a location in a tex~ after a laps of time (for example two 

seconds) no correction of the last word or character before the cursor is accepted 

by the system. If a user desires to correct said word or said character be may, for 

example, navigate said cursor (at least one move to any direction) and bring it 

back to said desired position. After the cursor is repositioned in the desired 

15 location, the time wiII be counted from the start and the user should start 

correcting said word or said character before said Ia.ps of time is expired. 

Repeating a symbol 

To repeat a desired symbol, the user, first presses the corresponding key 

and if required either speaks said symbol, or he speaks the position appellation of 

said symbol on its corresponding key or according to other symbols on said key. 

The system then selects the desired symbol. The user continues to press said key 
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without intenuption. After a predefined laps. of time, the system recognizes that 

the user indents to repeat said symbol. The system repeats said symbol until the 

user stops pressing said key. 

It should be noted that the above described method of correction and 

5 repeating of key symbol can be used in conjunction with any method of entry 

including but not limited to single/double tap, pressure sensitive keys, keys 

pressed simultaneously, keys pressed on only a potion thereof etc. 

Telephone directory 

To make a phone call, instead of dialing a number, a user may enter a to­

be-called destination by any information such as name (e.g. person, company, 

etc.) and if necessary enter more information such as the said to-be-caIIed party 

address, etc. A central directory, may automatically direct said call to said 

IS destination. Ifthere are more than one telephone lines assigned to a said 

destination (e.g. party), or there are more than one choice for said desired 

information entered by the user, a corresponding selection list (e.g. telephone 

numbers, or any other predefined assignments assigned to said telephone lines) 

may be transmitted to the caller's phone and displayed for example, on the 

20 display unit of his phone. Then the user may select a desired choice and make the 

phone call. 

The above-mentioned method of calling (e.g. dialing), may permit to 

eliminate the need of calling a pa1iy (e.g., a person) by his/her telephone number. 
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Therefo~ may eliminate (or at list reduces) the need of remembering phone 

numbers, canying telephone books, or using an operator's aid. 

Interactive directories using voice/speech 

Voice directories are more and more used by companies, institutions, etc. 

This method of interaction with another party is a very time consuming and 

frustrating procedure for the users. Many people, by hearing a voice directory on 

the other side of the phone, disconnect the communication. Even when a person 

10 tries to interact with said system, it frequently happens that after spending plenty 

of time, the caller does not succeed to access a desired service or person. The 

main reason for this ambiguity is that when listening to a voice directory 

indication, many times a user must wait until all the options are announced. He 

(the user), many times does not remember all choices which were announced. He 

15 must re-listen to those choices. 

Also many times the voice directory demands a data to be entered by a 

user. This data entry is limited in variation because of either the limited number 

of keys of a telephone keypad or the complexity of entering symbols through it 

The above-mentioned data entry method permits a fast visual interaction 

20 with a directory. The called party may transmit a visual interactive directory to 

tI1e calier and the caller may see aII choices almost instantly, and respond or ask 

questions using his telephone keypad (comprising the above-mentioned data 

entry system) easily and quickly. 
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Voice mails 

Voice mails may also be replaced by text mails. This method is already in 

S use. The advantage of the method of data entry described above is evident when a 

user has fo answer or to write a massage to another party. The data entry method 

of the invention is also dramaticalJy enhances the use of massaging systems 

through mobile electronic devices such as cellular phones. One of the most 

known use is in the SMS. 

The number of electronic devices using a telephone-type keypad is 

immense. The data entry method of this invention permits a dramatically 

enhanced data entry through the keypads of said devices. Of course this method 

is not limited to a telephone-type keypad. It may be used for any keypad wherein 

at least a key of said keypad contains more than one symbol. 

Multi-sectioned keypad 

The size of a keypad using the above-mentioned data entry method, may 

still be minimized by using a keypad having multiple sections. Said keypad may 

20 be minimal in size (e.g. as large as the largest section, for example as large as of 

the size of an adult user's fingertip or the size of a small keypad key) in a closed 

position, and maximized as desired when the keypad is in open position 

( depending on the number of sections used and/or opened). 
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Theoretically, in closed position, th·e keypad may even have the size of a 

key of said keypad. 

Fig 8 shows one embodiment of said keypad 800 containing at least three 

sections 801, wherein each of said sections contains one column of the keys of a 

5 • telephone keypad. When said keypad is in open position, a telephone-type keypad 

800 is provided. In closed position 802 said keypad may have the width of one of 

said sections. 

Another embodiment of said keypad is shown in fig. 9. Said keypad 900 

contains at I east two sections 901-902 wherein a first section 90 I contains two 

1 o colwnns 9 I I-912 of the keys of a telephone-type keypad, and a second section 

902 of said keypad contains at least the third column 913 of said telephone-type 

keypad. When said keypad is in open position, a t~lephone-type keypad is 

provided. Said keypad, may also have an additional column 914 of keys arranged 

on said second section. In closed position 920 said keypad may have the width of 

IS one of said sections. 

As shown in fig. 10, another embodiment of said keypad 1000 contains at 

least four sections 1001-1004 wherein each of said sections contains one row of 

the keys of a telephone keypad. When said keypad is in open position, a 

telephone-type keypad is provided. In closed position 1005 the length of said 

20 keypad may the size of the width of one row of the keys of said keypad. 

Fig. 11 shows another embodiment of said keypad 1100 containing at 

least two sections 1101-1102 wherein a first section contains two rows of the 

keys of a telephone-type keypad, and a second section of said keypad contains 
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the other two rows of said telephone-type keypad. When said keypad is in open 

position, a telephone-type keypad is provided. In closed position 1103, the length 

of the keypad may be as the size of the width of one row of the keys of said 

keypad. 

The above-mentioned multi-sectioned keypad bas already been described 

in patent applications already filed by the inventor. 

By using the above-mentioned data entry method through a multi­

sectioned keypad as described, a miniaturized easy to use full data entry keypad 

may be provided. Such keypad may be used in many device, specially those 

10 having a limited size. 

Of course, the above-mentioned symbol configuration may be used on 

~aid multi-sectioned keypad. 

Fig. 12 shows another embodiment of a multi-sectioned keypad 1200. The 

distance between the sections having keys 1201 may be increased by any means. 

15 For example, empty (e.g. not containing keys) sections 1202, may be provided 

between the sections containing keys. This will permit more enlarged the distance 

between the sections when said keypad is in open position. In other hand, it also 

pem1its to have a still thinner keypad in closed position 1203. 

A data entry device having integrated keypad and mouse or point and click 

device 
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To enhance the data entry method through a keypad in general and 

through the keypad of this invention in particular, a point and click system, 

hereinafter a mouse, can be integrated in the back side of an electronic device 

having a keypad for data entry in its front side. 

Fig. 13, shows an electronic devic~ such a celiular phone 1300 wherein a 

user holds in palm of his hand 1301. Said user may use only one hand to hold . 

said device 1300 in his hand and in the san1e time manipulate its keypad 1303 

located in front, and a mouse or point and click device (not shown) located on the 

backside of said device. TI1e thumb 1302 of said user may use the keypad 1303, 

10 while his index finger 1304 may manipulate said mouse (in the back). Three 

other fingers 1305 may help holding the device in the user's hand 

The mouse or point and click device integrated in the back of said device 

may have similar functionality to that of a computer mouse. Also several keys 

(e.g. two keys) of either the telephone-type keypad or among the additional keys 

15 of said device may be assigned to the mouse click functions. for example, keys 

1308 and 1318 may function with the integrated mous~ of said device 1300 and 

have the similar functionality of the keys of a computer mouse. Said keys may 

have the same functionality as the keys of a computer mouse. For example, by 

manipulating the mouse, the user may navigate a Normal Select (pointer) 

20 indicator 1306 on the screen 1307 of said device and position it on a desired 

menu 1311. As for a computer mouse, said user then, for example, may tap 

(click) or double tap (double click) on a predefined key 1308 of said keypad 
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(which is assigned to the mouse) to for example, select or open said desired menu 

1311 which is pointed by said Normal Select (pointer) indicator 1306. 

Because the display of mobile devices such as cellular phones has a small 

size, a rotating button 1310 may be provided in saiq device to permit to a user to, 

5 for example rotate the menu lists. For example, after a desired menu 1311 

appears on the screen 1307, a user may use the mouse to bring the Normal Select 

(pointer) indicator on said desired menu and select it by using a predefined key 

such as one of the keys 1313 of the teJepl10ne-type keypad 1303 or one of the 

additional keys 1308 on said device, etc. 

1 o As for a computer, then the user may press said key to open the related 

menu bar 1312. To select a function 1313 of said menu bar 1312, the user may 

maintain said key pressed and after bringing the Normal Select (pointer) indicator 

1306 on said function, by releasing said key, said function may be selected 

Other functionalities similar to those of a computer may be provided by 

15 using said keypad and said mouse. 

Also, instead of using said keys assigned to a mouse, a user may use a 

predefined voice/speech or other predefined behavior(s) to replace the functions 

of said keys. For example, after positioning the Normal Select (pointer) indicator 

1306 on an icon, instead of pressing a key, the user may say "select" or "open" to 

20 select or open the application represented by said icon. 

Fig. 14, shows an electronic device such as a mobile phone 1400. A 

plurality of different icons 1411-1414 representing different applications, are 

displayed on the screen 1402 of said device, To select and/or open one of the 
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a~plications, as for computers, by using a mouse, a user may bring the a Normal 

Select (pointer) indicator 1403, on a desired icon 1411. Then said user may select 

said icon by for example pressing once, a predefined key 1404 of said keypad. To 

open the application represented by said icon, the user, for example, may double 

5 tap on a predefined key 1404 of said keypad. 

The mouse integrated in the backside of an electronic device may be of 

any type. For example, Fig.15 shows the backside of an electronic device 1500 

such as the ones shown in figs. 13-14. The mouse 1501, is similar to a 

conventional computer mouse. It may be manipulated, as described, with a user's 

IO finger. It may also be manipulated like a conventional computer mouse, by laying 

the device on a surface such as a desk and swiping said mouse on said surface. 

Fig. 16, shows another conventional type of mouse (a sensitive pad) 

integrated on the backside. of an electronic device 1500 such as the ones shown in 

iigs. 13-14. The mouse 1601, is similar to a conventional computer mouse. It may 

15 be manipulated, as described, with a user's finger. in this example, preferably as 

described before, while holding the device in the palm of his hand, the user uses 

his index finger 1602 to use (e.g. to manipulate) said mouse. Accordingly to this 

position, the user uses his thumb (not shown) to manipulate the keys of a keypad 

(not shown) which is located in the front side (e.g. other side) of said device. 

Mobile devices sl10uld preferably, be manipulated by only one hand. This 

is because while the users are in motion (e.g. being in a bus or in a train) the users 

may use the other hand for other purposes such as holding a bar while standing in 

a train or using one hand to hold a newspaper or a briefcase). 
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By implementing the mouse in the back of a device such as a mobile 

. phone, the user may manipulate said device and to enter data with one hand. He 

can use simultaneously, both, the keypad and the mouse of said device. 

Of course, if be desires, said user can use his both hands to manipulate 

5 said device aud its mouse. 

Another method of using said device is to dispose it on a surface such as 

on a desk and slide said device on said surface in a same manner as a regular 

computer mouse and enter the data using said keypad. 

It is understood that the any type of mouse including the ones described 

1 o before, may be integrated in any part of a mobile device. For example, a mouse 

may be located in the front side of said device. Also said mouse may be located 

on a side of said device and being manipulated simultaneously with the keypad 

by fingers explained before. 

It should be noted that a mouse has been used through out this discussion, 

15 however any point and click data entry device such as stylus computer integrated 

in an electronic device and combined with a telephone-type keypad is within the 

contemplation of the present invention. 

External integrated data entry unit 

Also, an external integrated data entry unit comprising a keypad and 

mouse may be provided and used in electronic devices requiring data entry 

means such as keyboard ( or keypad) and/or mouse. There may be provided an 
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integrated data entry unit having the keys of a keypad (e.g. a telephone-type 

keypad) in front of said unit and a mouse being integrated within the back of said 

unit. Said data entry unit may be connected to a desired device such as a 

computer, a PDA, a camera, a TV, a fax machine, etc. 

· s Figs. 19 shows a computer 1900 comprising a keyboard 1901, a mouse 

1902, a monitor 1903 and other computer accessories (not shown). In some 

circumstances (e.g. when a user does not desire to sit down on a desk chair in 

.front of a monitor and he prefers, for example, to lie down on his bed while 

interacting with said computer) instead of a large keyboard and/or corresponding 

lo mouse a user may utilize a small external integrated data entry unit. There may 

be provided an external data entry unit 1904 containing features such as keypad 

keys 19 l 1 positioned on the front side of said data entry unit, a microphone 

which may be an extendable microphone 1906, a mouse (not shown) integrated 

within the back side of said data entry unit (described before). Said data entry 

15 unit may be (wirelessly or by wires) connected to said electronic devic~ (e.g. said 

computer 1900). An integrated data entry system such as the one described before 

( e.g. using voice recognition systems combined with interaction of keys by a 

user) may be integrated either within the said electronic device (e.g. said 

computer 1900) or within said data entry unit 1904. Also a microphone may be 

20 integrated within said electronic device (e.g. computer). Said integrated data 

entry system may use one or both microphones located on said data entry unit or 

within said electronic device.(e.g. computer). 
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• For a better view of while interacting, specially when interacting from far 

with an electronic device such as said computer 1900, a display unit 1905 may be 

integrated within said a entry unit such as said integrated data entry unit 1904 of 

this invention. When interacting from far with a monitor 1903 of said electronic 

5 device 1900, a user may have a general view of the display 1910 of said monitor 

1903. A closed area 1908 around the arrow 1909 or another area selected by 

• using the mouse on the display 1910 of said monitor 1903 may simultaneously be 

shown on said display 1905 of said data entry unit 1904. The size of said area 

1908 may be defined by manufacturer or by the user. Preferably the size of said 

10 area 1908 may be closed to the size of the display 1905 of said data entry unit 

1904. This may permit a closed and/or if desired a real size view oftlrn 

interacting area 1908 to the user (e.g. by seeing said area on the data entry screen 

1905). While having a general view of the display 1910 of the monitor 1903, a 

user may have a particular closed view of the interacting area 1908 which is 

15 simultaneously shown on ¢.e display 1905 of said data entry unit 1904. For 

example a user may use the keypad mouse (not shown, in .the back of the keypad) 

to navigate the arrow 1909 on the computer display 1910. Simultaneously said 

arrow 1909 and the area 1908 around said arrow 1909 on said computer display 

1910 may be shown on the keypad display 1905. 

For an interaction such as opening a file, a user may for example, navigate 

an arrow 1909 on the screen 1910 of said computer an position it on a desired file 

1907. Said navigated areas 1908 and said tile 1907 may be seen on said data 

entry screen 1905. By having the display 1905 of said data entry unit 1904 closed 
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to his eyes, a user can clearly see his interactions on the display 1905 of said data 

entry unit 1904 while having a general view on a large display 1910 of said 

electronic device 1900 (e.g. computer). 

It is understood that said interaction area 1908 may be defined and vary 

S according to different needs or definitions. For example, said interacting area 

may be the area around an arrow 1909 wherein said arrow is in the center of said 

area or said area is the area at the right, left, top, bottom , etc. of said arrow or any 

area on the screen of said monitor, regardless of the location of said arrow on the 

display of said monitor). 

JO Fig. 20 shows a data entry unit 2000 such as the one described before 

being connected to a computer 2001. During a data entry such as a text entry, the 

area 2002 around the interacting point 2003 (e.g. cursor) is simultaneously shown 

on the keypad display 2004. 

Figs. 21a-2lb show an example of different electronic devices which may 

15 use the above described_ data entry unit. Fig. 21 a shows a computer 2100 and fig. 

21b shows a TV 2101. The data entry unit 2102 of said TV 2101 may also 

operate as a remote control of said TV 2101. For example, by using the mouse 

(not shown) situated in the back side of said data entry unit 2102, a user may 

locate a selecting arrow 2103 on the icon 2104 representing a movie or a channel 

20 and opening it by double tapping (double clicking) on a key 2105 of said data 

entry unit. Of course said data entry unit 2102 of said TV may also be used for 

data entry such as internet through TVs or sending massages through TVs, cable 
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TVs, etc. In this case the integrated data entry system of this invention may be 

integrated within for example, the TV's modem 2106. 

Extendable Microphone 

An extendabJe and /or rotatable microphone may be integrated in 

electronic devices such as cellular phones. Said microphone may be a rigid 

micropI1one being extended towards a user's mouth. 

With the advancement of the technology, new input systems and devices 

10 are corning to the market to permit easy interacting with instruments. Many of 

those input systems use voice/speech recognition system wherein a user speaks 

the data or commands to be input. Because it is a natural way to input data, voice 

recognition system is becoming very popular. Computers, telephones, toys, and 

many other instruments are equipped with this different kinds of data entry 

15 system using voice recognition systems. 

Although this is a good method of input, it bas an important shortcoming. 

It is not a discrete method ofinput. A user, usually, does not want others to bear 

what he speaks, and in the other hand people do not like other people's loud 

speaking. 

To overcome (or at least reduce) significantly this problem, the user must 

speak quietly. To not cause misinterpretation of u~er's voice/speech by a voice 

recognition system, the microphone must be closed to user's mouth. 
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It is the subject of this invention to provide instruments using a user's 

voice as data, with a microphone extending from said instruments towards the 

user's mouth. 

There are many advantages using such a micropl1one. One advantage of 

5 such a microphone is that by extending said microphone towards said user1s 

mouth and speaking closed into it the voice/speech recognition system may better 

distinguish and recognize said voice/speech. Another advantage is that by 

positioning said microphone close to user's mouth (e.g. next to the mouth), a user 

may speak silently (e.g. whisper) into it. This permits an almost silent and a 

1 O discrete data entry. Still, another advantage of said microphone is that because of 

being integrated in corresponding electronic device, in order to keep said 

microphone in a desired position (e.g. close to a user's mouth), a user may not 

have to hold said microphone by his hand(s). Also, said user does not have to 

cany said microphone separately from said electronic device. 

By combining the features such as the enhanced keypad of the invention, 

the mouse, the extendable microphone and the data entry method in a manner 

such as the manners explained before, either in an electronic device or as an 

external unit to be connected to an electronic device, a completely enhanced data 

entry system may be provided. A user, may for example, by only using one hand, 

20 hold an electronic device such as a data entry device (e.g. mobile phone, PDA; 

et.), use all of the features such as the enhanced keypad, integrated mouse, and 

the extendable microphone, etc., and in the same time by using his natural 

34 



habitudes ( e.g. pressing keys of the keypad and in needed, speaking) provide a 

quick, easy, and specialiy na~al data entry. 

One of the most important applications of the extendable microphone is 

when the data entry systems of mobile communication devices combine use of 

5 keypad and voice/speech recognition system. In this method a user interacts with 

a key (for example by pushing it), and in the same time he may speak for 

example, a symbol on said key. In order to press a key containing a desired 

symbol, the user may need to see the keypad. He also may need to see the data on 

a display of the device. In the other hand, the user may prefer to speak said 

1 O symbols quietly. The extendable microphone permits to position the mobile 

phone far from eyes, enough to see that keypad, and in the same time to have the 

microphone closed to the mouth, permitting to speak quietly. 

As they many people are used to, they may hold their mobile phone in one 

hand, while pressing the keys of the keypad with a thumb of the same hand. The 

15 second hand may be used to either hold said hand around the microphone to 

reduce the outside noise, or to keep the microphone in an optimal relationship 

with the mouth. 

If the microphone of an instrument is wireless, or the member connecting 

it with the instrument is made from non-rigid materials, the user may hold the 

20 microp11011e in a manner to position it at the palm side of his hand, between two 

fingers. The11 by positioning the palm o said hand around the mouth 11e can 

significantly reduce the outside noise while speaking. 
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It is understood that the user interface containing the data entry unit and 

the display, of an electronic device using a user's voice to input data, may be of 

any kind. For example, instead of a keypad it may contain a touch sensitive pad, • 

or it may be equipped only with a voice recognition system without the need of a 

s keypad. 

Fig. 18, shows according to one embodiment of the invention, an 

electronic device 1800 such as a cellular phone or a PDA. As shown, the keypad 

1801 is located in the front side of said device 1800. A mouse (not shown) is 

located in t11e backside of said device 1800, An extendabie microphone 1802 is 

JO • also integrated within said device. Said microphone may be extended and 

positioned in a desired position (e.g. next to the user's mouili) by a user. Said 

device may also contain a data entry method as described before. By using only 

one hand, a user may proceed to a quick and easy data entry with a very high 

accuracy. Positioning said microphone next to user's mouth, permits a better 

15 recognition of the voice/speech of the user by the system. Said user, may also 

speak silently (e.g. whisper) into said microphone. This permits an almost silent 

data entry. 

In alternative embodiments of the present invention Figs.l 8b to 18c, show 

a mobile phone 1800 having a keypad 1801 and a display unit. The mobile phone 

20 is equipped with a pivoting section 1803 with a microphone 1802 installed at its 

end. By extending the microphone towards his mouth, the user may speak quietly 

into the phone and in the same time being capable to see the display and keypad 

36 



{._, 

( 

180_1 of his phone and eventually use them simultaneously while speaking to 

microphone 1802. 

Fig.18d, shows a rotating extendabJe microphone 1810 to pennit a user to 

position the instrument at a convenient relationship to him, and in the same time 

5 by rotating and extending the microphone accordingly, to bring microphone 1810 

close to his mouth or to a desired location. It must be noted that the member 

connecting the microphone to the instrument may have at least two sections, 

being extended/retracted according to each other and to the instrument. They may 

have folding, sliding, telescopically and other movement for extending or 

JO retracting. 

Figs. 1 Be and 18[, shows an integrated rotating microphone 1820 being 

telescopically extendabie. In this embodimen~ the extendabie section comprising 

microphone 1820 may be located in the instrument When desired, a user may 

pull this section out and extend it towards his mouth. Microphone 1820 may also 

15 be used, when it not pulled out. 

According to another embodiment of the invention as shown in Figs. 18g 

and 18h, the extending member 1830 containing a microphone 1831, may be a 

section of a multi-sectioned device. This section may be used as the cover of said 

device. The section comprising the microphone 1831 may itself been multi-

20 sectioned to be extendable and/or adjustable as desired. 

According to embodiment shown in Fig. 1 Bi, an extendabJe microphone 

1840 as described before, may be installed in a computer or similar devices, 
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Also, according to another embodiment of the invention, a microphone of 

an instrument may be attached to a user's ring, or itself being shaped like a ring, 

and be worn by said user. This microphone may be connected to said instrumen~ 

either wireJessJy or by wire. When in use, the user approaches his hand to his 

5 mouth and speaks. 

It is understood that instruments shown in the drawings are shown as 

example. The extendabJe microphone may be installed in any instrument. It may 

also be installed at any location on extending section. 

In communication devices, the extending section comprising the 

JO microphone may be used as the antenna of said instruments. In this case the 

antennas may be manufactured as sections described, and contain integrated 

microphones. 

It must be noted that in addition to at least an extendable microphone, an 

instrument may comprise at I east one additional regular microphone,' wherein 

15 said microphones may be used separately or simultaneously with said extendable 

microphone. 

It must be noted that the extendable member comprising the microphone 

may be manufactured with rigid materials to permit positioning the microphone 

in a desired position without the need of keeping it by hand. 

20 For better manipulation, the section comprisi11g the microphone may also be 

manufactured by semi rigid or soft materials. 

It must be noted that any extending/retracting methods such as 

unfolding/folding methods may be used. 
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• As described before, the integrated keypad and/or the mouse and/or the 

extendable microphone of this invention may also be integrated within a variety 

of electronic devices such as a PDA, a remote control of a TV, and a large variety 

of other electronic devices. For example, by using said integrated keypad and 

5 mouse within remote control of a TV, a user may point on an icon, shown on the 

TV screen relating to a movie and select said movie by using a predefined key of 

said remote control. 

Also, as described,_ said integrated keypad and/or mouse and/or 

extendable microphone may be manufactured as a separated device and to be 

10 connected to said electronic devices. 

Of course said keypad, alone or integrated with said mouse and/ or said 

extendable microphone, may be combined with a data and text entry method such 

as the data entry method of this invention. 

Fig; 17 shows some of the electronic devices which may use the enhanced 

15 keypad, the enhanced mouse, the extendable microphone, and the data entry 

method of this invention. 

An electronic device may contain at least one or more of the features of 

this invention. It may, for example, contain all of the features of the invention as 

described. 

Data entry through a land line phone 
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The data entry method described before, may also be used in land-lined 

phones and their corresponding networks. As known, each key of a telephone 

keypad generates a predefined tone which is transmitted through the land line 

networks. There are twelve predefined tones assigned to twelve keys of telephone 

s keypads. By using, a land line telephone and its keypad, for the purpose of a data 

entry such as entering text, there may be the need of additional tones to be 

generated. To each symbol, there may be assigned a different tone so that the 

network will recognize a symbol according to the generated tone assigned to said 

symbol. 

A wrist-worn multi-sectioned data entry unit 

Fig. 22a shows as example, different embodiments of a data entry units 

2201-2203 of this invention as described before. To reduce the size of said data 

15 entry unit a multi-sectioned data entry unit 2202-2203 which may have a multi-

sectioned keypad 2212-2222 as described before, may be provided. said multj­

sectioned data entry unit may have some or all of the features of this inventions. 

It may also have an integrated data entry system described in this application. As 

example, the data entry unit 2202 comprises a display 2213 an antenna 2214 

20 (may be extendable), a microphone 2215 (may be extendabJe), a mouse 

integrated in the beck of said data entry unit (not shown). 

An embodiment of a data entry unit of this invention may be carried on a 

wrist. It may be integrated within a wrist worn device such as a watch or within a 
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bracelet such as a wristwatch band. Said data entry unit may have some or aHof 

the features of the integrated data entry unit of this invention. This will permit to 

have a small data entry unit attached to a user's wrist. Said wrist-worn data entry 

unit may be used as a data entry unit of any _electronic device. By connecting his 

5 wrist-worn data entry unit to a desired electronic device, a user for example, may 

open his apartment door, interact with a TV, interact with a computer, dial a 

telephone number, etc .. A same data entry unit may be used for operating 

different electronic devices. For this purpose, an access code may be assigned to 

each electronic device. By entering (for example, through said data entry unit) the 

IO access code of a desired electronic device a connection between said data entry 

unit and said electronic device may be established. 

Fig. 22b shows an example of a wrist-worn data entry unit 2290 (e.g. 

multi-sectioned data entry unit having a mula-sectioned keypad 2291) of this 

invention (in open position) connected (wirelessly or through wires 2292) to a 

15 hand-held device such as a PDA 2293. Said multi-sectioned data entry unit 2290 

may also comprise additional features such as some or all of the features 

described in this application. In this example, there are provided a display unit 

2294 an antenna 2295, a microphone 2296 and a mouse 2297. 

It is understood that said multi-sectioned keypad may be detached from 

20 the wrist worn device/bracelet 2298. For this purpose different 

detachment/attachment known to people skill in the art may be provided. For 

example, as shown in fig. 23a, a housing 2301 for containing said data entry 

device may be provided within a bracelet 2202. Fig. 23b shows said housing 
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2303 in open position. A detachable data entry unit 2304 may be provided within 

said housing 2301. Fig 23c shows said housing in open position 2305 and in close 

position 2306. In open position ( e.g. when using said data entry unit), part of the 

elements 2311 (e.g. part of the keys and/or display, etc) of said data entry unit 

5 may lye down within the cover 2312 of said housing. 

According to one embodiment of the invention, a device such as a 

w~istwatch 2307 may be provided in the opposite side on the wrist within the 

same bracelet. For example, there may be provided a wristwatch band having a 

housing to contain a data entry unit Said wristwatch band may be attached to any 

JO wrist device such as a wristwatch, a wrist can1era, etc. The housing of the data 

entry device may be located on one side 2308 of a wearer's wrist and the housing 

of said other wrist device may be located on the opposite side 2309 of said 

wearer's wrist. To attach said wristband to a device such as a wristwatch the 

traditional wristwatch band attachment means 2310 ( e.g. bars) may be provided. 

15 The above mentioned wristband housing may also be used to contain any 

other wrist device. for example, instead of containing a data entry uni~ said wrist 

housing may be adapted to contain a variety of electronic devices such as a 

wrlstphone. 

There may be a lot of advantages when using a wrist-worn data entry unit 

20 of this invention. for example, a user may carry an electronic device in for 

example, his pocket, and baving a display unit (may be flexible) of said electronic 

device in his hand. The interaction with said electronic device may be provided 

through said wrist-worn data entry unit. In another example, the wrist-worn data 
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entry unit of this invention may be used to ·operate an electronic news display (a 

PCT application regarding an electronic news display bas been filed on October 

27th
, 2000 by the inventor). 

5 Extendable Display Unit 

According to one embodiment of the invention an extendable display unit 

may be provided within an electronic device such as data entry unit of the 

invention or within a mobile phone. Fig. 24a shows an extendable display unit 

JO 2400 in closed position. This display unit may be made of rigid and/or semi rigid 

materials and may be folded or unfolded for example by corresponding hinges 

2401, or being telescopically extended or retracted, or having means to permit it 

being expanded and being retracted by any method 

Fig 24b shows a mobile computing device 2402 such as a mobile phone 

15 having said extendable display 2400 of this invention, in open position, "When 

open, said extended display unit may have the width of an A4 standard paper 

permitting the user to see and work on a real width size of a document while, for 

example, said user in writing a Jetter with a word processing program or 

browsing a web page. 

The display unit of the invention may also be made from flexible 

materials. Fig 25a shows a flexible display unit 2500 in closed position. 

It is understood that the display unit of the invention may also display the 

information on at least pa1i ofit's other (e.g. exterior} side 2505. This is 

43 



15 

( ( 

important because in some sii:uations a user may desire to use the display unit 

without expanding it. 

Fig. 25b shows an electronic device 2501 having a flexible display unit 

2500 of the invention, in open position. 

5 By having an electronic device such as the data entry unit ofthe 

invention, a mobile phone, a PDA, etc., having at least.one of the enhanced 

features of the invention such as an extendable/non extendable display unit 

comprising a te1eco_mmunication means as described before, a mouse of the 

invention, an extendabJe microphone, an extendable camera, a data entry system 

10 of the invention, a voice recognition system, or any other feature described in this 

application, a complete data entry/computing device, which may be held and 

manipulated by one user's hand, may be provided. This is very important because 

as is well known that in mobile environment computingl_data entry at least one of 

the user's hand must be free. 

\ 

Extendabie Camera 

As described for extendable microphone, an electronic device may also be 

equipped with an extendabJe camera. For example, for the data entry system of 

20 the invention combining keys presses and lip reading (instead or in addition to 

voice/speech of the user) an extendable camera may be provided in 

corresponding electronic device or data entry unit.. 
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Fig.26 shows a mobile computin.g device 2600 equipped with a pivoting 

section 260 l '._ Said pivoting section may have a camera 2602 and/or a microphone 

2603 installed at, for example, its end. By extending the camera towards his 

mouth, the user may speak to the camera and the camera may transmit images of 

5 the user's lips for example, during data entry of the invention using combination 

of key presses and lips. The user, in the same time may be capable to see the 

display and the keypad of his phone and eventually use them simultaneously 

while speaking to the camera. Of course the microphone installed on the 

extendable section may transmit the user's voice to the voice recognition system 

10 . of the data entry system. 

The extendable section 2601 may contain an antenna, or itself being the 

antenna of the electronic device. 

Also, the extendabJe microphone and/or camera of the invention may be 

detachabJy attached to an electronic device such as a mobile telephone or a PDA. 

15 This is because in many situations manufacturers of electronic devices ( such as 

mobile phones) do not desire to modify their hardware for new applications. 

According to one embodiment of the invention, the external pivoting 

section comprising the microphone and/or a camera may be a separate unit being 

detachably attached to the corresponding electronic device. Fig. 27 shows a 

20 detachable unit 2701 and an electronic instrument 2700, such as a mobile phone, 

being in detached position, The detachable unit 2701 may comprise any one of a 

number of component, including but not limited to, a microphone 2702, a camera 

2703, a speaker 2704, an optical reader (not shown) or other components 
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necessazy to be closed to the user for better interaction with 'the electronic 

instrument. The unit may also cornpri~e at least one antenna or itself being an 

antenna. The unit may· also comprise attachment and/or connecting means 2705, 

to attach unit 2701 to electronic device 2700 and to connect the components 

5 available on the unit 2701 to electronic instrument 2700. For attaching and 

connecting purposes, attachment and connecting means 2705 may be adapted to 

use tl1e ports 2706 available within an electronic device such as a mobile phone 

2700 or a computer, the ports being provided for connection of perip11eral 

components such as a microphone, a speaker, a camera, an antenna, etc. It is 

1 O understood that ports 2706 may be the standard ports such as a microphone jack 

or USB port, or any other similar connection means available in electronic 

instruments. In this case, the attachment/connecting means may, for example, be 

standard connecting means which plug into corresponding port(s) available 

within the electronic instrument 

It is understood that the attachment and/or connecting means of the 

external unit may be provided to have either mechanical attaching functionality 

or electrical/electronic connecting functionality or both. As shown in Fig. 27a, for 

example, the external unit 2701 may comprise a pin 2705 fixedly positioned on 

tl1e external unit for mechanicaJJy attaching the external unit to ilie electronic 

20 instrument. The pin may also e1ectrica1ly/e1ectronica1Jy connect for example, the 

microphone component 2702 available within the unit 2701 to ilie electronic 

instrument shown before. In addition to the pin, the external unit may contain 

another connector 2 707 such as a USB connector, connected by wire 2708 to for 
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example, a camera 2703 instaIIed within the external unit 2701. In this case, the 

connector 2707 may only electronica11y/e1ectrica11y connect the unit 270 I to the 

electronic instrument. 

For better mechanical attachment more that one port may be used by 

5 attachment and connecting means of the external unit. For example, the 

attachment and connecting means may comprise two attachment means, such as 

two pins fixedly positioned on the external unit wherein a first pin plugs into a 

first port of the electronic instrument corresponding to for example an external 

microphone, and a second p;n plugs into the port corresponding to for example an 

1 O external spealcer. 

Fig. 27b shows the detachable external unit 2701 and the electronic 

instrument 2700 of the invention, in attached position. 

After attaching the external unit 2701 to the electronic instrument 2700 

(for example, by plugging the pin 2705 into corresponding port 2706) the user 

15 may adjust the external unit 2701 in a desired position by extending and rotating 

movements as described before in this application for extendable microphone and 

camera. Again, it must be noted that the detachable unit of the invention may 

have characteristics similar to those of the extendable section of the invention as 

described before for the external microphone and camera in this application. For 

20 example, the detachable unit 2701 of the invention may be multi-sectioned 

having at least two sections 2710-2711, wherein each section having movements 

such as pivoting, rotating and extending (telescopically, foldable/unfoldable), 
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relating to each other and to the ex·ternaI unit. Attaching sections 2712-2714 may 

be used for these purposes. 

The detachable unit as described permits to add externaI/perpheral 

components to an electronic instrument and use them as they were part of the 

5 original instrument. This firstly pennits to use the unit without holding the 

components in band or attaching it to user's body (e.g. a headphone which must 

be attached to user's head) and secondly, it permits to add the components to the 

electronic instrument without obliging the manufacturers of the electronic 

instruments (such as mobile phones) to modify their hardware. 

10 The data entry method of this invention may also use other data entry 

means. For example, instead of assigning tl1e symbols to the keys of a keypad, 

said symbols may be assigned to other objects such as the fingers ( or portions of 

the fingers) of a user. Also instead of (or in addition to) voice/speech input, the 

system may recognize the data input by reading (recognizing the movements of) 

15 the lips of the user in combination with/without key presses. The user may press 

a key of the keypad and speak a desired letter among the symbols on said key. By 

recognizing the movements of the user's lips speaking said Jetter combined with 

said key press, the system may easily recognize and input the intended Jetter. 

Also as mentioned, example given in method of configuration described 

20 in this application were showed as samples. Variety of different configurations 

and assignment of symbols may be considered depending on data entry unit 

needed. The principle in this the method of configuration is to define different 

group of symbols according to different factors such as frequency of use, natural 
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pronunciation, natural non-pronunciation, etc, and assign them accordingly • 

assigning them priority rates. The highest priority rated group (with or without 

speaking) is assigned to easiest and most natural key interaction (e.g. a single 

press). This group also includes the highest ranked non-spoken symbols. Then the 

5 second highest priority is assigned to second Jess easier interaction (e.g. double 

press) and so on. 

With continuous reference to data entry system described before, the 

assignment of symbols to the keys of a keypad may be made in manner to still 

more enhance the recognition by voice/speech or lip-reading systems. Fig. 28 

IO shows a keypad 2800 wherein letter symbols having closed pronunciation are 

assigned to the keys of said keypad in a manner to avoid ambiguity between 

them. As shown, letters having closed pronunciations "c" & "d", ''j" & "k", "m" 

& "n", "v" & "t", are separated and placed on different keys. This will help the 

speech recognition system to more easily recognize said letters. For example, to 

15 select the letter "c", a user may press the key 2801 and says "c". To select the 

letter "d", the user presses the key 2802 and says "d". Other letters having closed 

pronunciations such as "b" & "p", "t" & "d", "f' & "s", are also assigned to 

different keys. 

Embedded speech recognition systems for small devices are designed to 

20 use memory as less as possible; Separating symbols having resembling 

pronunciation and assigning them to different keys, dramatically simplifies the 

recognition algorithms resulting the use of less memory. 
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With continuous reference to Fig. 28, as showri, the configuration of 

letters is provided in a manner to maintain the letters a-z in continuous order (e.g. 

a,b,c ............ z). Configuration of symbols on the keypad 2800 is made in a 

manner to keep it as similar as possible to a standard telephone-type keypad. It is 

5 understood that this order may be changed if desired. 

Also, separation ofresembling lip-articulated symbols may help lip­

reading (lip recognition) systems to more easily recognize them. For example, 

assigning letters 'J" & "k" to different keys will dramatically ease their 

recognition. 

IO It is understood that for recognizing a spoken symbol such as a letter, 

more than one image of user's lips at different times during speaking said letter 

may be provided to lip recognition/reading system. 

Lip reading (recognition) system of the invention may use any image­

producing and image-recognition processing technology for recognitio~ 

15 pmposes. For example, as mentioned before, a camera may be used to receive 

image(s) of user's lips while said user is saying a symbol such as a letter and is 

pressing the key corresponding to said symbol on the keypad. Other image 

producing and/or image capturing technologies may also be used. For example, 

instead of a camera, a projector and receiver of means such as light or waves may 

20 be used to project said means to the user's lips ( and eventually, face) and 

receives back said means providing a digital image of user's lips (and eventualiy 

user's face) while said user is saying a symbol such as a Jetter and pressing the 

key corresponding to said symbol on the keypad. 
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The data entry system of the invention which combines key press and·user 

behavior (e.g. speech) may use different behavior (e.g. speech) recognition 

technologies. For example, in addition to movements of the lips, the pressing 

action of the user's tongue on user's teeth may be detected for better rec?gnition 

5 of the speech. 

According to one embodiment of the invention, as shown in fig. 29, 

instead of (or in addition to) a camera, the lip reading system of the invention 

may use a touch/press sensitive component 9900 removabley mounted on user's 

denture and/or lips. Said component may have sensors 9903 distributed within its 

1 O surface to detect a pressure action on any part of it permitting to measure the size, 

location, pressure measure, etc., of the impact between the user's tongue and said 

component. Said component may have two sections. A first section 9901 being 

placed between the two lips (upper and lower lips) of said user and a second 9902 

section being located on the user's denture (preferably the upper front denture). 

15 An attaching means 9904 permits to attacb/fix said component on user's denture. 

Fig. 29a shows a sensitive component 9910 as described hereabove, being 

mounted on a user's denture 9919 in a manner a section 9911 of the component is 

located between the upper and lower lips of said user (in this figure, the 

component, the user's teeth and tongue are shown outside user's body). Said user 

20 may press the key 0013 which contains the letters "abc", and speak the letter "b". 

By saying "b" the lips 9914-9915 of the user press said sensitive section 9911 

between the lips. The system recognizes that the intended letter is the letter "b" 

because saying the two other letters (e.g. "ab''.) do not require pressing the lips on 
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each other. If the user presses the key 9913 and pronounces the Jetter "c", then 

the tongue 9916 of the user will slightly press the inside portion 9912 of the 

denture section of the component located on the front user's upper denture. The 

system will recognize that the intended symbol is the letter "c", because other 

5 letters on said key ( e.g. "be") do not require said pressing action on said portion 

of the component. If the user presses the key 9913 and says the Jetter "a", then no 

_pressing action will be applied on said component. Then·the system recognizes 

that the intended Jetter is the letter "a". In other example, if the user presses the 

key 9917 and says the Jetter 'T the tongue of the user presses the inside upper 

JO portion of the denture section of the component. If the user presses the key 9917 

and says the Jetter "l", then the tongue of the user will press almost the whole 

inside portion of tl1e denture section of th_e component. In this case, almost the 

whole sensors distributed within the inside portion of the denture section of the 

component will be pressed and the system recognizes that the intended Jetter is 

15 the letter "1". 

The above-mentioned lip reading/recognition system permits a discrete 

and efficient method of data input with high accuracy. This data entry system 

may particularly be used in sectors such as the anny, police, or intelligence. 

Hereafter an example of a Jetter input recognition system through a 

20 telephone-type keypad, according to one embodiment of this invention: 
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ABC key 
A 
no pressure 

DEF key 
D 
whole inside denture 
section is pressed 

GHI key 
G 
upper inside portion 
of the denture section 
is strongly pressed 

JKLkey 
J 

B C 
lip section pressed upper inside portion of 

the denture section is 
slightly pressed 

B F 
no pressure lip section pressed 

H I 
upper inside of portion no pressure 
of the denture section 
is slightly pressed 

K L 
20 upper inside portion no pressure 

of the denture section 
whole inside denture 
section is pressed 

is slightly pressed 

MNOkey 
25 M N 0 

lip section pressed whole inside denture no pressure 
section pressed 

PQRSkey 
30 p Q R s 

lip section pressed lip section pressed no pressure upper inside 
(on sides) portion of the 

denture section is 
slightly pressed 

35 
TUVkey 
T u V 
whole inside denture lip section pressed lip section pressed 

section is pressed (on sides) 
40 

WXYZkey 
w X y Z (zed) 

lip section pressed upper inside portion no pressure whole inside 
45 of denture section portion of the 

is pressed denture is 
pressed 
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It must be noted that the table above is only shown as an example to show 

the easiness of distinguishing the letters by saying a desired letter (while using 

the described hardware) and pressing the corresponding key. It is understood that 

other distinguishing parameters such as the timing of the pressure on the 

S • hardware (e.g. when saying "g" or saying "h", both being on the same key and 

maybe having similar pressure levels) based on this system rn.ay be taken in 

consideration by the recognition system and people skilled in the art. Also, saying • 

other symbols such as numbers (e.g. 0-9) by the user and recognizing them may 

be considered by the above-mentioned system. 

10 In addition, the sensitive component of the invention may be connected to 

processing device (e.g. a ce11p110ne) wirelessly ~r by means wires. Ifit is 

connected wirelessJy, the component may cont~in a transmitter for transmitting 

the pressure information. The component may further comprise a battery power 

source for powering its functions, 

15 As described before, the invention combines key presses and speech for 

improved recognition accuracy. In one embodimen~ a grammar is made on the 

fly to allow recognition of letters corresponding only to the key presses. 

As is well know in the art (e.g., LetterWise), Jetter-pair frequency 

probabilities can be used to determine the next letter given the previous letter. 

The above grammars created to support the combination of key presses 

and speech can be augmented with probability infom1ation to provide for higher 

accuracy. 
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For example, if a user presses 8-4-3 and says T-H-E, then the system 

should recognize T-H-E. However, since the 3 key includes the letters D-E-F, it 

could also incorrectly recognize T-H-D. To avoid this problem, we can add 

probabilities. 

5 For the key 8, we have the letters T-U-V; for 4 we have G-H-I; and for 3 

we have D-E-F. Given the key presses 8-4-3, the system would create the 

following grammar using standard grammar notation: 

<s> =(TI u I V) (GI HI I) (D IE IF); 

10 

This can also be expressed as 

<s>= T<s1>; 

<s>= U<s1>; 

15 <s> = V <sl>; 

<s1> = G <s2>; 

<sl> = H <s2>; 

<sl> = I <s2>; 

<s2>= D; 

20 <s2> =E; 

<s2> = F; 
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Adding simple unigram probabilities for the first set of letters and bi-gram. 

probabilities (for example, trained on a word corpus such as dictionary) we might 

have something such as: 

<s>, 0.80 = T <s1_T>; 

s <s>, 0.15 = U <sl_U>; 

<s>, 0.05 = V <sl_ V>; 

<sl_T>, 0.05 = G <s2_G>; 

<sl_ T>, 0.65 = H <s2_H>; II 0.65 represents the probability of H preceded by T 

in the current context 

10 <sl_T>, 0.30 = I <s2_I>; 

<sl_U>, 0.30= G <s2_G>; 

<sl_U>, 0.50= H <s2_H>; 

<sl_U>, 0.20 = I <s2_1>; 

<s1_ V>, 0.01 = G <s2_G>; 

15 <s1_ V>, 0.04 = H <s2_H>; 

<s1_ V>, 0.95 = I <s2_!>; 

<s2_G>, 0.05 = D; 

<s2_ G>, 0.85 = E; 

<s2_G>, 0.10 = F; 

20 <s2_H>, 0.10 = D; 

<s2_H>, 0.85 = E; 

<s2_H>, 0.05 = F; 

<s2_I>, 0.20 = D; 
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<s2_I>, 0.20 = B; 

<s2_I>, 0.60 = F; 

( 
I 

Note that the grammars are larger, but since they are built on the fly they 

5 are still manageable for embedded applications. 

Note that the probabilities can be based strickly on letter-pair frequencies, 

but also weighted by the relative word frequency from which they come. For 

example, the letter pair T-H might count for more from the word THE vs the 

word THIN. 

Note that the recognizer will pursue all paths in parallel and combine the 

acoustic probabilities with the grammar probabilities to compute the overall best 

answer. 

Usually, during data (e.g. text) entry by voice/speech, a 

microphone/transducer perceives the user's voice/speech and transmits it to a 

15 processor of a desired electronic device for recognition process by a voice/speech 

recognition system. A great obstacle (specially, in the mobile environment) for an 

efficient speech to data/text conversion by the voice/speech recognition systems 

is the poor quality of the inputted audio, said poor quality being caused by the 

outside noise. It must be noted that the microphone '1iears" everything without 

20 distinction. 

Many efforts have been made by researchers to distinguish and eliminate 

an outside noise from a desired audio. Until now those efforts have permitted to 

only pa1iially reduce the outside noise but still much more work must be done to 
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achieve· an acceptable re~uJt Unfortunately, the current noise 

cancellation/reduction technologies also reduce the quality of the desired audio, 

making said audio inappropriate for recognition by the voice/speech recognition 

systems. 

s To reduce (or even· completely eliminate) the outside noise during data 

entry into an electronic device by voice/speech inpu~ without degrading the 

quality of said voice/speech input an ear-integrated microphone/transducer unit 

positioned in a user's car can be provided. Said microphone/transducer may also 

permit a better reception quality of the user's voice/speech, even if said user 

IO speaks low or whispers. 

As is well known, when humans speak, the bone vibrations caused by, 

and corresponding to, said speech are conducted to ear resulting the air vibrations 

corresponding to said speech in th inner ear and in the ear canal. 

According, to one method, said air vibrations may be perceived by an ear- -- •· 

15 integrated microphone positioned in the ear, preferably in the ear canal. 

According to another method, said ear bone vibrations, themselves, may 

be perceived from the inner ear by an ear-integrated transducer positioned in the 

ear. 

Fig. 30 shows a microphone/transducer unit 5300 designed in a manner to 

20 be integrated within a user's ear in a manner that the microphone/transducer 

component 5301 locates inside the user's ear ( preferably, the use's ear canal). 

Preferably, in addition to microphone/transducer component 5301, said 

unit 5300 may also have hem1etica1ly isolating means 5302 wherein when said 
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microphone 5301 is installed in a user's ear (preferably, in the user's ear canal), 

said hermetically isolating means 5302 may isolate said microphone from the 

outside (ear) environment noise, permitting said microphone 5301 to only 

perceive tl1e user's voice/speech formed inside the ear. The outside noise which is 

5 a major problem for voice/speech recognition systems will dramatically be 

reduced or will even be completely eliminated. 

The user may adjust the level of hermiticaIJy isolation as needed. For 

example, to cancel the speech echo in the ear canal said microphone may be less 

iso1ateq from outside ear environrnent by slightly extracting said microphone unit 

10 from said user's ear canal. The microphone unit may also have integrated 

isolating/uniso1ating level means. 

Said microphone/transducer 5301 may be connected to a corresponding 

electronic device, by means of wires 5303, or by means of wireless 

communication systems. The wireless communication system may be of any kind 

15 such as blue-tooth, infra-red, RF, etc. 

The above-mentioned, ear integrated microphone/transducer may be used 

to perceive the voice/speech of a user during a voice/speech-to-data (e.g. text) 

entry system using the data entry system of the invention combining key press 

and corresponding speech, now named press-and-speak (KIKS) technology. By 

20 pressing a key and saying the desired symbol (e.g. a Jetter) assigned to said key, 

as described before, the voice/speech recognition system tries to match said 

speech to one of speech patterns of only few symbols assigned to said key. In this 

case, even if an ear-integrated microphone/transducer has lower equality audio 
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perception than a standard microphone, the quality of spoken symbols perceived 

by said ear-integrated microphone/transducer will still be fair enough to permit 

the voice/speech recognition system to easily recognize a spoken symbol among • 

said few symbols on that key. 

According, to one embodiment of the invention, as shown in fig. 31, an 

ear-integrated microphone 5400 may be provided and be connected to a mobile 

electronic device such as a mobile phone 5402. As shown, the microphone 5401 

is designed in a manner to be positioned into a user's ear canal and perceive the 

user's speech/voice vibrations produced in the user's ear when said user speaks. 

10 Said speech may then be transmitted to said mobile phone 5402, by means of 

wires 5403, or wireiessly. 

By being installed in the user's ear and having hermetically isolating 

means 5404, said microphone 5401 will only perceive the user's voice/speech. 

The outside noise which is a major problem for voice/speech recognition systems·· 

15 will dramaticaily be reduced or even completely be eliminated. As mentioned 

before, the level of isolation may be adjustable, automatically, or by the user. 

For example, when a user presses a key 5405 and speaks the Jetter 11k" 

which is located on said key, the vibrations of said speech in the user's ear may 

be perceived by said ear-integrated transducer/microphone and be transmitted to a 

20 desired electronic device. The voice/speech recognition system of the invention 

has to match said speech to already stored speech patterns of a few symbols 

located on said key (e.g. in this example, 11
], K, L, 5"). Even if the quality of said 
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speech is not good enough (e.g. because the user spoke low), said speech could 

be easily matched with the stored pattern of the desired Jetter. 

As just noted, another advantage of this system is that the user may speak 

low or even whisper. Because on one hand, the microphone is installed in the 

5 user's ear and directly perceives the user's voice without being disturbed by 

outside noise, and on the other band the recognition system tries to match a 

spoken symbol to only few choices, even if a user speaks low, whispers, the 

quality of the user's voice will still be good enough for use by the voice/speech 

recognition system. For the same reasons the recognition system may be user-

IO independent. Of course, training the system with the user's voice ( e.g. speaker 

dependent method) will cause greatly better recognition accuracy rate by the 

_recognition system. 

In addition to the microphone/transducer, the ear-integrated unit may also 

contain a speaker located beside the microphone/transducer and also being 

15 integrated within the user's ear for listening purposes. 

According to one embodiment of the invention, as shown in fig. 32, an 

ear-integrated microphone and speaker 5500 can be provided in a manner that the 

microphone 5501 installs in a frrst user's ear (as described here-above) and the 

speaker 5502 installs in a second user's ear. 

The above specifications should not be construed as limiting the scope of 

the invention but merely describing s01i1e of the prefen-ed embodiments of the 

invention. Many variations are to be considered within the scope of the present 

invention. For example, in t11e example of the ear-integrated unit of the fig. 32, 
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both ears may be provided by both, microphone and speaker components. In • 

another example, when said ear-integrated unit is wire1ess1y connected to a 

corresponding electronic device, a battery power source may be provided within 

said ear-integrated unit. Also for better speech reception quality, the ear-

5 integrated microphone unit of the invention may also comprise at least an 

additional standard microphone situated outside of the ear (for example, on the 

transmitting wire). The inside ear microphone combined with the outside ear 

microphone may provide more audio signal information to the speech/voice 

recognition sy~tem of the invention. It must also be noted that the data entry 

10 system of the invention may use any microphone or transducer using any 

technology to perceive the inside ear speech vibrations. 
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Background 
A method of general data entry combining key press and speech has been explained in 

PCT application PCT/US00/29647. 

As described in said application, by pressing a key and speaking/not speaking a desired 

symbol such as a character among a group of symbols assigned to said key, said desired 

symbol may be selected. For example, for entering the word "morning" through a 

standard telephone-type keypad (see Fig 81) a user may: 

-press the key 8101 and say 'm'; 

-press the key 8101 and say 'o'; 

-press the key 8106 and say 'r' ; 

-press the key 8108 and say 'n'; 

-press the key 8104 and say 'i' ; 

-press the key 8106 and say 'n'; 

-press the key 8104 and say 'g'. 

By speaking a word, letter by letter (or symbol by symbol), and pressing the 

corresponding keys, said word may be inputted. 

The data entry system described in said PCT may permit a keyboard having reduced 

number of keys (e.g. telephone keypad) to act as a full-sized PC keyboard (e.g. one 

pressing action per symbol). 

~ Word by Word Data Entry System 

To enhance the above-mentioned data entry system, a word level data entry system has 

been proposed in said PCT application. In said application, there was described that a 

user can enter a word by speaking said word and pressing the keys corresponding to the 

letters constituting said word. 

The speech of each word in a language may be constituted of a set of phoneme(s) 

wherein said set of phoneme(s) comprises one or more phonemes. Fig. 82 shows as an 

example, a dictionary of words 8200 wherein for each entry (e.g. word) 8201, its 

character set 8202, relating key press values 8203 (using a telephone keypad), phoneme 

set 8204 corresponding to said word, and speech model 8205 (to eventually be used by a 

voice/speech recognition system) of said phoneme set are shown. 

According to one method of speech recognition, when a user speaks a word, his speech 

may be compared with said memorized speech models, and one or more best matched 

models will be selected by the system. Then the word(s) (e.g. character sets) 

corresponding to said selected model(s) may be selected by the system. If the selection 

contains one word, said word may become the final selection. If the selection comprises 

more than one word, then said words may be presented to the user ( e.g. in a list printed at 

the display) and the user may select one of them by for example pressing a "select" key. 
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The above-mentioned method of recognition of words based on their speech, is described 

only as an example. It is understood that other methods ofrecognition by speech may be 

considered by the people skilled in the art. 

Recognizing a word based on its speech only, is not an accurate system. There are many 

reasons for this. For example, many words may have similar or confusing pronunciations. 

Also factors such as the outside noise may result ambiguity in a word level data entry 

system. Inputting arbitrary words by voice requires complicated software, taking into 

. account a large variety of parameters such as accents, voice inflections, user intention, or 

noise interaction. For these reasons speech recognition systems are based on recognition of 

phrases wherein for example, words having similar pronunciations may be disambiguated 

in a phrase according to the context of said phrase. Speech recognition systems based on 

recognition of phr~ses require large amount of memory and CPU use, making their 

integration in small devices such as mobile phones, impossible at this time. 

The press and speak technology invented by this inventor and described in different PCT 

and US provisional applications filed earlier, may solve the above-mentioned problems. 

In addition to/combination with a character by character entry system as described in said 

applications, a word-level data entry technology of the inventio.n may provide the users of 

small/mobile/fixed devices with a natural quick (word by word) text/data entry system. 

As mentioned, in the PCT application PCT/US00/29647, there was described that a user 

can speak a word while pressing the keys corresponding to the letters constituting said 

word. There was also mentioned that for this purpose a word dictionary data base may be 

used. According to that and by referring to the fig. 81, when a user speaks the word 

"card" and presses the corresponding keys (e.g. keys 8102, 8102, 8106, 8109 of the· 

telephone-type keypad), the system selects from said word dictionary (such as the one 

shown in fig. 82), the words corresponding to said key presses. In this example, the same 

set of key presses may also correspond to other words such as "care", "bare", "base", 

"cape", and "case". The system then, may compare the user's speech (of the word) with 

the speech of said words having the same key presses and if one of them matches said 

user's speech, the system selects said word. If speech of non of said words matches the 

user's speech, the system then, may select the word (or words) that its (their) speech best 

match(es) said user's speech. 

According to this method, the recognition system will select a word among only few 

candidates (e.g. 6 words, in the example above). As result the recognition becomes easy 

. and the accuracy of the speech recognition system dramatically augments, permitting a 

general word-level text entry with high accuracy. It must also be noted that speaking a 

word while typing it is a human familiar behavior. 

According to another embodiment of the invention, for entering a word, a user may press 

few (e.g. one, two, and if needed, more) keys corresponding to the letter(s) of the 

beginning of a word and (preferably, simultaneously) speak said word. According to said 

few key presses and said speech, the system may recognize the intended word. For this 
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purpose, according to one method, for example, the system may first select the words of 

the dictionary data base wherein to the beginning characters of said words correspond to 

said key presses, and compares the speech of said selected words with the user's speech. 

The system, then selects one or more words wherein their speech best matches said user's 

speech. Selecting the words existing in a dictionary of words database according to the 

first few key presses, dramatically reduces the number of said selected words to be 

compared with the user's speech. This permits a very high accuracy of the input of an 

intended word. According to another method, for example, the system may first select the 

words of the dictionary wherein their speech best match said user's speech. The system 

then, may evaluate the beginning characters ( evaluating to which key presses the belong) 

of (the character sets constituting) said words with said user's corresponding few key 

presses to finally select the character set(s) which their beginning characters match said 

user's key presses. 

In the above-mentioned embodiments, if the selection contains one word, said word may 

become the final selection. If the selection comprises more than one word, then said 

words may be presented to the user (e.g. in a list printed at the display) and the user may 

select one of them by for example pressing a "select" key. 

The above-mentioned methods of speaking a word and pressing the keys corresponding 

to the characters constituting at least part of said word, and comparing said key presses 

with the key presses corresponding to the letters of the words in a dictionary of words, 

requires the use of a substantial amount of memory. Having stored the phoneme sets/ 

speech ( e.g. models) of all of the words available in a language, a database of the chain of 

characters corresponding to said words available in one or more languages, and also 

having a data base of the key presses corresponding to said words available in said 

dictionary data base require large amount of memory. 

Also, as described in the prior applications, in the character by character data entry 

system of the invention a symbol such as a punctuation mark may be assigned to a key of 

the keypad and be inputted as default by pressing said key without speaking speech. For 

said reason, in the word level data entry system of the invention as described before, a 

user may finish to speak a word before finishing to enter all of its corresponding key 

presses. This may confuse the recognition system because those last key presses which 

were not covered by user's speech may be considered as said default characters. There 

are some solutions to overcome this problem. For example, a user may first speak a word 

and then press the corresponding keys. This may indicate to the system that the set of key 

presses accruing after the speech correspond to said speech. 

In another example, the system may exit the text mode and enter into another mode such 

as a punctuation/function mode, by a predefined action such as, for example, pressing a 

mode key. As explained in said PCT applications, to each key of a keypad one or two 

special characters such as punctuation marks, space character, or a functions, may be 

assigned. By a single press on a key of said keypad without speaking, a symbol such as 

punctuation mark on said key will be inputted. A double press on the same key without 

speech may provide another (e.g. punctuation) symbol assigned to said key. By pressing a 
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key while the system is in said special character mode, a symbol such as a punctuation 

mark may be entered at the end ( or any other position) of the word, also indicating to the 

system the end of said word. 

~ Data Entry System Based on sub-speeches 

There must be considered that when a user speaks a word while. typing it, he naturally, 

may break said speech of said word into one or more sub-speech portions ( e.g. while he 

types the letters corresponding to each sub-speech) according to for example, the 

syllables of said speech. For example, while typing the word "morning" using a keyboard 

such as a keypad, the user may naturally, first say a first sub-speech, "mor" and/while he 

presses the corresponding keys. Then the user may pronounce a following sub-speech, 

"ning" and type the corresponding keys. For easier demonstration, in this application, the 

word "sub-speech" is used for the speech of a portion of the speech of a word. For 

example, the word "perhaps", may be spoken in two sub speeches "per" and "haps". Also 

for example, the word "pet" may be spoken in a single sub-speech, "pet". 

Also, for example, for entering the word "playing", the user may first pronounce the 

phonemes corresponding to the first syllable (e.g. "ple") while typing the keys 

corresponding to the letters "pla", and then pronounce the phonemes corresponding to the 

second syllable (e.g. "ying") while typing the set of characters "ying". 

It must be noted that one user may divide a word into portions differently from another 

user. Accordingly, the sub-speech and the corresponding key presses, for each portion 

may be different. After completing the data (e.g. key press and sub-speech) entry of all 

portions of said word by said users, the final results will be similar. 

In the above-mentioned example, said another user may pronounce the first portion as 

"pla" and press the keys of corresponding character set, "play". He then, may say "ing' 

and press the keys corresponding to the chain of characters, "ing". Also for example, a 

third user may enter the word "playing" in three sequences of sub-speeches and key 

presses. Said user may say, "pie", "yin", and "g" (e.g. spelling the character "g" or 

pronouncing the corresponding sound) while typing the corresponding keys. It is 

understood that the most natural way of dividing a word in different sequences of speech 

and key presses is that each sequence of speech correspond to a syllable of said word. 

Therefore, it must be noted that even though in many paragraphs of this application we 

note a syllable as a portion/sequence of a word, the data entry system of the invention 

applies to any form of division of a word in one or more portions. 

According to the above-mentioned principles, the word "trying' may be pronounced in 

two portions (e.g. syllables) "trr', and "ing". Also for example, the word "playground" 

may be divided and inputted in two portions (e.g. according to its two syllables), "pla", 

and "ground". 
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As it is shown in the examples above, part of the speech of different words in one ( or 
more) languages may have similar pronunciations ( e.g. being composed by a same set of 
phonemes). For example, the words, "trying", and "playing" have common sub-speech 
portion "ing" ( or "ying") within their speech. 

• According to the above-mentioned principles, there may be created a method of data entry 
wherein by memorizing predefined sets of phonemes/speech-models corresponding to sub­
speeches of a word and considering at least part of the key presses corresponding to the 
characters sets assigned to corresponding phoneme sets, recognition of entire words in a 
press and speak data entry system of the invention may become effective. Fig. 84 shows a 
dictionary of phoneme sets 8401 corresponding to sub-speeches of whole words dictionary 
8402, and a dictionary of character sets 8403 corresponding to the phoneme sets of said 
phoneme set dictionary 8401, also comprising a dictionary of key press values (according 
to a telephone keypad) 8404 corresponding to said dictionary of character sets 8403 
corresponding to said dictionary of phoneme sets 8401. according to different embodiments 
of the invention, one or more of these data bases may be used by the data entry system of 
the invention. 

Because in many cases, a same phoneme set (sub-speech model) may be used in order to 
recognize other words (having the same sub-:5peech pronunciation in their speech), less 
memorized phoneme-sets/speech-models are required for recognition of entire words 
available one or more dictionary of words, reducing the amount of the memory needed. 
This will result in assignment of reduced number of phoneme sets to the corresponding 
keys of a keyboard such as a telephone-type keypad and will, dramatically, augment the 
accuracy of the speech recognition system. 

Fig. 83 shows exemplary samples of words of English language 8301 having similar 
speech portions 8302. As shown, four short phoneme sets 8302, may produce the speech 
of seven entire words 830 I. Is understood that said phoneme sets 83 02 may represent part 
of speech of many other words in English or other languages, too. 

Based on the above-mentioned principles, a natural press and speak data entry system 
using reduced number of phoneme sets for entering any word (e.g. general dictation, 
arbitrary text entry) through a mobile device having limited size of memory (e.g. mobile 
phone, PDA) and limited number of keys (e.g. telephone keypad) may be provided. The 
system may also enhance the data entry by for example, using a PC keyboard for fixed 
devices such as personal computers. In this case, (because a PC keyboard has more keys), 
still more reduced number of phoneme sets will be assigned to each key, augmenting the 
accuracy of the speech recognition system. Hereafter, different detailed embodiments of 
the invention are described. 

All Keys-At Least Part of the Phonemes 
According to one embodiment of the invention, a user may divide the speech of a word. into 
different sub-speeches wherein each sub-speech is represented by a phoneme-set. By 
speaking each phoneme set and/while pressing the keys corresponding to the letters 
corresponding to said phonemes sets and repeating (in order, from fist to last) this 
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procedure for all of ( or at least part of) said· sub-speeches, said entire word ( e.g. in 

characters) may be inputted. 

As shown in Fig. 81, for example, the letter "t" is located on the key 8101 of the keypad 

8100. To said key different sets of phonemes such as "te", "ti", "ta", "to", etc., and/or 

corresponding speech models may be assigned (see table 1, fig. 85). Pronouncing "te" may 

correspond to different sets ofletters such as "tea", "tee", or even "the" (if the user is for 

example not an American/English native). To produce the word "teabag" a user may press 

the "t" key 810 I and say "te" and continue to press the remaining keys corresponding to 

the remaining letters, "ea". The system compares the speech of the user with the speech 

(e.g. models) assigned to the first pressed key (in this example, "t" key 8101). After 

matching said user's speech to one (or more) of said phoneme-sets/speech-models assigned 

to said key, the system selects on or more of the character set(s) assigned to said phoneme 

set(s)/speech-model(s). As mentioned, in this example, a same speech may correspond to 

two different sets of characters, one corresponding to the letters "tea" ( e.g. key presses 

value 832) and the other corresponding to letters "tee" ( e.g. key presses value 833 ). The 

system compares (e.g. the value of) the keys pressed by the user with the (e.g. values of) 

the key presses corresponding to the character sets of said list and if one of them matches 

the user key presses the system chooses it to eventually being inputted/outputted. In this 

case the letters "tea" may be the final selection for this stage. An endpoint ( e.g. end of the 

word) signal such as a space key press may inform the system that the key presses and 

speech for the current entire word are ended. 

In the above-mentioned example, the selection is not final. The user then may press the "b" 

( e.g. corresponding to the first character in the following syllable in the word) key 8102 

and say "bag" and continue to press the remaining keys corresponding to the remaining 

letters "ag". The system proceeds like before and selects the corresponding character set, 

"bag". The user now, signals the end of the word by for example, pressing an space key. 

By saying "te" and pressing the keys "8, 3, l" and then saying "bag" and pressing the keys 

"l, 1, 4", the word "teabag" may be produced. As noticed, the word "teabag" is produced 

by speech and key presses without having its entire speech model/phoneme-set in the 

memory. In fact the speech model of the word "teabag" was produced by two other sub­

speech models (e.g. of ''te" and "bag") available in the memory, each representing part of 

said speech model of the entire word "teabag" and together producing said entire speech 

model. The speech models of "te" or "bag" may be used as part of the speech­

models/phoneme-sets of other words such as "teaming" or "Baghdad", respectively. 

Although in this embodiment, the recognition accuracy is very high, it may happen that 

sometimes the final selection is an erroneous word which do not exist in the data base. For 

this reason, before inputting/outputting said word, the system may compare the final 

selection with the words of a dictionary of the word of the desired language. If said 

selection does not match a word in said dictionary, it is rejected. 

Also, according to one method, while pressing the corresponding keys of a portion of a 

word and speaking it, the user may speak in a manner that his speech covers said 
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corresponding key presses during said entry. This will have the advantage that the user's 

speech at every moment corresponds to the key being presses simultaneously, permitting 

easier recognition of said speech. On the other hand, at the end of the entry of a word, a 

user may press any key without speaking. This may inform the system that the word is 

entirely entered ( e.g. pressing a key and not speaking may be assigned to characters such as 

punctuation marks, PC functions, etc. This matter has already been explained in the PCT 

applications that have already been filed by this inventor). 

After completion of the recognition procedures described above, if the selected output 

comprises more than one word, said words may be presented to the user ( e.g. in a list 

printed at the display) and the user may select one of them by for example pressing a 

"select" key. 

It must be noted that in some cases, recognizing part of the phonemes of one or more sub• 

speeches of a word (preferably, those at the beginning of said sub speeches), may be 

enough for recognition of the corresponding word in the press and speak data entry system 

of the invention. 

According to one embodiment of the invention instead of considering all of the phonemes 

corresponding to a sub•speech of a word, only a few phonemes, (preferably those at the 

beginning of said sub•speech) may be considered and assigned to the key corresponding to 

the first letter of the character set(s) corresponding to said phoneme set. Said phoneme set 

may be used for the recognition purposes by the press and speech data entry system of the 

invention. Thanks to this method, the number of the speech-models/phoneme-sets 

necessary for recognition of many entire words may dramatically be reduced. In this case, 

to each key of a keyboard such as a keypad, only few phoneme sets will be assigned 

permitting easier recognition of said phoneme sets by the voice/speech recognition system. 

By using a speech recognition system for evaluation of all/few (preferably the beginning) 

characters of each sub-speech (preferably, the first) of a word along with consideration of 

all of the key presses corresponding to all of the characters of said word, a word in a 

language may be recognized by the data entry system of the invention. 

According to this embodiment, for each letter different sets of phonemes ( or speech 

models) according to sub-speeches of the words in a language may be considered and 

memorized. Said sets of phonemes may be located at any position within a word. Each of 

said sets of phonemes may correspond to one or more sets of characters having 

similar/almost similar pronunciation. Fig. 85 shows an exemplary table showing some of 

the phoneme sets that may occur at the beginning (or anywhere else) of a syllable of a word 

starting with the letter "t". In the last row, of the table also shows an additional example of 

a phoneme set and a relating character set for the letter "i". 

Although phoneme sets having more phonemes ( e.g. taps, take, ta.st, e.tc.) may be 

considered, modeled, and memorized to help recognition of a word, in this embodiment 

wherein the user presses all of the keys corresponding to the letters of a word, 

evaluating/recognizing few beginning characters of one or more portions (e.g. syllables) of 
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said word by the voice/speech recognition and also using dictionary of words data base and 

relating databases (such as key presses values) as shown in fig. 84, may be enough for 

producing said word. obviously, when needed, longer phoneme sets may also be used for 

better recognition and disambiguity. 

As an example, by considering fig. 81 and also using the table 1 of the fig. 85, to produce 

the word "ti-tie", a user may press the key 8101 corresponding to the letter "t" and say 'tr' 

and then press the remaining key presses corresponding to remaining letters "itle". At the 

end of the word the user presses for example, an end-of-the-word key such as a space key. 

To the phoneme set "tr', character sets such as "ti, ty, tie" are assigned. The first letter "t" 

is obviously, selected. Second letter will be "i", because of pressing the key 8103 ( e.g. "y" 

is on the key 8104 ). The next key pressed is the key 8101 relating to the letter "t". in this 

case the character set "tie" possibility is rejected. So "ti" will be definitively selected. The 

system now considers "ti" along with the remaining key presses 8 ( e.g. "t, u, v"), 5 ( e.g. "g, 

h, i"), and 3 ( e.g. "d, e, f'). Comparing these input with a dictionary of words having 

corresponding key presses data base will reveal that the only word corresponding to these 

input is the word "title". The system then selects the word "title". 

For better recognition, the user may speak more than one sub-speech of a word while 

pressing the corresponding keys. In this case, the system may consider the input of 

characters corresponding to more than one sub-speech of said word. 

By typing a word (having one or more portions/syllables) through a keyboard/keypad and 

speaking said word partially/entirely, in almost every case, recognition of few beginning 

characters of at least one of said syllables (preferably, the first syllable) of said word by the 

speech recognition system (helped by the evaluation of the corresponding key presses), 

combined with the evaluation of the key presses corresponding to the rest of the characters 

of said word will produce said word. 

In another example, to enter the word "taken" which comprises two sub-speeches/syllables, 

"ta" and "ken", when typing the first character "t" (key 8101 ), the user says "ta" and then 

presses the rest of the keys ( e.g. "a") corresponding to the rest of the characters of the first 

syllable. The user then naturally proceeds to the next syllable and says "ken" while 

pressing the key 8105 corresponding to letter "k" and continues to press the remaining keys 

of said next syllable corresponding to the letters "en". He then may press an space key to 

infonn the system of the end of data entry. 

After completion of the recognition procedures described above, if the selected output 

comprises more than one word, said words may be presented to the user (e.g. in a list 

printed at the display) and the user may select one of them by for example pressing a 

"select" key. 

Shortcut: Less Key Presses Combined With at least Part of the Phonemes 

Small mobile electronic devices having keypads with limited number of keys are 

commonly used worldwide. Users press the keys of said keypads by using the fingers 
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(e.g. thumb, forefinger) of one hand. Even in a the above-m'entioned data entry systems 

wherein each symbol is entered by a single pressing action on a corresponding key, the 

speed of data entry is slower than the speed of the data entry using a PC keyboard 

wherein the users usually use the fingers of both hands to press the keys of the keyboard. 

To enhance the data entry system of the invention and to permit quicker data (e.g. text) 

entry, a macro-level data/text entry system have been proposed in the PCT application 

PCT/US00/29647. In said PCT application, there was mentioned that macros (e.g. a chain 

of letters/characters) can be assigned to a key of a keypad and inputted by a single pressing· 

action combined with/without voice/speech. By assigning at least part of the characters of a 

word to a single key press an entire word may be inputted by few key presses. By applying 

this method within the press and speak data entry method of the invention, a quick data 

entry for mobile environment/small devices may be provided. In this method, the number 

of key presses are less than the number of the characters of a word (except for the single 

characters and some words such as out-of-dictionary-words, which may require character 

by character entry). 

According to the preferred embodiment of the invention a user may press the key(s) 

corresponding to the first letter ofportion(s) of a word while, preferably simultaneously, 

speaking said corresponding portion(s). For this purpose a user may divide a word to 

different portions according to, for example, the syllables of said speech. Speaking each 

portion/syllable of a word is called "sub-speech" in this application. 

According to this embodiment, for example, to enter the word "tiptop" which may be 

divided in two sub-speeches (e.g. according to its syllables) "tip" and "top", the user may 

first press the key 8101 (e.g. letter "t" is assigned to said key) and (preferably, 

simultaneously) say "tip" (e.g. the first sub-speech of the word "tiptop"), then he may press 

the key 8101 and (preferably, simultaneously) say "top" (e.g. the second sub-speech of the 

word "tiptop"). Using the table in the fig. 85, set of characters "tip" is assigned to the set of 

phonemes "tip" and to the letter "t" on the key 8101. When the user presses the key 810 I 

and says 'tip", the system compares the speech of the user with all of the phoneme 

sets/models which are assigned to the key 8101. After selecting one (or more) of said 

phoneme sets which match said user's speech, the system selects the character sets which 

are assigned to said selected set(s) of phonemes. In the current example, only one character 

set (e.g. tip) was assigned to the phoneme set "tip". The system then proceeds in the same 

manner to the next portion (e.g. sub-speech) of the word, and so on. In this example, the 

character set "top" was the only character set which was assigned to the phoneme set "top". 

The system selects said character set. After selecting all character sets corresponding to all 

of the sub-speeches/syllables of the word, the system then assembles said character sets 

(e.g. an example of assembly procedure is described in the next paragraph) providing 

different groups/chains of characters. The system then compares each of said group of 

characters with the words ( e.g. character sets) of a dictionary of words data base available 

in the memory. For example, after selecting one of the words of the dictionary which best 

matches to one of said groups of characters, the system may select said word as the final 

selection. In this example, after entering the second portion/syllable, the user presses for 

example, a space key, or another key without speaking to inform the system that the word 
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wad entirely entered (e.g. pressing a key and not speaking may be assigned to characters 

such as punctuation marks, PC functions, etc). This matter has already been explained in 

the PCT applications that have already been filed by this inventor.). The system assembles 

the character sets 'tip' and "top' and produces a group of characters 'tiptop". The system 

then compares said group of characters with the words available in a dictionary of words 

data base of the system ( e.g. an English dictionary) and if one of said words matches said 

group of characters the system inputs/outputs said word. In this example, the word "tiptop' 

exists in an English dictionary of the system. Said word is finally inputted/outputted. 

Fig 86 shows a method of assembly of selected character sets of the embodiments. For 

example, when a user tried to enter the word "envelope" in three sequences by using an 

embodiment of the invention, the system selected one to two character sets 8601 for each 

portion. The system then assembles said character sets according to their respective 

position within said word, providing different group of characters 8602. Said group of 

characters 8602 will be compared with the words of the dictionary of words of the system 

and the group( s) of characters which match( es) one or more of said words will be finally 

selected and inputted. In this example, the character set 8603 ( e.g. envelope"), is the only 

character set which matches a word in said dictionary. Said word is finally selected. 

As mentioned, in some cases, the speech recognition system may select more than one 

phoneme set/speech model for the speech of all/part ( e.g. a syllable) of a word. For 

example, if a user having a "bad" accent tries to enter the word "teabag" according the 

current embodiment of the invention, he first presses the key 8101 and simultaneously says 

"te". The system may not be sure whether the user said "te", or "the". In this case the 

system may select different character sets corresponding to both phoneme sets. By using 

the same procedure, the user then enters the second portion of the word. In this example, 

only one character set, "bag", was selected by the system. The user finally, presses an space 

key. The system, then may assemble (in different arrangements) said character sets to 

produce different group of characters and compare each of said group of characters with 

the words of a dictionary of words data base. In this example the possible group of 

characters may are: 

"teebag" 
"teabag" 
"thebag" 

The only group of characters that matches a word in a dictionary of words in for example, 

English language, is the word "teabag". This word may be considered as the final selection. 

As just demonstrated, it may happen that the system selects more than one character set for 

each/some phoneme sets of a word. In this case, more than one group of characters may be 

assembled. Therefore, probably, more than one word of the dictionary may match said 

assembled groups of characters. In this case, said words may be presented to the user ( e.g. 

in a list printed at the display) and the user may select one of them by for example pressing 

a "select" key. Also, if the system comprises enough memory and processing speed, a 
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speech recognition system may be used to select one of said selected word according to the 

corresponding phrase context. 

If a word/portion-of-a-word comprises many phonemes but its speech comprises a single 

syllable, according to one method, a phoneme-set/model comprising all of said phonemes 

of said word/portion-of-a-word may be assigned to said word. For example, to enter the 

word "thirst", a phoneme set constituting of all of the phonemes of said world may be 

assigned to said word and to the letter "t" ( e.g. positioned-on/assigned-to the key 8101 ). 

The user presses the key 8101 and says "thirst". As explained before, the system selects the 

character set(s) (in this example, only one, "thirst") of sub-speech(es) (in this example, one 

sub-speech) of the word, and assembles them (in this example, no assembly). The system 

then, may compare the said characters set with the words of the dictionary of the word of 

the system and if said character set matches one of said words in the dictionary, then it 

selects said word as the final selection. In this case, the word "thirst" will be finally 

selected. 

In some cases, specially when words are comprised of only one syllable, more than one key 

press for a syllable may be necessary for disambiguation of a word. For this purpose, 

different user-friendly methods may be implemented. For example, the word "fire", which 

originally comprises one syllable may be pronounced in two syllables comprising phoneme 

sets, "tr', and "re", respectively. The user in this case may first press the key corresponding 

to the letter "f' while saying "tr'. He then, may press the key corresponding to the letter 

"r", and may say "re". 

Also, for example, the word "times", may be pronounced in two syllables, "tr' and "mes", 

or "tim" and "es". Also a word such as "listen", may be pronounced in two syllables, "lis", 

and "ten" which may require the key presses corresponding to letters "l' and "t", 

respectively. Also according to this principle, the word "thirst", may be divided in three 

portions, "thir", "s", and "t". For example, by considering that the phoneme set "thir" may 

already been assigned to the key comprising the letter "t" ( e.g. key 8101 ), the user may 

press the key 8101, and say "thir', then he may press the key 8106 corresponding to the 

letter "s" and pronounce the sound of the phoneme "s". He then, may press the key 8101 

corresponding to the letter 't" and pronounce the sound of the phoneme "t'. At the end of 

the word, the user may press an end-of the-word key such as a space key 8107. 

Also for better disambiguation and also for reducing the number of phoneme-sets necessary 

for words having for example, the same speech at their beginning (e.g. "bring" and 

"brings"), in addition to pressing the first key of a syllable, and speaking said syllable, in 

some cases one or more character such as the last character(s) (e.g. "s") of a word/syllable 

may be pressed and spoken. For example, a user may press a key corresponding to the 

character "b" and say "bring" ( e.g. phoneme-set "bring" was assigned to the key "8102). 

He then, may press the key corresponding to the letter "s", and either pronounces "s" or 

speaks the sound of the phoneme "s'. After providing an end-of-the-word signal such as 

pressing the "space" key, the system will considers the two data input sequences, and 

provides the corresponding word "brings" ( e.g. its phoneme set was not assigned to the key 
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8102). It is understood that entering one or more single character(s) by using the method 

here, may be possible in any position (such as in the beginning, in the middle, or at the end) 

within a word. For not confusing the system, when a user enters a portion ( of a word) 

comprising a letter, by the word entry system of the invention, he preferably may speak; the 

sound of said letter. For example, instead of saying "em", the user may pronounce the 

sound of the phoneme "m". Also in a similar case, speaking saying "t", may be related by 

the system to the chain of characters "tea', "tea" and the letter "t", while pronouncing the 

sound of the phoneme "t', will be related to only the letter "t". 

As described before, for better disambiguation, a word/portion-of-a-word/syllable-of-a­

word/sub-speech-of-a-word (such as "thirst" or "brings") having substantial number of 

phoneme sets may be divided into more than one portion wherein some of said portions 

may contain one phoneme/character only, and entered according to the data entry system of 

the invention. Also as mentioned, according to this approach, multiple phoneme-sets 

wherein each comprising fewer number of phonemes may replace a single phoneme-set 

comprising substantial number of phonemes, for representing a portion of a word (e.g. a 

syllable). Also as described before, dividing the speech of a long portion ( e.g. long syllable 

comprising substantial number of phonemes) of a word into shorter sub-speech/phoneme­

set portions, will reduce the total number of phoneme-sets necessary for recognition of all 

of the words available in a dictionary data base. As also described before, this will permit 

to assign less phoneme-sets to each key of the keyboard/keypad. 

According to one embodiment of the invention, based on the above-mentioned principles, 

to each key of a keyboard/keypad short phoneme-sets comprising few phonemes may be 

assigned. For this purpose, for example, if a phoneme-set starts with a consonant it may 

comprise following structures/phonemes: 
only said consonant . 
said consonant at the beginning, and at least one vowel after that 

said consonant at the beginning, at least one vowel after said consonant, and one 

consonant after said vowel(s) 

If the phoneme-set starts with a vowel, it may have the following structures: 

at least one vowel at the beginning 
said vowel(s) at the beginning, and one consonant after that 

Fig. 88 shows some examples of the phoneme-sets 8801 for the constant "t" 8802 and the 

vowel "u' 8803, according to this embodiment of the invention. Columns 8804, 8805, 

8806, show the different portions of said phoneme-sets according to the sound groups ( e.g. 

consonant/vowel) constituting said phoneme-set. Column 8807 shows corresponding 

exemplary words wherein the corresponding phoneme-sets constitute part of the speech of 

said words. For example, phoneme set "tar" 8808 constitutes portion 8809 of the word 

"stair". Column 8810 shows an estimation exemplary of the number of key presses for 

entering the corresponding words ( one key press corresponding to the first character of 

each portion of the word according to this embodiment of the invention). For example, to 

enter the word 'until" 8811, a user will first press the key 8101 (see fig. 81) corresponding 

to the letter "u" and preferably simultaneously, says "un". He then presses again the key 
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8101 corresponding to the letter "t", and also preferably simultaneously, says "til". To end 

the word, the user then informs the system by an end-of-the-word signal such as pressing a 

space key. The word until was entered by two key presses (excluding the end-of-the-word 

signal) along with the use's speech. According to the current embodiment based on the 

principles described before, a consonant phoneme which has not a vowel, immediately, 

before or after it, may be considered as a separate portion of the speech of a word. For 

example, the "s" at the. beginning of the word "study" 8812, and the "s" in the middle of 

the word "understood" 8813 may follow this rule. This will extremely reduce the number 

of phoneme-sets necessary for entering of any word available in a dictionary ( e.g maybe 

less than one hundred phoneme-sets per the beginning phoneme/character of a portion of a 

word may be enough for recognition of all of the words in for example, the English 

language). Fig. 88 shows other beginning phonemes/characters such as "v" 8814, and "th" 

8815 assigned to the key 8101 of a telephone-type keypad. For each of said beginning 

phonemes/characters, phoneme-sets according to the above-mentioned principles may be 

considered. It is understood that if needed/desired longer sub-speech portions of a word, 

having more phonemes may also be considered with the short phoneme-sets of the system. 

Also for examples, phoneme sets representing more than one syllable of a word may also 

be considered. Also for easier recognition, as described in previous embodiments, to permit 

better recognition of the speech pronounced by the users that, in many cases, may be 

natives of non English spoken regions, character-sets corresponding to phoneme sets (such 

as "to" and "to") having ambiguously similar pronunciation, may be assigned to all of said 

phoneme-sets. 

Memorized short phoneme-sets/speech-models may permit the recognition and entry of 

words in many languages. For example, the phoneme set "sha", may be used for 

recognition of words such as:· 
"shadow", in English, 
"chaleur", in French, 
"shalom', in Hebrew, 
"shabab", in Arabic, 
"Geisha", in Japanese, Etc. 

To each of said phoneme sets, corresponding character-sets in a corresponding language 

may be assigned. As mentioned before, by doing so, a powerful multi-lingual data entry 

system based on phoneme-set recognition may be provided. For this purpose one or more 

data bases in different languages may be available within the system. Different methods to 

enter different text in different languages may be considered. 

According to one method, by having a common short phoneme-sets data base and the 

corresponding character-sets database in many languages, for entering text in a desired 

language, a user may select a language mode by informing the system by a predefined 

means. For example, said user may press a mode key to enter into a desired language mode. 

In this case after entering a word by entering the portions of a said word according to a 

corresponding embodiment of the invention, the system will compare the selected 

corresponding groups/chains of assembled character-sets with the words of a dictionary of 

words corresponding to said selected desired language. After matching said group of 
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characters with one or more words of said dictionary, the system selects said matched 

word(s) as the final selection to be inputted/outputted. If the selection contains one word, 

said word may become the final selection. If the selection comprises more than one word, 

then said words may be presented to the user ( e.g. in a list printed at the display) and the 

user may select one of them by for example using a "select" key. 

According to another method, all data bases in different languages available with the 

system will be used sirt1ultaneously, pennitting to enter an arbitrary word entry in different 

languages. For example, after entering a word by entering the portions of a said word 

according to one embodiment of the invention, the system will compare the selected 

corresponding groups of characters with the words of a all of the dictionaries of words 

available with the system. After matching said group of characters with the words available 

in different dictionaries available with the system, the system selects said matched word(s) 

.as the final selection to be inputted/outputted. If the selection contains one word, said word 

may become the final selection. If the selection comprises more than one word, then said 

words may be presented to the user ( e.g. in a list printed at the display) and the user may 

select one of them by for example using a "select" key. 

In some languages such as Hebrew or Arabic, wherein most of the vowels are not presented 

by separate characters, the system may even work with higher accuracy. 

The system may also work without the step of comparison of the assembled selected 

character-sets with a dictionary of word. This is useful for entering text in different 

languages without worrying about their existence in the dictionary of the words of the 

system. For example, if the system does not comprise a Hebrew dictionary of words, a user 

may enter a text in Hebrew language by using the roman letters. To enter the word 

"Shalom", the user will use the existing phoneme sets "sha" and "lorn" and their 

corresponding character sets available within the system. A means such as a mode key may 

be used to inform the system that the assembled group of characters will be 

inputted/outputted without said comparison. If more than on assembled group of characters 

has been produced, they will be may be presented to the user (e.g. in a list printed at the 

display) and the user may select one of them by for example pressing a "select" key .. 

In the word entry embodiments of the invention, if the inputted/outputted word is not the 

one desired by the user, a word-erasing function may be assigned to a key. Similar to a 

character erasing function (e.g. delete, backspace) keys, pressing a word-erase-key will 

erase the word before the cursor on the display. 

According to another embodiment of the invention, most phoneme-sets of the system will 

have only one consonant. Fig. 89 shows some of them as example. According to this 

embodiment, for example, to enter the word "teabag" 8901, the user first presses the key 

8101 while saying "te". He then presses the key 8102 while saying "ba". He finally presses 

the key 8103 while saying "g" (or pronouncing the sound of the phoneme "g"). As in other 

embodiments, at the end of the word he may press a key such as space key. 
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For better response and to augment the accuracy of the system, an auto-correction software 
may be combined with the embodiments of the invention. Auto correction software are 
known by the people skilled in the art. For example, when a user tries to enter the word 
"network", he first presses the key 8108 of the keypad to which the letter "n" is assigned 
and simultaneously says "net". To the same key 8108 the letter "m'' is also assigned. In 
some situations, the system may misrecognize the user's speech and select a character set 
such as "met" for said speech. The user proceeds to entering the next syllable by pressing 
the key 8104 corresponding to the first letter, "w", of said syllable and says "work". The 
system recognizes the phoneme set "work" pronounced by the user and selects a • -
corresponding character set "work". Now the system assembles the two selected character 
sets and gets the word "metwork". By comparing this word with the words existing in the 
dictionary of the words database of the system, the system can not match said assembled 
word with any of said words of said database. The system then will try to match said 
assembled word with the most resembling word. In this case, according to one hypothesis 
the system may replace the letter "m" by the letter "n", providing the word "network", 
which is available in said dictionary. According to another hypothesis, by considering that 
"m", and "n" may be misrecognized by the voice recognition system and both are located 
on a same key, the system will replace the phoneme set "met' by the "phoneme set "net' 
and select the character set "net' assigned to the phoneme set "net". Then, by replacing the 
character set "met" by the character set "net', the word 'network" will be assembled. Said 
word is available in the dictionary of the words of the system. It will finally be selected. 

In another example, entering "that" may be recognized as "vat" by the system. Same 
procedure will disambiguate said word and will provide the correct word, "that". 

In another example, if the system does not match an assembled group of characters with a 
word of the dictionary, the auto-correction software of the system may evaluate the 
position of the characters of said assembled character-set (relating to each other) in a 
corresponding portion ( e.g. syllable) and /or within said assembled group of characters, and 
tries to match said group of characters to a word of the dictionary. For example, if a 
character is missing within said chain/group of characters, by said comparison with the 
words of the dictionary, the system may recognize the error and output/input the right 
word. For example, if a user enters the word "un-der-s-tand" (e.g. in 4 portions), and 
forgets to enter the portion "s" of said word, one of the assembled group of characters may 
be the chain of characters "undertand". By considering the characters of said chain of 
characters and their position relating to each other in said chain, and comparing said chain 
of characters with the words of the dictionary, the system may recognize that the intended 
word is the word "understand" and eventually either will input/output said word or may 
present it to the user for user's decision. The auto-correction software of the system may 
have part of, or all of the functionalities any auto-correction software known by the people 
skilled in the art. 

Words such as "to', "too", or "two", having the same pronunciation, may follow special 
rules. For example, the most commonly used word among these words is the word "to". 
This word may be entered according to the embodiment of the invention. The output for 
this operation will be the word "to" by default. The word "too', may be entered (in two 
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syllables) by pressing the key corresponding to the letter "t", while saying "too". Before 

pressing the end-of-the-word key, the use.r may also enter an additional character "o", by 

pressing the key corresponding to the letter "o", and saying "o". Now he may press the 

endpoint key. The word "too" will be recognized and inputted. To enter the word "two", 

the system may either enter it character by character, or assign a special speech such as 

"tro" to said word and enter it using this embodiment. Also for example, to enter "two'.', the 

user may press the key 8101 and pronounce a long "too". To enter the digit "2", the user 

presses the corresponding key 8102, and pronounces said digit. 

A very interesting issue has just been mentioned. For example, by saying "fiv" and 

pressing the key 8109 corresponding to the first letter of the word "five", the word "five" 

will be entered. Interestingly, by saying "fiv" and pressing the key 8105 corresponding to 

the digit "5", the digit "five" will be entered. By saying a word having two different output 

symbols, and using key presses, the user intention is clarified. This is one of the 

shortcomings of the data entry by the speech alone wherein the user intention may not be 

considered by the voice/speech recognition system. Also for example, to a same digit, more 

than one speeches may be assigned. For example, to the digit "4", two speeches, "four'\ 

and "forty", may be assigned. A user may produce the number "45", by either saying 

"four", "five" while pressing the corresponding keys, or he may say "forty five" while 

pressing the same keys. Also when a user presses the key 8106 and says "seven", the digit 

"7" will be inputted. This is because to enter the word "seven", the user may press the key 

8106, and say "se". He then may press the key 8101 and say 'ven". 

In other languages such as French, wherein the speech of the digit "7", comprises one 

syllable, for disambiguation purpose, a custom made speech having two syllables may be 

assigned to the character set "sept". For example, the word "septa" may be created by a 

user and added to the dictionary of the word. This word may be pointed to the word "sept" 

in the dictionary. When a user enters the word "septo" (according to the current 

embodiment of the invention) the system will find said word in the dictionary of the words 

of the system. Instead of inputting/outputting said word, the system will input/output the 

word pointed by the word "septo". Said word is the word "sept". The created symbols 

pointing to the words of the dictionary data base may be arranged in a separate database 

It must be noted that the sub-speech-level data entry system of the invention is based on the 

recognition of the speech of at least part of a word (e.g. sub speech ofa word). Considering 

that many words in one or more languages may have common sub-speeches, by slightly 

modifying/adding phoneme sets and assign the corresponding characters to said phoneme 

sets, a multi-lingual data entry system may become available. For example, many 

languages such as English, German, Arabic, Hebrew, and even Chinese languages, may 

comprise words having portions/syllables with similar pronunciation. 

It is understood that a user may add new standard or custom-made words and 

corresponding speech to the dictionary database of the system. accordingly, the system may 

produce corresponding key press values and speech models and add to corresponding 

databases. 
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As mentioned before, to enter a word, a user may press a key corresponding to the first 

character/letter of a first portion of a word and speak (the phonemes of) said portions. If 

said word is spoken in more than one portions, the user may repeat this procedure for each 

of the remaining portions of said word. 
According to one embodiment of the invention, when the user presses a key corresponding 

to the first letter of a portion (such as a syllable) of a word and speaks said portion, the 

voice/speech recognition system hears said user's speech and tries to match at least a 

portion (preferably, at least the beginning portion) of said speech to the phoneme sets 

assigned to said key. The best matched phoneme sets are selected and the corresponding 

character sets will be selected by the system. After entering the entire word by repeating 

the same procedure for each portion ( e.g. syllable) of said word, one or more character sets 

for each portion (e.g. syllable) of said word may be selected, respectively. The system now, 

may have one or more character sets for each portion (syllable) of a word wherein each 

. character set may comprise at least part of the (preferably, the beginning) characters of said 

syllables. The system then, will try to match each of said characters sets to the (e.g. 

beginning) characters of the corresponding syllables of the words of a dictionary of the 

words data base of the system. The best matched word(s) will be selected. In many cases 

only one word of the dictionary will be selected. Said word will be inputted/outputted. If 

more than one word available is selected, said words may be presented to the user ( e.g. in a 

list printed at the display) and the user may select one of them by for example pressing a 

"select" key. 

For example, by using the table of the fig. 85, to enter the word "trying" (e.g. phonemes 

"tri-ing), the user may first press the key 8101 and say "trr'. The system matches the user's 

speech to the corresponding phoneme set assigned to the key 8101 and selects the 

corresponding character sets ( e.g. in this example; "try", "tri"). The user then presses the 

key 8103 corresponding to the character "i" and says "ing". In this case, the system 

matches the beginning of the user's speech to the phoneme set "in" assigned to the key 

8103 (e.g. phoneme set "ing" does not exist in the exemplary data base, therefore it is not 

assigned to said key) and selects the corresponding character set "in". The user now has 

finished to enter the word and he enters an endpoint ( e.g. end of the word) symbol such as 

pressing a space key or pressing any key without speaking ( e.g. pressing a key and not 

speaking may be assigned to characters such as punctuation marks, PC functions, etc. This 

matter has already been explained in the PCT applications that have already been filed by 

this inventor). The system now may create different groups of characters each comprising 

possible characters of at least part of the beginning characters of each syllable of the 

desired word. In this example, two group of characters may be created. Said groups of 

characters are: 

"tri - in " 
and; 

"try - in " 

Only the second group of characters ( e.g. "try in") corresponds to an existing word in the 

English dictionary wherein said word comprises the letters "try" at the beginning of its first 
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syllable, and also comprises the letters "in" at the beginning of another ( e.g. second) 

syllable of said word. Said word is the word "trying". 

In this system the quantity of phoneme sets/speech models necessary for recognition of 

many entire words may dramatically be reduced. On the other hand the number of the sets 

of character representing said phoneme sets may be augmented but will not have a 

significant impact on the amount of memory needed. 

In many cases only one of said assembled characters may match a word in the dictionary. 

Said word will be inputted/outputted. If more than one assembly of character sets 

correspond to words available in the dictionary, said words may be presented to the user 

(e.g. in a list printed at the display) and the user may select one of them by for example 

pressing a "select" key. 

As mentioned before, the system may select a word according to one or more of said 

selected character/phoneme sets corresponding to speech/sub-speech of said word. 

In some cases, the system may not consider one or more of said selected 

character/phoneme sets, considering that they were erroneously selected by the system. 

Also, according to the needs, the system may consider only part of the characters/phonemes 

of a phoneme/character set selected by the system. For example, if the user attempts to 

enter the word "demonstrating", in four portions "de-mons-tra-ting", and the system 

erroneously selects the character sets, "des-month-tra-ting", according to one recognition 

method (e.g. comparison of said character/phoneme sets with the words of the dictionary), 

the system may not find a word corresponding to assembly of said sets of characters. The 

system then, may notice that by considering the letters "de" (e.g. few begging letters) of the 

first selected character-set and the letters "mon" (few begging letters) of the second 

character-set, also considering the third and forth character sets, the intended word may be 

the word "demonstrating". Also as needed, the system may add characters to an assembled 

( of the selected character sets) chain of characters or delete characters from said chain of 

characters to match it to a best matching word of the dictionary. For example, if the user 

attempts to enter the word "sit-ting", in two portions, and the system erroneously selects 

the character sets, "si-ting", according to a recognition method (e.g. comparison of said 

character/phoneme sets with the words of the dictionary), the system may decide that a 

letter "t" must be added after the letter "i", within said chain of characters to match it to the 

word "sitting". In another example, if the user attempts to enter the word "mee-ting", in 

two portions, and the system erroneously selects the character sets, "meet-ting", according 

to a recognition method ( e.g. comparison of said character/phoneme sets with the words of 

the dictionary), the system may decide that a letter "t" must be deleted after the letter "e", 

in said chain of characters to match it to the word "meeting". 

Having a same phoneme at the end of a portion of a word ( e.g. said word having more than 

one portion/syllable) and at the beginning of the following portion of said word may permit 

better recognition accuracy by the system. 
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According to one embodiment of the invention, for example, to ·phoneme-sets (assigned to 

a key) tenninating with a phoneme such as a vowel, additional phoneme-sets comprising 

said phoneme-set and an additional phoneme such as a consonant at its end may be 

considered and assigned to said key. This may augment the recognition accuracy. For 

example, by referring to Fig. 81, when entering the word "coming" comprising two 

portions "co-ming", the user may press the keys 8102 say "co", then he may immediately 

press the key 8108 and say "ming". Because the first portion of the sub-speech is too short, 

if the phoneme-set "com" is not assigned to the same key 8102 wherein the phoneme-set 

"co" is assigned, while pressing said key and saying "co", it may happen that the system 

may misrecognize the speech of said portion by the user and select an erroneous phoneme­

set such as "call". On the other hand if the phoneme-set 'com" is also assigned to said key, 

the beginning phoneme "m" of the portion "ming" would be similar to the ending phoneme 

"m" of the phoneme-set "com". In this case the system may select two phoneme-sets "com­

ming" and their corresponding character-sets, (e.g. "com/come", and "ming" as example). 

After comparing the assembled character-sets with the words of the dictionary, the system 

may decide to eliminate one "m" in one of said assembled character-set and match said 

assembled character-set it to the word "coming" of the dictionary database. 

To pennit better recognition of the speech pronounced by the users that, in many cases, 

may be natives of non English spoken regions, character sets assigned to phoneme sets 

(such as "vo" and "tho") having ambiguously similar pronunciation, may be assigned to all 

of said phoneme sets. 

Entering data such as text through a small keypad severely reduces the data entry speed. 

The data entry systems of the invention based on pressing a single key for each 

portion/syllable of a word, while speaking said portion/syllable dramatically augments the 

data entry speed. The system has also many other advantages. One advantage of the system 

is that the system may recognize (with high accuracy) a word by pressing maybe a single 

key per each portion (e.g. syllable) of said word. Another great advantage of the system is 

that the users do not have to worry about misspelling/mistyping a word which, particularly, 

in word predictive data entry systems result in misrecognition/non-recognition of an entire 

word. Also another great advantage of the system is in that when a user presses the key 

corresponding to the first letter of a portion of a word, he speaks (said portion) during said 

key press. At the end of a word, the user may enter a default symbol such as a punctuation 

mark (assigned to a key) by pressing said key without speaking. As mentioned before, this 

key press may also be used as the end-of-the-word signal. For example, a user may enter 

the word "hi", by pressing the key 8103 and simultaneously say "hr'. He then may press 

the key 8107 without speaking. This will infonn that the entry of the word is ended and the 

symbol"," must be added at the end of said word. The final input/output will be the 

character set "hi,". 

The data entry system described in this invention is a derivation of the data entry systems 

described in the PCTs and US provisional applications filed by this inventor. The 

combinations of a character by character data entry system providing a full PC keyboard 

function as described in the previous applications and a word/portion-of-a-word level data 

entry system as described in said PCT application and here in this application will provide 
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a complete fast, easy and natural data entry in mobile (and even in fix) environments • 
permitting quick data entry through keyboards having reduced number of keys (e.g. 
keypads) of small electronic devices. 

As mentioned before, the data entry system of the invention may use any keyboard such 
as a PC keyboard. Also as mentioned, according to the data entry system of the invention, 
a symbol on a key of a keyboard may be entered by pressing said key without speaking. 
The data entry system of the invention may optimistically function with a keyboard such 
as a standard PC keyboard wherein a single symbol is assigned to a predefined pressing 
action on one or more keys. As is known by people using computer keyboards such as the 
one shown in Fig. 90, for example, by pressing a key 900 I of a PC keyboard 9000, the 
letter "b" may be entered. Also for example, by pressing, simultaneously, the shift key 
9002 and the key 9003, the symbol "#" may be entered. 

By combining the data entry system of the invention with such a keyboard, on one hand a 
user may use said keyboard as usual by pressing the keys corresponding the desired data 
without speaking said data (this permits to enter single letters, punctuation characters, 
numbers, commands, etc., without speaking), and on the other hand, said user may enter a 
desired data ( e.g. word/part-of-a-word) by speaking said data and pressing (preferably 
simultaneously) the corresponding key(s). For example, by using a keyboard such as a 
PC keyboard, to enter the letter "b", the user may press the key 9001 without speaking. 
To enter the word/syllable "band", the user may press the key 9001 and (preferably, 
simultaneously) say "band". Without the necessity of additional manipulation for 
changing modes, this, on one hand permits the user to work with the keyboard as usual, 
and on the other hand enables said user to enter a macro such as a word/part-of-the-word 
by speaking said macro and (preferably, simultaneously) pressing the corresponding one 
or more key. 

As mentioned before, the combinations of a character by character data entry system 
providing a full PC keyboard function as described in the previous applications and a 
word/portion-of-a-word level data entry system as described in said PCT application and 
here in this application will provide a complete fast, easy and natural data entry system. 

Speech of a word may be comprised of one or more sub-speeches also corresponding to 
single characters. For example, by referring to Fig. 81, when a user presses the key 8102 
of the keypad 8100 and says "b", said data entered, may correspond to the letter "b", the 
word "be", and the word "bee". According to one embodiment, the system may assign 
the highest priority to the character level data, considering ( e.g. in this example, the letter 
"b") as the first choice to eventually being inputted/presented to the user. If this is not 
what the user intended to enter, he then may either continue to enter the rest of the word, 
character by character, or he, for example, may press an end key to finish the entry of 
said word and then for example, manipulate a select-key to navigate between the other 
choices (e.g. "be", and "bee", in this example) and select the one he desires. 

According to this method, also for example, while entering a word/chain-of-characters 
starting with a sub-speech corresponding to a single character and also eventually 
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corresponding to the speech of a word/part-of-a-word assigned to said key, said character 

may be given the highest priority and eventually being printed on the display of a 

corresponding device, even before the end-of-the-word signal is inputted by the user. If 

the next part-of-the-speech/sub-speech entered, may still correspond/also-correspond to a 

single letter, this procedure may be repeated. If an end-of-the-word signal such as a space 

key occurs, said chain of characters may be given the highest priority and may remain on 

the display. Proceeding to a next task, such as entering the next word, will be considered 

as confirmation of acceptance of said chain of characters by the user. If the same data 

entered also corresponds to one or more words matched by the system, said words may 

also be available/presented to the user. If said printed chain of single characters is not 

what the user intended to enter, the user may, for example, use a select key to navigate 

between said words and select the one he desires. 

With continuous description of this embodiment of the invention, if one of the data 

(speech/part-of-the-speech and/or key press) entered during entering a word/part-of-a­

word, does not correspond to a single character and at the end-of-the-word signal has 

been inputted, then said displayed characters may be erased and instead, the word 

(corresponding to said data) with highest priority may be presented to the user. If the 

same data entered aiso corresponds to more words, said words may also be presented to 

the user, ifhe desires. In this case, the user may, for example, use a select key to navigate 

between said words and select the word he desires. 

By using a standard telephone keypad and the data entry of the system of the invention, 

there may notice that in English language there are no words with more than one syllable 

wherein the speech of all of said syllables also correspond to single letters on the 

corresponding keys. 

There are several one-syllable words which correspond to a character on a corresponding 

key (e.g. "b, be, bee", or "t, tea, tee"). As mentioned, in those cases, said single letters 

may be given the highest priority. 

According to the above-mentioned principles, for example: 

to enter "b", the user presses the key 8102 and says "b" 

to enter "bmx", the user presses the corresponding keys while pronouncing the 

corresponding letters 
to enter "bmx95", the user presses the corresponding keys and pronounces the 

corresponding characters 
to enter the word "before", the user either presses the corresponding keys while 

pronouncing the corresponding letters (e.g. character by character data entry), or 

for example, he first presses the key 8102 and (preferably, simultaneously) says 

"be" and then he presses the key 8109 and says "for". At the end he enters an end­

of-the-word signal such as pressing a space key ( e.g. word/portion-of-a-word data 

entry system). 
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The advantage of this method is in that the user may combine character by character data 

entry of the invention with the word/part-of-the-word data entry system of the invention, 

without switching between different modes. 

The data entry system of the invention is a complete data entry system enabling a user at 

any moment to either enter arbitrary chain of characters comprising symbols such as 

letters, numbers, punctuation characters, (PC) commands, or enter words existing in a 

dictionary database. 

According to one embodiment of the invention, the character-sets (corresponding to the 

speech of a word/part-of-a-word) selected by the system may be presented to the user 

before the procedure of assembly and comparison with the word of the dictionary 

database is started. For example, after each entry of a portion of a word, the character-sets 

corresponding to said entered data may immediately be presented to the user. The 

advantage of this method is in that immediately after entering a portion of a word, the 

user may verify if said portion of the word was misrecognized by the system. In this case 

the user may erase said portion and repeat (or if necessary, enter said portion, character 

by character) said entry until the correct characters corresponding to said portion are 

entered. Instead of erasing one by one the characters corresponding to an entered portion 

of a word, a key permitting to erase the entire characters corresponding to said portion 

may be provided. According to one embodiment of the invention, a same key may be 

used to erase an entire word and/or a portion of a word. For example, a single press on 

said key may result the erasing an entered portion of a word ( e.g. a cursor situated 

immediately after said portion by the system/user indicates the system that said portion 

will be deleted). Also for example, a double press on said key may result in erasing all of 

the portions entered for said word ( e.g. a cursor may be situated immediately after the the 

portions to be deleted to informs the system that all portions of a word situated before 

said cursor must be deleted). 

It may happen that a user desires to enter a chain of characters such as "systemXB5" 

comprising entire word(s) and single character(s). 

According to one embodiment, after each entry of the data corresponding to a portion of 

said chain of characters or at the end of the entry of said entire chain of characters, the 

system may recognize that there is no word in the dictionary that corresponds to the 

selected character-sets corresponding to each portion of the word. In other hand the 

system may recognize that the assembly of some of sequential selected character-sets, 

correspond to a word in the dictionary database while the others correspond to single 

characters. In this case the system will form an output comprising of said characters and 

words in a single chain of characters. In the example above, the word "systemXB5" may 

be entered in five portions, "sys-tem-x-b-5". 

For example, by using a telephone keypad such as the one shown in fig. 81, the selected 

character-sets corresponding to the key press and speech of each portion may be as 

follow: 
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portion 
character-set 

( 

sys 
sis/sys 

tern x 
tern/theme/ x 

b 
b/be/bee 

5 
5 

After assembly/comparing said portions with the words of a dictionary, the system may 
recognize that there is no word in the database matching the assemblies of said selected 
character-sets. Then the system may recognize that there are on one hand some portions 
corresponding to a single character, and on the other hands a single character-set or 
combination of successive other portions correspond to the word( s) in said database. The 
system then inputs/outputs said combination. In our example, the system may recognize 
that the assembly of a first and a second character-set "sys" and "tern", matches the word 
"systefl.1". The third and fifth character-sets correspond to the letter "x" and the number 
"5'' respectively. The forth portion may correspond either to the letter "b", or to the 
words "be" and "bee". 

The system may present to the user the following choices according their priority: 
"systemxb5" 
"systemxbeS" 
"systemxbee5" 

It is understood that for easing the recognition procedure of chain of characters 
comprising single characters and an entire word, the user may signal the start/end of said 
words/characters in said chain by a predefined signal such as pressing a predefined key. 

According to one embodiment of the invention, a word being divided into more than one 
portions for being inputted, may preferably, be divided in a manner that, when possible, 
the speech of said portions start with a vowel. For example, the word "merchandize" may 
be divided in portions "merch-and-ize". Also for example, the word "manipulate" may be 
divided into "man-ip-ul-ate". 

Also for better results, the selected character-sets corresponding to a phoneme-set 
corresponding to the speech of a portion of a word may consider the corresponding 
phoneme-sets when said character-sets are compared with the words of the dictionary 
database. For example, in English language, the corresponding character-sets for the 
phoneme-set "ar" may be character-sets such as "air", "ar", and "are". The corresponding 
character-sets for the phoneme-set "ar" may be "are", and "ar". In this example, both 
phoneme-sets have similar character-sets, "are", and "ar". In case of misrecognition of 
the input, the system may attempt for a disambiguation or correction procedure. Knowing 
to which phoneme-set a character-set is related, may help the system to better proceed to 
said procedure. For example, if the user intends to enter the word "lir", and the system 
erroneously recognizes said speech as "ab" (e.g. no meaning in this example). Relating 
character-sets for said erroneously recognized phoneme-set may be character-sets such as 
"abe", "ab". By considering said phoneme-set, the system will be directed towards the 
words such as "aim", "ail", "air", etc. (e.g. relating to the phoneme "a"), rather than the 
words such as "an", "am" (e.g. relating to the phoneme "a").-

As mentioned before, phoneme sets representing more than one syllable of a word may 
also be considered and assigned to a key. Also as mentioned before, an entire word may 
be entered by speaking it and simultaneously pressing a key corresponding to the first 
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phoneme/character of said word. Even a chain of words may be assigned to a key. It may 

happen that the system does not recognize a phoneme-ser ( e.g. sub-speech), of a word 

having more than one sub-speech ( e.g. syllable). In this case, two or more consecutive 

sub-speeches (e.g. syllables) of said word may be assigned to a key. Referring to fig. 81, 

for example, the word "da-ta" ( e.g. wherein for example, the system misrecognises the 

phoneme-set "ta"), may be assigned to the key 8109. To enter said word, the user may 

press the key 8109 and say "data". 

Press and speak data entry system of the invention permits to enter words, therefore an 

end-of-the-word procedure may automatically or manually being managed by the system 

or by the user, respectively. 

As described before, there are at least two kinds of words being entered: 
- Words being entered in one portion by a single sub-speech/speech (e.g. words 

having one syllable) combined with the corresponding key press(es) 
- Words being divided into more than one portion ( e.g. words having more than one 

syllable, or words having one syllable but comprising multiple consecutive 
consonants or vowels) and being entered by sub-speech/speech corresponding to 
each portion combined with the corresponding key press(es) for each portion. 

According to one embodiment of the invention, when an entire word corresponding to an 

existing word in a database of the words of a language is entered and the user enters an 

end-of-the-word signal such as pressing an "End-of-a-Word" key, then said word will 

consider the result of said data entered for being inputted/outputted. According to 
predefined system design/mode, the system may consider to add or not to add a character 

such as a space character at the end of said result. If the system or the user, do not enter a 

symbol such as a space character or an enter-function after said word, the next entered 

word/character will be attached to the end of said word. 

Example: 
"FOR" followed by an "End-of-the-Word" key (no spacing), results "FOR" 

According to another embodiment of the invention, when an entire word corresponding 

to an existing word in a database of the words of a language is entered and the user enters 

additional symbols such as at least a space character, at least a punctuation mark, or at 

least an "enter" function at the end of said word, then said word and said additional 

symbols are entered. 

Examples: 
"FOR" followed by an " " results "FOR '' 
"FOR,, followed by a "," results "FOR," 
"FOR" followed by an"." results "FOR." 

According to one embodiment of the invention, when a user enters a word corresponding 

to an existing word in a dictionary database of the words of a language and then said user 

enters a next word (without entering an end-of-the-word signal such as a space character 

between said two consecutive words) also corresponding to an existing word in the 
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dictionary, but the assembly of said two words does not correspond to a word in a 
dictionary of words database, then the system will automatically add a space character 
between said two words. 

Example: "FOR" followed by "SOME" results "FOR SOME" 

According to one embodiment of the invention, when a user enters a word corresponding 
to an existing word in a dictionary database of the words of a language and then said user 
enters a next word (without entering an end-of-the-word signal such as a space character 
between said two consecutive words) also corresponding to an existing word in the 
dictionary, and the assembly of said two words also correspond to a word in a dictionary 
of words database, then the system may present two choices to the user. A first choice 
may be the assembly of said two words (without a space character between them), and 
the second choice will be said two words comprising one ( or more) space character 
between them. According to factors such as predefined system design, meaning of 
assembled and separate meaning of said words, phrase concept, etc., the system may give 
may a higher priority to one of said choices and may print it on the display of the 
corresponding device for user confirmation. The user, then, will decide which one to 
select. For example, proceeding to the entry of the next word/character will inform the 
user that the first choice was confirmed. 

Example 1: 
"FOR" followed by "GIVE" may result a first choice 
"FOR" followed by "GIVE" may result a second choice 

Example 2: 

"FORGIVE" 
"FOR GIVE" 

"WORK" followed by "MAN" may result "WORKMAN" 
"WORK" followed by "MAN" also may result "WORK MAN" 

The above-mentioned procedure may be repeated for the following word(s) also 
corresponding to the. same principles. 

Example: 
"WORKMAN" followed by "SHIP" may results "WORKMANSHIP" 
"WORKMAN" followed by "SHIP" may also result "WORKMAN SHIP" 

According to one embodiment of the invention, when a first word corresponding to an 
existing word in a database of the words of a language is entered and the user enters a 
next word/portion-of-a-word to the end of said first word (with no space character 
between them) and said next word/portion does not corresponds to an existing word in 
the dictionary, but said next word/portion assembled with said first word corresponds to a 
word in the dictionary, then the system will automatically attach said first word and said 
second word/portion to provide a single word. 

Example: 
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"FOR" followed by "CING" results "FORCING" 
"FORGIVE" followed by "NESS" results "FORGIVENESS" 

( 

According to one embodiment of the invention, when a first entered word/portion-of-a­

word does not exist in a database of the words of a language and the user enters a next 

word/potion-of-a-word, the system will assemble said first and next portions and 

compares said assembly with the words in a dictionary. If said assembly corresponds to a 

word in said dictionary, then the system selects said word and eventually presents it to the 

user for confirmation. 

Example: 
"SYS" followed by "TEM" results "SYSTEM" 

It is understood, that for better results, also for reducing the ambiguity, automatic end-of­

the-word procedure may be combined with user intervention. For example, pressing a 

space key at the end of a portion, may inform the system that said portion must be 

assembled with at least one portion preceding it. The system may also place a space 

character at the end of said assembled word. 

Example 1: without user intervention, the following situation may occur: 

"FOR" followed by "GIVE" may result a first choice, "FORGIVE" 

"FOR" followed by "GIVE" may result also a second choice, "FOR GIVE" 

Example 2: with user intervention, the following situation may occur: 

"FOR" followed by "GIVE" followed " "may result one choice, "FORGIVE " 

. Entering the system into a manual/semi-automatic/automatic end-of-the-word 

mode/procedure may be optional. A user may inform the system by a means such as a 

mode button for entering into said procedure or exiting from it. This is because in many 

cases the user may prefer to manually handle the end-of-the-word issues. 

As mentioned in a previous embodiment, the user may desire to, arbitrary, enter one or 

more words within a chain of characters. This matter has already been described in one of 

the previous embodiments of the invention. 

Example: "91SYSTEMep7" 

According to one embodiment of the invention, the system may present to the user, the 

current entered word/potion-of-a word (e.g. immediately) after its entry (e.g. speech and 

corresponding key press) and before an "end-of-the-word" signal has been inputted. This 

will be a dynamic recognition processing. The system may match said portion with the 

words of the dictionary, relate said portion to previous words/portions-of-words, current 

88 



( 

phrase context, etc., to decide which output to present to the user. The system may also, 
simply present said portion, as-it-is, to the user. This procedure may also enable the user 
to enter words without spacing between them. For example, after a selected result (e.g. 
word) presented to the user has been selected by him, the user may proceed to entering 
the following word/potion-of-a-word without adding a space character between said first 
word and said following word/portion-of-a word. The system will attach said two words. 

Example: 
"PRESS" followed by "SPEAK" results "PRESSSPEAK" 

In additional to standard words in a dictionary, the word database of the system may also 
comprise abbreviations, words comprising special characters (e.g. "it's"), etc. 

Referring to Fig. 81, for example, when a user presses the key 8103 and says "its", the 
system may select the words, "its", and "it's" assigned to said key and said (portion of) 
speech. The system may either itself select one of said words ( e.g. according to phrase 
concept, previous word, etc.) as the final selection or it may present said selected words 
to the user for final selection by him. In this case the system, for example, may print the 
word with highest priority (e.g. "its") at the display of the corresponding device. If this is 
what the user desired to enter, then the user may use a predefined confirmation means 
such as pressing a predefined key or proceeding to entering the following data ( e.g. text). 
Proceeding to entering the following data ( e.g. text) may be considered by the system as 
the confirmation of the acceptance of the current proposed word. If said printed/proposed 
word is not what the user intended to enter, then the user may select the other selected 
words (e.g. "it's") by a selecting means provided within the system. 

As mentioned in previous applications, symbols (e.g. speech/phoneme-sets/character­
sets/etc.) may be assigned to a mode/action such as double-pressing on for example, a key, 
combined with/without speaking. According to one embodiment of the invention, an 
ambiguous word(s)/part-of-a-word may be assigned to said mode/action. For example, the 
words "tom" and "tone" (e.g. assigned to a same key 8101) may cause ambiguity when 
they are pronounced by a user. One solution to disambiguate them may be in assigning 
each of them to a different mode/action. For example, a user may single press (e.g. pressing 
once) the key 8 IO I and say ''tom" to enter the character-set "tom'' of the example. Also 
said user may double-press the key 8101 and say "ton" to enter the character-set "tone" of 
the example. 

Also for example, a first phoneme-set (e.g. corresponding to at least part of the speech of a 
word) ending with a vowel may cause ambiguity with a second phoneme-set which 
comprises said first phoneme-set at the beginning of it and includes additional phonernc(s). 
Said first phoneme-set and said second phoneme-set may be assigned to two different 
modes. This may significantly augment the accuracy of voice/speech recognition, in noisy 
environments. For example, the phoneme-set ''ma" may cause ambiguity with the 
phoneme-set "mall" when they are pronounced by a user. For better disambiguation, each 
of them may be assigned to a different mode. For example, the phoneme-set "ma" may be 
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assigned to a single-press of a corresponding key and the phoneme-set "mall" may b·e 
assigned to a double-press on said corresponding key. 

According to another embodiment of the invention, the symbols (e.g. phoneme-sets) 
causing ambiguity may be assigned to different corresponding modes/actions such as 
pressing different keys. Although obviously it is not convenient, in the example above, the 
first phoneme-set ''ma" may, for example, be assigned to a first key such as 8101, and the 
second phoneme-set ''mall" may be assigned to another key. 

Also, according to one embodiment of the invention, a first phoneme-set represented by a 
at least a character representing the beginning phoneme of said first phoneme-set may be 
assigned to a first action/mode, and a second phoneme-set represented by at least a 
character representing the beginning phoneme of said second phoneme-set may he assigned 
to a second action/mode, and so on. For example, the phoneme-sets starting with a 
representing character "s" may be assigned to a single press on the key 810 I, and the 
phoneme-sets starting with a representing character such as "sh'' or ''t", may be assigned to 
a double press on, the same key 810 l, or another key. 

According to one embodiment of the invention, single letters (e.g. "a" to "z") may be 
assigned to a first mode/action and words/portion-of-words may be assigned to a second 
::iction/mode. For example, a single letter may be assigned to a single press on a 
corresponding key (e.g. combining with user's speech of said letter), and a word/portion­
of.-a-word may be assigned to a double press on a corresponding key. According to this 
example, a user may combine a letter-by-letter data entry and a word/part-of-a-word data 
entry. For this purpose, on one hand, said user may provide a letter-by-letter data entry by 
single presses on the keys corresponding to the letters to be entered while speaking said 
letters, and on the other hand, said user may provide a word/part-of-a-word data entry by 
double presses on the keys corresponding to the word/part-of-a-word lo be entered while 
speaking said word/part-of-a-word. 

According to one embodiment of the invention, a means such as a button press may be 
provided I-or the above-mentioned purpose. For example, by pressing a mode button the 
system may enter into a character-by-character data entry system and by re-pressing the 
same button or pressing another button, the system may enter into a word/part-of-a-word 
data entry system. According to this embodiment, in a corresponding mode, a user may for 
example, enter a character or a word/part-of-a-word by a single pressing action on a 
corresponding key and speaking the corresponding character ( e.g. letter) or word/part-of-a­
,vord. 

Also words/portion-of-words having similar pronunciation may be assigned to different 
modes, for example, according to their priority, in general, or in the corresponding phrase. 
In this case, for example, a first word/portion-of-word may be assigned to a mode such as a 
single press, and a second ,vord/portion-of-word may be assigned to a mode such as a 
double press on a coJTcsponding key, and so on. For exnmple, words "by" and "buy" have 
similar pronunciations. A user may enter the word "by" by a single press on a key assigned 
to the letter "b" and saying "bI''. Said user may enter the word "buy" (e.g. having lower 
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priority, in general) by applying a double press on a key corresponding to the letter "b'' and 

saying ''bf'. Also for example, the syllable/character-set "bi" (also pronounced "bi''), may 

he assigned to a third mode such as a triple tapping on a key, and so on. 

As mentioned before, the different assembly of selected character-sets relating to the 

speech of at least one portion of a word may correspond to more than n word in a 

dictionary data base. Also as mentioned before, a selecting means such as a ''select-key" 

may be used to select an intended word among those matched words. A higher priority 

(when there are more than one selected words) may be assigned to a word according to 

the context of the phrase to which it belongs. Also, higher priority (when there are more 

than one selected words) may be assigned to a word according to the context of at least 

one of the, previous and/or the following portion(s)-of-words/words. 

According to one embodiment of the invention, each of said matched words may be 

assigned to a different mode of the data entry system of the invention. For example, when 

a user presses a key corresponding to the letter "b" and says "be", two words "be" and 

"bee" may be selected by the system. To avoid the use of for example, a "select-key", 

according to this embodiment, a first selection "be" may be assigned to a mode such as a 

single-press mode and a second selection 'bee" may be assigned to a mode such as a 

double-press mode. According to this embodiment, in the example above, a user may 

press once the key co1Tesponding to "b" and says "be" to provide "be". He also, may 

double press the same key and say "be" to provide "bee". 

According to one embodiment of the invention, some of the spacing issues may also be 

assigned to a mode such as a single-press mode or a double-press mode. For example, in 

automatic spacing procedure, the attaching/detaching (e.g. of portions-of-words/words) 

functions may be assigned to a double-press mode. According to this embodiment, a 

word/portion-of-a-word assigned to this mode may be attached to a word/portion entered 

before or being entered after this word/p01iion. For example, when if a user enters a word 

such as the word "for" by a single press (e.g. while speaking it), a space character may 

automatically be provided before (or after, or both before and after) said word. If same 

word is entered by a double-press (e.g. while speaking it), said word may be attached to 

the previous word/portion-of-word, or to the word/prniion--of-word entered after it. 

In the example above, also for example, a double press after the entry of a word/portion­

of-a-word may cause the same result. 

According to one embodiment of the invention, for automatic spacing purposes, some of 

the words/part-of-the-words assigned to corresponding phoneme-sets, may include at 

least one space character at the end of them. In this case, when said space is not required, 

it may, automatically, be deleted by the system. Characters such as punctuation marks, 

entered at the end of a word may be located (e.g. by the system) before said space. For 

example: 

"word'' followed by "," results "word, .. 
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. According to another embodiment of the invention, for automatic spacing purposes some 
of the words/part-of-the-words assigned to corresponding phoneme-S<:!ts, may include at 
least one space character at the beginning of them. 1n this case, when said space is not 
required (e.g. for the first word of a line), it may be deleted by the system. Because the 
space character is located at the beginning of the words, characters such as single letters 
or the punctuation marks may, as usual, be entered at the end of a word ( e.g. attached to 
it). 

According to one embodiment of the invention, during data entry including automatic 
spacing procedure, an action such as a key press for attaching the cun-ent portion/word to 
the previous/following portion/word may be provided. For example, if a space is 
automatically provided between two ( e.g. current and precedent) words/portions, a 
predefined action such as a key press may eliminate said space and attach said two 
words/portions. Example: 

"for"+" give"+ a predefined key-press, results ''forgive" 

According to another embodiment of the invention, a longer duration of pronui1ciation of 
a vowel of a word/syllable/portion-of-a-word, ending with said vowel, may cause a better 
disamhiguation procedure by the speech recognition of the invention. For example, 
pronouncing a more significant laps of time, the vowel "6" when saying "vo" may inform 
the system that the word/portion-of-a-word to be entered is "vo" and not for example, the 
word/portion-of-a-word "vol". 

According to one embodiment of the invention, by using a predefined means such as a 
predefined key pressing action, the data to be inputted may be capitalized. For example, 
by pressing a "Caps Lock" key the letters/words/part-of-words entered by a user may be 
inputted/outputted in uppercase letters. 

According to one embodiment of the invention, a letter/word/pmi-of-word in lowercase 
may be assigned to a first mode such as a single press on a corresponding key (e.g. 
combined with/without the speech of said letter/\vord/pmi-of-word) and a 
letter/word/part-of-word in uppercase may be assigned to a second mode such as a double 
press on a corresponding key (e.g. combined with/without the speech of said 
letter/word/part-of-word). For example, to provide the word (e.g. character-set) 
"thought", a user may single press the key 8101 and say "thought". To produce the word 
(e.g. character-set) "THOUGHT", said user may double press the key 8101 and say 
"thought". This may permit to locally capitalize an input. 

Also, according to a similar principle, a word/part-of-word having its first letter in 
uppercase and the rest of it in lowercase., may be assigned to a mode such as a single­
press mode, double-press mode, etc. 

According to one embodiment of the invention, as described in previous applications for 
character-by-character data entry, a lctter/word/parl-of-a-word may be assigned to more 
than one single action, such as pressing two keys simultaneously. For example, a 
word/part-of-a-word starting with "th", may be assigned to pressing simultaneously, two 
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different keys assigned to the letters "t" and "h" respectively, and (eventually) speaking 
said word/part-of-a-word. Same principles may be assigned to words/parts-of-words 
starting with "ch", "sh", or any other letter of an alphabet (e.g. "a", "b", etc.). 

According to one embodiment of the invention, words/part-of-a-words starting with a 
phoneme represented by a character may be assigned to a first mode such as a single 
press on a corresponding key, and words/part-of-a-words starting with a phoneme 
represented by more than one character nay be assigned to a second mode such as a 
double-press on a corresponding key. For example, words/part-of-words starting with "t" 
may be assigned to a single-press on a corresponding key ( e.g. con-ibined with the speech 
of said words), and words/part-of-words starting "th" may be assigned to a double-press 
on said corresponding key (e.g. combined with the speech of said words). 

As mentioned before, depending on different embodiments of the invention, in different 
categories different dictionaries such as dictionary of words in one or more languages, 
dictionary of syllables/part-of.-words (character-sets), dictionary of speech models (e.g. of 
syllables/part-of-words), etc., may be used. If necessary, two or more dictionaries in each 
or in whole categories may be merged. For example, a dictionary of words and a dictionary 
of part-of-words may be merged. 

As described before, the data entry system of the invention may use any keyboard and 
may fitnction with many data entry systems such as "multi-tap" system, word predictive 
systems, virtual keyboards, etc. For example, on one hand., a user may enter text (e.g. 
letters, words) using said other systems by pressing keys of the corresponding keyboards, 
without speaking (e.g. as habitual) the input, and on the other hand, said user may enter 
data such as text (e.g. letters, words/part-of-vvords), by pressing corresponding keys and 
speaking said data (e.g. letters, words/part-of-words, other characters such as punctuation 
marks, etc.). 

As mentioned before, the data entry system of the invention may use any voice/speech 
recognition system and method for recognizing the spoken symbols such as characters, 
words-part-of words, phrases, etc. The system may also use other recognition systems 
such as lip-reading, eye-reading, etc, in combination with user's actions recognition 
systems such as different modes of key-presses, finger recognition, fingerprint 
recognition, finger movement recognition (e.g. by using a camera), etc. These recognition 
systems and user's actions have been described in previous patent applications by this 
inventor. All of the features in said previous applications (e.g. concerning the symhol-by­
symbol data entry) may also be applied to macros e.g. word/portion-of word by 
word/portion-of-word) data entry system of the invention. 

According to another embodiment of the invention, (as described in previous applications 
concerning the character-by-character entry level) a user may speak words/part-of-words 
without pressing the corresponding keys. On the other hand, said user may press a key to 
inform the system of the end/beginning of a speech (e.g. a character, a part -of-a-word, a 
word, a phrase, etc.), a punctuation mark, a function, etc. 
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The data entry system of the invention may also be applied to the entry of macros such as 
more-than-a-word sequences, or even to a phrase entry system. For example, a user may 
speak two words and press a key corresponding to the first letter of the first word of said 
two words. 

Although in many paragraphs in this application and in the previous applications, for data 
entry purposes, key presses combined with voice/speech of the user have been mentioned 
as examples, the data entry system of the invention may be applied to other data entry 
means (e.g. objects such as user's fingers to which characters, words/part-of-words, etc. 
may be assigned) and may use other use's behaviors and corresponding recognition 
systems. For example (as have already been described in previous patent applications 
filed by this inventor), instead of ( or in combination with) analyzing pressing actions on 
keyboard keys, the system (by for example, using a camera) may recognize the 
movements of the fingers of the user in the space. For example, a user may tap his right 
thumb (to which for example, the letter "m, n, o", are assigned) on a table and say "milk". 
In this example, said user's finger movement combined with said user's speech may be 
used to enter the word "milk". 

In another example and according to same principles, said other data entry means may be 
a user's handwritten symbol (e.g. graffiti) such as a letter, and said behavior may be 
user's speech. For example, by using a pen-based device (e.g. PDA, stylus, etc.) using a 
hand-writing recognition system, a user may write a symbol such as a letter and speak 
said letter to enhance the accuracy of the recognition system of the system. In another 
example, said user may write at least one letter corresponding to at least a first phoneme 
of the speech of a word/part-of-a-word, and speak said word/part-of-a-word. When said 
user writes said letter, the hand-writing recognition system of the device recognizes said 
letter and relates it to the words-part-of-the-words and/or phoneme-sets assigned to said 
at least one letter (or symbol). When the system hears the user's voice, it tries to match it 
to at least one of said phoneme-sets. If there is a phoneme-set among said phoneme-sets 
which matches to said speech, then the system selects the character-sets corresponding to 
said phoneme-set. The rest of the procedure ( e.g. the procedure of finding final words) is 
similar to the ones described in different embodiments of this application and the 
applications filed before by this inventor. 

According to one embodiment, the data entry system of the invention as described in this 
application and previous applications filed by this inventor, may be summarized as 
follow: 

- A data entry system comprising: 
- The use of at least one object/action ( e.g. to which symbols such as at least, a 
character, a word, a part-of-a-word, a function, etc. may be assigned) for informing 
the system of at least a first input, combined with; 
- at least one user's behavior (no behavior is also considered as a behavior) for 
informing the system of at least a second input providing more information to the 
system for helping the system to select an intended input corresponding to said first 
input; 
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wherein, said /action may be objects/actions such.as a user's fingers, keys of a keyboard, 
user's fingerprints, hand-writing, etc., and said user's behavior may be behaviors such as 
user's speech, directions of user's finger movements (including no movement), user's 
fingerprints, user's lip or eyes movements, etc. 

Contrary to other data entry systems wherein many key presses are used to input few 
characters, the data entry system of the invention may use few key presses to provide the 
entry of many characters. 
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A Method of Configuration of Symbols on a Keypad 
Different methods of configuration of symbols have been proposed in prior patent 
applications filed by this inventor. Fig. 87 shows a method of assignment of symbols to the 
keys of a keypad 8700. 

As before, Letters a-z, and digits 0-9 are positioned on their standard position on a 
telephone-type keypad and may be inputted by pressing the corresponding key while 
speaking them. 

Also as before, many punctuation characters and functions are assigned to the keys of said 
keypad and may be inputted by pressing ( or double pressing) the corresponding keys 
without speaking them. • 

In this configuration, some of the punctuation marks such as "+" sign, which are naturally 
spoken by the users, are assigned to some keys and may be inputted by pressing a the 
corresponding key and speaking them. 

Also according to this arrangement some symbols such as the"-" sign 8702, which may 
have different meaning and according to a context, may be pronounced or not pronounced 
according to the context of the data, are positioned in a key, in two locations. They are once 
grouped with the symbols requiring speaking while entering them, and also grouped with 
the symbols who should not be spoken while entering them. To a symbol requiring speech, 
more than one speech may be assigned according to the context of the data. For example, 
the sign"-" 8702 assigned to the key 8703, may be inputted in different ways. 

- A user may press the key 8703 and say "minus" 
- A user may press the key 8703 and say "dash" 
- A user may press the key 8703 without speaking. 

Thus, while there have been shown and described and pointed out fundamental 

novel features of the invention as applied to alternative embodiments thereof, it will be 

understood that various omissions and substitutions and changes in the form and details 

of the disclosed invention may be made by those skilled in the art without departing from 

the spirit of the invention. It is the intention, therefore, to be limited only as indicated by 

the scope of the claims appended hereto. It is to be understood that the drawings are not 

necessarily drawn to scale, but that they are merely conceptual in nature. For example, 

the features described in this application and the applications filed before may apply to 

all of the embodiments of the invention. Also an embodiment of the invention may be 

function separately or it may function combined with one or more other embodiments of 

the invention. Also, for example, if the system comprises enough memory and 

processing capabilities, a phrase recognition system may be used to select one of said 

selected word according to the corresponding phrase context. 
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Tnttm:hauging nmhiguous_sym.bols on the keys oflt kc~ 

( 

M mentioned before, some symbols such as the letters assigned to a same key of a . 

keypad/keyboard may have m:urly similal' prnnunciatio11s. This may cause ambiguity for 

the voice/speech recognition system of lhe invention. fiig. 91a shows a standard 

telephone-type keypad 9100. Pair of lellers, ''d" and ""e", assigned lo the key 9101 may 

caw-;c ambiguity to the v<)icc/spccch rei.:(lbrniLion system of the invention when said key is 

presses and one of said letters is pronounced. l'air of'letters, "m" and "n" assigned Lo the 

neighboring key 9102 may lliSo cause ambiguity between them whc.:n one of them is 

pronounced. On the othcr ham!, letters "e" or "d" may easily be distinguished from the 

letters "m" or ''n". By interchanging th~ assignment of one of Lhe fellers of each pair to 

the corresponding key of the other pair, the rec.ognilion problem of said ti.1111· letters (e.g. 

by using the press and spcak dalti entry system <>flhc invention) will he solved. This rrmy 

slightly modify the alphabetical order con figuration of a keypad, but will drnrnatically. 

augment the accuracy of the d,1li'f entry. Fig. 91 h shows a keypad ~) 110 uner ,-;aid 

· modification. • • 

,<\utomaLic Spacing Method. . . 

As previously mt;:nlioned, an aulomf!tic spacing procedure for attaching/detaching of 

po11ions-of--word.-'l/words may-he-11ssignetWt)-.U mud~ :rnr.;h as a single-press mode or 

double-press mock. As ,-t.ln.:11dy described, a user may enter a symbol such as al lea.-;l part 

of a word (e.g. wilhout providing a ~pace character at Its end), by speaking said symhol 

while pressing a key corresponding to the beginning character/phoneme o( said symbol 

(in the character by character dala entry system of the invention, said beginning charactci· 

is said symbol). According Lo said procedure, also for example, a user may enter a 

symbol such a-; al least pHrt of a word (e.g. includi11g a space character al its end), hy 

• • speaking .said symboi while double-pressing said key corresponding to the heginning 

charader/phoncme of said symbol. In data entry systems requiring many key presses to 

.enter a \.VOrd, this n1ay be particul~rly fa:ndicial. 

According to the ahove-mcnlioncd pril1ciples, for example, irt a character-by-character 

data entry system of the invention, a character may hc entered and attached to the· 

previous characlc.:r, by :.-;peaking/not-speaking said character while, for example, singic 

pressing a corresponding key. Same nction including a double-pressing liction may cause 

to enter said character and attach it to said previous charactcr, but also may add a space 

character after the current character. The next characlcr to be entered will be positioned 

after said space character (e.g. will be attached lo said space character). For example, to 

enter the words "st:c you ", a user may first enter Lhc lcltcrs "s" and "c" by saying them 

while single pressing their corresponding keys. Then he may say ''e" while double 

pn:ssing its corresponding key. The user then may enter the letters "y" and "o" by sayiri.g 

them while single pn:ssing lhc t.:urresponding key!l. He, then, may say "u" while double 

pressing the co1Tt.:spumling key. 

According to another embodiment of the invent.ion, instead of'locating said space 

character after sa.id current character, the system may locale said spaci.; character before 

said current c:harac.:.ter. 



ll is understood that instead of a space character, any other symbol (or ~oup uf symbols) 

may be considered after said character or htdhre it. or course, considering that a letter is 

part of a word, as previously described, san1c pmcedure applies to part-liJ:.a•wun.1/word 

level of the data entry i:;ystem nfthe inve111iu11. Agai11 fur exttrnple, a user may enter the 

words "prcpun: it", ht: lirsl enlt:r the portion "pre" by saying H while for example, single 

pressing the key corn.~sponding to the letter ''p". Then he may enter "pare" (e.g. including 

a space at the end of it) by saying· "pare " while <louhle pressing the key corrcspor1ding Lo 

the letter ''p", The use then, may enter the word "it" (e.g. als() fociuding a space at the 

end of it) by $tlying it whlk: uuublc pre:;si11g the key com:sponding to the letter ''i", 

• QWERTY Configuratio.11.on a KcypadJ~aying Reduced Number of Keys 
·According to one embodiment of the invention, the configuration and/or assignme.ut uf 

fellers on a keypad may be according to tbe configuratfon of the lcllt:rs cm a QW~:l{l'Y 

keyhoard. This may allract many people who do not use a telephone-type keyp'ad for d::ita 

• enlry simply bt!cause they m·e not familiar with the alphabetical order conliguration of 

fellers on a stimda.rd telephone keypad. According to one embodiment of the inventio11, 

using such keypad combined with the data entry syslem of tlie i.uv1,;n(iun may also 
pruvitk bcl!c.:r rccugnilion m;curacy by the voice/speech recognition system of the 

invention. 

Fig. 92it shows u tdcphum.:-typc.: kcypud 920 wherein alphubetical characters are· 

an·a11gcd-on/assig11cd-to its keys according to the configuration of the said letters on a· 

QWERTY keyboard. As shown, the letters on the upper row oflhe letter keys of a 

QWERTY keyboard arc disiribu_tcd on the key~ 921-923 of th_e upper ro_w 924 of said. 
keypad 920, in the same order (relating to each other) of said lcllers mi said QWERTY 
keyboard. The lellers positioning on the middle letter row of a QWERTY keyboard arc 

. distribute_d __ on the keys of th~ sccon_d row 92.5 of said keypad 921, in the same order·. 

(relating to each other) that said letters arc arranged on a QWERTY keyboard. And 
• ·finally, Letters on t.he lower ietter row ofa QWERTY keyboard arc distributed on the ''·,- • 

keys of a third row 926 of said keypad 920, in the smue order (relating to each other) that 

they are positioned on a QWERTY keyhoard. 

With continuouc,; reference to this emhodiment, said alphahetical letters may be 
distdbutcd L')11 the keys of' said keypad in a mru111cr to locate ambiguous letters on 

difforcnt keys, fig. 92b shows as an example, a QWERTY arranged keypad 927 with 
minor modific,1lions. In said keypad, Lht: key a-;signment of Lh~ fellers "'M" 928 and "Z" 

929, are inlt:!rchangetl in a manner to eliminate the ambiguity between the lt!tlers "M" and 

"N", In this exampltl, the Q\VERTY configurationhas been slightly rnodilied hut hy 

using said keypad with the data entry system of the invl:ntion, the n:cognition m:c.:urn<.:y 

may be augmented. It is understood that any other lcncr arrangement and modifications 

i11ay be considered. 

As s11uwn. Lhe QWERTY k(;ypt1d of th!.: i.t1v,.mtjou urny comprise other symbols such as 

punctuation characters, numbers, functions, ere. They 111ay be entered by using the data 



entry system of the invention a~ described .u1 this appliual1on and the previous 
applicaiion.s filed by this inventor. 

h must be noted that_alphabetical letters having tt QWERTY (or any other) ammge111ent 

may be assigned to the keys of any key hoard having reduced number of keys. Said 

keyboard may be combined and used with the data ent.t·y syslum of the invention, It is 

understood that for better accuracy, any standard arrangement may be modified. 

. . . ' . 

QWERTY Ammg1.:mcnl on Six Keys . . 
According to one embodiment of the invcnti<in, the: data enl('Y system of the invt:nlion 

muy lL~e a kc:yhoard/keypud wherein alphabetical letters havinij a QWERTY arrnngemcnt 

arc lissigncd lo six keys of said keyboard/keypad. . . 

As known, uiphabetical letters arc arranged on the keys of three rows of keys tt PC· 

keyboard according Lo a configuration order called QWERTY. Fig 93 shows a QWERTY 

keybnan.l 93(10 wherein the letters A to Z arc arranged on three rows of the keys 9307, 

9308, 9.,09 of said keyboard. Usually, a user uses the fingers of his hoth hand for (touch) 

• typing on said keyhoai-d. By using the lingers of hls left hand, a user for example, types 

the alphabetical keys as shown on the lefl side 9.10 I of said keyboard 9300, and by LL~ing .. •. 

Ille 1iugcn,; uf hi!j right lmmJ, 1:1 uscr for cxamplc, types the alphabetical keys sintatcd on 

the tight side 9302 of said keyboard !)300. According to these principles, it may be • 

com;idered that the alphabetical keys of a QWERTY keyboard are arranged according to 

a three-row 9:107, 9308,9309 by two-co!unill 9301-9302 table, • 

Accnrding lo oric cmhndimenl of the invention, a group of six keys (e.g. 3 by 2) of a 
reduced keyboard may be used to duplicate said QWERTY arrangement ofa PC 

keyboard on them and used with the data entry system of the invention. Fig. 93a shows as 

an example, six keys preferably ammged in three rows 9317-9319 and two columns 

9311-9312 for duplicating said QWHJffY arrangement on them. As an example, tht.: 
upper kfl key 9313 contains the !utters "QWHrn~•, con-esponding to the letters sin,atcd 

on lht: keys of the lefl side 9.101 of the upper row 9.10 I of the QWERTY keyboard 9300 

of the Fig. 93. The Other keys of said group of six kc:ys follow the same principle and 

contain the corrcspondit1g letters siruated on the keys of the corresponding row-and-side 

of said PC keyboard. 

A user of a QWERTY keyboard usually knows exactly the location of cricl, letter. A 

motor rcikx pmnits him to lypt: quii.:kly on t1 QWERTY kuyboanl. Duplicating a 
QWERTY arrangement on six keys as described here-above, pcrmiLo,; tht.: user Lo touch-

. type (frisi typing) on a keyboard havitig reduced number oi'keys. Said user may, fur 

example, osc the thumbs ofbot!1 hands (lcti thumb for lcii column, right thumb for right 

column) for data entry. This looks like keying on a PC keyboard permitting fast data 
entry. • 

It is unden;L(iod that the lefi side and right side characters definition ofa keyboard 

descdbed in the example ,ibove is shown only as Hn example. Said definition may be 



reconsidered according lo user's habitudes .. Fm example, th~ li.;llt.:r ••u" may be 

ccmsidcred ~-hqlonging Lo Lhr: dght s;idc ~a~er lh~n kit side. ' '' · ... ' 

Accc>r<l1r1g\~ tii~l~mbo~iimeni of ~le inv~n-li.,on, t~i'r:ypadh~v_i~~fat _iea~l.~:L(kcy~_ . 
co~Lairung'ai_pha,bctlca! le1lt.:rs wit~, ()W~_l{:T,Y arring·en:1_1,;nl ~_sign~d_(ll~-~,~s,cri~ecl abqvi,:) 

.. ~o. s~i~ _keys1 'r~1afte.J~~L:,d _w~tp th~. ~ha~~9t~[~h?~,~h,~tra?t,~r:~~l~)'-~~rt,~1~.(er~t 2f..!~1t.,'..: '-
1nven110n .. In ad~!1Lwn to _alre'1dy-c;lcscnb_ed.~~var1,tag9s, ~.,1:1.cl. 1.1rr.an~c1I1eflt ~ls9._co1.11ppse_s ., .. 
other b~ric:iii~·it,clrn~;· ... .-·,·· ; .. -.:,. • • / ·: :·\;, .: . ••• .. •. : :··\:">:,<;, ,. . -.,. -:'? ... :::.,~. :· .. ,, . 

• ~ . )dt~r/shµ;ted 'on: a ~atri~ k'e/ar:~ .. J~\;ally disting~i~h~thi;; -~/_the' ~()Y~d~p~c~!1"· 
rechgnili~1r'i system l)(tlie'1nvenliciri ;: ).'·< ·.•·._.';,i·.·· i_:.-::--,\'.:/,;· '···: ;'.;'.)·,((,'· < >:·>,,, 

' h:igh 'accui·acy <.>t tllc,~ia~4 'enlry ~lifrciiici'f '1~e~ue,e4··i~\1tr~bt'r' 9,t:1.~h~r'J<cYs::·'~~d:. 
··r11e,_extj·~iiicly,fa~i1fiia_f uiJ",thgcrrj§n((e'.k.<jtE.~1)'l~f~fl14 te1fojjjin''~aj,q_:)/t. ' 
keyr:adpcr.init) µ.~er .d~st da1cf'e_iili); s)'stciii w,ithoul lhe'hccJ 'u(.frt:ljlje1ltlf.\· .. 

·•··•·.:. /'X:•····· io't]'f /j~J?I(~i~~r:? 1tt\:;::Yr'if tt:t~td~~X;?;.::tiit:f ;;·.;; . 
'f.;' ' . ror ht:!Ht::r accumcy~ 'n1 iri6r it16dificatioli tc, this 'arn1.hg1:1ileift ihay __ be_considered. !•'or :;:},:,:, ·.<>" ::- •·· . _: ' 
r•:·· 

.... 

!~/· ·::.,1,'c\ .. ~ ... ;\,:- • ~.c.:c6,rtjing lp lhc <litl1.(i..:ntrf'i'.hfo11f ()f the ;._i,1,:c1jiion.,as,_d9s~ribecJ in l:~ji apnl~ca,tjon unq . ·,. ' 
r•i•i•'•\• ,1,-;1 •. ~ , ~ ...- , ~1M.,,~• ,i- :~~ ., :i •'\i~ . ,,,,' .. , 1 ,. ,1 1~ ~,, ,)'!,-.. ., •1~ ~ ~ , , 

ttf;: ,,:./'' :. • :- : pie fPJ>llcntil]ll_S file~ ,b5.:fon: lfr ~hi~ in~·entqr.··<.-.'.::· .. ; • / .. /. • .' ·' - ,, .• : '·:••-., " ... , :, : r· , 

~z~~;~,tr~ff ~rii;~~;~~~~!t~!~;n~'~'.1hJ'&{i~t~;,u;fai~i~ ,Ju1j,'.~~t;,rh~1~·~i~;:;E:;2t;ir;i~S • 
tiL?.:'.t-· / .. . ·, lo 1:011!,iin: 1:ilph1:1betical lett~1\s (ill1d othcfsynibols a'ide.~cnhed b~fort:!) and bdrig· t1scd _·. ,_··.c.,:·~11}t>;/\:f?/ 

I~!~1.1,·.r~:{[:'!}~p!t,tr.ilfS~ta%i/[[~{l}lli~1,'.~ !iti~l'1tc';i(t):tw
11
I~,RtiT

1~y,J;It[~t;f f ~L~:e,il{liJ,rt·~l:ttt:r:;t,:hf };l,,~;, 'Jf !{\Ell~ 
.. :,· '.· _; .. cc!~ _arr-ngen}(;:!11_,,,,aTl)~ldr< .. "I; L_,,:.~1:rangeme11.o,._.1e t:! ~nl9 'cop··· '.':'::\ ,_;, 

_jfr_:':{:_· ___ \, ___ ~·:_!~~-,{O'!Y_?:~1n11(K_:~ri<l,'~l~P~~t,·,!h.{ti(?~AJtf1f~i!!i(c1.l!l~~.-~h4JiJe._lctt:crf:c,f tJ1~ lpw_cst' _'.'ii\;:;t:.:.,._' . 
. ;:}\- :)< . -. . . . tC>»:' _ot s~~i:f ~.eypcili}32(J. l>_fJh.cf1g. :~2011te:9J$r;t·il19reWw,ith_iti'lf!:e ~eys· Mt~~::::~~----,.~ • >> •,, 

.. • • corr6spondi11g'columns (e.g: lcft, rightfo{said four k.ey·~_933(), 93}3 in a mant\cr 10 . • <_ 
'i11aii1tai i1'the fan~.1 liiti-ity of aii ,(alr116st QWf.•:R·;rY'; k~ybci,~f<l ak,ng \yi th high acc1.1ra,cy of . ::_<-;.i:( . 

the_ voice recogni_tigp' systCill of_the in_yenti,on: Fc>r C!XU,mplc, fottcrs ''nu 933 7 and ''.m" 

9338 which have been locat.ed'ii~i,tl1.e !OW(;St right key of the kcy1)ad C)J20 ot'the fig. 93b. 

arc here separated i:.lllU. mrnigriecl~ rcspcctivcfy, to ther1ghJkeys 9333 uncl 9332 of the 

keypad 933'0. i l is LlTI<lt;rS16c)d :rhat' o'tller svmbol s such as puriduttdorlmarks, tmn1bers, 

fimctions, etc., may be: d!strib_µt~d. an1mig. said keys or olht;r k~ys ufi.1 kx~ypad CC>ll1(,11'ising 
• • ,'( . •• ~: ,\, • •. •• •:.,: • ' • t' ' ' • • • • • • • ··.• •. ' • • . ' • . 

.:,/·-: 



• ;,1' • ,, • , • • • •,,:,, •' ·,, • • '· • 'i1· r ,,., •\' •r·~, .... , ,,. · 
C~ 1i·:?;,,.~ .. '~•11 ·,.,-·,}:,.· •• , .. ~ -..·. :. ,• ,.--: .~·'(·

1
' ,:·_.•::,.{,::.:,:·:·::)::\ .. • .. : .' • • :,\•,.;:::L;.:.,.-: . 

• :,(,,_-(ii'.: •• :-_;.. '. .. ••.• •• --'.::/,._·. • • ( ., .. /'. , . • .'. :.,. :; ~~- :.·\i{jzi{t•-·::, 

It:/:-: r.: Y<i:>\ ./ -. ' ' '•/ + r r r ; '. 'C u~ r' . .:I:'.)i :.:/t;:,i)< -~. ;}}(}{: •. 
'·/\;-~::\:,:/·>-,'·\~ ... ·:.,-- jnid'alphabet'ical key_~ _t~ncJ ~~- ent~r·ed ~~c_qr<Jjng to the' d~t,l_U ~rii61 'system' ()f tlic,1iiv'c'1illon\t .. ~: .. ,1,::·:},/•.' 
•'l,.W/\ .... .._,-.,,•r, • '\," ~-•~•••,1•~1••••• •t,• t'" ~~I\~' • /._ ' '\ !,, ' , ~ • 'f,I'.,\, ,:r..~ ~ •-•,• )' ~~ t, •• I•.•,~ , ' '1 • 1'.-t' , \,'_,I',, 1 

:.; \\i•:~l: _- i :.\-;.~~- .~~~~~~~q_)1J.t\1i~ .~JJJ.lli~:~1li~i~ ~11~, ll1e_51t">pl~c_,.Hio,ry~ til~~, ~)c!µfe hy ~i~ inven~<lt\ \\/'· • :.,, , : ,·\'S',:,(:. :{\ 
;,'.· ??\t:-: •. ~-:~'..· .. '.( -~:~\\: :::.(~t-~ . .-:1::- -:.:,:··. ,:;:'.t:·.i .- •• -.-~: ~-::. ':-;.::<t -; .. \"';~:~}'.~·~r~ \./~-:::·· \( :·t-.-,. :·; -··:"\. -~ <-··:>:·::::,;··-.::// ?/ •·. ,:/·. :··::::. 
:'.{\~},( ,}(;•:/: )t iJi ~1-~o_·lf~ctcr~t.op~}_h~~ ~ .. 1}1r it~)hli ~~-~-~>~tjiti~l,l ac~~r~~y r~}~P~, ~fl~cted; ~Y~!1 f~'Y.-~( _':,\ •. :~~- ·.-· / · '.\. \ .. 
:· ~-. '1J:-'. :··ti -'~ ·, kt;ys m·uy be tiscd 1d conuili1 all alphahetical characters and be used with the pres·s ·ai1d: i.-·'\ ... ; :· ,-'.- . :: . 
::.:\)t/\\Jt·S ~p~~~ _data i~1try s"is"(i!,,\,f ~e ~i~vcntio~~/ig.' 9Jd_ s~nf~ tw}, t~ys 93'41 :9342 (l~I' a}'tt::./:{it· ;_: _ _. -~~:\\' 
-~,-< ·::v·.\,'.1\);,_ keypad) to wiuch thi.: English Alphabetical letter~ ate" assigiied ... Said keypad mav nt ds,e~ ):: ; ";-'. , .:·\ ·i:: . 

. ,.: ·.:: )·, ·:· : ,,''.\ : • .-- with 'the press and s·pcttk data enL,:;y system of lhe' invention h°u'l _ambiguity niay ~rise i~,{-t:>. :-zi • . ~'.::::.· : .. 
: ,•:1,· '} •,\,V. ,,. l / '~, • • '•' 1 ,· d" ' ,., .... ..,,~,.'' ! '~,~ .\. ' ' ...... ~~·: ~~·: \ J, .. '-•\·,:,,,' ~!il:~\4,' ·, :- • . . -':"-: ::, . Jett.er:,; on a same k~y htivmg c ose prcmuncu.'ltion: • ··: .. •.: --.. ,:· • .. • • ··: .. . ,~•:,,---:·;:-.,:\.;,:;·.i;,.;--·--.:: r. ·;~_,.,:•., 

t~:, ?'\( ~--ic--_;:: '.:: --. ,. -- ·-·:; • . .-~r~ .tt :-.~ \·:· ~:;"-:;.:~·r\- ·; -:.- -~- • ~:: 7.-i :--~-~~~~ ~ r.-:_·. -~·".~,---·?:~? ~~:.\~ ~-:·~ :r' ~--- ~::tt~:.'\:;~~t !~iz:.::5: ~~:lf -
,_: . •• · .... • • , , Theoretically, all of the alphabi::tic1:tl h:llt:rs may be assigned ({> a single kt:y hut this ·11:1ay,.•~- ·, • ;;1,t,; •. 
~-'-,:•~,. .. -~ ... ~M\., ..,1:...'-...: ,, .. ·---, ,:.-"·~ _. __ ,.1..;.•h··~ •• ~ ... ,"tf'"'''l',"J"'!:•r!t.v.-l,,~,·~ ~.~-·""...f--1 ,- .... •r-, ... ~1,•t,~.' ·:-.--'' • -:,·- "~.· .. ~ .. -,,, . .1· ..... 1. •. :.;. • ,~~~:; ·~ ........ •!f•>-:..-,•,. 

.:.-.--=--. ..::--.:....:---extreme y n.-:dm:c I 't: rl'.t:ognitton accuracy':"'· : ,,.: -,~~·-i--;-,-.-:--·-.. -.·:. :~ ...... ,.. •:,,,.,,.,_;, ·:. -,-:;:-- :-:i:,:_,.:.:::,-

i' :::,; .. f':.:; __ :(_ .-__ -~(\ :\t. _·_~<~ ,:;:/, .. _·;·:~'~-~/;:~~.r:-~-- .. ::0:.;~:/:;·.~~-~ :,:,. -:~--- /~: ~~ -~_:,.: .. (\_;£;:\ :?{-i{/:· };,~;(i~:?.':)~~~~~ ,· 
•. • ·, ·,; • A.llht>ugh, pres.sing a_kt:y t;1nd speaking a desfrt:d sy!nbo1 assigned to said key niuy l~e__:·· ·:'. · I.<;__'.·• .. :, i\\;;: 
\:. -' :. :/ ' . : ~r1ti~gh (<\~ l,he entry .. of s~i~ sy1~1_l~~jt fi.1r·;~i.r)~\cti:~'!l1S_ StJC_~i ~s t~Ot desh:i1{g to spc~1klc>'1~1e',: ',}:/ ,:.;·.?"'..~Y.. 
-:/ -: .;;'.-i-:' ':.'·.-,.~~~-'l.bols~ 'sev~,·~ rj~~thuus_ s,uch -~\~h-~H~.9.~. dc§c~i_~-~~-i1i t!1is_applic~tJ<~,ri, ~1110 in _th~);t:;,,;\;,ic, .. ·_:,/·_;;:._.:,_.(f.:, 

', .. :·\ ' ;.:·::-:-·. pt:eviq_us appli~D:t.~~.,,f?,(!,i.1_~~rn1/1g l~~ ~4-~~ ... ~!ltrx systf~rt:uq~,7 i~lY,fl}ti9n may he pr~yi}199,· ;{:,\}:;~:/}'. 
';::j '·. ';· .• /~<:As described, a, sy111boJ (lfrty l11.: ~1itdn:J by jfrt!ssing 'a ~Cy' willj_o4t' spcakfrlg said sy'mbol: ; .::::,~_,:/--: t/:· 

1 ; \ •''' ~~ "1' ,,-; ', ,~ 
1 

•.\1 ·'-' ).., \•~• !,1 ••t~-•""· t ~ ~ ,. -t• w, , • ";.Jt, ~, • .~•;"-r,•,: I'•, .. 1.~ , .. , 1 ''\.~ 

-: -tf , , -·.·:,: --~--- Fol' exainplc, by referri,ig to.the fig. 93c,"u LL'ler may p"r~ss the key' 9330 withnul srieaking • i~ :;_:~::.:::"·:•? . . 
{::::·. ·:. :'.:,:_>: • ; / )o .j:frov'td~ tli~ :,/pac;t~-~~ra~t.~;::.-Acco~~:ii~:ig h>' a~'c)thJr nic'tliod: 'a -~;y~;bo(inay ~c-~n'Le;.;,fby·"')},\;{)·(. :f· .. 
. :\:(· • .. ·.::,.•' :'i:• 1,r·essing· ti 1irsi k°l:'v k~~•n'·i1i'<i si1itj k.i~.'~rc~_s;~1..,~h~ ~i~~~:si1{g•i'·; scq·l;·~c1 key, ·s11nulta:;1~\<iu~ly_: :..--:·_-,::,::,t ·::::·:\:·"' 
~..1.- ....... --._.....,:...;..;. _ _., --- --""M--.... -:..,),,-- J...~t.::-;-· -.0•-,-,,. J.,.fl:~.,1. ·i• .1;T," .. ,1• ◄ J._, '-''''tt•• \, '!!•' i[""'r-1~ •• .,,_,.,.,,,\ 

::' :) .. \·?t···, •; C y Aceor~ing to anoµ~cr)j1:ct11od, a' si)e~i~J ~I1,1ri1t'.:h,;r s\1th ll:~ :a: SJ)a,q_c. ~hi.irat:ler may_ bg; ·./(:·. ; .. -:,' ':f ff':_,' 
Y,,•;'' ?:·,: \·' .. :-, _' .fprovided afte"ta''syiuB~I' iJ~ff ~J"a'·1~it'fe'r,~y pr:e'ssiiig :itpicijt:ffr¥~ '[ey (c-,g."curr~:.,1i"'{,hdii1g' :~,,- ·,; .,,. ''\' : 
):• t • -•~\}\~,, t\,••••I' 1_,,9 ,,•i,,f •!;"•~•,+. :-,.;;_ ,,,•~.• ,;;,~'.::l",,:••r-::~•~, ~.,,,,\,!.~ ••~•~,,~>: • .,:!;-\. ;]:,,.;.:t:1,t.,.•'.,"'JJ .. ~ .t - ',\]:'~•t_h,, •~•I 'l~•./'f- :I 

1;,..1 • .:,.:0.:f!:!,.\~·:·; ·:, ::-10 sa1d special character) before rclcasmg Lhe key' cqrrespo.ndmg Lo said symbol.·· /f, ·,: ~:• ,: ·:-~·.. ,,,:·, 

:·r<lti•°'' · \\ ... '" :~,:.~~:;,:;?(-1T'.'.r ·\:l.' 1:~::ritJ'.i~:r::.~.]-~·:r:· ,:·•:_:•i'-~~;:;_:.:'(?iti ';·::E:it:.:~'._--..", -:·){\;·;,}_,:_i, .... <,'-;-:· .,.,,i ~'.:: 

:·/t:Y.:' ::·. . 1e1i h/iving'ltiw keys fof <la(a en.Lryi for foster da_tifcntry, 'the ehtQ' of~ fi#1uefilly used ,:, -~,~ ,, :;,, 
,/ ·.::::i, . ' ' • ntri~ipbk~11 sy;,,i,_91 ·suc11· a/;·~;;·~ce'cll,~;:i{~1fr'rntiy h'~ m.isfgned''''to'a ~_quh1~·pres's -~lctioh or- -':'.i- r,.~'. ,{: ·\ 

.. ,.:'_ .... :...~~---'..:_ ~-pred~~ir1~d kc/wi'~bSu~:·~1?'~~1~ii1g.''~pii~,:1,n·ax:~e ~OX~ieiJ°!-~ be~~l!~C i(~hfW>u~-e-~11~ictcT--:.-, '•:: ·-· 
!·. ·.\·'· .. ~ ·.•~···~· .... ~·".·t.•;,1,l~ .. .::,'.·~ ..... y,,..,,M,,.,,,.. 1 •-i'.'":-'1:;.i..;1!;, ... ,,..,, ... ,:,_ :·~•:t•·1',·(•' .. ~ .. ~: .. •·•·H~'••' <,\·,• , •• ,, .... ,X ... •••• :~t:i •. , •. ' ,:,.,~~•·:••,•, .·-"••;. •,•··.·'· . .;••,,' . I •. ~ .. • \,J.~ 

• ·.: ii(assfgi1cg tq -~ i_~1i1.4e! !;~~!\·.:~µ: fs.iligl_t:~pr.~:~srrig ~ :p~1lloriJfw~¢lL 9.t!tSI sppH~rj cl1aractcrs • '' ,; 
;~ll~~-.:~f f{;s_i:s·:~rt:J~slg)J;~~Jn))¥.frtn,~~~i:Ytlirr~(tfft~ij~~"q''sp9t~#-c~~t~cis:r<_·(,fc/'H<>t_·• ;•·:'.::::< 
confusing the vo1gc/spcc~hJ~~og11!('9D sy~!,~f11) Jh~. u~c;r !1a_s l,c> pµ.u.~~.-~ .~,hof(t_1t~1y before. 
pi-essf1\g'tlie.lef(~l,ii;}kl(~;}fo,1kliig))f>f'J1i'feriUgsaid.s'pace:c1foracic{' A~~i'ign{n°g'thc 

·;r,i~~~%jlTI~~hlt:~i;~~i§t~i,~!~t01-~~ ::.:;:~b\'o:?:;;t~H~~ti~:r~t~dtrc,sin~ 
~aid key once, ihc; µst:r simply ~oµble_-pres~~s sa1q key wnhnuJ smcJ. pa,1,1se~ 
J> ••••• •·. ··:}:\?: •• ',::,;,;_}i{;.\ .. i:':}s\fi;\ft;+{{.W •• .. ·\ •• • • ;; '.{\'·.:\/?;'. ·• 

Also, it is understood Lhat the QWERTY arrangement ofthc lctt~rs cm a group of keys as 
described here-above, is provided as an example. Other configuration of symhols such as 
the alphabi.::ti<.:til onl<;rs, on other numb1,;r of kL:ys, in ,my key arrangements, nrny be 
considcrcc.J. For example. according one embodlml.!!1LOL1l.l.C...iruLJ.:.otion, a k.e..)qiad..m.a1,4(_ _______ _ 
contain two keys for assigning the most frequently used lettc!'s, and it may have other two 
k.C,Ys tu whfoh kss frct1 ucntly useJ lt!llers are assigned. 

. . 
' . . 

Today must L:hx:lruuic ,fovices p1.:rmitling Jala entry m;e equipped with a telephone-type 
keypad. The configuration and assignment of the alphabetical letters as described he fore 
may be appli~~J to tli~ k<.:y!> uf .-i li.:kphun\.:~lype keypad. 

• /.P I • 
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Fig. 94a shows a lelcphonc-type keypad 9400 \¥herein alphabedcal 'letters having 

QWERTY configuration arc assigned {e.g. as de!leribcd before) to six keys oflwo 

neighboring columns 9401, 9402 of said keypad. By being on neighboring columns, enlry 

ofthe lellcrs by (the thumb of) a single hand becomes ea'iicr. Also as rm::ntio111::<l before,. 

the ust:r may use his holh thumbs (e.g. lc!t thumb for Id\ column, right thumb fol' righl 

colurn11) for tjllick data entry. lt is understood that other symhuls such as punctuation 

marks, numbers, functions, etc., may be distributed among 1hc keys or st1id keypttd iu1d he 

cntert1d according to tht.: dat,1 entry system of the invenlion as dei;cribcd in this 

application and the applications filed hcfore hy lhis inventor. 

•. 1-'ig. 94b shows anotht:r telephonc-typt' keypad 9410 wherein alphahcLical l~ttc~s having 

QWERTY configuration are ,L~signed (e.g. as described before) to six keys ol' two •. • 

exterior columns 941 l, 9412 of said keypad. By being on two exterior columns, entry uf 

the letters by (the thumbs of) two bane.ls becomes i.:asier. Also as mentioned before, the 

user may a single hand for tL:tta entry. In this example, minor modifications have heen 

applied fhr augmenting lhc accunu.:y oflhc voice/i;pecch recogniticm 11ysllm1 of the • 

invc11tion. For example, lcllcrs ·'m" and ·•kt' have been interchanged on the cor-responding 

keys 9413, 9414 lo avohl the ambiguity between the letters ''m" and "n". Also, lellt::rs "f' 

and "z" have been interchanged on the corresponding keys !)413, 9414 to avoid the • 

ambiguity betwt:cn the letters"{" and "s". fl is understood tl~al other changes in the 

coufiguration may be considered, For fa-;tcr dau1 entry some c.:haracters such a.5 thi:: space 

character nrny be assigned to several k9::; 1)415, 9416. • • 

Fig. 94c shows another telephone-type kc_vpad Q420 wherein alpbabeli1.ad letters 

arrangement based on principlt:s described before and showed in fig. 93c al'e a-;signcd lo 

four keys of said keypad: • 

Tl is understood that the QWER'J Y arrangement ~f lett~rn on few ( e.g. 6, 4, 2. etc,) keys •• 

of a keyboard such as a keypad is dcscribt.d as example, Other kind of!eller . • 

al'l'angcmcnt.c; such as alphabetical order may also he considered ru1d assigticd to few keys' 

such a.c: two/four/six. etc .. l~eys. 

A personal mobile computer/ielccommunici1tion dcvicS1 

A mobile device must be small to provide easy portability. An ideal mobik device 

requiring duta ( e.g. lext) entry andior data communic11tion must have sn1all data cnlry unit 

(e.g. al mosr, only fow keys) and a large (e.g. wide) display. • 

. The arrangement of alplrnbeLical letLers (and oLhcr symbols) ou few keys and Lht: 

capability or quick and accurate complete data entry provided by the data entry systeb1 oJ' 

Lhe invenlion through said few keys, may permit to reconsiJcr the design of somc of the 

curre11t products for making lhcm inorc dlicienl. 

One or those products is the mohilc phon~ which is now used for the tasks such as text 

mt:ssagi ng and the internet, aml is predic.:tcd to hc:come a mobile computing device. The 

actoal 111()hilc phont:: is designed contrary to the principlt:s t!cscdbed here-above. This is 
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hccau..~e the (complicated) data entry systems ol'the mobile phuw:s require Lht: use of 

many keys, using a substantial ~mrface ,,f the phone, providing ::;low data. entry, and 

leaving a small area r or a small (e.g. narrow) disph1y- unit. 

One of the n,ost commonly used applications ol'a computer is Lhi,; word processi..t1~ 

procedure. Along with the use of the Tntcmet, writing lcners will also b1.:i.:ome the most 

commonly used application ol'u mobile computer/conununicatfon device. Said 

application requires a wide display to pennit drulUng, formatting, 1111d viewing the 

document preferably in its entire width. For example, while tlrafting a letter, the ust:r 

must sec said document in its entire width, without being obliged lo scroll it to the left or • 

• to the right. • 
• 

ACCOl'ding to one cmhmlune~t of the inve;,tiorl, aii eh~tronic device such a~ a mobile 

compuling/comrnunic:ation devict: t:omprising a wick display and small data entr~- unit 

having quick data. entry capubility may he providcd. Fig. 95a shows 1-.1 mobile 

computing/communiculio1i device 9500 having rwo rows of keys 9501, 9502 wherein the . 

alphabeLicaJ lellcrs (e.g. prel~rabJy, having QWl•:RTY arrangement as de:wribed before) • 

arc assigned to them. Other symbols such as numbers, punctuation marks, funcLions, elc. • 

may also be assigned Lo said keys ( or other key~), as described he fore. Said keys l)f said 

communication device may be combined with Lht: press and speak data c11try system or 

the invention to provide a complete quick data entry. lJsc of few key.,; (e.g. in Lwo rows 

only) for data entry, permits Lo integrate a wide displttY %03 withitJ said device. The 

width or sajd mobile device (and obviously, said display unit) may be approximately the·.·. 

width ol' an A4 paper lo provide an almost real siz1.: (e.g. width) dmaunent for viewing. 

Sald mobile computing/communication device may also have other bullorlS such as the 

huttoni; 9504, 9505 1hr functions such as scrolling the document Lo up_ward/downwafd. lo 

left/right, navigating a cursi>r 9506 within said display 9503, sendl<.md functions, etc. • 

Also said device may comprise a mouse (e.g. a point ,m<l click tlcvke) within, 1hr 

example, tht! backside ofit. l.n several patent applications (such as "stylus Computer",. 

and "i,.ealuros lo LiJJham.:c Datu Entry") tiled hy this inventor mouse/browsing issues on a 

display and other data entry enhancement means have hecn described. All of said issues· 

of :mid applications may he combined between them and/or combined with the data entry 

syi;tcm ancl data communication devices of !his i..tiventiun. 

With continuous d1::scriplion of Fig. !).'la, the c1mrngement of tht: keys in two rows ~)50 t, 

9502 on lefi and right sidt! of said communicatiC>n device 9500 permits the ustir to thumb• 

type with his two hands while holding !\aid device 9.500. lt is undersLoocJ that other 

configuration ol"lctters and other symbols on other unangcm1cnt ol'kL:ys on said device 

may he considered. For exumple, the device may comprise only fovv keys arranged in 

only one rnw wherein said symhols (e.g. lctt~rs) are assig11ed to them. 

Also as m6ntiom:d bel'orc and dcscrihcd in corrcsptmding patent application, by 

providing a mouse (1wt shown) i11 tJ,e backside of said device, Lhe u.c;cr may usu for 

example, his forefinger, for operating said mouse while preNsing a relul.ing button with 

his lhHmb. 
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Also, as mentioned, ~aid device may be useci'as a telephom:. ll may c()mprise at least um: 

micrnphonc 9507 .and at least a speaker 9508. TI1e distance between Lh<.: location of st-tid 

rnicrnphone and said speulu.:r on suit! device may corre-spontl to thi; diRtancc between 

mouth ami e11r of a user. • • ' • • •• •• • • 

Fig. 95h shows as an c~an~pi~,a device 9510 similar to that of .th~ j{g. 9500, whc_r~in iui 

input unit coinprisei.; four keyli only, arranged in two rows 9511, 9512 and wherdn the· 

alphabetical letters and numbers arc a.ssigm.:d to saict keys according to princlplei; already 

described. Other symhols and functions (1101 .shown) may ,1lso be assigned Lo said k~ys . 

and/or other keys ac.:cording LO thc'principks already tlt:scribcd. A user rrmy iise his two . 

thumbs 9511. 9514 tor typing. • • • 

l•'ig. 95c shows m; an example, a device 9520 similar lo that' of tl~e lig, 9510, whert:in its. 

input tUJ.lt comprises four keys only arranged in_ two rows 95;21, 9522 located im one sid~. 

of said electronic device, and wherein the alphabetical letlcrs, and numhers arc: assigned 

to said keys according to principles already descrihcd. Other symbols and fum:tious (uut 

shown) may also be a-isigned to saic..l keys and/or other keys accortliug to the principlL:s 

already described. A user may LL'it.: one hand (or two hands) for data entry. A nub 952) 

may ·be provided in the center of arrangement of said four keys to pem1it d11lt11;111,·y 

without looking al the keypad. 

Fig. 95d shows as an example, a device 9510 similar to thaiof ihc fig. 9520, wherein its 

input unit comprises tour keys arranged in two rows 9531, 9532 located on om; side of 

said dcctronic device, aiid wherein the alphahclit:al kiter~, and nu111bcrs are assigm.:d lo 

said keys acc:.ording to principles already 1kscribcd. A third row ofkeys 9533 duplicming 

one of said lirst two rows of keys (in thi~ example, 9531 ), is positioned at Lhe opposi1e 

end of said electronic di::vicc 9530. This arrangement of keys permiL'l the user ll, i:utei· 

data with one or two hands at his c.:hoice. Other symhols and functions (not shown) may 

also he assigned to suid keys and/or other key/3 according to the principles already 

described. • • • • • 

Fig. 95c shows as an ex.ample, an ck:.ctroni<: de-vice 9:,40 designed according to tlu.: 

principles desc.:ribcd in this application and similar to the preceding cmbudiment,; with the . 

difference: that here an t:xicndable/retnu.:tablc/foldahle display 9541 may he provided 

within said eleclnmie device to permit a large display while needed. For example, by 

u.cdng an organic: light-emit.ting diode ('01.ED) display, said electronic device may be 

equipped with a one-piece exlendablc display. 

According to one embodiment o/' the inv1.mlion, a.ci ~how11 in fig. 95f, an dc1.:Lrunit: tk:vic(;: 

9550 such as the one described before, may comprise t-t printing unit (Ml shown) 

integrated within it. l~ecausi:: of the design of suid ckctronic devit:c (c.g: having 

approximately the wic..lth of an A4 paper) a printing/sc:anningkopyiug unit may be 

integrated within said elev ice. for example, a user may feed a paptff 9551 llJ priut l-t p(1ge. 

Providing a complete solution for a mobile computing/ i.:ommunicution device may be 

extremely useful in many situations. For example, u user may draft documents sul;h 11~ n _ 
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lct.14'r ttml print I.hem irwnc<littlcly. Also for example. 1.1 salesman may draft a dom,mcnt 
such a,; an invoice in client'$ promises anti print ii for immediate delivery. • 

. . •.·, . 

To permit rct1ucing the size of said mobile computing/ commmlication device and sLill 

b;i ng capable of printing a slam.la.rd si~c paper .such as an A4 paper, a dcviuc • 
correspondiug to the: ·si:.!.C uflutlf uf sail.I sluntlard size paper may be provided. 

Fig. 95g shows a sUmdard blank document 9560 such~<; .in A4 paper. As shm~nin 
Fig. 95h. saic.l puper may be. folded in its middle, providing Lwo half foces 9561. 9562. As • 
shown in .rig. 95k said Jbltkd document may be ±cd .into the printing unit of an eicct.ro11ic 
device 9570 such as rhc mobile computini,;!t:ommunication device 1.1f the invention to • 
pr.inr a page of a documenl such as an e.ditcd letter, on its biith hulffaces 9561, 9562 
providfrlg a stamlartl sized printed ietter. This i·ill permit nianufacturing of a small sized·. 
iuobik dcctronic devic~ being capable of pri11ting a standard si7.e docunicnt. 

Circul!tr Kcvboard 
According to one embodiment of the invcntiim, at least part of the keys of a keyp;id may 
be positinned nn said keypad in a 111aw1i.:r tu create a ein:ulur form. Fig 96 shows as un 
example, a keypad 9620 comprising six keys 9621-9626 positfoned around a centered 
key %27. Said centered kL:y 9627 may be physically diflcrent than said other six keys. 
for example, said key 9627 may he higger than the other keys~ or ii may be have a nub 
on it. Alphabetical lcu·crs having QWElffY configuration may he distributed among saiJ 
keys. A space character may be assigned Lo the key 9627 situated in the center. Of eoursci 
said keys may also comprise other symbols s'Uch as numbers, punctuation marks, 
fum:tions, etc as described earlier .in this application and the applications hefme. The 
advantage of this kind ( e.g. circular) ofkcy arrangement on a keypad is that, by 
recognizing said centered, key by touching il, ti user muy type cm said keys without•· 
looking ttl the kL'.ypml. • 

A Wrist Comrmmicution Device 
'f'he data entry system of the invention may permit to create small ~lectronic devices with. 
capahility of complete. quick data cntr>·· One of the promising future lelecornmunicatio11 
devices is a wrist. comnnmication device. Many efforts have been provided to create a 
workabk wrist communicarion/organizcr device. The major prob.lcm or such device is 
wurkt1hk rt!lativdy quick delta entry system. Some manufacturers have provided 
prototypes of wrfat piiones u!>ing voice/speech recognition technology for data entry. 0/' 
course, hardware antl soft,.vare limitation of such devices prov id<:: poor data entry results. 
·n1c data critry system of the invention combined with use of icw ke.ys as described in this 
applicatior1 and the application.,; tiled l~cfbrc by this inventor may resolve this problem 
and pennit quick dam entry im very snuill devices. fig. 96a shows as an example, a wrist 
electronic device %00 comprising !cw kt'ys (e.g. in this cxampk, four keys arranged in 
two rows 960 I, 9602) wherein symbols Stich fL'l alphahetical letters. numbers, punctuation 
marks, ere., arc assigned to said keys accon.ling lo the principles of the data tmlry sysrem 
of th.is invrnLion. Said electronic device also comprises a data entry syslcm of'lhe 
invention using al least suid keys. Said keys may be of any kind such a-i resembling to the 
regular keys or a mobile phone, or being touch-sensitive. Touch sensitive keys may 
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permit touch-typing with two fingers 9603, 9604 ofonc hand. A c.Hsplay unit 9505 may 

also he provided for viewing the data entered, the data received, etc. A watch unit 9606 

muy also be assembled with said wrist device. Said wrist device may also comprise other 

buttons such us 9607. 9608 for functions sud1 as st::ncl/cnd, etc .. It must he noted that for 

faster data entry, a user my remove the wrist device from his w1i:-.·t and use the thumbs of" 

both fingers. each for pn:ssing the keys o~·one row nfkcys . 

. it is undt::rstood that other mm,bcr of keys (e.g. 6 keys as described before) iu1d other key 

arrange.menu. (c.g. such as the circular key ammgcn,enl d~scribcd bef1.1rc) IIlay he 

comddrn:c.l. • 
. ' . . 

lt is ~lso understuodthu~ other ki11ds ofdcsigns li>r 8 wdsl CtllJ11lllll1ieation/orga11i/.C:f" 

devit:e may he considered. For example, as shown in Fig. 9711, a flip cover portinn 9701 

may be provided with a wrist device 9700. Suid dcvit:c 9700 may for exi:uupk:, comprises 

most of the keys 9703 used for daia entry, arid said nip cover 970 J niay cum prise a 

display unit 9702 (or vise versa). As shovvn in fig. 97b, on the other sick of said flip . 

cover, u uisplay unit 9711 of awuleh uni! muy be installed. In c.:los1.:d pnsiti~n. said w.rist 

device may resm1ble. and be used tcs, a wrhitwatch. 

Tl is understood that lhe wrist devices shtmr11 and described here uhow are show.ti only as 

examples. Other types ol' wrist dt:viccs muy be consic.lcrcd with the J.)l'ess and speak <lala 

entry system of Lhc invention requiring lht.· use of only few keys. Fur exampl¢, as shown 

in fig. 98a, a wrist comrnunicaLion device 9800 (:llmprising !hc dut1.1 entry system of lhu 

invention using l'cw numbers of keys 9803, may be dctachabely-i1ttached-lo/integratc<l• 

with Lhc bracelet 9801 of a watc.:h unit 980'.!. l"ig. 98h shows a wrist device 9810 :.;imilar 

to Lhe one 9800 of the Jig. 98a with the difference Lhat here tht:: c.lisµlay unit 981 l and Lht: 

daLa entry keys 9812 ure separated and located mi a flip cover 981 J and the clcvice main 

hody 9814, rcspectivdy (or vise versa); 

• A.s menlim1cd, Hi~ ct'ara entry system of the invcr1tio11 may bc iiltegratcd within dcviucs 

having fr:w numbers of keys. A Pl>A is an eledronic orgunl:.i:cr thaL usually uses a 

handv..Titing rt:cognition system or miniatun:r.cd virtual QWERTY keyboard wherein buth 

methods lrnve major shortcoming providing slow ancl frustrating data entry proccdun: .. 

Usually most PDA devices contain at least four keys. 'fhc daLa t:mtry system of th1.· 

invention may use said keys accordint,; to pr.inciplcs dcscribt~d bl.libre, to provide a quick 

and accurate data entry for PDA devices. Other devices such as "fablet PCs may also use 

data entry sysLem uf t!tc invc11tic,n. 

Movement-Tracking f9r Datu E~1tr.\:'. 

Dividing a group of symbols .such as alphabctic'11 lt::lh.:rs, uurnbers, .pum:tuation m,trk~, 

functions, etc., in Jew sub-groups and using them with The prt!ss am! spe.ak sy:slem of the 

in vent ion may permit Lhc elimination of use of bullllll prcssi11g action by, 1.:v1.:11tuo.lly, 

replacing it with othcl' user's behavior rccugnirio11 sys11.:m::; such as rci:.:~1gnizing his 

movements. Said movements may he the movi.:mt.:nts ot' for li.xampk, fingt.:r:s, t:ye.s. foc1J, 

etc.:., of a user. This may be greatly beneficial for user's having Jimitec.l mutm· ability, or i11 . 

environments rcguiling more discrete data entry :;y::;tem . 

..... · 
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According: to om.: cmhodimenl of the invention, and by referring to fig. 93c as an 
example, u user may mc,vc his cyl!s (or his foce, in case of face fracking system, or his 
fingers in case of finger track.lng system) to the Lipper right side:: and say "Y" for entering 
said letter. Same movement without speaking 'may be assigned to tor cxan1ple, the 

punctuation mark"." 9JJ5. To e::mltff the leller "s'', the user may move his eyes towards 
lower li:.fl side and say .. ~;-•. By using only few cleal'iy/easily recognizing move1ncnts or u 

user assigned to few sub-group of symbols coinbined a feature (of the dalll l!rttry sysll!m . 

of !he: invention) suc:h as speaking a desin~d symbol, the di'!ta entry system of the . 
invention will prnvidc quick and at'.CLmttc data entry without requiring har·dw~ir~ {l!.g, 
buttons). • • 

n is understood that as described in previous applicati<>ns instead of keys other objects 

sw.:h it.s a s1:.nsitivl! k1.;yp,td or w,ur'.s lingcrs may ht: used for assigning said subgroups of 
symbl)lii lo lhcm. For example, for entering a desired symbol, a llSel' may tap his finger 

(to whiuh sui<l symhol is assigned) on u desk un<l speak said letter assigned to said finger 

(movemenl). Also ini;L(:md of voice/speech of the user other user's behavior and behavi()r 
recognition systems such as lip reading systems may he used. 

One of the major pi·oblems for the at-leust-part-of-a-word level (e.g. syllabk-lcve.l) data 
entry or the invention is thul if there is an outside noise and the speech of said part-of-lhc­
word ends with a vowel, the system may misrccognize said speech ..ind provide au uulpul 
usually eorrespomling lo the heginning or !he desired p(irlfon but ending with a eonst1ml. 

for example. ira user says "mo" (while pressing the key corresponding to the letter ·•m''), 

the system may provide un output such w; ··mall". To eliminate this problem some 
muthuds may bi..: appfo.xl with thc data cnlry syslcm of the invt!nlicm, 

According lo one cmhodinwnt _of lh<:: invention, a.~ proposed in pre~iously, word/po.rtiori~ 

of-a-word ending with a vo~el pronunciation may be grouped with the p011ious having 
similar bt:ginning pronunciation but t:nding wi!h a c:ommnanl. After said portions arc 

ente.:ed, the dictionary C0111J)llrison and phrase structure wili decided what was is desired 
portion lo be inputted. • 

J\ccording to one embodiment of the invention, u kcypu<l wherein the alphabetic.al letters 

arc arranged 011 for example. rwo colt111111s of keys n1ay be used for the at-least-pa1t-nf-a­
word level {e.g. 1,yllahle-level) data entry system (lt°the invention. 

Fig. 99 shows ~1s an example, a kt:ypad 9900 wherein the alphabetical letters arc amngcd 

nn two columns of'kcys 9901 and 9902. Said arrangement locales letters/phonemes 
having closed pronunciation on di ffcrcnt keys. Said arrangement also reminds a 
QWERTY urmn~cmcnl with surm~ rm><.lilicutions. In this example, the middle column 
does nor conrain letter characters. Diftcrcnt methods or al-kast-part-of-a-word level (ei 
sylluble-le.vel) data entry system of the invention as described earlier may use said typt' of 
keypad or other keypad:; such a<;; those shown in previous figs. having few keys, such the 

figs. 9Ja to 9Jd, 
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.As dei;cribed c~rlier, according to one cmbodimem of the invention, if a word/portiou-01:. 
a-word ends with a vowel, a user may prtss a key o/' said keypad corresponding to the 
beginning phoncme/Jcller of sr.1id word/prntion-of-u-word and speak said word/pa1·1-of-a• 
word, 1hr entering il. ff necessary, for providing mon: information about said portion, Lt 
user may press additional keys corresponding to ,H least part u/' the letters constituting • 
said portion. For example, if said word/part-oJ~u-word ends with a consonant phoneme, 
the user may press an atlditiorml key corresponding to said consonant. • . . 

To pt:rmit the syste1i, to disringuish between a key pl'C/is corresponding to the l~cginnlng 
phoneme of a word/portiim-of-a~wortl and u key press con·csponding to for example. thL' • 
lac;( plionemt.: of said wor<l/portion-ol~u-worcl, difl'c!rctll methods such as the onc~s • • • 
described hcn:after, may be provided, • 

. . . 
According io one cmhl1diment of the invention, whL·n ~ us~r presses a lirst key 
corresponding lo the heglnning phoneme/letter of a 'word/portion-of-a-word while 
speaking it, he may keep snid key pressed, and press at least an acldilional key . 
corresponding to another lcller (preferably lhc la~I consonant) of suid word/porlion-nl:.u­word. • • • 

. . . Tf s,\iJ ,mother le111.:r is located on a sumc hegin.uing key, lhe user may double-press said 
key while speaking said wol'd/part-of-u-wor<l. • 

Fig. 09a shnws a keypad 9910 wherein ulphabctical charncters (!.ihown in uppercase) arc 
arranged nn two columns ol'its kt.:;·s !)!)JI~ 9!)12. F.ach of said keys cmilai..ning said 
alphabetical characters also contains the ulphabctir:al characters (shown in lowercase) 
assigned lo the opposite key of the same row. When~, user attcrnpls to enter a word/purl- • 
of-n~word, he presses the k~y corresponding. ti, the beginning characler/phonemc of said 
word/part-of-a-wort! printed in uppcrcuse letter and speaks said word/part-01:.a-wortl. Jf 
said user dc::1in:s to provide mon: information such as p1·cSsing a key corresponc..ling to an 
additional lelli:r iii' said word/part-0/'..<1-Vvord. (while keeping said lirst key presses) said 
user may press a key situated on the opposite column corresponding to sui~ additional 
letter (priuti.:tl in uppercase or lt)wercasc on a key of said opposite column) of said 
word/pa.rt-of-a-wort!. For example, if a user dcsirt::s to enter the word "fund", he first 
presses the kcy 991 J and says said word, and (while keeping said key 9913, pressed) suid 
user prei;i;es r.;onsecurivcly, for example. tw·o additional keys 9914 and 9915 
corresponding lo the consonants "n". und "d"'. 

Fig. 991-, shows a kcypad <)()20 8imilar to the keypad of the fig. 99b with the difference 
that, here two columns 9921, 9922 afr assigned Lo the letters/phonemes currcsponding to 
a beginning phonemu ol'u word/p,ut-of-a-word, and an additional column 9923 is uscc..l to·· 
provide morc i11/'nrm,1tion about said wortl/part~of'-a-wortl by pn:::ssi.ng at least a key 
corresponding to at least u lerrcr other· than the beginning l~tter or said word/part-of-a• 
word. This may pem,it data entry using onc hand only. For cxaruplc, if a user dcsirns to 
enter the wort! "fuud", he first presses the: key 992'4and says said wort!, and (aller· 
rclca8ing said key 99 :i.~ said user prcss~s consc:cutivcly, for example, two additional 
keys 99 2.f,and 9!H& corresponding to Lhe consonants "n", anti "d". • 



As mentioned before, the word/portion-Qf-a-word data entry system of the invention may 

also function without the step of comparing the a$Semb1ed selected character-sets with a 
dictionary of words/portions-of-words. A user may enter a word, portion by potion, and 
have them inputted directly. As mentioned, this is useful for entering a-word/part-of-a word 
in different languages without worrying about its existence in a dictionary of 
words/portions-of-words. A means such as a mode key may be used to inform the system 
that the assembled group of characters will be inputted/outputted without said comparison. 
If more than one assembled group of characters has been produced they may be presented 

to the user ( e.g. in a list printed at the display) and the user may select one of them by, for 
example, pressing a "select" key. In another embodiment, if more than one assembled 
group of characters has been produced, an assembled group of character having the highest 

priority may be inputted automatically, by proceeding to, for example, the entry of a next 
word/portion-of-a word, a punctuation mark, a function such as "enter", etc. 

Also, According to said principles described earlier in this application, a word may be 
inputted by entering it portion-by-portion with/without the step of comparison with a 
dictionary of words. Also as described before, said portion may be a character or a group of 
characters of a word (a macro). 

According to one embodiment of the invention, in addition to the alphabetical letters, the 
character by character data entry system of the invention may use a limited number of 
frequently used portion-of-a-words (e.g. tion", "ing'\ "sion", "ment", "ship", "ed", etc.) 
and/or limited number of frequently used words (e.g. "the", "and'', "will", etc.,) to provide 
a quick and accurate data entry system requiring small amount of memory and low 
processing power. Said limited number of words/portion-of-a-words may be assigned to the 

corresponding keys of a k~wad according to the principles of the data entry system of the 
invention as described in this application and the applications filed before. According to 
this embodiment, for example, a user may enter the word "portion'\ in four portions "p", 
"o", "t"~ and "tion11

• To do so, for example by using the keypad of the figure 93c, said user 
may first say ''p" and press (almost simultaneously) the corresponding key 9330. He, then, 
may say "o" and p;ress (almost simultaneously) the corresponding key 9333. Then, said 
user may say .. r" and press (almost simultaneously) the corresponding key 9330. And 
finally, he may say "shen" (e.g. pronunciation of the portion-of-a-word, "tion") and press 
(almost simultaneously) the key 9330 (e.g. corresponding to the letter "t", the first letter of 
the portion-of-a-word, "tion") to which the portion "tion" is assigned. 

As mentioned before, this embodiment of the invention may be processed with/without the 
use of the step of comparison of the inputted word with the words of a dictionary of words 
as described before in the applications. In case of not using said comparison step, the data 

may be inputted/outputted portion by portion. 

As mentioned, this embodiment of the invention is beneficial for the integration of the data 
entry system of the invention within small devices (e.g. wrist-mounted electronic devices, 

cellular phones) wherein the memory size and the processor speed are limited. In addition 
to (or in replacement of) said frequently used words/portion-of-a-words, a user may also 
add his preferred words/portion-of-a-words to said list. 



As previously described, the data entry system of the invention may use few numbers of 
keys for a complete data entry. It is understood that instead of said few keys, a single multi­
mode/multi-section button having different predefined sections wherein each section 
responding differently to a user's action/contact on said each of said different predefined 
sections of said multi-mode/multi-section button, may be provided wherein 
characters/phoneme-sets/character-sets as described in this invention may be assigned to 
said action/contact with said predefined sections. Fig. 100 shows, as an example, a multi­
mode/multi-section button 10000 ( e.g. resembling to a multi/mode button used in many 
electronic games, cellular phones, remote controllers of TVs, etc.) wherein five sections 
l 0001-10005 of said button, each respond differently to user's finger action (e.g. pressing) 
/contact on said section. As an example, different alphanumeric characters and 
punctuations are assigned to four 10001-10004 of said sections and the space character is 
assigned to the middle section 10005. It is understood that said button 10000 may have a 
different shape such as an oval shape, and may have different number of sections wherein 
different con.figuration of symbols may be assigned to each of said portions. 

//0. 



As described before and shown as example 'in figs. 95a to 95k, an electronic device such 

as a mobile computing/conununication device comprising a wide display and small data 

• entry unit having quick data entry capabilities due to data entry system of the invention, . 

may be provided. Also as mentioned previously, said electronic device may comprise 

additional buttons. Fig. 10 l, shows an electronic device l O 100 comprising keys 10102, 

10103 (in tliis example, bi-directional keys) for entering text and corresponding 
functions, and additional rows of buttons l 0104, 10105 for entering other functions such 

as dialing phone numbers (e.g. without speaking said numbers), navigating within the 

display, sending/receiving a call, etc. A group of symbol as described in this invention, 

may be assigned to pressing each side of a bi-directional key such as the keys 10102-

10103. A bi-directional key may correspond to two separate keys. Manipulating a bi­
directional key may be· easier than manipulating two separate keys. In the example of this 

embodiment, a user may enter the data by using the thumbs l O 106, 10107 of his two 
hands. • 

As mentioned in different paragraphs of this patent application and the previous ones 

filed by this inventor, it is understood that other kinds of keys such as virtual (soft) keys 

may be used with the data entry system of the invention. Also, at least part of the 
• additional data entry features described in this patent application and the previous ones 

. applied by this inventor may be integrated within the computer/telecommunication device 

of the invention. For example, an extendable (e.g. detachable) microphone/camera/ 
antenna 10101, and a mouse (not shown) within the backside ( e.g. to be manipulated by 

the user's forefinger) or on any other side of said computer/telecommunication device 

may be implemented. 

As mentioned before, part/all symbols available for a complete data entry may be 

assigned to few keys and be used with the data entry system of the invention to provide a 

complete quick and easy data entry. Said few keys may be part oftbe keys of a keypad .. 

Fig. 102 shows another example of the assignments of the symbols of a PC keyboard to 

few keys 10200. In this exan1ple, the arrows for navigation a cursor ( e.g. in a text) 011 a 

display, may be assigned to a spoken mode. For example, a user may single-press the key 

10201 and say "left" to move the cursor ( e.g. in a text printed on the display) one 
cl1aracter left. To move the cursor several characters left, said user may press the key 

10201 while saying "left" and keep said key pressed. The cursor may keep moving left 

until the user releases said key 10201. To move said cursor to the right, the user may 

press the key l 0202 while saying, for example "right", and using the procedure which 

just described. Similar procedures may be used for moving the cursors up and down in a 

text by pressing the corresponding keys and saying conesponding words. 

According to one embodiment of the invention, moving the cursor in several directions 

(such as left, right, up, and down) may be assigned to at least one key. With continuous 

reference to Fig. 102, as an exan1ple, moving the cursor in different directions may be 
assigned to a single key 10203. For example, -a user may press the key 10203 and say 
''left" to move said cursor to the left. To move the cursor to the right, up, or down, said 

user may press tl1e key 10203 and say "right", "up", or "down", respectively.· 
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It is understood that in this example, the number of keys (to which part/all symbols 

available for a complete data entry may be assigned) are demonstrated only as a.i1 

example. Said number of keys may be different according to the needs such as.the design 

of an electronic device. 

According to one embodiment of the invention, a keypad/data-entry-unit of the invention 

having a few number of keys may comprise additional features such as a microphone, a 

• speaker, a camera, etc. Said keypad may be a standalone unit being connected to a 

corresponding electronic device. _Said standalone keypad may permit to integrate a 

display wtlt covering substantially a whole side of said electronic device. Fig. 103a 

• shows a standalone keypad of the invention having at least few keys (or at least a multi­

directional key corresponding to said few keys) 10301, 10307, 10308, 10309 to \i.rltlch 

part/all symbols available for a complete data entry may be assigned for data (e.g. text) 

entry. Said keypad may also comprise additional features such as a_microphone 10302, a 

speaker I 0305, a camera 10303, etc. Said additional features may be integrated within 

said keypad, attached/connected to it, etc. As shown in Fig. l 03b, said keypad 10300 

(shown by its side view) may also comprise attaching means 103 04 to attach said keypad 

to another object such as a user's finger/wrist. Said keypad may be connected (wirelessly 

or by wires) to a correspon.ding electronic device. Fig. 103c, shows a standalone keypad 

10310 according to the principles just described. As mentioned before, by using few keys 

combined with the data entry system of the invention for a complete data entry, after a 

short period of exercise, a user may enter complete data such as text through said fe:w 

keys without looking at said keys. Based on this principle, a user may hold said keypad 

10310 in (e.g. the palm of) his hand, position it closed to his mouth, and press the desired 

keys while not-speaking/speaking-the-symbols (e.g. characters, letters, words/part-of­

words, functions corresponding to said key presses) according to the principles of the 

data entry system of the invention, without looking at the keys. As mentioned, said 

keypad may be, wirelessly or by wires, connected to a corresponding electronic device. In 

this example, the keypad is connected by a wire 10312 to a corresponding device (not 

shown). Also in this example, a microphone I 0313 is attached to said wire I 0312. • 

Holding said keypad I 0310 in ( e.g. the palm) of a hand closed to the mouth for data entry 

has many advantages such as: 
- a user does not have to wear a head-worn microphone 

- said user may speak very closed to the microphone, therefore he may speak 

discretely 
- the cavity of the user's palm may accentuate the user's voice for better 

• reception by the microphone 

- the (e.g. palm of) the hand of the user substantially eliminates the outside 

noise while speaking • 

- the (e.g. palm of) the hand of the user prevents the user's yoic; to be spread 

(e.g. not disturbing the others) . · •• • • ••• •• • - ··- ,--. 

It is understood that the standalone keypad/data-entry-unit of the invention may also 

comprise part/all of the features described in this application and the previous 

applications filed by this inventor. For example, said standalone keypad/data-entry-unit 

may comprise a camera to, for exan1ple, be used with the lip-reading system of the 



. invention. It also may comprise a means based on the denture recognition system of the 
• invention. Said keypad may also comprise other features such as a battery, wireless 

means to connect' said keypad to a corresponding device. An antenna may also be 
implemented with said keypad. In case of wired connection, said wire may also comprise 
an antenna system of the keypad and/or the corresponding electronic device. 

According to one embodiment of the invention, as shown in Fig. 103d, the standalone 
keypad 10320 of the invention may be used as a necklace/pendent. This permits easy and 
discrete, portability and use, of the keypad/data-entry-unit ·of the invention. 

A'-'.cording to one embodiment of the invention, as shown in Fig. 103e, the standalone 
.keypad ·10330 of the invention may be attached-to/integrated-with a pen of a touch 
sensitive display such as the display of a PDA/TabletPC. This permits easy and discrete, 
portability and use, of the keypad/data-entry-unit of the invention. 

According to one embodiment of the invention, as shown in Fig. 103f, the keypad of the 
invention having few number of keys may be a multi-sectioned keypad 10341 (shown in 
closed position). This will permit to still more reduce the size of said keypad pernutting 
to provide an extremely small sized keypad through which a complete data entry may be 
provided. A multi-sectioned keypad has already been invented by this inventor and patent 
applications have been filed. Some/all of the descriptions and features described in said 
applications may be applied to the ipulti-sectioned keypad of the invention having few 
number of keys. • 

' ' ' 

According to one embodiment of the invention, as shown in Fig. l 03g, the keypad/data-
entry-unit of the invention having few number of keys 10350, may comprise a point-and­
click (e.g. mouse) I 0351 unit within the backside (or other sides) of said keypad. Said 
point-and-click device may be of any type such as a pad-type 10351 or a balled-type (not 
shown). A point-and-click (e.g. mouse) unit located in a side such as the backside of a 
data~entry-wut has already been invented by this inventor and patent applications have 
been filed. Some/all of the descriptions and features described in said appHcations may be 
applied to the multi-sectioned keypad of the invention having few number of keys. 

Fig l 0311 shows a keypad/data-entry-unit of the invention having few nwnber of keys 
10351 and being integrated within a device 10350 having a point-and-click (e.g. mouse) 
unit (not shown) and work in combination with said point-and-click (e.g. mouse) unit for. 
a complete data entry and manipulation of data. Said device and its movements on a • 
surface may resemble to a traditional computer mouse device. Said integrated device may 
be com1ected wirelessly or be wires 10352 to a corresponding electro11ic instrument such 
as a computer. As shown in fig. i03i, a point-and-click (e.g. mouse) unit 10361 may be 
located in a side such as the backside of said data-entry-unit 10351. Said point-and-click •• 
(e.g. mouse) unit 10361 may be a track-ball-type mouse. A user may manipulate/work­
with a computer using said integrated data entry tmit I 0351 combine with the data entry 
system of the invention, replacing the traditional PC keyboard and mouse. Keys of the 
mouse may be the traditional keys such as 10353, 10354 (see fig. 103g), or their 
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functions may be assigned to said few keys (103 5 5-103 5 8, in this example) of said 

keypad 10351. • • • 

According to one embodiment of the invention, as mentioned in this patent application 

and the previous patent applications filed by this inventor, the data entry system ·of the 

invention rirny be combined with a word predictive software. For example, a user may 

enter at least one beginning character of a word by using the data entry system of the 

invention (e.g. speaking a part-of-a-word corresponding to at least one character) while 

pressing corresponding key(s), and continue to press the keys corresponding to the rest of 

said word without speaking them. The precise entry of the begiiming letters of said word 

(due to accurate data entry system of the invention) along with the pressing· of the keys 

(without speaking) corresponding to the re1naining letters of said word may pennit an 

accurate data entry system also permitting less speech. 

Thus, while there have been shown and described and pointed out fundamental 

novel features of the invention as applied to alternative embodiments thereof, it will be 

understood that various omissions and substitutions and changes in the form and details 

of the disclosed invention may be made by those skilled in the art without departing from 

the spirit of the invention. It is the intention, therefore, to be limited only as indicated by 

tl1e scope of the clainls appended hereto. It is to be understood that the drawings are not 

necessarily drawn to scale, but that they are merely cqnceptual in nature. For example, 

the features described in this application and the applications filed before may apply to 

all of the embodiments of the invention. Also fill embodiment of the invention may be 

function separately or it may function combined with one or more other embodiments of 

the invention. Also, for example, if the system comprises enough memory and 

processing capabilities, a phrase recognition system may be used to select one of said 

selected word according to the corresponding phrase context. 



·-.) 

According to one embodiment of the invention, the keypad/data entry unit of the 
invention having few number of keys, may he attached/integrated with a traditional 
earbut of an electronic device such as a cell phone. Fig. 103j shows a traditional earbut 
l 03 70 used by a user. The earbut may comprise a speaker 103 71, a microphone 103 72 
and a keypad/data entry unit of the invention 10373 (multi-sectioned keypad, in this 
example). It is understood that the keypad/data entry unit of the invention may be used 

. with a corresponding electronic device for entering key presses while a separate head 
microphone is used for entering the user's corresponding speech. 



Sweepin.g procedures Combined with the Data Entry System of the J:nventiou 
As mentioned before, the data en~ system of the invention may use any ldnd of objects such.~ few keys, o?e or more multi-mode (e.g. multi-directional) keys, one or more sens1t1ve p~ds, users finge~~• etc. Also as mentioned, said objects such as said keys may be of anr kind such as traditional mobile-phone-type keys, touch-sensitive keys, keys respond:ng to two or more levels of pressure on them (e.g. touch level and more pressure level), vu-tu.al keys combined with optical recognition, etc. 

As mentioned ?efore~ when entering a portion of a word according to the data entry • systems of the i.nvention, for bett~ recognition; in addition to providing information ( e.g. key press and speech) correspond111g to a first character/phoneme of said portion, a user may provide additional information corresponding to more characters such as the last c~aracter(s), and/or middle character(s) of said portion. 

According to one embodiment of the invention, as shovvn in Fig. I 04, a touch sensitive surface/pad l 0400 having few predefined zones/keys such as the zones/keys l 0401-10404 may be provided and work with the data entry system of the invention. To each of said zones/keys a group of symbols according to the data entry systems of the invention may be assigned. The purpose of this embodiment is to enhance the word/portion-of-a­word (e.g. including the character~by-character) data/text entry system of the invention. According to this embocliment, to provide a single character data entry, a user may single/double press a corresponding zone/key combined-with/without speech (according to the data entry systems of the invention, as described before). To enter a worcl/portion­of-a-word having at lea.st two characters, while speaking said word/portion-of-a•word, the user may sweep, for example, his finger or a pen, over at least one of the zones/keys of said surface, relating to at least one of the letters of said word/portion-of-a-word. The sweeping procedure may, preferably, start from the zone corresponding to the first character of said word/portion"'.of-a-word, and also preferably, end at a zone con-esponding to the last character of said word/portion-of-a-word, while eventually, (e.g. for helping easier recognition) passing over the zones corresponding to one or more middle character of said word/portion-of-a-word. The entry of infonnation corresponding to said word/portion-of-a-word may end when said user removes (e.g. lifts) said finger (o.r said object) from said surface/sensitive pad. It is understood that the speech of the user may end before said corresponding sweeping action ends, but the system may consider said whole corresponding sweeping action. • 

According to another embodiment of the invention, for entering a word/pa.rt-of-a-word, while. speaking it, a user may sweep his finger over the zones/bys (if rnore then one consecutive characters are represented by a same zone/key, accordingly, sweeping in several different directions on said same zone/key) corresponding to all of the letters of a said word/part-of-the-word to be entered. With reference to the fig. 104a, for example, to enter the word/portion-of-a-word, "for'', while saying it, a user may sweep his, for example finger or a pen, over the zones/keys 10422, 10424, and 10421, corresponding to the letters "f", "o", and "r", respectively (demonstrated by the multi-directional arrow 10425). The user, then, may lift his finger from said surface (e.g. sensitive pad) informing 
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the system of ending the entry of the information corresponding to said word/portion-of-a-word. 
• 

According to another embodiment of the invention, for quicker interaction, to enter a word a user may sweep his finger over the zones correspo.oding to some of the letters of said word/part-of-a-word to be entered. With reference to the fig. 104b, for example, to enter the word/portion~of-a-word, ''for", while saying it a user may sweep his, for example finger or a pen, over the zones I 0412, 10411 (demonstrated by the arrow 10415) starting from the zone l 0412 (e.g. corresponding to the letter 11f") arid ending at the zone 10411 (e.g. corresponding to the letter "r") without passing over the zone 10414 corresponding to the letter "o". 

The advantage of a sweeping procedure on a sensitive pad over pressing/releasing action of conventional non-sensitive keys (e.g. keys of a conventional telephone keypad) is that . when using the sweeping procedure, a user may lifts bis finger from said sensitive surface only after finishing sweeping over the zones/keys· corresponding to several ( or all) of the letters of a word-part-of•a-word. Even if the user ends the speech of said portion before the end of the corresponding sweeping actio11t the system considers the entire corresponding sweeping action (e.g. from the time the user first touches a first zone/key . of said surface till the time the user lifts his finger from said surface). Touching/sweeping • and lifting the flnger from said surface may also inform the system of the start point and endpoint of a corresponding speech (e:g. said speech is preferably approximately within said time limits. 

• In conclusion, according to one embodiment of the invention, a trajectory of a sweeping interaction (e.g. corresponding to the words having at least two characters) with a surface having a predefined number of zones/keys responding to said interaction may comprise the following points wherein each of said points couespond to a letter of said word/part• of-a-word: 
1) Starting point, conesponding to the .first character ofa word/part-of•a-word 2) Sweeping direction changing points (e.g. not obligatory, does not exist for the • words having two characters only), usually corresponding to a middle character (if there exist any) of said word/part•of-a-word 3) Ending point corresponding to an additional character (preferably, the last (preferably, pronounceable)) of said word/part-of-a.word Fig. 105 shows as an example, a trajectory of a sweeping action l 0505 corresponding to the word "bring", on a surface 10500 having four zones/keys l 0501-10504. The starting point 10506 infonns the system that the first letter of said word is located on the zone/key l 0503. The other three points/angles 1050_7-l 0509 corresponding to the change of direction in the sweeping action, infom1 the system that said word comprises at least three more letters represented by the one of the characters assigned to the zones 10501, 10504, and 10502. Preferably, the order of said letters in said word ( e.g. "bring, in this example) corresponds to the order of said trajectory points. It is understood that said angles corresponding to the change of direction may be less accentuated and have formed such as a curved fonn. Fig. 105a shows as an example1 a sweeping trajectory (shown by the arrow l 0514 having a curved angle 10515) corresponding to the word "time". In this 



example, the sweeping action has been provided according to the letters "t'' (e.g. presented by the key/zone I 0511 ), "i'', (e.~. presented by the key/zone 10512)
1 

and "m" (e.g. presented by the key/zone 10513). It 1s understood that the user speaks.said word (e.g. ''time", in th.is example) while sweeping. . 

The tap~in~ and/or sweeping data entry system of the invention will significantly reduce th.e amb~~ty between a letter~~ the words starting with said Jetter and having a similar pronunciation. Based on the pnnc1ples just described, for example, to enter the letter ''b" and the words/part-of-a-words, "be" and "bee", the following procedures may be 1 1
. considered: 

- to enter the letter "b", as shown in fig. l 06a, a user, as usual, may sing!e press/touch (without sweeping) a sensitive ione/key (e.g. the zone/key ] 0601 in this example) corresponding to the letter "b" while pronouncing said Jetter. - to enter the word/part-of-a-word, ''be11
, as shovvn in fig. 106b and described earli_e:,· while pronouncing s~d word/part-of-a-word1 a user may sweep on the sens1nve surface l 0610 starting from the zone 10611 corresponding to the letter "b" and passing/ending at the zone l 06121 corresponding to the letter "e" (e.g. or the corresponding phoneme that the letter ''e" represents. The arrow 10613 demonstrates the corresponding sweeping path/trajectory. 

- to enter the word/part-of-a-word "bee", as shown in fig. 106c and described earlier1 while pronouncing said word/part~of-a-word, a user may sweep on the sensitive surface 10620 starting from the zone 10621 corresponding to the letter ''b'', passing/sweeping on the zone l 0622, corresponding to the ( e.g. first) letter "e" or the correspo_nding phone.me that the letter i•e•• represents, and changing sweeping direction on the same zone 10622, corresponding to the (e.g. second) letter "e" or the corresponding phoneme that the letter "e" represents. Change of direction on a same zone/key may inform the system that at least two letters of said word/part-of-a-word are located-on/assigned-to said zone/key and are located after the letter cottesponding to the previous zone/1<:ey in said word/part-of-a-word. The arrow 10623 demonstrates the corresponding sweeping path. • 

It must be noted that, as shown, each cha.age in sweeping direction :may correspond to an. additional corresponding letter in a word. 'While sweeping from one zone to another, there user may pass over a zone thathe is not intending to. The system may not consider said passage if, for example, either the passage trace is not substantial (e.g. see the sweeping trace 10624 in the zone/key 10625 of the fig. 106c), and/or there has been no angles (e.g. no change of direction) in said zone, etc. Also to reduce and/or eliminate the confusability, a traversing (e.g. neutral) zone such as the 2one l 0626 may be considered, 

As mentioned before, the character by character data entry system of the invention and the word/portion-of-a-word by word/portion-of-a-word data entry system of the invention may be combined. For example, to write a word such as "stop", a user may enter it in two portions "s" and "top". To enter the letter "s", the user may (single) touch/press, the zone/key corresponding to the letter 11s" while pronouncing said letter. TI1en, to enter the portion "top", while pronouncing said portion, the user may sweep (e.g. drag), for 



exam~le, bis finger' over th: corr~sponding zone.s/keys according to principles of the sweep mg procedure of the mvention as described. 

To reduce or eliminate the ambiguity of an accidental contact with a zone/key of a sensitive surface, in addition to touch sensitive feature another feature such as a click/heavier.pressure system (such as the system provided with the keys of a • conventional mobile phone keypad) may be provided with each zone/key. In this case, for example, to enter a single symbol (e.g. according to the character by character data entry system of the invention) rather than a slight touching, the user may more strongly press a corresponding zone/key to enter said symbol. To proceed to the word/part-of-a-word by word/part~of-a-word data entry system of the invention, the user may use the sweeping procedures as ciescribed earlier, by sweeping, fot example, his finger, slightly (e.g. using slight pressure) over the corresponding zones/keys. 

If a word/part-of-a-word contains letters represented on a single zone/key, whiI~ speaking . said word/part-of-a-word, a user may sweep, for example, his finger over said zone/key, in several consecutive different directions (e.g. at least one direction, and at most the number of directions equivalent to the number ofletters (n) constituting said word/part­of-a~word, minus one (e.g., n-1 directions)). For example, to enter the word, "you", as show in fig. 107a, a user may sweep his .finger once (e.g. preferably, in a single straight/almost straight direction 10702) on the zone/key 10701 to inform the system that at least two letters of said word/part-of-a~word are assigned to said zone/key (according to one embodiment of the invention, entering a single character is represented by a tap over said zone/key). To enter the same word by providing more infonnation to the system: as shown in fig. 107b, said user may sweep, for example, his finger, in two consecutive different directions 10712, 10713 (e.g. two straight/alrnost straight direction) on the zone/key 10711 corresponding to at least three letters (e.g. in this example, all of the lette:rs constituting the word ''you") of said a word/part-of-a-word, without removing (e.g. lifting) his finger from said zone/key. 

As mentioned, to enter a word/part-of-a-word, a user may speak said word/part-of-a-word and sweep an object such as his finger over at least part of the zones/keys representing the corresponding symbols (e.g. letters) of word/part-of-a-word. According to Orte embodiment of the invention, preferably, the user may sweep over the zone(s)/key(s) representing the first letter, at least one of the middle letters (e.g. if exist any), and the last letter of said word/part-of-a-word. Preferably, the last letter considered to be swap may be the last letter corresponding to the last pronounceable phoneme in a wo:rd/part-of-a­word. For example, the last letter to be swap ofthe word, ''write", may be considered as the letter "t'' (e.g. pronounceable) rather than the letter "e" (e.g. in this example, the letter "e'' is not pronounced). It is understood that if desired, the user. may sweep according to both letters "t'' and ''e". 

According to another example, a user may sweep according to the first letter of a word/part-of-a-word and at least one of the remaining consonants of said word/parl-of-a­word. For example, to enter the word "force", the user may sweep according to the letters "f'', "r', and "c". 
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To enter a word in at least two·portions, according to one embodiment of the invention the user first sweeps (for example, by using his finger) on the zones/keys according to tlle first portion while speaking said portion. He then, may lift (e:g. remove) his finger from the sensitive surface to inform the system that the entry of said (e.g. in th.is example, first) . potion has ended. The user then proceeds to entering the next portion (and so on) . according to the same principles. At the end of the word, the user may provide an action such as pressing/touching a space key. 

To enter a word in at least two portions, according to another embodiment of the invention, the user first sweeps (for example, by using his finger) on the zones/keys . according to the first portion while speaking it. He then, (without lifting/removing his • :finger from the sens_itive surface) proceeds to entering the next portion (and so on) . according to the same principles. At the end of the word, the user may lift (e.g. remove) bis fmger from the sensitive surface to inform the syst!;:m that the entry of said whole word has ended, The user, then, may provide an action such as pressing/touching a space key. In this embodiment, as described, lifting the finger from the writing surface may correspond to the end of the entry of an entire word. Accordingly, a space chaxacter may automatically be provided before/after said word. 

It is understood that, preferably, the order of sweeping zones/keys and, if necessary, different directions within said zones/keys may correspond to the order of the location of the corresponding letters in the corresponding word/part--of-a-word (e.g. from left to right; from right to left, from up to down, etc.). For example, while entering a word/portion-of-a-word in English language, a user may sweep on the zones/keys . corresponding and/or according to the letters situated from left to right in said word/portion-of-a-word. In another example, while entering a word/portion-of-a-word in for example, Arabic or Hebrew language, a user may sweep on the zones/keys corresponding and/or according to the letters situated from right to left in said word/portion-of-a-word. As mentioned and demonstrated before, it is understood that a user may sweep zones (and direction) either according/corresponding to all of the letters of said word/portion~of-a-word or according/corresponding to some of the letters of said word/portion-of-a-word. 

AJ3 mentioned before, part or ail of the systems, methods, features, etc. described in this patent application and the patent application filed before by this _inventor may be combined to provide different embodiments/products. For example, after entering a word portion by portion ( e.g. by using the sweeping data entry of the invention), as described previously, to each entry of a portion, more than one related chain of letters may be selected by the system. In this case, as previously described, different assembly of said selections may be provided and compared to the words of a dictionary of words. If said assemblies correspond to .more than one word of said dictionary then they may be presented to the user according to their frequency of use starting from the most frequent word to the lea.st frequent word. This matter have be~n described in detail, previously. .,,-..,. 
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The a~tom~tic spacing p~ocedw-es of the invention may also be applied to the data entry systems usmg the sweepmg methods of the invention. . • 
As de_scribe~ before, different automatic spacing procedures may be considered and co~bmed_with the dat~ entry systems of the invention. According to one embodiment of the 1?vent1on (as ?e~cnbed before) each word/portion-of-a-word may have special spacing charactenstics such as the ones described hereunder: • 

• a portion-of-a-word may be of a kind to, preferably as default be attached to the pr~vious word/potion-of-a-word (Examples, "ing'', "ment'\ ''tion", etc). • a po:°on-of-a-wo~d rnay be of a kind, to prefe~ably, be· attached to the prevwus word/potion-of-a-word and may also require the next word/portion­of-a-~ord to be attached to it (e_.g. "ma" in the word "information'') - a portion-of-a-word may be. an mdependently ni.ea.ningful word that may not be attached to the previous word/potion-of-a-word As default, a space character before or after said word may automatically be provided, unless , for . example, the user or the phrase context require it to be attached to said previous/next word/potion-of-a-word (e.g. ''for", "less'?• • . single characters such as the letters, digits, punctuation marks, may be . considered to be (e.g. as default) autornatically attached to the previous/next word/potion-of-a-word, unless otherwise decided. 
According to one embodiment of the invention, based on the character-by-character data entry systems of the invention, the entry of a single character such as a letter may be • assigned to pressing/tapping a corresponding zone/key of a the touch-sensitive surface combined with/without speech, and a word/portion-of-a-word entry may be assigned to speaking said word/portion-of-it-word while providing a single-direction sweeping action (e.g. almost straight direction) on a zone/key to which the beginnirig character of said word is assigned. For example, to enter the letter "z", while pronouncing said Jetter, a user may press/touch (without sweeping) a key to which said letter "z" is assigned. To enter the word/portion-of-a-word ''zoo", while pronouncing said word/portion,-of-a-word, a user may sweep a zone/key to which said letter 11z" (e.g. conesponding to the beginning letter of the word "zoo'') is assigned. This may permit to the system easily understand the user intention of either a character entry procedure or a word/portion-of-a-word entry • procedure. 

The described and/or shown, the data entry systems of the invention may provide many embodiments based on the principles described in patent applications filed by this • inventor. Based on said principles and according to different embodiments of the invention, for examples, different keypads having different number of keys, and/or different key maps ( e.g. different arrangement of symbols on a keypad) may be considered. An electronic device may comprise more than one of said embodiments which may require some of said different keypads and/or different key maps. To permit providing said keypads and/or key maps within a same electronic device, physical and/or virtual keypads and/or key maps may be provided. 



According to one embodiment of the invention, different keypads and/or key maps according to a current embodiment of the invention on an electronic device, may automatically, be provided on the display unit of said electronic device. A user, according to, for example, the needs or his preference may select an embodiment from a group of different embodiment existing within said electronic device. For this, a means such as a mode (e.g.) may be provided within said electronlc'device which may be used by said user for selecting one of said embodiments and accordingly a corresponding keypads and/or key-map. 

According to another embodiment, for example, instead of using the display unit of an electronic device for printing a keypad and/or a key-map, the keys of a keypad of said. device (for example, if said electronic device is a telephone, the keys of its keypad) may be used to display different key maps on at lest some of the keys of said keypad. For this purpose, said keys of said keypad may comprise electronically modifiable printing keycaps. 

. Still, according to another embodiment and by referring to the previous embodiment, instead of using a keypad having electronically modifiable printing key caps, different hard key maps according to corresponding data entry embodiments may be provided and delivered with said electronic device. Fig. 108, shows as an example, an exchangeable (e.g. front) cover 10800 of a mobile phone, having a number of hollow holes (e.g. such a:s the hole 10801) corresponding to a physical keycap (usually made in rubber material by the manufacturers of the mobile phones) . With said mobile phone and the exchangeable cover, also different replaceable hard (e.g. physical) key maps (e.g. such as the key maps l 0811-10813) corresponding to the relating embodiments of the invention, may be provided. After selecting a desired embodiment of the date entry system, a user may, manually, replace. a corresponding key map within said cover (and said phone) 
It is understood that instead of a single pad having different predefined zones, different predefined pads, touch and/or press-sensitive-keys, etc., corresponding to each of said zones may be provided. Also fingers of a user may be used to assign said groups of symbols and said sweeping movements to said :fingers combined with touch sensitive surface(s) or any other finger recognition systems (such as optical reading) as described in this application and the applications filed before. It must be noted that for example, any kind of technology and interaction such as two levels of pressure may be used inste,ad of the sweeping data entry method of the invention, to provide the same results. Also any kind and number of objects such as keys may be used. These matters have already been described in this patent application, and previous patent applications filed by this . inventor. 

According to one embcidiment of the invention, instead ofto few k~ys, the symbols and configuration of them (e.g. as described in different applications) may be assigned to other objects such as few fingers of a user and the user's manipulations of said fingers. Said fingers of said user may replace the keys of a keyPad and said movements of said fingers may replace different modes such as single and/or double press, sweeping procedure, etc. Said fingers and said manipulations of said finger may be used with the 



user's behaviors such as voice and/or lip movements. Different recognition system for recognizing said objects (e.g. fingers, portions of fingers, fingerprint recognition systems,· scanning systems, optical systems, etc.) and different recognition system for recognizing said behaviors (e.g. voice and/or lip recognition systems) may be used to provide the different embodiments of the invention as described before and may be described later. 
According to one embodiment of the invention and by referring to the embodiment of the system using four keys for data entry, instead of four keys, for finger of a user may be used to assign the symbols which were assigned to said keys. Also, for example1 a means such as an optically recognition system and/or a sensitive surface may be user for recognizing the interactions/movements of said fingers. For example, to enter the letter "to", a user may tap (e.g. single tap) one of his fingers to which the letter "t'' is assigned . on a surface while pronouncing said letter. Still based on the data entry systems of the invention, an adclitional recognition means such as a voice recognition system may be used for recognizing the user's speech and helping the system to provide an accurate output. 

Thus, while there have been shown and described and pointed out :fundamental novel features of the invention as applied to alternative embodiments thereof, it will be • understood that various omissions and substitutions and changes in the form ~d details of the disclosed invention may be made by those skilled in the art without departing from the spirit of the invention. It is the intention, therefore, to be limited only as indicated by the scope of the claims appended hereto. It is to be understood that the drawings are not necessarily drawn to scale, but that they are merely conceptual in nature. For e:x:ample, the features described in this application and the applications filed before may apply to all of the embodiments of the invention. Also an embodiment of the invention may be function separately or it may :function combined with one or more other embodiments of the invention. Also, for example1 if the system comprises enough memory and processing capabilities1 a phrase r~cognition system may be used to select one of said selected word according to the corresponding phrase context. . 



Use of Multi-directional button or trackball. for word/part~of-a-word data entry 
Instead of using a touch sensitive surface/pad having few predefined zones/keys 
combined with the sweeping procedure of the invention for entering words/part-of-a­
words, other means such as a trackball, or a multi-directional button having few ( e.g. 
four) predefined pressing zones/keys may be provided with the data entry system of the 
invention. The principles of such systems may be similar to the one described for said 
sweeping procedure, and other data entry systems of the invention. 

According to one embodiment of the invention, a trackball having rotating movements 
which may be oriented toward a group of predefined points/zones around said trackball, 
and wherein to each of said predefined points/zones, a group of sym,bols according to the 
data entry systems of the invention may be assigned, may be used with the data entry 

• system of the invention. As mentioned, the principles of said system may be similar to 
those described for the sweeping procedure using a touch Sensitive surface/pad having 
few predefined zones/keys. The difference between the two systems is that, here, the 
trackball replaces said touch sensitive surface/pad, and the ro.tating movements of said 
trackball toward,s said predefined points/zones replace the sweeping/pressing action on 
said predefined zones/keys r;,f said touch sensitive swface/pad. All of the descriptions of 

. the data entry syste:ms of the invention using the sweeping procedures on a touch 
sensitive swface/pad having few predefined zones/keys as described before, may be 
applied to said. data entry system using said trackball. Fig. 109a, shows as example, a 
trackball system 109001 that may be rotated towards four predefined zones 1090 l-10904, 
wherein to each ofsaid zones a predefined group of symbols such as alphanumerical 
characters, words, part-of-a-words, etc., according to different data entry systems of the 
invention as described in this application and the previous applications filed by this 
inventor, may be assigned and used with the principles of the pressing/sweeping 
• combined with speaking/not-speaking data entry systems of the invention. For a conect 
functionality of said trackball, said zones may be printed on a display unit, and said 
trackball may manipulate a pointer on said display unit and said zones. According to 
another method, said trackball may position in a predefined position, before and after 
each usage. the center of said trackball may be marked by a point sign 10905. To enter a 
symbol a user may at first put hid finger (e.g. thumb) on said point and the start moving 
in direction(s) according to a the symbol to be entered. 

With continuous reference to the current embodiment, as shown in fig. l 09b, for example, 
. i.n order to enter the word/part-of-a-word "ram", the user may rotate the trackball 10910 
towards the zones 10911,10912, and 10913, corresponding to the characters, ''r", ''a", and 

. "m'\ and preferably, simultaneously, speak the word/part-of-a-word, ''ram". 

According to another embodiment of the invention, a multi-directional button having few 
(e.g. four) predefined pressing zones/keys, and wherein to each of said zones/keys a group 
of symbols according to the data entry systems of the invention is assigned, may be used 
with the data entry system of the invention. Said multi-directional button may provide two 
type of information to the data entry system of the.invention. A first information 
corresponding to a pressing action on said button, and a second information corresponqing 
to the key/zone of said button wherein said pressing action is applied. A user may, either· 



press on a single zone/key of said button corresponding to (e.g. first character of) said 
symbol, and speak/not-speak said symbol, or he may press on a zone/key of said button 

corresponding to a first character of said symbol, and ~weep his ~ger on differe~t. 
z:ones/keys of said button (e.g. as described for sweepmg embodiments, for prov1dmg more 
infomlatfon about the characters constituting said symbol, when said symbols comprises 
more that one character) while continuously keeping said key in pressing position, and 
preferably, simultaneously, speak said symbol. At the end of the entry procedure of said 
symbol, the user may release said continuous pressing action on said key. As mentioned, 
the principles of this embodiment the invention may be similar to those described for the 
sweeping procedure using·a touch sensitive surface/pad having few predefined zones/keys. 
The difference between the two systems is that, here, the multi-directional button replaces 
said touch sensitive surface/pad, and single/continuous pressing actions on said predefined 
zones/keys of said multi-directional button replace the sweeping/pressing actions of said 
predefined zones/keys of said sensitive surface/pad. All of the descriptions of the data entry 
system of the invention using the sweeping procedures on a touch sensitive surface/pad 
having few predefined zones/keys as described before, may be applied to the current data 
entry system of the invention using said multi-directional button. Fig. 109c, shows as an 
example, a multi-directional button 10920, as described here, wherein said button 
comprises four predefined zones/keys 10921-10924, wherein to each of said zones/keys a 
predefined group of symbols such as alpham.unerical characters, words, part-of-a-words, 
etc., according to different data entry systems of the invention (as described in this 
application and the previous applications filed by this inventor) may be assigned and used 
with the principles of the press and speak data entry system of the invention. 

A Computing/Communication Device Having Multiple User-Interfaces 
According to one embodiment of the invention, a computing communication device such as 
the one described earlier in this application and shown as example in several drawings such 
as Figs 95a-95k, may comprise a keypad in one side of it, for at least dialing phone 
numbers. Said keypad may be a standard telephone-type keypad. Fig 11 0a shows a mobile 
communication device 11000 comprising a data/text entry system of the invention using 
few keys (here, arranged in two rows 11001-11002), as described before, along with a. 

relating display unit 11003. In order to, discretely, dial a nwnber, a telephone-type keypad 
located another side of said device may be considered. Fig. 1 l Ob shows the backside of 
said device 11000 wherein a telephone-type keypad 11011 is integrated within it. A user 
.may use the keypad 11011 to for example, conventionally, dial a number, or provide other 

• telephone functionalities such as selecting menus. Other telephone function keys such as 
send/end keys 11012-11013, may also be provided at said side. A display unit 11014, 
disposed separately from the display unit of said data/text entry system, may also be 
provided at this side to print the telephony operations such as dialing or receiving numbers. 
A pointing device 11015 being related to the data/te:x:t entry system of the invention 
implemented within said device (as described earlier), may also be integrated at this side. 

A Computing/Communication Device Equipped With Handwriting Data Entry Svstem • 
According to one embodiment of the invention, in addition to the data entry system of the 
invention, a computing and/or communication device of the invention may comprise a 
handwriting recognition system for at least dialing a telephone number. Said handwriting 



system may be a h':11dwriting ~)'.Stem based on :the recognition of the s~unds_lvibrat_io~s of a 
writing tip of a dev1ce on a wnttng surface. This matter has been described m detail in a PCT 
application titled "Stylus Computer", which has been filed on December 26th, 2001. A data 
entry based on a handwriting recognition system is slow. On the other hand said data entry is 
discrete. A handwriting recognition system may, preferably, be used for short discrete data 
entry tasks in devices comprising the press and speak data entry system of the invention. 
Fig. 111 a shows a computing and or communication device 11100 such as the one described 
earlier and shown as example in several drawings· such as Figs 95a-95k. In this example, said 
device uses six keys 11101-11106 wherein, as described earlier, to four of said keys 11102-
\ 1105 (2 at each end), at least the alphanumerical characters of a language may be assigned. 
The two other keys 11101 and 11106, may comprise other symbols such as, at least, some of 

• the punctuation marks, and/or functions (e.g. for editing a text). 

As described before, the data entry system of the invention using few keys is a very quick 
· and accurate system. In some conditions, generally, when requiring a short effort such as 
dialing a telephone number, a user may prefer to use a discrete data entry system. Usually, a 
handwriting data entry system requires a touch-sensitive surface (e.g. display/pad) not being 
very small. It also requires a pen for writing on said surface. The handwriting data entry and .. 
recognition system invented by this inventor, generally, does not require said sensitive • 
swface and said pen. It may be .implemented within any device, and may be non-replaceable 
by other handwriting recognition systems in devices having a small size. • 

With continuous reference to Fig. 11 la, the handwriting recognition system invented by this 
inventor, may be implemented within said device 11100. For this purpose, a writing tip 
11107 may be provided at, for example, one end of said device. Other features such as at 
least a microphone, as required by said handwriting recognition system, may be implemented 
within said device .I 1100. A user, at his/her convenience, may use said data entry systems, 
separately and/or combined with each other. For example, said user may dial a number by 
using the handwriting data entry system, only. Ori the other hand, said user may 'Write a text 

. by using the press and speak data entry system of the invention. Said systems may also be 
combined during a data entry such as writing a text. For example, during writing a text1 a 
user may write part of said text by using th_e press and speak data entry systems of the 
invention and switch to a handwriting data entry system (e.g. in this example, said 
handwriting system using writing sounds/vibrations, as invented by this inventor). The user 
may switch from one data entry system to another by, either, writing with the pen tip on a 
surface, or speaking/not-speaking and pressing corresponding keys. 

As mentioned previously, it is understood that different key arrangements and different 
con.figuratio11s of symbols assigneo to said keys may be considered with the different 
embodiments based on the press and speak/not-speak data entry systems of the invention. Fig. 
111 b, shows as an example, according to another embodiment of the invention, a device 11110 
resembling to the device 11100 of the fig. 111 a, with the difference that, here, the data entry 
system of the inventions may use four keys at each side 11111, 11112 ( one additional key at 
each side, wherein to each of said additional keys a group of symbols such as punctuation 
mark characters and/or functions may be assigned). Having additional keys may help to 
consider more symbols within the data entry system of the invention. It also may help to 

.,I 



provide better input accuracy by assigning some of the symbols assigned to other keys, to said 
additional keys, resulting to assign less symbols to the keys used with the system. 

According to another embodiment of the invention, for easily distinguishing between a 
character by character data entry system of the invention, and a word/part-of-a-word data 

• entry system of the invention, the alphabetical characters may be assigned to a group of keys 
different from another group of keys to which the words/part-of-a~words are assigned. This 
may significantly enhance the accuracy of the data entry. Fig. 11 lc, shows as an ex.ample, a device 11120 resembling to the device 11110 of the fig. 111 b, having two sets of four keys 
(2x2) at each side. In this example, the keys 11121-11124 may, accordingly, correspond to 
alphabetical characters printed on said keys, and the keys 11125-11128 may, accordingly, 
correspond to words/part-of-a-words starting with the characters printed on said keys. For 
example, for entering a single letter such as the letter "t", a user may press the key 11121 
and speak said letter. Also for example, for entering a part-of-a-word "til", a user may 
press the key 11125 and speak said part-of~a-word. 

It is understood that, as described and shown previously, said keys in their arrangement, 
may be separately disposed from said electronic device, fro example,.within one or more 

· keypads wherein said keypads may, wirelessly or by wires, be connected to said electronic 
device. • 

It must be noted, that, as shown in the figs. 1 l la-11 lc, and the figs. 95b-95d, according to . 
one embodiment of the invention, the data entry system of the invention may have the shape 
of a stylus. Also, as mentioned before~ a stylus shapes computer/communication device and 
its features have been invented and described in a PCT application titled "Stylus Computer1

', 

which has been filed on December 26th, 2001. The stylus-shaped device of this invention 
may comprise some, or all, of the features and applications of said "Stylus Computer" PCT 
patent application. For example, the stylus~shaped device of this invention may be a cylinder­
shaped device, having a display unit covering its surface. Also, for example, the stylus­
shaped device of this invention may comprise a point and clicldng device and a handwriting 
recognition system similar to that of said "stylus computer11 PCT. 

According to one embodiment of the invention, the stylus-shaped device of this invention; 
may comprise attachment means to attach said device to a user, by attaching it, for example, 

• to its cloth or it's ear. Fig. 111 d shows as an example, the backside of an electronic device 
such as the device 11100 of the fig. 111 a. As shown, an attachment means, 11131 may be 
provided within said device for attaching it to a user's pocket or a user's ear. Also a speaker 
11132 may be provided within said attachment means for providing said speaker closed to 
the cavity of said user's ear. 

With continuous refer~nce to the current embodiment, as shown in fig. 111 e, as an example, 
said device 11140 may also be attached to a user's ear to pennit hands-free conversation, 
while, for example, said user is walking or driving. The stylus-shaped of said device 11140 ----·----··-·-· -·-­
and the locations of said microphone 11141 and said speaker 11142 within said device and 
its attachment means 11143, respectivly, may permit to said microphone and said speaker, to 



be near the user's mouse and ear, respectively. It is understood that said microphone, 
speaker, or attachment means may be located in any other locations within said device. 

A standalone-data entry unit of the invention having few keys. to comprise a display unit 
According to one embodiment of the invention, a standalone data entry unit of the invention 
having at least few keys, as described and shown in figs 103a-103j, may comprise a display 
unit and connected to a corresponding electronic device. Fig. 112a shows as an example, a 
standalone data entry unit 11200 based on the principles described earlier which comprises 
a display unit 11201. The advantage of having a display within said unit (specially, when 
said unit is carried as a pendent) is that, for example, a user n1ay, insert said electronic device 
(e.g. a mobile phone), in for example> his pocket, and use said data entry unit for entering/ 
receiving data via said device. By being connected to said device, a user may see the data 
that he enters (e.g. a sending SMS) or receives (e.g. an incoming SMS), by seeing it on the 
display unit of said data entry unit. It is understood that said display unit may be of any kind 
and may be disposed within sai4 unit according to different systems. For example, as shown 
in Fig. 112b, a display unit 112·11 ofa standalone data entry unit of the invention 11200 may 
be disposed within an interior side of a cover 11212 of said data entry unit. It is understood 
that a standalone data entry unit of the invention may comprise some, or all of the features 
(e.g. such as an embedded microphone), as described earlier in the corresponding 
embodiments. 

As described earlier, the data entry system of the invention using few keys may be . 
implemented within any device such as a PDA or a Tablet PC,. Fig. 113a shows as an 
example, an electronic device such as a Tablet PC device 11300 comprising the data entry 
system of the invention using few key. A key arrangement and symbol assignment based on 
the principles of the data entry systems of the invention may have been provided within said 
device. In this example, said tablet PC 11300 may comprise four keys 11301-11304 to 
which, at least, alphanumerical characters may be assigned. In addition to said four keys, said· 
device may comprise additional keys such as the keys 11305•11306, to which symbols such 
as, at least, punctuation marks and functions may be assigned. The data entry system of the 
invention, the key arrangements, and the assignment of symbols to said keys has already 
been described in detail. Sarne keys, or additional keys provided within said device, may be 
used in combination with a pointing device being integrated, for example, within the 
back.side ·of said device. This matter has already been described in detail in different patent 
applications filed by this inventor. Said Tablet PC may comprise other keys 11307 for other 
purposes such as on/off functions, etc. Fig. 113b shows as an example, the backside of the 
tablet PC 11300 of the fig. 113a. As shown, for better stability during, for example, a data 
entry, said tablet PC may comprise one or more handling means l 1311-11312 to be used by a 
user while for ex.ample, entering data. It is understood that said handles may be of any kind 
and may be placed at any location (e.g. at different sides) within said device. As mentioned 
before, sald device may comprise a pointing and clicking system, wherein at least the 
pointing unit 11313 of said system may be located within the backside of said device. It is 
understood that any kind of microphone such as a built-in microphone or a separate •· ., -····-· -­
wired/wireless microphone may be used to perceive the user's speech during the data entry. 
These matters have already been described in detail. Also a standalone data entry unit of the 
invention may be used with said electronic device. 



Also, the data entry system of the invention using few keys may be used in many 
environments such as automotive, simulation, or game environments. According to one 
embodiment of the invention, the keys of said system may be positioned within a vehicle 
such as a car. Fig. 113c shows a steering wheel 11320 of a vehicle comprising few keys, (in 
this example, arranged on opposite sides 11321-11322 on said steering wheel 11320) which 
are used with a data entry system of the invention. The data entry system of the invention, the 

. key arrangements, and the assignment of symbols to said keys has already been described in 
detail. As shown here, a user may enter data such as text while driving. For this purpose, 
while holding said steering wheel 11320 with his hands, for example, during driving, a driver 
may use the press and speak data entry system of the invention by pressing said keys and 
speaking/not-speaking accordingly. It is understood that any kind of microphone such as a 
built-in microphone or a wired/wireless microphone such as a Bluetootb microphone may be 
used to perceive the user's speech during the data entry. Also any key arrangement and 
symbol assignment to said keys may be considered in any location within any kind of vehicle 
such as an aircraft. 

As mentioned before, the great advantage of the data entry syst~m of the invention, in 
general, and the data entry system of the invention using few keys, in particular (e.g. wherein 
the alphanumerical characters are assigned to four keys arranged in two pairs of adjacent• 
keys, and wherein a user may position each of his two thwnbs on each of said pair of keys to 
press one of said keys), is in that a user may provide a quick and accurate data entry without 
the necessity of looking (frequently) at neither the keys, nor at the display unit. 

It is understood that in the environments (e.g. darkness) and situations (e.g. while driving) 
that looking at a corresponding display for input verification is not possible/permitted, an 
informing system may be used to inform the user of one or more last symbols/phrases that 
were entered. Said system may be a texMo-speech TIS system wherein the system speaks 
said symbols as they were recognized by the data entry system of the invention. The user 
may be required to confirm said recognized symbols1 by for example, not providing any 
action. Also for example, if the recognized symbol is an erroneous symbol, the user may 
provide a predefined action such as using a delete key for erasing said symbol. He then may 
repeat the entry of said symbol. • 

Networking Implementation 
As mentioned in the previously filed patent applications relating to the data entry systems of 
the invention, the data entry system of the invention may be implemented within a 
networking system such as a local area networldng system comprising client terminals 
connected to a server/main-computer. According to one embodiment of the invention, in said 
networking system, said terminals, generally, may be, either small devices with no 
processing capabilities, or devices with at most limited processing capabilities. In contrast, 
the server computer may have powerful processing capabilities. In this case the server 
computer may process information transmitted to it by a terminal of said networking system. _ 
By using a terminal, a user, may, according to the principles of the data entry system of the 
invention, input information ( e.g. key press, speech) concerning the entry of a symbol to said 
server. After processing said information and recognizing a corresponding symbol, the server 

,. 



computer rnay transmit the result to the display unit of said tenninal. It is unde;stood_ that 
said terminal may comprise all of the features of the data entry systems of the mvent1on 
(e.g. such as key arrangements, symbols assigned to said keys, at least a microphone, a 
camera, etc.), necessary for inputting and transmitting said information to said server 
computes. Fig. 114 shows as an example, terminals/data entry units 11401-11406 connected 
to a central server/computer 11400, wherein the results of part of different data/text entered 
by different data entry units/terminals are printed on the corresponding displays. 

The above-mentioned embodiment may be used in many environments such as in an airline 
aircraft. In the recent passenger aircrafts, each passenger seat comprises a remote control unit 
having limited number of keys which is connected to a display unit usually installed in front 
of said seat (e.g. usually situated at the backside of the front seat). Said remote controls may 
be combined, with a built-in or separate microphone, and may be connected to a serve.r/main 
computer in said aircraft. Instead of said remote control, other personal computing or data 
entry devices may be used by connecting them to said server/main computer (e.g. via a USB 
port installed within said seat). As mentioned, said device may, for example, be a data entry 
unit of the invention, a PDA, a mobile phone, or even a notebook, etc. This may become the 
most attractive entertainment service supplied by airlines to their passenger during a flight. 
Passengers may edit letters, send messages, use the internet, or chat with other passengers in 
said aircraft. A similar system may be implemented within a networking system of 
organizations, or businesses (e.g. the point-<:>f-sales of chain stores), wherein data entry units 
comprising necessary features (e.g. keys, microphone) for inputting data/text based on the 
data entry systems of the invention, may be used in connection with a server computer. The . 
above-mentioned data/tex:t entry system of the invention permits a quick and accurate data 
entry system through terminal equipments, generally, with no processing capabilities, or, at 
most, having limited processing capabilities. • 

The data entry system of the invention using few keys (e.g. including four keys, wherein at 
least the alphabetical characters are assigned to said keys), may be useful in many 
circumstances. As mentioned before, instead of using keys, a user may use, for example, his 
face/head/eyes movements combined with his voice for a data/text entry based on the 
principles of the data entry systems of the invention. According to one embodiment of the 
invention, for this purpose, instead of being assigned to few key, symbols (e.g. at least, the 
alphanumerical characters of a language) as described in this application and previous 
applications, may be assigned to the movements of, for example, a user's head in, for 
example, four directions (e.g. left, right, forward, backward). The symbol configuration 
assignments may be the same as described for the keys. For example; if the letters "Q", "W", 
"E", "R", "T'', and "Y", are assigned to the movement of the user's head to the left, for 
entering the letter '41", a user may move his head to the left and say "T11

. Same principles 
may be assigned to the movements of a use's eye (e.g. left, right, up, down). By referring to 
the last mentioned example, for entering the letter "T", a user may move his eye to the left 
and say "T''. The head, eye, face, etc., movements may be detected by means such as a 
camera or sen_sors provided on the user's body. 

The above-mentioned embodiments, which do not use keys, may be useful for data entry by 
people having limited motor-capabilities. For example, a blind person, may use the 
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movements of his/her head combined with his voice, and a person who is not be able to use 
his fingers for pressing keys, may use his eye/head movements combined with his _voice . 

According to another embodiment of the invention. as mentioned before, instead of assigning 
the symbols to few keys; said symbols may be assigned to the movements of a user's fingers. 
As an example, Fig. 115, shows a user's hands I 1.500 wherein to four fingers 11S01-11504 
(e.g. two fingers in each hand) of said user's hands a configuration of symbols based on the 
configuration of symbols assigned to few key of the invention, may be assigned. For example, 
to a predefined movement or gesture of the finger 11501, the letters "Q", "W'', "E't, "R", "T", 
and "Y", (or words/part-of-a-words, starting with said letters), may be assigned. A~ an ex~ple, 
said movement may be moving said finger downward. Also, for example, for entering the 
letter "T', a user may move the finger 11501 downward, and, preferably, simultaneously, 
say "T''. It is understood that any configuration of symbols may be considered and assigned to any number of a user's finger, based 9n the principles of the data entry systems of the invention 
as described in this application and the applications filed before. 

With the continuous des~ription of the above-mentioned embodiment, many systems may 
be considered for detecting the movements/gestures of said user's fingers, For example, the 

. movements of a user's finger may be detected by a position of said finger relative to another 
finger. According to one method, as shown in fig. l lS, sensors 11505pl 1506 (e.g., here, in 
form of rings) may be provided with the fingers 11501-11502, used for data entry. According 
to one embodiment, a movement of a user's finger may be recognized based on for example, 
vibrations perceived by said sensors based on the friction of said adjacent rings 11505-11506 
( e.g. it is understood that the surface of said rings may be such that the friction vibrations of a 
downward movement and an upward movement of said finger, may be different). • 

According to another method, sensoxs 11507, 11508, may be mounted-on ring-type means, 
and wherein positions of said sensors relating to each other, may define the movement of a 
finger. 

lt is understood that finger movement/gesture detecting means, described here> are only 
described as examples. Other detecting means such as optical detecting means may be 
considered. 

Word Categories · 
According to one embodiment of the invention, the word/part-of-a-word level data entry 
system of the invention may be used in predefined environments, such as .a medical or a 
juridical environment In this case, instead of using a large database of words/part-of-a-words 
with said system, limited database of words/part-of-a-words relating to said environment may 

. be considered. This will significantly augment the accuracy and speed of the system. Out-of­
said-database words/part-of-a-words may be entered, character by character. 

A mode key for temporary character by character data entry 
According to one embodiment of the invention, in the data entry system of the invention 
combining character by character data/text entry and word/part-of~a-word data entry, a 
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predefined key may be used to inform the system that, temporarily, a user is entering single 

characters. For example, during a text entry, a user, may enter a portion of a text according 

to principles of the word/part-of-a-word data entry system of the invention, by not pressing 

said predefined key. The system, in this case, may not consider the letters assigned to the 

keys that said user presses. The system, may only consider the words/part-of-a-words 

assigned to said key presses. If said predefined key is pressed simultaneously with other 

key presses relating to said text entry, then the system may only considers the single letters 

assigned to said key presses, and ignores the word/part-of~a-word data entry assigned to said 

key presses. 

Phrase entry 
According to· another embodiment of the invention, as mentioned before, the data entry 

system of the invention may comprise a phrases-level text entry system. For exaniple1 after 

enteri.ng a who.le phrase, by for example, using the data entry system of the invention 

combining character by character data/text entry and/or word/part-of•a-word data entry 

system of the invention, the system may analyze the recognized words of said phrase, and 

based on the linguistically characteristics/models of said language and/or the sense of said 

phrase, the system may correct1 add1 or replace some of the words of sai.d phrase to provide 

an error-free phrase. For example, if a user enters the phrase "let's meet at noon", and the 

recognized words are ·'Jets meet at noon", by analyzing said phrase, the system may replace 

the word "lets", by the word "let's" and provide the phr;ase "let's meet at noon". The 

advantage of th.is embodiment is that because the data entry system of the invention is a 

highly accurate system, the user may not have to worry about correcting few errors occurred 

during the entry of a phrase. The syste:m may, automatically, correct said errors: It is 

understood that some symbols such as ..... , or a return command, provided at the end of a 

phrase, may inform the system about the ending point of said phrase. 

Thus, while there have been shown and described and pointed out fundamental 

novel features of the invention as applied to alternative embodiments thereof, it will be 

understood that various omissions and substitutions and changes in the form and details_ 

of the disclosed invention may be made by those skilled in the art without departing from 

the spirit of the invention. It is the intention, therefore, to be limited only as indicated by 

the scope of the claims appended hereto. It is to be understood that the drawings are not 

necessarily drawn to scale, but that they are merely conceptual in nature. For example, 

the features described in this application and the applications filed before may apply to 

all of the embodiments of the invention. Also an embodiment of the invention may be 

function separately or it niay function combined with one or more other embodiments of 

the invention. Also, for example, if the system comprises enough memory and 

processing capabilities, a phrase recognition system may be used to select on~ oJ s?,i9_ ..... _ 
·----- ·---·--.- --- • ····-·._:-;7:, ... · ... 

selected word according to the corresponding phrase context. 



Phrase Entry 
According to one embodiment of the invention, a symbol assigned to an object such as a 
key, may represent a phrase. For example, a group of words (e.g. "Best regards") may be 
assigned to a key (e.g. preferably, the key representing also the letter "b"). A user may 
press said key and provide a speech such as speaking said phrase or part of said phrase 
( e.g. saying "best regards" in this example), to enter said phrase. 

Different modes. to single characters. and to words 
As previously mentioned, the data entry system of the invention may use different modes 
( e.g. different interactions with an object such as a key) wherein to each of said modes a 
predefined group of symbols may be assigned. Also as mentioned, for example, said 
modes may be a short/single pressing action on a key, a long pressing action on a key, a 
double pressing action on a key, short/long/double gesture with a finger/eye etc. 

According to one embodiment of the invention, single characters, words, part-of-a-words, 
phrases, etc., comprising more than character, or phrases, may be assigned to different 
modes. For exan1ple, single characters such as letters may be assigned to a single short 
pressing action on a key, while words/part-of-a-words comprising more than one 
character may be assigned to a longer pressing action on a (e.g. same) key, or vise versa. 
Also for example, as mentioned before; part of the words/part-of-a-words causing 
ambiguity to the speech (e.g. voice, lip) recognition system may be assigned to a double 
pressing action on a key. Also different single characters, words, etc., may be assigned to 
slight, heavy, or double pressing actions on a key. Different modes of interactions have 
already been described earlier in this application and in other patent applications filed by 
this inventor. 

It is understood that different predefined laps of time/pressure levels may be considered 
to define a pressing action/mode. For example, a short time pressing (e:g. up to 0.20 
second) action on a key may be considered as a short pressing action (to which a first 
group of symbols may be assigned), a longer time pressing action (e.g. greater than 0.20 
to 0.40 second) may be considered as a long pressing action (to which a second group of 
symbols may be assigned), and a still longer pressing action (e.g. greater than 0.40 
second) may he considered as another mode to which the repeating procedure (e.g. 
described before) may be assigned. For example, to input the letter "a", a user may short­
press a key (wherein the letter "a" is assigned to said key and said interaction with said 
key), and say "a". He may longer-press said key and say "a" to, for example, get the 
word/part-of-a-word "ai" (e.g. wherein the word/part-of-a-word "ai" is assigned to said 
key and said interaction with said key). The user may press said key and say "a", and 
keep said key in pressing position as much as needed (e.g. still longer period of time) to 
input, repeatedly, the letter "a". The letter "a" will be repeated until the user releases 
(stops said pressing action on) said key. 

As mentioned before, words comprising a space character ( e.g. before/after said word) 
may be assigned to mode of interaction of the invention with an object such as a key. 
According to one embodiment of the invention, said mode of interaction with a key may 
be said longer/heavier pressing action of said key as just described. 
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As mentioned many times before, any combination of objects, modes of interaction, 
groups of characters, etc., may be considered and used with the data entry systems of the 
invention. 

Backspace 
A backspace procedure erasing the word/part of the word already entered, have been 
described before in this application. According to different embodiments, at least one 
kind of backspace procedure may be assigned to at least one mode of interaction. For 
exan1ple, a backspace key may be provided wherein by pressing said key, at least one 
desired utterance, word/part-of-a-word, phrase, etc. may be erased. For example, each 
single-pressing action on said key may erase an output corresponding to a single 
utterance before a cursor situated after said output. For example, if a user has entered the 
words/parts-of-a-word "call", and "ing", according to one procedure, he, for example, 
may erase the last utterance "ing", by single-pressing said key one time. Another single­
pressing action on said key may erase the output "call", corresponding to another 
utterance. According to predefined procedure, for example, a single/double-pressing 
action on said key may erase the while word "calling". Thus based on the principles of 
backspace procedure of the invention, many predefined erasing procedures may be 
considered by the people skill in the art. 

Miniaturized kevboards 
Miniaturized keyboards are used with small/mobile electronic devices. The major 
inconvenience of use of said keyboards is that because the keys are small and closed to 
each other pressing a key with a user's finger may cause misspressing said key. That's 
why, in PDAs, usually, said keyboards are pressed with a pen. The data entry system of 
the invention may eliminate said shortcoming. The data entry system of the invention 
may use a PC-type miniaturized/virtual keyboard. By targeting a key for pressing it, even 
if a user misspresses said key (by for example, pressing a neighboring key), according to 
one embodiment of the invention and based on the principles of the date entry system of 
the invention, the user may speak a speech corresponding to said key. If the speech of the 
user does not correspond to the key being pressed, then the system may suggest that the 
said key was mistakenly pressed. the system, then, may consider that neighboring keys 
and correspond said speech to one of said keys. By using this embodiment, miniaturized 
keyboards may easily be used with normal user fingers, easing and speeding up the data 
entry through those keyboards. It is understood that all of the features and systems based 
on the principles of the data entry systems of the invention may be considered and used 
with such keyboerd. For example, the word/part-of-the-word system of the invention may 
also be used with this embodiment. 

Also, as mentioned and demonstrated through different embodiments, a principle of the 
data entry system of the invention, is to select (e.g candidate) a predefined smaller 
number of symbols among a larger number of symbols by assigning said smaller number 
of symbols to a predefined interaction with a predefined object, and selecting a symbol 
among said smaller number of symbols by using/not-using a speech corresponding to said 
symbol. 



Also as mentioned, said object and said interaction with said object may be of any kind. 
As described before, for example, said object may be parts of a user's body (such as 
fingers, eyes, etc.), and said predefined interaction may be moving said object to different 
predefined directions such as left, right, up, down, etc. 

According to one embodiment of the invention, said object may be an electronic device 
and said interaction with said object may be tilting said electronic device in predefined 
directions. For example, each of said different smaller groups of symbols containing part 
of the symbols of a larger group of symbols such as letters, punctuation marks, 
words/part-of-a-words, functions, etc. (as described before) of a language, may be 
assigned to a predefined tilting direction applied to said electronic device. Then still 
based on principles of the data entry system of the invention (as described before), one of 
said symbols of said smaller group of symbols may be selected by providing/not 
providing a speech corresponding to said symbol. Fig.116 shows, as an example, an 
electronic device such as a mobile phone 11600. As an example, four groups of symbols 
11601-11604 may be assigned to four tilting directions ( e.g. left, up, right, down) 11605-
11608 being applied to said device. Still as an example, to enter the letter "t", a user may 
tilt the device to the right and pronounce a speech corresponding to said letter ( e.g. saying 
said letter). One of the advantages of the tilting system of the invention is that the system 
may not use any key and may use one hand for data entry. It also permits to provide a 
large display within the device. Fig 116a shows an electronic device 11610 using the 
tilting data entry system of the invention, and wherein a large display 11611 substantially 
covers the surface of at least one side of said electronic device. 

Treatment of apostrophe 
According to one embodiment of the invention, predefined words comprising an 
apostrophe may be created and assigned to one or more keys and be entered. For 
example, words such as "it's", "we're", "he'll", "they've", "isn't", etc., may be assigned 
to at least one predefined key. Each of said words may be entered by pressing a 
corresponding key and speaking said word. 

According to another embodiment of the invention, for the same purpose, (e.g. 
abbreviated) words such as" 's" "'11" "'ve" "n't" etc may be created and ' ' ' ' ., assigned to one or more keys. Said words may be pronounced by they original 
pronunciations. For example: 
" 's " may be pronounced " is/has "; 
" 're " may be pronounced " are"; 
" 've" may be pronounced "have"; 
" n't " may be pronounced " not"; 
etc. Said words may be entered to, for example, being attached to the end of a previous 
word/character already entered. For example, to enter the word "they've", a user may 
enter two separate words "they" and" 've "(e.g, enter1ng according to the data entry 
systems of the invention) without providing an space between them. As mentioned, the 
speech assigned to a word comprising an apostrophe ( e.g. an abbreviated word such as 
"n't" of the word "not") may be the same as the original word. For example, words "n't" 
and "not", both, may be pronounced "not". In this case each of said words may be 
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assigned to a different mode of interaction on a same key, or each of them may be 
assigned to a different key. For example, the user may single-press a corresponding key 
(e.g. a predefined interaction with said key to which the word "not" is assigned) and say 
"not" to enter the word "not". To enter the word "n't", the user may, for example, double­
press the same key (e.g. a predefined interaction with said key to which the word "n't" is 
assigned) and say "not". According to another embodiment of the invention, part/all of 
the words comprising an apostrophe may be assigned to the key that the apostrophe 
punctuation mark itself is assigned. 

Configuration of!etters on four keys 
As mentioned previously, to augment the accuracy of the speech recognition system, 
symbols having closed pronunciations (e.g. causing ambiguity to the speech recognition 
for selecting one of them) may be assigned to different keys. Fig. 117 shows another 
example of assignment of alphabetical characters to four keys 11701-11704 of a keypad 
11700. Although, they may be assigned to any key, words/part-of-a-words comprising 
more that one character, preferably, may be assigned to the keys representing the first 
character of said words and/or said part-of-a-words. The arrangement of characters of this 
example not only eliminates the ambiguity of character by character text entry system of 
the invention using four keys comprising letters, but it also significantly reduces the 
ambiguity of the word/part-of-a-word data entry system of the invention. For example, 
letter "n", and words/part-of-a-words starting with "n" may be assigned to the key 11704, 
while the letter "i" and words/part-of-a-words starting with "i" may be assigned to the 
key 11701. This is because, for example, the word "in", and the letter "n" may have 
ambiguous prommciations. 

Fast tvping 
One of the advantages of assignment of at least alphabetical characters to only four keys 
as shown previously and here in fig. 117a, is that a user may lay each of two of his 
fingers (e.g. left, and right thumbs) on two keys (e.g. two keys 11711-11712, and two 
keysl 1713-11714, in this example) so that said finger, simultaneously, touches said two 
keys. This permits to not remove (or rarely remove) the fingers from the keys during text 
entry and therefore a user knows which key to press without looking at the keypad. This 
permits fast typing even while said user is in motion. It is understood that for this 
purpose, the size of the keys, the distance between them, and other paran1eters such as 
physical characteristics of said keys, may be such that to optimize the above-mentioned 
procedure. 

As mentioned before, it is understood that according to needs, other configurations of 
keys may be considered. For example, said four keys may be configured in a manner that, 
when a user uses a single finger to enter said text, his finger may, preferably, be capable 
to simultaneously tough said four keys. Also different predefined number of keys to 
which said at least alphabetical characters are assigned, may be considered according to 
different needs. 

As mentioned before and demonstrated in drawings such as fig. 100, multi-directional 
keys may be used for the data entry system of the invention. Also, as mentioned, different 



number of keys, different types/configuration of keys may be considered to be used with 
the data entry system of the invention. Still as mentioned, alphabetical-letters or text­
characters of a language may be assigned to, for example, four keys used with the data 
entry system of the invention. Fig. 117b shows as an example, an electronic device 11720 
having two multidirectional (e.g. four directional, in this example) keys 11727-11728 
wherein to four of their sub-keys 11721-11724, alphabetical characters of a language are 
assigned. An arrangement and use of four keys on two sides of an electronic device for 
data (e.g. text) entry has been described before and been shown by exemplary drawings 
such as fig.111 b. 

According to another embodiment of the invention, symbols requiring a speech (for 
entering them), may be assigned to a first predefined number of objects/keys, and 
symbols to be entered without a speech, may be assigned to another predefined number 
of keys, separately from said first predefined number of keys. 

Thus, while there have been shown and described and pointed out fundamental 
novel features of the invention as applied to alternative embodiments thereof, it will be 
understood that various omissions and substitutions and changes in the form and details 
of the disclosed invention may be made by those skilled in the art without departing from 
the spirit of the invention. It is the intention, therefore, to be limited only as indicated by 
the scope of the claims appended hereto. It is to be understood that the drawings are not 
necessarily drawn to scale, but that they are merely conceptual in nature. For example, 
the features described in this application and the applications filed before may apply to 
all of the embodiments of the invention. Also an embodiment of the invention may be 

. function separately or it may function combined with one or more other embodiments of 
the invention. Also, for example, if the system comprises enough memory and 
processing capabilities, a phrase recognition system may be used to select one of said 
selected word according to the corresponding phrase context. 
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