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Subject to its express reservation of rights to supplement or amend its contentions as may be appropriate in view of discovery, further 
investigation, and/or the claim construction process, Plaintiff Stratasys, Inc. (“Plaintiff” or “Stratasys”) provides its preliminary 
disclosure of asserted claims and infringement contentions to Shenzhen Tuozhu Technology Co., Ltd., Shanghai Lunkuo Technology 
Co., Ltd., Bambulab Limited and Tuozhu Technology Limited (collectively, “Defendants” or “Bambu Lab”), pursuant to the Court’s 
Scheduling Order, D.I. 20; the Court’s October 30, 2024 Order extending the time to comply with P.R. 3-1, 3-2, 3-3, and 3-4, D.I. 22; 
and P.R. 3-1. Nothing in these contentions should be interpreted as an admission or concession regarding the scope of the asserted claims. 
 
Disclosure of Asserted Claims for U.S. Patent No. 10,556,381 (“the ’381 Patent”) under P.R. 3-1(a): Claims 1, 2, 5, 6, 9, 11, 12, and 14. 
 
Disclosure of Accused Instrumentalities for the ’381 Patent under P.R. 3-1(b): For each of the Asserted Claims, all Bambu Lab branded 
or manufactured three-dimensional (3-D) printers with sensors for detecting force, including but not limited to the Bambu Lab A1 and 
A1 mini printers, alone or in combination with Bambu Lab software, such as Bambu Studio or Bambu Handy, and all Bambu Lab Parts.  
 
Bambu Lab has not yet produced any discovery.  Based on information available to-date, the Bambu Lab A1 and A1 mini have no 
material differences relevant to these infringement contentions.  See https://bambulab.com/en-us/compare (comparing A1 and A1 mini 
upon selection).  The A1 includes several upgrades over the A1 mini, including a larger build volume, higher max build plate 
temperature, and larger display.  Id.  Accordingly, references to components or functionality of either the A1 or A1 mini in this chart—
other than the larger build volume, higher max build plate temperature, and larger display—apply to both printers. 
 
Disclosure of Priority Date under P.R. 3-1(e): The asserted claims of the ’381 Patent are each entitled to a priority date of at least as 
early as October 29, 2013. 
 
Disclosures under P.R. 3-1(c)-(d): Stratasys identifies in the chart below specifically where each element of each Asserted Claim is 
found within each of the Accused Instrumentalities. 
 
As identified for certain elements in the chart below, such elements are each practiced by and implemented in, in part or whole, computer 
software for the Accused Instrumentalities.  Plaintiff has provided these contentions without the benefit of Defendants’ source code for 
each of the Accused Instrumentalities and reserves the right to amend or supplement these contentions up to and including 30 days after 
the source code for each of the Accused Instrumentalities is produced by Defendants, otherwise ordered by the Court, or agreed to by 
counsel for the parties. 
 
Disclosure under P.R. 3-1(f): At this time, Stratasys does not intend to rely on the assertion that its own products or other instrumentalities 
practice the claimed invention.  Stratasys reserves the right to amend and/or supplement this disclosure as discovery progresses. 
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Claim Contention 
1. A three-
dimensional printer 
comprising: 

To the extent the preamble is a limitation, each Accused Instrumentality is a three-dimensional printer. 
 
Bambu Lab provides various additive manufacturing systems (i.e., 3D printers), including the A1 and A1 
mini, are used for fabricating three-dimensional parts.   
 
See, e.g., https://wiki.bambulab.com/en/a1-mini: 
 

 
 
See, e.g., https://wiki.bambulab.com/en/a1: 
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a fabrication tool 
including an extruder 
configured to extrude 
build material to 
fabricate an object 
during a build 
process; 

Each Accused Instrumentality includes a fabrication tool including an extruder configured to extrude build 
material to fabricate an object during a build process. 
 
For example, the A1 and A1 mini include a toolhead with an extrusion nozzle.  See, e.g., 
https://wiki.bambulab.com/en/a1-mini (toolhead 2 with extrusion nozzle 14): 
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See, e.g., https://wiki.bambulab.com/en/a1 (toolhead 2 with extrusion nozzle 12): 
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See also, https://wiki.bambulab.com/en/a1-mini/manual/intro-a1-mini: 
 
“Tool head module 
The tool head unit is one of the key components of the A1 mini. The tool head module mainly consists of 
the following components: hotend assembly, extruder unit, cutter unit, filament hub, and filament sensor. 
 

 
 
Hotend assembly 
The hotend assembly is a core component of the toolhead module, consisting of a hotend heating assembly, 
a hotend (integrated with a nozzle and a heat sink), a hotend fan, and a hotend silicone sock. The hotend 
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assembly is responsible for heating the filament to a specific temperature, melting it, and depositing it in 
thin layers to generate the object.  
 
Different filaments require different heating temperatures. For example, PLA material is printed at lower 
temperatures around 210-220°C, while PETG material requires higher temperatures around 250-260°C. 
Like the classic X1 series, the Bambu Lab A1 mini printer has an integrated hotend design that combines 
the nozzle and heat sink, enabling a faster heating effect than a regular hotend. 
 
Additionally, it facilitates quick hotend replacement without unplugging tiny connectors or searching for a 
reliable screwdriver.  
 

 
 
Extruder unit 
The extruder motor and extruder gears are essential components of the extruder unit. The extruder motor 
pulls the filament from the spool and feeds it into the hotend. Once heated and melted, the filament is 
extruded through the nozzle to create the printed model. The extruder motor is critical in accurately 
controlling the length of filament extruded through the hotend and is a core component of a 3D printer. 
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” 
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See also https://wiki.bambulab.com/en/a1/manual/intro-a1:  
 
“Toolhead module 
The toolhead unit is a crucial component of the A1. It comprises several key modules, including the hotend 
assembly, extruder unit, cutter unit, filament hub, and filament sensor. 

 
Hotend assembly 
The hotend assembly is a core component of the toolhead module, consisting of a hotend heating assembly, 
a hotend (integrated with a nozzle and a heat sink), a hotend fan, and a silicone sock for hotend. The hotend 
assembly is responsible for heating the filament to a specific temperature, melting it, and depositing it in 
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thin layers to generate the object. 
 
Different filaments require different heating temperatures. For example, PLA is printed at lower 
temperatures around 210-220°C, while PETG requires higher temperatures around 250-260°C. Like the 
classic X1 series, the Bambu Lab A1 printer has an integrated hotend design that combines the nozzle and 
heat sink, enabling a faster heating effect than a regular hotend. 
 
Additionally, it facilitates quick hotend replacement without unplugging tiny connectors or searching for a 
reliable screwdriver. 

 
  
Extruder unit 
The extruder motor and extruder gears are essential components of the extruder unit. The extruder motor 
pulls the filament from the spool and feeds it into the hotend. Once heated and melted, the filament is 
extruded through the nozzle to create the printed model. The extruder motor is critical in accurately 
controlling the length of filament extruded through the hotend and is a core component of a 3D printer. 
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” 
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one or more sensors 
mechanically coupled 
to the extruder, 
wherein the one or 
more sensors are 
collectively operable 
to sense a contact 
force between the 
extruder and a 
separate structure 
distinct from the 
fabrication tool; and 

Each Accused Instrumentality includes one or more sensors mechanically coupled to the extruder, wherein 
the one or more sensors are collectively operable to sense a contact force between the extruder and a 
separate structure distinct from the fabrication tool. 
 
The Bambu Labs A1 and A1 Mini include an extrusion force sensor (or eddy force sensor) mechanically 
coupled to the toolhead. For example, https://wiki.bambulab.com/en/a1-mini/manual/build-plate-detection 
describes the “extrusion force sensor (eddy current sensor) in the tool head” on the A1 Mini printer. 
 
See also e.g., https://wiki.bambulab.com/en/a1-mini/troubleshooting/hmscode/0300_1A00_0002_0002: 
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See also https://wiki.bambulab.com/en/a1/troubleshooting/homing-leveling-failure: 
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The extrusion force sensor senses contact between the toolhead wrapped with a filament clump and the 
heatbed. See https://wiki.bambulab.com/en/a1-mini/manual/nozzle-warp-detection; see also 
https://wiki.bambulab.com/en/a1 (the “nozzle clumping detection” link on the A1 page links to 
https://wiki.bambulab.com/en/a1-mini/manual/nozzle-warp-detection): 
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See also https://wiki.bambulab.com/en/a1-mini/troubleshooting/hmscode/0300_1A00_0002_0001: 
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Additionally, the Bambu A1 and A1 mini perform build plate detection, where the contact force between the 
extruder and a separate structure (heat bed) is sensed: 
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https://wiki.bambulab.com/en/a1-mini/manual/build-plate-detection; see also 
https://wiki.bambulab.com/en/a1 (the “build plate detection” link on the A1 page links to 
https://wiki.bambulab.com/en/a1-mini/manual/build-plate-detection). 
 
Also, the Bambu A1 and A1 mini perform homing, where the contact force between the extruder and a 
separate structure (heat bed) is sensed: 
 

 
 
https://wiki.bambulab.com/en/a1/troubleshooting/homing-leveling-failure; see also  
https://wiki.bambulab.com/en/a1-mini (the “homing and leveling failure troubleshooting guide for A1 
series” link on the A1-mini page links to https://wiki.bambulab.com/en/a1/troubleshooting/homing-
leveling-failure). 
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a controller 
configured to receive 
a signal from the one 
or more sensors on 
the extruder and to 
calculate the contact 
force between the 
extruder and the 
separate structure. 

Each Accused Instrumentality includes a controller configured to receive a signal from the one or more 
sensors on the extruder and to calculate the contact force between the extruder and the separate structure. 
See, e.g., https://wiki.bambulab.com/en/a1-mini/manual/nozzle-warp-detection: 
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“How to detect the clumping? 

The principle of nozzle clumping detection is to use the extrusion force sensor (eddy current sensor) to 
detect whether the nozzle is wrapped by the molten filament. When the detection is performed, the printer 
moves outside the heat bed and then makes a tentative touch. If the nozzle is not covered by filaments, the 
nozzle will only touch the air during this process, and the sensor will not detect any external force. If the 
nozzle is wrapped with filaments to form a thick mass, the mass will hit the heat bed during the above 
motion, and the extrusion force sensor will detect the change in force. Note: During this process, if the 
nozzle is wrapped by filaments or the build plate is not placed properly, the nozzle will touch the heat bed 
and the force change will be detected.” 
 
 
In Bambu’s build plate detection, the contact force between the extruder and the separate structure (heat 
bed) is calculated based on a signal from the extrusion force sensor: 
 

 
 
https://wiki.bambulab.com/en/a1-mini/manual/build-plate-detection 
 
 
In Bambu’s homing process, the contact force (non-zero or zero) between the extruder and the separate 
structure (heat bed) is detected based on a signal from the extrusion force sensor: 
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https://wiki.bambulab.com/en/a1/troubleshooting/homing-leveling-failure 
 
Bambu Lab printers include a controller, such as one or more MCUs, alone or integrated with on a System-
on-Chip (SOC) with a processor, as well as associated circuitry, such as for receiving signals from sensors. 
 
https://wiki.bambulab.com/en/a1/manual/intro-a1 (“The main control board of the A1 printer consists of a 
low-power SoC (System-on-Chip) with a dual-core processor, Wi-Fi baseband, Bluetooth baseband, RF 
module, and other peripherals. It also includes a dual-core MCU (Microcontroller Unit) and a single-core 
MCU.”); see also https://wiki.bambulab.com/en/a1/maintenance/th-board-replacement-guide, 
https://wiki.bambulab.com/en/a1-mini/th-board-replacement-guide, https://wiki.bambulab.com/en/glossary.   
 
 

2. The three-
dimensional printer 
of claim 1, wherein 
the contact force is a 
force along an 
extrusion axis of the 
extruder. 

For each Accused Instrumentality, the contact force is a force along an extrusion axis of the extruder. 
 
In Bambu’s clump detection, the nozzle making contact with the heat bed (during its “tentative touch” 
discussed in the excerpt below) indicates a clumping. The tentative touch is in the z direction, the extrusion 
axis. 
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https://wiki.bambulab.com/en/a1-mini/manual/nozzle-warp-detection 
 
In Bambu’s build plate detection, the nozzle touches the heat bed to detect if the build plate is in place and 
detects a change in force.  This touch is in the z direction, the extrusion axis. 
 

 
https://wiki.bambulab.com/en/a1-mini/manual/build-plate-detection 
 
In Bambu’s homing process, the nozzle touches the heat bed, with the eddy current sensor detecting 
whether the nozzle has made contact with the head bed.  This touch is in the z direction, the extrusion axis. 
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https://wiki.bambulab.com/en/a1/troubleshooting/homing-leveling-failure 
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5. The three-
dimensional printer 
of claim 1, wherein 
the separate structure 
includes a build 
platform of the three-
dimensional printer. 

In each Accused Instrumentality, the separate structure includes a build platform of the three-dimensional 
printer. 
 
In Bambu’s clump detection, the nozzle making contact with the heat bed (during it’s “tentative touch”) 
indicates clumping: 
 

 
https://wiki.bambulab.com/en/a1-mini/manual/nozzle-warp-detection 
 
In Bambu’s homing process, the nozzle touches the heat bed, with the eddy current sensor detecting 
whether the nozzle has made contact with the head bed. 
 

 
 
https://wiki.bambulab.com/en/a1/troubleshooting/homing-leveling-failure 
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6. The three-
dimensional printer 
of claim 1, wherein 
the contact force is a 
force normal to a 
surface of the 
separate structure. 

For each Accused Instrumentality, the contact force is a force normal to a surface of the separate structure.  
Specifically, the contact force is in the z direction, which is normal to the surface of the heat bed. 
 
In Bambu’s clump detection, the nozzle making contact with the heat bed (during its “tentative touch” 
discussed in the excerpt below) indicates a clumping. The tentative touch is in the z direction, the extrusion 
axis. 
 

 
https://wiki.bambulab.com/en/a1-mini/manual/nozzle-warp-detection 
 
In Bambu’s build plate detection, the nozzle touches the heat bed to detect if the build plate is in place and 
detects a change in force.  This touch is in the z direction, the extrusion axis. 
 

 
https://wiki.bambulab.com/en/a1-mini/manual/build-plate-detection 
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In Bambu’s homing process, the nozzle touches the heat bed, with the eddy current sensor detecting 
whether the nozzle has made contact with the head bed.  This touch is in the z direction, the extrusion axis. 
 

 
 
https://wiki.bambulab.com/en/a1/troubleshooting/homing-leveling-failure 
 

9. The three-
dimensional printer 
of claim 1, wherein 
each of the one or 
more sensors are 
selected from the 
group consisting of: 
capacitive sensors, 
electromagnetic 
sensors, optical 
sensors, 
potentiometric 
sensors, and 
piezoelectric sensors. 
 

For each Accused Instrumentality, each of the one or more sensors are selected from the group consisting 
of: capacitive sensors, electromagnetic sensors, optical sensors, potentiometric sensors, and piezoelectric 
sensors. 
 
Bambu discusses the use of extrusion force sensors such as an eddy current sensor, which is a type of 
electromagnetic sensor. 
 

 
https://wiki.bambulab.com/en/a1-mini/manual/nozzle-warp-detection 
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11. The three-
dimensional printer 
of claim 1, further 
comprising: 
one or more actuators 
mechanically coupled 
to the fabrication tool 

Each Accused Instrumentality includes one or more actuators mechanically coupled to the fabrication tool. 
 
The Bambu A1 and A1 mini include actuators coupled to the toolhead to control its movement. 
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X-axis motion 
The X-axis motion system consists of a high-precision linear rail and a beam. The print head is mounted on 
a linear guide slider, allowing it to freely slide along the horizontal rail. By controlling the slider's left and 
right movement, the print head can achieve precise motion along the X-axis. 

Y-axis motion 
The Y-axis motion system comprises a high-precision horizontal guide rail and a print bed. The print bed is 
mounted on a guide rail slider, enabling it to freely slide along the horizontal guide rail. By controlling the 
slider's forward and backward movement, the print bed can achieve precise motion along the Y-axis. 

Z-axis motion 
The Z-axis motion system controls the vertical position of the print head relative to the print bed. It consists 
of dual optical shaft-linear bearing guide components, dual lead screws with nuts, stepper motors, and 
synchronous belt drive components. The dual lead screws are connected in series with the stepper motor 
through a synchronous belt, enabling synchronized motion of the two lead screws. Additionally, the 
synchronous belt is equipped with a quick tensioner and combined with a tension detection algorithm to 
ensure optimal tension range, ensuring precise and stable motion of the print head in the Z-axis direction. 
 
By simultaneously controlling the movement of the X-axis, Y-axis, and Z-axis, the A1 can achieve precise 
motion of the print head in all three directions. Typically, these movements are controlled by motors and 
their corresponding drive circuits, with the machine controller reading the print file and sending instructions 
to control the motion path and speed of the print head. 
 
https://wiki.bambulab.com/en/a1/manual/intro-a1 
 
 
 
 
 

The motion system of the A1 mini 
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The A1 mini utilizes a Cartesian coordinate motion system, which consists of the following components: 

X-axis motion 
The X-axis motion comprises a horizontal guide rail and a crossbeam. The printhead is fixed on a sliding 
block that can freely slide along the horizontal guide rail. By controlling the left and right movement of the 
sliding block, the printhead can be accurately positioned in the X-axis direction. 

Y-axis motion 
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The Y-axis motion comprises a horizontal guide rail and a print platform. The print platform is on the guide 
rail and can move back and forth along the Y-axis. By controlling the forward and backward movement of 
the print platform, control for printing in the Y-axis direction is achieved. 

Z-axis motion 
The Z-axis motion is used to control the vertical position of the printhead relative to the print platform. It 
comprises a lead screw, nut, coupling, and stepper motor. The stepper motor drives the lead screw to rotate 
through the coupling, thereby controlling the Z-axis motion of the tool head. 
The A1 mini can precisely position the printhead in all three directions by controlling the X-axis, Y-axis, 
and Z-axis motion. Typically, these motions are controlled by motors and corresponding driver circuits. The 
print head's motion path and speed can be controlled by reading the print file through the machine controller 
and sending instructions. 
 
https://wiki.bambulab.com/en/a1-mini/manual/intro-a1-mini 
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and a control circuit 
in data 
communication with 
the one or more 
actuators and the one 
or more sensors, 

Each Accused Instrumentality includes a control circuit in data communication with the one or more 
actuators and the one or more sensors. 
 
Each Accused Instrumentality includes a control circuit comprising a main circuit board, a toolhead board, 
and/or associated circuitry, where the control circuit controls movement of the printer. 
 

 
 
https://wiki.bambulab.com/en/a1/manual/intro-a1 
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https://wiki.bambulab.com/en/a1/maintenance/th-board-replacement-guide,
https://wiki.bambulab.com/en/a1-mini/th-board-replacement-guide 
 
“1: Abnormal data from eddy current sensor 
The eddy current sensor has an open circuit 
 
During homing, XY axes can be normally homed. Then, the toolhead moves to the center of the heatbed, 
rises a little, descends a little, and stops. It will not descend enough to touch the heatbed. The printer reports 
an error as Z homing failed. 
 
HMS error information: HMS_0300-1800-0001-0004: The data from extrusion force sensor is abnormal, 
the sensor should be broken. 
 
Reasons and solutions: 
This is usually because the printer cannot receive data from the eddy current seonsor. Please check the 
connection between the eddy current sensor and the TH board. If the problem still persists, it could be the 
eddy current sensor is broken or the TH board malfunctions. Please refer to the wiki article above to check 
if the wire of the eddy current sensor is fixed on the screw of the TH board. If the wire is loose, please 
tighten it and try again. If the screw on the TH board for fixing the wire is broken, please contact our 
customer support team.” 
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https://wiki.bambulab.com/en/a1/troubleshooting/homing-leveling-failure 
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https://wiki.bambulab.com/en/a1-mini/manual/intro-a1-mini 
 

the control circuit 
configured to control 
the one or more 
actuators to achieve a 
specified contact 
force between the one 
or more sensors and 
the separate structure 

For each Accused Instrumentality, the control circuit is configured to control the one or more actuators to 
achieve a specified contact force between the one or more sensors and the separate structure. 
 
The Bambu clumping detection senses a detectable change in force to determine the presence of a clump.  
The specified force is whatever force is detectable by the eddy current sensor. 

 
 
https://wiki.bambulab.com/en/a1-mini/manual/nozzle-warp-detection 
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https://wiki.bambulab.com/en/a1/troubleshooting/homing-leveling-failure 
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12. The three-
dimensional printer 
of claim 1, wherein 
the controller is 
further configured to 
adjust operation of 
the three-dimensional 
printer according to 
one or more of the 
signal from the one 
or more sensors and 
the calculated contact 
force. 

For each Accused Instrumentality, the controller is configured to adjust operation of the three-dimensional 
printer according to one or more of the signal from the one or more sensors and the calculated contact force. 
 
In Bambu’s clumping detection, when the extrusion force sensor detects the change in force, the printer will 
pause printing. 
 

 
 

 
 
https://wiki.bambulab.com/en/a1-mini/manual/nozzle-warp-detection 
 

14.  The three-
dimensional printer 
of claim 12, wherein 
the controller is 
configured to adjust a 

On information and belief, for each Accused Instrumentality, the controller is configured to adjust a z-axis 
position of the extruder in response to the calculated contact force. 
  
This element of the asserted claim is practiced by and implemented in, in part or whole, computer software 
for the Accused Instrumentalities.  Plaintiff has provided these contentions without the benefit of 
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z-axis position of the
extruder in response
to the calculated
contact force.

Defendants’ source code for each of the Accused Instrumentalities and reserves the right to amend or 
supplement these contentions up to and including 30 days after the source code for each of the Accused 
Instrumentalities is produced by Defendants, otherwise ordered by the Court, or agreed to by counsel for the 
parties. 
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