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(57) ABSTRACT 

An electronic device is provided. The electronic device 
includes a communication interface comprising communi 
cation circuitry and a processor configured to functionally 
connect with the communication interface, wherein the 
processor is configured to: obtain a voice signal, obtain 
context information associated with the user in connection 
with obtaining the Voice signal, determine first response 
information corresponding to the Voice signal, if the context 
information meets a first condition, determine second 
response information corresponding to the Voice signal, if 
the context information meets a second condition and send 
at least part of response information corresponding to the 
first response information or the second response informa 
tion to an output device operatively connected with the 
electronic device or an external electronic device for the 
electronic device. 
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QUESTION AND ANSWER PROCESSING 
METHOD AND ELECTRONIC DEVICE FOR 

SUPPORTING THE SAME 

CROSS-REFERENCE TO RELATED 
APPLICATION 

0001. This application is based on and claims priority 
under 35 U.S.C. S 119 to a Korean patent application filed on 
Nov. 27, 2015 in the Korean Intellectual Property Office and 
assigned Serial number 10-2015-0167100, the disclosure of 
which is incorporated by reference herein in its entirety. 

TECHNICAL FIELD 

0002 The present disclosure relates generally to a ques 
tion and answer (QA) processing method in an electronic 
device and an apparatus therefor. 

BACKGROUND 

0003. An electronic device may include a QA system 
which supports processing answers to user question items. 
The QA System may receive a command Such as S Voice or 
text from a user and may analyze the received user command 
via a recognition engine. The QA System may extract a 
keyword Suitable for the user command and may extract 
founded contents corresponding to the extracted keyword. 
0004 As the QA system simply outputs a short answer to 
a command Such as a voice or text input from the user, it may 
output an answer which does not correspond to the intention 
of the user. For example, since the QA System simply 
outputs only a specified answer to a user command, there 
may be a small amount of information to be obtained by the 
user or accuracy of information to be obtained by the user 
may be low. Thus, it is difficult to provide efficient and 
accurate information. Also, since the QA System outputs 
only a specified answer, answers which do not correspond to 
user conditions may be provided. 

SUMMARY 

0005 Aspects of the present disclosure address at least 
the above-mentioned problems and/or disadvantages and to 
provide at least the advantages described below. Accord 
ingly, an example aspect of the present disclosure is to 
provide a QA processing method for allowing a user to more 
easily recognize and understand an answer based on various 
output methods and an electronic device for Supporting the 
SaC. 

0006. Accordingly, another example aspect of the present 
disclosure is to provide a QA processing method for improv 
ing accuracy for information to be obtained by a user by 
providing at least one of an answer and/or additional infor 
mation and an electronic device for Supporting the same. 
0007 Accordingly, another example aspect of the present 
disclosure is to provide a QA processing method for con 
veniently providing an environment for verifying an answer 
by providing the answer via various electronic devices based 
on user conditions and an electronic device for Supporting 
the same. 
0008. In accordance with an example aspect of the pres 
ent disclosure, an electronic device is provided. The elec 
tronic device may include a communication interface com 
prising communication circuitry and a processor configured 
to functionally connect with the communication circuitry, 
wherein the processor is configured to obtain a voice signal 
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of a user, to obtain (or verify) context information associated 
with the user in connection with obtaining the Voice signal, 
to determine first response information corresponding to the 
Voice signal, if the context information meets a first condi 
tion, to determine second response information correspond 
ing to the Voice signal, if the context information meets a 
second condition and to send at least part of response 
information corresponding to the first response information 
or the second response information to an output device 
operatively connected with the electronic device or an 
external electronic device for the electronic device. 
0009. In accordance with another example aspect of the 
present disclosure, an electronic device is provided. The 
electronic device may include an audio device comprising 
audio circuitry configured to obtain a voice signal, a memory 
configured to store a question or an answer associated with 
the voice signal and a processor operatively connected with 
the audio device and/or the memory, wherein the processor 
is configured to convert the obtained Voice signal into text, 
to search for a question corresponding to the converted text 
or an answer corresponding to the question based on data 
stored in the memory, to obtain attributes information of the 
found question or answer, to generate additional information 
based on the answer and the attributes information and to 
output at least one of the answer or the additional informa 
tion. 
0010. In accordance with another example aspect of the 
present disclosure, a question and answer (QA) processing 
method is provided. The question and answer (QA) process 
ing method may include obtaining a voice signal in the 
electronic device, converting the obtained Voice signal into 
text, searching for a question corresponding to the converted 
text or an answer corresponding to the question based on 
data stored in a memory operatively connected with the 
electronic device, obtaining attributes information of the 
found question or answer, generating additional information 
based on the answer and the attributes information and 
outputting at least one of the answer or the additional 
information. 
0011. Other aspects and salient features of the disclosure 
will become apparent to those skilled in the art from the 
following detailed description, which, taken in conjunction 
with the annexed drawings, discloses various example 
embodiments of the present disclosure. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012. The above and other aspects, features, and advan 
tages of various example embodiments of the present dis 
closure will be more apparent from the following detailed 
description, taken in conjunction with the accompanying 
drawings, in which like reference numerals refer to like 
elements, and wherein: 
0013 FIG. 1 is a block diagram illustrating an example 
electronic device operation environment according to vari 
ous example embodiments; 
0014 FIG. 2 is a block diagram illustrating an example of 
a processor according to an example embodiment; 
0015 FIG. 3 is a flowchart illustrating an example of a 
QA processing method according to an example embodi 
ment; 
0016 FIG. 4 is a flowchart illustrating an example of a 
method for generating additional information according to 
an example embodiment; 
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0017 FIG. 5 is a flowchart illustrating another example 
of a method for generating additional information according 
to an example embodiment; 
0018 FIG. 6 is a flowchart illustrating an example of a 
method for outputting a descriptive answer according to an 
example embodiment; 
0019 FIG. 7 is a flowchart illustrating another example 
of a method for outputting a descriptive answer according to 
an example embodiment; 
0020 FIG. 8 is a flowchart illustrating another example 
of a method for outputting a descriptive answer according to 
an example embodiment; 
0021 FIG. 9 is a flowchart illustrating an example of an 
information output method according to an example 
embodiment; 
0022 FIG. 10A is a flowchart illustrating another 
example of a QA processing method according to an 
example embodiment; 
0023 FIG. 10B is a flowchart illustrating another 
example of a QA processing method according to an 
example embodiment; 
0024 FIG. 11 is a diagram illustrating an example form 
of an electronic device according to an example embodi 
ment, 
0025 FIG. 12 is a block diagram illustrating example 
hardware components of an electronic device according to 
an example embodiment; 
0026 FIG. 13 is a block diagram illustrating example 
software components of an electronic device according to an 
example embodiment; 
0027 FIG. 14 is a block diagram illustrating an example 
configuration of a program module according to various 
example embodiments; and 
0028 FIG. 15 is a diagram illustrating example voice 
recognition and output of an electronic device according to 
an example embodiment. 
0029. Throughout the drawings, it should be noted that 
like reference numbers are used to depict the same or similar 
elements, features, and structures. 

DETAILED DESCRIPTION 

0030 Various example embodiments of the present dis 
closure may be described with reference to accompanying 
drawings. Accordingly, those of ordinary skill in the art will 
recognize that modifications, equivalents, and/or alterna 
tives of the various example embodiments described herein 
can be variously made without departing from the scope and 
spirit of the present disclosure. With regard to description of 
drawings, similar elements may be marked by similar ref 
erence numerals. 
0031. In the disclosure disclosed herein, the expressions 
“have”, “may have”, “include and “comprise', or “may 
include and “may comprise' used herein indicate existence 
of corresponding features (e.g., elements such as numeric 
values, functions, operations, or components) but do not 
exclude presence of additional features. 
0032. In the disclosure disclosed herein, the expressions 
“A or B', 'at least one of A or/and B, or "one or more of 
A or/and B, and the like used herein may include any and 
all combinations of one or more of the associated listed 
items. For example, the term “A or B', 'at least one of A and 
B', or “at least one of A or B may refer to all of the case 
(1) where at least one A is included, the case (2) where at 
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least one B is included, or the case (3) where both of at least 
one A and at least one B are included. 

0033. The terms, such as “first”, “second, and the like 
used herein may refer to various elements of various 
example embodiments, but do not limit the elements. Fur 
thermore, Such terms may be used to distinguish one element 
from another element. For example, “a first user device' and 
“a second user device' may indicate different user devices 
regardless of the order or priority thereof. For example, “a 
first user device' and “a second user device' indicate 
different user devices. 

0034. It will be understood that when an element (e.g., a 
first element) is referred to as being “(operatively or com 
municatively) coupled with/to’ or “connected to another 
element (e.g., a second element), it may be directly coupled 
with/to or connected to the other element or an intervening 
element (e.g., a third element) may be present. On the other 
hand, when an element (e.g., a first element) is referred to as 
being “directly coupled with?to’’ or “directly connected to 
another element (e.g., a second element), it should be 
understood that there are no intervening element (e.g., a 
third element). 
0035. According to the situation, the expression “config 
ured to used herein may be used as, for example, the 
expression “suitable for”, “having the capacity to’, 
"designed to”, “adapted to”, “made to’, or “capable of. The 
term “configured to must not mean only “specifically 
designed to in hardware. Instead, the expression "a device 
configured to may mean that the device is “capable of 
operating together with another device or other components. 
CPU, for example, a “processor configured to perform A, B, 
and C may refer, for example, to a dedicated processor 
(e.g., an embedded processor) for performing a correspond 
ing operation or a generic-purpose processor (e.g., a central 
processing unit (CPU) or an application processor) which 
may perform corresponding operations by executing one or 
more Software programs which are stored in a memory 
device. 

0036 Terms used in the present disclosure are used to 
describe various example embodiments and are not intended 
to limit the scope of the present disclosure. The terms of a 
singular form may include plural forms unless otherwise 
specified. Unless otherwise defined herein, all the terms used 
herein, which include technical or scientific terms, may have 
the same meaning that is generally understood by a person 
skilled in the art. It will be further understood that terms, 
which are defined in a dictionary and commonly used, 
should also be interpreted as is customary in the relevant 
related art and not in an idealized or overly formal manner 
unless expressly so defined herein in various example 
embodiments of the present disclosure. In some cases, even 
if terms are terms which are defined in the description, they 
may not be interpreted to exclude embodiments of the 
present disclosure. 
0037. An electronic device according to various example 
embodiments of the present disclosure may include at least 
one of Smartphones, tablet personal computers (PCs), 
mobile phones, video telephones, e-book readers, desktop 
PCs, laptop PCs, netbook computers, workstations, servers, 
personal digital assistants (PDAs), portable multimedia 
players (PMPs), Motion Picture Experts Group (MPEG-1 or 
MPEG-2) Audio Layer 3 (MP3) players, mobile medical 
devices, cameras, wearable devices (e.g., head-mounted 
devices (HMDs). Such as electronic glasses), an electronic 
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apparel, electronic bracelets, electronic necklaces, electronic 
appcessories, electronic tattoos, Smart watches, and the like, 
but are not limited thereto. 
0038 According to another example embodiment, the 
electronic devices may be home appliances. The home 
appliances may include at least one of for example, televi 
sions (TVs), digital versatile disc (DVD) players, audios, 
refrigerators, air conditioners, cleaners, ovens, microwave 
ovens, washing machines, air cleaners, set-top boxes, home 
automation control panels, security control panels, TV boxes 
(e.g., Samsung HomeSyncR), Apple TV(R), or Google TV(R), 
game consoles (e.g., XboxR) or PlayStation(R), electronic 
dictionaries, electronic keys, camcorders, electronic picture 
frames, or the like, but are not limited thereto. 
0039. According to another example embodiment, the 
electronic device may include at least one of medical 
devices (e.g., various portable medical measurement devices 
(e.g., a blood glucose monitoring device, a heartbeat mea 
Suring device, a blood pressure measuring device, a body 
temperature measuring device, and the like)), a magnetic 
resonance angiography (MRA), a magnetic resonance imag 
ing (MRI), a computed tomography (CT), Scanners, and 
ultrasonic devices), navigation devices, global positioning 
system (GPS) receivers, event data recorders (EDRs), flight 
data recorders (FDRs), vehicle infotainment devices, elec 
tronic equipment for vessels (e.g., navigation systems and 
gyrocompasses), avionics, security devices, head units for 
vehicles, industrial or home robots, automatic teller's 
machines (ATMs), points of sales (POSs), or internet of 
things (e.g., light bulbs, various sensors, electric or gas 
meters, sprinkler devices, fire alarms, thermostats, Street 
lamps, toasters, exercise equipment, hot water tanks, heat 
ers, boilers, and the like), or the like, but are not limited 
thereto. 
0040. According to another example embodiment, the 
electronic devices may include at least one of parts of 
furniture or buildings/structures, electronic boards, elec 
tronic signature receiving devices, projectors, or various 
measuring instruments (e.g., water meters, electricity 
meters, gas meters, or wave meters, and the like). In the 
various embodiments, the electronic device may be one of 
the above-described various devices or a combination 
thereof, or the like, but are not limited thereto. An electronic 
device according to an example embodiment may be a 
flexible device. Furthermore, an electronic device according 
to an example embodiment may not be limited to the 
above-described electronic devices and may include other 
electronic devices and new electronic devices according to 
the development of technologies. 
0041. Hereinafter, an electronic device according to the 
various example embodiments may be described with ref 
erence to the accompanying drawings. The term “user” used 
herein may refer to a person who uses an electronic device 
or may refer to a device (e.g., an artificial intelligence 
electronic device) that uses an electronic device. 
0042 FIG. 1 is a block diagram illustrating an example 
electronic device operation environment according to vari 
ous example embodiments. 
0043 Referring to FIG. 1, an electronic device operation 
environment 10 may include, for example, an electronic 
device 100 and/or at least one external electronic device 200. 
The electronic device 100 may receive an input, such as, for 
example, a user command (e.g., text or a voice) and may 
output an answer in response to analyzing the received 
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command. In this operation, the electronic device 100 may 
send, for example, the answer or link information (e.g., 
uniform resource locator (URL) address information, sound 
quick response (QR) information, or the like) associated 
with obtaining the answer to the at least one external 
electronic device 200. The external electronic device 200 
may output the response or the link information. The exter 
nal electronic device 200 may output an answer in response 
to receiving an input (e.g., a user input) or a control signal 
of the electronic device 100 (e.g., a signal for requesting the 
external electronic device 200 to output a response associ 
ated with the link information). In connection with output 
ting the link information, the external electronic device 200 
may receive and output the response from another device 
(e.g., another external electronic device, or a server which 
may provide the response) based on a communication mod 
ule embedded therein. According to various example 
embodiments, the external electronic device 200 may 
include an audio device which may receive a voice signal. 
If receiving the voice signal, the external electronic device 
200 may send the received voice signal to the electronic 
device 100. 

0044. In various example embodiments, the electronic 
device 100 may include a processor 120, a memory 130, an 
input device (e.g., including input circuitry) 150, a commu 
nication interface (e.g., including communication circuitry) 
170, an output device (e.g., an audio device 110 and/or a 
display 160), a sensor 180 (e.g., a camera or an image 
sensor), and a bus 115. Additionally or alternatively, if the 
electronic device 100 is manufactured in a specified form 
(e.g., a robot), it may further include an exercise module 
190. Also, the memory 130 may include, for example, a 
question database 131, an answer database 133, and/or user 
information 135. 

0045. The above-mentioned electronic device 100 may 
collect, for example, a command (e.g., a command of its 
user) based on the audio device 110, the input device 150, or 
the communication interface 170 and may output an answer 
to the collected command. In this operation, the electronic 
device 100 may collect context information associated with 
the user and may change a type of an answer to be output, 
a form of the answer to be output, and/or a device to which 
the answer will be output, based on the collected context 
information. The electronic device 100 may output at least 
one of a short answer or a descriptive answer via at least one 
specified device (e.g., the electronic device 100 or an 
external electronic device) based on the collected context 
information. 

0046. The memory 130 may include a volatile and/or 
non-volatile memory. The memory 130 may store, for 
example, a command or data associated with at least another 
of the components of the electronic device 100. According 
to an example embodiment, the memory 130 may store 
Software and/or a program (not shown). The program may 
include, for example, a kernel, a middleware, an application 
programming interface (API), and/or an least one applica 
tion program (or "at least one application'), and the like. At 
least part of the kernel, the middleware, or the API may be 
referred to as an operating system (OS). 
0047. The kernel may control or manage, for example, 
system resources (e.g., the bus 110, the processor 120, or the 
memory 130, and the like) used to execute an operation or 
function implemented in the other programs (e.g., the 
middleware, the API, or the application program). Also, as 
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the middleware, the API, or the application program 
accesses a separate component of the electronic device 100, 
the kernel may provide an interface which may control or 
manage system resources. 
0048. The middleware may play a role as, for example, a 
go-between such that the API or the application program 
communicates with the kernel to communicate data. 
0049. Also, the middleware may process one or more 
work requests, received from the application program, in 
order of priority. For example, the middleware may assign 
priority which may use system resources (the bus 110, the 
processor 120, or the memory 130, and the like) of the 
electronic device 100 to at least one of the at least one 
application program. For example, the middleware may 
perform scheduling or load balancing for the one or more 
work requests by processing the one or more work requests 
in order of the priority assigned to the at least one of the at 
least one application program. 
0050. The API may be, for example, an interface in which 
the application program controls a function provided from 
the kernel or the middleware. For example, the API may 
include at least one interface or function (e.g., a command) 
for file control, window control, image processing, or text 
control, and the like. 
0051. The memory 130 may store, for example, an oper 
ating system (OS) and the like associated with operating the 
electronic device 100. Also, the memory 130 may store an 
analysis program associated with analyzing a user voice and 
a user command. According to an example embodiment, the 
memory 130 may store a question database 131 and/or an 
answer database 133 in connection with Supporting a QA 
service. 
0052. The question database 131 may include, for 
example, data for a variety of short-answer questions or a 
variety of descriptive questions. In this regard, the question 
database 131 may include information mapped to questions 
on at least one short answer. Also, the question database 131 
may include information mapped to questions on at least one 
descriptive answer. In this regard, the question database 131 
may be operated in the form of being mapped to the answer 
database 133. 
0053 According to various example embodiments, the 
question database 131 may include attributes information of 
questions. The attributes information may include at least 
one item included in a main classification and at least item 
included in a Subclassification in connection with the items 
included in the main classification. For example, the ques 
tion database 131 may include attributes information asso 
ciated with 'economy, politics, sports, game, movie, music, 
entertainment, life,” or the likeas an item of the main 
classification. Also, the question database 131 may include 
attributes information associated with subclassifications of 
each main classification. The attributes information associ 
ated with the Subclassifications may include Subclassifica 
tions according to a region-based classification and Subclas 
sifications according to a type-based classification. 
According to an example embodiment, the “economy” cor 
responding to the item of the main classification may include 
a region-based subclassification Such as "household 
economy, local economy, or national economy'. The 
“economy” corresponding to the item of the main classifi 
cation may include a type-based Subclassification Such as 
“car, real estate, cash, or bond'. According to various 
example embodiments, a subclassification of the lift which 
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is the item of the main classification may include “food, 
exercise, study, leisure, health, or the like’. The attributes 
information classified into the above-mentioned main clas 
sification or Subclassification may vary in form of classifi 
cation according to a system design scheme, a policy, or the 
like. For example, attributes information stored in the above 
mentioned question database 131 may be used to determine 
attributes of a question analyzed by a user Voice analysis. 
0054 The answer database 133 may include, for 
example, a short answer and/or a descriptive answer to at 
least one question. The answer database 133 may include 
short answers mapped to at least one question stored in the 
question database 131 or descriptive answers mapped to at 
least one question. The answer database 133 may include 
attributes information about the short answers or the descrip 
tive answers. The short answers or the descriptive answers 
may include information similar to attributes information 
about classifications described in the question database 131. 
According to various example embodiments, attributes 
information about an answer? question may include a text 
length of the answer, information indicating a special letter 
is included, a category, or combinations thereof. 
0055 According to various example embodiments, the 
descriptive answer may include, for example, a time series 
answer or a non-time series answer of a length or more. The 
time series answer may include answers classified into at 
least one stage. In connection with the time series answer, 
the answer database 133 may include condition information. 
The condition information may include conditions for out 
putting a next-stage answer in the time series answers. 
According to an example embodiment, the condition infor 
mation may include sensor information or voice informa 
tion. 

0056 Further, the memory 130 may store, for example, 
the user information 135. The user information 135 may 
include information about an age of the user, information 
indicating whether he or she married, information about his 
or her job, information about his or her position, information 
about his or her height, information about his or her weight, 
information about his or her children, information about his 
or her favorite food, information about his or her hobby, 
information about his or her specialty, and/or his or her 
health information. The above-mentioned user information 
135 may be information input by the user. The health 
information and the like of the user may include information 
produced based on biometric information collected by the 
sensor 180. 

0057 According to various embodiments, the memory 
130 may store sensor information collected by the sensor 
180. The stored sensor information may include at least one 
information associated with activity or a form of the user or 
an environment around him or her. The sensor information 
may be used to collect face identification information of the 
user, his or her operation information (or movement infor 
mation of the electronic device 100 according to a user 
operation), his or her height information, information about 
an object held by him or her, information about an object 
worn by him or her, information about an object located 
around him or her, temperature information, humidity infor 
mation, weather information, or information about a point 
where he or she is located (e.g., information about his or her 
home or office and information about a living room, a 
bathhouse, and a kitchen of his or her home). 
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0058. The input device 150 may include various input 
circuitry, for example, at least one device which may gen 
erate an input signal on the electronic device 100. The input 
device 150 may include various input circuitry, such as, for 
example, and without limitation, at least one button, a 
joystick, a touchpad, a touch panel, a keyboard, and the like. 
The input device 150 may generate an input signal associ 
ated with turning on or off the electronic device 100, an input 
signal associated with activating or deactivating a QA 
service, and the like in response to a user input. According 
to various example embodiments, the input device 150 may 
generate an external electronic device selection signal for 
outputting answer or link information, in response to a user 
input. In this regard, the electronic device 100 may perform 
a function of searching the external electronic device 200 
and/or a function of outputting a list. 
0059. The audio device 100 may include, for example, at 
least one microphone and/or at least one speaker. The 
microphone may be used to collect a voice of the user. The 
microphone may have an always-on state while power is 
supplied. The microphone may be activated if the user 
approaches the microphone within a distance, based on 
analyzing information of the sensor 180. The speaker may 
be used to output audio information corresponding to the 
aSW. 

0060. The display 160 may include, for example, a liquid 
crystal display (LCD), a light emitting diode (LED) display, 
an organic LED (OLED) display, a microelectromechanical 
systems (MEMS) display, or an electronic paper display, or 
the like, but is not limited thereto. The display 160 may 
display, for example, a variety of content (e.g., text, images, 
videos, icons, or symbols, and the like) to the user. The 
display 160 may include a touch screen, and may receive, for 
example, touch, gesture, proximity, or a hovering input 
using an electronic pen or part of a body of the user. 
0061 The display 160 may output, for example, infor 
mation associated with operating the electronic device 100. 
According to an example embodiment, the display 160 may 
output at least one menu item and the like associated with 
operating the electronic device 100. The display 160 may 
output a list of the at least one found external electronic 
device 200. The display 160 may output a screen and the like 
of sending answer or link information to the external elec 
tronic device 200. 

0062. The communication interface 170 may include 
various communication circuitry configured to establish 
communication between, for example, the electronic device 
100 and an external device (e.g., an external electronic 
device 200 or a server). For example, the communication 
interface 170 may include various communication circuitry 
to connect to a network through wireless communication or 
wired communication and may communicate with the exter 
nal device (e.g., a second external electronic device or a 
server). 
0063. The wireless communication may use, for 
example, at least one of long term evolution (LTE), LTE 
advanced (LIE-A), code division multiple access (CDMA), 
wideband CDMA (WCDMA), universal mobile telecommu 
nications system (UMTS), wireless broadband (WiBro), or 
global system for mobile communications (GSM), and the 
like as a cellular communication protocol. The wireless 
communication may include, for example, local-area com 
munication. The local-area communication may include, for 
example, at least one of wireless-fidelity (Wi-Fi) communi 
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cation, Bluetooth (BT) communication, near field commu 
nication (NFC), or global navigation satellite system 
(GNSS) communication, and the like. 
0064. An MST module may generate a pulse based on 
transmission data using an electromagnetic signal and may 
generate a magnetic field signal based on the pulse. The 
electronic device 100 may output the magnetic field signal 
to a point of sales (POS) system. The POS system may 
restore the data by detecting the magnetic field signal using 
an MST reader and converting the detected magnetic field 
signal into an electric signal. 
0065. The GNSS may include, for example, at least one 
of a global positioning system (GPS), a Glomass, a Beidou 
navigation satellite system (hereinafter referred to as “Bei 
dou'), or a Galileo (i.e., the European global satellite-based 
navigation system) according to an available area or a 
bandwidth, and the like. Hereinafter, the “GPS used herein 
may be interchangeably with the “GNSS’’. The wired com 
munication may include at least one of for example, uni 
versal serial bus (USB) communication, high definition 
multimedia interface (HDMI) communication, recom 
mended standard 232 (RS-232) communication, or plain old 
telephone service (POTS) communication, and the like. The 
network may include a telecommunications network, for 
example, at least one of a computer network (e.g., a local 
area network (LAN) or a wide area network (WAN)), the 
Internet, or a telephone network. 
0066. The communication interface 170 may include 
Various communication circuitry configured to Support, for 
example, a communication function of the electronic device 
100. The communication interface 170 may receive a com 
mand from the user, and may support a scan function 
associated with searching the at least one external electronic 
device 200, a function of establishing a communication 
channel with the at least one selected external electronic 
device 200, a function of sending answer or link information 
to the external electronic device, and the like. According to 
various example embodiments, the communication interface 
170 may receive a user voice signal or a command collected 
by the external electronic device 200. 
0067. In connection with supporting the above-men 
tioned functions, the communication interface 170 may 
include communication circuitry Such as a short-distance 
wireless communication module which may establish a 
communication channel at a short distance with the at least 
one external electronic device 200. According to various 
example embodiments, the communication interface 170 
may include various communication circuitry configured to 
perform a function of sending voice analysis information to 
a server and receiving an answer corresponding to the Voice 
analysis information from the server. The communication 
interface 170 may include communication circuitry config 
ured to send a voice command to the external electronic 
device 200 and may receive an answer corresponding to the 
sent voice command from the external electronic device 200. 
In connection with performing the above-mentioned func 
tion, the communication interface 170 may include various 
communication circuitry, Such as, for example, and without 
limitation, a mobile communication module, a communica 
tion module for Supporting Internet communication, or the 
like. 

0068. The sensor 180 may collect, for example, a variety 
of sensor information associated with the user. The sensor 
180 may include an image sensor, a proximity sensor, a 
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tactile sensor, an illumination sensor, a temperature sensor, 
a humidity sensor, a biometric sensor, an acceleration sensor, 
a geomagnetic sensor, and the like. According to an example 
embodiment, the sensor 180 may collect at least one of 
image information about a face, pupil, or body of the user, 
image information about clothes or a bag worn by him or her 
or an object held by him or her, his or her operation 
information, distance information from him or her, tempera 
ture information around him or her, humidity information 
around him or her, or his or her location information. The 
sensor information may be provided to verify (or confirm, or 
ascertain, or identify) context information. 
0069. The exercise module 190 may be included in the 
electronic device 100, if the electronic device 100 has a 
specified form (e.g., a robot) where it is necessary to move 
the electronic device 100. The exercise module 190 may be 
configured to perform a straight-line motion or a curvilinear 
motion of at least part of the electronic device 100 in a 
direction. Such exercise module 190 may include at least 
one gear, spindle, belt, or wheel. 
0070 The processor 120 may include one or more of a 
central processing unit (CPU), an application processor 
(AP), and/or a communication processor (CP). The proces 
Sor 120 may execute, for example, calculation or data 
processing about control and/or communication of at least 
another of components of the electronic device 100. The 
above-mentioned processor 120 may analyze a user com 
mand and may output at least one of an answer or additional 
information generated in connection with the answer, based 
on the analyzed data. 
0071. An example embodiment is exemplified as all the 
components such as the processor 120, the memory 130, the 
input device 150, the communication interface 170, the 
output device (e.g., the audio device 110 and/or the display 
160), the sensor 180, or the exercise module 190 are 
included the one electronic device 100. However, various 
embodiments are not limited thereto. For example, at least 
part of the processor 120, the memory 130, the input device 
150, the communication interface 170, the output device 
(e.g., the audio device 110 and/or the display 160), the 
sensor 180, or the exercise module 190 may be divided and 
implemented in the electronic device 100 and the external 
electronic device 200 based on a role, a function, or perfor 
mance of the electronic device 100. 

0072 Each of the electronic device 100 and the external 
electronic device 200 may be the same as or a different 
device. According to an example embodiment, the server 
may include a group of one or more servers. According to 
various example embodiments, all or some of operations 
executed in the electronic device 100 may be executed in 
another electronic device or a plurality of electronic devices 
(e.g., external electronic device 200, or the server). Accord 
ing to an example embodiment, if the electronic device 100 
should perform any function or service automatically or 
according to a request, it may request another device (e.g., 
external electronic device 200, or the server) to perform at 
least part of the function or service, rather than executing the 
function or service for itself or in addition to the function or 
service. The other electronic device (e.g., external electronic 
device 200, or the server) may execute the requested func 
tion or the added function and may transmit the executed 
result to the electronic device 100. The electronic device 100 
may process the received result without change or addition 
ally and may provide the requested function or service. For 

Jun. 1, 2017 

this purpose, for example, cloud computing technologies, 
distributed computing technologies, or client-server com 
puting technologies may be used. 
0073 FIG. 2 is a block diagram illustrating an example of 
a processor according to an example embodiment. 
0074 Referring to FIG. 2, a processor 120 according to 
an embodiment may include a question processing module 
121, an additional information generation module 123, an 
output module 125, and an exercise control module 127. In 
various embodiments, at least one of the components of the 
processor 120 may be omitted from the processor 120, or 
another component may be additionally included in the 
processor 120. The various modules may be realized in 
hardware (e.g., circuitry), Software, firmware or a combina 
tion of these. 
0075. The question processing module 121 may collect, 
for example, a user command signal via an audio device 110 
or a communication interface 170 of FIG. 1. In this regard, 
the question processing module 121 may control activation 
or deactivation of the audio device 110. When receiving a 
request to transmit a user command signal from an external 
electronic device 200 of FIG. 1, the question processing 
module 121 may receive the user command signal and may 
analyze the received user command signal. The question 
processing module 121 may recognize a command for the 
collected command signal and may convert the command 
into text. The question processing module 121 may extract 
important words from the converted text, may analyze the 
extracted words, postpositions, and the like, and may extract 
an answer associated with a question. In this regard, the 
question processing module 121 may use a question data 
base 131 and/or an answer database 133. 

0076 According to various example embodiments, the 
question processing module 121 may omit converting a 
question received in the form of text via the communication 
interface 130 into text. According to an example embodi 
ment, the external electronic device 200 may collect a user 
Voice signal, may convert the collected user voice signal into 
text and may send the text to the electronic device 100. For 
example, the external electronic device 200 may obtain 
information of a noise level of an audio signal collected by 
its microphone. If the noise level is greater than or equal to 
a specified level, the external electronic device 200 may 
filter a noise of obtained audio information, may convert the 
filtered audio information into text, and may send the text to 
the electronic device 100. 

0077 According to various example embodiments, the 
question processing module 121 may obtain information of 
a noise level in collected audio information. If a noise level 
is greater than or equal to a level, the question processing 
module 121 may output a user interface for entering text. 
The question processing module 121 may determine a 
distance between a point where a collected Voice signal is 
spoken and an electronic device 100 of FIG. 1 is greater than 
or equal to a specified separation distance. If the separation 
distance is greater than or equal to a specified distance, the 
question processing module 121 may output a user interface 
for entering text. According to various example embodi 
ments, the question processing module 121 may identify 
stored user information and may output a user interface 
associated with automatically entering text. For example, the 
question processing module 121 may obtain user informa 
tion of the external electronic device 200 which establishes 
a communication channel. If the user of the external elec 
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tronic device 200 is a user who cannot input a voice 
command, the question processing module 121 may output 
a user interface associated with automatically entering text. 
0078. According to various example embodiments, the 
question processing module 121 may determine at least one 
of attributes information of a question and/or attributes 
information of an answer using the question database 131 
and/or the answer database 133. According to various 
example embodiments, if there is no data corresponding to 
an analyzed question in the question database 131 and/or the 
answer database 133, the question processing module 121 
may send the data to a server and may collect answer or link 
information corresponding to the data, address information 
of the server, or storage location information stored in the 
server. The question processing module 121 may collect 
address information or link information of the electronic 
device 100 which stores an answer corresponding to the 
analyzed question. 
007.9 The question processing module 121 may control 
activation of a sensor 180 of FIG. 1. For example, if a user 
command signal is collected, the question processing mod 
ule 121 may activate the sensor 180 and collect context 
information. According to an example embodiment, the 
question processing module 121 may collect face recogni 
tion information of the user, distance information (e.g., 
information about a separation distance between the elec 
tronic device 100 and the user), information about a direc 
tion observed by his or her face, information about a location 
where the user is located, or the like. 
0080. The additional information generation module 123 
may generate, for example, additional information based on 
attributes information associated with an obtained answer or 
question. The additional information generation module 123 
may collect another information which belongs to a classi 
fication (or category) of an obtained answer. If attributes 
information of an answer is about money, the additional 
information generation module 123 may generate another 
answer which belongs to an economy classification, for 
example, information about conditions of the stock market 
or conditions of the real estate as additional information. If 
the attributes information of the answer is about food, the 
additional information generation module 123 may generate 
another type of food associated with food found as the 
answer or a characteristic of the found food as additional 
information. 

0081. According to various example embodiments, the 
additional information generation module 123 may generate 
additional information corresponding to a specified condi 
tion based on attributes information and context informa 
tion. For example, if an answer associated with a length is 
found, the additional information generation module 123 
may obtain height information of the user from the context 
information, and may generate additional information about 
a correlation between the obtained height information and 
the length. According to an example embodiment, if a 
question is about a height of Mount Everest and if an answer 
to the question is 8848 m, the additional information gen 
eration module 123 may generate a relationship (e.g., a rate) 
between a height of the user and the height of the Mount 
Everest as additional information. The height of the user 
may be obtained from previously input user information or 
may be obtained by analyzing an image of the user, captured 
by the sensor 180 (e.g., an image sensor). 
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I0082. According to various example embodiments, if a 
name of a specific person is found as an answer to a question 
about the specified person, the additional information gen 
eration module 123 may generate information about a rela 
tionship between the corresponding person and the user 
(e.g., a person who has the same family name, a person who 
graduates from the same School, or the like) as additional 
information. In this operation, if a plurality of persons who 
have the same family name or graduate from the same 
School are found, the additional information generation 
module 123 may select a person having awareness of a level 
or more, may collect person information about the selected 
person to generate the collected person information as 
additional information. For example, the additional infor 
mation generation module 123 may send a name of a person 
to a server and may generate person information about a 
person found the number or more of times among persons 
found using the corresponding name as additional informa 
tion. 

I0083. According to various example embodiments, if a 
name of a specific electronic device is found as an answer to 
a question about the electronic device, the additional infor 
mation generation module 123 may generate a relationship 
between the found electronic device and an electronic device 
of the user (e.g., information indicating whether the found 
electronic device interworks with the electronic device of 
the user, version information, and the like) as additional 
information. Alternatively, the additional information gen 
eration module 123 may generate a method of using the 
found electronic device as additional information. The addi 
tional information generation module 123 may generate 
additional information based on price information, size 
information, and the like of the found electronic device. 
I0084. According to various example embodiments, the 
additional information generation module 123 may generate 
additional information based on answer history. For 
example, the additional information generation module 123 
may manage asked questions and answers to the correspond 
ing questions as history. According to an example embodi 
ment, the electronic device 100 may perform an electronic 
book (e-book) read function stored in a memory 130 of FIG. 
1. In this example, the electronic device 100 may store and 
manage data about when the user read any e-book. If a 
request to read a new book occurs, the additional informa 
tion generation module 123 may generate a description, a 
picture, or audio information associated with words included 
in the new book as additional information. For example, the 
additional information generation module 123 may generate 
an image which is associated with a specific word included 
in the new book and is included in a book having previously 
read history as additional information. 
I0085. According to various example embodiments, the 
additional information generation module 123 may classify 
user information according to users and may store and 
manage the classified user information, in connection with 
answer history. For example, the additional information 
generation module 123 may collect user information for 
each family member (e.g., personal information for each 
user, audio feature information for distinguishing a speaker, 
preference information, information about an electronic 
device which is being operated for each user, and the like). 
The additional information generation module 123 may 
classify answer history according to users and may store and 
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manage the classified answer history, while providing ques 
tions asked for each user and answers to the corresponding 
questions. 
I0086. When an answer to a question of a specific user is 
selected, the additional information generation module 123 
may generate additional information in a different way based 
on a grade (or a relationship, a location, and the like) of the 
corresponding user. For example, the additional information 
generation module 123 may generate additional information 
associated with a question and answer of a father or a mother 
among family members and additional information associ 
ated with a question and answer of a son or a daughter in a 
different way and may output the generated additional 
information. According to an example embodiment, if a 
Schoolchild asks about a tomorrow schedule, an answer may 
be school attendance, and the additional information gen 
eration module 123 may generate a class Schedule table as 
additional information. If a mother who has a schoolchild 
asks about a tomorrow Schedule, an answer may be the same 
School attendance as an answer of the schoolchild, the 
additional information generation module 123 may generate 
additional information including a class schedule table of the 
schoolchild and a schedule table associated with traffic 
guidance. 
0087. According to various example embodiments, when 
generating additional information associated with exercise, 
the additional information generation module 123 may pro 
vide differentiated information based on user information. 
The additional information generation module 123 may 
generate additional information in which a form of exercise 
to be performed or a goal amount of exercise is set in a 
different way, based on user information. For example, if 
receiving a question item about a yoga posture, the elec 
tronic device 100 may output an answer about various yoga 
postures (e.g., at least one of text information, audio infor 
mation, or image information). The additional information 
generation module 123 may provide a relatively easy yoga 
posture or a relatively difficult yoga posture as additional 
information based on user information. The additional infor 
mation generation module 123 may provide different yoga 
postures as additional information based on exercise history 
for each user, an amount of usual exercise, and the like. 
0088 According to various example embodiments, when 
generating additional information associated with exercise, 
the additional information generation module 123 may gen 
erate the additional information based on answer history. For 
example, when new exercise is performed, the additional 
information generation module 123 may obtain previously 
performed exercise history (e.g., obtained through answer 
history) and may generate additional information to refer to 
a similar exercise posture or operation in connection with a 
new exercise posture or operation. In this regard, the addi 
tional information generation module 123 may extract a 
feature point for the new exercise posture or operation and 
may search for history of an exercise posture or operation 
having a matching rate of a specified level or more. If there 
are a plurality of found information, the additional informa 
tion generation module 123 may first provide an exercise 
posture or operation with a high matching rate or may 
provide all of found information in the form of a multi-view. 
0089. According to various example embodiments, the 
additional information generation module 123 may provide 
additional information for each stage in connection with 
exercise information. For example, if a question about 
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exercise occurs, the electronic device 100 may output a text 
description or image associated with various exercise types 
as an answer. When providing information about various 
types of exercise (e.g., a push-up, sit-up, a chin-up, and the 
like), the additional information generation module 123 may 
generate a relatively easy or difficult type of exercise or an 
amount of the exercise as additional information and may 
provide the additional information, based on user informa 
tion (e.g., a body condition of the user, an amount of usual 
exercise, and the like). 
0090 According to various example embodiments, the 
additional information generation module 123 may config 
ure analects based on expressions frequently used by the 
user and may generate additional information based on the 
analects. For example, if generating the additional informa 
tion, the additional information generation module 123 may 
replace words having the same meaning among words 
included in the additional information with words included 
in the analects of the user. Thus, the additional information 
generation module 123 may support describing information 
using words or expressions which are more familiar to the 
USC. 

0091. According to various example embodiments, when 
referring to information associated with generating addi 
tional information, the additional information generation 
module 123 may use a database stored in at least one 
external electronic device. For example, if a word (or 
sentence) associated with generating additional information 
is found, the additional information generation module 123 
may send the corresponding word to at least one external 
electronic device and may collect information associated 
with the corresponding word from the external electronic 
device. The additional information generation module 123 
may send attributes information associated with a question 
or answer to the external electronic device and may collect 
information corresponding to the attributes information 
among information stored in the external electronic device. 
0092. The additional information generation module 123 
may select a specified external electronic device based on 
attributes information of a question or answer and may share 
a database of the selected external electronic device. For 
example, the additional information generation module 123 
may share a database stored in a memory of at least one of 
external electronic devices, such as a refrigerator, a washing 
machine, a microwave, a television (TV), an audio device, 
a projector, and a desktop computer, or the like, which are 
connected or may be connected over a communication 
channel. In this regard, the electronic device 100 may store 
and manage a mapping list of mapping at least one external 
electronic device for each attributes information. The addi 
tional information generation module 123 may generate 
additional information based on the collected information or 
the shared database. 
0093. The output module 125 may output, for example, 
an answer to a question to a specified device (e.g., the 
external electronic device 200). The output module 125 may 
convert a found answer into a voice signal and may output 
the converted audio signal via an audio device 110 of FIG. 
1. The output module 125 may output the found answer via 
an audio device of the external electronic device 200. 
According to an example embodiment, if there is the exter 
nal electronic device 200 within a distance with respect to a 
location where the user is arranged, the output module 125 
may control the external electronic device 200 to output an 
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answer via the corresponding external electronic device 200. 
When outputting the answer, the output module 125 may 
output the answer (e.g., output the answer as audio infor 
mation or screen information) to a plurality of specified 
devices (e.g., the at least one external electronic device 200). 
0094. According to various example embodiments, the 
output module 125 may change a form of an answer to be 
output, based on a characteristic of the answer to a question. 
For example, if a found answer is a short answer, the output 
module 125 may convert the answer into a voice signal and 
may output the converted audio signal over the audio device 
110. If the found answer is a descriptive answer, the output 
module 125 may output the answer as Screen information 
(for this purpose, convert the Voice signal into text and 
output the text), while converting the corresponding answer 
into a voice signal and outputting the Voice signal. Also, the 
output module 125 may determine whether a specified 
condition is met, based on a characteristic of an answer to a 
question. If the specified answer is met, the output module 
125 may output the corresponding answer to a specified 
device (e.g., the external electronic device 200). If a time 
series answer is found, the output module 125 may output 
part of the answer. If a specified condition (e.g., a condition 
in which specified context information is obtained) is met, 
the output module 125 may output next answers. 
0095 According to various example embodiments, if an 
answer including an image or a formula is found, the output 
module 125 may output Screen information on a device (e.g., 
the electronic device 100 or the at least one electronic device 
200). In this case, the output module 125 may output audio 
information of providing that the answer is output as the 
screen information. The output module 125 may output 
audio information of providing notification that the answer 
is output to any device (e.g., the specific external electronic 
device 200). 
0096. According to various example embodiments, the 
output module 125 may perform output retry based on a 
monitored result. For example, the output module 125 may 
analyze audio information collected via a microphone of the 
electronic device 100 and may determine that audio infor 
mation of a specified form is collected. If the audio infor 
mation of the specified form is not collected and if a 
specified time elapses, the output module 125 may output 
previously output information again. According to an 
example embodiment, the output module 125 may classify 
and output a specified Song at intervals. The output module 
125 may output the song during a first interval and may 
collect audio information spoken by the user. If a form of the 
audio information is identical to the specified form, the 
output module 125 may output the Song during a next second 
interval. According to various example embodiments, the 
output module 125 may apply comparison criteria for audio 
information collected for each user information in a different 
way. For example, the output module 125 may apply a 
condition of a specified form in a different way based on a 
Song career of the user (e.g., obtained by a user input), 
previous singing history (e.g., score history for each Song), 
or the like. If the song career of or the previous singing 
history is relatively fewer, the output module 125 may 
provide a relatively lower (or weaker) condition. Thus, 
although the user sings relatively badly (e.g., although there 
is many times a beat or pitch is wrong), the output module 
125 may pass a current interval and may output a next 
interval. 
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0097. According to various example embodiments, the 
electronic device 100 (e.g., the question processing module 
121 of the processor 120) may receive a question in con 
nection with a game using assembly blocks and may obtain 
an assembly method for each stage as an answer in response 
to the question. The output module 125 may analyze an 
image for a form of assembling assembly blocks and may 
determine whether a current stage is any assembly stage 
based on the analyzed image. The output module 125 may 
output an assembly description of a next stage for each 
assembly stage (e.g., a description of a form of necessary 
blocks, the number of the necessary blocks, and a location 
where the blocks should be arranged). 
0098. According to various example embodiments, the 
output module 125 may perform classification for each user 
based on a collected Voice command. The output module 
125 may output a timbre, a tone, a tempo, and the like of 
information to be output for each user in a different way. For 
example, if the user is a child, the output module 125 may 
output an answer or additional information using a Voice of 
a relatively Sonorous tone or at a relatively slow speed. 
0099. According to various example embodiments, the 
output module 125 may change a type of an external 
electronic device for outputting an answer or additional 
information, based on the user which inputs a question. For 
example, the output module 125 may send an answer or 
additional information to an electronic device used by the 
user who inputs a question. In this regard, the output module 
125 may search for a currently connected user electronic 
device or may connect a communication channel with an 
electronic device registered in connection with the user (e.g., 
perform pairing). If a plurality of electronic devices are 
registered in connection with the user who input a question, 
the output module 125 may send an answer or additional 
information to an electronic device registered as a wearable 
device. 

0100. According to various example embodiments, the 
output module 125 may collect user information or infor 
mation used to generate additional information from a 
memory of the connected electronic device. The output 
module 125 may output an answer or additional information 
based on a Voice. If information Such as an image or a 
formula is included in the answer or additional information, 
the output module 125 may send the corresponding answer 
to an electronic device associated with the user. 

0101 The exercise control module 127 may control, for 
example, an exercise function of the electronic device 100. 
If a direction in which a voice signal of the user is collected 
is detected based on a plurality of microphones, the exercise 
control module 127 may control (e.g., rotate or move) the 
electronic device 100 such that a face of the electronic 
device 100 (e.g., a region where a display 160 is arranged or 
a region where the sensor 180 (e.g., a camera or an image 
sensor) is arranged) looks at the direction in which the Voice 
signal of the user is collected. If a voice signal of the user 
is of a level or less, the exercise control module 127 may 
control the electronic device 100 such that the electronic 
device 100 moves to a point at which the voice signal of the 
user is spoken. The exercise control module 127 may be 
moved in a form on the user to capture an activity state of 
the user. The exercise control module 127 may be moved to 
a location where an image of a specified image is capture, 
based on a plurality of images collected at various angles. 
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0102) According to various example embodiments, at 
least some of the question processing module 121, the 
additional information generation module 123, the output 
module 125, and the exercise control module 127 may be 
implemented with software, firmware, hardware, or at least 
two or more combinations thereof. At least some of the 
question processing module 121, the additional information 
generation module 123, the output module 125, and the 
exercise control module 127 may be implemented (e.g., 
executed) by a processor (e.g., the processor 120). At least 
Some of the question processing module 121, the additional 
information generation module 123, the output module 125, 
and the exercise control module 127 may include, for 
example, a module (e.g., including circuitry), a program, a 
routine, sets of instructions, a process, or the like for 
performing one or more functions. 
0103) According to various example embodiments, the 
present disclosure may provide an electronic device. The 
electronic device may include a communication interface 
comprising communication circuitry and a processor con 
figured to functionally connect with the communication 
interface, wherein the processor is configured to: obtain a 
Voice signal of a user, obtain context information associated 
with the user in connection with obtaining the Voice signal, 
determine first response information corresponding to the 
Voice signal, if the context information meets a first condi 
tion, determine second response information corresponding 
to the Voice signal, if the context information meets a second 
condition and send at least part of response information 
corresponding to the first response information or the second 
response information to an output device operatively con 
nected with the electronic device or an external electronic 
device for the electronic device. 
0104. According to various example embodiments, the 
electronic device may further include a microphone, 
wherein the processor is configured to receive the voice 
signal from the user using the microphone. 
0105. According to various example embodiments, the 
processor is configured to receive the Voice signal from the 
external electronic device or another external electronic 
device via the communication circuitry. 
0106. According to various example embodiments, the 
electronic device may further include an image sensor or 
camera configured to obtain an image associated with the 
user, wherein the processor is configured to obtain the 
context information further based on the image. 
0107 According to various example embodiments, the 
processor is configured to obtain attributes information to 
distinguish kinds or category, or contents of the response 
information and provide the answer information using a 
method different from a method for providing the answer 
information, if the attributes information meets a condition. 
0108. According to various example embodiments, the 
method may include a method for providing the answer 
information through a Sound, and wherein the processor is 
configured to provide the answer information as an image or 
text, if the attributes information meets the condition. 
0109 According to various example embodiments, the 
attributes information comprises a text length of the answer 
information, information indicating whether a special letter 
is included, a category, or combinations thereof, and wherein 
the processor is configured to generate information corre 
sponding to the condition based on at least part of the 
attributes information. 

Jun. 1, 2017 

0110. According to various example embodiments, the 
present disclosure may provide an electronic device. The 
electronic device may include an audio device configured to 
obtain a voice signal, a memory configured to store a 
question or an answer associated with the Voice signal and 
a processor configured to operatively connect with the audio 
device or the memory, wherein the processor is configured 
to: convert the obtained Voice signal into text, search for a 
question corresponding to the converted text or an answer 
corresponding to the question based on data stored in the 
memory, obtain attributes information of the found question 
or answer, generate additional information based on the 
answer and the attributes information and output at least one 
of the answer or the additional information. 
0111. According to various example embodiments, the 
electronic device may further include a sensor configured to 
obtain an image, wherein the processor is configured to 
obtain an image (e.g., a peripheral image) using the sensor 
and output at least one of the answer or the additional 
information, if a result of analyzing the obtained image 
meets a condition. 
0112 According to various example embodiments, the 
processor is configured to convert the additional information 
into a voice signal and output the converted Voice signal. 
0113. According to various example embodiments, the 
processor is configured to output information which is not 
converted into a voice signal in the additional information 
on a screen of a device. 
0114. According to various example embodiments, the 
processor is configured to output address information cor 
responding to a storage location at which the additional 
information is stored, on a screen of a device. 
0115 According to various example embodiments, the 
processor is configured to output at least part of the answer 
and wait for outputting next part of the answer until a 
condition is met. 
0116. According to various example embodiments, the 
processor is configured to output next part of the output 
answer in the answer, if the condition is met and output an 
answer to another question, if the other answer is received 
before the condition is met. 
0117 FIG. 3 is a flowchart illustrating an example of a 
QA processing method according to an example embodi 
ment. 

0118 Referring to FIG. 3, in connection with the QA 
processing method according to an example embodiment, in 
operation 301, a processor 120 (e.g., a question processing 
module 121) of FIG. 2 may collect and analyze a voice. For 
example, the processor 120 may activate an audio device 
110 of FIG. 1 to collect a user voice signal. The processor 
120 may receive a user command signal from a specified 
external electronic device 200 of FIG. 1 via a communica 
tion interface 170 of FIG. 1. If an input is a voice, the 
processor 120 may convert the voice into text based on a 
Voice recognition function. In this regard, the electronic 
device 100 of FIG. 1 may include a voice recognition 
program and a voice recognition database. The processor 
120 may extract a subject, an object, a predicate, and the like 
from the converted text and may compose a sentence using 
the extracted information. The processor 120 may extract 
words from the converted text. The processor 120 may 
search for a response corresponding to the sentence config 
ured based on the text or the extracted words. In this regard, 
the processor 120 may search a question database 131 and 
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an answer database 133 of FIG. 1 for an answer correspond 
ing to an extracted question. According to various example 
embodiments, if there is no data corresponding to a question 
in the question database 131, the processor 120 may send an 
extracted question to an external server via the communi 
cation interface 170 and may receive an answer correspond 
ing to the question from the external server. 
0119. In operation 303, the processor 120 (e.g., the ques 
tion processing module 121) may determine whether the 
analyzed result is a specified short-answer question. In this 
regard, as described above, the processor 120 may obtain 
information of a length of an answer using the question 
database 131. If the text length of the answer is within a 
specified length (e.g., if the answer is configured with one 
word, if the answer is a compound word having one word 
meaning, or if the text length of the answer is within 10 
letters), the processor 120 may determine the analyzed result 
as the specified short-answer question. 
0120 If the analyzed result is the specified short-answer 
question, in operation 305, the processor 120 (e.g., an 
additional information generation module 123 of FIG. 2) 
may generate additional information based on attributes of a 
question or attributes of a short answer. For example, the 
processor 120 may collect attributes information about a 
question or an answer based on the question database 131 or 
the answer database 133. The processor 120 may collect 
information associated with the same attributes information 
(e.g., a main classification or a Subclassification) as the 
collected attributes information as additional information. 
For example, the processor 120 may generate a news article, 
user search history information, and the like which belong to 
the same classification as the attribute information as addi 
tional information. 

0121 According to various example embodiments, the 
processor 120 may collect context information and may 
generate additional information which includes the collected 
context information and the attributes information in com 
mon. For example, if a question associated with a location 
or a place name is received, the processor 120 may collect 
current location information as context information. The 
processor 120 may generate additional information associ 
ated with a current location (e.g., news associated with the 
current location, building or place name information corre 
sponding to the current location, and the like). The processor 
120 may compare the answer with the context information 
and may generate additional information corresponding to 
the compared result. For example, if a question associated 
with a height, a length, or an area is received, the processor 
120 may collect user information as context information. 
The processor 120 may compare the user information with 
question or answer information and may generate the com 
pared result as additional information. 
0122. In operation 307, the processor 120 (e.g., an output 
module 125 of FIG. 2) may output at least one of a short 
answer or additional information. For example, the proces 
Sor 120 may generate a voice signal corresponding to the 
short answer and may output the generated Voice signal. The 
processor 120 may output a short answer, may convert 
additional information into a voice signal, and may output 
the Voice signal corresponding to the additional information. 
According to various example embodiments, after output 
ting a short answer, if a specified condition is met, the 
processor 120 may output additional information. After 
outputting a short answer, if a user gesture for requesting to 
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output additional information occurs, the processor 120 may 
output additional information. 
I0123. If the analyzed result is not the specified short 
answer question, in operation 309, the processor 120 (e.g., 
the question processing module 121) may determine 
whether the analyzed result is a specified descriptive ques 
tion. For example, if a length of an answer corresponding to 
a question is greater than or equal to a specified length, if the 
answer is configured with a plurality of sentences, or if the 
answer includes a specified number or more of words, the 
processor 120 may determine the analyzed result as a 
descriptive question for a descriptive answer. 
0.124. If the analyzed result is the specified descriptive 
question, in operation 311, the processor 120 (e.g., the 
output module 125) may obtain and output a descriptive 
answer using a database or a server. The processor 120 may 
convert the descriptive answer into a voice signal and may 
output the voice signal via an audio device 110 of FIG. 1. 
The processor 120 may search the at least one external 
electronic device 200 and may send a voice signal a device 
having voice signal output history or a device according to 
user selection among the at least one found external elec 
tronic device 200. According to various example embodi 
ments, the processor 120 may generate additional informa 
tion about a descriptive answer and may selectively output 
the generated additional information. When generating the 
additional information about the descriptive answer, the 
processor 120 may generate the additional information 
based on attributes information stored in the question data 
base 131 or the answer database 133. The processor 120 may 
collect context information using a sensor 180 and the like 
of FIG. 1 and may generate additional information based on 
the collected context information and attribute information. 
0.125 If the analyzed result is not the specified descrip 
tive question, in operation 313, the processor 120 may 
collect an answer associated with the corresponding ques 
tion in a specified manner and may output the answer to a 
specified device (e.g., the external electronic device 200). 
For example, if the answer includes an image, a formula, or 
the like, the processor 120 may configure a screen including 
the image or the formula. The processor 120 may output the 
screen on the display 160 or may send the screen to the at 
least one external electronic device 200 which may connect 
with the electronic device 100 via the communication inter 
face 170. According to various example embodiments, if the 
answer includes a plurality of images or several formulas, 
the processor 120 may synchronize description information 
of describing the images or the formulas with the images or 
the formulas. While outputting a specific image or formula, 
the processor 120 may output a voice signal for the corre 
sponding image and formula. If the output of the Voice 
signal for the corresponding image or formula is ended, the 
processor 120 may output a next image or formula and may 
output a voice signal corresponding to the next image or 
formula. 

0.126 FIG. 4 is a flowchart illustrating an example of a 
method for generating additional information according to 
an example embodiment. 
I0127. Referring to FIG. 4, in the method for generating 
the additional information, in operation 401, a processor 120 
(e.g., a question processing module 121) of FIG. 2 may 
collect at least one attributes information from a question or 
an answer. For example, the processor 120 may collect 
attributes information corresponding to a question or an 
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answer using a question database 131 or an answer database 
133 of FIG. 1. If attributes of the question are the same as 
attributes of the answer, the processor 120 may collect only 
one attributes information. 
0128. In operation 403, the processor 120 (e.g., an addi 
tional information generation module 123 of FIG. 2) may 
collect context information corresponding to the attributes 
information. For example, if attributes information is infor 
mation indicating geography or a location, the processor 120 
may collect information about a current location of a user of 
an electronic device 100 of FIG. 1 (e.g., a location of a home 
where he or she lives, a his or her location in the home, or 
the like). According to various embodiments, if the attributes 
information is information about a person, the processor 120 
may operate a sensor 180 of FIG. 1 (e.g., a camera or an 
image sensor) to obtain face information of the user. If the 
attributes information is season or weather information, the 
processor 120 may operate the sensor 180 (e.g., a tempera 
ture sensor and a humidity sensor) to obtain information 
about temperature, humidity, illumination intensity, and the 
like. 
0129. In operation 405, the processor 120 may generate 
additional information based on the context information. If 
the context information is obtained, the processor 120 may 
generate additional information associated with an answer 
obtained based on the context information. For example, if 
the answer is information about a specified place name, the 
processor 120 may generate distance information from a 
current location of the user to a specified place as additional 
information. If the answer is information about a person, the 
processor 120 may compare a face of the person with a face 
of the user and may generate additional information (e.g., a 
description of a similar degree of a face) based on a 
matching degree. If the answer is weather information, the 
processor 120 may generate information about a current 
temperature and humidity as additional information. 
0130. In connection with generating the above-men 
tioned additional information, the electronic device 100 may 
include a database of defining attributes of the additional 
information, linked with attributes of a specific answer. The 
database of defining the attributes of the additional infor 
mation may include a method of obtaining information 
corresponding to the attributes of the additional information. 
For example, the database of defining the attributes of the 
additional information may include a method designed to 
use a location sensor when additional information associated 
with a location is generated, a method designed to use a face 
recognition and comparison program when additional infor 
mation associated with a person is generated, a method 
designed to use a temperature/humidity sensor when addi 
tional information associated with weather is generated, and 
the like. The database of defining the attributes of the 
additional information may be changed based on a user 
setting or may be updated by data provided from a specified 
SeVe. 

0131 FIG. 5 is a flowchart illustrating another example 
of a method for generating additional information according 
to an example embodiment. 
0132 Referring to FIG. 5, in the method for generating 
the additional information, in operation 501, a processor 120 
(e.g., a question processing module 121) of FIG. 2 may 
extract attributes information of at least one of an answer 
and a question. For example, if an answer is drawn based on 
an answer database 133 of FIG. 1, the processor 120 may 
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extract attributes information corresponding to the drawn 
answer from the answer database 133. 
I0133. In operation 503, the processor 120 (e.g., an addi 
tional information generation module 123 of FIG. 2) may 
select user information corresponding to the attributes infor 
mation. In this regard, the electronic device 100 may store 
and manage a table in which attributes information stored in 
the answer database 133 is mapped to each of user infor 
mation. According to an example embodiment, if the attri 
butes of the answer are health, the processor 120 may obtain 
age, height, and weight information among user informa 
tion. Also, if the attributes of the answer are sports, the 
processor 120 may obtain hobby information, special ability 
information, or the like among user information. If the 
attributes of the answer are economy, the processor 120 may 
obtain real estate information and the like based on home 
address information of a user of the electronic device 100. 
I0134. In operation 505, the processor 120 may generate 
additional information based on the selected user and the 
answer based on a specified rule. For example, if a healthy 
weight for each age is an answer, the processor 120 may 
generate information about a heath state of the user as 
additional information with respect to his or her age, height, 
and weight. Also, if today's baseball situation is an answer, 
the processor 120 may generate information about actual 
results of other sports (e.g., football) teams selected by a 
hobby or preference of the user as additional information. 
Also, if a real estate price of a specific area is an answer, the 
processor 120 may generate real estate price information of 
an area the user lives currently as additional information. 
0.135 FIG. 6 is a flowchart illustrating an example of a 
method for outputting a descriptive answer according to an 
example embodiment. 
0.136 Referring to FIG. 6, in connection with the method 
for outputting the descriptive answer, in operation 601, a 
processor 120 (e.g., a question processing module 121) of 
FIG. 2 may collect a descriptive answer. For example, the 
processor 120 may collect a descriptive answer mapped to a 
corresponding question based on a question database 131 
and an answer database 133 of FIG. 1 corresponding to an 
analysis of a collected Voice signal and the analyzed result. 
If there is no data associated with a question or an answer in 
the question database 131 or the answer database 133, the 
processor 120 may send a user Voice signal (or a result of 
analyzing the Voice signal) to a server via a communication 
interface 170 of FIG. 1 and may collect an answer corre 
sponding to the user voice signal. 
0.137 In operation 603, the processor 120 (e.g., the 
question processing module 121) may determine whether 
the collected descriptive answer is a time series answer. For 
example, the processor 120 may determine whether speci 
fied words (e.g., a stage, an operation, a process, and the 
like) indicating the time series answer are included in the 
descriptive answer. Alternatively, the processor 120 may 
determine whether specified numbers, for example, “1.1. 
“1-1”, “a) and b)”, “A) and B), or the like, indicating the 
time series answer are included in the descriptive answer. 
The processor 120 may determine whether a plurality of 
conjunctions associated with the time series answer are 
included in the answer. 
0.138 If the collected descriptive answer is the time series 
answer, in operation 605, the processor 120 (e.g., an output 
module of FIG. 2) may output a first-stage answer in a 
multistage descriptive answer. For example, the processor 
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120 may determine a range from a start portion of an answer 
to a period, a range before a specified conjunction, or a range 
before a specified number as a first stage. The processor 120 
may convert text corresponding to the determined first stage 
into a voice signal and may output the converted Voice 
signal. According to various example embodiments, if the 
first-stage answer is configured with a voice signal, the 
processor 120 may output the Voice signal corresponding to 
the answer to a specified device (e.g., at least one external 
electronic device 200). According to various example 
embodiments, if an image, a formula, or the like is included 
in the answer, the processor 120 may provide a screen 
corresponding to the corresponding image or formula to the 
specified external electronic device 200 or may send address 
information (or link information) corresponding to the cor 
responding image or formula to the specified external elec 
tronic device 200. 
0.139. After outputting the first-stage answer, in operation 
607, the processor 120 (e.g., the output module 125) may 
determine whether a specified condition is met. The speci 
fied condition may include, for example, a condition of 
determining whether specified user gesture information is 
collected. In this regard, the processor 120 may operate a 
sensor 180 (e.g., a camera or an image sensor) to collect an 
image for a face, hand, body, or the like of a user of an 
electronic device 100 of FIG. 1 and may determine whether 
the user performs a specific gesture based on analyzing the 
corresponding image. According to various example 
embodiments, the specified condition may include a condi 
tion of collecting a specified Voice signal. In this regard, 
after the outputting the first-stage answer, the processor 120 
may activate an audio device 110 of FIG. 1 to collect a user 
Voice signal and may determine whether a voice signal 
corresponding to the specified condition is included in the 
collected Voice signals. 
0140. According to various example embodiments, the 
processor 120 may determine whether a user gesture corre 
sponding to a word included in the first-stage answer (e.g., 
a word associated with an operation). If the user gesture 
corresponding to the word included in the corresponding 
stage is collected, the processor 120 may determine whether 
the specified condition is met. In this regard, the processor 
120 may operate an image sensor included the electronic 
device 100 or may receive sensor information (e.g., accel 
eration sensor information, geomagnetic sensor information, 
heartbeat information, or the like) from an electronic device 
held by the user. 
0141. If the specified condition is met, in operation 609, 
the processor 120 may determine whether a next-stage 
answer is a final-stage answer. If the next-stage answer is the 
final-stage answer of the descriptive answer, in operation 
611, the processor 120 may output the final-stage answer. 
For example, the processor 120 may output a voice signal 
corresponding to the corresponding answer (e.g., convert 
text into a Voice signal and output the converted Voice 
signal). If the next-stage answer is not the final-stage answer, 
in operation 613, the processor 120 may output the next 
stage answer and may branch to operation 607 to perform 
the operation from operation 607. 
0142. If the specified condition is not met in operation 
607, in operation 615, the processor 120 may determine 
whether an event associated with an end occurs. If the event 
associated with the end does not occur, the processor 120 
may branch to operation 607 to perform the operation from 
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operation 607. For example, the processor 120 may deter 
mine whether the specified condition is met, in real time or 
at a period. 
0.143 If the descriptive answer is not the time series 
answer in operation 603, in operation 617, the processor 120 
(e.g., an addition information generation module 123 of FIG. 
2) may generate additional information based on attributes 
of a question and attributes of a descriptive answer. For 
example, if a descriptive answer associated with a specific 
trail is received in response to a question associated with the 
corresponding trail, the processor 120 may generate a rec 
ommended trail as additional information based on an 
amount of usual exercise of the user. The amount of usual 
exercise of the user may be obtained from information 
stored by a healthcare program. In operation 619, the 
processor 120 may output at least one of the descriptive 
answer or the additional information. 
0144. According to various example embodiments, the 
time series answer may include a recipe for pasta. In this 
example, the processor 120 may monitor camera informa 
tion and sensor information while inputting and outputting 
information about materials for preparing a recipe and an 
order of making pasta in a queue (not shown) of the 
electronic device 100 and may determine a cooking progress 
situation. The processor 120 may output an answer based on 
story telling for each cooling stage. In this operation, the 
processor 120 may compare answered contents with a 
degree of current progress and may store next-stage story 
telling (e.g., next story text) in a queue (or buffer) if 
current-stage cooking is not ended. 
0145 According to an example embodiment, in case of a 
descriptive answer (e.g., recipe information and the like), the 
processor 120 may wait without completing an answer in the 
middle. In this example, if a user voice signal for another 
question is collected, the processor 120 may search for an 
answer in response to the user voice signal and may output 
the found answer. In this regard, the processor 120 may 
actively change a queue order of a descriptive answer and an 
additional answer. For example, in a situation where the 
processor 120 waits for an answer No. 3 after an answer No. 
2 is completed while cooking having a plurality of stages 
progresses, if receiving a middle question, the processor 120 
may obtain and output an answer to the middle question and 
may wait for the answer No. 3 again. For example, if 
receiving a weather question during a cooking stage, the 
processor 120 may delay a queue of the answer No. 3 and 
may output a current temperature and weather information. 
If an answer to the middle question is completed, the 
processor 120 may restore the queue of the answer No. 3 to 
an original location. After completing the answer No. 2, the 
processor 120 may resume monitoring a progress state (e.g., 
collect and analyze user related context information). 
0146 FIG. 7 is a flowchart illustrating another example 
of a method for outputting a descriptive answer according to 
an example embodiment. 
0147 Referring to FIG. 7, in connection with the method 
for outputting the descriptive answer, in operation 701, a 
processor 120 (e.g., a question processing module 121) of 
FIG. 2 may collect a descriptive answer. For example, the 
processor 120 may collect a descriptive answer correspond 
ing to a collected Voice signal based on a question database 
131 and an answer database 133 of FIG. 1. 
0.148. In operation 703, the processor 120 (e.g., an output 
module 125 of FIG. 2) may search a peripheral external 
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electronic device. The processor 120 may search at least one 
external electronic device located within a distance using a 
short-distance communication module included in a com 
munication interface 170 of FIG. 1. 
0149. In operation 705, the processor 120 may select the 
external electronic device. For example, the processor 120 
may select the number of peripheral external electronic 
devices or a type of an external electronic device in a 
different way based on attributes of the collected descriptive 
answer. For example, the processor 120 may select the 
number of external electronic devices or a type of an 
external electronic device based on the entire length of the 
descriptive answer. According to an example embodiment, if 
the entire length of the descriptive answer is greater than or 
equal to a specified length, the processor 120 may select a 
relatively greater number of external electronic devices. If 
the entire length of the descriptive answer is less than the 
specified length, the processor 120 may select a relatively 
fewer number of external electronic devices. Also, if the 
descriptive answer is an answer with a cadence (e.g., a sijo, 
a song, and the like), the processor 120 may select an 
external electronic device with external excellent speaker 
quality. 
0150. In operation 707, the processor 120 may send the 
descriptive answer to the external electronic device 200. In 
this regard, the processor 120 may establish a communica 
tion channel with the external electronic device 200 using a 
short-distance communication module (or a communication 
module supporting an Internet network and the like) and 
may send the descriptive answer to the external electronic 
device 200 based on the communication channel. According 
to various example embodiments, a QA processing system 
may further include an Internet of things (IoT) hub (or at 
least one processor). The electronic device 100 and the at 
least one external electronic device 200 may establish a 
communication channel with the IoT hub. In such environ 
ment, the electronic device 100 may send the descriptive 
answer to the IoT hub. The IoT hub may send the descriptive 
answer to the at least one specified external device 200. 
According to an example embodiment, the IoT hub may 
determine attributes of the descriptive answer provided from 
the electronic device 100 and may send the descriptive 
answer to the at least one specified external electronic device 
200 based on the determined attributes. In this regard, the 
IoT may store information about attributes of descriptive 
answers and mapping information associated with external 
electronic device selected by the corresponding attributes in 
its database. According to various example embodiments, 
the IoT hub may send the received descriptive answer to the 
external electronic device 200 selected by the electronic 
device 100 based on a descriptive answer provided from the 
electronic device 100 and a list of the at least one external 
electronic device 200. The electronic device 100 and the at 
least one external electronic device 200 may connect with 
the IoT hub wiredly or wirelessly. 
0151 FIG. 8 is a flowchart illustrating another example 
of a method for outputting a descriptive answer according to 
an example embodiment. 
0152 Referring to FIG. 8, in connection with the method 
for outputting the descriptive answer in case of no short 
answer or descriptive answer, in operation 801, a processor 
120 (e.g., a question processing module 121) of FIG. 2 may 
collect answer address information. According to an 
example embodiment, if at least part of an answer to a 
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question includes an image, a formula, or the like, the 
processor 120 may obtain address information of a location 
(e.g., uniform resource locator (URL) information, Sound 
quick response (QR) information, or the like) which stores 
the answer. The address information may include address 
information of an answer database 133 of an electronic 
device 100 of FIG. 1, which may store the answer, address 
information of an external electronic device 200 of FIG. 1, 
address information of a specified server, or the like. 
0153. In operation 803, the processor 120 may output the 
address information. For example, the processor 120 may 
output the address information to a specified device (e.g., the 
external electronic device 200 or the like). In the output 
process, the processor 120 may output the address informa 
tion as link information. According to an embodiment, the 
processor 120 may display linked information correspond 
ing to the address information. When the address informa 
tion is selected, the processor 120 may display screen related 
to the linked information. 
0154) In operation 805, the processor 120 may obtain 
information of whether an input signal associated with 
selecting the address information is generated. If the input 
signal associated with selecting the address information is 
generated, in operation 807, the processor 120 may control 
an output of information corresponding to the address infor 
mation. According to various example embodiments, the 
processor 120 may output the address information on the 
display 160. If a touch input for selecting the corresponding 
address information occurs on the display 160, the processor 
120 may output answer information corresponding to the 
address information on the display 160. According to vari 
ous example embodiments, the processor 120 may send the 
address information to the specified external device 200. The 
external electronic device 200 may output the received 
address information on its display and may collect and 
output answer information corresponding to the address 
information based on a user input. In this regard, the external 
electronic device 200 may establish a communication chan 
nel with the electronic device 100, another external elec 
tronic device, a server, or the like based on the address 
information and may receive answer information from the 
corresponding device. According to various example 
embodiments, the processor 120 may receive a user input 
signal from an external electronic device which outputs 
address information and may send answer information to the 
external electronic device in response to the user input 
signal. 
0.155 If the address information is not selected, the 
processor 120 may omit operation 807. The processor 120 
may maintain the output of the address information during 
a specified time. If the specified time elapses, the processor 
120 may stop outputting the address information. According 
to various example embodiments, the processor 120 may 
store and manage the address information which is not 
selected. The processor 120 may output a list of address 
information on the display 160 based on a user input. If the 
user input (e.g., an input associated with selecting address 
information) occurs, the processor 120 may perform opera 
tion 807 above. 

0156 FIG. 9 is a flowchart illustrating an example of an 
information output method according to an example 
embodiment. 

(O157 Referring to FIG. 9, in the information output 
method, in operation 901, a processor 120 (e.g., an output 
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module 125) of FIG. 2 may extract information in which it 
is impossible to perform text to speech (TTS) conversion. 
For example, if obtaining an answer to a question based on 
an answer database 133, the processor 120 may analyze the 
obtained answer and may determine whether specified infor 
mation (e.g., an image, a formula, a special letter, and the 
like) in which it is impossible to perform TTS conversion is 
included in the answer. If the specified information is 
included in the answer, the processor 120 may extract the 
corresponding information from the answer. Also, the pro 
cessor 120 may collect a location in content of the specified 
information. The processor 120 may collect text located in 
a front end of the specified information, text located in a rear 
end of the specified information, and the like. 
0158. In operation 903, the processor 120 may synchro 
nize the extracted information with TTS conversion infor 
mation. For example, the processor 120 may convert infor 
mation in which it is possible to perform TTS conversion, 
except for the specified information, into a voice signal. 
Also, the processor 120 may perform a synchronization 
process of adjusting a time when the converted Voice signal 
is input based on location information of the specified 
information. 

0159. In operation 905, the processor 120 may output the 
extracted information to a specified device while outputting 
the TTS conversion information. For example, the processor 
120 may output specified information associated with the 
Voice signal on a screen of the specified device while 
outputting part of the converted voice signal. If the output of 
the voice signal associated with the specified information is 
completed, the processor 120 the processor 120 may output 
a voice signal associated with Subsequent specified infor 
mation while outputting the Subsequent specified informa 
tion. 

0160 According to various example embodiments, if an 
external electronic device which outputs an answer in which 
it is difficult to perform TTS conversion is not found, the 
processor 120 may send the corresponding answer using an 
electronic mail (email) of a specified account. As described 
above, the electronic device 100 according to various 
example embodiments may represent a formula, a math 
ematical proof, a descriptive answer, or the like in which it 
is difficult to be represented by conversation, using a push 
service such as a URL or a sound QR via a device, such as 
a mobile phone and a tablet personal computer (PC), in 
which it is easy to be represented by conversion. The 
electronic device 100 may provide information in which it is 
difficult to be represented by TTS in the form of a URL or 
in the form of being able to be output. Also, the electronic 
device 100 may provide the information, in which it is 
difficult to be represented by the TTS, as a file (e.g., a DOC 
file, a JPG file, a PDF file, or the like) of a form which may 
be output to Support to Verify and output an answer in an 
offline environment where the Internet does not connect with 
the electronic device 100. 

0161 FIG. 10A is a flowchart illustrating another 
example of a QA processing method according to an 
example embodiment. 
0162 Referring to FIG. 10A, in the QA processing 
method, in operation 1001, a processor 120 (e.g., a question 
processing module 121) of FIG. 2 may determine whether a 
voice is collected. If the voice is not collected, the processor 
120 may maintain a previous operation. While maintaining 
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a sleep state, the processor 120 may maintain only an audio 
device 110 of FIG. 2 in an idle State. 
(0163. If the voice is collected, in operation 1003, the 
processor 120 may collect context information. If a user 
Voice signal is received, the processor 120 may obtain a user 
related image or may collect user related information, using 
a sensor 180 of FIG. 1 (e.g., an image sensor, a location 
information sensor, or the like). 
0164. In operation 1005, the processor 120 may analyze 
Voice information based on context information. In this 
regard, the processor 120 may convert the received user 
Voice signal into text. The processor 120 may configure a 
question based on the converted text. 
(0165. In operation 1007, the processor 120 may select 
one of a short answer or a descriptive answer based on the 
result of analyzing the information. For example, the pro 
cessor 120 may search a question database 131 and an 
answer database 133 of FIG. 1 or a server for an answer to 
a question and may select at least one of a short answer or 
a descriptive answer in response to the context information. 
For example, if a question on a location of a bus of a specific 
number is collected and if a user of an electronic device 100 
of FIG. 1 is located in his or her living room, the processor 
120 may communicate with a bus management server to 
obtain a short answer to a time when the bus of the 
corresponding number arrives at a bus stop. If the user is 
currently located in his or her dressing room, the processor 
120 may communicate with the bus management server to 
obtain a plurality of answers to times when buses of the 
corresponding number will arrive at a specified bus stop. 
Also, the processor 120 may obtain an answer to a state 
where seats of each bus are occupied. In operation 1009, the 
processor 120 may output a corresponding answer in a 
specified manner based on a type of a selected answer. 
0166 FIG. 10B is a flowchart illustrating another 
example of a QA processing method according to an 
example embodiment. 
(0167 Referring to FIG. 10B, in operation 1051, a pro 
cessor 120 (e.g., a question processing module 121) of FIG. 
2 may obtain a voice signal corresponding to a user of an 
electronic device 100 of FIG. 1. For example, the processor 
120 may collect a voice signal (or a user command) of the 
user using a microphone of the electronic device 100 or may 
receive a Voice signal or text via a communication interface 
170 of the electronic device 100 from an external device 
(e.g., the external electronic device 200). 
0.168. In operation 1053, the processor 120 (e.g., the 
question processing module 121) may obtain context infor 
mation associated with the user, in connection with obtain 
ing the Voice signal. For example, the processor 120 may 
analyze the obtained user voice signal or text and may 
extract a question from the Voice signal. The processor 120 
may analyze attributes information of a question and may 
obtain user information associated with the attributes infor 
mation from the memory 130. The processor 120 may obtain 
context information (e.g., image information) associated 
with the attributes information of the question. 
(0169. In operation 1055, the processor 120 (e.g., the 
question processing module 121) may determine whether 
the context information meets a first specified condition or 
a second specified condition. For example, the first specified 
condition may include a condition in which a response 
length of a question is within a length. The first specified 
condition may include a condition in which a user who asks 
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is a first specified user. The first specified condition may 
include a condition in which an asked location is a first 
specified location. The first specified condition may include 
a first condition in which a special letter or an image is not 
included in a question or an answer to the question. The first 
specified condition may include a condition in which the 
user who asks takes a gesture or pose of the first specified 
condition. The second specified condition may include a 
condition in which a response length of a question is greater 
than or equal to a length. The second specified condition in 
which the user who asks is a second specified condition. The 
second specified condition may include a condition in which 
the asked location is a second specified location. The second 
specified condition may include a second condition in which 
a special letter or an image is included in a question or an 
answer to the question. The second specified condition may 
include a condition in which the user who asks takes a 
gesture or pose of the second specified condition. 
0170 If the context information meets the first specified 
condition, in operation 1057, the processor 120 (e.g., an 
output module 125 of FIG. 1) may output at least part of 
information corresponding to the command signal. Accord 
ing to various embodiments, the processor 120 (e.g., an 
additional information generation module 123) of FIG. 2 
may obtain an answer based on the first specified condition 
and may generate additional information based on the first 
condition, associated with a question or an answer associ 
ated with the first specified condition. The processor 120 
may output at least part of an answer to a question or the 
additional information according to the first condition. 
0171 If the context information meets the second speci 
fied condition, in operation 1059, the processor 120 (e.g., the 
output module 125) may output at least part of second 
answer information corresponding to the Voice signal. 
According to various embodiments, the processor 120 (e.g., 
the additional information generation module 123) may 
obtain an answer based on the second specified condition 
and may generate additional information according to the 
second condition, associated with a question or answer 
associated with the second specified condition. The proces 
Sor 120 may output at least part of an answer to a question 
or the additional information according to the second con 
dition. The processor 120 (e.g., the output module 125) may 
output at least one of types of external electronic devices or 
the number of the external electronic devices, output based 
on the first specified condition and the second specified 
condition, in a different way. 
0172 Operations (e.g., operations 301 to 313, operations 
401 to 405, operations 501 to 505, operations 601 to 619, 
operations 701 to 707, operations 801 to 807, operations 901 
to 905, or operations 1001 to 1009) described in processes 
or methods shown in FIGS. 3 to 10B may be executed by a 
Successive method, a parallel method, a repeated method, or 
a heuristic method. For example, the operations may be 
executed in a different order, some operations may be 
omitted from the operations, or other operations may be 
added to the operations. 
0173 According to various example embodiments, a QA 
processing method may include: obtaining a voice signal 
corresponding to a user, obtaining context information asso 
ciated with the user in connection with obtaining the voice 
signal, determining whether the context information meets a 
first specified condition or a second specified condition, and 
outputting at least part of first answer information corre 
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sponding to the Voice signal if the context information meets 
the first specified condition and outputting at least part of 
second response information corresponding to the Voice 
signal if the context information meets the second specified 
condition. 
0.174. According to various example embodiments, the 
obtaining of the Voice signal may include receiving the Voice 
signal from the user using a microphone of the electronic 
device. 
0.175. According to various example embodiments, at 
least part of the obtaining of the Voice signal may include 
receiving the Voice signal using a communication interface 
of the electronic device from an external electronic device. 
0176 According to various example embodiments, the 
QA processing method may further include obtaining an 
image corresponding to the user. The obtaining of the 
context information may include obtaining the context infor 
mation further based on the image. 
0177 According to various example embodiments, the 
QA processing method may further include obtaining attri 
butes information about the answer and providing the 
answer information using a method different from a speci 
fied method for providing the answer information if the 
attributes information meets a specified condition. 
0.178 According to various example embodiments, the 
specified method may include providing the answer infor 
mation through a sound. The providing of the answer 
information may include providing the answer information 
as an image or text if the attributes information meets the 
specified condition. 
0179 According to various example embodiments, the 
attributes information may include a text length of the 
answer information, information indicating whether a spe 
cial letter is included, a category, or combinations thereof. 
The QA processing method may further include generating 
information corresponding to the specified condition based 
on at least part of the attributes information. 
0180 According to various example embodiments, the 
outputting may include outputting information which is not 
converted into a voice signal among additional information 
on a screen of a specified device or outputting address 
information corresponding to a storage location in which the 
additional information is stored on the screen of the speci 
fied device. 
0181. According to various example embodiments, the 
above-mentioned QA processing method may include shar 
ing a database with a memory (or a storage device) of a 
peripheral electronic device in connection with generating 
additional information and generating additional informa 
tion based on the shared database, identifying a speaker 
through Voice and face recognition of a user who asks and 
discriminately providing an answer for each identified 
speaker, and storing and managing answer history and 
generating additional information based on the stored and 
managed answer history. 
0182. According to various example embodiments, the 
above-mentioned QA processing method may be configured 
to generate additional information in connection with an 
answer output for each stage in connection with generating 
the additional information and to generate the additional 
information to change a form of provided additional infor 
mation, based on user information of a monitored user (e.g., 
a body condition, an age, a location in family members, a 
hobby, a preference, and the like). For example, the QA 
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processing method may include changing a detail drawing of 
a description for each stage based on user information if 
additional information associated with a song lecture, block 
assembly, or the like is generated. The QA processing 
method may include applying a setting condition of entering 
a Subsequent stage in a time series answer of entering the 
Subsequent stage after specified context information should 
be obtained to user information in a different way (e.g., 
providing an easier setting condition to a relatively younger 
or more unskilled user and providing a more difficult setting 
condition to a relatively older or more skilled user). 
0183. According to various example embodiments, the 
QA processing method may include changing types of 
external electronic devices and the number of the external 
electronic devices to transmit an answer or additional infor 
mation for each user who asks. 

0184. According to various example embodiments, the 
present disclosure may provide a question and answer (QA) 
processing method, the method may include: obtaining a 
Voice signal of a user in the electronic device, converting the 
obtained Voice signal into text, searching for a question 
corresponding to the converted text or an answer corre 
sponding to the question based on data stored in a memory 
operatively connected with the electronic device, obtaining 
attributes information of the found question or answer, 
generating additional information based on the answer and 
the attributes information and outputting at least one of the 
answer or the additional information. 

0185. According to various example embodiments, the 
outputting may include at least one of obtaining an image 
using an image sensor operatively connected with the elec 
tronic device and outputting at least one of the answer or the 
additional information, if a result of analyzing the obtained 
image meets a condition. 
0186. According to various example embodiments, the 
outputting may include outputting information which is not 
converted into a voice signal in the additional information 
on a screen of a device and outputting address information 
corresponding to a storage location at which the additional 
information is stored, on the screen of the device. 
0187. According to various example embodiments, the 
outputting may include obtaining an image using an image 
sensor operatively connected with the electronic device and 
converting the additional information into a voice signal and 
outputting the converted Voice signal, if a result of analyzing 
the obtained image meets a condition. 
0188 According to various example embodiments, the 
outputting may include at least one of outputting at least part 
of the answer and waiting for outputting next part of the 
answer before a condition is met and outputting next part of 
the output answer, if the condition is met. 
0189 According to various example embodiments, the 
method may further include outputting an answer to another 
question, if the other answer is received before the condition 
is met. 
0.190 FIG. 11 is a diagram illustrating an example form 
of an electronic device according to an example embodi 
ment. 

(0191 Referring to FIG. 11, an electronic device 1101 
may be an electronic device of a robot form. The electronic 
device 1101 may include, for example, a facing part 1110. 
sensor units 1120, 1150, and 1180, a storage unit 1130, a 
power unit 1140, a display unit 1160, a communication unit 
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(e.g., including communication circuitry) 1170, and a driv 
ing unit (e.g., including driving circuitry) 1190. 
0.192 Further, the electronic device 1101 may be classi 
fied into a standalone type and a docking station type of 
mounting a smartphone or a tablet PC. Further, the elec 
tronic device 1101 may be classified into a fixed type and a 
mobile type based on whether it has mobility. The mobile 
type may be divided into a wheel type of having at least one 
wheel and moving based on rotation of the wheel, a cater 
pillar type of including at least one track and moving in a 
direction based on rotation of the track, a leg moving type 
(e.g., a two-foot type or a four-foot type) of including at least 
one leg and performing rotation, running, a jump, or the like 
in a direction through leg moving, and a flying type of 
including at least one propeller and floating based on lift. 
0193 The electronic device 1101 may have at least one 
driving unit 1190. The driving unit 1190 may include various 
circuitry and mechanical hardware that may be used to move 
the electronic device 1101 and mechanically change another 
component of the electronic device 1101. A form of the 
driving unit 1190 may be an upper/lower or left/right mov 
able form on at least one spindle and may be implemented 
in various ways. 
0.194. A controller (not shown) (e.g., a processor 120 of 
FIG. 1) may include at least one or more of an application 
processor (AP), a communication processor (CP), a graphic 
processor (GP), a multi-chip package (MCP), an image 
processor (IP), and the like, each of which performs pro 
cessing for driving the electronic device 1101 and providing 
a service. The facing part 1110 may be a part indicating a 
direction where interaction with a user of the electronic 
device 1101 is performed and may include the sensor units 
1120, 1150, and 1180 including at least one sensor for 
performing image sensing, at least one microphone for 
obtaining a voice, a mechanical eye structure, and a display 
unit 1160 for outputting a screen. The facing part 1110 may 
display information through light or a temporal mechanical 
change in a form where a direction is distinguished. When 
interaction with the user is performed, the facing part 1110 
may include at least one hardware (H/W) or mechanical 
structure which heads for the user. 
0.195 FIG. 12 is a block diagram illustrating example 
hardware components of an electronic device according to 
an example embodiment. 
0196. An electronic device 1201 may include all or some 
of components of an electronic device described with ref 
erence to FIGS. 1 to 11. The electronic device 1201 may 
include one or more processors 1210 (e.g., application 
processors (APs)), a communication module (e.g., including 
communication circuitry) 1220, a subscriber identity module 
(SIM) 1229, a memory 1230, a sensor module 1240, an input 
device (e.g., including input circuitry) 1250, a display 1260. 
an interface (e.g., including interface circuitry) 1270, an 
audio module 1280, an activity module 1290, an image 
recognition module 1299, a power management module 
1295, a battery 1296, an indicator 1297, and a motor 1298. 
0197) The processor 1210 may drive, for example, an 
operating system (OS) or an application program to control 
a plurality of hardware or Software components connected 
thereto and may process and compute a variety of data. The 
processor 1210 may be implemented with, for example, a 
system on chip (SoC). According to an embodiment, the 
processor 1210 may include a graphic processing unit 
(GPU) (not shown) and/or an image signal processor (not 
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shown). The processor 1210 may include at least Some (e.g., 
a cellular module 1221) of the components shown in FIG. 
12. The processor 1210 may load a command or data 
received from at least one of other components (e.g., a 
non-volatile memory) into a volatile memory to process the 
data and may store various data in a non-volatile memory. 
0198 The communication module 1220 may have the 
same or similar configuration to a communication interface 
1370 of FIG. 1. The communication module 1220 may 
include various communication circuitry, Such as, for 
example, and without limitation, the cellular module 1221, 
a wireless-fidelity (Wi-Fi) module 1222, a Bluetooth (BT) 
module 1223, a global navigation satellite system (GNSS) 
module 1224 (e.g., a GPS module, a Glomass module, a 
Beidou module, or a Galileo module), a near field commu 
nication (NFC) module 1225, an MST module 1226, and a 
radio frequency (RF) module 1227. 
(0199 The cellular module 1221 may provide, for 
example, a voice call service, a video call service, a text 
message service, or an Internet service, and the like through 
a communication network. According to an example 
embodiment, the cellular module 1221 may identify and 
authenticate the electronic device 1201 in a communication 
network using the SIM 1229 (e.g., a SIM card). According 
to an example embodiment, the cellular module 1221 may 
perform at least part of functions which may be provided by 
the processor 1210. According to an example embodiment, 
the cellular module 1221 may include a communication 
processor (CP). 
0200. The Wi-Fi module 1222, the BT module 1223, the 
GNSS module 1224, the NFC module 1225, or the MST 
module 1226 may include, for example, a processor for 
processing data transmitted and received through the corre 
sponding module. According to various example embodi 
ments, at least some (e.g., two or more) of the cellular 
module 1221, the Wi-Fi module 1222, the BT module 1223, 
the GNSS module 1224, the NFC module 1225, or the MST 
module 1226 may be included in one integrated chip (IC) or 
one IC package. 
0201 The RF module 1227 may transmit and receive, for 
example, a communication signal (e.g., an RF signal). 
Though not shown, the RF module 1227 may include, for 
example, a transceiver, a power amplifier module (PAM), a 
frequency filter, or a low noise amplifier (LNA), or an 
antenna, and the like. According to another embodiment, at 
least one of the cellular module 1221, the Wi-Fi module 
1222, the BT module 1223, the GNSS module 1224, the 
NFC module 1225, or the MST module 1226 may transmit 
and receive an RF signal through a separate RF module. 
(0202) The SIM 1229 may include, for example, a card 
which includes a SIM and/or an embedded SIM. The SIM 
1229 may include unique identification information (e.g., an 
integrated circuit card identifier (ICCID)) or subscriber 
information (e.g., an international mobile Subscriber identity 
(IMSI)). 
0203 The memory 1230 (e.g., a memory 130 of FIG. 1) 
may include, for example, an embedded memory 1232 or an 
external memory 1234. The embedded memory 1232 may 
include at least one of for example, a Volatile memory (e.g., 
a dynamic random access memory (DRAM), a static RAM 
(SRAM), a synchronous dynamic RAM (SDRAM), and the 
like), or a non-volatile memory (e.g., a one-time program 
mable read only memory (OTPROM), a programmable 
ROM (PROM), an erasable and programmable ROM 
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(EPROM), an electrically erasable and programmable ROM 
(EEPROM), a mask ROM, a flash ROM, a flash memory 
(e.g., a NAND flash memory or a NOR flash memory, and 
the like), a hard drive, or a solid state drive (SSD)). 
0204 The external memory 1234 may include a flash 
drive, for example, a compact flash (CF), a secure digital 
(SD), a micro-SD, a mini-SD, an extreme digital (xD), a 
multimedia car (MMC), or a memory stick, and the like. The 
external memory 1234 may operatively and/or physically 
connect with the electronic device 1201 through various 
interfaces. 

0205 The sensor module 1240 may measure, for 
example, a physical quantity or may detect an operation state 
of the electronic device 1201, and may convert the measured 
or detected information to an electrical signal. The sensor 
module 1240 may include at least one of for example, a 
gesture sensor 1240A, a gyro sensor 1240B, a barometer 
(e.g., barometric pressure) sensor 1240C, a magnetic sensor 
1240D, an acceleration sensor 1240E, a grip sensor 1240F, 
a proximity sensor 1240G, a color sensor 1240H (e.g., red, 
green, blue (RGB) sensor), a biometric sensor 1240I, a 
temperature/humidity sensor 1240J, an illumination sensor 
1240K, an ultraviolet (UV) sensor 1240M or 0 axis sensor 
1240P. Additionally or alternatively, the sensor module 1240 
may further include, for example, an e-nose sensor (not 
shown), an electromyography (EMG) sensor (not shown), an 
electroencephalogram (EEG) sensor (not shown), an elec 
trocardiogram (ECG) sensor (not shown), an infrared (IR) 
sensor (not shown), an iris sensor (not shown), and/or a 
fingerprint sensor (not shown), and the like. The sensor 
module 1240 may further include a control circuit for 
controlling at least one or more sensors included therein. 
According to various embodiments, the electronic device 
1201 may further include a processor configured to control 
the sensor module 1240, as part of the processor 1210 or to 
be independent of the processor 1210. While the processor 
1210 is in a sleep state, the electronic device 1201 may 
control the sensor module 1240. 
0206. The input device 1250 (e.g., interface) may include 
various input circuitry, Such as, for example, and without 
limitation, a touch panel 1252, a (digital) pen sensor 1254, 
a key 1256, or an ultrasonic input device 1258. The touch 
panel 1252 may use at least one of for example, a capacitive 
type, a resistive type, an infrared type, or an ultrasonic type. 
Also, the touch panel 1252 may further include a control 
circuit. The touch panel 1252 may further include a tactile 
layer and may provide a tactile reaction to a user. 
0207. The (digital) pen sensor 1254 may be, for example, 
part of the touch panel 1252 or may include a separate sheet 
for recognition. The key 1256 may include, for example, a 
physical button, an optical key, or a keypad. The ultrasonic 
input device 1258 may allow the electronic device 1201 to 
detect a Sound wave using a microphone (e.g., a microphone 
1288) and to obtain data through an input tool generating an 
ultrasonic signal. 
(0208. The display 1260 (e.g., a display 160 of FIG. 1) 
may include a panel 1262, a hologram device 1264, a 
projector 1266, or LED indicator 1267. The panel 1262 may 
include the same or similar configuration to the display 160. 
The panel 1262 may be implemented to be, for example, 
flexible, transparent, or wearable. The panel 1262 and the 
touch panel 1252 may be integrated into one module. The 
hologram device 1264 may show a stereoscopic image in a 
space using interference of light. The projector 1266 may 
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project light onto a screen to display an image. The Screen 
may be positioned, for example, inside or outside the 
electronic device 1201. According to an embodiment, the 
display 1260 may further include a control circuit for 
controlling the panel 1262, the hologram device 1264, or the 
projector 1266. 
0209. The interface 1270 may include various interface 
circuitry. Such as, for example, and without limitation, a 
high-definition multimedia interface (HDMI) 1272, a uni 
versal serial bus (USB) 1274, an optical interface 1276, or 
a D-subminiature 1278. The interface 1270 may be included 
in, for example, a communication interface 170 shown in 
FIG. 1. Additionally or alternatively, the interface 1270 may 
include, for example, a mobile high definition link (MHL) 
interface, an SD card/multimedia card (MMC) interface, or 
an infrared data association (IrDA) standard interface. 
0210. The audio module 1280 may convert a sound and 
an electric signal in dual directions. At least part of com 
ponents of the audio module 1280 may be included in, for 
example, an input and output interface 150 (or a user 
interface) shown in FIG. 1. The audio module 1280 may 
process sound information input or output through, for 
example, a speaker 1282, a receiver 1284, an earphone 1286, 
or the microphone 1288, and the like. 
0211. The activity module may 1290 include a face 
expression motor 1291, body posture motor 1292, and an 
exercise motor 1293. The face expression motor 1291 may 
rotate a facing part of a robot. The body posture motor 1292 
may rotate an arm of a robot or may provide a posture of a 
robot. The exercise motor 1293 may provide a movement of 
a robot in a certain direction. 
0212. The image recognition module 1299 may be a 
device which captures a still image and a moving image. 
According to an example embodiment, the image recogni 
tion module 1299 may include one or more image sensors 
(not shown) (e.g., a front sensor or a rear sensor), a lens (not 
shown), an image signal processor (ISP) (not shown), or a 
flash (not shown) (e.g., an LED or a Xenon lamp). The image 
recognition module 1299 may include a 2D camera 1299a 
and a depth camera 1299b. 
0213. The power management module 1295 may man 
age, for example, power of the electronic device 1201. 
According to an embodiment, though not shown, the power 
management module 1295 may include a power manage 
ment integrated circuit (PMIC), a charger IC or a battery or 
fuel gauge. The PMIC may have a wired charging method 
and/or a wireless charging method. The wireless charging 
method may include, for example, a magnetic resonance 
method, a magnetic induction method, or an electromagnetic 
method, and the like. An additional circuit for wireless 
charging, for example, a coil loop, a resonance circuit, or a 
rectifier, and the like may be further provided. The battery 
gauge may measure, for example, the remaining capacity of 
the battery 1296 and voltage, current, or temperature thereof 
while the battery 1296 is charged. The battery 1296 may 
include, for example, a rechargeable battery or a Solar 
battery. 
0214. The indicator 1297 may display a specific state of 
the electronic device 1201 or part (e.g., the processor 1210) 
thereof, for example, a booting state, a message state, or a 
charging state, and the like. The motor 1298 may convert an 
electric signal into mechanical vibration and may generate 
vibration or a haptic effect, and the like. Though not shown, 
the electronic device 1201 may include a processing unit 
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(e.g., a GPU) for Supporting a mobile TV. The processing 
unit for Supporting the mobile TV may process media data 
according to standards, for example, a digital multimedia 
broadcasting (DMB) standard, a digital video broadcasting 
(DVB) standard, or a mediaFlo(R) standard, and the like. 
0215 Each of the above-mentioned elements of the elec 
tronic device according to various example embodiments of 
the present disclosure may be configured with one or more 
components, and names of the corresponding elements may 
be changed according to the type of the electronic device. 
The electronic device according to various embodiments of 
the present disclosure may include at least one of the 
above-mentioned elements, some elements may be omitted 
from the electronic device, or other additional elements may 
be further included in the electronic device. Also, some of 
the elements of the electronic device according to various 
embodiments of the present disclosure may be combined 
with each other to form one entity, thereby making it 
possible to perform the functions of the corresponding 
elements in the same manner as before the combination. 
0216 FIG. 13 is a block diagram illustrating example 
Software components of an electronic device according to an 
example embodiment. 
0217 Referring to FIG. 13, an operating system (OS) 
system software (S/W) block 1310 of an electronic device 
1301 may play a role as a general OS of distributing 
resources and processing a job scheduling process and may 
simultaneously play a role in controlling various H/W 
devices (e.g., cameras 1392 and 1393, sensors 1394 and 
1395, a microphone 1396, and the like) and processing 
signals input from the hardware devices. A middleware 
block 1321 may play a role in detecting and tracking a face 
location of a user of the electronic device 1301 using the 
processed data, performing authentication through face rec 
ognition, recognizing a three-dimensional (3D) gesture of 
the user, performing a direct of arrival (DOA) for an audio 
signal, performing voice recognition, and processing data of 
various sensors. The middleware block 1321 may include a 
gesture recognition block 1321, a face detection/tracking/ 
recognition block 1322, a sensor information processing 
block 1323, a conversation engine block 1324, a voice 
synthesis block 1325, a sound source tracking block 1326, a 
voice recognition block 1327, and the like, but is not limited 
thereto. 

0218. An intelligent framework 1330 may include a 
multi-modal fusion block 1331, a user pattern learning block 
1333, and a behavior controller 1335. The multi-modal 
fusion block 1331 may play a role in collecting and man 
aging a variety of information processed by the middleware 
block 1321. The user pattern learning block 1333 may play 
a role in extracting and learning meaningful information 
Such as a life pattern and preference of the user using 
information of the multi-modal fusion block 1331. The 
behavior control block 1335 may play a role in representing 
information to be fed back to the user by the electronic 
device 1301 as movement of the electronic device 1301, 
graphics (e.g., a user interface (UI) and a user experience 
(UX)), lighting, a speech response, audio, and the like. In 
this regard, the intelligent framework 1330 may connect 
with a motor 1337, a display 1336, and a speaker 1338. The 
intelligent framework 1330 may further include a user 
model database 1341 for storing learned information for 
each user, a behavior model database 1342 for controlling 
behavior of the electronic device 1301, and a storage 1343 
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for storing other information. The corresponding databases 
may be stored and shared over a network (cloud) 1309. The 
network 1309 may connect with a mobile device 1391. 
0219 FIG. 14 is a block diagram illustrating an example 
configuration of a program module according to various 
example embodiments. 
0220 Referring to FIG. 14, according to an embodiment, 
a program module 1414 (e.g., a program) may include an OS 
of controlling resources associated with the electronic 
device described above and/or various applications (e.g., 
application programs) executed on the OS. The OS may be, 
for example, Android, iOS, Windows, Symbian, Tizen, 
Bada, or the like. 
0221) The program module 1410 may include a kernel 
1420, a middleware 1430, an application programming 
interface (API) 1460, and/or an application 1470. At least 
part of the program module 1410 may be preloaded on the 
electronic device, or may be downloaded from an external 
electronic device (e.g., a external electronic device 200 and 
the like of FIG. 1). 
0222. The kernel 1420 may include, for example, a 
system resource manager 1421 and/or a device driver 1423. 
The system resource manager 1421 may control, assign, or 
collect, and the like system resources. According to an 
embodiment, the system resource manager 1421 may 
include a process management unit, a memory management 
unit, or a file system management unit, and the like. The 
device driver 1423 may include, for example, a display 
driver, a camera driver, a Bluetooth (BT) driver, a shared 
memory driver, a universal serial bus (USB) driver, a keypad 
driver, a wireless-fidelity (Wi-Fi) driver, an audio driver, or 
an inter-process communication (IPC) driver. 
0223) The middleware 1430 may provide, for example, 
functions the application 1470 needs in common, and may 
provide various functions to the application 1470 through 
the API 1460 such that the application 1470 efficiently uses 
limited System resources in the electronic device. According 
to an example embodiment, the middleware 1430 (e.g., the 
middleware) may include at least one of a runtime library 
1435, an application manager 1441, a window manager 
1442, a multimedia manager 1443, a resource manager 
1444, a power manager 1445, a database manager 1446, a 
package manager 1447, a connectivity manager 1448, a 
notification manager 1449, a location manager 1450, a 
graphic manager 1451, a security manager 1452, or a 
payment manager 1454. 
0224. The runtime library 1435 may include, for 
example, a library module used by a compiler to add a new 
function through a programming language while the appli 
cation 1470 is executed. The runtime library 1435 may 
perform a function about input and output management, 
memory management, or an arithmetic function. 
0225. The application manager 1441 may manage, for 
example, a life cycle of at least one of the application 1470. 
The window manager 1442 may manage graphic user inter 
face (GUI) resources used on a screen of the electronic 
device. The multimedia manager 1443 may determine a 
format utilized for reproducing various media files and may 
encode or decode a media file using a codec corresponding 
to the corresponding format. The resource manager 1444 
may manage source codes of at least one of the application 
1470, and may manage resources of a memory or a storage 
space, and the like. 
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0226. The power manager 1445 may act together with, 
for example, a basic input/output system (BIOS) and the 
like, may manage a battery or a power Source, and may 
provide power information utilized for an operation of the 
electronic device. The database manager 1446 may generate, 
search, or change a database to be used in at least one of the 
application 1470. The package manager 1447 may manage 
installation or update of an application distributed by a type 
of a package file. 
0227. The connectivity manager 1448 may manage, for 
example, wireless connection Such as Wi-Fi connection or 
BT connection, and the like. The notification manager 1449 
may display or notify events, such as an arrival message, an 
appointment, and proximity notification, by a method which 
is not disturbed to the user. The location manager 1450 may 
manage location information of the electronic device. The 
graphic manager 1451 may manage a graphic effect to be 
provided to the user or a user interface (UI) related to the 
graphic effect. The security manager 1452 may provide all 
security functions utilized for system security or user 
authentication, and the like. According to an embodiment, 
when the electronic device (e.g., an electronic device 100 or 
101 of FIG. 1 or 1) has a phone function, the middleware 
1430 may further include a telephony manager (not shown) 
for managing a voice or video communication function of 
the electronic device. 

0228. The middleware 1430 may include a middleware 
module which configures combinations of various functions 
of the above-described components. The middleware 1430 
may provide a module which specializes according to kinds 
of OSs to provide a differentiated function. Also, the middle 
ware 1430 may dynamically delete some of old components 
or may add new components. 
0229. The API 1460 may be, for example, a set of API 
programming functions, and may be provided with different 
components according to OSs. For example, in case of 
Android or iOS, one API set may be provided according to 
platforms. In case of Tizen, two or more API sets may be 
provided according to platforms. 
0230. The application 1470 may include one or more of, 
for example, a home application 1471, a dialer application 
1472, a short message service/multimedia message service 
(SMS/MMS) application 1473, an instant message (IM) 
application 1474, a browser application 1475, a camera 
application 1476, an alarm application 1477, a contact 
application 1478, a voice dial application 1479, an e-mail 
application 1480, a calendar application 1481, a media 
player application 1482, an album application 1483, a clock 
application 1484, a payment application 1485, a health care 
application (e.g., an application for measuring quantity of 
exercise or blood Sugar, and the like) (not shown), or an 
environment information application (e.g., an application for 
providing atmospheric pressure information, humidity infor 
mation, or temperature information, and the like) (not 
shown), and the like. 
0231. According to an example embodiment, the appli 
cation 1470 may include an application (hereinafter, for 
better understanding and ease of description, referred to as 
“information exchange application') for exchanging infor 
mation between the electronic device (e.g., the electronic 
device 100 of FIG. 1) and an external electronic device (e.g., 
the external electronic device 200). The information 
exchange application may include, for example, a notifica 
tion relay application for transmitting specific information to 
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the external electronic device or a device management 
application for managing the external electronic device. 
0232 For example, the notification relay application may 
include a function of transmitting notification information, 
which is generated by other applications (e.g., the SMS/ 
MMS application, the e-mail application, the health care 
application, or the environment information application, and 
the like) of the electronic device, to the external electronic 
device (e.g., the external electronic device 200). Also, the 
notification relay application may receive, for example, 
notification information from the external electronic device, 
and may provide the received notification information to the 
USC. 

0233. According to an embodiment, an application 1470 
may include an application (hereinafter, for better under 
standing and ease of description, referred to as an “infor 
mation exchange application') for exchanging information 
between the electronic device and an external electronic 
device. The information exchange application may include, 
for example, a notification relay application for transmitting 
specific information to the external electronic device or a 
device management application for managing the external 
electronic device. 
0234. The device management application may manage 
(e.g., install, delete, or update), for example, at least one 
(e.g., a function of turning on/off the external electronic 
device itself (or partial components) or a function of adjust 
ing brightness (or resolution) of a display) of functions of the 
external electronic device (e.g., the external electronic 
device 200) which communicates with the electronic device, 
an application which operates in the external electronic 
device, or a service (e.g., a call service or a message service) 
provided from the external electronic device. 
0235 According to an embodiment, the application 1470 
may include an application (e.g., the health card application 
of a mobile medical device) which is preset according to 
attributes of the external electronic device (e.g., the external 
electronic device 200). According to an embodiment, the 
application 1470 may include an application received from 
the external electronic device (e.g., the server, the external 
electronic device 200). According to an embodiment, the 
application 1470 may include a preloaded application or a 
third party application which may be downloaded from a 
server. Names of the components of the program module 
1410 according to various embodiments of the present 
disclosure may differ according to kinds of OSs. 
0236 According to various embodiments, at least part of 
the program module 1410 may be implemented with soft 
ware, firmware, hardware (e.g., circuitry), or at least two or 
more combinations thereof. At least part of the program 
module 1410 may be implemented (e.g., executed) by, for 
example, a processor (e.g., a processor 120 of FIG. 1). At 
least part of the program module 1410 may include, for 
example, a module, a program, a routine, sets of instructions, 
or a process, and the like for performing one or more 
functions. 
0237 FIG. 15 is a diagram illustrating example voice 
recognition and output of an electronic device according to 
an example embodiment. 
0238 Referring to FIG. 15, an electronic device 1500 
may receive a message 1502 from a sender 1501. The 
electronic device 1500 may provide a query 1503 about the 
message 1502 with a voice and may perform acoustic speech 
recognition (ASR) 1504. Alternatively, the electronic device 
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1500 may provide a query 1503 about metadata of the 
message 1502 and may perform information analysis 1507. 
For example, the electronic device 1500 may determine the 
receiver 1550 using information collected by performing the 
information analysis 1507 via a sensing module 1508. The 
electronic device 1500 may use information about the 
receiver 1550 for personal selection 1506. 
0239. The electronic device 1500 may obtain text as a 
result of performing the ASR 1504 and may provide the text 
as a query to perform natural language understanding/dialog 
management (NLU/DM) 1505. Herein, the electronic device 
1500 may recognize text as a sentence through the NLU/DM 
1505. The electronic device 1500 may use at least one of 
intent, a parameter, and content obtained through the NLU/ 
DM 1505 for the personal selection 1506. The electronic 
device 1500 may use the query 1503 of the message 1502 
itself for the personal selection 1506. 
0240. The electronic device 1500 may select one of at 
least one language model 1520 via a natural language 
generator (NLG) 1509 based on the selected attributes. For 
example, the electronic device 1500 may determine at least 
one text generation variable. 
0241. The electronic device 1500 may select one of at 
least one activity model 1530 based on the selected attri 
butes. For example, the electronic device 1500 may at least 
one activity variable. 
0242. The electronic device 1500 may select one of at 
least one acoustic model 1540 based on the selected attri 
butes. For example, the electronic device 1500 may deter 
mine at least one voice generation variable to output a 
message converted into text via the NLG 1509. The elec 
tronic device 1500 may output a sound response based on 
the selected acoustic model. The electronic device 1500 may 
perform sound synthesis 1510 (e.g., TTS) to output a sound 
response. 
0243. As described above, the electronic device 1500 
may change a factor on the NLG 1509 and the TTS module 
based on a relationship between one or more entities or 
contents to be transmitted and may provide a dynamic result 
to a user who performs interaction. 
0244. In a process of the personal selection 1506, the 
electronic device 1500 may use a sensor, connectivity, 
personal profile data, and the like for a vision, a voice, and 
the like for identifying at least one user and environment as 
well as content of a message to be transmitted. In case of the 
language mode 1520, another language model may be 
determined based on the receiver 1550 and the electronic 
device 1500. For example, if a relationship between the 
receiver 1550 and the electronic device 1500 is set to a 
friend by a previous setting or learning, a language model 
for composing a word and a sentence indicating friendliness 
may be selected. An acoustic model having a characteristic 
of a fast clear tone may be selected for an urgent message 
based on a message which should be sent to a user of the 
electronic device 1500 to perform language conversion. In 
another embodiment, the electronic device 1500 may modu 
late an acoustic model of a Voice of a high frequency band 
into an acoustic model of a voice of a low frequency band 
based on information in which the receiver 1550 is weak in 
listening to the Voice of the high frequency band. 
0245. The above-mentioned robot electronic device may 
perform a process of determining whether a QA result in 
progress through a process of analyzing a received voice 
question is a short answer or a sequential answer. If deter 
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mining that the QA result is not the short answer, the robot 
electronic device may determine a suitable answer scheme 
to the QA result. For example, the robot electronic device 
may send a QR code to a portable device through wireless 
fidelity (Wi-Fi), Bluetooth (BT), a sound QR using a WIKI 
URL/related URL or may send a screen in the form of being 
output. Alternatively, the robot electronic device may con 
vert a JavaScript object notation (JSON)-type answer into a 
file (e.g., a DOC file, a JPG file, a PDF file, or the like) of 
a form which may be output and may send the file to the 
portable device. 
0246 According to various example embodiments, in a 
computer-readable storage medium of a program, at least 
one instruction may be stored in the computer-readable 
storage medium. When executed by a processor, the at least 
one instruction may be configured to obtain a voice signal 
corresponding to a user, to obtain context information asso 
ciated with the user in connection with obtaining the voice 
signal, to determine whether the context information meets 
a first specified condition or a second specified condition, 
and to output at least part of first answer information 
corresponding to the Voice signal if the context information 
meets the first specified condition and to output at least part 
of second answer information corresponding to the Voice 
signal if the context information meets the second specified 
condition. 
0247 According to various example embodiments, in a 
computer-readable storage medium of a program, at least 
one instruction may be stored in the computer-readable 
storage medium. When executed by a processor, the at least 
one instruction may be configured to collect a user voice 
signal, to convert the collected Voice signal into text, to 
search for an answer corresponding to the converted text or 
an answer corresponding to the question based on data 
stored in a memory of an electronic device, to collect 
attributes information of the found question or answer, to 
generate additional information based on the answer and the 
attributes information, and to output at least one of the 
answer or the additional information. 
0248. According to various example embodiments, the 
electronic device may output various forms of answers 
adaptive to a user question. 
0249. The terminology “module' used herein may refer, 
for example, to a unit including one of hardware (e.g., 
circuitry), Software, and firmware or two or more combina 
tions thereof. The terminology “module' may be inter 
changeably used with, for example, terminologies “unit'. 
“logic”, “logical block”, “component', or “circuit', and the 
like. The “module' may be a minimum unit of an integrated 
component or a part thereof. The “module' may be a 
minimum unit performing one or more functions or a part 
thereof. The “module' may be mechanically or electroni 
cally implemented. For example, the “module' may include 
at least one of processing circuitry, an application-specific 
integrated circuit (ASIC) chip, field-programmable gate 
arrays (FPGAs), or a programmable-logic device, which is 
well known or will be developed in the future, for perform 
ing certain operations. 
0250. According to various example embodiments of the 
present disclosure, at least part of a device (e.g., modules or 
the functions) or a method (e.g., operations) may be imple 
mented with, for example, instructions stored in computer 
readable storage media which have a program module. 
When the instructions are executed by a processor, one or 
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more processors may perform functions corresponding to 
the instructions. The computer-readable storage media may 
be, for example, a memory. 
0251. The computer-readable storage media may include 
a hard disc, a floppy disk, magnetic media (e.g., a magnetic 
tape), optical media (e.g., a compact disc read only memory 
(CD-ROM) and a digital versatile disc (DVD)), magneto 
optical media (e.g., a floptical disk), a hardware device (e.g., 
a ROM, a random access memory (RAM), or a flash 
memory, and the like), and the like. Also, the program 
instructions may include not only mechanical codes com 
piled by a compiler but also high-level language codes 
which may be executed by a computer using an interpreter 
and the like. The above-mentioned hardware device may be 
configured to operate as one or more software modules to 
perform operations according to various embodiments of the 
present disclosure, and vice versa. 
0252 Modules or program modules according to various 
example embodiments of the present disclosure may include 
at least one or more of the above-mentioned components, 
Some of the above-mentioned components may be omitted, 
or other additional components may be further included. 
Operations executed by modules, program modules, or other 
components may be executed by a successive method, a 
parallel method, a repeated method, or a heuristic method. 
Also, some operations may be executed in a different order 
or may be omitted, and other operations may be added. 
0253 Embodiments of the present disclosure described 
and illustrated in the drawings are provided as examples to 
describe technical content and help understanding but do not 
limit the present disclosure. Accordingly, it should be under 
stood that besides the example embodiments listed herein, 
all modifications or modified forms derived based on the 
technical ideas of the present disclosure are included in the 
present disclosure as defined in the claims, and their equiva 
lents. 

0254 The above-described example embodiments of the 
present disclosure can be implemented in hardware (e.g., 
circuitry), firmware or via the execution of software or 
computer code that can be stored in a recording medium 
such as a CD ROM, a Digital Versatile Disc (DVD), a 
magnetic tape, a RAM, a floppy disk, a hard disk, or a 
magneto-optical disk or computer code downloaded over a 
network originally stored on a remote recording medium or 
a non-transitory machine readable medium and to be stored 
on a local recording medium, so that the methods described 
herein can be rendered via such software that is stored on the 
recording medium using a general purpose computer, or a 
special processor or in programmable or dedicated hard 
ware, such as an ASIC or FPGA. As would be understood in 
the art, the computer, the processor, microprocessor control 
ler or the programmable hardware include memory compo 
nents, e.g., RAM, ROM, Flash, etc. that may store or receive 
Software or computer code that when accessed and executed 
by the computer, processor or hardware implement the 
processing methods described herein. 
0255. The control unit may include a microprocessor or 
any Suitable type of processing circuitry, Such as one or more 
general-purpose processors (e.g., ARM-based processors), a 
Digital Signal Processor (DSP), a Programmable Logic 
Device (PLD), an Application-Specific Integrated Circuit 
(ASIC), a Field-Programmable Gate Array (FPGA), a 
Graphical Processing Unit (GPU), a video card controller, 
etc. In addition, it would be recognized that when a general 
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purpose computer accesses code for implementing the pro 
cessing shown herein, the execution of the code transforms 
the general purpose computer into a special purpose com 
puter for executing the processing shown herein. Any of the 
functions and steps provided in the Figures may be imple 
mented in hardware, software or a combination of both and 
may be performed in whole or in part within the pro 
grammed instructions of a computer. 
What is claimed is: 
1. An electronic device, comprising: 
a communication interface comprising communication 

circuitry; and 
a processor functionally connected to the communication 

interface, 
wherein the processor is configured to: 
obtain a voice signal, 
obtain context information associated with a user in 

connection with obtaining the Voice signal; 
determine first response information corresponding to the 

verified context information, if the context information 
meets a first condition; 

determine second response information corresponding to 
the verified context information, if the context infor 
mation meets a second condition; and 

send at least part of response information corresponding 
to the first response information and/or the second 
response information to an output device operatively 
connected with the electronic device or an external 
electronic device for the electronic device. 

2. The electronic device of claim 1, further comprising: 
a microphone, 
wherein the processor is configured to: 
receive the Voice signal from the microphone. 
3. The electronic device of claim 1, wherein the processor 

is configured to: 
receive the voice signal from the external electronic 

device or another external electronic device via the 
communication circuitry. 

4. The electronic device of claim 1, further comprising: 
an image sensor configured to obtain an image associated 

with the user, 
wherein the processor is configured to: 
obtain the context information based on the image. 
5. The electronic device of claim 1, wherein the processor 

is configured to: 
obtain attributes information to distinguish a kind or a 

category of the response information; and 
output answer information using a method different from 

a method for providing the answer information, if the 
attributes information meets a condition. 

6. The electronic device of claim 5, wherein the method 
comprises: 

a method for providing the answer information through a 
Sound, and 

wherein the processor is configured to: 
output the answer information as an image and/or text if 

the attributes information meets the condition. 
7. The electronic device of claim 5, wherein the attributes 

information comprises a text length of the answer informa 
tion, information indicating whether a special letter is 
included, a category, or combinations thereof, and 

wherein the processor is configured to: 
generate information corresponding to the condition 

based on at least part of the attributes information. 
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8. An electronic device, comprising: 
an audio device comprising audio circuitry configured to 

obtain a voice signal; 
a memory configured to store a question and/or an answer 

associated with the Voice signal; and 
a processor configured to operatively connect with the 

audio device and/or the memory, 
wherein the processor is configured to: 
convert the obtained Voice signal into text; 
search for a question corresponding to the converted text 

or an answer corresponding to the question based on 
data stored in the memory; 

obtain attributes information of a found question or 
answer: 

generate additional information based on the answer and 
the attributes information; and 

output at least one of the answer or the additional infor 
mation. 

9. The electronic device of claim 8, further comprising: 
a sensor configured to obtain an image, 
wherein the processor is configured to: 
obtain an image using the sensor, and 
output at least one of the answer or the additional infor 

mation, if a result of analyzing the obtained image 
meets a condition. 

10. The electronic device of claim 8, wherein the proces 
sor is configured to: 

convert the additional information into a voice signal; and 
output the converted Voice signal. 
11. The electronic device of claim 10, wherein the pro 

cessor is configured to: 
output additional information which is not converted into 

a voice signal on a screen of a device. 
12. The electronic device of claim 8, wherein the proces 

sor is configured to: 
output address information on a screen of a device, the 

output address information corresponding to a storage 
location at which the additional information is stored. 

13. The electronic device of claim 8, wherein the proces 
sor is configured to: 

output at least part of the answer, and 
wait for outputting next part of the answer before a 

condition is met. 
14. The electronic device of claim 13, wherein the pro 

cessor is configured to: 
output a next part of the answer, if the condition is met: 

and 
output an answer to another question, if an answer to the 

another question is received before the condition is 
met. 

15. A question and answer (QA) processing method, the 
method comprising: 

obtaining a voice signal in the electronic device; 
converting the obtained Voice signal into text; 
searching for a question corresponding to the converted 

text and/or an answer corresponding to the question 
based on data stored in a memory operatively con 
nected with the electronic device; 

obtaining attributes information of the found question or 
answer: 

generating additional information based on the answer 
and the attributes information; and 

outputting at least one of the answer and the additional 
information. 
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16. The method of claim 15, wherein the outputting of the 
at least one of the answer and the additional information 
comprises: 

obtaining an image using an image sensor operatively 
connected with the electronic device; and 

outputting at least one of the answer or the additional 
information, if a result of analyzing the obtained image 
meets a condition. 

17. The method of claim 16, wherein the outputting of the 
at least one of the answer or the additional information 
comprises: 

outputting information which is not converted into a voice 
signal in the additional information on a screen of a 
device; and 

outputting address information corresponding to a storage 
location at which the additional information is stored, 
on the screen of the device. 

18. The method of claim 15, wherein the outputting of the 
at least one of the answer and the additional information 
comprises: 
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obtaining an image using an image sensor operatively 
connected with the electronic device; and 

converting the additional information into a voice signal 
and outputting the converted Voice signal, if a result of 
analyzing the obtained image meets a condition. 

19. The method of claim 15, wherein the outputting of the 
at least one of the answer and the additional information 
comprises: 

outputting at least part of the answer and waiting for 
outputting next part of the answer before a condition is 
met; and 

outputting next part of the output answer, if the condition 
is met. 

20. The method of claim 19, further comprising: 
outputting an answer to another question, if the answer to 

the another question is received before the condition is 
met. 
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