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SEMICONDUCTOR DEVICE 
MANUFACTURING METHOD, 

SEMICONDUCTOR DEVICE AND 
SEMICONDUCTOR DEVICE 

MANUFACTURING INSTALLATION 

FIELD OF THE INVENTION 

Embodiments of the invention relate to semiconductor 

2 
ing to claim 15 and a semiconductor device manufacturing 
installation according to claim 16 are provided. 

According to one embodiment, a semiconductor device 
manufacturing method is provided, including: providing a 
semiconductor substrate, forming on the semiconductor sub­
strate a layer including a semiconductor compound and a 
dope additive, and thereafter forming an emitter region and 
gettering impurities by annealing the semiconductor sub-

devices, for instance to solar cells. They relate particularly to 10 

a semiconductor device manufacturing method, a semicon­
ductor device and a semiconductor device manufacturing 

strate including the layer. 
According to another embodiment, a semiconductor 

device is provided, obtained by a semiconductor device 
manufacturing method, including: providing a semiconduc­
tor substrate, forming on the semiconductor substrate a layer installation. 

BACKGROUND OF THE INVENTION 

Semiconductor devices have many functions in a plurality 
ofindustrial fields, including, but not limited to, fabrication of 
electronic devices, such as transistors, and photovoltaic cells, 
such as solar cells. Individual photovoltaic cells are e.g. used 
for powering small devices such as electronic calculators. 
Photovoltaic arrays are used for instance in remote area power 
systems, earth-orbiting satellites and space probes, remote 
radiotelephones and water pumping applications. 

The principle of operation of a solar cell containing a p-n 
junction can be roughly described as follows. The solar cell 
absorbs light and generates electron/hole charge pairs due to 
absorbed light energy. The electrons move toward then-layer 
side of the junction, and the holes move toward the p-layer 
side due to drift caused by the junction electric field and 
diffusion. 

For solar cell production, so called bulk technologies or 
thin-film technologies may be applied, the former utilizing 
bulk semiconductor wafers, the latter resulting in thin-film 
solar cells. The most prevalent bulk material of solar cells is 
crystalline silicon, for instance mono-crystalline silicon 
(c-Si), or multi-crystalline silicon (me-Si). 

A typical solar cell production process based onmc-Si may 
include for instance some of the following steps: Removal of 
saw-damage from me-Si wafers by etching; emitter forma­
tion by heat treatment in POC13 ambient; removal of resulting 
phosphorus silicate glass (PSG); front side and/or back side 
passivation; deposition of a front side anti-reflection coating, 
e.g. by Plasma Enhanced Chemical Vapor Deposition 
(PECVD); screen printing of rear side metallization and front 
contact grid lines; and annealing for rear side metal interdif­
fusion and firing the front contact grid lines. 

Multi-crystalline silicon wafers may contain a high density 

15 including a semiconductor compound and a dope additive, 
and thereafter forming an emitter region and gettering impu­
rities by annealing the semiconductor substrate including the 
layer. 

According to a further embodiment, a semiconductor 
20 device manufacturing installation is provided, including a 

coating device adapted for coating a semiconductor substrate, 
a heating device adapted for annealing the coated semicon­
ductor substrate, and a control device adapted for controlling 
the coating device and the heating device and adapted for 

25 performing a semiconductor device manufacturing method, 
the method including: providing a semiconductor substrate, 
forming on the semiconductor substrate a layer including a 
semiconductor compound and a dope additive, and thereafter 
forming an emitter region and gettering impurities by anneal-

30 ing the semiconductor substrate including the layer. 
Further features and details are evident from the dependent 

claims, the description and the drawings. 
Embodiments are also directed to apparatuses for carrying 

out the disclosed methods and including apparatus parts for 
35 performing described method steps. Furthermore, embodi­

ments are also directed to methods by which the described 
apparatus operates or by which the described apparatus is 
manufactured. It may include method steps for carrying out 
functions of the apparatus or manufacturing parts of the appa-

40 ratus. The method steps may be performed by way of hard­
ware components, firmware, software, a computer pro­
grammed by appropriate software, by any combination 
thereof or in any other manner. 

It is contemplated that elements of one embodiment may 
45 be advantageously utilized in other embodiments without 

further recitation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

of recombination centers, for instance lattice defects, e.g. 50 

impurities, such as iron (Fe) or nickel (Ni). This results in 
undesirable recombination of charge carriers, thereby affect-

So that the manner in which the above recited features of 
the present invention can be understood in detail, a more 
particular description of embodiments of the invention, 
briefly summarized above, may be had by reference to 
embodiments. The accompanying drawings relate to embodi­
ments of the invention and are described in the following. 
Some of the above mentioned embodiments will be described 
in more detail in the following description of typical embodi­
ments with reference to the following drawings in which: 

ing the electrical properties of the solar cell. To improve the 
properties of solar cells based on me-Si, a so-called gettering 
of impurities, and thereby inactivation of impurities, may be 55 

performed, which typically includes a phosphorus diffusion 
at high temperatures. Phosphorus is able to retain, for 
instance, Fe and other metallic impurities in the emitter and/ 
or surface of the solar cell, reducing the recombination due to 
these impurities. During phosphorus diffusion, a phosphorus 60 

silicate glass is formed, which has to be removed for the 
subsequent solar cell production process steps. 

SUMMARY 

In light of the above, semiconductor device manufacturing 
method according to claim 1, a semiconductor device accord-

65 

FIGS. la to le schematically illustrate steps of a semicon­
ductor manufacturing method according to one example of 
embodiments; 

FIGS. 2a to 2d schematically illustrate steps of a semicon­
ductor manufacturing method according to another example 
of embodiments; and 

FIGS. 3a to 3d schematically illustrate steps of a semicon­
ductor manufacturing method according to a further example 
of embodiments. 
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DETAILED DESCRIPTION OF THE DRAWINGS 

Reference will now be made in detail to the various 
embodiments, one ore more examples of which are illustrated 
in the figures. Each example is provided by way of explana­
tion, and is not meant as a limitation of the invention. 

Without limiting the scope, in the following, the semicon­
ductor device will exemplarily be referred to as solar cell. 
Moreover, without limiting the scope, the substrate of the 
semiconductor device will exemplarily be referred to as wafer 
or silicon wafer, also referred to as a silicon substrate. How­
ever, examples of embodiments disclosed herein may also be 
applied to other types of semiconductor devices, such as 
thin-film solar cells. Moreover, other semiconductors or 
semiconductor materials than silicon may be contemplated. 
Further, without limiting the scope, in the following, the 
silicon wafer will exemplarily be referred to as a multi-crys­
talline p-type silicon wafer. However, other types of silicon 
wafers may be used, such as a mono-crystalline silicon wafer 
and/or an intrinsic silicon wafer, e.g. a substantially pure 
silicon wafer. Moreover, in the following, a production of a 
p-n solar cell is described, wherein an n-type emitter is 
formed in a p-type silicon substrate. However, the principles 
of the method of embodiments described herein may corre­
spondingly be used in a production of a solar cell having a 
reversed p-n structure. In addition, in the following, phospho­
rus is mentioned as an example of an n-dopant for the emitter 
formation. However, other n-dopants, such as arsenic, may be 
used. 

Within the following description of the drawings, the same 
reference numbers refer to the same components. Generally, 
only the differences with respect to the individual embodi­
ments are described. 

A typical application of embodiments described herein is 

4 
additive. During sputtering, a gas including at least one ele­
ment selected from the group consisting of CH4 , NH3 and 
other suitable components may be provided. In another 
example of embodiments, the second step is performed by 
PECVD of a gas mixture including SiH4 and at least one 
element selected from the group consisting ofNH3 , CH4 , and 
PH3 _ 

For instance, in the second step, a phosphorus doped pas­
sivation layer may be deposited on the front side 12 of the 

10 wafer 10. The resulting passivation layer may have antireflec­
tive properties, a thickness of70-95 nm, and a refractive index 
at 622 nm wavelength of 1.95-2.05. The deposition may be 
performed as follows: In a first example, a silicon carbide 
layer SiCx(n):H may be deposited on the front side of the 

15 wafer 10 by PECVD. In the coating chamber a total pressure 
of 1 to 6 µbar and a wafer temperature of about 200 to about 
500° C. may be established. For creating a plasma, a power 
source providing RF in the range of about 3 Hz to about 300 
Hz, typically MF (Medium Frequency) in the range of about 

20 300 to 3000 kHz may be used. As gases SiH4 , CH4 , and PH3 

can be introduced into the coating chamber. The deposition 
time may be in the range of about 1 to about 10 min. In an 
alternative example, for example a silicon nitride layer SiNx 
(n), may be deposited on the front side 12 of the wafer 10 by 

25 sputtering of a phosphorus doped silicon target. In the coating 
chamber a total pressure of 1 to 6 µbar and a wafer tempera­
ture of about 200 to about 500° C. may be established. Into the 
coating chamber, Ar, NH3 , N2 , and, if the target is not phos­
phorus doped, optionally PH3 may be introduced. For creat-

30 ing a plasma, a power source providing DC, RF or MF may be 
used. In a further example, a layer 20 including phosphorus 
doped silicon oxynitride may be grown on the wafer by sput­
tering with a phosphorus doped silicon target and N2 and 0 2 

as reactive gases. 
the manufacture of solar cells, for instance solar cells based 35 

onmc-Si. 
Optionally, after the second step, passivation of the back 

side of the wafer 10 with an intrinsic or boron doped passi­
vation layer (not shown) may be performed. This may be done 
using deposition conditions similar to the conditions speci­
fied in the second step, without the presence of phosphorus 

40 dopants. This layer has to be able to keep passivation prop­
erties after the manufacturing method is finished. When a 
boron doped layer is chosen, there may be the additional 
benefit of a passivated high-low junction at the back side of 

According to one embodiment, a semiconductor device 
manufacturing method is provided, including: providing a 
semiconductor substrate, forming on the semiconductor sub­
strate a layer including a semiconductor compound and a 
dope additive, and thereafter forming an emitter region and 
gettering impurities by annealing the semiconductor sub­
strate including the layer. Thereby, the forming of the emitter 
region and gettering of impurities are performed in one step, 
typically simultaneously. The impurities may be gettered by 45 

the dope additive. 
FIGS. la to le schematically illustrate steps of a semicon­

ductor manufacturing method according to one example of 
embodiments. In a first step of this example, as a semicon­
ductor substrate, a silicon substrate in the form of a p-type 
silicon wafer 10 shown in FIG. la is provided, which has a 
front side 12 and a back side 14. The wafer 10 includes 
metallic impurities 16 distributed inside of the bulk of the 
wafer 10. For instance, as a silicon substrate, a p-type, typi­
cally boron doped, multi-crystalline silicon wafer may be 
used, with a resistivity range between 0.2 to 10 Ohm cm, 
typically 1 Ohm cm and with a thickness up to 500 µm, 
typically 200 µm. 

the wafer, e.g. of the solar cell. 
Subsequently, in a third step schematically illustrated in 

FIG. le, coated wafer 10 is annealed at an annealing tempera­
ture in the range of about 600° C. to about 1200° C. for an 
annealing time of about 1 to about 100 minutes. The anneal­
ing may be performed by a heating procedure using a tubular 

50 furnace, a belt furnace, a resistance heated furnace, an infra­
red furnace, a furnace using halogen lamps and/or by Rapid 
Thermal Processing (RTP). The annealing of the coated wafer 
10 may be conducted under inert atmosphere, for example 
N2, or reactive atmosphere, for example N/H2 , for instance 

55 at a temperature of about 700 to about 950° C. for an anneal­
ing time of about 15 to about 30 min. Thereby, phosphorus 22 
diffuses into the wafer 10 and getters a substantial amount of 
the impurities 16. Furthermore, an amount of phosphorus 
diffuses at the interface between the silicon wafer 10 and the In a second step schematically illustrated in FIG. lb, a 

silicon compound and a dope additive is deposited on the 60 

silicon substrate. Thereby, an amorphous silicon compound 
layer 20 including a dopant 22, e.g. phosphorus, is formed on 

silicon compound layer 20 into the wafer 10 without getter­
ing. Thereby, near the interface of the compound layer 20 and 
the wafer 10, an n-type emitter region 30 is formed. Further­
more, the front side 12 of the wafer 10 is coated with a silicon 
compound layer 20 which may be substantially depleted of 

the front side 12 of the wafer 10. The silicon compound may 
be e.g. silicon nitride or silicon carbide. In one example of 
embodiments, the second step may be performed by sputter- 65 

ing the silicon compound and the dope additive, e.g. by sput­
tering of a target including the silicon compound and the dope 

phosphorus. Since silicon nitride or silicon carbide may be 
used as the silicon compound, the surface of the wafer 10 
including the emitter region 30 may be passivated by layer 20. 
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Moreover, the layer 20 may act as an antireflective coating. 
Moreover, the annealing temperature may be in the range of 
about 950° C. to about 1200° C., typically at about 1100° C. 
Thereby, a thermal oxidation of the compound layer 20 may 
be additionally performed. 

In the third step there is the formation of an emitter due to 
activation and diffusion of phosphorus into the wafers. Fur­
thermore, in this step the gettering of the metallic impurities 
assisted by the presence of phosphorus in the layer is 
achieved. As a result, by the method according to embodi­
ments, gettering of metallic impurities in the surface region 
and/or in the bulk region of a semiconductor wafer and emit-
ter formation are performed simultaneously in one step. Fur­
ther, surface passivation and/or antireflective coating may 
also be achieved. 

In other examples of embodiments, the annealing tempera­
ture may be in the range of typically about 600 to about 1200° 
C., more typically about 650° C. to about 780° C. or about 
750° C. to about 830° C., most typically about 700° C. to 
about 800° C. 

In further examples of embodiments, the annealing time 
may in the range of typically about 1 to about 100 minutes, 
more typically about 75 to about 100 minutes or about 80 to 
about 90 minutes, most typically about 15 to about 30 min­
utes, or about 20 to about 30 minutes. 

6 
include the same components as layer 20, the concentration of 
the dopant 22 being substantially equal or lower than in layer 
20. In alternative examples (not shown), the concentration of 
the dopant 22 in layer 24 may be even higher than the con­
centration thereof in layer 20. As a result, the layer 20 may 
include phosphorus doped silicon nitride or phosphorus 
doped carbide, while layer 24 also includes phosphorus 
doped silicon nitride or phosphorus doped silicon carbide. 
The effects of these examples are the same as in the example 

10 explained with reference to FIGS. la to le: Gettering of 
metallic impurities in the surface region and/or in the bulk 
region of a semiconductor wafer, emitter formation, and in 
some cases surface passivation and antireflective coating may 

15 

be performed simultaneously in one step. 
In a variation (not shown) of the example shown in FIGS. 

2a to 2d and 3a to 3d, respectively, the two layers of the 
semiconductor compound may be formed by first depositing 
one of the layers on the semiconductor substrate and thereaf­
ter annealing using an annealing temperature and an anneal-

20 ing time as specified above and depositing the other layer 
followed by annealing using an annealing temperature and an 
annealing time as specified above. Moreover, in other varia­
tions (not shown) of the example of embodiments shown in 
FIGS. 2a to 2d, before annealing of both or each individual 

25 layer 20 and 24, the layer 20 of the semiconductor compound 
may be not doped with the dopant, whereas the layer 22 may 
include the dopant 22. In these variations, after annealing, the 
same structure as shown in FIG. 2d or FIG. 3d, respectively, 

In some embodiments, during the step of depositing on the 
silicon substrate a silicon compound and a dope additive, two 
layers may be formed, e.g. two layers of the same composi­
tion. In other examples of embodiments, during the step of 
depositing on the silicon substrate a silicon compound and a 30 

dope additive, two layers of different compositions may be 
formed. An example of such an embodiment is schematically 
illustrated in FIGS. 2a to 2d. This example differs from the 
method illustrated with reference to FIGS. la to le in that 
during the second step two coating procedures are performed. 
First, the silicon compound layer 20 including phosphorus as 
dopant 22 is deposited on the front side 12 of the wafer 10 as 
shown in FIG. 2b. The additional coating procedure is illus­
trated in FIG. 2c, showing that on the layer 20 of the silicon 
compound including phosphorus, a layer 24 of a silicon com­
pound not being doped with phosphorus is formed. Hence, 
during the third step shown in FIG. 2d, an amount of phos­
phorus diffuses at the interface between the silicon wafer 10 
and the silicon compound layer 20 into the wafer. As a result, 
formation of the emitter region 30 and gettering of the impu­
rities 16 of wafer 10 are performed simultaneously. More­
over, at the same time the layer 20 may provide a surface 
passivation, whereas layer 24 may provide antireflective 
properties. 

may result. 
Typical examples of the layer 20 and the layer 24 are a-SiCx 

and a-SiyCx, e.g. a-Si0 _8C0 _2 , and a-SiNx and a-SiyNx, with x 
being in a range of typically Oto about 1 and y being in a range 
of typically more than O to about 1. The thickness of the 
formed layer may be in the range ofabout 30 to about 120 nm. 

35 Moreover, suitable amounts of hydrogen and/or oxygen or of 
other components may be included in layers 20 and 24 for 
providing appropriate passivation and/or anti-reflective prop­
erties. An example of a layer 20 or 24 including hydrogen is 
hydrogenated, phosphorus doped amorphous silicon carbide, 

40 a-SiCx(n):H, formed by PECVD from SiH4 , CH4 andPH3 .An 
example of a layer 20 or 24 including oxygen is phosphorus 
doped silicon oxynitride grown by sputtering with an-doped 
silicon target and N2 and 0 2 as reactive gases. 

According to some embodiments, the silicon substrate may 
45 be selected from the group of a crystalline silicon substrate, a 

multi crystalline silicon substrate, a substrate having a crys­
talline silicon surface layer, and a substrate having a multi 
crystalline silicon surface layer. 

As described above, according to some embodiments, the 
In variations of the above example shown in FI GS. 2a to 2d, 

after the second step, the layer 20 may include silicon nitride 
and phosphorus, while layer 24 includes silicon nitride with-
out being doped with phosphorus. According to another 
variation of this example, the layer 20 may include silicon 
carbide and phosphorus, while layer 24 includes silicon 
nitride without being doped with phosphorus. In a yet further 
variation of this example, the layer 20 may include silicon 
nitride and phosphorus, while layer 24 includes silicon car­
bide without being doped with phosphorus. Furthermore, the 
layer 20 may include silicon carbide and phosphorus, while 
layer 24 includes silicon carbide without being doped with 
phosphorus. 

50 silicon substrate may be a p-type silicon substrate. In other 
embodiments, the silicon substrate may be an intrinsic silicon 
substrate, i.e. a silicon wafer 10 which is not doped. More­
over, according to some embodiments, the method may 
include a step of forming a layer of an intrinsic semiconductor 

55 material on the back side of the silicon wafer 10. Hence, in 
some embodiments, the front side of the wafer 10 may be 
provided with a layer of a doped a-silicon compound, 
whereas the back side may consist of an intrinsic material. 
Thereby, during performing the method, an emitter formation 

60 at the back side is avoided. In other embodiments, the method 
may include a step of forming a layer of a doped, e.g. p-doped, 
material on the back side of the silicon wafer 10. The formed 
back side layer may for instance be a boron-doped silicon As mentioned above, before performing the annealing 

step, layer 20 may include silicon nitride and phosphorus or 
silicon carbide and phosphorus. In a further example sche- 65 

matically illustrated in FIGS. 3a to 3d, a coated wafer 10 may 

surface layer. This may result in a passivated high-low junc­
tion at the back side of the coated wafer, e.g. a solar cell. 

As mentioned above, with embodiments described herein, 
in a semiconductor device manufacturing method at least be formed, in which before annealing the layer 24 may 
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gettering of metallic impurities or of other lattice defects in 
the surface region and/or in the bulk region of a semiconduc-
tor wafer, and emitter formation may be performed simulta­
neously in one step. Further, while forming the emitter and 
gettering of impurities, surface passivation may be achieved. 
In the same step, also the formation of an antireflective coat-
ing may be accomplished. Furthermore, it is not required to 
remove a phosphorus silicate glass, since the phosphorus 
diffusion provided by embodiments disclosed herein does not 
result in the formation of a PSG region. In addition, an 10 

improved emitter profile of the produced semiconductor 
device or solar cell may result, e.g. the emitter profile may be 
sharper. Hence, the method of embodiments disclosed herein 
allows for a better control of the emitter profile. This can be 
based on a low speed of phosphorus diffusion into the wafer 15 

substrate, due to the choice of the semiconductor compound 
and the dopant, as well as of the annealing temperature and 
the annealing time. Consequently, a semiconductor device, 
such as a solar cell, having an improved emitter region, an 
improved surface passivation, a reduced charge carrier 20 

recombination and/or improved anti-reflective properties 
may be produced in a simplified manufacturing process. 
Hence, solar cell production costs can be decreased consid­
erably. 

In the following, further examples of embodiments are 25 

described. 

8 
semiconductor substrate, forming on the semiconductor sub­
strate a layer including a semiconductor compound and a 
dope additive, and thereafter forming an emitter region and 
gettering impurities by annealing the semiconductor sub­
strate including the layer. Thereby, the forming of the emitter 
region and gettering of impurities are performed in one step, 
typically simultaneously. The impurities may be gettered by 
the dope additive. The impurities may be metallic impurities 
or other lattice defects. 

In one embodiment which may be combined with any other 
embodiment disclosed herein, the semiconductor substrate is 
a silicon substrate and the semiconductor compound is a 
silicon compound and the annealing is performed by heating 
at an annealing temperature in the range of about 600° C. to 
about 1200° C. for an annealing time of about 1 to about 100 
minutes. 

In one embodiment which may be combined with any other 
embodiment disclosed herein, in the step of forming the layer, 
a doped semiconductor compound layer is formed on the 
surface of the semiconductor substrate. The doped semicon­
ductor layer may be amorphous. 

In one embodiment which may be combined with any other 
embodiment disclosed herein, in the step of forming the layer, 
at least two layers of the same or different compositions are 
formed. 

In one embodiment which may be combined with any other 
embodiment disclosed herein, in the step of forming the layer, 
at least two layers are formed, at least two of the layers 
including the same semiconductor compound or different 

In a first example, as a substrate a p-type, boron doped, 
multi-crystalline silicon wafer, with a resistivity ofl Ohm cm 
and with a thickness 200 µm is used. The wafer has metallic 
impurities introduced during the crystal growth. 30 semiconductor compounds. 

In the second step, a stack of two phosphorus doped amor­
phous silicon carbide passivation layers of a-SiCx(n):H is 
deposited on the front side of the wafer. The deposition con­
ditions are as follows: Reactor: PECVD, direct plasma, work­

In one embodiment which may be combined with any other 
embodiment disclosed herein, at least one semiconductor 
compound includes at least one element selected from the 
group consisting of a silicon compound, silicon carbide and 

35 silicon nitride. ing at RF frequency (13.56 MHz); vacuum pressure in the 
reactor chamber of less than l0e-5 hPa; gas flows: SiH4 

(95%)+PH3 (5%): 3 seem (Standard Cubic Centimeters); 
CH4 : 32 seem; total pressure: 3 µbar; temperature: 300° C.; 
deposition time (static): 12 min; power density: 0.086 W/m2

. 

The formed a-SiCx(n):H double layer has antireflective prop- 40 

erties, a thickness of80 nm and a refractive index of2.00 at a 
wavelength of 622 nm. 

In the third step, an annealing of the coated wafer is per­
formed under N 2 atmosphere at a temperature of 830° C. and 
foranannealingtimeof20min. Theprecursorofthe solar cell 45 

is formed. Only contacts need to be applied. 

In one embodiment which may be combined with any other 
embodiment disclosed herein, the dope additive includes at 
least one element selected from the group consisting of a 
p-type dopant, an n-type dopant, phosphorus and arsenic. 

In one embodiment which may be combined with any other 
embodiment disclosed herein, the step of forming the layer is 
performed by sputtering of the semiconductor compound and 
the dope additive. Typically, a target including the semicon­
ductor compound and the dope additive may be sputtered. 

In one embodiment which may be combined with any other 
embodiment disclosed herein, the step of forming the layer is 
performed by PECVD of a gas mixture including SiH4 and at 
least one element selected from the group consisting ofNH3 , 

CH4 , and PH3 _ 

In one embodiment which may be combined with any other 
embodiment disclosed herein, in the step of annealing, the 
surface of the semiconductor substrate is oxidized. 

In one embodiment which may be combined with any other 
embodiment disclosed herein, the semiconductor substrate is 

A second example differs from the first example in that 
after the second step and before the third step of annealing, a 
passivation of the back side of the wafer with an intrinsic 
amorphous silicon carbide film of a-SiCx(i):H is performed. 50 

The deposition conditions correspond to the conditions speci­
fied in the second step, without the presence of phosphorus 
dopants. Reactor: PECVD, direct plasma, working at RF 
frequency (13.56 MHz); vacuum pressure in the reactor 
chamber ofless than l0e-5 hPa; gas flows: SiH4 (95%)+PH3 

(5%): 3 seem; CH4 : 32 seem; total pressure: 3 µbar; tempera­
ture: 300° C.; deposition time (static): 12 min; power density: 
0.086 W/2

. 

55 one element selected from the group of a silicon substrate, a 
crystalline silicon substrate, a multi crystalline silicon sub­
strate, a substrate having a crystalline silicon surface layer, 
and a substrate having a multi crystalline silicon surface layer. 

In a third example, the three steps of the first example are 
performed, however the third step being modified in that the 
coated wafer is annealed for 75 minutes at a temperature of 
780° C. 

In a fourth example, the third example is modified by 
performing the annealing of the coated wafer for 20 minutes 
at a temperature of 780° C. 

According to one embodiment, a semiconductor device 
manufacturing method is provided, including: providing a 

In one embodiment which may be combined with any other 
60 embodiment disclosed herein, the semiconductor substrate is 

at least one element selected from the group consisting of an 
n-type semiconductor substrate, a p-type semiconductor sub­
strate, an intrinsic semiconductor substrate, an n-type silicon 
substrate, a p-type silicon substrate and an intrinsic silicon 

65 substrate. 
In one embodiment which may be combined with any other 

embodiment disclosed herein, the annealing temperature is in 
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the range of about 650 to about 780° C. or in the range of 
about 950° C. to about 1200° C. 

In one embodiment which may be combined with any other 
embodiment disclosed herein, the annealing time is in the 
range of about 7 5 to about 100 minutes or in the range of about 
15 to about 30 minutes. 

10 
person skilled in the art to make and use the invention. While 
the invention has been described in terms of various specific 
embodiments, those skilled in the art will recognize that the 
invention can be practiced with modifications within the spirit 
and scope of the claims. Especially, mutually non-exclusive 
features of the embodiments described above may be com­
bined with each other. The patentable scope of the invention 
is defined by the claims, and may include other examples that 
occur to those skilled in the art. Such other examples are 

In one embodiment which may be combined with any other 
embodiment disclosed herein, the semiconductor substrate 
includes a front side and a back side and the semiconductor 
compound layer is formed on the front side. 10 intended to be within the scope of the claims. 

While the foregoing is directed to embodiments of the 
invention, other and further embodiments of the invention 
may be devised without departing from the basic scope 
thereof, and the scope thereof is determined by the claims that 

In one embodiment which may be combined with any other 
embodiment disclosed herein, a step of forming on the back 
side a layer including an intrinsic or a doped semiconductor 
compound is included. The doped semiconductor compound 
may be n-doped or p-doped, e.g. boron-doped. 15 follow. 

In one embodiment which may be combined with any other 
embodiment disclosed herein, the annealing is performed by 
a heating procedure using at least one element selected from 
the group consisting of a tubular furnace, a belt furnace, a 
resistance heated furnace, an infrared furnace and halogen 20 

lamps. 
In another embodiment, a semiconductor device is pro­

vided, obtainable by a semiconductor device manufacturing 
method, including: providing a semiconductor substrate, 
forming on the semiconductor substrate a layer including a 25 

semiconductor compound and a dope additive, and thereafter 
forming an emitter region and gettering impurities by anneal-
ing the semiconductor substrate including the layer. 

The invention claimed is: 
1. A semiconductor device manufacturing method, com­

prising: 
providing a semiconductor substrate; 
forming on the semiconductor substrate a layer including a 

semiconductor compound and a dope additive; and 
thereafter 

forming an emitter region and gettering impurities by 
annealing the semiconductor substrate including the 
layer in an inert atmosphere or in an NiH2-atmo­
sphere. 

2. The method of claim 1, wherein the semiconductor 
substrate is a silicon substrate and the semiconductor com­
pound is a silicon compound and the annealing is performed 
by heating at an annealing temperature of about 600° C. to 
about 1200 ° C. for an annealing time of about 1 to about 100 
minutes. 

In a further embodiment, a semiconductor device is pro­
vided, obtained by a semiconductor device manufacturing 30 

method, including: providing a semiconductor substrate, 
forming on the semiconductor substrate a layer including a 
semiconductor compound and a dope additive, and thereafter 
forming an emitter region and gettering impurities by anneal­

3. The method of claim 1, wherein, in the forming the layer, 
at least two layers are formed, and further wherein at least two 

35 of the layers include the same semiconductor compound or 
different semiconductor compounds. 

ing the semiconductor substrate including the layer. 
According to a yet further embodiment, a semiconductor 

device manufacturing method is provided, substantially con­
sisting of: providing a semiconductor substrate, forming on 
the semiconductor substrate a layer including a semiconduc-
tor compound and a dope additive, and thereafter forming an 40 

emitter region and gettering impurities by annealing the semi­
conductor substrate including the layer. 

4. The method of claim 1, wherein the semiconductor 
compound includes at least one compound selected from the 
group consisting of a silicon compound, silicon carbide and 
silicon nitride. 

5. The method of claim 1, wherein the dope additive 
includes at least one element selected from the group consist­
ing of a p-type dopant and an n-type dopant. According to another embodiment, a semiconductor 

device is provided, which is obtainable by a method accord­
ing to any of the preceding embodiments. 

6. The method of claim 5, wherein then-type dopant is at 
45 least one of phosphorus and arsenic. 

According to another embodiment, a semiconductor 
device is provided, which is obtained by a method according 
to any of the preceding embodiments. 

According to a further embodiment, a semiconductor 
device manufacturing installation is provided, including a 50 

coating device adapted for coating a semiconductor substrate, 
a heating device adapted for annealing the coated semicon­
ductor substrate, and a control device adapted for controlling 
the coating device and the heating device and adapted for 
performing a semiconductor device manufacturing method, 55 

the method including: providing a semiconductor substrate, 
forming on the semiconductor substrate a layer including a 
semiconductor compound and a dope additive, and thereafter 
forming an emitter region and gettering impurities by anneal-
ing the semiconductor substrate including the layer. For per- 60 

forming the step of providing the semiconductor substrate, a 
substrate support controlled by the control device, e.g. a 
transport system for transporting the substrate in front of the 
coating device, may be included in the manufacturing instal­
lation. 65 

The written description uses examples to disclose the 
invention, including the best mode, and also to enable any 

7. The method of claim 1, wherein the forming the layer is 
performed by sputtering of the semiconductor compound and 
the dope additive. 

8. The method of claim 1, wherein the forming the layer is 
performed by PECVD of a gas mixture including SiH4 and at 
least one compound selected from the group consisting of 
NH3 , CH4 , and PH3 . 

9. The method of claim 1, wherein the semiconductor 
substrate is one from the group of a silicon substrate, a crys­
talline silicon substrate, a multi crystalline silicon substrate, a 
substrate having a crystalline silicon surface layer, a substrate 
having a multi crystalline silicon surface layer, an n-type 
semiconductor substrate, a p-type semiconductor substrate, 
an intrinsic semiconductor substrate, an n-type silicon sub­
strate, a p-type silicon substrate, and an intrinsic silicon sub­
strate. 

10. The method of claim 1, wherein the annealing is per­
formed at a temperature from about 650° C. to about 780° C. 
or about 950° C. to about 1200° C. 

11. The method of claim 1, wherein the annealing is per­
formed for a time from about 7 5 to about 100 minutes or about 
15 to about 30 minutes. 
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12. The method of claim 1, wherein the semiconductor 
substrate includes a front side and a back side and the layer 
including the semiconductor compound is formed on the 
front side. 

13. The method of claim 12, further comprising: 
forming on the back side a layer including an intrinsic or 

doped semiconductor compound. 
14. The method of claim 12, wherein an emitter formation 

at the back side is avoided. 

12 
15. The method of claim 1, wherein the layer including the 

semiconductor compound is not at least partly removed. 
16. The method of claim 1, wherein the annealing is per­

formed by a tubular furnace, a belt furnace, a resistance 
heated furnace, an infrared furnace, or halogen lamps. 

17. The method of claim 1, wherein the annealing does not 
result in the formation of a PSG region. 

* * * * * 




