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NUMBER 

FILING or 
37l(c)DATE 
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UNIT FIL FEE REC'D ATTY.DOCKET.NO TOT CLAIMS IND CLAIMS 
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CONFIRMATION NO. 5968 

FILING RECEIPT 
WOLF GREENFIELD & SACKS, P.C. 
600 ATLANTIC AVENUE 1111111111111111111111 m~mll!Ull!II I~ 111111111111111 IIII IIII 
BOSTON, MA 02210-2206 

Date Mailed: 12/27/2018 

Receipt is acknowledged of this provisional patent application. It will not be examined for patentability and will 
become abandoned not later than twelve months after its filing date. Any correspondence concerning the application 
must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, NAME OF 
APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. Please verify 
the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please submit 
a written request for a Filing Receipt Correction. Please provide a copy of this Filing Receipt with the 
changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please submit 
any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the reply 
to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections 

lnventor(s) 

Applicant( s) 

Mark M. Ayzenberg, Hudson, NH; 
Khwajahussain Gadwal Mohammed, Nashua, NH; 
Erdem Matoglu, Stratham, NH; 

Amphenol Corporation, Wallingford, CT; 

Power of Attorney: 
Zachary Piccolomini--63390 

Permission to Access Application via Priority Document Exchange: Yes 

Permission to Access Search Results: Yes 

Applicant may provide or rescind an authorization for access using Form PTO/SB/39 or Form PTO/SB/69 as 
appropriate. 

If Required, Foreign Filing License Granted: 12/26/2018 

The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 
is US 62/780,504 

Projected Publication Date: None, application is not eligible for pre-grant publication 

Non-Publication Request: No 

Early Publication Request: No 
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Title 

HIGH PERFORMANCE CABLE TERMINATION 

Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition Applications: No 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the US PTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HAL T (1-866-999-4258). 

GRANTED 

LICENSE FOR FOREIGN FILING UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
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license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 
respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 

Select USA 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location for 
business investment, innovation, and commercialization of new technologies. The U.S. offers tremendous resources 
and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation works to 
promote and facilitate business investment. SelectUSA provides information assistance to the international investor 
community; serves as an ombudsman for existing and potential investors; advocates on behalf of U.S. cities, states, 
and regions competing for global investment; and counsels U.S. economic development organizations on investment 
attraction best practices. To learn more about why the United States is the best country in the world to develop 
technology, manufacture products, deliver services, and grow your business, visit http://www.SelectUSA.gov or call 
+ 1-202-482-6800. 
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PTO/SB/16 (01-18) 
Approved for use through 11/30/2020. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995 no persons are required to respond to a collection of information unless it displays a valid 0MB control number. 

PROVISIONAL APPLICATION FOR PATENT COVER SHEET- Page 1 of 2 
This is a request for filing a PROVISIONAL APPLICATION FOR PATENT under 37 CFR 1.53(c). 

Express Mail Label No. 

INVENTOR(S) 

Given Name (first and middle [if any]) Family Name or Surname 
Residence 

(Citv and either State or Foreian Countrv) 

Mark M. Ayzenberg Hudson, New Hampshire 

Khwajahussain Gadwal Mohammed Nashua, New Hampshire 

Erdem Matoglu Stratham, New Hampshire 

Additional inventors are being named on the separately numbered sheets attached hereto. 

TITLE OF THE INVENTION (500 characters max): 

HIGH PERFORMANCE CABLE TERMINATION 

Direct all correspondence to: CORRESPONDENCE ADDRESS 

0 The address corresponding to Customer Number: 

I 
23628 

I OR 

□ Firmor 
Individual Name 

Address 

City I State I Zip 

Country I Telephone I Email 

ENCLOSED APPLICATION PARTS (check all that apply) 

0 Application Data Sheet. See 37 CFR 1. 76. D CD(s), Number of CDs 

0 Drawing(s) Number of Sheets 17 D Other (specify) 

0 Specification (e.g., description of the invention) Number of Pages 36 
Fees Due: Filing Fee of $280 ($140 for small entity) ($70 for micro entity). If the specification and drawings exceed 100 sheets of paper, an 
application size fee is also due, which is $400 ($200 for small entity) ($100 for micro entity) for each additional 50 sheets or fraction thereof. 
See 35 U.S.C. 41 (a)(1 )(G) and 37 CFR 1.16/s). 

METHOD OF PAYMENT OF THE FILING FEE AND APPLICATION SIZE FEE FOR THIS PROVISIONAL APPLICATION FOR PATENT 

D Applicant asserts small entity status. See 37 CFR 1.27. 

D Applicant certifies micro entity status. See 37 CFR 1.29. 
Applicant must attach form PTO/SB/15A or B or equivalent. 

I I DA check or money order made payable to the Director of the United States Patent 280.00 
and Trademark Office is enclosed to cover the filing fee and application size fee (if applicable). 

0 Payment by credit card. i;;eFFA PTG ao:38 is ailaehee. 
TOTAL FEE AMOUNT($) 

0 The Director is hereby authorized to charge the filing fee and application size fee (if applicable) or credit any overpayment to Deposit 

Account Number: 23/2825 

USE ONLY FOR FILING A PROVISIONAL APPLICATION FOR PATENT 

6842564.1 
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PTO/SB/16 (01-18) 
Approved for use through 11/30/2020. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995 no persons are required to respond to a collection of information unless it displays a valid 0MB control number. 

PROVISIONAL APPLICATION FOR PATENT COVER SHEET- Page 2 of 2 

The invention was made by an agency of the United States Government or under a contract with an agency of the United States Government. 

0No. 

D Yes, the invention was made by an agency of the U.S. Government. The U.S. Government agency name is: __________ _ 

□ Yes, the invention was made under a contract with an agency of the U.S. Government. The name of the U.S. Government agency and 
Government contract number are: 

WARNING: 

Petitioner/applicant is cautioned to avoid submitting personal information in documents filed in a patent application that may 
contribute to identity theft. Personal information such as social security numbers, bank account numbers, or credit card 
numbers (other than a check or credit card authorization form PTO-2038 submitted for payment purposes) is never required by 
the USPTO to support a petition or an application. If this type of personal information is included in documents submitted to 
the USPTO, petitioners/applicants should consider redacting such personal information from the documents before submitting 
them to the USPTO. Petitioner/applicant is advised that the record of a patent application is available to the public after 
publication of the application (unless a non-publication request in compliance with 37 CFR 1.213(a) is made in the application) 
or issuance of a patent. Furthermore, the record from an abandoned application may also be available to the public if the 
application is referenced in a published application or an issued patent (see 37 CFR 1.14). Checks and credit card authorization 
forms PTO-2038 submitted for payment purposes are not retained in the application file and therefore are not publicly 
available. 

SIGNATURE _____ /_Z_a_c_h_a_r~y_P_._P_i_c_c_o_lo_m_in_i/ ____ _ DATE December 17, 2018 ----------~------

TYPED OR PRINTED NAME ___ Z_a_c_h_a_r~y_P_. _P_ic_c_o_l_o_m_i_n_i __ REGISTRATION NO. 63,390 
(if appropriate) -----~-------

TELEPHONE 617.646.8000 DOCKET NUMBER A0863.70124US00 --------------- -------------------

6842564.1 
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Application Data Sheet 

Inventor Information 

Inventor Number:: 

Given Name:: 

Middle Name:: 

Family Name:: 

City of Residence:: 

State or Province of Residence:: 

Country of Residence:: 

Street of mailing address:: 

City of mailing address:: 

State or Province of mailing address:: 

Country of mailing address:: 

Postal or Zip Code of mailing address:: 

Inventor Number:: 

Given Name:: 

Family Name:: 

City of Residence:: 

State or Province of Residence:: 

Country of Residence:: 

Street of mailing address:: 

City of mailing address:: 

Page# 1 

1 

Mark 

M. 

Ayzenberg 

Hudson 

NH 

us 

76 Sousa Blvd. 

Hudson 

NH 

us 

03051 

2 

Khwajahussain 

Gadwal Mohammed 

Nashua 

NH 

us 

2 Sapling Circle, Apt. 12 

Nashua 

New 12/17/2018 

6842563.1 
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State or Province of mailing address:: 

Country of mailing address:: 

Postal or Zip Code of mailing address:: 

Inventor Number:: 

Given Name:: 

Family Name:: 

City of Residence:: 

State or Province of Residence:: 

Country of Residence:: 

Street of mailing address:: 

City of mailing address:: 

State or Province of mailing address:: 

Country of mailing address:: 

Postal or Zip Code of mailing address:: 

Correspondence Information 

NH 

us 

03062 

3 

Erdem 

Matoglu 

Stratham 

NH 

us 

1 0 Bittersweet Lane 

Stratham 

NH 

us 

03885 

Correspondence Customer Number:: 23628 

Application Information 

Application Type:: Provisional 

Subject Matter:: Utility 

CD-ROM or CD-R?:: None 

Sequence submission?:: None 

Page# 2 New 12/17/2018 
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Computer Readable Form (CRF)?:: 

Title:: 

No 

HIGH PERFORMANCE CABLE 

TERMINATION 

Attorney Docket Number:: A0863.70124US00 

Request for Early Publication?:: No 

Request for Non-Publication?:: No 

Total Drawing Sheets:: 17 

Small Entity?:: No 

Petition included?:: No 

Portions or all of the application associated with this No 

Application Data Sheet may fall under a Secrecy 

Order pursuant to 37 CFR 5.2:: 

Representative Information 

Representative Customer Number:: 

Domestic Priority Information 

Foreign Priority Information 

Applicant Information 

23628 

Applicant Number:: 1 

Applicant Type:: Assignee 

Organization Name:: Amphenol Corporation 

Street of mailing address:: 358 Hall Avenue 

Page# 3 New 12/17/2018 
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City of mailing address:: 

State or Province of mailing address:: 

Country of mailing address:: 

Postal or Zip Code of mailing address:: 

Wallingford 

CT 

us 

06492 

Assignee Information Including Non-Applicant Assignee Information 

Page# 4 New 12/17/2018 
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Authorization or Opt-Out of Authorization to Permit Access 

When this Application Data Sheet is properly signed and filed with the application, applicant has provided written 
authority to permit a participating foreign intellectual property (IP) office access to the instant application-as-filed (see 
paragraph A in subsection 1 below) and the European Patent Office (EPO) access to any search results from the instant 
application (see paragraph B in subsection 1 below). 

Should applicant choose not to provide an authorization identified in subsection 1 below, applicant must opt-out of the 
authorization by checking the corresponding box A or B or both in subsection 2 below. 

NOTE: This section of the Application Data Sheet is ONLY reviewed and processed with the INITIAL filing of an 
application. After the initial filing of an application, an Application Data Sheet cannot be used to provide or rescind 
authorization for access by a foreign IP office(s). Instead, Form PTO/SB/39 or PTO/SB/69 must be used as appropriate. 

1. Authorization to Permit Access by a Foreign Intellectual Property Office(s) 

A. Priority Document Exchange (PDX) - Unless box A in subsection 2 (opt-out of authorization) is checked, the 
undersigned hereby grants the USPTO authority to provide the European Patent Office (EPO), the Japan Patent Office 
(JPO), the Korean Intellectual Property Office (KIPO), the State Intellectual Property Office of the People's Republic of 
China (SIPO), the World Intellectual Property Organization (WIPO), and any other foreign intellectual property office 
participating with the USPTO in a bilateral or multilateral priority document exchange agreement in which a foreign 
application claiming priority to the instant patent application is filed, access to: (1) the instant patent application-as-filed 
and its related bibliographic data, (2) any foreign or domestic application to which priority or benefit is claimed by the 
instant application and its related bibliographic data, and (3) the date of filing of this Authorization. See 37 CFR 1.14(h) 
(1 ). 

B. Search Results from U.S. Application to EPO - Unless box Bin subsection 2 (opt-out of authorization) is checked, 
the undersigned hereby grants the USPTO authority to provide the EPO access to the bibliographic data and search 
results from the instant patent application when a European patent application claiming priority to the instant patent 
application is filed. See 37 CFR 1.14(h)(2). 

The applicant is reminded that the EPO's Rule 141 (1) EPC (European Patent Convention) requires applicants to submit a 
copy of search results from the instant application without delay in a European patent application that claims priority to 
the instant aoolication. 

2. Opt-Out of Authorizations to Permit Access by a Foreign Intellectual Property Office(s) 

A. Applicant DOES NOT authorize the USPTO to permit a participating foreign IP office access to the instant D application-as-filed. If this box is checked, the USPTO will not be providing a participating foreign IP office with 
any documents and information identified in subsection 1 A above. 

B. Applicant DOES NOT authorize the USPTO to transmit to the EPO any search results from the instant patent D application. If this box is checked, the USPTO will not be providing the EPO with search results from the instant 
application. 

NOTE: Once the application has published or is otherwise publicly available, the USPTO may provide access to the 
application in accordance with 37 CFR 1.14. 

Page# 5 New 12/17/2018 
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Signature: 

NOTE: This Application Data Sheet must be signed in accordance with 37 CFR 1.33(b). However, if this Application 
Data Sheet is submitted with the INITIAL filing of the application and either box A or B is not checked in 
subsection 2 of the "Authorization or Opt-Out of Authorization to Permit Access" section, then this form must 
also be signed in accordance with 37 CFR 1.14(c). 

This Application Data Sheet must be signed by a patent practitioner if one or more of the applicants is a juristic 
entity (e.g., corporation or association). If the applicant is two or more joint inventors, this form must be signed by a 
patent practitioner, all joint inventors who are the applicant, or one or more joint inventor-applicants who have been given 
power of attorney (e.g., see USPTO Form PTO/AIA/81) on behalf of all joint inventor-applicants. 

See 37 CFR 1.4(d) for the manner of making signatures and certifications. 

Signature /Zachary P. Piccolomini/ Date (YYYY-MM-DD) 2018-12-17 

Name Zachary P. Piccolomini Registration Number 63,390 

Page# 6 New 12/17/2018 
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ABSTRACT 

A cable assembly comprising a connector with a termination that enables high density 

and high signal integrity. Shields of cables are terminated to a paddle card via a conductive 

structure attached to a surface of the paddle card. The signal conductors of the cables are 

terminated to pads on the paddle card that are exposed within openings of the conductive 

structure. Such a structure creates a ground structure per cable that provides low insertion 

loss and low crosstalk, even when multiple cables are aligned side by side and terminated in 

one or more rows. The cables may be drainless, enabling a large number of cables, such as 

eight cables, to be packed within the width of a paddle card specified in high density standards 

such as QSFP-DD or OSFP. The cables may nonetheless have large diameter signal 

conductors, enabling 2.5 or 3 meter assemblies with less than l 7dB insertion loss. 
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CLAIMS 

1. A paddle card comprising: 

a surf ace comprising a plurality of pads on the surface; and 

at least one conductive structure electrically and physically connected to pads of the 

plurality of pads, wherein: 

the at least one conductive structure comprises a plurality of tabs, each tab 

extending upward from the surface; and 

each tab of the plurality of tabs is configured for electrical contact with an 

exposed shield of an associated cable. 

2. The paddle card of claim 1, wherein: 

the plurality of pads comprises pairs of signal pads and ground pads disposed 

between adjacent pairs of signal pads; and 

the at least one conductive structure comprises a plurality of portions, each portion: 

being electrically and physically connected to a ground pad of the plurality of 

pads adjacent a respective pair of signal pads of the plurality of pads; and 

comprising a tab of the plurality of tabs aligned with the respective pair of 

signal pads so as to make electrical contact with an exposed shield of a cable 

terminated to the respective pair of signal pads. 

3. The paddle card of claim 1, further comprising: 

a second surface opposite the first surface comprising a second plurality of pads at 

least partially disposed on the second surface; and 

at least one second conductive structure electrically and mechanically connected to 

the second plurality of pads. 

4. The paddle card of claim 1, wherein: 

the paddle card comprises a plurality of mating contacts adjacent a first edge, and the 

mating contacts are elongated in a first direction orthogonal to the first edge; 

5421022_1 
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the at least one conductive structure extends across the surface in a second direction 

orthogonal to the first direction of the paddle card, such that the at least one conductive 

structure is sized to electrically connect to shields of a plurality of cables; and 

each shield of the plurality of shields is associated with a cable of a plurality of 

cables aligned in parallel in the first direction and disposed side-by-side in the second 

direction. 

5. The paddle card of claim 1, wherein: 

the paddle card further comprises a plurality of openings in the surface; and 

the at least one conductive structure further comprises a plurality of protrusions that 

extend into corresponding openings in the plurality of openings. 

6. The paddle card of claim 1, wherein: 

the paddle card comprises a plurality of contact pads adjacent a first edge, and the 

pads are elongated in a first direction orthogonal to the first edge; 

the plurality of tabs of the at least one conductive structure comprise a first set of 

tabs and a second set of tabs; 

the first set of tabs are in a first row extending along a second direction parallel to 

the first edge of the paddle card; and 

the second set of tabs are oriented along a second row, wherein the second row 

extends along the first direction and the second row is spaced from the first row in the 

second direction. 

7. The paddle card of claim 6, wherein the at least one conductive structure further 

comprises a plurality of openings, wherein each opening of the plurality extends along the 

surface in the first direction and the second direction. 

8. The paddle card of claim 7, wherein: 

the plurality of openings are oriented along a third row extending along the second 

direction; and 

the third row is between the first row and the second row in the first direction. 

5421022_1 
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9. The paddle card of claim 7, wherein each opening of the plurality of openings 

surrounds a pad from a second set of pads at least partially disposed on the surface, such that 

the at least one conductive structure is not in mechanical contact with the second set of pads. 

10. The paddle card of claim 7, wherein: 

the plurality of pads are disposed in a first row and a second row spaced from the 

first row in the first direction, wherein: 

the first and second rows extend along the second direction; 

the first and second rows are in a second region adjacent a second edge 

opposite the first edge; and 

the first and second rows comprise sets of pads that comprise a pair of signal 

pads and an associated ground pad adjacent the signal pads; and 

the conductive structure is electrically and physically connected to the ground pads 

of the first and second rows of pads, and each opening of the plurality of openings is shaped 

to surround a pair of signal pads in the first and second rows of pads on at least three sides. 

11. The paddle card of claim 10, wherein the plurality of openings comprises: 

a first plurality of openings disposed along a third row extending along the second 

direction, wherein the third row is between the first row and the second row; and 

a second plurality of openings disposed along a fourth row extending along the 

second direction, wherein the fourth row is adjacent the second row. 

12. The paddle card of claim 6, wherein the at least one conductive structure further 

comprises a set of fingers extending along the surface in the second direction. 

13. The paddle card of claim 6, wherein: 

the plurality of openings are disposed along a third row extending along the first 

direction; 

the third row is spaced from the first row and the second row in the second direction; 

and 
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the third row is located closer to the first edge of the paddle card than the first row 

and the second row. 

14. The paddle card of claim 1, wherein the at least one conductive structure comprises a 

plurality of conductive structures, each conductive structure of the plurality of conductive 

structures electrically and mechanically connected to an associated subset of pads from the 

plurality of pads. 

15. The paddle card of claim 14, wherein: 

the paddle card comprises a plurality of contact pads adjacent a first edge, and the 

pads are elongated in a first direction orthogonal to the first edge; 

each conductive structure of the plurality of conductive structures comprises tabs of 

the plurality of tabs in a first row, wherein the first row extends along a second direction 

orthogonal to the first direction. 

16. The paddle card of claim 15, wherein the plurality of tabs of the plurality of 

conductive structures comprise one or more U-shaped tabs. 

17. The paddle card of claim 15, wherein the plurality of conductive structures comprise 

one or more tabs at an interior portion of the conductive structure. 

18. The paddle card of claim 15, wherein the plurality of conductive structures are 

disposed along the first row. 

19. The paddle card of claim 15, further comprising a second plurality of pads, wherein: 

the second plurality of pads are oriented along a second row, wherein the second row 

extends along the first direction; 

the second row is spaced from the first row in the mating direction of the paddle 

card. 

20. The paddle card of claim 1, wherein: 
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the paddle card comprises a length that extends along a first direction; 

the paddle card comprises a first end comprising a first width that extends along a 

second direction orthogonal to the first direction; and 

the paddle card comprises a second end opposite the first end comprising a second 

width that extends along the second direction; 

wherein the first width, the second width, or both, are between 13.25 and 19.75 

millimeters. 

21. A cable assembly comprising: 

a paddle card comprising a surface, wherein the paddle card comprises a first 

plurality of pads and a second plurality of pads on the surf ace; 

a plurality of cables, wherein each cable of the plurality of cables comprises at least 

one conductor and a shield foil, wherein conductors of the at least one conductor are 

electrically and mechanically connected to pads of the first plurality of pads; 

at least one conductive structure electrically and physically connected to pads of the 

second plurality of pads, wherein: 

the at least one conductive structure comprises a plurality of tabs; and 

each tab of the plurality of tabs at least partially wraps around a cable of the 

plurality of cables and is electrically connected to the shield foil of the cable. 

22. The cable assembly of claim 21, wherein: 

the first and second plurality of pads comprises pairs of neighboring signal pads and 

ground pads disposed between adjacent pairs of signal pads; 

each cable of the plurality of cables comprises two conductors, wherein the two 

conductors of each cable are mounted to a respective pair of neighboring signal pads; 

the at least one conductive structure comprises a plurality of portions, each portion: 

being electrically and physically connected to a ground pad of the set of pads 

adjacent a respective pair of signal pads of the set; and 

comprising a tab of the plurality of tabs aligned with the respective pair of 

signal pads so as to make electrical contact with an exposed shield of a cable 

terminated to the respective pair of signal pads. 
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23. The cable assembly of claim 21, wherein: 

an end of the cable comprises an exposed portion of the shield foil; and 

the shield surrounds, at least in part, the at least one conductor. 

24. The cable assembly of claim 21, wherein each cable of the plurality of cables is a 

twinax cable without a drain wire. 

25. The cable assembly of claim 21, wherein: 

the paddle card comprises a length that extends along a first direction; 

the first and second plurality of pads are disposed in a first row and a second row, 

wherein the first row and the second row extend along a second direction orthogonal to the 

first direction, and the first row is spaced from the second row in the first direction; 

the cables of the plurality of cables are aligned in parallel in the first direction and 

disposed side-by-side in the second direction; and 

the plurality of cables are electrically and physically connected in an alternating 

fashion such that conductors of neighboring cables of the plurality of cables are electrically 

and mechanically connected to pads of the first plurality of pads in different rows of the first 

and second rows. 

26. The cable assembly of claim 25, wherein: 

cables of the plurality of cables with conductors electrically and mechanically 

connected to pads of the first plurality of pads in the first row are configured to pass signals 

in a first direction; and 

cables of the plurality of cables with conductors electrically and mechanically 

connected to pads of the first plurality of pads in the second row are configured to pass 

signals in a second direction different than the first direction. 

27. The cable assembly of claim 21, wherein: 

the paddle card comprises a length that extends along a first direction; 
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the paddle card comprises a width that extends along a second direction orthogonal 

to the first direction, wherein the width is between 13.25 and 19.75 millimeters. 

28. The cable assembly of claim 27, wherein: 

the plurality of cables comprises eight twinax cables; and 

the at least one conductor of each cable of the plurality of cables comprises a gauge 

ranging between 34 American Wire Gauge (AWG) to 25 AWG. 

29. The cable assembly of claim 21, wherein: 

the paddle card comprises a length that extends along a first direction; 

the paddle card comprises a width that extends along a second direction orthogonal 

to the first direction, wherein the width is between 22 and 27 millimeters. 

30. The cable assembly of claim 29, wherein: 

the plurality of cables comprises eight twinax cables; and 

the at least one conductor of each cable of the plurality of cables comprises a gauge 

ranging between 34 American Wire Gauge (AWG) to 25 AWG. 

31. The cable assembly of claim 21, wherein the electrical connection of the plurality of 

tabs of the at least one conductive structure to the shield foil of each cable suppresses 

crosstalk between the cables of the plurality of cables. 

32. The cable assembly of claim 31, wherein a far end crosstalk of the plurality of cables 

is less than 35 dB over a frequency range of I to 20 GHz. 

33. The cable assembly of claim 31, wherein a far end crosstalk of the plurality of cables 

is less than 40 dB substantially over a frequency range of I to 20 GHz. 

34. The cable assembly of claim 21, wherein the plurality of cables comprise: 

a length ranging from 2.5 meters to 3.5 meters; 

an impedance of I 00 ohms; and 
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end to end attenuation of less than 17 db. 
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HIGH PERFORMANCE CABLE TERMINATION 

BACKGROUND 

[0001] The techniques described herein relate generally to electrical cable assemblies used to 

transmit signals between electronic devices, such as servers, routers and switches. 

[0002] Cables are often terminated at their ends with electrical connectors that mate with 

corresponding connectors on the electronic devices, enabling quick interconnection of the 

electronic devices. 

[0003] A cable provides signal paths with high signal integrity, particularly for high 

frequency signals, such as those under 28 Gbps using a non-return-to-zero (NRZ) protocol, 

above 50 Gbps using a pulse amplitude modulation (PAM) protocol, and/or the like. Each 

cable has one or more signal conductors, which is surrounded by a dielectric material, which 

in turn is surrounded by a conductive layer. A protective jacket, often made of plastic, may 

surround these components. Additionally the jacket or other portions of the cable may include 

fibers or other structures for mechanical support. 

[0004] The components of the cable that predominately impact signal propagation, i.e., the 

signal conductor, the dielectric and conductive layer, are generally uniform over the length of 

the cable. Non-uniformities on a signal path, such as might be created by changes in shape or 

material of the components, give rise to changes in impedance or promote mode conversion, 

which reduce signal integrity, as these effects are manifested as insertion loss, crosstalk or 

other undesirable effects. 

[0005] The signal conductor, dielectric and conductive layer are flexible, giving rise to a 

desirable property of cables. The flexibility enables uniform cable properties to be maintained 

even if the cable is routed with many bends, promoting signal transmission with high integrity. 

[0006] One type of cable, referred to as a "twinax cable," is constructed to support 

transmission of a differential signal and has a balanced pair of signal wires, embedded in 

dielectric material, and encircled by a conductive layer. In addition to uniform dimensions of 

the signal wires over the length of the cable, the spacing of the wires relative to each other 

and to the conductive layer is maintained over the length of the cable because those 

components are positioned by the dielectric. Such a cable may be formed by extruding the 

dielectric material around the signal wires. 
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[0007] The conductive layer is usually formed using foil, such as aluminized Mylar, or wire 

braid wrapped around the surface of the dielectric. The conductive layer influences the 

characteristic impedance in the cable and provides shielding that reduces crosstalk between 

signal conductors in twinax cables that may be routed together as a cable bundle. The 

conductive layer also forms the cable ground reference. 

[0008] A twinax cable can also have a drain wire. Unlike a signal wire, which is generally 

coated with a dielectric to prevent electrical contact with other conductors in the cable, the 

drain wire may be uncoated so that it contacts the conductive layer at multiple points over the 

length of the cable. At an end of the cable, where the cable is to be terminated to a connector 

or other terminating structure, the protective jacket, dielectric and the foil may be removed, 

leaving portions of the signal wires and the drain wire exposed at the end of the cable. These 

wires may be attached to a terminating structure, such as a paddle card of a connector. The 

signal wires may be attached to conductive elements serving as mating contacts in the 

connector. The drain wire may be attached to a ground conductor in the terminating structure. 

In this way, any ground return path may be continued from the cable to the terminating 

structure. 

SUMMARY 

[0009] According to one aspect of the present application, a paddle card is provided. The 

paddle card may comprise a surface comprising a plurality of pads on the surface. The 

paddle card may comprise at least one conductive structure electrically and physically 

connected to pads of the plurality of pads, wherein the at least one conductive structure 

comprises a plurality of tabs, each tab extending upward from the surface, and each tab of 

the plurality of tabs is configured for electrical contact with an exposed shield of an 

associated cable. 

[0010] According to another aspect of the present application, a cable assembly is provided. 

The cable assembly may comprise a paddle card comprising a surface, wherein the paddle 

card comprises a first plurality of pads and a second plurality of pads on the surface. The 

cable assembly may comprise a plurality of cables, wherein each cable of the plurality of 

cables comprises at least one conductor and a shield foil, wherein conductors of the at least 

one conductor are electrically and mechanically connected to pads of the first plurality of 
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pads. The cable assembly may comprise at least one conductive structure electrically and 

physically connected to pads of the second plurality of pads, wherein the at least one 

conductive structure comprises a plurality of tabs, and each tab of the plurality of tabs at 

least partially wraps around a cable of the plurality of cables and is electrically connected to 

the shield foil of the cable. 

[0011] The foregoing is a non-limiting summary of the invention, which is defined by the 

appended claims. 

BRIEF DESCRIPTION OF DRAWINGS 

[0012] The accompanying drawings are not intended to be drawn to scale. In the drawings, 

each identical or nearly identical component that is illustrated in various figures is 

represented by a like numeral. For purposes of clarity, not every component may be labeled 

in every drawing. In the drawings: 

[0013] FIG. lA is an isometric view of an electrical cable including a drain wire; 

[0014] FIG. lB is an isometric view of a connector configured to operate in connection with 

the electrical cable of FIG. lA; 

[0015] FIG. 2A is a view of an end of an exemplary drainless electrical cable; 

[0016] FIG. 2B is a cross sectional view of an exemplary drainless electrical cable; 

[0017] FIG. 3A is an isometric view of an exemplary conductive structure, in accordance 

with some embodiments; 

[0018] FIG. 3B is a first side view of the exemplary conductive structure of FIG. 3A; 

[0019] FIG. 3C is a second side view of the exemplary conductive structure of FIG. 3A; 

[0020] FIG. 4A is a plan view of a surface of an exemplary paddle card; 

[0021] FIG. 4B is a plan view of the opposite side of the exemplary paddle card of FIG. 4A; 

[0022] FIG. 5A is a partially exploded view of an exemplary paddle card with conductive 

structures, in accordance with some embodiments; 

[0023] FIG. 5B is an isometric view of the exemplary paddle card with conductive 

structures, of FIG. 5A; 

[0024] FIG. 5C is an end view of the exemplary paddle card with conductive structures of 

FIG. 5A 
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[0025] FIG. 5D is a side view of the exemplary paddle card with conductive structures of 

FIG. 5A; 

[0026] FIG. 5E is a top view of the exemplary paddle card with a conductive structure of 

FIG. 5A, with two portions broken out and enlarged; 

[0027] FIG. 6A is an isometric view of a portion of a cable assembly, in accordance with 

some embodiments; 

[0028] FIG. 6B is an isometric view of the portion of the cable assembly of FIG. 6A where 

the cables connect to the paddle card and conductive structure, in accordance with some 

embodiments; 

[0029] FIG. 7 is an isometric view of a cable assembly, partially cut away, in accordance 

with some embodiments; 

[0030] FIG. 8A is an isometric view of an exemplary paddle card with conductive 

structures, in accordance with some embodiments; 

[0031] FIG. 8B is an isometric view of the exemplary paddle card with conductive 

structures of FIG. 8A, with cables; 

[0032] FIG. 9A show a first exemplary cable bundle, according to some embodiments; 

[0033] FIG. 9B shows an exemplary cross-sectional view of a cable of the cable bundle of 

FIG. 9A, according to some embodiments; 

[0034] FIG. lOA shows a second exemplary cable bundle, according to some embodiments; 

[0035] FIG. lOB shows an exemplary cross-sectional view of a cable of the cable bundle of 

FIG. lOA, according to some embodiments; 

[0036] FIG. 11 is a performance plot showing far-end crosstalk for a cable assembly, 

according to some embodiments; and 

[0037] FIG. 12 is a performance plot showing insertion loss for a cable assembly, according 

to some embodiments. 

DETAILED DESCRIPTION 

[0038] The inventors have recognized and appreciated structures for providing a high 

frequency, compact cable assembly. The structures may include a conductive structure, such 

as one or more straps, which includes a plurality of tabs that are configured for electrical 

contact with an exposed shield of an associated cable of the high frequency compact cable 
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assembly. The conductive structure may be physically mounted to a surface of a printed 

circuit board (PCB), such that each tab extends upward from the surface of the PCB. The 

PCB may be a paddle card of a connector, and may include multiple pads at least partially 

disposed on the surface, such that at least one conductive structure is electrically and 

physically connected to some of the pads. 

[0039] The conductive structure may be electrically connected to a ground structure within 

the PCB, providing conductive paths between shields of the cables and the ground structure 

within the PCB. In some embodiments, the conductive structure may have a plurality of 

portions, each portion connecting to (a) a ground pad of the ground structure that is associated 

with a pair of signal pads of the PCB to which a pair of signal conductors are connected, and 

(b) to the shield of the cable terminated to that pair of signal pads. The portions may be 

configured such that crosstalk is low where the cables are terminated to the PCB, leading to 

low crosstalk in the cable assembly. The portion may be integrally formed from the same 

conductive material and may have, for each high speed cable, an attachment to a ground 

structure of the printed circuit board. The ground structure of the PCB may include a pad on 

the surface of the PCB near or adjacent the signal pads to which the cable is terminated. Each 

portion may provide a return path for common mode signals in a cable. The conductive 

structure may have openings, exposing the signal pads on the PCB, and facilitating close 

proximity between the signal conducts and an associated return path. 

[0040] In some embodiments, the tabs of the conductive structure may include a first set of 

tabs and a second set of tabs. The first set of tabs may be in a first row, and the second set of 

tabs may be in a second row parallel to the first row. In some embodiments, the cable 

assembly may include a plurality of conductive structures. Each conductive structure may be 

electrically and physically connected to ground pads of a subset of the pads. The plurality 

of conductive structures may include one or more U-shaped tabs, one or more single finger 

tabs at an interior portion of the conductive structure, or both. 

[0041] The paddle card of the cable assembly may include signal pads and ground pads on 

the surface of the PCB. The cable assembly may include a plurality of cables that each 

includes at least one signal conductor and a shield foil surrounding the signal conductors. The 

signal conductors may be electrically and mechanically connected to signal pads. The 

conductive structures may be electrically and mechanically connected to the ground pads, and 
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each tab may at least partially wrap around a cable to electrically connect to the shield foil of 

the cable. 

[0042] The end of the cable may include an exposed portion of the shield foil, which 

surrounds, at least in part, the at least one conductor. In some embodiments, each cable may 

include at least two conductors and the shield foil, such as a twinax cable. The cable may 

have no drain wire. The cables may be electrically and physically mounted to the PCB in 

different rows along the PCB, so that connections for neighboring cables are staggered along 

the width of the PCB. One row may include cables used for transmitting signals, and one row 

may include cables for receiving signals. Cables with a plurality of conductors may be 

physically and electrically mounted to the PCB, with the conductors for a particular cable 

mounted side-by-side on the PCB. 

[0043] A termination structure as described herein may provide low crosstalk between signal 

paths, including low crosstalk between adjacent cable terminations of rows of cable 

terminations on the paddle card. Such a termination structure may alternatively or 

additionally provide low crosstalk between transmit and receive signal paths, which may be 

terminated in different rows on the paddle card. In some embodiments, the far end crosstalk 

may be less than 35 dB over a frequency range of 1 to 20 GHz. In some embodiments, the 

far end crosstalk may be less than 40dB over substantially all of the frequency range, such as 

more than 90% of that frequency range. Such crosstalk may be achieved even for compact 

cable assemblies, such as those sufficiently compact to include a paddle card having a width 

and/or other aspects/dimensions as defined in the OSFP or QSFP-DD standards. 

[0044] Alternatively or additionally, cable terminations as described herein may enable low 

loss cable assemblies. For example, a cable assembly may have cables with a length ranging 

from 2.5 meters to 3.5 meters, and a signal loss ranging from 15 dB to 20 dB at Nyquist 

frequency. As a specific example, a cable assembly may exhibit end to end attenuation of 

less than 17 dB at 13.28 GHz with a cable length of 2.5 meters or in some embodiments 3 

meters. Such low insertion loss may be achieved with a drainless cable. One or more 

conductors of each cable can have a gauge ranging between 34 American Wire Gauge (A WG) 

to 24 A WG, nonetheless, as a result of the cable termination techniques described herein, 

these terminations may be sufficiently compact to fit within a paddle card having a width as 

defined in the OSFP or QSFP-DD standards. Those techniques enable closely spaced 
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terminations and use of drainless cables. As a specific example, an OSFP cable assembly 

supporting signaling up to 56 Gbps may have cables with 25A WG signal conductors, a length 

of, and a nominal impedance of 100 ohms, with 17dB or less of insertion loss at a 3 meter 

cable length. As another specific example, a QSFP-DD cable assembly supporting signaling 

up to 56 Gbps per lane may have cables with 27 A WG signal conductors, and a nominal 

impedance of 100 ohms, with l 7dB or less of insertion loss at a 3 meter cable length. 

[0045] Cable assemblies as described herein may be configured to support signals having any 

suitable electric bandwidth, such as more than 20GHz, more than 30GHz or more than 

40GHz. For an illustrative example, PAM4 signaling for Ethernet can achieve 53.12 Gbps. 

The baud-rate (signaling rate) is 26.56 GBaud. The communicating devices can be 

intentionally cut-off at 75% of the 26.56 GBaud signaling rate with low-pass filters (e.g., to 

ensure a sufficient signal-to-noise ratio). As a result, the effective achievable bandwidth in 

GHz is 0.75 * 26.56 Gbaud=l9.92 GHz. Cable assemblies as described herein may support 

that signaling rate in each of multiple channels. 

[0046] FIG. lA illustrates a conventional electrical cable. Electrical cable 10, also referred to 

as "twinax cable", comprises signal wires 11 and 12, which are covered by dielectric coating 

13 and 14 respectively. The signal wires 11 and 12 may be configured to carry a differential 

signal, in some embodiments. The cable further comprises a third, uncovered wire 15, 

referred to as "drain wire". Signal wires 11 and 12 and drain wire 15 are surrounded by 

conductive layer 16, which is configured to serve as an electric shield. The drain wire 15 

electrically contacts the conductive layer 16 at multiple locations along the cable (not shown), 

thus maintaining a ground reference with the conductive layer. As illustrated in FIG. lA, the 

enclosing jacket and the conductive layer have been removed from the end of the cable to 

permit termination. 

[0047] FIG. lB illustrates a connector 90 configured to terminate one or more cables 10. 

Connector 90 comprises a circuit board 98 and grounding portion 95. Grounding portion 95 

includes a plurality of openings 96, each configured to receive a cable 10. When a cable 10 is 

inserted into an opening 96, signal wires 11 and 12 form electrical contacts with contact 

portions 93. Furthermore, grounding portion 95 includes a plurality of slots 97, each slot 

being configured to receive therein the drain wire of the corresponding cable 10. The 

grounding portion may contact the various drain wires, thus keeping the cables grounded and 
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providing a return path from the paddle card to the wire. While the use of drain wires ensures 

signal integrity throughout the length of the cable, having to include an additional wire may 

add weight, may reduce the flexibility of the cable, may take up additional space, and/or the 

like. 

[0048] FIG. 2A is a view of an exemplary cable end 202 of cable 200. The cable 200 may 

comprise a pair of signal conductors 204 and 206. As shown, the signal conductors 204 and 

206 may extend outward at the cable end 202. Any suitable approach may be used to 

configure the end 202 of the cable 200 in this way. A known technique for terminating a 

cable is to strip away, at the end of the cable, components of the cable to expose the signal 

conductors. In accordance with some embodiments, different components may be stripped 

away to expose different components of the cable. For example, the jacket, a conductive layer 

and dielectric may be stripped away at the distal end of the cable to expose signal conductors 

at the distal end of the cable. In other regions, only the jacket may be removed, exposing the 

conductive layer. 

[0049] FIG. 2B is a cross sectional view of the cable 200 at the end 202. As illustrated, signal 

conductors 204 and 206 may be surrounded by a dielectric material 208, which may be 

configured to prevent the signal conductors from contacting one another. Alternatively, or 

additionally, the signal conductors may be coated with a dielectric material. Signal 

conductors 204 and 206 may be formed from copper or from a copper alloy, such as copper­

zinc, copper-nickel, copper-magnesium, copper-iron, etc. Dielectric material 208 may be 

enclosed within a conductive layer 209, which may comprise a foil, such as aluminized Mylar 

foil, or wire braid wrapped around the surface of the dielectric material. Conductive layer 

209 may be configured to provide shielding so as to reduce crosstalk between adjacent signal 

conductor pairs. As illustrated, cable 200 may be drainless as it does not include drain wires 

in the illustrated embodiment. 

[0050] According to one aspect of the present application, the electrical properties at the 

termination of the cables (e.g., crosstalk) can be improved using a conductive member 

providing ground connections between cables and a PCB to which those cables are 

terminated. As discussed further herein, the conductive member can provide individual 

ground paths for each cable, which can result in improved electrical properties at the 

termination (e.g., compared to connectors without conductive members). FIG. 3A is an 
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isometric view of an exemplary conductive structure 300, in accordance with some 

embodiments. FIGS. 3B and 3C show a side view and an end view of the exemplary 

conductive structure 300, in accordance with some embodiments. The conductive structure 

300 includes a surface 304 that extends along a first direction 306 and a second direction 

308. FIG. 3B shows the side of the conductive structure 300 when viewing the conductive 

structure 300 in the second direction 308. FIG. 3C shows an end of the conductive structure 

300 when viewing the conductive structure 300 in the first direction 306. 

[0051] The conductive structure 300 includes a plurality of tabs 302, each of which extends 

upwards from the surface 304 of the conductive structure 300. In this exemplary 

embodiment, the tabs 302 extend orthogonal to the surf ace 304 and include a bent portion 

where the tab meets the surface 304 of the conductive structure 300. 

[0052] As discussed in conjunction with FIGS. 5A-5B, the conductive structure can be 

designed so that when the conductive structure is mounted to a PCB, the conductive 

structure is electrically and physically connected to certain portions of the PCB (e.g., ground 

pads), while not being in electrical and/or physical connection with other portions of the 

PCB (e.g., signal pads). To avoid physical contact with such portions, the conductive 

structure can include openings that extend in directions 306 and 308. In the example shown 

in FIG. 3A, the conductive structure 300 includes a plurality of openings 310 in the surface 

304, which are defined on all sides by the conductive structure 300 such that the conductive 

structure 300 entirely surrounds the openings 310. However, it is not a requirement that the 

openings be completely surrounded. The conductive structure 300 includes a plurality of 

openings 322 in the surface 304, which are defined on three sides by the conductive 

structure 300, such that the conductive structure 300 partially surrounds each of the 

openings 322, including by projections 324 of the conductive structure 300. While not 

shown in FIG. 3A, in some embodiments the conductive structure can entirely surround the 

openings 322 (e.g., similar to openings 310). 

[0053] As shown in this example, one or more of the openings 310 can include a protrusion 

312 that extends downward into a corresponding opening 310. In some embodiments, the 

protrusions 312 are used to align the conductive structure 300 onto a PCB, such as by fitting 

into holes in the PCB. In some embodiments, the protrusions 312 may be soldered to the 

ground structure of the PCB. 
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[0054] In some embodiments, the tabs and openings can be formed and/or disposed in rows 

of the conductive structure 300. As shown in the exemplary conductive structure 300, a first 

set of tabs 302 are in the row indicated by arrow 314, and second set of tabs 302 are in the 

row indicated by arrow 318, with both rows extending along direction 308. The openings 310 

are in the row indicated by arrow 316, and the openings 322 are in the row indicated by arrow 

320, with both rows also extending along direction 308. As shown by the arrows 314, 316, 

318 and 320, the rows are orthogonal to the direction 306. As also shown by the arrows 314, 

316, 318 and 320, the rows are spaced from each other along the direction 306. 

[0055] The conductive structure can be formed from a sheet of metal. For example, the 

conductive structure can be stamped from a sheet and then portions into the shape shown in 

FIGS. 3A-3C from a sheet of metal. The conductive structure 300 includes, for example, a 

plurality of voids 314 from which a subset of the tabs 302 are stamped. The conductive 

structure can be made of any type of conductive material, such as stainless steel or other metal. 

[0056] As discussed herein, the conductive structure can be used in various applications, such 

as for standard-based connectors (e.g., for OSFP, QSFP-DD, etc.). The conductive structure 

can be mounted (e.g., soldered) to a PCB serving as a paddle card in a plug connector prior to 

connection of the cables, so that the conductive structure sits between the cables and the PCB. 

The conductive structure can be used to provide individual ground paths to cables, such as 

cables without drain pads. Some standards specify dimensions of various aspects of the 

connectors, such as the dimensions of a paddle card, the number, size and location of solder 

pads, etc. The conductive structures discussed herein can be used to provide individual 

ground paths to cables that do not have drain wires, which can reduce crosstalk across cables 

of the connector. Being able to omit drain wires from the cables while still providing 

sufficient electrical characteristics at the terminations can allow the cables to be thinner, to 

use a thicker (e.g., lower gauge) wire (e.g., for less loss than thinner wire), and/or both. 

[0057] FIG. 4A is a plan view of a first side 402 of an exemplary paddle card 400, and FIG. 

4B is a plan view of the opposite side 404 of the exemplary paddle card 400. The paddle 

card extends along a first direction 450 and a second direction 452. The width of the paddle 

card 4A (here shown as being in the second direction 452) may be specified by the 

associated standard, at least at the mating interface where contact pads 406 are located. For 

example, in some embodiments, the width may range between 13.25 and 19.75 millimeters, 
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between 19.5 and 29 millimeters, and/or the like. In many commercial implications, the 

paddle card will have the same width over its entire length. 

[0058] Each side 402 and 404 has contact pads 406 and 408 shown in FIGS. 4A-4B. Each 

side 402 and 404 also has solder pads 410 and 412. The pads can be implemented in 

various ways, such as by a layer of metal disposed on the surface of the paddle card 400 

over or otherwise connected to a via within the paddle card 400 or as the top of a via within 

the paddle card 400. 

[0059] The solder pads 410 are arranged along two rows shown by dotted arrows 422A and 

422B, and the solder pads 412 are similarly arranged along two rows shown by dotted 

arrows 426A and 426B. Like the contact pads 406 and 408 as discussed below, the solder 

pads 410 and 412 include sets of solder pads. There may be a set of solder pads per cable. 

FIG. 4A shows a first set of solder pads J2, which includes signal solder pads 410A and 

41 OB and ground solder pad 41 OC disposed to the right of the signal solder pads 41 OA and 

41 OB. In this exemplary embodiment, the solder pads 41 OA, 41 OB and 41 OC are used to 

electrically and physically connect to the pair of signal wires (denoted "n" and "p" in the 

figure) and the ground of an associated transmit cable (e.g., the first transmit cable), 

respectively. FIG. 4A also shows a second set of solder pads J4, which includes signal 

solder pads 41 OD and 41 OE and ground solder pad 41 OF disposed to the right of the signal 

solder pads 410A and 410B. In this exemplary embodiment, the solder pads 410D, 410E 

and 410F are used to electrically and physically connect to then and p signal wires and the 

ground of an associated transmit cable (e.g., the third transmit cable), respectively. The 

ground solder pads and pairs of signal solder pads in each row may alternate. For example, 

the pair of signal solder pads 41 OD and 41 OE are disposed between ground solder pads 

410C and 410F, and ground solder pad 410C is disposed between signal solder pad pairs 

410A/410B and 410D/410E. 

[0060] In some embodiments, paddle card 400 may be constructed such that at least one of 

the ground solder pads adjacent a pair of signal pads is attached to a portion of the ground 

structure within the paddle card to which the traces attached to the pair of signal pads are 

referenced. If there is a common mode signal on the pair of traces, for example, there will 

be a corresponding return current flow through the ground structure to which those traces 

are referenced. In a paddle card, for example, ground planes may be interleaved between 
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layers carrying signal traces such that the traces are referenced to an adjacent ground plane, 

which may be the closest ground plane to the traces. 

[0061] The contact pads 406 and 408 are in electrical communication with the solder pads 

410 and 412, respectively, through the interior of the paddle card. For example, a trace 

within the paddle card connects solder pad 410A with contact pad 406A; a second trace 

within the paddle card connects solder pad 410B with contact pad 406B; and a ground 

plane within the paddle card may connect solder pad 410C with the solder pad 410C. As 

another example, a third trace may connect solder pad 410D with contact pad 406D; a fourth 

trace may connect solder pad 410E with the contact pad 406E. The same, or a different 

ground plane, may connect solder pad 410F with solder pad 410F. Thus, like the contact 

pads 410 and 412, the contact pads 406 and 408 can be logically grouped into sets of contact 

pads associated with the cables terminated to the paddle card. 

[0062] For example, each set of contact pads in the contact pads 406 may include a pair of 

signal pads and a ground pad, which facilitate connection of the signals from the associated 

cable to corresponding contacts of a mating connector. For example, FIG. 4A shows a first 

set of contact pads, which includes signal contact pads 406A and 406B and ground contact 

pad 406C. In the illustrated embodiment, the ground contact pads, such as 406C, are longer 

than the signal contact pads, such as contact pads 406A and 406B. FIG. 4A also shows a 

second set of contact pads, which includes signal contact pads 406D and 406E and ground 

contact pad 406F. FIG. 4A and 4B show other contact pads that are not numbered for 

simplicity. The contact pads 406 are arranged along two rows shown by dotted arrows 

420A and 420B, and the contact pads 408 are similarly arranged along two rows shown by 

dotted arrows 424A and 424B. Each row includes a plurality of sets of contact pads. 

[0063] The ground contact pads and pairs of signal contact pads in each row may alternate. 

For example, the pair of signal contact pads 406A and 406B are disposed between ground 

contact pads 406C and 406F, and ground contact pad 406F is disposed between signal pairs 

406A/406B and 406D/406E. As shown, there is a space between the contact pads 406 and 

408 (e.g., the space between rows 420A and 420B in FIG. 4A). In some configurations, pre­

wipe pads may be disposed between the rows of contact pads 406 and 408 or may be 

disposed between some or all of the contact pads in a row proximate an edge of the paddle 

card and that edge (e.g., as shown in FIGS. 5A-5B). 
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[0064] While not shown in FIGS. 4A-4B, active components can be attached to the paddle 

card 400. For example, the paddle card 400 can be sized sufficiently such that active 

components can be attached to the paddle card 400 in the space between the row 420A of 

contact pads and the row 422B of contact pads shown in FIG. 4A. For example, filters, 

amplifiers, transceivers, and/or the like are examples of active components that can be 

attached to the paddle card 400. For example, in some applications it can be desirable to 

convert from the communication protocol being used on the cable to a different 

communication protocol (e.g., to convert between different communication standards). 

Active components can be included on the paddle card 400 to perform the conversion on the 

paddle card 400, such that a different protocol is provided to a mating connector. 

[0065] In some embodiments, the conductive structures may be electrically and physically 

mounted to the solder pads of either or both sides of the paddle card. In particular, as 

discussed further herein, the conductive structures may be sized for electrical and physical 

connection (e.g., via soldering) to the ground solder pads of the paddle card. FIG. 5A is a 

partially exploded view of an exemplary paddle card 500 with conductive structures 502 and 

504, in accordance with some embodiments. Paddle card 500 may be constructed like 

paddle card 400, except with a different configuration of contact pads. 

[0066] As shown in this example, the conductive structure 504 is mounted on the bottom 

side of the paddle card 500. The conductive structure 502 is electrically and physically 

connected to the ground solder pads 506 of the top side of the paddle card 500. FIG. 5B is 

an isometric view of the exemplary paddle card 500, showing the conductive structure 502 

electrically and physically connected to the paddle card 500. Since the conductive structure 

502 is connected to the paddle card 500, the ground solder pads 506 in FIG. 5A are not 

visible in FIG. 5B. FIG. 5B highlights where the conductive structure 502 is electrically and 

physically connected to the ground solder pads 506 using dotted areas 508. 

[0067] FIG. 5C is a first side view of the paddle card, in accordance with some 

embodiments. FIG. 5C is a view of the end of the paddle card 500, when viewing the side 

of the paddle card 500 in the first direction 450 that is opposite the side at which the 

conductive structures 502 and 504 are connected to the paddle card 500. FIG. 5D is a side 

view of the paddle card 500, in accordance with some embodiments. FIG. 5D is a view 

along the second direction 452 of the left side of the paddle card. As shown, the tabs 504 
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extend orthogonal to the surface of the conductive structure, and include a bent portion 

504A where the tab 504 meets the surface of the conductive structure. As shown in FIGS. 

5C and 5D, the conductive structures 502 and 504 are mounted at locations opposite each 

other on the respective sides 501A and 501B of the paddle card 500. 

[0068] In some circumstances, it may be desirable to control the electrical properties if a cable 

assembly such as far-end crosstalk. Crosstalk, and other undesirable electrical properties may 

arise as a result of the manner in which the cables of the assembly are terminated to the paddle 

card. A mechanical discontinuity necessarily occurs where the cables, including the signal 

wires and drain wire (or shield) are connected to the paddle card. For example, as discussed 

in conjunction with FIG. 2A, in order to connect cables to the paddle card (e.g., at the solder 

pads), the layers of the cable (e.g., the conductive layer and the dielectric coatings on the 

signal wires) are removed so that the signal wire terminations can be connected (e.g., 

soldered) to the paddle card. Such a discontinuity can give rise to one or more effects that 

impact the integrity with which a signal passes through the cable assembly. For example, the 

propagating mode of some of the signal energy carried by a cable may change such that not 

all of the energy in the signal cable will transition to the paddle card (or vice versa). Some of 

the energy that does not transition into the paddle card may be radiated, giving rise to 

crosstalk. Additionally, the mechanical discontinuity can create the potential for reflections 

of the signal, which can cause further attenuation because the signal energy travels backwards 

through the signal wires instead of into the paddle card. 

[0069] The conductive structure may be configured to provide a cable termination that has a 

small impact on signal integrity. The conductive structure may include portions that create 

separate ground paths for each cable (e.g., for each pair of signal wires). The conductive 

structure may be shaped and positioned to act as the closest ground conductor to a signal 

conductor in the cable or connector terminating the cable. The conductive structure may be 

shaped to provide a ground path for each cable or each signal pair. The conductive structure 

connects to the ground portion of the cable (e.g., the shield of a cable). Moreover, the 

conductive structure may be shaped and positioned to provide a spacing between signal 

conductors and the nearest ground in the cable termination that smooths any impedance 

transition between the signal conductors in the cable and the traces in the paddle card to which 

those signal conductors are connected. The conductive structure may be shaped and 
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positioned to provide an impedance in the signal path at the termination that approximates the 

impedance within the signal conductors or within the traces or that transitions between the 

impedance in the cable and in the paddle card. Alternatively or additionally, the conductive 

structure may be shaped and positioned relative to the signal path to approximate the spacing 

between the signal conductors and the nearest ground in the cable. 

[0070] Alternatively or additionally, the conductive structures may be shaped and positioned 

to provide separate ground paths for each signal conductor or pair of signal conductors that 

approximates the separate ground paths for the signal conductors as exists within a cable. For 

example, for a twinax cable with no drain wire, the tabs of the conductive structure 

mechanically and electrically connect to the exposed shields of the cables of the assembly to 

complete the conducting path from the cable shields to the ground structure of the paddle card. 

That connection may be made to the portion of the ground structure to which the traces in the 

paddle card coupled to the signal conductors of the same cable are referenced. The separate 

ground paths may reduce crosstalk because there is less coupling of ground return paths of 

the cables that are terminated to the paddle card. 

[0071] FIG. 5E is a top view of the exemplary paddle card 500 with conductive structure 

502 mounted to side 501A, in accordance with some embodiments. Like with FIG. 5B, 

since the conductive structure 502 is connected to the paddle card 500, the ground solder 

pads are not visible in FIG. 5B. FIG. 5E shows where the conductive structure 502 is 

electrically and physically connected to the ground solder pads 506 using arrows 554 (the 

dotted areas 508 used in FIG. 5B are not included in FIG. 5E for clarity and simplicity). 

The conductive structure 502 includes a plurality of portions that create separate ground 

paths for associated signal pads, two of which are shown as portion 550 and portion 570. 

Each portion is electrically and physically connected to a ground solder pad that is adjacent 

an associated pair of signal solder pads. For example, portion 550 is electrically and 

physically connected to ground solder pads at the portions shown by dotted areas 552A and 

552B, and in particular the ground pad at area 552A is associated with the signal pads 558 

and 560. Portion 570 is electrically and physically connected to ground solder pads at the 

portions shown by dotted areas 572A and 572B, and in particular the ground pad at area 

572B is associated with the signal pads 578 and 580. Each portion also includes a tab that is 

aligned with the pair of signal pads, which, as is discussed in conjunction with FIGS. 6A-
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6B, is configured to make electrical contact with an exposed shield of a cable terminated to 

the respective pair of signal pads. For example, portion 550 includes tab 556 that is aligned 

with the pair of signal pads 558 and 560. Portion 570 includes tab 576 that is aligned with 

the pair of signal pads 578 and 580. Thus, in some embodiments, each portion can associate 

a return path from the paddle card to the cable that has its signal conductors electrically and 

physically connected to the pair of signal pads within the portion. As discussed further 

herein, when assembled, the tab aligned with the pair of signal pads folds over the shield of 

the wire to complete the conducting path between the shield of the cable and the ground 

structure within the paddle card via the portion of the conductive structure. 

[0072] FIG. 6A is an isometric view of a portion of a cable assembly 600, in accordance 

with some embodiments. The cable assembly 600 includes a plurality of cables 602 (sixteen 

cables, in this illustrative example). The cable assembly 600 includes a paddle card 604 

with two conductive structures 606 and 608. FIG. 6B is an isometric view of the portion of 

the cable assembly 600 where the cables 602 connect to the paddle card 604 and conductive 

structure 606. For each cable, the ends of the signal wires are soldered to respective signal 

solder pads. For example, for cable 602A, the end of the first signal wire 610A is soldered 

to a first signal solder pad, and the end of the second signal wire 61 OB is soldered to a 

second signal solder pad. The conductive structure 606 also includes a plurality of tabs 614, 

each of which is folded onto a shield of a respective cable. For example, tab 614A is folded 

onto the exposed shield of the cable 602A so that the tab is in physical and electrical contact 

with the shield. The tabs can be bent around the shields of the cables using, for example, a 

tool configured to sufficiently bend and press each of the tabs into physical and electrical 

contact with the shield without damaging the cable or conductive member (e.g., without 

crushing the cable). Pressing the tab in a shape to conform to that of the cable, with shield 

exposed, may provide adequate coupling between the conductive member and the shield of 

the cable. In other embodiments, an attachment material may be added, including 

conductive adhesive or solder. 

[0073] As discussed in conjunction with FIG. 5E, the conductive structure includes a 

portion for each cable that provides a ground path for each cable. For example, the portion 

612 of the conductive structure 606 creates a ground path for the cable 602A. These ground 

paths are largely or wholly disjoint, reducing crosstalk between cables. While not being 
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bound by any particular theory of operation, the inventors believe that shaping the 

conductive structure in this way reduces mode conversion and impedance discontinuities. 

Ground paths that are largely or wholly disjoint is also believe to reduce crosstalk between 

cables. The conductive structure can be shaped to allow cables to connect to the paddle 

cards in different rows (e.g., one row with all transmit signals, and another row with receive 

signals). Using multiple rows can also help reduce the effect of crosstalk because cables can 

be grouped into rows by signal level (e.g., higher transmit signals can be grouped in one 

row, and lower receive signals can be grouped in another row) such that a further separation 

can be achieved between cables with different signal levels (e.g., to avoid crosstalk 

overwhelming lower signal cables). The ground paths through the conductive structure 

associated with cables in separate rows are completely disjoint, which provides good 

electrical separation between conductors most likely to generate harmful crosstalk (e.g. 

crosstalk from cables with higher signal levels in one row that could have a substantial 

impact on lower level signals carried by conductors in another row). 

[0074] FIG. 7 is an isometric view of a cable assembly 700, in accordance with some 

embodiments. The cable assembly 700 includes outer portions 702 and 704 of a plug 

housing, which are fixed to each other using screws 706. The outer portions 702 and 704 

surround the paddle card 708, which includes the conductive structures and cable 

terminations, as discussed in conjunction with FIGS. 6A-6B. The cable assembly 700 

includes two cable bundles 710. In region 712 signal wires and other portions of the cables 

of the cable assembly 700 have been cutaway for illustrative purposes. The cable assembly 

700 also includes a tab 714 connected to latch release member 716, which can be pulled to 

release latches of a cage into which cable assembly 700 may be inserted to enable removal 

of the cable assembly 700 from the cage. The cable assembly 700 includes a stabilization 

portion 718, which is used to hold the cables relative to paddle card 708 so as to reduce 

strain on the cable terminations that might be caused by forces on the cable. Stabilization 

portion 718 may also provide a housing to facilitate mounting of paddle card 708 in the plug 

housing. The cable assembly 700 also includes a removable cap 720. 

[0075] In some embodiments, connector modules may be attached to cables, creating cable 

assemblies that may be used to connect electronic devices. Each module may comprise one 

or more conductive members to terminate one or more cables in the manner described above. 
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The modules may comprise mating contact portions configured to mate with mating contact 

portions in a mating connector. In the embodiment illustrated, the mating contact portions 

are rectangular and at the end of the paddle card. The mating contact portions may include 

signal and ground pads, and may be configured to mate with mating contact portions in a 

receptacle. 

[0076] The plug of cable assembly 700 may mate with a receptacle connector mounted in an 

electronic device. For example, the receptacle connector may be mounted on a printed circuit 

board (PCB) in an electronic device. The cable assembly 700 may be configured to connect 

any suitable electronic device to any other suitable device, such as a first computer to a second 

computer, a computer to a server, and/or the like. The cable assembly 700, including the 

cables of the cable bundles 710, may have characteristics selected for the types of signals to 

pass between the connected devices. 

[0077] FIG. 8A is an isometric view of an exemplary paddle card 800 with conductive 

structures 802, in accordance with some embodiments. In contrast to the embodiment of 

FIG. 5A, for example, in which the conductive structure on each surface of a paddle card 

was a unitary member, the conductive structure in the embodiment of FIG. 8A has 

conductive structures formed from multiple separate members attached to each surface of 

the paddle card. 

[0078] The first side 806 of the paddle card 800 has four conductive structures 802. While 

not shown, the opposite side (the bottom side opposite side 806) also has four conductive 

structures 802, in the illustrated embodiment. The paddle card 800 includes solder pads 

804, which are in a first row 808 and a second row 810. The first row 808 and second row 

810 extend along a second direction 814 orthogonal to the first direction 812 and are spaced 

in the first direction 812. The conductive structures 802 are electrically and physically 

connected to the paddle card 800 such that two conductive structures 802 are in a third row 

816 and two conductive structures 802 are in a fourth row 818. The third row 816 and 

fourth row 818 extend along the second direction 814 and are spaced from each other along 

the first direction 812. The conductive structures 802 are electrically and physically 

connected to the paddle card 800 through respective ground pads in rows 816 and 818. 

Alternatively, each conductive structure 802 may be electrically and physically connected to 

the paddle card 800 through a single ground pad. In some embodiments, each conductive 
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structure 802 is electrically and physically connected to the paddle card 800 through a 

plurality of ground pads. 

[0079] Each conductive structure 802 includes tabs disposed along the row to which the 

conductive structure 802 is electrically and physically connected. For example, conductive 

structure 802A includes four tabs 820A-D along row 818. Tabs 820A and 820D are each 

formed at a respective end of the conductive structure 802A, and are U-shaped. Tabs 820B 

and 820C include single fingers formed at the interior of the conductive structure 802A. 

The tabs of the conductive structures 802 extend upwards in a direction orthogonal to the 

surface of the first side 806. The tabs of the conductive structures 802 include a width that 

extends along the first direction 812. 

[0080] Each conductive structure 802 includes a plurality of portions, such as portion 840 

(e.g., two portions). Each portion connects to a ground pad of the ground pad structure of 

the paddle card 800. Each portion is associated with a pair of signal pads (e.g., signal pads 

804A and 804B for portion 840) to which a pair of signal conductors are connected. Each 

portion is connected to the shield of the cable terminated to that pair of signal pads, 

including by the finger tab and U-shaped tab of the portion. The portions may be 

configured such that crosstalk is low where the cables are terminated to the PCB, leading to 

low crosstalk in the cable assembly. 

[0081] FIG. 8B is an isometric view of the exemplary paddle card 800 with conductive 

structures 802 and cables 850. As discussed herein, the tabs of the conductive structures are 

configured for electrical and physical connection to the shield of a cable. The conductive 

structures 802 are shown in FIG. 8B both prior to connection to the conductive shield of the 

cables as well as after connection to the shield of the cables. For example, conductive 

structure 802B is shown prior to connection of its associated tabs to the conductive shields 

of cables 850A and 850B, while conductive structure 802A is shown with its associated tabs 

820A-820D in physical and electrical contact with the conductive shields of cables 850C 

and 850D. As shown for conductive structure 802A, each pair of neighboring U-shaped 

tabs and single finger tabs (e.g., the pair of U-shaped tab 820A and single finger tab 820B) 

are configured for connection to a same cable, such that when the pair of tabs are folded 

around a cable, the single finger tab is disposed within the U-shaped tab. 
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[0082] Each of the conductive structures 802 includes a space portion separating the tabs of 

each pair, such as the space 822 between tabs 820C and 820D shown in FIG. 8A. The space 

portions separating the tabs of each pair are sized sufficiently wide enough in the second 

direction 814 to accommodate a cable, as shown in FIG. 8B (e.g., with the cable 850D 

disposed between the tabs 820C and 820D). Each of the conductive structures 802 also 

includes a space portion (e.g., the space portion 822 of conductive structure 802A in FIG. 

8A) disposed between the two pairs of tabs. The space portion between the pairs of tabs is 

sized sufficiently wide enough in the second direction 814 to allow a cable to pass there 

between, depending on the row (e.g., rows 816 or 818) in which the conductive structure is 

mounted to the paddle card. For example, as shown in FIGS. 8A and 8B, the conductive 

structures 802 in row 816 include cables that pass through the conductive structure without 

connecting to the conductive structure, so that the cables can be mounted to the paddle card 

in parallel, in a manner such that neighboring cables connect to solder pads in different rows 

(e.g., rows 808 or 810). 

[0083] While not shown in FIGS. 6A-8B, in some embodiments a securing member can be 

included in the cable assembly to maintain the tabs in electrical and physical communication 

with the cable shields (e.g., as part of the connector). The securing member can be sized 

sufficient to maintain the tabs in electrical and physical communication with the cables 

without damaging the cables and/or tabs. The securing member can be made of a dielectric 

material, such as a plastic or rubber material. 

[0084] Various types of cables and/or cable bundles may be used with the techniques 

discussed herein. The inventors have discovered techniques that enable using a lower gauge 

wire, which will have less loss in the cables, while still maintaining the same (if not smaller) 

cross-sectional area when compared to cables with higher gauge signal conductors. For 

example, for as the frequency of a signal passing through a cable is increased, the 

attenuation of that signal may also increase. Thus, while a lower gauge wire may be larger 

than a higher gauge wire, it can allow for higher frequency applications or longer cable 

assemblies because the lower gauge wire can provide better attenuation at such frequencies. 

[0085] The cable assemblies described herein can be designed to achieve cables of certain 

lengths that provide certain cable properties (e.g., impedance, frequency operation, loss, 

etc.) even when the space available for terminating the cables is constrained by standards 
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that lead to paddle cards of limited width. For example, it may be desirable to provide three 

(3) meter long end-to-end 100 ohm cables with only 17 dB of loss via the use of 25 or 27 

A WG signal conductors. The configuration of the cables and/or cable bundle can be 

designed to achieve such cable properties and such cables may be terminated to a paddle 

card of limited width using techniques as described herein. In some embodiments, the 

cables may be constructed without drain wires and the size and type of dielectric material 

around the signal conductors may be selected to provide cables of a width that may be 

terminated to a paddle card in accordance with a high density standard. It should be 

appreciated, however, that the size of the dielectric material cannot be arbitrarily changed to 

meet mechanical (e.g. size) requirements of a standard because selection of a material size 

may impact other cable properties, such as impedance. Nonetheless, the inventors have 

achieved desired size and electrical characteristics of cable assemblies using techniques as 

described herein. 

[0086] FIGS. 9A-9B show a first exemplary cable bundle 900, according to some 

embodiments. The cable bundle 900 includes eight cables 902, each with a respective pair 

of signal conductors. For example, cable 902A includes signal conductors 904A and 904B. 

The signal conductors may be made of various conductive materials. For example, the 

signal conductors may be made of copper, silver, gold, a plated copper (e.g., silver plated 

copper), a copper alloy (e.g., such as copper-zinc, copper-nickel, copper-magnesium, 

copper-iron, etc.) and/or the like. The signal conductors may be of various gauges, such as a 

gauge ranging from approximately 34 - 27 AWG. For example, for a cable assembly that 

meets the QSFP-DD standard, the wires may be 34 - 27 AWG (e.g., where otherwise the 

signal conductors are often 34 - 25 AWG, or higher). 

[0087] Each signal conductor is surrounded by a dielectric material. For example, the 

signal conductors 904A and 904B of cable 902A are each surrounded by a dielectric 

material 906A and 906B, respectively. The dielectric material may be made of any 

dielectric, such as a polymer (e.g., a foamed fluorinated polymer). 

[0088] For each cable, the signal conductors and associated dielectrics are surrounded by a 

conductive foil. For example, the cable 902A surrounds the signal conductors 904A, 904B 

and associated dielectric materials 906A, 906B, with conductive foil 908. The conductive 

foil may be made of any conductive material, such as aluminum, an aluminum coated 

5421022_1 

EX1015 - Page 59



- 22 -

polyester (e.g., aluminized Mylar), a wire braid, and/or the like. The conductive foil may 

also include an additional layer over the conductive foil, such as a clear polyester layer. 

[0089] Various groups of cables and/or layers of cables may be surrounded by a buffer. For 

example, in the cable bundle 900, two buffers 910A and 910B are included. The buffer may 

be made out of a tape, such as polyolefin or polyester tape. Each cable bundle may include 

one or more outer shields. Cable bundle 900 includes an inner shield 912 and an outer 

shield 914. The inner shield 912 may be made of a conductive material, such as aluminum, 

an aluminum coated polyester, or the like. The outer shield 914 may be made of a braided 

material, such as a copper braid, a tinned copper braid, or the like. The wires used in the 

braid may be of various gauges, such as 36-40 AWG, such as 38 AWG. The outer jacket 

916 may be a protective material, such as PVC, polyester or the like. 

[0090] As shown in FIG. 9B for exemplary cable 902A, the signal conductors 904A, 904B, 

dielectric material 906A, 906B, conductive foil 908 and outer coating (e.g., clear polyester, 

if present), may be configured to achieve certain dimensions for each cable. The first 

dimension 950 in the vertical direction may be in the range of 1.25-1.6 millimeters, such as 

1.40 millimeters. The second dimension 952 in the horizontal direction may be 2.5-2.7 

millimeters, such as 2.62 millimeters. Cables designed as shown in FIG. 9A-9B may 

achieve, for example, an impedance of 100 ohms and support signals of up to 23 GHz. 

[0091] FIGS. lOA-lOB show a second exemplary cable bundle 1000, according to some 

embodiments. The cable bundle 1000 includes eight cables 1002, each with a respective 

pair of signal conductors. Similar to the cables in FIGS. 9A-9B, cable 1002A includes 

signal conductors 1004A and 1004B, dielectric material 906A and 906B, conductive foil 

1008, buffers 1010A and 1010B, inner shield 1012 and an outer shield 1014, and outer 

jacket 916. The signal conductors in the exemplary able bundle 1000 may be a gauge of 

approximately 25 - 34 A WG, such as 27 A WG. 

[0092] As shown in FIG. lOB for exemplary cable 1002A, the signal conductors 1004A, 

1004B, dielectric material 1006A, 1006B, conductive foil 1008 and outer coating (e.g., clear 

polyester, if present), may be configured to achieve certain dimensions for each cable. The 

first dimension 1050 in the vertical direction may be 1.05-1.25 millimeters, such as 1.17 

millimeters. The second dimension 1052 in the horizontal direction may be 2.05-2.25 
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millimeters, such as 2.16 millimeters. Cables designed as shown in FIG. lOA-lOB may 

achieve, for example, an impedance of 100 ohms and support signals up to 23 GHz. 

[0093] The techniques disclosed herein can be used, for example, for data rate applications 

specified by the IEEE802.3cd 56Gbps/lane PAM4 Ethernet Standard, which is hereby 

incorporated by reference herein in its entirety. An external 1/0 cable assembly, with a test 

card using conductive structures as discussed herein, was built in compliance with the 

IEEE802.3cd standard for testing. The test card signal conductors were 27 AWG, and the 

test card was compliant with QSFP-DD. The test card used two ground clips, one on each 

side of the paddle card. 

[0094] FIG. 11 is a performance plot 1100 showing the far-end crosstalk (FEXT) for the test 

assembly, according to some embodiments. The performance plot 1100 shows FEXT for 

the eighth receive line (RX8) for side P2 ( one of the end of the cable assembly, where Pl 

refers to the other end of the cable assembly) when each of the first through the seventh 

transmit lines (TXl through TX7) are driven. The performance plot 1100 shows plots for 

TXl through TX7 at a frequency ranging from 0-26.5 GHz. As shown in the plot 1100, the 

FEXT of the transmit lines is substantially less than 40 dB over a frequency range of 0-26.5 

GHz ( e.g., for over 90% of the frequency range), with crosstalk for most of the transmit 

lines being less than 40dB over the range. The worst case crosstalk, for TXl, exceeds 40dB 

by only a few dB (e.g. less than 2) for a small subrange of the frequencies. 

[0095] FIG. 12 is a performance plot 1200 showing the differential insertion loss (SDD21), 

or insertion loss (IL), for the test assembly, according to some embodiments. The 

performance plot 1200 shows IL for lines 1-8 when transmitting from both side Pl to side 

P2 as well as from side P2 to P 1. For example, P 1 TX l -P2RX 1 shows the differential 

insertion loss from side Pl on TXl to the RX end of line TXl at side P2 (P2RX1). As 

another example, P2TX1-P1RX1 represents a transmission from side P2 on TXl to side Pl, 

which is the RX end of line TXl (PlRXl)). The performance plot 1200 shows traces for 

each transmission at a frequency range from 0-27 GHz. The performance plot 1200 also 

shows the 802.3cd Max IL. As shown in plot 1200, for both transmit and receive signaling, 

the IL increases as the frequency increases, starting at around 0 and increasing to an IL 

ranging between approximately 27-36 dB, with one line showing an IL that exceeds that by 

a small amount (e.g. a few dB) around 25 GHz. 
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[0096] Crosstalk and IL as shown in FIGs. 11-12 reveal a cable assembly well suited for use 

for high frequency signals, including those in the range of 0-27GHz, in an assembly with 

multiple lanes, such as those that meet the OSFP or QSFP-DD standards. Such cable 

assemblies may, for example, meet the QSFP-DD standard with 27 A WG signal conductors 

that are 2.5 meters with end to end attenuation of less than 17 dB. As another example, a 

cable assembly may meet the OSFP standard with 25 AWG signal conductors that are 3.0 

meters with end to end attenuation of less than 17 dB. 

[0097] Having thus described several aspects of at least one embodiment of this invention, it 

is to be appreciated that various alterations, modifications, and improvements will readily 

occur to those skilled in the art. 

[0098] For example, embodiments are described that meet the requirements of OSFP and 

QSFP-DD standards. Techniques as described herein may be applied to cable assemblies that 

meet other standards or are custom configurations that are not designed for specific standards. 

[0099] Similarly, embodiments are described for use with double density configurations in 

which contact pads on a paddle card are arrayed in two rows. The same techniques may be 

used in other configurations, including with paddle cards with a single row or more than two 

rows of contact pads and/or solder pads. 

[00100] As another example, a round cable bundle is illustrated. Techniques as 

described herein may be used with ribbon cables or cable bundles in other configurations. 

Likewise, cables are described as having two signal conductors that are wrapped with a shield. 

Other cable configurations may be used, such as ribbon cables in which two shielding films 

are pinched on either side of each of multiple sets of signal conductors. 

[00101] Such alterations, modifications, and improvements are intended to be part of 

this disclosure, and are intended to be within the spirit and scope of the invention. Further, 

though advantages of the present invention are indicated, it should be appreciated that not 

every embodiment of the invention will include every described advantage. Some 

embodiments may not implement any features described as advantageous herein and in some 

instances. Accordingly, the foregoing description and drawings are by way of example only. 

[00102] Various aspects of the present invention may be used alone, in combination, 

or in a variety of arrangements not specifically discussed in the embodiments described in the 

foregoing and is therefore not limited in its application to the details and arrangement of 
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components set forth in the foregoing description or illustrated in the drawings. For example, 

aspects described in one embodiment may be combined in any manner with aspects described 

in other embodiments. 

[00103] Also, the invention may be embodied as a method, of which an example has 

been provided. The acts performed as part of the method may be ordered in any suitable way. 

Accordingly, embodiments may be constructed in which acts are performed in an order 

different than illustrated, which may include performing some acts simultaneously, even 

though shown as sequential acts in illustrative embodiments. 

[00104] Also, circuits and modules depicted and described may be reordered in any 

order, and signals may be provided to enable reordering accordingly. 

[00105] Computer-executable instructions may be in many forms, such as program 

modules, executed by one or more computers or other devices. Generally, program modules 

include routines, programs, objects, components, data structures, etc. that perform particular 

tasks or implement particular abstract data types. Typically, the functionality of the program 

modules may be combined or distributed as desired in various embodiments. 

[00106] Also, data structures may be stored in non-transitory computer-readable 

storage media in any suitable form. For simplicity of illustration, data structures may be shown 

to have fields that are related through location in the data structure. Such relationships may 

likewise be achieved by assigning storage for the fields with locations in a non-transitory 

computer-readable medium that convey relationship between the fields. However, any 

suitable mechanism may be used to establish relationships among information in fields of a 

data structure, including through the use of pointers, tags or other mechanisms that establish 

relationships among data elements. 

[00107] Use of ordinal terms such as "first," "second," "third," etc., in the claims to 

modify a claim element does not by itself connote any priority, precedence, or order of one 

claim element over another or the temporal order in which acts of a method are performed, 

but are used merely as labels to distinguish one claim element having a certain name from 

another element having a same name (but for use of the ordinal term) to distinguish the claim 

elements. 
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[00108] All definitions, as defined and used herein, should be understood to control 

over dictionary definitions, definitions in documents incorporated by reference, and/or 

ordinary meanings of the defined terms. 

[00109] The indefinite articles "a" and "an," as used herein in the specification and in 

the claims, unless clearly indicated to the contrary, should be understood to mean "at least 

one. 

[00110] As used herein in the specification and in the claims, the phrase "at least one," 

in reference to a list of one or more elements, should be understood to mean at least one 

element selected from any one or more of the elements in the list of elements, but not 

necessarily including at least one of each and every element specifically listed within the list 

of elements and not excluding any combinations of elements in the list of elements. This 

definition also allows that elements may optionally be present other than the elements 

specifically identified within the list of elements to which the phrase "at least one" refers, 

whether related or unrelated to those elements specifically identified. 

[00111] The phrase "and/or," as used herein in the specification and in the claims, 

should be understood to mean "either or both" of the elements so conjoined, i.e., elements 

that are conjunctively present in some cases and disjunctively present in other cases. Multiple 

elements listed with "and/or" should be construed in the same fashion, i.e., "one or more" of 

the elements so conjoined. Other elements may optionally be present other than the elements 

specifically identified by the "and/or" clause, whether related or unrelated to those elements 

specifically identified. Thus, as a non-limiting example, a reference to "A and/or B", when 

used in conjunction with open-ended language such as "comprising" can refer, in one 

embodiment, to A only (optionally including elements other than B); in another embodiment, 

to B only (optionally including elements other than A); in yet another embodiment, to both A 

and B (optionally including other elements); etc. 

[00112] As used herein in the specification and in the claims, "or" should be understood 

to have the same meaning as "and/or" as defined above. For example, when separating items 

in a list, "or" or "and/or" shall be interpreted as being inclusive, i.e., the inclusion of at least 

one, but also including more than one, of a number or list of elements, and, optionally, 

additional unlisted items. Only terms clearly indicated to the contrary, such as "only one of' 

or "exactly one of," or, when used in the claims, "consisting of," will refer to the inclusion of 
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exactly one element of a number or list of elements. In general, the term "or" as used herein 

shall only be interpreted as indicating exclusive alternatives (i.e. "one or the other but not 

both") when preceded by terms of exclusivity, such as "either," "one of," "only one of," or 

"exactly one of." "Consisting essentially of," when used in the claims, shall have its ordinary 

meaning as used in the field of patent law. 

[00113] Also, the phraseology and terminology used herein is for the purpose of 

description and should not be regarded as limiting. The use of "including," "comprising," or 

"having," "containing," "involving," and variations thereof herein, is meant to encompass the 

items listed thereafter and equivalents thereof as well as additional items. 

[00114] What is claimed is: 
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