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(57) ABSTRACT 

[Problem] A biometric identification apparatus that can 
accurately and rapidly perform liveness detection with a 
simple structure. 

[Solution] The apparatus includes a plurality oflight sources 
102, 103, 106, and 107, each having a wavelength different 
from one another, for emitting light to a finger 200 as an 
object to be identified, and receivers 104 and 105 for 
detecting the light passing through the finger. The ratio of the 
light emitted from the light sources to the light detected with 
the receivers is obtained as transmittance. Determination in 
liveness detection is made by comparing the transmittance 
with a previously-set threshold of transmittance. 
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FIG. 1 
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FIG. 3 
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FIG. 5 
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FIG. 6 



Patent Application Publication Feb. 14, 2008 Sheet 7 of 13 US 2008/0037001 Al 

FIG. 7 
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FIG. 13 

START 
401 

ILLUMINATE /\ 3 LIGHT SOURCES i-------------, 
IN RIGHT. LEFT AND 

CENTRAL SIDE SURFACES 

402 

DIFFERENCE 
BETWEEN TRANSMITTANCE 

VALUES FROM LIGHT SOURCES 
IN RIGHT AND LEFT SIDE 

SURFACES WITHIN 
THRESHOLD? 

Yes 

TRANSMITTANCE 
VALUE FROM LIGHT 

SOURCE IN CENTRAL SIDE 
SURFACE WITHIN 

THRESHOLD? 

Yes 

404 

403 

DISPLAY "CORRECTLY 
_ _, PLACE FINGER SIDEWISE 

No AND HOR I ZONT ALLY" 

No 

405 

DI SPLAY "MOVE FINGER FORWARD 
TO THE T I P END" 

406 

PROCEED TO 
LIVENESS DETECTION SEQUENCE 



US 2008/0037001 Al 

BIOMETRIC IDENTIFICATION APPARATUS 

FIELD OF THE INVENTION 

[0001] The present invention relates to a biometric iden­
tification apparatus. 

DESCRIPTION OF THE RELATED ART 

[0002] A biometric identification technology based on 
biometric characteristics (fingerprints, veins, irises, etc.) of 
an individual has been proposed in many forms as means for 
identity verification. For example, the technology is used in 
automated teller machines (ATMs) of banks, and is used for 
access control to a controlled area. In addition, the technol­
ogy is used when a person logs on a computer. 
[0003] Basically, the identity verification using a biomet­
ric identification apparatus is done by registering, in 
advance, biometric information of an individual to be iden­
tified, followed by a matching process with the stored 
information. There is apprehension, however, that a possible 
fraudulent impostor who steals the registered information to 
create a sophisticated imitation of a living body (a spoof of 
finger, iris, or the like) using the stolen information, may 
disguise him or herself as an individual who he/she claims 
to be. 
[0004] In view of such apprehension, Patent Documents 1 
and 2, for example, disclose biometric identification appa­
ratus that prevents such a masquerade. Specifically, accord­
ing to the method, a temporally-continuous series of images 
of veins are photographed, and changes in luminance values 
of the images are associated with a pulse of an object to be 
identified, so as to determine whether the object is a living 
finger or a spoof thereof. 
[0005] [Patent Document 1] JP Patent publication (Kokai) 
No. 2003-331268 A 
[0006] [Patent Document 2] JP Patent Publication (Kokai) 
No. 2005-46306 A 

SUMMARY OF THE INVENTION 

Problems to be Solved by the Invention 

[0007] However, such pulse detection methods as dis­
closed in JP Patent Publication (Kokai) No. 2003-331268 A 
and JP Patent Publication (Kokai) No. 2005-46306 A have 
the following problems. Specifically, since a signal of the 
pulse itself is minute, it is difficult to accurately separate the 
pulse from other noise. Moreover, a low blood-flow rate in 
a cold environment makes it even more difficult to detect the 
pulse. In short, the accuracy of the method tends to depend 
on the surrounding environment. 
[0008] An object of the present invention is to provide a 
biometric identification apparatus capable of accurately and 
rapidly performing liveness detection with a simpler struc­
ture than that of conventional technology, by focusing on 
inherent transmittance of a living body, not on a feeble, 
dynamic signal such as a pulse. 

MEANS OF SOLVING THE PROBLEMS 

[0009] The aforementioned object can be achieved as 
follows. A finger placement portion in which a finger is 
placed, a first, a second and a third light source each having 
a different wavelength from one another for emitting light to 
the finger, and a receiver for detecting light passing through 
the finger are provided. The transmittance; that is, the light 
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intensity ratio of the light emitted from each of the first, the 
second and the third light source to the light detected with 
the receiver, is obtained. Determination in liveness detection 
on the finger is made by comparing the transmittance with 
respective previously-set transmittance thresholds. Thereaf­
ter, a detection result is displayed. 

[0010] Additionally, in order to achieve the aforemen­
tioned object, the first and the second light source are 
disposed so that the optical axes of the first and the second 
light source form lines perpendicular to the bottom surface 
of the finger placement portion. The third light source is 
disposed so that the optical axis of the third light source is 
parallel to the bottom surface of the finger placement portion 
and perpendicular to the optical axes of the first and the 
second light source. A receiving surface of the receiver is 
disposed parallel to the bottom surface of the finger place­
ment portion. 
[0011] Additionally, in order to achieve the aforemen­
tioned object, the wavelengths of the first, the second and the 
third light source include a visible light region and a 
near-infrared light region. 
[0012] Additionally, in order to achieve the aforemen­
tioned object, the present biometric identification apparatus 
is incorporated into another biometric identification appa­
ratus with a vein imaging device in such a position that the 
present biometric identification apparatus does not interfere 
with the vein imaging device. 
[0013] Additionally, in order to achieve the aforemen­
tioned object, the biometric identification apparatus of the 
present invention includes a fourth and a fifth light source, 
as well as display means. The fourth and the fifth light 
source for emitting light to a finger are disposed so that the 
optical axes of the fourth and the fifth light source form lines 
perpendicular to side surfaces perpendicular to the bottom 
surface of the finger placement portion. In addition, the third 
light source is disposed on the side surface to the left with 
respect to the direction in which the finger is placed in the 
finger placement portion, the fourth light source is disposed 
on the side surface to the right with respect to the direction 
in which the finger is placed in the finger placement portion, 
and the fifth light source is disposed in a position where the 
tip of the finger is located when the finger is placed in the 
finger placement portion. A difference of transmittance is 
obtained as the difference between the light intensity ratio of 
the light emitted from the third light source to the light 
detected with the receiver and the light intensity ratio of the 
light emitted from the fourth light source to the light 
detected with the receiver. The difference of transmittance 
thus obtained is compared with a previously-set threshold, 
and then the display means guides the finger in the right and 
left directions as well as in the horizontal direction. The 
transmittance; that is, the light intensity ratio of the light 
emitted from the fifth light source to the light detected with 
the receiver, is compared with a previously-set threshold, 
and then the display means guides the finger in a direction 
in which the finger is moved to touch the side surface. 

EFFECTS OF THE INVENTION 

[0014] According to the present invention, liveness detec­
tion on an object to be identified can be accurately and 
rapidly performed with a simpler structure than that of 
conventional technology, by obtaining the optical transmit-
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tance of an object to be identified and comparing the 
transmittance with a previously-set transmittance threshold. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS OF THE INVENTION 

Embodiment 1 

[0015] FIG. 1 is an external view of a biometric identifi­
cation apparatus 100 according to an embodiment of the 
present invention. Light sources 102 and 103, such as LEDs 
or lasers, are disposed on the bottom surface of a finger 
placement portion 101 on which a finger 200 for biometric 
identification is placed. The light sources 102 and 103 are 
disposed so that the optical axes thereof form lines perpen­
dicular to the bottom surface of the finger placement portion 
101. Receiving surfaces of receivers 104 and 105 such as 
photodiode devices are disposed parallel to the bottom 
surface of the finger placement portion 101. On side surfaces 
that are perpendicular to the bottom surface of the finger 
placement portion 101, there are disposed light sources 106, 
107, and 108 such as LEDs or lasers, so that the optical axes 
thereof form lines perpendicular to the side surfaces of the 
finger placement portion 101. The optical axes of the light 
sources 102 and 103 are perpendicular to the optical axes of 
the light sources 106, 107, and 108. The receiving surfaces 
of the receivers 104 and 105 are parallel to the optical axes 
of the light sources 106, 107, and 108. Reference numeral 
109 denotes a display unit for displaying results of detection. 
In FIG. 1, the biometric identification apparatus 100 is 
separate from the display unit 109. The display unit 109, 
however, may be formed integrally with the biometric 
identification apparatus 100. The principle of the biometric 
identification apparatus 100 will be described below. 
[0016] FIG. 2 shows spectra of the human fingers (test 
subjects A and B) and spectra of an eraser, soap, a screw 
driver grip (transparent plastic) and acetal resin as materials 
for spoof fingers. These spectra are measured with the light 
sources 102 and 103 and the receivers 104 and 105 disposed 
on the bottom surface of the finger placement portion 101 
shown in FIG. 1. In FIG. 2, the horizontal axis indicates 
wavelengths, and the vertical axis indicates transmittance; 
that is, the light intensity ratio of the light emitted to the light 
detected. By selecting a wavelength at which the difference 
between transmittance of the light passing through the test 
subjects and transmittance of the light passing through 
materials for spoof fingers is large, it becomes possible to 
discriminate a living body from a fake living body. Thus, in 
FIG. 2, we focused on wavelengths Al (a in the figure) ofa 
visible light region and wavelengths A2 (b in the figure) of 
a near-infrared light region. Namely, since the transmittance 
of the test subjects is 0% at Al and the transmittance thereof 
is in the range ofX±a % at A2, the transmittance of the soap 
and acetal resin are out of the range at Al and the transmit­
tance of the soap, acetal resin, eraser and screw driver grip 
is out of the range at A2. Thus, a spoof finger can be 
accurately discriminated. 
[0017] Meanwhile, vegetables or fruits may be fraudu­
lently used as material for spoofing because of their com­
ponents similar to those of a living body, namely, their large 
contents of water and sugar. FIG. 3 shows spectra of the test 
subjects, sweet potato, banana, and white radish. At Al (a in 
the figure), it is possible to distinguish white radish from the 
test subjects, since transmittance of the white radish is 
sufficiently higher than those of the test subjects. In contrast, 
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transmittance of banana is only slightly higher than those of 
the test subjects, and transmittance of sweet potato is equiva­
lent (substantially 0%) to those of the test subjects. Further, 
at A2 (b in the figure), there is a wavelength region where 
only a small difference exists between the transmittance of 
the test subjects and the transmittance of the sweet potato, 
banana, and white radish. Accordingly, discrimination of 
these materials from the test subjects may be less accurate. 

[0018] FIG. 4 shows spectra obtained by changing the way 
of emission of light with which the human finger, sweet 
potato, banana, and white radish are irradiated, so that the 
optical axes of the light sources are parallel to the receiving 
surface of the receivers. Specifically, the spectra are mea­
sured with the light sources 106 and 107 disposed on the side 
surfaces of the finger placement portion 101 and the receiv­
ers 104 and 105 shown in FIG. 1 Since the transmittance 
spectra in FIG. 4 for the test subjects, sweet potato, banana, 
and white radish have different shapes from those of FIGS. 
1 and 3, and there is a wavelength range in a near-infrared 
light region where difference between the transmittance of 
sweet potato, banana and white radish and the transmittance 
of the test subjects is sufficiently large, it can be seen that 
discrimination can be carried out accurately in this wave­
length range. Wavelengths A3 in the near-infrared light 
region, as denoted with c in the figure, are thus chosen in the 
present invention. 
[0019] A combination of the aforementioned wavelengths 
Al of the visible light region, the wavelengths A2 of the 
near-infrared region and the wavelengths A3 of the near­
infrared region makes it possible to distinguish the human 
finger from the spoof finger with accuracy. 
[0020] FIG. 5 is a flowchart for liveness detection with the 
biometric identification apparatus according to this embodi­
ment. First, the light source (the light source 102 in FIG. 1) 
having the wavelengths Al is caused to emit light (301), and 
the transmittance of an object is then measured with an 
output from the receiver (the receiver 104 or 105 in FIG. 1). 
Thereafter, determination is made by comparing the 
obtained transmittance with a previously-set threshold (e.g., 
0%) of transmittance (302). When the obtained transmit­
tance is out of the threshold, an alert (e.g., "No liveness 
detected") is displayed (303). When the transmittance is 
within the threshold, the light source (the light source 103 in 
FIG. 1) having the wavelengths A2 is caused to emit light 
(304), and the transmittance is then measured again with an 
output from the receiver (the receiver 104 or 105 in FIG. 1). 
Thereafter, determination is made by comparing the 
obtained transmittance with a previously-set threshold (e.g., 
X±a %) of transmittance (305). When the obtained trans­
mittance is out of the threshold, an alert ( e.g., "No liveness 
detected") is displayed (303). When the transmittance is not 
out of the threshold, the light source (the light source 106 or 
107 in FIG. 1) having the wavelengths A3 is caused to emit 
light (306), and the transmittance is then measured for the 
third time with an output from the receiver (the receiver 104 
or 105 in FIG. 1). Thereafter, determination is made by 
comparing the obtained transmittance with a previously-set 
threshold ( e.g., Y ±~ % ) of transmittance (307). When the 
obtained transmittance is out of the threshold, an alert (e.g., 
"No liveness detected") is displayed (303). When the trans­
mittance is not out of the threshold, the result of the 
determination (e.g., "Liveness detection complete") is dis­
played (308). As described above, in the liveness detection 
of the present invention, since it is only necessary to 
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determine whether or not the detected transmittance is 
within the predetermined threshold, circuitry can be made 
simpler than a conventional circuitry for processing images, 
and the determination can be made within a shorter period 
of time. Moreover, the configuration of the apparatus for 
carrying out the liveness detection can be made simple, as 
the apparatus only needs the light sources and the receivers 
placed in the finger placement portion. Additionally, it is 
preferable that these components be controlled with a micro­
computer. Accordingly, reliability can be improved at low 
cost and time required can be reduced. 

Embodiment 2 

[0021] FIG. 6 shows an embodiment in which the biomet­
ric identification apparatus of the present invention is incor­
porated into biometric identification by fingerprint imaging. 
A fingerprint imaging unit 130 is incorporated into the 
bottom surface of a finger placement portion 101 of a 
biometric identification apparatus 120, so that the fingerprint 
imaging unit 130 does not interfere with the light sources 
102, 103, 106, 107, and 108, and the receivers 104 and 105. 
Identification is made by first placing a finger in the finger 
placement portion 101, and then by performing determina­
tion of liveness detection. Thereafter, by drawing the finger 
back while lightly pressing the finger against the bottom 
surface of the finger placement portion 101, an image of the 
fingerprint can be obtained with the finger print imaging unit 
130. In FIG. 6, while the biometric identification apparatus 
120 and a display unit 109 are separate from each other, the 
display unit 109 may be integral with the biometric identi­
fication apparatus 120. 

Embodiment 3 

[0022] FIG. 7 shows an embodiment in which the biomet­
ric identification apparatus of the present invention is incor­
porated into biometric identification by vein imaging. A vein 
imaging unit 150 is incorporated into the bottom surface of 
a finger placement portion 101 of a biometric identification 
apparatus 140, so that the vein imaging unit 150 does not 
interfere with the light sources 102, 103, 106, 107, and 108, 
and the receivers 104 and 105. Moreover, as light sources for 
imaging veins, imaging light sources 110 are incorporated 
into a surface perpendicular to the surface where the vein 
imaging unit 150 is located. Identification is made by first 
placing a finger in the finger placement portion 101, and then 
by performing determination of liveness detection. There­
after, the imaging light sources 110 are caused to emit light 
in a state where the finger remains placed on the finger 
placement portion 101. Thus, an image of the veins of the 
finger is obtained with the vein imaging unit 150. In FIG. 7, 
while the biometric identification apparatus 140 and a dis­
play unit 109 are separate from each other, the display unit 
109 may be integral with the biometric identification appa­
ratus 140. 

Embodiment 4 

[0023] In biometric identification, there are cases of fail­
ing to verify an authorized individual (false rejection) or of 
incorrectly verifying an unauthorized individual (false 
acceptance). In order to increase the accuracy of authenti­
cation, it is important that a photographed image; that is, 
biometric information, be stably obtained with uniform 
quality, and it is necessary that the finger be placed in a 
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predetermined posture. Thus, a method for detecting a finger 
posture will be described below, the method using the light 
sources 106, 107, and 108 disposed on the side surfaces of 
the finger placement portion 101, and the receiver 104 or 
105 disposed on the bottom surface of the finger placement 
portion 101 shown in FIG. 1. 
[0024] FIG. 8 is a plan view showing a state in which a 
finger 200 is placed in a finger placement portion 101 as 
viewed from above, and showing a state in which a finger 
200 is placed to the left side. In this state, the transmittance 
of the light emitted from the light source 106 placed on the 
left-hand side and detected with the receiver 104 or 105 is 
lower than the transmittance of the light emitted from the 
light source 107 placed on the right-hand side and detected 
with the receiver 104 or 105. 
[0025] In contrast, FIG. 9 shows a state in which the finger 
200 is placed to the right side. This case is opposite the case 
of FIG. 8, and the transmittance of the light emitted from the 
light source 106 placed on the left-hand side and detected 
with the receiver 104 or 105 is higher than the transmittance 
of the light emitted from the light source 107 placed on the 
right-hand side and detected with the receiver 104 or 105. 
[0026] FIG. 8 shows a case in which the finger 200 is 
placed to the left on a horizontal plane, and FIG. 9 shows a 
case in which the finger 200 is placed to the right on a 
horizontal plane. However, there are also cases in which the 
finger 200 may be tilted either to the right or to the left. FIG. 
10 is a rear view of the finger 200 being tilted toward the 
light source 106. In this state, as in the case of FIG. 8, the 
transmittance of the light emitted from the light source 106 
and detected with the receiver 104 or 105 is smaller than the 
transmittance of the light emitted from the light source 107 
opposite to the light source 106 and detected with the 
receiver 104 or 105. In contrast, FIG. 11 shows a rear view 
of the finger 200 being tilted toward the light source 107. In 
this state, as in the case of FIG. 9, the transmittance of the 
light emitted from the light source 106 and detected with the 
receiver 104 or 105 is larger than the transmittance of the 
light emitted from the light source 107 opposite to the light 
source 106 and detected with the receiver 104 or 105. 
[0027] While the method for detecting the position of a 
finger in the right and left directions on a horizontal plane 
and the method for detecting the tilt of a finger have been 
described with reference to FIGS. 8 to 11, it is also important 
to determine whether or not a finger tip is placed at the tip 
end of the finger placement portion 101. As shown in FIG. 
12, using the light source 108 disposed on a side surface at 
the center of the tip of the finger placement portion 101, 
determination is made based on the transmittance detected 
with the receiver 104 or 105. The figure shows a state in 
which the finger 200 is not in contact with the tip end of the 
finger placement portion 101. In this case, the transmittance 
of the light emitted from the light source 108 and detected 
with the receiver 104 or 105 is smaller than a certain 
threshold (the transmittance in a state in which the finger 200 
is in contact with the tip end of the finger placement portion 
101). 
[0028] FIG. 13 is a flowchart for guiding the finger to be 
in a predetermined posture by determining a state in which 
the finger is placed. First, the light sources (the light sources 
106, 107, and 108) having the wavelengths A3, which are 
respectively placed in the right, left and center side surfaces 
of the finger placement portion 101, are caused to emit light 
(401). Then, the transmittance of an object is measured 
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based on an output from the receiver (the receiver 104 or 
105). First, determination is made by comparing, with a 
previously-set threshold, the difference between the trans­
mittances of the lights emitted from the light sources in the 
left and right side surfaces (the light sources 106 and 107) 
(402). When the difference of transmittance is out of the 
threshold, an alert ( e.g., "Correctly place finger sidewise and 
horizontally") is displayed (403), and the flow returns to 
401. On the other hand, when the difference of transmittance 
is within the threshold, determination is made by comparing 
the transmittance of the light emitted from the center side 
surface (the light source 108) with a previously-set threshold 
(404). When the difference of transmittance is out of the 
threshold, an alert ( e.g., "Move finger toward the tip end") 
is displayed ( 405), and the flow returns to 401. On the other 
hand, when the difference of transmittance is within the 
threshold, the flow proceeds to a sequence for liveness 
detection ( 406) shown in FIG. 5. Accordingly, the finger 200 
can be placed correctly in the finger placement portion 101, 
and thereby biometric identification (liveness detection and 
imaging of fingerprint, veins or the like) can be performed 
accurately. Additionally, it is preferable that these compo­
nents be controlled with a microcomputer. Accordingly, 
reliability can be improved at low cost, and time required 
can be reduced. 

[0029] It should be noted that each threshold may be given 
by a formula with parameters of a plurality of wavelengths, 
instead of the above-described fixed value. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0030] FIG. 1 is an external view of a biometric identifi­
cation apparatus showing a first embodiment of the present 
invention. 

[0031] FIG. 2 is a diagram showing spectra oftest subjects 
and materials for spoof fingers. 

[0032] FIG. 3 is a diagram showing spectra of test sub­
jects, sweet potato, and banana. 

[0033] FIG. 4 is a diagram showing spectra of test sub­
jects, sweet potato, and banana. 
[0034] FIG. 5 is a flowchart for liveness detection with the 
biometric identification apparatus according to the embodi­
ment. 
[0035] FIG. 6 is an external view of a biometric identifi­
cation apparatus showing a second embodiment of the 
present invention. 
[0036] FIG. 7 is an external view of a biometric identifi­
cation apparatus showing a third embodiment of the present 
invention. 
[0037] FIG. 8 is a plan view of a state in which a finger is 
placed in a finger placement portion as viewed from above. 
[0038] FIG. 9 is a plan view of a state in which a finger is 
placed in a finger placement portion as viewed from above. 
[0039] FIG. 10 is a rear view of the apparatus when the 
finger is tilted. 
[0040] FIG. 11 is a rear view of the apparatus when the 
finger is tilted. 
[0041] FIG. 12 is a plan view of a state in which a finger 
is placed in the finger placement portion as viewed from 
above. 
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[0042] FIG. 13 is a flowchart for determining a state in 
which the finger is placed and guiding the finger to be in a 
predetermined posture. 

EXPLANATIONS OF LETTERS OR NUMERALS 

[0043] 100, 120, 140 ... biometric identification appara­
tus, 101 ... finger placement portion, 102, 103, 104, 105, 
106, 107, 108 ... light sources, 109 ... display unit, 110 . 
.. imaging light sources, 130 ... finger print imaging unit, 
150 ... vein imaging unit, 200 ... finger, 301, 304, 306, 401 
... light source emission, 302, 305, 307, 404 ... determi-
nation of transmittance based on threshold, 303 ... display 
of alert, 308 ... display of results, 402 ... comparison 
between difference of transmittance and threshold, 403, 405 
... display. 

1. A biometric identification apparatus, comprising: 
a finger placement portion in which a finger is placed; 
a first, a second and a third light source having different 

wavelengths from one another for emitting light to the 
finger; and 

a receiver for detecting the light passing through the 
finger, 

wherein transmittance; that is, a light intensity ratio of the 
light emitted from each of the first, the second and the 
third light source to the light detected with the receiver, 
is obtained, the transmittance is compared with respec­
tive previously-set thresholds of transmittance, whether 
or not the finger is a living body is detected, and a 
detection result is displayed. 

2. The biometric identification apparatus as recited in 
claim 1, 

wherein the first and the second light source are disposed 
so that the optical axis of the first light source and that 
of the second light source form lines perpendicular to 
the bottom surface of the finger placement portion, 

the third light source is disposed so that the optical axis of 
the third light source is parallel to the bottom surface of 
the finger placement portion and is perpendicular to the 
optical axis of the first light source and that of the 
second light source, and 

a receiving surface of the receiver is disposed parallel to 
the bottom surface of the finger placement portion. 

3. The biometric identification apparatus as recited in 
claim 1 or 2, wherein the wavelengths of the first, the second 
and the third light source include a visible light region and 
a near-infrared light region. 

4. A biometric identification apparatus, comprising: 
a fingerprint or vein imaging device for obtaining bio­

metric information, the apparatus further comprising 
the biometric identification apparatus as recited in any 
one of claims 1 to 3 incorporated in a position such that 
it does not interfere with the imaging device. 

5. The biometric identification apparatus as recited in any 
one of claims 1 to 4, further comprising: 

a fourth and a fifth light source for emitting light to the 
finger; and 

display means, 
wherein the fourth and the fifth light source are disposed 

so that the optical axis of the fourth light source and 
that of the fifth light source form lines perpendicular to 
side surfaces perpendicular to the bottom surface of the 
finger placement portion, 
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the third light source is disposed on the side surface to the 
left with respect to the direction in which the finger is 
placed in the finger placement portion, 

the fourth light source is disposed on the side surface to 
the right with respect to the direction in which the 
finger is placed in the finger placement portion, and 

the fifth light source is disposed in a position where the tip 
of the finger is located when the finger is placed in the 
finger placement portion, 

wherein the display means compares a previously-set 
threshold with a difference of transmittance; that is, a 
difference between a light intensity ratio of the light 
emitted from the third light source to the light detected 
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with the receiver and a light intensity ratio of the light 
emitted from the fourth light source the light detected 
with the receiver, so as to guide the finger in the right 
and left directions as well as in the horizontal direction; 
and 

wherein the display means also compares a previously-set 
threshold with transmittance; that is, a light intensity 
ratio of the light emitted from the fifth light source to 
the light detected with the receiver, so as to guide the 
finger in a direction in which the finger is moved to 
touch the side surface. 

* * * * * 




