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APPARATUS AND METHOD FOR IMAGING, AND 
COMPUTER PROGRAM 

CROSS REFERENCES TO RELATED 
APPLICATIONS 

0001. The present invention claims priority to its priority 
documents No. 2002-376100 and 2002-376101, both filed in 
the Japanese Patent Office on Dec. 26, 2002, the entire 
contents of which being incorporated by reference herein. 

BACKGROUND OF THE INVENTION 

0002) 1. Field of the Invention 
0003. The present invention relates to an apparatus and 
method for imaging and a computer program, and Specifi 
cally, to an apparatus and method for imaging and a com 
puter program that allows execution of more Suitable auto 
matic focusing. 
0004 2. Related Art 
0005. In recent years, small electric devices having an 
imaging function, as typified by a digital Still camera and a 
PDA (Personal Digital ASSistants) having the imaging func 
tion, have been spreading, and enhanced imaging functions 
thereof have also been developed. 
0006 For example, these imaging apparatuses typically 
include a display Such as an LCD (Liquid Crystal Display) 
to allow display of an image taken in through a lens, so that 
a user may take an image of a Subject to be imaged 
(hereafter, referred to as photographic Subject) while observ 
ing the displayed image and checking its image composi 
tion. 

0007. There is also an imaging apparatus that allows to 
adjust an automatic focusing function (hereinafter referred 
to as AF (Auto Focus)), automatic exposure control (here 
inafter referred to as AE (Auto Exposure)), etc., by overlying 
a touch panel on the display, as well as allowing the user to 
not only check the picture composition but also operate the 
touch panel overlaid on the display. 
0008 For example, if the user selects a photographic 
Subject of an intake image displayed on a display provided 
in a digital Still camera, the digital still camera detects its 
position by means of the touch panel overlaid on the display, 
and focuses on the photographic Subject in the position 
Selected by the user (see Patent document 1, for example). 
0009 Patent Document 1) 
0.010 Japanese Patent Application Laid Open JP H11 
355617 (pp 5-7, and FIGS. 5-7). 

SUMMARY OF THE INVENTION 

0.011) If the user does not specify a position to be focused 
on, AF is directed to a region near a center within a range of 
image that is converted into an image Signal by an imaging 
device (hereafter referred to as a shooting frame). In this 
case, however, it is more preferable to render the region 
Somewhat larger than the imaging frame, in order to avoid 
an unfocused object phenomenon in which a region Subject 
to AF may be away from the photographic Subject desired by 
the user because a size of the photographic Subject etc. could 
not be specified. 
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0012) If the user specifies a position to be focused, it 
means that the user usually Specifies the photographic Sub 
ject desired by the user or a specific portion of the photo 
graphic Subject. Accordingly, it is preferable that a region 
subject to AF is smaller than that of the case where the 
position to be focused is not specified So as that other 
photographic Subjects (positions which are not desired by 
the user) may not be in focus. 
0013 However, such methods may pose a problem such 
that only a position of the region Subject to AF may be 
controlled and, Sometime, a focusing is made at a position 
different from the one at which the user would like to focus. 

0014. In view of such situations, it is desirable to provide 
more Suitable automatic focusing. 
0015 According to an embodiment of the present inven 
tion, an imaging apparatus is provided. The imaging appa 
ratus includes: imaging means for imaging a Subject to be 
imaged and taking in a moving image and a still image of the 
Subject, focusing means for adjusting a focal length and 
focusing on the Subject which is included in a first prede 
termined region within an imaging range of the imaging 
means, reception means for receiving a designation regard 
ing a position in the first region within the imaging range, the 
designation being inputted by a user; and position Setting 
means for Setting the first region at a position within the 
imaging range, based on the position designation received 
by the reception means. 

0016. According to another embodiment of the present 
invention, an imaging method is provided. The imaging 
method includes: imaging a Subject and taking in a moving 
image and a still image of the Subject; adjusting a focal 
length and focusing on the Subject which is included in a first 
predetermined region within an imaging range of the imag 
ing means, receiving a designation regarding a position in 
the first region within the imaging range, the designation 
being inputted by a user; and Setting the first region at a 
position within the imaging range, based on the position 
designation received. 
0017 According to another embodiment of the present 
invention, a program for causing a computer to perform an 
imaging proceSS is provided. The imaging process includes: 
a imaging Step for imaging a Subject to be imaged and taking 
in a moving image and a still image of the Subject; a focusing 
Step for adjusting a focal length and focusing on the Subject 
which is included in a first predetermined region within an 
imaging range of the imaging means, a reception Step for 
receiving a designation regarding a position in the first 
region within the imaging range, the designation being 
inputted by a user; and a position Setting Step for Setting the 
first region at a position within the imaging range, based on 
the position designation received by the reception means. 

0018. In another embodiment of present invention there 
is provided an imaging apparatus that includes: imaging 
means for imaging a photographic Subject and taking in a 
moving image and a still image of the photographic Subject; 
focusing means for adjusting a focal length and focusing on 
the photographic Subject which is included in a first prede 
termined region within an imaging range of the imaging 
means, reception means for receiving a designation regard 
ing a position of the first region within the imaging range, 
the designation being inputted by a user; position Setting 
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means for Setting the first region at a position within the 
imaging range, based on the designation received by the 
reception means, and range Setting means for Setting up a 
range of the first region according to the position Set up by 
the position Setting means. 
0.019 When the position designation is not received by 
the reception means, the position Setting means may set up 
the position of the first region So that a center of the first 
region may be located at a center of the imaging range. 
0020 When the position designation is received by the 
reception means, the position Setting means may set up the 
position of the first region So that the center of the first region 
may be located at coordinates Specified by the user. 
0021 When the position designation is received by the 
reception means, the range Setting means may set up the 
range of the first region So as to be Smaller than the range of 
the first region in case the position designation is not 
received. 

0022. The imaging apparatus of the present embodiment 
may further include display means for displaying the mov 
ing image obtained by imaging the photographic Subject by 
the imaging means, in which the reception means is con 
figured to include a touch panel overlaid. on the display 
means, detect the coordinates inputted by a first method 
while allowing the user to check the moving image dis 
played on the display means, and receive the coordinates as 
the position designation. 

0023 The first method may be such that the user taps on 
the touch panel once. 
0024. The imaging apparatus of the present embodiment 
may further include initialization means for initializing the 
Setup of the first region and returning the Setup from a State 
where the position designation is received by the reception 
means to a State where the position designation is not 
received, in which the reception means further receives an 
instruction to initialize the Setup of the first region inputted 
by the user with a Second method, So that the initialization 
means may initialize the Setup of the first region, based on 
the instruction received by the reception means. 
0.025 The second method may be such that the user taps 
on the touch panel twice within a predetermined time period. 
0026. The second method may be such that the user taps 
on the touch panel So as to be in contact there with for more 
than a predetermined period of time period. 
0027. When the focusing means focuses on the photo 
graphic Subject that is included in the first region, the display 
means may Superimpose an outer frame of the first region on 
the moving image and cause it to blink a predetermined 
number of times. 

0028. The focusing means may adjust the focal length 
and focus on the photographic Subject, when the imaging 
means take in the Still image and when the position Setting 
means Set up the position of the first region. 
0029. The imaging apparatus of the present embodiment 
may further include prohibition means for prohibiting an 
adjusting process by the focusing means in case the imaging 
means takes in the Still image and when the focusing means 
focuses on the photographic Subject included in the first 
region, 
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0030 The imaging apparatus of the present embodiment 
may further include exposure adjustment means for adjust 
ing an exposure for a Second predetermined region within 
the imaging range, in which the position Setting means may 
further Set up the position of the Second region So that a 
center of the Second region may be located at a center of the 
first region that is set at the arbitrary position within the 
imaging range, based on the position designation received 
by the reception means. 
0031. In another embodiment of present invention, there 
is provided an imaging method that includes: an intake 
control Step of controlling intake of a moving image and a 
Still image of a photographic Subject imaged in an imaging 
Section; a focusing Step of adjusting a focal length of the 
imaging Section and focusing on the photographic Subject 
included in a first predetermined region within an imaging 
range of the imaging Section; a reception control Step of 
controlling a reception of a designation with respect to a 
position of the first region within the imaging range, the 
designation being inputted by a user; a position Setting Step 
of Setting the first region at an arbitrary position within the 
imaging range, based on the position designation received 
and controlled by a process of the reception control Step; and 
a range Setting Step of Setting up a range of the first region 
according to the position Set by a process of the position 
Setting Step. 

0032. In another embodiment of present invention, there 
is provided a computer program for causing a computer to 
execute: an intake control Step of controlling intake of a 
moving image and a Still image of a photographic Subject 
imaged in an imaging Section; a focusing Step of adjusting 
a focal length of the imaging Section and focusing on the 
photographic Subject included in a first predetermined 
region within an imaging range of the imaging Section; a 
reception control Step of controlling a reception of a desig 
nation with respect to a position of the first region within the 
imaging range, the designation being inputted by a user, a 
position Setting Step of Setting the first region at an arbitrary 
position within the imaging range, based on the designation 
received and controlled by a process of the reception control 
Step; and a range Setting Step of Setting up a range of the first 
region according to the position Set by a process of the 
position Setting Step. 

0033 According to still another embodiment of the 
present invention, an imaging apparatus is provided. The 
imaging apparatus includes: imaging means for imaging a 
Subject to be imaged and taking in a moving image and a still 
image of the Subject, focusing means for adjusting a focal 
length and focusing on the Subject which is included in a first 
predetermined region within an imaging range of the imag 
ing means, reception means for receiving a designation 
regarding a position at the first region within the imaging 
range, the designation being inputted by a user; position 
Setting means for Setting the first region at a position within 
the imaging range, based on the position designation 
received by the reception means, range Setting means for 
Setting up a range of the first region in accordance with the 
position Set up by the position Setting means, and prohibition 
means for prohibiting adjustment of the focal length by the 
focusing means, wherein the focusing means adjust the focal 
length and focus on the Subject if the imaging means take in 
the Still image and if the position Setting means Set up the 
position of the first region; and the prohibition means 
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prohibit the adjustment of the focusing means if the focusing 
means focus on the Subject that is included in the first region 
and if the imaging means takes in the Still image. 
0034. According to still another embodiment of the 
present invention, an imaging apparatus is provided. The 
imaging apparatus includes: an imaging Section for imaging 
a Subject to be imaged and taking in a moving image and a 
Still image of the Subject; a focusing Section for adjusting a 
focal length and focusing on the Subject which is included in 
a first predetermined region within an imaging range of the 
imaging Section; a reception Section for receiving a desig 
nation regarding a position in the first region within the 
imaging range, the designation being inputted by a user; and 
a position Setting Section for Setting the first region at a 
position within the imaging range, based on the position 
designation received by the reception Section. 
0035) In the apparatus and method for imaging and the 
computer program according to the embodiments of the 
present invention, the photographic Subject is imaged; the 
moving image and the Still image of the photographic 
Subject are taken in; the focal length is adjusted; the pho 
tographic Subject included in the first predetermined region 
within the imaging range is focused; the designation, input 
ted by the user, of the position of the first region within the 
imaging range is received; and the first region is set at the 
arbitrary position within the imaging range, based on the 
designation. 

0.036 According to the present invention, the photo 
graphic Subject can be imaged, Specifically, more Suitable 
automatic focusing may be carried out. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0037 FIG. 1 is a perspective view showing an example 
of structure of a PDA to which the present invention is 
applied; 

0.038 FIG. 2 is a perspective back view showing a back 
of the PDA of FIG. 1; 
0.039 FIG. 3 is a perspective view for explaining a 
Swivel and Switching operation of a display Section of the 
PDA of FIG. 1; 
0040 FIG. 4 is a perspective view for explaining the 
Swivel and Switching operation of the display Section of the 
PDA of FIG. 1; 
0041 FIG. 5 is a perspective view for explaining the 
Swivel and Switching operation of the display Section of the 
PDA of FIG. 1; 

0.042 FIG. 6 is a view showing a condition in use of the 
PDA of FIG. 1; 

0.043 FIG. 7 is a view showing another condition in use 
of the PDA of FIG. 1; 
0044 FIG. 8 is a block diagram showing an example of 
structure inside the PDA of FIG. 1; 

004.5 FIG. 9 is a block diagram showing an example of 
structure inside a camera section of the PDA of FIG. 24; 

0.046 FIG. 10 is a schematic view showing an appear 
ance of a main Screen at the time of a still image shooting 
mode, 
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0047 FIG. 11 is a schematic view showing an example 
of display of an EVF area of FIG. 10; 
0048 FIG. 12 is a schematic view showing an example 
of Structure of a Setup Screen; 
0049 FIG. 13 is a schematic view showing another 
example of Structure of the Setup Screen; 
0050 FIGS. 14A to 14D are schematic views showing 
examples of display of an AF frame; 
0051 FIG. 15 is a flow chart for explaining an imaging 
process of the PDA of FIG. 1; 
0.052 FIG. 16 is a flow chart for explaining a full-time 
AF process of the PDA of FIG. 1; 
0053 FIG. 17 is a flow chart following FIG. 16 for 
explaining the full-time AF process of the PDA of FIG. 1; 
0054 FIG. 18 is a flow chart for explaining a one shot AF 
process of the PDA of FIG. 1; 
0.055 FIG. 19 is a flow chart following FIG. 18 for 
explaining the one shot AF process of the PDA of FIG. 1; 
0056 FIG. 20 is a schematic view showing another 
example of Structure of the Setup Screen; 
0057 FIGS. 21A to 21D are schematic views showing 
examples of display of a spot metering pointer; 
0.058 FIG. 22 is a flow chart for explaining a spot AE 
process of the PDA of FIG. 1; 
0059 FIG. 23 is a flow chart following FIG. 22 for 
explaining the spot AE process of the PDA of FIG. 1; 
0060 FIG. 24 is a flow chart for explaining another 
example of the full-time AF process of the PDA of FIG. 1; 
0061 FIG. 25 is a flow chart following FIG. 24 for 
explaining another example of the full-time AF process of 
the PDA of FIG. 1; 
0062 FIG. 26 is a flow chart for explaining another 
example of the one shot AF process of the PDA of FIG. 1; 
and 

0063 FIG. 27 is a flow chart following FIG. 26 for 
explaining another example of the one shot AF process of 
the PDA of FIG. 1. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0064 FIG. 1 is a perspective view showing an example 
of structure of a PDA to which the present invention is 
applied. 

0065. As shown in FIG. 1, the PDA 1 is divided at a 
central hinge part 12 into a display Section 11 and a main 
body part 13 So as to be foldable at the central hinge part 12. 
0066. In other words, as shown in FIG. 3 as will be 
described later, the display Section 11 is adapted to Swivel 
about an axis 12-1 (hypothetical axis), and be opened or 
closed with respect to a main body part 13. Further, the 
display Section 11 is adapted to Swivel about the main body 
part 13 and about an axis 11-6 (hypothetical axis) substan 
tially perpendicular to the axis 12-1. That is, the display 
section 11 is adapted to swivel in parallel with a face 11-3 
(face which is perpendicular to a face 11-1 where an LCD 28 
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is provided and is located at its lower part as shown in FIG. 
3) which faces the hinge part 12. 
0067. Now returning to FIG. 1, disposed at Substantially 
the whole surface of the face 11-1 of the display section 11 
are the LCD (Liquid Crystal Display) 28 and a transparent 
and pressure-Sensitive touch panel 36 laminated to the 
surface of the LCD 28. In other words, when a touch pen 35 
is placed in an arbitrary position on the LCD 28, its 
coordinates are detected by means of the touch panel 36, and 
a predetermined process associated with the detected coor 
dinates is carried out. 

0068 A character input area 29 for inputting a character 
is provided in a predetermined region (region at the lower 
part of the LCD 28 as shown in the figure) of a touch panel 
36, and various Software buttons, a character input area, etc. 
are displayed on the character input area 29. If the user 
operates the touch pen 35 and writes Special characters on 
the character input area, the Special character are inputted. 
That is, a trajectory along which the touch pen 35 has moved 
is detected by means of the touch panel 36, so that the 
character corresponding to the trajectory is inputted. 
0069. Further, when the user operates the touch pen 35 
and depresses the Software button 43, a Software keyboard, 
which is a GUI (Graphical User Interface) and has displayed 
a key layout of a keyboard, is displayed on the character 
input area 29. When the user operates the touch pen 35 and 
touches an arbitrary key on the Software keyboard, a char 
acter (or sign etc.) corresponding to the touched key is 
inputted. In other words, the coordinates at which the touch 
pen 35 is placed are detected by means of the touch panel 36, 
So that the key corresponding to the coordinates is recog 
nized and the character (or sign etc.) assigned to the recog 
nized key is inputted. 
0070. In this way, the user can input the character easily 
and quickly by using the touch pen 35 and the character 
input area 29 as Software functions. In addition, Since the 
touch panel 36 is laminated over the whole display surface 
of the LCD 28, the position of the character input area 29 
with respect to the LCD 28 may not be limited to the position 
as shown in FIG. 1. For example, as will be described later, 
if the displayed image is reversed upside down and left to 
right, the character input area 29 may be disposed at an 
upper part of the display section 11 in FIG. 1 with upside 
down display. Accordingly, even in Such a case, the user can 
input the character like the example as described above. 
0.071) A power button 31, which turns a power supply of 
the PDA 1 on or off, is provided at the hinge part 12 on the 
right hand side as shown in FIG. 1. Disposed on the left 
hand Side of the hinge part 12 is an LED (Light Emitting 
Diode)30 which is lit when a battery (not shown) built in the 
PDA 1 is charging and turned off after completion of the 
charging. In addition, disposed on the left had side of the 
LED 30 is a camera section 22 including a CCD (Charge 
Coupled Device). Disposed on the left edge is a mechanical 
capture button 23, which is operated to image the photo 
graphic Subject by the camera Section 22. The camera 
Section 22 is fixed to a portion, of the hinge part 12, which 
Swivels together with the display section 11 with respect to 
the main body part 13, So that the user may turn the camera 
Section 22 by opening/closing the display Section 11 with 
respect to the main body part 13 as will be described later. 
0.072 In other words, when imaging the photographic 
Subject, the user depresses the mechanical capture button 23 
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once to initiate application Software which has a camera 
function (function which images the photographic Subject by 
the camera Section 22, and records the captured image of the 
photographic Subject), and turns the display Section 11 to 
Swivel So that an imaging direction of the camera Section 22 
may be turned to the photographic Subject. At this time, 
Since the image (image of the photographic Subject) being 
captured by the camera Section 22 is displayed on the LCD 
28 as will be described, the user adjusts the position of the 
camera section 22, while checking the LCD 28. Further, 
after completion of various kinds of Setup processes, the user 
depresses again the mechanical capture button 23 which 
operates as a shutter button, whereby the image captured by 
the camera Section 22 at the time when the mechanical 
capture button 23 is depressed is stored in a memory (Such 
as a RAM 133 of FIG. 8 as will be described later) of the 
PDA 1. 

0073. It should be noted that the mechanical capture 
button 23 can be operated, as ways for the depression, “full 
depression' which is to mean depressing to the end of its 
Stroke, and "half depression' which is to mean depressing to 
a predetermined position which is in the middle of the 
stroke. For example, if the user does the “half depression” 
with the mechanical capture button 23, the PDA1 carries out 
an AF process, an AE process, etc. for the image to be shot 
by the camera Section 22. Further in Such a State, if the user 
does the “full depression” with the mechanical capture 
button 23, the PDA 1 captures the image by means of the 
camera Section 22. Thus, according to the ways of depres 
Sion (depths), the mechanical capture button 23 allows the 
user to choose the corresponding process to be performed. 

0074) When the “full depression” is carried out at the 
State where the user is not depressing the mechanical capture 
button 23, a process corresponding to the “full depression' 
is performed after the PDA1 performs a process correspond 
ing to the “half depression.” In other words, in the case of 
the above description, when the user does the “full depres 
Sion', the PDA1 captures the image by means of the camera 
Section 22 after performing the AF process, the AE process, 
etc. for the image to be shot by the camera Section 22. 

0075 Disposed on a face 13-1 which faces the display 
section 11 when the main body part 13 is folded, at an upper 
part of the face 13-1 as shown in the figure, is a button 32 
on which a Symbol showing each of the application Software 
installed in the PDA1 is printed. When the user depresses 
the button 32 with the finger, the application software 
corresponding to it is initiated. 

0076. In a central part of a region where the button 32 of 
the face 13-1 is arranged, a scroll button 33 is provided for 
scrolling an image displayed on the LCD 28. Further, 
disposed below the button 32 of the face 13-1 is a keyboard 
34 for inputting a character (including a sign etc.). 
0077 Disposed at a face (side) 13-2 perpendicular to the 
face 13-1 of the main body part 13, at an upper part as shown 
in the figure, is a headphone jack 24 for connecting with a 
remote controller or external headphones and outputting 
sound thereto. Below the headphone jack 24, a jog dial 25 
which may be freely depressed and rotated is provided 
projecting slightly from the face 13-2. Below the jog dial, a 
backbutton 26 for canceling an immediate preceding opera 
tion is provided. Further, below the back button 26, a hold 
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Switch 27 is provided for forbidding execution of a function 
corresponding to a case where another button is depressed 
accidentally. 

0078. A connector 67 for connecting with a device to be 
attached is provided in a central part of a face (end face at 
a lower part of the face 13-1 as shown in the figure) 13-4 
perpendicular to the face 13-1 of the main body part 13. 

007.9 FIG. 2 shows an example of structure of a back of 
the PDA 1. As shown in FIG. 2, disposed on the left-hand 
Side and at an upper part of the hinge part 12 in the figure 
are a slot 64 to be equipped with a predetermined memory 
card or an expansion module which can be taken out and 
inserted freely, a lamp 63 turned on when data in the 
memory card is read or written, and an infrared port 62 for 
communicating with another device by infrared rayS. 

0080 For example, the memory card stores, in a small 
and thin plastic case, a flash memory element that is a type 
of EEPROM (Electrically Erasable and Programmable Read 
Only Memory) which is a nonvolatile memory to be rewrit 
ten and erased electrically, thus allowing writing and reading 
of a variety of information (data), Such as an image, Sound, 
music etc. 

0.081 Further, the memory card employs an original 
Serial protocol which can Secure compatibility with a device 
to be used even in the case of a Specification change of the 
built-in flash memory due to an expansion of memory 
capacity, etc. So that high-speed performances of the maxi 
mum write speed of 1.5 (MB/S) and the maximum read 
speed of 2.45 (MB/S) may be realized and an erroneous 
erase prevention Switch may be provided So as to Secure high 
reliability. 

0082) Thus, the PDA1 allows such a memory card to be 
inserted, and therefore may share data with another device 
through the memory card. 

0.083. As shown in the figure, a reset button 65 for 
resetting the PDA 1 is provided on the left-hand side of a 
central part of a face 13-3 which is on an opposite side of the 
face 13-1 of the main body part 13. A loud speaker 66 for 
outputting the sound is provided below the reset button 65. 

0084. As described above, the connector 67 is provided 
in the central part of the face (end face at the lower part as 
shown in the figure) 13-4 perpendicular to the faces 13-1 and 
13-3 of the main body part 13. As shown in the figure, an 
accommodation part 68, which accommodates the touch pen 
35, is provided on the left side. 

0085 Now, with reference to the drawings, an opening/ 
closing operation and a Swivel operation of the display 
Section 11 will de described hereafter in detail. 

0086). As shown in FIG. 3, the user may swivel the 
display section 11 about the axis 11-6. Further, as shown in 
FIG. 4, the user may swivel the display section 11 about the 
axis 11-6 by about 180 degrees, then swivel it about the axis 
12-1 so as to close it towards the main body part 13. In other 
words, as shown in FIG. 5, the user may use the PDA1 not 
only in a state as shown in FIG. 1 but also in a state as shown 
in FIG.5. 

0.087 For example, it is assumed that a character “F” as 
shown in FIG. 3 is displayed on the LCD 28, or that an 
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upper part of the character “F” is displayed on a face 11-4 
side (upward in FIG. 3) of the display section. 
0088. In this situation, when the display section 11 is 
Swiveled from a predetermined reference position, the PDA 
1 detects a swivel angle about the axis 11-6 of the display 
section 11. When the Swivel angle is within a predetermined 
range (in this example, equal to or more than 0 degree and 
less than 180 degrees) which is within a range where the 
display Section 11 can Swivel (in this example, equal to or 
more than 0 degree and not greater than 180 degrees: 
assuming that the Swivel angle is 0 degree in case the display 
section 11 is arranged as shown in FIG.1), the PDA1 causes 
the character “F” to be displayed on the LCD 28 such that 
the upper part of the image (character “F”) is directed 
towards the face 11-4. 

0089. On the other hand, if the Swivel angle becomes out 
of the range (in this example, if it becomes 180 degrees), the 
PDA1 causes the LCD 28 to display the character “F” such 
that the upper part of the character “F” is directed towards 
the face (end face) 11-3 which is on an opposite side of the 
face (end face) 11-4. In other words, if the swivel angle of 
the display Section 11 becomes out of the predetermined 
range, the image (for example, the character “F” whose 
upper part is directed towards the face 11-4) in case the 
Swivel angle is within the range is reversed upside down and 
left to right So as to become an image (for example, the 
character “F” whose upper part is directed towards the face 
11-3 which is on an opposite side of the face 11-4) which is 
displayed on the LCD 28 by the PDA 1. 
0090. In particular, in the case of the state as shown in 
FIG. 3, since the Swivel angle of the display section 11 is 
less than 180 degrees (because it is within the predetermined 
range as mentioned above), the character “F” is displayed on 
the LCD 28 such that the upper part of the character “F” is 
directed towards the face 11-4 (upwards in FIG. 3). 
0091. On the other hand, in the case of the state as shown 
in FIG. 4 and FIG. 5, since the Swivel angle of the display 
Section 11 is 180 degrees (because it is out of the predeter 
mined range as mentioned above), the character “F” is 
displayed on the LCD 28 Such that its upper part is directed 
towards the face 11-3 which is on the opposite side of the 
face 11-4 (the bottom face as shown in FIG. 4). 
0092. Thus, the PDA 1 may display the image in a 
direction natural for the user regardless of the Swivel and 
opening/closing State of the display Section 11. 

0093. Further, the user may swivel the display section 11 
about the axis 12-1 and fold it towards the main body part 
13 so as to be closed not only in the state where the PDA1 
is as shown in FIG. 4 but also in the state where it is as 
shown in FIG. 1. In other words, although its illustration is 
omitted, the user may protect the PDA 1 (in particular the 
LCD 28) so as not to permit the PDA1 to externally expose 
the LCD 28 as shown in FIG. 5 when the PDA1 is carried 
etc. 

0094) Further, as described above, the display section 11 
may be Swiveled So that the user may change a direction of 
a camera Section 22 or a shooting direction. 
0.095 For example, as shown in FIG. 6, when another 
person 101 who are on the opposite side of the user of the 
PDA1 becomes a photographic Subject (when shooting in a 

Ex.1008 / Page 33 of 47
AMAZON.COM, INC.

Ex.1008 / Page 33 of 47
AMAZON.COM, INC.



US 2004/O189856 A1 

direction opposite to the user, viewed from the PDA1), the 
user may render the PDA 1 in the state as shown in FIG. 5 
(state where the display section 11 is folded over the main 
body part 13) so that, while turning the LCD 28 to the user, 
an imaging direction of the camera Section 22 may be 
directed to an opposite side of the user of the PDA 1 (or, in 
the direction of another person 101 who are photographic 
Subjects). Thus, the user may image the person 101 who is 
the photographic Subject on the opposite Side of the PDA1, 
while checking the intake image which is taken in from the 
camera section 22 and displayed on the LCD 28 of the PDA 
1. 

0096. On the other hand, as shown in FIG. 7, when the 
user 102 of the PDA 1 considers himself or herself a 
photographic Subject (when shooting towards the user 102, 
viewed from the PDA1), the user 102 may render the PDA 
1 in the state as shown in FIG. 1 (state where the display 
section 11 is opened with respect to the main body part 13) 
so that, while turning the LCD 28 to the user 102, the 
shooting direction of the camera Section 22 may be directed 
towards the user 102 (or towards the user himself or herself 
who is the photographic subject). Thus, the user 102 may 
image himself or herself who is the photographic Subject on 
the same side of the PDA1, while checking the intake image 
taken in from the camera Section 22 and displayed on the 
LCD 28 of the PDA 1. 

0097. In this way, the user may set up the direction of the 
camera section 22 with respect to the PDA 1, that is the 
shooting direction, and carry out the Shooting work, while 
always checking the intake image displayed on the LCD 28 
and performing adjustment work by means of the touch 
panel 36. 
0.098 FIG. 8 is a block diagram showing an example of 
structure inside the PDA 1. 

0099 A CPU (Central Processing Unit) 131 performs 
various kinds of processes according to a computer program 
stored in a ROM (Read Only Memory) 132 or a computer 
program loaded from the storage section 139 to a RAM 
(Random Access Memory) 133. 
0100 Data required by the CPU 131 when performing 
various kinds of processes are suitably stored in the RAM 
133, for example. 
01.01 The CPU 131, the ROM 132, and the RAM 133 are 
mutually connected through a buS 134. A display control 
section 136, which controls the image displayed on the LCD 
28, is also connected to the bus 134. 

0102 Based on control of the CPU 131, a VRAM 138, in 
addition to the camera section 22 and the LCD 28, is 
connected to the display control section 136. The display 
control section 136 causes the VRAM 138 to store therein 
the image captured by the camera Section 22, and causes the 
LCD 28 to display thereon the image stored in the VRAM 
138 or the image stored in other memories (the RAM 133, 
the storage section 139, a memory card 143 connected to slot 
64). 
0103) An input/output interface 135 is also connected to 
the bus 134. 

0104 Connected to the input/output interface 135 are an 
input section 137 including the keyboard 34, various buttons 
22, 32, and 33, a jog dial 25, etc.; the touch panel 36; the 
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infrared transmission port 62; a slot 64 in which the memory 
card 143 or an expansion module 121 is mounted; the 
connector 67 to which the cradle 91 etc. caused to charge a 
battery (not shown) which is built in the PDA1 and used as 
a communications relay device with another external device 
152 may be connected; and a headphone jack 24 as an audio 
outputting Section connected with a remote controller 101 or 
headphones 153. 
0105. Further, coordinates detected by the touch panel 36 
are provided for the CPU 131 through the input/output 
interface 135, the bus 134. The CPU 131 obtains predeter 
mined information corresponding to the thus provided coor 
dinates. 

0106 For example, as will be described later, during the 
shooting, if the user does the tap on any position of the 
intake image displayed on the LCD 28, the touch panel 36 
detects the coordinates of the position where the user carried 
out the tap, and provides the CPU 131 with the coordinates 
information through the input/output interface 135 and the 
bus 134. After confirming that it is the position on the intake 
image according to the provided coordinates information, 
the CPU 131 controls each part and performs a correspond 
ing process, Such as moving an AF frame of a predetermined 
Size to the position. 
0107 A storage section 139 including an EEPROM, a 
hard disk, etc. is connected to the input/output interface 135, 
as needed. A computer program read from a magnetic disk, 
an optical disk, a magneto-optical disk, a Semiconductor 
memory, etc. which may be Suitably mounted to the external 
device 152 is supplied to the PDA1, as needed, by means of 
wireleSS communications through the infrared port 62, wire 
leSS communications through the wireleSS LAN module 
(expansion module) 121, or cable communications through 
a cradle 91, so as to be installed in the storage section 139. 
Alternatively, a computer program read from the memory 
card 143 suitably mounted in the slot 64 may be installed in 
the Storage Section 139, as needed. 
0.108 Further, disposed at the input/output interface 135 
are an LCD open/close switch 144 which becomes the ON 
State when the display Section 11 is in a closed State with 
respect to the main body part 13 and becomes the OFF state 
when the display Section 11 is in an open State with respect 
to the main body part 13, and an LCD rotation switch 145 
which becomes the ON state when the display section 11 is 
Swiveled by more than a predetermined Swivel angle. 
0109) In other words, in this example, the CPU 131 
recognizes the State of opening State and closing with respect 
to the main body part 13 of the display section 11 (hereafter 
referred to as an LCD open/close State) and a Swivel State, 
based on the ON State or the OFF state of each of the LCD 
open/close switch 144 and the LCD rotation Switch 145. 
0110. The camera section 22 is constructed as shown in 
FIG. 9. A light from a photographic subject (not shown) 
enters, through a lens section 201, a CCD 202 constituted by 
the imaging device using CCD (Charge Coupled Device) 
etc. which is provided with, in front of it, complementary 
color filters in which yellow color filters (Ye), cyan color 
filters (Cy), and magenta color filters (Mg), and green color 
filters (G) are arranged in mosaic-like, So that the light may 
be converted into electricity. 
0111. The CCD 202 outputs the image signal obtained by 
carrying out the photoelectric conversion in a light intake 
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Section So as to be Supplied to an AGC (Automatic Gain 
Control) circuit 203. The AGC circuit 203 adjusts again of 
the image Signal, and the image Signal whose gain has been 
thus adjusted is supplied to a CDS circuit (Correlated 
Double Sampling circuit) 204. After performing correlation 
double Sampling for the inputted image signal and removing 
a noise, the CDS circuit 204 Supplies it to an A/D (Analog/ 
Digital) conversion circuit 205. 
0112 The A/D conversion circuit 205 converts an input 
ted analog signal into a digital Signal by a predetermined 
Sampling frequency So as to be Supplied to a DSP (Digital 
Signal Processor) 206 which processes the intake image 
data. 

0113 By using the computer program and data installed 
in an EEPROM (Electrically Erasable and Programmable 
Read only Memory) 207, and by means of a built-in RAM 
206A constituted by the semiconductor memory, such as 
SDRAM (Synchronous Dynamic Random Access Memory) 
to be built in, the DSP206 holds the Supplied image signal 
So as to generate an image data of a predetermined format, 
further carries out various kinds of digital processes, Such as 
an image quality adjustment, a compression process, etc. for 
the generated image data. Then, the DSP 206 supplies the 
generated image data to the display control Section 136 of 
FIG 8. 

0114. In the case of digital processing of the image data, 
the DSP 206 supplies information for controlling the lens 
section 201 through the A/D conversion circuit 205 to a 
camera control section 210. 

0115 Based on the information supplied from the DSP 
206 and control information supplied from the CPU 131 of 
FIG. 8, the camera control section 210 controls a lens 
position, an aperture, or a mechanical shutter of the lens 
Section 201 via the lens section drive circuit 211, controls an 
electric operation of the CCD 202 via a CCD drive circuit 
212, and also controls the AGC circuit 203, the CDS circuit 
204, a timing of the A/D conversion circuit 205 of operation, 
etc. 

0116. The lens section drive circuit 211 is constituted by 
a motor etc. moves the lens position of the lens section 201 
So as to adjust a focal position, based on a control Signal 
Supplied from the camera control Section 210, or adjusts 
opening and closing of the aperture or mechanical shutter So 
as to adjust an exposure value. Based on a timing Signal etc. 
supplied from the camera control section 210, the CCD drive 
circuit 212 generates a signal for driving the CCD 202 so as 
to adjust a timing etc. of taking an image in. 
0117 For example, based on a control signal supplied 
from the CPU 131, the camera control section 210 carries 
out an auto-focus process by a TTL (Through The Lens) 
contrast detection System. When an AF region is specified by 
the CPU 131, the camera control section 210 detects a 
contrast of the Specified AF region within a shooting frame 
from a signal of the intake image supplied by the DSP206, 
moves a lens of lens 201 via the lens section drive circuit 
211, and adjusts the lens position So as to focus on a 
photographic Subject in the region (so that the contrast 
becomes the highest). 
0118 When the user starts a camera application, each of 
the sections is controlled by the CPU 131, which performed 
the camera application, and the proceSS moves to a still 
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image shooting mode for imaging a still image using the 
camera section 22. In this case, the CPU 131 causes the LCD 
28 to display a GUI as shown in FIG. 10. 

0119). In FIG. 10 a main screen 220 is the GUI for 
receiving various kinds of operations at the time of the Still 
image shooting mode and includes: an EVF area 221 for 
displaying an intake image and a captured shot image; an 
application call button 222 for imaging a moving image for 
Starting an application for a moving image shooting mode, 
an icon area 223 for displaying various kinds of icons, a 
Setup Screen call button 224 for displaying a Setup Screen 
which is a GUI for performing various kinds of Setups, a size 
and the image quality change button 225 for displaying a 
GUI relating to the Size and the image quality of an image 
to be imaged; an EV (Exposure Value) compensation slider 
226 for adjusting an exposure value of the image to be shot; 
a Software capture button 227 for capturing a still image 
from the CCD 202; an album category selection box 228 for 
Selecting a folder to be Stored with the image data obtained 
by imaging, a custom button 229 for performing a function 
Set up in the Setup Screen; a flash mode change button 230 
for changing a mode of flashing, a Zoom button 231 for 
adjusting Zoom of the captured image; Simplified view areas 
232 to 234 for displaying a thumbnail image of the image 
data obtained by imaging, a rotation button 235 for rotating 
the display of the shot image displayed on the EVF area 221 
by 90 degrees for each rotation; a deletion button 236 for 
deleting the image data obtained by imaging, and a title bar 
area 237 for displaying various kinds of character data, Such 
as a title of the image data. 

0120 FIG. 11 is a view showing a detailed example of a 
display of the EVF area 221 of FIG. 10. As shown in FIG. 
11, a group of icons are Superimposed on an intake image in 
the EVF area 221 so as to display various kinds of infor 
mation data. A flash mode icon 251 indicates a flash mode 
currently set up, as needed. A camera-shake warning icon 
252 turns a light on for warning if camera-shake occurs 
during the shooting. A battery icon 253 turns a light on for 
warning if the residual quantity of a battery is insufficient 
and the battery needs to be charged. An AF-AE lock 
indicator 254 turns a light on and blinks the light so as to 
indicate an AF or AE State. A no-shooting warning icon 255 
turns a light on if an available area in the memory for Storing 
shot image data is insufficient, for example, So as to notify 
that the capture of a new image is not allowed. A shooting 
Situation mode icon 256 turns a light on according to the 
mode currently set up, among modes relating to shooting 
processes according to Situations, Such as a night Scene 
mode, an indoor mode, a distant landscape mode, a close-up 
imaging mode, etc. A shutter Speed icon 257 turns a light on 
if a manual mode is Selected and indicates a Shutter Speed 
currently Set up. 

0121. In addition, a manual focus gauge 258 to be dis 
played in case a focal length is set up manually and a manual 
focus gauge pointer 259 which is a pointer for indicating a 
current focal length are displayed in the EVF area 221 in the 
case of the manual focusing. 
0.122 Further, a spot metering pointer 260 for indicating 
a center of a light metering region at the time of Spot 
metering and an AF frame 261 for indicating a range of the 
AF region are displayed in the EVF area 221. By means of 
the mode of AF, the user who is shooting may tap on this 
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EVF area 221 so as to move a position of the AF frame 261 
or the spot metering pointer 260. 
0123. It should be noted that these icons may be switched 
between display and non-display mode in accordance with 
the Setup made by the user. 
0.124. In the above PDA 1, three focus modes are pro 
vided as will be described later. In the main screen 220 of 
FIG. 10, the user activates the setup screen call button 224 
(carrying out the tap on the Setup Screen call button 224 of 
the LCD 28 etc.) So as to call a setup Screen as shown in 
FIG. 12 and changes over the plurality of focus modes. 
0.125 FIG. 12 is a view showing an example of structure 
of a setup screen 301 displayed on the LCD 28. In FIG. 12 
the setup screen 301 includes: a setting list display area 302 
for showing various kinds of Setting items and their current 
states; a scroll bar 303 for scrolling contents displayed in the 
Setting list display area 302 in order to display an item which 
cannot be displayed on the Setting list display area 302 at a 
time; a lower scroll button 304 for scrolling items displayed 
on the setting list display area 302 in the downward direction 
in the figure; an upper scroll button 305 for scrolling the 
items displayed on the Setting list display area 302 in the 
upward direction in the figure; a back button 306 for 
returning a screen displayed on the LCD 28 to the main 
screen 220; and an EVF area 311 which displays an intake 
image reflecting the Setup in the Setup Screen 301 and with 
which the user confirms its effect. 

0.126 For example, various items relating to the shooting 
Such as a shooting mode, white balance, size/quality, the 
Spot metering, a recording location, a Self-timer, the focus 
mode, etc. are displayed in the Setting list display area 302. 
The user operates the scroll bar 303, the lower scroll button 
304, or the upper scroll button 305 or rotates the jog dial 25 
etc. So as to display an item desired to Set up on the Setting 
list display area 302. Then, by tapping on a portion where 
the item is displayed or rotating the jog dial 25, for example, 
an anchor Symbol is moved to the item desired to Set up. 
0127. Then, the user taps on a portion where setup 
contents on the right-hand Side of an item where the anchor 
is located are displayed, or depresses the jog dial 25 So as to 
issue instructions to change the item where the anchor is 
located. For example, in FIG. 12 the anchor is located at the 
focus mode. On this situation, by tapping on the portion 
displayed as “Full-time AF or depressing the jog dial 25, 
the user may change the Setup of the focus mode. 
0128. As shown in FIG. 12 when the user places the 
anchor in the box indicating the focus mode and Specifies it, 
a setup contents selection screen as shown in FIG. 13 is 
displayed on the LCD 28 and Superimposed on the setup 
Screen 301 as shown in FIG. 12. 

0129. In FIG. 13, items in the setting list display area 302 
of the setup screen 301 other than the item focus mode 
Selected by the user are darkened. On the right-hand Side of 
an item 321 Selected by the user, a Setup contents Selection 
Screen 322 where a list of corresponding Setups is displayed 
is displayed. In FIG. 13, three modes of “Manual focus”, 
“Full-time AF', and “One shot AF as setups corresponding 
to the focus mode are displayed on the Setup contents 
Selection Screen 322, and a mark is displayed in the box of 
the currently set up mode (“Full-time AF'in the case of FIG. 
13). The anchor is displayed in the box of the currently 
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selected mode (“One shot AF" in the case of FIG. 13) in the 
Setup contents Selection Screen 322. 
0.130. As for the list displayed on the setup contents 
selection screen 322 as shown in FIG. 13, the user sets up 
a mode by tapping on a portion of the mode to be selected, 
or rotating the jog dial 25 So as to move the anchor and 
depress it for Specifying the mode to be Selected. 
0131). Now, each of “Manual focus mode”, “Full-time AF 
mode”, and “One shot AF mode” with respect to the focus 
mode will be described. 

0132) The manual focus mode is a mode in which the user 
Sets up a focal length manually. In this case, as shown in 
FIG. 11, the manual focus gauge 258 and the manual focus 
gauge pointer 259 are displayed in the EVF area 221. 
According to the manual focus gauge 258, the user taps once 
on the portion of a target distance, or rotates the jog dial 25 
So as to move the manual focus gauge pointer 259 to a 
desired position on the manual focus gauge 258 and Set up 
the focal length. 
0.133 Based on the control signal Supplied from the CPU 
131 of FIG. 8, the camera control section 210 of FIG. 9 
controls the lens position of the lens section 201 through the 
lens Section drive circuit 211 So as to focus on the focal 
length specified by the user. 

0.134. When it is desired to return the manual focus gauge 
pointer 259 to an initial value (the original position before 
the user moves the manual focus gauge pointer 259), the 
user does the taps on the LCD 28 two consecutive times 
during a predetermined short period of time (hereafter 
referred to as a double-tap). On obtaining information indi 
cating that the user has done the double-tap through the 
touch panel 36, the CPU 131 controls the display control 
section 136 and returns the manual focus gauge pointer 259 
displayed on the LCD 28 to the initial value. 

0135) The full-time AF mode is a mode in which the 
camera Section 22 performs an AF process with respect to 
the photographic Subject in the AF region by means of a TTL 
contrast detection System. In the full-time AF mode, a 
position of the AF region is arbitrarily determined by the 
user within the shooting frame. The AF proceSS is carried out 
either when the user moves the AF region, or, when the user 
taps on the Software capture button 227 of the main Screen 
220, or, when the user does the “half depression” on the 
mechanical capture button 23 of FIG. 1. In addition, as 
shown in FIG. 14A, in the full-time AF mode, the AF frame 
261 indicating the range of the AF region is displayed in the 
EVF area 221. 

0136. In the initial state (state where the user is not 
moving the position of the AF region), a center of the AF 
frame 261 is disposed at the center of the EVF area 221. In 
this case, the AF region as shown in the AF frame 261 is set 
to 108 dotsx60 dots which is comparatively large, while a 
size of the EVF area 221 is 320 dots,x240 dots as shown in 
FIG. 14A, for example, in order to avoid the so-called 
“unfocused object', in which the photographic Subject 
shifted from the center of the shooting frame may be away 
from the AF region. 

0.137 At this time, if the user activates the software 
capture button 227 of FIG. 10 or depresses the mechanical 
capture button 23 (full depression), the camera control 
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Section 210 performs an adjusting proceSS Such as the AF 
proceSS by means of the TTL contrast detection System etc., 
with respect to the AF region Surrounded by the AF frame 
261, based on the position information on the AF frame 261 
supplied from the CPU 131, then carries out the capture 
proceSS for an image. In addition, when the half depression 
of the mechanical capture button 23 is carried out, only the 
adjusting process Such as the AF process etc. is performed. 
Thus, the user may only move the PDA 1 so as to position 
the photographic subject near the center of the EVF area 221 
and activate the software capture button 227 or the mechani 
cal capture button 23, So that an image focused on the 
photographic Subject may be obtained. 
0138 Further, the position of this AF frame 261 may be 
arbitrarily specified by the user, if it is within the EVF area 
221. In other words, as shown in FIG. 14B, when the user 
taps once on the EVF area 221 by means of the touch pen 
35 etc., the CPU 131 causes to move the AF frame 261, 
based on the position information Supplied from the touch 
panel 36, So that the position where the user has tapped may 
be the center of the AF region. 
0.139. In this case, the user usually taps on the photo 
graphic Subject which is desired to be focused, So that it is 
unlikely that a phenomenon of So-called “unfocused object' 
will occur. To the contrary, if the AF region is unnecessarily 
large, it is likely to focus on a photographic Subject different 
from the photographic Subject Specified by the user in the AF 
region. Therefore, when the user thus specifies the position 
of the AF frame 261, the AF region, as shown in FIG. 14B, 
is set to a range (30 dotsX30 dots) Smaller than the AF region 
(108 dotsx60 dots) as shown in FIG. 14A (when the user 
does not specify the position of the AF frame 261). 
0140. At this time, based on the position information on 
the AF frame 261 Supplied from the CPU 131, the camera 
control section 210 carries out the AF process by means of 
the TTL contrast detection system with respect to the AF 
region Surrounded by the AF frame 261. When the focusing 
is achieved, the CPU 131 causes to blink the AF frame 261 
displayed on the EVF area 221 for a predetermined period 
of time, in order to notify the user, as shown in FIG. 14C. 
0141 When the user activates the Software capture button 
227 of FIG. 10, depresses (full depression) the mechanical 
capture button 23, or the like, the camera control section 210 
performs the autofocus proceSS by means of the TTL con 
trast detection System, based on the position information on 
the AF frame 261 Supplied from the CPU 131, with respect 
to the region Surrounded by the AF frame 261, then carries 
out the capture process of the image. When the “half 
depression' is carried out by depressing the mechanical 
capture button 23 by half a stroke, only. the autofocus 
proceSS is performed. Accordingly, in despite of the photo 
graphic subject's location within the EVF area 221, the user 
may easily obtain the image with the photographic Subject 
being focused. 
0142. When it is desired to return the AF frame 261 (the 
AF region) to the initial state (state as shown in FIG. 14A), 
the user carries out the double-tap on the EVF area 221. 
Based on the information Supplied from the touch panel 36 
and indicating that the user has performed the double-tap, 
the CPU 131 controls the display control section 136, returns 
the AF frame 261 displayed on the LCD 28 to the initial 
State, and controls the camera control Section 210 So as to 
perform the AF process. 
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0143. It should be noted that, as shown in FIG. 14D, a 
plurality of grid lines may be provided in a vertical direction 
and in a lateral direction in the EVF area 221, and coordi 
nates of the center of the AF frame 261 may be located at an 
intersection of the grid lines. In FIG. 14D and in the EVF 
area 221, vertical grid lines 331 to 338 as shown in the figure 
and lateral grid lines 341 to 345 as shown in the figure are 
provided at predetermined intervals. When the user taps 
once on the EVF area 221, the CPU 131 obtains, from the 
touch panel 36, the position information on the position 
where the user has done the tap, estimates the interSection of 
the grid lines in the nearest position, moves the AF frame 
261 so that the coordinates of the intersection may be in the 
center of the AF region, and causes the camera control 
section 210 to perform the AF process. 
0144. In this way, since the position of the AF frame 261 
can be limited to Some extent, the user may move the AF 
frame 261 to the same position more precisely. 
0145 Although, in the example as shown in FIG. 14D, it 
has been described that eight grid lines in the vertical 
direction as in the figure and five grid lines in the lateral 
direction as in the figure are provided in the EVF area 221, 
any number of grid lines may be disposed in the EVF area 
221. The intervals of the respective grid lines may be 
constant or may vary for respective grid lines. Further, each 
grid line may not be displayed on the LCD 28. 
0146 In the above example, the size of the EVF area 221 
is 320 dots,x240 dots. The size of the AF region (the AF 
frame 261) in the initial state is 108 dotsx60 dots. The size 
of the AF region (the AF frame 261) when the user specifies 
the position of the AF region (the AF frame 261) is described 
as being 30 dotsX30 dots. However, the sizes are not limited 
to these, and therefore may be any size. 
0147 Alternatively, the AF frame 261 indicating the 
range of AF region may not be normally displayed on the 
LCD 28 but blink for a predetermined period of time in a 
set-up position as shown in FIG. 14C for indicating the 
focusing after performing the AF process. 
0.148. Further, it has been described the notice of focusing 
is carried out by blinking the AF frame 261 as shown in FIG. 
14C, but is not limited thereto. For example, it may be 
performed by another indicator such as the AF-AE lock 
indicator 254 of FIG. 11. 

0149 Like the full-time AF mode, the one shot AF mode 
is a mode where the camera Section 22 performs the AF 
process by means of the TTL contrast detection system with 
respect to the photographic Subject in the AF region. Also in 
the one shot AF mode, as shown in FIG. 14A, the AF frame 
261 indicating the range of the AF region is displayed in the 
EVF area 221. The position of the AF region (AF frame 261) 
is arbitrarily determined by the user within the shooting 
frame. 

0150. However, even in the one shot AF mode, the AF 
process is carried out only when the user moves the AF 
region. It is not performed when the user taps on the 
Software capture button 227 of the main screen 220 or when 
the user carries out "half depression' of the mechanical 
capture button 23 of FIG.1. In other words, in the one shot 
AF mode, even if the user activates any of the mechanical 
capture button 23 and the Software capture button 227, the 
CPU 131 controls each part so that only instructions to 
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perform the capture proceSS may be inputted and instruc 
tions to perform the adjusting process, Such as AF etc., may 
not be inputted. 
0151. A configuration of the size, the position, etc. and an 
operation of the AF frame 261, or the control method of the 
AF frame 261 etc. are similar to those of the full-time AF 
mode, So that the description will not be repeated. 
0152 Conventionally, when an image is shot with a fixed 
focal length after the AF process (the shooting with So-called 
“locked focus”), the user performs the AF process by 
depressing the Shutter button halfway and maintains the State 
of the half depression, from which the user fully depresses 
the Shutter button, when it is a shooting timing, So as to issue 
instructions to carry out the capture, which needs compli 
cated operations. The one shot AF mode as described above, 
however, may avoid the AF process immediately before the 
capture, So that the user may easily carry out the shooting 
with "locked focus.” 

0153. Next, a process relating to the shooting in the 
full-time AF mode will be described in particular. 
0154 When the user operates the PDA1 and specifies the 

still image shooting mode, the PDA 1 moves to the still 
image shooting mode and Starts a shooting process. With 
reference to a flow chart of FIG. 15, the shooting process 
will be described. 

0.155). At first, the CPU 131 of the PDA 1 controls the 
camera control Section 210 of the camera Section 22 So as to 
Start the camera Section 22 and carry out an initialization 
process of the camera Section 22. In Step S2, the Setup 
information about the camera section 22 stored in the RAM 
133, the storage section 139, etc. is read, and the read setup 
information is Supplied to the camera control Section 210 of 
the camera Section 22 So as to carry out the Setup process of 
the camera section 22. In addition, in step S3, the CPU 131 
controls the display control Section 136 So as to display, on 
the LCD 28, the GUI for still image shooting mode like the 
main screen 220 as shown in FIG. 10. 

0156. In step S4, the DSP206 of the camera section 22, 
supplies the display control section 136 with data of the 
intake image taken in the CCD 202 and entered through the 
lens section 201. The display control section 136 causes the 
LCD 28 to display the intake image. 
0157. In step S5, the CPU 131 controls the touch panel 36 
and each button of the input section 137 so as to determine 
whether or not the user has inputted a new input about a 
Setup and the latest Setup has been changed. When it is 
determined that the setup has been changed, the CPU 131 
saves a new setup in the RAM 133, the storage section 139, 
etc., and the process goes to Step S7. 
0158. In step S5, when it is determined that the setup has 
not been changed, the CPU 131 skips the process of step S6 
and causes the process to go to Step S7. 
0159. In step S7, the CPU 131 monitors the touch panel 
36 and the input section 137, and determines whether or not 
the user has issued instructions to capture the Still image. 
When it is determined that the instructions have been issued, 
the CPU 131 orders the camera control section 210 of the 
camera Section 22 to capture the image picture. Based on the 
order, the camera control Section 210 controls each part of 
the camera Section 22 So as to capture the Still image. 
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0160 Then, the DSP 206 carries out image processing 
with respect to the image data of the captured image So as 
to be supplied to the display control section 136. In step S9, 
the display control Section 136 combines the captured image 
with the EVF area 221 of the GUI so as to be displayed on 
the LCD 28. When the captured image is displayed, the CPU 
131 causes the process to go to step S10. 
0.161 In step S7, when it is determined that the instruc 
tions to carry out the capture have not been issued, the CPU 
131 skips the processes of steps S8 and S9 and causes the 
process to go to Step S10. 

0162. In step S10, the CPU 131 determines whether or 
not to terminate the Still image shooting mode. When it is 
determined to terminate it, the imaging process is termi 
nated. 

0163 When it is determined not to terminate the still 
image shooting mode, the CPU 131 returns the process to 
Step S4 and the processes thereafter are repeated. 

0164. As described above, the PDA 1 carries out the 
shooting proceSS in the Still image shooting mode. 

0165. Now, with reference to flow charts of FIG. 16 and 
FIG. 17, a full-time AF process which is the AF process in 
the full-time AF mode will be described. As described above 
with reference to FIG. 14A, in the initial state (state where 
the user does not specify the position of the AF frame 261) 
in the full-time AF mode, the AF frame 261 of a first size 
indicating the range of a larger AF region is provided in the 
EVF area 221 so that its center is located at the center of the 
EVF area 221. 

0166 In step S21, the CPU 131 controls the touch panel 
36 and determines whether or not the position of the AF 
frame 261 has been specified by the user, as shown in FIG. 
14B. If the user taps on the EVF area 221 of the LCD 28 
once, the touch panel 36 detects it and Supplies its position 
information to the CPU 131. 

0167. When the position information on the position 
where the tap has been carried out is Supplied from the touch 
panel 36 and it is determined that the position of the AF 
frame 261 has been specified, the CPU 131 causes the 
process to go to Step S22 and places the AF frame of the 
Second size Smaller than the first size in a specified position, 
based on the Supplied position information. 
0168 Then, in step S23, the CPU 131 supplies the 
position information on the AF frame 261 to the camera 
control section 210 of the camera section 22. Based on the 
position information, the camera control Section 210 adjusts 
a focus with respect to the AF region Surrounded by the 
placed AF frame 261 by means of the TTL contrast detection 
System. 

0169. When the focusing is achieved by the focus adjust 
ing process, the CPU 131 causes the process to go to Step 
S24, controls the position of the AF frame and the display 
control section 136 so as to notify the termination of the 
focusing proceSS and blink the AF frame 261 displayed on 
the LCD 28 for a predetermined period of time. Upon 
completion of the blink, the CPU 131 causes the process to 
go to step S25. 

0170 In step S21, when the position information has not 
been supplied from the touch panel 36 and it is determined 
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that the position of the AF frame 261 has not been specified, 
the CPU 131 skips the processes in step S22 to S24, and 
causes the process to go to Step S25. 
0171 In step S25, the touch panel 36 is controlled and it 
is determined whether or not instructions to initialize the AF 
frame 261 have been issued by the user. If the user does the 
double-tap on the EVF area 221 of the LCD 28, the touch 
panel 36 detects it and supplies the information to the CPU 
131. 

0172. When the information on the double-tap has been 
supplied from the touch panel 36 and it is determined that 
the instructions to initialize the AF frame 261 have been 
issued, the CPU 131 causes the process to go to step S26 and 
places the AF frame of the first size in the initial position. In 
other words, the CPU 131 places the AF frame 261 in the 
position where the center of AF region is located at the 
center of the EVF area 221. 

0173) In step S27, the CPU 131 supplies the position 
information on the AF frame 261 to the camera control 
section 210 of the camera section 22. Based on the position 
information, the camera control Section 210 adjusts the 
focus with respect to the AF region Surrounded by the placed 
AF frame 261 by means of the TTL contrast detection 
System. 

0.174. When the focusing is achieved by the focus adjust 
ing process, the CPU 131 causes the process to go to Step 
S28 and controls the position of the AF frame and the 
display control section 136 so as to notify the termination of 
the focusing process and blink the AF frame 261 displayed 
on the LCD 28 for the predetermined period of time. After 
completion of the blink, the CPU 131 causes the process to 
go to step S29 of FIG. 17. 
0.175. In step S25, when it is determined that the instruc 
tions to initialize the AF frame 261 have not been issued by 
the user, the CPU 131 skips the processes of steps S26 to S28 
and causes the process to go to step S29 of FIG. 17. 
0176). In step S29, the CPU 131 monitors the touch panel 
36 and the input section 137 and determines whether the 
mechanical capture button 23 has been depressed halfway or 
the software capture button 227 on the main screen 220 has 
been activated by the user. 
0177. When it is determined that the mechanical capture 
button 23 has been depressed halfway or the software 
capture button 227 on the main screen 220 has been acti 
vated, the CPU 131, in step S30, adjusts the focus with 
respect to the AF region Surrounded by the AF frame 261 by 
means of the TTL contrast detection System. 
0.178 When the focusing is achieved by the focus adjust 
ing process, the CPU 131 causes the process to go to Step 
S31 and controls the position of the AF frame and the 
display control section 136 so as to notify the termination of 
the focusing process and blink the AF frame 261 displayed 
on the LCD 28 for the predetermined period of time. Upon 
completion of the blink, the CPU 131 causes the process to 
go to Step S32. 
0179. In step S29, when the mechanical capture button 23 
has not been depressed halfway and it is determined that the 
Software capture button 227 on the main screen 220 has not 
been activated, the CPU 131 skips the processes of steps S30 
and S31 and causes the process to go to Step S32. 
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0180. In step S32, based on the instructions of the user 
etc., the CPU 131 determines whether to end the focusing 
process or not. When it is determined not to end it, the CPU 
131 returns the process to step S21 of FIG. 16, and the 
processes thereafter are repeated. 

0181. In step S32, when it is determined to end the 
focusing process, the CPU 131 carries out the termination 
process in step S33, then ends the full-time AF process. 
0182. According to the full-time AF mode as described 
above, as for any image composition, the user may easily 
obtain the Still image having been processed with more. 
Suitable AF. 

0183) Next, with reference to flow charts of FIG. 18 and 
FIG. 19, a one shot AF process which is the AF process in 
the one shot AF mode is described. As described above, in 
the initial State (state where the user does not specify the 
position of the AF frame 261) in the one shot AF mode, as 
with the case where the full-time AF mode, as shown in 
FIG. 14A, the AF frame 261 of the first size indicating the 
range of the larger AF region is provided in the EVF area 
221 so that its center is located at the center of the EVF area 
221. 

0184. In step S61, the CPU 131 controls the touch panel 
36 and determines whether or not the position of the AF 
frame 261 has been specified by the user as shown in FIG. 
14B. If the user taps on the EVF area 221 of the LCD 28 
once, the touch pane 136 detects it and Supplies its position 
information to the CPU 131. 

0185. When the position information on the position 
where the tap has been carried out is Supplied from the touch 
panel 36 and it is determined that the position of the AF 
frame 261 has been specified, the CPU 131 causes the 
process to go to Step S62 and places the AF frame of the 
Second size Smaller than the first size in the Specified 
position, based on the Supplied position information. 

0186. In step S63, the CPU 131 supplies the position 
information on the AF frame 261 to the camera control 
section 210 of the camera section 22. Based on the position 
information, the camera control Section 210 adjusts the 
focus with respect to the AF region Surrounded by the placed 
AF frame 261 by means of the TTL contrast detection 
System. 

0187 When the focusing is achieved by the focus adjust 
ing process, the CPU 131 causes the process to go to Step 
S64 and controls the position of the AF frame and the 
display control section 136 so as to notify the termination of 
the focusing process and blink the AF frame 261 displayed 
on the LCD 28 for the predetermined period of time. 

0188 In step S65, at the time of focusing, the CPU 131 
controls the camera control section 210 So as to fix the lens 
position of the lens section 201. In step S66, it disables the 
half depression process which is performed by operating the 
mechanical capture button 23 or the Software capture button 
227. 

0189 In other words, the CPU 131 prohibits the focus 
adjusting process even if the user does the half depression 
operation on the mechanical capture button 23. When the 
user does the full depression operation on the mechanical 
capture button 23, and when the user activates the Software 
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capture button 227, it does not allow the focus adjusting 
proceSS but capturing the Still image only. 
0190. After disabling the half depression process, the 
CPU 131 causes the process to go to step S67 of FIG. 19. 
0191). In step S61 of FIG. 18, when the position infor 
mation has not been Supplied from the touch panel 36 and it 
is determined that the position of the AF frame 261 has not 
been specified, the CPU 131 skips the processes of steps S62 
to S66 and causes the process to go to step S67 of FIG. 19. 
0192] In step S67 of FIG. 19, the CPU 131 controls the 
touch panel 36 and determines whether or not the user has 
issued instructions to initialize the AF frame 261. If the user 
does the double-tap on the EVF area 221 of the LCD 28, the 
touch panel 36 detects it and Supplies its information to the 
CPU 131. 

0193 When the information on the double-tap has been 
supplied from the touch panel 36 and it is determined that 
the instructions to initialize the AF frame 261 have been 
issued, the CPU 131 causes the process to go to step S68 and 
places the AF frame of the first size in the initial position. In 
other words, the CPU 131 places the AF frame 261 in the 
position where the center of the AF region meets the center 
of the EVF area 221. 

0194 In step S69, the camera control section 210 adjusts 
the focus with respect to the AF region Surrounded by the 
disposed AF frame 261 by means of the TTL contrast 
detection System. 
0.195. When the focusing is achieved by the focus adjust 
ing process, the CPU 131 causes the process to go to Step 
S70 and controls the position of the AF frame and the 
display control section 136 so as to notify the termination of 
the focusing process and blink the AF frame 261 displayed 
on the LCD 28 for the predetermined period of time. 
0196. As with the cases of steps S65 and S66, the CPU 
131, in step S71 at the time of focusing, controls the camera 
control section 210 So as to fix the lens position of the lens 
section 201. In step S72, it disables the half depression 
proceSS which is performed by operating the mechanical 
capture button 23 or the Software capture button 227. Then, 
the CPU 131 causes the process to go to step S73. 
0197). In step S67, when it is determined that the user has 
not issued the instructions to initialize the AF frame 261, the 
CPU 131 skips the processes of steps S68 to S72 and causes 
the process to go to step S73. 

0198 In step S73, based on the user's instructions etc., 
the CPU 131 determines whether or not the focusing process 
is ended. When it is determined not to end it, the CPU 131 
returns the process to step S61 of FIG. 18 and the processes 
thereafter are repeated. 
0199. In step S73, when it is determined to end the 
focusing process, the CPU 131 performs the termination 
proceSS in Step S74 then terminates the one shot AF process. 
0200. According to the one shot AF mode, the user may 
easily obtain the Still image having been processed with 
more suitable AF when shooting with the so-called “locked 
focus.” 

0201 Although the AF process has been described above, 
at the time of an exposure adjustment (the AE process) and 
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in the case of the Spot metering which performs an exposure 
metering process with respect to a Small region, not only the 
center of the shooting frame but also the position of the AF 
region may be specified by the user, for example. 
0202) In the setup screen 301 as shown in FIG. 12, when 
the user places the anchor in the box indicating the Spot 
metering and Specifies it, which is Superimposed on the 
setup screen 301 as shown in FIG. 12 so that the setup 
contents selection screen as shown in FIG. 20 is displayed 
on the LCD 28. 

0203. In FIG. 20, the items in the setting list display area 
302 of the setup screen 301 other than the item, the spot 
metering, Selected by the user are darkened. On the right 
hand side of an item 351 selected by the user, a setup 
contents Selection Screen 352 where a list of corresponding 
Setups is displayed is displayed. AS a Setup corresponding to 
the spot metering, two modes of “OFF' and “ON” are 
displayed. The mark is displayed in the box of “OFF' which 
is currently Set up, and the anchor is displayed in the box of 
“ON” which is currently chosen. 
0204] Selecting from the list displayed on the setup 
contents selection screen 352 as shown in FIG. 20, the user 
may carry out the tap on the portion of “ON” or rotate the 
jog dial 25 SO as to move and depress the anchor, to thereby 
Specify the Spot metering mode. 
0205 As shown in FIG. 21A, a normal AE process is 
carried out for the AE region 361 of the EVF area 221 
(shooting frame) which is Substantially the whole region. In 
FIG. 20, when the user sets up the spot metering mode, the 
AE region 361, as shown in FIG. 21B, is smaller than that 
in the case of FIG. 21A. The AE process which shows the 
center of the AE region is carried out for this small AE 
region 361. 
0206. At the time of the spot metering mode, the spot 
metering pointer 260 indicating the center of the AE region 
361 is displayed in the EVF area 221. 
0207. In the case of its initial state (when the user does 
not specify the position of the AE region 361) the AE region 
361 is disposed So that its center may be located at the center 
of the EVF area 221 (shooting frame). 
0208. At this time, if the user activates the software 
capture button 227 of FIG. 10, or depresses (full depression) 
the mechanical capture button 23, the camera control Section 
210 performs the adjusting process, Such as the AE proceSS 
etc., with respect to this AE region, then carries out the 
capture process of the image. In addition, when the mechani 
cal capture button 23 is depressed halfway, only the adjust 
ing process, Such as the AE process etc. is performed. 
Further, upon completion of the AE process, the Spot meter 
ing pointer 260 may be blinked, or a predetermined confir 
mation Sound may be presented. 
0209 Thus, the user may only operate the software 
capture button 227 or the mechanical capture button 23 so as 
to obtain the image where the light exposure has been 
adjusted only near the center of the shooting frame (for 
example, an image treated to obtain effects Such as high 
lighting a photographic Subject in the center). 
0210. The position of the AE frame 361 may be arbi 
trarily specified by the user, if it is within the EVF area 221. 
In other words, as shown in FIG. 21C, when the user taps 
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on the EVF area 221 once by using the touch pen 35 etc., 
based on the position information Supplied from the touch 
panel 36, the CPU 131 moves the spot metering pointer 260 
So that the position where the user has tapped may be in 
center of the AE region 361 and causes the camera Section 
22 to perform the AE process for the AE region 361. 
0211 When it is desired to return the AE region 361 to 
the initial state (state as shown in FIG.21A), the user carries 
out the double-tap on the EVF area 221. Based on the 
information, Supplied from the touch panel 36, indicating 
that the user has performed the double-tap, the CPU 131 
initializes the AE region, controls the display control Section 
136 to return the spot metering pointer 260 displayed on the 
LCD 28 to the initial state, and controls and causes the 
camera control Section 210 to perform the AE process. 
0212. In addition, as shown in FIG. 21D, in the full-time 
AF mode or the one shot AF mode as described above, when 
the user moves the AF frame 261, the AE region 361 may be 
similarly moved so that the spot metering pointer 260 is 
located at the center of the AF region. 
0213 Further, as with the case of FIG. 14D, a plurality 
of grid lines (not shown) are disposed at predetermined 
intervals in the EVF area 221. When the user taps on the 
EVF area 221 once, the CPU 131 may obtain, from the touch 
panel 36, position information on the position where the user 
has done the tap, estimate an interSection of the grid lines in 
the nearest position, move the Spot metering pointer 260 So 
that the coordinates of the intersection may be in the center 
of the AE region 361, and cause the camera control Section 
210 to perform the AE process. 
0214. In the above example, any dimensions of the range 
of the AE region 361 may be acceptable if the dimensions of 
the normal AE region 361 are larger than those in the case 
of the spot metering. The AE region 361 and the spot 
metering pointer 260 may be or may not be displayed in the 
EVF area 221. 

0215) Next, the AE process in the spot metering mode 
will be particularly described. In the setup screen 301 of 
FIG. 20, when the user chooses “ON” in the spot metering 
item 351, it shifts to spot metering mode, and the AE region 
changes from the state of FIG. 21A to the state of FIG.21B. 
Then, the PDA 1 starts a spot AE process. 

0216) With reference to flow charts of FIG.22 and FIG. 
23, the Spot AE proceSS in the Spot metering mode will be 
described. As described above referring to FIG. 21B, in the 
initial State in the spot metering mode (state where the user 
does not specify the position of the AE region 361) the AE 
region of a Small range is set up, in the EVF area 221, So that 
its center is located at the center of the EVF area 221 and the 
Spot metering pointer 260 is displayed at the center of the 
EVF area 221. 

0217. In step S91, the CPU 131 controls the touch panel 
36 and determines whether or not the position of the AE 
region has been specified by the user, as shown in FIG. 21C. 
If the user taps on the EVF area 221 of the LCD 28 once, the 
touch panel 36 detects it and Supplies its position informa 
tion to the CPU 131. 

0218. The position information on the position where the 
tap has been carried out is Supplied from the touch panel 36, 
and when it is determined that the position of the AE region 
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361 has been specified, the CPU 131 causes the process to 
go to Step S92, places the Spot metering pointer 260 in the 
Specified position, based on the Supplied position informa 
tion. In other words, the CPU 131 sets up the AE region 361 
So that the position specified by the user may be in the center. 
0219. In step S93, based on the position information on 
the AE region supplied from the CPU 131, the camera 
control Section 210 adjusts an exposure for the Set-up AE 
region 361, and carries out the AE process. 
0220. Upon completion of the AE process, the CPU 131 
causes the process to go to Step S94, controls the display 
control section 136 so as to notify the position of the spot 
metering pointer 260 and the termination of the AE process 
and blink the spot metering pointer 260 displayed on the 
LCD 28 for a predetermined period of time. After complet 
ing the blink, the CPU 131 causes the process to go to step 
S95. 

0221) In step S91, when the position information has not 
been supplied from the touch panel 36 and it is determined 
that the position of the AE region 361 has not been specified, 
the CPU 131 skips processes of steps S92 to S94, and causes 
the process to go to step S95. 

0222. In step S95, the touch panel 36 is controlled and it 
is determined whether or not the instructions to initialize the 
AE region 361 have been issued by the user. When the user 
does the double-tap on the EVF area 221 of the LCD 28, the 
touch panel 36 detects it and Supplies its information to the 
CPU 131. 

0223) When the information on the double-tap is supplied 
from the touch panel 36 and it is determined that the 
instructions to initialize the AE region 361 have been issued, 
the CPU 131 causes the process to go to step S96 and places 
the spot metering pointer 260 in the initial position. In other 
words, the CPU 131 places the spot metering pointer 260 in 
the position So that the center of the AE region may meet the 
center of the EVF area 221. 

0224. In step S97, based on the position information 
about the AE region 361 supplied to the CPU 131, the 
camera control Section 210 adjusts the exposure for the 
Set-up AE region 361 So as to carry out the AE process. 
0225. Upon completion of the AE process, the CPU 131 
causes the process to go to Step S98 and controls the display 
control section 136 so as to notify the position of the spot 
metering pointer and the termination of the AE proceSS and 
blink the spot metering pointer 260 displayed on the LCD 28 
for the predetermined period of time. After completing the 
blink, the CPU 131 causes the process to go to step S99 of 
FIG. 23. 

0226. In step S95, when it is determined that the instruc 
tions to initialize the AE region 361 have not been issued by 
the user, the CPU 131 skips processes of step S96 to S98 and 
causes the process to go to step S99 of FIG. 23. 

0227. In step S99 of FIG. 23, the CPU 131 monitors the 
touch panel 36 and the input section 137 so as to determine 
whether the user has half depressed the mechanical capture 
button 23 or activated the Software capture button 227 on the 
main screen 220. 

0228. When it is determined that the mechanical capture 
button 23 has been depressed halfway or the software 
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capture button 227 on the main screen 220 has been acti 
vated, the CPU 131, in step S100, performs the AE process 
for the AE region 361. 
0229. Upon completion of the AE process, the CPU 131 
causes the process to go to Step S101, and controls the 
display control section 136 so as to notify the position of the 
Spot metering pointer 260 and the termination of AE proceSS 
and blink the spot metering pointer 260 displayed on the 
LCD 28 for the predetermined period of time. After com 
pleting the blink, the CPU 131 causes the process to go to 
step S102. 
0230. In step S99, when it is determined that the 
mechanical capture button 23 has not been depressed half 
way and the Software capture button 227 on the main Screen 
220 has not activated, the CPU 131 skips processes of steps 
S100 and S101, and causes the process to go to step S102. 
0231. In step S102, based on the user's instructions etc., 
the CPU 131 determines whether or not to terminate the spot 
AE process. When it is determined not to terminate it, the 
CPU 131 returns the process to step S91 of FIG.22, and the 
processes thereafter are repeated. 

0232. In step S102, when it is determined to terminate the 
Spot AE process, after performing the termination proceSS in 
step S103, the CPU 131 terminates the spot AE process. 
0233 According to the spot metering mode as described 
above, the user may easily obtain the Still image having been 
treated with the spot AE process with respect to an arbitrary 
position within the shooting frame. 

0234 Next, as shown in FIG. 21D, the AF process and 
the AE process will be described for the case where the spot 
metering pointer 260 is always located at the center of the 
AE frame 261. 

0235. At first, with reference to flow charts of FIG. 24 
and FIG. 25, the full-time AF process will be described 
which is performed in the case of the full-time AF mode as 
described above. In this case, as with the case of the 
full-time AF mode as described above, in the initial state 
(state where the user does not specify the position of the AF 
frame 261), the AF frame 261 of the first size indicating the 
range of the larger AF region is arranged in the EVF area 221 
so that the center of the AF frame 261 may be located at the 
center of the EVF area 221. Further, in the case of the spot 
metering mode, as shown in FIG. 21B, the Spot metering 
pointer 260 is disposed at the center of the EVF area 221. 
0236. In step S121, the CPU 131 controls the touch panel 
36 and determines whether or not the position of the AF 
frame 261 has been specified by the user as shown in FIG. 
21D. When the user taps on the EVF area 221 of the LCD 
28 once, the touch panel 36 detects it and Supplies its 
position information to the CPU 131. 
0237 When the position information on the position 
where the tap was performed from the touch panel 36 is 
supplied and it is determined that the position of the AF 
frame 261 have been specified, the CPU 131 causes the 
process to go to Step S122 and places the AF frame of the 
Second size Smaller than the first size in the Specified the 
position, based on the Supplied position information. 

0238. In step S123, the CPU 131 determines whether or 
not the mode of AE is the spot metering mode. When it is 
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determined to be the Spot metering mode, in Step S124 the 
Spot metering pointer 260 is arranged So that the center of 
the AE region 361 may be located at the same position as the 
center of the AF region. Having arranged the Spot metering 
pointer 260, the CPU 131 causes the process to go to step 
S125. 

0239). In step S123, when it is determined not to be the 
spot metering mode, the CPU 131 skips the process of step 
S124 and causes the process to go to step S125. 
0240. In step S125, based on the position information, 
supplied from the CPU 131, on the AF region and the AE 
region 361, the camera control Section 210 adjusts a focus 
for the AF region surrounded by the arranged AF frame 261 
by means of the TTL contrast detection system and also 
adjusts the exposure for the arranged AE region 361. 
0241 Upon completion of the focus adjustment and the 
exposure adjustment, the CPU 131 causes the process to go 
to step S126 and controls the display control section 136 so 
as to notify the positions of the AF frame 261 and the spot 
metering pointer 260 and the termination of the adjusting 
processes and blink, for a predetermined period of time, the 
AF frame 261 and the spot metering pointer 260 which are 
displayed on the LCD 28. After completing the blink, the 
CPU 131 causes the process to go to step S127. 
0242. In step S121, if the position information has not 
been supplied from the touch panel 36 and it is determined 
that the position of the AF frame 261 has not been specified, 
the CPU 131 skips the processes step S122 to S126, and 
causes the process to go to Step S127. 

0243 In step S127, the CPU 131 controls the touch panel 
36 and determines whether or not the instructions to initial 
ize the AF frame 261 have been issued by the user. When the 
user does the double-tap on the EVF area 221 of the LCD 28, 
the touch panel 36 detects it and Supplies its information to 
the CPU 131. 

0244. When the information on the double-tap is supplied 
from the touch panel 36 and it is determined that the 
instructions to initialize the AF frame 261 have been issued, 
the CPU 131 causes the process to go to step S128 and 
places the AF frame 261 of the first size of in the initial 
position. 

0245. In step S129, the CPU 131 determines whether or 
not the mode of AE is the spot metering mode. When it is 
determined to be the spot metering mode, in step S130 the 
Spot metering pointer 260 is arranged So that the center of 
the AE region 361 is located at the same position as the 
center of the AF region. Having arranged the Spot metering 
pointer 260, the CPU 131 causes the process to go to step 
S131. 

0246. In step S129, when it is determined not to be the 
spot metering mode, the CPU 131 skips the process of step 
S130 and causes the process to go to step S131. 

0247. In step S131, based on the position information, 
supplied from the CPU 131, about the AF frame 261 and the 
spot metering pointer 260, the camera control section 210 
adjusts the focus for the AF region surrounded by the 
arranged AF frame 261 by means of the TTL contrast 
detection System and adjusts the exposure with respect to the 
AE region 361. 
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0248. Upon completion of those adjusting processes, the 
CPU 131 causes the process to go to step S132 and controls 
the display control Section 136 So as to notify the positions 
of the AF frame 261 and the spot metering pointer 260 and 
the termination of the adjusting processes and blink, for the 
predetermined period of time, the AF frame 261 and the spot 
metering pointer 260 which are displayed on the LCD 28. 
After completing the blink, the CPU 131 causes the process 
to go to step S133 of FIG.25. 
0249. In step S127, when it is determined that the instruc 
tions to initialize the AF frame 261 have not been issued by 
the user, the CPU 131 skips the processes of steps S128 to 
S132, and causes the process to go to step S133 of FIG. 25. 
0250). In step S133 of FIG.25, the CPU 131 monitors the 
touch panel 36 and the input section 137, and determines 
whether the mechanical capture button 23 has been 
depressed halfway or the software capture button 227 on the 
main screen 220 has been activated by the user. 
0251 When it is determined that the mechanical capture 
button 23 has been depressed halfway or the software 
capture button 227 on the main screen 220 has been acti 
vated, the CPU 131, in step S134, adjust the focus for the AF 
region surrounded by the AF frame 261 by means of the TTL 
contrast detection System and adjusts the exposure with 
respect to the AE region 361. 
0252. Upon completion of the adjusting processes, the 
CPU 131 causes. the process to go to step S135, and controls 
the display control Section 136 So as to notify the positions 
of the AF frame 261 and the spot metering pointer 260 and 
the termination of adjusting process and blink, for the 
predetermined period of time, the AF frame 261 and the spot 
metering pointer 260 which are displayed on the LCD 28. 
After completing the blink, the CPU 131 causes the pro 
cessing to go to Step S136. 
0253) In step S133 if it is determined that the mechanical 
capture button 23 has not been half depressed and the 
Software capture button 227 on the main screen 220 has not 
been activated, the CPU 131 skips the processes of steps 
S134 and S135 and causes the process to go to step S136. 
0254. In step S136, based on the user's instructions etc., 
the CPU 131 determine whether or not to terminate the 
focusing process. When it is determined not to terminate it, 
the CPU 131 returns the process to step S121 of FIG. 24, 
and the processes thereafter are repeated. 
0255 In step S136, when it is determined to terminate the 
focusing process, the CPU 131 carries out the termination 
process in step S137, then terminates the full-time AF 
proceSS. 

0256 According to such a full-time AF mode, as for an 
image of any composition, the user may easily obtain the 
still image which has been treated with the more effective 
AE process and the more Suitable AF process. 

0257). Now, with reference to flow charts of FIG. 26 and 
FIG. 27, the one shot AF process will be described which is 
an AF process in the case of the one shot AF mode as 
described above. As described above, even in the initial state 
in one shot AF mode (state where the user has not specified 
the position of the AF frame 261), as with the case of the 
full-time AF mode, as shown in FIG.21B, the AF frame 261 
of the first Size indicating the range of the larger AF region 
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is provided in the EVF area 221 so that the center of the AF 
frame 261 may be located at the center of the EVF area 221. 
Further, when it is in the Spot metering mode, as shown in 
FIG. 21B, the spot metering pointer 260 is arranged at the 
center of the EVF area 221. 

0258. In step S151, the CPU 131 controls the touch panel 
36 and determines whether or not the position of the AF 
frame 261 has been specified by the user, as shown in FIG. 
21D. When the user taps on the EVF area 221 of the LCD 
28 once, touch panel 36 detects it and Supplies its position 
information to the CPU 131. 

0259 When the position information on the position 
where the tap has been carried out is Supplied from the touch 
panel 36 and it is determined that the position of the AF 
frame 261 has been specified, the CPU 131 causes the 
process to go to step S152 and places the AF frame of the 
Second size Smaller than the first size in the Specified 
position, based on the Supplied position information. 
0260. In step S153, the CPU 131 determines whether or 
not the mode of AE is the spot metering mode. When it is 
determined to be the spot metering mode, in step S154, the 
Spot metering pointer 260 is arranged So that the center of 
the AE region 361 may be located at the same position as the 
center of the AF region. Having arranged the Spot metering 
pointer 260, the CPU 131 causes the process to go to step 
S155. 

0261. In step S153, when it is determined not to be the 
spot metering mode, the CPU 131 skips the process of step 
S154 and causes the process to go to step S155. 
0262. In step S155, a CPU 131 supplies the position 
information on the AF frame 261 to the camera control 
section 210 of the camera section 22. Based on the position 
information, the camera control Section 210 adjusts the 
focus for the AF region Surrounded by the arranged AF 
frame 261 by means of the TTL contrast detection system 
and carries out the AE process with respect to the AE region 
361 So as to adjust the exposure. 
0263. Upon completion of the adjusting processes, the 
CPU 131 causes the process to go to step S156 and controls 
the display control Section 136 So as to notify the positions 
of the AF frame 261 and the spot metering pointer 260 and 
the termination of adjusting process and blink, for the 
predetermined period of time, the AF frame 261 and the spot 
metering pointer 260 which are displayed on the LCD 28. 
0264. In step S157, at the time when the adjusting pro 
cesses are completed, the CPU 131 controls the camera 
control section 210 so as to fix the aperture and the lens 
position of the lens section 201 and fix the exposure and the 
focus. Further, in step S158, the CPU 131 disables the 
half-depression process which is performed by operating the 
mechanical capture button 23 and the Software capture 
button 227. 

0265. Having disabled the half-depression process, the 
CPU 131 causes the process to go to step S159 of FIG. 27. 
0266. In step S151 of FIG. 26, when the position infor 
mation has not been Supplied from the touch panel 36 and it 
is determined that the position of the AF frame 261 has not 
been specified, the CPU 131 skips the processes of steps 
S152 to S158 and causes the process to go to step S159 of 
FIG. 27. 
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0267 In step S159 of FIG. 27, the CPU 131 controls the 
touch panel 36 and determines whether or not the instruc 
tions to initialize the AF frame 261 have been issued by the 
user. When the user does the double-tap on the EVF area 221 
of the LCD 28, the touch panel 36 detects it and Supplies its 
information to the CPU 131. 

0268 When the information on the double-tap has been 
supplied from the touch panel 36 and it is determined that 
the instructions to initialize the AF frame 261 have been 
issued, the CPU 131 causes the process to go to step S160 
and places the AF frame of the first size in the initial 
position. 

0269. In step S161, the CPU 131 determines whether or 
not the mode of AE is the spot metering mode. When it is 
determined to be the Spot metering mode, in Step S162 the 
Spot metering pointer 260 is arranged So that the center of 
the AE region 361 is located at the same position as the 
center of AF region. Having arranged the Spot metering 
pointer 260, the CPU 131 causes the process to go to step 
S163. 

0270. In step S161, when it is determined not to be the 
spot metering mode, the CPU 131 skips the process of step 
S162 and causes the process to go to step S163. 

0271 In step S163, as for the AF region Surrounded by 
the arranged AF frame 261, the camera control section 210 
adjusts the focus by means of the TTL contrast detection 
system and carries out the AE process for the AE region 361 
So as to adjust the exposure. 

0272. Upon completion of the adjusting processes, the 
CPU 131 causes the process to go to step S164 and controls 
the display control Section 136 So as to notify the positions 
of the AF frame 261 and the spot metering pointer 260 and 
the termination of the adjusting processes and blink, for the 
predetermined period of time, the AF frame 261 and the spot 
metering pointer 260 displayed on the LCD 28. 

0273. As with the cases in steps S157 and S158, the CPU 
131, in step S165, controls the camera control section 210 at 
the time when the adjusting process is completed So as to fix 
the aperture and the lens position of the lens section 201 and 
fix the exposure and the focal position. In step S166, the 
CPU 131 disables the half-depression process by operating 
the mechanical capture button 23 and the Software capture 
button 227, then causes the process to go to step S167. 

0274. In step S159, when it is determined that the instruc 
tions to initialize the AF frame 261 have not been issued by 
the user, the CPU 131 skips the processes of steps S160 to 
S166 and causes the process to go to step S167. 

0275. In step S167, based on the user's instructions etc., 
the CPU 131 determines whether or not to terminate the 
focusing process. When it is determined not to terminate it, 
the CPU 131 returns the process to step S151 of FIG. 26 and 
processes thereafter are repeated. 

0276. In step S167, when it is determined to terminate the 
focusing process, the CPU 131 performs the termination 
process in step S168, then terminates the one shot AF 
proceSS. 

0277 According to such a one shot AF mode, as for the 
shooting with So-called "locked focus, the user may easily 
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obtain the still image which has been treated with the more 
Suitable AF proceSS and the more effective AE process. 

0278 In the above description, the AF process has been 
described as being carried out by using the TTL contrast 
detection System, however, other methods for the AF process 
may be employed. For example, various kinds of active 
Systems which measure a distance to the photographic 
Subject by emitting infrared rays or an ultrasonic wave, a 
TTL phase difference detection system in which a light 
passed through a shooting lens is divided into two, and a 
quantity of the difference between the two and their direc 
tions are detected to as to detect a focus position, etc., may 
be employed. 

0279 The termination of adjusting processes such as the 
AF proceSS and the AE proceSS has been described as 
notifying by blinking the AF frame 261 and the spot meter 
ing pointer 260, but is not limited thereto. Another indicator 
may be used, or a check Sound may be outputted. Further, a 
plurality of methods may be combined. 

0280 Further, the check sound may be outputted every 
time another proceSS is performed, Such as when the focus 
mode is changed, when the Still image is captured, etc., for 
example. In that case, contents of the check Sound may be 
altered depending on the process to which the check Sound 
corresponds. 

0281. The user's designation of the position of the AF 
region or the AE region has been described as being carried 
out in the center of each region, but is not limited thereto. 
For example, any position in the region, Such as the coor 
dinates of the upper right end of the region etc., may be 
Specified. Further, the AF region or the AE region may be 
shifted so that the coordinates specified by the user may be 
located outside the region. 

0282. The user's designation of the position of the AF 
region or the AE region has been described as being initial 
ized when the user does the double-tap on the EVF area 221, 
but is not limited thereto. The initialization may be carried 
out when the user taps on the EVF area 221 for more than 
the predetermined period of time, or when the Still image is 
captured. 

0283 The above description has been made by using the 
PDA with the imaging function, but is not limited thereto. 
Any electronic device may be employed which includes the 
image function including an AF function and an AE function 
and further a display for displaying the acquired image, Such 
as the digital Still camera and a portable telephone having the 
imaging function, for example. 

0284. Therefore, an electric device, such as a cross key, 
equipped with an input Section by which the position of the 
AF frame 261 or the spot metering pointer can be moved 
freely may be employed even if the touch panel is not 
overlapped on the display as described in the above 
examples. In particular, the PDA, a notebook type personal 
computer, etc. having the imaging function, in which the 
touch panel is overlapped on the display, may easily carry 
out operations for the AF frame 261 and the Spot metering 
pointer. 

0285) In the above description, a camera 22 and the LCD 
28 etc. have been described as being constructed as one Set 
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of PDA, but are not limited thereto. Each part of the PDA1 
as described above may be separately constituted. 
0286. In the example as described above, although the 
memory mounted in the slot 64 was a memory card 143, any 
recording medium applicable to the slot 64 may be used. For 
example, a Semiconductor memory, a magnetic disk, an 
optical disk, or a magneto-optical disk etc. (which are not 
shown) may be employed. 
0287. The above processes may be performed by means 
of hardware and also by means of software. When a series 
of processes are performed by the Software, a computer 
program which constitutes the Software is installed to the 
PDA1 through a network or a recording medium. However, 
the recording medium may be mounted not only directly to 
the PDA 1 but also to another device as needed. In this case, 
the another device may communicate with the PDA 1 
mutually So as to install the computer program to the PDA 
1. 

0288 As shown in FIG. 8, this recording medium may be 
constituted by a package media including not only the 
Semiconductor memory Such as a memory Stick 143 in 
which the computer program is Stored and which is distrib 
uted separately from the main body of the device in order to 
Supply the computer program to the user but also the 
magnetic disk (including a floppy disk), an optical disk 
(including a CD-ROM (Compact Disk-Read only Memory) 
and a DVD (Digital Versatile Disk)), a magneto-optical disk 
(including an MD (Mini-Disk)), etc., for example, which are 
not shown. Further, it may be constituted by the ROM 132 
having Stored therein the computer program and being 
installed in advance in the main body of the device So as to 
be Supplied to the user or constituted by the Storage Section 
139 as the EEPROM or the hard disk, for example. 
0289. In the above description, although the processes 
shown in each flow chart have been performed by the CPU 
131 of FIG. 8 by means of the Software, of course, the 
hardware which performs each proceSS may be provided So 
that it is performed by the hardware. 
0290. It should be noted that, in the present specification, 
the Step which describes the computer program recorded on 
the recording medium includes not only the proceSS chro 
nologically performed in accordance with the described 
order but also the process performed in parallel or individu 
ally if it is not necessarily processed chronologically. 

0291. It should be understood by those skilled in the art 
that various modifications, combinations, Sub-combinations 
and alterations may occur depending on design requirements 
and other factors insofar as they are within the Scope of the 
appended claims or the equivalents thereof. 

What is claimed is: 
1. An imaging apparatus comprising: 

imaging means for imaging a Subject to be imaged and 
taking in a moving image and a still image of the 
Subject; 

focusing means for adjusting a focal length and focusing 
on the Subject which is included in a first predetermined 
region within an imaging range of the imaging means; 
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reception means for receiving a designation regarding a 
position in the first region within the imaging range, the 
designation being inputted by a user; and 

position Setting means for Setting the first region at a 
position within the imaging range, based on the posi 
tion designation received by the reception means. 

2. An imaging method comprising: 
imaging a Subject and taking in a moving image and a Still 

image of the Subject; 
adjusting a focal length and focusing on the Subject which 

is included in a first predetermined region within an 
imaging range of the imaging means, 

receiving a designation regarding a position in the first 
region within the imaging range, the designation being 
inputted by a user; and 

Setting the first region at a position within the imaging 
range, based on the position designation received. 

3. A program for causing a computer to perform an 
imaging process, the imaging process comprising: 

a imaging Step for imaging a Subject to be imaged and 
taking in a moving image and a still image of the 
Subject; 

a focusing Step for adjusting a focal length and focusing 
on the Subject which is included in a first predetermined 
region within an imaging range of the imaging means; 

a reception Step for receiving a designation regarding a 
position in the first region within the imaging range, the 
designation being inputted by a user; and 

a position Setting Step for Setting the first region at a 
position within the imaging range, based on the posi 
tion designation received by the reception means. 

4. An imaging apparatus comprising: 
imaging means for imaging a Subject to be imaged and 

taking in a moving image and a still image of the 
Subject; 

focusing means for adjusting a focal length and focusing 
on the Subject which is included in a first predetermined 
region within an imaging range of the imaging means; 

reception means for receiving a designation regarding a 
position at the first region within the imaging range, the 
designation being inputted by a user; 

position Setting means for Setting the first region at a 
position within the imaging range, based on the posi 
tion designation received by the reception means, and 

range Setting means for Setting up a range of the first 
region in accordance with the position Set up by the 
position Setting means. 

5. The imaging apparatus according to claim 4, wherein: 
the position Setting means Set up the position of the first 

region in Such a way that a center of the first region is 
located at a center of the imaging range if the position 
designation is not received by the reception means. 

6. The imaging apparatus according to claim 4, wherein: 
the position Setting means Set up the position of the first 

region in Such a way that a center of the first region is 
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located at coordinates Specified by the user if the 
position designation is received by the reception 
means, 

7. The imaging apparatus according to claim 4, wherein: 
if the position designation is received by the reception 

means, the range Setting means Set up the range of the 
first region in Such a way that the range of the first 
region Set up is Smaller than that of a case that the 
position designation is not received. 

8. The imaging apparatus according to claim 4, further 
comprising: 

display means for displaying the moving image obtained 
by imaging of the Subject by the imaging means, 

wherein the reception means is configured to comprise a 
touch panel overlaid on the display means, detect 
coordinates inputted by a user with a first method while 
allowing the user to check the moving image displayed 
on the display means, and receive the coordinates as the 
position designation. 

9. The imaging apparatus according to claim 8, wherein: 
the first method is Such that the user taps on the touch 

panel once. 
10. The imaging apparatus according to claim 8, further 

comprising: 
initialization means for initializing the Setup of the first 

region and returning the Setup from a State where the 
position designation is received by the reception means 
to a State where the position designation is not received; 

wherein the reception means further receives an instruc 
tion to initialize the Setup of the first region inputted by 
the user with a Second method, and 

the initialization means initialize the Setup of the first 
region based on the instruction received by the recep 
tion means. 

11. The imaging apparatus according to claim 10, 
wherein: 

the Second method is Such that the user taps on the touch 
panel twice within a predetermined time period. 

12. The imaging apparatus according to claim 10, 
wherein: 

the Second method is Such that the user taps on the touch 
panel So as to be in contact therewith for more than a 
predetermined period of time period. 

13. The imaging apparatus according to claim 8, wherein: 
the display means Superimpose an outer frame of the first 

region on the moving image and cause the outer frame 
to blink a predetermined number of times if the focus 
ing means focuses on the Subject that is included in the 
first region. 

14. The imaging apparatus according to claim 4, wherein: 
the focusing means adjust the focal length and focus on 

the Subject if the imaging means take in the Still image 
and if the position Setting means Set up the position of 
the first region. 

15. The imaging apparatus according to claim 14, further 
comprising: 

prohibition means for prohibiting an adjusting process of 
the focusing means if the focusing means focus on the 
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Subject that is included in the first region and if the 
imaging means takes in the Still image. 

16. The imaging apparatus according to claim 4, further 
comprising: 

exposure adjustment means for adjusting an exposure for 
a Second predetermined region within the imaging 
range, 

wherein the position Setting means Set up a position of the 
Second region So that a center of the Second region is 
positioned at a center of the first region that is Set at the 
arbitrary position within the imaging range based on 
the position designation received by the reception 
CS. 

17. An imaging apparatus comprising: 

imaging means for imaging a Subject to be imaged and 
taking in a moving image and a still image of the 
Subject; 

focusing means for adjusting a focal length and focusing 
on the Subject which is included in a first predetermined 
region within an imaging range of the imaging means; 

reception means for receiving a designation regarding a 
position at the first region within the imaging range, the 
designation being inputted by a user; 

position Setting means for Setting the first region at a 
position within the imaging range, based on the posi 
tion designation received by the reception means; 

range Setting means for Setting up a range of the first 
region in accordance with the position Set up by the 
position Setting means, and 

prohibition means for prohibiting adjustment of the focal 
length by the focusing means, 

wherein the focusing means adjust the focal length and 
focus on the Subject if the imaging means take in the 
Still image and if the position Setting means Set up the 
position of the first region; and 

the prohibition means prohibit the adjustment of the 
focusing means if the focusing means focus on the 
Subject that is included in the first region and if the 
imaging means takes in the Still image. 

18. The imaging apparatus according to claim 17, 
wherein: 

the position Setting means Set up the position of the first 
region in Such a way that a center of the first region is 
located at a center of the imaging range if the position 
designation is not received by the reception means. 

19. The imaging apparatus according to claim 17, 
wherein: 

the position Setting means Set up the position of the first 
region in Such a way that a center of the first region is 
located at coordinates Specified by the user if the 
position designation is received by the reception 
means, 

20. The imaging apparatus according to claim 17, further 
comprising: 

display means for displaying the moving image obtained 
by imaging of the Subject by the imaging means, 
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wherein the reception means is configured to comprise a 
touch panel overlaid on the display means, detect 
coordinates inputted by a user with a first method while 
allowing the user to check the moving image displayed 
on the display means, and receive the coordinates as the 
position designation. 

21. The imaging apparatus according to claim 20, 
wherein: 

the first method is Such that the user taps on the touch 
panel once. 

22. The imaging apparatus according to claim 20, further 
comprising: 

initialization means for initializing the Setup of the first 
region and returning the Setup from a State where the 
position designation is received by the reception means 
to a State where the position designation is not received; 

wherein the reception means further receives an instruc 
tion to initialize the Setup of the first region inputted by 
the user with a Second method, and 

the initialization means initialize the Setup of the first 
region based on the instruction received by the recep 
tion means. 

23. The imaging apparatus according to claim 22, 
wherein: 

the Second method is Such that the user taps on the touch 
panel twice within a predetermined time period. 

24. The imaging apparatus according to claim 22, 
wherein: 

the Second method is Such that the user taps on the touch 
panel So as to be in contact therewith for more than a 
predetermined period of time period. 

25. The imaging apparatus according to claim 20, 
wherein: 
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the display means Superimpose an outer frame of the first 
region on the moving image and cause the outer frame 
to blink a predetermined number of times if the focus 
ing means focuses on the Subject that is included in the 
first region. 

26. The imaging apparatus according to claim 17, further 
comprising: 

exposure adjustment means for adjusting an exposure for 
a Second predetermined region within the imaging 
range, 

wherein the position Setting means Set up a position of the 
Second region So that a center of the Second region is 
positioned at a center of the first region that is Set at the 
arbitrary position within the imaging range based on 
the position designation received by the reception 
CS. 

27. An imaging apparatus comprising: 

an imaging Section for imaging a Subject to be imaged and 
taking in a moving image and a still image of the 
Subject; 

a focusing Section for adjusting a focal length and focus 
ing on the Subject which is included in a first prede 
termined region within an imaging range of the imag 
ing Section; 

a reception Section for receiving a designation regarding 
a position in the first region within the imaging range, 
the designation being inputted by a user; and 

a position Setting Section for Setting the first region at a 
position within the imaging range, based on the posi 
tion designation received by the reception Section. 
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