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[57) ABSTRACT 

A nestable container for storing and preparing a food 
comprises a base portion which holds the stored food 
and a lid. The stored food requires substantially less 
than the full volume of the base portion. The lid is re­
cessed into the base portion being supported by the 
upper terminus of the side wall of the base portion. The 
lid may also have one or more recessed areas to hold a 
second food which is to be mixed with that in the base 
portion. In use the container is removed from the nested 
stack, the lid removed, milk or water added if the food 
in the container is a cereal and the contents heated. The 
lid can be used as a cover during heating. The second 
food contained in the lid can be added before or after 
heating. 

16 Claims, 1 Drawing Sheet 
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FOOD CONTAINER 

BACKGROUND OF THE INVENTION 

This invention relates to a nestable container for stor-
ing and preparing a food, and to the method for using 
this container to conveniently prepare a food. More 
particularly it relates to a container which can be easily 
stored and which is particularly useful in the ease of 

10 preparation of breakfast foods. 
Present day society continually needs new ways to 

quickly and conveniently prepare foods. This is particu­
larly the case with regard to breakfast foods. In the 
morning there is usually little time to prepare and eat a 15 
meal. As a result many people skip breakfast or have a 
quick snack. Nutritionally this is not ideal. Breakfast is 
known as the most important meal of the day. The 
present invention is directed to a microwavable food 
container and package and to a method of quickly and 20 
conveniently preparing a hot food, and in particular a . 
hot breakfast food. 

SUMMARY OF THE INVENTION 

This invention is directed to a stackable, nestable 25 
container which contains a food that can be quickly and 
conveniently prepared for consumption. The container 
comprises a bowl which has a lid which fits in a re­
cessed manner into the bowl. The upper periphery of 
the lid contacts the upper terminus of the bowl side 30 
wall, and is the primary sealing means of the lid to the 
bowl. The lid which fits down into the bowl may also 
contact a ledge in the side. wall of the bowl. This is a 
secondary sealing area. The food is contained in the 
bowl between the recessed lid and the bottom of the 35 
bowl. The bowl preferably also has one or more handles 
so that it can be easily carried after heating. 

The lid may also contain a recessed area where a 
second food item can be stored. This second food item 
can be in its own package or can be placed directly into 40 
the recessed area. If placed directly into the recessed 
area a foil or other seal must be placed over the recessed 
area. The bowls containing the food and sealed with a 

2 
FIG. 6 is a top view of the lid having a foil seal over 

the food item in the lid. 
FIG. 7 is a top view of a lid having a plurality of 

recessed areas. 
FIG. 8 is a side elevational view of a package contain­

ing eight nested containers. 

DETAILED DESCRIPTION 

In FIG. 1 there is shown a nested stack of the present 
containers containing a food item. The bowl 10 of each 
container 9 sits in the recessed lid of the next container. 
The handles of the containers are designated as 11. 

FIG. 2 shows the bowl portion 10 of the container. 
This consists of bottom 13 with an upwardly extending 
side wall 14. This side wall is at an angle of 90' to the 
bottom or than 90' to the bottom so as to from a bowl 
which tapers toward the bottom. The bottom is the 
plane of the lowermost part of the bowl. The side wall 
carries a ledge 15 parallel or at an outward or flared 
angle to the bottom of the container at a point in the side 
wall. The side wall then continues upwardly terminat-
ing in an upper ledge 12. This upper ledge is usually 
substantially parallel to the bottom of the container. 
The handles of the bowl are designated as ll(a). FIG. 3 
shows the bowl portion in more detail. This view more 
clearly shows the bowl bottom 13, the bowl side wall 
consisting of upwardly extending wall 14, ledge 15 
which can be at a point from about 25 to 75 percent up 
the side wall, the continuation 16 of the side wall above 
the ledge 15 and upper ledge 12. 

FIG. 4 shows the bowl and lid portions of the con­
tainer. The lid consists of a main cover section 18 hav­
ing an upwardly extending wall 17 which terminates in 
rim 19. Ledge 17(a) in wall 17 is adapted to mate with 
ledge 15 of the bowl portion. Handles ll(b) are an ex­
tension of the rim 19. The lid fits down into the bowl. 
The lid wall 17, ledge 17(a) and ledge 15 of the bowl 
provide a secondary seal for the food in the container. 
The primary seal is the result of the underside of rim 19 
contacting and being releaseably bonded to upper ledge 
12 of the bowl. The primary seal should be with a seal-
ant or adhesive which leaves little or no residue upon 
the upper ledge 12 when the lid is removed. When 
functioning as a container the handles ll(a) of the bowl lid are then stacked in a nested condition and packaged 

for sale. 45 and ll(b) of the lid are preferably placed one over the 
other. In order to prepare the food the user opens the pack­

age of nested bowls, chooses one and removes the lid by 
breaking the seal. If the food is a hot cereal, water or 
milk will be added. If the container is the embodiment 
where the lid has a second component, such as a fruit in 50 
a recessed area in the lid, the component is added before 
or after heating as directed. Heating is done in a micro­
wave oven. As an option the lid, in an inverted mode, 
can be used as a cover for the bowl while it is being 
heated. After the food is consumed, the bowl and lid are 55 
discarded. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side elevational view of the stacked and 
nested containers. 60 

FIG. 2 is a top perspective view of the bowl part of 
the container. 

FIG. 3 is a sectional view of the bowl along line 3-3 
of FIG. 2. 

The lid may be made by thermoforming a suitable 
plastic material which may or may not be microwava­
ble. The bowl may be made from conventional mi­
crowavable plastic materials. Although various tech­
niques can be used to made the container and lid it is 
preferred to use thermoforming. This is a well utilized 
process and it produces articles having low deviations 
from unit to unit. 

In use this container can hold liquid or solid foods. 
However, it would most likely be used with solid foods 
such as cereals. During storage and shipping the lid, 
since it is recessed into the bowl, maintains a cereal or 
other solid food in its filled volume. That is, since water 
or milk will have to be added, the cereal cannot fill the 
entire bowl. Some volume must be left for the added 
water or milk so the bowl with the lid removed has a 
volume greater than that to contain the cereal or other 
solid. Also, in keeping the solid at its filled volume using 

FIG. 4 is a top perspective view of the bowl and lid 
of the container. 

65 the recessed lid, the integrity of the solid is maintained. 

FIG. 5 is a spaced elevational view showing the 
bowl, lid and a package contained in a recess in the lid. 

If there was a significant amount of extra space the 
particles of solid food would decrepitate through parti­
cle-particle contact and contact with the bowl and lid 
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during handling. This is an added advantage provided 
by the present container. In addition the use of a re­
cessed lid, with the bowl bottom of another container 
being nestable into the top of the lid, substantially re­
duces shipping volume and shelf space of a plurality of 
the containers or packages. 

In FIG. 5 there is shown an embodiment where the 
lid has a recessed area 20 into which another food can 
be directly placed or into which a container 23 contain-
ing another food can be placed. This recessed area con- 10 
sists of bottom 22 and side walls 21. FIG. 6 shows this 
lid with a foil seal 24 to seal in a food that was placed 
directly into the recess. In either embodiment the top 
surface of the container 23 or foil seal 24 should be 
substantially flush with the top surface of the recessed 15 
lid portion so that the containers can properly nest. 
Also in either embodiment, a single lid may have a 
plurality of recesses; a lid having six recesses, for exam-
ple may be used for the top-most containers like in a 
six-pack of nested containers. The remaining five lids in 20 
the six-pack would not have any recessed area 20. 

FIG. 7 shows a lid 30 which contains a plurality of 
recesses 31. Each recess has a bottom 32 and side walls 
33. These recesses can contain a packaged food or a 
food can be stored directly into each recess. If a food is 25 
placed directly into each recess, then a foil cover is 
placed over the top of each recess. In use in a nested 
array of containers the container with this lid will be the 
uppermost container since this lid carries the second 
component which can be added to the other containers 30 
in the stacked array. 

FIG. 8 shows eight of the containers in a nested state 
and packaged for sale to the consumer. The nesting of 
the containers saves space. The package 25 is shown 
wrapped with a shrink film 26 wrapping. This will seal 35 
out dust and make the package more appealable. 

In order to prepare the food, which is usually a ce­
real, a person opens the package of stacked containers, 
chooses one, and then removes the lid. For a hot cereal, 
water or milk is added pursuant to the instructions. 40 
About 1 to 1.5 cups is needed. Also, if the lid contained 
a fruit or other item, this is added at this point or after 
heating in accordance with the instructions. The bowl 
and contents are then heated in a microwave oven. The 
lid can be inverted and used as a cover at this stage. The 45 
prepackaged cereal is typically in flake form and is at 
least partially gelatinized. Exemplary of the cereals 
which may be packaged in the container for preparing 
a hot cereal by microwaving are instant wheat farina, 
instant oat cereals, instant rice, and instant mixed cereal 50 
grains. After heating, the cereal is eaten directly from 
the bowl. The bowl is discarded after eating. 

above and below said ledge area to form a seal with 
the ledge area and with the sidewall of said base 
portion to thereby maintain said food located 
therebelow. 

2. A nestable container as in claim 1 wherein at the 
terminus of the side wall of said base portion there is a 
lid contact area for sealing said base portion to said lid. 

3. A stackable container as in claim 1 comprising at 
least one handle at the terminus of the side wall of said 
base portion. 

4. A nestable container as in claim 3 comprising at 
least one handle at the periphery of said lid portion. 

5. A nestable container as in claim 1 comprising at 
least one recessed region in said lid suitable to hold a 
second food. 

6. A nestable container as in claim 5 wherein said 
recessed region in said lid receives a package which 
contains the second food. 

7. A nestable container as in claim 6 where said re­
cessed region contains the food and has a cover there­
over. 

8. A nested package of containers as in claim 1 com-
prising a plurality of containers, each container consist­
ing of a bowl portion and a lid portion, the lid portion of 
a container which shall receive a bowl portion of an­
other container being recessed into the bowl portion, 
the lid portion of the uppermost container having a 
plurality of chambers for receiving items different from 
those in said bowl portions. 

9. A method for storing and preparing a food com­
prising: 

(a) storing said food in a container which may be 
stacked in a nestable manner with other like con­
tainers, said container having a base portion and a 
lid portion, said lid portion being recessed into said 
base portion and the sidewall of said lid sealably 
engaging the sidewall and a ledge area of said base 
portion to retain said food in a lower part of said 
base portion; 

(b) removing at least one of said nested containers and 
removing the lid therefrom; 

(c) adding a further component to the food contained 
in said container; and 

(d) heating said food. 
10. A method for storing and preparing a food as in 

claim 9 wherein said lid is recessed which permits stor­
ing a container in a nested condition. 

11. A method for storing and preparing a food as in 
claim 9 wherein a liquid is added to the food contained 
in said container. 

12. A method for storing and preparing a food as in 
claim 11 wherein said food is a cereal. 

What is claimed is: 
1. A nestable container for use in the sale and in the 

preparation of a food comprising: 
(a) a base portion having a bottom and a continuous 

sidewall extending upwardly therefrom at an angle 

13. A method for storing and preparing a food as in 
claim 9 wherein said lid holds a second food item in at 

55 least one recessed area and said second food item is 
added to the food contained in the bowl portion of said 
container. 

of at least 90 degrees to the bottom; 
(b) the sidewall at a given distance from said bottom 

having a ledge area and thereafter extending up- 60 
wardly at an angle of at least 90 degrees to the 
bottom; and 

(c) a recessed lid portion, a rim of which sealably 
contacts the upper terminus of said base portion 
sidewall and which has a lid sidewall extending 65 
downwardly from said rim to intimately contact 
the ledge area and the sidewall of said base portion 

14. A method for storing and preparing a food as in 
claim 13 wherein said second food is added to said 
container prior to heating. 

15. A method for storing and preparing a food as in 
claim 9 wherein said lid is inverted and used as a cover 
during heating. 

16. A method for storing and preparing a food as in 
claim 9 wherein said heating is by means of microwave 
energy. 

* * * * * 




