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1
MULTI TOUCH WITH MULTI HAPTICS

CROSS REFERENCE TO RELATED
APPLICATIONS

This patent application takes priority under 35 U.S.C. 119
(e) to U.S. Provisional Application Ser. No. 61/140,519
entitled MULTI TOUCH WITH MULTI HAPTICS by Bur-
rough et al., filed Dec. 23, 2008 which is incorporated by

2

However, research has shown that providing the multi-
touch surface with the ability to provide physical (haptic)
feedback makes the multi-touch experience even more effi-
cient and realistic to the user. For example, physical key-
boards provide a physical indication (a bump, for example)
indicative of the home key. This physical sensation can not be
provided by a conventional multi-touch system thereby forc-
ing the user to visually locate the home key thereby making
keyboard use less efficient and fatiguing. However, by pro-

reference in its entirety for all purposes. 10 viding a physica]bfacsimile Qf the home key bump using an
actuator that provides a physical sensation to the user provid-

BACKGROUND OF THE INVENTION ing an approximate representation of the bump, the user’s
experience of the MT keyboard (and any multi-touch system

1. Field of the Invention f01j that matter) can be more realistic and therefore more

The present invention relates generally to providing multi- 15 enjoyable.

. . Therefore, a system that enhances the multi-touch experi-
touch/multi-haptic systems and methods. ence by incorporating a corresponding physical response(s) is

2. Description of the Related Art d Y P g P EPLY P

. . . escribed.

Multi-touch devices have advantages over conventional
single point sensing touch devices in that they can distinguish SUMMARY OF THE INVENTION
more than one object (finger) in contrast to single point
devices that are simply incapable of distinguishing multiple The invention relates, in one embodiment, to an apparatus
objects. In most cases, multi-touch devices monitor a sensing and method for providing multi-touch haptic feedback. The
surface for a touch or near touch, and when a touch occurs apparatus includes, at least, a touch pad having a touch sen-
determines the distinct areas of contact and identifies the 25 sitive surface arranged to receive a user provided multi-touch
contacts via their geometric features and geometric arrange- event associated with at least two different locations on the
ment. Once identified or classified, the contacts are monitored touch sensitive surface, a multi-touch detection mechanism
for various motions, actions or events. The contacts and operatively coupled to the touch sensitive surface that detects
motions thereof are then converted into inputs for controlling the multi-touch event and generates a corresponding a multi-
some aspect of an electronic device. 30 touch signal, and a plurality of haptic feedback devices opera-

Multi-touch devices can be embodied in various forms tively coupled to the multi-touch detection mechanism and
including but not limit to standard touch pads, large extended the touch sensitive surface cooperatively arranged to concur-
palm pads, touch screens, touch sensitive housings, etc. Fur- rently provide tactile feedback at each of the at least two
thermore, multi-touch devices can be placed in various elec- different locations on the touch sensitive surface in response
tronic devices including but not limited to computers such as 35 to the multi-touch signal wherein the tactile feedback at each
tablet computers, laptop computers, desktop computers as of the at least two different locations are discreet from one
well as handheld computing devices such as media players another. When the multi-touch signal indicates that the multi-
(e.g., music, video, games), PDAs, cell phones, cameras, touch event is a dynamic multi-touch event indicating a
remote controls, and/or the like. The multi-touch devices can change in the multi-touch event, then the tactile feedback at
also be placed on dedicated input devices such as touch screen 40 each of the at least two different locations is updated to reflect
monitors, keyboards, navigation pads, tablets, mice, and the the change in the multi-touch event.
like. Essentially, multi-touch devices can be applied to any It should be noted that in some cases the tactile feedback
surface, and can be found in any consumer electronic product event can be different for each of the at least two different
that requires inputs. locations.

Since multi-touch devices provide a number of inputting 45  The invention relates, in another embodiment, to a multi-
operations at a single location (input surface), inputting with touch haptic mechanism. The multi-touch haptic mechanism
multi-touch devices can be very efficient. The user can main- includes, at least, a touch pad having a touch sensitive surface
tain their hand(s) at the multi-touch surface without having to arranged to detect a user touch event at substantially any
move their hand(s) to address other input devices. For location on the touch sensitive surface and a plurality of
example, conventional systems typically include a keyboard so independent haptic devices operatively coupled to the touch
and a separate mouse. In order to use the mouse, the user must sensitive surface each providing a corresponding type of tac-
move their hand from the keyboard and onto the mouse. In tile feedback thereby providing a tactile feedback at substan-
order to keyboard efficiently (both hands), the user must tially any location on the touch sensitive surface at which the
move their hand from the mouse to the keyboard. This input- user touch event has occurred, wherein each of the plurality of
ting sequence is very inefficient. For one, only one device can 55 independent haptic devices only responds to the user touch
be used effectively at a given time. For another, there is event in one or more associated regions of the touch sensitive
wasted time between each inputting step. In contrast, with surface. When at least two of the plurality of independent
multi-touch surfaces the user can generate both static com- haptic devices cooperate to provide a type of haptic response
mands (e.g., keyboarding) and manipulative commands (e.g., that is different than that type provided by either of the at least
tracking) from the same location and at the same time. The 60 two independent haptic devices separately.
user therefore does not have to move their hands to perform The invention relates, in another embodiment, to an inte-
different inputting tasks. The user simply provides different grated device arranged to act as both a force sensing device
chords or finger motions to generate a number of inputs either and a haptic feedback device. The device includes, at least, a
sequentially or simultaneously. In one example, the user can touch sensitive surface, a controller unit, and a mechanical
provide key commands with taps at specific locations of the 65 actuator coupled with the controller unit and the touch sensi-

multi-touch surface while allowing tracking from all loca-
tions of the multi-touch surface.

tive surface. The integrated device acts as the force sensing
device by generating an output voltage in direct proportion to

NINTENDO-1014, p. 23
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a force applied to the mechanical actuator by a user touching
the touch sensitive surface, sensing the output voltage by the
controller unit and converting the sensed output voltage to an
indication of the applied force. Only when the sensed output
voltage exceeds a voltage threshold level does the integrated
device act as the haptic feedback device by halting the sensing
of the output voltage by the controller unit activating the
mechanical actuator by the controller unit, wherein the acti-
vated mechanical actuator imparts a physical force to the

4

FIGS. 1A-1E are a series of block diagrams of a system, in
accordance with one embodiment of the present invention.

FIGS. 2A-2B shows a multi-point multi-haptic system
having a multi-touch surface that incorporates a plurality of
haptic devices in accordance with an embodiment of the
invention.

FIG. 3 shows a schematic diagram of a representative
piezo-electric haptic assembly.

FIG. 4 shows a schematic diagram of the haptic assembly

touch sensitive surface that results in a vibro-tactile response 10 shown in FIG. 3 configured to af:t, as a pressure sensor.
(subcutaneous tissue activated) felt by the user commensurate ~FIG' s shows aflowchart Sietalllpg aprocess in accordance
. . with an embodiment of the invention.
with the force applied by the user. . T . .
The i tion relates, in another embodiment, to an elec- . FIG' 6 shows display fiev1ce di sp]aylng representative hap-
e inven , ,
. . . .. tic active GUI elements in accordance with an embodiment of
tronic device. The electronic device includes, atleast, a touch the invention.
pad having a touch sensitive .surface aqmged to process a FIG. 7 shows representative GUI button elements in accor-
user touch .ever}t and a plurahty of haptic feedback de\{lges dance with an embodiment of the invention.
each of which is operatl\./ely coupled to the touch sens1pve FIGS. 8A-8B shows representative GUI button element
surface and each responding to the user touch event only in a and associated haptic profile in accordance with an embodi-
specific region of the touch sensitive surface and arranged to 20 ment of the invention.
provide tactile feedback singly or in combination with others FIGS. 9A-9B shows a representative slider element and
of the plurality of haptic feedback devices in response to the associated haptic profile in accordance with an embodiment
user touch event. When the touch sensitive regions of at least of the invention.
two of the plurality of haptic devices overlap, if the user touch FIGS. 10A-10B shows a feature edge detection system in
event occurs in the overlapping region, then the at least two 25 accordance with an embodiment of the invention.
haptic devices cooperate to provide a combined haptic feed- FIG. 11 is a diagram of a zoom gesture method 1100 in
back response based upon the location in the overlapping accordance with an embodiment of the invention.
region of the user touch event. FIGS. 12A-12H illustrates a display presenting a GUI
The invention relates, in another embodiment, to an elec- object in the form of a map of North America with embedded
tronic device. The electronic device includes, at least, a touch 30 levels which can be zoomed.
pad having a touch sensitive surface arranged to receive a user FIG. 13 is a diagram of a GUI operational method in
touch event provided by a user, a controller coupled and in accordance with one embodiment of the present invention.
communication with the touch pad arranged to at least ana-
lyze the user touch event and/or a state of the touch pad and DETAILED DESCRIPTION OF SELECTED
based upon the analysis provide a user touch event signal in 35 EMBODIMENTS
response to the user touch event, and at least one haptic device
operatively coupled to the controller arranged to receive the Reference will now be made in detail to selected embodi-
user touch event signal, wherein the at least one haptic device ~ ments an example of which is illustrated in the accompanying
responds to the user touch event signal by providing an appro- drawings. While the invention will be described in conjunc-
priate haptic feedback response to the user based upon the 40 tion with a preferred embodiment, it will be understood that it
analysis provided by the controller. is not intended to limit the invention to one preferred embodi-
In one embodiment, the touch sensitive surface isarranged =~ ment. To the contrary, it is intended to cover alternatives,
to receive different types of user touch events each being modifications, and equivalents as can be included within the
characterized by an amount of pressure applied on the touch spirit and scope of the invention as defined by the appended
sensitive surface by a user and at least one haptic device 45 claims.
operatively coupled to the touch sensitive surface arranged to The invention relates to multi-touch haptic feedback.
provide a specific type of tactile feedback corresponding to Multi-touch haptic feedback refers to haptic techniques
the amount of pressure applied to the touch sensitive surface ~ capable of providing multiple and discretely located haptic
by the user. sensations across a surface. The haptic system can for
It should be noted that in each of the embodiments 50 example include a plurality of haptic nodes, each of which is
described above, the methods can be implemented using a capable of issuing vibro-tactile sensations (at the same time
touch based input device such as a touch screen or touch pad, or different times and with the same intensity or different
more particularly a multi-touch touch based input device,and  intensity). The haptic nodes can for example be configured in
even more particularly a multi-touch touch screen. It should a matrix or array. In one embodiment, the haptic nodes are
also be noted that the gestures, gesture modes, gestural inputs, 55 mapped to touch sensing nodes. Each touch sensing node can
etc. can correspond to any of those described below in the ~ be assigned one or more haptic nodes. The haptic nodes are
detailed description. For example, the gestures can be asso- typically proximate the touch sensing nodes to which it has
ciated with zooming, panning, scrolling, rotating, enlarging, been assigned.
floating controls, zooming targets, paging, inertia, keyboard- In one embodiment, the touch sensing surface is a multi
ing, wheeling, and/or the like. 60 touch surface thus making a multi touch multi-touch haptic
device. In so doing haptic feedback can be provided that
BRIEF DESCRIPTION OF THE DRAWINGS indicates information about a multi touch event. For example,
the surface under a moving finger can be actuated while the
The invention will be readily understood by the following surface under the non-moving finger remains static. In
detailed description in conjunction with the accompanying 65 another example, the surface under the moving finger is actu-

drawings, wherein like reference numerals designate like
structural elements, and in which:

ated concurrently with a signal being passed to the other
finger indicating that a multi touch action is occurring. In this
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way, the signals taken together can indicate the nature of the
underlying action being taken by the user. For example, if an
object (such as an image) is being expanded or reduced in size
a larger/more intense signal could be generated (either by
increasing frequency or amplitude). It is also contemplated
that isolated feedback can be used to provide an on-screen
click-wheel or other such user input where the touch screen is
used to simulate the “clicks” of the click wheel both audibly
and via tactile feedback.

The described embodiments generally pertain to gestures
and methods of implementing gestures with associated physi-
cal feedback with touch sensitive devices. Examples of touch
sensitive devices include touch screens and touch pads. One
aspect of the invention describes a touch sensitive input
device able to recognize at least two substantially simulta-
neously occurring gestures using at least two different fingers
or other objects (hereinafter referred to as a multi-touch
event). The touch sensitive input device communicates with
an array of haptic feedback devices (also referred to as haptic
actuators) each arranged to provide haptic feedback accord-
ing to a haptic profile in response to a multi-touch event. In
another aspect of the invention, each finger receives different
haptic feedback (multi-haptic) depending upon the location
on the touch sensitive input device each finger is placed. In
another aspect of the invention, a compound haptic feedback
can be provided that combines the output from at least two
different haptic actuators to form the compound response that
is different from that provided by the two originating haptic
actuators. In another embodiment, an integrated device is
described that can act as both a force sensing device and a
haptic feedback device. In still another embodiment, a hand-
held portable device is described having a housing and a user
interface are acoustically isolated from each other. In this
way, the housing and user interface and having non-interfer-
ing and independent haptic responses.

These and other aspects of the invention are discussed
below with reference to FIGS. 1-13. However, those skilled in
the art will readily appreciate that the detailed description
given herein with respect to these figures is for explanatory
purposes as the invention extends beyond these limited
embodiments.

FIG. 1A-1E are block diagrams of a representative elec-
tronic device or system 100, in accordance with one embodi-
ment of the present invention. Electronic device 100 can
correspond to a computer (such as a desktops or laptops) as
well as small form factor electronic devices that can include
portable consumer electronic products such as cell phones,
PDA, media players and/or the like. As such, portable elec-
tronic device 100 can be sized for one-handed operation and
placement into small areas such as a pocket. Portable elec-
tronic device 100 can process data and more particularly
media such as audio, video, images, etc. As such, the portable
electronic device 100 can correspond to a music player, game
player, video player, personal digital assistant (PDA), such as,
for example, an iPod™, an iPod Nano™, an iPod Shuffle™,
an iPod™ Touch or an iPhone™ available by Apple Inc. of
Cupertino, Calif. In some cases, portable electronic device
100 can communicate wirelessly (with or without the aid of a
wireless enabling accessory system) and/or via wired path-
ways (e.g., using traditional electrical wires).

Portable electronic device 100 includes a housing 102.
Housing 102 can be formed of any number of materials
including for example plastics, metals, ceramics and the like.
In one embodiment, housing 102 can be formed of stainless
steel in order to provide an aesthetic and appealing look and
feel as well as provide structural integrity and support for all
sub-assemblies installed therein. Housing 102 can define a
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cavity configured to at least partially enclose any suitable
number of operational electronic components 104 used by
portable electronic device 100 to carry out its intended func-
tions. Operational electronic components 104 can include
processor 106 that can operate (in conjunction with an oper-
ating system) to execute computer code and produce and use
data. Processor 106 can be implemented on a single-chip,
multiple chips or multiple electrical components. For
example, various architectures can be used for the processor
106, including dedicated or embedded processor, single pur-
pose processor, controller, ASIC, and so forth. The operating
system, other computer code and data can reside within a
memory 108 that can be operatively coupled to processor 106.
By way of example, memory 108 can include Read-Only
Memory (ROM), Random-Access Memory (RAM), flash
memory, hard disk drive and/or the like. Operational compo-
nents 104 can also include a number of input/output (I/O)
devices 109. Such devices can include audio output devices
such as headphone jacks, data ports (such as LE.E.E. 1392
compliant, USB, etc.), and so on.

Portable electronic device 100 can also include a user
interface 110 that can operate to both receive user inputs and
provide information to a user. In the described embodiment,
user interface 110 can include display device 112 that can be
operatively coupled to processor 106 by way of bus 114.
Display device 112 can correspond to any known display
technology such as a plasma, LCD, or an organic light emit-
ting diode (OLED). It should be noted that in the embodiment
shown in FIGS. 1A-1E, display device 112 is integrated with
the electronic device 100. However, display device 112 can
also be configured as a component separate from portable
electronic device 100 in which case display device 112 would
be considered a peripheral device that can be coupled to
portable electronic device 100 by way of a wired connection
(such as a peripheral bus or cable) or a wireless connection
such as IR, RF, Bluetooth or the like (among others).

In some cases, display device 112 presents graphical user
interface (GUI) 116 on display device 112. GUI 116 can
provide an easy to use interface between a user of portable
electronic device 100 and the operating system or application
running thereon. Generally speaking, GUI 116 iconically
represents programs, files and operational options with
graphical images. The graphical images can include win-
dows, fields, dialog boxes, menus, icons, buttons, cursors,
scroll bars, etc. Such images can be arranged in predefined
layouts, or can be created dynamically to serve the specific
actions being taken by a user. During operation, the user can
select and activate various graphical images in order to ini-
tiate functions and tasks associated therewith. By way of
example, a user can select a button that opens, closes, mini-
mizes, or maximizes a window, or an icon that launches a
particular program. GUI 116 can additionally or alternatively
display information, such as non interactive text and graphics,
for the user on the display device 112.

As shown more clearly in FIG. 1B in a side view perspec-
tive of device 100, user interface 110 can include protective
layer 120 disposed on top of display device 112. In this way,
protective layer 120 can be used as protective top layer of
transparent or semitransparent material (clear) thereby
affording display device 112 protection from potentially
damaging external insults caused by, for example, sharp
objects, dropping, and so on and yet still allow any image
presented by display device 112 to be clearly viewed by a
user. Protective layer 120 can be formed of many well known
transparent materials such as glass (e.g., referred to as cover
glass), and more particularly highly polished glass. It should
be appreciated, however, that other transparent materials (or
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at least translucent materials) such as clear plastic may also be
used. In some embodiments, protective top layer 120 can be
acoustically isolated from housing 102 using, for example,
acoustic isolation buffers 121. By acoustically isolating hous-
ing 102 and protective top layer 120 from each other, it is
possible to provide separate and independent haptic
responses, one directed at housing 102 and another directed at
protective top layer 120 without interfering with each other.
For example, it may be desirable to provide one type of haptic

8

the locations of sensing device 124. Sensing regions 128 can
be positioned in a grid or other such array where each sensing
region 128 can generate a signal in response to a user touch
event in proximity thereto. Typically, the number of fingers in
contact with the surface 126 can indicate an input mode. For
example, a single touch by one finger can indicate the desire
to perform tracking, i.e., pointer or cursor movements, or
selections. On the other hand, multiple touches using, for
example, a group of fingers can indicate the desire to perform

response at protective layer 120 and another type haptic 10 gesturing. The number of fingers in the group used for imple-
response at housing 102 at the same time or at a different time menting gesturing may be widely varied. By way of example,
independent of each other or in some cases one being the two fingers can indicate a first gesture mode, three fingers
result of or related to the other. may indicate a third gesture mode, etc. Alternatively, any
User interface 110 can be touch sensitive suitable for number of fingers, i.e., more than one, may be used for the
receiving one or more user touch events by which information 15 same gesture mode, which can include one or more gesture
can be passed between the user and the portable electronic controls.
device 100. In some cases, the one or more inputs in the form The number and configuration of sensing nodes 128 can be
of user touch events can be substantially simultaneously widely varied. The number of sensing nodes 128 generally
received (e.g., multi-touch). In these embodiments, user depends on the desired sensitivity as well as the desired
interface 110 is rendered touch sensitive by means of a touch 20 transparency of touch sensing layer 122. For example, more
sensing layer 122 that can be disposed below protective layer nodes or sensing nodes generally increases sensitivity, but
120 such that touch sensing layer 122 is between protective may reduce transparency (and vice versa). With regards to
layer 120 and the display device 112. This arrangement can be configuration, sensing nodes 128 generally map touch sens-
accomplished by, for example, applying touch sensing layer ing layer 122 into a coordinate system such as a Cartesian
122 to display device 112 or by applying touch sensing layer 25 coordinate system, a polar coordinate system or some other

122 to protective layer 120 using any number of attachment
processes, such as printing, depositing, laminating, etc.
Touch sensing layer 122 generally includes at least one touch
sensing device 124 configured to detect an object in close
proximity to or exerting pressure on an upper surface 126 of
protective layer 120. In keeping with the wide applicability of
the invention, sensing device 124 can be widely varied and
can be configured to activate as the finger touches the upper
surface 126. In the simplest case, an electrical signal is pro-

coordinate system. When a Cartesian coordinate system is
used (as shown), sensing regions 128 typically correspond to
x and y coordinates. When a polar coordinate system is used,
the sensing nodes typically correspond to radial (r) and angu-
lar coordinates (0). In this way, touch sensing layer 122 can
track multiple objects, such as fingers, which rest on, tap on,
or move across an upper surface 126 of protective layer 120.
In this way, a user can perform several touch initiated tasks at
the same time. For example, the user can select an onscreen

duced each time a finger (or other appropriate object) passes 35 button with one finger, while moving a cursor with another
a sensor. The number of signals in a given time frame may finger. In addition, a user can move a scroll bar with one finger
indicate location, direction, speed and acceleration of the while selecting an item from a menu with another finger.
finger on the touch sensitive portion, i.e., the more signals, the Furthermore, a first object can be dragged with one finger
more the user moved his or her finger. while a second object can be dragged with another finger.
Touch sensing layer 122 can be configured to act as a 40  In the simplest case, a touch event T is initiated each time
multi-touch input device. Multi-touch input devices have sev- an object, such as a user’s finger, is placed on upper surface
eral advantages over conventional single point devices in that 126 over, or in close proximity to, sensing region 128. Pres-
they can distinguish more than one object (finger). As a multi- sure generated by touch event T is transmitted through pro-
touch input device, touch sensing layer 122 can distinguish a tective layer 120 at sensing region 128 to sensing device 124.
wide range of different gestures. By way of example, the 45 In response to the pressure applied by the user during touch
gestures may be single point or multi-touch gestures, static or event T, sensing device 124 generates touch signal S, (and any
dynamic gestures, continuous or segmented gestures, and the other signal consistent with a multi-touch event). Touch sig-
like. It should be noted that single point gestures are those nal S, can be monitored by an electronic interface (not shown)
gestures that are performed with a single contact point, e.g., and passed to processor 106. Processor 106, in turn, can
the gesture is performed with a single touch as for example so convert the number, combination and frequency of the

from a single finger, a palm or a stylus. Multi-touch gestures
are those gestures that can be performed with multiple points,
e.g., the gesture is performed with multiple touches as for
example from multiple fingers, fingers and palms, a finger and
a stylus, multiple styli and/or any combination thereof. Static
gestures are those gestures that do not include motion, and
dynamic gestures are those gestures that do include motion.
Continuous gestures are those gestures that are performed in
a single stroke, and segmented gestures are those gestures that
are performed in a sequence of distinct steps or strokes.
Touch sensing device 124 can be sensitive to at least one of
several independent and spatially distinct touch sensing
nodes or regions 128. Touch sensing device 124 can posi-
tioned throughout touch sensing layer 122. Sensing regions
128 are typically not visible to the user and dispersed about
protective layer 120 with each sensing region 128 represent-
ing a different position on surface 126 in coordination with
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signal(s) S into touch information T, that can include loca-
tion, direction, speed and acceleration information of touch
event T. Processor 106 can then pass touch information T,
to micro-controller 132. Although micro-controller 132 is
shown as a component separate from processor 106, it is
contemplated that functions carried out by micro-controller
132 can in fact be performed by processor 106.
Micro-controller 132 can use touch information T,,,, to
query haptic data base 134 that includes a number of pre-
determined haptic profiles each of which describes a specific
haptic response H, in terms of duration of response, type of
vibro-tactile response, strength of response, etc. A particular
haptic profile includes a set of instructions that cause micro-
controller 132 to activate at least haptic actuator 136. Haptic
actuator 136, in turn, creates haptic response H,. In this way,
the response of haptic actuator 136 can be controlled in real
time by microprocessor 132 by establishing the duration,
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strength, type of vibro-tactile response H,. Furthermore, the
visual information presented on display 112 and the corre-
sponding tactile response can be closely linked. For example,
ifthe location of touch event T coincides with a visual display
of a button icon generated by display device 112, the corre-
sponding haptic response provided by haptic actuator 136 can
have a haptic profile H,,,.,, consistent with that of a dome
button.

In some embodiments it may be desirable to associate each

10

tors can be driven in unison for stronger haptic effects or at
different times to provide sensations at particular locations of
surface 126.

One of the advantages of the invention lies in the fact that
the relationship between a touch event or a class of touch
events and corresponding haptic response can be dynamic in
nature. By dynamic it is meant that although specific haptic
profiles H stored in haptic profile data base 134 remain static,
the haptic profile (or profiles) used to respond to a particular

sensing node 128 with one or more corresponding haptic 19 touchevent T can be varied based upon any number of factors.
actuators. For example, sensing node 128 can trigger haptic For example, if touch event T coincides with a particular GUI
actuator 136 and/or 140 or even 142 independent of each icon displayed by display device 112 (such as the button icon
other or in concert. Accordingly, sensing nodes 128 can be described above), the corresponding haptic response H, can
arranged in such a way as two or more haptic actuators can | vary depending upon not only the icon displayed but also the
cooperate to produce a compound haptic effect. It should be location on surface 126 of touch event T (i.e., T(x)), any finger
noted that an effective range R (distance over which a par- motion (3T/0x,8T/3y), any pattern of lifting a finger and
ticular haptic actuator can be felt) for each of the haptic placing it back down on surface 126 (i.e.,
actuators can be based upon many factors such as intrinsic
nature of the haptic actuator (i.e., mechanical vs EPAM), the 29
damping properties of protective layer 120, the harmonic (ﬂ)
frequency of the device 100, and so on. ar

As shown in FIGS. 1C-1E, touch event T can result in
multiple haptic actuators 136 being activated each being such as multiple clicks in the case of a button icon, and so on.
driven by a separate set of instructions based upon different 25 For example, vibrations can be adjusted based on a change in
haptic profiles. For example, as shown in FIG. 1C, haptic touch characteristics (i.e., speed, direction, location, etc.)
actuator 136 can respond with haptic effect H, whereas haptic whereas different vibrations can signify different events or
actuator 140 can respond with haptic effect H, (or H, for that regions. Furthermore, vibrations can be mapped to animation
matter). In some cases as shown in FIG. 1D, a compound effects occurring on display 112 (rubber band, bounce etc.) or
haptic effect H,,,,,,,,s can be generated by providing the 30 be based on location in the form of an intensity map on the
same or different haptic profiles to at least two different haptic surface 126.
actuators which interfere with each other (either construc- Haptic actuators associated with system 100 can be
tively or destructively) to form compound haptic effect arranged in groups. For example, one such group can include
Heompouna- Still further, as shown in FIG. 1E, due to the fact a primary haptic actuator arranged to provide a vibro-tactile
that housing 102 and user interface 110 are acoustically iso- 35 response and at least one secondary device selected from
lated from each other, haptic actuator 142 can be used to piezo-ceramic element or EPAM arranged to provide another
provide a haptic response directed at housing 102 indepen- type response. In this way, the primary haptic actuator can be
dent of any haptic response or responses directed at user utilized to convey a status (e.g., incoming call) as well as
interface 110. For example, touch event T can cause processor passive responses to touch events such as location of input
106 to direct microcontroller 132 to instruct haptic actuator 40 areas (e.g., virtual buttons) while the secondary device can be

142 to produce haptic effect Hy,,,,;,, (such as vibrate housing
102) at the same time as instructing haptic actuators 136
(and/or 140) to generate a haptic response H, and/or H,. In
this way, a user will feel housing 102 vibrate independent of

utilized to convey active responses to touch events such as
signifying that an action was taken (e.g., button click). In
some cases, a second secondary haptic device can be used to
convey other active or passive responses. Some haptic devices

any tactile response emanating from display interface 110 45 (such as the secondary ones mentioned above) can be better at
(and more particularly protective layer 120) thereby increas- simulating mechanical clicks (e.g., dome switch) making the
ing the amount and variety of information that can be pro- user experience similar to what they are used to in legacy
vided to (and by) the user. In this way, user interface 110 using devices that utilize mechanical inputs (switches) instead of
display device 112 and haptic actuator 136 can provide both electrical inputs (touch sensing).
visual and tactile information to the user. 50 By judiciously selecting appropriate materials, haptic
It should be noted that haptic actuator 136 can be formed as response of device 100 can be adjusted based upon the acous-
a small and thin chip and thus can be installed into the mobile tic properties of the materials that go into creating device 100.
apparatus such as small form factor/handheld devices such as Protective layer 120 can be formed from a material with
cell phones, media players, and the like and can be electro- localized damping properties such that vibro-tactile sensa-
polymer based, piezo-electric based, or any combination 55 tions in one quadrant are not substantially felt in another. For
thereof. In this way, user interface 110 using display device example, protective layer 120 can be glass or other transpar-
112 and haptic actuator 136 can provide both visual and ent (or at least translucent) material having natural damping
tactile information to the user. Furthermore, the components properties suitable for small form factor devices having small
of the device 100 can be chosen to provide more effective area displays. Generally speaking, substantially all of protec-
haptic sensations. For example, if haptic actuator 136 oscil- 60 tive layer 120 can be provided with haptic sensations as a
lates at close to a natural frequency of the mechanical system single unitary member, however, it is possible to provide for
(including the actuator itself), then stronger forces and more individually-moving portions of protective layer 120 by pro-
effective haptic sensations can be output. Accordingly, the viding each portion with their own haptic actuator where the
mass (as well as the spring constants ofthe system 100) can be haptic responses can be limited to particular region of surface
selected to provide a desirable low natural frequency, suchas 65 126 with effective range R as shown in FIG. 2A. In this way,

about 120 Hz or less, which tends to cause effective haptic
sensations. It should also be noted that multiple haptic actua-

haptic sensations can be provided for only a particular portion
of protective layer 120 using the natural damping factor of
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glass to limit the effective range of the actuator. Moreover, the
properties of protective layer 120 can be selected such that
vibro-tactile transmissions from at least two haptic actuators
can interfere with each other, either constructively or destruc-
tively, in order to provide a compound haptic sensation.
Although the resolution can be widely varied, in one
embodiment, sensing regions 128 are placed coarsely about
the surface. By way of example, sensing regions 128 can be
placed at several quadrants (groups of touch sensors). As

12

surface 126 to move inertially. It should be noted that haptic
actuator 300 has a fast tactile bandwidth so that it can be used
into tactile feedback device. Haptic actuator 300 can activate
with very small latency so that it can be used in interactive
tactile feedback application and consumes relatively low
power and requires very low voltage. Advantageously, by
using the multi-layered piezoelectric haptic actuator, it is
possible to form the haptic device into small and thin chip.
Haptic actuator 300 generates force F directly proportional

illustrated in FIG. 2B, a surface 126 (as a rectangle) can 10 to voltage V applied to the haptic actuator 300 by the control-
include about n actuators with a concomitant number of sens- ler. Depending upon the polarity of voltage V, layers 302/304
ing regions 128 in order to create vibro-tactile sensations either expand/contract or contract/expand resulting in a dis-
within about n quadrants of the rectangular oriented touch placement AY of beam member 306. (It should be noted that
surface. For example, if n=6, the quadrants can include upper ~ displacement AY is much larger than the longitudinal con-
right (1), upper left (II), center left (II1), center left (IV), lower 15 traction and expansion of each of layers 304/302.) More
left (V) and lower left (VI). It should be noted that low specifically, the displacement AY can be calculated using
resolution can be used to simulate a much higher resolution, equation (2):
especially when the touch surface is fairly small itself (hand
sized). One of the advantages of the system 100 is that it can
provide tactile feedback to more than one distinct point on 20 L\? eq (2)
surface 126 at about the same time. Surface 126 can be AY =ki xdst X(T) xv
divided into an array of active areas each of which is influ-
enced by a particular actuator. In this way, each haptic actua-
tor can directly influence one area, however, effects from where, .
other actuators can combine to form a complex signal. For 25 k;: correction fa.ctor
example, a finger placed at point X can receive a compound ds: piezoelectric constant value
haptic response H(X) that can be a function of up to three L: lgngt h of the actuator
haptic actuators associated with haptic regions n,, n,, and n,. t: thickness of one layer of the actuator
In other words, the compound haptic response at point X can v Voltagg appl.led to the actuator
be expressed as equation (1): 30 The.: relatlonshlp.between force F and voltage V can be
quantified by equation (2):
H(X)=H(n,1,13) eq (1),
where the relative contributions of each haptic node n,, n,, B
and n, is related to the distance of X from each haptic node, F =ky xdyy x _r - xV @
. WXEXL
respectively. For example, when at least two fingers are close 35
together get one type signal can be generated. However when
the at least two fingers move apart, then each of the at least k,: correction constant value
two fingers can feel different haptic signals from different d;,: piezoelectric constant value
haptic actuators. Moreover, silent areas or quiescent areas L: length of the actuator
(i.e., regions where a user would feel little or no appreciable 40 T thickness of the actuator
sensation) can be created. These silent areas can be created V: voltage applied to the actuator
when actuators generate signals that destructively interfere E: longitudinal elastic coefficient
(signals are 180° out of phase with each other) within the As illustrated in FIG. 4, haptic device 300 can be used as a
region (also referred to as a null region). pressure sensor simply by sensing a voltage Vp generated by
In the case where the haptic actuators are piezo-electric in 45 the displacement AY of member 306 caused by force F
nature, the vibro-tactile response is generated by the applied to the surface of surface 126. In this way, by moni-
mechanical flexion of a member composed of a piezoelectric toring voltage Vp, haptic device 300 can be configured to act
material. FIG. 3 schematically illustrates the structure and the as an integrated haptic actuator/pressure sensor arranged to
principle of the operation of a representative multiple layer change operational modes (passive to active, and vice versa).
piezoelectric actuator assembly (also referred to as haptic so In the passive mode, the haptic device 300 can act as a pres-
device) 300 in accordance with the invention. The piezo- sure sensor by sensing if voltage Vp is generated by haptic
electric assembly 300 comprises an upper piezoelectric layer device 300 when force F impinges on member 306 according
piezoelectric 302 and a lower piezoelectric layer 304 (it to equation (3). When (and if) the sensed voltage Vp exceeds
should be noted that there can be any number of layers). The a threshold voltage Vpth, then the haptic device 300 can
piezoelectric assembly 300 can either expand or contract in 55 changes modes from passive mode to active mode. In active
accordance with the direction of an applied voltage V. For mode, a haptic profile is used to direct a controller circuit to
example, by applying, to the upper layer 302, a certain voltage provide voltage V to member 306 (as shown in FIG. 3) result-
of the direction opposite to the lower layer, the upper layer ing in displacement AY creating the desired vibro-tactile
302 contracts and the lower layer 304 expands at about the effect on surface 126 in accordance with the selected haptic
same time thereby causing the actuator 300 to bend upward 60 profile. In this way, haptic device 300 can considered an
(or downward) as a whole. Due to the inertial coupling of the integrated pressure sensor/haptic feedback device that can be
actuator assembly 300 to the surface 126 when the inertial automatically switched back and forth between a pressure
mass of the actuator is oscillated (by varying the applied sensing device and a haptic feedback device.
voltage V), the inertial sensations are transmitted through Using the arrangements illustrated in FIGS. 3 and 4, pres-
member 306 to the surface 126. A foam layer (or other com- 65 sure information can be linked with haptic feedback. For

pliant layer) can be coupled between actuator assembly 300
and the surface 126 to provide compliance and allow the

example, vibro-tactile sensation can be increased with
increasing pressure, and vice versa. Accordingly, when a user
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exerts increased pressure (i.e., presses harder) on a surface,
the amount of vibration felt by the user increases thereby
informing the user that they are pressing harder. In another
embodiment, a touch event can be characterized as either a
light touch event or a hard touch event. In this situation,
different vibro-tactic sensations can be produced based upon
whether the touch event is light or hard (or something in
between). For example, a light touch may correspond to a
situation where a user uses light touch pressure to slide their

14

device 100, processor 104 can direct display device 112 to
display a number of haptic active GUI elements that taken
together form representative GUI 600. Such haptic active
GUI elements can include, for example, first type haptic
active button icon 602, haptic active slider icon 604 having
movable slider element 606, keypad 608 formed of a number
of'second type haptic active buttons 610. In the context of this
discussion, the designations first and second type indicate that
the haptic response associated with a particular GUI element.

finger across a surface whereas a hard press may be when a 10 For example, a first type haptic response can be a high fre-
user pushes down on the surface with greater pressure, such as quency vibration whereas a second type haptic response can
a button click. In one example, a hard press initiates a selec- palpable click. In should also be noted that button elements
tion and that results in a click vibration being produced while can be any appropriate shape or size.
a light touch performs no selection but does provide notifica- FIG. 7 shows rectangular button element 702 and circular
tion to the user that the user is in a location suitable for making 15 button element 704. In the described embodiments, button
a selection. In another embodiment, a click off vibration can elements 702 and 704 can be arranged to exhibit haptic
be performed when the user begins lifting off of the touch response H,,...,,(X) that enables a user to accurately identity
screen i.e., the lift out effect can be produced as the user is in target areas 706 and/or 708, respectively (also referred to as
the process of lifting off of the screen instead of immediately “sweet” spots). Target areas 706 and/or 708 can represent
thereafter. These different touch events can be distinguished 20 those portions of button elements 702 and 704 that are most
by providing multiple threshold levels or sequence of thresh- sensitive to the application of pressure by a user and therefore
olds that can be used. For example, a light touch can corre- would provide an optimum haptic feedback response. For
spond to a first threshold level whereas a heavy touch can example, H,,,..(x) can be configured to provide haptic feed-
coincide with a second threshold level, and so on. Moreover, back that depends upon the location of a user’s finger within
a lift off event can be distinguished when a sensed voltage 25 a region defined by the button element. Accordingly, the
indicates that a corresponding applied pressure is decreasing button element can be divided into separate regions each
over time. having its own haptic response or a haptic response related to
FIG. 5 shows a flowchart detailing a process 500 for using the haptic response of the other regions. In this way, the
a piezoelectric haptic actuator as both a pressure sensor and varying haptic responses can be arranged to “lead” auserto a
active haptic feedback device in accordance with an embodi- 30 particular target area 706 or 708. For example, button 702 (as
ment of the invention. Process 500 begins at 502 by sensing a well as button 704) can be divided into regions “target”,
node of haptic actuator 300. If, at 504, a voltage Vp is sensed, region 1, and region 2. A user can experience a different
then the haptic actuator is in passive mode at 506. In passive haptic response in each of the regions such as H,,,.., in target
mode voltage Vp is being generated by force F applied to the region (a fast vibration, for example), H, inregion 1 (a slower
haptic actuator member 306 in accordance with equation (3) 35 vibration than that presented in the target region), H, in region
and shown in FIG. 4. At 508, if the sensed voltage is deter- 2 and so on. The various haptic responses can be arranged to
mined to be greater than a threshold voltage value, then at provide the user with the ability to “feel” their way to the
510, the haptic actuator can be considered to be in active target area without the need to actually view the display 112.
mode. By active mode, it can be understood to mean that the In this way, the described embodiments allows a user to
haptic actuator is now in a position to receive a voltage from 40 pinpoint the location of a target area of a button element (or
a controlling circuit thereby causing haptic actuator to any other GUI element so configured) in dark or low light
actively provide haptic feedback in the form of a vibro-tactile conditions or in situations where the user cannot easily view
response created by haptic actuator member 306 (FIG. 3). display 112 by “feeling” their way to the particular target
Once it is determined that the haptic actuator is in active area. Accordingly, by following the “lead” provided by the
mode, then at 512, a haptic profile is retrieved from a haptic 45 varying haptic responses, a user can accurately identify target
profile database. In the described embodiment, the haptic areas of particular buttons (or GUI elements) and once iden-
profile can be based upon any number of factors. For example, tified, can provide accurate tactile inputs to device 100 with
if the haptic actuator is associated with a button element of a the need to actually view display device 112. For example, by
graphical user interface, then the first threshold value can be appropriately configuring haptic active button elements 610,
indicative of an amount of pressure consistent with an 50 ausercanaccurately enter data (such as a phone number) into

intended pressing action by as user as opposed to a glancing
touch not intended to be acted upon as a button press. At 514,
once the appropriate haptic profile has been retrieved, a con-
trolling circuit applies an appropriate control voltage to the
haptic actuator consistent with the haptic profile. In some
cases, the haptic profile can vary depending upon the amount
of pressure applied. If, at 516, it has been determined that the
haptic response is complete, then the haptic actuator is set to
passive mode at 518 and control is passed back to 502.

Additional embodiments of the present invention are pre-
sented in accordance with FIGS. 6-13.

FIG. 6 shows display device 112 displaying representative
haptic active GUI elements in accordance with an embodi-
ment of the invention. It should be noted that although only a
small number of all possible GUI elements are discussed
herewith, the following discussion can apply to any appropri-
ate haptic active GUI element. Accordingly, in the context of
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device 100 by way of keypad 608 using the vibro-tactile
feedback provided by haptic active button elements 610.

As shown in FIG. 8 A, button elements 702 or 704 can have
an associated haptic profile H(x). In one implementation, the
haptic profile H(x) can include profiles that are related to each
other in such a way as to lead a user to a particular location
within the button (such as the target area). For example, as the
user’s finger moves across the portion of display 112 having
keypad 608, the user can experience varied haptic responses
that can depends upon the particular location of the user’s
finger on the surface 126. In this way, the user can be “lead”
to the target area 706 by feeling his way along the surface 126.
As shown in FIG. 8B, as the user’s finger is moved across
keypad 608, the user experiences haptic feedback based upon
haptic profile H(x). In the example shown, in the region
between button elements 602, the user’s finger would be
moving across a portion of surface 126 associated with a
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quiescent haptic response. By quiescent it is meant that the
user would feel little or no haptic effects. However, once the
user’s finger intersects outer boundary 802 (that could be
visible, or not) of button element 702, the user experiences
haptic sensation H, corresponding to region 1. As the user’s
finger moves from region 1 to region 2, the user experiences
haptic sensation H, corresponding to region 2, and so on until
the user reaches target area 708. If the user’s finger continues
to move in such a way that it would be leaving target area 708
by re-entering region 2, for example, then the user would be
made aware of this fact since the user would experience a
change in the haptic sensation indicating that the user’s finger
is leaving target area 708.

FIG. 9A shows slider element 900 as a particular embodi-
ment of slider element 604 shown in FIG. 6. Slider element
900 includes slider portion 902 that can be moved across
surface 126 within the confines of slider element 900 by the
action of a user’s finger. As the user’s finger is placed in
contact with slide portion 902, the user can experience a
haptic sensation consistent with haptic profile H,,,(x)
shown in FIG. 9B. In the described embodiment, as the user’s
finger (while still in contact with slide portion 902) moves
slide portion 902 from left to right (or vice versa), then the
user can experience vibro-tactile feedback based upon haptic
profile H;,,.,(x) where, for example, the haptic sensations
monotonically increase from left to right and monotonically
decrease from right to left, or vice versa. In some cases,
H,;4.(X) can be a linear function of touch co-ordinate x (as
shown in FIG. 9B) or can be non-linear depending of course
on the application for which slider 900 is being used.

FIGS. 10A-10B illustrates yet another embodiment
whereby a user can “feel” an edge of image feature 612
presented on display 112 shown in FIG. 6. In this embodi-
ment, the user can “feel” edge E of feature 612 due to the fact
that the haptic profile H_,,, () provides a haptic response in a
region R in proximity to the edge E of feature 612. In some
cases, the haptic response H, 4, (x) can be asymmetric (as
shown in FIG. 10B) where a user approaching edge E from an
interior portion of feature 612 will feel a gradually intensify-
ing haptic response indicating to the user that edge E is being
approached from the interior of feature 612. On the other
hand, if the user’s finger is approaching edge E of feature 612
from a region exterior to feature 612, then the haptic response
H,4g.(x) will cause the user to experience a sharp step
increase in haptic sensation at or near edge E itself. In the case
where the haptic profile H, 4, (x) is symmetric, then the user
will experience a haptic sensation of substantially equal no
matter if edge E is approached from the interior or exterior
regions of feature 612.

FIG. 11 is a diagram of a zoom gesture method 1100 in
accordance with an embodiment of the invention. The zoom
gesture can be performed on multi-touch multi-haptic surface
126. It should be noted that initially, the haptic devices asso-
ciated with the surface 126 can be in the passive state whereby
the controller can monitor the condition of each of the haptic
nodes by determining if there is voltage Vp is being generated
by the haptic device indicative of pressure being applied in the
vicinity of the haptic node. Accordingly, the zoom gesture
method 1100 generally begins at block 1102 where the pres-
ence of at least a first finger and a second finger are detected
on a touch sensitive surface of the surface 126 at about the
same time. In the described embodiment, the nature of the
multi-touch event can be determined based upon either the
presence of at least two fingers indicating that the touch is
gestural (i.e., multi-touch) rather than a tracking touch based
on one finger and/or by the pressure asserted by the fingers on
the surface 126. The pressure asserted by the fingers on the
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touch screen can be determined by monitoring the voltage Vp
described above. If it is determined at block 1104 that the
presence of the two fingers represents a gesture, then the
haptic devices nearest the touch point are set to active mode in
order to provide a vibro-tactile response at 1106 to each of the
fingers during the gesture. In the described embodiment, the
vibro-tactile response provided to each finger can have the
same profile or different profiles. For example, if it the pres-
sure applied by one finger is substantially greater than that
applied by the other finger, then the vibro-tactile response for
the two fingers can be different due to the varying pressure
applied by each finger. For the most part, however, the haptic
profiles will be correlated to assure that the user has a percep-
tion that the haptic effects are consonant with each other.
Furthermore, it should be noted that in some cases, the pres-
ence of only two fingers indicates that the touch is a gestural
touch. In other cases, any number of more than two fingers
indicates that the touch is a gestural touch. In fact, the gestural
touch may be configured to operate whether two, three, four
or more fingers are touching, and even if the numbers change
during the gesture, i.e., only need a minimum of two fingers at
any time during the gesture.

Following block 1106, the zoom gesture method 1100
proceeds to block 1108 where the distance between at least
the two fingers is compared. The distance may be from finger
to finger or from each finger to some other reference point as
for example the centroid. If the distance between the two
fingers increases (spread apart) at 1110, a zoom-in signal is
generated at 1112, otherwise a zoom out signal is generated at
block 1114. The zoom-in signal, in turn, causes the haptic
devices associated with the two fingers to provide a zoom-in
haptic signal at 1116. Such a zoom in haptic signal can be, for
example, faster (or slower) or more intense (or less intense)
vibration as the distance between the two fingers increases. If
the distance between two fingers decreases (close together),
the zoom-out signal generated at block 1114 can cause the
haptic devices associated with the two fingers to provide a
zoom out haptic signal at 1118.

In most cases, the set down of the fingers will associate or
lock the fingers to a particular GUI object being displayed.
For example, the touch sensitive surface can be a touch
screen, and the GUI object can be displayed on the touch
screen. This typically occurs when at least one of the fingers
is positioned over the GUI object. As aresult, when the fingers
are moved apart, the zoom-in signal can be used to increase
the size of the embedded features in the GUI object and when
the fingers are pinched together, the zoom-out signal can be
used to decrease the size of embedded features in the object.
The zooming typically occurs within a predefined boundary
such as the periphery of the display, the periphery of a win-
dow, the edge of the GUI object, and/or the like. In some
cases, a haptic effect can be provided giving the user a warn-
ing that the predefined boundary is being approached. The
embedded features may be formed on a plurality of layers,
each of which represents a different level of zoom. In most
cases, the amount of zooming and the associated haptic effect
varies according to the distance between the two objects.
Furthermore, the zooming typically can occur substantially
simultaneously with the motion of the objects. For instance,
as the fingers spread apart or closes together, the object zooms
in or zooms out at the same time and the corresponding haptic
effect will change. Although this methodology is directed at
zooming, it should be noted that it may also be used for
enlarging or reducing. The zoom gesture method 1100 may be
particularly useful in graphical programs such as publishing,
photo, and drawing programs.
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FIGS. 12A-12H illustrate a zooming sequence using the
method described above. FIG. 12A illustrates a display pre-
senting a GUI object 1202 in the form of a map of North
America with embedded levels which can be zoomed. In
some cases, as shown, the GUI object is positioned inside a
window 1204 that forms a boundary of the GUI object 1202.
Also shown are the haptic profiles for each of the fingers
relating the distance d between the two fingers to the corre-
sponding haptic response H(d) experienced at each finger. It
should be noted that in this example, the magnitude of the
haptic response H(d) at each finger is denoted by the size of
the circle for each response. In this case, as the distance
between the two fingers increases, the haptic effect H for each
finger increases linearly with distance d. For example, when
the two fingers are close together as in FIG. 12B, the haptic
effect H is quite small as evidenced by the small size of the
circle whereas as the two fingers move apart, the haptic effect
H becomes progressively stronger at each finger. It should be
noted that for the sake of simplicity only, the haptic profile
H(d) is presumed linear for zooming in/out and non-linear for
the rotation gesture shown in FIG. 12F. In the described
embodiment, as the zoom factor increases, the haptic profile
H(d) can change by, for example, the slope becoming more
steep as the resolution of the underlying map increases as
shown in FIG. 12G. FIG. 12B illustrates a user positioning
their fingers 1206 over a region of North America 1202,
particularly the United States 1208 and more particularly
California 1210. In order to zoom in on California 1210, the
user starts to spread their fingers 1206 apart as shown in FIG.
12C. As the fingers 1206 spread apart further (distance
increases) the haptic effect felt by the two fingers changes as
the map zooms in further on Northern California 1212, then to
a particular region of Northern California 1214, then to the
Bay area 1216, then to the peninsula 1218 (e.g., the area
between San Francisco and San Jose Area), and then to the
city of San Carlos 1220 located between San Francisco and
San Jose as illustrated in FIGS. 12D-12H. In order to zoom
out of San Carlos 380 and back to North America 368, the
fingers 366 are closed back together following the sequence
described above, but in reverse (along with the corresponding
haptic effect).

FIG. 13 is a diagram of a GUI operational method 1300, in
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fingers are rotated, the rotate signal can be used to rotate the
virtual scroll wheel in the direction of finger rotation (e.g.,
clockwise, counterclockwise) at 1310 as well as provide an
audible as well as palpable “click” at 1312 using at least two
haptic actuators at 1310 to provide a physical sensation at the
two fingers concurrently with the audible click simulating the
“feel” of the click. In most cases, the amount of wheel rotation
varies according to the amount of finger rotation, i.e., if the
fingers move 5 degrees then so will the wheel. Furthermore,
the rotation typically occurs substantially simultaneously
with the motion of the fingers. For instance, as the fingers
rotate, the scroll wheel rotates with the fingers at the same
time.

The various aspects, embodiments, implementations or
features of the invention can be used separately or in any
combination. The invention is preferably implemented by
hardware, software or a combination of hardware and soft-
ware. The software can also be embodied as computer read-
able code on a computer readable medium. The computer
readable medium is any data storage device that can store data
which can thereafter be read by a computer system. Examples
of'the computer readable medium include read-only memory,
random-access memory, CD-ROMs, DVDs, magnetic tape,
optical data storage devices, and carrier waves. The computer
readable medium can also be distributed over network-
coupled computer systems so that the computer readable code
is stored and executed in a distributed fashion.

While this invention has been described in terms of several
preferred embodiments, there are alterations, permutations,
and equivalents, which fall within the scope of this invention.
For example, although the invention has been primarily
directed at touchscreens, it should be noted that in some cases
touch pads can also be used in place of touchscreens. Other
types of touch sensing devices can also be utilized. It should
also be noted that there are many alternative ways of imple-
menting the methods and apparatuses of the present inven-
tion. It is therefore intended that the following appended
claims be interpreted as including all such alterations, permu-
tations, and equivalents as fall within the true spirit and scope
of the present invention.

accordance with one embodiment of the present invention. What is claimed is:

The method generally begins at block 1302 where a virtual 1. An apparatus providing multi-touch haptic feedback,

scroll wheel is presented on the display. In some cases, the 45 comprising

virtual scroll wheel can include a virtual button at its center. a touch pad having a touch sensitive surface arranged to

The virtual scroll wheel is configured to implement scrolling receive a user provided multi-touch event associated

as for example through a list and the button is configured to with at least two different locations on the touch sensi-

implement selections as for example items stored in the list. tive surface;

Following block 1302, the method proceeds to block 1304 so  a multi-touch detection mechanism operatively coupled to

where the presence of at least a first finger and more particu- the touch sensitive surface that detects the multi-touch

larly, first and second fingers (to distinguish between tracking event and generates a corresponding a multi-touch sig-

and gesturing) over the virtual scroll wheel is detected on a nal; and

touch screen. The touch screen is positioned over or in front of a plurality of haptic feedback devices operatively coupled

the display. By way of example, the display can be an LCD 55 to the multi-touch detection mechanism and the touch

and the touch screen can be a multi-touch touch screen. Fol- sensitive surface; wherein

lowing block 1304, the method proceeds to block 1306 where the plurality of haptic devices are disposed beneath the

the initial position of the fingers on the virtual scroll wheel is touch sensitive surface and are cooperatively arranged to

set. By way of example, the angle of the fingers relative to a concurrently provide tactile feedback in the form of

reference point can be determined (e.g., 12 o clock, 6 o clock, 60 vibro-tactile sensations at each of the at least two differ-

etc.). ent locations on the touch sensitive surface in response
Following block 1306, the method 1300 proceeds to block to the multi-touch signal; and

1308 where a rotate signal is generated when the angle of the at least two nearby haptic devices of the plurality of

fingers change relative to the reference point. In most cases, haptic feedback devices concurrently respond to the

the set down of the fingers associate, link or lock the fingers 65 user provided multi-touch event to form a single com-

(or finger) to the virtual scroll wheel when the fingers are
positioned over the virtual scroll wheel. As a result, when the

pound haptic response to the user provided multi-
touch event;
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the single compound haptic response differs from a hap-
tic response provided by either of the at least two
nearby haptic feedback devices operating alone; and

the haptic responses provided by the at least two nearby
haptic devices of the plurality of haptic feedback
devices to form the single compound haptic response
differ from each other.

2. The apparatus as recited in claim 1, wherein the tactile
feedback at each of the at least two different locations are
discreet from one another.

3. The apparatus as recited in claim 2, wherein when the
multi-touch signal indicates that the multi-touch event is a
dynamic multi-touch event indicating a change in the multi-
touch event, then the tactile feedback at each of the at least

10
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at least two nearby haptic devices of the plurality of inde-
pendent haptic devices concurrently respond to the user
touch event to form a single compound haptic response
to the user touch event; and
the single compound haptic response differs from a hap-
tic response provided by either of the at least two
nearby haptic devices operating alone; and
the haptic responses provided by the at least two nearby
haptic devices of the plurality of independent haptic
feedback devices to form the single compound haptic
response differ from each other.
8. The multi-touch haptic mechanism as recited in claim 7,
wherein each of the at least two nearby haptic devices only
respond to the user touch event in one or more associated

two different locations is updated to reflect the change in the 15 regions of the touch sensitive surface.
multi-touch event. 9. An electronic device, comprising:
4. The apparatus as recited in claim 1, wherein the tactile a touch pad having a touch sensitive surface arranged to
feedback event is different for each of the at least two different process a user touch event; and
locations. a plurality of haptic feedback devices each disposed
5. A method for processing a touch event at a touch sensi- 20 beneath the touch sensitive surface and each arranged to
tive surface, comprising: provide a type of tactile feedback in the form of a cor-
receiving a user provided multi-touch event associated responding vibro-tactile sensation each of which is
with at least two different locations on the touch sensi- operatively coupled to the touch sensitive surface and
tive surface; each responding to the user touch event only in a specific
detecting the multi-touch event; 25 region of the touch sensitive surface and arranged to
generating a multi-touch signal corresponding to the multi- provide tactile feedback singly or in combination with
touch event; and others of the plurality of haptic feedback devices in
responding to the multi-touch signal by a plurality ofhaptic response to the user touch event; wherein
feedback devices disposed beneath the touch sensitive the touch sensitive regions of at least two of the plurality of
surface cooperatively and concurrently providing tactile 30 haptic devices overlap; and
feedback in the form of vibro-tactile sensations at each the at least two haptic devices cooperate to provide a single
of the at least two different locations on the touch sen- combined haptic feedback response to the user touch
sitive surface in response to the multi-touch signal; event, the single compound haptic response differs from
wherein a haptic response provided by either of the at least two
the tactile feedback at each of the at least two different 35 haptic devices operating alone and the haptic responses

locations are discreet from one another; and

at least two nearby haptic devices of the plurality of
haptic feedback devices concurrently respond to the
user provided multi-touch event to form a single com-
pound haptic response to the user provided multi-
touch event;

the single compound haptic response differs from a hap-
tic response provided by either of the at least two
nearby haptic feedback devices operating alone; and

the haptic responses provided by the at least two nearby
haptic devices of the plurality of haptic feedback
devices to form the single compound haptic response
differ from each other.

6. The method as recited in claim 5, wherein when the
multi-touch signal indicates that the multi-touch event is a
dynamic multi-touch event corresponding to a change in the
multi-touch event over a period of time, then the tactile feed-
back at each of the at least two different locations is updated
in real time to reflect the change in the multi-touch event.

45

provided by the at least haptic devices to form the simile
compound haptic response differ from each other.

10. The electronic device as recited in claim 9, wherein the
combined haptic feedback response includes a first compo-
nent associated with one of the at least two haptic devices and
a second component associated with the other of the at least
two haptic devices.

11. The electronic device as recited in claim 10, wherein
the first component is related to a distance from the user touch
event to the one of the at least two haptic devices.

12. The electronic device as recited in claim 10, wherein
the second component is related to a distance from the user
touch event to the other of the at least two haptic devices.

13. The electronic device as recited in claim 10, wherein
the first and the second components combine linearly to form
the compound haptic response.

14. An electronic device, comprising:

a touch pad having a touch sensitive surface arranged to

receive a multi-touch user touch event provided by a

7. A multi-touch haptic mechanism, comprising: 55 user;

a touch pad having a touch sensitive surface arranged to a controller coupled and in communication with the touch
detect a user touch event at substantially any location on pad arranged to at least analyze the multi-touch user
the touch sensitive surface; and touch event and/or a state of the touch pad and based

a plurality of independent haptic devices each disposed upon the analysis provide a multi-touch user touch event
beneath the touch sensitive surface and each arranged to 60 signal in response to the multi-touch user touch event;
provide a type of tactile feedback in the form of a cor- and
responding vibro-tactile sensation operatively coupled a plurality of haptic devices disposed beneath the touch
to the touch sensitive surface each providing the corre- sensitive surface and operatively coupled to the control-
sponding type of tactile feedback in response to a nearby ler arranged to receive the multi-touch user touch event
user touch event thereby providing a tactile feedback at 65 signal; wherein

substantially any location on the touch sensitive surface
at which the user touch event has occurred; wherein

the plurality of haptic devices responds to the multi-touch
user touch event signal by cooperatively and concur-
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rently providing an appropriate haptic feedback

response in the form of vibro-tactile sensations at each

of at least two different locations on the touch sensitive

surface to the user based upon the analysis provided by

the controller; and

at least two nearby haptic devices of the plurality of
haptic devices concurrently respond to the multi-
touch user touch event to form a single compound
haptic response to the multi-touch user touch event;

the single compound haptic response differs from a hap-
tic response provided by either of the at least two
nearby haptic devices operating alone; and

the haptic responses provided by the at least two nearby
haptic devices of the plurality of haptic feedback
devices to form the single compound haptic response
differ from each other.

15. The electronic device as recited in claim 14, wherein
the touch sensitive surface is arranged to receive different
types of multi-touch user touch events each being character-
ized by an amount of pressure applied on the touch sensitive
surface by a user.

16. The electronic device as recited in claim 15, wherein
the haptic device responds to the multi-touch user touch event
based upon the applied pressure.
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