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Process. 

Jv1etallization in wafer fabrication is the process of 
depositing metal film over a dielectric film and later 
patterning it to form the interconnecting metal lines and 
plugs of integrated circuits. This is similar to using 
insulated copper wire in an automobile to interconnect 
all the electrical components to make a fully-functional 
electrical system. The metal lines are sandwiched 
between dielectric layers for electrical integrity. High­
performance microprocessors use metal lines to inter­
connect tens of millions of devices on one chip. 
Transistor densities are projected to reach 1 billion 
transistors per chip by the year 2010, with a corre­
sponding increase in interconnect complexity. 

Microchip interconnect technology has become a criti­
cal challenge for future IC performance due to the need 
to decrease signal propagation delay. Because the den­
sity of ULSI circuit elements is increasing, interconnect 
resistance and parasitic capacitance increase, thereby 
slowing the signal propagation. 

OBJECTIVES 

After studying the material in this chapter, you will be 
able to: 

1. Explain the terminology for metallization. 
2. List and describe the six categories of metals used 

in wafer fabrication. Discuss the performance re­
quirements and give applications for each metal 
category. 

3. Explain the benefits for using copper metallization 
in wafer fabrication. Describe the challenges for 
implementing copper. 

CHAPTER 12 
METALLIZATION 

A significant change currently underway in wafer fabri­
cation technology is the reduction in interconnect metal 
resistivity, p. This reduction is achieved by the replace­
ment of aluminum alloy with copper as the primary 
conducting metal. With deep submicron linewidths, 
there is also a need for a low-k interlayer dielectric 
(ILD). Lowering the dielectric constant will reduce par­
asitic capacitance, which contributes to signal delay. 

Traditionally, the methods used to deposit metals on a 
wafer have been physical processes. On the other hand, 
processes used to deposit insulating and semiconduct­
ing layers usually involved the CVD chemical reactions 
studied in Chapter 11 . This separation into physical and 
chemical processes is less defined with the introduction 
of new IC metallization technology. 

4. State the advantages and disadvantages to 
sputtering. 

5. Describe the physics of sputtering and discuss 
different sputtering tools and applications. 

6. Describe the benefits and applications for metal 
CVD. 

7. Explain the fundame'ntals of copper electroplating. 
8. Describe a process flow for dual-damascene 

processing. 
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INTRODUCTION 

Wafer metallization is the deposition of a thin film of conductive metal onto a wafer by use of a 
chemical or physical process. This process is closely linked to dielectric deposition. Metal lines 
conduct the signal through the IC circuit while the dielectric layers ensure signals are not influenced 
by adjacent lines. Both metal and dielectrics are thin film processes. In some cases, metal and di­
electrics are deposited by the same type of equipment. 

Metallization has unique terminology for the different metal connections. The term intercon­
nect describes the conductor materials, such as aluminum, polysilicon, or copper, that create the 
metal wiring that carries electrical signals to different parts of the chip. Interconnect is also used as 
a general term for the wiring between devices on a die and the overall package. A contact is the 
electrical connection at the silicon surface between the devices in the silicon wafer and the first 
metal layer. Vias are openings that pass through the various dielectric layers to form an electrical 
pathway from one metal layer to the adjacent metal layer. A metal plug fills the vias to form the 
electrical connection (interconnect) between the two metal layers. These connections are illustrated 
in Figure 12. l. 

Metal interconnect structure 

Subquarter micron CMOS cross section 

FIGURE 12.1 Multilevel Metallization 

Metal stack interconnect 

Via interconnect structure 
with tungsten plug 

Local interconnect (tungsten) 

Initial metal contact 

Diffused active region 
in silicon substrate 

The interlayer dielectric (ILD) is an insulating material that electrically separates the metal 
levels. Once deposited, the ILD is patterned and etched to form via pathways for the various metal 
layers and the silicon. The vias are filled with a metal, traditionally tungsten (W), to form the via 
plug. Appreciate that there are many vias on a wafer, up to 1011 vias on each individual layer of a 
300-mm product wafer. 1 This process of creating vias in the ILD is repeated for every ILD layer 0? 
the die. In traditional metallization, a blanket layer of aluminum alloy metal is deposited on the di­
electric layer and then patterned and etched to form metal lines. Metal etch is an important tech· 
nology for traditional metallization. 

Metallization is in a transition period and is undergoing rapid change with the introduction of 
copper metallurgy to replace aluminum alloy. This change is due to the difficulty of etching ~oppe~ 
To overcome this problem, copper metallurgy uses the dual damascene process to form v1as an 
copper interconnects (explained later in this chapter). This metallization process is literally the opf 
posite approach of traditional metallization (see Figure 12.2). Darnascene starts with deposition~ 
a blanket dielectric, planarizes the dielectric, patterns and etches holes or trenches in the di~Iee:: 
for vias and connecting metal lines, deposits blanket metal into the trenches, and then plananzes 
metal down to the dielectric to define the metal interconnects. . ed 

Metallization technology is critical for increasing performance in advanced ICs, as exP131\. 
in Chapter 11 . Reducing chip performance signal delay caused by interconnect lines was not a 

51ed 
nificant concern for older IC technologies. The dominant signal delay has traditionally b_eeo c:~aY 
by the device. However, for newer ULSI products manufactured with denser wiring, signal e 
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interconnect has become a larger portion of the clock cycle time and has more effect on lim-
d~e t~e IC performance. 2 

itJilg 

Traditional Interconnect Flow 

• 
~!-¾®~ U%%Z¥k¥'»<1 I 

Cap ILD layer and CMP 

Oxide Via-2 etch 

Tungsten deposition + CMP 

Metal-2 deposition+ etch 

FIGURE 12.2 Traditional Versus Damascene Metallization 

Copper Metallization 
(Micrograph courtesy of Integrated Circuit Engineering) 

I Dual Damascene Flow 

• 
Cap ILD layer and CMP 

r;/H/WIM ~ 
Nitride etch-stop layer 
(patterned and etched) 

~uFL□w~ 
Second JLD layer deposition and 

etch through two oxide layers 

Copper fill 

Copper CMP 



302 CHAPTER 12 

TYPES OF METALS 

The types of metals and metal alloys used for chip interconnects are evolving based on the 
performance requirements. Requirements for a successful metal material are:3• 4 

1. Conductivity: Must be highly conductive and capable of handling high current densities 
while maintaining electrical integrity. 

2. Adhesion: Ability to adhere to the underlying substrate and easily connect to external 
connections. Low contact resistance to semiconductor and metal interfaces. 

3. Deposition: Readily deposited with a uniform structure and composition (for alloys) by a 
relatively low-temperature process. Deposition into high-aspect ratio gaps for damascene 
metallization technique. 

4. Patterning/Planarization: High-resolution patterning for traditional Al-based metallization 
without etching the underlying dielectric. Ease of planarization for damascene metallization. 

5. Reliability: The metal is relatively soft and ductile in order to withstand cyclic temperature 
variations during processing and service . . 

6. Corrosion: High resistance to corrosion with minimal chemical interactions with the 
adjacent layers and underlying device regions. 

7. Stress: Resistance to mechanical stress to reduce wafer distortion and material failures for 
reasons such as cracking, void formation , and stressed-induced corrosion. 

The melting temperature and resistivities of different metals found in wafer fabrication and 
silicon are shown in Table 12.1.5 

TABLE 12.1 Silicon and Select Wafer Fab Metals (at 20°C) 

Material Melting Temperature (0 C) Resistivity (µ.Q-cm) 

Silicon (Si) 1412 = 109 

Doped Polysilicon (Doped Poly) 1412 = 500 to 525 
Aluminum (Al) 660 2.65 

Copper (Cu) 1083 1.678 
Tungsten (W) 3417 8 
Titanium (Ti) 1670 60 
Tantalum (Ta) 2996 13 to 16 

Molybdenum <Mo) 2620 5 
Platinum (Pt) 1772 10 

The various metals and metal alloys used in wafer fabrication can be grouped into the fol­
lowing categories: 

♦ Aluminum 

♦ Aluminum-copper alloys 

♦ Copper 

♦ Barrier metals 

♦ Silicides 

♦ Metal plugs 

Aluminum 

The earliest interconnect metal in semiconductor fabrication was aluminum, and it is still the m0st 

common interconnect metal in wafer fabrication. Aluminum is projected to continue as the domi­
nant fab interconnect metal for several more years .6 Copper interconnect metal is expected ~o 
replace aluminum for high-performance IC fabrication during the early 2000s. Nevertheless, it JS 

beneficial to review the background into the selection of aluminum for metallization because rnanY 
of the same basic technical challenges exist today. 
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Selection of Aluminum ■ Aluminum has been one of the major materials used in wafer fabrica-
·on along with silicon and silicon dioxide. It is used during wafer fabrication in thin film form to 
~ terconnect the different devices in the silicon wafer (see Figure 12.3). At the same time, aluminum 
'.
0 

one of the thickest films deposited on the wafer, with the first metal layer deposition about 5,000 
A chick. The upper noncritical layers on a wafer (e.g., metal layer with bonding pads) can range up 

10 20,000 A thick. 

Bonding pad Metal-5 

Top Nitride 

Metal-4 is preceded by other vias, interlayer dielectric, and metal layers. 

FIGURE 12.3° Aluminum Interconnect 

Aluminum's low resistivity of 2.65 µQ-cm at 20°C has similar but slightly higher resistivity 
than copper, gold, and silver. However, silver and copper are both prone to corrosion and have high 
diffusivity in Si and SiO2, a fact that keeps them from being used for semiconductor fabrication. 
Gold and silver are much more expensive than aluminum and do not adhere well to oxide films. 
Gold was sparingly used in the beginning of wafer fabrication, but its high contact resistance with 
silicon required a platinum barrier metal. On the other hand, aluminum reacts readily with silicon 
dioxide (SiO

2

) when heated to form a thin layer of aluminum oxide (Al
2

O
3

) , which promotes ad­
hesion between the silicon dioxide and aluminum. Aluminum is easily deposited on the wafer and 
etches in solutions that do not attack underlying films. For these reasons, aluminum was selected as 
the preferred metal for metallization. 

Overall, aluminum is compatible with the major processes in silicon IC fabrication and is rel­
atively inexpensive, making it the choice for metallization since the early days of IC fabiication. 
However, because of increased circuit density, increased number of metal layers on a wafer, and the 
reduction in linewidth due to scaling, the metallization technology has evolved from the simple 
one-level metal layer to a scheme of multiple metal layers. With its lower resistivity, copper is de­
sirable to replace aluminum as the primary interconnect material. 

Ohmic Contact ■ Before VLSI circuitry, pure aluminum was used for metallization. Silicon 
melts at a temperature of 1412°C and pure aluminum melts at 660°C. However, aluminum and sil­
icon alloyed together actually have a lower melting temperature depending on their composition. 
For an alloy of 88.7% aluminum and 11.3% silicon, the alloy melts at 577°C, which is referred to 
as the eutectic temperature. 7 The eutectic temperature is the lowest temperature that an alloy melts 
at a particular eutectic composition. 

To form a contact between aluminum and silicon, it is necessary to heat the interface, usually 
in an inert or reducing H2 atmosphere at a temperature of 450 to 500°C. This thermal bake is also 
referred to as a low temperature anneal or sinter. Baking the aluminum on silicon forms a desirable 
electrical interface referred to as an ohmic contact. An ohmic contact has very low resistance (the 
voltage-current characteristics of the contact interface behave according to Ohm's law). However, 
there is a small resistance associated with the ohmic contact and it is inversely proportional to the 
area of the contact. That is, smaller contacts have higher resistance. In modern chip design, ohmic 
contacts use a special refractory metal (e.g., titanium in the form of a silicide) as a contact at the 
silicon interface to reduce electrical resistance and improve adhesion (see Figure 12.4 on page 304). 
Ohmic contacts are fabricated with a salicide (self-aligned silicide) process to achieve optimal po­
sitioning above the source/drain and in close proximity to the gate structure. The salicide process is 
discussed later in this chapter. 
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FIGURE 12.4 Ohmic Contact Structure 

Barrier metal 

Aluminum, tungsten, 
copper, and so on 

Given the hundreds of millions of contacts that can exist on a particular die, a reliable con­
tact interface with low resistance and excellent adhesion is extremely important for optimum elec­
trical performance. A failure in any individual contact can cause the entire chip to fail during test 
or use. 

A problem encountered during the earliest work to develop ohmic contacts was undesirable 
interaction between the aluminum and silicon during the thermal step. This condition led to the 
microalloying of the contact metal to the silicon, and was refened to as junction spiking. Spiking 
occurs when the interface of pure aluminum and silicon is heated (see Figure 12.5), causing the 
diffusion of silicon into the aluminum. The amount of silicon dissolved into the aluminum is not 
uniform and will depend on the time and temperature involved in the heating process. If pure alu­
minum is heated to 450°C and a source of silicon is present, silicon will begin to dissolve in the 
aluminum until it reaches a concentration of about 0.5%.8 The problem is that the source of this sil­
icon is the wafer. As the silicon is dissolved in the aluminum, it leaves behind voids in the wafer, 
permitting spikes of aluminum to form and penetrate into the silicon contact region. If the alu­
minum forms an ohmic contact to a shallow junction, the spike may cause a junction short. 

The problem of junction spiking was addressed by two methods: the addition of silicon to the 
aluminum and barrier metallization. The first approach was to use an alloy of aluminum and sili­
con instead of pure aluminum. If there is already silicon in the aluminum, this will slow down the 
dissolution of additional silicon from the substrate. However, silicon alloying in aluminum is lim­
ited and can lead to silicon nodule formation (small regions of high silicon concentration) in the 
aluminum due to silicon condensation. Nodule formation can significantly increase the contact re­
sistance and pose a serious reliability concern from local heating at the nodules. The main method 
to resolve junction spiking was the introduction of banier metallization to inhibit diffysion (see the 
following section). 

It is important that the oxide at the contact interface be as thin as possible. Wafers with ex­
posed contact regions are often dipped in a dilute hydrofluoric (HF) acid solution immediately be­
fore placing the wafers in the deposition chamber. This serves to remove the native oxide layer prior 
to contact formation. 

Junction short 

FIGURE 12.5 Junction Spiking 
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i\Juminum-Copper Alloys 

A,.Juminum metal was selected as the primary interconnect material for ICs because of its low re­
sistivity and its compatibilit)'. with silicon and the wafer fabrication process. However, aluminum 
suffers from a reliability problem known as electromigration. This is the movement of aluminum 
atoms in the conductor due to momentum transfer from the electrons carrying the current.9 Under 
high current-density conditions, electrons collide with aluminum atoms, causing the atoms to grad­
ually move. This movement of atoms leads to a depletion of atoms at the negative end of the con­
ductor. In conductor regions where depletion occurs, this action leads to voids, thinning of lines, 
and a potential open circuit. In other regions of the conductor that have an accumulation of metal 
atoms, metal atoms pile up and form hillocks (see Figure 12.6). 10 Hillocks are protrusions on the 
surface of metal films due to electromigration. If excessive or large hillocks form, adjacent lines or 
lines on two levels can short together. With advanced circuitry designs in ULSI technology, there 
is increased current density and chip temperature, both of which make the aluminum chip metal­
lization more prone to electromigration. 

Hillocks short-circuit two metal lines 

Void in metal line 

FIGURE 12.6 Hillock on a Metal Line 

Electromigration in interconnects is controlled by alloying the aluminum with between 0.5 to 
4% copper. This alloying essentially increases the conductor's current-carrying capacity by reduc­
ing the grain boundary diffusion effects in the aluminum. At the same time, it has been shown that 
values of copper in aluminum greater than 8% will actually increase electromigration. 11 The exact 
reason why the addition of copper reduces the chance of electromigration failure in Al-Cu alloys is 
not well understood. 12 If copper is alloyed with aluminum, more care must be given to plasma etch­
ing this alloyed aluminum (etching is discussed in Chapter 16). Copper is difficult to etch, and any 
residual copper remaining after etching the aluminum alloy interconnect can promote corrosion. 13 

It is also possible to have electromigration in contacts and vias. Electromigration failure in contacts 
is resolved by the use of barrier metallization. 

Electromigration is probably one of the most widely studied failure mechanisms of integrated 
circuits. Studies of this failure began in the 1950s with the development of the semiconductor and 
intensified in the late 1960s with the discovery of crack formation in the aluminum coqductor lead­
ing to failures .14 The significance of electromigration is that it usually occurs after the chip has been 
in service for an amount of time, which means that failure occurs catastrophically during customer 
usage. 

Copper 

A major transformation is underway in IC design and fabrication by means of the introduction of 
copper interconnect technology. Copper interconnects will replace aluminum metallization with 
copper to achieve significant benefits in chip performance. A legitimate question that someone may 
pose is why introduce copper if aluminum has performed so admirably over the years. 

Need for Copper ■ The benefits for introducing copper for IC interconnect metallization are: 15 

1. Reduction in resistivity. The interconnect wiring resistivity reduces from 2.65 µD-cm for 
aluminum to 1.678 µO-cm at 20°C for copper, reducing RC signal delay and increasing chip 
speed. 

2. Reduction in power consumption. Narrower lines consume less power. 
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3. Tighter packing density. Narrower lines permit tighter circuitry packing, which means that 
fewer levels of metal are needed. 

4. Superior resistance to electromigration. Copper does not have a concern for electrorrugration. 

5. Fewer process steps. Potential for 20 to 30% fewer processing steps with damascene pro­
cessing of copper. 

As wafer fabrication design rules reduce to 0.15-µm linewidths and below, the increased 
packing density of devices on the chip permits more electrical signal speed from device to device 
(the transistors are closer; therefore, the signal has less distance to travel). This density leads to 
improved chip performance. However, this improved chip performance is only possible if the in­
terconnect system between the devices is optimized. Narrower linewidths lead to increased line re­
sistance. Tightly spaced conductor lines with a dielectric material between them act as capacitors, 
leading to a degradation in performance from an increase in resistance (R) and capacitance (C). This 
condition is the signal delay or interconnect delay discussed in Chapter 11. If either or both of these 
two parameters are reduced, then the signal delay reduces, leading to increased chip performance. 

One possible method reducing interconnect resistance is to increase the conductor cross sec­
tion. Howev,er, this contradicts the goal of increased packing density since wider conductors will 
take substantially more space. Smaller IC feature sizes are not achievable with larger linewidths. 
This is why the semiconductor industry is placing emphasis on copper-to lower the interconnect 
resistance, which lowers Rand therefore the overall signal delay. The optimum improvement to RC 
signal delay is gained when resistance (R) is reduced and the capacitance (C) is lowered by using 
a low-k dielectric along with thinner barrier metals (see Table 12.2).16 

TABLE 12.2 Change in Interconnect Delay Compared to 0.25-µm Device Generation 

Technology 0.25 µm 0.18µm 0.13 µm 
Conventional Interconnect Technology: 
• Al/Cu interconnect alloy and TiN barrier metal 0 +21 % +93% 

New Technology Introduced by Generation: 
• Reduced barrier thickness -10% 
• Low-k (3.0) dielectric -27% 
• Dual damascene Cu interconnect and plugs -16% 

Another benefit from the implementation of copper is that smaller linewidths can carry the 
same amount of current, permitting a tighter packing density on each metal level. This condition 
produces fewer overall levels of metal on a chip, leading to significantly reduced manufacturing 
costs.17 

Copper is a relatively soft metal. It has superior resistance to electrorrugration, a common re­
liability problem with alurrunum. 18 This means that chips fabricated with copper can handle higher 
electrical power densities, which perrruts the development of new product applications. Table 12.3 
compares Cu and Al for different properties and processes common in wafer fabrication. 19 

TABLE 12.3 Comparison of Properties/Processes Between Al and Cu 

Property/Process Al Cu 

Resistivity (µ,fl- cm) 2.65 1.678 
(3 .2 for Al-0.5% Cu) 

Electromigration resistance Low High 

Corrosion resistance (in air) High Low 

Etch processing Yes No 

CMP (chemical mechanical planarization) processing Yes Yes 

Copper Challenges ■ There are three major challenges involved with using copper as semi· 
conductor interconnects that distinguish it from traditional alurrunum interconnects. These thfee 
challenges differ significantly from aluminum technology and must be resolved before the imple· 
mentation of copper for IC interconnects:20 
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l. Copper diffuses quickly into oxides and silicon. This is a concern if copper diffuses into the 
active region of the silicon (i.e., source/drain/gate region of the transistor) because it will 
damage the device by creating junction or oxide leakage. 

z. Copper cannot be easily patterned using regular plasma etching techniques (see Chapter 16 
for a discussion of etching). Copper dry etching does not produce a volatile by-product dur­
ing the chem.ical reaction that is necessary for economical dry etching. 

3. Copper oxidizes quickly in air at low temperatures (<200°C) and does not form a protective 
layer to stop further oxidation. 

These challenges are addressed by converting to dual damascene processing with special bar­
rier metals optimized for copper. Damascene processing eliminates the need to etch copper. 
furthermore, tungsten plugs are expected to be used as the first level of metal to contact the source, 
drain, and gate regions.21 This use of tungsten overcomes the concern of copper contaminating the sil­
icon (referred to as copper poisoning). The tungsten may even be patterned for wiring of the local in­
terconnect (LI). All other metal lines and vias for the multiple metal layers are expected to be copper. 

Another major hindrance to converting to copper in semiconductor manufacturing is the nat­
ural reluctance to introducing new materials into production. New materials means there are new 
sources of contamination, new equipment and procedures, unpredictable results, and so on. Change 
always brings unforeseen problems that pose increased risks to the sem.iconductor manufacturer. 
However, these risks are balanced by the benefits from changing the interconnect material in order 
to improve IC performance. 

Barrier Metals 

A more effective way to make reliable ohmic contacts to shallow junctions without material diffu­
sion or problems such as junction spik.ing is to use barrier metallization. A barrier metal is a thin 
layer of deposited metal or metals that is designed to prevent intermixing of the materials above and 
below the barrier (see Figure 12.7). The thickness of barrier metals has typically been around 100 
nm for features sizes in the 0.25-µ,m generation, which is substantially thinner than the 400 to 600 
nm thickness required for 0.35-µ,m generation of devices. Thickness of barrier metals is projected 
to decrease to 23 nm or less for the 0.18-µ,m technology node and beyond.22 

FIGURE 12.7 Barrier Layer for Copper Interconnect Structure 

Barrier metals are widely used in semiconductor manufacturing. For contacts between the 
tungsten (W) plug that connects the alum.inum interconnect wiring and the silicon source/drains, the 
barrier metal prevents the silicon and W from coming into contact with each other. This barrier pre­
vents diffusion between the W and silicon and any junction spiking. 

The essential properties of an acceptable barrier layer metal are: 

1. Good diffusion barrier properties so that the d.iffusivity of the two interface materials (e.g., 
tungsten and silicon) is low at the sintering temperature (sintering refers to joining the mate­
rials by thermal means). 

2. High electrical conductivity with low ohmic contact resistance. 

3. Good adhesion between the semiconductor and the metal. 
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4. Resistance to electromigration. 

5. Stability when thin and at high temperature. 

6. Resistance to corrosion and oxidation. 

Metals commonly used for barrier metals are a class of high melting point metals known as 
refractory metals. Common refractory metals used in multilevel metallization for wafer fabrication 
are titanium (Ti), tungsten (W), tantalum (Ta), molybdenum (Mo), cobalt (Co), and platinum (Pt). 
Refractory metals have been used in wafer fabrication since the 1960s, such as in the fonnation of 
Schottky barrier diodes in bipolar processes. The benefits of using titanium as a barrier metal for 
aluminum alloy wiring are improved adhesion, reduced contact resistance, reduced stress, and con­
trolled electromigration. To achieve good barrier properties, wafers undergo a clean step (referred 
to as sputter etch and explained in a later section) before deposition in the processing chamber to 
remove native oxides and oxide residues on the wafer. 

Titanium tungsten (TiW) and titanium nitride (TiN) are two common ban·ier metal layers that 
inhibit diffusion between the silicon substrate and aluminum. TiN is widely used in ULSI manu­
facturing for its superior barrier performance in aluminum alloy interconnect processing. TiN 
functions as a barrier metal for both tungsten and aluminum. TiN is also widely used as an antire­
flective coating on aluminum to improve the photolithography patterning process (see Chapter 14). 
However, TiN does not produce good contact resistance to silicon. To resolve this problem, a thin 
layer of titanium (e.g., several hundred angstroms or less) is typically deposited before the TiN so 
that it can react with the underlying material as a silicide (see the following section for an expla­
nation of silicide) and lower the contact resistance. The Ti and TiN are typically deposited in a clus­
ter tool to keep oxides from forming between the two layers. 

Copper Barrier Metals ■ Ban-ier metals are critical for copper metallurgy. Cu has high diffu­
sivity in silicon and silicon dioxide, which will destroy device performance. Traditional banier met­
als are not sufficient barriers for copper. Cu requires complete encapsulation by a thin-film barrier 
layer that functions as an adhesion promoter and effective diffusion barrier.23 There is a trade-off 
between these two requirements since good adhesion requires some reaction with Cu, whereas a 
good barrier metal should not react with Cu. The special barrier metal requirements for copper 
are:24 

1. Prevent copper diffusion. 

2. Low film resistivity. 

3. Good adhesion to both dielectric material and copper. 

4. Compatible with chemical mechanical planarization (CMP). 

5. Metal layer is continuous and conformal with good step coverage and deposition in high 
aspect ratio gaps. 

6. Minimal thickness to allow the copper to occupy the maximum cross-sectional area. 

For Cu interconnect metallurgy, tantalum (Ta), tantalum nitride (TaN), and tantalum silicon 
nitride (TaSiN) are candidate materials for ban-ier metals (see Figure 12.8). The diffusion barrier 
must remain thin (about 75 A) so that it does not affect the resistivity of the high-aspect ratio plug 
while still acting as a barrier metal. This condition is difficult to maintain as geometries continue to 
shrink and metals are deposited into high-aspect ratio vias. Research has shown Ta has good bar­
rier and adhesion properties for copper, whereas TiN, a traditional banier metal for Al/SiO2 inter­
connects, has good bauier properties but poorer adhesion.25 If TaN is used, it is obtained by srnaJl 
amounts of nitrogen doping or by deposition with a tantalum nitride compound. Investigations have 
also shown tungsten nitride (WN) functions as an effective barrier for Cu metal.26 There is ongo­
ing research in the development of baaier metals for Cu metallurgy. 

Copper banier layers can be deposited by using high-density plasma CVD (HDPCVD) or 
ionized metal plasma physical vapor deposition. Ionized metal plasma PYO for tantalum achi~:es 
good step coverage. For deposition with high aspect ratio gaps, then HDPCVD barrier deposiooJJ 
is often the choice.27 
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Refractory m,etals react with silicon when alloyed together to form a silicide. A silicide is a metal 
compound that is thermally stable and provides for low electrical resistivity at the silicon/refractory 
metal interface (see Figure 12.9). Refractory metal silicides are important in wafer fabrication be­
cause of the need to reduce the electrical resistance of the many silicon contacts in the source/drain 
and gate regions for chip performance. Titanium and cobalt are common refractory metal used for 
contacts in aluminum interconnect technology. 

Titanium silicide (polycide) contact 

Polysilicon gale 

Silicon substrate 

FIGURE 12.9 Refractory Metal Silicide at a Silicon Contact 

Titanium/titanium-nitride 

Tungsten metal 

Titanium silicide contact 

If the refractory metal is reacted with polysilicon, it is called a polycide (see Figure 12.10 on 
page 310). Doped polysilicon is used as the gate electrode and has a relatively high resistivity 
(about 500 µO-cm), which leads to an undesirable RC signal delay. A polycide is beneficial for re­
ducing the series resistance of an interconnection to polysilicon. At the same time, it maintains 
polysilicon's good interfacial characteristics to oxides. 

Silicides improve contact resistance by reducing residual oxides on 'the silicon surface during 
silicide formation. Silicides form extremely good metallurgic contact to the silicon, serving as a crit­
ical adhesion layer between the contact metal and the silicon junction regions. Many silicides are sta­
ble at temperatures exceeding 1000°C with a relatively high eutectic temperature. Table 12.4 on page 
310 lists some properties of common silicides used in wafer fabrication.28 Recall that the eutectic 
temperature is the lowest temperature where the alloy melts. It is undesirable for the silicide to melt 
because the liquid alloy can extend into the substrate material and cause junction spiking. 
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Titanium polycide 

Polysilicon gate 
Titanium silicide 

Doped silicon 

FIGURE 12.10 Polycide on Polysilicon 

TABLE 12.4" Some Properties of Select Silicides 

Silicide Lowest Eutectic Typical Forming Resistivity 
Temperature Temperature* (µ!l-cm) 

(OC) (OC) 

Cobalt/silicon (CoSi2) 900 550-700 13-19 

Molybdenum/silicon (MoSi2) 1410 900-1100 40-70 

Platinum/silicon (PtSi) 830 700-800 28-35 

Tantalum/silicon (TaSi2) 1385 900-1100 35-55 

Titanium/silicon (TiSi2) 1330 600-800 13-17 

Tungsten/silicon (WSi2) 1440 900-1100 31 

* B. El-Kareh, Fundamentals of Semiconductor Processing Technologies, (Boston : Kluwer Academic Publishing 
1995), p. 537. 

Silicide formation typically requires the refractory metal be deposited on the silicon wafer, 
followed by a high temperature thermal anneal process to produce the silicide material. In areas 
where there is silicon, the metal reacts to form a silicide. In other areas on the wafer surface, such 
as where there is SiO2, there is little or no silicide formation. Often this thermal anneal step uses a 
rapid thermal anneal (RTA) process in a multichamber cluster tool. 

TiSi2 has traditionally been the most common contact silicide for wafer fabrication, serving 
as the contact between the transistor active regions of silicon and the tungsten plug. It is often re­
ferred to as the glue that holds the tungsten to the silicon. Its beneficial properties are high temper­
ature stability, compatibility with self-aligned contact processing (discussed in the following 
section), low resistivity when compared to other silicides, and its compatibility with TiN barrier 
metals .29 TiSi2 forms two different grain phases (a phase is a physically homogeneous material 
state) as it is annealed, a low-temperature C49 phase and a high-temperature C54 phase (see Figure 
12.11). Both of these phases are TiSi2. 

The C49 phase of TiSi2 forms at an anneal temperature of 625 to 675°C with a resistivity 
of 60 to 65 µD-cm. The C54 phase is formed in a second anneal following the C49 phase forma­
tion and requires a temperature of 800°C or more. It has a much lower resistivity of only 10 to 

15 µD-cm, which is desirable to lower the overall contact resistance.30 

However, at the time of this writing, TiSi2 appears limited in its future use as a contact sili­
cide in sub-0.25 µm technologies. Contacts for ultrashallow source/drain junctions are becoming 
thin. TiSi2 is undesirable for thin contacts because the silicide resistivity increases.31 It is also dif­
ficult to form this contact during the second anneal because of critical time at temperature 
requirements. 

The silicide that appears promising for the 0.18 µm and below technology nodes is cobalt 
silicide (CoSi2). This silicide maintains a reduced contact resistance of 13 to 19 µfl-cm after it5 
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Sintering Resistivity 
Temperature 

TiSi2-C49 

I I 
625-675°C 60 - 65 µil-cm 

TiSi2-C54 

I I 

800°C 10-15 µQ-cm 

FIGURE 12.11 Anneal Phases of 1iSi2 

anneal operation, even with deep submicron geometries of 0.18 µm and less. This reduced resis­
tivity occurs because the grain size of CoSi2 is about ten times smaller than the grain size of TiSi2. 

Therefore, the low resistance phase is completely nucleated and grown during the thermal anneal 
operation. A CoSi2 contact is also easier to form because of the smaller grain size. 

Note that a silicide is not a barrier metal. In some silicides it is found that silicon diffuses 
rapidly through them. This diffusion occurs during heat treatment of the metal-silicide-silicon sys­
tem where silicon diffuses through the silicide to the metal, which then reduces the integrity of the 
system. The solution to this problem is to place a metal barrier layer between the silicide and the 
metallization layer (discussed in the preceding section). A common silicide barrier film is titanium 
nitride (TiN), which is effective for both tungsten and aluminum. A tantalum-based barrier layer is 
anticipated for copper metallurgy. 

Salicide ■ Because of the need to scale device sizes in VLSI and ULSI to optimize performance, 
the cross-sectional area of the source/drain (SID) contact between the silicon and the first metal 
layer is small. This small size leads to increased resistance. A technique to decrease contact resis­
tance at the source and drain areas by providing stable contact structures is referred to as a salicide. 
A salicide approach (taken from the expression self-aligned silicide) is used to create silicides that 
are properly aligned with the exposed silicon of the source, drain, and polysilicon gate. There are 
numerous chip performance issues that depend on salicide formation (see Figure 12.12). 

The basic salicide steps are shown in Figure 12.13 on page 312. This process flow corre­
sponds to Step 6 of the CMOS process flow described in Chapter 9. To form a salicide, oxide has 
been previously deposited and etched back with a dry plasma etch to leave oxide sidewall spacers 

Reduced sheet resistance 

ST! 

Reduced contact resistance 

FIGURE 12.12 Chip Performance Issues Related to a Salicide Structure 

Reduced gate to 
SID resistance 
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on the side of the polysilicon gate (Step 5 of the CMOS process flow described in Chapter 9). With 
the sidewall spacers, only the top poly surface of the gate is exposed. After an HF-dip clean step to 
remove native oxides, a 250 to 350 A thin layer of titanium metal is deposited on the wafer. The re­
fractory metal undergoes an RTP rapid anneal at 600 to 800°C to create the high-resistivity C49 ti­
tanium silicide phase wherever the refractory metal contacts silicon. The sidewall spacer keeps the 
SID TiSi2 from shorting out to the sides of the gate poly, while the oxide of the shallow trench iso­
lation separates the devices. After the first RTP anneal, all unreacted titanium is removed by a wet 
chemical etch in ammonium hydroxide (NH4OH) and hydrogen peroxide (H2O2). TiSi2 remains 
and covers the SID areas and top surface of the poly gate. A second RTP silicide anneal at 800 to 
900°C creates the low-resistivity C54 metallic silicide. A major benefit of the salicide process is the 
avoidance of alignment tolerances that would occur if patterning were required to align the refrac­
tory metal on the silicon contact. Care must be taken during the anneal steps to avoid oxygen 
contamination in the furnace tube. Titanium reacts easily with oxygen to form undesirable titanium 
oxides. This oxide contamination can promote silicide formation on top of the oxide spacer regions, 
leading to a short between the polysilicon gate and source or drain. 

Spacer oxide 
Polysilicon Field oxide 

1. Active silicon regions 2. Titanium deposition 

Titanium-silicon 

3. Rapid thermal anneal treatment 4. Titanium strip 

FIGURE 12.13 Formation of Self-Aligned Metal Silicide (Salicide) 

Metal Plugs 

Multilevel metallization creates the need for billions of vias filled with metal plugs to form electri­
cal pathways between two metal layers. A contact plug is also used to connect the silicon devices 
in the wafer to the first level of metallization. The most common metal currently used for plugs 
is tungsten (W), which is why plugs are often referred to as tungsten plugs (see Figure 12.14). 
Tungsten has been traditionally used as a plug material because of its ability to uniformly fill the 
high-aspect ratio vias when deposited by chemical vapor deposition (CVD) methods. Tungsten is 
resistant to electromigration failure. It also serves as a barrier to inhibit diffusion and reaction be· 
tween Si and the first metal layer. Tungsten is a refractory material with a melting point of 3,417°C 
and a bulk resistivity of 52.8 µ,il-cm at 20°C. 

Aluminum would be desirable as a plug material because of its lower resistivity (2.65 µ.O-cITl 
at 20°C), but sputtered aluminum cannot fill high-aspect ratio vias (see the next section for ; 
description of sputtering). For this reason aluminum is used as the interconnect material an 
tungsten is limited to the plug. There has been recent interest in reflow aluminum plugs, where 
aluminum is sputter deposited into the via and then reflowed by a high-temperature anneal witb a 
rapid thermal processor (RTP).32 
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FIGURE 12.14 Tungsten Plug for Multilevel Metal Layers 
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The traditional metallization techniques used in semiconductor manufacturing fall under a category 
called physical vapor deposition (PVD). PVD has been done with filament evaporation, followed 
by electron beam evaporation and, most recently, sputtering. Chemical vapor deposition (CVD) has 
recently become a frequently used technique to deposit metal films . Each change in the deposition 
system has brought improved control of thin film properties and quality. 

During the SSI and MSI eras of semiconductor manufacturing, evaporation was the method 
for metallization. It was replaced by sputtering primarily because evaporation has poor step 
coverage. Evaporation is still used in research applications and for semiconductors using III-V 
technologies. It is also used in some specialized areas, such as for C4 bump deposition during pack­
aging (see Chapter 20). 

Electroplating technology has been employed in various applications. In recent years it has 
been used for thin film head metallization in the disk drive industry. However, electroplating is just 
now being introduced for semiconductor manufacturing as a copper deposition method. It is the 
early deposition method of choice for creating copper interconnects. 

The different metal deposition systems used in traditional and dual damascene metallization are: . 
♦ Evaporation 

♦ Sputtering 

♦ Metal CVD 

♦ Copper electroplate 

Evaporation 

In the early days of semiconductor manufacturing, all metal layers were deposited by the PVD 
method of evaporation. Since the late 1970s, sputtering has replaced evaporation in most silicon 
wafer technologies in order to gain improved step coverage, gap fill, and yield. It is beneficial to re­
view evaporation to understand how it functions and why the silicon industry changed to sputtering. 

The process of evaporation consists of placing the material to be deposited in a crucible and 
heating it inside a vacuum chamber until it vaporizes (see Figure 12.15 on page 314). The most typ­
ical method of heating was the use of an electron beam to heat the metal placed in a crucible. By 
maintaining a high vacuum in the evaporator, the mean free path of the vapor molecules is 
increased, and the vapor travels in a straight line in the chamber until it strikes a surface and con­
denses to form a film. 
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Hi-Vac valve 

Hi-Vac pump 

Wafer carrier 

Evaporating metal 

Process chamber 
(bell jar) 

Roughing 

pump 

FIGURE 12.15 Simple Evaporator 

The biggest drawback to evaporation was the inability to produce uniform step coverage. As 
the industry progressed to VLSI and ULSI technology, metallization needed to be capable of filling 
higher aspect ratio holes and producing conformal step coverage. Evaporators made some progress 
for step coverage by heating the wafers and rotating the wafers in the chamber with a hemispheri­
cal cage. However, evaporator technology is not able to form a continuous film over features with 
an aspect ratio greater than 1.0: 1, and is marginal for an aspect ratio of 0.5 : 1 to 1.0: 1. This draw­
back to evaporation led to its demise in IC production. 

Another serious drawback of evaporation is its limitation for depositing alloys. The evaporator 
requires multiple crucibles for the different materials, which is a problem because of the different 
vapor pressures of the materials. This limitation makes it difficult to control the ultimate composition 
of the deposited alloy with any degree of accuracy. 

Ultimately, the wafer fab1ication industry quickly replaced evaporators with sputtering sys­
tems due to their improved step coverage capability. The evaporator is still used in research appli­
cations and for some compound semiconductor technologies that can actually use the poor step 
coverage of evaporators to their advantage during specialized processing. In addition, evaporators 
are still sometimes used in the chip packaging process to deposit solder bumps on th~ chip surface 
(see Chapter 20). 

Sputtering 

Sputtering, a form of physical vapor deposition (PVD), was discovered in 1852 by Sir William 
Robert Grove and developed as a thin film deposition technique in the 1920s by Langmuir.33 As its 
name implies, sputtering is mainly a physical, rather than chemical, process. In the sputtering 
process, high-energy particles strike a solid slab of high-purity target material and physically dis­
lodge atoms. These sputtered atoms migrate through a vacuum and eventually deposit on a wafer. 

The advantages of sputtering are:34 

1. Ability to deposit and maintain complex alloys. 

2. Capability to deposit high-temperature and refractory metals. 

3. Ability to deposit controlled, uniform films on large wafers (200 mm and larger). 

4. Capability of multichamber cluster tools to clean the wafer surface for contamination and na­
tive oxides before depositing metal (refeired to as in situ sputter etch) . 

While sputtering was a big improvement in gap fill over the earlier metallization method of 
evaporation, its limited capability for step coverage and filling high-aspect ratio gaps makes it in· 
sufficient for ULSI applications.35 Over the years, improvements have been made to the sputtering 
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ocess to obtain better step coverage, including recent advances with ionized metal plasma PVD. 
~~r critical applications, such as the st~p cover~ge in tungsten plugs, de~~sition_ ~ill usu~Ily be 
done with a CVD metal process. Sputtermg contmues to be used for depositmg cnt1cal barner and 
seed Jayers, such as tantalum/tantalum nitride used in copper metallization (when the aspect ratio is 

reasonable). 

:sasic Sputtering Steps ■ There are six basic steps to sputteiing:36 

I. Positive argon ions are generated in a plasma in a high vacuum chamber and accelerated 
toward a target material at a negative potential. 

2. During acceleration, the ions gain momentum and strike the target. 

3. The ions physically dislodge (sputter) atoms from the target, which has the desired material 
composition. 

4. The dislodged (sputtered) atoms migrate to the wafer surface. 

5. The sputtered atoms condense and form a thin film on the wafer surface with essentially the 
same material composition as the target, following the stages for thin film growth outlined in 
Chapter 11. 

6. Excess material is removed from the chamber by vacuum pump. 

To illustrate sputtering, Figure 12.16 shows the basic configuration of a simple, DC diode 
sputter deposition chamber with parallel plates. It consists of the solid target material, a substrate 
(wafer), and a vacuum enclosure. The target is electrically grounded and referred to as the cathode, 
while the substrate has a positive potential and is termed the anode. The anode and cathode are both 
called electrodes. The sputtering target is composed of the necessary material for deposition. 
Targets are manufactured to achieve a homogeneous composition, fine grain size, and specific crys­
tallographic orientation, all of which contribute to achieving a uniform film deposition rate across 
the wafer.37 Target purity levels of 99.999% (5 nines) or better are required for achieving accept­
able film purity for sub-0.25 µm geometries. 

A high density of positive ions from an argon gas glow discharge is strongly attracted to the 
negative target material, striking it at high velocity and dislodging the atoms to be deposited. The 
atoms are sputtered (knocked off) from the target material and scatter in the chamber; eventually 
some come to rest on the wafer or the chamber walls. This action necessitates cleaning of the cham­
ber in some systems. The atoms on the wafer nucleate and grow a thin film. An important aspect of 
sputtering is that this process can be used to sputter-deposit alloys, in particular aluminum-silicon 

FIGURE 12.16 Simple Parallel Plate DC Diode Sputtering System 



316 CHAPTER 12 

and aluminum-copper alloys. For instance, if the target material is aluminum with I% copper, then 
the deposited film will be aluminum with 1 % copper (at steady-state conditions). 

The latest technology of sputtering equipment systems are multichamber cluster tools. The 
system has a loadlock that moves single wafers from the wafer cassette to its ultimate base vacuum 
pressure. The loadlock may consist of dual loadlocks to move the wafer through a staged vacuum 
sequence from ambient atmosphere to base vacuum pressure. A robot transfer system designed 
specifically for the cluster tool environment moves wafers from the various process chambers and 
a buffer chamber. It is important that the robot operate without generating particles and be ex­
tremely reliable. Cluster tool robots are often magnetically coupled, which permits the robot drive 
motor to remain on the outside of the process chambers to reduce particles. 

Vacuum conditions are important in the sputtering chamber to create the plasma and maintain 
purity of the deposited films, with base vacuum typically at I 0-7 toIT during initial pump down. The 
rate that argon gas enters the process chamber is critical because it causes the pressure to rise in the 
chamber. With the argon and sputtered material in the chamber, the pressure rises to about 10-3 torr. 
The hot, high-vacuum environment of the process chamber promotes the formation of the sputtered 
atoms into thin films on the wafer surface. 

. 
Physics of Sputtering ■ An essential aspect of sputtering is the formation of the ionized argon · 
gas into a plasma (see Chapter 8). Argon is used as the sputtering ion species because it is relatively 
heavy and is a chemically inert gas, which keeps it from reacting with the growing film or the tar­
get. If a high-energy electron strikes the neutral argon, the collision knocks off outer electrons and 
creates a positively charged argon ion. This energetic particle is used to strike the negatively 
charged target material to be sputtered. 

Sputtering Mechanism. Positively charged argon ions in the plasma are strongly attracted 
to the negative potential of the cathode target. The charged ions accelerate and acquire kinetic en­
ergy (or energy of motion) as they pass through the voltage drop of the glow-discharge dark space 
(see Chapter 8 for a description of glow discharge) . When the Ar ions strike the target surface, the 
momentum of the Ar ion transfers to the target material to dislodge one or more atoms. This action 
is referred to as momentum transfer. The ejected neutral atom or atoms move through the plasma 
(with a small chance of being ionized) and land on the wafer. The incident ion energy must be large 
enough to dislodge target atoms but not so large that the ion penetrates into the target material. 
Typical sputtering ion energies range from 500 to 5,000 eV. 

An analogy for dislodging metal atoms from the surface of the target material during sput­
tering is hitting billiard balls in a pool game. Even though the cue ball in pool is travelling in one 
direction, the billiard balls can be knocked in some other direction. This same effect occurs in sput­
tering, where the argon ion impacts the target and dislodges one or more atoms fron:i the surface of 
the target (see Figure 12.17). 

Metal atoms 

// • \ · \ 
,/ \ \ 

Sputtered r .. \ \ ~~----, 
metal atom \ ~.) ~ \ .... \.,.__) 

1 0 'I Rebounding argon ion 
High-energy / \ ._../ recombines with free 

Ar+ ion /' electron to form a neutral 
atom. 

FIGURE 12.17 Dislodging Metal Atoms from Suriace of Sputtering Target 
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The sputtering yield is defined as the number of atoms ejected by the target (cathode) per in-
·dent ion that strikes it. The yield largely determines the rate of sputter deposition. It varies from 

c~ ut o.5 to 1.5. A sputter yield of 0.5 means that, on the average, two ions must strike the target 
;
0

; one atom to be ejected. The sputter yield depends on the following conditions:38 

1_ Incident angle of the bombarding ions. 

z. Composition and geometry of the target material. 

3. Mass of bombarding ions. 

4. Energy of the bombarding ions. 

A method of increasing the sputtering deposition rate is to confine the plasma to the region 
between the target and wafers. Due to the ionization process, there are dark spaces just to the front 
and the sides of the target. Dark space shields are placed on the sides of the target to prevent target 
material from being sputtered on the sides, since this material will never deposit on the wafers. 
Shields require periodic changing because sputtered target material builds up on the surface and 
causes particulate contamination. 

Targets undergo erosion from the ion bombardment and are replaced when about 50% or 
more of the target material is removed.39 Much of the energy consumed during the sputtering 
process is dissipated as heat in the target, or by emission of secondary electrons and photons by the 
target. For this reason, cooling of the target material is done to maintain a low target temperature. 

In addition to being struck by the sputtered atoms, the substrate has other species landing on 
it (see Figure 12.18). These species cause heating of the substrate (up to 350°C) which leads to un­
even film deposition. The high temperature can also create an undesirable aluminum oxide during 
aluminum deposition, which interferes with the sputtering process. The many species impinging on 
the wafer surface during diode sputtering also increase the possibility of damage due to radiation to 
sensitive devices. 

FIGURE 12.18 Different Species Landing on Substrate 

Note the presence of the impurity gas atoms during diode sputtering. This is a problem if the 
impurity atoms are incorporated into the growing film on the substrate. The sources of contaminants 
are: (1) impure sputtering gas, (2) outgassing from the wafer holder, (3) outgassing from chamber 
Walls, and (4) vacuum leaks.40 It is necessary to use ultrahigh purity (UHP) sputter gases and to ver­
ify there are no chamber leaks. 
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The spacing between the cathode and anode must be optimized for each sputtering system. 
The goal is to have as many sputtered atoms as possible be deposited on the wafers and form the 
desired film. 

The sputtering system described thus far is a simple DC diode system that has a DC voltage 
applied between two electrodes (cathode and anode). The DC diode sputtering system has serious 
drawbacks that limit its use in manufacturing. A DC diode type sputtering system cannot be used to 
sputter dielectrics because the electrodes become coated with the dielectric and the glow discharge 
cannot be sustained. The target rapidly builds up a positive charge, which repels incoming positive 
ions. DC diode type sputtering is also not capable of performing a sputter etch. Sputter etch (or re­
verse sputter) is a preclean step where the sputter process is reversed and argon atoms are used to 
remove thin native-oxide layers and remaining etch residues that contaminate contacts and vias. In 
other words, the wafer is sputtered instead of the target. This sputter etch preclean is important in 
multichamber cluster tools because of the benefit of cleaning followed by deposition without re­
moving the wafer from the vacuum environment. 

Three types of sputtering systems are covered in the following pages: 

♦ RF (radio frequency) . 
♦ Magnetron 

♦ IMP (ionized metal plasma) 

The simple RF sputter system is not used in wafer fabrication because of its inherent ineffi­
ciency. The magnetron has traditionally been the most widely used sputter system, and ionized 
metal plasma (IMP) is becoming more common for sub-0.25 micron technology. 

RF Sputtering ■ In an RF sputtering system, an RF field is used to create the plasma instead of 
the DC field described above. The RF frequency has commonly been 13.56 MHz. It is applied to 
the back surface of the target electrode and capacitively coupled to its front surface (see Figure 
12.19). Both the electrons and ions in the plasma are exposed to the RF field, but due to the high 
frequency, the electrons respond most strongly. The chamber and electrode behave like a diode, cre­
ating a high amount of electron flow and resulting in a negative charge on the target electrode. This 
negative charge (produced by a self-bias) attracts positive argon ions, which sputter material from 
the insulator or non-insulator target.41 

Gas flow controller 

Gas panel Chuck 

Argon 

FIGURE 12.19 RF Sputtering System 

Turbo 
pump 

Matching 
network 

RF generator 

Microcontroller 
operator interface 

bi, 
rm 

yit: 
thr 
tht: 
inf 
hi! 
wa 

M: 
the 
ere 
the 
ter 
spl 
the 
me 

Fl( 

pla 
tar1 
req 
hig 
Ve]. 

cor. 
arr 
Wa1 

fol] 

cau 
Wa] 

the 
ing 



ltage 
riou8 
ed to 
large 
iitive 
)r re. 
ed to 
l.S. Jn 
tnt in 
it re-

1effi. 
1ized 

ad of 
ed to 
igure 
high 
, ere­
This 
from 

Metallization 319 

Tbe wafer can be electrically biased to put it at a different field potential than the argon. The 
. a plied to the wafer causes the argon atoms to strike the wafer directly. This RF biasing per-

bl~: Je exposed wafer surface t? be sputter _etc?e? and cleaned_- . . 
llJ.lt In practice, an RF sputtenng system IS hrruted because It does not have a high sputtenng 
·eJd, Jeading to a low de~ositi?n rate. Ma~y o_f the secondfil1'. electrons emitted by the ~arget pass 

Y1 h the discharge reg10n without contnbutmg to tlle creation of plasma. The sputtenng rate of 
tbfOt:uet would be much higher if these secondary electrons were involved in ion collisions, lead­
~e to ~he creation of more ions to bombard the target. To overcome tllis inefficiency and to achieve 
~gh metal deposition rates necessary for wafer fabrication, tlle concept of magnetron sputtering 
tug 
was developed. 

lVfagnetron Sputtering ■ Magnetron sputtering employs magnets configured around and behind 
the target to capture and restrict the electrons in front of the target (see Figure 12.20). This setup in­
creases the ion bombardment rate on the target in order to produce more secondary electrons, which 
then increases the ionization rate in the plasma. The end result is that more ions cause more sput­
tering of the target, which increases the deposition rate of tlle system. The invention of magnetron 
sputtering to improve the deposition rate is one of tlle main reasons why sputtering has become 
the leading process for single-wafer deposition systems for aluminum and contact alloys used in 
metallization. 

DC power supply 
Magnet 

Argon inlet 

Target 

Heated wafer chuck 

Vacuum Pump 

FIGURE 12.20 Magnetron Sputtering 

The magnetron sputtering design requires a substantial amount of power supplied to the argon 
plasma to maximize the sputtering rate (about 3kW to 20 kW of power). Because the sputtering 
target absorbs most of this power and is in contact with the cathode, cooling of the cathode is 
required. An important challenge is uniformity of the sputtered deposit on large wafers. To achieve 
high deposition rates and film uniformity in single-wafer cluster tools, new cathodes have been de­
veloped with rotating, rare eartll, high-strength permanent magnets.42 

Step Coverage. Sputtering requires a vacuum environment with high-purity argon to avoid 
contamination from residual gas. The vacuum during tlle sputtering process is around 1 mtorr, with 
a mean free path of several centimeters. This is approximately the distance between the target and 
wafer. Because of this distance, atoms dislodged from the target essentially pass on to the wafer by 
following a line-of-sight patll. 

This line-of-sight path for the ejected atoms exiting at many different angles from tlle target 
causes poor coverage on steps and sidewalls in contacts and vias. Due to their geometry, tlle side­
walls and bottoms of high-aspect ratio contact windows and vias will receive only 10% or less of 
the metal deposited on the top surface.43 For this reason PVD is not usually chosen when deposit­
ing a material on high aspect ratio steps and trenches. 
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Collimated Sputtering. To achieve increased coverage on the bottom and side of a contact 
or via, directional enhancement can be achieved by the use of collimated sputtering (see Figure 
12.21). The collimator is configured so that it appears as the electrical ground for the plasma. In this 
manner, any neutral species sputtered from the target at a high angle is intercepted and deposited 
on the collimator. Other atoms that are ejected straight back from the target will pass by the colli­
mator and deposit on the bottom of the contact hole. At the same time, a collimator reduces side­
wall coverage in the contact or via. 

Collimated Sputtering System 

Target 

A 

Collimator l 
FIGURE 12.21 Collimated Sputtering 

l l l l 

Cross section of via showing coverage 
of resulting sputtered fi lm. 

The use of a collimator means that a large portion of the sputtered material will not reach the 
wafer, since most of the sputtered material ends up on the collimator. This result lowers the sputter 
yield and increases the cost of deposition, since fewer sputtered atoms reach the wafer. At the same 
time, maintenance costs increase because the target is less efficient. Given these problems, it is 
more efficient to use ionized metal plasma (IMP) or CVD deposition over magnetron sputtering if 
step coverage is a critical factor. 

Ionized Metal Plasma (IMP) ■ A problem for sputtering technology in wafer fabrication for 
high performance ICs is that as feature sizes shrink, the capability to sputter into high aspect ratio 
vias and narrow trenches becomes limited . A recent development in PVD to overcome this problem 
is ionized metal plasma PVD (IMP or ionized PVD ), which was introduced in the mid-1990s. In this 
approach, the sputtered metal is ionized in an RF plasma at a pressure of 20 to 40 mtorr (see Figure 
12.22). The positive metal ions then travel in a highly directional, vertical path toward a wafer 
configured with a negative voltage bias. This voltage bias can also be used to control the energy 
of the incoming metal ions, which helps reduce damage to the surface of the wafer.44 Biasing 
the wafer enables a higher degree of film conformality in the bottom and comers of high aspect 
ratio gaps. 

Ionized PVD achieves good hole-fill for Ti and TiN on structures with 0.25-micron contacts 
and vias and 6: 1 aspect ratios, with 70% bottom coverage, 10% sidewall coverage, and excellent 
sidewall integrity. This coverage is critical in the bottom, bottom corner, and lower sidewall areas 
of holes with a typical 85° sidewall angle. 

Ionized PVD is used in production to deposit titanium and titanium nitride barrier films for 
devices at the 0.25 µm and below generations with high-aspect ratio contact and via structures.45 It 
is also capable of depositing tantalum, tantalum nitride, and copper, which are important metals for 
copper metallization. The development of ionized PVD has further improved sputtering to extend 
its usefulness in high-aspect ratio gap fill. 

Metal CVD 

The use of chemical vapor deposition (CVD) for metal deposition is increasing because of its su· 
perior conformal step coverage and void-free filling of high-aspect ratio contacts and vias. These 
factors are critical for wafer fabrication as feature sizes decrease to the 0.15-µm generation and 
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beyond. The projected aspect ratio for vias in DRAM memory is projected to be 7:1 for the 0.15-
µm generation, and 2.4: 1 for logic.46 

Tungsten CVD ■ Tungsten (W) CVD is used in multilevel interconnection technology as the 
process to deposit the via plug and to act as the contact plug between the first metal layer and the 
silicide contact. Tungsten CVD is also used as the local interconnect (LI) because of its low resis­
tivity. Tungsten has performed reliably, with billions of W CVD plugs used on one microchip. 
However, its usefulness as a vertical interconnect may be limited with the introduction of the new 
damascene copper metallization scheme. 

Tungsten CVD is common as a plug material due to: 

l. Excellent step coverage and gap-fill, particularly in high-aspect ratio vias. 

2. High electromigration resistance. 

Low-pressure CVD (LPCVD) is the usual method for depositing W plugs, along with plasma­
enhanced CVD (PECVD). Reactors are both hot- and cold-wall and configured as batch or multi­
chamber cluster tools. The most common source gas for W is WF6.47 Sputtering costs less to 
operate than CVD for W deposition but has traditionally poorer directional control. This coverage 
produces nonuniform tungsten deposition quality in vias, which is why CVD has been the preferred 
method. This may change with the recent development of ionized PVD. 

Tungsten CVD is typically deposited in blanket films . Blanket deposition deposits tungsten 
nonselectively on the entire wafer surface, including the via pathways, and is the most common 
approach. 

Blanket Tungsten CVD Deposition. Blanket tungsten deposition followed by chemical 
mechanical planarization (CMP) is the common method used to fill vias to connect between metal 
layers. As always in CVD, the properties of the film deposited with CVD depend on the chemical 
reactions that occur at the wafer 's surface. For blanket tungsten CVD, the most frequently used 
reaction is the reduction of tungsten hexafluoride (WF 6) by hydrogen to produce tungsten and 
hydrogen fluoride: 

WF6 (gas) + 3H2 (gas) 

tungsten hexafluoride hydrogen 

W (solid) 

tungsten 

+ 6HF (gas) 

hydrogen fluoride 
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PVD Cluster Tool 
(Photo courtesy of Applied Materials, Inc.) 

Typically the first step in blanket tungsten CVD is to deposit a titanium/titanium nitride 
(TiffiN) barrier layer (see Figure 12.23). The Ti is deposited before TiN to react with the under­
lying material and lower the contact resistance. If this is a contact in the first interlayer dielectric 
(ILD-1), then Ti reacts with silicon to form TiSi2 silicide. The TiN functions as a barrier metal and 
adhesion promoter (glue layer) for tungsten. It needs a minimum bottom thickness of about 50 A 
with continuous sidewall coverage to be an effective barrier metal and keep the tungsten from at­
tacking underlying layers.48 The Ti/fiN banier layer may be deposited by IMP PVD. The TiN bar­
rier metal may also be deposited either by CVD using ammonia and one of a number of precursor 
molecules, including the tetrakis dimethylamino titanium (TDMAT) or tetrakis diethylarnino tita­
nium (TD EAT). CVD has usually been preferred for TiN because of improved step coverage. 

It is necessary to remove the excess blanket tungsten above the dielectric layer. This was 
previously done by a tungsten etchback process to remove the excess tungsten and leave a 
planarized plug. In 0.25-µm device generations and below, planarization of tungsten by chemical 
mechanical planarization (CMP) is the preferred process (CMP and etchback are addressed ill 
Chapter 18).49 Barrier metals such as TiN and Ti are used to prevent diffusion between the tungsten 
and the silicon. 
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Copper CVD ■ Copper (Cu) CVD is a potential process for depositing a thin copper seed layer 
necessary for copper electroplating. The seed layer, or strike layer, is thin (about 500 to 1000 A) 
and deposited on top of a diffusion barrier (most likely a Ta-based ba1Tier metal). For successful 
electroplating, it is critical that this seed layer be continuous and free of pinholes and voids along 
the feature sidewalls and bottom. If a seed layer is not continuous, this can create a void in the elec­
troplated copper. The excellent conformality of CVD is why this process has been investigated for 
the seed layer. 

Cu Precursors. There are two precursors for CVD Cu, Cu(I), and Cu(II) . Note that Cu(I) 
indicates a copper ion with a+ 1 positive charge and Cu(Il) indicates a +2 positive charge. The most 
widely used Cu(I) precursor is Cu(hfac)(TMVS); chemical name trimethylvinylsilylhexafluo­
roacetylacetonate copper (I), chemical formula C10H13CuF60 2Si, and refe1Ted to by its trade name 
of CurpraSelect.50 This molecule combines copper in a+ I oxidation state with TMVS and hfac lig­
ands to make a clear yellow, liquid precursor (a ligand is a molecule or ion smrnunding a central 
metal cation). TMVS is flammable, but the compound Cu(hfac)(TMVS) does not ignite 
easily. Cu(hfac)(TMVS) is compatible with industrial stainless steel delivery vessels. The CVD de­
position proceeds by reducing a copper atom to metal while oxidizing another atom to Cu(hfac)2 
and releasing free TMVS as by-products. The chemical reaction is: ' 

2Cu+1(hfac)TMVS (gas) ➔ Cu0 (solid) + Cu+2(hfac)2 (gas) + 2TMVS (gas) 

The most common Cu(II) precursor is Cu(hfac)2. For example, the Cu(II) reaction can 
proceed by reduction in H2: 

Cu(hfac)2 (gas) + H2 (gas) ➔ cu0 (solid) + 2H(hfac) (gas) 

Copper Electroplate 

The transformation of IC fabrication to copper metallization is underway for all chip manufactur­
ers. Initially, high-performance microprocessors and fast, static RAMs are being converted to 
copper technology. Copper electroplate, also known as electroplating, electrochemical deposition 
(ECD ), or electrofill, is the first-generation deposition method to be used for copper metallization. 
Cost and performance will be important issues that affect when copper will replace aluminum as 
the mainstream interconnect metallization. Electroplating has not traditionally been used in semi­
conductor manufacturing. However, it has been an important metallization process in other areas of 
electronic manufacturing, such as thin film heads used in disk storage devices and copper wiring 
for printed circuit boards. Therefore, its process and equipment requirements are well understood. 
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Copper Electroplating 
Tool 
(Photo courtesy of 
Novellus) 

Electroplating Fundamentals ■ The basic principle of electroplating copper metal is to im-
merse a wafer with a conductive surface into a solution of copper sulfate (Cu(SO,J) which contains 
copper ions to be deposited (see Figure 12.24). The wafer and its seed layer are connected electri­
cally to an external power supply as a negatively charged plate, or cathode. A solid piece of copper 
is immersed in the solution and configured as the positively charged anode. Electrical current passes 
through the wafer, into the solution, and through the copper anode.51 When current flows, the fol­
lowing reduction reaction occurs at the wafer surface to deposit copper metal: 

Cu2+ + 2e- ➔ Cu0 

Copper ions 

Copper atom 
attached to wafer ---- / 

Copper(£) 
ion 

FIGURE 12.24 Copper Electroplating 

Electrons Copper metal 

- Cathode 

Plating solution 

Metal copper ions on the cathode wafer surface are reduced to metal copper atoms duriog 
electroplating. At the same time, an oxidation reaction occurs at the copper anode that balances tbtl 

current flow in the cathode. This reaction maintains electrical neutrality in the solution. 
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The quantity of copper deposited is directly proportional to the current delivered to the con-

d ctive wafer surface (Faraday's law of electrolysis).52 With this relationship, the basic parameters 
u control in electroplating arc current and time. With no current flow, there is an equilibrium po­

to ntial among the anode, cathode, and solution. When an external power source applies a voltage, 
: current flows between the anode and cathode and metal is depo ited on the cathode proportional 
to the amount of current. 

In practice, electroplating is complicated to control, especially the electroplating solution and 
how the current is applied. Given the high-aspect ratio holes and trenches that must be filled on 
J1iuh-performance ICs, electroplating is challenged to maintain a uniform current density in the 
h;ies. This condition is important because the plating rate is a direct function of cutTent density. If 
there is a high current density at the top of the hole and a lower current density at the bottom of the 
hole, then copper will plate faster at the top. 

Different types of voltage waveforms applied to the cathode/anode system can assist in 
plating high-aspect ratio holes . For instance, by applying an oscillating electric field and control­
ling the amplitude of the waveform, a deposit/etch (referred to as dep/etch) sequence is obtained. 
In this manner, the copper can be slightly removed (etched) in the high-density current regions to 
balance the copper gap-fill capability. 

Because the copper electroplating metallization is a new process for semiconductor manu­
facturing, there are a host of other issues to address. For instance, it is important that no copper plate 
on the backside of the wafer. Electroplating also poses concerns for chemical control and disposal. 
It does simplify the metallization process somewhat by avoiding a high vacuum or complex heat­
ing of the wafer. 

METALLIZATION SCHEMES 

The strategy for metal interconnects for IC fabrication is undergoing dramatic change. After many 
years of development activities, copper is being implemented as the main chip interconnect con­
ductor for a wide range of ICs.53 Either aluminum or copper metallization is expected to be used 
for chip applications during a tran ition period until copper is fu lly implen:1ented. The type of met­
allization scheme used depends on how the chip design is optimized for performance and price. 

Traditional Aluminum Structure 

The traditional interconnect metal has been an aluminum-copper alloy with an interlayer dielectric 
of SiO2 to insulate between the metal layers. The process steps for the traditional aluminum 

Blanket AJuminum Etch 
(Micrograph courtesy 
of Integrated Circuit 
Engineering) 
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interconnect technology for an ILD-2 and metal-2 (one complete level) are described in Steps 11 
and 12 of the process flow described in Chapter 9. This traditional process can be viewed as an alu­
minum subtractive process because the aluminum is deposited as a blanket film and then etched 
away (subtracted) to fo1m the circuitry. The critical step that defines the width and spacing of the 
aluminum interconnect lines is metal etch, while SiO2 is deposited into the narrow gaps between 
the lines. 

New materials and processes are being rapidly introduced into advanced wafer fabs to sup­
port the 0.18-µm technology node with traditional aluminum alloy metallization. This is a transi­
tional period until copper metallization is eventually implemented. As a rule, most fabs will change 
only one major microchip material at a time (e.g., metal or insulator) to minimize the inherent risk 
to production. With these new fabrication materials and their stringent processing requirements, the 
general trend is for increased use of high-density plasma CVD (HDPCVD) for dielectrics, a shift 
from sputtered metals to metal CVD, and increased use of chemical mechanical planarization 
(CMP). The goals are to increase product performance and manufacturing productivity. 

Copper Damascene Structure 

The semiconductor industry is implementing copper as the interconnect material for microchip 
fabrication. The traditional process flow will not be used for copper metallurgy because copper is 
not suitable for dry-etching. Copper also has special requirements to minimize its diffusion into 
silicon. To form copper interconnect wiring, a dual-damascene process is used to avoid copper 
etching. In the damascene process, it is no longer metal etch that defines the critical line width and 
spacing, but rather dielectric etch. 

Dual Damascene Process ■ Since copper is difficult to etch, early developers of copper tech­
nology were forced to consider alternative approaches to creating metal lines. The dual-damascene 
process became the consensus process for copper metallurgy. It creates both the vias and lines for 
each metal layer by etching holes and trenches in the ILD, depositing copper in the etched features 
and using chemical mechanical planarization to remove the excess copper (referred to as copper 
overburden). 

There are many possible scenarios for a dual-damascene process flow. Table 12.5 explains a 
basic process flow with the essential technologies that may or may not include all the steps per­
formed by a particular manufacturer. 

TABLE 12.5* Copper Metallization using Dual Damascene 

Process Step Description 

1. SiO2 deposition ILD oxide 
deposition with 
PECVD to desired 
thickness for via. 
There is no critical 
gap fi 11; therefore, 
PECVDis 
acceptable. 

2. SiN etch stop 
deposition 

3. Via patterning 
and etch 

Thin (250 A) SiN 
etch stop is 
deposited on ILD 
oxide. The SiN 
needs to be dense 
and pinhole-free; 
therefore, 
HDPCVD is used. 

Photolithography 
to pattern and dry 
etch via openings 
into SiN. Strip 
photoresist after 
completion of etch. 

Structure 

~SiN 

SiN 

p 

4. 

5. 

6. 

7. 

8. 

9. 

-
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Process Step Description 

4. Deposit PECVD oxide 
remaining SiO2 deposition for 

remaining ILD 
oxide. 

5. Interconnect 
patterning 

6. Etch trench for 
interconnect 
and hole for via 

7. Deposit 
barrier metal 

8. Deposit Cu 
seed layer 

Photolithography 
to pattern SiO2 
trench with resist. 
Previously 
patterned via 
openings are 
located in trench. 

Dry etch trench in 
ILD oxide, 
stopping on the 
SiN layer. Etch 
continues to form 
via opening by 
passing through 
opening in SiN. 

Deposit Ta or 
TaN diffusion 
layer with ionized 
PVD on bottom 
and sidewalls of 
trench and via. 

Deposit continuous 
Cu seed layer with 
CVD. The layer 
must be uniform 
and free of 
pinholes. 

9. Deposit Cu fill Deposit Cu 
fill with 
electrochemical 
deposition (ECD). 
Fill both via 
opening and 
trench. 
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Structure 

Si02 

Photoresist 

Barrier metal 

Cu seed layer 

Copper layer 
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Process Step 

10. Remove 
excess Cu 
with CMP 

Description 

Remove excess Cu 
using chemical 
mechanical 
planarization 
(CMP). This 
planarizes the 
surface and 
prepares for the 
next level. The 
resulting surface is 
a planar structure 
with metal inlays 
in the dielectric to 
form the circuitry. 

Structure 

Copper 

* P. Singer, "Making the Move to Dual Damascene Processing," Semiconductor International (August 1997): p. 79. 

For dual-damascene processing, a two-tiered metal inlay is created that includes a series of 
holes (for contacts or vias) in addition to the interconnect trench for metal lines. The vias and metal 
line levels undergo copper fill concurrently, which saves a process step and eliminates the interface 
between the via and metal line. 

There are different approaches to performing dual-damascene processing, each with their 
own set of challenges. Most of the manufacturing methods integrate the use of etch-stop materials 
to control how deep etching occurs for the via and trench. Etch stop is typically done by using a 
barrier metal such as silicon nitride (Si3N4 or SixNy) as a hard mask at the bottom of the via or 
trench. Si3N4 etches at a much slower rate than the dielectric material, thus effectively stopping the 
etch process. Some approaches may even have two separate Si3N4 layers, which adds process com­
plexity. In addition, Si3N4 has a high-k and increases the interlayer capacitance of the interconnect 
stack, which is why the Si3N4 layer needs to be thin. 

The dual-damascene flow shown above has the via etch done in the same etch step as the 
trench, with the SiN etch stop to define the bottom of the trench. In other variations of dual­
damascene, the via is etched first, then the trench is patterned and then etched. Trench structures 
created over topography from a previous via etch pose a significant challenge for photolithography. 

The most important reason for using a damascene approach to copper metallization is to avoid 
metal etch. A second advantage to damascene processing is that there is no further need for dielec­
tric gap fill between etched metal lines, since the dielectric is applied as a blanket and then etched. 

The dual-damascene process in wafer fabrication potentially uses 20 to 30% fewer steps than 
traditional aluminum metal interconnect. Not only are there fewer manufacturing ·steps, bur dual 
damascene also eliminates or reduces some of the most difficult steps of traditional aluminum met­
allization, including aluminum etch and many of the tungsten and dielectric chemical-mechanical 
polish steps. 54 Reducing process steps in wafer fabrication is important for improving the yield of 
the process, since fewer process steps translate to fewer sources of error that reduce assembly yield. 
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METALLIZATION Q!JALITY MEASURES 

Wafer fabrication quality measures for metallization are proviJed in Table 12.6. 

rABLE 12.6 Quality Measures for Metallization 

Quality Parameter Types of Defects Remarks 

1. Sputtered metal adhesion. A. Metal layer does not adhere Parameters affecting film 
to substrate. adhesion are: 

• Wafer contamination 
• Stress 
• Types of materials 
• Temperature of substrate 
• Argon pressure 

-
2. Sputtered film stress. A. Excessive stress leads to: Film stress can be caused by 

• Cracks in the film surface. excessive temperature of the 
• Loss of film adhesion. wafer substrate. Ways to 
• Increased resistivity in reduce wafer temperature are: 

some materials. • Lower deposition rate 
• Increased backside cooling 
Cracks can cause: 
• Peeling of the film layer 
• Contaminant migration 
• Electrical opens or short. 
Measure film stress (bow of 
wafer surface) before and after 
deposition. Units for stress are 
dynes. 

3. Sputtered film thickness. A. Metal layer does not meet film Parameters that affect film 
thickness specifications thickners are: 
(e.g., sheet resistance out of • Incorrect recipe 
specification). • Improper flow rates 

• Improper substrate temperature 
• Improper chamber pressure 
• Improper power supply energy 
• Wrong time setting 

4. Uniformity of electroplated A. Nonuniform film thickness Critical parameters for 
( electrochemical deposition, indicated by: electroplating film uniformity 
or ECO) metal film. . Inadequate gap fill and step are: 

coverage for high aspect . Depositing a uniform CVD 
ratio openings (nonuniform seed layer without voids. 
metal thickness at top and . Maintaining proper 
bottom of high aspect electroplating bath 
ratio holes). chemistry (compo~ition 
• Nonuniform deposition and concentration) 

thickness across the wafer for organic additives, 
and from wafer to wafer. primarily brighteners and . Voids in film. suwressors, to attain 

void-free deposition that 
fills bottom and sidewalls 
of gaps. 
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METALLIZATION TROUBLESHOOTING 

Common troubleshooting problems for metallization are provided in Table 12.7. 

TABLE 12.7 Common Metallization Troubleshooting Problems 

Problem Probable Cause Corrective Actions 

1. Degradation in step coverage A. Decrease in substrate Heating the substrate to improve 
of metal film . temperature. For Al alloy step coverage because surface 

sputter deposition, step mobility of deposited metal 
coverage is dependent on the atoms improves. 
wafer temperature during 
deposition. 

B. Increase in deposition rate. Decrease deposition rate. 
Increase in sputter deposition 
rate may degrade step 
coverage due to reduced 
surface mobility because of 
arrival of more atoms at • surface. 

2. Vacuum chamber integrity. A. Chamber cleanliness or • Check for vacuum leaks 
moisture in chamber. or chamber outgassing. Residual 

gas in chamber that can change 
film reflectivity. 

• Check for 0 2 or N2 in metal 
films that can change resistivity 
and film stress. 

• Clean chamber and do H20 
bake-out. 

B. Outgassing or system leaks. • Use helium leak detection to 
inspect for system leaks. 

• Assess the chamber conditions 
before deposition with residual 
gas analyzer. 

3. Contamination of metal film. A. Particles on surface of film. Check the following common 
particle sources: 

• Dirty input wafers . 
• Problems in hand-off between 

robot and chamber mechanism. 
• Incomplete chamber cleaning 

between runs. 
• Dirty cassettes. 
• Contaminated nitrogen backfill. 

4. Voids in copper trench fill A. Excessive seed layer thickness Optimize the CVD Cu seed layer 
after dual-damascene on the wafer surface (field) deposition by evaluating the 
electroplating. that pinches off the via or electroplating current from the 

trench, creating a center void field to the bottom of vias and 
in the film.* trenches. The goal is to deposit 

adequate seed layer at the bottom 
of a high-aspect ratio feature 
without increasing field thickness. 

5. Excessive copper dishing A. Cu dishing for Cu CMP is After Cu is polished, the Ta 
after dual-damascene CMP. often caused by tantalum layer must be removed from the 

diffusion barrier, which level. The Cu pad/slurry field does 
must be polished back in not effectively remove Ta. 
the presence of Cu.* * Options are: 

• Optimize the pad/slurry for Ta. 
• Minimize the Ta field level 

thickness. 

* R. Jackson et al., "Processing and Integration of Copper Interconnects," Solid State Technology (March 1998): 
p. 56. 
** Ibid. 
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5UMMARY 
1VIetallization deposits a thin metal film to form the 
interconnect wiring and contact or via connections on 
the chip. There are six metal categories used in wafer 
fabrication, with specific requirements for optimum 
performance. Aluminum has been the traditional metal 
for interconnect lines. An ohmic contact is the low­
resistance contact between silicon and the interconnect 
rnetal. Aluminum is sometimes alloyed with silicon to 
reduce junction spiking at the ohmic contact. 
Aluminum is often alloyed at 0.5 to 4% copper to min­
imize electromigration reliability problems. New inter­
connect metallization is based on copper metallurgy to 
decrease the metal resistivity. Copper combined with 
1ow-k dielectric will decrease the chip interconnect 
delay, but copper does require a new processing ap­
proach since it does not etch well. Ba1Tier metals are 
used when joi!1ing metals. Different barrier metals have 
optimum properties depending on the application. A 
silicide is a refractory metal alloyed with silicon to 
improve contact resistance·and adhesion. A salicide is a 
particular silicide that is aligned to the source, drain, and 

KEY TERMS 

interconnect 

wiring 

contact 

vias 

plug 

eutectic temperature 

anneal or sinter 

ohmic contact 

junction spiking 

electromigration 

hillocks 

copper interconnect 

barrier metal 

refractory metals 

silicide 

polycide 

salicide 

tungsten plugs 
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gate structure. Metal layers are connected with vias 
filled with tungsten plugs. The most widely used metal 
deposition system is sputtering. Sputtering physically 
bombards a target to dislodge atoms and deposit the 
atoms as a thin film on the wafer surface. The three 
most common types of sputtering are RF, magnetron, 
and ionized metal plasma. RF sputtering is inefficient, 
while magnetron has a higher deposition rate but limited 
gap-fill capability. Ionized metal plasma has improved 
directionality for high-aspect ratio deposition. CVD 
metal has the best conformality and is used for tungsten 
plug fill and copper seed layer. Copper electroplate is 
the process chosen by major semiconductor manu­
facturers for copper wiring deposition. Traditional 
aluminum metallization deposits a blanket aluminum 
film and then etches line patterns to form interconnect 
wiring. Copper metallurgy will use a dual-damascene 
process that etches vias and trenches in dielectric, 
deposits copper fill, and then removes excess copper 
through chemical mechanical planarization. 

evaporation 

physical vapor deposition (PVD) 

target 

momentum transfer 

sputtering yield 

sputter etch (reverse sputter) 

RF sputtering 

magnetron sputtering 

collimated sputtering 

sputtered aluminum 

ionized metal plasma PVD (IMP or ionized PVD) 

tungsten (W) CVD 

copper CVD 

electroplate (electroplating, electrochemical deposition 
(ECD), or electrofill) 

evaporation 

aluminum subtractive process 

dual-damascene process 
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REVIEW QUESTIONS 

1. Define the following terms: interconnect, contact, via, 
and plug. 

2. What metal has traditionally been used for interconnect 
wiring, and what is its replacement? 

3. List and describe the seven performance requirements 
for metals used in wafer fabrication . 

4. List the categories of metals and metal alloys used in 
semiconductor manufacturing. 

5. Explain why aluminum has been the interconnect metal 
of choice for microchips. 

6. What is an ohmic contact and what is its advantage? 

7. Describe junction spiking and list the two primary ways 
it was resolved. 

8. Discuss electromigration and how it affects reliability. 
How is electromigration controlled in aluminum wiring? 

9. List and discuss the five be,pefits for introducing copper 
metallization. 

l 0. What are the three major challenges for converting to 
copper for interconnects? 

l I. Explain what a barrier metal is and the essential proper­
ties of a barrier material. What metals are commonly 
used as a barrier metal? 

12. List the special requirements for a copper barrier metal. 

13. Define silicide and explain why refractory metal silicides 
are important in wafer fabrication. 

14. What are the benefits of titanium silicide? Explain the 
C49 and C54 phase structures. 

15. What silicide is promising for future wafer technology? 
Why? 

16. What is the salicide process? 
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EQUIPMENT 
SUPPLIERS' 

17. Describe a tungsten plug, and discuss how it is used in 
multilayer metallization. 

18. Why was evaporation replaced as a metal deposition 
system? 

19. Provide a short explanation about sputtering and how it 
works. 

20. Is sputtering suitable for alloy deposition? 

21. What are the advantages to sputter deposition? 

22. List and explain the six steps to sputtering. 

23. Explain the physics of sputtering. 

24. Describe sputter yield. 

25. What is the purpose of sputter etch? 

26. Describe an RF sputter system. What is its major 
limitation? 

27. Discuss how a magnetron sputtering system improves 
the deposition rate. 

28. Explain why sputtering has poor step coverage. How 
does collimated sputtering improve step coverage? 

29. Describe ionized metal plasma. How does this process 
improve high-aspect ratio gap fill? 

30. What is the typical method for creating a tungsten plug 
in advanced ICs? 

31. Why could CVD be used for the copper seed layer? 

32. Explain the fundamental process of copper electroplate. 

33. Why is traditional aluminum metallization a subtractive 
process? 

34. What is the primary reason for implementing the dual­
damascene process for copper? 

35. List ten steps for a dual-damascene metallization 
process. 

http://www.angstromsciences.com/ 
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