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[Document Name] 

[Claim 1] 

Scope of Claims 

JP2004-071186 

A magnetoresistive device compnsmg a magnetic tunnel junction structure 

comprising: 

a tunnel barrier layer; 

a first ferromagnetic material layer of the BCC structure formed on a first side 

of the tunnel barrier layer; and 

a second ferromagnetic material layer of the BCC structure formed on a second 

side of the tunnel barrier layer, wherein 

the tunnel barrier layer is formed by a single-crystalline MgOx (100) layer or a 

poly-crystalline MgOx (x < 1) layer in which the (100) crystal plane is preferentially 

oriented. 

[Claim 2] 

A magnetoresistive device compnsmg a magnetic tunnel junction structure 

comprising: 

a tunnel barrier layer comprising MgO(lO0); 

a first ferromagnetic material layer comprising Fe(lO0) formed on a first side 

on the tunnel barrier layer; and 

a second ferromagnetic material layer comprising Fe(lO0) formed on a second 

side on the tunnel barrier layer, wherein 

the MgO layer is formed by a single-crystal MgOx (100) layer or a poly-crystal 

MgOx (x < 1) layer in which the (100) crystal plane is preferentially oriented. 

[Claim 3] 

A magnetoresistive device compnsmg a magnetic tunnel junction structure 

comprising: 

a tunnel barrier layer comprising MgO(lO0); 

a first ferromagnetic material layer formed on a first side of the tunnel barrier 

layer and comprising a single-crystalline (100) layer or a poly-crystalline layer of Fe or 

an Fe alloy of the BCC structure, the polycrystalline layer having the (100) crystal plane 

preferentially oriented therein; 

a second ferromagnetic material layer formed on a second side of the tunnel 

barrier layer and comprising a single-crystalline (100) layer or a poly-crystalline layer of 

Fe or an Fe alloy of the BCC structure, the polycrystalline layer having the (100) crystal 

plane preferentially oriented therein, wherein 

the discontinuous value (the potential barrier height of the tunnel barrier) 

between the bottom of the conduction band of the MgO(lO0) layer and the Fermi energy 
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of the Fe (100) layer is smaller than an ideal value in the case of a single-crystal. 

[Claim 4] 

The magnetoresistive device according to claim 3, wherein the discontinuous 

value is in the range of 0.2 to 0.5 eV 

[Claim 5] 

The magnetoresistive device according to claim 3, wherein the discontinuous 

value is in the range of 0.10 to 0.85 e V 

[Claim 6] 

A memory device comprising: 

a transistor; and 

the magnetoresistive device according to any one of claims 1 to 5, wherein 

the magnetoresistive device is used as a load for the transistor. 

[Claim 7] 

A method of manufacturing a magnetoresistive device comprising: 

preparing a substrate; 

depositing a first single-crystalline (100) layer or a first poly-crystalline layer of 

Fe or an Fe alloy of the BCC structure, the poly-crystalline layer having the (100) crystal 

plane preferentially oriented therein; 

depositing a tunnel barrier layer on the first (100) layer of Fe or an Fe alloy of 

the BCC structure under high vacuum, the tunnel barrier layer comprising a single­

crystalline MgOx (100) or a poly-crystalline MgOx (x < 1) in which the (100) crystal plane 

is preferentially oriented; and 

forming a second single-crystalline (100) layer or a second poly-crystalline layer 

of Fe or an Fe alloy of the BCC structure on the tunnel barrier layer, the polycrystalline 

layer having the (100) crystal plane preferentially oriented therein. 

[Claim 8] 

A method of manufacturing a magnetoresistive device comprising: 

a first step of preparing a substrate comprising a single-crystalline MgOx (100) or a poly­

crystalline MgOx (x < 1) in which the (100) crystal plane is preferentially oriented; 

a second step of depositing a first single-crystalline (100) layer or a first poly­

crystalline layer of Fe or an Fe alloy of the BCC structure, the polycrystalline layer 

having the (100) crystal plane preferentially oriented therein, and then carrying out an 

anneal process for crystallization; 

a third step of depositing a tunnel barrier layer on the first (100) layer of Fe or 

an Fe alloy of the BCC structure under high vacuum, the tunnel barrier layer comprising 

a single-crystalline MgOx (100) or a poly-crystalline MgOx (x < 1) in which the (100) 
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crystal plane is preferentially oriented; and 

a fourth step of forming a second single-crystalline (100) layer or a second poly­

crystalline layer of Fe or an Fe alloy of the BCC structure on the tunnel barrier layer, 

the poly-crystalline layer having the (100) crystal plane preferentially oriented therein. 

[Claim 9] 

The method of manufacturing the magnetoresistive device according to claim 7 

or 8, further comprising the step of causing a seed layer to be grown between the first 

and the second steps, the seed layer comprising a single-crystalline MgOx (100) or a poly­

crystalline MgOx (x < 1) in which the (100) crystal plane is preferentially oriented. 

[Claim 10] 

The method of manufacturing the magnetoresistive device according to claim 7 

or 8, wherein the step of forming the tunnel barrier layer comprising the single­

crystalline MgOx (100) or the polycrystalline MgOx (x < 1) in which the (100) crystal plane 

is preferentially oriented further comprises the step of adjusting the value of x in MgOx . 

[Claim 11] 

A method of manufacturing a magnetoresistive device comprising: 

preparing a substrate; 

depositing a first single-crystalline (100) layer or a first poly-crystalline layer of 

Fe or an Fe alloy of the BCC structure, the poly-crystalline layer having the (100) crystal 

plane preferentially oriented therein; 

forming an amorphous MgO layer by sputtering on the first (100) layer of Fe or 

an Fe alloy of the BCC structure and then crystallizing the amorphous MgO layer by 

annealing so as to form a tunnel barrier layer comprising the single-crystalline MgOx 

(100) or the poly-crystalline MgOx (x < 1) in which the (100) crystal plane is preferentially 

oriented; and 

forming a second single-crystalline (100) layer or a second poly-crystalline layer 

of Fe or an Fe alloy of the BCC structure on the tunnel barrier layer, the poly-crystalline 

layer having the (100) crystal plane preferentially oriented therein. 

[Claim 12] 

The method of manufacturing the magnetoresistive device according to claim 

11, wherein the amorphous MgO layer is deposited using a target with the value of x in 

MgOx adjusted. 

[Claim 13] 

The method of manufacturing the magnetoresistive device according to claim 

11, wherein the step of forming the amorphous MgO comprises the step of adjusting the 

value of x in MgOx . 
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[Document Name] Specification 

[Title of the Invention] MAGNETO RESISTIVE 

MANUFACTURING METHOD 

[Technical Field] 

[0001] 

JP2004-071186 

ELEMENT AND ITS 

The present invention relates to a magnetic tunnel junction device and a 

method of manufacturing the same, particularly to a magnetic tunnel junction device 

with a high magnetoresistance and a method of manufacturing the same. 

[Background Technology] 

[0002] 

Magnetoresistive random access memories (MRAMs) refer to a large-scale 

integrated memory circuit that is expected to replace the currently widely used DRAM 

memories. Research and development of MRAM devices, which are fast and non-volatile 

memory devices, are being extensively carried out, and sample products of a 4Mbit 

MRAM have actually been delivered. 

[0003] 

Fig. 8 shows the structure and operation principle of TMR device, which is the 

most important part of the MRAM. As shown in Fig. S(A), a TMR device comprises a 

tunnelling junction structure in which a tunnel barrier made of an oxide is sandwiched 

between a first and a second electrode made of a ferromagnetic metal. The tunnel barrier 

layer comprises an amorphous Al-O layer (see Non-Patent Document 1). As shown in Fig. 

S(A), in the case of parallel magnetization alignment where the directions of 

magnetizations of the first and second ferromagnetic electrodes are aligned parallel, the 

electric resistance of the device with respect to the direction normal to the interfaces of 

the tunneling junction structure decreases. On the other hand, in the case of antiparallel 

magnetization alignment where the directions of magnetizations of the first and second 

ferromagnetic electrodes are aligned antiparallel as shown in Fig. S(B), the electric 

resistance with respect to the direction normal to the interfaces of the tunneling junction 

structure increases. The resistance value does not change in a general state, so that 

information "1" or "O" can be stored depending on whether the resistance value is high 

or not. Since the parallel and antiparallel magnetization alignments can be stored in a 

non-volatile fashion, the device can be used as a non-volatile memory device. 

[0004] 

Fig. 9 shows an example of the basic structure of the MRAM. Fig. 9(A) shows a 

perspective view of the MRAM, and Fig. 9(B) schematically shows a circuit block diagram. 

Fig. 9(C) is a cross-section of an example of the structure of the MRAM. Referring to Fig. 
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9(A), in an MRAM, a word line WL and a bit line BL are disposed in an intersecting 

manner, with an MRAM cell disposed at each intersection. As shown in Fig. 9(B), the 

MRAM cell disposed at the intersection of a word line and a bit line comprises a TMR 

device and a MOSFET directly connected to the TMR device. Stored information can be 

read by reading the resistance value of the TMR device that functions as a load 

resistance, using the MOSFET. The stored information can be rewritten by applying a 

magnetic field to the TMR device, for example. As shown in Fig. 9(C), an MRAM memory 

cell comprises a MOSFET 100 including a source region 105 and a drain region 103 both 

formed inside a p-type Si substrate 101, and a gate electrode 111 formed on a channel 

region that is defined between the source and drain regions. The MRAM also comprises 

a TMR device 11 7. The source region 105 is grounded, and the drain is connected to a bit 

line BL via the TMR device. A word line WL is connected to the gate electrode 111 in a 

region that is not shown. 

[0005] 

Thus, a single non-volatile MRAM memory cell can be formed by a single 

MOSFET 100 and a single TMR device 117. The MRAMs are therefore suitable where 

high levels of integration are required. 

[0006] 

[Non-Patent Document 1] D. Wang, et al.: Science 294 (2001) 1488. 

[Disclosure of the Invention] 

[Problem to be Solved by the Invention] 

[0007] 

Although there are prospects for achieving MRAMs with capacities on the order 

of 64Mbits based on the current technologies, the characteristics of the TMR device, 

which is the heart of MRAM, needs to be improved if higher levels of integration are to 

be achieved. In particular, in order to increase the output voltage of all device, the 

magnetoresistance must be increased and the bias voltage characteristics must be 

improved. Fig. 10 illustrates how the magnetoresistance in a conventional TMR device 

using an amorphous Al-O as the tunnel barrier changes as a function of the bias voltage 

(Ll). As shown, in the conventional TMR device, the magnetoresistance is small and, 

notably, it tends to drastically decrease upon application of bias voltage. With such 

characteristics, the output voltage when operation margins are taken into consideration 

is too small for the device to be employed for an actual memory device. Specifically, the 

magnetoresistance of the current TMR device is small at approximately 70%, and the 

output voltage is also small at no more than 200 m V, which is substantially half the 

output voltage of a DRAM. This has resulted in the problem that as the level of 

WD EX1021 
Western Digital v IP Bridge 

Page 7



JP2004-071186 

integration increases, signals are increasingly lost in noise and cannot be read. 

[O00S] 

It is an object of the invention to increase the output voltage of a TMR device. 

It is another object of the invention to provide a memory device with a high 

magnetoresistance for stable operation. 

[Means for Solving the Problem] 

[0009] 

In one aspect, the invention provides a magnetoresistive device comprising a 

magnetic tunnel junction structure comprising: a tunnel barrier layer; a first 

ferromagnetic material layer of the BCC structure formed on a first side of the tunnel 

barrier layer; and a second ferromagnetic material layer of the BCC structure formed on 

a second side of the tunnel barrier layer, wherein the tunnel barrier layer is formed by a 

single-crystal MgOx (100) layer or a poly-crystalline MgOx (x < 1) layer in which the (100) 

crystal plane is preferentially oriented. 

[0010] 

The invention further provides a magnetoresistive device compnsmg a 

magnetic tunnel junction structure comprising: a tunnel barrier layer comprising 

MgO(lO0); a first ferromagnetic material layer comprising Fe(lO0) formed on a first side 

of the tunnel barrier layer; and a second ferromagnetic material layer comprising 

Fe(lO0) formed on a second side of the tunnel barrier layer, wherein the MgO layer is 

formed by a single-crystalline MgOx (100) layer or a poly-crystalline MgOx (x < 1) layer 

in which the (100) crystal plane is preferentially oriented. In a preferred embodiment, 

the band discontinuity value (the height of the tunnel barrier) between the bottom of the 

conduction band of the MgO(lO0) layer and the Fermi energy of the Fe(lO0) layer is 

smaller than an ideal value of a single-crystal. These features increase the 

magnetoresistance and thereby allow the output voltage of the TMR device to be 

increased. By using any of the aforementioned TMR devices as a load for a single 

transistor, a non-volatile memory can be formed. 

[0011] 

In another aspect, the invention provides a method of manufacturing a 

magnetoresistive device comprising: preparing a substrate; depositing a first Fe(lO0) 

layer on the substrate; depositing a tunnel barrier layer on the first Fe(lO0) layer by 

electron beam evaporation under high vacuum, the tunnel barrier layer comprising a 

single-crystalline MgOx (100) or a poly-crystalline MgOx (x < 1) in which the (100) crystal 

plane is preferentially oriented; and forming a second Fe(lO0) layer on the tunnel barrier 

layer. 
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[0012] 

The invention furthermore provides a method of manufacturing a 

magnetoresistive device comprising a first step of preparing a substrate comprising a 

single-crystalline MgOx (100) or a poly-crystalline MgOx (x < 1) in which the (100) crystal 

plane is preferentially oriented, a second step of depositing a first Fe(lO0) layer on the 

substrate and performing an annealing process for crystallizing, a third step of 

depositing a tunnel barrier layer on the first Fe(lO0) layer by electron beam evaporation, 

the tunnel barrier layer comprising a single-crystalline MgOx (100) or a poly-crystalline 

MgOx (x < 1) in which the (100) crystal plane is preferentially oriented, and a fourth step 

of forming a second Fe(lO0) layer on the tunnel barrier layer. The method may further 

comprise the step of growing a seed layer between the first and the second steps, the 

seed layer comprising a single-crystalline MgOx (100) or a poly-crystalline MgOx (x < 1) 

in which the (100) crystal plane is preferentially oriented. The MgO layer may be 

deposited using a target with the value of x in MgOx adjusted. The value of x in MgOx 

may be adjusted in the step of forming the MgO. 

[Advantageous Effects of Invention] 

[0013] 

In accordance with the invention, a larger magnetoresistance than in the 

conventional TMR device can be obtained, and the output voltage of the TMR device can 

be increased. The invention thus enables the level of integration of MRAM using the 

TMR device to be readily increased. 

[Best Embodiment for Implementing the Inventions] 

[0014] 

The term "ideal value" with regard to a single-crystal herein refers to a value 

that has been estimated from ultraviolet photoemission spectroscopy experiments (see 

W. Wulfhekel, et al.: Appl. Phys. Lett. 78 (2001) 509 .) . The term "ideal value" is used 

herein because the aforementioned state can be considered to be an upper limit value of 

the potential barrier height of the tunnel barrier of an ideal single-crystal MgO with 

hardly any oxygen vacancy defect or lattice defect. 

[0015] 

Before describing the preferred embodiments of the invention, an analysis 

conducted by the inventors is discussed. The magnetoresistance (MR) ratio of a MTJ can 

be expressed by the following equation: 

L'lR I Rp + Rap - Rp / Rp 

where Rp and Rap indicate the tunnel junction resistance in the cases of parallel 

and antiparallel magnetization alignments, respectively, of two electrodes. According to 

WD EX1021 
Western Digital v IP Bridge 

Page 9



JP2004-071186 

the Jullire's formula, the MR ratio at low bias voltage can be expressed by: 

MR ratio= (Rap - Rp)/ Rp) = 2P1P2 /(1 - P1P2) 

and 

Pa= (Daj(EF) - Dal(EF) / (Daj(EF) + Dal(EF), where a= 1, 2 

[0016] 

In the above equations, Pa is the spin polarization of an electrode, and Daj(EF) 

and Dal (EF) are the density of state (DOS) at the Fermi energy (EF) of the majority-spin 

band and the minority-spin band, respectively. Since the spin polarization of 

ferromagnetic transition metals and alloys is approximately 0.5 or smaller, the Jullire's 

formula predicts a highest estimated MR ratio of about 70%. 

[0017] 

Although the MR ratio of approximately 70% has been obtained at room 

temperature when a MTJ device was made using an amorphous Al-O tunnel barrier and 

polycrystalline electrodes, it has been difficult to obtain the output voltage of 200 m V, 

which is comparable to the output voltages of DRAMs, thereby preventing the realization 

of MRAM as mentioned above. 

[0018] 

The inventors tried an approach to deposit a MTJ in which the tunnel barrier 

comprises a single-crystal (100) of magnesium oxide (MgO) or a poly-crystalline MgO in 

which the (100) crystal plane is preferentially oriented. It is the inventors' theory that, 

because magnesium oxide is a crystal (where the atoms are arranged in an orderly 

fashion), as opposed to the conventional amorphous Almina barrier, the electrons are not 

scattered and the coherent states of electrons are conserved during the tunneling process. 

Fig. 1 (B) shows the MT J device structure according to an embodiment of the invention. 

Fig. l(A) shows the energy band structure of the ferromagnetic Fe(lO0), that is, the E­

EF relationship with respect to the [100] direction of the momentum space. As shown in 

Fig. l(B), the MTJ device structure of the present embodiment comprises a first Fe (100) 

layer 1, a second Fe (100) layer 5, and a single-crystalline MgOx (100) layer 3 or a poly­

crystalline MgOx (x < 1) layer 3 sandwiched therebetween, the polycrystalline layer 

having the (100) crystal plane preferentially oriented therein. According to the 

aforementioned Jullire's model, assuming that the momentum of the conduction 

electrons is preserved in the tunneling process, the tunneling current that passes 

through MgO would be dominated by those electrons with wave vector kz in the direction 

perpendicular to the tunnel barrier (normal to the junction interfaces). In accordance 

with the energy band diagram shown in Fig. l(A) of Fe in the [100] (r-H) direction, the 

density of state (DOS) at the Fermi energy EF does not exhibit a very high spin 
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polarization due to the fact that the sub-bands of the majority-spin and the minority­

spin have states at the Fermi energy EF. However, in case the coherent states of electrons 

are conserved in the tunneling process, only those conduction electrons that have totally 

symmetrical wave functions with respect to the axis perpendicular to the barrier would 

be coupled with the states in the barrier region and come to have a certain tunneling 

probability. As shown in Fig. l(A), the majority spin L'l11 band (solid line) has states at 

the Fermi energy EF, whereas the minority spini"lq band (broken line) does not have state 

at the Fermi energy EF. Because of such half-metallic characteristics of the Fe L'lq band, 

there is the possibility that a very high MR ratio can be obtained in a coherent spin 

polarized tunneling. Since in an epitaxial (single-crystal, or (100) oriented poly-crystal) 

MTJ the scattering of electrons is suppressed during the tunneling process, an epitaxial 

MTJ is thought to be ideal for realizing the aforementioned coherent tunneling. 

[0019] 

In the following, a magnetoresistive device according to a first embodiment of 

the invention and a method of manufacturing the same will be described with reference 

to the drawings. Figs. 2(A) to 2(D) schematically show the method of manufacturing the 

magnetoresistive device having the Fe (100)/MgO(lO0)/Fe(lO0) structure according to 

the embodiment (to be hereafter referred to as a "Fe(lO0)/MgO(lO0)/Fe(lO0) MTJ "). 

Fe(lO0) refers to a ferromagnetic material with the BCC structure. First, a single-crystal 

MgO(lO0) substrate 11 was prepared. In order to improve the morphology of the surface 

of the single-crystal MgO(lO0) substrate 11, a MgO(lO0) seed layer 15 was grown by the 

molecular beam epitaxy (MBE) method. This was subsequently followed by the growth 

of an epitaxial Fe(lO0) lower electrode (first electrode) 17 with the thickness of 50 nm on 

the MgO(lO0) seed layer 15 at room temperature, as shown in Fig. l(B), and then 

annealing was performed at 350°C under ultrahigh vacuum (2 x 1Q·8Pa). Electron-beam 

evaporation conditions included an acceleration voltage of 8 kV, a growth rate of 0.02 

nm/sec, and the growth temperature of room temperature (about 293K). The source was 

MgO of the stoichiometric composition (the ratio of Mg to O being 1:1), the distance 

between the source and the substrate was 40 cm, the background vacuum pressure was 

1 x 1Q·8Pa, and the O2partial pressure was 1 x 1Q·6Pa. Alternatively, a source with 

oxygen vacancy defects may be used instead of the MgO of the stoichiometric composition 

(the ratio of Mg to O is 1: 1). 

[0020] 

Fig. 3(A) shows a RHEED image of the Fe(lO0) lower electrode (a first electrode). 

The image shows that the Fe(lO0) lower electrode (first electrode) 17 possesses a good 

crystallinity and flatness. Thereafter, a MgO(lO0) barrier layer 21 with the thickness of 
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2 nm was epitaxially grown on the Fe(lO0) lower electrode (first electrode) at room 

temperature, also using the MgO electron-beam evaporation method. Fig. 3(B) shows a 

RHEED image of the MgO(lO0) barrier layer 21. The image shows that the MgO(lO0) 

barrier layer 21 also possesses a good crystallinity and flatness. 

[0021] 

As shown in Fig. 2(D), a Fe(lO0) upper electrode (a second electrode) 23 with 

the thickness of 10 nm was formed on the MgO(lO0) barrier layer 21 at room 

temperature. This was successively followed by the deposition of a Co layer 25 with the 

thickness of 10 nm on the Fe(lO0) upper electrode (second electrode) 23. The Co layer 25 

is provided to increase the coercive force of the upper electrode 23 so as to realize the 

antiparallel magnetization alignment. The thus prepared sample was then processed by 

microfabrication techniques to obtain the Fe(lO0)/Mg0(lO0)/Fe(lO0) MTJ device. 

[0022] 

The aforementioned MgO evaporation using EB involved the formation of a film 

under ultrahigh vacuum of lQ· 9Torr. It can be seen that in this method, the film, even 

when formed on a glass substrate to the thickness of 300 nm, was colorless and 

transparent, showing that a good crystal film was formed. Fig. 4 shows the results of 

observing the quadrupole mass spectra during the MgO growth. The results show that 

the partial pressures regarding the spectrum P 1 of O and the spectrum P2 of 02 are high. 

Fig. 5 shows the film deposition rate dependency of the oxygen partial pressure during 

MgO evaporation. It will be seen from the figure that the oxygen partial pressure itself 

is high, and that the oxygen partial pressure increases as the deposition rate increases. 

These results indicate the separation of oxygen from MgO during the deposition of MgO. 

There is the possibility that there are oxygen vacancy defects such as MgOx (0.9 < x < 1). 

When there are oxygen vacancy defects, the potential barrier height of the MgO tunnel 

barrier is thought to decrease (such as in the range of 0.10 to 0.85 e V; more specifically, 

0.2 to 0.5 eV), which is thought to result in an increase in the tunneling current. In the 

case of a typical Al-O tunnel barrier, the height of the tunnel barrier with respect to 

Fe(lO0) electrodes is considered to be 0.7 to 2.5 eV An ideal tunnel barrier height of a 

MgO crystal is 3.6 eV, and experimental values of 0.9 to 3. 7 eVhave been obtained. Using 

the method according to the present embodiment of the invention, a tunnel barrier 

height of approximately 0. 3 e V is expected, indicating that the resistance of the tunnel 

barrier can be lowered. However, it should be noted that other factors, such as the 

influence of the aforementioned coherent tunneling, might also be involved. 

[0023] 

Fig. 6 shows a typical magnetoresistance curve of the Fe(lO0)/MgO(lO0)/Fe(lO0) 
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MTJ device produced by the above-described method. The MR ratio is 146% at the 

measurement temperature of 20K and 88% at the measurement temperature of 293K. 

These values represent the highest MR ratios that have so far been obtained at room 

temperature. Such high MR ratios cannot be explained by the spin polarization of the 

Fe(lO0) electrode and is thought rather to be related to a coherent spin-polarized 

tunneling. When 160 prototype MTJ devices were made, the variations regarding the 

MR ratio and tunneling resistance value were not more than 20%. The yield of the MT J 

was 90% or more at the laboratory stage. These high values suggest the effectiveness of 

the approach of the invention. The resistance-area (RA) product of the MTJ was on the 

order of a few H2µm 2, which is suitable for MRAM. 

[0024] 

Fig. 7(a) shows the bias voltage dependency of the MR ratio at room 

temperature. It will be seen that the bias voltage dependency of the MR ratio is fairly 

small. Although the characteristics are asymmetric, the voltage Vhalf at which the MR 

ratio is reduced in half of the zero-bias value is 1250 m V, which is a very high value. In 

this connection, it is noted that the voltage Vhalf at which the MR ratio is reduced in half 

of the zero-bias value in the conventional MTJs with Al-O tunnel barrier is 300 to 600 

m V Fig. 7(b) shows the output voltage Vaut of the MTJ (=bias voltage x (Rap - Rp)/Rap). 

The maximum value of the output voltage Vout is 380 m V with a positive bias. This value 

is about twice as large as that (200 m V) in the case of the Al-O barrier. These high values 

in terms of both MR ratio and output voltage suggest the effectiveness of the technique 

according to the present embodiment. 

[0025] 

Although in the above-described embodiment Fe(lO0) of BCC was employed, an 

Fe alloy of BCC, such as an Fe-Co alloy, Fe-Ni alloy, or Fe-Pt alloy, may be used instead. 

Alternatively, a layer of Co or Ni with the thickness of one or several monoatomic layers 

may be inserted between the electrode layer and the MgO(lO0) layer. 

[0026] 

Hereafter, a magnetoresistive device according to a second embodiment of the 

invention and a method of manufacturing the same will be described. In the method of 

manufacturing a Fe(lO0)/MgO(lO0)/Fe(lO0) TMR device according to the present 

embodiment, MgO(lO0) is initially deposited in a poly-crystalline or amorphous state by 

sputtering or the like, and then an annealing process is performed such that a poly­

crystal in which the (100) crystal plane is preferentially oriented or a single-crystal is 

obtained. The sputtering conditions were such that, for example, the temperature was 

room temperature (293K), a 2-inch cp MgO was used as a target, and sputtering was 
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conducted in an Ar atmosphere. The acceleration power was 200 W and the growth rate 

was 0.008 nm/s. Because MgO that is deposited under these conditions is in an 

amorphous state, a crystallized MgO was obtained by increasing the temperature to 

300°C from room temperature and maintaining that temperature for a certain duration 

of time. 

[0027] 

Oxygen vacancy defects may be introduced by a method whereby oxygen 

vacancy defects are produced during growth, a method whereby oxygen vacancy defects 

are introduced subsequently, or a method whereby a state with oxygen vacancy defects 

is subjected to an oxygen plasma process or natural oxidation so as to achieve a certain 

oxygen deficit level. 

[0028] 

As described above, in accordance with the magnetoresistive device technology 

of the present embodiment, an annealing process is carried out for crystallization after 

an amorphous MgO has been deposited by sputtering, thereby eliminating the need for 

large-sized equipment. 

[0029] 

While the magnetoresistive device according to various embodiments of the 

invention has been described, it should be apparent to those skilled in the art that the 

invention is not limited to those specific embodiments and various other modifications, 

improvements and combinations are possible. For example, the height of the tunnel 

barrier may be adjusted by doping Ca or Sr, instead of introducing an oxygen vacancy 

defects to the MgO layer. Further, while the MgO layer has been described to be 

deposited by electron-beam evaporation or sputtering, it should be obvious that other 

deposition methods are also possible. The term "high vacuum" refers to values on the 

order of no more than 1Q·6Pa in the case where oxygen is not introduced, for example. In 

the case where oxygen is introduced, the term refers to values on the order of 1Q·4Pa. 

[0030] 

In accordance with the invention, the output voltage value of the MRAM 

roughly doubles over prior art, making the TMR device of the invention suitable for very 

large scale integrated MRAMs of gigabit class. 

[Brief Explanation of the Drawings] 

[0031] 

[Fig. I] Fig. l(B) shows the structure of a MTJ device according to a first embodiment of 

the invention, and Fig. 1 (A) shows the energy band structure of a ferromagnetic metal 

Fe(lO0), illustrating the E- EF relationship with respect to the [100] direction of the 
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momentum space. 

[Fig.2] Fig. 2(A) to Fig. 2(D) schematically show the process of manufacturing a 

magnetoresistive device with a Fe(lO0)/Mg0(lO0)/Fe(lO0) structure (to be hereafter 

referred to as a "Fe(lO0)/MgO(lO0)/Fe(lO0) MTJ") according to an embodiment of the 

invention. 

[Fig.3] Fig. 3(A) shows a RHEED image of a Fe(lO0) lower electrode (a first electrode), 

and Fig. 3(B) shows a RHEED image of a MgO(lO0) barrier layer. 

[Fig.4] Fig. 4 shows the results of observing the quadrupole mass spectra during the 

MgO evaporation. 

[Fig. 5] Fig. 5 shows the film deposition rate dependency of the oxygen partial pressure 

during the MgO evaporation. 

[Fig.6] Fig. 6 shows typical magnetoresistance curves of the Fe(lO0)/Mg0(lO0)/Fe(lO0) 

MTJ device. 

[Fig. 7] Fig. 7W shows the bias voltage dependency of the MR ratio at room temperature, 

and Fig. 7(B) shows the output voltage Vaut of the MTJ (=bias voltage x (Rap-Rp)/Rap). 

[Fig.8] Fig. 8 shows the structure of the TMR device and its operating principle. 

[Fig. 9] Fig. 9 shows an example of the basic structure of an MRAM, Fig. 9(A) showing a 

perspective view of the MRAM, Fig. 9(B) showing a schematic circuit diagram, and Fig. 

9(C) showing a cross-sectional view of an example of its structure. 

[Fig. IO] Fig. 10 shows how the magnetoresistance of a conventional TMR device using 

an amorphous Al-O as the tunnel barrier changes depending on the bias voltage. 

[Explanation of the Reference Symbols] 

[0032] 

1... first Fe(lO0) layer, 3 ... single-crystalline MgOx (100) layer or a poly-crystalline MgOx 

(x < 1) layer in which the (100) crystal plane is preferentially oriented, 5 ... second Fe(lO0) 

layer, 11... single-crystalline MgOx (100) substrate or a poly-crystalline MgOx (x < 1) 

substrate in which the (100) crystal plane is preferentially oriented, 15 ... MgO(lO0) seed 

layer, 17 ... epitaxial Fe(lO0) lower electrode (first electrode), 21... MgO(lO0) barrier layer, 

23 ... epitaxial Fe(lO0) upper electrode (second electrode). 
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[Document Name] 

[Abstract] 

Abstract 

[Problem] Increasing the output voltage value of an MRAM 

JP2004-071186 

[Means for Solving the Problem] A single crystal MgO(lO0) substrate 11 is prepared. 

An epitaxial Fe(lO0) lower electrode (first electrode) 17 having a thickness of 50 nm is 

deposited on an MgO(lO0) seed layer 15 at room temperature. In an ultrahigh vacuum 

(2x 10-s Pa) state, annealing is performed at 350°C. An MgO(lO0) barrier layer 21 having 

a thickness of 2 nm is epitaxially deposited on the Fe(lO0) lower electrode (first electrode) 

17 at room temperature by MgO electron beam vacuum deposition. An Fe(lO0) upper 

electrode (second electrode) 23 having a thickness of 10 nm is deposited on the MgO (100) 

barrier layer 21 at room temperature. Consecutively, a Co layer 21 having a thickness of 

10 nm is deposited on the Fe(lO0) upper electrode (second electrode) 23. The Co layer 21 

enhances the holding capability of the upper electrode 23 to realize an antiparallel 

magnetization arrangement. By microfabrication the above produced sample, 

Fe(lO0)/MgO(lO0)/Fe(lO0) MTJ device is fabricated. 

[Selected Figure] Fig. 2 
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