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Ubiquitous computing (see Weiser's 
article in this issue) will further these 
abilities and cause the generation of 
short-range and global electronic infor- 
mation spaces to appear lhroughout 
our everyday environments. How will 
this information be organized, and 
how will we interact with it? 

Wherever possible, we should look 
for ways of  associating electronic in- 
formation with physical objects in 
our  environment. This raeans that 
our information spaces will be 3D. 
The  SemNet system [4] is an example 
of  a tool that offers users access to 
large, complicated 3D information 
spaces. Our  goal is to go a step fur- 
ther by grounding and situating the 
information in a physical context to 
provide additional understanding of  
the organization of  the space and to 
improve user orientation. 

As an example o f  ubiquitous com- 
puting and situated information 
spaces, consider a fax machine. The  
electronic data associated with a fax 
machine should be collecl:ed, associ- 
ated, and colocated with [he physical 
device (see Figure 1). This means 
that your personal electronic phone 
book, a log of  your incoming and 
outgoing calls, and fax messages 
could be accessible by browsing a sit- 
uated 3D electronic information 
space surrounding the fax machine. 

The  information would be orga- 
nized by the layout of  the physical 
device. Incoming calls would be lo- 
cated near 1:he earpiece of  the hand 
receiver while outgoing calls would 
be situated near the mouthpiece. 
The  phone, book could be found 
near the keypad. A log of the outgo- 
ing fax messages would be found 
near the fax paper feeder while a log 
of  the incoming faxes would be lo- 
cated at the paper dispenser tray. 
These logical information hot spots 
on the physical device can be moved 
and customized by users according to 

the i r  personal organizations. The  
key idea is that the physical object 
anchors the information, provides a 
logical means of  partitioning and 
organizing the associated informa- 
tion space, and serves as a retrieval 
cue for users. 

A major design requirement of  sit- 
uated information spaces is the abil- 
ity for users to visualize, browse, and 
manipulate the 3D space using a 
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portable, palmtop computer. That  is, 
instead of  a large fixed display on a 
desk, we want a small, mobile display 
to act as a window onto the informa- 
tion space. Since the information 
spaces will consist of  multimedia 
data, the display of  the palmtop 
should be able to handle all forms of  
data including text, graphics, video, 
and audio. 

Moreover, the desire to merge the 
physical and electronic worlds re- 
quires that the palmtop computer  
and display have a spatial awareness 
and understanding of  the physical 
environment along with the ability to 
visually mimic these environments 
and individual objects. Thus, the 
combination o f  a powerful computer  
capable o f  understanding and gener- 
ating 3D models coupled with a high- 
fidelity mobile display will serve to 
blur the boundaries of  the physical 
and electronic worlds. Blurring this 
boundary, and therefore providing a 
seamless integration of  the two 
worlds, will ease the way in which we 
interact with them concurrently. 

We are investigating the use of  an 
integrated input controller and out- 
put display unit to serve as a bridge 
or porthole between computer- 
synthesized information spaces and 
physical objects. The  research is fo- 
cused on improving the communica- 
tion bandwidth and the ease with 
which users interact with physical 
and electronic objects throughout  
their physical environments. Because 
ubiquitous computing will offer situ- 
ated information spaces everywhere 
in our  daily environments, we are 
exploring designs which facilitate a 
seamless integration of  computer- 
augmented data and physical objects 
in a highly portable tool. 

Background 
Computer-augmented environments 
[7] offer a synergistic merging of  
computers and common physical 
objects, which can radically change 
the way we define human-computer  
interfaces, construct software appli- 
cations, and design hardware systems 
to fit this new model of  computing. 
While this model is beginning to take 
shape, it is largely unspecified. At 
least two approaches, however, have 
begun to emerge: the notion of  ubiq- 
uitous computing and overlay tech- 

niques. The  ubiquitous-computing 
moclel advocates embedding many 
small, highly specialized computers 
within our  everyday environment. 
Researchers investigating overlay 
techniques are dealing with issues in 
merging two or more media types 
into one integrated and composite 
medium that offers the strengths of  
the combined media. 

Ubiquitous Computing 
The ubiquitous-computing model 
[15] suggests that very small compu- 
tational devices be embedded and 
integrated into our  physical environ- 
ment in such a way that they operate 
seamlessly and almost transparently. 
Not only does this model advocate 
miniaturizing computers but also 
suggests that these devices be physi- 
cally aware of  their surroundings. 
These devices emit information peri- 
odically or on request either directly 
by a human or in response to queries 
made by companion devices. Some 
applications of  ubiquitous devices are 
active badges [14], which are small 
electronic badges, worn by people 
for automatic personal identification, 
which communicate via infrared 
transmitters and sensors. The  badges 
can trigger automatic doors, forward 
telephone calls, and log a person's 
location and who that person is meet- 
ing [8, 11]. 

The  ubiquitous-computing model 
requires that we examine the design 
of  our  existing computing systems. 
The new model, at the very least, will 
stretch our  notion of  distributed 
computing in terms of  network and 
operating system requirements. 

In addition, ubiquitous computing 
suggests separate displays for each 
unit varying from no display, an 
audio display, to low- and high-fidel- 
ity displays. Users will need to con- 
tinuously scan the environment for 
the appropriate display that corre- 
sponds to the information they are 
seeking. For example, in order  to 
check if new messages have been left 
on my answering machine, I must 
physically visit the machine and 
stand directly above the LCD panel 
to read the display. Perhaps we do 
not need a separate display for each 
computational device. Instead of  re- 
lying on these environmental dis- 
plays to be visible at all times, people 
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Figure  1. P o t e n t i a l  
i n f o r m a t i o n  " h o t  
s p o t s "  s u r r o u n d -  
ing  a f a x  m a c h i n e :  
(a) l og  o f  i n c o m i n g  
cal ls,  (b) l og  Of  
o u t g o i n g  cal ls,  (c) 
p e r s o n a l  p h o n e  
b o o k ,  (d) o u t g o i n g  
f a x  m e s s a g e s ,  
(e) i n c o m i n g  f a x  
m e s s a g e s  

Figure  2. 
C o n f i g u r a t i o n  o f  
C h a m e l e o n  
p r o t o t y p e  

can carry with them a personal  dis- 
play which could be used in conjunc- 
tion or in absence of  environmental  
displays. Users should not always 
have to find the embedded  informa- 
tion themselves; the information 
could find the users via their  per- 
sonal display. 

From a user's perspective, ubiqui- 
tous computers  will cause a flood of  
information to be avai lab le- - the  
majority of  which will be useful im- 
mediately while some information 
may be useful at a later point  in time. 
The  information spaces will be gen- 
erated by many computat ional  ob- 
jects within a user's environment .  
Ideally, this information needs to be 
viewed and manipula ted within the 
context of  the originating situation. 
That  is, the information spaces 

should not  be abstracted and trans- 
por ted  to a stationary computer  
fixed on a physical desktop. Instead, 
we need highly portable displays and 
protocols for visualizing and filtering 
the electronic spheres of  informa- 
tion. 

Overlay Techniques 
Overlay techniques offer  insight into 
how common physical objects can be 
augmented  with computer-synthe-  
sized data to reduce the time needed  
to complete a task and ease the way 
in which we interact with the physical 
objects. The  DigitalDesk [10] inte- 
grates tradit ional  paper  media  with 
electronic media on a combined 
physical and digital desktop. A digi- 
tizing tablet and cordless pen are 
used for selecting and input t ing data. 

Electronic ink and images are super-  
imposed on paper  documents  and 
the desktop surface. 

In  the DigitalDesk, words in a 
paper  document  can be selected, 
looked up  in a dictionary, and pre- 
sented in an electronic window on 
the desktop surface. Another  exam- 
ple allows users to select a column of  
numbers  from a paper  document  
and transfer  them to a spreadsheet  
p rogram or electronic calculator by 
gesturing. This design allows users to 
interact with paper  and electronic 
media in a similar and consistent 
manner  while adding  computat ional  
functionality to paper  documents.  

The  object-oriented video system 
[13] offers another  example of  over- 
laying media,  in this case video data 
and graphical  objects. Users are able 
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F i g u r e  3. P a l m t o p  u n i t  
c o n s i s t i n g  o f  a v i d e o  
d i sp lay ,  a r e s p o n s e  l 
b u t t o n  a t  t h e  t o p  o f  t~ le 
u n i t  a n d  a 6D i n p u t  s e l ] s o r  
f o r  p r o v i d i n g  x, y, a n d  F 
p o s i t i o n a l  i n f o r m a t i o r ~  
a n d  o r i e n t a t i o n  ( p i t c h  1 
y a w  a n d  roll) / / 

F i g u r e  4a .  P a l m t o p  u n i t  
b e f o r e  z o o m i n g  w i t h  
s c r e e n  s h o t  o f  w h a t  t~|e 
u s e r  see~ in t h e  p a l m t , ~ p  
m o n i t o r .  T h e  u s e r  is 
b r o w s i n g  a 3D t r e e  
h i e r a r c h y  

F i g u r e  4b~ P a l m t o p  uni~ 
a f t e r  z o o m i n g  w i t h  / 
s c r e e n  s r i o t  o f  w h a t  tt~e 
u s e r  sees  in t h e  p a l m t ~ p  
m o n i t o r  
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to interact with graphical  objects and 
controllers super imposed on live 
video data. The  graphical  buttons, 
sliders, and knob controls are 
m a p p e d  into the physical devices so 
the user can remotely operate  the 
controls. Selecting video objects re- 
sults in invoking the corresponding 
graphical  controller.  The  video 
shows the context and the immediate  
effect of  manipula t ing the controls. 
In  this sense, the graphical  objects 
are tightly coupled with the physical 
objects. Users are not jus t  annotat ing 
the video images; they are interact- 
ing with them. Note that these two 
systems have dealt  with augment ing  
physical objects that are viewed in a 
2D setting. Addit ional  enhancements  
must be designed to work in a 3D 
world. 

Prototype 
Chameleon is a prototype system 
under  development  at the University 
of  Toronto  [5]. I t  is par t  of  an investi- 
gation on how palmtop computers  
designed with a high-fidelity moni tor  
can become spatially aware of  their  
location and orientat ion and serve as 
bridges or  portholes between com- 
puter-synthesized information 
spaces and physical objects. In  this 
prototype design, a 3D input  control- 
ler and an output  display are com- 
bined into one integrated unit. This 
allows the palmtop unit  to act as an 
information lens near  physical ob- 
jects. For example,  consider a geo- 
graphical  wall map used in conjunc- 
tion with the Chameleon.  The  
pa lmtop is always aware of  its own 
physical position and orientation rel- 
ative to the map; the contents of  the 
display can respond directly to the 
user 's gestures and movements. Tha t  
is, the user sees information about 
Toronto  or  Boston while the device is 
posit ioned over the respective city on 
the map. Varying levels of  detail and 
classes of  information could be 
viewed according to different  ges- 
tures made by the user. 

The  design achieves 3D compre-  
hension with a very small screen size. 
It does this through the use of  move- 
ment  as a compell ing dep th  cue. In 
addit ion,  the act of  movement  pro- 
vides a great  deal  of  3D sensation, as 
suggested in the motor  theory of  
space percept ion [6]. 
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In the prototype configurat ion 
(Figure 2), a small 4-inch color, LCD- 
based hand-held  moni tor  acts as a 
palmtop computer  with the capabili- 
ties of  a Silicon Graphics 4D/310 Iris 
workstation. A video camera is cur- 
rently being used to capture  the con- 
tents of  the large workstation screen 
which is fed into the small hand unit. 
To facilitate input  controls, a re- 
sponse but ton at the top of  the device 
and a 6D input  device (the Ascension 
bird [1]) are at tached to the small 
monitor.  

This design allows the system to 
detect  user  gestures, (x, y, and z posi- 
tional data as well as pitch, yaw, and 
roll orientat ion from the bird) and 
input  selections (via the response 
button) for issuing commands  (see 
Figure 3). The  Silicon Graphics 
workstation is p rog rammed  to gen- 
erate a variety of  3D models and in- 
format ion spaces that will ultimately 
be posit ioned near  physical objects. 

Translat ion (x and y axes) and 
zoom (z axis) controls are available on 
the prototype  to navigate through a 
3D workspace roughly equivalent to 
a 3-foot cube. The  net  effect is that 
the pa lmtop unit  acts as a window 
into the 3D workspace. The  system is 
modeled  after  the "eye-in-hand" 
metaphor .  For  example,  as the user 
translates the pa lmtop unit  to the 
left, she or  he moves toward the left 
wall of  the 3D workspace. 

Figures 4a and 4b show a before-  
and-af ter  view of  the palmtop unit 
and the contents of  the palmtop 
screen as the user zooms into the 3D 
model  along the z-axis. The  model  
consists of  a 3D cam tree represent-  
ing a hierarchy of  information where 
the rectangles are nodes on the tree 
[2, 3, 12]. Note that as the palmtop is 
moved from the start to the end posi- 
tion (Figure 5), the user sees a 
smooth zooming animation dur ing  
the traversal of  the path. 

In  o rde r  to allow users to select 
objects within the virtual world, a 
cross-hair cursor is fixed in the cen- 
ter of  the screen. Users line up  target  
objects over the cross-hair and click 
(or in some situations double-click) 
on the response button. This causes 
an imaginary ray centered at the 
cross-hair to emanate from the palm- 
top unit  toward objects in the virtual 
world. The  first object encountered  

is selected. 
Application-specific controls can 

be built into the system. For  example,  
in the 3D cam tree, users are able to 
select a node and gesture downward 
in a tugging motion to cause the tree 
to rotate along the x-axis. Con- 
versely, selecting a node and tugging 
upwards causes the tree to rotate in 
the opposite direction. 

Lessons Learned 
Preliminary exper imenta l  evaluation 
of  the Chameleon design suggests 
that the small pa lmtop screen size 
and gestur ing-input  combination 
offer  equivalent dep th  percept ion 
compared  to large (21 inches) static 
3D displays [5]. Addit ional  experi-  
ments will fur ther  characterize the 
per formance  of  this combined input  
and output  device. Nevertheless, the 
exper iment  revealed a few interest- 
ing observations. 

When  first interacting with the 
palmtop unit, approximate ly  25 per-  
cent of  the users felt that the controls 
were completely backwards. Tha t  is, 
they had an object view instead of  an 
egocentric view for the input  con- 
trols. Selecting an object and  gestur- 
ing to the left were incorrectly be- 
lieved to move the object or  the 
entire scene to the left. Egocentric 
controls dictate that gesturing to the 
left causes the user to move to the 
left, keeping the object or entire 
scene in a relatively fixed location. 
To convert  users from object- 
centered to egocentric controls, we 
first had them keep the palmtop at a 
fixed distance from their  body. Then  
we asked them to rock forward and 
backward and then left to right. 
These  physical actions directly corre- 
sponded  to the navigation controls 
and caused the user to make a quick 
transition to the egocentric model. 

While using the device, we noticed 
that users seemed to have a maxi- 
mum cruising speed while moving 
the pa lmtop to browse the 3D work- 
space. This cruising speed was slower 
than we anticipated. Moreover,  none 
of  the users complained about  or  
observed a lag in the system. This 
leads us to consider alternative ex- 
planations. Specifically, we are look- 
ing more  closely at the human  visual 
processor and physical motor  skill 
limitations. One theory is that novice 
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users o f  the system who are unfamil- 
iar with the contents of  the: 3D work- 
space may be browsing in a continu- 
ous "focused path-tracking" mode. 
Expert users who are very familiar 
with the workspace may all:ernatively 
browse in a "focused endp,oint-track- 
ing" mode. That  is, experts know 
their final destination and are only 
interested in the before-and-after 
views, while novices are inl:erested in 
observing the entire traversal path to 
the final destination. Future research 
will more closely investigate this 
cruising-speed phenomena.  

In terms of  palmtop display qual- 
ity, the resolution o f  the small LCD 
monitor was considerably inferior to 
the large SGI monitor. While ghost- 
ing images are not a problem, the 
resolution o f  the LCD dL,;play does 
not easily support  text. We are inves- 
tigating the use of  scalable fonts and 
alternative text presentation styles. 
More sophisticated rendering mod- 
els to preserve the 3D scene are also 
under  investigation. McKenna [9] 
has begun to explore the benefits for 
tracking both the head and a mobile 
display surface. Nevertheless, we be- 
lieve the display characteristics and 
quality will improve over time. 

Improvements  in tracking tech- 
nology will allow the palmtop to op- 
erate in larger spaces. The  current 
use of  the Ascension bird provides 
detailed 6D tracking on the order  of  
a 3-foot cube. Researchers are inves- 

Figure S. T h e  u s e r  s e e s  a 
s m o o t h  a n i m a t i o n  o n  t h e  
p a l m t o p  s c r e e n  w h i l e  
b r o w s i n g  a n  i n f o r m a t i o n  
s p a c e  

tigating methods for tracking on a 
much larger scale. The optoelec- 
tronic system being developed at 
UNC Chapel Hill is designed to pro- 
vide similar tracking performance to 
the bird, but on the order  of  16-by- 
30 feet and scalable to larger dimen- 
sions (see Azuma's sidebar in this 
issue). 

Notice that more technologically 
robust configurations can be used for 
the Chameleon prototype. For exam- 
ple, using an NTSC output  channel 
for the SGI machine instead of  the 
external camera would be an im- 
provement. However, using the cam- 
era allows us to easily switch between 
host machines (e.g., developing on a 
Macintosh instead of  an SGI) and 
provides a means of  quickly altering 
the quality o f  the video image. The  
idea is to allow for rapid prototyping 
and rapid alterations to the proto- 
type framework for improved design 
exploration. 

Although the prototype palmtop 
device is currently tethered by cords 
(due to the video feed and 6D input 
device), it provides a rich environ- 
ment for testing new situations, ap- 

plications, and user interactions in a 
technology configuration we antici- 
pate will be available in a few years in 
a highly portable form. Three  appli- 
cations are described. The  Active 
map is currently being investigated 
and prototyped while the other two 
are still on the drawing board. 

Applications 
Given the notion of  situated infor- 
mation spaces and the design of  the 
Chameleon prototype, new applica- 
tions are being defined to explore 
and reveal issues in computer-  
augmented environments. The  in- 
tention o f  describing the applications 
is to uncover issues, problems, even 
styles of  user interaction. Our  goal, 
initially, is not to determine the feasi- 
bility of  implementing each applica- 
tion but to identify interesting char- 
acteristics of  the applications and 
how they may influence future sys- 
tem designs and prototypes. 

Active Maps and Paper 
The Chameleon system can serve as 
an electronic information lens when 
used in conjunction with electronic 
or paper-based displays. A paper dis- 
play (e.g., large posters, diagrams, or 
maps) or a computer  monitor (e.g., 
large 21-inch displays or  even a large 
rear-projected screen) serves as a sta- 
tionary object containing the domi- 
nant information source. As the 
hand unit is positioned closer to or 
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fur ther  from the stationary artifact, 
varying levels of  information or  de- 
tail are shown within the display of  
the palmtop unit. For  example,  sup- 
pose we wanted to browse a map of  
Canada.  A large poster  or  a com- 
puter  moni tor  displays a map of  the 
entire country. A user first selects a 
region by using the palmtop as a 
point ing device. Zoom controls are 
available to access more  detailed in- 
formation about a region, causing 
the palmtop display to change; the 
map being presented remains the 
same for contextual awareness and 
orientat ion (see Figure 6). A variety 
of  information could be presented to 
the user depend ing  on the orienta- 
tion of  the hand unit. For  example,  
weather information,  travel itinera- 
ries, and geographical  points of  in- 
terest could be easily accessed. More 
sophisticated models will allow the 
Chameleon and an electronic display 
surface to interact and react to each 
other.  

A similar design concept could be 
investigated for individual sheets of  
paper .  Suppose a paper  document  
contains sensitive data such as a fiscal 
budget.  The  numbers  in the spread-  
sheet will not be pr in ted  in ink but  
appear  in electronic ink only when a 
user, with the p rope r  authorization, 
positions the Chameleon device onto 
the columns containing the sensitive 
data. 

Informat ion  spaces will be con- 

Figure G. An a c t i v e  m a p  
w h i c h  e m i t s  v a r i o u s  l aye rs  
o f  i n f o r m a t i o n  is q u i c k l y  
a c c e s s e d  by  t h e  p a l m t o p  
un i t .  A m a p  o f  C a n a d a  is 
s h o w n  a n d  t h e  u s e r  is 
r e q u e s t i n g  d e t a i l e d  w e a t h e r  
i n f o r m a t i o n  f o r  a r e g i o n  o n  
t h e  m a p  by  m o v i n g  o v e r  t h e  
a r e a  o f  i n t e r e s t .  

structed not  only with a single com- 
putat ional  unit  opera t ing  in isolation 
with physical artifacts but  often with 
collections of  computat ional  units sit- 
uated within a common environ- 
ment. The  compute r -augmented  li- 
brary  and portable surrogate office 
are two example applications that il- 
lustrate this idea by extending the 
model  of  computat ional  objects into 
a computat ional  environment  con- 
sisting of  cooperat ing objects. 

C0mputer-Augmented Library 
As an example of  a more widespread 
electronic information space, a com- 
pu te r -augmented  library could offer  
significant improvements  over a tra- 
ditional library. Suppose we were 
searching for books and information 
on 19th Century music composers.  
Searching in a tradit ional  l ibrary 
often involves two separate proce- 
dures:  (1) accessing and querying a 
card catalog or  an electronic biblio- 
graphic database and (2) tracking 

down books and browsing the book- 
shelves. In  a computer -augmented  
library, these separate acts and pro- 
cedures are combined into an inte- 
grated process. The  electronic data- 
base of  information is situated 
a round  the bookshelves. The  shelves 
and the books emit navigational and 
semantic information.  As we walk 
th rough  the music section, books on 
the topic of  interest  as well as related 
material  will be highlighted by indi- 
cator lights. Figure 7 shows a com- 
pu te r -augmented  bookshelf  with 
touch-sensitive LCD strips along 
each shelf. Regions o f  the strip are 
highlighted unde r  books that match 
a user's query. Alternatively, our  
awareness may be directed by non- 
speech audio that we can hear  
through miniature headphones.  

To aid our  search, selecting a book 
and tapping on the book spine or  on 
the corresponding touch-sensitive 
LCD strip under  the book (see Fig- 
ure  7 inset) will cause the search en- 
gine to focus on material  similar to 
our  selected book. The  LCD strips 
provide users with per iphera l  aware- 
ness of  informat ion regions, supply- 
ing very coarse levels or  pieces of  in- 
formation (e.g., specifying a location 
or  displaying a word). 

The  Chameleon unit  serves as the 
main focus of  high-fidelity informa- 
tion exchange. Textual  and graphical  
data will be presented  to fur ther  
enhance our  experience.  When  re- 
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quested, the table of  contents of  indi- 
vidual books will be rapidly pre- 
sented to us, or  a dynamically 
merged  table of  contents could be 
formed from a group o f  selected 
books. While many such possibilities 
exist, note that  this computer-  
augmented  envi ronment  does not  
prevent  us from browsing the book- 
shelf in the tradit ional  fashion. Our  
experience is enhanced th rough  the 
situated electronic informat ion 

spaces and the embedded-compute r  
infrastructure,  without sacrificing 
the beneficial aspects of  existing 
technology. 

Portable Surrogate  Office 
The  Chameleon system can be used 
to offer  remote  access to a physical 
envi ronment  as well as provide addi-  
tional functionality. The  envisioned 
design allows users to electronically 
annotate  all objects in the physical 

F i g u r e  7. C o m p u t e r  aL g m e n t e d  
l ib ra ry .  T h e  e l e c t r o n i c  d a t a b a s e  o f  
i n f o r m a t i o n  is s i t u a t e  ;I a r o u n d  t h e  
bookshe l l ves ;  t h e  she l  I /es  a n d  b o o k s  
e m i t  n a v i g a t i o n a l  a n d  s e m a n t i c  
i n f o r m a t i o n .  T o u c h  se n s i t i v e  LCD 
s t r i p s  r u n  a l o n g  t h e  s | l e l ves  t o  
s e l e c t  b o o k s  o f  i n t e r e  3t t o  r e f i n e  
t h e  s e a r c h .  

envi ronment  as well as access and 
control "media tor  objects" that have 
compatible interfaces working be- 
tween both the physical and virtual 
environments .  

To capture  the contents of  an en- 
vironment ,  in this case an office envi- 
ronment ,  a camera  is placed in the 
center  of  the room. A 360-degree 
panoramic  video image is taken to 
capture  a visual representa t ion of  the 
office (Figure 8). This  image, s tored 

Figure 8. A p r o p o s e d  ¢ , f f i ce  e n v i r o n -  
m e n t  w i t h  a c a m e r a  n l o u n t e d  o n  
t h e  ce i l ing  f o r  pe r i od i ( : a l l y  c a p t u r i n g  
t h e  con tben ts  o f  t h e  o' : l i ce t o  be  
s t o r e d  in t h e p a l m t o p  T h e  o f f i c e  
c o n t a i n s  t o u c h  s e n s i t  ve  LCD s t r i p s  
( a p p e a r i n g  in g r e e n )  f( )r a c c e s s i n g  
e l e c t r o n i c  a n n o t a t i o n  ;. 
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on the pa lmtop unit, allows users to 
browse the contents of  their  office 
environment  while not physically 
present.  Note that  a more  robust  de- 
sign would suppor t  real-t ime video 
access to the environment  given ac- 
cess to high-capacity communicat ion 
channels. 

To facilitate accessing the contents 
of  the video images, a spatial map- 
ping is in t roduced in the retrieval 
mechanism. Since the users are very 
familiar with the spatial layout of  
their  office, the p rope r  port ions of  
the video images are accessed by po- 
sitioning the palmtop in the direction 
of  the target  objects in the physical 
environment .  For  example,  in an of- 
fice a desk may be found in the cen- 
ter  of  the room with a bookcase on 
the r ight-hand wall, a whiteboard on 
the left-hand wall, and  a calendar  on 
the front  wall (Figure 8). 

To view the contents of  your  wall 
calendar  while you are  away from the 
office, one would first imagine sitting 
in the office chair. Since the calendar  
is located directly in front  o f  you, you 
raise the device until you see the cal- 
endar  (Figure 9). To see the book- 

, . ,RoE.A-L  ,, 

shelf, you would swing the device 90 
degrees to your  right; the pa lmtop is 
providing a window into this office 
environment .  This  design takes ad- 
vantage of  the user's persistent men- 
tal model  of  the office environment  
and provides a constant analogy to 
the physical interface for accessing or  
viewing objects. 

Not only can users remotely 
browse the contents of  the office, but  
addit ional  functionality can be of- 
fered such as voice and graphical  
annotations. While browsing the of- 
rice, users select objects f rom the 
video images by lining up  the target  
object into the center cross-hair on 
the pa lmtop unit  and clicking on the 
response button. At  this point  the 
user can attach a voice annotat ion to 
the selected object. A graphical  
"post-it" note is super imposed on the 
video data to remind  the user  of  the 
presence of  a voice annotation. The  
note consists of  a voice annotat ion 
icon, the date, and a t imestamp. For  
example,  one could select a day in 
the wall calendar  and leave a re- 
minder  message "Depar tment  bud- 
get meet ing at 2:00" (Figure 10a) or  

select a book from the bookshelf  and 
leave a voice annotat ion such as "Re- 
turn  this to J im" (Figure 10b). 

The  graphical  notes can also serve 
as anchors for making hypermedia  
links or  associations among objects 
within the environment .  Clicking 
and holding on a note will define the 
beginning anchor  for a link. Once 
the device is posit ioned to the target  
end  anchor,  a graphical  link line is 
super imposed  on the video images. 
The  appearance  of  a piece of  string 
physically connecting the two anchor  
points is produced.  Figure 10a shows 
a link made between a day in the wall 
calendar  and the telephone. 

Extending the design of  the Cha- 
meleon system to suppor t  pen input  

Figure 9. B r o w s i n g  t h e  
c o n t e n t  o f  y o u r  o f f i c e  
e n v i r o n m e n t  w h i l e  a t  h o m e .  
T h e  p a l m t o p  u n i t  a c t s  as a 
sma l l  w i n d o w  i n t o  Y o u r  
r e m o t e  e n v i r o n m e n t  a n d  
m a k e s  use  o f  s p a t i a l  
o r g a n i z a t i o n s  a n d  m e m o r y  
f o r  q u i c k  access .  

Figure 10. S a m p l e  v i e w s  o f  
t h e  p a l m t o p  u n i t  s h o w i n g  
t h e  c o m b i n e d  p h y s i c a l  a n d  
e l e c t r o n i c  i n f o r m a t i o n .  T h e  
b l u e  r e c t a n g l e s  r e p r e s e n t  
e l e c t r o n i c  p o s t - i t  n o t e s  
w h i c h  h a v e  v o i c e  a n n o t a -  
t i o n s  a t t a c h e d .  (a) s h o w s  
t w o  n o t e s  l e f t  o n  t h e  d e s k  
a n d  a h y p e r m e d i a  l ink  
b e t w e e n  t h e  p h o n e  a n d  t h e  
wa l l  c a l e n d a r .  (b) s h o w s  t h r e e  
n o t e s  l e f t  o n  t h e  b o o k s h e l f  
a n d  (c) s h o w s  t h e  c o n t e n t s  
o f  t h e  e l e c t r o n i c  w h i t e b o a r d .  
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allows users to scribble electronic 
notes or  an:notations on the office 
walls or  on objects in the physical 
environment .  A common practice 
may be to leave notes on the office 
whiteboard.  

When the whiteboard is promoted  
to an electronic "mediator  object," 
the notes made on the paLaatop unit  
can automatically be t ransfer red  and 
appear  on the electronic whiteboard.  
Tha t  is, when the pa lmtop unit is 
posit ioned on top of  the virtual 
whiteboard,  the palmtop surface acts 
the same as the electronic whiteboard 
surface in the physical environment  
(Figure 10c). 

Light switches, thermo~tats, and 
even the te lephone can be promoted  
to media tor  objects. Users can turn 
their  lights on or  off, raise or  lower 
the office t empera tu re  and check 
whether  any' te lephone voice mes- 
sages have been left on their ma- 
chine. 

In  short, media tor  objects can 
react and !interface between the 
physical and computat ional  environ- 
ments. They  offer  the besl: example  
o f  integrat ing computers  and sensors 
with familiar objects in a way that is 
compatible with the real world and 
cur ren t  work practice. 

While working in the physical of- 
rice environment ,  users need mecha- 
nisms for  r emember ing  and access- 
ing their  electronic annotations and 
links. Indicator  lights similar to ones 
found on te lephone units can be 
used to serve the same purpose.  A 
more complete solution involves 
touch-sensitive LCD strips which are 
placed along the office walls, the 
desk, and shelves in the bookcase. 
The  LCD indicators highlight  re- 
gions near  annotat ions or  hyperme-  
dia link anchors. Pressing on the 
LCD indicator accesses the voice or  
graphical  annotat ion or  follows the 
link to the er ldpoint  anchor.  In  addi-  
tion, the Chameleon system can be 
used within the physical office to 
serve as a scanner unit  to locate and 
display annotations.  

In  the surrogate-office descrip- 
tion, many complications arise when 
one begins to think about actually 
implement ing  some of  the ideas. For  
example,  how can we reconstruct  a 
complete spatial map o f  the office 
with only a 360-degree panoramic 

wRoE,,A-L. 
video image? The  resolution of  the 
image will be crucial. Text  at oblique 
angles may be unreadable  given the 
video resolution. Another  issue is 
how can we proper ly  align the physi- 
cal objects with the video data and 
annotations? Many of  these and 
other  issues should be explored to 
gain a better  unders tanding  of  the 
requirements  for situated informa- 
tion spaces and computer-aug-  
mented  environments.  

Conclusions 
Ubiquitous comput ing  requires a 
qualitative change in the way we 
think and interact with computers .  
Instead o f  viewing and manipula t ing 
a computer ized world through a 
large stationary compute r  and dis- 
play, we want to shift to a new model  
in which we carry a round  a very 
small pa lmtop compute r  that  acts as 
our  personal  display onto informa- 
tion spaces. These  displays are aware 
of  their  sur roundings  and change 
depend ing  on the situation in which 
they are immersed.  

Electronic informat ion will be 
available everywhere.  In  o rde r  to 
avoid being f looded and over- 
whelmed with the quantity o f  infor- 
mation, we need to adopt  the notion 
of  situated informat ion spaces. The  
electronic informat ion associated 
with physical objects should be col- 
lected, associated, and collocated 
with those objects. The  physical ob- 
jects anchor  the information,  provide 
a logical means of  part i t ioning and 
organizing the associated informa- 
tion space into "hot spots," and serve 
as retrieval cues for users. 

Since we are constantly viewing 
and interacting with a 3D physical 
world, the devices used to suppor t  
compute r -augmented  environments  
need to be jus t  as responsive and 
aware of  the 3D worlds in which they 
participate.  

Toward this end,  the Chameleon 
prototype begins to explore  how we 
can access and manipula te  situated 
3D informat ion spaces th roughout  
our  environment .  Because we are 
interact ing concurrent ly  with physi- 
cal objects and computer -genera ted  
data, our  input  controls and output  
display are tightly coupled to provide 
a seamless integrat ion between the 
two worlds. 

This article has explored  and un- 
covered a wide range of  issues 
sur rounding  compute r -augmented  
environments.  The  Chameleon pro-  
totype and a set of  computer-  
augmented  applications were de- 
scribed. Fu tu re  research will fur ther  
explore  the concepts of  situated in- 
format ion spaces, media tor  objects, 
and user interaction styles using the 
Chameleon design. 
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