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TECHNICAL FIELD OF THE INVENTION SOFTWARE-BASED NETWORK ATTACHED 
STORAGE SERVICES HOSTED ON 

MASSIVELY DISTRIBUTED PARALLEL 
COMPUTING NETWORKS 

This invention relates to distributed processing and more 
particularly to techniques and related methods for managing, 

5 facilitating and implementing distributed processing in a net­
work environment. This application is a continuation-in-part application of the 

following applications: application Ser. No. 09/538,543 
entitled "DISTRIBUTED PARALLEL PROCESSING SYS­
TEM HAVING CAPABILITY-BASED INCENTIVES AND 
ASSOCIATED METHOD which is now U.S. Pat. No. 7,003, 10 

547," application Ser. No. 09/539,023 entitled "SWEEP­
STAKES INCENTIVE MODEL AND ASSOCIATED SYS­
TEM which is now abandoned," application Ser. No. 09/539, 
448 entitled "CAPABILITY-BASED DISTRIBUTED 

15 
PARALLEL PROCESING SYSTEM AND ASSOCIATED 
METHOD which is now abandoned," application Ser. No. 
09/539,428 entitled "METHOD OF MANAGING DISTRIB­
UTED WORKLOADS AND ASSOCIATED SYSTEM 
which is now abandoned," application Ser. No. 09/539,106 20 

entitled "NETWORK SITE TESTING METHOD AND 
ASSOCIATED SYSTEM which is now U.S. Pat. No. 6,891, 
802," application Ser. No. 09/538,542 entitled "NETWORK 
SITE CONTENT INDEXING METHOD AND ASSOCI­
ATED SYSTEM which is now U.S. Pat. No. 6,654,783," and 25 

application Ser. No. 09/539,107 entitled "DISTRIBUTED 
BACK-UP SYSTEM AND ASSOCIATED METHOD which 
is now abandoned," each of which was filed on Mar. 30, 2000, 
and each of which is hereby incorporated by reference in its 
entirety. 

This application is also a continuation-in-part application 
of the following applications: application Ser. No. 09/603, 
740 entitled "METHOD OF MANAGING WORKLOADS 
AND ASSOCIATED DISTRIBUTED PROCESSING SYS­
TEM which is now abandoned," application Ser. No. 09/602, 
789 entitled "MACHINE GENERATED SWEEPSTAKES 
ENTRY MODEL AND ASSOCIATED DISTRIBUTED 

30 

BACKGROUND 

The NAS (Network Attached Storage) market is currently 
one of the fastest growing segments of the overall storage 
market. NAS devices typically take the form of stand-alone 
devices or systems that contain their own storage, processing, 
connectivity and management resources. Through these 
internal capabilities, the NAS device becomes a storage 
resource that connects to any network enabling many devices 
on the network to share data via the NAS device. 

A NAS device is a term that is often used to refer to a 
specialized file server that connects to the network to provide 
storage capacity to network-connected users. NAS devices 
typically contain a slimmed-down (micro-kernel) operating 
system and file system. NAS devices often process only input/ 
output (I/O) requests by supporting popular file sharing pro­
tocols such as NFS (UNIX) and SMB (DOS/Windows). NAS 
devices also typically use traditional LAN protocols such as 
Ethernet and TCP/IP to communicate over the network. Some 
general-purpose computers using full-blown operating sys­
tems such as Windows or UNIX are often labeled as NAS 
products because they can provide storage that is attached to 
a network. However, a pure NAS device is one built from 
scratch as a dedicated file I/O device. As used herein, the term 
"NAS device" broadly refers to a device that makes data 
storage resources available to network-connected user 
devices. A "dedicated NAS device" is a device whose primary 

35 operational purpose is for providing NAS services. 

PROCESSING SYSTEM which is now U.S. Pat. No. 7,020, 
678," application Ser. No. 09/602,803 entitled "DATA 40 

SHARING AND FILE DISTRIBUTION METHOD AND 

A related term is the storage area network (SAN). "SAN" 
is a term that is often used to refer to a back-end network 
connecting storage devices to servers via peripheral channels 
such as SCSI, SSA, ESCON and Fibre Channel. By using a 
SAN, the data storage traffic is off-loaded from the primary 
user network, which includes the user machines and the 

ASSOCIATED DISTRIBUTED PROCESSING SYSTEM 
which is now U.S. Pat. No. 7,082,474," application Ser. No. 
09/602,844 entitled "DATA CONVERSION SERVICES 
AND ASSOCIATED DISTRIBUTED PROCESSING SYS- 45 

server machines. The servers then utilize the SAN to move 
and store data in storage devices connected to the storage 
network. SAN environments are becoming increasingly 
popular for enterprise storage solutions. 

TEM which is now abandoned," and application Ser. No. 
09/602,983 entitled "CUSTOMER SERVICES AND 
ADVERTISING BASED UPON DEVICE ATTRIBUTES 
AND ASSOCIATED DISTRIBUTED PROCESSING SYS­
TEM which is now U.S. Pat. No. 6,963,897," each of which 
was filed on Jun. 23, 2000, and each of which is hereby 
incorporated by reference in its entirety. 

This application is also a continuation-in-part application 
of the following application: application Ser. No. 09/648,832 
entitled "SECURITY ARCHITECTURE FOR DISTRIB­
UTED PROCESSING SYSTEMS AND ASSOCIATED 
METHOD which is now U.S. Pat. No. 6,847,995," which was 
filed on Aug. 25, 2000, and which is hereby incorporated by 
reference in its entirety. 

This application is also a continuation-in-part application 
of the following application: application Ser. No. 09/794,969 
entitled "SYSTEM AND METHOD FOR MONITIZING 
NETWORK CONNECTED USER BASES UTILIZING 

With respect to lower cost devices that are currently mar­
keted as dedicated NAS devices, many have common per­
sonal computer (PC) specifications such as the following: 
Pentium III processor, 40 GB HD and a 10/100 Ethernet 

50 connection, along with other components. Considering the 
specifications of an average corporate desktop computer, the 
capabilities of these desktop computers often exceed the 
capabilities computers being sold as dedicated NAS devices, 
and these desktop computers often sit idle for significant 

55 amounts of time each day. 

SUMMARY OF THE INVENTION 

The present invention provides software-based network 
60 attached storage (NAS) services that are hosted on a mas­

sively distributed computing system. More particularly, a 
client agent program is configured to run on the network­
connected client devices that are part of the distributed com-

DISTRIBUTED PROCESSING SYSTEMS which is now 65 

puting system to provide what appears to user devices as 
dedicated NAS functionality, for example, through the Inter­
net. This NAS functionality takes advantage of unused or pending," which was filed on Feb. 27, 2001, and which is 

hereby incorporated by reference in its entirety. under-utilized resources of these distributed devices to 
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advantageously provide NAS capabilities. In addition, stor­
age priority controls may be utilized to facilitate the full us of 
available storage resources, such as user specified constraints, 
standard bit, block or file priority levels and direct bit, block 
or file priority markings. 

In one embodiment, the present invention is a method of 
operating a distributed processing system to provide network 
attached storage (NAS) services, including configuring a cli-
ent agent program to have a software-based NAS component 
and to take advantage of unused or under-utilized resources of 10 

a plurality of network-connected distributed devices put into 
operation for purposes distinct from operating the client agent 
program to provide NAS services, and utilizing the plurality 
of distributed devices running the client agent to provide NAS 
services to network-connected user devices with the network- 15 

connected user devices recognizing at least a portion of the 
plurality of distributed devices as dedicated NAS devices. In 
a more detailed respect, at least a portion of the plurality of 
network-connected distributed devices may operate only as 
stand-alone dedicated NAS devices without knowledge of 20 

other NAS devices connected to the network. Still further, at 
least one of the network-connected distributed devices may 
store location information for data stored by the plurality of 
network-connected distributed devices. Still further the pro­
vided NAS services may be managed utilizing at least one 25 

centralized server system. And the server system may down­
load the NAS component to the plurality of network-con­
nected distributed devices with the NAS component being 
configured to operate as part of the client agent program 
already installed on the distributed devices. In yet another 30 

respect, the method of the present invention may include 
managing storage resources for the plurality of distributed 
devices using a storage priority control that facilitates full use 
of available storage resources. In addition, the storage priority 
control may include, for example, a parameter selectable 35 

through the client device, storage priority level schemes that 
prioritize data storage and deletion, and priority markings 
directly given to data or files. 

In another embodiment, the present invention is a distrib­
uted processing system that provides network attached star- 40 

age (NAS) services, including a client agent program and a 
plurality of network-connected distributed devices running 

4 
may be used to manage storage resources for the plurality of 
distributed devices with the storage priority control config­
ured to facilitates full use of available storage resources. 

DESCRIPTION OF THE DRAWINGS 

It is noted that the appended drawings illustrate only exem­
plary embodiments of the invention and are, therefore, not to 
be considered limiting of its scope, for the invention may 
admit to other equally effective embodiments. 

FIG. lA is a block diagram for a distributed processing 
system having client capability and incentive features, 
according to the present invention. 

FIG. 1B is a block diagram for information flow among 
customer systems, server systems and client systems, accord­
ing to the present invention. 

FIG. 2A is a block diagram for a client system, according to 
the present invention. 

FIG. 2B is a block diagram for processing elements within 
a client system, according to the present invention. 

FIG. 2C is a block diagram for a client system agent 
installed on a client system, according to the present inven­
tion. 

FIG. 2D is an example user interface for a client system 
agent, including incentive advertising, according to the 
present invention. 

FIG. 3A is a block diagram for server systems, according to 
the present invention, including a control system, a sweep­
stakes system and a workload database. 

FIG. 3B is a block diagram for server systems, customer 
systems, client systems and outsourced host systems, accord­
ing to the present invention. 

FIG. 3C is a block diagram for a server system processor, 
according to the present invention. 

FIG. 3D is an alternative block diagram for a server system 
processor, according to the present invention. 

FIG. 4 is a functional block diagram for an example sweep­
stakes incentive operation according to the present invention. 

FIG. SA is a block diagram for a distributed processing 
system for a network site indexing application, according to 
the present invention. 

FIG. 5B is a functional block diagram for an indexing 
operation according to the present invention. 

FIG. 6A is a block diagram for a server system according to 
the present invention, including a control system, a workload 
database, and a database of client capabilities balancing vec­
tors. 

FIG. 6B is a functional block diagram for client capabilities 
balancing of workloads according to the present invention. 

the client agent program. The client agent program may be 
configured to have a software-based NAS component and to 
take advantage of unused or under-utilized resources of a 45 

network-connected distributed device put into operation for 
purposes distinct from operating the client agent program to 
provide NAS services. The plurality of network-connected 
distributed devices may operate to provide NAS services to 
network-connected user devices with the network-connected 50 

user devices recognizing at least a portion of the plurality of 
distributed devices as dedicated NAS devices. In more 
detailed respects, at least a portion of the plurality of network­
connected distributed devices operate only as stand-alone 
dedicated NAS devices without knowledge of other NAS 
devices connected to the network. In addition, at least one of 

FIG. 7A is a block diagram for a distributed processing 
system, according to the present invention, including 
example network sites on which site testing is to be con-

55 ducted, such as load testing and/or quality-of-service (QoS) 
testing. 

FIG. 7B is a functional block diagram for site-testing, 
according to the present invention. 

the network-connected distributed devices stores location 
information for data stored by the plurality of network-con­
nected distributed devices. Still further, at least one central­
ized server system may be included to manage at least in part 

FIG. 8 is a block diagram of a distributed processing sys-
60 tern for a data backup application, according to the present 

invention. the NAS services provided by the plurality of network-con­
nected distributed devices. And the NAS component may be 
configured to be downloaded from the server system to the 
plurality of network-connected distributed devices with the 
NAS component being configured to operate as part of the 65 

client agent program already installed on the distributed 
devices. In yet another embodiment, a storage priority control 

FIG. 9 is a block diagram of an alternative representation of 
an interconnection fabric for a distributed processing system 
environment, according to the present invention. 

FIG. 10 is a block diagram of a more detailed block dia­
gram for a client system agent installed on a client system, 
according to the present invention. 
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FIG. llA is a more detailed flow diagram for machine 
generated sweepstakes entries according to the present inven­
tion. 

FIG. 11B is an alternative detailed flow diagram for 
machine generated 
present invention. 

sweepstakes entries according to the 

FIG. 12A is a block diagram of a distributed processing 
system that allows customers to select client system 
attributes, according to the present invention. 

FIG.12B is a block flow diagram for client system attribute 
selection, according to the present invention. 

FIG. 13A is a block diagram of a distributed processing 
system that provides data conversion services, according to 
the present invention. 

FIG. 13B is a block flow diagram for data conversion 
services within a distributed processing system, according to 
the present invention. 

FIG. 14A is a block diagram of a distributed processing 
system that provides data transmission caching, according to 
the present invention. 

FIG. 14B is a block diagram of a distributed processing 
system that provides data sharing and file distribution, 
according to the present invention. 

FIG. 15 is a block diagram of an alternative representation 
for a distributed processing system, according to the present 
invention. 

FIG.16 is a block diagram of a representation for a distrib­
uted processing system including security subsystems, 
according to the present invention. 

FIG. 17 A is a block diagram of a client system and server 
systems communication interface, according to the present 
invention. 

FIG. 17B is a block diagram of communication layers for 
client system and server systems communication, according 
to the present invention. 

FIG. 18A is a detailed block diagram for an embodiment of 
security activities for server systems, according to the present 
invention. 

FIG. 18B is a detailed block diagram for an embodiment of 
security activities for client systems, according to the present 
invention. 

FIG. 19 is a block diagram for a distributed processing 
system and environment in which network service providers 
are enabled to monitize their user bases. 

FIG. 20 is a block diagram representing the components for 
a client agent along with a representative indication of 
responsibility for those components. 

FIG. 21 is a block diagram for a network attached storage 
(NAS) embodiment for a distributed processing system 
according to the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

The present invention contemplates the identification of 

6 
devices, or any other computing device that has useful capa­
bilities and is connected to a network in any manner. The 
present invention further contemplates providing an incen­
tive, which may be based in part upon capabilities of the 
distributed devices, to encourage users and owners of the 
distributed devices to allow the capabilities of the distributed 
devices to be utilized in the distributed parallel processing 
system of the present invention. 

The number of usable distributed devices contemplated by 
10 the present invention is preferably very large. Unlike a small 

local network environment, for example, as may be used by 
an Internet Service Provider (ISP), which may include less 
than 100 interconnected computers systems to perform the 
tasks required by the ISP, the present invention preferably 

15 utilizes a multitude of widely distributed devices to provide a 
massively distributed processing system. With respect to the 
present invention, a multitude of distributed devices refers to 
greater than 1,000 different distributed devices. With respect 
to the present invention, widely distributed devices refers to a 

20 group of interconnected devices of which at least two are 
physically located at least 100 miles apart. With respect to the 
present invention, a massively distributed processing system 
is one that utilizes a multitude of widely distributed devices. 
The Internet is an example of a interconnected system that 

25 includes a multitude of widely distributed devices. An intra­
net system at a large corporation is an example of an inter­
connected system that includes a multitude of distributed 
devices, and if multiple corporate sites are involved, may 
include a multitude of widely distributed devices. A distrib-

30 uted processing system according to the present invention 
that utilizes such a multitude of widely distributed devices, as 
are available on the Internet or in a large corporate intranet, is 
a massively distributed processing system according to the 

35 

present invention. 
FIG. lA is a block diagram for a distributed parallel pro-

cessing system 100 according to the present invention. The 
network 102 is shown having a cloud outline to indicate the 
unlimited and widely varying nature of the network and of 
attached client types. For example, the network 102 may be 

40 the Internet, an internal company intranet, a local area net­
work (LAN), a wide area network (WAN), a wireless net­
work, a home network or any other system that connects 
together multiple systems and devices. In addition, network 
102 may include any of these types of connectivity systems 

45 by themselves or in combination, for example, computer sys­
tems on a company intranet connected to computer systems 
on the Internet. 

FIG. lA also shows client systems 108, 110 ... 112 
connected to the network 102 through communication links 

50 118, 120 ... 122, respectively. In addition, server systems 
104, other systems 106, and customer systems 152 are con­
nected to the network 102 through communication links 114, 
116 and 119, respectively. The client system capabilities 
block 124 is a subset of the server systems 104 and represents 

55 a determination of the capabilities of the client systems 108, 
110 ... 112. The incentives block 126 is also a subset of the 

the capabilities of distributed devices connected together 
through a wide variety of communication systems and net­
works and the aggregation of these capabilities to accomplish 
processing, storage, broadcasting or any other desired project 
objective. For example, distributed devices connected to each 
other through the Internet, an intranet network, a wireless 60 

network, home networks, or any other network may provide 
any of a number of useful capabilities to third parties once 
their respective capabilities are identified, organized, and 
managed for a desired task. These distributed devices may be 
connected personal computer systems (PCs), internet appli- 65 

ances, notebook computers, servers, storage devices, network 
attached storage (NAS) devices, wireless devices, hand-held 

server systems 104 and represents an incentive provided to 
the users or owners of the clients systems 108,110 ... 112 for 
allowing capabilities of the clients systems 108, 110 ... 112 
to be utilized by the distributed processing system 100. The 
client systems 108, 110 and 112 represent any number of 
systems and/or devices that may be identified, organized and 
utilized by the server systems 104 to accomplish a desired 
task, for example, personal computer systems (PCs), internet 
appliances, notebook computers, servers, storage devices, 
network attached storage (NAS) devices, wireless devices, 
hand-held devices, or any other computing device that has 
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useful capabilities and is connected to a network in any man­
ner. The server systems 104 represent any number of process­
ing systems that provide the function of identifying, organiz­
ing and utilizing the client systems to achieve the desired 
tasks. 

The incentives provided by the incentives block 126 may 
be any desired incentive. For example, the incentive may be a 
sweepstakes in which entries are given to client systems 108, 
110 ... 112 that are signed up to be utilized by the distributed 
processing system 100. Other example incentives are reward 
systems, such as airline frequent- flyer miles, purchase credits 
and vouchers, payments of money, monetary prizes, property 
prizes, free trips, time-share rentals, cruises, connectivity ser­
vices, free or reduced cost Internet access, domain name 
hosting, mail accounts, participation in significant research 
projects, achievement of personal goals, or any other desired 
incentive or reward. 

As indicated above, any number of other systems may also 
be connected to the network 102. The element 106, therefore, 
represents any number of a variety of other systems that may 
be connected to the network 102. The other systems 106 may 
include ISPs, web servers, university computer systems, and 
any other distributed device connected to the network 102, for 
example, personal computer systems (PCs), internet appli­
ances, notebook computers, servers, storage devices, network 
attached storage (NAS) devices, wireless devices, hand-held 
devices, or any other connected computing device that has 
useful capabilities and is connected to a network in any man­
ner. The customer systems 152 represents customers that have 
projects for the distributed processing system, as further 
described with respect to FIG. 1B. The customer systems 152 
connect to the network 102 through the communication link 
119. 

It is noted that the communication links 114,116,118,119, 
120 and 122 may allow for communication to occur, if 
desired, between any of the systems connected to the network 
102. For example, client systems 108, 110 ... 112 may 
communicate directly with each other in peer-to-peer type 
communications. It is further noted that the communication 
links 114, 116, 118, 119, 120 and 122 may be any desired 
technique for connecting into any portion of the network 102, 
such as, Ethernet connections, wireless connections, ISDN 
connections, DSL connections, modem dial-up connections, 
cable modem connections, fiber optic connections, direct Tl 

8 
server systems 104 send project and benchmark workloads 
130 to client systems 134. A benchmark workload refers to a 
standard workload that may be used to determine the relative 
capabilities of the client systems 134. A project workload 
refers to a workload for a given project that is desired to be 
completed. The project workload may be, for example, a 
workload for projects such as network site content indexing, 
network site testing including network site load testing and 
network site quality of service testing, data back-up, drug 

10 design, drug interaction research, chemical reaction studies, 
bioinformatics including genetic and biological analyses, 
human genome analyses, pair-wise comparisons including 
fingerprint and DNA analyses, data mining, internet hosting 
services, intranet hosting services, auction services, market 

15 clearing services, payment systems, bioinformatic simula­
tions, knowledge management services, trading services, 
data matching services, graphics rendering, or any other 
desired project. 

Client systems 134, as discussed above, may be any num-
20 ber of different systems that are connected to the server sys­

tems 104 through a network 102, such as client systems 108, 
110 ... 112 in FIG. lA. The client systems 134 send results 
132 back to the server systems 104 after the client systems 
134 complete processing any given workload. Depending 

25 upon the workload project, the server systems 104 may then 
provide results 156 to customer systems 152. The customer 
systems 152 may be, for example, an entity that desires a 
given project to be undertaken, and if so, provides the project 
details and data 158 to the server systems 104. FIG. 2A is a 

30 block diagram for an example client system 108 according to 
the present invention. In this simplified block diagram, an 
original workload 204 is received through line 208 from an 
interface 206. The original workload 204 represents a portion 
of the processing, storage or other activity required to com-

35 plete the desired task for which the server system 104 is trying 
to accomplish. This original workload 204 is sent by the 
server system 104 through the network 102 and received by 
the client system 108 through communication link 118. The 
client system 108 processes the original workload 204. Fol-

40 lowing line 212, results 202 are then stored for transferring 
along line 210 to interface 206. Interface 206 may then com­
municate the results back to the server system 104 through 
communication line 118, or to other client systems (for 
example, with peering of client systems) and then through the 

45 network 102. or T3 connections, routers, portal computers, as well as any 
other network or communication connection. It is also noted 
that there are any number of possible configurations for the 
connections for network 102, according to the present inven­
tion. The client system 108 may be, for example, an indi­
vidual personal computer located in someone's home and 50 

may be connected to the Internet through an Internet Service 
Provider (ISP). Client system 108 may also be a personal 
computer located on an employee's desk at a company that is 
connected to an intranet through a network router and then 
connected to the Internet through a second router or portal 55 

computer. Client system 108 may further be personal com­
puters connected to a company's intranet, and the server 
systems 104 may also be connected to that same intranet. In 
short, a wide variety of network environments are contem­
plated by the present invention on which a large number of 60 

potential client systems are connected. 

It is noted that the workload received by client system 108 
and the processing or activity performed may depend up a 
variety of factors, as discussed further below. In part, this 
workload allocated by the server system 104 to each client 
system 108, 110 and 112 may depend upon the capabilities of 
the client system, such as the processing power, disk storage 
capacity, communications types, and other capabilities avail­
able from the various components of the systems within the 
client system 108. 

The server systems 104 can select the workloads for the 
client system 108 and may control when these workloads are 
performed, through operational code (i.e., an agent) residing 
and installed on the client system 108. Alternatively, the 
owner or user of the client system 108 may determine when 
workloads are procured or obtained from the server systems 
104, as well as when these workloads are performed, for 
example, by accessing the server systems 104 through the 
network 102. For example, the server systems 104 may down­
load to the client system 108 upon request one or more work­
loads. At the same time, an agent residing on the client system 
108 may operate to process the workload or multiple work­
loads downloaded to the client system 108. It is noted, there-

FIG. 1B is a block diagram for information flow 150 among 
customer systems 152, server systems 104 and client system 
134, according to the present invention. The server systems 
104, as discussed above, may include any number of different 65 

subsystems or components, as desired, including client sys­
tem capabilities block 124 and incentives block 126. The 
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fore, that the agent may be simultaneously managing more 
than one workload for any number of projects. When the 
workload is complete, the agent may inform the owner or user 
of the client system 108 the results are ready to be commu­
nicated back. The client system 108 may then upload results 
to the server system 104 and download new workloads, if 
desired. Alternatively, these logistical and operational inter­
actions may take place automatically through control of the 
agent and/or the server systems 104. 

FIG. 2B is a block diagram for processing elements within 10 

a client system 108 according to the present invention. In this 
diagram, client system 108 is contemplated as a personal 
computer. In a personal computer, an internal bus 260 would 
typically have a variety of different devices connected to it. 
For example, a CPU 250 could be connected through the bus 15 

260 to a video processor 252, a floating point processor 254 
( often integrated within the CPU itself), and digital signal 
processors 256 (DSPs ), such as those found on sound cards 
and modems. In addition, any of a variety of other processing 
devices 258 may be included. Furthermore, other types of 20 

devices may be connected, such as hard drives 264, which 
provide disk storage capabilities, and a digital camera 262. 

It is noted, therefore, that the capabilities for client systems 
108, 110 ... 112 may span the entire range of possible 
computing, processing, storage and other subsystems or 25 

devices that are connected to a system connected to the net­
work 102. For example, these subsystems or devices may 
include: central processing units (CPUs), digital signal pro­
cessors (DSPs), graphics processing engines (GPEs), hard 
drives (HDs), memory (MEM), audio subsystems (ASs), 30 

communications subsystems (CSs), removable media types 
(RMs), and other accessories with potentially useful unused 
capabilities (OAs). In short, for any given computer system 
connected to a network 102, there exists a variety of capabili-
ties that may be utilized by that system to accomplish its 35 

direct tasks. At any given time, however, only a fraction of 
these capabilities are typically used on the client systems 108, 
110 ... 112. The present invention can take advantage of these 
unused capabilities. 

It is also noted that along with receiving the workload, the 40 

client system 108 will also receive an agent that manages the 
completion of the workload. This agent may be software that 
is customized for the particular computer system and process-
ing capabilities of the client system 108. For example, if the 
client system is a personal computer as shown in FIG. 2B, the 45 

agent may be a program that operates in the background of the 
computer's operating system. When the agent determines that 
there is unused processing or other capabilities, the agent may 
take advantage of it. For example, if the user is using a word 
processing application to create a document, little processing 50 

power is being utilized by the word processing program, 
leaving the computer's CPU and video processor underuti­
lized. Thus, the agent could execute commands to these pro­
cessors during dead cycles. In this way, the agent may facili­
tate the completion of workload processing in a reduced time. 55 

In addition, this agent may be self-updating upon connecting 
to the server systems 104, so that the agent may be kept up to 
date with current software revisions and workload activities. 
It is also noted that the agent may manage work on multiple 
workloads at the same time, so that any given distributed 60 

device connected to the network 102 may be working on a 
plurality of workloads at any given time. 

FIG. 2C is a block diagram for an example client system 
agent 270. The agent 270 may include a security subsystem 
272 that controls the interface of the client system 108 with 65 

the agent 270. The security subsystem 272 may help keep the 
workloads secure and may help to keep the client systems 108 

10 
from suffering any security problems in completing the work­
load. For example, the agent 272 may operate to keep viruses 
from attacking the client system 108 while the client system 
108 is processing the workload through the operation of the 
agent. The security subsystem 272, therefore, may provide 
the interface for the workloads 130 and the results 132. 

The clients system agent 270 may also include a workload 
engine 274, a statistics/user interface incentive advertising 
block 276, and a workload package and update processing 
block 278. In the example shown in FIG. 2C, workloads 130 
pass through the security subsystem 272 and along line 280 to 
the workload package and update processing block 278. In 
this block 278, the agent 270 may be updated by the server 
systems 104. Alternatively, the agent 270 may determine, 
when connected to the server systems 104, whether it needs to 
be updated and then accomplish that updating automatically. 
Once the workload package is processed, the workload 
engine 27 4 may receive the workload following line 288. The 
workload engine 27 4 works on the workload, ultimately com­
pleting the workload. The results or status of the workload 
may then be sent through the security subsystem 272 follow­
ing line 282. The results 132 may then be provided back to the 
server systems 104. 

The statistics/user interface/incentive advertising block 
276 may provide workload, incentive and other statistics, as 
well as any other desired interface features, to the user of the 
client system. For example, the block276 may show a user the 
expected amount of processing time it will take for the client 
system to complete a workload task based upon the capabili­
ties of the system. As also shown, the block 276 may receive 
information following lines 286 and 284 from the workload 
package and update processing block 278 and from the work­
load engine 274. If desired, security information from the 
security subsystem 272 could also be displayed to the user of 
the client system. It is noted that the information displayed to 
the user of the client system may be modified and selected as 
desired without departing from the present invention. 

With respect to incentive advertising, the block 276 may 
also show the user of the client system how this processing 
time might change depending upon various possible upgrades 
to the capabilities of the client system, such as a faster micro­
processor, more memory, more disk storage space, etc. Fur­
thermore, the client system capabilities may be shown corre­
lated to the incentives provided to the client system for 
participation. Thus, the user may be provided information as 
to how the user's incentives would increase or change 
depending upon other computer systems or upgraded capa­
bilities the user could acquire. This incentive value increase 
may also be tied to upgrades to particular vendor's devices. 
For example, if the user's device is a computer system having 
an ABC microprocessor, the block 276 may provide the user 
information as to increased incentive values based upon an 
upgrade to a more powerful ABC microprocessor. Similarly, 
if the user's device is a computer system obtained from ABC, 
the block 276 may provide the user information as to 
increased incentive values based upon an upgrade to a more 
powerful ABC computer system. 

FIG. 2D is an example user interface 276 for a client system 
agent, including incentive advertising, according to the 
present invention. In the example shown, interface 276 is a 
window 230 that may be displayed on a distributed device, for 
example, a computer system. This window 230 displays the 
desired information for the agent client manager. As indicated 
above, this agent client manager is initially downloaded from 
the server systems 104 and thereafter may be updated at 
various times when the client system is communicating with 
the server systems. The interface 276, as shown, includes 
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interface tabs 221, 222, 224, 226, 228, 244, 246 and 248. 
These interface tabs may be selected through the user of a 
pointing device or keyboard attached, for example, to a com­
puter system graphically displaying the window 230. It is 
noted that the interface tabs 221, 222, 224, 226, 228, 244, 246 
and 248 are only examples, and the number, arrangement and 
content of tabs may be modified as desired. In addition, the 
example user interface 276 depicted in FIG. 2D is only an 
example and may be modified as desired. 

In FIG. 2D, the processor values interface tab 224 is the one 
currently selected by the user. This tab 224 (Processor Values) 
includes example information that may be displayed to the 
user. Assuming that a workload is being processed by the 
agent client manager, the user may select the button 242 
(Show My Incentive Values) to show the user's current incen­
tive values associated with the workload being performed. 
The personal incentive values chart 232 (My Personal Incen­
tive Values) may then be displayed to the user. As shown, the 
incentive values are provided in a relative scale from 1 to 10. 
The key designation 240 represents the incentives associated 
with the users current central processing unit (CPU) or micro­
processor. 

As indicated above, this incentive information may also be 
tied to the specific vendor of the user's CPU, for example, 
ABC Company's CPU. Thus, as shown, the key designation 
240 (My current processor) and the corresponding bar graph 
portion 236 represent incentives for the user's current CPU 
( e.g., a 166 MHz processor). The key designation 238 repre­
sents the incentives that the user is projected to have if the user 
were to upgrade the CPU. Again, this upgrade incentive infor­
mation may be tied to the specific vendor of the user's CPU or 
to any other vendor, if desired. Thus, as shown, the key 
designation 238 (NEW ABC 1 GHz processor!) and the cor­
responding bar graph portion 234 represent incentives for an 
upgrade to a new ABC CPU ( e.g., a new ABC 1 GHz proces­
sor). In this manner, a user may be provided an incentive to 
increase the capabilities of the distributed device, and a ven­
dor may be provided advertising so that the user is also 
directed to a particular upgrade. 

Looking further to FIG. 2D, other similar incentive related 
information tabs may be provided for any desired capability 
of the distributed device. For example, tab 246 (Memory 
Values) represents information that may be provided for the 
memory capabilities of the distributed device. Tab 222 
(Graphics Values) represents information that may be pro­
vided for the graphics capabilities of the distributed device. 
Tab 226 (Communications Values) represents information 
that may be provided for the communication capabilities of 
the distributed device. Tab 228 (Storage Values) represents 
information that may be provided for the storage capabilities 
of the distributed device. Tab 248 (System Values) represents 
information that may be provided for the system capabilities 
as a whole for the distributed device. 

In addition to these incentive related information tabs, 
other tabs may be included to provide information and control 
for any desired features of the agent client manager. For 
example, the tab 244 (Current: Prime Search) represents 
information that may be displayed to the user about the cur­
rent workload being performed by the agent client manager, 
for example, a search for large prime numbers. The tab 221 
(Settings) represents information that may be displayed to the 
user about various settings for the client agent manager. In 
particular, the tab 221 may provide the user the ability to 
control any desired aspect of the operation of the agent client 
manager. For example, the user may be able to select a portion 
of the capabilities that may be utilized ( e.g., a maximum of 
20% of the system memory), the types of workloads that may 

12 
be performed (e.g., only scientific research projects), the 
times when the agent may utilize system resources ( e.g., only 
between 12 to 6 am, or only when the system is idle), or any 
other desired operational feature. It is noted that in addition to 
upgrade incentive information indicated above, the user may 
also be provided information as to how incentives would 
increase if the user allocated or changed the settings for the 
agent client manager. 

This user selection of operational features allows for work-
10 loads to be scheduled or balanced based upon user input and 

desires. These user vectors, as indicated above, would allow 
users to dedicate their device capabilities to specific research 
projects (cancer, Parkinson's disease, Internet, genetics, 
space science, etc.), to specific non-profit or for profit orga-

15 nizations (Greenpeace, Celera, etc.), educational institutions 
(University of Texas), a specific group of like minded users, 
or any other entity or endeavor. This affiliation selection 
allows the distributed processing system to automatically 
include a user's device capabilities in a pool dedicated to the 

20 chosen affiliation. Additionally, a user could choose to mix 
various percentages and allocations of device capabilities 
among multiple affiliations. It is noted that the user need not 
make any affiliation selection and need not allocate 100 per­
cent of device capabilities. Rather, only a portion of the 

25 device capabilities may be allocated to a particular affiliation, 
leaving the remainder non-allocated and not affiliated. The 
capability allocation may also be a system-wide (i.e., course) 
allocation, such as some desired percent of overall device 
capabilities. The capabilities allocation may also be sub-

30 system specific (i.e., fine) allocation, such as allocation of 
particular subsystem capabilities to particular affiliations. 

Now looking to FIG. 3A, the server systems 104 may be 
one or more computer systems that operate to identify client 
system capabilities, organize workloads, and utilize client 

35 systems to accomplish a desired task. The server systems 104 
includes a control system 304 a workload database 308, and a 
sweepstakes system 306, as discussed more below. The work­
load database 308 stores any desired project task, which may 
be broken up into discrete workload tasks WLl, WL2 ... 

40 WLN, as represented by elements 336, 338 ... 340. The 
workload database may also store one or more benchmark 
workloads (BWL) 335 that may be utilized to determine 
client system capabilities in response to a standard workload. 
Through line 312, the workload database 308 communicates 

45 with control system 304. Control system 304, for example, 
receives original workload 322 and transfers it to the interface 
320 through line 326. The interface 320 then transfers the 
workload 322 to the network 102 through line 114. This 
workload 322 is ultimately received as workload 204 by 

50 client system 108,110 or 112, as shown in FIG. 2A. The result 
324 is ultimately received by the control system 304 through 
interface 320 and line 328. 

In allocating workloads, the control system 304 may con­
sider the capabilities of the client systems 108,110 and 112 to 

55 which the control system 304 is sending workloads. For 
example, if client 108 has more processing power than client 
110, the control system 304 may allocate and send more 
difficult or larger workloads. Thus, client 108 may receive 
WLl 336 and WL2 338, while client 110 would only receive 

60 WL3. Alternatively, the workload database 308 could be 
organized with differing levels of processing power or capa­
bility requirements for each workload. In this way, WLl 336 
may represent a greater processing or system capability 
requirement than WL2 338. It should be noted that workload 

65 may be a processing task, a data storage task, or tied to any 
other of a variety of capabilities that may be utilized on the 
client systems 108, 110 ... 112. 
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As indicated above, to encourage owners or users of client 
systems to allow their system capabilities to be utilized by 
control system 304, an incentive system may be utilized. This 
incentive system may be designed as desired. Incentives may 
be provided to the user or owner of the clients systems when 

14 
systems 134 and to update this agent at times when the server 
systems 104 are communicating with the client systems 134. 

The customer systems 152, which represent customers that 
have projects that they desired to be processed by the distrib­
uted processing system, may be connected to the project 
pre-processing subsystem 342 to provide projects to the 
server systems 104. These projects are processed by the 
project pre-processing subsystem 342 and passed to the 
results/workloads production subsystem 344, which pro-

the client system is signed-up to participate in the distributed 
processing system, when the client system completes a work­
load for the distributed processing system, or any other time 
during the process. In addition, incentives may be based upon 
the capabilities of the client systems, based upon a benchmark 
workload that provides a standardized assessment of the 
capabilities of the client systems, or based upon any other 
desired criteria. 

One example use of a benchmark workload is to use the 
benchmark workload to determine incentive values. For 
example, the server systems 104 may be designed to send out 

1 o duces and sends out workloads 13 0 and receives back results 
132. The analytic subsystem 346 then takes the results and 
processes them as desired. Completed project information 
may then be provided from the analytic system 346 to the 
customer systems 152. In this manner, the projects of the 

15 customer systems 152 may be processed and project results 
reported by the distributed processing system of the present 

a standard benchmark workload once an hour to each client 
system 108, 110 ... 112. If a client system is not available at 
that time for any reason, the workload would not be com- 20 

pleted by the client system, and there would be no incentive 
value generated for that client system. In this example, the 
benchmark workload may be a timed work-set that would 
exercise each subsystem with capabilities within the client 
system that was desired to be measured. A more capable 25 

client system would then generate greater incentive values 
from executing the benchmark workload, as compared to a 
less capable client system. These incentive values may be 
utilized as desired to determine what the client system should 
get in return for its efforts. For example, if the incentive were 30 

a sweepstakes as discussed further below, the number of 
entries in the sweepstakes may be tied to the system's perfor­
mance of the benchmark workload. Thus, the faster or better 

invention. 
Also, as shown, the workloads 130 and the results 132, or 

other tasks of the server systems 104, may be processed and 
handled by out-sourced host systems 340, if desired. Thus, 
some or all of the workloads 130 may be sent first to out-
sourced host systems 340. Out-sourced host systems 340 then 
send workloads 130A to the client systems 134 and receive 
back results 132A. The out-sourced host systems 340 then 
send the results 132 back to the server systems 104. Itis noted 
that this out-sourcing of server system tasks may be imple-
mented as desired for any given task that the server systems 
104 may have. It is further noted that, if desired, the server 
systems 104 may perform all of the desired functions of the 
server systems 104 so that no out-sourced host systems 340 
would be used. 

FIG. 3C is a block diagram for one embodiment of a server 
system processor 350, according to the present invention. An 
agent abstraction layer 360 may send workloads 130 and the client system performs the benchmark workload, the more 

entries the client system would receive. 35 receive results 132. The security subsystem 354 may interact 
with the agent abstraction layer 360 and provide information 
to a data parser 352 and an application programming interface 
(APis) block 356. The APis block 356, the data parser 352 

In the embodiment shown in FIG. 3A, the server systems 
104 includes a sweepstakes system 306 that functions with 
control system 304 to provide incentives for the users or 
owners of client systems 108, 110 and 112 to allow their 
system capabilities to be used by the server systems 104. The 40 

control system 304 may determine a sweepstakes entry value 
302 that is sent along line 310 to the sweepstakes system 306. 
The sweepstakes system 306 may then receive sweepstakes 
entry 332 and provide it to the sweepstakes engine 330 
through line 334. The sweepstakes engine 330 may process 45 

the entries and determine a winner, when desired. In the 
embodiment shown, therefore, entries to the sweepstakes 
may be generated each time a unit of work is accomplished by 
one or more of the subsystems within a client system 108, 110 
or 112 via an agent installed on the device for the purposes of 50 

managing and completing units of work. The total entries for 
any period of time would, therefore, be dynamic depending 

and a workload manager 358 may interact to accomplish the 
desired tasks for the server system processor 350. It is noted 
that for this embodiment, the API protocol could be con-
trolled and provided to other host systems. 

FIG. 3D is an alternative block diagram for a server system 
processor 350, according to the present invention. In this 
embodiment, the APis block 356 and the agent abstraction 
layer 360 are not present. The data parser 352, the workload 
manager 358 and the security subsystem 354 interact to pro­
vide the desired server system tasks. It is noted that for this 
embodiment, the security subsystem is controlled and uti­
lized for communicating with client systems. 

FIG. 4 is a functional block diagram for a sweepstakes 
operation 400 by the system server 104 according to the 
present invention. In block 402, the server systems 104 may 
sign-up client systems in "accept clients" block 402. Follow-

on how many are received. Odds of winning would then be 
determined by the total number of entries received and the 
total number of entries contributable to any given entrant. 55 ing line 418, the server systems 104 identifies the capabilities 

of the client's computer and processing systems in the "deter­
mine client system capabilities" block 404. Control passes 
along line 420 to the "distribute workloads to client systems" 

FIG. 3B is another example block diagram of a distributed 
processing system 300 including server systems 104, cus­
tomer systems 152, client systems 134 and out-sourced host 
systems 340, according to the present invention. The server 
systems 104 may include an analytic subsystem 346, a 60 

results/workload production subsystem 344, a project pre­
processing subsystem 342, a client agent subsystem 343, and 
an incentive advertising subsystem 345. The incentive adver­
tising subsystem 345 may operate to provide advertising 
information, for example, the upgrade incentive information 65 

as discussed with respect to FIG. 2D. The client agent sub­
system 343 may operate to download an agent to the client 

block 406, where the server systems 104 allocates workloads 
to each client system 108, 110 and 112. This workload may 
also be an benchmark workload, as indicated above, that acts 
as an entry workload to determine the entries or entry values 
for the client system. As also indicated above, in distributing 
the workloads in block 406, the server system 104 may take 
into consideration the capabilities of the client systems to 
which workloads are being distributed. The client systems 
108, 110 and 112 then operate to complete the workloads 
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allocated to them. Along line 423, the server system 104 
receives back workload results in "receive workload results" 
block 408. 

At this point, control passes along line 424 to the "deter­
mine sweepstakes entries" block 410. In this block 410, the 
server system 104 determines the entry value for the work­
load completed or for a standard benchmark or entry work­
load completed. This entry value may be weighted upon a 
variety of factors including factors such as the amount of 
work completed, the difficulty level of the processing 10 

required, and the accuracy of the results. It is noted that any 
desired weighting may be utilized. Thus, it is understood that 
a wide variety of considerations may be utilized to determine 

16 
be generated, if desired, for example where a particularly 
important workload project had a short time frame in which it 
needed to be completed. 

FIGS. 1, 2A---C, 3A-D, and 4 are directed to example 
embodiments for a distributed processing system according 
to the present invention, including a sweepstakes reward or 
incentive feature, as shown in the embodiments of FIG. 3A 
and FIG. 4. 

FIGS. 6A and 6B further describe a capabilities scheduling 
feature, in which the server systems 104 may identify and 
consider any of a variety of client system capability vectors in 
determining how to organize, allocate and manage workloads 
and projects. FIGS. SA and 5B describe a distributed process­
ing system and workload project that accomplishes network 

the entry value weighting for the sweepstakes. 
Although the weighting determination is shown in block 

410 in FIG. 4, the entry value may also be determined, in 
whole or in part, when a client system signs on to the distrib­
uted processing distributed system of the present invention. 

15 site indexing. FIGS. 7A and 7B describe a distributed pro­
cessing system and a workload project that accomplishes 
network site testing, such as quality of service (QoS) testing 
and load testing. And FIG. 8 describes a distributed process-

For example, if a client system has state-of-the-art CPU, 20 

video processor, DSP engine, memory, and large amounts of 
free disk storage space, a high entry value may be allocated to 
this client system up-front. In contrast, a client system that has 
a slow CPU, a weak video processor, no DSP engine, little 
memory, and little free disk storage space may be allocated a 25 

small entry value. In this way, the owners or users of the client 
systems may be provided immediate feedback as to the poten-
tial sweepstakes entry value of their computer systems, 
devices and system capabilities. 

It is further noted that the entry value may take any desired 30 

form and may be, for example, a multiplier that will be used 
for each unit of workload completed. In this way, the owner or 
user will readily be cognizant that a state-of-the-art system 
will yield a high multiplier, where as an older system, system 

35 
capability or device will yield a low multiplier. Such feed­
back, whether communicated to the owner or user immedi­
ately upon signing up or upon completion of each workload, 
will create an incentive for owners and/or users to acquire 
state-of-the-art systems, thereby further increasing the paten- 40 

tial processing power of the distributed processing system of 
the present invention. 

In addition, different workload projects may be designated 
with different entry values, as well. For example, some work­
load projects may require particular hardware or software 45 

processing systems within a client system or device. Thus, the 
number of client systems that are capable of performing the 
task would be limited. To further encourage participation by 
those owners or users with capable systems, the entry value 
for taking on particular workloads and/or systems with the 50 

desired features may be allocated higher entry values. 
Referring back to FIG. 4, control passes along line 426 to 

the "process entries" block 412. In this block 412, the sweep­
stakes entries are processed and stored as desired. Following 
line 428, "end of entry period" decision block 414 represents 55 

a determination of whether the time for getting entries into the 
sweepstakes has ended. If not, the control continues to line 
430 and back to blocks 402, 404 and/or 406, depending upon 
what is desired. Once the entry period has ended, control 
flows along line 432 to "determine winners" block 416. The 60 

server system 104 then identifies from among the entries, who 
the winning client system or systems will be. 

The entry period may be any desired time frame and may 
include multiple overlapping time frames, as desired. For 
example, winners may be determined daily for entries each 65 

day, monthly for entries within a month, and/or yearly for 
entries within one year. In addition, special entry periods may 

ing system, preferably with respect to a corporate intranet, 
that accomplishes distributed data back-up. 

FIG. 9 is an alternative representation for the interconnec­
tion fabric for a distributed processing system environment 
and describes idle client system identification and shared 
component client systems. FIG. 10 describes a client system 
agent installed on a client system. FIGS. llA and 11B further 
describe machine generated sweepstakes entries. FIGS. 12A 
and 12B describe client capability selection features. FIGS. 
13A and 13B describe data conversion services. FIG. 14A 
describes a distributed processing system that provides data 
transmission caching. FIG. 14B describes a distributed pro­
cessing system that provides data sharing and file distribution 
functions. And FIG. 15 describes an alternative representa­
tion for a distributed processing system, according to the 
present invention. 

Looking now to FIG. SA, block diagram is depicted of a 
distributed processing system 550 for a network site indexing 
application, according to the present invention. As stated 
above with respect to FIG. lA, the network 102 may be a wide 
variety of networks. For this network site indexing applica­
tion, the network 102 may preferably be the Internet having a 
multitude of network sites 552 ... 554. Each network site 
552 ... 554 may have a variety of different content types that 
may be indexed, ranging from complex sites to relatively 
simple sites. For example, network site 552 includes text 
570A, images 570B, audio streams 570C, video streams 
570D, files 570E and other content 570F. Network site 554 is 
less complex and includes text 572A, images 572B, and other 
content 572C. Both network sites 552 and 554 are connected 
to the network 102 through communication lines 558 and 
556, respectively. 

As discussed above, the server systems 104 manage work­
loads for the client systems 108, 110 ... 112. The client 
systems 108, 110 ... 112 process these workloads and pro­
duce indexing results. The resulting index may be stored at a 
centrally managed site, such as central index storage block 
560, or may itself be distributed over the possibly millions of 
indexing clients 108, 110 ... 112, as shown by remote index 
storage blocks 562, 564 ... 566. If remote index storage is 
utilized, a master database content index may be stored 
locally, for example, in the central index storage block 560. 
This content index may then direct relevant searches to the 
distributed massively parallel engine for search queries. 

Referring now to FIG. 5B, a functional block diagram is 
shown for a network site indexing operation 500 according to 
the present invention. As described in FIG. lA with respect to 
other systems 106, there may be any number of computer and 
processing systems connected to the network 102. Any one of 
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these others systems 106 may publish information on the 
network 102 for access by any other system connected to the 
network 10 2. This information to be indexed may take a \vide 
variety of fonns. including, t<1r example, text, images. audio 
streams, \ idc" streams, datalx1scs. spreadsheets, l'I )I· tiles, s 

Shockw,1w ,L1w, Flash data, ,1pplirntions, data tiles. chat 
streams, or any other informaiion. data or data streams that 
may be accessible on a network site. The distributed process­
ing system of the present invention may have as a \vorkload 
the task of indexing this potentially massive amount of infor- 10 

mation. 
hir exrnnplc. where the net\vmk 102 is the Internet nr a 

large intr,1ncl. ,1 L1rge amm111t or pn ,c·cssing power ,111d time is 
needed to create an accurate, complete and up-to-d,11e index 
of the infonnation. The Internet uses an IP (Internet Protocol) 15 

address protocol to direct traffic around the Internet. TI1e IP 
address is the address of a computer attached to a TCP/IP 
(Transmission Control Protocol/Internet Protocol) net\vork. 
Every system on the network nrnst have a unique IP address. 
II' addressc·s ,1rc typically written as four sets of numbers 211 
separated by periods. The TC!' II' packet uses 32 bits to 
contain the 11' address, which is made up of a nemurk and 
host address (NETID and HOSTID). The more bits used for 
network address, the fewer remain for hosts. Web pages 
within a particular web site with a unique address may be 25 

addressed through URLs (Uniform Resource Locator) asso­
ciated with that web site. In short. there is a limited. hut\ cry 
large, number of possible II' addrc·sscs for uniquely i,kntiti­
ablc Internet sites that may be i!Ccessed and analy/cd to 
generate an index of Internet sites and web pages via URLs. 30 

The operation diagram of FIG. 5B starts with the "clients 
receive indexing workloads" block 502. In this block. the 
system sener 104 provides the clients systems 108. 110 ... 
112 with a \vorkload task to index a portion of the infonnation 
accessible on the network I 02. I "r cx,1mple, with the lntc·rnet, ,s 
each worklu,1d may be single II' iiddrcss or groups ul' l lRI .s 
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620. The \vorkload database 308 includes a variety of sets of 
workload projects WLl, WL2 ... WLN. For each workload 
project. there may be multiple workload units. For example, 
workload project WI. I includes workload units WI.I I. 
WI 12 ... WI. IN, as rcprcsc·ntcd by elements 640. 642 . 
644, respectively. Simibrly. \\cirkload project WI .2 includes 
workload units WL21, WL22 ... WL2N, as represented by 
elements 646, 648 ... 650. respectively workload project 
WLN includes workload units WLNl, WLN2 ... WLNN, as 
represented by elements 652. 654 ... 656, respectively. 

It may be expected that different workload projects WLl, 
WI .2 ... WI .N within the \\orklm1d database 308 may require 
widch· \ ,1rying processing requirements. Thus. in order to 
betkr di reel resources lo\\ orkluad projects, the sen er system 
may access Yarious system vectors when a client system signs 
up to provide processing time and other system or device 
capabilities to the server system. This capability scheduling 
helps facilitate project operation and completion. In this 
respect. the capability vector database 620 keeps track or any 
desired k',1lure of client s\·stems or devices in capability 
vectors C'l3\'I. CHV2. . C'llVN, represenkd by elements 
628, 630 ... 632, respecti\ ely. These capability\ ectors may 
then be utilized by the control system 304 through line 626 to 
capability balance workloads. 

This capability scheduling according to the present inven­
tion, therefore, allows for the efficient management of the 
distributed processing system ol' the present im c·ntion. This 
cap,1hili1v scheduling and distribution will hc·lp maximil'.e 
throughput, deliver timely responses for sensiti\ c \\orkloads, 
calculate redundancy factors \vhen necessary. and in general, 
help optimize the distributed processing computing system of 
the present invention. The following TABLE 1 prLwides lists 
of capability vectors or factors that may be utilized. It is noted 
that this list is <.111 example list. and m1y number ofYectors or 
foctors 111,1\· be identiticd and utilil'.ed, as desired. 

L-U3LE 1 

Example Client C:1p:1bility Vectors or Factors 

or, in some cases. large data types contained on single sites or 
pages. Folkming line 514, the "clients interact with other 
systems" block 504 represents the operation of the agent 
installed on the client systems 108. 110 ... 112 to access the 
network sites. according to the assigned workload, and index 
the inftmrn11inn ,1ccessiblc on that site. This indexing may 
include all lvpes of infornrntion ill'L'c•ssible on that site. includ-

40 1. BIOS Supp01t: 
b.ACPI 

a. BIOS Type t br:rnd ·1 

c. Sl, S2, S3. and S4 sleep/wake 
s1:Itcs 

ing text, audio. image, video. etc. 
Next, folkming lines 516 and 518. the client systems 108, 45 

110 and 112 complete the workload tasks, get the results 
ready for transmission, and sends those results back to the 
system sen er 104 in "clients complete workload" block 506 
and "indexi1rn: results sent to serwr system" block 508. Con-
trol passes ,il7,ng line 520 to "index :ompiled for use" block si1 
510 where the server system t, ,rnrnts and/or compiles the 
results for use. !'or example, the index results may be ulili/ed 
for accurate. complete and up-to-date search inforn1ation for 
the network 102. As indicated \vith respect to FIG. SA. the 
resulting index may be stored remotely or locally following 55 

line 522. Thus. element 524 represents remote storage of the 
index, and clement 526 represents central storage or the 
index. It is noted that the index 111,1v also be stored \\ ith a 
mixture of c·c·ntrn I and remote stur,1gc. as desired. In addition, 
as indicated above a director\· or smnmary index for the 60 

resulting index m;y be gene;ated and stored centrally. if 
desired. It is farther noted that the summary index may be 
stored in any other desired fashion. for example, it may be 
distributed and stored on a number of client systems. 

l<'l( i. 6/\ is ,1 block diagram t,,r ,1 server system I 04 i!L'l'md- r,s 
ing to the prc·sc·nl invention, including ,1 control syskm 304, a 
workload database 308, and a dat,1base ot' capability\ eclors 

d. I >L l )~ 111\i ])_l ACPI dcYicc :--l:11.__·-..; 

L Rc111'.,1..._· \\:1k,._· l .Ip \"i:1 Nc1vwHk 

11. 'J'hcn11:1l \1:rn:1gc111c11t co11Lrol 

j. APl\1 L' support 
1. Resume on Alarm, Modem Ring :rnd 
LAN 
n. Full-On pm,;er mode 
p. Stand-\iy mz>de 
r. \"i(k_,,,-, T l\)\,vn I >mv11 

1. Srn11hi ( "hip Pmvn I )m,v11 

2. CPL Suppc,rt: 
b. MMX instruction set 
d. WNI instrnction set 
f. Other processor dependent instruction 
set(s) 
h. Rm,; f P1 ,-performance 
j. CPI - f 1 i11s1nictio11 c:1che si·;,._, 

I. CPI SI''--''--'' l I, \11 [·;,/( i I[·; ... ) 

11. Proc.._'ss1·,r Serial Number 

3. Graphic Support 
b. # of gr:1phics engines 
d. OpenGL support 
f. Color depth supported 
h. MPE G 1 II encode assist 
i-Rend'--'riri~ rype(s) s11pp011ed 

R'--·1Hkri11g 

e. Re11101c \V:1k'--· 1 ·1, \"i:1 Mode111 

g. CPI _I Clock c,'ltl 1\,I 

i. Docked/lJnduck'--'d s1:11e 
control 
k. Hotkey suppo1t 
m. Password Protected Reswne 
from Suspend 
o. APM/HardvY:ue Doze mode 
q. Suspend 1o DR. \\1 mode 
s. I I Ill l, l•l )I) ,111, I 11 )( • Power 

l>mv11 

set 
e. 3DNow instruction set 
g. Raw integer performance 

i. CPU LI data c1che size 
k. ( 'Pl J f .2 c:1cl1'--' 

111. Sysk111 h11:--.·, \fl]/ (il [·; ... ) 

speed s11ppork\l 

(), ('J'lJl!J 
a. Graphics type, br:rnd) 
c. Memory cap:1city 
e. Direct3D/DirectX support 
g. MPEG 1/II decode assist 
i. OS support 
k. Single-Pass \f11l1ik.x111ring 

s1Ippor1 

111. Tri:111µ,le Sell I[' hl_c.'.ille 
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TABLE I-continued 

Ex:1mple Client Capability\ ""cctors or Factors 

n.Tcx111rc ( :1clk' 

p. A111i-:ili:1:-,·i11_2 :-,1111 11,,r1 

r. Tcx111rc I )cc,,1 1111-i1·l·ssio11 

t. Mip-Mapping 

v. Bwnp mapping 
x. Texture lighting 
z. Reflection support 
4. Storage ~11p11,:111 

h. S1or:1gc 'l\11'--·, 1·1,.__·\L rc1110\':1hlc, de. 1 

d. !;rec sp:1cc 

L Seek 1 i111c 

h. SMART capable 
5. System 
b. System form factor (desktop, 
portable, workst:1tion. server, etc.) 
6. Communic:irions S11pport 

h. '!)"pc or ( ·c,1111<__·.__·1 j,,11 ] kYicc (hr:111d 

or h:mhv:11-.._·) 

d. Spel:'d or COillh:...:tJon 

f. Round trip p:1ckct time of connection 

h. Automatic connection support 
(yes/no) 
j. Broadband type, brnnd) 

7. Mc1nory 

b. Type of memon· supported (EDO, 
SDRAM, RDRA\l. etc.) 
d. Amount of fi.·cc memory 
f. Total avaibblc Yirntal memory size 
8. Operating System 

h. \l·rsio11 (>f 1,p.._,1·:11i11g sys1c111 

(J_ Sys1c111 :q•11 li.._·:11i,•11 solhv:irc 

b. Vl:'rsion o!' sc,lh\ :rn: 

d. Health of soih.Y:ue operation 

l1il i11c:1r.tJ'rili 11e:1r !iilkrin~ 

'-I· k.x111rc ('oi11posi1i11_2 

l 1l·rspcc1 iYcly ( ·orrlYI ·1 l'."l 11r.._· 

\l:1ppi11g 
u. Z-buffering and Double­
buffering support 
\Y. Fog effects 
y. \ -ideo texture support 
:u. Shadows support 
:1. Sh"Jragc Type (bra11d ·, 

kil:il s1or:1gc c:1p:1ci1:,· 

l". J'hrrn1ghp111 speed 

,._:_ Lsn dcdic:i1cd sp:1'--'l' 1~,r 

crnTent workload 

a. s,·stem Type (brand, 

:1. Type of Connection ,: br:rnd 
,-,f l~Pl 

l Lmhv:irc dcYicc c:q•:Li•i I ii i.._•s 

l'. l.:l.tl:'ncy ofco1111l:'cti(·,n 

g. ~umber of hops on 
connection type 
i. Dial-up only (yes/no, 

k. Broadband connection type 
, ])Sf .'Sal ./Cable/ 
l'l I111r:111c1.ic1c.) 

:1. 1\pl· 01'111c111ory nn,1 

1._'U!Tl'Clio11 (1101\l\ ],_('('_ 

c. _-\mount of total memory 

e. Current virtual memory size 

:1. Type of operating system 
1 l•r:rnd) 

.._·. lk·:il1hol'opn:11i11g:--,:,·._;1.._,111 

I. !\pc orsolhv:irc l(>:1'k,l :lll,! 

,,-,1· 1'pl·r:11i11g 011 sys1c111 

...:. So11warl:' fraturl:'s ct1:ihk\i 

dis:1bled 

FIG. 6B is a functional block diagram for capabilities 
determination and scheduling operation 600 for workloads in 
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be run. These varied software configurations may be helpful, 
for example, where soft\vare testing is desired. Thus, the 
distributed processing system of the present inwntion may be 
utili,ed to test new software. data Illes, Java prngr,1111s or other 

, solhv,1re on a wide variel\' "r hardware platt,,rms. soil ware 
platform, ,md soil ware \ e'r,iuns. For example-. ,1 Java pro­
gram may be tested on a \Vidc proliforation of JREs (Java 
Runtime Engines) associated \vith a wide variety ofoperating 
systems and machine types. such as personal computers, 

10 handheld devices, etc. 
From the customer system perspective, the capability man­

agement ,111d the capability cbtabasc, as well ,1, information 
conce·rning users ot"thc di,trihulcd devices, pn1, ide ,1 vehicle 
through \\hich a customer may select particubr hardware, 

15 software. user or other configurations, in which the customer 
is interested. In other words. utilizing the massiwly parallel 
distributed processing system of the present inwntion, a wide 
variety of selectable distributed device attributes. including 
information concerning users of the distributed deYices, may 

211 be prm ickd to a customer \Yith respect to any prnje'cl, adver­
tising. or other information "r ,1ctivity a custome'r m,1y have to 
be processed or distributed. 

For example, a customer may desire to adYertise certain 
goods or services to distributed devices that have certain 

25 attributes. such as particular device capabilities or particular 
characteristics for users of those distributed deYices. Based 
upon selected a11ribu1cs, a set ()r distributed de\ ices may be 
idcntilicd for receipt or ,1ch crtising message,. These mes­
sages may be displayed to a user or the distributed device 

30 through a browser, the client agent, or any other software that 
is executing either directly or remotely on the distributed 
device. Thus, a customer may target particular machine spe­
cific deYice or user attributes for particular adwrtising mes­
sages. For example, users \vith particular demographic infor-

,, nrntion nwy be targeted ltir particular mh crti,emcnts. As 
anolhe·r cx,1mplc, the client ,1gent running un client systems 
that arc personal computers may determine sys1cms that arc 
suffering from numerous page faults (i.e., through tracking 
operating system health features such as the number of page 

40 faults). High numbers of page faults are an indication oflow 
memory. Thus, memory manufacturers could target such sys­
tems for memory upgrndc bmrncrs or mlvcrli,cmcnts. a distribulc'd processing system ,1n:ording to the pre·,cnt 

invention. lniti,illy, various vectors ,ire idcntilicd for \\hich 
capability information is desired in the "idcnti1y cliem system 45 
capability wctors" block 602. Following line 612, the server 
systems 104 then capability balances workloads among client 
systems 108. 110 and 112 based upon the capability wet ors in 

Still rurthcr, it" a custome'r desires to run ,1 ,, "rkload on 
spccilic· device types, spe·cilic hardware pL1tforms, spccilic 
operating systems, etc., the customer may then select these 
features and thereby select a subset of the distributed client 
systems on which to send a project workload. Such a project 
would be. for example, if a customer wanted to nm a first set 
of simulations on personal computers with AMD .\THT DN 
micrnprncessors and a second ,ct or simulation, ()11 personal 
compulc'rs with INTI':! l'I NTllJM Ill micr"proccssors. 

the "capability scheduling workloads based on vectors" block 
604. Then the ec1pabilitics scheduled workloads arc sent to the ,11 
client systems for processing in the' ·'send capabilit\· ,cl1cd­
ulcd workluacls°' block 606. 

This capability scheduling and management based upon 
system related vectors allows for efficient use of resources. 
For example. utilizing the operating system or sofnvare Yee- 55 

tors, workloads may be scheduled or managed so that desired 
hardware and sortwarc conligur,1tions arc utili,cd. This 
scheduling h,1,ed upon sollw,1re' \ ectors may be he·lpli.d 
because di lkrenl soil ware vcrsiuns ,, lien have dilk:re'nl c,1pa­
bilitics. For example, various additional foaturcs and sen ices 60 

are included in MICROSOFT WINDOWS '98 as compared 
with MICROSOFT WINDOWS '95. Any one of these addi­
tional functions or services may be desired for a particular 
workload that is to be hosted on a particular client system 
device. Sul\\varc and operating s\·slc'm vectors also ,1llm, for r,, 
customers tu select a wide varie't\', ,r soil ware conligur,1tiuns 
on which the customers may desire a particular workluad to 

Alternati, ely, if a customer is not interested in particular 
configurations for the project, the customer may simply 
request any random number of distributed deYices to process 
its project workloads. 

Customer pricing levels for distributed processing may 
then be tied, if desired, lo the Jcycl ofspccificit\· desired by a 
particuL1r customer. For cx,1mplc, a customer 111,1v contract 
for ,I bluck ot" I 0,000 rnndum distributed de:\ ic'e'S l,1r a base 
amount. The customer may later decide for an additional or 
different price to utilize one or more capability \"ectors in 
selecting a number of devices for processing its project. Fur­
ther, a customer may request that a number of distributed 
devices be dedicated solely to processing its project work­
loads. In short, once dc\icc ,1ttributcs, including de'\ ice capa­
bilitie's ,1mi user infornwtion. ,ire idcntilicd, ,IL'L'ording to the 
prcse:nl im ention, any number ut" customer ut"lcrings may be 
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made based upon the device attributes for the connected dis­
tributed devices. It is noted that to facilitate use of the device 
capabilities and user information, capability vectors and user 
information may be stored and organized in a database, as 
discussed above. 

Referring now to FIG. 12A, a block diagram depicts a 
distributed processing system 1200 that allows customers to 
select client system attributes, such as device capabilities and 
user characteristics, according to the present invention. In this 
embodiment, the network 102 is depicted as the Internet to 10 

which server systems 104, customer 152A, customer 152B, 
and client systems 1202A, 1202B ... 1202C are connected. 
These systems are connected through communication links 
114, 119A, 119B, 1204A, 1204B ... 1204C, respectively. As 
noted above, these communication links may include any of a 15 

wide variety of devices and/or communication techniques for 
allowing a system to interface with other connected systems. 

As shown in FIG. 12A, and as discussed above, the cus­
tomers 152A and 152B may desire to send information or 
projects, such as advertisements (ADV) 1206A and 1206B 20 

and/or projects (PROJ) 1208A and 1208B, to groups of client 
systems that have particular or selected capabilities. The 
number of different groups of client systems is as varied as the 
capability and user data available for those client systems. 
The client systems 1202A represent client systems that 25 

include a first set (Set 1) of desired attributes. The client 
systems 1202B represent client systems that include a second 
set (Set 2) of desired attributes. And the client systems 1202C 
represent client systems that include a Nth set (Set N) of 
desired attributes. Once attributes are selected, the client sys- 30 

terns with those attributes may be accessed as desired by 
customers 152A and 152B. For example, customer 152A may 
send its advertisement to client systems 1202B. Customer 
152B may send its advertisement to client systems 1202A. 
The project 1208A from customer 152A may be processed by 35 

client systems 1202C. And the project 1208B from customer 
152B may be processed by client systems 1202B. It is noted, 
therefore, that any combination of desired attributes, such as 
device capabilities and user characteristics, may be identified 
and utilized to satisfy customer objectives, whether those 40 

objectives be advertising, project processing, or some other 
desired objective. 

FIG.12B is a block flow diagram for client system attribute 
selection, according to the present invention. In the embodi­
ment shown, process 1250 begins with the customer selecting 45 

desired attributes in block 1252. Next, client systems with 
selected attributes are accessed in block 1254. And, then in 
block 1256, the customer objective, such as advertising or 
project, is processed by the client system. Control of this 
process 1250 may be provided by the server systems 104, if 50 

desired, such that the customer interfaces with the server 
systems 104 to select device attributes and then the servers 
systems 104 access the client systems. Alternatively, the 
server systems 104 may simply provide the customer with a 
list of contact information ( e.g., IP addresses) for the client 55 

systems, so that the customer may directly access the client 
system, for example, in providing advertisements to the users 
of the client systems. It is further noted that other control 
techniques may also be used to identify and access client 
systems with particular desired device capabilities, user char- 60 

acteristics, or other device attributes, according to the client 
system attribute selection method of the present invention. 

FIG. 7A is a block diagram for a distributed processing 
system 100 according to the present invention, including 
example network sites 106A and 106B on which site testing is 65 

to be conducted, such as load testing and/ or quality-of-service 
(QoS) testing. FIG. 7 A is similar to FIG. lA except that other 

22 
systems 106 in FIG. lA has been represented in the embodi­
ment of FIG. 7A with network sites 106A and 106B. Com­
munication line 116A between the network 102 and the net­
work site 106A represents a interaction by one client system 
108, 110 and 112. Communication lines 116B, 116C and 
116D represent interactions by more than one client system 
108, 110 and 112. 

Site testing is typically desired to determine how a site or 
connected service performs under any desired set of test 
circumstances. With the distributed processing system of the 
present invention, site performance testing may be conducted 
using any number of real client systems 108, 110 and 112, 
rather than simulated activity that is currently available. Sev­
eral tests that are commonly desired are site load tests and 
quality of service (QoS) tests. Quality of service (QoS) test­
ing refers to testing a user's experience accessing a network 
site under normal usability situations. Load testing refers to 
testing what a particular network site's infrastructure can 
handle in user interactions. An extreme version ofload testing 
is a denial-of-service attack, where a system or group of 
systems intentionally attempt to overload and shut-down a 
network site. Advantageously, the current invention will have 
actual systems testing network web sites, as opposed to simu­
lated tests for which others in the industry are capable. 

Network site 106B and the multiple interactions repre­
sented by communication lines 116B, 116C and 116D are 
intended to represent a load testing environment. Network 
site 106A and the single interaction 116A is indicative of a 
user interaction or QoS testing environment. It is noted that 
load testing, QoS testing and any other site testing may be 
conducted with any number of interactions from client sys­
tems desired, and the timing of those interactions may be 
manipulated and controlled to achieve any desired testing 
parameters. It is further noted that periodically new load and 
breakdown statistics will be provided for capacity planning. 

FIG. 7B is a functional block diagram for a site-testing 
operation 700 according to the present B invention. Initially, 
client systems 108, 110 and 112 receive workloads that iden­
tify testing procedures and parameters in the "clients receive 
testing workload" block 702. Following line 714, the client 
systems 108, 110 and 112 access the site being tested and 
perform the testing in block "clients interact with other sys­
tems" block 704. Next, following lines 716 and 718, the client 
systems 108, 110 and 112 complete the site testing workload 
tasks, get the results ready for transmission, and send those 
results back to the system server 104 in "clients complete 
testing workload" block 706 and "site testing results sent to 
server system" block 708. Control passes along line 720 to 
"site testing results compiled for use" block 710 where the 
server system formats and/or compiles the results for use by 
the network site. For example, the site testing results may be 
utilized determining modifications that need to be made to the 
network site to handle peak volume activities. 

FIG. 8 is a block diagram for a distributed processing 
system 800 for a data back-up system application, according 
to the present invention. As stated above with respect to FIG. 
lA, the network 102 may be a wide variety of networks, 
including an intranet network. Intranet networks, such as 
internal networks set up by corporations, are particularly 
suited for this application because the systems holding the 
data being backed-up would be owned by the same entity 
owning other systems with excess data storage capabilities. In 
this way, security would not be as great of an issue and the 
client system types could be better controlled. It is noted, 
however, that this data back-up application would be equally 
applicable to other networks, such as for computer systems 
connected through the Internet. 
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Referring back to FIG. 8, client systems 108, 110 ... 112 
are shown each having a back-up data blocks 804,806 ... 808. 
Customer systems 152 is shown as having data 802, which is 
desired to be backed-up with the distributed back-up system 
800. The server systems 104 manage the flow of data from the 
data 802 and the client systems that have extra storage space 
represented by back-up data blocks 804, 806 ... 808. In 
operation, the server systems 104 identifies client system 
storage capabilities. With this information, the server systems 
104 can receive data for back-up from any system on the 10 

network 102. It is noted, and as indicated with respect to FIG. 
lA, the client systems 108, 110 ... 112 and the customer 
systems 152 may communicate directly with each other in 
peer-to-peer type communications. 

The server systems 104 may also manage the storage and 15 

transfer of data so that the data will be readily retrievable once 
backed-up and stored on the client systems 108, 110 . .. 112. 
If desired, an summary index or directory of the backed-up 
data may be stored centrally on the server systems 104, or 
may be stored remotely on the client systems 108, 110 ... 112. 20 

It is also noted that the server systems 104 may also distribute 
data back-up workloads so that each portion of the data 802 is 
stored redundantly on at least two of the client systems 108, 
110 ... 112. This redundancy provides added security should 
any one or more client systems suddenly cease to be opera- 25 

tional. 
Looking now to FIG. 9, a block diagram is depicted of an 

alternative representation of an interconnection fabric for a 
distributed processing system environment 100, according to 
the present invention. In this diagram and as described above, 30 

the network environment may be the Internet, an internal 
company intranet, a local area network (LAN), a wide area 
network (WAN), a wireless network, a home network, or any 
other system that connects together multiple systems and 
devices. In addition, the server systems and clients systems 35 

may be interconnected by a variety of possible connection 
interfaces, for example, Ethernet connections, wireless con­
nections, ISDN connections, DSL connections, modem dial-
up connections, cable modem connections, direct Tl or T3 
connections, fiber optic connections, routers, portal comput- 40 

ers, as well as any other network or communication connec­
tion. It is noted, therefore, as discussed with respect to other 
embodiments such as the embodiment of FIG. lA, that sys­
tems may be coupled into an interconnected fabric in any of a 
variety of ways and communications can potentially occur 45 

directly or indirectly between any of the systems coupled into 
the fabric, as would be understood by those of skill in the art. 

Within this environment, as depicted in FIG. 9, server 
systems 104 are interconnected with any number of client 
systems, for example, client systems 108A, 108B, 108C, 50 

108D, 1 OSE, 1 OSF, 108G, 108H, 1081, 1081, 1 OSK and 108L. 
In addition, these client systems may also include idle client 
systems 902A, 902 B, and 902C, as discussed further below. 
Furthermore, these client systems may include client system 
904A with a component A, client system 904B with a com- 55 

ponent B, and client system 904C with a component C. It is 
also noted that the interconnection fabric may include any 
number of devices that are not client systems, in that they 
themselves are not providing components or processing capa­
bilities for the distributed processing system of the present 60 

invention. Nevertheless, these devices may be considered part 
of the system because they may relay, interpret, process or 
otherwise transmit or receive information from or to client 
systems that are part of the distributed processing system. 

Aggregation of component level resources, according to 65 

the present invention, will now be discussed. As described 
above, the capabilities of client systems are determined for 
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purposes of allocating, scheduling and managing distributed 
processing workloads. In other words, each of the client sys­
tems may be made up of many individual subsystems with 
various capabilities. In some cases, it may occur that particu­
lar components on different machines may provide added 
value if combined or aggregated. Thus, utilizing subsystem or 
component level resources from a heterogeneous group of 
devices may be the most efficient or otherwise advantageous 
way of taking advantage of these resources to complete vari­
ous desired tasks. 

Referring now more particularly to FIG. 9, the client sys­
tems 904A, 904B and 904C may have component A, compo­
nent B and component C, respectively, that are better utilized 
in combination. For example, client system 904A may have a 
fast processor, a high-speed network connection, but little 
available storage space. Client system 904B may have large 
amounts of available free storage space but little processing 
power. Client system 904C may also have a fast processor, but 
relatively little available storage space. In this example, a 
workload that requires both a large storage capacity and a fast 
processor may be efficiently completed by dedicating com­
ponent level resources to various parts of the workload from 
different machines. Thus, the workload may be managed by 
having client systems 904A and 904C processing data stored 
on and transmitted from client system 904B. Once clients 
systems 904A and 904C process data, this resulting data may 
then be transmitted back to client system 904B for aggrega­
tion and eventual transmission back to the server systems 104. 
The client system 904B, therefore, essentially acts as a server 
for a workload subset, sending out portions of a subset work­
load, receiving back the processed data, and aggregating the 
data to build a completed workload subset. 

It is noted that any number of different components from 
different client systems may be aggregated, as desired. For 
example, for wireless devices, DSP processing and storage 
components could be aggregated with components from 
other client systems. For display devices, graphics rendering 
power could be aggregated. For relatively dumb machines, 
such as connected household appliances, vending machines, 
etc., slow-speed processing components could be aggregated. 
In short, an appropriate workload may include instructions to 
numerous client systems that will enable collaboration and 
aggregation of component level resources. Such instructions 
may include things, such as, where to receive input, where to 
send output, and ultimately which client systems return final 
results. 

It is further noted that the control instructions may be 
de-centralized as well. In other words, as indicated above, 
client systems may communicate directly with each other, for 
example, in a peer-to-peer fashion. In this way, workload 
communications may occur directly between client systems, 
and workload control and management may occur through 
the client system agents located on client systems. 

Still referring to FIG. 9, idle system determination will now 
be discussed. As stated above, client system capabilities are 
determined and utilized within the distributed processing sys­
tem of the present invention. The more idle any particular 
client system, the more processing it is arguably able to 
accomplish, and the more incentives it is likely to receive. In 
other words, the client system capabilities may be utilized 
more often and more intensely if the client system is more 
idle. As such, it is advantageous to identify idle client systems 
and allocate them to more processor and time sensitive tasks. 
By identifying these idle client systems, resources available 
on the network at any given time may be more fully utilized, 
and otherwise idle resources may be utilized for highly inten­
sive, real-time activities that would otherwise require dedi-
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cated devices. Examples of such real-time activities include 
data caching. indexing, etc. In FIG. 9, idle client systems are 
designated as 902A, 902B and 902C. 

ldcntirying idle resources may be determined in c111y or a 
variety or\\ ,1\s. It is possible. l,,r e'x,1111plc, to simply l"ok at 
whether a m,1chinc is not being used or has low prucessor 
utilization at any given time. This simple determination. how­
ever, may not yield an accurate picture of how idle a client 
system may or may not be over a given time period. More 
particularly. discovery methods may be implemented to iden­
tify the acti\ it\' of a variety of client system components and 
subsystems. h1r example, suhs\·stcms may be nl<lnitnrcd, 
such as ne'l\\ urk activity, device' <lUlput activity, use'r input, 
processing acti\ ity, executing task monitoring, or mode of 
operation parameters (e.g., mobile or power management 
modes, stationary or powered mode). In addition, any number 
of other de,ice vectors may be monitored or analyzed to 
determine the trne usage and idleness of a client system. 

26 
may haw. for example, a large, intensive task that it would 
like to place on these idle de,ices. After using a number of the 
vectors in TABLE 2 to determine the utilization level for 
client systems, the server systems 104 determines that client 

, systems 902.A., 902H and 902( • arc idle and c,q1c1hlc or han­
dling signilicant time Se'nsitivc processing t,1sks. For 
example. ic.lle client systems 902A, 9028 and 902C may be 
personal computers that can act as a local internet cache for 
other connected devices. such as some of the other client 

10 systems depicted in FIG. 9. that are interested in a data type 
that benefits from a local network cache. Thus. data or content 
may he' lr,111smittcd from a remote network site tu the idle 
nrnchine's 902.A., 902H and 902( •. These idk de'\ ic-es 902.A., 
90211 c1ml 902( • may then rc-tr,msmit this same lbta or con-

15 tent to other connected de,ices also interested in the data or 
content. 

One example for such network caching is Internet video or 

The follcl\\ ing TA.BI ,1,: 2 pni\ ides ,1 list of' idleness\ ectors 
or foctors th~1t 111~1y be utilized in dclcnnining the k,-l.·I or 2(1 

device usage' ur idleness. In partirnbr. TA.HI .I•'. 2 prm ides two 
primary categories of activities to monitor or analyze for 
determination of how idle a client system may or may not be. 
These acth ities are user activity and device activity. By moni­
toring, analyzing and tracking these client system elements 25 

and acti,itics over time, a bencr determi11c1tion of dc,ice 
usage and idkncss may be m,1de. It is noted tlwt the' list 
provided in I. \131.1 •'. 2 is an cx,1mplc list, and any number or 
categories. \ ectms or factors may be identified and utili/cd, 
as desired. according to the present invention. 30 

multimedia broadcast ewnts that are desired to be viewed or 
receiwcl bv a very large m1mber of geogrc1phically close 
conneclc'd devices at about the' same time. In order tn meet the 
dcnwml "r these crnmcclc'd de\ ices, web site's hrm1dcasting 
an event ha\ c to be able to handle a huge increase in network 
traffic mer a short period of time. By locally caching the 
transmission to idle client systems, a web site can reduce the 
direct demand on its own resources. This is so because other 
connected devices may recei,e a re-transmitted broadcast, 
although delayed, rrom the idle client system. It is noted that 
according to the present im cntion idle client s\ stems 902.A., 
9021l ,md 902( • may work imlcpcndcntly or in rnmbination. 
Even though idle client systems are suited for providing the 
caching function, it is also noted that that network caching 

TABLE 2 

Fx:1mplc Client Idleness \('ct0rs or F:ictors 

ll\Olli1or 

i 11p111 :1c1 iYi1 IC:--.. 111,, ,1111or Oll1 p111 

actiYitics, monitor 1 irr1..: elapsed 
since last input cYcnt and between 
input events, etc. ·1 

b. mouse input 
d. tablet input 
f. touch screen input 
h. g:1111cp:H1 i11p111 

j. pri111cr rn11p111 

2. DeviceActiYity 1:e.g., monitor 
utilization leYels. monitor time 
elapsed since List deY.ice activity, 
monitor time bet\Yeen changes in 
device utilization leYels, etc.) 
h. 111obi\i1y st:lk' 1 !111c since 
dcYicc l:1s1 i11 111, hik' sl:11l') 

d. screen rn1111111 li1nc cl:1pscd 
since last scrs.'Cll output, paint 
event or pixd ch:rnge) 

f. storage deYice :1ctiYity (e.g., time 
elapsed sinct List device 
activity, such :1s h:ud flash 
111c111ory c:inls. 1·._:,11wY:i!1lc driYcs, 

( ']) driYcs, I)\ ·1) , l 1·iy--·s, de.) 

Ii. proccssor. lhP. 111icroco111rollcr, 

embedded d<..'\ other 

processing deYice utilization 
(e.g., change in utilization levels) 
j. task or process deYice utilization 
(e.g., time since ch:rnge in task or 
process device utiliz:ition) 

c. microphone/voice input 
e. 

k. :111"\ ,·,1li'-·r11se1 :1c1iYi1y11i:Ll 1._·,.·,11l,l 

he 111ili/1._·d 1o cl:1ssil)" il':1 dc\·i1._·1._· 

ldk 
a. pm,;er state (e.g., time since List 
pm,;er st:1te change event) 

C. saver activity 
1i11k· --·l:1psed since sn1._'1._·11s:l\1._'r 

:1cli\'il\ ,.,r1riggn) 

c. 11<...'l\\ c,rk or coi1111H111ic:l1 ic,11 p:1<...· kl'1s 

sc1ll or Il'Ccivcd (e.g., time d:1pscd 
since List network or communic:1ti011s 
act1Y1t:"1 
g. processor, DSP, microcontroller. 
embedded device, or 
actiYity 1: e.g., time elapsed 
l:1st p 1\>._:·1._'Ssor :1c1 ivi1y) 

i. t:1:-J:_,--, ur processes exec111i11.'-' 

tir11'--' l'l:ipscd since change lr1 r111r11hl·r 

of t:1sks or processes executing ·1 

k :rny other device activity th:1t could 
be used to classify if a device is idle 

As a li1rthe·r example or the w,e·fulncss or this de·tc·rmina­
tion, rcl'cre'llLT is made back to 11(1. 9. Server sysll'ms 104 

may be accomplished using one or more client systems 
regardless of their respectiw levels of idleness. 

FTCi. 10 is a more detailed block diagram for a client system 
,, agent 270 installed on c1 client system, accnrding to the 

present im cntion. This dic1grnm includes a security sub­
system 1010, a capabilities subsystem 1006, a \\urkload pro­
cessor 1004, a user interface 1002, and a project management 
and agent control subsystem 1008. The various components 

40 and subsystems may communicate with each other, for 
example. through lines 1012. 1014, 1016, 1018 and 1020. 
I (xtcrnalh·. the client system ,1gcnt 270 may cnmmunicatc 
through its security subs\'slem 1010 with the other compo­
nents\\ ithin the client system ,111d ultimately to other devices 

45 connected into the network fabric. It is noted that configura­
tion of the client system agent and its operation. both internal 
and external, may be selected and designed. as desired. 

As depicted, the capabilities subsystem 1006 includes an 
idle system monitor 1022. as described abo,c. that monitors 

"' and ,111:d\'/CS user and de\ ice' ,1ctivitics associ:1tc·d with the 
client s\'stem to determine the level oractivit\' or idleness for . . 
the client system. The inllirmation determined by this idle 
system monitor 1022 may then be communicated externally, 
for example, through the security subsystem 1010 to the 

55 server systems 104. The serwr systems 104 may then store 
and amlyze system idleness data from across the distributed 
processing system. This idleness data may become part or the 
cap:1bilities database th:il is utili/cd to alloc:1lc' ,111d nrnmigc 
worklu,1ds ,111d processing system resources. 

60 Still rcl'crring lo FIG. 10. the workload prucessor 1004 
includes a machine entry generation subsystem 1024. As 
described above, the ,.vorkload processor 1004 may send 
completed workloads back to server systems 104 to generate 
sweepstakes entries for the host client system. In this way, 

r,, when the' incentive is a S\\e'e'pstakcs, the client s\'stcm may 
gcner:1tc' e'ntrics by completing workloads. The' m,1chinc entry 
generation subsystem I 024 rckrs to this e,ntry generation 
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through workload completion. As discussed above, the work­
load processed to generate entries may be a project workload, 
an entry workload, or any other workload, as desired. 

FIGS. llA and 11B provide more detailed flow diagrams 
of process embodiments for machine generated sweepstakes 
entries through processing of entry workloads, according to 
the present invention. 

Looking first to FIG. llA, an entry workload process flow 
1100 is depicted that provides machine generated sweep­
stakes entries. Process moves from start block 1102 to block 10 

1104 in which entry workloads are loaded on client systems. 
Next, process flows to block 1106 which represents a periodic 
timer or other timing control for entry workload processing. 
After this timing control, the client system executes or pro- 15 
cesses the entry workload in block 1108. In block 1110, a 
sweepstakes entry is thereby generated and returned to the 
server system 104 based upon the completion of this entry 
workload. Process control then may proceed back to the peri­
odic timing block 1106, where timing control determines 20 

when the entry workload is next processed. The completed 
workload represents the machine generated sweepstakes 
entry. 

FIG. 11B is an alternative entry workload process flow 
1150. The process flow 1150 is similar to the process flow 25 

1100 except that the entry workload is sent to the client 
system each time it is to be run. Process starts in block 1102 
and passes to the periodic timer block 1106, in which the 
process is controlled. For example, server systems 104 may 
determine when it is desirable for the client systems to receive 30 

and process an entry workload. In block 1104, the entry 
workload is sent to the client systems. As with FIG. llA, the 
client systems then execute the entry workload in block 1108, 
and an entry is generated and returned to the remote server 
systems 104 in block 1110. The process then proceeds back to 35 

the periodic timer 1106 until it is determined that another 
entry workload should be processed. The primary difference 
between process 1150 and process 1100 is that process 1150 

28 
ways and still have machine generated sweepstakes entries, 
according to the present invention. 

FIGS. 13A and 13B describe a data conversion application 
1300 for a massively parallel distributed network according 
the present invention. In particular, FIG. 13A is a block dia­
gram of a distributed processing system that provides data 
conversion services, according to the present invention. And 
FIG. 13B is a block flow diagram for data conversion services 
within a distributed processing system, according to the 
present invention. 

Converting file types, web pages, graphics images, etc., 
between device types can be a highly intensive processing 
task. Example devices that often need converted data are 
wireless devices, such as pagers and cell phones, that request 
Internet web page information from their respective device 
servers. The device server, instead of incurring the overhead 
of reformatting the requested data for the wireless devices, 
may instead distribute the requested page or data address, the 
device type information of the requesting device, and return 
address for the reformatted data. According to the present 
invention, the data conversion, translation or processing may 
be performed by a client system of the distributed processing 
system of the present invention. The resulting data may then 
be returned or provided to the original requesting device. In 
addition to data formatting for cell phones, language conver­
sion, text translation and media translation services, or any 
other desired data conversion can also be hosted for a cus­
tomer through the distributed processing system of the 
present invention. 

It is noted that the data conversion operation contemplated 
by the present invention is not limited to any particular 
requesting device, any particular service provider, any par­
ticular type of data to be processed, any particular type of 
resulting processed data, or any particular data source. Thus, 
the data processed may include voice, text, application, 
image, source code, or any other data type or combination of 
data types, and the resulting processed data may also include 
voice, text, application, image, or any other data type or 
combination of data types. According to the present inven-is depicting an entry workload that is transmitted to the client 

system each time it is to be run. 
One example utilizing the process 1150 or the process 1100 

40 tion, the distributed processing system is utilized to process 
any data that is desired by a requesting device and that must be 
converted or processed before being provided to the request­
ing device. For example, end-user devices connected to the 

is for server systems 104 to query the client systems for entry 
workload processing at regular time intervals. If a distributed 
device returns a completed entry workload back within a 
selected period of time from the distribution of the entry 45 

workload, the server system may conclude that the distributed 
device should receive an entry because the distributed device 
is providing resources to the distributed processing system. In 
this way, the server systems 104 may determine at regular 
intervals whether a given client system is working on project 50 

workloads for the distributed processing system. Alterna­
tively, the client system agent may locally control the work­
load processing and may, for example, cause the client system 
to process and generate entries at regular time intervals. It is 
noted that non-regular and varying time intervals may also be 55 

utilized and that combinations of remote and local control 
may also be utilized, as desired. 

The timing of when a client system processes the entry 
workload, therefore, may be determined locally by the client 
system agent or remotely, for example, through commands 60 

sent by the server systems 104. In addition, periodic timing 
control may also be accomplished through various combina­
tions of control routines residing locally and remotely. It is 
further noted that any number of different variations may be 
utilized to provide machine generated entries to a sweep- 65 

stakes, according to the present invention. Thus, a client sys­
tem may generate sweepstakes entries in any of a variety of 

Internet, such as personal computers, may sign up for data 
conversion services through the server system so that the 
end-user device may request data conversion of any desired 
data, file, web site content, etc. Language translations and 
data formatting for connected wireless are just two examples 
of such applications for the present invention. 

Looking now to the embodiment of FIG. 13A, the network 
102 is depicted as the Internet, and the requesting device is 
one or more wireless devices 1306 connected to the Internet 
102 through communication links 1308 and to the wireless 
device server systems 1304 through communication link 
1309. The data to be converted, translated or otherwise pro­
cessed is represented by block 1302 and may be, for example, 
content from an Internet web site that is connected to the 
Internet through communication link 1312. Also, as shown in 
FIG. 13A, a massively parallel distributed network (MPDN) 
server 104 is connected to the Internet 102 through commu­
nication link 114. The wireless device server systems 1304, or 
any other connected system that desires to off-load data con­
version processing requirements ( e.g., web site content serv­
ers), are connected to the Internet 102 through communica­
tion links 1310 and to the MPDN server 104 through 
communication links 1311. Any number of client systems 
108, 110 ... 112 may also be connected to the Internet 102, 
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through communications links 118, 120 ... 122, respectively. 
As also stated above, any of the connected devices may com­
municate with each other in any of a wide variety of commu­
nication techniques (e.g., wireless, electrical, digital, analog, 
light-based, etc.) and protocols (e.g., static or dynamic IP 
addresses), and through any number of other devices, as 
would be understood by one of skill in the art. 

30 
allocation of client systems to a particular device server or 
content server is made, the device server or content server 
may communicate directly with the client systems. In addi­
tion, the device server or content server may provide directly 
to a requesting device the identity of the one or more client 
systems accomplishing the data conversion. As shown in FIG. 
13B, the requesting device, therefore, may communicate 
directly with the client system or systems to provide pertinent 
information concerning the data conversion requested. The 

10 client system may then, for example, directly download the 
desired content and perform the desired data conversion. It is 
further noted that in addition to the embodiments described 
above with respect to FIGS. 13A and 13B, other methods for 

In the application contemplated by FIG. 13A, the wireless 
devices 1306 at times request data, for example, images or 
text from a web site, that must be converted, translated or 
otherwise processed by wireless device server systems 1304 
before it can be transmitted to, and displayed on, a requesting 
wireless device. Instead of converting the information, the 
wireless device server systems 1304 may request that the 
MPDN server 104 accomplish the data conversion or trans- 15 

lation. The device server systems 1304 may then provide to 
the MPDN server 104 any pertinent information, such as 
information concerning the requesting device, the nature of 
the data requested, and the processing needed for the data. 
The MPDN server 104 may then utilize one or more of the 20 

client systems 108,110 ... 112 to process the data from block 
1302 for transmission to the requesting device. In this way, 

requesting, processing and providing data to and from the 
requesting device may be implemented with distributed pro­
cessing system of the present invention, such as caching 
processed data for later transmission. 

FIGS. 14A and 14B depict example block diagrams offile 
distribution and data sharing through the network fabric, 
according to the present invention. In particular, FIG. 14A 
depicts an Internet data file distribution system 1400 that 
relies upon client systems to provide local data distribution. 
FIG. 14B depicts a data file distribution system 1450 that 
allows for data sharing and rapid transmission of a project or 

the wireless device server systems 1304 may off-load burden­
some and process-intensive conversion tasks to the distrib­
uted processing system of the present invention. 25 data files through the distributed processing system. 

It is noted the transmission of processed data to the request­ Looking now to FIG. 14A, a block diagram is depicted of 
a distributed processing system 1400 that provides data trans­
mission caching or other local distribution, according to the 
present invention. In the embodiment of FIG. 14A, server 
systems 104 are connected through communication link 114 
to the Internet back-bone 1402. The Internet back-bone 1402 
represents the very high speed connections that carry data 
long distances, for example, T3 or fiber optic lines that carry 
Internet data across the United States. A web site 1404 is 

ing wireless device 1306 may occur in a variety of ways. For 
example, the processed data may be transmitted from a client 
system 108 to the server 104, then to the wireless device 
server 1304 and finally to the wireless devices 1306. Alterna- 30 

tively, the processed data may be transmitted from a client 
system to the wireless device server 1304, and then to the 
wireless devices 1306. Still further, the processed data may be 
transmitted directly from a client system to the wireless 
devices. 35 connected to the Internet back-bone 1402 through communi­

cation link 1406, which represents a geographically local 
connection. The connection block 1410 represents a geo­
graphically remote communications link, such as a POP 

FIG. 13B provides a basic flow diagram for an embodiment 
of a data conversion process 1350 according to the present 
invention. In block 1352, a device, such as wireless devices 
1306, requests unconverted, non-translated or non-processed 
data. In block 1354, a server for the device, such as wireless 40 

device server systems 1304, processes the data request and 
contacts the MPDN server 104. In addition, the content pro­
vider or server for the requested data, such as a web site 
content server, may contact the MPDN server 104. The wire­
less device server systems 1304 provide all pertinent infor- 45 

mation to the MPDN server 104, such as the type of calling 
device, its identification, the relevant data requested, and the 
conversion to take place. The MPDN server 104 then distrib­
utes the data and information concerning the requesting 
device to one or more client systems, such as client systems 50 

108, 110 ... 112, in block 1356. The one or more client 
systems then convert, translate or otherwise process the data 
in block 1358. The converted, translated or processed data is 
then provided to the requesting device in block 1360. Again, 
in this way, the device servers may provide a wide range of 55 

information without having to provide itself the processing 
power to accomplish the conversion, translation or processing 
that is required to transmit or display the data on a requesting 
device. 

As shown in FIG. 13B, the device server or the content 60 

server 1304 may communicate data and other pertinent infor­
mation for a conversion directly to the client systems. For 
example, the MPDN server 104 may provide access to a 
group of client systems for data conversion purposes for given 
periods time ( e.g., monthly client group allocations), or may 65 

provide identities of groups of client systems that may be used 
at the time a conversion is needed. Once the identity and 

server, head-end machine, telephone line central office, cell 
site, etc. This communications block 1410 is connected to the 
Internet back-bone 1402 with a communications link 1408, 
which also represents a geographically local connection. A 
variety of client devices and non-client devices 1412A, 
1412B, 1412C, 1412D, 1412E and 1412F may be connected 
below the connection block 1410. It is noted that interface 
1414 represents, for example, a secondary network on which 
client devices 1412D, 1412E and 1412F are connected, such 
as a home network. 

In the embodiment shown in FIG. 14A, web site 1404 may 
be desiring to provide content that is in high demand, over a 
short period of time. An example of such an event is a live 
Internet multimedia broadcast. For such an event, there may 
be a huge influx of devices trying to download the content 
from the web site 1404 over a short period of time. The web 
site 1404 may be unable to meet this extremely large demand, 
requiring the web site 1404 to shut down. 

According to the present invention, the web site 1404 may 
off-load some or all ofits data handling requirements by using 
the distributed processing system of the present invention for 
data caching. The web site 1404 may contact server systems 
104 and request data caching services. The server systems 
104 may then identify a local machine, such as client device 
1412E, to act as a local distributor of the content for web site 
1404. For example, one or more idle client devices that have 
been identified, as discussed above, may be utilized as local 
distributor client device 1412E. The local distributor client 
device 1412E may first download the content and pass it on to 
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other client and non-client devices l 412B, 1412C and 1412D 
throughconnnunication links 1416A, 1416B and 1416C. It is 
noted that this caching will be aided if the client and non­
client devices receiving the cached data are relatively short 
communication hops from local distributor client device 
1412E. 

This data or network caching allows data to be streamed to 

32 

an end user level device, which may then pass the data on to 
other end user devices. Thus, the downstream connnunica­
tions may be limited, thereby taking the distribution burden 10 

off of the web site. For example, web site 1404 may have a 
large streaming video or multimedia file that is experiencing 

tributed resume posting, distributed caching, distributed 
advertisement serving, etc. In addition to the above, the stor­
age block (SD) within each client system may include an 
interface for displaying or playing data types ( such as images, 
audio files, video files, etc.) stored both locally and/or 
remotely on other client devices. This would enable simple 
picture sharing, for example, between remote families con­
nected via the internet, as part of being a client system within 
the distributed processing system of the present invention. 

In the embodiment shown in FIG. 14 B, data or project 1452 
is injected into the fabric through a connection to client sys­
tem 108C and server systems 104. These connections repre­
sent that the information may pass first to server systems 104, 
or may pass first to a client system, such as client system 

a heavy load from a given set of network devices. This data 
file may be cached by a machine, such as client device 1412E, 
that is below from a connnunication link 1410. Then, other 
devices that are also below this connnunication link 1410 
may download the streaming video data from the client 
device 1412E. This caching eliminates the need to repeatedly 
send the same data through the same connnunication links to 
requesting devices that are located below connnon connnu­
nication links. It is noted that the file and data distribution 
possibilities for this peer file access, caching and data trans­
mission, according to the present invention, are wide and 
varied and should not be seen as limited to the embodiment 
shown in FIG. 14A. 

FIG. 14B is a block diagram of a distributed processing 
system 1450 that provides data distribution and data sharing, 
according to the present invention. As with FIG. 9, FIG. 14B 
depicts an alternative view of a network fabric that may 
interconnect any of a wide variety of devices. In the embodi­
ment shown in FIG. 14B, server systems 104 are intercon­
nected with any number of client systems 108A, 108B, 108C, 
108D, 108E, 108F, 108G and 108H. Each of the connecting 
interconnects represents any of a wide variety of connnuni­
cation links that may exist between devices in the network 
fabric of the present invention. Each of the client systems 
108A, 108B, 108C, 108D, 108E, 108F, 108G and 108H 
include shared data (SD) according to the present invention. 
Within this interconnected fabric, block 1452 represents data 
or project information that is desired to be distributed. The SD 
blocks within each client system facilitates the distribution of 
this data or project information. 

A client agent, as discussed above, installed on the client 
systems 108A, 108B, 108C, 108D, 108E, 108F, 108G and 
108H includes functionality that facilitates a number of ser­
vices with respect to data transmission and sharing. First, the 
client agent provides a protected data storage area accessible 
to outside devices, which is represented by the SD block 
within each client system in FIG. 14B. This special storage 
space protects the device from outside devices accessing 
other storage areas on the device while allowing data to be 
shared and accessed by other devices and simultaneously 
used by the local client agent. 

These shared data (SD) blocks provide mechanisms that 
enable a wide variety of possible interactions among the 
client systems 108A, 108B, 108C, 108D, 108E, 108F, 108G 
and 108H. For example, the data sharing mechanism may 
provide a space for a cache of other device addresses attached 
to the network for both connnunication purposes as well as 
security purposes. The mechanism may also provide a simple 
indexing system that is automatically re-indexed when con­
tent is added or removed from the storage area. This indexing 
system may provide a mechanism for other client agents to 
perform discovery on the local client information and visa 
versa. Through information stored within this shared data, the 
distributed processing system of the present invention facili­
tates many distributed file system applications such as dis-

15 108C. It is noted that there are other ways that the data maybe 
injected into the fabric. Once injected, the data 1452 may be 
transmitted throughout the fabric through any of a wide vari­
ety of connnunications, including client-to-client, server-to­
client, client-to-server, client-to-non-client, non-client-to-

20 client connnunications, and/or non-client-to-non-client 
connnunications. These connnunications may be based upon 
a variety of mechanisms, such as polling mechanisms and 
pre-assigned firewall ports. This technique provides a vehicle 
that facilitates the distribution of information to a large num-

25 ber of devices in a short period of time. 
Applications for this data distribution are widely varied. 

For example, any important file that is time sensitive may be 
propagated to a large number of client devices, non-client 
devices, servers, or other connected devices, in a short 

30 amount of time. This transmission may occur quickly and 
efficiently once the information is injected into the distributed 
processing system of the present invention. Example time 
sensitive data files are anti-virus signature files, which when 
distributed through the distributed processing system of the 

35 present invention, may be transmitted through the network 
fabric faster than a new virus may normally proliferate. 

Another application for rapid propagation of files is utiliz­
ing this technique for propagation of workloads. One 
example is distributed resume or job searching. In such a 

40 system, participating job seekers and participating employers 
may rapidly search for one another. A job seeker may inject a 
job request or search into the fabric that is then routed by each 
successive device to other devices without the need for con­
trol from the server systems 104. Similarly, an employer may 

45 inject candidate criteria into the fabric that is then routed to 
successive devices. The result is an extremely fast search and 
identification of employers and candidates. 

FIG. 15 is a block diagram of an alternative representation 
for a distributed processing system 100, according to the 

50 present invention. Server systems 104, database systems 
1546 and web interface 1554 are coupled together through 
connnunicationlinks 1540, 1542 and 1544. The web interface 
1554 includes clients subsystem 1548, task developer sub­
system 1550, and advertisers subsystem 1552, and may 

55 include other subsystems as desired. The database systems 
1546 include workload (WL) information 308, client capa­
bility vector information 620, and any other stored informa­
tion as desired. Server systems include various modules and 
subsystems, including database interface 1532, web server 

60 1536, task module and work unit manager 1530, client statis­
tics module 1534, advertising manager 1538, task module 
version/phase control subsystem 1528, sweepstakes engine 
1524, server control subsystem 1526, and connnunication 
interface 1522. It is noted that in the embodiment of a distrib-

65 uted processing system 100 as depicted in FIG. 15, the three 
primary operations for the server systems 104, database sys­
tems 1546 and web interface 1554 are directed to managing, 
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processing and providing an interface for client systems, cus­
tomer tasks, and customer advertising. 

34 

As discussed above, each client system includes a client 
agent that operates on the client system and manages the 
workloads and processes of the distributed processing sys­
tem. As shown in FIG. 15, each of the client agents 270A, 
270B ... 270C communicates with the server systems 104 
through communication links 1516, 1518 ... 1520, respec­
tively. As discussed above, any number of different tech­
niques and architectures may be utilized to provide these 10 

communication links. In the embodiment as shown in FIG. 15 

base systems 1546 and modules within the server systems 
104, such as the version/phase control subsystem 1528, the 
task module and work unit manager 1530, and the workload 
information 308. Customers may also check project results, 
add new work units, check defect reports, or accomplish any 
other customer or developer interface option made available, 
as desired. 

Advantageously, the customer or developer may provide 
the details of the project to be processed, including specific 
program code and algorithms that will process the data, in 
addition to any data to be processed. In the embodiment 

with respect to client agent 270A, each client agent includes 
a base distributed processing system component 1506 and a 
separate project or workload component 1504. As depicted, a 
communication interface 1508, a core agent module 1502, 
and a user interface 1510 make up the base distributed pro­
cessing system component 1506. The task module 1512 and 
the work unit 1514 make up the separate project or workload 
component 1504. The task module 1512 operates on top of 
the core agent module 1502 to provide processing of each 
project work unit 1514. It is noted that different or additional 
modules, subsystems or components may be included within 
the client agent, as desired. For example, a personal computer 
screen saver component may be part of the base distributed 
processing system component 1506 or the separate project or 
workload component 1504. 

Also as discussed above, security subsystems and inter­
faces may be included to provide for secure interactions 
between the various devices and systems of the distributed 
processing system 100. As depicted in FIG. 15, a security 
subsystem and interface 1560 is interconnected with the 
server systems 104, the database systems 1546, the web inter­
face 1554, and the client agents 270A, 270B ... 270C. These 
interconnections are represented by lines 1566, 1564, 1562, 
and 1568, respectively. The security subsystem and interface 
1560 operates to secure the communications and operations 
of the distributed processing system. This security subsystem 
and interface 1560 also represents a variety of potential secu­
rity architectures, techniques and features that may be uti­
lized. This security may provide, for example, authentication 
of devices when they send and receive transmissions, so that 
a sending device verifies the authenticity of the receiving 
device and/or the receiving device verifies the authenticity of 
the sending device. In addition, this security may provide for 
encryption of transmissions between the devices and systems 
of the distributed processing system. The security subsystem 
and interface 1560 may also be implemented in a variety of 
ways, including utilizing security subsystems within each 
device or security measures shared among multiple devices, 
so that security is provided for all interactions of the devices 
within the distributed processing system. In this way, for 
example, security measures may be set in place to make sure 
that no unauthorized entry is made into the programming or 
operations of any portion of the distributed processing system 
including the client agents 270A, 270B ... 270C. 

In operation, client systems or end-users may utilize the 
clients subsystem 1548 within the web interface 1554 to 
register, set user preferences, check statistics, check sweep­
stakes entries, or accomplish any other user interface option 
made available, as desired. Advertising customers may utilize 
the advertisers subsystem 1552 within the web interface 1554 
to register, add or modify banner or other advertisements, set 
up rules for serving advertisements, check advertising statis­
tics ( e.g., click statistics), or accomplish any other advertiser 
interface option made available, as desired. Customers and 
their respective task or project developers may utilize the task 
developer subsystem 1550 to access information within data-

shown in FIG. 15, this program code takes the form of a task 
module 1512 within the workload, while the data takes the 
form of work unit 1514. These two portions make up the 

15 project or workload component 1504 of each client agent 270. 
For a given project, the task module 1512 will likely remain 
relatively constant, except for version updates, patches or 
phase modifications, while the work unit 1514 will likely 
change each time processing of the data that it represents is 

20 completed. The project or workload component 1504 runs in 
conjunction with the base distributed processing system com­
ponent 1506. When a different customer or project is started 
on a given client system, the project or workload component 
1504 will typically be replaced, while the base distributed 

25 processing system component 1506 will likely remain rela­
tively constant, except for version updates, patches or other 
modifications made for the distributed processing system. 

Information sent from the server systems 104 to the client 
agents 270A, 270B ... 270C may include task modules, data 

30 for work units, and advertising information. Information sent 
from the client agents 270A, 270B ... 270C to the server 
systems 104 may include user information, system informa­
tion and capabilities, current task module version and phase 
information, and results. The database systems 1546 may 

35 hold any relevant information desired, such as workload 
information (WL) 308 and client capability vectors (CV) 620. 
Examples of information that may be stored include user 
information, client system information, client platform infor­
mation, task modules, phase control information, version 

40 information, work units, data, results, advertiser information, 
advertisement content, advertisement purchase information, 
advertisement rules, or any other pertinent information. 

Now looking to FIGS. 16, 17A, 17B, 18A and 18B, an 
embodiment for security features for the distributed process-

45 ing of the present invention will be described. FIG. 16 pro­
vides a representation of the distributed processing environ­
ment including security subsystems. FIGS. 17A and 17B 
provide block diagrams of the communication interface 
between client systems and the server systems. And FIGS. 

50 18A and 18B provide detailed block diagrams of an embodi­
ment of security measures for the server systems and the 
client systems. 

Referring to FIG. 16, an embodiment 1600 of a distributed 
processing system is depicted. Server systems 104 include a 

55 security subsystem 354 through which communications to 
and from the server systems 104 may be made secure. Client 
systems 108A, 108B ... 108C and client systems 108D, 
108E ... 108F represent any number of client systems that 
may communicate with server systems 104 or with each 

60 other. Each of the client systems 108A, 108B, 108C, 108D, 
108E and 108F include a security subsystem 272A, 272B, 
272C, 272D, 272E and 272F, respectively. The electronic 
information 1602 represents information that the server sys­
tems 104 is to communicate to client systems 108A, 108B, 

65 108C, 108D, 108E and 108F in a secure manner, so that no 
unintended or intercepting recipient may understand or 
tamper with the electronic information 1602, and so that no 
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third party may insert non-authorized information into the 
distributed processing system 1600.Althoughnot shown, it is 
understood that any one of the client systems 108A, 108B, 
108C, 108D, 108E and 108F may have electronic information 
that is to be securely sent to the server systems 104 or to any 
other of the client systems 108A, 108B, 108C, 108D, 108E 
and 108F. 

Electronic information 1602 represents information that is 
communicated to facilitate the operations of the distributed 
processing system 1600. Such information includes the client 
agents that are downloaded to each client system, the work­
load applications for any given workload, and any work unit 
that will be processed by a client system. Electronic informa­
tion 1602 may also be any type of information to be sent or 
received within the distributed processing system, such as 
text, images, audio streams, video streams, databases, spread­
sheets, PDF files, Shockwave data, Flash data, applications, 
data files, chat streams, or any other information, data or data 
streams. In addition, electronic information may be sent by 
client systems 108A, 108B, 108C, 108D, 108E and 108F to 
the server systems 104 and/or any of the other client systems. 

The Certificate Authority (CA) block 1604 within the 
server systems 104 represents an entity that helps to ensure 
validity of encryption and decryption codes. For example, 
within a public/private key encryption environment, a Cer­
tificate Authority may help ensure that a public key alleged to 
be from a particular entity is in fact legitimately from that 
entity. One third-party entity that performs this CA function 
on the Internet is Verisign, Inc. Having a third-party perform 
the CA function can be advantageous in a transaction or 
communication between non-trusted entities. For example, 
the sending entity provides its public key information to the 
third-party CA, which verifies the information and creates a 
certificate that includes the sending entity's public key infor­
mation. This certificate may then be encrypted and signed by 
the third-party CA. The receiving entity may then obtain the 
certificate from the third-party CA and decrypt it with the 
third-party CA's public key. The receiving party will then 
have the sending party's public key and be fairly secure that it 
is a legitimate public key from the sending party. 

As shown in FIG. 16, the CA functionality may be part of 
the server systems 104, such that the server systems 104 act as 
their own Certificate Authority with respect to client systems 
108A, 108B, 108C, 108D, 108E and 108F and any other 
devices that are part of the distributed processing system. A 
third-party CA is not as needed in this distributed processing 
environment because the server systems 104 primarily direct 
the operations of the distributed processing system. Thus, 
there is less of a need for a third-party entity to provide a CA 
function. It is noted that CA functionality may be provided 
only by the server systems 104, only by third-party CAs, or 
any combination of server systems 104 and third party CAs, 
as desired for a particular embodiment. In addition, if desired, 
no CA functionality could be provided so that secure com­
munications between the server systems 104 and the devices 
within the distributed processing system were conducted 
without the use of a Certificate Authority. 

36 
interface for the server systems 104 through communications 
1706. For example, in a public/private key security environ­
ment, a client system 108 may download from block 1712 a 
Certificate Authority (CA) certificate that includes the server 
public key. In addition, the client system 108 may login to the 
web page interface for the server systems 104. And the server 
systems 104 may generate dynamic certificates. The client 
system 108 may also send and receive information to appli­
cation server 1714 through communications 1708, for 

10 example, to receive project work units. Finally, as depicted, 
database systems 1546 may send information to and receive 
information from the blocks 1710, 1712 and 1714 of the 
server systems 104 through communications 1716, 1718 and 
1720. As discussed more above, database systems 1546 may 

15 include any desired information, for example, a workload 
database 308 and/or a capability vector database 620. 

FIG.17B is a block diagram for an Internet communication 
protocol structure 1750 that may be utilized for communica­
tions 1704, 1706 and 1708. As depicted in FIG. 17B, three 

20 basic application layers are utilized by each client system 108 
and the server systems 104 to communicate with each other. 
The TCP/IP layer 1756 represents a standard Internet com­
munication protocol that allows devices to identify and send 
information to each other across the Internet, as is well known 

25 to those of skill in the art. The secure network layer (SNL) 
1754, such as the secure socket layer (SSL), represents a 
protocol that allows devices to confirm the identity of servers 
and the other devices with whom they communicate, as long 
as those servers or other devices utilize similar protocols. The 

30 application security level 1752 represents other desired secu­
rity or communication protocols that are implemented by 
programs running on the client system 108 and/or the server 
systems 104. 

In operation, the server systems 104 may secure the down-
35 load of the client agent 270 to the client system 108 by 

requiring that the client system 108 download the client agent 
270 from the client agent download site 1710. As part of the 
server authentication sequence, the download site 1710 will 
send back an identifier to assure users that they are indeed 

40 connected to the proper server systems 104. This identifier 
may be, for example, a CA certificate, but may be any other 
identifier, as desired. Because it is desirable to have the client 
agent running on as many distributed devices as possible for 
the distributed processing system of the present invention, 

45 user authentication may not be required to download the 
client agent 270 from the download site 1710. 

Once a client system 108 has downloaded and installed the 
client agent 270, the client system 108 will communicate with 
the application server 1714 to begin working within the dis-

50 tributed processing system. For these communications, 
server and client authentication may be required to help 
ensure security. To accomplish this authentication, for 
example, two-way authentication may be utilized. To provide 
a public/private key combination for the client agent 270, 

55 each client agent 270 that is downloaded by a client system 
108 may have embedded within its code a default identifier 
and a default public/private key pair. Thus, the server systems 
104 may use secure network protocols (such as SSL or similar 
schemes) to authenticate each client system 108, and each 

FIG. 17 A is a block diagram of an embodiment 1700 for a 
communication interface between a client system 108 and the 
server systems 104. In this embodiment 1700, the network is 
preferably the Internet. As depicted, the client system 108 
includes a client agent 270 and a network browser 1702. The 
server systems 104 include a client agent download site 1710, 
from which the client system 108 may download the client 
agent 270 through communications 1704. The server systems 65 

104 also include block 1712, which represents a variety of 
client service functions that may be provided by the web 

60 client system 108 may use compatible protocols to authenti­
cate each server application with which it communicates. 
These applications, for example, may include the functional­
ity provided by blocks 1712 and 1714, and, therefore, the 
communications 1706 and 1708 would utilize authentication. 

As an alternative to embedding a public/private key com­
bination and associated identifiers or certificates into the cli­
ent agent 270, the public/private key pairs may be dynami-
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cally generated in block 1712. For example, at start-up, at 
reboot or at some desired time or event, the client system 108 
may generate a new public/private key pair. When the client 
system 108 next communicates with the server systems 104, 
the client system 108 request a certificate from the server 
systems 104. The server systems 104 may then act as a Cer­
tificate Authority (CA) and provide a CA certificate to the 
client system 108. This dynamic certificate generation, there­
fore, allows for added security by allowing each client system 
108 to have its own public/private key pair for secure network 10 

protocol communications and by having this key pair change 
at some desired recurring event for the client system 108, such 
as reboot. 

The client system 108 may initiate its communication with 
the server systems 104 by logging on to the authentication 15 

server, which may be part of block 1712. The user may be 
prompted to enter a valid e-mail address and/or password, if 
already registered, or may be asked to register if the e-mail 
address and/or password are not recognized. Once registra­
tion is completed, a password may be e-mailed back to the 20 

user to provide validation of the user. If authentication is 
successful when a user logs into the server systems 104, the 
server systems 104 may provide a host-ID, and user-ID and a 
session key for any given communication session. 

It is also desirable that once a user has successfully regis- 25 

tered, the user may install the client agent 270 on any number 
of other host or user systems without needing to interact with 
that systems network browser, other than to set host-specific 
preferences. For example, when downloaded, the client agent 
270 may take the form of a self-extracting program that 30 

installs the appropriate files to the client system 108, includ-
ing the proper host and user identifications. In addition, to 
help ensure proper identification, the session keys may be 
exchanged each time the client system 108 communicates 
with the server systems 104. For example, the client system 35 

108 may communicate its current session key to the server 
systems 104 each time it communicates with the server sys­
tems 104. The server systems 104 will then send anew session 
key for the client system 108 to utilize for the next session. In 
this way, stale identification information may be reduced. In 40 

addition to this security feature, communications may also be 
encrypted and decrypted with various encryption techniques, 
as desired. 

Referring now to FIGS. 18A and 18B, one embodiment 
will be discussed for a security model utilizing public/private 45 

key encryption. This security model utilizes a third-party CA 
to provide a CA certificate for the server systems 104. 

FIG. 18A is a block diagram of an embodiment 1800 for 
security procedures implemented by server systems 104. 
Electronic information 1602 is to be communicated to a client 50 

system 108. This electronic information 1602 travels through 
four different paths that provide security information. 

One path begins with the electronic information 1602 
being encrypted with the server private key in block 1802. 
Then, in block 1830, the encrypted information is sent to 55 

client systems. This encrypted information is represented by 
arrow 1826. 

A second path flows from block 1802 to block 1804 where 

38 
the client system from block 1830 via 1826) is compared with 
a hash value 1822 from the client system 108. This hash value 
1822 represents the client system's calculation of the hash 
value for the encrypted electronic information that the client 
system 108 received from the server system 104. Ifno tam­
pering has occurred and the data was transmitted accurately, 
the client system hash value should match the server hash 
value. In block 1808, the server systems 104 provide an 
indication of the result of the hash check evaluation back to 
the client system 108. This pass/fail determination is indi­
cated by arrow 1824. 

A third path begins with block 1810 where a hash value is 
calculated for non-encrypted electronic information 1602. 
This hash value is then encrypted in block 1816 with the 
server private key. Next, this encrypted hash value is sent to 
the client system 108 in block 1818. The arrow 1821 repre-
sents the encrypted hash value for the non-encrypted elec­
tronic information. 

A fourth path, and the last depicted in the embodiment 
1800 of FIG. 18A, flows from block 1810 to block 1812, 
where the hash value is partitioned into N different portions. 
These N different portions are preferably designated for N 
different client systems 108, as well as any client systems 108 
receiving a redundant distribution of any one of the N differ­
ent portions. In block 1814, the N different hash value por­
tions are encrypted with the server private key. Next, the N 
different encrypted hash value portions are sent in block 1820 
to N different client systems 108, as well as being sent to 
client systems 108 receiving redundant distributions of the 
hash value portions. The arrows 1828 represent the distribu­
tion of the N different hash value portions. It is noted that 
redundant distribution of the N hash value portions is desir­
able because, as discussed below with respect to FIG. 18B, 
when the hash value is reconstructed by a client system 108, 
it is desirable to have multiple sources for each portion in case 
one of the receiving client systems is not available at any 
given time. 

Looking now to FIG. 18B, the corresponding security pro­
cedures implemented by a client system 108 are discussed 
with respect to embodiment 1850. Initially, in block 1854, the 
client system 108 receives CA certificate 1852 containing the 
server public key and the server identity. It is again noted that 
other unique identifiers may be utilized instead of CA certifi­
cates, as described above. If a CA certificate is utilized, this 
CA certificate may be provided from a third-party Certificate 
Authority (CA) or from the server systems 104 or any other 
desired source. In block 1856, the client system 108 verifies 
the accuracy of the CA certificate using the CA's public key. 
If this verification is not successful, the client system 108 may 
wait some period of time before retrying. In addition, the time 
period may be a random period of time. In addition, as dis-
cussed with respect to FIGS. 17 A and 17B, the client system 
108 will login to the server systems 104. If this authentication 
is not successful in this login, the client system will notify the 
user of the system and the server systems 104, and then wait 
for some period of time or a random amount of time before 
attempting to re-verify. 

In block 1862, the client system 108 receives the encrypted 
information 1826. Next, the client system 108 creates a hash a hash value is generated for the encrypted electronic infor­

mation. It is noted that a hash value is a unique value that may 
be generated for any given electronic file based upon the 
contents of that file and the algorithm used to calculate the 
unique value. There are any number of algorithms that may be 
used to calculate a hash value, as would be understood by one 
of skill in the art. Proceeding down the second path to block 
1806, the hash value generated on the server side for the 
encrypted electronic information (i.e., the information sent to 

60 value for the encrypted information in block 1864. This hash 
value is preferably calculated using the same algorithm uti­
lized by the server systems 104 in generating the hash value 
for the encrypted information in block 1804 of FIG. 18A. 
Once the client system 108 has calculated the hash value for 

65 the encrypted information, this hash value 1822 is sent to the 
server systems from block 1866. As discussed above, a pass/ 
fail response 1824 is sent back by the server systems 104. This 
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hash check evaluation is received in block 1868. If the check 
was a FAIL, flow passes to block 1870 where the client 
system 108 sends out a notice to the server systems 104 and 
any other client system to which it is attached that a problem 
has been encountered. The client system 108 then ends the 
current connection with the server systems 104. It is noted 
that the client system 108 may retry several times before 
moving onto block 1870, and that the reporting scheme may 
be modified, altered or developed as desired. 

If the hash check evaluation was a PASS, flow passes to 
block 1872 where the electronic information is decrypted 
with the server public key, which was verified in block 1856. 
A hash value is then calculated for the electronic information 
1874. Again, the hash generation algorithm is preferably the 
same as that used by the server systems 104 in creating the 
hash value in block 1810 ofFIG.18A. Next, the hash value is 
sent from block 1874 to block 1886, where it is compared 
with two other hash value calculations. 

One of the other hash values comes from a path that begins 
with block 1858, in which the client system 108 receives the 
encrypted hash value 1821 for the non-encrypted informa­
tion. In block 1860, the encrypted hash value is decrypted 
with the server public key. The hash value is then sent to block 
1886. 

The third hash value for block 1886 comes from a path that 
utilizes the N different hash portions sent out by the server 
systems in block 1820 of FIG. 18A. In block 1876, the client 
system receives a portion 1828A of the partitioned hash value 
1828. In addition to one of the partitioned hash values, it is 
noted that the server systems 104 will also send information 
providing the identity and source for the N-1 other hash value 
portions. In block 1878, the client system 108 decrypts the 
portion 1828A with the server public key. Next, in block 
1880, the client system 108 resolves the identity of the source 
for the N-1 other portions, which may be N-1 other client 
systems. In block 1882, the client system 108 obtains the N-1 
other portions, and assembles the N partitions into a hash 
value for the non-encrypted electronic information in block 
1884. The resulting hash value is then sent to block 1886. It is 
noted, as indicated above, that redundant distribution of the N 
portions of the partitioned hash value is desirable so that 
unavailability of one client system will not cause another 
client system to be unable to re-assemble the N different 
portions. 

40 
which network service providers are enabled to monitize their 
user bases. Environment 1900 includes a distributed process­
ing system 100, a customer 152, and a third-party network 
service provider 1902. The customer 152 represents an entity 
that has a project 1912 that the customer 152 would like 
processed by the distributed computing system 100. In return 
for the processing of the project data and the results 1914 of 
this processing, the customer 152 will often make a payment 
1916. The third-party network service provider 1902 main-

10 tains a user database 1904 that identifies its user base 1920 
including users 1906A, 1906B ... 1906C. 

The service provider 1902 may be, for example, an Internet 
business that provides any of a variety of services to users, 
such as Internet access, e-mail, web page hosting, domain 

15 name hosting, file sharing services or any other Internet­
based service. In addition, such Internet-based services may 
be offered for free or low cost to users, in which case the users 
have historically agreed to view banner or other advertise­
ments in return for the free or low cost service. However, as 

20 stated above, advertising revenue has been subject to dimin­
ished pricing and has become a unreliable source of revenue 
for many Internet-based companies. To facilitate the number 
of projects that the distributed processing system 100 can take 
on and the speed at which these projects can be processed and 

25 completed, it is desirable to increase the amount and capa­
bilities of the computing resources available to the distributed 
processing system 100. To the extent that the users of the 
service provider 1902 represent a pool of underutilized 
resources, these users represent a potentially valuable 

30 resource to the distributed processing system 100. 
According to the present invention, the service provider 

1902 may realize value from its user base and thereby 
monitize this user base by facilitating the use by the distrib­
uted processing system 100 of computing resources related to 

35 these users. Thus, for example, in return for free services, the 
users may agree to have their respective computing resources 
utilized by the distributed processing system 100. The service 
provider 1902 may then provide to the distributed processing 
system 100 the user identifications (IDs) 1908 related to its 

40 user base in return for revenue sharing 1910. This monitizing 
architecture according to the present invention thereby pro­
vides a significantly advantageous avenue for service provid­
ers or other entities that control or have user bases with useful 

Once the three hash values are received in block 1886 from 45 

processing capabilities, such as Internet-based service pro­
viders, to generate revenue from its user base, particularly in 
the face of falling revenue from other sources, such as adver-three different sources, they are compared to see if they 

match. If this check is a FAIL, flow moves to block 1888, 
where the client system 108 sends out a notice to the server 
systems 104 and any other client system to which it is 
attached that a problem has been encountered. The client 
system 108 may also inform the client systems from which it 
received the N-1 other portions, and the client system 108 
may retry the procedures, if desired. In addition, once a client 
system 108 is notified of a potential problem, the client sys­
tem 108 may download a special check file from the server 
systems 104 to make sure that the server systems have not 
been compromised. If still a FAIL, the client system 108 then 
ends the current connection with the server systems 104. If 
the check is a PASS, the electronic information is utilized, as 
represented by block 1890. 

FIGS. 19 and 20 provide block diagrams for further 
describing the distributed processing system and environ­
ment of the present invention that allows for third parties, 
such as network service providers, to monitize, or gain rev­
enue from, their respective user bases. 

Looking first to FIG. 19, a block diagram is depicted for a 
distributed processing system 100 and environment 1900 in 

tising revenue. 
The revenue sharing 1910 may be, for example, a share of 

payment 1916 relative to the amount of processing toward the 
50 project 1912 that was completed through the use of the user 

resources 1922 made available through users 1906A, 
1906B ... 1906C. It is noted that the revenue sharing 1910 
may take any desired form, including but not limited to (a) 
upfront payments based upon attributes of the user base, such 

55 as size or processing capabilities, (b) payments based upon 
the number of users that become members of the distributed 
processing system, ( c) payments based upon the types of 
projects processed by the user base, or ( d) any other desired 
compensation scheme related to the value of the user base 

60 being made available by the third party. 
The monitizing invention, therefore, focuses on capabili­

ties of internet, intranet, wireless or otherwise network con­
nected PCs, internet appliances, notebook computers, serv­
ers, storage devices, NAS (NetworkAttached Storage), or any 

65 other connected computing device that could provide any of a 
number of useful capabilities and that is part of a underuti­
lized user base, such as user bases of Internet-based busi-
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nesses that rely on advertising or any other method of 
monitizing their user base in exchange for a valuable service 
(e.g. free internet access, email, etc.). As discussed above, 
these useful processing capabilities span the entire range of 
generic computing subsystems including: Central Processing 
Unit(s) (CPUs), Digital Signal Processor(s) (DSPs), Graph­
ics Processing Engine(s) (GPEs), Hard Drive(s) (HDs), 
Memory (MEM), Audio Subsystem(s) (ASs), Communica­
tions Subsystem(s) (CSs), Removable Media Types (RMs), 
or other Add-In/On Accessories (A/OAs) with potentially 10 

useful unused capabilities. Market creation and potential 
compensation for all unused capabilities can be accomplished 
through the massively parallel distributed software architec­
ture of the distributed processing system 100. For example, 
credits (revenues) would be generated each time a unit of 15 

work is accomplished by one ( or more) of the subsystems on 
a user's computing device via a client agent installed on the 
device for the purposes of managing, processing and com­
pleting units of work. The total credits/revenues generated 
may be, for example, dynamic depending on how many are 20 

received. Through this architecture of the present invention, 
significant revenues may be generated from the user base of 
the service provider where the service provider may have 
previously been unable to monitize effectively this user base. 

It is further noted in more general respects that the entity 25 

1902 may be any entity that has direct or indirect control over 
a group of users, such that the users resources may be offered 

42 
FIG. 20, the customer 152 is represented as providing the 
software development and code 2002 for the project compo­
nent 1504. The distributed processing system 100 is repre­
sented as providing the core agent code 2008 for the core 
agent component 1502. And the service provider is repre­
sented as providing at least a portion of the interface devel­
opment and code 2010 for the user interface component 1510. 
In operation, the workloads 2004 and the results 2006 would 
still typically be under the control of the distributed process­
ing system 100. 

It is noted that this modular architecture facilitates the 
development of project software code and interface software 
code by entities other than the owner of the distributed pro­
cessing system 100. For example, with respect to FIG. 19, an 
Internet-based service provider may have a user interface 
already designed and implemented for its user base, such as a 
web browser user interface for users of free Internet access 
services provided by such a service provider. Once the core 
agent component 1502 is installed on a user's computer, the 
existing third-party user interface may hook into the core 
agent component 1502, thereby making the user's resources 
available to the distributed processing system 100, while 
maintaining the user interface the user has come to expect 
from the service provider. Thus, the service provider 1902 
may provide the user interface it desires for the service it is 
providing, while at the same time monitizing its user base by 
facilitating its users becoming part of the available resources 
for the distributed processing system 100. 

FIG. 21 provides a block diagram for an embodiment 2100 
for a distributed processing system that provides network 
attached storage (NAS) services, according to the present 
invention. Although the distributed computing, client agent, 
file sharing and distributed data storage functionality, as 
described above, provides data storage that is connected to a 

to and utilized by the distributed processing system 100. An 
example of one such more general entity would be a company 
that has a large group of internal users that are capable of 30 

being linked to the distributed processing system 100, for 
example, through an intranet network of computer systems or 
computing devices. The computing resources related to these 
users may also be monitized according to the present inven­
tion. 

Looking now to FIG. 20, a block diagram for an embodi­
ment 2000 representing the components for a client agent 270 
along with a representative indication of responsibility for 
those components. Client agent 270 includes a core agent 
component 1502, a project component 1504 and a user inter- 40 

face component 1510. As discussed above, the core agent 
component 1502 can provide the base distributed processing 
functionality for the client agent 270. The project component 
1504 can provide the project-specific functionality for the 
client agent 270. And the user interface 1510 can provide any 45 

desired user viewable information or interaction functional-

35 network, the NAS embodiment 2100 depicted in FIG. 21 is 
provided herein for additional explanation. In particular, stan­
dard NAS device functionality provided by typical dedicated 
NAS devices can be accomplished according to the present 

ity. These three general components may be modular soft­
ware components such that the project component 1504, the 
core agent component 1502, and the user interface compo­
nent 1510 may be separate software modules, if desired, that 50 

link together through appropriate APis (Application Pro­
gramming Interface). Thus, each of these components may be 
designed and developed independently or jointly, as desired. 
In effect, the core agent component 1502 can provide a back­
bone upon which is attached the project component 1504, the 55 

user interface component 1510, and any other desired com­
ponent. Thus, when a new project or interface is desired for 
any given client agent 270, for example, this component may 
be efficiently replaced with the new component in a modular 
fashion still utilizing the core agent component 1502 as the 60 

backbone. In addition, each component may be updated and 
modified without requiring modification or updates to the 
other component software code. 

Also depicted in FIG. 20 are customer 152, distributed 
processing system (DPS) 100 and service provider 1902, 65 

which are in communication with each other through inter­
actions or interfaces 2012 and 2014. In this embodiment of 

invention by utilizing unused or under-utilized resources on 
network-connected devices through capabilities provided by 
the client agent running on those devices. The resulting soft-
ware-based NAS services hosted on a distributed computing 
platform, according to the present invention, thereby provide 
an advantage storage solution. 

As with other embodiments described above, the NAS 
embodiment 2100 focuses on taking advantage of unused or 
under-utilized capabilities of Internet, intranet, wireless or 
otherwise network connected personal computers (PCs), 
internet appliances, notebook computers, servers, storage 
devices or any other connected computing device. Such 
devices have typically been put into operation for purposes 
entirely separate from operating as a part of a distributed 
processing or storage system and have a primary operational 
purpose that is not to provide NAS services. Through the 
client agent and infrastructure implementation of the present 
invention, such devices can provide storage capabilities that 
allow these devices to appear to users as dedicated NAS 
devices, while still being used for the purpose for which they 
were put into operation. For example, a large number of 
desktop PCs in the enterprise (Intranet) or on the Internet can 
each act as a NAS device by running a client agent program 
and NAS component that brings its resources to the network 
with the appearance of a dedicated NAS device or as part of an 
integrated system that appears as a single or dedicated NAS 
device. The implementation can be accomplished in a variety 
of ways. A relatively simple implementation is to have the 
devices simply mimic the functionality of stand-alone NAS 
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devices, while a more complex implementation is to provide 
a storage fabric across the Intranet or Internet where hundreds 
or thousands of devices work cooperatively as NAS devices in 
conjunction with server systems that assist in controlling and 
managing the storage function of the NAS fabric. 

44 
location libraries 2106A and 2106B, respectively. These 
libraries provide information to a user about where desired 
data is stored across the entire NAS client device fabric 2104, 
for example, by providing a distributed database index of the 
files and other data being stored on the myriad of software­
based NAS devices. This database index, or portions thereof, 
can be stored within each data location library and can be 
organized as desired to provide direction information for 
users. In this NAS device fabric implementation, the NAS 

Looking now to FIG. 21, the NAS embodiment 2100 
includes a network 102, which as discussed above, can be any 
network communication fabric that provides connectivity 
between various machines. As shown, connected to this net­
work 102 are a user device fabric 2102, a client device fabric 
2104, and servers systems 104 and 154D. More particularly, 
the user device fabric 2102 may include any numberof poten-
tial user devices 152A, 152B ... 152C. The client device 
fabric 2104 may include any number of potential client 

10 client devices 108A, 108B ... 108C provide both storage and 
data location functionality, thereby acting both to provide 
data storage services and distributed data location services. 
The NAS devices storing the data location information, for 
example, would receive storage and access requests from user 

devices 108A, 108B ... 108C. It is noted that that the user 15 devices and would direct the user devices to the distributed 
devices 152A, 152B ... 152C may be configured to commu-
nicate directly to each other, the client devices 108A, 
108B ... 108C may be configured to communicate directly to 
each other, and the user devices 152A, 152B ... 152C and the 
client devices 108A, 108B ... 108C may be configured to 20 

communicate directly between themselves without interven­
tion by the server systems, if desired. The server systems may 
include user server systems 154D, which have attached data­
base systems 2112, and NAS server systems 104, which have 
attached NAS database systems 2108 and a centralized data 25 

location library 2110. To provide NAS functionality, the cli-
ent devices 108A, 108B ... 108C run a client agent, as 
described above, that provides NAS functionality, for 
example, by running a NAS component as one of the projects 
for the distributed device. In addition, some of these NAS 30 

devices, such as NAS client devices 108A and 108B, may 
store distributed data location information, such as data loca­
tion libraries 2106A and 2106B. 

devices storing the requested data. This NAS device fabric 
implementation would again rely upon client agent programs 
running on the client devices and would not require the use of 
centralized server resources to enable the system to perform 
the NAS services. It is noted that not all software-based NAS 
devices need to act as both stores of information and location 
information hosts, such as NAS client device 108C, as 
depicted in FIG. 21. 

In the third server assisted architecture, server systems 104 
facilitate the NAS functionality, for example, by providing 
centralized management, control and support for the NAS 
architecture. To this end, the NAS servers systems 104 may 
include, for example, file storage database systems 2108 and 
a centralized data location library 2110. In this implementa-
tion, therefore, the NAS client devices 108A, 108B ... 108C 
that are running client agents which make them capable of 
mimicking dedicated NAS devices are combined with cen­
tralized database and server systems 104, 2108 and 2110 that 
provide services, such as indexing, monitoring, back-up, 

35 security and other services for the files and other data being 
stored on the multitude of software-based NAS devices cre­
ating the NAS fabric. Thus, the NAS server systems storing 
data location information in the centralized data location 

The NAS distributing computing embodiment 2100 
depicted provides an environment in which a variety of dif­
ferent NAS configurations may be utilized, as desired. These 
configurations include, for example, at least three different 
NAS architectures that may be utilized: a stand-alone only 
NAS device implementation, a NAS device fabric implemen­
tation, and a server assisted implementation. It is noted that 40 

variations, combinations and hybrids of these implementa­
tion examples may be utilized, as desired, without departing 
from the present invention. 

library 2110, for example, would receive storage and access 
requests from user devices and would at least in part direct the 
user devices to the distributed devices storing the requested 

First, the NAS client devices within the client device fabric 
2104 can act as stand-alone NAS devices, and the user devices 45 

within the user device fabric 2102 can directly access them as 
such. In this first implementation, the NAS devices 108A, 
108B ... 108C run client agent programs that configure the 
devices to be capable of mimicking dedicated stand-alone 
NAS devices. Each of these software-based NAS devices is 50 

data. It is noted that the server systems 104 could direct the 
users to the requested data using only the centralized data 
location library 2110 or with assistance from other resources 
such as the data location information stored by the NAS 
devices. 

It is further noted, as also discussed above, that the NAS 
server systems 104, as with the user server systems 154D, are 
typically a single server machine or a relatively small group of 
server machines that are commonly controlled and managed, 
for example, as to physical location and authorized use. In self-contained, knows nothing of other software-based NAS 

or other NAS devices, and operates like a standard dedicated 
NAS device, except for the fact that the software-based NAS 
devices 108A, 108B ... 108C are actually non-dedicated 
devices that rely on spare and/or unused capabilities of the 
existing devices to provide NAS services. In this stand-alone 
only implementation, the data location libraries 2106A and 
2106B would not be required to be utilized. 

Second, at least some of the NAS client devices within the 
client device fabric 2104 include data location information or 
libraries that are used to provide links or directions to data 
distributed on the various NAS client devices 108A, 
108B ... 108C. These links help provide a NAS device fabric 
from which user server systems 154D and user devices 152A, 
152B . .. 152C within the user device fabric 2102 can draw 
storage resources. For example, in the embodiment shown in 
FIG. 21, NAS client devices 108A and 108B can have data 

contrast, the user device fabric 2102 and the client device 
fabric 2104 are typically a multitude of devices that do not 
have clear bounds. For example, with respect to Internet-

55 connected user devices and client devices, these devices are 
typically not related and not commonly controlled or man­
aged. With respect to intranet-connected user devices and 
client devices, there will often be more common control and 
management, for example, with respect to internal company 

60 computer resources. As contemplated by the present inven­
tion, once the software-based NAS functionality is imple­
mented, any of a variety of user devices 152A, 152B ... 152C 
and/or user server systems 154D may take advantage of the 
software-based NAS resources made available by the distrib-

65 uted computing system of the present invention. 
In providing NAS services, it is advantageous for the soft­

ware-based NAS implementation of the present invention to 
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remain unobtrusive to the end-user or owner of the device 
from a storage perspective. It is also advantageous to facilitate 

46 
may be achieved that resembles execution thread priorities in 
modern operating systems that help fully utilize the process­
ing power of a central processing unit (CPU). Thus, as each 
program running on a computer may have a CPU-related 
service level designation, each file or set of data stored on a 
storage device may include a storage priority level designa­
tion. The level of service provided to any given file or set of 
data by a control and management scheme may then be deter­
mined by the storage priority level designation for that file or 

the full use of available storage space. To help achieve and 
ensure these objectives, the NAS implementation may under­
take a number of controls to minimize interference with user 
storage operations while maximizing the storage value of the 
software-based NAS solution. These controls may include 
user or server controlled management features and may 
include, for example, user specified constraints, standard bit, 
block or file priority levels and direct bit or file priority 
markings. Using such storage priority controls, the present 
invention may maximize storage space efficiency by helping 

10 set of data. 

to take advantage of the storage space so that it is operated at 
a full level. It is noted that these storage priority controls may 
also be utilized for activities and operations, other than AS 15 

services, that are being provided by a client agent program 
=ing on a distributed device. 

With respect to the user specified constraints, the client 
agent program running on a device would recognize and 
adhere to user-based constraints that may be specified by the 20 

user. These constraints may be set by a user, owner, admin­
istrator, etc. for the device and may include settable param­
eters such as a maximum allowed percentage for use of exist-
ing storage space, a maximum number of bytes that may be 
used (MB, GB, TB, etc.), or a minimum amount of storage 25 

space that must be left free within the available storage. When 
these user-based constraints are utilized, the NAS component 
will recognize the constraints placed on it and adhere to the 
constraints, up to and including, deleting all shared storage on 
the device and becoming dormant. 30 

With respect to storage priority levels, the client agent 
program may rely upon priority levels for bits on the storage 
device, blocks of data on the device, files on the device, or 
fragments of files on the device to determine and facilitate 
how data storage is managed. By using storage priority levels, 35 

any of a wide variety of schemes may be implemented for 
handling storage and storage conflicts and these schemes may 
be selected depending upon the circumstances for any given 
client system. In this way, when space on the device is running 
low, older or less important data or files can be deleted accord- 40 

ing to fixed or dynamic algorithms. For example, file or data 
assessment and storage management schemes could include, 
but are not limited to, a deletion scheme that uses an algo­
rithm, such as one of the following: 

Timing of storage, for example, straight first-in-first-out 45 

(FIFO), last-in-last-out (LIFO) or other time/order 
based algorithm. 

Usage of the files, for example, least-recently-used (LRU), 
most-recently-used (MRU), etc. cache schemes. 

File content, for example, content based analyses that base 50 

decisions on actual file content, such as whether the file 
or its data is replicated elsewhere in the system, whether 
the file or its data can be retrieved from other sources 
outside the current NAS implementation (tape back-up, 
Internet, etc.), whether the file is a music, video or audio 55 

file that can be retrieved from the Internet, etc. 

Further modifications and alternative embodiments of this 
invention will be apparent to those skilled in the art in view of 
this description. It will be recognized, therefore, that the 
present invention is not limited by these example arrange­
ments. Accordingly, this description is to be construed as 
illustrative only and is for the purpose of teaching those 
skilled in the art the manner of carrying out the invention. It is 
to be understood that the forms of the invention herein shown 
and described are to be taken as the presently preferred 
embodiments. Various changes may be made in the shape, 
size and arrangement of parts. For example, equivalent ele­
ments may be substituted for those illustrated and described 
herein, and certain features of the invention may be utilized 
independently of the use of other features, all as would be 
apparent to one skilled in the art after having the benefit of this 
description of the invention. 

What is claimed is: 
1. A computer-implemented method comprising: 
configuring a distributed processing system of a plurality 

of distributed devices coupled to a network, wherein the 
plurality of distributed devices include respective client 
agents configured to process respective portions of a 
workload for the distributed processing system, 
wherein the respective client agents for particular dis-

tributed devices of the plurality of distributed devices 
have corresponding software-based network attached 
storage (NAS) components configured to assess 
unused or under-utilized storage resources in selected 
distributed devices of the plurality of distributed 
devices; 

representing with the corresponding software-based NAS 
component that the selected distributed devices respec­
tively comprise NAS devices having an available 
amount of storage resources related to the unused and 
under-utilized storage resources for the selected distrib­
uted devices; 

processing one or more of data storage or access workloads 
for the distributed processing system by accessing data 
from or storing data to at least a portion of the available 
amount of storage resources to provide NAS service to a 
client device coupled to the network; and 

enabling at least one of the selected distributed devices to 
function as a location distributed device to store location 
information associated with data stored by the selected 
distributed devices through use of the respective client 
agents for the particular distributed device. 

Duplicate data, for example, back-up set order, age, etc. for 
backed up files where needed space could be obtained by 
deleting older backup files or sets where more recent 
backup files or sets exist. 

2. The method of claim 1, further comprising enabling at 
least one of the selected distributed devices to function as a 
stand-alone dedicated NAS device through use of the respec-

60 tive client agents for the particular distributed device. 
Loss-robustness, for example, losing a few bits of data 

from an audio stream or video stream would not mate­
rially damage the retrieval of the data type. 

With respect to direct bit, block or file priority marking, the 
files or data could include a direct marking for QoS ( quality of 65 

service) levels that would allow efficient management of stor­
age. By using such a direct marker, a file system priority level 

3. The method of claim 1, further comprising receiving an 
access request from the client device and directing the client 
device to data requested on at least one of the selected dis­
tributed devices. 

4. The method of claim 3, further comprising managing the 
NAS service for the at least one of the particular distributed 
devices at least in part utilizing a centralized server. 
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5. The method of claim 4, further comprising downloading 
the software-based NAS component to the selected distrib­
uted devices. 

6. The method of claim 4, further comprising storing, with 
the centralized server, location information associated with 
the data stored in the selected distributed devices. 

7. The method of claim 6, further comprising utilizing the 
centralized server to receive and route the data for storage to 
the selected distributed devices based upon individual capa­
bilities of the selected distributed devices indicated in a capa- 10 

bilities database. 
8. The method of claim 1, wherein the method is at least 

partially performed through use of the Internet. 
9. The method of claim 1, further comprising managing 15 

storage resources for the selected distributed devices with a 
storage priority control that facilitates use of the available 
amount of storage resources for the selected distributed 
devices. 

10. The method of claim 9, further comprising accepting 20 

selection of the storage priority control, by the client device, 
that comprises a parameter. 

11. The method of claim 9, further comprising prioritizing 
one or more of storage or deletion of data using the storage 
priority control that comprises storage priority level schemes. 25 

12. The method of claim 10, wherein the managing storage 
resources further comprises marking directly data or files. 

13. A system comprising: 
a plurality of distributed devices configured to be coupled 

48 
the storage resources in the selected distributed devices 
to provide NAS service to a client device: and 

wherein the respective client agents are configured to 
enable at least one of the selected distributed devices to 
function as a location distributed device to store location 
information for data stored by the selected distributed 
devices. 

14. The system of claim 13, wherein at least one of the 
respective client agents are configured to enable at least one 
of the selected distributed devices to function as a stand-alone 
dedicated NAS device. 

15. The system of claim 13, wherein the location distrib­
uted device is configured to receive an access request from the 
client device and direct the client device to the data stored on 
the selected distributed devices that was requested. 

16. The system of claim 15, wherein the system is further 
configured to manage the NAS service for the distributed 
devices at least in part utilizing a centralized server system. 

17. The system of claim 16, wherein the centralized server 
system is further configured to enable download of the NAS 
component to the selected distributed devices. 

18. The system of claim 16, wherein the centralized server 
system is configured to store location information associated 
with the data stored in the selected distributed devices. 

19. The system of claim 18, wherein the centralized server 
system is configured to receive data storage and access 
requests from the client device and route a data storage work­
load to the selected distributed devices based upon individual 
capabilities of the selected distributed devices indicated in a 
capabilities database. 

20. The system of claim 13, wherein the distributed devices 
are configured to be coupled to the Internet. 

21. The system of claim 13, further comprising a storage 
priority control configured to facilitate use of the respective 
available amount of unused storage resources for the selected 
distributed devices. 

to a network, wherein the distributed devices include 30 

respective client agents configured to process respective 
portions of workloads for the distributed processing sys­
tem, the respective client agents including respective 
instances of a software-based network attached storage 
(NAS) component, wherein the NAS component is con- 35 

figured to: 
22. The system of claim 21, wherein the storage priority 

control comprises a parameter selectable by the client device. 
23. The system of claim 22, wherein the storage priority 

40 
control comprises storage priority level schemes that priori­
tize one or more of storage or deletion of data. 

assess unused storage resources of the distributed devices; 
allocate respective available amount of unused storage 

resources in selected distributed devices of the plurality 
of distributed devices; 

represent that the selected distributed devices comprise 
respective NAS devices having the respective available 
amounts of storage resources; 

process workloads associated with data storage and access 
by accessing data from and storing data into portions of 

24. The system of claim 22, wherein the storage priority 
control comprises a priority marking directly given to data or 
files. 

* * * * * 
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In Column 43, Line 15, delete "that that" and insert -- that--, therefor. 

In Column 45, Line 15, delete "AS" and insert -- NAS --, therefor. 
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(12) INTER PARTES REVIEW CERTIFICATE (1849th) 

United States Patent (10) Number: us 8,275,827 Kl 
Hubbard (45) Certificate Issued: Sep. 24, 2020 

(54J SOFTWARE-BASED NETWORK 
ATTACHED STORAGE SERVICES HOSTED 
ON MASSIVELY DISTRIBUTED PARALLEL 
COMPUTING NETWORKS 

(751 Inventor: Edward A. Hubbard 

(7., J Assignee: INTELLECTUAL VENTURES I 
LLC 

Trial Numbers: 

IPR2017-00374 filed Dec. 13, 2016 
IPR2017-00439 filed Dec. 22, 2016 

Inter Partes Re,iew Certificate for: 

Patent No.: 
Issued: 
Appl. No.: 
Filed: 

8,275,827 
Sep. 25, 2012 
09/834,785 
Apr. 13, 2001 

The results of IPR2017-00374 and IPR2017-00439 are 
reflected in this inter partes review certificate under 35 
U.S.C. 318(b). 
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INTER PARTES REVIEW CERTIFICATE 
U.S. Patent 8,275,827 Kl 
Trial No. IPR2017-00374 
Certificate Issued Sep. 24, 2020 

1 

AS A RESULT OF THE INTER PARTES 
REVIEW PROCEEDING, IT HAS BEEN 

DETERMINED THAT: 

Claims 1, 3-9, 13 and 15-21 are cancelled. 

* * * * * 

2 
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