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(57) ABSTRACT 

The present invention relates to activated carbon sorbents 
including nitrogen. In various embodiments, the present 
invention provides an activated carbon Sorbent including a 
halogen- or halide-promoted activated carbon, the activated 
carbon Sorbent particles including nitrogen in a Surface layer 
of the sorbent particles. In various embodiments, the present 
invention provides a method of reducing the pollutant content 
in a pollutant-containing gas using the activated carbon Sor 
bent. In various embodiments, the activated carbon sorbent 
can remove mercury from a mercury-containing gas that 
includes sulfur(VI) such as SO more efficiently than other 
sorbents. 
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ACTIVATED CARBON SORBENT 
INCLUDING NITROGEN AND METHODS OF 

USING THE SAME 

CROSS-REFERENCE TO RELATED 
APPLICATION 

0001. This application claims the benefit of priority to 
U.S. Provisional Patent Application Ser. No. 61/773,549, 
filed Mar. 6, 2013, the disclosure of which is incorporated 
herein in its entirety by reference. 

BACKGROUND OF THE INVENTION 

0002 Mercury (Hg) emissions have become a health and 
environmental concern because of their toxicity and ability to 
bioaccumulate. The U.S. Environmental Protection Agency 
(EPA) has issued regulations for the control of mercury emis 
sions from waste-to-energy, cement production, and coal 
fired power plants. Mercury in flue gas from industrial 
Sources (e.g., power plants) can be captured by Sorbents such 
as activated carbon, which can then be removed by particulate 
separation devices. The amount of standard Sorbents (e.g., 
activated carbon) needed to serve the market is large. Stan 
dard sorbents are not always effective and become more 
expensive as larger amounts are used. 
0003. Inhibition of mercury capture from gas streams by 
active carbon sorbents can occur when sulfur(VI) (e.g. SOs, 
H2SO4) is present in the gas stream, with increasing inhibi 
tion at higher concentrations. Mercury capture above Sulfur 
(VI) concentrations of 3 ppm by mole is limited. Many utili 
ties desire to operate SOs injection systems at a minimum of 
about 5-6 ppm to improve ash collectability. However, a 
sulfur(VI) concentration of about 6 ppm can diminish 
elemental mercury capture by about 25%-50% or more. With 
this reduction, it becomes difficult, if not impossible, to eco 
nomically achieve desired mercury levels. The scientific 
understanding of why a severe inhibition of mercury Sorption 
exists when Sulfur(VI) concentrations increase by Such a 
Small amount is limited. 

SUMMARY OF THE INVENTION 

0004. In various embodiments, the present invention pro 
vides an activated carbon sorbent. The activated sorbent 
includes a halogen- or halide-promoted carbon. The activated 
carbon includes activated carbon Sorbent particles including 
nitrogen. The concentration of nitrogen in a surface layer of 
the sorbent particles is at least one of 1) higher than the 
concentration of nitrogen in a core of the sorbent particles and 
2) higher than the concentration of nitrogen in the carbon 
material from which the sorbent particles are derived. 
0005. In various embodiments, the present invention pro 
vides a method of making an activated carbon Sorbent. The 
method includes contacting a carbonaceous material and a 
nitrogenous material, to provide an unpromoted carbon Sor 
bent comprising nitrogen. The method also includes promot 
ing at least a portion of the unpromoted Sorbent by contacting 
the portion of the unpromoted sorbent with a promoter to 
forman activated carbon Sorbent comprising activated carbon 
sorbent particles comprising nitrogen, wherein the concen 
tration of nitrogen in the Sorbent particles is higher than the 
concentration of nitrogen in the carbonaceous material. 
0006. In various embodiments, the present invention pro 
vides an activated carbon Sorbent for use in mercury removal 
from a mercury-containing gas. The activated carbon Sorbent 
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includes a halogen- or halide-promoted inorganic activated 
carbon particles including nitrogen in a surface layer of the 
sorbent particles. The nitrogenatoms are at Sufficient concen 
tration in the surface layer of the activated carbon sorbent 
particles to at least one of a) decrease neutralization by 
HSO, or SO of carbocations in the activated carbon 
sorbent, as compared to a corresponding activated carbon 
sorbent comprising less or Substantially no nitrogen in a cor 
responding particle Surface layer under Substantially similar 
conditions, and b) at least partially block carbocations in the 
activated carbon from forming ionic bonds with HSO." or 
SOs, as compared to a corresponding activated carbon Sor 
bent including less or Substantially no nitrogen in a corre 
sponding particle Surface layer under Substantially similar 
conditions. 

0007. In various embodiments, the present invention pro 
vides a method of reducing the pollutant content in a pollut 
ant-containing gas. The method includes obtaining or provid 
ing an activated carbon Sorbent including activated carbon 
sorbent particles including nitrogen in a Surface layer of the 
sorbent particles. The method includes contacting a pollutant 
containing gas with the activated carbon Sorbent. The con 
tacting forms a pollutant-Sorbent composition. The method 
also includes separating at least some of the pollutant-Sorbent 
composition from the pollutant-containing gas. The separat 
ing gives a separated gas. 
0008. In various embodiments, the present invention pro 
vides a method for reducing the mercury content of a mer 
cury-containing gas. The method includes obtaining or pro 
viding a carbon precursor. The carbon precursor includes 
nitrogen. The method includes obtaining or providing a Sub 
strate material. The method includes contacting the carbon 
precursor and the Substrate material. The contacting provides 
an inorganic matrix-supported Sorbent starting material. The 
method includes heating the inorganic matrix-supported Sor 
bent starting material. The heating provides an unpromoted 
sorbent. The method includes promoting at least a portion of 
the unpromoted Sorbent by contacting (e.g., chemically react 
ing) the portion of the unpromoted Sorbent with a promoter to 
form a promoted inorganic matrix-supported activated car 
bon sorbent. The activated carbon sorbent includes activated 
carbon Sorbent particles including nitrogen in a Surface layer 
of the sorbent particles. The method includes contacting the 
mercury-containing gas with the activated carbon Sorbent. 
The contacting forms a mercury-Sorbent composition. The 
method also includes separating at least Some of the mercury 
sorbent composition from the mercury-containing gas. The 
separating gives a separated gas. The concentration of Sulfur 
(VI) in the mercury-containing gas is about 3-1000 ppm by 
mole. A first quantity of the activated carbon sorbent forms a 
mercury-Sorbent composition at a first mercury adsorption 
rate. The first adsorption rate is higher than a mercury absorp 
tion rate of the first quantity of a corresponding activated 
carbon Sorbent including at least one ofa) less or Substantially 
no nitrogen in a corresponding particle Surface layer, b) less 
or Substantially no halide- or halogen-promotion, and c) less 
or Substantially no inorganic matrix Support. 
0009. In various embodiments, the present invention pro 
vides a method of making an activated carbon Sorbent. The 
method includes obtaining or providing an unpromoted car 
bon Sorbent including nitrogen. The method includes promot 
ing at least a portion of the unpromoted Sorbent by contacting 
(e.g., chemically reacting) the portion of the unpromoted 
sorbent with a promoter to form an activated carbon sorbent 
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including activated carbon Sorbent particles including nitro 
gen in a Surface layer of the Sorbent particles. 
0010 Various embodiments of the present invention pro 
vide certain advantages over other activated carbon Sorbents 
and methods of using the same, at least some of which are 
unexpected. In some embodiments, the activated carbon Sor 
bent can separate a material (e.g., a pollutant) from a gas that 
includes that material more efficiently than other methods. In 
various embodiments, mercury removal efficiencies of the 
activated carbon exceed or match that of conventional meth 
ods with added benefits such as reduced costs. The method 
and materials of various embodiments of the present inven 
tion can operate more efficiently than other methods of mer 
cury removal. In some embodiments, the method and mate 
rials of various embodiments can remove a given amount of 
mercury for a smaller amount of financial expenditure, as 
compared to other methods. For example, the method and 
materials of various embodiments can remove a larger 
amount of mercury for a given mass of carbon, as compared 
to other methods of removing mercury, including as com 
pared to other methods of removing mercury that include a 
carbon sorbent. 

0011 For example, in some embodiments, a given mass of 
the nitrogen-containing activated carbon Sorbent can absorb 
mercury from a mercury-containing gas stream including 
Sulfur(VI) (e.g., SO, HSO, or the like), such as greater than 
about 3 ppm sulfur(VI), such as about 3-200 ppm sulfur (VI), 
3-1000 ppm sulfur(VI), or about 3-10 ppm sulfur(VI), at a 
higher rate than the same mass of a corresponding activated 
carbon Sorbent including less or no nitrogen, such as a lower 
concentration of nitrogen or no nitrogen in a corresponding 
particle Surface layer. In some embodiments, carbocations in 
the activated carbon sorbent are neutralized less by ions 
derived from SOs, such as SO, or HSO", than other acti 
vated carbon Sorbents, such as other activated carbon Sorbents 
including less or Substantially no nitrogen in a corresponding 
particle Surface layer. In some embodiments, carbocations in 
the activated carbon sorbent are at least partially blocked from 
ions derived from SOs, such as SO, or HSOs, more than 
in other activated carbon Sorbents, such as in other activated 
carbon Sorbents including less or Substantially no nitrogen in 
a corresponding particle Surface layer. 
0012. In some embodiments, the sorbent can be regener 
ated and reused, reducing disposal of spent sorbents and 
decreasing the cost of mercury removal. In some embodi 
ments, preparation or promotion of the activated carbon Sor 
bent can advantageously occur on site. On site preparation 
and promotion can have advantages including, for example: 
reduction or elimination of equipment costs and operating 
costs of a separate preparation facility or location, reduction 
or elimination of transportation costs, fresher and more reac 
tive sorbent, reduction of handling, on-site tailoring of com 
position (such as when changing fuels or reducing loads). 
0013. In some embodiments, counter to traditional teach 
ings that inorganic components can hinder sorption of pollut 
ants on activated carbon, an inorganic matrix Support in the 
sorbent can enhance the Sorption of pollutant in the activated 
carbon, Such as on a proximate and oxidatively reactive car 
bon graphene layer. In various embodiments, an inorganic 
matrix Support can stabilize the development of cationic sites 
on the proximate graphene carbon structures which can oxi 
dize pollutants such as mercury. In embodiments that include 
an inorganic matrix-supported nanocomposite that is pro 
moted via a hydrogen halide compound obtained from deg 
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radation or reaction of the corresponding ammonium halide, 
another advantageous role for the inorganic portion can be in 
providing a binding site for the ammonia that is released from 
either the decomposition or reaction of the ammonium salt. 
The bound ammonia can form a complex with basic character 
that can react with SO or SO in the pollutant-containing gas 
and can prevent their interference with the sorption of pollut 
ants such as mercury in or near active sites on the activated 
carbon. 

0014 Clays are usually difficult to filter or separate from 
an aqueous medium. In some embodiments that include clay 
as an inorganic matrix Support, the clay is advantageously 
stabilized to dispersion in an aqueous medium, and can be 
easily separated from an aqueous medium by filtration. 

DETAILED DESCRIPTION OF THE INVENTION 

0015 Reference will now be made in detail to certain 
embodiments of the disclosed subject matter. While the dis 
closed subject matter will be described in conjunction with 
the enumerated claims, it will be understood that the exem 
plified subject matter is not intended to limit the claims to the 
disclosed Subject matter. 
0016 Values expressed in a range format should be inter 
preted in a flexible manner to include not only the numerical 
values explicitly recited as the limits of the range, but also to 
include all the individual numerical values or Sub-ranges 
encompassed within that range as if each numerical value and 
Sub-range is explicitly recited. For example, a range of “about 
0.1% to about 5% or “about 0.1% to 5% should be inter 
preted to include not just about 0.1% to about 5%, but also the 
individual values (e.g., 1%. 2%. 3%, and 4%) and the sub 
ranges (e.g., 0.1% to 0.5%, 1.1% to 2.2%, 3.3% to 4.4%) 
within the indicated range. The statement “about X to Y has 
the same meaning as “about X to about Y. unless indicated 
otherwise. Likewise, the statement “about X, Y, or about Z” 
has the same meaning as “about X, about Y, or about Z. 
unless indicated otherwise. 

0017. In this document, the terms “a,” “an, or “the are 
used to include one or more than one unless the context 
clearly dictates otherwise. The term 'or' is used to refer to a 
nonexclusive 'or' unless otherwise indicated. In addition, it 
is to be understood that the phraseology or terminology 
employed herein, and not otherwise defined, is for the pur 
pose of description only and not of limitation. Any use of 
section headings is intended to aid reading of the document 
and is not to be interpreted as limiting; information that is 
relevant to a section heading may occur within or outside of 
that particular section. Furthermore, all publications, patents, 
and patent documents referred to in this document are incor 
porated by reference herein in their entirety, as though indi 
vidually incorporated by reference. In the event of inconsis 
tent usages between this document and those documents so 
incorporated by reference, the usage in the incorporated ref 
erence should be considered supplementary to that of this 
document; for irreconcilable inconsistencies, the usage in this 
document controls. 

0018. In the methods of manufacturing described herein, 
the steps can be carried out in any order without departing 
from the principles of the invention, except when a temporal 
or operational sequence is explicitly recited. Furthermore, 
specified steps can be carried out concurrently unless explicit 
claim language recites that they be carried out separately. For 
example, a claimed step of doing X and a claimed step of 
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doing Y can be conducted simultaneously within a single 
operation, and the resulting process will fall within the literal 
Scope of the claimed process. 

DEFINITIONS 

0019. The term “about as used herein can allow for a 
degree of variability in a value or range, for example, within 
10%, within 5%, or within 1% of a stated value or of a stated 
limit of a range. 
0020. The term “substantially’ as used herein refers to a 
majority of, or mostly, as in at least about 50%, 60%, 70%, 
80%, 90%, 95%, 96%, 97%, 98%, 99%, 99.5%, 99.9%, 
99.99%, or at least about 99.999% or more. 
0021. The term “number-average molecular weight’ as 
used herein refers to the ordinary arithmetic mean of the 
molecular weight of individual molecules in a sample. It is 
defined as the total weight of all molecules in a sample 
divided by the total number of molecules in the sample. 
Experimentally, the number average molecular weight (M) 
is determined by analyzing a sample divided into molecular 
weight fractions of species i having n, molecules of molecular 
weight M, through the formula MXMn/Xn. The number 
average molecular weight can be measured by a variety of 
well-known methods including gel permeation chromatogra 
phy, spectroscopic end group analysis and osmometry. 
0022. The term “weight-average molecular weight’ as 
used herein refers (M), which is equal to XM, n/XM,n, 
where n, is the number of molecules of molecular weight M. 
In various examples, the weight average molecular weight 
can be determined using light scattering, Small angle neutron 
scattering, X-ray scattering, and sedimentation Velocity. 
0023 The term “solvent as used herein refers to a liquid 
that can dissolve a solid, liquid, orgas. Nonlimiting examples 
of solvents are silicones, organic compounds, water, alcohols, 
ionic liquids, and Supercritical fluids. 
0024. The term “air as used herein refers to a mixture of 
gases with a composition approximately identical to the 
native composition of gases taken from the atmosphere, gen 
erally at ground level. In some examples, air is taken from the 
ambient Surroundings. Air has a composition that includes 
approximately 78% nitrogen, 21% oxygen, 1% argon, and 
0.04% carbon dioxide, as well as small amounts of other 
gases. 
0025. The term “room temperature' as used herein refers 
to a temperature of about 15° C. to 28°C. 
0026. As used herein, “mineral refers to a naturally 
occurring Solid chemical Substance formed through bio 
geochemical processes, having, for example, characteristic 
chemical composition, highly ordered atomic structure, and 
specific physical properties. 

DESCRIPTION 

0027. In various embodiments, the present invention pro 
vides an activated carbon Sorbent and associated method for 
reduction of mercury content for use in combustion systems 
that have inherently high levels of sulfur(VI) (e.g. as SO, or 
related compounds that can be derived therefrom such as 
HSO or other sulfates) in the flue gas and for use in plants 
that use SOs injection for ash conditioning for improved ash 
collection. The method can obtain high mercury capture rates 
in a high Sulfur(VI)-content flue gas by, in Some examples, 
overcoming the kinetic and equilibrium effects that can 
inhibit mercury capture in high SO or high-sulfate (e.g. high 
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sulfur(VI)) systems. The activated carbon sorbent includes 
activated carbon sorbent particles. The concentration of nitro 
gen in a surface layer of the sorbent particles can be higher 
than the concentration of nitrogen in a core of the sorbent 
particles. In some examples, the activated carbon Sorbent can 
be promoted. 
0028. In various embodiments, the activated carbon sor 
bent and associated method can be effective for removal of 
elemental mercury vapor in an air or flue gas stream at mod 
erate temperatures (e.g., about 25-330°C., or about 50-500 
C.). In some examples, the activated carbon is not impreg 
nated with sulfur or metal halides, which can be unstable at 
higher temperatures. 
0029. In some embodiments, the removal process does not 
involve adsorption of the elemental mercury like that occur 
ring at low temperatures, but can involve the catalyzed reac 
tion of mercury with an oxidant to form an organomercury 
compound that includes the mercury bound to the activated 
carbon Surface, wherein the mercury can be released via, e.g., 
reaction with acid, to provide a mercury(II) species with low 
vapor pressures such as mercury Sulfate, mercury bromide, or 
mercury chloride. The ionic mercury(II) form can be an oxide 
or salt of an optional acid used in the process (such as Sulfate 
from sulfuric acid), which can have lower volatility. The 
activated carbon can exhibit a high rate of oxidative catalytic 
activity due to, for example, numerous active catalytic sites 
and, at the same time, possess a large surface area for genera 
tion of the organomercury compound and thus rapidly gen 
erate the converted mercury(II) salt. 

Activated Carbon Sorbent Including Nitrogen. 
0030. In various embodiments, the present invention pro 
vides an activated carbon sorbent. The activated carbon sor 
bent can include halogen- or halide-promoted activated car 
bon particles; in other embodiments, the activated carbon 
sorbent is not promoted. In some examples, the activated 
carbon can have an inorganic matrix-support. 
0031. The activated carbon sorbent can include activated 
carbon Sorbent particles. The concentration of nitrogen in a 
surface layer of the sorbent particles can be at least one of 1) 
higher than the concentration of nitrogen in a core of the 
sorbent particles and 2) higher than the concentration of nitro 
gen in the activated carbon material from which the activated 
carbon sorbent particle was derived. The surface layer of each 
particle can independently be continuous (e.g., unbroken, 
with minimal or no gaps) or non-continuous. The Surface 
layer can be at the outer surface of the particle. The surface 
layer of each particle can independently have any Suitable 
thickness. The Surface layer can have a variable thickness, or 
can have a Substantially consistent thickness. In some 
embodiments, the Surface layer can have a thickness of about 
0.000.001% to about 99.99% of the radius of the particle, 
0.001% to 99%, 0.001% to about 50%, 1% to about 50%, 
0.1% to 25%, or about 25% to 50% of the radius of the 
particle. If the particle is non-spherical the radius can be 
estimated as about one-half of the largest dimension of the 
particle. 
0032. In some embodiments, each activated carbon par 
ticle can independently include about 1.001 times higher 
nitrogen concentration in the Surface layer than in the core or 
less, or about 1.01, 1.1, 1.2, 1.4, 1.6, 1.8, 2, 3, 4, 5, 6, 7, 8, 9, 
10, 15, 20, 50, 100, or about 1000 times higher nitrogen 
concentration in the Surface layer than in the core. In some 
embodiments, the concentration of nitrogen in the Surface 

PAC ET AL. EXHIBIT 1016 
Page 4



US 2014/0255279 A1 

layer can be about 0.000.001 wt % or less, or about 0.001 wt 
%, 0.01 wt %, 0.1 wt %, 1 wt %, 2 wt %, 3 wt %, 4 wt %, 5 wt 
%, 10 wt %, 15 wt %, 20 wt %, 30 wt %, 40 wt %, 50 wt %, 
60 wt %, 70 wt %, 80 wt %, or about 90 wt % or more 
nitrogen. In some examples, the concentration of nitrogen in 
the surface layer can be about 0.001 wt %-99 wt % nitrogen, 
5 wt %-80 wt %, or about 5-60 wt %. In various embodiments, 
the concentration of nitrogen in the core can be about 0 wt %, 
0.000.001 wt %, or about 0.001 wt %, 0.01 wt %, 0.1 wt %, 1 
wt %, 2 wt %, 3 wt %, 4 wt %, 5 wt %, 10 wt %, 15 wt %, 20 
wt %, 50 wt %, or 90 wt % or more. In some examples, the 
concentration of nitrogen in the core can be about 0.001 wt 
%-99 wt % nitrogen, 0.1 wt %-20 wt % or about 1 wt %-6 wit 
%. 

0033. The activated carbon sorbent can be in any suitable 
form. For example, the activated carbon can be granular, or 
fine particles. The activated carbon can have any suitable 
shape. Such as spherical or irregular. The activated carbon can 
have an average diameter of about 0.1 nm or less, or about 1 
nm, 10 nm, 100 nm, 1 um, 10um, 100 um, 1 mm, or about 10 
mm or more. In some examples, the activated carbon has a 
diameter of about 0.01 um or less, or about 0.1 um, 1 um, 2 
um, 3 Lim, 4 um, 5um, 10um, 20 Lum, 30 Jum, 40 um, 50 um, 
60 um, 70 um, 80 um, 90 um, 100 um, 1000 um or more. In 
some examples, the diameter of the particle is about 0.1-1000 
um, or 1-100 um, or about 1-30 Lum. If a particle is non 
spherical, the diameter can be estimated as the longest dimen 
sion of the particle. The absorption capacity of the activated 
carbon sorbent including mercury can be about 0.000.1 mg 
mercury per gram of Sorbent or less, or about 0.001 mg/g, 
0.01, 0.1, 1,2,3,4, 5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 55, 60, 
65, 70, 75, 80, 85,90, 95, 100, 110, 120, 150, 200, 300, 400, 
500, 750, or about 1 g mercury per gram of sorbent or more. 
0034. In some embodiments, at least some of the carbon in 
the activated carbon is in the graphene form of carbon. The 
graphene form of carbon can, in some embodiments, include 
higher concentrations of locations suitable as active sites. In 
Some examples, certain parts of graphene carbon can have the 
highest concentrations of locations Suitable as active sites: in 
Some examples at the edges, in Some examples in non-edge 
locations. Such locations Suitable as active sites may be acti 
vated via treatment with halide or halogen, as described 
herein. In various embodiments, the carbon in the activated 
carbon sorbent can be at least about 1 wt %, 2 wt %, 3 wt %, 
4 wt %, 5 wt %, 10 wt %, 20 wt %, 30 wt %, 40 wt %, 50 wt 
%, 60 wt %, 70 wt %, 80 wt %, 90 wt %, 95 wt %, 96 wt %, 
97 wt %, 98 wt %, 99 wt %, 99.9 wt %, 99.99 wt %, or more 
than about 99.999 wt % graphene form of carbon. 
0035. In some embodiments, the nitrogen is substantially 
homogenously distributed throughout the activated carbon 
particles. In some embodiments, the nitrogen is substantially 
homogenously distributed in the core of the activated carbon 
sorbent particles; in other embodiments, the nitrogen can 
have any suitable distribution in the core. In some embodi 
ments, the nitrogenis Substantially homogenously distributed 
in the surface layer of the activated carbon sorbent particles. 
In some embodiments, the nitrogen in the Surface layer is not 
homogeneously distributed; e.g., the nitrogen can have a gra 
dient with the highest concentration at the outside of the 
Surface layer and a lower concentration at an inside of the 
Surface layer. 
0036. The nitrogen can be in any suitable form within the 
activated carbon. In some examples, the nitrogen can be a 
nitrogenatom bound to one or more hydrogenatoms or one or 
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more other atoms that are, for example, carbon-containing 
groups that are part of the activated carbon framework (e.g. 
the activated carbon backbone or appendages thereof), or to 
an organic group. In some examples, for example, the nitro 
gen can be neutral or can bear a positive charge (e.g. ammo 
nium) or a negative charge. The nitrogen can have any Suit 
able oxidation state, for example Zero or one. The nitrogen 
can be bound to 4, 3, 2, 1, or Zero hydrogen atoms. The 
nitrogen can be bound to one or more activated carbon frame 
works at Zero, 1, 2, 3, or 4 locations. In some embodiments, 
the nitrogen can include one or two double bonds or one triple 
bond to the carbon framework of the activated carbon or to 
other functional groups, such that the nitrogen is bound to 1, 
2, or 3 carbon atoms. 
0037. The nitrogen in the activated carbon can be derived 
from any nitrogen containing compound, Such as a nitrogen 
containing organic or inorganic compound. Such as by 
pyrolysis or carbonization. In some examples, the nitrogen is 
derived from or part of any nitrogen-containing heterocycle, 
or from any other nitrogen-containing compound. For 
example, the nitrogen can be derived from indole, quinoxa 
line, carbazole, isoquinoline, piperazine, quinolone, quinoxa 
line, diazabicyclooctane, polyacrylonitrile, polyvinylpyrroli 
done, vinylpyrrolidone-vinyl acetate copolymer, 
vinylpyrrolidone-acrylic acid copolymer, vinylpyrrolidone 
maleic acid copolymer, polyethylenimine, an amino acid 
(e.g., alanine, arginine, asparagine, aspartic acid, cysteine, 
glutamine, glutamic acid, glycine, histidine, isoleucine, leu 
cine, lysine, methionine, phenylalanine, proline, serine, 
threonine, tryptophan, tyrosine, or valine), analine, nitroben 
Zene, hydroxylamine, urea, hydrazine, Sulfamic acid, nitriles, 
carbamates, isocyanates, urethanes, or a combination thereof. 
In some examples, the nitrogen in the activated carbon can be 
derived from or part of a nitrogen-containing inorganic com 
pound, Such as ammonia, ammonium bromide, ammonium 
chloride, nitric acid, nitrous acid, nitrogen dioxide, com 
pounds including NO, compounds including NO, and the 
like. 

0038. In various embodiments, the nitrogen-containing 
activated carbon Sorbent can absorb pollutants such as mer 
cury at a higher rate in a given concentration of Sulfur(VI) 
than other Sorbents. In some examples, a first quantity of the 
activated carbon Sorbent forms a mercury-Sorbent composi 
tion at a first mercury adsorption rate in a gas composition 
including mercury wherein the concentration of sulfur(VI) in 
the gas composition is about 3-2000 ppm by mole, where the 
first adsorption rate is higher than a mercury absorption rate 
of the first quantity of a corresponding activated carbon Sor 
bent including at least one of a) less (e.g., lower concentra 
tion) or Substantially no nitrogen in a corresponding particle 
Surface layer, b) less or Substantially no halide- or halogen 
promotion, and c) less or Substantially no inorganic matrix 
Support. 
0039. The mechanism of operation of the activated carbon 
sorbent is not intended to be limited to any particular theory of 
operation as advanced herein. In some embodiments, the 
nitrogen in the Surface layer at least partially decreases neu 
tralization by SO, (or ions or other materials derived from 
SO, such as HSO, or SO) of carbocations in the acti 
vated carbon Sorbent, as compared to a corresponding acti 
vated carbon Sorbent including less or Substantially no nitro 
gen in a corresponding particle Surface layer under 
Substantially similar conditions. In some examples, the nitro 
gen in the Surface layer at least partially blocks carbocations 
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in the activated carbon from forming ionic bonds with SO (or 
ions or other materials derived from SOs such as HSO, or 
SOs), as compared to a corresponding activated carbon 
sorbent including less or Substantially no nitrogen in a corre 
sponding particle Surface layer under Substantially similar 
conditions. 

0040. In various active carbon sorbents, two issues can 
occur during pollutant capture such as mercury capture: 1) 
getting high oxidation reactivity at a carbon edge site (kinetic 
effect) and 2) preventing/avoiding the loss of oxidized mer 
cury from the carbon-bound states as a result of displacement 
by sulfate (equilibrium effect). Elemental mercury in the gas 
phase can be oxidized at the carbon edge Surface (cationic 
ZigZag sites) and can be bound covalently as an organomer 
cury halide. The cationic sites can be formed by addition of 
acids orhalogens (X) to the carbon edge structure, which can 
result in a carbenium-halide ion pair. The oxidation can be 
assisted by the negative halide ion stabilizing the developing 
positive charge on the mercury atom as it adds to the carbe 
nium atom. The oxidation can occur more readily if the oxi 
dation potential (charge) of the carbenium ion or stability 
thereof is higher, which can be influenced or determined by 
the adjacent charges present in the carbon framework struc 
ture and nearby Surroundings. Additional cationic function 
ality in the structure can raise the oxidation potential (in 
creases positive charge) at the reactive site, or can increase the 
stability of a positive charge at the reactive site. Negative 
groups (such as ions derived from SOs, e.g., SO, and 
SO.", can stabilize and lower the overall charge and avail 
able carbenium ions and thereby reduce the reactivity for 
oxidation of the mercury and availability for capture of mer 
cury. 

0041. The longer-term equilibrium effect can be less 
important for capture over a short contact time. Such as 
inflight capture by electrostatic precipitators (ESPs). How 
ever, in some situations the equilibrium displacement prob 
lem can be more important, e.g., baghouse collection or SO 
injection or formation in a selective catalytic reduction (SCR) 
unit. Since Sulfate concentrations can increase with time of 
exposure on the carbon Surface, their effect in displacing 
mercury halides into the gas phase (desorption and break 
through) can be important in long exposure times. When SO 
related compounds and ions such as Sulfuric acid, Sulfate, or 
related ions, are initially present or form quickly on a wet 
Surface, e.g., with SOs injection, the equilibrium displace 
ment effect can also become important in Systems with a short 
contact time. 

0042. In various embodiments, the nitrogen in the surface 
layer can stabilize or increase positive charge in the carbon 
structure which can overcome depletion of charge by Sulfate 
and the carbon edge can be promoted with a halogen/halide. 
In some embodiments, the collection of cationic centers in the 
carbon edge structures (normally present in a halogenated 
(e.g. brominated) carbon and useful for rapid mercury oxida 
tion) can be impaired by interference of bisulfate ions and 
other related ions formed from SO reaction at the carbon 
Surface. These anions can neutralize the positive charge of the 
carbenium ions and lower the overall oxidation potential of 
the remaining reactive sites that have a shared charge. Addi 
tional cationic centers can be generated within the carbon 
structure by introducing nitrogen atoms during the activated 
carbon formation, helping to counter this effect and offset 
Some of the charge that can used by ionic or other interactions 
with, e.g., SO or ions derived from SOs. Atoms such as 
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nitrogen can be added in the polycyclic structure to form 
increased cations or to stabilize existing cations. 
0043. In some embodiments, the nitrogen in the surface 
layer of the activated carbon sorbent particles increases the 
cationic charge in the Sorbent because the nitrogen protects 
the cation centers from SO and ions or compounds derived 
from SO. The nitrogen atoms can form or be part of a 
charged cage or other protective blocking structure around a 
carbon edge structure to prevent access by SO and ions or 
compounds derived from SO Such as anionic sulfate groups 
but allow diffusion of mercury atoms into the nanostructure to 
reach active centers for oxidation or sorbtion. 

0044. In some embodiments, an inorganic matrix Support 
Such as clay can help to block active cationic centers from 
access by SO, and ions or compounds derived from SO, or 
can help to stabilize or increase the cationic charge in the 
active carbon sorbent. 

0045. In some embodiments, addition of acid or acidic 
materials to the activated carbon improves the performance. 
In various embodiments, acid or acidic materials can be 
added prior to the use of the carbon by impregnating an acidic 
Solution into the carbon, or can be added as a solution orgas 
to the sorbent bed during use. The modified carbon can be 
impregnated with an acidic material, such as about 1 wt % or 
less or about 2 wt %, 3, 4, 5, 6, 7, 8, 9, 10, 15, or about 20 wit 
% or more or acidic material, such as HBr, HCl, HSO, and 
the like. 

Method of Reducing Pollutant Content in a 
Pollutant-Containing Gas. 

0046. In various embodiments, the present invention pro 
vides a method of using the activated carbon sorbent. The 
method can be any Suitable method. For example, some 
embodiments provide a method of reducing the pollutant 
content in a pollutant-containing gas. In some examples, the 
pollutant-containing gas can include at least Some oxygen. 
The method can include obtaining or providing an activated 
carbon Sorbent including activated carbon Sorbent particles 
including nitrogen in a Surface layer or the Sorbet particles. In 
Some embodiments, the concentration of nitrogen in a Surface 
layer of the sorbent particles can be higher than the concen 
tration of nitrogen in a core of the sorbent particles. The 
activated carbon sorbent can be any activated carbon sorbent 
including nitrogen described herein. In some examples, the 
activated carbon Sorbent including nitrogen can be a pro 
moted activated carbon Sorbent including nitrogen. In some 
examples, the activated carbon Sorbent including nitrogen 
can be an inorganic matrix-supported or nanocomposite acti 
vated carbon Sorbent including nitrogen. In some examples, 
the activated carbon sorbent can be both promoted and an 
inorganic matrix-supported or nanocomposite activated car 
bon Sorbent including nitrogen. In some embodiments, the 
activated carbon sorbent can be promoted but include no 
inorganic matrix Support. In some embodiments, the acti 
vated carbon Sorbent can be neither promoted nor inorganic 
matrix-supported. The activated carbon Sorbent can include 
binding sites that can bind with at least one of the pollutant in 
the pollutant-containing gas and an oxidized species of the 
pollutant, to form the pollutant-Sorbent composition. At least 
a portion of the binding sites in the activated carbon sorbent 
can react with at least one of the pollutant and an oxidized 
species of the pollutant, to form the pollutant-Sorbent com 
position. 
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0047. The method of reducing the pollutant content in a 
pollutant-containing gas can include contacting a pollutant 
containing gas with the activated carbon Sorbent. The con 
tacting forms a pollutant-Sorbent composition. The contact 
ing can be any suitable contacting. In some embodiments, 
contacting the pollutant-containing gas with the activated 
carbon Sorbent can include adding or injecting the activated 
carbon Sorbent into the pollutant containing gas. For example, 
the contacting can occur in the gas. In another embodiment, 
the contacting can occur in an aqueous liquid. In another 
example, the contacting can occur in the gas, and Subse 
quently contacting can also occur in an aqueous phase such as 
a scrubber. 

0048. In some embodiments, during the contacting of the 
pollutant-containing gas with the activated carbon Sorbent, 
the activated carbon Sorbent can be in any suitable configu 
ration Such that it contacts the pollutant-containing gas. For 
example, during the contacting, the activated carbon Sorbent 
can be at least one of in a fixed structure such as a fixed bed, 
in a moving structure Such as a moving bed, in a scrubber, in 
a filter (e.g., a fixed filter or a travelling/moving filter) or 
Suspended in the pollutant-containing gas. 
0049. The pollutant-sorbent composition can be any suit 
able composition including the pollutant or an oxidized or 
otherwise chemically transformed form of the pollutant and 
the activated carbon Sorbent. In some embodiments, mercury 
is absorbed in its elemental form by the sorbent; the mercury 
sorbent composition can include the Sorbent and the elemen 
tal form of mercury. In some embodiments, the mercury is 
converted by the Sorbent via a chemical reaction, Such as 
oxidation, Such that the mercury from the gas is transformed 
into an organomercury compound including the carbon 
framework of the activated carbon bound to mercury, which 
can be released as a mercury (II) compound upon reaction 
with a suitable acid to generate the salt thereof. In some 
embodiments, the mercury-Sorbent composition can include 
at least one of elemental mercury, organomercury compound, 
and Hg (II) compounds. 
0050. In some examples, elemental mercury or trans 
formed mercury can remain absorbed to the sorbent until the 
mercury-Sorbent composition has been removed in a later 
separation step. For example, elemental mercury or trans 
formed mercury can be absorbed, or reacted and absorbed, 
into or onto the Sorbent composition, Such that after separat 
ing the pollutant-Sorbent composition from the pollutant 
containing gas, the separated gas has about 1% or less, 3%, 
5%, 10%, 20%, 30%, 40%, 50%, 60%, 70%, 80%, 90%,95%, 
96%, 97%, 98%, 99%, 99.9%, 99.99%, or about 99.999% or 
more of the mercury that was originally present in the pollut 
ant-containing gas. In some embodiments, elemental mer 
cury or transformed mercury can be released from the mer 
cury-Sorbent composition; for example, less than about 1 wit 
%, 3 wt %, 5 wt %, 10 wt %, 20 wt %, 30 wt %, 40 wt %, 50 
wt %, 60 wt %, 70 wt %, 80 wt %, 90 wt %, ’95 wt %, or less 
than about 99 wt % of the mercury can be released from the 
mercury-Sorbent composition prior to separation of the mer 
cury-Sorbent composition from the gas. In some examples, 
the majority of absorbed elemental or transformed mercury 
can remain part of the mercury-Sorbent composition until the 
mercury-Sorbent composition is removed in a later separation 
step. In some examples, transformed mercury that is released 
from the mercury-Sorbent composition can be later removed 
from the gas via the separation step or another step. In some 
examples, elemental or transformed mercury that has been 
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released from the mercury-Sorbent composition can contact 
activated carbon Sorbent to form a mercury-Sorbent compo 
sition, to be removed later via the separation step. 
0051. The method of reducing the pollutant content in a 
pollutant-containing gas can include separating at least some 
of the pollutant-Sorbent composition from the pollutant-con 
taining gas, to give separated gas. In some embodiments, 
separating at least Some of the pollutant-Sorbent composition 
from the pollutant containing gas includes separating in a 
particulate separator. The particulate separator can be any 
Suitable particulate separator, such as an electrostatic precipi 
tator (ESP), a baghouse, a wet scrubber, a filter, cyclone, 
fabric separator, or any combination thereof. In some 
embodiments, an electrostatic precipitator can be used, fol 
lowed by a scrubber. In other embodiments, an electrostatic 
precipitator can be used without a scrubber, or another par 
ticulate separator can be used. Some devices that can function 
as particulate separators can also have other functions, for 
example a scrubber can also remove SO, or SO. In embodi 
ments that include contacting of the mercury with a sorbent in 
an aqueous phase, e.g. in a scrubber, the removal of mercury 
from the gas that occurs within the aqueous phase by reaction 
or interaction of the mercury with the sorbent in the aqueous 
phase can be considered separation of the mercury-Sorbent 
composition from the gas. 
0052. In some examples, by separating the particulates 
from the mercury-containing gas, at least about 20 wt %, 30 
wt %, 40 wt %, 50 wt %, 60 wt %, 70 wt %, 80 wt %, 90 wt %, 
95 wt %, 96 wt %, 97 wt %, 98 wt %, 99 wt %, 99.9 wt %, 
99.99 wt %, or about 99.999 wt % or more mercury can be 
removed from the mercury-containing gas stream. As dis 
cussed herein, the mercury can be removed in the form of 
elemental mercury, or in the form of a transformed mercury, 
Such as an organomercury compound including the mercury 
bound to the carbon framework of the activated carbon or as 
Hg(II) complexed with a suitable counterion. 
0053. In some embodiments, at least one of the contacting 
and the separating occurs in an aqueous scrubber. The aque 
ous scrubber can be any suitable aqueous scrubber. For 
example, the scrubber can include an aqueous slurry that 
includes the activated carbon sorbent. 

0054. In some embodiments, the method removes about 
1% or less, or about 2%, 3, 4, 5, 10, 20, 30, 40, 50, 60, 70, 80, 
85, 90,91, 92,93, 94, 95, 96, 97,98, 99, 99.5, 99.9, 99.99, 
99.999, or about 99.9999% or more of the mercury present in 
the mercury-containing gas (e.g. the final concentration of 
mercury divided by the initial concentration of mercury). In 
Some embodiments, the activated carbon Sorbent combines 
with about 50-100 wt % of the mercury present in the mer 
cury-containing gas, or about 60-90 wt %, 60-80 wt %, 70-80 
wt %, 80-90 wt %, 90-100 wt %, or about 95-100 wt % or the 
mercury present in the mercury-containing gas. 
0055. In some embodiments, the concentration of sulfur 
(VI) in the mercury-containing gas (e.g. from SOs, HSO4. 
and the like) is greater than about 3 ppm (by mole) and a first 
quantity of the activated carbon Sorbent forms a mercury 
sorbent composition at a first mercury adsorption rate, 
wherein the first adsorption rate is higher than a mercury 
absorption rate under substantially similar conditions of the 
first quantity of a corresponding activated carbon Sorbent 
including at least one of a) less or Substantially no nitrogen in 
a corresponding Surface layer, b) less or Substantially no 
halide- or halogen-promotion, and c) less or Substantially no 
inorganic matrix Support. In some embodiments, the concen 
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tration of SOs in the pollutant-containing gas at or near the 
location wherein the pollutant-containing gas contacts the 
sorbent is about 1 ppm to about 100,000 ppm, 2-10,000 ppm, 
3 ppm-1000 ppm, 3-100 ppm, 3-50 ppm, 3-10 ppm, or about 
3-6 ppm or more, or the concentration of sulfur(VI) in the 
pollutant-containing gas (e.g. from SO, HSO, and the like) 
at or near the location wherein the pollutant-containing gas 
contacts the sorbent is about 1 ppm to about 100,000 ppm, 
2-10,000 ppm, 3 ppm-1000 ppm, 3-100 ppm, 3-50 ppm, 3-10 
ppm, or about 3-6 ppm or more, wherein ppm designates parts 
per million by mole. The concentration can be an instanta 
neous concentration, or an average concentration over time. 
The nitrogen in the surface layer of the activated carbon 
sorbent particles can decrease neutralization of carbocations 
in the activated carbon by at least one of SO, and HSO.", 
as compared to a corresponding activated carbon Sorbent 
including less or Substantially no nitrogen in a corresponding 
surface layer under substantially similar conditions. The 
nitrogen in the surface layer of the activated carbon sorbent 
particles can at least partially block carbocations in the acti 
vated carbon from at least one of SO, and HSO", as 
compared to a corresponding activated carbon Sorbent includ 
ing less or Substantially no nitrogen in a corresponding par 
ticle Surface layer under Substantially similar conditions. 
0056. In some embodiments, the method of reducing the 
pollutant content in a pollutant-containing gas includes at 
least one of during and prior to the contacting adding or 
injecting an alkaline component into the pollutant-containing 
gas. The alkaline component can be any suitable alkaline 
component, Such as an oxide, hydroxide, carbonate, or phos 
phate of an alkali element, an alkali or alkaline-earth element, 
and a compound or material including the same. In various 
examples, the addition of an alkaline component separately or 
with the carbon Sorbent can result in improved mercury cap 
ture. Various factors can impact the effectiveness of the alka 
line addition, such as, for example, flue gas pollutants, flue 
gas constituents (e.g., SO, NO, Se, HCl, and the like), 
operating temperature, mercury form, and mercury concen 
tration. In some examples, the alkaline-to-activated-carbon 
ratio can be adjusted to optimize for a given set of site con 
ditions. 

0057. In some embodiments, the activated carbon includes 
a stabilizing agent. In some examples, the stabilizing agent 
can include at least one of S, Se, HS, SO, HSe, SeO, CS, 
PSs, or mixtures thereof. The stabilizing agent can be added 
before or after promotion. 
0058. In various embodiments, the rate of mercury 
removal can decrease gradually with increasing temperature 
and with increased loading of mercury, at least partially due to 
the increase in the rate of a reverse reaction. In some 
examples, the highest rates can occurat about 100 to 150°C., 
50-200° C., or about 50-250°C. In some examples, at 400°C., 
the reverse reaction can be highly favored thermodynami 
cally. In some examples, the activated carbon can be regen 
erated by washing with water to remove sulfuric acid thereon, 
such as described in U.S. Pat. No. 8,173,566. 
0059. In some embodiments, the method of reducing the 
pollutant content in a pollutant-containing gas can include 
regenerating the pollutant-Sorbent composition to give a 
regenerated activated carbon Sorbent. The regeneration can 
be any Suitable regeneration that allows the regenerated acti 
vated carbon sorbent to be reused for removing pollutant from 
the pollutant-containing gas. The method can include using 
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the regenerated activated carbon sorbent to remove the pol 
lutant from the pollutant-containing gas. 

Method of Making Activated Carbon Including Nitrogen. 

0060. In some embodiments, the activated carbon includ 
ing activated carbon particles including nitrogen is commer 
cially acquired. In other embodiments, the activated carbon 
including nitrogen is synthesized. For example, the method of 
reducing the pollutant content in a pollutant-containing gas 
can include making an activated carbon including nitrogen. 
0061 For example, in the methodofreducing the pollutant 
content in a pollutant-containing gas, obtaining or providing 
the activated carbon Sorbent can include obtaining or provid 
ing a carbon precursor including nitrogen. The method can 
also include processing (e.g., heating) the carbon precursor, 
to provide the activated carbon Sorbent. The processing can 
include any suitable processing. In methods that include heat 
ing the carbon precursor, the method can include any other 
Suitable optional step in addition to the heating, Such as wash 
ing, chemical treatment, or vibration. In some embodiments, 
the carbon precursor includes a carbonaceous material 
including carbon and a nitrogenous material including nitro 
gen. The heating can include heating to about 100° C. to 
15,000° C., 200° C. to 10,000° C., 300° C. to 9000° C., or 
about 400° C. to 8000° C. 

0062. The carbonaceous material can be any suitable car 
bonaceous material. For example, the carbonaceous material 
can be an organic compound. In some examples, the carbon 
aceous material includes at least one of brown Sugar, barley 
Sugar, caramel, cane Sugar, corn Syrup, starch, molasses, 
molasses raffinate (Sugar waste product), glucans, galactans, 
Xylans, and a Sugar waste product. In some examples, the 
carbonaceous material includes powdered activated carbon, 
granular activated carbon, carbon black, carbon fiber, carbon 
honeycomb or plate structure, aerogel carbon film, pyrolysis 
char, or an activated carbon or regenerated activated carbon 
with a mass mean particle size greater than flyashina flue gas 
stream to be treated. The nitrogen can be derived from or part 
of can be any suitable nitrogenous material. For example, the 
nitrogenous material can be a nitrogen-containing organic 
compound, such as a nitrogen-containing heterocycle. In 
Some examples, the nitrogenous material includes indole, 
quinoxaline, carbazole, isoquinoline, piperazine, quinolone, 
quinoxaline, diazabicyclooctane, polyacrylonitrile, polyvi 
nylpyrrolidone, vinylpyrrolidone-vinyl acetate copolymer, 
vinylpyrrolidone-acrylic acid copolymer, vinylpyrrolidone 
maleic acid copolymer, polyethylenimine, an amino acid 
(e.g., alanine, arginine, asparagine, aspartic acid, cysteine, 
glutamine, glutamic acid, glycine, histidine, isoleucine, leu 
cine, lysine, methionine, phenylalanine, proline, serine, 
threonine, tryptophan, tyrosine, or valine), analine, nitroben 
Zene, hydroxylamine, urea, hydrazine, Sulfamic acid, nitriles, 
carbamates, isocyanates, urethanes, or a combination thereof. 
The nitrogenous material can be any suitable ammonium salt, 
Such as an ammonium salt derived from an aliphatic nitrogen 
containing compound, an aromatic amine-containing com 
pound, or a heterocyclic nitrogen-containing compound; in 
embodiments wherein the nitrogenous material is a halide 
salt, the activated carbon including nitrogen perform equiva 
lently to an promoted material and a promotion step can be 
skipped or reduced. In some examples, the nitrogenous mate 
rial can be at least one of ammonia, ammonium bromide, 
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ammonium chloride, nitric acid, nitrous acid, nitrogen diox 
ide, compounds including NO, compounds including NO, 
and the like. 
0063. In one example, the activated carbon including acti 
vated carbon Sorbent particles including nitrogen can be pre 
pared by surface modification of any kind of activated carbon 
or char by applying a nitrogen-containing polymer coating or 
impregnation to the existing carbon or lower temperature char 
and recarbonizing the impregnated carbon. The coating or 
impregnation can include a polymer or copolymer containing 
a nitrogen heterocycle Such as a polymerized vinylpyrolli 
done. In one example of this type of carbon, poly(Vinylpyr 
rolidone), poly(Vinylpyrrolidone-co-maleic acid) or poly(vi 
nylpyrrolidone-covinyl acetate) is used to coat the carbon 
Surface. Upon heating or recarbonization, the impregnated 
mixture can form a nitrogen-containing activated carbon Sur 
face layer on the particles. The nitrogen-concentration in the 
Surface layer of the nitrogen-containing activated carbon can 
be higher than the nitrogen concentration of the material prior 
to the Surface modification or impregnation with nitrogen. 
0064. In one example, the activated carbon including 
nitrogen can be prepared by Surface modification of an oxi 
dized char by treatment of the char with a suitable nitrogenous 
compound, such as ammonia or urea, followed by activation 
of the nitrogen-impregnated material. 
0065. In one example, the activated carbon including 
nitrogen can be prepared by impregnation of nitrogen con 
taining compounds into a char followed by carbonization and 
activation of the impregnated char by convention methods. 
One example carbon of this type is the combination of amines 
or amino acids with carbohydrates, which combination 
undergoes the Maillard condensation reaction on heating to 
form carbon Surface containing nitrogen heterocyclics. 
0066. In one example, the activated carbon including 
nitrogen can be prepared by impregnation of a nitrogen con 
taining compound into a coal, lignite, or leonardite, followed 
by carbonization and activation. 

Promoted Activated Carbon Sorbent Including Nitrogen. 
0067. In some embodiments, the activated carbon includ 
ing activated carbon Sorbent particles including nitrogen 
includes a promoted activated carbon Sorbent including nitro 
gen. The activated carbon Sorbent including nitrogen used in 
the method of reducing the pollutant content in a pollutant 
containing gas can be a promoted activated carbon Sorbent, 
and can include nitrogen. The method can include promoting 
an unpromoted activated carbon Sorbent, or the promoted 
sorbent can be commercially acquired. 
0068 For example, the method of reducing the pollutant 
content in a pollutant-containing gas can include obtaining or 
providing an unpromoted carbon Sorbent. The unpromoted 
carbon Sorbent can be any suitable unpromoted Sorbent 
including nitrogen, and can be synthesized or commercially 
acquired. The method can include obtaining or providing a 
promoter. The method can include promoting at least a por 
tion of the unpromoted Sorbent by contacting (e.g., chemi 
cally reacting) the portion of the unpromoted sorbent with the 
promoter to form the activated carbon sorbent. 
0069. The promoter can be any suitable promoter, such 
that a promoted sorbent is formed that is effective for the 
removal of pollutants such as mercury from a pollutant-con 
taining gas. For example, the promoter can include a halogen 
or halide promotor. The halogen or halide can be fluorine or 
fluoride, chlorine or chloride, bromine or bromide, or iodine 
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oriodide. In some examples, the promotor can include at least 
one of a halogen, a Group V halide, a Group VI halide, a 
hydrogen halide, an ammonium halide, an alkali earth metal 
halide, and an alkaline earth metal halide. Thus, the activated 
carbon in some embodiments can be at least one of halogen 
promoted, Group V halide-promoted, Group VI halide-pro 
moted, hydrogen halide-promoted, ammonium halide-pro 
moted, alkali earth metal halide-promoted, and alkaline earth 
metalhalide-promoted. The promoter can include at least one 
of HI, IBr, IC1 NHBr, NaBr, CaBr, HBr, NaCl, CaCl, and 
HC1. In some examples, the promoter is NHBr, and can be 
injected into a warm Zone in a duct, for example separately or 
with the activated carbon Sorbent. In some examples, any 
Suitable halogen- or halide-containing material. Such as 
NaCl, CaCl, NaBr, or CaBr can be injected with the coal 
during the combustion process, which can activate the car 
bon. In various embodiments, the halogen- or halide-contain 
ing material can transform into an activate promotor Such as 
active bromide or chloride compounds like HCl, HBr, XC1, or 
XBr. In some examples, the promoter is in a form including at 
least one of a vapor form, in a solvent, as a liquid, as a solid, 
and a combination thereof. In some embodiments, the pro 
moting can occur in an aqueous scrubber, wherein the Scrub 
ber includes an aqueous slurry that includes the promotor. 
0070 The promoting of the sorbent material can occur 
before addition or injection into a gas stream, during addition 
or injection into a gas stream, after addition or injection into 
a gas stream, or a combination thereof, wherein the gas stream 
can be a mercury-containing gas stream, a transport stream, or 
a combination thereof. In some examples, the promoter can 
be added to the sorbent before the promoter and the sorbent 
react, Such that the heat of the gas stream into which the 
promoter is added causes the promoting of the sorbent. For 
example, the promoter can be added as a gas, as a gas dis 
Solved in a liquid, or as a Solid Such as a salt, or other Sub 
stance (e.g., acid) dissolved in liquid (e.g., water), for 
example, hydrobromic acid. In examples wherein the pro 
moter is added in a liquid such as water, the water can be 
allowed to dry, which can allow the promoter to adhere to, 
impregnate, or react with the activated carbon Sorbent, or a 
combination thereof. In some examples, a pre-added pro 
moter can be an ammonium salt, such as an ammonium 
chloride, an ammonium bromide, or an ammonium iodide, 
including, for example, mono-, di-, tri-, or tetraalkyl ammo 
nium halides, or NH, halide salts. In some examples, the 
promoter can be added to the sorbent near to or at the time of 
promoting; for example, the promoter can be added to a gas 
stream with the sorbent or such that it contacts the sorbent 
within a heated gas stream, Such as a mercury-containing gas 
stream or a feed gas stream. In some examples, the promoter 
can be NH.Br. 
0071. In some embodiments, a promoter precursor trans 
forms into the halogen or halide promoter that reacts with the 
activated carbon Sorbent to give the activated carbon material. 
The promoterprecursor can be any suitable precursor that can 
transform into the halogen or halide promoter. In some 
embodiments, the promoterprecursor can beat least one of on 
the unpromoted sorbent and added or injected with the unpro 
moted Sorbent. In some embodiments, the promoter can be 
HBr, and in some examples, the HBr can be provided via 
degradation or reaction of a promoter precursor Such as 
ammonium bromide, Sodium bromide, or calcium bromide. 
The promoter can be HCl, and in some examples, the HC1 can 
be provided via degradation or reaction of a promoter precur 
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sor Such as ammonium chloride, Sodium chloride, or calcium 
chloride. The promoter can be HF, and in some examples, the 
HF can be provided via degradation or reaction of a promoter 
precursor Such as ammonium fluoride, Sodium fluoride, or 
calcium fluoride. In some examples, the promoter (e.g., HBr 
or HCl) or promoter precursor (e.g., NH.Br. NaBr, CaBr, 
NHCl, NaCl, CaCl) can be added or injected in the flue gas 
separately from the activated carbon sorbent or with the acti 
vated carbon Sorbent (e.g., can be applied to the sorbent 
pre-injection, added or injected simultaneously at the same 
location, or added or injected simultaneously at different 
locations). In some examples, NaCl, CaCl, NaBr, or CaBr. 
can be added with uncombusted material Such as uncom 
busted coal. 

Inorganic Matrix-Support or Nanocomposites. 

0072. In some embodiments, the activated carbon includ 
ing activated carbon particles including nitrogen includes an 
inorganic matrix-support or is a nanocomposite. The acti 
vated carbon including nitrogen used in the method of reduc 
ing the pollutant content in a pollutant-containing gas can 
include an inorganic matrix-support or can be a nanocompos 
ite. The method can include adding an inorganic matrix 
Support to the activated carbon or making a nanocomposite 
using unsupported activated carbon including nitrogen, or the 
method can include commercially acquiring the matrix-Sup 
ported or nanocomposite activated carbon. In various 
embodiments, the inorganic matrix Support includes at least 
one of diatomaceous earth, a clay, a zeolite, or a mineral. 
0073 For example, the method of reducing the pollutant 
content in a pollutant-containing gas can include obtaining or 
providing a Substrate material. The Substrate material can be 
any suitable substrate. For example, the substrate can be at 
least one of diatomaceous earth, a clay, a Zeolite, or a mineral. 
The method can include contacting the carbon precursor and 
the Substrate material, to provide a sorbent starting material. 
The contacting can take place in any Suitable fashion. The 
contacting mixes the carbon precursor and the Substrate mate 
rial. Such that when the conglomeration is heated (or Sub 
jected to any other Suitable source of energy), the carbon 
nanocomposite or Supported Sorbent is formed. The contact 
ing can be performed Such that the carbon precursor is 
approximately evenly distributed on the substrate. In some 
examples, water or another solvent can be added to help 
distribute the carbon precursor on the substrate. In examples 
where wateris included in the mixture of the carbon precursor 
and the Substrate, the conglomeration can be dried prior to the 
heating. The drying can occur in any conventional manner 
(e.g., convective, conductive, microwave, and the like), 
including by heating near or above the boiling point of the 
solvent, in the case of water (e.g., 50° C.-120° C. or higher), 
at atmospheric pressure, under pressure, or under a vacuum. 
0074 The substrate can include any suitable porous mate 

rial. For example, the Substrate material can be diatomaceous 
earth, Zeolites, porous minerals (e.g., clays) including, for 
example, Smectites (e.g., montmorillonite, bentonite, nontro 
nite, saponite), kaolins, illites, chlorites, Sepiolite, or atta 
pulgites. In some examples, the Substrate can include poly 
mers, non-metals, metals, metalloids, ceramics or mixtures, 
and blends, as well as composites and alloys thereof. The 
materials can be synthetic or naturally occurring or naturally 
derived materials. Examples of synthetic polymers include 
any common thermoplastics and thermosetting materials. 
Examples of metals include aluminum, titanium, copper, 
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steel, and stainless Steel. Examples of ceramics include any 
form of alumina, Zirconia, titania, and silica. Examples of 
naturally occurring or naturally derived materials include 
wood, wood composites, paper, cellulose acetate, and geo 
logic formations such as granite or limestone. Examples of 
non-metals include various forms of carbon Such as graphite 
or carbon. Examples of metalloids include silicon or germa 
nium. The porous material can be a construction material 
Such as concrete or asphalt. 
0075. In some examples, the substrate material can be 
present in from about 1 wt % to about 99 wt %, about 20 wt % 
to about 80 wt %, or about 40 wt % to about 60 wt % of the 
starting material for the carbon nanocomposite sorbent. Wt'6 
in this paragraph refers to the percentage by weight based on 
the total weight of the carbon precursor and the substrate 
material. 
0076. The method can include processing (e.g., heating, 
vibrating, Sonicating, microwaving, or otherwise adding 
energy to) the Sorbent starting material, to provide the acti 
vated carbon sorbent. The contacted composition of the car 
bon precursor and the Substrate can then be processed (e.g., 
heated, vibrated, Sonicated, microwaved, or other suitable 
addition of energy) to form the carbon nanocomposite or 
inorganic matrix-supported Sorbent. The processing can take 
place at any suitable temperature, such that the Sorbent is 
sufficiently formed, for example heating to about 50°C., 100° 
C., 200° C., 300° C., 400°C.,500° C., 600° C., 700° C., 800° 
C., 900° C., 1000° C., 1100° C., or about 1200° C. or higher. 
The processing can take place for any suitable time, such that 
the carbon nanocomposite is Sufficiently formed, for 
example, greater than about 1 min, 2 min, 5 min, 10 min, 30 
min, 1 h, 1.5h, 2 h, 3 h, 4h, 5h, 10h, or greater than about 24 
h. The heating can take place in any suitable apparatus, for 
example, a unit that Substantially excludes oxygen, e.g., that 
allows heated inert gas air to flow around the mixture being 
heated. In one example, the heating occurs in a furnace having 
an inert gas environment therein. The processing can be 
accelerated, or lengthened, depending on the apparatus and 
the nanocomposite or Supported material. 
0077. In some embodiments, heating the sorbent starting 
material can provide a second sorbent starting material. The 
method can further include reacting the second sorbent start 
ing material with an acidic or basic material, to provide the 
activated carbon sorbent. The acidic or basic material can be 
any suitable acidic or basic material, such as HBr, HCl, 
HSO, KOH, NaOH, and the like. In some embodiments, 
treatment with an acidic or basic material can prepare the 
activated carbon for treatment with a promotor or can prepare 
the material such that sufficient reactivity or absorption with 
mercury or another pollutant is obtained. 

Method of Making an Active Carbon Sorbent Including 
Nitrogen. 

0078. In various embodiments, the present invention pro 
vides a method of making an activated carbon Sorbent includ 
ing activated carbon Sorbent particles including nitrogen. 
Embodiments of the present invention can include any acti 
vated carbon Sorbent including nitrogen made by the method. 
The method includes obtaining or providing unpromoted Sor 
bent including nitrogen. The unpromoted Sorbent including 
nitrogen can be any suitable activated carbon Sorbent includ 
ing nitrogen, such as any activated carbon Sorbent including 
nitrogen described herein. The unpromoted Sorbent including 
nitrogen can be acquired commercially or can be synthesized. 
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The method can include promoting at least a portion of the 
unpromoted Sorbent. The promoting can include contacting 
(e.g., chemically reacting) the portion of the unpromoted 
sorbent with a promoter to form an activated carbon sorbent 
including activated carbon Sorbent particles including nitro 
gen. 
0079. In some examples, the unpromoted sorbent includ 
ing nitrogen can include an inorganic matrix Support or can be 
a nanocomposite. For example, the method of making an 
activated carbon Sorbent including nitrogen can include 
obtaining or providing a carbon precursor including nitrogen. 
The method can include obtaining or providing a substrate 
material. The method can include contacting the carbon pre 
cursor and the Substrate material to provide a sorbent starting 
material. The method can also include heating the sorbent 
starting material to provide the unpromoted carbon Sorbent 
including nitrogen. The unpromoted Sorbent including nitro 
gen can include activated carbon Sorbent particles including 
nitrogen. 
0080. In some embodiments, the method of making an 
activated carbon Sorbent including nitrogen can include Syn 
thesizing the carbon precursor including nitrogen from car 
bonaceous and nitrogenous materials. For example, the 
method can include obtaining or providing a carbonaceous 
material including carbon and a nitrogenous material includ 
ing nitrogen. The method can include Suitably contacting and 
processing the carbonaceous material and the nitrogenous 
material, wherein processing can including at least one of 
heating, microwaving, Sonication, vibration, and the like, to 
provide the carbon precursor including nitrogen. 

EXAMPLES 

0081. The present invention can be better understood by 
reference to the following examples which are offered by way 
of illustration. The present invention is not limited to the 
examples given herein. 

Example 1 

Impregnation of Nitrogen Precursors into a Char 
Followed by Carbonization and Activation of the 

Impregnated Char 

Example la 

Carbon Precursor 

0082. A carbon (20x60 mesh) prepared by steam activa 
tion of alignite char was stirred with an aqueous solution of 
dextrose and ethanolamine in ratio of 1 part of carbon to 0.016 
parts of ethanolamine and 0.034 parts of dextrose. The water 
Solvent was removed by rotovaporation and the impregnated 
carbon was air-dried. The dried material was reactivated at 
750° C. for 2 hours under nitrogen stream. 

Example 1b 

Char Precursor 

0083. A char (20x60 mesh) prepared by heating alignite at 
400°C. was stirred with an aqueous solution of dextrose and 
ethanolamine in ratio of 1 part of carbon to 0.016 parts of 
ethanolamine and 0.034 parts of dextrose. The water solvent 
was removed by rotovaporation and the impregnated carbon 
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was air-dried. The dried material was activated at 750° C. for 
2 hours under nitrogen stream. 

Example 1c 

Wood Charcoal Precursor 

I0084. A carbon (20x60 mesh) prepared by steam activa 
tion of a wood char was stirred with an aqueous solution of 
dextrose and ethanolamine in ratio of 1 part of carbon to 0.016 
parts of ethanolamine and 0.034 parts of dextrose. The water 
Solvent was removed by rotovaporation and the impregnated 
carbon was air-dried. The dried material was reactivated at 
750° C. for 2 hours under nitrogen stream. 

Example 1d 

Wood Charcoal—Alanine 

I0085. A carbon (20x60 mesh) prepared by steam activa 
tion of a wood char was stirred with an aqueous solution of 
dextrose and alanine in ratio of 1 part of carbon to 0.016 parts 
of ethanolamine and 0.034 parts of alanine. The water solvent 
was removed by rotovaporation and the impregnated carbon 
was air-dried. The dried material was reactivated at 750° C. 
for 2 hours under nitrogen stream. 

Example 2 

Tube Reactor Testing 
0086. The molecular sieve carbons obtained as described 
in Examples 1a-d were impregnated with 5 wt % of sulfuric 
acid. The impregnated carbon was then dried in an oven at 
110°C. The carbon (0.100 g) was packed into a 3 mm diam 
eter pyrex tube and held in place by glass wool plugs at both 
ends. A constriction in the pyrex tube at exit end prevented the 
plug from blowing out. The reactor tube was heated in a GC 
oven at 150° C.-0.50 as a constant temperature device. The 
mercury vapor was contained in an air flow of 100 cm/min 
through the reactor tube at a concentration of 429–447 micro 
grams/m, determined with a continuous mercury vapor 
monitor. 
I0087. The mercury source was a temperature-calibrated 
permeation tube. The permeation tube was heated in a 
double-jacketed glass condenser with a circulating hot sili 
cone oil system. The concentration in the effluent air stream 
from the reactor tube was monitored with a continuous cold 
vapor UV mercury vapor monitor (EPM). Blank runs were 
conducted before each carbon test to determine the mercury 
concentration. The instrument was Zeroed with an air stream 
passed through a large iodized carbon filter. This apparatus 
thus gave the percent of mercury not removed by the carbon 
bed (the concentration of mercury in the outlet divided by the 
concentration of mercury in the inlet, times 100). For the 
nitrogenous molecular sieve carbons (examples 1-4) only 1% 
of the mercury vapor was not removed by the carbon bed over 
a period of several hours. 

Example 3 

Filter Bed Testing 
I0088. The sorbent carbon pretreated as in Example le was 
ground to about 200 mesh and introduced into a tube where it 
could be drawn by reduced pressure onto a teflon or quartz 
filter held in a stainless steel holder. The carbon-impregnated 
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filter and holder were then placed in the oven under air flow 
and tested as described in Example 2. 

Examples 4 

Impregnation of Nitrogen-Containing Polymers into 
an Activated Carbon Or Char Followed by 

Carbonization and Activation of the Impregnated 
Material 

Example 4a 

Vinylpyrrolidone-acrylic acid copolymer 

0089. A carbon prepared by steam activation of a lignite 
was stirred with an aqueous Solution of poly(vinylpyrroli 
done-co-acrylic acid) for 30 min. The amount of the polymer 
was selected to provide loadings of 1% to 30% by weight. The 
solvent was evaporated by rotovaping at 50° C. and further 
dried in an oven at 110° C. The impregnated carbon was 
reactivated by heating at 750° C. for 2 hours in a stream of 
nitrogen. Approximately 40% of the polymer weight was 
converted to surface coating and 60% was volatilized. 

Example 4b 

Vinylpyrrolidone-vinyl acetate copolymer 

0090. An activated carbon was impregnated with poly(vi 
nylpyrrolidone-covinyl acetate) dissolved in dichlo 
romethane. The solvent was evaporated and the impregnated 
carbon died in an oven at 110° C. The impregnated carbon 
was then activated by heating at 750° C. for 2 hours in a 
nitrogen stream. 

Example 4c 

Poly(vinylpyrrolidone) 

0091 An activated carbon was impregnated with one of 
poly(vinylpyrrolidone) and the copolymers described in 
Examples 4a–b and activated as described in Example 4a. 

Example 4d 

Poly(vinylpyrrolidone) 

0092 A KOH-activated lignite was impregnated with one 
of polyvinylpyrrolidone and the copolymers described in 
Examples 4a-4-band activated as described in Example 4a. 

Example 4e 

Wood-Derived Charcoal 

0093 Wood-derived charcoal was impregnated with one 
of poly(vinylpyrrolidone) and the copolymers described in 
Examples 4a-4-band activated as described in Example 4a. 

Example 4f 

Carbonization of a Lignite. (Hypothetical Example) 
0094 Chars are produced by carbonization of a lignite, 
impregnated by one of poly(vinylpyrrolidone) and the 
copolymers described in Examples 4a-4-b, and activated as 
described in Example 4a. As an alternative, Steam activation 
can be used. 

11 
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Example 4g 

Steam Activation 

0.095 Examples 4a-4-e were carried out using steam acti 
Vation of the carbon material impregnated with nitrogen 
containing polymers to generate effective sorbents. 

Example 5 

Impregnation of Nitrogen Precursors into a Coal, 
Lignite, or Leonardite. Followed by Carbonization 

and Activation of the Impregnated Material 

Example 5a 

1,4-Diazabicyclo[2.2.2]octane (DABCO) 
0096 Lignite (as received) was stirred with an aqueous 
solution of DABCO in a ratio of 1 part of coal to 0.02 parts of 
DABCO. The water solvent was removed by filtration, and 
the impregnated coal was air-dried. The dried material was 
carbonized at 400° C. and activated at 750° C. for 2 hours 
under a nitrogen stream. 

Example 5b 

Sulfamic Acid 

0097 Lignite (as received) was stirred with an aqueous 
solution of sulfamic acid in a ratio of 1 part of coal to 0.02 
parts of sulfamic acid. The water solvent was removed by 
filtration, and the impregnated coal was air-dried. The dried 
material was carbonized and activated at 750° C. for 2 hours 
under a nitrogen stream. 

Example 5c 

Carbonized Lignite 
(0098 Lignite was carbonized at 400° C. for 30 minutes, 
and the resulting char was treated by stirring with Sulfamic 
acid solution as described in Example 5b. The treated char 
was then activated as described in Example 5b. 

Example 5d 

Steam Activation 

0099 Steam activation of the DABCO or sulfamic acid 
impregnated chars was also effective in producing mercury 
sorbent carbons. 

Example 6 

Preparation of Nitrogen-Containing Pitches 
0100 Nitrogen-containing pitches were prepared using a 
procedure reported by Mochida et al. (Mochida, I.; An, K. H.; 
Korai, Y. Carbon 1995, 33, 1069). Preparations are summa 
rized in Table 1. As an example, a mixture of isoquinoline (26 
g, 0.2 mole), anhydrous aluminum(III) chloride (13.3 g 0.25 
mole), and nitrobenzene (7.68 g., 0.06 mole) was placed in a 
two-necked flask equipped with a reflux condenser and a 
nitrogen inlet tube. The mixture was refluxed at 280°C. for 4 
hours. The residue was extracted with 0.1N hydrochloric acid 
and filtered. The residue was washed with 0.1N hydrochloric 
acid. The residue was further extracted with methanol to 
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remove any monomer. The methanol-insoluble pitch was 
dried in vacuo. The yield of the pitch was 49%. A portion of 
the nitrogen-containing pitches were carbonized using Pro 
cedure A or B in a nitrogen stream, as described in Example 
7. 

TABLE 1. 

Preparation of nitrogen-containing pitches. 

Temper 
Substrate Catalyst Cocatalyst ature Time Yield Soluble 
(g, mole) (g, mole) (g, mole) (C.) (hr) (g,96) (%) 

Indole None None 253: 4 9.6 Methanol 

(10, 0.77) (96%) (100) 
Quinoxaline AlCls Nitrobenzene 225* 4 13.5 EDA** 

(26, 0.2) (13.3, 0.1) (7.68, 0.06) (52%) 
Carbazole AlCls Nitrobenzene 25 12 59.1 EDA** 
(16.7, 0.1) (27.7, 0.2) (3.6,0.03) (92%) 

Isoquinoline AlCl Nitrobenzene 280 4 6.5 EDA** 
(26, 0.2) (13.3, 0.1) (7.68, 0.06) (25%) 

indicates reactions carried out in 300-mL Parr reactor, 

**indicates ethylenediamine. 

0101. Several modifications of the method were utilized 
for the quinoline polymerization. In addition to the flask 
method, a Parr reactor was used for the reaction, and tem 
peratures and reaction times were varied. The yields are 
reported in Table 2. In this procedure, 64.5g of quinoline and 
33.25 g of aluminum(III) chloride were placed in a 300-mL 
Parr autoclave. The reactor was sealed under nitrogen and 
heated at 280° C. for 4 hours. The hard black mass was 
extracted with 0.1 Nhydrochloric acid followed by extraction 
with methanol and drying in vacuo. In order to determine the 
solubility of the polymer, a 10-g portion of this black mass 
was extracted with 100 ML of ethanol. Extraction data 
showed that 27 wt % of the product dissolved in ethanol. 

TABLE 2 

Preparation of nitrogen-containing pitches. 

Quinoline AICl Temp. Time Yield Ethanol-S Ethanol-I 
(g) (g) (C.) (hr) (g, %) (g) (g) 

64.5 33.25 28O 12 57.7 
(89%) 

64.5* 33.25 175 12 O 
(0%) 

64.5* 33.25 28O 12 59.1 
(92%) 

64.5* 33.25 28O 4 56.8 7.3: 2.7 
(88%) (73%) (27%) 

indicates reactions carried out in 300-mL Parr reactor, 

**indicates 10g of pitch was extracted with ethanol. 

Example 7 

Preparation of Nitrogen-Impregnated Carbon 

0102 Impregnations and recarbonizations were per 
formed to investigate the effects of precursor concentration, 
activation procedure, and Sorbent particle size on mercury 
Sorption. The precursor base carbon, granular activated car 
bon (Calgon F400 or Gascoyne AC, 20x60) was impregnated 
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with various nitrogen-containing polymers and pitches using 
an incipient wetness method, described below. For the fine 
particle sorbent tests in flue gas compositions, the Calgon 
carbon was ground to about a 400 mesh size prior to impreg 
nation. The nitrogen polymers such as vinylpyrrolidone poly 
mers and copolymers are commercially available. The urea, 
alanine-dextrose, piperazine-dextrose, and polyethylen 
imine-dextrose compositions were prepared similarly. 
0103) In a typical procedure for the incipient wetness 
method, the desired amount of polymer or pitch dissolved in 
an appropriate solvent was added to the carbon slowly with 
thorough mixing. The paste was dried to remove solvent. The 
dried product was packed in a stainless steel tube and acti 
vated in a gentle flow of nitrogen using procedure A or pro 
cedure B. 

0104 Procedure A included: Heated from 25° C. to 400° 
C. at 10°C/min: held at 400° C. for 30 min; heated from 400° 
to 750° C. at 20° C./min: and held at 750° C. for 4 hr. 
0105 Procedure B included: Heat from 25°C. to 225°C. 
at 15°C/min: heated from 225°C. 270° C. at 1°C/min: held 
at 270° C. for 1 hr., cooled to room temperature; heated up to 
750° C. at 15°C/min: and held at 750° C. for 4 hr. 

Example 8 

Preparation of Nitrogen-Containing Carbons from 
Insoluble Fractions 

0106 Insoluble fractions of pitches described in Table 1 
were converted into nitrogen-containing carbons by heating 
in a gentle flow of nitrogen using Procedure B as described 
above. The resulting carbons were porous glassy materials, 
similar to cokes. 

Example 9 

Preliminary Screening of Sorbents Made Using the 
Nitrogen Containing Materials of Examples 6-7 for 

Mercury Capture 

Example 9a 

Simulation of the Sulfuric Acid Accumulation 

0107 Capture of SO and subsequent sulfuric acid forma 
tion on the Surface of the nitrogen containing carbons in the 
hot flue gas stream was simulated by adding 5 wt % sulfuric 
acid by the incipient wetness method. The acid-impregnated 
carbons were dried at 110° C. 

Example 9b 

Packed-Bed Tests 

0.108 Packed-bed tests in airflow were conducted on the 
granular carbon products to evaluate the effects of Surface 
modification. The mercury Sorption was tested in a flow 
through tubular reactor system equipped with continuous 
in-line mercury analysis of the effluent from the bed to deter 
mine mercury removal rates as a function of time. Integration 
of breakthrough volumes allows determination of mercury 
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Sorption per unit mass carbon (mg/g). Air with an elemental 
mercury concentration of 56 or 81 ug/m was passed through 
the heated (150°C.) reactor. To obtain this concentration, the 
mercury Source was placed in a double-jacketed glass con 
denser and heated to the desired temperature by pumping hot 
oil through the condenser. 
0109. A glass tube with constriction and glass wool plug 
was used as the reactor for the mercury Sorption tests. A gas 
chromatography (GC) oven was used as a constant tempera 
ture (150° C.) chamber for the reactor. Before the actual test, 
a blank test was run. The glass tube was attached to the Source 
and the mercury analyzer by Teflon tubes. Mercury vapors 
diluted with air (2000-4000 cm/min or 4-8 scfh measured at 
the detector end) were passed through the tube. The mercury 
analyzer (Environmental and Process Monitoring EPM 
continuous vapor monitor) was interfaced to a Hydra and 
personal computer (PC) to record the data. For the packed 
bed tests, impregnated activated carbons (20x60-mesh size) 
were used. In an actual test, about 0.2-0.6 g of sorbent was 
packed in the glass tube and held by glass wool plugs on both 
ends. The tests were conducted with a source temperature of 
150° C., an oven temperature of 150° C., and an airflow=4 or 
8 scfh (4000 cm/min). Numerous tests were performed at 
4000 cm/min (8 scfh) with carbons prepared by impregna 
tion of various nitrogen compounds, polymers, and pitches 
into a base Calgon carbon (Tables 3 and 4). These conditions 
gave partial breakthroughs for the sorbents and allowed com 
parisons of their kinetic activities. 

TABLE 3 
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TABLE 4 

Sorbent testing of nitrogenous pitch-impregnated carbons 
for mercury capture. Recarbonization procedure B was used 

for all samples. 

Mercury 
Concen- % Hg removed (time, 

File H2SO tration min 

l8le Sorbent (g) (wt %) (ig/m) Initial 50% Final 

RKS32 None 81 50 

RKS35 Calgon/5 59 89 50 49 
wt % (O) (306) (308) 
quinolone * 

RKS23 Calgon/5 59 91 50 46 
wt % (O) (204) (292) 
quinolone * 

RKS37 Calgon/5 59 90 50 25 

wt % (O) (632) (1300) 
quinoxaline 

RKS31 Calgon/5 59 90 S4 34 
wt % (O) (584) (1214) 
isoquinoline 

RKS75 Calgon/5 59 98 50 49 
wt % indole (O) (1403) (1473) 

Sorbent = 0.20 g, particle size = 20 x 50 mesh, airflow = 8 scfh (4000 mL/min), source 
temperature = 150°C., oven temperature = 150°C. 
* indicates pitch obtained from heating quinolone and aluminum(III) chloride in Parr reactor 
was dissolved in ethanol and impregnated on Calgon carbon, 
** indicates pitch obtained from refluxing of quinolone with aluminum(III) chloride was 
dissolved in EDA and impregnated on Calgon carbon, 

Sorbent testing of surface-treated carbons for mercury removal at 8 scfh. Airflow = 
4000 cm/min (8 scfh), over temperature = 150° C. mercury concentration = 81 g/m. 

Recarbonization H2SO % Hg removed (time, min) 

Carbon source method Impregnation Initial SO% End of test 

Blank O (O) <1 
Calgon 59 87 (O) 50 (171) 38 (304) 
Calgonjurea A. 59 95 (O) 50 (305) 49 (306) 
EERC rea A. 59 100 (O) 50 (575) 38 (1221) 
Calgon, 2% sulfamic acid A. 59 92 (O) 50 (226) 39 (1303) 
Calgon/5% PVP A. 59 94 (O) 50 (2217) 42 (2574) 
Calgon/10% PVP A. 59 88 (O) 50 (150) 55 (253) 
Calgon/10% PVP A. 59 90 (O) 50 (300) 65 (1098) 
Calgon/5% PVP A. 59 98 (O) 50 (3315) 43 (4010) 
Calgon/2% PVP A. 59 79 (O) 50 (312) 49 (320) 
Calgon/10% PVP A. 59 85 (O) 50 (424) 30 (1114) 
Calgon/5% vinylpyrrollidone-vinyl A. 59 90 (O) 50 (84) 39 (180) 
acetate copolymer 
Calgon/5% vinylpyrrollidone-acrylic A. 59 90 (O) 50 (76) 29 (362) 
acid copolymer 
Calgon/5% vinylpyrrollidone-acrylic A. 59 98 (O) 50 (223) 50 (223) 
acid copolymer 
Calgon polyethylenimine A. 59 88 (O) 50 (373) 22 (1147) 
Calgon dextrose + polyethylenimine A. 59 88 (O) 50 (51) 35 (350) 
Calgon dextrose + alanine A. 59 88 (O) 50 (76) 53 (216) 
Calgon dextrose + piperazine A. 59 65 (O) 50 (35) 25 (942) 

*indicates that the activated carbon was prepared in Example 4a. 
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Example 9c 

Test Results 

0110 Carbons prepared by impregnation of urea or sul 
famic acid into the Calgon base carbon and recarbonization 
gave initial capture rates of 95% or 92%, respectively. These 
results are significantly better than those observed with the 
unmodified Calgon carbon. Testing the urea carbon at lower 
temperature (75°C.) gave 100% initial capture. Carbons pre 
pared by impregnation of a nitrogen-containing polymer 
were highly active in these tests. The sorbent prepared by 
impregnation of 5 wt % PVP and activated using procedure A 
(fast heating rate) demonstrated Superior activity. The initial 
removal was 94%, and the decrease to 50% removal required 
2217 mM. Thus this sorbent retains its high activity far longer 
than the urea carbon. The sorbent prepared using 10% PVP 
(also Procedure A) was less active (initially 88% removal, 
decreasing to 50% at 150 min. 
0111. Using procedure B (slower heating rate) gave more 
active sorbent at the 10% PVP concentration level. Another 
set of carbons was prepared with different concentrations 
using Procedure B. Again, the impregnation with 5% concen 
tration of PVP resulted in high activity (initially 98% 
removal, decreasing to 50% at 3315 mm). The 10% PVP was 
again less active, and the 2% PVP concentration was the least 
active. 

0112 The carbons prepared from the copolymers of PVP 
were also prepared and evaluated. The copolymer with vinyl 
acetate (PVPcoVA) impregnated at 5% concentration (Pro 
cedure A) gave a sorbent with relatively low activity. The 
poly(vinylpyrrolidone-co-acrylic acid) (PVPcOAA) at 5% 
also gave a low activity sorbent. Using Procedure B for acti 
Vation improved the activity slightly. 
0113 Another type of N-polymer-impregnated carbon 
was prepared using polyethylenimine. This polymer precur 
Sor contains nitrogen in the polymer backbone, in constrast to 
the PVP where the nitrogen is attached to the carbon chain 
backbone. The activity was similar to that of the 10% PVP 
polymers. 
0114 Several carbons were prepared by impregnating 
mixtures of dextrose and amines. None of these exhibited 
high activities in these tests. Previous tests showed that the 
dextrose+alanine-impregnated carbon (Procedure B) was 
fairly active. Since Procedure A was used in the present study, 
decreases in activity might be related to the fast heating rate 
used. It may be quite beneficial to perform the reaction slowly 
in preparing Sorbents from these precursors. 
0115 The sorbents prepared by impregnation of the 
nitrogenous pitches prepared by polymerization of various 
heterocyclics were all fairly active (Table 4), but significant 
differences inactivity were observed. The N-carbon prepared 
from impregnation of quinoxaline pitch was 2-3 times more 
active than the quinoline-derived N-carbon. The activity of 
the isoquinoline-derived carbon was also very high. The high 
activity of the indole-derived carbon was also of great inter 
est. It is an important lead since indoles are more readily 
available than the quinoxaline precursors. 
0116 Testing was also conducted on the carbonized 
pitches prepared from the insoluble fractions of the nitrog 
enous pitches. The activities of the carbonized pitches were 
very poor. Initial breakthrough was substantial, with percent 
removals of 21% to 54%, possibly related to the glassy nature 
of the carbonized pitches. Although the surface areas were not 
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determined, they may be very low, since the materials did not 
resemble activated carbons but, rather, cokes. 
0117 The terms and expressions which have been 
employed are used as terms of description and not of limita 
tion, and there is no intention that in the use of Such terms and 
expressions of excluding any equivalents of the features 
shown and described or portions thereof, but it is recognized 
that various modifications are possible within the scope of the 
invention claimed. Thus, it should be understood that 
although the present invention has been specifically disclosed 
by preferred embodiments and optional features, modifica 
tion and variation of the concepts herein disclosed may be 
resorted to by those of ordinary skill in the art, and that such 
modifications and variations are considered to be within the 
Scope of this invention as defined by the appended claims. 

Additional Embodiments 

0118. The present invention provides for the following 
exemplary embodiments, the numbering of which is not to be 
construed as designating levels of importance: 
0119 Embodiment 1 provides a method of reducing the 
pollutant content in a pollutant-containing gas, the method 
comprising: obtaining or providing an activated carbon Sor 
bent comprising activated carbon Sorbent particles compris 
ing nitrogen in a Surface layer of the sorbent particles; con 
tacting a pollutant-containing gas with the activated carbon 
sorbent, to form a pollutant-Sorbent composition; and sepa 
rating at least some of the pollutant-Sorbent composition from 
the pollutant-containing gas, to give a separated gas. 
I0120 Embodiment 2 provides the method of Embodiment 
1, wherein the pollutant comprises mercury, and the pollut 
ant-containing gas is a mercury-containing gas. 
I0121 Embodiment 3 provides the method of any one of 
Embodiments 1-2, wherein the concentration of nitrogen in 
the surface layer of the sorbent particles is higher than the 
concentration of nitrogen in a core of the sorbent particles. 
0.122 Embodiment 4 provides the method of any one of 
Embodiments 2-3, wherein the activated carbon sorbent com 
bines with at least about 70 wt % of the mercury present in the 
mercury-containing gas. 
I0123 Embodiment 5 provides the method of any one of 
Embodiments 2-4, wherein the mercury-containing gas fur 
ther comprises a concentration of Sulfur(VI) and the concen 
tration of Sulfur(VI) in the mercury-containing gas is greater 
than about 3 ppm by mole and the activated carbon sorbent 
forms a mercury-Sorbent composition at a higher absorption 
rate relative to a corresponding activated carbon Sorbent com 
prising at least one of a) less or Substantially no nitrogen in a 
corresponding particle Surface layer, b) less or Substantially 
no halide- or halogen-promotion, wherein the activated car 
bon Sorbent comprising the activated carbon Sorbent particles 
is halide- or halogen-promoted, and c) less or Substantially no 
inorganic matrix Support, wherein the activated carbon Sor 
bent comprising the activated Sorbent particles is inorganic 
matrix-supported. 
0.124. Embodiment 6 provides the method of any one of 
Embodiments 1-5, wherein the pollutant-containing gas fur 
ther comprises a concentration of Sulfur(VI) and the concen 
tration of Sulfur(VI) in the pollutant-containing gas is about 3 
ppm-2000 ppm. 
0.125 Embodiment 7 provides the method of any one of 
Embodiments 1-6, wherein the nitrogen is substantially 
homogenously distributed in the core of the activated carbon 
sorbent particles. 
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0126 Embodiment 8 provides the method of any one of 
Embodiments 1-7, wherein the nitrogen in the surface layer 
decreases neutralization of carbocations in the activated car 
bon by at least one of SO, and HSO", as compared to a 
corresponding activated carbon Sorbent comprising less or 
Substantially no nitrogen in a corresponding particle Surface 
layer. 
0127 Embodiment 9 provides the method of any one of 
Embodiments 1-8, wherein the nitrogen in the surface layer at 
least partially blocks carbocations in the activated carbon 
from at least one of SO, and HSO", as compared to a 
corresponding activated carbon Sorbent comprising less or 
Substantially no nitrogen in a corresponding particle Surface 
layer. 
0128 Embodiment 10 provides the method of any one of 
Embodiments 1-9, further comprising: obtaining or provid 
ing an unpromoted carbon Sorbent; obtaining or providing a 
promoter, and promoting at least a portion of the unpromoted 
sorbent by contacting the portion of the unpromoted Sorbent 
with the promoter to form the activated carbon sorbent. 
0129. Embodiment 11 provides the method of Embodi 
ment 10, wherein the promoter comprises a halogen or halide 
promoter. 
0130 Embodiment 12 provides the method of any one of 
Embodiments 10-11, wherein the promoter comprises at least 
one of a halogen, a Group V halide, a Group VI halide, a 
hydrogen halide, an ammonium halide, an alkali earth metal 
halide, and an alkaline earth metal halide. 
0131 Embodiment 13 provides the method of any one of 
Embodiments 10-12, wherein the promoter comprises at least 
one of HI, IBr, IC1 NHBr, NaBr, CaBr, HBr, NaCl, CaCl, 
and HC1. 

0132 Embodiment 14 provides the method of any one of 
Embodiments 10-13, wherein the promoter is in a form com 
prising at least one of a vapor form, in a solvent, as a liquid, as 
a solid, and a combination thereof. 
0.133 Embodiment 15 provides the method of any one of 
Embodiments 10-14, wherein the promoting occurs in an 
aqueous scrubber, wherein the Scrubber comprises an aque 
ous slurry that comprises the promotor. 
0134 Embodiment 16 provides the method of any one of 
Embodiments 1-15, wherein contacting the pollutant-con 
taining gas with the activated carbon Sorbent comprises add 
ing the activated carbon Sorbent into the pollutant-containing 
gaS. 

0135 Embodiment 17 provides the method of any one of 
Embodiments 1-16, wherein the activated carbon sorbent is at 
least one of in a fixed bed, in a moving bed, in a scrubber, in 
a filter, or Suspended in the pollutant-containing gas. 
0.136 Embodiment 18 provides the method of any one of 
Embodiments 1-17, wherein the core of the activated carbon 
sorbent particles comprise about 0 wt %-about 99 wt % nitro 
gen. 

0.137 Embodiment 19 provides the method of any one of 
Embodiments 1-18, wherein the core of the activated carbon 
sorbent particles comprise about 1 wt %-about 6 wt % nitro 
gen. 

0138 Embodiment 20 provides the method of any one of 
Embodiments 1-19, wherein the surface layer of the activated 
carbon sorbent particles comprises about 0.001 wt %-about 
99 wt % nitrogen. 
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0.139 Embodiment 21 provides the method of any one of 
Embodiments 1-20, wherein the surface layer of the activated 
carbon sorbent particles comprises about 5 wt %-about 80 wt 
% nitrogen. 
0140 Embodiment 22 provides the method of any one of 
Embodiments 1-21, wherein the surface layer of the activated 
carbon Sorbent comprises a layer at the Surface of the particle 
having a thickness of about 0.001% to about 99% of the radius 
of the particles. 
01.41 Embodiment 23 provides the method of any one of 
Embodiments 1-22, wherein the surface layer of the activated 
carbon Sorbent particles comprises a layer at the Surface of the 
particles having a thickness of about 0.001% to about 50% of 
the radius of the particles. 
0.142 Embodiment 24 provides the method of any one of 
Embodiments 1-23, wherein the activated carbon sorbent 
particles have an average diameter of about 0.1 um to about 
1000 um. 
0.143 Embodiment 25 provides the method of any one of 
Embodiments 1-24, wherein the surface layer of the sorbent 
particles is a continuous Surface layer. 
0144. Embodiment 26 provides the method of any one of 
Embodiments 1-25, wherein obtaining or providing the acti 
vated carbon Sorbent comprises: obtaining or providing a 
carbon precursor comprising nitrogen; and processing the 
carbon precursor with at least one of heating, microwaving, 
and irradiating, to provide the activated carbon Sorbent. 
0145 Embodiment 27 provides the method of Embodi 
ment 26, wherein the carbon precursor comprises a carbon 
aceous material comprising carbon and a nitrogenous mate 
rial comprising nitrogen. 
0146 Embodiment 28 provides the method of Embodi 
ment 27, wherein the carbonaceous material comprises at 
least one of brown Sugar, barley Sugar, caramel, cane Sugar, 
corn Syrup, starch, molasses, a glucan, a galactan, a Xylan, and 
a Sugar waste product. 
0147 Embodiment 29 provides the method of any one of 
Embodiments 27-28, wherein the nitrogenous material com 
prises a nitrogen-containing organic or inorganic compound. 
0148 Embodiment 30 provides the method of any one of 
Embodiments 27-29, wherein the nitrogenous material com 
prises a nitrogen heterocycle, a nitrogen-containing polymer 
or copolymer, a nitrile, a carbamate, an amino acid, nitroben 
Zene, hydroxylamine, urea, hydrazine, Sulfamic acid, or a 
combination thereof. 

0149 Embodiment 31 provides the method of any one of 
Embodiments 26-30, further comprising: obtaining or pro 
viding a Substrate material; contacting the carbon precursor 
and the Substrate material, to provide a sorbent starting mate 
rial; and processing the Sorbent starting material with at least 
one of heating, microwaving, and irradiating, to provide the 
activated carbon sorbent. 

(O150 Embodiment 32 provides the method of Embodi 
ment 31, wherein heating the Sorbent starting material pro 
vides a second sorbent starting material, further comprising 
reacting the second sorbent starting material with an acidic or 
basic material, to provide the activated carbon sorbent. 
0151. Embodiment 33 provides the method of any one of 
Embodiments 31-32, wherein the substrate comprises at least 
one of diatomaceous earth, a clay, a Zeolite, or a mineral. 
0152 Embodiment 34 provides the method of any one of 
Embodiments 31-33, wherein heating the sorbent starting 
material comprises heating to about 100°C.-about 1200° C. 
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0153. Embodiment 35 provides the method of any one of 
Embodiments 31-34 wherein the activated carbon sorbent 
comprises a carbon nanocomposite sorbent. 
0154 Embodiment 36 provides the method of any one of 
Embodiments 1-35, wherein the activated carbon sorbent 
comprises one or more binding sites. 
(O155 Embodiment 37 provides the method of Embodi 
ment 36, wherein at least a portion of the binding sites in the 
activated carbon sorbent react with at least one of the pollut 
ant and the oxidized species of the pollutant, to form the 
pollutant-Sorbent composition. 
0156 Embodiment 38 provides the method of any one of 
Embodiments 1-37, wherein the separating at least some of 
the pollutant-Sorbent composition from the pollutant contain 
ing gas comprises separating in a particulate separator. 
(O157 Embodiment 39 provides the method of Embodi 
ment 38, wherein the particulate separator comprises an elec 
trostatic precipitator (ESP), a baghouse, a wet scrubber, a 
filter, cyclone, fabric separator, or any combination thereof. 
0158 Embodiment 40 provides the method of any one of 
Embodiments 10-39, wherein a promoter precursor trans 
forms into the halogen or halide promoter which then reacts 
with the activated carbon sorbent to give the activated carbon 
material. 
0159 Embodiment 41 provides the method of Embodi 
ment 40, wherein the promoter precursor is at least one of on 
the unpromoted sorbent and added with the unpromoted sor 
bent. 
(0160 Embodiment 42 provides the method of any one of 
Embodiments 1-41, further comprising at least one of during 
and prior to the contacting adding an alkaline component into 
the pollutant-containing gas. 
0161 Embodiment 43 provides the method of Embodi 
ment 42, wherein the alkaline component comprises at least 
one of an oxide, hydroxide, carbonate, or phosphate of an 
alkali element, an alkali or alkaline-earth element, and a 
compound or material including the same. 
0162 Embodiment 44 provides the method of any one of 
Embodiments 1-43, wherein the activated carbon sorbent 
comprises a stabilizing agent comprising at least one of S, Se, 
or mixtures thereof. 
0163 Embodiment 45 provides the method of any one of 
Embodiments 1-44, wherein the activated carbon sorbent 
comprises a stabilizing agent comprising at least one of H2S, 
SO, HSe, SeO, CS, PSs, or mixtures thereof. 
0164. Embodiment 46 provides the method of any one of 
Embodiments 1-45, further comprising regenerating the pol 
lutant-Sorbent composition to give a regenerated activated 
carbon sorbent. 
0.165 Embodiment 47 provides the method of any one of 
Embodiments 1-46, wherein the activated carbon sorbent is a 
generated activated carbon Sorbent 
0166 Embodiment 48 provides the method of any one of 
Embodiments 1-47, wherein at least one of the contacting and 
the separating occurs in an aqueous scrubber. 
(0167 Embodiment 49 provides the method of Embodi 
ment 48, wherein the scrubber comprises an aqueous slurry 
that comprises the activated carbon Sorbent. 
0168 Embodiment 50 provides a method for reducing the 
mercury content of a mercury-containing gas, the method 
comprising: obtaining or providing a carbon precursor com 
prising nitrogen; obtaining or providing a Substrate material; 
contacting the carbon precursor and the Substrate material, to 
provide an inorganic matrix-supported Sorbent starting mate 

Sep. 11, 2014 

rial; heating the inorganic matrix-supported Sorbent starting 
material, to provide an unpromoted Sorbent; promoting at 
least a portion of the unpromoted sorbent by chemically 
reacting the portion of the unpromoted Sorbent with a pro 
moter to form a promoted inorganic matrix-supported acti 
vated carbon Sorbent comprising activated carbon Sorbent 
particles comprising nitrogen in a Surface layer of the sorbent 
particles; contacting a mercury-containing gas with the acti 
vated carbon Sorbent, to form a mercury-Sorbent composi 
tion; and separating at least Some of the mercury-Sorbent 
composition from the mercury-containing gas, to give a sepa 
rated gas; wherein the mercury-containing gas has a concen 
tration of sulfur(VI) of about 3-2000 ppm by mole and a first 
quantity the activated carbon Sorbent forms a mercury-Sor 
bent composition at a first mercury adsorption rate, wherein 
the first adsorption rate is higher than a mercury absorption 
rate of the first quantity of a corresponding activated carbon 
sorbent comprising at least one of a) less or Substantially no 
nitrogen in a corresponding particle Surface layer, b) less or 
Substantially no halide- or halogen-promotion, and c) less or 
Substantially no inorganic matrix Support. 
0169 Embodiment 51 provides a method of making an 
activated carbon Sorbent, comprising: obtaining or providing 
an unpromoted carbon Sorbent comprising nitrogen; promot 
ing at least a portion of the unpromoted Sorbent by contacting 
the portion of the unpromoted sorbent with a promoter to 
forman activated carbon Sorbent comprising activated carbon 
sorbent particles comprising nitrogen, wherein the concen 
tration of nitrogen in a surface layer of the sorbent particles is 
higher than the concentration of nitrogen in a core of the 
sorbent particles. 
(0170 Embodiment 52 provides the method of Embodi 
ment 51, further comprising: obtaining or providing a carbon 
precursor comprising nitrogen; obtaining or providing a Sub 
strate material; contacting the carbon precursor and the Sub 
strate material, to provide a sorbent starting material; and 
processing the sorbent starting material, to provide the unpro 
moted carbon Sorbent comprising nitrogen. 
(0171 Embodiment 53 provides the method of Embodi 
ment 52, wherein obtaining or providing the carbon precursor 
comprising nitrogen comprises: obtaining or providing a car 
bonaceous material comprising carbon and a nitrogenous 
material comprising nitrogen; and contacting and heating the 
carbonaceous material and the nitrogenous material, to pro 
vide the carbon precursor comprising nitrogen. 
0172 Embodiment 54 provides a method of making an 
activated carbon Sorbent, comprising: contacting a carbon 
aceous material and a nitrogenous material, to provide an 
unpromoted carbon Sorbent comprising nitrogen; promoting 
at least a portion of the unpromoted Sorbent by contacting the 
portion of the unpromoted sorbent with a promoter to forman 
activated carbon Sorbent comprising activated carbon Sorbent 
particles comprising nitrogen, wherein the concentration of 
nitrogen in the Sorbent particles is higher than the concentra 
tion of nitrogen in the carbonaceous material. 
0173 Embodiment 55 provides an activated carbon sor 
bent made by the method of any one of Embodiments 51-54. 
0.174 Embodiment 56 provides an activated carbon sor 
bent, comprising: a halogen- or halide-promoted activated 
carbon, the activated carbon comprising activated carbon Sor 
bent particles comprising nitrogen in a Surface layer of the 
sorbent particles. 
0.175 Embodiment 57 provides the activated carbon sor 
bent of Embodiment 56, wherein the concentration of nitro 
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gen in the Surface layer of the sorbent particles is higher than 
the concentration of nitrogenina core of the sorbent particles. 
0176 Embodiment 58 provides the activated carbon sor 
bent of any one of Embodiments 56-57, wherein the activated 
carbon Sorbent particles have an average diameter of about 
0.1 um to about 1000 um. 
0177 Embodiment 59 provides the activated carbon sor 
bent of any one of Embodiments 56-58, wherein the activated 
carbon is at least one of halogen-promoted, Group V halide 
promoted, Group VI halide-promoted, hydrogen halide-pro 
moted, ammonium halide-promoted, alkali earth metal 
halide-promoted, and alkaline earth metal halide-promoted. 
0.178 Embodiment 60 provides the activated carbon sor 
bent of any one of Embodiments 56-59, wherein the activated 
carbon Sorbent is inorganic matrix-supported, the inorganic 
matrix Support comprising at least one of diatomaceous earth, 
a clay, a Zeolite, or a mineral. 
0179 Embodiment 61 provides the activated carbon sor 
bent of any one of Embodiments 56-60, wherein the nitrogen 
is substantially homogenously distributed in the core of the 
activated carbon Sorbent particles. 
0180 Embodiment 62 provides the activated carbon sor 
bent of any one of Embodiments 56-61, wherein the nitrogen 
in the Surface layer of the particles at least partially decreases 
neutralization by HSO, or SO, of carbocations in the 
activated carbon Sorbent, as compared to a corresponding 
activated carbon Sorbent comprising less or Substantially no 
nitrogen in a corresponding particle Surface layer under Sub 
stantially similar conditions. 
0181 Embodiment 63 provides the activated carbon sor 
bent of any one of Embodiments 56-62, wherein the nitrogen 
in the surface layer of the particles at least partially blocks 
carbocations in the activated carbon from forming ionic 
bonds with HSO, or SOs, as compared to a corresponding 
activated carbon Sorbent comprising less or Substantially no 
nitrogen in a corresponding particle Surface layer under Sub 
stantially similar conditions. 
0182 Embodiment 64 provides the activated carbon sor 
bent of any one of Embodiments 56-63, wherein a first quan 
tity of the activated carbon sorbent forms a mercury-sorbent 
composition at a first mercury adsorption rate in a gas com 
position comprising mercury wherein the concentration of 
sulfur(VI) in the gas composition is about 3-2000 ppm by 
mole, and wherein the first adsorption rate is higher than a 
mercury absorption rate of the first quantity of a correspond 
ing activated carbon Sorbent comprising at least one of a) less 
or Substantially no nitrogen in a corresponding particle Sur 
face layer, b) less or Substantially no halide- or halogen 
promotion, and c) less or Substantially no inorganic matrix 
Support, wherein the activated carbon Sorbent is inorganic 
matrix Supported. 
0183 Embodiment 65 provides the activated carbon sor 
bent of any one of Embodiments 56-64, wherein the nitrogen 
is derived from a nitrogen-containing organic or inorganic 
compound. 
0184 Embodiment 66 provides the activated carbon sor 
bent of any one of Embodiments 56-65, wherein the nitrogen 
is derived from indole, quinoxaline, carbazole, isoquinoline, 
nitrobenzene, urea, Sulfamic acid, polyvinylpyrrolidone, 
vinylpyrrolidone-vinyl acetate copolymer, vinylpyrrolidone 
acrylic acid copolymer, vinylpyrrolidone-maleic acid 
copolymer, polyethylenimine, alanine, piperazine, qui 
nolone, quinoxaline, diazabicyclooctane, an amino acid, an 
ammonium salt, or a combination thereof. 
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0185 Embodiment 67 provides an activated carbon sor 
bent for use in mercury removal from a mercury-containing 
gas, the sorbent comprising: a halogen- or halide-promoted 
activated carbon comprising activated carbon particles, the 
particles comprising nitrogen in a surface layer, the nitrogen 
in the Surface layer at Sufficient concentration to at least one 
ofa) decrease neutralization by HSO, or SO, of carboca 
tions in the activated carbon Sorbent, as compared to a corre 
sponding activated carbon Sorbent comprising less or Sub 
stantially no nitrogen in a corresponding particle Surface 
layer under Substantially similar conditions, and b) at least 
partially block carbocations in the activated carbon from 
forming ionic bonds with HSO, or SO, as compared to a 
corresponding activated carbon Sorbent comprising less or 
Substantially no nitrogen in a corresponding particle Surface 
layer under Substantially similar conditions. 
0186 Embodiment 68 provides the apparatus or method 
of any one or any combination of Embodiments 1-67 option 
ally configured Such that all elements or options recited are 
available to use or select from. 

What is claimed is: 

1. A method of reducing the pollutant content in a pollut 
ant-containing gas, the method comprising: 

obtaining or providing an activated carbon Sorbent com 
prising activated carbon Sorbent particles comprising 
nitrogen in a surface layer of the sorbent particles; 

contacting a pollutant-containing gas with the activated 
carbon sorbent, to form a pollutant-sorbent composi 
tion; and 

separating at least Some of the pollutant-Sorbent composi 
tion from the pollutant-containing gas, to give a sepa 
rated gas. 

2. The method of claim 1, wherein the pollutant comprises 
mercury, and the pollutant-containing gas is a mercury-con 
taining gas. 

3. The method of claim 2, wherein the mercury-containing 
gas further comprises a concentration of Sulfur(VI) and the 
concentration of Sulfur(VI) in the mercury-containing gas is 
greater than about 3 ppm by mole and the activated carbon 
sorbent forms a mercury-Sorbent composition at a higher 
absorption rate relative to a corresponding activated carbon 
sorbent comprising at least one of a) less or Substantially no 
nitrogen in a corresponding particle Surface layer, b) less or 
Substantially no halide- or halogen-promotion, wherein the 
activated carbon Sorbent comprising the activated carbon Sor 
bent particles is halide- or halogen-promoted, and c) less or 
Substantially no inorganic matrix Support, wherein the acti 
vated carbon Sorbent comprising the activated carbon Sorbent 
particles is inorganic matrix-supported. 

4. The method of claim 1, wherein the concentration of 
nitrogen in the Surface layer of the sorbent particles is higher 
than the concentration of nitrogen in a core of the sorbent 
particles. 

5. The method of claim 1, wherein the pollutant-containing 
gas further comprises a concentration of Sulfur(VI) and the 
concentration of Sulfur(VI) in the pollutant-containing gas is 
about 3 ppm-2000 ppm. 

6. The method of claim 1, wherein the nitrogen in the 
Surface layer at least one of decreases neutralization of car 
bocations in the activated carbon by at least one of SO, and 
HSO", and at least partially blocks carbocations in the 
activated carbon from at least one of SO, and HSO", as 
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compared to a corresponding activated carbon Sorbent com 
prising less or Substantially no nitrogen in a corresponding 
particle Surface layer. 

7. The method of claim 1, further comprising: 
obtaining or providing an unpromoted carbon Sorbent; 
obtaining or providing a promoter, and 
promoting at least a portion of the unpromoted Sorbent by 

contacting the portion of the unpromoted Sorbent with 
the promoter to form the activated carbon sorbent. 

8. The method of claim 7, wherein the promoter comprises 
a halogen or halide promoter. 

9. The method of claim 1, wherein the core of the activated 
carbon sorbent particles comprise about 0 wt %-about 99 wit 
% nitrogen. 

10. The method of claim 1, wherein the surface layer of the 
activated carbon sorbent particles comprises about 0.001 wt 
%-about 99 wt % nitrogen. 

11. The method of claim 1, wherein the surface layer of the 
activated carbon Sorbent comprises a layer at the Surface of 
the particle having a thickness of about 0.001% to about 99% 
of the radius of the particles. 

12. The method of claim 1, wherein the activated carbon 
sorbent particles have an average diameter of about 0.1 um to 
about 1000 um. 

13. The method of claim 1, wherein obtaining or providing 
the activated carbon Sorbent comprises: 

obtaining or providing a carbon precursor comprising 
nitrogen; and 

processing the carbon precursor with at least one of heat 
ing, microwaving, and irradiating, to provide the acti 
vated carbon sorbent. 

14. The method of claim 13, wherein the carbon precursor 
comprises a carbonaceous material comprising carbon and a 
nitrogenous material comprising nitrogen. 
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15. The method of claim 13, further comprising: 
obtaining or providing a Substrate material; 
contacting the carbon precursor and the Substrate material, 

to provide a sorbent starting material; and 
processing the sorbent starting material with at least one of 

heating, microwaving, and irradiating, to provide the 
activated carbon sorbent. 

16. The method of claim 15, wherein the substrate com 
prises at least one of diatomaceous earth, a clay, a Zeolite, or 
a mineral. 

17. The method of claim 15 wherein the activated carbon 
sorbent comprises a carbon nanocomposite Sorbent. 

18. The method of claim 1, wherein at least one of the 
contacting and the separating occurs in an aqueous scrubber. 

19. A method of making an activated carbon Sorbent, com 
prising: 

contacting a carbonaceous material and a nitrogenous 
material, to provide an unpromoted carbon Sorbent com 
prising nitrogen; 

promoting at least a portion of the unpromoted Sorbent by 
contacting the portion of the unpromoted Sorbent with a 
promoter to form an activated carbon Sorbent compris 
ing activated carbon Sorbent particles comprising nitro 
gen, wherein the concentration of nitrogen in the Sorbent 
particles is higher than the concentration of nitrogen in 
the carbonaceous material. 

20. An activated carbon Sorbent, comprising: 
a halogen- or halide-promoted activated carbon, the acti 

vated carbon comprising activated carbon Sorbent par 
ticles comprising nitrogen in a surface layer of the Sor 
bent particles. 
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