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Decent Espresso International Ltd., Exhibit 1012
Page 1012-3



10

15

Provisional Patent

SYSTEM AND METHOD FOR BREWING.BEVERAGES WITH INDEPENDENTLY CONTROLLED FLOW

RATE, TEMPERATURE AND PRESSURE

FIELD OF THE INVENTION

The present invention relates to beverage brewing systems that utilize pressure,'

temperature and flow of solvent through solute contained within a filter.

BACKGROUND OF THE INVENTION

The creation of brewed or infused beverages through the infusion of a solvent v»'/i'tvha
solute contained within a filter media has been performed for millenniums. Over tirﬁe it has
come to be understood that the modificatfon of brewing variables such as infusion.
temperature, pfessure, and flon rate of solvent through solute change the resﬁlting beverage’s
chemfcal compo§iti0n and tésté. Thus many brewing systems have been developed that.séek ,
to enable flévor modificétion tHrough seléctive modulation.of one or more infusion variables. -
However,‘ few breWing systems facilitate dyhamic mbdulatiori of one or more of these variables
during an infusion. 'Of those that do_, modul_ations of one or more varia}bles during an infusion

result in unintended changes to other brew variables. This lack of'ihdependent variable control -

- makes the opfimization and modification of infused beverages difficult.
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‘For instance, currently available brewing systems that enable users to modify pressure
during an infusion rely on back pressure generated in a brewing chamber by a resistive media
typically composed of a filter and solute. In one configuratioﬁ, brew chamber pressure
mo.dification is achieved by modulating the resistance of said resistive solute media while
holding pumping energy constant. While this does result in a change in infusion pressure, it
also changes the infusion flow rate. In another conventionally available system, the user
modifies infusion pressure through the variation of Solvent pumping fofce while keeping the
resistance of the resistive media constant. This too results in an increase in infusion pressure
and simultaneous change in infusion flow rate. | Thus, in conventional systems, the variables of
pressure and flow rate during thé infusion process are dependent upon each other. As
pressure and flow rate are both known to affect the chemical composition of the brewed

infusion, there is an apparent need for a brewing system that affords independent modulation

* of infusion pressure and flow rate enabling the user to optimize infused solution chemical

composition and produce consistent beverages.

It is well understood that infusion temperature also affects chemical composition of an

‘infused beverage solution. Thus, an operator may find it advantageous to modify brewing / -

infusion temperature during the brewing process to optimize flavor. Current brewing systemsv

utilize boilers and brewing chambers with large thermal masses that are designed to provide

. consistent brewing température thus prohibiting the use of variable infusion temperatures to

create optimal flavor. Therefore a beverage brewing system that affords precise, accurate and

dynamic temperature control would enable optimization of beverage flavor and thus is needed.
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As previously explained, there is an acute need for a brewing system that affords the

. brewer indepéndent, dynamic variation of brewing variables of temperature, pressure and flow

rate during the production of brewed beverages.

SVUMMARY OF THE INVENTION

The bresenf invention relates to a system and method of brewing beverages that satisfies the'_
outlined need, facilitating dynamic, inde_péndent contrql of pressure, temperature and flow
réte of solvent through solute contained within a filter during the infusion process. An
exemplary breWing systerﬁ is composed of a Solvent Flow Management System (SFM}S)

configured such that a desired flow rate is maintained regardless of préssure variations. This

'SFMS is operably connected to a Solvent Temperature Manageme'nt System (STMS) that

selectively and dynamically modulates infusion temperature. The STMS is operably connécted

‘to a brewing chamber where solute resides within a filtering device and the infusion occurs.

Operably connected to the brewing chamber is a Solution Pressure Management System

(SPMS) which facilitates dynamic modulation of pressure within said brewing chamber.

BRIEF DESCRIPTION OF THE DRAWINGS

Exemplary embodiments of the present invention will become more fully understood from the

detailed description and the accompanying drawings, wherein:

Figure 1 illustrates a hon-limiting’ embodiment of the described beverage brewing system
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Figure 2 illustrates an alternate non-limiting embodiment of the described béeverage brewing

system

DETAILED DESCRIPTION OF EXEMPLARY EMBODIMENTS OF THE PRESENT INVENTION

In thié embodiment, ﬁow rate of solvent is dictated and‘mod‘ified by the SFMS,
terﬁperature Qf solvent is modulated and controlled by the STMS and the pressure within the
brewing chamber is modified by the SPMS. All of the aforementioned brewing variables are
able to be i‘ndependently varied by the user. Additionally; due to the complexity of the
aforementioned'systems, it may be found advantageous to utilize a programmable controller to

14

control and modify the aforementioned brewing variables of said brewing system..

The SFMS is a system of moving fluid that provides accurate, metered, variable flow of

‘solvent thought the brewing systerh. Applicable systems may include a pumping means

“capable of providing flow at pressures and rates equal to or greater than those réquired by the

brewer. Exemplary pumps are gear pumps, piston pumps, rotary vane pumps or any others

that satisfy the aforementioned criteria. Pumping means is preferably operably connected

. with a solvent flow meter(s) or an equivalent mechanism that acts as a feedback mechanism

ensuring the desired flow rate and volume is dispensed. Additionally, pumping means is
capable of moddlating and maintaining the required fluid flow rate during the brewing process
regardless of system pressure. SFMS méy be a self-controlled system or coupled to an external

system controller that monitors and modulates performance.
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The STMS is a system for providing rapidly variable, accurate and brecise temperature

fluid to the brewing chamber. Exemplary systems include instant or tankless water heating

systeme and the uSe of thermpstatic r'nixingAvaIves / systems. Regerdless of the system utilized,
an ideal STMS is capable of providing variations in tempérarure that are equal to or greé.ter
than those bdesired by'the operator. ldeal STMS have tvhv,e ability tq provide solvent temperature
modulations at a rate of at least 50° F / sec that eentacts solute and provide a minimum
accuracy of +/- 3° F during the infusion. An optimal'system takes into account thermal mass
and temperature of solvent cb.rrduits operably connecvted’to solute material when delivering

solvent.

An ideal brewing chamber is a system that is operably connected to the SFMS, STMS,
and SPMS. Itincludes a chamber With a basket/filter within, designed to selectively contain

solute media and allow infused solution to pass though. An ideal brewing chamber has a

- minimal thermal mass such that infusion temperature can be rapidly modified. Additionally

said brewing chamber is capable of withstandir\g pressures greater than those provided by the

brewing system.

: OrJerany ‘conne’cted to brewing chamber is a SPMS t.hat‘modulates the preseure within
said b_rewinglchamber by movd_ifying infused selution'flow resistance. SPMS includes a
pressdre measuring device operably connected to solute within brew chamber and a valve thaf
is capable of moddlating solution flew resistance thus increasing pressure within brewing

c'hamber.vExemplary valves include pressure regulators, needle, butterfly, globe and pinch’

valves or any other flow regulating device capable of regulating pressure within brew chamber.
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Ideal valves are impervious to vparticulate matter, oils, and other dissolved solids that may exist
in infused solution. Furthermoré, SPMS optimally cqntains a miniinal internal volume and
adjusts prveSS»u‘re within the chamber to an accuraty of at least +/-5 psi and a minimum rate of
pressure change greater than 100 psi/sec. ‘Additionally the internal volunie should be readily

cleanable.

A control éystem is idéélly used tb selectively mi)dulate and monitor performance of
SFMS, STMS, and SPMS during the brewing process. Addiiionally, the control’system is able to
be preprogrammed with brewing “formulas” that may be tailored to different personal
preferences and solute. These formulas may be recalled wheri desired thus minimizing the
amount of Iabor, skill and time required t’o reproduce brewing results. Coiitrol system may

include networking Capabilities such as being connected to the internet enabling remote

system monitoring and transmission of brewing “formulas” to the brewing system.

Benefits of the aforementioned system may be derived from inclusion of less than all
three solution control systems: SFMS, STMS and SPMS. For instance a beverage brewing

system may include a STMS and SFMS or an alternate configuration may include a SFMS and

SPMS operably connected to a brewing chamber.

Referring to Figure 1, an exemplary brewing system iOO is shown. Brew.ing system 100
includes SFMS 110, operably'connecte‘d to STMS 120. STMS 120 vis operably connected to
brewing / infusion chamber 130. Infusion chamber 136 is operably connei:ted to SPMS 140. In
operaicion, solvent 111 enters SFMS 110 where it is pumped at a chosen and selectively

modulated rate throughout system 100. Solvent 111 then enters STMS 120 where it is
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selectively thermally modulated to a chosen temperature. Subsequently, solvent 111 enters
infusionvchamber 130 where it comes in contact with solufe 131 creating ‘infused solution 112.
Particulate matter is removed vié filter 132. Infused solution 112 passes through pressure
SPMS 140. SPMS 140 selectively‘modulates the infusion pressure in infusion chamber 130.

Infused solution 112 is then dispensed into container 150.

According to another embodiment, control system 160 is used to independently and
automatically monitér and or modify flow rate, temperature and pressure of the infusion.
Control system 160 modifies flow rate of solvent 111 by accordingly adjusting SFMS 110.

Additionally, control system 160 modulates solvent temperature thrqug.h modulating STMS

© 120. Furthermore control system 160 adjusts pressure of the infusion by-adjusting SPMS 140.

During an infusion, one or more of the aforementioned infusion parameters may be selectively
modified during said infusion. Thi‘s dynamic modification Qf said variables may be utilized to
m'odify'chemicalsi and / or dissolved solids infused into the resulting solution 112 producing a
preferred beverage. Parameters required to produce said preferred beverage may be stdred as

programs or brewing formulas in control system 160 and recalled as desired to reproduce

preferred beverage. Control system 160 may be programmed to provide optimal infusion for

numerous solutes or multiple p.r_eférr.ed infusions with the same solute. To énsure accuracy
and precision during vt‘h'e infusion proce?ss, feedback sensors, not shown, such aé thermometers,
pressure meters, and flow meters méy be positioned throu.gho‘ut brewing ;ystem 100, as
required, providing feédback to the appropriate control devices affordi‘ng them the necessary
data fo modulate aspects of brewing system 100 to ensure programmed infusion conditions are

achieved and maintained.
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Control system 160 may track performanc.e data such as the numbér, volume, and or |
infusion parameters of infused beverages produced by brewing system 100. This data may bé
combined with any recorded system errors or data that could bé used to recommend and/or
perform system maintenance. Data recorded by éonfr_ol system 160 may be accessed on site or

remotely.

As will be commonly understood, brewing system 100 may be reconfigured such that

SFMS 110 and STMS 120 are reversed such that solvent 111 initially flows into STMS 120 where

3

, _modulated_fluid 111 would enter SFMS 110 then flow into infusion chamber 130.

A preferred beverage may be produced by the incorporation of only one or two of the
dynamically adjustable systems; SFMS 110, STMS 120 and SPMS 140. For instance, a preferred
beverage may be pfoduced by a brewing system';lOO that incorpokrates a non-dynamically

controlled SPMS 140 and a dynamically controlled SFMS 110 and STMS 120. Alternately,

brewing system 100 may include a non-dynamically controlled SFMS 110 and SPMS 140 and a

dynamically controlled STMS.

Referring to Figure 2, bevérage brewing system 200 is an alternate configu_ration of
bféwing system 100. In configuration 200, Solvents 202_ and Zbl are pumped by SFMS 210
which is oberably connected to STMS 220. After passiné through STMS 220, thermally
regulated solvents 202 and 201 combine creating solvent 203 and pass into operably connécted

brewing/infusion chamber 230 where infusion of solute 232 and solvent 203 occurs creating
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infusion 204. Infused solution 204 then passes through operably connected SPMS 240 and

enters receptacle 250.

In _configur‘afion 200, SFMS 210_is.c'omp05ed of independently controlled pumping
units 211 and 212 with pump 212 flowing solvent 202 and pump 211 flowing solvent 201. Said
170 pumbs work in tandem to provide an additive flow rate that is equivalent to the total desired |
infusion flow rate. For example, _if desired infusion flow rate is 1 cc/sec, pump 211 may pump
at 0.7 cc/sec and pump 212 may pump at 0.3 cc/sec. SFMS 210 may be independently
controlled or coupled to control system 280 which modulates pumps 211 kand 212 to achieve a
required flow rate of solvents 201 and 202, vrespectively, based on total desiredvflow rate of

175  solvent 203 and desired infusion temperature as explained below.

SFMS 210 is opefably‘cgnnected to STMS 220 where solvent 262 is thermally
modulated by thermal modulator 222 and solvént 201 is thermally modulated by thermél
modulator 221.such that the r'ange of infusion temperatures desired by the user may be
produced thrdugh their selective covmbvination_. Thermal modulatibns provided by thermal

180 | modulators 221 and 222 dictate the solvent temperature range available for an infusidn. For
'exar_nple, if a user desires to perform the infusion between 20° C and iOOf’ C then thlermal
4 modulator 221 may yield solvent 201 at a temperature of 20° C or lower and thermal
modulator 222'h1ay yield solvent 202 at a'temperature 6f 100°C or higher: In practice, to
achieve infusion t_emperatures within this range, SFMS 210 will seleétively pump solvents 201
185 and 202 thlrough STMS.at a rate that satisfies ;che desired overall infusion flow rate and

temperature of solvent 203. ‘For example, assuming a negligible thermal mass of the brewing
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chamber gnd solution conduits, if the user desires an infusion flow rate of 1 cc/sec and an
infusion temperature of 90° C, solvent 201 may be modulated to 100° C and solvent 202
modﬁlated to 20°C. Pump 212“ will flow solvent 202 at a rate of 1/8 cc/sec and pump 211 will
flow solvent 201 at a rate of 7/8 cc/sec. In order to improve accuracy of infusion temperature,
thermal mass and temperature of brewing chamber 230 and solution conduits may be
accounte.d for when determining solvent ?_01 and 202 flow rates. STMS 220 may be connected
to control system 280 Which may modulate and/or"rﬁonitor temperature of the (espective
solvents as necessary. Solvent temperatures may be utilized be control syAstem 280 to
modulate performance of SFMS to achieve desired infusion témperature and flow rate durihg

an infusion.

STMS 220 is operably connected to brewing chamber 230 which is composed of
chamber housing 231, and filter system 233 designed to contain solute 232. Brew chamber
housing 231 may be designed with a removable section thét_readily facilitates the insertion,

removal and replacement of solute 232. In order to facilitate rapid, accurate and dramatic ‘

fluctuations in infusion temperatures, brew chamber 230 is optimally designed with a minimal

thermal mass. Within brewing chamber 230, solvent 203 contacts solute 232 creating solution

204.

Operably connected to brew chamber 230 is SPMS 240 which selectively modulates
infusion pressure via the addition of flow resistance generated by valve 242. As filter 233 and

solute 232 may create a resistance to flow, a pressure monitoring device 241 is inserted
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antecedent solute 232, operéb’l"’y connected to'solvent 203 f_Iow thereby enabling accurate
infusion pressure méasureméﬁt. ‘In order to increaée infusion pressure beyond that pfovided
210 by solute 232 and filter 233, valve 242 may be selectively activated incréas.ing solution 204 flow‘
.resistanée thereby.‘increas'ing.'infusiq'n préssure. Once activated, valve 242 may be sélectively
deactivated, décr’easing flow resistance and thus infusion pressure. Exemplary valves include
needle, butterfly, globe and pinch valves or any other flow impeding‘d'evice capéble of
regulating pressure wifhin brew chamber. Ideal valves are impervious to particulate matter,
215  oils, and other dissolved solids that may exist in infused sofution, possess a minirﬁal internal
vlolume, are readily cleaned a;1d possess a minimal thermal mass. In practice, pressure
monitoringkdevice 241 is used to monitor infuéion pressure and valve 242 modulates infusion
pressure. SPMS 240 may be connected fo control system 280 which may ’rhodulate valve 242
- based on _inpufs f}om. pressure monitoring device 241 to achieve a desired infusion pressure.
220 Operably connected to SPMS 240 is solution receptacle 250 which .contains solution 204-once it

exits beverage brewing system 200.

As will be commonly understood, brewing system 200 may be reconfigured such that
SFMS 210 and STMS 220 are fé&ersed such that solvent 202 and 201 initially flow into STMS 220
where théy are heated to the appropriate temperature before subsequently entering SFMS 210

225  and then flow into infusion chamber 230.

According to another embodiment, control system 280 is used to independently and
automatically modify flow rate, temperature and pressure of the infusion. Control system 280

modifies flow rate of solvents 201 and 202 by accordingly adjusting SFMS 210. Additionally,
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control system 280 modulates solvent temperature through modulation of STMS 220.
Fdrthermore control system 280 adjusts pressure pf the infusion by adjusting SPMS 240.
During an infusion, control system 230 may selectively modify one or more of the
aforementioned infusion’ parameters in' accordanee with user’s desire;. This dynamic
modification may be utilized to modify chemicals and/or dissolved solids infu;ed into the
resulting solutioh produeing a preferred beverage. Parameters required to produce said
preferred beverage may be stored as programs or.brewing formulas in con_trol system 280 and
recalled as desired to reproduce preferred beverage. Control system 280 may be programmed
to provide optimal infusion for numerous solures or multiple' preferred infusions with the same
solute. To ensureaccUracy and precision during the infusion process, feedback sensors, not
svhown, such as thermpmeters, pressdre meters, and 'flow meters may be positioned
throughout brewing system ZOQ, as required, providing feedback to the appropriate control

devices affording them the necessary data"to modulate aspects of brewing system 200 to

ensure programmed infusion conditions are achieved and maintained.

Although the invention is illustrated and described herein with reference to specific

embodiments, the invention is not intended to be limited to the details shown. Rather, various

- madifications may be made in the details within the scope and range of equivalents of the

claims and without departing from the invention.
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a written request for a Filing Receipt Correction. Please provide a copy of this Filing Receipt with the
changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please submit
any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the reply
to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections

Applicant(s)
Gideon Williams Duvall, Boca Raton, FL;
Power of Attorney: None

If Required, Foreign Filing License Granted: 08/29/2012

The country code and number of your priority application, to be used for filing abroad under the Paris Convention,
is US 61/742,688

Projected Publication Date: None, application is not eligible for pre-grant publication
Non-Publication Request: No

Early Publication Request: No
** SMALL ENTITY **
Title

Systems and method for brewing beverages with independently controlled flow rate, temperature and
pressure

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing

of patent applications on the same invention in member countries, but does not result in a grant of "an international
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patent” and does not eliminate the need of applicants to file additional documents and fees in countries where patent
protection is desired.

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific
foreign countries to ensure that patent rights are not lost prematurely.

Applicants also are advised that in the case of inventions made in the United States, the Director of the USPTO must
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application
serves as a request for a foreign filing license. The application's filing receipt contains further information and
guidance as to the status of applicant's license for foreign filing.

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents” (specifically, the
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html.

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative,
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may
call the U.S. Government hotline at 1-866-999-HALT (1-866-999-4158).

LICENSE FOR FOREIGN FILING UNDER
Title 35, United States Code, Section 184

Title 37, Code of Federal Regulations, 5.11 & 5.15
GRANTED

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under
37 CFR 5.13 or 5.14.

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This
license is not retroactive.

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter

as imposed by any Government contract or the provisions of existing laws relating to espionage and the national

security or the export of technical data. Licensees should apprise themselves of current regulations especially with

respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of

State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and
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Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of
Treasury (31 CFR Parts 500+) and the Department of Energy.

NOT GRANTED

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12,
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b).

SelectUSA

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location
for business investment, innovation and commercialization of new technologies. The USA offers tremendous
resources and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation

works to encourage, facilitate, and accelerate business investment. To learn more about why the USA is the best

country in the world to develop technology, manufacture products, and grow your business, visit SelectUSA.gov.
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