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(57) 	 ABSTRACT 

The present invention relates to an objective lens driver 
including: a support base formed of a magnetic material, 
comprising a base portion, a support shaft projected from the 
base portion, and a pair of yokes respectively projected in 
the same direction as the support shaft from both side edges 
of the base portion and located oppositely to each other with 
the support shaft therebetween, the yokes having opposed 
surfaces to which magnets are fitted; and a movable portion 
supported on the support shaft of the support base so as to 
be turnable around the axis of the support shaft and slidable 
in the axial direction of the support shaft, holding an 
objective lens having an optical axis substantially coinciding 
with the axial direction of the support shaft, and comprising 
a focusing coil supplied with a driving current at the time of 
focusing control of laser light radiated onto a disk type 
recording medium through the objective lens, and at least a 
pair of tracking coils supplied with a driving current at the 
time of tracking control of the laser light, wherein the 
magnets, the yokes, the base portion, and the support shaft 
form a magnetic circuit. 
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PRESENT RELATED RELATED RELATED 
INVENTION ART ART ART 

SYSTEM AXIAL AXIAL 
WIRE SLIDING 

 LEAF 
SLIDING SPRING 

FOCUSING ACCELERATION 
SENSITIVITY (G/V) 9.6 4.7 9.6 10.8 

TRACKING ACCELERATION 
SENSITIVITY (G/V) 9.6 7.5 4 6. 5 
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OBJECTIVE LENS DRIVER AND DISK DRIVE 
DEVICE COMPRISING THE SAME 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates to an objective lens 
driver and a disk drive device comprising the same. More 
particularly, the invention relates to an objective lens driver 
in which a movable portion is turnably and slidably sup-
ported on a support shaft, and a disk drive device comprising 
the same. 

[0002] A disk drive device for recording and reproduction 
of a signal recorded on a disk type recording medium such 
as an optical disk is known. Such a disk drive device 
comprises an optical pickup which is moved in the radial 
direction of the disk type recording medium and irradiates 
the disk type recording medium with laser light. 

[0003] Such an optical pickup is provided with an objec-
tive lens driver comprising an objective lens, and focusing 
control and tracking control are performed by the objective 
lens driver at the time of recording or reproduction of signals 
on the disk type recording medium, whereby a spot of the 
laser light radiated onto the disk type recording medium 
through the objective lens is focused on a recording track. 

[0004] As an objective lens driver, there is known a 
so-called axial sliding type objective lens driver in which a 
movable portion is supported on a support shaft so as to be 
turnable around the axis thereof and slidable in the axial 
direction, and focusing control and tracking control are 
performed by moving the movable portion relative to the 
disk type recording medium. Such an axial sliding type 
objective lens driver has the merits that the weight balance 
of the movable portion on the support shaft is good, aseis-
matic property in the tracking direction is excellent, dis-
placement of the movable portion in the tracking direction 
relative to the support shaft by its own weight would not 
easily occur, and, further, skewing in the operating condition 
is little. 

[0005] However, the related-art axial sliding type objec-
tive lens driver has the problems that, since a pair of inside 
yokes, a pair of magnets and a pair of outside yokes are 
disposed on the opposite sides with respect to the support 
shaft, the number of components is large, a reduction in size 
is difficult, and the manufacturing cost is high. 

SUMMARY OF THE INVENTION 

[0006] Accordingly, it is an object of the present invention 
to contrive a reduction in the size of an objective lens driver 
and a disk drive device comprising the same, while securing 
good characteristics of the objective lens driver. 

[0007] In accordance with one aspect of the present inven-
tion, there is provided an objective lens driver including: a 
support base formed of a magnetic material, comprising a 
base portion, a support shaft projected from the base portion, 
and a pair of yokes respectively projected in the same 
direction as the support shaft from both side edges of the 
base portion and located oppositely to each other with the 
support shaft therebetween, the yokes having opposed sur-
faces to which magnets are fitted; and a movable portion 
supported on the support shaft of the support base so as to 
be turnable around the axis of the support shaft and slidable 
in the axial direction of the support shaft, holding an 

objective lens having an optical axis substantially coinciding 
with the axial direction of the support shaft, and comprising 
a focusing coil supplied with a driving current at the time of 
focusing control of laser light radiated onto a disk type 
recording medium through the objective lens, and at least a 
pair of tracking coils supplied with a driving current at the 
time of tracking control of the laser light, wherein the 
magnets, the yokes, the base portion, and the support shaft 
form a magnetic circuit. 

[0008] Since no yoke is required on the inside of the 
magnets as a component of a magnetic circuit in the objec-
tive lens driver, it is possible to contrive a reduction in the 
size of the objective lens driver and to secure good sensi-
tivity. 

[0009] Preferably, the objective lens driver further 
includes: a magnetic member formed in a roughly ring form, 
including a pair of projection portions maximum in outside 
diameter with a central portion therebetween, and fitted to 
the movable portion, the pair of projection portions being 
respectively attracted toward central portions of the magnets 
so as thereby to hold the movable portion in a neutral 
position in a focusing direction and in a tracking direction. 
Therefore, in each case where the movable portion is moved 
in the focusing direction or in the tracking direction, a force 
for moving the movable portion toward its neutral position 
is generated by the magnetic member, so that the movable 
portion is appropriately maintained in its neutral position in 
the focusing direction and the tracking direction by a 
required minimum number of members. 

[0010] Moreover, only if the magnetic member having a 
roughly ring shape is provided with a predetermined con-
figuration to be fitted to the movable portion, then it is 
possible to appropriately, reliably hold the movable portion 
in a neutral position. Therefore, it is possible to contrive a 
reduction in production cost through a reduction in the 
number of component parts and an enhancement of working 
efficiency. 

[0011] Preferably, the yokes are each provided with cover 
portions formed of a magnetic material, the cover portions 
covering surfaces at least on one side of the magnets in a 
direction orthogonal to the axial direction of the support 
shaft and orthogonal to a direction connecting the yokes. 
Therefore, since the magnetic fluxes generated from end 
portions of the magnets are returned to the magnets through 
the cover portions, flux leakage can be restrained, and an 
enhancement of driving efficiency of the objective lens 
driver can be contrived. 

[0012] Preferably, the objective lens driver further 
includes: a cover formed of a magnetic material located on 
the opposite side of the base portion of the support base with 
respect to the movable portion and covering the movable 
portion, wherein an end edge on the objective lens side of the 
cover is bent to the side of the movable portion to form a 
bent portion. Therefore, leaking fluxes directed toward the 
recording surface side of the disk type recording medium are 
taken in through the bent portions, and the effects of the 
leaking fluxes on a reproduction operation and a recording 
operation can be obviated, so that more appropriate repro-
duction and recording operations can be contrived. 

[0013] In accordance with another aspect of the present 
invention, there is provided a disk drive device in which a 
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disk type recording medium fitted to a disk table is rotated 
by a driving motor, and a recording surface of the rotated 
disk type recording medium is irradiated with laser light 
through an objective lens of an objective lens driver, the 
objective lens driver including: a support base formed of a 
magnetic material, including a base portion, a support shaft 
projected from the base portion, and a pair of yokes respec-
tively projected in the same direction as the support shaft 
from both side edges of the base portion and located 
oppositely to each other with the support shaft therebetween, 
the yokes having opposed surfaces to which magnets are 
fitted; and a movable portion supported on the support shaft 
of the support base so as to be turnable around the axis of the 
support shaft and slidable in the axial direction of the 
support shaft, holding the objective lens having an optical 
axis substantially coinciding with the axial direction of the 
support shaft, and including a focusing coil supplied with a 
driving current at the time of focusing control of laser light 
radiated onto the disk type recording medium through the 
objective lens, and at least a pair of tracking coils supplied 
with a driving current at the time of tracking control of the 
laser light, wherein the magnets, the yokes, the base portion, 
and the support shaft form a magnetic circuit. 

[0014] Since no yoke is required on the inside of the 
magnets as a component of the magnetic circuit in the 
objective lens driver provided in the disk drive device, it is 
possible to contrive a reduction in the size of the disk drive 
device through a reduction in the size of the objective lens 
driver, to secure good sensitivity of the objective lens driver, 
and to enhance the reliability of the disk drive device. 

[0015] Preferably, the disk drive device further includes: a 
magnetic member formed in a roughly ring form, compris-
ing a pair of projection portions maximum in outside diam-
eter with a central portion therebetween, and fitted to the 
movable portion, the pair of projection portions being 
respectively attracted toward central portions of the magnets 
so as thereby to hold the movable portion in a neutral 
position in a focusing direction and in a tracking direction. 
Therefore, in each case where the movable portion is moved 
in the focusing direction or in the tracking direction, a force 
for moving the movable portion toward its neutral position 
is generated by the magnetic member, so that the movable 
portion is appropriately maintained in its neutral position in 
the focusing direction and the tracking direction by a 
required minimum number of members. 

[0016] Moreover, only if the magnetic member having a 
roughly ring shape is provided with a predetermined con-
figuration to be fitted to the movable portion, then it is 
possible to appropriately, reliably hold the movable portion 
in a neutral position. Therefore, it is possible to contrive a 
reduction in production cost through a reduction in the 
number of component parts and an enhancement of working 
efficiency. 

[0017] Preferably, the yokes are each provided with cover 
portions formed of a magnetic material, the cover portions 
covering surfaces at least on one side of the magnets in a 
direction orthogonal to the axial direction of the support 
shaft and orthogonal to a direction connecting the yokes. 
Therefore, since the magnetic fluxes generated from end 
portions of the magnets are returned to the magnets through 
the cover portions, flux leakage can be restrained, and an 
enhancement of driving efficiency of the objective lens 
driver can be contrived. 

[0018] Preferably, the disk drive device further includes: a 
cover formed of a magnetic material located on the opposite 
side of the base portion of the support base with respect to 
the movable portion and covering the movable portion, 
wherein an end edge on the objective lens side of the cover 
is bent to the side of the movable portion to form a bent 
portion. Therefore, leaking fluxes directed toward the 
recording surface side of the disk type recording medium are 
taken in through the bent portions, and the effects of the 
leaking fluxes on a reproduction operation and a recording 
operation can be obviated, so that more appropriate repro-
duction and recording operations can be contrived. 

[0019] The above and other objects, features and advan-
tages of the present invention will become apparent from the 
following description and appended claims, taken in con-
junction with the accompanying drawings which show by 
way of example some preferred embodiments of the inven-
tion. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0020] FIGS. 1 to 15 show embodiments of the present 
invention, in which: 

[0021] FIG. 1 is a general perspective view of a disk drive 
device shown together with a disk cartridge; 

[0022] FIG. 2 is a general perspective view of the inside 
structure of the disk drive device; 

[0023] FIG. 3 is an enlarged perspective view of an 
objective lens driver showing a cover in a separated state; 

[0024] FIG. 4 is an enlarged exploded perspective view of 
the objective lens driver; 

[0025] FIG. 5 is an enlarged plan view of the objective 
lens driver, with the cover removed; 

[0026] FIG. 6 is a sectional view taken along line VI-VI 
of FIG. 5, with the cover fitted; 

[0027] FIG. 7 is a sectional view taken along line VII-VII 
of FIG. 5, with the cover fitted; 

[0028] FIG. 8 is a conceptual view showing a magnetic 
flux distribution; 

[0029] FIGS. 9 and 10 show operations in a tracking 
direction of a movable portion, in which FIG. 9 is an 
enlarged plan view showing the condition where the mov-
able portion is turned in the direction Ti, and FIG. 10 is an 
enlarged plan view showing the condition where the mov-
able portion is turned in the direction T2; 

[0030] FIGS. 11 and 12 show operations in a focusing 
direction of the movable portion, in which FIG. 11 is an 
enlarged sectional view showing the condition where the 
movable portion is moved in the direction Fl, and FIG. 12 
is an enlarged sectional view showing the condition where 
the movable portion is moved in the direction F2; 

[0031] FIG. 13 shows the experimental results of mea-
surement of acceleration sensitivities; 

[0032] FIG. 14 is a conceptual view showing a modified 
embodiment of the objective lens driver; and 

[0033] FIG. 15 is a conceptual view showing another 
modified embodiment of the objective lens driver. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0034] Now, embodiments of an objective lens driver and 
a disk drive device including the same according to the 
present invention will be described below referring to the 
accompanying drawings. In the following embodiments, the 
present invention is applied to a disk drive device capable of 
reproduction of a disk type recording medium (magneto-
optical disk) having a diameter of about 64 mm, and an 
objective lens driver provided therein. 

[0035] The disk drive device 1 includes desired compo-
nent members and mechanisms disposed in a thin box like 
housing 2, and a front surface of the housing 2 is provided 
with a rectangular load/eject port 2a (See FIGS. 1 and 2). 
A door 3 for opening and closing the load/eject port 2a is 
supported on the housing 2 (See FIG. 1), and the door 3 is 
operated to open the load/eject port 2a when a disk cartridge 
100 is loaded into the housing 2 or is ejected from the 
housing 2. 

[0036] The disk cartridge 100 includes a flat case body 
101 in which a disk type recording medium 102 having a 
diameter of about 64 mm is rotatably contained (See FIG. 
1).  

[0037] Operation buttons 4 for displaying various func-
tions are disposed at predetermined positions of the housing 
2 (See FIG. 1). For example, reproduction, stoppage of 
operation, change of sound volume, ejection of the disk 
cartridge from the housing 2, various editing functions and 
the like are performed by operating the operation buttons 4. 

[0038] A chassis 5 is disposed in the housing 2 (See FIG. 
2). A driving motor (spindle motor) which is not shown is 
disposed on the lower side of a substantially central portion 
of the chassis 5, and a disk table 6 is fixed to a motor shaft 
of the driving motor. 

[0039] The chassis 5 is provided with a disposition hole 
5a, and the disk table 6 is projected to the upper side of the 
chassis 5 through the disposition hole 5a (See FIG. 2). 

[0040] A lead screw 7 and guide shafts 8 are disposed in 
parallel with each other on the lower side of the chassis 5 
(See FIG. 2). At a position corresponding to the disposition 
hole 5a of the chassis 5, an optical pickup 9 is supported so 
as to be movable in the radial direction of the disk type 
recording medium 102 fitted to the disk table 6. 

[0041] The optical pickup 9 includes required members 
disposed on a movable base 10. In the optical pickup 9, one 
end portion of the movable base 10 is screw engaged with 
the lead screw 7, and both end portions of the movable base 
10 are slidably supported on the guide shafts 8. The optical 
pickup 9 is moved in the radial direction of the disk type 
recording medium 102 while being guided by the guide 
shafts 8, by rotation of the lead screw 7. 

[0042] The objective lens driver 11 includes a support base 
12 and a movable portion 13 supported by the support base 
12 (See FIGS. 3 to 7). 

[0043] The support base 12 includes a base portion 14, 
yokes 15 respectively bent upwards from both side edges of 
the base portion 14, and a support shaft 16 projected 
upwards from a substantially central portion of the base 
portion 14. 

[0044] The yoke 15 includes a main surface portion 15a, 
and cover portions 15b bent oppositely, inwardly from both 
edges in the longitudinal direction of the main surface 
portion 15a, and engaging projection portions 15c are pro-
vided on the upper side of and in connection with the cover 
portions 15b. Positioning projection portions 15d are pro-
vided at lower end portions and on the inner surface sides of 
the main surface portions 15a. 

[0045] Magnets 17 are fixed on the inside surfaces of the 
yokes 15, respectively. The magnets 17 have the same pole 
on their surfaces facing to each other, and their surfaces on 
the side of the support shaft 16 are S poles (See FIG. 5). The 
facing surfaces of the magnets 17 may be N poles. 

[0046] The magnets 17 are respectively fitted to the inside 
surfaces of the yokes 15 by, for example, adhesion. The 
magnets 17 are positioned in the vertical direction by the 
positioning projection portions 15d of the support base 12. 
Of each of the magnets 17, the two surfaces orthogonal to 
the surface fitted to the yokes 15 are covered by the cover 
portions 15b (See FIG. 3). 

[0047] The movable portion 13 includes required mem-
bers fitted to a bobbin 18. 

[0048] The bobbin 18 is formed of a resin material, and 
includes a main body portion 19 and a lens holder portion 20 
projected to the front side from the main body portion 19. 

[0049] The main body portion 19 includes an upper sur-
face portion 19a, side surface portions 19b respectively 
projected downwards from both side edges of the upper 
surface portion 19a, and a rear surface portion 19c projected 
downwards from the rear edge of the upper surface portion 
19a, and a balancer fitting portion 19d is projected to the rear 
side from the lower edge of the rear surface portion 19c. A 
supported tube portion 19e projected downwards is provided 
at a substantially central portion of the upper surface portion 
19a (See FIGS. 6 and 7). 

[0050] Of the inside surfaces of the side surface portions 
19b, front half portions 19f are inclined to be displaced 
outwards as the front side is approached, and are increased 
in thickness that much to form front side ribs 19g (See FIG. 
5). Besides, of the inside surfaces of the side surface portions 
19b, rear half portions 19h are inclined to be displaced 
outwards as the rear side is approached, and are increased in 
thickness that much to form rear side ribs 19i (See FIG. 5). 

[0051] The lens holder portion 20 is provided with a 
through-hole 20a, and three lens holding projection portions 
20b are provided at the circumferential edge of the through-
hole 20a. 

[0052] A balancer 21 having a circular cylindrical shape is 
fitted to the balancer fitting portion 19d of the bobbin 18 
(See FIGS. 4 and 6). 

[0053] An objective lens 22 is held on the lens holder 
portion 20 of the bobbin 18 in the state of being pressed by 
the three holding projection portions 20b from the periphery 
thereof. 

[0054] A coil body 23 is fitted to the lower surface of the 
upper surface portion 19a of the bobbin 18 (See FIGS. 4 to 
7). The coil body 23 has a structure in which pairs of 
tracking coils 25 are fitted respectively to both side portions 
24a of a focusing coil 24 wound in a roughly prismatic form 
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with its axial direction set vertical. Of side portions 24a of 
the focusing coil 24, front side portions 24b are inclined to 
be displaced outwards as the rear side is approached, and 
rear side portions 24c are inclined to be displaced outwards 
as the front side is approached (See FIGS. 4 and 5). 

[0055] The tracking coils 25 located on the front side are 
fitted respectively to the front side portions 24b of the 
focusing coil 24, and front end portions thereof are projected 
forwards from the front end of the focusing coil 24. The 
tracking coils 25 located on the rear side are fitted respec-
tively to the rear side portions 24c of the focusing coil 24, 
and rear end portions thereof are projected rearwards from 
the rear end of the focusing coil 24. Since the side portions 
24a of the focusing coil 24 are inclined as described above, 
the tracking coils 25 are in the state of being inclined along 
the front side portions 24b or the rear side portions 24c of the 
focusing coil 24. 

[0056] A magnetic member 26 formed of a linear magnetic 
metal material is fitted to the supported tube portion 19e of 
the bobbin 18 (See FIGS. 4 to 7). The magnetic member 26 
is roughly ring shaped with the rear side opened, and a pair 
of projection portions 26a maximum in outside diameter are 
formed on both left and right sides, with a central portion 
therebetween, of the magnetic member 26. The magnetic 
member 26 is fitted to the supported tube portion 19e so that 
the projection portions 26a are located correspondingly to 
positions between the front side portions 24b and the rear 
side portions 24c of the focusing coil 24 (See FIG. 5). 
[0057] With the support shaft 16 inserted in the supported 
tube portion 19e, the movable portion 13 is supported on the 
support shaft 16 so as to be slidable in the axial direction of 
the support shaft 16 and turnable around the axis of the 
support shaft 16 (See FIGS. 3, 5, 6 and 7). The axial 
direction of the support shaft 16 is a focusing direction in 
which focusing control for the disk type recording medium 
102 is performed, and the direction around the axis of the 
support shaft 16 is a tracking direction in which tracking 
control for the disk type recording medium 102 is per-
formed. 

[0058] In the condition where the movable portion 13 is 
supported on the support shaft 16, the magnets 17 are 
opposedly located directly on the outside of the side surface 
portions 19b of the bobbin 18 (See FIG. 7). In the condition 
where the movable portion 13 is supported on the support 
shaft 16, one end portion 27a of a flexible printed substrate 
27 is fitted to the bobbin 18, and the other end portion 27b 
of the flexible printed substrate 27 is fitted to the base 
portion 14 of the support base 12. The one end portion 27a 
of the flexible printed substrate 27 fitted to the bobbin 18 is 
electrically connected to the focusing coil 24 and the track-
ing coils 25, whereas the other end portion 27b of the 
flexible printed substrate 27 fitted to the base portion 14 is 
connected to a driving circuit (not shown) for operating the 
objective lens driver 11. 

[0059] In the condition where the movable portion 13 is 
supported on the support shaft 16, portions 25a, of the 
tracking coil 25, projected forwards from the front end of the 
focusing coil 24 are located correspondingly to the cover 
portions 15b located on the front side of the yoke 15, 
whereas portions 25b, of the tracking coils 25, projected 
rearwards from the rear end of the focusing coil 24 are 
located correspondingly to the cover portions 15b located on 
the rear side of the yoke 15. 

[0060] A cover 28 for covering the movable portion 13 is 
fitted to the support base 12. The cover 28 includes a top 
plate portion 29 and side plate portions 30 projected down-
wards from both left and right side edges of the top plate 
portion 29, which are integrally formed of a magnetic metal 
material. Of the cover 28, the portions where the top plate 
portion 29 and the side plate portions 30 are in continuation 
are provided with engaging holes 28a spaced from each 
other in the front-rear direction. The front edge of the top 
plate portion 29 is formed as a bent portion 29a which is bent 
downwards. 

[0061] The cover 28 is fitted to the support base 12 by 
engaging the engaging projection portions 15c of the support 
base 12 to the engaging holes 28a, respectively (See FIG. 
7). 

[0062] Now, the operation of the disk drive device 1 will 
be described below. 

[0063] When the disk cartridge 100 is inserted through the 
load/eject port 2a of the housing 2, the disk type recording 
medium 102 is fitted to the disk table 6 and the operation 
button (reproduction button) 4 is operated, the disk type 
recording medium 102 is rotated attendant on the rotation of 
the disk table 6 by the driving of the driving motor. With the 
disk type recording medium 102 rotated, laser light is 
emitted from a semiconductor laser (not shown) of the 
optical pickup 9, and a signal recording surface of the disk 
type recording medium 102 is irradiated with the laser light 
through the objective lens 22 (See FIG. 6). 

[0064] The laser light with which the signal recording 
surface of the disk type recording medium 102 is irradiated 
is incident on a light detector (not shown) of the optical 
pickup 9 as return light, and photo-electric transformation is 
conducted to reproduce an information signal. At this time, 
focusing control is conducted by supplying an electric 
current to the focusing lens 24 and tracking control is 
conducted by supplying an electric current to the tracking 
coils 25 so that a spot of the laser light is focused on a 
recording track of the disk type recording medium 102. 

[0065] At the time of the focusing control, the movable 
portion 13 is operated in the axial direction of the support 
shaft 16 so that the spot of the laser light radiated through the 
objective lens 22 is focused on the signal recording surface 
of the disk type recording medium 102. At the time of the 
tracking control, the movable portion 13 is turned around the 
axis of the support shaft 16 so that the spot of the laser light 
radiated through the objective lens 22 is focused on the 
signal recording surface of the disk type recording medium 
102. 

[0066] In the objective lens driver 11, a magnetic circuit 
passing through the magnets 17, the yokes 15, the base 
portion 14 and the support shaft 16 to return to the magnets 
17 is formed, when the movable portion 13 is operated in the 
axial direction of the support shaft 16 or around the axis of 
the support shaft 16 according to the electric current passing 
through the focusing coil 24 or the tracking coils 25. 

[0067] In the objective lens driver 11, the yokes 15 are 
provided with the cover portions 15b, and magnetic fluxes 
emitted from front end portions or rear end portions of the 
magnets 17 are returned to the magnets 17 by the cover 
portions 15b (See A in FIG. 8). Therefore, magnetic flux 
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leakage can be restrained, and an enhancement of driving 	movable portion 13 is turned in the direction T2 to return to 
efficiency of the objective lens driver 11 can be contrived, 	the neutral position thereof (See FIG. 5). 

[0068] At the time of the tracking control, the movable 
portion 13 is turned around the axis of the support shaft 16. 
In this case, since the tracking coils 25 are in the state of 
being inclined along the front side portions 24b or the rear 
side portions 24c of the focusing coil 24, the tracking coils 
25 on one side located on the front and rear sides in the 
turned state approach to the condition of being parallel to the 
magnets 17 (See FIGS. 9 and 10). Therefore, the tracking 
coils 25 on one side are located at portions where the flux 
density is high, so that driving efficiency in the tracking 
direction is enhanced. At this time, the front side portion 24b 
on one side and the rear side portion 24c on one side of the 
focusing coil 24 also approach to the condition of being 
parallel to the magnets 17, so that driving efficiency in the 
focusing direction is enhanced. 

[0069] At the time of the tracking control, the movable 
portion 13 is turned in the tracking direction according to the 
relationship between the currents flowing vertically through 
the portions corresponding to central portions of the magnets 
17 of the currents flowing through the tracking coils 25, and 
the magnetic fields, and a force in the direction opposite to 
the turning direction of the movable portion 13 would be 
generated by the currents flowing vertically through the 
portions 25a, 25b projected from the focusing coil 24 of the 
tracking coils 25. 

[0070] In the objective lens driver 11, however, the por-
tions 25a, 25b of the tracking coils 25 are located corre-
spondingly to the cover portions 15b of the yokes 15, and the 
directions of the magnetic fluxes are deflected by the cover 
portions 15b so as to generate driving forces in the turning 
direction of the movable portion 13 (See B in FIG. 8). 
Therefore, the driving forces in the directions for assisting 
the turning of the movable portion 13 are generated, so that 
an enhancement of the driving efficiency in the tracking 
direction can be contrived. 

[0071] When the focusing control or the tracking control 
is conducted in the objective lens driver 11, the movable 
portion 13 is operated relative to the support shaft 16, as 
described above. In this case, since the side surface portions 
19b of the movable portion 13 are provided with the front 
side ribs 19g and the rear side ribs 19i with an increase in 
thickness and an increase in stiffness, resonance can be 
prevented from being generated at the time of operation of 
the movable portion 13. 

[0072] FIGS. 9 and 10 show the operations of the mov-
able portion 13 in the tracking direction. 

[0073] FIG. 9 shows the condition where the tracking 
control is performed and the movable portion 13 is moved 
in the direction Ti. Since the tracking coils 25 are supplied 
with electric currents in such directions as to move the 
movable portion 13 in the direction Ti, the movable portion 
13 is moved in the direction Ti from a neutral position 
thereof; in this case, a force in the direction T2 in which the 
projection portions 26a of the magnetic member 26 are 
pulled toward central portions of the magnetic fluxes gen-
erated from the magnets 17 is generated in the movable 
portion 13. Therefore, when the supply of the electric 
currents to the tracking coils 25 in such directions as to move 
the movable portion 13 in the direction Ti is stopped, the 

[0074] FIG. 10 shows the condition where the tracking 
control is performed and the movable portion 13 is moved 
in the direction T2. Since the tracking coils 25 are supplied 
with electric currents in such directions as to move the 
movable portion 13 in the direction T2, the movable portion 
13 is moved in the direction T2 from the neutral position 
thereof; in this case, a force in the direction Ti in which the 
projection portions 26a of the magnetic member 26 are 
pulled toward central portions of the magnetic fluxes gen-
erated from the magnets 17 is generated in the movable 
portion 13. Therefore, when the supply of the electric 
currents to the tracking coils 25 in such directions as to move 
the movable portion 13 in the direction T2 is stopped, the 
movable portion 13 is turned in the direction Ti to return to 
the neutral position thereof (See FIG. 5). 

[0075] FIGS. 11 and 12 show movements of the movable 
portion 13 in the focusing direction. 

[0076] FIG. 11 shows the condition where focusing con-
trol is performed and the movable portion 13 is moved in the 
direction F1. Since the focusing coil 24 is supplied with an 
electric current in such a direction as to move the movable 
portion 13 in the direction F1, the movable portion 13 is 
moved in the direction F1 from a neutral position thereof; in 
this case, a force in the direction F2 in which the projection 
portions 26a of the magnetic member 26 are pulled toward 
central portions of the magnetic fluxes generated from the 
magnets 17 is generated in the movable portion 13. There-
fore, when the supply of electric current to the focusing coil 
24 in such a direction as to move the movable portion 13 in 
the direction F1 is stopped, the movable portion 13 is moved 
in the direction F2 to return to the neutral position thereof 
(See FIG. 7). 

[0077] FIG. 12 shows the condition where the focusing 
control is performed and the movable portion 13 is moved 
in the direction F2. Since the focusing coil 24 is supplied 
with an electric current in such a direction as to move the 
movable portion 13 in the direction F2, the movable portion 
13 is moved in the direction F2 from the neutral position 
thereof; in this case, a force in the direction F1 in which the 
projection portions 26a of the magnetic member 26 are 
pulled toward the central portions of the magnetic fluxes 
generated from the magnets 17 is generated in the movable 
portion 13. Therefore, when the supply of the electric current 
to the focusing coil 24 in such a direction as to move the 
movable portion 13 in the direction F2 is stopped, the 
movable portion 13 is moved in the direction F1 to return to 
the neutral position thereof (See FIG. 7). 

[0078] As has been described above, in each case where 
the movable portion 13 is moved in the focusing direction or 
the tracking direction from the neutral position thereof, a 
force for moving the movable portion 13 toward the neutral 
position is generated by the magnetic member 26 fitted to the 
supported tube portion 19e of the bobbin 18, so that the 
movable portion 13 is appropriately held in the neutral 
position in the focusing direction and the tracking direction 
by a required minimum number of members. 

[0079] In addition, the holding of the movable portion 13 
in its neutral position can be achieved appropriately and 
securely by simply forming the linear magnetic member 26 
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into a predetermined shape and fitting it to the bobbin 18. 
Therefore, it is possible to contrive a reduction in production 
cost through a reduction in the number of component parts 
and an enhancement of working efficiency. 

[0080] As has been described above, in the disk drive 
device 1, no yoke is required on the inside of the magnets 17 
as a component element of a magnetic circuit of the objec-
tive lens driver 11. Accordingly, it is possible to contrive a 
reduction in size and to secure good sensitivity. 

[0081] FIG. 13 shows the experimental results of mea-
surement of focusing acceleration sensitivity and tracking 
acceleration sensitivity, for the objective lens driver 11 
according to the present invention and three kinds of objec-
tive lens drivers according to the related art. The objective 
lens drivers according to the related art are one of the same 
axial sliding type as the objective lens driver 11, one of the 
type in which a movable portion is supported on a fixed 
portion by a wire, and one of the type in which a movable 
portion is supported on a fixed portion by a leaf spring. The 
focusing acceleration sensitivity and the tracking accelera-
tion sensitivity are given in acceleration (G) per unit volt 
(V); as the value is higher, bearable force is higher and the 
sensitivity is better. 

[0082] As shown in FIG. 13, the objective lens driver 11 
according to the present invention has good sensitivity, and 
has a good balance between the sensitivity in focusing and 
the sensitivity in tracking. 

[0083] While the objective lens driver 11 in which two 
tracking coils 25 each are fitted to both side portions 24a of 
the focusing coil 24 has been shown in the above descrip-
tion, one focusing coil each may be provided at both side 
portions 24a of the focusing coil 24. In that case, in order to 
hold good sensitivity and secure appropriate operations, the 
tracking coils 25 must be disposed at symmetrical positions 
with respect to the center of the focusing coil 24, as shown 
in FIGS. 14 and 15. 

[0084] The concrete shapes and structures of components 
shown in the embodiments above are merely concrete 
examples in carrying out the present invention, and these are 
not to be construed as limitative of the technical scope of the 
invention. 

What is claimed is: 
1. An objective lens driver comprising: 

a support base formed of a magnetic material, comprising 
a base portion, a support shaft projected from said base 
portion, and a pair of yokes respectively projected in 
the same direction as said support shaft from both side 
edges of said base portion and located oppositely to 
each other with said support shaft therebetween, said 
yokes having opposed surfaces to which magnets are 
fitted; and 

a movable portion supported on said support shaft of said 
support base so as to be turnable around the axis of said 
support shaft and slidable in the axial direction of said 
support shaft, holding an objective lens having an 
optical axis substantially coinciding with the axial 
direction of said support shaft, and comprising a focus-
ing coil supplied with a driving current at the time of 
focusing control of laser light radiated onto a disk type 
recording medium through said objective lens, and at 

least a pair of tracking coils supplied with a driving 
current at the time of tracking control of said laser light, 

wherein said magnets, said yokes, said base portion, and 
said support shaft form a magnetic circuit. 

2. An objective lens driver according to claim 1, further 
comprising: 

magnetic member formed in a roughly ring form, 
comprising a pair of projection portions maximum in 
outside diameter with a central portion therebetween, 
and fitted to said movable portion, said pair of projec-
tion portions being respectively attracted toward cen-
tral portions of said magnets so as thereby to hold said 
movable portion in a neutral position in a focusing 
direction and in a tracking direction. 
An objective lens driver according to claim 1, 

wherein said yokes are each provided with cover portions 
formed of a magnetic material, said cover portions 
covering surfaces at least on one side of said magnets 
in a direction orthogonal to the axial direction of said 
support shaft and orthogonal to a direction connecting 
said yokes. 

4. An objective lens driver according to claim 1, further 
comprising: 

a cover formed of a magnetic material located on the 
opposite side of said base portion of said support base 
with respect to said movable portion and covering said 
movable portion, 

wherein an end edge on the objective lens side of said 
cover is bent to the side of said movable portion to form 
a bent portion. 

5. A disk drive device in which a disk type recording 
medium fitted to a disk table is rotated by a driving motor, 
and a recording surface of said rotated disk type recording 
medium is irradiated with laser light through an objective 
lens of an objective lens driver, 

said objective lens driver comprising: 

a support base formed of a magnetic material, com-
prising a base portion, a support shaft projected from 
said base portion, and a pair of yokes respectively 
projected in the same direction as said support shaft 
from both side edges of said base portion and located 
oppositely to each other with said support shaft 
therebetween, said yokes having opposed surfaces to 
which magnets are fitted; and 

a movable portion supported on said support shaft of 
said support base so as to be turnable around the axis 
of said support shaft and slidable in the axial direc-
tion of said support shaft, holding said objective lens 
having an optical axis substantially coinciding with 
the axial direction of said support shaft, and com-
prising a focusing coil supplied with a driving cur-
rent at the time of focusing control of laser light 
radiated onto said disk type recording medium 
through said objective lens, and at least a pair of 
tracking coils supplied with a driving current at the 
time of tracking control of said laser light, 

wherein said magnets, said yokes, said base portion, and 
said support shaft form a magnetic circuit. 
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6. A disk drive device according to claim 5, further 
comprising: 

a magnetic member formed in a roughly ring form, 
comprising a pair of projection portions maximum in 
outside diameter with a central portion therebetween, 
and fitted to said movable portion, said pair of projec-
tion portions being respectively attracted toward cen-
tral portions of said magnets so as thereby to hold said 
movable portion in a neutral position in a focusing 
direction and in a tracking direction. 

7. A disk drive device according to claim 5, 

wherein said yokes are each provided with cover portions 
formed of a magnetic material, said cover portions 
covering surfaces at least on one side of said magnets 
in a direction orthogonal to the axial direction of said 
support shaft and orthogonal to a direction connecting 
said yokes. 

8. A disk drive device according to claim 5, further 
comprising: 

a cover formed of a magnetic material located on the 
opposite side of said base portion of said support base 
with respect to said movable portion and covering said 
movable portion, 

wherein an end edge on the objective lens side of said 
cover is bent to the side of said movable portion to form 
a bent portion. 

9. An objective lens driver comprising: 

a base formed of a magnetic material, comprising a 
support shaft projected in the optical axis direction of 
an objective lens, and at least a pair of magnet fitting 
portions to which magnets are respectively fitted; and 

a movable portion turnably and slidably provided on said 
support shaft, comprising said objective lens, a focus-
ing coil supplied with a driving current at the time of 
focusing control of laser light radiated onto a disk type 
recording medium through said objective lens, and a 
tracking coil supplied with a driving current at the time 
of tracking control of said laser light, 

wherein said support shaft, said magnets, and said magnet 
fitting portions form a magnetic circuit. 

10. An objective lens driver according to claim 9, further 
comprising: 

a ring-shaped magnetic member for elastically clamping 
said movable portion, 

wherein a pair of projection portions projected respec-
tively to the sides of said magnets are provided at 
portions of said magnetic member opposite to each 
other with said movable portion therebetween, and said 
projection portions are respectively attracted toward 
center portions of said magnets so as thereby to hold 
said movable portion in a neutral position in a focusing 
direction and in a tracking direction. 

11. An objective lens driver according to claim 9, 

wherein each of said magnet fitting portions comprises an 
approximately U-shaped yoke provided oppositely to 
said focusing coil and said tracking coil with respect to 
said magnet so as to make contact with said magnet, 

and said yoke covers at least a main surface and a pair 
of side surfaces of said magnet. 

12. An objective lens driver according to claim 9, further 
comprising: 

a cover portion formed of a magnetic material so provided 
as to cover said focusing coil, said tracking coil, and 
said magnet, 

wherein one end of said cover portion opposed to said 
objective lens is bent to the side of said base. 

13. A disk drive device in which a signal recoding surface 
of an optical disk being rotated is irradiated with laser light 
through an objective lens of an objective lens driver, 

said objective lens driver comprising: 

a base formed of a magnetic material, comprising a 
support shaft projected in the optical axis direction of 
an objective lens, and at least a pair of magnet fitting 
portions to which magnets are respectively fitted, 
and 

a movable portion turnably and slidably provided on 
said support shaft, comprising said objective lens, a 
focusing coil supplied with a driving current at the 
time of focusing control of laser light radiated onto 
a disk type recording medium through said objective 
lens, and a tracking coil supplied with a driving 
current at the time of tracking control of said laser 
light, 

wherein said support shaft, said magnets, and said magnet 
fitting portions form a magnetic circuit. 

14. A disk drive device according to claim 13, further 
comprising: 

a ring-shaped magnetic member for elastically clamping 
said movable portion, 

wherein a pair of projection portions projected respec-
tively to the sides of said magnets are provided at 
portions of said magnetic member opposite to each 
other with said movable portion therebetween, and said 
projection portions are respectively attracted toward 
center portions of said magnets so as thereby to hold 
said movable portion in a neutral position in a focusing 
direction and in a tracking direction. 

15. A disk drive device according to claim 13, 

wherein each of said magnet fitting portions comprises an 
approximately U-shaped yoke provided oppositely to 
said focusing coil and said tracking coil with respect to 
said magnet so as to make contact with said magnet, 
and said yoke covers at least a main surface and a pair 
of side surfaces of said magnet. 

16. A disk drive device according to claim 13, further 
comprising: 

a cover portion formed of a magnetic material so provided 
as to cover said focusing coil, said tracking coil, and 
said magnet, 

wherein one end of said cover portion opposed to said 
objective lens is bent to the side of said base. 
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