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(57) ABSTRACT 
A method and System are provided for constructing a virtual 
three-dimensional model of an object using a data proceSS 
ing System, and at least one machine-readable memory 
accessible to Said data processing System. A Set of at least 
two digital three-dimensional frames of portions of the 
object are obtained from a Source, Such as a computing 
System coupled to an optical or laser Scanner, CT Scanner, 
Magnetic Resonance Tomography Scanner or other Source. 
The at least two frames comprise a set of point coordinates 
in a three dimensional coordinate System providing differing 
information of the surface of the object. The frames provide 
a Substantial Overlap of the represented portions of the 
Surface of the object, but do not coincide exactly for 
example due to movement of the Scanning device relative to 
the object between the generation of the frame. Data repre 
Senting the Set of frames are Stored in the memory. The data 
processing System processes the data representing the Set of 
frames with Said data processing System So as to register the 
frames relative to each other to thereby produce a three 
dimensional virtual representation of the portion of the 
Surface of the object covered by Said set of frames. The 
registration is performed without using pre-knowledge 
about the spatial relationship between the frames. The 
three-dimensional virtual model or representation is Sub 
stantially consistent with all of the frames. 
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METHODS FOR REGISTRATION OF 
THREE-DIMENSIONAL FRAMES TO CREATE 
THREE-DIMENSIONAL VIRTUAL MODELS OF 

OBJECTS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a continuation-in-part applica 
tion of the following pending U.S. Patent applications: 

0002 Ser. No. 09/560,131 filed Apr. 28, 2000; 
0003) Ser. No. 09/560,132 filed Apr. 28, 2000; 
0004] Ser. No. 09/560,583 filed Apr. 28, 2000; 
0005 Ser. No. 09/560,645 filed Apr. 28, 2000; 
0006) Ser. No. 09/560,644 filed Apr. 28, 2000; 
0007 Ser. No. 09/560,584 filed Apr. 28, 2000. 

0008. The entire contents of each of the above patent 
applications is incorporated by reference herein. 

BACKGROUND OF THE INVENTION 

0009. A. Field of the Invention 
0.010 This invention relates generally to systems and 
methods for generating three-dimensional virtual models of 
objects using a data processing System Such as a general 
purpose computer. 

0011 B. Description of Related Art 
0012 Scanners are devices for capturing and recording 
information from a Surface of an object. Scanners for 
obtaining information from a two-dimensional Surface, Such 
as reading bar codes or characters printed on a piece of 
paper, are widely known. Several Scanners have been pro 
posed for recording three-dimensional information as well. 
0013 Dentistry and orthodontics is one area where pre 
cise knowledge of a patient's dentition is desirable, and 
hence this is one area where three-dimensional Scanners 
have been proposed. The key to efficiency in treatment and 
maximum quality in results is a realistic Simulation of the 
treatment process. Today's orthodontists have the possibility 
of taking plaster models of the upper and lower jaw, cutting 
the cast into Single tooth models and Sticking these tooth 
models into a wax bed, lining them up in the desired 
position, the So-called Set-up. This approach allows for 
reaching a perfect occlusion without any guessing. The next 
step is to bond a bracket at every tooth model. This would 
tell the orthodontist the geometry of the wire to run through 
the bracket slots to receive exactly this result. To make Sure 
that the brackets will be bonded at exactly this position at the 
real patient's teeth, Small templates for every tooth would 
have to be fabricated that fit over the bracket and a relevant 
part of the tooth and allow for reliable placement of the 
bracket at the patient. To increase efficiency of the bonding 
process, another option would be to transfer each Single 
bracket onto a model of the malocclusion and then fabricate 
one single transfer tray per jaw that coverS all brackets and 
relevant portions of every tooth. Using Such a transfer tray 
guarantees a very quick and yet precise bonding. 
0.014. However, it is obvious that such an approach 
requires an extreme amount of time and labor, and this is the 
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reason why it is limited to Scientific environments like 
orthodontic Schools and universities. The normal orthodon 
tist does not fabricate Set-ups; he places the brackets directly 
at the patient to the best of his knowledge, uses an off-the 
shelf wire and hopes for the best. While at the beginning of 
treatment things generally run well as all teeth Start to move 
at least into the right direction, at the end of treatment a lot 
of time is lost by adaptations and corrections required due to 
the fact that the end result has not been properly planned at 
any point of time. For the orthodontist this is still preferable 
over the lab process described above, as the efforts for the 
lab process would still exceed the efforts that he has to put 
in during treatment. And the patient has no choice and does 
not know that treatment time could be significantly reduced 
if proper planning was done. 

0.015 U.S. Pat. No. 4,837,732 and U.S. Pat. No. 4,575, 
805 to Brandestini and Moermann propose a Scanning 
System for in Vivo, non-contact Scanning of teeth. The 
patents describe a procedure for optically mapping a pre 
pared tooth with a non-contact Scan-head. The Scan-head 
delivers the contour data, converted to electrical format, to 
be stored in a memory. A computer reads the memory 
following a line Scan pattern. A milling device is slaved to 
follow this pattern by means of position control Signals and 
mills an implant for the prepared tooth cavity. 

0016. The scan-head of the 732 and 805 patents 
includes a light emitting diode, with integral lens that 
radiates light onto the cavity. Before reaching the object, the 
rays of light are reflected by a mirror and pass through a 
ruling consisting of a plurality of parallel slits, or an alter 
nating pattern of parallel opaque and transparent Stripes. The 
reflected light is focused by a lens onto a charge-coupled 
device (CCD) sensor. Depth information is determined in 
accordance with a principle known as "active triangulation,” 
using parameters shown in FIG. 9 of this document and 
described Subsequently. Basically, the object is viewed 
under an angle different from the incident rays due to a 
parallax effect. Each light Stripe will have an apparent 
positional shift and the amount of the shift at each point 
along each light Stripe is proportional to the vertical height 
of the corresponding portion of the Surface on the object. 

0017 U.S. Pat. No. 5,372.502 to Massen et al. describes 
an optical probe for measuring teeth that works on the 
Similar principle. AS noted in the Massen et al. patent, the 
Brandestini et al. technique is difficult to use when there are 
large variations in Surface topography Since Such large 
jumps displace the pattern by an amount larger than the 
phase constant of the pattern, making it difficult to recon 
Struct the pattern of lines. Furthermore, precise knowledge 
of the angle of incidence and angle of reflection, and the 
Separation distance between the light Source and the detec 
tor, are needed to make accurate determinations of depth. 

0.018 U.S. Patent No. 5,027.281 to Rekow et al. 
describes a Scanning method by which a digitized compris 
ing a three axis positioning head with a laser Source and 
detector, a rotational Stage and a computer controller. The 
computer controller positions both the rotational Stage and 
the positioning head. An object is placed on the rotational 
Stage and the laser beam reflects from it. The reflected laser 
beam is used to measure the distance between the object and 
the laser source. X and Y coordinates are obtained by 
movement of the rotational Stage or the positioning head. A 
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three-dimensional virtual model of the object is created from 
the laser Scanning. The 281 patent describes using this 
Scanning method for Scanning a plaster model of teeth for 
purposes of acquiring shape of the teeth to form a dental 
prosthesis. The System of the 281 patent is not particularly 
flexible, Since it requires the object to be placed on the 
rotational Stage and precise control of the relative position of 
the object and the positioning head is required at all times. 
It is unsuited for in Vivo Scanning of the teeth. 

0019 U.S. Pat. No. 5,431,562 to Andreiko et al. describes 
a method of acquiring certain shape information of teeth 
from a plaster model of the teeth. The plaster model is placed 
on a table and a picture is taken of the teeth using a video 
camera positioned a known distance away from the model, 
looking directly down on the model. The image is displayed 
on an input computer and a positioning grid is placed over 
the image of the teeth. The operator manually inputS X and 
Y coordinate information of Selected points on the teeth, 
Such as the mesial and distal contact points of the teeth. An 
alternative embodiment is described in which a laser directs 
a laser beam onto a model of the teeth and the reflected beam 
is detected by a Sensor. The patent asserts that three 
dimensional information as to teeth can be acquired from 
this technique but does not explain how it would be done. 
Neither of the techniques of Andreiko have met with com 
mercial Success or acceptance in orthodontics. Neither tech 
nique achieves in Vivo Scanning of teeth. Moreover, the 
Video technique does not produce complete three-dimen 
sional information as to the teeth, but rather a limited 
amount of two-dimensional information, requiring Signifi 
cant operator input. Even using this technique, additional 
equipment is required even to describe the labial Surface of 
a tooth along a Single plane. 

0020. The above-cited patents do not teach or suggest a 
method by which overlapping three-dimensional point 
clouds of data can be registered to each other to generate a 
consistent representation of the object, without pre-knowl 
edge of the Spatial relationship between the frames, Such as 
may occur with hand-held Scanning of an object where the 
distance or Spatial relationship of the Scanner to the object is 
not known in advance. For example, if the Scanner of the 
Brandestini et al. patents were to be used by hand to obtain 
overlapping images, the patent does not teach how the two 
overlapping images could be reconciled with each other to 
generate a consistent three-dimensional representation of the 
object. The present invention solves this problem. 

0021. In accordance with the present invention, highly 
accurate virtual models of objects are generated from a Set 
of “frames', each of which contain three dimensional Sur 
face information of the object either in terms of a point cloud 
or a collection of Surface Segments. The frames can be 
derived from two-dimensional image data taken from an 
optical Scanner (e.g., a hand-held optical Scanner) using 
techniques described herein, or the frames can be obtained 
from Some other type of Scanning device, Such as a CT 
scanner, MRT scanner or otherwise. The plurality of frames 
are registered relative to each other to yield an highly 
accurate virtual three-dimensional model of the object that is 
consistent with all the frame, without requiring or using 
pre-knowledge of the Spatial relationship between the 
frames. 
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SUMMARY OF THE INVENTION 

0022. A method is provided for constructing a virtual 
three-dimensional model of an object. The method uses a 
Scanner or other Source of frames, a data processing System, 
and at least one machine-readable memory accessible to the 
data processing System. In an optical Scanner embodiment, 
the method includes the Step of Scanning the object with the 
Scanner and thereby obtaining a set of two-dimensional 
images of the object. In a preferred embodiment, the Scanner 
projects a pattern onto the object and an electronic imaging 
device detects the reflected pattern and generates two 
dimensional images of the reflected pattern. During Scan 
ning, the Scanner and object are moved relative to each other 
resulting in each image being taken from a different position 
relative to the surface of the object. The method continues 
with a Step of processing the data representing the Set of 
images with the data processing System So as to convert each 
of the two-dimensional images into a data representing a 
frame. The frame is essentially a cloud of individual points, 
each point in each frame is expressed as a location in a 
three-dimensional coordinate System. Thus, the Set of 
images are processed to thereby generate a set of frames 
corresponding to the Set of images. 
0023. Since each frame is associated with an image and 
the images are taken from different perspectives relative to 
the object, an individual point on the object may have 
different coordinates from one frame to another. The Spatial 
discrepancy in both translation and rotation is corrected for 
in a registration procedure. The method thus continues with 
a step of further processing the data representing the set of 
frames with the data processing System So as to register the 
frames relative to each other to thereby produce a three 
dimensional virtual model of the object substantially con 
sistent with all of the frames. 

0024. The registration may comprise a frame to frame 
registration of the Set of frames, wherein each frame is 
registered with respect to one other frame in the Set of 
frames. Alternatively, the registration may be a cumulative 
registration of the Set of frames, wherein at least Some of the 
frames are registered to a plurality of other frames previ 
ously having been registered to other frames. 
0025. In another aspect, a method is provided of con 
Structing a virtual three-dimensional model of an object 
using a data processing System, and at least one machine 
readable memory accessible to Said data processing System. 
The method includes the steps of: 
0026 (a) obtaining a set of at least two digital three 
dimensional frames of portions of the object, wherein the at 
least two frames comprise a set of point coordinates in a 
three dimensional coordinate System providing differing 
information of the surface of the object, wherein those 
frames provide a Substantial overlap of the represented 
portions of the surface of the the object; 
0027 (b) storing data representing the set of frames in the 
memory; and 
0028 (c) processing said data representing the set of 
frames with the data processing System So as to register the 
frames relative to each other to thereby produce a three 
dimensional virtual representation of the portion of the 
surface of the object covered by the set of frames, without 
using pre-knowledge about the Spatial relationship between 
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the frames, the three-dimensional virtual representation 
being Substantially consistent with all of the frames. 
0029. In another aspect, a method is provided for regis 
tering a first frame, representing a first Set of three-dimen 
Sional coordinates of points on the Surface of an object, 
relative to Second frame, representing a Second Set of 
three-dimensional coordinates of points on the Surface of the 
object. The frames can be from any Suitable Source, Such as 
a CT Scanner, optical Scanner, or other type of device. The 
method includes the Steps of: 
0030 storing the sets of three-dimensional coordinates of 
points in a machine-readable memory; 
0.031 processing the sets of three-dimensional coordi 
nates with a data processing unit reading Said machine 
readable memory, Said Step of processing comprising the 
Steps of: 

0032) a) determining AX, AY and AZ offsets 
between overlapping points in Said frames, 

0033 b) changing the coordinates in second frame 
in accordance with said AX, AY and AZ offsets; 

0034 c) computing a surface for said first frame 
from points in Said first frame; 

0035) d) computing normal vectors from said points 
in Said Second frame to the Surface and a net normal 
Vector, 

0036) e) determining X, Y and Z components of a 
rotation matrix from Said Surface and the points in 
Said Second frame, Said rotation matrix indicting the 
amount of rotation required to fit Said Second frame 
to Said first frame; and 

0037 f) applying the net normal vector and the 
rotation matrix to the points in Said Second frame to 
thereby generate a new set of coordinates of Said 
Second frame in three dimensions to fit the Second 
frame to the first frame. 

0.038. In another aspect, a method is provided for creating 
a virtual three-dimensional object, comprising the Steps of: 
0039 a) scanning the object in a series of scans, each 
Scan generating a set of images, 
0040 b) converting the of images into a set of three 
dimensional frames, 

0041 c) registering the frames in each of the series of 
Scans to each other to thereby generate a Series of Segments, 
each Segment comprising a portion of a three-dimensional 
model of the object; and 
0.042 d) registering the segments relative to each other to 
thereby create the virtual three-dimensional model. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.043 FIG. 1 is an illustration of an orthodontic care 
System incorporating a hand-held Scanner System in accor 
dance with a representative embodiment of the invention. 
The hand-held scanner is used by the orthodontist or the 
assistant to acquire three-dimensional information of the 
dentition and associated anatomical Structures of a patient 
and provide a base of information to diagnose and plan 
treatment for the patient. 
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0044 FIG. 2 is a block-diagram of a scanning system, 
suitable for use in the orthodontic care system of FIG. 1. 

004.5 FIG. 3 is a perspective view of a hand-held scanner 
used to acquire information of an object under Scrutiny, 
suitable for use in the orthodontic care system of FIG. 1. 

0046 FIG. 4 is an illustration of a patient being scanned 
with the hand-held Scanner of FIG. 3. 

0047 FIG. 5 is a block diagram of the back office server 
of FIG. 1 showing the elements used to calculate the digital 
model of the patient's dentition and display the digital model 
on a Screen display of the Server. 
0048 FIG. 6 is a flow diagram illustrating the sequence 
of StepS used by the processing unit in the Scanning Station 
to calculate three-dimensional information of an object from 
images captured by the Scanner. 

0049 FIG. 7 is a cross-sectional view of the scanner of 
FIG. 3, showing the optical elements of the projection and 
imaging aspects of the Scanner. 

0050 FIG. 8 is a perspective view of a scanner calibra 
tion apparatus of Station that is used to calibrate the Scanner 
and obtain data for entry in a calibration table stored in the 
memory of the Scanner System. 

0051 FIG. 8A is a perspective view of an alternative 
embodiment of a calibration device for the Scanner in which 
the Z direction and X-Y calibration Surfaces of FIG. 8 are 
combined into a Single Surface. 
0.052 FIG. 9 is an illustration of the relevant parameters 
that can be used to calculate Surface configuration of the 
object in accordance with a known fashion. 

0053 FIG. 9A is an illustration of an electronic imaging 
device of a Scanner, associated imaging lens System, and an 
object reflecting a projection pattern onto the imaging device 
at two different distances. 

0054 FIG. 9B is an illustration of how the different 
position of the object reflecting a given ray causes the ray to 
impinge on a different location of the imaging device (CCD 
chip). 

0055 FIG.9C is an illustration of pixel coordinates in X 
and Y directions for portions of the pattern (crosses A, L., C, 
E, G, etc.) at a certain Z distances, with a best fit line or 
mathematical function connecting the portions together. 

0056 FIG. 10 is a illustration of an arbitrary ray R, 
which is projected from the projection System onto a cali 
bration Surface and captured by the electronic imaging 
device, with the calibration Surface positioned at two dif 
ferent distances from the Scanner, Z1 and Z2 and Separated 
by a distance AZ. FIG. 10 illustrates a fundamental principle 
of the technique that is used for calibration of the Scanner 
and generation of three-dimensional information of an 
object, which is considered to be an improvement over the 
calculations required by the method of FIG. 9. 

0057 FIG. 11 is an illustration of a portion of a pattern 
that is projected from the scanner of FIG. 3 onto an object, 
the projection pattern comprising an array of parallel lines 
Separated from each other by colored dots, it being under 
stood that other types of projection patterns are possible. 
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0.058 FIG. 12 is an illustration showing that the various 
rays of the projection system through the pattern of FIG. 11 
can be represented by an array of N XM points. 

0059 FIG. 13 is a illustration of the X-Y calibration 
surface of FIG. 8, showing the array of Q XP points in the 
calibration Surface being organized into a coordinate System 
having an origin at the center of the Surface and breaking the 
Surface up into four quadrants I-IV. 

0060 FIG. 14 is an illustration of the electronic imaging 
device, comprising an array of pixels arranged in X columns 
and Y rows. 

0061 FIG. 15 is an illustration showing the interpolation 
of pixel addresses in X and Y directions for given ray Ras 
from a scanned object from two points of the X-Y calibra 
tion plane previously imaged by the electronic imaging 
device during calibration. 

0062 FIG. 16 is a more detailed illustration of the 
location of the ray Rs from the scanned object relative to 
the points of the X-Y calibration plane. 

0063 FIGS. 17, 18 and 19 illustrate the pattern recog 
nition process for captured two dimensional images, as a 
first Step in deriving three-dimensional information as to the 
object. 

0064 FIG.20 illustrates the points of the X-Y calibration 
plane from the calibration station of FIG. 7 at two positions 
relative to the optical elements of the electronic imaging 
device. 

0065 FIG. 21 illustrates the relationship between the 
projection of ray R2s from the projection System and the 
X-Y calibration Surface of the calibration station. 

0.066 FIG. 22 is an illustration showing the relationship 
between the unknown distance Z of the object from the 
scanning device and the locations where ray R, is imaged 
by the electronic imaging device at distances Z and Z. 

0067 FIG. 23 is an illustration showing the coordinate 
System that used for the X-Y calibration Surface in gener 
ating the entries for the calibration tables for the Scanner. 

0068 FIG. 24 is an illustration of a first calibration table 
for the Scanner after completion of the Z calibration Step; 

0069 FIG. 25 is an illustration of a second calibration 
table for the scanner after completion of the X-Y calibration 
step. The entries in the second calibration table of FIG. 25 
are used to complete the mm entries in the calibration table 
of FIG. 24. 

0070 FIG. 26 is an illustration of the first calibration 
table for the Scanner after the calculations from the table of 
FIG. 25 have been performed for ray Ra and the results 
entered in the first table. It will be understood that a similar 
calculation from calibration table # 2 (FIG. 25) is done for 
each ray at both distances and the entries in mm for each ray 
are entered in calibration table # 1 (FIG. 24). 
0071 FIG. 27 is an illustration of a two-dimensional 
bitmap image of a tooth and associated anatomical Structures 
captured by the electronic imaging device of the Scanner of 
FIGS. 1, 2, 3 and 4, prior to any Signal processing in the 
Scanning node or WorkStation. 
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0072 FIG. 28 is an illustration of the image of FIG. 27 
after pattern recognition and filtering operations have been 
performed. 

0073 FIG. 29 is an illustration of a single “frame” of 
data, that is, a three-dimensional point cloud of a Scanned 
object which has been calculated from a single two dimen 
Sional image by the pattern recognition, decoding, and 3-D 
calculations described herein. 

0074 FIG. 30 is an illustration of the points of the cloud 
of FIG. 29 in which three adjacent points of the cloud are 
joined together to form triangle Surfaces. 

0075 FIG.31 is a view of the three-dimensional surface 
formed from the triangle surfaces shown in FIG. 30. 
0.076 FIG. 32 is a view of the surface of FIG. 31, 
Smoothed by a Smoothing algorithm to give a Smoother 
representation of the Surface of the object. 
0.077 FIG. 33 is another example of a bitmap image 
obtained by the electronic imaging device of the Scanner. 
0078 FIG. 34 is a plan view of the three-dimensional 
Surface obtained from the two-dimensional bitmap image of 
FIG. 33. 

007.9 FIG. 35 is a perspective view of the three-dimen 
Sional Surface shown in FIG. 34. 

0080 FIG. 36 is a flow chart shown illustrating the steps 
performed to generate a complete three-dimensional model 
of the dentition of a patient from a Series of Scans of the 
upper and lower jaws. 

0081 FIG. 37A is an illustration of a mathematical 
model of a Surface of an object after generation of Several 
frames of data and registration of Such frames relative to 
each other to generate a complete model of the Surface of the 
object. 

0082 FIG. 37B is a illustration of one small three 
dimensional section of the model of FIG. 38A, showing 
points from three different frames that are located in 
approximately the same position in three dimensional Space 
after the registration of these frames has been completed. 
0.083 FIG. 37C is a screen shot on the user interface of 
a back office work station of FIG. 1, showing triangle 
Surfaces for points comprising one frame obtained from 
Scanning a tooth. 
0084 FIG. 37D is a screen shot showing a registration of 
a large number of overlapping frames on the tooth, of which 
the frame of FIG. 37C is one frame. FIG. 37D illustrates 
that the low resolution of the Scanner's projection pattern, as 
indicated by the widely spaced points in FIG. 37C, is 
compensated by registration of large overlap of frames, as 
illustrated in FIG. 37C, and results in a high resolution 
Surface. 

0085 FIGS. 38A-38C are an illustration of a two-dimen 
Sional cross-correlation procedure in the X and Y directions. 
The procedure, along with the procedure in FIGS. 37A and 
37B, is used to find an initial entry point into a registration 
algorithm between Successive frames of data. 
0.086 FIGS. 39A and 39B are an illustration of a one 
dimensional correlation procedure in the Z direction for two 
Successive frames. 
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0087 FIGS. 40A-40D are an illustration of a frame to 
frame registration proceSS for a set of frames, each frame 
consisting of a three-dimensional point cloud of a Scanned 
object. Each frame is typically generated from a different 
Spatial orientation of the Scanner relative to the object due to 
movement of the Scanner during image capture, hence the 
frames overlap to at least Some extent. The registration 
process is used to find a best fit between the frames relative 
to each other, and thereby provide a complete three-dimen 
sional virtual model of the surface of the object from all of 
the frames. 

0088 FIG. 41 illustrates the normal vectors used in the 
process of FIG. 40. 
0089 FIG. 42 illustrates the summation of the normal 
vectors from frame 1 to reach a net normal vector N. 
0090 FIG. 43 illustrates the vectors Vi and Ni from the 
process of FIG. 40; 
0091) 
and Ni; 
0092 FIG. 45 illustrates the parameter R, which is used 
in the frame registration process to discard or filter out points 
which are greater than a distance R from the triangle 
Surfaces. 

0093 FIG. 46 is an illustration of the closeness factor or 
quality index, measured as the magnitude of the net normal 
vector Ninet, as a function of iterations of the process of FIG. 
40, showing how the quality indeX improves with Successive 
iterations of the registration process. 
0094 FIGS. 47A and 47B are an illustration of a cumu 
lative registration procedure, which is an alternative to the 
frame to frame registration procedure of FIG. 40. 
0.095 FIGS. 48A-48C are a flow diagram of a cumulative 
registration process. 

0096 FIG. 49 is an illustration of a set of frames illus 
trating a different order for frame registration than frame to 
frame registration, with the order based on the location on 
the surface of the object for a given frame relative to the 
location on the Surface for other frames. 

0097 FIG. 50 is a simplified illustration of a set of 
frames, showing the order in which the frames were 
obtained, with the neighborliness of the frames relative to 
other frames being the basis for the registration order shown 
in FIG. 49. 

0.098 FIG. 51 is another illustration of a set of frames, 
with registration of frames performed in accordance with the 
method of FIG. 49, with the marking in frames 2, 36 and 7 
etc. indicating that that frame has been registered. The 
marking is just a way of illustrating that the computer keeps 
track of which frames have not been registered, as a check 
to insure that no frames are omitted during the registration 
procedure of FIG. 49. 
0099 FIG.52 is an illustration of cumulative registration 
based on the first captured frame (F1) as being the base line 
for all Successive registrations. 
0100 FIG. 53 illustrates an alternative registration pro 
cedure in which each frame in the Set of frames is registered 
to a cumulative registration 3-dimensional model of the 
object, in Sequential order, with one iteration of the frame 

FIG. 44 illustrates the cross product of vectors Vi 
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registration process. This is followed by an updating of the 
cumulative 3-dimensional model and a repeat of the regis 
tration process with updated values for the transformation 
matrix T for each frame. 
0101 FIG. 54 is a screen shot of a workstation computer 
(either Scanning Station or back office server workstation), 
showing the available registration parameters and variables 
that can be changed by the user when performing either a 
frame to frame registration or a cumulative registration. 

0102 FIG. 55 is a screen shot from a workstation com 
puter showing a frame to frame registration in accordance 
with FIG. 40 for two frames in a set of frames. 

0.103 FIG. 56 is a screen shot showing the results after 
forty five iterations of the frame to frame registration 
process of FIG. 40, and with the right hand side of the screen 
shot showing the two frames Superimposed on each other. 
0104 FIG. 57 is a screen shot showing a graphical 
representation of a three-dimensional model of a patient's 
upper front teeth after a frame to frame registration. The user 
is applying landmarks to the teeth as a preliminary Step in 
treatment planning, and as a step in registering overlapping 
Segments of a Scanned upper jaw relative to each other to 
calculate a complete model of the upperjaw and associated 
dentition. 

0105 FIGS. 58A-58F are a series of illustrations showing 
the generation of an individual tooth model from a Scanned 
tooth, shown in FIG. 58A, and a template tooth, shown in 
FIG. 58B. A library of template teeth similar to FIG. 58A 
are Stored as three-dimensional computer models in com 
puter memory. The individual tooth model is a three-dimen 
Sional tooth object having a Single Set of points defining the 
boundaries of the tooth. The individual tooth model reduces 
the amount of data required to represent the tooth, as 
compared to the data representing the tooth after a cumu 
lative registration of a large number of frames. Individual 
tooth models are also invaluable in interactive orthodontic 
treatment planning Since they can be independently moved 
relative to each other in Simulation of treatment Scenarios. 

0106 FIG. 59 is an illustration of the tooth model of 
FIG. 58D positioned in the computer model of the patient's 
dentition, Surrounded by other anatomical Structures. 

0107 FIG. 60 is a screen shot from an orthodontic 
WorkStation showing the computer model of the patient's 
teeth positioned in a target or desired condition, as a result 
of the user Selecting an archform for the patient and the 
computer placing the teeth along the arch Selected by the 
user. FIG. 60 also shows the various parameters by which 
the orthodontist can adjust the shape of the arch, the distance 
between the teeth, the distance between the molars, and 
other parameters, So as to provide a unique and customized 
target Situation for the patient. 

0.108 FIG. 61 is another screen shot showing the com 
puter model of the patient's teeth in a target Situation, also 
showing the numerous parameters available to the Orthodon 
tist to customize the tooth position, orientation, angulation, 
torque, and other parameters on a tooth by tooth basis for the 
target archform. 

0109 FIG. 62 is another screen shot showing a front 
View of the target Situation and additional parameters avail 



US 2002/0006217 A1 

able to the orthodontist for moving teeth relative to each 
other in planning treatment for the patient. 
0110 FIG. 63 is a screen shot of a target situation for the 
patient showing the virtual tooth in a target position, a Set of 
Virtual brackets placed on the teeth, and a virtual archwire. 
0111 FIGS. 64A-64D are four views of a virtual model 
of a portion of the dentition generated by the Scanning 
system of FIG. 1, illustrating alternative methods for sepa 
rating teeth from associated anatomical Structure, e.g., other 
teeth and gingival tissue, as a part of the process described 
in conjunction with FIGS. 58A-58F. 
0112 FIG. 65 is an illustration of an interpolation pro 
cedure that can be used in the process described in conjunc 
tion with FIGS. 58A-58F to fill in holes in Scan data from a 
template object. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENT 

0113 Part 1. Overview 
0114 FIG. 1 is an illustration of an orthodontic care 
System 10 incorporating a Scanner System 12. The Scanner 
system 12 includes a hand-held scanner 14 that is used by 
the orthodontist or his assistant to acquire three-dimensional 
information of the dentition and associated anatomical Struc 
tures of a patient. The images are processed in a Scanning 
node or WorkStation 16 having a central processing unit, 
Such as a general-purpose computer. The Scanning node 16, 
either alone or in combination with a back-office Server 28, 
generates a three-dimensional computer model 18 of the 
dentition and provides the orthodontist with a base of 
information for diagnosis, planning treatment, and monitor 
ing care for the patient. The model 18 is displayed to the user 
on a monitor 20 connected to the Scanning node 16. 
0115. As noted above, the scanner system 12 described in 
detail herein is optimized for in-vivo Scanning of teeth, or 
alternatively, Scanning a plaster model of the teeth and/or an 
impression of the teeth. However, it will be apparent to 
perSons skilled in the art that the Scanning System 12 can by 
readily optimized for a variety of other diagnostic and/or 
treatment planning and/or monitoring uses in the medical 
arena. An example is Scanning the face or head and planning 
plastic or orthopedic Surgery. It can be readily adapted to 
Virtually limitleSS number of applications in industrial, 
manufacturing, forensic, archeological, Scientific, archival 
or other applications. Similarly the registration procedures 
described herein can be used for virtually any three dimen 
Sional object, and the registration procedure can work with 
3-D information of different sources besides the optical 
SCC. 

0116. The orthodontic care system consists of a plurality 
of orthodontic clinics 22 which are linked via the Internet or 
other Suitable communications medium 24 (Such as the 
public Switched telephone network, cable network, etc.) to a 
precision appliance Service center 26. Each clinic 22 has a 
back office server work station 28 having its own user 
interface, including a monitor 30. The back office server 28 
executes an orthodontic treatment planning Software pro 
gram. The Software obtains the three-dimensional digital 
data of the patient's teeth from the Scanning node 16 and 
displays the model 18 for the orthodontist. The treatment 
planning Software includes features to enable the Orthodon 
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tist to manipulate the model 18 to plan treatment for the 
patient. For example, the orthodontist can Select an archform 
for the teeth and manipulate individual tooth positions 
relative to the archform to arrive at a desired or target 
situation for the patient. The software moves the virtual teeth 
in accordance with the selections of the orthodontist. The 
Software also allows the orthodontist to Selectively place 
Virtual brackets on the tooth models and design a customized 
archwire for the patient given the Selected bracket positions. 
When the orthodontist has finished designing the orthodon 
tic appliance for the patient, digital information regarding 
the patient, the malocclusion, and a desired treatment plan 
for the patient are Sent over the communications medium to 
the appliance Service center 26. A customized orthodontic 
archwire and a device for placement of the brackets on the 
teeth at the Selected location is manufactured at the Service 
center and shipped to the clinic 22. The invention is also 
applicable to other types of appliance Systems, brackets and 
archwires are shown in the illustrated embodiment but other 
types of appliance Systems can benefit from the Scanning 
System described herein, Such as removable aligning 
devices, retainers, Herbst appliances, etc. 
0117. As shown in FIG. 1, the precision appliance ser 
Vice center 26 includes a central Server 32, an archwire 
manufacturing System 34 and a bracket placement manu 
facturing System 36. These details are not particularly 
important to the Scanning System 12 per Se and are therefor 
omitted from the present discussion for sake of brevity. For 
more details on these aspects of the illustrated orthodontic 
care system, the interested reader is directed to the patent 
application of Ridger Rubbert et al., filed on the same date 
as the instant application, entitled INTERACTIVE AND 
ARCHWIRE-BASED ORTHODONTIC CARE SYSTEM 
BASED ON INTRA-ORAL SCANNING OF TEETH, Ser. 
No. , attorney docket no. 01-103, the contents of 
which are incorporated by reference herein. 
0118 FIG. 2 is a more detailed block-diagram of the 
Scanning System 12, Suitable for use in the orthodontic care 
system of FIG. 1. The scanning system 12 is a mechanism 
for capturing three-dimensional information of an object 40, 
which in the present example is the dentition and Surround 
ing anatomical Structures of a human patient, e.g., gums, 
bone and/or Soft tissue. The Scanning System 12 includes a 
Scanner 14 which is used for image capture, and a processing 
System, which in the illustrated example consists of the main 
memory 42 and central processing unit 44 of the Scanning 
node or workstation 16. 

0119) The scanner 14 includes a projection system 46 that 
projects a pattern onto the object 40 along a first projection 
axis 48. The projected pattern is formed on a slide 50 which 
is placed in front of a light source 53. In the illustrated 
embodiment, the light source 53 comprises the terminus of 
a fiber-optic cable 51. The cable 51 carries a high intensity 
flash generated by a flash lamp 52 located in a base unit 54 
for the scanner. A suitable flash lamp is the model FX-1160 
flash unit available from Perkin Elmer. The illuminations of 
the flash lamp 52 cause the pattern contained in the slide 50 
to be projected onto the three-dimensional Surface of the 
object. Further details on the types of patterns suitable for 
the pattern are Set forth in the following co-pending patent 
applications of Ridger Rubbert et al., Ser. No. 09/254,755 
filed Mar. 9, 1999; Ser. No. 09/560,131 filed Apr. 28, 2000, 
and Ser. No. 09/673,863 filed Nov.30, 2000 assigned to the 
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assignee of the present invention, the contents of which are 
incorporated by reference herein. A presently preferred 
projection pattern is described below. The details on the 
optics of the projection system 46 are set forth in further 
detail below. 

0120) The scanner 14 further includes an electronic imag 
ing device 56 comprising an array of photo-Sensitive pixels. 
A preferred embodiment is an off-the-shelf, color-Sensitive, 
charged-coupled device (CCD) of a size of 1,028x1,028 
pixels arranged in an array of rows and columns. The Sony 
ICX205AK CCD chip is a suitable electronic imaging 
device. The electronic imaging device 56 is oriented per 
pendicular to a Second imaging axis 58, which is off-set from 
the projection axis 48. The angle I between the projection 
and imaging axes need not be known in a preferred embodi 
ment of the invention. However, if the 3D calculations are 
made in accordance with the parameters of FIG. 9, then the 
angle and the Separation distance between the center of the 
imaging device 56 and the center of the light source 53 need 
to be known. 

0121 The angle I will be optimized during design and 
manufacture of the Scanner depending on the desired reso 
lution required by the Scanner. This, in turn, is dependent on 
the degree to which the Surface under Scrutiny has undercuts 
and shadowing features which would result in the failure of 
the imaging device to detect the projection pattern. The 
greater the angle I, the greater the accuracy of the Scanner. 
However, as angle increases, the presence of undercuts 
and Shadowing features will block the reflected pattern and 
prevent capture of the pattern and Subsequent three-dimen 
Sional analysis of those portions of the Surface. Angle is 
shown Somewhat exaggerated in FIG. 2, and will generally 
range between 10 and 30 degrees for most applications. 

0122) The electronic imaging device 56 forms an image 
of the projection pattern after reflection of the pattern off of 
the surface of the object 40. The reflected patterns imaged by 
the imaging device contain three-dimensional information 
as to the Surface of the object, and this information needs to 
be extracted from the images. The Scanning System therefore 
includes a processing Subsystem which is used to extract this 
information and construct a three-dimensional virtual model 
of the object 40. In the preferred embodiment, this process 
ing Subsystem consists of a memory 42 Storing calibration 
information for the Scanner, and at least one processing unit, 
Such as the central processing unit 44 of the Scanning 
workstation 16. The location of the memory and the pro 
cessing unit is not important. They can be incorporated into 
the Scanner 14 per Se. Alternatively, all processing of the 
images can take place in the back office Server 28 or in 
another computer. Alternatively, two or more processing 
units could share the processing in order to reduce the 
amount of time required to generate the three-dimensional 
information. 

0123 The memory 42 stores a calibration relationship for 
the scanner 14. The calibration relationship, which can be in 
the form of a table or one more mathematical functions, 
comprises information used to compute three-dimensional 
coordinates of points on the object that reflected the projec 
tion pattern onto the imaging device. The information for the 
table is obtained during a calibration Step, performed at the 
time of manufacture of the Scanner 14. The calibration table 
includes an array of data Storage locations that contain two 
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pieces of information. Firstly, the calibration table Stores 
pixel coordinates in X and Y directions for numerous 
portions of the projection pattern that are imaged by the 
electronic imaging device 56, when the pattern is projected 
onto a calibration Surface at two different distances during a 
calibration procedure. Secondly, the table Stores distance 
information, (e.g., in units of tenths of millimeters), in X and 
Y directions, for the portions of the projection pattern 
imaged at the two different distances. A preferred method for 
generation and use of the calibration table is explained in 
further detail below. 

0.124. The Scanning System requires at least one process 
ing unit to perform image processing, three-dimensional 
calculations for each image, and registration of frames to 
each other. The processing unit 44 in the illustrated embodi 
ment is the central processing unit (CPU) of the Scanning 
work station 16. The CPU 44 processes the image of the 
pattern after reflection of the pattern off the surface of the 
object 40 and compares data from the image to the entries in 
the calibration table. From that comparison (or, more pre 
cisely, interpolation relative to the entries in the table, as 
explained below), the processing unit 44 derives spatial 
information, in three dimensions, of points on the object that 
reflect the projected pattern onto the electronic imaging 
device. 

0.125 Basically, during operation of the scanner to scan 
an object of unknown Surface configuration, hundreds or 
thousands of images are generated of the projection pattern 
as reflected off of the object in rapid Succession as the 
Scanner and object are moved relative to each other. For each 
image, pixel locations for Specific portions, i.e., points, of 
the reflected pattern are compared to entries in the calibra 
tion table. X, Y and Z coordinates (i.e., three dimensional 
coordinates) are obtained for each of these specific portions 
of the reflected pattern. For each picture, the Sum total of all 
of these X, Y and Z coordinates for specific points in the 
reflected pattern comprise a three-dimensional "frame' or 
virtual model of the object. When hundreds or thousands of 
images of the object are obtained from different perspec 
tives, as the Scanner is moved relative to the object, the 
System generates hundreds or thousands of these frames. 
These frames are then registered to each other to thereby 
generate a complete and highly accurate three-dimensional 
model of the object 40. 
0.126 Stray data points are preferably canceled out in 
generating the calibration table or using the calibration table 
to calculate three-dimensional coordinates. For example, a 
Smoothing function Such as a spline can be calculated when 
generating the entries for the calibration table, and the Spline 
used to cancel or ignore data points that deviate significantly 
from the Spline. 

0127 FIG. 2 also shows a few other features of the 
presently preferred scanning system 12. After the CCD 
imaging device 56 captures a single image, the analog 
Voltage Signals from the device 56 are amplified in an 
amplifier 57 and fed along a conductor 59 to an analog to 
digital converter 60. The digital Signal is converted into a 
bitmap Stream of digital image data. The data is formatted by 
a module 61 into an IEEE 1394 “firewire' format for 
transmission over a Second conductor 62 to the main 
memory 42 of the Scanner work Station 16. The Scanning 
System includes an optical Scanner holder 64 for the user to 
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place the Scanner after the Scanning of the dentition is 
complete. These details are not particularly important and 
can vary considerably from the illustrated embodiment. As 
noted earlier, preferably the Scanning System is constructed 
to provide a minimum of equipment and clutter at the chair 
Side. Hence, the Scanning work Station 16 is preferably 
located Some distance away from the chair where the patient 
sits. The cable leading from the scanner 14 to the base 
station and/or workstation 16 could be suspended from the 
ceiling to further eliminate chairside clutter. 

0128. The scanning work station 16 also includes the 
monitor 20 for displaying the Scanning results as a three 
dimensional model 18 of the dentition in real time as the 
Scanning is occurring. The user interface also includes a 
keyboard and mouse for manipulating the Virtual model of 
the object, and for entering or changing parameters for the 
Scanning, identifying Sections or Segments of Scans that have 
been obtained, and other features. The Scanning Station may 
also include a foot Switch, not shown, for Sending a signal 
to the CPU 44 indicating that Scanning is commencing and 
Scanning has been completed. The base Station may alter 
natively include a Voice recognition module that is trained to 
recognize a Small set of Voice commands Such as START, 
STOP, AGAIN, REPEAT, SEGMENT, ONE, TWO, 
THREE, FOUR, etc., thereby eliminating the need for the 
foot Switch. Scanner start and stop commands from the CPU 
44, in the form of control Signals, are Sent to the light Source 
52, thereby controlling the illumination of the lamp 52 
during Scanning. 

0129. The light source 52 operates at a suitable fre 
quency, preferably at least greater than one flash per Second, 
Such as Six flashes per Second, and the frame rate of the CCD 
imaging device 56 is synchronized with the flash rate. With 
a frame rate of 6 frames per Second, and a Scanning motion 
of Say 1-2 centimeters per Second, a large of overlap between 
images is obtained. The size of the mirror at the tip 68 of the 
Scanner influences the Speed at which Scanning is possible. 
The illustrated embodiment of the mirror at the tip 68 is 18 
mm Square. A larger mirror reflects more Surface of the 
object and enables faster Scanning. A Smaller mirror requires 
slower Scanning. The larger the mirror, the more difficult 
in-vivo Scanning becomes, So Some trade-off between size 
and utility for in-vivo Scanning exists. 

0130. This overlap between images generated by the 
Scanner 14, and resulting three dimensional frames, allows 
a Smooth and accurate registration of frames relative to each 
other. The frame rate and permissible rate of Scanner motion 
will depend on many factors and can of course vary within 
the Scope of the invention. Flashing a high intensity flash 
lamp for a brief period of time is a preferred embodiment 
since it is desirable to reduce the exposure time of the CCD 
imaging device 56 to reduce blurring Since relative motion 
exists between the Scanner and the object. A high intensity 
lamp is desirable to achieve Sufficient signal Strength from 
the imaging device. A preferred embodiment uses 5 usec 
flash times with Similar exposure periods. An alternative 
embodiment would use a constant illumination Source of 
high intensity, and control exposure of the imaging device 
using a shutter, either a physical shutter or using electronic 
Shutter techniques, Such as draining charge accumulating in 
the pixels prior to generating an image. Scanning using 
longer exposures would be possible without image blur, 
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using electronic image motion compensation techniques 
described in Lareau, et al., U.S. Pat. No. 5,155,597. 

0131 FIG. 3 is a perspective view of a hand-held scanner 
14 used to acquire information of an object under Scrutiny, 
suitable for use in the orthodontic care system of FIG.1. The 
projection System 46 and the electronic imaging device 56 of 
FIG. 2 are contained in the housing 65 for the scanner. The 
housing 65 is sized and shaped to be held in a human hand. 
The Scanner 14 includes an elongate distal portion 66 having 
a tip 68. The tip 68 is sized and shaped such that it can be 
inserted into and moved within an oral cavity of a human So 
as to enable Scanning of anatomical Structures inside the oral 
cavity. A heating mirror (not shown) is placed on the 
underside of the tip 68 to direct the projection pattern from 
the optics of the Scanner onto the object and to direct the 
reflected pattern from the object towards the imaging optics 
108 of FIG. 7 associated with the electronic imaging device 
56. The mirror housing has A/C conductive heating coil that 
heats the mirror. The mirror is heated to approximately 40 
degrees to prevent fogging of the mirror while the Scanner 
is used in-vivo. 

0132 FIG. 4 is an illustration of a patient 70 being 
Scanned with the hand-held Scanner 14 of FIG. 3. The 
checks and lips are retracted from the teeth and the tip 68 of 
the Scanner is moved over all the Surfaces of the teeth in a 
Sweeping motion at a Velocity of perhaps 1-2 centimeters per 
Second. The entire upper or lower jaw may need to be 
Scanned in a Series of Scans, one for the left Side, one for the 
right Side, and one for the front. These individual Scans are 
registered to each other as described below. Voice com 
mands or activation of the foot Switch (not shown) indicates 
when each Scanning Segment is initiated and terminated. The 
entire process takes just a few minutes. Depending on the 
color and translucency of the object and the illumination 
intensity and frequency of the light Source in the Scanner, it 
may be necessary to apply a very thin coating of a bright 
reflective substance such as Titanium Dioxide to the object. 

0133) While FIG. 4 illustrates in-vivo scanning of a 
human patient, the Scanner can of course be used to Scan a 
plaster model of the dentition if that is preferred, or an 
impression taken from the patient. When Scanning an 
impression or a plaster model, the Scanning may be formed 
in a Single pass, without the need for registering Scan 
Segments to each other. It is also possible that a Scan of a 
patient may be partially taken in Vivo and the remainder 
from a model or an impression. 

0.134 FIG. 5 is a block diagram of the back office server 
of FIG. 1 showing the elements used to calculate the digital 
model of the patient's dentition. After the Scanning work 
Station has processed all the images captured by the Scanner 
and generated a Set of three dimensional frames, the frame 
data is transmitted to the back office server 28. The back 
office Server 28 performs a cumulative registration process 
for the frames and ultimately generates and displays the 
digital model on a Screen display 30. The raw Scanner data 
in the form of three-dimensional frames is Stored in the main 
computer memory 72. The frame data for N captured 
images, i=1 ... N from the Scanner is Stored in the hard disk 
74. The hard disk also stores a set of (N-1) transformation 
matrices T, for i=2-N. The transformation matrices basi 
cally contain information as to how each frame of three 
dimensional points needs to be translated and rotated in a 
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three-axis Cartesian coordinate System in order to be regis 
tered with the other frames in a best-fit manner. One of the 
frames, Such as the first frame in the Series, is a starting point 
for registration and no transformation matrix is obtained for 
that frame. The generation of the transformation matrices, 
and use of the matrices with the frame data to generate the 
three dimensional model, is described in further detail 
below. 

0135 Part 2. Three-Dimensional Image Generation 
0136. With the above general introduction and overview 
in mind, a presently preferred process of capturing two 
dimensional images with the Scanner and generation of a 
three-dimensional model for each image will now be 
described in detail in this section. FIG. 6 is a flow diagram 
illustrating the Sequence of StepS used by the processing unit 
44 in the scanning station 16 (FIG. 2) to calculate three 
dimensional information of an object for a single image 
captured by the scanner 14. This process shown in FIG. 6 is 
performed for each image. 
0.137 This process can be executed in one processor, or 
may be performed or shared by multiple DSP processors 
Sharing access to a memory Storing the captured two 
dimensional bitmap images from the Scanner, e.g., memory 
42 of FIG. 2. The type of processor is of course not 
important. The goal of distributed processing is to reduce the 
time required for processing the Scanned image. For 
example, one processor could perform the cross-correlation 
process described below, another perform the pattern rec 
ognition, another decoding, and another 3-D calculation. 
These processes could be performed independently, each 
proceSS associated with independent files shared on a disk 
memory. The processor assigned to one or more of the 
processes of FIG. 6 accesses the files as needed. For 
example, the output file from the decoding proceSS is written 
on a disk or memory available to the other processing units. 
The processing units are on a network in this example. The 
processor assigned to 3-D calculation access the decoding 
output file and writes the result, a set of coordinates for N 
frames and N-1 transformation matrices, onto the disk or 
memory. Any one of the processors assigned to perform 
registration could then access the N frame data and the N-1 
transformation matrices and perform the registration proce 
dures described below. 

0.138. The process of FIG. 6 consists of four principal 
Steps: a pattern recognition process 80, a decoding proceSS 
82, a process 84 of derivation or calculation of three 
dimensional coordinates for each point in the detected and 
decoded pattern, and finally a step 86 of Storing the three 
dimensional coordinates in a memory, Such as the memory 
42 of the Scanning work Station 16. Again, this proceSS is 
performed for each captured image during the Scanning 
process. In a typical Scanning Scenario, hundreds or even 
thousands of images may be captured, hence this process of 
FIG. 6 may be performed hundreds of times. The result of 
the process is the Storage of a large number of Sets of 
three-dimensional coordinates, each Set or "frame' associ 
ated with a single captured image. The registration of these 
frames relative to each other to generate a complete virtual 
model of the object is described in Part 3 of this document. 
0.139. As the scanner is moved over the dentition, the 
imaging device acquires a Series of bitmap images. The 
acquired bitmaps are analyzed using pattern recognition. 
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Pattern recognition detects the median lines of the projected 
lines, endpoints of the lines and the centers of the colored 
dots. Other types of patterns are of course possible, Such as 
using triangles, Squares, or other coding features. The coding 
is in the vertical direction (in the direction of the parallel 
lines), since the distortion of the projection pattern provided 
by the Surface of the object is in this direction, as explained 
more fully in the Rubbert et al. patent application Ser. No. 
09/560,131 filed Apr. 28, 2000, incorporated by reference 
herein. 

0140. The pattern recognition process uses sub-pixel 
precision. The color of every dot is analyzed as well. Based 
on the knowledge of the pattern Structure and using the 
colored dots, the origin in the pattern for every recognized 
line is determined. This is necessary, as Significant portions 
of the projected pattern may not be visible to the imaging 
optics due to Shadowing, undercuts and un-sharp areas. A 
two-dimensional to three-dimensional conversion algorithm 
uses the knowledge of the origin of each imaged line with 
respect to the pattern to compute three-dimensional coordi 
nates of the points in the object. AS the lines are often 
captured only as fragments, the decoding algorithm does not 
always have Sufficient information on each line to unequivo 
cally assign that line to the pattern. The algorithm therefore 
examine Several Scenarios of possible affiliations and looks 
for conflicts. In this way the inconsistent Scenarios are 
filtered out. The lines in the projection pattern do not change 
their order in the image. For example, if the lines in the 
projection pattern are sequentially numbered 1-80, and line 
43 is to the left of line 44, in the captured image line 43 will 
be always be to the left of line 44 and never to the right of 
line 44. Inconsistent Scenarios are indicated where the order 
of lines is violated. The correct order of the lines can be 
deduced by a Suitable algorithm that examines the Scenarios 
based on line order and eliminates all those where conflicts 
or inconsistent line numberings exists. A unique Solution 
will be found. 

0141 While the preferred embodiment of the three-di 
mensional conversion algorithm is based on a Sophisticated 
calibration proceSS and does not make use of any knowledge 
of the optical parameters, an alternative embodiment could 
use general principle of analytical triangulation assuming 
that we do have Such knowledge. Analytical triangulation 
will be explained with reference to FIG. 9. The projecting 
device projects a pattern of distinguishable elements onto a 
Surface. This projected pattern is imaged. For each captured 
element, is must be possible to tell its origin at the pattern. 
This allows us to determine the angle C. between the optical 
axis of the projection device and the one ray that has 
projected that element. The location of the pixel at the CCD 
chip that has captured that element allows us to determine 
the angle B between the optical axis of the imaging System 
and the one ray that leads from the projected element at the 
Surface to the CCD pixel. Knowing those two angles, the 
angles of the two optical axes with respect to the baseline 
and the length of the baseline, allows us to calculate the 
Spatial position of the element relatively to the Scanning 
device. This calculation can be done for every detected 
element within one captured image and leads to a plurality 
of three-dimensional points. It is important to understand 
that as a result from this calculation we receive an undis 
torted, true to scale representation of the surface. While 
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every two dimensional image shows distortions due to 
parallax effects, the triangulation process eliminates this 
effect. 

0142. The analytical triangulation method requires pre 
cise knowledge of optical parameters. The preferred 
embodiment using a calibration table for the Scanner does 
not require this knowledge. 

0143 A. Scanner Manufacture and Calibration 
0144. Before describing the details of the process steps 
shown in FIG. 6, an illustrative embodiment of the scanner 
14 itself and its manner of calibration will be described first. 

014.5 FIG. 7 is a cross-sectional view of a portion of the 
hand-held scanner 14 of FIG. 3, showing the optical ele 
ments of the projection and imaging aspects of the Scanner. 
The scanner includes the fiber-optic cable 51 carrying 
flashes from a flash lamp in the base station 54 of FIG. 2 to 
a condenser System consisting of a group of lenses 53A. 
Light from the light source 53 illuminates a pattern formed 
in a slide 50. Wide variation is possible in the choice of the 
pattern. A presently preferred embodiment is described 
Subsequently in conjunction with FIG. 11. The pattern is 
directed by a projection lens System 102 out of the Scanner 
to the mirror housed at the tip 68 of the scanner (FIG. 3) and 
towards the object under investigation. The Scanner further 
includes a several LED light sources 106 (e.g., 2 or 6), which 
are used to provide general illumination of the object during 
Scanning to assist the user in Scanning the dentition. A prism 
104 surrounds the LED light sources. The axis of the 
projection System is shown as axis 48. 
0146 The projection pattern is reflected off of the object, 
reflected by the mirror in the tip 68 and received by an 
imaging lens System 108 centered about an imaging axis 58. 
The received pattern is reflected off a mirror 110 onto the 
CCD electronic imaging device 56. The CCD 56 produces a 
Voltage Signal for each pixel in the device. The level of the 
Signal is an indication of the level of light impinging on that 
pixel, allowing an image to be produced from the CCD. The 
Signals are read out of the CCD using known circuitry and 
amplified. The amplified analog Signal is collected and 
transmitted along conductors 59 to the base unit for con 
version to digital form. The signal from the CCD is con 
verted into a colored bitmap image in the illustrated embodi 
ment. Color is used in the projection pattern in the illustrated 
embodiment, therefore a CCD chip is selected which can 
detect colors. A black and white System is of course also 
possible. 

0147 In the illustrated embodiment, the separation dis 
tance between the light Source and the projection pattern is 
not known or needed, nor is the angle between the axes 48 
and 58. However, some non-zero angle between the axes is 
required in order to obtain depth information. The angle 
Selected will depend on the type of Surface or object the 
Scanner will be used for. These types of implementation 
details will vary considerably depending on the application. 
Furthermore, it is possible to make the two axes 48 and 58 
completely independent of each other by locating the pro 
jection and imaging in Separate, independently moveable 
devices. This is described in more detail in the patent 
application of Ridger Rubbert etal, Ser. No. 09/254,843, the 
contents of which are incorporated by reference herein. The 
calibration procedures described herein are of particular 
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advantage when the projection device and the imaging 
device are in two Separate, independently moveable units. 
0.148 FIG. 8 is a perspective view of a presently pre 
ferred scanner calibration station 120 that is used to calibrate 
the Scanner 14 at the time of manufacture. The purpose of 
the station 120 is to obtain data for a calibration relationship 
for the Scanner, Such as a calibration table, which is Stored 
in the memory of the Scanner System. Some variation in the 
design of the calibration Station is possible; the principle of 
operation of the calibration Station is that the Scanner is 
calibrated by projecting the pattern onto a reference object 
of precisely known geometry at two known distances (in the 
Z direction) and known spatial extent (X and Y directions). 
A planar reference object is preferred, but it is theoretically 
possible to use any object of known geometry, but more 
computationally complex to use Such objects. The goal of 
the calibration procedure is to compile a set of information 
(e.g., in the form of a table) that completely calibrates the 
Scanner and places it in condition for use to Scan objects of 
unknown Surface geometry, without the need for precise 
knowledge of the mechanical or optical properties of the 
scanner. While the present embodiment describes a calibra 
tion table as the result of the calibration process, the infor 
mation may be in other equivalent forms, Such as math 
ematical relationships or formulae between pixel address 
and distance, which are operated on to derive distance 
information at the time of use. 

0149 Before discussing the presently preferred calibra 
tion device and calibration relationship, a discussion of the 
principles of the calibration invention will be set forth for 
ease of understanding. 
0150. A 3D imaging device as disclosed in this applica 
tion does initially not deliver 3D information, but only 2D 
information as the CCD chip is a 2D imaging device. 
Information on the 3" dimension therefore has to be deter 
mined in an extra processing Step. The additional informa 
tion that we can use to perform Such a 3D calculation is the 
Spatial arrangement of the optical components, Such as 
shown in FIG. 9A. FIG. 9A shows a schematic arrangement 
of components. One portion of the pattern is indicated with 
a Small Square, and the ray along which this portion would 
be projected is also displayed. The point, where this ray 
would interSect with the Surface of the object, is displayed 
as a circle. At the center of this circle, the portion of the 
pattern would be projected onto the Surface of the object. 
One of the reflected rays will run through the imaging lens 
system and such be projected onto the surface of the CCD 
chip, which will cause a corresponding Signal. In this figure, 
only the center rays are displayed, e. g. the rays that run 
through the center of the lens Systems. 
0151 Assuming that there is precise knowledge of the 
geometrical arrangement of the components, it would be 
possible to precisely calculate the Spatial coordinates of the 
part of the surface of the object that reflects the considered 
portion of the pattern. This calculation is only possible under 
three preconditions: 

0152 (i) The geometric arrangement of all compo 
nents of the Scanning System must be precisely 
known, 

0153 (ii) The exact characteristics of all compo 
nents must be known (true X/y-coordinates of all 
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CCD pixels, including precise knowledge of the 
dimensions of the pattern; and 

0154 (iii) The lens systems must be ideal which 
means that the center ray must be an ideal Straight 
line. 

O155 In mass production scenario for a scanner, it will be 
almost impossible to guarantee these preconditions. One 
possible approach would be to calibrate the individual 
devices, which means that the deviations of the character 
istics from the ideal configuration are determined and noted 
("compensative calibration”). The 3D calculation will then 
base on algorithms like described before, but will addition 
ally take into account known deviations to compensate for 
individual characteristics of each device. However, this 
compensational calculation has to be set up very carefully, 
and errors in terms of plus/minus Signs will not easily be 
detected especially when the deviations are minor. 
0156 Another challenge is presented by scanning 
devices like disclosed in PCT/DE97/01797 by Rubbert, 
where imaging device and projection device are not physi 
cally connected to each other, and therefore the geometrical 
relationship may be completely unknown. 

O157 The calibration procedure that is described herein 
does not require any pre-knowledge of any dimensions of 
the optical and mechanical components, and thus can be 
termed “independent calibration”. Furthermore, even any 
knowledge of the angle formed by the two optical axes 
(angle of triangulation) is not required. 
0158. The background of this procedure can be described 
best by again just looking at one Specific portion of the 
pattern that is being projected along a ray onto the Surface 
to be measured like indicated in FIG. 9B. It is important to 
understand that this portion of the pattern will always be 
projected along this specific ray R, which is defined by the 
optical characteristics of the lens System and the arrange 
ment of the pattern and the lens System with respect to each 
other. If this portion of the pattern is being reflected from any 
Surface Sitting in the field of View, we can be absolutely Sure 
that this point of the surface will be located somewhere 
along this ray R. However, we do not know at which position 
along this ray the point is located. To be able to determine 
this, the “independent calibration' method basically takes 
Samples. The first Sample will be a Surface that is located at 
a certain distance Z from the projection device. The 
reflected portion of the pattern will show up at a specific 
pixel at the CCD chip (or perhaps over Several pixels 
depending on the size of the portion of the pattern). It is 
important to understand that every Surface that is ever being 
hit by this ray at this Z-distance will always cause a 
reflection of this ray R directed to this pixel (we are dealing 
with diffuse reflection, so every point being reflected will 
Send rays into many directions, regardless of the angle 
between ray and Surface). This implies that every time when 
this portion of the pattern is being reflected onto the pixel, 
we know exactly that this point of the Surface is located at 
distance Z. 
0159) Knowledge of the distance between Z, and the 
Scanner is not required as long as the Scanner will not be 
used as an absolute measuring System. If we want to use the 
Scanning System as an absolute measuring System, which 
means that we want to measure the location of points relative 
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to the Scanner and not only relative to each other, we would 
then need to use the Z-values with respect to the origin of the 
coordinate System of the Scanner. The illustrated embodi 
ment is not an absolute measuring System, but nevertheless 
generates accurate virtual models of the object true to Scale. 
0160 During the calibration process, we will acquire a 
plurality of such “samples” for different portions of the 
pattern reflected off a calibration Surface at different Z-dis 
tances, where the relative Z-distances of these levels with 
respect to each other must be known. It will be discussed 
further below, how many Samples will typically be required 
to receive a complete calibration. The result of this Sampling 
process is the first calibration relationship that is derived for 
the Scanner: (1) pixel coordinates for the electronic imaging 
device for numerous portions of the pattern, Said pixel 
coordinates associated with distance information from the 
projection System in a Z direction at at least two different Z. 
distances. 

0.161 Having this first part of the calibration procedure 
done, we can determine the Z-component of every part of 
the measured Surface that is reflecting the pattern onto the 
CCD chip. However, we do not have knowledge of the X 
and Y-coordinates. To get this information, we need to 
perform the Second part of the calibration. 
0162 Again, we will take “samples”, but this time we 
will not make use of the pattern that is being projected onto 
the object during normal use of the Scanner (the projection 
unit will be switched off). Rather, images are obtained of a 
reference object in the field of view that is equipped with 
features of a known geometry, i.e., known X-Y Spatial 
relationship. The Simplest implementation would be a point. 
In FIG. 9C, such a feature is a plurality of cross-hairs. The 
feature being projected onto the CCD chip will show up at 
a specific pixel (or several pixels depending on the size of 
the feature). The X/Y-coordinates of the pixel at the CCD 
chip are then assigned to the X/Y-value of the location of the 
feature (and assigned to a certain Z-distance). 
0163. It is obvious that if the feature is being moved in 
Z-direction, the location of the projection of the reference 
object at the CCD chip will change. We therefore have a 
dependence on the Z coordinate, which Signifies that the 
Z-location of the feature must have a known reference to the 
Z-location(s) of the surfaces that have been used in the first 
part of the calibration. For instance, Such a feature could be 
located at Z; other features might be located with a known 
reference to Z. 
0164. The first feature being captured in this manner 
would serve as a reference. A certain X- and Y-value (in mm 
or inches) would be assigned to the location of this feature. 
If Such a feature would be placed close to the optical axis of 
the imaging System, it would be preferable to assign X=0 
mm and Y=0 mm to this location. If we want to use the 
Scanning System as an absolute measuring System, which 
means that we want to measure the location of points relative 
to the Scanner and not only relative to each other, we would 
then need to use the X/Y/Z-values of this feature with 
respect to the origin of the coordinate System of the Scanner. 
0.165 During the calibration process, we will again 
acquire a plurality of such “samples” at different X-Y- and 
Z-locations, where the relative X-, Y- and Z-values of the 
locations of these features with respect to each other and 
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with respect to the Z-values of the first part of the calibration 
must be known. It will be discussed further below, how 
many Samples will typically be required to receive a com 
plete calibration. 
0166 It is important to understand that the determined 
relationship between the X- and Y-coordinates of any feature 
being captured and Specific pixel coordinates at the CCD 
chip exists only with respect to the Z-coordinate of the 
feature. A movement in Z will change the X/Y-value. 
Therefore, during normal operation of the Scanner, when the 
calibration results are being used to calculate 3D coordi 
nates, we first have to calculate the Z-coordinate of any point 
on a Surface using the calibration values acquired in part 1, 
and basing on these results we can then perform the X/Y 
calculation, using the calibration results of part 2 of the 
calibration process. 
0167 There are several options with regard to the number 
of “samples” to take during calibration and the way how the 
results may be stored. The most Straightforward approach 
would be to collect pixel coordinates for at least two Z-levels 
of the projected pattern. The number of pixel coordinates 
will depend on the resolution of the pattern. The Z-levels 
will preferably be defined within the depth of focus of the 
Scanner projection lens Systems and imaging lens Systems, 
but close to the boundaries of this depth. Having collected 
pixel coordinates for at least two levels, would allow for 
interpolation of all other Z-levels. Part 2 of the calibration 
procedure could also comprise features (points) distributed 
evenly acroSS the field of view, and those features could 
again be placed at two different Z-levels, which would allow 
for an easy interpolation of X- and Y-values. The pixel 
coordinates acquired in both parts of the calibration proceSS 
could in the simplest embodiment be stored in a table. 
0168 However, this straightforward approach has certain 
disadvantages. First of all, an apparatus is required. Other 
wise it would not be possible, to place the Surfaces required 
for part 1 in a controllable manner with respect o each other, 
and the features being captured in part 2 also need to be 
precisely placed with respect to each other and to the 
calibration Surface used in part 1. Usage of Such a calibration 
apparatus is not a problem within an industrial production 
environment. But if Scanners need to be calibrated for 
instance in an orthodontic office, it is not recommendable to 
always ship Such a device to the location. 
0169. But there is no need to calibrate each portion of the 
pattern in various Z-levels. If a device is used, that com 
prises Surfaces at different Z-levels, portions of the pattern 
will be projected onto levels that are closer to the Scanner, 
and portions will be projected onto levels that are further 
away. It is well possible, to interpolate also the pixel 
coordinates that are not acquired during calibration. 
0170 Assuming that portions A and C of the pattern will 
be projected onto level Z, while portions C and D will be 
projected onto level Z, we will receive pixel coordinates for 
portion A and Cassigned to Level Z (XA and y a for A, Xe 
and y for C) and pixel coordinates for portion B and D 
assigned to Level Z2 (XB2 and yB2 for B, XD2 and y2 for D). 
It is well possible to linearly interpolate for instance X 
(which has not been acquired) from y2 and y. In the same 
mannery could be interpolated from y A and y. Another 
way to receive calibration values that have not been acquired 
directly would be to draw the acquired pixel coordinates for 
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a certain Z-level onto a sheet of paper and then to construct 
a best-fit line (either straight or curved) through those points. 
If the mathematical function of this best-fit line is stored, the 
pixel coordinates can be calculated using that function 
instead of Storing them Separately. The operation of deter 
mining a best-fit line can of course also be done directly in 
the computer. The best fit line concept is illustrated in FIG. 
9.C. 

0171 This procedure would work as well for part 2 of the 
calibration procedure where pixel coordinates are being 
acquired for Specific features assigned to X-, Y- and Z-Val 
ues. Again only a Subset of features has to be captured at 
each Z-level, and the remaining values can be interpolated 
in the way described above. It would therefore also be 
possible to use just one calibration device that provides 
Surfaces at least two Z-levels to perform part 1 of the 
calibration and comprises features at those Surfaces that 
allow for part 2. The density of portions of the pattern, i.e., 
features to be captured, depends on the optical quality of the 
components of the Scanner. We should capture at least four 
portions of the pattern, preferably close to the corners of the 
CCD imaging device 56 to provide a reliable interpolation. 
0172 The advantage of this calibration process is that it 
requires absolutely no pre-knowledge of the mechanical and 
optical characteristics of the Scanner and automatically 
compensates for irregularities of the optical components, 
this including the CCD chip and the pattern. It is therefore 
useful to calibrate Scanners that are made from cheap parts, 
and in can be used on Scanners that have no known rela 
tionship between the imaging and the projection device. 
0173 With the foregoing discussion of the principles of 
the invention in mind, a representative embodiment of a 
Scanner calibration device and method will be described 
with particularity with reference to FIG. 8. The presently 
preferred Scanner calibration System includes mount or 
holder 122 for holding the Scanner fixed in position during 
calibration. The holder is affixed to the top of a table 124. A 
calibration apparatus is positioned directly in front of the 
Scanner 14. The calibration apparatus consists of a Z-direc 
tion carrier 126 having one portion 128 fixedly mounted to 
the table and a second portion 130 which can move back and 
forth in the Z direction between two different positions Z1 
and Z2. An X-direction carrier 131 is mounted to the 
moveable portion 130 of the Z-direction carrier. The X-di 
rection carrier consists a first portion 132 which is mounted 
to the moveable portion 130, and a second portion 134 
which is moveable in the X direction relative to the first 
portion 132, as indicated. 
0.174. The X-direction carrier 131 has mounted to its 
upper Surface 136 two calibration devices: (1) a Smooth, 
planar calibration surface 138 used for calibration of the 
Scanner in the Z-direction, and (2) an X-Y calibration 
Surface 140 used for calibration of the Scanner in the X and 
Y direction. The X-direction carrier also contains a light 142 
for providing back illumination of the X-Y calibration 
Surface 140. 

0175 To calibrate the scanner 14, carriers 126 and 131 
are moved such that the Z-direction calibration Surface 138 
is positioned in front of the Scanner 14. An image is taken 
of the projection pattern reflecting off the Surface with the 
surface 138 at Some arbitrary distance Z1 from the scanner. 
Then the carrier 130 is moved a distance away (AZ) to a new 
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position Z2, and a Second image is taken. Pixel addresses 
where the Specific locations of the pattern are imaged in the 
electronic imaging device are determined and Stored in a 
calibration table in a memory. The distance AZ is also known 
precisely and Stored in the Scanner memory or in the 
computer that performs the Scanner calibration. 
0176) Then, the carriers 126 and 131 are moved such that 
the X-Y calibration grid 140 is placed at the distance Z1 and 
an image is taken. The image is generated by activating the 
Source 142, with light from the Source 142 passing through 
numerous tiny apertures 143 in the calibration Surface 140 
and impinging on the electronic imaging device 56. (The 
pattern illumination Source is not used in this part of the 
calibration). The carrier portion 130 is moved to the position 
Z2, another image is generated. Using the known Separation 
distance between points in the X- and Y calibration grid 140, 
X and Y distance information for points in the pattern 
imaged in the first part of the calibration procedure is 
computed. The results are Stored in the calibration table. 
This process is described in further detail below. When the 
Scanner calibration is finished, the Scanner Serial number and 
Scanner calibration table (or other representation of the 
calibration relationship, Such as a Set of mathematical equa 
tions) are stored in memory in the Scanner or in a computer 
asSociated with the Scanner that processes the Scanned 
images. 

0177. An alternative configuration of the calibration Sur 
faces is shown in FIG. 8A. The calibration device consists 
of a set of reflective, planar, parallel planes 144, 144, 144" 
and 144", of known distance from each other and from the 
Scanner, with apertures 143 Spaced at known distances along 
the Surfaces of the planes and at known distances from 
adjacent planar Surfaces. A croSS feature 145 at the center 
forms the origin of the calibration Surface, and is used as 
explained below. Two of the surfaces 144, 144, 144" and 
144" are used for the Z calibration Surface. For X and Y 
calibration, the backlighting illumination Source 142 is 
activated and light passes through the apertures 143 onto the 
electronic imaging device. The entire two-dimensional focal 
plane of the electronic imaging device is calibrated from an 
interpolation of known points in the surfaces 144, 144, 144" 
and 144", in accordance with teachings described in detail 
herein. The embodiment of FIG. 8A is considered more 
cumbersome than the embodiment of FIG. 8, but is offered 
to illustrate that other configurations for a calibration Surface 
are possible. In fact, curved Surfaces or sloping Surfaces 
could even be used, but the Simplest Surface is a planar 
Surface oriented directly at the electronic imaging device. 
0.178 Thus, in one possible alternative embodiment of 
the invention a calibration device is provided for a Scanner 
projecting a pattern onto an object and receiving a reflection 
of the pattern off the object. The calibration devices com 
prise a calibration Surface 144 receiving Said projected 
pattern comprising two or more parallel Surfaces (e.g., 144 
and 144") of known Separation distance and spatial extent 
and a plurality of point sources of light 143 provided in the 
two or more parallel Surfaces. AS described herein the point 
Sources of light are apertures which allow light to pass 
through the surfaces 144 from the light source 142, but other 
configurations are possible. For example, the point Sources 
of light could be light emitting diodes arranged in an array 
in the surface 144. The apertures 143 are formed in a precise 
and known Spatial relationship relative to each other, Such as 
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by forming the holes with a precision high powered laser on 
a sheet of metal. Alternatively, instead of apertures 143, 
black dots could be formed on paper using a highly accurate 
printing process, and the black dots imaged by the CCD 56. 

0179 The calibration procedure described herein repre 
Sents an alternative, and more preferred way of computing 
three-dimensional information for imageS as compared to 
prior art methods. FIG. 9 is an illustration of the relevant 
parameters that can be used to calculate Surface configura 
tion of the object in accordance with a known fashion. The 
method of FIG. 9 requires knowledge of the separation 
distance D or baseline between the detector and the light 
Source, the angle between the axes 48 and 58, and the angles 
C. and B shown in the Figure. The present calibration method 
and method of calculation of three-dimensional information 
does not require any of this information. The calibration 
procedure compensates for imperfections in the optics in the 
optical paths, and therefore eliminates the need for high 
precision optics. Further, there is no need for precise knowl 
edge of the placement of the Scanner relative to the calibra 
tion planes. There is no need to know the angle between the 
axes 48 and 58, the separation distance between the scanner 
and the object being Scanned, or any absolute value of the 
location of the object in any global coordinate System. The 
Scanner allows for truly reference independent Scanning, yet 
it gives very precise description of the three-dimensional 
Surface. 

0180. The calibration will typically be performed once 
during manufacturing, which should be enough to last the 
life of the Scanner. However the Scanner can simply and 
quickly re-calibrated if the need arises. 
0181. A representative example of the calibration of the 
Scanner will be better understood from FIG. 10 and the 
following discussion. FIG. 10 is a illustration of an arbitrary, 
unique ray R, which is projected from the projection 
System of the Scanner onto the Smooth, planar calibration 
surface 138 of FIG. 8 during the first part of the calibration 
procedure. The ray R, is captured by the electronic imag 
ing device 56, with the calibration plane positioned at two 
different distances from the Scanner, Z1 and Z2. The distance 
between the two locations is AZ. Distance Z1 need not be 
known, however the Separation distance AZ is known. The 
Separation distance AZ will vary depending on the depth of 
focus of the imaging optics 108 in the scanner 14. 

0182 FIG. 10 illustrates a fundamental principle of the 
technique that is used for calibration of the Scanner and 
generation of three-dimensional information of an object, 
which is considered to be an improvement over the calcu 
lations required by the method of FIG. 9. FIG. 10 illustrates 
that when the plane 136 is at a distance Z1, the ray R, 
impinges on the imaging device at the location 150. When 
the calibration surface 136 is moved to position Z2, the ray 
R, impinges on the detector at point 152. The pixel 
coordinates for ray R, at both positions is stored in a 
calibration table. In actuality, the pixel coordinates for a 
large number of rays from the projection pattern are Stored 
for Z1 and Z2. These pixel coordinates, along with X and Y 
dimension measurements from a Second part of the calibra 
tion procedure, give all the information needed to create a 
calibration table necessary to compute three-dimensional 
coordinates for an object that has been Scanned with the 
projection pattern. 
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0183) Ray R, corresponds to a single point in the 
projection pattern. Knowledge of where in the projection 
pattern ray R, originated from is required. Hence, Some 
pattern recognition and decoding of the detected pattern is 
needed to identify the Specific portions of the pattern that are 
being imaged by the various portions of the CCD electronic 
imaging device. To understand the pattern recognition pro 
cess, the reader is directed to FIGS. 11, 12, 17, 18 and 19 
and the following discussion. 
0184 Pattern Recognition 
0185 FIG. 11 is an illustration of a portion of a pattern 
that is projected from the scanner of FIG. 3 onto an object 
(including the calibration surface 138). The projection pat 
tern comprises an array of parallel lines 156 Separated from 
each other by red, green and yellow colored dots 158, it 
being understood that other types of projection patterns are 
possible. The sequence of the colored dots 158 vary along 
the length of the lines 156, and in the direction perpendicular 
to the lines. This technique is used Such that using pattern 
recognition and decoding processes, described herein, every 
region in the projection pattern can be decoded from the 
pixel data from the imaging device. FIG. 11 illustrates that 
Ray, can be taken to have originated at the intersection on 
one particular line and one particular colored dot, and this 
location can be determined precisely form the pattern rec 
ognition and decoding process. Similarly, the ray along the 
line Lone row below ray R, can also be identified. In the 
present example, the pattern is constructed Such that there 
are N columns or lines, and M rows of colored dots. FIG. 
12 illustrates showing that the various rays of light passing 
through the pattern of FIG. 11 can be represented by an 
array of N XM points. 
0186 This array of points representing the projection 
pattern of FIG. 11 is imaged by an electronic imaging device 
or CCD 56 arranged in an array of row and columns, as 
shown in FIG. 14. There are X columns of pixels in the X 
direction and Y rows of pixels in the Y direction. In the 
illustrated embodiment there are 1,028 pixels in each direc 
tion. 

0187 FIGS. 17, 18 and 19 illustrate the pattern recog 
nition process for captured two-dimensional images. FIG. 
17 shows the signal level from one row of pixels in the 
electronic imaging device. The Signal indicates that line L of 
the projection pattern is imaged at pixels 20-23 of a par 
ticular row of the pixels. Averaging of the pixel values over 
the four pixels allows the center point of the line relative to 
pixel 21 to be calculated, with sub-pixel resolution. FIG. 18 
shows how the line L and adjacent colored dots are imaged 
on the Surface of the imaging device in this example. Note 
that the line is not necessarily centered over any column of 
pixels and hence the averaging must be performed to deter 
mine the center point in the line. A similar pattern recogni 
tion proceSS is performed for the colored dots, as indicated 
in FIG. 19. The center of each colored dot is located, as is 
the center points of the lines for every line and colored dot 
imaged by the imaging device. 
0188 The pattern recognition process thus takes the 
output signals of the imaging device (in the form of a 
colored bitmap image) and returns a set of pixel locations for 
centers of lines and centers of particular colored dots. The 
next Step in the process is correlating these pixel locations 
for lines and colored dots to particular lines and colored dots 
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in the projection pattern. This proceSS is referred to as 
decoding (process 82 in FIG. 6), and is described in detail 
below. Decoding is not normally needed during the calibra 
tion procedure described in conjunction with FIG. 8, since 
the Z calibration Surface is planar and the arrangement of the 
projection pattern on the CCD 56 is preserved. Decoding is 
used however during use of the Scanner to Scan an object of 
unknown Surface configuration. 
0189 Decoding 
0190. The decoding process is the process of converting 
a set of pixel addresses for lines imaged by the imaging 
device, and a set of pixel addresses for particular colored 
dots imaged by the imaging device, to particular lines and 
colored dots in the projection pattern. Decoding is not 
absolutely required during calibration (particularly where 
the Z calibration Surface is a planar Surface). It is used, 
however, during processing of images on an object having 
undercuts, shadow features, or other irregularities. It may be 
possible to decode only a portion of the received pattern, 
Since ordering of lines in the projection pattern is preserved. 
For example, if lines 13 and 16 are decoded, lines 14 and 15 
are also decoded since their spatial relationship relative to 
lines 13 and 16 are preserved. 
0191 The imaging analysis process needs to know that a 
particular pixel is imaging a particular line or a particular 
colored dot. The projection pattern or screen 50 (FIG. 2) 
varies continuously in both directions, due to the unique and 
continually varying Sequence of the colored dots. The 
decoding process simply examines where the red, yellow 
and green dots are being imaged in the imaging device, and 
compares these results with the known Sequence of red, 
yellow and green dots in the projection pattern, and thereby 
locates or identifies each ray with reference to the projection 
pattern. For example, the process knows that, for example, 
pixel 21 in row N of the imaging device is imaging the center 
of line 13, row 55, in the projection pattern. 
0.192 Referring again to the calibration set-up of FIGS. 
8 and 10, the scanner takes two images of the Z-calibration 
Surface 138, one at distance Z1 and the other at distance Z2. 
The pixel addresses where each ray R, in the projection 
pattern is imaged by the array is Stored in a calibration table 
referred to herein as calibration table #1, shown in FIG. 24. 
At this point, we know how the imaging of the projection 
pattern varies as the calibration Surface is moved in the Z 
direction relative to Some imaginary plane Z1 in front of the 
scanner. However, the X and Y relationship is not yet 
known. Therefore, the Scanner must be calibrated in the X 
and Y direction using a pattern of known geometry. This is 
explained in conjunction with FIGS. 8 and 13-16. 

0193 FIG. 13 is a illustration of the X-Y calibration 
surface 140 of FIG. 8, showing the array of Q X P points 
(tiny apertures 143) in the calibration surface 140 being 
organized into a coordinate System having an origin at the 
center of the surface 140, in the shape of a cross 145. The 
calibration Surface 140 is conceptualized as consisting of 
four quadrants I-IV. FIG. 23 shows one possible numbering 
convention of the points in the Surface at the origin. In the 
illustrated embodiment, the points of the X-Y calibration 
Surface 140 are actually tiny apertures Spaced from each 
other a known distance (e.g., 1 mm). The apertures act as a 
plurality of point Sources of light when the light Source 142 
positioned behind the surface 140 is activated. These points 
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of light are imaged by the electronic imaging device 56 
during the Second part of the calibration Step. By counting 
pixel signals (indicating the imaging of a point Source in the 
surface 140) over from the origin in the X and Y directions, 
it is possible to determine which point in the surface 140 is 
being imaged by which pixel, again with Subpixel resolu 
tion. Since we know the address of the pixels which illu 
minate the Specific portions of the projection pattern, and we 
can know the distance from the origin of the surface 140 that 
this pixel is imaging, it is therefore possible to calibrate the 
pixels in the X and Y directions. A second calibration table, 
shown in FIG. 25, is used as an interim step to generate the 
distance values in the X and Y directions for the principal 
calibration table if 1 in FIG. 24. 

0194 This process will be explained by example. FIG. 
15 is an illustration showing the interpolation of pixel 
addresses in X and Y directions for a given ray R2s from a 
scanned object from two points of the X-Y calibration plane 
previously imaged by the electronic imaging device during 
calibration. FIG. 15 indicates that a given point in the 
projection pattern, ray Ras, is imaged by Some pixel that is 
located between the pixels that imaged points in surface 140 
that are in quadrant III, between 14 and 15 points to the left 
of the origin and between 14 and 15 points below the origin. 
This is suggested by FIG. 21, which shows where ray Ras 
is imaged on the CCD chip. FIG.21 also indicates where the 
corresponding points on the X-Y calibration surface 140 are 
imaged by the pixels in the electronic imaging device. AS is 
shown in FIG. 21, in the present example the pixel values 
are between 30 and 90 in the X and Y directions. 

0195 FIG. 25 shows the X-Y calibration table #2 that is 
used for generating distance entries in X and Y directions in 
the calibration table No. 1 shown in FIG. 24. FIG. 25 
illustrates that for each point in the X-Y calibration surface 
140, corresponding pixel addresses for pixels imaging those 
points are identified and stored in the table. This is done for 
all points in the four quadrants of the X-Y calibration surface 
140. These values are obtained when the X-Y calibration 
Surface is positioned at both distances Z1 and Z2, and an 
image is generated at both positions. The entries in the table 
are pixel addresses in X and Y directions, expressed in 
Sub-pixel resolution. Representative entries for Quadrant I 
are shown, it being understood that entries are made for all 
the points in the X-Y calibration surface. 

(0196) Now, if we know that ray Ras of the projection 
pattern from the Z-calibration procedure (using the calibra 
tion Surface 138) is being imaged at a particular location, we 
can use the calibration table #2 of FIG. 25 to compute an 
entry in mm for table #1. Again, using the present example, 
assume ray Rs (corresponding to line 2, row 3 in the 
projection pattern) is imaged by pixel having an address of 
30.2 in the X direction and 36.2 in the Y direction, at Z=Z1. 
The distance in mm can be calculated from an interpolation 
of the entries in calibration table 2 of FIG. 25. This is 
indicated for the entries in line 2, row 3. At the Z=Z1 
distance, this point is imaged at pixels 30.2 in the X direction 
and 36.2 in the Y direction, which corresponds to a distance 
of -14.6 mm in the X direction from the origin and -14.4 
mm in the Y direction. Similarly, at Z=Z2, this point is 
imaged by pixels 43.0 in the X direction and 31 in the Y 
direction, which corresponds to a distance of -14.8 mm in 
the X direction and -15.8 mm in the Y direction. This 
information is entered into table #1, as shown in FIG. 26. 
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0197) This interpolation takes advantage of a linear rela 
tionship that exists between pixel address and distance for 
objects at an unknown distance Z from the Scanner. This can 
be best appreciated from FIG. 22. Since we know that ray 
R, is imaged at one point 160 in the imaging device at 
Z=Z1, and that it is imaged at another point 162 at distance 
Z=Z2, the ray must fall along the dotted line 164 where Z. 
is between Z1 and Z2. Similarly, if Z'>Z2 it lies along the 
line indicated at 166. If Z-Z1, it lies along line 168. This 
linear relationship between distance and pixel address is the 
key to obtaining Z information as to ray R, and X and Y 
distance in mm. Furthermore, Since AZ is known exactly 
during the calibration (e.g., 7 mm in the illustrated embodi 
ment), and a linear relationship exists between pixel address 
and distance, the location of exactly where ray R, lies 
along the line 164, 166 or 168 tells us with precision the 
position of the unknown object in the Z direction, relative to 
virtual plane Z1. This location of where ray R, is being 
imaged by the electronic imaging device is arrived at by the 
pattern recognition and decoding processes described 
herein. 

0198 Referring again to the example of FIGS. 16 and 
17, we know ray R, is imaged at Some region of the CCD, 
and this is stored in table 1 (FIG.25). From calibration table 
2 (FIG. 26) we know the X and Y coordinates of neighbor 
ing points in the X-Y calibration grid in the region of ray 
R. By interpolation of the X and Y coordinates, we can 
calculate the distance in mm from the origin Since the points 
in the X-Y calibration grid are Separated from each other a 
known distance. This is done for all N XM portions of the 
projection pattern. 

0199 For example, calibration table 1 of FIG. 24 tells us 
that ray R2 is imaged at pixel addresses X=30.3 and Y=36.2 
for Z=Z1, and at pixel address X=43 and Y=31 at Z 32 Z2. 
We then look to the table 2 entries (FIG. 25) to find the 
closest X and Ypoints in the X-Y calibration grid by looking 
at the pixel addresses in table 2. This is shown in FIG. 16. 
An interpolation of the pixel addresses in table 2 to the 
known pixel address from table 1 results in an X, Y address 
in mm. In the present example, X in mm=-14.6, Y in 
mm=-14.4. The results are now added to table 1, see FIG. 
26. The same is done for the distance Z=Z2. The same is of 
course performed for all the N XM rays in the projection 
pattern, resulting in a completely filled calibration table 1. 
Table #1 in FIG. 26 only shows the entries for ray Ras, but 
the process is done for all rays for Z=Z1 and Z=Z2. 

0200 FIG.20 illustrates the points of the X-Y calibration 
plane from the calibration station of FIG. 7 at two positions 
Z1 ands Z2, relative to the optical elements of the electronic 
imaging device. It will be apparent that when the Z=Z1, 
Some points in the X-Y calibration plane will not be imaged, 
but will be when Z=Z2. These points, indicated by AQ in the 
Q direction, exist also in the P direction. The calibration 
table 2 takes these into account. Some points in all four 
quadrants may not be imaged at Z=Z1, but will be imaged 
at Z=Z2 during X-Y calibration. Points indicated at 170 are 
imaged at both values of Z. 

0201 From the above, in one aspect of the present 
invention, a machine-readable memory is provided for a 
Scanner used to calculate three dimensional information of 
an object Scanned by the Scanner. The memory may be in the 
Scanning unit itself, in a Separate work Station for the 
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Scanner, or in any computing device Such as a remote 
computer that processes acquired image data and generates 
a three-dimensional model of the object. The memory com 
prises an array of data Storage locations containing a cali 
bration relationship for the Scanner, Such as a table. The And 
calibration relationship identifies pixel coordinates for 
numerous portions of a pattern projected onto a calibration 
Surface located at two different distances from the Scanner, 
and distance information in X and Y directions for the 
portions of the pattern for the two different distances. The 
calibration entries Stored in memory allow the Scanning 
System to compute three-dimensional coordinates for points 
on an object reflecting the projection pattern onto the 
electronic imaging device. 
0202) Now that the scanner has been completely cali 
brated, it is ready to Scan objects at Some unknown distance 
and having Some unknown Surface configuration. The deri 
vation of X, Y and Z coordinates for the Surface will be 
explained in the next Section. 
0203) Derivation of 3-D Point Cloud per Image (step 84, 
FIG. 6) 
0204 With reference to FIGS. 6 and 26, we now explain 
the derivation of Spatial coordinates in three dimensions for 
a single captured image. With the entries in Table 1 com 
pletely filled out during calibration, the Scanner is now able 
to derive X, Y and Z coordinates for any object at an 
unknown distance. The Scanner has the most accuracy when 
the distance is between the values Z1 and Z2, Such that the 
captured images are in focus, but distances outside of this 
range may still be able to be imaged and decoded. 
0205 First, the electronic imaging device 56 captures an 
image and the image is Subject to the pattern recognition and 
decoding, steps 80 and 82 in FIG. 6, described in detail 
above. This process results in a Set of pixel coordinates 
stored in memory for all the lines and colored dots of the 
pattern that are projected onto the object and imaged by the 
pixels of the CCD. Comparison of the pixel addresses of the 
captured image with the entries in Table 1 in FIG. 26 (when 
completely filled out during calibration) yields the coordi 
nates of every point in the captured imaged, in three dimen 
SOS. 

0206. The process is as follows: 
0207 First, compute the Z value of every portion in the 
projection pattern found in the captured image using table 1, 
given the known line and row number of the portion of the 
pattern, and the associated pixel number. The unknown 
distance, Z, for any point, measured from the virtual plane 
Z1 is as follows 

Z(in mm) = 

AZX measured pixel # - pixel # for line and row of pattern at Z1 
pixel # for line and row of pattern at Z2 
pixel # for line and row of pattern at Z1 

where AZ is the distance from Z1 to Z2 in the calibration set up 
described above. 

0208 Using ray Ras as an example, if this ray is imaged 
at pixel #35 in the X direction, from table 1 the calculation 
is as follows 
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35 - 30.2 
Z(in mm) = 7.0 mm x 43-30.2 

where AZ is 7 mm. 

0209) 
0210. Therefore Z=0.375x7 mm or 2.625 mm. The point 
on the object reflecting ray R2 is 2.625 mm from the virtual 
plane Z1. The Z value for all other points in the object are 
also measured relative to a virtual plane Z1. 
0211 Now, Table 1 (FIG. 26) is referred to determine the 
mm values in the X and Y direction for this point in space 
and another interpolation is performed to the mm entries in 
table 1. The calculation is as follows: 

=AZxO Here, O=0.375, a linear scaling factor. 

0212. Since we know we have line 2, row 3 in the pattern 
(from the pattern recognition and decoding process), we 
need to interpolate the mm entries in table 1. 
0213 X value is between -14.6 and -14.8 AX=0.2 mm 
0214) Y value is between -14.4 and -15.8 AY=1.4 mm 
0215 The true value of X=X, -(OXAX), similarly the 
true value of Y=Y, Z-(OXAY). 
0216) Therefore: 
0217. The true value of X for ray R =-14.6-(0.375x 
0.2)=-14.675 mm 
0218. The true value of Y for ray R =-14.4-(0.375x 
1.4)=-14.925 mm 
0219 Summarizing, the X, Y and Z coordinates for the 
point in the object reflecting ray R2 is 

0220 X=-14.675 mm 

0221) Y=-14.925 mm 

0222 Z=-2.625 mm 
0223) These points are stored in memory 42 of the 
scanning work station 16, step 86 of FIG. 6. This process is 
performed for every ray R, in the projection pattern that is 
recorded in the captured image. The result is a Set of 
three-dimensional coordinates in Space, referred to herein as 
a "frame”, for each captured image. This set of points can be 
calculated in a Small fraction of a Second with a general 
purpose computer. 

0224. The pattern recognition, decoding and 3-C coordi 
nate calculation proceSS will now be explained with refer 
ence to two-dimensional bitmap images of teeth. The pro 
ceSS described below is the same for any object being 
Scanned. 

0225 Part 3. Generation of Digital Impression 
0226. A complete three-dimensional model of the 
patient's dentition can be generated from the Scanning 
System of the present invention. The process requires an 
operator moving the scanner 14 (FIG. 3) over the dentition, 
preferably in-vivo, and generating a Series of frames of 
images. The frames are obtained at a rate of at least one 
frame per Second as the Scanner is moved over the teeth. The 
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Scanning of an entire jaw may require three Separate Scan 
ning operations or “segments' due to maneuverability con 
Straints and a break in the capturing of images. While the 
Scanning is occurring, the four Steps of FIG. 6 are performed 
for the Stream of captured images. The end result is the 
Storage of a set of frames in the main memory of the 
Scanning work Station 16. The frames can be registered to 
each other using one or more of a using a variety of frame 
registration techniques described in detail below. Once all 
the frames have been registered to each other, a complete 
three-dimensional virtual model of the patient's dentition is 
displayed for the orthodontist. This computer model pro 
vides a base of information for diagnosis and planning 
treatment. An introduction to the treatment planning aspects 
of the overall orthodontic care system is set forth in Part 4. 
0227 FIG. 27 is an illustration of a two-dimensional 
bitmap image of a tooth and associated anatomical Structures 
captured by the electronic imaging device 56 of the Scanner 
of FIGS. 1, 2, 3 and 4, prior to any signal processing in the 
scanning work station 16. An inspection of FIG. 27 indi 
cates that the image includes various lines and colored dots 
of the projection pattern, as it is reflected off of the tooth and 
asSociated anatomical Structures. The location of where 
these lines and colored dots are imaged on the imaging 
device 56 contains information as to the three-dimensional 
shape of the tooth and associated anatomical Structure. 
0228 Referring back to FIG. 6, the first step is a pattern 
recognition process on the captured image. FIG. 28 is an 
illustration of the image of FIG. 27 after pattern recognition 
and filtering operations have been performed. The filtering 
operation basically returns a Zero pixel value for those pixels 
where the pattern recognition proceSS cannot detect the lines 
and the colored dots, for example due to the Surface being 
out of focus (i.e., out of range of the Scanner optics). 
0229. After the decoding operation is done on the image 
of FIG. 28, the result is a set of pixel locations where the 
decoded rays R of the projection pattern were imaged in 
the imaging device 56. Step 84 is performed for all such 
rays, using calibration table #1 of FIG. 26 stored in memory 
for the scanner. The result, step 86 of FIG. 6, is a set of three 
dimensional coordinates for all the points in the image, a 
point cloud comprising a “frame.” FIG. 29 is an illustration 
of a single "frame' of data, that is, a three-dimensional point 
cloud of a Scanned object which has been calculated from a 
Single two dimensional image by the pattern recognition, 
decoding, and 3-D calculations described herein. 
0230 FIG. 30 is an illustration of the points of the cloud 
of FIG. 29, in which three adjacent points of the cloud are 
joined together to form triangle Surfaces. The usage of the 
triangle Surfaces in a registration process is described below. 
FIG. 31 is another view of the three-dimensional Surface 
formed from the triangle surfaces shown in FIG. 30. FIG. 
32 is a view of the surface of FIG. 31, Smoothed by a 
Smoothing algorithm to give a Smoother representation of 
the surface of the object. Commercially available off-the 
Shelf Software exists for taking a set of three dimensional 
coordinates and displaying them on a computer monitor, and 
Such Software is used to display the three dimensional 
surfaces (if desired by the user). 
0231 FIG. 33 is another example of a bitmap image 
obtained by the electronic imaging device of the Scanner. 
FIG. 34 is a plan view of the three-dimensional surface 
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obtained from the two-dimensional bitmap image of FIG. 
33, after the steps of FIG. 6 have been performed. FIG. 35 
is a perspective view of the three-dimensional Surface shown 
in FIG. 34. The software programs enable the surface to be 
rotated in any degree of freedom, allowing for complete 
inspection and Visual analysis of the Surface. 

0232 Since the scanner and scanned object move relative 
to each other during capture of the Scanned images, the three 
dimensional coordinates for a large number of frames will 
not agree with each other. In other words, the X, Y and Z 
coordinates for a given point on the object will change from 
frame to frame Since the point was imaged from a different 
Spatial orientation for each image. Hence, the frames have to 
be registered to each other to generate a complete overall 
digital model of the object. The present invention provides 
for various registration procedures to be performed on the 
frames, to find a best-fit solution for coordinates of the 
object in one frame vis-a-vis coordinates of the object in 
other frames. These registration procedures are described in 
the following Section. 

0233 FIG. 36 is a flow chart illustrating the steps per 
formed to generate a complete three-dimensional model of 
the dentition of a patient from a Series of Scans of the upper 
and lower jaws. The steps include an initial step 190 of 
determining an entry point into a registration process, a 
frame to frame registration proceSS 192 of registering one 
frame to another, a Segment registration process 194 to 
register Segments (i.e., portions of a Scan where the Scan was 
interrupted for Some reason) to one another, and finally a 
cumulative registration procedure 196 in which the frames 
are registered to all other frames to obtain a slightly more 
accurate model of the object than that obtained by frame to 
frame registration. It will be understood that depending on 
the application, the Step 194 may not be required, a frame to 
frame registration may only be needed, or the user may only 
desire a cumulative registration and steps 192 or 194 are not 
performed at all. 

0234. The result of registration is a three-dimensional 
model containing all the points from the frames captured by 
the scanner. An example of such a model is shown in FIG. 
37A, where surface 199 indicates the sum total of points of 
all the frames in three-dimensional space. FIG. 37B illus 
trates one Small Section of the Surface, showing for example 
the points in three-dimensional Space from three frames. 
0235 A preferred registration technique involves regis 
tering a set of points (three-dimensional coordinates) com 
prising a frame to a Surface formed by a previous frame (or 
group of frames), rather than registration of one set of points 
to another Set of points. This is due to a relatively coarse 
projection pattern used in the illustrated embodiment; the 
points can be low in density as compared to the curvature of 
the object. FIG. 37C shows one frame from a scan of a 
tooth, with the points in the frame connected by lines to form 
a Set of triangle Surfaces. The coarseness of the projection 
pattern (and widely spaced points in the point cloud) is 
compensated by the fact that a given portion of the Surface 
is captured by overlapping frames, and the registration 
occurs from the points in one frame to the Surface in the 
previous frame or a Surface defined by more than one 
previously registered frames. The registration proceSS 
described herein ultimately permits a fine resolution in the 
three-dimensional model. This is indicated by FIG. 37D, 
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showing all the frames for the tooth Scan registered to each 
other to create a very fine and high resolution virtual model 
of the tooth. 

0236 A. Entry point into Registration (step 190, FIG. 
36) 
0237 Registration processes require a starting point for 
fitting one frame, frame i to another frame, frame i+1. The 
Starting point, in the illustrated embodiment, is rough cal 
culation of the offset between overlapping points in the 
frames in X, Y and Z directions. Whereas prior art systems 
have good pre-knowledge of the Spatial relationship due to 
the known physical arrangement of the Scanner and the 
object, the present System does not. The Starting point is the 
initial assumption of Spatial relationship between one frame 
and the previous frame (and one frame and a set of previous 
frames). 
0238. The method of calculation of the offset in X and Y 
directions is illustrated in FIG. 38A-C. FIGS. 38A-38C are 
an illustration of a two-dimensional cross-correlation pro 
cedure in the X and Y directions. The procedure, along with 
the procedure in FIGS. 39A and 39B, is used to find an 
initial entry point into a registration algorithm between 
Successive frames of data. 

0239). It can be seen from FIGS. 38A and 38B that frame 
i+1 is moved in the X and Y directions from frame i. To 
obtain the amount of movement, AX and AY, the images are 
projected to both X and Y axes by adding all pixel values of 
every row, acquiring a one dimensional Y-vector, and adding 
all the pixel values of every column, acquiring a one 
dimensional X-vector. This is performed for both frames, 
resulting in Xframe i and Xframe i-1 and Yframe i Yframe i-1 The 
vectors are Smoothed to Suppress the influence of the pro 
jected pattern. 

0240. To compute AX, the absolute value of the differ 
ence between each value of the X-vector of frame i (frame 
i-X ) and the X vector of frame i+1 (frame i+1-X 
i+) is calculated with a varying position shift within a range 
of -Xa-kz+Xe. The Sum of these values represents the 
resemblance of X and X shifted by a certain 
amount k. The minimum value of k is determined. This 
result gives the shift or movement in the AX direction. 
0241 The same process is also performed the Y direction. 
As can be seen in FIG. 38C, if frame i is moved by an 
amount AX and AY, the overlapping points in both frames 
will have the same values and the Sum of the difference in 
pixel value will be approximately Zero. 

0242 FIGS. 39A and 39B are an illustration of a one 
dimensional correlation procedure in the Z direction for two 
Successive frames, in the present example frame 1 and frame 
2. Line 200 represents a three-dimensional Surface of the 
Second frame, formed by connecting three adjacent points in 
the point cloud. The set of points 202 represents the points 
of the point cloud representing frame 1. To compute the Z 
offset, AZ, the Sum is taken of all the Z values of Frame 2, 
and the result divided by the number of points, resulting in 
an average Z value of Frame 2. The same is done for Frame 
1. The difference between the average Z value of Frame 2 
and the average Z value of Frame 1 is the Z offset, AZ. FIG. 
37B illustrates the result after translation of Frame 1 by the 
amount AX, AY and AZ. The result is that the points of frame 
1 are quite close to the triangle Surfaces of Frame 2. The 
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values of AX, AY and AZ are stored for Frame 1 and used 
as an entry point to a registration procedure. 
0243 B. Frame to Frame Registration 
0244 Frame to frame registration is a process for regis 
tering one frame with another frame, that is, finding a best-fit 
in terms of translation and rotation make overlapping points 
in the frames agree with each other. If the frames are 
generated in Sequential order, frame to frame registration 
refers to registration of the Second frame to the first frame, 
the third frame to the second frame, from the fourth frame 
to the third frame, etc. Frame to frame registration can be 
performed very quickly. It can be performed in a manner 
Such that the operator of the Scanning System Sees the results 
of frame to frame registration on the monitor of the Scanning 
work station while they are still scanning the patient. What 
they see is an accurate three-dimensional representation of 
the dentition on the monitor, for those portions of the 
dentition that have been Scanned thus far. AS additional 
frames are obtained, they are registered to the previous 
frame and added to the computer model. When Scanning is 
complete, the computer model can be rotated around on the 
monitor and inspected to see that all relevant portions of the 
teeth and anatomical Structures have been Scanned. The user 
thus gets immediate feedback on the results of the Scanning 
using frame to frame registration. 
0245 FIGS. 40A-40D is a flow chart of a frame to frame 
registration process for a set of frames, each frame consist 
ing of a three-dimensional point cloud of a Scanned object. 
Each frame is typically generated from a different spatial 
orientation of the Scanner relative to the object due to 
movement of the Scanner during image capture, hence the 
frames overlap to at least Some extent. The registration 
process is used to find a best fit between the frames relative 
to each other, and thereby provide a complete three-dimen 
sional virtual model of the surface of the object from all of 
the frames. The end result of the frame to frame registration 
is a Substantially exact three dimensional model of the 
Scanned object. This object is represented by a large Set of 
point coordinates in computer memory. The result is also 
represented as a set of transformation matrices providing 
information as to how each frame of points should be 
translated and rotated in three dimensions in order to fit to 
the previous frame. 
0246 The frame to frame registration process is also an 
iterative process. At the end of each iteration, a comparison 
is made as to how “close” the two frames are to each other 
in three dimensions. If they are not close enough (with 
“closeness' determined in absolute terms by a quality index, 
say in microns), another iteration is done, using the results 
of the first iteration. The frame to frame proceSS may 
continue for tens or even hundreds of iterations, depending 
on how fine or precise the user wants the registration to be. 
The process stops when a best fit between two frames has 
been reached or a maximum number of iterations has 
occurred. 

0247 Referring now to FIGS. 40A-40D in conjunction 
with FIGS. 39 and 41-43, an initial step 209 is performed 
as an entry point into the registration procedure. In this step, 
the processes of FIG. 39A and described previously is 
performed to make a Z-coordinate transformation of frame 
i-1 and frame i. Basically, this transformation is performed 
by Summing the Z coordinate values of both frames indi 
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vidually, finding a median Z value for each frame, finding 
the difference or A Z value from these median values, and 
shifting one frame (frame i) by this amount to bring the Z 
coordinates of all the points in that frame closer to the points 
of frame i-1. The rationale of step 209 is as follows. The Z 
axis measurements of a Surface represent a degree of free 
dom of the Scanner movement. Scanner movements in the Z 
direction do not provide significant new information on the 
object being Scanned. However, because of the focus optics 
of the electronic imaging device (108 in FIG. 7), the visible 
Surface of the object becomes slightly Smaller or larger 
depending on how much the Scanner is moved in the Z 
direction relative to the Surface, while the center of the 
Surface (or, loosely speaking, the “center of gravity”) of the 
Visible area basically remains nearly the same with Z. 
direction movement. The Z coordinate transformation Step 
209 eliminates this effect by normalizing the Z surface 
coordinates. This process also makes possible the exclusion 
criteria of Step 2 described below, by which non-overlapping 
points and Stray data points are excluded from the registra 
tion process. 

0248. The registration procedure itself starts with step 1, 
209 in FIG. 40A. At this step, minimum distance vectors 
248 (N1, N2, ...) are calculated from every point in Frame 
i to the Surface of frame i-1. The Surface of a frame can be 
obtained easily by connecting neighborhood points to 
together with a triangle or other polygon. The minimum 
distance vector, for each point in Frame i, is defined as the 
distance vector having a magnitude which is the minimum 
of the following three vectors: 1) the shortest vector from the 
point interSecting a triangle Surface in frame i-1 normal to 
the triangle Surface; 2) the shortest vector from the point 
orthogonal to the edge of a triangle Surface in frame i-1, and 
3) the shortest vector from the point to the nearest point in 
frame i-1. Most often, but not always, this will be a normal 
vector, type 1) above. In the example of FIG. 41, minimum 
distance vectors 248 are computed from the points 250 in 
frame i to the triangle surfaces 252 of frame i-1, with the 
vectors 248 normal to the Surfaces 252. 

0249. At step 2 (212 in FIG. 40A), three exclusion 
criteria are applied to the minimum distance vectors of Step 
1, in order to eliminate non-overlapping data points between 
the two frames and to eliminate Stray data points. First, all 
minimum distance vectors that relate to a boundary element 
(edge or point) in frame 1 are excluded. Second, all remain 
ing minimum distance vectors with an amount exceeding a 
certain predefined value R, likely indicating Stray data 
points, are excluded. Thirdly, only triangle Surfaces are 
taken into consideration which form the outside Surface with 
respect to the Scanner viewing direction. Every Surface has 
by definition two sides. We regard the “outside” surface as 
the Surface of the object that is oriented towards the Scanner. 

0250) At step 3 (214) the vector sum of all the minimum 
distance vectors N. . . . NN is computed. This is shown in 
FIG. 42, with vector 254 representing the vector Sum. 

0251. At step 4 (215), the median minimal distance 
vector (t) is computed by multiplying the vector sum 254 by 
the Scalar 1/N. The median minimal distance vector basi 
cally constitutes a measure of how frame i should be 
translated in XY and Z directions in order to better fit to 
frame i-1. Now, the registration process needs to compute a 
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rotation factor, which is explained by steps 5-8, to indicate 
how frame i needs to be rotated in order to better fit frame 
i-1. 

0252) At step 5 (216), the X, Y and Z components of the 
median minimal distance vector is Subtracted from every 
point in frame i. This is performed by making a copy of the 
frame i coordinates and operating on the copy as an interim 
Step in the procedure, the underlying data from frame i is 
unchanged. At the same Step the “center of mass” of the 
points of frame i which are not excluded by Step 2 is 
calculated. The “center of mass” is defined as the vector Sum 
of position vectors of all mentions points Scaled by the 
inverse of the number of points. 

0253) At step 6 (218) a calculation is made of the cross 
product of two vectors for every point in frame i. With 
reference to FIG. 43, the two vectors are as follows: 1) a 
position vector Vi extending from the origin 253 of the 
global coordinate System to the points in frame i, Subtracted 
by the vector of the center of mass of the remaining points 
of frame i as calculated in step 5, and 2) the identified 
minimum distance vector Ni for that point. 
0254. At step 7 (220), a calculation is made of the vector 
Sum of the croSS vectors calculated in Step 6, that is the net 
CrOSS VectOr 

X. (vix ni) 
i 

0255 for all i points in the frame i, where X is the cross 
product operator. 

0256 At step 8 (222), the vector sum of step 7 is 
weighted against the inverse of the Sum of all Squares of the 
position vectors (Vi) of the points in frame i, to arrive at a 
rotation vector U. U is interpreted as follows: The direction 
of Ugives us the rotation axis and the magnitude of U is the 
angle or amount of rotation. In particular, if we consider Vi 
to be the position vectors from the origin of the coordinate 
System to the vertex of every point, and Ni being the 
minimal distance vectors defined above, then the weighting 
is as follows: 

0257 The reasoning behind this weighting is as follows. 
If you imagine the distance vectors as the realization of 
linear Spring elements, the vector Sum of the croSS products 
represents the aggregate moment, or rotational discrepancy, 
generated between both frames. In the case of Small devia 
tions between the position of frame i and its final position, 
it can be assumed that the rotational moment also deter 
mined the direction of the necessary adjustment. The Scaling 
with the help of the inverse of the sum of the squares of the 
position vectors considers the global eXtension of frame i. 
That is, the larger the distances of the points from the center, 
the larger is the ratio of rotational moment and angle 
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between the present position and the target position. In a 
global sense, the mentioned factor (inverse of the Sum of 
Squares of position vectors) describes this ratio. 
0258. The derivation of the proper scaling factor is by no 
means an exact calculation. It has, however, turned out that 
using this factor in all empirical cases, the iteration of 
defining overlapping areas and execution of transformations 
converges. 

0259. At step 9, the result of step 8 is scaled with an 
empirical “acceleration factor' f. The factor f serves to 
possibly accelerate this convergence. A value off of greater 
than 1 is appropriate for relatively large rotational displace 
ments, but in any event has to be determined empirically. 
0260. At step 10 (226), the result of step 9 is interpreted 
as an axis of rotation, the magnitude of which indicates the 
amount by which frame i has to be rotated in order to make 
the local overlapping areas of both frames lie within each 
other. The magnitude of the rotation vector is interpreted as 
the angle around which frame i has to be rotated. 
0261) A rotation transformation matrix T (R) is calcu 
lated for frame i. This formula shows how to convert the 
rotation vector resulting from Step 9, where B is the original 
length of the net croSS vector which equals the angle of 
rotation that is required to fit the Overlapping areas of frame 
i to frame i-1 and u is the unit vector of U, 

0262 with components usuyu. 

(1 - cosf3)ui + cosp3 

T(R) = (1 - cosf3)uyu + usinf3 (1 - cosf3)u + cosp3 
(1 - cosf3)u.u, -uy sinf3 (1 - cosf3)u.uy + u, sinf3 

0263. To obtain a unique transformation operator for 
calculating the translation and the rotation transformation in 
a closed manner a 4x4 matrix representation is used. The 
relation between the 4x4 representation and the three dimen 
sional rotation represented by 3x3 Matrix ITI(R) is as 
follows 

T(R) () 
T(R) -( O 1 

0264 and between the 4x4 representation and the three 
dimensional translation, represented by vector (t) 

ty 

20 
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0265. To apply this 4x4 matrices on the three dimen 
Sional vectors the following convention is made: A three 
dimensional vector is transformed into the 4 dimensional 

vector Space by identifying the first three components of the 
4 vector with the components of the three dimensional 
vector but the fourth component is always unique. (x,y,z)"-> 

0266. At step 11 (228 in FIG. 40C), a transformation 
matrix for frame i, T4(i), is calculated by multiplying the 
rotation matrix T4 (R) (from right) by the translation 
matrix T4(t) from step 4TI(i)=TI(R) T(t). 

0267 Alternatively, the point cloud of frame i can be 
Separately and independently operated on by the rotation 
matrix and the translation vector. 

0268. At step 12 (230), a calculation is made of the 
Square root of the Sum of the Squares of the minimum 
distance vectors calculated in step 1 (210) of FIG. 40A, 
which indicates the closeness factor quality of the registra 
tion in this iteration, value MA below. At step 12 (232) the 
closeneSS factor MA is compared to a quality indeX or 
threshold indicative of a Successful registration (e.g., 50 
microns). If the value MA is greater than the quality index, 
the registration process is repeated another iteration. All of 
the points in the ith frame are updated by operation of the 

(1 - cosf3)uyuy - usinf3 (1 - cosf3)u u + uy sinf3 
(1 - cosf3)uyu. - usinf3 

(1 - cosf3)u + cosp3 

transformation matrix T4, as indicated at step 234. The 
process goes back to Step 1 as indicated at 236, and another 
iteration is performed of steps 1-13. 
0269. If the closeness factor MA is less than the quality 
index, the registration process proceeds for the next frame. 
As shown in FIG. 40D, at step 14 the process retrieves the 
next frame (frame i+1) and frame i after application of the 
transformation matrix T4i. At step 15 (240), the iterative 
process of Steps 1-14 is repeated for frame i and frame i+1. 
This process continues until all the N frames have been 
registered, as indicated at Step 16 (242). At the end of the 
process, the result is a set of points comprising the three 
dimensional model, and a Set of transformation matrices 
(T4), to IT4) for each of the frames (other than the first 
frame, frame 1), which are used to generate the three 
dimensional model. One frame, Such as frame 1, the first one 
generated, is chosen as the Starting frame for the registration 
and there is no transformation matrix for that frame. 

0270 FIG. 45 illustrates that a range variable R can be 
used to filter or limit the number of points in a frame that are 
used when calculating net normal vectors, triangle Surface, 



US 2002/0006217 A1 

croSS vectors, etc. The purpose of the range variable R is to 
Screen out Stray data points far from the triangle Surface of 
the previous frame. The Stray data has the effect of skewing 
the entries of the transformation matrix and increasing the 
number of iterations until the quality indeX is met. R can be 
for example 1 mm, or much leSS Such as "/50 mm. 
0271 FIG. 46 illustrates two ways in which the frame to 
frame registration process may terminate. AS shown by line 
260, the process may terminate when the closeness factor 
goes below the threshold, here 30 microns. Alternatively, the 
closeneSS factor may level off at Some value above the 
quality index, despite further iterations of steps 1-13 of FIG. 
40. This is indicated by line 262. When the closeness factor 
MA does not improve by at least Some amount per iteration 
(Say 1 percent) after 10 iterations, the process is deemed 
complete. Here, the designation X indicates the iteration in 
which the amount of improvement in the quality indeX from 
the previous iteration to that iteration was first leSS than a 
threshold, e.g., 1 percent. 
0272 C. Cumulative Registration of Entire Jaw 
0273. As noted above, cumulative registration is an alter 
native or improvement to a frame to frame registration. The 
difference between the two is that frame to frame registration 
only registers one frame to one other frame, whereas cumu 
lative registration is a registration of a frame to more than 
one other frame, Such as where one frame is registered to all 
previously registered frames. There are numerous types of 
cumulative registrations that can be performed, and a few 
examples will be given here. An advantage of cumulative 
registration is more accuracy in the resulting three-dimen 
Sional model. The disadvantage is that cumulative registra 
tion can be significantly more computationally intensive, 
and therefore require more time to be performed using 
currently available low cost microprocessors or computers. 

0274 FIGS. 47A and 47B are a simplified illustration of 
one possible cumulative registration procedure. FIG. 47A 
shows triangle Surfaces of frame 2 and points of frame 1. 
The points and surfaces represented in FIG. 47A actually 
are in three dimensions. After registration of frame 2 to 
frame 1, we are ready for frame 3. Unlike frame to frame 
registration, frame 3 is registered to both frame 1 and frame 
2. In other words, triangle Surfaces are formed on the points 
of frame 3 and minimal distance vectors are calculated for 
each of the points in frame 1 and frame 2 (after registration 
to frame 1), and the other steps of FIG. 40 are performed. 
AS each new frame is retrieved, it is registered to the total 
Sum of points from all the previous frames, after the previ 
ous registration. 

0275 FIGS. 48A-48C are a flow diagram of one possible 
cumulative registration process. At step A (270), the points 
of the first frame are retrieved from memory. 
0276. At step B (272), the points of the second frame are 
retrieved from memory. 

0277 At step C (274), the transformation matrix T is 
retrieved for frame 2. This proceSS assumes that the trans 
formation matrix for each frame has already been generated, 
Such as after a frame to frame registration proceSS has been 
performed. 

0278 At step D (276), the transformation matrix T is 
applied to frame 2. 
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0279 At step E (278), a registration is performed of the 
points of frame 1 to the points of frame 2, after the 
transformation matrix T has been applied to frame 2. 
Basically, the steps 1-11 of FIGS. 40A-40B are performed. 
0280 At step F (280), a check is made as to whether the 
quality of the registration is less than a threshold. If not, the 
registration is performed again (with the points of frame 2 
updated by a new transformation matrix). Steps 278 and 280 
are performed over and over again until either the quality 
threshold is met or a maximum number of iterations has 
occurred. 

0281) If the index is met or the maximum number of 
iterations has been reached, the proceSS proceeds to Step G 
(282). The new transformation matrix for frame 2, desig 
nated T' is obtained and stored. 
0282. At step H (284), the new transformation matrix 
T' is applied to the points of frame 2. 
0283 At step 1 (286), the new transformed points of 
frame 2 are added to a “global container”. The global 
container is merely memory locations containing the points 
from frame 1 and the points of frame 2 as transformed. 
0284. At step J (288), frame 3 and its transformation 
matrix T is obtained from memory. 
0285 At step K (290), the transformation matrix T is 
applied to the points of frame 3. 
0286 At step L (292), a registration is performed of 
frame 3, as transformed, to all the points in the global 
container. Steps 1-11 of FIG. 40 are performed. 
0287. At step M (294) a check is made to see if the quality 
index is below the threshold. If not, another iteration of the 
registration proceSS is performed. This repeats until the 
quality indeX is below the threshold or a maximum number 
of iterations is reached. 

0288 If the threshold is met (or the maximum number of 
iterations is reached), the process proceeds to step N (296). 
The new transformation matrix T is obtained and stored 
in memory. 

0289 At step O, this new transformation matrix is 
applied to the points of frame 3. 
0290 At step P (300), the points in frame 3 after the 
transformation operation is performed are added to the 
global container. 
0291. At step Q (304), the process of steps A-P of FIG. 
48 are performed for the rest of the N frames. 
0292 At step R, all the transformation matrices T". . . 
TN are stored on the hard disk of the back office server. 
These transformation matrices are used whenever the fin 
ished global container (complete three-dimensional model) 
needs to be generated again at a later date (or on another 
workstation). The model is generated by Simply applying 
T' . . . TN to the raw frame data comprising frames 
2 . . . N. 

0293 At step S, the global container is displayed to the 
user. This can be on the monitor of the back office server 28 
or on the monitor 20 of the scanning station 16 (FIG. 1). 
Since the global container is a digital representation of the 
object, it can be transported acroSS a computer network and 
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displayed and shared by another terminal. For example, 
where the back office Server has a connection to the Internet, 
the model can be transported over the Internet to the 
precision appliance Service center 26 and displayed there. It 
can also, for examples be shared among various orthodontic, 
periodontal or dental Specialists So that they can collectively 
Study the patient remotely and cooperatively plan care. 

0294 FIG. 49 is an illustration of a set of frames, 
illustrating a variation from the cumulative registration Set 
forth in FIG. 48. In FIG. 49, a different order of frame 
registration is performed from that of frame to frame reg 
istration. In particular, frame to frame registration and 
cumulative registration of FIG. 48 are performed in the 
order in which the frames are obtained. This need not be the 
case. In fact, a more accurate registration may be obtained 
by registration of frames in an order based on “neighborli 
neSS', that is, based on the concept that all frames imaging 
a particular portion of an object should be registered 
together (or in Sequence Such they are registered one after 
the other). The order of registration is indicated by the left 
hand column of numbers. The right hand side of FIG. 49 
merely illustrates that each frame consists of X, Y and Z 
coordinates for a set of points. The frames need not and 
usually will not have the same number of points. 

0295). In FIG. 49, the registration order is based on the 
location on the Surface of the object for a given frame 
relative to the location on the Surface for other frames. FIG. 
50 is a simplified illustration of a set of frames, showing the 
order in which the frames were obtained, with the neigh 
borliness of the frames relative to other frames being the 
basis for the registration order shown in FIG. 49. Frame 7 
(F7) is the chosen starting frame. So, the frames Surrounding 
frame F7 are registered next. This is shown by the order of 
registration being F7, F3, F4, F11, F12, F6, ... as indicated. 

0296 FIG. 51 is another illustration of a set of frames, 
with registration of frames performed in accordance with the 
method of FIG. 49. The order of registration is indicated by 
the column of numbers to the right of the frames. The 
marking in frames 2, 3, 6 and 7 etc. indicates that those 
frames have been registered. The marking is just a way of 
illustrating that the computer keeps track of which frames 
have been registered, as a check to insure that no frames are 
omitted during the registration procedure of FIG. 49 and 50. 
The manner of Selecting the other frames, e.g., frame 4 and 
5, can be based on a number of criteria, Such as the order of 
obtaining the frame, the neighborlineSS to other frames 
already registered, and So forth. 

0297 FIG. 52 is an illustration of cumulative registration 
based on the first captured frame (F1) as being the base line 
for all Successive registrations. This is essentially the tech 
nique of FIG. 48. FIG. 53 illustrates an alternative regis 
tration procedure in which each frame in the Set of frames is 
registered to a cumulative registration 3-dimensional model 
of the object, in Sequential order, with one iteration of the 
frame registration process. This is followed by an updating 
of the cumulative 3-dimensional model and a repeat of the 
registration process with updated values for the transforma 
tion matrix T for each frame. The process continues until 
the quality values are within acceptable limits, or after a 
predetermined number of iterations have been performed. 
Still other possibilities for cumulative registration exist. The 
choice of which one to use will depend on the available 
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computing resources, the amount of time required to per 
form the cumulative registration for the technique, and the 
desired accuracy. 

0298 FIG. 54 is a screen shot of a workstation computer 
(e.g., either a Scanning Station or back office server work 
Station), showing the available registration parameters and 
variables that can be changed to optimize the registration 
when performing either a frame to frame registration or a 
cumulative registration. The parameters may vary widely 
depending on the type of object being Scanned, the amount 
of time needed to obtain a result from registration, the Speed 
at which the scanner is moved relative to the object and the 
amount of overlap, etc. FIG. 54 illustrates that the user is 
able to Select and modify the registration procedure param 
eters as they see fit. Two different types of registration are 
indicate here, a "raw registration, in which the quality 
index ("distance limit”) is 250 microns, and a fine registra 
tion, wherein the quality index is reduced to 50 microns. The 
distance limit is computed as the Square root of the Sum of 
the squares of the normal vectors divided by the number of 
points in the frame. The term “stationary count' indicates 
the number of iterations to continue of little or no improve 
ment in the quality indeX is seen. The Radius value refers the 
filter R shown in FIG. 45. The convergence factor 0.10 
refers to the minimum amount of improvement needed 
between Successive frames before a Stationary count com 
mences. The convergence factor is computed by taking the 
difference of the Squares in the quality index of the ith 
iteration and the i-1 th iteration and dividing by the Square 
of the quality index of the ith iteration. 
0299 The number of points to register indicates the 
minimum amount of overlap in points (within boundary R) 
needed to attempt a registration. An “accelerate” factor is 
shown, with a value of 1.6. This means that the points are 
moved in the X, Y and Z directions in the transformation 
matrix by an amount of the net normal vector multiplied by 
the accelerate factor. The use of an accelerate factor has been 
found to reduce the number of iterations required to meet the 
quality indeX. 

0300. The maximum iteration count value is a stop value 
to keep the proceSS from running into an endless loop. The 
overlap size value is a limit, in terms of mm, of the size 
where registration is performed. This Serves to Screen out 
Stray points from the registration algorithm. The minimum 
quota of active points is a minimum amount of overlap 
between two frames before registration will be attempted, 
expressed as a fraction of 1. The maximum triangle Size is 
a filter to filter out triangle sizes where the size of the triangle 
is too large, indicating a Stray data point. The maximal edge 
length is simply the maximum permissible length of one side 
of one of the triangle surfaces. The Maximal count of 
unsuccessful files is the number of unsuccessful Sequential 
registrations before a failure of the registration proceSS will 
be declared. 

0301 FIG.55 is a screen shot from a workstation com 
puter showing a frame to frame registration in accordance 
with FIG. 40 for two frames in a set of frames. The various 
parameters shown in FIG. 54 are selected and used in the 
frame to frame iteration. In this instance, frame 47 is being 
registered to frame 46. The surface of frame 46 is shown in 
white, frame 47 is shown in dark tones. The left hand side 
of FIG. 55 shows the results of each iteration, including the 
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running time, the number of the iteration, the number of 
overlapping points, the overlap between frames (U), 
expressed as a fraction of 1, the quality indeX MA, and the 
value of the filter R. After 3 iterations, the quality index for 
coarse registration was met. The process continued with the 
fine registration. A Series of fine registration iterations were 
performed. Note that the quality index MA improves with 
each registration iteration. 

0302) The data from the last twenty iterations, and the 
final result, of a registration of frame 2 to frame 1 in a typical 
Scan of teeth are shown in FIG. 56. After 45 iterations, the 
distance limit of 30 microns was met (MA=27.686 microns). 
Note that the graphical representation of frame 1 (white) and 
frame 2 (darker tones) is Such that there is essentially an 
equal amount of frame 1 and frame 2 in the picture. This 
indicates that a “best fit” between frames 1 and 2 has been 
achieved. 

0303 D. Segment Registration 
0304. When scanning any object, such as teeth, the 
Situation may arise in which the operator of the Scanning 
cannot capture all the Surfaces of the object in one Scanning 
pass. The interruption may be due to the need to physically 
move the Scanner to a location that is impossible to reach 
from one location, the need for the patient to take a break 
from the Scanning, or Some other reason. When Scanning 
teeth of a Single jaw, the Scanning is typically performed in 
two or three different Segments. First, one Side of the jaw is 
Scanned, then the front of the jaw, and then the other side of 
the jaw. In this situation, there are three different segments 
of the object. All the frames of each Segment are registered 
to each other, typically using a frame to frame registration. 
Then the Segments are registered to each other. After this has 
been done, a cumulative registration is performed of the 
entire jaw. 
0305) To perform the segment registration, there must be 
Some way of indicating where at least one point in one 
Segment is common to another Segment. Segment registra 
tion thus requires Some overlap between Segments. The 
Scanning WorkStation provides a mechanism to indicate at 
least one point where two different Segments overlap. In the 
case of the Scanning of teeth, the operator of the Scanner will 
typically include the canine teeth in Scans of both sides of 
the jaw, and in the scan of the front of the teeth. The operator 
can also be instructed to Scan these teeth in the Side and front 
Segments. Therefore, the Segment registration proceeds by 
the user Selecting or indicating a point on the canine teeth to 
use for performing Segment registration. A procedure 
referred to herein as “landmarking” is used to Select the 
point used to register Segments. It will be understood that a 
Similar proceSS will be performed when Scanning other types 
of objects where more than one Segment was used to 
completely Scan the object. 
0306 E. Landmarking 
0307 FIG. 57 is a screen shot showing a graphical 
representation of a three-dimensional model of a patient's 
upper front teeth (Segment 1) after a frame to frame regis 
tration of this segment. The user is applying landmarks to the 
canine teeth as a preliminary Step in treatment planning, and 
as a Step in registering Overlapping Segments of a Scanned 
upper jaw relative to each other to calculate a complete 
model of the upper jaw and associated dentition. 
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0308 The purpose of the landmarking shown in FIG. 57 
is to Select a point on the canine teeth which is common to 
the front Scan and the two Side Scans. The landmarking is 
also done at a point on the labial Surface of the teeth that 
would be a Suitable location for placement of an Orthodontic 
bracket as part of an appliance to correct a malocclusion. 
The landmarks are characterized by both a point location 
and an orientation. To place the landmarks, the user clicks on 
a tooth number, indicated by the row of numbers 301, and 
drags the cursor with a mouse to the Surface on the canine 
teeth where they wish to place the landmark. They then 
release the cursor, and the landmark 302 appears on the 
tooth. The landmark has an arrow 304 which must point to 
the incisal edge of the tooth. The user can rotate the 
landmark to place the arrow in the proper orientation by 
Simply clicking on the landmark and turning the mouse one 
way or the other. AS each landmark is placed, a box below 
the tooth number is highlighted as indicated at 306. 
0309 The tooth numbering convention shown in FIG. 57 
is as follows: the first number indicates the quadrant of the 
patient's dentition, with 1 being upper right, 2 being upper 
left, 3 being lower left, 4 being lower right. The second 
number is the tooth number with 1 being the incisor. Thus, 
the landmarks are placed at teeth 13 and 23, the upper 
canines. 

0310 Since these canines overlap their respective side 
Scan, and Since the X, Y and Z coordinates of the point on 
the labial surface of the tooth where the landmark is placed 
is assigned in the computer, it is now possible to register the 
front segment shown in FIG. 57 to the two side segments. 
This Segment registration is now performed. The Overlap 
ping frames between each Segment can be registered to each 
other, or to the entire other Segment. 
0311. After segment registration is performed, a cumu 
lative registration of the entire jaw is performed in accor 
dance with the procedure of FIG. 48. After the cumulative 
registration is performed, the virtual three-dimensional 
model of the entire jaw is presented to the orthodontist on 
the monitor in the back office server workstation 28. 

0312 Note that if the Scanning is done in one pass, e.g., 
where it is performed on a plaster model, there is no need for 
Segment registration. The landmarking Step can be elimi 
nated in that event, although it may nevertheless be per 
formed as a step in placing virtual brackets on the teeth 
objects of the virtual model. 
0313. In planning treatment for the patient, the orthodon 

tist conceptualizes teeth as individual teeth objects that can 
be moved independently of each other to correct the 
patient's malocclusion. Furthermore, orthodontists are 
trained to make physical models of the patient's dentition 
from an impression, cut the teeth from the model, and then 
individually move the teeth relative to each other to provide 
a target Situation which corrects for the malocculsion. There 
fore the back office server workstation 28 includes interac 
tive treatment planning Software which enables the orth 
odontist to do this with the virtual three-dimensional model 
of the patient's dentition. In order to do this treatment 
planning, it is highly desirable therefore to process the three 
dimensional model resulting from a cumulative registration 
by Separating the teeth from the gums and other anatomical 
Structure, and presenting the just crowns of the teeth to the 
orthodontist. This allows virtual individual teeth objects to 
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be moved independently in three dimensions on the com 
puter. This process of Separation of the teeth from the 
cumulative registration into individual teeth objects will be 
described next. 

0314. The separation process described below has one 
further advantage, namely requiring leSS memory to repre 
Sent an individual tooth. Cumulative registration may result 
in an extremely large number of points from a large number 
of frames to represent any given tooth. The Separation 
process, as described below, reduces this data Set to a single 
Set of points that describe a single Surface representing the 
Surface of the tooth. Much leSS memory is required. Con 
Sequently, the treatment planning Software can process treat 
ment planning Steps for the teeth more quickly. 
0315 E. Separation of Teeth into Individual Tooth 
Objects (tooth modeling) 
0316 FIGS. 58A-58F are a series of illustrations showing 
the generation of an individual tooth model from a Scanned 
tooth. The process will now be explained in detail. 

0317 FIG. 58A shows the scanned dentition and asso 
ciated anatomical structure surrounding the tooth 308. This 
tooth is tooth number 14 in the numbering convention 
shown in FIG. 57. The back office server workstation stores 
a three-dimensional virtual template tooth object for each 
tooth in the maxilla and the mandible. The template tooth 
310 for tooth number 14 is shown in FIG.58B. The template 
tooth object 310 is a three-dimensional tooth object having 
a single Set of points defining the boundaries of the tooth. AS 
shown in FIG. 58C, the template tooth 310 is positioned 
approximately in the same location in Space as the tooth 308. 
The landmark 302 assists in providing the proper axial 
rotation of the template tooth to have it fit properly with 
respect to the tooth 308. The template tooth is placed at the 
point cloud of the dentition according to the labial landmark 
302. The template tooth can be scaled larger or smaller or 
positioned arbitrarily by the user, in order to get a close a 
position as possible to the point cloud of the dentition. 
0318) As shown in FIG. 58D, vectors are drawn from the 
points on the template tooth to the Scanned point cloud of the 
tooth 308. Every ray intersects several Surfaces, depending 
on how often the respective part of the Surface has been 
covered during Scanning. For each vector, a Surface is 
Selected. Preferably, the Smallest triangle Surface is Selected, 
Since this Surface corresponds to an image taken by the 
Scanner when the Scanner was positioned in a more perpen 
dicular orientation to the dentition Surface, resulting in more 
accuracy in the determination of the coordinates of that 
portion of the Surface. AS another possibility, the Outermost 
Surface is Selected, using a filter to insure that no extraneous 
Surfaces are used. These points of the Surfaces intersected by 
all the vectors are combined as newly generated triangle 
Surfaces and therefore form one consistent Surface shown in 
FIG. 58E. Then, finally, missing parts of the tooth are 
completed from the template tooth. The result is shown in 
FIG. 58F. In a second pass, this generated object is then 
used as a template tooth, and the Steps indicated by FIGS. 
58C-58F are repeated in an iterative fashion. This is done to 
make Sure that the algorithm works even if there are Sig 
nificant differences between the original template tooth and 
the Scanned point cloud, e.g., a gap in Scan data, different 
geometry in the tooth. The goal is to provide an algorithm 
that does not required a closely fitting template tooth object. 

24 
Jan. 17, 2002 

03.19. The final result, an individual three-dimensional 
virtual tooth object 312, is then displayed to the user, as 
shown in FIG. 59. The result may be displayed on the 
WorkStation user interface as a three-dimensional Superpo 
Sition of the original data (white) and the separated model of 
the tooth (darker tones or contrasting color). These tones 
allow the user to ascertain whether there is an even distri 
bution of white and dark tones, indicating good fit between 
the scanned tooth 308 and the individual tooth object 312. 
This step may be automated by an algorithm detecting the 
difference (or the Sum of the differences), and repeating the 
process if the difference is too great. 
0320 This process is of course performed for all the 
teeth. The result is a set of individual tooth objects for all the 
teeth in the patient’s dentition. The teeth can be displayed 
either alone, or in conjunction with the Surrounding ana 
tomical structures Such as shown in FIG. 59. 

0321) Some human interaction is used in the embodiment 
described above in context of FIG. 58. While the process 
could be performed for all the teeth in both arches on the 
WorkStation at the orthodontic clinic, that is not necessary. In 
particular, Since the virtual model of the dentition and the 
template teeth exist as digital data in memory, they can be 
transported to a remote location and the task of Separation of 
the dentition into virtual teeth objects could be performed at 
another location. This has the advantage of not tying up the 
back office workstation or server 28 in the clinic unduly, and 
requiring leSS labor at the clinic. We therefore contemplate 
that the function could be performed as a service of the 
precision appliance Service center 26 of FIG. 1, or perhaps 
even by Some other entity or Service provider equipped with 
the necessary computer hardware and Software. Once the 
virtual tooth objects are obtained for all the teeth in the 
dentition, the set of virtual tooth objects could be sent over 
the Internet back to the clinic for treatment planning and 
other purposes. It would also be possible for the entity 
performing the Separation of tooth objects to also present an 
initial proposed treatment to the orthodontist (Such as a 
target Situation, location of brackets, and design of orth 
odontic archwire), and let the orthodontist take the process 
from there or simply indicate her approval. 
0322 Separation of teeth from the virtual model of the 
dentition could also be performed automatically using algo 
rithms to detect incisal edges of the teeth, grooves between 
teeth, and grooves indicating the interSection of the gums 
and the teeth. 

0323 Two types of errors can occur when separation of 
teeth objects from other structure (e.g., other teeth and 
gums): 1) the data is selected for a tooth that does not in 
actuality belong to the tooth, Such as gums and adjacent 
teeth, and 2) data that does belong to the tooth is ignored. 
0324 We address the first problem by providing an erase 
mode on the WorkStation Software that is performing the 
modeling process. In this mode, the user is provided with a 
tool that erases triangle Surfaces from the 3-D data, e.g., by 
highlighting unwanted areas with a mouse and clicking an 
erase icon or other Similar technique. AS each tooth is 
modeled individually, parts of the data that represent the 
unwanted data, e.g., data belonging to other teeth or gingival 
tissue, are eliminated from the tooth. This is only a tempo 
rary process; it is used only to model that tooth and under 
lying Scanned data is preserved. When modeling the adja 
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cent tooth, that data is used again. The erasing proceSS can 
be performed directly on the original Scan data. However, 
this can be inconvenient Since the original Scan data can 
consist of a huge overlay of data. 
0325 As an alternative, and more preferred approach, the 
user works on a tooth model that has already been created 
and consists of one shell of triangles. Thus, the erasing mode 
would be used for example after one iteration of the proceSS 
of FIGS. 58A-F. The selection and erasing process is much 
faster. The modeling algorithm calculates the Surfaces to be 
deleted from the model in a Single pass. The remainder of the 
iterations of the process of FIG. 58 can typically be per 
formed without any further erasing. 
0326. As another alternative for elimination of unwanted 
data, cutter plane tools can be provided on the WorkStation 
Software to assist the user in Selection of correct tooth Scan 
data. The activation of this feature is shown in FIG. 64A. In 
this technique, two planes 1000 and 1002 are Superimposed 
on the Scanned virtual model 18 of the dentition. The user is 
able to translate or rotate the planes 1000 and 1002 in any 
orientation in Space using Suitable navigation tools on the 
workstation 28 user interface. The planes may be in different 
colors. The planes Serve as boundaries for the Selection of 
tooth Scan data as an individual virtual tooth object, or as 
part of the iterative procedure of FIG. 58. All 3-D data that 
is outside of the planes 1000 and 1002 is ignored. The 
intention of the planes of FIG. 64A is to simulate the 
physical process of cutting a physical model of teeth into 
discrete tooth objects. 
0327 FIG. 64A indicates that the two planes may not 
work perfectly Since teeth are curved or crooked at the 
contact area between adjacent teeth, and the plane 1000 may 
in fact intersect two different teeth. In FIG. 64A, the area in 
region 1004 indicates where some triangle surfaces from the 
adjacent tooth 308A are included in the region between the 
two planes 1000 and 1002. These parts of tooth 308A can be 
manually erased by the erase mode feature described above. 
0328. Another possible method for separation of the 
teeth, without including extraneous anatomical Structures, 
involves allowing the user to click with a mouse multiple 
points on the surface of the tooth where the tooth intersects 
adjacent anatomical structures. In FIG. 64B, the user has 
highlighted areas 1006 on the tooth 308 where the tooth 
intersects gingival tissue. AS each area is highlighted and 
Selected (e.g., by a click of the mouse), the Software records 
the coordinates of points associated with these areas 1006. 
Then, a Series of planes are constructed which connect these 
points (or surfaces) together. These planes 1008 are indi 
cated by the hatched area of FIGS. 64C and 64D. The 
planes 1008 serve the same functions as the cutter planes 
1000 and 1002 of FIG. 64A; i.e., they define a boundary 
Separating the tooth from associated non-tooth anatomical 
Structures, Such as gums and other teeth. Depending on the 
anatomy of the patient, it may be necessary to highlight 
closely-spaced areas, as shown in FIG. 64B, so that the 
planes 1008 match the contours of the gum and tooth. 
0329 Referring now to the second problem, the tooth 
separation process of FIGS. 58A-F can be forced to use 
proper data that would otherwise be ignored. Specifically, 
the user clickS certain areas where original Scan data has 
been wrongfully ignored. Clicking on the area forces the 
modeling algorithm to pick original data points from the 
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Scan including the Selected areas. For example, region 1010 
in FIG. 64D has scan data associated with it, but Such data 
was ignored in a frame to frame registration process. The 
user highlights this area and points for those areas are filled 
in from the original Scan data for pertinent frames covering 
this area. 

0330. To allow for a safe operation of this user interac 
tion, the modeling algorithm will internally mark or classify 
each generated point in the Virtual tooth model as being 
based on Scan data (true points), or if it has been constructed 
by the algorithm due to the lack of data (artificial points, 
supplied by the template tooth 310 in FIG. 58B). A lack of 
data will always occur in the Spaces between teeth Since the 
Scanner cannot usually capture images of the gaps between 
teeth effectively. A lack of data can also occur due to 
improper Scanning. The lack of data can be cured to a certain 
extent by the modeling algorithm of FIG. 58, with the lack 
of data Supplied by the template tooth, e.g., in the gaps 
between teeth, and adapting this template tooth to the 
Scanned dentition as described above. Artificial points can 
be marked as Such and displayed in a different color or using 
lighter or darker tones. The manipulations of the user 
described above for wrongfully ignored data will have effect 
only on the artificial Surfaces. 
0331 Missing data or gaps from the tooth scan can also 
be filled from the template tooth using a simple interpolation 
procedure, such as shown in FIG. 65. The example of FIG. 
65 will be given in one dimension (Z), a similar process 
occurs in the other dimensions X and Y. AS shown, the Scan 
data for the tooth 308 includes a gap indicated at 1020. The 
template tooth includes a surface 1022 that corresponds to 
this gap. To fill in the Surface, the distance in mm is 
determined between the point at the left hand edge of the gap 
1024 and the template surface 310 in the Z direction (0.6 
mm). The same is done for the right hand edge 1028 (0.9 
mm). A mid point is chosen 1026 and the values are 
averaged to arrive at the distance for point 1026 (0.75 mm) 
This process is repeated for intermediate points as indicated. 
After a Suitable number of interpolations, the points in the 
template tooth 310 are moved in the Z direction by the 
measured or calculated amounts, here 0.6 mm, 0.68 mm. 
0.75 mm. 0.83 mm. 0.9 mm. These points are now connected 
by lines to form triangle Surfaces to complete the Surface of 
the tooth 308. 

0332 The tooth model, once created, can be modified to 
Simulate various treatments that may be made on the tooth, 
Such as interproximal reduction, or grinding portions of the 
tooth away, by using the erase mode, clipping planes similar 
to the planes 1000 and 1002 of FIG. 64A, or some other 
convenient means. 

0333. The library of standardized template teeth 
described above is based on standard tooth models for each 
teeth in one possible embodiment. The library described 
above could be augmented to include a library of teeth based 
on the ethnicity, Sex, age, or other factors. For example, the 
library could consist of one library of template teeth for 
Hispanics, another library of template teeth for Orientals, a 
third library of template teeth for Caucasians, etc. These 
libraries could be Supplied with the treatment planning 
Software, obtained from a third party, or even created from 
patient Scans. For example, after each Scan using the present 
system, the software cuts the teeth into individual tooth 
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objects using the process described above and Stores the 
teeth in memory, along with identifying indicia Such as the 
race, Sex and age of the patient. Over time, a large collection 
of virtual tooth objects for various types of patients will be 
obtained. These virtual teeth can be registered to each other 
for a given ethnic type, on a tooth by tooth basis, to result 
in a new library of template teeth for a given ethic group, 
which are stored in memory. The user can thereafter identify 
for the Software which library of template teeth to use for a 
new patient based on the relevant criteria Such as ethnicity. 
0334 Alternatively, in some situations it may be desir 
able to use a contralateral tooth as the template tooth, and not 
a template tooth from the library of template teeth. In this 
Situation, a tooth object of one of the contralateral teeth is 
obtained from a template tooth in a library and the cumu 
lative registration Scan. Then, the tooth object of the con 
tralateral tooth is obtained by using the contralateral tooth as 
the template tooth and the cumulative registration Scan as 
explained above. 
0335) In some situations, the template tooth may need to 
be modified. A few example of Such situations are a partially 
erupted molar, a tooth that has been chipped, or a tooth that 
has been the Subject of extensive previous dental work. 
Since the template tooth exists as a mathematical model, it 
can be displayed on the user interface and modified. The 
modification can be made using Suitable navigation Software 
and a clipping or erasing feature to delete part of the model. 
One way is providing a clipping plane feature, by which a 
plane intersects the template tooth in a orientation and 
location defined by the user using Suitable navigation tools. 
The portion of the template tooth on one Side of the plane is 
deleted. The user positions the plane at the desired location 
on the template tooth to roughly match the anatomical 
Structure of the tooth in question. This process will result in 
a Smooth execution of the tooth Separation algorithm and 
result in a virtual tooth model that Substantially exactly 
matches the Structure of the patients tooth. 
0336. The virtual tooth model may be extended beyond 
merely the crowns of the teeth. For example, a library of 
Standardized virtual root templates for each of the teeth may 
be stored in the memory of the workstation. As individual 
Virtual models of each tooth are created, the Standardized 
root for that tooth are matched up with the virtual tooth 
model to thereby created an individual virtual tooth model of 
the entire tooth. 

0337 This process can be extended to templates of 
Virtual gum tissue. On one hand, after Separation of the 
individual virtual tooth models from the gum tissue the 
remaining portion of the Scan data depicts the gum tissue (or 
at least a portion of the gum tissue, depending on the tissue 
Scanned). This gum tissue may be substantially incomplete. 
The incomplete portions can be Supplied by a template of 
Virtual gum tissue, e.g., gums for an entire arch. The 
template of Virtual gum tissue can be Scaled up or down or 
modified as may be necessary to fit the anatomical Structure 
of the patient. A registration of the template gum to the 
Scanned gingival tissue enables a complete three-dimen 
Sional virtual model of the gums to be created. 
0338. This process can be extended to template bones, 
both mandible and maxilla. The goal here is to create a 
three-dimensional virtual model of the patient's mandible or 
maxilla. A virtual three-dimensional model of the mandible 
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and maxilla can be obtained from a variety of Sources, 
including CAT Scan data, or Skeletal Specimens. The models 
are stored in the memory of the workstation. The virtual 
template mandible and maxilla are then expanded, con 
tracted, or otherwise modified to fix to the patient's anatomy. 
X-rays of the patient may assist in the process. When the 
modified virtual template mandible and maxilla are created, 
the Virtual teeth, gums and or roots can be displayed together 
with the maxilla or mandible, either alone or together with 
the orthodontic appliance. 
0339. The concept of template virtual objects can be 
extended to virtual template crowns, and the Scanning fea 
tures and user interface on the WorkStation extended to 
Simulation of Virtual crowns and adaptation of Virtual 
crowns to Virtual prepared teeth. For example, a prepared 
tooth is Scanned as described herein and represented as a 
Virtual three-dimensional model. A template virtual three 
dimensional crown for the tooth (and typically for all 32 
teeth) is stored in memory on the workStation or accessed 
from a database. The shape of the virtual template crown is 
reduced or adapted to form fit the prepared tooth where 
crown and prepared tooth Surfaces meet. The shape of the 
cusps of the crown can be obtained from the Surface con 
figuration of the opposing tooth and adjacent teeth, or from 
the Surface configuration of a contralateral tooth that is also 
Scanned and represented a virtual tooth object. 
0340 Once the crown shape has been arrived at on the 
WorkStation, it can be exported as a 3-D crown object file to 
a remote location Such as a lab for manufacture of the crown. 
For example, the 3-D crown object file is fed to a stere 
olithography machine and a physical model of the crown is 
made. A mold is made from the physical model. The crown 
is formed in the mold from gold or porcelain made using the 
lost wax technique. Alternatively, the 3D crown object file 
can be Supplied to a CNC milling machine for machining a 
crown. Such crowns could be made from any suitable 
ceramic or metallic material, including StainleSS Steel. This 
process represents a Substantial Savings of time and labor in 
manufacturing crowns. The typical crown preparation pro 
ceSS is a manual process. 
0341 The concept of virtual template tooth objects and 
user manipulation of tooth objects on a computer can also be 
used in the field of dentures. Traditionally, an impression is 
taken of the gums and associated bony alveolar Structures 
and these anatomical Structures are cast in plastic or wax. 
Pre-formed teeth are Set into the wax in a desired occlusion. 
The dentures are cast in acrylic using the lost wax technique. 
This process can be automated using the Scanning methods 
described herein and using virtual three-dimensional tem 
plate teeth. First, the gums and associated anatomical Struc 
tures are Scanned and represented as a three-dimensional 
virtual model on the workstation. Then, virtual template 
teeth are retrieved from memory. The template teeth are 
sized up or down as necessary to conform to the archform 
represented by the virtual model of the gums. The virtual 
template teeth are then placed on the archform. At this point, 
a three-dimensional virtual model of the teeth, gums and 
asSociated anatomical Structures is represented in the work 
Station memory as a three-dimensional virtual object. This 
digital object can be exported anywhere, Such as to a remote 
location where dentures are manufactured. From this object, 
a denture can be manufactured from a variety of techniques, 
including milling and casting. For example, a Stereolitho 
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graphic physical model of the dentition and/or gums can be 
made and a denture cast in a mold obtained from the 
physical model using the lost waX technique. 

0342. The virtual template teeth can also be used in 
forensic dentistry, i.e., reconstruction of the identity of a 
Victim from teeth. AS an example, a jaw containing Some 
teeth can be Scanned as described above and represented as 
a three-dimensional virtual object. Missing teeth can be 
reconstructed by importing virtual template teeth and plac 
ing them on the virtual object. The virtual template teeth 
may be based on age or ethnicity if Such information is 
known. Contra-lateral teeth can be constructed by using 
existing Scanned teeth as the template tooth and placing the 
Scanned tooth in the contralateral position. Eventually, a 
complete virtual representation of the dentition can be 
obtained and viewed on the workstation. The shape of the 
face of the victim can be reconstructed by adding template 
Virtual objects comprising Soft tissue, gums, lips, cheeks, 
skin, hair, etc., and modifying the template objects using 
navigational tools based on the three-dimensional object or 
other information known about the victim. 

0343 Another example of using template teeth is for 
purposes of diagnosis and detection of tooth wearing, e.g., 
due to bruxism. In this example, the original Scan taken of 
the patient is converted into a three-dimensional virtual 
model. The individual teeth are optically Separated into 
virtual three-dimensional tooth objects as described above. 
Either this original virtual model of the entire dentition or 
the set of virtual three-dimensional tooth objects can be 
considered as a template. Over the course of time, the 
dentition is Scanned again periodically and converted into a 
three-dimensional virtual model as described above. The 
individual teeth (or the dentition as a whole) is compared to 
the template to identify differences due to wearing of teeth. 
This can be performed by overlaying the two models, each 
in a different color or tones, and Visually detecting where 
tooth Surfaces were present initially but are not present in the 
current virtual model. Alternatively, measuring tools can be 
provided on the user interface to measure the height of the 
tooth or other distances that may be indicative of wear, and 
numerical values immediately presented to the user on the 
user interface. These measurements can be compared with 
measurements made of the template. Now, tooth wear can be 
quantified precisely. 

0344 As yet another possibility, individual tooth objects 
are obtained from the original Scan of the patient. These 
tooth objects are Stored in the memory. In the case of a loSS 
of the patients tooth due to an accident or due to an 
extraction, the Virtual tooth objects provide a precise tem 
plate for manufacture of a replacement tooth. The replace 
ment tooth could be manufactured for example using the 
Stereolithograpy and lost wax techniques referred to above. 

0345 The creation of virtual tooth models allows virtual 
brackets to be virtually bonded to individual virtual teeth. 
The virtual brackets are obtained from a 3D CAD model of 
the bracket obtained from the manufacturer of the bracket. 
Alternatively, the brackets could be Scanned and virtual 
bracket models obtained from registration of the Scan frames 
into a virtual three dimensional model of the bracket. In 
either event, the Virtual brackets are Stored in memory and 
later accessed from the user interface of the orthodontic 
WorkStation. For example, the virtual brackets are placed on 
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the teeth at the location of the landmarks and then moved by 
the user accessing Suitable navigational tools provided by 
the user interface. 

0346) The virtual bonding of the brackets is merely a 
Superposition of the Virtual bracket onto the virtual Surface 
of the tooth. Since both the bracket and the tooth are separate 
and independent virtual objects, they can be moved freely 
relative to each other, for example to optimize the position 
of the bracket. Preferably, the treatment planning software 
allows the user to interactively position the brackets along 
any combination of X, Y and Z directions, as wells as 
rotation about three orthogonal rotational axes. In one pos 
Sible embodiment, the bracket placement correction is made 
by the user performing the following Steps: 

0347 1) navigating through the treatment planning 
Software until the virtual model of the dentition and 
the virtual brackets are displayed (this can be either 
the target situation or the malocclusion); 

0348 2) selecting a bracket for movement by either 
clicking on the bracket or Selecting a bracket number 
from a drop-down menu; 

0349 3) accessing navigational controls for the 
bracket, Such as by clicking on an icon that displayS 
navigational controls for moving virtual objects Such 
as brackets, 

0350 4) allowing the user to select either move the 
teeth with the bracket or move the bracket freely in 
three dimensions; and 

0351 5) using the navigational controls to move the 
brackets in three dimensions as desired. 

0352) If the bracket is moved independent of the tooth 
model, when the user is finished with the movement of the 
bracket the virtual tooth is moved to the location of the 
bracket. Bonding corrections for bonding the bracket to the 
tooth are updated. The bracket is then virtually bonded to the 
tooth. This process can be performed for each tooth. The 
result is that the orthodontist customized the placement of 
virtual brackets to the teeth. The archwire, which passes 
through the bracket slots, will have the required bends to 
move the teeth to the desired target Situation regardless of 
the positioning of the brackets on the teeth. 
0353. The combination of the displayed set of virtual 
orthodontic brackets, together with the virtual orthodontic 
archwire, thus presents to the user a customized virtual 
orthodontic appliance. The Virtue of the customized virtual 
orthodontic appliance is that it can be Studied, modified, 
shared between two computers, and transported electroni 
cally over a communications medium for fabrication of the 
orthodontic appliance. The treatment planning Software is 
essentially a specialized CAD/CAM system that allows the 
design of Virtually any configuration of tooth objects, 
bracket objects, wire objects and other appliances and 
objects. Because these objects exist as independent math 
ematical objects, they can be Selectively displayed together 
or alone. For example, the treatment planning Software 
displays an icon or button on the user interface that allows 
the user to Select or deselect the teeth, wires, brackets or 
Virtual objects or appliances, as desired. For example, the 
teeth and archwire can be displayed together with the 
brackets deleted from the user interface. The orthodontist 
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can then Select an individual tooth object, move it in three 
dimensions, and the movement of the tooth carried over to 
a repositioning of the bracket in three dimensions and a 
changing of the shape of the archwire. 
0354 Furthermore, while the above process of creation 
of tooth models has been described in conjunction with the 
Scan data from the hand-held Scanner, this is not required. 
The Separation of tooth objects can be performed with any 
three-dimensional model of the teeth, regardless of how the 
three-dimensional model is obtained. The three-dimensional 
model could be acquired from a CT Scan, a laser Scan from 
a plaster impression, or otherwise. 
0355 Part 4. Introduction to Treatment Planning 
0356. The virtual model of the patient's dentition, and the 
individual tooth objects created as explained above, provide 
a base for diagnostic analysis of the dentition and treatment 
planning. Treatment planning is not particularly relevant to 
the Scanning and calibration inventions provided herein, and 
so only an introduction will be given here. For further 
details, refer to the application of Ridger Rubbert et al. filed 
contemporaneously, Ser. No. , entitled INTERAC 
TIVE AND ARCHWIRE-BASED ORTHODONTIC CARE 
SYSTEM BASED ON INTRA-ORAL SCANNING OF 
TEETH, Ser. No. 
0357 Abite registration scan is obtained from the patient 
to Spatially correlate the Scans of the upper and lower jaws 
when the dentition is clenched. This Scan is used to provide 
a registration of the upper and lower jaw to determine the 
correct relative position. This bite registration Scan is usually 
needed at the beginning of treatment to Set the relation 
between the upper and lower jaws. 
0358 Landmarks such as shown in FIG. 57 are then 
placed on the labial surfaces of all the teeth. The illustrated 
embodiment places landmarks manually, but this proceSS 
could be automated. The landmarks are placed initially on 
the molars and the front teeth, and an estimated position for 
the landmarks on the other teeth can be made, Such as in the 
Same plane, based on the relative position of the landmark 
with respect to the gingival tissue and incisal edge of the 
tooth, or other factors. 

0359 The landmarks are placed at the location where the 
orthodontist expects to place an Orthodontic bracket to 
correct the malocclusion. The bracket shape is shown on the 
monitor 30 (FIG. 1). Three-dimensional templates for a 
variety of commercially available brackets are Stored in 
memory and the Software asks the Orthodontist to Select a 
particular manufacturer and Style of bracket to use with the 
patient. Thus, as the landmarks are placed, Virtual brackets 
appear in the computer model on the labial Surfaces of the 
teeth where the orthodontist desires to place the brackets. 
The orthodontist can move the bracket position depending 
on the type of forces the orthodontist wishes to create on 
teeth to correct the malocclusion. 

0360 FIG. 60 is a screen shot from an orthodontic 
WorkStation showing the computer model of the patient's 
teeth objects 312 positioned in a target or desired condition. 
The illustration is the result of the user Selecting an archform 
for the patient from a known type of archform (e.g., Roth), 
and the computer placing the teeth along the arch Selected by 
the user. This is executed by placing the Virtual brackets the 
orthodontist placed on the teeth along the curve Selected by 
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the orthodontist. The brackets are omitted from FIG. 60, but 
are shown in FIG. 61. The Software allows the orthodontist 
to change many variables in the target Situation, Simply by 
entering new values in the slide line area 320 of the screen 
display, by mouse operation of up and down arrows to Scroll 
through available values, or by mouse operation of a bar to 
change the values, or other similar technique. FIG. 60 shows 
Some of the parameters by which the orthodontist can adjust 
the shape of the arch, the distance between the teeth, the 
distance between the molars, and other parameters, So as to 
provide a unique and customized target situation for the 
patient. 

0361 FIG. 61 is another screen shot showing the com 
puter model of the patient's teeth in a target Situation, also 
showing the numerous parameters available to the Orthodon 
tist to customize the tooth position, orientation, angulation, 
torque, and other parameters on a tooth by tooth basis for the 
target archform. Virtual brackets 322 are positioned on the 
tooth objects 312 at the location where the user placed the 
landmarks. A virtual archwire 324 passes through the slots 
in each virtual bracket. 

0362 FIG. 62 is another screen shot showing a front 
View of the target Situation and additional parameters avail 
able to the orthodontist for Simulating the movement and 
positioning of teeth relative to each other in planning 
treatment for the patient. For example, in FIG. 62, the cursor 
is moved onto the virtual tooth 41 (in the tooth numbering 
convention) and the mouse is clicked. Tooth 41 is then 
highlighted. If the orthodontist wants to extract that tooth, 
they then click on the box 22 to extract the tooth in the 
simulation. Alternatively, tooth 41 could be rotated about 
any of three axis of rotation, moved in the X, Y or Z 
direction, or a larger or Smaller gap could be created between 
teeth. 

0363 FIG. 63 shows the target situation for the upper 
arch, with the virtual brackets 322 in place. The orthodontist 
can adjust the bracket 322 position, archwire shape 324, or 
tooth 312 position, on a tooth by tooth basis to thereby 
optimize treatment planning for the patient. 
0364. The result of the treatment planning is the genera 
tion of a set of bracket placement positions and the display 
on the monitor of the Shape of a customized orthodontic 
archwire to treat the malocclusion. Information as to the 
location of the brackets, the three-dimensional model of the 
malocclusion, the three dimensional model of the target 
Situation, and the type of archwire to use are Sent to the 
precision appliance center 26 of FIG. 1. A customized 
orthodontic archwire is manufactured in accordance with the 
bracket location and type and the target situation for the 
patient. Additionally, a transfer tray is manufactured to assist 
the orthodontist to place the brackets at the proper location. 
The transfer tray, brackets and archwire are shipped to the 
orthodontist's clinic 22. The orthodontic appliance is then 
applied to the patient and treatment commences. 
0365 Because the hand-held scanner allows for scans of 
the dentition in a matter of minutes, the Scanner becomes an 
important tool in monitoring treatment. AS the treatment 
progresses, the movement and position of the teeth during 
treatment can be quantified with a high degree of precision. 
The orthodontist can discern during treatment that correc 
tions in the wire need to be made, for example due to 
biological influences affecting tooth movement. The treat 
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ment planning Software on the WorkStation displays the 
current situation, and also the target Situation. A new cus 
tomized archwire is designed on the computer. The relevant 
information for making the new archwire is sent to the 
precision appliance Service center and a new archwire is 
manufactured and shipped to the clinic. 
0366 Monitoring scans are taken during treatment to 
measure and quantify progreSS and detect deviations from 
the expected treatment. Since each of the tooth objects is 
already Stored, the monitoring Scan need not be of the entire 
dentition, but rather needs to only be of one Surface, Such as 
the occlusal Surface, or the lingual Surface, or Some combi 
nation of the two. A bite Scan with the teeth in a clenched 
condition is also taken to get the current upper and lower 
relation. The position of the rest of the teeth is obtained from 
the virtual tooth objects 312 of the patient's teeth (FIG. 
58F). After the monitoring scans are performed, a registra 
tion is performed of the Scanned data relative to the tooth 
models to complete the teeth and derive a current Virtual 
model of the patient at that point in treatment. Study of this 
Virtual model and comparison to the target virtual model of 
the teeth and the Virtual model at the beginning of treatment 
can indicate whether progreSS is as anticipated or if addi 
tional correction to the Orthodontic appliance need to be 
made. These corrections will typically be carried out as wire 
changes in an archwire orthodontic treatment regime, in 
which new bends are placed in the orthodontic archwire. 
0367. Other Uses of Scanner 
0368. It is contemplated that the inventive scanning sys 
tem and method of Scanning can be used on Virtually any 
type of object. The medical field is only one example of 
where three-dimensional information of a Surface may be a 
valuable piece of information, and can be easily and quickly 
attained with the Scanning System of the present invention. 
These other possible uses of the scanner for other types of 
objects are considered within the Scope of the invention. 
0369 Precise three dimensional information of an object 
may be useful in the World of art as a way of authenticating 
a painting or Sculpture. The work, or perhaps Some portion 
of the work, is Scanned. A registration is performed of the 
Scanned images to create a complete three-dimensional 
model of the work. The model is archived or stored in 
memory, for example in a computer of a museum or gallery 
owning the work. Any work purporting to be that work of art 
that should later appear on the art market (e.g., if the work 
is lost or stolen), can be verified by Scanning the work or the 
portion of the work. Then, a comparison of the three 
dimensional model of the original work to the three-dimen 
Sional model of the work purporting to be the work can be 
made. Any Substantial deviation from the original to the 
purported work will reveal the purported original to be a 
forgery. Thus, in another aspect of the invention, a machine 
readable memory is provided that is accessible by a com 
puting device. The memory comprises data Storage regions 
Storing Surface information in three dimensions of at least a 
portion of a work of art. The surface information is obtained 
by Scanning the work of art with a Scanner and calculating 
the Surface information in three dimensions from a Series of 
images obtained by the Scanner. 
0370 Furthermore, a memory may be created storing 
three-dimensional models of a large number of works, for 
example the works in the Museum of Modern Art in New 
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York City. This archive can be used for authentication of any 
work of art that may be stolen or lost from the museum and 
later recovered. 

0371 The capability of the scanning system to store or 
archive accurate three dimensional models of objects can be 
a powerful tool in a variety of fields, including archeology, 
paleontology, forensic Science, historic preservation and 
architecture, and other industrial or medical areas. AS noted 
above, the Scanner optics will be designed to have the proper 
range of focus and angle between projection and imaging 
axes to record images of these types of objects. The prin 
ciples of operation of the Scanner are applicable to all of 
these potential uses of the invention. 
0372 While a presently preferred embodiment of the 
invention has been described with particularity, variation 
from the illustrated embodiment is possible without depar 
ture from the scope of the invention. This scope is to be 
determined by reference to the appended claims. 

1. A method of constructing a virtual three-dimensional 
model of an object from a Scanner, a data processing System, 
and at least one machine-readable memory accessible to Said 
data processing System, comprising the Steps of: 

(a) Scanning the object with the Scanner and thereby 
obtaining at least two two-dimensional images of the 
object, wherein during Scanning the Scanner and object 
are moved relative to each other resulting in each image 
being taken from a different position relative to the 
Surface of the object; 

(b) processing said data representing said set of images 
with Said data processing System So as to convert each 
of Said two-dimensional images into a data representing 
a frame and thereby generate a set of frames corre 
sponding to Said images, Said Set of frames comprising 
a cloud of individual points, each point in each frame 
expressed as a location in a three-dimensional coordi 
nate System; 

(c) storing data representing said set of frames in Said 
memory; and 

(d) further processing said data representing said set of 
frames with Said data processing System So as to 
register Said frames relative to each other to thereby 
produce a three-dimensional virtual model of the object 
Substantially consistent with all of Said frames. 

2. The method of claim 1, wherein step (d) comprises the 
Step of performing a frame to frame registration of Said Set 
of frames, wherein each frame is registered with respect to 
one other frame in Said Set of frames. 

3. The method of claim 1, wherein step (d) comprises the 
Step of performing a cumulative registration of Said Set of 
frames, wherein at least Some of Said frames are registered 
to a plurality of other frames previously having been regis 
tered to other frames in Said Set of frames. 

4. The method of claim 1, wherein step (d) comprises 
performing a frame to frame registration of Said Set of 
frames, wherein each frame is registered with respect to one 
other frame in Said Set of frames, and thereafter performing 
a cumulative registration of Said frames wherein at least 
Some of Said frames are registered to a plurality of other 
frames previously having been registered to other frames in 
Said Set of frames. 
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5. The method of claim 1, wherein in step (d) one of said 
frames is a starting frame for registration, and wherein a 
Spatial transformation relationship is derived for each of the 
other frames in Said Set of frames and Stored in Said memory, 
Said Spatial transformation relationship indicating how the 
points in Said frame should be translated and rotated in a 
three-dimensional coordinate System to register Said frames 
relative to Said Starting frame. 

6. The method of claim 5, wherein said starting frame 
corresponds to the first image captured by Said Scanner. 

7. The method of claim 5, wherein said starting frame 
corresponds to Selected image taken of the object and in 
which other images were taken of the object in the same 
vicinity of the object Such that a Substantial amount of 
overlap exists between said Selected image and Said other 
images. 

8. The method of claim 1, wherein, in step (d), said set of 
frames are registered to each other in a Sequential order with 
the order determined, at least in part, upon the degree of 
overlap in coverage of Said object in Said frames. 

9. The method of claim 1, wherein said scanner comprises 
a hand-held Scanning device and Said object is Scanned by 
moving Said hand-held Scanning device over Said object. 

10. The method of claim 9, wherein said object comprises 
a human. 

11. The method of claim 10, wherein said object com 
prises teeth and associated anatomical Structures. 

12. The method of claim 9, wherein said object comprises 
a model of an anatomical Structure of a human. 

13. The method of claim 1, wherein Said data processing 
System is incorporated into a work Station for Said Scanner. 

14. The method of claim 1, wherein Said data processing 
System comprises a general purpose computer operatively 
connected to Said Scanner and Said memory. 

15. The method of claim 1, wherein Said data processing 
System comprises at least two independent processors shar 
ing the processing required by Steps (c) and (d). 

16. The method of claim 15, wherein one of said proces 
SorS is incorporated into a work Station for Said Scanner and 
wherein the other processors comprises a computer remote 
from Said work Station. 

17. The method of claim 16, wherein said object com 
prises teeth and associated anatomical Structures, and 
wherein Said work Station and Scanner are located in an 
orthodontic clinic, and wherein Said computer remote from 
Said work Station comprises a computer in Said orthodontic 
clinic. 

18. The method of claim 1, wherein said Scanner, said 
memory and Said data processing System are housed in a 
Single unit. 

19. The method of claim 1, wherein said data processing 
System is coupled to a user interface including a display, and 
wherein data processing System is operative to display Said 
Virtual three dimensional model on Said display. 

20. An orthodontic Scanning System performing the 
method of any of claims 1-19. 

21. A method of registering a first frame, representing a 
first Set of three-dimensional coordinates of points on the 
Surface of an object, relative to Second frame, representing 
a Second Set of three-dimensional coordinates of points on 
the Surface of the object, comprising the Steps of 

Storing Said Sets of three-dimensional coordinates of 
points in a machine-readable memory; 
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processing Said Sets of three-dimensional coordinates 
with a data processing unit reading Said machine 
readable memory, Said Step of processing comprising 
the Steps of: 
a) determining AX, AY and AZ offsets between over 

lapping points in Said frames, 
b) changing the coordinates in Second frame in accor 

dance with said AX, AY and AZ offsets; 
c) computing a Surface for said first frame from points 

in Said first frame; 
d) computing normal vectors from Said points in Said 

Second frame to Said Surface and a net normal vector; 
e) determining X, Y and Z components of a rotation 

matrix from Said Surface and Said points in Said 
Second frame, Said rotation matrix indicting the 
amount of rotation required to fit Said Second frame 
to Said first frame, and 

f) applying said net normal vector and said rotation 
matrix to Said points in Said Second frame to thereby 
generate a new set of coordinates of Said Second 
frame in three dimensions to fit of Said Second frame 
to Said first frame. 

22. The method of claim 21, further comprising the 
following Steps: 

g) determining the closeness of Said fit of Said Second 
frame to Said first frame; 

h) comparing said closeness to a quality index; and 
i) repeating steps at least steps c), d), e) and f) for said 

Second frame, after application of Step f), to said first 
frame. 

23. The method of claim 22, wherein steps c)-i) are 
repeated numerous times until said closeness in Steph) is 
less than or equal to Said quality indeX. 

24. The method of claim 21, wherein said first frame 
comprises a set of coordinates of Said object arrived at after 
a cumulative registration of a set of frames of Said object. 

25. The method of claim 21, wherein said first frame 
comprises at least two frames previously registered with 
respect to each other. 

26. The method claim 21, wherein said method is per 
formed while a Scanning System captures a plurality of 
images of the object, Said Scanning System comprising an 
electronic imaging device generating a stream of images and 
Supplying Said images to Said memory. 

27. The method of claim 26, wherein said scanning 
System includes Said memory and Said data processing unit, 
and wherein Said Scanning System further comprises a user 
interface including a display, and wherein the results of 
fitting Said Second frame to Said first frame are displayed on 
Said display while Said Scanning System is capturing Said 
plurality of images, enabling the operator of Said Scanning 
System to See the results of Scanning the object. 

28. The method of claim 27, wherein said object com 
prises a human. 

29. The method of claim 28, wherein said object com 
prises teeth and associated anatomical Structures. 

30. The method of claim 28, wherein said scanning 
System comprises a hand-held Scanner. 

31. The method of claim 21, wherein in step (a) a two 
dimensional cross-correlation is performed by Said data 
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processing unit on first and Second images corresponding to 
said first and second frames to determine said AX and AY 
offsets. 

32. The method of claim 21, wherein in step (a) said AZ 
offset is determined by computing an average Z value for 
Said first frame and an average Z value of Said Second frame 
and computing Said AZ offset from Said averages. 

33. A method of creating a virtual three-dimensional 
object, comprising the Steps of: 

a) Scanning said object in a Series of Scans, each Scan 
generating a set of images; 

b) converting said set of images into a set of three 
dimensional frames, 

c) registering said frames in each of Said Series of Scans 
to each other to thereby generate a Series of Segments, 
each Segment comprising a portion of a three-dimen 
Sional model of the object; and 

d) registering said Segments relative to each other to 
thereby create Said Virtual three-dimensional model. 

34. The method of claim 33, wherein step d) comprises 
the Steps of: 

1. displaying on a monitor each of Said Segments, 
2. prompting a user to Select with a user interface device 

a location on each of Said Segments which overlaps at 
least one other Segment; 

3. Storing Said locations Selected by Said user; and 
4. using said stored locations as a starting point for 

registering Said Segments relative to each other. 
35. The method of claim 34, further comprising the step 

of displaying on Said monitor the virtual three-dimensional 
model. 

36. The method of claim 33, further comprising the step 
of performing a cumulative registration of all of Said frames 
forming Said Virtual three-dimensional model. 

37. The method of claim 34, wherein said object com 
prises teeth and wherein Said locations Selected by the user 
in Step 2. comprise locations where virtual brackets are 
placed on teeth in an orthodontic treatment planning for Said 
teeth. 

38. The method of claim 37, wherein said locations are 
represented on Said display by a graphical icon. 

39. The method of claim 38, wherein said icon appears as 
a virtual three-dimensional object. 

40. The method of claim 39, wherein said virtual three 
dimensional object comprises a circular portion having a 
center located on the location Selected by the user and 
direction indicating portion. 

41. An orthodontic workStation performing steps b, c) and 
d) of the method of claim 33. 

42. The method of claim 33, wherein said step of scanning 
is performed with a hand-held Scanner. 

43. A method of constructing a virtual three-dimensional 
model of an object using a data processing System, and at 
least one machine-readable memory accessible to Said data 
processing System, comprising the Steps of: 

(a) obtaining a set of at least two digital three-dimensional 
frames of portions of the object, wherein Said at least 
two frames comprise a set of point coordinates in a 
three dimensional coordinate System providing differ 
ing information of the Surface of Said object, whereas 
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those frames provide a Substantial overlap of the rep 
resented portions of the Surface of the Said object; 

(b) storing data representing said set of frames in Said 
memory; and 

(c) processing said data representing said set of frames 
with Said data processing System So as to register Said 
frames relative to each other to thereby produce a 
three-dimensional virtual representation of the portion 
of the surface of said object covered by said set of 
frames, without using pre-knowledge about the Spatial 
relationship between Said frames, Said three-dimen 
Sional virtual representation being Substantially consis 
tent with all of Said frames. 

44. The method of claim 43, wherein said at least two 
digital three-dimensional frames are obtained from a CT 
SCC. 

45. The method of claim 43, wherein said at least two 
digital three-dimensional frames are obtained from a Mag 
netic Resonance Tomography (NRT) scanner. 

46. The method of claim 43, wherein said at least two 
digital three-dimensional frames are obtained from a pro 
cessing of a at least two overlapping two-dimensional 
images containing three-dimensional information. 

47. The method of claim 43, wherein step (c) comprises 
the Step of performing a frame to frame registration of Said 
Set of frames, wherein each frame is registered with respect 
to one other frame in Said Set of frames. 

48. The method of claim 43, wherein step (c) comprises 
the Step of performing a cumulative registration of Said Set 
of frames, wherein at least Some of Said frames are regis 
tered to a plurality of other frames previously having been 
registered to other frames in Said Set of frames. 

49. The method of claim 43, wherein step (c) comprises 
performing a frame to frame registration of Said Set of 
frames, wherein each frame is registered with respect to one 
other frame in Said Set of frames, and thereafter performing 
a cumulative registration of Said frames wherein at least 
Some of Said frames are registered to a plurality of other 
frames previously having been registered to other frames in 
Said Set of frames. 

50. The method of claim 43, wherein in step (c) one of 
Said frames is a starting frame for registration, and wherein 
a Spatial transformation relationship is derived for each of 
the other frames in Said Set of frames and Stored in Said 
memory, Said spatial transformation relationship indicating 
how the points in Said frame should be translated and rotated 
in a three-dimensional coordinate System to register said 
frames relative to Said Starting frame. 

51. The method of claim 50, wherein said starting frame 
corresponds to a first frame obtained of the object. 

52. The method of claim 50, wherein said frames are 
derived from two-dimensional images of Said object, and 
wherein Said Starting frame corresponds to a Selected image 
taken of the object and in which other images were taken of 
the object in the same vicinity of the object Such that a 
Substantial amount of overlap exists between Said Selected 
image and Said other images. 

53. The method of claim 43, wherein, in step c) said set 
of frames are registered to each other in a Sequential order 
with the order determined, at least in part, upon the degree 
of overlap in coverage of Said object in Said frames. 

54. The method of claim 43, said set of frames are 
obtained from a Scanning System having a Scanner and 
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wherein Said Scanner comprises a hand-held Scanning device 
and Said object is Scanned by moving Said hand-held Scan 
ning device over Said object. 

55. The method of claim 43, wherein said object com 
prises a human. 

56. The method of claim 55, wherein said object com 
prises teeth and associated anatomical Structures. 

57. The method of claim 56, wherein said object com 
prises a model of an anatomical Structure of a human. 
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58. The method of claim 43, wherein said data processing 
System is incorporated into a work Station for a Scanner. 

59. The method of claim 43, wherein said data processing 
System comprises a general purpose computer operatively 
connected to a Scanner and Said memory. 

60. The method of claim 43, wherein said data processing 
System is coupled to a user interface including a display, and 
wherein data processing System is operative to display Said 
Virtual three dimensional model on Said display. 
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