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(57) ABSTRACT 

Disclosed herein is a waterproof case for protecting elec 
tronic devices. The waterproof case includes a flexible water 
proof bag attached to a rigid lid that can be opened to allow 
electronic devices to pass into the bag. When closed, the lid 
forms a watertight seal that protects the inside of the bag from 
ingress of water. The lid can include a pass-through jack 
which allows a user to connect an electronic device. Such as 
an audio device, to an output through the lid. The case may 
also be incorporated into a flexible attachment system, Such 
as an armband or Swimbelt. Methods of connecting an elec 
tronic device to an electronic output, such as an audio output, 
through a waterproof case are also provided. 
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WATERPROOF ENCLOSURE FOR AUDIO 
DEVICE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 5 

This application claims the benefit of U.S. Provisional 
Application No. 61/080,147, filed on Jul. 11, 2008, the dis 
closure of which is incorporated herein by reference in its 
entirety. 10 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates in general to water resistant and 15 

waterproof audio systems for delivering audio to a user in 
aquatic environments. 

2. Description of the Related Art 
Portable electronic devices have become a part of everyday 

lives. The use of portable electronics during sporting activi- 20 
ties has become extremely common. Some examples include 
the use of the Apple(R) iPod(R) portable audio player for music, 
or the use of a mobile phone, during exercise. Various acces 
sories are available which allow these devices to be taken into 
basic sporting and even extreme sporting environments. 25 
These accessories include basic Nylon R and Neoprene(R) 
armbands as well as protective housings such as H2O Audio(R) 
waterproof cases designed to protect the devices during use in 
and around the water. 

30 

SUMMARY OF THE INVENTION 

In one embodiment of the invention, a waterproof enclo 
sure is adapted to receive a first electronic device. The enclo 
sure includes a flexible waterproofbag, a rigid frame attached 35 
to the bag, and a rigid cover operatively coupled to the rigid 
frame. The rigid frame defines an opening larger than across 
section of the first electronic device. The cover is movable 
between an open position, in which the cover is disposed 
away from the opening, and a closed position, in which the 40 
cover forms a waterproof seal with the frame. In one aspect of 
the embodiment, the enclosure further comprises a water 
resistant electronic communication link passing through at 
least one of the frame and the cover, the link being configured 
to allow an electronic connection between the first electronic 45 
device when it is placed inside the baganda second electronic 
device disposed outside of the bag. In such an aspect, the 
electronic communication link can be an audio communica 
tion link. In Such an aspect, the electronic communication 
link can pass through the frame and/or the cover. In such an 50 
aspect, the second electronic device can be a waterproof 
headset. In such an aspect, the cover can include an audio jack 
connected to the electronic communication link. In such an 
aspect, the bag can include at least one generally planar wall, 
the frame being substantially coplanar with the wall. In such 55 
an aspect, an outer portion of the electronic communication 
link can be recessed in an outer portion of the cover. In Such 
an aspect, the waterproof enclosure can include a cable 
extending from an inner portion of the electronic communi 
cation link, the cable being configured to allow connection of 60 
the electronic device to the electronic connection link while 
the cover can be in the open position, before the electronic 
device can be received in the bag. The cable can comprise an 
audio plug. In some aspects of this embodiment, the bag 
comprises polyurethane, PVC, and/or silicone. In some 65 
aspects of the embodiment, the frame can comprise a flange. 
In Such an aspect, the cover can include a skirt which, when 

2 
the cover can be in the closed position, cooperates with the 
flange to reinforce the waterproof seal. In some aspects of the 
embodiment, the frame can be RF welded, heat sealed, and/or 
clamped to the bag. In some aspects of the embodiment, an 
adhesive can be disposed between the frame and the bag. In 
Some aspects of the embodiment, one or more fasteners can 
secure the frame to the bag. In one aspect of the embodiment, 
the cover is coupled to the frame by a hinge. In another aspect, 
the cover is coupled to the frame by a tether. In another aspect, 
the enclosure further includes a latch configured to hold the 
cover in the closed position. In Such an aspect, the latch can be 
configured to lock the cover in the closed position. 

In another embodiment of the invention, a wearable article 
includes the waterproof enclosure described above. In one 
aspect of the embodiment, the article is an armband. In one 
aspect of the embodiment, the article is a waistbelt. In one 
aspect of the embodiment, the article is a shirt. In one aspect 
of the embodiment, the article is a wetsuit. In another aspect 
of the embodiment, the article further includes a protective 
member configured to protect the waterproof enclosure from 
impact. 

In another embodiment of the invention, a waterproof 
housing is adapted to receive an electronic audio device. The 
housing includes means for flexibly protecting the electronic 
audio device from exposure to water and for allowing a user 
to interact with the device, the protecting means having an 
opening for receiving the electronic audio device into the 
protecting means. The housing also includes means for form 
ing a waterproof seal at the opening, the sealing means being 
coupled to the protecting means. The housing further includes 
means for conveying an electrical signal through the sealing 
means from inside the protecting means to outside the pro 
tecting means. 

In another embodiment of the invention, a method of facili 
tating use of an electronic audio device while protecting it 
from exposure to water is provided. The method includes 
providing a waterproof housing which includes a flexible bag 
with an opening and a rigid lid configured to seal the opening, 
at least a portion of the lid being stationary with respect to the 
bag, at least a portion of the lid being movable with respect to 
the bag between an open position and a closed position, the lid 
comprising a waterproof pass-throughjack. The method fur 
ther includes connecting the electronic audio device to the 
pass-through jack. The method further includes placing the 
electronic audio device in the waterproof housing. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The features and advantages of the present invention, and a 
manner of attaining them, will become more apparent by 
reference to the following descriptions of one embodiment of 
the invention. The following drawings represent one means of 
attaining the invention disclosed herein, and should in no way 
be construed as limiting the scope of the invention claimed. 

FIG. 1 shows a perspective view of a waterproof enclosure 
according to an embodiment, shown in closed position. 

FIG. 2 shows a perspective view of the waterproof enclo 
sure of FIG. 1, shown in open position. 

FIG. 3A is a side elevation of the enclosure of FIG. 1. 
FIG. 3B is a top plan view of the enclosure of FIG. 1. 
FIG. 3C is an end view of the enclosure of FIG. 1. 
FIG. 4A is a side elevation of the lid 106 portion of the 

enclosure of FIG. 1. 
FIG. 4B is a top plan view of the lid 106 portion shown in 

FIG. 4A. 
FIG. 4C is a section view of the lid 106 portion shown in 

FIG. 4A taken along line 4C-4C of FIG. 4B. 
IPR2025-00843; Mojawa
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FIG. 4D is a bottom plan view of the lid 106 portion shown 
in FIG. 4A. 

FIG. 5A is a cutaway perspective view of the latch shown 
in FIG. 1, illustrating the cover 110 and frame 108 in closed 
and locked position. 

FIG. 5B is a cutaway perspective view of the latch of FIG. 
5A, shown in closed and released position. 

FIG.5C is a cutaway perspective view of the cover 110 and 
frame 108 shown in FIG. 5A shown in an open and unlatched 
position. 

FIG. 6 is a perspective view of an enclosure configured in 
accordance with an embodiment, shown connected to and 
housing an exemplary electronic device. 

FIG. 7A is a top plan view of a wearable article comprising 
an armband designed to receive a waterproof enclosure con 
figured in accordance with an embodiment, shown before the 
waterproof enclosure is installed. 

FIG. 7B is a top plan view of the armband of FIG. 7A, 
shown housing an exemplary audio device with the device 
electrically connected to an exemplary headset disposed out 
side of the enclosure. 
FIG.7C is a side view of the armband and enclosure of FIG. 

TB. 
FIG. 8 is a top plan view of a wearable article comprising 

an armband configured to receive a waterproof enclosure, in 
accordance with a further embodiment. 

FIG. 9 is a top plan view of a wearable article comprising 
a headband configured to receive a waterproof enclosure, 
according to another embodiment. 

FIG. 10A is a perspective view of a waterproof enclosure 
configured in accordance with a further embodiment, with a 
communication link exiting directly through the flexible por 
tion of the enclosure and connected to audio headphones. 

FIG. 10B is a perspective view of a wearable article com 
prising a headband configured to receive the waterproof 
enclosure of FIG. 10A, according to further embodiment. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

The advent of miniaturized electronic devices such as 
audio players and communication equipment has made fea 
sible the individual use of such devices during recreational 
and educational activities. Herein disclosed are systems and 
methods for using a personal portable audio device in an 
aquatic environment. Although the systems described herein 
may be waterproofunder submersible conditions, such water 
proof systems may also find application in activities where 
contact with water is incidental. Non-limiting examples 
include boating, jet skiing, winter sports such as downhill and 
cross-country skiing, Snowboarding, and sledding, and activi 
ties where the user will encounter mud such as off-road 
motorcycling or ATV use. 
The invention disclosed herein generally relates to a water 

proof enclosure for protecting electronic devices. In some 
embodiments, the enclosure includes a flexible waterproof 
bag attached to a rigid lid that can be opened to allow elec 
tronic devices to pass into the bag. When closed, the lid forms 
a watertight seal that protects the inside of the bag from 
ingress of water. The lid can include a pass-through jack 
which allows a user to connect an electronic device. Such as 
an audio device, through the lid. The enclosure may be incor 
porated into a wearable system, Such as an armband or Swim 
belt. In some embodiments, methods are provided for con 
necting an electronic device through a waterproof case so that 
wired or wireless electronic signals. Such as audio signals, 
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4 
may be transmitted to the device, allowing a user to interact 
with and use the device while in an aquatic or otherwise 
extreme environment. 
By providing a waterproof enclosure having a pass 

through communication link on a rigid and movable cover, 
embodiments of the invention allow a user to quickly and 
easily connect an electronic device. Such as an audio device, 
to the link outside the enclosure and then place the device 
inside the bag after the connection has been made. Then, once 
the enclosure is closed, the user can easily connect a second 
electronic device. Such a waterproof headset, to the portion of 
the link disposed on the outside of the cover. In addition, 
affixing or otherwise coupling the communication link to the 
lid facilitates improved control of the cable extending into the 
case, thereby reducing the risk of the cable interfering with 
the watertight seal through accidental capture during closing 
of the device. 
As used herein, the terms “waterproof or “watertight' 

mean that the device referred to as “waterproof or “water 
tight' is capable of being completely submerged under water 
for a Substantial period of time without water penetrating a 
“waterproof or “watertight' barrier. The substantial period 
of time may include 30 seconds, 1 minute, 1 hour, or greater 
than 1 hour. 
As used herein, the phrase “aquatic environment” refers to 

an environment that is at least partially exposed to water. The 
exposure to water may come from being Submerged or par 
tially Submerged in water or may come from exposure to 
droplets or streams of water, Such as caused by Splashing. 
As used herein, the phrases “aquatic activity” or “water 

sports' refers to any activity in which the participant is 
exposed to an aquatic environment as defined above. 

In one embodiment, a waterproof enclosure is provided 
which comprises both flexible and rigid parts. The “flexible” 
parts can be made from any material which is flexible enough 
to adapt somewhat to the shape of an electronic device, but 
which also prevents passage of water through the material. 
Such a material can be selected to be flexible enough to allow 
a user to interact with the device through the material, for 
example, by pressing a button or Switch on the device through 
the material, or by “touching a touchscreen or touchpad 
through the material with a finger or stylus. The flexible 
material can comprise, for example, polyurethane or PVC. 
The “rigid' parts can be made from any substantially rigid 
material, including but not limited to metal, ceramics, glass, 
rubber or a plastic composition Such as, for example, a poly 
carbonate or polyurethane. 

With reference now to FIGS. 1 and 2, a waterproof enclo 
sure 100 according to an embodiment is illustrated. The 
enclosure 100 generally includes a flexible bag 102 with an 
opening 104 and a lid 106 attached to the bag 102 at the 
opening 104. The bag 102 is configured to house an electronic 
device. Such as an electronic music player or mobile phone 
(not shown). The opening 104 can have a generally oblong 
shape, or any other suitable shape, so as to allow passage of 
the electronic device through the opening 104 and into the bag 
102. 
The lid 106 comprises a rigid frame 108 and a cover 110 

which is coupled to the rigid frame 108. The rigid frame 108 
forms a watertight seal with the opening 104 in the bag 102, 
and reinforces the configuration of the opening 104. The 
cover 110 is movable between an open position (see FIG. 2) 
and a closed position (see FIG. 1). The cover 110 includes an 
electronic communication link 112 configured to provide an 
electronic connection between an electronic device disposed 
inside the bag 102 and another disposed outside of the bag 
102. The lid 106 also includes a latching mechanism 114 

IPR2025-00843; Mojawa
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configured to releasably lock the lid 106 in the closed posi 
tion. The illustrated latch 114 includes a spring-loaded hinged 
portion 116 disposed on the frame 108. The hinged portion 
116 cooperates with a protrusion 118 (see FIGS. 5A through 
5C) that projects from the cover 110 to releasably lock the lid 
106 in place. Of course, the latching mechanism 114 can have 
any other configuration consistent with its intended purpose. 

In some embodiments, the flexible bag 102 comprises a 
single folded sheet or two sheets of any appropriate flexible 
and waterproof material. A Soft material can be used so as to 
prevent scratching of the contents of the bag. The sheet or 
sheets can be joined together in any suitable fashion to form 
a watertight seal around the edges 120 (if any) of the bag 102. 
For example, the sheet or sheets can be RF welded around the 
edges 120. The flexible bag 102 preferably includes a trans 
parent or semi-transparent portion 122 allowing a user to see 
a display portion of the device when it is placed inside the bag 
102. In some embodiments, such a portion 122 may be con 
structed from thin polycarbonate with an anti-scratch coating. 
The bag 102 can optionally include a padded or inflatable 
border configured to secure and protect the contents of the bag 
from impact. In addition or in the alternative, the bag 102 can 
include an internal guide or tray to aid in proper positioning 
and securement of a device inside the bag. Such a guide or 
tray can be removable, and can be provided in multiple shapes 
and sizes so as to fit various devices. The bag can optionally 
include one or more spacers or dividers so as to create mul 
tiple compartments inside the bag, such as, for example, 
separate compartments to hold an electronic device and any 
excess cable running to the device. Additionally or alterna 
tively, one or more fixed or removable pockets can be pro 
vided on the interior of the device, for example to hold excess 
cable, dessicant, or other items. To provide additional water 
proofing protection, the bag 102 can have a dual chamber 
design with a separately sealed inner chamber. In some 
embodiments, the inner and/or outer Surfaces of the bag can 
be treated with a water-repellent or anti-fog treatment. In 
some embodiments, the bag 102 is constructed from or 
includes an area that comprises a breathable membrane mate 
rial that allows airflow through the bag 102 material while still 
providing water resistance. In some embodiments, in interior 
area of the bag 102 is configured to attract and/or sequester 
any moisture from a leak. For example, a sponge may be 
provided to Soak up moisture. Alternatively, a 1-way check 
valve may separate an individual compartment in which 
water can collect. In another embodiment, a shelf or other 
support member is provided within the bag 102 to separate 
any electronic device from areas where water is likely to 
collect. 
The flexible bag may also be configured using materials, 

such that the waterproof nature of the bag is possible, but 
materials may be laminated on either the inside or outside of 
the bag for a variety of functional enhancements. In one 
scenario, Velcro(R) fasteners may be laminated onto the out 
side of one half of the bag facilitating attachment to the 
wearable device. In another embodiment, the inside portion 
of the bag might be a soft protective material. Such as cotton 
or felt, while the outer material can still be a waterproof 
material, such as polyurethane or PVC. This material flex 
ibility will allow the device to be constructed for a variety of 
contents and a variety of situations. 
The bag 102 may have a variety of shapes and sizes to 

accommodate a variety of electronic devices. In some 
embodiments, the bag 102 size and/or shape may be adjust 
able as desired. In one embodiment, gussets may be provided 
to increase the interior volume provided by the bag 102 
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6 
The opening 104 and the lid 106 are positioned on the bag 

102 such that the device can be moved away from the lid 106 
after the device is placed inside the bag 102. In this way, the 
lid 106 can be closed without the risk of pressure being placed 
on the device. Further, such a configuration prevents the lid 
106 from obstructing a user's view of the device through the 
bag 102. 
The rigid frame 108 includes a sealing flange 124 which 

extends generally in the plane of a surface of the bag 102. The 
sealing flange 124 can include portions extending around the 
opening 104 and along both the outer Surface and the inner 
surface of the bag 102, and forms a watertight seal between 
the frame 108 and the bag 102. The sealing flange 124 can be 
attached to the opening 104 in any Suitable manner, for 
example by RF welding. The rigid frame 108 also includes a 
collar 126 which extends generally normal to the sealing 
flange 124 and away from the bag 102. 
The cover 110 is coupled to the rigid frame 108 so as to be 

movable between an open position, in which the cover 110 is 
disposed away from the opening 104 (see FIG. 2), and a 
closed position (see FIG. 1) in which the cover 110 forms a 
watertight seal with the rigid frame 108. In the illustrated 
embodiment, the cover 110 includes a channel 128 config 
ured to receive the collar 126 of the frame 108 when the 
device 100 is in the closed position, and the collar 126 is 
surrounded by a sealing element 130 which forms a water 
tight seal with the cover 110 in the closed position. The 
sealing element 130 can be an o-ring, T-seal, X-ring, square 
ring, delta ring, gasket, film, or any other Suitable type of 
sealing element, and can comprise any Suitable material. Such 
as, for example, silicone rubber. Examples of sealing configu 
rations include static gland seals, compressive groove seals, 
seat seals, or any mechanical assembly by which the lid and 
base apply compressive force to compress a compliant seal 
ing member. Of course, a sealing element can be provided in 
the cover 110 instead of the frame 108. In addition, the cover 
110 and the frame 108 can include any additional or alterna 
tive corresponding structure so as to form a watertight seal in 
the closed position. Further, although the illustrated cover 
110 is pivotably movable with respect to the frame 108 in a 
generally longitudinal direction (that is, about a laterally 
extending axis of the frame 108), alternative embodiments 
can include a cover which is movable in a lateral direction 
(that is, about a longitudinally-extending axis of the frame 
108). The cover 110 and the frame 108 can be hingedly 
coupled, as illustrated in FIGS. 1 and 2, or can be movably 
coupled in any other Suitable manner. For example, the cover 
110 and the frame 108 can be slidingly coupled. Alternatively 
or in addition, the cover 110 and the frame 108 can be coupled 
with one or more tethers. Further, although the illustrated 
cover 110 includes a single piece. Some embodiments can 
include a cover comprising two or more portions which are 
movable (independently or together) with respect to the 
frame. 

Attached to the cover 110 is an electronic communication 
link 112. The electronic communication link 112 is config 
ured to removably couple to an electronic input/output device 
disposed outside of the bag 102. In the illustrated embodi 
ment, the electronic communication link 112 includes an 
audio communication link 112, Such as, for example, a 4-pin, 
3.5 mm audio jack. In the embodiment shown, the electronic 
communication link 112 is configured to interface with an 
external device. Such as a set of audio headphones, oran audio 
headset with a 3.5 mm stereo plug. Most portable audio 
devices are constructed with a 3.5 mm stereo jack, and that is 
replicated by the 3.5 mm stereo jack featured on the lid 106 of 
this embodiment. The jack 112 is disposed on an outer surface 
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of the cover 110, and connects through the cover 110 to a plug 
132 which is connected to an inner surface of the cover 110. 
The plug 132 is configured to connect to a jack in the elec 
tronic device to be placed inside the bag 102. The illustrated 
embodiment also includes an elastomeric boot 134 designed 5 
to form a waterproof seal with a plug of certain headphones, 
such as H2O Audio(R) waterproof headphones. The boot 134 is 
removable to allow connection to a standard headset or head 
phones featuring a 3.5 mm connector. 

In one alternative embodiment, an electronic communica- 10 
tion link is formed by an electrical cable passing through the 
cover 110. A compression fitting may be provided between 
the cable and the cover to provide a waterproof seal. 

The cover 110 can also include one or more features to 
facilitate gripping of the cover 110 and moving the cover 110 15 
from a closed to an open position. For example, the illustrated 
embodiment includes two rails 144, one disposed on either 
side of the jack 112. The rails 144 project in a generally 
transverse direction from the outer surface of the cover 110, 
and are configured to facilitate gripping of the cover 110 20 
while also protecting the jack 112 Somewhat from impact. 
FIGS. 3A, 3B, and 3C show a side elevation, a top plan view, 
and an end view, respectively, of the enclosure illustrated in 
FIG.1. These figures better illustrate the configuration of the 
rails 144, the boot 134, and the collar 126 and flange 124 of 25 
the frame 108. 

FIGS. 4A through 4D, which are shown with a straight 
cable 137 instead of the coiled cable 136 shown in the previ 
ous figures, illustrate the lid 106 in further detail. As can be 
seen in these figures, the lid 106 and/or the electronic com- 30 
munication link 112 may include one or more features con 
figured to secure the link 112 to the lid 106. In the illustrated 
embodiment (see FIG. 4C), a snap-ring 138 is provided to 
secure the link 112 in place on the cover 110. Of course, any 
other suitable means can be provided to secure the link 112 in 35 
place, including adhesives and/or other mechanical fasteners. 
In addition, a sealing element 140 is disposed between the 
communication link 112 and the lid 106 to provide a water 
proof coupling between the link 112 and the lid 106. The 
sealing element 140 can comprise, for example, one or more 40 
o-rings Surrounding the link 112 which are received in corre 
sponding seal glands 142 in the lid 106. Of course, the lid 106 
and/or link 112 can include any other features configured to 
provide a waterproof seal between the lid 106 and the link 
112. 45 

FIGS.5A through5C illustrate the latch 114 and its opera 
tion in further detail. FIG. 5A shows the lid 106 in a closed 
position with the latch 114 in a locked position. FIG. 5B 
shows the lid 106 in a closed position with the hinged portion 
116 of the latch depressed. FIG.5C shows the lid 106 in an 50 
open position, and also illustrates the configuration of the 
sealing flange 108 and collar 126 of the frame 108. 

In FIG. 6, the enclosure 100 illustrated in FIGS. 1 and 2 is 
shown housing an exemplary electronic device 150, with the 
plug 132 connected to the device 150. 55 

In some embodiments, the plug 132 can be, for example, a 
4-pin, 3.5 mm audio plug, which would allow for connection 
ofa wide range of existing electronic audio devices, including 
the Apple(R) iPhone. In addition, using a 4-pin connector 
would allow the transmission of an audio signal both to and 60 
from the device. Of course, the plug can comprise any other 
suitable type of connector. The plug 132 can be connected to 
the cover 110 via a cable 136, such as the illustrated coiled 
cable 136. The length and specification of the cable 136 can 
vary depending on the particular application. In the illustrated 65 
embodiment, the cable 136 is coiled to allow for flexibility 
when the enclosure 100 is open, while regulating any excess 

8 
amount of cable 136 when a device is connected to the plug 
132 and placed inside the bag 102. 
The orientation of the electronic communication link 112 

can vary depending upon the particular application. In the 
embodiment illustrated in FIGS. 1 and 2, the electronic com 
munication link 112 is disposed longitudinally with respect to 
the cover 110, and is so oriented to reduce the overall width of 
the rigid lid 106. In combination with a hinged or otherwise 
movable coupling between the cover 110 and the frame 108, 
Sucha configuration facilitates opening 104 and closing of the 
enclosure 100 during activity and when worn on a contoured 
portion of the body. Such as an arm or waist. In addition, the 
orientation of those portions of the link 112 that are disposed 
on the inner and outer surfaces of the cover 110 can vary. For 
example, the jack 112 extending from the outer surface of the 
cover 110 can extend generally longitudinally with respect to 
the cover 110, as shown in the illustrated embodiment, or the 
jack 112 can extend laterally with respect to the cover 110. 
Alternatively, the jack 112 can project generally transversely 
from the cover 110. Similarly, the portion of the link 112 
extending from the inner surface of the cover 110 can have 
any of these orientations. In addition, the portions of the link 
112 extending from the outer and inner surfaces of the cover 
110 can be disposed in the same general direction as the 
direction in which the cover 110 is movable. In the illustrated 
embodiment, for example, the jack 112 and the cable 136 
extend generally longitudinally from the cover 110 which is 
movable in the longitudinal direction. In alternative embodi 
ments, either or both of the inner and outer portions of the link 
112 can extend in a direction nonparallel to or normal to the 
direction in which the cover 110 is movable. 
As illustrated in FIGS. 7A through 7C, embodiments of the 

invention can be incorporated with a wearable article 200, 
such as an armband. FIG. 7C shows the article 200 securing 
an enclosure 300 according to an embodiment. The enclosure 
300 is shown housing an exemplary electronic device 302 
which is connected, through a link 304 on a lid 306 of the 
enclosure 300, to an external headset 308. The wearable 
article 200 can be configured with an opening 202 or a trans 
parent window so that the device 302, once placed inside the 
enclosure 300, is visible through the article 200. The article 
200 can also include a second opening 204 configured to 
allow the lid 306, or a portion thereof, to protrude or extend 
through the article 200 so that a user can access the lid 306 
when the enclosure 300 is retained in the article 200. The 
article 200 can be provided with one or more contours 206 
around or near the lid 106. The armband 200 can include one 
or more straps 208 and slits 210 to facilitate securement of the 
armband 200 to a wearer's arm. In addition or in the alterna 
tive, the armband 200 can include hook and loop fasteners, 
such as Velcro(R), on one or more of its surfaces to facilitate 
such securement. Of course, the armband 200 can be config 
ured for securement to the arm in any other suitable fashion. 
In some embodiments, the enclosure 300 is reversibly 
secured to the wearable article 200 such as by Velcro features 
laminated on the enclosure 300. In another embodiment, the 
enclosure 300 is secured to the wearable article 200 using 
rivets. 

FIG. 8 illustrates an armband 220 according to an alterna 
tive embodiment. The armband 220 is configured to house an 
electronic device that is smaller than the device 302 illus 
trated in FIGS. 7A through 7C. 

With reference now to FIG. 9, a wearable article 400 is 
shown housing an enclosure 402, according to an alternative 
embodiment. The article 402 comprises a headband config 
ured to house a waterproof enclosure 402. The enclosure 402 
includes a flexible bag 404 and a rigid lid 406. The enclosure 
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402 can be configured similarly to the enclosure 100 
described herein, but need not include all of the features 
described in connection therewith. Further, the size and shape 
of the enclosure 402 and the rigid lid 404 can be adapted to the 
configuration of the headband 400. Embodiments of the 
invention can also be configured for use with a variety of other 
wearable articles, including waistbelts or swimbelts, shirts, 
Vests, and wetsuits. 

In some embodiments, the wearable article may include 
additional features such as cord management devices. For 
example, hooks or other features may be provided to secure 
excess cable to the wearable article. Other attachment fea 
tures may also be provided for securing other articles to the 
outside of the wearable article. In some embodiments, the 
wearable article may provide rigid or semi-rigid reinforce 
ment to provide impact protection to an electronic device 
within an enclosure attached to the wearable article. The 
wearable article may also provide features to specifically 
protect the screen of an electronic device. For example, a 
neoprene door or flap may be provided to cover the screen 
area of the device when it does not need to be accessed. The 
wearable article may also include floatation devices such that 
it floats (even when containing an electronic device) should 
the article become separated from the user. In one embodi 
ment, the wearable article incorporates a charger to facilitate 
charging of an electronic device. In some embodiments, the 
wearable article includes multiple openings and/or enclosure 
attachment areas to provide flexibility and the positioning or 
access direction of an enclosure. In some such embodiments, 
multiple enclosures, and hence multiple electronic devices, 
may be secured to a wearable article. 

In some cases the wearable article might be useful without 
the waterproof enclosure for environments outside of an 
aqueous environment. For example, an armband might func 
tion as a general armband for running and cycling in dry 
environments without the waterproofenclosure, and will also 
function as a waterproof armband when assembled with the 
waterproof enclosure. This provides the user with a more 
flexible product, and reduces the overall number of products 
required to achieve the same functional result. Thus, some 
embodiments include a wearable article that can be used with 
or without the waterproof enclosure. 

In some embodiments, a device is provided designed to 
receive an enclosure described above (for example, in a man 
ner similar to the wearable articles described above) which 
may then be reversibly attached to a wearable article such as 
an armband, shirt, lifejacket, etc. In some embodiments, the 
reversible attachment is facilitated by a Zipper or other attach 
ment feature. Some embodiments provide the device and a 
Zipper pattern Such that a user or manufacturer can attach the 
device to any desired wearable article. Other embodiments 
provide buckles to facilitate reversible attachment of an 
enclosure receiving device to wearable articles. 

In some embodiments, the electronic communication link 
can be attached elsewhere on the enclosure than the cover. For 
example, FIGS. 10A and 10B illustrate an enclosure 500 
according to such an embodiment. The enclosure 500 
includes a flexible bag 502 and a rigid lid assembly 504, and 
is configured for use with aheadband 506 (see FIG. 10B). The 
enclosure 500 includes one or more electronic communica 
tion links 508 which exit the bag 502 through features that 
incorporate the links 508 into the welded seam of the bag 502. 
The communication links 508 in the illustrated embodiment 
are connected to external headphones 510. Waterproof con 
trols 512, such as for Volume Increase, Volume Decrease, and 
Mute, are disposed on an outer surface of the lid 504. Such a 
configuration allows the user to easily locate often-used con 
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10 
trols without removing the headband 506 and without view 
ing the contents of the bag 502. This configuration is advan 
tageous for a swimmer who would preferably attach this 
assembly to their Swim goggles, and will need to control these 
functions by touch. FIG. 10B shows the enclosure 500 
installed in the headband 506, with at least a portion of the bag 
502 visible through a first window 514 in the bag, and with at 
least a portion of the lid 504 protruding from a second win 
dow 516. Of course, in some applications, the bag 502 need 
not be visible through the headband 506, and so the window 
514 is an optional feature. Incorporating the enclosure 500 
into the headband 506 facilitates its attachment to a pair of 
Swim goggles, and maintains a more comfortable fit on the 
head. 

In any of the embodiments described herein, a protection 
member to resist the possible transmission of force of impact 
to the electronic device held within the enclosure may be 
included. In some embodiments, the protection member can 
comprise one or more rigid, semi-rigid, or soft protection 
shields. In some embodiments, the protection member can 
comprise a rigid or semi-rigid grid or grate. In some embodi 
ments, the protection member can cover the entire electronic 
device, or just a portion of the device. Such as a portion of the 
device that is most Susceptible to Suffering damage from 
impact. One example of Such a portion is an LCD Screen. 
The protection member can be incorporated into a wear 

able article configured to retain the enclosure. The protection 
member can optionally be removable from the wearable 
article. In some embodiments, the protection member can be 
removably or permanently attached to the waterproof enclo 
sure itself. In preferred embodiments, the protective member 
is configured so as not to interfere with the opening of the 
enclosure. For example, in Some embodiments, the protective 
member is configured to be easily and quickly moved away 
from the enclosure (so that a user can interact with the 
device), and easily and quickly moved back (so that the user 
can continue his activity). 
A variety of additional features can be included in embodi 

ments of the invention. For example and without limitation, 
embodiments of the invention can include elements such as 
antennae, batteries, controls, dessicant, lighting, speakers 
(such as waterproof speakers), and/or wireless communica 
tion technology (such as BluetoothTM technology) coupled to 
or integrated with the flexible bag and/or the rigid lid. Other 
items that can be integrated with or coupled to the flexible bag 
or rigid lid in certain embodiments include a pedometer, Swim 
pedometer, thermometer, compass, water analyzer (to detect 
pollution, for example), clock, and/or timer. In some embodi 
ments, lid or bag may include a duckbill check valve to allow 
for pressure equalization. Other features may include Solar 
cells located on the outside of the bag or wearable member to 
power any electronic device placed within the bag. In still 
other embodiments, a rigid or semi-rigid internal shell may be 
placed within the bag to withstand increased pressures (e.g., 
from Submersion to significant depths). In some such embodi 
ments, the shell is removable. 

In one embodiment, an electronic pump is placed within 
the waterproof bag described herein. An electronic link 
through the lid may be provided for powering and/or control 
ling the pump. In one such embodiment, a fluid tube passes 
through the lid or bag such that the pump can draw and expel 
fluid from outside of the bag. In one embodiment, a water 
proof seal is formed at the interface of the tube and the bag or 
lid, such as by a compression fitting. 

In some embodiments, the communication link can extend 
through a hingepoint between the cover and the frame, offer 
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ing accessibility to the link from both above and below the 
cover. In some embodiments, the link itself can include Vol 
ume controls. 

To use embodiments of the invention, a user can release any 
locking mechanism provided on the lid and then move the 
cover to an open position. In the embodiment illustrated in 
FIG. 1, for example, a user can press down on the hinged 
portion 116 of the latch 114 and then lift the cover 110 up, for 
example by gripping the rails 144 on the sides of the cover 110 
(see also FIGS.5A through5C). When the enclosure 100 is in 
the open position, the user can connect an electronic device, 
Such as an audio device, to the plug 132 extending from the 
inner surface of the cover 110. The user can then pass the 
device through the rigid frame 108 defining the opening 104 
in the bag 102. The user can easily move the device to an 
appropriate position so that any display portion of the device 
is visible through the transparent window 122 of the bag 102. 
Any extra cable is also placed into the bag 102, and the cover 
110 is then moved down into a closed and latched position on 
the frame 108. In the illustrated embodiment, the latch 114 is 
configured to allow the cover 110 to move into the closed 
position and automatically latch with the application of slight 
downward pressure. The user can then attach an external 
device, such as waterproof headset, to the jack 112 provided 
on the outer surface of the cover 110. The user can then listen 
to the audio device in an aquatic environment while protect 
ing the device from exposure to water. In applications in 
which the external device includes an input Such as a micro 
phone, the user can also communicate information to the 
device through the link 112. In applications in which the 
device includes a touchscreen portion, the user can also com 
municate information to the device by touching the device 
through the transparent portion of the bag 102. 

Although illustrated in the context of an enclosure for 
holding a personal audio device, embodiments of the inven 
tion can be adapted for use with any electronic device, includ 
ing larger-scale devices such as laptops and personal comput 
ers. Embodiments of the present invention have been shown 
and described with a degree of particularity to enable their 
complete and full understanding. It should be understood, 
however, that the present invention embodies the inventive 
concepts as defined by the claims, and is not limited by any 
detailed description herein. 
What is claimed is: 
1. A waterproof enclosure adapted to receive a first elec 

tronic device, the enclosure comprising: 
a flexible waterproof bag; 
a rigid frame attached to the bag, the rigid frame defining an 

opening larger than a cross-section of the first electronic 
device; and 

a rigid cover operatively coupled to the rigid frame, the 
cover being movable between an open position, in which 
the cover is disposed away from the opening, and a 
closed position, in which the cover forms a waterproof 
seal with the frame. 

2. The waterproof enclosure of claim 1, further comprising 
a water resistant electronic communication link passing 
through at least one of the frame and the cover, the link being 
configured to allow an electronic connection between the first 
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electronic device when it is placed inside the bag and a second 
electronic device disposed outside of the bag. 

3. The waterproof enclosure of claim 2, wherein the elec 
tronic communication link is an audio communication link. 

4. The waterproof enclosure of claim 2, wherein the elec 
tronic communication link passes through the frame. 

5. The waterproof enclosure of claim 2, wherein the elec 
tronic communication link passes through the cover. 

6. The waterproof enclosure of claim 5, wherein an outer 
portion of the electronic communication link is recessed in an 
outer portion of the cover. 

7. The waterproofenclosure of claim 2, wherein the second 
electronic device is a waterproof headset. 

8. The waterproof enclosure of claim 2, wherein the cover 
comprises an audio jack connected to the electronic commu 
nication link. 

9. The waterproof enclosure of claim 2, wherein the bag 
comprises at least one generally planar wall, the frame being 
substantially coplanar with the wall. 

10. The waterproof enclosure of claim 2, further compris 
ing a cable extending from an inner portion of the electronic 
communication link, the cable being configured to allow con 
nection of the electronic device to the electronic connection 
link while the cover is in the open position, before the elec 
tronic device is received in the bag. 

11. The waterproof enclosure of claim 10, wherein the 
cable comprises an audio plug. 

12. The waterproof enclosure of claim 1, wherein the bag 
comprises polyurethane. 

13. The waterproof enclosure of claim 1, wherein the bag 
comprises PVC. 

14. The waterproof enclosure of claim 1, wherein the bag 
comprises silicone. 

15. The waterproofenclosure of claim 1, wherein the frame 
comprises a flange. 

16. The waterproof enclosure of claim 15, wherein the 
cover comprises a channel configured to received a collar 
extending generally normal to the flange when the cover is in 
the closed position. 

17. The waterproofenclosure of claim 1, wherein the frame 
is RF welded to the bag. 

18. The waterproofenclosure of claim 1, wherein the frame 
is heat sealed to the bag. 

19. The waterproofenclosure of claim 1, wherein the frame 
is clamped to the bag. 

20. The waterproof enclosure of claim 1, wherein an adhe 
sive is disposed between the frame and the bag. 

21. The waterproof enclosure of claim 1, further compris 
ing one or more fasteners securing the frame to the bag. 

22. The waterproof enclosure of claim 1, wherein the cover 
is coupled to the frame by a hinge. 

23. The waterproof enclosure of claim 1, wherein the cover 
is coupled to the frame by a tether. 

24. The waterproof enclosure of claim 1, further compris 
ing a latch configured to hold the cover in the closed position. 

25. The waterproof enclosure of claim 24, wherein the 
latch is configured to lock the cover in the closed position. 

k k k k k 
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