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1. 

TRANSISTORS COMPRISING HIGH-K 
METAL GATE ELECTRODESTRUCTURES 
AND EMBEDDED STRAIN-INDUCING 

SEMCONDUCTOR ALLOYS FORMED INA 
LATE STAGE 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application claims priority to German Patent Appli 
cation No. 10 2010 038 737.1 filed Jul. 30, 2010. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
Generally, the present disclosure relates to the fabrication 

of Sophisticated integrated circuits including transistor ele 
ments comprising high-k metal gate electrode structures. 

2. Description of the Related Art 
The fabrication of advanced integrated circuits, such as 

CPUs, storage devices, ASICs (application specific inte 
grated circuits) and the like, requires the formation of a large 
number of circuit elements on a given chip area according to 
a specified circuit layout, wherein field effect transistors rep 
resent one important type of circuit element that Substantially 
determines performance of the integrated circuits. Generally, 
a plurality of process technologies are currently practiced, 
wherein, for many types of complex circuitry including field 
effect transistors, CMOS technology is one of the most prom 
ising approaches due to the Superior characteristics in view of 
operating speed and/or power consumption and/or cost effi 
ciency. During the fabrication of complex integrated circuits 
using, for instance, CMOS technology, millions of transis 
tors, i.e., N-channel transistors and P-channel transistors, are 
formed on a Substrate including a crystalline semiconductor 
layer. A field effect transistor, irrespective of whether an 
N-channel transistor or a P-channel transistor is considered, 
typically comprises so-called PN junctions represented by an 
interface that is formed by highly doped regions, referred to as 
drain and Source regions, and by a slightly doped or non 
doped region, Such as a channel region, disposed adjacent to 
the highly doped regions. 

In a field effect transistor, the conductivity of the channel 
region, i.e., the drive current capability of the conductive 
channel, is controlled by a gate electrode formed adjacent to 
the channel region and separated therefrom by a thin insulat 
ing layer. The conductivity of the channel region, upon for 
mation of a conductive channel due to the application of an 
appropriate control Voltage to the gate electrode, depends on, 
among other things, the electronic characteristics of the chan 
nel regions, such as dopant concentration and band gap, the 
mobility of the charge carriers and, for a given extension of 
the channel region in the transistor width direction, on the 
distance between the source and drain regions, which is also 
referred to as channel length. Hence, the conductivity of the 
channel region substantially affects the performance of MOS 
transistors. 

Presently, the vast majority of integrated circuits are based 
on silicon due to substantially unlimited availability, the well 
understood characteristics of silicon and related materials and 
processes and the experience gathered during the last 50 
years. Therefore, silicon will likely remain the base material 
of choice for future circuit generations designed for mass 
products. One reason for the importance of silicon in fabri 
cating semiconductor devices has been the Superior charac 
teristics of a silicon/silicon dioxide interface that allows reli 
able electrical insulation of different regions from each other. 
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The silicon/silicon dioxide interface is stable at high tempera 
tures and, thus, allows performing Subsequent high tempera 
ture processes, as are required, for example, for anneal cycles 
to activate dopants and to cure crystal damage without sacri 
ficing the electrical characteristics of the interface. 

For the reasons pointed out above, in field effect transistors, 
silicon dioxide is preferably used as a base material of a gate 
insulation layer that separates the gate electrode, frequently 
comprised of polysilicon or metal-containing materials, from 
the silicon channel region. In steadily improving device per 
formance of field effect transistors, the length of the channel 
region has been continuously decreased to improve Switching 
speed and drive current capability. It turns out that decreasing 
the channel length requires an increased capacitive coupling 
between the gate electrode and the channel region to avoid the 
so-called short channel behavior during transistor operation. 
Thus, the thickness of the silicon dioxide layer has to be 
correspondingly reduced to provide the required capacitance 
between the gate and the channel region. For example, a 
channel length of approximately 0.08 um may require a gate 
dielectric made of silicon dioxide as thin as approximately 1.2 
nm. Although, generally, usage of high speed transistor ele 
ments having an extremely short channel may be substan 
tially restricted to high speed signal paths, whereas transistor 
elements with a longer channel may be used for less critical 
signal paths, the relatively high leakage current caused by 
direct tunneling of charge carriers through an ultra-thin sili 
con dioxide gate insulation layer may reach values for an 
oxide thickness in the range of 1-2 nm that may not be com 
patible with thermal design power requirements for many 
types of integrated circuits. 

Therefore, replacing silicon dioxide based dielectrics, at 
least in part, as the material for gate insulation layers has been 
considered, particularly for extremely thin silicon dioxide 
based gate layers. Possible alternative materials include 
materials that exhibit a significantly higher permittivity so 
that a physically greater thickness of a correspondingly 
formed gate insulation layer provides a capacitive coupling 
that would otherwise be obtained by an extremely thin silicon 
dioxide layer. 

Additionally, transistor performance may be increased by 
providing an appropriate conductive material for the gate 
electrode so as to replace the usually used polysilicon mate 
rial, at least in the vicinity of the gate dielectric material, since 
polysilicon may suffer from charge carrier depletion at the 
vicinity of the interface to the gate dielectric, thereby reduc 
ing the effective capacitance between the channel region and 
the gate electrode. Thus, a gate stack has been Suggested in 
which a high-k dielectric material provides enhanced capaci 
tance based on the same thickness as a silicon dioxide based 
layer, while additionally maintaining leakage currents at an 
acceptable level. On the other hand, the non-polysilicon 
material. Such as titanium nitride and the like, in combination 
with other metals, may be formed so as to connect to the 
high-k dielectric material, thereby substantially avoiding the 
presence of a depletion Zone and providing Superior conduc 
tivity compared to the doped polysilicon material. Since the 
threshold voltage of the transistors, which represents the volt 
age at which a conductive channel forms in the channel 
region, is significantly determined by the work function of the 
metal-containing gate material, an appropriate adjustment of 
the effective work function with respect to the conductivity 
type of the transistor under consideration and the perfor 
mance characteristics thereof has to be guaranteed when 
using metal-containing electrode materials. 

Providing different metal species for adjusting the work 
function of the gate electrode structures for P-channel tran 
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sistors and N-channel transistors at an earlier manufacturing 
stage may, however, be associated with a plurality of difficul 
ties arising from the fact that a complex patterning sequence 
may be required during the formation of the Sophisticated 
high-k metal gate Stack. For this reason, significant variations 
of the resulting work functions and thus threshold voltages of 
the completed transistor structures may be generated. In other 
approaches, so-called replacement gate approaches, the gate 
electrode structures are provided with a high degree of com 
patibility with conventional patterning regimes, for instance 
based on polysilicon, and the high-k dielectric material and 
the metal-containing materials for adjusting the appropriate 
work functions and providing a high conductivity are incor 
porated in a very late manufacturing stage, i.e., after complet 
ing the basic transistor structure and thus after any high tem 
perature processes, thereby avoiding many of the problems of 
process strategies in which the sensitive high-k materials in 
combination with the metal-containing electrode materials 
are provided in an early manufacturing stage. 

In addition to providing Sophisticated high-k metal gate 
electrode structures, other mechanisms are typically imple 
mented in transistors in order to increase the overall perfor 
mance, for instance, in terms of the electronic characteristics 
of the channel region. For example, it is well known that the 
charge carrier mobility in the channel region may be effi 
ciently modified by inducing a strained State therein, which 
may be accomplished by various strain-inducing mecha 
nisms, such as providing an embedded strained semiconduc 
tor material in the drain and Source regions, thereby inducing 
a desired strain component in the channel region. 
The approach of providing an embedded strain-inducing 

semiconductor material in the active regions of the transistors 
is typically implemented by forming cavities in the active 
regions adjacent to the gate electrode structures and providing 
a desired semiconductor alloy, such as silicon/germanium, 
silicon/carbon and the like, by using selective epitaxial 
growth techniques, wherein the material composition and the 
offset of the grown semiconductor alloy substantially deter 
mines the finally obtained strain component in the channel 
region of the transistor devices. Due to providing the Strain 
inducing semiconductor alloy in a relatively early manufac 
turing stage, i.e., after patterning the replacement gate elec 
trode structure and prior to forming any drain and Source 
regions of the transistors, the relatively complex process of 
forming the embedded strain-inducing semiconductor alloy 
and the complex process of providing Sophisticated high-k 
metal gate electrode structures on the basis of a replacement 
gate approach may be considered as independent process 
modules, each of which may add a significant degree of 
complexity to the overall process flow and may provide cer 
tain advantages in overall performance of the transistors, as 
discussed above. Consequently, inconventional process strat 
egies using embedded Strain-inducing semiconductor mate 
rials in combination with Sophisticated replacement gate 
approaches, many additional process steps may have to be 
applied, wherein a non-related application of these additional 
process steps, as is the case in conventional process strategies, 
may fail to fully exploit the potential of the performance 
enhancing effects of the above-described mechanisms, 
thereby resulting in less optimal transistor devices. 

The present disclosure is directed to various methods and 
devices that may avoid, or at least reduce, the effects of one or 
more of the problems identified above. 

SUMMARY OF THE INVENTION 

The following presents a simplified Summary of the inven 
tion in order to provide a basic understanding of some aspects 
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4 
of the invention. This summary is not an exhaustive overview 
of the invention. It is not intended to identify key or critical 
elements of the invention or to delineate the scope of the 
invention. Its sole purpose is to present some concepts in a 
simplified form as a prelude to the more detailed description 
that is discussed later. 

Generally, the present disclosure provides semiconductor 
devices and manufacturing techniques in which an embedded 
strain-inducing semiconductor material may be provided in 
Sophisticated transistor elements on the basis of manufactur 
ing strategies which may be correlated with manufacturing 
steps for providing a high-k metal gate electrode structure on 
the basis of a replacement gate approach. In this manner, 
pronounced synergy effects may be achieved when forming 
Sophisticated transistor devices, thereby enhancing perfor 
mance and/or production efficiency of complex semiconduc 
tor devices. To this end, the configuration of the semiconduc 
tor device, after completing the basic transistor configuration 
and prior to actually forming at least the metal-containing 
electrode material in the gate electrode structure, may be used 
for forming one or more cavities in the active region of the 
transistors in order to form a semiconductor material by 
selective epitaxial growth techniques, which may result in a 
Superior strain component within a portion of the active 
region. For example, in Some illustrative embodiments dis 
closed herein, the gate electrode structure may be provided on 
a strained semiconductor material of the active region and a 
portion of the strained material may be removed by means of 
a gate opening that is obtained upon removing a placeholder 
material. Such as a polysilicon material. Consequently, the 
resulting cavity may be refilled, at least partially, by a desired 
semiconductor material. Such as a silicon material, which 
may thus be regrown on the basis of a strained State due to the 
adjacent strain-inducing semiconductor material, thereby 
providing precise alignment of the newly-grown semicon 
ductor material with respect to the gate electrode structure, 
while also a desired high strain may be achieved due to the 
close proximity of the Strain-inducing material and the 
regrown semiconductor material. Furthermore, the regrown 
semiconductor material may have incorporated therein a 
desired dopant species or any other atomic species for further 
adjusting the electronic characteristics of a central portion of 
the active region. For example, additional well dopant species 
and channel dopant species may be incorporated without 
creating crystal damage, as may typically be associated with 
conventional process techniques, in which implantation pro 
cesses may typically be applied. Furthermore, at any stage of 
the epitaxial growth process, a desired material composition 
of the regrown semiconductor material may be provided in 
order to obtain the desired electronic characteristics, for 
instance in terms of threshold voltage and the like. For 
example, a certain adjustment of energy level of a material 
layer that may immediately be in contact with a gate dielectric 
material may be adjusted on the basis of the selective epitaxial 
growth process in a final step thereof. Consequently, the 
strain-inducing semiconductor material may be provided at 
any appropriate manufacturing stage, for instance prior to 
forming any gate electrode structures, by using any appropri 
ate process techniques, such as recessing the initial semicon 
ductor layer at specific areas and refilling the recesses by any 
appropriate strain-inducing semiconductor material. Such as 
silicon/germanium, silicon/carbon and the like. In other 
cases, stress memorization techniques may be applied locally 
in order to form areas of significant internal strain, while, in 
still other cases, even globally strained semiconductor layers 
may be used, if considered appropriate. 
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In other illustrative embodiments disclosed herein, cavities 
may be provided in the active regions of transistors on the 
basis of replacement gate approaches prior to actually imple 
menting the metal-containing electrode material, wherein the 
cavities may be formed on the basis of contact openings 
formed in a dielectric material that laterally encloses the gate 
electrodestructures. In the cavities and at least a portion of the 
contact openings, a desired semiconductor material may be 
provided on the basis of selective epitaxial growth tech 
niques, which may provide a high Strain component in the 
active region and, if desired, may provide Superior contact 
characteristics in the contact openings, for instance by 
enabling an efficient silicidation process. Also in this case, 
any appropriate dopant species may be implemented during 
at least certain phases of selective epitaxial growth processes. 
Thereafter, the placeholder material, such as the polysilicon 
material, may be replaced by at least a metal-containing elec 
trode material, wherein the presence of the contact elements 
may provide Superior process conditions, for instance, with 
respect to exposing the polysilicon Surface, enabling a dedi 
cated adjustment of the final height of the replacement gate 
electrode structures and the like. Consequently, also in this 
case, Superior performance and/or Superior process efficiency 
may be accomplished by “combining the implementation of 
a strain-inducing semiconductor alloy in the active regions of 
transistors and providing Sophisticated high-k metal gate 
electrode structures on the basis of a replacement gate 
approach. 
One illustrative method disclosed herein comprises form 

ing a gate electrode structure of a transistor on a semiconduc 
tor region, wherein the gate electrode structure comprises a 
placeholder material and a spacer structure. The method fur 
ther comprises forming at least one cavity in the semiconduc 
tor region in the presence of at least the spacer structure. 
Additionally, the method comprises filling at least a portion of 
the at least one cavity with a semiconductor material So as to 
provide a performance-enhancing strain in a channel region 
of the transistor. The method further comprises forming at 
least a metal-containing electrode material in the gate elec 
trode structure after filling at least a portion of the at least one 
cavity with the semiconductor material. 
One illustrative semiconductor device disclosed herein 

comprises a semiconductor region comprising an embedded 
strain-inducing semiconductor alloy that is formed at least 
partially in drain and Source regions. The semiconductor 
device further comprises a gate electrode structure formed on 
a portion of the semiconductor region and comprising a 
metal-containing electrode material and a high-k dielectric 
material. Furthermore, the semiconductor device comprises 
contact areas formed above the strain-inducing semiconduc 
tor alloy and comprising a metal silicide having a top Surface 
at a height that Substantially corresponds to a height of a top 
Surface of the metal-containing electrode material. 
A further illustrative semiconductor device disclosed 

herein comprises a semiconductor region of a first transistor 
comprising a strain-inducing semiconductor alloy and a 
strained semiconductor material that is laterally enclosed by 
the strain-inducing semiconductor alloy, wherein the strained 
semiconductor material and the strain-inducing semiconduc 
tor alloy differ in their material compositions. The semicon 
ductor device further comprises a gate electrode structure 
formed on a portion of the semiconductor region and com 
prising a metal-containing electrode material, a high-k 
dielectric material and a spacer structure that is aligned to the 
strained semiconductor material. 
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6 
BRIEF DESCRIPTION OF THE DRAWINGS 

The disclosure may be understood by reference to the 
following description taken in conjunction with the accom 
panying drawings, in which like reference numerals identify 
like elements, and in which: 

FIGS. 1a-1p schematically illustrate cross-sectional views 
of a semiconductor device during various manufacturing 
stages, wherein one or more Strain-inducing semiconductor 
alloys may be provided laterally homogeneously in active 
regions of transistors in an early manufacturing stage, i.e., 
prior to providing gate electrode structures, while a strained 
central portion of the active regions and thus the channel 
regions may be provided in a late manufacturing stage on the 
basis of a gate opening that is provided upon removing a 
placeholder material of a gate electrode structure based on a 
replacement gate approach, according to illustrative embodi 
ments; and 

FIGS. 2a-2k schematically illustrate cross-sectional views 
of a semiconductor device during various manufacturing 
stages, in which a strain-inducing semiconductor alloy may 
be formed on the basis of contact openings that may be 
provided prior to replacing a placeholder material with at 
least a metal-containing electrode material, according to fur 
ther illustrative embodiments. 

While the subject matter disclosed herein is susceptible to 
various modifications and alternative forms, specific embodi 
ments thereof have been shown by way of example in the 
drawings and are herein described in detail. It should be 
understood, however, that the description herein of specific 
embodiments is not intended to limit the invention to the 
particular forms disclosed, but on the contrary, the intention is 
to cover all modifications, equivalents, and alternatives fall 
ing within the spirit and scope of the invention as defined by 
the appended claims. 

DETAILED DESCRIPTION 

Various illustrative embodiments of the invention are 
described below. In the interest of clarity, not all features of an 
actual implementation are described in this specification. It 
will of course be appreciated that in the development of any 
Such actual embodiment, numerous implementation-specific 
decisions must be made to achieve the developers specific 
goals. Such as compliance with system-related and business 
related constraints, which will vary from one implementation 
to another. Moreover, it will be appreciated that such a devel 
opment effort might be complex and time-consuming, but 
would nevertheless be a routine undertaking for those of 
ordinary skill in the art having the benefit of this disclosure. 
The present subject matter will now be described with 

reference to the attached figures. Various structures, systems 
and devices are schematically depicted in the drawings for 
purposes of explanation only and so as to not obscure the 
present disclosure with details that are well known to those 
skilled in the art. Nevertheless, the attached drawings are 
included to describe and explain illustrative examples of the 
present disclosure. The words and phrases used herein should 
be understood and interpreted to have a meaning consistent 
with the understanding of those words and phrases by those 
skilled in the relevant art. No special definition of a term or 
phrase, i.e., a definition that is different from the ordinary and 
customary meaning as understood by those skilled in the art, 
is intended to be implied by consistent usage of the term or 
phrase herein. To the extent that a term or phrase is intended 
to have a special meaning, i.e., a meaning other than that 
understood by skilled artisans, such a special definition will 

Page 18 of 27



US 8,455,314 B2 
7 

be expressly set forth in the specification in a definitional 
manner that directly and unequivocally provides the special 
definition for the term or phrase. 
The present disclosure provides semiconductor devices 

and manufacturing techniques in which Sophisticated 
replacement gate approaches and processes for providing an 
embedded strain-inducing semiconductor material in the 
active regions of transistors may be appropriately “corre 
lated' or “combined in order to provide superior device 
performance and/or manufacturing efficiency. To this end, the 
replacement gate electrode structure, i.e., the gate electrode 
structure prior to providing at least the metal-containing elec 
trode material, may be used for forming at least one cavity in 
the active region of the transistor under consideration in order 
to obtain, after refilling the at least one cavity, at least par 
tially, by any appropriate semiconductor material, a desired 
high Strain component in the central portion and thus in the 
channel region of the transistor under consideration. In some 
aspects, this may be accomplished by providing a laterally 
homogeneously formed Strain-inducing semiconductor alloy, 
Such as a silicon/germanium material, a silicon/carbon mate 
rial and the like, in the active regions of P-channel transistors 
and/or N-channel transistors in a very early manufacturing 
stage, thereby providing Superior process conditions and 
enhanced process efficiency, since corresponding gate elec 
trode structures may beformed in a later manufacturing stage, 
thereby avoiding complex processes for covering gate elec 
trode structures. On the other hand, a cavity may beformed on 
the basis of a gate opening obtained during a replacement gate 
approach so that a precisely aligned portion of the previously 
provided strain-inducing semiconductor alloy may be 
removed and may be replaced by any appropriate semicon 
ductor material, which may thus have the desired overall 
electronic characteristics and which may also have a signifi 
cant strain component due to the close proximity of the pre 
viously provided strain-inducing semiconductor alloy. In 
some illustrative embodiments, active regions with different 
strain-inducing materials may be provided in an early manu 
facturing stage, and the cavities and semiconductor materials 
may be formed on the basis of a common process sequence, 
thereby obtaining a different type of strain in the different 
active regions, while nevertheless providing a very efficient 
process technique. Furthermore, upon controlling the selec 
tive epitaxial growth process for filling the central cavity in 
the various active regions, a certain degree of well doping, at 
least for one type of transistor, may be implemented, while, in 
other cases, the effective channel length may be adjusted, for 
instance by refilling the central cavity only partially to a 
specific height prior to forming a gate dielectric material and 
a metal-containing electrode material. 

In still other illustrative embodiments disclosed herein, the 
strain-inducing semiconductor alloy may be provided in a 
very late manufacturing stage, i.e., upon forming contact 
openings in a portion of the interlayer dielectric material prior 
to actually performing the replacement gate approach. In 
Some cases, the contact openings may be provided differently 
for transistors of different conductivity type, thereby effi 
ciently allowing the implementation of different types of 
strain-inducing semiconductor alloys, while also enabling a 
dedicated adaptation of the material in terms of dopant con 
centration, material composition, fill height and the like. 
Thereafter, the contact elements, which may comprise, for 
instance, a metal silicide, may be efficiently used for provid 
ing Superior process conditions during the Subsequent 
replacement gate approach, for instance by exposing the 
placeholder material, defining a desired height of the high-k 
metal gate electrode structures and the like. 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

8 
With reference to FIGS. 1a-1p, illustrative embodiments 

will now be described in which one or more strain-inducing 
semiconductor materials may be provided inactive regions of 
transistors prior to forming a gate electrode structure, wherein 
the actual strained semiconductor material having the desired 
electronic characteristics for a channel region may be pro 
vided in a very late manufacturing stage, i.e., upon perform 
ing a replacement gate approach. 

FIG. 1a schematically illustrates a cross-sectional view of 
a semiconductor device 100 comprising a substrate 101 and a 
semiconductor layer 102. Such as a silicon layer and the like. 
The semiconductor layer 102 and the substrate 101 may form 
a “bulk” configuration, wherein the semiconductor material 
of the layer 102 represents a portion of a crystalline substrate 
material of the substrate 101. In other illustrative embodi 
ments, a buried insulating material (not shown) may be pro 
vided between the substrate 101 and the semiconductor layer 
102, thereby forming an SOI (silicon-on-insulator) configu 
ration. Furthermore, in the manufacturing stage shown, a 
mask 103, which may also be referred to as a hard mask, may 
be provided above the semiconductor layer 102 and may have 
any appropriate configuration so as to withstand the condi 
tions during the further processing upon forming one or more 
strain-inducing semiconductor materials in dedicated areas of 
the semiconductor layer 102. For example, the hard mask 103 
may be comprised of silicon nitride, possibly in combination 
with a thin etch stop material. Such as a silicon dioxide mate 
rial (not shown) and the like. Furthermore, an etch mask 104, 
Such as a resist mask, may be provided above the hard mask 
103 and may be patterned so as to grossly define the lateral 
size and position of one or more active regions 105A, 105B. 
In this respect, it should be appreciated that the term “grossly 
is to be understood as describing the lateral size and position 
of active regions in combination with any additional isolation 
structures, which may be provided in a later manufacturing 
stage so as to actually define the size and position of the active 
regions 105A, 105B within the semiconductor layer 102. It 
should further be appreciated that the areas 105A, 105B may 
correspond to active regions of transistors of different con 
ductivity type so that, for instance, the active region 105A 
may correspond to one or more N-channel transistors, while 
the active region 105B may correspond to one or more 
P-channel transistors. It should be appreciated, however, that 
the principles disclosed herein may apply to any type of 
transistors and may also be applied to dedicated transistors of 
the device 100, such as N-channel transistors or P-channel 
transistors or selected N-channel and P-channel transistors, 
and the like. 
The semiconductor device 100 as illustrated in FIG. 1a 

may be formed on the basis of the following processes. The 
hard mask 103 may beformed on the basis of well-established 
deposition techniques, such as thermally activated chemical 
vapor deposition (CVD), plasma enhanced CVD and the like, 
for which a plurality of appropriate recipes are available in the 
art, for instance for forming silicon nitride material, silicon 
oxynitride and the like. Similarly, an etch stop material (not 
shown), if required, may be formed on the basis of oxidation, 
deposition and the like. Thereafter, the etch mask 104 may be 
provided and may be patterned on the basis of appropriate 
lithography techniques. 

FIG.1b schematically illustrates the semiconductor device 
100 when exposed to the reactive etch ambient of an etch 
process or process sequence 106. The etch process 106 may 
comprise appropriate etch steps for etching through the hard 
mask 103, for instance by using plasma assisted etch recipes, 
wherein, for instance, silicon nitride may be etched selec 
tively with respect to silicon, silicon dioxide and the like. 
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Consequently, during a first phase of the process 106 or 
during the first step, the hard mask 103 may be patterned in 
accordance with the etch mask 104. Thereafter, the process or 
sequence 106 may be continued by selecting an appropriate 
etch chemistry for etching into the semiconductor layer 102, 
thereby forming a recess 102B therein. To this end, a plurality 
of well-established etch chemistries, for instance based on 
plasma assisted recipes, are available to etch silicon material 
in a highly controllable manner. During the etch process 106, 
when an SOI configuration is considered, i.e., when a buried 
insulating material (not shown) may be provided below the 
semiconductor layer 102, a remaining material layer 102D 
may be preserved so as to provide an appropriate “seed layer 
for a Subsequent selective epitaxial growth process. For 
example, the remaining material 102D may be preserved with 
a thickness of 5-20 nm or higher, depending on process and 
device specifics. 

FIG.1c schematically illustrates the semiconductor device 
100 in a further advanced manufacturing stage. As illustrated, 
after the removal of the etch mask104 (FIG.1b) and perform 
ing any cleaning processes for providing Superior Surface 
conditions, the device 100 may be exposed to a selective 
epitaxial growth process 107. As is well known, during a 
selective epitaxial growth process, the process parameters 
may be selected Such that a significant material deposition 
occurs on exposed surface areas of the seed material only, 
while any pronounced material deposition on other Surface 
areas, such as the hard mask 103, may be suppressed. Con 
sequently, during the process 107 a desired strain-inducing 
semiconductor alloy may be growth within the recess 102B 
based on the remaining material layer 102D, which may thus 
provide the desired lattice mismatch between a strain-induc 
ing semiconductor alloy 107B and the material of the layer 
102, thereby obtaining the desired high strained state of the 
material 107B. It should be appreciated that the material 
107B may also be referred to as a strain-inducing semicon 
ductor material, since it may induce a desired type of strain in 
dedicated portions of the active region 105B in a later manu 
facturing stage in order to enhance performance of one or 
more transistors by increasing charge carrier mobility in the 
corresponding channel regions, as is also explained above. 
For example, the material 107B may comprise a silicon/ 
germanium mixture or alloy, wherein the germanium fraction 
may be up to 30 atomic percent or higher, which may result in 
a pronounced strained state. In other cases, other atomic 
species, such as tin and the like, may be incorporated into the 
material 107B, if considered appropriate. The strain material 
107B may thus be provided as a laterally homogeneous mate 
rial within the active region 105B, contrary to conventional 
approaches, in which typically an embedded strain-inducing 
semiconductor material may be provided in corresponding 
cavities formed laterally adjacent to a gate electrode struc 
ture. Thus, in general, Superior process conditions may be 
accomplished upon forming the material 107B, due to supe 
rior surface topography of the device 100 and the like. 

FIG.1d schematically illustrates the device 100 in a further 
advanced manufacturing stage in which a further etch mask 
108, Such as a resist mask, may be provided so as to expose a 
portion of the hard mask 103, which may approximately 
correspond to the active region 105A. To this end, any well 
established lithography techniques may be applied. 

FIG.1e schematically illustrates the semiconductor device 
100 when exposed to a reactive etch ambient of a process or 
process sequence 109. During the process 109, the hard mask 
103 may be patterned on the basis of the etch mask 108 (FIG. 
1d) and thereafter the etch process may be continued by 
etching into the semiconductor layer 102, thereby forming a 
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10 
recess 102A therein. With respect to any characteristics of the 
etch process 109, the same criteria may apply as previously 
explained with reference to the etch process 106 of FIG. 1b. 
Also in this case, after opening the hard mask 103, a highly 
controllable etch step may be applied during the process 109, 
thereby enabling a desired adjustment of the depth of the 
recess 102A and thus a thickness of the remaining semicon 
ductor material 102D. It should be appreciated that, if desired, 
the material 102D may be provided with different thicknesses 
in the recesses 102A, 102B if considered advantageous in 
view of the further processing and the finally obtained device 
characteristics. 

FIG. 1f schematically illustrates the semiconductor device 
100 in a further advanced manufacturing stage. As illustrated, 
the device 100 is exposed to a selective deposition ambient 
110 in order to selectively deposit material within the recess 
102A (FIG.1e) substantially without depositing any material 
on the exposed strained material 107B and any dielectric 
surface areas, such as surface areas of the hard mask 103. For 
example, during the process 110, a second type of strained 
semiconductor material 110A may be deposited, for instance 
in the form of a silicon/carbon mixture and the like, which 
may provide a different type of strained state compared to the 
material 107B. In other illustrative embodiments (not 
shown), when the selectivity between the seed material 102D 
in the active region 105A is considered insufficient with 
respect to the material 107B during the selective deposition 
process 110, a desired hard mask material may beformed, for 
instance by oxidation and the like, on the material 107B in a 
state when the hard mask 103 may still cover the active region 
105A, as is for instance shown in FIG. 1c. For example, a thin 
oxide material may beformed on or within the material 107B 
prior to performing the selective epitaxial growth process 
110. Thereafter, if required, the corresponding deposition 
mask may be selectively removed from the material 107B by 
any appropriate selective etch chemistry, for instance based 
on wet chemical etch recipes and the like. 

FIG. 1g schematically illustrates the device 100 in a further 
advanced manufacturing stage. As illustrated, after the 
removal of the hard mask 103 (FIG. 1f), a further mask 111 
may be provided so as to define the lateral position and size of 
any isolation structures to be formed in the semiconductor 
layer 102 and within the strained semiconductor materials 
107B. 110A. As illustrated, a plurality of trenches 111C may 
be defined by the mask 111, which may comprise two or more 
individual material layers, such as silicon dioxide, silicon 
nitride and the like. To this end, any well-established process 
strategies may be applied for depositing appropriate materials 
and patterning the same on the basis of Sophisticated lithog 
raphy techniques. Thereafter, the materials 110A, 107B and 
102 may be patterned on the basis of the mask 111, for 
instance using well-established anisotropic etch techniques 
for transferring the trenches 111C into the underlying mate 
rials. Thereafter, an appropriate insulating material. Such as 
silicon dioxide and the like, may be filled into the trenches and 
any excess material may be removed for instance by chemical 
mechanical polishing (CMP), followed by the removal of any 
excess material of the mask 111. 

FIG. 1h schematically illustrates the semiconductor device 
100 after completing the above-described process sequence. 
Consequently, the final lateral size and position of the active 
regions 105A, 105B may be now defined by shallow trench 
isolations 102C, which may be obtained on the basis of the 
above-described process sequence. 

FIG. 1 ischematically illustrates the semiconductor device 
100 with Superior Surface topography, i.e., after performing a 
further CMP process in order to efficiently remove any extra 
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height of the isolation structure 102C. Consequently, in this 
manufacturing stage, the strain-inducing materials 107B, 
110A may be provided as laterally homogeneous materials 
having a Substantially planar Surface topography, while also 
the height of the shallow trench isolations 102C may be 
substantially equal to the height of the materials 107B. 110A, 
thereby providing superior process conditions for the further 
processing, i.e., the deposition of gate materials and the pat 
terning of these materials. 

FIG. 1j schematically illustrates the semiconductor device 
100 in a further advanced manufacturing stage. As shown, a 
first transistor 150A, such as an N-channel transistor, may be 
formed on the active region 105A (FIG. 1i), that is, in and 
above the strain-inducing material 110A, while a second tran 
sistor 150B, such as a P-channel transistor, may beformed on 
the active region 105B (FIG. 1i), that is, in and above the 
strain-inducing material 107B. In the manufacturing stage 
shown, the transistor 150A may comprise a gate electrode 
structure 120A, which may comprise a "gate dielectric mate 
rial 122, for instance in the form of a silicon dioxide mate 
rial, a silicon oxynitride material and the like, which is, how 
ever, to be replaced in a later manufacturing stage in order to 
provide a gate dielectric layer including a high-k dielectric 
material. Furthermore, a placeholder material 121, such as a 
polysilicon material and the like, may be formed above the 
dielectric layer 122. The placeholder material 121 may, if 
required, comprise an additional dielectric cap material (not 
shown), for instance in the form of silicon dioxide, silicon 
nitride and the like. Furthermore, the gate electrode structure 
120A may comprise a spacer structure 123 having any appro 
priate configuration in accordance with the overall device and 
process requirements. That is, a width and composition of the 
spacer structure 123 may be selected such that a desired 
lateral and vertical dopant profile for drain and Source regions 
151 may be achieved. It should be appreciated that the spacer 
structure 123 may comprise any number of individual spacer 
elements, possibly in combination with any etch stop mate 
rials and the like. 

Similarly, a gate electrode structure 120B of the transistor 
150B may comprise basically the same components as the 
gate electrode structure 120A, wherein superior uniformity 
may be achieved, for instance, with respect to critical dimen 
sions of the gate electrode structures 120A, 120B and the like, 
due to the Superior Surface conditions and due to the very 
symmetric process history of the gate electrode structures 
120A, 120B compared to conventional process strategies, in 
which increased complexity may occur upon providing a 
strained semiconductor alloy after forming the gate electrode 
structures 120A, 120B. 
The semiconductor device 100 as shown in FIG. 1j may be 

formed on the basis of the following processes. Beginning 
with the configuration as shown in FIG. 1i, the materials for 
the layers 122 and 121, in combination with any additional 
sacrificial materials, such as hard mask materials and the like, 
may be deposited on the basis of well-established deposition 
techniques, followed by a patterning sequence using Sophis 
ticated lithography and etch processes. In this manner, the 
lateral dimensions of the gate electrode structures 120A, 
120B may be defined, for instance, with a critical dimension 
of approximately 50 nm and less, which may correspond 
basically to the horizontal extension of the placeholder mate 
rial 121 in FIG. 1j, wherein it may be appreciated that the 
critical dimension may be further reduced during the further 
processing upon providing an appropriate gate dielectric 
material, as will be explained later on in more detail. There 
after, appropriate dopant species may be incorporated into the 
materials 110A, 107B by using appropriate masking regimes, 
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while the spacer structure 123 may also be used as an implan 
tation mask during any intermediate manufacturing stage of 
the structure 123. It should be appreciated that the implanta 
tion parameters and the spacer structure 123 may be designed 
So as to obtain, in combination with any Subsequent anneal 
processes, a desired vertical and lateral dopant profile, which 
may also take into account the removal of a central portion of 
the materials 107B, 110A in a further advanced manufactur 
ing stage. That is, the drain and Source regions 151 and any 
counter-doped areas or halo regions (not shown) may be 
provided such that an appropriate connection of the drain and 
Source region 151 to a channel region may be accomplished, 
which may be provided in a later manufacturing stage upon 
replacing a central portion of the materials 110A, 107B after 
the removal of the placeholder material 121 of the gate elec 
trode structures 120A, 120B. 

FIG.1 k schematically illustrates the semiconductor device 
100 in a manufacturing stage in which an interlayer dielectric 
material 112 may be provided so as to laterally enclose the 
gate electrode structures 120A, 120B. The interlayer dielec 
tric material 112 may be provided in the form of one or more 
material layers, such as a silicon nitride material, a silicon 
dioxide material and the like, or any combination thereof, 
depending on the overall process and device requirements. In 
some illustrative embodiments, the interlayer dielectric mate 
rial 112 may comprise a highly stressed material portion in 
order to further increase the total strain in one or both of the 
transistors 150A, 150B, which may be accomplished by 
selectively providing a highly stressed dielectric material in 
the vicinity of the transistor 150A and/or providing a highly 
stressed dielectric material portion of a different type in the 
vicinity of the transistor 150B within the interlayer dielectric 
material 112. 
The interlayer dielectric material 112 may be provided on 

the basis of any well-established process strategies, for 
instance depositing a silicon nitride material, if required, 
followed by the deposition of a silicon dioxide material, 
which may represent a well-established interlayer dielectric 
material. As discussed above, one or more of these material 
layers may be provided in the form of a highly stressed 
material, at least in the vicinity of one of the transistors 150A, 
150B. To this end, well-established plasma enhanced CVD 
techniques may be applied for forming a silicon nitride mate 
rial having a high internal tensile or compressive stress, 
wherein an appropriate masking and patterning regime may 
be applied so as to position the material having the desired 
stress component at the appropriate transistor for enhancing 
the overall performance thereof. After providing the inter 
layer dielectric material 112, any excess portion thereof may 
be removed, for instance by CMP etching and the like, or a 
combination of any of these process strategies, thereby finally 
exposing a top surface 121S of the placeholder material 121. 
It should be appreciated that in some cases, as discussed 
above, the material 121 may comprise a dielectric cap mate 
rial, which may also be exposed and be removed so as to 
finally expose the top surface 121S having the desired etch 
characteristics. Thereafter, a highly selective etch process 113 
may be applied, for instance based on plasma assisted pro 
cesses and/or wet chemical etch processes, in order to remove 
the placeholder material 121 selectively with respect to the 
interlayer dielectric material 112 and the spacer structure 123. 
For example, a plurality of very selective etch chemistries for 
removing polysilicon material are available. For instance, the 
etch process 113 may be performed on the basis of tetram 
ethylammonium hydroxide (TMAH) which may efficiently 
remove silicon material selectively with respect to silicon 
nitride, silicon dioxide, metal silicides and the like. During 
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the etch process 113, the dielectric layer 122., if provided, may 
be used as an efficient etch stop material, which may then be 
removed on the basis of any appropriate selective etch recipe, 
such as hydrofluoric acid and the like. 

FIG. 11 schematically illustrates the semiconductor device 
100 in a further advanced manufacturing stage, in which gate 
openings 124 are provided in the gate electrode structures 
120A, 120B due to the removal of the materials 121 and 122 
(FIG. 1 k) during the above-described process sequence. Fur 
thermore, the device 100 is exposed to a further reactive etch 
ambient 114, which is appropriately configured so as to 
remove exposed portions of the materials 107B. 110A. To this 
end, a plurality of selective etch recipes are available in which 
silicon-based semiconductor materials may be removed 
selectively with respect to silicon dioxide, silicon nitride and 
the like. Thus, in some illustrative embodiments, the etch 
process 114 may be performed as a highly anisotropic etch 
process so that the gate openings 124 may be used as efficient 
masks in order to appropriately align the advance of the etch 
process to the gate openings 124 and thus to the sidewall 
spacer structure 123. 

FIG. 1m schematically illustrates the device 100 in an 
advanced manufacturing stage in which cavities 114A, 114B 
may be formed in the active regions 105A, 105B, respec 
tively, on the basis of the mask openings 124. In the embodi 
ment shown, the cavities 114A, 114B may have substantially 
the lateral dimensions of the mask openings 124 and thus of 
the lateral distance defined by the sidewall spacer structure 
123, while a depth may be selected such that the cavities 
114A, 114B may extend into the remaining material 102D of 
the initial semiconductor layer 102. 

FIG. 1n schematically illustrates the device 100 during a 
further selective epitaxial growth process 115C, in which a 
semiconductor material 115 is formed in the cavities 114A, 
114B (FIG. 1m) through the gate openings 124. The semi 
conductor material 115 may beformed as a strained semicon 
ductor material, for instance in the form of a silicon base 
material, which may have an internal strain component that is 
determined by the surrounding materials 110A and 107B, 
respectively. During the selective epitaxial growth process 
115C, process parameters may be selected in accordance with 
well-established recipes such that a significant deposition 
may occur on horizontal Surface areas of the remaining semi 
conductor material 102, which may be crystal (100) surface, 
corresponding to a standard crystallographic configuration of 
silicon-based semiconductor devices, thereby obtaining a 
very similar growth rate for the transistors 150A, 150B, 
respectively. Hence, the desired fill height of the material 115 
may be controlled so as to be substantially identical in the 
transistors 150A, 150B, thereby enabling the adjustment of 
the finally achieved channel length of the transistors 150A, 
150B during the common selective deposition process 115C. 
For example, in the embodiment shown, the semiconductor 
material 115 may be provided with a fill height which may 
substantially correspond to the initial height of the materials 
110A, 107B, respectively, thereby obtaining a final channel 
length, which may substantially correspond to the critical 
dimensions of the gate openings 124 plus an extra width, 
which may be contributed by a gate dielectric material still to 
be formed in the gate opening 124. In other cases, the fill 
height of the material 115 may be less than shown in FIG. 1n, 
thereby effectively increasing the resulting channel length. It 
should be appreciated that, during the selective epitaxial 
growth process 115C, an additional dopant species or other 
atomic species may also be incorporated into the material 
115, if considered appropriate. For example, in illustrative 
embodiments (not shown), the process 115C may be per 
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formed for one type of transistors and thus any well dopant 
species and/or channel dopant species may be incorporated in 
order to obtain the desired electronic characteristics of the 
material 115 and thus of a corresponding channel region. On 
the other hand, any other transistors may be appropriately 
masked by a hard mask material, if a corresponding in situ 
doped material 115 may be considered inappropriate for the 
masked transistors. Thereafter, a corresponding sequence 
may be applied by replacing the previously provided hard 
mask with another mask in order to refill any further cavities 
with an appropriately designed semiconductor material. It 
should further be appreciated that not necessarily each of the 
transistors 150A, 150B may have provided therein the strain 
inducing materials 107B. 110A. In this case, the material 115 
may be provided for a strain-inducing material in a Substan 
tially stress neutral active region, while, in other illustrative 
embodiments, the strain-inducing semiconductor material 
may be provided in one type of transistor. Such as the N-chan 
nel transistor 150A, in the form of a strained silicon material, 
which may be obtained on the basis of stress memorization 
techniques (SMT), in which a substantially amorphous sili 
con material in the drain and source areas may be re-crystal 
lized in the presence of an overlayer, such as a silicon nitride 
layer, thereby causing the silicon material to regrow in a 
Substantially tensile strained State, which may also be pre 
served upon removing the overlayer completely or partially. 
FIG.1o schematically illustrates the semiconductor device 

100 in a further advanced manufacturing stage. As illustrated, 
a hard mask 116 may be provided so as to cover the transistor 
150B while exposing the transistor 150A. Moreover, a gate 
dielectric layer 125A may be formed on the interlayer dielec 
tric material 112 and the hard mask 116 and within the gate 
electrode structure 120A. Thus, the gate dielectric layer 125A 
may also be formed on the previously formed strained semi 
conductor material 115, a portion of which, indicated by 152, 
may be considered as a channel region. The gate dielectric 
layer 125A may be comprised of any appropriate dielectric 
material including a high-k dielectric material, which is to be 
understood as a dielectric material having a dielectric con 
stant of 10.0 and higher. For example, a plurality of metal 
oxides may have a moderately high permittivity and may be 
used as high-k dielectric materials, for instance in the form of 
hafnium oxide, hafnium silicon oxide, Zirconium oxide, alu 
minum oxide and the like. In some illustrative embodiments, 
the gate dielectric layer 125A may also comprise a “conven 
tional dielectric material, for instance in the form of a silicon 
oxide material, a silicon oxynitride material and the like, if 
Superior interface characteristics with respect to the channel 
region 152 are considered appropriate. The gate dielectric 
layer 125A may be provided such that a desired high capacity 
for coupling may be accomplished, while at the same time a 
Sufficient physical thickness may keep the resulting leakage 
currents at an acceptable level. Moreover, a metal-containing 
electrode material 126A may be provided, for instance in the 
form of titanium nitride, tantalum nitride, aluminum and the 
like, wherein the layer 126A may also have incorporated 
therein an appropriate metal species, which may result in a 
desired work function of the gate electrode structure 120A. 
Moreover, a highly conductive gate metal 127A, such as 
aluminum, aluminum alloys and the like, may be provided 
above the layer 126A. It should be appreciated that the layer 
stack 125A, 162A, 127A may represent any appropriate 
material system for providing the components of a Sophisti 
cated high-k metal gate electrode structure. The material sys 
tem 125A, 126A, 127A may be formed on the basis of any 
appropriate deposition techniques, such as atomic layer depo 
sition (ALD), sputter deposition, CVD, electrochemical 
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deposition, for instance for the material 127A, and the like. 
After the deposition of the materials 125A, 126A, 127A, any 
excess portion thereof may be removed, for instance by first 
performing a CMP process for providing a Superior Surface 
topography, and thereafter performing a selective etch pro 
cess, for instance by using selective wet chemical etch recipes 
and the like. Thereafter, the hard mask 116 may be removed, 
for instance by any appropriate selective etch process, 
wherein the materials 127A, 126A and 125A may have a 
significantly reduced etch rate, thereby acting as etch stop 
materials. Consequently, integrity of the gate electrode struc 
ture 120A may be preserved during the removal of the hard 
mask 116. 
FIG.1p schematically illustrates the semiconductor device 

100 in a further advanced manufacturing stage. As shown, a 
further hard mask 117 may cover the transistor 150A com 
prising the gate electrode structure 120A, which now repre 
sents a Sophisticated high-k metal gate electrode structure 
including the components described above with reference to 
FIG.1o. Furthermore, the gate electrodestructure 120B of the 
transistor 150B may comprise a gate dielectric layer 125B, 
representing a high-k dielectric material, possibly in combi 
nation with a conventional dielectric material, as discussed 
above, a metal-containing electrode material 126B and a 
highly conductive electrode material 127B. The materials 
125B, 126B, 127B may be deposited on the basis of similar 
process strategies as described above with reference to the 
gate electrode structure 120A. It should be appreciated that, 
for example, the materials 125A and 125B may have substan 
tially the same configuration, except for any work function 
adjusting species, which may be incorporated therein, for 
instance, by any preceding heat treatment and the like. Simi 
larly, the highly conductive metal 127A, 127B may have 
Substantially the same material composition, while, if 
required, the materials 126A, 126B may differ in order to 
adjust the appropriate work function of the gate electrode 
structures 120A, 120B. After the deposition of the materials 
of the gate electrode structure 120B, any excess part may be 
removed, for instance as described above, and thereafter the 
hard mask 117 may be removed by using any selective etch 
recipes and the like. 

Consequently, one or both of the transistors 150A, 150B 
may be provided with the channel region 152 formed in the 
strained semiconductor material 115, which may have a high 
internal Strain due to the close proximity to the materials 
107B, 110A, respectively. Moreover, the transistors 150A, 
150B, and in particular the gate electrode structures 120A, 
120B, may be provided in an early manufacturing stage on the 
basis of Superior process conditions due to the Substantially 
planar Surface topography due to the incorporation of the 
strain-inducing materials 110A, 107B in an early manufac 
turing stage, i.e., prior to actually forming the shallow trench 
isolations 102C, thereby avoiding pronounced topography 
modifications of the isolation structures 102C, which may 
conventionally be caused by the processing for incorporating 
an embedded strain-inducing semiconductor alloy. 

With reference to FIGS. 2a-2R, further illustrative embodi 
ments will now be described in more detail, wherein cavities 
for incorporating a strain-inducing semiconductor alloy may 
be provided in a very late manufacturing stage. 

FIG.2a schematically illustrates a cross-sectional view of 
a semiconductor device 200 comprising a substrate 201 and a 
semiconductor layer 202, wherein the substrate 201 and the 
layer 202 may represent an SOI configuration or a bulk con 
figuration, as is also previously explained with reference to 
the semiconductor device 100. Moreover, in the manufactur 
ing stage shown, the semiconductor layer 202 may comprise 
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an isolation structure 202C, such as a shallow trench isola 
tion, which may define the lateral position and size of active 
regions in the semiconductor layer 202. Such as an active 
region 205B. Generally, an active region is to be understood 
as a semiconductor region, in and above which one or more 
transistor elements are to be formed. In the example shown in 
FIG. 2a, the active region 205B may be appropriately config 
ured so as to accommodate a plurality of transistors 250B, 
Such as P-channel transistors, while, in other cases, a single 
transistor may beformed in and above the active region 205B, 
as will also be described later on. The transistors 250B may 
comprise corresponding gate electrode structures 220B, 
which in turn may include a dielectric material 222, a place 
holder material 221, for instance in the form of a polysilicon 
material, possibly in combination with a dielectric cap mate 
rial 228. Such as a silicon nitride material, a silicon dioxide 
material and the like. Furthermore, gate electrode structures 
220B may comprise a spacer structure 223, which may be 
used for defining the lateral and vertical dopant profile of 
drain and Source regions 251 formed in the active region 
205B. With respect to any critical dimensions of the gate 
electrode structures 220B, the same criteria may apply as 
previously discussed with reference to the semiconductor 
device 100. It should further be appreciated that the gate 
electrode structures 220B, and, if desired, any other gate 
electrode structures, may be formed on the basis of superior 
process conditions, since any strain-inducing semiconductor 
material may be formed in a later manufacturing stage. 

Moreover, in the manufacturing stage shown, an interlayer 
dielectric material 212 may be provided so as to laterally 
enclose the gate electrode structures 220B. For example, in 
the embodiment shown, the interlayer dielectric material 212 
may comprise a first dielectric layer 212A. Such as a silicon 
nitride layer, which may be provided with a high internal 
stress level, if desired. Moreover, a second dielectric layer 
212B, such as a silicon dioxide material, may be provided. 
With respect to any process strategies for forming the tran 
sistors 250B and the gate electrode structures 220B, it may be 
referred to the corresponding process strategies described 
above with respect to the semiconductor device 100. After 
completing the basic transistor configuration, the interlayer 
dielectric material 212 may be formed and an excess portion 
thereof may be removed, for instance by CMP, thereby pro 
viding a Substantially planarized surface topography and also 
exposing the dielectric cap layers 228. 

FIG.2b schematically illustrates the semiconductor device 
200 in a further advanced manufacturing stage, in which an 
etch mask 218. Such as a resist mask, a hard mask or any 
combination thereof, may be provided, wherein mask open 
ings 218A may define the lateral size and position of contact 
openings to be formed in the interlayer dielectric material 212 
for the transistors 250B. That is, in some illustrative embodi 
ments, the mask 218 may be formed so as to cover other 
transistors, such as N-channel transistors and the like, while 
specifically providing the mask openings 218A for the tran 
sistors 250B. 
FIG.2c schematically illustrates the semiconductor device 

200 during an etch process 219 that may be performed on the 
basis of the etch mask 218 in order to form contact openings 
219 B in the interlayer dielectric material 212B. To this end, 
any appropriate plasma assisted etch recipes may be applied 
during the process 219, in which, for instance, silicon dioxide 
material may be etched selectively with respect to silicon 
nitride material. Thus, the dielectric layer 212A may act as an 
efficient etch stop material. Consequently, for any contact 
openings 219B formed between two of the gate electrode 
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structures 220B, the etch process 219 may result in a self 
aligned etch behavior due to the etch stop capabilities of the 
layer 212A. 

FIG. 2d schematically illustrates the semiconductor device 
200 during a furtheretch process 230, in which the material of 
the layer 212A may be etched so as to increase the depth of the 
contact openings 219B. Moreover, the etch process 230 may 
also comprise an etch step for etching into the active region 
205B, thereby defining a vertical extension 219D of the con 
tact openings 219B, with which the openings 219B extend 
into the active region 205B. As previously explained with 
reference to the semiconductor device 100, a plurality of well 
controllable plasma assisted etch recipes are available in 
order to remove silicon material, thereby providing a high 
degree of uniformity upon determining the vertical extension 
219D. Thereafter, the etch mask 218 may be removed, for 
instance by well-established resist strip processes or any 
other removal processes, as required for etching the material 
of the etch mask 218. 

FIG.2e schematically illustrates the semiconductor device 
200 in a further advanced manufacturing stage, in which 
cavities 214B may be formed on the basis of an etch process, 
thereby using the contact openings 219B as efficient mask 
openings. In some illustrative embodiments, as shown, the 
etch process 214 may be performed on the basis of a wet 
chemical etch recipe having a crystallographically anisotro 
pic etch behavior. That is, a plurality of well-known etch 
recipes are available, in which the etch rate may depend on the 
crystallographic orientation of crystal planes. For example, 
specific etch recipes may be available, in which (111) crys 
tallographic planes may act as efficient etch stop planes, 
thereby obtaining a self-restricting lateral etch rate for a stan 
dard crystallographic configuration of the material of the 
active region 205B. In this case, the cavities 214B may be 
referred to as "sigma' shaped cavities having inclined Surface 
areas 214S, which may thus restrict the lateral etch rate and 
thus define the degree of under-etching of the gate electrode 
structure 220B, i.e., of the spacer structure 223. Conse 
quently, for given lateral dimensions of the gate electrode 
structures 220B and of the active region 205B, the cavities 
214B having a well-defined degree of under-etching may be 
provided, for instance by controlling the final depth of the 
contact openings 219B and using a crystallographically 
anisotropic etch chemistry. For example, TMAH may be effi 
ciently used for anisotropically etching a silicon material with 
a high degree of selectivity with respect to silicon dioxide, 
silicon nitride and the like. In other illustrative embodiments, 
the cavities 214B may be formed with a certain degree of 
under-etching by applying an isotropic etch chemistry, for 
instance a plasma assisted etch chemistry, a wet chemical etch 
chemistry, wherein the lateral degree of under-etching may be 
determined by controlling the total etch time. Moreover, since 
the cavities 214B may be specifically designed so as to com 
ply with the requirements of the transistors 250B, while other 
transistors may be efficiently covered by the non-patterned 
interlayer dielectric material 212, the size and shape of the 
cavities 214B may also be selected so as to obtain the desired 
transistor characteristics upon refilling the cavities 214B with 
a desired strain-inducing semiconductor material, which may 
also comprise any dopant species and the like. For example, 
the cavities 214B may be selected in size and shape such that 
a desired “connection' to the remaining drain and Source 
regions 251 may be obtained in view of the overall perfor 
mance of the transistors 250B. On the other hand, a removal 
of any previously provided drain and Source dopants by form 
ing the cavities 214B may be less critical, since the corre 
sponding dopant species may be efficiently replaced during 
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the subsequent refilling of the cavities 214B, while, in other 
cases, even a Superior degree of dopant concentration with 
reduced lattice damage may be achieved. 

FIG.2f schematically illustrates the device 200 in a further 
advanced manufacturing stage, i.e., during a selective epi 
taxial growth process 207, during which at least the cavities 
214B may be filled with a strain-inducing semiconductor 
material 207B, Such as a silicon/germanium mixture, a sili 
con/carbon material and the like, depending on the desired 
type of strain required for the transistors 250B. To this end, 
well-established deposition recipes may be applied for the 
process 207, as is also discussed above. Moreover, the selec 
tive epitaxial growth process 207 may also comprise one or 
more process phases, in which an extra part of semiconductor 
material may be provided within the contact openings 219B. 
which may have the same composition as the material 207B 
or which may differ from the material 207B in at least one 
material characteristic. For example, in Some illustrative 
embodiments, the extra part 207C may be provided, at least in 
an upper portion thereof, so as to provide Superior conditions 
during the Subsequent processing, for instance in terms of 
forming a metal silicide in the extra part 207C. For example, 
a significantly increased silicon fraction may be provided in 
the part 207C or a substantially pure silicon material may be 
deposited. To this end, the process parameters may be appro 
priately controlled during the deposition process 207 in order 
to obtain a desired material composition, wherein also a con 
tinuous transition in material characteristic or a substantially 
step wise transition may be established, depending on the 
device requirements. For example, if desired, a moderately 
high germanium concentration may be provided for the mate 
rial 207B, possibly in combination with a moderately high 
dopant concentration in order to provide high conductivity in 
combination with a highly strained State, which may thus 
efficiently act on a channel region 252. Thereafter, the ger 
manium concentration may be reduced or the Supply of any 
respective precursor gases may be discontinued, thereby 
forming the part 207C with a significantly reduced fraction of 
germanium, while nevertheless a high dopant concentration 
may be provided so as to achieve a high conductivity of the 
part 207C, which may act as a contact element, possibly in 
combination with an additional metal silicide still to be 
formed. Furthermore, during the selective deposition process 
207, a height level of the part 207C within the contact open 
ings 219B may be adjusted so as to determine a final height of 
the gate electrode structures 220B after completing the 
replacement gate approach, as will be discussed later on in 
more detail. 

Thereafter, the processing may be continued by forming an 
appropriate contact mask so as to cover the transistors 250B 
while exposing other transistors, such as n-channel transis 
tOrS. 

FIG.2g schematically illustrates the device 200, wherein 
an active region 205A comprises a plurality of transistors 
250A and corresponding gate electrode structures 220A, 
which may have the same configuration as the gate electrode 
structures 220B as previously described with reference to 
FIGS. 2a-2f. Moreover, as illustrated, contact openings 219A 
may be provided in the interlayer dielectric material 212 and 
may connect to cavities 214A, which may have any appropri 
ate size and shape in order to comply with the requirements of 
the transistors 250A, as is also previously discussed above. 
The cavities 214A may have a certain degree of under-etch 
ing, for instance obtained on the basis of a crystallographi 
cally anisotropic etch technique, as is also explained before. 
Furthermore, the cavities 214A and at least a portion of the 
contact openings 219A may be filled with a semiconductor 
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material, wherein a portion 210A may represent a strain 
inducing semiconductor alloy, Such as a silicon/carbon alloy, 
if a tensile strain component is considered appropriate in a 
channel region 252 of the transistors 250A. Consequently, the 
semiconductor material 210A and material 210C may be 
provided with an appropriate high dopant concentration so as 
to provide Superior conductivity. At the same time, the mate 
rial composition may be appropriately selected so as to 
obtained the desired high Strain component in the channel 
region 252, while at the same time the desired silicidation 
characteristics may be obtained for the portion 210C. 
The semiconductor device 200 may beformed on the basis 

of the same process strategy, as previously discussed, 
wherein, however, process parameters may be adapted so as 
to obtain the desired size and shape of the cavities 214A and 
obtain the materials 210A, 210C for the transistor 250A hav 
ing the desired characteristics. Thereafter, any hard mask 
materials, if provided for other transistors, may be removed 
and the further processing may be continued commonly for 
any type of transistors. 

FIG. 2h schematically illustrates the device 200, wherein, 
for convenience, the transistors 250A are illustrated only. As 
shown, a metal silicide 231S may be formed in the semicon 
ductor material 210C and may represent, in combination with 
the material portion, a contact element 231. The metal silicide 
231S may beformed by depositing any appropriate refractory 
metal. Such as nickel, platinum and the like, and initiating a 
chemical reaction with the underlying silicon material of the 
portion 210C by performing a heat treatment. Consequently, 
during the silicidation process, a certain amount of silicon 
may be consumed in the portion 210C, thereby forming the 
highly conductive metal silicide material 231S, wherein the 
degree of change in volume in the material portion 210C due 
to the chemical reaction may be known in advance so that the 
final height level of the contact elements 231, i.e., of the top 
surface 231D of the metal silicide 231S, may be provided 
with a high degree of controllability based on the initial height 
of the semiconductor portion 210C and the selection of the 
process parameters of the silicidation process. As previously 
discussed, since the transistors 250A and the transistors 250B 
(see FIG. 2f) may receive the corresponding semiconductor 
material in individual process sequences, also corresponding 
height levels of the top surfaces 231D may be adjusted indi 
vidually, wherein, nevertheless, a high degree of uniformity 
of the resulting process sequence may be achieved, for 
instance during the silicidation, since very similar process 
conditions with respect to silicon concentration and the like 
may be achieved by controlling the associated selective epi 
taxial growth processes, as previously discussed. Further 
more the metal silicide 231S may provide an appropriate stop 
material during the further processing, for instance during 
Subsequent etch processes, CMP processes and the like, 
thereby providing Superior process efficiency and less critical 
process conditions. 

FIG.2i schematically illustrates the semiconductor device 
200 in a further advanced manufacturing stage, wherein, for 
convenience, the transistors 250A are illustrated, while it 
should be appreciated that the electrode structures of other 
transistors may be in a similar configuration as the gate elec 
trode structures 220A. As illustrated, corresponding gate 
openings 224 may be provided in the gate electrode structure 
220A, wherein the lateral dimensions thereof may be substan 
tially determined by the spacer structure 223. The gate open 
ings 224 may be formed, starting from the configuration as 
shown in FIG. 2h, by applying an etch chemistry for selec 
tively removing silicon nitride material, thereby removing 
material of the dielectric layer 212A and the cap layer 228 
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(FIG.2h), while the metal silicide 231S may act as an efficient 
etch stop material. For this purpose, hot phosphoric acid and 
the like may be applied. After exposing the placeholder mate 
rial 221 (FIG. 2h), a further selective etch process may be 
applied so as to remove this material, for instance by using 
TMAH and the like, as is also previously discussed with 
reference to the semiconductor device 100. During this etch 
process, the material 222 may act as an efficient etch stop 
material. Based on the gate openings 224, the further process 
ing may be continued by applying a desired type of replace 
ment gate approach, wherein the dielectric material 221 may 
be removed, or at least partially may be preserved, depending 
on the transistor characteristics. For example the dielectric 
material 222 may already comprise a high-k dielectric mate 
rial which may have been provided in an early manufacturing 
stage. In other cases, a gate dielectric material including a 
high-k dielectric material may be deposited on the basis of 
well-established process techniques, followed by the deposi 
tion of any appropriate electrode material. Such as titanium 
nitride, tantalum nitride and the like, which may also com 
prise a work function adjusting species that may be appropri 
ate for one type of transistors. Thereafter, this material may be 
removed from other transistors, in which the presence of the 
material may be considered inappropriate, by using an appro 
priate masking regime and an etch process, followed by the 
deposition of another metal-containing electrode material, 
possibly in combination with a work function adjusting spe 
cies. Finally, a desired highly conductive electrode metal may 
be deposited and any excess material may be removed, for 
instance by CMP and the like. 

FIG.2i schematically illustrates the semiconductor device 
200 after the above described process sequence. As illus 
trated, a transistor 250A may comprise the gate electrode 
structure 220A in the form of a sophisticated high-k metal 
gate electrode structure. It should be appreciated that, for 
convenience, a single transistor 250A is illustrated to be pro 
vided in the active region 205A, wherein it should be appre 
ciated that two or more of the transistors 250A may be pro 
vided in a single active region, as is also previously described. 
The gate electrode structure 220A may comprise a high-k 
dielectric material 225A, a first metal-containing electrode 
material 226A and a second metal-containing electrode mate 
rial 227A, wherein it should be appreciated that any other 
appropriate material system may be applied during the pre 
ceding replacement gate processing. Similarly, these materi 
als may also be formed above the contact element 231, i.e., 
above metal silicide material 231S, depending on the degree 
of recessing of the contact elements 231, which may in turn 
depend on the finally desired height level of the gate electrode 
structure 220A, which may be defined by the metal silicide 
material 231S, as will be explained later on in more detail. 

Similarly, the device 200 may comprise the transistors 
250B, wherein, for convenience, a single transistor 250B is 
illustrated to be provided on the basis of the active region 
205B. Also in this case, it should be appreciated that two or 
more of the transistors 250B may beformed in and above the 
active region 205B, as is discussed above. The gate electrode 
structure 220B may comprise a gate dielectric material 225B 
comprising a high-k dielectric material, followed by a metal 
containing electrode material 226B and a further metal-con 
taining electrode material 227B, wherein it should be appre 
ciated that the material system of the gate electrode structure 
220B may have any appropriate configuration so as to comply 
with the previous processing and the requirements of the 
transistor 250B. As discussed before, this material system 
may also be provided in a more or less pronounced manner 
above the contact elements 231. It should be appreciated that 
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the materials 225A, 225B may have substantially the same 
material composition, except for any work function metals 
and the like, and also the electrode materials 227A, 227B may 
have the same material composition. On the other hand, the 
layer or layers 226A, 226B may differ in order to obtain 
different work functions and thus threshold voltages, as 
required. 

In some illustrative embodiments, the further processing 
may be continued by using the material systems 225A, 226A, 
227A and 225B, 226B, 227B, respectively formed above the 
contact elements 231, as a part of these contact elements, as 
long as a reliable electrical isolation of the contact elements 
231 and the corresponding gate electrode structures 220A, 
220B is guaranteed. In other cases, material may be removed 
So as to reduce the height of the gate electrode structures 
220A, 220B, thereby significantly reducing the probability of 
creating any leakage current paths. 

FIG.2k schematically illustrates the semiconductor device 
200 in an advanced manufacturing stage, in which the height 
of the gate electrode structures 220A, 220B may be reduced 
by performing any appropriate material removal process, 
such as a CMP process, thereby also removing the conductive 
materials from above the contact elements 231. During the 
corresponding removal process, the metal silicide material 
231S may act as an efficient stop material so that a top Surface 
220S of the adjacent gate electrode structure 220A, 220B, 
respectively, may be approximately at the same height level as 
the top surface 231D of the metal silicide material 231S. In 
this respect, the term “approximately is to be understood that 
a height difference of the surfaces 220S and 231D is 10 nm or 
less. Consequently, by using the metal silicide material 231S 
as a stop material, any metal residues may be efficiently 
removed from the interlayer dielectric material 212, however, 
without contributing to undue topography non-uniformities. 
Moreover, well-defined electronic characteristics in terms of 
conductivity of the gate electrode structures 220A, 220B may 
be achieved, while at the same time the fringing capacitance 
may be reduced in a well controllable manner, since the final 
height of the gate electrode structures is determined by pre 
vious well controllable processes, such as a selective epitaxial 
growth process and a silicidation process. 

It should be appreciated that the stop capabilities of the 
silicide material 231S may further be increased, for instance, 
by providing a certain degree of platinum upon forming the 
metal silicide 231S. 

Consequently, the transistors 250A, 250B may be provided 
with an individually adjusted strain-inducing semiconductor 
material, which may be provided in a late manufacturing 
stage and which may thus allow forming the initial gate 
electrode structures 220A, 220B with a high degree of pro 
cess uniformity. Furthermore, by providing the metal silicide 
material 231S prior to actually applying the replacement gate 
approach, Superior process conditions, for instance for expos 
ing the place\holder material and adjusting the desired final 
gate height, may also be achieved. 
As a result, the present disclosure provides semiconductor 

devices and manufacturing techniques in which extremely 
complex processes, such as a replacement gate approach and 
the incorporation of an embedded strain-inducing semicon 
ductor material in active regions of transistors, may be “com 
bined in order to provide superior process efficiency and/or 
device performance. In the various embodiments disclosed, 
the incorporation of a strain-inducing material may be 
achieved independently from the provision of the initial gate 
electrode structure, thereby providing Superior process uni 
formity. 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

22 
The particular embodiments disclosed above are illustra 

tive only, as the invention may be modified and practiced in 
different but equivalent manners apparent to those skilled in 
the art having the benefit of the teachings herein. For example, 
the process steps set forth above may be performed in a 
different order. Furthermore, no limitations are intended to 
the details of construction or design herein shown, other than 
as described in the claims below. It is therefore evident that 
the particular embodiments disclosed above may be altered or 
modified and all such variations are considered within the 
Scope and spirit of the invention. Accordingly, the protection 
sought herein is as set forth in the claims below. 
What is claimed: 
1. A method of fabricating a semiconductor device, the 

method comprising: 
forming a gate electrode structure of a transistor on a semi 

conductor region, said gate electrode structure compris 
ing a placeholder material and a spacer structure; 

forming at least one cavity in said semiconductor region in 
the presence of at least said spacer structure; 

filling at least a portion of said at least one cavity with a 
semiconductor material so as to provide a performance 
enhancing strain in a channel region of said transistor; 
and 

forming at least a metal-containing electrode material in 
said gate electrode structure after filling said at least a 
portion of said at least one cavity with said semiconduc 
tor material. 

2. The method of claim 1, further comprising providing 
said semiconductor region with a strained material prior to 
forming said gate electrode structure comprising said place 
holder material. 

3. The method of claim 2, wherein providing said semicon 
ductor region with a strained material comprises forming a 
recess in a semiconductor layer and refilling said recess with 
a strained semiconductor alloy by performing an epitaxial 
growth process. 

4. The method of claim 2, wherein providing said semicon 
ductor region with a strained material comprises providing a 
homogenous strained material in said semiconductor region. 

5. The method of claim 1, whereinforming said at least one 
cavity comprises removing at least said placeholder material 
So as to form a gate opening in said gate electrode structure 
and removing a portion of said semiconductor region through 
said gate opening. 

6. The method of claim 5, further comprising forming a 
gate dielectric material above said semiconductor material 
and forming said at least a metal-containing electrode mate 
rial above said gate dielectric material. 

7. The method of claim 1, further comprising forming a 
second gate electrode structure of a second transistor on a 
second semiconductor region, forming at least one second 
cavity in said second semiconductor region in the presence of 
a second spacer structure of said second gate electrode struc 
ture, filling at least a portion of said at least one second cavity 
with said semiconductor material so as to provide a second 
performance enhancing strain in a channel region of said 
second transistor, wherein said second performance enhanc 
ing strain is of different type compared to said performance 
enhancing strain. 

8. The method of claim 7, wherein filling at least a portion 
of said at least one second cavity comprises concurrently 
forming said semiconductor material in said cavity and said 
second cavity by performing a selective epitaxial growth pro 
CCSS, 

9. The method of claim 7, further comprising providing 
said second semiconductor region with a second strained 
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material prior to forming said second gate electrode structure, 
wherein said second strained material differs from a strained 
material provided in said semiconductor region. 

10. The method of claim 1, whereinforming said at least 
one cavity comprises forming contact openings in a dielectric 
material formed laterally adjacent to said gate electrodestruc 
ture and forming cavities in said semiconductor region 
through said contact openings. 

11. The method of claim 10, whereinforming said cavities 
comprises performing an etch process that provides a lateral 
etch rate so as to under-etch said spacer structure. 

12. The method of claim 10, wherein filling at least a 
portion of said at least one cavity comprises forming a 
strained semiconductor material as a first part of said semi 
con-ductor material in said at least one cavity and forming a 
second part of said semiconductor material with an extra 
height compared to a remaining portion of said semiconduc 
tor region. 
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13. The method of claim 12, further comprising forming a 

metal silicide in said second part. 
14. The method of claim 13, further comprising removing 

an excess portion of said at least a metal-containing electrode 
material and using said metal silicide as a stop material. 

15. The method of claim 12, whereinforming said second 
part of said semiconductor material comprises providing an 
increased silicon fraction compared to a silicon fraction in 
said first part of said semiconductor material. 

16. The method of claim 10, further comprising forming 
second contact openings in said dielectric material formed 
laterally adjacent to a second gate electrode structure of a 
second transistor formed on a second semiconductor region 
after forming said contact openings, and forming second 
cavities in said second semiconductor region through said 
Second contact openings. 
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