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ABSTRACT 

Digital video imaging systems and techniques for efficiently 
transforming warped video images into rectilinear video 
images, real-time tracking of persons and objects, face 
recognition of persons, monitoring and tracking head pose 
of a person and associated perspective view of the person. 
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DIGITAL PROCESSING OF VIDEO MAGES 

0001) This application claims the benefit of U.S. Provi 
sional Application No. 60/393,480 entitled “Digital Tele 
viewer' and filed Jul. 1, 2002. 

BACKGROUND 

0002 This application relates to digital imaging and 
machine vision, and in particular, to digital processing of 
digital video images and related applications. 
0003 Video cameras have been used to capture video 
images for various applications such as Surveillance, 
machine vision, security monitoring, inspection, sensing and 
detection. In these and other applications, the captured video 
images may be sent to a nearby or remote image processing 
device to be processed and displayed. Digital image pro 
cessing techniques may be used to process the video images 
to extract information from the video images. 
0004 Certain video cameras are designed with optical 
imaging modules to capture wide-angle or panoramic video 
images. Such video images are distorted due to the designs 
of various optical imaging modules. Digital imaging pro 
cessing may be used to transform the distorted images into 
images that a viewer would normally perceive when directly 
look at the scene being captured. 

SUMMARY 

0005. This application includes, among other features, 
implementations of video systems and digital processing 
techniques for delivering wide-angle or panoramic video 
signals to one or more video processing devices and digitally 
processing the panoramic video signals at each video pro 
cessing device for various applications. The video signals 
may be transmitted to one or more receivers through a 
secured server that places certain restrictions on the video 
signals that are transmitted to the receivers. For example, 
certain information in the originally captured video signal 
may be removed to produce a “redacted video signal to a 
selected receiver to provide a limited access. The digital 
processing techniques include, for example, methods to 
efficiently transform warped video images into rectilinear 
Video images, real-time tracking of persons and objects, face 
recognition of persons, monitoring and tracking head pose 
of a person and associated perspective view of the person. 
Systems that include one or more of these and other features 
may be devised for various applications. 
0006. In one implementation, the digital processing 
includes a digital tele-viewer module comprising a perspec 
tive transformation part that computes unwarped image 
pixel positions for a set of input pan, tilt, and Zoom param 
eters of the corresponding video camera. A look-up-table is 
included to provide correspondence between image coordi 
nates on the warped image and unwarped image pixel 
positions for a given set of input pan, tilt, and Zoom 
parameters so that the unwarped image may be formed from 
the image pixels taken from input warped video image from 
the video camera. In another implementation, the digital 
processing may include a module for detecting a person’s 
head and determining and tracking the person’s face orien 
tation based on edge detection, ellipse detection, head pat 
tern recognition, and the Kalman filtering for head tracking. 
This module allows for extracting the person’s view when a 
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panoramic video is taken. Furthermore, the digital process 
ing may include Video-based face recognition to identify 
persons in the captured video against a face image database. 
0007. A technique for 3D real-time tracking of persons is 
also described to use multiple panoramic video camera 
arrays. This technique may be combined with the digital 
tele-viewer module, the face recognition module, and the 
module for detecting a person's head and determining and 
tracking the person’s face orientation in an intelligent room 
system. 

0008. These and other implementation, features, and 
associated applications are described in detail in the follow 
ing drawings, the detailed description, and the claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0009 FIG. 1 shows a general system configuration 
according to one implementation of a digital video system. 
0010 FIGS. 2, 3, and 4 show specific examples of digital 
Video systems. 
0011 FIG. 5 shows one exemplary implementation of 
digital image transformation from a warped video to a 
rectilinear video based on a look-up table. 
0012 FIG. 6 shows one example of image interpolation 
used in FIG. 5. 

0013 FIGS. 7 and 8 show imaging transformation for an 
omnidirectional video camera having a hyperboloidal reflec 
tOr. 

0014 FIGS. 9A and 9B show warped omnidirectional 
video image of the camera in FIG. 7 and an user interface 
for adjusting pan, tilt, and Zoom of a customized view. 
0.015 FIGS. 9C, 9D, 9E, 9F, and 10 show exemplary 
customized images from the digital tele-viewer module for 
the camera in FIG. 7. 

0016 FIG. 11 shows one exemplary implementation of 
detection and tracking of head pose and a person’s view. 

0017 FIGS. 12A and 12B show two different processing 
methods for determining a person’s face orientation and for 
generating the person’s view. 

0018 FIG. 13 illustrates the relative orientation of the 
omnidirectional camera in automobile video system based 
on the system in FIG. 11. 
0.019 FIGS. 14 and 15 show additional examples of 
estimating face orientation and generating the person's view. 

0020 FIG. 16 illustrates a face orientation estimation by 
the continuous density hidden Markov Model (HMM). 
0021 FIG. 17 shows one implementation of the video 
based face recognition. 

0022 FIG. 18 shows a warped video image from one 
CaCa. 

0023 FIG. 19A shows six examples of the face images 
in the training and testing video streams which are perspec 
tive views generated from the omni videos. 
0024 FIG. 19B shows face images that were automati 
cally extracted by a testbed system. 
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0025 FIGS. 20, 21, 22, and 23 show results of face 
recognition based on the implementation in FIG. 17. 
0026 
system. 

0027 FIG. 25 show one example of a 3D tracking 
system. 

0028 FIG. 26 illustrates the layout and exemplary video 
images of the ODVS array within a test room. 
0029 FIG. 27 shows one example of a driver assistance 
system based on the digital processing in FIG. 11. 
0030 FIG. 28 illustrates a processing module to provide 
streaming face detection and correlation. 
0031 FIG. 29 shows a system for analyzing multimodal 
human behavior, stress and intent pattern. 

FIG. 24 shows one example of an intelligent room 

0032 FIG. 30 shows one exemplary system where both 
high-resolution rectilinear video cameras and low-resolution 
omnidirectional video cameras are deployed in a target area 
to further expand the flexibility of customizable viewing of 
the target area by multiple clients. 
0033 FIG. 31 shows one implementation for overlaying 
the live DTV Video over a digital image. 
0034 FIGS. 32A, 32B, and 32C illustrate examples of 
overlaying a live video over a digital map. 
0035 FIG. 33 shows a method for counting vehicles in 
a live video. 

0.036 FIG. 34 shows cameras deployed over a wide area 
with little or no overlapping between the camera overages 
for monitoring traffic. 

DETAILED DESCRIPTION 

0037. A video system may use a video camera and a 
Video processing device that are spatially separate from each 
other so that the video captured by the video camera at one 
location may be processed and viewed through the video 
processing device at a different location. This video system 
allows for remote sensing and may be used in various 
applications. 

0038. Such a video system may be used in situations 
where it is desirable or necessary that an operator or user of 
the video system is absent from the location of the video 
camera. For example, in security and anti-terrorism video 
systems, a network of video cameras may be installed in 
critical locations such as airports, bus and train stations, 
military bases, etc. The video signals can be remotely 
processed and used by various state and federal authorities. 
As another example, such a video system may be installed 
in vehicles to assist pilots, drivers, and security personnel to 
monitor the passenger cabin and luggage cabin. Such video 
systems may also be installed at critical places to help 
security personnel monitor critical sites for any unusual 
situations, including sites where humans are impossible to 
enter Such as nuclear reactors, areas exposed to toxic agents, 
and other hazardous areas. Furthermore, such video systems 
may be deployed on a crisis site to assist police, fire 
department, physicians, and the crisis management com 
mander to monitor the situations of their responsibility, and 
when permissible, to inform relatives of victims of the most 
up-to-date rescue progress in real-time without interfering 
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the rescue actions. In visual Surveillance. Such video systems 
allows a site of interest to be viewed by remote users like the 
host or the police department through a proper communi 
cation link Such as the Internet or other computer networks 
at any time and simultaneously. 
0039) Other applications may be possible. For example, 
one or more video cameras may be installed in a vehicle to 
monitor the driver's head pose and face orientation as a part 
of a safety alert System, e.g., to warn the driver when the 
driver's direction of view is away from the front direction of 
the vehicle beyond a permissible period during driving. The 
Video processing device may be located at a different loca 
tion in the vehicle, e.g., as part of the on-board computer 
system of the vehicle. 
0040 FIG. 1 illustrates one example of a video system 
100 where a video camera 110 is installed at a location 101 
to capture a video of the location 101. In general, the video 
camera 110 may have an optical imaging system to capture 
either the wide-angle or the panoramic view of the location 
110. As one exemplary implementation of a panoramic 
Video camera, the video camera 110 may be an omni 
direction video camera to capture a full 360-degree view of 
the location 101 surrounding the camera 110 in an inside 
out-coverage configuration. A video processing device 120 
is located at a different location and is linked to the video 
camera 110 by a communication link 130 to receive the 
video signal. The communication link 130 may be a wired 
link, a wireless link, or a combination of both. In some 
applications, the communication link 130 may include one 
or more communication networks Such as the Internet to 
deliver the video signal from the video camera 110 to the 
Video processing device 120. The communication link may 
use, among other links, a wired link for high bandwidth or 
a wireless link such as a wireless 802.11 protocol for high 
mobility. 
0041. The video processing device 120 includes a digital 
processor that is programmed to process the warped wide 
angle or panoramic video images to extract desired infor 
mation. The video processing device 120 may be a desktop 
computer, a portable electronic device such as a PDA or a 
cell phone. The digital processing modules such as the DTV 
module described below may be designed to operate on 
multiple platforms: workstations, desktop computers, laptop 
computers, TabletPCs, PDAs, etc. The DTV module, for 
example, may use the Java implementation which utilizes 
Java Virtual Machine on various platforms and various 
operating systems. 
0042. In one implementation, the digital processor may 
be programmed, among other features and functions, to 
transform the warped video images into rectilinear video 
images and allow the user to digitally control the pan, tilt, 
and Zoom of the video to customize the view. This part of the 
digital processor is referred to as the “digital tele-viewer 
(DTV) in part because it enables remote customized viewing 
of the video images. Notably, different users may view the 
same video stream simultaneously with different customized 
viewing settings, such as different pan, tilt, and Zoom 
parameters. Each user may customize the viewing settings 
without interfering customized viewing of the same view 
stream by other users. 
0043 FIG. 2 depicts an exemplary video system 200 that 
includes two or more video processing devices 121 and 122 
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connected to receive the same video signal from the video 
camera 110. A video transmission mechanism 210 is used to 
simultaneously deliver the video signal from the video 
camera 110 to the video processing devices 121, 122, etc. 
The video signal being delivered may be in a digitally 
compressed form. The digital processors in the devices 121 
and 122 uncompress the video signal and allow for different 
customized views by two different users from the same 
Video signal. In operation, the digital tele-viewer takes a 
remote omni-camera video and unwarps it into rectilinear 
Videos of any pan-tilt-Zoom settings. The same video stream 
may be shared among multiple people and each person can 
generate a perspective view of the person's interest. The 
multi-user digital tele-viewing is generally difficult, if not 
possible, by using mechanical pan-tilt-Zoom (PTZ) cameras 
because most mechanical PTZ cameras can be used by only 
one user to look at one point at any time instance. When an 
omni-camera is used to capture the video images with a 
360-degree view, digital tele-viewer may be used to generate 
various different PTZ rectilinear views for all users who 
want to look at different points from the same omnicam. 
0044) Certainly, two or more video cameras may be 
connected to the video transmission mechanism 210 in the 
system 200 to deliver different video signals to the devices 
121, 122, etc. FIG. 3 shows an exemplary video system 300 
for monitoring a scene of a crime or accident 301 by two or 
more video cameras (311, 312, etc.) based on the multi-user 
video system 200 in FIG. 2. The video signals from the 
video cameras 311, 312, etc. are sent to multiple video 
receivers via video transmission links 320 which may be 
wired or wireless channels. The video receiver 331 may be 
located in a dispatch center to process the video signals to 
produce multiple simultaneous customized perspective 
views of the scene 301. Based on the information from the 
Video signals, the dispatch center may send commands to 
dispatch appropriate units to the scene 301, e.g., police 332, 
fire department 333, hazardous material control units 
(HAZMAT) 334, or mobile units 335 such as ambulance or 
fire engines. The police, the fire department, and other units 
may also have video receivers to directly receive live video 
signals from the cameras 311, 312 and to monitor the scene 
310 via their customized views. Therefore, with the aid of 
this video system 300, different units from the dispatch 
center to the rescue agents can obtain valuable live visual 
Video images of the scene 310 and thus cooperate in a highly 
aware manner. For example, with the aid of the real-time 
DTV at each video receiver, appropriate rescue actions can 
be prepared before arriving the crisis site, and lives can be 
saved by shorten delays. Moreover, even relatives of victims 
can know the most up-to-date rescue progress in real-time 
without interfering the rescue actions. 
0045. It is recognized that, however, the scope of access 
to information in the video signal by different users may be 
different in certain applications. In this regard, a video server 
may be connected in the communication links between the 
video camera and the remote client users to filter or edit the 
video signal to produce different “redacted” or “tailored 
versions of the original video signals with different contents. 
For example, for a selected client user, the video server may 
remove video images for certain scenes, e.g., a view within 
a selected arc angle of the 360-degree view, and deliver the 
Video images of the remaining scenes so that the selected 
client user has no access to the removed video images. Such 
filtering or editing may be predetermined or may change 
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dynamically with time at the video server. This video server 
in general may be a public server or a secured server. 
0046 FIG. 4 illustrates a secured video system 400 that 
includes a secured video server 420 and a secured transmis 
sion link between the video camera 110 and the server 420. 
To ensure the secured delivery of video signals, different 
clients 431, 432, and 433 may need to log in to the server 
420 in order to receive video signals originated from one or 
more video cameras 110. The server 420 may be pro 
grammed to store the client profiles that include client data 
on scope of access. Based on this client data, the server 420 
blocks out restricted areas in the video signals for a particu 
lar client and delivers the tailored video signals. In addition, 
the transmission between the server 420 and the clients may 
use either secured transmission channels or other commu 
nication channels such as the Internet with data encryption 
to secure the transmission. 

0047. In certain implementations, the secured server 420 
in the system 400 may be configured to permit various 
security levels for the clients. For example, a high level 
client may be allowed to have unrestricted video, while a 
lower level client may be restricted to receive some part of 
the video with certain views in the video being blocked by 
the secured server after editing. The scope of the restricted 
part in an edited video may be dynamically adjusted so that 
the blockage of the video for certain clients changes over 
time. This change in blockage may be based on a change of 
a user's level of security or a change in the scene captured 
in the video. As an example of the latter, the video of an 
aircraft carrier parked in a military harbor may be blocked 
to the public but open to navy officers. As the aircraft carrier 
moves, the blockage moves with it. The same scenario may 
apply to airplanes, vehicles, and persons. Techniques to 
implement this time-varying video blockage involve detec 
tion and tracking of motion of an object or person as 
described in this application. For high security, the video 
streams from the server can be encrypted. 
0048. The following sections describe exemplary digital 
processing mechanisms and functions in the digital proces 
sor in each video processing device for a client or user. In 
general, the digital processor may be implemented by using 
a general computer, Such as a computer with a micropro 
cessor. The digital processing mechanisms and functions 
may be implemented with software modules that are stored 
in one or more machine-readable memory devices and can 
be executed by the computer. 
0049. One basic component of the digital processing is 
the digital tele-viewer (DTV) that unwarps the warped 
wide-angle or panoramic video signals received by the 
digital processor into rectilinear videos of any pan, tilt, and 
Zoon settings. As a result, a client may choose any perspec 
tive available in the original video signal and different 
clients may simultaneously choose different perspective 
views, entirely independently from one another without 
affecting another client's viewing, in the same video signal 
from a video camera. 

0050. The video camera may include an optical imaging 
module that captures the wide-angle or panoramic view of a 
scene, and an array of photosensors such as CCDs or other 
Suitable sensors to receive and convert optical images from 
the optical imaging module into electronic signals. Due to 
the nature of the wide-angle or panoramic imaging, the 
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optical imaging module generally warps or distorts the video 
images. The array of photosensors may be a planar 2D array 
and thus the optical images projected on the array are 
warped. For a given optical configuration of the optical 
imaging module, a warped image at the 2D array may be 
mathematically transformed into a rectilinear perspective 
image. This perspective transformation may be implemented 
in the DTV Software. 

0051 FIG. 5 shows one implementation of the DTV 
perspective view generation. Upon initialization and each 
request of new pan-tilt-Zoom (PTZ) settings for the perspec 
tive view, the PTZ values are sent to the perspective trans 
formation module to unwarp a portion of the warped wide 
angle or panoramic image into a perspective view by 
updating a look-up-table. The look-up-table includes data 
that directs to the corresponding image coordinates on the 
warped image for each pixel of the unwarped perspective 
image. This use of the look-up-table speeds up the process 
because the values of the look-up-table need to be computed 
only once if the PTZ value is not changed. With the values 
of the look-up-table for a given set of PTZ values, the 
unwarped perspective image can be formed by filling the 
pixels with the corresponding pixels in the warped image. In 
general, the corresponding warped image coordinates may 
not be integers, i.e., they may be located between the 
adjacent warped image pixels, an image interpolation may 
be used to compute the unwarped image pixels. 

0.052 In one implementation, the interpolation may be a 
bilinear interpolation. FIG. 6 illustrates the operation of this 
method. For given pixel values A, B, C, and D at integer 
coordinates of adjacent pixels, the non-integer coordinate 
pixel G to be interpolated can be calculated by using the 
following equations: 

where C. and B have values between 0 and 1. Hence, G's 
coordinates are computed as weighted averages of the 
coordinates of the adjacent pixels A, B, C, and D. 

0053) Referring back to FIG. 5, after the interpolation, 
the image may be optionally enhanced by a high-pass filter 
which is carried out by unsharp masking. The output of this 
filtering is the unwarped perspective video. This video can 
then be viewed or further processed to extract information as 
specified by a user. 

0054 The perspective transformation in FIG. 5 is spe 
cific to the optical configuration of the optical imaging 
module of the video camera. A transformation for an omni 
directional camera with a hyperboloidal mirror is described 
here as an example to illustrate the transformation. This 
optical imaging module produces a full 360-degree omni 
directional image (ODI) in an inside-out-coverage. 

0055 FIG. 7 shows the optical imaging module 700 
using a hyperboloidal mirror 710 and a planar 2D CCD 
sensing array 720. The hyperboloid equation for the mirror 
710 can be written as follows: 
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where c=a+b. Based on the optical property of the hyper 
boloid, all light coming through the upper focus at (0, c) will 
be reflected by the mirror to go through the lower focus at 
(0, -c). If the lens center of the CCD camera 720 is located 
at the lower focus at (0,-c), then the ODI will be formed on 
the CCD plane 720 at the plane below the lower focus by a 
distance f of the focal lens of the CCD camera lens. The net 
effect is that the viewing of the CCD camera 720 is con 
verted from a narrow angle upward out of its lens to a 
downward hemisphere viewing from the upper focus at (0. 
c). The one-to-one correspondence between the object point 
and the CCD image point can be derived from the geometry 
shown in FIG. 7 and the hyperboloid equation for the mirror 
710. 

0056 Parameters involved in the transformation area, b, 
and c of the hyperboloid mirror 710 and the focal length f of 
the CCD camera lens. By Solving the equations, the coor 
dinates (RM, ZM) for the location where a ray is reflected on 
the mirror 710 can be computed. Then the CCD image 
location r, of the object point can be determined. With this 
mapping, the panoramic image can be projected from the 
360-degree omnidirectional image (ODI) to a hypothetical 
cylindrical Screen around the upper focus. Given the coor 
dinate of the points on the cylindrical Screen, the corre 
sponding pixel on the CCD plane 720 can be derived. Thus 
a panorama can be unwarped from an ODI. 

0057 Digital PTZ generates a rectilinear perspective 
view from an ODI. A perspective view is a planar view from 
a single viewing point at the upper focus (0, c) and may be 
generated by finding the relationship between the points on 
the planar perspective screen and the points on the CCD 
plane 720. 

0058 FIG. 8 illustrates the perspective view geometry, 
where the normal vector n of the perspective screen is 
rotated by a pan angle 0 horizontally from the X-axis and by 
a tilt angle (p vertically above (or below) the xy-plane. The 
displacement of the perspective screen from the viewing 
point along n is the effective focal length (FL), which is the 
Zooming factor. Vectors u and v are the unit vectors of the 
horizontal and vertical axes of the perspective screen, 
respectively. By finding the representations of n, u, and V in 
terms of x-y-Z coordinates, a pixel (u, v) on the perspective 
screen can find its X-y-Z representation. Then its coordinates 
can be projected onto the CCD plane by the formulae 
derived from FIG. 7. Thus the perspective view can be 
painted by the corresponding ODI pixel values, with or 
without interpolations. 

0059 More specifically, the perspective view can be 
generated from the ODVS image by the ODVS geometry. 
This perspective view is a rectilinear Screen whose viewing 
point is at the upper focus of the hyperboloid mirror of the 
ODVS, as shown in FIG. 8. The lower focus of mirror is at 
the optical center of the CCD lens. The rectilinear screen can 
be specified by the pan angle 0, the tilt angle (p, and the 
effective focal length FL for Zooming. The normal vector in 

Google Exhibit 1009 - Google v. CSI 
IPR2025-00877 - Page 0026



US 2006/01 87305 A1 

and unit vectors u and V of the rectilinear Screen can be 
represented in terms of the 3D X-y-Z coordinate system as 

1 O O 

n = R 0, u = R -1, y = RO 
O O 1 

where R is the rotation matrix which rotates the x-y-Z' 
coordinates to x-y-Z coordinates in FIG. 8. 

cosécosti -siné -cosésini 
R = sinécossó cosé -sinésini 

sing O cosis 

Thus a screen point P in u-V coordinate (u, v) can be 
related to the 3D X-y-Z system by 

XP FL 

yp = upil + vpy + FLn = R-tip 
P Vp 

0060 Next the x-y-Z coordinates of P can find its asso 
ciated pixel (C-rixp/rp, c-ryp/rp) in CCD plane of the 
ODVS, where (c,c) is the centerpixel of the ODVS image, 
rp=Vxp+y, and 

f rif f rif 
it = 

3M +2c T 3 + 2 via + b 2 
with 

mc + av 1 + m2 
(a?f b2 - m2) 

2 = 2 * if 

P 
it - 

ip 

if 

The above equations can be represented in polar coordinates. 
Hence, applications based on the transformation, such as 
head and face tracking described in later sections, can be 
carried out by calculating the 0, p, and FL of human head 
with respect to the chosen ODVS according to the relative 
3D location of the human head and the ODVS. Notably, this 
process allows users to specify the pan, tilt, and Zoom factors 
to Zoom into human face or any other object of interest in the 
captured video signals via the graphical user interface. 
0061 FIG. 9A shows an example of a warped 360 
degree image from the video produced by an omnidirec 
tional video camera. FIG. 9B show a user graphic interface 
of the DTV in the digital processor where user controls for 
pan, tile, and Zoom are shown. This user interface allows a 
user to select any PTZ values to select any scene captured by 
the video camera. Multiple such windows may be opened by 
a user to get different video images with different PTZ 
values of the captured scene. FIGS. 9C and 9D show two 
perspective views of a video image from FIG. 9A with 
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different Zoom values. FIGS. 9E and 9F show two perspec 
tive views of another video image from FIG. 9A with 
different Zoom values. 

0062) The digital processing for the digital processor may 
also include an optional Software module for a person's head 
pose and view estimation based on a streaming panoramic 
Video from, e.g., the above omnidirectional video camera. 
This feature may be used to monitor a person’s face orien 
tation and his perspective view. This processing module may 
be used in automobiles or other vehicles to monitor the 
driver and may be used as a part of the vehicle safety system. 
In implementations, this software module may be combined 
with the DTV module to operate based on unwarped video 
by the DTV. 
0063. In applications for estimating driver's face orien 
tation and generate driver's view, an omnidirectional video 
camera may be mounted in the vehicle interior to capture 
panoramic video images of both the driver's head and the 
images in the driver's view. This software module should be 
robust to variations in illumination present in the typical 
operating interior environment. The processing time of the 
software module should be sufficiently fast relative to the 
movement of the person to provide real-time monitoring for 
intelligent car systems and other applications. 
0064. For example, driver distraction is an important 
issue in developing advanced telematic systems. To help 
reducing distractions such as driver's fatigue and use of cell 
phone, a mobile machine vision system based on the above 
video system can be developed to actively alert the driver 
according to the driver status and the traffic conditions. The 
above video system may be implemented as part of a driver 
assistance system "Visual Context Capture, Analysis and 
Televiewing (VCAT)' where a remote caller receives the 
streaming video from the camera in the vehicle and actively 
control a conversation with the driver to assist the driver 
operating the vehicle. This system derives visual context 
information on the driver and the traffic conditions. These 
cues could be used to alert the driver, e.g., to be used by the 
remote caller to change the conversational style according to 
events in or around the car. Thus the VCAT system provides 
a telepresence experience to the remote caller like a passen 
ger sitting in the car and estimates the attentive load of the 
driver and mitigates the conversation by audio-visual warn 
1ngS. 

0065. In implementations of the VCAT system and other 
driver assistance systems, a full coverage of the interior 
space and the dynamic scene outside of a vehicle must be 
captured for both televiewing and video context analysis 
purposes. One or more omnidirectional video cameras may 
be used to automatically Support event synchronization 
among in-vehicle and Surroundings since they are captured 
in one shot. Such a camera may be used to extract prelimi 
nary visual context at lower resolution and higher processing 
speed, and possibly drive a few rectilinear cameras where 
higher resolution video is needed. 
0066 FIG. 10 shows that multiple perspective views can 
be simultaneously generated from the omnicam video on the 
driver, passengers, and Surroundings by a nonlinear trans 
formation with any pan, tilt, and Zoom values. This may be 
achieved by opening multiple control windows shown in 
FIG.9B. This enables the VCAT system to analyze driver's 
viewing direction from the driver video and also generate 
simultaneous driver's view from the omnicam video. Using 
these videos, the attentive status and workload of driver can 
be estimated, possibly with other information such as facial 
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expression and maneuvering of car. Such viewing feature 
allows the VCAT system to decide when to mitigate cellular 
phone conversation. Meanwhile, with the analysis of the 
Surrounding traffic conditions, the system can detect poten 
tial risks to which the driver is not paying attention and warn 
the driver appropriately. 

0067. In order to generate instantaneous driver's view, 
the driver's head is detected and tracked to extract driver's 
face and to determine the driver's face orientation. Then the 
driver's viewing direction is estimated from driver's face 
orientation. Next, the perspective view seen by driver can be 
generated from the omni-video parallel to driver's viewing 
direction. For car interior environments, it is possible that 
the traditional skin-tone based face detection in indoor 
situations may no longer be feasible because of the drasti 
cally changing illumination conditions both in lightness and 
in color. The head and face detection algorithm should be 
robust to illumination change and insensitive to color. In this 
regard, an edge detection method may be used in part 
because it only relies on contrasts in the image. From the 
edge map, the driver's head can be located by ellipse 
detection. 

0068 FIG. 11 shows the operational flow for detecting 
and tracking the driver's head pose and orientation. First, a 
perspective view on the driver's seat area is generated. The 
driver image is Sub-Sampled and converted to gray scale for 
edge detection to achieve high speed ellipse detection. 
Randomized Hough transform (RHT) is used to detect 
elliptic head boundaries from the edge image by searching 
ellipses in the edge image with certain center, size, and 
orientation limitations on the ellipses to match general 
human heads. Equalized head candidates are then extracted 
from the ellipses by rotating the driver perspective image so 
that the corresponding ellipse aligns with a upright head 
pose in order to compensate head tilting. Selected ellipse 
candidates for the driver's head are compared to head 
patterns to reject false-positive heads. Principal component 
analysis (PCA) method can be used to classify head from 
non-head images. Then the ellipse location and direction in 
the driver image are used to update a set of Kalman filter to 
predict the ellipse location in next frame. This helps speed 
ing up the ellipse detection by minimizing the area of edge 
image around the driver seat. It also helps rejecting false 
positive head ellipses. 

0069 More specifically, in one implementation as shown 
in FIG. 12B, the driver's face image may be cropped by a 
square window fitting to the ellipse and the image may be 
scaled to a 64x64 image to reject non-face candidates by the 
distance from feature space (DFFS) method. Then the ellipse 
center, size, and orientation are used to update a set of 
constant velocity Kalman filters as follows: 

x(k + 1) I T. I x(k) T2. I / 2 (1) I-A '''' () k(k + 1) O I k(k) T. I 

O x(k) y(k) = . + (o(k) 

where for ellipse center and size, state X and measurement 
y are 2 by 1 matrices and I is 2 by 2 identity matrix. For 
ellipse orientation, X, y, and I are 1 by 1. The parameter T is 
sampling interval or frame duration, e.g., /30 second. The 
covariance of measurement noise ()(k) is estimated from 
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real-world data, and the covariance of random maneuver 
v(k) is empirically chosen by compromising between 
response time and sensitivity to noise. The states are used to 
interpolate detection gaps and predict the head position in 
the next frame. An ellipse search window is derived from the 
prediction and fed back to ellipse detection for the next 
frame. This window helps minimizing the area of ellipse 
searching and less extensive RHT can be used, therefore 
increases the accuracy and speed. It also helps filtering 
false-positive head ellipses. 

0070 The head tracking is initialized when an ellipse is 
detected and justified to be a head for some consecutive 
frames. Extensive RHT ellipse searching on the driver seat 
perspective view is used to find the first positive occurrence 
of head. Once driver's head is located and under tracking, 
the searching window is narrowed down and RHT uses less 
epochs to speed up the detection process. The track is 
terminated when no ellipse is detected and the predicted 
head location is classified as non-face for some consecutive 
frames. 

0071 Optionally, auxiliary illumination of the car inte 
rior, e.g., active illumination by using an illumination 
Source, e.g., in the infrared spectral range by using infrared 
LEDs, may be used to decrease the range of fluctuation in 
the illumination and thus improve the head and face detec 
tion. Such auxiliary illumination can also facilitate the 
head/face detection under dark or nearly no light situations 
during the night and in tunnels. 

0072 After the head image is detected, head pose is 
estimated as follows. FIG. 12A illustrates an exemplary 
method for estimating the head pose. First, from the equal 
ized head image, the facial features are detected by thresh 
olding the image within the ellipse for the head. Next, the 
center coordinate of the ellipse and the facial features are 
then compared to a template to determine the yaw, pitch, and 
roll of the face. The template is a look-up table which 
corresponds to the locations of facial features to the face 
orientations. This determines the face orientation with 
respect to the video camera. 

0073. Alternatively, FIG. 12B shows another method for 
determining the face orientation in which PCA templates are 
generated on multiple face orientations of multiple people 
and are used. Driver's face image from head detection and 
tracking may be adjusted for head tilting. The image is then 
compared to view-based PCA templates to estimate the face 
orientation. First, a set of equalized training faces of mul 
tiple people with multiple horizontal face orientations are 
collected from the omnicam. The orientation in the training 
faces varies approximately from -60 to 60 degrees with 30 
degree step size. Next, the PCA subspace is constructed 
from the correlation matrix of the training faces and all the 
training faces are projected into this subspace. Mean and 
covariance of the projections are estimated for each face 
orientation category and a Gaussian distribution is approxi 
mated for each category. The face orientations are catego 
rized instead of the identities of people. In the estimation 
stage, the scaled and equalized face image in the face video 
is projected into the PCA subspace and generates likelihood 
values on these Gaussian distributions. The face orientation 
is thus estimated by maximum likelihood (ML). The esti 
mated face orientation is then filtered by another Kalman 
filter as in Equation (1). 
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0074) To synthesize the driver's view, the driver's face 
orientation with respect to the omnicamera direction is first 
determined according to one implementation. FIG. 13 
shows that the direction of the omnicamera is the 0 degree 
direction. Since the driver's face orientation is given with 
respect to the omnicamera, the driver's face orientation with 
respect to 0-degree of omnicamera is given as (driver 
direction+driver's face orientation to omnicamera--180) 
degrees clockwise. The synthesized driver's view can be 
generated by adding the driver's eye gaze direction. FIG. 14 
illustrates this method. 

0075 More specifically, the driver's viewing direction is 
computed from the filtered face orientation and driver's 
direction to the omnicam as in the following Equation (2): 

Viewing Direction=(Direction of Driver)-180°--(Face 
Orientation)xK-(x-xperseptive center)x(degrees per 
pixel) (2) 
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clips are summarized in Table 1 and Table 2, respectively. In 
obtaining data in Table 1, the camera was placed in front of 
the passenger seat and approximately 45° side viewing the 
driver. For columns 3 to 5, no ellipse search window was fed 
back and full image search was used. When search window 
was applied, the detection rate of RHT ellipse search with 
less epochs was nearly as good as the rate of extensive RHT 
and the processing speed was much faster. After the filtering 
by the Kalman filter, the head was latched on by the detected 
ellipse for all frames. DFFS bound for rejecting non-face 
candidates in these experiments for Table 1 and Table 2 was 
2500. In measuring data in Table 2, the camera was placed 
in front-left of the driver. When search window was applied, 
the detection rate of RHTellipse search with less epochs was 
even better than the rate of extensive RHT and the process 
ing speed was much faster. After Kalman filter, the head was 
latched on by the detected ellipse for all frames. 

TABLE 1. 

Head detection rates before Kalman filtering of 2 video clips 

Extensive RHT - RHT -- 
Rough RHT, Rough RHT, RHT, Feedback, Feedback, 

Clip Frames 1 Epoch 2 Epochs 10 Epochs 10->1 Epochs 10->2 Epochs 

#1 2OO 33% S8% 69% 63% 67% 
#2 29% 45% 75% 68% 67% 
Avg. 32% 52% 71.9% 64% 67% 

0.077 

TABLE 2 

Head detection rates before Kalman filtering of 3 video clips 

Extensive RHT - RHT -- 
Rough RHT, Rough RHT, RHT, Feedback, Feedback, 

Clip Frames 1 Epoch 2 Epochs 10 Epochs 10->1 Epochs 10->2 Epochs 

#3 15 539 67% 84% 80% 91% 
i4 15 40% 42% 71.9% 62% 71.9% 
#5 15 S8% 76% 80% 76% 98% 
Avg. 50% 61% 79% 7396 87% 

where the facing direction is in terms of 0° of the omnicam 
and is the pan factor used to generate driver's perspective 
view from the omni video. In the above equations, the 
constant K approximates the ratio of gazing direction to 
facing direction for empirical driver gazing behavior. The 
last term in Equation (2) is used to take the exact location of 
head in the driver image into account, where X is the 
center of ellipse in X direction and xestive sente is the 
center of driver image in X direction. Thus driver's view 
video can be generated from the omnicam video with a fixed 
Zooming factor to approximate human field of view. This 
aspect is further illustrated by examples in FIG. 15. 

ellipse 

0.076 The performance of head tracking and face orien 
tation estimation was evaluated using an extensive array of 
experimental data. One set of video clips was collected 
earlier with the omnicam set on a tripod sitting on the floor 
of the passenger seat. The clips were taken on different times 
in the day and on different road, weather, and traffic condi 
tions. Head detection rates on the older and newer video 

0078. The RHT head detection rate is the ratio of frames 
where the head ellipse is detected to the total number of 
frames in the video clip. When rough RHT is applied 
without feedback of ellipse search window, head detection 
rate is relatively low. The rate improves if extensive RHT 
ellipse search was used on each frame. However the pro 
cessing speed is slow. 

0079. After the feedback loop is closed, the extensive 
RHT search was applied to only the first frame and the rough 
RHT was applied if the head is detected. As a result, the head 
detection rate was much improved to be as good as or even 
better than the extensive RHT, and the processing speed was 
as fast as rough RHT. After KF tracking and interpolation, 
no frame was missed even in Some tough situations like face 
occlusion, sharp uneven illumination, and turned-away face. 

0080 Table 3 shows the false positive rates under differ 
ent DFFS settings. The head detection used closed-loop 
RHT ellipse search with 10->2 epochs. One video clip of 
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empty driver seat was repeatedly tested under different 
values of DFFS bound. 

TABLE 3 

False positive rate of head detection before Kalman filtering. 

DFFS Bound False Positive Rate 

2SOO 9% 
2OOO 79% 

0081. A comparison of Table 1 and Table 2 suggests that 
the camera placement should be closer to the driver. In this 
case the driver's face is more clear and the edge map of 
driver's head is closer to ellipse. Active infrared illumination 
would be helpful to increase head detection rate since it 
makes the driver image more clear and Smoothes uneven 
illuminations, weather, tunnel, and night situations. Also, 
there is a trade-off between head detection rate and speed for 
RHT based ellipse detection. Higher head detection rate 
would be desirable because the dynamics of head motion 
can be quickly reflected in head tracking and face orientation 
estimation. However, it would require more epochs and 
sacrifice real-time requirement. It poses a need for less 
complicated ellipse detection algorithms. To further speedup 
the process, multiple processors or DSP hardware may be 
used. The tasks of head detection and tracking in FIG. 11 
can be partitioned to view generation, edge detection, ellipse 
detection, and PCA-based face classification. Each part or a 
group of modules can be assigned to a specific processor. 

TABLE 4 

Mid-to-long term accuracy of face orientation estination 

Approximate Error before KF Error after KF 
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output of ML face orientation estimation and the error after 
Kalman filter is the error after Kalman filter. In measuring 
data in Table 5, the camera was placed in front-left of the 
driver and the face video was cropped by a closed-loop head 
detection and tracking with RHT of 10->2 epochs. 
0084. The error of face orientation estimation on each 
frame is compared to the approximate ground truth value 
estimated by human. Both the short term and long term clips 
exhibit comparable accuracies. However for some problem 
atic situations like face occlusion, sharp uneven illumina 
tion, and turned-away face, the face orientation estimation 
shows a big error deviation. For the face occlusion, the face 
orientation may be estimated by interpolation along the 
frames using Kalman filter. The turned-away face problem 
could be alleviated by placing the omni-camera near the 
front of the driver so it captures all possible orientations of 
the face. For uneven illumination situation, PCA templates 
are prone to produce higher error rates. Other subspace 
feature analysis like LDA or ICA templates would be helpful 
in this case. 

0085 Eye-gaze direction estimation may be desirable for 
providing an accurate driving view. In Equation (2), a rough 
estimate of driver's gazing direction can be estimated from 
driver's face orientation. Rectilinear camera set on the dash 
board may be needed because the omnicam resolution is not 
Sufficient for the pupil. A commercial system, facelab, of 
Seeing Machines is an example for this purpose. Also, active 
infrared illumination on driver's face could be useful to 
estimate eye-gaze direction by bright pupil effect. 

Sharp uneven illumination 

Face occluded 

Clip Frames Ground Truth Mean Std. Dev. Mean Std. Dev. Note 

#1 2OO 35-230-350 -1 8o -1 7o 
#2 75 35o -19 27o -18 24° 
#3 70 35o 1o 7o Oo 8o 
i4 30 35o 16 28° -15 16 

0082 

TABLE 5 

Short term accuracy of face orientation estination 

Approximate Error before KF Error after KF 

Clip Frames Ground Truth Mean Std. Dev. Mean Std. Dev. Note 

#5 15 -25 Oo 19° 49 7o 
#6 15 -25 -3 8o -2 3o 
#7 15 O-70° -45° 320 -500 17o 

0083) Table 4 and Table 5 show the accuracies of face 
orientation estimation on different video clips of different 
length. In measuring data in Table 4, the camera was placed 
in front of the passenger seat and approximately 45° side 
viewing the driver. The face video was cropped by a 
closed-loop head detection and tracking with RHT of 10->2 
epochs. The error before Kalman filter is the error of the 

Rapid face turning 

0086 To improve the performance of face orientation, 
the follow process may be applied. A continuous density 
hidden Markov model (HMM) with N=13 states can be 
constructed to represent face orientations from approxi 
mately -90 to 90 degrees with 15 degree step size. The 
observation probability of the j-th states b(O) can be mod 
eled by a mixture of the five Gaussian distributions in PCA 
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Subspace for each training face orientation category as 
previously mentioned, or more generally M Gaussian mix 
tures, 

i (3) 

bj(O) =XenN(O. An Un) 

where O is the projection vector of the adjusted face image 
in feature subspace, c. 1sjs N is the mixture coefficient 
which sums up 1 on m, and Ll and U are the mean and 
covariance of the Gaussian density, respectively. 

0087 FIG. 16 illustrates this modified face orientation 
estimation by the continuous density HMM. Face video is 
projected into feature Subspace and generates M. Gaussian 
likelihood values. Those values are observed by each state 
and a state sequence can be estimated to describe the face 
orientation sequence in the video in Some optimal sense. 
0088. The state sequence q(k) for a given a driver's face 
video can be estimated by maximum a posteriori (MAP) 
estimation in real-time as follows: 

lsis 

Alternatively, it can be optimally estimated by Viterbialgo 
rithm with Some delay caused by sequence framming. 

0089. The initial probability p and state transition prob 
ability A of the hidden Markov chain as well as the param 
eters in equation (3) are estimated by the EM algorithm. 
Video clips of driver's face should be collected and pro 
jected into feature subspace to carry out the HMM distri 
bution parameter estimations. This approach to face orien 
tation estimation may likely outperform other methods in 
that it is a delayed decision approach and it does not, before 
Kalman filtering, discard the useful likelihood information 
as in the maximum likelihood decision. The estimated State 
sequence represents the face orientation movement of the 
driver. Continuous state HMM such as Kalman filter with 
likelihood functions as observations is also of interest to 
develop for higher resolution description of the facing 
movement. The face orientation motions can be further 
utilized to estimate drivers attentive and psychological 
status by a hierarchical layer of estimators such as Bayesian 
netS. 

0090 The above described techniques for head detection 
and tracking, and determination of face orientation may be 
used to process video signals other than unwrapped DTV 
video. For example, the face orientation may be estimated 
from other type of cameras, e.g., rectilinear camera, plus 
other processing Such as gaze direction. The face pose and 
gaze direction from other cameras can also be used to 
generate the instantaneous view of the target person from the 
omnidirectional video in a system having at least one 
omnidirectional video camera and another different camera 
Such as a rectilinear video camera. 

0091. Other applications for the face pose estimation may 
be possible. For example, an omnidirectional camera or 
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omnidirectional vision sensor (ODVS) may be deployed in 
the middle of a casino table to monitor the faces of the 
players. By analyzing the face pose of the players, the 
system can sense facial signs between some players if they 
look at each other frequently. Additional modules may be 
used to analyze eye gaZe and body gesture. The body gesture 
analysis may be based on multiple views or on VOXel 
reconstruction from multiple cameras So that the gesture can 
be estimated in 2D, 2.5D, 3D depending on the configura 
tions of camera setup. In 2D estimation, gesture in one view 
is compared to selected gesture patterns such as sitting or 
yawning. In 2.5D, multiple views from one direction are 
combined to derive depth information for stereo vision in 
order to recognize the gesture. In 3D, multiple views of the 
human body from different directions are combined to carve 
a virtual 3D volume in computer for the shape of the human 
body in order to recognize the gesture. Other applications of 
face orientation analysis may include driving the direction of 
the DTV or another PTZ camera at a remote site for video 
conference, human-machine interfaces, e.g., driving the 
mouse cursor by face orientation, and generating the view of 
a Surgeon for remote Surgery or medical training purposes. 
0092. The following sections now describe another 
optional digital processing module for the digital processor: 
face recognition based on video streams. In one implemen 
tation, the face recognition method combines the Subspace 
feature analysis like PCA and time series modeling like 
Hidden Markov Models (HMMs). Subspace feature analysis 
is first applied to the face images in a video segment of fixed 
number of frames. Majority decision rule is then applied to 
single-frame recognition results in the video segment. Dis 
crete HMM (DHMM) is also applied to the single-frame 
recognition sequences. Continuous density HMM 
(CDHMM) is applied directly to the sequence of feature 
vectors for maximum likelihood (ML) decision on the video 
segment in a delayed decision manner. Then these streaming 
face recognition (SFR) decision rules are compared to 
determine their overall correct percentages (OCPs). 
0093. This video-based face recognition may be used in 
Surveillance applications, e.g., ATMs, airports, police patrol 
that need to identify people in either fixed location or in 
natural situations which roughly frontal view of faces is 
available. Other applications of this technique include smart 
appliances, Smart cars, and Smart environments where face 
recognition is needed. Other application are certainly pos 
sible. 

0094. As described below, the present video-based face 
recognition schemes, at a minimum, combine Subspace 
feature analysis, e.g., PCA (Principle Component Analysis) 
or ICA (Independent Component Analysis), and time series 
modeling, e.g., Hidden Markov Models (HMMs). Features 
or recognition results of the facial frames in a temporal video 
sequence are accumulated and classified either by the major 
ity decision rule or by the HMM maximum likelihood (ML) 
rules. Therefore, the present video-based face recognition 
schemes utilize accumulation of visual information over 
time in a video stream to improve the performance by 
reducing the errors. In comparison, many single-frame based 
face recognition algorithms are not sufficiently robust under 
various practical imaging conditions, such as free human 
motion, facial expression, uneven illumination, different 
backgrounds, sensor noise, and many other human and 
machine factors. 
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0.095 FIG. 17 shows one implementation of the video 
based face recognition. First, a face video stream is obtained. 
This face video stream may be obtained from the unwarped 
rectilinear video stream produced by the DTV module of the 
digital processor as described above. Alternatively, the face 
Video stream may be obtained from other sources such as a 
rectilinear video camera. Assume this face image stream is 
represented by Str={f, f. f. . . . . Next, the face image 
stream is partitioned into overlapping or non-overlapping 
segment sequences of fixed length L. S. ={f f. . . . . f. 
SC Str, i=1,2,3,. . . . . It is assumed that the faces in Str 
belong to M individuals I= {1,2,. . . . .M. A single-frame 
Subspace feature analysis is then applied to the partitioned 
segment sequences to generate sequence of classification 
results and sequence of feature vectors. Subsequently, both 
majority decision rule and DHMM ML decision rule are 
applied to the sequence of classification results to produce 
the face recognition results while the CDHMM ML decision 
rule is applied to the sequence of feature vectors. 
0096. In the following sections, the PCA-type single 
frame Subspace feature analysis is described as an example. 
The collected segment sequences are classified by the major 
ity decision rule and the HMM maximum likelihood (ML) 
rules. 

0097. The single-frame feature analysis described here is 
an alternation to the standard PCA or eigenface method. One 
feature of the present method is that the eigenvector basis is 
generated by the correlation matrix of training faces instead 
of the covariance matrix. Another feature is that the projec 
tion vector of a test face image on the eigenvector basis is 
normalized. In this manner the single-frame face recognition 
can be less Subject to illumination changes, because by (1) 
the norms of projection vectors in the eigenvector Subspace 
are proportional to the intensity of face images and by (2) the 
intensity change of face images due to illumination change 
is normalized. Various tests were performed and confirmed 
this. 

0.098 Given D training face vectors tit. . . . .t of 
dimension n of the Mindividuals, the n dimensional eigen 
vectors u, u, . . . , u, can be derived by singular value 
decomposition on T=t t ... t. The feature subspace S is 
spanned by the first D-northonormal eigenvectors u, u, . 

lD. 

0099 For a test face image f, its feature vector in S is 
X-X, X2 . . . XI", where X=(fu,)=f'u, i=1,2,....D. Then 
the feature vector is normalized as x=x(|x||. This projection 
normalization procedure is denoted as x=Projn(f). At this 
stage, single-frame face recognition is carried out by near 
est-neighborhood as 

where t=Projn(t), k=1,2,..., D, and ID(k) returns rift 
is a training face image of individual r, re. This single-frame 
recognition is denoted as r=SF(f). 

0100. The input to the majority decision rule (MAJ) is a 
segment sequence of single-frame recognition results 
R;={rsF1, rs2, ..., rst Li-SF(S), where rst el, j=1,2,... 
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L. Then the SFR result of the MAJ rule is the most frequent 
rs in R. We denote the MAJ procedure as ra=MAJCS). 
0101 For Discrete HMM ML decision rule (DMD), the 
discrete HMM (DHMM) is used to model the temporal 
recognition sequences R=SF(S). Given several training 
sequences R=SF(S), i=1,2,3,... for each individual m, meI. 
Baum-Welch re-estimation is applied to train a discrete 
HMM =(L.A.B), of N states and Mobservation symbols, 
where JLN are the initial state distributions of the Markov 
chain, ANN are the state transition probabilities, and BNM 
are the discrete observation densities for each state. For a 
given test sequence R=SF(S), the DMD rule classifies 
the sequence by ML using the forward procedure as the 
follows: 

DiD F arginax P(Rest m). (5) 

The above DMD rule is expressed as r=DMD(S). 
0102) Continuous density HMM (CDHMM) is used in 
the continuous density HMM ML decision rule (CMD). For 
each individual m, meI, a CDHMM =(L.A.C.LU), of N 
states and G. Gaussian mixtures per state is trained using 
expectation maximization Procedure on the training 
Sequences: 

In W. JLN and ANN are the same as DHMM case, while 
Care the Gaussian mixture coefficients for each state. In 
contrast to DHMM, Gaussian mixture approximates the 
multi-dimensional continuous observation density of x for 
each state j. 1 ssN, by 

G (6) 

b;(3) =Xe N(S. hig Us) 
g=l 

where X-cis-1 are the non-negative mixture coefficients 
of Csc, N(-) is Gaussian density, and Ll and Us are mean 
vector and covariance matrix, respectively. Note that we 
pick the first d components of x, dsD for b;(x). k=1,2,.. 
. . L. because the first d principal components are more 
prominent and it saves computation. Then given a test 
feature vector sequence X=Projn(S), the CMD rule 
classifies it by ML using the forward procedure as follows: 

rCMD = arg max PXies.l.) (7) ine 

The CMD rule is a delayed decision in that the single-frame 
recognition is skipped and the feature details are retained 
until the final decision (7). The decision procedure (7) is 
denoted as r=CMD(S). 
0.103 Various tests were performed to evaluate the per 
formance of the above video-based face recognition. The 
three SFR schemes, MAJ, DMD, and CMD, were compared 
experimentally with the PCA-type single-frame face recog 
nition scheme on in an omnidirectional video array intelli 
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gent room testbed. In this testbed, five omnidirectional video 
cameras were used to track people in real-time and a nearby 
omni-camera in the video array was chosen to Zoom into the 
face. We collected 5 training and 4 testing face videos for 
each of the 5 people at different room locations and back 
grounds on different omni-cameras. The patterns of face 
turning and expression were inhomogeneous between the 
training and testing sets. The testbed system then logged at 
15 fps for each person 4360 to 5890 training frames and 
1880 to 3980 testing frames of single-frame face recognition 
rst's and feature vector X's. This same set of data was used 
to compare the SFR schemes offline. 
0104 FIG. 18 shows a warped video image from one 
camera. The DTV module may be used to generate perspec 
tive video of a human face from this omnidirectional video. 

0105 FIG. 19A shows six examples of the face images 
in the training and testing video streams which are perspec 
tive views generated from the omni videos. FIG. 19B shows 
face images that were automatically extracted by the testbed 
system. The images show various face angles, sizes, expres 
sions, backgrounds, and other perturbations that SFR needs 
to deal with. 

0106 The performance index used is the overall correct 
percentage (OCP) which is the average of the success 
recognition percentages of the 5 people on one set of settings 
of a SFR scheme. The experiments were carried out to: (1) 
find the optimum settings for the SFR schemes, and (2) 
compare the optimum OCPs of the SFR schemes. The data 
streams were partitioned into non-overlapping segment 
sequences of L=49 frames. The size of the face videos was. 
The dimension D of single-frame PCA-type feature sub 
space was 135. 
0107 The MAJ and DMD rules are compared in FIG. 20. 
The error bars show mean and standard deviation of the 
experimental OCP on four trials. Solid curve is a polynomial 
fitting of the mean values. Dotted line is the OCP of the MAJ 
rule (81.7%). For each N, four trials of the discrete HMM 
training were performed to find the mean and standard 
deviation of DMD OCP. From the 7th order polynomial 
fitting, the best OCP is 89.7% when N=14, and the worst 
OCP is 86.6% when N=6. The MAJOCP is always 81.7%. 
0108 For CMD rule, we search for the optimum setting 
starting from N=G=d=1. FIG. 21 shows the CMD OCP on 
d. The full dimension D of the PCA feature vectors is 135. 
Both the numbers of CDHMM state N and of Gaussian 
mixture G are 1. The peak OCP is 99.0% when d=8. 

TABLE 6 

Comparison of the optimum OCPs of the single-frame 
face recognition and the SFR rules 

Decision Rules Optimum OCP Note 

Single-Frame FR 75.9% 
SFR MAJ 81.7% 

DMD 89.7% N = 14 
CMD 99.0% N = 1, G = 1, d = 8 

0109 FIGS. 22A and 22B show the the CMD OCP 
decays monotonically with G and N when away from 
N=G=1 and d=8. FIG.22A shows the OCP of the CMD rule 
on the number of Gaussian mixtures G with N=1. FIG. 22B 
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shows the OCP of the CMD rule on the number of CDHMM 
states N with G=1. In both cases, d=8. The solid curves in 
the plots are polynomial fitting of the experimental mean 
values. Four trials of training were performed to find the 
means and Standard deviations for each setting. Thus the 
best OCPs of the MAJ, DMD, and CMD rules can be 
compared to the single-frame face recognition, as Summa 
rized in Table 6. 

0110. In view of the above measurements, the video 
based face recognition in FIG. 17 is further examined in the 
follow sections. 

0111. We first examine the CMD rule. When N=G=1, 
CMD has the optimum OCP. In this case the likelihood 
computation in (3) becomes 

P.XIA) tibi (31)aiibi (32)... apaba (SL) (8) 

= b(1)b(32)... b(t) 

since t,’s and as are all 1 for N=1 and the Gaussian 
mixture in Equation (6) becomes b(x)=N(x,y1,U) for G=1. 
Then the training of the CDHMM ) is reduced to the fitting 
of a multi-dimensional Gaussian density to the training 
feature points in the feature subspace. For a testing sequence 
X={x1,x2, . . . .x}. Equation (7) becomes a distribution 
matching of the points x1,x2, ...,x in the feature subspace. 
0112 FIG. 23 illustrates the geometric interpretation of 
the ML computation as a distribution matching in the feature 
Subspace. The ellipses are the Gaussian density functions of 
the clusters, and the dots are the feature vectors in a test 
sequence X. Symbols X and X, are the bases of feature 
subspace. Out of N=G=1, as G increases, the Gaussian 
mixture in Equation (6) is no more ellipsoidal and the chance 
to overlap with others increases. Hence the OCP decays in 
FIGS. 22A and 22B. Also as N increases, the OCP drops 
because of the temporal inhomogeneity between the training 
and testing sequences. 

0113. With respect to the data in FIG. 21, since the 
feature Subspace is spanned by the ordered principle com 
ponents of the training face images, faces are represented 
better and better from d=1 to d=8. After d=8, noisy infor 
mation is better represented, so the OCP drops gradually. For 
single-frame face recognition, a face is classified to a 
training face by nearest neighborhood in feature Subspace. 
Hence its OCP is lowest because it models ellipsoids by 
spheres and a single face can be driven to other clusters by 
noises. On the other hand, a collection of faces smoothes the 
noise issues. Thus the OCP of the MAJ rule is better. The 
DMD rule further models the temporal patterns of the 
sequence by Markov chain. Thus as in FIG. 20, there is 
resonance between the temporal patterns of the training and 
testing sequences. This implies that the resonance pattern in 
FIG. 20 would change with the temporal patterns of the 
training and testing sequences. As a result, the performance 
of the decision rules is CMD->DMD>MAJ>Single-frame 
face recognition as in Table 6. 
0114. In addition, as the sequence length L increases, the 
OCP of the SFR schemes can be improved by better smooth 
ing and better Gaussian density approximation. However, it 
would add more delay to get the SFR results. Overlapped 
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sequences could improve the delay between SFR results, but 
the effect on OCP needs further research. On complexity of 
the SFR schemes, MAJ is clearly the lowest. DMD is higher 
due to discrete HMM training and likelihood computations. 
CMD is the highest since it further involves multi-dimen 
sional Gaussian density, yet the reward is a 99% OCP. The 
current computer power should be enough for real-time 
processing on all of them. The real-time implementation and 
re-evaluation on the setting issues can be further performed. 
Also facial expression recognition can be done by analyzing 
the HMM state transition using Viterbialgorithm. However, 
PCA feature analysis might not be sufficient to analyze facial 
expressions. ICA-based subspace feature analysis would be 
a good alternative. 
0115) In certain applications, it is desirable to track 
persons or objects in real time within an area under video 
Surveillance. As well recognized in the computer vision 
community, such tracking, especially tracking of people, 
using video sensors in real-time presents various technical 
challenges in the development of accurate, reliable, robust, 
and practical algorithms and systems. The following sec 
tions describe implementations of a real-time tracking tech 
nique which may be implemented as part of the digital 
processing of the video systems of this application. These 
implementations of real-time trackers may be used, for 
example, to track one or multiple persons or objects in an 
indoor environment and to provide an “intelligent machine 
vision environment for maintaining an awareness of all 
dynamic events and activities. We will use tracking of 
persons as an example and it should be understood that 
tracking of objects may be similarly implemented. 
0116 FIG. 24 shows one implementation of processing 
modules of an intelligent room system. Similar to other 
processing techniques described here, the modules in FIG. 
24 may be implemented as software modules to be executed 
by a computer. The system may include multiple video 
cameras located at different locations to acquire visual 
information broadly by wide coverage from different camera 
locations and angles, and attentively by Zooming into details 
of a person or object. Different from a system with a single 
Video camera where any video image captured at a given 
moment is 2 dimensional, this use of multiple video cameras 
allows for capturing video images of the same target from 
different camera locations and viewing angles to provide 3 
dimensional or nearly 3 dimensional imaging information. 
The data of the 3D imaging may be used to extract infor 
mation for certain processing functions of an object or 
person under surveillance that would not be available from 
2D imaging data from a single camera, e.g., in detection and 
tracking of a person's head and determination of face 
orientation, and face recognition. 
0117. In FIG. 24, the stream video signals from the video 
cameras are first captured by a real-time visual information 
capture module. Next, an active camera control module is 
used to provide controls for the selection of camera array, 
selection of the video from a camera, the pan, tilt, and Zoom 
controls of a selected camera, and other control functions. 
The PTZ controls of a selected camera may be digitally 
controlled by using, e.g., the DTV module described above, 
without changing the settings in the corresponding video 
camera. Alternatively, the PTZ controls may be executed by 
feedback control signals to the corresponding video camera 
to mechanically adjust the PTZ of the camera. The mechani 
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cal approach typically provides higher resolution video but 
also requires better calibration, slower performance, and 
limited number of simultaneous focuses of attention. The 
fully electronic approach via digital control is free from 
these limitations but compromises on image resolution. 
0118. Two primary processing modules in FIG. 24 are 
the 3D tracking of people or objects, and the module for 
visual information analysis. The visual information analysis 
may include head and face tracking, face recognition, pos 
ture and gesture recognition, posture and movement analy 
sis, event detection, and other processing functions. The 3D 
tacking module may include functions such as the detection 
of person location, and measurements of bounding volume 
and velocity. As indicated in FIG. 24, the visual information 
analysis may receive output from the 3D tracking module to 
perform its analysis because accurate and robust 3D tracking 
can boost system performance on generating close-up videos 
of human heads and faces and other body parts for face 
recognition and posture and movement analysis. 
0119 FIG. 24 further shows a graphical user interface 
module to allow for various user controls and adjustments, 
Such as the person tacks, face tracking, person IDs, gestures, 
events provided by the 3D tracking, visual information 
analysis, and active camera control modules. The interface 
module may also include controls for data archiving and 
communications. 

0.120. The indoor space can be visually captured by 
multiple cameras in an outside-in-coverage configuration 
where an array of multiple rectilinear cameras are placed in 
the peripheral area of the room such as the walls and 
ceilings. Alternatively, an inside-out-coverage configuration 
may be used by placing an array of cameras to capture a 
wide area panoramic images from Some no-obtrusive van 
tage points within the environment. An array of omnidirec 
tional cameras with a 360-degree view may be used to 
provide an effective inside-out-coverage configuration. 
0121 FIG. 25 shows one exemplary implementation of a 
3D tracker for tacking persons in real time by using multiple 
panoramic video cameras in an inside-out-coverage configu 
ration. One application of this 3D tracker is for the 3D 
tacking module in the system in FIG. 24. Certainly, this 3D 
tracker may be used in other applications, e.g., operating 
alone for tracking people and objects or operating in com 
bination with other functions. 

0.122 The video cameras in FIG. 25 may use omnidi 
rectional vision sensors (ODVSs) based on the optical 
configuration shown in FIG. 7. Each ODVS provides the 
maximum (360°) coverage. Such an ODVS array may be 
used in the system in FIG. 25 to provide an effective 3D 
tracker of human movements and track their faces. Under 
this specific video camera array configuration, the system in 
FIG. 25 is referred to as Omnidirectional video array tracker 
(O-VAT). The 3D person tracker having four ODVSs is 
illustrated in FIG. 25 as an example. Each ODVS is cali 
brated in advance on the location and height of the ODVS 
optical center, horizon on the ODVS panorama, azimuth 
direction, and internal parameters. The ODVSs are set 
upright. Location and height of the optical center are mea 
Sured physically with respect to a preset origin in the room. 
To calibrate horizon on the ODVS panorama, first the ODVS 
height is marked on the wall and the center of ODVS image 
is then trimmed so that the marks align onto a row of the 

Google Exhibit 1009 - Google v. CSI 
IPR2025-00877 - Page 0034



US 2006/01 87305 A1 

panorama. This is necessary for an accurate human height 
estimation. Azimuth direction C. of the ODVS is calculated 
by the relative location of a known object in the image with 
respect to the ODVS as 

Y)-tan (, ') C. : tan't O - C X-X0 

where (c,c) is the center of ODVS image, (o.o.) is the 
image coordinate of the object, (x,y) is the horizontal 
location of the mirror focus, and (x,y) is the horizontal 
location of the object. Multiple object points may be used to 
improve the accuracy of C., and the horizontal tracking 
accuracy. Internal parameters, i.e., the geometry of the 
hyperbolic mirror, camera focal length, and CCD pixel 
geometry, are Supplied by the manufacturer of the camera. 

0123 FIG. 26 illustrates the layout and exemplary video 
images of the ODVS array within a test room of 6.6 mx3.3 
mx2.9 m where the ODVS network is mounted 1.2 m above 
ground on the corners of a table with a dimension of 1.3 
mx0.9 m. The upper-left window shows the four source 
ODVS videos. The upper-right window shows the unwarped 
panoramic videos with human detection processing. The 1D 
profiles below panoramas are for detecting the azimuth 
range of humans and the human blobs in the panoramas are 
for shadow detection. The lower-left window is the floor 
plan with the estimated human locations and heights in 
centimeters. 

0124 For human detection, each ODVS video is first 
unwrapped into a panoramic view. Segmentation is per 
formed on the panoramas. As shown in FIG. 26, first an 1D 
profile is formed by accumulating the pixel differences 
between the current frame and the pre-acquired background 
frame in each column of the panorama. Mean and variance 
of each background pixel are also acquired so that shadow 
detection can be performed on the pixels of the current 
frame. Since each panoramic column corresponds to an 
azimuth angle, the azimuth range of a human can be detected 
from the 1D profile for each ODVS. Knowing the locations 
of the four ODVSs, the x-y horizontal location of the person 
can be determined by a sophisticated triangulation algorithm 
called N-ocular stereo. See, e.g., T. Sogo, H. Ishiguro, and 
M. M. Trivedi, “N-Ocular Stereo for Real-Time Human 
Tracking,” in Panoramic Vision, edited by R. Benosman and 
S. B. Kang, Springer-Verlag, pp. 359-375 (2001) and “Real 
Time Target Localization and Tracking by N-Ocular Stereo.” 
Proc. IEEE Workshop on Omnidirectional Vision, pp. 153 
160 (June 2000). With the increasing of N, the number of 
ODVS in the array, N-ocular is able to localize humans more 
precisely and reject more ghost locations. The measured X-y 
locations are then associated to the nearest human track 
registered by the O-VAT. 

0125. After the x-y measurement is available, height Z of 
the person can be estimated. First the horizontal distance of 
the person to an ODVS is computed. Then on the panorama, 
the topmost pixel of the person’s blob is detected. Thus 
height of person H can be estimated by similar triangle 
aS 

person 
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Hperson Hupper focus (yblob yhorizon)Hpire 
Rpanorama dperson to ODVS 

where y is the topmost pixel of person's blob, yi is 
the horizon on the panorama. He is the pixel height of 
panorama, Ranana is the radius of cylindrical screen of the 
panorama. He reus is the physical height of the upper 
focus of ODVS hyperboloid mirror, and des, is obvs is 
the estimated horizontal distance between the person and 
ODVS. The final estimate of person’s height is a weighted 
sum of the estimates from the four ODVSs. The weight is 
inverse proportional to the distance between the person and 
the ODVS. Thus the x-y-Z location is measured and asso 
ciated to a registered human track. 
0.126 On track registration, a new track is initialized if 
there exists an unassociated measurement. If no new mea 
Surements are associated to it for a period, the track is 
terminated. A human video of the track is displayed if the 
track has been registered for several hundred milliseconds, 
as shown in FIG. 26. The estimated human height is also 
displayed in centimeters. The 3D output track of O-VAT is 
a moving average of the X-y-Z measurements in the past 0.5 
seconds. 

0127. Referring back to FIG. 24, the illustrated inte 
grated system has two modes of operation: 3-D tracking of 
people (mode 1), and mode 2 of tracking of the head and 
face of one or more persons under the 3D tracking in mode 
1. Results of mode 1 are used to select the “best view’ 
camera to capture the inputs for the mode 2 operation. As an 
example, the following describes details of accomplishing 
these two steps in an integrated manner using a network of 
four omnidirectional video sensors. 

0128. The ODVS array can be extended to perform 
real-time head and face tracking as a dynamic system 
operation. The implementation of head and face tracking is 
to latch on the face of a walking or sitting person by an 
electronic PTZ perspective view generated from a full frame 
(e.g., 640x480) ODVS video. Given the location of person’s 
head from the 3D O-VAT, the most nearby ODVS in the 
array is chosen to generate the perspective view by the active 
camera selection (ACS). If the person moves, ACS switches 
to a suitable ODVS that facing the person according to the 
walking direction. 
0129. The perspective view is generated from the ODVS 
image by the ODVS geometry and is a rectilinear screen 
whose viewing point is at the upper focus of the hyperboloid 
mirror of the ODVS. FIG. 8 and the corresponding textual 
description for FIG. 8 provide detailed explanation on a 
method to generate the perspective view. 

0.130. A series of experimental evaluations were con 
ducted on the performance of the integrated ODVS array 
tracking system. The experiments were performed for two 
possible scenarios for evaluation of the head and face 
tracking module: (i) people walking in the room, and (ii) 
people sitting around a conference table. 
0131 The experimental setup was the same as the experi 
ments of the 3D O-VAT. The purpose of head and face 
tracking is to latch on the face of a walking or sitting person 
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by a perspective view (e.g., 176x144 pixels) generated from 
a full frame (e.g., 640x480 pixels) ODVS video. Head and 
face tracking is regarded Successful if the human head or 
face is fully kept within the perspective view by the system. 
When the person is walking, the head or face of the person 
can be at least 92% tracked by the dynamically generated 
perspective view when the person is walking slower than 
approximately 1.6 m/sec in our testbed. The instances when 
the system did not fully catch upon the person’s head or face 
were when the active ODVS was being handed over to 
another one by hardware Switching. The hardware Switching 
delay is about 0.5 second. If the person walks faster than 1.6 
m/sec, the tracking system would have problem catching 
upon the head or face due to a delay between the moving 
average tracking output and the instantaneous human posi 
tion. When the person is sitting, the face is 100% latched on 
no matter of facing angles. These two cases are summarized 
in Table 7. 

TABLE 7 

PERFORMANCE OF INTEGRATED 
HEAD AND FACE TRACKING 

Category Latch-on percentage 

Walking people 2.92% if walking slower 
than 1.6 m.sec. 
Otherwise drop-off 

Sitting people 100% 

0132) After a face is being tracked, the face can be 
identified using a robust streaming face recognition algo 
rithm as described in the prior sections of this application. 
Instead of using single frame images, it boosts recognition 
rate up to 99% by classifying sequences of face images by 
Gaussian mixture model and maximum likelihood decision 
rule. The face video can also be analyzed for facial expres 
sions. Thus the integrated System is more intelligent for 
applications like Video conference and visual Surveillance. 
0133. In the above sections, four different digital pro 
cessing modules for the digital processor in each video 
processing device are described: the DTV module, the 
module for detecting and tracking a person's head pose and 
orientation, the module for video-based face recognition, 
and the module for 3D tracking in real time. The digital 
processor for an application may include one or more of 
Such modules. 

0134) For example, the intelligent room system shown in 
FIG. 24 may be implemented by integrating all four mod 
ules together. As another example, a driver safety system for 
a motor vehicle may include the DTV module and the 
module for detecting and tracking a person's head pose and 
orientation. One such system is the aforementioned VCAT 
system as illustrated in FIG. 27 where a remote caller 
receives the streaming video from the camera in the vehicle 
and actively control a conversation with the driver to assist 
the driver operating the vehicle to improve the cell phone 
safety. This system derives visual context information on the 
driver and the traffic conditions. These cues could be used to 
alert the driver, e.g., to be used by the remote caller to 
change the conversational style according to events in or 
around the car. Visual cues about the driver and traffic 
conditions can be conveyed to the remote caller in raw 
Video, in avatar and animated Scene, and in cartoon formats. 
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Thus the system provides a telepresence experience to the 
remote caller like a passenger sitting in the car. It also 
estimates the attentive load of the driver and mitigates the 
conversation by audio-visual warnings. In this twofold 
effect, cell phone usage would be safer by avoiding the 
driver from being distracted. As yet another example, the 
DTV module and the face recognition may be implemented 
in a security video monitoring system to monitor a selected 
area for presence of predetermined persons, such as wanted 
criminals. As one may appreciate, applications for Such 
digital processing modules are versatile. 
0.135 FIG. 28 illustrates a processing module to provide 
streaming face detection and correlation. This module first 
performs face analysis and detection based on the single 
frame and then performs the streaming face detection and 
recognition by processing the output of the single-frame 
processing. Prior to the face recognition, faces in the video 
should be detected reliably. For single-frame features, three 
different processing paths are used to achieve a high reli 
ability. The first processing path uses edges and contours to 
detect heads, face regions, and facial features like cheeks, 
eyes, mouth, and hairline. Skin tone template match infor 
mation may be imported from a second processing path and 
be compared to the edges to enhance the detection and help 
in rejecting false positives. Template matching is then 
applied to detect the faces with a likelihood score. The 
second processing path is a view-based approach using skin 
tone regions and templates. Distance-from-face-space 
(DFFS) is an eigenface template matching method for face 
detection and recognition. Linear discriminant analysis 
(LDA) is a good alternative to eigenface since it has better 
discrimination capability. The third processing path is based 
on gray-scale wavelet features where a window scanning 
through the test image extracts wavelet features by the 
wavelet transform. Again, the skin tone template match 
information may be imported from the second processing 
path and be compared to the edges to enhance the detection. 
The feature vectors are then classified by a support vector 
machine (SVM) or a Gaussian mixture model (GMM) which 
are trained for classifying face and non-face by bootstrap 
technique. For spatial-temporal fusion, single-frame scores 
and features for each frame in the video are partitioned into 
segments. An accumulated likelihood of a segment is com 
puted using HMM or Bayesian net. Face detection can be 
reflected by the state trajectory and the face identity can be 
decided by maximum likelihood rules. 
0.136 Forface correlation, each detected face in the video 
is compared to the image set of a person to find the 
correlation of the detected face and the image set. The 
detected faces may also correlate among themselves to find 
the duplicate faces. 
0.137 FIG. 29 shows a system for analyzing multimodal 
human behavior, stress and intent pattern. A video camera 
array having multiple video cameras is used to capture 
various visual images of a person. For example, multiple 
color and monotonic ODVSs or thermo IR cameras can be 
used to track people in environments of natural or artificial 
illuminations or totally dark. This system can then drive a 
high-resolution rectilinear pan-tilt thermo IR camera to track 
the person’s face and analyze the pattern of the facial 
temperature. Meanwhile, the tracker may also drive a vis 
ible-light pan-tilt-Zoom camera to track the face to analyze 
the head pose and eye gaze direction and blink rate. The 
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head pose tracking may be implemented as described in 
FIGS. 11, 12A and 12B. The facial affect analysis may be 
carried by first detecting certain selected facial landmarks 
(eyes, mouth, eyebrows, nose, nostrils). Then the facial 
landmarks are tracked across frames to compare their shapes 
and relative locations to estimate the facial expression. 
Certain universal facial expressions, such as neutral, happy, 
angry, sad, Surprise, and disgust, may be classified on the 
spatial-temporal relationships of the facial landmarks. The 
spatial-temporal relationships are modeled by HMMs. 
0138. In addition to the video sensors, at last another 
sensor may also be used to pick up non-visual information 
of the person to facilitate the analysis. For example, a 
microphone may be used to receive the Voice signal of the 
person. A speech affect analysis module is used in the digital 
processing to extract voice cues relate to persons intention. 
Then all these features are integrated to assess the behavior, 
stress and intention of that person. The assessment can be 
modulated by cultural and linguistic models to optimize the 
accuracy of classification. A dynamic Bayesian network can 
be used to perform the feature integration over time. 
0.139. As illustrated in FIG. 29, different video cameras 
may be combined in a system to fully explore different 
imaging capturing capabilities of different cameras. One 
example is a system shown in FIG. 30 where both high 
resolution rectilinear video cameras and omnidirectional 
Video cameras are deployed in a target area to further expand 
the flexibility of customizable viewing of the target area by 
multiple clients. As described above, the Digital Tele 
Viewer (DTV) software allows multiple clients to view the 
same omnidirectional video stream simultaneously. Each 
client can customize the viewing direction without interfere 
others by specifying a pan-tilt-Zoom setting. This feature is 
not possible on a rectilinear pan-tilt-Zoom camera since it 
allows only one viewing direction at any time. However, the 
advantage of using rectilinear pan-tilt-Zoom cameras is on 
higher image resolution. The illustrated architecture of the 
combination of omnidirectional cameras and rectilinear pan 
tilt-Zoom cameras may be used to allow each client to use 
the video images from one or more omnidirectional cameras 
to monitor the target area and to select more detailed images 
from a proper rectilinear camera to obtain information that 
may not be available from the unwarped lower-resolution 
perspective images of the omnidirectional cameras. It is also 
possible to seamlessly fuse high-resolution rectilinear image 
with the low-resolution DTV image. It is done by finding the 
registration points between two images and overlaying the 
aligned high-resolution rectilinear image to the DTV image. 

0140. The DTV module may also be made customizable 
on multiple types of cameras. For example, besides using 
ODVS based on regular color CCD sensor arrays, the 
omnicam may use thermo infrared (IR) sensor arrays. Such 
thermo IR DTV can work 24 hours for anything that 
generates heat, including humans and vehicles. In addition, 
near infrared monochromatic (e.g., black and white) cam 
eras with infrared LED illumination may be useful for 
totally dark indoor environments and in-vehicle environ 
ments where illumination condition keeps changing. Also, 
visible-light BW cameras usually have higher image quality 
than color cameras. With these different types of cameras, a 
user can Switch between them to attain digital televiewing 
on all kinds of environments with desirable accuracy for 
their applications. 
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0.141. The live DTV Video can be digitally overlaid onto 
other digital images such as digital maps, CAD drawings, 
and aerial images. When the location of the camera is given 
or known, the video can be aligned to any one of these maps 
or an aligned combination of them. The overlaying can be 
done by registering the four corner of the live DTV Video on 
the background map or image and warp the video to match 
the context of the map. The registration settings are retrieved 
every time the map is redrawn. 
0.142 FIG. 31 shows one implementation for overlaying 
the live DTV video over a digital image. First, a proper 
camera is selected and the video form the selected camera is 
acquired and decompressed. Next, the display cycle Syn 
chronization is performed. Based on the registration settings 
between the live DTV Video and the digital image, the live 
Video is inserted into the digital image. 
0143 FIGS. 32A, 32B, and 32C illustrate examples of 
this feature. FIG. 32A shows a map that is an aligned 
combination of digital map with aerial image. In FIG. 3B. 
as the map is Zoomed in, a live video Superimposed on the 
map becomes visible. FIG. 3C shows the further Zoomed-in 
map with overlaid local live video while in the background 
the digital map is taken away from the aerial image. 
0144. The overlapping between the live DTV video and 
the digital map creates a navigable map. Such a navigable 
map may serve as a navigation map on a PDA or other 
portable electronic device for the visitors. The PDA may be 
equipped with a GPS to locate its location and a electronic 
compass to detect its direction. The location is used to center 
the navigable map and the direction is used to orient the map 
for the user. Thus the navigable map on the PDA directs the 
visitor all the way to the destination. The same scenario can 
also be applied to car navigation system. The navigable map 
will be especially useful for first responders to locate a car 
accident, for example, and meanwhile observe the up-to 
date situation from the live overlay DTV Video. The map can 
be implemented on a work station or other static computer 
systems. The navigable map can also be implemented on 
wearable computers with a goggle/wrist watch display for 
the user. 

0145 Additional digital processing functions may be 
used to extract useful information from a live video signal. 
One processing function is motion detection based on opti 
cal-flow, frame difference with steerable filters, etc. Another 
processing function is background modeling to segment 
foreground objects with shadow Suppression capability. 
Such motion detection and background modeling may be 
used for crowd size estimation to detect possible needs for 
dispatching police officers to control the crowd. The crowd 
is segmented by adaptive background Subtraction with 
shadow Suppression. If the crowd area is large enough for a 
period, an alarm may be triggered to alert the system for 
certain actions. 

0146 Yet another processing function is a flat-plane 
transformation used for unwrapping the omnidirectional 
video on all directions around the ODVS to a same plane 
under the ODVS so that a line looks straight on the flat-plane 
image. FIG. 33 shows a method for counting vehicles in a 
live video. After the flat-plane transformation, the back 
ground subtraction is performed and the vehicles in the 
flat-plane image can then be segmented. Grid Zones may be 
defined on the flat-plane video to detect vehicles and accu 
mulate the count over time. 
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0147 Motion detection on omnidirectional video can be 
used to detect visual events. For example, an aircraft carrier 
moves in the video can be segmented by motion and tracked, 
and a blockage on the ship is generated according to the 
track to deny the access of lower level clients on a secure 
DTV server. For the image blockage, the omnidirectional 
video can be first converted to flat-plane video to detect the 
ship and track the ship on the flat-plane using Kalman filter. 
The track generates blockage parameters for the ship, which 
are the starting point and width of the blocking sector. 
Similarly cars and people can be segmented and tracked 
from the omnidirectional video. Virtual fencing can also be 
defined where alarms would be triggered if any object under 
tracking invades the predefined Zones on the flat-plane video 
such as 500 yards around the pillars of Golden Gate bridge. 

0148 Tracking of objects may be implemented in an 
array of video cameras with non-overlapping coverage. 
FIG. 34 shows cameras deployed over a wide area with little 
or no overlapping between the camera overages for moni 
toring traffic. The vehicle can be detected and tracked by 
camera A using the techniques mentioned in the last para 
graph. As the vehicle moves from camera A, camera B starts 
seeing the vehicle and thus begins tracking it. Knowing the 
track identity, velocity, and direction of the vehicle from 
camera A, camera B can determine that the newly detected 
vehicle is the same car tracked by camera A, and the track 
from camera A is inherited by camera B. If camera B tracks 
a left turn of the vehicle, then camera D inherits the track, 
otherwise camera C does. Henceforth the vehicles in the area 
can be tracked by the handover camera network. 
0149 Systems combining the above tracking on ODVS 
networks, head and face tracking, face detection, face rec 
ognition, facial affect, intent analysis, and view generation, 
as well as body part segmentation, modeling, and tracking 
Surely have many applications for indoor, outdoor, and 
mobile environments. For indoor applications, person track 
ing, facial expression, gesture, and pose recognitions can be 
used in art gallery, teleconference, Surveillance system, etc. 
For outdoor applications, those analysis algorithms can be 
used on public places, highways, airports, parking lots, etc. 
One example of outdoor application is tracking the vehicles 
on the road and detecting intruders at one spot. As vehicles 
and pedestrians are tracked, an ID number is assigned to 
each tack. As a track gets into the pre-defined restriction 
Zone, a rectilinear PTZ camera Zooms into the Zone and 
identifies the license plate and detects the face with super 
resolution enhancements. The face is analyzed to assess the 
intension of the driver and trigger an alarm if threatening 
event is recognized. 

0150. For mobile applications, the above systems and 
techniques may be used as an intelligent driver assistance 
system to monitor the driver and surround traffic. Driver 
attention and affect states can be estimated from the visual, 
audio, and thermo cues. The Surround analysis detects lane, 
other vehicles, pedestrians, road signs, and obstacles. Then 
high-level modules integrate these cues in a spatial-temporal 
way to recognize the current state of safety and warn the 
driver accordingly and take emergency procedures. Also 
other mobile applications may include navigable map on 
wearable computers, airplane navigation and assistance sys 
tem on taking-off and landing, ship Surveillance, and motive 
robotic platforms. 
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0151. Only a few implementations and examples are 
disclosed. However, it is understood that variations and 
enhancements may be made without departing from the 
spirit of and are intended to be encompassed by the follow 
ing claims. 
What is claimed is: 

1. A system, comprising: 
at least one video camera to capture warped panoramic 

video images of a scene and to produce a video stream; 
and 

a digital processor to receive and process said video 
stream, said digital processor comprising: 

a first processing module to unwrap said warped pan 
oramic video images to produce rectilinear video 
images of the scene, wherein said first processing 
module provides pan, tilt, and Zoom adjustments to 
allow for customized viewing of the scene, and 

a second processing module to detect and track a person’s 
head in the rectilinear video images and to extract video 
images in the person’s view from the rectilinear video 
images. 

2. The system as in claim 1, wherein said second pro 
cessing module performs an edge detection in the rectilinear 
Video images to extract features and an ellipse detection to 
extract possible head images. 

3. The system as in claim 1, wherein said second pro 
cessing module performs Kalman filtering to predict an 
orientation of and track motion of the person's head. 

4. The system as in claim 1, further comprising a mecha 
nism to produce a warning signal according to the orienta 
tion of the person's head. 

5. The system as in claim 1, wherein said digital process 
ing comprises a third processing module to process images 
of a face from streaming video images to for face recogni 
tion. 

6. The system as in claim 5, wherein said third processing 
module performs a single-frame Subspace feature analysis 
on the steaming video images to produce a sequence of 
classification results and a sequence of feature vectors and 
then processes said sequences separately to produce face 
recognition outputs. 

7. The system as in claim 6, wherein said third processing 
module is configured to apply a majority decision rule in 
processing the sequence of classification results. 

8. The system as in claim 6, wherein said third processing 
module is configured to apply a discrete hidden Markov 
model decision rule in processing the sequence of classifi 
cation results. 

9. The system as in claim 6, wherein said third processing 
module is configured to apply a continuous density hidden 
Markov model decision rule in processing the sequence of 
feature vectors. 

10. The system as in claim 1, further comprising a 
mechanism to measure a facial temperature pattern of a 
person. 

11. The system as in claim 1, further comprising a 
mechanism for performing a facial affect analysis on a 
person. 

12. The system as in claim 1, further comprising a 
mechanism for performing a speech affect analysis. 

13. The system as in claim 1, further comprising a 
plurality of video cameras to capture warped panoramic 
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Video images of the scene at different locations, wherein said 
digital processor processes signals from said plurality of 
Video cameras and said one video camera to detect and tract 
movement of an object in the scene. 

14. The system as in claim 13, wherein said digital 
processor performs shadow detection from each video signal 
from each video camera to segment the object from the 
SCCC. 

15. The system as in claim 14, wherein said digital 
processor performs a triangulation according to positions of 
the video cameras to produce horizontal positions x, y of the 
object and a height estimation algorithm to produce aver 
aged vertical position Z of the object. 

16. The system as in claim 15, wherein said digital 
processor registers a track of movement for the object 
according to X and y positions. 

17. The system as in claim 15, wherein the triangulation 
is performed by using an extended N-ocular algorithm. 

18. A system, comprising: 
at least one video camera to capture warped panoramic 

Video images of a scene and to produce a video stream; 
a video transmission mechanism to deliver said video 

stream to a plurality of video receivers, said video 
transmission mechanism comprising a video server 
which filters information in said video stream accord 
ing to security levels assigned to Video receivers to 
produce different filtered video streams to different 
video receivers; and 

a digital processor in each video receiver to independently 
process said video stream to unwrap said warped 
panoramic video images to produce rectilinear video 
images of the scene, said digital processor having a user 
graphic interface with pan, tilt, and Zoom adjustments 
to allow for customized viewing at each video receiver. 

19. The system as in claim 18, wherein said video servo 
includes a digital process to tracks a change in the scene and 
adjusts filtering in a filtered video stream according to the 
change in the scene. 

20. The system as in claim 18, wherein one video receiver 
includes a PDA. 

21. The system as in claim 18, wherein one video receiver 
includes a laptop computer. 

22. The system as in claim 18, wherein one video receiver 
includes a desktop computer. 

23. The system as in claim 18, where said video camera 
is an omni-directional video camera to capture a 360-degree 
view of the scene. 

24. The system as in claim 18, wherein said digital 
processor includes a video-based face recognition module 
which processes multiple images of a face from a video to 
perform face recognition. 

25. The system as in claim 18, wherein said digital 
processor includes a module that detects and tracks a per 
son’s head. 
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26. The system as in claim 25, wherein said module 
further detects a face orientation of the person. 

27. The system as in claim 26, wherein said module 
further extracts a video image in the person's view from the 
Video according to estimated face orientation. 

28. The system as in claim 18, wherein said digital 
processor includes a tracking module to detect and track a 
location of an object or a person in real time. 

29. The system as in claim 18, wherein said video 
transmission mechanism includes a wired communication 
link. 

30. The system as in claim 18, wherein said video 
transmission mechanism includes a wireless communication 
link. 

31. The system as in claim 18, wherein said video 
transmission mechanism includes a video server that 
removes selected image information from a video signal to 
send a modified video signal to a video receiver. 

32. A system, comprising: 

at least one video camera to capture warped panoramic 
video images of a scene and to produce a video stream; 
and 

a digital processor to receive and process said video 
stream, said digital processor comprising: 

a first processing module to unwrap said warped pan 
oramic video images to produce rectilinear video 
images of the scene, wherein said first processing 
module provides pan, tilt, and Zoom adjustments to 
allow for customized viewing of the scene, and 

a second processing module to extract a face from the 
streaming rectilinear video images and to perform face 
recognition on the extracted face. 

33. A system, comprising: 

at least one video camera to capture warped panoramic 
video images of a scene and to produce a video stream; 

a video transmission mechanism to deliver said video 
stream to a video receiver; and 

a digital processor in said video receiver to process said 
video stream to unwrap said warped panoramic video 
images to produce rectilinear video images of the 
Scene, 

wherein said digital processor includes a user graphic 
interface with pan, tilt, and Zoom adjustments to allow 
for customized viewing of the scene, and said digital 
processor is operable to Superimpose a customized 
video of the scene over a digital image. 

34. The system as in claim 33, wherein said digital image 
is a map of an area including the scene. 
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