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DECLARATION OF TANYA ZEIF

I am a Records Request Processor at the Internet Archive. I make this declaration
of my own personal knowledge.

The Internet Archive is a website that provides access to a digital library of Internet
sites and other cultural artifacts in digital form. Like a paper library, we provide
free access to researchers, historians, scholars, and the general public. The Internet
Archive has partnered with and receives support from various institutions,
including the Library of Congress.

The Internet Archive has created a service known as the Wayback Machine. The
Wayback Machine makes it possible to browse more than 450 billion pages stored
in the Internet Archive's web archive. Visitors to the Wayback Machine can search
archives by URL (i.e., a website address). If archived records for a URL are
available, the visitor will be presented with a display of available dates. The visitor
may select one of those dates, and begin browsing an archived version of the Web.
Links on archived files in the Wayback Machine point to other archived files
(whether HTML pages or other file types), if any are found for the URL indicated
by a given link. For instance, the Wayback Machine is designed such that when a
visitor clicks on a hyperlink on an archived page that points to another URL, the
visitor will be served the archived file found for the hyperlink’s URL with the
closest available date to the initial file containing the hyperlink.

The archived data made viewable and browseable by the Wayback Machine is
obtained by use of web archiving software that automatically stores copies of files
available via the Internet, each file preserved as it existed at a particular point in
time.

The Internet Archive assigns a URL on its site to the archived files in the format
http://web.archive.org/web/[ Year in yyyy][Month in mm][Day in dd][Time code in
hh:mm:ss]/[Archived URL] aka an “extended URL”. Thus, the extended URL
http://web.archive.org/web/19970126045828/http://www.archive.org/ would be the
URL for the record of the Internet Archive home page HTML file
(http://www.archive.org/) archived on January 26, 1997 at 4:58 a.m. and 28
seconds (1997/01/26 at 04:58:28). The date indicated by an extended URL applies
to a preserved instance of a file for a given URL, but not necessarily to any other
files linked therein. Thus, in the case of a page constituted by a primary HTML file
and other separate files (e.g., files with images, audio, multimedia, design elements,
or other embedded content) linked within that primary HTML file, the primary
HTML file and the other files will each have their own respective extended URLs
and may not have been archived on the same dates.
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6. Attached hereto as Exhibit B are true and accurate copies of the Internet Archive's
records of the archived files for the URLs and the dates specified in the attached
coversheet of each file.

7. 1declare under penalty of perjury under the laws of the United States of America
that the foregoing is true and correct.

DATE: March 25, 2025 %
nya”Zei
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EXHIBIT B
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https://web.archive.org/web/20191122024755/http:/www.southwiretools.com/tools /file.get.do?
file_id=3421
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SOllthWiI‘em TOOLS & EQUIPMENT

SIMpull* FISH TAPE

Versatile fish tape works great for filled or empty conduit: 4.5mm models up to 2
inch conduit and 3mm models up to 1 inch conduit

Two leader types: 360° swiveling flexible metal leader or a non-conductive glow-
in-the-dark leader

. Swiveling flexible metal leader easily glides through bends
. Non-conductive, glow-in-the-dark tip easily and safely pushes through
filled conduit

Faster, easier pulls: low friction design allows the tape to easily glide through the
conduit without binding at turns, joints, or couplings

Spiral extruded polymer reduces the amount of effort required to push or pull the
fish tape through EMT, IMC, Rigid, and PVC conduit

Polymer fish tape will not rust

Greater flexibility than fiberglass fish tapes, this fish tape will not break when
folded or leave uncomfortable splinters

BUILT FOR RELIABILITY.
BUILT FOR WORK."

©2018 Southwire Company, LLC. All rights reserved.
*Registered Trademark & ™Trademark of Southwire Company, LLC.

[E!I_IILT FOR DURAEILITY] 1-855-798-6657 | SOUTHWIRETOOLS.COM
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SOllthWiI‘em TOOLS & EQUIPMENT

FTSP45-125NCT FTSP45-75FML FTSP45-240FMLT

DIAMETER LENGTH TENSILE

MODEL # STOCK # DESCRIPTION (mm) (1) STRENGTH (Ibs.)
) FTSP45-75FML 59897040 SIMpull™ Fish Tape 4.5mm, Large Case 45 75 580
T::g:f (mtf)' FTSP45-125FML 59896940  SIMpull™ Fish Tape, Large Case 45 125 580
FTSP3-100FML 59897240  SIMpull™ Fish Tape, Large Case 3 100 355
FTSP45-75NCT 63029840 SIMpull™ Fish Tape, Large Case 45 75 380
Non-Conductive "
Tip (NCT) FTSP45-125NCT 63163740 SIMpull™ Fish Tape, Large Case 4.5 125 380
FTSP3-100NCT 59897240  SIMpull™ Fish Tape, Large Case 3 100 195
X 580 (FML)
FML & NCT FTSP45-240FMLT 63164740  SIMpull™ Fish Tape, Both Leader Types, Tube 4.5 240 380 (NCT)
MODEL # STOCK # DESCRIPTION DIAMETER (mm)
Replacement Kits FTSP4.5FML-LRKIT 64277640 SIMpull™ Replacement Leader Kit, 2x of each Leader Included 4.5
P FTSP3.0FML-LRKIT 64277940 SIMpull™ Replacement Leader Kit, 2x of each Leader Included 3

BUILT FOR DURABILITY. 1-855-798-6657 | SOUTHWIRETOOLS.COM

BUILT FOR RELIABILITY. ©2018 Southwire Company, LLC. Al rights reserved.
BUILT FOR WORK.." *Registered Trademark & ™Trademark of Southwire Company, LLC.
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https://web.archive.org/web/20160403170653/http:/www.kleintools.com/sites/all/product_asset
s/documents/brochures/klein/US_SplinterGuard_96208.pdf
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Pain-Free
Wire Pulling

Fish & Glow Rods

New Splinter Guard™
fiberglass fish and glow
rods from Klein Tools®
now include a proprietary
protective coating to
safeguard your hands from

splinters when wire pulling.

— ]
———

MADE IN USA
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MADE IN USA

Protective coating keeps hands
free of fiberglass splinters

Luminescent glow rods provide added
visibility in dark workspaces. Improved glow
shines 2X brighter and lasts 2X longer

Fish and Glow Rods

Thread sections together to customize the
length needed for your job - no tools needed

Splinter Guard allows you to work pain-free and glove-free. Maintain
complete dexterity whether installing wires above ceilings, in attics,
Sets include bullet nose and hook through walls, in crawl spaces, under carpets or raised floors.
attachments to attach and grab wires Available in a variety of flexibilities and lengths to meet any application.

Cat. No. UPC Code 0-92644+  Description Set Contains Overall Length  Diameter Weight Ibs (kg)
Fish Rods

56312 56312-6 12" Lo-Flex Fish Rod Set (3) 1/4" diameter 4' fish rods with bullet 12 (3.7 m) 1/4" (6.4 mm) 1.21bs. (0.54 kg)
nose and hook attachments

56324 56324-9 24" Lo-Flex Fish Rod Set (4) 174" diameter 6' fish rods with bullet ~ 24' (7.3 m) 1/4" (6.4 mm) 2.21bs. (1.0kg)
nose and hook attachments

56325 56325-6 25'Fish and Glow Rod Set ~ (5) 1/4"diameter 4'fish rods, (1) 316" 25' (7.6 m) 1/4"and 3/16"  1.71bs. (0.77 kg)
diameter 5' glow rod with bullet nose (6.4 and 5 mm)
and hook attachments

56304 56304-1 4' Lo-Flex Fish Rod 4'(1.2m) 1/4" (6.4 mm) 0.20 Ibs. (0.09 kg)
56306 56306-5 6' Lo-Flex Fish Rod 6'(1.8m) 1/4" (6.4 mm) 0.36 Ibs. (0.16 kg)
Glow Rods

56409 56409-3 9' Mid-Flex Glow Rod Set ~ (6) 3/16" diameter 18" glow rods with 9'(2.7m) 3/16" (5 mm) 0.51 Ibs. (0.23 kg)
bullet nose and hook attachments

56415 56415-4 15" Mid-Flex Glow Rod Set  (3) 3/16" diameter 5" glow rods with 15' (4.6 m) 3/16" (5 mm) 0.78 Ibs. (0.35 kg)
bullet nose and hook attachments

56418 56418-5 18" Hi-Flex Glow Rod Set ~ (3) 5/32" diameter 6 glow rods with 18" (5.5m) 5/32" (3mm) 0.84 Ibs. (0.38 kg)
bullet nose and hook attachments

56405 56405-5 5' Mid-Flex Glow Rod 5 (1.5m) 3/16" (5 mm) 0.18 Ibs. (0.08 kg)
56406 56406-2 6' Hi-Flex Glow Rod 6'(1.8m) 5/32" (3 mm) 0.20 Ibs. (0.09 kg)

See our complete line of Wire Pulling Products at & @ aﬂ}]
N

800-553-4676 © 2013 Klein Tools, Inc.

Lincolnshire, IL. 60069-1418
n Yoo ™ Printed in USA. 96208
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https://web.archive.org/web/20111028001456/http:/www.kleintools.com/sites/kleintools/files/i
nstructions/ 13904 1-Inst-FlatSteel-SSFishTap.pdf
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KLEIN TOOLS.

For Professionals...Since 1857™

Instructions for the Proper Use and Care of
Klein Flat Steel Fish Tapes and Winder Reels

These instructions apply to Klein flat steel
fish tapes in 50', 100" and 200 lengths
encased in winder reels.

AWARNING: Save these instructions.
Fish tapes and winder reels must not be
used without first reading, understanding and
following instructions for the proper use,
inspection and maintenance procedures.
Failure to read, understand and follow all
instructions may result in injury or death.

AWARNING: Use approved eye protection
when feeding, pulling or rewinding fish tape.

AWARNING: Do NOT use any fish tape
on or near live circuits. Use extreme caution
when working near any electrical equipment.

AWARNING: Use a safe work position to
avoid loss of balance when using fish tape.

Reinforcing ribs molded

\

into the handle

Plenty of room
for a gloved hand

Flat-steel handle /

is black for easy
identification

Klein Flat-Steel Fish Tapes with Reel

AWARNING: Never remove screws while
fish tape is coiled inside reel.

Cat. Tape Reel

No. Length Diameter
50206 50'(15.2m) 12" (305 mm)
50211 100' (30.5m) 12" (305 mm)
50221 200’ (61 m) 12" (305 mm)
Replacement Flat-Steel Fish Tapes
(wit reel)

Cat. No. Tape Length

50305 50" (15.2 m)

50310 100’ (30.5 m)

50320 200’ (61 m)

How to Use a Klein Flat Steel Fish Tape

Read all warning labels and instructional
« materials provided with Klein flat steel fish
tapes. They provide important information on
care and use. Keep all labels and instructional
material for future reference.

When pulling through conduit which
« contains any other wires, be certain that
power to those wires has been turned off or
disconnected.

To feed a conduit run, hold the winder
« handle with one hand, pulling tape from
the reel with the other hand. We recommend
using a wire-pulling lubricant to reduce friction
on the wire, especially in long or multiple bend
runs. We suggest Klein Wire-Pulling Lubricant.

Be sure the fish tape being fed into the
= conduit is free of kinks or bends.

When your fish tape has been pushed out
« to the pulling point, your wire or pull line
should be securely fastened to the fish tape as
shown in Fig. 1 or Fig. 2. The connection can
then be wrapped with plastic tape, if you wish,
to help prevent it from kinking or pulling open.

Fig. 1 — Fastened to flat steel tape end

Fig. 2 — Fastened to Klein fish-tape leader.

Before pulling wire through, protect yourself
=and others by clearing away hazardous
obstructions in case something lets loose and
upsets your balance while you are pulling.

Inspection and Maintenance Procedures

Before each use, examine reel: (a) to be
« sure the four assembly screws are securely
in place, (b) that handle is not cracked or broken,
and (c) that the reel rotates smoothly under the
handle and functions properly.

Fig. 1

Check the fish-tape leader (if used) for
« excessive wear, distortion, cracks or nicks
that could result in breakage under pulling forces.
Check attachment point of leader to fish tape to
ensure connection is completely firm and strong.

W

L

Periodically check the fish tape for nicks,

« corrosion or other damage that could
cause breakage under pulling forces. If the tape
and/or the reel becomes dirty or accumulates
wire-pulling lubricant, clean with mild detergent
and warm water. Avoid harsh chemical agents
such as degreasing compounds, turpentine, paint
thinner, gasoline and other solvents. Wipe tape
dry before storing to avoid rust buildup.

Fig. 3

To reform the pulling loop at the end of the
«flat-steel tape: (a) Heat the tape end to a

W

3\ eS|
~

Fig. 2

dull red color with a torch, holding tape with
pliers to protect your hands from the hot tape.

Comfortable,
slip-resistant

/ gripping
surface

Enlarged
guide slot for
fast, smooth
dispensing

Viewports
let you see
remaining
tape

Stand in a safe area while pulling. Do not force
a pull that has become hung up. It is best to
remove the wire, clear any kinks or obstructions
and, if necessary, use additional lubricant.

To pull cable or wire through the conduit,

« either use your hands (with proper protec-
tion), Klein Pliers with Fish Tape Pulling Grip
(Cat. No. D213-9NETP), or the Klein Grip-It™
Fish Tape Puller (Cat. No. 50355). Do not pull
fish tape with powered pulling equipment,
which could damage or break the tape or
cause injury to yourself or others.

Rewind the tape by holding the handle firmly
« With one hand while rotating the reel. Always
store your fish tape in its reel when not in use.
This not only protects the tape, but decreases the
chances of it being tripped over or accidentally
coming in contact with live electrical circuits.

(b) With the tape red hot, bend the end over
1/2" with another pair of pliers. (c) While tape is
still red hot, bend the end over again 1-1/2" to
create a double loop, as shown below.

\

AWARNING: Never form the pulling loop
into a single loop (that is, into the shape of a
fish hook) or create some sharp edge that
could cause the fish tape to catch on other
objects or cut into the insulation of surrounding
wires. The pulling loop should only be formed
into a double loop as shown in Fig. 4.
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How to Replace Flat Steel Fish Tape in Klein Winder Reel

WARNING: Before disassembling your
« Klein Winder Reel, pull all old fish tape
out of the reel as far as it will go. NEVER
REMOVE SCREWS WHILE FISH TAPE IS
COILED IN THE REEL. RAPID UNCOILING
MAY CAUSE INJURY.

Fig. 1 A
D~ 2

This adhesive tape is provided to keep the
spring-steel tape coiled and under tension
during replacement. It will break automatically
when fish tape is unwound from the reel after
it is completely reassembled. The pieces of
adhesive tape that remain in the reel will not
interfere with fish-tape performance.

Locate the special anchor screw hole
« (F in Fig. 3) which is located on the end
of the case where the warnings are imprinted.
Insert a screw through this hole and lay the
replacement tape inside the reel with the
anchoring loop (C in Fig. 1) over the screw as
shown in Fig. 3 (see enlarged inset view).

NOTE: Make sure the handle (E in Fig. 3) is
PROPERLY ALIGNED IN THE GROOVE at
the outside edge of the reel. Klein Cinch®
Dark Blue™ Silicone Lubricant can be placed
in groove area of the case to reduce friction
during use.

After all fish tape has been pulled out,

=remove all four screws and nuts, and open
the reel halves. To remove the old fish tape
from the winder handle, simply slide tape out of
open slot in handle. (Note: If your fish tape
has a Klein leader attached, be sure to
remove it for reuse on your new fish tape.
See removal and installation instructions
on this sheet.)

3 WARNING: Remove only the wire ties
« (A in Fig. 1) from the replacement fish
tape as shown in Fig. 2. DO NOT REMOVE
THE ADHESIVE TAPE (B in Fig. 1).

To get the pre-formed pulling loop (D in

« Fig. 3) of the new fish tape through the

handle (E in Fig. 3), place edge of fish tape in
open slot in handle.

Fig. 3 D

6 R the reel halves, making sure
« the imprinted Klein Tools names on each
half are in alignment. Then replace the remain-
ing three screws and tighten all four nuts as
shown in Fig. 4. IMPORTANT: Before initial
use of tape, pull out 4'-6' of tape by hand
(DO NOT HOLD HANDLE) to break the
adhesive tape described in Step 3.

How to Attach a Klein Fish-Tape Leader or Klein Fish-Tape Ball

Fish-Tape Leader

Fish-Tape Ball @

WARNING: Wear approved eye
= protection.

Cut or break off formed pulling loop at end
« of flat steel tape (Fig. 1). (If your tape has
an old Klein fish-tape leader on it, unscrew
tapered fitting at bottom of leader as shown in
Fig. 2. Push tape out of fitting, cut or break off
bent end of tape and remove fitting.)

Fig. 1 /N |Fig.2

ST \vs

To remove an old fish-tape ball,
unscrew head from base of fish-
tape ball, as shown at right).

w=)

To Reassemble Fish-Tape Leader: When
«tape has cooled, turn tapered fitting onto
exposed threads of leader (Fig. 6). Be sure leader
turns freely on tape end (if not, see Step 5).

3 Unscrew tapered Fig. 3

«fitting and push
tape end through
opening (Fig. 3).

-

—=—

Heat tape end to -

=a dull red color Fig. 4

with a torch, holding

tape with pliers to //
protect your hands

from hot tape (Fig. 4).

)]

While tape is red hot, bend the end over

« 3/16" with another pair of pliers (Fig. 5).
When tape has cooled, be sure bent end of tape
turns freely inside the tapered fitting. This permits
the leader/ball to rotate -
without kinking or bend- Fig. 5

ing. Reheat and reform
the bend if the fitting )
does not rotate freely.

How to Replace a Klein Fish-Tape Handle

WARNING: Before disassembling your
« Klein Winder Reel, pull all fish tape out
of the reel as far as it will go. NEVER
REMOVE SCREWS WHILE FISH TAPE IS
COILED IN THE REEL. RAPID UNCOILING
MAY CAUSE INJURY.

Fig. 1

After tape is pulled out as far as it will go,
«remove all screws and nuts except for the
anchor screw, which is located on the end of

Cautions

The use of fish tapes and fish-tape reels without
the proper instructional materials and training
could result in serious injury or death.

Klein Tools will supply additional copies of
instructional materials and warning tags, or
will answer questions on any piece of Klein
equipment, free of charge. Call Klein Tools, Inc.
at 1-800-553-4676.

the case where the warnings are imprinted.
(Leaving one end of the fish tape on the anchor
screw will simplify reassembly.) Then open the
reel halves and remove the old handle.

Align the new handle in the groove at the
= outside edge of the reel. Make sure the
inner strap or web (B in Fig. 1) is PROPERLY
ALIGNED IN THE GROOVE .

Apply lubricant in the groove area of the
= case. We suggest Klein Cinch® Dark Blue™
Silicone Lubricant (silicone lubricant is long-
lasting, and it helps preserve the plastic parts).

Make sure fish tape is looped over the
=anchor screw. If not, place fish tape
anchoring loop over the anchor screw before
reassembling the case (the hole for the anchor

* Read, understand and follow all instructions
and cautions attached to and/or packed with
each fish tape before use.

* Employer — instruct employee as to proper
use and warnings before use of equipment.

* Only use a fish tape reel for the specific pur-
pose for which it was designed and intended.

T
——

7 To Reassemble Fish-Tape Ball: When tape
«has cooled, pull bent end of tape into base,
and replace head of fish-tape ball. Firmly tighten
to ensure two sections are secure (Fig. 7).

(=) );; ’

screw is located on the end of the case where
the warnings are imprinted). Make sure the fish
tape sits in the exit slot in the handle (A in Fig. 1).

Reassemble the reel halves, making sure
«the imprinted Klein Tools names and imprint-

ed warnings on each half are properly aligned.

Replace and tighten all four screws and nuts.

Holding the handle firmly, reel in all
« uncoiled fish tape with free hand. If
handle is hard to move, first ensure that fish
tape is assembled properly. If action is stiff
after checking for proper assembly, additional
lubricant may be added to reduce friction.

To order replacement fish-tape handles, see

the Klein Replacement Parts Price List or call
Customer Service at 1-800-553-4676.

KLEIN TOOLS.

For Professionals... Since 1857™

Klein Tools, Inc.
7200 McCormick Blvd., PO. Box 599033
Chicago, IL 60659-9033

© 1998 Klein Tools, Inc. Printed in U.S.A. 139012

Milwaukee Electric Tool Corporation
Ex-1010
Page 12 of 15



https://web.archive.org/web/20180719003905/http: /www.southwiretools.com/tools /file.get.do?
file_id=120
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GLOW IN THE DARK FISH STICKS

Make fishing through walls or over ceilings easier with our Glow in the Dark Fish Sticks.

GLOW IN THE DARK
Luminescent fiberglass rods glows in the dark
and recharge in most available light sources

VERSATILE
Individual sections easily screw
together to form single rod

FLEXIBLE
Highly flexible rods reduce
splintering and cracking

ADD ATTACHMENTS
Includes bullet nose with eyelet and
hook attachments

BUILT FOR DURABILITY.
BUILT FOR RELIABILITY.
BUILT FOR WORK.

Ssouthwire”

1-855-SWTOOLS |
TOOLS & EQUIPMENT (855-798-6657) Southwiretools.com

hwire Company. LLE
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GLOW IN THE DARK FISH STICKS

Features & Benefits

8 Ft. /12 Ft. / 15 Ft. Fish Stick
Luminescent fiberglass rods glows in the dark and recharge in most available light sources
3/16" Flexible Rods reduce splintering and cracking

Includes bullet nose with eyelet and hook attachments

- = EEEEE - Rl >

Specifications
MODEL # | STOCK # | DESCRIPTION ASSEMBLED | WIDTH | DEPTH | WEIGHT | MATERIAL | GLOW IN THE DARK
HEIGHT
FS8 582795 | Fish Stick Glow In Dark 8' 96" 0.19" 0.19" 80z Fiberglass Yes
FS12 582794 | Fish Stick Glow In Dark 12' 144" 0.19" 0.19" 1390z | Fiberglass Yes
FS15 582793 | Fish Stick Glow In Dark 15' 180" 0.19" 0.19" | 13.30z | Fiberglass Yes

BUILT FOR DURABILITY. E !E
Y BUILT FOR RELIABILITY.
Southwire”
.

1-855-SWTOOLS
TOOLS & EQUIPMENT (855-798-6657) Southwiretools.com

©2015 Southwire Company, LLC. Al rights reserved. Trademark of Southwire Company, LLT.
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