2\ UNITED STATES PATENT AND TRADEMARK OFFICE
UNITED STATES DEPARTMENT OF COMMERCE

United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS
P.O. Box 1450
Alexandria, Virginia 22313-1450
oV

www.uspto.g
| APPLICATION NUMBER FILING OR 371(C) DATE FIRST NAMED APPLICANT | ATTY. DOCKET NO./TITLE |
17/236,001 04/21/2021 Alireza Babaei 2019-002Ut2
CONFIRMATION NO. 3511
148908 POWER OF ATTORNEY NOTICE

T i

4525 Gilbertson Road
Fairfax, VA 22032
Date Mailed: 02/27/2025

NOTICE REGARDING CHANGE OF POWER OF ATTORNEY

This is in response to the Power of Attorney filed 02/06/2025.

+ The Power of Attorney to you in this application has been revoked by the assignee who has intervened as
provided by 37 CFR 3.71. Future correspondence will be mailed to the new address of record(37 CFR 1.33).

Questions about the contents of this notice and the
requirements it sets forth should be directed to the Office
of Data Management, Application Assistance Unit, at
(571) 272-4000 or (571) 272-4200 or 1-888-786-0101.
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2\ UNITED STATES PATENT AND TRADEMARK OFFICE
UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office

Address: COMMISSIONER FOR PATENTS
P.0O. Box 1450
Alexandria, Virginia 22313-1450
oV

www.uspto.g
| APPLICATION NUMBER FILING OR 371(C) DATE FIRST NAMED APPLICANT | ATTY. DOCKET NO./TITLE |
17/236,001 04/21/2021 Alireza Babaei Z1.0205-0001
CONFIRMATION NO. 3511
155075 POA ACCEPTANCE LETTER

e

51 JFK Parkway
1st Floor West
Short Hills, NJ 07078

Date Mailed: 02/27/2025

NOTICE OF ACCEPTANCE OF POWER OF ATTORNEY

This is in response to the Power of Attorney filed 02/06/2025.

The Power of Attorney in this application is accepted. Correspondence in this application will be mailed to the
above address as provided by 37 CFR 1.33.

Questions about the contents of this notice and the
requirements it sets forth should be directed to the Office
of Data Management, Application Assistance Unit, at
(571) 272-4000 or (571) 272-4200 or 1-888-786-0101.

/ttran/
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P.O. Box 1450
& LRITED STATES Alexandria, Virginia 22313-1450

PRVENT AND TRADEMARE OFFE WwWw.uspto.gov

ACKNOWLEDGEMENT OF LOSS OF ENTITLEMENT TO ENTITY STATUS DISCOUNT

APPLICATION # FILING OR 371(C) DATE ~ FIRST NAMED APPLICANT ATTORNEY DOCKET # REQUEST ID
17/236,001 04/21/2021 Alireza Babaei 71.0205-0001 362079

The entity status change request below filed through Patent Center on 02/27/2025 has been accepted.

I certify, in accordance with 37 CFR 1.4(d)(4), that [ am one of the signatories making the entity status change.

Signature Name Registration #

/lialin Zhong/ Jialin Zhong 62937
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UNITED STATES VA Do 1450
PATENT AND TRADEMARK OFFICE Ao, N robio gov
ELECTRONIC ACKNOWLEDGEMENT RECEIPT
APPLICATION # RECEIPT DATE / TIME ATTORNEY DOCKET #
17/236,001 02/06/2025 08:11:12 PM Z ET 2019-002Ut2
Title of Invention
WIRELESS DEVICE FEEDBACK FOR SEMI-PERSISTENT SCHEDULING RELEASE
Application Information
APPLICATION TYPE  Utility - Nonprovisional Application PATENT # 11108639
under 35 USC 111(a)
CONFIRMATION # 3511 FILED BY  Jialin Zhong
PATENT CENTER # 69086956 FILING DATE 04/21/2021
CUSTOMER # 148908 FIRST NAMED  Alireza Babaei
INVENTOR
CORRESPONDENCE - AUTHORIZED BY
ADDRESS
Documents TOTAL DOCUMENTS: 3
SIZE
DOCUMENT PAGES DESCRIPTION (KB)
11108639_373c.pdf 3 Assignee showing of 219 KB
- ' ownership per 37 CFR 3.73
POA Transmittal
11108639.pdf 1 Power of Attorney 178 KB
POA82B_Apex - signed by
DS.pdf 2 Power of Attorney 463 KB
Digest
DOCUMENT MESSAGE DIGEST(SHA-512)
C2F2E316E005003E6B6F09D5AFF576BB8DAGE44E617E7F8B

11108639_373c.pdf CD6BFAA7FDBF22691F25EEE825CC3CF77D32E9C40D613B4



Page 2 of 2
B4E4CB5CA480CEF31E06B252FF40D0ASE

7187402E0D740992B4397B44EBB5337762F6850FFSEEC2A235
POA Transmittal 11108639.pdf E21CD9C009BBB65461F3C0B286E770CFC49C4D0DC4C9E537
85F46CAA87A6FOD56EBFOE159F7EF1

F4344B35AB8B42661D678EB77DA4A37545214447E299517C04
13E048EC87ABE27CAC1B0A459F1FB1FBD7230D05EE4713D6
A06F8D2B997B02110C495143B113C1

POA82B_Apex - signed by
DS.pdf

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, characterized
by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a Post Card, as
described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for filing date (see 37 CFR 1.53(b)-(d)
and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this Acknowledgement
Receipt will establish the filing date of the application

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 U.S.C.
371 and other applicable requirements a Form PCT/DO/EQ/903 indicating acceptance of the application as a national stage
submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for an
international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number and of the
International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning national security,
and the date shown on this Acknowledgement Receipt will establish the international filing date of the application.



PTO/AIA/96 (08-12)

Approved for use through 01/31/2013. OMB 0651-0031

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number.

STATEMENT UNDER 37 CFR 3.73(c)
ApplicantPatent Owner: APEX BEAM TECHNOLOGIES LLC

Application No./Patent No.: 11108639 Filed/Issue Date: 08/31/2021
Tiled: WIRELESS DEVICE FEEDBACK FOR SEMI-PERSISTENT SCHEDULING RELEASE
APEX BEAM TECHNOLOGIES LLC  , Limited Liability Company

{(Name of Assignee) (Type of Assignee, e.g., corporation, partnership, university, government agency, etc.)

states that, for the patent application/patent identified above, it is (choose one of options 1, 2, 3 or 4 below):
1. @ The assignee of the entire right, title, and interest.

2. |:| An assignee of less than the entire right, title, and interest (check applicable box):

|_| The extent (by percentage) of its ownership interest is %. Additional Statement(s) by the owners
holding the balance of the interest must be submitted to account for 100% of the ownership interest.

D There are unspecified percentages of ownership. The other parties, including inventors, who together own the entire
right, title and interest are:

Additional Statement(s) by the owner(s) holding the balance of the interest must be submitted to account for the entire
right, title, and interest.

3. |:| The assignee of an undivided interest in the entirety (a complete assignment from one of the joint inventors was made).
The other parties, including inventors, who together own the entire right, title, and interest are:

Additional Statement(s) by the owner(s) holding the balance of the interest must be submitted to account for the entire
right, title, and interest.

4. |:| The recipient, via a court proceeding or the like (e.g., bankruptcy, probate), of an undivided interest in the entirety (a
complete transfer of ownership interest was made). The certified document(s) showing the transfer is attached.

The interest identified in option 1, 2 or 3 above (not option 4) is evidenced by either (choose one of options A or B below):

A. |:| An assignment from the inventor(s) of the patent application/patent identified above. The assignment was recorded in
the United States Patent and Trademark Office at Reel , Frame , or for which a copy
thereof is attached.

B. |ZJ A chain of title from the inventor(s), of the patent application/patent identified above, to the current assignee as follows:

1 From: BABAEI, ALIREZA 7o: PANPSY TECHNOLOGIES, LLC
The document was recorded in the United States Patent and Trademark Office at
Reel 056437 , Frame 0549 , or for which a copy thereof is attached.

5 From: PANPSY TECHNOLOGIES, LLC To. APEX BEAM TECHNOLOGIES LLC

The document was recorded in the United States Patent and Trademark Office at
Reel 066208 , Frame 0879 , or for which a copy thereof is attached.

[Page 1 of 2]
This collection of information is required by 37 CFR 3.73(b). The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to
process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 12 minutes to complete, including
gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount
of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark
Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND
TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

If you need assistance in completing the form, call 1-800-PT0O-9199 and select option 2.



PTO/AIA/96 (08-12)

Approved for use through 01/31/2013. OMB 0651-0031

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number.

STATEMENT UNDER 37 CFR 3.73(c)

3. From: To:

The document was recorded in the United States Patent and Trademark Office at

Reel , Frame , or for which a copy thereof is attached.
4. From: To:

The document was recorded in the United States Patent and Trademark Office at

Reel , Frame , or for which a copy thereof is attached.
5. From: To:

The document was recorded in the United States Patent and Trademark Office at

Reel , Frame , or for which a copy thereof is attached.
6. From: To:

The document was recorded in the United States Patent and Trademark Office at

Reel , Frame , or for which a copy thereof is attached.

D Additional documents in the chain of title are listed on a supplemental sheet(s).

@ As required by 37 CFR 3.73(c)(1)(i), the documentary evidence of the chain of title from the original owner to the
assignee was, or concurrently is being, submitted for recordation pursuant to 37 CFR 3.11.

[NOTE: A separate copy (i.e., a true copy of the original assignment document(s)} must be submitted to Assignment
Division in accordance with 37 CFR Part 3, to record the assignment in the records of the USPTO. See MPEP 302.08]

The undersigned (whose title is supplied below) is authorized to act on behalf of the assignee.

Jialin Zhong/ 2025-02-06

Signature Date

Jialin Zhong 62,937

Printed or Typed Name Title or Registration Number

[Page 2 of 2]




Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the
requirements of the Act, please be advised that: (1) the general authority for the collection of this information is 35
U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the
information is used by the U.S. Patent and Trademark Office is to process and/or examine your submission related
to a patent application or patent. If you do not furnish the requested information, the U.S. Patent and Trademark
Office may not be able to process and/or examine your submission, which may result in termination of proceedings
or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records
may be disclosed to the Department of Justice to determine whether disclosure of these records is
required by the Freedom of Information Act.

A record from this system of records may be disclosed, as a routine use, in the course of presenting
evidence to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the
course of settlement negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress
submitting a request involving an individual, to whom the record pertains, when the individual has
requested assistance from the Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency
having need for the information in order to perform a contract. Recipients of information shall be required
to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).
A record related to an International Application filed under the Patent Cooperation Treaty in this system of
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property
Organization, pursuant to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for
purposes of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act
(42 U.S.C. 218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General
Services, or his/her designee, during an inspection of records conducted by GSA as part of that agency’s
responsibility to recommend improvements in records management practices and programs, under
authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA
regulations governing inspection of records for this purpose, and any other relevant (i.e., GSA or
Commerce) directive. Such disclosure shall not be used to make determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either
publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C.
151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the
public if the record was filed in an application which became abandoned or in which the proceedings were
terminated and which application is referenced by either a published application, an application open to
public inspection or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.



Doc Code: PA..

L PTO/AIA/B2B (07-13)
Document Description: Power of Attorney Approved for use through 01/31/2018. OMB 0651-0035

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number

POWER OF ATTORNEY BY APPLICANT

| hereby revoke all previous powers of attorney given in the application identified in either the attached transmittal letter or
the boxes below.

Application Number Filing Date

(Note: The boxes above may be left blank if information is provided on form PTO/AIA/82A.)

| hereby appoint the Patent Practitioner(s) associated with the following Customer Number as my/our attorney(s) or agent(s), and

to transact all business in the United States Patent and Trademark Office connected therewith for the application referenced in
the attached transmittal letter (form PTO/AIA/82A) or identified above:

OR 155075

|:| | hereby appoint Practitioner(s) named in the attached list (form PTO/AIA/82C) as my/our attorney(s) or agent(s), and to transact
all business in the United States Patent and Trademark Office connected therewith for the patent application referenced in the
attached transmittal letter (form PTO/AIA/82A) or identified above. (Note: Complete form PTO/AIA/82C.)

Please recognize or change the correspondence address for the application identified in the attached transmittal
letter or the boxes above to:

The address associated with the above-mentioned Customer Number
OR

|:| The address associated with Customer Number:
OR

|:| Firm or
Individual Name

Address

City | state | Zip
Country

Telephone | Email |

| am the Applicant (if the Applicant is a juristic entity, list the Applicant name in the box):

APEX BEAM TECHNOLOGIES LLC

I:l Inventor or Joint Inventor (title not required below)

|:| Legal Representative of a Deceased or Legally Incapacitated Inventor (title not required below)
Assignee or Person to Whom the Inventor is Under an Obligation to Assign (provide signer’s title if applicant is a juristic entity)

|:| Person Who Otherwise Shows Sufficient Proprietary Interest (e.g., a petition under 37 CFR 1.46(b)(2) was granted in the
application or is concurrently being filed with this document) (provide signer’s title if applicant is a juristic entity)

SIGNATURE of Applicant for Patent

The undersigned (whose title is supplied below) is authorized to act on behalf of the applicant (e.g., where the applicant is a juristic entity).

Signature gy S0 | Date (Optional) | 11/10/2021
Name Deepak Sharma veets
Title Managing Director

NOTE: Signature - This form must be signed by the applicant in accordance with 37 CFR 1.33. See 37 CFR 1.4 for signature requirements
and certifications. If more than one applicant, use multiple forms.

Total of 1 forms are submitted.

This collection of information is required by 37 CFR 1.131, 1.32, and 1.33. The information is required to obtain or retain a benefit by the public which is to file (and by the
USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 3 minutes to complete,
including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount
of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S.
Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner
for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

If you need assistance in completing the form, call 1-800-PTO-9199 and select option 2.




Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in
connection with your submission of the attached form related to a patent application or patent.
Accordingly, pursuant to the requirements of the Act, please be advised that: (1) the general
authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the
information solicited is voluntary; and (3) the principal purpose for which the information is used
by the U.S. Patent and Trademark Office is to process and/or examine your submission related
to a patent application or patent. If you do not furnish the requested information, the U.S. Patent
and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the
patent.

The information provided by you in this form will be subject to the following routine uses:

1. The information on this form will be treated confidentially to the extent allowed under the
Freedom of Information Act (5 U.S.C. 552) and the Privacy Act (56 U.S.C. 552a). Records
from this system of records may be disclosed to the Department of Justice to determine
whether the Freedom of Information Act requires disclosure of these records.

2. Arecord from this system of records may be disclosed, as a routine use, in the course of
presenting evidence to a court, magistrate, or administrative tribunal, including
disclosures to opposing counsel in the course of settlement negotiations.

3. Arecord in this system of records may be disclosed, as a routine use, to a Member of
Congress submitting a request involving an individual, to whom the record pertains,
when the individual has requested assistance from the Member with respect to the
subject matter of the record.

4. A record in this system of records may be disclosed, as a routine use, to a contractor of
the Agency having need for the information in order to perform a contract. Recipients of
information shall be required to comply with the requirements of the Privacy Act of 1974,
as amended, pursuant to 5 U.S.C. 552a(m).

5. Arecord related to an International Application filed under the Patent Cooperation Treaty
in this system of records may be disclosed, as a routine use, to the International Bureau
of the World Intellectual Property Organization, pursuant to the Patent Cooperation
Treaty.

6. A record in this system of records may be disclosed, as a routine use, to another federal
agency for purposes of National Security review (35 U.S.C. 181) and for review pursuant
to the Atomic Energy Act (42 U.S.C. 218(c)).

7. Arecord from this system of records may be disclosed, as a routine use, to the
Administrator, General Services, or his/her designee, during an inspection of records
conducted by GSA as part of that agency's responsibility to recommend improvements in
records management practices and programs, under authority of 44 U.S.C. 2904 and
2906. Such disclosure shall be made in accordance with the GSA regulations governing
inspection of records for this purpose, and any other relevant (i.e., GSA or Commerce)
directive. Such disclosure shall not be used to make determinations about individuals.

8. A record from this system of records may be disclosed, as a routine use, to the public
after either publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a
patent pursuant to 35 U.S.C. 151. Further, a record may be disclosed, subject to the
limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in an
application which became abandoned or in which the proceedings were terminated and
which application is referenced by either a published application, an application open to
public inspections or an issued patent.

9. A record from this system of records may be disclosed, as a routine use, to a Federal,
State, or local law enforcement agency, if the USPTO becomes aware of a violation or
potential violation of law or regulation.
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Doc Code: PA..
Document Description: Power of Attorney

PTO/AIA/82A (07-13)

Approved for use through 01/31/2018. OMB 0651-0035

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number.

TRANSMITTAL FOR POWER OF ATTORNEY TO ONE OR MORE

REGISTERED PRACTITIONERS

NOTE: This form is to be submitted with the Power of Attorney by Applicant form (PTO/AIA/82B) to identify the application to which the
Power of Attorney is directed, in accordance with 37 CFR 1.5, unless the application number and filing date are identified in the Power of
Attorney by Applicant form. If neither form PTO/AIA/82A nor form PTO/AIA82B identifies the application to which the Power of Attorney is

directed, the Power of Attorney will not be recognized in the application.

Application Number 17/236,001

Filing Date 08/31/2021

Ali B i
First Named Inventor ireza Babaei

Title WIRELESS DEVICE FEEDBACK FOR SEMI-PERSISTENT SCHEDULING
RELEASE

Art Unit 2413

Examiner Name HANH N NGUYEN

Attorney Docket Number |ZL0205-0001

SIGNATURE of Applicant or Patent Practitioner

Signature dJialin Zhong/

Date (Optional)

February 6, 2025

Name Jialin Zhong

Registration
Number

62,937

Title (if Applicantis a |Attorney of Record
juristic entity)

Applicant Name (if Applicant is a juristic entity)

more than one applicant, use multiple forms.

NOTE: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4(d) for signature requirements and certifications. If

*Total of 1 forms are submitted.

This collection of information is required by 37 CFR 1.131, 1.32, and 1.33. The information is required to obtain or retain a benefit by
the public which is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR
1.11 and 1.14. This collection is estimated to take 3 minutes to complete, including gathering, preparing, and submitting the completed
application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you require
to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

If you need assistance in completing the form, call 1-800-PT0-9199 and select option 2.
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Case 2:24-cv-00203 Document 2 Filed 03/20/24 Page 1 of 3 PagelD #: 194

AO 120 (Rev. 08/10)

TO: Mail Stop 8 REPORT ON THE
) Director of the U.S. Patent and Trademark Office FILING OR DETERMINATION OF AN
P.O. Box 1450 ACTION REGARDING A PATENT OR
Alexandria, VA 22313-1450 TRADEMARK

In Compliance with 35 U.S.C. § 290 and/or 15 U.S.C. § 1116 you are hereby advised that a court action has been
filed in the U.S. District Court for the Eastern District of Texas, Marshall Division on the following

[0 Trademarks or [ Patents. ( [ the patent action involves 35 U.S.C. § 292.):

DOCKET NO. DATE FILED U.S. DISTRICT COURT

2:24-cv-00203 3/20/2024 for the Eastern District of Texas, Marshall Division
PLAINTIFF DEFENDANT
APEX BEAM TECHNOLOGIES LL.C SAMSUNG ELECTRONICS CO., LTD. and

SAMSUNG ELECTRONICS AMERICA, INC.

TR Ao, A DIAMARK HOLDER OF PATENT OR TRADEMARK
1 11,063,727 711312021 Apex Beam Technologies LLC
2 11,374,721 6/28/2022 Apex Beam Technologies LLC
3 11,457 426 9/27/2022 Apex Beam Technclogies LLC
4 11,546,110 1/3/2023 Apex Beam Technologies LLC
5 11,626,904 4/11/2023 Apex Beam Technologies LLC

In the above—entitled case, the following patent(s)/ trademark(s) have been inctuded:

DATE INCLUDED INCLUDED BY
[0 Amendment [] Answer [J Cross Bill [0 Other Pleading
m:gémTR?(RN 0. %J;T'?RTDI;E?IESE HOLDER OF PATENT OR TRADEMARK

1

2

3

4

5

In the above—entitled case, the following decision has been rendered or judgement issued:

DECISION/JUDGEMENT

CLERK (BY) DEPUTY CLERK DATE

Copy 1—Upon initiation of action, mail this copy to Director Copy 3—Upon termination of action, mail this copy to Director
Copy 2—Upon filing document adding patent(s), mail this copy to Director Copy 4—Case file copy

Page 1 of 3
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Case 2:24-cv-00203 Document 2 Filed 03/20/24 Page 2 of 3 PagelD #: 195

AO 120 (Rev. 08/10)

TO: Mail Stop 8 REPORT ON THE
' Director of the U.S. Patent and Trademark Office FILING OR DETERMINATION OF AN
P.O. Box 1450 ACTION REGARDING A PATENT OR
Alexandria, VA 22313-1450 TRADEMARK
Tn Compliance with 35 U.S.C. § 290 and/or [5 U.S.C. § 1116 you are hereby advised that a court action has been
filed in the U.S. District Court for the Eastern District of Texas, Marshall Division on the following
[ Trademarks or M Patents. { [] the patent action involves 35 U.S.C. § 292.):
DOCKET NO. DATE FILED U.S. DISTRICT COURT
2:24-cv-00203 3/20/2024 for the Eastern District of Texas, Marshall Division

PLAINTIFF DEFENDANT

APEX BEAM TECHNOLOGIES LLC SAMSUNG ELECTRONICS CO., LTD. and

SAMSUNG ELECTRONICS AMERICA, INC.
PATENT OR DATE OF PATENT
TRADEMARK NO. OR TRADEMARK HOLDER OF PATENT OR TRADEMARK

1 11,917,581 212712024 Apex Beam Technologies LLC

2 10,965,434 3/30/2021 Apex Beam Technologies LLC

3 11,139,944 10/5/2021 Apex Beam Technologies LLC

4 11,108,639 8/31/2021 Apex Beam Technologies LLC

5 10,986,695 4/20/2021 Apex Beam Technologies LLC

[n the above—entitled casc, the following patent(s)/ trademark(s) have been included:
DATE INCLUDED INCLUDED BY
] Amendment [ Answer O Cross Biil {1 Other Pleading
PATENT OR DATE OQF PATENT
TRADEMARK NO. OR TRADEMARK HOLDER OF PATENT OR TRADEMARK

1

2

3

4

5

In the above—entitled case, the following decision has been rendered or judgement issued:

DECISTION/JUDGEMENT

CLERK (BY) DEPUTY CLERK DATE

Copy 1—Upon initiation of actien, mail this copy to Director  Copy 3—Upon termination of action, mail this copy to Director
Copy 2—Upeon filing document adding patent(s), mail this copy to Director Copy 4—Case file copy

Page 2 of 3
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Case 2:24-cv-00203 Document 2 Filed 03/20/24 Page 3 of 3 PagelD #: 196

AO 120 (Rev. 08/10)

TO: Mail Stop 8 REPORT ON THE
’ Director of the U.S. Patent and Trademark Office FILING OR DETERMINATION OF AN
P.0O. Box 1450 ACTION REGARDING A PATENT OR
Alexandria, VA 22313-1450 TRADEMARK
In Compliance with 35 U.S.C. § 290 and/or 15 U.S.C. § 1116 you are hereby advised that a court action has been
filed in the U.S. District Court for the Eastern District of Texas, Marshall Division on the following
[ Trademarks or [MPatents. { [ the patent action involves 35 U.S.C. § 292.):
DOCKET NO. DATE FILED U.S. DISTRICT COURT
2:24-¢v-00203 3/20/2024 for the Eastern District of Texas, Marshall Division
PLAINTIFF DEFENDANT

APEX BEAM TECHNOLOGIES LLC

SAMSUNG ELECTRONICS CO., LTD. and
SAMSUNG ELECTRONICS AMERICA, INC.

PATENT OR DATE OF PATENT
TRADEMARK NO. OR TRADEMARK HOLDER OF PATENT OR TRADEMARK

1 10,979,128 4/13/2021 Apex Beam Technologies LLC

2 11,637,615 4/25/2023 Apex Beam Technologies LLC

3

4

5

In the above—entitled case, the following patent(s)/ trademark(s) have been included:
DATE INCLUDED INCLUDED BY
. ] Amendment [J Answer ] Cross Bill [] Other Pleading
PATENT OR DATE OF PATENT
TRADEMARK NO. OR TRADEMARK HOLDER OF PATENT OR TRADEMARK

|

2

3

4

5

In the above—entitled case, the following decision has been rendered or judgement issued:

DECISIONAUDGEMENT
CLERK (BY) DEPUTY CLERK DATE

Copy 1-—Upon initiation of action, mail this copy to Director

Copy 2—Upon filing document adding patent(s), mail this copy to Director

Page

3 of3
14

Copy 4—Case file copy

Copy 3—Upon termination of action, mail this copy to Director




UNITED STATES PATENT AND TRADEMARK OFFICE

UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.0. Box 1450

Alexandria, Virginia 22313-1450

Www.uspto.gov

| APPLICATION NO. ISSUE DATE PATENT NO. ATTORNEY DOCKET NO. CONFIRMATION NO.
17/236,001 08/31/2021 11108639 2019-002Ut2 3511
148908 7590 08/11/2021
ALIREZA BABAEI
4525 Gilbertson Road

Fairfax, VA 22032

ISSUE NOTIFICATION

The projected patent number and issue date are specified above.

Determination of Patent Term Adjustment under 35 U.S.C. 154 (b)
(application filed on or after May 29, 2000)

The Patent Term Adjustment is 0 day(s). Any patent to issue from the above-identified application will include
an indication of the adjustment on the front page.

If a Continued Prosecution Application (CPA) was filed in the above-identified application, the filing date that
determines Patent Term Adjustment is the filing date of the most recent CPA.

Applicant will be able to obtain more detailed information by accessing the Patent Application Information
Retrieval (PAIR) WEB site (http://pair.uspto.gov).

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office
of Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments
should be directed to the Application Assistance Unit (AAU) of the Office of Data Management (ODM) at
(571)-272-4200.

APPLICANT(s) (Please see PAIR WEB site http:/pair.uspto.gov for additional applicants):

Alireza Babaei, Fairfax, VA;
PanPsy Technologies, LL.C, Fairfax, VA;

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location
for business investment, innovation, and commercialization of new technologies. The USA offers tremendous
resources and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation
works to encourage and facilitate business investment. To learn more about why the USA is the best country in
the world to develop technology, manufacture products, and grow your business, visit SelectUSA.gov.

IR103 (Rev. 10/09)
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNTTED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

PO, Box 1450

Alexandria, Virginia 22313-1450

WWW.uspto.gov

[ APPLICATION NUMBER FILING OR 371(C) DATE | FIRSTNAMED APPLICANT | ATTY. DOCKET NO./TITLE |
17/236,001 04/21/2021 Alireza Babaei 2019-002Ut2
CONFIRMATION NO. 3511
148908 PUBLICATION NOTICE

ALIREZA BABAEI

4525 Gibonson Foad T

Fairfax, VA 22032 /

(HTEET

Title:WIRELESS DEVICE FEEDBACK FOR SEMI-PERSISTENT SCHEDULING RELEASE

Publication No.US-2021-0243087-A1
Publication Date:08/05/2021

NOTICE OF PUBLICATION OF APPLICATION

The above-identified application will be electronically published as a patent application publication pursuant to 37
CFR 1.211, et seq. The patent application publication number and publication date are set forth above.

The publication may be accessed through the USPTQO's publically available Searchable Databases via the
Internet at www.uspto.gov. The direct link to access the publication is currently http://www.uspto.gov/patft/.

The publication process established by the Office does not provide for mailing a copy of the publication to
applicant. A copy of the publication may be obtained from the Office upon payment of the appropriate fee set
forth in 37 CFR 1.19(a)(1). Orders for copies of patent application publications are handled by the USPTO's
Public Records Division. The Public Records Division can be reached by telephone at (571) 272-3150 or (800)
972-6382, by facsimile at (571) 273-3250, by mail addressed to the United States Patent and Trademark Office,
Public Records Division, Alexandria, VA 22313-1450 or via the Internet.

In addition, information on the status of the application, including the mailing date of Office actions and

the dates of receipt of correspondence filed in the Office, may also be accessed via the Internet through

the Patent Electronic Business Center at www.uspto.gov using the public side of the Patent Application
Information and Retrieval (PAIR) system. The direct link to access this status information is currently
https://portal.uspto.gov/pair/PublicPair. Prior to publication, such status information is confidential and may only
be obtained by applicant using the private side of PAIR.

Further assistance in electronically accessing the publication, or about PAIR, is available by calling the Patent
Electronic Business Center at 1-866-217-9197.

Office of Data Managment, Application Assistance Unit (571) 272-4000, or (571) 272-4200, or 1-888-786-0101

page 1 of 1
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PART B - FEE(S) TRANSMITTAL
Complete and send this form, together with applicable fee(s), by mail or fax, or via EFS-Web.

By mail, send to: Mail Stop ISSUE FEE By fax, send to:  (571)-273-2885
Commissioner for Patents
P.O. Box 1450
Alexandria, Virginia 22313-1450

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where appropriate. All
further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected
below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications.

Note: A certificate of mailing can only be used for domestic mailings of the
Fee(s) Transmittal. This certificate cannot be used for any other accompanying
papers. Each additional paper, such as an assignment or formal drawing, must
have its own certificate of mailing or transmission.

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address)

148908 7590 07/19/2021 Certificate of Mailing or Transmission
ALIREZA BABAEI I hereby certify that this Fee(s) Transmittal is being deposited with the United
] States Postal Service with sufficient postage for first class mail in an envelope
4525 Gilbertson Road addressed to the Mail Stop ISSUE FEE address above, or being transmitted to
Fairfax, VA 22032 the USPTO via EFS-Web or by facsimile to (571) 273-2885, on the date below.

(Typed or printed name)

(Signature)

(Date)|

| APPLICATION NO. | FILING DATE | FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. | CONFIRMATION NO. |

17/236,001 04/21/2021 Alireza Babaei 2019-002UT2 3511

TITLE OF INVENTION: WIRELESS DEVICE FEEDBACK FOR SEMI-PERSISTENT SCHEDULING RELEASE

| APPLN. TYPE | ENTITY STATUS | ISSUE FEE DUE | PUBLICATION FEE DUE | PREV. PAID ISSUE FEE | TOTAL FEE(S) DUE | DATE DUE |
nonprovisional SMALL $600 $0.00 $0.00 $600 10/19/2021
| EXAMINER | ART UNIT | CLASS-SUBCLASS |
NGUYEN, HANH N 2413 370-254000
1. Change of correspondence address or indication of "Fee Address” (37 2. For printing on the patent front page, list
CFR 1.363). (1) The names of up to 3 registered patent attorneys AlireZa Babaei

or agents OR, alternatively, 1
(2) The name of a single firm (having as a member a
registered attorney or agent) and the names of up to 2
2 registered patent attorneys or agents. If no name is
listed, no name will be printed.

M| Change of correspondence address (or Change of Correspondence
Address form PTO/SB/122) attached.

[ "Fee Address" indication (or "Fee Address" Indication form PTO/
SB/47; Rev 03-09 or more recent) attached. Use of a Customer
Number is required.

. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type)

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document must have been previously
recorded, or filed for recordation, as set forth in 37 CFR 3.11 and 37 CFR 3.81(a). Completion of this form is NOT a substitute for filing an assignment.

(A) NAME OF ASSIGNEE (B) RESIDENCE: (CITY and STATE OR COUNTRY)

PanPsy Technologies, LLC Fairfax, VA

Please check the appropriate assignee category or categories (will not be printed on the patent) : (] Individual [ Corporation or other private group entity [ Government

4a. Fees submitted: Xlissue Fee (IPublication Fee (if required) [JAdvance Order - # of Copies
4b. Method of Payment: (Please first reapply any previously paid fee shown above)

(98]

N Electronic Payment via EFS-Web [ Enclosed check (I Non-electronic payment by credit card (Attach form PTO-2038)

(] The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any overpayment to Deposit Account No.

5. Change in Entity Status (from status indicated above)

NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue
fee payment in the micro entity amount will not be accepted at the risk of application abandonment.
NOTE: If the application was previously under micro entity status, checking this box will be taken
to be a notification of loss of entitlement to micro entity status.

NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro
entity status, as applicable.

M| Applicant certifying micro entity status. See 37 CFR 1.29
M| Applicant asserting small entity status. See 37 CFR 1.27

M| Applicant changing to regular undiscounted fee status.

NOTE: This form must be signed in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications.

Authorized Signature /Alireza Babaei/ Date 2021-07-23
Typed or printed name AlireZa Babaei Registration No. 75 ) 8 3 3

Page 2 of 3
PTOL-85 Part B (08-18) Approved for use through 01/31/2020 OMB 0651-0033 U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

Application No. : 17/236,001 Filed : 04/21/2021
Confirmation No.: 3511 Art Unit : 2413

Docket No. 1 2019-0020t2 Examiner : Hanh N Nguyen
First Inventor : Alireza Babaei Customer No. : 148908

Mail Stop: Issue Fee
Commissioner for Patents
P. O. Box 1450

Alexandria VA 22313-1450

Comments on Statement of Reasons for Allowance
Sir:

Applicant gratefully acknowledges and accepts the Notice of Allowance dated
07/19/2021 with respect to the present application. In brief response to the Statement of Reasons
for Allowance, Applicant respectfully submits that the specific reasons cited in the Statement do
not apply to the full claim language for all claims and are not necessarily the only reasons for
distinguishing the claims from the various references, as there are many other features in the
independent and dependent claims. It is believed that each of the allowed claims are patentable in
their own right and/or for other reasons raised during the prosecution and/or explained in the
specification of this application. Further, Applicant believes that the claimed subject matter
represents but one possible set of allowable claims from the disclosed subject matter and that
additional scope and depth is both contemplated and obtainable. Applicant looks forward to

continuing work with the Examiner to seek additional claims from the disclosed subject matter.

Should there be any matters which need to be resolved in the present application, the

Examiner is respectfully requested to contact Alireza Babaei, Registration Number 75,833.
Respectfully Submitted,
/Alireza Babaei/

Alireza Babaei

Registration No. 75,833

18



Electronic Patent Application Fee Transmittal

Application Number: 17236001

Filing Date: 21-Apr-2021

Title of Invention: WIRELESS DEVICE FEEDBACK FOR SEMI-PERSISTENT SCHEDULING RELEASE
First Named Inventor/Applicant Name: Alireza Babaei

Filer: Alireza Babaei

Attorney Docket Number: 2019-002Ut2

Filed as Small Entity

Filing Fees for Utility under 35 USC 111(a)

Description Fee Code Quantity Amount Sul:’-s'l'g(tsa\)l in

Basic Filing:
Pages:
Claims:
Miscellaneous-Filing:
Petition:
Patent-Appeals-and-Interference:
Post-Allowance-and-Post-Issuance:

UTILITY APPL ISSUE FEE 2501 1 600 600

19




Description

Fee Code

Quantity

Amount

Sub-Total in
USD($)

Extension-of-Time:

Miscellaneous:

Total in USD ($)

600

20




Electronic Acknowledgement Receipt

EFS ID: 43328750
Application Number: 17236001
International Application Number:
Confirmation Number: 3511

Title of Invention:

WIRELESS DEVICE FEEDBACK FOR SEMI-PERSISTENT SCHEDULING RELEASE

First Named Inventor/Applicant Name:

Alireza Babaei

Customer Number:

148908

Filer:

Alireza Babaei

Filer Authorized By:

Attorney Docket Number: 2019-002Ut2
Receipt Date: 23-JUL-2021
Filing Date: 21-APR-2021

Time Stamp: 12:21:26

Application Type:

Utility under 35 USC 111(a)

Payment information:

Submitted with Payment yes

Payment Type CARD

Payment was successfully received in RAM $600

RAM confirmation Number E20217M(C22382372

Deposit Account

Authorized User

The Director of the USPTO is hereby authorized to charge indicated fees and credit any overpayment as follows:

21




File Listing:

Document ... . File Size(Bytes)/ Multi Pages
Document Description File Name . . .
Number Message Digest | Part/.zip| (ifappl.)
91292
1 Issue Fee Payment (PTO-85B) 2019-002Ut2_IssueFee.pdf no 1
5006756ffaccac3e0273c7041410d7f543e5
Warnings:
Information:
16785
) Post Allowance Communication - 2019-002Ut2_2020-07-23_Com no 1
|nC0mIng ments.pdf 3adeb309ceb61b5ae83f382a007370a0645
9b7a2
Warnings:
Information:
30307
3 Fee Worksheet (SB06) fee-info.pdf no 2
cc56868act2aa3Sea3fSfabas8663290d9ce|
736¢c
Warnings:
Information:
Total Files Size (in bytes){ 138384

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.
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UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.O. Box 1450

Alexandria, Virginia 22313-1450

WWW.uspto.gov

NOTICE OF ALLOWANCE AND FEE(S) DUE

| EXAMINER |
148908 7590 07/19/2021
ALIREZA BABAEI NGUYEN, HANH N
4525 Gilbertson Road
Fairfax, VA 22032 | ART UNIT PAPER NUMBER |
2413
DATE MAILED: 07/19/2021
APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. |  CONFIRMATION NO.
17/236,001 04/21/2021 Alireza Babaei 2019-002UT2 3511

TITLE OF INVENTION: WIRELESS DEVICE FEEDBACK FOR SEMI-PERSISTENT SCHEDULING RELEASE

APPLN. TYPE ENTITY STATUS ISSUE FEE DUE PUBLICATION FEE DUE | PREV. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE

nonprovisional SMALL $600 $0.00 $0.00 $600 10/19/2021

THE APPLICATION IDENTIFIED ABOVE HAS BEEN EXAMINED AND IS ALLOWED FOR ISSUANCE AS A PATENT.
PROSECUTION ON THE MERITS IS CLOSED. THIS NOTICE OF ALLOWANCE IS NOT A GRANT OF PATENT RIGHTS.
THIS APPLICATION IS SUBJECT TO WITHDRAWAL FROM ISSUE AT THE INITIATIVE OF THE OFFICE OR UPON
PETITION BY THE APPLICANT. SEE 37 CFR 1.313 AND MPEP 1308.

THE ISSUE FEE AND PUBLICATION FEE (IF REQUIRED) MUST BE PAID WITHIN THREE MONTHS FROM THE MAILING
DATE OF THIS NOTICE OR THIS APPLICATION SHALL BE REGARDED AS ABANDONED. THIS STATUTORY PERIOD
CANNOT BE EXTENDED. SEE 35 U.S.C. 151. THE ISSUE FEE DUE INDICATED ABOVE DOES NOT REFLECT A CREDIT
FOR ANY PREVIOUSLY PAID ISSUE FEE IN THIS APPLICATION. IF AN ISSUE FEE HAS PREVIOUSLY BEEN PAID IN
THIS APPLICATION (AS SHOWN ABOVE), THE RETURN OF PART B OF THIS FORM WILL BE CONSIDERED A REQUEST
TO REAPPLY THE PREVIOUSLY PAID ISSUE FEE TOWARD THE ISSUE FEE NOW DUE.

HOW TO REPLY TO THIS NOTICE:

I. Review the ENTITY STATUS shown above. If the ENTITY STATUS is shown as SMALL or MICRO, verify whether entitlement to that
entity status still applies.

If the ENTITY STATUS is the same as shown above, pay the TOTAL FEE(S) DUE shown above.

If the ENTITY STATUS is changed from that shown above, on PART B - FEE(S) TRANSMITTAL, complete section number 5 titled
"Change in Entity Status (from status indicated above)".

For purposes of this notice, small entity fees are 1/2 the amount of undiscounted fees, and micro entity fees are 1/2 the amount of small entity
fees.

II. PART B - FEE(S) TRANSMITTAL, or its equivalent, must be completed and returned to the United States Patent and Trademark Office
(USPTO) with your ISSUE FEE and PUBLICATION FEE (if required). If you are charging the fee(s) to your deposit account, section "4b"
of Part B - Fee(s) Transmittal should be completed and an extra copy of the form should be submitted. If an equivalent of Part B is filed, a
request to reapply a previously paid issue fee must be clearly made, and delays in processing may occur due to the difficulty in recognizing
the paper as an equivalent of Part B.

III. All communications regarding this application must give the application number. Please direct all communications prior to issuance to Mail
Stop ISSUE FEE unless advised to the contrary.

IMPORTANT REMINDER: Maintenance fees are due in utility patents issuing on applications filed on or after Dec. 12, 1980.
It is patentee's responsibility to ensure timely payment of maintenance fees when due. More information is available at

www.uspto.gov/PatentMaintenanceFees.
Page 1 of 3

PTOL-85 (Rev. 02/11)
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PART B - FEE(S) TRANSMITTAL
Complete and send this form, together with applicable fee(s), by mail or fax, or via EFS-Web.

By mail, send to: Mail Stop ISSUE FEE By fax, send to:  (571)-273-2885
Commissioner for Patents
P.O. Box 1450
Alexandria, Virginia 22313-1450

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where appropriate. All
further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected
below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications.

Note: A certificate of mailing can only be used for domestic mailings of the
Fee(s) Transmittal. This certificate cannot be used for any other accompanying
papers. Each additional paper, such as an assignment or formal drawing, must
have its own certificate of mailing or transmission.

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address)

148908 7590 07/19/2021 Certificate of Mailing or Transmission
ALIREZA BABAEI I hereby certify that this Fee(s) Transmittal is being deposited with the United
] States Postal Service with sufficient postage for first class mail in an envelope
4525 Gilbertson Road addressed to the Mail Stop ISSUE FEE address above, or being transmitted to
Fairfax, VA 22032 the USPTO via EFS-Web or by facsimile to (571) 273-2885, on the date below.

(Typed or printed name)

(Signature)

(Date)|

| APPLICATION NO. | FILING DATE | FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. | CONFIRMATION NO. |

17/236,001 04/21/2021 Alireza Babaei 2019-002UT2 3511

TITLE OF INVENTION: WIRELESS DEVICE FEEDBACK FOR SEMI-PERSISTENT SCHEDULING RELEASE

| APPLN. TYPE | ENTITY STATUS | ISSUE FEE DUE | PUBLICATION FEE DUE | PREV. PAID ISSUE FEE | TOTAL FEE(S) DUE | DATE DUE |
nonprovisional SMALL $600 $0.00 $0.00 $600 10/19/2021
| EXAMINER | ART UNIT | CLASS-SUBCLASS |
NGUYEN, HANH N 2413 370-254000
1. Change of correspondence address or indication of "Fee Address" (37 2. For printing on the patent front page, list
CFR 1.363). (1) The names of up to 3 registered patent attorneys

or agents OR, alternatively, 1
(2) The name of a single firm (having as a member a
registered attorney or agent) and the names of up to 2
2 registered patent attorneys or agents. If no name is
listed, no name will be printed.

M| Change of correspondence address (or Change of Correspondence
Address form PTO/SB/122) attached.

[ "Fee Address" indication (or "Fee Address" Indication form PTO/
SB/47; Rev 03-09 or more recent) attached. Use of a Customer
Number is required.

. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type)

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document must have been previously
recorded, or filed for recordation, as set forth in 37 CFR 3.11 and 37 CFR 3.81(a). Completion of this form is NOT a substitute for filing an assignment.

(A) NAME OF ASSIGNEE (B) RESIDENCE: (CITY and STATE OR COUNTRY)

(98]

Please check the appropriate assignee category or categories (will not be printed on the patent) : (] Individual [ Corporation or other private group entity [ Government

4a. Fees submitted: (Jissue Fee (IPublication Fee (if required) [JAdvance Order - # of Copies
4b. Method of Payment: (Please first reapply any previously paid fee shown above)

[ Electronic Payment via EFS-Web [ Enclosed check (I Non-electronic payment by credit card (Attach form PTO-2038)

(] The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any overpayment to Deposit Account No.

5. Change in Entity Status (from status indicated above)

NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue
fee payment in the micro entity amount will not be accepted at the risk of application abandonment.
NOTE: If the application was previously under micro entity status, checking this box will be taken
to be a notification of loss of entitlement to micro entity status.

NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro
entity status, as applicable.

M| Applicant certifying micro entity status. See 37 CFR 1.29
M| Applicant asserting small entity status. See 37 CFR 1.27

M| Applicant changing to regular undiscounted fee status.

NOTE: This form must be signed in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications.

Authorized Signature Date
Typed or printed name Registration No.
Page 2 of 3
PTOL-85 Part B (08-18) Approved for use through 01/31/2020 OMB 0651-0033 U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
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‘, UNITED STATES PATENT AND TRADEMARK OFFICE

UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.O. Box 1450

Alexandria, Virginia 22313-1450

WWW.uspto.gov

| APPLICATION NO. | FILING DATE FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. |  CONFIRMATION NO. |
17/236,001 04/21/2021 Alireza Babaei 2019-002UT2 3511
| EXAMINER |
148908 7590 07/19/2021
ALIREZA BABAEI NGUYEN, HANH N
4525 Gilbertson Road
Fairfax, VA 22032 | ART UNIT PAPER NUMBER |
2413

DATE MAILED: 07/19/2021

Determination of Patent Term Adjustment under 35 U.S.C. 154 (b)
(Applications filed on or after May 29, 2000)

The Office has discontinued providing a Patent Term Adjustment (PTA) calculation with the Notice of Allowance.

Section 1(h)(2) of the AIA Technical Corrections Act amended 35 U.S.C. 154(b)(3)(B)(i) to eliminate the requirement
that the Office provide a patent term adjustment determination with the notice of allowance. See Revisions to Patent
Term Adjustment, 78 Fed. Reg. 19416, 19417 (Apr. 1, 2013). Therefore, the Office is no longer providing an initial
patent term adjustment determination with the notice of allowance. The Office will continue to provide a patent term
adjustment determination with the Issue Notification Letter that is mailed to applicant approximately three weeks prior
to the issue date of the patent, and will include the patent term adjustment on the patent. Any request for reconsideration
of the patent term adjustment determination (or reinstatement of patent term adjustment) should follow the process
outlined in 37 CFR 1.705.

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office of
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Application/Control Number: 17/236,001 Page 2
Art Unit: 2413

Notice of Pre-AlA or AIA Status

The present application, filed on or after March 16, 2013, is being examined

under the first inventor to file provisions of the AlA.
Allowable Subject Matter

Claims 1-20 are allowed.

The following is an examiner’s statement of reasons for allowance:

In claim 1, the prior art does not disclose a third configuration parameter
indicating a state that is mapped to the first SPS configuration and the second SPS
configuration;

receiving a downlink control information (DCl) comprising a HARQ process
number field, wherein a value of one or more bits of the HARQ process number field
indicates the state configured using the third configuration parameter; deactivating the
first SPS configuration and the second SPS configuration in response to receiving the
DCL.

Conclusion

The prior art made of record and not relied upon is considered pertinent to
applicant's disclosure.

Fakoorian et al. (US Pub.2021/0051665; Dynamic HARQ-ACK Codebook

construction for Multiple Active SPS Configurations);
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Khoshnevisan et al. (US Pub.2021/0100013; Acknowledgement Feedback for
Semi-Persistent Scheduling in Wireless Communications).

Any comments considered necessary by applicant must be submitted no later
than the payment of the issue fee and, to avoid processing delays, should preferably
accompany the issue fee. Such submissions should be clearly labeled “Comments on
Statement of Reasons for Allowance.”

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to HANH N NGUYEN whose telephone number is (571)272-
3092. The examiner can normally be reached on M-F 7am-3PM.

Examiner interviews are available via telephone, in-person, and video
conferencing using a USPTO supplied web-based collaboration tool. To schedule an
interview, applicant is encouraged to use the USPTO Automated Interview Request (AIR)
at http://www.uspto.gov/interviewpractice.

If attempts to reach the examiner by telephone are unsuccessful, the examiner’s
supervisor, Un C Cho can be reached on 571 272 7919. The fax phone number for the
organization where this application or proceeding is assigned is 571-273-8300.

Information regarding the status of an application may be obtained from the
Patent Application Information Retrieval (PAIR) system. Status information for
published applications may be obtained from either Private PAIR or Public PAIR. Status

information for unpublished applications is available through Private PAIR only. For
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my.uspto.gov/pair/PrivatePair. Should you have questions on access to the Private PAIR
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you
would like assistance from a USPTO Customer Service Representative or access to the
automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-

1000.
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Primary Examiner, Art Unit 2413
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

Application No. : 17/236,001 Filed : 04/21/2021
Confirmation No.: 3511 Art Unit : 2413

Docket No. : 2019-002Ut2 Examiner : Hanh N Nguyen
First Inventor  :  Alireza Babaei Customer No. : 148908

Commissioner for Patents
P. O. Box 1450
Alexandria VA 22313-1450

AMENDMENT AND REPLY

Sir/Madam:
In response to the Office Action dated June 30, 2021 (hereinafter, “Office Action™),

please consider the Amendment and Reply below.

Amendments to the Claims are reflected in the listing of claims which begins on page 2

of this paper.

Remarks begin on page 7 of this paper.
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Application No.: 17/236,001
Amendment dated June 30, 2021
Reply to Office Action dated June 30, 2021

REMARKS

L Status of Claims
A. Claims 1-20 are pending in this application.
B. Claims 1 is an independent claim.
C. No claims are currently amended.
D

Claims 1-20 stand rejected on the ground of non-statutory double patenting.

Applicant thanks the Examiner for the thoughtful Office Action. Reconsideration and

allowance are respectfully requested.

11. Double Patenting

In Page 3 of the Office Action, the Office Action states that claims 1-20 are rejected on
the ground of non-statutory double patenting as allegedly being unpatentable over claims 1-10 of
U.S. Patent No. 11,018,946 B1. Applicant submits herewith an e-Terminal Disclaimer in
compliance with 37 C.F.R § 1.321(b) to overcome the double patenting rejection with respect to
the claims presented above. Accordingly, Applicant respectfully requests the rejection of claims

1-20 on the ground of non-statutory double patenting be reconsidered and withdrawn.

III.  Conclusion

Applicant is of the belief that all the pending issues have been addressed. Nevertheless,
the absence of a reply to a specific rejection, issue or comment does not signify agreement with
or concession of that rejection, issue or comment. Nothing in this reply should be construed as an
intent to concede any issue with regard to any claim, except as specifically stated in this reply.
Finally, the amendment of any claim does not necessarily signify concession of unpatentability

of the claim prior to its amendment.

Prompt and favorable consideration of this Amendment and Reply is respectfully

requested.

Page 7 of 8
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Application No.: 17/236,001
Amendment dated June 30, 2021
Reply to Office Action dated June 30, 2021

Respectfully submitted,

/Alireza Babaei/

Alireza Babaei

Registration No. 75,833
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Application No.: 17/236,001
Amendment dated June 30, 2021
Reply to Office Action dated June 30, 2021

LISTING OF THE CLAIMS

This listing of claims will replace all prior versions, and listings, of claims in the

application:

1. (Original) A wireless device comprising:
one or more processors; and
memory storing instructions that, when executed by the one or more processors,
cause the wireless device to:
receive one or more radio resource control (RRC) messages comprising:

a first configuration parameter, of a first semi-persistent scheduling (SPS)
configuration, indicating a first hybrid automatic repeat request (HARQ)
codebook identifier;

a second configuration parameter, of a second SPS configuration,
indicating a second HARQ codebook identifier, wherein the second HARQ
codebook identifier is the same as the first HARQ codebook identifier; and

a third configuration parameter indicating a state that is mapped to the
first SPS configuration and the second SPS configuration;

receive a downlink control information (DCI), wherein a value of one or more
bits of a HARQ process number field of the DCI indicates the state;

deactivate the first SPS configuration and the second SPS configuration in
response to receiving the DCI; and

transmit an acknowledgment.

2. (Original) The wireless device of claim 1, wherein deactivating the first SPS configuration
and the second SPS configuration comprises deactivating:
a first plurality of resources associated with the first SPS configuration; and

a second plurality of resources associated with the second SPS configuration.

3. (Original) The wireless device of claim 2, wherein:

Page 2 of 8
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the DCI comprises a physical downlink shared channel (PDSCH)-to-HARQ
feedback timing field; and
a value of the PDSCH-to-HARQ feedback timing field indicates a time duration

between the DCI and the acknowledgement.

4. (Original) The wireless device of claim 3, wherein the instructions, when executed by the
one or more processors, further cause the wireless device to determine a timing of the
acknowledgement based on a first timing of the DCI and the value of the PDSCH-to-HARQ
feedback timing field.

5. (Original) The wireless device of claim 2, wherein:

the first HARQ codebook identifier indicates a first HARQ feedback codebook for
transmission of an acknowledgement associated with releasing the first SPS
configuration or a HARQ feedback for a transport block received via a resource
associated with the first SPS configuration;

the second HARQ codebook identifier indicates a second HARQ feedback codebook
for transmission of an acknowledgement associated with releasing the second SPS
configuration or a HARQ feedback for a transport block received via a resource
associated with the second SPS configuration; and

the first HARQ feedback codebook is the same as the second HARQ feedback
codebook based on the first HARQ codebook identifier being the same as the second
HARQ codebook identifier.

6. (Original) The wireless device of claim 2, wherein the state is associated with a plurality of
configuration indexes comprising a first configuration index, of the first SPS configuration,

and a second configuration index of the second SPS configuration.

7. (Original) The wireless device of claim 2, wherein transmitting the acknowledgement is in
response to the DCI indicating release of the first SPS configuration and the second SPS
configuration.

Page 3 of 8

45



Application No.: 17/236,001
Amendment dated June 30, 2021
Reply to Office Action dated June 30, 2021

8. (Original) The wireless device of claim 2, wherein the one or more RRC messages further
comprise a fourth configuration parameter indicating a configured scheduling radio network
temporary identifier, wherein the DCI is associated with the configured scheduling radio

network temporary identifier.

9. (Original) The wireless device of claim 2, wherein the instructions, when executed by the
one or more processors, further cause the wireless device to:
receive a first activation DCI indicating activation of a first plurality of resources
associated with the first SPS configuration; and
receive a second activation DCI indicating activation of a second plurality of

resources associated with the second SPS configuration.

10. (Original) The wireless device of claim 2, wherein the one or more RRC messages further
comprise fourth configuration parameters of a bandwidth part of a cell, wherein the first

SPS configuration and the second SPS configuration are for the bandwidth part.

11. (Original) The wireless device of claim 1, wherein:
the DCI comprises a physical downlink shared channel (PDSCH)-to-HARQ
feedback timing field; and
a value of the PDSCH-to-HARQ feedback timing field indicates a time duration
between the DCI and the acknowledgement.

12. (Original) The wireless device of claim 11, further comprising determining a timing of the
acknowledgement based on a first timing of the DCI and the value of the PDSCH-to-HARQ
feedback timing field.

13. (Original) The wireless device of claim 12, wherein the one or more RRC messages further
comprise fourth configuration parameters of a bandwidth part of a cell, wherein the first

SPS configuration and the second SPS configuration are for the bandwidth part.
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14. (Original) The wireless device of claim 1, wherein:

the first HARQ codebook identifier indicates a first HARQ feedback codebook for
transmission of an acknowledgement associated with releasing the first SPS
configuration or a HARQ feedback for a transport block received via a resource
associated with the first SPS configuration;

the second HARQ codebook identifier indicates a second HARQ feedback codebook
for transmission of an acknowledgement associated with releasing the second SPS
configuration or a HARQ feedback for a transport block received via a resource
associated with the second SPS configuration; and

the first HARQ feedback codebook is the same as the second HARQ feedback
codebook based on the first HARQ codebook identifier being the same as the second
HARQ codebook identifier.

15. (Original) The wireless device of claim 14, wherein the one or more RRC messages further
comprise fourth configuration parameters of a bandwidth part of a cell, wherein the first

SPS configuration and the second SPS configuration are for the bandwidth part.

16. (Original) The wireless device of claim 1, wherein the state is associated with a plurality of
configuration indexes comprising a first configuration index, of the first SPS configuration,

and a second configuration index of the second SPS configuration.

17. (Original) The wireless device of claim 1, wherein transmitting the acknowledgement is in
response to the DCI indicating release of the first SPS configuration and the second SPS

configuration.

18. (Original) The wireless device of claim 1, wherein the one or more RRC messages further
comprise a fourth configuration parameter indicating a configured scheduling radio network
temporary identifier, wherein the DCI is associated with the configured scheduling radio

network temporary identifier.
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19. (Original) The wireless device of claim 1, wherein the instructions, when executed by the
one or more processors, further cause the wireless device to:
receive a first activation DCI indicating activation of a first plurality of resources
associated with the first SPS configuration; and
receive a second activation DCI indicating activation of a second plurality of

resources associated with the second SPS configuration.

20. (Original) The wireless device of claim 1, wherein the one or more RRC messages further
comprise fourth configuration parameters of a bandwidth part of a cell, wherein the first

SPS configuration and the second SPS configuration are for the bandwidth part.
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DETAILED ACTION
Notice of Pre-AlA or AlA Status
The present application, filed on or after March 16, 2013, is being examined
under the first inventor to file provisions of the AlA.
Double Patenting
The nonstatutory double patenting rejection is based on a judicially created
doctrine grounded in public policy (a policy reflected in the statute) so as to prevent the
unjustified or improper timewise extension of the “right to exclude” granted by a patent
and to prevent possible harassment by multiple assignees. A nonstatutory double
patenting rejection is appropriate where the conflicting claims are not identical, but at
least one examined application claim is not patentably distinct from the reference
claim(s) because the examined application claim is either anticipated by, or would have
been obvious over, the reference claim(s). See, e.g., In re Berg, 140 F.3d 1428, 46
USPQ2d 1226 (Fed. Cir. 1998); In re Goodman, 11 F.3d 1046, 29 USPQ2d 2010 (Fed. Cir.
1993); In re Longi, 759 F.2d 887, 225 USPQ 645 (Fed. Cir. 1985); In re Van Ornum, 686
F.2d 937, 214 USPQ 761 (CCPA 1982); In re Vogel, 422 F.2d 438, 164 USPQ 619 (CCPA
1970); In re Thorington, 418 F.2d 528, 163 USPQ 644 (CCPA 1969).
A timely filed terminal disclaimer in compliance with 37 CFR 1.321(c) or 1.321(d)
may be used to overcome an actual or provisional rejection based on nonstatutory

double patenting provided the reference application or patent either is shown to be
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commonly owned with the examined application, or claims an invention made as a
result of activities undertaken within the scope of a joint research agreement. See MPEP
§ 717.02 for applications subject to examination under the first inventor to file
provisions of the AIA as explained in MPEP § 2159. See MPEP § 2146 et seq. for
applications not subject to examination under the first inventor to file provisions of the
AlA. A terminal disclaimer must be signed in compliance with 37 CFR 1.321(b).

The USPTO Internet website contains terminal disclaimer forms which may be
used. Please visit www.uspto.gov/patent/patents-forms. The filing date of the
application in which the form is filed determines what form (e.g., PTO/SB/25,
PTO/SB/26, PTO/AIA/25, or PTO/AIA/26) should be used. A web-based eTerminal
Disclaimer may be filled out completely online using web-screens. An eTerminal
Disclaimer that meets all requirements is auto-processed and approved immediately
upon submission. For more information about eTerminal Disclaimers, refer to
www.uspto.gov/patents/process/file/efs/guidance/eTD-info-1.jsp.

Claims 1-20 are rejected on the ground of nonstatutory double patenting as
being unpatentable over claims 1-10 of U.S. Patent No. 11,018,946 B1. Although the
claims at issue are not identical, they are not patentably distinct from each other
because

In claim 1, the patent discloses in claim 1 a method comprising:
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Receiving by a wireless device one or more radio resource control (RRC)
messages comprising:

a first configuration parameter, of a first semi-persistent scheduling (SPS)
configuration, indicating a first hybrid automatic repeat request (HARQ) codebook
identifier;

a second configuration parameter, of a second SPS configuration, indicating a
second HARQ codebook identifier, wherein the second HARQ, codebook identifier is the
same as the first HARQ codebook identifier; and

a third configuration parameter indicating a state that is mapped to the first SPS
configuration and the second SPS configuration;

receive a downlink control information (DCl) comprising a HARQ process number
field, wherein a value of bits of the HARQ process number field indicates the state
configured using the third configuration parameter;

deactivate the first SPS configuration and the second SPS configuration in
response to receiving the DCI; and transmit an acknowledgment indicating reception of
the DCI.

It is shown the claimed language in the Patent is not exactly identical to the
claimed language of the instant application such as the patent further discloses transmit

an acknowledgment to indicate a reception of the DCI; and the state in the DCI further is

configured using the third configuration parameter. Examiner believes it would have
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been obvious at the time the invention was made to believe both the subject matters of
the instant application and the Patent are the same.

In claim 2, the Patent discloses in claim 2 wherein deactivating the first SPS
configuration and the second SPS configuration comprises deactivating:

a first plurality of resources associated with the first SPS configuration; and a second
plurality of resources associated with the second SPS configuration.

In claims 3,11 the patent discloses in claim 3 the DCI comprises a physical
downlink shared channel (PDSCH)-to-HARQ feedback timing field; and
a value of the PDSCH-to-HARQ feedback timing field indicates a time duration between
the DCl and the acknowledgement.

In claims 4,12 the Patent discloses in claim 4 the wireless device determines a
timing of the acknowledgement based on a first timing of the DCI and the value of the
PDSCH-to-HARQ feedback timing field.

In claims 5,14 the Patent discloses in claim 5 the first HARQ codebook identifier
indicates a first HARQ feedback codebook for transmission of an acknowledgement
associated with releasing the first SPS configuration or a HARQ feedback for a transport
block received via a resource associated with the first SPS configuration;
the second HARQ codebook identifier indicates a second HARQ feedback codebook for

transmission of an acknowledgement associated with releasing the second
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SPS configuration or a HARQ feedback for a transport block received via a

resource associated with the second SPS configuration; and

the first HARQ feedback codebook is the same as the second HARQ feedback codebook
based on the first HARQ codebook identifier being the same as the second HARQ
codebook identifier.

In claims 6,16 the Patent discloses in claim 6 wherein the state is associated with a
plurality of configuration indexes comprising a first configuration index of the first SPS
configuration, and a second configuration index of the second SPS configuration.

In claims 7,17 the Patent discloses in claim 7 wherein transmitting the
acknowledgement is in response to the DCl indicating release of the first SPS
configuration and the second SPS configuration.

In claims 8,18 the Patent discloses in claim 8 wherein the one or more RRC messages
further comprise a fourth configuration parameter indicating a configured scheduling
radio network temporary identifier, wherein the DCl is associated with the configured
scheduling radio network temporary identifier.

In claims 9,19 the Patent discloses in claim 9 receive a first activation DCI indicating
activation of a first plurality of resources associated with the first SPS configuration; and
receive a second activation DCI indicating activation of a second plurality of resources

associated with the second SPS configuration.
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In claims 10,13,15,20 the Patent discloses in claim 10 wherein the one or more RRC
messages further comprise fourth configuration parameters of a bandwidth part of a
cell, wherein the first SPS configuration and the second SPS configuration are for the
bandwidth part.

Conclusion

The prior art made of record and not relied upon is considered pertinent to
applicant's disclosure.

Babaei et al. ( US Pub.2020/0351931; Resource conflict);

Takeda et al. ( US Pub. 2021/0153204);

Khoshnevisan et al. ( US Pub.2020/0205141: Semi-Persistent Scheduling with
multiple Transmit-Receive Points);

Babaei et al. (US Pub.2019/0074935).

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to HANH N NGUYEN whose telephone number is (571)272-
3092. The examiner can normally be reached on M-F 7am-3PM.

Examiner interviews are available via telephone, in-person, and video
conferencing using a USPTO supplied web-based collaboration tool. To schedule an
interview, applicant is encouraged to use the USPTO Automated Interview Request (AIR)

at http://www.uspto.gov/interviewpractice.
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If attempts to reach the examiner by telephone are unsuccessful, the examiner’s
supervisor, Un C Cho can be reached on 571 272 7919. The fax phone number for the
organization where this application or proceeding is assigned is 571-273-8300.

Information regarding the status of an application may be obtained from the
Patent Application Information Retrieval (PAIR) system. Status information for
published applications may be obtained from either Private PAIR or Public PAIR. Status
information for unpublished applications is available through Private PAIR only. For
more information about the PAIR system, see https://ppair-
my.uspto.gov/pair/PrivatePair. Should you have questions on access to the Private PAIR
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you
would like assistance from a USPTO Customer Service Representative or access to the
automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-

1000.

/HANH N NGUYEN/
Primary Examiner, Art Unit 2413
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Examiner Signhature /HANHE N NGUYER/

Date Considered ‘

ga/z8/2021

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through a
citation if not in conformance and not considered. Include copy of this form with next communication to applicant.

1 See Kind Codes of USPTO Patent Documents at www.USPTO.GOV or MPEP $01.04. 2 Enter office that issued the document, by the two-letter code (WIPO
Standard ST.3). 3 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent document.
4 Kind of document by the appropriate symbols as indicated on the document under WIPQ Standard ST.16 if possible. ® Applicant is to place a check mark here if

English language translation is attached.
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17/236,001 - GAU: 2413

Application Number

Filing Date

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

First Named Inventor IAIireza Babaei
Art Unit \

Examiner Name ‘

Attorney Docket Number ‘ 2019-002Ut2

CERTIFICATION STATEMENT

Please see 37 CFR 1.97 and 1.98 to make the appropriate selection(s):

That each item of information contained in the information disclosure statement was first cited in any communication
from a foreign patent office in a counterpart foreign application not more than three months prior to the filing of the
information disclosure statement. See 37 CFR 1.97(e)(1).

OR

That no item of information contained in the information disclosure statement was cited in a communication from a
foreign patent office in a counterpart foreign application, and, to the knowledge of the person signing the certification
after making reasonable inquiry, no item of information contained in the information disclosure statement was known to

[l any individual designated in 37 CFR 1.56(c) more than three months prior to the filing of the information disclosure
statement. See 37 CFR 1.97(e)2).

See attached certification statement.
The fee set forth in 37 CFR 1.17 (p) has been submitted herewith.

X A certification statement is not submitted herewith.

SIGNATURE

A signature of the applicant or representative is required in accordance with CFR 1.33, 10.18. Please see CFR 1.4(d) for the
form of the signature.

Signature /Alireza Babaei/ Date (YYYY-MM-DD) 2021-04-21
Name/Print Alireza Babaei Registration Number '75833

This collection of information is required by 37 CFR 1.97 and 1.98. The information is required to obtain or retain a benefit by the
public which is to file {and by the USPTO to process) an application. Confidentiality is governed by 35 U.5.C. 122 and 37 CFR
1.14. This collection is estimated to take 1 hour to complete, including gathering, preparing and submitting the completed
application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S.
Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND
FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria,
VA 22313-1450.

EFS Web 2.1.18
ALL REFERENCES CONSIDERED EXCEPT WHERE LINED THROUGH. /H.N.MN/

79



17/236,001 - GAU: 2413

Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the
attached form related to a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised
that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited
is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark Office is to
process and/or examine your submission related to a patent application or patent. If you do not furnish the requested
information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act
(5 U.8.C. 552) and the Privacy Act (5 U.5.C. 552a). Records from this system of records may be disclosed to the
Department of Justice to determine whether the Freedom of Information Act requires disclosure of these record s.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a
court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of settlement
negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance from the
Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for
the information in order to perform a contract. Recipients of information shall be required to comply with the
requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records
may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant
to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of
National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or
his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility to
recommend improvements in records management practices and programs, under authority of 44 U.S.C. 2904 and
2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of records for this
purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make
determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in
an application which became abandoned or in which the proceedings were terminated and which application is
referenced by either a published application, an application open to public inspections or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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active and release and deactive and disable SPS configura... - Google Scholar

Nt% Physical Laver Qverview

The carrier aggregatlons are supported from the f|rst release of NR .. Project (3GPP) to expand
the supported spectrum beyond 52.6 GHz, which is targeted for future releases of NR ... attempt
to decode a number of PDCCHs in a given number of search spaces per slot in active BWP ...

v PP A3 versions

a-advanced Sgpp rel. 12} technology -r‘trodu nowhits paper

I8 ar - N

from the user devrce d|st|ngu1shes between use of QPSK/1 6QA|VI/64QAM only according to earlier
3GPP Releases or the ... Technology Components of LTE-Advanced Release 12 ... Note that there
is only a single measurement gap configuration for the UE, which is informed by the ...
< B Chedby 32 Related articles  All 3 versions 8

Anter‘ra PHY & mf MA{; Qe»sdn

and 3
PR RN

. This is especrally reIevant as Iater releases of 5G mlght still allow forthe further In fact, 3GPP has
recently agreed that NR shall support grant-free, SPS-like, Physical ... subsets of resources
dedicated to a particular service with its unique numerology configuration [6]. Among ...
sy BT Relsted articles Al 8 varsions

tTtI advaneed \,(:sPP swtatson for tt\;tT -Advanced

Chapter 10: SeIfOrgamzrng Networks (SON) 10.1 Introduction 10.2 SON Roadmap in 3GPP
Releases 10.3 SelfOptimization ... SA SAE SAP SCell SFN SGSN SGW SIB SINR SON SORTD
SPS SRS SRVCC ... 1.3 LTE Capabilities LTE Release 8 offers peak data rate of 150 Mbps in ...
& P Ohed by 250 Related atticles Al 3versions 9%

PHY Layer

{, K 8 A9 N

. As foIIowrng work, new release-17 study |tem may be contlnued wrth the focus of the ... having M
rows, N columns, and P polarizations, denoted as the (M,N,P) configuration ... polanzatlon generally
has significant performance benefits, the panel array is typically configured for P =2 ...

P B9 Al 2 versions

JYOYuUR F

LTE-Advanced. A practios s)f famns approach o understanding 3GPP LTE
reteases 10 and 1 rafho 2388 technologies

. to Understandrng the 3GPP LTE Releases 10 and ... 2 RRC connection
establrshment, modification, and release.....188 4.5 ... IMT-Advanced evaluation
methodology and baseline configurations.....904 11.8

Y 99 Chedby 241  Related arlicles  All 4 vers

Ris New R =taileX Swor‘d t‘\etm; & Broadband

\\ - :\‘\

. Finally, he wishes to thank his wife and son for their unwavering support during the preparation
of this book, his parents-in-law for taking care of everyone during this time, and his parents for
setting him on this path ... Some notable releases include Release- 99 WCDMA ...

s B¥ Caedby5  Related atficies Al 2 versions 39

Once the first 5G standards are released and the frequency bands are avallable deployments

of 5G ... new state, devices can switch about 4-10 times faster from inactive to active state ... helps
to substantially reduce the delay between the paging request to an inactive device and ...

v BB OHed by 23 Related artticles Al S versions §D

https://scholar.google.com/scholar?hl=en&as_sdt=0%2C47&q=activet+and-+releaset+and+d...
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5@ Innovations for New Business Opportunities
... Once the first 5G standards are ‘released and the frequency bands are available, deployments

of 5G ... new state, devices can switch about 4-10 times faster from inactive to active state ... helps
to substantially reduce the delay between the paging request to an inactive device and ...

P P9 Ciedby3  Related attices 59

ak

Resource management in future mobile networks: from millimetre-wave
backhauls o airbome access networks

RU-201¥ v arae P UK

... where the contribution from fellow PhD student is limited to setting up simulation environment ...
4G Long-Term Evolution (LTE) networks and how different configurations impact on ... Specifically,
| study the different settings of the radio link control (RLC) layer under different data ...

< B8 Relsted aticles A2 varsions 9%

https://scholar.google.com/scholar?hl=en&as_sdt=0%2C47&q=active+and+releasetand+d... 6/29/2021
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Application No. Applicant(s)
17/236,001 Babaei, Alireza
Decision Granting Request for
Prioritized Examination (Track /) Examiner Art Unit AIA (FITF) Status
CHERYL P GIBSON OPET Yes
BAYLOR

1. THE REQUEST FILED 21 April 2021 IS GRANTED .

The above-identified application has met the requirements for prioritized examination
A for an original nonprovisional application (Track I).
B. (J for an application undergoing continued examination (RCE).

2. The above-identified application will undergo prioritized examination. The application will be
accorded special status throughout its entire course of prosecution until one of the following occurs:

A. filing a petition for extension of time to extend the time period for filing a reply;

B. filing an amendmen mend th lication ntain more than f

independent claims, more than thirty total claims , or a multiple dependent claim;

filing a request for continued examination ;
filing a notice of appeal;

filing a request for suspension of action;
mailing of a notice of allowance;

mailing of a final Office action;

I e moo

completion of examination as defined in 37 CFR 41.102; or

abandonment of the application.

Telephone inquiries with regard to this decision should be directed to CHERYL GIBSON BAYLOR at
(571)272-3213. In his/her absence, calls may be directed to Petition Help Desk at (571) 272-3282.

/CHERYL GIBSON BAYLOR/
Paralegal Specialist, OPET

U.S. Patent and Trademark Office
PTO-2298 (Rev. 02-2012)
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNTTED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

PO, Box 1450

Alexandria, Virginia 22313-1450

WWW.uspto.gov

APPLICATION FILING or GRP ART
NUMBER I 371(c) DATE UNIT I FIL FEE RECD I ATTY.DOCKET.NO ITOT CLAIMSIIND CLAIMSl
17/236,001 04/21/2021 830 2019-002Ut2 20
CONFIRMATION NO. 3511
148908 FILING RECEIPT

4525 aibertsn Hoad O L R

Fairfax, VA 22032
Date Mailed: 04/28/2021

Receipt is acknowledged of this non-provisional utility patent application. The application will be taken up for
examination in due course. Applicant will be notified as to the results of the examination. Any correspondence
concerning the application must include the following identification information: the U.S. APPLICATION NUMBER,
FILING DATE, NAME OF FIRST INVENTOR, and TITLE OF INVENTION. Fees transmitted by check or draft are
subject to collection.

Please verify the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please
submit a written request for a corrected Filing Receipt, including a properly marked-up ADS showing the changes
with strike-through for deletions and underlining for additions. If you received a "Notice to File Missing Parts" or
other Notice requiring a response for this application, please submit any request for correction to this Filing Receipt
with your reply to the Notice. When the USPTO processes the reply to the Notice, the USPTO will generate another
Filing Receipt incorporating the requested corrections provided that the request is grantable.

Inventor(s)

Alireza Babaei, Fairfax, VA;
Applicant(s)

PanPsy Technologies, LLC, Fairfax, VA;
Assignment For Published Patent Application

PanPsy Technologies, LLC, Fairfax, VA

Power of Attorney: The patent practitioners associated with Customer Number 148908

Domestic Priority data as claimed by applicant
This application is a CON of 17/086,383 10/31/2020
which claims benefit of 62/931,798 11/06/2019

Foreign Applications for which priority is claimed (You may be eligible to benefit from the Patent Prosecution
Highway program at the USPTO. Please see http://www.uspto.gov for more information.) - None.

Foreign application information must be provided in an Application Data Sheet in order to constitute a claim to
foreign priority. See 37 CFR 1.55 and 1.76.

Permission to Access Application via Priority Document Exchange: Yes

Permission to Access Search Results: Yes
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Applicant may provide or rescind an authorization for access using Form PTO/SB/39 or Form PTO/SB/69 as
appropriate.

If Required, Foreign Filing License Granted: 04/27/2021

The country code and number of your priority application, to be used for filing abroad under the Paris Convention,
is US 17/236,001

Projected Publication Date: 08/05/2021
Non-Publication Request: No

Early Publication Request: No
** SMALL ENTITY **
Title

Wireless Device Feedback For Semi-persistent Scheduling Release

Preliminary Class

Statement under 37 CFR 1.55 or 1.78 for AlA (First Inventor to File) Transition Applications: No
PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing
of patent applications on the same invention in member countries, but does not result in a grant of "an international
patent” and does not eliminate the need of applicants to file additional documents and fees in countries where patent
protection is desired.

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific
foreign countries to ensure that patent rights are not lost prematurely.

Applicants also are advised that in the case of inventions made in the United States, the Director of the USPTO must
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application
serves as a request for a foreign filing license. The application's filing receipt contains further information and
guidance as to the status of applicant's license for foreign filing.

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html.

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative,

this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific
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countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may
call the U.S. Government hotline at 1-866-999-HALT (1-866-999-4258).

LICENSE FOR FOREIGN FILING UNDER
Title 35, United States Code, Section 184

Title 37, Code of Federal Regulations, 5.11 & 5.15
GRANTED

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under
37 CFR 5.13 or 5.14.

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This
license is not retroactive.

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national
security or the export of technical data. Licensees should apprise themselves of current regulations especially with
respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of
Treasury (31 CFR Parts 500+) and the Department of Energy.

NOT GRANTED

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12,
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b).

SelectUSA

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location for
business investment, innovation, and commercialization of new technologies. The U.S. offers tremendous resources
and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation works to
promote and facilitate business investment. SelectUSA provides information assistance to the international investor
community; serves as an ombudsman for existing and potential investors; advocates on behalf of U.S. cities, states,
and regions competing for global investment; and counsels U.S. economic development organizations on investment
attraction best practices. To learn more about why the United States is the best country in the world to develop
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technology, manufacture products, deliver services, and grow your business, visit http:/www.SelectUSA.gov or call
+1-202-482-6800.
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PATENT APPLICATION FEE DETERMINATION RECORD

Application or Docket Number

Substitute for Form PTO-875 17/236,001
APPLICATION AS FILED - PART | OTHER THAN
(Column 1) (Column 2) SMALL ENTITY OR SMALL ENTITY
FOR NUMBER FILED NUMBER EXTRA RATE($) FEE($) RATE($) FEE($)
BASIC FEE
(37 CFR 1.16(a), (b), or () N/A N/A N/A 80 N/A
SEARCH FEE
A i) N/A N/A N/A 350 N/A
EXAMINATION FEE
(37 CFR 1.16(0). (5), or (2) N/A N/A N/A 400 N/A
TOTAL CLAIMS .
(37 CFR 1.16(1)) 20 minus 20= 50 0.00 OR
INDEPENDENT CLAIMS ] *
(37 CFR 1.16(h)) 1 minus 3 = 240 0.00
If the specification and drawings exceed 100
APPLICATION SIZE | sheets of paper, the application size fee due is
FEE $310 ($155 for small entity) for each additional 0.00
(837 CFR 1.16(s)) 50 sheets or fraction thereof. See 35 U.S.C.
41(a)(1)(G) and 37 CFR 1.16(s).
MULTIPLE DEPENDENT CLAIM PRESENT (37 CFR 1.16(j)) 0.00
* If the difference in column 1 is less than zero, enter "0” in column 2. TOTAL 830 TOTAL
APPLICATION AS AMENDED - PART Il
OTHER THAN
(Column 1) (Column 2) (Column 3) SMALL ENTITY OR SMALL ENTITY
CLAIMS HIGHEST
REMAINING NUMBER PRESENT ADDITIONAL ADDITIONAL
< AFTER PREVIOUSLY EXTRA RATE(S) FEE($) RATE(S) FEE($)
E AMENDMENT PAID FOR
L Total . " =
= (37 CF; Iav16(i)) Mins OR
=] Independent * Minus | *** =
E (37 orR 1.16(h)) OR
<§( Application Size Fee (37 CGFR 1.16(s))
FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j)) OR
TOTAL OR TOTAL
ADD'L FEE ADD'L FEE
(Column 1) (Column 2) (Column 3)
CLAIMS HIGHEST
REMAINING NUMBER PRESENT ADDITIONAL ADDITIONAL
m AFTER PREVIOUSLY EXTRA RATE($) FEE($) RATE() FEE($)
E AMENDMENT PAID FOR
w Total * Minus ** =
= (37 oFg{ ?16@)) OR
% Independent Minus b = OR
w | @rcrr11smy)
<§E Application Size Fee (37 CFR 1.16(s))
OR
FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 GFR 1.16(j))
TOTAL OR TOTAL
ADD'L FEE ADD'L FEE

* If the entry in column 1 is less than the entry in column 2, write "0" in column 3.
** If the "Highest Number Previously Paid For" IN THIS SPACE is less than 20, enter "20".

*** |f the "Highest Number Previously Paid For" IN THIS SPACE is less than 3, enter "3".
The "Highest Number Previously Paid For" (Total or Independent) is the highest found in the appropriate box in column 1
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Doc Code: PA..

PTO/AIA/82A (07-13)

Document Description: Power of Attorney Approved for use through 03/31/2021. OMB 0651-0035

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number.

TRANSMITTAL FOR POWER OF ATTORNEY TO ONE OR MORE

REGISTERED PRACTITIONERS

NOTE: This form is to be submitted with the Power of Attorney by Applicant form (PTO/AIA/82B) to identify the application to which the
Power of Attorney is directed, in accordance with 37 CFR 1.5, unless the application number and filing date are identified in the Power of
Attorney by Applicant form. If neither form PTO/AIA/82A nor form PTO/AIA82B identifies the application to which the Power of Attorney is
directed, the Power of Attorney will not be recognized in the application.

Application Number

Filing Date

April 21, 2021

First Named Inventor

Alireza Babaei

Title

Wireless Device Feedback For Semi-persistent Scheduling Release

Art Unit

Examiner Name

Attorney Docket Number |2019-002Ut2

SIGNATURE of Applicant or Patent Practitioner

Signature /A“reza Babael/ Date (Optional)
Name Alireza Babaei Eﬁ?ri]zter?“m 75,833

Title (if Applicant is a
juristic entity)

Applicant Name (if Applicant is a juristic entity)

NOTE: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4(d) for signature requirements and certifications. If
more than one applicant, use multiple forms.

*Total of ] forms are submitted.

This collection of information is required by 37 CFR 1.131, 1.32, and 1.33. The information is required to obtain or retain a benefit by
the public which is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR
1.11 and 1.14. This collection is estimated to take 3 minutes to complete, including gathering, preparing, and submitting the completed
application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you require
to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

If you need assistance in completing the form, call 1-800-PTO-9199 and select option 2.
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Doc Code: PA..

L PTO/AIA/82B (07-13)
Document Description: Power of Attorney Approved for use through 03/31/2021. OMB 0651-0035

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number

POWER OF ATTORNEY BY APPLICANT

| hereby revoke all previous powers of attorney given in the application identified in either the attached transmittal letter or
the boxes below.

Application Number Filing Date

(Note: The boxes above may be left blank if information is provided on form PTO/AIA/82A.)

| hereby appoint the Patent Practitioner(s) associated with the following Customer Number as my/our attorney(s) or agent(s), and
to transact all business in the United States Patent and Trademark Office connected therewith for the application referenced in
the attached transmittal letter (form PTO/AIA/82A) or identified above:

OR 148908

|:| | hereby appoint Practitioner(s) named in the attached list (form PTO/AIA/82C) as my/our attorney(s) or agent(s), and to transact
all business in the United States Patent and Trademark Office connected therewith for the patent application referenced in the
attached transmittal letter (form PTO/AIA/82A) or identified above. (Note: Complete form PTO/AIA/82C.)

Please recognize or change the correspondence address for the application identified in the attached transmittal
letter or the boxes above to:

The address associated with the above-mentioned Customer Number
OR

|:| The address associated with Customer Number:
OR

|:| Firm or
Individual Name

Address

City | state | Zip
Country

Telephone | Email |

| am the Applicant (if the Applicant is a juristic entity, list the Applicant name in the box):

PanPsy Technologies, LLC

[ ] inventor or Joint Inventor (title not required below)

I:l Legal Representative of a Deceased or Legally Incapacitated Inventor (title not required below)
Assignee or Person to Whom the Inventor is Under an Obligation to Assign (provide signer’s title if applicant is a juristic entity)

|:| Person Who Otherwise Shows Sufficient Proprietary Interest (e.g., a petition under 37 CFR 1.46(b)(2) was granted in the
application or is concurrently being filed with this document) (provide signer’s title if applicant is a juristic entity)
SIGNATURE of Applicant for Patent

The undersigned (whose title is supplied below) is authorized to act on behalf of the applicant (e.g., where the applicant is a juristic entity).

Signature /Alireza Babaei/ | Date (Optional) |
Name Alireza Babaei
Title Chief Research Scientist

NOTE: Signature - This form must be signed by the applicant in accordance with 37 CFR 1.33. See 37 CFR 1.4 for signature requirements
and certifications. If more than one applicant, use multiple forms.

Total of 1 forms are submitted.

This collection of information is required by 37 CFR 1.131, 1.32, and 1.33. The information is required to obtain or retain a benefit by the public which is to file (and by the
USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 3 minutes to complete,
including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount
of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S.
Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner
for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

If you need assistance in completing the form, call 1-800-PTO-9199 and select option 2.
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Doc code: IDS

Doc description: Information Disclosure Statement (IDS) Filed

PTO/SB/08a (02-18)

Approved for use through 11/30/2020. OMB 0651-0031
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

Application Number

Filing Date

First Named Inventor | Alireza Babaei

Art Unit

Examiner Name |

Attorney Docket Number ‘2019-002Ut2

U.S.PATENTS

Remove

Pages,Columns,Lines where

E).(a_lm*lner Cite Patent Number Kind Issue Date Na”.”e of Patentee or Applicant Relevant Passages or Relevant
Initial No Code? of cited Document .
Figures Appear
1 10952194 B2 P021-03-16 ISharma et al.
2 10548161 B2 P020-01-28 | ee et al.

If you wish to add additional U.S. Patent citation information please click the Add button.

Add

U.S.PATENT APPLICATION PUBLICATIONS

Remove

Examiner| .. Publication Kind | Publication Name of Patentee or Applicant Pages,Columns,Lines where
e Cite No . Relevant Passages or Relevant
Initial Number Code’| Date of cited Document .
Figures Appear

1 P0200396760 A1l P020-12-17 Yi et al.

2 20200145167 A1 P020-05-07 Jung et al.

3 0190074935 A1 019-03-07 Babaei et al.

4 0200205141 Al P020-06-25 Khoshnevisan et al.
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INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

Application Number

Filing Date

First Named Inventor | Alireza Babaei

Art Unit ‘

Examiner Name |

Attorney Docket Number ‘ 2019-002Ut2

5 20190124681 A1 0019-04-25 | ee et al.
6 0200374045 A1l P020-11-26 Yin et al.
7 20210014026 A1l P021-01-14 Papasakellariou

If you wish to add additional U.S. Published Application citation information please click the Add button| Add

FOREIGN PATENT DOCUMENTS

Remove

Examiner| Cite | Foreign Document Country
Initial* [No | Numbers Codez2i

Name of Patentee or
Applicant of cited
Document

Kind | Publication
Code4| Date

Pages,Columns,Lines
where Relevant
Passages or Relevant
Figures Appear

TS

If you wish to add additional Foreign Patent Document citation information please click the Add button

Add

NON-PATENT LITERATURE DOCUMENTS

Remove

Examiner| Cite
Initials* | No

Include name of the author (in CAPITAL LETTERS), title of the article (when appropriate), title of the item
(book, magazine, journal, serial, symposium, catalog, etc), date, pages(s), volume-issue number(s),
publisher, city and/or country where published.

TS

1 BGPP TS 38211 V15.7.0 (2019-09); Technical Specification; 3rd Generation Partnership Project; Technical
Bpecification Group Radio Access Network; NR; Physical channels and modulation; {Release 15)

2 BGPP TS 38.212 V15.7.0 (2019-09); Technical Specification; 3rd Generation Partnership Project; Technical
Bpecification Group Radio Access Network; NR; Multiplexing and channel coding; (Release 15)

3 BGPP TS 38213 V15.7.0 (2019-09); Technical Specification; 3rd Generation Partnership Project;
ITechnical Specification Group Radio Access Network; NR; Physical layer procedures for control; (Release 15)
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INFORMATION DISCLOSURE

STATEMENT BY APPLICANT
( Not for submission under 37 CFR 1.99)

Application Number

Filing Date

First Named Inventor | Alireza Babaei

Art Unit ‘

Examiner Name |

Attorney Docket Number ‘ 2019-002Ut2

BGPP TS 38214 V15.7.0 (2019-09); Technical Specification; 3rd Generation Partnership Project; Technical
Bpecification Group Radio Access Network; NR; Physical layer procedures for data; {Release 13)

BGPP TS 38.300 V15.7.0 (2019-09); Technical Specification; 3rd Generation Partnership Project; Technical
Bpecification Group Radio Access Network; NR; NR and NG-RAN Overall Description; Stage 2; {(Release 15)

BGPP TS 38.321 V15.7.0 (2019-09); Technical Specification; 3rd Generation Partnership Project; Technical
Bpecification Group Radio Access Network; NR; Medium Access Control (MAC) protocol specification; (Release 15)

BGPP TS 38.331 V15.7.0 (2019-09); Technical Specification; 3rd Generation Partnership Project; Technical
Bpecification Group Radio Access Network; NR; Radio Resource Control (RRC); Protocol specification; (Release 15 )

R1-1911429; 3GPP TSG RAN WG1 Meeting #98bis; Chongqing, China, 14th — 18th October 2019; Source: MCC
Bupport; Title: Final Report of 3GPP TSG RAN WG1 #98 v2.0.0; (Prague, Czech Rep, 26th — 30th August 2019);
PDocument for: Approval

R1-1907973; 3GPP TSG RAN WG1 Meeting #98; Prague, Czech Rep, 26th — 30th August 2019; Source: MCC
Bupport; Title: Final Report of 3GPP TSG RAN WG1 #97 v1.0.0; (Reno, USA, 13th — 17th May 2019); Document for:
Ppproval

10

R1-1905921; 3GPP TSG RAN WG1 Meeting #97; Reno, USA, 13th — 17th May 2019; Source: MCC Support; Title:
Final Report of 3GPP TSG RAN WG1 #96b v1.0.0; (Xi'an, China, 8th — 12th April 2019); Document for: Approval

1

R1-1908052; 3GPP TSG RAN WG1 Meeting #98; Prague, Czech Republic, August 26th — 30th, 2019; Agenda Item:
/ 2.6.2; Source: Huawei, HiSilicon; Title: UCI enhancements for URLLGC; Document for: Discussion and Decision

12

R1-1908164; 3GPP TSG RAN WG1 #98; Prague, CZ, August 26th — 30th, 2019; Source: vivo; Title: Other issues for
URLLC; Agenda ltem: 7.2.6.7; Document for: Discussion and Decision

13

R1-1908236; 3GPP TSG RAN WG1 #98; Prague, CZ, August 26th — 30th, 2019; Source: ZTE; Title: UL control
Enhancements for NR URLLC; Agenda item: 7.2.6.2; Document for: Discussion and Decision

14

R1-1908241; 3GPP TSG RAN WG1 #98; Prague, CZ, August 26th — 30th, 2019; Source: ZTE; Title: Other
Enhancements for Rel-16 URLLC; Agenda item: 7.2 6.7; Document for: Discussion and Decision
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( Not for submission under 37 CFR 1.99)

Application Number

Filing Date

First Named Inventor | Alireza Babaei

Art Unit ‘

Examiner Name |

Attorney Docket Number ‘ 2019-002Ut2

R1-1908437; 3GPP TSG RAN WG1 #98; Prague, CZ, August 26th — 30th, 2019; Agenda item: 7.2.6.2; Source: Nokia,

15 Nokia Shanghai Bell; Title: On UCI Enhancements for NR URLLC; Document for: Discussion and Decision
R1-1908496; 3GPP TSG RAN WG1 #98; Prague, CZ, August 26th — 30th, 2019; Agenda ltem: 7.2.6.7; Source:

16 Bamsung; Title: Discussion for enhancements for lloT; Document for: Discussion and decision
R1-1908542; 3GPP TSG RAN WG1 #98; Prague, Czech Republic, August 26th — 30th, 2019; Agenda I[tem: 7.2.6.2;

17 Bource: LG Electronics; Title: UCI enhancements for NR URLLC; Document for: Discussion and decision
R1-1908595; 3GPP TSG RAN WG1 Meeting #98; Prague, CZ, August 26th — 30th, 2019; Source: CATT; Title: UL

18 Control enhancements for URLLC; Agenda ltem: 7.2.6.2; Document for: Discussion and Decision

19 R1-1908646; 3GPP TSG RAN WG1 #98; Prague, CZ, 26th — 30th August, 2019; Source: Intel Corporation; Title: UCI
Enhancements for eURLLC; Agenda item: 7.2.6.2; Document for: Discussion and Decision
R1-1908651; 3GPP TSG RAN WG1 Meeting #98; Prague, Czech Republic, August 26th — 30th, 2019; Source: Intel

20 [Corporation; Title: Other aspects of eJRLLC; Agenda item: 7.2.6.7; Document for: Discussion and Decision
R1-1908799; 3GPP TSG RAN WG1 #98; Prague, CZ, 26th — 30th August 2019; Source: Panasonic; Title: Discussion

21 bn UCI enhancement for URLLC; Agenda Item: 7.2 .6.2; Document for: Discussion

22 R1-1908867; 3GPP TSG RAN WG1 #98; Prague, CZ, August 26th — 30th, 2019; Agenda item: 7.2.6.2; Source:
[CMCC; Title: Discussion on UCI enhancements for URLLC; Document for: Discussion and Decision

23 R1-1908883; 3GPP TSG RAN WG1 #98; Prague, CZ, August 26th — 30th, 2019; Agenda item: 7.2.6.2; Source: China
ITelecom; Title: UCI enhancements for URLLC; Document for: Discussion

24 R1-1909055; 3GPP TSG-RAN WG1 #98; Prague, Czech Republic, August 26th — 30th, 2019; Source: Apple Inc;
ITitle: On UCI enhancements for NR URLLC; Agenda item: 7.2.6.2; Document for: Discussion and Decision

25 R1-1909194; 3GPP TSG RAN WG1 #98; Prague, CZ, August 26th — 30th, 2019; Source: NTT DOCOMO, ING ; Title:
LJCI enhancements for URLLC; Agenda ltem: 7.2.6.2; Document for: Discussion and Decision
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Filing Date
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Examiner Name |

Attorney Docket Number ‘ 2019-002Ut2

26

R1-1909351; 3GPP TSG RAN WG1 Meeting #98; Prague, Czech, August 26th — 30th, 2019; Source : CAICT; Title:
1JCI enhancements for URLLC; Agenda Item : 7.2.6.2; Document for - Discussion / Decision

27

R1-1909575; 3GPP TSG-RAN WG1 #98; August 26th—30th, 2019; Prague, Czech Republic; Agenda item: 7.2.6.2;
Bource: Qualcomm Incorporated; Title: UCI Enhancements for eURLLC; Document for: Discussion/Decision

28

R1-1910067; 3GPP TSG RAN WG1 Meeting #98bis; Chongqing, China, October 14th — 20th, 2019; Agenda ltem:
/' 2.6.2; Source: Huawei, HiSilicon; Title: UCI enhancements for URLLC; Document for: Discussion and Decision

29

R1-1910342; 3GPP TSG RAN WG1 Meeting #98bis; Chongqing, China, 14th — 20th October, 2019; Source: CATT;
[Title: UL control enhancements for URLLC; Agenda Item: 7.2.6.2; Document for: Discussion and Decision

30

R1-1910551; 3GPP TSG RAN WG1 Meeting #98bis; Chongqing, China, Oct 14th — 20th, 2019; Agenda ltem: 7.2.6.7;
Source: Ericsson; Title: Other Enhancements to Uplink and Downlink Transmissions for NR URLLC; Document for:
Discussion, Decision

31

R1-1910620; 3GPP TSG RAN WG1 #98bis; Chonggqing, China, October 14th — 20th, 2019; Source: OPPO; Title: UCI
Enhancements for URLLC; Agenda Item: 7.2.6.2; Document for: Discussion and Decision

32

R1-1910661; 3GPP TSG RAN WG1 #98bis; Chongging, China, 14th — 20th October, 2019; Source: Intel Corporation;
ITitle: UCI enhancements for eJRLLC; Agenda item: 7.2.6.2; Document for: Discussion and Decision

33

R1-1910799; 3GPP TSG RAN WG1 #98bis; Chongging, China, October 14th — 20th, 2019; Agenda item: 7.2.6.2;
Bource: Nokia, Nokia Shanghai Bell; Title: On UC| Enhancements for NR URLLC; Document for: Discussion and
Decision

34

R1-1910966; 3GPP TSG-RAN WGH1 #98bis; Chongqing, China, 14th — 20th October, 2019; Source: Apple Inc_; Title:
Further consideration on UCI enhancements for NR URLLC; Agenda item: 7.2.6.2; Document for: Discussion and
Decision

35

R1-1910993; 3GPP TSG RAN WG1 #98bis; Chongging, China, 14th — 20th October 2019; Source: Panasonic; Title:
Piscussion on DL SPS enhancement and resource conflicts involving CG PUSCH; Agenda Item: 7.2.6.7; Document
for: Discussion

36

R1-1911119; 3GPP TSG-RAN WG1 #98b; October 14th—20th, 2019; Chongging, China; Agenda item: 7.2.6.2; Source
ualcomm Incorporated; Title: UCI Enhancements for eURLLC; Document for: Discussion/Decision
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Attorney Docket Number ‘ 2019-002Ut2

R1-1911176; 3GPP TSG RAN WG1 #98bis; Chongqing, China, October 14th — 20th, 2019; Source: NTT DOCOMO,

37 INC ; Title: UCI enhancements for URLLC; Agenda Item: 7.2.6.2; Document for: Discussion and Decision

R1-191707; 3GPP TSG RAN WG1 #98bis; Chongging, China, October 14th — 20th, 2019; Source: OPPO; Title:

38 Bummary#4 on UCI enhancements for URLLC; Agenda ltem: 7.2.6.2; Document for: Discussion and Decision

If you wish to add additional non-patent literature document citation information please click the Add button| Add

EXAMINER SIGNATURE

Examiner Signature Date Considered |

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through a
citation if not in conformance and not considered. Include copy of this form with next communication to applicant.

1 See Kind Codes of USPTO Patent Documents at www.USPTO.GOV or MPEP 801.04. 2 Enter office that issued the document, by the two-letter code (WIPO

Standard ST.3). 3 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent document.
4 Kind of document by the appropriate symbols as indicated on the document under WIPO Standard ST.16 if possible. 3 Applicant is to place a check mark here if
English language translation is attached.
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Application Number

Filing Date

INFORMATION DISCLOSURE

First Named Inventor | Alireza Babaei

STATEMENT BY APPLICANT At Un
rt Unit ‘

( Not for submission under 37 CFR 1.99)
Examiner Name |

Attorney Docket Number ‘ 2019-002Ut2

CERTIFICATION STATEMENT

Please see 37 CFR 1.97 and 1.98 to make the appropriate selection(s):

That each item of information contained in the information disclosure statement was first cited in any communication
from a foreign patent office in a counterpart foreign application not more than three months prior to the filing of the
information disclosure statement. See 37 CFR 1.97(e)(1).

OR

That no item of information contained in the information disclosure statement was cited in a communication from a
foreign patent office in a counterpart foreign application, and, to the knowledge of the person signing the certification
after making reasonable inquiry, no item of information contained in the information disclosure statement was known to

[ ] any individual designated in 37 CFR 1.56(c) more than three months prior to the filing of the information disclosure
statement. See 37 CFR 1.97(e)}(2).

See attached certification statement.
The fee set forth in 37 CFR 1.17 {p) has been submitted herewith.

X A certification statement is not submitted herewith.

SIGNATURE
A signature of the applicant or representative is required in accordance with CFR 1.33, 10.18. Please see CFR 1.4(d) for the
form of the signature.

Signature [Alireza Babaei/ Date (YYYY-MM-DD) 2021-04-21

Name/Print Alireza Babaei Registration Number ’75833

This collection of information is required by 37 CFR 1.97 and 1.98. The information is required to obtain or retain a benefit by the
public which is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.5.C. 122 and 37 CFR
1.14. This collection is estimated to take 1 hour to complete, including gathering, preparing and submitting the completed
application form to the USPTO. Time will vary depending upeon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S.
Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND
FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria,
VA 22313-1450.
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the
attached form related to a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised
that: (1) the general authaority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information soclicited
is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark Office is to
process and/or examine your submission related fo a patent application or patent. If you do not furnish the requested
information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act
(5 U.8.C. 552) and the Privacy Act (5 U.S.C. 552a). Records from this system of records may be disclosed to the
Department of Justice to determine whether the Freedom of Information Act requires disclosure of these record s.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a
court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of settlement
negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance from the
Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for
the information in order to perform a contract. Recipients of information shall be required to comply with the
requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records
may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant
to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of
National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or
his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility to
recommend improvements in records management practices and programs, under authority of 44 U.S.C. 2904 and
2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of records for this
purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make
determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in
an application which became abandoned or in which the proceedings were terminated and which application is
referenced by either a published application, an application open to public inspections or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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Electronic Patent Application Fee Transmittal

Application Number:

Filing Date:

Title of Invention:

Wireless Device Feedback For Semi-persistent Scheduling Release

First Named Inventor/Applicant Name:

Alireza Babaei

Filer:

Alireza Babaei

Attorney Docket Number:

2019-002Ut2

Filed as Small Entity

Filing Fees for Track I Prioritized Examination - Nonprovisional Application under 35 USC 111(a)

Description Fee Code Quantity Amount Sull)’-s'l'g(tsa\)l in
Basic Filing:
UTILITY FILING FEE (ELECTRONIC FILING) 4011 1 80 80
UTILITY SEARCH FEE 2111 1 350 350
UTILITY EXAMINATION FEE 2311 1 400 400
REQUEST FOR PRIORITIZED EXAMINATION 2817 1 2100 2100
Pages:
Claims:

Miscellaneous-Filing:

101




Description Fee Code Quantity Amount Suz-s'l'g(t;)l in
PUBL. FEE- EARLY, VOLUNTARY, OR NORMAL 1504 1 0 0
PROCESSING FEE, EXCEPT PROV. APPLS. 2830 1 70 70
Petition:
Patent-Appeals-and-Interference:
Post-Allowance-and-Post-Issuance:
Extension-of-Time:
Miscellaneous:
Total in USD ($) 3000
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Electronic Acknowledgement Receipt

EFS ID: 42507386
Application Number: 17236001
International Application Number:
Confirmation Number: 3511

Title of Invention:

Wireless Device Feedback For Semi-persistent Scheduling Release

First Named Inventor/Applicant Name:

Alireza Babaei

Customer Number:

148908

Filer:

Alireza Babaei

Filer Authorized By:

Attorney Docket Number: 2019-002Ut2
Receipt Date: 21-APR-2021
Filing Date:
Time Stamp: 09:39:34

Application Type:

Utility under 35 USC 111(a)

Payment information:

Submitted with Payment yes

Payment Type CARD

Payment was successfully received in RAM $3000

RAM confirmation Number E20214K040562366

Deposit Account

Authorized User

The Director of the USPTO is hereby authorized to charge indicated fees and credit any overpayment as follows:
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File Listing:

Document . . File Size(Bytes)/ Multi Pages
Document Description File Name . . .
Number Message Digest | Part/.zip| (ifappl.)
140453
1 TrackOne Request 2019-002Ut2_Track1Req.pdf no 2
6ed618d2a35b35811335f83a675e54b9c6a|
cf27a
Warnings:
Information:
1256121
2 Application Data Sheet 2019-002Ut2_ADS.pdf no 8
d88919e99fb8391b47417f62b6c8cfb97e4 2
2e24
Warnings:
Information:
375441
3 Specification 201 9—002Ut2_§feaﬁcat|ons. no 73
p 2aa636b9d37dea84532799757a9082e3b3
d416a2
Warnings:
Information:
207292
S | ite li
4 Drawings-only b aFk and white line 2019-002Ut2_ Drawings.pdf no 35
drawings
8c1b5b0dc0862805e625% 1aba33ef46580)
Warnings:
Information:
24868
5 Claims 2019-002Ut2_Claims.pdf no 4
157094f06e 185a6aaf24dab9adc9496a5a81
92ea
Warnings:
Information:
11889
6 Abstract 2019-002Ut2_Abstract.pdf no 1
23eeea252fbde19d37942eche287dbad628|
4aa39
Warnings:
Information:
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195695

7 Oath or Declaration filed 2019-002Ut2_Declaration.pdf no 2

faedad813bc0919078690fefcc9dcOb5572]

Warnings:

Information:

273361

8 Power of Attorney 2019-002Ut2_PoA.pdf no 2

3902c4a8c027adb45268856300914e9d303]
b4a77

Warnings:

Information:

1036494

Information Disclosure Statement {(IDS)

- 8
Form (SB08) 2019-002Ut2_IDS.pdf no

87d40ae4c936e07f02877887b4fe8e70070
9fa03

Warnings:

Information:

40468

10 Fee Worksheet {(SB06) fee-info.pdf no 2

2d67021cdef973cdd15e85a2298196a54b9)
3cdbc

Warnings:

Information:

Total Files Size (in bytes){ 3562082

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.

105




Doc Code: TRACK1.REQ
Document Description: TrackOne Request

PTO/SB/424 (12-11)

CERTIFICATION AND REQUEST FOR PRIORITIZED EXAMINATION
UNDER 37 CFR 1.102(e) (Page 1 of 1)

First Named

. . Nonprovisional Application Number (if
Inventor: A“reza Babael known):
Title of . . . . .
nvention: Wireless Device Feedback For Semi-persistent Scheduling Release

APPLICANT HEREBY CERTIFIES THE FOLLOWING AND REQUESTS PRIORITIZED EXAMINATION FOR
THE ABOVE-IDENTIFIED APPLICATION.

1. The processing fee set forth in 37 CFR 1.17(i), the prioritized examination fee set forth in 37
CFR 1.17(c), and if not already paid, the publication fee set forth in 37 CFR 1.18(d) have been
filed with the request. The basic filing fee, search fee, examination fee, and any required
excess claims and application size fees are filed with the request or have been already been
paid.

2. The application contains or is amended to contain no more than four independent claims and
no more than thirty total claims, and no multiple dependent claims.

3. The applicable box is checked below:

. iz Original Application (Track One) - Prioritized Examination under § 1.102(e)(1)

i. (a) The application is an original nonprovisional utility application filed under 35 U.S.C. 111(a).
This certification and request is being filed with the utility application via EFS-Web.
-—-OR---
(b) The application is an original nonprovisional plant application filed under 35 U.S.C. 111(a).
This certification and request is being filed with the plant application in paper.

i. An executed oath or declaration under 37 CFR 1.63 is filed with the application.

. I Request for Continued Examination - Prioritized Examination under § 1.102(e)(2)

i. A request for continued examination has been filed with, or prior to, this form.

ii. If the application is a utility application, this certification and request is being filed via EFS-Web.

iii. The application is an original nonprovisional utility application filed under 35 U.S.C. 111(a), or is
a national stage entry under 35 U.S.C. 371.

iv. This certification and request is being filed prior to the mailing of a first Office action responsive
to the request for continued examination.

v. No prior request for continued examination has been granted prioritized examination status
under 37 CFR 1.102(e)(2).

sinature /Alireza Babaei/ bae 04/21/2021
?IgarmSTyped)AIireza Baba’el Egﬁg:ir(;?iia Number 75’833

Note: Signatures of all the inventors or assignees of record of the entire interest or their representative(s) are required in accordance with
37 CFR 1.33 and 11.18. Please see 37 CFR 1.4(d} for the form of the signature. If necessary, submit multiple forms for more than one
signature, see below™

*Total of 1

forms are submitted.
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the requirements of
the Act, please be advised that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2)
furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information is used by the
U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent application or
patent. If you do not furnish the requested information, the U.S. Patent and Trademark Office may not be able to
process and/or examine your submission, which may result in termination of proceedings or abandonment of the
application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

Page 2

The information on this form will be treated confidentially to the extent allowed under the Freedom of
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records may
be disclosed to the Department of Justice to determine whether disclosure of these records is required by the
Freedom of Information Act.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence
to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of
settlement negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a
request involving an individual, to whom the record pertains, when the individual has requested assistance from
the Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having
need for the information in order to perform a contract. Recipients of information shall be required to comply
with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. §52a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property
Organization, pursuant to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes
of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C.
218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator, General
Services, or his/her designee, during an inspection of records conducted by GSA as part of that agency’s
responsibility to recommend improvements in records management practices and programs, under authority of
44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing
inspection of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such
disclosure shall not be used to make determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a
record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record
was filed in an application which became abandoned or in which the proceedings were terminated and which
application is referenced by either a published application, an application open to public inspection or an issued
patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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PTO/AIA/ 4 (02-18)
Approved for use through 11/30/2020. OMB 0651-0032
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are reguired to respond to a collection of information unless it contains a valid CMB control number.

Attorney Docket Number | 2019-002Ut2

Application Data Sheet 37 CFR 1.76 —
Application Number

Title of Invention | Wireless Device Feedback For Semi-persistent Scheduling Release

The application data sheet is part of the provisional or nonprovisional application for which it is being submitted. The following form contains the
bibliographic data arranged in a format specified by the United States Patent and Trademark Office as outlined in 37 CFR 1.76.

This document may be completed electronically and submitted to the Office in electronic format using the Electronic Filing System {EFS) or the
document may be printed and included in a paper filed application.

Secrecy Order 37 CFR 5.2:

[ Portions or all of the application associated with this Application Data Sheet may fall under a Secrecy Order pursuant to
37 CFR 5.2 (Paper filers only. Applications that fall under Secrecy Order may not be filed electronically.)

Inventor Information:

Remove
Inventor [1

Legal Name

Prefix| Given Name Middle Name Family Name Suffix
‘ El I’\Iireza | Babaei | El
Residence Information (Select One) e US Residency Non US Residency Active US Military Service

City | Fairfax State/Province | VA Country of Residencd | US

Mailing Address of Inventor:

Address 1 525 Gilbertson Road

Address 2

City | I:airfax I State/Province ‘ NA
Postal Code ‘ |22032 ‘ Countryi ‘ ‘US

All Inventors Must Be Listed - Additional Inventor Information blocks may be

generated within this form by selecting the Add button. Add

Correspondence Information:

Enter either Customer Number or complete the Correspondence Information section below.
For further information see 37 CFR 1.33(a).

[ ] An Address is being provided for the correspondence Information of this application.

Customer Number |148908

Email Address Iar_babaei@gmail_com [ Add Email | |Remove Email

Application Information:

Title of the Invention Wireless Device Feedback For Semi-persistent Scheduling Release

Attorney Docket Number| [2019-002Ut2 Small Entity Status Claimed [X]

Application Type Nonprovisional -
Subject Matter | Hility -
Total Number of Drawing Sheets (if any) 35 Suggested Figure for Publication (if any) | 26

EFS Web 2.2.13
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PTO/AIA/ 4 (02-18)

Approved for use through 11/30/2020. OMB 0651-0032

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid CMB control number.

Attorney Docket Number | 2019-002Ut2

Application Data Sheet 37 CFR 1.76 —
Application Number

Title of Invention | Wireless Device Feedback For Semi-persistent Scheduling Release

Filing By Reference:

Only complete this section when filing an application by reference under 35 US.C. 111(c) and 37 CFR 1.57(a). Do not complete this section if
application papers including a specification and any drawings are being filed. Any domestic benefit or foreign priority information must be
provided in the appropriate section(s) below (i.e., "Domestic Benefit/National Stage Information” and “Foreign Priority Information”).

For the purposes of a filing date under 37 CFR 1.53(b), the description and any drawings of the present application are replaced by this
reference to the previously filed application, subject to conditions and requirements of 37 CFR 1.57(a). )
Application number of the previously Filing date {YYYY-MM-DD) Intellectual Property Authority or Country 7
filed application

Publication Information:
[] Request Early Publication (Fee required at time of Request 37 CFR 1.219)

Request Not to Publish. | hereby request that the attached application not be published under

] 35 U.S.C. 122(b) and certify that the invention disclosed in the attached application has not and will not be the
subject of an application filed in another country, or under a multilateral international agreement, that requires
publication at eighteen months after filing.

Representative Information:

Representative information should be provided for all practitioners having a power of attorney in the application. Providing
this information in the Application Data Sheet does not constitute a power of attorney in the application (see 37 CFR 1.32).

Either enter Customer Number or complete the Representative Name section below. If both sections are completed the customer
Number will be used for the Representative Information during processing.

Please Select One: ® Customer Number US Patent Practitioner (O Limited Recognition (37 CFR 11.9)
Customer Number 148903

Domestic Benefit/National Stage Information:

This section allows for the applicant to either claim benefit under 35 U.8.C. 119(e), 120, 121, 365(c), or 386(c) or indicate
National Stage entry from a PCT application. Providing benefit claim information in the Application Data Sheet constitutes
the specific reference required by 35 U.S.C. 119(e) or 120, and 37 CFR 1.78.

When referring to the current application, please leave the “*Application Number” field blank.

Prior Application Status | Pending - Remove
Filing or 371(c) Date
Application Number Continuity Type Prior Application Number (YYYY-MM-DD})

[Continuation of 17086383 2020-10-31

4

EFS Web 2.2.13
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PTO/AIA/ 4 (02-18)
Approved for use through 11/30/2020. OMB 0651-0032

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid CMB control number.

Application Data Sheet 37 CFR 1.76

Attorney Docket Number

2019-002Ut2

Application Number

Title of Invention

Wireless Device Feedback For Semi-persistent Scheduling Release

Prior Application Status | [Expired - Remove
Filing or 371(c) Date
Application Number Continuity Type Prior Application Number

(YYYY-MM-DD})

17086383

[Claims benefit of provisional -

62931798

2019-11-06

by selecting the Add button.

Additional Domestic Benefit/National Stage Data may be generated within this form

Foreign Priority Information:

This section allows for the applicant to claim priority to a foreign application. Providing this information in the application data sheet
constitutes the claim for priority as required by 35 U.8.C. 119(b) and 37 CFR 1.55. When priority is claimed to a foreign application
that is eligible for retrieval under the priority document exchange program (PDX)I the information will be used by the Office to
automatically attempt retrieval pursuant to 37 CFR 1.55(i){(1) and (2). Under the PDX program, applicant bears the ultimate
responsibility for ensuring that a copy of the foreign application is received by the Office from the participating foreign intellectual
property office, or a certified copy of the foreign priority application is filed, within the time period specified in 37 CFR 1.55(g)(1).

Application Number

Countryi

Filing Date (YYYY-MM-DD)

Remove

Access Codei if applicable
pp

Add button.

Additional Foreign Priority Data may be generated within this form by selecting the

Statement under 37 CFR 1.55 or 1.78 for AlA (First Inventor to File) Transition

Applications

This application (1) claims priority to or the benefit of an application filed before March 16, 2013 and (2) also
contains, or contained at any time, a claim to a claimed invention that has an effective filing date on or after March

[] 16, 2013.

NOTE: By providing this statement under 37 CFR 1.55 or 1.78, this application, with a filing date on or after March
18, 2013, will be examined under the first inventor to file provisions of the AlA.

EFS Web 2.2.13
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PTO/AIA/ 4 (02-18)

Approved for use through 11/30/2020. OMB 0651-0032

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid CMB control number.

Attorney Docket Number | 2019-002Ut2

Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention | Wireless Device Feedback For Semi-persistent Scheduling Release

Authorization or Opt-Out of Authorization to Permit Access:

When this Application Data Sheet is properly signed and filed with the application, applicant has provided written
authority to permit a participating foreign intellectual property (IP) office access to the instant application-as-filed (see
paragraph A in subsection 1 below)} and the European Patent Office (EPO) access to any search results from the instant
application (see paragraph B in subsection 1 below).

Should applicant choose not to provide an authorization identified in subsection 1 below, applicant must opt-out of the
authorization by checking the corresponding box A or B or both in subsection 2 below.

NOTE: This section of the Application Data Sheet is ONLY reviewed and processed with the INITIAL filing of an
application. After the initial filing of an application, an Application Data Sheet cannot be used to provide or rescind
authorization for access by a foreign IP office(s). Instead, Form PTO/SB/39 or PTO/SB/69 must be used as appropriate.

1. Authorization to Permit Access by a Foreign Intellectual Property Office(s)

A. Priority Document Exchange (PDX) - Unless box A in subsection 2 (opt-out of authorization) is checked, the
undersigned hereby grants the USPTO authority to provide the European Patent Office (EPO), the Japan Patent Office
(JPO), the Korean Intellectual Property Office (KIPQ), the State Intellectual Property Office of the People’s Republic of
China (SIPQO), the World Intellectual Property Organization (WIPQO), and any other foreign intellectual property office
participating with the USPTO in a bilateral or multilateral priority document exchange agreement in which a foreign
application claiming priority to the instant patent application is filed, access to: (1) the instant patent application-as-filed
and its related bibliographic data, (2) any foreign or domestic application to which priority or benefit is claimed by the
instant application and its related bibliographic data, and (3) the date of filing of this Authorization. See 37 CFR 1.14(h)

(1).

B. Search Results from U.S. Application to EPO - Unless box B in subsection 2 (opt-out of authorization) is checked,
the undersignhed hereby grants the USPTO authority to provide the EPO access to the bibliographic data and search
results from the instant patent application when a European patent application claiming priority to the instant patent
application is filed. See 37 CFR 1.14(h)(2).

The applicant is reminded that the EPO’s Rule 141(1) EPC (European Patent Convention) requires applicants to submit a
copy of search results from the instant application without delay in a European patent application that claims priority to
the instant application.

2. Opt-Out of Authorizations to Permit Access by a Foreign Intellectual Property Office(s)

A. Applicant DOES NOT authorize the USPTO to permit a participating foreign |IP office access to the instant
[ ] application-as-filed. If this box is checked, the USPTO will not be providing a participating foreign IP office with
any documents and information identified in subsection 1A above.

B. Applicant DOES NOT authorize the USPTO to transmit to the EPO any search results from the instant patent
[] application. If this box is checked, the USPTO will not be providing the EPO with search results from the instant
application.
NOTE: Once the application has published or is otherwise publicly available, the USPTO may provide access to the
application in accordance with 37 CFR 1.14.

EFS Web 2.2.13
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PTO/AIA/ 4 (02-18)

Approved for use through 11/30/2020. OMB 0651-0032

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid CMB control number.

Attorney Docket Number | 2019-002Ut2

Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention | Wireless Device Feedback For Semi-persistent Scheduling Release

Applicant Information:

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Title 37 of CFR
to have an assignment recorded by the Office.

Applicant {1

If the applicant is the inventor {(or the remaining joint inventor or inventors under 37 CFR 1.45), this section should not be completed.
The information to be provided in this section is the name and address of the legal representative who is the applicant under 37 CFR
1.43; or the name and address of the assignee, person to whom the inventor is under an obligation to assign the invention, or person
who otherwise shows sufficient proprietary interest in the matter who is the applicant under 37 CFR 1.46. If the applicant is an
applicant under 37 CFR 1.46 (assignee, person to whom the inventor is obligated to assign, or person who otherwise shows sufficient
proprietary interest) together with one or more joint inventors, then the joint inventor or inventors who are also the applicant should be

identified in this section.

® Assignee Legal Representative under 35 US.C 117 Joint Inventor

Person to whom the inventor is obligated to assign. Person who shows sufficient proprietary interest

If applicant is the legal representative, indicate the authority to file the patent application, the inventor is:

-

Name of the Deceased or Legally Incapacitated Inventor:

If the Applicant is an Organization check here. X

Organization Name PanPsy Technologies, LLC

Mailing Address Information For Applicant:

Address 1 525 Gilberison Rd
Address 2
City Fairfax State/Province VA
Countnﬂ | S Postal Code 22032
Phone Number 703-798-0675 Fax Number
Email Address |ar.babaei@gmail.com
Additional Applicant Data may be generated within this form by selecting the Add button. Add

Assignee Information including Non-Applicant Assignee Information:

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Title
37 of CFR to have an assignment recorded by the Office.

EFS Web 2.2.13
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PTO/AIA/ 4 (02-18)
Approved for use through 11/30/2020. OMB 0651-0032

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid CMB control number.

L Attorney Docket Number | 2019-002Ut2
Application Data Sheet 37 CFR 1.76

Application Number

Title of Invention | Wireless Device Feedback For Semi-persistent Scheduling Release

Assignee (1

Complete this section if assignee information, including non-applicant assignee information, is desired to be included on the patent
application publication. An assignee-applicant identified in the "Applicant Information” section will appear on the patent application

publication as an applicant. For an assignee-applicant, complete this section only if identification as an assignee is also desired on the
patent application publication.

If the Assignee or Non-Applicant Assignee is an Organization check here. X
Organization Name PanPsy Technolegies, LLC
Mailing Address Information For Assignee including Non-Applicant Assignee:
Address 1 525 Gilbertson Rd
Address 2
City FFairfax I State/Province VA
Countryi s I Postal Code P2032
Phone Number 703-798-0675 ‘ Fax Number
Email Address |ar_babaei@gmail_com
Additi(_)nal Assignee or Non-Applicant Assignee Data may be generated within this form by 2
selecting the Add button.

Signature:

NOTE: This Application Data Sheet must be signed in accordance with 37 CFR 1.33(b). However, if this Application
Data Sheet is submitted with the INITIAL filing of the application and either box A or B is nhot checked in
subsection 2 of the “Authorization or Opt-Out of Authorization to Permit Access” section, then this form must
also be signed in accordance with 37 CFR 1.14(c).

This Application Data Sheet must be signed by a patent practitioner if one or more of the applicants is a juristic
entity (e.g., corporation or association). If the applicant is two or more joint inventors, this form must be signed by a
patent practitioner, all joint inventors who are the applicant, or one or mare joint inventor-applicants who have been given
power of attorney (e.g., see USPTO Form PTO/AIA/81) on behalf of all jeoint inventor-applicants.

See 37 CFR 1.4(d) for the manner of making signatures and certifications.

Signature |/Alireza Babaei/ Date (YYYY-MM-DD)| [2021-04-21
First Name }Alireza Last Name | Pabaei Registration Number 5833
Additional Signature may be generated within this form by selecting the Add button. Add

EFS Web 2.2.13
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PTO/AIA/ 4 (02-18)
Approved for use through 11/30/2020. OMB 0651-0032

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid CMB control number.

L Attorney Docket Number
Application Data Sheet 37 CFR 1.76

2019-002Ut2

Application Number

Title of Invention | Wireless Device Feedback For Semi-persistent Scheduling Release

This collection of information is required by 37 CFR 1.76. The information is required to obtain or retain a benefit by the public which
is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This
collection is estimated to take 23 minutes to complete, including gathering, preparing, and submitting the completed application data
sheet form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you require to
complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

EFS Web 2.2.13
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the attached form related to a patent
application or patent. Accordingly, pursuant to the requirements of the Act, please be advised that: (1) the general authority for the collection of this information
is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and
Trademark Office is to process and/or examine your submission related to a patent application or patent. If you do not furnish the requested information, the U.S.
Patent and Trademark Office may not be able to process and/or examine your submission, which may result in termination of proceedings or abandonment of
the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act (5 U.5.C. 552) and the Privacy
Act (5U.5.C. 552a). Records from this system of records may be disclosed to the Department of Justice to determine whether the Freedom of
Information Act requires disclosure of these records.

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a court, magistrate, or administrative
tribunal, including disclosures to opposing counsel in the course of settlement negotiaticns.

Arecord in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a request involving an individual, to whom
the record pertains, when the individual has requested assistance from the Member with respect to the subject matter of the record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for the information in order to perform
a contract. Recipients of information shall be required to comply with the requirements of the Privacy Act of 1674, as amended, pursuant to 5 U.S.C.
552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records may be disclosed, as a routine use,
to the International Bureau of the World Intellectual Property Organization, pursuant to the Patent CooperationTreaty.

Arecord in this system of records may be disclosed, as a routine use, to ancther federal agency for purposes of National Security review (35 U.5.C. 181)
and for review pursuant to the Atomic Energy Act (42 U.5.C. 218(c)).

A record from this systemn of records may be disclosed, as a routine use, to the Administrator, General Services, or his/her designee, during an
inspection of records conducted by GSA as part of that agency's responsibility to recommend improvements in records management practices and
pregrams, under authority of 44 U.5.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of
records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make determinations about
individuals.

A record from this system of records may be disclosed, as a routine use, to the public after either publication of the application pursuant to 35 U.S.C.
122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use,
to the public if the record was filed in an application which became abandoned or in which the proceedings were terminated and which application is
referenced by either a published application, an application open to public inspections or an issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law enfercement agency, if the USPTO becomes
aware of a violation or potential violation of law or regulation.

EFS Web 2.2.13

115




Docket No. 2019-002Ut2

WIRELESS DEVICE FEEDBACK FOR SEMI-PERSISTENT SCHEDULING RELEASE

CROSS-REFERENCE TO RELATED APPLICATIONS
[0001] This application is a continuation of U.S. patent application Ser. No. 17/086,383, filed
October 31, 2020, which claims the benefit of U.S. Provisional Application No. 62/931,798, filed

November 6, 2019, which is hereby incorporated by reference in its entirety.

BRIEF DESCRIPTION OF THE DRAWINGS

[0002] FIG. 1A and FIG. 1B show examples of mobile communications systems in accordance
with several of various embodiments of the present disclosure.

[0003] FIG. 2A and FIG. 2B show examples of user plane and control plane protocol layers in
accordance with several of various embodiments of the present disclosure.

[0004] FIG. 3 shows example functions and services offered by protocol layers in a user plane
protocol stack in accordance with several of various embodiments of the present disclosure.

[0005] FIG. 4 shows example flow of packets through the protocol layers in accordance with
several of various embodiments of the present disclosure.

[0006] FIG. 5A shows example mapping of channels between layers of the protocol stack and
different physical signals in downlink in accordance with several of various embodiments of the
present disclosure.

[0007] FIG. 5B shows example mapping of channels between layers of the protocol stack and
different physical signals in uplink in accordance with several of various embodiments of the
present disclosure.

[0008] FIG. 6 shows example physical layer processes for signal transmission in accordance with
several of various embodiments of the present disclosure.

[0009] FIG. 7 shows examples of RRC states and RRC state transitions in accordance with several
of various embodiments of the present disclosure.

[0010] FIG. 8 shows an example time domain transmission structure in NR by grouping OFDM
symbols into slots, subframes and frames in accordance with several of various embodiments of the
present disclosure.

[0011] FIG. 9 shows an example of time-frequency resource grid in accordance with several of

various embodiments of the present disclosure.
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[0012] FIG. 10 shows example adaptation and switching of bandwidth parts in accordance with
several of various embodiments of the present disclosure.

[0013] FIG. 11A shows example arrangements of carriers in carrier aggregation in accordance with
several of various embodiments of the present disclosure.

[0014] FIG. 11B shows examples of uplink control channel groups in accordance with several of
various embodiments of the present disclosure.

[0015] FIG. 12A, FIG. 12B and FIG. 12C show example random access processes in accordance
with several of various embodiments of the present disclosure.

[0016] FIG. 13A shows example time and frequency structure of SSBs and their associations with
beams in accordance with several of various embodiments of the present disclosure.

[0017] FIG. 13B shows example time and frequency structure of CSI-RSs and their association
with beams in accordance with several of various embodiments of the present disclosure.

[0018] FIG. 14A, FIG. 14B and FIG. 14C show example beam management processes in
accordance with several of various embodiments of the present disclosure.

[0019] FIG. 15 shows example components of a wireless device and a base station that are in
communication via an air interface in accordance with several of various embodiments of the
present disclosure.

[0020] FIG. 16 shows an example HARQ feedback codebook determination process in accordance
with an aspect of an embodiment of the present disclosure.

[0021] FIG. 17 shows an example joint release/deactivation process of DL SPS configurations in
accordance with an aspect of an embodiment of the present disclosure.

[0022] FIG. 18 shows an example HARQ feedback codebook determination process in accordance
with an aspect of an embodiment of the present disclosure.

[0023] FIG. 19 shows an example HARQ feedback codebook determination process in accordance
with an aspect of an embodiment of the present disclosure.

[0024] FIG. 20 shows an example process in accordance with an aspect of an embodiment of the
present disclosure.

[0025] FIG. 21 shows an example HARQ feedback codebook determination process in accordance
with an aspect of an embodiment of the present disclosure.

[0026] FIG. 22 shows an example acknowledgement process in accordance with an aspect of an

embodiment of the present disclosure.
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[0027] FIG. 23 shows an example acknowledgement process in accordance with an aspect of an
embodiment of the present disclosure.

[0028] FIG. 24 shows an example acknowledgement process in accordance with an aspect of an
embodiment of the present disclosure.

[0029] FIG. 25 shows an example acknowledgement process in accordance with an aspect of an
embodiment of the present disclosure.

[0030] FIG. 26 shows an example wireless device feedback process in accordance with an aspect of
an embodiment of the present disclosure.

[0031] FIG. 27 shows an example wireless device feedback process in accordance with an aspect of
an embodiment of the present disclosure.

[0032] FIG. 28 shows an example wireless device feedback process in accordance with an aspect of
an embodiment of the present disclosure.

[0033] FIG. 29 shows an example wireless device feedback process in accordance with an aspect of
an embodiment of the present disclosure.

[0034] FIG. 30 shows an example wireless device feedback process in accordance with an aspect of
an embodiment of the present disclosure.

[0035] FIG. 31 shows an example flow diagram in accordance with several of various
embodiments of the present disclosure.

[0036] FIG. 32 shows an example flow diagram in accordance with several of various
embodiments of the present disclosure.

[0037] FIG. 33 shows an example flow diagram in accordance with several of various
embodiments of the present disclosure.

[0038] FIG. 34 shows an example flow diagram in accordance with several of various
embodiments of the present disclosure.

[0039] FIG. 35 shows an example flow diagram in accordance with several of various

embodiments of the present disclosure.

DETAILED DESCRIPTION

[0040] The exemplary embodiments of the disclosed technology enable semi-persistent scheduling

operation in a wireless device and/or one or more base stations. The exemplary disclosed
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embodiments may be implemented in the technical field of wireless communication systems. More
particularly, the embodiment of the disclosed technology may relate to wireless device feedback for
semi-persistent scheduling release.

[0041] The devices and/or nodes of the mobile communications system disclosed herein may be
implemented based on various technologies and/or various releases/versions/amendments of a
technology. The various technologies include various releases of long-term evolution (LTE)
technologies, various releases of 5G new radio (NR) technologies, various wireless local area
networks technologies and/or a combination thereof and/or alike. For example, a base station may
support a given technology and may communicate with wireless devices with different
characteristics. The wireless devices may have different categories that define their capabilities in
terms of supporting various features. The wireless device with the same category may have
different capabilities. The wireless devices may support various technologies such as various
releases of LTE technologies, various releases of 5G NR technologies and/or a combination thereof
and/or alike. At least some of the wireless devices in the mobile communications system of the
present disclosure may be stationary or almost stationary. In this disclosure, the terms “mobile
communications system” and “wireless communications system” may be used interchangeably.

[0042] FIG. 1A shows an example of a mobile communications system 100 in accordance with
several of various embodiments of the present disclosure. The mobile communications system 100
may be, for example, run by a mobile network operator (MNO) or a mobile virtual network
operator (MVNO). The mobile communications system 100 may be a public land mobile network
(PLMN) run by a network operator providing a variety of service including voice, data, short
messaging service (SMS), multimedia messaging service (MMS), emergency calls, etc. The mobile
communications system 100 includes a core network (CN) 106, a radio access network (RAN) 104
and at least one wireless device 102.

[0043] The CN 106 connects the RAN 104 to one or more external networks (e.g., one or more
data networks such as the Internet) and is responsible for functions such as authentication, charging
and end-to-end connection establishment. Several radio access technologies (RATs) may be served
by the same CN 106.

[0044] The RAN 104 may implement a RAT and may operate between the at least one wireless
device 102 and the CN 106. The RAN 104 may handle radio related functionalities such as

scheduling, radio resource control, modulation and coding, multi-antenna transmissions and
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retransmission protocols. The wireless device and the RAN may share a portion of the radio
spectrum by separating transmissions from the wireless device to the RAN and the transmissions
from the RAN to the wireless device. The direction of the transmissions from the wireless device to
the RAN is known as the uplink and the direction of the transmissions from the RAN to the
wireless device is known as the downlink. The separation of uplink and downlink transmissions
may be achieved by employing a duplexing technique. Example duplexing techniques include
frequency division duplexing (FDD), time division duplexing (TDD) or a combination of FDD and
TDD.

[0045] In this disclosure, the term wireless device may refer to a device that communicates with a
network entity or another device using wireless communication techniques. The wireless device
may be a mobile device or a non-mobile (e.g., fixed) device. Examples of the wireless device
include cellular phone, smart phone, tablet, laptop computer, wearable device (e.g., smart watch,
smart shoe, fitness trackers, smart clothing, etc.), wireless sensor, wireless meter, extended reality
(XR) devices including augmented reality (AR) and virtual reality (VR) devices, Internet of Things
(IoT) device, vehicle to vehicle communications device, road-side units (RSU), automobile, relay
node or any combination thereof. In some examples, the wireless device (e.g., a smart phone, tablet,
etc.) may have an interface (e.g., a graphical user interface (GUI)) for configuration by an end user.
In some examples, the wireless device (e.g., a wireless sensor device, etc.) may not have an
interface for configuration by an end user. The wireless device may be referred to as a user
equipment (UE), a mobile station (MS), a subscriber unit, a handset, an access terminal, a user
terminal, a wireless transmit and receive unit (WTRU) and/or other terminology.

[0046] The at least one wireless device may communicate with at least one base station in the RAN
104. In this disclosure, the term base station may encompass terminologies associated with various
RATSs. For example, a base station may be referred to as a Node B in a 3G cellular system such as
Universal Mobile Telecommunication Systems (UMTS), an evolved Node B (eNB) in a 4G cellular
system such as evolved universal terrestrial radio access (E-UTRA), a next generation eNB (ng-
eNB), a Next Generation Node B (gNB) in NR and/or a 5G system, an access point (AP) in Wi-Fi
and/or other wireless local area networks. A base station may be referred to as a remote radio head
(RRH), a baseband unit (BBU) in connection with one or more RRHs, a repeater or relay for
coverage extension and/or any combination thereof. In some examples, all protocol layers of a base

station may be implemented in one unit. In some example, some of the protocol layers (e.g., upper
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layers) of the base station may be implemented in a first unit (e.g., a central unit (CU)) and some
other protocol layer (e.g., lower layers) may be implemented in one or more second units (e.g.,
distributed units (DUs)).

[0047] A base station in the RAN 104 includes one or more antennas to communicate with the at
least one wireless device. The base station may communicate with the at least one wireless device
using radio frequency (RF) transmissions and receptions via RF transceivers. The base station
antennas may control one or more cells (or sectors). The size and/or radio coverage area of a cell
may depend on the range that transmissions by a wireless device can be successfully received by
the base station when the wireless device transmits using the RF frequency of the cell. The base
station may be associated with cells of various sizes. At a given location, the wireless device may
be in coverage area of a first cell of the base station and may not be in coverage area of a second
cell of the base station depending on the sizes of the first cell and the second cell.

[0048] A base station in the RAN 104 may have various implementations. For example, a base
station may be implemented by connecting a BBU (or a BBU pool) coupled to one or more RRHs
and/or one or more relay nodes to extend the cell coverage. The BBU pool may be located at a
centralized site like a cloud or data center. The BBU pool may be connected to a plurality of RRHs
that control a plurality of cells. The combination of BBU with the one or more RRHs may be
referred to as a centralized or cloud RAN (C-RAN) architecture. In some implementations, the
BBU functions may be implemented on virtual machines (VMs) on servers at a centralized
location. This architecture may be referred to as virtual RAN (VRAN). All, most or a portion of the
protocol layer functions (e.g., all or portions of physical layer, medium access control (MAC) layer
and/or higher layers) may be implemented at the BBU pool and the processed data may be
transmitted to the RRHs for further processing and/or RF transmission. The links between the BBU
pool and the RRHs may be referred to as fronthaul.

[0049] In some deployment scenarios, the RAN 104 may include macrocell base stations with high
transmission power levels and large coverage areas. In other deployment scenarios, the RAN 104
may include base stations that employ different transmission power levels and/or have cells with
different coverage areas. For example, some base station may be macrocell base stations with high
transmission powers and /or large coverage areas and other base station may be small cell base
stations with comparatively smaller transmission powers and/or coverage areas. In some

deployment scenarios, a small cell base station may have coverage that is within or has overlap
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with coverage area of a macrocell base station. A wireless device may communicate with the
macrocell base station while within the coverage area of the macrocell base station. For additional
capacity, the wireless device may communicate with both the macrocell base station and the small
cell base station while in the overlapped coverage area of the macrocell base station and the small
cell base station. Depending on their coverage areas, a small cell base station may be referred to as
a microcell base station, a picocell base station, a femtocell base station or a home base station.

[0050] Different standard development organizations (SDOs) have specified, or may specify in
future, mobile communications systems that have similar characteristics as the mobile
communications system 100 of FIG. 1A. For example, the Third-Generation Partnership Project
(3GPP) is a group of SDOs that provides specifications that define 3GPP technologies for mobile
communications systems that are akin to the mobile communications system 100. The 3GPP has
developed specifications for third generation (3G) mobile networks, fourth generation (4G) mobile
networks and fifth generation (5G) mobile networks. The 3G, 4G and 5G networks are also known
as Universal Mobile Telecommunications System (UMTS), Long Term Evolution (LTE) and 5G
system (5GS), respectively. In this disclosure, embodiments are described with respect to the RAN
implemented in a 3GPP 5G mobile network that is also referred to as next generation RAN (NG-
RAN). The embodiments may also be implemented in other mobile communications systems such
as 3G or 4G mobile networks or mobile networks that may be standardized in future such as sixth
generation (6G) mobile networks or mobile networks that are implemented by standards bodies
other than 3GPP. The NG-RAN may be based on a new RAT known as new radio (NR) and/or
other radio access technologies such as LTE and/or non-3GPP RATs.

[0051] FIG. 1B shows an example of a mobile communications system 110 in accordance with
several of various embodiments of the present disclosure. The mobile communications system 110
of FIG. 1B is an example of a 5G mobile network and includes a SG CN (5G-CN) 130, an NG-
RAN 120 and UEs (collectively 112 and individually UE 112A and UE 112B). The 5G-CN 130,
the NG-RAN 120 and the UEs 112 of FIG. 1B operate substantially alike the CN 106, the RAN 104
and the at least one wireless device 102, respectively, as described for FIG. 1A.

[0052] The 5G-CN 130 of FIG. 1B connects the NG-RAN 120 to one or more external networks
(e.g., one or more data networks such as the Internet) and is responsible for functions such as
authentication, charging and end-to-end connection establishment. The SG-CN has new

enhancements compared to previous generations of CNs (e.g., evolved packet core (EPC) in the 4G
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networks) including service-based architecture, support for network slicing and control plane/user
plane split. The service-based architecture of the SG-CN provides a modular framework based on
service and functionalities provided by the core network wherein a set of network functions are
connected via service-based interfaces. The network slicing enables multiplexing of independent
logical networks (e.g., network slices) on the same physical network infrastructure. For example, a
network slice may be for mobile broadband applications with full mobility support and a different
network slice may be for non-mobile latency-critical applications such as industry automation. The
control plane/user plane split enables independent scaling of the control plane and the user plane.
For example, the control plane capacity may be increased without affecting the user plane of the
network.

[0053] The 5G-CN 130 of FIG. 1B includes an access and mobility management function (AMF)
132 and a user plane function (UPF) 134. The AMF 132 may support termination of non-access
stratum (NAS) signaling, NAS signaling security such as ciphering and integrity protection, inter-
3GPP access network mobility, registration management, connection management, mobility
management, access authentication and authorization and security context management. The NAS
is a functional layer between a UE and the CN and the access stratum (AS) is a functional layer
between the UE and the RAN. The UPF 134 may serve as an interconnect point between the NG-
RAN and an external data network. The UPF may support packet routing and forwarding, packet
inspection and Quality of Service (QoS) handling and packet filtering. The UPF may further act as
a Protocol Data Unit (PDU) session anchor point for mobility within and between RATs.

[0054] The 5G-CN 130 may include additional network functions (not shown in FIG. 1B) such as
one or more Session Management Functions (SMFs), a Policy Control Function (PCF), a Network
Exposure Function (NEF), a Unified Data Management (UDM), an Application Function (AF),
and/or an Authentication Server Function (AUSF). These network functions along with the AMF
132 and UPF 134 enable a service-based architecture for the 5G-CN.

[0055] The NG-RAN 120 may operate between the UEs 112 and the 5G-CN 130 and may
implement one or more RATs. The NG-RAN 120 may include one or more gNBs (e.g., gNB 122A
or gNB 122B or collectively gNBs 122) and/or one or more ng-eNBs (e.g., ng-eNB 124A or ng-
eNB 124B or collectively ng-eNBs 124). The general terminology for gNBs 122 and/or an ng-
eNBs 124 is a base station and may be used interchangeably in this disclosure. The gNBs 122 and

the ng-eNBs 124 may include one or more antennas to communicate with the UEs 112. The one or
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more antennas of the gNBs 122 or ng-eNBs 124 may control one or more cells (or sectors) that
provide radio coverage for the UEs 112.

[0056] A gNB and/or an ng-eNB of FIG. 1B may be connected to the 5G-CN 130 using an NG
interface. A gNB and/or an ng-eNB may be connected with other gNBs and/or ng-eNBs using an
Xn interface. The NG or the Xn interfaces are logical connections that may be established using an
underlying transport network. The interface between a UE and a gNB or between a UE and an ng-
eNBs may be referred to as the Uu interface. An interface (e.g., Uu, NG or Xn) may be established
by using a protocol stack that enables data and control signaling exchange between entities in the
mobile communications system of FIG. 1B. When a protocol stack is used for transmission of user
data, the protocol stack may be referred to as user plane protocol stack. When a protocol stack is
used for transmission of control signaling, the protocol stack may be referred to as control plane
protocol stack. Some protocol layer may be used in both of the user plane protocol stack and the
control plane protocol stack while other protocol layers may be specific to the user plane or control
plane.

[0057] The NG interface of FIG. 1B may include an NG-User plane (NG-U) interface between a
gNB and the UPF 134 (or an ng-eNB and the UPF 134) and an NG-Control plane (NG-C) interface
between a gNB and the AMF 132 (or an ng-eNB and the AMF 132). The NG-U interface may
provide non-guaranteed delivery of user plane PDUs between a gNB and the UPF or an ng-eNB
and the UPF. The NG-C interface may provide services such as NG interface management, UE
context management, UE mobility management, transport of NAS messages, paging, PDU session
management, configuration transfer and/or warning message transmission.

[0058] The UEs 112 and a gNB may be connected using the Uu interface and using the NR user
plane and control plane protocol stack. The UEs 112 and an ng-eNB may be connected using the
Uu interface using the LTE user plane and control plane protocol stack.

[0059] In the example mobile communications system of FIG. 1B, a 5G-CN is connected to a RAN
comprised of 4G LTE and/or 5G NR RATs. In other example mobile communications systems, a
RAN based on the 5G NR RAT may be connected to a 4G CN (e.g., EPC). For example, earlier
releases of 5G standards may support a non-standalone mode of operation where a NR based RAN
is connected to the 4G EPC. In an example non-standalone mode, a UE may be connected to both a
5G NR gNB and a 4G LTE eNB (e.g., a ng-eNB) and the control plane functionalities (such as
initial access, paging and mobility) may be provided through the 4G LTE eNB. In a standalone of
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operation, the 5G NR gNB is connected to a 5G-CN and the user plane and the control plane
functionalities are provided by the 5G NR gNB.

[0060] FIG. 2A shows an example of the protocol stack for the user plan of an NR Uu interface in
accordance with several of various embodiments of the present disclosure. The user plane protocol
stack comprises five protocol layers that terminate at the UE 200 and the gNB 210. The five
protocol layers, as shown in FIG. 2A, include physical (PHY) layer referred to as PHY 201 at the
UE 200 and PHY 211 at the gNB 210, medium access control (MAC) layer referred to as MAC
202 at the UE 200 and MAC 212 at the gNB 210, radio link control (RLC) layer referred to as RLC
203 at the UE 200 and RLC 213 at the gNB 210, packet data convergence protocol (PDCP) layer
referred to as PDCP 204 at the UE 200 and PDCP 214 at the gNB 210, and service data application
protocol (SDAP) layer referred to as SDAP 205 at the UE 200 and SDAP 215 at the gNB 210. The
PHY layer, also known as layer 1 (L1), offers transport services to higher layers. The other four
layers of the protocol stack (MAC, RLC, PDCP and SDAP) are collectively known as layer 2 (L2).

[0061] FIG. 2B shows an example of the protocol stack for the control plan of an NR Uu interface
in accordance with several of various embodiments of the present disclosure. Some of the protocol
layers (PHY, MAC, RLC and PDCP) are common between the user plane protocol stack shown in
FIG. 2A and the control plan protocol stack. The control plane protocol stack also includes the
RRC layer, referred to RRC 206 at the UE 200 and RRC 216 at the gNB 210, that also terminates at
the UE 200 and the gNB 210. In addition, the control plane protocol stack includes the NAS layer
that terminates at the UE 200 and the AMF 220. In FIG. 2B, the NAS layer is referred to as NAS
207 at the UE 200 and NAS 227 at the AMF 220.

[0062] FIG. 3 shows example functions and services offered to other layers by a layer in the NR
user plane protocol stack of FIG. 2A in accordance with several of various embodiments of the
present disclosure. For example, the SDAP layer of FIG. 3 (shown in FIG. 2A as SDAP 205 at the
UE side and SDAP 215 at the gNB side) may perform mapping and de-mapping of QoS flows to
data radio bearers. The mapping and de-mapping may be based on QoS (e.g., delay, throughput,
jitter, error rate, etc.) associated with a QoS flow. A QoS flow may be a QoS differentiation
granularity for a PDU session which is a logical connection between a UE 200 and a data network.
A PDU session may contain one or more QoS flows. The functions and services of the SDAP layer

include mapping and de-mapping between one or more QoS flows and one or more data radio
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bearers. The SDAP layer may also mark the uplink and/or downlink packets with a QoS flow ID
(QFD).

[0063] The PDCP layer of FIG. 3 (shown in FIG. 2A as PDCP 204 at the UE side and PDCP 214 at
the gNB side) may perform header compression and decompression (e.g., using Robust Header
Compression (ROHC) protocol) to reduce the protocol header overhead, ciphering and deciphering
and integrity protection and verification to enhance the security over the air interface, reordering
and in-order delivery of packets and discarding of duplicate packets. A UE may be configured with
one PDCP entity per bearer.

[0064] In an example scenario not shown in FIG. 3, a UE may be configured with dual connectivity
and may connect to two different cell groups provided by two different base stations. For example,
a base station of the two base stations may be referred to as a master base station and a cell group
provided by the master base station may be referred to as a master cell group (MCG). The other
base station of the two base stations may be referred to as a secondary base station and the cell
group provided by the secondary base station may be referred to as a secondary cell group (SCG).
A bearer may be configured for the UE as a split bearer that may be handled by the two different
cell groups. The PDCP layer may perform routing of packets corresponding to a split bearer to
and/or from RLC channels associated with the cell groups.

[0065] In an example scenario not shown in FIG. 3, a bearer of the UE may be configured (e.g.,
with control signaling) with PDCP packet duplication. A bearer configured with PDCP duplication
may be mapped to a plurality of RLC channels each corresponding to different one or more cells.
The PDCP layer may duplicate packets of the bearer configured with PDCP duplication and the
duplicated packets may be mapped to the different RLC channels. With PDCP packet duplication,
the likelihood of correct reception of packets increases thereby enabling higher reliability.

[0066] The RLC layer of FIG. 3 (shown in FIG. 2A as RLC 203 at the UE side and RLC 213 at the
gNB side) provides service to upper layers in the form of RLC channels. The RLC layer may
include three transmission modes: transparent mode (TM), Unacknowledged mode (UM) and
Acknowledged mode (AM). The RLC layer may perform error correction through automatic repeat
request (ARQ) for the AM transmission mode, segmentation of RLC service data units (SDUs) for
the AM and UM transmission modes and re-segmentation of RLC SDUs for AM transmission
mode, duplicate detection for the AM transmission mode, RLC SDU discard for the AM and UM

transmission modes, etc. The UE may be configured with one RLC entity per RLC channel.
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[0067] The MAC layer of FIG. 3 (shown in FIG. 2A as MAC 202 at the UE side and MAC 212 at
the gNB side) provides services to the RLC layer in form of logical channels. The MAC layer may
perform mapping between logical channels and transport channels, multiplexing/demultiplexing of
MAC SDUs belonging to one or more logical channels into/from transport blocks (TBs) delivered
to/from the physical layer on transport channels, reporting of scheduling information, error
correction through hybrid automatic repeat request (HARQ), priority handling between UEs by
means of dynamic scheduling, priority handling between logical channels of one UE by means of
logical channel prioritization and/or padding. In case of carrier aggregation, a MAC entity may
comprise one HARQ entity per cell. A MAC entity may support multiple numerologies,
transmission timings and cells. The control signaling may configure logical channels with mapping
restrictions. The mapping restrictions in logical channel prioritization may control the
numerology(ies), cell(s), and/or transmission timing(s)/duration(s) that a logical channel may use.

[0068] The PHY layer of FIG. 3 (shown in FIG. 2A as PHY 201 at the UE side and PHY 211 at the
gNB side) provides transport services to the MAC layer in form of transport channels. The physical
layer may handle coding/decoding, HARQ soft combining, rate matching of a coded transport
channel to physical channels, mapping of coded transport channels to physical channels,
modulation and demodulation of physical channels, frequency and time synchronization, radio
characteristics measurements and indication to higher layers, RF processing, and mapping to
antennas and radio resources.

[0069] FIG. 4 shows example processing of packets at different protocol layers in accordance with
several of various embodiments of the present disclosure. In this example, three Internet Protocol
(IP) packets that are processed by the different layers of the NR protocol stack. The term SDU
shown in FIG. 4 is the data unit that is entered from/to a higher layer. In contrast, a protocol data
unit (PDU) is the data unit that is entered to/from a lower layer. The flow of packets in FIG. 4 is for
downlink. An uplink data flow through layers of the NR protocol stack is similar to FIG. 4. In this
example, the two leftmost IP packets are mapped by the SDAP layer (shown as SDAP 205 and
SDAP 215 in FIG. 2A) to radio bearer 402 and the rightmost packet is mapped by the SDAP layer
to the radio bearer 404. The SDAP layer adds SDAP headers to the IP packets which are entered
into the PDCP layer as PDCP SDUs. The PDCP layer is shown as PDCP 204 and PDCP 214 in
FIG. 2A. The PDCP layer adds the PDCP headers to the PDCP SDUs which are entered into the
RLC layer as RLC SDUs. The RLC layer is shown as RLC 203 and RLC 213 in FIG. 2A. An RLC
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SDU may be segmented at the RLC layer. The RLC layer adds RLC headers to the RLC SDUs
after segmentation (if segmented) which are entered into the MAC layer as MAC SDUs. The MAC
layer adds the MAC headers to the MAC SDUs and multiplexes one or more MAC SDUs to form a
PHY SDU (also referred to as a transport block (TB) or a MAC PDU).

[0070] In FIG. 4, the MAC SDUs are multiplexed to form a transport block. The MAC layer may
multiplex one or more MAC control elements (MAC CEs) with zero or more MAC SDUs to form a
transport block. The MAC CEs may also be referred to as MAC commands or MAC layer control
signaling and may be used for in-band control signaling. The MAC CEs may be transmitted by a
base station to a UE (e.g., downlink MAC CEs) or by a UE to a base station (e.g., uplink MAC
CEs). The MAC CEs may be used for transmission of information useful by a gNB for scheduling
(e.g., buffer status report (BSR) or power headroom report (PHR)), activation/deactivation of one
or more cells, activation/deactivation of configured radio resources for or one or more processes,
activation/deactivation of one or more processes, indication of parameters used in one or more
processes, etc.

[0071] FIG. 5A and FIG. 5B show example mapping between logical channels, transport channels
and physical channels for downlink and uplink, respectively in accordance with several of various
embodiments of the present disclosure. As discussed before, the MAC layer provides services to
higher layer in the form of logical channels. A logical channel may be classified as a control
channel, if used for transmission of control and/or configuration information, or a traffic channel if
used for transmission of user data. Example logical channels in NR include Broadcast Control
Channel (BCCH) used for transmission of broadcast system control information, Paging Control
Channel (PCCH) used for carrying paging messages for wireless devices with unknown locations,
Common Control Channel (CCCH) used for transmission of control information between UEs and
network and for UEs that have no RRC connection with the network, Dedicated Control Channel
(DCCH) which is a point-to-point bi-directional channel for transmission of dedicated control
information between a UE that has an RRC connection and the network and Dedicated Traffic
Channel (DTCH) which is point-to-point channel, dedicated to one UE, for the transfer of user
information and may exist in both uplink and downlink.

[0072] As discussed before, the PHY layer provides services to the MAC layer and higher layers in
the form of transport channels. Example transport channels in NR include Broadcast Channel

(BCH) used for transmission of part of the BCCH referred to as master information block (MIB),
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Downlink Shared Channel (DL-SCH) used for transmission of data (e.g., from DTCH in downlink)
and various control information (e.g., from DCCH and CCCH in downlink and part of the BCCH
that is not mapped to the BCH), Uplink Shared Channel (UL-SCH) used for transmission of uplink
data (e.g., from DTCH in uplink) and control information (e.g., from CCCH and DCCH in uplink)
and Paging Channel (PCH) used for transmission of paging information from the PCCH. In
addition, Random Access Channel (RACH) is a transport channel used for transmission of random
access preambles. The RACH does not carry a transport block. Data on a transport channel (except
RACH) may be organized in transport blocks, wherein One or more transport blocks may be
transmitted in a transmission time interval (TTI).

[0073] The PHY layer may map the transport channels to physical channels. A physical channel
may correspond to time-frequency resources that are used for transmission of information from one
or more transport channels. In addition to mapping transport channels to physical channels, the
physical layer may generate control information (e.g., downlink control information (DCI) or
uplink control information (UCI)) that may be carried by the physical channels. Example DCI
include scheduling information (e.g., downlink assignments and uplink grants), request for channel
state information report, power control command, etc. Example UCI include HARQ feedback
indicating correct or incorrect reception of downlink transport blocks, channel state information
report, scheduling request, etc. Example physical channels in NR include a Physical Broadcast
Channel (PBCH) for carrying information from the BCH, a Physical Downlink Shared Channel
(PDSCH) for carrying information form the PCH and the DL-SCH, a Physical Downlink Control
Channel (PDCCH) for carrying DCI, a Physical Uplink Shared Channel (PUSCH) for carrying
information from the UL-SCH and/or UCI, a Physical Uplink Control Channel (PUCCH) for
carrying UCT and Physical Random Access Channel (PRACH) for transmission of RACH (e.g.,
random access preamble).

[0074] The PHY layer may also generate physical signals that are not originated from higher
layers. As shown in FIG. 5A, example downlink physical signals include Demodulation Reference
Signal (DM-RS), Phase Tracking Reference Signal (PT-RS), Channel State Information Reference
Signal (CSI-RS), Primary Synchronization Signal (PSS) and Secondary Synchronization Signal
(S8S5). As shown in FIG. 5B, example uplink physical signals include DM-RS, PT-RS and

sounding reference signal (SRS).
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[0075] As indicated earlier, some of the protocol layers (PHY, MAC, RLC and PDCP) of the
control plane of an NR Uu interface, are common between the user plane protocol stack (as shown
in FIG. 2A) and the control plane protocol stack (as shown in FIG. 2B). In addition to PHY, MAC,
RLC and PDCP, the control plane protocol stack includes the RRC protocol layer and the NAS
protocol layer.

[0076] The NAS layer, as shown in FIG. 2B, terminates at the UE 200 and the AMF 220 entity of
the 5G-C 130. The NAS layer is used for core network related functions and signaling including
registration, authentication, location update and session management. The NAS layer uses services
from the AS of the Uu interface to transmit the NAS messages.

[0077] The RRC layer, as shown in FIG. 2B, operates between the UE 200 and the gNB 210 (more
generally NG-RAN 120) and may provide services and functions such as broadcast of system
information (SI) related to AS and NAS as well as paging initiated by the 5G-C 130 or NG-RAN
120. In addition, the RRC layer is responsible for establishment, maintenance and release of an
RRC connection between the UE 200 and the NG-RAN 120, carrier aggregation configuration
(e.g., addition, modification and release), dual connectivity configuration (e.g., addition,
modification and release), security related functions, radio bearer configuration/maintenance and
release, mobility management (e.g., maintenance and context transfer), UE cell selection and
reselection, inter-RAT mobility, QoS management functions, UE measurement reporting and
control, radio link failure (RLF) detection and NAS message transfer. The RRC layer uses services
from PHY, MAC, RLC and PDCP layers to transmit RRC messages using signaling radio bearers
(SRBs). The SRBs are mapped to CCCH logical channel during connection establishment and to
DCCH logical channel after connection establishment.

[0078] FIG. 6 shows example physical layer processes for signal transmission in accordance with
several of various embodiments of the present disclosure. Data and/or control streams from MAC
layer may be encoded/decoded to offer transport and control services over the radio transmission
link. For example, one or more (e.g., two as shown in FIG. 6) transport blocks may be received
from the MAC layer for transmission via a physical channel (e.g., a physical downlink shared
channel or a physical uplink shared channel). A cyclic redundancy check (CRC) may be calculated
and attached to a transport block in the physical layer. The CRC calculation may be based on one or
more cyclic generator polynomials. The CRC may be used by the receiver for error detection.

Following the transport block CRC attachment, a low-density parity check (LDPC) base graph
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selection may be performed. In example embodiments, two LDPC base graphs may be used
wherein a first LDPC base graph may be optimized for small transport blocks and a second LDPC
base graph may be optimized for comparatively larger transport blocks.

[0079] The transport block may be segmented into code blocks and code block CRC may be
calculated and attached to a code block. A code block may be LDPC coded and the LDPC coded
blocks may be individually rate matched. The code blocks may be concatenated to create one or
more codewords. The contents of a codeword may be scrambled and modulated to generate a block
of complex-valued modulation symbols. The modulation symbols may be mapped to a plurality of
transmission layers (e.g., multiple-input multiple-output (MIMO) layers) and the transmission
layers may be subject to transform precoding and/or precoding. The precoded complex-valued
symbols may be mapped to radio resources (e.g., resource elements). The signal generator block
may create a baseband signal and up-convert the baseband signal to a carrier frequency for
transmission via antenna ports. The signal generator block may employ mixers, filters and/or other
radio frequency (RF) components prior to transmission via the antennas. The functions and blocks
in FIG. 6 are illustrated as examples and other mechanisms may be implemented in various
embodiments.

[0080] FIG. 7 shows examples of RRC states and RRC state transitions at a UE in accordance with
several of various embodiments of the present disclosure. A UE may be in one of three RRC states:
RRC_IDLE 702, RRC INACTIVE 704 and RRC_CONNECTED 706. In RRC_IDLE 702 state, no
RRC context (e.g., parameters needed for communications between the UE and the network) may
be established for the UE in the RAN. In RRC_IDLE 702 state, no data transfer between the UE
and the network may take place and uplink synchronization is not maintained. The wireless device
may sleep most of the time and may wake up periodically to receive paging messages. The uplink
transmission of the UE may be based on a random access process and to enable transition to the
RRC_CONNECTED 706 state. The mobility in RRC_IDLE 702 state is through a cell reselection
procedure where the UE camps on a cell based on one or more criteria including signal strength that
is determined based on the UE measurements.

[0081] In RRC_CONNECTED 706 state, the RRC context is established and both the UE and the
RAN have necessary parameters to enable communications between the UE and the network. In the
RRC_CONNECTED 706 state, the UE is configured with an identity known as a Cell Radio
Network Temporary Identifier (C-RNTI) that is used for signaling purposes (e.g., uplink and
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downlink scheduling, etc.) between the UE and the RAN. The wireless device mobility in the
RRC_CONNECTED 706 state is managed by the RAN. The wireless device provides neighboring
cells and/or current serving cell measurements to the network and the network may make hand over
decisions. Based on the wireless device measurements, the current serving base station may send a
handover request message to a neighboring base station and may send a handover command to the
wireless device to handover to a cell of the neighboring base station. The transition of the wireless
device from the RRC_IDLE 702 state to the RRC_CONNECTED 706 state or from the
RRC_CONNECTED 706 state to the RRC_IDLE 702 state may be based on connection
establishment and connection release procedures (shown collectively as connection
establishment/release 710 in FIG. 7).

[0082] To enable a faster transition to the RRC_CONNECTED 706 state (e.g., compared to
transition from RRC_IDLE 702 state to RRC_CONNECTED 706 state), an RRC_INACTIVE 704
state is used for an NR UE wherein, the RRC context is kept at the UE and the RAN. The transition
from the RRC_INACTIVE 704 state to the RRC_CONNECTED 706 state is handled by RAN
without CN signaling. Similar to the RRC_IDLE 702 state, the mobility in RRC_INACTIVE 704
state is based on a cell reselection procedure without involvement from the network. The transition
of the wireless device from the RRC_INACTIVE 704 state to the RRC_CONNECTED 706 state or
from the RRC_CONNECTED 706 state to the RRC_INACTIVE 704 state may be based on
connection resume and connection inactivation procedures (shown collectively as connection
resume/inactivation 712 in FIG. 7). The transition of the wireless device from the
RRC_INACTIVE 704 state to the RRC_IDLE 702 state may be based on a connection release 714
procedure as shown in FIG. 7.

[0083] In NR, Orthogonal Frequency Division Multiplexing (OFDM), also called cyclic prefix
OFDM (CP-OFDM), is the baseline transmission scheme in both downlink and uplink of NR and
the Discrete Fourier Transform (DFT) spread OFDM (DFT-s-OFDM) is a complementary uplink
transmission in addition to the baseline OFDM scheme. OFDM is multi-carrier transmission
scheme wherein the transmission bandwidth may be composed of several narrowband sub-carriers.
The subcarriers are modulated by the complex valued OFDM modulation symbols resulting in an
OFDM signal. The complex valued OFDM modulation symbols are obtained by mapping, by a
modulation mapper, the input data (e.g., binary digits) to different points of a modulation

constellation diagram. The modulation constellation diagram depends on the modulation scheme.
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NR may use different types of modulation schemes including Binary Phase Shift Keying (BPSK),
7/2-BPSK, Quadrature Phase Shift Keying (QPSK), 16 Quadrature Amplitude Modulation
(16QAM), 64QAM and 256QAM. Different and/or higher order modulation schemes (e.g., M-
QAM in general) may be used. An OFDM signal with N subcarriers may be generated by
processing N subcarriers in parallel for example by using Inverse Fast Fourier Transform (IFFT)
processing. The OFDM receiver may use FFT processing to recover the transmitted OFDM
modulation symbols. The subcarrier spacing of subcarriers in an OFDM signal is inversely
proportional to an OFDM modulation symbol duration. For example, for a 15 KHz subcarrier
spacing, duration of an OFDM signal is nearly 66.7us. To enhance the robustness of OFDM
transmission in time dispersive channels, a cyclic prefix (CP) may be inserted at the beginning of
an OFDM symbol. For example, the last part of an OFDM symbol may be copied and inserted at
the beginning of an OFDM symbol. The CP insertion enhanced the OFDM transmission scheme by
preserving subcarrier orthogonality in time dispersive channels.

[0084] In NR, different numerologies may be used for OFDM transmission. A numerology of
OFDM transmission may indicate a subcarrier spacing and a CP duration for the OFDM
transmission. For example, a subcarrier spacing in NR may generally be a multiple of 15 KHz and
expressed as Af = 2#.15 KHz (u=0, 1, 2, ...). Example subcarrier spacings used in NR include
15KHz (u=0), 30KHz (u=1), 60 KHz (u=2), 120 KHz (u=3) and 240 KHz (u=4). As discussed
before, a duration of OFDM symbol is inversely proportional to the subcarrier spacing and therefor
OFDM symbol duration may depend on the numerology (e.g. the p value).

[0085] FIG. 8 shows an example time domain transmission structure in NR wherein OFDM
symbols are grouped into slots, subframes and frames in accordance with several of various

embodiments of the present disclosure. A slot is a group of Ng;‘,’,fb OFDM symbols, wherein the

N ;Jl,‘;fb may have a constant value (e.g., 14). Since different numerologies results in different

OFDM symbol durations, duration of a slot may also depend on the numerology and may be
variable. A subframe may have a duration of 1 ms and may be composed of one or more slots, the

number of which may depend on the slot duration. The number of slots per subframe is therefore a

Nsub frame,u

function of p and may generally expressed as N,

and the number of symbols per

Nsubframe,u — Ngg}[]ot Nsubframe,u

subframe may be expressed as N, mbNeior

. A frame may have a duration of

10 ms and may consist of 10 subframes. The number of slots per frame may depend on the
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numerology and therefore may be variable. The number of slots per frame may generally be

expressed as N Sflzttlme’“
[0086] An antenna port may be defined as a logical entity such that channel characteristics over

which a symbol on the antenna port is conveyed may be inferred from the channel characteristics
over which another symbol on the same antenna port is conveyed. For example, for DM-RS
associated with a PDSCH, the channel over which a PDSCH symbol on an antenna port is
conveyed may be inferred from the channel over which a DM-RS symbol on the same antenna port
is conveyed, for example, if the two symbols are within the same resource as the scheduled PDSCH
and/or in the same slot and/or in the same precoding resource block group (PRG). For example, for
DM-RS associated with a PDCCH, the channel over which a PDCCH symbol on an antenna port is
conveyed may be inferred from the channel over which a DM-RS symbol on the same antenna port
is conveyed if, for example, the two symbols are within resources for which the UE may assume
the same precoding being used. For example, for DM-RS associated with a PBCH, the channel over
which a PBCH symbol on one antenna port is conveyed may be inferred from the channel over
which a DM-RS symbol on the same antenna port is conveyed if, for example, the two symbols are
within a SS/PBCH block transmitted within the same slot, and with the same block index. The
antenna port may be different from a physical antenna. An antenna port may be associated with an
antenna port number and different physical channels may correspond to different ranges of antenna
port numbers.

[0087] FIG. 9 shows an example of time-frequency resource grid in accordance with several of
various embodiments of the present disclosure. The number of subcarriers in a carrier bandwidth
may be based on the numerology of OFDM transmissions in the carrier. A resource element,
corresponding to one symbol duration and one subcarrier, may be the smallest physical resource in
the time-frequency grid. A resource element (RE) for antenna port p and subcarrier spacing
configuration u may be uniquely identified by (k, 1), where k is the index of a subcarrier in the
frequency domain and 1 may refer to the symbol position in the time domain relative to some
reference point. A resource block may be defined as NE? = 12 subcarriers. Since subcarrier
spacing depends on the numerology of OFDM transmission, the frequency domain span of a
resource block may be variable and may depend on the numerology. For example, for a subcarrier
spacing of 15 KHz (e.g., u=0), a resource block may be 180 KHz and for a subcarrier spacing of 30
KHz (e.g., u=1), a resource block may be 360 KHz.

19

134



Docket No. 2019-002Ut2

[0088] With large carrier bandwidths defined in NR and due to limited capabilities for some UEs
(e.g., due to hardware limitations), a UE may not support an entire carrier bandwidth. Receiving on
the full carrier bandwidth may imply high energy consumption. For example, transmitting
downlink control channels on the full downlink carrier bandwidth may result in high power
consumption for wide carrier bandwidths. NR may use a bandwidth adaptation procedure to
dynamically adapt the transmit and receive bandwidths. The transmit and receive bandwidth of a
UE on a cell may be smaller than the bandwidth of the cell and may be adjusted. For example, the
width of the transmit and/or receive bandwidth may change (e.g. shrink during period of low
activity to save power); the location of the transmit and/or receive bandwidth may move in the
frequency domain (e.g. to increase scheduling flexibility); and the subcarrier spacing of the transmit
or receive bandwidth may change (e.g. to allow different services). A subset of the cell bandwidth
may be referred to as a Bandwidth Part (BWP) and bandwidth adaptation may be achieved by
configuring the UE with one or more BWPs. The base station may configure a UE with a set of
downlink BWPs and a set of uplink BWPs. A BWP may be characterized by a numerology (e.g.,
subcarrier spacing and cyclic prefix) and a set of consecutive resource blocks in the numerology of
the BWP. One or more first BWPs of the one or more BWPs of the cell may be active at a time. An
active BWP may be an active downlink BWP or an active uplink BWP.

[0089] FIG. 10 shows an example of bandwidth part adaptation and switching. In this example,
three BWPs (BWP; 1004, BWP> 1006 and BWP3 1008) are configured for a UE on a carrier
bandwidth. The BWP; is configured with a bandwidth of 40 MHz and a numerology with
subcarrier spacing of 15 KHz, the BWP: is configured with a bandwidth of 10 MHz and a
numerology with subcarrier spacing of 15 KHz and the BWP3 is configured with a bandwidth of 20
MHz and a subcarrier spacing of 60 KHz. The wireless device may switch from a first BWP (e.g.,
BWP1) to a second BWP (e.g., BWP2). An active BWP of the cell may change from the first BWP
to the second BWP in response to the BWP switching.

[0090] The BWP switching (e.g., BWP switching 1010, BWP switching 1012, BWP switching
1014, or BWP switching 1016 in FIG. 10) may be based on a command from the base station. The
command may be a DCI comprising scheduling information for the UE in the second BWP. In case
of uplink BWP switching, the first BWP and the second BWP may be uplink BWPs and the

scheduling information may be an uplink grant for uplink transmission via the second BWP. In case
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of downlink BWP switching, the first BWP and the second BWP may be downlink BWPs and the
scheduling information may be a downlink assignment for downlink reception via the second BWP.

[0091] The BWP switching (e.g., BWP switching 1010, BWP switching 1012, BWP switching
1014, or BWP switching 1016 in FIG. 10) may be based on an expiry of a timer. The base station
may configure a wireless device with a BWP inactivity timer and the wireless device may switch to
a default BWP (e.g., default downlink BWP) based on the expiry of the BWP inactivity timer. The
expiry of the BWP inactivity timer may be an indication of low activity on the current active
downlink BWP. The base station may configure the wireless device with the default downlink
BWP. If the base station does not configure the wireless device with the default BWP, the default
BWP may be an initial downlink BWP. The initial active BWP may be the BWP that the wireless
device receives scheduling information for remaining system information upon transition to an
RRC_CONNECTED state.

[0092] A wireless device may monitor a downlink control channel of a downlink BWP. For
example, the UE may monitor a set of PDCCH candidates in configured monitoring occasions in
one or more configured COntrol REsource SETs (CORESETS) according to the corresponding
search space configurations. A search space configuration may define how/where to search for
PDCCH candidates. For example, the search space configuration parameters may comprise a
monitoring periodicity and offset parameter indicating the slots for monitoring the PDCCH
candidates. The search space configuration parameters may further comprise a parameter indicating
a first symbol with a slot within the slots determined for monitoring PDCCH candidates. A search
space may be associated with one or more CORESETSs and the search space configuration may
indicate one or more identifiers of the one or more CORESETSs. The search space configuration
parameters may further indicate that whether the search space is a common search space or a UE-
specific search space. A common search space may be monitored by a plurality of wireless devices
and a UE-specific search space may be dedicated to a specific UE.

[0093] FIG. 11A shows example arrangements of carriers in carrier aggregation in accordance with
several of various embodiments of the present disclosure. With carrier aggregation, multiple NR
component carriers (CCs) may be aggregated. Downlink transmissions to a wireless device may
take place simultaneously on the aggregated downlink CCs resulting in higher downlink data rates.
Uplink transmissions from a wireless device may take place simultaneously on the aggregated

uplink CCs resulting in higher uplink data rates. The component carriers in carrier aggregation may
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be on the same frequency band (e.g., intra-band carrier aggregation) or on different frequency
bands (e.g., inter-band carrier aggregation). The component carriers may also be contiguous or non-
contiguous. This results in three possible carrier aggregation scenarios, intra-band contiguous CA
1102, intra-band non-contiguous CA 1104 and inter-band CA 1106 as shown in FIG. 11A.
Depending on the UE capability for carrier aggregation, a UE may transmit and/or receive on
multiple carriers or for a UE that is not capable of carrier aggregation, the UE may transmit and/or
receive on one component carrier at a time. In this disclosure, the carrier aggregation is described
using the term cell and a carrier aggregation capable UE may transmit and/or receive via multiple
cells.

[0094] In carrier aggregation, a UE may be configured with multiple cells. A cell of the multiple
cells configured for the UE may be referred to as a Primary Cell (PCell). The PCell may be the first
cell that the UE is initially connected to. One or more other cells configured for the UE may be
referred to as Secondary Cells (SCells). The base station may configure a UE with multiple SCells.
The configured SCells may be deactivated upon configuration and the base station may
dynamically activate or deactivate one or more of the configured SCells based on traffic and/or
channel conditions. The base station may activate or deactivate configured SCells using a SCell
Activation/Deactivation MAC CE. The SCell Activation/Deactivation MAC CE may comprise a
bitmap, wherein each bit in the bitmap may correspond to a SCell and the value of the bit indicates
an activation status or deactivation status of the SCell.

[0095] An SCell may also be deactivated in response to expiry of a SCell deactivation timer of the
SCell. The expiry of an SCell deactivation timer of an SCell may be an indication of low activity
(e.g., low transmission or reception activity) on the SCell. The base station may configure the SCell
with an SCell deactivation timer. The base station may not configure an SCell deactivation timer
for an SCell that is configured with PUCCH (also referred to as a PUCCH SCell). The
configuration of the SCell deactivation timer may be per configured SCell and different SCells may
be configured with different SCell deactivation timer values. The SCell deactivation timer may be
restarted based on one or more criteria including reception of downlink control information on the
SCell indicating uplink grant or downlink assignment for the SCell or reception of downlink
control information on a scheduling cell indicating uplink grant or downlink assignment for the
SCell or transmission of a MAC PDU based on a configured uplink grant or reception of a

configured downlink assignment.
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[0096] A PCell for a UE may be an SCell for another UE and a SCell for a UE may be PCell for
another UE. The configuration of PCell may be UE-specific. One or more SCells of the multiple
SCells configured for a UE may be configured as downlink-only SCells, e.g., may only be used for
downlink reception and may not be used for uplink transmission. In case of self-scheduling, the
base station may transmit signaling for uplink grants and/or downlink assignments on the same cell
that the corresponding uplink or downlink transmission takes place. In case of cross-carrier
scheduling, the base station may transmit signaling for uplink grants and/or downlink assignments
on a cell different from the cell that the corresponding uplink or downlink transmission takes place.

[0097] FIG. 11B shows examples of uplink control channel groups in accordance with several of
various embodiments of the present disclosure. A base station may configure a UE with multiple
PUCCH groups wherein a PUCCH group comprises one or more cells. For example, as shown in
FIG. 11B, the base station may configure a UE with a primary PUCCH group 1114 and a
secondary PUCCH group 1116. The primary PUCCH group may comprise the PCell 1110 and one
or more first SCells. First UCI corresponding to the PCell and the one or more first SCells of the
primary PUCCH group may be transmitted by the PUCCH of the PCell. The first UCI may be, for
example, HARQ feedback for downlink transmissions via downlink CCs of the PCell and the one
or more first SCells. The secondary PUCCH group may comprise a PUCCH SCell and one or more
second SCells. Second UCI corresponding to the PUCCH SCell and the one or more second SCells
of the secondary PUCCH group may be transmitted by the PUCCH of the PUCCH SCell. The
second UCI may be, for example, HARQ feedback for downlink transmissions via downlink CCs
of the PUCCH SCell and the one or more second SCells.

[0098] FIG. 12A, FIG. 12B and FIG. 12C show example random access processes in accordance
with several of various embodiments of the present disclosure. FIG. 12A shows an example of four
step contention-based random access (CBRA) procedure. The four-step CBRA procedure includes
exchanging four messages between a UE and a base station. Msg1 may be for transmission (or
retransmission) of a random access preamble by the wireless device to the base station. Msg2 may
be the random access response (RAR) by the base station to the wireless device. Msg3 is the
scheduled transmission based on an uplink grant indicated in Msg2 and Msg4 may be for
contention resolution.

[0099] The base station may transmit one or more RRC messages comprising configuration

parameters of the random access parameters. The random access parameters may indicate radio
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resources (e.g., time-frequency resources) for transmission of the random access preamble (e.g.,
Msgl), configuration index, one or more parameters for determining the power of the random
access preamble (e.g., a power ramping parameter, a preamble received target power, etc.), a
parameter indicating maximum number of preamble transmission, RAR window for monitoring
RAR, cell-specific random access parameters and UE specific random access parameters. The UE-
specific random access parameters may indicate one or more PRACH occasions for random access
preamble (e.g., Msgl) transmissions. The random access parameters may indicate association
between the PRACH occasions and one or more reference signals (e.g., SSB or CSI-RS). The
random access parameters may further indicate association between the random access preambles
and one or more reference signals (e.g., SBB or CSI-RS). The UE may use one or more reference
signals (e.g., SSB(s) or CSI-RS(s)) and may determine a random access preamble to use for Msgl
transmission based on the association between the random access preambles and the one or more
reference signals. The UE may use one or more reference signals (e.g., SSB(s) or CSI-RS(s)) and
may determine the PRACH occasion to use for Msgl transmission based on the association
between the PRACH occasions and the reference signals. The UE may perform a retransmission of
the random access preamble if no response is received with the RAR window following the
transmission of the preamble. UE may use a higher transmission power for retransmission of the
preamble. UE may determine the higher transmission power of the preamble based on the power
ramping parameter.

[0100] Msg?2 is for transmission of RAR by the base station. Msg2 may comprise a plurality of
RARs corresponding to a plurality of random access preambles transmitted by a plurality of UEs.
Msg2 may be associated with a random access temporary radio identifier (RA-RNTI) and may be
received in a common search space of the UE. The RA-RNTI may be based on the PRACH
occasion (e.g., time and frequency resources of a PRACH) in which a random access preamble is
transmitted. RAR may comprise a timing advance command for uplink timing adjustment at the
UE, an uplink grant for transmission of Msg3 and a temporary C-RNTI. In response to the
successful reception of Msg2, the UE may transmit the Msg3. Msg3 and Msg4 may enable
contention resolution in case of CBRA. In a CBRA, a plurality of UEs may transmit the same
random access preamble and may consider the same RAR as being corresponding to them. UE may
include a device identifier in Msg3 (e.g., a C-RNTI, temporary C-RNTTI or other UE identity). Base

station may transmit the Msg4 with a PDSCH and UE may assume that the contention resolution is
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successful in response to the PDSCH used for transmission of Msg4 being associated with the UE
identifier included in Msg3.

[0101] FIG. 12B shows an example of a contention-free random access (CFRA) process. Msg 1
(random access preamble) and Msg 2 (random access response) in FIG. 12B for CFRA may be
analogous to Msg 1 and Msg 2 in FIG. 12A for CBRA. In an example, the CFRA procedure may be
initiated in response to a PDCCH order from a base station. The PDCCH order for initiating the
CFRA procedure by the wireless device may be based on a DCI having a first format (e.g., format
1_0). The DCI for the PDCCH order may comprise a random access preamble index, an UL/SUL
indicator indicating an uplink carrier of a cell (e.g., normal uplink carrier or supplementary uplink
carrier) for transmission of the random access preamble, a SS/PBCH index indicating the SS/PBCH
that may be used to determine a RACH occasion for PRACH transmission, a PRACH mask index
indicating the RACH occasion associated with the SS/PBCH indicated by the SS/PBCH index for
PRACH transmission, etc. In an example, the CFRA process may be started in response to a beam
failure recovery process. The wireless device may start the CFRA for the beam failure recovery
without a command (e.g., PDCCH order) from the base station and by using the wireless device
dedicated resources.

[0102] FIG. 12C shows an example of a two-step random access process comprising two messages
exchanged between a wireless device and a base station. Msg A may be transmitted by the wireless
device to the base station and may comprise one or more transmissions of a preamble and/or one or
more transmissions of a transport block. The transport block in Msg A and Msg 3 in FIG. 12A may
have similar and/or equivalent contents. The transport block of Msg A may comprise data and
control information (e.g., SR, HARQ feedback, etc.). In response to the transmission of Msg A, the
wireless device may receive Msg B from the base station. Msg B in FIG. 12C and Msg 2 (e.g.,
RAR) illustrated in FIGS. 12A and 12B may have similar and/or equivalent content.

[0103] The base station may periodically transmit synchronization signals (SSs), e.g., primary SS
(PSS) and secondary SS (SSS) along with PBCH on each NR cell. The PSS/SSS together with
PBCH is jointly referred to as a SS/PBCH block. The SS/PBCH block enables a wireless device to
find a cell when entering to the mobile communications network or find new cells when moving
within the network. The SS/PBCH block spans four OFDM symbols in time domain. The PSS is
transmitted in the first symbol and occupies 127 subcarriers in frequency domain. The SSS is

transmitted in the third OFDM symbol and occupies the same 127 subcarriers as the PSS. The are
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eight and nine empty subcarriers on each side of the SSS. The PBCH is transmitted on the second
OFDM symbol occupying 240 subcarriers, the third OFDM symbol occupying 48 subcarriers on
each side of the SSS, and on the fourth OFDM symbol occupying 240 subcarriers. Some of the
PBCH resources indicated above may be used for transmission of the demodulation reference
signal (DMRS) for coherent demodulation of the PBCH. The SS/PBCH block is transmitted
periodically with a period ranging from 5 ms to 160 ms. For initial cell search or for cell search
during inactive/idle state, a wireless device may assume that that the SS/PBCH block is repeated at
least every 20 ms.

[0104] In NR, transmissions using of antenna arrays, with many antenna elements, and
beamforming plays an important role specially in higher frequency bands. Beamforming enables
higher capacity by increasing the signal strength (e.g., by focusing the signal energy in a specific
direction) and by lowering the amount interference received at the wireless devices. The
beamforming techniques may generally be divided to analog beamforming and digital beamforming
techniques. With digital beamforming, signal processing for beamforming is carried out in the
digital domain before digital-to-analog conversion and detailed control of both amplitude and phase
of different antenna elements may be possible. With analog beamforming, the signal processing for
beamforming is carried out in the analog domain and after the digital to analog conversion. The
beamformed transmissions may be in one direction at a time. For example, the wireless devices that
are in different directions relative to the base station may receive their downlink transmissions at
different times. For analog receiver-side beamforming, the receiver may focus its receiver beam in
one direction at a time.

[0105] In NR, the base station may use beam sweeping for transmission of SS/PBCH blocks. The
SS/PBCH blocks may be transmitted in different beams using time multiplexing. The set of
SS/PBCH blocks that are transmitted in one beam sweep may be referred to as a SS/PBCH block
set. The period of PBCH/SSB block transmission may be a time duration between a SS/PBCH
block transmission in a beam and the next SS/PBCH block transmission in the same beam. The
period of SS/PBCH block is, therefore, also the period of the SS/PBCH block set.

[0106] FIG. 13A shows example time and frequency structure of SS/PBCH blocks and their
associations with beams in accordance with several of various embodiments of the present
disclosure. In this example, a SS/PBCH block (also referred to as SSB) set comprise L SSBs

wherein an SSB in the SSB set is associated with (e.g., transmitted in) one of L beams of a cell. The
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transmission of SBBs of an SSB set may be confined within a Sms interval, either in a first half-
frame or a second half-frame of a 10ms frame. The number of SSBs in an SSB set may depend on
the frequency band of operation. For example, the number of SSBs in a SSB set may be up to four
SSBs in frequency bands below 3GHz enabling beam sweeping of up to four beams, up to eight
SSBs in frequency bands between 3 GHz and 6 GHz enabling beam sweeping of up to eight beams,
and up to sixty four SSBs in higher frequency bands enabling beam sweeping of up to sixty four
beams. The SSs of an SSB may depend on a physical cell identity (PCI) of the cell and may be
independent of which beam of the cell is used for transmission of the SSB. The PBCH of an SSB
may indicate a time index parameter and the wireless device may determine the relative position of
the SSB within the SSB set using the time index parameter. The wireless device may use the
relative position of the SSB within an SSB set for determining the frame timing and/or determining
RACH occasions for a random access process.

[0107] A wireless device entering the mobile communications network may first search for the
PSS. After detecting the PSS, the wireless device may determine the synchronization up to the
periodicity of the PSS. By detecting the PSS, the wireless device may determine the transmission
timing of the SSS. The wireless device may determine the PCI of the cell after detecting the SSS.
The PBCH of a SS/PBCH block is a downlink physical channel that carries the MIB. The MIB may
be used by the wireless device to obtain remaining system information (RMSI) that is broadcast by
the network. The RMSI may include System Information Block 1 (SIB1) that contains information
required for the wireless device to access the cell.

[0108] As discussed earlier, the wireless device may determine a time index parameter from the
SSB. The PBCH comprises a half-frame parameter indicating whether the SSB is in the first Sms
half or the second 5ms half of a 10ms frame. The wireless device may determine the frame
boundary using the time index parameter and the half-frame parameter. In addition, the PBCH may
comprise a parameter indicating the system frame number (SFN) of the cell.

[0109] The base station may transmit CSI-RS and a UE may measure the CSI-RS to obtain channel
state information (CSI). The base station may configure the CSI-RS in a UE-specific manner. In
some scenarios, same set of CSI-RS resources may be configured for multiple UEs and one or more
resource elements of a CSI-RS resource may be shared among multiple UEs. A CSI-RS resource
may be configured such that it does not collide with a CORESET configured for the wireless device

and/or with a DMRS of a PDSCH scheduled for the wireless device and/or transmitted SSBs. The
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UE may measure one or more CSI-RSs configured for the UE and may generate a CSI report based
on the CSI-RS measurements and may transmit the CSI report to the base station for scheduling,
link adaptation and/or other purposes.

[0110] NR supports flexible CSI-RS configurations. A CSI-RS resource may be configured with
single or multiple antenna ports and with configurable density. Based on the number of configured
antenna ports, a CSI-RS resource may span different number of OFDM symbols (e.g., 1, 2, and 4
symbols). The CSI-RS may be configured for a downlink BWP and may use the numerology of the
downlink BWP. The CSI-RS may be configured to cover the full bandwidth of the downlink BWP
or a portion of the downlink BWP. In some case, the CSI-RS may be repeated in every resource
block of the CSI-RS bandwidth, referred to as CSI-RS with density equal to one. In some cases, the
CSI-RS may be configured to be repeated in every other resource block of the CSI-RS bandwidth.
CSI-RS may be non-zero power (NZP) CSI-RS or zero-power (ZP) CSI-RS.

[0111] The base station may configure a wireless device with one or more sets of NZP CSI-RS
resources. The base station may configure the wireless device with a NZP CSI-RS resource set
using an RRC information element (IE) NZP-CSI-RS-ResourceSet indicating a NZP CSI-RS
resource set identifier (ID) and parameters specific to the NZP CSI-RS resource set. An NZP CSI-
RS resource set may comprise one or more CSI-RS resources. An NZP CSI-RS resource set may be
configured as part of the CSI measurement configuration.

[0112] The CSI-RS may be configured for periodic, semi-persistent or aperiodic transmission. In
case of the periodic and semi-persistent CSI-RS configurations, the wireless device may be
configured with a CSI resource periodicity and offset parameter that indicate a periodicity and
corresponding offset in terms of number of slots. The wireless device may determine the slots that
the CSI-RSs are transmitted. For semi-persistent CSI-RS, the CSI-RS resources for CSI-RS
transmissions may be activated and deactivated by using a semi-persistent (SP) CSI-CSI Resource
Set Activation/Deactivation MAC CE. In response to receiving a MAC CE indicating activation of
semi-persistent CSI-RS resources, the wireless device may assume that the CSI-RS transmissions
will continue until the CSI-RS resources for CSI-RS transmissions are activated.

[0113] As discussed before, CSI-RS may be configured for a wireless device as NZP CSI-RS or ZP
CSI-RS. The configuration of the ZP CSI-RS may be similar to the NZP CSI-RS with the
difference that the wireless device may not carry out measurements for the ZP CSI-RS. By

configuring ZP CSI-RS, the wireless device may assume that a scheduled PDSCH that includes

28

143



Docket No. 2019-002Ut2

resource elements from the ZP CSI-RS is rate matched around those ZP CSI-RS resources. For
example, a ZP CSI-RS resource configured for a wireless device may be an NZP CSI-RS resource
for another wireless device. For example, by configuring ZP CSI-RS resources for the wireless
device, the base station may indicate to the wireless device that the PDSCH scheduled for the
wireless device is rate matched around the ZP CSI-RS resources.

[0114] A base station may configure a wireless device with channel state information interference
measurement (CSI-IM) resources. Similar to the CSI-RS configuration, configuration of locations
and density of CSI-IM resources may be flexible. The CSI-IM resources may be periodic
(configured with a periodicity), semi-persistent (configured with a periodicity and activated and
deactivated by MAC CE) or aperiodic (triggered by a DCI).

[0115] Tracking reference signals (TRSs) may be configured for a wireless device as a set of sparse
reference signals to assist the wireless in time and frequency tracking and compensating time and
frequency variations in its local oscillator. The wireless device may further use the TRSs for
estimating channel characteristics such as delay spread or doppler frequency. The base station may
use a CSI-RS configuration for configuring TRS for the wireless device. The TRS may be
configured as a resource set comprising multiple periodic NZP CSI-RS resources.

[0116] A base station may configure a UE and the UE may transmit sounding reference signals
(SRSs) to enable uplink channel sounding/estimation at the base station. The SRS may support up
to four antenna ports and may be designed with low cubic metric enabling efficient operation of the
wireless device amplifier. The SRS may span one or more (e.g., one, two or four) consecutive
OFDM symbols in time domain and may be located within the last n (e.g., six) symbols of a slot. In
the frequency domain, the SRS may have a structure that is referred to as a comb structure and may
be transmitted on every Nth subcarrier. Different SRS transmissions from different wireless devices
may have different comb structures and may be multiplexed in frequency domain.

[0117] A base station may configure a wireless device with one or more SRS resource sets and an
SRS resource set may comprise one or more SRS resources. The SRS resources in an SRS
resources set may be configured for periodic, semi-persistent or aperiodic transmission. The
periodic SRS and the semi-persistent SRS resources may be configured with periodicity and offset
parameters. The Semi-persistent SRS resources of a configured semi-persistent SRS resource set
may be activated or deactivated by a semi-persistent (SP) SRS Activation/Deactivation MAC CE.

The set of SRS resources included in an aperiodic SRS resource set may be activated by a DCI. A
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value of a field (e.g., an SRS request field) in the DCI may indicate activation of resources in an
aperiodic SRS resource set from a plurality of SRS resource sets configured for the wireless device.

[0118] An antenna port may be associated with one or more reference signals. The receiver may
assume that the one or more reference signals, associated with the antenna port, may be used for
estimating channel corresponding to the antenna port. The reference signals may be used to derive
channel state information related to the antenna port. Two antenna ports may be referred to as quasi
co-located if characteristics (e.g., large-scale properties) of the channel over which a symbol is
conveyed on one antenna port may be inferred from the channel over which a symbol is conveyed
from another antenna port. For example, a UE may assume that radio channels corresponding to
two different antenna ports have the same large-scale properties if the antenna ports are specified as
quasi co-located. In some cases, the UE may assume that two antenna ports are quasi co-located
based on signaling received from the base station. Spatial quasi-colocation (QCL) between two
signals may be, for example, due to the two signals being transmitted from the same location and in
the same beam. If a receive beam is good for a signal in a group of signals that are spatially quasi
co-located, it may be assumed also be good for the other signals in the group of signals.

[0119] The CSI-RS in the downlink and the SRS in uplink may serve as quasi-location (QCL)
reference for other physical downlink channels and physical uplink channels, respectively. For
example, a downlink physical channel (e.g., PDSCH or PDCCH) may be spatially quasi co-located
with a downlink reference signal (e.g., CSI-RS or SSB). The wireless device may determine a
receive beam based on measurement on the downlink reference signal and may assume that the
determined received beam is also good for reception of the physical channels (e.g., PDSCH or
PDCCH) that are spatially quasi co-located with the downlink reference signal. Similarly, an uplink
physical channel (e.g., PUSCH or PUCCH) may be spatially quasi co-located with an uplink
reference signal (e.g., SRS). The base station may determine a receive beam based on measurement
on the uplink reference signal and may assume that the determined received beam is also good for
reception of the physical channels (e.g., PUSCH or PUCCH) that are spatially quasi co-located
with the uplink reference signal.

[0120] The Demodulation Reference Signals (DM-RSs) enables channel estimation for coherent
demodulation of downlink physical channels (e.g., PDSCH, PDCCH and PBH) and uplink physical
channels (e.g., PUSCH and PUCCH). The DM-RS may be located early in the transmission (e.g.,

front-loaded DM-RS) and may enable the receiver to obtain the channel estimate early and reduce
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the latency. The time-domain structure of the DM-RS (e.g., symbols wherein the DM-RS are
located in a slot) may be based on different mapping types.

[0121] The Phase Tracking Reference Signals (PT-RSs) enables tracking and compensation of
phase variations across the transmission duration. The phase variations may be, for example, due to
oscillator phase noise. The oscillator phase noise may become more sever in higher frequencies
(e.g., mmWave frequency bands). The base station may configure the PT-RS for uplink and/or
downlink. The PT-RS configuration parameters may indicate frequency and time density of PT-RS,
maximum number of ports (e.g., uplink ports), resource element offset, configuration of uplink PT-
RS without transform precoder (e.g., CP-OFDM) or with transform precoder (e.g., DFT-s-OFDM),
etc. The subcarrier number and/or resource blocks used for PT-RS transmission may be based on
the C-RNTI of the wireless device to reduce risk of collisions between PT-RSs of wireless devices
scheduled on overlapping frequency domain resources.

[0122] FIG. 13B shows example time and frequency structure of CSI-RSs and their association
with beams in accordance with several of various embodiments of the present disclosure. A beam
of the L beams shown in FIG. 13B may be associated with a corresponding CSI-RS resource. The
base station may transmit the CSI-RSs using the configured CSI-RS resources and a UE may
measure the CSI-RSs (e.g., received signal received power (RSRP) of the CSI-RSs) and report the
CSI-RS measurements to the base station based on a reporting configuration. For example, the base
station may determine one or more transmission configuration indication (TCI) states and may
indicate the one or more TCI states to the UE (e.g., using RRC signaling, a MAC CE and/or a
DCT). Based on the one or more TCI states indicated to the UE, the UE may determine a downlink
receive beam and receive downlink transmissions using the receive beam. In case of a beam
correspondence, the UE may determine a spatial domain filter of a transmit beam based on spatial
domain filter of a corresponding receive beam. Otherwise, the UE may perform an uplink beam
selection procedure to determine the spatial domain filter of the transmit beam. The UE may
transmit one or more SRSs using the SRS resources configured for the UE and the base station may
measure the SRSs and determine/select the transmit beam for the UE based the SRS measurements.
The base station may indicate the selected beam to the UE. The CSI-RS resources shown in FIG.
13B may be for one UE. The base station may configure different CSI-RS resources associated

with a given beam for different UEs by using frequency division multiplexing.
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[0123] A base station and a wireless device may perform beam management procedures to
establish beam pairs (e.g., transmit and receive beams) that jointly provide good connectivity. For
example, in the downlink direction, the UE may perform measurements for a beam pair and
estimate channel quality for a transmit beam by the base station (or a transmission reception point
(TRP) more generally) and the receive beam by the UE. The UE may transmit a report indicating
beam pair quality parameters. The report may comprise one or more parameters indicating one or
more beams (e.g., a beam index, an identifier of reference signal associated with a beam, etc.), one
or more measurement parameters (e.g., RSRP), a precoding matrix indicator (PMI), a channel
quality indicator (CQI), and/or a rank indicator (RI).

[0124] FIG. 14A, FIG. 14B and FIG. 14C show example beam management processes (referred to
as P1, P2 and P3, respectively) in accordance with several of various embodiments of the present
disclosure. The P1 process shown in FIG. 14A may enable, based on UE measurements, selection
of a base station (or TRP more generally) transmit beam and/or a wireless device receive beam. The
TRP may perform a beam sweeping procedure where the TRP may sequentially transmit reference
signals (e.g., SSB and/or CSI-RS) on a set of beams and the UE may select a beam from the set of
beams and may report the selected beam to the TRP. The P2 procedure as shown in FIG. 14B may
be a beam refinement procedure. The selection of the TRP transmit beam and the UE receive beam
may be regularly reevaluated due to movements and/or rotations of the UE or movement of other
objects. In an example, the base station may perform the beam sweeping procedure over a smaller
set of beams and the UE may select the best beam over the smaller set. In an example, the beam
shape may be narrower compared to beam selected based on the P1 procedure. Using the P3
procedure as shown in FIG. 14C, the TRP may fix its transmit beam and the UE may refine its
receive beam.

[0125] A wireless device may receive one or more messages from a base station. The one or more
messages may comprise one or more RRC messages. The one or more messages may comprise
configuration parameters of a plurality of cells for the wireless device. The plurality of cells may
comprise a primary cell and one or more secondary cells. For example, the plurality of cells may be
provided by a base station and the wireless device may communicate with the base station using the
plurality of cells. For example, the plurality of cells may be provided by multiple base station (e.g.,
in case of dual and/or multi-connectivity). The wireless device may communicate with a first base

station, of the multiple base stations, using one or more first cells of the plurality of cells. The
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wireless device may communicate with a second base station of the multiple base stations using
one or more second cells of the plurality of cells.

[0126] The one or more messages may comprise configuration parameters used for processes in
physical, MAC, RLC, PCDP, SDAP, and/or RRC layers of the wireless device. For example, the
configuration parameters may include values of timers used in physical, MAC, RLC, PCDP,
SDAP, and/or RRC layers. For example, the configuration parameters may include parameters for
configurating different channels (e.g., physical layer channel, logical channels, RLC channels, etc.)
and/or signals (e.g., CSI-RS, SRS, etc.).

[0127] Upon starting a timer, the timer may start running until the timer is stopped or until the
timer expires. A timer may be restarted if it is running. A timer may be started if it is not running
(e.g., after the timer is stopped or after the timer expires). A timer may be configured with or may
be associated with a value (e.g., an initial value). The timer may be started or restarted with the
value of the timer. The value of the timer may indicate a time duration that the timer may be
running upon being started or restarted and until the timer expires. The duration of a timer may not
be updated until the timer is stopped or expires (e.g., due to BWP switching). This specification
may disclose a process that includes one or more timers. The one or more timers may be
implemented in multiple ways. For example, a timer may be used by the wireless device and/or
base station to determine a time window [t1, t2], wherein the timer is started at time t1 and expires
at time t2 and the wireless device and/or the base station may be interested in and/or monitor the
time window [t1, t2], for example to receive a specific signaling. Other examples of
implementation of a timer may be provided.

[0128] FIG. 15 shows example components of a wireless device and a base station that are in
communication via an air interface in accordance with several of various embodiments of the
present disclosure. The wireless device 1502 may communicate with the base station 1542 over the
air interface 1532. The wireless device 1502 may include a plurality of antennas. The base station
1542 may include a plurality of antennas. The plurality of antennas at the wireless device 1502
and/or the base station 1542 enables different types of multiple antenna techniques such as
beamforming, single-user and/or multi-user MIMO, etc.

[0129] The wireless device 1502 and the base station 1542 may have one or more of a plurality of
modules/blocks, for example RF front end (e.g., RF front end 1530 at the wireless device 1502 and
RF front end 1570 at the base station 1542), Data Processing System (e.g., Data Processing
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System1524 at the wireless device 1502 and Data Processing System1564 at the base station 1542),
Memory (e.g., Memory 1512 at the wireless device 1502 and Memory 1542 at the base
station1542). Additionally, the wireless device 1502 and the base station 1542 may have other
modules/blocks such as GPS (e.g., GPS 1514 at the wireless device 1502 and GPS 1554 at the base
station 1542).

[0130] An RF front end module/block may include circuitry between antennas and a Data
Processing System for proper conversion of signals between these two modules/blocks. An RF
front end may include one or more filters (e.g., Filter(s) 1526 at RF front end 1530 or Filter(s) 1566
at the RF front end 1570), one or more amplifiers (e.g., Amplifier(s) 1528 at the RF front end 1530
and Amplifier(s) 1568 at the RF front end 1570). The Amplifier(s) may comprise power
amplifier(s) for transmission and low-noise amplifier(s) (LNA(s)) for reception.

[0131] The Data Processing System 1524 and the Data Processing System 1564 may process the
data to be transmitted or the received signals by implementing functions at different layers of the
protocol stack such as PHY, MAC, RLC, etc. Example PHY layer functions that may be
implemented by the Data Processing System1524 and/or 1564 may include forward error
correction, interleaving, rate matching, modulation, precoding, resource mapping, MIMO
processing, etc. Similarly, one or more functions of the MAC layer, RLC layer and/or other layers
may be implemented by the Data Processing System1524 and/or the Data Processing System1564.
One or more processes described in the present disclosure may be implemented by the Data
Processing System1524 and/or the Data Processing System1564. A Data Processing System may
include an RF module (RF module 1516 at the Data Processing System1524 and RF module 1556
at the Data Processing System1564) and/or a TX/RX processor (e.g., TX/RX processor 1518 at the
Data Processing System1524 and TX/RX processor 1558 at the Data Processing System1566)
and/or a central processing unit (CPU) (e.g., CPU 1520 at the Data Processing System1524 and
CPU 1560 at the Data Processing System1564) and/or a graphical processing unit (GPU) (e.g.,
GPU 1522 at the Data Processing System1524 and GPU 1562 at the Data Processing System1564).

[0132] The Memory 1512 may have interfaces with the Data Processing System 1524 and the
Memory 1552 may have interfaces with Data Processing System1564, respectively. The Memory
1512 or the Memory 1552 may include non-transitory computer readable mediums (e.g., Storage
Medium 1510 at the Memory 1512 and Storage Medium 1550 at the Memory 1552) that may store

software code or instructions that may be executed by the Data Processing System1524 and Data
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Processing System1564, respectively, to implement the processes described in the present
disclosure. The Memory 1512 or the Memory 1552 may include random-access memory (RAM)
(e.g., RAM 1506 at the Memory 1512 or RAM 1546 at the Memory 1552) or read-only memory
(ROM) (e.g., ROM 1508 at the Memory 1512 or ROM 1548 at the Memory 1552) to store data
and/or software codes.

[0133] The Data Processing System1524 and/or the Data Processing System1564 may be
connected to other components such as a GPS module 1514 and a GPS module 1554, respectively,
wherein the GPS module 1514 and a GPS module 1554 may enable delivery of location
information of the wireless device 1502 to the Data Processing System1524 and location
information of the base station 1542 to the Data Processing System1564. One or more other
peripheral components (e.g., Peripheral Component(s) 1504 or Peripheral Component(s) 1544) may
be configured and connected to the data Processing System1524 and data Processing System1564,
respectively.

[0134] In example embodiments, a wireless device may be configured with parameters and/or
configuration arrangements. For example, the configuration of the wireless device with parameters
and/or configuration arrangements may be based on one or more control messages that may be used
to configure the wireless device to implement processes and/or actions. The wireless device may be
configured with the parameters and/or the configuration arrangements regardless of the wireless
device being in operation or not in operation. For example, software, firmware, memory, hardware
and/or a combination thereof and/or alike may be configured in a wireless device regardless of the
wireless device being in operation or not operation. The configured parameters and/or settings may
influence the actions and/or processes performed by the wireless device when in operation.

[0135] In example embodiments, a wireless device may receive one or more message comprising
configuration parameters. For example, the one or more messages may comprise radio resource
control (RRC) messages. A parameter of the configuration parameters may be in at least one of the
one or more messages. The one or more messages may comprise information element (IEs). An
information element may be a structural element that includes single or multiple fields. The fields
in an IE may be individual contents of the IE. The terms configuration parameter, IE and field may
be used equally in this disclosure. The IEs may be implemented using a nested structure, wherein
an IE may include one or more other IEs and an IE of the one or more other IEs may include one or

more additional IEs. With this structure, a parent IE contains all the offspring IEs as well. For
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example, a first IE containing a second IE, the second IE containing a third IE, and the third IE
containing a fourth IE may imply that the first IE contains the third IE and the fourth IE.

[0136] In an example, a wireless device may receive one or more RRC messages comprising
configuration parameters of downlink semi-Persistent Scheduling (SPS). The DL SPS
configuration may be per Serving Cell and/or per BWP. In some examples, the base station may
activate and/or deactivate/release the DL SPS and the activation or the deactivation/release of DL
SPS may be independent among the Serving Cells. For the DL SPS, a wireless device may receive
a DL assignment by PDCCH, which may be stored or may be cleared based on L1 signalling
indicating SPS activation or deactivation.

[0137] In an example, the wireless device may receive RRC configuration parameters comprising:
¢s-RNTI: CS-RNTI for activation, deactivation, and retransmission; nrofHARQ-Processes: the
number of configured HARQ processes for SPS; and periodicity: periodicity of configured
downlink assignment for SPS. When SPS is released by upper layers, the corresponding
configurations may be released.

[0138] In an example, after a downlink assignment is configured for SPS, the MAC entity may
consider sequentially that the Nth downlink assignment occurs in the slot for which:

(numberOfSlotsPerFrame x SEN + slot number in the frame) = [(numberOfSlotsPerFrame x
SEN(start time) + slot(start time)) + N X periodicity x numberOfSlotsPerFrame / 10] modulo (1024
x numberOfSlotsPerFrame)

where SFN(start time) and slot(start time) may be the SFN and slot, respectively, of the first
transmission of PDSCH where the configured downlink assignment was (re-)initialized.

[0139] In an example, the IE SPS-Config may be used to configure downlink semi-persistent
transmission. Downlink SPS may be configured on the SpCell as well as on SCells. The IE SPS-
Config may comprise one or more of a mes-Table parameter indicating a MCS table the UE may
use for DL SPS; an n1PUCCH-AN parameter indicating a HARQ resource for PUCCH for DL
SPS, a nrofHARQ-Processes parameter indicating a number of configured HARQ processes for
SPS DL; and a periodicity parameter indicating a periodicity for DL SPS.

[0140] In an example, a UE may be expected to provide HARQ-ACK information in response to a
SPS PDSCH release after N symbols from the last symbol of a PDCCH providing the SPS PDSCH
release, where N may be based on UE processing capability and/or numerology (e.g., subcarrier

spacing (SCS)) of PDCCH reception. For example, for a UE processing capability 1 and for the
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SCS of the PDCCH reception, N may be 10 for SCS of 15 kHz, N many be 12 for SCS of 30 kHz,

N may be 22 for SCS of 60 kHz, and N may be 25 for SCS of 120 kHz. For a UE with capability 2
in FR1 and for the SCS of the PDCCH reception, N may be 5 for SCS of 15 kHz, N may be 5.5 for
SCS of 30 kHz, and N may be 11 for SCS of 60 kHz.

[0141] In an example, if a UE receives a PDSCH without receiving a corresponding PDCCH, or if
the UE receives a PDCCH indicating a SPS PDSCH release, the UE may generate a corresponding
HARQ-ACK information bit. In an example, if a UE is not provided PDSCH-
CodeBlockGroupTransmission, the UE may generate a HARQ-ACK information bit per transport
block.

[0142] For a HARQ-ACK information bit, a UE may generate an ACK if the UE detects a DCI
format 1_0 that provides a SPS PDSCH release or correctly decodes a transport block, and the
generates a NACK if the UE does not correctly decode the transport block.

[0143] In an example, a UE may be provided PDSCH-CodeBlockGroupTransmission for a serving
cell. The UE may receive a PDSCH scheduled by DCI format 1_1, that includes code block groups
(CBGs) of a transport block. The UE may also be provided
maxCodeBlockGroupsPerTransportBlock indicating a maximum number of CBGs for generating
respective HARQ-ACK information bits for a transport block reception for the serving cell.

[0144] For a number of C code blocks (CBs) in a transport block, the UE may determine a number
of CBGs M and may determine a number of HARQ-ACK bits for the transport block M. The UE
may generate an ACK for the HARQ-ACK information bit of a CBG if the UE correctly received
all code blocks of the CBG and generates a NACK for the HARQ-ACK information bit of a CBG if
the UE incorrectly received at least one code block of the CBG. If the UE receives two transport
blocks, the UE may concatenate the HARQ-ACK information bits for CBGs of the second
transport block after the HARQ-ACK information bits for CBGs of the first transport block.

[0145] In an example, for DCI format 1_0, the PDSCH-to-HARQ_feedback timing indicator field
values may map to {1, 2, 3,4, 5, 6,7, 8}. For DCI format 1_1, if present, the PDSCH-to-
HARQ_feedback timing indicator field values may map to values for a set of number of slots
provided by the RRC configured parameter dl-DataToUL-ACK.

[0146] In an example, for a SPS PDSCH reception ending in slot n, the UE may transmit the
PUCCH in slot n+k where k may be provided by the PDSCH-to-HARQ_feedback timing indicator
field in DCI format 1_0 or, if present, in DCI format 1_1 activating the SPS PDSCH reception.
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[0147] In an example, if the UE detects a DCI format 1_1 that does not include a PDSCH-to-
HARQ_feedback timing indicator field and schedules a PDSCH reception or activates a SPS
PDSCH reception ending in slot n, the UE may provide corresponding HARQ-ACK information in
a PUCCH transmission within slot n+k where k may be provided by dl-DataToUL-ACK.

[0148] With reference to slots for PUCCH transmissions, if the UE detects a DCI format 1_0 or a
DCI format 1_1 scheduling a PDSCH reception ending in slot n or if the UE detects a DCI format
1_0 indicating a SPS PDSCH release through a PDCCH reception ending in slot n, the UE may
provide corresponding HARQ-ACK information in a PUCCH transmission within slot n+k, where
k is a number of slots and is indicated by the PDSCH-to-HARQ _feedback timing indicator field in
the DCI format, if present, or provided by dl-DataToUL-ACK. K=0 may correspond to the last slot
of the PUCCH transmission that overlaps with the PDSCH reception or with the PDCCH reception
in case of SPS PDSCH release.

[0149] In an example, for a PUCCH transmission with HARQ-ACK information, a UE may

determine a PUCCH resource after determining a set of PUCCH resources for Owe HARQ-ACK
information bits. The PUCCH resource determination may be based on a PUCCH resource
indicator field in a last DCI format 1_0 or DCI format 1_1, among the DCI formats 1_0 or DCI
formats 1_1 that have a value of a PDSCH-to-HARQ_feedback timing indicator field indicating a
same slot for the PUCCH transmission, that the UE detects and for which the UE transmits
corresponding HARQ-ACK information in the PUCCH where, for PUCCH resource determination,
detected DCI formats may be first indexed in an ascending order across serving cells indexes for a
same PDCCH monitoring occasion and are then indexed in an ascending order across PDCCH
monitoring occasion indexes. In an example, the PUCCH resource indicator field values may map
to values of a set of PUCCH resource indexes provided by resourceList for PUCCH resources from
a set of PUCCH resources provided by PUCCH-ResourceSet with a maximum of eight PUCCH
resources.

[0150] In an example, if a UE transmits HARQ-ACK information corresponding only to a PDSCH
reception without a corresponding PDCCH, a PUCCH resource for corresponding PUCCH
transmission with HARQ-ACK information may be provided by n1PUCCH-AN.

[0151] In an example, the DCI format 1_0 may be used for the scheduling of PDSCH in one DL
cell. The following information may be transmitted by means of the DCI format 1_0 with CRC
scrambled by C-RNTI or CS-RNTI or MCS-C-RNTT: Identifier for DCI formats — 1 bit (the value
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of this bit field may be set to 1, indicating a DL DCI format); Frequency domain resource

DL,BWP DL,BWP
assignment — ’—10g2(NRB (Ngs +1)/2)-‘

bits; Time domain resource assignment — 4 bits; VRB-to-
PRB mapping — 1 bit; Modulation and coding scheme — 5 bits; New data indicator — 1 bit;
Redundancy version — 2 bits; HARQ process number — 4 bits; Downlink assignment index — 2 bits
as counter DAI; TPC command for scheduled PUCCH - 2 bits; PUCCH resource indicator — 3 bits;
PDSCH-to-HARQ_feedback timing indicator — 3 bits.

[0152] In an example, DCI format 1_1 may be used for the scheduling of PDSCH in one cell. The
following information may be transmitted by means of the DCI format 1_1 with CRC scrambled by
C-RNTI or CS-RNTI or MCS-C-RNTTI: Identifier for DCI formats — 1 bits (The value of this bit

field is always set to 1, indicating a DL DCI format); Carrier indicator — 0 or 3 bits; Bandwidth part

indicator — 0, 1 or 2 bits as determined by the number of DL BWPs "#xx¢ configured by higher
layers, excluding the initial DL bandwidth part.; Frequency domain resource assignment; Time
domain resource assignment — 0, 1, 2, 3, or 4 bits; VRB-to-PRB mapping — 0 or 1 bit; PRB
bundling size indicator — O bit if the higher layer parameter prb-BundlingType is not configured or
is set to 'static', or 1 bit if the higher layer parameter prb-BundlingType is set to 'dynamic'; Rate
matching indicator — 0, 1, or 2 bits according to higher layer parameters rateMatchPatternGroup1
and rateMatchPatternGroup2, where the MSB may be used to indicate rateMatchPatternGroup1 and
the LSB may be used to indicate rateMatchPatternGroup2 when there are two groups; ZP CSI-RS
trigger — 0, 1, or 2 bits; For transport block 1: Modulation and coding scheme — 5 bits, New data
indicator — 1 bit, Redundancy version — 2 bits, For transport block 2 (present if
maxNrofCodeWordsScheduledByDCI equals 2): Modulation and coding scheme — 5 bits, New data
indicator — 1 bit,Redundancy version — 2 bits; HARQ process number — 4 bits; Downlink
assignment index; TPC command for scheduled PUCCH - 2 bits; PUCCH resource indicator — 3
bits; PDSCH-to-HARQ_feedback timing indicator — 0, 1, 2, or 3 bits; Transmission configuration
indication — 0O bit if higher layer parameter tci-PresentInDCI is not enabled; otherwise 3 bits; SRS
request — 2 bits; CBG transmission information (CBGTI) — 0 bit if higher layer parameter
codeBlockGroupTransmission for PDSCH is not configured, otherwise, 2, 4, 6, or 8 bits,
determined by the higher layer parameters maxCodeBlockGroupsPerTransportBlock and
maxNrofCodeWordsScheduledByDCI for the PDSCH; CBG flushing out information (CBGFI) — 1
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bit if higher layer parameter codeBlockGroupFlushIndicator is configured as "TRUE", O bit
otherwise; DMRS sequence initialization — 1 bit.

[0153] In an example, a wireless device may receive configuration parameters of a plurality of DL
SPS configurations for a BWP of a serving cell. The wireless device may be configured with
separate RRC parameters for different DL SPS configurations for a given BWP of a serving cell. In
an example, some parameters may be common among different configured grant configurations.

[0154] In an example, different DL SPS configurations for a given BWP of a serving cell may be
separately activated. In an example, a DCI may jointly activate two or more DL SPS
configurations. In an example, different DL SPS configurations for a given BWP of a serving cell
may be separately released/deactivated. In an example, a DCI may jointly deactivate/release two or
more DL SPS configurations.

[0155] In an example, M<=4 bits indication in a Release/deactivation DCI may be used for
indicating which DL SPS configuration(s) is/are released. The association between each state
indicated by the indication and the DL SPS configuration(s) may be configurable by RRC. In an
example, up to 2M states may be configurable by RRC, where each of the states may be mapped to
a single or multiple DL SPS configurations to be released. In an example, in case of no RRC
configured state(s), separate release may be used where the release corresponds to the DL SPS
configuration index indicated by the indication. In an example, for activation and release of DL
SPS configuration, same field(s) may be used in a DCI format.

[0156] In an example, DCI format 1_0, DCI format 1_1 and/or a new DCI format may be used for
scheduling PDSCH for DL SPS activation. In an example, DCI format 1_0, DCI format 1_1 and/or
a new DCI format may be used for DL SPS deactivation/release.

[0157] In an example, M (M<=4) least significant bits of HARQ Process Number (HPN) field in
DCI format 1_0 with CRC scrambled by CS-RNTI may be used to indicate which configuration is
to be activated and which configuration(s) is/are to be released. In an example, (M<=4) least
significant bits of HPN field in DCI format 1_1 with CRC scrambled by CS-RNTI may be used to
indicate which configuration is to be activated. In an example, M (M<=4) least significant bits of
HPN field in DCI format 1_1 with CRC scrambled by CS-RNTI may be used to indicate which
configuration(s) are to be released. In an example, the M for activation (e.g., Ma) and M for

deactivation/release (e.g., Mr) may be different.
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[0158] In an example, at least HPN field in a new DCI format may be used to indicate which
configuration is to be activated and/or which configuration(s) is/are to be released. In an example,
other field(s) may be used with or in place of the HPN field if the number of bits for HPN field is
smaller than M.

[0159] In an example, a UE may use a plurality of HARQ feedback codebooks for supporting
different service types.

[0160] In an example, multiple PUCCHs for HARQ-ACK within a slot may be configured for a
UE. The multiple PUCCHs within a slot may be used for simultaneous HARQ feedback codebooks
for different service types. In some example, sub-slot based HARQ feedback procedures may be
used. In some examples, different PDSCHs may be grouped and HATRQ feedback for PDSCHs in
the same group may be transmitted using the same HARQ feedback codebook. In some examples,
Codebook-less HARQ feedback may be used.

[0161] When at least two HARQ-ACK codebooks are simultaneously constructed for supporting
different service types for a UE, a HARQ-ACK codebook may be identified based on some PHY
indications/properties.

[0162] In an example, a sub-slot based HARQ feedback procedure may be used for supporting
multiple PUCCHs for HARQ feedback and for constructing multiple HARQ feedback codebooks
within a slot. An UL slot may comprise of a number of sub-slots. A transmitted PUCCH carrying
HARQ feedback may start in a sub-slot and PDSCH transmission may not be subject to sub-slot
restrictions. Number or length of UL sub-slots in a slot may be UE-specifically and semi-statically
configured. In an example, there may be a limit on number of PUCCH transmissions carrying
HARQ-ACKSs in a slot. The PDSCH to HARQ feedback timing field in a DCI scheduling PDSCH
may be in unit of sub-slots. In an example, for sub-slot-based HARQ feedback procedure, timing
between PDSCH and HARQ feedback may be the number of sub-slots from the sub-slot containing
the end of PDSCH to the sub-slot containing the start of PUCCH. The UL numerology (e.g.,
PUCCH numerology) may be used to define the sub-slot grid for PDSCH-to-sub-slot association.
For sub-slot based HARQ feedback procedure, the starting symbol of a PUCCH resource may be
defined with respect to the first symbol of sub-slot. For a given sub-slot configuration, a UE can be
configured with PUCCH resource set(s).

[0163] In an example, when at least two HARQ-ACK codebooks are simultaneously constructed

for supporting different service types for a UE, the PHY identification for identifying a HARQ-
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ACK codebook may be based on at least one of DCI format, RNTI, explicit indication in DCI (e.g.,
based on a value of a field in the DCI), CORESET/search space, etc.

[0164] In an example, when at least two HARQ-ACK codebooks are simultaneously constructed
for supporting different service types for a UE, one or more of the following parameters in PUCCH
configuration may be separately configured for different HARQ-ACK codebooks: K1 (e.g.,
PDSCH to HARQ feedback timing) granularity, K1 set, PUCCH resource set, MaxCoderate,
simultaneousHARQ-ACK-CSI, nrofSlots, power control parameters, time domain resource
allocation (TDRA) table, HARQ feedback codebook type.

[0165] In an example, when at least two HARQ feedback codebooks are simultaneously
constructed for supporting different service types for a UE, the PHY identification of HARQ-ACK
codebook may be used to determine the priority of the HARQ-ACK codebook for collision
handling.

[0166] In an example, when at least two HARQ feedback codebooks are simultaneously
constructed for supporting different service types for a UE, in case of SPS PDSCH, one or more of
the following may be used for identifying a HARQ-ACK codebook: SPS PDSCH configurations,
the DCI activating the SPS PDSCH, the CORESET where the activating DCI is received.

[0167] In an example, at least one sub-slot configuration for PUCCH may be UE-specifically
configured to a UE. At least the following two sub-slot configurations for PUCCH may be used:
“2-symbol*7” and “7-symbol*2”. In some example, other configurable sub-slot configurations, e.g.
4, 14 sub-slots in a slot may be used.

[0168] In an example, when at least two HARQ feedback codebooks are simultaneously
constructed for supporting different service types for a UE, following can be separately configured
for different HARQ-ACK codebooks: PUCCH-SpatialRelationInfo, sub-slot configuration (e.g.,
applied for the sub-slot-based HARQ-ACK codebook). In some example, when there are at least
two HARQ-ACK codebooks configured with sub-slots, the same sub-slot configurations may be
used. In some example, when there are at least two HARQ-ACK codebooks configured with sub-
slots, different sub-slot configurations may be used.

[0169] In an example, when at least two HARQ feedback codebooks are simultaneously
constructed for supporting different service types for a UE, the PHY identification for identifying a
HARQ feedback codebook for dynamically scheduled PDSCH may be based on RNTT or based on

explicit indication in DCI. When at least two HARQ feedback codebooks are simultaneously
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constructed for supporting different service types for a UE, the PHY identification for identifying a
HARQ feedback codebook for SPS PDSCH may be based on SPS PDSCH configurations (e.g.
explicit indicator, periodicity, PDSCH duration, etc.) or based on the DCI format activating the SPS
PDSCH. The PHY identification of HARQ feedback codebook may be used to determine the
priority of the HARQ-ACK codebook for collision handling.

[0170] In an example, a 2-level priority of HARQ feedback for dynamically scheduled PDSCH and
SPS PDSCH and ACK for SPS PDSCH release may be used. An explicit indication (e.g., as a new
RRC parameter) in a SPS PDSCH configuration may provide mapping to corresponding HARQ-
ACK codebook for SPS PDSCH and ACK for SPS PDSCH release.

[0171] Example embodiments may operate considering different types of traffic/service types
including enhanced mobile broadband (eMBB) traffic/service type and ultra-reliable low-latency
communications (URLLC) traffic/service types. The eMBB traffic/service type may be related to
high data rate applications where latency and reliability requirements may not be as strict as the
data rate requirements. The URLLC applications may have strict requirements on latency and
reliability and may require comparatively lower data rates than the eMBB traffic/service type.

[0172] A wireless device may transmit an acknowledgement in response to receiving a DCI
indicating release/deactivation of a DL SPS configuration. The timing of the acknowledgement
may be based on a value of field in the release/deactivation DCI (e.g., a value of the PDSCH-to-
HARQ-feedback-timing field), a timing of the reception of the PDCCH carrying the
release/deactivation DCI and a numerology of an uplink channel carrying the acknowledgement
(e.g., numerology of PUCCH). For example, the numerology of the uplink channel carrying the
acknowledgement may determine a subslot duration, wherein the subslot comprise one or more
symbols. The PDSCH-to-HARQ-feedback-timing field in the release/deactivation DCI may
indicate the number of the subslots from the timing that the PDCCH carrying the
release/deactivation DCI is received until the timing that the acknowledgement is transmitted.

[0173] For deactivation of a DL SPS configurations, the base station may transmit a
release/deactivation DCI indicating that the DL SPS configuration is deactivated. It is important for
the wireless device to acknowledge the receipt of the release/deactivation DCI so that the base
station determines that the wireless device correctly received the DCI and that the wireless device
deactivated resources corresponding to the DL SPS configurations. When a group of DL SPS

configurations are jointly deactivated/released by a single deactivation/release DCI, existing
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acknowledgement processes or HARQ feedback codebook determination processes lead to
inefficient DL SPS operation. There is a need to enhance the existing DL SPS deactivation/release
mechanisms when a group of DL SPS configurations are jointly released/deactivated. Example
embodiments enhance the DL SPS deactivation/release mechanisms when a group of DL SPS
configurations are jointly released/deactivated.

[0174] In an example embodiment as shown in FIG. 16, a wireless device may receive one or more
messages comprising configuration parameters. The one or more messages may comprise one or
more RRC messages. The one or more messages may comprise configuration parameters of a
downlink semi-persistent scheduling (DL SPS) configuration. The DL SPS configuration may
comprise a first parameter indicating a periodicity, a second parameter indicating a number of
HARQ processes associated with the DL SPS configurations, a third parameter indicating a HARQ
feedback codebook and/or a priority and/or a traffic/service type and other parameters. The wireless
device may receive an activation DCI indicating activation of a plurality of resources for the DL
SPS configuration. In an example, the activation DCI may overwrite the HARQ feedback codebook
indicated by the third parameter or may indicate the same HARQ feedback codebook configured by
the third parameter. Based on the configuration of the third parameter, the wireless device may
transmit HARQ feedback (e.g., ACK or NACK) for DL transport blocks transmitted via the DL
SPS resources using the HARQ feedback codebook corresponding to the DL SPS configuration
(e.g., as configured by third RRC parameter or as indicated/overwritten by the activation DCI). The
wireless device may receive a release/deactivation DCI indication release/deactivation of the DL
SPS configuration. The wireless device may transmit an acknowledgement based on the receiving
the release/deactivation DCI. The wireless device may transmit the acknowledgement based on the
HARQ feedback codebook associated with the DL SPS configuration.

[0175] In an example embodiment as shown in FIG. 17, a wireless device may receive
configuration parameters of a plurality of DL SPS configurations (e.g., 1st DL SPS configuration
through Nth DL SPS configuration). The wireless device may receive one or more activation DCIs
(e.g., N activation DClIs) indicating activation of the N DL SPS configurations. The wireless device
may jointly release/deactivate the N DL SPS configurations based on a single release/deactivation
DCT indicating joint release/deactivation of the N DL SPS configurations. The release/deactivation
DCI may comprise a field (e.g., a HARQ process number (HPN) field) comprising first bits

wherein one or more second bits of the first bits may indicate the N DL SPS configurations (e.g., a
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group identifier of the N DL SPS configurations). In an example, configuration parameters of the N
DL SPS configurations may comprise the group identifier.

[0176] In an example embodiment as shown in FIG. 18, a wireless device may receive one or more
messages comprising configuration parameters. The one or more messages may comprise RRC
messages. The one or more messages may comprise first configuration parameters of a first
downlink semi-persistent scheduling (DL SPS) configuration and second configuration parameters
of a second DL SPS configuration. In an example, the first DL. SPS configuration and the second
DL SPS configuration may be for a cell (e.g., for a BWP of a cell). In an example, the first DL SPS
configuration may be for a first BWP of a cell and the second DL SPS configuration may be for a
second BWP of the cell. In an example, the first DLS SPS configuration and the second DL SPS
configuration may be for different cells. The first DL SPS configuration parameters may indicate a
first periodicity and/or a first number of HARQ processes and/or a first configuration index and/or
a first group (e.g., group of DL SPS configurations) identifier, etc. The second DL SPS
configuration parameters may indicate a second periodicity and/or a second number of HARQ
processes and/or a second configuration index and/or a second group (e.g., group of DL SPS
configurations) identifier, etc.

[0177] The wireless device may receive a downlink control information indicating
release/deactivation of the first DL SPS configuration and release/deactivation of the second DL
SPS configuration. The downlink control information may jointly indicate release/deactivation of
the first DL SPS configuration and the second DL SPS configuration. In an example, the downlink
control information may comprise a field (e.g., a HARQ process number field) comprising first
bits, wherein one or more second bits of the first bits may indicate the first DL SPS configuration
and the second DL SPS configuration. In an example, a number of the one or more second bits may
be a second number and the one or more second bits may be second number least significant bits of
the first bits. In an example, the one or more second bits may indicate a group identifier of a group
comprising a plurality of DL SPS configurations comprising the first DL SPS and the second DL
SPS. The first configuration parameters of the first DL SPS may comprise the group identifier and
the second configuration parameters of the second DL SPS may indicate the group identifier.

[0178] The first DL SPS configuration may be associated with a first HARQ feedback codebook
and the second DL SPS configuration may be associated with a second HARQ feedback group. In

an example, the first DL SPS configuration parameters may comprise a first parameter indicating
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the first HARQ feedback codebook and the second DL SPS configuration parameters may comprise
a second parameter indicating the second HARQ feedback codebook. In an example, the first
parameter may indicate a first priority and/or a first traffic/service type (e.g., ultra-reliable low-
latency communications (URLLC), enhanced mobile broadband (eMBB), etc.) wherein the first
priority and/or the first traffic/service type may indicate the first HARQ feedback codebook. In an
example, the second parameter may indicate a second priority and/or a second traffic/service type
(e.g., URLLC, eMBB, etc.) wherein the second priority and/or the second traffic/service type may
indicate the second HARQ feedback codebook.

[0179] In an example, the wireless device may receive a first activation DCI indicating activation
of a plurality of resources based on the first DL SPS configuration wherein the first activation DCI
may indicate the first HARQ feedback codebook. In an example, the wireless device may
determine the first HARQ feedback codebook based on an explicit indication in the first activation
DCI or based on one or more parameters associated with the first activation DCI. For example, a
CRC associated with the first activation DCI may be scrambled with a first RNTI and the wireless
device may determine the first HARQ feedback codebook based on the first RNTI. For example,
the first RNTI may indicate a first priority and/or traffic/service type, wherein the first priority
and/or traffic/service type may indicate the first HARQ feedback codebook. In an example, a value
of a field of the first activation DCI may indicate the first HARQ feedback codebook. For example,
a value of a field of the first activation DCI may indicate a first priority and/or traffic/service type,
wherein the first priority and/or traffic/service type may indicate the first HARQ feedback
codebook. In an example, a search space/CORESET associated with the first activation DCI (e.g.,
the search space/CORESET in which the first activation DCI is received) may indicate the first
HARQ feedback codebook. For example, a search space/CORESET associated with the first
activation DCI may indicate a first priority and/or traffic/service type wherein the first priority
and/or traffic/service type may indicate the first HARQ feedback codebook. In an example, a first
format associated with the first activation DCI may indicate the first HARQ feedback codebook.
For example, the first format associated with the first activation DCI may indicate a first priority
and/or a first traffic/service type wherein the first priority and/or traffic/service type may indicate
the first HARQ feedback codebook.

[0180] In an example, the wireless device may receive a second activation DCI indicating

activation of a plurality of resources based on the second DL SPS configuration wherein the second
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activation DCI may indicate the second HARQ feedback codebook. In an example, the wireless
device may determine the second HARQ feedback codebook based on an explicit indication in the
second activation DCI or based on one or more parameters associated with the second activation
DCI. For example, a CRC associated with the second activation DCI may be scrambled with a
second RNTI and the wireless device may determine the second HARQ feedback codebook based
on the second RNTI. For example, the second RNTI may indicate a second priority and/or
traffic/service type, wherein the second priority and/or traffic/service type may indicate the second
HARQ feedback codebook. In an example, a value of a field of the second activation DCI may
indicate the second HARQ feedback codebook. For example, a value of a field of the second
activation DCI may indicate a second priority and/or traffic/service type, wherein the second
priority and/or traffic/service type may indicate the second HARQ feedback codebook. In an
example, a search space/CORESET associated with the second activation DCI (e.g., the search
space/CORESET in which the second activation DCI is received) may indicate the second HARQ
feedback codebook. For example, a search space/CORESET associated with the second activation
DCI may indicate a second priority and/or traffic/service type wherein the second priority and/or
traffic/service type may indicate the second HARQ feedback codebook. In an example, a second
format associated with the second activation DCI may indicate the second HARQ feedback
codebook. For example, the second format associated with the second activation DCI may indicate
a second priority and/or a first traffic/service type wherein the second priority and/or traffic/service
type may indicate the first HARQ feedback codebook.

[0181] In an example, an activation DCI of a DL SPS configuration (e.g., the first activation DCI
of the first DL SPS configuration or the second activation DCI of the second DL SPS
configuration) may indicate a HARQ feedback codebook that may overwrite the HARQ feedback
code book configured by the DL SPS configuration parameters. For example, first configuration
parameters of the first DL SPS configuration may indicate a HARQ feedback codebook and the
first activation DCI indicating activation of the first DL SPS may overwrite the configured HARQ
feedback codebook and may indicate the first HARQ feedback codebook. For example, second
configuration parameters of the second DL SPS configuration may indicate a HARQ feedback
codebook and the second activation DCI indicating activation of the second DL SPS may overwrite

the configured HARQ feedback codebook and may indicate the second HARQ feedback codebook.
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[0182] Based on the first DL SPS configuration being associated with the first HARQ feedback
codebook, the wireless device may transmit HARQ feedback associated with the downlink
transport blocks, received via the first DL SPS resources, based on the first HARQ feedback
codebook. The wireless device may transmit ACK/NACK associated with the first DL SPS
configuration using the first HARQ feedback codebook. The wireless device may create the first
HARQ feedback codebook based on ACK/NACK for a plurality of downlink TBs that have the
first priority associated with the first HARQ feedback codebook or are associated with the first
traffic/service type. Based on the second DL SPS configuration being associated with the second
HARQ feedback codebook, the wireless device may transmit HARQ feedback associated with the
downlink transport blocks, received via the second DL SPS resources, based on the second HARQ
feedback codebook. The wireless device may transmit ACK/NACK associated with the second DL
SPS configuration using the second HARQ feedback codebook. The wireless device may create the
second HARQ feedback codebook based on ACK/NACK for a plurality of downlink TBs that have
the second priority associated with the second HARQ feedback codebook or are associated with the
second traffic/service type.

[0183] Based on the receiving the downlink control information indicating joint
release/deactivation of the first DL SPS configuration and the second DL SPS configuration, the
wireless device may determine one of the first HARQ feedback (associated with the first DL SPS
configuration) and the second HARQ feedback codebook (associated with the second DL SPS
configuration) based on one or more criteria. The wireless device may transmit an
acknowledgement based on the receiving the downlink control information and based on the
determined HARQ feedback codebook.

[0184] In an example, the determining the one of the first HARQ feedback codebook and the
second HARQ feedback codebook may be based on priorities associated with the first HARQ
feedback codebook and the second HARQ feedback codebook. In an example, the determining the
one of the first HARQ feedback codebook and the second HARQ feedback codebook may be based
on priorities associated with the first DL SPS configuration and the second DL SPS configuration.
For example, the first HARQ feedback codebook may be associated with a first priority and the
second HARQ feedback codebook may be associated with a second priority. The determining the
one of the first HARQ feedback codebook and the second HARQ feedback codebook may be based

on the first priority and the second priority. In an example, the determined HARQ feedback
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codebook may be the first HARQ feedback codebook based on the first priority being larger than
the second priority.

[0185] In an example, the determining the one of the first HARQ feedback codebook and the
second HARQ feedback codebook may be based on service/traffic types associated with the first
HARQ feedback codebook and the second HARQ feedback codebook. In an example, the
determining the one of the first HARQ feedback codebook and the second HARQ feedback
codebook may be based on traffic/service types associated with the first DL SPS configuration and
the second DL SPS configuration. For example, the first HARQ feedback codebook may be
associated with a first traffic/service type and the second HARQ feedback codebook may be
associated with a second traffic/service type. The determining the one of the first HARQ feedback
codebook and the second HARQ feedback codebook may be based on the first traffic/service type
and the second traffic/service type. In an example, the determined HARQ feedback codebook may
be the first HARQ feedback codebook based on the first traffic/service type being a URLLC
traffic/service type and the second HARQ feedback codebook being an eMBB traffic/service type.

[0186] In an example, the determining the one of the first HARQ feedback codebook and the
second HARQ feedback codebook may be based on types of the first HARQ feedback codebook
and the second HARQ feedback codebook. In an example, the determining the one of the first
HARQ feedback codebook and the second HARQ feedback codebook may be based on types of the
first DL SPS configuration and the second DL SPS configuration. For example, the first HARQ
feedback codebook may be have a first type and the second HARQ feedback codebook may have a
second type. The determining the one of the first HARQ feedback codebook and the second HARQ
feedback codebook may be based on the first type and the second type. In an example, the
determined HARQ feedback codebook may be the first HARQ feedback codebook based on a first
priority of the first type being larger than a second priority of the second type. In an example, the
first configuration parameters of the DL SPS configuration may indicate the first type and the
second configuration parameters of the second DL SPS may indicate the second type.

[0187] In an example embodiment as shown in FIG. 19, a wireless device may receive one or more
messages comprising configuration parameters. The one or more messages may comprise RRC
messages. The one or more messages may comprise configuration parameters of a plurality of DL
SPS configurations. In an example, the plurality of DL SPS configurations may be for a cell (e.g., a

BWP of a cell or a plurality of BWPs of a cell). In an example, the plurality of DL SPS
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configurations may be for a plurality of cells (e.g., a plurality of BWPs of a plurality of cells).
Configuration parameters of a DL SPS may indicate periodicity and/or number of HARQ processes
and/or configuration index and/or a group (e.g., group of DL SPS configurations) identifier, etc.

[0188] The wireless device may receive a downlink control information indicating
release/deactivation of the plurality of DL SPS configurations. The downlink control information
may jointly indicate release/deactivation of the plurality of DL SPS configurations. In an example,
the downlink control information may comprise a field (e.g., a HARQ process number field)
comprising first bits, wherein one or more second bits of the first bits may indicate the plurality of
DL SPS configurations. In an example, a number of the one or more second bits may be a second
number and the one or more second bits may be second number least significant bits of the first
bits. In an example, the one or more second bits may indicate a group identifier of a group
comprising the plurality of DL SPS configurations. Configuration parameters of a DL SPS in the
plurality of DL SPS configurations may comprise and/or indicate the group identifier.

[0189] The plurality of DL SPS configurations may be associated with a plurality of HARQ
feedback codebooks. In an example, configuration parameters of a DL SPS configuration, in the
plurality of DL SPS configurations, may comprise a parameter indicating a HARQ feedback
codebook in the plurality of HARQ feedback codebooks. In an example, the parameter may
indicate a priority and/or traffic/service type (e.g., ultra-reliable low-latency communications
(URLLC), enhanced mobile broadband (eMBB), etc.) wherein the priority and/or the traffic/service
type may indicate the HARQ feedback codebook.

[0190] In an example, the wireless device may receive an activation DCI indicating activation of a
plurality of resources based on a DL SPS configuration, in the plurality of DL SPS configurations,
wherein the activation DCI may indicate a HARQ feedback codebook. In an example, the wireless
device may determine the HARQ feedback codebook based on an explicit indication in the
activation DCI or based on one or more parameters associated with the activation DCI. For
example, a CRC associated with the activation DCI may be scrambled with an RNTI and the
wireless device may determine the HARQ feedback codebook based on the RNTI. For example, the
RNTI may indicate a priority and/or traffic/service type, wherein the priority and/or traffic/service
type may indicate the HARQ feedback codebook. In an example, a value of a field of the activation
DCI may indicate the HARQ feedback codebook. For example, a value of a field of the activation

DCI may indicate a priority and/or traffic/service type, wherein the priority and/or traffic/service
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type may indicate the HARQ feedback codebook. In an example, a search space/CORESET
associated with the activation DCI (e.g., the search space/CORESET in which the activation DCI is
received) may indicate the HARQ feedback codebook. For example, a search space/CORESET
associated with the activation DCI may indicate a priority and/or traffic/service type wherein the
priority and/or traffic/service type may indicate the HARQ feedback codebook. In an example, a
format associated with the activation DCI may indicate the HARQ feedback codebook. For
example, the format associated with the activation DCI may indicate a priority and/or a
traffic/service type wherein the priority and/or traffic/service type may indicate the HARQ
feedback codebook.

[0191] In an example, an activation DCI of a DL SPS configuration may indicate a HARQ
feedback codebook that may overwrite the HARQ feedback code book configured by the DL SPS
configuration parameters. For example, configuration parameters of a DL SPS configuration, in the
plurality of DL SPS configurations, may indicate a HARQ feedback codebook and the activation
DCI indicating activation of the DL SPS configuration may overwrite the configured HARQ
feedback codebook.

[0192] Based on the receiving the downlink control information indicating joint
release/deactivation of the plurality of DL SPS configurations, the wireless device may determine a
HARQ feedback of the plurality of HARQ feedback codebooks based on one or more criteria. The
wireless device may transmit an acknowledgement based on the receiving the downlink control
information (indicating joint release of the plurality of DL SPS configurations) and based on the
determined HARQ feedback codebook.

[0193] In an example, the determining the HARQ feedback codebook may be based on priorities
associated with the plurality of HARQ feedback codebooks. In an example, the determining the
HARQ feedback codebook may be based on priorities associated with the plurality of DL SPS
configurations. The determining the HARQ feedback codebook may be based on the priority of the
determined HARQ feedback codebook being the highest priority.

[0194] In an example, the determining the HARQ feedback codebook may be based on
service/traffic types associated with the plurality of HARQ feedback codebooks. In an example, the
determining the HARQ feedback codebook may be based on traffic/service types associated with
the plurality of DL SPS configurations. For example, the determined HARQ feedback codebook
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may be associated with a first traffic/service type. In an example, the first HARQ feedback
codebook may be based on a URLLC traffic/service type.

[0195] In an example, the determining the HARQ feedback codebook may be based on types of the
plurality of HARQ feedback codebooks. In an example, the determining the HARQ feedback
codebook may be based on types of the plurality of DL SPS configurations. For example, the
determined HARQ feedback codebook may be a HARQ feedback codebook associated with
highest priority. In an example, the configuration parameters of the plurality of DL SPS
configuration may indicate the HARQ feedback codebook types.

[0196] In an example, the determining the HARQ feedback codebook may be based on a majority
of the plurality of HARQ feedback codebooks being the determined HARQ feedback codebook.
The plurality of DL SPS configurations may be associated with different HARQ feedback
codebooks with the determined HARQ feedback codebook being the majority HARQ feedback
codebook among the plurality of HARQ feedback codebooks.

[0197] In an example, the plurality of HARQ feedback codebooks may comprise zero or more of a
first HARQ feedback codebook, corresponding to a first priority. The plurality of HARQ feedback
codebooks may comprise zero or more of a second HARQ feedback codebook, corresponding to a
second priority. The first priority of the first HARQ feedback codebook may be higher than the
second priority of the second HARQ feedback codebook. The first HARQ feedback codebook may
be for a first type of traffic/service and the second HARQ feedback codebook is for a second type
of traffic/service. For example, the first type of traffic/service may be URLLC and the second type
of traffic/service may be eMBB. The determined HARQ feedback codebook may be the first
HARQ feedback codebook based on at least one of the plurality of HARQ feedback codebooks
being the first HARQ feedback codebook.

[0198] In an example, the plurality of HARQ feedback codebooks may comprise one or more of a
first HARQ feedback codebook, corresponding to a first priority. The plurality of HARQ feedback
codebooks may comprise one or more of a second HARQ feedback codebook, corresponding to a
second priority. The first priority of the first HARQ feedback codebook may be higher than the
second priority of the second HARQ feedback codebook. The first HARQ feedback codebook may
be for a first type of traffic/service and the second HARQ feedback codebook is for a second type
of traffic/service. For example, the first type of traffic/service may be URLLC and the second type
of traffic/service may be eMBB. The determined HARQ feedback codebook may be the first
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HARQ feedback codebook based on the plurality of HARQ feedback codebooks comprising an
equal number of first HARQ feedback codebooks and second HARQ feedback codebooks.

[0199] In an example, the determined HARQ feedback may be a pre-configured and/or configured
HARQ feedback codebook based on the DCI indicating release/deactivation of a plurality of DL
SPS configurations. The configuration parameters may indicate the HARQ feedback codebook to
be used by the wireless device for transmission of an acknowledgement when a plurality of DL SPS
configurations are jointly deactivated/released.

[0200] In an example, based the DCI indicating deactivation/release of a plurality of DL SPS
configurations, the wireless device may determine a HARQ feedback codebook associated with one
of the DL SPS configurations based on a rule. In an example, the rule may be based on a
configuration indexes of the plurality of DL SPS configurations. For example, the determined
HARQ feedback codebook may be the HARQ feedback codebook associated with the DL SPS
configuration with smallest configuration index. For example, the determined HARQ feedback
codebook may be the HARQ feedback codebook associated with the DL SPS configuration with
largest configuration index.

[0201] In an example embodiment as shown in FIG. 20, a wireless device may receive one or more
messages (e.g., RRC messages) indicating configuration parameters of two DL SPS configurations.
The wireless device may receive a DCI indicating deactivation/release of the two DL SPS
configurations. The DCI may comprise a field (e.g., HPN field), wherein one or more bits of the
field may indicate a plurality of DL SPS configurations comprising the two DL SPS configurations.
The wireless device may determine that the two DL SPS configurations correspond to two different
HARQ feedback codebooks. In an example, the configuration parameters may indicate HARQ
feedback codebooks associated with the two DL SPS configurations. In an example, an activation
DCI, indicating activation of a DL. SPS configuration of the two DL SPS configurations, may
overwrite a configured HARQ feedback codebook and may indicate a new HARQ feedback
codebook. Based on the determining that the two DL SPS configurations correspond to two
different HARQ feedback codebooks, the wireless device may ignore the downlink control
information indicating the joint release of the two DL SPS configurations.

[0202] In an example embodiment, a DCI may indicate joint release/deactivation of a plurality of
DL SPS configurations. The plurality of DL SPS configurations may be associated with a plurality
of HARQ feedback codebooks. The wireless device may determine that a subset of DL SPS
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configurations which may be the majority of DL SPS configurations correspond to a first HARQ
feedback codebook. The wireless device may release/deactivate the subset of the DL SPS
configurations corresponding to the first HARQ feedback codebook. The wireless device may
transmit an acknowledgement based on the first HARQ feedback codebook. In an example, the
wireless device may not release/deactivate other remaining DL SPS configurations in the plurality
of DL SPS configurations.

[0203] In an example embodiment as shown in FIG. 21, a wireless device may receive
configuration parameters of one or more DL SPS configurations. The one or more DL SPS
configurations may correspond to one or more first HARQ feedback codebooks. For example, the
configuration parameters of the on or more DL SPS configurations may indicate the one or more
first HARQ feedback codebooks. In an example, a HARQ feedback codebook associated with a DL
SPS configuration, in the one or more DL SPS configurations, may be indicated by an activation
DCI indicating activation of the DL SPS configuration. The wireless device may receive a DCI
indicating release/deactivation of the one or more DL SPS configurations. The one or more DL SPS
configurations may be associated with one or more first HARQ feedback codebooks. The DCI
indicating the deactivation/release may indicate a second HARQ feedback codebook (e.g., based on
a value of a field in the deactivation/release DCI and/or an RNTT associated with the
deactivation/release DCI and/or a format associated with the deactivation/release DCI and/or search
space/CORESET associated with the deactivation/release DCI, etc.). The wireless device may
transmit an acknowledge based on the second HARQ feedback codebook (e.g., the HARQ
feedback codebook indicated by the deactivation/release DCI). The wireless device may transmit an
acknowledge based on the second HARQ feedback codebook (e.g., the HARQ feedback codebook
indicated by the deactivation/release DCI) and regardless of the one or more first HARQ feedback
codebooks.

[0204] In an example embodiment as shown in FIG. 22 and FIG. 23, a wireless device may receive
first configuration parameters of a first downlink semi-persistent scheduling configuration and
second configuration parameters of a second downlink semi-persistent scheduling configuration.
The wireless device may receive a DCI indicating release/deactivation of the first downlink semi-
persistent scheduling configuration and release/deactivation of the second downlink semi-persistent
scheduling configuration. For example, a field in the DCI may indicate joint release/deactivation of

the first DL SPS and the second DL SPS. The first DL SPS may be associated with a first HARQ
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feedback codebook (e.g., based on configuration parameters and/or an activation DCI indicating
activation of the first DL SPS). The second DL SPS may be associated with a second HARQ
feedback codebook (e.g., based on configuration parameters and/or an activation DCI indicating
activation of the second DL SPS). Based on the receiving the DCI indicating joint
release/deactivation of the first DL SPS and the second DL SPS, the wireless device may transmit a
first acknowledgement based on the first HARQ feedback codebook and the wireless device may
transmit a second acknowledgement based on the second HARQ feedback codebook.

[0205] In an example embodiment as shown in FIG. 24 and FIG. 25, based on receiving a DCI
indicating release/deactivation of a plurality of DL SPS configurations, a wireless device may
transmit a first acknowledgement using a first HARQ feedback codebook based on the plurality
HARQ feedback codebook comprising the first HARQ feedback codebook and the wireless device
may transmit a second acknowledgement using a second HARQ feedback codebook based on the
plurality HARQ feedback codebook comprising the second HARQ feedback codebook.

[0206] A wireless device may transmit a plurality of acknowledgements (e.g., using a plurality of
HARQ feedback codebooks) based on receiving a DCI indicating release/deactivation of a plurality
of DL SPS configurations and based on example embodiments. In an example, the DCI may
indicate a single timing and the plurality acknowledgements may be transmitted based on the single
timing indicated by the DCI. The timing indicated by the DCI may be in unit of subslot wherein a
subslot is one or more symbols determined based on a numerology of an uplink channel (e.g.,
PUCCH). One or more first acknowledgements, of the plurality of acknowledgements, may be
transmitted by a first HARQ feedback codebook and one or more second acknowledgements, of the
plurality of acknowledgements, may be transmitted by a second HARQ feedback codebook.

[0207] In an example as shown in FIG. 22 and FIG. 24, the timing of the transmission of the one or
more first acknowledgements (corresponding to the first HARQ feedback codebook) and the one or
more second acknowledgements (corresponding to the second HARQ feedback codebook) may be
based on a single timing value indicated by the release/deactivation DCI. In an example, the
wireless device may determine first timing of the first HARQ feedback codebook based on the
timing value indicated by the release/deactivation DCI and the second timing of the second HARQ
feedback codebook based on the first timing of the first HARQ feedback codebook and an offset. In
an example, the offset may be RRC configured. In an example, the offset may be in terms of a

number of subslots wherein a subslot may comprise one or more symbols based on a numerology
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of an uplink channel (e.g., PUCCH). In an example, the offset may be pre-determined. In an
example, the offset may be indicated by the release/deactivation DCI. In an example, the timing of
a HARQ feedback codebook corresponding to URLLC traffic/service type may be earlier than the
timing of a second HARQ feedback codebook corresponding to eMBB.

[0208] In an example as shown in FIG. 23 and FIG. 25, both of one or more first
acknowledgements (corresponding to the first HARQ feedback codebook) and the one or more
second acknowledgements (corresponding to the second HARQ feedback codebook) may be
transmitted at the same timing (e.g., same subslot) indicated by the release/deactivation DCI.

[0209] In an example embodiment, a wireless device may receive first configuration parameters of
a first downlink semi-persistent scheduling configuration and second configuration parameters of a
second downlink semi-persistent scheduling configuration. The wireless device may receive a
downlink control information indicating release/deactivation of the first downlink semi-persistent
scheduling configuration and release/deactivation of the second downlink semi-persistent
scheduling configuration, wherein: the first downlink semi-persistent scheduling may be associated
with a first HARQ feedback codebook; and the second downlink semi-persistent scheduling may be
associated with a second HARQ feedback codebook. The wireless device may determine one of the
first HARQ feedback codebook and the second HARQ feedback codebook based on one or more
criteria. The wireless device may transmit an acknowledgement based on the receiving the
downlink control information and based on the determined HARQ feedback codebook.

[0210] In an example, the first configuration parameters may comprise a first parameter indicating
a first HARQ feedback codebook; and the second configuration parameters may comprise a second
parameter indicating a second HARQ feedback codebook.

[0211] In an example, the wireless device may receive a first downlink control information
indicating: scheduling activation of the first downlink semi-persistent scheduling; and the first
HARQ feedback codebook. In an example, an RNTI associated with the first downlink control
information may indicate the first HARQ feedback codebook. In an example, the RNTI associated
with the first downlink control information may indicate a first priority indicating the first HARQ
feedback codebook. In an example, a value of a field of the first downlink control information may
indicate the first HARQ feedback codebook. In an example, a value of a field of the first downlink
control information may indicate a first priority indicating the first HARQ feedback codebook. In

an example, a search space/CORESET associated with the first downlink control information (e.g.,
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a search space/CORESET in which the first downlink control information is received) may indicate
the first HARQ feedback codebook. In an example, a search space/CORESET associated with the
first downlink control information (e.g., a search space/CORESET in which the first downlink
control information is received) may indicate a first priority indicating the first HARQ feedback
codebook. In an example, a first format associated with the first downlink control information may
indicate the first HARQ feedback codebook. In an example, a first format associated with the first
downlink control information may indicate a first priority indicating the first HARQ feedback
codebook.

[0212] In an example, the wireless device may receive a second downlink control information
indicating: scheduling activation of the second downlink semi-persistent scheduling; and the
second HARQ feedback codebook. In an example, an RNTI associated with the second downlink
control information may indicate the second HARQ feedback codebook. In an example, the RNTI
associated with the second downlink control information may indicate a second priority indicating
the second HARQ feedback codebook. In an example, a value of a field of the second downlink
control information may indicate the second HARQ feedback codebook. In an example, a value of
a field of the second downlink control information may indicate a second priority indicating the
second HARQ feedback codebook. In an example, a search space/CORESET associated with the
second downlink control information (e.g., a search space/CORESET in which the second
downlink control information is received) may indicate the second HARQ feedback codebook. In
an example, a search space/CORESET associated with the second downlink control information
(e.g., a search space/CORESET in which the second downlink control information is received) may
indicate a second priority indicating the second HARQ feedback codebook. In an example, a
second format associated with the second downlink control information may indicate the second
HARQ feedback codebook. In an example, a second format associated with the second downlink
control information may indicate a second priority indicating the second HARQ feedback
codebook.

[0213] In an example, the first downlink control information may indicate the first HARQ feedback
codebook, wherein the HARQ feedback codebook indicated by the first downlink control
information may overwrite a HARQ feedback codebook indicated by a first parameter of the first

configuration parameters.

57

172



Docket No. 2019-002Ut2

[0214] In an example, the second downlink control information may indicate the second HARQ
feedback codebook, wherein the HARQ feedback codebook indicated by the second downlink
control information may overwrite a HARQ feedback codebook indicated by a second parameter of
the second configuration parameters.

[0215] In an example, the first HARQ feedback codebook may be associated with a first priority. In
an example, the first HARQ feedback may be associated with a first traffic/service type.

[0216] In an example, the second HARQ feedback codebook may be associated with a second
priority. In an example, the second HARQ feedback may be associated with a second traffic/service
type.

[0217] In an example, the first HARQ feedback codebook may be associated with a first priority;
the second HARQ feedback codebook may be associated with a second priority; and the
determining one of the first HARQ feedback codebook and the second HARQ feedback codebook
may be based on the first priority and the second priority. In an example, the determined HARQ
feedback codebook may be the first HARQ feedback based on the first priority being larger than
the second priority.

[0218] In an example, the first HARQ feedback codebook may be associated with a first
traffic/service type; the second HARQ feedback codebook may be associated with a second
traffic/service type; and the determining one of the first HARQ feedback codebook and the second
HARQ feedback codebook may be based on the first traffic/service type and the second
traffic/service type. In an example, the determined HARQ feedback codebook may be the first
HARQ feedback based on the first traffic/service type being URLLC and the second traffic/service
type being eMBB.

[0219] In an example, the first HARQ feedback codebook may be a first type of HARQ feedback
codebook; the second HARQ feedback codebook may be a second type of HARQ feedback
codebook; and the determining one of the first HARQ feedback codebook and the second HARQ
feedback codebook may be based on the first type and the second type. In an example, the
determined HARQ feedback codebook may be the first HARQ feedback based on a first priority of
the first type being higher than a second priority of the second type. In an example, the first
configuration parameters may comprise a first parameter indicating the first priority; and the second

configuration parameters may comprise a second parameter indicating the second priority.
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[0220] In an example embodiment, a wireless device may receive configuration parameters of a
plurality of downlink semi-persistent scheduling configurations. The wireless device may receive a
downlink control information indicating release/deactivation of the plurality of downlink semi-
persistent scheduling configurations, wherein the plurality of downlink semi-persistent scheduling
configurations may be associated with a plurality of HARQ feedback codebooks. The wireless
device may determine a HARQ feedback codebook of the plurality of HARQ feedback codebooks
based on one or more criteria. The wireless device may transmit an acknowledgement based on the
receiving the downlink control information and based on the determined HARQ feedback
codebook.

[0221] In an example, the configuration parameters may comprise one or more parameters
indicating one or more of the plurality of HARQ feedback codebooks. In an example, the
configuration parameters may comprise first configuration parameters for a first downlink semi-
persistent scheduling configuration of the plurality of downlink semi-persistent scheduling
configurations; and the first configuration parameters may comprise a first parameter indicating a
HARQ feedback codebook of the plurality of HARQ feedback codebooks. In an example, the first
configuration parameters further comprise a periodicity parameter, a number of HARQ processes,
etc.

[0222] In an example, the wireless device may receive a first downlink control information
indicating: scheduling activation of a first downlink semi-persistent scheduling configuration of the
plurality of downlink semi-persistent scheduling configurations; and a first HARQ feedback
codebook. In an example, an RNTI associated with the first downlink control information may
indicate the first HARQ feedback codebook. In an example, the RNTI associated with the first
downlink control information may indicate a first priority indicating the first HARQ feedback
codebook. In an example, a value of a field of the first downlink control information may indicate
the first HARQ feedback codebook. In an example, a value of a field of the first downlink control
information may indicate a first priority indicating the first HARQ feedback codebook. In an
example, a search space/CORESET associated with the first downlink control information may
indicate the first HARQ feedback codebook. In an example, a search space/CORESET associated
with the first downlink control information may indicate a first priority indicating the first HARQ
feedback codebook. In an example, a first format associated with the first downlink control

information may indicate the first HARQ feedback codebook. In an example, a first format
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associated with the first downlink control information may indicate a first priority indicating the
first HARQ feedback codebook.

[0223] In an example, a HARQ feedback codebook, in the plurality of HARQ feedback codebooks,
may be associated with a priority. In an example, the first HARQ feedback code book may be
associated with a traffic/service type. In an example, the traffic/service type may be URLLC. In an
example, the traffic/service type may be eMBB.

[0224] In an example, the determining the HARQ feedback codebook of the plurality of HARQ
feedback codebooks may be based on a plurality of priorities associated with the plurality of HARQ
feedback codebooks.

[0225] In an example, the determining the HARQ feedback codebook of the plurality of HARQ
feedback codebooks may be based on a plurality of traffic/service types associated with the
plurality of HARQ feedback codebooks.

[0226] In an example, the determining the HARQ feedback codebook of the plurality of HARQ
feedback codebooks may be based on a plurality of types associated with the plurality of HARQ
feedback codebooks. In an example, the determining the HARQ feedback codebook of the plurality
of HARQ feedback codebooks may be based on a plurality of priorities associated with the plurality
of types. In an example, the configuration parameters may comprise a plurality of parameters
indicating the plurality of priorities associated with the plurality of types.

[0227] In an example, the determining the HARQ feedback codebook of the plurality of HARQ
feedback codebooks may be based on a majority of the plurality of HARQ feedback codebooks
being the determined HARQ feedback codebook.

[0228] In an example, the plurality of HARQ feedback codebooks may comprise zero or more of a
first HARQ feedback codebook, corresponding to a first priority, and zero or more of a second
HARQ feedback codebook, corresponding to a second priority, wherein the first priority may be
higher than the second priority. In an example, the first HARQ feedback codebook may be for a
first type of traffic/service and the second HARQ feedback codebook is for a second type of
traffic/service. In an example, the determined HARQ feedback codebook may be the first HARQ
feedback codebook based on at least one of the plurality of HARQ feedback codebooks being the
first HARQ feedback codebook.

[0229] In an example, the wireless device may determine the determined HARQ feedback

codebook to be the first HARQ feedback codebook based on the plurality of HARQ feedback
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codebooks comprising an equal number of first HARQ feedback codebooks and second HARQ
feedback codebooks.

[0230] In an example, the determined HARQ feedback codebook may be a pre-
configured/configured HARQ feedback codebook. In an example, the configuration parameters
(e.g., the one or more messages) may comprise a parameter indicating the determined HARQ
feedback codebook.

[0231] In an example embodiment, a wireless device may receive configuration parameters of two
downlink semi-persistent scheduling configurations. The wireless device may receive a downlink
control information indicating release/deactivation of the two downlink semi-persistent scheduling
configurations. The wireless device may determine that two downlink semi-persistent
configurations correspond to different HARQ feedback codebooks. The wireless device may ignore
the downlink control information based on the determining.

[0232] In an example embodiment, a wireless device may receive configuration parameters of a
plurality of downlink semi-persistent scheduling configurations. The wireless device may receive a
downlink control information indicating release/deactivation of the plurality of downlink semi-
persistent scheduling configurations, wherein the plurality of downlink semi-persistent scheduling
configurations may be associated with a plurality of HARQ feedback codebooks. The wireless
device may determine that: one or more first downlink semi-persistent configurations in the
plurality of downlink semi-persistent configurations correspond to a first HARQ feedback
codebook; and a majority of HARQ feedback codebooks in the plurality of HARQ feedback
codebooks is the first HARQ feedback codebook. The wireless device may release/deactivate the
one or more first downlink semi-persistent scheduling configurations based on the receiving the
downlink control information. The wireless device may transmit an acknowledgement based on the
first HARQ feedback codebook.

[0233] In an example, the wireless device may not release/deactivate other remaining downlink
semi-persistent scheduling configurations in the plurality of downlink semi-persistent scheduling
configurations.

[0234] In an example embodiment, a wireless device may receive configuration parameters of a
plurality of downlink semi-persistent scheduling configurations. The wireless device may receive a
downlink control information indicating release/deactivation of one or more downlink semi-

persistent scheduling configurations, wherein: the one or more downlink semi-persistent scheduling
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configurations are associated with one or more first HARQ feedback codebooks; and the downlink
control information indicates a second HARQ feedback codebook. The wireless device may
release/deactivate the one or more downlink semi-persistent scheduling configurations based on the
receiving the downlink control information. The wireless device may transmit an acknowledgement
based on the second HARQ feedback codebook and regardless of the one or more first HARQ
feedback codebooks.

[0235] In an example embodiment, a wireless device may receive first configuration parameters of
a first downlink semi-persistent scheduling configuration and second configuration parameters of a
second downlink semi-persistent scheduling configuration. The wireless device may receive a
downlink control information indicating release/deactivation of the first downlink semi-persistent
scheduling configuration and release/deactivation of the second downlink semi-persistent
scheduling configuration, wherein: the first downlink semi-persistent scheduling is associated with
a first HARQ feedback codebook; and the second downlink semi-persistent scheduling is
associated with a second HARQ feedback codebook. Based on the receiving the downlink control
information: the wireless device may transmit a first acknowledgement based on the first HARQ
feedback codebook; and the wireless device may transmit a second acknowledgement based on the
second HARQ feedback codebook.

[0236] In an example embodiment, a wireless device may receive configuration parameters of a
plurality of downlink semi-persistent scheduling configurations. The wireless device may receive a
downlink control information indicating release/deactivation of the plurality of downlink semi-
persistent scheduling configurations, wherein the plurality of downlink semi-persistent scheduling
configurations are associated with a plurality of HARQ feedback codebooks. Based on the
receiving the downlink control information: the wireless device may transmit a first
acknowledgement using the first HARQ feedback codebook based on the plurality HARQ feedback
codebook comprising the first HARQ feedback codebook; and the wireless device may transmit a
second acknowledgement using a second HARQ feedback codebook based on the plurality HARQ
feedback codebooks comprising the second HARQ feedback codebook.

[0237] In an example, the first configuration parameters may comprise a first parameter indicating
a first HARQ feedback codebook. The second configuration parameters comprise a second

parameter indicating a second HARQ feedback codebook.
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[0238] In an example, the wireless device may receive a first downlink control information
indicating: scheduling activation of the first downlink semi-persistent scheduling; and the first
HARQ feedback codebook.

[0239] In an example, the wireless device may receive a second downlink control information
indicating: scheduling activation of the second downlink semi-persistent scheduling; and the
second HARQ feedback codebook.

[0240] In an example, the first downlink control information may indicate the first HARQ feedback
codebook, wherein the HARQ feedback codebook indicated by the first downlink control
information may overwrite a HARQ feedback codebook indicated by a first parameter of the first
configuration parameters.

[0241] In an example, the second downlink control information may indicate the second HARQ
feedback codebook, wherein the HARQ feedback codebook indicated by the second downlink
control information may overwrite a HARQ feedback codebook indicated by a second parameter of
the second configuration parameters.

[0242] In an example, the first HARQ feedback may be associated with a first priority. In an
example, the first HARQ feedback code book may be associated with a first traffic/service type.
[0243] In an example, the second HARQ feedback may be associated with a second priority. In an
example, the second HARQ feedback code book may be associated with a second traffic/service

type.

[0244] For deactivation of a DL SPS configurations, the base station may transmit a
release/deactivation DCI indicating that the DL SPS configuration is deactivated. It is important for
the wireless device to acknowledge the receipt of the release/deactivation DCI so that the base
station determines that the wireless device correctly received the DCI and that the wireless device
deactivated resources corresponding to the DL SPS configurations. When a group of DL SPS
configurations are jointly deactivated/released by a deactivation/release DCI, existing wireless
device feedback solutions lead to inefficient DL SPS operation. There is a need to enhance the
existing DL SPS deactivation/release mechanisms when a group of DL SPS configurations are
jointly released/deactivated. Example embodiments enhance the DL SPS deactivation/release
mechanisms when a group of DL SPS configurations are jointly released/deactivated.

[0245] In example embodiments as shown in FIG. 26, FIG. 27, FIG. 28 and FIG. 29, a wireless

device may receive one or more messages comprising configuration parameters of one or more

63

178



Docket No. 2019-002Ut2

cells. The one or more messages may comprise one or more radio resource control (RRC)
messages. The configuration parameters may comprise bandwidth part (BWP) configuration
parameters of one or more BWPs of a cell of the one or more cells. The configuration parameters
may comprise first configuration parameters of a first semi-persistent scheduling (SPS)
configuration. The first configuration parameters of the first SPS configuration may comprise a first
SPS configuration index and a first hybrid automatic repeat request (HARQ) codebook identifier.
The first SPS configuration index may be used as an identifier of the first SPS configuration in a
plurality of SPS configurations. The first HARQ codebook identifier may indicate a first HARQ
codebook that may be used by the wireless device for transmission of HARQ feedback (HARQ
ACK/NACK) corresponding to downlink SPS transport blocks that are received via radio resources
associated with the first SPS configuration or may be used for transmission of an acknowledgement
(e.g., HARQ ACK) in response to reception of a release DCI indicating release/deactivation of the
first SPS configuration. The wireless device may construct the first HARQ feedback codebook and
include in the first HARQ feedback codebook the HARQ feedback (HARQ ACK/NACK)
corresponding to downlink SPS transport blocks that are received via radio resources associated
with the first SPS configuration or a HARQ ACK in response to reception of a release DCI
indicating release/deactivation of the first SPS configuration. The first configuration parameters of
the first SPS configuration may further comprise other SPS parameters such as a first periodicity
(e.g., in terms of number of symbols), first parameters for determining time/frequency resources
associated with the first SPS configuration, etc. The configuration parameters may further comprise
second configuration parameters of a second SPS configuration. The second configuration
parameters of the second SPS configuration may comprise a second SPS configuration index and a
second hybrid automatic repeat request (HARQ) codebook identifier. The second SPS
configuration index may be used as an identifier of the second SPS configuration in a plurality of
SPS configurations. The second HARQ codebook identifier may indicate a second HARQ
codebook that may be used by the wireless device for transmission of HARQ feedback (HARQ
ACK/NACK) corresponding to downlink SPS transport blocks that are received via radio resources
associated with the second SPS configuration or may be used for transmission of an
acknowledgement (e.g., HARQ ACK) in response to reception of a release DCI indicating
release/deactivation of the second SPS configuration. The wireless device may construct the second

HARQ feedback codebook and include in the second HARQ feedback codebook the HARQ
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feedback (HARQ ACK/NACK) corresponding to downlink SPS transport blocks that are received
via radio resources associated with the second SPS configuration or a HARQ ACK in response to
reception of a release DCI indicating release/deactivation of the second SPS configuration. The
second configuration parameters of the second SPS configuration may further comprise other SPS
parameters such as a second periodicity (e.g., in terms of number of symbols), second parameters
for determining time/frequency resources associated with the second SPS configuration, etc. In an
example, the first SPS configuration and the second SPS configuration may be configured for the
BWP, in the one or more BWPs, of the cell in the one or more cells. In an example, a plurality of
SPS configurations may be configured for the BWP of the cell and the first SPS configuration
index and the second SPS configuration index may indicate, respectively, the first SPS
configuration and the second SPS configuration in the plurality of SPS configurations configured
for the BWP.

[0246] The configuration parameters may further comprise a third configuration parameter
indicating a SPS deactivation state. The wireless device may be configured with a SPS deactivation
state list comprising a plurality of SPS deactivation states (including the SPS deactivation state
indicated by the third configuration parameter) and each SPS deactivation state, in the SPS
deactivation state list, may be associated with one or more SPS configuration indexes. The SPS
deactivation state may be used by wireless device to determine one or more SPS configurations that
may be jointly deactivated in response to receiving a deactivation DCI indicating the deactivation
state. The BWP configuration parameters of a downlink BWP may comprise the parameter
indicating the deactivation state list for SPS configurations configured on the downlink BWP.

[0247] The wireless device may receive a DCI comprising a plurality of fields including a HARQ
process number (HPN) field, a new data indicator (NDI) field, a redundancy version (RV) field, etc.
The DCI may be associated with an RNTI that may be used for activation/deactivation of a SPS
configuration or a configured grant configuration and/or may be used for scheduling a
retransmission of a SPS TB or a configured grant TB. The RNTI may be a configured scheduling
RNTTI (CS-RNTI). The NDI field of the DCI may have a value of zero. Based on the DCI being
associated with the CS-RNTI and the value of the NDI field being zero, the wireless device may
perform a validation process to validate the DCI as a valid activation DCI or a valid
release/deactivation DCI. The wireless device may determine that the DCI is a valid

release/deactivation DCI based on the validation process. The value of HARQ process number field
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of the DCI may indicate the deactivation state configured using the third configuration parameter.
Based on the deactivation state being associated with the first SPS configuration and the second
SPS configuration and based on the validation process indicating that the DCI is a valid
deactivation/release DCI, the wireless device may determine to release/deactivate the first SPS
configuration and the second SPS configuration. Based on the deactivation state being associated
with the first SPS configuration and the second SPS configuration and based on the validation
process indicating that the DCI is a valid deactivation/release DCI, the wireless device may
release/deactivate the first SPS configuration and the second SPS configuration. The first HARQ
codebook identifier, indicated by the first SPS configurations, and the second HARQ codebook
identifier, indicated by the second SPS configurations, may be the same. The first HARQ codebook
identifier, indicated by the first SPS configurations, and the second HARQ codebook identifier,
indicated by the second SPS configurations, may be the same in response to the deactivation state
being associated with the first SPS configuration (first SPS configuration index) and the second
SPS configuration (second SPS configuration index). The first HARQ codebook identifier,
indicated by the first SPS configurations, and the second HARQ codebook identifier, indicated by
the second SPS configurations, may be the same in response to the first SPS configuration (first
SPS configuration index) and the second SPS configuration (second SPS configuration index)
being associated with the same SPS deactivation state, e.g., in response to the first configuration
index and the second configuration index being among the plurality of configuration indexes
associated with SPS deactivation state. The wireless device may transmit an acknowledgement
(e.g., HARQ ACK) in response to receiving the DCI. The wireless device may transmit the
acknowledgement indicating the reception of the DCI (e.g., reception of the DCI that indicates SPS
release of the first SPS configuration and the second SPS configuration). In example embodiments
as shown in FIG. 28 and FIG. 29, the wireless device may transmit the acknowledgement based on
the first HARQ codebook identifier being the same as the second HARQ codebook identifier in
response to the first SPS configuration index and the second SPS configuration index being
associated with the same deactivation state. The wireless device may transmit the
acknowledgement based on the first HARQ codebook identifier being the same as the second
HARQ codebook identifier in response to the DCI indicating joint deactivation/release of the first

SPS configuration and the second SPS configuration.
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[0248] In an example embodiment as shown in FIG. 30, the wireless device may receive a DCI
indicating release of a plurality of SPS configurations (e.g., the first SPS configuration and the
second SPS configuration). The wireless device may transmit a single acknowledgement (e.g., a
single HARQ ACK) in response to receiving the DCI indicating release of all of the plurality of the
SPS configurations (e.g., both of the first SPS configuration and the second SPS configuration).
The single acknowledgement may be for all of the plurality of SPS configurations that are indicated
by the DCI to be released/deactivated.

[0249] In accordance with various exemplary embodiments in the present disclosure, a device (e.g.,
a wireless device, a base station and/or alike) may include one or more processors and may include
memory that may store instructions. The instructions, when executed by the one or more
processors, cause the device to perform actions as illustrated in the accompanying drawings and
described in the specification. The order of events or actions, as shown in a flow chart of this
disclosure, may occur and/or may be performed in any logically coherent order. In some examples,
at least two of the events or actions shown may occur or may be performed at least in part
simultaneously and/or in parallel. In some examples, one or more additional events or actions may
occur or may be performed prior to, after, or in between the events or actions shown in the flow
charts of the present disclosure.

[0250] FIG. 31 shows an example flow diagram in accordance with several of various
embodiments of the present disclosure. At 3110, a wireless device may receive: first configuration
parameters, of a first semi-persistent scheduling (SPS) configuration, comprising a first
configuration index and a first hybrid automatic repeat request (HARQ) codebook identifier;
second configuration parameters, of a second SPS configuration, comprising a second
configuration index and a second HARQ codebook identifier; and a third configuration parameter
indicating a deactivation state associated with the first configuration index and the second
configuration index. At 3120, the wireless device may receive a downlink control information
comprising a HARQ process number field. A value of one or more bits of the HARQ process
number field may indicate the deactivation state. The first HARQ codebook identifier may be the
same as the second HARQ codebook identifier. At 3130, the wireless device may transmit an

acknowledgment indicating reception of the downlink control information.
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[0251] In an example embodiment, based on receiving the DCI at 3120, the wireless device may
deactivate: first plurality of resources associated with the first SPS configuration; and second
plurality of resources associated with the second SPS configuration.

[0252] In an example embodiment, the DCI, received at 3120, may comprise a physical downlink
shared channel (PDSCH)-to-HARQ feedback timing filed. A value of the PDSCH-to-HARQ
feedback timing field may indicate a time duration between the downlink control information and
the acknowledgement. In an example embodiment, the wireless device may determine a timing of
the acknowledgement based on a first timing of the downlink control information and the value of
the PDSCH-to-HARQ feedback timing field.

[0253] In an example embodiment, the first HARQ codebook identifier may indicate a first HARQ
feedback codebook for transmission of an acknowledgement associated with releasing the first SPS
configuration or a HARQ feedback for a transport block received via a resource associated with the
first SPS configuration. The second HARQ codebook identifier may indicate a second HARQ
feedback codebook for transmission of an acknowledgement associated with releasing the second
SPS configuration or a HARQ feedback for a transport block received via a resource associated
with the second SPS configuration. The first HARQ feedback codebook may be the same as the
second HARQ feedback codebook based on the first HARQ codebook identifier being the same as
the second HARQ codebook identifier.

[0254] In an example embodiment the deactivation state, indicated by the third configuration
parameter received at 3110, may be associated with a plurality of configuration indexes comprising
the first configuration index and the second configuration index.

[0255] In an example embodiment, transmitting the acknowledgement at 3130 may be in response
to the downlink control information, received at 3120, indicating release of the first SPS
configuration and the second SPS configuration.

[0256] In an example embodiment, the wireless device may further receive, at 3110, a fourth
configuration parameter indicating a configured scheduling radio network temporary identifier,
wherein the downlink control information, received at 3120, may be associated with the configured
scheduling radio network temporary identifier.

[0257] In an example embodiment, the wireless device may further receive a first activation
downlink control information indicating activation of a first plurality of resources associated with

the first SPS configuration. The wireless device may further receive a second activation downlink
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control information indicating activation of a second plurality if resources associated with the
second SPS configuration.

[0258] In an example embodiment, the wireless device may further receive, at 3110, fourth
configuration parameters of a bandwidth part of a cell, wherein the first SPS configuration and the
second SPS configuration may be for the bandwidth part.

[0259] FIG. 32 shows an example flow diagram in accordance with several of various
embodiments of the present disclosure. At 3210, a wireless device may receive: first semi-persistent
scheduling (SPS) configuration parameters comprising a first hybrid automatic repeat request
(HARQ) codebook identifier; and second SPS configuration parameters comprising a second
HARQ codebook identifier. At 3220, the wireless device may receive a downlink control
information (DCI). A value of one or more bits of a HARQ process number field of the DCI may
indicate the first SPS configuration and the second SPS configuration. The first HARQ codebook
identifier may be the same as the second HARQ codebook identifier. At 3230, the wireless device
may transmit an acknowledgment indicating reception of the downlink control information.

[0260] In an example embodiment, the first SPS configuration parameters, received at 3210, may
further comprise a first SPS configuration index. The second SPS configuration parameters,
received at 3210, may further comprise a second SPS configuration index. The value of one or
more bits of the HARQ process number field of the DCI, received at 3220, may indicate a
deactivation state associated with the first SPS configuration index and the second SPS
configuration index.

[0261] FIG. 33 shows an example flow diagram in accordance with several of various
embodiments of the present disclosure. At 3310, the wireless device may receive: first
configuration parameters, of a first semi-persistent scheduling (SPS) configuration, comprising a
first configuration index and a first hybrid automatic repeat request (HARQ) codebook identifier;
second configuration parameters, of a second SPS configuration, comprising a second
configuration index and a second HARQ codebook identifier; and a third configuration parameter
indicating a deactivation state associated with the first configuration index and the second
configuration index. At 3320, the wireless device may receive a downlink control information
comprising a HARQ process number field. A value of one or more bits of the HARQ process

number field may indicate the deactivation state. At 3330, the wireless device may transmit, based
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on the first HARQ codebook identifier being the same as the second HARQ codebook identifier, an
acknowledgment indicating reception of the downlink control information.

[0262] FIG. 34 shows an example flow diagram in accordance with several of various
embodiments of the present disclosure. At 3410, a wireless device may receive: first semi-persistent
scheduling (SPS) configuration parameters comprising a first hybrid automatic repeat request
(HARQ) codebook identifier; and second SPS configuration parameters comprising a second
HARQ codebook identifier. At 3420, the wireless device may receive a downlink control
information comprising a HARQ process number field. A value of one or more bits of the HARQ
process number field may indicate the first SPS configuration and the second SPS configuration. At
3430, the wireless device may transmit, based on the first HARQ codebook identifier being the
same as the second HARQ codebook identifier, an acknowledgment indicating reception of the
downlink control information.

[0263] In an example embodiment, the first SPS configuration parameters, received at 3410, may
further comprise a first SPS configuration index. The second SPS configuration parameters,
received at 3410, may further comprise a second SPS configuration index. The value of one or
more bits of the HARQ process number field of the DCI, received at 3420, may indicate a
deactivation state associated with the first SPS configuration index and the second SPS
configuration index.

[0264] In an example embodiment, a wireless device may receive: first configuration parameters of
a first semi-persistent scheduling (SPS) configuration; and second configuration parameters of a
second SPS configuration. The wireless device may receive a downlink control information
comprising a HARQ process number field, wherein: a value of one or more bits of the HARQ
process number field indicates the first SPS configuration and the second SPS configuration; and
the downlink control information indicates releasing the first SPS configuration and the second SPS
configuration. The wireless device may transmit a single acknowledgment in response to reception
of the downlink control information indicating release of both of the first SPS configuration and the
second SPS configuration.

[0265] In an example embodiment, the first SPS configuration parameters may comprise a first
SPS configuration index. The second SPS configuration parameters may comprise a second SPS

configuration index. The value of the one or more bits of the HARQ process number field of the
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downlink control information may indicate a deactivation state associated with the first SPS
configuration index and the second SPS configuration index.

[0266] FIG. 35 shows an example flow diagram in accordance with several of various
embodiments of the present disclosure. At 3510, a wireless device may receive first configuration
parameters of a first semi-persistent scheduling (SPS) configuration; and second configuration
parameters of a second SPS configuration. At 3520, the wireless device may receive a downlink
control information indicating releasing the first SPS configuration and the second SPS
configuration. At 3530, the wireless device may transmit a single acknowledgment in response to
reception of the downlink control information indicating release of both of the first SPS
configuration and the second SPS configuration.

[0267] In an example embodiment, the first SPS configuration parameters, received at 3510, may
comprise a first SPS configuration index. The second SPS configuration parameters, received at
3510, may comprise a second SPS configuration index. A value of one or more bits of the HARQ
process number field of the DCI, received at 3520, may indicate a deactivation state associated with
the first SPS configuration index and the second SPS configuration index.

[0268] Various exemplary embodiments of the disclosed technology are presented as example
implementations and/or practices of the disclosed technology. The exemplary embodiments
disclosed herein are not intended to limit the scope. Persons of ordinary skill in the art will
appreciate that various changes can be made to the disclosed embodiments without departure from
the scope. After studying the exemplary embodiments of the disclosed technology, alternative
aspects, features and/or embodiments will become apparent to one of ordinary skill in the art.
Without departing from the scope, various elements or features from the exemplary embodiments
may be combined to create additional embodiments. The exemplary embodiments are described
with reference to the drawings. The figures and the flowcharts that demonstrate the benefits and/or
functions of various aspects of the disclosed technology are presented for illustration purposes only.
The disclosed technology can be flexibly configured and/or reconfigured such that one or more
elements of the disclosed embodiments may be employed in alternative ways. For example, an
element may be optionally used in some embodiments or the order of actions listed in a flowchart
may be changed without departure from the scope.

[0269] An example embodiment of the disclosed technology may be configured to be performed

when deemed necessary, for example, based on one or more conditions in a wireless device, a base
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station, a radio and/or core network configuration, a combination thereof and/or alike. For example,
an example embodiment may be performed when the one or more conditions are met. Example one
or more conditions may be one or more configurations of the wireless device and/or base station,
traffic load and/or type, service type, battery power, a combination of thereof and/or alike. In some
scenarios and based on the one or more conditions, one or more features of an example
embodiment may be implemented selectively.

[0270] In this disclosure, the articles “a” and “an” used before a group of one or more words are to
be understood as “at least one” or “one or more” of what the group of the one or more words
indicate. The use of the term “may” before a phrase is to be understood as indicating that the phrase
is an example of one of a plurality of useful alternatives that may be employed in an embodiment in
this disclosure.

[0271] In this disclosure, an element may be described using the terms “comprises”, “includes” or
“consists of” in combination with a list of one or more components. Using the terms “comprises” or
“includes” indicates that the one or more components are not an exhaustive list for the description
of the element and do not exclude components other than the one or more components. Using the
term “consists of” indicates that the one or more components is a complete list for description of
the element. In this disclosure, the term “based on™ is intended to mean “based at least in part on”.
The term “based on” is not intended to mean “based only on”. In this disclosure, the term “and/or”
used in a list of elements indicates any possible combination of the listed elements. For example,
“X, Y, and/or Z” indicates X; Y;Z; Xand Y; X and Z; Yand Z; or X, Y, and Z.

[0272] Some elements in this disclosure may be described by using the term “may” in combination
with a plurality of features. For brevity and ease of description, this disclosure may not include all
possible permutations of the plurality of features. By using the term “may” in combination with the
plurality of features, it is to be understood that all permutations of the plurality of features are being
disclosed. For example, by using the term “may” for description of an element with four possible
features, the element is being described for all fifteen permutations of the four possible features.
The fifteen permutations include one permutation with all four possible features, four permutations
with any three features of the four possible features, six permutations with any two features of the
four possible features and four permutations with any one feature of the four possible features.

[0273] Although mathematically a set may be an empty set, the term set used in this disclosure is a

nonempty set. Set B is a subset of set A if every element of set B is in set A. Although
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mathematically a set has an empty subset, a subset of a set is to be interpreted as a non-empty
subset in this disclosure. For example, for set A={subcarrierl, subcarrier2 }, the subsets are
{subcarrierl}, {subcarrier2} and {subcarrierl, subcarrier2}.

[0274] In this disclosure, the phrase “based on” may be used equally with “based at least on” and
what follows “based on” or “based at least on” indicates an example of one of plurality of useful
alternatives that may be used in an embodiment in this disclosure. The phrase “in response to” may
be used equally with “in response at least to”” and what follows “in response to” or “in response at
least to” indicates an example of one of plurality of useful alternatives that may be used in an
embodiment in this disclosure. The phrase “depending on” may be used equally with “depending at
least on” and what follows “depending on” or “depending at least on” indicates an example of one
of plurality of useful alternatives that may be used in an embodiment in this disclosure. The phrases
“employing” and “using” and “employing at least” and “using at least” may be used equally in this
in this disclosure and what follows “employing” or “using” or “employing at least” or “using at
least” indicates an example of one of plurality of useful alternatives that may be used in an
embodiment in this disclosure.

[0275] The example embodiments disclosed in this disclosure may be implemented using a
modular architecture comprising a plurality of modules. A module may be defined in terms of one
or more functions and may be connected to one or more other elements and/or modules. A module
may be implemented in hardware, software, firmware, one or more biological elements (e.g., an
organic computing device and/or a neurocomputer) and/or a combination thereof and/or alike.
Example implementations of a module may be as software code configured to be executed by
hardware and/or a modeling and simulation program that may be coupled with hardware. In an
example, a module may be implemented using general-purpose or special-purpose processors,
digital signal processors (DSPs), microprocessors, microcontrollers, application-specific integrated
circuits (ASICs), programmable logic devices (PLDs) and/or alike. The hardware may be
programmed using machine language, assembly language, high-level language (e.g., Python,
FORTRAN, C, C++ or the like) and/or alike. In an example, the function of a module may be

achieved by using a combination of the mentioned implementation methods.
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What is claimed is:

1. A wireless device comprising:
one or more processors; and
memory storing instructions that, when executed by the one or more processors,
cause the wireless device to:
receive one or more radio resource control (RRC) messages comprising:

a first configuration parameter, of a first semi-persistent scheduling
(SPS) configuration, indicating a first hybrid automatic repeat request
(HARQ) codebook identifier;

a second configuration parameter, of a second SPS configuration,
indicating a second HARQ codebook identifier, wherein the second HARQ
codebook identifier is the same as the first HARQ codebook identifier; and

a third configuration parameter indicating a state that is mapped to the
first SPS configuration and the second SPS configuration;

receive a downlink control information (DCI), wherein a value of one or more
bits of a HARQ process number field of the DCI indicates the state;

deactivate the first SPS configuration and the second SPS configuration in
response to receiving the DCI; and

transmit an acknowledgment.

2. The wireless device of claim 1, wherein deactivating the first SPS configuration and the
second SPS configuration comprises deactivating:
a first plurality of resources associated with the first SPS configuration; and

a second plurality of resources associated with the second SPS configuration.

3. The wireless device of claim 2, wherein:
the DCI comprises a physical downlink shared channel (PDSCH)-to-HARQ
feedback timing field; and
a value of the PDSCH-to-HARQ feedback timing field indicates a time duration

between the DCI and the acknowledgement.
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4.

The wireless device of claim 3, wherein the instructions, when executed by the one or more
processors, further cause the wireless device to determine a timing of the acknowledgement
based on a first timing of the DCI and the value of the PDSCH-to-HARQ feedback timing
field.

The wireless device of claim 2, wherein:

the first HARQ codebook identifier indicates a first HARQ feedback codebook for
transmission of an acknowledgement associated with releasing the first SPS
configuration or a HARQ feedback for a transport block received via a resource
associated with the first SPS configuration;

the second HARQ codebook identifier indicates a second HARQ feedback codebook
for transmission of an acknowledgement associated with releasing the second SPS
configuration or a HARQ feedback for a transport block received via a resource
associated with the second SPS configuration; and

the first HARQ feedback codebook is the same as the second HARQ feedback
codebook based on the first HARQ codebook identifier being the same as the second
HARQ codebook identifier.

The wireless device of claim 2, wherein the state is associated with a plurality of
configuration indexes comprising a first configuration index, of the first SPS configuration,

and a second configuration index of the second SPS configuration.

The wireless device of claim 2, wherein transmitting the acknowledgement is in response to

the DCI indicating release of the first SPS configuration and the second SPS configuration.

The wireless device of claim 2, wherein the one or more RRC messages further comprise a
fourth configuration parameter indicating a configured scheduling radio network temporary
identifier, wherein the DCI is associated with the configured scheduling radio network

temporary identifier.

The wireless device of claim 2, wherein the instructions, when executed by the one or more
processors, further cause the wireless device to:
receive a first activation DCI indicating activation of a first plurality of resources
associated with the first SPS configuration; and
receive a second activation DCI indicating activation of a second plurality of
resources associated with the second SPS configuration.
2
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10.

11.

12.

13.

14.

15.

The wireless device of claim 2, wherein the one or more RRC messages further comprise
fourth configuration parameters of a bandwidth part of a cell, wherein the first SPS

configuration and the second SPS configuration are for the bandwidth part.

The wireless device of claim 1, wherein:
the DCI comprises a physical downlink shared channel (PDSCH)-to-HARQ
feedback timing field; and
a value of the PDSCH-to-HARQ feedback timing field indicates a time duration

between the DCI and the acknowledgement.

The wireless device of claim 11, further comprising determining a timing of the
acknowledgement based on a first timing of the DCI and the value of the PDSCH-to-HARQ
feedback timing field.

The wireless device of claim 12, wherein the one or more RRC messages further comprise
fourth configuration parameters of a bandwidth part of a cell, wherein the first SPS

configuration and the second SPS configuration are for the bandwidth part.

The wireless device of claim 1, wherein:

the first HARQ codebook identifier indicates a first HARQ feedback codebook for
transmission of an acknowledgement associated with releasing the first SPS
configuration or a HARQ feedback for a transport block received via a resource
associated with the first SPS configuration;

the second HARQ codebook identifier indicates a second HARQ feedback codebook
for transmission of an acknowledgement associated with releasing the second SPS
configuration or a HARQ feedback for a transport block received via a resource
associated with the second SPS configuration; and

the first HARQ feedback codebook is the same as the second HARQ feedback
codebook based on the first HARQ codebook identifier being the same as the second
HARQ codebook identifier.

The wireless device of claim 14, wherein the one or more RRC messages further comprise
fourth configuration parameters of a bandwidth part of a cell, wherein the first SPS

configuration and the second SPS configuration are for the bandwidth part.

3
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16. The wireless device of claim 1, wherein the state is associated with a plurality of
configuration indexes comprising a first configuration index, of the first SPS configuration,

and a second configuration index of the second SPS configuration.

17. The wireless device of claim 1, wherein transmitting the acknowledgement is in response to

the DCI indicating release of the first SPS configuration and the second SPS configuration.

18. The wireless device of claim 1, wherein the one or more RRC messages further comprise a
fourth configuration parameter indicating a configured scheduling radio network temporary
identifier, wherein the DCI is associated with the configured scheduling radio network

temporary identifier.

19. The wireless device of claim 1, wherein the instructions, when executed by the one or more
processors, further cause the wireless device to:
receive a first activation DCI indicating activation of a first plurality of resources
associated with the first SPS configuration; and
receive a second activation DCI indicating activation of a second plurality of

resources associated with the second SPS configuration.
20. The wireless device of claim 1, wherein the one or more RRC messages further comprise

fourth configuration parameters of a bandwidth part of a cell, wherein the first SPS

configuration and the second SPS configuration are for the bandwidth part.
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ABSTRACT

A wireless device receives RRC message(s) comprising a first configuration parameter of a
first SPS configuration, a second configuration parameter of a second SPS configuration, and a
third configuration parameter. The first configuration parameter may indicate a first HARQ
codebook identifier. The second configuration parameter may indicate a second HARQ
codebook identifier. The second HARQ codebook identifier may be the same as the first HARQ
codebook identifier. The third configuration parameter may indicate a state that is mapped to the
first SPS configuration and the second SPS configuration. A DCI may be received. A value of
bit(s) of a HARQ process number field of the DCI may indicate the state. The wireless device
may deactivate the first SPS configuration and the second SPS configuration in response to

receiving the DCI. An acknowledgement may be transmitted.
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WARNING:

Petitioner/applicant is cautioned to avoid submitting personal information in documents filed in a patent application that may
contribute to identity theft. Personal information such as social security numbers, bank account numbers, or credit card numbers
(other than a check or credit card authorization form PTO-2038 submitted for payment purposes) is never required by the USPTO
to support a petition or an application. If this type of personal information is included in documents submitted to the USPTO,
petitioners/applicants should consider redacting such personal information from the documents before submitting them to the
USPTO. Petitioner/applicant is advised that the record of a patent application is available to the public after publication of the
application (unless a non-publication request in compliance with 37 CFR 1.213(a) is made in the application) or issuance of a
patent. Furthermore, the record from an abandoned application may also be available to the public if the application is
referenced in a published application or an issued patent (see 37 CFR 1.14). Checks and credit card authorization forms
PTO-2038 submitted for payment purposes are not retained in the application file and therefore are not publicly available.

LEGAL NAME OF INVENTOR

inventor: Alireza Babaei Date (Optional) :

Signalture:/Allreza Babaei/

Note: An application data sheet (PTO/SB/14 or equivalent), including naming the entire inventive entity, must accompany this form or must have
been previously filed. Use an additional PTO/AIA/01 form for each additional inventor.

This collection of information is required by 35 U.S.C. 115 and 37 CFR 1.83. The information is required to obtain or retain a benefit by the public which is to file (and
by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 1 minute to
complete, including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any
comments on the amount of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S.
Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO
THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

If you need assistance in completing the form, call 1-800-PT0O-9199 and select option 2.
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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection
with your submission of the attached form related to a patent application or patent. Accordingly,
pursuant to the requirements of the Act, please be advised that: (1) the general authority for the
collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary;
and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark
Office is to process and/or examine your submission related to a patent application or patent. If you do
not furnish the requested information, the U.S. Patent and Trademark Office may not be able to
process and/or examine your submission, which may result in termination of proceedings or
abandonment of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1.

The information on this form will be treated confidentially to the extent allowed under the
Freedom of Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from
this system of records may be disclosed to the Department of Justice to determine whether
disclosure of these records is required by the Freedom of Information Act.

A record from this system of records may be disclosed, as a routine use, in the course of
presenting evidence to a court, magistrate, or administrative tribunal, including disclosures to
opposing counsel in the course of settlement negotiations.

A record in this system of records may be disclosed, as a routine use, to a Member of
Congress submitting a request involving an individual, to whom the record pertains, when the
individual has requested assistance from the Member with respect to the subject matter of the
record.

A record in this system of records may be disclosed, as a routine use, to a contractor of the
Agency having need for the information in order to perform a contract. Recipients of
information shall be required to comply with the requirements of the Privacy Act of 1974, as
amended, pursuant to 5 U.S.C. 552a(m).

A record related to an International Application filed under the Patent Cooperation Treaty in
this system of records may be disclosed, as a routine use, to the International Bureau of the
World Intellectual Property Organization, pursuant to the Patent Cooperation Treaty.

A record in this system of records may be disclosed, as a routine use, to another federal
agency for purposes of National Security review (35 U.S.C. 181) and for review pursuant to
the Atomic Energy Act (42 U.S.C. 218(c)).

A record from this system of records may be disclosed, as a routine use, to the Administrator,
General Services, or his/her designee, during an inspection of records conducted by GSA as
part of that agency's responsibility to recommend improvements in records management
practices and programs, under authority of 44 U.S.C. 2904 and 2906. Such disclosure shall
be made in accordance with the GSA regulations governing inspection of records for this
purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not
be used to make determinations about individuals.

A record from this system of records may be disclosed, as a routine use, to the public after
either publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a patent
pursuant to 35 U.S.C. 151. Further, a record may be disclosed, subject to the limitations of 37
CFR 1.14, as a routine use, to the public if the record was filed in an application which
became abandoned or in which the proceedings were terminated and which application is
referenced by either a published application, an application open to public inspection or an
issued patent.

A record from this system of records may be disclosed, as a routine use, to a Federal, State,
or local law enforcement agency, if the USPTO becomes aware of a violation or potential
violation of law or regulation.
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