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physical values, that are read and assembled, are stored at
mesh nodes. This is often called a gather-scatter method.
Here is a sketch of this kind of algorithm:

Neu_Values = initialization
Repeat

Old.Values =Nev-Values
New_Values = O
Foreach Element EFlesh

gather the Old-Values jrorn neighbors ofElement
wmpute the contribution ojElement
assemble into New_Values for neighbors ojElement

End Foreach
Until 11New-Values –Old_Values 1[<6

2.2 Themesh partitioning technique

Many parallelization techniques are based on partitioning a
mesh. These SPMD (SiragfeProgram on Multiple Data) par-
allelization techniques consist in partitioning the program
loops on mesh entities, and the arrays based on mesh entities
accordingly. Each sub-mesh will be treated by one proces-
sor. This is done by a “mesh splitter”, that uses the mesh
geometry to return compact sub-meshes with a minimal in-
terface size between them, to minimize communications. It
is worthwhile noting that parts of the program that are not
inside a partitioned loop will be executed identically on all
processors, onthe same data.

The particular method we use here is described and used
in [2]. The FORTRAN program remains essentially un-
modified, except for a few additional calls to communication
routines. It is truly SPMD since exactly the same program
runs on each processor. To achieve that, the sub-meshes
returned by the mesh partitioned – we use MS3D [6] – are
organized like the original mesh. The array names and ac-
cess patterns are the same, and thus the computational part
of the FORTRAN program remains exactly the same. This
also makes code maintenance easier.

2.3 Communications and overlapping

Special attention must be given to the boundary of a sub-
mesh, when a needed value resides on another sub-mesh.
This is where the original program must be modified: a com-
munication must be inserted, to make that value available to
the current sub-mesh, i.e. processor. Since communications
have an expensive overhead, they must be gathered. This
is done by duplicating some mesh entities at the boundaries
of sub-meshes. This is called overlapping. Many overlap-
ping patterns are possible. Figure 1 shows one possibility,
where triangles on the frontier are duplicated, and the cor-
responding nodes too. For example node a, on the frontier
of sub-mesh A, is duplicated as a’ on sub-mesh B. We say
that a is in the kernel of A, while a’ is in the overlap of B.
Suppose that just before a time step, the values stored in
a’ are the same as in a. Then we compute correct values
for all triangles, even duplicated, and therefore for all kernel
nodes. But overlap nodes now carry incorrect values. Be-
fore the next time step, every overlap node (a’, b’), must
receive the correct value from its corresponding kernel node
(a, b). All these communications can be gathered into a
single procedure called in the source program.

Other overlapping are possible. For example on figure
2, only nodes on the boundary are duplicated. Suppose

Figure 1: One possible overlapping pattern

again that nodes a and a’ contain the same value before a
time step. After this step, all nodes such as a and a’ have
incorrect values, but the correct value may be computed
from the two. This supposes indeed that the assembly of the
value for a node is associative and commutative, but this is
generally the case. Therefore the necessary communication
action is to get the values of a and u’, assemble them, and
send the result back to a and a’. The trade-off is a little
more communication here, compared to a little redundant
computation for the previous method

mx.A

:
:

!’

Figure 2: Another overlapping pattern

2.4 The complete process

The whole parallelizing process is now summarized on figure
3. We emphasize that splitting the original mesh and trans-

q:7.E/_

d’”’~

Figure 3: General pamllelization process

forming the source program are two independent processes
that share information on the chosen overlapping pattern
chosen. The fist process only uses the geometrical descrip-
tion of the mesh, the second process only needs to analyze
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the data dependence in the program. A real-size applica-
tion of this process is described and evaluated in [2], ex-
hibiting averygood speedup ranging between 20 to 26 for
32 processors. The SPMD program was obtained by man-
ually transforming the original program. Our contribution,
described in the remaining of this paper, is to design and
implement a tool to construct mechanically this SPMD pro-
gram.

3 Automatic placement of synchronizations

Our tool is dedicated to a particular class of applications,
and takes advantage of information given by the program-
mer. Thus, section 3.1 describes the information required
from the user. Then the tool checks that the input pro-
gram is really a member of that target class of applications.
This is discussed in section 3.2. In section 3.3, we present
the principles that command the need of communication be-
tween sub-meshes. Then section 3.4 formalizes these princi-
ples through a specification of the evolution of the state of
data with respect to communication.

3.1 User input

To begin with, the user must choose the overlapping pattern
among a small collection of predefine patterns, such as the
patterns shown on figurea 1 and 2. This choice is left to
the user, according to his own experience and preferences.
Obviously, there is a compromise to be found. On one hand,
a large overlap width will result in redundant computation,
but it will allow to gather manier communications at the
same time. Figures 1 and 2 are the most frequently used
overlapping patterns. Some people use the pattern of figure
2, with the benefit of no redundant computation, others use
the pattern of figure 1, others even advocate patterns with
two layers of overlapping triangles, when the value computed
at some node depends of nodes two triangles away.

Then the user must designate the loops and the variables
that will be partitioned, and how they must be partitioned.
For example, for the pattern of figure 1, this means speci-
fying for each loop and variable whether it must be parti-
tioned node-wise, edge-wise, or triangle-wise. This can be
done through a small data file, as it is done now. A graphical
interface could be helpful.

This information we require is redundant, because the
program imposes constraints. For example, an array par-
titioned on nodes and accessed without indirection may be
found only in loops partitioned on nodes too.

This redundancy may be used, either to reduce the in-
formation required from the user, or to cross-check it. For
example, we feel that it could be sufficient to designate only
the partitioned loops, and deduce the partitioned variables.

3.2 Verifying the applicability of the method

Like in any parallelization method, this user-given partition-
ing will be legal if dependence are not violated by any par-
allel execution order. Here, the execution order may change
only between the iterations of a partitioned loop. Loops that
are not partitioned will be executed sequentially and there-
fore dependence carried by them will always be respected.

Figure 4 summarizes all cases of dependence that may
happen. On this figure, we represent the program as a
succession of partitioned Ioops and non-partitioned parts of
code. Loops not partitioned are considered as if they were

unrolled, and therefore do not appear here. A partitioned
loop is shown as a stack of horizontal lines, each line rep-
resenting one iteration. Thin arrows represent dependence
between operations, There are five kinds of such depen-
dence. Three are the classical data-dependences, namely
true (write to read), anti (read to overwrite), and output
(write to overwrite). We add two dependence, the control
going from a control structure (e.g. a test, a loop header) to
the controlled operations, and the value that links operands
to operations, inside an instruction. The SPMD execution

a
I

e

Figure 4: All cases of dependence

of the program may execute partitioned iterations in any or-
der, and therefore will not respect dependence such as a, c,
and d. So they must not be found in the original program.
If d is not involved in a dependence cycle, like a, then mak-
ing two loops out of the first loop may transform case d into
case ~, which is more acceptable. But this transformation
of the original program is outside the scope of this work.
Dependence j and g will be respected, because a commu-
nication is necessary between their origin and their destina-
tion, and this will ensure a good execution order. There is a
restriction if dependence g comes from a particular, explicit,
partitioned iteration. In that case, we have no way to relate
parallel iteration numbers to original ones. So dependence
g will be forbidden, except for the special case of reductions
(global sums, products, etc... of arrays) Dependence b, e,
h, and i will always be respected.

Lastly, note that classical parallelization methods, such
as induction variable detection, variable localization, or re-
duction operation detection, may help removing some de-
pendence. We shall use these methods to remove forbidden
dependence.

To summarize, a loop partitioning provided by the user
is acceptable if no dependence (remaining after induction
and reduction detection, and localization) is carried across
the iterations of the partitioned loop. This checking, when
performed manually, is an important source of errors. An
important feature of our tool is that it checks all depen-
dence automatically.

3.3 Detecting communication needs

How do we select the places where the overlapping values
must be updated? Let us simulate the program’s execution.
Because communications occur between definitions and uses
of variables, it is natural to observe the data-flow graph.
Let us choose the overlapping pattern of figure 1. Suppose
furthermore that at the beginning of the program sketch
on figure 5, the partitioned array OLD,indexed on the mesh
nodes, contains coherent overlapping values. The value of
OLDis read inside the first loop, to compute a value for a
given triangle. In principle, we obtain an array indexed on
triangles. The values on overlapping triangles are coherent.
Then, following the dependence arrows, we find out that
this array on triangles is used to compute a NEWvalue on
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Forall i (split 100P on mesh triangles)

“~
va12 = oLD(suMMIT2 (i) )

. .

NEW(SUMMITl(i)) = ..~a12 . . .

‘d ~. . .
\Forall j (split loop on meshnodes)

cliff = -(j) - OLD(j)

.>

Ef . s~iff + zzff*diff

““:s’diff~jForall i

. . . =.. . . . .

Figure 5: A prwgrum sketch

nodes. As we saw before. the overlapping pattern chosen
implies that the array NEUnow has an incoherent overlap.
From now on, we follow dependence arrows until we reach
a point where this incoherence is forbidden. On figure 5,
one such point is the last place where NEWis read, since
we need a coherent array to build a correct value for each
triangle. We conclude that a communication restoring the
overlap coherence must be inserted between the place where
NEWis written, and the last place where NEWis read.

A similar thing happens when computing the scalar
sqrdif f. The reduction instruction computing sqrdif f re-
turns an “incoherent” scalar, each processor holding a partial
sum. So we need a communication computing the total sum
and sending it back to all processors, between this location
and the following use of sqrdif f, where the total sum is
required.

3.4 Formalization

In the above section, we saw that it is natural to follow
the data-flow graph rather than the control-flow graph. In
fact we only follow true (write to read), control, and value
(opemnd to opemtion) dependence. The anti (read to over-
write) and output (write to overwrite) dependence do not
represent the chain of values leading to the result, but only
constrain execution order. which was already discussed in
section 3.2.

What actually flows through the data-flow graph is not
a given variable or array, but rather a value. Let us call it
the flowing data. The flowing data may have one of some
predefine states. These states indicate whether the data is
baaed on nodes, edges, or triangles, and whether the overlap
is coherent or not.

The state of the flowing data evolves across data-flow
dependence. The allowed evolutions form a set of transi-
tions between flowing data states. This results in a finite
state automaton, consequence of the overlapping pattern,
that we call the overlap automaton. Figure 6 shows the
overlap automaton derived from the overlapping pattern of
figure 1. There are five possible states:

● when the flowing data is shaped as a partitioned array
on nodes, it may be in state NodO, if overlap values
are correct, or else in state Nodl.

Figure 6: Overlap automaton for the overlapping pattern of
figure 1.

●

●

when the flowing data is shaped as a partitioned array
on triangles, with coherent values on overlapping tri-
angles, its state is ‘lYio. There is no state allowed with
incoherent values.

when the flowing data is on a scalar, it may be in state
ScaO, if each pr;cessor holds the same value, or else in
state Seal.

Localized variables are partitioned along with their parti-
tioned enclosing loop. This happens typically for temporary
scalars or intermediate operation results inside partitioned
100pa.

Let us now examine some sample transitions:

‘lYio + Nodl: Using a triangle-baaed flowing data to
compute a node-based value, returns incoherent values
on the overlap, i.e. state Nodl.

Nodl e NodO: Reading a node-based variable with
incoherent overlap, at a location where a coherent over-
lap is required, forces the insertion of a communication
to update the values on the overlap.

Nodl ~ Seal: In the case of a reduction operation, a
node-based value with incoherent overlap may be used
to compute a scalar. The resulting scalar is the partial
reduction on each processor, therefore in state Seal.

The two transitions labeled by “Update” are special. ~a-
versing them implies that a communication must be inserted
somewhere between the extremities of the data-dependence.
Also the overlap automaton of figure 6 shows two kinds of
transitions. The thick arrows represent transitions that may
happen only when crossing true dependence, whereas thin
arrows correspond only to value or control dependence.

There is one specific overlap automaton for each overlap-
ping pattern. To give another example, figure 7 shows the
overlap automaton for the other overlapping pattern shown
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Figure 7: Overlap automaton for the overlapping pattern of
figure 2.

on figure 2. The dtierences from the automaton of figure 6
are interesting:

. The “incoherent overlap” state (Nodllx ) is different.
Now the correct value does not reside on any of the
duplicated nodes, but will be obtained by combining
d of those vdUSS.

. The reduction on node-b=ed arrays now requires that
the correct value be available on the overlapping nodes
too.

● It is no longer possible to consider a coherent state as
a special case of an incoherent state, since updating
it twice would result in doubling the values stored on
overlapping nodes, which would be incorrect

This formalization is not restricted to 2-D meshes. For
example, figure 8 shows the overlap automaton for parti-
tioning a three-dimensional tetrahedral mesh, with an over-
lapping pattern of one overlapping layer of tetrahedral. It
is therefore analogous to the one shown on figure 1, but
for three dimensions. The new state Thdo stands for a
tetrahedron-baaed data, coherent on its overlap. The new
states Edgo and Edgl represent respectively the coherent
and incoherent states of a data based on edges. It is interest-
ing to notice that the automaton of figure 6 can be derived
from the one on figure 8, simply by forgetting the unused
states (Thdo, Tril, Edgo, and Edgl ), and forgetting the
corresponding transitions.

Now we can formulate rigorously the informal method
of the previous section. The choice of the overlapping pat-
tern amounts to the choice of one particular overlap au-
tomaton, among a small set of predefine ones. Then, to
find the places where to set communications, one needs to
find a mapping M. from the data-flow nodes to the overlap
automaton states, and a mapping Ma from the data-flow
srrows to the overlap automaton transitions, such that:

Figure 8: An overlap automaton for a 3-D mesh partition

1.

2.

3.

For every data-flow node N of a program input, M.(N)
equals its given initial state.

For every data-flow node N of a program
M.(N) equals its required result state.

For every data-flow arrow A in the program,

output ,

origzn(A4. (A)) = M. (origin(A))

ciestination(A4a (A)) = Mm(destination(A))

4 Algorithm and implementation results

The formalization in the previous section leads to an algo-
rithm for finding the mappings Ma and M.. Then from Ma
we shall get the places where to set communications, and
from Mm, we shall get the precise iteration domain of each
partitioned loop, i.e. for a loop on nodes, whether it should
iterate on kernel nodes only, or also on overlap nodes.

To tind these mappings, we traverse the dat~flow graph,
propagating the overlap state of the flowing data. For every
input data, the overlap state is given. Then the state prop-
agate according to the overlap automaton. Each data-flow
node can only be associated to one state. In particular, when
the data-flow graph cycles, we require that the propagated
state be identical on each visit of the data-flow node. This
allows us to stop propagation on the second visit, a fortiori
avoiding infinite looping. Finally, for every output data, the
propagated overlap state must be identical to a given result
state.

The propagation algorithm is nondeterministic. Some al-
ternatives lead to unacceptable situations (many states per
node, no applicable transition, exit states different from re-
quired, etc. ..). In general, for a given program and a given
overlapping pattern, there may be more than one solution
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mapping. For these reasons, a backtracking mechanism is
necessary. In the following sketch of the algorithm, this
backtracking mechanism is simplified for clarity. It resides
in the second function, where each available transition in
the overlap state is tried, until one that leads to success is
found.

Function cross _node(node< dfg.node>, State< ...d.p~t.t.>.
<Mn ● Ma>)

Switch on cases
● M. (node) ==state

Return <M. ● Ma>
● M. (no&) D =st ate2 and state2 # state

Return false
● M. (node) undefined

M. = M. + node-state
arrows = data_fiow arrows leaving node
Foreach arrow E arrows

propagation _success =
cross_ arrow(arrow, state, <Ma . Ma>)

If propagation _success then
<M. ● Ma> = propagation_ success

else
Ret urn false

End If
End Foreach
Return <M. ● Ma>

End Switch
End Function cross_node

FUUCtiOII CrC)SS_9HC)W(~roW< dfg .WVTJUJ>Y state< ovedap-state> Y

<Mn ● M.>)
transitions =

all transitions leaving state, with respect to arrow
Foreach transition ● transitions

propagation_ success =
cross_ node( dew!ination(arrow),

destination(transition),
<M. . Ma +arrow~transition> )

If propagation _success then
<M. ● &fa> = propagation_ success
Return <Mm ● ,U= >

End If
End Foreach
Return false

End Function cross_ arrow

We have implemented this algorithm in Lisp on top of
the data-dependence graph computed by the Partita tool.
For efficiency, recursive functions have been implemented
iteratively. In the generated output, the communication in-
structions appear as comments. The user replaces them by
calls to subroutines using any communications package, such
as PVM [3] or MPI [8]. The choice of the package has no
influence on our algorithm. We show the results on an short
example FORTRAN program that summarizes all the few
tures of our target class of programs. Figure 9 shows one
possible solution. Figure 10 shows another possible place-
ment of communications, obtained after some backtracking
after the previous solution is found. This placement hap-
pens to be the same as what was done initially by hand, on
the real program from which this example is derived, Both
solutions set basically the same communications, but the so-
lution on figure 10 has the advantage of grouping the two

a Wsilon,ssxilmp”

i-r nsom,ntrl,msloop
Intamr 30H(30W. 3)
rd-epsiloli“
resl lNIl(llW) ,RE3VLT(1EKKI),AIRESOM(lLMM)
ml mm(-)

fntsgsrf,loop,sl,s3,s3
resl vs,sqrdiff,dlff
real OI.O(1OOO),NEW(1MO)

elddo
loon. o

Imlc+-1
B&wigxp +%? kiw

-,
NEW(I) - 0.0

52 - Snl(i;ti
S3 - SON(I ,3)
w - OID(S1) + 0LD(s31 + OLD(S3)
m = m ● MRETRI(i)/ 1S.0

II

(sl) - NEW(S1)+ @UlW3fM(Sl)
(s2) = NEWS31 + @A3REWM(s3)
(s3) - NEWS3) + ~MRESW(SS)

enddo
Sqrdiff -0.0

mm#pplw#llw ftmm
di~ -’NEW(i) - OIO(i)

p - .rdiff + diff*diff

,.

if ( “
vy=~--

.1{.@loll)f#ito%oo
if ( m .U1. Dsnloop) Sotom

imat#&~=FilW =WW

‘-oi.o(ij “:-@(i)

*L: inww
!mdoi-l, nsa

RESVLT(i) - R&U(i)
Mlddo

Figure 9: One possible genemted SPMD progmms
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main communications, thereby saving an additional commu-
nication overhead. On the other hand, the solution on figure
9 delays one communication so that the iteration space of
some loops may be restricted to the kernel nodes, saving
some instruct ions on the overlap. The choice between these
solutions is, for the moment, left to the user.

dwnrtf m rEs77vmNrl ,WsukT,nsos,ntri,SOS,AIRETRI,A3RE3M,
9 epsilm,mrxlrsv)

integer rws, ntrf, saxlmm
Integsr 3(WZM0,3)
real Spsilm
rsal IN3T(1MO),RESOLT(14NM),AIRE31Wllkll)
rsnl A3RErftr(zooo)

Int.qrer I,looP,sl, s3,s3
rssl vs,3qrrnff,dfff
rsal OLO(lLkW,NW(1000)

i3TESS?IWT4UMR4:SS13UL
dmi-l,nsos
JjB&i] = rsrr(f)

lam-o

do f-l,n3m
WV(l) -0.0

33- swf;z)
S3 - 3oM(i ,3)
Vs - M(sl) + Of#(s3) + $f#(s3)
Vs - Vs “ mrrru(i) / 1s.0
NEU(SII- NEW(S1)+ v#AIUE30H(Sl)
rintiaj - M-j + tism30mG3j
NEY(s3) - NEU(S3) + WSIRE3W(S3)

erdrkl
Sqrdfff-0.0

ZSSXWMNDSISWkKESNEL
Ibi-l,lrsas

tiff - NMi) - OiD(i)
Jp@= “ =~ff + dlff*diff

EmlumMwnsBEm+ @n3rwME~. .-
If (S$fufr? .lt. Epsilal) ma 303
if (loop .Eq. ssxlrqn Srrtom

i3rs3#T3sNWKm KS3SKL
doi-lmos
!iJii&) = NEV(i)
goto 100

tHSIWfM-: StlWEt
!mdoi-l, nsos

-(1) - mm(i)

Figure 10: Another possible generated SPMD programs

5 Related and future works

5.1 Mesh partitioning techniques

Mesh partitioning is now recognized as an important ap
preach for the parallelization of grid-oriented applications.
When the mesh is structured, the arrays on this mesh follow
its topology. Then the partitioning problem is easier, since
splitting the mesh means partitioning the arrays in a natural
way. In that csse, special extensions of the programming
languages, such as High Performance Fortran [4], help
the user specify a regular mesh partitioning, and it is not
necessary to set an overlap and associated communications
by hand.

But unstructured meshes are more powerful, because
they allow mesh adaption. Unfortunately HPF is not
adapted to express parallelism for unstructured meshes.

However some authors propose methods to reorder and
renumber mesh entities, so that the HPF primitives may
be sufficient to express the data distribution. For example
paper [10] proposes a way to emulate irregular distributions
in HPF. Others are advocating an evolution in HPF to ex-
press directly such distributions.

Partitioning an unstructured mesh is a special case of
data decomposition. Paper [9] presents a general formal
framework for parallelization by data decomposition. Since
the framework is general, it cannot take advantage of the
geometry of the mesh, so there is no notion of nodes on the
border or in the inside of a sub-mesh. There is no notion
of overlap either, so an explicit communication must be set
each time a single instruction fetches a value that resides
on another processor. Some optimizations are given, but in
the case of monotonic indirection functions, which does not
apply here.

The anspector\ezecutor paradigm [5] is a popular method
to optimize communications when partitioning a mesh. This
is a runtime-compilation method, that dynamically deter-
mines the array cells that need to be communicated across
processors. In this direction, Saltz and coworkers at ICASE
devellopped the PARTI [11] runtime primitives. The same
paradgrn is used by the Vienna school in their VFCS sys-
tem.

The principal difference is that the set of values that
must be communicated is computed at runtime, during a
special execution of one time step. Then this information is
used to optimize subsequent time steps, by regrouping com-
munications, and by storing these values into “ghost cells”,
that are very close to our “overlap”. So the way the infor-
mation is used is very similar to our method, but the way
it is collected differs. A runtime analysis may be hard to
beat, especially in the general case. But we feel that in spe-
cific cases, such as meshes, the static analysis may return
excellent results using geometric, user-given knowledge. To
put it differently, in our tool, the run-time inspector phase is
replaced by an extra static analysis done by the mesh split-
ter. This is possible because we focus on a special case (e.g.
meshes).

Another dfierence is that there is no emphasis on the
“placement” of synchronizations, and there is no choice of
the o erlap size. In inspector/ezecutor methods, the overlap

[

wi h is minimal, and therefore communications must be
ne between each split loops. This is not a bad strategy,

ut the user may want to regroup communications further,
using a larger overlap. In this respect, there is a comple-
mentmity with our work. One could try to combine the
inspector results with our method, to place communications
1=s frequently, choosing a larger overlap.

Another interesting point in the PARTI tool is the “flo-
calizen step. This rearranges split objects, to group “ghost
cells”, for example at the end of split lists. The same mech-
anism would apply to our tool, and would allow more ef-
ficiency on processors that may perform computations and
communications independently. In our tool, this “flocalize”
step would become an extra reordering in the mesh splitter.

Some environments exist, that combine all necessary
tools, from the domain meshing and mesh splitting, to the
SPMD parallel code generation. In the ARCHIMEDES
project at CMU, or in the DIME [12] environment, the
algorithm is specified in a higher-level formalism, and the
overlapping pattern is restricted to the one on figure 2. As
one could expect, there is no need for an inspector phase,
since the programs are known to function on a triangular 2-

142
Ex.1156 / IPR2025-00913 / Page 7 of 9

Intel Corporation v. Advanced Cluster Systems, Inc.
Ex.1156 / IPR2025-00913 / Page 7 of 9

Intel Corporation v. Advanced Cluster Systems, Inc.



D mesh. The higher-level formalization is certainly a good
method to solve the communications placement problem.
However, it does not apply to legacy code.

The DIME++ extension of DIME tries to extend the
domain of application of DIME to something more general
than 2-D meshes. DIM E-+ works on “sets of objects that
have indexes to other sets of objects”. There is a relation-
ship with our approach, where the sets of objects and their
relations are described into the overlap automaton, together
with the chosen overlapping pattern. This also raises the
question of how to become independent from the notion of
mesh, extracting this relationship information from the pro-
gram itself.

5.2 Automata and Simulation

The current, straightforward implementation may become
expensive on large programs.

The central task of our algorithm is to map one graph,
the djg, to another, the overlap automaton. In another do-
main of computer science, the cafculus of processes, this is
cafled Simulation [7]. To simplify things, suppose that we
start with the djg with communication calls already placed.
Then our algorithm may run in test mode, checking that this
particular placement gives a behavior compatible with the
overlap. This is checking that in every possible execution,
i.e. in every possible path in the dfg, the state of the flowing
data follows a legal evolution in the overlap automaton. The
dfg is then said to “simulate” the overlap automaton.

Simulation - and its symmetric variant called “bisimu-
Iation” - are important methods for which optimized algo-
rithms exist. It can be interesting to apply these optimized
algorithms to our case.

For example significant speedup would come from reduc-
ing the “simulating” graph (the dfg), by merging sequences
of dependence that would not change the “simulated” state
(the overlap state). This results in a faster visit of the djg,
and faster backtracks too.

5.3 Load balancing

Meshes are split accordbg to their geometry. This implic-
itly supposes that all mesh nodes will require similar com-
putation time. This is a rather rough approximation. After
one time step, one sub-mesh may turn out to require more
computation. We will need a way to improve the load bal-
ancing according to the effective computation time on each
sub-mesh. The same need will arise with adaptive mesh
computations. After a solution is computed, it is useful to
refine the mesh, adding more elements where the physical
solution varies rapidly (e.g. shocks), and resume execution.
This will greatly af7ect the load-balance among sub-meshes.

This problem was not studied here. We believe, al-
though, that the placement of synchronizations needs not
change, since this placement dld not depend on the geom-
etry of the sub-meshes. However, an extra communication
step must be inserted just after mesh adaption, since moving
mesh entities across processors implies moving data. This
problem is addressed for example by Williams [12] in the
DIME environment.

Using adaptive meshes implies modifications mostly in
the mesh splitter. Since this splitter would be called re-
peatedly on refined meshes, the splitting algorithm must be
particularly efficient, and incrementality would be a capital
advantage.

6 Conclusion

The result of this work is an automated method to select
the locations where to insert communications. This method
is specialized for the cases where the relations between sets
of data, and the chosen overlapping pattern, may be sum-
marized into an overlap automaton. The overlap automaton
is independent from the particular program, mesh, or parti-
tion. This paper presents the overlap automata for various
cases on 2-D and 3-D meshes.

Note that this operation is usually performed manually.
An engineer typically needs several days to do that, espe-
cially when the original program is legacy code. Note fur-
thermore that errors in manual transformation may occur.
These errors may be very difficult to trace, since bad syn-
chronizations sometimes imply a small imprecision of the
result, and/or a different convergence rate.
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