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APPARATUS AND METHOD FOR 
SIMULATING MULTIPLE NODES ON A 

SINGLE MACHINE 

The present invention relates generally to the Simulation 
of parallel processing Systems and particularly to the Simu 
lation of multiple kernel operating Systems in a cluster 
processing environment. 

BACKGROUND OF THE INVENTION 

A current trend in the computer industry is the intercon 
nection of a cluster of independent computing nodes con 
nected by a high-Speed communications link. Each node is 
asSociated with a number of domains, where each domain 
represents a proceSS having its own address Space. One Such 
domain is the operating System or kernel that provides a 
Single System image, making the cluster look like a single 
machine to the user, to applications, and to the network. This 
Single System image allows user and kernel applications to 
invoke procedures without regard to where the procedures 
reside within the cluster. Thus, a user application running in 
one node can invoke an object whose method is located in 
another node of the cluster without requiring the user 
application to know the location of the invoked method. 

Debugging the kernel in a cluster environment presents a 
number of challengeS. Traditional debugging tools are not 
Suitable Since they require that the debugged code be 
Stopped in order to examine data. When the debugged code 
is the kernel, the kernel will be stopped in order to examine 
kernel data. All processing in the node ceases when the 
kernel is stopped. In order to avoid this situation, the 
debugger needs to execute on a separate node. Often, this 
additional resource is not available. 

In addition, certain kernel procedures can only execute on 
one node. In order to debug an cluster environment, in nodes 
or computers will be required. Often, these additional 
resources are Scarce and not readily available. 

Accordingly, there needs to be a mechanism that provides 
an efficient environment in which the cluster environment 
can be simulated for debugging purposes. 

SUMMARY OF THE INVENTION 

The present invention is an apparatus and method for 
Simulating on a single computer multiple kernel procedures 
where each kernel procedure represents a node. The kernel 
procedures are simulated as user-level procedures thereby 
enabling a user to debug the kernel procedures. 

The architecture that is simulated includes clusters of 
computer nodes interconnected by a communications link. 
Each cluster includes one or more independent computer 
nodes. Each node is associated with a number of domains, 
where each domain represents a process having its own 
address Space. One Such domain is the operating System or 
kernel that provides a Single System image, making the 
cluster look like a single machine to the user, to applications, 
and to the network. This single System image allows for user 
or kernel applications to invoke procedures without regard 
to where the procedures reside within the cluster. 

Each kernel utilizes a number of mechanisms to achieve 
the Single cluster System image: a door mechanism is used 
for inter domain communication; an object request broker 
(ORB) is used to process object invocations, a gateway 
handler is used to interface with the ORB and the user-level 
domains, a transport mechanism is used to facilitate com 
munication between the different nodes, a kernel module 
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2 
library is used to Store kernel applications, and a cluster 
membership monitor procedure is used to monitor the opera 
tional Status of each node in a cluster. 

Each node's kernel is simulated as a user-level procedure. 
A mechanism is provided that allows a user to configure a 
Simulation environment having a user-specified number of 
Simulated nodes that form one cluster. If needed, multiple 
clusters can be simulated on the same machine. In addition, 
a user has the ability to Select the functions that we Simulated 
and in which node. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Additional objects and features of the invention will be 
more readily apparent from the following detailed descrip 
tion and appended claims when taken in conjunction with 
the drawings, in which: 

FIG. 1 is a block diagram of a computer System repre 
Senting the Simulated cluster environment. 

FIG. 2 is a block diagram of a simulation environment for 
the computer system shown in FIG. 1. 

FIG. 3 is a block diagram of the computer system 
embodying the Simulation environment of the present inven 
tion. 

FIG. 4 is a flow chart illustrating the StepS used to generate 
the Simulated environment and the use of the Simulated 
environment. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Simulated Cluster Architecture 

Referring to FIG. 1, the is shown a computer system 100 
representing one cluster of computing nodes 102. A cluster 
is a set of computing nodes. Each computing node 102 
represents an independent computer that is interconnected 
via a communications link 104. It should be noted that the 
present invention has the capability to Simulate one or more 
clusters. For illustration purposes only, a Single cluster is 
illustrated in FIG. 1. 

The communications link 104 generically refers to any 
type of wire or wireleSS link between computers, Such as but 
not limited to a local area network a wide area network, or 
a combination of networks. The computing nodes 102 use 
the communications link 104 to communicate with each 
other. In one embodiment, the communications link can be 
a System Area Network (SAN). 

Each node 102 has one or more domains 126, 128. A 
domain 126, 128 is defined to be a process with its own 
address Space. A domain 126, 128 can have multiple threads 
of execution (usually called threads) that can execute user or 
kernel application procedures. Akernel domain 128 refers to 
the operating System and a user domain 126 refers to a 
process other than the operating System. 

In a preferred embodiment, the operating System or kernel 
128 is the Solaris MC operating system, which is a product 
of Sun Microsystems, Inc. Background information on th 
Solaris MC operating system can be found in “Solaris MC: 
A Multi-Computer OS,” Technical Report SMLI TR-95-48, 
November 1995, Sun Microsystems, which is hereby incor 
porated by reference. 
A user domain 126 typically executes one or more user 

application procedures 106. A user application procedure 
106 can communicate with another procedure through a 
door mechanism 108. Typically, the user application proce 
dure 106 can invoke objects without regard to where the 
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object's method resides. A user application procedure 106 in 
one domain can invoke an object where the object's method 
resides in a different domain either in the same node or in a 
different node within the cluster. 
A door or door mechanism 108 is an interprocess com 

munication (IPC) mechanism that enables procedures in 
different domains to communicate with each other. The door 
mechanism is located in the user domain 126 and in the 
kernel domain 128. A user application procedure 106 in one 
domain can issue a call through a door 108 hat executes code 
in another domain. In a preferred embodiment, the Solaris 
door mechanism is used which is described in detail in 
Solaris 2.6 Reference Manual, distributed by Sun 
Microsystems, Inc., 1997 
(http://docs.sun.com:80/ab2/ as DSCBrowse'?reference=1) 
which is hereby incorporated by reference. However, the 
present invention is not limited to the door mechanism. 
Other IPC mechanisms can be used Such as but not limited 
to sockets, Sun remote procedure calls (RPC) and System V 
IPC. 

Briefly, a door 108 describes a procedure in a domain 126, 
128 and can contain Some associated State information. A 
domain that obtains a door 108 is free to pass it along with 
its capabilities to another domain in the cluster. A Server 
creates a door for Some Service it provides and exports the 
door 108 to clients. Clients who obtain the door 108 may 
then invoke the service associated with the door 108 using 
the synchronous RPC semantics of a door call procedure. 

During a door invocation the client procedure that issues 
the door call procedure migrates to the Server domain 
asSociated with the door and executes the requested proce 
dure while in the address space of the server. When the 
requested procedure is finished, a door return operation is 
performed and control migrates back to the client domain 
with the results, if any, from the procedure call. 

One task of to kernel domain 128 is to facilitate commu 
nication between domains in different nodes 102. A request 
to execute a procedure in a different node can be received by 
the kernel 128 from a user or kernel procedure. The request 
is converted into a format that can be transmitted to the 
Server node containing the requisite information needed by 
the Server node to execute the requested procedure. Various 
procedures in the kernel are used to establish this commu 
nication protocol without any involvement by the requesting 
user or kernel application procedure. The various procedures 
used by the kernel to provide this communication are 
described below. A more detailed description of these pro 
cedures is found in pending patent application entitled, “A 
System and Method For Remote Object Invocation.” Ser. 
No. 08/879,150, filed Jun. 19, 1997, and assigned to Sun 
Microsystems, Inc., which is hereby incorporated by refer 
CCC. 

The kernel 128 contains an ORB 114 which is used to 
process object invocations. In a preferred embodiment, the 
ORB114 utilizes the architecture and the specification of the 
Common Object Request Broker Architecture (CORBRA). 
A more detailed description of CORBRA can be found in 
The Common Object Request Broker. Architecture and 
Specification. Object Management Group, Inc., 
Framingham, Mass., revision 2.0, July 1995, which is 
hereby incorporated by reference. 

Requests to the ORB 114 can be from user-level or 
kernel-level application pods. The requests from the user 
level application procedures 106 are transmitted to the ORB 
114 through the door mechanism 108 to a gateway 112. A 
gateway or gateway handler 112 is an extension of the door 
mechanism 108 that performs several tasks in order to 
process object invocations. 
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4 
In Some cases, the object invocation is for an objects 

method that resides in a different node. In this case, the ORB 
114 transforms an object invocation request into a logical 
message that is Sent to an appropriate node 102 through a 
transport procedure 116. The transport procedure 116 pro 
ceSSes messages to a node identified by a node identifier, 
determines a network address associated with the node 
identifier, and calls the network interface 118 to deliver the 
message. The transport procedure 116 can utilize any of the 
well-known “transport layers' communication protocols 
Such as but not limited to, transmission control protocol 
(TCP), user datagram protocol (UPD), or the like. 
Furthermore, the ORB 114 can receive messages from 
another node through the transport procedure 116. 
A kernel module library 110 includes a number of execut 

able modules that can be dynamically loaded upon request. 
The modules 110 perform kernel-level tasks. The modules 
110 include the kernel-level applications, as well as other 
procedures. The kernal application procedures utilize the 
ORB 114 to process object invocations. 
A cluster membership monitor (CMM) procedure 120 is 

provided to detect a node failure. The CMM procedures 120 
in each node communicate with each other at regular inter 
vals to determine the operational Status of the nodes in the 
cluster. Communication is performed at a precise time 
interval which is initiated by an interrupt from a software 
clock procedure 122. The CMM procedure 120 informs the 
ORB114 when a node failure occurs and when a failed node 
becomes operational. 
One of the nodes 102a in each cluster is designated a root 

node Since it contains a nameserver procedure 124. The 
nameserver 124 is used to identify the various objects 
resident in the cluster. The ORB 114 uses the nameserver 
124 to determine the location of the object's methods. 
The forgoing has described the cluster environment and 

infrastructure that will be simulated. Attention now turns to 
the manner in which the cluster environment is simulated. 

Simulation Environment 

FIGS. 2 and 3 illustrate the simulated clusters. A single 
computer 200 can be used to simulate one or more clusters 
of computing nodes. The kernel of each node represents, in 
essence, the heart of each node. Each kernel is represented 
as a user-level domain and is herein referred to as a 
simulated kernel domain 216. In addition, the computer 200 
has a kernel 208, one or more user domains 210, and a 
debugger 230. By representing a node as a user-level 
domain, the debugger 230 can be used to debug the Simu 
lated kernel domains 216 without interrupting the operation 
of the kernel 208. In addition, the simulated clusters can be 
achieved using a single computer rather than multiple com 
puters. 
The computer 200 can be a workstation, personal 

computer, mainframe or any type of processing device. The 
computer 200 includes a CPU 202, a user interface 204, and 
a memory 206. The computer 200 has other system 
resources which are not shown. The memory 206 of the 
computer 200 may be implemented as RAM (random access 
memory) or a combination of RAM and non-volatile 
memory Such as magnetic disk Storage. The memory 206 
can include the kernel domain 208, one or more user 
domains 210, one or more simulated kernel domains 216, a 
debugger procedure 230, as well as other data and proce 
dures. 
A user domain 210 can include a unode load procedure 

212 and a unode create procedure 214. The unode load 
procedure 212 is used to execute procedures in a simulated 
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kernel domain 216. The unode create procedure 214 is used 
to create one or more simulated kernel domains 216. The 
operation of both these procedures will be described below. 
A simulated kernel domain 216 includes the following 

procedures: a control door or control door procedure 218, a 
transport door or transport door procedure 220, a simulated 
gateway or Simulated gateway procedure 222, one or more 
shared object libraries 224, an ORB procedure 114, a CMM 
procedure 120, a simulated clock or simulated clock proce 
dure 226, and a simulated transport or simulated transport 
procedure 228. In one particular Simulated kernel domain 
216, there is a nameServer or nameserver procedure 124. 
A kernel is dependent on the inputs from the underlying 

hardware. AS Such, not all of the kernel procedures can be 
made to execute as a user-level procedure. Thus, Some of the 
kernel procedures were replaced by Simulated procedures 
and others required minor modifications to make them 
executable as a user-level procedure. 

The ORB procedure 114, nameserver procedure 124, and 
CMM procedure 120 are basically the same procedures that 
reside in the kernel domain. They have been slightly modi 
fied in order to become a user-level domain by performing 
Syntax changes and to like to certain functions internal to 
these procedures. For example, the kernel uses the procedure 
thread create( ) with a certain number of arguments to 
create new threads. In the Simulated kernel, this same 
function is called thr create() and takes a different number 
of arguments. 
A control door 218 is associated with each simulated 

kernel domain 216 and is used to facilitate communication 
to the user domains 210. The control door 218 is linked to 
a simulated gateway 222 that accepts a command String 
Specifying a particular function to execute in the Simulated 
kernel domain 216 and its arguments. The Simulated gate 
way 222 accepts this command String and loads the 
requested function from the object library 224. It then 
converts the commands into arguments recognizable by the 
function and executes the function with the arguments. The 
function in turn can invoke the methods of one or more 
objects which are processed by the ORB 114. 

Executable modules in the simulated kernel domains 216 
are represented as shared objects that are Stored in a shared 
object library 224. The shared objects represent user-level 
and kernel-level applications and Services that are used to 
Simulate the functioning of the kernel for debugging pur 
poses. A shared object is characterized by a module name 
and a function name. 

Communication between the Simulated kernel domains 
216 is achieved through the use of a simulated transport 
procedure 228 and a transport door 220. The simulated 
transport procedure 228 can receive an instruction from the 
ORB 114 to transmit a message to another simulated kernel 
domain 216. This request can be to execute an object's 
method that resides in another simulated kernel domain 216 
or to perform another task. The Simulated transport proce 
dure 228 determines the transport door 220 associated with 
the recipient simulated kernel domain 216. The simulated 
transport procedure 228 then performs a door call to the 
recipient Simulated kernel domain 216. This transferS con 
trol to the intended simulated kernel domain 216 which 
performs the requested processing. When the processing is 
completed, a reply is returned to the requesting Simulated 
kernel domain 216 by performing a door return operation. 
Control is then transferred to the simulated kernel domain 
216 of the requesting node which processes the response. 

In addition, the Simulated transport procedure 228 and 
transport door 220 can be used to transmit cluster related 
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6 
messages between the Simulated kernel domains 216 of a 
cluster for other purposes. For example, communication 
between the CMMs of each simulated kernel domain 216 
within a cluster utilizes the Simulated transport procedure 
228 and trans door 220. This communication is achieved 
through messages that are routed via the transport door 200. 
The simulated transport procedure 228 is used to convert the 
messages from one format to another format recognizable to 
an intended recipient and to direct the message to an 
intended recipient. 
A simulated clock procedure 226 is provided to replace 

the kernel clock 122. The simulated clock procedure 226 is 
used to generate timely clock interrupts to the CMM pro 
cedure 120 which enables it to monitor the status of the 
Simulated kernel domains 216 in a cluster. In one 
embodiment, the Simulated clock procedure 226 executeS as 
a real time thread in the Sun Solaris operating System. 
A debugger procedure 230 is provided which can be used 

to debug the execution of the Simulated kernel domains 216. 
The foregoing has described the mechanisms used to 

Simulate the cluster environment. Attention now turns to the 
StepS used to Simulate the operation of the kernels in each 
node of the clusters. 

Referring to FIG. 4, initially, a user generates one or more 
nodes associated with one or more clusters (step 300). This 
is accomplished by calling a unode create procedure 214 
which generates a simulated kernel domain 216 representing 
a particular node in a particular cluster. The unode create 
procedure 214 takes a number of arguments Such as the 
name of the cluster, an identifier of the node, and the number 
of nodes in the cluster. The unode create procedure 214 
establishes a control door 218 and a transport door 220 for 
the Simulated kernel domain and performs other initializa 
tion tasks as well. Once the Simulated kernel domains are 
created they operate in a like manner as the real System 
kernels and communicate with each other. 

Next, a user domain can execute a particular function in 
a simulated kernel domain (step 302). This is accomplished 
by executing a unode load procedure 212 that exercises a 
function in a particular Simulated kernel domain 216. The 
unode load procedure 212 can be embedded in a user 
application procedure. The unode load procedure 212 
Specifies that a particular simulated kernel domain 216 
execute a particular function Stored in a shared object library 
224. The unode load procedure 212 is called from a user 
domain 210 with the following arguments: the name of the 
cluster, the node identifier, the name of a module in the 
shared object library 224, a name of a function in the module 
that will be executed, and the functions arguments. 
The unode load procedure 212 uses the cluster name and 

node identifier to determine the corresponding control door 
procedure 218. The unode load procedure 212 then invokes 
a door call using the control door procedure 218 which 
transferS control along with the arguments to the Simulated 
gateway 222 associated with the intended simulated kernel 
domain 216. The unode load procedure 212 passes to the 
Simulated gateway 222 the name of the module, the name of 
the function in the module, and the functions arguments. 
The Simulated gateway 222 determines the name of the 
shared object representing the module and dynamically 
loads in the corresponding shared object if it has not already 
been loaded into memory 206. The simulated gateway 222 
unpacks the arguments and converts them into a format that 
is recognizable by the function which is then executed. 
The function can then execute a number of tasks which 

can involve communicating with other simulated kernel 
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domains 216. In this case, the ORB 114 is utilized which 
communicates with the other simulated kernel domains 216 
through the Simulated transport procedure 116 and the 
transport door 220. 
When the function completes execution, a reply is 

returned to the unode load procedure 212 that requested 
execution of the function. The reply is transmitted in one 
format from the function to the simulated gateway 222. The 
Simulated gateway 222 then converts the reply into a format 
recognizable by the unode load procedure 212 and 
executes a door return operation to transmit the reply to the 
unode load procedure 212. 

While the simulated kernel domain 216 is executing, a 
debugger 230 can be used to analyze the execution of the 
code running in the simulated kernel domain 216 (step 304). 
Debugging is well known in the art and the present invention 
is not limited to any particular type of debugging technique. 
In one embodiment, the debugger can execute one or more 
Simulated kernel domains. The debugger can halt execution 
of a Simulated kernel domain in order to analyze memory 
locations and data values. 

Alternate Embodiments 

While the present invention has been described with 
reference to a few specific embodiments, the description is 
illustrative of the invention and is not to be construed as 
limiting the invention. Various modifications may occur to 
those skilled in the art without departing from the true Spirit 
and Scope of the invention as defined by the appended 
claims. 

The present invention is not limited to the computer 
system described in reference to FIGS. 1-3. It may be 
practiced without the Specific details and may be imple 
mented in various configurations, or makes or models of 
distributed computing Systems, tightly-coupled processors 
or in various configurations of loosely-coupled micropro 
ceSSor Systems. 

Further, the method and system described hereinabove is 
amenable for execution on various types of executable 
mediums other than a memory device Such as a random 
access memory. Other types of executable mediums can be 
used, Such as but not limited to, a computer readable Storage 
medium which can be any memory device, compact disc, or 
floppy disk. 
What is claimed is: 
1. An apparatus for Simulating a cluster of independent 

computer nodes, Said apparatus comprising: 
a plurality of user-level non-simulated domains, each 

user-level domain having a distinct address Space and 
having one or more user-level procedures, and 

a plurality of user-level Simulated kernel domains, each 
user-level Simulated kernel domain having a distinct 
address Space and providing a capability to Simulate a 
kernel operating System, each user-level Simulated ker 
nel domain including: 
at least one executable procedure; 
a gateway handler procedure receiving a request to 

execute a Select one of the executable procedures and 
executing the Select executable procedure; and 

a first interproceSS communication mechanism provid 
ing communication between a Select one of the 
user-level Simulated kernel domains and the user 
level domains, 

wherein the user-level domains utilize the first interpro 
ceSS communication mechanism to request execution 
of a particular one of the executable procedures in a 
particular user-level Simulated kernel domain. 

1O 
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8 
2. An apparatus for Simulating a cluster of independent 

computer nodes, Said apparatus comprising: 
a plurality of user-level domains, each user-level domain 

having a distinct address Space and having one or more 
user-level procedures, and 

a plurality of user-level Simulated kernel domains, each 
user-level Simulated kernel domain having a distinct 
address Space and providing a capability to Simulate a 
kernel operating System, each user-level Simulated ker 
nel domain including: 
at least one executable procedure; 
a gateway handler procedure receiving a request to 

execute a Select one of the executable procedures and 
executing the Select executable procedure; and 

a first interprocess communication mechanism provid 
ing communication between a Select one of the 
user-level Simulated kernel domains and the user 
level domains, 

wherein the user-level domains utilize the first interpro 
ceSS communication mechanism to request execution 
of a particular one of the executable procedures in a 
particular user-level Simulated kernel domain; 

each user-level Simulated kernel domain includes a plu 
rality of object methods, and 

each user-level Simulated kernel domain includes an 
object request broker (ORB) that receives a request 
from the Select executable procedure to invoke a speci 
fied object method. 

3. An apparatus for Simulating a cluster of independent 
computer nodes, Said apparatus comprising: 

a plurality of user-level domains, each user-level domain 
having a distinct address Space and having one or more 
user-level procedures, and 

a plurality of user-level Simulated kernel domains, each 
user-level Simulated kernel domain having a distinct 
address Space and providing a capability to Simulate a 
kernel operating System, each user-level Simulated ker 
nel domain including: 
at least one executable procedure; 
a gateway handler procedure receiving a request to 

execute a Select one of the executable procedures and 
executing the Select executable procedure; and 

a first interprocess communication mechanism provid 
ing communication between a Select one of the 
user-level Simulated kernel domains and the user 
level domains, 

wherein the user-level domains utilize the first interpro 
ceSS communication mechanism to request execution 
of a particular one of the executable procedures in a 
particular user-level; Simulated kernel domain; and 

a Subset of the user-level Simulated kernel domains rep 
resent a cluster; 

the apparatus further comprising a communications mem 
bership monitor procedure that monitors an operational 
Status of each of the user-level Simulated kernel 
domains associated with a particular cluster. 

4. The apparatus of claim 3, further comprising: 
a clock procedure, that at a predefined time interval, 

notifies the communications membership monitor to 
monitor the operational Status of each of the user-level 
Simulated kernel domains associated with the cluster. 

5. The apparatus of claim 1, further comprising: 
a debugger mechanism for debugging operations of any 

Specified one of the plurality of user-level Simulated 
kernel domains. 
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6. The apparatus of claim 1, further comprising: 
a first procedure for generating one or more of the 

user-level Simulated kernel domains. 
7. The apparatus of claim 1, further comprising: 
a Second interprocess communication mechanism for han 

dling communications between the user-level Simu 
lated kernel domains. 

8. A computer-implemented method for Simulating a 
cluster of computing nodes, the method comprising the Steps 
of: 

providing a plurality of user-level domains, each user 
level domain including one or more user applications, 

providing a plurality of user-level Simulated kernel 
domains, each user-level Simulated kernel domain rep 
resenting a Select one of the computing nodes, each 
user-level Simulated kernel domain including a first 
interprocess communication (IPC) mechanism for 
communicating with the user-level domains and a 
particular one of the user-level Simulated kernel 
domains, a plurality of executable procedures, and an 
gateway handler for executing an executable proce 
dure; 

obtaining a request from a specific user-level domain to 
execute an executable procedure in a Select one of the 
user-level Simulated kernel domains, 

determining a first IPC mechanism associated with the 
Select user-level Simulated kernel domain; 

utilizing the first IPC mechanism associated with the 
Select user-level Simulated kernel domain to transmit 
the request to a gateway handler associated with the 
Select user-level Simulated kernel domain; and 

executing the requested executable procedure in the Select 
user-level Simulated kernel domain. 

9. The method of claim 8, said step of providing a 
plurality of user-level simulated kernel domains further 
comprising the Steps of: 

generating one or more user-level Simulated kernel 
domains, and 

asSociating with each user-level Simulated kernel domain 
a cluster identifier and a node identifier; and 

providing each user-level Simulated kernel domain with a 
Second IPC mechanism that provides a communication 
path between one or more of the user-level Simulated 
kernel domains, the Second IPC mechanism using the 
cluster identifier and the node identifier. 

10. The method of claim 8, further comprising the step of: 
debugging an execution of the requested executable pro 

cedure in any specified one of the plurality of user-level 
Simulated kernel domains. 

11. The method of claim 8, further comprising the steps 
of: 

asSociating a Subset of the user-level Simulated kernel 
domains with a particular cluster; and 

providing each user-level kernel domain with a commu 
nications membership monitor (CMM) mechanism that 
monitors an operational Status of each user-level Simu 
lated kernel domain associated with a particular cluster 
at predefined time intervals. 

12. The of claim 11, further comprising the step of: 
notifying the CMM mechanism when the predefined time 

intervals occurs. 
13. The method of claim 8, 
wherein the executable procedures includes a plurality of 

shared objects referenced by a module name and a 
function name. 
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14. The method of claim 13, 
Said executing Step further comprising the Steps of: 
determining a module name associated with the requested 

executable procedure; 
dynamically loading the module associated with the mod 

ule name into memory; and 
invoking the function associated with the requested 

executable procedure. 
15. The method of claim 8, further comprising the steps 

of: 
obtaining a reply from the executed procedure; and 
transmitting the reply to the requesting user-level domain. 
16. The method of claim 8, further comprising the steps 

of: 

providing an object request broker (ORB) mechanism to 
invoke methods associated with one or more objects 
referenced by the requested executed procedure. 

17. A computer program product for use in conjunction 
with a computer System, the computer program product 
comprising a computer readable Storage medium and a 
computer program mechanism embedded therein, the com 
puter program mechanism comprising: 

a plurality of user-level non-simulated domains, each 
user-level domain having a distinct address Space and 
having one or more user-level procedures, and 

a plurality of user-level Simulated kernel domains, each 
user-level Simulated kernel domain having a distinct 
address Space and providing a capability to Simulate a 
kernel operating System, each user-level Simulated ker 
nel domain including: 
at least one executable procedure; 
a gateway handler procedure receiving a request to 

execute a Select one of the executable procedures and 
executing the Select executable procedure; and 

a first interprocess communication mechanism provid 
ing communication between a Select one of the 
user-level Simulated kernel domains and the user 
level domains, 

wherein the user-level domains utilize the first interpro 
ceSS communication mechanism to request execution 
of a particular one of the executable procedures in a 
particular user-level Simulated kernel domain. 

18. A computer program product for use in conjunction 
with a computer System, the computer program product 
comprising a computer readable Storage medium and a 
computer program mechanism embedded therein, the com 
puter program mechanism comprising: 

a plurality of user-level domains, each user-level domain 
having a distinct address Space and having one or more 
user-level procedures, and 

a plurality of user-level Simulated kernel domains, each 
user-level Simulated kernel domain having a distinct 
address Space and providing a capability to Simulate a 
kernel operating System, each user-level Simulated ker 
nel domain including: 
at least one executable procedure; 
a gateway handler procedure receiving a request to 

execute a Select one of the executable procedures and 
executing the Select executable procedure; and 

a first interprocess communication mechanism provid 
ing communication between a Select one of the 
user-level Simulated kernel domains and the user 
level domains, 

wherein the user-level domains utilize the first interpro 
ceSS communication mechanism to request execution 
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of a particular one of the executable procedures in a 
particular user-level Simulated kernel domain; 

each user-level Simulated kernel domain includes a plu 
rality of object methods, and 

each user-level Simulated kernel domain includes an 
object request broker (ORB) that receives a request 
from the Select executable procedure to invoke a speci 
fied object method. 

19. A computer program product for use in conjunction 
with a computer System, the computer program product 
comprising a computer readable Storage medium and a 
computer program mechanism embedded therein, the com 
puter program mechanism comprising: 

a plurality of user-level domains, each user-level domain 
having a distinct address Space and having one or more 
user-level procedures, and 

a plurality of user-level Simulated kernel domains, each 
user-level Simulated kernel domain having a distinct 
address Space and providing a capability to Simulate a 
kernel operating System, each user-level Simulated ker 
nel domain including: 
at least one executable procedure; 
a gateway handler procedure receiving a request to 

execute a Select one of the executable procedures and 
executing the Select executable procedure; and 

a first interproceSS communication mechanism provid 
ing communication between a Select one of the 
user-level Simulated kernel domains and the user 
level domains, 

wherein the user-level domains utilize the first interpro 
ceSS communication mechanism to request execution 
of a particular one of the eXecutable procedures in a 
particular user-level Simulated kernel domain; 

a Subset of the user-level Simulated kernel domains rep 
resent a cluster; 

the computer program product includes a communica 
tions membership monitor procedure that monitors an 
operational Status of each of the user-level Simulated 
kernel domains associated with a particular cluster. 

20. The computer program product of claim 19, further 
comprising: 

a clock procedure, that at a predefined time interval, 
notifies the communications membership monitor to 
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monitor the operational Status of each of the user-level 
Simulated kernel domains associated with the cluster. 

21. The computer program product of claim 17, further 
comprising: 

a debugger mechanism for debugging operations of a any 
Specified one of the plurality of user-level Simulated 
kernel domains. 

22. The computer program product of claim 17, further 
comprising: 

a first procedure for generating one or more of the 
user-level Simulated kernel domains. 

23. A computer program product for use in conjunction 
with a computer System, the computer program product 
comprising a computer readable Storage medium and a 
computer program mechanism embedded therein, the com 
puter program mechanism comprising: 

a plurality of user-level domains, each user-level domain 
having a distinct address Space and having one or more 
user-level procedures, and 

a plurality of user-level Simulated kernel domains, each 
user-level Simulated kernel domain having a distinct 
address Space and providing a capability to Simulate a 
kernel operating System, each user-level Simulated ker 
nel domain including: 
at least one executable procedure; 
a gateway handler procedure receiving a request to 

execute a Select one of the executable procedures and 
executing the Select executable procedure; and 

a first interprocess communication mechanism provid 
ing communication between a Select one of the 
user-level simulated kernel domains and the user 
level domains, 

wherein the user-level domains utilize the first interpro 
ceSS communication mechanism to request execution 
of a particular one of the executable procedures in a 
particular user-level Simulated kernel domain; 

the computer program product further comprising a Sec 
ond interproceSS communication mechanism for han 
dling communications between one or more of the 
user-level Simulated kernel domains. 
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