
US 20050O21751A1 

(19) United States 
(12) Patent Application Publication (10) Pub. No.: US 2005/0021751A1 

Block et al. (43) Pub. Date: Jan. 27, 2005 

(54) CLUSTER DATA PORT SERVICES FOR (22) Filed: Jul. 24, 2003 
CLUSTERED COMPUTER SYSTEM 

Publication Classification 
(75) Inventors: Timothy Roy Block, Rochester, MN 

(US); Bob Richard Cernohous, (51) Int. Cl." ............................................. G06F 15/173 
Rochester, MN (US); John Christian (52) U.S. Cl. ... 709/225; 709/238 
Unterholzner, Rochester, MN (US) 

(57) ABSTRACT 
Correspondence Address: 
IBM CORPORATION An apparatus, program product and method utilize cluster 
ROCHESTER IP LAW DEPT. 917 data port Services within a cluster infrastructure to provide 
3605 HIGHWAY 52 NORTH reliable and efficient communications between nodes in a 
ROCHESTER, MN 55901-7829 (US) clustered computer System. The cluster data port Services 

present an abstracted transport Service that encapsulates and 
(73) Assignee: INTERNATIONAL BUSINESS manages the establishment of multiple connection paths 

MACHINES CORPORATION, between a Source node, a target node and one or more 
ARMONK, NY (US) backup nodes in Such a manner that a cluster data port is 

effectively utilized as Single data port from the perspective 
(21) Appl. No.: 10/626,086 of a user program. 

. . . . . . . . . . . PRIMARY 

SOURCE 
NODE 

A? CLUSTERING 
JANETWORK 

  

Ex.1080 / IPR2025-00916 / Page 1 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.

Ex.1080 / IPR2025-00916 / Page 1 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.



Patent Application Publication Jan. 27, 2005 Sheet 1 of 8 US 2005/0021751A1 

B - O PRIMARY 

10s, TARGET 

C 

SOURCE DATAPORTS22 14 
LA CLUSTERING 16 
JANETWORK 

22 L. L. 

18-1 | BACKUP 

12 22 SE NODE C2 
20 

FIG. 1 
16 

SYSTEM SYSTEM SYSTEM 
PROCESSOR PROCESSOR O O O PROCESSOR 

6 

26 30 26 12 
CACHE SYSTEM 

28 

MAINSTORAGE |- 32 
34 - Z 36 

FIG. 2 
WORKSTATION STORAGE I/O ADaptor CONTROLLER CONTROLLER 

N 
35 

3/ 38 39 

  

      

  

  

  

  

  

  

Ex.1080 / IPR2025-00916 / Page 2 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.

Ex.1080 / IPR2025-00916 / Page 2 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.



Patent Application Publication Jan. 27, 2005 Sheet 2 of 8 

60 

56 

US 2005/0021751A1 

58 
NCLUSTERMANAGER JOB/APP JOB/APP O O. O. JOB/APP 

54 N CLUSTERINGAP 

N LIBRARY 

50 - CLUSTER CONTROL (CCTL) || CLUSTERRESILIENT GROUP MANAGER N52 
48 51 53 

N 
CLUSTERENGINE (CLUE) 

44 - 47 

icosis co, CLSEB999GY|CUSIEEAAERTY FIG 3 SERVICES (CTS) SERVICES (CDPS) 43 
s 

N SOCKETS 1 
41 UDP 46 42 

TCP 1 
40 - s IP/PHYSICALLAYER 

DATA PORT DATA PORT 
(SOURCE NODE) (TARGET NODE) 

SEND() 100 

112 104 
IOCP IOCP DPTASK 

DPTASK 

106-- O WAIT FOR WAIT FOR 
COMPLETON COMPLETION 

O (SEND ACKS) 

108 

ROUTERTASK ROUTERTASK FIG. 5 

POST EVENT POST EVENT 
O IOCP TO IOCP 

110 102 

  

  

    

  

  

    

    

  

Ex.1080 / IPR2025-00916 / Page 3 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.

Ex.1080 / IPR2025-00916 / Page 3 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.



Patent Application Publication Jan. 27, 2005 Sheet 3 of 8 

USER INTERFACE 

CLUSTER CLIENT 

CLIENT NAME 
SEND, NOTIFY, 

UPCALL METHODS 

KNOWSA 

CLUSTER 

REGISTERCLIENT() 
UNREGISTERCLIENTO 
RECEIVEDCLIENTMSG() 
SND/RCVPROTOCOL 
REGISTERED CLIENTS 

N76 

70 

DATA PORT 

KNOWSA 
72 

DATA PORT 
INTERNAL 

CLIENT NAME 
DATA PORTATTR 
SOCKETDATA 

DATA PORT 
NETWORKHANDLER 

82 

SOCKETS 84 

TCP/IP 86 

US 2005/0021751A1 

DATA PORT ADDRESS TABLE 

REMOTE IPADDRESS, 
NODE ID PARS 

DATA PORT CALLBACKTABLE 

USER CALLBACKFUNCTIONS 
CALLBACKPARM DATA AREAS 

FIG. 4 

  

  

  

  

  

  

    

  

  

    

  

  

  

  

  

  

  

  

  

Ex.1080 / IPR2025-00916 / Page 4 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.

Ex.1080 / IPR2025-00916 / Page 4 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.



Patent Application Publication Jan. 27, 2005 Sheet 4 of 8 US 2005/0021751A1 

DATA PORT DATA PORT 
(SOURCE NODE) (TARGET NODE) 

REGISTER DATA PORT REGISTER DATA PORT 
CLIENT 120 CLIENT 

122 

CREATE DATA 
SOCKETS 124 

PORT NEGOTIATION 
NNECT 

128 
c 
N 126 
s CREATE AND BIND 
2 DATA SOCKETS 130 

ESTABLISHTCP SEND ANDRECEIVE LISTEN FORINCOMING 
CONNECTIONS SOCKET CONNECTION 

132 
ACCEPT NEW 
SOCKET 

138 
136 

2 USER DATA PROCESSINBOUND 
SEND USER DATA MESSAGE 

CO 

s 140 
CfO 

g PROCESS ACK SEND 
ACKNOWLEDGEMENT ACKNOWLEDGMENT 

144 142 

3 STOPCONNECTION 
g 146 

u CLOSE CONNECTION CLOSE CONNECTION 

148 150 

FIG. 6 

  

  

  

  

    

  

  

    

  

  

  

  

Ex.1080 / IPR2025-00916 / Page 5 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.

Ex.1080 / IPR2025-00916 / Page 5 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.



Patent Application Publication Jan. 27, 2005 Sheet 5 of 8 US 2005/0021751A1 

CTOR() 

FIG. 7 

166 

CONNECTEDTO 
(TARGET STATE) 

INITIALIZED 
(SOURCE STATE) 

170 

CONNECTING 
(SOURCE STATE) 

CONNECTO 

"s-at STOPPED CONNECTED 

SOURCE STATE)& CLOSEO (CNT=1 OR IMMED) (SOURCE STATE)/ 

RESET) CLOSE CLOSE() 35 
(CNT-1) 

  

      

  

  

    

  

Ex.1080 / IPR2025-00916 / Page 6 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.

Ex.1080 / IPR2025-00916 / Page 6 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.



Patent Application Publication Jan. 27, 2005 Sheet 6 of 8 US 2005/0021751A1 

R. SEND MESSAGE ) FIG. 8 

SELECT CONNECTION INITIATE CONNECTION 
PATH USINGLOAD SEQUENCE TO CONNECT 

| BALANCING ALGORITHM TO BACKUPTARGET NODE 
- 198 - 

PASS MESSAGE TO YES 
CONNECTION PATHFOR 

TRANSMISSION ANOTHER 
BACKUP NODE 

186 AVAILABLE 
YES 196 

ACK RECEIVED? NO 

NO YES 1AUTOSWITCH 
- ENABLED? 

190 192 NO 

DONE (OK) DONE(FAIL) 
88 194 

SOURCE NODE TARGET NODE 

USER DATA PORT SOCKET SOCKET DATA PORT USER 
SEND(M1 

STARTSEND(M1) 
RETSUCCESS 

STARTRECV() 

WAITFORCMPT() 

NACKS RCVD 
FREE(M1,RC) 

TRANSMIT 
RECORD CMPT 

TRANSMIT 

STARTRECV() 
WAITFORCMPTO 

RCVDDATA(M1,SN 

SENDACK(SNRC) 
STARTSEND(A1) 

RETSUCCESS 

FIG. 9 

    

  

  

  

  

  

Ex.1080 / IPR2025-00916 / Page 7 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.

Ex.1080 / IPR2025-00916 / Page 7 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.



Patent Application Publication Jan. 27, 2005 Sheet 7 of 8 US 2005/0021751A1 

SOURCE NODE TARGET NODE 

USER DATA PORT | | SOCKET SOCKET DATA PORT USER 

SENDM1 STARTSEND(M1) STARTRECVo 
RETSUCCESS WAITFORCMPTO 

ATTEMPTED 
TRANSMIT 

STARTSEND(M2) 
RETSUCCESS 

ATTEMPTED 
CONNSTATUS(DWN) TRANSMIT 

STARTRECV() 
-> 

WAITFORCMPTO 

NACK(M1SN). WATTO 
NACK(M2SN) 

STATUS 
CHANGE 

DETECTED) 
STARTSEND 

(OOBRESETMSG) 
RANSMT RECORDCMPT 

T A coop TRANSMIT STARTSEND(RESETACK) 
CONNSTATUS(UP) 

SEND(M1 
RETSUCCESS 

STARTSEND(M) 
TRANSMIT 

STARTRECV() 
WAITFORCMPTO 

NACKS RCVD TRANSMIT 

RECORD CMPT 
RCVDDATA(M1SN 

SENDACK(SNRC) 
STARTSEND(A1) 

RETSUCCESS 
FREE(M1,RC) 

FIG. 10 

  

  

  

  

  

  

Ex.1080 / IPR2025-00916 / Page 8 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.

Ex.1080 / IPR2025-00916 / Page 8 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.



Patent Application Publication Jan. 27, 2005 Sheet 8 of 8 US 2005/0021751A1 

SOURCE NODE TARGET NODE 

DATA PORT | SOCKET socKET DATAPORT 
STARTRECV() 

STARTSEND(M1) 
RETSUCCESS WAITFORCMPTO 

ATTEMPTED 
TRANSMIT 

-- STARTSEND(M2) 

RETSUCCESs is 
CONNSTATUS(DWN) ATTEMPTED TRANSMIT 

STARTRECV() 
WAITFORCMPTO 

3 
WAITT NACK(MSN): "T9 

NACK(M2,SN) 
a 

(NO 
CONNECTION 
STATUS 
CHANGE 

DETECTED 
ALL NACKS 
RETURNED) 

CONNECT TONEW 
TARGET NODE (CLIENT 

INITIATED OR AUTOSWITCH) BACKUP TARGET NODE 
STARTRECV() 

WAITFORCMPTO 
STARTSEND(Mi) 

TRANSMT RETSUCCESS STARTRECW RANS RECORD CMPT 
V0, |RECORDCMP. M1SN 

WAITFORCMPT() 
SENDACK(SNRC) 

STARTSEND(A1) 
TRANSMIT RETSUCCESS NACKS RCVD FREE(M1,RC) SRC 

FIG. 11 

  

  

    

  

      

    

  

  

    

  

Ex.1080 / IPR2025-00916 / Page 9 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.

Ex.1080 / IPR2025-00916 / Page 9 of 19
Intel Corporation et al v. Advanced Cluster Systems, Inc.



US 2005/0021751A1 

CLUSTER DATA PORT SERVICES FOR 
CLUSTERED COMPUTER SYSTEM 

FIELD OF THE INVENTION 

0001. The invention is generally directed to clustered 
computer Systems, and in particular, to data transfer between 
nodes in clustered computer Systems. 

BACKGROUND OF THE INVENTION 

0002 “Clustering generally refers to a computer system 
organization where multiple computers, or nodes, are net 
worked together to cooperatively perform computer taskS. 
An important aspect of a computer cluster is that all of the 
nodes in the cluster present a Single System image-that is, 
from the perspective of a user, the nodes in a cluster appear 
collectively as a Single computer, or entity. 
0.003 Clustering is often used in relatively large multi 
user computer Systems where high performance and reli 
ability are of concern. For example, clustering may be used 
to provide redundancy, or fault tolerance, So that, should any 
node in a cluster fail, the operations previously performed by 
that node will be handled by other nodes in the cluster. 
Clustering is also used to increase overall performance, 
Since multiple nodes can often handle a larger number of 
tasks in parallel than a single computer otherwise could. 
Often, load balancing can also be used to ensure that tasks 
are distributed fairly among nodes to prevent individual 
nodes from becoming overloaded and therefore maximize 
overall System performance. One Specific application of 
clustering, for example, is in providing multi-user access to 
a shared resource Such as a database or a storage device, 
Since multiple nodes can handle a comparatively large 
number of user access requests, and Since the shared 
resource is typically still available to users even upon the 
failure of any given node in the cluster. 
0004 Clusters typically handle computer tasks through 
the performance of “jobs” or “processes” within individual 
nodes. In Some instances, jobs being performed by different 
nodes cooperate with one another to handle a computer task. 
Such cooperative jobs are typically capable of communicat 
ing with one another, and are typically managed in a cluster 
using a logical entity known as a “group.” A group is 
typically assigned Some form of identifier, and each job in 
the group is tagged with that identifier to indicate its 
membership in the group. Typically, these jobs, which are 
often referred to as "members,” are resident on different 
nodes in a cluster. 

0005 Member jobs in a group typically communicate 
with one another using an ordered message-based Scheme, 
where the Specific ordering of messages Sent between group 
members is maintained So that every member SeeS messages 
Sent by other members in the same order as every other 
member, thus ensuring Synchronization between nodes. 
Requests for operations to be performed by the members of 
a group are often referred to as “protocols,” and it is 
typically through the use of one or more protocols that tasks 
are cooperatively performed by the members of a group. 
0006 Communication between programs executing on 
different nodes in a conventional clustered computer System 
is often established at a user level (from the perspective of 
the clustering infrastructure), i.e., under the direction of 
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program code that sits on top of and relies on the underlying 
Services provided by the clustering infrastructure-typically 
a program or module in an operating System or kernel, or an 
application program. Put another way, when a “user' pro 
gram Such as an application program or a kernel or operating 
System program executing on one node of a clustered 
computer System needs to transmit data to another node in 
the clustered computer System, the user program itself is 
often required to initiate the establishment of a network 
connection with the other node, as well as manage the 
transmission and reception of data over the established 
network connection. Data transfer occurs to the other node 
via the Single established network connection. 
0007 One drawback to this mechanism of data transfer in 
a clustered computer System, however, is that the user 
program itself is typically required to handle failure events, 
such as the unavailability of a node to which the user 
program is attempting to Send data. In the event of a node 
failure, for example, a user program may be required to 
redirect its data flow to a backup node by establishing a new 
network connection to the backup node. 
0008 Consistent with the overall goals of most clustered 
computer Systems, particularly those utilized in high avail 
ability applications, it is desirable for functionality Such as 
failover, load balancing and other high availability tech 
niques to be handled within the cluster infrastructure, rather 
than in user program code, thus reducing or eliminating the 
need for user program developers to specifically configure a 
user program to address clustering-related reliability and 
performance concerns. 
0009 As a result, requiring a user program to manage 
node failures in connection with communicating data 
between nodes in a clustered computer System is antithetical 
to the design goals of most clustered computer Systems. A 
need therefore exists for a manner of facilitating the reliable 
and efficient communication of data between the nodes of a 
clustered computer System with reduced reliance on Specific 
user program Support therefor. 

SUMMARY OF THE INVENTION 

0010. The invention addresses these and other problems 
asSociated with the prior art in providing an apparatus, 
program product and method that utilize cluster data port 
Services within a cluster infrastructure to provide reliable 
and efficient communications between nodes in a clustered 
computer System. In particular, cluster data port Services 
consistent with the invention present an abstracted transport 
Service that encapsulates and manages the establishment of 
multiple network connections between a Source node, a 
target node and one or more backup nodes in Such a manner 
that a cluster data port is effectively utilized as a Single data 
port from the perspective of a user program. 
0011. A cluster data port consistent with the invention 
Supports both the ability to Select among a plurality of 
connection paths between a Source node and a target node, 
and the ability to selectively switch over data flow from a 
target node to a backup target node. In Some embodiments 
consistent with the invention, the failure of a given connec 
tion path, or alternatively, the failure of a given target node, 
may be rectified by Such a cluster data port, often in a 
manner that is effectively hidden from any user programs 
that utilize the Service, or in the least, in a manner that Such 
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user programs are freed from having to be involved in 
managing the underlying communication layer protocols. 
Furthermore, in other embodiments, additional functions, 
Such as load balancing, multiple Send models, and message 
encryption, among others, may also be Supported. 
0012 Among other applications, a cluster data port con 
sistent with the invention may be used to facilitate the 
transfer of large Volumes of data between a Source node and 
Specified target nodes in a clustering environment, e.g., for 
the purpose of Supporting mirroring between production and 
copy disks, even when Such disks are installed at geographi 
cally remote locations. 
0013 These and other advantages and features, which 
characterize the invention, are Set forth in the claims 
annexed hereto and forming a further part hereof. However, 
for a better understanding of the invention, and of the 
advantages and objectives attained through its use, reference 
should be made to the Drawings, and to the accompanying 
descriptive matter, in which there is described exemplary 
embodiments of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.014 FIG. 1 is a block diagram of a clustered computer 
System consistent with the invention, and illustrating a 
cluster data port consistent with the invention. 
0.015 FIG. 2 is a block diagram of a node in the clustered 
computer system of FIG. 1. 
0016 FIG. 3 is a software layer diagram of the principal 
clustering software components utilized in the node of FIG. 
2. 

0017 FIG. 4 is an object diagram of the principal objects 
in the cluster data port services referenced in FIG. 3. 
0.018 FIG. 5 is an block diagram of a tasking model 
utilized in the cluster data port services referenced in FIG. 
3. 

0019 FIG. 6 is a flowchart illustrating the coordinated 
program flow for initializing, transmitting with, and termi 
nating the cluster data port services referenced in FIG. 3. 
0020 FIG. 7 is a state diagram for the cluster data port 
Services referenced in FIG. 3. 

0021 FIG. 8 is a flowchart illustrating the program flow 
for a Send message routine executed by the cluster data port 
Services referenced in FIG. 3. 

0022 FIG. 9 is a flowchart illustrating normal synchro 
nous message flow in the cluster data port Services refer 
enced in FIG. 3. 

0023 FIG. 10 is a flowchart illustrating message timeout 
flow resulting from a network failure in the cluster data port 
Services referenced in FIG. 3, and resulting in a Source 
node-initiated reset on a target node. 
0024 FIG. 11 is a flowchart illustrating message timeout 
flow resulting from a network failure in the cluster data port 
Services referenced in FIG. 3, and resulting in a Source 
node-initiated failover to a backup target node. 

DETAILED DESCRIPTION 

0.025 The embodiments described hereinafter utilize 
cluster data port Services within a cluster infrastructure to 
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provide an abstracted transport Service Suitable for encap 
Sulating and managing the establishment of multiple net 
work connections between a Source node, a target node and 
one or more backup nodes in Such a manner that a cluster 
data port is effectively utilized as Single data port from the 
perspective of a user program. 
0026 Turning now to the Drawings, wherein like num 
bers denote like parts throughout the several views, FIG. 1 
illustrates an exemplary clustered computer System 10 
including a plurality of nodes interconnected with one 
another in a distributed manner, e.g., a Source node 12, 
primary target node 14 and plurality of backup target nodes 
16. 

0027 AS is well known in the art, a clustering infrastruc 
ture (not shown in FIG. 1) is typically distributed among all 
Such nodes, facilitating the distributed performance of clus 
ter-related tasks, including the herein-described cluster data 
port Services. Each node of a cluster may include the same 
clustering infrastructure program code, or different nodes 
may include clustering infrastructure program code that 
differs from other nodes, So long as the program code 
collectively resident on all nodes is capable of managing 
cluster data port Services in the manner described herein. 
0028 Nodes 12, 14 and 16 are typically coupled together 
via a clustering network 18, which may include practically 
any network topology, including various configurations of 
local area networks (LANs), high Speed interconnects Such 
as Infiniband and Remote Input/Output (RIO), wide area 
networks (WANs), etc., as well as combinations thereof. It 
will also be appreciated that individual nodes 12, 14, 16 may 
be physically located in close proximity with other nodes, or 
may be geographically Separated from other nodes, as is well 
known in the art. Moreover, wide variety of interconnection 
types, network types, node types, etc., may be permitted to 
coexist with one another in an efficient and reliable manner 
in clustered computer system 10. 
0029. Additionally disposed in each node 12, 14, 16 is 
one or more network connections 20 that couple the respec 
tive node to clustering network 18 via connection paths 22. 
The network connections 20, for example, may represent 
individual network adapter cards, or different ports on the 
Same card should multiple ports be provided on a card, So 
long as each connection 20 is provided with a separate 
connection path 22 to network 18. As will become more 
apparent below, by providing multiple connection paths 22 
from a node 12, 14, 16 to network 18, multiple logical 
connections may be made between any pair of nodes, 
enabling both connection redundancy and failover (to 
recover from a failed connection), and optionally load 
balancing (to provide higher overall throughput), to be 
provided for each node in the clustered computer System. 
0030. A cluster data port consistent with the invention is 
diagrammatically represented at 24 in FIG. 1, providing 
logical communication between Source node 12 and primary 
target node 14. A cluster data port consistent with the 
invention principally Supports the ability to Selectively and 
dynamically choose among a plurality of connection paths 
22 between source node 12 and any of nodes 14, 16, as well 
as the ability to Selectively and dynamically Switch over data 
flow from primary target node 14 to a backup primary node 
16, effectively substituting the backup target node 16 as the 
new primary target node. AS Such, a cluster data port 
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consistent with the invention is often capable of Supporting 
redundancy both from the Standpoint of the connection paths 
available between the Source node and a target node, and the 
Standpoint of the nodes that are capable of Serving as target 
nodes for the data port. 
0031. Now turning to FIG. 2, an exemplary hardware 
configuration for Source node 12 in clustered computer 
system 10 is shown. It will be appreciated that nodes 14, 16 
may be Similarly configured, or may use a different hardware 
configuration. Node 12 generically represents, for example, 
any of a number of multi-user computerS Such as a network 
Server, a midrange computer, a mainframe computer, etc. 
However, it should be appreciated that the invention may be 
implemented in other computers and data processing Sys 
tems, e.g., in Single-user computerS Such as workStations, 
desktop computers, portable computers, and the like, or in 
other programmable electronic devices (e.g., incorporating 
embedded controllers and the like). 
0032. Node 12 generally includes one or more system 
processors 26 coupled to a main Storage 28 through one or 
more levels of cache memory disposed within a cache 
system 30. Furthermore, main storage 28 is coupled to a 
number of types of external devices via a System input/ 
output (I/O) bus 32 and a plurality of interface devices, e.g., 
an input/output adaptor 34, a workstation controller 35 and 
a storage controller 36, which respectively provide external 
access to one or more external networks 37, one or more 
WorkStations 38, and/or one or more Storage devices Such as 
a direct access storage device (DASD) 39. Any number of 
alternate computer architectures may be used in the alter 
native. 

0033. As shown in FIG. 3, the principal Software com 
ponents executed within each node 12 include an IP/physical 
layer component 40, a UDP component 41, a TCP compo 
nent 42, a Sockets component 43, a cluster communications 
(CC) component 44, a cluster topology services (CTS) 
component 46, a cluster data port services (CDPS) compo 
nent 47, a cluster engine (CLUE) component 48, a cluster 
control (CCTL) component 50 (within which is resident a 
cluster information object (CIO) 51), a cluster resilient 
group manager component 52 (within which is resident one 
or more resilient group objects (RGOs) 53), a library com 
ponent 54, a clustering API component 56, and a plurality of 
jobS/applications 58, including a cluster manager application 
60. 

0034 Generally, IP/physical layer component 40 pro 
vides an industry Standard communications Stack and physi 
cal interface with a network. UDP and TCP components 41 
and 42 provide the UDP and TCP packet transmission 
protocols, respectively, and Sockets component 43 provides 
sockets support over TCP. 
0.035 CC component 44 provides support for reliable 
multicast clustering communication Services, while CTS 
component 46 monitors the network topology of a clustered 
computer System, and Stores information Such as the layout 
of nodes, the Specifications of network interconnects 
between nodes, the geographical locations of nodes, and 
node status information. CDPS component 47 provides 
Support for cluster data ports consistent with the invention, 
and is described in greater detail below. 
0036) CLUE component 48 provides a distributed 
ordered group messaging Service. CCTL component 50 
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manages the configuration and activation of clustering on a 
node, typically Supporting various cluster initialization and 
node management operations Suitable for managing a clus 
tered environment. A CIO 51 is replicated on each node of 
a cluster to provide a dynamic and consistent cluster registry 
where each node has a consistent and local copy of all 
necessary cluster Setup and Status information for the cluster. 
Cluster resilient group manager component 52 Synchro 
nously maintains copies of group membership Status infor 
mation across the cluster, which are stored in RGOS 53. 

0037 Library component 54 provides other support ser 
vices for a cluster. Clustering API component 56 provides 
the external interface to the underlying clustering function 
ality via jobS/applications 58. Cluster manager application 
60 that provides the user interface whereby a user such as a 
Systems administrator can manage clustering operations in 
the System. 

0038. In the illustrated embodiment, jobs/applications 58 
are resident within the operating System and/or kernel of a 
node, while user-level applications and jobs are not permit 
ted to access the cluster data port Services directly. In other 
embodiments, however, user-level applications and jobs 
may be permitted to acceSS cluster data port Services con 
sistent with the invention. 

0039 The discussion hereinafter will focus on the spe 
cific routines and data Structures utilized to implement the 
above-described cluster data port Services. The routines 
executed to implement the embodiments of the invention, 
whether implemented as part of an operating System or a 
Specific application, component, program, object, module or 
Sequence of instructions, will also be referred to herein as 
“computer program code,” or simply "program code.” The 
computer program code typically comprises one or more 
instructions that are resident at various times in various 
memory and Storage devices in a computer, and that, when 
read and executed by one or more processors in a computer, 
cause that computer to perform the Steps necessary to 
execute Steps or elements embodying the various aspects of 
the invention. Moreover, while the invention has and here 
inafter will be described in the context of fully functioning 
computers and computer Systems, those skilled in the art will 
appreciate that the various embodiments of the invention are 
capable of being distributed as a program product in a 
variety of forms, and that the invention applies equally 
regardless of the particular type of Signal bearing media used 
to actually carry out the distribution. Examples of Signal 
bearing media include but are not limited to recordable type 
media Such as volatile and nonvolatile memory devices, 
floppy and other removable disks, hard disk drives, optical 
disks (e.g., CD-ROMs, DVDs, etc.), among others, and 
transmission type media Such as digital and analog commu 
nication linkS. 

0040. In addition, various program code described here 
inafter may be identified based upon the application or 
Software component within which it is implemented in a 
specific embodiment of the invention. However, it should be 
appreciated that any particular program nomenclature that 
follows is used merely for convenience, and thus the inven 
tion should not be limited to use Solely in any specific 
application identified and/or implied by Such nomenclature. 
Furthermore, given the typically endleSS number of manners 
in which computer programs may be organized into routines, 
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procedures, methods, modules, objects, and the like, as well 
as the various manners in which program functionality may 
be allocated among various Software layers that are resident 
within a typical computer (e.g., operating Systems, libraries, 
APIs, applications, applets, etc.), it should be appreciated 
that the invention is not limited to the Specific organization 
and allocation of program functionality described herein. 

0041 Those skilled in the art will recognize that the 
exemplary environment illustrated in FIGS. 1-3 is not 
intended to limit the present invention. Indeed, those skilled 
in the art will recognize that other alternative hardware 
and/or Software environments may be used without depart 
ing from the Scope of the invention. 
0.042 A specific implementation of cluster data port 
Services utilized in the clustered computer System described 
above in connection with FIGS. 1-3 is further illustrated in 
FIGS. 4-11. This implementation may be used, for example, 
to provide a clustering Service to transfer large Volumes of 
data between a Source node and one of N Specified target 
nodes in a clustering environment. In this implementation, a 
target node is considered Switchable, depending on its 
availability in the cluster, and may also be remote (i.e., 
kilometers vs. meters from the Source node). 
0043. As noted above, conventional clustering environ 
ments often rely on application or operating System code to 
control a single logical or TCP connection to a target node 
to handle the traffic in total. Unavailability of the target node 
requires the Source node application code to redirect its data 
flow by establishing a new logical or TCP connection to a 
new target node. 

0044) The cluster data port services described hereinafter, 
on the other hand, provide an abstracted transport Service 
that encapsulates and manages the establishment of multiple 
logical or TCP connections to a designated target node with 
designated backup target nodes, which appears to the user 
(i.e., an operating System or kernel component) like a single 
data port or data pipe. Throughput is enhanced by data port 
Services that enable workload balancing of traffic acroSS 
multiple logical or TCP connections to a target node. Where 
a target node's availability becomes Suspect as detected by 
cluster Services or network Services, thus indicating a poten 
tial inability of the Source node to communicate with the 
target node, cluster data port Services accommodate a 
Switchover of the data flow to a backup target node under the 
Same data port without operating System or application code 
involvement in communication layer protocols, or option 
ally without even notifying Such node in Some implemen 
tations. 

004.5 The hereinafter-described cluster data port services 
may also be configured to provide Synchronous and asyn 
chronous caller Send models, as well as Support message 
encryption. AS Such, the herein-described Services may be 
used to provide a general messaging Service that allows a 
variety of operating System or kernel components to make 
use of the Services in a clustered environment. 

0046. In the illustrated embodiment, each node in the 
clustered computer System is implemented as an eServer 
iSeries midrange computer from International BusineSS 
Machines Corporation. The cluster data port Services imple 
mented therein may be used in Such an environment to 
Support remote mirroring of Storage devices Such as inde 
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pendent auxiliary Storage pools (IASPs), referred to herein 
as remote IASP support. With remote IASP support, an 
administrator may be permitted to configure an IASP on a 
remote system that is to be a logical mirror of an IASP on 
a local system (the former of which may be referred to as a 
copy disk, and the latter of which may be referred to as a 
production disk). The IASP is initially copied remotely and 
then kept in Sync optionally via Synchronous or asynchro 
nous mirroring operations. Systems are remote to provide 
Site disaster protection. 

0047 Cluster data port services as described herein may 
be used to Support the transfer of mirroring data between an 
IASP on a local System (Source node) and one or more 
IASPS on remote Systems (target nodes). In addition, the 
IASPs may be configured as Switchable DASDs between 
multiple nodes. AS part of a typical mirroring topology, for 
example, multiple Source nodes may “share' a Switchable 
DASD for backup, while multiple target nodes may likewise 
share another Switchable DASD that functions as a mirror 
ing target. 

0048. As noted above, the cluster port data services are 
available to operating System or kernel users only, e.g., 
components resident in the System licensed internal code 
(SLIC) of an iSeries computer. Such users are typically 
required to register a component unique client name and an 
associated Set of callback functions (which reference the 
client name) on each cluster node desired to serve as a 
Source or target destination. Registration may need to be 
deferred until the cluster is operational. 
0049. In the illustrated implementation, user send 
requests are load balanced by the cluster data port Services 
across available defined IP address paths to the currently 
Specified target node. The user is typically responsible to 
provide and persist any destination node ID and IP address 
information defining desired data transmission paths. The 
user may also control Suspension of traffic and redirection of 
data paths to a new destination node if desired. Notifications 
flow back to the user via the user provided callback func 
tions. 

0050 While the cluster data port services are typically 
optimized for high throughput traffic flow from Source to 
target, a Single data port instance may also Support target to 
Source message sends, and as Such, caller traffic need not be 
confined to unidirectional traffic from Source to target. 
0051. The cluster data port services may rely on sockets 
asynchronous I/O completion ports (IOCPs) to minimize the 
number of tasks required to Support the Service, given the 
potential for multiple logical or TCP connections being 
established between nodes. The services may also provide 
the Structure to Support asynchronous Sends, receive call 
backs, and improve efficiency for load balancing Sends 
acroSS multiple TCP connections. Enhanced Socket Support 
coupled with cluster data port Services may also insure that 
ordered message delivery is maintained in Spite of load 
balanced messaging acroSS multiple connections Simulta 
neously. 

0052 Flow control may be handled by a sockets layer 
Such that the caller is not required to perform retries. The 
caller is, however, typically required to ensure that unlimited 
Sends do not occur during flow control enabled periods. 
Some monitor/throttle capability desirably is provided on 
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the caller Side. The caller may optionally request notification 
of flow control Status changes, e.g., by Setting a flow control 
attribute flag. Notification may be made via caller provided 
flow control callback. A caller may use this notification to 
Start/stop resource monitoring to ensure unlimited Sends do 
not occur when flow control is enabled. With this model, 
Sends are typically not rejected back to the caller, but are 
queued, and eventually handled by the layers below. This 
implies data port level buffering during traffic Suspension for 
“Switchover of destination nodes to give a consistent look 
to the flow control mechanism. 

0053. Multiple tasks may attempt connects and sends to 
a common data port handle. The connects may be use 
counted to ensure all tasks are finished with the data port 
when closing (i.e., a duplicate connect will bump the use 
count, thereby requiring multiple closes if doing controlled 
closes). The sends from multiple tasks may be ordered only 
with respect to the individual Sending tasks upon delivery on 
the target node. 
0.054 The cluster data port and socket services on a target 
node typically insure ordered message delivery with respect 
to Single Sending tasks. Caller level asynchronous Send and 
Synchronous Send models may be Supported. 

0055. In the illustrated implementation, the interface for 
SLIC components or users is desirably provided as method 
calls on a cluster data port object that the user is considered 
to "own.” The object may be constructed on a register call, 
and destructed on an unregister call. 
0056. It is desirable for the herein-described cluster data 
port Services implementation to provide the following capa 
bilities: a high-throughput reliable ordered messaging Ser 
Vice (e.g., a throughput of at least 1 GB per minute for an IP 
connection); load balancing across multiple (e.g., 4 or more) 
connection paths to a target node, Support for multiple target 
nodes under Single data port instance, allowing a user to 
“switch over” a destination node, only one of which is active 
at a time, Synchronous and asynchronous Send models, flow 
control notification; error notification for cluster events on 
Source/target nodes and data port connection paths, message 
encryption; concurrent Send task Support, and bi-directional 
message flow. It will be appreciated, however, that different 
capabilities and combinations of functions may be Supported 
in different implementations of cluster data port Services 
consistent with the invention. 

0057 Now turning to FIG. 4, an object diagram of the 
principal objects in the cluster data port Services implemen 
tation discussed herein, is further illustrated. In particular, a 
data port object or instance 70 is created via a user interface 
by a SLIC component or other user application whenever it 
is desired to communicate data between a Source node and 
a target node using cluster data port Services. A data port 
internal object 72 is created by, and is known by, a data port 
object 70, and includes information Such as client names, 
data port attributes and socket data. Object 72 is typically 
created during the creation of an associated data port object 
70, with the created data port object 70 including a handle 
to the data port internal object 72. It is also within data port 
internal object 72 that failover of a node may be imple 
mented. 

0.058 Data port internal object 72 has a cluster client 
object 74, which Stores information Such as a client name, as 
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well as various callback methods Such as Send, notify and 
upcall methods, which may be used to communicate with the 
client. Cluster client object 74 is additionally registered with 
the clustering infrastructure, and as a result includes a handle 
to a cluster object 76. Cluster object 76 includes various 
methods and data, Such as registerclient(), unregisterclient( 
), and receivedclientimsg( ) methods, as well as a send/ 
receive protocol and a list of registered clients. It is through 
the interaction between objects 74 and 76 that the data port 
is tied into the clustering environment. By doing So, activi 
ties Such as notifying the data port of the failure of a node, 
communication link, cluster process (job), etc., may be 
initiated via these objects. 
0059 Data port internal object 72 also has a data port 
address table 78, which stores remote IP address, node ID 
pairs relating to the available IP addresses through which a 
particular node (identified by the node ID) is coupled to the 
clustering network. In addition, data port internal object 72 
also has a data port callback table 80 that identifies the user 
callback functions, and parameter data areas therefor, for 
various functions that may be registered with the data port 
by the user to be called when various events occur on the 
data port. For example, a user may desire to be notified 
whenever a data transmission error occurs. By registering an 
appropriate callback method on the user, the occurrence of 
a data error may result in execution of the callback function 
to notify the user of the error. 
0060 Additional objects and services utilized by the 
cluster data port Services include a data port network handler 
82, sockets component 84, and TCP/IP stack 86. Network 
handler 82 provides the network interface for a data port, 
and may additionally implement various functions Such as 
load balancing between multiple IP addresses, as well as 
re-Sending data after a node failover. Sockets component 84 
and TCP/IP stack 86 handle Sockets and TCP/IP communi 
cation, respectively. 
0061. It will be appreciated that alternate object archi 
tectures may be utilized for cluster data port Services con 
sistent with the invention. 

0062 Next, FIG. 5 illustrates a tasking model utilized in 
the cluster port data services described herein. FIG. 5, in 
particular, illustrates the tasks executing on both a Source 
node and a target node to implement the data port function 
ality described herein. From a Source node Side, a plurality 
of user tasks 100 may be supported to send data to be 
transmitted over a data port. It will be appreciated that a user 
can Send data for multiple tasks. Flow controlled Sends, 
initiated by tasks 100, are sent under router tasks (not shown 
in FIG. 5) by the TCP/IP stack. 
0063. From the target node side, the send messages sent 
from a Source are received by a router task 102, which posts 
events to an I/O completion port (IOCP) queue 104 in the 
Sockets. Such events are diagrammatically illustrated at 106, 
and are processed by one or more data port tasks 108 which 
are configured to wait for I/O or “record” completions. Tasks 
108 may also send acknowledgments, if appropriate, again 
utilizing flow controlled Send messages under router tasks 
by a TCP stack in the target node (not shown in FIG. 5). 
Such acknowledgments, as well as any Send data Sent from 
a target node to a Source node, are received by a router task 
110 in the source node. A complementary IOCP queue 112 
in the Source node is used to receive events 114 posted by 
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task 110. A data port task 116 processes such events as they 
are received on the queue. Moreover, typically in response 
to an acknowledgment to a previous Send, task 116 will also 
execute a callback routine to the user task to notify the user 
task of completion of the Sent message. 
0064 FIG. 6 next illustrates the coordinated flow 
between Source and target nodes in initializing, transmitting 
data over, and terminating a cluster data port consistent with 
the invention. As shown for example at blocks 120 and 122, 
typically a client (or user) is registered with a data port 
asynchronously upon each of the Source and target nodes. 
Sometime thereafter, one or more data Sockets are created on 
the Source node in block 124. Next, when it is desirable to 
establish a connection between the Source and target nodes, 
a cluster messaging protocol is performed in blockS 126 and 
128, with port negotiation and address eXchange performed 
between the nodes. Next, in block 130, the target node 
creates and binds the data Sockets on the target node. Logical 
or TCP connections are then established in block 132 by 
communicating one or more Send and receive Sockets from 
the Source node to the target node. The target node listens for 
incoming connections in block 134. AS each Send and 
receive Socket is communicated by the Source node, the new 
socket is accepted in block 136, whereby control returns to 
block 134 to listen for additional incoming connections. 
Once all TCP connections have been passed to the target 
node by the Source node, one or more connection paths are 
established between the Source and target nodes. AS will be 
described below, if multiple connection paths are established 
between the Source and target nodes, a load balancing 
algorithm may be utilized in the Source node to distribute 
message traffic between the multiple connection paths. 
0065. Sometime thereafter, whenever it is desirable to 
Send user data from the Source node to the target node, the 
Source node executes a send user data block 138, which 
passes user data to the target node in the form of a message. 
This inbound message is processed in block 140 as appro 
priate, and typically results in the transmission of an 
acknowledgment (ACK) in block 142. The acknowledgment 
transmitted by the target node is returned to the Source node 
and processed in block 144. Generally, each message that is 
transmitted by the Source node to the target node is handled 
in a similar manner, as shown in connection with blockS 
138-144. 

0.066 To implement a termination of a data port, a source 
node may issue a stop connection command in block 146 
which halts, from the perspective of the Source node, further 
communication over the data port. The data port remains 
active, however, until the Source node closes the connection 
in block 148. Likewise, a target node may independently 
close a connection, as shown in block 150. 

0067 FIG. 7 next illustrates one suitable state diagram 
for use in cluster data port Services consistent with the 
invention. The State diagram in many respects follows the 
Sequence of operations discussed above in connection with 
FIG. 6. Also illustrated in the figure are a number of user 
application interfaces that may be Supported by cluster data 
port Services consistent with the invention. It will be appre 
ciated, however, that a wide variety of other interfaces may 
be Supported consistent with the invention. 
0068. As shown in FIG. 7, a data port initially enters an 
IDLE state 160 in response to creation of the data port, e.g., 
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via a constructor method (ctor()) executed during creation 
of a data port object. During creation, a creator may specify 
parameterS Such as IP addresses to be associated with the 
data port, a list of primary and backup target nodes, and a 
backup order or algorithm. Destruction of the data port 
object, e.g., via calling a destructor method (dtor()), tran 
sitions the data port to a DESTRUCTED state 162, whereby 
the data port is ultimately collected by the System. 
0069. The data port is transitioned from IDLE state 160 
to a REGISTERED state 164 in response to a registerdpcli 
ent() method, which is utilized to register a user with a data 
port. AS noted above, in connection with registering with a 
data port, a client may provide information Such as a list of 
callback methods that may be invoked to receive events 
from the data port. Other manners of notifying a client of the 
activities of a data port may be used in the alternative. 
0070 From the perspective of a target node, a data port 
may transition to a CONNECTEDTO state 166 in response 
to a connectreq() method that is executed when a Source 
node attempts to connect to the target node. If the connection 
is closed, a cloSeconnect() method may be called to return 
the data port to the REGISTERED state 164. 
0071. From the perspective of a source node, the node 
transitions from the REGISTERED state 164 to an INI 
TIALIZED state 168 in response to an initialize() method. 
The initialize() method may be used, for example, to set up 
address tables in a created data port instance. Once initial 
ized, the data port transitions from state 168 to CONNECT 
ING state 170 in response to a connect() method that 
initiates the aforementioned cluster messaging protocol to 
eXchange Sockets between the Source and target nodes. Once 
the connection process is complete, a connectcompleteo 
method is called, transitioning the data port to a CON 
NECTED state 172. Once in the CONNECTED state, addi 
tional connections may be initiated, e.g., to permit multiple 
user tasks to utilize the data port. Such additional connection 
requests, however, do not result in the transition of the data 
port from state 172. In addition, when in the CONNECTED 
State, the data port is configured to receive and Send mes 
Sages in the manner described herein. 
0072 A data port may transition from the CONNECTED 
State to a STOPPED state 174 in a number of different 
manners. For example, an explicit stop() method may be 
called to transition to state 174. On the other hand, connec 
tions may be closed using a close() method. If multiple 
connections are active (i.e., CNTZ1), the close() method 
will not result in a transition out of state 172. However, if a 
closed.() method is called with only one connection existing, 
or if an immediate closing of the data port is requested, a 
transition will occur to STOPPED state 174. The data port 
may also transition from state 174 back to state 172 in 
response to a reset() method. Otherwise, the data port may 
transition back to CONNECTING State 170 if a new con 
nect() method is called on the data port when in state 174. 
Moreover, if an attempt is made to close the data port using 
a close() method, and where the number of connections is 
one, or an immediate close is Specified, a transition back to 
INTIALIZED state 168 is made. Otherwise, if a close() 
method is called when in STOPPED state 174, but the 
number of connections is greater than one, the data port 
remains in state 174. 

0073. It should be appreciated that data may be commu 
nicated between Source and target nodes in a cluster data 
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port via the use of messages, or via other data formats. 
Moreover, the messages communicated between a Source 
node and a target node may take any number of different 
forms, and may include, for example, pre-defined headers 
that define the format of Such messages. Where message 
reordering is possible in a given communications Scenario, 
it may be desirable, for example, to include Sequence 
numbers within the message headers to ensure that Such 
messages may be reconstituted at a target node. One Suitable 
header format and Sequencing protocol is described, for 
example, in U.S. patent application Ser. No. 10/422,680, 
filed Apr. 24, 2003 by Timothy R. Block et al., which is 
assigned to the ASSignee of the present invention, and which 
is incorporated by reference herein. 

0.074 The transmission of a message from a source node 
to a target node is further illustrated by a Send message 
routine 180 in FIG. 8. Routine 180 executes on a Source 
node data port, or may be executed by a target node data port 
should the target node communicate data to a Source node. 
0075 Routine 180 begins in block 182 by selecting a 
connection path using a load balancing algorithm, if mul 
tiple Such connection paths have been established between 
the Source and target nodes. Various load balancing algo 
rithms may be utilized, e.g., a round robin Selection of 
connection paths, or in the alternative, alternative load 
balancing algorithms. Such as having Sockets contact the data 
port when a connection path has no work to do and using that 
connection path for the next transmission. Other load bal 
ancing algorithms known in the art may also be used in the 
alternative. 

0.076 Once a connection path is selected, the message is 
then passed to the Selected connection path for transmission 
in block 184. Thereafter, control passes to block 186 to 
determine if an acknowledgment has been received from the 
target node. If so, control passes to block 188, whereby 
transmission of the message is complete. In addition, an 
“OK” status may be returned to the user. 
0.077 Returning to block 186, if no acknowledgment has 
yet been received, control passes to block 190 to determine 
whether the message has timed out, i.e., an acknowledgment 
has not been received in the predetermined period of time. 
If the message has not yet timed out, block 190 returns 
control to block 186. However, if no acknowledgment has 
been received within a predetermined period of time, block 
190 passes control to block 192 to determine whether an 
“autoSwitch' mode is enabled. 

0078 Autoswitch refers to the capability to automatically 
failover to a backup node upon detection of a failure in a 
target node, without Specific initiation by a client or user. AS 
such, if autoswitch mode is not enabled, block 192 passes 
control to block 194 to terminate routine 180 and to return 
a “FAIL Status to a client. In Such instances, it is typically 
incumbent for the client to initiate the failover to a backup 
node. 

0079 If, on the other hand, autoswitch mode is enabled, 
block 192 passes control to block 196 to determine whether 
another backup node is available. If no Such backup node is 
available, control passes to block 194, terminating routine 
180 with a “FAIL' status. Otherwise, control passes to block 
198 to initiate a connection Sequence to connect the Source 
node to a backup target node, e.g., using the same protocol 
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discussed above in connection with FIG. 6. Once the 
connection Sequence is complete, control passes to block 
182 to select a new connection path from those established 
for the new target node using the aforementioned load 
balancing algorithm. Transmission of the message using the 
Selected connection path then proceeds in the manner 
describe above. 

0080. It will be appreciated that, in some implementa 
tions consistent with the invention, block 192 may be 
omitted. In Some of Such implementations, automated 
failover may always require user initiation, while in other 
implementations, the automated failover may occur in a 
manner that is effectively hidden from the user. 
0081. As noted above, both synchronous and asynchro 
nous messaging formats may be Supported. FIG. 9, for 
example, illustrates the normal Send message flow that may 
occur in a Synchronous mode when transmitting between a 
Source node and a target node. Within each node, the 
function calls made by each of a user, data port, and Socket 
are illustrated. The flow illustrated in FIG. 9 is synchronous 
from the Standpoint that the user on the target Side Sends 
acknowledgments, which may be advantageous for Storage 
management applications where Synchronous messaging is 
desired. It should be noted, however, that from the perspec 
tive of a data port, the messaging is not synchronous in 
nature. 

0082. As shown in FIG. 9, initiation of the communica 
tion of an exemplary message M1 from the Source node to 
the target node occurs via a send (M1) call from the user to 
the data port on the Source node. As a result of this call, the 
data port passes a startsend(M1) call to the Socket on the 
Source node. Thereafter, the data port returns a “SUCCESS' 
Status to the user, indicating the message has been Sent. 
0083. In addition, at sometime prior, the data port on the 
target node has initialized the Socket to receive communi 
cations from the Source node, via StartrecV() and waitforc 
mpt() calls to the Socket. 
0084. Sometime thereafter, message M1 is transmitted 
between the Sockets on the Source and target nodes. Upon 
receipt of the message, the Socket reports to the data port of 
the target node that the record is complete (i.e., the message 
has been received and stored in a record of an IOCP queue). 
The data port notifies the user on the target node that Such 
data has been received via a callback function revddata(M1, 
SN), where SN is the sequence number of the message. The 
user then processes the received message, and initiates the 
communication of an acknowledgment to the Source node 
via a sendack(SN.RC) call to the data port, with RC storing 
a return code appropriate for the message. The data port then 
initiates the transmission of an acknowledgment A1 to the 
Source node via a startsend(A1) call. The data port also 
returns a “SUCCESS' status to the target node user. There 
after, the Sockets on the Source and target nodes cooperate to 
transmit the acknowledgment to the Source node. In addi 
tion, prior to Such transmission, the data port on the Source 
node has initialized the Socket to receive an acknowledg 
ment via StartrecV() and waitforcmpt() calls to the Socket. 
0085. Once the acknowledgment is received by the 
Socket, the Socket notifies the data port that N acknowledg 
ments have been received (to account for the possibility that 
multiple acknowledgments may be received). In response to 
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Such notification, the data port issues a callback function to 
the user to free the buffer allocated for the message M1, and 
to forward the return code RC generated by the target node. 

0.086. In an asynchronous mode, a similar flow occurs, 
however, the data port on the target node Sends an acknowl 
edgment to the Source node upon notification of a 
“RECORD COMPLETE status from the socket, rather than 
requiring the user to initiate the transmission of an acknowl 
edgment. In Still another alternative mode, an acknowledg 
ment may be sent to a Source node user once transmission of 
a message is complete. 

0.087 FIG. 10 next illustrates an exemplary message 
timeout flow resulting from a network failure in the clus 
tered data port Services, and which results in a Source 
node-initiated reset on a target node. In particular, FIG. 10 
illustrates a user attempting to Send two messages, M1 and 
M2, but resulting in a wait timeout being reported by the 
Source node Socket after no acknowledgment is received in 
an appropriate period of time. As a result of this timeout, the 
data port on the Source node reports a non-acknowledgment 
for each of messages M1 and M2 back to the user on the 
Source node via nack() calls to the user. In addition, prior to 
Sending the non-acknowledgments, the data port on the 
Source node makes a connstatus(dwin) call to the user to 
notify the user or client that all subsequent sends will be 
immediately failed back, and that all prior Sends will even 
tually be non-acknowledged. No further sends are then 
accepted until after receipt of a connection “up' Status. 

0088. Sometime thereafter, a connection status change is 
detected by the Source node. To recover the connection to the 
target node, a startsend(OOB reset msg) call is made by the 
data port to the Socket, resulting in the transmission of a reset 
message to the target node. As a result of this message, the 
Socket on the target node reports to the data node the 
reception of a complete record on the IOCP queue. The data 
port on the target node, detecting a reset message in the 
received record, issues a reset to the Socket of the target 
node, and then initiates the transmission of a reset acknowl 
edgment via a startsend(reset ACK) call to the Socket. The 
Socket thereafter transmits the reset acknowledgment to the 
Source node, which results in the reception of the acknowl 
edgment reported to the data port via a “RECORD COM 
PLETE' indication by the socket in the source node. The 
data port then reports that the connection Step has now been 
re-established via a connstatus(up) call to the user. With the 
connection re-established, the user then initiates a resend of 
message M1, which is handled Successfully in the manner 
described above in connection with FIG. 9. Note that the 
re-transmission of message M2 occurs in a similar manner, 
but is not shown separately in FIG. 10. 

0089 FIG. 11 next illustrates a message timeout flow 
resulting from a network failure in the cluster data port 
Services, and resulting in a Source node-initiated failover to 
a backup target node. As with the flow of FIG. 10, attempts 
are made by the Source node to Send messageS M1 and M2, 
and after a timeout due to failed attempts to transmit, 
non-acknowledgment calls are made to the user by the data 
port. Thereafter, assuming that no connection Status change 
is detected, and all non-acknowledgments have been 
returned, the Source node may initiate a connection to a new 
target node. As described above in connection with FIG. 8, 
Such connection may be initiated by the user or client, e.g., 
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after notifying the user that the target node has failed, or 
alternatively, via autoswitch where the failover is initiated in 
the data port itself. Once the new connection to the replace 
ment target node is made, messageS M1 and M2 are re-sent, 
but are transmitted to the backup target node, rather than the 
original primary target. 

0090. It will be appreciated that different message flows 
may be utilized in different embodiments consistent with the 
invention. Moreover, it will be appreciated that implemen 
tation of the aforementioned cluster data port Services func 
tionality in a cluster infrastructure would be well within the 
ability of one of ordinary skill in the art having the benefit 
of the instant disclosure. 

0091 Various additional modifications may be made to 
the herein-described embodiments without departing from 
the Spirit and Scope of the invention. Therefore, the inven 
tion lies in the claims hereinafter appended. 

What is claimed is: 
1. A method of communicating between a Source and a 

target node in a clustered computer System, the method 
comprising: 

establishing a cluster data port between the Source node 
and a target node, the cluster data port configured to 
Select among a plurality of connection paths between 
the Source node and the target node, and to Selectively 
Switch over data flow from the target node to a backup 
target node, and 

communicating data from the Source node to the target 
node using the cluster data port. 

2. The method of claim 1, wherein establishing the cluster 
data port includes establishing a plurality of logical connec 
tions between the Source node and the target node, each 
logical connection configured to communicate data over a 
connection path among the plurality of connection paths. 

3. The method of claim 2, wherein establishing the cluster 
data port includes exchanging between the Source and target 
nodes network addresses associated with at least one of the 
Source and target nodes. 

4. The method of claim 2, wherein establishing the cluster 
data port includes registering a client that is resident on the 
Source node with the cluster data port. 

5. The method of claim 4, wherein registering the client 
comprises identifying to the data cluster port at least one 
callback function associated with the client, wherein the 
cluster data port is configured to notify the client of a data 
port event by calling the callback function. 

6. The method of claim 1, wherein communicating data 
from the Source node to the target node includes performing 
load balancing in the cluster data port to distribute the data 
among the plurality of connection paths. 

7. The method of claim 1, wherein each connection path 
comprises a TCP connection. 

8. The method of claim 1, wherein the cluster data port is 
configured to communicate data between the Source and 
target nodes according to a messaging protocol Selected 
from the group consisting of an asynchronous messaging 
protocol and a Synchronous messaging protocol. 

9. The method of claim 1, further comprising, with the 
cluster data port, Switching data flow from the target node to 
a backup target node in response to an inability to commu 
nicate with the target node. 
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10. The method of claim 9, wherein Switching data flow 
from the target node to the backup target node includes 
establishing a logical connection between the Source node 
and the backup target node. 

11. The method of claim 9, further comprising notifying 
a client of the cluster data port service of the inability to 
communicate with the target node, wherein Switching data 
flow from the target node to a backup node is performed in 
response to initiation of a cluster data port failover by the 
client. 

12. The method of claim 9, wherein Switching data flow 
from the target node to a backup node is initiated by the 
cluster data port. 

13. The method of claim 1, further comprising, with the 
cluster data port, resetting a logical connection between the 
Source node and the target node in response to an inability 
to communicate with the target node. 

14. The method of claim 1, further comprising commu 
nicating data from the target node to the Source node using 
the cluster data port. 

15. The method of claim 1, wherein the target node is 
remote from the Source node, and wherein communicating 
data from the Source node to the target node includes 
communicating mirror data to Support remote mirroring 
between the Source and target nodes. 

16. An apparatus, comprising: 
a memory; 

at least one processor, and 
program code resident in the memory and configured for 

execution on the at least one processor to implement a 
cluster data port for a clustered computer System of the 
type including a plurality of nodes, the cluster data port 
configured to Support communication between a Source 
node and a target node among the plurality of nodes, the 
cluster data port further configured to Select among a 
plurality of connection paths between the Source node 
and the target node, and to Selectively Switch Over data 
flow from the target node to a backup target node. 

17. The apparatus of claim 16, wherein the cluster data 
port is configured to establish a plurality of logical connec 
tions between the Source node and the target node, each 
logical connection configured to communicate data over a 
connection path among the plurality of connection paths. 

18. The apparatus of claim 17, wherein the cluster data 
port is configured to exchange between the Source and target 
nodes network addresses associated with at least one of the 
Source and target nodes. 

19. The apparatus of claim 17, wherein the cluster data 
port is configured to register a client that is resident on the 
Source node. 

20. The apparatus of claim 19, wherein the cluster data 
port is configured to receive from the client at least one 
callback function associated with the client during registra 
tion of the client, wherein the cluster data port is configured 
to notify the client of a data port event by calling the callback 
function. 

21. The apparatus of claim 16, wherein the cluster data 
port is configured to load balance data communicated 
between the Source and target nodes to distribute the data 
among the plurality of connection paths. 

22. The apparatus of claim 16, wherein each connection 
path comprises a TCP connection. 
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23. The apparatus of claim 16, wherein the cluster data 
port is configured to communicate data between the Source 
and target nodes according to a messaging protocol Selected 
from the group consisting of an asynchronous messaging 
protocol and a Synchronous messaging protocol. 

24. The apparatus of claim 16, wherein the cluster data 
port is configured to Switch data flow from the target node 
to a backup target node in response to an inability to 
communicate with the target node. 

25. The apparatus of claim 24, wherein the cluster data 
port is configured to Switch data flow from the target node 
to the backup target node by establishing a logical connec 
tion between the Source node and the backup target node. 

26. The apparatus of claim 24, wherein the cluster data 
port is further configured to notify a client of the cluster data 
port of the inability to communicate with the target node, 
and wherein the cluster data port is configured to Switch data 
flow from the target node to a backup node in response to 
initiation of a cluster data port failover by the client. 

27. The apparatus of claim 24, wherein the cluster data 
port is configured to initiate the Switch of data flow from the 
target node to a backup node. 

28. The apparatus of claim 16, wherein the cluster data 
port is configured to reset a logical connection between the 
Source node and the target node in response to an inability 
to communicate with the target node. 

29. The apparatus of claim 16, wherein the cluster data 
port is configured to Support bidirectional communication 
between the Source and target nodes. 

30. The apparatus of claim 16, wherein the target node is 
remote from the Source node, and wherein the cluster data 
port is configured to communicate mirror data from the 
Source node to the target node to Support remote mirroring 
between the Source and target nodes. 

31. A clustered computer System, comprising: 
a plurality of nodes, and 
a cluster data port resident on at least one of the plurality 

of nodes and configured to Support communication 
between a Source node and a target node among the 
plurality of nodes, the cluster data port configured to 
Select among a plurality of connection paths between 
the Source node and the target node, and to Selectively 
Switch over data flow from the target node to a backup 
target node. 

32. The clustered computer system of claim 31, wherein 
the cluster data port is configured to Select among the 
plurality of connection paths using a load balancing algo 
rithm. 

33. The clustered computer system of claim 31, wherein 
the cluster data port is configured to Switch over data flow 
from the target node to the backup target node in response 
to an inability of the Source node to communicate with the 
target node. 

34. The clustered computer system of claim 31, wherein 
the target node is remote from the Source node, and wherein 
the cluster data port is configured to communicate mirror 
data from the Source node to the target node to Support 
remote mirroring between the Source and target nodes. 

35. A program product, comprising: 
program code configured to implement a cluster data port 

for a clustered computer System of the type including a 
plurality of nodes, the cluster data port configured to 
Support communication between a Source node and a 
target node among the plurality of nodes, the cluster 
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data port further configured to Select among a plurality 36. The program product of claim 35, wherein the signal 
of connection paths between the Source node and the bearing medium includes at least one of a recordable and a 
target node, and to Selectively Switch over data flow transmission medium. 
from the target node to a backup target node, and 

a signal bearing medium bearing the program code. k . . . . 
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