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Abstract

Techniques for wrapping an MPI-based molecular dynamics (MD) simulation code as Java/CORBA components, for use

within a distributed component based problem solving environment (CB-PSE), is presented. A legacy code for simulating a

Lennard–Jones fluid is first wrapped as a single CORBA object, followed by division of the code into computational sub-units,

where each sub-unit is wrapped as a CORBA object containing MPI calls, and run on a cluster of workstations — enabling

different MPI implementations to inter-operate. Using a Java implementation, users can submit simulation tasks through a

Web based interface, without needing to know implementation details of the legacy code, or the exact interaction between

sub-units within the code. We provide performance comparisons of wrapping the entire MD code as a single object versus

wrapping sub-units within it, and offer a simple performance model to explain our findings. © 2001 Elsevier Science B.V.

All rights reserved.
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1. Introduction

A problem solving environment (PSE) [1,3,5,11]

is a complete, integrated computing environment for

composing, compiling, and running applications in a

specific domain. A PSE may also incorporate many

features of an expert system, and provide extensive

assistance to users in formulating problems, running

the problem on an appropriate platform, and viewing

and analysing results [2]. In addition, a PSE may

have access to virtual libraries, sophisticated execu-

tion control systems, and visualisation environments

[6]. The main motivation for developing PSEs is that

they provide software tools and expert assistance to

the computational scientist in a user-friendly environ-

ment, allowing more rapid prototyping of ideas and

leading to a higher research productivity [7,9]. By
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relieving the scientist of the burdens associated with

the inessential and often arcane details of specific

hardware and software systems the PSE leaves the

scientist free to concentrate on the science.

A PSE may be domain specific, with specialised

support for particular types of applications such as

molecular dynamics or finite elements, or it may be

more general and provide a more common set of func-

tions, such as in Matlab and Mathematica. A generic

component based distributed PSE (CB-PSE) is de-

scribed here, which provides infrastructure which is

problem independent, but must support knowledge and

libraries which are problem specific. Using CB-PSE,

a user can visually construct a scientific application

by connecting together software components, some

or all of which may have been developed indepen-

dently. The components may be sequential codes writ-

ten in Java, Fortran, or C, or they may be parallel

codes that make use of message passing libraries such

as MPI, or they may exploit array-based parallelism

through language extensions such as HP Java [4].
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Complete legacy codes, in Fortran or C for instance,

can also be wrapped as components for use in the CB-

PSE.

Most high performance applications composed of

many distributed, heterogeneous components [12]

have previously been developed in an ad hoc fashion.

Developers of such applications explicitly make use

of low level message passing calls, based on MPI or

PVM libraries. Such software is generally fine tuned

for a particular type of platform, with virtually no em-

phasis on long term cross-application integration or

maintainability. Hence, although such communication

libraries were developed for parallel programming,

they do not offer the necessary support for designing

components which can be re-used within other appli-

cations. Moreover, a component interface is difficult

to specify using either PVM or MPI, and even if a

specification of a component interface is available, it

may conflict with other components which have been

developed in other contexts.

Solutions already exist to decrease the de-

sign complexity of such applications — distributed

object-oriented technology being one of these solu-

tions. A complex application can be seen as a collec-

tion of objects, which represent components running

on different machines and interacting through remote

method invocations. Emerging standards such as

CORBA are aimed at the design of applications using

independent components as CORBA objects, which

are independent of programming languages, loca-

tion and platform. CORBA provides inter-operability

between different components by specifying their

interfaces in a meta-language, the CORBA interface

definition language (IDL), which is translated into

the language of interacting components by a com-

piler. In addition, due to its platform-independent

execution model, CORBA provides support for net-

working, multi-threading and mobile code. Java has

become a language of choice for applications exe-

cuting in heterogeneous environments utilising dis-

tributed objects, and an ideal companion to CORBA.

The ability to re-use existing code while making

use of newer technologies like Java, makes CORBA

a good choice for developers interested in extend-

ing existing applications, especially high perfor-

mance codes containing low level message passing

libraries such as MPI or PVM to an Intranet or the

Internet.

In the CB-PSE, we use Java and CORBA to wrap

high performance legacy codes as components. Each

component is a CORBA object with a well-defined in-

terface. Wrapping applications is a method of encapsu-

lation that provides clients with pre-defined interfaces

for accessing server applications, or components. The

principal advantage is that, behind the interface, the

client need not know the exact implementation of a

component. Wrapping can be accomplished at multi-

ple levels of granularity: around data, individual mod-

ules, sub-systems, or the entire system. The SWIG

[8] project provides an interface compiler that con-

nects legacy codes written in C, C++, and objective-C

with scripting languages including Perl, Python, and

Tcl/Tk. It works by taking the declarations commonly

found in C/C++ header files and using them to gener-

ate the glue code (wrappers) that scripting languages

need to access the underlying C/C++ code. However,

SWIG provides a proprietary solution, requiring the

users to download and install additional software. Our

approach is based on an industry standard specifica-

tion and based on CORBA IDL, hence, we can cater

for a wider variety of operating environments and lan-

guages. Although SWIG is a useful alternative, we be-

lieve that our emphasis on code re-usability is better

addressed by the use of CORBA IDL. In this paper,

we first focus on wrapping an MPI-based molecular

dynamics (MD) simulation code as one CORBA ob-

ject, and then as different CORBA objects in order to

improve re-usability. Performance in these two situa-

tions is compared, and a simple performance model is

presented. With a wrapped component, it is also pos-

sible to keep the interface static, and dynamically vary

component instances based on where the component

is to be run. To the client, the component appears to

be platform independent, and interface definitions do

not need to be modified when a new machine is added

to the host pool, if the component is modified, or if a

task is migrated.

The remainder of this paper is organised as fol-

lows. Section 2 presents an overview of research work

on extensions to the CORBA architecture, to facili-

tate parallel computing and Section 3 gives a software

architecture of the CB-PSE. Section 4 describes the

wrapping of a legacy code as one CORBA object, and

subsequently as different CORBA objects. Section 5

compares the performance of different levels of wrap-

ping and Section 6 concludes the paper.
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2. Previous work on parallel CORBA objects

CORBA was not originally intended to support

parallelism within an object. However, some CORBA

implementations provide support for multi-threading

which enables a programmer to make more effec-

tive use of several simultaneous processors sharing a

physical memory within a single computer, such as in

the TAO ORB [10]. However, the sharing of a single

physical memory does not allow a large number of

processors, since it could create memory contention.

There are very few projects aimed at supporting

coarse-grain parallelism in CORBA. The PARDIS

[13] environment and Cobra [14] being the most

advanced projects in this direction, both of which ex-

tend the CORBA specification and add parallelism to

CORBA objects based on a single program multiple

data (SPMD) execution model. The SPMD model is

now widely used for programming distributed mem-

ory parallel computers. PARDIS designers propose a

new kind of object and they call SPMD object and

Cobra designers provide a kind of parallel CORBA

objects. SPMD objects represent parallel applications

which roughly adhere to the SPMD style of compu-

tation. To support data distribution among different

threads associated with an SPMD object, PARDIS

provides a generalisation of the CORBA sequence

called a distributed sequence. However, this

new argument type requires a modification to the

standard IDL compiler. In the Cobra system, a par-

allel object belongs to a collection of objects and its

interface must be defined in a particular system, for

instance:

interface [∗]

Test {. . . }

where the object Test is a parallel object and belongs

to a collection of objects. ∗ means that the number of

objects belonging to the collection is not specified in

the interface, and defines a polymorphic type.

The PARDIS system provides a mechanism to in-

voke operations on objects asynchronously, that is

based on the concept of a future message. In the

Cobra system, asynchronous invocations of services

will be handled by an extension of the “asynchronous

method invocation” (AMI) which is a core part of the

CORBA messaging specification to appear in the next

release (3.0) of CORBA.

Our approach is quite different from these two for

adding parallelism to a CORBA object. In wrapping

the MPI-based legacy code as one or more compo-

nents (CORBA objects), we do not extend CORBA

specification and modify any IDL compilers. Hence,

any CORBA system may be employed for using

our proposed technique, whereas with PARDIS and

Cobra additional software must be downloaded and

installed. We combine the MPI runtime with the

CORBA environment and use MPI runtime to man-

age the intra-communications of components, and the

CORBA ORB to manage inter-communications of

components. Each object is composed of two parts:

one is the wrapper which can be invoked by a client,

the other is the executive unit of the object. In addi-

tion, when starting each CORBA object, we can put

the parallel CORBA object to run on a less loaded

cluster of workstations based on the resource avail-

able information collected by a resource management

system (IRMS below).

3. The software architecture of the CB-PSE

The main components of the CB-PSE are the vi-

sual program composition environment (VPCE), the

intelligent resource management system (IRMS), and

CORBA wrappers for legacy codes. Fig. 1 illustrates

the architecture of the CB-PSE. The functions of each

component in the CB-PSE are given below.

3.1. VPCE

The VPCE enables a user to develop an application

by combining a diverse range of components that may

come from different vendors. In the VPCE, a user can

visually construct a specific application by plugging

together portable software components, which is rep-

resented as a data flow graph. The components may

be sequential codes written in C, Fortran, or Java, or

they may be parallel implementations that make use

of MPI or PVM libraries. Legacy codes, in Fortran

for instance, can be wrapped as CORBA objects. The

VPCE is itself a CORBA object, and can communi-

cate with other applications using the ORB interface,

as illustrated.

The main component of the VPCE is the program

composition tool (PCT), which provides a visual tool

Ex.1137 / IPR2025-00916 / Page 3 of 11
Intel Corporation v. Advanced Cluster Systems, Inc.

Ex.1137 / IPR2025-00916 / Page 3 of 11
Intel Corporation v. Advanced Cluster Systems, Inc.



216 M. Li et al. / Future Generation Computer Systems 18 (2001) 213–223

Fig. 1. The CB-PSE architecture.

that enables a user to build and edit applications by

plugging together components, by inserting appli-

cation components into pre-defined templates, or by

replacing application components in existing pro-

grams. The PCT allows a user to connect two com-

ponents only if their interfaces are compatible, this

being defined as either being of the same data type,

having the same internal data distribution, or being

of identical cardinality. The PCT also enables a user

to create new application components and place them

in the application component repository (ACR). The

program execution tool (PET) builds the task graph

generated for every application defined using the PCT,

and passes the graph to the IRMS. The VPCE also

includes a program analysis tool (PAT) for displaying

the hierarchical structure of an application component,

describing the purpose and interface of each of its

components, as well as of itself. Each component has

a well-defined interface, and associated constraints

on its I/O behaviour, identifying which components

may be interconnected during composition. When

creating a new application component or placing it in

the ACR, the user is prompted to optionally supply

this information, such as particular constraints on its

execution environment, the number and types of input

and output ports, etc. Components in the VPCE are

CORBA-compliant objects, and may be implemented

in Fortran, C or Java, and held at any location that

can be described as a URL. Each component can be

described by its type, interface, and constraints, and

optionally also has a performance model and help file

associated with it. The component interface is defined

using CORBA IDL.

3.2. CB-Wrappers

CB-Wrappers in the CB-PSE enable programs writ-

ten in programming languages other than Java to be

converted into CORBA objects. The services provided

by CB-Wrappers are the same as those implemented

in the legacy code. Either the complete legacy appli-

cation may be wrapped as one object, or the appli-

cation may be divided into smaller objects, provided

the structure of the application is known, and con-

straints on the interfaces of components of a sub-

divided applications can be derived. The use of

hierarchy in the VPCE facilitates this sub-division.

3.3. IRMS

The IRMS parses every task graph obtained from

the PET, and extracts tasks for scheduling and al-

location onto a virtual machine. Depending on the

available resources, and a performance model of com-

ponents, it assigns tasks to different computational

resources. Through the IRMS, an application built

in the VPCE may be scheduled onto single or mul-

tiple processor machines. The IRMS provides local

scheduling and allocation for tasks obtained from

PET, and negotiates with local scheduling systems

such as LSF and Codine, where available, to build a

possible schedule. The scheduler is therefore assumed
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to be obtained from a third party, provided the IRMS

can track task execution on the platform onto which

each task has been mapped.

4. Wrapping an MD code as CORBA objects

The code used in the PSE is a three-dimensional

molecular dynamics code for simulating a Lennard–

Jones fluid. The code has been parallelised, and

makes use of the MPI message passing library for

inter-processor communication. The code models

short range atomic interactions by using a link-cell

(geometric hashing) algorithm where all particles are

hashed into three-dimensional Nb × Nb × Nb cells.

The cell size is at least the cut-off distance (rc) used in

the short-range force evaluation so that each particle

interacts only with particles in the same cell or in the

neighbouring cells. The symmetry of Newton’s third

law is exploited so that atoms in only 13 (instead of

26) neighbouring cells need to be examined. The code

assumes an Nc × Nc × Nc face centered cubic (FCC)

periodic lattice with a total of N = 4N3
c atoms. A

“shifted-force” [15] Lennard–Jones 6–12 potential

ensures that the potential and its first derivative are

continuous at the cut-off distance. Particle positions

are updated at each time step using a simple Verlet

[16] leap-frog scheme. Further details of the molec-

ular dynamics algorithms can be found in the book

Computer Simulation of Liquids [17].

A spatial decomposition [18] is used which dis-

tributes the cells in blocks over a three-dimensional

mesh of processes so that each process is respon-

sible for the particles in a rectangular sub-domain.

Point-to-point message passing is necessary to per-

form two tasks in the algorithm. First, particle infor-

mation in cells lying at the boundaries of a process

must be communicated to one or more neighbouring

processes. This is necessary because these particles

must interact with particles in neighbouring pro-

cesses. The standard approach of creating “ghost”

cells around the boundary of each process is used,

and the communication can then be performed in

a series of six shift operations (one for each face

of the rectangular sub-domain). The second type of

point-to-point communication arises when particles

migrate from the sub-domain of one process to that of

another. Again this communication can be performed

Fig. 2. Wrapping MD code as one CORBA object.

in a series of shift operations. In the message passing

code the communication of boundary data and parti-

cle migration are combined to reduce the frequency

(and hence the overhead) of message passing.

4.1. Wrapping the MD code as one CORBA object

In the CB-PSE, a user cannot only create new com-

ponents from a pre-defined template, but may also

re-use components wrapped from legacy codes. At

first, we wrap the MD code as one CORBA object.

A user constructs an application by putting together

a front-end input component which is GUI-based, a

wrapper for the executive MD unit and then the MD

unit itself. The CB-Wrapper implementation is illus-

trated in Fig. 2.

The entire legacy code in the server node is wrapped

as one CORBA object. The CB-Wrapper is responsible

for communication with the legacy code through a

shared buffer, and provides services to the client. The

buffer is implemented as an array to hold values being

passed from C to Java data structures, in this case.

The buffer can be extended to deal with data types in

languages other than C. Since the operations in the

CORBA object are pre-defined, a client invokes the

wrapper with IDL stub on the client side and IDL

skeleton on the server side.

When invoked from the client, the MD CORBA

object initiates two processes: one to start the MPI

runtime environment, and then start the MD executive

code on a cluster of distributed computational nodes,
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the other process to wait for the output of the MD

code and generate a call back to the client to display

the results. The operations defined through CORBA

IDL are given in Code Segment 1.

From the IDL definitions in Code Segment 1, the

service provided by the wrapper is startSimula-

tion() which has two input parameters. One is a

proxy to the client called InvokeClient, which

is used by the server to invoke operations on the

client. The method supported by the client proxy is

displaySimulation() which has six parame-

ters, and is used to display simulation results.

Hence, by embedding the MPI runtime into a

CORBA environment, we can add parallelism to

CORBA objects. Using a combination of CORBA

and MPI, a user can submit a parallel simulation task

and wait for the results without knowing about the

exact implementation of the simulation.

Code Segment 1 (The MD CORBA object IDL).

module Simulation

{

interface Client {

void displaySimulation(in unsigned long a, in float

f1, in float f2, in float f3, in float f4, in float f5);

};

interface Wrapper {

void startSimulation(in Client obj, in string Simula-

tionParameter);

};

};

4.2. Wrapping the MD code as different CORBA

objects

There are several parts in the MD code and each one

performs different functions. In order to improve the

extent of software re-usability, we divide the MD code

into different parts and wrap each part as a CORBA

object. We have wrapped the MD code into four ob-

jects, an Initialization object, a Moveout ob-

ject, a Force object and an Output object. Each

object is a parallel CORBA object, and uses MPI. The

function of each object is as follows:

• The Initialization object calculates the start-

ing position (X, Y, Z) and velocities in each direc-

tion for every molecule used.

• The Moveout object performs the movement of

molecules after each time step, including the com-

munications in east, west, south, north, up and down

directions. This object also handles the “ghost” re-

gions around each process, for supporting molecule

migration at each time step.

• The Force object calculates forces among

molecules.

• The Output object generates the simulation results

at each time step.

In addition, we add a Controller object to per-

form the loop for the four objects during simulation.

There is one CORBA IDL definition for each ob-

ject, the IDL for Moveout object is given in Code

Segment 2.

Code Segment 2 (The Moveout object IDL).

interface Moveout {

typedef sequence < float, NMAX > FLOAT;

typedef sequence < long, NMAX > LONG;

import-data(in Initialization obj, in FLOAT rx, in

FLOAT ry, in FLOAT rz, in FLOAT vx, in FLOAT

vy, in FLOAT vz, in LONG head, in LONG list, in

LONG map);

void start-moveout();

export-data(out FLOAT rx, out FLOAT ry, out FLOAT

rz, out FLOAT vx, out FLOAT vy, out FLOAT vz,

out LONG head, out LONG list, out LONG map);

};

where rx, ry, rz correspond to the position

of each molecule, vx, vy, vz the velocities in

each direction, head and list represent two ar-

rays used for molecule migrations, map represents

the array used to store neighbouring molecule po-

sitions for each molecule, NMAX corresponds to

the maximum number of molecules used in the

MD code, import-data() is a method to re-

ceive data from the Initialization object, the

start-moveout() method starts the executive

legacy Moveout code, and the export-data()

method sends data to the Force object. The software

architecture when wrapping the MD code as different

CORBA objects is illustrated in Fig. 3.

Each object includes two parts: one is the wrap-

per, the other is the executive legacy code for each

part of the MD application. When a user submits
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Fig. 3. Wrapping MD code as different CORBA objects.

a simulation task, the Client first invokes the

Controller object on the server side, followed

by the Controller object performing the simu-

lation loop. The Controller object invokes the

Initialization object once, and invokes the

other three objects many times. Each object must

register its object reference with the Controller

object on start-up. The Controller object invokes

each other object by sending the object reference for

the data source required for its calculation. On com-

pletion, each object will inform the Controller by

passing its object reference, to enable a subsequent

object to be started based on some data flow relation.

When there is output, the Controller object makes

a call back to the Client to display simulation re-

sults to a user. The Initialization, Moveout,

Force and Output objects are all MPI-based paral-

lel CORBA objects, they can run on different clusters

of workstations. Although each object contains an

Fig. 4. Data flow between objects in the MD application.

internal MPI runtime, interaction between them is

via an object reference, which enables one object to

request data directly from another, without necessi-

tating a transfer via the Controller object. Data is

still transferred using arrays (sequence data type in

CORBA), but this is not done via the Controller

object, but directly from the data source object to the

object performing the computation, via an object ref-

erence. In addition, using functions from the IRMS,

the Controller object can invoke each of the

other four objects to run on less loaded computational

nodes to improve performance. Using CORBA, dif-

ferent MPI implementations can also talk with each

other, as each of the different objects contains its own

MPI runtime. All communications within objects are

handled by the MPI runtime. Communication be-

tween objects is through the CORBA ORB, and man-

aged by the Controller object, as illustrated in

Fig. 4.
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5. Performance comparisons

In order to measure and compare performance, we

carried out a number of experiments using the ORB in

JDK1.2, an MPI implementation from Argonne Na-

tional Laboratory, on the Solaris2.7 and WindowsNT

environments. Each experiment involved measur-

ing the response time, by changing the number of

molecules in the fluid, while keeping the number of

workstations in the cluster fixed to eight. The results

are illustrated in Fig. 5.

It is important to minimise performance overheads

when wrapping legacy codes for use in a distributed

environment. The performance in wrapping the MD

code as one CORBA object is quite different from that

of wrapping the MD code as several different CORBA

objects. If T represents the total time in each time step

for a user to receive one simulation result, then in the

first situation

T = Tcs + Tmd + Tsc, (1)

where Tcs is the time to invoke the CORBA object

from the client, Tmd the communication cost within

Fig. 5. Performance comparison between wrapping the MD code as a single CORBA object and several different CORBA objects.

the MD CORBA object, and Tsc the invocation cost

from the MD CORBA object to the client.

In the second situation

T = Tcs + (Ti + Tm + Tf + To + Tic

+Tmc + Tfc + Toc) + Tsc, (2)

where Ti is the communication cost within the

Initialization object, Tm the communi-

cation cost within the Moveout object, Tf the

communication cost within the Force object,

To the communication cost within the Output

object, Tic the communication cost between the

Initialization and the Controller objects,

Tmc the communication cost between the Moveout

and Controller objects, Tfc the communication

cost between the Force and the Controller ob-

jects, and Toc the communication cost between the

Output and the Controller objects.

We treat each of the four MPI-based CORBA ob-

jects as a daemon. There is some cost for each object

to initialise the MPI runtime. After an object is run-

ning, the cost mainly arises from the communications

within each object and between objects. If we run the
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client and the MPI-based CORBA objects on an In-

tranet and let them share the same file system, the costs

in the two situations are almost the same, namely

Tmd ≈ Ti + Tm + Tf + To + Tic + Tmc + Tfc + Toc.

(3)

If we run them on the Internet, the cost of communi-

cation among different objects in the second situation

is much higher than that of the first situation, especially

when the number of molecules is large

Tmd < Ti + Tm + Tf + To + Tic + Tmc + Tfc + Toc.

(4)

The performance results in these two situations are

illustrated in Fig. 5, and are presented for compari-

son on the same graph. The top curve on the graph,

shown with the broken line, corresponds to commu-

nications over a distributed file system, and suggests

a 150% decrease in performance compared to a sim-

ilar set up over a shared file system. We find a simi-

lar reduction in performance when wrapping the MD

code as a single object. When wrapping the MD code

as separate CORBA objects, the communication costs

between objects are significant, and with a shared file

system represent a performance degradation of 23%

with respect to wrapping the entire MD code as one

object. When using the Internet with a distributed file

system, the degradation in performance when wrap-

ping the MD code as multiple objects is 33%, com-

pared to wrapping the entire MD code as one object.

These results correspond to 4000 molecules in the

fluid. Our results therefore show that communication

delays between CORBA objects with large amounts of

data are significant, and using CORBA for communi-

cation between processes, in place of the MPI runtime

is not recommended. Using CORBA in place of MPI to

achieve parallelism, with standard CORBA ORBs can

have significant performance degradation, unless the

CORBA ORB is modified to support multi-threading

or has specialised support for parallel processes. How-

ever, what we do recommend is the use of MPI clus-

ters connected via CORBA, which will also enable

multiple MPI runtimes to work together, as illustrated

in Fig. 6. This is particularly important when integrat-

ing applications over the Internet, each of which may

contain its own MPI implementation internally. In this

Fig. 6. Inter-operability between MPI implementations through

CORBA.

way, we can re-use each part of the MD code and im-

prove the extent of software re-usability.

6. Conclusion and future work

Wrapping pre-existing computational resources as

re-usable CORBA components in a heterogeneous dis-

tributed computing environment is playing an impor-

tant role in the development of distributed PSEs. By

embedding the MPI runtime into the CORBA envi-

ronment, we have added parallelism to CORBA ob-

jects without modifying the CORBA IDL compiler.

We have wrapped one legacy MD code as a single

CORBA object, and then as several different CORBA

objects. The difference in performance between these

two situations when using an Intranet with shared file

space, is less significant when compared to simula-

tions on the Internet. The performance overhead when

using the Internet is high because a large amount of

data must be transferred between different CORBA

objects. In addition, when the client and the CORBA

object(s) are on the Intranet, the performance in these

two situations is comparable to a pure MPI imple-

mentation. But in the second case, users need to know

where to run the MPI code which is not necessary in

the first case.

Our reference to “legacy codes” refer to scientific

codes that already exist in Fortran or C, and have

proven to be useful within a particular scientific do-

main. As a first step to convert these codes to Java, we
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suggest wrapping them in their current form, using the

CB-Wrapper described in this paper. Our approach,

however, is more general, and can also account for

newer scientific components or applications, or where

pre-existing applications need to be integrated with

newer components.

Further work needs to be done to manage data com-

munication efficiently since CORBA is not very suit-

able for transferring large amount of data. It is a good

idea that uses CORBA to manage objects and uses low

level but high efficient communication modes such as

socket to do data transferring. In addition, we plan

to use XML to define the components wrapped from

legacy codes and store them as component templates

in the CB-PSE for future use.
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