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device that is on behalf of an enterprise. The device trans 
mits information to a network element that reflects the 
attribution of the data communications. The information is 
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WIRELESS END-USER DEVICE WITH 
WIRELESS DATAATTRIBUTION TO 

MULTIPLE PERSONAS 

BACKGROUND 

With the advent of mass market digital communications 
and content distribution, many access networks such as 
wireless networks, cable networks and DSL (Digital Sub 
scriber Line) networks are pressed for user capacity, with, 
for example, EVDO (Evolution-Data Optimized), HSPA 
(High Speed Packet Access), LTE (Long Term Evolution), 
WiMax (Worldwide Interoperability for Microwave 
Access), and Wi-Fi (Wireless Fidelity) wireless networks 
increasingly becoming user capacity constrained. Although 
wireless network capacity will increase with new higher 
capacity wireless radio access technologies, such as MIMO 
(Multiple-Input Multiple-Output), and with more frequency 
spectrum being deployed in the future, these capacity gains 
are likely to be less than what is required to meet growing 
digital networking demand. 

Similarly, although wire line access networks, such as 
cable and DSL, can have higher average capacity per user, 
wire line user service consumption habits are trending 
toward very high bandwidth applications that can quickly 
consume the available capacity and degrade overall network 
service experience. Because Some components of service 
provider costs go up with increasing bandwidth, this trend 
will also negatively impact service provider profits. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Various embodiments of the invention are disclosed in the 
following detailed description and the accompanying draw 
ings. 

FIG. 1 illustrates a functional diagram of a network 
architecture for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 

FIG. 2 illustrates a functional diagram of another network 
architecture for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 

FIG. 3 illustrates a functional diagram of another network 
architecture for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 

FIG. 4 illustrates a functional diagram of another network 
architecture for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 

FIG. 5 illustrates a functional diagram of another network 
architecture for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 

FIG. 6 illustrates a functional diagram of another network 
architecture for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 

FIG. 7 illustrates a functional diagram of another network 
architecture for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 

FIG. 8 illustrates a functional diagram of another network 
architecture for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 
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2 
FIG. 9 illustrates a functional diagram of another network 

architecture for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 

FIG. 10 illustrates a functional diagram of another net 
work architecture for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 

FIG. 11 illustrates a functional diagram of another net 
work architecture for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 

FIG. 12 illustrates a functional diagram of another net 
work architecture for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 

FIG. 13 illustrates a functional diagram of a secure device 
application architecture for providing enterprise and con 
Sumer billing allocation for wireless communication device 
service usage activities in accordance with Some embodi 
mentS. 

FIG. 14 illustrates a functional diagram of another secure 
device virtual machine architecture for providing enterprise 
and consumer billing allocation for wireless communication 
device service usage activities in accordance with some 
embodiments. 

FIG. 15 illustrates a functional diagram of another secure 
device hardware execution partition architecture for provid 
ing enterprise and consumer billing allocation for wireless 
communication device service usage activities in accor 
dance with Some embodiments. 

FIG. 16 illustrates a functional diagram of another secure 
device service processor architecture for providing enter 
prise and consumer billing allocation for wireless commu 
nication device service usage activities in accordance with 
Some embodiments. 

FIG. 17 illustrates a functional diagram of another net 
work architecture for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 

FIG. 18 illustrates a functional diagram of another net 
work architecture for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 

FIG. 19 illustrates a functional diagram of another net 
work architecture for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 

FIG. 20 illustrates a functional diagram of another net 
work architecture for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 

FIG. 21 illustrates a functional diagram of another net 
work architecture for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 

FIG. 22 illustrates a functional diagram of another net 
work architecture for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 

FIG. 23 illustrates a functional diagram of a secure device 
application architecture with device based service usage 
monitoring for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 

FIG. 24 illustrates a functional diagram of a secure device 
virtual machine architecture with device based service usage 
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monitoring for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with Some embodiments. 

FIG. 25 illustrates a functional diagram of a secure device 
hardware execution partition architecture with device based 
service usage monitoring for providing enterprise and con 
Sumer billing allocation for wireless communication device 
service usage activities in accordance with Some embodi 
mentS. 

FIG. 26 illustrates a functional diagram of a secure device 
service processor architecture with device based service 
usage monitoring for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 

FIG. 27 illustrates a flow diagram for providing enterprise 
and consumer billing allocation for wireless communication 
device service usage activities in accordance with some 
embodiments. 

FIG. 28 illustrates another flow diagram for providing 
enterprise and consumer billing allocation for wireless com 
munication device service usage activities in accordance 
with some embodiments. 

FIG. 29 illustrates another flow diagram for providing 
enterprise and consumer billing allocation for wireless com 
munication device service usage activities in accordance 
with some embodiments. 

FIG. 30 illustrates another flow diagram for providing 
enterprise and consumer billing allocation for wireless com 
munication device service usage activities in accordance 
with some embodiments. 

DETAILED DESCRIPTION 

The invention can be implemented in numerous ways, 
including as a process; an apparatus; a system; a composi 
tion of matter; a computer program product embodied on a 
computer readable storage medium; and/or a processor, Such 
as a processor configured to execute instructions stored on 
and/or provided by a memory coupled to the processor. In 
this specification, these implementations, or any other form 
that the invention may take, may be referred to as tech 
niques. In general, the order of the steps of disclosed 
processes may be altered within the scope of the invention. 
Unless stated otherwise, a component Such as a processor or 
a memory described as being configured to perform a task 
may be implemented as a general component that is tem 
porarily configured to perform the task at a given time or a 
specific component that is manufactured to perform the task. 
As used herein, the term processor refers to one or more 
devices, circuits, and/or processing cores configured to 
process data, Such as computer program instructions. 
A detailed description of one or more embodiments of the 

invention is provided below along with accompanying fig 
ures that illustrate the principles of the invention. The 
invention is described in connection with such embodi 
ments, but the invention is not limited to any embodiment. 
The scope of the invention is limited only by the claims and 
the invention encompasses numerous alternatives, modifi 
cations and equivalents. Numerous specific details are set 
forth in the following description in order to provide a 
thorough understanding of the invention. These details are 
provided for the purpose of example and the invention may 
be practiced according to the claims without some or all of 
these specific details. For the purpose of clarity, technical 
material that is known in the technical fields related to the 
invention has not been described in detail so that the 
invention is not unnecessarily obscured. 
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Some enterprises only allow certain specialized wireless 

devices to be used for connection to their enterprise network. 
Such devices typically contain secure data storage and 
enterprise program execution environments to protect enter 
prise information and network access. This approach is 
generally directed towards maintaining enterprise data 
integrity and enterprise network security. However, this 
approach does not address the various problems associated 
with allocating service usage or billing between consumer or 
non-enterprise service usage activities and enterprise service 
usage activities. 

Accordingly, there is a need to provide for an enterprise 
and consumer billing allocation for wireless communication 
device service usage activities. There is also a need to 
address various issues with enterprise policies that can vary 
from employee to employee. For example, roaming policies 
can be configured differently for a global sales person than 
for a finance administrator who does not travel as much on 
enterprise business. Furthermore, some enterprises may not 
elect to pay for employee wireless communication device 
purchase or all employee wireless communication service 
usage needs or desires. As a result, some enterprises would 
benefit from techniques that allowed such enterprises to 
piggy back on consumer device or service purchases while 
maintaining an enterprise and consumer billing allocation 
for wireless communication device service usage activities. 

Also, Some consumers prefer to select their own wireless 
communication device that may not be an enterprise 
approved wireless communication device or a specialized 
enterprise device specified by enterprise IT managers. For 
example, certain enterprises may only offer certain Black 
berry smart phone devices, and certain employees may 
prefer Apple iPhone and/or various Android based smart 
phone devices. Another trend Suggests that a growing num 
ber of enterprise employees desire to use a single wireless 
communication device for their enterprise mobile commu 
nication, enterprise information access, and enterprise net 
work access as well as for, for example, their personal 
mobile communication, access, and application needs (e.g., 
consumer/personal, that is, non-enterprise, use of cellular 
calls, text messaging, web browsing, social networking, 
games, and various other service usage activities). Such dual 
persona devices, where a first persona is oriented to enter 
prise access and/or application needs and a second persona 
is oriented to personal access and/or application needs, are 
enabled by the disclosure herein. 
As a result, enterprise network managers generally need 

a way to safely allow consumers to perform consumer 
mobile access services that the enterprise can specify that 
will not be paid for by the enterprise. Various network 
architectures and techniques are described herein that allow 
an enterprise to determine how much service usage (e.g., 
how much of a corresponding service bill) should be allo 
cated to device user services or consumer services and how 
much should be allocated to enterprise services in which the 
enterprise sponsors the enterprise access. Various design 
approaches and techniques are described herein for allocat 
ing enterprise and consumer billing in a secure manner that 
works with both specialized enterprise wireless communi 
cation devices as well as other wireless communication 
devices. For example, crediting a user bill with sponsored 
enterprise service usage is provided using various tech 
niques described herein. As another example, providing 
enterprise employee reimbursement for enterprise services 
used on the employee wireless communication device or 
allowing an enterprise to deduct employee consumer service 
usage from their paycheck is provided using various tech 
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niques described herein. As yet another example, allowing a 
consumer to select from an instant activation platform on a 
wireless communication device that comes pre-loaded with 
various enterprise services is provided using various tech 
niques described herein. As yet a further example, providing 
for a capability to install or download an enterprise appli 
cation that provides secure enterprise mobile services access 
and allocating enterprise and consumer billing for consumer 
wireless communication devices is provided using various 
techniques described herein. 

Various techniques for monitoring service usage and 
providing for secured and verifiable device assisted services 
(DAS), including DAS based service usage monitoring, are 
disclosed in co-pending U.S. patent application Ser. No. 
12/380,758, entitled VERIFIABLE DEVICE ASSISTED 
SERVICE USAGE MONITORING WITH REPORTING, 
SYNCHRONIZATION, AND NOTIFICATION, filed on 
Mar. 2, 2009, published as U.S. Pub. App. No. 
20100191612, co-pending U.S. patent application Ser. No. 
12/695,019, entitled DEVICE ASSISTED CDR CRE 
ATION, AGGREGATION, MEDIATION and BILLING, 
filed on Jan. 27, 2010, published as U.S. Pub. App. No. 
20100197266, co-pending U.S. patent application Ser. No. 
12/695,020, entitled ADAPTIVE AMBIENT SERVICES, 
filed on Jan. 27, 2010, published as U.S. Pub. App. No. 
20100198698, co-pending U.S. patent application Ser. No. 
12/694,445, entitled SECURITY TECHNIQUES FOR 
DEVICE ASSISTED SERVICES, filed on Jan. 27, 2010, 
published as U.S. Pub. App. No. 20100199325, co-pending 
U.S. patent application Ser. No. 12/694.451, entitled 
DEVICE GROUP PARTITIONS AND SETTLEMENT 
PLATFORM, filed on Jan. 27, 2010, published as U.S. Pub. 
App. No. 20100197267, which are incorporated herein by 
reference for all purposes. 

In some embodiments, allocating enterprise and consumer 
billing for service usage activities on a wireless communi 
cation device is provided for service usage activities that an 
enterprise configures as approved and/or sponsored for 
enterprise billing (e.g., such service usage activities are paid 
for at least in part by the enterprise) and consumer applica 
tions and service usage activities that the device user 
chooses to use from the wireless communication device and 
that the enterprise does not sponsor. Various embodiments 
are disclosed herein describing a wide range of devices that 
users and enterprises may desire to use for Such dual 
purpose application scenarios. In some embodiments, 
devices for Such applications can include a less specialized 
and secure device program execution environment as further 
described herein. 

Accordingly, enterprise and consumer billing allocation 
for wireless communication device service usage activities 
is provided. In some embodiments, enterprise and consumer 
billing allocation for wireless communication device service 
usage activities includes monitoring a service usage activity 
of a wireless communication device (e.g., the monitoring 
can be performed in the wireless communication device 
and/or the monitoring of enterprise application service usage 
can be performed using a secure application server in the 
enterprise network), and determining an enterprise and con 
Sumer billing allocation for the monitored service usage 
activity. In some embodiments the allocation is determined 
by classifying the service usage activities as associated with 
a consumer service usage activity (e.g., in a consumer 
service usage activity list) or associated with an enterprise 
service usage activity (e.g., in an enterprise service usage 
activity list; or, as another example, if the monitored service 
usage activity is not included in the enterprise service usage 
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6 
activity list, then it can be automatically classified as a 
consumer service usage activity by default). 

In some embodiments, enterprise and consumer billing 
allocation for wireless communication device service usage 
activities includes providing a service design center (SDC) 
for configuring an enterprise and consumer billing allocation 
of monitored service usage activities for a plurality of 
wireless communication devices associated with an enter 
prise account, and implementing the configured enterprise 
and consumer billing allocation for monitored service usage 
activities for the plurality of wireless communication 
devices associated with the enterprise account. 

In some embodiments, enterprise and consumer billing 
allocation for wireless communication device service usage 
activities includes monitoring service usage of a wireless 
communication device, and determining whether a user is 
acting as a consumer (e.g., personal service usage activities 
on the wireless communication device) or a professional 
(e.g., enterprise service usage activities on the wireless 
communication device, that is, the user is working on the 
wireless communication device in his or her capacity as an 
employee for an enterprise, in which the wireless commu 
nication device is associated with an enterprise account for 
the enterprise) based on the monitored service usage activity 
(e.g., based on place, time of day, application or service 
activity, and/or other criteria or factors). In some embodi 
ments, enterprise and consumer billing allocation for wire 
less communication device service usage activities differ 
entially charges and/or allocates billing between the 
enterprise and the consumer based on a classification of the 
monitored service usage activity as allocated to the enter 
prise or to the consumer for billing/charging purposes. Such 
embodiments enable a dual persona device user experience. 

In some embodiments, enterprise and consumer billing 
allocation for wireless communication device service usage 
activities includes monitoring a service usage activity of a 
wireless communication device, and reporting the monitored 
service usage activity to a network element (e.g., a service 
controller, a service usage reconciliation function, another 
service control or billing/charging function in the network, 
or another network element), in which the network element 
determines an enterprise and consumer billing allocation for 
the monitored service usage activity. In some embodiments, 
the network element (e.g., a service controller, a service 
usage reconciliation function, another service control or 
billing/charging function in the network, or another network 
element) determines an enterprise and consumer billing 
allocation for the monitored service usage activity. In some 
embodiments, a service usage reconciliation function deter 
mines how much service usage is due to enterprise service 
usage activities and how much is due to consumer service 
usage activities. In some embodiments, after determining the 
allocation between consumer and enterprise service usage 
activities, the service usage reconciliation function provides 
the information to a service usage accounting function (e.g., 
a carrier billing server or an enterprise service usage 
accounting server), which in turn delivers a consumer usage 
report or bill and/or an enterprise usage report or bill. In 
Some embodiments, the service usage reconciliation func 
tion determines the amount of enterprise service usage and 
creates a service usage credit record so that a device user's 
account can be credited or a device user can be compensated 
or reimbursed for enterprise service usage costs. In some 
embodiments, a service usage monitor is configured to 
monitor service usage activities of a device. In some 
embodiments, the service usage monitor is configured to 
classify the monitored service usage activities as enterprise 
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service usage activities. In some embodiments, the service 
usage monitor is configured to classify the monitored service 
usage activities as consumer service usage activities. In 
Some embodiments, the service usage monitor is configured 
to monitor a first group of service usage activities for service 
usage allocation to a device user (e.g., using a list of service 
usage activities associated with a consumer service usage), 
and a second group of service usage activities for service 
usage allocation to an enterprise (e.g., using a list of service 
usage activities associated with an enterprise service usage). 
In some embodiments, service usage activities (e.g., service 
activities, such as applications, network, and/or voice based 
activities that use wireless network service usage resources) 
are classified using various techniques described herein, 
Such as based on application (e.g., application credential), 
device (e.g., device credential), time of day, network desti 
nation, network traffic protocol and/or port, and various 
other criteria/factors. In some embodiments, the service 
usage monitor is implemented in the network (e.g., on one 
or more network elements in the carrier network and/or 
enterprise network, as described herein). In some embodi 
ments, the service usage monitor is implemented in the 
device (e.g., using various techniques described herein, 
including verifiable and/or secured device-based implemen 
tations). In some embodiments, the service usage monitor is 
implemented using both network-based and device-based 
techniques, as described herein with respect to various 
embodiments. 

In some embodiments, a set of service activities that will 
be sponsored by an enterprise (e.g., a specified or configured 
list of enterprise sponsored service activities) is managed by 
an enterprise service design center. In some embodiments, a 
list of service activities and the associated service policies 
for each service activity are compiled to form an enterprise 
sponsored service activity policy set. For example, enter 
prise email, enterprise calendar, and enterprise contacts can 
be configured as sponsored service activities. In some 
embodiments, the sponsored enterprise services list includes 
a list of network destinations that are associated with the 
services (e.g., an enterprise mail server address and/or an 
enterprise internal corporate network). For example, the 
enterprise email can be a sponsored service that is associated 
with an enterprise sponsored email service policy, which can 
limit destinations for corporate email, sizes of emails and/or 
email attachments, and/or other email related usage criteria 
or factors (e.g., a service usage charging policy). 

In some embodiments, the monitored service usage is 
reported to the reconciliation function by a carrier network 
service usage monitoring element (e.g., a home agent (HA), 
access network gateway, or other network element, such as 
a deep packet inspection (DPI) function). In some embodi 
ments, the monitored service usage is reported to the rec 
onciliation function by an enterprise network Service usage 
monitoring element (e.g., a carrier network gateway or a 
mobile services gateway/server or other element in the 
enterprise network that can measure service usage and 
associate it with a given device credential or application 
credential). In some embodiments, the monitored service 
usage is reported to the reconciliation function by an ele 
ment in the mobile device (e.g., a service usage monitor in 
a secure enterprise mobile services application or a Service 
Processor function, which can be securely implemented 
and/or verified using various techniques described herein). 

In some embodiments, a service design center for imple 
menting enterprise and consumer billing allocation for wire 
less communication device service usage activities is pro 
vided. For example, an enterprise manager can use the 
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8 
service design center to select one or more services that the 
enterprise agrees to pay fortis responsible for paying for and 
to select one or more other services that the employees of the 
enterprise must agree to pay forfare responsible for paying 
for (e.g., if the employee elects to use/have Such services 
that are not charged to the enterprise, or included as enter 
prise services that are charged to or paid for by the enter 
prise). 

In some embodiments, a service design center that facili 
tates configuration of sponsored enterprise services for 
implementing enterprise and consumer billing allocation for 
wireless communication device service usage activities is 
provided. In some embodiments, a service design center for 
implementing enterprise and consumer billing allocation for 
wireless communication device service usage activities 
includes providing a service design center for a carrier 
network and another service design center for an enterprise 
network (e.g., in some cases, these service design centers 
can be combined). 

In some embodiments, an enterprise sponsored service 
activity policy set is created by an enterprise network 
administrator through an enterprise service design center 
user interface (UI). In some embodiments, the enterprise 
sponsored service activity policy set includes a list of 
network destination addresses that corresponds to the 
desired sponsored service activity list, along with an access 
policy or service usage charging policy for the service 
activities. In some embodiments, all service activities in the 
enterprise sponsored service activity policy set receive the 
same access policies or charging policies. In some embodi 
ments, a first subset of one or more of the service activities 
in the enterprise sponsored service activity policy set receive 
access policies or charging policies that are different than 
that of a second subset of service activities. For example, a 
sponsored enterprise email service can be in the first Subset, 
and sponsored mobile Voice services can be in the second 
Subset, as certain employees (e.g., traveling sales personnel 
and/or executives) can be granted international and/or roam 
ing mobile Voice services, and other employees can be 
granted more limited sponsored mobile Voice services. 

In some embodiments, the enterprise network adminis 
trator uses the enterprise service design center to create an 
enterprise sponsored service device group list that includes 
device credentials or device application credentials that the 
carrier network and/or the enterprise network can use to 
identify a device or an application on a device as belonging 
to the group of devices for which the enterprise desires to 
sponsor enterprise service activities. In some embodiments, 
a sponsored service activity policy set is created by an 
enterprise network administrator through an enterprise Ser 
Vice design center UI, and an enterprise sponsored service 
device group list is created by an enterprise network admin 
istrator through an enterprise service design center UI, and 
the two lists are stored in the enterprise service design center 
in which they are associated with one another for the 
purpose of provisioning the carrier network, the enterprise 
network, and/or the devices to provide the desired enterprise 
sponsored services policy set to the enterprise sponsored 
services device group, as described herein with respect to 
various embodiments. 

In some embodiments, the association between an enter 
prise sponsored services device group and an enterprise 
sponsored service policy set is used by a service design 
center to create a provisioning table, in which the provi 
Sioning table is a list of the provisioning programming 
required for the various carrier network elements, enterprise 
network elements, and/or device elements to implement the 
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desired sponsored service activity policy set for the enter 
prise sponsored services device group. 

For example, an enterprise can use the service design 
center to configure certain destinations/services as enterprise 
services or potentially enterprise services based on various 
factors (e.g., corporate sites, corporate email/email servers, 
corporate web pages/intranet, and can, for example, agree to 
pay for a certain level of general web browsing by usage/ 
time of day and/or other factors, corporate contacts/calen 
dars, corporate videoconferencing; and certain applications, 
Such as web conferencing applications or other applications; 
certain telephone service usages, etc.). As another example, 
the service design center can present a configuration inter 
face that allows users to select from one or more service 
plans that include various consumer and enterprise alloca 
tions and/or to select an enterprise only service plan. 

In some embodiments, the service design center specifies 
one or more service plans the device user can select from 
and these service plan selection options are configured into 
a configuration interface on a device Software application 
that allows users to select from one or more service plans 
that includes various consumer and enterprise allocations 
and/or to select an enterprise only service plan. In some 
embodiments, the configuration interface is made available 
directly on the device via a device client that provides a 
service plan selection user interface that displays one or 
more service plan options configured in the service design 
center or the enterprise service design center. In some 
embodiments, the configuration interface is presented 
directly on a device user interface (UI) when the user 
attempts to use an access service usage activity that requires 
a service plan to be activated or purchased. In some embodi 
ments, the configuration interface presented via the device 
UI accepts a user response, transmits it to a carrier network 
element responsible for provisioning a new user service plan 
that in turn activates the service plan chosen by the user, 
possibly after confirming service payment credit for the user 
or enterprise entity. In some embodiments, the carrier net 
work element responsible for provisioning a new user Ser 
Vice plan is a carrier usage accounting server. In some 
embodiments, the carrier network element responsible for 
provisioning a new user service plan is a consumer internet 
services element. In some embodiments, the carrier network 
element responsible for provisioning a new user service plan 
is a carrier gateway or home agent. In some embodiments 
the carrier network element responsible for provisioning a 
new user service plan is a billing system or service plan 
provisioning system. In some embodiments, the configura 
tion interface is made available to the user in the form of a 
web site that provides a service plan selection user interface 
that displays one or more service plan options configured in 
the service design center or the enterprise service design 
Center. 

In some embodiments, the initial configuration of the 
end-user device includes one or more enterprise access 
service plans that allow the user to access certain applica 
tions or network destinations associated with enterprise 
access services, and the user can choose from one or more 
additional consumer oriented service plans offered directly 
on the device UI by a device software application in com 
munication with a carrier network element responsible for 
provisioning a new user service plan that in turn activates the 
service plan chosen by the user, possibly after confirming 
service payment credit for the user or enterprise entity. In 
Some embodiments, these access service plan options are 
configured with a service design center. In some embodi 
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10 
ments, these access service plan options are configured with 
an enterprise service design center. 

In some embodiments, enterprise data locally stored on 
the wireless communication device is secured and access to 
an enterprise network from the wireless communication 
device is secured so that only authorized devices or appli 
cations can access the network. In some embodiments, 
security for enterprise data and network access is accom 
plished by connecting the wireless communication device to 
the enterprise network via a secure mobile services appli 
cation on the wireless communication device that connects 
via a secure channel to a secure mobile services gateway 
server in the enterprise network. In some embodiments, the 
SDC is programmed to provision the network and/or device 
apparatus to detect service usage communication with the 
mobile services gateway server and record that as a usage 
charge for network services. In some embodiments, such 
service usage communication with the mobile services gate 
way server is credited to the user's carrier account or used 
as a reimbursement to the user bill. 

In some embodiments, determining the enterprise and 
consumer billing allocation for wireless communication 
device service usage activities is performed using a classifier 
implemented on the wireless communication device that 
classifies the monitored service usage activity (e.g., service 
usage can also be measured by the classifier and/or another 
function implemented on the wireless communication 
device, which can similarly be implemented in a secure 
execution area or in a secure memory), in which the clas 
sifier is executed in a secure execution area or a secure 
memory of the wireless communication device. In some 
embodiments, the security of the classifier is verified, peri 
odically or at other times, using various techniques, such as 
by comparing a local service usage measure with a network 
based service usage measure and/or comparing a secured 
local service usage measure with another local service usage 
measure. In some embodiments, a secured application pro 
tects one or more enterprise applications (e.g., email, cal 
endar, contacts, intranet access, and/or other enterprise 
specified applications, such as applications configured as 
approved or authorized enterprise applications for a particu 
lar enterprise by an enterprise manager using a service 
design center) from unauthorized use or tampering. 

In some embodiments, the secure mobile services appli 
cation also provides for usage monitoring of the enterprise 
service usage of the device. In some embodiments, the 
secure mobile services application also provides for service 
access control for the enterprise services of the device so that 
enterprise network access policies can be locally enforced 
on the device. 

In some embodiments, security for enterprise data and 
network access is provided by connecting to the enterprise 
network via a secure mobile services application executed 
securely (e.g., in a virtual machine or in a hardware secured 
execution partition) on the wireless communications device 
that connects via a secure channel to a secure mobile 
services gateway server in the enterprise network. In some 
embodiments, security for enterprise data and network 
access is provided by connecting to the enterprise network 
via a secure mobile services application executed on a 
wireless communications device that includes a service 
processor, as described herein, that connects via a secure 
channel to a secure mobile services gateway server in the 
enterprise network. In some embodiments, the SDC is 
programmed to provision the network and/or wireless com 
munications device apparatus to detect service usage com 
munication with the mobile services gateway server, and 
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record that as a usage charge for network services. In some 
embodiments, such service usage communication with the 
mobile services gateway server is credited to the user's 
carrier account or used as a reimbursement to the user bill. 

In some embodiments, the service processor also provides 
for service usage monitoring of the enterprise service usage 
of the device, as described herein with respect to various 
embodiments. In some embodiments, the service processor 
also provides for service access control for the enterprise 
services of the device so that enterprise network access 
policies can be enforced on the device, as described herein 
with respect to various embodiments. 

In some embodiments, enterprise and consumer billing 
allocation for wireless communication device service usage 
activities includes associating the wireless communication 
device and/or an authorized user of the wireless communi 
cation device (e.g., using device/user credentials) with an 
enterprise account (and, in some embodiments, a consumer 
account), associating an application with a service, and 
associating the service with the enterprise account (e.g., a 
service for the wireless communication device that the 
enterprise agreed to pay for). In some embodiments, enter 
prise and consumer billing allocation for wireless commu 
nication device service usage activities further includes 
using application-based monitoring and/or control using, for 
example, device assisted services. 

In some embodiments, enterprise and consumer billing 
allocation for wireless communication device service usage 
activities includes crediting an associated consumer account 
for service usage allocated to an enterprise account. In some 
embodiments, enterprise and consumer billing allocation for 
wireless communication device service usage activities 
includes billing the enterprise for service usage allocated to 
the enterprise account. In some embodiments, enterprise and 
consumer billing allocation for wireless communication 
device service usage activities includes reporting to the 
enterprise (and, in some embodiments, the consumer) ser 
Vice usage allocated to the enterprise account, and the 
enterprise can, for example, provide an expense reimburse 
ment to the consumer (e.g., employee, partner, associate, or 
contractor of the enterprise). 

In some embodiments, enterprise and consumer billing 
allocation for wireless communication device service usage 
activities includes associating the wireless communication 
device with an enterprise account and a consumer account, 
associating an application with a service, and associating the 
service with the consumer account (e.g., a service for the 
wireless communication device that the consumer, Such as 
an employee of the enterprise, agreed to personally pay for). 
In some embodiments, enterprise and consumer billing 
allocation for wireless communication device service usage 
activities further includes using application-based monitor 
ing and/or control using, for example, device assisted Ser 
vices. 

In some embodiments, enterprise and consumer billing 
allocation for wireless communication device service usage 
activities includes crediting an associated enterprise account 
for service usage allocated to a consumer account. In some 
embodiments, enterprise and consumer billing allocation for 
wireless communication device service usage activities 
includes billing the consumer for service usage allocated to 
the consumer account. In some embodiments, enterprise and 
consumer billing allocation for wireless communication 
device service usage activities includes reporting to the 
enterprise (and, in some embodiments, the consumer) ser 
Vice usage allocated to the consumer account, and the 
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enterprise can, for example, deduct the cost for Such service 
usage as an expense from the consumer's periodic/next 
paycheck. 
In some embodiments, enterprise and consumer billing 
allocation for wireless communication device service usage 
activities does not require a network element or a device 
element to control services. For example, a user with a 
device associated with a bulk service usage plan can be 
automatically credited for sponsored enterprise service 
usage. If the bulk service usage plan has a service plan cap 
associated with the user's consumer service plan, then the 
service usage classified as sponsored enterprise service 
usage can be deducted from the total service usage such that 
the sponsored enterprise service usage does not count 
towards the user's capped consumer service plan usage. As 
another example, an enterprise account associated with the 
wireless communication device and/or user can allow the 
user to exceed a monthly or other service plan cap for 
sponsored enterprise service usage (e.g., based on various 
criteria and/or other factors, such as a more restrictive 
enterprise service policy to avoid potential misuse of spon 
sored enterprise services for personal use). 

In some embodiments, enterprise and consumer billing 
allocation for wireless communication device service usage 
activities is provided using network-based and/or device 
based techniques as described herein with respect to various 
embodiments. For example, using various techniques 
described herein, an enterprise manager can control the 
services for wireless communication devices for the enter 
prise, including access to Such services and/or charging for 
Such services (e.g., services used by employees in which 
some are charged to the enterprise on behalf of the employee 
and some are charged to the employee as a consumer of such 
services) and user notification messages. For example, the 
enterprise manager or another network element/function can 
cap and/or control service usage for consumer services 
and/or enterprise services. 

In some embodiments, a service usage reconciliation 
function is provided. In some embodiments, the service 
usage reconciliation function implements the rules for a 
billing split for the enterprise and consumer billing alloca 
tion for wireless communication device service usage activi 
ties, as described herein with respect to various embodi 
ments. In some embodiments, the service usage 
reconciliation function also facilitates fraud detection, as 
described herein with respect to various embodiments. 
Carrier Managed Billing Allocation with Service Usage 
Monitoring in Carrier Network 

FIG. 1 illustrates a functional diagram of a network 
architecture 100 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. In 
Some embodiments, a wireless communication device 110 
includes a memory, an application processor (e.g., or more 
than one application processor or general processor), and a 
wireless modem, shown as an access modem 151. As shown, 
the wireless communication device 110 includes an operat 
ing system application space 131 for executing applications 
and communicating wirelessly using operating system lower 
layers 130, network stack 136, and the access modem 151. 
As used herein, application space refers to a portion of 
memory and a portion of a processor operating system 
execution environment for executing application programs. 
As also shown, the wireless communications device 110 
includes operating system lower layers 130. As used herein, 
operating system lower layers refers to one or more OS 
layers that typically implement networking functions (e.g., 
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network Stack 136). In some embodiments, operating system 
lower layers 130 is where certain application data and 
communications security functions are implemented as 
described herein. In some embodiments, operating system 
lower layers 130 is where certain service usage monitoring 
and reporting functions are implemented as described 
herein. In some embodiments, operating system application 
space 131 executes various user applications, including one 
or more of user data application 111 and user voice appli 
cation 112, and various enterprise applications, including 
enterprise data application 124 and enterprise voice appli 
cation 126. In some embodiments, the execution environ 
ment for user applications and enterprise applications is the 
same (e.g., as shown in FIGS. 1 through 7). For example, a 
consumer Internet browser can execute in the operating 
system application space 131 for providing Internet web site 
browsing or web based email service via network stack 136 
and wireless access modem 151 (e.g., a wireless modem), 
and an enterprise email program can also execute in the 
operating system application space 131 to communicate 
with an enterprise email server also via network stack 136 
and wireless access modem 151. In some embodiments, the 
execution environment for user applications and enterprise 
applications are not the same (e.g., as shown in FIGS. 8 
through 12). 

In some embodiments, device 110 accesses various net 
work-based Voice services, such as consumer voice services 
167 and/or enterprise sponsored/paid-for consumer voice 
services usage, via Voice network 165. As shown, Voice 
network 165 is in communication with carrier access net 
work 150 via carrier gateway/home agent (HA) 152. In some 
embodiments, device 110 accesses various Internet based 
services, such as consumer Internet services 162 and/or 
enterprise sponsored/paid-for consumer Internet services 
usage, via Internet 160. 
As also shown in FIG. 1, device 110 is in wireless 

communication (e.g., 2G/3G/4G access) with carrier access 
network 150. The carrier provides a carrier usage accounting 
server 154 (e.g., a carrier billing server) in communication 
with carrier access network 150. Carrier network access 150 
is shown in communication with both Internet 160 and 
enterprise network 170 via Internet 160. Enterprise network 
170 is shown in communication with Internet 160 as via 
enterprise firewall and secure access gateway 171 for pro 
tecting enterprise network 170 from unauthorized access. In 
some embodiments, to access enterprise network 170 
through enterprise firewall and secure access gateway 171, 
device 110 includes a secure data application or a virtual 
private network application/function to facilitate Secure 
authorization with enterprise firewall and secure access 
gateway 171 and to also protect the communication (e.g., 
encrypt such data communications). As also shown, behind 
enterprise firewall and secure access gateway 171, enterprise 
network 170 provides communication with secure enterprise 
mobile services gateway/server 172 in communication with 
enterprise network 170. As shown, secure enterprise mobile 
services gateway server 172 includes various enterprise 
applications/functions, including as shown, mobile email 
173, mobile synchronization 174, mobile contacts 175, 
mobile calendar 176, mobile communications 177, and 
mobile intranet 178. In some embodiments, secure enter 
prise mobile services gateway server 172 provides mobile 
device mobile access to various enterprise network intranet 
services via enterprise intranet servers 180. In some embodi 
ments, the enterprise mobile services include email, con 
tacts, calendar, enterprise communications, mobile device 
synchronization services, intranet internal web sites, internal 
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enterprise applications, enterprise file systems, and/or other 
enterprise networking services. In some embodiments, 
secure enterprise mobile services gateway server 172 pro 
vides optimized mobile application formatting of the enter 
prise information or synchronization services to synchronize 
the enterprise database for the above services in an efficient 
and/or timely manner. 

In some embodiments, carrier usage accounting server 
154 (e.g., the carrier billing server) communicates (e.g., 
using secure communication techniques) with service usage 
reconciliation server function 158 to obtain reconciled ser 
Vice charging reports (e.g., reconciled billing reports) and/or 
enterprise service usage charging credit reports. In some 
embodiments, the reconciled service charging reports (e.g., 
reconciled billing reports) and/or enterprise service usage 
charging credit reports are processed by carrier usage 
accounting server 154 and reported as user usage record(s) 
155 and/or enterprise usage record(s) 156. For example, 
mediating such charging and credit reports can be based on 
various factors as described herein (e.g., by application, time 
of day/day of week, and/or other factors). For example, the 
service usage charges that occur due to communication with 
the servers or services that are part of enterprise network 
170, including secure enterprise mobile services gateway 
server 172 and intranet servers 180, can be counted as an 
enterprise service usage credit. 

In some embodiments, enterprise service design center 
194 issues device provisioning instructions for the device 
credential list from the enterprise services device group, and 
for each of the credentials, a service control policy is set on 
enterprise firewall/secure gateway 171 to allow properly 
authorized devices to reach the desired destinations listed on 
the enterprise service activity policy set. The provisioning of 
enterprise firewall/secure gateway 171 with the enterprise 
service device group credentials and the enterprise service 
policy set is illustrated in FIG. 1 by the “C” input designator. 

In some embodiments, enterprise service design center UI 
196 and enterprise service design center 194 are provided as 
shown in FIG. 1. In some embodiments, enterprise service 
design center UI 196 and enterprise service design center 
194 provide dedicated enterprise control of the network 
policy provisioning for configuring the service charging, 
accounting or billing allocation policies for differentiating 
between enterprise device service usage activities and con 
Sumer device service usage activities. Furthermore, in some 
embodiments, the portion of the enterprise network policy 
provisioning information that is needed to provision the 
carrier network elements to implement various techniques 
for allocating device service usage between enterprise and 
consumer activities is communicated between enterprise 
service design center 194 and carrier service design center 
190. 
A carrier provisioning system is typically not capable of 

providing direct access to an enterprise network adminis 
trator (e.g., carrier or enterprise personnel) for the purpose 
of provisioning such service charging capabilities. For 
example, such direct access is often not provided due to 
concerns related to the risk to the entire network that exists 
if network provisioning controls are made available to many 
different administrators to program charging allocation poli 
cies for many enterprises. However, as described herein, by 
isolating the required carrier network provisioning informa 
tion to a secure service design center UI and policy con 
figuration that only influences a small portion of the carrier 
network policy provisioning available to the carrier service 
design center and UI, the risk of causing Such problems with 
the carrier network configuration is significantly reduced. 
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Additionally, the process of performing the carrier side of 
the necessary provisioning is simplified for an administrator 
or in some cases can be automated. 
The service design centers (e.g., carrier service design 

center 190 and enterprise service design center 194) are 
shown in FIG. 1 and various other figures as separate 
network elements in order to more clearly define and discuss 
the functions of the service design centers. In some embodi 
ments, enterprise service design center 194 is implemented 
in various other network elements (e.g., in enterprise net 
work management apparatus, such as management functions 
of secure enterprise mobile services gateway server 172 or 
other enterprise network management apparatus). In some 
embodiments, enterprise service design center 194 is imple 
mented as a securely partitioned and managed device group 
interface to a Subset of the provisioning capabilities of 
carrier network service design center 190. In some embodi 
ments, enterprise service design center 194 is implemented 
as a securely partitioned and managed device group inter 
face to a Subset of the provisioning capabilities of a cloud 
based secure enterprise mobile services network that is run 
by a centralized enterprise services provider such as an ASP 
or MVNO. As would be appreciated by one of ordinary skill 
in the art in view of the various embodiments described 
herein, enterprise service design center 194 can be imple 
mented using various network and Software/hardware archi 
tectures while providing for secure and controlled access as 
described herein. 

In some embodiments, the enterprise service design cen 
ter administrator creates or imports the enterprise service 
device group credentials and the enterprise service policy set 
using enterprise service design center UI 196. In some 
embodiments, the information included in the enterprise 
service device group credentials and the enterprise service 
policy set is also communicated from enterprise service 
design center 194 to carrier service design center 190 via the 
“C” connection designator as shown. For each of the device 
credentials listed in the enterprise services device group, 
carrier service design center 190 determines the information 
it needs to properly provision carrier gateway/home agent 
152 with the proper access policy allowances and service 
usage charging policies to provide enterprise service access 
and usage credit for communications from device 110 to the 
enterprise network destination addresses specified in the 
enterprise service policy set. Programming of this provi 
Sioning information to carrier gateway/home agent 152 is 
indicated by the “A” information connector from carrier 
service design center 190 to carrier gateway/home agent 
152. In some embodiments, this provisioning (e.g., program 
ming) information sent via provisioning communication link 
“A” to carrier gateway/home agent 152 includes information 
to facilitate programming the enterprise device group cre 
dentials to: (i) receive the desired access service policy 
permissions, and (ii) implement the desired service usage 
accounting/charging policy settings. From the enterprise 
device group credentials list and the enterprise service 
activity policy set information provided in “C.” carrier 
service design center 190 determines the information needed 
to properly provision the service usage reconciliation server 
function 158. Programming of this provisioning information 
to service usage reconciliation server function 158 is indi 
cated by the “B” information connector from carrier service 
design center 190 to service usage reconciliation server 
function 158. In some embodiments, service usage recon 
ciliation function 158 is part of the carrier network, and 
service usage reconciliation function 158 implements the 
charging reconciliation rules to determine how much of the 
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recorded device 110 service usage to place on the user's 
usage record or service bill (e.g., consumer service usage 
cost allocation) and how much to place on the enterprise's 
usage record or service bill (e.g., enterprise service usage 
cost allocation). 
An enterprise may wish to allow consumer services on an 

end-user device that also allows an employee to access 
enterprise services over the access network. In some Such 
embodiments, service design center 190 specifies one or 
more service plans from which the device user can select, 
and these service plan selection options are configured into 
a configuration interface on a device Software application 
(e.g., user data app 111, user voice app 112 or service 
processor framework program 139 (shown, e.g., in FIG. 16)) 
that allows users to select from one or more service plans, 
for example, one or more plans with both consumer and 
enterprise allocations, and/or an enterprise-only service 
plan. In some embodiments, the configuration interface is 
made available directly on the device via a device client that 
provides a service plan selection user interface that displays 
one or more service plan options configured in service 
design center 190 or enterprise service design center 194. In 
Some embodiments, the configuration interface is presented 
directly on the device user interface (UI) when the user 
attempts an access service usage activity that requires a 
service plan to be activated or purchased. In some embodi 
ments, the configuration interface presented to the device UI 
accepts a user response and assists in sending the user 
response to a carrier network element responsible for pro 
visioning a new user service plan that in turn activates the 
service plan chosen by the user, possibly after confirming 
service payment credit for the user or enterprise entity. In 
Some embodiments, the carrier network element responsible 
for provisioning a new user service plan is carrier usage 
accounting server 154. In some embodiments, the carrier 
network element responsible for provisioning a new user 
service plan is consumer Internet services elements 162. In 
Some embodiments, the carrier network element responsible 
for provisioning a new user service plan is a carrier gateway/ 
home agent 152. In some embodiments, the carrier network 
element responsible for provisioning a new user service plan 
is a billing system or service plan provisioning system. In 
Some embodiments, the configuration interface is made 
available to the user in the form of a web site that provides 
a service plan selection user interface that displays one or 
more service plan options configured in service design 
center 190 or enterprise service design center 194. 

In some embodiments, the initial configuration of device 
110 includes one or more enterprise access service plans that 
allow the user to access certain applications or network 
destinations associated with enterprise access services, and 
the user can choose from one or more additional consumer 
oriented service plans offered directly on the device UI by a 
device Software application (e.g., user data app 111, user 
voice app 112, or service processor framework program 139) 
in communication with a carrier network element respon 
sible for provisioning a new user service plan that in turn 
activates the service plan chosen by the user, possibly after 
confirming service payment credit for the user or enterprise 
entity. In some embodiments, these access service plan 
options are configured using service design center 190. In 
Some embodiments, these access service plan options are 
configured using enterprise service design center 194. 

In Some embodiments in which a user has selected a 
consumer-oriented service plan in addition to an enterprise 
service plan, service usage reconciliation function 158 dis 
tinguishes between data usage within the enterprise service 
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plan and data usage within the consumer-oriented service 
plan. In some embodiments, the enterprise does not pay for, 
backhaul, process, or police data usage associated with the 
consumer-oriented plan. In some embodiments, service 
usage reconciliation function 158 determines how much data 5 
usage by device 110 is enterprise data usage, and how much 
data usage by device 110 is consumer data usage. In some 
embodiments, service usage reconciliation function 158 
allocates data usage associated with applications and/or 
services specified by the enterprise service plan to the 10 
enterprise, and data usage associated with applications and/ 
or services specified by the consumer-oriented data plan to 
the consumer. 

The various embodiments described herein with respect to 
FIG. 1 support a variety of techniques for allocating service 15 
usage accounting or billing between enterprise services and 
consumer services. For example, service usage reconcilia 
tion function 158 can report measured total usage, measured 
consumer usage, and/or measured enterprise usage to carrier 
usage accounting server 154. In some embodiments, the 20 
reconciliation service usage function (e.g., provided by 
service usage reconciliation function 158 and/or another 
element/function) implements the business rules that deter 
mine how much of the service usage to charge the user (e.g., 
a consumer service usage allocation) and how much of the 25 
service usage to charge the enterprise (e.g., an enterprise 
service usage allocation). In some embodiments, the service 
usage reconciliation service usage function records total 
device service usage, records total enterprise service activity 
service usage, and then subtracts the enterprise service usage 30 
from the total device service usage to determine a consumer 
Service usage (e.g., a consumer service usage allocation). In 
Some embodiments, service usage reconciliation function 
158 passes on the enterprise service usage as a credit to the 
consumer account. In some embodiments, this credit is 35 
accounted for by the carrier billing the user at a reduced 
amount according to the credit and billing the enterprise for 
an increased amount according to the credit. In some 
embodiments, the credit is accounted for by communicating 
the credit to the enterprise so the enterprise can reimburse 40 
the consumer (e.g., generating an expense reimbursement 
for the credit to the consumer as an employee or contractor 
of the enterprise, directly paying the enterprise allocation of 
the carrier bill for the consumer, and/or various other 
approaches as described herein). In some embodiments, the 45 
credit is reported to the enterprise so that the enterprise can 
seek payment for the non-enterprise service usage (e.g., 
consumer service usage allocation) from the consumer (e.g., 
who can be an employee or contractor of the enterprise). 
As another example, an enterprise allocation can also 50 

include providing an allowance for a certain level of 
monthly usage of data and/or voice. In some embodiments, 
carrier usage accounting server 154 generates a bill for the 
associated consumer account (e.g., associated with device 
110, such as based on the device/user credentials) that 55 
reflects the cost of the service usage allocated to consumer 
service usage and a credit for the cost of service usage 
allocated to enterprise service usage (e.g., to offset the cost 
of the enterprise service usage, which can be billed to the 
enterprise account associated with the enterprise service 60 
usage for the device 110). As described herein, based on an 
allocation of enterprise and consumer service usage, various 
techniques for billing/charging and generating credits/re 
porting (e.g., the enterprise can generate the user/employee 
monthly expense reimbursements to compensate the user? 65 
employee for the determined cost of the enterprise service 
usage and/or other approaches as described herein) can be 
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provided using the network architecture 100 and/or other 
network architectures, as described herein. 

In some embodiments, an enterprise manager manages 
service usage by specifying an access network service usage 
limit for a service usage activity (Such as data service, Voice 
service, text service, a roaming service, or a more detailed 
classification of data service such as one or more websites or 
one or more device applications), and, when that usage limit 
is reached for a device that is managed by the enterprise 
manager, a service usage notification message is generated. 
In some embodiments, the service usage notification mes 
sage is configured through enterprise service design center 
UI 196. In some embodiments, the service usage notification 
message is delivered to device 110. In some embodiments, 
the service usage notification message is presented to the 
user via a user interface of device 110. 

In some embodiments, the service usage notification 
message provides information about data usage or the status 
of device 100. In some embodiments, the service usage 
notification message is triggered by an event, e.g., detection 
that device 110 reaches a data usage ceiling, determination 
that device 110 is roaming, etc. In some embodiments, the 
service usage notification message provides real-time or 
near-real-time information about data usage. In some 
embodiments, the service usage notification message pro 
vides information about remaining data usage availability or 
entitlement. In some embodiments, the service usage noti 
fication message comprises a detailed report of enterprise 
usage by user, user group, device, device group, or location. 

In some embodiments, secure enterprise mobile services 
gateway server 172 is a dedicated enterprise application 
server for a particular enterprise (e.g., company, government 
organization, School/university, or another entity). In some 
embodiments, secure enterprise mobile services gateway 
server 172 is a carrier or a third party service provider (e.g., 
a carrier for wireless network services, such as AT&T, 
Sprint, T-Mobile, and/or various other wireless network 
service providers/carriers or third party service providers) 
controlled/managed application server that performs the 
application server functions for various different enterprises 
(e.g., as a service/outsourced IT services model). In some 
embodiments, device 110 is partitioned (e.g., associated with 
a particular enterprise/MVNO partition and associated enter 
prise account) based on device credentials and/or VPN to 
determine a service plan for managing (e.g., to determine 
how to allocate enterprise/consumer service usage for) 
device 110. In some embodiments, based on the partition 
determination of device 110, and the associated service plan 
for managing device 110, appropriate service usage moni 
toring and classification can be determined for providing an 
enterprise and consumer allocation for service usage activi 
ties of device 110 based on the associated service plan(s). 

For example, by programming the business rules in Ser 
vice usage reconciliation function 158 that determine the 
service usage accounting allocation between enterprise Ser 
vices and consumer services, many approaches can be 
provided for creating a service that provides an enterprise 
service to a device when the device user has selected a 
consumer service plan or elected to pay for a consumer 
service plan. As an example, if the device user has chosen a 
service plan, the enterprise service usage accounted for in 
enterprise usage record 156 can be billed to the enterprise 
rather than the consumer. As another example, if the device 
user has chosen a service plan, the consumer service usage 
accounted for in user usage record 155 can be billed to the 
device user rather than the enterprise. As yet another 
example, if the device user has selected a service plan, the 
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enterprise service usage can be communicated to the enter 
prise (e.g., and/or the device user), and the enterprise can 
issue a reimbursement to the device user for the enterprise 
portion of the user's bill, or pay the carrier directly for a 
portion of the user's bill, thus reducing the amount the user 
must pay. In some embodiments, the business rules in 
service usage reconciliation function 158 are programmed to 
provide the device user with a certain amount of service 
usage that may or may not be directly related to enterprise 
services. 

For example, the user can be allocated a certain amount 
of general purpose browsing that includes network destina 
tions that are not specified in the enterprise service activity 
policy set. In some embodiments, there is a cap to Such 
general purpose browsing, and carrier service design center 
190 can provision the network and/or the device to alert the 
user regarding how much of the enterprise sponsored brows 
ing remains or when the enterprise sponsored internet 
browsing cap is reached or exceeded. In some embodiments, 
the business rules in service usage reconciliation function 
158 are programmed to deduct the service usage associated 
with the enterprise sponsored general purpose browsing, up 
to the specified cap, from the user's bill. In this way, the user 
can be allocated an allowance for services that either the 
enterprise sponsors to account for enterprise related service 
usage that may not be included in the enterprise service 
activity policy set or that the enterprise simply desires to 
sponsor to reduce the device user's consumer service plan 
billing. 

In a similar manner, services other than browsing that are 
not necessarily associated with enterprise service usage can 
also be sponsored by the enterprise by properly provisioning 
the business rules in service usage reconciliation function 
158. For example, a catch-all enterprise sponsored allow 
ance (e.g., or cap) for “bulk” internet usage can be provided. 
The fact that the user is provided with such an allowance 
may be pointed out to the user if the user disputes how much 
of his or her device service usage cost should be covered by 
the enterprise and how much the user should cover person 
ally. Another example is to provide a certain amount of voice 
minutes to any phone number or to phone numbers not in the 
enterprise service activity policy set. 

In some embodiments, the business rules in service usage 
reconciliation function 158 are provisioned so that the 
enterprise specifically does not allow, sponsor, or pay for 
certain device service usage activities. In some embodi 
ments, these service usage activities can include access to 
network destinations, applications, or services that pose 
security risks to enterprise data stored on device 110 or pose 
security risks to enterprise network 170. In some embodi 
ments, these activities include access to network destina 
tions, applications, or services that the enterprise does not 
wish to sponsor or that are potentially associated with user 
activity that violates enterprise policy or laws. For example, 
the business rules may be configured to allow only trans 
mission of business data on approved networks, e.g., exclud 
ing free or unknown WiFi hotspots, or only when device 110 
is connected to the network via a VPN. In some embodi 
ments, such service usage activities that violate enterprise 
security policies or other service usage policies are blocked 
by the business rules programmed into the network or the 
device as specified in the enterprise service activity policy 
Set. 

By programming the business rules in service usage 
reconciliation function 158 that determine the service usage 
accounting allocation between enterprise services and con 
Sumer services, many approaches can be provided for cre 
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ating a service that provides an enterprise service to a device 
when the device user has not selected a consumer service 
plan or elected to pay for a consumer service plan. For 
example, if the device user has not chosen to select or pay 
for a consumer service plan, carrier gateway/home agent 152 
can be programmed to allow service usage for the enterprise 
service policy set but deny all other access until the user 
chooses a consumer Service plan. In some embodiments, 
when/if the consumer chooses a consumer service plan then 
access would be expanded beyond just the enterprise Ser 
vices, because when the service plan activation occurs, 
consumer service policy set in carrier gateway/home agent 
152 will be updated to allow service (e.g., as the carrier 
administrator user of carrier service design center 190 
programs a different set of consumer service access policies 
for each consumer service plan that can be chosen). In some 
embodiments, the user is allocated a certain amount of 
general purpose data access or voice minutes as described 
above even though the user does not have a consumer data 
plan. Another example is to provide the user with a certain 
monetary allowance that is sponsored by the enterprise 
rather than a service usage amount. 

Although enterprise service design center 194 is shown 
provisioning mobile server usage counter 179 (e.g., shown 
in FIG. 5) and enterprise firewall/secure gateway 171, it 
should be understood that not all device provisioning con 
nections as shown from secure enterprise mobile services 
gateway/server 172 to device 110 are shown for device 
functions including secure mobile services application 
access, communication link provisioning (e.g., crypto 
graphic encryption keys, VPN settings, and various other 
Security/communication provisioning), security programs, 
service control programs, and program settings for enter 
prise service applications, such as email, calendar, contacts, 
mobile synchronization services, and traffic control. As 
shown, the labeled provisioning connections are provided as 
exemplary embodiments to assist in identifying the network 
elements that are provisioned for network access control and 
network service usage charging reporting. Those of ordinary 
skill in the art will appreciate that these additional device 
provisioning functions are not necessarily specifically called 
out with provisioning connection labels in each figure, and 
it will be apparent to one of ordinary skill in the art which 
of these device provisioning functions and connections are 
needed from enterprise service design center 194 and device 
110. It will also be apparent to one of ordinary skill in the 
art in view of the various embodiments described herein that 
the various device provisioning connections and device 
element programming configurations needed to provision 
these device functions can be managed by secure enterprise 
mobile services gateway/server 172 via a device manage 
ment communications link. It will also be apparent to one of 
ordinary skill in the art that, in some embodiments, the flow 
of policy provisioning information for the various device 
elements that participate in establishing service usage moni 
toring and reporting policies or service access control poli 
cies starts in enterprise service design center 194 and flows 
through secure enterprise mobile services gateway/server 
172 over a device management link, and through the device 
management link on device 110 to the device 110 functional 
elements that need to be provisioned. In various embodi 
ments described herein, the device elements that are provi 
Sioned in some embodiments to set up enterprise services, 
service usage monitoring and reporting policies, or service 
usage access control policies include one or more of enter 
prise data application 124, enterprise Voice application 126, 
secure mobile enterprise application environment 120 
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(shown, e.g., in FIG. 8), secure network interface 128 
(shown, e.g., in FIG. 8), secure enterprise mobile services 
application 125 (shown, e.g., in FIG. 13), virtual machine #2 
secure enterprise application environment 118 (shown, e.g., 
in FIG. 14), enterprise application secured hardware execu 
tion partition 106 (shown, e.g., in FIG. 15), device service 
usage monitor 119 (shown, e.g., in FIG. 17), service pro 
cessor framework program 139 (shown, e.g., in FIG. 16), 
and/or service processor kernel program 138 (shown, e.g., in 
FIG. 16). 

In some embodiments, service usage reconciliation func 
tion 158, or secure enterprise mobile services gateway/ 
server 172, or another similar network function, is pro 
grammed to review traffic usage patterns of mobile device 
110 for the purpose of determining if the device may have 
fallen into unauthorized hands or if the device secure 
enterprise communications and data management Software 
may have been hacked or tampered with in a way that 
endangers enterprise security or causes the enterprise to be 
billed for usage that is not enterprise usage. For example, 
service usage reconciliation function 158 (e.g., or secure 
enterprise mobile services gateway/server 172) can be pro 
grammed to monitor “bulk” enterprise service usage for the 
enterprise device group and trigger a fraud detection alert for 
a device that exhibits enterprise usage that is higher than a 
pre-determined “normal limit. As another example, service 
usage reconciliation function 158 can be programmed to 
monitor “bulk” enterprise service usage for the enterprise 
device group and trigger a fraud detection alert for a device 
that exhibits enterprise usage access patterns that are deter 
mined to be outside of “normal limits. Examples of usage 
patterns can include usage as a function of time of day, 
duration of usage, usage above a certain limit for a Subset of 
service usage activities, and/or usage above a certain limit 
for all service usage activities. 

In some embodiments, enterprise service design center 
194 is configured to receive or accept a specification for an 
access network service usage limit (e.g., a service amount in 
minutes, bytes, or cost) for a service usage activity (such as 
a data service, a Voice service, a text service, a roaming 
service, or a more detailed classification of a data service, 
Such as one or more websites or one or more device 
applications), and the service usage limit is applied to one or 
more devices 110 or device groups (or users or user groups) 
managed by enterprise service design center 194. In some 
embodiments, enterprise service design center 194 is further 
configured to receive service usage records for device 110. 
which is managed by enterprise service design center 194, 
from a network element configured to monitor and report 
device 110 service usage (e.g., carrier usage accounting 
server 154, enterprise firewall/security gateway 171, or 
another network element), and when the usage limit is 
reached, to generate a service usage notification message. In 
Some embodiments, enterprise service design center 194 is 
configured to deliver the service usage notification message 
to enterprise service design center UI 196. In some embodi 
ments, enterprise service design center 194 is configured to 
deliver the service usage notification message to a software 
application of device 110 (e.g., service processor framework 
program 139 or user data app 111) for presentation to the 
device user through a user interface of device 110. 

In some embodiments, enterprise service design center 
194 is configured to receive or accept a specification for an 
access network service notification event consisting of a 
network access pattern achieved or attempted by device 110 
that belongs to a device group (or user group) managed by 
enterprise service design center 194, wherein the network 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

22 
access pattern is access attempted or achieved by one or 
more pre-defined device applications, or access attempted or 
achieved by device 110 to one or more network destinations, 
websites or network servers. In some embodiments, enter 
prise service design center 194 is further configured to 
receive service usage records for device 110, which is 
managed by enterprise service design center 194, from a 
network element configured to monitor and report device 
110 service usage (e.g., carrier usage accounting server 154, 
enterprise firewall/security gateway 171, or another network 
element), and when the service usage indicates that the 
network access pattern has occurred, enterprise service 
design center 194 is further configured to send a notification 
message to enterprise service design center UI 196. 
Carrier Managed Billing Allocation with Service Usage 
Monitoring in Carrier Network and Enterprise Firewall/ 
Gateway 

FIG. 2 illustrates a functional diagram of another network 
architecture 101 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 101 of FIG. 2 is similar to network 
architecture 100 of FIG. 1, except that in network architec 
ture 101 of FIG. 2, service usage reconciliation function 158 
receives service usage information from enterprise firewall/ 
secure gateway 171 in addition to carrier gateway/home 
agent 152. This allows for various techniques that augment 
the capabilities of carrier gateway/home agent 152. For 
example, in networks in which it is impractical or infeasible 
for carrier gateway/home agent 152 to keep track of the 
service usage accounting allocation between the enterprise 
service policy set and consumer services for the devices in 
the device group, service usage reconciliation function 158 
can receive total device service usage from carrier gateway/ 
home agent 152, and receive the enterprise service usage 
from enterprise firewall/secure gateway 171. With this infor 
mation, service usage reconciliation service usage function 
158 can perform the allocation between enterprise service 
usage and consumer service usage without any detailed 
service usage reports from carrier gateway/home agent 152. 

There are several reasons that the carrier network may not 
Support numerous enterprise service customers with an 
enterprise/consumer allocation architecture that requires 
carrier gateway/home agent 152 to perform the necessary 
traffic classification or service usage classification as in the 
FIG. 1 embodiment. For example, these reasons can include: 
(i) carrier gateway/home agent 152 does not have the 
detailed service usage classification capability (e.g., deep 
packet inspection function(s)) required to allocate service 
usage between the enterprise service policy set and con 
Sumer services for the devices in the device group, (ii) 
carrier gateway/home agent 152 is capable of performing the 
service monitoring required but can only do it for a limited 
number of devices (e.g., Scaling issues), and/or (iii) there are 
too many device groups being managed by enterprise part 
ners of the carrier creating a situation where the number of 
specialized profiles that must be supported by carrier gate 
way/home agent 152 is larger than can be accommodated by 
the profile management capacity of the gateway system 
(e.g., Scaling issues). As would now be apparent to those of 
ordinary skill in the art in view of the embodiments 
described herein, there are other reasons that can make it 
advantageous to provide the enterprise service usage from 
the enterprise network. 

In some embodiments, provisioning with the service 
design centers and UIs for the embodiment shown in FIG. 2 
is similar to that of FIG.1. In some embodiments, the billing 
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allocation capabilities of the two embodiments are similar if 
carrier gateway/home agent 152 is fully capable of differ 
entiating service usage between the enterprise service policy 
set and the consumer services, but if not, then as discussed 
above, the billing allocation capabilities of the FIG. 2 
embodiment can be preferable in such environments. 

Because the enterprise service usage is monitored by the 
enterprise network elements in the embodiments depicted in 
FIG. 2, various service accounting or billing policies are 
available to the enterprise or carrier. For example, the 
amount of service usage resulting from enterprise services 
that occur during roaming conditions can be accounted for 
even when the carrier network does not receive detailed 
classification of service usage from roaming network part 
ners. The business rules programmed into service usage 
reconciliation function 158 that are determined by the enter 
prise service activity policy set can break-out enterprise 
service-related roaming charges separately from consumer 
service-related roaming charges so that the enterprise 
service-related roaming charges are sponsored or paid by the 
enterprise and consumer roaming service usage activities are 
not subsidized or are only partially subsidized. In addition, 
in Some embodiments, secure enterprise mobile services 
gateway/server 172 includes the capability to determine if 
device 110 is roaming so that the access control policies 
specified in the enterprise service activity policy set can 
include modification or denial of access to enterprise net 
work 170 services allowed by enterprise firewall/secure 
gateway 171 or secure enterprise mobile services gateway/ 
server 172 during roaming conditions even though the 
access is not controlled by the carrier home network. 

In some embodiments, an active network detection func 
tion is included on the device to assist the network policy 
enforcement elements to determine the type of network the 
device is connected to or to determine if the device is on a 
home or roaming network, as described herein. For example, 
the service usage policy allowances provided by the enter 
prise service activity policy set can be programmed so that 
the allowances change depending on the availability of a 
particular network or set of networks, the time of day, the 
congestion state of a network, or the current cost of service 
on the network. For example, if the carrier home network is 
not available and only a roaming network is available, the 
allowance may be decreased or removed. As another 
example, if a certain network type is not available but 
another network type is (e.g., 2G is available instead of 3G 
or 3G is available instead of 4G), then the allocation can be 
reduced. As yet another example, if a variable charging 
policy is in place with the carrier for access when the 
network is busy or during certain times of day, then the 
enterprise sponsored allowance can be reduced during times 
of higher charging. 
Enterprise Managed Billing Allocation with Service Usage 
Monitoring in Carrier Network and Enterprise Firewall/ 
Gateway 

FIG. 3 illustrates a functional diagram of another network 
architecture 102 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 102 of FIG. 3 is similar to network 
architecture 101 of FIG. 2, except that in network architec 
ture 102 of FIG. 3, service usage reconciliation function 158 
receives overall device service usage information from 
carrier usage accounting server 154 and also receives enter 
prise device service usage information from enterprise fire 
wall/secure gateway 171. In some embodiments, there is no 
interaction between the provisioning of the carrier network 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

24 
and the provisioning of the enterprise network, and it is 
assumed that service usage reconciliation function 158 and 
enterprise usage accounting server 159 are both under the 
control of the enterprise administrator. This approach allows 
for various techniques that provide for enterprise allocation 
of consumer service usage and enterprise service usage 
without the need to interface to the carrier network other 
than to get the overall usage Summary. For example, service 
usage reconciliation function 158 can receive total or “bulk” 
usage from carrier usage accounting server 154, receive 
enterprise service usage from enterprise firewall/secure 
gateway 171, and determine the amount of consumer service 
usage, enterprise service usage, and/or an enterprise service 
usage credit. 

In some embodiments, provisioning with the service 
design centers and UIs for the embodiment shown in FIG. 3 
is similar to that of FIG. 1 except that no provisioning of 
enterprise service parameters is required in the carrier net 
work. The billing allocation capabilities are also similar if 
carrier gateway/home agent 152 is fully capable of differ 
entiating service usage between the enterprise service policy 
set and the consumer services, but if not, then as discussed 
above, the billing allocation capabilities of the FIG. 3 
embodiment can be preferable in such environments. For 
example, using network architecture 102, the enterprise can 
deal directly with its employees without the need to bring the 
carrier into the consumer-Versus-enterprise allocation pro 
cess. As an example, the enterprise could have a policy in 
which consumers purchase their own mobile device services 
and then get credit for enterprise mobile device services at 
the end of each billing period. This credit can be provided 
back to the employee in the form of an expense reimburse 
ment or an increase in their next paycheck. 
Enterprise Usage Credit with Service Usage Monitoring in 
Enterprise Firewall/Gateway 

FIG. 4 illustrates a functional diagram of another network 
architecture 103 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 103 of FIG. 4 is similar to network 
architecture 102 of FIG. 3, except that in network architec 
ture 103 of FIG. 4, service usage reconciliation server 
function 158 receives no overall device service usage infor 
mation from the carrier network. As shown in FIG. 4, the 
Source of service usage information is enterprise network 
170 (e.g., via the enterprise firewall/secure gateway 171). In 
some embodiments, there is no interaction between the 
provisioning of the carrier network and the provisioning of 
the enterprise network, and it is assumed that service usage 
reconciliation function 158 and enterprise usage accounting 
server 159 could both be under the control of the enterprise 
administrator. For example, network architecture 103 of 
FIG. 4 can be less dependent on the carrier than network 
architecture 102 of FIG. 3 in that no billing information feed 
is provided. Using various techniques described herein, an 
enterprise service usage credit can be determined, and the 
determined enterprise service usage credit can be reim 
bursed to the device user. 
Carrier Managed Billing Allocation with Service Usage 
Monitoring in Carrier Gateway/Home Agent and Enterprise 
Mobile Services Gateway Server 

FIG. 5 illustrates a functional diagram of another network 
architecture 200 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 200 of FIG. 5 is similar to network 
architecture 101 of FIG. 2, except that in network architec 
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ture 200 of FIG. 5, secure enterprise mobile services gate 
way/server 172 includes mobile server usage monitor 179, 
and the enterprise service usage reports from this function 
are sent to service usage reconciliation function 158 instead 
of usage reports being sent from enterprise firewall/secure 
gateway 171. In some embodiments, various specialized 
needs of monitoring, recording, and reporting enterprise 
service usage are confined to the special-purpose secure 
enterprise mobile services gateway/server 172 rather than 
requiring the often more general-purpose enterprise firewall/ 
secure gateway 171 to perform these functions. 
Enterprise Managed Billing Allocation with Service Usage 
Monitoring in Carrier Network and Enterprise Mobile Ser 
vices Gateway Server 

FIG. 6 illustrates a functional diagram of another network 
architecture 201 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 201 of FIG. 6 is similar to network 
architecture 102 of FIG. 3, except that in network architec 
ture 201 of FIG. 6, secure enterprise mobile services gate 
way/server 172 includes mobile server usage monitor 179, 
and the enterprise service usage reports from this function 
are sent to service usage reconciliation function 158 instead 
of usage reports being sent from enterprise firewall/secure 
gateway 171. For example, this approach allows for the 
specialized needs of monitoring, recording, and reporting 
enterprise service usage to be performed by the special 
purpose secure enterprise mobile services gateway/server 
172 rather than requiring the often more general-purpose 
enterprise firewall/secure gateway 171 to perform such 
functions. 
Enterprise Usage Credit with Service Usage Monitoring in 
Enterprise Mobile Services Gateway Server 

FIG. 7 illustrates a functional diagram of another network 
architecture 202 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 202 of FIG. 7 is similar to network 
architecture 103 of FIG. 4, except that in network architec 
ture 202 of FIG. 7, secure enterprise mobile services gate 
way/server 172 includes mobile server usage counter 179, 
and the enterprise service usage reports from this function 
are sent to service usage reconciliation function 158 instead 
of usage reports being sent from enterprise firewall/secure 
gateway 171. For example, this approach allows for the 
specialized needs of monitoring, recording and reporting 
enterprise service usage to be performed by the special 
purpose secure enterprise mobile services gateway/server 
172 rather than requiring the often more general-purpose 
enterprise firewall/secure gateway 171 to perform such 
functions. 
Carrier Managed Billing Allocation with Device Mobile 
Enterprise Services Application Environment and Service 
Usage Monitoring in Carrier Network 

FIG. 8 illustrates a functional diagram of another network 
architecture 300 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. As 
shown, secure mobile enterprise application environment 
120 and secure network interface 128 within secure mobile 
enterprise application environment 120 are included in 
device 110. Also, server secure network interface 127 is 
included in secure enterprise mobile services gateway/server 
172. In some embodiments, secure mobile enterprise appli 
cation environment 120 protects sensitive enterprise infor 
mation that is stored on device 110 (e.g., email text and 
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downloads, calendar information, contacts, intranet data, or 
any other enterprise data) and provides a secure communi 
cation channel function to allow for authentication with 
server secure network interface 127 on secure enterprise 
mobile services gateway/server 172. As also shown, a user 
services application environment in device 110 includes 
various user applications, such as user data application 111 
and user voice application 112. 

In some embodiments, provisioning of the various net 
work architecture elements to facilitate the allocation 
between enterprise service usage accounting or billing and 
consumer service usage accounting or billing is established 
as follows. The device portion of secure network interface 
128 and the enterprise server portion of server secure 
network interface 127 are provisioned with connection “E.” 
In some embodiments, this provisioning operation with the 
connection labeled “E” includes programming information 
for secure network interface 128 to direct enterprise network 
170 access traffic associated with application functions 
running in secure mobile enterprise application environment 
120 to enterprise network 170 destinations that are to be 
sponsored (and, in Some embodiments, possibly intermedi 
ate network routes) according to the enterprise services 
policy set, including, for example, the addresses (e.g., IP, 
IP/port or other higher layer address identifiers) of secure 
enterprise mobile services gateway/server 172 or enterprise 
intranet servers 180. In some embodiments, the provisioning 
operation designated with the connection label “E” also 
establishes the parameters required for the secure commu 
nication of information between secure network interface 
128 and server secure network interface 127. In some 
embodiments, this provisioning step sets up the policies for 
the authentication process, data encryption, and crypto 
graphic key exchange processes take place to establish 
secure communication between secure mobile enterprise 
application environment 120 and secure enterprise services 
gateway/server 172. 

In some embodiments, the enterprise network destinations 
that are to be sponsored according to the enterprise services 
policy set identified by provisioning connection “E” are also 
communicated to carrier service design center 190. For 
example, this allows carrier service design center 190 to 
determine and transmit the proper provisioning information 
to establish the access control policies or service usage 
accounting policies for these aspects of the enterprise Ser 
vices policy set. Carrier service design center provisioning 
connections “A” communicate the provisioning information 
(programming) to carrier gateway/home agent 152. Carrier 
service design center provisioning connections “B” commu 
nicate the provisioning information (programming) to Ser 
vice usage reconciliation function 158. 

In some embodiments, the provisioning operation asso 
ciated with the provisioning connection label “C” provisions 
enterprise firewall/secure gateway 171 to admit devices 110 
with device credentials or application credentials that belong 
to the desired enterprise services device group associated 
with the enterprise service policy set. In some embodiments, 
the provisioning information labeled as “C” includes enter 
prise network 170 destinations that are to be sponsored (and, 
in some embodiments, possibly intermediate network 
routes) according to the enterprise services policy set. In 
Some embodiments, the provisioning information labeled as 
“C” includes only the network destinations for secure enter 
prise mobile services gateway/server 172, and devices 110 
are not allowed access to other parts of enterprise network 
170. 
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In some embodiments, network architecture 300 for pro 
viding enterprise and consumer billing allocation for wire 
less communication device service usage activities includes 
executing an enterprise application as a secure enterprise 
data application 124 in secure mobile enterprise application 
environment 120 of device 110 in which the secure appli 
cations are in network communication (e.g., secure network 
communication, such as via a virtual private network (VPN) 
or other secure network communication techniques) with 
secure enterprise mobile services gateway/server 172 (e.g., 
executing an enterprise server side of the enterprise autho 
rized/sponsored applications, such as an enterprise email 
server, an enterprise calendar server, an enterprise contacts 
server, and/or an enterprise network access server) of the 
enterprise. In some embodiments, the secure enterprise 
mobile services gateway/server 172 performs application 
monitoring that includes counting application service usage 
(e.g., bytes used in communicating with the devices execu 
tion of secure enterprise application 124). In some embodi 
ments, secure enterprise mobile services gateway/server 172 
performs application monitoring that further includes clas 
Sifying application service usage (e.g., classifying secure 
enterprise application 124 by application/service usage 
activity Such as based on application name or using signed 
code?hash techniques, by time of day/day of week, enter 
prise server, destinations, enterprise intranet, and/or other 
factors). 
Carrier Managed Billing Allocation with Device Mobile 
Enterprise Services Application Environment and Mobile 
Services Gateway Server with Service Usage Monitoring in 
Carrier Network 

FIG. 9 illustrates a functional diagram of another network 
architecture 301 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 301 of FIG. 9 is similar to network 
architecture 300 of FIG. 8, except that in network architec 
ture 301 of FIG. 9, secure enterprise mobile services gate 
way/server 172 is located between the Internet 160 and 
enterprise network 170. For example, this approach allows 
for server secure network interface 127 of secure enterprise 
mobile services gateway/server 172 to restrict access to 
enterprise network 170 and enterprise intranet servers 180 
based on device authentication and/or various other security 
techniques (e.g., secure access, authentication, and/or com 
munication techniques), as would be apparent to one of 
ordinary skill in the art in view of the various embodiments 
described herein. 
Carrier Managed Billing Allocation with Device Mobile 
Enterprise Services Application Environment and Mobile 
Services Gateway Server with Service Usage Monitoring in 
Carrier Network and Mobile Services Gateway Server 

FIG. 10 illustrates a functional diagram of another net 
work architecture 302 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 302 of FIG. 10 is similar to network 
architecture 301 of FIG. 9, except that in network architec 
ture 302 of FIG. 10, secure enterprise mobile services 
gateway/server 172 includes mobile service usage monitor 
179 that reports enterprise service usage to the service usage 
reconciliation function 158. In some embodiments, various 
specialized needs of monitoring, recording, and reporting 
enterprise service usage are confined to the special-purpose 
enterprise mobile services gateway/server 172 rather than 
requiring the often more general-purpose enterprise firewall/ 
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secure gateway 171 and/or other network elements/func 
tions to perform Such functions. 
Enterprise Managed Billing Allocation with Device Mobile 
Enterprise Services Application Environment and Mobile 
Services Gateway Server with Service Usage Monitoring in 
Mobile Services Gateway Server 

FIG. 11 illustrates a functional diagram of network archi 
tecture 303 for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with some embodiments. Network 
architecture 303 of FIG. 11 is similar to network architecture 
302 of FIG. 10, except that network architecture 303 of FIG. 
11 includes another carrier usage accounting server 154B 
that reports service usage to service usage reconciliation 
function 158. In some embodiments, carrier usage account 
ing server 154B receives overall or bulk service usage data 
from carrier gateway/home agent 152 and forwards Such 
information to service usage reconciliation function 158. 
Service usage reconciliation function 158 reconciles the 
overall or bulk service usage received from carrier account 
ing server 154B and the enterprise service usage received 
from mobile server usage monitor 179 and provides such 
reconciled service usage information to carrier usage 
accounting server 154A. 
Enterprise Usage Credit with Device Mobile Enterprise 
Services Application Environment and Mobile Services 
Gateway Server with Service Usage Monitoring in Mobile 
Services Gateway Server 

FIG. 12 illustrates a functional diagram of network archi 
tecture 304 for providing enterprise and consumer billing 
allocation for wireless communication device service usage 
activities in accordance with some embodiments. Network 
architecture 304 of FIG. 12 is similar to network architecture 
303 of FIG. 11, except that in network architecture 304 of 
FIG. 12, the only service usage reported to service usage 
reconciliation function 158 is the enterprise service usage 
received from mobile server usage monitor 179. In some 
embodiments, service usage reconciliation function 158 
reconciles the enterprise service usage received from mobile 
server usage monitor 179 and provides such reconciled 
service usage information to carrier usage accounting server 
154, which generates enterprise service usage record(s) 156. 
Device Configurations without Service Usage Monitoring 
and Reporting 

FIG. 13 illustrates a functional diagram of a secure device 
application architecture for providing enterprise and con 
Sumer billing allocation for wireless communication device 
service usage activities in accordance with Some embodi 
ments. As shown, device 110 includes an operating system 
application space 131, operating system lower layers 130 
including network Stack 121, and access modem (e.g., 
wireless modem) 129. As also shown, operating system 
application space 131 includes various user applications, 
Such as user data application 111 and user voice application 
119, and service usage monitor 119. Operating system 
application space 131 also includes secure enterprise mobile 
services application 125, which includes various enterprise 
applications, such as email, synchronization, contacts, cal 
endar communications, and intranet. Secure enterprise 
mobile services application 125 also includes secure net 
work interface 128 (e.g., for securely communicating with 
an enterprise network). 

FIG. 14 illustrates a functional diagram of another secure 
device virtual machine architecture for providing enterprise 
and consumer billing allocation for wireless communication 
device service usage activities in accordance with some 
embodiments. FIG. 14 is similar to FIG. 13, except that in 
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FIG. 14 the user applications are executed/stored within 
virtual machine (VM) #1 consumer application environment 
117, and secure enterprise mobile services application 125 is 
included within virtual machine (VM) #2 secure enterprise 
application environment 118. Device 110 also includes 
virtual machine operating system 115 that includes virtual 
OS instantiation #1 117A for VM #1 consumer application 
environment 117 and virtual OS instantiation #2 118A for 
VM #2 secure enterprise application environment 118. As 
also shown, Virtual machine operating system 115 includes 
virtual machine OS network stack 116. 

FIG. 15 illustrates a functional diagram of another secure 
device hardware execution partition architecture for provid 
ing enterprise and consumer billing allocation for wireless 
communication device service usage activities in accor 
dance with some embodiments. FIG. 15 is similar to FIG. 
14, except that in FIG. 15 hardware partitions are provided 
instead of virtual partitions. As shown, the user applications 
are executed/stored within user application secured hard 
ware execution partition 105 and secure enterprise mobile 
services application 125 is included within enterprise appli 
cation secured hardware execution partition 106. Device 110 
also includes secured hardware partition for OS 115 that 
includes secure hardware partition manager #1 107 for user 
application secured hardware execution partition 105 and 
secure hardware partition manager #2 108 for enterprise 
application secured hardware execution partition 106. As 
also shown, secured hardware partition for OS 115 includes 
OS network stack 116. 

FIG. 16 illustrates a functional diagram of another secure 
device service processor architecture for providing enter 
prise and consumer billing allocation for wireless commu 
nication device service usage activities in accordance with 
some embodiments. As similarly described herein with 
respect to various embodiments, the device architecture of 
FIG. 16 includes service processor framework program 139 
(e.g., framework space agent/function) and network Stack 
framework components 137 in operating system framework 
space 133, and service processor kernel program 138 (e.g., 
kernel space agent/function) and network Stack kernel com 
ponents 135 in operating system kernel space 132. In some 
embodiments, the service processor functions provide a user 
interface function to communicate to a user of device 110 
whether or not a service usage activity is an approved/ 
authorized service usage activity, or whether it is a disal 
lowed service usage activity for device 110 (e.g., the enter 
prise has disallowed the usage of device 110 for such service 
usage activities, such as online gaming and/or certain other 
online activities or certain long distance calling or voice 
usage during certain days, Such as weekends) or whether 
such would/will be charged/billed to the user as a consumer 
under the user's consumer plan. In some embodiments, the 
service processor functions provide a user interface function 
to communicate to a user of device 110 an associated cost of 
certain service usage activities allocated to consumer service 
usage. In some embodiments, the service processor func 
tions provide a user interface function to communicate to a 
user of device 110 an associated credit of certain service 
usage activities allocated to enterprise service usage. In 
Some embodiments, the service processor functions provide 
a user interface function to communicate to a user of device 
110 various other information as described herein with 
respect to providing an enterprise and consumer allocation 
for service usage activities. In some embodiments, the 
service processor shown in FIG. 16 communicates with a 
service controller, such as described herein with respect to 
various embodiments. 
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Carrier Managed Billing Allocation with Device Mobile 
Enterprise Services Application Environment and Mobile 
Services Gateway Server with Service Usage Monitoring in 
Carrier Network and on Device 

FIG. 17 illustrates a functional diagram of another net 
work architecture 400 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 400 of FIG. 17 is similar to network 
architecture 302 of FIG. 10, except that as shown in FIG. 17, 
device 110 also includes service usage monitor 119 (e.g., 
agent/function) in secure mobile enterprise application envi 
ronment 120. In some embodiments, service usage monitor 
119 performs application monitoring that includes counting 
application service usage for secure data application 124 and 
secure Voice application 126 (and, in some embodiments, for 
also counting application service usage for user applications 
that are not enterprise or secure enterprise applications 124 
or 126). In some embodiments, counting application service 
usage includes counting bytes or network connection time 
used in communicating via carrier access network 150 
during the device's execution of monitored data applica 
tions. In some embodiments, counting application service 
usage includes counting voice network connection time used 
in communicating via carrier access network 150 during the 
device's execution of monitored Voice applications. In some 
embodiments, service usage monitor 119 performs applica 
tion monitoring that further includes classifying application 
service usage for secure enterprise applications 124, 126 
(e.g., classifying various secure enterprise applications 124. 
126 and in some embodiments, including ambient services 
classification/determination, by application/service usage 
activity Such as based on application name or using signed 
code?hash techniques, by time of day/day of week, enter 
prise server, destinations, enterprise intranet, and/or other 
factors). 

In some embodiments, carrier usage accounting server 
154 communicates (e.g., using secure communication tech 
niques) with service usage monitor 119 to mediate billing/ 
charging and credit reports, for example, using the various 
approaches and techniques as described herein. 

In some embodiments, service usage monitor 119 and/or 
another function/agent executed in secure mobile enterprise 
application environment 120 of device 110 blocks user 
access for non-enterprise activities that the user has not 
agreed to pay for. 

Because the enterprise service usage is monitored by the 
device network elements in the embodiments depicted in 
FIG. 17, various service accounting or billing policies are 
available to the enterprise or carrier. For example, the 
amount of service usage resulting from enterprise services 
that occur during roaming conditions may be accounted for 
even when the carrier network does not receive detailed 
classification of service usage from roaming network part 
ners. The business rules programmed into service usage 
reconciliation function 158 that are determined by the enter 
prise service activity policy set can break-out enterprise 
service related roaming charges separate from consumer 
service related roaming charges. In addition, in some 
embodiments, the device secure mobile enterprise environ 
ment includes an access control function so that the access 
control policies specified in the enterprise service activity 
policy set can be enforced on roaming networks that have 
access that is not controlled by the carrier home network. 

For example, the allowances provided by the enterprise 
service activity policy set can be programmed so that the 
allowances change depending on the availability of a par 
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ticular network or set of networks, the time of day, the 
congestion state of a network, or the current cost of service 
on the network. As another example, if the carrier home 
network is not available and only a roaming network is 
available, the allowance can be decreased or removed. As 
yet another example, if a certain network type is not avail 
able but another network type is (e.g., 2G is available instead 
of 3G or 3G is available instead of 4G), then the allocation 
can be reduced. As yet a further example, if a variable 
charging policy is in place with the carrier for access when 
the network is busy or during certain times of day, then the 
enterprise sponsored allowance can be reduced during times 
of higher charging. As described herein, in some embodi 
ments, an active network detection function can be included 
on the device to assist the network policy enforcement to 
determine the type of network the device is connected to or 
to determine if the device is on a home or roaming network. 
As also described herein, in Some embodiments, a network 
busy state monitor function can be included on the device to 
assist the network policy enforcement to determine the 
network busy state or state of network congestion. 
Carrier Managed Billing Allocation with Device Mobile 
Enterprise Services Application Environment and Mobile 
Services Gateway Server with Service Usage Monitoring in 
Carrier Network, on Device, and in Enterprise Mobile 
Services Gateway Server 

FIG. 18 illustrates a functional diagram of another net 
work architecture 401 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 401 of FIG. 18 is similar to network 
architecture 400 of FIG. 17, except that in network archi 
tecture 401 of FIG. 18, secure enterprise mobile services 
gateway/server 172 includes mobile server usage counter 
179, and the enterprise service usage reports from this 
function are sent to service usage reconciliation function 
158. In some embodiments, various specialized needs of 
monitoring, recording, and reporting enterprise service 
usage are confined to the special-purpose secure enterprise 
mobile services gateway/server 172. 
Enterprise Managed Billing Allocation with Device Mobile 
Enterprise Services Application Environment and Mobile 
Services Gateway Server with Service Usage Monitoring on 
Device and in Enterprise Mobile Services Gateway Server 

FIG. 19 illustrates a functional diagram of another net 
work architecture 402 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 402 of FIG. 19 is similar to network 
architecture 401 of FIG. 18, except that network architecture 
402 of FIG. 19 does not include the service usage feed from 
carrier gateway/home agent 152, and service usage recon 
ciliation function 158 relies solely on a device service usage 
feed from device 110 usage monitors 119 and secure enter 
prise mobile services gateway/server 172 mobile service 
usage monitor 179. In some embodiments, service usage 
reconciliation function 158 and enterprise service usage 
accounting server 159 are under the control of the enterprise 
or the carrier. For example, an enterprise entity can establish 
enterprise service and consumer service usage allocation 
accounting without the need to tie into the carrier network 
for usage feeds and usage accounting. Using various tech 
niques described herein, an enterprise service usage credit 
can be determined, and the determined enterprise service 
usage credit can be reimbursed to the device user. 
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Enterprise Managed Billing Allocation with Device Mobile 
Enterprise Services Application Environment and Mobile 
Services Gateway Server with Service Usage Monitoring on 
Device 

FIG. 20 illustrates a functional diagram of another net 
work architecture 403 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 403 of FIG. 20 is similar to network 
architecture 402 of FIG. 19, except that in network archi 
tecture 403 of FIG. 20, service usage reconciliation function 
158 receives feeds from device 110 service usage monitors 
119 and there is no feed from the secure enterprise mobile 
services gateway server. 
Enterprise Usage Credit with Device Mobile Enterprise 
Services Application Environment and Mobile Services 
Gateway Server with Service Usage Monitoring on Device 
and in Enterprise Mobile Services Gateway Server 

FIG. 21 illustrates a functional diagram of another net 
work architecture 404 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 404 of FIG. 21 is similar to network 
architecture 402 of FIG. 19, except that in network archi 
tecture 404 of FIG. 21, there is no service usage monitor 
function 119 in user services application environment 122 
providing service usage reports/information to service usage 
reconciliation function 158, and enterprise usage accounting 
server 159 only generates enterprise usage records 156. 
Enterprise Usage Credit with Device Mobile Enterprise 
Services Application Environment and Mobile Services 
Gateway Server with Usage Monitoring on Device 

FIG. 22 illustrates a functional diagram of another net 
work architecture 405 for providing enterprise and consumer 
billing allocation for wireless communication device service 
usage activities in accordance with some embodiments. 
Network architecture 405 of FIG. 22 is similar to network 
architecture 404 of FIG. 21, except that network architecture 
405 of FIG.22 does not include mobile server usage monitor 
179 providing enterprise service usage reports/information 
to service usage reconciliation function 158. 
Device Configurations With Service Usage Monitoring and 
Reporting 

In some embodiments, secure enterprise mobile services 
application 125 and network stack 121 can be implemented 
in access modem 129, as described below with respect to 
FIGS. 23 through 26. 

FIG. 23 illustrates a functional diagram of a secure device 
application architecture with device-based service usage 
monitoring (and in Some embodiments, access control) for 
providing enterprise and consumer billing allocation for 
wireless communication device service usage activities in 
accordance with some embodiments. FIG. 23 is similar to 
FIG. 13 except that in FIG. 23 usage monitor 119 is provided 
as shown, and secure enterprise mobile services application 
125 and network stack 121 can be implemented in access 
modem 129 as also shown. 

FIG. 24 illustrates a functional diagram of a secure device 
virtual machine architecture with device-based service 
usage monitoring (and in Some embodiments, access con 
trol) for providing enterprise and consumer billing allocation 
for wireless communication device service usage activities 
in accordance with some embodiments. FIG. 24 is similar to 
FIG. 14 except that in FIG. 24, usage monitor 119 is 
provided as shown, and secure enterprise mobile services 
application 125 and virtual machine OS network stack 116 
can be implemented in access modem 129 as also shown. 
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FIG. 25 illustrates a functional diagram of a secure device 
hardware execution partition architecture with device-based 
service usage monitoring (and in some embodiments access 
control) for providing enterprise and consumer billing allo 
cation for wireless communication device service usage 
activities in accordance with some embodiments. FIG. 25 is 
similar to FIG. 15 except that in FIG. 25 usage monitor 119 
is provided as shown, and secure enterprise mobile services 
application 125 and virtual machine OS network stack 116 
can be implemented in access modem 129 as also shown. 

FIG. 26 illustrates a functional diagram of a secure device 
service processor architecture with device based service 
usage monitoring (and in Some embodiments, access con 
trol) for providing enterprise and consumer billing allocation 
for wireless communication device service usage activities 
in accordance with some embodiments. FIG. 263 is similar 
to FIG. 16 except that in FIG. 26 usage monitor 119 is 
provided as shown, and secure enterprise mobile services 
application 125, service processor framework 139, and 
service processor kernel program 138, can be implemented 
in the access modem 129 as also shown. 

In some embodiments, service processor framework pro 
gram 139 (or service processor kernel program 138) inter 
acts with network stack framework components 137 or 
network stack kernel components 135 to inspect traffic for 
service usage classification and service policy enforcement 
(e.g., access control policy enforcement, traffic control 
policy enforcement, service usage accounting, charging 
policy enforcement, or service notification policy enforce 
ment) purposes. In some embodiments, one or more of 
network stack framework components 137 and network 
stack kernel components 135 provides classification infor 
mation on one or more traffic flows to service processor 
framework program 139 (or service processor kernel pro 
gram 138). In some embodiments, service processor frame 
work program 139 (or service processor kernel program 
138) seeks to match the classification information to one or 
more classification parameters contained in the service 
policy definitions in order to determine the service policy 
enforcement actions that may be required for a traffic flow. 
In some embodiments, a traffic flow is a flow of data packets. 
In some embodiments, a traffic flow is a flow of one or more 
data packets that are associated with a device application, 
the association of a traffic flow to a device application being 
identified by network stack framework components 137 or 
network stack kernel components 135 or service processor 
framework program 139 (or service processor kernel pro 
gram 138). In some embodiments, the service usage classi 
fication determines that the traffic flow is associated with a 
combination of one or more of a device application, a 
network destination, a traffic type, a content type, a QoS 
level, a roaming network, a home network. 

In some embodiments, the association of traffic flow to a 
specific device application is used to determine a service 
policy enforcement action that is dependent on the specific 
device application. In some embodiments, a specific device 
application identifier (e.g., an application name, application 
signature, application hash or application certificate) forms 
an application credential that is used to index a service 
policy enforcement action that is intended to be imple 
mented following a service usage activity or attempted 
service usage activity by the specific device application. In 
Some embodiments, a specific device application is verified 
as consistent with an application credential in order to 
ensure that an application service policy enforcement action 
intended to be applied to the specific device application is 
applied to the correct application. In some embodiments, the 
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verification that a specific application is consistent with an 
application credential associated with a service policy 
enforcement action is performed in service processor frame 
work program 139 (or service processor kernel program 
138) to ensure that ensure that an application service policy 
enforcement action intended to be applied to the specific 
device application is applied to the correct application. In 
Some embodiments, the verification that a specific applica 
tion is consistent with an application credential associated 
with a service policy enforcement action is performed in 
network stack framework components 137 or network stack 
kernel components 135, and service processor framework 
program 139 (or service processor kernel program 138) 
ascertains the application credential verification to ensure 
that ensure that an application service policy enforcement 
action intended to be applied to the specific device applica 
tion is applied to the correct application. 

In some embodiments, the association of traffic flow to a 
specific device application is used to determine a service 
policy enforcement action that is dependent on the specific 
device application, and service processor framework pro 
gram 139 (or service processor kernel program 138) 
instructs network stack framework components 137 or net 
work stack kernel components 135 to implement the service 
policy enforcement action on the traffic flow associated with 
the specific device application. In some embodiments, the 
association of traffic flow to a specific device application is 
used to determine a service policy enforcement action that is 
dependent on the specific device application, and service 
processor framework program 139 (or service processor 
kernel program 138) implements the service policy enforce 
ment action. In some embodiments, a traffic flow is buffered 
pending classification (e.g., buffered in one or more of 
network stack framework components 137, network stack 
kernel components 135, service processor framework pro 
gram 139, or service processor kernel program 138). In 
some embodiments, upon classification of the traffic flow 
(e.g., determination of an association of the traffic flow to a 
specific device application), a service policy enforcement 
action that is dependent on the specific device application is 
determined by service processor framework program 139 (or 
service processor kernel program 138) and implemented in 
one or more of network stack framework components 137, 
network stack kernel components 135, service processor 
framework program 139, and service processor kernel pro 
gram 138. In some embodiments, the service policy enforce 
ment action for the traffic flow is implemented in service 
processor framework program 139 (or service processor 
kernel program 138). In some embodiments, service pro 
cessor framework program 139 (or service processor kernel 
program 138) instructs a device UI program that displays a 
device service notification (e.g., a service usage notification, 
a service plan offer notification, or an indication of a service 
usage event or attempted service usage event that requires a 
user notification) to implement the service policy enforce 
ment action for the traffic flow. In some embodiments, 
service processor framework program 139 (or service pro 
cessor kernel program 138) instructs a service usage monitor 
(e.g., accounting traffic to bulk classification or a more 
detailed classification of service usage) to implement the 
service policy enforcement action for the traffic flow. 

In some embodiments, the network destination of a traffic 
flow is used to determine if a service policy enforcement 
action that is dependent on a specific network destination 
should be applied to the traffic flow. In some embodiments, 
a traffic flow is inspected by network stack framework 
components 137 or network stack kernel components 135, 
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and one or more traffic characteristics (e.g., an address, a 
Socket/flow tuple, a layer-7 packet information, or a packet 
header String) are passed to service processor framework 
program 139 (or service processor kernel program 138), 
wherein the one or more traffic characteristics are matched 
against one or more classification parameters contained in a 
service policy definition, and if a match is present then a 
service policy enforcement action is implemented for the 
traffic flow. In some embodiments, a traffic flow is inspected 
by service processor framework program 139 (or service 
processor kernel program 138), and one or more traffic 
characteristics (e.g., an address, a socket/flow tuple, a 
layer-7 packet information, or a packet header string) are 
matched against one or more classification parameters con 
tained in a service policy definition, and if a match is present 
then a service policy enforcement action is implemented for 
the traffic flow. In some embodiments, the service policy 
enforcement action for the traffic flow is implemented in 
service processor framework program 139 (or service pro 
cessor kernel program 138). In some embodiments, service 
processor framework program 139 (or service processor 
kernel program 138) instructs network stack framework 
components 137 or network stack kernel components 135 to 
implement the service policy enforcement action for the 
traffic flow. In some embodiments, the service policy 
enforcement action for the traffic flow is implemented by a 
device UI program that displays a device service notification 
(e.g., a service usage notification, a service plan offer 
notification, or an indication of a service usage event or 
attempted service usage event that requires a user notifica 
tion). In some embodiments, the service policy enforcement 
action for the traffic flow is implemented by a service usage 
monitor (e.g., accounting traffic to bulk classification or a 
more detailed classification of service usage). 

In some embodiments, an enterprise manger can define or 
select service plan policies that confine enterprise-sponsored 
access services to a pre-defined list of device applications. 
For example, an enterprise manager might choose to define 
or select a service plan wherein only corporate applications 
may be accessed (e.g., email, contacts, intranet services, 
text, and/or voice). In such embodiments, enterprise service 
design user interface 196 may be used by the enterprise 
manager to define or select the allowable applications that 
are to have access. In some embodiments, an enterprise 
access manager may define or select a different set of 
applications to be accessible when device 110 is roaming 
than when device 110 is on a home network or on a WiFi 
network. In some embodiments, an enterprise manager may 
define or select a set of applications that are to be not 
allowed access when a device is on a certain network (e.g., 
a roaming network). For example, many modern Smart 
phone, tablet, and laptop operating systems have back 
ground services that have the potential to incur large roam 
ing charges during roaming conditions (e.g., Google 
Android “gallery' functions that share device data with the 
Google network, Microsoft “system functions that do the 
same, Software update programs, etc.). In such cases, enter 
prise service design center 194 may be used to specify the 
device applications that are not allowed to access the net 
work during certain network conditions. 

In some embodiments, the identification and network 
access control for a device application is performed with a 
device software program or agent (e.g., service processor 
framework program 139 or service processor kernel pro 
gram 138), and enterprise service design center 194 pro 
grams the device agent with the application identification 
parameters and associated access policies. In some embodi 
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ments, the device agent identifies the application using an 
application name, certificate, signature, or hash for an appli 
cation running on the device and a policy instruction stored 
on the device. 

In some embodiments, the identification and network 
access control for a device application is performed with one 
or more network access policy enforcement elements (e.g., 
carrier gateway/home agent 152, carrier usage accounting 
server 154, enterprise firewall/security gateway 171), and 
enterprise service design center 194 causes the one or more 
network access policy enforcement elements to be provi 
Sioned with the application identification parameters and 
associated access policies. In some embodiments, the one or 
more network access policy enforcement elements identify 
an application by observing the traffic headers inserted by 
the application. In some embodiments, the one or more 
network access policy enforcement elements identify an 
application by observing the network destinations or desti 
nation patterns accessed by the application. In some embodi 
ments, the one or more network access policy enforcement 
elements identify an application by routing or tunneling the 
application traffic to one or more network gateways or 
servers associated with the application (e.g., APN routes, 
dedicated application addressing, or a device agent that 
steers the application traffic to a server). In some embodi 
ments, the device assists in this routing or tunneling with a 
device agent that is programmed to route or re-direct the 
traffic for an application. 

In some embodiments, an enterprise manger can define or 
select service plan policies that confine enterprise-sponsored 
access services to a pre-defined list of network destinations, 
servers, or resources. For example, an enterprise manager 
might choose to define or select a service plan wherein only 
corporate network destinations may be accessed (e.g., email 
server, contacts server, intranet servers, text service servers, 
and VOIP servers). In some embodiments, enterprise service 
design center interface 196 may be used by an enterprise 
manager to define or select the allowable network destina 
tions that device 110 may access. In some embodiments, the 
enterprise access manager may define or select a different set 
of network destinations when device 110 is roaming than 
when device 110 is on a home network or on a WiFi 
network. In some embodiments, an enterprise manager may 
define or select a set of network destinations that device 110 
cannot access when device 110 is on a certain network (e.g., 
a roaming network). For example, many websites and enter 
prise services exhibit network access service usage behavior 
that can incur large roaming charges during roaming con 
ditions (e.g., Software update websites or servers, contact 
database synchronization websites, email download Syn 
chronization websites, video conference websites, etc.). In 
Such cases, enterprise service design center 194 may be used 
to specify the device applications, services, and/or websites 
that are not to be accessed or used during certain network 
connection conditions. 

In some embodiments, a device agent identifies the net 
work destination and applies the appropriate access policy 
by comparing traffic characteristics with pre-defined char 
acteristics in the access policy instructions provisioned on 
device 110, and then applies the corresponding traffic control 
rule, and enterprise service design center 194 performs the 
provisioning of the device agent. In some embodiments, the 
identification and network access control for a network 
destination is performed with one or more network access 
policy enforcement elements (e.g., carrier gateway/home 
agent 152, carrier usage accounting server 154, enterprise 
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firewall/security gateway 171) and enterprise service design 
center 194 performs the provisioning of the one or more 
network elements. 

In some embodiments, enterprise service design center 
194 is configured to receive or accept a specification for an 
access network service usage limit (e.g., a service amount in 
minutes, bytes, or cost) for a service usage activity (such as 
a data service, a Voice service, a text service, a roaming 
service, or a more detailed classification of data service Such 
as one or more websites or one or more device applications), 
and the service usage limit is applied to one or more devices 
110 or device groups (or users or user groups) managed by 
enterprise service design center 194. In some embodiments, 
enterprise service design center 194 is further configured to 
receive service usage records for device 110, which is 
managed by enterprise service design center 194, from a 
device-based element that monitors and reports device 110 
service usage (e.g., one or more device usage monitors 119, 
device service processor framework program 139, or service 
processor kernel program 138, network Stack 134, or access 
modem 151), and when the usage limit is reached a service 
usage notification message is generated. In some embodi 
ments, enterprise service design center 194 is configured to 
deliver the service usage notification message to enterprise 
service design center UI 196. In some embodiments, enter 
prise service design center 194 is configured to deliver the 
service usage notification message to a device 110 software 
application (e.g., service processor framework program 139 
or user data app 111) for presentation to the device user via 
a user interface. 

In some embodiments, enterprise service design center 
194 is configured to receive or accept a specification for an 
access network service usage limit (e.g., a service amount in 
minutes, bytes, or cost) for a service usage activity (such as 
a data service, a Voice service, a text service, a roaming 
service, or a more detailed classification of data service Such 
as one or more websites or one or more device applications), 
and the service usage limit is applied to one or more devices 
110 or device groups (or users or user groups) managed by 
enterprise service design center 194. In some embodiments, 
enterprise service design center 194 is further configured to 
receive service usage records for device 110, which is 
managed by the enterprise service design center 194, from 
a device-based element configured to monitor and report 
device 110 service usage (e.g., one or more device usage 
monitors 119, device service processor framework program 
139 or service processor kernel program 138, network stack 
134, or access modem 151), and when the usage limit is 
reached a restriction or limitation on further usage is applied 
by the service design center by provisioning one or more 
network elements responsible for enforcing network access 
policy (e.g., carrier gateway/home agent 152, carrier usage 
accounting server 154, enterprise firewall/security gateway 
171). In some embodiments, enterprise service design center 
194 is configured to send the user a notification message or 
a message to contact an enterprise manager. 

In some embodiments, secure network interface 128 on 
device 110 is configured with a VPN device client function 
to securely communicate between one or more approved 
enterprise applications (e.g., enterprise data app 124, enter 
prise Voice app 126, secure enterprise mobile services app 
125) and a counterpart VPN function that secures access to 
enterprise network 170 (e.g., enterprise firewall/security 
gateway 171 or server secure network interface 127). In 
Some embodiments, a device Software application or agent 
(e.g., service processor framework program 139 or service 
processor kernel program 138, secure network interface 128, 
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secure hardware partition manager 108) is configured to 
identify network access activity associated with individual 
applications and allow network access to one or more 
approved enterprise applications when a VPN device client 
function is in operation, or not allow network access to one 
or more approved enterprise applications when a VPN 
device client function is not in operation. In some embodi 
ments, service design center 190 or enterprise service design 
center 194 is configured to provision a device 110 software 
application or agent (e.g., service processor framework 
program 139 or service processor kernel program 138, 
secure network interface 128, secure hardware partition 
manager 108) with application access policy rules to identify 
network access activity associated with individual applica 
tions and allow network access to one or more approved 
enterprise applications when a VPN device client function is 
in operation, or not allow network access to one or more 
approved enterprise applications when a VPN device client 
function is not in operation. In this manner, enterprise 
applications that might be subject to spoofing by network 
elements, websites, servers, or programs operating outside 
the secure enterprise environment are not placed in com 
munication with Such network elements. 

In some embodiments, a device Software application or 
agent (e.g., service processor framework program 139 or 
service processor kernel program 138, secure network inter 
face 128, secure hardware partition manager 108) is con 
figured to identify network access activity associated with 
individual applications and not allow network access to one 
or more non-approved applications when a VPN device 
client function is in operation, or allow network access to 
one or more non-approved applications when a VPN device 
client function is not in operation. In some embodiments, 
service design center 190 or enterprise service design center 
194 is configured to provision a device 110 software appli 
cation or agent (e.g., service processor framework program 
139 or service processor kernel program 138, secure net 
work interface 128, secure hardware partition manager 108) 
with application access policy rules to identify network 
access activity associated with individual applications and 
not allow network access to one or more non-approved 
applications when a VPN device client function is in opera 
tion, or allow network access to one or more enterprise 
applications when a VPN device client function is not in 
operation. In this manner, applications that might mali 
ciously access enterprise network resources when the VPN 
is running are not permitted to do so. 

In some embodiments, the application access policy rules 
are enforced by allowing or not allowing an application to 
access the network. In some embodiments, the application 
access policy rules are enforced by allowing or not allowing 
the application to run. In some embodiments, the identifi 
cation of approved enterprise applications associated with 
traffic flows is confirmed or secured by identifying the 
application certificate and comparing it to an application 
signature or hash on the device. In some embodiments, the 
identity of an approved enterprise application is confirmed 
by inspecting an application certificate, signature or hash 
that is provided by service design center 190 or enterprise 
service design center 194. 

In some embodiments, secure network interface 128 is 
configured with a split-tunnel VPN device client function, 
wherein an enterprise side of the split tunnel is configured to 
securely communicate between one or more enterprise 
applications (e.g., enterprise data app 124, enterprise Voice 
app 126, secure enterprise mobile services app 125) and a 
counterpart VPN function that secures access to the enter 
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prise network 170 (e.g., enterprise firewall/security gateway 
171 or server secure network interface 127), and a consumer 
side of the split tunnel is configured to communicate without 
encryption for access network services provided to con 
Sumer applications on the device. In some embodiments, a 
device Software application or agent (e.g. service processor 
framework program 139 or service processor kernel pro 
gram 138, secure network interface 128, secure hardware 
partition manager 108) is configured to identify network 
access activity associated with individual applications and 
route or direct traffic associated with one or more enterprise 
applications to the enterprise side of the split VPN tunnel, 
and route or direct traffic associated with one or more 
consumer applications to the consumer side of the VPN 
tunnel. In some embodiments, service design center 190 or 
enterprise service design center 194 is configured to provi 
sion a device 110 Software application or agent (e.g., service 
processor framework program 139 or service processor 
kernel program 138, secure network interface 128, secure 
hardware partition manager 108) with application access 
policy rules to identify network access activity associated 
with individual applications and specify which applications 
are to be routed or directed to the enterprise side of the VPN 
tunnel and which applications are to be routed or directed to 
the consumer side of the VPN tunnel. In some embodiments, 
the identification of applications associated with traffic flows 
is secured by identifying the application certificate and 
comparing it to an application signature or hash on the 
device. In some embodiments, the application certificate, 
signature or hash is provided by service design center 190 or 
enterprise service design center 194. 

In some embodiments, the policy rules only enable secure 
applications on device 110 to access enterprise data. In some 
embodiments, an enterprise manager sets policy rules that 
do not allow secure applications on device 110 to upload 
data to unsecure destinations. 

In some embodiments, service design center 190 is con 
figured to provide enterprise service design center 194. In 
some embodiments, enterprise service design center 194 
comprises a policy management system configured to select 
a set of access network policies to be enforced for one or 
more device groups (or user groups) where the set of access 
network policies consists of a subset of the full set of access 
network policies capable of being enforced by the access 
network policy enforcement elements. In some embodi 
ments, the subset of the full set of policies capable of being 
enforced by the access network policy enforcement elements 
comprises a pre-defined Subset of the policy configuration 
capabilities. In some embodiments, the enterprise service 
design center policy management Subset limitations for 
enterprise service design center 194 provide the ability to 
define and manage one or more of the policies that define a 
service policy set or service plan that is applied to a given 
device, user, device group or user group. In some embodi 
ments, the enterprise service design center policy manage 
ment Subset limitations for enterprise service design center 
194 can provide the ability to enroll a device, user, device 
group or user group in a set limited to one or more 
pre-defined service policy configurations or service plans. 
As an example embodiment, the enterprise service design 

center policy management Subset limitations for enterprise 
service design center 194 may provide the following policy 
definition and management capabilities for a device (or user) 
or device group (or user group): specify service usage limits 
(caps) for bulk access service or for a specific classification 
of access service activities, require all traffic or certain traffic 
associated with enterprise-critical applications or content to 
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be communicated via an enterprise VPN, define controls for 
which applications that can access the network or certain 
defined destinations on the network, specify network desti 
nations that are allowed or not allowed, specify roaming 
service limitations, specify WiFi networks that are allowed 
or not allowed, specify security settings in the device access 
control or I/O access control ports, specify service usage 
notification triggers and notification content associated with 
the triggers (e.g., warnings when a specified service usage 
activity occurs, access is not allowed for a given attempted 
service usage activity, or service usage reaches a limit), and 
other Such examples that are allowed to be managed under 
the policy management Subset limitations. In some embodi 
ments, the charging rates for Such services may not be 
allowed to be managed under the policy management Subset 
limitations. 

In some embodiments, enterprise service design center 
194 has an allowable subset of the full set of policies capable 
of being enforced by the access network policy enforcement 
elements that comprises a pre-defined set of one or more 
access network policy configurations (e.g., service plans). 
As an example embodiment, the set of pre-configured Ser 
Vice plans may be defined for a certain implementation of 
enterprise service design center 194 comprising multiple 
pre-defined service plans, each of which provides variations 
in one or more of service notification policy, access control 
policy, service classification policy, service QoS policy, or 
service charging policy. 

In some embodiments, enterprise service design center 
194 is configured to allow a service design administrator to 
select one or more pre-configured access network policy 
configurations (or service plans) to be applied to a device, a 
user, a device group or a user group. 

In some embodiments, enterprise service design center 
194 comprises a device enrollment management system 
configured to enroll a device credential into a device group 
(or a user credential into a user group), where the set of 
device credentials (or user credentials) that enterprise Ser 
Vice design center 194 is capable of managing is a Subset of 
the device credentials (or user credentials) allowed on the 
access network. In some embodiments, the Subset of device 
credentials (or user credentials) that are Subject to manage 
ment by enterprise service design center 194 is defined using 
service design center 190. 
As an example embodiment, the set of pre-defined service 

plans that are made available to a first enterprise service 
design center 194 implementation managed by a first enter 
prise entity might consist of three service plans, wherein the 
first service plan comprises network policies (e.g., access 
policies, charging policies, or notification policies) that 
provide for limited or restricted home network access ser 
Vice but do not provide for roaming access services, the 
second service plan comprises network policies that provide 
for unlimited or unrestricted home network access service 
and also provide for limited roaming access services, and the 
third service plan comprises network policies that provide 
for unlimited or unrestricted home network access service 
and also provide for unlimited or unrestricted roaming 
access services. In another example embodiment, on the 
same carrier access network as the previous example, a 
second enterprise service design center 194 implementation 
managed by a second enterprise entity might consist of two 
service plans, wherein the two service plans might be the 
same as two of the service plans from the previous example 
embodiment, or they might be completely different. 

Given these examples, it will now be understood and 
appreciated by one of ordinary skill in the art that enterprise 
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service design center 194 provides a convenient means of 
designing and distributing custom service plans to different 
enterprise entities that meet the needs of each enterprise 
entity, wherein the various policy definition capabilities 
disclosed herein can be used in a large number of combi 
nations to create the service plans, with the number of 
combinations of service plan design capabilities being too 
numerous to list here. It will also now be understood and 
appreciated by one of ordinary skill in the art that each 
enterprise can effectively manage its devices (or users) and 
device groups (or user groups) to provide the appropriate 
level of policy control needed by the enterprise in a simpli 
fied manner, without the need to manage all the full policy 
capabilities of the access network. 

For example, the embodiments of service design center 
190 and enterprise service design center 194 disclosed 
herein Support a carrier network business process wherein a 
carrier network manager utilizes service design center 190 to 
create a set of access network policies that consist of a Subset 
of the full set of access network policies capable of being 
enforced by the access network policy enforcement elements 
(referred to as specialized enterprise service plans), and the 
specialized enterprise service plans are designed and offered 
to meet the special needs of one or more enterprise entities. 
In some embodiments, an enterprise manager uses enterprise 
service design center 194 to apply the one or more special 
ized enterprise service plans to one or more devices (or 
users) or device groups (or user groups) that belong to the 
enterprise entity's mobile device inventory (or employee 
list). The different needs of various employee groups (or 
device types) can be among the factors that determine which 
service plan is assigned to a given user group (or device 
group). The specific needs of an employee can assist in 
determining which user group (or device group) the 
employee should be assigned to. The carrier manager can 
also create other specialized enterprise service plans for 
other enterprise entities to meet varied needs among enter 
prise market customers. 

In some embodiments, an enterprise manager controls 
access network usage, costs, and access limits for an 
employee user group (e.g., a group of devices that could be 
as Small as a single device or as large as all devices under 
the enterprise manager's control). In some embodiments, the 
enterprise manager establishes at least two user groups and 
establishes and manages different network-access policies 
for different employee user groups. For example, the enter 
prise manager may set and manage different policies for data 
usage on WiFi, 3G, 4G, or other networks for different 
employee user groups. Likewise, the enterprise manager 
may set different roaming privileges for different employee 
user groups. 

In some embodiments, an enterprise manager sets expen 
diture ceilings by limiting allowed data usage for secure 
business applications to enforce security rules. In some 
embodiments, an enterprise manager tracks enterprise data 
access to improve compliance records. For example, the 
enterprise manager can track enterprise data usage by 
employee, device, application, location, network, or time of 
day. 
Process Flows for Providing Enterprise and Consumer Bill 
ing Allocation for Wireless Communication Device Service 
Usage Activities 

FIG. 27 illustrates a flow diagram for providing enterprise 
and consumer billing allocation for wireless communication 
device service usage activities in accordance with some 
embodiments. At 402, the process begins. At 404, a service 
usage activity of a wireless communication device (e.g., 
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application based service usage that uses a wireless network 
in which the wireless communication device has an associ 
ated service plan) is performed. In some embodiments, the 
monitoring is performed on the wireless communication 
device. In some embodiments, the monitoring is performed 
by a network element, Such as a secure application server for 
monitoring enterprise applications, as described herein with 
respect to various embodiments. At 406, an enterprise/ 
consumer allocation is determined. In some embodiments, 
the monitored service usage activity is reported to a network 
element that determines the enterprise/consumer allocation 
based on the associated service plan that includes a defined 
enterprise/consumer allocation based on various factors, 
Such as can be performed by a carrier billing server as 
described herein with respect to various embodiments. At 
408, an associated consumer account is billed for the con 
Sumer service usage. At 410, the consumer account is 
credited for the enterprise service usage. At 412, the process 
is completed. 

FIG. 28 illustrates another flow diagram for providing 
enterprise and consumer billing allocation for wireless com 
munication device service usage activities in accordance 
with some embodiments. At 502, the process begins. At 504, 
a service usage activity of a wireless communication device 
(e.g., application based service usage that uses a wireless 
network in which the wireless communication device has an 
associated service plan) is performed. At 506, an enterprise/ 
consumer allocation is determined. At 508, an associated 
enterprise account is billed for the enterprise service usage. 
At 510, the enterprise account is credited for the consumer 
service usage. At 512, the process is completed. 

FIG. 29 illustrates another flow diagram for providing 
enterprise and consumer billing allocation for wireless com 
munication device service usage activities in accordance 
with some embodiments. At 602, the process begins. At 604, 
a service usage activity of a wireless communication device 
(e.g., application based service usage that uses a wireless 
network in which the wireless communication device has an 
associated service plan) is performed. At 606, an enterprise/ 
consumer allocation is determined. At 608, the enterprise 
service usage is reported. At 610, an expense reimbursement 
for the enterprise service usage is generated (e.g., by the 
enterprise for the consumer, who is, for example, an 
employee of the enterprise). At 612, the process is com 
pleted. 

FIG. 30 illustrates another flow diagram for providing 
enterprise and consumer billing allocation for wireless com 
munication device service usage activities in accordance 
with some embodiments. At 702, the process begins. At 704, 
a service usage activity of a wireless communication device 
(e.g., application based service usage that uses a wireless 
network in which the wireless communication device has an 
associated service plan) is performed. At 706, the monitored 
service usage is reported. At 708, an enterprise/consumer 
allocation is determined. At 710, a bill/charge based on the 
enterprise/consumer allocation is generated. At 712, the 
process is completed. 

Although the foregoing embodiments have been 
described in some detail for purposes of clarity of under 
standing, the invention is not limited to the details provided. 
There are many alternative ways of implementing the inven 
tion. The disclosed embodiments are illustrative and not 
restrictive. In particular, many of the embodiments are not 
limited to Supporting an enterprise/consumer split. As would 
be appreciated by one of ordinary skill in the art, the 
disclosed embodiments may be applied, for example, when 
a sponsor entity Subsidizes a cost associated with an end 
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user device's use of a sponsored (or ambient) data service or 
application, and the user pays for the end-user device's use 
of non-sponsored (or non-ambient) data services or appli 
cations. The sponsor entity may use enterprise service 
design center 194 to configure devices that may use the 
sponsored service, policies applicable to the sponsored 
service, etc. Moreover, the disclosed embodiments may be 
applied when a first sponsor Subsidizes a cost associated 
with an end-user device's use of a first sponsored data 
service or application, a second sponsor Subsidizes a cost 
associated with the end-user device's use of a second 
sponsored data service or application, and the user pays for 
the end-user device's use of non-sponsored data services or 
applications. The sponsor entities may use one or more 
enterprise service design centers to configure aspects of the 
sponsored services. As would be appreciated by one of 
ordinary skill in the art, there are many other environments 
in which the disclosed embodiments are useful or appli 
cable. 

Several advantageous combination embodiments are now 
disclosed for allocating enterprise service usage accounting 
and personal service usage accounting. These combinations 
are for example purposes, are not meant to be exhaustive or 
limiting in any way; as will be apparent to one of ordinary 
skill in the art, these combinations represent only a fraction 
of the embodiments provided herein. 

In some embodiments, a network system for classifying 
the accounting of access network service usage for an end 
user device comprises (i) a first service design center con 
figured to receive an accounting split classification policy 
defining the classification rules for dividing an overall 
access network service usage into an enterprise service 
usage allocation and a personal service usage allocation, (ii) 
a network provisioning instruction translator configured to 
receive the accounting split classification policy and trans 
late it to a set of network service usage classification and 
reporting instructions for one or more network elements 
responsible for classifying service usage, (iii) a network 
provisioning system for communicating the set of network 
service usage classification and reporting instructions to the 
one or more network elements responsible for classifying 
service usage, (iv) the one or more network elements respon 
sible for classifying service usage configured to classify 
service usage to determine the enterprise service usage 
allocation and the personal service usage allocation, and 
generate service usage reports, and (v) a service usage 
accounting system that receives the service usage reports 
and (a) accrues the enterprise service usage allocation, and 
(b) accrues the personal service usage allocation. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the first network 
access notification message policy is associated with a first 
device group defined by a first list of device credentials or 
a first user group defined by a first list of user credentials, 
and the service design center is further configured to obtain 
a second network access notification message policy com 
prising a plurality of second network access trigger condi 
tions and, for each of the plurality of second network access 
trigger conditions, an associated second network access 
notification message, the second network access notification 
message policy associated with a second device group 
defined by a second list of device credentials or a second 
user group defined by a second list of user credentials. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device further comprises a master service design center 
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configured to define a first notification policy design capa 
bility set for the first service design center, the first notifi 
cation policy design capability set comprising a first Subset 
of a master policy capability set. This embodiment can be 
further augmented wherein the master service design center 
is further configured to define a second notification policy 
design capability set for a second service design center, the 
second notification policy design capability set comprising a 
second Subset of the master policy capability set, the second 
subset of the master policy capability set either identical to 
or different from the first subset of the master policy 
capability set. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device is further augmented wherein the first service 
design center is hosted on an operator network. In some 
embodiments, the network system for classifying the 
accounting of access network service usage for an end user 
device is optimized for smaller enterprise data center 
deployments wherein the first service design center is hosted 
on an enterprise business network. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the enterprise service 
usage allocation comprises a classification of service usage 
that specifies one or more enterprise device Software appli 
cations. In some embodiments, the enterprise applications 
can be one or more of email, calendar, contacts, enterprise 
intranet (e.g., a secure intranet browser with a secure SSL 
connection or other secure connection to enterprise Ser 
vices), mobile device synchronization or mobile enterprise 
communications. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the enterprise service 
usage allocation comprises a classification of service usage 
that specifies one or more enterprise network destinations. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the enterprise service 
usage allocation comprises a classification of service usage 
that specifies one or more enterprise network destinations 
and the one or more enterprise network destinations com 
prise an address or identifier for a secure enterprise gateway. 
In some embodiments, the enterprise gateway comprises a 
VPN Server. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the enterprise service 
usage allocation comprises a classification of service usage 
that specifies one or more enterprise network destinations 
and the one or more enterprise network destinations com 
prise an address or identifier for one or more secure enter 
prise mobile services gateways or servers comprising one or 
more of an email server, a calendar server, a contacts server, 
an enterprise intranet access server, a mobile device Syn 
chronization services server or a mobile enterprise commu 
nication server. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the one or more 
network elements responsible for classifying service usage 
and generating service usage reports comprises a service 
usage monitor located in a wireless operator network. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the one or more 
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network elements responsible for classifying service usage 
and generating service usage reports comprises a service 
usage monitor located in an enterprise access network. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the one or more 
network elements responsible for classifying service usage 
and generating service usage reports comprises a service 
usage monitor located on a wireless device. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the service usage 
accounting system is located in an enterprise network. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the service usage 
accounting system is managed by an enterprise manager 
under the control of the entity that manages an enterprise 
business. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the service usage 
accounting system is located in an operator network. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the service usage 
accounting system is managed by an operator manager 
under the control of the entity that manages a network 
operator. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the service usage 
accounting system is further configured to credit a user 
account with a service usage credit or monetary credit 
associated with the accrued enterprise service usage alloca 
tion. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the service usage 
accounting system is further configured to debit a user 
account with a service usage debit or monetary cost asso 
ciated with the accrued personal service usage allocation. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the service usage 
accounting system is further configured to credit an enter 
prise account with a service usage credit or monetary credit 
associated with the accrued personal service usage alloca 
tion. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented wherein the service usage 
accounting system is further configured to debit an enter 
prise account with a service usage debit or monetary cost 
associated with the accrued enterprise service usage alloca 
tion. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device can be augmented by further configuring the 
service design center to: (i) receive a personal service plan 
offer comprising one or more service plans for personal 
network access services accounted to the personal service 
usage allocation, (ii) configure a device user interface Ser 
Vice plan offer notification message, (iii) communicate the 
device user interface service plan offer notification message 
to one or more device groups comprising a collection of 
devices identified by device credentials, (iv) receive a ser 
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Vice plan selection option from an end user device user in 
response to the device user interface service plan offer 
notification message, and (V) cause one or more network 
elements responsible for activating service plans to activate 
the service plan selection chosen by the end user device user. 

In some embodiments the end-user device system in 
communication with the network system for classifying the 
accounting of access network service usage comprises: (i) a 
device Software application environment comprising: (a) an 
enterprise application execution environment configured 
with: (1) an enterprise application execution memory and 
data memory to support secure execution of enterprise 
Software applications, the enterprise software applications 
comprising applications approved to execute in the secure 
execution environment and to communicate with secure 
enterprise services, (2) a secure enterprise communication 
link configured to provide communication between the 
enterprise Software applications and enterprise network Ser 
vices, the enterprise network services comprising enterprise 
network resources and servers, (b) a personal application 
execution environment configured with execution memory 
and data memory to Support execution of personal software 
applications not approved to execute in the secure execution 
environment, (ii) a personal service plan selection user 
interface comprising a notification Software agent config 
ured to receive personal service plan offer from a network 
element and display the service plan offers, the personal 
service plan offer comprising one or more service plans for 
personal network access services accounted to a personal 
service usage allocation, and receive a service plan selection 
option from an end user device user and forward the service 
plan selection option to a network element. 

In some embodiments, the end-user device system can be 
augmented wherein the secure enterprise communication 
link comprises a VPN client in communication with an 
enterprise VPN gateway. 

In some embodiments, the end-user device system can be 
augmented wherein the enterprise network services com 
prise access to one or more secure enterprise mobile services 
gateways or servers comprising one or more of an email 
server, a calendar server, a contacts server, an enterprise 
intranet access server, a mobile device synchronization 
services server or a mobile enterprise communication server. 

In some embodiments, the end-user device system can be 
augmented wherein the enterprise application execution 
environment is further configured to: (i) acquire a device 
Software application signature prior to allowing execution of 
the device Software application in the virtual machine oper 
ating environment, (ii) compare the signature to an approved 
list of signatures, (iii) allow the application to execute if it 
is on the list, and (iv) not allow the application to execute if 
it is not on the list. 

In some embodiments, the end-user device system can be 
augmented wherein enterprise application execution envi 
ronment comprises a virtual machine operating environ 
ment. 

In some embodiments, the end-user device system can be 
augmented wherein enterprise application execution envi 
ronment comprises a secure CPU hardware execution par 
tition. 

In some embodiments, the end-user device system can be 
augmented wherein enterprise application execution envi 
ronment comprises a secure operating system execution 
partition. 

In some embodiments, the end-user device system can be 
augmented wherein enterprise application execution envi 
ronment comprises a secure memory area protected by an 
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enterprise application Software program that encrypts the 
enterprise data stored on device memory and runs a secure 
encrypted communication protocol for communication with 
a secure mobile enterprise services gateway server. 

Several advantageous combination embodiments are now 
disclosed for providing enterprise control of network access 
service to an end user device. These combinations are for 
example purposes, are not meant to be exhaustive or limiting 
in any way; as would be appreciated by one of ordinary skill 
in the art, these combinations represent only a fraction of the 
advantageous embodiment combinations provided herein. 

In some embodiments, a network system for providing 
network access service control for an end user device 
comprising: (i) a first service design center configured to 
receive from an administrator user or a configuration file a 
first network access policy comprising a first set of network 
access service permissions associated with an end user 
device or end user device user, (ii) a network provisioning 
instruction translator configured to receive the first network 
access policy and translate it to a set of network access 
policy enforcement instructions for one or more network 
elements responsible for controlling network access, (iii) a 
network provisioning system for communicating the set of 
network access policy enforcement instructions to the one or 
more network elements responsible for controlling network 
access, (iv) the one or more network elements responsible 
for controlling network access configured to execute the set 
of network access policy enforcement instructions to enforce 
network access service permissions and limits. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy is associated with a first 
device group defined by a first list of device credentials or 
a first user group defined by a first list of user credentials, 
and the service design center is further configured to obtain 
a second network access policy comprising a second set of 
network access service permissions and, the second network 
access policy associated with a second device group defined 
by a second list of device credentials or a second user group 
defined by a second list of user credentials. 

In some embodiments, the network system for classifying 
the accounting of access network service usage for an end 
user device further comprises a master service design center 
configured to define a first network access policy design 
capability set for the first service design center, the first 
network access policy design capability set comprising a 
first subset of a master policy capability set. This embodi 
ment can be further augmented wherein the master service 
design center is further configured to define a second net 
work access policy design capability set for a second service 
design center, the second network access policy design 
capability set comprising a second Subset of the master 
policy capability set, the second Subset of the master policy 
capability set either identical to or different from the first 
Subset of the master policy capability set. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy defines a set of one or more 
service usage limits or service cost limits. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy defines a set of one or more 
roaming network service usage limits or service cost limits. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy defines a set of one or more 
network type restrictions, wherein a network type comprises 
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one or more of a cellular network, a 2G network, a 3G 
network, a 4G network, a WiFi network, a particular WiFi 
network APN. roaming cellular network, a particular cellular 
operator network. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy defines a set of one or more 
device application Software network access restrictions. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy defines a set of one or more 
network destination access restrictions. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy defines a set of one or more 
enterprise network destination allowances or restrictions. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy defines a set of one or more 
enterprise network destination allowances or restrictions 
communicated over a secure VPN communication link. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy defines a set of one or more 
application or network destination allowances or restrictions 
communicated over a non-secure communication link. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy defines a set of one or more 
personal application or network destination allowances or 
restrictions. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the first network access policy defines a set of one or more 
geographic location allowances or restrictions. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the one or more network elements responsible for control 
ling network access comprises a service usage monitor 
located in a wireless operator network. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the one or more network elements responsible for control 
ling network access comprises a service usage monitor 
located in an enterprise access network. In some embodi 
ments, the one or more network elements responsible for 
controlling network access comprises a service usage moni 
tor located in an enterprise access network comprise a VPN 
gateway wherein all device traffic is communicated from the 
device to the VPN gateway configured to control the device 
traffic. In some embodiments, the VPN gateway performs 
service usage classification to identify and control enterprise 
traffic. In some embodiments, the VPN gateway performs 
service usage classification to identify and control personal 
traffic. 

In some embodiments, the network system for providing 
network access service control can be augmented wherein 
the one or more network elements responsible for control 
ling network access comprises a service usage monitor 
located on a wireless device. 

INCORPORATION BY REFERENCE 

The following U.S. applications are hereby incorporated 
by reference for all purposes: application Ser. No. 13/248, 
028, filed Sep. 28, 2011, entitled ENTERPRISE ACCESS 
CONTROL AND ACCOUNTING ALLOCATION FOR 
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ACCESS NETWORKS: application Ser. No. 12/380,780, 
entitled AUTOMATED DEVICE PROVISIONING AND 
ACTIVATION, filed Mar. 2, 2009, now U.S. Pat. No. 
8,839,388 (issued Sep. 16, 2014); application Ser. No. 
12/380,778, filed Mar. 2, 2009, entitled VERIFIABLE 
DEVICE ASSISTED SERVICE USAGE BILLING WITH 
INTEGRATED ACCOUNTING, MEDIATION 
ACCOUNTING, AND MULTI-ACCOUNT, now U.S. Pat. 
No. 8,321,526 (issued Nov. 27, 2012); Provisional Applica 
tion No. 61/206,354, entitled SERVICES POLICY COM 
MUNICATION SYSTEM AND METHOD, filed Jan. 28, 
2009; Provisional Application No. 61/206,944, entitled 
SERVICES POLICY COMMUNICATION SYSTEMAND 
METHOD, filed Feb. 4, 2009; Provisional Application No. 
61/207,393, entitled SERVICES POLICY COMMUNICA 
TION SYSTEM AND METHOD filed Feb. 10, 2009; Pro 
visional Application No. 61/207,739, entitled SERVICES 
POLICY COMMUNICATION SYSTEMAND METHOD 
filed Feb. 13, 2009; and Provisional Application No. 61/387, 
243, entitled ENTERPRISE AND CONSUMER BILLING 
ALLOCATION FOR WIRELESS COMMUNICATION 
DEVICE SERVICE USAGE ACTIVITIES filed Sep. 28, 
2010. 
The invention claimed is: 
1. A wireless end-user device, comprising: 
a plurality of wireless modems to communicate data 

related to one or more Internet access activities, the 
plurality of modems including 
a wireless wide area network (WWAN) modem to 

communicate data related to one or more Internet 
access activities between the device and at least one 
WWAN, when configured for and connected to the 
WWAN, and 

a wireless local area network (WLAN) modem to 
communicate data related to one or more Internet 
access activities between the device and at least one 
WLAN, when configured for and connected to the 
WLAN: 

one or more processors configured to, for data commu 
nications associated with at least one of the wireless 
modems and related to one or more Internet access 
activities, 
attribute the data communications to a respective one of 

at least two persona, the at least two persona includ 
ing a first persona representing usage of the wireless 
end-user device that is personal to the user and a 
second persona representing usage of the wireless 
end-user device that is on behalf of an enterprise, and 

transmit information to a network element, the infor 
mation reflecting the attribution of data communica 
tions and adapted for use in allocating an amount of 
wireless data consumption by the wireless end-user 
device to one of the first and second personas. 

2. The wireless end-user device of claim 1, further com 
prising a non-transitory memory to store policy information 
specifying a list of Internet destinations associated with the 
Second persona, and wherein the one or more processors are 
configured to attribute the data communications to the 
Second persona when the data communications are 
exchanged with an Internet destination that is on the list. 

3. The wireless end-user device of claim 1, 
further comprising a non-transitory memory to store a 

policy specifying at least one of (a) an association 
between the first persona and one or more first appli 
cations installed on the device, the execution of which 
is to be associated with the first persona, and (b) an 
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association between the second persona and one or 
more second applications installed on the device, the 
execution of which is to be associated with the second 
persona, 

wherein the one or more processors are configured to 
attribute the data communications to a respective one of 
the at least two persona based at least in part on the 
policy. 

4. The wireless end-user device of claim 1, 
further comprising a non-transitory memory to store 

policy information specifying a list of applications 
associated with the second persona, 

wherein the one or more processors are configured to 
attribute the data communications exchanged by the 
wireless end-user device, when related to one or more 
Internet access activities on behalf of an application in 
the list, to the second persona. 

5. The wireless end-user device of claim 1, wherein the 
one or more processors are further configured to: 

establish, using at least one of the modems, a private 
tunnel between the wireless end-user device and a 
selected proxy; and 

enforce a first condition where first data communications 
attributed to the second persona are exchanged by the 
at least one of the modems exclusively via the private 
tunnel. 

6. The wireless end-user device of claim 5, wherein the 
one or more processors are further configured to: 

identify second data communications as attributed to the 
first persona and not the second persona; and 

enforce a second condition where the second data com 
munications are exchanged by the at least one of the 
modems exclusively outside of the private tunnel. 

7. The wireless end-user device of claim 6, wherein the 
private tunnel forms at least a portion of a virtual private 
network (VPN). 

8. The wireless end-user device of claim 6, wherein the 
wireless end-user device comprises a first secure partition 
and a second partition, the one or more processors config 
ured to enforce the first and second conditions such that the 
first data communications cannot be exchanged with the 
second partition and the second data communications cannot 
be exchanged with the first secure partition. 

9. The wireless end-user device of claim 8, wherein each 
of the first secure partition and the second partition is 
embodied using respective device hardware. 

10. The wireless end-user device of claim 6, wherein the 
one or more processors are configured to establish the first 
and second conditions based on a policy, and wherein the 
wireless end-user device is configurable to receive at least a 
portion of the policy information from a network destina 
tion. 

11. The wireless end-user device of claim 5, wherein the 
one or more processors are further configured to: 

detect a network type in use for the data communications: 
and 

condition enforcement of the first condition upon the 
detected network type. 

12. The wireless end-user device of claim 1, the one or 
more processors configured to cause the wireless end-user 
device to calculate a first count of the data consumption 
attributable to only one of the first persona and the second 
persona, the information transmitted to the network element 
dependent on the first count. 




