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DYNAMIC PROCESSING OF STREAMED
CONTENT

RELATED APPLICATIONS

This application claims the benefit of commonly owned
U.S. Provisional Application No. 61/113,941, filed Nov. 12,
2008, entitled “Content Delivery Management and Adminis-
tration”, which is incorporated by reference in its entirety for
all purposes. This application is related to concurrently-filed
and commonly owned U.S. Non-Provisional application Ser.
No. 12/604,678, filed Oct. 23, 2009, entitled “User Authen-
tication in a Content Delivery Network,” which is incorpo-
rated by reference in its entirety for all purposes.

TECHNICAL FIELD

Embodiments presently disclosed generally relate to net-
work communications. More specifically, embodiments
herein relate to distributing and serving various media and
content resources across a content delivery network.

BACKGROUND OF THE INVENTION

The Internet has enabled a proliferation of information to
become available to end users across a myriad of different
heterogeneous networks. Users of the Internet enjoy the abil-
ity to quickly access various types of multimedia (e.g., audio,
video, games, etc.) for viewing and playback on their devices
(e.g., PCs, laptops, mobile phones, etc.). Various streaming
protocols and procedures are used to deliver multimedia in a
real-time, or near-real time fashion, such that a user may
interact with the media (e.g., watch a video) while the media
is simultaneously being distributed over one or more net-
works.

All media is not freely available however. Many content
providers and publishers wish to protect and/or monetize
their media assets when providing such content over the Inter-
net. For example, various digital rights management policies
(e.g., encryption/decryption) have been established to protect
media assets of content providers and publishers. Automated
e-commerce technologies have also been deployed so that
content providers and publishers can conveniently monetize
the various media content being distributed to end users.

SUMMARY OF THE INVENTION

Embodiments generally disclosed herein include com-
puter-implemented methods for delivery of video content
across a network. Such methods comprise a content delivery
manager capable of receiving a video stream from a content
source for delivery to a client of a content publisher. Accord-
ing to an example configuration, the client subscribes to the
content publisher to receive video content. The content deliv-
ery manager is capable of detecting a trigger signal within the
video stream. For example, the trigger signal can indicate a
temporal mark injected into the video stream by the content
publisher.

During general operation, the content delivery manager
processes the trigger signal to determine whether to modify
delivery of the video stream to the client. If necessary, the
content delivery manager modifies delivery of the video
stream in accordance with the processing of the trigger signal.

According to another general embodiment, a computer-
implemented method is provided for authorizing delivery of a
video stream to an end user. As such, the video stream is
associated with a content publisher. The method comprises an
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authorization manager capable of receiving arequest from the
end user for delivery of the video stream to the end user across
a network.

In operation, the authorization manager queries a subscrip-
tion database associated with the content publisher. In
response to the query, the authorization manager processes a
reply from the subscription database to determine whether the
end user has authorization to receive delivery of the video
stream.

According to one example embodiment, if it is determined
(per the reply from the subscription database) that the end
user is not authorized to receive delivery of the video stream
from the content publisher, the authorization manager trans-
mits a notification to the end user indicating that the end user
is not authorized to receive delivery of the video stream based
on the processing of the reply from the subscription database.

Inanother example embodiment, if it is determined (per the
reply from the subscription database) that the end user is
authorized to receive delivery of the video stream from the
content publisher, the authorization manager initiates deliv-
ery of the video stream to the end user based on the processing
of the reply from the subscription database.

BRIEF DESCRIPTION OF DRAWINGS

The foregoing and other objects, features and advantages
of the invention will be apparent from the following descrip-
tion of particular embodiments of the invention, as illustrated
in the accompanying drawings in which like reference char-
acters refer to the same parts throughout the different views.
The drawings are not necessarily to scale, emphasis instead
being placed upon illustrating the principles of the invention.

FIG. 1 is a block diagram depicting an Internet broadcast
system for streaming media constructed in accordance with
an example embodiment.

FIG. 2 is ablock diagram depicting a media serving system
constructed in accordance with an example embodiment.

FIG. 3 is a block diagram depicting a data center con-
structed in accordance with an example embodiment.

FIG. 4 illustrates a data flow in a Internet broadcast system
for streaming media constructed in accordance with an
example embodiment.

FIGS. 5, 6 and 7 are block diagrams depicting acquisition,
broadcasting and reception phases employed in a Internet
broadcast system for streaming media constructed in accor-
dance with an example embodiment.

FIG. 8 is a block diagram depicting transport data manage-
ment in a Internet broadcast system for streaming media
constructed in accordance with an example embodiment.

FIG. 9 is a block diagram of a network environment for
providing content delivery management and administration
in accordance with an example embodiment.

FIG. 10 is a block diagram of a network environment for
providing content delivery management and administration
in accordance with an example embodiment.

FIG. 11 is a flow chart that shows processing operations
performed by a content delivery manager in accordance with
an example embodiment.

FIG. 12 is a block diagram of a computer system suitable
for performing content delivery management and administra-
tion in accordance with an example embodiment.

FIG. 13 is a flow chart that shows processing operations
performed by a content delivery manager in accordance with
an example embodiment

FIG. 14 is a flow chart that shows processing operations
performed by a content delivery manager in accordance with
an example embodiment
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FIG. 15 is a flow chart that shows processing operations
performed by a content delivery manager in accordance with
an example embodiment

FIG. 16 is a block diagram of a network environment for
providing end user authentication and authorization in accor-
dance with an example embodiment.

FIG. 17 is a block diagram of a network environment for
providing end user authentication and authorization in accor-
dance with an example embodiment.

FIG. 18 is a block diagram of a computer system suitable
for performing end user authentication and authorization in
accordance with an example embodiment.

FIG. 19 is a flow chart that shows processing operations
performed by an authorization manager in accordance with
an example embodiment

FIG. 20 is a flow chart that shows processing operations
performed by an authorization manager in accordance with
an example embodiment

FIG. 21 is a flow chart that shows processing operations
performed by an authorization manager in accordance with
an example embodiment

FIG. 22 is a flow chart that shows processing operations
performed by an authorization manager in accordance with
an example embodiment

Throughout the drawing figures, like reference numerals
will be understood to refer to like parts and components.

DETAILED DESCRIPTION
System Component Overview

With reference to FIG. 1, a system 10 is provided which
captures media (e.g., using a private network), and broadcasts
the media (e.g., by satellite) to servers located at the edge of
the Internet, that is, where users 20 connect to the Internet
such as at a local Internet service provider or ISP. The system
10 bypasses the congestion and expense associated with the
Internet backbone to deliver high-fidelity streams at low cost
to servers located as close to end users 20 as possible.

To maximize performance, scalability and availability, the
system 10 deploys the servers in a tiered hierarchy distribu-
tion network indicated generally at 12 that can be built from
different numbers and combinations of network building
components comprising media serving systems 14, regional
data centers 16 and master data centers 18. The system also
comprises an acquisition network 22 that is preferably a dedi-
cated network for obtaining media or content for distribution
from different sources. The acquisition network 22 can oper-
ate as a network operations center (NOC) which manages the
content to be distributed, as well as the resources for distrib-
uting it. For example, content is preferably dynamically dis-
tributed across the system network 12 inresponse to changing
traffic patterns in accordance with the present invention.
While only one master data center 18 is illustrated, it is to be
understood that the system can employ multiple master data
centers, or none at all and simply use regional data centers 16
and media serving systems 14, or only media serving systems
14.

An illustrative acquisition network 22 comprises content
sources 24 such as content received from audio and/or video
equipment employed at a stadium for a live broadcast via
satellite 26. The broadcast signal is provided to an encoding
facility 28. Live or simulated live broadcasts can also be
rendered via stadium or studio cameras, for example, and
transmitted via a terrestrial network suchas a T1, T3 or ISDN
or other type of a dedicated network 30 that employs asyn-
chronous transfer mode (ATM or other technology. In addi-
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tion to live analog or digital signals, the content can include
analog tape recordings, and digitally stored information (e.g.,
media-on-demand or MOD), among other types of content.
Further, in addition to a dedicated link 30 or a satellite link 26,
the content harvested by the acquisition network 22 can be
received via the Internet, other wireless communication links
besides a satellite link, or even via shipment of storage media
containing the content, among other methods. The encoding
facility 28 converts raw content such as digital video into
Internet-ready data in different formats such as the Microsoft
Windows Media (MWM), RealNetworks G2, or Apple
QuickTime (QT) formats. The system 10 also employs
unique encoding methods to maximize fidelity of the audio
and video signals that are delivered via multicast by the dis-
tribution network 12.

With continued reference to FIG. 1, the encoding facility
28 provides encoded data to the hierarchical distribution net-
work 12 via a broadcast backbone which is preferably a
point-to-multipoint distribution network. While a satellite
link indicated generally at 32 is used, the broadcast backbone
employed by the system 10 of the present invention is pref-
erably a hybrid fiber-satellite transmission system that also
comprises a terrestrial network 33. The satellite link 32 is
preferably dedicated and independent of a satellite link 26
employed for acquisition purposes. The tiered network build-
ing components 14,16 and 18 are each equipped with satellite
transceivers to allow the system 10 to simultaneously deliver
live streams to all server tiers 14, 16 and 18 and rapidly update
on-demand content stored at any tier. When a satellite link 32
is unavailable or impractical, however, the system 10 broad-
casts live and on-demand content though fiber links provided
in the hierarchical distribution network 12. Where the feed is
pulled from in case of a failure is based on a set of routing
rules that include priorities, weighting, and so on. In other
words, the feed is pulled in a manner similar to the way
routers currently operate, but at the actual stream level.

The system 10 employs a director agent to monitor the
status of all of the tiers of the distribution network 12 and
redirect users 20 to the optimal server, depending on the
requested content. The director agent can originate, for
example, from the NOC/encoding facility 28. The system
employs an Internet Protocol or IP address map to determine
where a user 20 is located and then identifies which of the
tiered servers 14, 16 and 18 can deliver the highest quality
stream, depending on network performance, content location,
central processing unit load for each network component,
application status, among other factors. Cookies and data
from other databases can also be employed to facilitate this
system intelligence.

Media serving systems 14 comprise hardware and software
installed in ISP facilities at the edge of the Internet. The media
serving systems preferably only serve users 20 in its subnet-
work. Thus, the media serving systems 14 are configured to
provide the best media transmission quality possible because
the end users 20 are local. A media serving system 14 is
similar to an ISP caching server, except that the content
served from the media serving system is controlled by the
content provider that input the content into the system 10. The
media serving systems 14 each serve live streams delivered
by the satellite link 32, and store popular content such as
current and/or geographically-specific news clips. Each
media serving system 14 manages its storage space and
deletes content that is less frequently accessed by users 20 in
its subnetwork. Content that is not stored at the media serving
system 14 can be served from regional data centers.

With reference to FIG. 2, a media serving system 14 com-
prises an input 40 from a satellite and/or terrestrial signal
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transceiver 43. The media serving system 14 can output con-
tent to users 20 in its subnetwork or control/feedback signals
for transmission to the NOC or another hierarchical compo-
nent in the system 10 via a wireline or wireless communica-
tion network. The media serving system 14 has a central
processing unit 42 and a local storage device 44. A file trans-
port module 136 and a transport receiver 144, which are
described below with reference to FIG. 7, are provided to
facilitate reception of content from the broadcast backbone.
The media serving system 14 also preferably comprises one
or more of an HTTP/Proxy server 46, a Real server 48, a QT
server 50 and a WMS server 52 to provide content to users 20
in a selected format. The media serving system can also
support Windows and Real caching servers, allowing direct
connections to a local box regardless of whether the content is
available. The content in the network 12 is then located and
cached locally for playback. This allows for split live feeds by
a local media serving system 14 regardless of whether is
being sent via a broadcast or feed mechanism. Thus, pull
splits from a media serving system 14 are supported, as well
as broadcast streams that are essentially push splits with
forward caching.

The regional data centers 16 are located at strategic points
around the Internet backbone. With reference to FIG. 3, a
regional data center 16 comprises a satellite and/or terrestrial
signal transceiver, indicated at 61 and 63, to receive inputs
and to output content to users 20 or control/feedback signals
for transmission to the NOC or another hierarchical compo-
nent in the system 10 via wireline or wireless communication
network. A regional data center 16 preferably has more hard-
ware than a media serving system 14 such as gigabit routers
and load-balancing switches 66 and 68, along with high-
capacity servers (e.g., plural media serving systems 14) and a
storage device 62. The CPU 60 and host 64 are operable to
facilitate storage and delivery of less frequently accessed
on-demand content using the servers 14 and switches 66 and
68. The regional data centers 16 also deliver content if a
standalone media serving system 14 is not available to a
particular user 20. The director agent software preferably
continuously monitors the status of the standalone media
serving systems 14 and reroutes users 20 to the nearest
regional data center 16 if the nearest media serving system 14
fails, reaches its fulfillment capacity or drops packets. Users
20 are typically assigned to the regional data center 14 that
corresponds with the Internet backbone provider that serves
their ISP, thereby maximizing performance of the second tier
of the distribution network 12. The regional data centers 14
also serve any users 20 whose ISP does not have an edge
server.

The master data centers 18 are similar to regional data
centers 16, except that they are preferably much larger hard-
ware deployments and are preferably located in a few peered
data centers and co-location facilities, which provide the mas-
ter data centers with connections to thousands of ISPs. With
reference to FIG. 3, master data centers 18 comprises multi-
terabyte storage systems (e.g., a larger number of media serv-
ing systems 14) to manage large libraries of content created,
for example, by major media companies. The director agent
automatically routes traffic to the closest master data center
18 if a media serving system 14 or regional data center 16 is
unavailable. The master data centers 18 can therefore absorb
massive surges in demand without impacting the basic opera-
tion and reliability of the network.

Transmissions can occur out of the data centers 16 and 18.
In the case of the satellite 32, however, transmissions can also
be implemented by taking what is being received and routing
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a copy thereof directly to the uplink system without first
passing through the media serving systems 14.

System Operation Overview

With reference to FIG. 4, the Internet broadcast system 10
for streaming media generally comprises three phases, that is,
acquisition 100, broadcasting 102 and receiving 104. In the
acquisition phase 100, content is provided to the system 10
from different sources such as Internet content providers
(ICPs) or event or studio content sources. As stated previ-
ously, content can be received from audio and/or video equip-
ment employed at a stadium for a live broadcast. The content
can be, for example, live analog signals, live digital signals,
analog tape recordings, digitally stored information (e.g.,
media-on-demand or MOD), among other types of content.
The content can be locally encoded or transcoded at the
source using, for example, file transport protocol (FTP),
MSBD, or real-time transport protocol/real-time streaming
protocol (RTP/RTSP). The content is collected using one or
more acquisition modules 106, which are described in more
detail below in connection with FIG. 5. The acquisition mod-
ules 106 represent different feeds to the system 10 in the
acquisition network 12 and can be co-located or distributed.
Generally, acquisition modules 106 can perform remote
transcoding or encoding of content using FTP, MSBD, or
RTP/RTSP or other protocols prior to transmission to a broad-
caster 110 for multicast to edge devices and subsequent ren-
dering to users 20 located relatively near to one of the edge
devices. The content is then converted into a broadcast packet
in accordance with an aspect of the present invention. This
process of packaging packets in a manner to facilitate multi-
casting, and to provide insight at reception sites as to what the
packets are and what media they represent, constitutes a sig-
nificant advantage of the system 10 over other content deliv-
ery systems.

Content obtained via the acquisition phase 100 is prefer-
ably provided to one or more broadcasters 110 via a multicast
cloud or network(s) 108. The content is unicast or preferably
multicast from the different acquisition modules 106 to the
broadcasters 110 viathe cloud 108. As stated above, the cloud
108 is preferably a point-to-multipoint broadcast backbone.
The cloud 108 can be implemented as one or more of a
wireless network such as a satellite network or a terrestrial or
wireline network such as optical fiber link. The cloud 108 can
employ a dedicated ATM link or the Internet backbone, as
well as a satellite link, to multicast streaming media. The
broadcasters 110 are preferably in tier 120, that is, they are
master data centers 18 that receive content from the acquisi-
tion modules 106 and, in turn, broadcast the content to other
receivers in tiers 116, 118 and 120.

During the broadcasting phase 102, broadcasters 110 oper-
ate as gatekeepers, as described below in connection with
FIG. 6, to transmit content to a number of receivers in the tiers
116, 118 and 120 via paths in the multicast cloud 108. The
broadcasters 110 support peering with other acquisition mod-
ules indicated generally at 112. The peering relationship
between a broadcaster 110 and an acquisition module 112 is
via a direct link and each device agrees to forward the packets
of the other device and to otherwise share content directly
across this link, as opposed to a standard Internet backbone.

During the reception phase 104, high-fidelity streams that
have been transmitted via the broadcasters 110 across the
multicast cloud 108 are received by servers 14, 16 and 18
located as close to end users as possible. The system 10 is
therefore advantageous in that streams bypass congestion and
expense associated with the Internet backbone. As stated
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previously, the servers are preferably deployed in a tiered
hierarchy comprising media serving systems 14, regional
data centers 16 and master data centers 18 that correspond to
tiers 116, 118 and 120, respectively. The tiers 116, 118 and
120 provide serving functions (e.g., transcoding from RTP to
MMS, RealNet, HTTP, WAP or other protocol), as well as
delivery via a local area network (LAN), the Internet, a wire-
less network or other network to user devices 122 for render-
ing (e.g., PCs, workstations, set-top boxes such as for cable,
WebTV, DTV, and so on, telephony devices, and the like). The
tiers in the reception phase are described in further detail
below in connection with FIG. 7.

Data Transport Management

With reference to FIGS. 5, 6 and 7, hardware and/or soft-
ware components associated with the acquisition 100, broad-
casting 102 and reception phases 104 will now be described.
These hardware and/or software components comprise vari-
ous transport components for supporting MOD or live stream
content distribution in one or more multicast-enabled net-
works in the system 10. The transport components can be, but
are not limited to, a file transport module, a transport sender,
a transport broadcaster, and a transport receiver. The content
is preferably characterized as either live content and simu-
lated/scheduled live content, or MOD (i.e., essentially any
file). Streaming media such as live content or simulated/
scheduled live content are managed and transported similarly,
while MOD is handled differently.

Acquisition for plural customers A through X is illustrated
in FIG. 5. By way of an example, acquisition for customer A
involves an encoder, as indicated at 134, which can employ
Real, WMT, MPEG, QT, among other encoding schemes
with content from a source 24. The encoder also encodes
packets into a format to facilitate broadcasting in accordance
with the present invention. A disk 130 stores content from
different sources and provides MOD streams, for example, to
adisk host 132. The disk host 132 can be proxying the content
or hosting it. Live content, teleconferencing, stock and
weather data generating systems, and the like, on the other
hand, is also encoded. The disk host 132 unicasts the MOD
streams to a file transport module 136, whereas the encoder
134 provides the live streams to a transport sender 138 via
unicast or multicast. The encoder can employ eitherunicast or
multicast if QT is used. Conversion from unicast to multicast
is not always needed, but multicast-to-multicast conversion
can be useful. The file transport module 136 transfers MOD
content to a multicast-enabled network. The transport sender
138 pulls stream data from a media encoder 134 or an optional
aggregator and sends stream announcements (e.g., using ses-
sion announcement protocol and session description protocol
(SAP/SDP)) and stream data to multicast Internet protocol
(IP) addresses and ports received from a transport manager.
The transport manager is described below with reference to
FIG. 8. When a Real G2 server is used to push a stream, as
opposed to a pulling scheme, an aggregator can be used to
convert from a push scheme to a pull scheme. The compo-
nents described in connection with FIG. 5 can be deployed at
the encoding center 28 or in a distributed manner at, for
example, content provider facilities.

FIG. 6 illustrates an exemplary footprint for one of a plu-
rality of broadcasts. As shown in FIG. 6, the broadcasting
phase 102 is implemented using a transport broadcaster 140
and a transport bridge 142. These two modules are preferably
implemented as one software program, but different func-
tions, at a master data center 18 or network operations center.
The transport broadcaster 140 performs transport path man-
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agement, whereas the transport bridge 142 provides for peer-
ing. The broadcaster 140 and bridge 142 get data from the
multicast cloud (e.g., network 108) being guided by the trans-
port manager and forward it to an appropriate transport path.
One transport broadcaster 140, for example, can be used to
represent one transport path such as satellite uplink or fiber
between data centers or even a cross-continental link to a data
center in Asia from a data center in North America. The
broadcaster 140 and bridge 142 listen to stream announce-
ments from transport senders 138 and enable and disable
multicast traffic to another transport path, accordingly. They
can also tunnel multicast traffic by using TCP to send stream
information and data to another multicast-enabled network.
Thus, broadcasters 110 transmit corresponding subsets of the
acquisition phase streams that are sent via the multicast cloud
108. In other words, the broadcasters 110 operate as gate-
keepers for their respective transport paths, that is, they pass
any streams that need to be sent via their corresponding path
and prevent passage of other streams. Transmission can also
be accomplished using TCP to another receiver regardless
whether the system that the receiver is in is multicast-enabled.
Thus, multicast operation can be disabled and the broadcast is
still routed and distributed, although not quite as effectively
or inexpensively as multicast.

FIG. 7 illustrates the reception phase 104 at one of a plu-
rality of servers or data centers. As stated above, the data
centers are preferably deployed in a tiered hierarchy 116, 118
and 120 comprising media serving systems 14, regional data
centers 16 and master data centers 18, respectively. The tiers
116, 118 and 120 each comprise a transport receiver 144.
Transport receivers can be grouped using, for example, the
transport manager. Each transport receiver 144 receives those
streams from the broadcasters 110 that are being sent to a
group to which the receiver belongs. The transport receiver
listens to stream announcements, receives stream data from
plural transport senders 138 and feeds the stream data to
media servers 146. The transport receiver 144 can also switch
streams, as indicated at 154 (e.g., to replace a live stream with
alocal MOD feed for advertisement insertion purposes). The
stream switch 154 can be a plug-in in the Media Server 14 or
exist in the server itself to enable switching per end-user 20.
The plug-in can interact with an advertisement platform to
inject advertisements into streams. The MOD streams are
received via the file transport 136 and stored, as indicated via
the disk host 148, database 150 and proxy cache/HTTP server
152. The servers 146 and 152 provide content streams to users
20.

The transport components described in connection with
FIGS. 5, 6 and 7 are advantageous in that they generalize data
input schemes from encoders and optional aggregators to data
senders, data packets within the system 10, and data feeding
from data receivers to media servers, to support essentially
any media format. The transport components preferably
employ RTP as a packet format and XMIL-based remote pro-
cedure calls (XBM) to communicate between transport com-
ponents.

The transport manager will now be described with refer-
ence to FIG. 8 which illustrates an overview of transport data
management. The transport manager is preferably a software
module deployed at the encoding facility 28 or other facility
designated as a NOC. As shown in FIG. 8, multiple data
sources 14 (e.g., database content, programs and applica-
tions) provide content as input into the transport manager
170. Information regarding the content from these data
sources is also provided to the transport manager such as
identification of input source 14 and output destination (e.g.,
groups of receivers). Decisions as to where content streams
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are to be sent and which groups of servers are to receive the
streams can be predefined and indicated to the transport man-
ager 170 as a configuration file or XBM function call in
real-time. This information can also be entered via a graphical
user interface (GUI) 172 or command line utility. In any
event, the information is stored in a local database 174. The
database 174 also stores information for respective streams
relating to defined maximum and minimum IP address and
port ranges, bandwidth usage, groups or communities
intended to receive the streams, network and stream names, as
well as information for user authentication to protect against
unauthorized use of streams or other distributed data.

With continued reference to FIG. 8, a customer requests to
stream content via the system 10 using, for example, the GUI
172. The request can include the customer’s name and
account information, the stream name to be published (i.e.,
distributed) and the IP address and port of the encoder or
media server from which the stream can be pulled. Requests
and responses are sent via the multicast network (e.g., cloud
108) using separate multicast addresses for each kind of
transport component (e.g., a transport sender channel, a
broadcaster channel, a transport manager channel and a trans-
port receiver channel), or one multicast address and different
ports. IP and port combinations can be used for TCP trans-
missions. An operator at the NOC 28 can approve the request
if sufficient system resources are available such as bandwidth
ormedia server capacity. Automatic approval can be provided
by a scheduling system configured to provide immediate
responses to attempted broadcasts. The transport manager
170 preferably pulls stream requests periodically. In response
to an approved request, the transport manager 170 generates
a transport command in response to the request (e.g., an
XML-based remote procedure call (XBM) to the transport
sender 138 corresponding to that customer which provides
the assigned multicast IP address and port that the transport
sender is allowed to use in the system 10.

The transport sender 138 receives the XBM call and
responds by announcing the stream that is going to be sent.
All of the transport components listen to the announcement.
Once the transport sender 138 commences sending the stream
into the assigned multicast IP address and port, the corre-
sponding transport broadcaster 140 filter the stream. The
transport receiver 144 joins the multicast IP address and
receives the data or stream if the stream is intended for a group
to which the receiver 144 belongs. As stated above in connec-
tion with FI1G. 4, the receiver converts the steam received via
the cloud 108 and sends it to the media server available to the
users 20. The data is then provided to the media server asso-
ciated with the receiver. Receivers 144 and broadcasters 140
track announcements that they have honored using link lists.

As stated above, the transport components described with
reference to FIGS. 4-8 preferably use RPT as a data transport
protocol. Accordingly, Windows Media, RealG2 and QT
packets are wrapped into RTP packets. The acquisition net-
work 22 preferably employs an RTP stack to facilitate pro-
cessing any data packets, wrapping the data packets with RTP
header and sending the data packets. RTSP connection infor-
mation is generally all that is needed to commence streaming.

RTP is used for transmitting real-time data such as audio
and video, and particularly for time-sensitive data such as
streaming media, whether transmission is unicast or multi-
cast. RTP employs User Datagram Protocol (UDP), as
opposed to Transmission Control Protocol (TCP) that is typi-
cally used for non-real-time data such as file transfer and
e-mail. Unlike with TCP, software and hardware devices that
create and carry UDP packets do not fragment and reassemble
them before they have reached their intended destination,
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which is important in streaming applications. RTP adds
header information that is separate from the payload (e.g.,
content to be distributed) that can be used by the receiver. The
header information is merely interpreted as payload by rout-
ers that are not configured to use it.

RTSP is an application-level protocol for control over the
delivery of data with real-time properties and provides an
extensible framework to enable controlled, on-demand deliv-
ery of real-time data including live feeds and stored clips.
RTSP can control multiple data delivery sessions, provide
means for choosing delivery channels such as UDP, multicast
UDP and TCP, and provide means for choosing delivery
mechanisms based on RTP. HTTP is not suitable for stream-
ing media because it is more of a store-and-forward protocol
that is more suitable for web pages and other content that is
read repeatedly. Unlike HTTP, RTSP is highly dynamic and
provides persistent interactivity between the user device
(hereinafter referred to as a client) and server that is beneficial
for time-based media. Further, HTTP does not allow for mul-
tiple sessions between a client and server, and travels over
only a single port. RTP can encapsulate HTTP data, and can
be used to dynamically open multiple RTP sessions to deliver
many different streams at the same time.

The system 10 employs transmission control software
deployed at the encoding facilities 28, which can operate as a
network operations center (NOC), and at broadcasters 110
(e.g., master data centers 120) to determine which streams
will be available to which nodes in the distribution system 12
and to enable the distribution system 12 to support one-to-one
streaming or one-to-many streaming. The extensible lan-
guage capabilities of RTSP augment the transmission control
software at the edge of the distribution network 12. Since
RTSP is a bi-directional protocol, its use enables encoders
134 and receivers 144 to talk to each other, allowing for
routing, conditional access (e.g., authentication) and band-
width control in the distribution network 12. Standard RTSP
proxies can be provided between any network components to
allow them to communicate with each other. The proxy can
therefore manage the RTSP traffic without necessarily under-
standing the actual content.

For every RTSP stream, there is an RTP stream. Further,
RTP sessions support data packing with timestamps and
sequence numbers. They can also be used for carrying stereo
information, wide screen versions of requested media, difter-
ent audio tracks, and so on. RTP packets are wrapped in a
broadcast protocol. Applications in the receiving phase 104
can use this information to determine when to expect the next
packet. Further, system operators can use this information to
monitor network 12 and satellite 32 connections to determine
the extent of latency, if any.

Encoders and data encapsulators written with RTP as the
payload standard are advantageous because off-the-shelf
encoders (e.g., MPEG2 encoders) can be introduced without
changing the system 10. Further, encoders that output RTP/
RTSP can connect to RTP/RTSP transmission servers. In
addition, the use of specific encoder and receiver combina-
tions can be eliminated when all of the media players support
RTP/RTSP.

The authentication and selective network connection pro-
vided by the present invention allows networks to offer multi-
tiered service (e.g., different users can access different types
of streams), and control over user errors when requesting
access (e.g., requesting incorrect bandwidth for their connec-
tion speed). Thus, service providers can distinguish users who
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have paid for value-added services and authenticate these
users for higher quality digital audio and video services.

System Operation: Broadcast Triggers

Methods and systems described with respect to FIGS. 9-15
provide a means for performing real-time processing and
modification of content streams (e.g., audio streams, video
streams, software downloads, etc.) for delivery across one or
more networks to end users. As will be discussed in greater
detail below, such methods and systems enable a flexible and
adaptable approach for delivering video content from a con-
tent publisher to a heterogeneous set of end users across the
Internet. Advantages of such methods and systems include,
for example, on-the-fly targeted advertising to specific end
users (or a group of end users), adherence to localized broad-
casting rules and regulations, as well as other advantages that
will become more apparent in the discussion below.

More specifically, FIG. 9 is a block diagram of a network
environment 900 including a content publisher 905 and asso-
ciated content source 910, a trigger entry 915, satellite/terres-
trial broadcast system 920, a streaming system 925 including
an encoder 930 and content delivery manager 935, a data
repository 940 and an advertisement server 945, content
delivery network 950-1 including web server 955-1 and
streaming server 960-1 in communication with end user (i.e.,
client) 965-1, and content delivery network 950-2 including
web server 955-2 and streaming server 960-2 in communica-
tion with end user (i.e., client) 965-2.

With reference to FIG. 9, It should be noted that content
publisher 905 and content source 910 are shown as related
logical entities and do not necessarily have to be located in the
same physical location. For example, the content source 910
may acquire an input (e.g., video content via a camera at a
sporting event) in a first location and, then, transmit the input
to the content publisher 905 for processing at a second loca-
tion. Of course, the content publisher 905 and content source
910 may also be one and the same (i.e., the same entity)
sharing the same functional and logical characteristics while
residing at the same physical location. The configuration
shown in FIG. 9 is shown for purposes of illustration only, and
depicts only one example representation of the methods and
systems for content distribution and delivery as described
herein.

In general, the content source 910 (and/or content pub-
lisher 905) acquires content (e.g., video capture of a live
sporting event) for subsequent and, at times, real-time distri-
bution to various end users associated with the content pub-
lisher 905. Note that content streams may be stored and
cached for on-demand type contribution as well. As shown in
FIG. 9, the acquired content can be distributed via traditional
terrestrial antennae and satellite broadcasting means. For
example, satellite/terrestrial broadcast system 920 dissemi-
nates video content acquired by the content source 910 to end
users that are capable of receiving such traditional satellite
and terrestrial antennae communications.

In addition to the satellite/terrestrial broadcast system 920,
the content source 910 (and/or content publisher 905) can
also distribute a content stream 912 (e.g., audio media, video
media, etc.) via streaming system 925 in furtherance of vari-
ous embodiments that will be described in greater detail
below. Accordingly, streaming system 925 has similar archi-
tectures and provides similar functionalities as the methods
and systems previously described with respect to the example
embodiments in FIGS. 4-8.

A trigger generator 915 can inject additional information
(i.e., a trigger signal) into the content stream 912 that is not
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initially captured by the content source 910. The trigger gen-
erator 915 can be an automated process (e.g., software, sen-
sors, etc.), a human (as shown in FIG. 9), as well as other
means suitable for entering additional information into a con-
tent stream. Typically, the trigger signal contains information
related to a broadcaster’s audio/video play-out system during
a traditional television-like broadcast.

For example, assume that a content publisher “Broadcaster
A” intends to provide a live broadcast of a sporting event.
Broadcaster A would acquire the audio/video directly from
the sporting event via a content source such as a camera
system installed at the event. As it is commonly known, a live
(or real-time) broadcast of a sporting event does not provide
a continuous content stream from a single static acquisition
source such as the camera system. In other words, a live
broadcast typically includes commercials, cut-outs to other
broadcast feeds, and the like. These other content feeds are
managed by Broadcaster A’s play-out system.

In the context of embodiments described in this specifica-
tion, the play-out system would indicate a switch or transfer
to the alternate content feeds (e.g., commercials/advertise-
ments, cut-outs, etc.) by way of a trigger signal injected into
the content stream (i.e., as injected by the trigger generator
915). In this manner, the trigger signal provides real-time
notification to downstream broadcast systems (e.g., content
delivery manager 935) that the content stream is subject to
switch to an alternate content feed (e.g., commercial or adver-
tisement). The downstream broadcast systems have discre-
tion to switch to an alternative content feed or continue trans-
mitting the original content stream in accordance with the
downstream broadcast systems’ contractual relationship with
the broadcaster (i.e., content publisher).

Still referring to FIG. 9, the content source 910 (and/or
content publisher 905) transmits the content stream 912 to the
encoder 930 at stream ingest 927. Note that the trigger signal
may be injected into the content stream 912 at the content
source 910, at the content publisher 905, or at another third
party entity responsible for providing trigger signals and
play-out management of the content stream 912.

According to one example embodiment, the encoder 930
provides real-time encoding of the content stream 912 and
can include Real encoding, QT encoding, WM encoding, and
the like (see FIG. 2). After being encoded at the encoder 930,
the content stream 912 is transmitted within the streaming
system 925 to content delivery manager 935. In one example
configuration, the content stream 912 is propagated down-
stream through the streaming system 925 (and possibly the
content delivery network 950) using RTSP (Real Time
Streaming Protocol). In such a configuration, the actual
audio/video data contained in the content stream may be
distributed downstream using RTP (Real-time Transport Pro-
tocol).

During general operation, and as will be discussed in
greater detail below with respect to FIG. 10, the content
delivery manager 935 provides multiple functions related to
content stream processing and subsequent content delivery to
end users (e.g., real-time streaming, on-demand delivery,
etc.). As is shown in FIG. 9, the content delivery manager 935
is in communication with data repository 940 (e.g., Electronic
Programming Guide) and advertisement server 945. Depend-
ing on how the trigger signals in the content stream 912 are
processed, the content delivery manager 935 may interact
with (i.e., transcieve data with) both the data repository 940
and the advertisement server 945 prior to delivering the con-
tent stream 912 to end users. Such processing is discussed in
more detail below with respect to FIG. 10.
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After processing the content stream 912, the content deliv-
ery manager 935 transmits the content stream 912 (or a modi-
fication thereof) to content delivery network 950-1 and con-
tent delivery network 950-2 (hereinafter collectively referred
to as content delivery network 950) for subsequent delivery to
end user 965-1 and end user 965-2 (hereinafter collectively
referred to as end user 965), respectively.

In the example embodiment of FIG. 9, content delivery
network 950-1 comprises a web server 955-1 and streaming
server 960-1. Likewise, content delivery network 950-2 com-
prises a web server 955-2 and streaming server 960-2. For
brevity, web servers 955-1 and 955-2 will be collectively
referred to as web server 955, while streaming servers 960-1
and 960-2 will be collectively referred to as streaming server
960. Generally, web server 955 provides front-end interaction
with end user 965 by serving web pages, initiating registra-
tion/logon services, providing e-commerce and transactional
payment capabilities, and the like. As its name suggests,
streaming server 960 typically provides back-end streaming
services by delivering, for example, the content stream 912 as
provided by content delivery manager 935. Note that the
vertical ellipses in each content delivery network 950-1 and
950-2 indicate that there can be multiple web and/or stream-
ing servers associated with each respective content delivery
network.

Although shown as different entities in the example con-
figuration of FIG. 9, it should be noted that the functionality
of web server 955 and streaming server 960 may be imple-
mented in a single device or, alternatively, in multiple distrib-
uted devices within content delivery network 950 that have
combined functionality of web server 955 and streaming
server 960, according to embodiments herein.

Other example embodiments can include betting triggers
used for delivery of online gambling and betting events such
as horse races, dog races, etc. For instance, in one embodi-
ment the trigger generator 915 can inject a trigger signal into
a content stream, where the content stream is that of, say, a
dog race and the pre-race activities associated therewith.
Assume that the trigger signal is injected into the content
stream to indicate the start of the dog race. In one embodi-
ment, the content delivery manager 935 could detect the
trigger signal and cease any further betting activities associ-
ated with that particular race. For example, the content deliv-
ery manager 935 could instruct web server 955 to stop accept-
ing further bets for the dog race that had just begun (i.e., cease
e-commerce interaction with the end user). The trigger signal
could further indicate that the race has completed and that the
content delivery manager 935 should discontinue delivery of
the content stream to end users authorized to view only that
race.

Referring now to FIG. 8, a block diagram depicts function-
ality of'a content delivery manager in the context of a network
environment 1000. As shown, network environment 1000
includes a content source 1005 and associated content pub-
lisher 1010, content delivery manager 1040, content delivery
network 1045 in communication with end user (i.e., client)
1050, advertisement server 1060, and Electronic Program-
ming Guide (EPG) 1055. The content delivery manager 1015
further includes stream intake module 1020, trigger process-
ing logic 1025, stream packaging module 1030, and stream
delivery module 1040.

In the example embodiment of FIG. 10, assume that con-
tent source 1005 acquires and subsequently distributes a con-
tent stream associated with a particular event or program
(e.g., atootball match) as provided by content publisher 1010.
For instance, in the example embodiment of FIG. 10, the
content stream contains content associated with a particular
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channel (i.e., Channel 2 “CH. 2”) of multiple channels asso-
ciated with content publisher 1010. Furthermore, Channel 2
in this example is associated with a program (i.e., Program 6
“P6”) during a time period Time 2 “T2”. The various related
channels, programs, and time periods of content publisher
1010 are depicted in Electronic Programming Guide “EPG”
1055.

Itshould also be noted that, in accordance with the example
broadcast scenario described above with respect to FIG. 10,
the EPG 1055 and end user 1050 are both associated with a
particular geographic region “Region A” (e.g., Ireland, Chi-
cago, a specific zip code, etc.). The EPG 1055 may also
include programming information (e.g., channels, programs,
etc.) for other geographic regions as well.

The content source 1005 may interact with the content
publisher 1010 for various reasons, such as for play-out man-
agement and control. For example, the content publisher 1010
may inject a trigger signal(s) into the content stream for
subsequent processing at the content delivery manager 1015.

Note that content publisher 1010 and content source 1005
have the same or similar configurations, relationships, and
functionalities as the content publisher 905 and content
source 910 previously described with respect to FIG. 9.

During general operation, the content delivery manager
1015 receives the content stream via stream intake module
1020. The stream intake module 1020 processes the content
stream and then, according to one example embodiment,
sends the content stream to stream delivery module 1040.
During its processing, the stream intake module 1020 is also
capable of detecting and/or extracting trigger signals embed-
ded in the content stream. For example, in one embodiment
the trigger signal contains additional information (e.g., meta-
data) related to the type of content and/or trigger event (e.g.,
advertisement, black out, etc.) associated with the trigger
signal.

Having detected and/or extracted a trigger signal within the
content stream, the stream intake module 1020 provides
information related to the detected trigger signal to trigger
processing logic 1025. For example, as shown in the embodi-
ment of FIG. 10, the stream intake module 1020 indicates to
the trigger processing logic 1025 that a detected trigger signal
is associated with Channel 2 at time period T2.

In one example embodiment, and with the trigger signal
information provided by the stream intake module 1020, the
trigger processing logic 1025 interacts with EPG 1055 (e.g.,
across a network such as the Internet) to determine whether
the content stream should be modified. As shown in the
example embodiment of FIG. 10, for Channel 2 at time period
T2, program P6 should be “blacked out” for Region A. When
a given program is to be “blacked out” for a given region and
time period, that program is not authorized to be broadcasted
to users in the given region for the given time period (e.g., for
contractual reasons associated with the content publisher
1010). For example, a national broadcaster or content pub-
lisher may have a particular sporting event blacked out for a
given time and/or region if the same sporting event is to be
broadcasted by a local broadcaster or station. Thus, returning
to the example scenario of FIG. 10, the EPG 1055 indicates to
the content delivery manager 1015 via trigger processing
logic 1025 that program P6 should be blacked out for time
period T2 in Region A. The EPG 1055 can further indicate to
the content delivery manager 1015 that program P6 on Chan-
nel 2 should also be blacked out during time period T3 in
Region A.
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Note that trigger processing logic 1025 can use proximity
data (e.g., an IP address) associated with the end user 1050 to
determine which region to query within EPG 1055 (as
depicted by arrow 1037).

Assume that in another example embodiment the EPG
1055 indicates that program P6 does not need to be blacked
out during time period T2 in Region A. In this example, the
trigger processing logic 1025 can determine that the trigger
signal detected in the content stream indicates a modification
to the content stream, such as a commercial break. As such,
the trigger processing logic 1025 would initiate a process to
modify the content stream by inserting an advertisement or
commercial into the content stream for delivery to end users.
As will be described in more detail below, insertion of a
commercial or advertisement may be targeted to end users in
a particular geographic region (e.g., Region A).

Having determined that the content stream should be
blacked out and/or a commercial or advertisement should be
inserted, the trigger processing logic 1025 passes this infor-
mation along to stream packaging module 1030. Stream
packaging module 1030 prepares and configures modifica-
tions to content streams in accordance with instructions from
the trigger processing logic 1025.

For example, if the trigger processing logic 1025 instructs
the stream packaging module 1030 that the corresponding
content stream currently being processed by the content
delivery manager 1015 should be blacked out, the stream
packaging module 1030 can instruct the stream delivery mod-
ule 1040 to terminate delivery of the content stream to end
users that are subject to the black out restrictions. Alterna-
tively, the stream packaging module 1030 can provide alter-
native content (e.g., commercials, advertisements, pre-con-
figured black out programs or static messages, etc.) to stream
to end users in lieu of the blacked out content stream.

If the trigger processing logic 1025 indicates to the stream
packaging module 1030 that the content stream should be
modified by inserting a commercial or advertisement, the
stream packaging module 1030 would perform various steps
to determine which commercials or advertisement should be
inserted into the content stream. For example, in one embodi-
ment the stream packaging module 1030 inserts pre-config-
ured commercials and/or advertisements into the content
stream that have been provided by the content publisher or
other entities potentially associated with monetizing content
delivery to end users.

In another example embodiment, the stream packaging
module 1030 queries an advertisement server 1060 (e.g.,
across a network such as the Internet) to determine which
commercials or advertisements should be inserted into the
content stream. In this manner, the stream packaging module
1030 can provide information that is specific to the user (i.e.,
user data 1035) to the advertisement server 1060. Information
specific to a user can include, for example, geographical data,
prior viewing history such as which types/categories of con-
tent a user has previously requested for viewing, information
personal to the user such as age, sex, and the like, as well as
other attributes suitable for selecting commercials and/or
advertisements for a targeted advertising campaign. Assume
for the example embodiment of FIG. 10 that the user data
1035 contains proximity parameters (e.g., I[P address) that
indicate a geographic region in which the end user 1050 is
located (i.e., Region A). With the user data 1035, the adver-
tisement server 1060 provides the content delivery manager
1015 with a commercial and/or advertisement targeted to end
user’s 1055 geographic region (i.e., Region A). As such, the
targeted commercial and/or advertisement would be inserted

Page 33 of 41

20

25

30

35

40

45

50

55

60

65

16

into the content stream at stream delivery module 1040 for
delivery to end user 1055 via content delivery network 1045.

FIG. 11 is a schematic diagram of a computer system 1100
upon which embodiments of the present invention may be
carried out and implemented. For example, one or more com-
puting devices 1100 may be used to manage and/or adminis-
ter the streaming of content across one or more networks
(e.g., the Internet, content delivery networks (CDNs), and the
like).

According to the present example, the computer system
1100 includes a bus 1101 (i.e., interconnect), at least one
processor 1102, at least one communications port 1103, a
main memory 1104, a removable storage media 1105, a read-
only memory 1106, and a mass storage 1107. Processor(s)
1102 can be any known processor, such as, but not limited to,
an Intel® Itanium® or Itanium 2® processor(s), AMD®
Opteron® or Athlon MP® processor(s), or Motorola® lines
of processors. Communications ports 1103 can be any of an
RS-232 port for use with a modem based dial-up connection,
a 10/100 Ethernet port, a Gigabit port using copper or fiber, or
a USB port. Communications port(s) 1103 may be chosen
depending on a network such as a Local Area Network
(LAN), a Wide Area Network (WAN), or any network to
which the computer system 1100 connects (e.g., content
delivery network 950 and/or 1045). The computer system
1100 may be in communication with peripheral devices (e.g.,
display screen 130, input device 116) via Input/Output (1/O)
port 1109.

Main memory 1104 can be Random Access Memory
(RAM), or any other dynamic storage device(s) commonly
known in the art. Read-only memory 1106 can be any static
storage device(s) such as Programmable Read-Only Memory
(PROM) chips for storing static information such as instruc-
tions for processor 1102. Mass storage 1107 can be used to
store information and instructions. For example, hard disks
such as the Adaptec® family of Small Computer Serial Inter-
face (SCSI) drives, an optical disc, an array of disks such as
Redundant Array of Independent Disks (RAID), such as the
Adaptec® family of RAID drives, or any other mass storage
devices may be used.

Bus 101 communicatively couples processor(s) 1102 with
the other memory, storage and communications blocks. Bus
1101 can be a PCI/PCI-X, SCSI, or Universal Serial Bus
(USB) based system bus (or other) depending on the storage
devices used. Removable storage media 1105 can be any kind
of external hard-drives, floppy drives, IOMEGA® Zip
Drives, Compact Disc-Read Only Memory (CD-ROM),
Compact Disc-Re-Writable (CD-RW), Digital Video Disk-
Read Only Memory (DVD-ROM), etc.

Embodiments herein may be provided as a computer pro-
gram product, which may include a machine-readable
medium having stored thereon instructions, which may be
used to program a computer (or other electronic devices) to
perform a process. The machine-readable medium may
include, but is not limited to, floppy diskettes, optical discs,
CD-ROMs, magneto-optical disks, ROMs, RAMs, erasable
programmable read-only memories (EPROMs), electrically
erasable programmable read-only memories (EEPROMs),
magnetic or optical cards, flash memory, or other type of
media/machine-readable medium suitable for storing elec-
tronic instructions. Moreover, embodiments herein may also
be downloaded as a computer program product, wherein the
program may be transferred from a remote computer to a
requesting computer by way of data signals embodied in a
carrier wave or other propagation medium via a communica-
tion link (e.g., modem or network connection).
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As shown, main memory 1104 is encoded with content
delivery manager application 1150-1 that supports function-
ality as discussed above and as discussed further below. Con-
tent delivery manager application 1150-1 (and/or other
resources as described herein) can be embodied as software
code such as data and/or logic instructions (e.g., code stored
in the memory or on another computer readable medium such
as a disk) that supports processing functionality according to
different embodiments described herein. During operation of
one embodiment, processor(s) 1102 accesses main memory
1104 via the use of bus 1101 in order to launch, run, execute,
interpret or otherwise perform the logic instructions of the
content delivery manager application 1150-1. Execution of
content delivery manager application 1150-1 produces pro-
cessing functionality in content delivery manager process
1150-2. In other words, the content delivery manager process
1150-2 represents one or more portions of the content deliv-
ery manager application 1150-1 performing within or upon
the processor(s) 102 in the computer system 1100.

It should be noted that, in addition to the content delivery
manager process 1150-2 that carries out method operations as
discussed herein, other embodiments herein include the con-
tent delivery manager application 1150-1 itself (i.e., the un-
executed or non-performing logic instructions and/or data).
The content delivery manager application 1150-1 may be
stored on a computer readable medium (e.g., a repository)
such as a floppy disk, hard disk or in an optical medium.
According to other embodiments, the content delivery man-
ager application 1150-1 can also be stored in a memory type
system such as in firmware, read only memory (ROM), or, as
in this example, as executable code within the main memory
1104 (e.g., within Random Access Memory or RAM). For
example, content delivery manager application 1150-1 may
also be stored in removable storage media 1105, read-only
memory 1106, and/or mass storage device 1107.

In addition to these embodiments, it should also be noted
that other embodiments herein include the execution of the
content delivery manager application 1150-1 in processor(s)
1102 as the content delivery manager process 1150-2. Thus,
those skilled in the art will understand that the computer
system 1100 can include other processes and/or software and
hardware components, such as an operating system that con-
trols allocation and use of hardware resources.

It should be noted that the content delivery manager 935 in
FIG. 9, the content delivery manager 1015 in FIG. 10, and the
content delivery manager 1150 (i.e., content delivery man-
ager application 1150-1 and content delivery manager pro-
cess 1150-2) in FIG. 11 each have the same or similar func-
tionality, capabilities, and features as described with regard to
their respective figures and embodiments.

As discussed herein, embodiments of the present invention
include various steps or operations. A variety of these steps
may be performed by hardware components or may be
embodied in machine-executable instructions, which may be
used to cause a general-purpose or special-purpose processor
programmed with the instructions to perform the operations.
Alternatively, the steps may be performed by a combination
of hardware, software, and/or firmware.

FIGS. 12-15 include flowcharts according to embodiments
herein. The rectangular elements are herein denoted as
“steps” and represent computer software instructions or
groups of instructions that carry out such functions. The flow
diagrams do not necessarily depict the syntax of any particu-
lar programming language. Rather, the flow diagrams illus-
trate the functional information one of ordinary skill in the art
could use to fabricate circuits or to generate computer soft-
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ware (or a hybrid of both circuits and software code) to carry
out the features as described herein.

It should be noted that many routine program elements,
such as initialization of loops and variables and the use of
temporary variables are inherent in the flowcharts. It will be
appreciated by those of ordinary skill in the art that unless
otherwise indicated herein, the particular sequence of steps
described is illustrative only and can be varied without depart-
ing from the spirit of the invention. Thus, unless otherwise
stated the steps described below are unordered meaning that,
when possible, the steps can be performed in any convenient
or desirable order.

Now, more specifically, FIG. 12 is a flow chart 1200 of
processing steps that shows processing operations performed
by the content delivery manager 1150 (i.e., content delivery
manager application 1150-1 and/or the run-time implemen-
tation of content delivery manager process 1150-2) in accor-
dance with one example embodiment.

In step 1205, the content delivery manager 1150 receives a
video stream from a content source for delivery to an end user
(e.g., client) of a content publisher. For example, the end user
can subscribe to the content publisher to receive video con-
tent. In other words, the end user can log onto a content
publisher’s website (if the end user is a subscriber of the
content publisher) to receive a live video stream from the
content publisher as delivered by the content delivery man-
ager 1150, according to one example embodiment.

In step 1210, the content delivery manager 1150 detects a
trigger signal within the video stream. The trigger signal can
be indicative of a temporal mark injected into the video
stream by the content publisher (e.g., the trigger signal indi-
cates that a commercial and/or advertisement should be
inserted into the content stream). The trigger can also be
injected into the video stream by an entity associated with
content publisher. For example, in one embodiment the trig-
ger signal is generated relative to the content source by a
human associated with the content publisher.

In step 1215, the content delivery manager 1150 processes
the trigger signal to determine whether to modify delivery of
the video stream to the end user.

In step 1220, the content delivery manager 1150 modifies,
if necessary, the delivery of the video stream in accordance
with the processing of the trigger signal. For example, the
content delivery manager 1150 can modify the video stream
to include a commercial and/or advertisement.

FIG. 13 is a flow chart 1300 of processing steps that shows
processing operations performed by the content delivery
manager 1150 in accordance with one example embodiment.

In step 1305, the content delivery manager 1150 processes
the trigger signal to determine whether to modify the video
stream prior to being delivered to the end user(s).

In step 1310, the content delivery manager 1150 queries a
data repository having information related to a content pro-
gramming schedule associated with the content publisher. In
an example embodiment, the data repository includes an
Electronic Programming Guide (EPG) configured to provide
a schedule that identifies when various content provided by
the content publisher will be available for reception by autho-
rized end users of the content publisher.

In step 1315, the content delivery manager 1150 receives a
response from the data repository that includes synchroniza-
tion information for modifying, if necessary, the delivery of
the video stream to the end user. Additionally, the synchroni-
zation information can include geo-filtering information and/
or advertisement information. For example, the geo-filtering
information can include regions (e.g., related to IP addresses)
to which the video content should not be delivered (or regions
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that are not authorized to receive delivery of the video
stream). As its name suggests, the synchronization informa-
tion can inform the content delivery manager 1150 when and
how to modify the video stream, especially ifthe video stream
is being delivered to the end user(s) in real-time.

In step 1320, the content delivery manager 1150 modifies
delivery of the video stream (e.g., inserts a commercial,
blacks out the video stream, etc.).

In step 1325, and in response to querying the data reposi-
tory, the content delivery manager 1150 discontinues the
delivery of the video content based on programming data
received from the data repository (e.g., due to black out
restrictions).

In step 1330, the content delivery manager 1150 continues
to receive the video stream from the content source. In one
embodiment, the continued receipt of the video stream
enables the content delivery manager 1150 to detect a second
trigger signal that would be capable of reinitiating delivery of
the video stream to the end user (e.g., the trigger signal
indicates that a commercial or black out time period has
ended).

According to another example embodiment, the content
delivery manager 1150 extracts synchronization information
from the trigger signal. In this manner, the synchronization
information indicates a type of event associated with the
video stream and can specify temporal information relative to
the detection of the trigger signal. The type of event can
include, for example, an advertisement event, a program ini-
tiation event, a program termination event, etc. When the
trigger signal includes supplemental information (e.g., trig-
ger event type, time codes, etc.), the trigger processing logic
of the content delivery manager 1150 can be disencumbered
with the additional processing necessary to determine
whether to modify delivery of the video stream as previously
described and, as a result, may not necessarily have to com-
municate with external data sources such as the electronic
programming guide (EPG).

FIG. 14 is a flow chart 1400 of processing steps that shows
processing operations performed by the content delivery
manager 1150 in accordance with one example embodiment.

In step 1405, the content delivery manager 1150 processes
the trigger signal to determine whether to modify, if neces-
sary, delivery of the video stream.

In step 1410, the content delivery manager 1150 applies
proximity parameters (e.g., IP addresses) associated with the
end user to the trigger signal in order to determine whether to
modify the delivery of the video stream to the end user.

In step 1415, the content delivery manager 1150 modifies
delivery of the video stream.

In step 1420, the content delivery manager 1150 discon-
tinues delivery ofthe video stream to the end user based on the
application of the proximity parameters to the trigger signal.
For example, the proximity parameters can indicate that the
end user is not authorized to receive the video stream due to:
1) a time relative to the detection of the trigger signal, and/or
il) a geographic location associated with the end user as
indicated by the proximity parameters.

In step 1425, the content delivery manager 1150 processes
the IP address to determine a geographic region associated
with the network from where the end user receives video
content.

FIG. 15 is a flow chart 1500 of processing steps that shows
processing operations performed by the content delivery
manager 1150 in accordance with one example embodiment.

In step 1505, the content delivery manager 1150 deter-
mines that an advertisement should be injected into the video
stream.

Page 35 of 41

20

25

30

35

40

45

50

55

60

65

20

In step 1510, the content delivery manager 1150 queries an
advertisement server.

In step 1515, the content delivery manager 1150 receives a
response from the advertisement server that identifies a plu-
rality of candidate advertisements for injection into the video
stream.

In step 1520, the content delivery manager 1150 selects,
from the plurality of candidate advertisements, a candidate
advertisement for injection into the video stream based on
proximity parameters associated with the end user. In this
manner, the proximity parameters can specity a geographic
location of the end user to where video content is transmitted.

In step 1525, the content delivery manager 1150 modifies
delivery of the video stream.

In step 1530, the content delivery manager 1150 injects the
selected candidate advertisement into the video stream for
delivery to the end user. In one example embodiment, the
selected candidate advertisement is targeted for the geo-
graphic location of the end user.

According to yet another example embodiment, the con-
tent delivery manager 1150 selects an advertisement to inject
into the video stream based on information extracted from the
trigger signal. For example, the selected advertisement can be
targeted to a geographic location associated with the end user.
In turn, the content delivery manager 1150 injects the selected
advertisement into the video stream for delivery to the end
user.

In accordance with another embodiment, the content deliv-
ery manager 1150 receives a video stream from a content
source for delivery to a end user of a content publisher. The
content source is associated with the content publisher in this
particular example. Furthermore, the end user has been pre-
authorized to receive video content from the content pub-
lisher.

During operation, the content delivery manager 1150
detects a trigger signal within the video stream. In this
example embodiment, the trigger signal is indicative of a
temporal mark injected into the video stream by a human
associated with the content publisher. In response to detecting
the trigger signal, the content delivery manager 1150 queries
an Electronic Programming Guide (EPG) to determine
whether to modity the delivery of the video stream to the end
user. For purposes of example, the EPG can be configured to
provide a schedule that identifies when various content pro-
vided by the content publisher will be available for reception
by authorized end users of the content publisher.

Accordingly, the content delivery manager 1150 receives a
response from the EPG that includes advertisement informa-
tion and/or geo-filtering information. If necessary, the content
delivery manager 1150 modifies delivery of the video stream
to the end user in accordance with the advertisement infor-
mation and/or the geo-filtering information.

System Operation: User Authentication

Similar to the content delivery configuration previously
described with respect to FIGS. 1-15, the example embodi-
ment shown in FIG. 16 provides a method and system for
content delivery across streaming system 925. FIG. 16 further
depicts methods and systems for authenticating end users for
delivery of video content by using pre-configured authenti-
cation information provided by a content publisher. The pre-
configured authentication information can include subscrip-
tion databases used by content publishers for authenticating
users for non-Internet based delivery of video content (e.g.,
traditional broadcasts including satellite television, cable
television, and the like).
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For example, an authentication manager can “dip” into a
subscriber’s or content publisher’s database to determine
whether a given end user is authorized to receive certain
content from the content publisher or broadcaster. This so-
called “dipping” provides a seamless means for authenticat-
ing Internet end users to receive video content associated with
a content publisher such that the content publisher does not
have to create anew subscriber database for Internet end users
or modify its already-established subscriber databases for
traditional television end users (e.g., satellite and cable sub-
scriber databases).

In particular, FIG. 16 is a block diagram of a network
environment 1600 including a content publisher 1605 and
associated content source 1610, satellite/terrestrial broadcast
system 1617, streaming system 1625 including encoder 1630
and authorization manager 1635, subscription database 1640,
and content delivery network 1650 (including web server
1655 and streaming server 1657) in communication with end
user 1660.

Note that content publisher 1605 and content source 1610
have the same or similar configurations, relationships, and
functionalities as the content publisher 905 and content
source 910 previously described with respect to FIG. 9.

It should also be noted that satellite/terrestrial broadcast
system 1617 has the same or similar configurations, function-
alities, and features as satellite/terrestrial broadcast system
920 previously discussed with respect to FIG. 9. Satellite/
terrestrial broadcast system 1617 may also provide cable
television distribution means for delivering video content to
end users.

During general operation, the content source 1610 (e.g.,
via content publisher 1605) distributes a content stream 1620
(e.g., audio stream, video stream, etc.) into streaming system
1625 at the stream ingest. The content stream 1620 may be
contain live content, such as a sporting event, for real-time (or
near real-time) distribution to end users across streaming
system 1625 and content delivery network 1650. Note that
video streams 160 may also be stored and cached for on-
demand type distribution.

Similar to the encoder 930 described with respect to FIG. 9,
encoder 1630 provides real-time encoding of the content
stream 1620 and can include Real encoding, QT encoding,
WM encoding, and the like (see FIG. 2). After being encoded
at the encoder 1630, the video stream 1620 is transmitted
within the streaming system 1625 to content delivery man-
ager 1635. In one example configuration, the content stream
1620 is propagated downstream through the streaming sys-
tem 1625 (and possibly the content delivery network 1650)
using RTSP (Real Time Streaming Protocol). In such a con-
figuration, the actual audio/video data contained in the con-
tent stream 1620 may be distributed downstream using RTP
(Real-time Transport Protocol).

Referring still to the example embodiment of FIG. 16, the
authorization manager receives the content stream 1620 for
distribution to end user 1660. Prior to transmitting the content
stream 1620 downstream to end user 1660 (via content deliv-
ery network 1650), the authorization manager 1635 deter-
mines whether end user 1660 is authorized to receive the
content stream 1620.

Note that the authorization manager 1635 supports func-
tionality for both streaming and authentication/authorization
services, as shown in the example embodiment of FIG. 16.
However, the authorization manager 1635 does not necessar-
ily have to provide streaming services and, as such, may only
provide authentication/authorization services. For example,
upon authenticating/authorization by authorization manager
1635, the encoder 1630 may bypass the authorization man-
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ager 1635 and transmit the content stream 1620 to content
delivery network 1650 for delivery to end user 1660, as shown
by the perforated arrow 1632. The content stream 1620 may
also pass through another entity (e.g., content delivery man-
ager 935, 1015, and/or 1150) suitable for managing and
administering delivery of video content in streaming system
1625.

To authorize/authenticate end user 1660 for delivery of
content stream 1620, the authorization manager 1635 first
receives an authorization request 1665 from end user 1660.
For example, in one embodiment the authorization manager
1635 receives the authorization request 1665 from end user
1660 via web server 1655 of content delivery network 1650.
In another embodiment, the end user 1660 sends an authori-
zation request 1667 (as shown by the perforated arrow)
directly to authorization manager 1635.

Note that, similar to the example embodiment of FIG. 9,
web server 1655 provides front-end interaction with end user
1660 by serving web pages, initiating registration/logon ser-
vices, providing e-commerce and transactional payment
capabilities, and the like. In particular, web server 1655 pro-
vides authorization/authentication services in its interaction
with authorization manager 1635 in accordance with the
example embodiment of FIG. 16.

As its name suggests, streaming server 1655 typically pro-
vides back-end streaming services by delivering, for
example, the content stream 1620 as provided by either
authorization manager 1635 and/or encoder 1630. Note that
the vertical ellipses in content delivery network 1650 indicate
that there can be multiple web and/or streaming servers asso-
ciated with content delivery network 1650.

Having received the authorization request 1665 (or 1667)
from end user 1660, the authorization manager 1635 commu-
nicates with (“dips” into) subscription database 1640 to deter-
mine whether end user 1660 is authorized to receive content
stream 1620. As previously mentioned subscription database
1640 is associated with content publisher 1605 and provides
subscription information related to various end users autho-
rized to receive content from content publisher 1605. For
example, subscription database 1640 may contain subscrip-
tion information related to traditional satellite and/or cable
television services provided by content publisher 1605. The
authorization manager’s 1635 interaction with subscription
database 1640 is discussed in more detail below with respect
to FIG. 17.

After verifying that the end user 1660 is authorized to
receive the content stream 1620, the authorization manager
1635 initiates delivery of the content stream 1620 to end user
1660 via content delivery network 1650. The content stream
1620 can propagate downstream directly from encoder 1630
to content delivery network 1650, from encoder 1630 to
authorization manager 1635 and then to content delivery net-
work 1650, or from encoder 1630 to the content delivery
network 1650 via another mechanism for managing delivery
of'content streams in streaming system 1625 (e.g., via content
delivery manager 935, 1015, and/or 1150).

FIG. 17 is a block diagram of a network environment 1700
including a content publisher 1705 and associated content
source 1710, authorization manager 1715, data repository
1720, subscription database 1725, and content delivery net-
work 1730 in communication with end user 1735. Authori-
zation manager 1715 further includes data storage module
1740, verification module 1745, stream intake module 1750,
and stream delivery module 1755.

Note that content publisher 1705 and content source 1710
have the same or similar configurations, relationships, and
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functionalities as the content publisher 905 and content
source 910 previously described with respect to FIG. 9.

It should also be noted that the end user 1 1770 may
communicate directly with the verification module 1730 of
authorization manager 1715 or, alternatively, the end user 1
1770 may communicate with verification module 1730 via a
web server (e.g., web server 1655) associated with content
delivery network 1760.

During operation, the stream intake module 1720 of autho-
rization manager 1715 receives a content stream (e.g., video
stream) from content source 1710 and/or content publisher
1705. Upon receiving the content stream, the stream intake
module 1720 checks with the verification module 1730 to
determine whether end user 1 1770 is authorized to receive
the content stream.

The stream intake module 1720 passes the content stream
through to stream delivery module 1725 so that the content
stream can be delivered (via content delivery network 1760)
to end user 1 1770 upon authorization/authentication by veri-
fication module 1730. Note that the verification module 1730
may notify either the stream intake module 1720 and/or the
stream delivery module 1725 of the authorization status of
end user 1 1770. If, for example, the verification module 1730
notifies the stream intake module 1720 that end user 1 1770 is
authorized to receive the content stream, the stream intake
module 1720 passes the content stream to stream delivery
module 1725 for unfettered content stream delivery to end
user 1 1770 via content delivery network 1760.

In the example embodiment of FIG. 17, the authorization
manager 1715 authorizes/authenticate end user 1 1770 (via
verification module 1730) prior to receiving the content
stream from content source 1710 (and/or content publisher
1705) so that the stream delivery module 1725 may deliver
the content stream to end user 1 1770 with further authoriza-
tion processing by verification module 1730. According to
another example embodiment, the end user 1 1770 may be
verified on-the-fly as the content stream is received by the
authorization manager 1715 such that the content stream is
received by the stream intake module 1720 prior to end user
authorization.

It should be noted that, in the example embodiment of FIG.
17, the authorization manager 1715 is shown with a stream
intake module 1720 and stream delivery module 1725.
According to additional embodiments, the authorization
manager 1715 does not include such streaming capabilities
and would not process the actual content stream as provided
by the content source 1710 and/or content publisher 1705.
Instead, the authorization manager 1715 would provide
authentication/authorization services and then, upon verifi-
cation, the authorization manager 1715 would initiate deliv-
ery of the content stream to end user 1 1770 via another entity,
such as content delivery manager 935, 1015, and/or 1150.

The verification module 1730 can initiate authorization of
end user 1 1770 by either receiving a request for authorization
1772 from end user 1 1770, or by proactively soliciting a
request for authorization 1774 (or soliciting information nec-
essary to authorize end user 1 1770) if, for example, the
content stream has already arrived at the authorization man-
ager 1715.

According to an example embodiment, the verification
module 1730 can first determine whether the end user 1 1770
is authorized to receive delivery of the content stream by
querying local end user repository 1740 (via data storage
module 1735). End user data repository 1740 is populated
with subscription data for end users associated with authori-
zation manager 1715. In this manner, the end user data reposi-
tory 1740 is progressively updated with subscription data
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each time the verification module 1730 receives information
from subscription database 1750.

For purposes of example only, the end user data repository
1740 stores both session information and proximity param-
eters related to each end user associated with authorization
manager 1715. Note that the end user data repository 1740
may store different parameters and/or information related to
each end user in addition to, or in lieu of the parameters and
information shown in the example embodiment of FIG. 17.

The session information indicates that, for each applicable
end user (end user 1, end user 2, end user 5, . . . end user M),
the authorization manager 1715 initiated delivery of a content
stream (CS,, CS,, CS,, ... CS,) at a respective time (T,, T5,
T,, ... Ty). Delivery of a specific content stream at a respec-
tive time represents a “session.”

Still referring to the end user data repository 1740, the
proximity parameters column indicates an Internet Protocol
“IP” address associated with each applicable end user (e.g.,
end user 1=IP,, end user 2=IP,, end user 5=IPs, . . . end user
M=IP, ). The proximity parameters may be used in further-
ance of authenticating/authorizing an end user for purposes of
geo-filtering/geo-blocking.

For example, assume that the end user data repository 1740
indicates that end user 1 1770 is already receiving content
stream as part of an earlier-initiated session for that particular
content stream. In one embodiment, the authorization man-
ager 1715 can deny access to the end user 1 1770 since the end
user had already requested delivery of that particular content
stream as evidenced by the session information. By denying
access in this manner, the authorization manager 1715 can
prevent unscrupulous users (e.g., hackers, spoofers, etc.)
from trying to gain unauthorized access to content streams.

Continuing with the same example, the authorization man-
ager 1715 can alternatively grant the request by the end user
1 1770 to receive delivery of the content stream. In this
manner, the authorization manager 1715 would terminate the
earlier-initiated session and initiate a new session with end
user 1 1770 for delivery of the content stream in accordance
with the second request. By terminating the first session and
initiating the second session, the authorization manager 1715
trusts that the second request is authentic (e.g., was actually
sent by end user 1 1770) and that the first session with end user
1 1770 may have been prematurely disconnected or fallen
victim to any number of network anomalies.

In response to receiving the request for authorization 1772,
and now assuming that the end user data repository 1740 does
not have information (an entry) related to end user 1 1770, the
verification module 1730 queries subscription database 1750
to determine whether end user 1 1770 is authorized to receive
delivery of the content stream. As shown, the subscription
database contains a table of authorized subscribers (end user
1, end user 4, end user 9, . . . end user N). Since end user 1 is
listed as an authorized subscriber in subscription database
1750, the subscription database would indicate to verification
module 1730 that end user 1 1770 is in fact authorized to
receive delivery of the content stream.

Note that the subscription database 1750 associated with
content publisher 1705 may only contain subscription infor-
mation related to non-Internet services such as satellite tele-
vision services, cable television services, and the like. As
such, and in accordance with embodiments herein, the sub-
scription database 1750 is capable of authorizing end user for
web-based delivery of content such that the content publisher
1705 does not have to create (or modify existing) subscription
database specific to Internet, or web-based services.

FIG. 18 is a schematic diagram of a computer system 1800
upon which embodiments of the present invention may be
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carried out and implemented. For example, one or more com-
puting devices 1800 may be used to manage and/or adminis-
ter the streaming of content across one or more networks
(e.g., the Internet, content delivery networks (CDNs), and the
like).

According to the present example, the computer system
1800 includes a bus 1801 (i.e., interconnect), at least one
processor 1802, at least one communications port 1803, a
main memory 1804, a removable storage media 1805, a read-
only memory 1806, and a mass storage 1807. Processor(s)
1802 can be any known processor, such as, but not limited to,
an Intel® Itanium® or Itanium 2® processor(s), AMD®
Opteron® or Athlon MP® processor(s), or Motorola® lines
of processors. Communications ports 1803 can be any of an
RS-232 port for use with a modem based dial-up connection,
a 10/100 Ethernet port, a Gigabit port using copper or fiber, or
a USB port. Communications port(s) 1803 may be chosen
depending on a network such as a Local Area Network
(LAN), a Wide Area Network (WAN), or any network to
which the computer system 100 connects (e.g., content deliv-
ery network 950, 1045, 1650, and/or 1760). The computer
system 1800 may be in communication with peripheral
devices (e.g., display screen 1830, input device 1816) via
Input/Output (I/0) port 1809.

Main memory 1804 can be Random Access Memory
(RAM), or any other dynamic storage device(s) commonly
known in the art. Read-only memory 1806 can be any static
storage device(s) such as Programmable Read-Only Memory
(PROM) chips for storing static information such as instruc-
tions for processor 1802. Mass storage 1807 can be used to
store information and instructions. For example, hard disks
such as the Adaptec® family of Small Computer Serial Inter-
face (SCSI) drives, an optical disc, an array of disks such as
Redundant Array of Independent Disks (RAID), such as the
Adaptec® family of RAID drives, or any other mass storage
devices may be used.

Bus 101 communicatively couples processor(s) 1802 with
the other memory, storage and communications blocks. Bus
1801 can be a PCI/PCI-X, SCSI, or Universal Serial Bus
(USB) based system bus (or other) depending on the storage
devices used. Removable storage media 1805 can be any kind
of external hard-drives, floppy drives, IOMEGA® Zip
Drives, Compact Disc-Read Only Memory (CD-ROM),
Compact Disc-Re-Writable (CD-RW), Digital Video Disk-
Read Only Memory (DVD-ROM), etc.

Embodiments herein may be provided as a computer pro-
gram product, which may include a machine-readable
medium having stored thereon instructions, which may be
used to program a computer (or other electronic devices) to
perform a process. The machine-readable medium may
include, but is not limited to, floppy diskettes, optical discs,
CD-ROMs, magneto-optical disks, ROMs, RAMs, erasable
programmable read-only memories (EPROMs), electrically
erasable programmable read-only memories (EEPROMs),
magnetic or optical cards, flash memory, or other type of
media/machine-readable medium suitable for storing elec-
tronic instructions. Moreover, embodiments herein may also
be downloaded as a computer program product, wherein the
program may be transferred from a remote computer to a
requesting computer by way of data signals embodied in a
carrier wave or other propagation medium via a communica-
tion link (e.g., modem or network connection).

As shown, main memory 1804 is encoded with authoriza-
tion manager application 1850-1 that supports functionality
as discussed above and as discussed further below. Authori-
zation manager application 1850-1 (and/or other resources as
described herein) can be embodied as software code such as
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data and/or logic instructions (e.g., code stored in the memory
or on another computer readable medium such as a disk) that
supports processing functionality according to different
embodiments described herein. During operation of one
embodiment, processor(s) 1802 accesses main memory 1804
via the use of bus 1801 in order to launch, run, execute,
interpret or otherwise perform the logic instructions of the
authorization manager application 1850-1. Execution of
authorization manager application 1850-1 produces process-
ing functionality in authorization manager process 1850-2. In
other words, the authorization manager process 1850-2 rep-
resents one or more portions of the authorization manager
application 1850-1 performing within or upon the
processor(s) 1802 in the computer system 1800.

It should be noted that, in addition to the authorization
manager process 1850-2 that carries out method operations as
discussed herein, other embodiments herein include the
authorization manager application 1850-1 itself (i.e., the un-
executed or non-performing logic instructions and/or data).
The authorization manager application 1850-1 may be stored
on a computer readable medium (e.g., a repository) such as a
floppy disk, hard disk or in an optical medium. According to
other embodiments, the authorization manager application
1850-1 can also be stored in a memory type system such as in
firmware, read only memory (ROM), or, as in this example, as
executable code within the main memory 1804 (e.g., within
Random Access Memory or RAM). For example, authoriza-
tion manager application 1850-1 may also be stored in remov-
able storage media 1805, read-only memory 1806, and/or
mass storage device 1807.

In addition to these embodiments, it should also be noted
that other embodiments herein include the execution of the
authorization manager application 1850-1 in processor(s)
1802 as the authorization manager process 1850-2. Thus,
those skilled in the art will understand that the computer
system 1800 can include other processes and/or software and
hardware components, such as an operating system that con-
trols allocation and use of hardware resources.

It should be noted that the authorization manager 1635 in
FIG. 16, the authorization manager 1715 in FIG. 17, and the
authorization manager 1850 (i.e., authorization manager
application 1850-1 and authorization manager process 1850-
2) in FIG. 18 each have the same or similar functionality,
capabilities, and features as described with regard to their
respective figures and embodiments.

As discussed herein, embodiments of the present invention
include various steps or operations. A variety of these steps
may be performed by hardware components or may be
embodied in machine-executable instructions, which may be
used to cause a general-purpose or special-purpose processor
programmed with the instructions to perform the operations.
Alternatively, the steps may be performed by a combination
of hardware, software, and/or firmware.

FIGS. 19-22 include flowcharts according to embodiments
herein. The rectangular elements are herein denoted as
“steps” and represent computer software instructions or
groups of instructions that carry out such functions. The flow
diagrams do not necessarily depict the syntax of any particu-
lar programming language. Rather, the flow diagrams illus-
trate the functional information one of ordinary skill in the art
could use to fabricate circuits or to generate computer soft-
ware (or a hybrid of both circuits and software code) to carry
out the features as described herein.

It should be noted that many routine program elements,
such as initialization of loops and variables and the use of
temporary variables are inherent in the flowcharts. It will be
appreciated by those of ordinary skill in the art that unless
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otherwise indicated herein, the particular sequence of steps
describedis illustrative only and can be varied without depart-
ing from the spirit of the invention. Thus, unless otherwise
stated the steps described below are unordered meaning that,
when possible, the steps can be performed in any convenient
or desirable order.

Now, more specifically, FIG. 19 is a flow chart 1900 of
processing steps that shows processing operations performed
by the authorization manager 1850 (i.e., authorization man-
ager application 1850-1 and/or the run-time implementation
of authorization manager process 1850-2) in accordance with
one example embodiment.

In step 1905, the authorization manager 1850 receives a
request from the end user for delivery of the video stream to
the end user across a network. For example, the request
received from the user may be in response to a solicitation or
request for authorization information previously sent to the
end user.

In step 1910, the authorization manager 1850 queries a
subscription database associated with the content publisher.
For example, the subscription database may include subscrip-
tion information related to traditional satellite television ser-
vices, cable television services, and the like.

In step 1915, the authorization manager 1850 processes a
reply from the subscription database to determine whether the
end user has authorization to receive delivery of the video
stream.

In step 1920, the authorization manager 1850 transmits a
notification to the end user indicating that the end user is not
authorized to receive delivery of the video stream based on
the processing of the reply from the subscription database.

In step 1925, the authorization manager 1850 initiates
delivery of the video stream to the end user based on the
processing of the reply from the subscription database. The
reply from the subscription database can indicate that the end
user is authorized to receive delivery of the video stream. For
instance, the end user may be authorized to receive delivery of
the web-based video stream since the end user is already
authorized to receive satellite and/or cable television services.

FIG. 20 is a flow chart 2000 of processing steps that shows
processing operations performed by the authorization man-
ager 1850 in accordance with one example embodiment.

In step 2005, the authorization manager 1850 receives a
request from the end user.

In step 2010, the authorization manager 1850 receives
metadata from the end user (e.g., token, cookie, etc.). For
example, the end user may have received the token and/or
cookie from a third party authorization service associated
with the content publisher. In this manner, the authorization
manager 1850 does not necessarily have to query a subscrip-
tion database to determine whether the end user is authorized
to receive delivery of the video stream.

In step 2015, the authorization manager 1850 processes the
metadata (e.g., cookie and/or token) to identify a content
publisher associated with the end user.

In step 2020, the authorization manager 1850 determines
whether the content publisher associated with the video
stream is the same as the content publisher associated with the
end user. For example, if it is determined from the metadata
(e.g., token and/or cookie) that the end user is already autho-
rized to receive delivery of content from the content publisher
associated with the video stream, then the authorization man-
ager 1850 initiates delivery of the content stream to the end
user.

FIG. 21 is a flow chart 2100 of processing steps that shows
processing operations performed by the authorization man-
ager 1850 in accordance with one example embodiment.
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In step 2105, the authorization manager 1850 receives a
request from the end user for delivery of the video stream to
the end user across a network.

In step 2110, the authorization manager 1850 processes
proximity parameters associated with the end user. For
example, the proximity parameters can specify a geographic
location of the end user to where video content is transmitted.

In step 2115, the authorization manager 1850 determines
that the end user is not authorized to receive the video stream.
Such a determination can be based on the processing of the
proximity parameters (e.g., as part of a geo-filtering and/or
geo-blocking regime).

In step 2120, and given a relative time associated with the
receipt of the request from the end user, the authorization
manager 1850 determines whether the video stream should be
blacked out for at least a time period associated with the
relative time in relation to the geographic location of the end
user.

In step 2125, the authorization manager 1850 restricts
delivery of the video stream to the end user.

In step 2130, the authorization manager 1850 restricts
delivery of the video stream to the end user in accordance with
black out rules associated with the content publisher. In this
manner, the black out rules have associated time restrictions
and geographic restrictions prescribed by the content pub-
lisher for the end user.

In step 2135, the authorization manager 1850 restricts
delivery of the video stream to the end user in accordance with
subscription parameters of the content publisher for a group
of end users. For example, the subscription parameters can
include a time restriction and/or a geographic restriction.
Additionally, in this embodiment the end user is a member of
the group of end users to which the subscription parameters
apply.

In step 2140, the authorization manager 1850 terminates
the delivery of the video stream to the end user if delivery of
the video stream to the end user has already been initiated.

FIG. 22 is a flow chart 2200 of processing steps that shows
processing operations performed by the authorization man-
ager 1850 in accordance with one example embodiment.

In step 2205, the authorization manager 1850 processes the
reply from the subscription database to detect whether the end
user is a subscriber of the content publisher.

In step 2210, the authorization manager 1850 stores an
entry in a subscriber verification table to indicate that the end
user is an authorized subscriber of the content publisher. For
instance, in one embodiment, the authorization manager 1850
analyzes a token and/or a cookie associated with the second
request received from the second end user.

According to another embodiment, the authorization man-
ager 1850 detects that the end user is not a subscriber of the
content publisher. In such a scenario, the authorization man-
ager 1850 stories an entry in the subscriber verification table
to indicate that the end user is not an authorized subscriber of
the content publisher. The authorization manager 1850 can
also transmit a notification to the end user to indicate that the
end user is not authorized to receive delivery of the video
stream. As such, the authorization manager 1850 would
specify in the notification that the end user is not an autho-
rized subscriber of the content publisher from which the end
user had requested delivery of the video stream.

In step 2215, the authorization manager 1850 receives a
second request from a second end user for delivery of the
video stream to the second end user.

In step 2220, the authorization manager 1850 processes the
second request to determine that the second end user is autho-
rized to receive delivery of the video stream.
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In step 2225, the authorization manager 1850 determines
that the second end user is the same as the end user. Such a
determination is made so as to prevent unauthorized access to
video streams by the unscrupulous users (e.g., hackers, spoof-
ers, etc.).

In step 2230, and in response to querying the subscriber
verification table, the authorization manager 1850 determines
that the second end user is an authorized subscriber of the
content publisher.

In step 2235, the authorization manager 1850 initiates
delivery of the video stream to the second user. For example,
the authorization manager 1850 may initiate delivery of the
content stream to the end user via a content delivery network.

In step 2240, the authorization manager 1850 stores ses-
sion information in the subscriber verification table. The ses-
sion information is associated with the delivery of the video
stream to the end user. Furthermore, the session information
is stored in accordance with a relative time at which the
request from the end user was received.

In accordance with another example embodiment, the
authorization manager 1850 receives a request from the end
user for delivery of the video stream to the end user across a
network. Inresponse, the authorization manager 1850 queries
a subscription database associated with the content publisher
and, then, processes a reply from the subscription database to
determine whether the end user has authorization to receive
delivery of the video stream.

As an example, if the end user is determined to have autho-
rization to receive delivery of the video stream, the authori-
zation manager 1850 creates an entry in a subscriber verifi-
cation table specifying that the end user is an authorized
subscriber of the content publisher. The entry can specify, for
example, session information associated with delivery of the
video stream to the end user. Furthermore, the session infor-
mation is stored in accordance with a relative time at which
the request from the end user was received. Having deter-
mined that the end user is authorized, the authorization man-
ager 1850 initiates delivery of the video stream to the end
user.

Although the present invention has been described with
reference to various embodiments, it will be understood that
the invention is not limited to the details thereof. Various
modifications and substitutions will occur to those of ordi-
nary skill in the art. All such substitutions are intended to be
embraced within the scope of the invention as defined in the
appended claims.

What is claimed is:

1. A computer-implemented method for delivery of video
content across a network comprising:

receiving a video stream from a content source for delivery

to a client of a content publisher, wherein the client
subscribes to the content publisher to receive video con-
tent;

detecting a trigger signal within the video stream, wherein

the trigger signal is indicative of a temporal mark
injected into the video stream by the content publisher;
processing the trigger signal to determine whether to
modify delivery of the video stream to the client; and
if necessary, modifying delivery of the video stream in
accordance with the processing of the trigger signal,
wherein processing the trigger signal comprises querying a
data repository having information related to a content
programming schedule associated with the content pub-
lisher.

2. The computer-implemented method as in claim 1,
wherein the data repository includes an Electronic Program-
ming Guide (EPG) configured to provide a schedule that
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identifies when various content provided by the content pub-
lisher will be available for reception by authorized clients of
the content publisher.

3. The computer-implemented method as in claim 1, fur-
ther comprising:

receiving a response from the data repository that includes

synchronization information for modifying, if neces-
sary, the delivery of the video stream to the client, the
synchronization information further including at least
one of geo-filtering information and advertisement
information.

4. The computer-implemented method as in claim 1,
wherein modifying delivery of the video stream comprises:

in response to querying the data repository, discontinuing

the delivery of the video content based on programming
data received from the data repository; and

continuing to receive the video stream from the content

source, wherein the continued receipt of the video
stream enables detection of a second trigger signal that
would be capable of reinitiating delivery of the video
stream to the client.

5. The computer-implemented method as in claim 1 further
comprising:

extracting synchronization information from the trigger

signal, wherein the synchronization information indi-
cates a type of event associated with the video stream,
the synchronization information further specifying tem-
poral information relative to the detection of the trigger
signal.

6. The computer-implemented method as in claim 4,
wherein the type of event indicated by the synchronization
information includes at least one of an advertisement event, a
program initiation event, and a program termination event.

7. The computer-implemented method as in claim 1,
wherein processing the trigger signal comprises:

applying proximity parameters associated with the client to

the trigger signal in order to determine whether to
modify the delivery of the video stream to the client.

8. The computer-implemented method as in claim 7,
wherein modifying delivery of the video stream comprises:

discontinuing delivery of the video stream to the client

based on the application of the proximity parameters to
the trigger signal, wherein the proximity parameters
indicate that the client is not authorized to receive the
video stream due to at least one of:

a time relative to the detection of the trigger signal; and

a geographic location associated with the client of the

content publisher.

9. The computer-implemented method as in claim 7,
wherein the proximity parameters include an Internet Proto-
col (IP) address of the client, the method further comprising:

processing the IP address to determine a geographic region

associated with the network from where the client
receives video content.

10. The computer-implemented method as in claim 1,
wherein processing the trigger signal comprises determining
that an advertisement should be injected into the video
stream.

11. The computer-implemented method as in claim 10
further comprising:

based on information extracted from the trigger signal,

selecting an advertisement to inject into the video
stream, wherein the selected advertisement is targeted to
a geographic location associated with the client; and
wherein modifying delivery of the video stream comprises:
injecting the selected advertisement into the video stream
for delivery to the client.
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12. The computer-implemented method as in claim 10,
wherein determining that an advertisement should be injected
into the video stream includes:

querying an advertisement server;

receiving a response from the advertisement server that
identifies a plurality of candidate advertisements for
injection into the video stream; and

from the plurality of candidate advertisements, selecting a
candidate advertisement for injection into the video
stream based on proximity parameters associated with
the client of the video stream, wherein the proximity
parameters specify a geographic location of the client to
where video content is transmitted; and

wherein modifying delivery ofthe video stream comprises:

injecting the selected candidate advertisement into the
video stream for delivery to the client, wherein the
selected candidate advertisement is targeted for the geo-
graphic location of the client.

13. The computer-implemented method as in claim 1,
wherein the trigger signal is generated relative to the content
source by a human associated with the content publisher.

14. A computer-implemented method for streaming video
content across a network comprising:

receiving a video stream from a content source for delivery
to a client of a content publisher, wherein the content
source is associated with the content publisher, and the
client has been pre-authorized to receive video content
from the content publisher;

detecting a trigger signal within the video stream, wherein
the trigger signal is indicative of a temporal mark
injected into the video stream by a human associated
with the content publisher;

querying an Electronic Programming Guide (EPG) to
determine whether to modify the delivery of the video
stream to the client, wherein the EPG is configured to
provide a schedule that identifies when various content
provided by the content publisher will be available for
reception by authorized clients of the content publisher;

receiving a response from the EPG, wherein the response
includes at least one of advertisement information and
geo-filtering information; and

modifying delivery of the video stream to the client in
accordance with the at least one of advertisement infor-
mation and geo-filtering information.

15. A system configured for delivery of video content

across a network comprising:

a content server configured to receive a video stream from
a content source for delivery to a client of a content
publisher, wherein the client subscribes to the content
publisher to receive video content, wherein the content
server comprises information related to a content pro-
gramming schedule associated with the content pub-
lisher;

wherein the content server is configured to detect a trigger
signal within the video stream, the trigger signal being
indicative of a temporal mark injected into the video
stream by the content publisher;

wherein the content server is further configured to process
the trigger signal to determine whether to modify deliv-
ery of the video stream to the client;

wherein the content server is further configured to modify
delivery of the video stream in accordance with the
processing of the trigger signal; and

a content delivery network configured to receive the modi-
fied video stream from the server and then deliver the
modified video stream to the client.
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16. The system as in claim 15

wherein the information comprises an Electronic Program-
ming Guide (EPG) configured to provide a schedule that
identifies when various content provided by the content
publisher will be available for reception by authorized
clients of the content publisher;

wherein the content server is configured to query the data
repository for scheduling information related to the vari-
ous content provided by the content publisher; and

wherein the content server is further configured to receive
a response from the data repository that includes syn-
chronization information for modifying, if necessary,
the delivery of the video stream to the client, and
wherein the synchronization information further
includes at least one of geo-filtering information and
advertisement information.

17. The system as in claim 16 further comprising:

in response to querying the data repository, the content
server is configured discontinue the delivery ofthe video
content based on programming data received from the
data repository; and

wherein the content server is further configured to continue
to receive the video stream from the content source,
wherein the continued receipt of the video stream
enables detection of a second trigger signal that would
be capable of reinitiating delivery of the video stream to
the client.

18. The system as in claim 15 further comprising:

wherein the content server is configured to apply proximity
parameters associated with the client to the trigger signal
in order to determine whether to modify the delivery of
the video stream to the client; and

wherein the content server is further configured to discon-
tinue delivery of the video stream to the client based on
the application of the proximity parameters to the trigger
signal, wherein the proximity parameters indicate that
the client is not authorized to receive the video stream
due to at least one of:

a time relative to the detection of the trigger signal; and

a geographic location associated with the client of the
content publisher.

19. The system claim 15 further comprising:

an advertisement server;

wherein the content server is configured to determine that
an advertisement should be injected into the video
stream;

in response to querying the advertisement server, the con-
tent server is configured to receive a response from the
advertisement server that identifies a plurality of candi-
date advertisements for injection into the video stream;

from the plurality of candidate advertisements, the content
server is further configured to select a candidate adver-
tisement for injection into the video stream based on
proximity parameters associated with the client of the
video stream, wherein the proximity parameters specify
a geographic location of the client to where video con-
tent is transmitted; and

wherein the content server is configured to inject the
selected candidate advertisement into the video stream
for delivery to the client, wherein the selected candidate
advertisement is targeted for the geographic location of
the client.





