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(57) ABSTRACT 
The present invention provides an architecture that advan 
tageously leverages multiple content distribution networks 
to provide enhanced Services. In accordance with an 
embodiment of the present invention, a share of content 
requests are served by each of a plurality of content distri 
bution networks. The fraction of content requests served by 
a particular content distribution network can be determined 
dynamically, depending on the offered load or other traffic 
characteristics. 
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METHOD AND APPARATUS FOR CONTENT 
DISTRIBUTION NETWORK BROKERING AND 

PEERING 

FIELD OF THE INVENTION 

0001. The present invention relates to content distribu 
tion in packet-Switched networks. 

BACKGROUND OF THE INVENTION 

0002 Packet-switched networks, such as networks based 
on the TCP/IP protocol Suite, can be utilized to distribute a 
rich array of digital content to a variety of different client 
applications. The most popular applications on the Internet 
today are browsing applications for Searching the World 
Wide Web, e.g. Netscape Navigator or Microsoft Internet 
Explorer, which utilize the Hyper Text Transfer Protocol 
(HTTP) to retrieve documents written in the Hypertext 
Markup Language (HTML) along with embedded content. 
See, e.g., R. Fielding et al., “Hypertext Transfer Protocol 
-HTTP/11,” IETF RFC 2616, Network Working Group, 
1999, which is incorporated by reference herein. HTML 
documents, as well as other resources on the Internet Such as 
embedded multimedia content, are addressed by Uniform 
Resource Locators (URLs), e.g. "http://www.xyz.com/dir/ 
document.html” which identifies an HTML document, 
“document.html” on server “www.xyz.com” in directory 
“dir” which may be accessed using the HTTP protocol. See 
Berners-Lee, T, et al., “Uniform Resource Locators.” IETF 
RFC 1738, Network Working Group, 1994, which is incor 
porated by reference herein. Servers/hosts are identified by 
domain names, e.g. "www.xy Z.com', which are part of a 
loosely hierarchical naming Scheme which are mapped into 
network IP addresses using the Domain Name Service 
(DNS). See P. Mockapetris, “Domain names-concepts and 
facilities,” RFC 1034, November 1987; P. Mockapetris, 
“Domain names-implementation and specification,” RFC 
1035, November 1987; which are incorporated herein by 
reference. DNS is in essence a distributed database of 
multiple name Servers that maintain and answer queries on 
mapping between domain names and addresses. Name Serv 
ers belong to a hierarchy wherein DNS queries are resolved 
by contacting other name Servers and following a delega 
tion/referral chain to an authoritative name Server for the 
queried host. For example, before a client can issue a request 
for a resource identified in a particular URL, a DNS query 
must be issued to translate the host name into an IP address 
that is utilized to establish the connection to the server with 
the desired resource. 

0003. It is often advantageous when distributing digital 
content acroSS a packet-Switched network to divide the duty 
of answering content requests among a plurality of geo 
graphically dispersed Servers. For example, extremely popu 
lar Web sites on the Internet often provide links to “mirror” 
Sites which replicate the content at a number of locations 
acroSS the globe, Some closer to the particular client request 
ing the content. A more recent alternative to mirroring has 
been the use of what are referred to in the art as “content 
distribution” services. Content distribution services pro 
Vided by companies Such as Akamai Technologies, Digital 
Island, and Adero utilize architectures for their content 
provider customers which dynamically redirect content 
requests to a cache advantageously situated closer to the 
client issuing the request (Such architectures are referred to 
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herein generically as “content distribution networks” or 
“CDNs” for short). These companies either co-locate caches 
within Internet Service Providers or deploy them within 
their own Separate networks. 
0004 Content distribution offerings differ in the ways 
they divide the functions and control over request processing 
between the customer and the CDN platform. There are 
primarily two alternative content distribution architectures: 
(1) systems which rewrite URLs in documents to point to the 
cached content; and (2) Systems which rely on outsourcing 
of DNS lookups. In the former, accesses to a customer's 
“root” page (such as “www.xyz.com”) can be served by the 
customer's own Web site, but embedded content Such as 
images, music, or movies can be served using a modified 
URL (referred to herein by the inventors as a “convoluted 
URL'). Special scripts may be executed by the customer that 
modify embedded URLs to use the domain name of the 
content distribution network. In the latter type of content 
distribution architecture, the content distribution Service 
provides an authoritative DNS name server(s) for part or all 
of the customer's Web site. For example, “www.xyz.com” 
may be served by the "xyz' company's own server but 
“images.xyz.com” might be resolved by the CDN. 
0005. Although there are several CDNs in the market 
today with more likely to appear in the future, there are 
disadvantages to relying on any one content distribution 
service. It is often difficult to provision the proper amount of 
resources for the CDN service while deploying the service 
fast enough to be able to reach all possible clients with the 
desired quality, especially where the content provider 
expects high-load either continuously or in bursts due to a 
particularly popular event. It is desirable to have a CDN 
Service that is not constrained by its current capacity and 
footprint and that can build up capacity and footprint as the 
Service grows. 

SUMMARY OF THE INVENTION 

0006 The present invention provides an architecture that 
advantageously leverages multiple content distribution net 
Works to provide enhanced Services. In accordance with an 
embodiment of the present invention, a share of content 
requests are served by each of a plurality of content distri 
bution networks. The fraction of content requests served by 
a particular content distribution network can be determined 
dynamically, depending for example on the offered load or 
other traffic characteristics. 

0007. The present invention can be utilized essentially to 
load-balance acroSS multiple content distribution networkS. 
This is especially advantageous where the content distribu 
tion networks are Scattered geographically and can better 
serve different clients in different locations. The inventors 
refer to Such two-way relationships between content distri 
bution networks as content "peering.” The present invention 
can also be utilized to create a clearinghouse for content 
distribution bandwidth, in essence creating a market for 
wholesale access to content distribution Services which can 
be utilized or resold. The inventors refer to Such activities in 
general as content "brokering.” 
0008. These and other advantages of the invention will be 
apparent to those of ordinary skill in the art by reference to 
the following detailed description and the accompanying 
drawings. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

0009 FIGS. 1A and 1B are diagrams illustrating the 
process of redirection using convoluted URLS. 
0010 FIGS. 2A and 2B are diagrams illustrating the 
process of redirection using DNS OutSourcing. 
0.011 FIG. 3 is a diagram of two content distribution 
networks configured in accordance with an embodiment of 
the present invention. 
0012 FIG. 4 is a diagram illustrating an architecture for 
a brokering DNS server. 

DETAILED DESCRIPTION 

0013 For clarity and consistency, the following termi 
nology is utilized in the detailed description of the present 
invention. Companies or other entities that sign up for 
content distribution service are referred to as “customers' 
while network clients that access the customer's content, 
e.g. individual computer users, client proxies, etc., are 
referred to as "clients.” A content distribution network is 
referred to, for shorthand purposes, as a “CDN" although it 
should be kept in mind that the present invention is not 
limited to any particular content distribution architecture. It 
is in fact an advantage of the present invention that two or 
more CDNs of possibly radically different architectures can 
nevertheless utilize aspects of the present invention to 
cooperatively redirect content requests back and forth. The 
content repositories in a CDN are referred to as “CDN 
servers” for short (and are not to be confused with CDN 
DNS servers). 
0.014. The partnering CDNs are presumed to have 
arranged for the reservation of capacity as a part of Some 
Separate negotiation process. This proceSS may be auto 
mated or merely the result of human-to-human interaction 
between the CDN operators: in response to a request for a 
given capacity for a given time interval, a CDN operator can 
merely identify to which caches traffic can be directed (e.g., 
by IP address or DNS names). As part of the capacity 
reservation process, the CDN Server caches may also be 
prepopulated with content for performance reasons (and/or 
to disambiguate the location of customer data, as further 
explained below), although the performance benefits of 
pushing content to the caches prior to acceSS are minimal, 
since they aid only the first hit (or a few simultaneous hits) 
to any given resource. 
0015 1. Redirection Mechanisms 
0016. How clients are redirected will depend on the 
method within the particular CDN utilized for directing 
clients. As described in the background, CDN offerings 
differ in the ways they divide the functions and control over 
requests processing between the customer and the CDN 
platform. There are a number of alternatives, although the 
primary ones utilized in the art today are based on what the 
inventors refer to as the use of convoluted URLs and DNS 
outsourcing. The choice of which Style is used greatly affects 
the method of interaction between the two cooperating 
CDNs, as discussed below. 

0017 Convoluted URLs: 
0018 FIG. 1A illustrates the use of embedded URLs, 
referred to as “convoluted URLs” by the inventors. The 
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customer retains its entire Web site, XYZ.com, but runs a 
special script that modifies embedded URLs to use the 
domain name of the CDN. For example, with reference to 
FIG. 1A, the HTML page home.html contains URLs point 
ing to two embedded gif pictures, pic1 and pic2 on the 
Img.XyZ.com Server. These URLS are modified to point to a 
new domain name, i.e. Img.XyZ.G.com. Accesses to root 
pages that use the customer domain name will be served 
from the customer's Web site, but the embedded objects with 
the modified URLs will be served by the CDN. The level of 
complexity of the embedded URLs can vary, but the bottom 
line is that images and other content served by the CDN all 
have a URL ending in the CDN's DNS namespace. 

0019. With reference to FIG. 1B, CDN C desires to 
offload some fraction of requests to CDN G. Convoluted 
URLs allow an object to refer directly into the CDN G's 
namespace. Accordingly, at the time of capacity reservation, 
G should provide the desired URL format for content served 
from its network. If CDN C has direct access to the content 
provider's website, e.g. with a proxy through which the root 
page is accessed by clients, it can dynamically rewrite 
embedded URLS at the time of access in order to direct 
different clients to different CDNs. The idea is that as a main 
page is Served to the client, its embedded URLS are dynami 
cally modified to use the format-and in particular the 
hostname-of G. While theoretically, such rewriting could 
occur at the customer Site as well as at CDN C, in practice 
only rewriting at CDN is probably feasible. Therefore, this 
Scheme assumes a CDN-first mechanism for client redirec 
tion. (Note that if pages are statically rewritten to embed 
other resources, then there is no opportunity to modify the 
hostnames of those embedded resources on a per-client 
basis. In that case, redirection to a particular CDN should 
probably be performed at the time of the DNS lookup of the 
embedded URL, as further described below.) 
0020. In accordance with a preferred embodiment of the 
present invention, as shown in FIG. 1B, client requests for 
embedded content are directed first to C's CDN servers. At 
step 101, the client 110 resolves the host name portion of the 
URL using CDNC's DNS system 120 into one of C's CDN 
server farms 130. At step 102, the client 110 sends the HTTP 
request to a load-balancing Switch in front of the chosen 
server farm. If content should be redirected to another CDN, 
the load balancing Switch can redirect traffic to a special port 
number representing G on one of the caches. When a cache 
receives a request on the port corresponding to CDN G, it 
knows that the embedded content should be outsourced to G 
and will rewrite the HTML document using the convoluted 
URL mapping into G's name space. The embedded URLs 
are rewritten according to G's format and the rewritten page 
served to the client. Finally, at step 103, the client will send 
DNS queries for embedded URLs (and then HTTP requests) 
to G. All embedded objects from this HTML document will 
now be fetched from CDN G, as illustrated in FIG. 1B. 

0021 AS mentioned above, Gneeds to provide C with the 
proper hostname(s) at the time of capacity reservation. In 
addition, C and G must agree on the format of URLs. 
Embedding the original URL appears to offer the greatest 
functionality and Simplicity. For example, rather than using 
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a URL like Img.XyZ.G.com/check-Sum/pic1.gif as shown in 
FIG. 3, a URL of the form: 

0022 foo.G.com/img.xyz.com/pici.gif 
0023 can be used to embed the URL img.xyz.com/ 
picl.gif. The original URL may be easily parsed from this 
form of modified URL. 

0024 DNS Outsourcing. 
0025) An alternative to the above is the use of DNS 
outsourcing. The customer retains full control over the entire 
Web site, and the CDN provides the authoritative DNS 
server(s) for part or all of the site. For example, with 
reference to the web page illustrated by FIG. 2A, www.x- 
yZ.com may be served by the customer but img.XyZ.com 
might be resolved by the CDN. The entire domain (e.g. 
xyz.com) could also be served by the CDN, if the customer 
does not require that it see the first hit. Then, if C resolves 
the DNS namespace of the customer, or if embedded URLs 
refer to C's nameSpace, then C can resolve lookups by Some 
number of clients to redirect traffic to G. This can be done 
by either resolving a DNS query directly to an IP address 
Served by G, or by using Subdomains that redirect another 
DNS query to G (direct use of a particular IP address in G's 
domain is probably only possible with very close coopera 
tion between C and G). 
0026. As shown in FIG. 2B, redirection is at the level of 
domain names. Client DNS queries, e.g. 201, for the domain 
“img.xyz.com” go to CDN C's DNS server 220. Where 
CDNC wishes to redirect the content request to CDN G, the 
DNS server 220"outsources” the DNS query to G's DNS 
Server 230. G's DNS server 230 answers the client 210’s 
DNS request at 202 with the IP address of CDN server 240 
in G's CDN server farm. The client 210 can then issue an 
HTTP request to obtain the embedded content at 203. It is 
advantageous for all communications between C and G to be 
Secured, for instance Via SSL. 

0027) If every URL for a customer is in one domain, such 
as img.XyZ.com, then either every client is referred to a 
CDN, or the DNS resolver for that domain must send a 
Subset of clients to the particular CDN. One possible method 
for distinguishing among clients is from the Source IP 
address: send clients to a cooperating CDN G when that 
CDN has capacity that is “closer” to the clients than C's own 
caches. Note that if the customer has multiple Subdomains, 
then those Subdomains can be load-balanced by shifting a 
predefined set of Subdomains to the cooperating CDN. 
Regardless of the level of DNS naming, once a client is 
referred to another CDN, it may be important that the client 
continue to see that CDN as the IP address corresponding to 
the hostname in question. One example of this importance is 
the use of SSL: if CDNS serve SSL-protected content, then 
a single SSL session will span multiple URLs. (On the other 
hand, it is not clear that a CDN will redirect SSL requests to 
another CDN in the first place, because it further extends the 
trust relationship between the customer and the CDN.) 
0028 FIG. 1 illustrates a more detailed example. With 
reference to FIG. 1, two partnering CDNs 110 and 120 are 
shown. Client 100 seeks to access content which originates 
from customer server 190 which may or may not be operated 
by the customer. The customer has signed up for content 
distribution services with CDN 110, which in turn wishes to 
redirect some of the requests to CDN 120. CDN 110 has 
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what the inventors refer to as a “brokering DNS server 150 
which is the authoritative DNS server for the domain of the 
URLs for the content to be requested. 
0029. In accordance with a preferred embodiment of the 
present invention, the following process occurs: 

0030) 1. At 101, the client 100 attempts to resolve 
the domain name in the URL of the content piece 
which is hosted within the CDN by sending a lookup 
request to the local client DNS 140. 

0031) 2. Assuming that the query is a recursive 
query accepted by the client DNS 140 and that an 
unexpired DNS response does not already exist in a 
cache, the client DNS 140 will proceed to contact 
Servers in the domain name System hierarchy in an 
attempt to answer the lookup request-which may 
entail contacting a root DNS server to get a referral 
or a chain of referrals to the address of an authori 
tative DNS server (where the client DNS 140 is not 
operating in recursive mode, the client 100 itself will 
proceed through a chain of referrals in the DNS 
hierarchy as is well understood in the art). At 102, the 
client DNS 140 will contact the brokering DNS 
Server 150. 

0032. 3. The brokering DNS server 150 consults a 
policy module 151 which makes the decision on 
whether to offload a content request to another CDN. 
If the decision is to use CDN 110, then the DNS 
Server will use its normal Selection mechanism to 
choose and return the IP address of a CDN server for 
the request. If the policy module 151 decides to use 
CDN 120, the brokering DNS server 150 can resolve 
the query directly to an IP address served by CDN 
120 or delegate resolution of the DNS query to CDN 
120. There are several ways in which such redirec 
tion can be accomplished: 
0033) A record: 
0034) The brokering DNS server 150 at 103 can 
return an A record (with a Suitable time-to-live 
(TTL)) which contains the IP address of the con 
tent host in CDN 120. Since this is an actual 
assignment to a (virtual) host, this requires knowl 
edge of the internal state of CDN 120. Since the 
operator of CDN 120 will likely want control over 
its own address Space for load balancing, 
autonomy, and perhaps other reasons, direct use of 
a particular IP address in CDN 120’s domain is 
only possible with close cooperation. 

0035). NS record: 
0036) Server 150 at 103 can return an NS record 
(with a suitable TTL) which redirects the query to 
the DNS server 143 of partnering CDN 120. The 
DNS resolution scheme of the partnering DNS 
then takes over and ultimately, at 104 and 105, 
returns an A record indicating the IP address of the 
CDN server 164 hosting the desired content. This 
is, in essence, a recursive lookup of the DNS 
Subdomain. 

0037 CNAME record: 
0038) Server 150 at 103 can return a CNAME 
record (with a suitable TTL) which would contain 
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a new domain name whose authoritative DNS 
server 143 resides in the partnering CDN 120. The 
DNS resolution scheme of the partnering DNS 
then takes over and ultimately, at 104 and 105, 
returns an A record indicating the IP address of the 
CDN server 164 hosting the desired content. The 
hostname, thus, is used essentially as an alias. 

0.039 4. The client DNS 140 then at 106 forwards 
the IP address of the selected CDN content server to 
the client 100. 

0040) 5. The client 100 at 111 then sends a request 
for the content to the selected CDN server, e.g. 
shown in FIG. 1 as server 164 in CDN 120. 

0041) 6. The CDN server 164 at 112 finally satisfies 
the client request either by Serving the content from 
its cache or from the origin Server if the cache does 
not have an up-to-date copy of the content. 

0042. The NS and CNAME record approaches described 
above are similar, in that they let CDN 120 perform the final 
DNS resolution. When returning the final IP address, some 
CDNs also return the NS record with a specific TTL (and 
may in fact do this intentionally to “steal” requests), which 
might result in accesses being directed to CDN 120 longer 
than CDN 110 intended. In this case, a CNAME record 
might be necessary. Another approach to avoiding the poten 
tial Stealing of requests is to utilize what are referred to in the 
art as “recursive' DNS resolution rather than iterative DNS 
redirection. Using recursive DNS resolution, the brokering 
DNS server 150 forwards the DNS query to the outside CDN 
DNS 143 and receives the response and forwards the 
response back to the client 100. Note that this exacerbates 
the originator problem that is addressed by the disambigu 
ation procedures described below. 
0043. Other variants on redirection can be utilized that 
address the potential performance penalty in redirection. It 
may be possible to "piggyback on any existing load 
balancing scheme that may exist within CDN 110, e.g. 
where the brokering DNS server 150 is incapable of select 
ing the right server within the CDN. To save on the addi 
tional round-trip due to the indirection introduced by the 
brokering DNS, a triangular technique can be employed: e.g. 
the brokering DNS server 150 redirects the query to a local 
host by rewriting and retransmitting the query packet, shown 
in FIG. 1 as 107 then 108. This only works if the client DNS 
server 140 is prepared to receive a response from a DNS 
server, i.e. 142, other than the one to which it sent out the 
query (known anti-spoofing defense mechanisms thus may 
limit the effectiveness of this technique). Likewise, the 
brokering DNS server 150 can forward the DNS query for 
an outsourced request to a partner CDN 120 as in the 
previous variation; however, it uses the IP address of the 
originator of the query as the Source IP address in the query 
packet headers. The outside CDN DNS 143 will then 
perform server selection relative to the originator IP address 
and return the DNS response directly to the originator of the 
query. The total number of exchanged messages is reduced 
by one. 
0044) 2. Disambiguating the Origin Server 
0.045. In addition to the ability to direct traffic to another 
network, it is advantageous to name URLS in Such a manner 
that both cooperating CDNs can identify and obtain the 
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resources. Where the CDN acts as a reverse proxy cache, the 
CDN needs a “back door” to access the content on a cache 
miss, Since the URL http://img.XyZ.com/foojpg will resolve 
to an IP address served by the CDN. Either the nameserver 
or the cache must be able to map img.XyZ.com to Something 
like img-real.XyZ.com, which would be served by the actual 
customer XYZ. As an example, one can achieve this back 
door functionality by assigning two URLS to images, one 
served by the CDN and one by the original site, and by 
embedding the latter into the former. For example, the URL 
of an image may be http://img.XyZ.com/foojpg/img-real.X- 
yZ.com/foo.jpg. This approach works for convoluted URLS 
but not for simple DNS outsourcing. 
0046) When a CDN G sees a request for a customer 
served by CDN C, G needs to be able to identify that the 
URL is associated with C, and then it needs to map the given 
URL into a new URL it can use to retrieve a resource on a 
cache miss. There are a few ways in which this identification 
and mapping can be performed: 
0047 Table-driven. 
0048 When negotiating for capacity, C provides G a 
table of URLs that will be served, along with corresponding 
origin Servers. G might Serve XyZ.G.com and map that 
hostname to img.XyZ.com based on this table lookup. It 
would associate xyz.G.com with CDN C. 
0049 Semantic mapping. 
0050 C would transform hostnames automatically, for 
instance A.B.C.G.com->A.B.com. In this case, the presence 
of CDN C in the domain name in G's DNS namespace 
implies that C would serve the same domain name after G 
is removed, but Since G should not go back to C on a cache 
miss, it has to go directly to the origin Server X. The domain 
name within X must be something other than the one that C 
is already resolving, to avoid a loop, or (alternatively) C can 
resolve requests from G to the IP address of the origin server 
rather than within C or G. 

0051) Embedded URLs. 
0052 AS described above, in the case of convoluted 
URLs an embedded URL can contain both the hostname of 
a CDN server complex and the hostname of the actual origin 
Server. An example is http://X.G.com/img.XyZ.com/picture 
.jpg. Just as in the previous example, this embedded host 
name must resolve to the origin Server rather than being 
outsourced to the CDN. And, the embedded URL must be 
known by G to be associated with C for billing and security 
purposes. 

0053. 3. Brokering DNS Architecture 
0054 FIG. 4 illustrates an implementation of a brokering 
DNS server, in accordance with a preferred embodiment of 
the present invention. The brokering DNS server comprises 
a DNS engine 410, a control component 420, and a set of 
agents 430, 440, and 450. Although the control component 
and agents are shown in the figure as residing on the same 
machine with the DNS engine residing on another, there is 
no limitation on the particular configuration of the different 
components. It may be advantageous, however, to have one 
control component drive multiple DNS engines to increase 
the scalability of the solution. 
0055. The agents 430, 440, 450 are used to retrieve 
information from different Sources using various protocols 
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and to convey them as events to the control engine using the 
agent interface, further described below. The agents shown 
in FIG. 4 are used to retrieve configuration information, real 
time management information and live load feeds from 
different CDNs and IDNS. This information is then sent to 
the control component 420. The control component 420 is 
the heart of the brokering DNS system. It gets feedback from 
other CDNs 455, the DNS engine 410 (via the SNMP 
interface and the load agent 450), the configuration 430 and 
a management interface 440. It processes all this information 
to determine the optimal distribution of CDN resolutions for 
certain client regions to certain CDNS according to a given 
policy. This information is then conveyed to the DNS engine 
410 using the DNS/Control Interface 415 which stores it in 
its internal tables. The control component 420 and the DNS 
control interface 415 are described in more detail below. The 
goal of the DNS engine 410 is to resolve DNS requests 
based on the clients DNS server IP address and a set of 
probability distributions stored in the DNS Engine internal 
tables. The records returned can be of the type NS or 
CNAME to redirect the clients DNS server to the DNS 
Server of another partnering CDN. It is also advantageous to 
have the DNS engine 410 provides a SNMP interface to 
allow remote components to query the state of the DNS 
engine and to retrieve feedback about the number of requests 
resolved to individual CDNs. A more detailed description of 
the DNS engine is given in the next Section. 
0056 DNS Engine. 
0057 The DNS Engine can be implemented as a com 
puter program consisting of the following components: (a) 
the main loop which waits for network input events and 
manages timeouts for the DNS/Control interface; (b) the 
resolver which parses DNS packets and creates and sends 
DNS response messages; (c) the table manager which effi 
ciently maintains and performs lookups in the in-core data 
base of networks; (d) the DNS/control interface module 
which parses database updates sent from the IDNS control 
component to the DNS engine; and (e) the logger which 
generates a log file of DNS requests received (this can be 
used for diagnostic and/or accounting purposes). The DNS 
engine was designed to be Small and robust. Since it is a 
Stand-alone process, other components of the System can fail 
and/or be restarted and the DNS engine will continue to 
resolve client DNS requests without interruption using its 
current configuration. Additionally, the DNS engine Sup 
ports atomic updates to its database, and it continues to 
respond to DNS requests even when a database update is in 
progreSS. These features can be achieved by taking advan 
tage of the copy-on-Write memory Semantics provided by 
the UNIX kernel's virtual memory system. 
0.058 Prior to entering the main loop, the DNS engine 
initializes the table and interface modules, and then it creates 
the DNS UDP socket and a listening TCP control socket. 
Database updates from the control component are sent 
through this TCP socket. Control updates are processed 
one-at-a-time in the order they are received (requests 
received while an update is in progreSS are queued in the 
socket listen queue until they can be serviced). The TCP 
control connection has an inactive timeout to prevent hung 
control processes from blocking access to the Server. The 
main loop of the DNS engine program operates as follows: 

0059) 1... wait for a TCP control event or a UDP 
nameserver packet to arrive (using Select). If a TCP 
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control connection is currently open, then the TCP 
control event will either be inbound data on the 
control Socket, an EOF on the control Socket, or an 
inactive timeout. If a TCP control connection is not 
open, then DNS engine selects on the listening TCP 
Socket for a new control connection. Currently we 
only allow control connections from the local host 
(allowing network-based control connection requires 
additional authentication mechanisms). 

0060 2. check for a TCP control event. If a control 
connection is not currently active and a TCP event 
occurs, then we have a new TCP control connection 
that should be accepted. Otherwise, we have an event 
asSociated with a control connection that has already 
been established. If an inactive timeout or error 
occurs, we close the connection and listen for a new 
connection the next time through. If we receive data, 
then we write it to a temporary file and continue. 
Finally, if we receive an EOF on the control con 
nection, then we start processing the request 
(described below). 

0061 3. check for a UDP event. We receive the 
packet, parse it, and then make a query to the table 
module. If the query fails, we send a DNS error 
packet. Otherwise, we respond to the packet using A, 
NS, CNAME, or triangle (as specified in the data 
base). 

0062) 4 goto 1. 
0063. When the DNS engine receives a connection on its 
control Socket from the control component, it creates a 
temporary file and Starts Spooling the update comments into 
it. When the DNS engine reads an EOF (indicating the end 
of the control messages), it forks. The parent and child 
processes communicate with each other through a pipe. 
After the fork, the child process continues processing DNS 
requests using the copy-on-write of the database it has 
in-core. In the mean time, the parent process calls the 
interface module to parse and update its copy-on-write copy 
of the database. If the interface module detects an error, then 
the parent proceSS informs the child process that it should 
take over as the main DNS nameserver and the parent 
process exits. On the other hand, if the interface module 
Successfully updates the in-core database in the parent 
process, then it informs the child process that it should exit. 
Once the child exits, the parent resumes answering DNS 
requests, using the updated database. In either case, the 
parent process writes a Status code to the TCP Socket 
connected to the IDNS Control component before closing it 
so that the rest of IDNS will be aware of the success (or 
failure) of the update. 
0064 Internally the DNS engine stores information in 
three types of data structures: (1) Region Table-The region 
tables cluster a Set of IP addresses into a region. For example 
the region table entry for de would contain all the IP 
addresses (specified as networks) of Germany. The DNS 
engine allows the fast matching of a given IP address into the 
region table with the longest prefix match. (2) Coverage 
Tables-There are multiple coverage tables each being 
representative for a set of CDNs. Each of those coverage 
tables contains one entry per region which Specifies what 
type of resolution should be used (triangular, A, NS, 
CNAME) and to which CDN a DNS request should be 
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resolved. (3) Customer Table-The customer table associ 
ates customers defined by their DNS name with the coverage 
table. The reason for this level of indirection is that a 
coverage is determined by the CDN's involved and that the 
same set of CDN's is likely to be used by multiple customer. 
0065. Using those tables the DNS engine performs the 
following steps for a DNS resolution using the table module. 

0.066 Match client DNS server's IP address into 
region using region table. 

0067. Match request to a coverage using the DNS 
name requested and the customer table. 

0068. Select one of the resolutions specified in the 
Selected coverage table and region using the prob 
abilities Specified in the coverage table. 

0069. The details of the data structures will become more 
apparent in the next Section, which describes the interface 
between the DNS engine and the control component. 
0070 DNS-Control Interface. 
0071. This section describes the interface between the 
DNS engine and the control module. As alluded to above, it 
is not assumed that there is a one-to-one mapping between 
these two components or that those two components are 
implemented on the same hardware. Updates to the DNS 
engine are transaction based, as previously described. A 
transaction is started by the control module opening a TCP 
connection to the DNS engine. The control module then 
transferS all updates. If the control-to-DNS engine half of the 
connection is closed the DNS engine will try to commit the 
transaction. If the commit is successful the DNS engine 
reports a Success back to the control module. Otherwise an 
error is reported. If the connection is reset at any point the 
transaction is considered aborted. 

0.072 The commands available the control module allow 
the creation and modification of the three major DNS engine 
data Structures which are described in the previous Section. 
The control module can also reset the DNS engine to the 
same state the DNS engine had after startup. For easy 
debugging, it is preferable and advantageous that all com 
mands are transfered in ASCII using the following Syntax: 

<action> : : = 

<types : <res> 
<res> : : = <namebases <dnsservers | <dnsservers | <hostip> 
<hostip> : : = <ip> 
<dnsservers ::= (<servername> <ip>), <dnsservers | <dnsservers 
<namebases : : = <name> 
<types ::= ANTC 
<probs :: =int 
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-continued 

<COverage : : = 
CVG <coverage name> { 
<region name>, <action>: 

<region name> : : =<name> 
<coverage name> : : =<name> 
<customers : : = 

CST <domain name> <coverage name>; } 
<domains : : =<name> 
<adds :: = ADD | <regions <coverage>|<customers 
<update coverages :: = UPDATE CVG <coverage name>, 

<region name> : <action> 
<dels : : = DEL <name> : <name types 
&resets ::= RESET 

<name types ::= REG | CVG | CST 
<transaction> : : = <adds <dels <update coverages <resets 

<transaction> <transaction> END 

0073 Control Component. 
0074 The control module consists of the following types 
of entities: Content Distribution Networks (CDNs), and 
Customers. In addition, the control module maintains a table 
that given a client's region and our customer's DNS name 
describes the CDNs the request should be directed to; it then 
calculates the set of tables needed by the DNS engine using 
the load balancing algorithm whenever a change occurs. All 
inputs in the control module are retrieved in a main event 
loop, which in each iteration processes one event that was 
generated by one of the agents. 
0075) The load balancing algorithm should fulfill the 
following constraints. First, it is advantageous to have Some 
client location mechanism Such that clients can be clustered 
into regions before being presented to the algorithm, e.g. 
where the clients are identified by DNS IP address. Second, 
it is advantageous for the CDN's to provide the following 
timely feedback to the algorithm: 

0.076 Presence of CDN in networks specified as 
C-net masks. Mapped to regions before given to 
algorithm. 

0077. The availability of resources in a network as 
Specified by a C-net mask and mapped to a region. 
ReSources: 

0078. Available capacity for us 
0079 Bandwidth utilized by us 
0080) Number of hits by us 

0081 Aggregate resource usage/capacity of: 
0082 Available capacity for us 
0083) Bandwidth utilize by us 
0084) Number of hits by us 
0085 Number of DNS resolutions for us 

0086) Past resolutions done on broker 
0087. The goal of the algorithm is to determine the 
mapping of (region.cdn) to prob. Which means that a client 
in the specified region will be redirected to a particular CDN 
with the given prob. providing: flash crowd protection and 
optimal proximity. For each region, the Sum of the prob. 
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over all CDNs has to be 1. Each region has to have enough 
available capacity at each point in time regardless of achiev 
ing the proximity goal. 
0088 Given the number of variables, the lack of predict 
ability of client demand, and the possibility of stale and 
incomplete feedback, the design of a robust and Scalable 
control algorithm is a non-trivial task. Nevertheless, as a first 
approximation, the algorithm can take the following Steps: 

0089 Eliminate all CDNs that are overloaded when 
considering where to Send a client to, 

0090) Identify those CDNs that have a good cover 
age for the region the client comes from, and 

0091 Distribute the load among such CDNs based 
on any information we may have on available capac 
ity. 

0092. While this algorithm is sub-optimal, it may be a 
reasonable approximation if the load that we place on 
partnering CDNs is relatively small. 
0093. The problem addressed by client clustering is to 
group all possible clients into regions so that the DNS will 
know, for any request, from which region this request is. 
There are Several Steps in preparing client clustering: 

0094) 1. Prepare a list of all possible Internet desti 
nations, 

0095 2. Obtain mapping of these destinations to 
regions; 

0096 3. Compress the result by grouping adjacent 
IP addresses that map to the same region into a Single 
entry. The entry contains an IP address of one of the 
destinations in the group and the prefix length pro 
viding the number of senior (left-most) bits in the 
address that are significant. Any destination with the 
matching address prefix will be mapped to this 
region. 

0097 We fulfill the first step by extracting all destinations 
in a BGP table of one of Worldnet BGP routers. The Second 
Step is done by executing a Script that for each entry in the 
Internet destination list, queries NetGeo Service and obtain 
the geographical address for this destination. The third Step 
uses IP address prefixes from the BGP table as well as the 
ranges of valid IP addresses for a given geographical address 
from NetGeo. 

0.098 Our current notion of regions is that regions cor 
respond to countries. The Overall result of client clustering 
is the list of this form: 

FRANCE { 
198.54.234.0, 23; 
209.88.72.0, 21; 

GERMANY { 
196.8.0.0, 16; 
192.96.38.0, 24; 
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0099. The list contains a set of entries for each region. 
The first item in each entry represents an IP address and the 
second the number of left-most bits in the Ip address that are 
Significant. For example, the first entry in the German region 
above specifies that all IP addresses in the range of 
196.8.0.0-196.8.255.255 belong to the German region. 
0100. The following definitions can be used in the control 
module. 

01.01 MAX NUM OF CDNS. The 
number of CDNs the system can handle. 

0102) MAX CDN NAME LEN. The maximum 
length of CDN name. 

maximum 

01.03 MIN CDN LOAD VALUE and MAX 
CDN LOAD VALUE. The valid range of CDN's 

load value. 

01.04) MIN CDN CVRG VALUE and MAX 
CDN CVRG VALUE. The valid range of CDN's 

coverage value for a particular region. 

01.05) MAX NUM OF REGIONS. The maximum 
number of regions the System can handle. 

01.06 MAX NUM OF CUSTOMERS and MAX 
CUSTOMERNAME LEN. The maximum num 

ber of customers the System can handle and the 
maximum length of a customer's name. 

0107 The CDN type can be defined as follows: 

typedef struct { 
charid; 
int load; 
int capacity; 
int rel capacity; 
char name IMAX CDN NAME LEN+1; 
char resolution IMAX RESOLUTION LEN+1. 
Coverage cvrg IMAX NUM OF REGIONS: 

CDN: 

0108) Where id is the id of the CDN, load its current load, 
capacity its current maximum capacity, rel capacity its 
relative capacity (defined as its capacity divided by the 
capacity of all CDNs), name its name, resolution its reso 
lution expressed as a null terminated String, and cVrg gives 
the quality of coverage of a particular CDN on a given 
region and its type is as follows: 

typedef struct { 
char reg name IMAX REGION NAME LEN+1; 
char cVirg; 

Coverage; 

0109 The following functions can be advantageously 
Supported: 

0110 int cdn add(char name, int cap, char res, 
Coverage cvrg, int len) 

0111. It adds a new CDN with name name, total capacity 
cap, a resolution res expressed as a null terminated String, 
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and an array cVrg of this CDNS coverage of regions and the 0126 int customer upd cdns(char name, char* 
length len of this array. It returns 0 on Success, non-Zero on cdn name, int len) 
failure. 

0127. It updates the list of CDNs that can serve customer 
0112 int can update cvrg(char name, Coverage with name name. It returns 0 on Success, non-Zero on failure. 
cvrg, int len) 

0128 int cust har 0113. It updates the coverage data for an existing CDN int customer remove(char name) 
With name name; The new array of coverage is Specified in 0129. It removes the customer with name name. It returns 
cVrg and the array's length in len. It returns 0 on Success, 0 on Success, non-Zero on failure. 
non-Zero on failure. 

0.130 Control-Agent Interface. 
0114 int can update capacity(char can name, int 
cap) 0131 AS described in the overview section, the goal of an 

agent is to retrieve information from an outside Source like 
0115. It updates the capacity for an existing CDN with a directory Server, web interface or performance monitor of 
name name to cap. It returns 0 on success, non-zero on a CDN using the appropriate protocol to parse this infor 
failure. mation and to convey the result in a format understandable 

0116 int cdn remove(char name) by the control module to the control module. In particular, 
agents hide the details of the interface necessary to retrieve 

0117. It removes the CDN with name name. It returns 0 load information from CDNs. 
on Success, non-Zero on failure. 

0132) The interface between control and agents assumes 
0118 CDN* cdn lookup(char name) that both the control module and the agents are running on 

0119). It returns a pointer to the CDN structure of the the same machine. Each agent is implemented as one 
CDN with name name. On failure, it returns a null pointer. process Sharing a memory region and a Socketpair with 

control. The memory region is used to transfer data from the 
0120 int cdn load set(char name, int load) agents to control and the Socketpair is used to Signal the 

0121. It sets the load of the CDN with name name to load. availability of data to control. Below we will discuss the 
It returns 0 on Success. non-Zero on failure interfaces to the three agents available in the first prototype. 

0122) The Customer can be defined as follows. 0133. The Config Interface retrieves configuration infor 
mation after control boots or control is reset. The following 
events are understood by the agent: 
0134) IDNS REQUESTAT ASCII CONFIG. Sent typedef struct { - - 

char name IMAX CUSTOMER NAME LEN+1; from control to the agent requesting events representing all 
uint mask; configuration information. This event has no data Section. 

Customer; 
0135) IDNS AT INIT DONE. Sent from the agent to 
control telling control that all configuration information has 

0123. Where, name is the customer's name and mask is been Sent to control in prior events. This event has no data 
a bitmap, one bit per CDN. A set bit indicates that traffic to Section. 
this customer mav go through the corresponding CDN. The 
following RE re responding 0.136 IDNS AT ADD CDN. Sent from the agent to 

control. Adds CDNs to controls data structure. This events 
0124 int customer add(char name, char * data section contains an ASCII list of CDN information 
cdn name, int len) encoded in the following Syntax: 

<codin adds : : = 
ADD CDN <name> : <total capacity>{<lookup>} <regcov lists 

! 
<lookup> : : = 

<types : <res> 
<res> : : = <namebases <dnsservers | <dnsservers | <hostip> 
<hostip> : : = <ip> 
<dnsservers :: = (<servername> <ip>), <dnsservers | <dnsservers 
<namebases : : = <name> 
<SeWeae : : 

<types : 
<regCOV list : : 

0.125. It adds a customer with name name in the system. 
The names of the CDNs that can serve this customer is in 

cdn name and len is the length of this array of names. It 
returns 0 on Success, non-Zero on failure. 

: = AN TC 
= <region name> : <COverages: I <regCOvs CregCOVs 

0137 IDNS AT ADD CUSTOMER. Sent from the 
agent to control. Adds customers to controls data Structure. 
This events data section contains an ASCII list of Customer 
information encoded in the following Syntax: 
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0138 IDNS AT ADD REGION TABLE. Sent 
from the agent to control. Adds an entire region table 
to controls data Structure. This event's data Section 
contains an ASCII list of Customer information 
encoded in the following Syntax: 

<region adds : : = 
ADD REG <name> { 
<addr>, <prefixlen.>: 

0.139. The purpose of the Configuration Agent is to 
retrieve configuration information from a configuration 
Server hiding the protocols required to do so. Currently the 
configuration agent Simply reads configuration information 
from disk after receiving a IDNS REQUESTAT ASCI 
CONFIG event. It will read the files./regions.txt, ../cdn.txt, 

./customer.txt and generate the events IDNS AT ADD RE 
GION TABLE, IDNS AT ADD CDN, 
IDNS AT ADD CUSTOMER respectively. The content of 
the files is simply passed as event argument and has to be in 
the appropriate event data format. No Syntax or Semantic 
checks are currently performed in the agent. After the three 
events have been acknowledged by control the agent gen 
erates a IDNS AT INIT DONE event to signal to control 
that all configuration information has been Successfully 
retrieved. 

0140. The Load Agent provides load information 
retrieved from different CDNs. The following events are 
understood by the agent: 

0141 IDNS AT LOAD. Sent from the agent to 
control. Provides load information in kByte/sec for a 
Single CDN (either total or for a particular region). 
The information is encoded using the following 
ASCII syntax: 

<loads : : = 
LOAD <cdn name>, <regions : <load kbits 
LOAD <cdn name>, CDNTOTAL : <load kbits 

0142 IDNS AT CAPACITY. Sent from the agent 
to control. Used to change the capacity we have for 
a certain CDN (either total or in a region. The 
argument is ASCII encoded and represents kBitS/Sec 
of the used and unused capacity available using the 
following Syntax. The unused available capacity is 
unused capacity=capacity-load. 
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<cdn changes : : = 
CAPACITY <cdn name>, <regions : <capacity> 
CAPACITY <cdn name>, CDNTOTAL: <capacity> 

0143. The Management Interface is used to change the 
control data Structure during runtime. The management 
interface will be contacted by a Web server running a CGI 
script that allows the change of CDN capacity and the 
management of user information. One method of contacting 
the agent is via TCP and the information can be encoded in 
the event specific ASCII format. The following events are 
understood by the agent: 

0144) IDNS AT RESET. Sent from the agent to 
control. Resets control which will trigger a reset of 
DNS and a reload of all configuration information. 
No arguments. 

0145) IDNS AT CAPACITY. Sent from the agent 
to control. Used to change the capacity we have for 
a certain CDN (either total or in a region. The 
argument is ASCII encoded and represents kBitS/Sec 
of the used and unused capacity available using the 
following Syntax. The unused available capacity is 
unused capacity=capacity-load. 

<cdn changes ::= 
CAPACITY <cdn name>, <regions:<capacity> 
CAPACITY <cdn name>, CDNTOTAL:<capacity> 

0146 IDNS AT ADD CUSTOMER. Sent from 
the agent to control. Adds customers to control's data 
Structure. This event's data Section contains an 
ASCII list of Customer information encoded in the 
following Syntax: 

0147 IDNS AT REMOVE CUSTOMER. Sent 
from the agent to control. Removes customers from 
controls data Structure. This event's data Section 
contains an ASCII list of Customer information 
encoded in the following Syntax: 
0148 <customer removed::=DEL CST <name>. 

0149 4. Status Reports 
0150. As described above, it is advantageous to have a 
capability to get updates about current load, in order to 
determine how much of the reserved capacity is available to 
the CDNs. Regardless of the exact method of redirection, the 
fraction of requests directed is dependent on the prior 
negotiation process between the CDNS and can be made 
dependent on ongoing feedback between the CDNs about 
the bandwidth currently being used. 
0151. There are two modes of interaction between the 
offloading and granting CDNs, referred to as C and G 
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respectively. We assume that these interactions are over 
SSL, due to the need to balance the needs of simplicity and 
Security. A special port may be assigned for these interac 
tions, and Some additional Access Control and Authentica 
tion may augment the base protocol. The HTTP requests and 
responses may contain optional headers (as specified in 
HTTP/1.1), but these will be ignored by the protocol. We 
refer to the party within C that is obtaining these Status 
reports as the load agent. 

0152 Offloader-initiated queries: 
0153. This is the usual way in which load information 
from the granting CDN is gathered by the load agent in the 
offloading CDN. Here, the load agent issues requests to the 

Jun. 20, 2002 

0158. A subtle point is that while the sum of all regional 
loads should add up to the aggregate load, the Sum of all 
regional available capacities will be more than or at least 
equal to the aggregate available capacity. The aggregate 
available capacity is the balance of capacity left for C to use 
as per its contract with G. 

0159. The response from G is an HTTP GET Response. 
If the request is not understood, a 400 Error Response 
results. A more detailed response explaining the nature of the 
error may be Supported in a future version of this protocol. 
If the request was successful, a 200 OK Response results. 
The body of the response has the following form (in BNF): 

“Load SP load-message “Capacity SP capacity-message 
“Unavailable” 

load-message = "aggregate” load region-load 
region-load = REGION-ID “=” load (, REGION-ID “=” load) 
load = 1*DIGIT",” hits-per-sec 
hits-per-sec = 1*DIGIT 
capacity-message = "aggregate' capacity region-capacity 
region-capacity = REGION-ID “=" capacity *(“, REGION-ID “=” capacity) 
capacity = 1*DIGIT 

CDN and gets the load information in the response. This will 
likely be done in a periodic fashion, though the protocol 
does not require a particular rate or even repetition. 
0154) The query is a HTTP GET Request, and has the 
form (in BNF): 

“GET SP (load-query capacity-query) 
“&” time-period SP “HTTP/1.1 CRLF CRLF 

load-query = "load?” (“aggregate” region-query) 
capacity-query = "?capacity?” (“aggregate” region-query) 
region-query = ("region=all” “region=” region-set) 
region-set = “C” REGION-ID *(“,” REGION-ID) “) 
REGION-ID = 1*(DIGITla–ZA-Z".”) 
time-period = 1*DIGIT 

0155) Note, CRLF is shorthand for a carriage return (CR) 
followed by a line feed (LF). The query in the GET header 
expresses what type of load or capacity information is being 
requested, and over what time period (in Seconds) this 
information is being asked for. The time period defaults to 
300 (5 minutes), if it is not declared explicitly. The load and 
capacity in Some cases may be inferred from one another. 
However the protocol does not assume or depend on any 
Such relationship. The load-query requests the current load 
that C exerts on G. The capacity-query requests the available 
capacity that G can make available to C. These queries may 
pertain to the aggregate (across the entire CDN), or may 
pertain to specific regions (whose Ids have been previously 
agreed on). In a situation where load information of all 
regions is required, there is a more compact “region=all 
query. 

0156 An example GET request issued by C to G for the 
load of GS Servers in region france averaged over the past 
200 seconds would be: 

0157 GET/load?region=france&200 
CRLF CRLF 

HTTP/1.1 

0160 These are fairly self-explanatory. The “Unavail 
able' response indicates that the requested information is 
absent, which may be for a variety of reasons. The load and 
capacity queries are in units of kbps. This load metric may 
further be augmented by providing the number of hits per 
Second as is described above. The protocol may in the future 
also Support other metrics. The body of an example response 
from G to C corresponding to the example GET request 
discussed earlier, if the load in “france” was 20 kbps would 
be: 

0161 Load france=20 

0162) If in addition the number of hits/sec was 47, the 
response would be: 

0163 Load france=20,47 

0.164 Grantor-initiated alerts: 

0.165. This is an emergency mechanism for the granting 
CDN to alert the Load about an event requiring immediate 
action-most likely Some overload condition. 

0166 The alert message is sent to the Load Agent to a 
known port number (perhaps well-known), where presum 
ably an HTTP daemon is running. The alert should use SSL 
and the HTTP POST method. The header of the POST for 
the CDN alert has the following form (in BNF): 

0167) 
CRLF 

“POST SP “?alert SP “HTTP/1.1 CRLF 

0168 An example POST message header would then be: 

0169 POST/alert HTTP/1.1 CRLF CRLF 

0170 This is followed by the body of the POST message, 
which has the following form (in BNF): 
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CDN-ID SPACE (“Load” SP load-message 
“Capacity SP capacity-message “Unavailable') 

CDN-ID = 1*(DIGITla–ZA-Z".”) 

0171 The CDN originating the alert identifies itself by 
the CDN-ID, which has been agreed upon a priori. The 
“Unavailable' message indicates that Something Serious has 
occurred, and the CDN in question is unable to serve 
requests that are directed to it for CS customers. The 
load-message is described earlier. Here it provides load 
information that has caused the alert, which is most likely 
due to a sudden overload situation caused by traffic from C. 
The capacity-message Similarly provides capacity informa 
tion that has caused the alert, which is most likely due to a 
Sudden loss of capacity. An example body of the POST from 
CDN G (identified simply by the letter “G”) for a load alert 
notifying that region France is suffering a load of 50000 
kbps, and a hit rate of 8800 hits/sec, would then be: 

0172 G Load france=50000,8800 
0173 The foregoing Detailed Description is to be under 
stood as being in every respect illustrative and exemplary, 
but not restrictive, and the Scope of the invention disclosed 
herein is not to be determined from the Detailed Description, 
but rather from the claims as interpreted according to the full 
breadth permitted by the patent laws. It is to be understood 
that the embodiments shown and described herein are only 
illustrative of the principles of the present invention and that 
various modifications may be implemented by those skilled 
in the art without departing from the Scope and Spirit of the 
invention. For example, the detailed description has been 
described with particular regard to the IP networks and the 
World Wide Web. However, the principles of the present 
invention could be extended to other packet-Switched net 
work protocols and other content distribution formats. Such 
an extension could be readily implemented by one of 
ordinary skill in the art given the above disclosure. 
What is claimed is: 

1. A method of Serving content in a packet-Switched 
network comprising the Steps of: 

choosing from a plurality of content distribution networks 
which content distribution network will respond to a 
content request from a client; 

redirecting the client to the chosen content distribution 
network so that the content request will be served by 
the chosen content distribution network. 

2. The method of claim 1 wherein the content distribution 
network is chosen in accordance with a predetermined 
policy. 

3. The method of claim 2 wherein the content distribution 
network is chosen based on a determination of which of the 
plurality of content distribution networks is closer to the 
client. 

4. The method of claim 2 wherein the content distribution 
network is chosen based on a measurement of load on the 
content distribution networkS. 

5. The method of claim 4 wherein the content distribution 
network is chosen only if the measured load on the content 
distribution network does not exceed a pre determined 
capacity reserved on the content distribution network. 
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6. CONVOLUTED URLS). The method of claim 1 
wherein the content to be served by the chosen content 
distribution network comprises content embedded in a docu 
ment to be served to the client and wherein the step of 
redirecting the client to the chosen content distribution 
network further comprises the Step of rewriting references to 
the embedded content before serving the document to the 
client. 

7. The method of claim 6 wherein the reference to the 
embedded content is rewritten to point to a Server in the 
chosen content distribution network. 

8. The method of claim 6 wherein the reference to the 
embedded content is rewritten to point to a domain name 
served by the content distribution network. 

9. The method of claim 6 wherein the reference to the 
embedded content is rewritten So that the original reference 
may be readily parsed from the rewritten reference. 

10. The method of claim 9 wherein the chosen content 
distribution network can utilize the reference to obtain the 
embedded content if the chosen content distribution network 
does not have an up-to-date copy of the embedded content 
in a cache. 

11. DNS OUTSOURCING The method of claim 1 
wherein the Step of redirecting the client to the chosen 
content distribution network further comprises the Step of 
having domain name System queries resolve to content 
served by the chosen content distribution network. 

12. A RECORD REDIRECTION) The method of claim 
11 wherein the domain name System queries are answered 
with a network address of content served by the chosen 
content distribution network. 

13. NS RECORD REDIRECTIONThe method of claim 
11 wherein domain name System queries are answered with 
a network address of a domain name System Server respon 
sible for the chosen content distribution network. 

14. CNAME REDIRECTION) The method of claim 11 
wherein domain name System queries are answered with a 
domain name of content Served by the chosen content 
distribution network. 

15. TRIANGULATION) The method of claim 11 
wherein domain name System queries are forwarded to a 
domain name Server responsible for the chosen content 
distribution network and which directly answers the domain 
name System query. 

16. The method of claim 1 wherein the content distribu 
tion network Serves the content request from a local cache 
and wherein the content distribution network has access to 
a Second copy of the content if there is a cache miss. 

17. TABLE DRIVEN DISAMBIGUATION) The 
method of claim 16 wherein the content distribution network 
has a table of associations between references to content 
served by the content distribution network and references to 
a Second copy of the content Served from elsewhere in the 
network. 

18. SEMANTIC MAPPING DISAMBIGUATION) The 
method of claim 16 wherein the content distribution network 
can transform references to content Served by the content 
distribution network into Second references to a Second copy 
of the content served from elsewhere in the network. 

19. A brokering domain name System Server comprising: 

a domain name System engine which is capable of answer 
ing domain name System queries from a client; 
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a policy module which directs the domain name System 
engine to answer domain name System queries in 
accordance with a predetermined policy which resolves 
a domain name to a Server in a content distribution 
network chosen from a plurality of content distribution 
networks. 

20. The brokering domain name server of claim 19 
wherein the predetermined policy reflects a chosen content 
distribution network and redirection mechanism for each of 
a plurality of regions of client network addresses. 

21. The brokering domain server of claim 19 wherein the 
policy module further comprises an interface to information 
received from the plurality of content distribution networks 
and wherein the policy module modifies the predetermined 
policy in response to the information. 

22. The brokering domain server of claim 21 wherein the 
information further comprises load information and wherein 
the predetermined policy reflects capacity reserved on each 
of the plurality of content distribution networks. 

23. A method of redirecting content requests between 
content distribution networks, comprising the Steps of: 

receiving a domain name lookup request for content 
served by a plurality of content distribution networks; 
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choosing one out of the plurality of content distribution 
networks to Serve the content; 

answering the domain name lookup request in a manner 
Such that a Subsequent request for content will be 
served by the chosen content distribution network. 

24. A method of redirecting content requests between 
content distribution networks, comprising the Steps of: 

receiving a request for a document which contains one or 
more embedded content references, 

retrieving the document; 

choosing one out of a plurality of content distribution 
networks to Serve the embedded content; 

rewriting the document So that the embedded content 
references point to content Stored at the chosen content 
distribution network; and 

transmitting the rewritten document. 
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