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METHODS AND APPARATUS FOR 
ASSOCATING DESCRIPTIVE DATA WITH 

DIGITAL IMAGE FILES 

BACKGROUND OF THE INVENTION 

The present invention relates generally to methods and 
apparatus for improving digital image processing. 

Digital imaging devices, Such as digital cameras and 
Scanners, create digital representations of images and Store 
the digital representations to data files for future use and 
manipulation. Data file names are created either automati 
cally or entered in manually by the user. Conventional 
digital imaging devices that create filenames automatically 
typically use consecutive alphanumeric filenames, Such as 
“XXX0001.jpg” and “XXX0002.jpg”, to label the data files. 
While the files are labeled automatically, the file name 
created by the device has no relevance to the contents or 
description of the image. Nondescriptive filenames make 
organizing, indexing, Sorting and retrieval of these files 
difficult and time consuming. 
Some conventional imaging devices allow the use of 

descriptive file names, but these file names must be entered 
by the user. In conventional Scanning devices, for example, 
pages to be Scanned are loaded into a document feeder. The 
user Specifies Scan Settings, including a file name for the 
Stored image. The user must enter a descriptive name, Such 
as “capecod1.” When the user indicates that the desired 
Settings are chosen by, for example, pressing a button, the 
Scanned image is then Saved as the indicated file name. 
Some conventional digital cameras create a file name for 

the image file using data from an internal clock that is used 
also for automatic time Stamping. These conventional 
devices may create, for example, an alphanumeric file name 
for a standard JPEG file of 050198182350.JPG for an image 
created on May 1, 1998 at 6:23 pm 50 seconds. The date and 
time information may also be integrated with the digital 
image information. This information is useful for retrieving 
an image based on date and time of creation. Conventional 
automatic digital imaging devices, however, do not stamp a 
digital image recording with other information useful for 
recalling an image, Such as the location of the capture or the 
event associated with the image, Such as a picnic, birthday 
or other event. 

Some commercially available digital cameras are com 
bined with global positioning system (GPS) receivers that 
collect and Store position data describing the position of the 
camera at the time it acquired an image. These cameras, 
however, Simply Stamp the image data with the latitudinal 
and longitudinal coordinates which do not allow for easy 
recognition by others of the location where the image was 
acquired. They do not, for example, translate the coordinates 
into easily recognizable place names like “Cape Cod.” 

SUMMARY OF THE INVENTION 

Methods, Systems, and articles for manufacture consistent 
with the present invention overcome the shortcomings of 
existing Systems by providing methods and means for label 
ing digital image data. According to one aspect of the 
invention, a digital image is acquired using a digital imaging 
device. A menu of descriptive terms is displayed to a user 
and the user Selects at least one of the descriptive terms for 
asSociation with the digital image file. In another aspect of 
the invention, an audio input device provides the digital 
imaging device with an audio signal containing at least one 
descriptive term. The descriptive term in the audio signal is 
asSociated with the digital image data file. In yet another 
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2 
aspect of the invention, a location determination device 
provides the digital imaging device with location informa 
tion representing a geographic location where the digital 
image was acquired. The location information is associated 
with the digital image data file. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying drawings, which are incorporated in 
and constitute a part of this Specification, illustrate the 
invention and, together with the description, Serve to explain 
the principles of the invention. 

FIG. 1 is a block diagram of a digital camera consistent 
with the present invention; 

FIG. 2 is a block diagram of a digital camera with audio 
receiver consistent with the present invention; 

FIG. 3 is a block diagram of a digital camera with location 
determination unit consistent with the present invention; 

FIG. 4 is a flow diagram illustrating a method consistent 
with the present invention; 

FIG. 5 is a diagram of a digital camera consistent with the 
present invention; 

FIG. 6 is a diagram of a digital camera consistent with the 
present invention; 

FIG. 7 is a flow diagram of a method of associating audio 
data with a digital image file consistent with the present 
invention; 

FIG. 8 shows a diagram of a digital camera consistent 
with the present invention; and 

FIG. 9 is a flow diagram of a method of associating 
location information data with a digital image file consistent 
with the present invention. 

DETAILED DESCRIPTION 

Reference will now be made in detail to an implementa 
tion consistent with the principles of the present invention as 
illustrated in the accompanying drawings. Wherever 
possible, the same reference numbers will be used through 
out the drawings and the following description to refer to the 
Same or like parts. 

A. Introduction 

Methods, Systems, and articles of manufacture consistent 
with the present invention assist a user in archiving, 
indexing, Sorting and retrieving Stored image files by asso 
ciating information relevant to the digital image with the 
image data file. In a digital imaging device equipped with an 
audio receiver, the user records audio information describing 
the digital image that is acquired. The descriptive audio 
information is converted to digital information that is used 
to label the image. The digitized descriptive information 
may be used, for example, to create a descriptive file name 
or print information on the image. 

In an alternative embodiment, a digital imaging device is 
equipped with a location determination unit that provides 
location information to the digital imaging device. The 
location information may be converted to geographic 
coordinates, which may in turn be used to determine a place 
name or other descriptive term. The geographic coordinates, 
place name, or descriptive term may be used, for example, 
to create a descriptive file name or print information on the 
image. 

B. Digital Cameras 
FIG. 1 illustrates a system 100 consistent with the present 

invention. Digital camera 100 may be, for example, a digital 
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Still camera or a digital Video camera. AS shown in FIG. 1, 
digital camera 100 comprises a lens 110, a charge coupled 
device (CCD) 120, an analog-to-digital converter 130, a 
display 135, and a processor 140. Lens 110 is an optical lens 
formed of glass or plastic that focuses light on the Surface of 
light-sensitive CCD 120. CCD 120 generates an electrical 
Signal in accordance with an image provided by lens 110 and 
provides the electrical Signal to analog-to-digital converter 
130. Analog-to-digital converter 130 converts the analog 
image Signal into digital information, which can be used to 
reproduce the acquired image, and transmits the digital 
information to processor 140. 

Processor 140 may be any commonly available digital 
processor Special purpose digital processor. Processor 140 
may also store the image in a memory 150. Memory 150 
may include any Storage device capable of Storing data 
processed by processor 140, including, for example, data 
base 152. Memory 150 may be, for example, a floppy disk, 
or other magnetic medium, or a blank RAM. Database 152 
may contain, for example, a dictionary of words, place 
names, events, or other descriptive terms. 

Processor 140 is also connected to at least one user input 
device 155 via any suitable data connection. User input 
device 155 can be any device capable of passing information 
to or receiving data from processor 140. By way of example 
only, user input device 155 may be a scroll wheel, button, 
key, or other Suitable means of accepting input from a user. 
Digital camera 100 may also include a display 180, such as 
a cathode ray tube (CRT) or liquid crystal display (LCD), for 
displaying information. 

Consistent with the present invention, digital camera 100 
may also include an audio receiver 265, Such as a 
microphone, as shown in FIG. 2. Audio receiver 265 may be 
located physically inside camera 100 or externally attached 
as a peripheral device, Such as audio receiver 265. Audio 
receiver 265 may be operatively connected to an optional 
recorder 260 or other means of recording audio received 
from audio receiver 265. In implementations without 
optional recorder 260, audio may be stored in memory 150. 

FIG. 3 is a block diagram of a digital camera 100 with a 
location determination unit 375. Location determination unit 
375 may be external to camera 100 as shown in FIG. 3 or 
located inside camera 100. Location determination unit 375 
tracks the camcorder's location via Signals collected by an 
antenna. Location determination unit 375 may be, for 
example, a conventional global positioning Satellite (GPS) 
receiver. Location determination unit 375 is capable of 
outputting information Such as time, position, and Velocity 
to camera 100. Location determination unit 375 optionally 
may comprise or be operatively connected to a memory 
containing a database of geographic coordinates and familiar 
places names. Location determination unit 375 may obtain 
a place name corresponding to the geographic coordinates 
by, for example, comparing the coordinates to the informa 
tion in the database and determining the closest location. 

Location determination unit 375 passes the location infor 
mation (such as the coordinates or place name) to camera 
control 370. Camera control 370 is operatively connected to 
processor 340 and passes location information to processor 
340. As described above, processor 340 is operatively con 
nected to memory 350 which may contain a database of 
geographic coordinates and familiar places names. Proces 
Sor 340 may obtain a place name corresponding to the 
geographic coordinates by, for example, comparing the 
coordinates to the information in the database and determin 
ing the closest location. Processor 340 may also contain a 
character generator that produces a bit map of the text 
information. 

1O 

15 

25 

35 

40 

45 

50 

55 

60 

65 

4 
C. Methods of Associating Descriptive Data with 

an Image File 
FIG. 4 is a flow chart illustrating a process of associating 

descriptive data with a digital image file consistent with the 
present invention. At Some point in the process an image is 
acquired (stage 410). After the image is acquired, a menu is 
displayed to the user (Stage 420). To display the menu, a user 
may activate the menu manually by, for example, pushing a 
button on the camera, or by Speaking a command. In another 
embodiment, the menu is automatically activated by the act 
of acquiring an image. 

FIG. 5 shows a back of an imaging device that is 
consistent with the present invention. As shown in FIG. 5, 
display front 510 may contain display area 520 and user 
input area 540. Display area 520 displays a list of menu 
items. Menu items may be, for example, descriptive terms, 
categories of content, relationships, or Stored information 
created by the user. The content of image files may be 
categorized based on events (such as BIRTHDAY, 
VACATION, GRADUATION) or relationships of subjects 
in the images (such as MOM, DAD, SON, FRIEND). User 
input area 540 may comprise, for example, one or more 
buttons or Scroll wheels for Scrolling through the choices 
until the user's choice is highlighted. User input area 540 
also may be digital representations of buttons, keys, or a 
Scroll wheel as displayed, for example, on an LCD display. 
User input area 540 may also include a means for accepting 
Voice commands, Such as a microphone connected to a voice 
Synthesizer. 

In FIG. 5, for example, the user has highlighted the 
choice, “Holidays.” While the menu is displayed to the user, 
the user indicates one or more of the displayed items by, for 
example, manipulating a Scroll wheel, pushing a button, or 
Speaking a command. If the choice indicated by the user has 
Sub-menus, the list of items in the Sub-menu is displayed 
when the choice is indicated (stage 420) and the user must 
again indicate a choice (stage 430). As shown in FIG. 6, for 
example, once the user has indicated the choice "Holidays,' 
a list of holidays appears in the display. 

If the user's choice, as indicated in step 430, does not have 
Sub-menus, text corresponding to the user's choice is asso 
ciated with the image data file (stage 450). The text may be 
used, for example, as a descriptive file name, Such as 
“4thofiuly.jpg.” If more than one item has been chosen, the 
file name may become, for example, “VACATION 
4thofully 070498 jpg.” In another embodiment consistent 
with the present invention, the text may be printed as a 
legend on the image, either in the form as Stored (e.g. 
VACATION 4thofjuly 070498 jpg) or expanded to a 
more meaningful form, such as “VACATION, Fourth of 
July, Jul. 4, 1998, 6:23:50 P.M." The descriptive information 
may be converted to a bit map of characters, with appro 
priate masking information added to the digital image file. 
The processor, for example, may composite the “Fourth of 
July legend bit map onto the Video image. The resulting 
composited image will be displayed on the camera View 
finder and/or Stored to memory. 

Consistent with the present invention, a digital imaging 
device may also receive information from an audio input 
device. FIG. 7 is a flow chart illustrating a process of 
asSociating descriptive data obtained from an audio receiver 
with a digital image file. FIG. 8 shows a view of the back of 
a digital camera 800. Consistent with the present invention, 
audio information is associated with digital image data. At 
Some point in the process an image is acquired (stage 710). 
Before, during, or after the image is acquired, a user, or 
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Subsequent user, receives audio to be associated with the 
image file (stage 720). The audio may be received by, for 
example, Speaking into audio receiver 265 attached to digital 
camera 100 or audio receiver 810 located in digital camera 
800. In another exemplary embodiment, the audio is 
received later, when Subsequently processing or recalling the 
image files, by using a microphone or other audio input 
device attached to a processing computer. The audio may be 
received at the time of Shooting or added later, when the 
image file is processed or recalled. 

The audio may contain Such content as a perSon com 
menting on the image he is shooting, for example “David on 
vacation in Washington D.C.” If the audio should be asso 
ciated with the image file as is (stage 724), the audio is 
linked to the image data (stage 726) and may Subsequently 
be recalled and replayed when the digital image file is 
recalled. 

Alternatively, the audio may be converted to a digital 
audio file (stage 730). The digital audio file may be stored 
and Subsequently recalled and replayed when the digital 
image file is recalled. The digital audio file may also be 
processed, for example, using Voice recognition Software 
either in the digital camera or in any computer that is 
Subsequently processing the image file (stage 735). If the 
Voice recognition proceSS results in more than one possible 
choice (stage 740), the choices may be displayed to the user 
(stage 742). The user may indicate a choice by, for example, 
manipulating a Scroll wheel or using buttons, Such as those 
provide in user input areas 540 of FIG. 5 or 640 of FIG. 6. 

If the Voice recognition proceSS does not recognize words 
in the digital audio file as words in the chosen language 
(stage 736), the process may proceed with a default process 
for determining a file name (stage 738). If, however, words 
in the data base are recognized, the proceSS proceeds with 
step 740. The words may be used as is or, alternatively, 
compared to a list of words in a database. For example, the 
words recognized by the Voice recognition Software may be 
compared against a data base of words commonly used to 
describe images, Such as "David, “vacation' and 
Washington, D.C.” either provided by the manufacture as 
part of the image. The use of a common words database may 
prevent the file from being named by other nondescriptive 
words that the Voice recognition Software may recognize, 
such as “in, “the,” and “a.” Descriptive words may be used 
to create a file name, such as “DAVID VACATION 
WASHINGTON DC.jpg,” file tag, or overlay for display 
ing on the image file (such as "David in vacation in 
Washington, DC). Once again software in the computer 
could Search the database of image files for a file name with 
a key word like “David' or “Vacation”. 

If more than one word in the data base is recognized 
(stage 740), the words are displayed to the user (stage 742). 
In FIG. 8, for example, the Voice recognition process 
resulted in five close matches. User input area 840 may 
comprise, for example, one or more buttons or Scroll wheels 
for Scrolling through the choices until the user's choice is 
highlighted. User input area 840 also may be digital repre 
Sentations of buttons, keys, or a Scroll wheel as displayed, 
for example, on an LCD display. In FIG. 8, for example, the 
user has highlighted the choice, “David on vacation.” Once 
the user has indicated the choice "David on vacation,” the 
user's input is accepted (stage 744), and the text correspond 
ing to the user's choice is associated with the image data 
(stage 770). The descriptive label may be used, for example, 
as a descriptive file name, Such as “david acation.jpg.” 

In another embodiment consistent with the present 
invention, the file name is printed inconspicuously on the 
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6 
image, either in the form as stored (e.g. VACATION 
4thofully 070498 jpg) or expanded to a more meaningful 
form, such as “VACATION, Fourth of July, Jul. 4, 1998, 
6:23:50 P.M.” The descriptive information may be converted 
to a bit map of characters, with appropriate masking infor 
mation added to the digital containing the descriptive infor 
mation image file. Masking information is a Set of instruc 
tions on how to combine the image with the digital image 
file. The processor, for example, may composite the "Fourth 
of July' bit map onto the video image. The resulting 
composited image will be displayed on the camera View 
finder and/or Stored to memory. 

In yet another embodiment consistent with the present 
invention, a digital imaging device may also receive infor 
mation from a location determination device, Such as a GPS. 
FIG. 9 a flow chart illustrating a process of associating 
descriptive data obtained from an location determination 
device with a digital image file. 

Consistent with the present invention, a digital imaging 
device acquires an image (stage 910). The digital imaging 
device also receives location information from a location 
determination device, such as a GPS (stage 920). The 
location information received may be, for example, longi 
tudinal and latitudinal coordinates of the location of the 
camera when the image was acquired. The coordinates may 
be associated with the file as is (stage 924), in which case the 
coordinates are simply linked to the image data (stage 926). 

If not associated as is, the location information may be 
converted to textual location information (stage 930). For 
example, the longitudinal and latitudinal coordinates may be 
used to obtain a city or location name derived from map data 
by using a look-up table of names associated with coordi 
nates. The coordinate information may also be used to obtain 
graphical map information derived from the map data, 
Supplied to the device on, for example, a replaceable 
memory cartridge. 
The location coordinates may be compared, for example, 

to entries in a location data base Stored in memory. The 
location database may contain, for example, global location 
coordinates and alphanumeric place names Such as 
“Orlando, Fla.” or “Manhattan, N.Y.” If the coordinates do 
not correspond exactly to any location in the database (stage 
936), the process may default (stage 938). Alternatively, the 
process may choose multiple entries with coordinates near 
the given coordinates (stage 940) and display the list of place 
names to the user (stage 942). If the coordinates correspond 
to more than one place name, Such as "Manhattan, N.Y. and 
“Radio City Music Hall,” or alphanumeric place name, all 
entries may be displayed to the user. The user then indicates 
which of the place names should be associated with the 
particular image file (stage 944). The user may, for example, 
Scroll through the choices using a Scroll wheel or indicate a 
choice using buttons on the camera. The alphanumeric place 
name may be, for example, imprinted on the printed photo, 
used to generate the file name, as in MANHATTAN.JPEG. 

D. Conclusion 

The foregoing description of implementations of the 
invention have been presented for purposes of illustration 
and description. They are not exhaustive and do not limit the 
invention to the precise form disclosed. Modifications and 
variations are possible in light of the above teachings or may 
be acquired from practicing of the invention. For example, 
the described implementation includes software but the 
present invention may be implemented as a combination of 
hardware and Software or in hardware alone. The invention 
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may be implemented with both object-oriented and non 
object-oriented programming Systems. The Scope of the 
invention is defined by the claims and their equivalents. 
What is claimed is: 
1. A method for labeling digital image data comprising: 
acquiring a digital image; 
receiving numeric geographic coordinates from a location 

determination device; 
displaying a menu of at least one alphanumeric location 

label corresponding to points near the location corre 
sponding to the numeric geographic coordinates, 

receiving an input from a user to Select at least one of the 
at least one alphanumeric location label in the menu; 
and 

asSociating the at least one Selected alphanumeric location 
label with an image data file containing the digital 
image. 

2. A method for labeling digital image data comprising: 
acquiring a digital image; 
receiving numeric geographic coordinates from a location 

determination device; 
displaying the at least one alphanumeric location label to 

a uSer, 

receiving an indication from the user Selecting at least one 
alphanumeric location label, and 

asSociating the at least one Selected alphanumeric location 
label with an image data file containing the digital 
image. 

3. A digital imaging device, comprising: 
a lens System that acquires a digital image; 
an imager device for converting the image to a digital 
image Signal; 

a location determination device that generates location 
information representing a geographic location where 
the digital image was acquired; 

a memory for Storing a database of alphanumeric location 
labels, and 

a processor for 
determining at least one alphanumeric location label 

corresponding to the numeric geographic coordi 
nates, and 

asSociating the at least one alphanumeric location label 
with an image data file containing the digital image 
Signal; 

a display for displaying a menu of the at least one 
alphanumeric location label, and 
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a user input mechanism for allowing a user to Select at 

least one of the at least one alphanumeric location 
labels in the menu. 

4. The digital imaging device of claim 3, wherein the 
location determination device generates a file name for the 
image data file based the at least one alphanumeric location 
label. 

5. The digital imaging device of claim 3, further com 
prising: 

a Second processor for linking the at least one alphanu 
meric location label with the digital image, and 

a display for displaying the at least one alphanumeric 
location label with the digital image, when the digital 
image is displayed. 

6. A computer-readable medium containing instructions 
for controlling a computer System to perform a method, the 
computer System having a group of data Structures reflecting 
a logical Structure of a data Source, the method comprising: 

acquiring a digital image; 
receiving numeric geographic coordinates from a location 

determination device; 
displaying a menu of at least one alphanumeric location 

label corresponding to points near the location corre 
sponding to the numeric geographic coordinates, 

receiving an input from a user to Select at least one of the 
at least one alphanumeric location label in the menu; 
and 

asSociating the at least one Selected alphanumeric location 
label with an image data file containing the digital 
image. 

7. A computer-readable medium containing instructions 
for controlling a computer System to perform a method, the 
computer System having a group of data Structures reflecting 
a logical Structure of a data Source, the method comprising: 

acquiring a digital image; 
receiving numeric geographic coordinates from a location 

determination device; 
determining at least one alphanumeric location label 

corresponding to the numeric geographic coordinates, 
displaying the at least one alphanumeric location label to 

a uSer, 
receiving an indication from the user Selecting at least one 

alphanumeric location label in the menu; and 
asSociating the at least one Selected alphanumeric location 

label with an image data file containing the digital 
image. 
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