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(57) ABSTRACT 

There is provided a Semiconductor device in which gate 
electrodes of both an n-channel field effect transistor and a 

p-channel field effect transistor constituting a complemen 
tary field effect transistor are made of the same material and 
threshold voltages of both are sufficiently lowered. In the 
semiconductor device including an n-channel MOSFET and 
a p-channel MOSFET which constitute a CMOS structure, 
the gate electrode of the n-channel MOSFET and the gate 
electrode of the p-channel MOSFET are made of the same 
material, at least a part of a channel region of the n-channel 
MOSFET is formed in a strained Silayer, at least a part of 
a channel region of the p-channel MOSFET is formed in an 
SiGe layer, the work function of the material making the 
gate electrodes is higher than an energy difference between 
the conduction band edge of the Strained Silayer and the 
Vacuum level, and is lower than an energy difference 
between the valence band edge of the SiGe layer and the 
Vacuum level. 

21 Claims, 3 Drawing Sheets 
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SEMCONDUCTOR DEVICE 

FIELD OF THE INVENTION 

The present invention relates to a Semiconductor device, 
and particularly to a Semiconductor device including a 
complementary Metal-Oxide-Semiconductor field effect 
transistor (CMOSFET). 

BACKGROUND OF THE INVENTION 

In recent years, the size of a CMOSFET has been 
miniaturized, and it is expected that the advancement is 
further made beyond the 0.1 um generation. After this, it is 
considered that as the size is miniaturized more, various 
problems as indicated in the SIA (Semiconductor Industry 
ASSociation) Roadmap occur. 
As the size of the CMOSFET is miniaturized more, 

problems occur, one of which relates to a gate electrode. 
Conventionally, although polycrystalline Silicon is used for 
the gate electrode, it is difficult to dope polycrystalline 
Silicon with an impurity at a high concentration. Thus, there 
is a problem that a gate capacitance is lowered by depletion 
in polycrystalline Silicon makes current driving power 
increase and interferes with Suppression of a short channel 
effect. 

In order to solve this problem, a CMOSFET using metal/ 
oxide/semiconductor field effect transistor (MOSFET), in 
which metal is used as a material of a gate electrode, has 
been studied. However, in order to realize a CMOSFET of 
the Sub-0.1 micron generation by using a metal gate, the 
following problem Still remains. 

In general, in a CMOSFET having a gate electrode made 
of metal, in order to simplify a manufacturing process, the 
Same metal is used for the gate electrodes of an n-channel 
MOSFET and a p-channel MOSFET. In such a CMOSFET, 
in the case where an impurity concentration in a Substrate is 
Set So that the short channel effect is Sufficiently Suppressed, 
normally, in both of them, a threshold Voltage becomes as 
high as 0.5 V or higher. Since a power voltage of 1 V or less 
is expected in the CMOSFET of the sub-0.1 micron 
generation, Such a high threshold Voltage causes a drop in 
current driving power of the MOSFET, and further, a drop 
in operation Speed of a circuit. 

SUMMARY OF THE INVENTION 

The present invention has been made in view of the above 
problem, and has an object to provide a Semiconductor 
device in which gate electrodes of both an n-channel MOS 
FET and a p-channel MOSFET constituting a CHOSFET are 
made of the same material, and a threshold Voltage of each 
of them is Sufficiently decreased. 

Another object of the present invention is to provide a 
semiconductor device that includes an n-channel MOSFET 
and a p-channel MOSFET constituting a CMOSFET and can 
be manufactured by a simplified process. 

According to a first aspect of the present invention, a 
Semiconductor device comprises a Semiconductor Substrate, 
and an n-channel field effect transistor and a p-channel field 
effect transistor respectively formed on the Semiconductor 
Substrate, the n-channel field effect transistor and the 
p-channel field effect transistor constitute a complementary 
field effect transistor, and the Semiconductor device is char 
acterized in that 

a gate electrode of the n-channel field effect transistor and 
a gate electrode of the p-channel field effect transistor are 
made of the same material, 
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2 
a channel region of the n-channel field effect transistor is 

made of at least of Si and in which an energy difference 
between a conduction band edge and a vacuum level is 
higher than that of bulk Si, and a channel region of the 
p-channel field effect transistor is made of at least of Si and 
in which an energy difference between a Valence band edge 
and the vacuum level is lower than that of bulk Si, 

a work function of the material making the gate electrodes 
is higher than the energy difference between the conduction 
band edge of the material making the channel region of the 
n-channel field effect transistor and the vacuum level, and is 
lower than the energy difference between the valence band 
edge of the material making the channel region of the 
p-channel field effect transistor and the vacuum level. 
At this time, it is preferable to introduce tensile StreSS into 

the material making the channel region of the n-channel field 
effect transistor. 

It is preferable to introduce compressive StreSS into the 
material making the channel region of the p-channel field 
effect transistor. 

It is preferable that the material making the channel 
region of the n-channel field effect transistor is Si into which 
tensile StreSS is introduced. It is So-called Strained Si in this 
Specification. 

It is preferable that the material making the channel 
region of the p-channel field effect transistor is SiGe. 

It is preferable that the Fermi level EF of the gate 
electrode material is (4E +E)/5 or less and (E +4E)/5 
or less, E is the Valence band edge of the material making 
the channel region of the p-channel field effect transistor and 
E is the conduction band edge of the material making of 
the channel region of the n-channel field effect transistor. 

It is preferable that the Fermi level E of the gate 
electrode material is Substantially (E2 +E)/2, E2 is the 
Valence band edge of the material making the channel region 
of the p-channel field effect transistor and E is the con 
duction band edge of the material making of the channel 
region of the n-channel field effect transistor. 

It is preferable that E of the channel material of the 
n-channel MOSFET is higher than (Eo +E)/ 10 and not 
higher than (E+E)/2, E is the Valence band edge of the 
bulk Si and E is the conduction band edge of the bulk Si. 

It is preferable that E of the channel material of the 
p-channel MOSFET is not less than (E +E)/2 and less 
than (9E +E)/10, Evo is the valence band edge of the 
bulk Si and E is the conduction band edge of the bulk Si. 

According to a Second aspect of the present invention, a 
Semiconductor device comprises a Semiconductor Substrate; 

an n-channel field effect transistor formed on the Semi 
conductor Substrate; and a p-channel field effect transistor 
formed on the Semiconductor Substrate, the n-channel field 
effect transistor and the p-channel field effect transistor 
constituting a complementary field effect transistor, wherein 
a gate electrode of the n-channel field effect transistor and a 
gate electrode of the p-channel field effect transistor are 
made of a Same material, wherein at least a part of a channel 
region of the n-channel field effect transistor is formed in a 
Strained Silayer, wherein at least a part of a channel region 
of the p-channel field effect transistor is formed in a first 
SiGe layer, and wherein a work function of the material 
making the gate electrodes is higher than an energy differ 
ence between a conduction band edge of the Strained Si 
layered and a vacuum level, and is lower than an energy 
difference between a valence band edge of the first SiGe 
layer and the vacuum level. 
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It is preferable that the n-channel field effect transistor 
includes a Second SiGe layer, which has the same compo 
sition ratio as the first SiGe layer and is disposed between 
the Semiconductor Substrate and the Strained Silayer, and a 
tensile stress is introduced into the strained Silayer from the 
second SiGe layer. 

It is preferable that the n-channel field effect transistor 
includes a Second SiGe layer which has a Ge concentration 
higher than the first SiGe layer and is disposed between the 
Semiconductor Substrate and the Strained Si layer, the 
p-channel field effect transistor includes a third SiGe layer 
which has the same composition ratio as the Second SiGe 
layer and is disposed between the Semiconductor Substrate 
and the first SiGe layer, a tensile StreSS is introduced into the 
Strained Silayer from the Second SiGe layer, and compres 
sive stress is introduced into the first SiGe layer from the 
third SiGe layer. 

It is preferable that the p-channel field effect transistor 
includes a Silayer between the first SiGe layer the third 
SiGe layer. 

It is preferable that the first SiGe layer composes SiGe. 
and the second SiGe layer composes SiGe (y>x). 

According to the first or Second aspect of the invention, it 
is preferable that the gate electrodes of the n-channel field 
effect transistor and p-channel field effect transistor are 
made of a material Selected from the group consisting of 
metal, doped p-type polycrystalline Ge, and doped p-type 
polycrystalline SiGe. 

According to the first or Second aspect of the invention, it 
is preferable that the Semiconductor device further com 
prises an insulating film between the Semiconductor Sub 
Strate and the n-channel field effect transistor/the p-channel 
field effect transistor. 

According to the first or Second aspect of the invention, it 
is preferable that the Semiconductor device further com 
prises an insulating film between the Semiconductor Sub 
Strate and the complementary field effect transistor. 

According to the third aspect of the invention, a Semi 
conductor device comprises a Semiconductor Substrate; an 
n-channel field effect transistor formed on the Semiconduc 
tor Substrate; and a p-channel field effect transistor formed 
on the Semiconductor Substrate, the n-channel field effect 
transistor and the p-channel field effect transistor constitut 
ing a complementary field effect transistor, wherein a gate 
electrode of the n-channel field effect transistor and a gate 
electrode of the p-channel field effect transistor are made of 
a Same material, and wherein one of the n-channel field 
effect transistor and the p-channel field effect transistor 
includes a first Semiconductor layer in which at least a part 
of a channel region is formed, the other of the n-channel field 
effect transistor and the p-channel field effect transistor 
includes a Second Semiconductor layer in which at least a 
part of a channel region is formed and a third Semiconductor 
layer as its under layer, and the first Semiconductor layer and 
the third Semiconductor layer are made of a same material. 

It is preferable that the Semiconductor device comprises 
further an insulating film between the Semiconductor Sub 
Strate and the complementary field effect transistor. 

It is preferable that a work function of the material making 
the gate electrodes of the n-channel field effect transistor and 
p-channel field effect transistor is higher than an energy 
difference between a conduction band edge of a material 
making the channel region of the n-channel field effect 
transistor and a vacuum level, and is lower than an energy 
difference between a Valence band edge of a material making 
the channel region of the p-channel field effect transistor and 
the vacuum level. 
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4 
According to the first aspect of the invention, an energy 

difference between a conduction band edge of a material 
making the channel region of the n-channel field effect 
transistor and vacuum level and an energy difference 
between a Valence band edge of a material making the 
channel region of the p-channel field effect transistor and the 
Vacuum level are controlled Such as above described and a 
work function of the material making the gate electrodes is 
in an energy difference between two energies. Thus, the 
threshold of the n-channel field effect transistor and 
p-channel field effect transistor can decrease. 

According to the Second aspect of the invention, Since at 
least a part of a channel region of the n-channel field effect 
transistor is formed in a Strained Silayer, an energy differ 
ence between a conduction band edge of the Strained Si and 
a vacuum level can be higher than that of bulk Si and 
Vacuum level. Since at least apart of a channel region of the 
p-channel field effect transistor is formed in a SiGe, which 
is an energy difference between a Valence band edge of Ge 
and vacuum level is lower than that of bulk Si and a vacuum 
level, an energy difference between a Valence band edge of 
the SiGe and vacuum level can be lower than that of bulk Si 
and vacuum. 
An energy difference between a conduction band edge of 

the Strained Si making the channel region of the n-channel 
field effect transistor and vacuum level and an energy 
difference between a Valence band edge of the SiGe making 
the p-channel field effect transistor and the vacuum level are 
controlled Such as above described and a work function of 
the material making the gate electrode is in an energy 
difference between two energies. Thus, the threshold of the 
n-channel field effect transistor and p-channel field effect 
transistor can decrease. 

According to the third aspect of the invention, a compo 
Sition of the first Semiconductor layer and the third Semi 
conductor layer is Same and a tensile StreSS is introduced into 
the Second Semiconductor layer from the third Semiconduc 
tor layer. The first and third Semiconductor layers are 
deposited at Same time. The tensile StreSS is introduced into 
the Second Semiconductor layer by depositing the Second 
Semiconductor layer on the third Semiconductor layer. The 
Second Semiconductor layer can be Strained with no increas 
ing of another procedure, comparing to comprise the first 
and Second Semiconductor layer by different material. 

In order to produce the Semiconductor of the invention, a 
method of manufacturing a Semiconductor device including 
a Semiconductor Substrate, and an n-channel field effect 
transistor and a p-channel field effect transistor respectively 
formed on the Semiconductor Substrate, the n-channel field 
effect transistor and the p-channel field effect transistor 
constituting a complementary field effect transistor, the 
method is characterized by comprises, 

forming a first Semiconductor layer on one main Surface 
of the Semiconductor Substrate; forming a Second Semicon 
ductor layer on a part of the first Semiconductor layer, into 
which tensile StreSS or compressive StreSS is introduced from 
the first Semiconductor layer; 

Splitting the first and Second Semiconductor layers into 
elements correspondingly to the n-channel field effect tran 
Sistor and the p-channel field effect transistor; 

forming a gate insulating film on the first and Second 
Semiconductor layers, 

forming gate electrodes on the gate insulating film cor 
respondingly to the n-channel field effect transistor and the 
p-channel field effect transistor at the same time, and 

injecting an impurity into the first and Second Semicon 
ductor layers using the gate electrodes as maskS. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is view showing Schematically showing the prin 
ciple of the present invention. 

FIGS. 2A to 2D are sectional views schematically show 
ing a manufacturing method of a Semiconductor device 
according to a first embodiment of the present invention, 
respectively. 

FIGS. 3A to 3C are sectional views schematically show 
ing a manufacturing method of a Semiconductor device 
according to a Second embodiment of the present invention, 
respectively. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Hereinafter, preferred embodiments of the present inven 
tion are described in more detail with reference to the 
drawings. Incidentally, the same members in the respective 
drawings are designated by the same reference numerals, 
and duplicate explanation is omitted. 
The basic structure of a semiconductor device of the 

present invention includes a CMOSFET constituted by an 
n-channel MOSFET and a p-channel MOSFET formed on a 
Semiconductor Substrate, a gate electrode of the n-channel 
MOSFET and a gate electrode of the p-channel MOSFET 
are made of the Same material, and the material is Selected 
such that the Fermi level of the gate electrode material is 
lower than the energy band of the conduction band edge of 
a Semiconductor making a channel of the n-channel 
MOSFET, and is higher than the energy band of the valence 
band edge of a Semiconductor making a channel of the 
p-channel MOSFET 

In other words, the gate electrode material is selected such 
that the work function thereof is higher than the energy 
difference between the conduction band edge of the Semi 
conductor making the channel of the n-channel MOSFET 
and the vacuum level, and is lower than the energy differ 
ence between the Valence band edge of the Semiconductor 
making the channel of the p-channel MOSFET and the 
Vacuum level. As a result, a low threshold Voltage is realized 
in both the n-channel MOSFET and the p-channel MOSFET, 
and the high speed operation of the CMOSFET is attained. 

Further, at this time, the invention is characterized in that 
the Semiconductor of the channel region of the n-channel 
MOSFET and the semiconductor of the channel region of 
the p-channel MOSPET are made of different materials. 

FIG. 2D is a sectional view of a semiconductor device of 
an embodiment of the present invention. 
A semiconductor device 101 shown in FIG. 2D includes 

an n-channel MOSFET 3 and a p-channel MOSFET 41 on 
a semiconductor Substrate 2. These MOSFETs constitute a 
CMOSFET. The semiconductor substrate 2 is, for example, 
a silicon substrate, and a SiGe layer 5 is formed on the 
Surface of the Substrate 2 and an oxide film 6 is formed on 
the SiGe layer 5. 

The n-channel MOSFET3 has such a structure that a SiGe 
layer 7, a Silayer 8, a gate insulating film 9, and a gate 
electrode 10 are sequentially laminated on the oxide film 6. 
Both the SiGe layer 7 and the Silayer 8 are single crystals, 
and tensile stress is introduced into the Silayer 8 from the 
SiGe layer 7. A channel region 11 is formed in the Silayer 
8. Besides, Source/drain regions 12 doped with an n-type 
impurity at a high concentration are formed in the Silayer 
8 at both sides of the channel region 11. 

The p-channel MOSFET 41 has such a structure that a 
SiGe layer 70, a gate insulating film 90, and a gate electrode 
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6 
100 are sequentially laminated on the oxide film 6. In the 
p-channel MOSFET 41, differently from the n-channel 
MOSFET3, a channel region 13 is formed in the SiGe layer 
70. Besides, source/drain regions 14 doped with a p-type 
impurity at a high concentration are formed in the SiGe layer 
70 at both sides of the channel region 13. 
The gate electrode 10 of the n-channel MOSFET3 and the 

gate electrode 100 of the p-channel MOSFET41 are formed 
of the same material, and its work function has the above 
described relation to the material making the channel region 
11 of the n-channel MOSFET and the channel region 13 of 
the p-channel MOSFET 
The channel region 11 of the n-channel MOSFET is made 

of Strained Silicon, and the energy difference between the 
conduction band edge of the Strained Silicon and the vacuum 
level is higher than the energy difference between the 
conduction band edge of bulk silicon and the vacuum level. 
The channel region 13 of the p-channel MOSFET is made 

of SiGe, and the energy difference between the valence 
band. edge of SiGe and the vacuum level is lower than the 
energy difference between the Valence band edge of bulk 
Silicon and the vacuum level. 

Next, the principle of the present invention is described. 
In general, a threshold voltage V of a MOSFET is 

Simply given by the following expression (1). 

In the above expression (1), VFB is a flat band Voltage, p. 
is a Fermi level in the Substrate, Q, is a Space charge Surface 
density of the Substrate, and C is a gate capacitance per 
unit area. If the gate oxide film is sufficiently thin in 
thickness, the term 3 of the above expression (1) can be 
ignored. 

Thus, in the case where the gate electrodes and the 
channel regions of the n-channel MOSFET and the 
p-channel MOSFET are respectively made of the same 
materials, threshold voltages V"''' and VP of the 
n-channel MOSPET and the p-channel MOSFET can be 
expressed by the following expressions (2) and (3). 

(3) 

Incidentally, in the expressions (2) and (3), W is a work 
function of the gate electrode, Ec is an energy difference 
between the conduction band edge of the Semiconductor 
making the channel region of the n-channel MOSFET and 
the vacuum level, EV is an energy difference between the 
Valence band edge of the Semiconductor making the channel 
region of the p-channel MOSFET and the vacuum level, and 
Eg is a band gap of. the Semiconductor making the channel 
region. Here, when usage of a CMOSFET is considered and 
the absolute values of the threshold voltages V"''' and 
V' of the n-channel MOSFET and the p-channel 
MOSFET are made coincident with each other, the follow 
ing expressions (4) and (5) are obtained from the above 
expressions (2) and (3). 

(4) 

Thus, in the case where both the channel regions of the 
n-channel MOSFET and the p-channel MOSFET of the 
CMOSFET are made of silicon as usual, the threshold 
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voltage becomes about 0.5 V which is almost half the band 
gap Eg of Silicon. This value is too high in View of the fact 
that a power voltage of 1 V or less is expected in the sub-0.1 
micron generation and the following. 

In order to decrease the threshold Voltage, the channel 
region should be made of a Semiconductor material having 
a band gap Eg lower than Silicon. However, in that case, 
other problems. Such as a short channel effect and junction 
leak current. If a material deviated from the Scope of Silicon 
technology is used, a conventional manufacturing proceSS 
can not be used and the industrial realization becomes low. 

According to the present invention, on the basis of con 
sideration of the expressions (2) and (3), in the n-channel 
MOSFET, such a material is used that an energy difference 
Ecbetween the conduction band edge and the vacuum level 
is higher than that of bulk silicon, and in the p-channel 
MOSFET, such a material is used that an energy difference 
Ev between the valence band edge and the vacuum level is 
lower than that of bulk silicon. As the gate electrodes of the 
n-channel MOSFET and the p-channel MOSFET, the same 
material is used, and the material Satisfies Such conditions 
that its work function is larger than Ec of the channel 
material of the n-channel MOSFET and is lower than EV of 
the channel material of the p-channel MOSFET. By con 
Structing in this way, it is possible to effectively decrease the 
threshold voltage. This is described with reference to FIG.1. 

FIG. 1 is a view schematically showing the principle of 
the present invention, and is a band View showing a con 
duction band edge and a Valence band edge of each of 
MOSFETs using silicon, strained silicon, and SiGe individu 
ally as a material making a channel region, and a Fermi level 
of a gate electrode. 

In the CMOSFET of the present invention, strained sili 
con having an conduction band E and an Valence band E. 
is used as the channel material of the n-channel MOSFET. 
SiGe having conduction band E and Valence band E is 
used as the channel material of the p-channel MOSFET. For 
the respective gate electrodes, a material having a Fermi 
level E (work function W) is commonly used. For 
comparison, FIG. 1 shows Silicon having conduction band 
edge Eo and Valence band edge Eo for a channel. 
As shown in FIG. 1, the Fermi level E of the material 

making the gate electrode is between the conduction band 
edge E of Strained Si that is the channel material of the 
n-channel MOSFET and the valence band edge E of SiGe 
that is the channel material of the p-channel MOSFET. The 
work function W of the gate electrode material is higher than 
the energy deference between conduction band edge E of 
Strained Silicon and is lower than the energy deference 
between Valence band edge E of SiGe. 
As shown in FIG. 1, in the semiconductor device of the 

present invention, the conduction band edge E of Strained 
Si that is the channel material of the n-channel MOSFET is 
lower than the conduction band edge E of bulk Si. The 
Valence band edge E of SiGe that is the channel material 
of the p-channel MOSFET is higher than the valence band 
edge Eo of bulk Si. In the Semiconductor device of the 
present invention, the band gap between the conduction 
band edge of the n-channel MOSFET and the valence band 
edge of the p-channel MOSFET becomes low, and the Fermi 
level of the gate electrode is between these, so the threshold 
Voltage is decreased in both the n-channel and p-channel 
MOSFETS. 

The electron mobility of strained Si is increased by an 
effect that the strain exerts the band structure. Since the hole 
mobility of Ge is higher than that of Si, the hole mobility of 
the SiGe is higher than that of Si. These facts mean that the 

15 

25 

35 

40 

45 

50 

55 

60 

65 

8 
CMOSFET of the present invention that the channel region 
of the n-channel MOSFET is made of strained Si and the 
channel region of the p-channel MOSFET is made of SiGe 
has high current drive power and is excellent in circuit 
performance. In the CMOSFET of the present invention, 
strained Si is used for the channel of the n-channel MOSFET 
and SiGe is used for the channel of the p-channel MOSFET, 
So the threshold Voltage can be decreased, and the other 
performance of the Semiconductor device can also be 
increased. 

In the present invention, it is preferable that the Fermi 
level E of the gate electrode material is (4E +E)/5 or 
less and (E2 +4E)/5 or less. Further, it is more preferable 
that E is Substantially (E+E)/2. In this case, in both the 
n-channel MOSFET and the p-channel MOSFET, almost 
comparable threshold Voltages can be realized. 

It is preferable that E of the channel material of the 
n-channel MOSFET is higher than (E +9E)/ 10 and not 
higher than (Eo +Eo)/2. It is preferable that Eof the 
channel material of the p-channel MOSFET is not less than 
(Eo +Eo)/2 and less than (9Eo +Eo)/10. In this case, it is 
possible to realize a threshold voltage that is sufficiently low 
and has no problem in practical use. 
The introduction of the tensile stress to the Silayer can be 

achieved by, for example, forming a thin film of the Silayer 
on an under layer made of SiGe by an epitaxial growth 
method. Since the lattice constant of SiGe is larger than Si, 
the strained Silayer can be obtained by epitaxial growth of 
thin Silayer on the SiGe layer. 
E of the strained Si layer can be controlled by the 

magnitude of StreSS to be introduced. By controlling the 
lattice constant of the under layer of the Silayer, desired E. 
can be obtained. 
E of the SiGe layer can be controlled by the composition 

ratio of Si and Ge. E. of the SiGe layer can also be 
controlled by introducing the stress to the SiGe layer. For 
example, when a Single crystal Silayer is made an under 
layer and SiGe is formed on this layer by epitaxial growth, 
or when a single crystal SiGe layer is made an under layer 
and SiGe containing Ge at a concentration higher than that 
is formed on this layer by the epitaxial growth method, the 
SiGe layer to which compressive StreSS is introduced can be 
obtained. By doing so, it is possible to obtain the SiGe layer 
having higher E.2. 
AS described above, in order to decrease E in the 

material of the channel region of the n-channel MOSFET, 
the Silayer formed on the SiGe under layer by the epitaxial 
growth method may be made the channel layer. In order to 
increase E, in the material of the channel region of the 
p-channel MOSFET, the SiGe layer may be made the 
channel layer. Like this, Since the control of both E and E. 
is performed through the SiGe layer, the manufacturing 
process can be simplified by forming the SiGe layer of the 
n-channel MOSFET and the SiGe layer of the p-channel 
MOSFET by the same procedure. 

Next, a manufacturing method of CMOSFET of the first 
embodiment of the present invention is described with 
reference to FIGS. 2A to 2D. 

FIGS. 2A to 2D are sectional views schematically show 
ing a manufacturing method of CMOSPET of the first 
embodiment of the present invention. A Semiconductor 
device 101 shown in FIG. 2D includes an. n-channel MOS 
FET 3 and a p-channel MOSFET 41 on a semiconductor 
Substrate 2. The Semiconductor Substrate 2 is, for example, 
a silicon substrate, and a SiGe layer 5 and an oxide film 6 
are formed on its Surface region. 
The n-channel MOSFET3 has such a structure that a SiGe 

layer 7, a Silayer 8, a gate insulating film 9, and a gate 
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electrode 10 are sequentially laminated on the oxide film 6. 
Both the SiGe layer 7 and the Silayer 8 are single crystals, 
and tensile stress is introduced into the Silayer 8 from the 
SiGe layer 7. A channel region 11 is formed in the Silayer 
B. In the Silayer 8, Source/drain regions 12 doped with an 
n-type impurity at a high concentration are formed at both 
Side of the channel region 11. 

The p-channel MOSFET 41 has such a structure that a 
SiGe layer 70, a gate insulating film 90, and a gate electrode 
100 are sequentially laminated on the oxide film 6. In the 
p-channel MOSFET 41, differently from the n-channel 
MOSFET 3, the channel region 13 is formed in the SiGe 
layer 70. In the SiGe layer 70, Source/drain regions 14 doped 
with a p-type impurity at a high concentration are formed at 
both side of the channel region 13. 

The n-channel MOSFET 3 and the p-channel MOSPET 
41 mutually constitute a CMOSFET 

The semiconductor device 101 shown in FIG. 2D can be 
manufactured by, for example, a method described below. 

First, as shown in FIG. 2A, a SiGe buffer layer 15 and a 
SiGe buffer layer 16 are formed on one main Surface of 
the Silicon Substrate 2 by an ultra high vacuum chemical 
vapor deposition (UHV-CVD) method. The SiGe buffer 
layer 15 is a thin film having a concentration gradient in 
which a Ge concentration becomes high in a film thickneSS 
direction from the Surface side of the silicon Substrate 2. On 
the other hand, the SiGe buffer layer 16 is a thin film 
having a constant Ge concentration, and normally, X is Set 
within the range of 0.1 to 0.4. 

Next, by the so-called SIMOXmethod, for example, an 
oxygen ion of an injection dosage of 4x10" cmf is ion 
injected to the surface of the silicon Substrate 2 on which the 
SiGe buffer layer 15 and the SiGe buffer layer 16 are 
formed, and further, annealing is carried out at 1350° C. to 
1200° C. By this, as shown in FIG.2B, the buried oxide film 
6 is formed in the SiGe buffer layer 16. The buried oxide 
film 6 formed in this way is mainly made of silicon oxide 
and a region of about 400 nm from the surface of the 
Sil-XGeX buffer layer 16 remains not to be oxidized. The 
SiGe buffer layer 15 and the region of the SiGe buffer 
layer 16 which remains not to be oxidized are made the SiGe 
layers 5 and 7, respectively. 

Next, an oxide film 20 Such as a silicon oxide film is 
formed over the entire Surface of the silicon Substrate 2 on 
which the SiGe layer 7 is formed. Further, a part (region in 
which the n-channel MOSFET3 is formed) of the oxide film 
20 is removed, so a part of the SiGe layer 7 is exposed. 
Thereafter, Si is Selectively epitaxially grown on the 
exposed SiGe layer 7 by the UHV-CVD method, so the Si 
layer 8 having a thickness of, for example, about 20 nm is 
formed. At this time, tensile strain is introduced into the Si 
layer 8 by the SiGe layer 7 of the lower layer. In the manner 
described above, the structure shown in FIG.2B is obtained. 
The structure (except for the oxide film 20) shown in FIG. 

2B can also be formed by using another method. For 
example, by the UHV-CVD method, Si is epitaxially grown 
on the whole Surface of the SiGe layer 7 to form the Silayer 
8. Next, an oxide film is formed on the whole Surface of the 
Silayer 8, and its part is removed. Thereafter, an exposed 
portion of the Silayer 8 is removed by etching. The structure 
(except for the oxide film 20) shown in FIG. 2B can be 
obtained also by Such a method. In this case, the exposed 
portion of the Si layer 8 is not completely removed by 
etching but may be made to remain by a thickness of about 
several nano meter. The part of the Silayer 8 made to remain 
like this can beaded the gate insulating film 9 in an oxidation 
Step described later. 
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After the structure shown in FIG. 2B is obtained, the 

oxide film 20 is removed. Next, as shown in FIG. 2C, 
portions other than element regions, the SiGe layer 7 and the 
Strained Si layer 8 on element Separation regions are 
removed by reactive ion etching (RIE), so the element 
regions are defined. Here, the region corresponding to the 
n-channel MOSFET3 is denoted by the SiGe layer 7 and the 
Strained Si layer 8, and the region corresponding to the 
p-channel MOSFET 41 is denoted by the SiGe layer 70. 

If necessary, an impurity to Suppress a short channel effect 
is ion injected to the region (part of the Strained Silayer 8 
and the SiGe layer 7) corresponding to the channel region 11 
of the n-channel MOSFET3 and the region (part of the SiGe 
layer 70) corresponding to the channel region 13 of the 
p-channel MOSFET 41. Thereafter, the gate insulating film 
9 having a thickness of, for example, about 3 nm is formed 
by depositing an insulator or oxidizing the exposed Surface. 

Next, as shown in FIG. 2D, a metal layer is formed by 
depositing metal Such as TiN or W through a Sputtering 
method or the like over the whole Surface of the Substrate 2 
on which the gate insulating film 9 is formed. Further, a 
resist pattern is formed on the metal layer, and RIE is carried 
out, so the gate electrode 10 of then-channel MOSFET3 and 
the gate electrode 100 of the p-channel MOSFET are 
formed. 

Thereafter, AS is ion injected to the strained Silayer 8 
corresponding to the n-channel MOSFET 3 and the SiGe 
layer 7 as the under layer thereof by using the gate electrode 
10 as a mask, and further, annealing at high temperature for 
a short time is carried So that the Source/drain regions 12 are 
formed. Similarly, BF is ion injected to the SiGe layer 70 
corresponding to the p-channel MOSFET 41 by using the 
gate electrode 100 as a mask, and further, annealing at high 
temperature for a short time is carried out So that Source/ 
drain regions 14 are formed. In the manner as described 
above, the semiconductor device 101 shown in FIG. 2D is 
obtained. 

In the present invention, the threshold of the n-channel 
MOSFET becomes lower by 5.7 meV per 1%(Ge content) 
of SiGe under layer 7. The threshold of the p-channel 
MOSFET becomes lower by 7.7 meV per 1%(Ge content) 
of SiGe channel layer 13. 

Next, a manufacturing method of CMOSFET of a second 
embodiment of the present invention is described with 
reference to FIGS. 3A to 3C. 

FIGS. 3A to 3C are sectional views schematically show 
ing a method of manufacturing a Semiconductor device 
according to a Second embodiment of the present invention. 
A semiconductor device 102 shown in FIG. 3C includes an 
n-channel MOSFET 3 and a p-channel MOSFET 42 on a 
semiconductor Substrate 2. The n-channel MOSFET 3 and 
the p-channel MOSFET constitute a CMOSFET 
The semiconductor device 102 shown in FIG. 3C is 

different from the semiconductor device 101 shown in FIG. 
2D in the structure of the p-channel MOSFET. In the 
semiconductor device 102, the p-channel MOSPET 42 has 
such a structure that a SiGe layer 70, a Silayer 80, a SiGe 
layer 21, a gate insulating film 9, and a gate electrode 100 
are sequentially laminated on an oxide film 6. The SiGe 
layer 70, the Silayer 80, and the SiGe layer 21 are single 
crystals, and tensile stress is introduced into the Silayer 80 
from the SiGe layer 70. 

In the semiconductor device 102 of this embodiment, the 
SiGe layer 70 is different from the SiGe layer 21 in the Ge 
concentration. In the case where the SiGe layer 70 is made 
of SiGe and the SiGe layer 21 is made of SiGe, the 
relation of yeX is established. In the case where the Ge 
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concentration is controlled So as to Satisfy Such a relation, 
compressive stress can be introduced from the Silayer 80 
into the SiGe layer 21. Thus, with respect to a channel region 
13 of the p-channel MOSFET 42, the energy level of the 
Valence band edge can be raised and the threshold Voltage 
can be lowered. 

The semiconductor device 102 shown in FIG. 3C can be 
manufactured by, for example, a method described below. 

First, in the first embodiment, the procedure explained 
with reference to FIG. 2A is carried out. Next, by the 
so-called SIMOX method, for example, an oxygen ion of an 
injection dosage of 4x107 cm' is ion injected to the surface 
of the silicon Substrate 2 on which the SiGe buffer layer 15 
and the SiGe buffer layer 16 are formed, and further, 
annealing is carried out at 1350° C. to 1200° C. By that, as 
shown in FIG. 3A, a buried oxide film 6 is formed in the 
SiGe buffer layer 16. In the case where the embedded 
oxide film 6 is formed in this way, the region of about 400 
nm from the surface of the SiGe buffer layer 16 remains 
not to be oxidized. The SiGe buffer layer 15 and the region 
of the SiGe buffer layer 16 which remains not to be 
oxidized are made the SiGe layers 5 and 7, respectively. 

Next, Si is epitaxially grown by the UHV-CVD method 
over the whole Surface of the silicon Substrate 2 on which the 
SiGe layer 7 is formed, so a Silayer 8 with a thickness of, 
for example, about 20 nm is formed. At this time, tensile 
strain is introduced into the Silayer 8 from the SiGe layer 
7 of the under layer. 

Thereafter, an oxide film 20 Such as a silicon oxide film 
is formed over the whole Surface of the silicon Substrate 2 on 
which the Silayer 8 is formed. Further, a part (region where 
the p-channel MOSFET 42 is formed) of this oxide film 20 
is removed to expose a part of the Strained Si layer 8. 
Thereafter, SiGe is selectively epitaxially grown on the 
strained Silayer 8 exposed by the UHV-CVD method, so a 
SiGe layer 21 with a thickness of, for example, about 20 nm 
is formed. The SiGe layer 21 made of SiGe is formed so 
that the Ge concentration becomes high (y>x) as compared 
with the SiGe layer 7 made of SiGe. In general, y is 
within the range of 0.2 to 1.0. By doing So, compressive 
strain is introduced into the SiGe layer 21 from the SiGe 
layer 7. In the manner described above, the structure shown 
in FIG. 3A is obtained. 

After the structure shown in FIG. 3A is obtained, the 
oxide film 20 is removed. Next, as shown in FIG. 3B, 
portions other than element regions, the SiGe layer 7, the 
strained Silayer 8, and the compressed SiGe layer 21 in 
element Separation regions are removed by reactive ion 
etching (RIE), so the element regions are defined. Here, the 
region corresponding to the n-channel MOSFET 3 is 
denoted by the SiGe layer 7 and the strained Silayer 8. The 
region corresponding to the p-channel MOSFET 42 is 
denoted by the SiGe layer 70, the strained Silayer 80, and 
the compressed SiGe layer 21. 

If necessary, an impurity to SuppreSS a short channel effect 
is ion injected to the region (part of the Strained Silayer 8 
and the SiGe layer 7) corresponding to the channel region 11 
of the n-channel MOSFET 3 and the region (part of the 
strained Silayer 80, the SiGe layer 70, and the SiGe layer 
21) corresponding to the channel region 13 of the p-channel 
MOSFET 41. Thereafter, a gate insulating film 9 is formed 
by depositing an insulator or oxidizing the exposed Surface. 

Next, as shown in FIG. 3C, a metal layer is formed by 
depositing metal Such as TiN or W through a Sputtering 
method or the like over the whole Surface of the Substrate 2 
on which the gate insulating film 9 is formed. Further, a 
resist pattern is formed on the metal layer and RIE is carried 
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12 
out, so a gate electrode 10 of the n-channel MOSFET 3 and 
a gate electrode 100 of the p-channel MOSFET 42 are 
formed. 

Thereafter, AS is ion injected to the strained Silayer 8 
corresponding to the n-channel MOSFET 3 and the SiGe 
layer 7 as the under layer thereof by using the gate electrode 
10 as a mask. Further, high temperature short time annealing 
is carried out, So that Source/drain regions 12 are formed. 
Similarly, BF is ion injected to the SiGe layer 70, the 
strained Si layer 80, and the compressed SiGe layer 21 
corresponding to the p-channel MOSFET 41 by using the 
gate electrode 100 as a mask. Further, high temperature short 
time annealing is carried out So Source/drain regions 14 are 
formed. In the manner as described above, the Semiconduc 
tor device 102 shown in FIG. 3c is obtained. 

In the first and Second embodiments as described above, 
although the gate electrode 10 of the n-channel MOSFET 3 
and the gate electrode 100 of the p-channel MOSFET 41 or 
42 are made of TiN, W or the like, as long as a metal material 
is Such that its work function is higher than the energy 
difference between the vacuum level and the conduction 
band edge of the strained Silayer 8, and is lower than the 
energy difference between the vacuum level and the Valence 
band edge of the SiGe layer 70 or the compressed SiGe layer 
21, the other metal material can also be used. The material 
making the gate electrode 10 of the n-channel MOSFET 3 
and the gate electrode 100 of the p-channel MOSFET 41 or 
42 is not limited to the metal material, but poly Ge doped 
with a p-type impurity at a high concentration, Si-Ge, 
(y>X) or the like can also be used. 

In the first and Second embodiments, as the Structure of 
the n-channel MOSFET3 and the p-channel MOSFET 41 or 
42, the SOI MOSFET in which element separation and well 
separation is easy, is adopted, a normal bulk MOSFET may 
be naturally adopted. 
AS described above, in the Semiconductor device of the 

present invention, the same material can be used for a gate 
electrode of an n-channel field effect transistor and a gate 
electrode of a p-channel field effect transistor. Thus, accord 
ing to the present invention, threshold Voltages of both the 
n-channel field effect transistor and the p-channel field effect 
transistor can be Sufficiently lowered. 

According to the present invention, there is provided a 
Semiconductor device which includes an n-channel field 
effect transistor and a p-channel field effect transistor con 
Stituting a complementary field effect transistor and can be 
manufactured by a simplified process. 
What is claimed is: 
1. A Semiconductor device comprising: 
a Semiconductor Substrate; 
an n-channel field effect transistor formed on the Semi 

conductor Substrate; 
and a p-channel field effect transistor formed on the 

Semiconductor Substrate, the n-channel field effect tran 
Sistor and the p-channel field effect transistor consti 
tuting a complementary field effect transistor, 

wherein a gate electrode of the n-channel field effect 
transistor and a gate electrode of the p-channel field 
effect transistor are made of a same material, 

wherein a channel region of the n-channel field effect 
transistor is made of a material which contains at least 
of Si and in which an energy difference between a 
conduction band edge and a vacuum level is higher 
than that of bulk Si, and a channel region of the 
p-channel field effect transistor is made of a material 
which contains at least of Si and in which an energy 
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difference between a Valence band edge and the 
vacuum level is lower than that of bulk Si, and 

wherein a work function of the material making the gate 
electrodes is higher than the energy difference between 
the conduction band edge of the material making the 
channel region of the n-channel field effect transistor 
and the vacuum level, and is lower than the energy 
difference between the Valence band edge of the mate 
rial making the channel region of the p-channel field 
effect transistor and the vacuum level. 

2. A Semiconductor device according to claim 1, wherein 
tensile StreSS is introduced into the material making the 
channel region of the n-channel field effect transistor. 

3. A Semiconductor device according to claim 1, wherein 
compressive StreSS is introduced into the material making 
the channel region of the p-channel field effect transistor. 

4. A Semiconductor device according to claim 1, wherein 
the material making the channel region of the n-channel field 
effect transistor is strained Si. 

5. A Semiconductor device according to claim 1, wherein 
the material making the channel region of the p-channel field 
effect transistor is SiGe. 

6. A Semiconductor device according to claim 1, wherein 
the Fermi level E of the gate electrode material is (4E, 
+E)/5 or less and (E2 +4E)/5 or less, E is the valence 
band edge of the material making the channel region of the 
p-channel field effect transistor and E is the conduction 
band edge of the material making of the channel region of 
the n-channel field effect transistor. 

7. A Semiconductor device according to claim 1, wherein 
the Fermi level E of the gate electrodematerial is Substan 
tially (E2 +E)/2, E2 is the Valence band edge of the 
material making the channel region of the p-channel field 
effect transistor and E is the conduction band edge of the 
material making of the channel region of the n-channel field 
effect transistor. 

8. A Semiconductor device according to claim 1, wherein 
E of the channel material of the n-channel MOSFET is 
higher than (Eo +9E)/10 and not higher than (Eo +Eo)/2, 
Eo is the Valence band edge of the bulk Si and Elo is the 
conduction band edge of the bulk Si. 

9. A Semiconductor device according to claim 1, wherein 
E of the channel material of the p-channel MOSFET is not 
less than (E+E)/2 and less than (9E +E)/10, E is the 
Valence band edge of the bulk Si and Elo is the conduction 
band edge of the bulk Si. 

10. A Semiconductor device comprising: 
a Semiconductor Substrate; 
an n-channel field effect transistor formed on the Semi 

conductor Substrate; and 
a p-channel field effect transistor formed on the Semicon 

ductor Substrate, the n-channel field effect transistor 
and the p-channel field effect transistor constituting a 
complementary field effect transistor, 

wherein a gate electrode of the n-channel field effect 
transistor and a gate electrode of the p-channel field 
effect transistor are made of a same material, 

wherein at least a part of a channel region of the n-channel 
field effect transistor is formed in a strained Silayer, 

wherein at least a part of a channel region of the p-channel 
field effect transistor is formed in a first SiGe layer, and 

wherein a work function of the material making the gate 
electrodes is higher than an energy difference between 
a conduction band edge of the Strained Silayer and a 
Vacuum level, and is lower than an energy difference 
between a valence band edge of the first SiGe layer and 
the vacuum level. 

14 
11. A Semiconductor device according to claim 10, 

wherein the n-channel field effect transistor includes a 
Second SiGe layer which has the same composition ratio as 
the first SiGe layer and is disposed between the semicon 

5 ductor Substrate and the Strained Silayer, and tensile StreSS 
is introduced into the strained Silayer from the second SiGe 
layer. 

12. A Semiconductor device according to claim 10, 
wherein the n-channel field effect transistor includes a 

10 Second SiGe layer which has a Ge concentration higher than 
the first SiGe layer and is disposed between the semicon 
ductor Substrate and the Strained Silayer, 

the p-channel field effect transistor includes a third SiGe 
layer which has the same composition ratio as the 

15 Second SiGe layer and is disposed between the Semi 
conductor Substrate and the first SiGe layer, 

tensile StreSS is introduced into the Strained Silayer from 
the Second SiGe layer, and 

compressive StreSS is introduced into the first SiGe layer 
from the third SiGe layer. 

13. A Semiconductor device according to claim 12 
wherein the p-channel field effect transistor includes a Si 
layer between the first SiGe layer and the third SiGe layer. 

14. A Semiconductor device according to claim 12, 
wherein the first SiGe layer composes SiGe and the 
second SiGe layer composes Si-Ge, (y>x). 

15. A Semiconductor device according to claim 1, wherein 
the gate electrode is made of a material Selected from the 
group consisting of metal, doped p-type polycrystalline Ge, 
and doped p-type polycrystalline SiGe. 

16. A Semiconductor device according to claim 10, 
wherein the gate electrode is made of a material Selected 
from the group consisting of metal, doped p-type polycrys 
talline Ge, and doped p-type polycrystalline SiGe. 

17. A Semiconductor device according to claim 1, further 
comprising an insulating film between the Semiconductor 
Substrate and the complementary field effect transistor. 

18. A semiconductor device according to claim 10, further 
comprising an insulating film between the Semiconductor 
Substrate and the complementary field effect transistor. 

19. A Semiconductor device comprising: 
a Semiconductor Substrate; 
an n-channel field effect transistor formed on the Semi 

45 conductor Substrate; and 
a p-channel field effect transistor formed on the Semicon 

ductor Substrate, the n-channel field effect transistor 
and the p-channel field effect transistor constituting a 
complementary field effect transistor, 

50 wherein a gate electrode of the n-channel field effect 
transistor and a gate electrode of the p-channel field 
effect transistor are made of a same material, and 

wherein one of the n-channel field effect transistor and the 
p-channel field effect transistor includes a first Semi 

55 conductor layer in which at least a part of a channel 
region is formed, the other of the n-channel field effect 
transistor and the p-channel field effect transistor 
includes a Second Semiconductor layer in which at least 
a part of a channel region is formed and a third 

60 Semiconductor layer as its under layer, and the first 
Semiconductor layer and the third Semiconductor layer 
are made of a Same material. 

20. A semiconductor device according to claim 19, further 
comprising an insulating film between the Semiconductor 

65 Substrate and the complementary field effect transistor. 
21. A Semiconductor device according to claim 19, 

wherein a work function of the material making the gate 
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electrode is higher than an energy difference between a Valence band edge of a material making the channel region 
conduction band edge of a material making the channel of the p-channel field effect transistor and the vacuum level. 
region of the n-channel field effect transistor and a vacuum 
level, and is lower than an energy difference between a k . . . . 
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