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MULT-CHASSETHERNET LINK 
AGGREGATION 

TECHNICAL FIELD 

Embodiments of the present disclosure generally relate to 
network traffic management. 

BACKGROUND 

Service providers often seek to maximize their network 
up-time and service availability by employing link and node 
redundancy schemes. In the context of carrier Ethernet, a 
typical topology is to have an access node (for example Digi 
tal Subscriber Line Access Multiplexer (DSLAM)) or a cus 
tomer edge (CE) device “dual-homed’ meaning it is attached 
to two aggregation Switches. This topology provides port, 
link and node level redundancy for the dual-homed device 
(DHD). 

It is often desirable to prevent Layer 2 forwarding loops in 
a network using some type of mechanism, such as the Span 
ning-Tree Protocol (STP). However, in some situations, a 
DHD is either not capable of running STP or the use of STP 
does not efficiently scale. For example, if a large number of 
DHDs are connected to the same provider edge (PE) device 
pair, the use of STP may not scale efficiently. For these 
situations, it is desirable to implement a redundancy/resil 
iency mechanism that is not based on STP. Ethernet Link 
Aggregation (LAG) schemes using a Link Aggregation Con 
trol Protocol (LACP) defined in IEEE Standard 802.3-2005 is 
one such mechanism. 

Unfortunately, link aggregation using LACP as defined in 
IEEE standard 802.3-2005 only works between two back-to 
back nodes and is not an option for DHDS connected to a pair 
of aggregation Switches. 

BRIEF DESCRIPTION OF THE DRAWINGS 

So that the manner in which the above recited features of 
the present disclosure can be understood in detail, a more 
particular description of the disclosure, briefly summarized 
above, may be had by reference to embodiments, some of 
which are illustrated in the appended drawings. It is to be 
noted, however, that the appended drawings illustrate only 
typical embodiments of this disclosure and are therefore not 
to be considered limiting of its scope, for the disclosure may 
admit to other equally effective embodiments. 

FIG. 1 illustrates an example network topology in accor 
dance with Some embodiments of the present disclosure. 

FIG. 2 illustrates a flow diagram of example operations in 
accordance with some embodiments of the present disclo 
SUC. 

FIGS. 3A-3D illustrate a block diagram of example opera 
tions in accordance with some embodiments of the present 
disclosure. 

DESCRIPTION OF EXAMPLE EMBODIMENTS 
OVERVIEW 

In one embodiment a method is provided for forwarding 
traffic through a standby device in the event of an uplink 
connection failure. The method generally includes forward 
ing traffic received on a first downlink connection with a 
dual-homed device to an uplink connection with a network 
core, detecting a failure on the uplink connection with the 
network core, and in response to detecting the failure, noti 
fying a standby device of the failure and sending a message to 
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2 
the dual-homed device to trigger the dual-homed device to 
begin forwarding traffic to the network core via a second 
downlink connection with the standby device. 
One embodiment provides a network apparatus. The net 

work apparatus generally includes a downlink interface for 
establishing a downlink connection with a dual-homed 
device, an uplink interface for establishing an uplink connec 
tion with a network core to forward traffic from the dual 
homed device to the network core, and logic for detecting a 
failure on the uplink connection with the network core and, in 
response, notifying a standby device of the failure and send 
ing a message to the dual-homed device to trigger the dual 
homed device to begin forwarding traffic to the network core 
via a second downlink connection with the standby device. 
One embodiment provides a point of attachment complex. 

The point of attachment complex generally includes a first 
Switch having a downlink interface for establishing a down 
link connection with a dual-homed device, an uplink interface 
for forwarding traffic from the dual-homed device to a net 
work core, and logic for detecting a failure on the uplink 
connection with the network core and, in response, notifying 
a second Switch of the failure and sending a message to the 
dual-homed device to trigger the dual-homed device to begin 
forwarding traffic to the network core via a downlink connec 
tion with the second Switch and a second Switch having a 
downlink interface for establishing a downlink connection 
with the dual-homed device, an uplink interface for forward 
ing traffic from the dual-homed device to the network core, 
and logic configured to receive notification of the uplink 
failure from the first Switch and, in response, optionally 
enable the second switch's uplink connection to the core if 
previously disabled, as well as communicate with the dual 
homed device to enable forwarding traffic from the dual 
homed device to the network core through the second switch. 
One embodiment provides a network apparatus. The net 

work apparatus generally includes means for establishing a 
downlink connection with a dual-homed device, means for 
establishing an uplink connection with a network core to 
forward traffic from the dual-homed device to the network 
core, and means for detecting a failure on the uplink connec 
tion with the network core and, in response, notifying a 
standby device of the failure and sending a message to the 
dual-homed device to trigger the dual-homed device to begin 
forwarding traffic to the network core via a second downlink 
connection with the standby device. 
The present disclosure generally provides techniques for 

link aggregation that provide for efficient failover to a redun 
dant device in the event of an uplink failure. The techniques 
may be utilized, for example, in applications where a device 
is dual homed to a pair of aggregation Switches with uplink 
connections to a network core to provide redundancy. 
As used herein, the terms uplink and downlink are relative 

terms that describe connections between devices, but do not 
imply any particular physical location of the devices. In par 
ticular example embodiments described herein, the term 
downlink refers to a connection between adual-homed device 
and a point of access (POA) device to a network core, such as 
the Internet. The term uplink, on the other hand, generally 
refers to a connection between the POA and the network core. 
The dual-homed device is so named as it may maintain two 
(dual) downlink connections with two different POA devices 
(each having an uplink connection to the network core) for 
redundancy. 
By running a modified version of a linkaggregation control 

protocol (LACP) on the aggregation Switches, the multi-chas 
sis “complex” of aggregation Switches may appear as a single 
device to the dual-homed device. An inter-chassis control 
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channel (ICC) between the aggregation Switches allows for 
state synchronization between an active aggregation Switch 
and a standby and failover notification if an uplink or down 
link failure is detected for the active aggregation Switch, 
while preserving bandwidth. 

In some embodiments, the aggregation Switches may be 
housed in a single chassis. Accordingly, the ICC between the 
aggregation Switches may be an intra-chassis control channel 
allowing for state synchronization between the active aggre 
gation Switch and the standby Switch and failover notification 
if an uplink or downlink failure is detected for the active 
aggregation Switch. 
As a result of running a modified version of a link aggre 

gation control protocol on the aggregation Switches, a link 
between the DHD and the standby aggregation switch may be 
kept in a “hot standby' state, allowing for an efficient failover 
with reduced latency when compared with conventional 
failover processes that require a redundant link to be brought 
up. The aggregation Switch experiencing the failure may uti 
lize dynamic management of link priority or membership in a 
linkaggregation group (LAG) in a unique manner by decreas 
ing the link priority or removing a link from a LAG member 
set to trigger a failover process at the DHD. 

For example, when two LACP enabled devices negotiate a 
link, they may exchange LACP data units (LACPDU) con 
taining device setting information. During this negotiation, 
the DHD may receive LACPDUs from POA1 and POA2 on 
ports with the same port key and create a link aggregation 
group (LAG). By setting a POA complex maximum allow 
able links per group to one, however, a port for a standby POA 
device may be kept in Standby mode (e.g., by assigning a 
lower port priority value to that port than a port on an active 
POA device). If an uplink failure is detected on the active 
device, however, the active device may change its port key or 
port priority value, causing that port to be removed from the 
group or go into standby mode, making room in the group for 
the port on the standby POA. When the DHD becomes aware 
of this port priority value orport key change, it may automati 
cally failover and establishes communication with the 
standby device. 

In the following, reference is made to embodiments of the 
disclosure. However, it should be understood that the present 
disclosure is not limited to specific described embodiments. 
Instead, any combination of the following features and ele 
ments, whether related to different embodiments or not, is 
contemplated to implement and practice the techniques pre 
sented herein. Furthermore, in various embodiments, the dis 
closure provides numerous advantages over the prior art. 
However, although particular embodiments may achieve 
advantages over other possible solutions and/or over the prior 
art, whether or not a particular advantage is achieved by a 
given embodiment is not limiting of the present disclosure. 
Thus, the following aspects, features, embodiments and 
advantages are merely illustrative and are not considered 
elements or limitations of the appended claims except where 
explicitly recited in a claim(s). 

An Exemplary Network Architecture 

FIG. 1 is a block diagram depicting a network 100, in 
which embodiments of the present disclosure may be utilized. 
As illustrated, the network 100 may contain a DHD 110 (for 
example a DSLAM, CE device, or such device) for sending 
data traffic to a network (e.g., service provider) core 130 via 
a point of attachment (POA) complex 120. 

For some embodiments, the service provider core 130 may 
be a Multiprotocol Label Switching (MPLS) network that 
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4 
forwards internet protocol (IP) traffic using labels. These 
labels may instruct the routers and the switches in the service 
provider core 130 where to forward packets as they are routed 
between PE routers en route to DHDs 110 based on pre 
established IP routing information. The core network may 
also employ MPLS pseudowires to transfer Layer 2 frames en 
route to DHDS. 
The POA complex 120 may provide multiple links of a link 

aggregation group (LAG) terminate on two different PE 
nodes (i.e., PE1 and PE2). These PE nodes are commonly 
referred to as Aggregation Switches. Having multiple links of 
a LAG terminate on different PE nodes provides redundancy, 
not only across port and link failures, but also across a single 
PE node failure. 
As illustrated, PE1 and PE2 may be connected, via an 

inter-chassis control channel (ICC) 124. The ICC 124 may be 
implemented as a data bus or as a logical connection over a 
packet Switched network used to transfer commands between 
the PE devices, for example, allowing the synchronization of 
state information, notification of link (uplink and downlink) 
failures, and the like. The ICC 124 may consume much less 
bandwidth than an inter-chassis data channel which forwards 
not only control but also data traffic and is used to provide 
redundant paths in conventional multi-chassis complexes. 

Example Link Aggregation Operations 

For some embodiments, the ICC 124 may be utilized to 
perform operations that allow the PE devices within the com 
plex to implement a modified (enhanced) version of a link 
aggregation control protocol. For example, while the DHD 
may implement a standard linkaggregation protocol (such as 
LACP), the PE devices may implement an enhanced version 
of such a protocol that allows the pair of PE devices to appear 
as a single device, while still providing redundancy and effi 
cient failover, as described herein. 

FIG. 2 illustrates example operations 200 that may be 
performed to configure and enable efficient failover from an 
active PE device to a standby PE device, according to one 
embodiment, for example, in the event that the active PE 
device becomes isolated from the network core due to an 
uplink failure. The example operations 200 include configu 
ration operations 202-204 as well as operations 206-216 that 
may be performed by an active PE device to cause a failover 
to the standby PE device. 

For the following example embodiments, the operations 
200 assume that the DHD device implements a standard link 
aggregation control protocol. Such as IEEE standard 802.3- 
2005 LACP, while the PE devices on the POA complex may 
be extended such that it runs on two chassis (i.e., PE1 and 
PE2) while giving the DHD the illusion that it is connected to 
a single device. 
The configuration operations may be performed in a man 

ner that results in one of the PE devices (PE1 in this example) 
initially serving as an active device used to forward traffic 
from the DHD to the core, while the other PE device (PE2 in 
this example) initially acts as a standby device. Such a con 
figuration in which the DHD allows a LAG to have two or 
more links while the PE nodes limit a LAG to a single link 
may force one or more of the links from the DHD to the POA 
complex to enter and maintain a hot/standby operational 
state, allowing a faster failover than if the redundant link 
needed to be brought up. 
The operations begin, at 202, with the first and second PE 

nodes being configured Such that the maximum number of 
links in a linkaggregation group (LAG) is 1. At 204, the POA 
complex is configured so that PE1 is in active mode and PE2 
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is in a standby mode. For example, assuming a higher priority 
is given to PE1 downlink L1 than PE2 downlink L2, a maxi 
mum number of one link per LAG forces PE1 to be used as an 
active device and PE2 to become a standby device. 

For some embodiments, during configuration, the DHD 
may receive LACPDUs from both POA1 and POA2 over 
links L1 and L2, respectively, with the same port key identi 
fied. In response, the DHD may form a logical link by aggre 
gating these links into a link aggregation group (LAG). From 
the POA complex, however, by setting the maximum number 
of links in a group to one, only one of the POA ports may be 
allowed to join the group. In this manner, the techniques 
provided herein may utilize LACP dynamic key management 
or port priority in a unique manner that is different than its 
conventional use. For example, if an uplink failure is detected 
on the active device, the active device may change its port key 
or port priority value on the downlink to the DHD, causing 
that port to be removed from the group or causing it to go into 
standby mode, making room in the group (that was limited to 
one member) for the port on the standby device. In order to 
prompt a failover to the standby link by changing the port 
priority value of the active device, the new port priority value 
assumed by the active device should be lower than the port 
priority value configured on the standby device. When the 
DHD becomes aware of this port key or port priority change, 
it may automatically remove that port from the LAG and 
establish communication with the standby device as will be 
described in greater detail below. 

At 206, DHD and PE1 synchronize link state information 
in preparation of forwarding traffic. For example, the DHD 
and PE1 may exchange a type of control message (generally 
referred to as IN SYNC LACP messages), effectively syn 
chronizing the DHD and PE1. Once synchronized, at 208, the 
DHD begins to forward DHD traffic to the core through link 
L1 and PE1 uplinks UL1. 
The following description makes use of various operating 

states of links that may be defined by a standard. For example, 
the IEEE Standard 802.3-2005 LACP Standard defines COL 
LECTING-DISTRIBUTING, WAITING, DETACHED, and 
ATTACHED states that indicate certain types of communica 
tion may or may not be possible on a corresponding link. 

FIG. 3A illustrates this initial “steady state' operation, 
with PE1 active and PE2 in standby. As illustrated in state 
table 300A, from the DHD perspective, link L1 may be in a 
COLLECTING-DISTRIBUTING state, while L2 is in an 
ATTACHED State. From the PE device perspective, L1 is 
also in a COLLECTING-DISTRIBUTING state, however, 
L2 is in a WAITING state. As illustrated, traffic from the DHD 
is forwarded through PE1 to the core. 

During operation, at 210, a periodic “heartbeat' message 
may be sent on the ICC from PE1 to PE2. This heartbeat may 
allow synchronization of state information between PE1 and 
PE2 and allow for notification of a link failure or detection of 
PE node failure. State synchronization may also be achieved 
via an asynchronous event-triggered notification, in addition 
to or in lieu of a periodic message. As long as no failures are 
detected (at 212), these “steady-state' operations may be 
repeated. 

However, if PE1 detects an uplink failure, as illustrated in 
FIG. 3B, PE1 informs PE2 of the uplink failure, at 214. The 
notification may take the form of a trigger failover message 
328 sent along the ICC. Further, PE1 may dynamically 
change its actor port key or port priority value in response to 
an uplink failure. At 216, PE1 may send out a LACP message 
314 over L1, transmitting its OUT OF SYNC status as well 
as its new actor port key or port priority value. 
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6 
In response to receiving the trigger failover message 328, 

PE2 may activate its uplink to the core, UL2. While shown as 
sequential steps in the flow diagram of FIG. 2, for some 
embodiments, the transmission of ICC message 328 and 
LACP message 314 may happen essentially simultaneously. 
The dynamic implementation and transmission of a new actor 
port key or port priority value by PE1 excludes the PE node 
and corresponding link (i.e., L1) from the LAG or forces L1 
into a standby mode. As a result, the DHD discontinues for 
warding traffic to the core through L1 and PE1. 

Instead, the DHD may default to using the initially lower 
priority PE node (i.e., PE2) and corresponding link L2, as it is 
the highest priority node with the correct actorport key. Then, 
the DHD and PE2 may exchange INSYNC LACP messages 
316, effectively synchronizing the DHD and PE2, as illus 
trated in FIG. 3C. After synchronizing with the DHD, PE2 
becomes the active PE node and the DHD begin forwarding 
DHD traffic to the core through L2, PE2 and UL2. 

FIG. 3D illustrates the system after a failover, in a second 
steady state with PE2 as the active node. As illustrated in state 
table 300D, the DHD, looking at the POA complex 120, may 
see link L1 in a DETACHED state in which L1 is not selected 
and OUT OF SYNC. While, the DHD may see link L2 in a 
COLLECTING-DISTRIBUTING State in which L2 is 
selected and INSYNC. From the POA complex 120, looking 
at the DHD, PE1 may see link L1 in a DETACHED state in 
which L1 is not selected and OUT OF SYNC and PE2 may 
See link L2 in a COLLECTING-DISTRIBUTING State in 
which L2 is selected and INSYNC. 

It should be noted that after the DHD receives LACP mes 
sage indicating PE1 is OUT OF SYNC and has a new actor 
port key or port priority value, it discontinues forwarding 
traffic to the core through L1. However, link L1 remains 
operational at layer 1, connecting the DHD to PE1. Maintain 
ing link L1 operational at layer 1 despite the failure of UL1 
may allow a quicker transition from PE2 to PE1, for example, 
if the failure of UL1 is corrected. 

Additionally, if the active device changes the port priority 
value on L1 such that it is lower than L2, then the DHD, 
looking at the POA complex 120, may see link L1 in an 
ATTACHED state in which L1 is selected and IN SYNC. 
While, the DHD may see link L2 in a COLLECTING-DIS 
TRIBUTING state in which L2 is selected and IN SYNC. 
From the POA complex 120, looking at the DHD, PE1 may 
see link L1 in a WAITING state in which L1 is in standby 
mode and OUT OF SYNC and PE2 may see link L2 in a 
COLLECTING-DISTRIBUTING State in which L2 is 
selected and IN SYNC. 
While a relatively simple example is described above, with 

a single DHD linked to a single POA complex, the techniques 
described herein may be utilized in more complex applica 
tions. For some embodiments, more than one DHD device 
may be linked to both multiple PE nodes of a single POA 
complex. The additional DHD devices may be configured 
Such that during normal steady state operation, one PE node is 
in an active state, while another is in a standby state. 

For various reasons, such as load balancing, one PE node 
may be in an active mode with respect to one of the attached 
DHDs and in a standby mode with respect to a different DHD. 
Further, the techniques provided herein may be utilized for a 
variety of different network services. For example, the 
failover techniques may be applied for native Ethernet, Vir 
tual private LAN service (VPLS), and Virtual private wire 
service VPWS, and combinations of different services. 
While the foregoing is directed to embodiments of the 

present disclosure, other and further embodiments of the dis 
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closure may be devised without departing from the basic 
scope thereof, and the scope thereof is determined by the 
claims that follow. 
What is claimed is: 
1. A method comprising: 
configuring a maximum number of links allowed in a link 

aggregate group (LAG) on each of a network device and 
a standby network device to one; 

configuring a maximum number of links allowed in the link 
aggregate group (LAG) on a dual-homed device to at 
least two, wherein the network device provides a first 
downlink connection with the dual-homed device and 
the standby network device provides a second downlink 
connection to the dual-homed device, and wherein the 
dual-homed device associates the first and second down 
links links with the link aggregate group; 

forwarding traffic received by the network device on the 
first downlink connection with the dual-homed device to 
an uplink connection with a network core; 

detecting a failure on the uplink connection with the net 
work core; and 

in response to detecting the failure, notifying the standby 
device of the failure, through an inter-chassis control 
channel between the network device and the standby 
device and sending a message to the dual-homed device 
triggering the dual-homed device to begin forwarding 
traffic to the network core via the second downlink con 
nection between the standby device and the dual-homed 
device, wherein the inter-chassis control channel is 
physically independent of the uplink connection and the 
first and second downlink connections, wherein a state 
synchronization is performed between the network 
device and the standby device through sending a peri 
odic heartbeat message from the network device to the 
standby device over the inter-chassis control channel. 

2. The method of claim 1, further comprising, maintaining 
the first downlink connection in an active state, while prevent 
ing traffic forwarding on the first downlink connection, after 
sending the message to the dual-homed device. 

3. The method of claim 1, wherein sending the message to 
the dual-homed device comprises sending an OUT OF 
SYNC message compliant with a link aggregate control pro 
tocol (LACP). 

4. The method of claim 3, further comprising: 
changing at least one of a port key and a port priority value 

for a port used for the first downlink connection; and 
sending a message with the changed port key or port pri 

ority value to the dual-homed device. 
5. An apparatus having a network device and an standby 

device, the apparatus comprising: 
a downlink interface on the network device for establishing 

a first downlink connection with a dual-homed device, 
a downlink interface on the standby device for establishing 

a second downlink connection with the dual-homed 
device, wherein a maximum link aggregate group size 
on each of the network device and the standby device is 
setto one, wherein a maximum linkaggregate group size 
on the dual-homed device is set to at least two, and 
wherein the dual-homed device associates the first and 
second downlink connections with the link aggregate 
group; 

an uplink interface on each of the network device and the 
standby device for establishing a respective uplink con 
nection with a network core to forward traffic received 
from the dual-homed device to the network core; and 

logic for detecting a failure on the uplink connection of the 
network device with the network core and, in response, 
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8 
notifying the standby device of the failure, through a 
inter-chassis control channel and sending a message to 
the dual-homed device triggering the dual-homed 
device to begin forwarding traffic to the network core via 
the second downlink connection between the standby 
device and the dual-homed device, wherein the inter 
chassis control channel is physically independent of the 
uplink connection and the downlink connection, 
wherein a state synchronization is performed between 
the network device and the standby device through send 
ing a periodic heartbeat message from the network 
device to the standby device over the inter-chassis con 
trol channel. 

6. The apparatus of claim 5, wherein the first downlink 
connection remains in an active state, with traffic forwarding 
prevented, after sending the message to the dual-homed 
device. 

7. The apparatus of claim 5, wherein the message sent to 
the dual-homed device comprises an OUT OF SYNC mes 
sage compliant with a link aggregate control protocol 
(LACP). 

8. The apparatus of claim 7, further comprising logic for 
changing a port key orport priority value of a port used for the 
first downlink connection and sending the changed port key 
orport priority value to the dual-homed device, to trigger the 
dual-homed device to begin forwarding traffic to the network 
core via a second downlink connection with the standby 
device. 

9. An apparatus, comprising: 
a first Switch connected to a second Switch through an 

inter-chassis control channel, the first Switch compris 
ing: 

a downlink interface for establishing a downlink connec 
tion with a dual-homed device, an uplink interface for 
forwarding traffic received from the dual-homed device 
on the downlink interface to a network core via an uplink 
connection, and 

a first logic, wherein the first logic is configured to detect a 
uplink failure on the uplink connection with the network 
core, only notify the second switch of the uplink failure 
through the inter-chassis control channel, on the uplink 
connection, and sending a message to the dual-homed 
device to trigger the dual-homed device to begin for 
warding traffic to the network core via a downlink con 
nection between the second switch and the dual-homed 
device, 

wherein the second switch having a downlink interface for 
establishing a downlink connection with the dual 
homed device, an uplink interface for forwarding traffic 
from the dual-homed device to the network core, and a 
second logic, wherein the second logic is configured to 
receive notification, through the inter-chassis control 
channel, of the uplink failure from the first switch and, in 
response to receiving notification of the uplink failure 
from the first Switch, enable an uplink connection 
between the second switch and the network core if pre 
viously disabled, 

wherein the inter-chassis control channel is physically 
independent of the uplink connection and the downlink 
connection, 

wherein a state synchronization is performed between the 
first Switch and the second Switch through sending a 
periodic heartbeat message from the first switch to the 
second Switch over the inter-chassis control channel, 
and 

wherein the first and second Switches are configured Such 
that a maximum number of links in a link aggregate 
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group (LAG) is one and the dual-homed device is con 
figured such that a maximum number of links in the link 
aggregate group (LAG) is at least two. 

10. The apparatus of claim 9, wherein the downlink con 
nection of the first Switch remains in an active state, with 
traffic forwarding prevented, after the sending of the message 
to the dual-homed device. 

11. The apparatus of claim 9, wherein the message sent to 
the dual-homed device by the first switch comprises an OUT 
OF SYNC message compliant with a link aggregate control 
protocol (LACP). 

12. An apparatus having a network device and an standby 
device, the apparatus comprising: 
means for establishing a downlink connection between the 

network device and with a dual-homed device; 
means for establishing a downlink connection between the 

standby device and a dual-homed device, wherein a 
maximum link aggregate group size on each of the net 
work device and the standby device is set to one, and 
wherein a maximum link aggregate group size on the 
dual-homed device is set to at least two, and wherein the 
dual-homed device associates the first and second down 
link connections with the link aggregate group; 

means for establishing a respective uplink connection on 
each of the network device and the standby device with 
a network core to forward traffic received from the dual 
homed device to the network core; and 
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10 
means for detecting a failure on the uplink connection of 

the network device with the network core and, in 
response, notifying the standby device of the failure, 
through a inter-chassis control channel and sending a 
message to the dual-homed device triggering the dual 
homed device to begin forwarding traffic to the network 
core via the second downlink connection between the 
dual-homed device and the standby device, wherein the 
inter-chassis control channel is physically independent 
of the uplink connection and the downlink connection, 
wherein a state synchronization is performed between 
the network device and the standby device through send 
ing a periodic heartbeat message from the network 
device to the standby device over the inter-chassis con 
trol channel. 

13. The apparatus of claim 12, wherein: 
the message sent to the dual-homed device comprises an 
OUT OF SYNC message compliant with a link aggre 
gate control protocol (LACP); and 

the apparatus further comprises means for changing a port 
key or port priority value of a port used for the downlink 
connection and for sending the changed port key or port 
priority value to the dual-homed device in a message 
compliant with the LACP. 
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