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(57) ABSTRACT 

To Suppress deposition of fuel injected at an early timing on 
a wall Surface for preventing the degradation in fuel effi 
ciency and increase in the amount of harmful components in 
an exhaust gas, in a direct-injection diesel engine which 
controls the injector to cause a combustion configuration 
dominated by the compressive ignition of the premixture 
while the engine is in the premixed combustion region 
defined on a low loadside. When fuel is injected at an early 
timing to form the premixture, at least one of the pulse width 
to be inputted into the injector and the fuel pressure is or are 
adjusted according to the change in the injection timing, and 
corrected according to the intake air temperature or the 
intake pressure. If an allowable pulse width is insufficient to 
inject fuel in the amount corresponding to a target torque, 
fuel is injected in a divided manner. 
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COMBUSTION CONTROLAPPARATUS FOR A 
DESEL ENGINE 

BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention relates to a combustion con 
trol apparatus for a direct fuel injection diesel engine which 
directly injects fuel into a combustion chamber of a cylinder, 
and more particularly to early Stage fuel injection where fuel 
injection is performed at a relatively advanced crank angle 
to generate a premixed air-fuel mixture, which causes pre 
mixed compressive ignition combustion in an operational 
region defined on a lower engine load Side. 
0003 2. Description of the Related Art 
0004 Generally, a direct-injection diesel engine injects 
fuel into a combustion chamber at a high temperature and 
high preSSure near the top-dead-center of a compression 
Stroke in a cylinder So as to cause Self-ignition of the fuel. 
At this time, the fuel injected into the combustion chamber 
progresses while being split into fine droplets (atomized) by 
the collision with highly dense air, So as to form an approxi 
mately cone-shaped fuel Spray. 
0005 The fuel droplets vaporize from its surface and 
involves Surrounding air mainly at the leading edge and its 
periphery of the fuel Spray to form a mixture which starts 
combustion at the timing when the density and temperature 
of the mixture attains the condition required for ignition, i.e., 
premixed combustion. Then, the combustion shifts to diffu 
Sion combustion involving Surrounding fuel vapor and air, at 
its core the ignition or combustion which has firstly occurred 
in the above-mentioned manner. 

0006. In such combustion of a conventional diesel engine 
(herein referred to as diesel combustion), the major part of 
fuel causes the diffusion combustion following the initial 
premixed combustion. At this time, however, in the fuel 
Spray mixture which is heterogeneous in density, nitrogen 
oxide (NOx) is produced by the abrupt heat production at the 
portion where the exceSS air ratio 2 is close to 1. Moreover, 
Soot is produced by the shortage of oxygen at the portion 
where the fuel is unduly dense. 
0007. In this regard, conventionally, the recirculation of 
part of the exhaust gas to intake air, i.e., exhaust gas 
recirculation (EGR) or the boosting of fuel injection pres 
Sure are put into practice in order to reduce NOX and Soot. 
0008. During the EGR, however, the recirculation of the 
inactive exhaust gas into the intake System decreases the 
combustion temperature to SuppreSS the generation of NOX, 
but on the other hand, reduces the amount of oxygen in the 
intake air. Thus, a large amount of EGR results in the 
promotion of Soot production. In addition, the boosted fuel 
injection preSSure promotes atomization of fuel and 
increases fuel penetration to improve the fuel distribution 
and air-utilization ratio, which is capable of Suppressing the 
generation of Soot, but is likely to easily generate NOX. That 
is, because of the trade-off relationship between the reduc 
tions in NOx and soot, it is actually difficult to decrease both 
NOX and Soot simultaneously during conventional diesel 
combustion. 

0009. To address this problem, a new combustion con 
cept has been recently proposed, which Significantly and 
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concurrently reduces NOX and Soot by greatly advancing the 
fuel injection timing to attain a combustion condition in 
which the ratio of the premixed combustion is larger than 
that of the diffusion combustion. For instance, Japanese 
publication of Patent Application No. 9-158810 discloses an 
apparatus that injects fuel within a time period from the 
compression Stroke to the middle Stage of the intake Stroke 
of the cylinder. 
0010. The injected fuel is widely diffused in the combus 
tion chamber in advance and Sufficiently mixed with air to 
form a homogeneous mixture, which ignites and combusts at 
the end of the compression Stroke. 
0011. The combustion concept of the proposed example 
as above (Japanese publication of Patent Application No.9- 
158810) is called premixed compressive ignition combus 
tion. The premixed compressive ignition combustion causes 
the homogeneous and lean mixture to combust at a relatively 
lower temperature, when a Small amount of fuel is injected. 
Then, supposedly, neither NOx nor soot is produced. How 
ever, when the density of the mixture is increased by the 
additional fuel being injected, the rise in combustion tem 
perature actively produces NOx, and the premixed mixture 
occasionally ignites at an unduly early timing prior to the 
top-dead-center of the compression Stroke. Thus, the pre 
mixed compressive ignition combustion should not be per 
formed when the engine is in the middle load condition or 
higher. 

0012. As described above, even when the premixed com 
pressive ignition combustion can be performed in the low 
engine-load condition in order to reduce the NOX and Soot 
productions in the direct injection diesel engine, the con 
ventional diesel combustion should be performed reluctantly 
in the midge engine-load or high engine-load conditions. In 
this case, penetration should be So large that fuel can be 
injected in the combustion chamber at extremely high pres 
Sure near the top-dead-center of the compression Stroke of 
the cylinder and the fuel Spray can adequately progreSS in the 
dense air. 

0013 In the meantime, the fuel injection is executed at an 
early timing, for example, at the middle Stage of the com 
pression Stroke, in the premixed compressive ignition com 
bustion under low engine load condition. Then, the greater 
penetration of fuel Spray will cause a part of fuel to reach an 
inner wall surface of the cylinder in the form of droplets and 
deposit there. This causes problems. Such as degradation in 
fuel efficiency, and a great increase in unburned hydrocarbon 
(HC) emission. Furthermore, the fuel deposited on the inner 
wall Surface occasionally causes Soot production. 

SUMMARY OF THE INVENTION 

0014) An object of the present invention is to prevent fuel 
from depositing on the inner Surface of the cylinder, to avoid 
resulting degradation in fuel efficiency and an increase in the 
amount of harmful components in the exhaust gas by 
increasing control during early time fuel injection for the 
formation of the premixed mixture in light of the great 
influence of the density of the Surrounding gas on the 
penetration of fuel Spray. The combustion apparatus of the 
present invention in a direct injection diesel engine controls 
the injector to inject fuel at least in one of the intake Stroke 
or the compression Stroke, So as to attain the combustion 
configuration, i.e., the compressive ignition combustion, in 
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which the ratio of the premixed combustion is larger than 
that of the diffusion combustion in a predetermined opera 
tional condition. 

0.015 According to a first aspect of the present invention, 
the object is achieved whereby, when the fuel injection is 
performed at an early timing, i.e., during the intake Stroke or 
compression Stroke, for forming the premixed mixture, at 
least one of the time period during which the injector opens 
its valve (valve opening duration) at the early timing injec 
tion, and the injection pressure of the fuel injected by the 
injector, is adjusted at least based on the density of the gas 
in the combustion chamber, So as to prevent the penetration 
of the fuel Spray from becoming unduly Strong. 

0016. According to these and other aspects of the present 
invention, there is provided a combustion control apparatus 
for a diesel engine comprising an injector disposed So as to 
extend into a combustion chamber of a cylinder of the 
engine, and an injection control device for controlling the 
injector to inject fuel at least in one of the intake Stroke and 
the compression Stroke, So as to attain a first combustion 
State where the ratio of the premixed combustion is larger 
than that of the diffusion combustion while the engine is in 
a predetermined operational condition. 

0.017. The injection control device adjusts at least one of 
the time period during which the injector opens its valve and 
the injection pressure of the fuel injected by the injector, at 
least based on the density of the gas in the combustion 
chamber, while the engine is in the predetermined opera 
tional condition. 

0.018. As a result, while the engine is in the predeter 
mined operational region, the fuel injector which extends 
into the combustion chamber in the cylinder injects fuel at 
least in one of the intake Stroke and compression Stroke to 
attain the first combustion state where the ratio of the 
premixed combustion is larger than that of the diffusion 
combustion. That is, the fuel injected into the combustion 
chamber at the early timing, i.e., during the intake Stroke or 
compression Stroke, widely diffuses relatively over the com 
bustion chamber to form a mixture being high in homoge 
neity, which ignites and combusts when the temperature in 
the combustion chamber rises at the late Stage of the 
compression Stroke. 

0019. In such a combustion state, by properly setting the 
injection timing So that the fuel adequately widely diffuses 
and mixes with air when the amount of fuel injection is not 
So large, the density of the mixture is reduced as a whole and 
the combustion configuration with a relatively low tempera 
ture is attained, Similar to that disclosed in the proposed 
example described as above (Japanese publication of Patent 
Application No. 9-158810), thereby significantly suppress 
ing the generation of NOX and Soot due to the combustion 
of the mixture. 

0020. At that time, the injection control device controls at 
least one of the valve opening duration and the fuel injection 
preSSure of the fuel injector during the early time injection 
as above, at least according to the density of the gas in the 
combustion chamber. Preferably, at least one of the controls 
performed is that the valve opening duration of the injector 
is shortened as the density of the gas in the combustion 
chamber decreases, and the fuel pressure is lowered as the 
density of the gas in the combustion chamber decreases. 
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0021 Especially, because the penetration of fuel spray 
becomes larger for longer valve opening duration and for 
higher fuel injection pressure, and is generally inversely 
proportional to the Square root of the density of the Sur 
rounding gas, the penetration is reduced by Shortening the 
Valve opening duration or lowering the fuel injection pres 
Sure by the injector, in the case where the density of the gas 
in the combustion chamber is relatively low and thus the 
penetration is likely to increase. This prevents unduly large 
penetration of the fuel Spray to avoid the fuel deposition on 
the inner Surface of the cylinder. 
0022. More preferably, at least one of the valve opening 
duration of the injector and the fuel injection preSSure may 
be controlled So that the penetration of the fuel Spray 
injected while the fuel injector continuously open becomes 
a value within a range predetermined based on the dimen 
Sion in the radial direction of the cylinder. 
0023 That is, in general, the injector of the direct 
injection diesel engine is often arranged at a portion corre 
sponding to the Substantially central portion of the cylinder. 
Thus, in light of the distance between the central portion and 
the inner Surface of the cylinder, or the dimension in the 
radial direction of the cylinder and the direction of the travel 
of the fuel spray (the direction of the fuel injection), a value, 
being within the predetermined range by which the fuel 
Spray extends Sufficiently long without reaching the inner 
surface of the cylinder, can diffuse the fuel over the com 
bustion chamber to improve homogeneity of the mixture 
while preventing fuel deposition on the wall Surface, thereby 
favorably achieving the premixed combustion with a high 
air utilization ratio. 

0024. Further, preferably, while the engine is in the 
predetermined operational region, the injector may be pref 
erably controlled to inject fuel within the term when the 
preSSure of the gas in the combustion chamber is equal to or 
higher than a predetermined value in the compression Stroke 
of the cylinder. This is because, when the pressure of the gas 
is a predetermined value or more, and the density of the gas 
in the combustion chamber is high to a certain degree in the 
compression Stroke of the cylinder, the high pressure and 
density is likely to easily provide an adequate amount of 
penetration of the fuel Spray. 

0025. According to the above, in the low load region 
having a Small amount of fuel to be premixed, the fuel is 
preferably injected at a timing within the crank angle range 
between 90 and 30 degree prior to the top-dead-center of the 
compression Stroke in the cylinder. 

0026. This is because unduly early injection of fuel in a 
relatively Small amount provides So lean a mixture that the 
ignitability deteriorates. On the other hand, fuel injection 
after 30 degrees CA before top-dead-center of the compres 
Sion Stroke, enlarges the ratio of the diffusion combustion of 
the mixture as the injection timing is retarded, which 
increases Soot production. 
0027 According to still another aspect of the invention, 
the injection control device may preferably control the 
injector to inject fuel in a divided manner with a plurality of 
shots when the amount of the fuel injection corresponding to 
a required torque exceeds the maximum fuel injection 
amount attainable within a valve opening duration of the 
injector. 
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0028. This ensures the amount of fuel for providing the 
required torque of the engine, even when the required torque 
for the engine is relatively large and the corresponding fuel 
amount is impossible to inject during a Single valve opening 
duration. 

0029 Moreover, the valve opening duration per divided 
shot is shortened to decrease each of the penetrations of the 
respective fuel Sprays, thereby preventing the fuel from 
depositing on the wall Surface, even with a large amount of 
fuel to be Supplied per one combustion cycle of a cylinder. 
Furthermore, air Stratums are interposed between the respec 
tive fuel Sprays, hereby increasing the homogeneity of the 
mixture. 

0030 Preferably, in such a divided injection, the injection 
control device may control the injector So that the valve 
opening durations for the respective divided shots are pro 
longed for a higher retarded crank angle. 
0.031) Especially, the ascending motion of the piston 
Significantly changes the density of gas in the combustion 
chamber, Such that the density is Smaller for the advanced 
crank angle and higher for the retarded crank angle. Thus, by 
adjusting the valve opening durations corresponding to the 
respective divided shots, So as to be prolonged for the more 
advanced crank angle and shortened for the more retarded 
crank angle, the total amount of the fuel injection is 
increased while each of the penetration of the fuel Spray 
corresponding to the respective valve opening durations are 
Substantially equalized. That is, the fuel is prevented from 
depositing on the inner Surface of the cylinder with Sufficient 
amount of fuel injection, which enables the engine to attain 
the first combustion State in an enlarged operational condi 
tion up to the relatively high load operational condition. 
0.032 More preferably, a combustion control apparatus 
may further comprise an exhaust gas recirculation passage 
for recirculating part of the exhaust gas into an intake 
passage of the engine, an exhaust gas recirculation amount 
regulator valve for adjusting the amount of the recirculated 
exhaust gas through the exhaust gas recirculation passage, 
and an exhaust gas recirculation control device for control 
ling the opening of the exhaust gas recirculation amount 
regulator valve. 
0033. This is because premixture during early time fuel 
injection as described above, may possibly cause the prob 
lem of an unduly early ignition prior to the top-dead-center 
of the compression Stroke. Additionally, when the amount of 
fuel injection is relatively large, the overall density of the 
mixture rises and thus the combustion temperature 
increases, which may possibly cause the problem of 
increased NOx production. 
0034) To this, by the provision of an exhaust gas recir 
culation passage for recirculating part of the exhaust gas and 
mixing the recirculated exhaust gas with intake air (EGR), 
the ignition delay time of the mixture is prolonged to prevent 
the unduly early ignition, and moreover, the combustion 
temperature is lowered to Suppress NOX production. 

0035) In this case, it is preferable that both the exhaust 
gas recirculation amount regulator valve for adjusting the 
amount of recirculated exhaust gas through the exhaust gas 
recirculation passage, and the exhaust recirculation gas 
control device for controlling the exhaust gas recirculation 
amount regulator valve, be provided for cooperatively 
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adjusting the recirculation ratio of the exhaust gas to the 
intake air, in accordance with the engine operational condi 
tion. 

0036) This enables the ignition timing to be adjusted by 
the control of the ignition delay time through the control of 
the recirculation ratio of the exhaust gas, which achieves a 
heat generation characteristic with high heat efficiency for 
improved fuel efficiency. 
0037. Furthermore, the injection control device may be 
configured So as to control the injection timing of the 
injector according to the engine operational condition, and 
perform at least one of the controls of Shortening the valve 
opening duration of the injector as the fuel injection timing 
is advanced and lowering the fuel pressure, as the fuel 
injection timing is advanced. 
0038. That is, in general, the fuel injection timing by the 
injector shifts towards the advanced side, and more particu 
larly, the density of the gas in the combustion chamber 
rapidly changes with the ascending motion of the piston, 
with the lower density for the more advanced crank angle 
and the higher density for the more retarded crank angle. In 
other words, the penetration of the fuel Spray is likely to 
increase as the fuel injection timing is advanced, and the 
penetration of the fuel Spray is likely to decrease as the fuel 
injection timing is retarded. 
0039. In view of the above, in the present invention, 
when the fuel injection timing is advanced and thus the 
penetration of fuel Spray is likely to increase, at least one of 
the controls is or are performed in which the valve opening 
duration of the injector is shortened and the fuel pressure is 
lowered. 

0040. This prevents unduly large penetration of the fuel 
Spray, thereby avoiding the fuel deposition on the wall 
Surface. 

0041 Additionally, it is preferable that the intake air 
temperature detecting device be provided for detecting the 
intake air temperature, and the injection control device 
performs at least one of the controls of shortening the valve 
opening duration of the injector for the higher temperature 
detected by the intake air temperature detecting devic, and 
lowering the fuel pressure for the higher temperature 
detected by the intake air temperature detecting device. 
0042. Accordingly, when the increase in intake air tem 
perature decreases the density of the gas in the combustion 
chamber, the resulting increase in the penetration of the fuel 
Spray can be cancelled by the Shortening of the valve 
opening duration of the injector or the lowering of the fuel 
injection preSSure. 
0043. Additionally, it is preferable that the intake air 
preSSure detecting device be provided for detecting the 
intake air pressure, and the injection control device performs 
at least one of controls of Shortening the valve opening 
duration of the injector for the higher pressure detected by 
the intake air pressure detecting device and lowering the fuel 
preSSure for the higher pressure detected by the intake air 
preSSure detecting device. Accordingly, when the decrease in 
intake air preSSure decreases the density of the gas in the 
combustion chamber, the resulting increase in the penetra 
tion of the fuel Spray can be cancelled by Shortening the 
Valve opening duration of the injector or lowering of the fuel 
injection preSSure. 
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0044 According to another aspect of the present inven 
tion, the fuel injection control device may control the 
injector to inject fuel during the intake Stroke or during the 
compression Stroke, So as to cause a first combustion con 
figuration while the engine is in a region defined on the low 
load Side, and to inject fuel at a timing near the top-dead 
center of the compression Stroke So as to cause a Second 
combustion configuration where the ratio of the diffusion 
combustion is larger than that of the premixed combustion 
while the engine is in a region except for the region. 
0.045 Accordingly, while the engine is in the middle load 
or high load region, the conventional diesel combustion is 
performed, which ensures a Sufficient output. At the same 
time, this prevents a large amount of NOX production and 
unduly early ignition of the premixed mixture which are 
caused by the increased amount of injected fuel if the first 
combust configuration were otherwise performed during the 
middle load or high load region of the engine. 
0046. In the meantime, the diesel combustion requires a 
large amount of penetration So that the fuel can be injected 
into the combustion chamber under extremely high tempera 
ture near the top-dead-center of the compression Stroke of 
the cylinder and the resulting fuel Spray can adequately 
progreSS in highly dense air. Accordingly, the injector having 
a hole type nozzle is preferred. 
0047 According to yet another aspect of the present 
invention, in the case where the engine is equipped with a 
charging device for charging intake air, while the engine is 
on the higher load Side of the predetermined operational 
region, the injection control device controls the injector to 
inject fuel in a divided manner with a plurality of shots, and 
performs at least one of controls in which the valve opening 
duration of the injector is more prolonged than the case 
where the same number of divisions for the divided injection 
under the operational condition on the lower load Side, and 
the fuel injection pressure is greater than the case having the 
same number of divisions for the divided injection under the 
operational condition on the lower load Side. 
0.048 That is, the charging device charges air to signifi 
cantly increase the density of the gas in the combustion 
chamber. Thus, even if the fuel is injected at an early timing, 
there is a Small possibility of unduly large penetration of the 
fuel Spray. Therefore, on the high load Side, even in the 
predetermined operational region where the combustion 
configuration is dominated by the premixed combustion, 
even if the divided injection is performed, the respective 
Valve opening durations are more prolonged or the fuel 
injection pressure is increased on the high load Side which 
requires relatively high output and a large amount of fuel 
injection, than the case for the low load Side. This reduces 
the number of division of the divided injection, so that the 
variation in the amount of injected fuel per one valve 
opening operation is decreased as a whole corresponding to 
the reduced number of the valve opening operation, thereby 
Suppressing the variation in the amount of the injected fuel 
even with a large amount of fuel to be injected. 
0049 According to still another aspect of the present 
invention, there is provided a direct injection diesel engine 
which controls the injector to inject at least a part of fuel at 
an early timing (during the intake Stroke or compression 
Stroke) So as to attain the combustion State where the ratio 
of the premixed combustion is larger than that of the 
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diffusion combustion, while the engine is in a predetermined 
operational region on the low load Side, and performs 
conventional diesel combustion on the middle load or high 
loadside for example, wherein the early time injection in the 
predetermined operational region is divided into a plurality 
of shots. Accordingly, the penetration of the fuel Spray due 
to the early time injection is prevented from unduly increas 
ing, even with an injector inherently capable of providing a 
large penetration. 
0050. According to these and other aspects of the present 
invention, there is provided a combustion control apparatus 
for a diesel engine comprising a fuel injector provided with 
a hole type nozzle and disposed So as to extend into a 
combustion chamber of a cylinder of the engine, and an 
injection control device for controlling the injector to inject 
fuel at least during the intake Stroke and the compression 
Stroke, So that a first combustion configuration, where the 
ratio of premixed combustion is larger than that of a diffu 
Sion combustion is performed, while the engine is in a region 
predetermined to be on the low load Side, and to inject fuel 
at least at a timing near top-dead-center of the compression 
Stroke, So that a Second combustion configuration, where the 
ratio of diffusion combustion is larger than that of the 
premixed combustion, is performed, while the engine is in a 
region other than the predetermined region, wherein, the 
injection control device for controlling the injector injects 
fuel in a divided manner with a plurality of shots while the 
engine is in the predetermined region. 
0051. According to the constitution above, while the 
engine is in the predetermined operational region on the low 
load Side, the injector which is provided So as to extend into 
the combustion chamber of the cylinder injects fuel at the 
early timing during the intake Stroke or compression Stroke 
of the cylinder, So that the first combustion State is attained 
where the ratio of the premixed combustion is larger than 
that of the diffusion combustion. This suppresses the NOx 
and Soot production similar to the diesel engine disclosed in 
the proposed example (Japanese publication of Patent Appli 
cation No. 9-158810). 
0052 On the other hand, while the engine is in the middle 
load region or in the high load region, the injector injects 
fuel at a timing near the top-dead-center of the compression 
Stroke, So as to cause the Second combustion State, for 
example, the conventional diesel combustion, where the 
ratio of the diffusion combustion is larger than that of the 
premixed combustion, thereby ensuring an adequate amount 
of output for the engine load. 
0053. In this case, the injector with the hole type nozzle 
provides a Sufficient amount of penetration of the fuel Spray 
to sufficiently extend the fuel spray travel even in the 
combustion chamber under extremely high pressure and 
high density near the top dead center of the compression 
stroke, thereby achieving the favorable diffusion combustion 
with a high air utilization ratio. 
0054 Additionally, according to this aspect, when the 
injector injects fuel at an early timing in the predetermined 
operational region, the fuel is injected in a divided manner 
with a plurality of shots. Thus, the respective valve opening 
durations for each of the injections is shortened to reduce the 
penetration of the fuel Spray for the respective injection. 
Accordingly, fuel deposition on the wall Surface is pre 
vented, even in the case where the fuel is injected from a 
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hole type nozzle which inherently provides the fuel Spray 
which has high penetration, for the condition of low density 
of gas in the combustion chamber. 
0055. Other features, aspects, and advantages of the 
present invention will become apparent from the following 
description of the invention which refer to the accompany 
ing drawings: 

BRIEF DESCRIPTION OF THE DRAWINGS 

0056 FIG. 1 is a schematic view of the engine combus 
tion control apparatus in accordance with the preferred 
embodiments of the present invention. 
0057 FIG. 2 is an enlarged cross-sectional view of the 
Structure of the combustion chamber. 

0.058 FIG. 3 is a schematic illustration of the fuel spray 
being injected by the injector when the cylinder Stroke is 
near top-dead-center. 
0059 FIG. 4 is a graph of a map used for Switching the 
engine combustion modes. 
0060 FIGS. 5(a), (b), (c), and (d) are graphs illustrating 
the fuel injection operation of the injector. 
0061 FIG. 6 is a graph illustrating the change in heat 
generation ratio with respect to the EGR ratio. 
0062 FIGS. 7(a), (b), and (c) are graphs relationally 
showing the changes in exceSS air ratio, NOX concentration, 
and Soot concentration respectively. 
0063 FIGS. 8(a), (b), and (c) are graphs illustrating 
examples of a target torque map, an injection amount map, 
and an injection timing map respectively. 
0.064 FIG. 9 is a schematic diagram corresponding to 
FIG. 3, illustrating fuel injection at the middle stage of the 
compression Stroke. 
0065 FIG. 10 is a graph illustrating the change in the 
Valve opening duration of the injector during the compres 
Sion Stroke with respect to the fuel injection timing. 
0.066 FIG. 11 is a flowchart illustrating an example of 
the fuel control process for mainly correcting the valve 
opening duration of the injector. 
0067 FIG. 12 is a graph showing an example of a table 
correlating the basic allowable pulse width of the injector 
with the injection timing. 
0068 FIGS. 13(a) and (b) are graphs showing examples 
of tables for correcting the allowable pulse width of the 
injector, using intake air temperature, and intake air pressure 
respectively. 

0069 FIG. 14 is an illustrative time chart showing the 
relationship among the injection timing, the valve opening 
duration, and the interval of the valve closing period of the 
respective shots in divided injection. 
0070 FIG. 15 is a flowchart illustrating an example of 
the fuel control proceSS for mainly correcting the fuel 
preSSure, corresponding to FIG. 11. 
0071 FIG. 16 is a diagram showing an example of a 
table correlating the basic fuel preSSure of the injector with 
the injection timing. 
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0072 FIGS. 17(a) and (b) are diagrams showing 
examples of tables for correcting the fuel preSSure, using 
intake air temperature, and intake air preSSure, respectively. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

0073 FIG. 1 illustrates an overall configuration of a 
combustion control apparatus A for a diesel engine in 
accordance with a preferred embodiment of the present 
invention. Identified by reference numeral 1 is a diesel 
engine mounted in a vehicle. The engine 1 comprises a 
plurality of cylinders 2, only one of which is illustrated for 
convenience. A piston 3 is fitted within each cylinder 2 So as 
to reciprocate in the vertical direction, respectively. The 
piston 3 defines a combustion chamber 4 in each cylinder 2. 
At a roof portion of the combustion chamber 4, an injector 
(fuel injection valve) 5 is arranged. The tip of the injector 5 
is unitarily provided with injection nozzles 50, from which 
high preSSure fuel is directly injected into the combustion 
chamber 4. 

0074. In detail, as shown in the enlarged view of FIG. 2, 
the roof 40 of the combustion chamber 4 is substantially flat. 
0075). At the substantially central portion of the roof 40 
the injection nozzle 50 of the injector 5 extends into the 
combustion chamber by a fixed length. Surrounding the 
injection nozzle 50, four ports of intake ports 41,41 and 
exhaust ports 42, are formed. Each of the two intake ports 
41, only one of which is illustrated, are upwardly curved in 
shape, and diagonally extends from the combustion chamber 
4 to open on a side Surface of the engine 1 (shown on the 
right side in FIG. 1). The two exhaust ports 42, only one of 
which is shown, merge into one halfway along the port and 
reach the other side Surface of the engine 1 (on the left Side 
in FIG. 1). At the opening edges of the respective ports 41, 
42, which open to the combustion chamber, an intake valve 
43 and an exhaust valve 44 are correspondingly disposed for 
opening and closing the ports. 
0076 Acavity 3a is formed in a portion of the top surface 
of the piston 3 at a bottom of the combustion chamber 4. 
When fuel is injected from the injection nozzle 50 of the 
injector 5 near the top-dead-center of the cylinder 2, the fuel 
Spray collides with an inner Surface of the cavity 3a. That is, 
as schematically illustrated in FIG. 3, the injection nozzle 
50 is of a multi-hole type, in which the injection nozzle 50 
is formed with a projecting portion of a hemispherical shape 
at the tip of a nozzle body 51, and the projecting portion is 
formed with a plurality of (four to seven, for example) 
nozzle holes 52, Spaced at regular intervals around the axis. 
Within the nozzle body 51, a needle valve 53 is disposed. 
The displacement of the needle valve 53 along its axial 
direction causes fuel to be injected through the respective 
nozzle holes 52. 

0077. In this manner, fuel sprays S are dispersed from the 
nozzle holes 52 of the injection nozzle 50. The fuel spray S 
has a large enough penetration So as to Sufficiently develop 
even near the top-dead-center of the compression Stroke at 
which the gas in the combustion chamber 5 is at extremely 
high pressure and high concentration. The fuel Spray S 
dispersed from the nozzle hole 52 of the injector 5, as 
shown, reaches near the upper edge of the inner Surfaces of 
the cavity 3a, and forms the mixture as indicated by croSS 
hatching in the drawing, during the ignition delay time. 
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When the mixture ignites, an expanding air-flow of com 
bustion gas produces a tumble flow in the cavity 3a, as 
indicated by the outlined arrows. Then, the following fuel 
Sprays are involved and Successively combusted. 
0078 Referring again to FIG. 1, the injector 5 for each 
cylinder 2 is connected to a common fuel Supply pipe 6 (a 
common rail) through delivery pipes 6a, only one of which 
is illustrated in the drawings for Simplification. 
0079 The common rail 6, which is connected to a high 
preSSure Supply pump 9 through a fuel Supply pipe 8, 
accumulates fuel Supplied from the high-pressure Supply 
pump 9 at high pressure in order to Supply fuel to injectors 
5 at given timings. A fuel pressure Sensor 7 is disposed in the 
common rail 6 for detecting inside fuel pressure (common 
rail pressure). 
0080. The high-pressure pump 9 is connected to a fuel 
Supply System not shown and is operably connected to a 
crank shaft 10 through a toothed belt or other parts, for 
preSSure-feeding the high-pressure fuel to the common rail 
6. 

0081. The fuel is partially returned to the fuel supply 
System via a Solenoid valve to adjust the amount of the fuel 
to be Supplied to the common rail 6. 
0082 The opening of the Solenoid valve is controlled by 
an ECU38, which will be described further herein, based on 
the detected value of the fuel-pressure sensor 7, so that the 
fuel pressure is Set to a predetermined value corresponding 
to the operating condition of the engine 1. 
0.083. Additionally, the engine 1 is provided with a crank 
angle Sensor 11 for detecting a rotational angle of the crank 
shaft 10; a camshaft angle Sensor (not shown) for detecting 
a rotational angle of a valve-driving camshaft 12, and an 
engine coolant temperature Sensor 13 for detecting tempera 
ture of coolant. 

0084. The crank angle sensor 11, not illustrated in detail, 
comprises a detectable plate provided at the end of, the 
crankshaft and an electromagnetic pickup facing the periph 
ery of the plate. The pickup generates pulsed signals in 
response to the approach of teeth formed at regular intervals 
on the outer peripheral Surface of the detectable plate. 
0085 One side surface of the engine 1 (shown as the 
right-side Surface in FIG. 1) is, connected to an intake 
passage 16 for Supplying intake air (fresh air) filtered by an 
air cleaner 15 to the combustion chamber 4. At the down 
Stream end of the intake passage 16, a Surge tank 17 is 
disposed, from which respective passages branch out to 
communicate with the combustion chamber 4 in each cyl 
inder 2 via intake ports. The Surge tank 17 is provided with 
an intake air pressure Sensor 18 (as means for detecting an 
intake air pressure) for detecting the pressure of intake air. 
0.086. In the intake passage 16, from the upstream side to 
the downstream Side, the following components are pro 
vided in order: a hot-film type air flow sensor 19 for 
detecting the amount of intake air introduced from the 
outside into the engine 1; a blower 20 driven by a turbine 27 
(which will be described herein) for compressing intake air; 
an intercooler 21 for cooling intake air compressed by the 
blower 20; and an intake-air throttle valve 22 comprising a 
butterfly valve. A valve shaft of the throttle valve 22 is 
rotated by a stepping motor 23, So that the valve can be Set 
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to a predetermined position between a fully closed State and 
a fully open state. In the fully closed state of the valve 22, 
a clearance is left between the throttle valve 22 and an inner 
wall of the intake passage 16, through which air passes. The 
intake air temperature Sensor 24 (as means for detecting 
intake air temperature) is disposed in the intake passage 16 
between the intercooler 21 and the surge tank 17, for 
detecting intake air temperature. 
0087 Meanwhile, the opposite side of the engine 1 (the 
left-side surface in FIG. 1) is connected to an exhaust 
passage 26 for exhausting combusted gas (exhaust gas) from 
the combustion chamber 4 in each cylinder 2. 
0088. The upstream end of the exhaust passage 26 
branches out corresponding to the respective cylinderS2, to 
form exhaust manifolds in communication with the com 
bustion * chamber 4 via exhaust ports. In the exhaust 
passage 26 downstream of the exhaust manifold, from the 
upstream Side to the downstream Side, the following com 
ponents are provided in order: a turbine 27 rotated by an 
exhaust flow; and a catalyst converter 28 capable of puri 
fying harmful components (for instance, unburned HC, CO, 
NOX, carbon) in the exhaust gas. 
0089. A turbocharger 30 comprising the turbine 27 and a 
blower 20 in the intake passage 16 is of a variable geometry 
turbocharger (referred to as VGT, hereinafter), which adjusts 
a cross-sectional area (nozzle cross-sectional area) in the 
exhaust passage communicating with the turbine 27 using 
adjustable flaps 31. Each of the flaps 31 are operably 
coupled to a diaphragm 32 via link mechanisms not shown. 
The negative pressure acting on the diaphragm 32 is 
adjusted by a solenoid valve 33 for controlling the negative 
preSSure, So that the rotational positions of the flapS 31 are 
adjusted to change the nozzle cross-sectional area. It should 
be appreciated that the turbocharger is not limited to a 
variable geometry turbocharger. 

0090 An upstream end of a exhaust gas recirculation 
passage 34 (herein referred to as the EGR passage), for 
recirculating part of the exhaust gas to the intake air, is 
connected to the exhaust passage 26 on the upstream Side of 
the turbine 27 with respect to the exhaust-gas flow. The 
downstream end of the EGR passage 34 is connected to the 
intake passage 16 between the throttle Valve 22 and the Surge 
tank 17 So that part of the exhaust gas flowing out from the 
exhaust passage 26 is recirculated into the intake passage 16. 
Near the downstream end of the EGR passage 34, an exhaust 
recirculation amount regulator valve 35 (herein referred to 
as the EGR valve) is disposed, which can be controlled to 
change its opening. The EGR valve 35 is of a vacuum 
sensing type. Similar to the flaps 31 of the VGT 30, the 
negative pressure acting on a diaphragm is adjusted by a 
Solenoid valve 36, so that a cross-sectional area of the EGR 
passage 34 is linearly controlled to adjust the amount of 
exhaust-gas flow recirculated to the intake passage 16. 
0091. The injector 5, the high-pressure pump 9, the 
throttle valve 22, the VGT 30, the EGR valve 35, and the 
other parts, operate according to control Signals transmitted 
from a control unit 38 (Electronic Control Unit: referred to 
as ECU hereinafter). On the other hand, the ECU38 receives 
output Signals from the fuel preSSure Sensor 7, the crank 
angle Sensor 11, the camshaft angle Sensor, the coolant 
temperature Sensor 13, intake air pressure Sensor 18, the air 
flow Sensor 19, the intake air temperature Sensor 24, and 
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other parts. The ECU 38 further receives an output signal 
from an acceleration pedal Sensor 39 for detecting an 
accelerator pedal travel operated by a driver (accelerator 
pedal position). 
0092. The ECU38 basically controls the engine 1 in such 
a way as to determine a basic target fuel injection amount 
mainly according to the accelerator pedal position; adjust the 
fuel injection amount and an injection timing by controlling 
the operation of the injector 5; and adjust the fuel pressure, 
or the injection pressure of fuel by controlling the operation 
of the high-pressure pump. 

0093 Moreover, the ECU 38 controls the throttle valve 
22 and the EGR valve 35 to adjust the ratio of the returning 
exhaust gas into the combustion chamber 4, and controls the 
flaps31 of the VGT30 (the control for the VGT) to improve 
charging efficiency of intake air. 
0094 Particularly, as shown in the control map (combus 
tion mode map) of FIG. 4, for example, a region of a 
premixed combustion (H) is defined on the low engine load 
Side in the whole operational region in a warmed-up State of 
the engine 1. In the region, as shown in FIGS. 5(a) to (c), the 
injector 5 injects fuel within a period between the middle 
Stage and the late-stage of the compression Stroke to cause 
a Self-combustion of the mixture, after the mixture previ 
ously becomes as homogeneous as possible. 
0.095 This combustion configuration is commonly 
referred to as the premixed compressive ignition combus 
tion. Under the combustion configuration, most of the mix 
ture simultaneous ignites after the elapse of an ignition delay 
time and combusts at once, by properly adjusting the fuel 
injection timing to broadly diffuse the fuel adequately for 
attaining a mixture well-mixed with air, when the Smaller 
amount of the fuel is to be injected per one cycle of the 
cylinder. That is, the premixed compressive ignition com 
bustion is defined as the combustion state where the ratio of 
premixed combustion is larger than that of diffusion com 
bustion (first combustion state). 
0096. During the premixed compressive ignition com 
bustion, the EGR valve 35 is opened to return exhaust gas 
into the intake passage 16. Accordingly, the inactive exhaust 
gas is mixed with fresh air Supplied from the outside, and the 
resulting gas is mixed with fuel droplets and fuel vapor. This 
mixture containing the exhaust gas (carbon dioxide and 
other gas) prolongs the ignition delay time of fuel, which 
Suppresses unduly early ignition prior to the top-dead-center 
of the compression Stroke and lowers the combustion tem 
perature during the Simultaneous combustion of premixed 
mixture, thereby decreasing NOX production. 
0097 Specifically, while the engine 1 is operating in the 
premixed combustion region (H), the EGR valve 35 is 
opened relatively wide to return a considerable amount of 
exhaust gas through the EGR passage 34. At the Same time, 
the opening of the EGR valve 35 is controlled based on the 
operational condition of the engine 1 to adjust an EGR ratio 
(the ratio of the amount of recirculation gas to that of the 
flesh air in intake air). As a result, the ignition delay time of 
fuel is adjusted, thereby providing a proper timing of the 
Self-ignition. This achieves a heat generation characteristic 
of high heat efficiency, with improved fuel efficiency. 
0.098 FIG. 6 is an empirical graph showing a change in 
the heat generation characteristic with respect to the EGR 
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ratio, when the injection is performed at a predetermined 
crank angle prior to the top-dead-center of the compression 
stroke, for instance BTDC 30 degree CA., to cause the 
premixed compressive ignition combustion while the engine 
1 is in a low load condition. FIG. 6 reveals, as indicated by 
phantom lines in the drawing, that a Small EGR ratio causes 
the premixed mixture to Self-ignite on the significantly 
advanced side of the top-dead-center (TDC), which provides 
unduly early heat generation with low cycle-efficiency. In 
addition, the timing of the Self-ignition gradually shifts 
towards the advanced Side as the EGR ratio increases, and 
as indicated by Solid lines in the drawing, the EGR ratio of 
55% maximizes the heat generation at TDC, which provides 
heat generation with maximum heat efficiency. That is, 
under this empirical condition, the cycle efficiency inevita 
bly decreases to reduce fuel efficiency, with the EGR ratio 
whether lower or higher than 55%. 
0099. As described above with the optimum EGR ratio 
providing high cycle efficiency, the recirculation of a con 
siderable amount of exhaust gas decreases the amount of 
Supplied flesh air, as a result, an exceSS oxygen ratio 2 is 
approximated to one (the State of approximately Stoichio 
metric in air-fuel ratio). However, because the mixture 
includes a considerable amount of inactive exhaust gas, the 
fuel concentration and oxygen concentration are not So 
large, even with their ratio providing 2–1. Thus, it is 
believed that an abrupt increase in combustion temperature 
is avoided even if the mixture Simultaneously combusts, 
thereby producing little amount of NOX. 
0100 FIG. 7 shows changes in an excess air ratio 2 in the 
combustion chamber 4 and concentrations of NOX and Soot 
in the exhaust gas with respect to the EGR ratio in FIG. 6. 
FIG. 7(a) reveals that, under this empirical condition, the 
large exceSS air ratio 2 of approximately 2.7 is attained when 
the EGR ratio is 0%, and the increase in EGR ratio gradually 
decreases the exceSS air ratio 2, until eventually providing 
}=1 when the EGR ratio is approximately 55% to 60%. 
Additionally, FIG. 7(b) reveals that the increase in EGR 
ratio decreases the NOX concentration in exhaust gas at a 
constant rate, until NOx is hardly generated with the EGR 
ratio greater than 45%. 
0101 AS for soot production, FIG. 7(c) reveals that soot 
is hardly generated with the EGR ratio between 0 and 
approximately 30%. Then, soot concentration abruptly 
increases when the EGR ratio exceeds approximately 30%, 
but decreases again when the EGR ratio exceeds approxi 
mately 50%, until reaching approximately Zero when the 
EGR ratio exceeds approximately 55%. The relationship 
between EGR and Soot is attributed in that the Small EGR 
ratio preferably causes the conventional diesel combustion 
(the combustion in which the ratio of the diffusion combus 
tion is larger than that of the premixed combustion) to hardly 
produce Soot, and then the increased EGR ratio deteriorates 
the diesel combustion to produce the more amount of Soot; 
and the EGR ratio equal to or larger than approximately 55% 
with considerable amount of EGR gas (exhaust gas) signifi 
cantly prolongs the ignition delay time, during which the 
fresh air and the mixture are sufficiently mixed with each 
other to form Substantially homogeneous mixture, which 
produces no Soot when the combustion of the mixture 
(premixed combustion) occurs. 
0102) In contrast to the premixed compressive ignition 
combustion as describe above, in the operating condition 
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(D) except for the region (H), the conventional diesel 
combustion is caused in which the ratio of the diffusion 
combustion is larger than that of the premixed combustion, 
as shown in the control map of FIG. 4. Specifically, as 
shown in FIG. 5(d), the injector 5 injects fuel at a timing 
near the top-dead-center (TDC) of the compression Stroke So 
that the diffusion combustion of most mixture occurs fol 
lowing initial premixed combustion. The operational region 
(D) is herein referred to as the diffusion combustion region. 
In this operational region, the injection may be executed at 
other timings, than the timing near top-dead-center of the 
compression in cylinder 2. This achieves a combustion 
configuration dominated by the diffusion combustion, 
thereby providing a high engine torque output. 

0103) Moreover, the EGR valve 35 is opened to recircu 
late the exhaust gas on the low engine load Side even in the 
diffusion combustion region (D). At this time, the opening of 
the EGR valve 35 may be controlled so to be smaller than 
that in the premixed combustion region (H), and the EGR 
ratio may be controlled to decrease as the load of the engine 
1 increases in order to ensure the Supply of the fresh air to 
the cylinder 2. As a result, the exhaust gas is not Substan 
tially recirculated on the higher engine load Side in the 
diffusion combustion region (D). 
0104. The transition of the combustion configuration as 
described above is achieved by the controls of the injector 5 
and the opening of the EGR valve 35 according to the load 
and the rotational Speed of the engine 1. Both controls are 
performed based on the execution of the prescribed control 
program by the ECU 38. Referring again to FIG. 1, the ECU 
38 includes a torque calculator 38a for calculating a target 
torque of the engine 1 according to the accelerator pedal 
position and engine rotational Speed; an injection amount 
calculator 38b and an injection timing calculator 38c for 
calculating the amount and timing of fuel injection respec 
tively, mainly according to the target torque and the engine 
rotational Speed; and an injector controller 3.8d for control 
ling the injector 5 based on the calculations of the calcula 
torS. 

0105. Further, the ECU 38 includes an EGR controller 
38e (exhaust gas recirculating means) which adjusts the 
opening of the EGR valve 35 to attain a predetermined EGR 
ratio according to the operational condition of the engine 1 
and regulate the recirculation of the exhaust gas through the 
EGR passage 34. 

0106 The torque calculator 38b calculates a target torque 
in the following manner by way of example: 

0107 According to the accelerator pedal position Ace 
detected by the acceleration pedal Sensor 39 and the engine 
rotational Speed Ne determined from the output signal of the 
crank angle Sensor 11, the torque calculator 38a calculates 
the target torque Trq corresponding to the required output of 
the engine 1 with reference to a control map (target torque 
control map: refer to FIG. 8(a)) which has been empirically 
prescribed in advance. The injection amount calculator 38b 
reads a basic amount of fuel injection Qb from a control map 
(fuel injection amount map: refer to FIG. 8(b)) which has 
been empirically prescribed in advance, according to the 
target torque Trq and the engine rotational Speed Ne. The 
illustrated map in the drawing provides the larger amount of 
the basic fuel injection Qb for the larger accelerator pedal 
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position Acc and for the higher engine rotational Speed Ne, 
in both the premixed combustion region (H) and the diffu 
Sion combustion region (D). 
0108. The injection timing calculator 38c calculates a 
basic injection timing ITb (a crank angle at which the needle 
valve of the injector 5 opens) with reference to a control map 
(injection timing map: refer to FIG. 8(c)) which has been 
empirically prescribed in advance, according to the accel 
erator pedal position Acc and the engine rotational Speed Ne. 
The basic injection timing ITb, in the diffusion combustion 
region (D), is set in association with the fuel injection 
amount and the fuel pressure (the pressure in the common 
rail) So that the completion of fuel injection (a crank angle 
at which the needle valve of the fuel injector 5 closes) is at 
a predetermined timing after the top-dead-center of the 
compression Stroke and the fuel Spray preferably diffuses. In 
the premixed combustion region (H), the basic injection 
timing ITb is Set within a predetermined crank angle range 
during the compression Stroke of the cylinder 2 in associa 
tion with the amount of fuel injection and the fuel pressure, 
So that most fuel Spray combusts after Sufficiently mixing 
with air. 

0109 Specifically, the basic injection timing ITb is set so 
as to be advanced for the larger accelerator pedal position 
Acc and for the higher engine rotational Speed in both the 
premixed combustion region (H) and the diffusion combus 
tion region (D). In the premixed combustion region (H), the 
basic injection timing ITb is advanced more than that in the 
diffusion combustion region (D). For example, the timing 
ITb in the premixed combustion region is set within a range 
between 180 degree, that is the bottom-dead-center of the 
compression stroke, and 30 degree CA (a predetermined 
crank angle range). This crank angle range is properly set So 
that the fuel spray sufficiently mixes with air to form 
Substantially homogeneous mixture and the mixture is not 
unduly dilute during the range. Preferably, the crank angle 
range may be set from BTDC 90 to 30 degree CA while the 
amount of fuel injection is relatively Small. This is because 
the injection of a Small quantity of fuel at unduly early 
timing may possibly cause the degradation in ignitability 
due to the excessively dilute mixture, and, when the injec 
tion timing is set at the timing after BTDC 30 degree CA, the 
fuel Spray and air tend to insufficiently mix with each other 
and the retarded injection timing enhances the ratio of the 
diffusion combustion of the mixture, which is likely to 
produce Soot. 
0110. In the meantime, as described above, if the injector 
5 is controlled to inject fuel at an early timing, while the 
engine 1 is operating in the premixed combustion region 
(H), the fuel penetration may increase causing the fuel in 
droplets to deposit on the inner Surface of the cylinder 2, 
because the piston 3 is distant from the position at the 
top-dead-center and the density and pressure of the gas in the 
combustion chamber 4 is relatively low, as Schematically 
shown in FIG. 9. As a result, the fuel efficiency is degraded 
because of the fuel deposition, the unburned HC concentra 
tion becomes high in exhaust gas, and the deposited fuel on 
the Surface may possibly cause Soot generation. 
0111. In this regard, particularly, the fuel penetration of 
the fuel Spray Sp is generally expressed by the fuel-spray 
travel based on the Hiroyashu formula as follows: 

Sp=Spb+2.95x(APx10/pf)''x(Dnx(t-tb))' 
Spb=0.39x(2xAPx10°pf)xtb 
tb=28.65x(pfxDnx10)/(pAXAPx10)'/10 
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0112) Where A P (MPa) is the pressure difference 
between Surrounding preSSure and injection pressure; p f 
(kg/m) is the density of diesel fuel; Dnis the diameter of the 
injection bore (mm); t is the elapsed time after the start of 
fuel injection (for example 0.42 ms); and p A is the density 
of Surrounding gas. 

0113. The formula shows that the penetration of the fuel 
Spray Sprises with an increase in the pressure difference A 
P between the Surrounding pressure and the injection pres 
Sure, and is inversely proportional to the Square root of 
density of Surrounding gas p A. In addition, it is well known 
that the fuel Spray grows during a period when the injection 
5 keeps opening its valves and fuel is continuously injected 
from the injection bore, and stops growing once the injection 
bores close. In other words, the penetration of the fuel Spray 
becomes larger for the longer period during which the 
injector 5 keeps opening its valves (valve opening duration), 
i.e. for the larger width of the pulse Signal entered into the 
injector 5 (pulse width). 
0114. In accordance with the facts described above, the 
engine 1 of the preferred embodiment features that at least 
one of the valve opening duration and the injection pressure 
(that is, the fuel pressure) is or are controlled according to 
the pressure and density of the gas in the combustion 
chamber 4. So as to prevent penetration of the fuel Spray from 
unduly growing for avoiding the deposition on the inner wall 
of the cylinder 2 of the fuel injected by the injector 5 at an 
early timing. However, the unduly Small penetration of the 
fuel spray precludes the fuel from sufficiently diffusing over 
the combustion chamber 4. 

0115 Thus, for instance, it is the most preferable that the 
fuel-spray travel (the fuel. penetration Sp) of the fuel 
injected during the valve opening duration of the injector 5 
should be a value within a range determined based on a 
dimension in the radial direction of the cylinder 2. 
0116. Accordingly, with the injector 5 which arranges 
hole-type injection nozzle 50 approximately at the central 
portion of the cylinder 2, the fuel-spray travel is preferably 
Set to a Sufficiently large value within Such a predetermined 
range that prevents the fuel Spray S from reaching the inner 
Surface of the cylinder, in consideration with the distance L 
between the respective injection holes 52, of the injection 
nozzle 50 and the inner wall of cylinder 2 (the dimension in 
the radial direction of the cylinder 2), and a traveling 
direction of the fuel spray (the central axis of the fuel spray 
F), as shown in FIG. 9. Specifically, for the example shown 
in the drawing, a relationship should be fulfilled, which is 
geometrically expressed as the following formula: 

0117 where 0 is a corn angle of the multi-hole type 
injection nozzle 50, and C. is a constant Smaller than one (for 
example between 0.85 and 0.95). 
0118. This prevents the fuel from depositing on the wall 
surface while diffusing the fuel over the combustion cham 
ber 4 to improve the homogeneity in the mixture. 

0119 More particularly, the injector 5 is controlled to 
inject fuel in a one-shot manner as shown in FIG. 5(a), when 
the engine is operating in the extreme low load region with 
the amount of fuel injection calculated by the fuel injection 
amount calculator 38b being a predetermined value or less, 
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and the injector 5 injects fuel in a divided manner with a 
plurality of shots when the engine 1 is operating in the 
region, except for the region as shown in FIG. 5(b) and (c), 
in the case that the engine 1 is in the premixed compressive 
ignition combustion region (H). Thus, in the premixed 
combustion region (H) except for the extreme low engine 
load region, the injector 5 performs divided injection with a 
plurality of Shots, So that the valve opening duration of the 
injector 5 for respective division is shortened even with a 
relatively large amount of the fuel to be injected per a cycle 
of the cylinder 2. This sufficiently reduces the penetration of 
the fuel Spray for the respective injections, thereby prevent 
ing the fuel from depositing on the inner Surface of the 
cylinder 2. 

0120 AS for the number of the divisions, for instance, the 
premixed combustion region may be equally divided into 
two regions with respect to the engine load, and then, in the 
lower load region, the fuel may be injected in the one-shot 
manner as shown in FIG. 5(a), on the other hand, in the 
higher load region, the fuel may be injected in the two 
divided manner with the fuel equally divided in two as 
shown in FIG. 5(b). Alternatively, the premixed combustion 
region may be equally divided into three regions with 
respect to the engine load. In the lowest load region, the fuel 
may be injected in the one-shot manner as shown in FIG. 
5(a). In the middle load region, the fuel may be injected in 
the two-divided manner as shown in FIG. 5(b). In the 
highest load region, the fuel may be injected in the three 
divided manner as shown in FIG. 5(c). Further, the injection 
may be divided into four or more. 

0121. However, because the amount of respective fuel in 
each injection by the injector 5 includes variation, the 
increase in the number of division causes the integrated 
variation to increase correspondingly to the increased num 
ber of divisions. Therefore, the number of divisions is 
preferably Set Smaller, with the valve opening duration of the 
injector 5, described herein, being kept within an allowable 
range. 

0.122 With regard to the valve opening duration of the 
injector 5, the valve opening duration corresponds to the 
travel of the fuel spray S injected by the injector 5 (pen 
etration Sp), thus the optimum duration depends on at least 
the density p A of the gas in the combustion chamber 4. 
Specifically, the preSSure and density of the gas in the 
combustion chamber 4 abruptly rises as the piston 5 ascends 
during the compression Stroke of the cylinder 2. Accord 
ingly, the penetration of he fuel Spray tends to increase for 
the more advanced injection timing of the injector 5, and the 
penetration tends to decrease for the more retarded injection 
timing. In view of the above, it is preferable that the valve 
opening duration of the injector 5 should be shortened as the 
Starting timing of the fuel injection is advanced, and the 
duration should be prolonged as the Starting timing is 
retarded. 

0123. The graph chart shown in FIG. 10 illustrates the 
change in the maximum valve opening duration of the 
injector 5 during the compression Stroke of the cylinder 2 
(herein referred to as the allowable valve opening duration) 
with respect to the injection timing during the compression 
Stroke in the cylinder 2. The graph chart reveals that the 
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allowable valve opening duration of the injector 5, capable 
of avoiding the fuel deposition on the inner wall, is pro 
longed as the injection timing of the injector 5 (the starting 
timing of the injection) is retarded. 
0.124 Especially, the duration is abruptly prolonged as 
the injection timing is retarded, on the retard side of BTDC 
90 degree CA. 
0125 Moreover, the graph of FIG. 10 shows that the 
allowable valve opening duration depends on the fuel pres 
Sure Such that the duration is prolonged as the fuel pressure 
decreases. 

0.126 Thus, the fuel pressure may be lowered as the 
Starting timing of the fuel injection by the injector 5 is 
advanced. 

0127 However, according to the graph, the influence of 
the fuel pressure on the allowable valve opening duration of 
the injector 5 is smaller than the influence of the injection 
timing on the duration. Additionally, in consideration for the 
response in the fuel preSSure control, the valve opening 
duration for one injection is more preferably controlled by 
correcting the pulse width entered into the injector 5, than by 
correcting the fuel preSSure, for accommodating the change 
in the fuel penetration of the fuel Spray with respect to the 
injection timing. 

0128. Furthermore, the density of the gas in the combus 
tion chamber 6 also depends on the temperature and pressure 
of the intake air. Thus, for accommodating the change in the 
penetration of the fuel spray due to the above, at least one 
of the pulse width (the continuous valve opening time) 
entered into the injector 5 and the fuel pressure is preferably 
corrected. That is, the density of the gas in the combustion 
chamber 6 is lowered for the higher temperature of the 
intake air, and the density of the gas in the combustion 
chamber 6 is increased for the higher preSSure of the intake 
air, which cause the penetration of the fuel Spray to vary. 
Especially, in the engine 1 equipped with the turbocharger 
30 like the preferred embodiment of the present invention, 
the proper corrections are highly required for accommodat 
ing the great influence of the turbocharging on the pressure 
of intake air. 

0129. In view of the above, in the engine 1 of the 
preferred embodiment, at least one of the corrective controls 
should be executed as follows: 

0.130 the pulse width entered into the injector 5 is 
corrected Shorter for the higher temperature or the 
lower pressure of the intake air (charging pressure); 
and the fuel pressure is corrected lower for the higher 
temperature or the lower pressure of the intake air 
(charging pressure). Both are performed based on the 
Signals from the intake-air pressure Sensor 18 and the 
intake-air temperature Sensor 24. 

0131 These prevent the fuel deposition on the wall 
surface while ensuring the preferable diffusion of the fuel 
Spray, by compensating for the variation in density of the gas 
in the combustion chamber 6 resulting from the possible 
change in intake air temperature and the possible change in 
the charging preSSure. 

0.132. As describe above, the ECU 38 executes the pre 
Scribed control programs to perform the corrections of the 
number of divisions in the divided injection, the valve 
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opening duration, the fuel pressure of the injector 5, and 
other control according to the injection timing by the injec 
tor 5, and the temperature and the pressure of intake air. In 
other words, the ECU comprises corrective controller 38f 
(means for controlling the injection), which corrects at least 
one of the valve opening duration and the fuel pressure, 
according to at least the density of the gas in the combustion 
chamber 4. For example, the valve opening duration of the 
injector 5 is correctively shortened or the fuel pressure is 
correctively reduced, for the Smaller density of the gas. 
0133. The corrective controller 38f constitutes the injec 
tion control means in accordance with the present invention, 
in cooperation with the injection timing calculator 38c and 
the injector controller 38d. The injection control means 
injects the required amount of fuel in the divided manner 
with a plurality of shots using the injector controller 38d., 
when the amount of fuel injection Q corresponding to the 
required torque of the engine 1 is larger than the maximum 
amount of the fuel injection attainable within the allowable 
Valve opening duration of the injector 5. 
0.134. A control process of the engine 1 by the ECU 38 
will now be described in detail with reference to the flow 
chart illustrated in FIG. 11. The control process mainly 
controls the valve opening duration of the injector 5 accord 
ing to the injection timing and the temperature and preSSure 
of intake gas in the compression Stroke of the cylinder 2, 
while the engine 1 is in the premixed combustion region (H). 
0135) In FIG. 11, at step SA1 just after the start, at least 
an output signal of the fuel pressure Sensor 7, an output 
Signal of the crank angle Sensor 11, an output Signal of the 
intake air preSSure Sensor 18, an output Signal of the air flow 
Sensor 19, an output Signal of intake air temperature Sensor 
24, an output signal of the acceleration Sensor 39, and the 
other signals are inputted as data input. At the following Step 
SA2, a target engine torque Trq is determined with reference 
to the target torque map (FIG. 8(a)) based on the engine 
rotational Speed Ne calculated from the crank angle Signal 
and the accelerator pedal position Acc. Additionally, at Step 
SA2, a basic amount of fuel injection Qb is determined with 
reference to the fuel injection amount map (refer to FIG. 
8(b)) based on the target engine torque Trq and the engine 
rotational Speed Ne. 
0.136 The basic amount of fuel injection Qb is compen 
Sated based on the coolant temperature and the ambient 
preSSure to determine the amount of fuel injection Q. At Step 
SA3, similarly, the basic injection timing ITb is determined 
with reference to the injection timing map (FIG. 8(c)) based 
on the target engine torque Trq and the engine rotational 
speed Ne. 

0.137 Next, at step SA4, the combustion mode of the 
engine 1 is determined with reference to the combustion 
mode map (FIG. 4) based on the target engine torque Trq 
and the engine rotational Speed Ne. That is, if the engine 1 
is not in the premixed combustion region (H), i.e. NO at Step 
SA4, the engine 1 is judged to be in the diffusion combustion 
region (D), then the Sequence proceeds to step SA12 where 
a combustion mode dominated by the diffusion combustion 
is attained. If the engine 1 is in the premixed combustion 
region (H), i.e. YES at step SA4, a combustion mode 
dominated by the premixed combustion (the premixed com 
pression ignition combustion mode) is attained. In particu 
lar, firstly at step SA5, a basic allowable pulse width PWLb 
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corresponding to the allowable valve opening duration of the 
injector 5 is calculated. The calculation of the basic allow 
able pulse width PWLb is performed by reading a value of 
the basic allowable pulse width PWLb from the table shown 
in FIG. 12 by way of example, based on the basic injection 
timing ITb. This table empirically prescribes the proper 
allowable pulse width PWLb which accommodates the 
increase in temperature and density of the gas in the com 
bustion chamber 6 resulting from the ascending of the piston 
3 during the compression Stroke of the cylinder 2. 

0.138. Then, at steps SA6 and SA7, two corrective coef 
ficients are calculated, which are to be used for correcting 
the basic allowable pulse width PWLb with reference to 
temperature and pressure of intake air, respectively. 
0139 Especially, at step SA6, with reference to the intake 
air temperature correction table shown in FIG. 13(a), the 
intake air temperature corrective coefficient cth1 is deter 
mined, which correctively shortens the pulse width for the 
higher intake-air temperature tha and correctively prolongs 
the pulse width for the lower intake-air temperature tha. At 
the following step SA7, with reference to the intake air 
pressure correction table shown in FIG. 13(b), the intake air 
preSSure corrective coefficient cbo1 is determined, which 
correctively prolongs the pulse width for the higher intake 
air pressure bo and correctively shortens the pulse width for 
the lower intake-air pressure bo. 
0140. Then, at step SA8, the basic allowable pulse width 
PWLb corresponding to the basic injection timing ITb is 
corrected using the intake air temperature corrective coef 
ficient cth1 and the intake air pressure corrective coefficient 
cbol to determine the allowable pulse width PWL. 

0.141. The length of the basic allowable pulse width 
PWLb is corrected to compensate for the change in pen 
etration of the fuel Spray due to the changes in intake air 
temperature tha and intake air pressure bo, which provides 
the corrected value as the allowable pulse width PWL. The 
allowable pulse width PWL corresponds to the allowable 
Valve opening duration in the case that the injector 5 starts 
fuel injection according to the basic injection timing ITb (the 
maximum valve opening duration which causes the fuel 
spray not to reach the inner wall of the cylinder 2). 
0142. Then, at step SA9, the pulse width PWn required 
for injecting all of the fuel at an early timing, So as to cause 
the premixed ignition compression combustion, is calculated 
based on the amount of the fuel injection Q, the basic 
injection timing ITb, and the detected value of the fuel 
pressure (the common rail pressure). The pulse width PWn 
and the allowable pulse width PWL are then used to deter 
mine the number of the fuel injection (the number of 
division). Especially, if the required pulse width PWn is 
shorter than the allowable pulse width PWL, the number of 
the fuel injections is determined to be one. If the required 
pulse width PWn is longer than the allowable pulse width 
PWL, the pulse width PWn is divided by the allowable pulse 
width PWL. If the calculation is divisible, its quotient is 
determined as the number of the injection n. If not divisible, 
the number added one to its quotient is determined as the 
number of the injection n. 
0143 Next, at step SA10, the actual injection timing 
IT(n) (n=1, 2 . . . ) is determined based on the required pulse 
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width PWn and the number of injection n determined at step 
SA9. Especially, as schematically illustrated FIG. 14, the 
first time injection timing IT(1) is determined to the basic 
injection timing ITb. The second time injection timing IT(2) 
is determined by adding the allowable pulse width PWL and 
the predetermined injection interval INT required for the 
motion of a closing and opening of the injector 5 (for 
example 0.5 to several ms) to the basic injection timing ITb. 
That is, the Second time injection timing IT(2) is set at the 
timing after IT(1) by crank angle range corresponding to the 
sum of IT(2) and INT. If the third time or more injection is 
to be performed, the injection timings IT(3), IT(4), . . . of 
them are determined according to the Similar procedure. 
Then, at step SA11, the injector 5 performs the injections at 
the actual injection timings IT(n) (n=1, 2, . . . ) during the 
compression Stroke of each cylinder 2, and the Sequence 
returns. 

0144) While the engine 1 is operating in the premixed 
combustion region (H), the injector 5 injects fuel at an early 
timing within a predetermined crank angle during the com 
pression Stroke of the cylinder 2 So as to cause the premixed 
compressive ignition combustion. Furthermore, the valve 
opening duration of each injection operation by the injector 
5 is limited to a duration shorter than the allowable valve 
opening duration So as to prevent the fuel injected at the 
early timing from reaching the inner wall of the cylinder 2. 

0145 At that time, according to the flow chart described 
above, the allowable pulse width PWn (allowable valve 
opening duration) is set So as to correspond to the first time 
Valve opening timing of the injector, and, based on the pulse 
width PWn, the pulse width PW for the respective valve 
opening duration is Set equal to or Smaller than the allowable 
pulse width PWn. As shown in the graph chart of FIG. 10, 
however, the pressure and density of the gas in the com 
bustion chamber 4 becomes higher and thus the allowable 
Valve opening duration is prolonged as the crank angle 
retards. Thus, to accommodate this, the pulse width PW may 
be prolonged as the crank angle retards, that is, the Second 
time pulse width is longer than the first time pulse width, and 
the third time pulse width is longer than the Second time 
pulse width, for example. In this case, the pulse width PWn 
for the first injection operation may be set to the allowable 
pulse width PWn. The pulse width PWn for the second or 
more injection operations are preferably determined Sepa 
rately based on the crank angle at which the injection 
operation Starts, in the Same manner as the determination of 
the allowable pulse width PWn based on the start timing of 
the respective injection operation IT(n). 
0146 AS described above, the respective valve opening 
durations for the plurality of divided shots are set such that 
a duration is longer than the preceding duration and shorter 
than the following duration, which increases the total 
amount of the fuel injection while Substantially equalizing 
each of the penetration of the fuel Spray corresponding to the 
respective valve opening durations. 

0147 This prevents the fuel from depositing on the inner 
Surface of the cylinder 2 while ensuring the amount of fuel 
injection, thereby permitting the premixed compressive igni 
tion combustion to occur in the extended condition including 
the operational condition of relatively higher load. In addi 
tion to the adjustment of the pulse width as described above, 
the adjustment of fuel pressure may be also performed. 
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0.148. On the other hand, if step SA4 judges the diffusion 
combustion region (D), the Sequence proceeds to step SA12, 
where the injector 5 injects fuel at a timing near the 
top-dead-center of the compression Stroke of the cylinder 2 
to cause the conventional diesel combustion, then the 
Sequence returns. At this time, the injector may be controlled 
to inject fuel in the amount corresponding to the injection 
amount Q in the one-shot manner at the basic injection 
timing ITb, or alternatively, to inject fuel in the amount in 
the divided manner with a plurality of shots which starts at 
a timing on the advanced side of the basic injection timing 
ITb. In addition, a small amount of fuel may be additionally 
injected during the expansion Stroke of the cylinder 2. 
0149. In the flowchart shown in FIG. 11, each of steps 
SA5 through SA10 corresponds to the control procedure 
performed by the corrective controller 38f of the ECU 38. 
The corrective controller 38f divides the injection into a 
plurality of shots when the fuel injection amount Q for the 
target torque Trq (required torque for the engine 1) is larger 
than the amount attainable within the allowable pulse width 
PWL, and corrects the valve opening duration of the injector 
5 for the respective divided injections according to the fuel 
injection timing and the temperature and pressure of the 
intake air. 

0150. Next, an alternative fuel control procedure will be 
described with reference to the flow chart shown in FIG. 15. 

0151. This fuel control procedure mainly corrects the fuel 
preSSure according to the injection Starting timing during the 
compression Stroke of cylinder 2 and the temperature and 
preSSure of intake air, while the engine 1 is in the premixed 
combustion region (H). 
0152. In FIG. 15, at steps SB1 through SB4 just after the 

Start, the same control processes as Steps SA1 through SA4 
in the flowchart shown in FIG. 11 are performed. If step SB4 
judges that the engine 1 is not in the premixed combustion 
region (H), that is, NO is judged (that is, the engine 1 is in 
the diffusion combustion region (D)), the Sequence proceeds 
to Step. S12 described later, on the other hand, if the engine 
1 is in the premixed combustion region (H), that is, YES is 
judged, the Sequence proceeds to Step SB5 where a desired 
basic value PRAb of the fuel injection pressure by the 
injector 5 is calculated. The basic fuel pressure is preferably 
determined by reading the basic fuel pressure PRAb from a 
table illustrated in FIG. 16 by way of example, based on the 
basic injection timing ITb calculated at step SB3. This table 
empirically prescribes the proper basic fuel pressure PRAb 
which is raised with the increase in the preSSure and density 
of the gas in the combustion chamber 6 resulting from the 
ascending of the piston 3 in a predetermined range in the 
compression stroke of the cylinder 2 (BTDC 180 to 30 
degree CA in the drawing). 
0153. Then, at steps SB6 and SB7, two corrective coef 
ficients are read from tables. The corrective coefficients are 
used for correcting the basic fuel pressure PRAb according 
to the temperature and pressure of intake air. Especially, at 
step SB6, with reference to the intake air temperature 
correction table shown in FIG. 17(a), the intake air tem 
perature corrective coefficient cth2 is determined, which 
correctively lowers the fuel pressure for the higher intake-air 
temperature Tha and correctively raises the fuel pressure for 
the lower intake-air temperature Tha. At the following Step 
SB7, with reference to the intake air pressure correction 
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table shown in FIG. 17(b), the intake air pressure corrective 
coefficient cbo2 is determined, which correctively raises the 
fuel preSSure for the higher intake-air pressure Bo and 
correctively lowers the fuel pressure for the lower intake-air 
preSSure Bo. 

0154) Then, at step SB8, the basic fuel pressure PRAb 
corresponding to the basic injection timing ITb is corrected 
using the intake air temperature corrective coefficient cth2 
and the intake air pressure corrective coefficient cbo2 to 
determine a target fuel pressure PRA Serving as a target 
value for the control. 

O155 The basic target control value of fuel pressure 
(basic fuel pressure PRAb) is corrected to compensate for 
the change in penetration of the fuel Spray due to the changes 
in intake air temperature and intake air pressure, which 
provides the corrected value as the target control value. 
0156 Then, at step SB9, the pulse width PWn required 
for injecting all of the fuel at an early timing, So as to cause 
the premixed ignition compression combustion is calculated 
based on the amount of the fuel injection Q, the basic 
injection timing ITb, and the actual fuel pressure (the 
detected value of the fuel pressure). 
0157. The pulse width PWn and the predetermined pulse 
width PWm are then used to determine the number of the 
fuel injection (divisions). Especially, if the required pulse 
width PWn is shorter than the predetermined pulse width 
PWm, the number of the fuel injection divisions is deter 
mined to be one. If the required pulse width PWn is longer 
than the predetermined pulse width PWmL, the pulse width 
PWn is divided by the predetermined pulse width PWm. If 
the calculation is divisible, its quotient is determined as the 
number of the injection divisions n. If not divisible, the 
number obtained by adding one to its quotient is determined 
as the number of the injection divisions n. 
0158. The predetermined pulse width PWm corresponds 
to the predetermined valve opening duration which causes 
the fuel spray not to reach the inner wall of the cylinder 2, 
in the case that the fuel pressure is controlled on the basis of 
the table of the basic fuel pressure PRAb (refer to FIG. 16). 
0159) Next, at step SB10, the actual injection timing IT 
(n) (n=1, 2 . . . ) is determined based on the required pulse 
width PWn and the number of injection divisions in deter 
mined at step SB9, being similar to step SA10 in the flow 
chart in FIG. 11. Then, at step SB11, the injector 5 performs 
the injections at the actual injection timings IT(n) (n=1, 2, . 
..) during the compression Stroke of each cylinder 2 and the 
Sequence returns. 

0160 That is, while the engine 1 is operating in the 
premixed combustion region (H), the injector 5 injects fuel 
at an early timing during the compression Stroke of the 
cylinder 2 So as to cause the premixed compressive ignition 
combustion. Furthermore, the fuel injection pressure by the 
injector 5 is adjusted based on the injection timing and the 
temperature and pressure of intake air So as to prevent the 
fuel injected at the early timing from reaching the inner wall 
of the cylinder 2. The predetermined pulse width may not be 
a fixed value as described above. For example, because the 
preSSure and density of the gas in the combustion chamber 
4 becomes higher and thus the penetration of the fuel Spray 
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is reduced as the crank angle retards, to accommodate this, 
the pulse width PW may be shortened as the crank angle 
advances and prolonged as the crank angle retards. 

0.161. On the other hand, if step SB4 judges the diffusion 
combustion region (D), the Sequence proceeds to step SB12, 
where the basic fuel pressure PRB is read from the table 
illustrated in FIG. 16 and determined as the target fuel 
pressure, then at step SB11, the injector 5 injects fuel in a 
one-shot manner at the timing (the basic injection timing) 
ITb near the top-dead-center of the compression Stroke of 
the cylinder 2, and then, the Sequence returns. In the table 
shown in FIG. 16, for the basic fuel pressure, the basic 
pressure PRB is set to so high a pressure value that the 
required amount of fuel is injected and diffused over the 
combustion chamber 4 even with the highly pressured and 
highly dense gas in the combustion chamber 4 at a timing 
near the top-dead-center of the compression Stroke of the 
cylinder 2. 
0162 The fuel spray preferably causes the diffusion 
combustion continuously after the initial premixed combus 
tion, thereby providing high engine output for high engine 
load. 

0163. In the flowchart shown in FIG. 15, each of steps 
SB5 through SB10 corresponds to the control procedure 
performed by the corrective controller 38f of the ECU 38. 
The corrective controller 38f divides the injection into a 
plurality of shots when the fuel injection amount Q for the 
target torque Trq (required torque for the engine 1) is larger 
than the amount attainable within the predetermined pulse 
width PWm, and corrects the fuel injection pressure of the 
injector 5 for the respective divided shots according to the 
fuel injection timing and the temperature and pressure of the 
intake air. 

0164. Therefore, in accordance with the combustion con 
trol apparatus for a diesel engine according to one embodi 
ment of the present invention, when the engine 1 is in the 
premixed combustion region (H) on lower load side, the 
EGR valve 35 is opened to recirculate the relatively con 
siderable amount of exhaust gas into the intake passage 16, 
and the injector 5 disposed So as to extend into the com 
bustion chamber 4 of the cylinder 2 and Start injecting fuel 
within the predetermined crank angle range (BTDC 180 to 
30 degree CA) during the compression stroke of the cylinder 
2, and then the injected fuel is widely diffused over the 
combustion chamber 4 to sufficiently mix with intake air 
(including fresh air and recirculated exhaust gas), thereby 
forming highly homogeneous fuel mixture. 

0.165. In the mixture, the oxidization in relatively low 
temperature (that is, cool flame) progresses at the portion 
with the high density of fuel Vapor and oxygen. In this case, 
however, the density of fuel and oxygen is low as a whole 
because the considerable amount of exhaust gas (carbon 
dioxide and the other gas), being larger than air (that is, 
nitrogen, oxygen and the other) in heat capacity, is included 
in the mixture. Further, the heat of reaction in cool flame is 
absorbed by carbon dioxide being large in heat capacity, So 
that the shift to the high temperature oxidization (that is, 
ignition) is prevented, which prolongs the ignition delay 
time. 

0166 When the cylinder 2 approaches the top-dead 
center of the compression Stroke, and the gas temperature in 
the combustion chamber 4 further rises and the density of the 
fuel and oxygen Sufficiently increases, the mixture Simulta 
neously ignites and combusts. 
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0.167 At this time, because the fuel vapor, air, and 
recirculated exhaust gas in the mixture have Sufficiently 
mixed with one another, especially, cool flame reaction has 
proceeded at the portion of fuel high in density, there is 
hardly any portion of fuel which is unduly high in density in 
the mixture, which prevents Soot generation. 

0168 Moreover, because the distribution of the fuel 
Vapor is homogeneous in the mixture as described above and 
a considerable amount of carbon dioxide and other gas are 
homogeneously diffused, abrupt heat generation is pre 
vented from occurring locally in the mixture in Spite of the 
simultaneous combustion of the mixture. Moreover, the 
combustion heat is absorbed by Surrounding carbon dioxide, 
which Suppresses the rise in combustion temperature, 
thereby Significantly reducing NOX generation. 

0169. Further, in the embodiment of the present inven 
tion, when the injector 5 injects fuel during the compression 
Stroke of the cylinder 2 as described above, at least one of 
the valve opening duration and the injection preSSure by 
injector 5 is controlled according to the density or preSSure 
of the gas in the combustion chamber 4, Such that the valve 
opening duration of the injector 5 is shortened or the fuel 
preSSure is lowered as the density of the gas in the combus 
tion chamber 4 decreases, and, if required, fuel injection is 
performed in the divided manner with a plurality of shots. 
0170 This prevents the fuel spray from reaching the 
inner Surface of the cylinder, which avoids the degradation 
in fuel efficiency and the increase in the amount of harmful 
components in exhaust gas due to the fuel deposition on the 
wall surface, even when the hole-nozzle type injector 5 for 
generating the fuel Spray being relatively large in fuel 
penetration is used and Starts injecting fuel into the gas with 
relative low pressure and low density in the combustion 
chamber 4. 

0171 It should be appreciated that the invention is not 
limited to the embodiments as described above. For 
example, in the forgoing embodiments, while the engine 1 is 
operating at least on the high load Side in the premixed 
combustion region (H), the divided injection may be per 
formed with longer Valve opening duration of the injector 5 
or higher fuel pressure than the case with the Same number 
of division in the divided injection under the operational 
condition on the lower load Side. 

0172 This provides for a relatively small number of 
divisions in the divided injection at least on the high load 
Side in the premixed combustion region (H), which reduces 
the integrated variations in the amount of fuel injected 
during the fuel injection operation corresponding to the 
reduced number of the divisions, thereby reducing the 
variations in the total fuel amount even with the large 
amount of fuel to be injected. 
0173 Additionally, the injector 5 may inject fuel in the 
divided manner with two or more shots, whenever the 
engine 1 is in the premixed combustion region (H), So as to 
prevent the fuel injected at an early timing from depositing 
on the wall Surface. 

0.174 Further, although in the foregoing embodiments, 
the injector 5 starts injecting fuel within the predetermined 
crank angle range during the compression Stroke of the 
cylinder 2 to cause the premixed compression ignition 
combustion, the invention is not limited to this configura 
tion. For example, the fuel injection may start at the intake 
stroke of the cylinder 2. 
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0175 Moreover, in the forgoing embodiments, although 
the engine 1 is equipped with the turbocharger 30, the 
invention may be applied to a diesel engine with mechani 
cally driven Supercharger, or a diesel engine without a 
charging device. 
0176). As described above, according to the combustion 
control apparatus for the diesel engine in accordance with 
the embodiment of the invention, there is provided a direct 
injection diesel engine which controls the injector to inject 
fuel at the early timing at least in one of the intake Stroke and 
the compression Stroke of the cylinder So as to cause the 
combustion in which the ratio of the premixed combustion 
is larger than that of the diffusion combustion in a prede 
termined operational condition, wherein, at least one of the 
period during which the injector opens its valve (valve 
opening duration) at the early timing injection, and the 
injection pressure of the fuel injected by the injector, is 
adjusted at least based on the density of the gas in the 
combustion chamber So as to prevent the penetration of the 
fuel Spray from becoming unduly Strong. Accordingly, the 
fuel deposition on the inner wall of the cylinder is prevented, 
avoiding the degradation in fuel efficiency and the increase 
in the amount of harmful components in exhaust gas. 
0177. Furthermore, the control apparatus controls the 
engine to attain the first combustion State in which the ratio 
of the premixed combustion is larger than that of the 
diffusion combustion in a predetermined operational region 
on the low load Side, and the Second combustion configu 
ration in which the ratio of the diffusion combustion is larger 
than that of the premixed combustion in the region except 
for the predetermined operational region, wherein, the early 
injection in the predetermined operational region is per 
formed in the divided manner into a plurality of shots. 
Accordingly, the fuel injected at the early timing is pre 
vented from depositing on the wall Surface, even with the 
hole type nozzle which inherently provides large penetration 
of fuel Spray. 
0.178 Although the present invention has been described 
in relation to particular embodiments thereof, many other 
variations and modifications and other uses will become 
apparent to those skilled in the art. It is preferred therefore, 
that the present invention be limited not by the specific 
disclosure herein, but only by the appended claims. 

What is claimed is: 

1. A combustion control apparatus for a diesel engine 
comprising: 

an injector disposed So as to extend into a combustion 
chamber of a cylinder of the engine, and 

an injection control means for controlling the injector to 
inject fuel at least during one of the intake Stroke and 
compression Stroke, So as to attain a first combustion 
State where the ratio of a premixed combustion is larger 
than that of a diffusion combustion, while the engine is 
in a predetermined operational condition, wherein, 

Said injection control means adjusts at least one of a 
period during which the injector opens its valve and 
the injection pressure of the fuel injected by the 
injector, at least based on the density of the gas in the 
combustion chamber, while the engine is in the 
predetermined operational condition. 
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2. A combustion control apparatus for a diesel engine as 
defined in claim 1, wherein, 

Said injection control means performs at least one of the 
controls of Shortening the valve opening duration for a 
higher density of the gas in the combustion chamber, 
and lowering the injection pressure of fuel for the 
higher density of the gas in the combustion chamber. 

3. A combustion control apparatus for a diesel engine as 
defined in claim 1, wherein, 

Said injection control means controls at least one of the 
Valve opening duration of the injector and the fuel 
injection preSSure, So that penetration of fuel Spray 
injected into the combustion chamber while the injector 
is continuously open becomes a value within a range 
predetermined based on the dimension in a radial 
direction of the cylinder. 

4. A combustion control apparatus for a diesel engine as 
defined in claim 1, wherein, 

Said injection control means controls the injector to inject 
fuel within timings when the pressure of the gas in the 
combustion chamber is equal to or higher than a 
predetermined value during the compression Stroke of 
the cylinder while the engine is in the predetermined 
operational region. 

5. A combustion control apparatus for a diesel engine as 
defined in claim 1, wherein, 

Said injection control means controls the injector to inject 
fuel in a divided manner with a plurality of shots, when 
an amount of the fuel injection corresponding to a 
required torque exceeds a maximum fuel injection 
amount attainable within a valve opening duration of 
the injector. 

6. A combustion control apparatus for a diesel engine as 
defined in claim 5, wherein 

Said injection control means controls the injector So that 
the valve opening durations for the respective divided 
shots are prolonged for a more retarded crank angle. 

7. A combustion control apparatus for a diesel engine as 
defined in claim 1, further comprising, 

an exhaust gas recirculation passage for recirculating a 
part of exhaust gas into an intake passage of the engine, 

an exhaust gas recirculation amount regulator valve for 
adjusting the amount of the recirculated exhaust gas 
through the exhaust gas recirculation passage, and an 
exhaust gas recirculation control means for controlling 
the opening of the exhaust gas recirculation amount 
regulator valve. 

8. A combustion control apparatus for a diesel engine as 
claimed in claim 1, wherein, 

Said injection control means controls the injection timing 
of the injector according to the predetermined engine 
operational condition, and performs at least one of the 
controls of Shortening the valve opening duration of the 
injector as the fuel injection timing is advanced, and 
lowering the injection pressure as the fuel injection 
timing is advanced. 

9. A combustion control apparatus for a diesel engine as 
claimed in claim 1, further comprising, 

an intake air temperature detecting means for detecting 
intake air temperature, wherein, 

Said injection control means performs at least one of the 
controls of Shortening the valve opening duration of the 
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injector for a higher temperature detected by the intake 
air temperature detecting means and lowering injection 
preSSure for the higher temperature detected by the 
intake air temperature detecting means. 

15 
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the low load Side, and to inject fuel at least at a timing 
near top-dead-center of the compression Stroke So that 
a Second combustion configuration, where the ratio of 
diffusion combustion is larger than that of premixed 

10. A combustion control apparatus for a diesel engine as 
claimed in claim 1, further comprising, 

combustion, is performed while the engine is in a 
Second region other than the first predetermined region, 
herei an intake air pressure detecting means for detecting the WhereIn, 

preSSure of intake air, wherein, Said injection control means controls the injector to 
inject fuel in a divided manner with a plurality of 

Said fuel injection control means performs at least one of shots while the engine is in the first predetermined 
the controls of Shortening the valve opening duration 
for a lower preSSure detected by the intake air pressure region. 15. A combustion control apparatus for a diesel engine detecting means, and lowering the injection pressure comprising: 
for the lower preSSure detected by the intake air pres 
Sure detecting means. 

11. A combustion control apparatus for a diesel engine as 
claimed in claim 1, wherein, 

an injector disposed So as to extend into a combustion 
chamber of a cylinder of the engine; 

an exhaust gas recirculation passage for recirculating a 
Said fuel injection control means controls the injector to part of exhaust gas into an intake passage of the engine; 

inject fuel during the intake Stroke or during the com 
pression Stroke, So as to cause the first combustion 
configuration while the engine is in a first region 
defined on the low load Side, and to inject fuel at a 
timing near the top-dead-center of the compression 
Stroke, So as to cause a Second combustion configura 
tion, where the ratio of the diffusion combustion is 
larger than that of the premixed combustion while the 
engine is in a Second region different than the first 
region. 

12. A combustion control apparatus for a diesel engine as 
claimed in claim 11, wherein, 

an exhaust gas recirculation amount regulator valve for 
adjusting the amount of exhaust gas recirculated 
through the exhaust gas recirculation passage; 

exhaust gas recirculation control means for controlling the 
opening of the exhaust gas recirculation amount regul 
lator valve; and 

injection control means for controlling the injector to 
inject fuel at least during one of the intake Stroke and 
compression Stroke, while the engine is in a predeter 
mined operational condition, where the exhaust gas 
recirculation control means adjusts the exhaust gas 
recirculation amount regulator valve So that the exhaust 
gas recirculation ratio is equal to 50% or more wherein, 

Said injector is provided with a hole-type nozzle. 
13. A combustion control apparatus for a diesel engine as 

claimed in claim 11, wherein, Said injection control means controls the injector to 
inject fuel in a divided manner with a plurality of 
shots, and adjusts at least one of the number of Shots 
provided in Said divided manner and the injection 
preSSure of the fuel injected by the injector, at least 
based on the density of the gas in the combustion 
chamber, while the engine is in the predetermined 
operational condition. 

16. A combustion control apparatus for a diesel engine 
comprising: 

the engine is equipped with a charging device for charging 
intake air, and 

Said injection control means controls the injector to inject 
fuel in a divided manner with a plurality of divided 
shots while the engine is in a higher engine load Side 
defined on the first predetermined operational condition 
region, and performs at least one of controls wherein 
the valve opening duration is more prolonged than that 
having the same number of divisions in the divided 
injection under the operational condition on the lower 
load Side; and the injection pressure is larger than that 
having the same number of divisions in the divided 
injection under the operational condition on the lower 

an injector disposed So as to project into a combustion 
chamber of a cylinder; and 

an injection controller which controls the injector to inject 
fuel during at least one of the intake Stroke and com load Side. 

14. A combustion control apparatus for a diesel engine preSSIon stroke, so as to attain a first combustion State 
comprising where the ratio of a premixed combustion is larger than 

that of a diffusion combustion while the engine is in a 
a fuel injector provided with a hole type nozzle and predetermined operational condition, wherein, 

disposed So as to extend into a combustion chamber of Said injection controller adjusts at least one of the 
a cylinder of the engine, and 

injection control means for controlling the injector to 
inject fuel at least during the intake Stroke and in the 
compression Stroke, So that a first combustion configu 
ration, where the ratio of a premixed combustion is 
larger than that of a diffusion combustion, is performed 
while the engine is in a first region predetermined on 

period during which the injector opens its valve and 
the injection pressure of the fuel injected by the 
injector, at least based on the density of the gas in the 
combustion chamber, while the engine is in the 
predetermined operational condition. 
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