a9y United States

US 20070215950A1

a2y Patent Application Publication o) Pub. No.: US 2007/0215950 A1

Aoyama (43) Pub. Date: Sep. 20, 2007
(54) SEMICONDUCTOR DEVICE AND (52) U8 CL s seinceieceieseesies 257/369
MANUFACTURING METHOD THEREOF
(76) Inventor: Tomonori Aoyama, Yokohama-Shi (JP)
Correspondence Address: 7 ABSTRACT
FINNEGAN, HENDERSON, FARABOW,
GARRETT & DUNNER A manufacturing method of a semiconductor device accord-
LLP ing t bodiment of this invention, includes: formi
901 NEW YORK AVENUE, NW ing to an embodiment of this invention, includes: forming a
WASHINGTON, DC 20001-4413 (US) gate dielectric film on a substrate and forming a gate
electrode layer for a P-type FET on the gate dielectric film,
(21) Appl. No.: 11/723,226 ranging from a P-type FET region to a N-type FET region;
221 Filed: Mar. 19. 2007 in the P-type FET region and the N-type FET region,
(22) Filed: ar- 2% processing the gate electrode layer for the P-type FET, to
(30) Foreign Application Priority Data form a gate electrode for the P-type FET in the P-type FET
region, and to form a dummy gate electrode in the N-type
Mar. 20, 2006 (JP) ...................................... 2006-077525 FET region; and in the N_type FET region, forming a trench
.. . . by removing the dummy gate electrode on the gate dielectric
Publication Classification film, and forming a gate electrode for the N-type FET on the
(51) Int. CL gate dielectric film by burying a gate electrode material in
HOIL 29/94 (2006.01) the trench.
104 103
e S TAAR TAaR
132 10<1A 132 103B 103A 132
% WA NI
N Ny \ W
T T A
122—~Ff w N N, P )f—’ P P
P N S
123 123 3 ) \ 113 113 ) 112
131 122 1054 1028 ‘22131 112 qp2a1028 12 131
( 102 102 (
121 \ 111

101

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 1 of 48 US 2007/0215950 A1

5
g N
N /I g
N —] 4
— -
—_
L— M
N - —
\._.‘/ \
] N —
[N
/ ;
™M
< /A/ M
. S A T T T N
o S TG
o< N = "\
- |m <(°
(30) 27> \\N
\"— A —
[ ~—
"
Mo o
—
—_

132
\
% \
1321
AN
{
)
101
FIG. T

¢ N
7
N
/z -—
7
Y/ ™M N
7/ N
2777 - O\
< < 7777 o ™
S13—"] N > <«(S
. N ES\—»—\g
7, V] I,
/i N
] N
Z\/-—N
Y -
L —~ ()
& - gy
o / — e
o — [
— <
& 7/

122—1

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 2 of 48 US 2007/0215950 A1

7
— V]
O—
N [/
]
—- N
) ~—
= ;\\
7
g
4
9
g
g
g
4
/]
g
]
]
]
]
]
]
g
g
g
/ <
4
_ \\\ - N
-— —
LL

SOOI V

131
\\\\\\\‘%
7

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 3 of 48 US 2007/0215950 A1

-~ ©
)
N /A
/
S
. N
4 a8
. )| N
> S
// -
’
. /

i
S
///

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 4 of 48

AN

N

~

|
\ W

N

|
1

—_—

4

/
—_—

V]
e

%
—_— 7
—

N
—_

/

/

%

)
|

—1+—101

US 2007/0215950 A1

FIG.2C

UMC 1005
UMC v. AICP



US 2007/0215950 A1

dc 9ol4d

LOL

\.—/A\

UMC 1005
UMC v. AICP

\ s
B \ __||||l|||lllllllllllll||||l||..|l|_ \\\
& LLLLLLLLL L L L L L L L LY & 2Ll

Patent Application Publication Sep. 20,2007 Sheet 5 of 48




US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 6 of 48

ErAIIE

\ 7722727 77777777777777777,

Q

\.‘\\\\\\\\\\\\\\\\

L0244, \\\\\\\\\\\\\\\\\\\\\\\\_\

LAl LS

L L L L VA AAAAVe A

\\\\\ \\\.\

L L L L

m <NOF m_No_

YEOL ge0L,
€01

_
|
IIIIIIIIIIIIIIIIIIIIIIIIIIIII ~
N
AY
\
\
N
~

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 7 of 48

o 7

L LLLY LIPSl I L.

S J ............. + zor !
202 ,/mop

o

AN

UMC 1005
UMC v. AICP



US 2007/0215950 A1

9¢ 9l

LOL

~

2ol
‘vzolL gzol’
N d

Patent Application Publication Sep. 20,2007 Sheet 8 of 48

UMC 1005
UMC v. AICP

N

N—~—2Z02Z NN
T W
VEOL_8E0L, 501
€01 901




HZ Ol

US 2007/0215950 A1

=

7
7

Patent Application Publication Sep. 20,2007 Sheet 9 of 48
—
<T <
N\
N
SN i

UMC 1005
UMC v. AICP



US 2007/0215950 A1

1€ "Ol4

LOL

\_/—\

UMC 1005
UMC v. AICP

7 e \
L \\& SR AL \\\ —

4
%
D
=
1
7

Patent Application Publication Sep. 20,2007 Sheet 10 of 48

) ) )

144 144! 144"

///

=
7



Patent Application Publication Sep. 20,2007 Sheet 11 of 48 US 2007/0215950 A1

145

. 132

7

L Ll Ll

NFFFFNNN N AW
1 =
p—

AN AN
D

145
1
/f
|
101
FIG.2J

V4
Ve

132
(

N

N

A VAN

- 2
<
2 3
w2 TR —| o
o< \‘\§ o Co>O
— ] —
o > N
= , / -
AN

145
/

1?2
0777
AN

AN

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 12 of 48 US 2007/0215950 A1

DN
%

N
%/ i
jj
|
101
FIG. 2K

<\
72/ S
< 111\1\ (=) ~
(4p] —
O <8 — 1N a 7O
S
Y/
/ / —/
/Z
1
1
W
N
/
;Z
N

UMC 1005
UMC v. AICP



US 2007/0215950 A1

1¢ "Ol4d

—

UMC 1005
UMC v. AICP

Z I — 7
émi\ 7/ D« o< /QE,\&.“ N it ,,,z,,_,\ %/

v
/!

7,
7

II\II

L LLLL

gL e LL

Patent Application Publication Sep. 20,2007 Sheet 13 of 48

1S )
W20l 820l

201




N

Sep. 20, 2007 Sheet 14 of 48 US 2007/0215950 A1

//////

A S YAN
N
\\ \1”

N A\

7

/
\\\\\\\\\\%\\\\\\\\\\\\\\

2

Publication

Patent Application




US 2007/0215950 A1

NS "9Ol4

Patent Application Publication Sep. 20,2007 Sheet 15 of 48

7 7 —— S 7
d \ d JIN o R d \ 1 N N | N
NSNS NNN k NS N NN SN\ h Y NN NN NN \\//.-///// AN B IN NSNS AN &///////

N N

7,
\

N
N
V,
N

UMC 1005
UMC v. AICP




Patent Application Publication Sep. 20,2007 Sheet 16 of 48

/n:/_\‘(:l
N —

99
— N —_
\ M
\\\ - \_—/\:
N -
/ ) -
™M
(< —
o I 4 N
M |- ©
~ |m AN = «(©
m./ Illl;l\\\N -
= / ™2
- / - 4
a N
—
N \% 4 —5
O~ & —— -
4 N —
z ™
// -
7/ N
FTIZZZA - O\
o ¢\/‘ ’/CL—'_>O
o
- 12 §\,\< —
N
Y/ m =
74 —)
N
=z N
‘ R
\ —
|_—~ ()

N - —
oM ~— A ks
— N=Z

& A//\

N

N

US 2007/0215950 A1

FIG. 3

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 17 of 48 US 2007/0215950 A1

201
\\\S\\\\‘

SOMSOSONNANNONNANNANNANNNN \\\\\\\\\\% [

1?1

y

7

(

b
FIG. 4A

N\

1?1

SUONNUOSNNANNNANNANANNNNNANNNNNNNN

31
K
7

1
SIONNNNNN 7

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 18 of 48

dv 'Ol

LOL—~—

N S N 4

7 \
NN NNNNY &//// AN SUONONONNANNOSANNANNANNNANNNYS //////////////////////////// \ SUOVNNNNY

[ R B b

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 19 of 48 US 2007/0215950 A1

13
_am
%%\\\

Ny .
N
. A | s
, n
— 2Q
— N
é

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 20 of 48

dv ‘Ol

LO1

\—/—\

o

e I g

7722727772772 7,

LI LLLLLLIL LI L L LAY A /

m YeoL_gzol,

e m—

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 21 of 48

d¥ 'Ol4d

LO1L

ANANANANAN DN NN N NN N N A NN

m vwwm .......... i
vZ0lL §z0L, V J Ay

. . vEOL g£01

€0l .

UMC 1005
UMC v. AICP



US 2007/0215950 A1

47 'Ol 4

LOL

f

/
N % d
............................... “v\ T 77
7 r ! 7
| \ “ W7
7 77777777 7777227777277 2777, )
0\ 2L, \\1\\\\\\\\\\\\\\\\\\\\\\._\ L2l 222202272

Patent Application Publication Sep. 20,2007 Sheet 22 of 48

S
—
S 3

5/\
/
(<
- 8‘____}__
=
o)
N_-
2
%

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 23 of 48

O Ol

=

|
201
Vzol azol %
N
x
Z

YEOL SEDL, "S01
€0l

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 24 of 48

LLL

H¥ "Ol4

LOL

N

T

zl
Nf: el ey €1l
7
M7
NS.“ /ﬂ
o N\
! NN

! 2zl
ezt , gzl 2zl
Ao o\
“ ) ‘N N N'
| m NN m
| ! \ m
| | ”/// “
- m NN ]
Ir// ////
™G0l g0l

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 25 of 48 US 2007/0215950 A1

1 Z§4
\\\‘P(\\\

%
%

77
N

P,

L L LLL L

NN
1 Z§4 E
4 NN NCA NN\ \\\
=
7

|
101
FIG. 41

1£§4

NN
N
SN
P

L

§

1 £§4
\\\‘R\\Y

7

4
\\\S\\\
N

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 26 of 48

ry Ol4

1O0L

\/-\

2ol
‘'vzolL gzol

7 7 %
&\\ a UMW, S \%\ N u:m : &\X
/////// //// ANL W\ Y ANV AR \ SN NN AT AN /////// ///////

/

47////////// N

7[ V4
V4
& yoe4

AR

AR \§

Zel cel

, mw—
Nmp

YEOL 8E0L,
€01

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 27 of 48

A 9Ol

101

20l
'vzolL geol’
N i d

% %
\\\f D S oy QU \ 7/

~

N
WORIA SN NN NN SANNSANATIS AN N & N /d///
NN ZZZZN N N N
/1 S NIN /
AN
11// N

J YEOL,
€

LEZ

UMC 1005
UMC v. AICP




US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 28 of 48

17 "0l 4

%
///m/// \\& ///M_/// N w-

N
N
N

l
N
\
I
I

)

LEZS

YyeolL 820,

20l

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 29 of 48 US 2007/0215950 A1

7

SN

%
%

P

N
N
\\\

N
N

AN

f

S |

101
FIG.4M

ryd

N
AN

AN

AN

M.
7

AR
N

N/

UMC 1005
UMC v. AICP



US 2007/0215950 A1

N7 'Ol

LOL

~—"

% 7/ . b &\
//./m/// s////&/// AW\ h .Y AN n_ NN \\\//m//Z/// ”m 5§ /A/Z//“-/ s‘ //Q///

RN

7/
7
7
7/
7

Patent Application Publication Sep. 20,2007 Sheet 30 of 48

UMC 1005
UMC v. AICP




=

(=

<

' g]

S :

= S 9l

(o]

wn

-]

. LLL Lot 4

3 \ \ \

3 ]

= \ \

=~ (e N\ ¢ N\

S Nﬁp ( gLl €2L| 4 [ €21 (

8 % %

~ T

AM-. ///A/m,/// h ///ﬁm//// \\////Z/// AMMGY \\ § § ///2//// &// 2///\[(NN—.
o N N\ 724 N A
’ ” AN

VTR R %
= 2el VEOL 9€0L D€01, zel VoL, Zel

=] Y

5 €0l oL

:

«

g

=

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 32 of 48

V9 '9ld

l1OL

e

N
N
N

OSSN NNNNONNONSONSNNNSNNNNNNNNN ¢ \NNANNNN

)

7
ANNRMNNR \N/////////////////////////////
LEL

~—]

—

UMC 1005
UMC v. AICP




g9 'Old

7 | 7
NN \\\ N NSNS \\&

|

!

ﬁ

a

T T T




Patent Application Publication Sep. 20,2007 Sheet 34 of 48 US 2007/0215950 A1

N
c\)l
‘ %
- - 4

X
—t+—101

——111

NN

Vo
N
7
FIG.6C

. 4
—
—
a

—

%

/]

\\\\\
—_—

1]

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 35 of 48

dag ‘ol

LOL

~

............................... O
i .

|
" !
N7 77777777777 777 7777722777, 77777777777 777277277727 777,

]
)
}
}
l}
]
|
[
|
[}
[}

UMC 1005
UMC v. AICP



US 2007/0215950 A1

49 'Ol14

101

\/_\

IIIIIIIIIIIIIIIIIIIIIIIIIIIIIII A S 2t &

1 ! |
\\\\\\u\\w\\N\__ & LLLLLLLLLLLLLLLLLLLLL LY, &
P77l 7 7770707777722 P Pl 77l 7l 7777777777770 77777

s
NN NN N N A N N NN N N N NN SONCN N NN N NN N N N NN NN NN

.

Patent Application Publication Sep. 20,2007 Sheet 36 of 48

J./
N SN N N SN RN S NNENNNANNANNANNNNNANSNNNSNSNSNSANN
i

|

|

1

|

|

0l 8c0l, \ VEOL 9501 2€01,
201 ~G01 o1 901

UMC 1005
UMC v. AICP




US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 37 of 48

49 'Ol14

& LIS LLLLL L L L L L L

LLLLLLLLL L L

LvZ—

Ll lP 00022l lllllrlrlrlllrrrlrlrlr. \ \\\\\\\\\\\\\\\\\\\\\\\\\ PP T ITITITS
NN NN //\///,7////////// NN N N N Yy /V//// NN N N Y
NN N N\ /7/ //////// N\ ///N// 7 AN NN N NN NN N\
/ﬂmmmWWWMWﬂVWﬂﬂﬂﬂ/Aﬂmwwwwy/ﬂmMWWﬂ/ J f J \
N VEOL 9€01 D€01L, J

<Nop mNo v qo€01
momo_ €0l
201

oot

%

%

!

%

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 38 of 48

99 914

LOL

~l—

N
s T T T T T T T T T T s T T T A s oo T T T T T T T T e T | N
: “ N I TTZZITI I IT I ITITITTT, \k
y. “ 4L ' 22l ). \A\\\\\\\\ ‘NA\;AI\\\\\\\\\n‘ 2Ll

(veo P“} < m f (< /.,W<m9 i

\oeol /J// T AW N0g0L)

// J z/
PA O VA //mo L 202 ,/OO 1

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 39 of 48

H9 'Ol

LOL

~

| el N7
A .
_ L

(VzZol ’ _
Ol c0 THW_NO L ///nﬂud.mow—
“ | 1////mmo= €01
| | %MM% IE0iL
202
901

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 40 of 48

LLL

19 "Ol14

AN AL
Nf: ¢l ey \ ELL
v/ G 2 .
N \k s PGl \sm
2yl W\ m
eV I m i
vl NN

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 41 of 48 US 2007/0215950 A1

1£<4
\\I‘;\ AN

7

1£§4

NN
AN
N

SO NANNNEANSN

7
1/[
|
101
FIG.6J

7

1 £§4
\\\h’\\\

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 42 of 48

1
Ty ¢
ki e
A
1
N N
= AN
1
/1
g
;CL
7/
’
&/
II' II‘
// =
%
V4
VYA
7l
A
N
1/
/&
/
Ln 4
<
N
0N ~— %
- ¢
2
s g
< g
m
o ’3)
= A
™ |98 \%—§§/—
E<O\/?~/ N (4
- AN
&) 7, /
2 /
\" “
=
V]
v
/NN
S N
- N

145

N\

AN

7/

J02B 102A,

7
I
[
)

US 2007/0215950 A1

101

FIG. 6K

UMC 1005
UMC v. AICP



43 of 48 US 2007/0215950 A1

Sep. 20,2007 Sheet

Publication

atent Application

Z 7 7
= el ¢ - ww dn \\ e
AAMI N\ //, / ! ////, \ //
”n [ / N &

.

EOEOL qo€ol




US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 44 of 48

WO 'Ol

LOL

-

\
\ )

77

N

W\

AN

% . AN
N 4
<

V4

N

N4

2ol
‘'vzolL gzol'
d
’” \\/\_A /’/
NOh ]

N
YEOL €E0L,
€01

UMC 1005
UMC v. AICP



Patent Application Publication Sep. 20,2007 Sheet 45 of 48 US 2007/0215950 A1

N

DSOS N NN
P

231
(
7
%

N
N
N \
NN N
h N NN N NN N N
LL‘ P

FIG. 6N

//z
//
11
v
/ <)
S
m (< \ —
S8 N o TS
-2 N o —
N
/ Y/ o
/s —/
[
[
=
[
1
1

y
%

A ALY
N

UMC 1005
UMC v. AICP



US 2007/0215950 A1

Patent Application Publication Sep. 20,2007 Sheet 46 of 48

09 'Ol4

LOL

\_/'_\

LES

€0l

N n_

\\XJ&&&?\& ............ Nean

NEN SN

\ Y _ \ |

N //////////// — P A 5
| YEOL 8g0L,

UMC 1005
UMC v. AICP



Sep. 20, 2007 Sheet 47 of 48 US 2007/0215950 A1

Publication

Patent Application

d9 '9ld

101

|

NP

\\\\ / A @ N I %&
R \ \w
7/////7//////%///////////// ==

400!




US 2007/0215950 A1

09 9l4

LOL

\/_\

Patent Application Publication Sep. 20,2007 Sheet 48 of 48

901
s " \\\ q.:--:-----:-m-.,,w ............. \\
SN 77/ ST - o SR 77/ R W1 - S - « GUL R 777 W
NN _ A AL I
N N 7NN \\§
YvolL, 191 “g01
oL

UMC 1005
UMC v. AICP




US 2007/0215950 Al

SEMICONDUCTOR DEVICE AND
MANUFACTURING METHOD THEREOF

CROSS REFERENCE TO RELATED
APPLICATIONS

[0001] This application is based upon and claims the
benefit of priority from the prior Japanese Patent Application
No. 2006-77525, filed on Mar. 20, 2006, the entire contents
of which are incorporated herein by reference.

BACKGROUND OF THE INVENTION

[0002] 1. Field of the Invention

[0003] The present invention relates to a semiconductor
device and a manufacturing method thereof, for example, to
a semiconductor device which includes a PMOSFET and an
NMOSFET which are constituted by high-permittivity gate
dielectric films (high-k gate dielectric films) and metal gate
electrodes, and a manufacturing method thereof.

[0004] 2. Related Art

[0005] The currently most widely used transistors are
FETs (Field Effect Transistors) such as MOSFETs. Among
them, a CMOSFET (Complementary MOSFET) constituted
by a PMOSFET (P-channel MOSFET) and an NMOSFET
(N-channel MOSFET) is particularly widely used.

[0006] A silicon oxide film or silicon oxynitride film is
widely adopted as a gate dielectric film in a conventional
FET. Although demand for thinner gate dielectric films has
recently been increasing along with miniaturization of inte-
grated circuits, there is a limit of thinning a silicon oxide film
or silicon oxynitride film due to an increase in leakage
current. For example, a CMOSFET for the 45 nm technol-
ogy node or beyond requires performance, equivalent to that
of a gate dielectric film with an equivalent oxide thickness
of 1.3 nm or less. However, it is difficult to achieve such
performance by thinning a silicon oxide film or silicon
oxynitride film. For this reason, there has been proposed a
method, thinning a gate dielectric film while suppressing an
increase in leakage current, by adopting, as the gate dielec-
tric film, a metal dielectric film with a higher permittivity
than a silicon oxide film or silicon oxynitride film (high-
permittivity gate dielectric film). Examples of the metal
dielectric film include a metal oxide film, metal oxynitride
film, metal silicate film, metal silicon oxynitride film, and
the like.

[0007] Polysilicon is widely adopted as a material for
forming a gate electrode in a conventional FET. When
polysilicon is adopted as a material for forming gate elec-
trodes of a CMOSFET, implantation of ions of boron or
boron fluoride into the gate electrode of a PMOSFET,
implantation of ions of phosphorus or arsenic into the gate
electrode of an NMOSFET, and annealing at 1,000° C. or
more for activation of these impurities, are usually per-
formed.

[0008] A CMOSFET which adopts a high-permittivity
gate dielectric film as a gate dielectric film and polysilicon
as a material for forming a gate electrode can be formed by
a forming method similar to a conventional one. In such a
CMOSFET, the threshold voltage of an NMOSFET has a
relatively proper value while that of a PMOSFET signifi-
cantly shifts to the negative side. Additionally, the inversion

Sep. 20, 2007

capacitance of the PMOSFET becomes lower than that of
the NMOSFET. If the threshold voltage of the PMOSFET
significantly shifts to the negative side, and the inversion
capacitance of the PMOSFET becomes low, a desired drain
current cannot be ensured in the PMOSFET (T. Aoyama et
al., Proc. IWGI 174 (2003)).

[0009] For this reason, there has been proposed a method,
suppressing a shift in the threshold voltage of a PMOSFET
and increasing the inversion capacitance of the PMOSFET,
by adopting a metal gate electrode as a gate electrode of a
CMOSFET when a high-permittivity gate dielectric film is
adopted as a gate dielectric film of the CMOSFET. The term
“metal” in metal gate electrode refers to a simple substance
metal, an alloy, and a compound including such a metal or
alloy (e.g., a silicide, siliconitride, nitride, carbide, or car-
bonitride). If a metal gate electrode is adopted as the gate
electrode of a PMOSFET, the following things can be
ensured. Firstly, since the threshold voltage changes accord-
ing to the work function of the metal used, an appropriate
threshold voltage can be ensured by using a metal with an
appropriate work function. Secondly, since depletion is less
likely to occur in a metal than in polysilicon, a sufficient
inversion capacitance can be ensured.

[0010] A metal suitable for the metal gate electrode of a
PMOSFET is a metal with a work function of 4.8 eV or
more, and a metal suitable for the metal gate electrode of an
NMOSFET is a metal with a work function of 4.3 eV or less.
Adoption of such metals for the metal gate electrodes of a
PMOSFET and an NMOSFET is preferable in terms of the
design of a CMOSFET, because the work functions of the
gate electrodes of the PMOSFET and the NMOSFET
become same to those of conventional PMOSFET and
NMOSFET. When a PMOSFET was subjected to a heat
resistance test using metals such as W, Ru, and Pt with a
work function of 4.8 eV or more, it turned out that it was
possible to keep the work function at 4.8 eV or more even
after annealing at 1,000 to 1,030° C. However, when an
NMOSFET was subjected to a heat resistance test using
metals such as TaSi, TaSiN, TaC, TaCN, TaSiCN, HfN, HfSi,
HfSiN, WSi, TaH{f, and TaHfN with a work function of 4.3
eV or less, it turned out that spike annealing at about 1,000°
C. changed the work function to about 4.5 eV, and that it was
impossible to keep the work function at 4.3 eV or less.
Furthermore, it was impossible to measure the work func-
tion after the annealing with regard to some of the metals, so
it was supposed that a reaction occurred in some of the
metals. Accordingly, if a high-permittivity gate dielectric
film and a metal gate electrode are adopted in a CMOSFET,
it is difficult to form the CMOSFET by a forming method
similar to a conventional one. This is because the work
function of the metal gate electrode of an NMOSFET
changes in the step of forming a source/drain diffusion layer
requiring annealing at about 1,000° C.

[0011] Therefore, there is proposed a method, forming,
when a high-permittivity gate dielectric film and a metal
gate electrode are adopted in a CMOSFET, a dummy gate
dielectric film made of a silicon oxide film and a dummy
gate electrode made of polysilicon, removing the dummy
gate dielectric film and dummy gate electrode after forming
a source/drain diffusion layer, and forming a real high-
permittivity gate dielectric film and metal gate electrode; the
method is called the “damascene gate process” (A. Chatter-
jee et al., IEDM Tech. Dig. 821 (1997) and A. Yagishita et
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al., IEDM Tech. Dig. 785 (1998)). Since, in this method, a
metal gate electrode is formed after a source/drain diffusion
layer is formed, the work function of the metal gate elec-
trode of an NMOSFET does not change in the step of
forming the source/drain diffusion layer requiring annealing
at about 1,000° C.

[0012] In the damascene gate process, the dummy gate
dielectric film is damaged in removing the dummy gate
electrode, so it is necessary to remove also the dummy gate
dielectric film in removing the dummy gate electrode.
Therefore, in the damascene gate process, the dummy gate
electrode and dummy dielectric film are removed, and the
high-permittivity gate dielectric film is formed. However,
the high-permittivity gate dielectric film is formed not only
on a channel but also on a side wall, so an overlap capaci-
tance (Cov) becomes high and the roll-off characteristics of
the threshold value are degraded. Additionally, in the dama-
scene gate process, a leakage current in the high-permittivity
gate dielectric film is suppressed by nitridation and anneal-
ing performed for removal of residual impurities and com-
pensation of oxygen deficiency. However, there is a con-
straint on the damascene gate process, in which the high-
permittivity gate dielectric film is formed after the source/
drain layer is formed, that the step of forming the high-
permittivity gate dielectric film should be performed at 500°
C. or less, to prevent agglomeration of NiSi on the surface
of the source/drain diffusion layer, and to suppress diffusion
of impurities in the source/drain diffusion layer. Such a
constraint makes it difficult to improve the quality of the
high-permittivity gate dielectric film to suppress a leakage
current in it.

SUMMARY OF THE INVENTION

[0013] An embodiment of the present invention is, for
example, a manufacturing method of a semiconductor
device, for forming a P-type FET and an N-type FET in a
P-type FET region and an N-type FET region of a substrate
respectively, the method including:

[0014] forming a gate dielectric film common to the
P-type FET and the N-type FET, ranging from the P-type
FET region to the N-type FET region, on the substrate,

[0015] forming a gate electrode layer for the P-type FET,
ranging from the P-type FET region to the N-type FET
region, on the gate dielectric film,

[0016] processing, in the P-type FET region and the
N-type FET region, the gate electrode layer for the P-type
FET, to form a gate electrode for the P-type FET in the
P-type FET region, and to form a dummy gate electrode in
the N-type FET region,

[0017] forming, in the P-type FET region and the N-type
FET region, a source/drain diffusion layer for the P-type
FET and a source/drain diffusion layer for the N-type FET
in the substrate, after the gate electrode for the P-type FET
and the dummy gate electrode are formed,

[0018] forming, in the N-type FET region, a trench on the
gate dielectric film, by removing the dummy gate electrode
on the gate dielectric film, and

[0019] forming, in the N-type FET region, a gate electrode
for the N-type FET on the gate dielectric film, by burying a
gate electrode material in the trench on the gate dielectric
film.
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[0020] Another embodiment of the present invention is,
for example, a semiconductor device including:

[0021]

[0022] a gate dielectric film for a P-type FET and a gate
dielectric film for an N-type FET, formed on the substrate
and formed from a gate dielectric film common to the P-type
FET and the N-type FET,

[0023] a gate electrode for the P-type FET, formed on the
gate dielectric film for the P-type FET and having no seam
in the gate electrode, and

[0024] a gate electrode for the N-type FET, formed on the
gate dielectric film for the N-type FET and having a seam in
the gate electrode.

a substrate,

[0025] Another embodiment of the present invention is,
for example, a semiconductor device manufactured by form-
ing a P-type FET and an N-type FET in a P-type FET region
and an N-type FET region of a substrate respectively, the
device being manufactured by:

[0026] forming a gate dielectric film common to the
P-type FET and the N-type FET, ranging from the P-type
FET region to the N-type FET region, on the substrate,

[0027] forming a gate electrode layer for the P-type FET,
ranging from the P-type FET region to the N-type FET
region, on the gate dielectric film,

[0028] processing, in the P-type FET region and the
N-type FET region, the gate electrode layer for the P-type
FET, to form a gate electrode for the P-type FET in the
P-type FET region, and to form a dummy gate electrode in
the N-type FET region,

[0029] forming, in the P-type FET region and the N-type
FET region, a source/drain diffusion layer for the P-type
FET and a source/drain diffusion layer for the N-type FET
in the substrate, after the gate electrode for the P-type FET
and the dummy gate electrode are formed,

[0030] forming, in the N-type FET region, a trench on the
gate dielectric film, by removing the dummy gate electrode
on the gate dielectric film, and

[0031] forming, in the N-type FET region, a gate electrode
for the N-type FET on the gate dielectric film, by burying a
gate electrode material in the trench on the gate dielectric
film.

BRIEF DESCRIPTION OF THE DRAWINGS

[0032] FIG. 1 is a side sectional view showing a semi-
conductor device according to a first embodiment;

[0033] FIGS. 2A to 2N are side sectional views (1-14)
showing a method for manufacturing the semiconductor
device of the first embodiment;

[0034] FIG. 3 is a side sectional view showing a semi-
conductor device according to a second embodiment;

[0035] FIGS. 4A to 4N are side sectional views (1-14)
showing a method for manufacturing the semiconductor
device of the second embodiment;

[0036] FIG. 5 is a side sectional view showing a semi-
conductor device according to a third embodiment; and
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[0037] FIGS. 6A to 6Q are side sectional views (1-17)
showing a method for manufacturing the semiconductor
device of the third embodiment.

DETAILED DESCRIPTION OF THE
INVENTION

First Embodiment

[0038] FIG. 1 is a side sectional view showing a semi-
conductor device according to a first embodiment. The
semiconductor device in FIG. 1 includes a PMOSFET which
is a specific example of a P-type FET and an NMOSFET
which is a specific example of an N-type FET. The semi-
conductor device in FIG. 1 includes a CMOSFET which is
constituted by the PMOSFET and the NMOSFET.

[0039] The semiconductor device shown in FIG. 1
includes a substrate 101, gate dielectric films 102, a gate
electrode 103 for the PMOSFET, and a gate electrode 104
for the NMOSFET. The substrate 101 is a semiconductor
substrate, all or a part of which is made of a semiconductor.
The substrate 101 in this embodiment is a silicon substrate,
all or a part of which is made of silicon. Each gate dielectric
film 102 is a high-permittivity gate dielectric film, all or a
part of which is made of a high-permittivity dielectric film.
Each gate dielectric film 102 in this embodiment includes
two layers of dielectric films: a first dielectric film 102A
which is a silicon oxide film and a second dielectric film
102B which is a high-permittivity dielectric film. The gate
electrode 103 for the PMOSFET is a metal gate electrode, all
or a part of which is made of conductive metal. The gate
electrode 103 for the PMOSFET in this embodiment
includes two electrode-constituting layers: a first conductive
layer 103 A which is made of conductive metal and a second
conductive layer 103B which is made of conductive metal.
The gate electrode 104 for the NMOSFET is a metal gate
electrode, all or a part of which is made of conductive metal.
The gate electrode 104 for the NMOSFET in this embodi-
ment includes one electrode-constituting layer: a third con-
ductive layer 104A which is made of conductive metal.

[0040] Additionally, the semiconductor device shown in
FIG. 1 has, as diffusion layers for the PMOSFET, a well
diffusion layer 111 for the PMOSFET, a source/drain diffu-
sion layer 112 for the PMOSFET, and an extension diffusion
layer 113 for the PMOSFET. The well diffusion layer 111 is
an N-type diffusion layer, the source/drain diffusion layer
112 is a P-type diffusion layer, and the extension diffusion
layer 113 is a P-type diffusion layer.

[0041] Additionally, the semiconductor device shown in
FIG. 1 has, as diffusion layers for the NMOSFET, a well
diffusion layer 121 for the NMOSFET, a source/drain dif-
fusion layer 122 for the NMOSFET, and an extension
diffusion layer 123 for the NMOSFET. The well diffusion
layer 121 is a P-type diffusion layer, the source/drain diffu-
sion layer 122 is an N-type diffusion layer, and the extension
diffusion layer 123 is an N-type diffusion layer.

[0042] Additionally, the semiconductor device shown in
FIG. 1 has an isolation layer 131 for intervening between the
source/drain diffusion layer 112 for the PMOSFET and the
source/drain diffusion layer 122 for the NMOSFET, and an
inter layer dielectric film 132 for intervening between the
PMOSFET and the NMOSFET. The isolation layer 131 in
this embodiment is an STI layer which is made of a silicon
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oxide film, and the inter layer dielectric film 132 in this
embodiment is a silicon oxide film.

[0043] FIGS. 2A to 2N are side sectional views showing
a method for manufacturing the semiconductor device of the
first embodiment.

[0044] First, as shown in FIG. 2A, silicon oxide films are
buried in predetermined regions of a silicon substrate 101 to
form isolation layers 131 of STIs. Then, as shown in FIG.
2A, asilicon oxide film (dielectric film) 201 is formed on the
silicon substrate 101.

[0045] Next, as shown in FIG. 2B, ions of P (phosphorus)
are implanted into the substrate 101 using a resist 211 as a
mask. The implantation of P ions is performed to form the
well diffusion layer 111 for the PMOSFET and to adjust the
threshold voltage of the PMOSFET, and performed a plu-
rality of times. In some cases, ions of B (boron), In (indium),
or the like are further implanted to finely adjust the threshold
voltage of the PMOSFET.

[0046] Next, as shown in FIG. 2C, ions of B (boron) are
implanted into the substrate 101 using a resist 221 as a mask.
The implantation of B ions is performed to form the well
diffusion layer 121 for the NMOSFET and to adjust the
threshold voltage of the NMOSFET, and performed a plu-
rality of times. In some cases, ions of P (phosphorus), As
(arsenic), or the like are further implanted to finely adjust the
threshold voltage of the NMOSFET. After that, the substrate
101 is subjected to thermal diffusion processing, thereby
completing the well diffusion layer 111 for the PMOSFET
and the well diffusion layer 121 for the NMOSFET.

[0047] Next, as shown in FIG. 2D, the dielectric film 201
is removed from the substrate 101 using an ammonium
fluoride aqueous solution, and the surface of the substrate
101 is cleaned using 0.5 to 5.0% hydrofluoric acid. Then, as
shown in FIG. 2D, a silicon oxide film (a first dielectric film
of a gate dielectric film) 102A with a thickness of 0.5 to 0.8
nm is formed on the substrate 101 in an atmosphere con-
taining oxygen, and a hafnium silicate film (a second dielec-
tric film of the gate dielectric film) 102B with a thickness of
about 2.0 nm is formed on the silicon oxide film 102A using
tetrakis(diethylamino)hatnium, tetrakis(dimethylamino)sili-
con, and oxygen. After that, the substrate 101 is subjected to
annealing at 600° C., thereby densifying the silicon oxide
film 102A and hafnium silicate film 102B. After that, the
substrate 101 is processed in a nitrogen plasma atmosphere
or ammonia atmosphere and then subjected to annealing at
1,000° C., thereby reforming the hafnium silicate film 102B
into a hafnium silicon oxynitride film 102B. With the
above-described manufacturing steps, the gate dielectric
film 102 common to the PMOSFET and the NMOSFET is
formed, ranging from a PMOSFET region 105 to a NMOS-
FET region 106, on the substrate 101. The PMOSFET region
105 is a region where the PMOSFET is to be formed, which
is a specific example of a P-type FET region, and the
NMOSFET region 106 is a region where the NMOSFET is
to be formed, which is a specific example of an N-type FET
region.

[0048] Note that although the gate dielectric film 102 of
the first embodiment has a two-layer structure of the silicon
oxide film 102A and hafnium silicon oxynitride film 102B,
it may have a one-layer structure of only a hafnium silicon
oxynitride film or a laminated structure of three or more
layers including a hafnium silicon oxynitride film.
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[0049] Next, as shown in FIG. 2E, a Ru (ruthenium) layer
(a first conductive layer of a gate electrode for the PMOS-
FET) 103A with a thickness of about 20 nm is deposited on
the hafnium silicon oxynitride film 102B using bis(cyclo-
pentadienyl)ruthenium and oxygen, and a W (tungsten) layer
(a second conductive layer of the gate electrode for the
PMOSFET) 103B with a thickness of about 60 nm is
deposited on the Ru layer 103 A using tungsten hexafluoride,
silane, and hydrogen. With the above-described manufac-
turing steps, the gate electrode layer 103 for the PMOSFET
is formed, ranging from the PMOSFET region 105 to the
NMOSFET region 106, on the gate dielectric film 102.

[0050] Note that although the gate electrode layer 103 for
the PMOSFET of the first embodiment has a two-layer
structure of the Ru layer 103A and W layer 103B, it may
have a one-layer structure of only a Ru layer or a laminated
structure of three or more layers including a Ru layer. The
two-layer structure of the gate electrode layer 103 for the
PMOSFET of the first embodiment is mainly due to the
thickness of the Ru layer 103A. Since Ru has not only
advantages such as a high work function but also disadvan-
tages such as costliness, the thickness of the Ru layer 103A
is made small in the first embodiment. For this reason, in the
first embodiment, migration and even agglomeration may
occur in the Ru layer 103A, for example, at the time of
activation of the source/drain diffusion layer due to the
tension of the Ru layer 103A itself. To prevent these phe-
nomena, the gate electrode layer 103 for the PMOSFET is
configured to have a two-layer structure in the first embodi-
ment.

[0051] Next, as shown in FIG. 2F, the Ru layer 103 A and
W layer 103B are processed using a dielectric film 202 as a
hard mask, the dielectric film 202 including a silicon oxide
film or silicon nitride film. The dielectric film 202 is
deposited and processed to be the hard masks in advance.
With the above-described manufacturing steps, in the
PMOSFET region 105 and the NMOSFET region 106, a
gate electrode 103 for the PMOSFET is formed in the
PMOSFET region 105, and a dummy gate electrode (a gate
electrode used as a dummy) 103 with the same configuration
as that of the gate electrode 103 for the PMOSFET is formed
in the NMOSFET region 106.

[0052] Next, as shown in FIG. 2G, the silicon oxide film
102A and hafnium silicon oxynitride film 102B are pro-
cessed using the dielectric film 202 as a hard mask. Etching
conditions at this time are determined by appropriately
selecting an etchant and etching time in consideration of the
thickness and type of the high-permittivity dielectric film
such that all of each dielectric film 202 is not etched. With
the above-described manufacturing steps, in the PMOSFET
region 105 and the NMOSFET region 106, a gate dielectric
film 102 for the PMOSFET is formed in the PMOSFET
region 105, and a gate dielectric film 102 for the NMOSFET
is formed in the NMOSFET region 106. Gate dielectric films
102 for the PMOSFET and the NMOSFET are formed from
the gate dielectric film 102 common to the PMOSFET and
the NMOSFET.

[0053] Next, an offset spacer 141 made of a silicon oxide
film or silicon nitride film and a side wall spacer 142 made
of a silicon oxide film, are formed on the lateral surface of
each gate electrode and gate dielectric film by CVD and
RIE. Then, ions of B are implanted into the well diffusion
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layer 111 for the PMOSFET, ions of P or As are implanted
into the well diffusion layer 121 for the NMOSFET, and the
substrate 101 is subjected to annealing at 1,000° C.; with this
process, the source/drain diffusion layer 112 for the PMOS-
FET and the source/drain diffusion layer 122 for the NMOS-
FET are formed, as shown in FIG. 2H. Also, ions of B are
implanted into the well diffusion layer 111 for the PMOS-
FET, ions of P or As are implanted into the well diffusion
layer 121 for the NMOSFET, and the substrate 101 is
subjected to annealing at 1,000° C.; with this process, the
extension diffusion layer 113 for the PMOSFET and the
extension diffusion layer 123 for the NMOSFET are formed,
as shown in FIG. 2H. In some cases, halo implantation is
further performed to suppress short channel effects. Then,
side wall spacers 143, each of which is made of a silicon
nitride film, are formed by CVD and RIE. With the above-
described manufacturing steps, in the PMOSFET region 105
and NMOSFET region 106, the source/drain diffusion layer
112 and extension diffusion layer 113 for the PMOSFET and
the source/drain diffusion layer 122 and extension diffusion
layer 123 for the NMOSFET are formed in the substrate 101.

[0054] Note that although each side wall spacer of the first
embodiment has a two-layer structure of the first side wall
spacer 142 made of the silicon oxide film and the second
side wall spacer 143 made of the silicon nitride film, it may
have a one-layer structure, for example, of only a silicon
nitride film or a laminated structure of three or more layers
including, for example, a silicon oxide film and silicon
nitride film.

[0055] Next, as shown in FIG. 21, silicide films 144 are
formed in a self-aligned manner on the surfaces of the
source/drain diffusion layer 112 for the PMOSFET and the
source/drain diffusion layer 122 for the NMOSFET.
Although NiSi films are adopted as the silicide films 144 in
this embodiment, PtSi films, ErSi films, NiPtSi films, NiErSi
films, or the like may be adopted as the silicide films 144
instead.

[0056] Next, as shown in FIG. 27, an etch stopper film 145
made of a silicon nitride film is formed over the entire
surface by CVD. Then, as shown in FIG. 2], an inter layer
dielectric film 132 made of a silicon oxide film is formed
over the entire surface. Then, as shown in FIG. 2J, the
surface of the substrate 101 is planarized by chemical
mechanical polishing or etching (dry etching or wet etch-
ing). With the above-described manufacturing steps, the W
layers 103B are exposed both in the PMOSFET region 105
and the NMOSFET region 106.

[0057] Next, as shown in FIG. 2K, in the NMOSFET
region 106, the W layer 103B above the gate dielectric film
102 for the NMOSFET is etched using a resist 231 as a mask
and using a chemical solution such as a solution containing
hydrogen peroxide. With the above-described manufactur-
ing step, the Ru layer 103 A in the NMOSFET region 106 is
exposed.

[0058] Next, as shown in FIG. 2L, in the NMOSFET
region 106, the Ru layer 103 A on the gate dielectric film 102
for the NMOSFET is etched in an atmosphere containing
oxygen radical. With the above-described manufacturing
step, the hafnium silicon oxynitride film 102B in the NMOS-
FET region 106 is exposed. The resist 231 may be removed
before or after the removal of the Ru layer 103A. Through
the above-described manufacturing steps, in the NMOSFET
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region 106, the dummy gate electrode 103 on the gate
dielectric film 102 is removed, thereby forming a trench 151
on the gate dielectric film 102.

[0059] Next, as shown in FIG. 2M, conductive metal,
which is a material for forming a third conductive layer
104A of the gate electrode 104 for the NMOSFET, is
deposited over the entire surface by CVD. Examples of the
conductive metal include TaSiN which is formed using
pentakis(ethylmethylamino)tantalum, disilane, and ammo-
nia, HfN which is formed in an atmosphere containing
tetrakis(ethylmethylamino)hafnium and ammonia, HfSi
which is formed using tetrakis(ethylmethylamino)hatnium
and tetrakis(ethylmethylamino)silicon, and WSi which is
formed using tungsten hexafluoride and dichlorosilane.

[0060] Note that although the gate electrode 104 for the
NMOSFET of the first embodiment has a one-layer structure
of only the conductive layer 104A made of the conductive
metal, it may have a laminated structure of two or more
layers including a conductive layer made of conductive
metal.

[0061] Next, as shown in FIG. 2N, the surface of the
substrate 101 is planarized by chemical mechanical polish-
ing or etching (etchback). Through the above-described
manufacturing steps, in the NMOSFET region 106, the
material for forming the gate electrode is buried in the trench
151 on the gate dielectric film 102, thereby forming the gate
electrode 104 for the NMOSFET with a different configu-
ration from that of the gate electrode 103 for the PMOSFET.
Since the gate electrode 104 for the NMOSFET (the third
conductive layer 104A) is formed in the hole by CVD, a
trace of a streaky seam 161 which does not remain in the
gate electrode 103 for the PMOSFET (the first conductive
layer 103A and second conductive layer 103B) remains in
the gate electrode 104 for the NMOSFET.

[0062] After that, the substrate 101 is subjected to steps of
forming a wiring layer, an inter layer dielectric film between
wiring layers, a contact hole, a via hole, a plug layer, and the
like as appropriate, and the semiconductor device is finally
completed.

[0063] As described above, in the semiconductor device of
the first embodiment, each gate dielectric film 102 is a
high-permittivity gate dielectric film, all or a part of which
is made of the high-permittivity dielectric film, the gate
electrode 103 for the PMOSFET is a metal gate electrode, all
or a part of which is made of the conductive metal, and the
gate electrode 104 for the NMOSFET is a metal gate
electrode, all or a part of which is made of the conductive
metal. Accordingly, in the first embodiment, it is possible to
thin the gate dielectric films while suppressing an increase in
leakage current, and to suppress a shift in the threshold
voltage of the PMOSFET to increase the inversion capaci-
tance of the PMOSFET.

[0064] Moreover, in the first embodiment, since the
source/drain diffusion layer 112 (and the extension diffusion
layer 113) for the PMOSFET and the source/drain diffusion
layer 122 (and extension diffusion layer 123) for the NMOS-
FET are formed after formation of the gate dielectric films
102, it is possible to improve the quality of the high-
permittivity dielectric films to suppress a leakage current in
them. This is because performing the process of improving
the quality of the high-permittivity dielectric films before the
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formation of the source/drain diffusion layers (and extension
diffusion layers) makes it possible, to perform the process of
improving the quality of the high-permittivity dielectric
films without concern about adverse effects on the source/
drain diffusion layers (and extension diffusion layers).

[0065] Moreover, in the first embodiment, the gate elec-
trode 104 for the NMOSFET is formed after the source/drain
diffusion layer 112 (and extension diffusion layer 113) for
the PMOSFET and the source/drain diffusion layer 122 (and
extension diffusion layer 123) for the NMOSFET are
formed. Accordingly, the possibility of change in the work
function of the metal electrode of the NMOSFET in the step
of forming the source/drain diffusion layers (and extension
diffusion layers) is reduced.

[0066] Therefore, in the first embodiment, gate dielectric
films with preferable characteristics such as a preferable film
quality, and gate electrodes with preferable characteristics
such as a preferable work function, can be used as gate
dielectric films and gate electrodes constituting a PMOSFET
and an NMOSFET. Accordingly, in the first embodiment, it
is possible to manufacture a semiconductor device including
a high-performance CMOSFET.

[0067] Additionally, in the first embodiment, the gate
electrode 103 for the PMOSFET is formed by etching before
formation of the inter layer dielectric film 132, and the gate
electrode 104 for the NMOSFET is formed by the dama-
scene process after formation of the inter layer dielectric
film 132. Further, in the first embodiment, the gate electrode
103 for the PMOSFET formed in the NMOSFET region is
used as a dummy electrode substituting for the gate elec-
trode 104 for the NMOSFET. Therefore, in the first embodi-
ment, the gate electrode 103 for the PMOSFET formed in
the NMOSFET region is not wastefully removed in the
etching step, and effectively used as the dummy electrode
substituting for the gate electrode 104 for the NMOSFET
until it is removed prior to the damascene process. Further-
more, in the first embodiment, since the step of forming the
dummy electrode is integrated into the step of forming the
gate electrode 103 for the PMOSFET, the number of steps
required for the formation of the dummy electrode can be
saved.

[0068] In the damascene gate process explained as a
background art, a dummy gate dielectric film (silicon oxide)
is damaged in removing a dummy gate electrode (polysili-
con), so it is necessary to remove also the dummy gate
dielectric film in removing the dummy gate electrode. How-
ever, in the first embodiment, the dummy electrode in
contact with the gate dielectric film 102 (second dielectric
film 102B) made of the high-permittivity dielectric film, is
the gate electrode 103 for the PMOSFET (first conductive
layer 103A) made of the conductive metal. Particularly, in
the first embodiment, the conductive metal is Ru, which is
conductive metal capable of being removed without a
chemical solution. Accordingly, in the first embodiment, it is
possible to avoid unnecessary damage to the gate dielectric
film 102 and unnecessary removal of the gate dielectric film
102, in removing the dummy electrode.

[0069] Although, in this embodiment, a hafnium silicon
oxynitride film is adopted as a high-permittivity dielectric
film to form each gate dielectric film 102, any other high-
permittivity dielectric film may be adopted. Although, in this
embodiment, the Ru layer and W layer are adopted as metal
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electrode layers to form the gate electrode 103 for the
PMOSFET, any other metal electrode layers may be
adopted. For example, a W layer, Ru layer, or Pt layer may
be adopted as a metal electrode layer to form the gate
electrode 103 for the PMOSFET. Although, in this embodi-
ment, a TaSiN layer, HfN layer, and WSi layer are described
as examples of metal electrode layers to form the gate
electrode 104 for the NMOSFET, any other metal electrode
layers may be adopted. It is possible to adopt, for example,
a TaSi layer, TaSiN layer, TaC layer, TaCN layer, TaSiCN
layer, HIN layer, HfSi layer, HfSiN layer, WSi layer, TaHf
layer, or TaH{N layer as a metal electrode layer to form the
gate electrode 104 for the NMOSFET.

[0070] The first embodiment has been explained above. A
second embodiment and a third embodiment will be
explained below. Each of the second and third embodiments
is a variation of the first embodiment, and each of the second
and third embodiments will be explained with a focus on
differences from the first embodiment.

Second Embodiment

[0071] FIG. 3 is a side sectional view showing a semi-
conductor device according to the second embodiment. The
semiconductor device in FIG. 3 includes a PMOSFET which
is a specific example of a P-type FET and an NMOSFET
which is a specific example of an N-type FET. The semi-
conductor device in FIG. 3 includes a CMOSFET which is
constituted by the PMOSFET and the NMOSFET.

[0072] The semiconductor device shown in FIG. 3
includes a substrate 101, gate dielectric films 102, a gate
electrode 103 for the PMOSFET, and a gate electrode 104
for the NMOSFET. The substrate 101 is a semiconductor
substrate, all or a part of which is made of a semiconductor.
The substrate 101 in this embodiment is a silicon substrate,
all or a part of which is made of silicon. Each gate dielectric
film 102 is a high-permittivity gate dielectric film, all or a
part of which is made of a high-permittivity dielectric film.
Each gate dielectric film 102 in this embodiment includes
two layers of dielectric films: a first dielectric film 102A
which is a silicon oxide film and a second dielectric film
102B which is a high-permittivity dielectric film. The gate
electrode 103 for the PMOSFET is a metal gate electrode, all
or a part of which is made of conductive metal. The gate
electrode 103 for the PMOSFET in this embodiment
includes two electrode-constituting layers: a first conductive
layer 103 A which is made of conductive metal and a second
conductive layer 103B which is made of conductive metal.
The gate electrode 104 for the NMOSFET is a metal gate
electrode, all or a part of which is made of conductive metal.
The gate electrode 104 for the NMOSFET in this embodi-
ment includes one electrode-constituting layer: a third con-
ductive layer 104A which is made of conductive metal.

[0073] Additionally, the semiconductor device shown in
FIG. 3 has, as diffusion layers for the PMOSFET, a well
diffusion layer 111 for the PMOSFET, a source/drain diffu-
sion layer 112 for the PMOSFET, and an extension diffusion
layer 113 for the PMOSFET.

[0074] Additionally, the semiconductor device shown in
FIG. 3 has, as diffusion layers for the NMOSFET, a well
diffusion layer 121 for the NMOSFET, a source/drain dif-
fusion layer 122 for the NMOSFET, and an extension
diffusion layer 123 for the NMOSFET.
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[0075] Additionally, the semiconductor device shown in
FIG. 3 has an isolation layer 131 for intervening between the
source/drain diffusion layer 112 for the PMOSFET and the
source/drain diffusion layer 122 for the NMOSFET, and an
inter layer dielectric film 132 for intervening between the
PMOSFET and the NMOSFET. The isolation layer 131 in
this embodiment is an STI layer which is made of a silicon
oxide film, and the inter layer dielectric film 132 in this
embodiment is a silicon oxide film.

[0076] FIGS. 4A to 4N are side sectional views showing
a method for manufacturing the semiconductor device of the
second embodiment.

[0077] First, as shown in FIG. 4A, silicon oxide films are
buried in predetermined regions of a silicon substrate 101 to
form isolation layers 131 of STIs. Then, as shown in FIG.
4A, asilicon oxide film (dielectric film) 201 is formed on the
silicon substrate 101.

[0078] Next, as shown in FIG. 4B, ions of P (phosphorus)
are implanted into the substrate 101 using a resist 211 as a
mask.

[0079] Next, as shown in FIG. 4C, ions of B (boron) are
implanted into the substrate 101 using a resist 221 as a mask.
After that, the substrate 101 is subjected to thermal diffusion
processing, thereby completing a well diffusion layer 111 for
the PMOSFET and a well diffusion layer 121 for the
NMOSFET.

[0080] Next, as shown in FIG. 4D, the dielectric film 201
is removed from the substrate 101 using an ammonia
fluoride aqueous solution, and the surface of the substrate
101 is cleaned using 0.5 to 5.0% hydrofluoric acid. Then, as
shown in FIG. 4D, a silicon oxide film (a first dielectric film
of a gate dielectric film) 102A with a thickness of 0.5 to 0.8
nm is formed on the substrate 101 in an atmosphere con-
taining oxygen, and a hafnium silicate film (a second dielec-
tric film of the gate dielectric film) 102B with a thickness of
about 2.0 nm is formed on the silicon oxide film 102A using
tetrakis(diethylamino)hatnium, tetrakis(dimethylamino)sili-
con, and oxygen. After that, the substrate 101 is subjected to
annealing at 600° C., thereby densifying the silicon oxide
film 102A and hafnium silicate film 102B. After that, the
substrate 101 is processed in a nitrogen plasma atmosphere
or ammonia atmosphere and then subjected to annealing at
1,000° C., thereby reforming the hafnium silicate film 102B
into a hafnium silicon oxynitride film 102B. With the
above-described manufacturing steps, the gate dielectric
film 102 common to the PMOSFET and NMOSFET is
formed, ranging from a PMOSFET region 105 to a NMOS-
FET region 106, on the substrate 101. The PMOSFET region
105 is a region where the PMOSFET is to be formed, which
is a specific example of a P-type FET region, and the
NMOSFET region 106 is a region where the NMOSFET is
to be formed, which is a specific example of an N-type FET
region.

[0081] Note that although the gate dielectric film 102 of
the second embodiment has a two-layer structure of the
silicon oxide film 102A and hafnium silicon oxynitride film
102B, it may have a one-layer structure of only a hafnium
silicon oxynitride film or a laminated structure of three or
more layers including a hafnium silicon oxynitride film.

[0082] Next, as shown in FIG. 4E, a W (tungsten) layer (a
first conductive layer of a gate electrode for the PMOSFET)
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103A with a thickness of about 20 nm is deposited on the
hafnium silicon oxynitride film 102B by thermal CVD using
tungsten hexacarbonyl or plasma CVD using tungsten
hexacarbonyl and hydrogen, and a TiN (titanium nitride)
layer (a second conductive layer of the gate electrode for the
PMOSFET) 103B with a thickness of about 60 nm is
deposited on the W layer 103 A using titanium tetrachloride
and ammonia. With the above-described manufacturing
steps, the gate electrode layer 103 for the PMOSFET is
formed, ranging from the PMOSFET region 105 to the
NMOSFET region 106, on the gate dielectric film 102.

[0083] Note that although the gate electrode layer 103 for
the PMOSFET of the second embodiment has a two-layer
structure of the W layer 103A and TiN layer 103B, it may
have a one-layer structure of only a W layer or a laminated
structure of three or more layers including a W layer. If the
gate electrode layer 103 for the PMOSFET has a one-layer
structure of only a W layer, it is desirable to reduce the
thickness of the W layer to 60 nm or less because the W layer
is likely to peel off.

[0084] Next, as shown in FIG. 4F, the W layer 103A and
TiN layer 103B are processed using a dielectric film 202 as
a hard mask, the dielectric film 202 including a silicon oxide
film or silicon nitride film. With the above-described manu-
facturing step, in the PMOSFET region 105 and the NMOS-
FET region 106, a gate electrode 103 for the PMOSFET is
formed in the PMOSFET region 105, and a dummy gate
electrode (a gate electrode used as a dummy) 103 with the
same configuration as that of the gate electrode 103 for the
PMOSFET is formed in the NMOSFET region 106.

[0085] Next, as shown in FIG. 4G, the silicon oxide film
102A and hafnium silicon oxynitride film 102B are pro-
cessed using the dielectric film 202 as a hard mask. With the
above-described manufacturing steps, in the PMOSFET
region 105 and the NMOSFET region 106, a gate dielectric
film 102 for the PMOSFET is formed in the PMOSFET
region 105, and a gate dielectric film 102 for the NMOSFET
is formed in the NMOSFET region 106. Gate dielectric films
102 for the PMOSFET and the NMOSFET are formed from
the gate dielectric film 102 common to the PMOSFET and
the NMOSFET.

[0086] Next, an offset spacer 141 made of a silicon oxide
film or silicon nitride film and a side wall spacer 142 made
of a silicon oxide film, are formed on the lateral surface of
each gate electrode and gate dielectric film by CVD and
RIE. Then, ions of B are implanted into the well diffusion
layer 111 for the PMOSFET, ions of P or As are implanted
into the well diffusion layer 121 for the NMOSFET, and the
substrate 101 is subjected to annealing at 1,000° C.; with this
process, the source/drain diffusion layer 112 for the PMOS-
FET and the source/drain diffusion layer 122 for the NMOS-
FET are formed, as shown in FIG. 4H. Also, ions of B are
implanted into the well diffusion layer 111 for the PMOS-
FET, ions of P or As are implanted into the well diffusion
layer 121 for the NMOSFET, and the substrate 101 is
subjected to annealing at 1,000° C.; with this process, the
extension diffusion layer 113 for the PMOSFET and the
extension diffusion layer 123 for the NMOSFET are formed,
as shown in FIG. 4H. Then, side wall spacers 143, each of
which is made of a silicon nitride film, are formed by CVD
and RIE. With the above-described manufacturing steps, in
the PMOSFET region 105 and NMOSFET region 106, the
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source/drain diffusion layer 112 and extension diffusion
layer 113 for the PMOSFET and the source/drain diffusion
layer 122 and extension diffusion layer 123 for the NMOS-
FET are formed in the substrate 101.

[0087] Next, as shown in FIG. 41, silicide films 144 are
formed in a self-aligned manner on the surfaces of the
source/drain diffusion layer 112 for the PMOSFET and the
source/drain diffusion layer 122 for the NMOSFET.

[0088] Next, as shown in FIG. 47, an etch stopper film 145
made of a silicon nitride film is formed over the entire
surface by CVD. Then, as shown in FIG. 4], an inter layer
dielectric film 132 made of a silicon oxide film is formed
over the entire surface. Then, as shown in FIG. 4], the
surface of the substrate 101 is planarized by chemical
mechanical polishing or etching (dry etching or wet etch-
ing). With the above-described manufacturing steps, the TiN
layers 103B are exposed both in the PMOSFET region 105
and the NMOSFET region 106.

[0089] Next, as shown in FIG. 4K, in the NMOSFET
region 106, the TiN layer 103B above the gate dielectric film
102 for the NMOSFET is etched using a resist 231 as a mask
and using a chemical solution such as a solution containing
hydrogen peroxide. With the above-described manufactur-
ing step, the W layer 103A in the NMOSFET region 106 is
exposed.

[0090] Next, as shown in FIG. 4L, in the NMOSFET
region 106, the W layer 103A on the gate dielectric film 102
for the NMOSFET is etched using the resist 231 as a mask
and using a chemical solution such as a solution containing
hydrogen peroxide. With the above-described manufactur-
ing step, the hafnium silicon oxynitride film 102B in the
NMOSFET region 106 is exposed. Through the above-
described manufacturing steps, in the NMOSFET region
106, the dummy gate electrode 103 on the gate dielectric
film 102 is removed, thereby forming a trench 151 on the
gate dielectric film 102.

[0091] Next, as shown in FIG. 4M, conductive metal,
which is a material for forming a third conductive layer
104A of the gate electrode 104 for the NMOSFET, is
deposited over the entire surface by CVD. Examples of the
conductive metal include TaC, which is formed using pen-
takis(dimethylamino)tantalum and methane.

[0092] Note that although the gate electrode 104 for the
NMOSFET of the second embodiment has a one-layer
structure of only the conductive layer 104A made of the
conductive metal, it may have a laminated structure of two
or more layers including a conductive layer made of con-
ductive metal.

[0093] Next, as shown in FIG. 4N, the surface of the
substrate 101 is planarized by chemical mechanical polish-
ing or etching (etchback). Through the above-described
manufacturing steps, in the NMOSFET region 106, the
material for forming the gate electrode is buried in the trench
151 on the gate dielectric film 102, thereby forming the gate
electrode 104 for the NMOSFET with a different configu-
ration from that of the gate electrode 103 for the PMOSFET.
Since the gate electrode 104 for the NMOSFET (the third
conductive layer 104A) is formed in the hole by CVD, a
trace of a streaky seam 161 which does not remain in the
gate electrode 103 for the PMOSFET (the first conductive
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layer 103A and second conductive layer 103B) remains in
the gate electrode 104 for the NMOSFET.

[0094] After that, the substrate 101 is subjected to steps of
forming a wiring layer, an inter layer dielectric film between
wiring layers, a contact hole, a via hole, a plug layer, and the
like as appropriate, and the semiconductor device is finally
completed.

[0095] In the second embodiment, the dummy electrode
(the gate electrode 103 for the PMOSFET) includes the W
layer 103A and TiN layer 103B made of W and TiN
respectively, which are conductive metals capable of being
removed using a chemical solution. For this reason, in the
second embodiment, it is possible to easily remove the
dummy electrode at low cost.

[0096] The first embodiment and the second embodiment
have been explained above. The third embodiment will be
explained below. The third embodiment is a variation of the
first and second embodiments, and the third embodiment
will be explained with a focus on differences from the first
and second embodiments.

Third Embodiment

[0097] FIG. 5 is a side sectional view showing a semi-
conductor device according to a third embodiment. The
semiconductor device in FIG. 5 includes a PMOSFET which
is a specific example of a P-type FET and an NMOSFET
which is a specific example of an N-type FET. The semi-
conductor device in FIG. 5 includes a CMOSFET which is
constituted by the PMOSFET and the NMOSFET.

[0098] The semiconductor device shown in FIG. 5
includes a substrate 101, gate dielectric films 102, a gate
electrode 103 for the PMOSFET, and a gate electrode 104
for the NMOSFET. The substrate 101 is a semiconductor
substrate, all or a part of which is made of a semiconductor.
The substrate 101 in this embodiment is a silicon substrate,
all or a part of which is made of silicon. Each gate dielectric
film 102 is a high-permittivity gate dielectric film, all or a
part of which is made of a high-permittivity dielectric film.
Each gate dielectric film 102 in this embodiment includes
two layers of dielectric films: a first dielectric film 102A
which is a silicon oxide film and a second dielectric film
102B which is a high-permittivity dielectric film. The gate
electrode 103 for the PMOSFET is a metal gate electrode, all
or a part of which is made of conductive metal. The gate
electrode 103 for the PMOSFET in this embodiment
includes three electrode-constituting layers: a first conduc-
tive layer 103 A which is made of conductive metal, a second
conductive layer 103B which is made of conductive metal,
and a semiconductor layer 103C which is made of semicon-
ductor. The gate electrode 104 for the NMOSFET is a metal
gate electrode, all or a part of which is made of conductive
metal. The gate electrode 104 for the NMOSFET in this
embodiment includes one electrode-constituting layer: a
third conductive layer 104A which is made of conductive
metal.

[0099] Additionally, the semiconductor device shown in
FIG. 5 has, as diffusion layers for the PMOSFET, a well
diffusion layer 111 for the PMOSFET, a source/drain diffu-
sion layer 112 for the PMOSFET, and an extension diffusion
layer 113 for the PMOSFET.

[0100] Additionally, the semiconductor device shown in
FIG. 5 has, as diffusion layers for the NMOSFET, a well

Sep. 20, 2007

diffusion layer 121 for the NMOSFET, a source/drain dif-
fusion layer 122 for the NMOSFET, and an extension
diffusion layer 123 for the NMOSFET.

[0101] Additionally, the semiconductor device shown in
FIG. 5 has an isolation layer 131 for intervening between the
source/drain diffusion layer 112 for the PMOSFET and the
source/drain diffusion layer 122 for the NMOSFET, and an
inter layer dielectric film 132 for intervening between the
PMOSFET and the NMOSFET. The isolation layer 131 in
this embodiment is an STI layer which is made of a silicon
oxide film, and the inter layer dielectric film 132 in this
embodiment is a silicon oxide film.

[0102] FIGS. 6A to 6Q are side sectional views showing
a method for manufacturing the semiconductor device of the
third embodiment.

[0103] First, as shown in FIG. 6A, silicon oxide films are
buried in predetermined regions of a silicon substrate 101 to
form isolation layers 131 of STIs. Then, as shown in FIG.
6A, a silicon oxide film (dielectric film) 201 is formed on the
silicon substrate 101.

[0104] Next, as shown in FIG. 6B, ions of P (phosphorus)
are implanted into the substrate 101 using a resist 211 as a
mask.

[0105] Next, as shown in FIG. 6C, ions of B (boron) are
implanted into the substrate 101 using a resist 221 as a mask.
After that, the substrate 101 is subjected to thermal diffusion
processing, thereby completing a well diffusion layer 111 for
the PMOSFET and a well diffusion layer 121 for the
NMOSFET.

[0106] Next, as shown in FIG. 6D, the dielectric film 201
is removed from the substrate 101 using an ammonium
fluoride aqueous solution, and the surface of the substrate
101 is cleaned using 0.5 to 5.0% hydrofluoric acid. Then, as
shown in FIG. 6D, a silicon oxide film (a first dielectric film
of a gate dielectric film) 102A with a thickness of 0.5 to 0.8
nm is formed on the substrate 101 in an atmosphere con-
taining oxygen, and a hafnium silicate film (a second dielec-
tric film of the gate dielectric film) 102B with a thickness of
about 2.0 nm is formed on the silicon oxide film 102A using
tetrakis(diethylamino)hatnium, tetrakis(dimethylamino)sili-
con, and oxygen. After that, the substrate 101 is subjected to
annealing at 600° C., thereby densifying the silicon oxide
film 102A and hafnium silicate film 102B. After that, the
substrate 101 is processed in a nitrogen plasma atmosphere
or ammonia atmosphere and then subjected to annealing at
1,000° C., thereby reforming the hafnium silicate film 102B
into a hafnium silicon oxynitride film 102B. With the
above-described manufacturing steps, the gate dielectric
film 102 common to the PMOSFET and NMOSFET is
formed, ranging from a PMOSFET region 105 to a NMOS-
FET region 106, on the substrate 101. The PMOSFET region
105 is a region where the PMOSFET is to be formed, which
is a specific example of a P-type FET region, and the
NMOSFET region 106 is a region where the NMOSFET is
to be formed, which is a specific example of an N-type FET
region.

[0107] Next, as shown in FIG. 6E, a W (tungsten) layer (a
first conductive layer of a gate electrode for the PMOSFET)
103 A with a thickness of about 20 nm is deposited on the
hafnium silicon oxynitride film 102B by thermal CVD using
tungsten hexacarbonyl or plasma CVD using tungsten
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hexacarbonyl and hydrogen, a TiN (titanium nitride) layer (a
second conductive layer of the gate electrode for the PMOS-
FET) 103B with a thickness of about 60 nm is deposited on
the W layer 103 A using diethylaminotitanium and ammonia,
and a semiconductor layer 103C made of polysilicon or
amorphous silicon is deposited on the TiN (titanium nitride)
layer 103B. With the above-described manufacturing steps,
the gate electrode 103 for the PMOSFET is formed, ranging
from the PMOSFET region 105 to the NMOSFET region
106, on the gate dielectric film 102.

[0108] Next, as shown in FIG. 6F, ions of P or As are
implanted into the semiconductor layer 103C above the well
diffusion layer 121 for the NMOSFET, using a resist 241
above the well diffusion layer 111 for the PMOSFET as a
mask. After that, the substrate 101 is subjected to thermal
diffusion processing, thereby completing an N-type diffu-
sion layer inside the semiconductor layer 103C. The inside
of a part of the semiconductor layer 103C above the well
diffusion layer 111 for the PMOSFET becomes a non-
diffusion layer 103Ca, and the inside of a part of the
semiconductor layer 103C above the well diffusion layer
121 for the NMOSFET becomes a diffusion layer 103Cb.

[0109] Next, as shown in FIG. 6G, the W layer 103A, TiN
layer 103B, and semiconductor layer 103C (non-diffusion
layer 103Ca and diffusion layer 103Cb) are processed using
a dielectric film 202 as a hard mask, the dielectric film 202
including a silicon oxide film or silicon nitride film. With the
above-described manufacturing steps, in the PMOSFET
region 105 and the NMOSFET region 106, a gate electrode
103 for the PMOSFET is formed in the PMOSFET region
105, and a dummy gate electrode (a gate electrode used as
a dummy) 103 with the same configuration as that of the gate
electrode 103 for the PMOSFET is formed in the NMOS-
FET region 106.

[0110] Next, as shown in FIG. 6H, the silicon oxide film
102A and hafnium silicon oxynitride film 102B are pro-
cessed using the dielectric film 202 as a hard mask. With the
above-described manufacturing steps, in the PMOSFET
region 105 and the NMOSFET region 106, a gate dielectric
film 102 for the PMOSFET is formed in the PMOSFET
region 105, and a gate dielectric film 102 for the NMOSFET
is formed in the NMOSFET region 106. Gate dielectric films
102 for the PMOSFET and the NMOSFET are formed from
the gate dielectric film 102 common to the PMOSFET and
the NMOSFET.

[0111] Next, an offset spacer 141 made of a silicon oxide
film or silicon nitride film and a side wall spacer 142 made
of a silicon oxide film, are formed on the lateral surface of
each gate electrode and gate dielectric film by CVD and
RIE. Then, ions of B are implanted into the well diffusion
layer 111 for the PMOSFET, ions of P or As are implanted
into the well diffusion layer 121 for the NMOSFET, and the
substrate 101 is subjected to annealing at 1,000° C.; with this
process, the source/drain diffusion layer 112 for the PMOS-
FET and the source/drain diffusion layer 122 for the NMOS-
FET are formed, as shown in FIG. 61. Also, ions of B are
implanted into the well diffusion layer 111 for the PMOS-
FET, ions of P or As are implanted into the well diffusion
layer 121 for the NMOSFET, and the substrate 101 is
subjected to annealing at 1,000° C.; with this process, the
extension diffusion layer 113 for the PMOSFET and the
extension diffusion layer 123 for the NMOSFET are formed,
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as shown in FIG. 61. Then, side wall spacers 143, each of
which is made of a silicon nitride film, are formed by CVD
and RIE. With the above-described manufacturing steps, in
the PMOSFET region 105 and NMOSFET region 106, the
source/drain diffusion layer 112 and extension diffusion
layer 113 for the PMOSFET and the source/drain diffusion
layer 122 and extension diffusion layer 123 for the NMOS-
FET are formed in the substrate 101.

[0112] Next, as shown in FIG. 67, silicide films 144 are
formed in a self-aligned manner on the surfaces of the
source/drain diffusion layer 112 for the PMOSFET and the
source/drain diffusion layer 122 for the NMOSFET.

[0113] Next, as shown in FIG. 6K, an etch stopper film
145 made of a silicon nitride film is formed over the entire
surface by CVD. Then, as shown in FIG. 6K, an inter layer
dielectric film 132 made of a silicon oxide film is formed
over the entire surface. Then, as shown in FIG. 6K, the
surface of the substrate 101 is planarized by chemical
mechanical polishing or etching (dry etching or wet etch-
ing). With the above-described manufacturing steps, the
semiconductor layers 103C (non-diffusion layers 103Ca and
diffusion layers 103Cb) are exposed both in the PMOSFET
region 105 and the NMOSFET region 106.

[0114] Next, as shown in FIG. 6L, a Ni (nickel) film
(sacrificial film) 203 is formed over the entire surface. After
that, the substrate 101 is subjected to annealing, thereby
siliciding Ni in the Ni film 203. At this time, since the
diffusion layer 103Cb contains P or As, the silicidation rate
of the diffusion layer 103Cb becomes higher than that of the
non-diffusion layer 103Ca. Accordingly, Ni monosilicide
(NiSi) is formed in the non-diffusion layer 103Ca, and a
Ni-rich silicide (Ni,Si, Ni;Si, or the like) is formed in the
diffusion layer 103Cb.

[0115] Next, as shown in FIG. 6M, in the NMOSFET
region 106, the semiconductor layer 103C above the gate
dielectric film 102 for the NMOSFET is etched using a resist
231 as a mask and using a chemical solution such as a
solution containing hydrogen peroxide. With the above-
described manufacturing steps, the TiN layer 103B in the
NMOSFET region 106 is exposed.

[0116] Next, as shown in FIG. 6N, in the NMOSFET
region 106, the TiN layer 103B above the gate dielectric film
102 for the NMOSFET is etched using the resist 231 as a
mask and using a chemical solution such as a solution
containing hydrogen peroxide. With the above-described
manufacturing step, the W layer 103A in the NMOSFET
region 106 is exposed.

[0117] Next, as shown in FIG. 60, in the NMOSFET
region 106, the W layer 103A on the gate dielectric film 102
for the NMOSFET is etched using the resist 231 as a mask
and using a chemical solution such as a solution containing
hydrogen peroxide. With the above-described manufactur-
ing step, the hafnium silicon oxynitride film 102B in the
NMOSFET region 106 is exposed. Through the above-
described manufacturing steps, in the NMOSFET region
106, the dummy gate electrode 103 on the gate dielectric
film 102 is removed, thereby forming a trench 151 on the
gate dielectric film 102.

[0118] Next, as shown in FIG. 6P, conductive metal, which
is a material for forming a third conductive layer 104A of the
gate electrode 104 for the NMOSFET, is formed over the
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entire surface by CVD. Examples of the conductive metal
include TaCN, which is formed using tris-dimethylamino-
mono-t-amyliminotantalum and monomethylamine.

[0119] Next, as shown in FIG. 6Q, the surface of the
substrate 101 is planarized by chemical mechanical polish-
ing or etching (etchback). Through the above-described
manufacturing steps, in the NMOSFET region 106, the
material for forming the gate electrode is buried in the trench
151 on the gate dielectric film 102, thereby forming the gate
electrode 104 for the NMOSFET with a different configu-
ration from that of the gate electrode 103 for the PMOSFET.
Since the gate electrode 104 for the NMOSFET (the third
conductive layer 104A) is formed in the hole by CVD, a
trace of a streaky seam 161 which does not remain in the
gate electrode 103 for the PMOSFET (the first conductive
layer 103A, second conductive layer 103B, and semicon-
ductor layer 103C) remains in the gate electrode 104 for the
NMOSFET.

[0120] After that, the substrate 101 is subjected to steps of
forming a wiring layer, an inter layer dielectric film between
wiring layers, a contact hole, a via hole, a plug layer, and the
like as appropriate, and the semiconductor device is finally
completed.

[0121] Inthe third embodiment, the gate electrode 103 for
the PMOSFET includes the first conductive layer 103A
made of the conductive metal, the second conductive layer
103B made of the conductive metal, and the semiconductor
layer (silicide layer) 103C made of the semiconductor
(silicide). For this reason, in the third embodiment, the gate
resistance of the PMOSFET is relatively low.

[0122] As described above, according to the embodiments
of the present invention, it is possible to provide a semi-
conductor device including a P-type FET and an N-type FET
which are constituted by gate dielectric films and gate
electrodes with preferable characteristics.

What is claimed is:

1. A manufacturing method of a semiconductor device, for
forming a P-type FET and an N-type FET in a P-type FET
region and an N-type FET region of a substrate respectively,
the method comprising:

forming a gate dielectric film common to the P-type FET
and the N-type FET, ranging from the P-type FET
region to the N-type FET region, on the substrate;

forming a gate electrode layer for the P-type FET, ranging
from the P-type FET region to the N-type FET region,
on the gate dielectric film;

processing, in the P-type FET region and the N-type FET
region, the gate electrode layer for the P-type FET, to
form a gate electrode for the P-type FET in the P-type
FET region, and to form a dummy gate electrode in the
N-type FET region;

forming, in the P-type FET region and the N-type FET
region, a source/drain diffusion layer for the P-type
FET and a source/drain diffusion layer for the N-type
FET in the substrate, after the gate electrode for the
P-type FET and the dummy gate electrode are formed;

forming, in the N-type FET region, a trench on the gate
dielectric film, by removing the dummy gate electrode
on the gate dielectric film; and
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forming, in the N-type FET region, a gate electrode for the
N-type FET on the gate dielectric film, by burying a
gate electrode material in the trench on the gate dielec-
tric film.

2. The method according to claim 1, wherein:

in forming the gate electrode layer for the P-type FET,

a first conductive layer which is a layer constituting the
gate electrode layer for the P-type FET, is formed on
the gate dielectric film, and

a second conductive layer which is a layer constituting the
gate electrode layer for the P-type FET, is formed on
the first conductive layer; and

in forming the gate electrode for the N-type FET,

a third conductive layer which is a layer constituting the
gate electrode for the N-type FETE is formed on the
gate dielectric film.

3. The method according to claim 1, wherein:

in forming the gate electrode layer for the P-type FET,

a first conductive layer which is a layer constituting the
gate electrode layer for the P-type FET, is formed on
the gate dielectric film,

a second conductive layer which is a layer constituting the
gate electrode layer for the P-type FET, is formed on
the first conductive layer, and

a semiconductor layer which is a layer constituting the
gate electrode layer for the P-type FET, is formed on
the second conductive layer; and

in forming the gate electrode for the N-type FET,

a third conductive layer which is a layer constituting the
gate electrode for the N-type FET, is formed on the gate
dielectric film.

4. The method according to claim 1, wherein:

in forming the gate dielectric film,

a first dielectric film which is a dielectric film constituting
the gate dielectric film, is formed on the substrate, and

a second dielectric film which is a dielectric film consti-
tuting the gate dielectric film, is formed on the first
dielectric film.

5. The method according to claim 2, wherein each of the
first, second, and third conductive layers is formed of
conductive metal.

6. The method according to claim 2, wherein the first
conductive layer is formed of conductive metal capable of
being removed without a chemical solution.

7. The method according to claim 2, wherein the first
conductive layer is formed of conductive metal capable of
being removed using a chemical solution.

8. The method according to claim 2, wherein the first
conductive layer is formed of Ru (ruthenium).

9. The method according to claim 2, wherein the first
conductive layer is formed of W (tungsten).

10. The method according to claim 4, wherein the second
dielectric film is formed of a high-permittivity dielectric
film.

11. The method according to claim 1, wherein all or a part
of the gate dielectric film is formed of a high-permittivity
dielectric film.
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12. The method according to claim 1, wherein all or a part
of the gate electrode layer for the P-type FET is formed of
conductive metal.

13. The method according to claim 1, wherein all or a part
of the gate electrode for the N-type FET is formed of
conductive metal.

14. The method according to claim 1, wherein all or a part
of the gate electrode layer for the P-type FET is formed of
conductive metal capable of being removed without a
chemical solution.

15. The method according to claim 1, wherein all or a part
of the gate electrode layer for the P-type FET is formed of
conductive metal capable of being removed using a chemi-
cal solution.

16. The method according to claim 1, wherein all or a part
of the gate electrode layer for the P-type FET is formed of
Ru (ruthenium).

17. The method according to claim 1, wherein all or a part
of the gate electrode layer for the P-type FET is formed of
W (tungsten).

18. The method according to claim 1, wherein:

no seam is formed in the gate electrode for the P-type
FET; and

a seam is formed in the gate electrode for the N-type FET.
19. A semiconductor device comprising:

a substrate;

a gate dielectric film for a P-type FET and a gate dielectric
film for an N-type FET, formed on the substrate and
formed from a gate dielectric film common to the
P-type FET and the N-type FET;

a gate electrode for the P-type FET, formed on the gate
dielectric film for the P-type FET and having no seam
in the gate electrode; and
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a gate electrode for the N-type FET, formed on the gate
dielectric film for the N-type FET and having a seam in
the gate electrode.

20. A semiconductor device manufactured by forming a
P-type FET and an N-type FET in a P-type FET region and
an N-type FET region of a substrate respectively, the device
being manufactured by:

forming a gate dielectric film common to the P-type FET
and the N-type FET, ranging from the P-type FET
region to the N-type FET region, on the substrate;

forming a gate electrode layer for the P-type FET, ranging
from the P-type FET region to the N-type FET region,
on the gate dielectric film;

processing, in the P-type FET region and the N-type FET
region, the gate electrode layer for the P-type FET, to
form a gate electrode for the P-type FET in the P-type
FET region, and to form a dummy gate electrode in the
N-type FET region;

forming, in the P-type FET region and the N-type FET
region, a source/drain diffusion layer for the P-type
FET and a source/drain diffusion layer for the N-type
FET in the substrate, after the gate electrode for the
P-type FET and the dummy gate electrode are formed;

forming, in the N-type FET region, a trench on the gate
dielectric film, by removing the dummy gate electrode
on the gate dielectric film; and

forming, in the N-type FET region, a gate electrode for the
N-type FET on the gate dielectric film, by burying a
gate electrode material in the trench on the gate dielec-
tric film.
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